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HTML attribute 

indicate how Web browsers should display these elements 
to the user and should respond to user actions such as acti­
vation of a link by means of a key press or mouse click. 
HTML 2, defined by the Internet Engineering Task Force 
(IETF), included features of HTML common to all Web 
browsers as of 1994 and was the first version of HTML 
widely used on the World Wide Web. HTML+ was pro­
posed for extending HTML 2 in 1994, but it was never 
implemented. HTML 3, which also was never standard­
ized or fully implemented by a major browser developer, 
introduced tables. HTML 3.2 incorporated features widely 
implemented as of early 1996, including tables, applets, 
and the ability to flow text around images. HTML 4, the 
latest specification, supports style sheets and scripting lan­
guages and includes internationalization and accessibility 
features. Future HTML development will be carried out by 
the World Wide Web Consortium (W3C). Most Web 
browsers, notably Netscape Navigator and Internet 
Explorer, recognize HTML tags beyond those included in 
the present standard. See also .htm, .html, SGML, tag 
(definition 3), Web browser. 

HTML attribute n. A value within an HTML tag that 
assigns additional properties to the object being defined. 
Some HTML editing software assigns some attributes 
automatically when you create an object such as a para­
graph or table. 

HTML code fragment n. HTML code that you add to a 
Web page to create features such as a script, a counter, or a 
scrolling marquee. Often used in the context of webrings 
to add a link and standard graphics or automation to an 
individual page to indicate membership. 

HTML document n. A hypertext document that has been 
coded with HTML. See Web page. 

HTML editor n. A software program used to create and 
modify HTML documents (Web pages). Most HTML edi­
tors include a method for inserting HTML tags without 
actually having to type out each tag. A number of HTML 
editors will also automatically reformat a document with 
HTML tags, based on formatting codes used by the word 
processing program in which the document was created. 
See also tag (definition 3), Web page. 

HTML extensions n. A feature or setting that is an exten­
sion to the formal HTML specification. Extensions may 
not be supported by all Web browsers, but they may be 
used widely by Web authors. An example of an extension 
is marquee scrolling text. 

HTML page n. See Web page. 

259 

HTTPS 

HTML server control n. An ASP.NET server control that 
belongs to the System.Web.UI.HtmlControls namespace. An 
HTML server control maps directly to an HTML element 
and is declared on an ASP.NET page as an HTML element 
marked by a runat=server attribute. In contrast to Web server 
controls, HTML server controls do not have an <asp:Con­
trolName> tag prefix. See also Web server control. 

HTML source n. See source (definition 2). 

HTML source file n. See source (definition 2). 

HTML tag n. See tag (definition 3). 

HTML validation service n. A service used to confirm 
that a Web page uses valid HTML according to the latest 
standard and/or that its hyperlinks are valid. An HTML 
validation service can catch small syntactical errors in 
HTML coding as well as deviations from the HTML stan­
dards. See also HTML. 

HTTP n. Acronym for Hypertext Transfer Protocol. The 
protocol used to carry requests from a browser to a Web 
server and to transport pages from Web servers back to the 
requesting browser. Although HTTP is almost universally 
used on the Web, it is not an especially secure protocol. 

HTTPd n. Acronym for Hypertext Transfer Protocol Dae­
mon. A small, fast HTTP server that was available free 
from NCSA. HTTPd was the predecessor for Apache. 
Also called: HTTP Daemon. See also Apache, HTTP 
server, NCSA (definition 1). 

HTTP Daemon n. See HTTPd. 

HTTP Next Generation n. See HTTP-NG. 

HTTP-NG n. Acronym for Hypertext Transfer Protocol 
Next Generation. A standard under development by the 
World Wide Web Consortium (W3C) for improving per­
formance and enabling the addition of features such as 
security. Whereas the current version of HTTP establishes 
a connection each time a request is made, HTTP-NG will 
set up one connection (which consists of separate channels 
for control information and data) for an entire session 
between a particular client and a particular server. 

HTTPS n. 1. Acronym for Hypertext Transfer Protocol 
Secure. A variation of HTTP that provides for encryption 
and transmission through a secure port. HTTPS was 
devised by Netscape and allows HTTP to run over a secu­
rity mechanism known as SSL (Secure Sockets Layer). See 
also HTTP, SSL. 2. Web server software for Windows NT. 
Developed by the European Microsoft Windows NT Aca­
demic Centre (EMWAC) at the University of Edinburgh, 



HTTP server 

Scotland, it offers such features as WAIS search capability. 
See also HTTP server, WAIS. 

HTTP server n. 1. Server software that uses HTTP to 
serve up HTML documents and any associated files and 
scripts when requested by a client, such as a Web browser. 
The connection between client and server is usually bro­
ken after the requested document or file has been served. 
HTTP servers are used on Web and Intranet sites. Also 
called: Web server. See also HTML, HTTP, server (defi­
nition 2). Compare application server. 2. Any machine on 
which an HTTP server program is running. 

HTTP status codes n. Three-digit codes sent by an 
HTTP server that indicate the results of a request for data. 
Codes beginning with 1 respond to requests that the client 
may not have finished sending; with 2, successful 
requests; with 3, further action that the client must take; 
with 4, requests that failed because of client error; and 
with 5, requests that failed because of server error. See 
also 400, 401, 402, 403, 404, HTTP. 

HTTP streaming n. The process of downloading stream­
ing digital media using an HTTP server (a standard Inter­
net server) rather than a server designed specifically to 
transmit streaming media. HTTP streaming downloads the 
media file onto a computer, which plays the downloaded 
file as it becomes available. See also real-time streaming. 

hub n. In a network, a device joining communication lines 
at a central location, providing a common connection to 
all devices on the network. The term is an analogy to the 
hub of a wheel. See also active hub, switching hub. 

hue n. In the HSB color model, one of the three character­
istics used to describe a color. Hue is the attribute that 
most readily distinguishes one color from other colors. It 
depends on the frequency of a light wave in the visible 
spectrum. See also color model, HSB. Compare bright­
ness, saturation ( definition 2). 

Huffman coding n. A method of compressing a given set 
of data based on the relative frequency of the individual 
elements. The more often a given element, such as a letter, 
occurs, the shorter, in bits, is its corresponding code. It 
was one of the earliest data compression codes and, with 
modifications, remains one of the most widely used codes 
for a large variety of message types. 

human engineering n. The designing of machines and 
associated products to suit the needs of humans. See also 
ergonomics. 
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human-machine interface n. The boundary at which 
people make contact with and use machines; when applied 
to programs and operating systems, it is more widely 
known as the user interface. 

hung adj. See hang. 

hybrid circuit n. A circuit in which fundamentally differ­
ent types of components are used to perform similar func­
tions, such as a stereo amplifier that uses both tubes and 
transistors. 

hybrid computer n. A computer that contains both digital 
and analog circuits. 

hybrid microcircuit n. A microelectronic circuit that 
combines individual microminiaturized components and 
integrated components. 

hybrid network n. A network constructed of different 
topologies, such as ring and star. See also bus network, 
ring network, star network, Token-Ring network, topology. 

Hybris virus n. A slow-spreading but persistent self­
updating Internet worm first detected in late 2000. The 
Hybris virus is activated whenever an infected computer is 
connected to the Internet. It attaches itself to all outgoing 
e-mail messages, maintains a list of all e-mail addresses in 
the headers of incoming e-mail messages, and sends cop­
ies of itself to all e-mail addresses on the list. Hybris is 
difficult to eradicate because it updates itself regularly, 
accessing and downloading updates and plug-ins from 
anonymous postings to the alt.comp.virus newsgroup. 
Hybris incorporates downloaded extensions into its code, 
and it e-mails its modified form to additional potential 
victims. Hybris often includes a spiral plug-in which pro­
duces a spinning disk on top of any active windows on a 
user's screen. 

HyperCard n. An information-management software tool, 
designed for the Apple Macintosh, that implements many 
hypertext concepts. A HyperCard document consists of a 
series of cards, collected into a stack. Each card can con­
tain text, graphical images, sound, buttons that enable 
travel from card to card, and other controls. Programs and 
routines can be coded as scripts in an object-oriented lan­
guage called HyperTalk or developed as external code 
resources (XCMDs and XFCNs). See also hypertext, 
object-oriented programming, XCMD, XFCN. 

hyperlink n. A connection between an element in a hyper­
text document, such as a word, a phrase, a symbol, or an 
image, and a different element in the document, another 



perfboard 

2. A 486 PC that can be upgraded to Pentium class by add­
ing a Pentium processor. See also i486DX. 

perfboard n. Short for perforated fiber board. See bread­
board. 

performance monitor n. A process or program that 
appraises and records status information about various 
system devices and other processes. 

period n. The length of time required for an oscillation to 
complete one full cycle. For an oscillating electrical sig­
nal, the period is the time between waveform repetitions. 
If f is the frequency of oscillation in hertz, and t is the 
period in seconds, then t = 1/f See the illustration. 
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Period. The period of an oscillating signal. 

Time 

peripheral n. In computing, a device, such as a disk drive, 
printer, modem, or joystick, that is connected to a com­
puter and is controlled by the computer's microprocessor. 
Also called: peripheral device. See also console. 

Peripheral Component Interconnect n. See PCI local 
bus. 

peripheral device n. See peripheral. 

peripheral power supply n. An auxiliary source of elec­
tricity used by a computer or a device as a backup in case 
of a power failure. Acronym: PPS. 

Perl n. Acronym for Practical Extraction and Report Lan­
guage. An interpreted language, based on C and several 
UNIX utilities. Perl has powerful string-handling features 
for extracting information from text files. Perl can assem­
ble a string and send it to the shell as a command; hence, it 
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perpendicular recording 

is often used for system administration tasks. A program 
in Perl is known as a script. Perl was devised by Larry 
Wall at NASA's Jet Propulsion Laboratory. 

permanent storage n. A recording medium that retains 
the data recorded on it for long periods of time without 
power. Ink on paper is by far the most widely used perma­
nent storage, but data can be transferred from paper to a 
computer only with difficulty. Typically, some form of 
magnetic medium, such as floppy disk or tape, is prefera­
ble. Magnetic media are generally accepted as permanent, 
even though the magnetic fields that encode data in the 
media tend to fade eventually (in five years or more). See 
also nonvolatile memory. 

permanent swap file n. In Windows, a file composed of 
contiguous disk sectors used for virtual memory opera­
tions. See also swap file, virtual memory. 

permanent virtual circuit n. See PVC. 

permission n. In a networked or multiuser computer 
environment, the ability of a particular user to access a 
particular resource by means of his or her user account. 
Permissions are granted by the system administrator or 
other authorized person. Several levels of access can be 
given: read only, read and write (view and change), or 
read, write, and delete. Also called: Access permission. 

permission class n. A class that defines access to a 
resource or defines an identity by supporting authoriza­
tion checks. 

permission object n. An instance of a permission class 
that represents access rights to resources or identity. A 
permission object can be used to specify a request, a 
demand, or a grant of permission. 

permissions log n. A file on a network or multiuser com­
puter environment where permissions for users are stored. 
When a user attempts to access a resource on the system, 
the permissions log is checked to see whether the user has 
permission to use it. 

perpendicular recording n. A method of increasing stor­
age capacity on magnetic media by aligning the magnetic 
dipoles, whose orientation determines bit values, in a 
direction that is perpendicular to the recording surface. 
Also called: vertical recording. 



read 

read1 n. The action of transferring data from an input 
source into a computer's memory or from memory into the 
CPU (central processing unit). Compare write1. 

read2 vb. To transfer data from an external source, such as 
from a disk or the keyboard, into memory or from memory 
into the central processing unit (CPU). Compare write2. 

read-after-write n. A feature of certain data storage 
devices, such as tape drives, in which the device reads data 
immediately after it is written as a means of verifying data 
integrity. 

reader n. See card reader. 

Reader n. See Microsoft Reader. 

read error n. An error encountered while a computer is in 
the process of obtaining information from storage or from 
another source of input. Compare write error. 

README n. A file containing information that the user 
either needs or will find informative and that might not 
have been included in the documentation. README files 
are placed on disk in plain-text form (without extraneous 
or program-specific characters) so that they can be read 
easily by a variety of word processing programs. 

read notification n. An e-mail feature providing feed­
back to the sender that a message has been read by the 
recipient. 

read-only adj. Capable of being retrieved (read) but not 
changed (written). A read-only file or document can be 
displayed or printed but not altered in any way. Read-only 
memory (ROM) holds programs that cannot be changed; a 
read-only storage medium, such as CD-ROM, can be 
played back but cannot be used for recording information. 
Compare read/write. 

read-only attribute n. A file attribute, stored with a file's 
directory entry, indicating whether or not a file may be 
changed or erased. When the read-only attribute is off, the 
file can be modified or deleted; when it is on, the file can 
only be displayed. 

read-only memory n. See ROM. 

read-only terminal n. See RO terminal. 

read/write adj. Able to be both read from and written to. 
Abbreviation: R/W. Compare read-only. 
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read/write channel n. See input/output channel. 

read/write head n. See head. 

read/write memory n. Memory that can be both read 
from and written to (modified). Semiconductor RAM and 
core memory are typical read/write memory systems. 
Compare ROM ( definition 2). 

real address n. An absolute (machine) address specify­
ing a physical location in memory. See also physical 
address. Compare relative address, virtual address. 

RealAudio n. Streaming audio technology developed by 
RealNetworks, Inc., for distributing radio and FM-quality 
sound files over the Internet in real time. RealAudio is 
based on two components: client software for decompress­
ing the sound on the fly and server software for delivering 
it. The client software is free, distributed either as a down­
loadable program or as part of browser software. See also 
RealPlayer, RealVideo, stream, streaming. 

reallocate n. A function in C that allows the programmer 
to request a larger portion of heap memory than was previ­
ously assigned to a particular pointer. See also dynamic 
memory allocation, heap (definition 1). 

reallysafe palette n. A color look-up table (CLUT) con­
sisting of 22 colors from the 216-color websafe palette 
that are completely consistent when viewed with all Web 
browsers on all major computer platforms. The reallysafe 
palette arose from an experiment that indicated that most 
of the colors of the websafe palette shift to some degree in 
different viewing environments. See also browser CLUT, 
websafe palette. 

real mode n. An operating mode in the Intel 80x86 fam­
ily of microprocessors. In real mode, the processor can 
execute only one program at a time. It can access no more 
than about 1 MB of memory, but it can freely access sys­
tem memory and input/output devices. Real mode is the 
only mode possible in the 8086 processor and is the only 
operating mode supported by MS-DOS. In contrast, the 
protected mode offered in the 80286 and higher micropro­
cessors provides the memory management and memory 
protection needed for multitasking environments such as 
Windows. See also 8086, privileged mode. Compare pro­
tected mode, virtual real mode. 




