
HALO Commercial adds 8” LED product family with SeleCCTable™ technology

Eaton is pleased to announce the Halo Commercial PR8 family of fixtures with proprietary SeleCCTable™ technology, 
letting you choose between 3000K, 3500K or 4000K CCT in the field with just a flip of a switch. The PR8 family of fixtures 
also offers many standard features at an attractive, price point including:

• Three housing options; new construction/remodel, install from below retrofit, and surface mount
• Five lumen packages; 1000, 1500, 2000, 3000 and 4000
• Fixture efficacies up to 127 LPW
• Three optical distributions; medium, wide and wall wash
• UNV 120-277V, 50/60 Hz, 0-10V, 1% dimming driver
• Retrofit 7”, 8” and 9” fixtures with self-flanged LED module design
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Sample Number: PR840D010 + PR8M12MDMW = 8" frame, 4000 lumens, 120V-277V driver + PR8 LED module, medium distribution lens, matte white
A complete luminiare consists of a frame and LED module ordered separately.

Frame Lumens Driver Options

PR8 = 8" aperture LED downlight frame
PR8CP = 8" aperture LED downlight frame, 

CCEA listed for City of Chicago 
plenum requirements

10 = 1,000 lumens (nominal)
15 = 1,500 lumens (nominal)
20 = 2,000 lumens (nominal)
30 = 3,000 lumens (nominal)
40 = 4,000 lumens (nominal)

D010 = 120-277V 50/60Hz,           
0-10V 100% to 1% dimming

REM7 = 7W emergency battery pack with remote 
test switch and charge indicator light

REM14 = 14W emergency battery pack with remote 
test switch and charge indicator light

New construction/Remodel

Sample Number: PR8S40D010MW = 8" surface mount cylinder, 4000 lumens, 120V-277V driver, matte white
A complete luminiare consists of a cylinder and LED module ordered separately.

Frame Lumens Driver Finish

PR8S = 8" aperture LED downlight surface 
mount cylinder

10 = 1,000 lumens (nominal)
15 = 1,500 lumens (nominal)
20 = 2,000 lumens (nominal)
30 = 3,000 lumens (nominal)
40 = 4,000 lumens (nominal)

D010 = 120-277V 50/60Hz,           
0-10V 100% to 1% dimming

MW = Matte White
MB = Matte Black
MMS = Matte Metallic Silver

Surface mount

Sample Number: PR8R40D010 = 8" retrofit kit, 4000 lumens, 120V-277V driver
A complete luminiare consists of a retrofit kit and LED module ordered separately.

Frame Lumens Driver Options

PR8R = 8" aperture LED downlight frame
PR8RCP = 8" aperture LED downlight frame, 

CCEA listed for City of Chicago 
plenum requirements

10 = 1,000 lumens (nominal)
15 = 1,500 lumens (nominal)
20 = 2,000 lumens (nominal)
30 = 3,000 lumens (nominal)
40 = 4,000 lumens (nominal)

D010 = 120-277V 50/60Hz,           
0-10V 100% to 1% dimming

REM7 = 7W emergency battery pack with remote 
test switch and charge indicator light

REM14 = 14W emergency battery pack with remote 
test switch and charge indicator light

Retrofit/International
install from below ceiling

Sample Number: PR8M12MDMW = 8" LED module, Medium distribution, Matte White
A complete luminiare consists of an LED module with either a frame, retrofit kit, or cylinder. Ordered separately.

LED Module Shielding Flange Finish Accessories

PR8M12 = Downlight LED module for PR8 
series,  provides 1000, 1500 or 
2000 lumens (nominal) depending 
on connected frame type

PR8M34 = Downlight LED module for PR8 
series, provides 3000 or 4000 
lumens (nominal) depending on 
connected frame type

MD = Medium distribution 
plastic lens 

WD = Wide distribution 
plastic lens

MW = Matte White
MB = Matte Black
MMS = Matte Metallic Silver

HB128APK = L channel hanger bar, 26", ‘No-Fuss’, pair (replacement)
RMB22 = 22" long wood joist mounting bars, pair
PR8WW = Field Installed wall wash optic for PR8M12 and PR834 modules
PR8MD = Replacement 8” medium distribution lens for PR8M12 and PR8M34 modules
PR8WD = Replacement 8” wide distribution lens for PR8M12 and PR8M34 modules
PR8TC = Specular clear trim insert for PR8M12 and PR8M34 modules
PR8TH = Semi-specular clear trim insert for PR8M12 and PR8M34 modules
ABR10P = Oversize trim ring for max 10” ceiling opening - 11.3” flange
PORLWTPD1 = LumaWatt Pro Wireless Sensor Kit (0-10V only)

LED module
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HALO Commercial

The following information will be available online today.

	 •	 Specification Sheets
	 •	 Brochure
	 •	 IES files
	 •	 Sales Guide PowerPoint on my.Eaton.com
	 •	 Price Sheet on my.Eaton.com
	 •	 Pricing in FLASH

In support of the product announcement, we have developed a sample case that will start shipping the first week of 
February. The sample case will include:

	 •	 PR8M LED module with SeleCCTable™ technology
	 •	 Medium distribution lens installed
	 •	 PR8R retrofit arm/housing with 0-10V dimmer and power cord
	 •	 PR8 new construction/remodel housing
	 •	 PR8S surface mount housing
	 •	 Wide distribution lens
	 •	 Wall wash optic
	 •	 Specular trim ring
	 •	 Semi specular trim ring
	 •	 Protective gloves
	 •	 Eaton display cloth

Housings and matte white LED modules will be in stock on February 3, 2017. 

Happy selling.

Glenn Siegel	
Marketing & Product 	
Management Director	

Chad McSpadden 
Marketing Manager




