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1. 

METHOD AND SYSTEM FOR ENABLNG 
LAYER 2 TRANSMISSION OF PDATA 

FRAME BETWEENUSER TERMINAL AND 
SERVICE PROVIDER 

BACKGROUND OF THE INVENTION 

1) Field of the Invention 
The present invention relates to a communication system 

for enabling a user to receive service from a service provider 
through a network. The present invention also relates to a 
communication method for enabling a user to receive service 
from a service provider through a network. The present inven 
tion further relates to a user terminal which can receive ser 
Vice from a service provider through a network. 

2) Description of the Related Art 
The development of economical, high-speed broadband 

network systems is rapidly proceeding so as to Support widely 
spreading use of broadband multimedia services such as the 
Internet or digital contents delivery services. Actually, con 
struction of network systems such as ADSL (Asymmetric 
Digital Subscriber Line) systems and FTTH (Fiber To The 
Home) systems are proceeding. In the ADSL systems, exist 
ing copper cables are utilized for realizing high-speed digital 
transmission. In the FTTH systems, optical fiber cables are 
laid to houses of users for providing high-capacity high-speed 
communication services to the users. 

In addition, it is expected that as a result of the development 
of the network technologies, a number of service providers 
(xSPs) will become available and spur the expansion of the 
market of the network business, where theXSPs include inter 
net service providers, contents service providers, and the like, 
and will provide high-quality image delivery services, music 
download services, and the like. 

Further, recently, network services generally called virtual 
private networks (VPNs) have become available. The VPNs 
are private networks which are built over private local net 
works and public networks, and utilize services provided by 
public network providers as if the private networks are leased 
lines. For example, a private network can be virtually built by 
connecting local area networks (LANs) in a company through 
the Internet. When a private network is built in this manner, 
the private network becomes free from the physical network 
structure, and has high flexibility and expandability. 

In the current circumstance, in which the broadband ser 
vices are spreading as above, users’ demands for flexible 
Switching of a connection with each user between a plurality 
of service providers are increasing. 
On the other hand, Ethernet (which is a registered trade 

mark of the Xerox Corporation) is deemed to be a promising 
LAN technology for use in access channels and WAN lines. 
For example, efforts are moving ahead to standardize the 10 
Gb/s Ethernet. A typical protocol for performing authentica 
tion and IP address assignment on the Ethernet is PPPoE 
(Point-to-Point Protocol over Ethernet). The authentication 
and the IP address assignment are necessary when a service 
provider to which each user is connected is switched. 

FIG. 65 is a diagram illustrating a configuration for con 
necting a user terminal to service providers, where the service 
provider to which the user terminal is connected can be 
switched by using PPPoE. 
A user terminal 100 can be connected to a service provider 

through an Ethernet, an ADSL or FTTH line, and an access 
network 600. The ADSL or FTTH line is terminated with a 
subscriber-side terminating device 110, which is an ADSL 
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2 
modem when the service is provided through ADSL, and an 
ONU (Optical Network Unit) when the service is provided 
through FTTH. 

In order to establisha connection betweentheuser terminal 
100 and one of the service providers, the user terminal 100 
initiates a call to the service provider and sends a user ID and 
a password to the service provider. When the user is authen 
ticated, an IP address is issued to the user, and the service is 
started. When the user requests to switch the connection to the 
service provider, the user inputs the name of another service 
provider to which the connection is to be switched, following 
the userID, and sends the userID and the name of the service 
provider to which the connection is to be switched. Then, the 
access network recognizes the user's request, and Switches 
the connection. 

Since the above operations after the initiation of the call are 
performed in accordance with PPP (Point-to-Point Protocol), 
the IP address is delivered to the user by using IPCP (Internet 
Protocol Control Protocol). 
PPP includes two layers: LCP (Link Control Protocol) and 

NCP (Network Control Protocol). LCP is used for establish 
ment of a datalink which is independent of an upper protocol, 
and NCP is used for processing which is dependent on the 
upper protocol. In the case where the upper protocol is TCP/ 
IP, IPCP is used as an NCP and the IP address is determined 
in accordance with IPCP. 

FIG. 66 is a diagram illustrating a conventional network 
system which uses PPPoE. The conventional network system 
of FIG. 66 corresponds to the configuration of FIG. 65. In 
FIG. 66, the terminating device 110 is not shown. The access 
network 600 includes switches 601 and a broadband remote 
access server (BRAS) 610. The B-RAS 610 is connected to 
servers respectively belonging to service providers. 

In order to establish a connection between the user and a 
service provider, the user inputs “user-name(a)provider 
name' into the user terminal 100, where the information 
“user-name indicates the name of the user, and the informa 
tion “provider-name indicates the name of the service pro 
vider. Then, a packet including the information “user 
name(a provider-name is sent to the B-RAS 610 through the 
switches 601. The B-RAS 610 transfers the packet to the 
service provider based on the information “user 
name(a provider-name'. Thus, the user can arbitrarily choose 
a service provider to which the user terminal is connected. 

However, in the above conventional network system using 
PPPoE, processing concentrates in the B-RAS 610. There 
fore, the processing load imposed on the B-RAS 610 becomes 
very heavy, and impedes high-speed communication The rea 
sons for the concentration of processing in the B-RAS 610 are 
as follows. 

(i) Since IP processing is required, it is necessary to assign 
an IP address to each interface connected to an XSP. In addi 
tion, an IP address is also assigned to each PPP virtual inter 
face for point-to-point connection to the user terminal. There 
fore, administration cost is increased. In this case, if sessions 
between the same user and the different XSPs are controlled 
by different B-RASs, the administration cost is further 
increased by necessity for statistical and accounting manage 
ment. 

(ii) Whichever XSP is connected to the user terminal 100, 
every frame from the user terminal 100 passes through the 
B-RAS 610, as illustrated in FIG. 66. According to PPPoE, 
user data such as IP packets, as well as management infor 
mation for authentication and the like, are encapsulated for 
transfer in accordance with PPP. Therefore, the main signals 
to be transferred to the XSPs, as well as the management 
information, concentrate in the B-RAS 610. 

Lenovo
Ex. 1030 - Page 69



US 7,469,298 B2 
3 

(iii) In order to perform negotiation in accordance with 
PPPoE, it is necessary to exchange requests for conditions 
and acknowledgments (e.g., Configure-Request and Config 
ure-Ack). Since the negotiated conditions differ with differ 
ent users, the processing is executed by Software. 5 

(iv) In order to transfer information to the XSPs, the B-RAS 
610 is required to perform layer-3 processing. That is, the 
B-RAS 610 has to perform the so-called virtual router func 
tion. In addition, the B-RAS 610 is required to handle a 
routing table for all interfaces, i.e., all of the provider-side 10 
interfaces corresponding to the XSPs and the PPP virtual 
interfaces corresponding to Subscribers. 
As described above, in the conventional network system 

using PPPoE, all of the various operations are performed by 
the B-RAS 610. Therefore, the B-RAS 610 becomes a bottle- 15 
neck, which limits speedup of the conventional network sys 
tem. 

SUMMARY OF THE INVENTION 
2O 

A communication system and method far communication 
between a user terminal and a service provider through an 
access network is described. The system and method include 
an authentication phase, which performs designation of the 
service provider, user authentication, and IP address assign- 25 
ment, by using a signaling protocol to exchange management 
frames that can he discriminated from main-signal frames on 
the basis of Ether Type field values as pan of Layer 2 header 
information. 
The system and method also include establishing a virtual 30 

private network in the access network between the user ter 
minal and the service provider; mapping MAC addresses of 
the user terminal and service provider on the virtual private 
network; and in a communication phase, exchanging main 
signal frames over the virtual private network, each main- 35 
signal frame containing the MAC address of the user terminal 
or the service provider as a source MAC address. 

BRIEF DESCRIPTION OF THE DRAWINGS 
40 

In the drawings: 
FIG. 1 is a diagram illustrating the principle of the packet 

transmission system according to the present invention; 
FIG. 2A is a diagram illustrating a format of an IP data 

frame inaccordance with IEEE 802.3 before the extensions to 4s 
Support VLAN tagging are made; 

FIG. 2B is a diagram illustrating a format of an IP data 
frame in accordance with IEEE 802.3ac (1998) in which the 
extensions to Support VLAN tagging are defined; 

FIG. 2C is a diagram illustrating a format of an IP data so 
frame in accordance with IEEE 802.3ac in which the IP data 
is encapsulated in accordance with PPPoE: 

FIG. 3 is a diagram illustrating an example of a concrete 
construction of the communication system 1 according to the 
present invention; 55 

FIG. 4 is a diagram illustrating a format of a main-signal 
frame which is transmitted from each of the user terminals 
10-1, 10-2, and 10-3 after the authentication phase: 

FIG. 5 is a diagram illustrating a format of a main-signal 
frame to which a tag is attached; 60 

FIG. 6 is a diagram illustrating a sequence of operations 
performed in the authentication phase in the case where 
PPPoE is used, and the proxy Radius server 61 relays infor 
mation on authentication; 

FIG. 7 is a diagram illustrating a session management table 65 
T2a which indicates correspondences (mappings) between 
source MAC addresses and session IDs of users; 

4 
FIG. 8 is a diagram illustrating a VID table T2b which 

indicates correspondences (mappings) between the Source 
MAC addresses of the users and tags (VLAN-IDs) corre 
sponding to service providers to which the user terminals are 
connected; 

FIG.9 is a diagram illustrating forwarding tables T2c each 
of which indicates forwarding (transfer) information corre 
sponding to a service provider (i.e., corresponding to a value 
of the VLAN-ID); 

FIG. 10 is a diagram illustrating a port attribute table T2d 
which indicates attributes of each port of the subscriber-side 
edge L2 Switch; 

FIG. 11 is an explanatory diagram illustrating examples of 
operations of the subscriber-side edge L2 switch 20-1 in the 
access network 6'; 

FIG. 12 is a block diagram illustrating functions of each of 
the subscriber-side edge L2 switches 20-1 and 20-2: 

FIG. 13 is a flow diagram indicating the overall operation 
of each subscriber-side edge L2 switch; 

FIG. 14 is a flow diagram indicating operations of the 
PPPoE negotiation performed by each subscriber-side edge 
L2 Switch; 
FIG.15 is a flow diagram indicating operations of forward 

ing processing and output processing performed by each Sub 
scriber-side edge L2 switch; 

FIG. 16 is a diagram illustrating a protocol stack of each of 
the user terminals and a structure of a main-signal frame 
corresponding to the protocol stack; 

FIG. 17 is a diagram illustrating a protocol stack of a 
conventional user terminal and a structure of a main-signal 
frame corresponding to the protocol stack; 

FIG. 18A is a diagram illustrating an example of the user 
side session management table before a connection between 
a user terminal and a service provider is established; 

FIG. 18B is a diagram illustrating an example of the user 
side session management table after a connection between a 
user terminal and a service provider is established; 

FIG. 19 is a diagram illustrating an example of a routing 
table arranged in a user terminal; 

FIG. 20 is a diagram illustrating a common format of the 
“LCP Echo-Request” and “LCP Echo-Reply” frames: 

FIG. 21 is a diagram illustrating a common format of the 
“LCP Terminate-Request” and “LCP Terminate-Ack” 
frames; 

FIG. 22 is a diagram illustrating an example of a home 
LAN constructed by using a gateway router which has an 
Ethernet interface in which a unique global MAC address is 
Set; 

FIG. 23 is a flow diagram indicating the overall operation 
of the user-side session management unit 11 in each user 
terminal; 

FIG. 24A is a diagram illustrating the format of an ARP 
frame (packet); 

FIG. 24B is a diagram illustrating an ARP request packet 
using the frame format of FIG. 24A; 

FIG. 24C is a diagram illustrating an ARP reply packet 
using the frame format of FIG. 24A; 

FIG. 25 is a diagram illustrating an example of a configu 
ration of a subnet (VLAN), to which a plurality of terminals 
including the above-mentioned first and second terminals are 
connected; 

FIG. 26 is a diagram illustrating an example of an ARP 
relay table: 

FIG. 27 is a diagram illustrating an example of the Proxy 
ARP operation and transfer of an IP frame based on the result 
of the Proxy ARP operation: 
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FIG. 28 is an explanatory diagram illustrating an example 
of the ARP operation in the communication system according 
to the present invention; 

FIG. 29 is a diagram illustrating the format of an IPv6 
frame; 

FIG. 30 is an explanatory diagram illustrating the conven 
tional ARP operation which does not include the ARP relay 
function; 

FIG. 31 is a diagram illustrating a sequence of operations 
for the ARP management according to the present invention, 
in which only a provider edge router returns an ARP reply to 
a source of an ARP request; 

FIG.32 is a diagram illustrating another sequence of opera 
tions for the ARP management according to the present 
invention, in which only an edge L2 Switch accommodating a 
target provideredge router returns an ARP reply to a source of 
an ARP request; 

FIGS. 33 and 34 are diagrams illustrating a sequence of 
operations performed in the IP communication phase accord 
ing to the present invention, in which the operations for ARP 
management and confirmation of connectivity are performed 
as well as transmission of IP data frames; 
FIG.35A is a diagram illustrating an example of a port VID 

table held in each provider-side edge L2 switch; 
FIG. 35B is a diagram illustrating examples of ARP relay 

tables corresponding to a plurality of VLAN-IDs: 
FIG. 35C is a diagram illustrating an example of forward 

ing tables held in each provider-side edge L2 Switch; 
FIG. 35.D is a diagram illustrating an example of a port 

attribute table held in each provider-side edge L2 switch; 
FIG. 36 is a diagram illustrating examples of connections 

between a plurality of ports of a provider-side edge L2 switch 
and a plurality of provider edge routers; 

FIG.37 is a block diagram illustrating the functions of each 
provider-side edge L2 Switch; 

FIG.38 is a flow diagram illustrating a sequence of opera 
tions performed by each provider-side edge L2 switch; 

FIG. 39 is an explanatory diagram indicating examples of 
operations of transferring frames for authentication through 
the proxy Radius server 61; 

FIG. 40 is a diagram illustrating an example of a provider 
management table held in the proxy Radius server 61: 

FIG. 41 is a diagram illustrating a sequence of operations 
from transmission of a user's request for authentication to 
Successful authentication; 

FIG. 42 is a diagram illustrating examples of contents of a 
session management table in the case where a user terminal is 
concurrently connected to a plurality of Service providers; 

FIG. 43 is an explanatory diagram indicating examples of 
operations for transferring main-signal frames from a user 
terminal to two service providers: 

FIG. 44A is a diagram illustrating examples of contents of 
the MAC-VID table when a user terminal is concurrently 
connected to a plurality of service providers; 

FIG. 44B is a diagram illustrating an examples of a desti 
nation-MAC-address table; 

FIG. 45 is a flow diagram indicating the overall operation 
of each subscriber-side edge L2 switch including the ARP 
relay processing and the search of a destination-MAC-ad 
dress table; 

FIG. 46 is a flow diagram illustrating a sequence of opera 
tions for the ARP relay processing including registration in 
the destination-MAC-address table; 

FIG. 47 is a diagram illustrating an example of an IP subnet 
table; 
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FIG. 48 is a flow diagram indicating the overall operation 

of each subscriber-side edge L2 switch including the ARP 
relay processing and the search of an IP subnettable; 

FIG. 49 is an explanatory diagram illustrating examples of 
operations of the communication system according to the 
present invention in the case each user attaches an appropriate 
one of the distributed tags to each main-signal frame; 
FIG.50 is a flow diagram indicating the overall operation 

of each subscriber-side edge L2 switch including ARP relay 
processing in the case where each user terminal transmits an 
IEEE 802.1Q tagged frame; 

FIG. 51A is an explanatory diagram illustrating remote 
setting of the MAC-VID table by a session management 
server; 

FIG. 51B is an explanatory diagram illustrating tagging 
and untagging of main-signal frames, and protocol stacks 
relating to the transfer of the main-signal frames, in each user 
terminal, each Subscriber-side edge L2 Switch, each core 
Switch, each provider-side edge L2 Switch, and a provider 
edge router; 

FIG. 52A is an explanatory diagram illustrating transfer of 
management frames between each user terminal and the ses 
sion management server through a Subscriber-side edge L2 
switch; 

FIG. 52B is a diagram illustrating protocol stacks relating 
to the transfer of the management frames, in each user termi 
nal, each Subscriber-side edge L2 Switch, the session man 
agement server, and the provider Radius server, 

FIG.53 is a block diagram illustrating the functions of each 
Subscriber-side edge L2 Switch in the case where the signal 
ing processing is performed by the session management 
server in a centralized manner; 

FIG. 54 is a diagram illustrating a sequence of operations 
of the communication system according to the present inven 
tion in the case where the signaling processing is performed 
by the session management server in a centralized manner; 
FIG.55 is an explanatory diagram illustrating transfer of 

ARP frames between each user terminal and the session man 
agement server through a subscriber-side edge L2 Switch; 

FIG. 56 is a diagram illustrating a sequence of ARP relay 
operations in the case where the session management server 
returns an ARP reply: 

FIG. 57 is a diagram illustrating a sequence of ARP relay 
operations in the case where the session management server 
converts a broadcast ARP request frame to a unicast ARP 
request frame; 

FIG.58 is a block diagram illustrating the functions of each 
subscriber-side edge L2 switch in the case where functions of 
accommodating the conventional user terminals are added; 

FIG. 59 is an explanatory diagram illustrating decapsula 
tion, tagging, and untagging of an upstream main-signal 
frame; tagging, untagging, and encapsulation of a down 
stream main-signal frame; and protocol stacks relating to the 
transfer of the main-signal frames, in each user terminal, each 
Subscriber-side edge L2 Switch, each core Switch, each pro 
vider-side edge L2 Switch, and a provider edge router; 

FIG. 60 is a diagram illustrating a communication system 
in which integrated L2 switches 70 each having all of the 
functions of the subscriber-side edge L2 switch, the core 
Switch, and the provider-side edge L2 Switch; 

FIG. 61 is a diagram illustrating an example of a port 
attribute table which is held in each integrated L2 switch 70 
when the integrated L2 switch is located at a subscriber-side 
edge of the access network 6"; 

FIG. 62 is a diagram illustrating an example of a port 
attribute table which is held in each integrated L2 switch 70 
when the integrated L2 switch is located at a provider-side 
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edge of the access network 6", and a port VID table produced 
based on the VID values set by the user; 

FIG. 63 is a block diagram illustrating the functions of each 
integrated L2 Switch; 

FIG. 64 is a flow diagram illustrating a sequence of opera 
tions performed by each integrated L2 Switch; 

FIG. 65 is a diagram illustrating a configuration for con 
necting a user terminal to service providers; and 

FIG. 66 is a diagram illustrating a conventional network 
system which uses PPPoE. 

DESCRIPTION OF THE PREFERRED 
EMBODIMENTS 

Embodiments of the present invention are explained in 
detail below with reference to drawings. 
(1) Basic Construction 

FIG. 1A is a diagram illustrating the basic construction of 
the communication system according to the present inven 
tion. The communication system 1 of FIG. 1A comprises at 
least one user terminal 10, an access network 6, and at least 
one service provider (XSP) 50. The access network 6 com 
prises at least one subscriber-side edge Switch 20, at least one 
core switch 40, and at least one provider-side edge switch 30. 
In the communication system 1 in FIG. 1A, communication 
between each user terminal 10 and each service provider 50 
through the access network 6 is controlled. 

Each user terminal 10 comprises a user-side session man 
agement unit 11 and a main-signal transmission-and-recep 
tion unit 12. Each subscriber-side edge switch 20 comprises a 
network-side session management unit 21 and a first transfer 
control unit 22. Each core Switch 40 comprises a tag reference 
unit 41 and a core-switching transfer unit 42. Each provider 
side edge Switch 30 comprises a second transfer control unit 
31 and a third transfer control unit 32. 

In an authentication phase, the user-side session manage 
ment unit 11 in each user terminal 10 performs operations 
relating to session management, where the operations include 
processing for designation of a service provider (XSP) to 
which the user terminal 10 is to be connected, user authenti 
cation, and an IP address assignment. In an IP communication 
phase, the main-signal transmission-and-reception unit 12 in 
each user terminal 10 directly transmits and receives main 
signals in Layer 2 without encapsulation in accordance with 
PPP and use of an authentication-phase protocol. 

In the conventional systems, when one of the at least one 
user terminal communicates with one of the at least one 
service provider by utilizing a virtual private network service, 
the entire communication sequence from authentication to 
transmission and reception of IP packets is controlled by 
using a tunneling protocol, according to which new overhead 
is added to the IP packets, and the IP packets are encapsulated 
in accordance with PPP and transferred to the internet service 
provider in the PPP encapsulated form, as illustrated in the 
upper portion of FIG. 1B. 
On the other hand, in the communication system 1 of FIG. 

1A according to the present invention, each user terminal 10 
divides a communication sequence into the authentication 
phase and the IP communication phase, uses a PPP which 
runs over a Layer 2 infrastructure, such as PPPoE, in the 
authentication phase, and transmits or receives IP packets in 
the IP communication phase by using an IP protocol which 
runs over the Layer 2 infrastructure, such as the IPoE (IP over 
Ethernet). That is, the IP packets transmitted or received by 
each user terminal 10 are not encapsulated inaccordance with 
PPP as illustrated in the lower portion of FIG. 1B. 
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In each subscriber-side edge switch 20, the network-side 

session management unit 21 performs a signaling control 
operation when the subscriber-side edge switch 20 receives a 
management frame. When the subscriber-side edge switch 20 
receives a main-signal frame transferred from one of the at 
least one user terminal 10, the first transfer control unit 22 
attaches to the main-signal frame a tag uniquely indicating a 
virtual private network, and transfers the main-signal frame to 
one of the at least one service provider 50. In addition, when 
the Subscriber-side edge Switch 20 receives a main-signal 
frame transferred from one of the at least one service provider 
50, the first transfer control unit 22 removes a tag attached to 
the main-signal frame, and transfers the main-signal frame to 
one of the at least one user terminal 10. 

Each provider-side edge switch 30 has at least one XSP 
side output port each corresponding to a tag. The second 
transfer control unit 31 outputs a main-signal frame through 
one of the at least one XSP-side output port corresponding to 
a tag attached to the main-signal frame. The provider-side 
edge switch 30 also has at least one XSP-side input port. The 
third transfer control unit 32 receives a main-signal frame 
from one of the at least one service provider 50 through one of 
the at least one XSP-side input port, recognizes the service 
provider based on the one of the at least one XSP-side input 
port, adds a tag corresponding to the service provider to the 
main-signal frame, and transfers the main-signal frame 
toward one of the at least one user terminal 10. In practice, one 
or more XSP-side port can be used as one or more access 
network-side ports, and vice versa. 
When each core switch 40 receives a main-signal frame, 

the tag reference unit 41 refers to a tag attached to the main 
signal frame, and the core-switching transfer unit 42 transfers 
the main-signal frame in Layer 2 based on the tag. 
(2) Operation of Present Invention 

Details of the operations of the communication system 1 of 
FIG. 1 are explained below in comparison with the conven 
tional VPN system using PPPoE. 
As described before, in the conventional VPN system, user 

authentication, IP address assignment, and IP data (packet) 
transmission are performed in accordance with PPP. The 
mechanisms of the user authentication and the IP address 
assignment are essential for Switching of a connection to an 
XSP. Although the necessity of the user authentication is 
obvious, the IP address assignment is also necessary because 
the IP subnet changes when the XSP is switched. The assign 
ment of a subnet ID is essential even in the IPv6 system. 
However, the encapsulation of IP data (packets) in accor 
dance with PPP is not essential when the access network can 
confirm that the user of the IP data is correctly authenticated, 
and the IP data can be appropriately transferred through the 
access network to a desired XSP. 

Therefore, according to the present invention, PPPoE is 
used for only signaling, and IP data (main signals) are trans 
mitted or received by using IPoE without encapsulation in 
accordance with PPP. That is, when each of the at least one 
user terminal 10 communicates with a service provider, the 
user terminal 10 divides a communication sequence into an 
authentication phase and an IP communication phase, and 
processing in the authentication phase and the IP communi 
cation phase are performed by transmitting and receiving 
management frames and main-signal frames, respectively, in 
Layer 2. 

In practice, first, in the authentication phase, each user 
terminal 10 initiates a call by using a management frame in 
accordance with PPPoE, and user authentication and nego 
tiation for IP address assignment are performed. Thereafter, 
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in the IP communication phase, the user terminal 10 transmits 
IP data in a main-signal frame having an IPoE form and 
containing an assigned IP address. 
The session (connection) between each user terminal 10 

and one of the at least one subscriber-side edge switch 20 in 5 
the access network 6 to which the user terminal 10 is con 
nected is maintained by using the PPPoE mechanism. For 
example, processing for confirmation and termination of con 
nection is performed in accordance with PPPoE, where the 
“Echo-Request' and “Echo-Reply’ frames in LCP are 10 
exchanged for confirmation of connection, and the “Termi 
nate-Request' and “Terminate-Ack’ frames in LCP are 
exchanged for termination of connection. 

In the access network 6, the subscriber-side edge switch 20 
to which one of the at least one user terminal 10 is connected 15 
manages the session with the user terminal based on a source 
MAC (Media Access Control) address since a management 
frame in accordance with PPPoE and a main-signal frame in 
accordance with IPoE (i.e., an IPoE frame) have the same 
Source MAC address as a Layer 2 address when the manage- 20 
ment frame and the main-signal frame are transmitted from 
the same Ethernet interface. 

In addition, when the authentication phase is completed, 
the subscriber-side edge switch 20 memorizes as address 
mapping information a correspondence (mapping) between 25 
the source MAC address (the MAC address of the user termi 
nal 10) and the service provider to which the user terminal 10 
is connected, where the service provider is recognized based 
on the name of the service provider extracted from the infor 
mation “user-name(a provider-name'. Thus, the subscriber- 30 
side edge Switch 20 can recognize the service provider to 
which the user terminal 10 is connected, based on the source 
MAC address, and transfer the main-signal frame based on 
the recognition of the service provider. Since each session is 
identified based on a MAC address, the subscriber-side edge 35 
Switch 20 can appropriately manage each session even when 
a plurality of user terminals are connected to each port of the 
subscriber-side edge switch 20. 

In the above operations, the VLAN (virtual LAN) technol 
ogy is utilized. According to the VLAN technology, an extent 40 
to which each input frame can be transferred is determined as 
a logical network regardless of its physical configuration. 
When the VLAN function is used, groups to which sources of 
input frames belong can be identified, and each input frame 
can be transferred to only terminals which belong to the same 45 
group as the source of the input frame. 

Although VLANs can be classified into a plurality of types 
depending on their manners of identification control, the tech 
nology of the so-called MAC address-based VLAN is used in 
an embodiment of the present invention. In the MAC address- 50 
based VLAN, the source of each input frame is identified 
based on the source MAC address. While the users' MAC 
addresses are statically registered in the conventional MAC 
address-based VLANs, address mapping information indicat 
ing correspondences (mappings) between MAC addresses 55 
and VLANs are dynamically switched by registration in a 
table based on the name of the service provider to which each 
user terminal is connected, according to the present invention. 
The name of the service provider is extracted in the authen 
tication phase, as explained later. 60 

Further, the subscriber-side edge switch 20 attaches a tag 
corresponding to a service provider to each main-signal 
frame (IPoE frame) received from a user terminal, and trans 
fers the main-signal frame through the access network 6. The 
tag reference unit 41 in each core switch 40 in the access 65 
network 6 refers to the tag, and recognizes the service pro 
vider to which the user terminal is connected. Then, the core 

10 
Switching unit 42 transfers the main-signal frame in the man 
ner of MAC bridging transfer in Layer 2 without reference to 
Layer 3 information. 

For example, the VLAN-Tag technique according to IEEE 
802.1Q may be used for the above tagging for identifying a 
service provider. According to the VLAN-Tag technique, 
four-byte tags called VLAN-Tags are added to respective 
frames so that groups to which destinations of the respective 
frames belong can be identified based on the VLAN-Tags. 
Alternatively, the above tags may be originally defined so that 
a service provider to which each input frame having a tag is to 
be transferred can be recognized based on the tag. 
As described above, according to the present invention, 

signaling processing is performed between the user terminal 
10 and the subscriber-side edge switch 20 connected to the 
user terminal 10, and thereafter main-signal frames (IP data), 
which are not encapsulated in accordance with PPPoE, are 
transferred through the access network 6 in Layer 2 by 
Switching based on the tag. Therefore, the processing can be 
dispersed in the communication system 1, and thus the 
B-RAS 610, in which the processing concentrates in the 
conventional system, becomes unnecessary. Consequently, it 
becomes possible to construct a more flexible and expandable 
network than the conventional system, and improve the qual 
ity of communication service. 

In addition, the above functions of each subscriber-side 
edge switch can be realized by extending the functions of the 
conventional L2 switches (Ether switches), which are less 
expensive than the routers or the like which perform Layer3 
processing. Therefore, the communication system according 
to the present invention can be constructed at low cost. 

Further, since the main-signal frames are transferred by 
MAC bridging, the address learning operation can be auto 
matically performed, and an IP address is not required to be 
assigned to each interface. Therefore, the administration cost 
can be reduced. 

Furthermore, the operation of managing each session with 
a user terminal can be performed by the subscriber-side edge 
Switch (or a communication control server, which is 
explained later) even when the user terminal is connected to a 
plurality of different service providers. 
When only one user terminal is connected to each sub 

scriber-side port of the L2 switch realizing the subscriber-side 
edge Switch, it is not necessary to use the technology of the 
(dynamic) MAC address-based VLAN. Instead, the technol 
ogy of the (dynamic) port-based VLAN can be used. In this 
case, a correspondence (mapping) between each input port 
and a VPN connected to the input port is memorized as 
address mapping information after completion of the authen 
tication phase. 

In addition to the above advantages, the IP fragment pro 
cessing is unnecessary in the communication system 1 
according to the present invention, as explained below. 
The maximum transfer unit (MTU) of each IP packet in 

accordance with IPoE is 1,500 bytes. Since IP packet are 
encapsulated in accordance with PPP in the conventional 
system in accordance with PPPoE, overhead of eight bytes is 
necessary. Therefore, the maximum transfer unit (MTU) of 
the IP packet encapsulated in a PPPoE packet is required to be 
shortened by eight bytes. 

In the conventional system, the maximum transfer unit 
(MTU) in the upstream transmission from each user terminal 
is determined to be 1,492 bytes by negotiation in accordance 
with LCP So as to avoid the fragment processing. 

However, sometimes frames transmitted downstream from 
a service provider may have a length of 1,500 bytes. In this 
case, the B-RAS 610 or a router located on the service pro 

Lenovo
Ex. 1030 - Page 73



US 7,469,298 B2 
11 

vider side is required to perform fragment processing on IP 
packets in order to encapsulate the IP packets in accordance 
With PPPOE. 

The fragment processing imposes heavy load on the sys 
tem. Therefore, if the B-RAS 610 performs fragment process 
ing as well as the aforementioned processing which concen 
trates in the B-RAS 610, the efficiency of the system is further 
lowered. If a Don't Fragment flag is set, each IP packet which 
cannot be encapsulated is discarded, and therefore the reli 
ability of FIG. 2A is a diagram illustrating a format of an IP 
data frame in accordance with IEEE 802.3 before the exten 
sions to Support VLAN tagging are made. The frame format 
of FIG. 2A includes an Ether header of 14 bytes, an IP packet 
of at most 1,500 bytes, and a frame check sequence (FCS) of 
4 bytes. That is, the maximum transfer unit (MTU) of the IP 
packet is 1,500 bytes, and the maximum transfer unit (MTU) 
of the frame format of FIG. 2A is 1,518 bytes. 

FIG. 2B is a diagram illustrating a format of an IP data 
frame in accordance with IEEE 802.3ac (1998) in which the 
extensions to Support VLAN tagging are defined. The frame 
format of FIG. 2B includes an additional field of 4 bytes, 
which is inserted following the Ether header of 14 bytes. In 
the additional field of 4 bytes, the VLAN-Tag defined in IEEE 
802.1Q is inserted. Thus, the maximum transfer unit (MTU) 
of the frame format of FIG. 2B becomes 1,522 bytes. For 
example, the main-signal frame to which the aforementioned 
tag is attached has the format of FIG. 2B. That is, the tag of 4 
bytes can be attached to the main-signal frame so that the 
maximum transfer unit (MTU) of the IP packet remains to be 
1,500 bytes. Therefore, according to the present invention, 
the fragment processing is unnecessary, and efficient trans 
mission control is enabled. 

FIG. 2C is a diagram illustrating a format of an IP data 
frame in accordance with IEEE 802.3ac in which the IP data 
is encapsulated in accordance with PPPoE. As illustrated in 
FIG. 2C, when the IP data is encapsulated in accordance with 
PPPoE, the overhead of 8 bytes is included in the payroad 
portion of 1,500 bytes even in the extended frame format 
according to IEEE 802.3ac. Therefore, the maximum transfer 
unit (MTU) of the IP packet is reduced to 1492 bytes. That is, 
when the IP packet is transmitted in accordance with PPPoE, 
there is a possibility that the fragment processing is required. 

(3) Concrete Construction and Operation 
An example of a concrete construction of the communica 

tion system 1 is explained below with reference to FIG. 3, 
which is a diagram illustrating an example of a concrete 
construction of the communication system 1 according to the 
present invention. In FIG. 3, reference numeral 1' denotes a 
communication system, 6' denotes an access network, 10-1, 
10-2, and 10-3 each denote a user terminal, 20-1 and 20-2 
each denote a subscriber-side edge L2 (Layer 2) switch, 30-1 
and 30-2 each denote a provider-side edge L2 switch, 40-1 
and 40-2 each denote a core L2 switch, 51-1 and 51-2 each 
denote a provider edge router, 52-1 and 52-2 each denote a 
provider server, and 61 denotes a proxy Radius server. In FIG. 
3, only representative elements are indicated. That is, the 
communication system 1 of FIG.3 may include additional 
user terminals, Subscriber-side edge L2 Switches, core 
Switches, provider-side edge L2 Switches, provideredge rout 
ers, and provider server which are not illustrated in FIG. 3. 
The subscriber-side edge L2 switches 20-1 and 20-2 are 

arranged at the user-terminal-side edge of the access network 
6", the provider-side edge L2 switches 30-1 and 30-2 are 
arranged at the service-provider-side edge of the access net 
work 6', the core L2 switches 40-1 and 40-2 are arranged 
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12 
between the subscriber-side edge L2 switches 20-1 and 20-2 
and the provider-side edge L2 switches 30-1 and 30-2. 

In the example of FIG. 3, the proxy Radius server 61 
corresponds to the aforementioned communication control 
server, and is connected to the core L2 switch 40-1, the user 
terminals 10-1 and 10-2 are connected to the subscriber-side 
edge L2 switch 20-1, and the user terminal 10-3 is connected 
to the subscriber-side edge L2 switch 20-2. In addition, the 
provider-side edge L2 switches 30-1 and 30-2 are respec 
tively connected to the provider edge routers 51-1 and 51-2, 
and the provider edge routers 51-1 and 51-2 are respectively 
connected to the provider Radius servers 51-1 and 51-2. 
The Radius protocol is a typical protocol which is used for 

implementing an authentication mechanism in a network, and 
described in RFC 2865. Servers having the functions in accor 
dance with the Radius protocol are called Radius servers, and 
clients having the functions in accordance with the Radius 
protocol are called Radius clients. 

FIG. 4 is a diagram illustrating a format of a main-signal 
frame which is transmitted from each of the user terminals 
10-1, 10-2, and 10-3 after the authentication phase. The 
“DESTINATION ADDR field of 6 bytes, the “SOURCE 
ADDR field of 6 bytes, and the “ETHERTYPE field of 2 
bytes in the frame format of FIG. 4 correspond to the Ether 
header of 14 bytes in the frame format of FIG. 2B, and the 
other fields in the frame format of FIG. 4 are contained in the 
IP packet in the frame format of FIG. 2B. 
The “ETHERTYPE' field indicates a frame type. When 

the “ETHERTYPE field indicates “0x0800, the frame hav 
ing the format of FIG. 4 is a main-signal frame. When the 
“ETHERTYPE' field indicates “0x8863, the frame having 
the format of FIG. 4 is a management frame for a PPPoE 
discovery stage. When the “ETHERTYPE field indicates 
“0x8864, the frame having the format of FIG. 4 is a man 
agement frame for a PPP session stage. 
When one of the subscriber-side edge L2 switches 20-1 and 

20-2 receives a main-signal frame as above after the authen 
tication phase, the Subscriber-side edge L2 Switch recognizes 
a service provider to which the user terminal is connected, 
based on a source MAC address indicated in the above 
“SOURCE ADDR field, attaches a tag to the main-signal 
frame, and transfers the main-signal frame toward the service 
provider through the access network 6'. When the subscriber 
side edge L2 Switch does not have address mapping informa 
tion indicating a correspondence (mapping) between the 
source MAC address and a service provider, the subscriber 
side edge L2 Switch discards the main-signal frame. Thus, it 
is possible to avoid unauthorized access by a user who is not 
authenticated. 

FIG. 5 is a diagram illustrating a format of a main-signal 
frame to which a tag is attached. The “TPID field of 2 bytes, 
the “PRI field of 3 bits, the “CFI field of 1 bit, and the “VID 
field of 12 bits in the frame format of FIG. 5 correspond to the 
VLAN-Tag in accordance with IEEE 802.1Q in the frame 
format of FIG. 2B, and the other fields in the frame format of 
FIG. 5 are identical to the frame format of FIG. 4. 

When the “ETHERTYPE field indicates “Ox0800, and 
the “TPID field indicates “0x8100, the frame having the 
format of FIG. 5 is a main-signal frame to which a tag is 
attached, and a virtual private network can be identified based 
on the tag. 
When a main-signal frame to which a tag is attached is 

transferred to one of the provider-side edge L2 switches 30-1 
and 30-2 through switching by the core L2 switches 40-1 and 
40-2, the provider-side edge L2 switch removes the tag from 
the main-signal frame, and transfers the main-signal frame to 
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one of the provider edge routers 51-1 and 51-2 connected to a 
designated service provider indicated by the tag. 
On the other hand, when a main-signal frame is transferred 

downstream from a service provider to one of the provider 
side edge L2 switches 30-1 and 30-2, the provider-side edge 
L2 Switch attaches to the main-signal frame a tag including 
the “VID field and corresponding to a port through which the 
provider-side edge L2 Switch receives the main-signal frame, 
in accordance with the port-based VLAN technology, as 
explained later. Then, the provider-side edge L2 switch trans 
fers the main-signal frame toward a user terminal through the 
access network 6'. 
As described above, according to the present invention, it is 

possible to securely transfer in Layer 2 an IP packet to a 
desired service provider. In addition, when the “ETHER 
TYPE field in a frame indicates that the frame is a main 
signal frame, the main-signal frame is transferred without 
reference to the Layer 3 information. Therefore, it is unnec 
essary to modify apparatuses in the access network 6' even 
when the internet protocol is changed to IPv6. In the IPv6 
system, the “ETHERTYPE field of each main-signal frame 
indicates “Ox86DD’. 
The communication system having the construction as 

illustrated in FIG. 3 can be constructed by making a small 
change to the existing communication system. When the 
communication system 1 of FIG. 3 is arranged so that a 
Radius client is installed in the subscriber-side edge L2 
switches 20-1 and 20-2, and the proxy Radius server 61 
arranged in the access network 6" temporarily collects infor 
mation on authentication, and transfers the information on 
authentication to the provider Radius servers 52-1 and 52-2, 
the provider edge routers 51-1 and 51-2 and the provider 
Radius servers 52-1 and 52-2 can be utilized with a small 
change in their setting, databases, and administration. 

Each of the core L2 switches 40-1 and 40-2 is required to 
have the function of only the MAC bridging transfer based on 
the tags. Therefore, when the VLAN-Tag in accordance with 
IEEE 802.1Q is used, the commercially available switches 
compatible with IEEE 802.1Q can be used as the core L2 
switches 40-1 and 40-2. Thus, the construction of the com 
munication system of FIG. 3 is easy. 

Although PPPoE is used as a signaling mechanism in the 
embodiment described above, other signaling mechanisms 
can be used within the scope of the present invention. For 
example, when user-based (MAC address-based) authentica 
tion is realized by using the port-based authentication in 
accordance with IEEE 802.1Xas described below, and opera 
tions of IP address assignment and release are appropriately 
performed in close liaison with a DHCP (Dynamic Host 
Configuration Protocol) server, a signaling mechanism as an 
alternative to the PPPoE signaling can be realized. 

Since IEEE 802.1X (“Port Based Network Access Con 
trol') specifies a protocol for port-based access control on the 
Ethernet, the protocol in accordance with IEEE 802.1X can 
not be used in configurations in which a plurality of terminals 
are connected to a port. However, each terminal can be iden 
tified based on its source MAC address during negotiation. 
Therefore, user-based (MAC address-based) access control 
can be realized by using the port-based authentication in 
accordance with the IEEE 802.1X even in the configurations 
in which a plurality of terminals are connected to a port. 

In addition, since IEEE 802.1X does not provide a mecha 
nism for IP address assignment, IP addresses are assigned by 
using another protocol such as DHCP. DHCP has a tendency 
to continuously use a leased IP address. Therefore, when 
DHCP is used in the communication system according to the 
present invention, it is necessary to recognize an IP address 
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assigned to each user, and appropriately release the IP address 
when connection to a service provider is Switched. 
(4) Operation in Authentication Phase 
A sequence of operations performed in the authentication 

phase is explained below with reference to FIG. 6, which is a 
diagram illustrating a sequence of operations performed in 
the authentication phase in the case where PPPoE is used, and 
the proxy Radius server 61 relays information on authentica 
tion. (Details of the proxy Radius server 61 are explained 
later, and the sequence of the IP communication phase is also 
explained later with reference to FIGS. 33 and 34.) 
The PPPoE sequence in the authentication phase can be 

roughly divided into the PPPoE discovery stage and the PPP 
session stage, and the operations in the authentication phase 
are controlled by the user-side session management unit 11 in 
each user terminal 10 and the network-side session manage 
ment unit 21 in each subscriber-side edge switch 20. 

In step S1, frames, “PADI (PPPoE Active Discovery Ini 
tiation)”, “PADO (PPPoE Active Discovery Offer), and 
“PADR (PPPoE Active Discovery Request)' are exchanged 
between the user-side session management unit 11 in one of 
the user terminals 10-1, 10-2, and 10-3 and the network-side 
session management unit 21 in one of the Subscriber-side 
edge L2 switches 20-1 and 20-2. Then, the user-side session 
management unit 11 receives a “PADS (PPPoE Active Dis 
covery Session-confirmation) frame. Thus, a session ID is 
determined. 

In step S2, a datalink is established in accordance with 
LCP. 

In step S3, the network-side session management unit 21 
sends a "CHAP (Challenge Handshake Authentication Pro 
tocol) CHALLENGE' frame to the user-side session man 
agement unit 11, and the user-side session management unit 
11 returns a “CHAP RESPONSE frame to the network-side 
session management unit 21, where the “CHAP 
RESPONSE frame contains information “user 
name(a provider-name and a password. The CHAP protocol 
is an authentication protocol in which a password is 
encrypted, and the encrypted password is transmitted to a 
network. 

In step S4, the network-side session management unit 21 
sends a “Radius Access-Request' frame to the proxy Radius 
server 61, where the “Radius Access-Request' frame con 
tains the information “user-name(a provider-name', the pass 
word, the “CHAP CHALLENGE' frame, and the like. Then, 
the proxy Radius server 61 transfers the “Radius Access 
Request' frame to one of the provider Radius servers 52-1 
and 52-2. 

In step 5, when authentication by the provider Radius 
server succeeds, the proxy Radius server sends a “Radius 
Access-Accept frame to the proxy Radius server 61, where 
the “Radius Access-Accept frame contains an IP address to 
be assigned to the user, an IP address of the service provider 
to which the user is connected, and the like. The proxy Radius 
server 61 transfers the “Radius Access-Accept frame to the 
network-side session management unit 21. 

In step S6, when the subscriber-side edge L2 switch 
receives the “Radius Access-Accept frame, the network-side 
session management unit 21 sends a “CHAP SUCCESS 
frame to the user-side session management unit 11. 

In step S7, IP address negotiation is performed between the 
user-side session management unit 11 and the network-side 
session management unit 21 in accordance with IPCP based 
on the values received with the “Radius Access-Accept 
frame. When the IP address negotiation is completed, the 
operation goes to the IP communication phase. 
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(5) Subscriber-side Edge L2 Switch 
The subscriber-side edge L2 switch 20-1 or 20-2 is 

explained below with reference to FIGS. 7 to 10. FIGS. 7 to 
10 illustrate tables which each subscriber-side edge L2 switch 
has. 

FIG. 7 is a diagram illustrating a session management table 
T2a which indicates correspondences (mappings) between 
source MAC addresses and session IDs of users. Specifically, 
the session management table T2a contains information 
items (columns) “SOURCE MAC ADDRESS (user's MAC 
address), “SESSION ID”, “STATUS, and “NEGOTIATION 
PARAMETER. The session management table T2a is 
referred to in the authentication phase. 
The information item “SESSION ID has a size of 2 bytes, 

and contains the session ID which is determined in the PPPoE 
discovery stage in the authentication phase as explained with 
reference to FIG. 6. The information item “STATUS indi 
cates the current status, i.e., whether the operation is in the 
authentication phase or in the IP communication phase. The 
information item “NEGOTIATION PARAMETER indi 
cates a VLAN-ID, an IP address assigned to each user, an IP 
address of a service provider, and the like. The contents of the 
information item “NEGOTIATION PARAMETER are not 
registered in advance in each Subscriber-side edge L2 Switch 
for each user. For example, the IP address assigned to each 
user is designated by each service provider, and the VLAN-ID 
is designated by the communication control server, which 
controls information on VLAN-IDs in a centralized manner. 
Each of the VLAN-IDs uniquely indicates a virtual private 
network, and contained in the aforementioned tag attached to 
each main-signal frame. The VLAN-IDs are also referred to 
as VIDS. 

FIG. 8 is a diagram illustrating a VID table T2b which 
indicates correspondences (mappings) between the Source 
MAC addresses of the users and tags (VLAN-IDs) corre 
sponding to service providers to which the user terminals are 
connected. Specifically, the VID table T2b contains informa 
tion items (columns) “SOURCE MAC ADDRESS”, “SES 
SION ID, and “VLAN-ID. The VID table T2b is referred to 
in the IP communication phase. 

Hereinafter, each VID table T2b used by a subscriber-side 
edge L2 switch is referred to as a MAC-VID table, while each 
VID table used by a provider-side edge L2 switch is referred 
to as a port-VID table. Although the session management 
table T2a and the VID table T2b are separately indicated in 
FIGS. 7 and 8, the session management table T2a and the 
MAC-VID table T2b may be realized by a table. 

FIG. 9 is a diagram illustrating forwarding tables T2c each 
of which indicates forwarding (transfer) information corre 
sponding to a service provider (i.e., corresponding to a value 
of the VLAN-ID). Specifically, each forwarding table T2c 
contains information items (columns) “DESTINATION 
MAC ADDRESS’’’ and “OUTPUT PORT. The information 
item “OUTPUT PORT indicates an output port of each 
Subscriber-side edge L2 Switch corresponding to each desti 
nation MAC address. The contents of each entry of the for 
warding tables T2c are added and removed by address learn 
ing and aging. 

Since the forwarding tables T2c are separately provided for 
the respective service providers (i.e., VLAN-IDs), it is pos 
sible to prevent transfer from an identical destination MAC 
address to different service providers, and Suppress unneces 
sary table search operations. 

FIG. 10 is a diagram illustrating a port attribute table T2d 
which indicates attributes of each port of the subscriber-side 
edge L2 switch. Specifically, each forwarding table T2d con 
tains information items (columns) “PORT NUMBER, 
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“RECEPTION FRAME”, “BROADCAST FILTERING”, 
and “TAGGED/UNTAGGED', where the information item 
“RECEPTION FRAME” indicates one or more acceptable 
types of input frame, the information item “BROADCAST 
FILTERING’ indicates whether a broadcast frame or a 
flooded frame is to be output (filtering is to be “OFF) or not 
to be output (filtering is to be “ON”) through the port, the 
information item “TAGGED/UNTAGGED indicates 
whether a frame output through the port is to be tagged or 
untagged. 
When a subscriber-side edge L2 switch receives a frame 

through a port, the subscriber-side edge L2 switch refers to 
the information item “RECEPTION FRAME in order to 
determine whether or not the received frame is acceptable. 
When the subscriber-side edge L2 switch outputs a frame 
through a port, the subscriber-side edge L2 switch refers to 
the information items (columns) “BROADCAST FILTER 
ING” and “TAG/UNTAG in order to determine in what kind 
of form the frame is to be output. 

In the example of FIG. 10, the ports Nos. 1 to 4 are con 
nected to user terminals, and the ports Nos. 5 to 7 are con 
nected to the access network 6'. For example, the information 
item “RECEPTION FRAME” for the port No. 1 indicates that 
a frame input through the port No. 1 is acceptable when the 
input frame is in accordance with one of the protocols PPPoE, 
IP, and ARP (Address Resolution Protocol). The ARP proto 
col is explained later. On the other hand, the information item 
“RECEPTION FRAME” for the port No. 5 indicates that a 
frame input through the port No. 5 is acceptable when the 
input frame is in accordance with one of the protocols IEEE 
802.1Q, GVRP, and STP. The frame inaccordance with IEEE 
802.1Q is a tagged frame as explained before. 
GVRP is the GARPVLAN Registration Protocol, in which 

information on a dynamic VLAN configuration on Ethernet is 
propagated. STP is the Spanning Tree Protocol, which is an 
Ethernet management protocol operating in Layer 2 so as to 
prevent formation of undesirable loops with paths of packets. 
In GVRP or STP, a specific multicast address (“01-80-C2-00 
00-21 in GVRP or “01-80-C2-00-00-00” in STP) is used. 
Therefore, when GVRP or STP is used in the access network 
6', it is possible to indicate the information “GVRP” or “STP 
in the information item “RECEPTION FRAME” for appli 
cable ports in the port attribute table T2d as illustrated in FIG. 
10 so that the applicable ports can accept a frame having a 
multicast address. 

In addition, when the subscriber-side edge L2 switch out 
puts a frame through the port No. 1, the frame is output to a 
user terminal. Therefore, the information item "BROAD 
CAST FILTERING” for the port No. 1 is set to “ON”, which 
indicates that the output frame is not to be broadcast, and the 
information item “TAG/UNTAG” for the port No. 1 is set to 
“Untag”, which indicates that the output frame is to be 
untagged. On the other hand, when the Subscriber-side edge 
L2 switch outputs a frame through the port No. 5, the frame is 
output to the access network 6'. Therefore, the information 
item “BROADCAST FILTERING” for the port No.5 is set to 
“OFF, which indicates that the output frame is to be broad 
cast, and the information item “TAG/UNTAG” for the port 
No. 5 is set to “With Tag”, which indicates that the output 
frame is to be tagged. 
When a service provider has a policy of broadcasting to 

users, the information item “BROADCAST FILTERING” 
for the ports connected to the user terminals can be set to 
“OFF. 

FIG. 11 is an explanatory diagram illustrating examples of 
operations of the subscriber-side edge L2 switch 20-1 in the 
access network 6'. In the example of FIG. 11, the ports Nos. 1 
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to 4 of the subscriber-side edge L2 switch 20-1 are respec 
tively connected to four user terminals 10-1, 10-2, 10-3, and 
10-4, and the other ports Nos 5 to 7 are respectively connected 
to the access network 6'. It is assumed that the MAC addresses 
of the user terminals 10-1, 10-2, 10-3, and 10-4 are respec 
tively “A”, “B”, “C”, and “D. That is, the configuration of 
FIG. 11 corresponds to the examples of the contents of the 
session management table T2a, the VID table T2b, the for 
warding tables T2c, and the port attribute table T2d, respec 
tively illustrated in FIGS. 7 to 10. 

In the state illustrated in FIG. 11, the user terminal 10-1 is 
in the IP communication phase, and connected to a service 
provider ISP-X having a MAC address of “X”. When the 
MAC-VID table T2b of FIG. 8 is referred to, the VLAN-ID 
corresponding to the MAC address of'A' is '10'. In addition, 
when one of the forwarding tables T2c corresponding to the 
VLAN-ID “11” is referred to, the output port directed to the 
service provider ISP-X having the destination MAC address 
“X” is the port No. 5. Thus, the subscriber-side edge L2 
switch attaches a tag indicating VLAN-ID=10 to each main 
signal frame transferred from the user terminal 10-1, and 
outputs the tagged main-signal frame through the port No. 5. 

In addition, in the state illustrated in FIG. 11, the user 
terminal 10-2 is in the IP communication phase, and con 
nected to a service provider ISP-Y having a MAC address of 
“Y”. When the MAC-VID table T2b of FIG. 8 is referred to, 
the VLAN-ID corresponding to the MAC address of “B” is 
“11”. In addition, when one of the forwarding tables T2c 
corresponding to the VLAN-ID “11” is referred to, the output 
port directed to the service provider ISP-Y having the desti 
nation MAC address “Y” is the port No. 2. Thus, the sub 
scriber-side edge L2 switch attaches a tag indicating VLAN 
ID=11 to each main-signal frame transferred from the user 
terminal 10-2, and outputs the tagged main-signal frame 
through the port No. 2. 

Further, in the state illustrated in FIG. 11, the user terminal 
10-3 is in the authentication phase, and making an attempt to 
be connected to a service provider ISP-Z having a MAC 
address of “Z”. In the authentication phase, operations for 
connection are performed in accordance with PPPoE by using 
the session management table T2a. 

Furthermore, in the state illustrated in FIG. 11, the user 
terminal 10-4 is connected to the service provider ISP-Y 
having a MAC address of “Y”, and is making an attempt to 
send a frame in accordance with IPX (Internet Packet 
Exchange). However, the information item “RECEPTION 
FRAME” for the port No. 4 in the port attribute table T2d does 
not indicate IPX. Therefore, the subscriber-side edge L2 
switch does not accept the frame in accordance with IPX. 

FIG. 12 is a block diagram illustrating functions of each of 
the subscriber-side edge L2 switches 20-1 and 20-2. The 
processing performed by each Subscriber-side edge L2 Switch 
can be roughly divided into frame input processing, forward 
ing processing, and frame output processing as illustrated in 
FIG. 12. 

In the frame input processing, when a frame is input into 
the subscriber-side edge L2 switch, the ether-type extraction 
unit 201 identifies a frame type, determines whether or not the 
frame is tagged, based on the contents of the “TPID field, 
and refers to the port attribute table T2d in order to determine 
whether or not the input frame is acceptable. When the sub 
scriber-side edge L2 switch determines that the input frame is 
not acceptable (e.g., when the input frame is an IPX frame), 
the subscriber-side edge L2 switch discards the input frame. 
When the input frame is a PPPoE frame, the subscriber 

side edge L2 switch passes the input frame to the CPU 202 in 
order to perform PPP negotiation with reference to the session 
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management table T2a, where the negotiation is performed in 
accordance with the state transition diagram indicated in RFC 
1661. 
When the authentication phase is completed, and the IP 

communication phase begins, the CPU 202 registers a MAC 
address of a user terminal in an entry of the MAC-VID table 
T2b corresponding to a service provider to which the user 
terminal is connected. When the IP communication phase is 
completed, the CPU 202 removes the MAC address of the 
user terminal from the MAC-VID table T2b. 
When a tag in accordance with IEEE 802.1Q is not 

attached to the input frame, the VLAN-ID check unit 204 
extracts a VLAN-ID corresponding to the service provider to 
which the user terminal is connected, from the MAC-VID 
table T2b. When the MAC-VID table T2b does not have an 
entry corresponding to the service provider to which the user 
terminal is connected, the VLAN-ID check unit 204 deter 
mines that the user is not authenticated, and the operation of 
the user is not in the IP communication phase, and thus the 
VLAN-ID check unit 204 discards the input frame. 
On the other hand, when a tag in accordance with IEEE 

802.1Q is attached to the input frame, the VLAN-ID check 
unit 204 detects a VLAN-ID in the VID field of the input 
frame, and the payroad extraction unit 203 extracts the con 
tents in the “ETHERTYPE field of the input frame. When 
the contents in the “ETHER TYPE field is “OX0800 or 
“Ox86DD”, i.e., when the input frame is a main-signal frame, 
the input frame is passed to the forwarding processing. When 
the contents in the “ETHER TYPE field is “OXO806 or 
“Ox86DD”, i.e., when the input frame is an ARP frame, the 
input frame is passed to the CPU 202. 

In the forwarding processing, the output-port determina 
tion unit 205 determines an output port with reference to one 
of the forwarding tables T2c corresponding to the VLAN-ID 
based on a destination MAC address. At this time, address 
learning is performed for the source MAC address and the 
input port. In addition, after the elapse of a predetermined 
time, address aging is performed. 
When the destination MAC address of the input frame is 

the MAC address of the subscriber-side edge L2 switch (e.g., 
when the proxy Radius server 61 sends a “Radius Access 
Accept frame to the subscriber-side edge L2 switch), the 
input frame is passed to the CPU 202. 

In the frame output processing, the output processing unit 
206 determines whether or not the input frame is to be tagged 
or untagged, and whether or not a broadcast frame can be 
output, with reference to the port attribute table T2d. Then, 
based on the determination with reference to the port attribute 
table T2d, the output processing unit 206 outputs or discards 
the input frame, and performs filtering of unicast flooding. 
As described above, the subscriber-side edge L2 switch 

refers to the “ETHER TYPE field of a received frame in 
order to determine whether or not the received frame is a 
management frame or a main-signal frame. When the 
received frame is a management frame, the received frame is 
passed to the CPU 202. When the received frame is a main 
signal frame, the received frame is processed by hardware. 
Thus, high-speed IP data transmission is realized. 

FIG. 13 is a flow diagram indicating the overall operation 
of each subscriber-side edge L2 switch. In FIG. 13, the opera 
tion in step S12 is performed by software, and the operations 
in steps S11, and S13 to S18 are performed by hardware. 

In step S11, the “ETHERTYPE field of a received frame 
is extracted. Depending on the value of the “ETHERTYPE 
field, the operation goes to one of steps S12 to S15. 

In step S12, when the received frame is a PPPoE frame, 
PPPoE negotiation is performed. 
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In step S13, when the frame received through a port does 
not have an attribute indicated for the port in the port attribute 
table T2d, the received frame is discarded. 

In step S14, when the received frame is an IPoE frame, the 
MAC-VID table T2b is referred to based on a Source MAC 
address included in the received frame. When the MAC-VID 
table T2b contains an entry corresponding to the source MAC 
address, the operation goes to step S18. When the MAC-VID 
table T2b does not contain an entry corresponding to the 
source MAC address, the operation goes to step S16. 

In step S15, when the received frame is tagged, a VLAN-ID 
in the “VID field is detected. 

In step S16, the received frame is discarded. 
In step S17, a payroad is extracted. 
In step S18, forwarding processing and output processing 

are performed. 
FIG. 14 is a flow diagram indicating operations of the 

PPPoE negotiation performed by each subscriber-side edge 
L2 switch. 

In step S21, when the subscriber-side edge L2 switch 
receives a frame, the session management table T2a is 
referred to based on a source MAC address included in the 
received frame. 

In step S22, the subscriber-side edge L2 switch returns a 
response to a user, or sends a "Radius Access-Request' frame 
to the proxy Radius server 61, in accordance with the state 
transition diagram indicated in RFC 1661. 

In step S23, a new state is checked. When the connection is 
terminated, the operation goes to step S24. When the state is 
in the IP communication phase, the operation goes to step 
S25. In the other cases, the operation is completed. 

In step S24, an entry corresponding to the terminated con 
nection is deleted from the MAC-VID table T2b. 

In step S25, an entry corresponding to the source MAC 
address included in the received frame is registered in the 
MAC-VID table T2b. 

FIG. 15 is a flow diagram indicating operations of the 
forwarding processing and the output processing performed 
by each subscriber-side edge L2 switch. 

In step S31, in the forwarding processing, the forwarding 
tables T2C are searched for based on the VLAN-ID detected in 
step S15 in FIG. 13. 

In step S32, it is determined whether or not the forwarding 
tables T2c includes an entry corresponding to the VLAN-ID. 
When the forwarding tables T2c includes an entry corre 
sponding to the VLAN-ID, the operation goes to step S33. 
When the forwarding tables T2c does not include an entry 
corresponding to the VLAN-ID, the operation goes to step 
S34. 

In step S33, the received frame is tagged or untagged based 
on the forwarding tables T2c, and then the frame is output. 

In step S34, broadcast filtering is performed based on the 
port attribute table T2d at respective ports other than the input 
port of the received frame. 

In step S35, the received frame is discarded when the 
information item “BROADCAST FILTERING’ indicates 

(6) User Terminal 
FIG.16 is a diagram illustrating a protocol stack of each of 

the user terminals and a structure of a main-signal frame 
corresponding to the protocol stack, and FIG. 17 is a diagram 
illustrating a protocol stack of a conventional user terminal 
and a structure of a main-signal frame corresponding to the 
protocol stack. In FIG. 16, the MAC layer, the IP layer, and 
upper layers are the same as those in the conventional user 
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terminal. The processing by the main-signal transmission 
and-reception unit 12 is performed through the TCP layer, the 
IPlayer, and the MAC layer. 

In order to initiate operations for connection to a service 
provider, the user-side session management unit 11 transmits 
a “PADI (PPPoE Active Discovery Initiation) packet, which 
is mentioned before with reference to FIG. 6. Until the 
completion of the authentication phase, the operations of the 
user-side session management unit 11 are Substantially the 
same as the conventional PPPoE operations. 

That is, the user-side session management unit 11 performs 
negotiation with reference to a user-side session management 
table, which is provided in the user-side session management 
unit 11. An example of the user-side session management 
table before a connection between a user terminal and a 
service provider is established is illustrated in FIG. 18A, and 
an example of the user-side session management table before 
a connection between a user terminal and a service provideris 
established is illustrated in FIG. 18B. 

In the user authentication, an authentication frame is trans 
mitted, where a service provider to which the user terminal is 
to be connected is designated by inserting a user ID “user 
name(a provider-name in the authentication frame. When 
the authentication succeeds, IPCP negotiation is performed, 
and then the authentication phase is completed. 

In the IP communication phase, an IP address assigned to 
the user terminal is set in an Ethernet interface, and an oppo 
site address (i.e., an IP address of a provider edge router 
connected to the service provider) is set in a routing table as 
a default route. An example of the routing table is illustrated 
in FIG. 19. Thus, IP data communication is performed in 
accordance with IPoE. 

In addition, the Subnet mask is determined in accordance 
with a subnet mask value of the service provider connected to 
the user terminal. When the user terminal belongs to the same 
subnet as the service provider, the IPoE frame bypasses the 
provider edge router, and is directly sent to the service pro 
vider. 

Further, in the IP communication phase, the user terminal 
transmits a frame for confirming connectivity at regular time 
intervals. That is, in order to maintain a session (connection), 
a frame for confirming connectivity, “LCP Echo-Request', is 
transmitted to one of the subscriber-side edge L2 switches 
with which PPPoE negotiation has been performed in the 
authentication phase. 

In response to the “LCP Echo-Request' frame, the sub 
scriber-side edge L2 switch returns an “LCP Echo-Reply 
frame. The common format of the “LCP Echo-Request' and 
“LCP Echo-Reply frames is illustrated in FIG. 20. The value 
in the field “CODE” in the “LCP Echo-Reply” frame is 
“0x08. When the subscriber-side edge L2 switch returns an 
“LCP Echo-Request” frame, the “LCP Echo-Reply” is gen 
erated by changing the value in the field “CODE' to “0x09, 
and setting in the field “Magic-Number a value determined 
by the subscriber-side edge L2 switch. Thus, it is possible to 
confirm that the connection to the user terminal is maintained. 
When the subscriber-side edge L2 switch does not receive the 
“LCP Echo-Request' frame for a predetermined time, or 
when the user terminal does not receive the “LCP Echo 
Reply’ frame for a predetermined time, it is deemed that the 
session is terminated. Consequently, even in the case of an 
accident such as a line failure, sessions can be safely termi 
nated. 

In addition to the transmission of the above “LCP Echo 
Request' frame to the subscriber-side edge L2 switch, the 
user terminal transmits a “Ping(ICMP Echo-Request)' frame 
to the provideredge router having the above opposite address 
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assigned by IPCP, in order to avoid aging of an entry corre 
sponding to the connection in the corresponding forwarding 
table in the subscriber-side edge L2 switch. 

In order to terminate the session (connection), the user 
terminal transmits a frame indicating termination of the con 
nection. That is, according to PPP, the user terminal transmits 
a frame indicating termination of the connection, “LCP Ter 
minate-Request'. 

In response to the “LCP Terminate-Request' frame, the 
Subscriber-side edge L2 Switch removes entries correspond 
ing to the MAC address of the user terminal from the session 
management table and the MAC-VID table, and returns an 
“LCP Terminate-Ack’ frame. The common format of the 
“LCP Terminate-Request” and “LCP Terminate-Ack” frames 
is illustrated in FIG. 21. The value in the field “CODE in the 
“LCP Terminate-Request' frame is “0x06”. When the sub 
scriber-side edge L2 switch returns an “LCP Terminate 
Ack', the “LCP Terminate-Ack” is generated by changing the 
value in the field “CODE' to “0x06”. Then, the user terminal 
transmits as a termination frame a “PADT (PPPoE Active 
Discovery Terminate)’ packet, which is used for notification 
of termination of the PPPoE connection. At this time, the user 
terminal removes the IP address set in the Ethernet interface 
and the corresponding entry set in the routing table. Thus, the 
session is completed. 

In addition, the user-side session management unit 11 in 
the user terminal 10 has a communication monitor function, 
which can automatically terminate the connection when IP 
data transmission is not made for a predetermined time. In 
this case, the user-side session management unit 1 may be 
configured by the user to activate or inactivate the communi 
cation monitor function. In addition, the above predetermined 
time can be arbitrarily set by the user. 

In the case where a service provider to which the user 
terminal is to be connected is fixedly determined, it is possible 
to store in advance a user ID “user-name(a)provider-name’ 
and a password in the user terminal. In this case, the user-side 
session management unit 11 may be configured to automati 
cally initiate the session management when the user terminal 
is activated, so that a Substantially continuous connection can 
be realized. 

Further, for example, in the case where a home LAN is 
constructed by using a gateway router or the like which has an 
Ethernet interface in which a unique global MAC address is 
set, as illustrated in FIG. 22, the user-side session manage 
ment unit 11 may be installed in the gateway router or the like. 
In this case, it is possible to set in advance a user ID “user 
name(a provider-name' and a password in the gateway router 
or the like, and configure the gateway router or the like so as 
to automatically initiate a call when the gateway router or the 
like receives from the home LAN an IP packet requesting 
connection to the Internet. 

FIG. 23 is a flow diagram indicating the overall operation 
of the user-side session management unit 11 in each user 
terminal. 

In step S41, the user-side session management unit 11 
performs negotiation for authentication, IP address assign 
ment, and the like by using management frames. 

In step S42, the user-side session management unit 11 
determines whether or not the authentication phase is com 
pleted. When yes is determined in step S42, the operation 
goes to step S43. When no is determined in step S42, the 
operation goes back to step S41. 

In step S43, the user-side session management unit 11 sets 
IP addresses, the routing table, and the like so that the user 
terminal can transmit and receive main-signal frames in 
accordance with IPoE. 
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In step S44, the user-side session management unit 11 

monitors IP communication. 
In step S45, the user-side session management unit 11 

determines whether or not the connection is to be terminated. 
Whenyes is determined in step S45, the operation goes to step 
S47. When no is determined in step S45, the operation goes to 
step S46. Usually, the termination of the connection is 
instructed by the user. However, the processing for termina 
tion of the connection may be initiated when the user terminal 
does not receive a reply to a frame for confirmation of con 
nectivity, or when the communication monitor function 
detects absence of IP data communication. Further, the sub 
scriber-side edge L2 Switch may initiate processing for ter 
mination of the connection when the user inputs an invalid 
password. 

In step S46, in order to confirm connectivity, the user-side 
session management unit 11 transmits a management frame 
“LCP Echo Request' to the subscriber-side edge L2 switch, 
and another management frame “Ping(ICMP Echo-Re 
quest)' to a provider-side edge L2 Switch. 

In step S47, the user-side session management unit 11 
removes the IP addresses and the routing table set in the user 
terminal. 

In step S48, the user-side session management unit 11 
transmits a management frame (LCP Terminate-Request) 
which indicates termination of the connection. 

In step S49, the user-side session management unit 11 
receives from the subscriber-side edge L2 switch a reply 
“LCP Terminate-Ack” to the management frame “LCP Ter 
minate-Request', and then transmits a “PADT (PPPoE Active 
Discovery Terminate)’ packet. Thus, the connection is termi 
nated. 

(7) Address Resolution Protocol 
ARP (Address Resolution Protocol) operations are 

explained. 
First, the conventional ARP operation is explained below. 
When a first terminal (e.g., a user terminal) sends an IPoE 

frame to a second terminal, it is necessary for the first terminal 
to obtain a MAC address of the second terminal. In order to 
obtain the MAC address of the second terminal, first, the first 
terminal broadcasts an ARP request containing an IP address 
of the second terminal. In response to the ARP request, the 
second terminal returns an ARP reply (unicasts) to the first 
terminal. Then, the first terminal stores information on a 
correspondence (mapping) between the IP address and the 
MAC address of the second terminal in an entry of an ARP 
table (or ARP cache), and the contents of the entry is held for 
a predetermined time. Thereafter, the first terminal can trans 
mit a frame to the second terminal in accordance with IPoE. 

FIG. 24A is a diagram illustrating the format of an ARP 
frame (packet), FIG. 24B is a diagram illustrating an ARP 
request packet using the frame format of FIG. 24A, and FIG. 
24C is a diagram illustrating an ARP reply packet using the 
frame format of FIG. 24A. 
As illustrated in FIG. 24B, in the ARP request packet, the 

MAC address 'A' of the first terminal is included in the fields 
of the source (MAC) address and the source hardware address 
(“Src Hw Addr”), the IP address “a” of the first terminal is 
included in the field of the source protocol address (“Src Prot 
Addr”), and the IP address “b' of the second terminal is 
included in the field of the target protocol address (“Tgt Prot 
Addr”). The ARP request packet requests the target hardware 
address (“Tgt Hw Addr) of the second terminal. 
On the other hand, as illustrated in FIG. 24C, in the ARP 

reply packet, the MAC address “B” of the second terminal is 
included in the fields of the source (MAC) address and the 
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source hardware address (“Src Hw Addr”), the IP address “b” 
of the second terminal is included in the field of the source 
protocol address (“Src Prot Addr”), the MAC address “A” of 
the first terminal is included in the field of the target hardware 
address (“Tgt Hw Addr”), and the IP address “a” of the first 
terminal is included in the field of the target protocol address 
(“Tgt Prot Addr”). 
When the second terminal receives the ARP request packet, 

the second terminal extracts the MAC address 'A' and the IP 
address “a” of the first terminal from the fields “Src Hw Addr 
and "Src ProtAddr” of the ARP request packet, and caches the 
mapping between the MAC address “A” and the IP address 
“a” of the first terminal in an ARP table held in the second 
terminal. When the first terminal receives the ARP reply 
packet, the first terminal extracts the MAC address “B” and 
the IP address 'b' of the Second terminal from the fields “Src 
Hw Addr” and “Src Prot Addr” of the ARP reply packet, and 
caches the mapping between the MAC address “B” and the IP 
address 'b' of the second terminal in an ARP table held in the 
first terminal. 

FIG. 25 is a diagram illustrating an example of a configu 
ration of a subnet (VLAN), to which a plurality of terminals 
are connected. Since the ARP request packet is a broadcast 
packet, the ARP request is sent to all terminals in a broadcast 
domain, i.e., all user terminals connected to an identical Ser 
vice provider through the access network 6' (or all user ter 
minals belonging to an identical Subnet), and all the terminals 
which receive the ARP request packet cache the mapping 
between the MAC address A and the IP address “a of the 
first terminal in an ARP table held in the respective terminals. 
The above general ARP operation does not cause a problem 

in communication between users within a LAN segment such 
as a company's network or the like. However, the transmis 
sion of the ARP request from each user who wishes to be 
connected to a service provider to all the terminals in the 
broadcast domain is unnecessary and may cause a security 
problem. 

Nevertheless, in the case where the ARP request is filtered, 
it is impossible for a first user in the broadcast domain to 
communicate (e.g., chat) with a second user in the broadcast 
domain through a point-to-point connection unless the first 
user can obtain a MAC address of the second user. 

It is technically possible to transfer an ARP request from 
the first user through a provideredge router to the second user. 
However, in this case, the input port and the output port in the 
provider edge router are identical. Therefore, an ICMP error 
(ICMP Redirect) packet is output every time an ARP request 
packet is transferred. That is, an additional load is imposed on 
the provider edge router. Thus, it is necessary to modify the 
system so that broadcast packets such as the ARP request 
packet are sent to only a desired terminal. 

Next, the ARP management in the communication system 
according to the present invention is explained below. 

In the communication system according to the present 
invention, each Subscriber-side edge L2 Switch manages each 
session based on a source MAC address, and delivers an IP 
address to a user terminal 10 in the authentication phase. 
Therefore, the subscriber-side edge L2 switch can produce a 
table which corresponds to the ARP table and indicates cor 
respondences (mappings) between MAC addresses of user 
terminals and IP addresses assigned to the respective user 
terminals. Hereinafter, such a table produced by each sub 
scriber-side edge L2 switch is called an ARP relay table. An 
example of a set of ARP relay tables produced by a sub 
scriber-side edge L2 switch is indicated in FIG. 26, in which 
an ARP relay table is produced for each value of the VLAN 
ID based on the contents of the session management table. 
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According to the present invention, when an ARP request 

packet in which the “ETHER TYPE' field indicates 
“0x0806' is sent from a user terminal to a subscriber-side 
edge L2 switch, the subscriber-side edge L2 switch refers to 
the MAC-VID table T2b in order to confirm authentication, 
extracts a VLAN-ID, and searches an ARP relay table corre 
sponding to the extracted VLAN-ID based on the IP address 
“b' of the second terminal included in the field of the target 
protocoladdress (“Tgt ProtAddr”) of the ARP request packet. 
When the ARP relay table includes an entry corresponding to 
the IP address 'b' of the second terminal, i.e., when a hit 
occurs in the ARP relay table, the MAC address “B” of the 
second terminal is obtained from the entry of the ARP relay 
table corresponding to the IP address “b” of the second ter 
minal. Therefore, the subscriber-side edge L2 switch returns 
an ARP reply packet to the user terminal on behalf of the 
second terminal. 

In this case, in the ARP reply packet, the MAC address of 
the subscriber-side edge L2 switch is included in the field of 
the source (MAC) address, the MAC address “B” of the 
second terminal is included in the field of the target hardware 
address (“Src Hw Addr”), and the IP address “b” of the second 
terminal is included in the field of the target protocol address 
(“Src Prot Addr”). The MAC address “B” and the IP address 
“b' of the second terminal correspond to the entry of the ARP 
relay table corresponding to the IP address “b' of the second 
terminal. 

When the ARP relay table does not include an entry corre 
sponding to the IP address “b' of the second terminal, the 
subscriber-side edge L2 switch attaches a tag to the ARP 
request packet received from the user terminal, and outputs 
through only the output ports which are connected to the 
access network 6'. However, the ARP request is not output 
from the other output ports of the subscriber-side edge L2 
switch which are connected to other user terminals. The out 
put of the ARP request can be controlled as above by setting 
“ON” in the “BROADCAST FILTERING” field for the ports 
connected to the users, and “OFF' in the “BROADCAST 
FILTERING” field for the ports connected to the access net 
work 6', in the port attribute table T2d. 
When each of the other edge L2 switches (i.e., the other 

subscriber-side edge L2 switch and the provider-side edge L2 
switches) receives through the access network 6' the ARP 
request which is tagged as above, the edge L2 Switch searches 
an ARP relay table corresponding to the VLAN-ID based on 
the IP address 'b' of the second terminal included in the field 
of the target protocol address (“Tgt Prot Addr”) of the ARP 
request packet. When the ARP relay table includes an entry 
corresponding to the IP address “b” of the second terminal, 
the edge L2 switch returns an ARP reply packet to the user 
terminal on behalf of the second terminal. 

The above operation according to the present invention is 
different from the so-called Proxy ARP operation. The Proxy 
ARP operation is performed by a router, for example, as 
illustrated in FIG. 27. When a router receives an ARP request 
from a user, the router returns the MAC address of the router 
to the user, and an IP frame from the user is transferred to its 
destination by Layer 3 routing. 
On the other hand, according to the present invention, the 

ARP reply packet returned to the aforementioned first termi 
nal contains the MAC address “b' of the second (target) 
terminal to which the first terminal wishes to send an IP 
frame, where the MAC address 'b' of the second terminal is 
obtained from the ARP relay table. Thus, the first terminal 
sends the IP frame to the second terminal in Layer 2 (by MAC 
bridging). 

Lenovo
Ex. 1030 - Page 80



US 7,469,298 B2 
25 

The entry of the ARP relay table corresponding to each user 
is changed every time the user is connected to a different 
service provider, since a different IP address is assigned to the 
user when the user is connected to a different service provider. 
Therefore, the contents of the entry of the ARP relay table 
corresponding to each user are registered when the authenti 
cation phase is completed, and deleted when the connection is 
terminated. However, since the IP address and MAC address 
of each provideredge router are not changed unless the equip 
ment is changed, the entry corresponding to the provideredge 
router is fixedly held by each provider-side edge L2 switch. 

FIG. 28 is an explanatory diagram illustrating an example 
of the ARP operation in the communication system according 
to the present invention. 

In this example of FIG. 28, an ARP entries are not cached 
in ARP relay tables in edge L2 switches when the edge L2 
switches receive an ARP request or an ARP reply during a 
normal ARP operation. That is, an ARP entry corresponding 
to each user terminal or provider edge router (i.e., a mapping 
between the MAC address and the IP address of each user 
terminal or provider edge router) is cached in an ARP relay 
table in only an edge L2 Switch which accommodates the user 
terminal or provider edge router. Therefore, for example, 
when the user having the MAC address P wishes to obtain an 
ARP entry corresponding to the ISP-X provider edge router 
51-1 connected to the service provider ISP-X (i.e., a mapping 
between the MAC address and the IP address of the ISP-X 
provider edge router 51-1 connected to the service provider 
ISP-X), the provider-side edge L2 switch 30-1 connected to 
the ISP-X provider edge router 51-1 returns an ARP reply to 
the user. In addition, when the user having the MAC address 
P wishes to obtain an ARP entry corresponding to another 
user having a MAC address Q and being connected to the 
same service provider ISP-X, a subscriber-side edge L2 
switch connected to the user having the MAC address Q 
returns an ARP reply to the user having the MAC address P. 
Whena user outputs an ARP request for an unexisting ARP 

entry, no edge L2 switch returns an ARP reply, and the ARP 
request is discarded without being output from the access 
network 6'. Therefore, the ARP entry corresponding to the 
source of the ARP request (i.e., the mapping between the 
MAC address and the IP address of the source of the ARP 
request) is not broadcast to the other users which are also 
connected to the service provider to which the source of the 
ARP request is connected. 

In addition, although the ARP request packet can be broad 
cast in the access network 6" within only a VLAN, it is pos 
sible to prevent unnecessary output through an inappropriate 
port and formation of undesirable loops with paths of packets 
when GVRP or STP is concurrently used. 

Further, when a service provider has a policy of prohibiting 
communication between users connected to the service pro 
vider, it is possible to arrange the communication system 
according to the present invention so that only a provideredge 
router connected to the service provider returns an ARP reply, 
i.e., the edge L2 switches do not return an ARP reply. In this 
case, communication between the users connected to the Ser 
vice provider can be prohibited, i.e., each of the users can be 
connected to only the service provider. 

Alternatively, it is possible to completely inactivate the 
ARP relay function (i.e., the function of edge L2 switches in 
returning an ARP reply on behalf of the target terminal or 
provider edge router) so that ARP requests can reach all user 
terminals as in the conventional LAN segment. 

Furthermore, according to the present invention, each Sub 
scriber-side edge L2 switch connected to a user from which 
an ARP request is originated confirms authentication and 
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identifies a VLAN-ID. Therefore, even when the ARP relay 
function is activated or inactivated according to a policy of 
each service provider, connections within a virtual private 
network corresponding to the service provider are main 
tained. 

In the case of IPv6, the operations corresponding to the 
ARP are integrated into the “Neighbor Discovery' functions. 
Therefore, when the communication system uses the IPv6 
protocol, each block in each subscriber-side edge L2 switch 
extracts the “Next Header field of the IPv6 frame (illustrated 
in FIG. 29). In the case where the “Next Header” field indi 
cates 58 (i.e., ICMPv6), the IPv6 frame is passed to the CPU 
so that the CPU processes the IPv6 frame. In the other cases, 
for example, where the “Next Header field indicates 6 (i.e., 
TCP) or 17 (i.e., UDP), the IPv6 frame is processed by hard 
Wa. 

Additional processing to the above ARP operation accord 
ing to the present invention is explained below. 
As described above, when a hit occurs in the ARP relay 

table in the subscriber-side edge L2 switch during the above 
ARP operation, the subscriber-side edge L2 switch returns an 
ARP reply to the source user terminal on behalf of the target 
user terminal. However, for example, in the case where the 
user terminal 10-1 having the MAC address communicates 
with the provider edge router 51-2 connected to the service 
provider ISP-Y as illustrated in FIG. 28, the user terminal 
10-1 caches an entry in the ARP relay table when the user 
terminal 10-1 receives an ARP reply. Then, the user terminal 
10-1 sends an IP data frame to the service provider ISP-Y in 
accordance with IPoE. Nevertheless, the ARP entry corre 
sponding to the user terminal 10-1 (i.e., the mapping between 
the MAC address “P” and the IP address "p” of the user 
terminal 10-1) is not included in an ARP relay table in the 
provider edge router 51-2 connected to the service provider 
ISP-Y, since the ARP entry is not cached when an edge L2 
switch or provider edge router receives an IP data frame. 
Therefore, the provider edge router 51-2 is required to trans 
mit another ARP request for the MAC address of the user 
terminal 10-1 before the provideredge router 51-2 sends an IP 
data frame to the user terminal 10-1. 
On the other hand, in the conventional ARP operation, 

which does not include the ARP relay function, a provider 
side edge L2 Switch being connected to a target service pro 
vider and having an entry of an ARP table corresponding to 
the target service provider makes unicast conversion, and 
transfers converted ARP request to a provider edge router 
connected to the service provider. Then, the provider edge 
router returns an ARP reply. At this time, the provider edge 
router caches in an entry of an ARP table in each terminal a 
correspondence between a MAC address and an IP address of 
a source terminal of an ARP request based on the contents of 
the fields of “Src Hw Addr” and “Src Prot Addr of the 
received ARP request. Thus, the correspondence between the 
MAC address and the IP address of the opposite terminal or 
router is cached in both of the source and destination during 
only one ARP cycle. 

In order to solve the above problem in the ARP relay 
function, when a hit occurs in an ARP relay table in a sub 
scriber-side edge L2 switch in the above ARP operation, the 
subscriber-side edge L2 switch modifies the ARP request by 
replacing the broadcast address in the ARP request with a 
MAC address of a target terminal or provider edge router (as 
a unicast address), and transfers the modified ARP request to 
only the target terminal or provider edge router. When the 
target terminal or provider edge router receives the modified 
ARP request, the target terminal or provider edge router 
returns an ARP reply to the source terminal of the ARP 
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request. Thus, even when the ARP relay function operates, the 
correspondence between the MAC address and the IP address 
of the source terminal of the ARP request can also be cached 
in the target terminal or provider edge router. That is, both of 
the source terminal and the target terminal or provider edge 
router can cache each other's MAC address during only one 
ARP cycle. 

FIG. 31 is a diagram illustrating a sequence of operations 
for the ARP management according to the present invention, 
in which only a provider edge router returns an ARP reply to 
a source of an ARP request, and FIG. 32 is a diagram illus 
trating another sequence of operations for the ARP manage 
ment according to the present invention, in which only an 
edge L2 Switch accommodating a target provider edge router 
returns an ARP reply to a source of an ARP request. 

In addition, FIGS. 33 and 34 are diagrams illustrating a 
sequence of operations performed in the IP communication 
phase according to the present invention, in which the opera 
tions for the ARP management and the confirmation of con 
nectivity are performed as well as transmission of IP data 
frames. 

(8) Provider-Side Edge L2 Switch 
The provider-side edge L2 switches 30-1 and 30-2 are 

explained below. 
At least one provider-side port of each provider-side edge 

L2 switch is fixedly connected to a service provider. 
In addition, for example, in the case where each provider 

edge router is duplexed, the provider edge router may be 
switched to a backup router when a trouble occurs. Therefore, 
it is preferable that each provider-side edge L2 Switch iden 
tifies a service provider from which a frame input into the 
provider-side edge L2 Switch is output, based on a port 
through which the frame is input into the provider-side edge 
L2 switch, not based on the MAC address indicated in the 
frame. 

Thus, each provider-side edge L2 Switch has a fixed port 
VID table which indicates correspondences between a plu 
rality of ports connected to a plurality of service providers and 
a plurality of VLAN-IDs, for example, as illustrated in FIG. 
35A. When each provider-side edge L2 switch receives a 
frame through one of the plurality of ports connected to the 
plurality of service providers, the provider-side edge L2 
switch identifies one of the plurality of service providers 
which transmits the frame, based on the port through which 
the frame is input. Then, the provider-side edge L2 switch 
attaches to the frame a tag indicating a VLAN-ID correspond 
ing to the port through which the frame is input, based on the 
port VID table and a port attribute table, and transfers the 
tagged frame to the access network 6' through one of plurality 
of ports indicated in one of a plurality of forwarding tables 
corresponding to the VLAN-ID. The plurality of forwarding 
tables in each provider-side edge L2 switch is provided cor 
responding to the plurality of VLAN-IDs, respectively, and 
have similar forms to those of the forwarding tables T2c held 
in each Subscriber-side edge L2 Switch. An example of a set of 
forwarding tables held in each provider-side edge L2 switch 
is illustrated in FIG. 35C. In addition, the port attribute table 
held in each provider-side edge L2 switch is similar to the port 
attribute table T2d held in each subscriber-side edge L2 
switch, and an example of the port attribute table held in each 
provider-side edge L2 switch is illustrated in FIG. 35D. The 
above operations for transferring a frame from one of the 
service providers to the access network 6' correspond to the 
operations of the aforementioned third transfer control unit 
32. 

5 

10 

15 

25 

30 

35 

40 

45 

50 

55 

60 

65 

28 
On the other hand, when each provider-side edge L2 switch 

receives a frame from the access network 6', the provider-side 
edge L2 Switch removes the tag from the received frame, and 
transfers the untagged frame to one of the service providers 
corresponding to a VLAN-ID indicated in the tag. The above 
operations fortransferring a frame from the access network 6' 
to one of the service providers correspond to the operations of 
the aforementioned second transfer control unit 31. 

The provider-side edge L2 switches are different from the 
subscriber-side edge L2 switches in that each provider-side 
edge L2 Switch does not handle (process) management 
frames, since the Subscriber-side edge L2 Switches perform 
the operations for the session management with the users, and 
stop unauthorized accesses from unauthenticated users so 
that the service providers are free from the unauthorized 
aCCCSSCS. 

The entries of ARP tables in the provideredge routers 51-1 
and 51-2 are not changed unless the hardware of the provider 
edge routers 51-1 and 51-2 are replaced for reasons of mal 
functions of the provider edge routers 51-1 and 51-2 or the 
like. That is, IP addresses of the provider edge routers 51-1 
and 51-2 are fixed, and MAC addresses of the provider edge 
routers 51-1 and 51-2 are also fixed unless Ethernet interfaces 
are replaced. Therefore, each provider-side edge L2 switch 
connected to at least one of the provideredge routers 51-1 and 
51-2 has an ARP relay table which includes static entries for 
the at least one of the provider edge routers 51-1 and 51-2. An 
example of a set of ARP relay tables corresponding to a 
plurality of VLAN-IDs is illustrated in FIG.35B. 

In the ARP relay processing according to the present inven 
tion, when each provider-side edge L2 switch receives an 
ARP request for a MAC address of one of the provider edge 
routers 51-1 and 51-2 connected to the provider-side edge L2 
switch, the provider-side edge L2 switch returns an ARP reply 
on behalf of the one of the provideredge routers 51-1 and 51-2 
connected to the provider-side edge L2 Switch, as illustrated 
in FIG. 32. Alternatively, it is possible to arrange each pro 
vider-side edge L2 switch to modify the received ARP request 
by replacing the broadcast address in the ARP request with a 
MAC address of the one of the provideredge routers 51-1 and 
51-2 connected to the provider-side edge L2 switch (as a 
unicast address), and transfers the modified ARP request to 
only the one of the provider edge routers 51-1 and 51-2, as 
illustrated in FIG. 31. 

FIG. 36 is a diagram illustrating examples of connections 
between a plurality of ports of a provider-side edge L2 switch 
and a plurality of provider edge routers, FIG. 37 is a block 
diagram illustrating the functions of each provider-side edge 
L2 switch, and FIG. 38 is a flow diagram illustrating a 
sequence of operations performed by each provider-side edge 
L2 Switch. 

(9) Authentication Management by Communication Control 
Server 

Operations for authentication management performed by 
the proxy Radius server 61 as the communication control 
server are explained below. 

In the communication system according to the present 
invention, operations for access permission (i.e., decision on 
whether to permit transmission of a main-signal frame from a 
user terminal), operations for division of main-signal frames 
into paths to a plurality of service providers (attachment of a 
tag to each main-signal frame, and transmission of the tagged 
main-signal frame to the access network 6"), and signaling 
processing (PPPoE handling) are performed by each sub 
scriber-side edge L2 Switch connected to the user terminal. 
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However, operations of actual authentication is performed by 
comparison using a database possessed by a service provider. 
The Radius protocol is a typical protocol used for authen 

tication, and is specified in RFC 2865 to 2869. The Radius 
protocol uses UDP (User Datagram Protocol), and handles a 
user ID and a password as attributes (attribute values). 

According to the Radius protocol, a Radius client (which is 
arranged in each Subscriber-side edge L2 Switch) sends a 
"Radius Access-Request' frame to a provider Radius server 
52', which performs authentication by using a database. 
When the authentication succeeds, the provider Radius server 
52 returns a “Radius Access-Accept frame, which contains 
as attributes an IP address assigned to the user, and the like. 
When the authentication fails, the provider Radius server 52 
returns a “Radius Access-Reject' frame. 

In addition, when a "Radius Accounting-Request' frame 
containing a connection time, a communication data amount, 
and the like is sent to the provider Radius server 52', the 
service provider can manage statistic information on connec 
tion, and the like. 

The Radius protocol is widely used in the ADSL connec 
tion and the like. Instead of the Radius protocol, another 
protocol realizing similar functions for authentication, Such 
as TACACS (RFC 1492), LDAP (RFC 2251), Diameter, or 
the like may be used. For example, currently, efforts are 
moving ahead to standardize the Diameter as a next genera 
tion protocol which takes the place of the Radius protocol. 

Further, although the CHAP protocol is used in the 
sequence explained before with reference to FIG. 6, another 
protocol (e.g., a protocol using one-time password, or a pro 
tocol realizing fingerprint authentication) may be used 
instead of the CHAP protocol. 

Next, operations performed by the proxy Radius server 61 
for transferring frames for authentication are explained 
below. 

FIG. 39 is an explanatory diagram indicating examples of 
operations of transferring frames for authentication through 
the proxy Radius server 61. Examples of contents and flows 
of “Radius Access-Request' frames which are transmitted 
from user terminals and converted by the proxy Radius server 
61 are indicated in the upper portion of FIG. 39, and examples 
of contents and flows of “Radius Access-Accept frames 
which are transmitted from provider edge routers and con 
verted by the proxy Radius server 61 are indicated in the 
lower portion of FIG. 39. In addition, FIG. 40 is a diagram 
illustrating an example of a provider management table held 
in the proxy Radius server 61, and FIG. 41 is a diagram 
illustrating a sequence of operations from transmission of a 
user's request for authentication to Successful authentication. 
When each subscriber-side edge L2 switch 20-1 or 20-2 

receives a user ID “user-name(a provider-name and a pass 
word from a user terminal 10-1, 10-2, or 10-3, the subscriber 
side edge L2 Switch produces a "Radius Access-Request' 
frame containing the userID and the password, attaches to the 
"Radius Access-Request' frame a tag (authentication tag) 
indicating that the frame contains authentication information, 
and sends the tagged "Radius Access-Request' frame to the 
proxy Radius server 61 by using an Ethernet frame. 
The access network 6' is arranged to recognize frames 

having authentication tags as frames transmitted within an 
authentication VLAN, and correctly transfer the frames hav 
ing authentication tags to the proxy Radius server 61 by using 
a known protocol such as GVRP. In this case, each core 
switch 40-1 or 40-2 recognizes the frames for authentication 
based on the authentication tags. Therefore, authentication 
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information can be transferred to the proxy Radius server 61 
without leakage of the authentication information to a third 
party. 
The proxy Radius server 61 has a provider management 

table (for example, as illustrated in FIG. 40) which indicates 
correspondences between names of providers, VLAN-IDs, IP 
addresses of provider Radius servers, and the like. When the 
proxy Radius server 61 receives a frame for authentication, 
the proxy Radius server 61 identifies a service provider based 
on the user ID “user-name(a)provider-name', generates an 
Ethernet frame of a “Radius Access-Request' frame to which 
a tag indicating the service provider is attached, and sends the 
tagged Ethernet frame to the provider-side edge L2 Switch 
connected to the provider Radius server 52. When the pro 
vider-side edge L2 switch 30-1 or 30-2 receives the tagged 
Ethernet frame of the “Radius Access-Request' frame, the 
provider-side edge L2 Switch removes the tag, and transfers 
the untagged Ethernet frame of the “Radius Access-Request' 
frame to the provider Radius server 52-1 or 52-2 which is 
connected to the above service provider indicated in the tag. 

In response to the “Radius Access-Request' frame, the 
provider Radius server sends a “Radius Access-Accept 
frame or a “Radius Access-Reject” frame to the proxy Radius 
server 61. When the proxy Radius server 61 receives the 
"Radius Access-Accept frame from the provider Radius 
server, the proxy Radius server 61 adds to the “Radius 
Access-Accept frame an attribute indicating a VLAN-ID 
corresponding to the service provider, and transfers the 
"Radius Access-Accept frame to the subscriber-side edge 
L2 switch. When the authentication phase is completed, the 
subscriber-side edge L2 switch registers the VLAN-ID, 
which is added to the “Radius Access-Accept frame as the 
attribute, in the MAC-VID table T2b. 

In the above operations, the subscriber-side edge L2 switch 
is required to communicate with only the proxy Radius server 
61. In addition, the VLAN-ID of the service provider, which 
is to be attached to each main-signal frame addressed to the 
service provider in the IP communication phase, is contained 
in the “Radius Access-Accept frame. Therefore, it is unnec 
essary for the subscriber-side edge L2 switch to perform a 
registration operation corresponding to addition or removal 
of a service provider, since the information on addition or 
removal of a service provider is managed by the proxy Radius 
server 61 in a centralized manner. Consequently, the admin 
istration cost and the amount of the memory mounted on each 
subscriber-side edge L2 switch can be reduced. 

Further, since each provider Radius server is required to 
communicate with only a single Radius client, the settings in 
the service providers in the communication system according 
to the present invention are not so different from the settings 
in the service providers in the conventional communication 
system, in which each provider Radius server communicates 
with the B-RAS as a single Radius client. 

Furthermore, since an authentication tag is attached to each 
frame transmitted between each subscriber-side edge L2 
Switch and the proxy Radius server 61, and a tag indicating 
the connected service provider is attached to each frame 
transmitted between the proxy Radius server 61 and each 
provider Radius server, the security is ensured. 
(10) Connection to More than One Service Provider 

Connection to more than one service provider is explained 
below. 

In the conventional communication system using PPPoE, a 
unique Session-ID is assigned to each session in the PPPoE 
Discovery Stage, and the operations for negotiation and trans 
fer of encapsulated IP packets are performed by labeling the 
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transferred frames with the assigned Session-ID. Therefore, 
in the conventional communication system, each user termi 
nal can be concurrently connected to more than one service 
provider by identifying each session based on a source MAC 
address and the Session-ID. 

According to the present invention, the signaling process 
ing in the authentication phase is also performed in accor 
dance with the PPPoE mechanism. Therefore, it is also pos 
sible to manage a plurality of sessions, for example, by using 
a session management table as illustrated in FIG. 42, which is 
a diagram illustrating examples of contents of a session man 
agement table in the case where a user terminal is concur 
rently connected to a plurality of service providers. In the 
example of FIG. 42, two Session-IDs each corresponding to a 
service provider are assigned to two sessions with a user 
terminal having a source MAC address “A” so that the two 
sessions are managed based on a combination of the Source 
MAC address and the Session-ID. In addition, the session 
management functions of each user terminal can be arranged 
to manage a plurality of sessions and send main-signal frames 
to a plurality of service providers, as illustrated in FIG. 43. 
which is an explanatory diagram indicating examples of 
operations for transferring main-signal frames from a user 
terminal to two service providers. 

However, since each subscriber-side edge L2 switch 
receives the main-signal frames in an IPoE form according to 
the present invention, the main-signal frames do not have the 
“Session-ID field. If the MAC-VID table T2b is searched 
based on the source MAC address indicated in the IPoE 
frame, a plurality of matches occur, i.e., a plurality of VLAN 
IDs are obtained, for example, as illustrated in FIG. 44A. 
Therefore, a VLAN-ID which is to be indicated by a tag 
attached to each main-signal frame to be sent cannot be 
uniquely identified, i.e., a service provider to which each 
main-signal frame is to be sent cannot be determined. 
The first solution to the above problem is as follows. 
That is, in each subscriber-side edge L2 switch in the 

communication system according to the present invention, 
when a plurality of VLAN-IDs are obtained by a search of the 
MAC-VID table T2b based on the source MAC address, a 
VLAN-ID which is to be indicated by a tag attached to each 
main-signal frame to be sent (i.e., a service provider to which 
each main-signal frame is to be sent) is uniquely determined 
based on the destination MAC address. In order to realize the 
unique determination of a VLAN-ID (service provider) based 
on the destination MAC address, a destination-MAC-address 
table is produced by utilizing the ARP relay function as 
explained below. 
As explained before, it is necessary to transmit an ARP 

request for a destination MAC address before transmitting an 
IPoE frame. In response to the ARP request, for example, one 
of the other edge L2 switches in which a hit occurs in an ARP 
relay table returns an ARP reply with a tag indicating a 
VLAN-ID, on behalf of the target provider edge router. Since 
the ARP reply is unicast, only one edge L2 switch receives the 
ARP reply. Then, the edge L2 switch which receives the ARP 
reply registers a correspondence between the destination 
MAC address and a VLAN-ID in the destination-MAC-ad 
dress table based on the source MAC address ("Src Hw 
Addr”) of the ARP reply and the tag attached to the ARP reply. 

Thus, before transmission of main-signal frames to a plu 
rality of service providers, destination MAC addresses corre 
sponding to the plurality of service providers are registered in 
the destination-MAC-address table, for example, as illus 
trated in FIG. 44B. Therefore, the VLAN-ID which is to be 
indicated by a tag attached to each main-signal frame to be 
sent can be uniquely determined. 
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In order to avoid an unnecessary search, each Subscriber 

side edge L2 Switch is arranged to search the destination 
MAC-address table only when a plurality of VLAN-IDs are 
obtained by a search of the MAC-VID table T2b based on the 
Source MAC address, i.e., when a user terminal is concur 
rently connected to a plurality of service providers. 
On the other hand, when each subscriber-side edge L2 

Switch receives a main-signal frame from the access network 
6', a MAC address of a user terminal can be uniquely deter 
mined based on a VLAN-ID which is indicated by a tag 
attached to the main-signal frame, regardless of whether the 
user terminal is connected to a single service provider or 
multiple service providers. 

Each connection between a user terminal and a service 
provider is terminated by using a PPPoE frame “LCP Termi 
nate-Request', which has the format illustrated in FIG. 21. 
Therefore, only an entry of the MAC-VID table T2b corre 
sponding to the source MAC address of the user terminal and 
a Session-ID corresponding to the connection is deleted. 

FIG. 45 is a flow diagram indicating the overall operation 
of each subscriber-side edge L2 switch including the ARP 
relay processing and the search of a destination-MAC-ad 
dress table, and FIG. 46 is a flow diagram illustrating a 
sequence of operations for the ARP relay processing includ 
ing registration in the destination-MAC-address table. 
The second solution to the aforementioned problem occur 

ring in the case where a user terminal is concurrently con 
nected to a plurality of service providers is as follows. 

That is, in each subscriber-side edge L2 switch in the 
communication system according to the present invention, 
when a plurality of VLAN-IDs are obtained by a search of the 
MAC-VID table T2b based on the source MAC address, a 
VLAN-ID which is to be indicated by a tag attached to each 
main-signal frame to be sent (i.e., a service provider to which 
each main-signal frame is to be sent) is uniquely determined 
based on the Layer 3 address (IP subnet) of the user terminal 
as well as the Layer 2 address of the user terminal. 
The IP address is comprised of a network portion (IP sub 

net) and a host portion in either IPv4 or IPv6. The IP address 
is assigned from an address pool to a user terminal when the 
user terminal is connected to a service provider. Since the IP 
Subnet is unique to each service provider, it is possible to 
determine which service provider is the destination of each 
main-signal frame, based on the IP subnet, when a plurality of 
service providers are connected to a user terminal. Therefore, 
in order to realize the unique determination of a VLAN-ID 
(service provider) based on the IP subnet, an IP subnet table 
is provided in each subscriber-side edge L2 switch, in which 
correspondences between IP subnets and VLAN-IDs are indi 
cated, for example, as illustrated in FIG. 47. When a plurality 
of VLAN-IDs are obtained by a search of the MAC-VID table 
T2b based on the source MAC address (i.e., a plurality of 
matches occur), a VLAN-ID which is to be indicated by a tag 
attached to each main-signal frame to be sent (i.e., a service 
provider to which each main-signal frame is to be sent) can be 
uniquely determined based on the IP subnet. 

Since the IP subnet is unique to each service provider and 
fixed, a fixed IP subnet table is provided in each edge L2 
switch. 

In addition, when a new service provider is added to the 
communication system, a new entry of the IP subnet table 
corresponding to the new service provider may be registered 
in the IP subnet table by the proxy Radius server 61 using a 
management protocol such as SNMP (Simple Network Man 
agement Protocol). 
The above determination of the VLAN-ID (service pro 

vider) by using the IP subnet table based on the IP subnet is 
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made only when a plurality of VLAN-IDs are obtained by a 
Search of the MAC-VID table T2b based on the Source MAC 
address, i.e., a plurality of matches occur. When no entry 
corresponding to the source MAC address is found in the 
MAC-VID table T2b, the user is determined to be unauthen 
ticated, and the main-signal frame is discarded. 

FIG. 48 is a flow diagram indicating the overall operation 
of each subscriber-side edge L2 switch including the ARP 
relay processing and the search of an IP subnettable. 
The third solution to the aforementioned problem occur 

ring in the case where a user terminal is concurrently con 
nected to a plurality of service providers is as follows. 

That is, tags each of which uniquely identifies a service 
provider in the access network 6' (e.g., each of which indi 
cates a VLAN-ID) is distributed to each user in the authenti 
cation phase as well as the assignment of the IP address, and 
each user attaches an appropriate one of the distributed tags to 
each main-signal frame so as to forman IEEE 802.1Q tagged 
frame, and transmits the IEEE 802.1Q tagged frame, as illus 
trated in FIG. 49, which is an explanatory diagram illustrating 
examples of operations of the communication system accord 
ing to the present invention in the case where each user 
attaches an appropriate one of the distributed tags to each 
main-signal frame. 

Thus, the subscriber-side edge L2 switch connected to the 
user terminal can recognize the service provider (VLAN-ID) 
even when a plurality of VLAN-IDs are obtained by a search 
of the MAC-VID table T2b based on the Source MAC address 
of the user terminal. In order to confirm authentication of the 
user (i.e., in order to prevent transfer of an IEEE 802.1Q 
tagged frame from an unauthenticated user), the search of the 
MAC-VID table T2b based on the source MAC address of the 
user terminal is still necessary. The search of the MAC-VID 
table T2b may be made either before and after the recognition 
of the service provider (VLAN-ID) based on the tag in the 
IEEE 802.1Q tagged frame. 

In this case, in the port attribute table T2d (as illustrated in 
FIG. 10) in each subscriber-side edge L2 switch, the field 
“RECEPTION FRAME” for each user-side port is set to 
contain “IEEE 802.1Q, and the field “TAGGED/UN 
TAGGED' for each user-side port is set to indicate “With 
Tag”. 

Even in the above case, the operations of the provider-side 
edge L2 Switch are not changed. That is, when each provider 
side edge L2 switch receives the IEEE 802.1Q tagged frame 
transferred as above, the provider-side edge L2 switch 
removes the tag from the IEEE 802.1Q tagged frame, and 
transfers the untagged frame to a provider edge router corre 
sponding to the service provider, as illustrated in FIG. 49. In 
addition, when each provider-side edge L2 Switch receives a 
frame transferred from a service provider, the provider-side 
edge L2 Switch attaches a tag to the frame based on the port 
through which the frame is input, and transfers the tagged 
frame through the access network 6' toward a user terminal. 

FIG. 50 is a flow diagram indicating the overall operation 
of each subscriber-side edge L2 switch including ARP relay 
processing in the case where each user terminal transmits an 
IEEE 802.1Q tagged frame. 

Even when an IEEE 802.3OVLAN-Tag is attached to each 
main-signal frame transmitted by each user terminal, the 
main-signal frame is not encapsulated in accordance with 
PPP. Therefore, when Ethernet interface cards compatible 
with IEEE 802.3ac-1998 are used, IP packets having an MTU 
of 1,500 bytes can be transmitted. 
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(11) Session Management by Communication Control Server 

Operations for session management performed by the 
communication control server are explained below. Herein 
below, functions for session management realized by the 
communication control server may be referred to as a session 
management server. As explained before, the operations for 
access permission (i.e., decision on whether to permit trans 
mission of a main-signal frame from a user terminal) and the 
operations for division of main-signal frames into paths to a 
plurality of service providers (attachment of a tag to each 
main-signal frame, and transmission of the tagged main-sig 
nal frame to the access network 6") are performed by hard 
ware, and signaling processing (PPPoE handling) is per 
formed by Software. In addition, the session management 
server can perform the signaling processing in a centralized 
manner, and the main-signal frames and management frames 
are separately processed in different pieces of equipment. 
As explained before, negotiated conditions differ with dif 

ferent users. Therefore, the processing load of the negotiation 
by using PPP management frames is heavy. According to the 
present invention, processing for the negotiation is performed 
in a distributed manner by the subscriber-side edge L2 
switches connected to the user terminals. Therefore, the pro 
cessing load of the negotiation can be reduced in the commu 
nication system according to the present invention compared 
with the conventional communication system in which the 
processing concentrates in the B-RAS. However, it is prefer 
able that the processing load imposed on each Subscriber-side 
edge L2 switch is further reduced. 

In order to further reduce the processing load imposed on 
each subscriber-side edge L2 switch, each subscriber-side 
edge L2 switch may transfer management frames to the ses 
sion management server arranged in the access network 6' 
without processing the management frames in the Subscriber 
side edge L2 switch, where the transfer operation in the 
subscriber-side edge L2 switch is performed by hardware in a 
similar manner to the transfer operation of the main-signal 
frames. 
The session management server has a session management 

table as illustrated in FIG. 7, and performs negotiation with 
users. However, since the operations for access permission 
and the operations for division of main-signal frames into 
paths to a plurality of service providers are performed by each 
Subscriber-side edge L2 Switch, it is necessary for the session 
management server to configure the Subscriber-side edge L2 
Switch to which the authenticated user terminal is connected, 
after completion of the authentication phase. For example, the 
session management server must remotely set the MAC-VID 
table T2b in the subscriber-side edge L2 switch, as illustrated 
in FIG. 51A. Based on the MAC-VID table T2b set by the 
session management server, the main-signal frames can be 
tagged as explained before, and transferred from each user 
terminal to a provider edge router, as illustrated in FIG. 51B, 
which is an explanatory diagram illustrating tagging and 
untagging of main-signal frames, and protocol stacks relating 
to the transfer of the main-signal frames, in each user termi 
nal, each Subscriber-side edge L2 Switch, each core Switch, 
each provider-side edge L2 Switch, and the provider edge 
rOuter. 

Although the subscriber-side edge L2 switch can be set by 
using a conventional management protocol Such as SNMP 
management frames which are transferred from users through 
Subscriber-side edge L2 Switches do not contain information 
indicating the subscriber-side edge L2 switches. Therefore, 
the session management server cannot recognize a Sub 
scriber-side edge L2 Switch to which a user terminal as a 
Source of each management frame is connected. 
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In order to solve the above problem, when each subscriber 
side edge L2 Switch receives a management frame from a user 
terminal, the subscriber-side edge L2 switch attaches to the 
management frame a tag identifying the Subscriber-side edge 
L2 switch before the subscriber-side edge L2 switch sends the 
management frame to the session management server, as 
illustrated in FIG. 52A, which is an explanatory diagram 
illustrating transfer of management frames between each user 
terminal and the session management server through a Sub 
scriber-side edge L2 switch. In addition, FIG. 52B is a dia 
gram illustrating protocol stacks relating to the transfer of the 
management frames, in each user terminal, each Subscriber 
side edge L2 Switch, the session management server, and the 
provider Radius server. 

That is, while each subscriber-side edge L2 switch attaches 
to each main-signal frame a tag indicating a service provider 
(i.e., the flow of the main-signal frames are not changed as 
illustrated in FIG. 51B), each subscriber-side edge L2 switch 
attaches to each management frame a tag indicating the Sub 
scriber-side edge L2 Switch. In this case, each Subscriber-side 
edge L2 Switch has a table indicating an ID value based on 
which the session management server can identify the Sub 
scriber-side edge L2 switch when the “ETHERTYPE field 
of a frame received by the subscriber-side edge L2 switch 
indicates that the received frame is a management frame, i.e., 
when the “ETHERTYPE field of the received frame indi 
cates “0x8863. The operations which the subscriber-side 
edge L2 Switch are required to perform for tagging a man 
agement frame are reference to the table for the ID value and 
attachment of the tag indicating the ID value to the manage 
ment frame. 

The session management server can manage a session with 
a user terminal based on a source MAC address contained in 
a frame received by the session management server (i.e., a 
MAC address of the user terminal), and recognize a sub 
scriber-side edge L2 switch to which the user terminal is 
connected, based on the tag attached to the received frame. In 
addition, the session management server directly communi 
cates with the provider Radius server. At this time, the session 
management server behaves as a Radius client. That is, each 
service provider is required to communicate with only one 
Radius client. 

FIG.53 is a block diagram illustrating the functions of each 
Subscriber-side edge L2 Switch in the case where the signal 
ing processing is performed by the session management 
server in a centralized manner, and FIG. 54 is a diagram 
illustrating a sequence of operations of the communication 
system according to the present invention in the case where 
the signaling processing is performed by the session manage 
ment server in a centralized manner. In this case, it is unnec 
essary to change the functions of each user terminal, each 
provider-side edge L2 Switch, and other equipment arranged 
on the provider side. 
As explained above, when the signaling processing is per 

formed by the session management server in a centralized 
manner, each subscriber-side edge L2 switch transfers both 
the main-signal frames and management frames by hardware. 
Therefore, processing load imposed on each Subscriber-side 
edge L2 Switch can be greatly reduced. Although the process 
ing for the session management is centralized, the processing 
for the session management is performed by a dedicated 
apparatus (server). Therefore, it is easy to upgrade a CPU and 
a memory corresponding to increase in the amount of pro 
cessing. Alternatively, it is possible to perform the processing 
for the session management in a distributed manner by using 
a load balancer and a plurality of servers. 
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(12) Other Function of Session Management Server 

Another function of the session management server is 
explained below. 
The session management server produces an ARP relay 

table based on the session management table when the user 
authentication is completed. When each subscriber-side edge 
L2 switch receives an ARP request frame from a user termi 
nal, the Subscriber-side edge L2 Switch recognizes that the 
received frame is an ARP request frame, based on the 
“ETHERTYPE field (="0x0806”) of the received frame, 
attaches a tag to the ARP request frame, and transfers the 
tagged ARP request frame to the session management server, 
as illustrated in FIG. 55, which is an explanatory diagram 
illustrating transfer of ARP frames between each user termi 
nal and the session management server through a Subscriber 
side edge L2 Switch. The tag is predetermined in the access 
network 6' so as to indicate that the frame is an ARP request 
frame. In addition, the access network 6' is configured so that 
the tagged ARP request frame is transferred to the session 
management server by using a known management protocol 
such as GVRP. That is, although the ARP request frame does 
not contain a definite destination MAC address, unnecessary 
broadcasting of the ARP request frame does not occur. 
When the session management server receives the ARP 

request frame, and a hit occurs in the ARP relay table, the 
session management server returns an ARP reply frame to the 
user terminal on behalf of a target service provider of the ARP 
request, as illustrated in FIG. 56, which is a diagram illustrat 
ing a sequence of ARP relay operations in the case where the 
session management server returns an ARP reply. Alterna 
tively, the session management server converts the broadcast 
ARP request frame to a unicast ARP request frame, attaches 
a tag corresponding to a target service provider, and transfers 
the tagged unicast ARP request frame to only the target Ser 
vice provider, as illustrated in FIG. 57, which is a diagram 
illustrating another sequence of ARP relay operations in the 
case where the session management server converts a broad 
cast ARP request frame to a unicast ARP request frame. Thus, 
IPoE frames can be transmitted while maintaining user con 
cealment. 

(13) Handling of Encapsulated Main-signal Frame 
The communication system according to the present inven 

tion can be modified to enable handling of encapsulated 
main-signal frames, as well as the IPoE main-signal frames, 
as explained below. 
As explained before with reference to FIG. 12, when each 

subscriber-side edge L2 switch receives a PPPoE frame in 
which the “ETHER TYPE field indicates “Ox8864, the 
PPPoE frame is passed to the CPU202 for software process 
ing. In order to enable handling of encapsulated main-signal 
frames, the CPU 202 determines whether or not the PPP 
PROTOCOL value of the received PPPoE frame is “Ox0021, 
i.e., the PPPoE frame is an IP data packet encapsulated in 
accordance with PPPoE, the CPU202 refers to the MAC-VID 
table T2b, obtains a VLAN-ID corresponding to a target 
service provider, decapsulates the encapsulated IP data 
packet so as to forman IPoE frame, attaches a tag to the IPoE 
frame, and transfers the IPoE frame to the access network 6'. 
When the MAC-VID table T2b does not include a VLAN-ID 
corresponding to a target Service provider, the received 
PPPoE frame is discarded. 

In the above case, it is unnecessary to change the functions 
of each core Switch, each provider-side edge L2 Switch, and 
other equipment arranged on the provider side. 

In addition, when each subscriber-side edge L2 switch 
receives a downstream frame from a service provider, the 
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Subscriber-side edge L2 Switch encapsulates the downstream 
frame in accordance with PPPoE, and transfers the encapsu 
lated downstream frame to a user terminal. 

Further, a virtual router function, which is equivalent to the 
conventional B-RAS, is realized as follows. 
When each subscriber-side edge L2 switch decapsulates an 

IP over PPP over Ethernet frame (encapsulated IP frame) 
received from a user terminal so as to forman IPoE frame, and 
transfers the IPoE frame to the access network 6', the sub 
scriber-side edge L2 switch replaces the source MAC address 
in the IPoE frame with the MAC address of the subscriber 
side edge L2 switch, and the destination MAC address in the 
IPoE frame with the MAC address of the target provider edge 
router. In addition, When each subscriber-side edge L2 switch 
receives a downstream frame including the MAC address of 
the subscriber-side edge L2 switch as the destination MAC 
address, encapsulates the downstream IPoE frame so as to 
form a PPPoE frame, and transfers the PPPoE frame to a user 
terminal as a destination, the CPU determines the destination 
user terminal, and replaces the destination MAC address in 
the PPPoE frame with the MAC address of the user terminal, 
and the source MAC address in the PPPoE frame with the 
MAC address of the subscriber-side edge L2 switch. 

Thus, the communication system modified as above can 
accommodate the conventional user terminals which transmit 
to and receive from a subscriber-side edge L2 switch IP data 
in accordance with PPPoE. 

Although the above operations for accommodating the 
conventional user terminals are basically performed by soft 
ware, the operations for accommodating the user terminals 
having the functions according to the present invention can be 
performed at high speed by hardware as explained before 
even when the functions for accommodating the conventional 
user terminals is added to each Subscriber-side edge L2 
Switch. Since the above functions for accommodating the 
conventional user terminals can be realized by modification 
of the software of each subscriber-side edge L2 switch, it is 
easy to modify each Subscriber-side edge L2 Switch accord 
ing to the present invention so as to accommodate the con 
ventional user terminals. 

FIG.58 is a block diagram illustrating the functions of each 
subscriber-side edge L2 switch in the case where the func 
tions of accommodating the conventional user terminals are 
added, and FIG. 59 is an explanatory diagram illustrating 
decapsulation, tagging, and untagging of an upstream main 
signal frame; tagging, untagging, and encapsulation of a 
downstream main-signal frame; and protocol stacks relating 
to the transfer of the main-signal frames, in each user termi 
nal, each Subscriber-side edge L2 Switch, each core Switch, 
each provider-side edge L2 Switch, and a provider edge 
rOuter. 

(14) Communication Program 
The functions of each user terminal according to present 

invention described above can be realized by a computer as a 
client computer. The functions of each user terminal can be 
written as a communication program, which can be stored in 
a computer-readable storage medium. That is, the functions 
of each user terminal according to the present invention can 
be realized by a computer which executes the program. The 
computer-readable storage medium may be a magnetic Stor 
age device, a magnetic recording medium, an optical disk, an 
optical magnetic recording medium, a semiconductor 
memory, or the like. 

In order to put the program into the market, the program 
may be stored in a portable storage medium Such as a CD 
ROM or a flexible disk (FD). Alternatively, the programs can 
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be stored in a storage device belonging to a server computer, 
and transferred to another computer through a network. 

In order to execute the program by a computer, the pro 
gram, which is recorded in a portable storage medium or 
transferred from a server computer, is stored in a storage (e.g., 
a hard disk device) belonging to the computer. Then, the 
computer reads the program from the storage, and executes 
processing in accordance with the program. 
(15) Variation of Communication System 

FIG. 60 is a diagram illustrating a variation of the commu 
nication system according to the present invention. In the 
communication system 1a, the access network 6" comprises 
the proxy Radius server 61 and integrated L2 switches 70-1 
and 70-2 each having all of the functions of the subscriber 
side edge L2 switch, the core switch, and the provider-side 
edge L2 Switch. 

In order to realize each of the integrated L2 switches 70-1 
and 70-2, it is necessary for each integrated L2 switch to 
recognize a role (or attribute) of each port. Then, the inte 
grated L2 Switch must behave as a Subscriber-side edge L2 
switch when the integrated L2 switch is located at a sub 
scriber-side edge of the access network 6", or behave as a core 
Switch (i.e., transfer a frame based on a tag attached to the 
frame) when the integrated L2 switch is located inside the 
access network 6" (i.e., when all ports of the integrated L2 
Switch is connected to another element in the access network 
6" such as another integrated L2 switch or the proxy Radius 
server 61), or behave as a provider-side edge L2 switch when 
the integrated L2 Switch is located at a provider-side edge of 
the access network 6". 

In order to realize the above operations, the aforemen 
tioned port attribute table T2d is modified by adding infor 
mation items (columns) “PORTATTRIBUTE and “VID. 
One of the added information item “PORTATTRIBUTE 

indicates whether each port is connected to a user terminal, a 
service provider, or another network element in the access 
network 6" such as another integrated L2 switch or the proxy 
Radius server 61. FIG. 61 is a diagram illustrating an example 
of a port attribute table which is held in each integrated L2 
switch 70-1 or 70-2 when the integrated L2 switch is located 
at a subscriber-side edge of the access network 6", and FIG. 
62 is a diagram illustrating an example of a port attribute table 
which is held in each integrated L2 switch 70-1 or 70-2 when 
the integrated L2 Switch is located at a provider-side edge of 
the access network 6", and a port VID table produced based 
on the VID values set by the user. 
The contents of the information item “PORT 

ATTRIBUTE can be set by a user in accordance with an 
actual configuration, for example, by inputting commands 
"iconfigure port 1 user and "iconfigure port 5 user' through 
a command line interface. 

Each integrated L2 Switch is configured to automatically 
set default values of the other information items "RECEP 
TION FRAME”, “BROADCAST FILTERING”, and 
“TAGGED/UNTAGGED' for each port in the modified port 
attribute table based on the contents of the information item 
“PORTATTRIBUTE'. For example, as the default values for 
each port connected to a user terminal, the information item 
“RECEPTION FRAME is “PPPoE, IP, ARP”, “BROAD 
CAST FILTERING” is “ON”, and “TAGGED/UN 
TAGGED is “Untag”. Thus, it becomes unnecessary to set 
the information items “RECEPTION FRAME, “BROAD 
CAST FILTERING”, and “TAGGED/UNTAGGED one by 
O 

The other added information item “VID is provided for 
allowing static setting of the value of the VLAN-ID. That is, 
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the value of the information item “VID' can be set at the same 
time as the setting of the contents of the information item 
“PORT ATTRIBUTE'. For example, when a command 
"iconfigure port 7xsp vid 12 is input, the information item 
“PORT ATTRIBUTE for the port 7 is set to “xsp”, and the 
information item “VID for the port 7 is set to “12. 

In addition, the aforementioned port VID table, which is 
referred to by the third transfer control unit 32 in each inte 
grated L2 Switch located at a provider-side edge of the access 
network 6", is registered based on the above setting of the 
information item “VID' in the port attribute table, as illus 
trated in FIG. 62. When each integrated L2 switch located at 
a provider-side edge of the access network 6" receives a 
main-signal frame from a service provider, the integrated L2 
switch recognizes a VID (VLAN-ID) by referring to the port 
VID table, and transfers the main-signal frame by referring to 
the forwarding table provided corresponding to the VID 
value. The forwarding table is automatically produced by 
address learning. Since the VIDS corresponding to the ports 
connected to the user terminals or other network elements in 
the access network 6" vary with changes in connections 
between the user terminals and the service providers, the 
values of the information item “VID' for the ports connected 
to the user terminals or other network elements in the access 
network 6" are not set in the port attribute table. 
When each integrated L2 switch located at a provider-side 

edge of the access network 6" receives a frame from a service 
provider, the integrated L2 switch checks whether or not a 
type of frame indicated by the “ETHERTYPE field of the 
receive frame is acceptable, by referring to the port attribute 
table, and determines a VLAN-ID corresponding to the main 
signal frame by referring to the port attribute table. The for 
warding processing and the output processing in the inte 
grated L2 switch are identical to the aforementioned 
forwarding processing and output processing of the provider 
side edge L2 switch. When each integrated L2 switch located 
at a subscriber-side edge of or inside the access network 6" 
receives a frame, the operations of the integrated L2 Switch 
are identical to the aforementioned operations of the sub 
scriber-side edge L2 switch or the core switch. FIG. 63 is a 
block diagram illustrating the functions of each integrated L2 
Switch, and FIG. 64 is a flow diagram illustrating a sequence 
of operations performed by each integrated L2 Switch. 
(10) Other Matters 

(i) The foregoing is considered as illustrative only of the 
principle of the present invention. Further, since numerous 
modifications and changes will readily occur to those skilled 
in the art, it is not desired to limit the invention to the exact 
construction and applications shown and described, and 
accordingly, all suitable modifications and equivalents may 
be regarded as falling within the scope of the invention in the 
appended claims and their equivalents. 

(ii) All of the contents of the Japanese patent application, 
No.2001-246400 are incorporated into this specification by 
reference. 

What is claimed is: 
1. A communication system comprising: 
(a) an access network on which a virtual private network is 

established; 
(b) a service provider coupled to said access network; and 
(c) user terminals comprising: 
a user-side session management unit that performs pro 

cessing for designation of the service provider, user 
authentication, and IP address assignment, by using a 
signaling protocol to exchange management frames 
with the access network in an authentication phase, and 
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a main-signal transmission-and-reception unit that 

exchanges main-signal frames with said service pro 
vider by using IPoE protocols over the virtual private 
network established on said access network in a com 
munication phase, wherein the main-signal frames 
being distinguishable from the management frames on 
the basis of Ether Type field values as part of Layer 2 
header information; and 

(d) a subscriber-side edge switch placed between said 
access network and said user terminal, comprising: 

a transfer control unit that transfers a first main signal 
frame from the user terminal to the access network and 
a second main-signal frame from the access network to 
the user terminal, and 

a said network-side session management unit performs 
processing for signaling control, wherein 

said transfer control unit attaches to the first main-signal 
frame a tag indicating the first virtual private network 
when transferring the first main-signal frame from the 
user terminal to the access network, and 

said transfer control unit removes a tag indicating the Vir 
tual private network from the second main-signal frame 
when transferring the second main-signal frame from 
the access network to the user terminal, 

said network-side session management unit comprises a 
first table indicating correspondences between the Layer 
2 address of said user terminal and a session involving 
said user terminal, and performs processing for signal 
ing control by Software using the first table, 

said transfer control unit comprises a second table indicat 
ing correspondence between the Layer 2 address of the 
user terminal and the tag indicating the virtual private 
network connected to said service provider, 

said transfer control unit further comprises a third table 
indicating forwarding information corresponding to 
said service provider, 

said transfer control unit further comprises a fourth table 
indicating attributes of each port of said subscriber-side 
edge Switch, 

said transfer control unit controls the transfer of said main 
signal frames by hardware processing using the second, 
third, and fourth tables, and 

said transfer control unit performs processing for determi 
nation of whether or not an input frame is to be handled 
by the subscriber-side edge switch, and whether an out 
put frame is to be tagged or untagged, and whether or not 
broadcast filtering is activated, and filtering of unicast 
flooding, based on said at least one attribute indicated in 
said fourth table. 

2. The communication system according to claim 1, 
wherein said main-signal transmission-and-reception unit 
transmits a frame for confirming connectivity at regular time 
intervals in said communication phase. 

3. The communication system according to claim 1, 
wherein said user-side session management unit monitors 
transmission and reception of the main-signal frames, and 
terminates a connection with said service provider when said 
user terminal to which said user-side session management 
unit belongs does not transmit or receive a main-signal frame 
for a predetermined time which can be set by a user. 

4. The communication system according to claim 1, 
wherein said transfer control unit decapsulates the first main 
signal frame before the said transfer control unit transfers the 
first main-signal frame, when the first main-signal frame 
received by the subscriber-side edge switch is encapsulated in 
accordance with a PPP protocol. 
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5. The communication system according to claim 1, 
wherein when the user terminal is concurrently connected to 
a plurality of service providers, and said Subscriber-side edge 
Switch receives a frame, said transfer control unit uniquely 
identifies one of the plurality of service providers as a desti 
nation of the frame based on Layer 2 addresses of the user 
terminal and the one of the plurality of service providers. 

6. The communication system according to claim 1, 
wherein when the user terminal is concurrently connected to 
a plurality of service providers, and said Subscriber-side edge 
Switch receives a frame, said transfer control unit uniquely 
identifies one of the plurality of service providers as a desti 
nation of the frame based on a Layer 2 address of the user 
terminal and a Layer 3 address of the one of the plurality of 
service providers. 

7. The communication system according to claim 1, 
wherein said access network comprises a Subscriber-side 
edge Switch including a network-side session management 
unit and a transfer control unit, 

said network-side session management unit performs pro 
cessing for signaling control, 

when the user terminal is concurrently connected to a plu 
rality of service providers, said network-side session 
management unit delivers to the user terminal a plurality 
of tags corresponding to the plurality of service provid 
ers during the processing for signaling control, 

in order to transmit a main-signal frame from said user 
terminal to one of the plurality of service providers, said 
main-signal transmission-and-reception unit in the user 
terminal attaches to the main-signal frame one of the 
plurality of tags corresponding to the one of the plurality 
of service providers, and transmits said main-signal 
frame to said Subscriber-side edge Switch, and 

when said Subscriber-side edge Switch receives the main 
signal frame from the user terminal, the subscriber-side 
edge switch identifies the one of the plurality of service 
providers as a destination of the main-signal frame, 
based on the one of the plurality of tags. 

8. The communication system according to claim 1, 
wherein said access network comprises a provider-side edge 
Switch having a first transfer control unit, a second transfer 
control unit, and a plurality of ports respectively connected to 
a plurality of service providers, 
when said provider-side edge Switch receives a first main 

signal frame from a first user terminal through said 
access network, and a first tag indicating a first service 
provider is attached to the first main-signal frame, said 
first transfer control unit recognizes the first service 
provider based on the first tag, removes the first tag from 
the first main-signal frame, and transfers the first main 
signal frame through a first port to the first service pro 
vider, and 

when said provider-side edge Switch receives a second 
main-signal frame from a second service provider 
through a second port, said second transfer control unit 
recognizes the second service provider based on the 
second port, attaches to the second main-signal frame a 
second tag indicating the second service provider, and 
transfers the second main-signal frame toward a second 
user terminal connected to the second service provider. 

9. The communication system according to claim 1, further 
comprising a communication control server which controls 
operations for authentication in a centralized manner, where 
the operations for authentication includes collection of 
authentication information from each of a plurality of user 
terminals, transfer of the authentication information to said 
service provider to which one of said plurality of user termi 
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nals is connected, and transfer of an authentication frame to 
said each of the plurality of user terminals, and the authenti 
cation frame indicates a result of an operation for authentica 
tion performed by said service provider. 

10. The communication system according to claim 1, fur 
ther comprising a communication control server including a 
network-side session management unit which performs pro 
cessing for signaling control, 

said access network comprises a Subscriber-side edge 
Switch including a transfer control unit which is sepa 
rately arranged from the network-side session manage 
ment unit, 

when said subscriber-side edge switch receives a first 
main-signal frame from a first user terminal, said trans 
fer control unit attaches to the first main-signal frame a 
first tag indicating a first virtual private network, and 
transfers the first main-signal frame through the access 
network, and 

when said Subscriber-side edge Switch receives a second 
main-signal frame transferred through the access net 
work, and a second tag indicating a second virtual pri 
vate network is attached to the second main-signal 
frame, said transfer control unit removes the second tag 
from the second main-signal frame, and transfers the 
second main-signal frame to a second user terminal. 

11. The communication system according to claim 10, 
wherein said Subscriber-side edge Switch attaches to each 
management frame transferred from a third user terminal a 
tag indicating that the third user terminal is connected to the 
Subscriber-side edge Switch, and transfers the management 
frame to said communication control server by hardware 
processing, and 
when authentication Succeeds, said communication con 

trol server remotely configures a table in said subscriber 
side edge Switch, and said table indicates information for 
identification of each of a plurality of service providers. 

12. The communication system according to claim 10, 
wherein said communication control server produces a table 
indicating at least one correspondence between at least one 
Layer 2 address and at least one Layer 3 address, and 

said Subscriber-side edge Switch performs an address reso 
lution by hardware processing for transferring to the 
communication control server a request for a Layer 2 
address corresponding to a Layer 3 address of a desti 
nation indicated in the request. 

13. The communication system of claim 1 further compris 
ing a communication control server including 

an authentication control unit which controls operations 
for authentication in a centralized manner so that the 
communication control server behaves as an authentica 
tion server, where the operations for authentication 
includes collection of authentication information from 
the user terminal, transfer of the authentication informa 
tion to at least one service provider to which the user 
terminal is connected, and transfer of an authentication 
frame to the user terminal, and the authentication frame 
indicates a result of an operation for authentication per 
formed by said at least one service provider; and 

a session management unit which performs processing for 
signaling control so that the communication control 
server behaves as a session management server. 

14. A subscriber-side edge Switch for connecting a service 
provider and a user terminals through an access network on 
which a virtual private network is established, comprising: 

a transfer control unit; and 
a network-side session management unit which performs 

processing for signaling control; and wherein 
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said Subscriber-side edge Switch includes a mapping of 
MAC addresses of use terminals and service providers 
on virtual private networks, and 

when said subscriber- side edge switch receives a first 
main-signal frame from a first user terminal, said trans- 5 
fer control unit attaches to the first main-signal frame a 
first tag indicating a first virtual private network, and 
outputs the first main-signal frame over the first virtual 
private network, the first main-signal frame containing a 
MAC address of the first user terminal as a source MAC 
address, and 

when said Subscriber-side edge Switch receives a second 
main-signal frame from a service provider, and a second 
tag indicating a second virtual private network is 
attached to the second main-signal frame, said transfer 
control unit removes the second tag from the second 
main-signal frame, and outputs the second main-signal 
frame toward a second user terminal, the second main 
signal frame containing a MAC address of the service 
provider as source MAC address; 

10 

said network-side session management unit comprises a 
first table indicating at least one correspondence 
between at least one Layer 2 address of at least one user 
terminal and at least one session with the at least one user 
terminal, and performs processing for signaling control 
by software using the first table, and 

said transfer control unit comprises, 
a second table indicating at least one correspondence 

between said at least one Layer 2 address and at least 30 
one tag each indicating a virtual private network con 
nected to a service provider, 

a third table indicating forwarding information corre 
sponding to at least one service provider, and 

a fourth table indicating at least one attribute of each of 
at least one port of said Subscriber-side edge Switch, 

said transfer control unit controls output of said first and 
second main-signal frames by hardware processing 
using the second, third, and fourth tables, and performs 4 
processing for determination of whether or not an input 
frame is to be handled by the subscriber-side edge 
Switch, and whether an output frame is to be tagged or 
untagged, and whether or not broadcast filtering is acti 

44 
vated, and filtering of unicast flooding, based on said at 
least one attribute indicated in said fourth table. 

15. The subscriber-side edge switch according to claim 14, 
further comprising an address resolution unit which produces 
a table indicating at least one correspondence between at least 
one Layer 2 address and at least one Layer 3 address, and 
returns a response to a first request for a Layer 2 address 
corresponding to a Layer 3 address of a destination indicated 
in the first request, by referring to said table, on behalf of the 
destination, where the response contains said Layer 2 address 
corresponding to the Layer 3 address of the destination. 

16. The subscriber-side edge switch according to claim 15, 
wherein said address resolution unit unicasts a second request 
indicating a Layer 2 address of a source of said first request, 
to said destination indicated in the first request. 

17. The subscriber-side edge switch according to claim 14, 
wherein said transfer control unit uniquely identifies one of a 
plurality of service providers as a destination of a frame based 
on Layer 2 addresses of a user terminal and the one of the 
plurality of service providers when the user terminal is con 
currently connected to the plurality of service providers, and 
said subscriber-side edge switch receives the frame. 

18. The subscriber-side edge switch according to claim 14, 
wherein said transfer control unit uniquely identifies one of a 

5 plurality of service providers as a destination of a frame based 
on a Layer 2 address of a user terminal and a Layer 3 address 
of the one of the plurality of service providers when the user 
terminal is concurrently connected to the plurality of service 
providers, and said Subscriber-side edge Switch receives the 
frame. 

19. The subscriber-side edge switch according to claim 14, 
wherein said network-side session management unit outputs 
toward a user terminal a plurality of tags corresponding to a 
plurality of service providers during the processing for sig 
naling control when the user terminal is concurrently con 
nected to the plurality of service providers. 

20. The subscriber-side edge switch according to claim 14, 
wherein, said transfer control unit decapsulates a main-signal 
frame before the transfer control unit transfers the main 

O signal frame, when the main-signal frame is encapsulated in 
accordance with a PPP protocol, and received by the sub 
scriber-side edge Switch. 
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