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SECURE REMOTE MANAGEMENT 
APPLIANCE 

CROSS REFERENCE TO RELATED APPLIANCE 

The present application claims priority from U.S. Provi 
sional Application Ser. No. 60/388,287 filed Jun. 13, 2002 
and U.S. Provisional Application Ser. No. 60/438,282 filed 
Jan. 6, 2003. The present invention is related to the invention 
described in co-owned, co-pending patent application Ser. 
No. 10/461,820 filed on Jun. 13, 2003, incorporated herein by 
reference. 

TECHNICAL FIELD OF THE INVENTION 

The present invention relates in general to methods and 
apparatus used in managing devices or elements in a commu 
nication network and more particularly to methods and appa 
ratus for remote management of these devices or elements in 
a SCU al. 

BACKGROUND OF THE INVENTION 

In computer networks with distributed networking ele 
ments such as routers and Switches, the vast majority of the 
networking elements are not in the same geographic location 
or easily accessible by the skilled technicians or network 
administrators typically responsible for normal maintenance 
of the elements. Not only do these technicians and adminis 
trators require regular access to the network elements for 
maintenance, but they also need timely access to the network 
elements when problems arise in order to perform trouble 
shooting and resolving problems. The more quickly a net 
work administrator can access the elements in the network for 
troubleshooting the shorter the mean-time-to-repair (MTTR) 
an outage in the network. 

In general, it is not practical to require physical access to 
the network elements for general maintenance or trouble 
shooting and repair. The costs would be prohibitive, both in 
time and personal, to require a skilled technician to be dis 
patched for every required activity on an element. This has 
driven a strong requirement to provide for remote manage 
ment of network elements. A number of means have been 
developed to provide for remote management of the network 
elements. Remote management of the elements can be pro 
vided in-band (the remote administrator communicates with 
the network element using the network of which the element 
is a part) or out-of-band (the remote administrator communi 
cates with the network element using a means other than the 
network of which the network element is a part). Typically, 
when out-of-band remote management is utilized, the admin 
istrator is connecting to a console or management port on the 
network elements. 

However, the security of the network elements is a concern 
when remote management is allowed. For a network element 
to be secure, it must first of all be physically secure from 
attack. Without physical security, it is almost certain an 
attacker can compromise a network element. If management 
of the element requires physical access to the element then the 
security of the management is as strong as the physical Secu 
rity. But, as stated above, in most networks this is not practi 
cal. It is important though, to realize that opening up a device 
to remote management allows a larger window for attackers 
to utilize in an attack. The use and security of remote man 
agement must be carefully considered. 
The struggle to find a workable compromise between the 

utility of remote management of network elements and the 
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2 
need to maintain the security of the network elements can 
clearly be seen in “The Router Security Configuration Guide' 
published by the National Security Agency. On page 49 of the 
guide it is recommended that a terminal (or computer) be a 
stand-alone device protected from unauthorized access. This 
goes back to requiring physical access to the network element 
in order to access the console or management port. On page 
47 the guide also states, “Permitting direct dial-in to any vital 
piece of network infrastructure is potentially very risky ...”. 
In-band management methods often depend to one degree or 
another on the security of the network the element is a part of 
to protect the management traffic. While this might provide a 
reasonable level of protection from external attacks (initiated 
from outside the network), it generally will not provide a 
sufficient level of protection from an internal attack (initiated 
from inside a network). To help reduce the Vulnerability to 
internal attack, the “The Router Security Configuration 
Guide' has recommendation using a dedicated network or at 
least dedicated network segments for remote network admin 
istration of routers. Building out a dedicated network for 
management would be quite expensive for most networks. 

There are definite advantages to having an out-of-band 
remote management connection to network elements that 
utilize connectivity that is diverse from the primary network 
connection. One of the primary purposes of the remote man 
agement connection is to assist the remote administrator or 
technician in troubleshooting network problems. With in 
band management, if a network problem has hindered con 
nectivity to a network element, management connectivity to 
that element could be lost when it is needed the most. An 
out-of-band management solution is more likely to allow the 
administrator or technician to still remotely access the net 
work element to troubleshoot and resolve the network prob 
lem in a timely manor. Also, the out-of-band management 
connection providing connectivity to the console or manage 
ment port of an element might be available for the initial 
configuration of the device whereas an in-band management 
connection might not be available for initial configuration. It 
is also possible that some functions can only be performed 
using the console or management port of the element. An 
example of this would be Password Recovery on a Cisco 
router. While a dedicated and secure out-of-band network 
would be the most preferable solution for out-of-band man 
agement from a security standpoint, the cost of Such a solu 
tion is generally prohibitive. While some form of public 
shared network, such as the Public Switched Telephone Net 
work (PSTN) or an Integrated Services Digital Network 
(ISDN) provides the most cost effective solution for a diverse 
out-of-band connection, the security of Such solutions is a 
major concern. 
The most straightforward means of providing out-of-band 

connectivity to a network element is to place a modem on the 
console port of a networking element connecting it to the 
PSTN. However, any perimeter security for the network such 
as firewalls and access-lists has just been completely 
bypassed providing a Vulnerable point for intruders to attack. 
Ifanattacker knows or can determine the phone number of the 
modem then the only security is the logon protection on the 
networking element itself. War dialers will generally find 
phone numbers connected to modems. 

It is important to realize that most protocols used for assist 
ing in the remote management of network elements do not 
provide for the confidentiality or integrity of the information 
being transmitted between the remote administrator and the 
network element or strong authentication of the parties 
involved. This is especially critical if a public shared network 
such as the PSTN is utilized for the out-of-band connectivity. 
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For instance, the protocol most frequently utilized for remote 
login to network elements (Telnet) transmits traffic in the 
clear (any one who can tap into or Sniff the network can 
capture and understand the traffic). It would not be uncom 
mon for a remote administrator to be transmitting passwords 
and device configurations over Such a connection. If an 
attacker were able to insert himself in the middle of such a 
connection, even more attacks would be possible. 

Maintenance and troubleshooting of network element 
problems can often be facilitated by the element having the 
element maintain an accurate time clock. One way of keeping 
the clock accurate on an element is to allow the network to set 
the clock utilizing a protocol such as Network Time Protocol 
(NTP). If an attacker were able to alter or interfere with NTP 
the smooth operation of the network could be interfered with. 
Some network elements utilize Hypertext Transfer Proto 

col (HTTP) or Hypertext Transfer Protocol over Secure 
Socket Layer (HTTPS) for managing the network element. 
HTTP transmits information in the clear and is susceptible to 
impersonation and data compromise. Often HTTPS is only 
authenticating the server to the client. For remote manage 
ment, mutual authentication can be important. 
A common difficulty in maintaining the elements of a 

network is keeping the Software on the elements updated with 
patches that protect them from new exploits by hackers and 
crackers. One of the functions of firewalls is to protect the 
elements behind them from the exploits so that it is not as 
critical to keep protected elements updated. However, this 
does require the firewalls to be updated regularly to protect 
the elements from new exploits. Keeping the firewalls 
updated can be difficult. 
An object of the invention is to utilize standard packet 

filtering firewall methods to restrict access to the management 
interfaces based on factors such as the Source address of the 
connection request. 

Another object of the invention is to use strong authenti 
cation to verify the identity of the user and restrict access 
based on the identity of the user. 

Another object of the invention is to use an Access Control 
Server (ACS) to allow for centralized authentication and 
authorization of users as well as to log accounting informa 
tion. 

Another object of the invention is to restrict functions and 
protocols allowed to access the management interfaces to 
those necessary for remote management of that network ele 
ment. 
Another object of the invention is to dynamically update 

the rules used for restricting access to the management inter 
faces. 

Another object of the invention is to protect the console 
port from privilege hijacking. 

Another object of the invention is to provide for the confi 
dentiality and integrity of the information transmitted 
between the remote administrator and the management inter 
faces. 

Another object of the invention is to monitor the manage 
ment ports and the network connections the SRMA utilizes 
for proper functioning and alert management software upon 
failure. 

Another object of the invention is to monitor connections 
for possible attacks and report possible attacks to Intrusion 
Detection System management software. 

Another object of the invention is to build a secure connec 
tion to a network providing network services both over an 
in-band connection and over an out-of-band connection. 

Another object of the invention is to access network ser 
vices such as ACS, DNS, NTP. Network Management Sta 
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4 
tions, Logging Servers, and Intrusion Detection Systems 
management stations over either an in-band network connec 
tion or an out-of-band network connection (or both) and 
dynamically switch between which network is being utilized 
for the service. 

Another object of the invention is to allow a remote admin 
istrator or technician to access the management interfaces via 
eitheran in-band connection oran out-of-band connection (or 
both). 

Yet another object of the invention is to provide auditing 
information about attempted connections (successful and 
unsuccessful) to the management interfaces. 

Yet another object of the invention is to alert management 
Software on unsuccessful attempt to connect to management 
interfaces. 

Yet another object of the invention is to provide for proto 
col conversion between the connection from the remote 
administrator to the SRMA and from the SRMA to the net 
work element over the management interface. 

Yet another object of the invention is to protect the man 
agement interfaces from HTTP and HTTPS attacks and 
authenticate an HTTP/S client. 

Yet another object of the invention is to be managed 
through the in-band connection, the out-of-band connection, 
or the SRMA console port. 
A further object of the invention is to be managed using a 

command line interface or using HTTPS. 
A further object of the invention is to be configured to 

automatically check for updates to the SRMA software or 
protection database. 
A further object of the invention is to provide the end-point 

for an in-band or out-of-band connection from the SRMA to 
the network providing network services which connection 
can be secured using protocols such as IPSec or may be 
unsecured. 
A further object of the invention is to provide the ability to 

switch the path being utilized for network services, in par 
ticular, the SRMA will be able to utilize an in-band connec 
tion for network services when available and switch to using 
an out-of-band connection for network services when it is not 
available. 
A further object of the invention is to provide a proxy 

firewall for a command line interface (CLI) via an in-band 
connection or an out-of-band connection from the remote 
administrator to the SRMA. All connections to the manage 
ment interface of the managed device must go through the 
SRMA. This CLI proxy provides user authentication by 
whatever means are configured (possibly utilizing a central 
ized authentication server); the ability to restrict certain com 
mands from being executed; command spoofing from the 
SRMA to the device being managed (as in spoofing a logoff 
command when the console connection is disconnected); a 
secure connection from the remote administrator's network 
to the SRMA utilizing protocols such as IPSec or SSH; and 
customized features based upon the device being managed. 

Finally, it is an object of the present invention to accom 
plish the foregoing objectives in a simple and cost effective 
a. 

SUMMARY OF THE INVENTION 

The present invention addresses the foregoing problems, as 
well as other problems, by providing an exemplary embodi 
ment of a Secure Remote Management ApplianceTM 
(SRMA). In this preferred exemplary embodiment, the 
SRMA is implemented as a stand-alone appliance; however, 
this is not intended to limit the implementation of these fea 
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tures to a stand-alone appliance. These features also can be 
combined with other hardware and software features such as 
being integrated with a modem or with the console of a 
device. Some of the features of the SRMA can also be imple 
mented separately. Such implementations would still be 
within the spirit and scope of this invention. 

The primary purpose of the SRMA is to provide a firewall 
to protect the network element interfaces used for remotely 
managing the element from attack. In particular, the SRMA is 
intended to protect the console or management port of a 
network element and to protect network segments dedicated 
to network management. 

The SRMA allows the use of shared networks including 
public networks such as the Internet, the PSTN, or a corporate 
backbone networkfor secure network management while still 
providing for the confidentiality and integrity of the manage 
ment data. The SRMA increases both the security and the 
availability of remote management of devices. 
The initial release of the SRMA provides secure remote 

access for network administrators to the console port of a 
device or virtual terminal access through a dedicated segment 
for management of a device. The SRMA allows for access 
selectivity at a user level and at a network address level. 
The SRMA can utilize network services to provide a cen 

tralized and Scalable solution for secure remote management 
of the network. Some of the network services accessed can 
include an Access Control Server (ACS) to provide for cen 
tralized strong authentication and authorization at the user 
level, a NTP server to provide time synchronization for the 
SRMA, a Domain Name Server (DNS) to provide name reso 
lution for the SRMA, a logging server to provide for central 
ized logging, and a network management station to provide 
for centralized management of the SRMA and the devices the 
SRMA is protecting, utilizing a protocol such as Simple 
Network Management Protocol (SNMP). The SRMA can 
access the network services via a connection to the backbone 
network (or an operations Support network) or via a tunnel 
through the out-of-band network to the backbone network. 

While many of the building blocks of the SRMA are in 
common use today, they have never been combined in Such a 
way as to solve the problem of securing remote management. 
Since there is a very strong need for securing remote man 
agement yet this has not been done, it is clearly not obvious to 
do this to one of ordinary skill in this area. This invention 
combines these building blocks along with additional new 
features to solve the shortcomings in remote management. 

BRIEF DESCRIPTION OF THE DRAWINGS 

FIG. 1 illustrates Dial-in Access to SRMA 
FIG. 2 illustrates SRMA Connections 
FIG. 3 illustrates a PSTN Out-of-Band Network 
FIG. 4 illustrates Network Gateway to Out-of-Band Net 

work 
FIG. 5 illustrates ISP Access to SRMA 
FIG. 6 illustrates Utilizing VPN Tunnel for SRMA Access 

to Network Services 
FIG. 7 illustrates In-Band and Out-of-Band Access to NS 
FIG. 8 illustrates the SRMA functioning as a proxy firewall 
FIG. 9 is a block diagram of an SRMA filtering process 
FIG. 10 is a block diagram of a new connection authenti 

cation process 
FIG. 11 is a block diagram of a command verification 

process 
FIG. 12 is a block diagram showing a network server 

connection process 
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6 
FIG. 13 is a block diagram showing a network server 

reconnection process 
FIG.14 illustrates a typical setup of a modem connection to 

a network device Such as a router. 
FIG. 15 illustrates typical password protection on a router 

using TACACS+ and an ACS. 
FIG. 16 illustrates typical password and challenge protec 

tion on a Network Access Server using RADIUS and an ACS. 
FIG. 17 illustrates an SRMA connection both to a router 

console port, a PSTN, and a data network. 
FIG. 18 illustrates a logical component breakdown of a 

preferred exemplary embodiment of the present invention. 
FIG. 19 illustrates a logical component breakdown of an 

additional preferred exemplary embodiment of the present 
invention. 

FIG. 20 illustrates a logical component breakdown of an 
additional preferred exemplary embodiment of the present 
invention. 

FIG. 21 illustrates a logical component breakdown of an 
additional preferred exemplary embodiment of the present 
invention. 

FIG. 22 shows sample flows used for an exemplary 
embodiment of Isolated Challenge Mode Authentication. 

FIG. 23 shows sample flows for an additional exemplary 
embodiment of Isolated Challenge Mode Authentication. 

FIG. 24 shows the SRMA in pass through mode. 
FIG. 25 shows the SRMA in authenticated pass through 

mode. 

FIG. 26 shows the SRMA acting as a logical bridge for the 
connection from the remote user to the network device. 

FIG. 27 shows the SRMA acting as an application gateway 
with a secure network level connection from the remote user 
to the SRMA. 

FIG. 28 shows the SRMA acting as an application gateway 
with a secure application level connection from the remote 
user to the SRMA. 

FIG. 29 illustrates using modem parameter negotiation to 
modify the operating mode of the SRMA 

FIG. 30 illustrates the SRMA connecting directly to a 
network management station over the PSTN to report net 
work status information. 

FIG.31 illustrates the SRMA connecting over the PSTN to 
a NAS to establish connectivity to a Network Management 
Station. 

FIG. 32 illustrates a remote administrator connecting to a 
router console port over the in-band network. 

FIG.33 illustrates a remote administrator connecting to a 
virtual terminal port on a router through the SRMA. 

FIG. 34 illustrates a sample circuit for monitoring the 
Voltage on a telephone line. 

FIG.35 illustrates the path of the call test setup (1) and the 
call test (2) for call testing. 

FIG. 36 illustrates the SRMA initiating a test of receiving 
a call. 

FIG. 37 illustrates the SRMA initiating a test of placing a 
call. 

FIG. 38.illustrates the Call Test Server initiating a test of 
the SRMA placing a call. 

FIG. 39 illustrates the Call Test Server initiating a test of 
the SRMA receiving a call. 

FIG. 40 illustrates the SRMA connectivity to an applica 
tion to allow dynamic blocking of calls to the SRMA over the 
PSTN. 
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FIG. 41 shows a flowchart of the dial tone testing of a 
telephone line. 

DETAILED DESCRIPTION 

FIG. 1 illustrates the positioning of the SRMA device in a 
network utilizing a PSTN as the out-of-band network. 
As shown in FIG. 2, the SRMA has three categories of 

connections: 
Management Connections are connections from the 

SRMA to the interfaces on the end device utilized for man 
aging the device which can be a console connection and/or a 
connection to a dedicated management segment 

Out-of-Band Connections are connections from the remote 
administrator to the SRMA that are not a part of the network 
being managed 

In-Band Connections are connections from the SRMA to 
the data network being managed or the standard operations 
Support network 
Management Connections 
Management Connections can take two forms, connec 

tions to the console or management port of the device or 
connections to network segments that are dedicated to device 
management. 

Access to the console port of the network element is gen 
erally via an RS-232 serial interface. The SRMA can have 
multiple connections for accessing device consoles. 

Access to a dedicated network segment for network man 
agement can be any type of network, but in today's environ 
ment the most likely types of segments would be Ethernet or 
Fast Ethernet segments. Ideally, this would be a back-to-back 
connection to the device being managed, but it can also be an 
interface to a dedicated segment Such as a virtual local area 
network (VLAN) on a switch. In this case, multiple network 
elements can be managed via the dedicated segment. The 
SRMA can also support multiple interfaces to dedicated man 
agement Segments. 

Out-of-Band Connections 
The out-of-band connection type requirement would be 

determined by the modem or device used to access the sec 
ondary network. With an analog modem this would generally 
be a serial RS-232 connection to the modem. With broadband 
modems, this would generally be an Ethernet interface. 
In-Band Connections 
The in-band connection is an interface from the SRMA to 

the network being managed. Typically the SRMA will use 
this network to get to network services like an ACS server, a 
DNS server, a logging server, a network management station, 
or an NTP server. An in-band connection from the SRMA to 
the in-band network provides a path to the network services 
that should be “always up”. This interface can be of any 
Supported interface type that can access the primary network. 
Most often this would be either a serial interface or an Ether 
net interface (including possibly Fast Ethernet or even Giga 
bit Ethernet). Often this connection will be to an additional 
interface on the network element being managed. 

There are a number of ways the SRMA can be utilized in a 
network for remote management of the network elements. 
Some of the sample configurations include: 

Secure Console Access via remote administrator dial over 
PSTN 

Secure Console Access via Gateway or Network Access 
Server (NAS) to Out-of-Band Network 

Network Services provided via Out-of-Band Network 
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8 
Secure ConsoleAccess via Remote Administrator Dial Over 
PSTN 

In this scenario shown in FIG. 3, the remote administrator 
is using their workstation to directly dial the PSTN phone 
number for the SRMA in order to access a console connection 
to a network element services by the SRMA. The SRMA 
would set up a point-to-point Internet Protocol (IP) connec 
tion to the remote administrator and the remote administrator 
would run a secure client such as secure shell or an HTTPS 
client on their workstation for communicating with the 
SRMA. This would secure the communications between the 
remote administrator and the SRMA. The SRMA would then 
proxy their terminal requests to the console connection or the 
telnet connection on the dedicated management segment. 
The SRMA can and should be configured to perform 

authentication and authorization of the remote administrator 
before allowing access to the management connection for the 
network element. While the SRMA could be configured with 
a database of authorized administrators, it is also possible to 
utilize an ACS to authenticate and authorize a remote admin 
istrator. The SRMA utilizes its in-band connection to access 
network services such as an ACS in the network using a 
protocol such as Remote Authentication Dial-InUser Service 
(RADIUS) protocol or Terminal Access Controller Access 
Control System (TACACS+). This would allow centralized 
authentication and authorization of the administrators. In this 
type of configuration, if connectivity to the network is down, 
the SRMA would have to revert to allowing access based on 
a locally maintained database. 
Secure Console Access via Gateway or NAS to Out-of-Band 
Network 

FIG. 4 shows another configuration that can be used to 
allow remote administrators access to the SRMA (and then to 
the management connection of the network element) is to 
utilize a NAS to dial out to the SRMA. The administrator 
accesses a port on the NAS utilizing a protocol Such as secure 
shell causing the NAS to dial the SRMA over the PSTN. The 
SRMAthen uses this connection. It would also be possible to 
set up a NAS such that HTTPS traffic to the specified port 
would cause the NAS to dial the SRMA. 
The out-of-band network does not have to be a PSTN 

network. For instance, in FIG. 5, if the SRMA is utilizing a 
Digital Subscriber Line (DSL) connection to an Internet ser 
vice provider(ISP) and the Data Network has a gateway to the 
internet this diagram would work as well (though you would 
really want some sort of virtual private network (VPN) con 
centrator connected to the Internet allowing access only to 
configured SRMA clients). 
Network Services Provided via Out-of-Band Network 
One difficulty with using a centralized ACS is that, on 

occasion, a network administrator is attempting to access a 
network element during problem determination when the 
network connectivity is down. If every time an administrator 
needed to access the management interface to a network 
element when the network access was down they needed to 
know a locally configured password on the SRMA, it would 
be very easy for too many people to get to know that password 
for it to be secure. 

Another alternative is for the SRMA to utilize the out-of 
band network connection for connectivity to the ACS for 
authentication and authorization as well as other network 
services. If the SRMA is utilizing a broadband connection 
such as DSL to access an ISP and then is utilizing a VPN 
client to connect to a VPN gateway on the in-band data 
network, not only can this VPN tunnel be used for remote 
administrator access to the SRMA, but the VPN tunnel can 
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also be used by the SRMA to access network services in the 
data network. The SRMA can be configured to always utilize 
the out-of-band connection for network services, or only to 
utilize it when the in-band connection to the network service 
is down. The connection between the Data Network and the 
Internet would be able to utilize VPN services that exist today 
for VPN gateways. 

In the configurations where a VPN tunnel is being built 
across the out-of-band network as shown in FIG. 6, the net 
work administrator may decide to allow the remote adminis 
ters to use the telnet protocol to access the SRMA if they trust 
the security of the primary Data Network. The telnet traffic 
would travel in the clear between the remote administer and 
the gateway. The gateway would encapsulate the traffic in an 
Internet Protocol Security (IPSec) tunnel providing for data 
confidentiality and integrity as it travels across the 
“untrusted out-of-band network. The SRMA would then 
receive the traffic from the IPSec tunnel and would proxy the 
connection to the console connection or the management 
Segment. 

Even if the out-of-band network is a PSTN dial network, 
this connection can be utilized for the SRMA to access net 
work services (see FIG. 7). This is more likely to be a case 
where the SRMA will generally utilize a connection to the 
primary data network for access to network services, but if 
that connection is down the SRMA will utilize the out-of 
band connection for access to the network services. 
One feature of the SRMA, as shown in FIG.8, is to function 

as a proxy firewall for a device management command line 
interface (CLI). The remote administrator would connect to 
the SRMA CLI proxy for the managed device (preferably 
using a secure protocol such as Secure Shell (SSH) or IPSec). 
The CLI proxy would then connect to the managed device 
using different protocols (such as a virtual terminal protocol 
or Telnet). 
The SRMA can be configured to filter packets on various 

criteria such as origin IP address or telephone number. For 
example, as shown in FIG. 9, if a packet is not from a valid 
source, log information will be recorded and the packet will 
be discarded. If the destination of the packet is for a managed 
device, the packet will be forwarded to the CLI proxy. If the 
destination is not for a managed device, the packet will be 
checked to see if the destination is for a valid operating 
service on the SRMA. If so, it will be forwarded to that 
service. If not, it will be logged and discarded. 
When a request for a new connection to a managed device 

is received, the CLI proxy would use services from the SRMA 
to authenticate who the user is and obtain the list of com 
mands they are authorized to execute, as shown in FIG. 10. 
The SRMA could be utilizing the services of a centralized 
Authentication Services to provide these services to the CLI 
proxy. The CLI proxy can be configured to only allow con 
nections for authenticated users that are authorized to connect 
to the service. Unauthorized connection requests will be dis 
carded. 

FIG. 11 shows one example of a process for authenticating 
a command. When a command from the remote administrator 
arrives at the proxy, the CLI proxy can compare the command 
to the list of commands allowed for the remote administrator. 
The list could be of commands they are allowed to perform, or 
of commands they are not allowed to perform. If the user is 
not authorized to perform the command, the attempt will be 
logged and the command discarded. If the user is authorized 
to perform the command, the command will be forwarded to 
the managed device. 

The SRMA can make extensive use of network service in 
order to facilitate the remote management of network 
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10 
devices. These services and include a centralized authentica 
tion server, a network time server (utilizing a protocol Such as 
NTP), remote logging servers, and network management sta 
tions for reporting. The SRMA is set up to be able to access 
these network servers over multiple interfaces. Some of these 
interfaces will be in-band connections and some can be out 
of-band connections. There are circumstances where it would 
be useful to utilize an in-band connection when available and 
only use the out-of-band connection when the in-band con 
nection is not available. The SRMA can be configured to 
attempt to connect to network services according to a priority 
list starting at the top of the list, see FIG. 12. 

In the event that an existing connection of a network Ser 
vice is lost, the SRMA can attempt to reestablish a connection 
to the network service over another interface, as shown in 
FIG. 13. 
The SRMA may include an integrated modem consisting 

of an interface to a telephone line and a Data Circuit-termi 
nating Equipment (DCE) interface for a connection to Data 
Terminal Equipment (DTE). In addition, the SRMA may 
include one or more additional network interfaces as illus 
trated by FIGS. 17-21. One or more of the additional network 
interfaces could be used for reporting status information to a 
network management station and for allowing for remote 
configuration of the SRMA. This network connection could 
also Support a network protocol (Such as Transmission Con 
trol Protocol/Internet Protocol (TCP/IP)) and application pro 
tocols (such as SNMP Telnet, HTTP, or Secure Shell) to 
facilitate this remote reporting and configuration as well as 
allowing network users access to the SRMA. The connection 
to the primary in-band network could be a serial interface as 
depicted by FIG. 18 and FIG. 21, a local area network (LAN) 
connection as depicted by FIG. 19 and FIG. 20 or any other 
type of network connection. As depicted in FIG. 20, the 
SRMA can Support multiple connections to the primary data 
network. Additional SRMA connections could also be 
included for connections to additional DTEs as depicted in 
FIG. 20. 
The existence of a network connection to the primary data 

network also allows the SRMA to implement client protocols 
for centralized Authentication, Authorization, Accounting, 
and Auditing (AAAA) the same as many other networked 
devices do. An example of such a protocol would be 
RADIUS. This would allow the SRMA to do strong authen 
tication and authorization by connecting to a centralized 
server like Cisco’s Access Control Server and eliminate a 
security hole. FIG.17 illustrates an ACS in the networkfor the 
SRMA to access. 

In the event that the SRMA does not have a management 
connection or is unable to connect to the centralized server, as 
would be the case if the SRMA's connection to the primary 
data network were down, the SRMA can utilize the out-of 
band connection for accessing the network services in many 
cases. In the case when the SRMA cannot access network 
services over the out-of-band connection as well, but the user 
has network connectivity to an appropriate access control 
server and new authentication protocol called Isolated Chal 
lenge Mode (ICM) can be utilized. 

Another example of the usefulness of the isolated chal 
lenge mode of operation can be shown using Cisco routers. 
Today, Cisco routers allow you to specify a sequence of 
authentication and authorization methods and these methods 
are tried in order until a method is able to accept or reject an 
authentication or authorization. For instance, a router may 
have specified to first try TACACS+and then try local authen 
tication (user name and password configured on the router). If 
the router has lost connectivity with the TACACS+ server for 
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whatever reason then centralized authentication and authori 
Zation (and auditing) is gone. The same would be true of 
authorizing the ENABLE privileged mode on the router. If the 
connection to the TACACS+ server is down then the router 
might be configured to accept an enable password configured 
on the router. Often these passwords that are configured 
locally on the routers are configured the same on every router 
in order to administrate the process and these passwords can 
become well known. The isolated challenge mode could be 
the second choice of authentication if the connection to the 
TACACS+ server is down. This would allow continued use of 
centralized authentication of the connecting user even when 
the router is isolated (using the same database the TACACS+ 
server is using). 
The user can connect to the SRMA in several roles. They 

can connect to the SRMA as a user desiring to connect to a 
serial port and will be authenticated for the specific port they 
are trying to connect to, they can connect as a network per 
formance management operator gathering performance sta 
tistics for the SRMA, they can connect as a network manage 
ment administrator, or they can connect as a network 
management security administrator for the SRMA. The Pro 
tection Profile for Switches and Routers, incorporated herein 
by reference, available from the Information Assurance Tech 
nical Framework (IATF) provides more information about 
these rolls. 

While the SRMA would be performing the isolated chal 
lenge authentication and authorization in a terminal mode as 
described above, other situations could make use of a frame or 
packet based isolated challenge mode. Both terminal mode 
and packet mode isolated challenge authentication will be 
discussed in more depth. 
The secure mode of operation of the SRMA allows infor 

mation that would otherwise be transmitted in clear text 
between the user and the router to be encrypted by the SRMA 
and be protected between the SRMA and the user. The infor 
mation would only be in clear text between the router console 
port and the SRMA and both these devices should be physi 
cally secured together. Since some of this information could 
be router configurations and passwords, protecting this infor 
mation is vital. 

There are multiple methods for the SRMA to report status 
information to monitoring stations or for the SRMA to allow 
for remote configuration of the SRMA. The existence of a 
network connection from the SRMA to a data network allows 
the SRMA to regularly report on the status of the SRMA and 
its connections. This status information can be reported via 
standardized means such as SNMP, or via private protocols, 
ora combination of both. Some status information can also be 
reported using the PSTN connection. This is especially 
important if status information is to be communicated when 
the SRMA connection(s) to the data network(s) is (are) down. 
An example of this could be if the serial connection to the 
console port of the router looses the Data Terminal Ready 
signal indicating the console port has either been unplugged 
or gone down. The SRMA can be configured to dial a deter 
mined number and report this outage over the PSTN. 

It is also possible to configure the SRMA to monitor the 
console port for information that is logged to the console, 
filter the console messages, and dial out and send an alert over 
the PSTN for certain error conditions such as a particular 
interface going down. If the interface that went down were the 
interface the router would normally have sent the alert over 
then this might be the only way the alert gets sent. 

The SRMA can also be configured to execute a macro 
before a call is connected to a serial port or when a call is 
disconnected from a serial port. In the case of the serial port 
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12 
being connected to a Cisco console a major advantage of this 
would be or automatically have the SRMA log out a user from 
the console as soon as a call becomes disconnected and not 
allow any new called to connect to that port until the previous 
user has been disconnected. This can be used to force each 
user to log in with their own userid without any risk of them 
inheriting the previous users privileges without logging in. 
The connections from the SRMA to the data network(s) 

allow users to connect to the SRMA and gain access to the 
DTE connections from the SRMA using the primary data 
network as shown in FIG. 32 in addition to the connection to 
the SRMA via the PSTN network. This can reduce long 
distance charges and provide for a faster connection when the 
primary data network connection(s) are up. In addition, the 
user has the option of connecting to the SRMA in secure 
mode over the network, protecting the information from the 
user to the SRMA and then connecting from the SRMA to the 
console port of the router over the serial interface. As shown 
in FIG.33 the SRMA could also be configured to allow the 
user to connect to the SRMA insecure mode and then connect 
to the router over a network connection using Telnet. This 
would still protect the information from the user to the SRMA 
and only expose the information as clear text from the SRMA 
to the router. If the connection from the SRMA to the router 
were a physically secure back-to-back Ethernet connection, 
the exposure of the information would virtually be elimi 
nated. This would be useful where it is impractical to imple 
ment an IPSec connection to the router for management or 
where the router software does not yet support IPSec or 
Secure shell. 
The SRMA includes a means of automatically monitoring 

the status of the connection to the telephone network. This 
monitoring can be accomplished by measuring the Voltage 
levels of the telephone line with a circuit similar to FIG. 34 
and/or by periodically taking the line offshoot and checking 
for dial tone as shown in the flow chart in FIG. 41. If the 
SRMA detects the connection to the telephone network is 
malfunctioning it will notify a monitoring station using the 
management connection over the primary data network. 
The SRMA can also use the network connection to com 

municate with a Test Server to coordinate periodic end-to-end 
tests of the PSTN connections. The Test Server can be con 
figured to dial into the SRMA to verify SRMA in-bound call 
operation and the Test Server can request the SRMA to call 
the Test Server to verify SRMA out-bound call operation. 
FIGS. 36-39 depict this test coordination. 
The SRMA can also monitor an external power source. If 

the SRMA detects a power loss from its external power 
source, it will dial a configured number on the PSTN network 
and notify a monitoring system of the power loss. This could 
requires a UPS for powering the SRMA while it is notifying 
the monitoring platform of the power failure as depicted in 
FIGS. 18-20, or the SRMA could use telephone line powered 
circuitry for reporting the power failure as depicted in FIG. 
21. The SRMA can also be configured to provide power-up 
notification when the SRMA is powered up from external 
power and completes initialization. The SRMA can provide 
the power-up notification using a data network connection if 
it is active or the SRMA can dial a configured telephone 
number on the PSTN network and provide the power-up 
notification. If the SRMA is connected to the same power 
source as other equipment then the SRMA is effectively 
monitoring the power Supply for the other equipment as well. 
The SRMA can also provide a means of “cycling the 

powerfor another device Such as a router. Allowing an admin 
istrator to power cycle a router and connect to the console port 
could save needing to send a technician to a remote site for 
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certain operations such as password recovery. While logged 
into the SRMA the remote technician can cause the router to 
be power cycled and then connect to the console port to 
perform password recover. 

In order to defend against denial-of-service attacks on the 
PSTN line the SRMA receives Caller ID on the calls it 
receives. If calls from the same phone number consecutively 
fail authentication a certain number of times, calls from that 
number will be answered and immediately disconnected for a 
certain length of time. Notification of the attack can be made 
over the management connection as well. If the SRMA does 
not have a management connection or the management con 
nection is down the SRMA can be configured to report the 
attack by dialing a configured number and reporting the 
attack over the PSTN. 

Another method of protecting against a denial-of-service 
attack on the PSTN line is for the SRMA to be able to securely 
connect to an application that works with the PSTN local loop 
provider to manage call blocking. This is depicted in FIG. 40. 
This application would allow a subscriber to dynamically 
change a list of numbers to allow or block calls from as well 
as change if calls without the calling number being available 
will be accepted. This application would allow PSTN num 
bers originating attacks to be blocked in the provider network 
leaving the local loop to the SRMA available for calls from 
authorized users. 

The preferred exemplary embodiment of the SRMA of the 
present invention, as illustrated in FIGS. 18 through 20, com 
prises a management station to assist a remote network 
administrator insecurely managing a networking device Such 
as a router or Switch in an environment such as that depicted 
in FIG. 17. The SRMA provides the remote operator with a 
number of capabilities that will be looked at individually. 
Having an embedded processor in the SRMA facilitates these 
capabilities. The embedded processor includes all the com 
ponents necessary for stand-alone operation Such random 
access memory (RAM), read-only memory (ROM), nonvola 
tile random access memory (NVRAM), and Flash memory. 
At times when the embedded processor receives signals from 
the analog block it will forward the signals to the serial port. 
At other times, as discussed below, the embedded processor 
will take other actions concerning signals received from the 
analog port. 
The SRMA has one or more network ports for connection 

to a data network. This network connection could be a serial 
connection as depicted in FIG. 18, a LAN connection as 
depicted in FIGS. 19 and 20, or any other suitable network 
connection. The SRMA will run a suitable networking pro 
tocol such as IP over the network connection. This network 
connection allows the SRMA to take advantage of many 
services available in the network Such as network manage 
ment applications, Network Time Protocol Servers, Log 
Server, Access Control Servers, and providing remote access 
to the SRMA over the data network using HTTP. Telnet, or 
Secure Shell as well as others. 

The SRMA has the capability to provide management 
information to a network management station. This could be 
implemented via standardized protocols such as SNMP or via 
proprietary protocols. The SRMA can be configured to allow 
a remote network management station to query the SRMA for 
information and/or for the SRMA to initiate sending infor 
mation to the network management station. The SRMA can 
be configured to send selected information on a periodic basis 
as well as send selected information when specified threshold 
conditions are met or error conditions occur. This is referred 
to as setting traps for information to be sent. Some manage 
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ment protocols also allow operating parameters of the SRMA 
to be changed by the remote administrator using the protocol 
and the data network. 

Using the data network connection the SRMA can have 
access to an NTP Server and a log server. The NTP server 
allows the SRMA to maintain an accurate time source and to 
use the time source for time stamping log information. The 
SRMA could also log events both locally and remotely at a 
log server over the network. Keeping proper log and audit 
information is a vital part of network management. 
The in-band network connection also allows the remote 

network administrator to access the SRMA for monitoring 
and configuration management using the data network as well 
as through the analog line. The remote administrator could 
use Telnet, Secure Shell, or some other appropriate remote 
terminal protocol to access the SRMA. They would then be 
able to display information about the operation of the SRMA 
or change the configuration of the SRMA. This could save on 
toll charges for connecting to the SRMA. The SRMA can also 
be set up to allow the remote administrator to use HTTP, or 
HTTPS and their web browser to access the SRMA. 
The in-band network connection on the SRMA would also 

allow a remote administrator to access a console port con 
nected to the serial port of the SRMA over the data network. 
The remote administrator connects to the SRMA over the data 
network using a remote terminal program Such as Telnet or 
Secure Shell or using HTTPS and then would establish a 
connection through the SRMA to the console port. This could 
save on toll charges for connecting to the console ports or 
remote devices. 
An additional service the SRMA can utilize through the 

in-band connection is an Access Control Server (ACS). The 
SRMA will run a client for authentication and can commu 
nicate with one or more ACS using standardized protocols 
such as RADIUS or proprietary protocols. This would allow 
the SRMA to authenticate and authorize users connecting to 
the SRMA and determine their privileges on the SRMA and 
what ports they are authorized to connect to. If a protocol Such 
as TACACS-- is being used the SRMA would also be able to 
provide accounting information to an ACS. 
The advantages of using an ACS connected over the net 

work is the user information, passwords and privileges can be 
configured on one central system rather than having to be 
configured in every device in the network. For larger net 
works with a large number of administrators centralized 
authentication is mandatory. The SRMA would be able to 
perform authentication and authorization as depicted in 
FIGS. 15 and 16 using the connection to an ACS over the data 
network. 

However, there are times when the SRMA may not be able 
to connect to an ACS. This could be cause by a portion of the 
path in the data network between the SRMA and the ACS 
being down causing the SRMA to not be able to use an ACS 
to authenticate or authorize users attempting to connect to the 
SRMA. The SRMA is not unique in experiencing this prob 
lem. Any device that uses an ACS for centralized authentica 
tion control shares it. The device must either not allow any 
users to connect, allow all users to connect, or perform 
authentication by Some other means. A Cisco router, for 
instance, will have a list of methods for authentication. If the 
first method on the list is not available for authentication, then 
the second method is attempted. That method might be a local 
database on the device, which is not practical in a large 
network, or a common password everybody who ever needed 
to know it (and then some) knows. 
The SRMA implements a new authentication and authori 

zation method called ICM that can be used when the SRMA 
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does not have connectivity to an ACS, though the SRMA can 
be configured to use ICM for authentication even when it does 
have connectivity to an ACS. In a large organization it would 
not be unreasonable to expect the remote administrator to 
have access to the data network and hence to an ACS. There 
fore, anACS can still be used to authenticate and authorize the 
user to the SRMA using the centralized database. Any device 
can use ICM when a user is attempting to connect to the 
device and it is reasonable to expect the user to have connec 
tivity to an ACS. 

In a preferred exemplary embodiment of ICM using public/ 
private key pairs the SRMA or server for the connection holds 
a private key KS unique to itself and never reveals that key. 
Authentication servers on the network hold the public key Ks 
of the pair and they are free to distribute that key to others. The 
ACS servers on the network also hold a private key KACS 
from another public/private key pair for authentication and 
the SRMA or server holds the public key Kacs of the pair. It 
is preferred that each ACS has its own private key for authen 
tication though it would also be possible for all the ACSs to 
share one private key for authentication. Another implemen 
tation would have the ACS hold a unique private key for each 
SRMA or server they are providing authentication for. The 
ACS also has access to the user information and their resource 
authorization information. 
As depicted in FIG. 22, when a remote administrator or 

user attempts to connect to the SRMA, or any device imple 
menting ICM authentication, the SRMA will issue a chal 
lenge typically in the form of a random number N. The sub 
Scripts is added to indicate this is a random number generated 
by the SRMA which is the server in this connection attempt. 
Ns is sent to the remote administrator or user attempting to 
connect to the SRMA. The remote administrator has connec 
tivity to an ACS and has either already authenticated themself 
to the ACS or needs to do so at this time. How the remote 
administrator authenticates them self to the ACS is deter 
mined by the security policy for the network and can vary 
depending on the needs of the network and the security 
requirements for the information or device being accessed. 
The remote administrator will send to the ACS what SRMA 
or server they are trying to access, the initial mode they want 
to enteronauthentication, and Ns sent to them by the SRMA. 
The ACS already has the information about the remote 
administrator. 
The ACS will prepare a message to be sent to the SRMA via 

the remote administrator. This message will include the use 
mame of the administrator being authenticated, their autho 
rization information, their initial mode to enter on authoriza 
tion (can be defaulted), optionally the name of the ACS doing 
the authentication, and the hash algorithm the ACS is going to 
use. This information should be encrypted using the public 
key of the SRMAKs in order to protect the confidentiality of 
the information being sent though it does not need to be 
encrypted for the integrity of the authentication process. The 
ACS will then generate a hash from the prepared message 
using the hash algorithm identified in the prepared message 
providing integrity for the information being sent and will 
encrypt the hash with its private key KACS. This will allow 
the SRMA to verify that the message has not been tampered 
with. The ACS will then send the message encrypted with Ks 
and the hash encrypted with KACS to the remote administra 
tor. Optionally, the ACS can also send the remote administra 
tor the SRMA's public key in order to allow the remote 
administrator to authenticate the SRMA. 
The remote administrator will then send the message 

encrypted with Ks and the hash encrypted with KACS to the 
SRMA in response to the challenge Ns. If the remote admin 
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istrator wants to authenticate the SRMA the remote adminis 
trator will also generate a challenge of its own Nu and include 
it in the message sent to the SRMA 
The SRMA can now use KS to decrypt the message 

encrypted with KS and will know the username attempting to 
connect, their authorization, their initial mode of operation, 
the name of the ACS providing authentication, and the hash 
algorithm the ACS used. The ACS hashes this information 
along with the original challenge Ns. It also uses Kacs to 
decrypt the hash encrypted with KACS and compares the two 
hashes. If the two hashes are the same the SRMA knows the 
message is authentic and can act on it. If the remote admin 
istrator included a challenge Nu, the SRMA will encrypt the 
challenge with its private key KS and sent the result to the 
remote administrator. The SRMA will encrypt the challenge 
Nu with its private key Ks and return the result to the remote 
administrator. The remote administrator will then be able to 
use the public key sent to it by the ACS to decrypt the results 
returned by the SRMA to authenticate the SRMA. Because 
the ACS is trusted, the remote administrator only needs the 
public key itself and not the trust chain. Mutual authentication 
has taken place without any usernames or passwords being 
transmitted in the clear. 
A preferred exemplary embodiment of ICM can also 

include a provision for facilitating easier authentication for a 
user using cut and paste to transfer challenges and responses 
on their workstation. In this case it is important to limit the 
length of information transferred by the remote administrator. 
FIG. 23 illustrates a method for doing this. When the remote 
administrator attempts to connect to the SRMA the SRMA 
still responds with challenge Ns and the remote administrator 
still needs to be authenticated by the ACS by whatever means 
the security policy for the network requires. The remote 
administrator then communicates that it wants to authenticate 
using the ICM short form of authentication and provides the 
name of the SRMA, the mode/port it wants to be authenti 
cated for, and the challenge Ns it received from the SRMA. 
The ACS server hashes the username, mode/port, and Ns 

using a selected hash algorithm. The ACS then encrypts the 
hash using private key KACS and sends the encrypted hash, 
the name of the hash algorithm, and a new challenge for the 
SRMA Nacs (if mutual authentication is required) to the 
remote administrator. The remote administrator can then cut 
and paste the message into their terminal emulator to send to 
the SRMA. 
The SRMA will then prompt the remote administrator for 

their usemame, and the mode/port the want access to. After 
the remote administrator has provide this information the 
SRMA will hash the usemame, mode/port, and Ns using the 
hash algorithm specified in the message from the ACS via the 
remote administrator. The SRMA also decrypts the hash sent 
by the ACS using Kacs and compares the two hashes. If the 
hashes match the information provided is authenticated. 

If Nacs was provided then the ACS wants to authenticate 
the SRMA. The SRMA will use the hash algorithm used by 
the ACS to hash the server name and Nacs and will encrypt the 
hash with the SRMA private key KS and send the result to the 
remote administrator. The remote administrator will send the 
encrypted hash to the ACS. The ACS will decrypt the hash 
with key Ks and compare the hash to its own hash of server 
name and Nacs. If they match the ACS sends a message to the 
remote administrator that the SRMA is authenticated. 
As indicated above, the ICM authentication and authoriza 

tion can be used in environments other than a remote admin 
istrator connecting to an SRMA. Anytime a user or device that 
has access to an ACS is attempting to connect to another 
device ICM can be used. If the device being connected does 
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not have connectivity to an ACS then ICM will allow the 
device to use a centralized database to authenticate the con 
necting device (and to authenticate the device being con 
nected to). 
An example of when this might be useful would include a 

Cisco router that is configured to use TACACS+ as its first 
choice for authentication. A typical second choice when 
TACACS+ is not available might be to use the enable or secret 
password. However, in a large organization, the enable pass 
word might not be very secure. With ICM, the second choice 
could be ICM using the same centralized user database that 
TACACS+ uses for authentication. 

Another example of when ICM could be useful would be 
for backup links in an outage situation. If there are a number 
of ISDN links from a customers central hub to remote sites 
and the primary connectivity is for instance frame relay and 
the central hubs frame relay access circuit goes down. The 
central hub might not have enough ISDN circuits to restore all 
the connections to remote sites and the central hub will want 
to make a decision on which remote sites to bring up ISDN 
backup links to. The central hub will be initiating connections 
to remote sites that are quite possibly isolated from an ACS. 
ICM would allow the remote isolated device to authenticate 
that the central hub is indeed the central hub. 

When using cryptography, key distribution is always a 
consideration. An SRMA will need to be configured with its 
private key KS. It will also need to be configured with the 
public keys Kacs of any ACS private key that can be used for 
authentication and authorization of users. If a new ACS is 
added with a new private key KACS or an old key is compro 
mised or not longer valid, the list of public keys on the SRMA 
needs to be updated. Also, if the SRMA private key becomes 
compromised it will need to be changed. In this preferred 
exemplary embodiment the privilege of changing and main 
taining the public and private keys is reserved for the Network 
Security Administrator role. The SRMA can be configured to 
not allow the ACS servers to authenticate the Network Secu 
rity Administrator role, but rather to maintain a separate pub 
lic key Kns for authenticating a Network Security Adminis 
trator. This way the compromise of an ACS private key will 
not allow an intruder to change the keys on an SRMA. Only a 
Network Security Administrator can do that. If, however, the 
Network Security Administrator private key becomes com 
promised and an intruder changes the keys on an SRMA 
before the compromised keys can be changed, physical 
access to the SRMA will be required to restore the SRMA. 

After a user is authenticated, they can be authorized for 
specific resources on the SRMA. These resources can include 
the different ports of the SRMA, the different roles of a user 
on the SRMA such as SRMA operator, SRMA Network 
Administrator, or SRMA Network Security Administrator, or 
for different functions of the SRMA such as power cycling a 
device. Each user can be authorized or not for the individual 
ports, roles, or functions. 

After a user is authenticated to the SRMA the SRMA will 
go into an initial mode of operation. Some of the modes of 
operation would include connecting the user to a portina pass 
through mode of operation where the data link connection is 
between the authenticated user and the device on the other 
end of the port, connecting the user to a port in a secure mode 
where the SRMA terminates the Data Link Control (DLC) 
from the user on the SRMA and performs encryption between 
the user and the SRMA and then passes the data to the port 
unencrypted, or one of the administrative modes on the 
SRMA itself such as Network Operator, Network Adminis 
trator, or Network Security Operator. 
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The SRMA will operate in a different role for the different 

modes of operation. The different roles the SRMA can func 
tion in are illustrated in FIGS. 24 through 27. 

FIG. 24 illustrates the SRMA operating in pass through 
mode. In this mode of operation, the SRMA is operating at the 
physical layer. The signals from/to the PSTN network are 
demodulated/modulated and the DLC layer connection is 
established between the remote user and the network device. 
The SRMA can be configured to automatically be in this 
mode and not even challenge the remote user. In this case the 
SRMA would be functioning as a traditional modem. The 
SRMA could also be configured to enter this state after the 
user has been authenticated. 

FIG. 25 illustrates the SRMA operating in verified pass 
through mode. In this mode the remote user establishes an 
initial connection to the SRMA itself. The SRMA authenti 
cates the remote user and optionally authenticates itself to the 
remote user. Once authentication is complete the SRMA no 
longer participates in DLC level functions and reverts back to 
being a link level device. 

There are times when it is advantageous to have the SRMA 
continue to terminate the DLC to the remote user and act as a 
bridge to the network device. This is illustrated in FIG. 26. For 
instance, if the SRMA is being used to manage multiple 
devices and the remote user is to be able to jump between the 
devices using control characters to exit a connection to a 
device, the SRMA would act as a bridge at the DLS level. 

If the traffic between the remote user and the network 
device were going to be encapsulated in a layer 3 protocol 
such as IP then the SRMA would function as a router. How 
ever, in a preferred exemplary embodiment a protocol Such as 
IPSec would beencrypting the user traffic betweentheremote 
user and the SRMA at layer 3 and an application such as 
Telnet would be running between the remote user and the 
SRMA over the IPSec tunnel. The SRMA would then be 
acting as an application level gateway to deliver the user 
traffic to/from the network device in clear text using an appli 
cation such as a terminal emulator. This is illustrated in FIG. 
27. 

FIG. 28 illustrates another application level gateway 
embodiment. In this embodiment, a TCP/IP connection is 
established between the remote user and the SRMA and then 
an application such as SSH is run between the user and the 
SRMA. In this embodiment the encryption of the user traffic 
between the remote user and the SRMA is performed by the 
secure shell application. The SRMA would deliver the traffic 
in clear text to/from the network device using an application 
Such as a terminal server. 
When the SRMA is configured to operate in pass through 

mode without user authentication, the user dialing in over the 
PSTN connection is not given the opportunity to elect to 
connect to the SRMA for administrative purposes rather than 
connecting to the network device port. In general, this would 
not be a problem because the network administrator could use 
the in-band connection of the SRMA to connect to the SRMA 
for administration of the SRMA. However, if the in-band 
connection were down, not connected, or not implemented on 
the SRMA this would not be an option. In order to allow the 
SRMA to remotely be changed from pass through mode to an 
administrative mode one of the modem negotiation settings is 
reserved for a limited administrative mode. For instance, if 
the modem type negotiated to a 1200-baud Bell type 202 
modem, then the SRMA would enter the limited administra 
tion mode. The main feature of the limited administration 
mode is that it allows a remote user to set the SRMA out of 
pass through mode so that then can then enter an authentica 
tion mode. 
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To recover the SRMA from pass through mode over the 
PSTN line the remote user would configure their modem to 
use the configured modem type reserved for Limited Admin 
operation. This would cause the modems to negotiate to this 
setting. The SRMA would come up in Limited Admin mode 
and would request the remote user to enter a password. This 
password will travel over the PSTN in the clear so should be 
changed after Limited Admin Mode has been used. The 
remote user will enter the password and will then have access 
to the Limited Admin command set. The command set will 
include the command to set the SRMA to authentication mod 
(SET AUTHENTICATE). Other command may also be 
included in the Limited Admin command set. 
Once the SET AUTHENTICATE command has been 

executed, the SRMA will begin normal authentication. The 
remote user can continue to establish a session over this 
connection or they can hang up and call back to establish a 
new connection with renegotiated modem settings. The 
SRMA remains in authentication mode until it is explicitly 
reconfigured for pass through mode. 

In general, forcing the modem parameter negotiations to 
pre-selected values can be used to select different modes of 
operation. The above example was when the SRMA was set to 
pass through mode and the modem negotiation was used to 
force the SRMA to a limited administration state. The same 
method could be used if the SRMA was configured to auto 
matically connect to an application on the SRMA Such as a 
web application. The modem parameter negotiations could be 
used to change the connection to a terminal emulation session 
or again to a limited administration mode. 

In general, the SRMA will typically report ongoing net 
work status information and alerts to a network management 
station using a protocol such as SNMP by the in-band net 
work connection. However, there are times when the SRMA 
will report network status information and alerts over the 
out-of-band connection such as the PSTN. Typically, this 
would occur when the SRMA has lost connectivity to the 
Network Management Station via the in-band connection. 
One primary condition the SRMA might want to report in this 
manner would be the failure of the SRMA in-band connec 
tion. Another event might be the loss of power to the site since 
the in-band connection could well be down due to the loss of 
power. To send the alert via the out-of-band connection, the 
SRMA would initiate a connection over the out-of-band net 
work to either the Network Management Station or to a Net 
work Access Server (NAS) for the in-band network. Once this 
connection is established, the SRMA can send the alerts or 
status information to the Network Management Station over 
the out-of-band connection. 
As indicated above, one of the events that it might make 

sense to report over the out-of-band connection would be the 
loss of power at the site. The SRMA can be configured to 
report the loss of its main external power Supply. Upon detect 
ing loss of power from the main power supply, the SRMA 
would be configured to dial a specific Network Management 
Station to report the outage. This could be the same or a 
different Network Management Station the SRMA uses for 
reporting other information. This would provide a Network 
Management Center quick notification that the underlying 
cause of a network problem is a power outage at the remote 
location. This can save significant time during the problem 
determination process and help get the proper personal 
involved more quickly. 
The most straightforward way to provide the SRMA with 

power for reporting the power outage would be to build a 
small uninterrupted power supply (UPS) into the SRMA. 
This UPS would provide the SRMA with limited time to 
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establish a connection to the Network Management Station 
over the out-of-band connection, report the outage, and pos 
sibly report any log information stored on the SRMA before 
taking down the connection. The SRMA would then be avail 
able for connections from Remote Administrators via the 
out-of-band connection for further problem determination as 
long as the power in the UPS lasted. 

Another exemplary embodiment for providing power for 
reporting the power outage at the site is to use line-powered 
equipment. There are a number of line-powered modems on 
the market today. A relay held open by the power from the 
main external power Supply would close when the power 
fails, connecting the line-powered equipment to the telephone 
line and the power Supply associated with the telephone line. 
The line-powered circuitry would be configured to establish a 
connection with a Network Management Station and report 
the power loss. Using a line-powered modem would eliminate 
the need for a UPS and would not limit the length of time a 
connection could be established to the Network Management 
Station or a Remote Administrator. However, the functional 
ity of the line-powered equipment might be limited and there 
would be the expense of the line-powered circuitry instead of 
the cost of the UPS. 
The SRMA can also be configured to provide notification 

to the Network Management Station when power is restored 
to the site. When power is restored, the SRMA can be con 
figured to wait a determined length of time (perhaps on the 
order of minutes) to give the network device time to boot and 
the in-band connection time to reestablish. At the end of that 
time the SRMA will check the in-band connection. If the 
in-band connection is up and the SRMA has connectivity to 
the Network Management Station via the in-band connection, 
the SRMA will send the notification of power restoration to 
the Network Management Station via the in-band connection. 
If the in-band connection is not up or the SRMA cannot reach 
the Network Management Station via the in-band connection, 
then the SRMA will establish a connection over the out-of 
band connection to report the power restoration. 
The SRMA can be configured to monitor the connection to 

the network device console port. Monitoring the electrical 
characteristics of the connection can allow for the detection of 
a cable being disconnected. Even with the use of a modem 
eliminator Such as is commonly used when the connection to 
the console port of a network device than may be configured 
as a DCE and the port on the SRMA is also configured to be 
a DCE, the electrical characteristics of certain pins can be 
monitored to assure the network device is connected. For 
instance, if a 9 pin D-shell connection is used for an RS-232 
connection, the DTR signal (pin 4) could be monitored for 
voltage. Even with a modem eliminator, the remote device 
should be applying to the DTR signal pin of the SRMA. If no 
Voltage is being applied to this pin, the SRMA can be config 
ured to send an alert. 
The SRMA can be configured to monitor the traffic to and 

from the console of the attached network device since it is 
always connected to the port. This allows for ongoing moni 
toring and/or logging of events involving the console. Com 
mands a remote user sends to the console can be logged and 
the response to those commands can be logged. In addition to 
monitoring commands from a remote administrator to a con 
sole and the results returned, the SRMA can monitor mes 
sages sent to the console while no remote administrator is 
logged on. 
The SRMA can filter the messages sent to the console and 

generate an alert or trap when certain messages are returned. 
For instance if the SRMA detects messages associated with 
the boot process of a device, the SRMA can generate an alert 
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that the device just reloaded. If the SRMA sees a console 
message indicating a particular interface has gone down on a 
device, the SRMA can generate an alert. This could be useful 
if the interface that went down was the interface the device 
would normally use to send network management traffic over. 

Based on the authorization level afforded to the remote 
administrator, the SRMA could also filter what commands 
the remote administrator is allowed to issue to the network 
device. For instance, some administrators might be precluded 
from entering the ENABLE mode on a Cisco router. Having 
this ability to filter commands could be useful if the authen 
tication and authorization methods on the SRMA are stronger 
than the authentication and authorization methods on the 
device. 

Another advantage of the SRMA is that an SRMA admin 
istrator can set up macro commands on the SRMA. The 
administrator can also configure the SRMA to execute some 
commands at the beginning of a connection of a remote 
administrator to a network device console port and/or at the 
end of a connection to a network device console port. This can 
be used to plug a major hole in the security of allowing remote 
connectivity to the console port of a Cisco router or switch. 
Since the console port of the device can not tell when a 
connection drops, if a connection does drop and a new user 
connects in, the new user will have the authority and privi 
leges of the prior user without having logged in. However, the 
SRMA does know when the connection dropped and can 
execute a macro to log the user out before another user can 
connect in. General macros that a remote administrate could 
execute could also be configured. 
A remote administrator can also use the in-band data net 

work to connect to the console port of a network device 
attached to an SRMA. By using a network based application 
such as Telnet, or SSH, or HTTP, the remote administrator can 
connect to the SRMA and the SRMA can then connect them 
to the console port of the router. By using a secure application 
such as SSH or HTTPS or by using secure paths through the 
network such as IPSec tunnels, the communications between 
the remote administrator and the SRMA can be secure. Then 
the only place the traffic would pass in the clear would be 
between the SRMA and the console. Since the SRMA and the 
network device should be collocated, the portion of the traffic 
path that was the most vulnerable has just been secured. 
Allowing in-band connections like this can save on toll calls, 
and can also allow a remote administrator connect at higher 
speeds and they can have connections to multiple systems 
without having multiple modems. 

It is also possible for a remote administrator to connect to 
the SRMA through the in-band data network and then through 
the SRMA connect to the network device again through the 
SRMA in-band connection to the data network to a virtual 
terminal (VTY) port on the network device. The connection 
from the remote administrator to the SRMA can be secure and 
then a protocol such as Telnet can be used to connect from the 
SRMA to the network device. This allows for the majority of 
the network path to be secure. The only portion of the traffic 
path that would be insecure should be a LAN segment 
between the SRMA and the network device. If the SRMA 
in-band connection were a back-to-back cable to a port on the 
network device, then the only portion of the traffic path that 
would be insecure would be the cable. This allows for more 
secure connections to the VTY ports on a network device. 
Since many network devices do not support secure logins like 
SSH the SRMA can provide the needed security. VTY ports 
can allow more than one user to be logged into the device at 
the same time while only one user can be logged into the 
console port at a time. 
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The SRMA can also monitor the physical connectivity of a 

telephone line to the SRMA and send an alert if the telephone 
line is disconnected. Often the SRMA is in place to assist with 
problem determination and resolution when there is an outage 
in the network. It might be that the telephone connection to 
the SRMA does not get used very often. It is not unheard of 
for a telephone line to a modem on a console port to have gone 
for weeks and months without working and no one noticing. 
When it is needed, such as when there is an outage, it is 
important to know that the telephone connection will be there 
and working. Monitoring the connection to the line assists in 
doing this. 
When a telephone line is in the on-hook state, the line 

generally carries a voltage. In the USA this is in the vicinity of 
-48V. To monitor a line that is in the on-hook state it is 
important to draw very little current if any at all. A FET 
transistor circuit would be a good candidate for this circuit. A 
connection from the telephone line would be connected to the 
gate of the FET transistor. While a high enough negative 
voltage was maintained on the line, the FET would be in pinch 
off state and no current would flow between the source and the 
drain. If the negative Voltage was removed from the line and 
the voltage at the gate went to Zero, the FET would allow 
current to begin flowing between the source and the drain on 
the transistor. The circuit could detect the flowing current or 
the circuit could be designed so that the current flow caused a 
Voltage drop at the output to the circuit. This Voltage drop 
could be noted and used to trigger an alert that the line has 
been disconnected while at the same time drawing very little 
if any current in the steady state condition. This circuit would 
provide the most accurate indication of the status of the con 
nectivity of the telephone line when the modem portion of the 
SRMA is in the on hook state. 

In situations where it is desirable not to physically monitor 
the voltage on the telephone line a method for periodically 
monitoring the status of the telephone line is possible. The 
SRMA can be configured to periodically go offshoot and dial 
a telephone number to test for line status. If no telephone 
number is provided to dial the SRMA can go offshoot and 
monitor for dial tone. If dial tone is returned the SRMA will 
consider the line still connected. While this will not provide 
for continuous monitoring of the connectivity, it will still 
detect the line being disconnected in a timely manner. If the 
telephone line is currently in use for a connection the SRMA 
will consider the line connected and will not need to do the 
test. The frequency at which this test is performed can be 
configured. 
The SRMA also provides for additional testing of the abil 

ity to send and receive calls over the out-of-band network. A 
portion of a distributed Call Test application resides on the 
SRMA to assist with call testing. Another portion of the Call 
Test application resides on a Call Test Server in the Data 
Network. The Call Test Server also has connectivity to the 
out-of-band network. The SRMA can be configured to peri 
odically test its ability to send and/or receive calls, or the Call 
Test Server can be configured to periodically test the ability of 
the SRMA to send and receive calls. A test can also be explic 
itly started from either party. 
When either side is beginning a test it establishes an appli 

cation connection with the other party over the Data Network. 
For instance, if the SRMA were initiating the test, it would 
initiate a connection to the Call Test Server. To test the ability 
of the SRMA to receive calls, the SRMA or the Call Test 
Server would senda Call Test In request over the data network 
connection and the other party would replay with an available 
if it is available for a test at that time. If it were not available, 
the other party would reply with a busy response. Either on 
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the Call Test In request or the Available reply the SRMA will 
indicate its number to the Server that the server is to call. If the 
Server has a database of SRMA phone numbers it will verify 
that this number matches. The Server will then place a call to 
the SRMA over the out-of-band connection. Since the SRMA 
is expecting the call from the Call Test Server, it will connect 
the call to the Call Test application on the SRMA. The Call 
Test Server will then transmit some random data to the SRMA 
over the out-of-band connection. The SRMA will then send 
this random data to the Call Test Server over the in-band 
connection. If the data matches, the Call Test Server will send 
a VERIFIED message to the SRMA over the in-band connec 
tion to indicate the test was successful. 

To test the ability of the SRMA to place calls, after the 
in-band connection has been established, the SRMA or the 
Call Test Server will send a Call-Test-Out request over the 
in-band connection. The other party will reply with an Avail 
able message if they are available for a test at that time. If they 
are not available at that time they will respond with a Busy 
message. On either the Call-Test-Out message or the Avail 
able message the Call Test Server will provide the SRMA 
with the phone number to call for the test. The SRMA will 
then place a test call to the Call Test Server over the out-of 
band network. When the server answers, the SRMA will 
transmit some random data over the out-of-band connection. 
The Call Test Server will then send the test data to the SRMA 
over the in-band connection. If the data is the same then the 
SRMA will transmit a Verified message to the Call Test 
Server over the in-band connection to indicate the test was 
successful. While it doesn’t matter which side sends the ran 
dom data, this exemplary embodiment has the side placing 
the call also sending the random data. 

The SRMA also provides a means to power cycle the 
network device. The network device can be connected to its 
power supply through the SRMA. The SRMA will have a 
relay inline between the power supply and the network 
device. When the remote administrator requests a device be 
power cycled the relay is opened disrupting the power Supply 
to the device. The power is then restored to the device and the 
remote operator has connectivity to the device console to 
view boot messages and/or enter commands to perform pass 
word recovery remotely. In the event of a network device that 
has dual power supplies, a version of the SRMA can have two 
power sources coming in and feed two Supplies to the device. 
When an authorized remote operator requests the power to be 
cycles, the SRMA will disrupt both power supplies simulta 
neously. 

For the SRMA to be as beneficial as possible it is important 
for the out-of-band connection to be available for legitimate 
traffic. This access could be taken away by an attack on the 
local loop connecting the SRMA to the PSTN local service 
provider. If an unauthorized user dials in repeatedly, even 
though they do not get authorized, they are still tying up the 
local loop connecting the SRMA to the out-of-band network. 
In fact large ISPs have come under attack by Distributed DoS 
attacks where illegitimate traffic ties up their modem pools so 
the legitimate users cannot get access to the ISP. I will refer to 
this as Local Loop DoS (LLDoS). 
A first step in LLDoS protection is to monitor Caller ID and 

to note the Caller ID of connections that failed to authenticate. 
If a set number of failures from that number occur without any 
successful authentications from that number then the SRMA 
will not longer attempt to authenticate calls from that number 
for a set length of time. Instead, the SRMA will simply 
answer and immediately hang up on that number. The SRMA 
can also be configured to reject calls that are marked a P or O 
for a set length of time when the SRMA is under attack. 
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An alternative solution for LLDoS protection is for the 

SRMA to have connectivity to an LLDoS Defender applica 
tion in the Data Network. When the SRMA has a call that fails 
to authenticate, it reports the calling number to the LLDoS 
defender application. Even if the calling number is not avail 
able, the SRMA reports P and O calls that did not authenti 
cate. If the SRMA or the network appears to be under an 
LLDoS attack, the LLDoS Defender application talks with an 
LLDoS defender application in the Local Telephone Service 
Provider network to report a potential attack is taking place. 
The LLDoS Defender application in the Data Network pro 
vides the LLDoS Defender application in the Service Provid 
er's network with a list of calling numbers it wants blocked 
from calling the SRMA. 

In addition, the defender application can indicate that it 
wants the Service provider to block the last call the SRMA 
received even if the Caller ID was blocked so that the SRMA 
does not know the number. The service provider still knows 
the number and can block the caller. When the defender 
application requests a Caller ID blocked call to be blocked, 
the defender application is given a reference number for that 
caller since the actual phone number cannot be released by the 
service provider. This way the defender application can 
unblock the caller by the reference number if it chooses to do 
so. The defender application can also request that all P and O 
calls be blocked. 

In addition to providing a list of callers to block, the 
defender application can notify the service provider that an 
attack is taking place and request that the service provider 
begin collecting forensic data. This way additional data could 
be available to proper authorities is it is determined an attack 
took place and they need to investigate. 

In the event that the SRMA is not able to connect to the 
LLDoS Defender application through a Data Network con 
nection, and the SRMA comes under attack, the SRMA can 
attempt to dial out between attack calls and call either the 
LLDoS Defender application directly or call a NAS to con 
nect to the LLDoS Defender application and report that an 
attack seems to be under way and provide a list of attacking 
numbers. 

While the description above refers to particular embodi 
ments of the present invention, it will be understood that 
many modifications may be made without departing from the 
spirit thereof. The accompanying claims are intended to cover 
such modifications as would fall within the true scope and 
spirit of the present invention. 
What is claimed is: 
1. A remote device management communications system 

for securely controlling access to management applications 
and communicating device management traffic to and from 
said management applications on network devices in a dis 
tributed computer network that includes one or more network 
services, one or more secure remote management appliances, 
and one or more managed network elements, the remote 
device management communications system comprising: 

one or more secure remote management appliances; 
a management connection means for operatively coupling 

said secure remote management appliance to one or 
more of said managed network elements, said manage 
ment connection means configured to communicate said 
device management traffic between said secure remote 
management appliance and said managed network ele 
ment, said management connection means selected from 
the group consisting of a console digital connection and 
a connection to a dedicated management segment; 

an analog connection means for operatively coupling said 
secure remote management appliance and an analog 
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communication system, said analog connection means 
configured to communicate said device management 
traffic between said secure remote management appli 
ance and one or more management communications 
partners, said management communications partners 
Selected from the group consisting of said network Ser 
vices and remote administrators; and 

one or more digital communication means for operatively 
coupling said secure remote management appliance and 
a digital communications network, said digital commu 
nication means configured to communicate said device 
management traffic between said secure remote man 
agement appliance and one or more management com 
munications partners, said management communica 
tions partners selected from the group consisting of said 
network services and remote administrators. 

2. The system described in claim 1, wherein the analog 
connection means is a modem. 

3. The system described in claim 1, wherein the analog 
connection means is a modem capable of communicating 
through a network selected from the group consisting of a 
Public Switched Telephone Network or an Integrated Ser 
vices Digital Network. 

4. The system described in claim 1, wherein the at least one 
digital communication means is selected from the group con 
sisting of a local area network, a serial interface or a network 
connection. 

5. The system described in claim 1, wherein the at least one 
digital communication means Supports at least one protocol 
selected from the group consisting of Transmission Control 
Protocol/Internet Protocol, Simple Network Management 
Protocol, Telnet, Hypertext Transfer Protocolor Secure Shell. 

6. The system described in claim 1, wherein the at least one 
digital communication means includes a network interface 
for reporting a status of network elements to a network man 
agement station. 

7. The system described in claim 1, wherein the at least one 
digital communication means includes a network interface 
which allows for remote configuration of the computer net 
work management system. 

8. The system described in claim 1, further comprising a 
means for authenticating a remote user through use of the at 
least one digital communication means. 

9. The system described in claim 1, further comprising a 
means for authorizing access to the computer network for a 
remote user through use of the at least one digital communi 
cation means. 

10. The system described in claim 1, further comprising an 
internal means for authenticating a remote user. 

11. The system described in claim 1, further comprising an 
internal means for authorizing access to the computer net 
work for a remote user. 

12. The system described in claim 1, further comprising a 
means for controlling a remote user's access to the computer 
network. 

13. The system described in claim 1, further comprising a 
means for encrypting communications carried by the analog 
communication system. 

14. The system described in claim 1, further comprising a 
means for monitoring the status of the at least one digital 
communication means. 

15. The system described in claim 1, further comprising a 
means for monitoring the status of the at least one digital 
communication means and a means for sending a status 
update through the analog connection means if the status 
changes. 
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16. The system described in claim 1, further comprising a 

means for monitoring the status of the analog connection 
CaS. 

17. The system described in claim 1, further comprising a 
means for monitoring the status of the analog connection 
means and a means for sending a status update through the at 
least one digital communication means if the status changes. 

18. The system described in claim 1, wherein one or more 
of the network elements are serviced by a power Supply and 
further comprising a means for monitoring that power Supply. 

19. The system described in claim 1, further comprising an 
independent power Supply. 

20. The system described in claim 19, wherein one or more 
of the network elements are serviced by a power Supply and 
further comprising: 

a means for monitoring the power Supply; and 
a means for sending a status update through the analog 

connection means if the status of the power Supply 
changes wherein the independent power Supply supplies 
power to the computer network management system if 
the power Supply has failed. 

21. The system described in claim 1, further comprising a 
means for remotely interrupting power to a device connected 
to the computer network. 

22. The system described in claim 1, further comprising a 
means for monitoring connection attempts made through the 
analog connection means. 

23. The system described in claim 1, further comprising a 
means for selectively blocking connection attempts made 
through the analog connection means. 

24. The system described in claim 1, further comprising a 
means for a remote administrator to connect to the manage 
ment system in an administrative mode through the analog 
connection means by using a specially configured modem. 

25. A management system for a secure environment for a 
distributed computer network, comprising: 

an embedded processor in a network management appli 
ance, 

a management connection means for connecting to a net 
work element selected from the group consisting of a 
console connection or a digital connection to a dedicated 
management Segment; 

an analog connection means for connecting to an analog 
communication system; 

at least one digital communication means for connecting to 
the computer network, wherein the at least one digital 
communication means includes: 

a network interface for reporting a status of the computer 
network to a network management appliance; and 

a network interface which allows for remote configuration 
of the computer network management system; and 

a means for authenticating a remote user; 
a means for authorizing access to the computer network for 

a remote user, 
a means for controlling a remote user's access to the com 

puter network; 
a means for encrypting communications carried by the 

analog communication system; 
a means for monitoring the status of the at least one digital 

communication means; 
a means for sending a status update through the analog 

connection means if the status of 
the at least one digital communication means changes; 
a means for monitoring the status of the analog connection 

means, 
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a means for sending a status update through the at least one 
digital communication means if the status of the analog 
connection means changes: 

a means for monitoring a power Supply Supplying power to 
one or more network elements; 

an independent power Supply: 
a means for sending a status update through the analog 

connection means if the status of 
the power Supply Supplying power to the network elements 

changes wherein the independent power Supply Supplies 
power to the network management appliance if the 
power Supply Supplying power to the network elements 
has failed; 

a means for remotely interrupting power to a device con 
nected to the computer network; 

a means for monitoring connection attempts made through 
the analog connection means; and 

a means for selectively blocking connection attempts made 
through the analog connection means. 

26. A management system for a secure environment for a 
distributed computer network, comprising: 

an embedded processor in a network management appli 
ance, 

a management connection means for connecting to a net 
work element selected from the group consisting of a 
console connection or a connection to a dedicated man 
agement Segment; 

an analog connection means for connecting to an analog 
communication system capable of communicating 
through a network selected from the group consisting of 
a Public Switched Telephone Network or an Integrated 
Services Digital Network; 

at least one digital communication means for connecting to 
the computer network selected from the group consist 
ing of a local area network, a serial interface or a network 
connection, wherein the at least one digital communica 
tion means Supports at least one protocol selected from 
the group consisting of Transmission Control Protocol/ 
Internet Protocol, Simple Network Management Proto 
col, Telnet, Hypertext Transfer Protocol or Secure Shell 
and wherein the at least one digital communication 
means includes: 

a network interface for reporting a status of the computer 
network to a network management station; and 

a network interface which allows for remote configuration 
of the computer network management system; 

a means for authenticating a remote user; 
a means for authorizing access to the computer network for 

a remote user, 
a means for controlling a remote user's access to the com 

puter network; 
a means for encrypting communications carried by the 

analog communication system; 
a means for monitoring the status of the at least one digital 

communication means; 
a means for sending a status update through the analog 

connection means if the status of the at least one digital 
communication means changes: 

a means for monitoring the status of the analog connection 
means, 

a means for sending a status update through the at least one 
digital communication means if the status of the analog 
connection means changes: 

a means for monitoring a power Supply Supplying power to 
the network elements; 

an independent power Supply: 
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a means for sending a status update through the analog 

connection means if the status of the power Supply Sup 
plying power to the network elements changes wherein 
the independent power Supply Supplies power to the 
network management appliance if the power Supply Sup 
plying power to the network elements has failed; 

a means for remotely interrupting power to a device con 
nected to the computer network; 

a means for monitoring connection attempts made through 
the analog connection means; and 

a means for selectively blocking connection attempts made 
through the analog connection means. 

27. In a distributed computer network comprising one or 
more secure remote management appliances, one or more 
network services, one or more managed network elements, 
one or more digital communication means, and one or more 
analog communication means, a method for securely control 
ling access to management applications and conveying net 
work management information to and from said management 
applications on said managed network elements, said method 
comprising the steps of 

(a) operatively coupling one or more of said managed 
network elements with one or more of said secure 
remote management appliances for the conveyance of 
said network management information between said 
managed network element and said secure remote man 
agement appliance, said operative coupling performed 
by operative coupling means selected from the group 
consisting of a console digital connection and a connec 
tion to a dedicated management segment; 

(b) operatively coupling one or more of said secure remote 
management appliances and one or more of said analog 
communication means, said analog communication 
means enabling the conveyance of said network man 
agement information between said secure remote man 
agement appliances and one or more management com 
munications partners, said management 
communications partners selected from the group con 
sisting of said network services and remote administra 
tors; 

(c) operatively coupling one or more of said secure remote 
management appliances and one or more of said digital 
communication means, said digital communication 
means enabling the conveyance of said network man 
agement information between one or more of said secure 
remote management appliances and one or more of said 
management communications partners, said manage 
ment communications partners selected from the group 
consisting of said network services and remote admin 
istrators; and 

(d) conveying said network management information 
between one or more of said management communica 
tions partners and one or more of the group consisting of 
said secure remote management appliances and said 
managed network elements, utilizing one or more of the 
group consisting of said analog communications means 
and said digital communications means, wherein said 
network management information is conveyed to assist 
in the management of one or more of said managed 
network elements. 

28. The method of claim 27, wherein said operative cou 
pling of one or more of said network management appliances 
with said analog communication means is performed by an 
analog modem. 

29. The method of claim 27, wherein said operative cou 
pling of one or more of said network management appliances 
with said digital communication means is performed by 
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operative coupling means selected from the group consisting 
of a local area network and a serial communication interface. 

30. The method of claim 27, further comprising: 
utilizing one or more of the protocols selected from the 

group consisting of Transmission Control Protocol/In 
ternet Protocol, Simple Network Management Protocol, 
Telnet, Hypertext Transfer Protocol, and Secure Shell 
for communication between one or more of said man 
agement communications partners and one or more of a 
group consisting of said secure remote management 
appliances and said managed network elements while at 
least part of the communication path traverses one or 
more of said analog communication means. 

31. The method of claim 27, further comprising: 
providing, by one or more of said secure remote manage 
ment appliances, status information about one or more 
of said managed networkelements to one or more of said 
management communications partners utilizing one or 
more of said digital communication means. 

32. The method of claim 27, further comprising: 
remotely configuring one or more of the group consisting 

of said secure remote management appliances and said 
managed network elements by one or more of said man 
agement communications partners, utilizing one or 
more of said digital communication means. 

33. The method of claim 27, further comprising: 
remotely configuring one or more of the group consisting 

of said secure remote management appliances and said 
managed network elements by one or more of said man 
agement communications partners, utilizing one or 
more of said analog communication means. 

34. The method of claim 27, further comprising: 
providing, by one or more of said secure remote manage 
ment appliances, one or more access control services, 
said access control services selected from the group 
consisting of authenticating user identity and authoriz 
ing user access to one or more of the group consisting of 
said secure remote management appliances and said 
managed network elements, said secure remote manage 
ment appliance utilizing one or more of said digital 
communication means for conveying said network man 
agement information between said secure remote man 
agement appliance and said network services enabling 
said network services to assist said secure remote man 
agement appliance in providing said access control ser 
vices. 

35. The method of claim 27, further comprising: 
providing, by one or more of said secure remote manage 
ment appliances, one or more access control services, 
said access control services selected from the group 
consisting of authenticating user identity and authoriz 
ing user access to one or more of the group consisting of 
said secure remote management appliances and said 
managed network elements, said secure remote manage 
ment appliance utilizing one or more of said analog 
communication means for conveying said network man 
agement information between said secure remote man 
agement appliance and said network services enabling 
said network services to assist said secure remote man 
agement appliance in providing said access control ser 
vices. 

36. The method of claim 27, further comprising: 
providing, by one or more of said secure remote manage 
ment appliances, one or more access control services, 
said access control services selected from the group 
consisting of authenticating user identity and authoriz 
ing user access to one or more of said secure remote 
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management appliances, said access control services 
provided by said secure remote management appliance 
without the assistance of said network services at the 
time said access control services are provided. 

37. The method of claim 27, further comprising: 
providing, by one or more of said secure remote manage 

ment appliances, one or more access control services, 
said access control services selected from the group 
consisting of authenticating user identity and authoriz 
ing user access to one or more of said managed network 
elements, said access control services provided by said 
secure remote management appliance without the assis 
tance of said network Services at the time said access 
control services are provided. 

38. The method of claim 27, further comprising: 
encrypting at least a portion of the said network manage 

ment information while said network management 
information is being conveyed by one or more of said 
analog communication means. 

39. The method of claim 27, further comprising: 
encrypting at least a portion of the said network manage 

ment information while said network management 
information is being conveyed by one or more of said 
digital communication means. 

40. The method of claim 27, further comprising: 
monitoring, by one or more of said secure remote manage 

ment appliances, a status of said operative coupling of 
said secure remote management appliances to one or 
more of said digital communication means. 

41. The method of claim 40, further comprising: 
conveying, by said secure remote management appliance, 

one or more status updates of said status to one or more 
of said management communications partners utilizing 
one or more of said analog communication means. 

42. The method of claim 27, further comprising: 
monitoring, by one or more of said secure remote manage 

ment appliances, a status of said operative coupling of 
said secure remote management appliances to one or 
more of said analog communication means. 

43. The method of claim 42, further comprising: 
conveying, by said secure remote management appliance, 

one or more status updates of said status to one or more 
of said management communications partners utilizing 
one or more of said digital communication means. 

44. The method of claim 27, further comprising: 
monitoring, by one or more of said secure remote manage 

ment appliances, a status of one or more power source 
providing power to one or more of the group consisting 
of said secure remote management appliances and said 
managed network elements. 

45. The method of claim 27, wherein one or more of said 
secure remote management appliances further comprises a 
power source that is independent from a power source utilized 
by one or more operatively coupled managed network ele 
mentS. 

46. The method of claim 45, further comprising: 
(a) monitoring, by said secure remote management appli 

ance, a status of one or more power source providing 
power to one or more of the group consisting of said 
secure remote management appliances and said man 
aged network elements; and 

(b) conveying, by said secure remote management appli 
ance, one or more status updates about said status of said 
power sources utilizing one or more of said analog com 
munication means. 
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47. The method of claim 27, further comprising: 
interrupting, by one or more of said secure remote man 

agement appliances, a flow of power between a power 
Source and one or more of the group consisting of said 
secure remote management appliances and said man 
aged network elements. 

48. The method of claim 27, further comprising: 
monitoring, by one or more of said secure remote manage 
ment appliances, user access attempts to said secure 

32 
remote management appliance that utilize said one or 
more analog communication means. 

49. The method of claim 48, further comprising: 
selectively blocking, by said secure remote management 

appliances, said user access attempts. 

Lenovo
Ex. 1036 - Page 59




