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Preface

This book discusses user mobility in a wide area network (WAN) environment. In this discussion, a mobile
data device is one which can receive WAN services from essentially any location without requiring any
special actions by the user of the device. User mobility is described in the context of the Cellular Digital
Packet Data (CDPD) standard, developed by ourselves and others on behalf of the North American cellular
industry.
Two trends provide a backdrop for this subject matter. The first of these is the rapid growth of the

Internet1. Both in terms of numbers of users and traffic, this growth has been nothing short of phenomenal.
What was once strictly the domain of highly technically-literate people has now become headline news.
Censorship of the World-Wide Web is now discussed by politicians and URLs are commonly displayed in
advertisements.
The popularityof the Internet reflects a change in themediaof choice for peoplewishing to communicate.

Email allows the thoughtfulness of a letter while providing the potential immediacy of the telephone.
Complex ideas can be conveyed in an organized manner, then further developed by the receiving party.
Several rounds of a discussion can take place in a matter of minutes, quickly resolving issues that might be
difficult to present orally. The CDPD specification was itself rapidly developed by remote parties largely
via Email discussion.
The second trend is that of mobile communications. The cellular industry is experiencing explosive

growth, with over 32 million subscribers in North America at year-end 1995. The paging industry has also
experienced rapid growth; the advent of new two-way messaging services is likely to extend that growth
in the face of competition from low cost (to the subscriber) mobile cellular handsets.
The next step in this evolution of communications is that of mobile data communications. Mobile

data is expected to grow from 200 thousand subscribers in 1990 and 1.1 million in mid1995, to 5.2 million
subscribers in 2000.2 Several technologydevelopments aimed atmobile data communications are in various
stages of progress or completion.
The Mobile IP Task Force of the IETF has been addressing the requirements for mobility in data com-

munications. Their charter is to define the protocols necessary for a correspondent to send and receive data
anywhere. The media to be used is unspecified. Presumably onewill in the future be able to find an Internet
"socket" in the wall of a hotel room as readily as they currently find electrical outlets. However, many "real
world" considerations such as usage accounting remain unaddressed by this group.
The Ram and ARDIS mobile data services, supported by RadioMail, provide gateway connections

between proprietary radio technology and the Internet or other wide-area networks. However, the need
to port applications to nonstandard proprietary mobile devices and APIs limits the generality and user

1. In this book we use the convention of ("big-I") "Internet" meaning the worldwide interconnection of networks. We use ("little-i")
"internet" to mean either an internetwork (collection of networks) or a protocol suite (typified by TCP/IP).

2. Source: Economic and Management Consultants, Inc., estimate [EMCI95].

1
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2 LIST OF TABLES

adoption of these service offerings.
Rather than using gateways between proprietary radio technology and the Internet, CDPD defines an

open standard which allows mobile devices to be as directly accessible as any other IP host. Standard APIs
allow the immediate use of current data applications such as Email on mobile devices. We have done this
many times.
This book is intended to complement the CDPD specification but not replace it. Our emphasis is on

the data networking aspects of CDPD and its solution to the mobility problem. CDPD is a data network
which happens to have an RF-based data link resembling Ethernet (but at a lower speed). The fixed end
of the radio link, called the Mobile Data Base Station or MDBS, is little more than a LAN hub from a data
networking perspective.
This book is clearly focused on CDPD as the preeminent wide area mobile data solution. We don’t

apologize for our bias–wewere highly involved in the creation ofCDPD. However, no systemor technology
lasts forever; one of our design goal was that CDPD be readily amenable to evolution. CDPD is much more
than an airlink–it is an architecture that supports host mobility over a wide area.
The chapters which follow describe the CDPD solution to the challenge of mobility in wide-area net-

works. A discussion of mobility (of which wirelessness is a special case) is followed by a summary of
cellular technology, an overview of CDPD, a description of CDPD architecture and how it supports mo-
bility, a description of security and other support services provided by CDPD (and needed by any public
mobile data network!), a survey of other (noncellular) mobile systems and finally, a discussion of future
directions inmobility in thewide-area environment. For readers unfamiliar with data networking concepts,
a primer on this subject precedes the first chapter.
The target audience for this book is any individual interested in mobile data communications or, more

specifically, the rationale behind the design of CDPD. The discussion of technical issues avoids the jargon
and abstractions necessary and typical in technical specifications. Because we are not radio engineers, we
focus on the system and networking aspects of CDPD rather than the radio technologies, which are better
described elsewhere. Our goal is to explain mobility and CDPD in plain English. Please let us know
whether we succeeded at mark.taylor@airdata.com, wwaung@direct.ca and mohsen@neda.com.
Bellevue, Washington
June 11, 1996
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Preliminaries

Basically, one always gets into trouble trying to define these things too precisely because they
aren’t really clean concepts.

–Radia Perlman, 1996.

This chapter introduces some of the standard data networking terminology and concepts used through-
out this book. Those readers already familiar with data networking technology could begin with Chapter
1, which is the real first chapter, with no loss of continuity.
Familiarity with the concepts presented in this chapter is important to understanding the issues of

mobility and is assumed in the chapters that follow. Topics discussed in this overview include the com-
munications channel, protocols, connection-oriented and connectionless protocols, the OSI reference model
and it layers, protocol data units and networking entities.
This chapter is presented as a survey and is no substitute for the real thing–it is necessarily brief. Many

fine texts, such as [STAL93], [PERL92] and [TANN95], are devoted to teaching data networking and cover
this subject much more rigorously. Of course, true expertise comes only with study of actual standards
documents.

Basic Data Communication Model

Communication is the conveyance of a message from one entity, called the source ortransmitter, to another,
called the destination or receiver, via a channel3 of some sort. A simple example of such a communication
system is conversation; people commonly exchange verbal messages, with the channel consisting of waves
of compressed air molecules at frequencies which are audible to the human ear.4 This is depicted in Figure
0.1.
The conveyance of a message could be followed by a reciprocal response message from the original

destination (now a source) to the original source (now a destination) to complete one cycle in a dialogue
between corresponding entities. Depending on the application or need for the information exchange, either
atomic one-way transactions or a two-way dialogue could be appropriate.
The onlyway that amessage source can be certain that thedestination properly received themessage is by

some kind of acknowledgment response from the destination. Conversing peoplemight say "I understand"
3. "Channel" is one of those words whose meaning varies with the context and the level of "source" and "destination." It could

consist of a physical medium or a logical data path.

4. Of course, many messages are conveyed more or less explicitly in the form of body language, in which the channel is the visual
medium of electromagnetic radiation commonly known as reflected light. Difficulties arise when these visual messages conflict with
the verbal messages they accompany.

3
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DestinationSource

Hello!
I just
heard

“Hello!”

Channel

Message

Figure 0.1: Basic Communication Model

or nod their head in response to a statement made by their peer. This acknowledged form of dialogue is
the basis of reliable communications–somehow the source must get feedback that the destination correctly
received the message.5

Variations on a Theme

The conveyance of a message could be direct between the corresponding entities or it could be indirect,
with one or more intermediaries participating in the message transport. The presence or absence of an
intermediary depends on the definition of the source and destination entities and the channel used to
communicate; data communication between entities at one level might be considered to be direct and at
another level to be indirect.
Considering thedirectnessor indirectnessof the communicatingentities simplydependson the relevance

of any intermediaries to the discussion. In Figure 0.2, the translator is important but should not really be
a factor in the communication between the source and destination. Perhaps in a twist on the old parents’
saying, a good translator is heard but not seen.
Communication can be from a source to a single destination, known as point-to-point or unicast, or

to multiple destinations, known as point-to-multipoint or multicast. A special case of multicast is the
conveyance of a message from a source to every possible destination, which is referred to as broadcast; the
broadcast can be local or global in scope.
The primary difference between multicast and broadcast is that multicast communication is targeted

at specific destinations, regardless of location, while broadcast communication is targeted at all possible
destinationswithin the range (location)of the source. Multicast and broadcast communicationsare typically
one-way "best efforts" modes of communication which are unacknowledged.6

5. Correct message reception is one thing, agreement with the message content is another thing entirely. Cultural variances in
acknowledgment responses have often led to difficulties in international relationships between people.

6. The primary reason for using broadcast and multicast is to gain channel efficiency by communicating with multiple entities
via a single common message. However, the complexity of matching acknowledgments with intended message recipients at the
source quickly overrides any efficiencies gained in a reliable multicast scenario. Depending on the number of channels, the number
of members in the multicast group, etc., a set of unicast messages might be equally efficient for reliable communications. It really
depends on where you want to handle reliability–in the networking technology transporting the message or in the application itself.
We’ll talk more about reliability later.

Ex.1016.00020



LIST OF TABLES 5

Guten
Tag!

DestinationSource

Hello!

Channel

I habe
“Guten Tag!”

gehoren.
I just
heard

“Hello!”

I’ll
translate.

Translator assisting
communication between
English and German
speaking individuals.

Figure 0.2: Indirect Message Conveyance

Communication can also be described in terms of the relative timeframes of the corresponding entities.
Depending on the definitions of source,destination and channel, the communication could be asynchronous,
synchronous or isochronous.
In asynchronous communication, there is a minimal assumed timing relationship between the source

and destination. In such a typically byte-oriented system, each character or byte is transmitted and re-
ceived individually as a message. Asynchronous protocols were predominant in the early days of data
communications because of limited processing capability and low quality transmission infrastructure.
In synchronous communication, the relative bit timing of the source and destination is similar, allowing

transmission and reception of relatively large groups of bits in a single message; the source and destination
must be "in sync." This bit-orientedmode of communication can be much more efficient than asynchronous
communications, but places requirements on the source (processing), channel (quality) and destination
(more processing). Synchronous data communications are predominant today.
Isochronous communication is the extreme case of synchronous communication–source and destination

are "in sync" in the absolutesense of real time, allowingcontinual transmissionof bits. An everyday example
of isochronous communication is a telephone conversation; if such a conversation occurs across a large
distance (such as trans-Atlantic), the delays introduced can be disconcerting because the isochronicity which
people are accustomed to has been negatively impacted. Effective isochronous communication depends
on both transmission delays which are inconsequential to the corresponding entities and a consistent high
quality transmission.

The Communications Channel

A communication channel can be simplex, in which only one party can transmit, full-duplex, in which
both correspondents can transmit and receive simultaneously, or half-duplex, in which the correspondents
alternate between transmitting and receiving states (such as conversing adults). Even though the channel
might be capable of supporting full-duplex communication, if the corresponding entities are not capable
of transmitting and receiving simultaneously, the communications system will be half-duplex (as in the
example of the conversing adults).
Communication between two entities can be considered either in-band or out-of-band, depending on
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context. In-band communication is communication which occurs via the primary channel between the
communicating entities. Out-of-band communication occurs via an alternative channel, which is not
considered to be the primary channel between the entities.
Which channel is primary andwhich is an alternate depends on context and the existence of an alternative

channel. In the case of a conversation between two people, the primary channel could consist of verbal
communication while the alternate channel consists of visual body language. Of course, if emotions rise,
these two channels might reverse roles, with body language becoming the primary channel!

Channel Characteristics

A communications channel may be described in terms of its characteristic properties. These channel
characteristics includebandwidth (how much information can be conveyed across the channel in a unit of
time, commonly expressed in bits per second or bps7 ), quality (how reliably can the information be correctly
conveyed across the channel, commonly in terms of bit error rate or BER8 ) and whether the channel is
dedicated (to a single source) or shared (by multiple sources).
Obviously a higher bandwidth is usually a good thing in a channel because it allowsmore information to

be conveyed per unit of time. High bandwidths mean thatmore users can share the channel, depending on
their means of accessing it. High bandwidths also allow more demanding applications (such as graphics)
to be supported for each user of the channel.
The capability of a channel to be shared depends of course on the medium used. A shared channel

could be likened to a school classroom, where multiple students might attempt to simultaneously catch the
teacher’s attention by raising their hand; the teacher must then arbitrate between these conflicting requests,
allowing only one student to speak at a time.
Reliability of communication is obviously important. A low quality channel is prone to distorting the

messages it conveys; a high quality channel preserves the integrity of the messages it conveys. Depending
on the quality of the channel in use between communicating entities, the probability of the destination
correctly receiving the message from the source might be either very high or very low. If the message is
received incorrectly it needs to be retransmitted.
If the probability of receiving a message correctly across a channel is too low, the system (source,

channel, message, destination)must include mechanismswhich overcome the errors introduced by the low
quality channel. Otherwise no useful communication is possible over that channel. These mechanisms are
embodied in the communication protocols employed by the corresponding entities.
The effective bandwidthdescribes what an application experiences and depends on the quality of service

(QOS) provided by the channel. For example, modems scale back their transmission speed based largely
on their perception of channel quality in order to optimally use the transmission medium.
In general, shared and reliable channels are more resource efficient than those which enjoy neither

of these characteristics. Shared channels enjoy greater efficiency than dedicated ones because most data
communication is bursty in nature, with long idle periods punctuated by brief message transmissions.
Reliable channels are more efficient than unreliable ones because retransmissions are not required as often
(because there are fewer transmission-induced errors).

7. Channel bandwidth is most often expressed in thousands of bits or kilobits per second (kbps) and in millions of bits or megabits
per second (Mbps).

8. Channel quality is also measured in terms of block error rate (BLER) and sometimes packet error rate (PER).
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Communication Protocols

Protocols specify the rules for communicating over a channel, much as one person politely waiting for
another to finish before they speak. Protocols coupled with channel characteristics determine the net
efficiency of communications over the channel.
Protocols can improve the effective channel quality. An example is an ARQ (automatic repeat request)

protocol in which a source automatically retransmits amessage if it fails to receive an acknowledgment from
the destinationwithin somepredefined time period following the original transmission of themessage. The
destination knows whether to acknowledge the message based on some error detection capability, which is
typically based on redundant information added to themessage, such as a parity code or cyclic redundancy
check (CRC).
Figure 0.3 depicts a message ("Pick-up at 1:30 PM.") being transmitted from a source to a destination via

"packets" which contain four characters at a time. Additional redundant information in each packet allows
the destination to knowwhether or not it has received that packet correctly. Once the destination is satisfied
that it has correctly received a packet, it sends an acknowledgment ("ack") message to the original packet
source. When the source receives the acknowledgment, it may transmit the next packet in sequence. In an
ARQ arrangement, failure to receive an acknowledgment within a specific time period causes the source to
retransmit the packet which was not acknowledged. Only a single transmitted packet remains outstanding
(i.e., unacknowledged) at a time.
Error detection and recovery mechanismscan bemuchmore sophisticated than this simpleARQscheme.

One way to enhance the effective channel performance is to allow multiple packets to be outstanding at a
time. Individual packets are assigned a sequence number reflecting their order in a sequence of packets
flowing from a specific source to a specific destination, which allows them to be separately acknowledged
or retransmitted in the event of a failure.
This type of windowing scheme is commonly used when significant delays are involved in the end-to-

end data transmission or when the channel has a relatively high quality. When an individual packet is not
received correctly, the destination could request retransmission of either the individual bad packet, called
selective packet rejection, or that packet plus all succeeding packets. Which of these modes is employed
depends on the nature of the communication and the medium used.
Figure 0.4 depicts such a windowing scheme applied to the packet-based transmission example from

above, but with each packet individually numbered in sequence. In this example, up to three packets may
be outstanding at a time and the destination must notify the host of the next expected packet number,
implicitly acknowledging all preceding packets. Unless a time-out occurs at the source, it will continue
to transmit packets until the window-size of three outstanding unacknowledged packets is reached. The
destination periodically acknowledges all received packets.
If sufficient redundant information is added to a message, it could enable the receiver of the message

to not only detect an error but also correct it. Although this requires some additional processing by the
destination, it could obviate the need for retransmission. This error correction capability is generally
desirable in channels which are expensive, prone to distortion, or suffer from long latency in the dialogue
cycle.

Connection-Oriented and Connectionless Protocols

Protocols can be either connection-oriented or connectionless in nature. In connection-oriented protocols,
corresponding entities maintain state information about the dialogue they are engaged in. This connection
state information supports error, sequence and flow control between the corresponding entities. The
windowing scheme presented earlier is an example of a connection-oriented protocol.
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“Pick”

“-up ”

“at 1”

“at 1”

“:30 “

“PM. “

Ack

Ack

Ack

Ack

Ack

Source Destination

(packet is lost, then retransmitted following time-out period)

XXX

Figure 0.3: ARQMessage Acknowledgment

Error control refers to a combination of error detection (and correction) and acknowledgment sufficient
to compensate for any unreliability inherent to the channel. Sequence control refers to the ability for each
entity to reconstruct a received series of messages in the proper order in which they were intended to be
received; this is essential to being able to transmit large files across dynamically-routed mesh networks.
Flow control refers to the ability for both parties in a dialogue to avoid overrunning their peer with too
many messages.
Connection-oriented protocols operate in three phases. The first phase is the connection setup phase,

during which the corresponding entities establish the connection and negotiate the parameters defining
the connection. The second phase is the data transfer phase, during which the corresponding entities
exchange messages under the auspices of the connection. Finally, the connection release phase is when the
correspondents "tear down" the connection because it is no longer needed.
An everyday example of a connection-oriented protocol is a telephone call. The call originator must

first "dial" the destination phone number. The telephony infrastructure must setup the end-to-end circuit,
then "power ring" the call terminator. From this point on, the connection is in place until one of the parties
hangs up. Once the called party answers the phone, another level of connection (between people) must be
established before real messages can be exchanged.
Connectionless protocols differmarkedly from connection-orientedprotocols in that theydo not provide

the capability for error, sequence and flow control. Nor do they have any connection state maintenance
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(2) “-up “
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(4) “:30 “

(5) “PM. “

(4) “:30 “
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Ack (1)

Ack (3)

Ack (5)

Ack (5)

Source Destination

(acknowledgment is lost, packets are retransmitted following time-out period)

XXX

Figure 0.4: Windowing-Based Message Acknowledgement

requirement. Each message is considered to be independent of all others in a connectionless protocol.
Whether or not a given message is received correctly andwhen has no bearing on othermessages; somehow
the destination must sort things out and make sense of it all. Connectionless protocols are always in the
data transfer phase, with no explicit setup or release phases as in connection-oriented protocols.

The OSI ReferenceModel

The Open Systems Interconnect (OSI) reference model is commonly used to describe in an abstract manner
the functions involved in data communication. This model, originally conceived in the International
Organization for Standardization (ISO), defines data communications functions in terms of layers.
In the OSI reference model, each layer is responsible for certain basic functions, such as getting data

from one device to another or from one application on a computer to another. The functions at each layer
both depend and build on the functions–called services– provided by the layers below it. Communication
between peer entities at a given layer is done via one or more protocols; this communication is invoked via
the interface with the layer below.
The OSI reference model is depicted in Table 0.1. Successful communication between two applications
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Layer Title
7 Application

Higher Layers 6 Presentation
5 Session
4 Transport
3 Network

Lower Layers 2 Data Link
1 Physical

Table 0.1: OSI Reference Model

depends on successful functions at all seven layers. In termsof implementation, it is possible for some layers
to be trivial; in the end what is required depends on the needs of the applications (and people) engaged in
communication.
We must emphasize that the definition of a layered data communication architecture is only an abstrac-

tion. The intent of thisdefinition is tounambiguouslydescribe the functions involved indata communication
in a way which allows different systems to be compared. The OSI reference model definition is intended to
neither imply nor constrain the implementation of any communication system.
Although various companies and standards bodies have created different layered communicationsmod-

els, the OSI reference model remains the universally-accepted common denominator for abstract definition.
Other models define the layer functions somewhat differently and often have fewer than seven layers.
In some cases constituent protocols were specified before the abstract models defining the end-to-end
communication.
We will now review the functions of the OSI layers and some of the primary protocols at each layer. 9

Layer 1 - The Physical Layer

The physical layer functions include all physical aspects of communicating between twodirectly-connected
physical entities. Typically these physical properties include electromechanical characteristics of the
medium or link between the communicating physical entities such as connectors, voltages, transmission
frequencies, etc. This layer summarizes the physics which underlie the communication path.
The essential service provided by the physical layer consists of an unstructured bit stream, which can

be used by higher layers to provide the basis for higher layer communication services. An example of a
physical layer is the ink on paper used by this book to convey information. Another example is the radio
frequencies used in a wireless communications system.

Layer 2 - The Data Link Layer

The data link layer accepts the unstructured bit stream provided by the physical layer and provides reliable
transfer of data between two directly-connected Layer 2 entities. "Directly-connected" means that the Layer
2 entities’ communication path does not require another Layer 2 entity. However, this does not imply a

9. The protocols at each layer come from one of essentially three sources: the ISO, the "Internet world" or proprietary sources, such
as Novell. The political and philosophical differences between these sources run deep. None of these sources of protocols definitions
is without flaw. We will try to maintain a balanced presentation, while acknowledging that the current dominating influence (at least
in North America) is what we refer to as the "Internet world."
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dedicated path; in the case of Ethernet, many Layer 2 entities can be sharing a common (physical) medium
such as a coaxial cable or a 10BASE-T hub.
Layer 2 functionality is limited in scope–delivery of messages over a local area. It could be likened to an

intra-office correspondence between co-workers; there is a need for reliability but addressing is relatively
simple. Local area networks (LANs) operate at Layer 2.
The data link layer is itself conceptually subdivided into two sublayers–medium access control and

logical link control–which more specifically define the primary aspects of data link layer functionality.
However, this conceptual partitioning by the IEEE 802 committee is somewhat arbitrary and subject to
debate.

The MAC Sublayer

The medium access control (MAC) sublayer is closely associated with the physical layer and defines the
means by which the physical channel (medium) may be accessed. It coordinates the attempts to seize
a shared channel by multiple MAC entities, much as a school teacher must arbitrate between pupils’
conflicting desires to speak. The MAC layer commonly provides a limited form of error control, especially
for any header information which defines the MAC-level destination and higher-layer access mechanism.
Ethernet (IEEE 802.3) is a prime example of a sharedmediumwith a definedMAC sublayer functionality.

The shared medium in Ethernet has traditionally consisted of a coaxial cable into which multiple entities
were "tapped," as depicted in Figure 0.5. Although this topology still applies conceptually, a hub and spoke
medium is now typically used, in which the earlier coaxial cable has been physically collapsed into a hub
device.

peer MAC sublayer entities

Figure 0.5: Ethernet MAC System

As a contention medium, Ethernet defines how devices sense a channel for its availability, wait when it
is busy, seize the channel when it becomes available and back-off for a random length of time following a
collision with another simultaneously transmitting device. On a shared channel, such as Ethernet, only a
single entity can transmit at a time or messages will be garbled.
Not all shared channels involve contention. A prime example of a contentionless shared medium is

token ring (IEEE 802.5), in which control of the channel is rotated between the devices sharing the channel
in a deterministic round-robin manner. Conceptually, control of the channel is given to the entity currently
possessing a "token." If the device has nothing to transmit, it passes the token to the next device attached to
the topological "ring," depicted in Figure 0.6.
IEEE-defined MAC sublayer addresses are six bytes long and permanently assigned to each device,

typically called a network interface card orNIC. The IEEE administers the assignment of these addresses in
blocks to manufacturers to assure the global uniqueness that the MAC sublayer protocols rely on for "plug
Ôn play" network setup. Each manufacturer must assure individual device identifier uniqueness within
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peer MAC sublayer entities

Figure 0.6: Token Ring MAC System

their assigned block.

The LLC Sublayer

The logical link control (LLC) sublayer is responsible for reliable transfer of messages–called frames or,
more formally, link protocol dataunits (LPDUs)–between twodirectly-connected Layer 2 entities. Functions
needed to support this reliable transfer include framing (indicating where a Layer 2 message begins and
ends), sequence control, error control and flow control.
The degree towhich sequence, error and flow control are provided by the LLC sublayer is determined by

whether the link protocol is connection-oriented or connectionless. A connectionless link protocol provides
little if any support for these functions. A connection-oriented link might use a windowing technique for
these functions, in which frames are individually numbered and acknowledged by their sequence number,
with only a few such frames outstanding at any time.
The connection-oriented functionsof sequencing, error andflowcontrolprovide a foundation for services

provided by higher layers. As mentioned earlier, not all layer or sublayer functions are explicitly designed
or implemented in any given system. Provision of these functions depends on the services required by
higher layers.
If the connection-oriented functions of the LLC sublayer are not implemented, they must be performed

by higher layers for reliable end-to-end communication. If these functions are provided by several layers,
they might be somewhat redundant and add unnecessary overhead (inefficiency) to the system. In the
worst case, redundant provision of these functions at multiple layers could serve cross purposes and
actually degrade overall system performance.
An example of a connectionless LLC protocol is frame relay (T1.617, 618), which defines point-to-point

links with switches connecting individual links in a mesh topology. In a frame relay network, endpoints
are connected by a series of links and switches. Because frame relay is defined in terms of the links between
frame relay access devices (FRADs) and switches, and between switches themselves, it is an LLC protocol.

Ex.1016.00028



LIST OF TABLES 13

Connectionless Layer 2 protocols are best suited for high quality transmissionmedia. With high quality
transmission media, errors are rarely introduced in the transmission between network layer entities and
discovery of and recovery from errors is most efficiently handled by the communicating hosts. In this case,
it is better to move the packets quickly across the traversed subnetworks from source to destination rather
than checking for errors at Layer 2.
Frame relay isderived from theX.25 (ISO8208)protocolwhich spansLayers 2and 3. X.25 is a connection-

oriented packet-switching technology which defines how neighboring packet switches exchange data with
one another in a reliable manner from end-to-end. Frame relay simply removes the connection-oriented
functions of error and sequence control; however, congestion control functions are provided in frame relay,
to prevent the total traffic seen at any point in the network from overwhelming it.
Connection-oriented Layer 2 protocols are best suited for low quality transmission media where it is

more efficient and cost-effective todiscover and recover from errors as they occur on each hop than to rely on
the communicating hosts to perform error recovery functions. With ever-increasing quality of transmission
facilities and decreasing costs of computation capability at hosts, the need for connection-oriented network
layer protocols is diminishing. However, X.25 remains popular outside of North America, where it has
been tariffed at levels which encourage its use.
End-to-end communicationsmay be via shared or dedicated facilities or circuits. Shared facilities involve

the use of packet switching technology to carry messages from end-to-end; messages are subdivided as
necessary into packets, which share physical and logical channels with packets from various sources to
various destinations. Packet switching is almost universally used in data communications because it is
more efficient for the bursty nature of data traffic.
On the other hand, some applications require dedicated facilities from end-to-end because they are

isochronous (e.g., voice) or bandwidth-intensive (e.g., large file transfer). This mode of end-to-end circuit
dedication is called circuit switched communication. Because the facilities are dedicated to a single user, this
tends to be much more expensive than the packet switchedmode of communication. But some applications
need it–it is an economic trade-off.
Dedicated circuits are a rather extreme form of connection-oriented protocol, requiring the same setup

and tear-down phases prior to and following communication. If the circuit setup and tear-down is statically
arranged (i.e., out-of-band), it is referred toas a permanent virtual circuit or PVC. If the circuit is dynamically
setup and torn-down in-band, it is referred to as a switched virtual circuit or SVC.

Layer 3 - The Network Layer

The network layer defines the functions necessary to support data communication between indirectly-
connected entities. It provides the capability of forwarding messages from one Layer 3 entity to another
until the final destination is reached.
The network layer introduces another layer of abstraction to the data communications model. It moves

messages–called packets or, more formally, network protocol data units (NPDUs)–between communicating
Layer 3 entities–called end systems, nodes or hosts. Network layer functions include route determination
or routing and forwarding of packets to their final destinations.
Inorder to forwardapacket to itsdestinationhost, routing informationmustbeprovided to theintermediate

systems (ISs) or routers responsible for forwarding packets to their respective destinations. This routing
information includes the address of the destination, which is contained in each packet. The next hop to
be traversed by the packet is determined primarily by this destination address. We will talk more about
addressing and routing in Chapter 1.
This packet forwarding and routing is accomplished independent of both the media and transmission

types used at any step along the way. The unimportance of local topology to the network layer is demon-
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strated by the common use of "cloud diagrams" to depict networks, as in Figure 0.7. Since the network layer
is concerned with getting packets across many local networks, called subnetworks, its title would be more
accurate if it were the "Internetwork Layer."

Host

Host

Host
Network

Figure 0.7: Network Layer “Cloud” Diagram

The network layer functionality is global in scope–delivery of messages over a wide area. It could be
likened to the postal system, in which correspondence is passed from location to location until it eventually
reaches the destination address on the envelope.10 The network layer is the domain of wide area networks
(WANs).
In order for routers to know how (i.e., on which link) to forward packets, they must have some knowl-

edge of network topology. This knowledge may be complete or partial, and is dynamically created and
maintained via routing protocols, used by routers to share their knowledge of network topology with each
other. Routing is essentially the reduction of global internetwork topology to local "hop-by-hop" routing
decisions made independently by each router.
Aswith Layer 2, Layer 3 protocolsmay be connection-oriented or connectionless. A connection-oriented

Layer 3 protocol, such as X.25 (ISO 8208), operates more statically. The basic idea is that an end-to-end
route (X.25 virtual connection) is established from the originating data terminal equipment (DTE) to data
communications equipment (DCE), from DCE to DCE through the network, then from the last DCE to the
terminating DTE; this is the call setup. Packets are then transmitted via this prearranged route, with all
packets following the same path through the network. Finally the route is torn down (release) and packets
cease flowing.
X.25 operation is like a phone call because it is a phone call. X.25 Layer 3 operation assumes that a

reliable connection-oriented service is provided by Layer 2 (also defined by the X.25 standard), although it
does provide flow control via sequence numbers.
Connectionless Layer 3 protocols, such as the ever popular internet protocol (IP)(RFC11 791 and 792) and

its ISO counterpart connectionless network protocol (CLNP) (ISO 8473), route packets dynamically. There
is no prearranged path which is followed by subsequent packets flowing from one host to another. Instead
each packet is individually routed through a routing mesh; there is no reason to believe that sequential

10. Given the postal system, this is clearly an example of a connectionless protocol.

11. Internet standards are defined by means of so-called "Requests for Comment" or RFCs, which are numbered sequentially.
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packets flowing between hosts will follow the same path. So sequence errors may be introduced at Layer 3,
which must be corrected by a higher layer entity.
Connectionless data packets are commonly referred to as datagrams and the service provided by con-

nectionless Layer 3 protocols is referred to as datagram service. Stateless datagram service is simpler for
Layer 3 entities than connection-oriented network layer services. Because there is no state information
to maintain, dynamic routing protocols can be used. If a router fails during the dialogue between two
communicating hosts, neighboring routers will discover this via the routing protocols and find alternate
routes which bypass the failed router.
There seems to be a fair amount of ambiguity between the network layer and the LLC sublayer. Both

can provide connection-oriented or connectionless services to higher layers. To a large extent, if Layer 3
is explicitly implemented, there is no need for an LLC sublayer. The primary difference is in scope–LLC
addresses and protocols are oriented toward a more local environment whereas network layer addresses
and protocols are global in scope.
Excellent references to routing and forwarding of data packets can be found in [PERL92] and [STEN95].

Layer 4 - The Transport Layer

The transport layer is concerned with getting Layer 4messages–called segmentsor, more formally, transport
protocol data units (TPDUs) –from source to destination in a reliable manner. The perspective of Layer 4
is of end-to-end communications rather than the hop-by-hop perspective of Layer 3. Layer 4 assumes that
packets can be moved from network entity to network entity, eventually getting to the final destination
host. How this is accomplished is of no concern to Layer 4 functionality.
Like other layers, transport layer protocols can be either connection-oriented or connectionless, depend-

ing on the services required by higher layers. A common implementation of Layers 3 and 4 involves a
connection-oriented transport layer protocol running over a connectionless network layer protocol, such as
the ubiquitous TCP/IP protocol suite. In this instance, the communicating hostsmaintain state information
on communications with each other to determine when and what to send. This state information defines
the connection between the communicating Layer 4 entities.
The general idea here is that two communicating hosts need not be concerned with the topology of the

internetwork which lies between them. They only need to know the state of their pairwise communication.
If part of the intervening internetwork "cloud" suffers a failure, the Layer 3 entities (routers) will deal with
it and recover dynamically. Aside from potential retransmission of any lost segments, the hosts’ Layer 4
entries do not have to be at all concerned with routing and recovery activities at Layer 3.
In the IP protocol suite, the primary connectionless Layer 4 protocol is the User Datagram Protocol

(UDP)(RFC 768), which is carried by IP; the primary connection-oriented protocol is the Transmission
Control Protocol (TCP)(RFC 793). The ISO world defines five classes of transport layer protocol, beginning
with Class 0 (TP-0) for connectionless operation and range up to Class 4 (TP-4)(ISO 8073) for connection-
oriented operation.

Layer 5 - The Session Layer

The session layer provides a control structure for communication between applications on hosts. The
communication at layer 5 is called a session, which defines the relative timing of communications between
the hosts’ applications. Synchronization of communicating applications comes into play when coordinated
timing of corresponding events at the endpoints is imperative, such as in financial transactions.
Remember, layers define communication functions, not implementations. It is unlikely that a session
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layer would be explicitly implemented as a stand-alone program, although its functions would be im-
plemented somewhere. Session layer functions depend on the reliability of communications between the
endpoints, and session layer functions must therefore be implemented above Layer 4.

Layer 6 - The Presentation Layer

The presentation layer performs any necessary data transformations or formatting required by the end
applications. Functions provided by the presentation layer include data compression, file formatting and
encryption. Common data formatting is important because it allows the same application file to be accessed
by the application running on different computer platforms. This book is itself the product of an application
running on different platforms, with common files being modified via these different platforms.
Abstract Syntax Notation (ASN.1) is commonly used to specify data values in a way which allows

processors to communicate independent of their varying native integer sizes, bit orderings (big or little
endian), character sets, etc. ASN.1 is a transfer syntax, a presentation layer formatting, which appears
frequently in the CDPD specification for unambiguous definition of network management, accounting,
limited size messaging and other functions.
An example of ASN.1 encoding from an accounting Traffic Matrix Segment in the CDPD specification is

the following:

TrafficType ::= INTEGER
registration (0),
deregistration (1),
ip(2),
clnp(3)

Layer 7 - The Application Layer

The application layer provides the services which directly support an application running on a host. These
services are directly accessible by an application via common well-known application program interfaces
(APIs), which can actually occur at many layers. Examples of layer 7 services include FTP (file transfer
protocol), Telnet and SNMP (simple network management protocol). Most network management activities
are based on the services provided by layer 7 application entities, which in turn rely on lower layer services
to be able to perform their functions.

Protocols, Primitives and Services

In general, a Layer (N) entity provides services to higher Layer (N+1) entities and relies on the services
provided by the Layer (N-1) and below entities supporting it. Layer (N) services consist primarily of
transferring messages from one Layer (N+1) entity to another; both the source and destination Layer (N+1)
entities rely on their underlying Layer (N) entities to accomplish this task.
A Layer (N) entity requests services of a local Layer (N-1) entity via primitives directed at a Layer (N-1)

service access point (SAP). If the primitives are explicitly implemented, they can be thought of as function
calls.
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Protocols refer to relationships and messages between peer entities at a given layer. A Layer (N)
entity communicates with another Layer (N) entity via a protocol. A protocol message is actually invoked
by means of a service request primitive–(N)-PRIMITIVE NAME.request–to its underlying Layer (N-1)
entity, where "PRIMITIVE NAME" is the name of the operation being invoked by the primitive. The
peer Layer (N) entity receives the Layer (N) protocol message via a service indication primitive–(N)-
PRIMITIVE NAME.indication–from its underlying Layer (N-1) entity.
In a connection-oriented protocol, the peer Layer (N) entity responds via a response primitive–(N)-

PRIMITIVE NAME.response, to its underlying Layer (N-1) entity. The original Layer (N) entity receives the
Layer (N) protocol response from its underlying Layer (N-1) entity via a (N)-PRIMITIVE NAME.confirm
primitive. This primitive flow supporting the Layer (N) protocol is displayed in Figure 0.8.

Layer (N)
Entity

Layer (N)
Entity

Layer (N-1)
Entity

Layer (N-1)
Entity

3.(N)-PRIMITIVE.response

2.(N)-PRIMITIVE.indication
1.(N)-PRIMITIVE.request

4.(N)-PRIMITIVE.confirm

Figure 0.8: Layer (N) Protocol Primitives

Protocol and Service Data Units

Protocol data units or PDUs are the messages passed between entities at a given layer. Layer 2 PDUs are
called LPDUs or frames; Layer 3 PDUs are called NPDUs or packets; Layer 4 PDUs are called TPDUs or
segments.
In general, a PDU–regardless of the protocol layer–consists of header12 and data fields. The header field

contains the information necessary to get the PDU to the peer entity and typically includes the source and
destination addresses appropriate for that layer as well as error sequence and flow control information.
The data field contains the information carried by the Layer (N) protocol in support of Layer (N+1); it is
formally referred to as the Layer (N) service data unit or SDU.
Conceptually, when a Layer (N+1) PDU is passed via primitive to Layer (N) as a Layer (N) SDU, a Layer

(N) header is prepended to create a Layer (N) PDU. Sometimes part of the "header" is actually appended
at the end, usually for error correction purposes. The Layer (N) PDU is then passed via primitive to Layer
(N-1) as a Layer (N-1) SDU where a Layer (N-1) header is added. This process continues as data units are
passed down the OSI reference model "stack." This is depicted in Figure 0.9.
Similarly, when a Layer (N-1) SDU is passed up to Layer (N), the Layer (N-1) header is removed from

the Layer (N-1) PDU. Likewise, the Layer (N) PDU header is stripped to provide the Layer (N) SDU for
12. Formally called Protocol Control Information or PCI.
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Layer (N+1). This process continues as data units are passed up from layer to layer in the OSI reference
model. Eventually, as shown in Figure 0.9, the original data element has been recreated at the application
layer of the destination.

Mobile Data Communications Entities

At each layer of the OSI reference model there are protocol entities communicating with each other. They
are the sources and destinations of PDUs at that layer. Because this book is about mobility in WANs, the
entities of greatest interest are Layer 3 entities, commonly called hosts, nodes or end systems. Layer 3 PDUs,
commonly called packets, are exchanged between hosts via Layer 3 entities commonly called routers.
Adding the capability of mobility to a wide area data network creates a need for defining additional

entities, as depicted in Figure 0.10.
A mobile host or mobile is a host which can receive network services regardless of its location. The

extent to which this host enjoys transparent location-independence is a key concern. Different systems use
different terminology for the mobile; CDPD adopts ISO terminology by calling it a Mobile End System
(M-ES). The mobile is an occasionally-connected entity, which means it may or may not be connected at any
given moment to a subnet somewhere in the mobile WAN.
The second role necessary in any communications is the opposite side of the correspondence. In this

book we refer to this as the correspondent host or correspondent. The correspondent is the location of the
opposite side of a mobile’s application association; it could be the ultimate source of data destined for the
mobile or another entity such as a store-and-forward device. The correspondent could itself be mobile or
fixed in location, but this is generally not material to our analysis. CDPD refers to the correspondent as the
Fixed End System (F-ES) when it is fixed in location.
In circuit-switched systems, there will be a maximum of one correspondent per mobile host. However,

in the packet-switched systems of greatest interest to us, there can always be multiple correspondents per
mobile host.
Associatedwith themobile communications is the assistingentityor assistant. The assistantis an enabler

of mobility. It could be a network store-and-forward device or mobility-supporting intermediate system
(router). Most likely, it consists of multiple entities in a mobile network infrastructure which collectively
support host mobility. In CDPD this role is largely filled by a combination of the Mobile Serving Function
and the Mobile Home Function; the Mobile IP Task Force calls this combination the foreign agent and the
mobile router or home agent.
As we shall see, the essential problem of mobility is getting data to the mobile. Thus, the mobile will

generally be the destination host in any mobile system scenario of interest. Consistent with this, we will
adopt a system-centric viewpoint by defining the flow of data traffic to a mobile as moving in the forward
direction (i.e., mobile network to mobile host). Likewise, the flow of data traffic from a mobile is said to
move in the reverse direction (i.e., mobile host to mobile network). This terminology is consistent with the
cellular industry, which is the origin of CDPD, and is displayed in Figure 0.11.

Summary

This chapter has presented a brief survey of data networking terminology and concepts used throughout
the remainder of this book. We strongly encourage readers who are new to this terminology to peruse the
many fine texts on this subject, some of which have been referenced in this chapter. Given the terminology
presented in this chapter, we will now begin discussing mobility.
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Chapter 1

Introduction to Mobility

If a host moves from one network to another, its IP address must change.

Douglas E. Comer. Internetworking with TCP/IP. Volume 1, 1991

This chapter introduces someof the key conceptsofmobility, setting the stage for later detailed discussion
of mobile WAN systems. Although the emphasis of this book is CDPD, this chapter presents a more
generalized and abstract view of mobility.
Previous books on the subject of mobile data communications have covered wirelessness 1 more than

mobility. Our intent is to begin from a data networking perspective, independent of media-specific con-
siderations, then consider the effects of media on networking technology. Indeed, one of the primary
conclusions of this book is thatmobility is most naturally handled in the network layer (Layer 3) and so any
discussion of mobility should begin there.

1.1 What is Mobility?

Mobility means different things to different people. Some people are quite happy being able to get around
town. Others view theworld in terms of time distance–four hours from Chicago to San Francisco by airline,
perhaps. Obviously, range of motion is an important aspect of mobility.
Another factor in mobility is ease of access. What might be considered mobile in one context is quite

immobile in another. Certainly the pioneers crossing the North American continent in ox-drawn wagons
covered the same distance as the airliner from Chicago to San Francisco. But we would today hardly
consider these pioneers to have had much mobility.
A more pertinent example of mobility is the ever decreasing size of cellular telephones. What was once

considered a "mobile phone" had to be transported in a vehicle. Amajor step forwardwas the "transportable"
phone, which freed the user from their vehicle but weighed in at about twenty pounds, still huge by today’s
standards. With the advent of "brick" phones in the mid-1980’s came the era of "portable" phones. This
continuing decrease in size andweight of handsets has greatly increased themobility of cellular subscribers.
In this book on mobile data communications we define mobility asthe ability to send and receive

communications anytime anywhere. Mobilitymeans that both source and destination devices, applications
1. "Wirelessness" refers to the use of a wireless media, most typically radio frequency (RF) systems.
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and people are free of the constraints imposed by physical location. Access to an Ethernet port, for example,
need not limit one’s ability to send and receive data in a mobileWAN environment any more than access to
a landline phone currently limits one’s ability to place a voice call in an area covered by cellular service.

1.2 Basic Approaches to Mobility

The issues of mobility in a WAN environment can be discussed in the context of a modern day "road
warrior," whom we shall call Gary2 . Gary is never totally alone in his travels–as in real life, he cannot
survive on the road for long without active support from his administrative assistant, whom we shall call
Pat3 . If you had to communicate with Gary, who (as always) is on the road, how could you accomplish
this?

1.2.1 Approach 1: Application Awareness

One way to communicate with Gary is to contact him at his hotel or wherever he is. If he had provided you
with a copy of his itinerary and none of his plans changed (certainly an ideal case!) you could call or send
facsimiles to Gary at the location specified in the itinerary.
Of course, Gary would have had to anticipate your need to contact him or he would likely have not

provided you a copy of his itinerary. In the absence of clairvoyance, Gary or Pat would have to provide
copies of his itinerary to all people who might ever have a need to contact Gary while he is traveling–all of
the time! Even people he might not really want to hear from...
Obviously there are serious logistical problems with this approach to mobile communications. On top

of the logistics and overhead of broadcasting Gary’s itinerary to the world, there are issues of privacy and
the undesirability of always being accessible. It is just possible that Gary would prefer to not be interrupted
while in the midst of a serious contract negotiation for an unrelated issue.
An equivalent situation in mobile data communicationswould be amobile host having to directly notify

each of its applications’ peers about its current location or address, as depicted in Figure 1.1. Any peer
application not receiving this location update would be unable to communicate with or engage in a session
with the mobile host. This would be like trying to call someone at their office phone number when they are
really at home, at a different number (address).
The primary advantage of this Application Awareness approach to mobility is that the network infras-

tructure does not itself need to be involved in or even aware of the mobility.4 Mobility management and
network access are entirely within the scope and control of end users and applications. The mobile host
and applicationmust provide location and routing information to each of the application’s peers. Each peer
then cooperates by connecting with the mobile application according to the new routing rules.
The primary disadvantage of this scheme is that by eliminating network involvement, end users and

applicationsmust perform routing tasks typically handled by other entities. This approach requires custom
(i.e., nonstandard) applications to furnish mobility awareness and support. These applications on both the
mobile and peer sides would then differ from thosewhich operate in an immobile world. However, success

2. Gary is a true road warrior we know who regularly logs over 300 nights on the road per year. Someone who really needs free
airline mileage awards.

3. Pat is a good name for an administrative assistant example because it avoids all sexist stereotyping. Kim, Chris and Sandy also
work in this respect.

4. For now we shall not consider real-world concerns like charging for services,etc.
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Host

. . . in order to be able
to receive messages
from a few of them.

Mobile-hosted application
notifies all peers of its
location . . .

Figure 1.1: The Application Awareness Approach to Mobility

of a mobile data technology depends to a large extent on the ease of application attachment to the mobile
network.
This disadvantage is exacerbated in that end applications would have to collect and maintain evolving

routing information for hosts which might be mobile. This is highly inefficient and goes against the grain
of a functionally-layered network architecture. Application layer entities should not be concerned with
network layer issues such as routing and addressing.
A variation of the Application Awareness approach was traditionally used in the cellular phone envi-

ronment for "roaming" subscribers. Prior to "roaming" into another service provider’s territory, a cellular
subscriber would have to prearrange for service in that area with their home service provider.5 In this case,
the end user was involved in what is essentially a routing issue to be able to receive calls on their cellular
handset.
Perhaps for these reasons, there are no good implementations of the Application Awareness approach

to mobile data communications. This approach is only feasible in vertical applications running in closed
networks in which protocol layers are not functionally separated.

1.2.2 Approach 2: Directory Lookup

Another way to contactGary the road warrior is via Pat, his administrative assistant. If Gary always notifies
Pat about his location (by itinerary and verbal updates), you could first call Pat’s office to get current phone
or facsimile numbers for Gary. Armed with this information, you could then contact Gary directly.
This approach is more flexible than only using a previously-furnished itinerary, which is subject to

change. However, if Gary has been less than diligent in his location updates, Pat may not really know
where Gary is. Furthermore, anyone wishing to contact Gary must first go through Pat, which means they
must know how to reach Pat. And Pat must always be available.

5. Fortunately this has been replaced by inter-carrier "roaming agreements" and business relationships which allow cellular
subscribers to simply use their handset while in another carrier’s region without any special pre-arrangements.

Ex.1016.00039



24 CHAPTER 1. INTRODUCTION TO MOBILITY

Although this approach is logistically feasible, Pat may not always know whom to give Gary’s location
information to. It is possible that Gary uses Pat as much for call screening as for support of his mobility.
But at least you would know to always contact Gary by first calling Pat.
This Directory Lookup approach is similar to the use of the Domain Name System (DNS) to determine

addresses used for routing in the conventional6 Internet. In theWorldWideWeb, sites are typically accessed
via Universal Resource Locator (URL) identifiers and not via Internet addresses. These human-recognizable
names are used by Web browser software to interrogate one or more DNS servers, which respond with an
Internet address reflecting the Web site’s network location. The IP address returned by the DNS query is
used to route subsequent Web page accesses (i.e., data packets).
The DNS system provides this ubiquitous name-to-address translation function via a highly distributed

and replicated database of translation information. The degree of replication of this database provides
dependable and rapid worldwide address translation. However, this replication also makes the synchro-
nization of updates throughout the database somewhat slow. This is the price of success.
The DNS mechanism works well because Web sites typically do not change network access points (i.e.,

addresses) very often. The relatively static domain name to IP address translation information can be safely
propagated and cached without fear of rapid obsolescence. Unfortunately, this is not the case for mobile
hosts, whose locations change far too quickly for efficient DNS tracking.
Unlike current DNS queries, mobile host location queries would have to be done (almost) every time

peer applications wanted to correspond with the mobile host, as depicted in Figure 1.2. Although some
caching of location information could be done–as in DNS–this information is extremely time sensitive. If the
destination host is in motion, the location information could quickly become obsolete. Thus, the overhead
of determining a route (address) for a mobile would have to be incurred prior to sending every packet to
the mobile.

Host

. . . application peers query
mobility directory before sending
messages to mobile application.

Mobile-hosted application
notifies mobility directory
of its location . . .

(1)

(2)

(3)

DirectoryDirectory

Figure 1.2: The Directory Lookup Approach to Mobility

6. We really don’t intend to be snooty in referring to current non-mobile networking technology as "conventional." We have to
call it something. Our use of the word "conventional" is merely for clarification purposes–to distinguish non-mobile networks from
mobile data networks. We realize that by doing so we risk sounding like the newest/hottest LAN technology sales folks who refer to
Ethernet as a "legacy system."
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To avoid this overhead with the Directory Lookup approach to mobility, the mobile host cannot move
to a different network attachment point, while one of its applications is engaged in a session with a remote
peer. Doing so would break the connection, forcing the session and application to end prematurely in a
highly disruptive manner.
To prevent this disruption in a Directory Lookup scheme, the mobile host must restrict its movement

whenever connections are active. While this might be acceptable for mobile host-originated application
associations, it is clearly deficient for application associationsoriginated by application peers of themobile. 7

The Directory Lookup approach enjoys the advantage that any peer application wishing to contact the
mobile host need only query a central repository of location information. Likewise, the mobile host need
only notify the central directory service of its location. There is no need to contact each and every one of
the potential peer applications which might have a need to communicate with that mobile host.
However, the Directory Lookup approach to mobility still involves application participation. Applica-

tionsmust understand mobility enough tomaintain associations between the mobile host and the directory
lookup procedures. If themobility directory is implemented in a standardized manner a la DNS, the lookup
can be a natural part of any application. However, if it is not standardized, applications would need to be
modified specifically for mobile hosts.
For all of these reasons, CDPD does not use the Directory Lookup approach to mobility. The CDPD

network is required to support mobile devices which change their point of access frequently. Within a
metropolitan area, a moving host may traverse multiple points of network attachment in a few minutes.
This type of movement requires extremely frequent mobile directory updates.
Furthermore, as we have seen, the Directory Lookup approach to mobility is ineffective for any session

lasting longer than a few seconds involving a moving host. Since an application connecting with a mobile
host cannot rely on routing information obtained from the mobility directory more than a few seconds
ago, it must reacquire routing information for every new association. This is a change to the current DNS
mechanism as well as inefficient from a system perspective. For all of these reasons, this approach is
inappropriate for a mobile data network such as CDPD.

1.2.3 Approach 3: Mailbox Service

A third way to contact Gary the road warrior is to use a messaging service of some kind, such as voice mail.
With this approach, all of Gary’s associates would call the number on his business card to leave messages
for him. At a later time, Gary could retrieve his messages from the answering service and return calls.
Unfortunately this approach does not allow any live discussions between Gary and his peers. Unless

Gary happens to check his messages frequently or happens to return calls at just the right moment, he will
simply end up leaving a message himself. Althoughmany business relationships can proceed via exchange
of voice mail messages, the unavailability of live communication will eventually become a problem. This
approach is intentionally used by many people to screen unwanted phone calls.
This Mailbox Service approach tomobility is similar to Email repository services such as RadioMailTM.

This approach allows the users ofmobile hosts to retrieve their Email whenever they are in an area ofmobile
connectivity. However, this approach prohibits interactive activities such as on-line database queries.
This approach benefits from peer applications no longer having to involve themselves in the mobility

tracking process. Each peer application wishing to communicate with the mobile host simply sends
information to the designated message repository for the mobile user. In this way the peer application
is no different than any standard electronic messaging application.

7. This clearly is unacceptable for voice connections, which are routinely made while in transit. However, restricting the movement
of cellular voice users would provide the unintended side benefit of increasing roadway safety!
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In order to use the Mailbox Server approach to mobility, a peer application must send a message to
the mailbox and await a response, as depicted in Figure 1.3. The mobile host will only become aware of
the message by interrogating the mailbox or by the mailbox broadcasting notifications to the mobile host,
wherever it is. As we shall see, this dilemma has been addressed by CDPD with the Status Notification
Service (SNS) support for applications like messaging.

Host

. . . mobile-hosted application
later retrieves messages.

Application peers leave
messages in mobility
mailbox . . .

(1)
(2)

Mobility
Mailbox

Mobility
Mailbox

Figure 1.3: The Mailbox Service Approach to Mobility

The Mailbox Service approach does not provide real-time communications and is thus inappropriate
for interactive applications. It also requires mobile network-specific protocols between the mobile host and
the network infrastructure. Both the network and application are impacted by and must be modified for
mobility. In that sense it could be considered to be the worst of both worlds.

1.2.4 Approach 4: Administrative Redirection

Another approach to contacting Gary the road warrior is for your calls and facsimiles to be forwarded to
his current location. You don’t even have to know that this is happening. Packages and mail can also be
redirected to someone on the move like Gary–Pat simply repackages them for overnight delivery to Gary’s
anticipated future location.
This approach greatly simplifies communicating with Gary. All you need to know is his "anchor"

location–his home office, where a combination of modern telephony and Pat support Gary’s mobility. As
long as Gary notifies Pat of his anticipated next day’s whereabouts and keeps his phone forwarded (or,
better yet, uses a mobile phone), no-one else needs to be aware of Gary’s absence from the office. 8

This Administrative Redirection approach to mobility can be applied in a data networking context by
associating the mobile host with a "home" location. This network address and its corresponding domain
name, URL, etc., would be the communication coordinates used by applications corresponding with the
mobile host. All of these coordinates could be advertised in the conventional ways–via routing information
protocols, DNS servers, etc.

8. Variations of this scheme have been used by many creative people to further development of their golf games.
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Whenever corresponding entities wish to communicate with a mobile host, they would send packets to
the home address associated with the mobile host, as depicted in Figure 1.4. These data packets would be
redirected by a mobility-aware home server or agent, much as Pat would repackage and forward written
correspondence to Gary. In this way, peer applications (and people) could remain blissfully unaware of the
mobility and location of the host (person) they are corresponding with.

Host

. . . which then redirects
messages in real time to

Mobile host notifies
home mobility agent
of its location . . .

Mobility
Agent

Host

mobile host.

Mobility
Agent(1)

(2)

Figure 1.4: The Administrative Redirection Approach to Mobility

The primary advantage of the Administrative Redirection approach to mobility is that it supports direct
interactive communication between a mobile host and peer applications in a transparent manner. The data
connection or association is achieved without the peer applications being aware of mobility and routing
management issues. This greatly eases application attachment, which in turn encourages mobile network
acceptance and adoption.
Obviously this approach requires some work on the part of the network to maintain transparency of

mobility at the application level. The home mobility server must always know where the mobile host
is, then redirect data packets to that location. Standard techniques available for this redirection include
readdressing the original packets or encapsulation of the packets in new packets with updated destination
addresses. In any case, new protocols and procedures must be established for the network infrastructure to
support transparent mobility.
The Administrative Redirection approach to mobility has been adopted by both the CDPD and the

Mobile IP Task Force specifications, as well asNovell in its proprietary Mobile IPX protocols. This approach
can be implemented via one of several mobility management schemes, described in a subsequent section.

1.3 Aspects of Mobile Communications

There are two aspects to mobile communications: mobile network access and mobilitymanagement, which
are depicted in Figure 1.5. In this book we will address both of these aspects in the context of mobile data
communications, as well as other issues which, although less centric to mobility, are important to any "real
world" business.

Ex.1016.00043



28 CHAPTER 1. INTRODUCTION TO MOBILITY

(1) Network Access
(2) Mobility Management

Correspondent

Mobile Network

Mobile
Data
User

Host

Mobile
Host

Figure 1.5: Two Basic Aspects of Mobile Communications

1.3.1 Mobile Network Access

The first aspect of mobility is accessing or connecting to the communications network. This network access
is media-specific and might involve using a pay phone, plugging a 10BASE-T jack into a wall socket or
powering-up a wireless device within an appropriate coverage area. We discuss network access for CDPD
systems in Chapter 5.
Because mobile network access is a big issue, previous books on mobile data communications have

tended to focus on it. But "getting connected" is only half of the battle.

1.3.2 Mobility Management

The second aspect of mobile communications is the ability to efficiently send and receive communications
from wherever you are, once you have accessed the network. This is called mobility management or
location management. Somehow the rest of the world must be able to reach you wherever you are. This is
the essential challenge of mobile communications and the manner in which this challenge is addressed has
broad implications on mobile data applications.

1.4 The Essential Challenge of Mobility Management

If we ignore (for now) the physical issues involved in data transmission and network access, it is clear that
sending messages from a mobile entity is not a challenge from a data networking perspective. If a mobile
device has data to send, it does so and, neglecting medium-specific issues, the data can be forwarded in the
usual way to its destination. [IOAN93] states that "routing traffic from the mobile [device] is considered a
trivial problem; if the destination is an ordinary host in the network, normal routing procedures should be
followed."
However, being able to receive data at a mobile entity is a significant challenge from a data networking

perspective. The essential problem of mobility management is efficiently getting data to a mobile entity,
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which can be anywhere9 or nowhere. The mobile is essentially nowhere if it is powered down or out of
range of the system; this is an important situation to consider in any mobile system.

1.4.1 Knowing Where the Mobile is

The first part of getting data to amobile device is knowing where themobile is. Of the previously-described
basic approaches to mobility, only the Mailbox Service approach did not require prior knowledge about the
mobile’s location by another entity. So any interactive data communications application will require some
assisting entity in the mobile network to know where the mobile is before engaging in the communication.
There are two basic strategies that a data sender can employ to know the location of the intended mobile

recipient. The sender (or, alternatively, the system)must either continuously track the location of themobile
device or search for the mobile immediately prior to sending data to it. Which of these mobile device
location strategies should be used depends to a large extent on the nature of the intended communication.
There is a tradeoff between ease of tracking and ease of searching in amobile environment; the efficiencies

realized by these techniques are mutually exclusive. One of the primary conclusions of [IOAN93] is that a
system can only be optimized for tracking or searching, but not both. A mobile system could support both
strategies, but only be optimized for one of them.
If the nature of the intended communication is brief and burstywith potentiallymultiple sources sending

data asynchronously to amobile host, continuous tracking of the mobile device is more efficient than trying
to locate the mobile in real time [IOAN93]. Continuous tracking generally requires the mobile device to
actively participate in the tracking process by notifying the systemof its initial location and any subsequent
changes in its location.
This continuous tracking technique is how systems such as Mobile IP and CDPD operate. It is also

similar to conventional routing protocols, such as RIP, OSPF, etc., which allow routers to automatically
adapt their routing tables based on changes in network connectivity, although at a much slower rate.
If the nature of the intended communication is relatively lengthy and typically involves a single peer at

a time, greater efficiences can be realized by searching for the mobile device immediately prior to sending
data to it [IOAN93]. The relative overhead per communication event is small and the system can be greatly
simplified by not requiring a continuous tracking mechanism for mobiles.
Searching for a mobile device generally involves some kind of paging operation by the system im-

mediately prior to sending data to it. This is how circuit-switched systems such as cellular voice or
circuit-switched data operate. With relatively lengthy sessions involving the mobile host, this is often the
best option. The search can be optimized to a degree by beginning where the mobile was last observed.
If the network itself cannot perform this searching function, the corresponding entity must itself locate

the mobile, perhaps via a "mobility agent." Such an agent would look for the mobile device and report its
location to the corresponding agent. Of course, all of this must happen quickly to be of much use.
Regardless of whether a mobile system is optimized for tracking or searching, it is essential to maintain

an information base of mobile locations and to be able to quickly propagate that information whenever
needed. The approach used will, of course, depend on the tracking vs. searching system design decision.
This location information base is analogous to routing table information in conventional networks.

9. By definition, if amobile device can receive data (service) anywhere, that servicemust be availableeverywhere. Here, "anywhere"
is a geographic concept. Ubiquitous provision of service would thus seem to encourage wireless media for mobile services.
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1.4.2 Routing Data to the Mobile

The second part of getting data to a mobile device is routing the data to the mobile host. This consists of
determining the route to be followed by the data in its journey to the mobile, then actually forwarding the
data along that route. Both of these steps are identical to packet routing and forwarding in conventional
connectionless data networks, and depend on readily-available and accurate mobile location information.

1.5 Mobility Management is a Network Layer Function

It should be clear from our discussion thus far that mobility management consists largely of routing data
packets (NPDUs) to hosts which change location and network access frequently relative to conventional
hosts.10 By definition, routing is a network layer function and thus mobility management should also be
a network layer function. Efficient support for mobility must be designed into the network layer for any
mobile WAN.
As observed by [IOAN93]: "The problem of Mobile Internetworking [can be] posed as follows: how to

provide seamless and transparent network connectivity to mobile networked computers (or other commu-
nicating devices) as they change location, networking interfaces, or even service providers. We term this
work ÔMobile Internetworking’ because it enables mobile entities to communicate within an internetwork,
i.e., a network of networks, and not just a local, connected network."

1.5.1 Network Layer Addresses

Data packets are routed across conventional internetworks via their destination host network layer ad-
dresses. The ability to route packets toward their final destination is based on the fact that network layer
addresses are typically composed of a network-identifying part and a host-identifying part. The network-
identifying part of the address specifies on which network the host may be found. The host-identifying
part of the address specifies which host on the network is desired.
Figure 1.6 depicts an IP address, which is four bytes long. The network-identifying part is called the

netid and the host-identifying part is called the hostid. Originally the separation between these fields was
required to be at one of the three byte boundaries; three corresponding classes of network address space
were defined. Now with IP version 4 (IPv4), the boundary between netid and hostid is identified via a bit
mask, allowing complete flexibility for IP address space allocation.

netID hostID

Figure 1.6: IP Network Address

Because of the rapid adoption of IP-based technology and the Internet, IP address space had become a
precious resource by the early 1990’s. Four bytes sounds like a lot of addresses, but typically host address
10. While conventional hosts might be relocated over a period of weeks or (more typically) months, a mobile host would relocate

over a period of minutes to possibly as short as seconds.
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Router X Router W & Y Router Z
Host Next Host Next Host Next

Address Hop Address Hop Address Hop
X.1 – X.1 X X.1 Y

Table 1.1: Routing Table Entries for Host 1

assignmentsare relatively sparsebased on organizational andnetwork boundaries.11 Partly as a result of the
address space limitation and also because of the protocols defined, the IP addresses are typically manually
administered and statically assigned to hosts. IPv6 (the "next generation") [BRAD96] has extended the size
of IP addresses to 16 bytes, largely to alleviate these concerns about address space availability.

1.5.2 Network Topology Changes

The assignments of network layer addresses to hosts is based on the topology (state of connectivity) of the
network. Routing information (contained in the routers in the network) can be considered to be a form of
distributed database, where a partial view of the network topology information is contained in each router.
Each router must be capable of selecting the "next hop" for each packet based on its ultimate network layer
destination address.
Figure 1.7 depicts routing in conventional data networks. A data packet is forwarded from its source

located somewhere in the rest of theworld to its destinationhost, Host1. Table 1.1 depicts the corresponding
entries in the routing tables at Routers W, X, Y and Z, which participate in the packet forwarding. The null
entry in the "next hop" field for Router X indicates that Host 1 is local to Router X.

Router X

Router Z

Routing Area X

Host 1

Router W

Router Y

Rest

Routing Area Z

of the
Wor ld

Figure 1.7: Conventional Data Network Routing

Over time this distributed routing database evolves to reflect changing WAN connectivity. As links and
nodes come and go, the routing tables must reflect these changes. This routing table adaptation can either
11. For example, a so-called Class C IP address block is the smallest contiguous block assignment which can be made to an

organization. The Class C block defines a three-byte netid and a single-byte hostid, enough for 255 hosts. (All zeros in the hostid field
means the network address rather than a host address). If a network administrator only had a dozen hosts to actually assign addresses
to, they would only use 12 out of the 255 host addresses available to them. This is not an uncommon situation.
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be manually administered (called "static routes") or automatic (i.e., based on router protocols such as RIP
and OSPF) [PERL92]. Automatic routing table updates support changing network environments due to
configuration changes (intentional!) and failures (unintentional!).
Novell’s proprietary IPX protocol uses ten-byte network layer addresses in a creative fashion to support

a plug-and-play network configuration capability. The first four bytes of the address represent the network
and are called "network." The last six bytes are called "node" and identify the host ("node" in Novell
terminology). This field is identical to the device’s permanent six-byte MAC sublayer identifier.
In IPX there is no requirement for network administrators to explicitly configure each node address,

only each router’s network value. Plug-and-play capability–certainly a factor in mobility–is supported in
that a host only needs to determine its "network" value by querying a local router when the host is joined to
a network. Then the node must notify each of its application peers of its new "permanent" address which
it has self-configured.
This self-configuration by IPX significantly reduces the effort required tomove devices from one location

to another and prevents node address conflicts. It also eliminates the need for a protocol, such as ARP12 , to
provide the network layer to data link layer address mapping for local routing.

1.5.3 Routing Table Updates

Rapid convergence of router protocols (i.e., adaptation of the routing information database to changing
network state) is a primary concern inWANs. Routing protocolsmust converge more quickly than network
topology changes occur or the internetwork operation will break down from the congestion caused by
misdirected packets. In fact, oneof thebiggest drawbacks to thepopular RIP protocol is its slowconvergence
in large-scale internetworks.
Conventional data network routing table updatesmust be done frequently enough to prevent congestion

in the event of a link or router failure or network reconfiguration. [IOAN93] observes that "if the links go
up and down faster than the [routing] protocols can converge, routing may not be possible even though the
physical paths exist."
The need for rapid convergence is amplified in mobile environments, where the movement of hosts

creates and destroys links (to those hosts) dynamically and presumablymore frequently than failures occur.
Routing information needs to be rapidly shared amongst mobility routers to ensure consistency between
their routing tables and the represented physical network topology.
[KRIS95] notes that "conventional routing protocols were not designed for networks where the topo-

logical connectivity is subject to frequent, unpredictable change." Although current routing information
protocols support adaptive routing updates to reflect network and host connectivity changes, these proto-
cols are designed for infrequent updates and failures, and thus inadequate to support mobility.

1.6 Mobility Management Schemes

Network layer-based mobility management schemes can be categorized as falling into one of three basic
types per [IOAN93]. They will be summarized in the following subsections.

12. The Address Resolution Protocol in the IP world.
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Router W Router X Router Y Router Z
Mob. Next Mob. Next Mob. Next Mob. Next
Host Hop Host Hop Host Hop Host Hop
1 X 1 - 1 X 1 Y
2 X 2 - 2 X 2 Y
3 X 3 Y 3 Z 3 -

Table 1.2: PAS Routing Table prior to Mobile 2 Movement

1.6.1 Permanent Address Scheme (PAS)

The first mobility management scheme is called the Permanent Address assignment Scheme [IOAN93]. In
PAS the mobile host network layer address remains constant, with the routing system adapting itself to
changes in the host’s location.
To support PAS, each router in the mobile internetwork must maintain a host route (routing table

entry consisting of host address and next hop for that host’s current location) for each mobile host in
the internetwork. As each mobile host moves throughout the internetwork, all routers must update their
routing tables accordingly.
Figure 1.8 depicts a mobile host, Mobile 2, changing its point of access to the mobile internetwork from

Area X toArea Z.Accommodating this change in PASnetwork topology entails changes to the routing tables
in Router X, Router Y and Router Z; these routing tables are displayed immediately prior to the movement
of Mobile 2 in Table 1.2 and immediately following the movement of Mobile 2 in Table 1.3. Because Router
W has Router X as the "next hop" for both Area X and Area Z, its routing table remains unchanged by the
movement of Mobile 2.

Mobility Area X

Mobile 1

Router W

Mobility Area Z

Mobile 2

Mobile 2
Mobile 3

Router Y

Router X

Router Z

Figure 1.8: Permanent Address Scheme (PAS)

PAS is problematic because it requires every router in the mobile internetwork to have a current host
route entry for every mobile host–which might number in the millions. This simple scheme clearly does
not scale well and is thus inappropriate for large mobile networks. Too bad–it’s easy for the mobile hosts
and transparent to their correspondents.

Ex.1016.00049



34 CHAPTER 1. INTRODUCTION TO MOBILITY

Router W Router X Router Y Router Z
Mob. Next Mob. Next Mob. Next Mob. Next
Host Hop Host Hop Host Hop Host Hop
1 X 1 - 1 X 1 Y
2 X 2 Y 2 Z 2 -
3 X 3 Y 3 Z 3 -

Table 1.3: PAS Routing Table following Mobile 2 Movement

1.6.2 Temporary Address Scheme (TAS)

The second basic mobility management scheme is called the Temporary Address assignment Scheme
[IOAN93], which is the logical opposite of PAS. In TAS a mobile host adopts a network layer address
consistent with its current subnet location. When the host moves, its network layer address changes to
reflect its new location.
In TAS, the onus of work supporting mobility is placed on the mobile host and its applications rather

than the network infrastructure. TAS is a form of the Application Awareness approach to mobility.
Figure 1.9 depicts a mobile host, Mobile X.1, moving fromArea X to Area Z; in the process its temporary

address changes from X.1 to Z.2. Because this new address reflects its new location in Area Z, packets
addressed to Mobile Z.2 will be forwarded to it via conventional routing. The routing tables for Routers
W, X, Y and Z are depicted before the move in Table 1.7 and following the move in Table ??. In all routing
tables, the entry for host X.1 has been deleted and a new entry for host Z.2 has been created.

Mobility Area X

Mobile X.2

Router W

Mobility Area Z

Mobile X.1

Mobile Z.2
Mobile Z.1

Router Y

Router X

Router Z

Figure 1.9: Temporary Address Scheme (TAS)

Unfortunately, peer applications will not be able to create associations with the mobile host for a while
because its network layer address changed. Until peer applications know to use the Z.2 address rather than
the X.1 address, the Mobile host will be unable to receive packets.
Obviously, TAS is trivial for routers to support–they don’t need to do anything special.13 However,

13. One way to implement TAS in a way which is transparent to routers is to have mobile hosts assign their own temporary address,
possibly based on the router’s (subnet’s) netid and their own permanent hostid (which must be globally unique). This is similar to
Novell’s IPX networking, which greatly reduces the administrative overhead of operating and maintaining a network.
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Router W Router X Router Y Router Z
Mob. Next Mob. Next Mob. Next Mob. Next
Host Hop Host Hop Host Hop Host Hop
X.1 X X.1 - X.1 X X.1 Y
X.2 X X.2 - X.2 X X.2 Y
Z.1 X Z.1 Y Z.1 Z Z.1 -

Table 1.4: TAS Routing Table prior to Mobile X.1 Movement

Router W Router X Router Y Router Z
Mob. Next Mob. Next Mob. Next Mob. Next
Host Hop Host Hop Host Hop Host Hop
X.2 X X.2 - X.2 X X.2 Y
Z.1 X Z.1 - Z.1 Z Z.1 -
Z.2 X Z.2 Y Z.2 Z Z.2 -

Table 1.5: TAS Routing Table followingMobile Z.2 Movement

maintenance of accurate DNS name server information is extremely difficult with TAS.14 Also, mechanisms
are required to ensure global network address uniqueness.15

Changingnetworkaddresses impactsTCPandother transport layerprotocolswhichassumepermanent16
network layer addresses. Under TAS, sessionswould have to be torn-downwhenever a host move required
a change of address. This is the same problem created by the Directory Lookup approach to mobility and
conflicts with our desire for transparent mobility.

1.6.3 Embedded Network Scheme (ENS)

The third basic scheme for mobility management is called the Embedded Network Scheme [IOAN93]. ENS
embeds a virtual network of mobile hosts and support infrastructure (mobility routers and other assistant
entities) in themidst of a larger internetwork. Thesemobility routers serve to provide mobility in the virtual
network; other elements in the data network infrastructure, such as routers, can remain ignorant about host
mobility.
Figure 1.10 depicts a mobile host, Mobile X.1, moving fromArea X to Area Z. Only the routing tables for

the "special" mobility-aware routers–RoutersX* and Z*–have been changed to reflect this change in network
topology. The routing tables for all routers are depicted in Table ?? prior to the mobile’s movement and
Table ?? following the mobile’s movement.

14. The Domain Name System or DNS provides mapping between host names–which rarely change–and host addresses–which
change whenever hosts are moved to new subnets in conventional networks.

15. Network addresses must be globally unique to prevent data intended for one recipient to be correctly but wrongly forwarded to
a different host.

16. "Permanent" is a relative term,which usually implies human administration! A configuration can be considered to be "permanent"
whenever human intervention is required to change it.
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Mobility Area X

Mobile X.2

Router W

Mobility Area Z

Mobile X.1

Mobile X.1

Router Y

Router X *

Router Z *

* denotes special mobility-supporting routers.

Figure 1.10: Embedded Network Scheme (ENS)

Router W Router X* Router Y Router Z*
Mob. Next Mob. Next Mob. Next Mob. Next
Host Hop Host Hop Host Hop Host Hop
X.1 X* X.1 - X.1 X* X.1 Y
X.2 X* X.2 - X.2 X* X.2 Y
Z.1 X* Z.1 Y Z.1 Z* Z.1 -

Table 1.6: ENS Routing Table prior to Mobile X.1 Movement

By decoupling mobility management from the conventional routing mechanisms, ENS provides a more
efficient means of routing tomobile hosts and supports constant network addresses. ENS typically involves
either data packet encapsulation or the use of secondary temporary addresses by the "special" routers to
provide mobility. ENS embodies the Administrative Redirection approach to mobility in its transparency
to the rest of the world.
CDPD services are provided via an ENS-type of mobility management; this mobility is transparent to

existing routers and hosts. The Mobile IP definition and Novell’s Mobile IPX are also implementations of
the ENS concept. The primary difference between these systems is in the way that the assisting entities are
defined.

Router W Router X Router Y Router Z
Mob. Next Mob. Next Mob. Next Mob. Next
Host Hop Host Hop Host Hop Host Hop
X.1 X X.1 [Y] X.1 X* X.1 -
X.2 X X.2 - X.2 X* X.2 Y
Z.1 X Z.1 Y Z.1 Z* Z.1 -

Table 1.7: TAS Routing Table followingMobile X.1 Movement
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ENS Variations

In CDPD and Mobile IP, two cooperating assisting entities provide mobility management. One of them–
the Mobile Home Function in CDPD, the mobility router in Mobile IP–serves as the public local router
for packets destined to the mobile host. The second assistant–the Mobile Serving Function in CDPD, the
foreign agent in Mobile IP–receives packets which have been redirected by the first assistant and forward
them on to the mobile via the local data link.
Packet encapsulation or tunneling is used by CDPD and Mobile IP to redirect packets from the first to

the second assisting entity, as depicted in Figure 1.11. The details of this mobility management scheme is
presented in Chapter 4 (for CDPD) and Chapter 10 (for Mobile IP).

Mobile Network

Mobile
Host

Correspondent
Host

MHF

MSF

H1  data

H1  data

H2  H1  data

Original Packe
t

Encapsulated Packet

Original Packe
t

Figure 1.11: Packet Encapsulation in CDPD

Novell’s Mobile IPX differs in that it uses a single assisting entity, called the home router, to forward
packets to a mobile node (host). The home router advertises an "internal" network number which the
mobile adopts as its network number field in a so-called "permanent" address; the node number field for
this permanent address is sequentially assigned by the home router to registering mobiles.
Whenever a mobile relocates, it determines its location-dependent (physical) IPX address in the usual

way (by prepending a local router’s network number to its hardwired MAC identifier, as we discussed in
Section 1.5.1). The mobile then notifies its home router of its new location. All the home router has to do is
maintain a table of permanent address to physical address mappings.
Whenever an IPX packet destined for the mobile’s permanent address arrives at the home router (based

on standard IPX packet routing), the home router replaces that destination address (themobile’s permanent
address) with the mobile’s current physical address and redirects the packet onward as depicted in Figure
1.12. The mobile then internally replaces the substituted physical address with its permanent address
to avoid confusion by its higher layers and applications. This destination address substitution may be
compared with the packet encapsulation technique used by CDPD and Mobile IP.
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Figure 1.12: Address Substitution in Mobile IPX

1.7 Steps in the Mobility Management Process

Three steps are involved in accessing and using mobile data networks. These steps are necessary for
mobility management and are analogous to the phases of a connection-oriented protocol. The details of
each stepdepend largely onwhether the systemuses a tracking or searching mobilitymanagement strategy
as described in Section 1.4.1.

1.7.1 Registration

At some point, the mobile host must announce itself to the system ("here I am!") before it can receive
services. This announcement or registration serves several purposes, including establishment of a SubNet
Point of Attachment or SNPA (i.e., the local address where the mobile can be accessed), obtaining network
connectivity via the local mobility-supporting router, authentication of its identity, authorization for use,
encryption key exchange, link layer parameter negotiation, etc. The mobile registers to a single mobility
area at a time.
If the system employs a tracking-based mobility management strategy, the mobile will register once

and thereafter remain virtually connected to the system, even if it neither sends nor receives data. If the
system employs a search-based mobility management strategy, the mobile will register each time it wants
to transmit data, or in response to a system page (because another entity wants to send it data).
Registration includes but is not limited tomobile network access. After performing the actions necessary

to access the mobile network, the mobile host must then initiate the mobility management process.

1.7.2 Usage

Once the mobile host has registered to the system, it may use the resources of the system to access the rest
of the world. At this point, the mobile host must behave and serve its applications much the same as a
conventional host. Mobile network usage could last a long time or for only the duration of a brief data
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communication. During this interval, the mobile host is accessed (i.e., data packets are sent to it) via the
mobility router to which it is registered.

1.7.3 De-registration

Following its use of the system, the mobile host leaves its subnet point of attachment. The de-registration
serves the purpose of freeing-up network resources (such as identifiers, memory blocks, routing table
entries, etc.) that would otherwise be allocated to a quiescent mobile. A mobile host might deregister
because it no longer requires mobile access or because it has moved out of the mobility area to which it was
registered.

1.8 A Simple Taxonomy of Mobility

Mobility can exist in many forms. To assist in analyzing different mobile systems, we offer the following
simple taxonomy of mobility. In this taxonomy, levels of mobility depend on the degree of location-
independence and in-motion capability provided by the mobile system.
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Figure 1.13: The Mobility Cube

We should point out, before beginning our mobile taxonomy, that mobility could be considered to be
just one of the dimensions of a mobile data system. As pictured in Figure 1.13 the medium in use and the
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protocols supported are additional dimensions to consider. Depending on the situation at hand, different
mobility solutions are more or less appropriate.

1.8.1 Type 0 Mobility: Stationarity

Type 0Mobility describes systemswhich do not supportmobility. Network entities are limited to essentially
fixed locations for communication with others. This is the level of mobility provided by conventional data
networking technology.
In conventional networks, the network layer address indicates the topological location of the host. The

netid part of the address identifies the subnet onwhich a host can be found and is used by routers to forward
a packet to its destination. Once the packet reaches the "last router" which connects the destination subnet
to the rest of theworld, the hostid part of the address is used to identify the destination host on that subnet 17
. In general, the network address (netid + hostid) defines the host’s location relative to well-known places
in the internetwork.
Typically, human intervention is required to configure and administer networkaddresses ofhosts in Type

0 systems. In these systems,moving a host from one location (subnet) to another amounts to creating a new
entity (i.e., network address). [RICH95] states that "the static addresses of traditional network architectures
bind a computer to a specific LAN or subnet. Current versions of IP, for example, assume that an IP node
has a fixed point of connection to its network."
Type 0 systemsare location-dependent and are thus notmobile. Examples of Type 0 systems include not

only traditional networks, but also wireless LANs and campus networks such as Metricom Ricochet. The
limitations to mobility in such systems are often due to the technology not being scalable to the magnitude
required for ubiquitous mobile operations. In any case, the mobility is limited to the subnet or immediate
(LAN) medium containing the host.

1.8.2 Type 1 Mobility: Location Independence

Type 1 Mobility describes systems in which hosts enjoy mobility regardless of location. We make no dis-
tinction between systemswhich could be deployed everywhere and thosewhich are deployed everywhere.
Rather than discuss the current state of deployment, which is itself a moving target, we assume that a
system capable of global deployment is globally deployed; this makes it location-independent. Examples
of Type 1 systems include Mobile IP, RAM and Ardis.
Asmentioned earlier, transparency is a key aspect of mobile systems. If a peer application needs to know

about the mobility of a host, then the benefit of that mobility is limited. In particular, systems requiring
effort to port applications to them,while supportingmobility, are limited by the lack ofmobile transparency.
Typically these systems require gateways to "spoof" protocols on one side of their networks and use

proprietary protocols to conveydata over radio channels. The horizontalmarket acceptance of these systems
has been limited due to the effort required to port applications to nonstandard APIs and mobile devices.
Inmany cases, Type 1 systemshave beendesigned from the bottomup, with an initial design focus on the

Physical Layer, which is typically RF-based. Early mobile systemswere developed from an RF perspective
and customized to minimize radio traffic, using techniques such as canned messages and proprietary
protocols at all layers. This effort to optimize the Physical Layer resulted in systems with physical (RF)
protocols visible to applications. These systems are poor examples of protocol layering.

17. Actually a protocol such as Address Resolution Protocol (ARP) is used to resolve the hostid to a Layer 2 identifier in use by that
host on the subnet. This mechanism is described in [PERL92] and [STEV94].
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A very recent mobile technology development is that of Mobile IP, which is media-independent. Re-
gardless of the underlying physical andMAC layers, Mobile IP provides the capability for twomobile hosts
to directly communicate regardless of location. CDPD’s mobility management paradigm is based on that
of Mobile IP.

1.8.3 Type 2 Mobility: Transience

Type 2Mobility describes systems in which in-motion operation is supported in a transparent and location-
independent fashion. Type 2mobility is the ultimate formof anywhere anytime communications capability.
An example of such a system is CDPD, which was originally conceived of as a cellular overlay. In this
system, the efficiency of mobility management (and radio resource management) is optimized to support
active moving hosts which are capable of automobile speeds.

1.9 Range of Mobility

In order to describe mobility in WAN environments, we need a terminology describing range of motion.
Mobility consists of receiving service anywhere; movement to another region should result in receiving
service in the new region. Although the application running on the mobile host should be oblivious to
the regional boundaries (transparency of service), the mobile host itself will likely need to be aware of the
boundary crossing and actively participate in it.
The region types we define are a hybrid of conventional data network and cellular terminology; this

reflects our need to define mobility in both (network) topological and geographic terms. Since WANs are
hierarchical in nature, so are these regional definitions. This is depicted in Figure 1.14.

1.9.1 Channel

A channel is the means by which a mobile host receives service; it is the subnet used by the mobile to access
the network. The channel is both a physical media and a logical location (i.e., network access point) of the
mobile host. In many cases, such as CDPD, the channel is shared by multiple mobile hosts.

1.9.2 Cell

A cell is defined by the geographical area covered by a channel. This means that a mobile host could
potentially continue to receive service from the channel even while moving about the cell.
A cell can be either large or small, depending on the system and the situation; media-specific physical

limitations and capacity constraints determine the size of a cell. In a wireless system, a cell is defined by
the RF coverage area of a single channel. Depending on the mobile system, the cell might be identical to
the mobility area; in this case, geography and network topology would be essentially identical.
Multiple channels could cover a single cell. Thiswould be akin tomultiple EthernetLANsbeing available

to office workers in a building; which Ethernet is used is based on need for logical interconnectivity (e.g., a
group of users who work together a lot) or traffic (load balancing)18 .

18. Another strategy for configuring LANs is based on building geography, e.g., all PCs in one area of a floor are connected to the
same LAN. With hub-based LAN architectures, a given LAN tap could be connected to any one of the (logical) LANs hosted by the
hub.
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Figure 1.14: Range of Mobility

Sometimes, depending on the medium used, cells overlap. In such a situation, a mobile could receive
service from any of a number of channels. This could be significant from the standpoint of mobility
management if the channels covering the mobile’s geographic location are based in different network
topological locations. An example of this is the A-side and B-side systems in the cellular industry.
In some systems, the mobile hosts in a cell can directly communicate with one another in a peer-to-peer

fashion. In other systems, the mobile hosts in a cell must communicate with one another via some kind of
hub. The requirement for a hub is typically due to the limitations of the physical media in use.

1.9.3 Mobility Area

A region controlled (from amobility perspective) by a single mobility-supporting router is called a mobility
area; this is analogous to a routing area in conventional data networks [PERL92]. The mobility router is
responsible for accepting network layer packets destined for mobile hosts in its area of control (its mobility
area) and forwarding those packets to their destinations.
From a WAN perspective, the mobility router is directly connected to all of the mobile hosts in its

mobility area; this is a network layer topological concept. The mobility router is the last entity to handle
the NPDUs (in their Layer 3 form) before the destination host; any intervening entity operates at a strictly
lower layer. The mobility router is an assisting entity in any mobility scenario.
A mobility area will generally consist of one or more cells. Each cell is contained in its entirety within a

single mobility area.
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1.9.4 Administrative Domain

An administrative domain in a mobile network is the same as in a conventional data network: a region
under the control of a single authority. This is important from the standpoint of accounting, directory
services, security and authorization. The administrative domain is the highest-level region for mobility.
An adminstrative domain is under the jurisdiction of a single authoritative body; this body either accepts

or rejects a mobile entity requesting services in the domain. The idea is that someone has to pay for and run
a network (or subnetwork); the collection of subnets under control of one organization is an administrative
domain. An administrative domain is a logical concept and is sometimes referred to as an autonomous
system.
An administrative domain will generally consist of one or more mobility areas. Each mobility area is

contained in its entirety within a single administrative domain.

1.10 Mobility is not Wirelessness

Our discussion thus far has introduced many issues of mobility which are independent of the media used
to access a network. This is not an original idea–groups such as the Mobile IP Task Force have worked on
mobility for some time without any media-specific considerations.
From this it is obvious thatmobility is not equivalent to wirelessness. Mobility is the ability to com-

municate anytime anywhere; this is a topological capability–always being able to "connect with" another
party. Ideally, this connectivity can be maintained regardless of the location or motion of the mobile entity.
This location independence should be available over an area which is physically too large for any single
medium, such as an Ethernet cable or an RF channel.
A wireless host is a communications end-point19 which is physically untethered by a communications

link or cable; this is a capability of the physical media in use. Obviously, wirelessness enables greater
mobility than is possible with wired media, especially in-motion correspondence.
Mobility management is closely associated in wireless systemswith radio resource management. Radio

resource management is typically concerned with assuring proper (effective and efficient) use of the RF
medium and is part of accessing themobile network. In cellular-type systems such as CDPD, radio resource
management could actually be considered to be a highly granular form of mobilitymanagement. However,
in this book, we shall be very specific about mobility management as a Layer 3 activity.
However, WAN mobility does not require a wireless medium. We can easily conceive of ubiquitous

Internet taps sometime in the future which would support mobility but not require wireless access. A
user of such a system could take a portable computer from place to place, connecting via readily-available
universal network taps to send and receive data; this would comprise a mobile capability which doesn’t
involve any wireless technology.
Conversely, a wireless capability in a host does not implymobility. There are a number of wireless LANs

and campus networks which, although free from the physical constraints of cables, cannot be considered
to be WANs because of their limited range of operation. Many telemetry applications such as building
security systems or utility meters entail wirelessness, but not mobility.

19. We are being purposefully vague here because the host could be a device, an application, or other entity, depending on context.
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1.10.1 Wireless Considerations

Wireless systems are limited by constraints such as the availability of radio frequencies, licensing from the
Federal CommunicationsCommission (FCC) and other regulatory authorities20 , and the expense associated
with whatever technology is used to transport data "over the air." Radio Frequency spectrum is depicted in
Figure 1.15.
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Figure 1.15: Radio Frequency Spectrum

The easiest-to-use (and therefore least expensive) radio spectrum has already been assigned to com-
mercial broadcast applications such as television and radio; much of the previously-allocated spectrum
is reserved for government use. Higher radio frequencies are available, but require more complex (more
expensive) technology and suffer from greater attenuation (and thus, limited range). As we shall see, cost
and coverage are key issues for wireless systems.
Some radio spectrum is freely available for use without requiring FCC licensing. This unregulated

spectrum is typified by the 902-928MHz region, commonly referred to as the ISM (Industrial, Scientific and
Medical) band. The ISM band is used for applications such as garage door openers, remote controls, home
security systems,microwave ovens, etc. Effective use of thisunregulated spectrumfor data communications
requires the use of jam-proof radio technology such as spread spectrum (which is not an inexpensive
technology).
The U.S. government has now reassigned and held public auctions for radio spectrum to be used for

two-way Personal Communications Systems (PCS). This newly-available spectrum will encourage further
advances in the use of wireless technology for data communications. As a result, we can expect continued
growth in (wireless) mobile data applications.

20. The FCC is the governmental body which allocates RF frequencies for various applications and industries in the United States.
The World Radio Council (WRC) is responsible for coordinating frequency assignments internationally.

Ex.1016.00060



1.11. CHALLENGES OF MOBILITY 45

Other factors currently limit the ubiquity of wireless data communications, including power control and
signal propagation. Power control is a significant issue because the wireless host can operate only as long
as its battery will allow. Although battery technology continues to make great strides, battery life is still a
critical design factor for wireless systems; techniques such as sleep mode operation have been designed as
key system functions which support wireless hosts by extending their battery life.
Signal propagation is always a factor in wireless systems because an RF signal at a given frequency

and power level can be reliably received within a limited range of the transmitter. Increasing power levels
tends to extend the range of wireless communication, limited by the battery capabilities of the wireless
host. Having smaller RF coverage areas helps reduce wireless host battery requirements, but increases the
network deployment costs because of an increased number of base stationsproviding landline connectivity.
All of these considerations are important to the design and deployment of wireless systems. However,

they have little to do with mobility.

1.11 Challenges of Mobility

The capability for mobility introduces a number of challenges to conventional wide area data networking.
One measure of a mobile system’s usefulness in the real world is the extent to which that system addresses
these challenges.

1.11.1 Geography vs. Network Topology

The first challenge of mobility is the mapping of geographic coordinates to network addresses. Data
networking is inherently topological in nature: two hosts are either (directly or indirectly) connected or
they are not. Physical location of the hosts is immaterial, except for the physical limitations of the medium
in use.
A network address, including a netid and a hostid, indicates the topological connectivity of a host (i.e.,

the subnet defined by the netid) but not its geographic location. Moving a host to a new geographic location
might or might not require a change in network address, depending on whether the topological (network)
connectivity has changed.
However, mobility is inherently a geographic capability–being able to be anywhere anytime. Since the

essential problem of mobility is being able to receive communications anywhere and the routing of data to
a host is via network address (netid), there needs to be a mapping of some sort between the geographic
location of the mobile host and the network connectivity. This mapping can be either explicit or implicit,
but it must be done to get data packets to a mobile host.
Because the geographical to topological mapping is loose and dependent on the systems technology and

architecture, movement in the geographic sensemay or may not be reflected in the topological sense. Either
the system can provide this geographic to topological location mapping or corresponding entities must do
this mapping themselves. This is the heart of mobility management.

1.11.2 Part-time Destinations

Another challenge of mobility is the part-time connectivity of mobile entities. This is an issue for any
networked host which is frequently unavailable.
Accessing an occasionally-connected host is an issue because it requires effort above and beyond what

is normally required in conventional networks. Data networking paradigms today assume the essentially
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continuous availability of networked hosts to receive correspondence. If a host is unavailable, current
applicationsmust either continuously page for the intended recipient or have the temporarily disconnected
host poll each of its potential application servers as soon as it rejoins the network.
In conventional networks and LANs, polling is not a problem because there is generally plenty of

bandwidth to accommodate this overhead. However, in mobile WANs, which could support millions of
users, accessing part-time destinations (which could be anywhere) is an issue! If each mobile host had to
poll each of its application servers (accross a wide area) the result would be a systemwhich does not scale
well.
Another aspect of part-time destinations is the fact that connectivity is a network layer concern, while

correspondence between entities is typically at the application layer. Thus, there needs to be an efficient
mechanism for bridging between applications layer entities’ desire to correspond and network layer con-
nectivity.
What is needed in a mobile WAN environment is the capability for efficient storing and forwarding of

data in amanner which is transparent to corresponding application entities. This might involve storing and
forwarding of messages (application layer PDUs) rather than packets (network layer PDUs).
For example, if two systems need to exchange data but are never operating at the same time, an

intermediary system of some kind is needed to facilitate the data exchange. The intermediary store-and-
forward entity would first receive the data (e.g., Email) from the source when both are operating. The
intermediary would then forward the data on to the destination systemwhen they are both operating.

1.11.3 Moving Targets

Another challenge of mobility is getting data to a potentially moving target. Given a geographic to
topological address mapping capability and an efficient store and forward capability, there remains a
need for efficient routing of the data to a host which frequently changes location. Routing tables need to
be updated more frequently than a mobile host changes its cell location. This challenge is exacerbated in
transient (i.e., Type 2) entitieswhich can be in-motion at the time a correspondent is communicatingwith it.
Some systemsaddress thismoving target challenge by having the current mobile serving function notify

its predecessor. This solution can be effective, but suffers from the creation of a potentially long trail of
MSFs which forward messages from one to another until eventually reaching the current one. This is not
unlike the method used by the postal service21 or cellular voice systems.

1.11.4 Application Transparency

Another challenge of mobility is transparency. Neither an application on a mobile host nor the peer with
which it is communicating should be directly impacted by location-independence. The application should
operate and–to the human using it–it should look and feel the same as it would in a non-mobile context.
Transparency requires standard Application Program Interfaces or APIs to provide the normal "look and
feel" to applications and the humans using them; as we shall see, lack of standard APIs has limited the
adoption of some otherwise appropriate mobile data systems.
Themobilityof thehost shouldalsobe transparent to the rest of theworldwithwhich it is communicating.

Any entity wishing to communicate with a mobile entity should be able to do so regardless of the target’s
mobility.
The "hourglass" of protocols of Figure 1.16 depicts one way that transparency is naturally provided in

21. Commonly referred-to by "techies" as "Snail Mail." In this case, "service" is a loose terminology.
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internetworking environments. By having a common Layer 3 protocol–typically IP–many applications can
be supported independently of the many subnetwork technologies and media available.
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Figure 1.16: The Protocol Hour-Glass

The conventional world of data networking is based on a paradigm of routing data packets based on
the network address of the destination (host). This paradigm should be unaffected by the mobility of the
destination. Whether the host is "at home" or "on the road," the peer attempting to communicate with it
should not have to do anything special beyond what normallywould be done to communicatewith another
host. As we shall see, this has many implications in areas such as directory services, routing, security and
accounting.
Transparency ofmobility has further implications. Since many applications require connection-oriented

transport layer services, Type 2Mobility data systemsmustmaintain end-to-end transport connections even
while the mobile host is in motion. This implies that host network addresses must not change to support
mobility, otherwise transport and higher layers are impacted.
Finally, [IOAN93] says that: "an issue that cannot be handled in lower level protocols, is that of coping

with intermittent operation, disconnected operation, or operation during which network characteristics
such as bandwidth and latency change significantly. Even if the network layer hides the addressing aspect
of mobility from higher levels, applicationsmay want to be Ômobile-smart’, and function differently as the
service provided by the network link changes (for example, by increasing the granularity of communica-
tion)."
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1.11.5 Name-to-Address Mapping

Another challenge of mobility is support for DNS-type directory services. The primary function pro-
vided by the Domain Name System (DNS) is the translation between host network layer addresses
and more user-friendly names. These services allow applications such as Email to use names such as
"joe@BigCompany.com" as destinations rather than the more human error-inducing addresses such as
"joe@123.45.6.789." If changing geographic coordinates implies changes to network addresses, clearly DNS
services cannot work in their current format. This again seems to imply the need for "permanent" network
addresses of some kind for mobile hosts.

1.11.6 Security

There has been much recent discussion about security in WAN environments. The focus of this discussion
is the use of firewalls of various kinds [KAUF95] to prevent unauthorized access to networks from the
outside. The assumption is that an attack will come from outside of the local subnet; unfortunately, a high
percentage of security "incidents" involves people inside the subnet (e.g., disgruntled employees).
However, mobility of hosts creates new opportunities for compromised network security because the

physical security of a subnet is not longer provided. Each time a mobile host establishes a new subnet point
of attachment (SNPA), it must authenticate itself to the subnet it is attaching itself to. ( Authentication is the
process of verifying a host’s identity and is essential to detection and prevention of clone devices.)
Typically authentication involves the use of a password of some kind. Protection of this password as

well as the identity and data of a mobile from potential "eavesdroppers" requires the use of encryption
techniques. This (encryption and security in general) raises the costs of providing mobile data services in
terms of network and processing overhead, royalties (for the security technology), key management, etc.
All of this needs to be embedded within a mobile system, not a later add-on.
Security issues in mobile data networks are discussed in Chapter 6.

1.11.7 Scale

Mobility in WANs raises concerns of scalability to higher levels than ever before. In a mobile WAN
environment one could expect millions of hosts and routers.
However, current routing update protocols (e.g., RIP) failwithmuch smaller numbers of hosts. The need

to exchange mobile routing information across the network more frequently adds significantly to network
overhead. Propagation of routing information takes longer the larger the network grows (e.g., larger routing
tables); so does the amount of computation required at each router (to determine the next hop for a packet).
Additional concerns for authentication and accounting for system usage exacerbate the scalability con-

cern. In a mobile WAN, where mobile hosts can suddenly appear anywhere, rapid access to authentication
data is essential. However, replication of the data to enable rapid access raises concerns in areas such as
distributed database consistency, etc.

1.12 Summary

In this chapter we have provided an overview of mobility in the WAN environment and issues which
result from mobility. For the most part, these issues are due to inherent conflicts between conventional
WAN technology and mobile systems. Mobility directly challenges many of the underlying assumptions
of the conventional WANworld, most notably the relative stationarity of host location. Historically, mobile
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systemsarose from the connection-orientedparadigmof telephony. The followingchapter describes cellular
systems, the archetype of the mobile world.
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Chapter 2

Introduction to Cellular Systems

Mobile telephony will break out of today’s constraints, but not with today’s technology. The
story of analog cellular radio will be written in vivid hindsight as one of the classic technological
miscues of modern history, on a par with, say, the zeppelin airship. The trend it represents is
real, but the instrumentality is fatally flawed.

–G. Calhoun, Digital Cellular Radio, 1988.

In this chapter we introduce cellular technology, the most pervasive mobile communications technol-
ogy. Although cellular systems have historically been voice-oriented, much of the underlying technology
provides amodel for mobile data systems such as CDPD. As we shall see, the application (voice) has driven
the design of cellular systems in a way which is less than optimal for data applications.
This chapter presents topics such as cellular radio transmission, cellular capacity, the North American

Advanced Mobile Phone System (AMPS) voice and data services, digital cellular and the emerging Personal
CommunicationsServices (PCS). Other cellular-based systemswhich are not "commoncarrier" systems(e.g.,
two-way paging) are described in Chapter 9. Although it provides an overview of cellular technology and
the cellular industry, this chapter is by nomeans a complete portrayal–several references such as [CALH88],
[LEE-89], [LEE-93] and [PAHL95] provide a much more complete presentation of a fascinating technology.

2.1 The Ubiquity of Cellular

Rapid and accelerating growth of the cellular telephone industry over its first 12 years has resulted in
extensive coverage of populated areas by cellular services. Cellular is now the dominant two-way mobile
communications technology, with more than eighteen thousand cell sites covering over 95% of the U.S.
populationand serving over 33million subscribers –a 13%market penetration–atyear-end 1995, as depicted
in Table 2.1.1

This extensive coverage provided by cellular voice services would seem to make cellular the ideal
medium for providing ubiquitous wireless data services. Unfortunately, the cellular industry’s voice

1. Similar growth and subscription rates are becoming the norm in other countries also. According to the International Telecommu-
nications Union, in late 1995 there were over 55 million cellular telephone subscribers, as compared with 648 million wired telephone
lines. Cellular subscriber penetration rates at year-end 1994for a few representative countries were as follows: Sweden 14.7% , Norway
13.2% , Finland 12.8% , Denmark 9.8% , U.S. 8.8% , Singapore 8.7% , Iceland 8.3% , Hong Kong 7.7% , Kuwait 6.6% , Canada 6.5% .
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Year
AMPS

Subscribers
(Thousands)

1-Year
Annual
Growth

Compounded
Annual
Growth

1984 92 — —
1985 340 270% 270%
1986 681 100% 172%
1987 1,230 81% 137%
1988 2,000 63% 116%
1989 3,500 75% 107%
1990 5,300 51% 97%
1991 7,600 43% 88%
1992 11,000 45% 82%
1993 16,000 45% 77%
1994 24,000 51% 75%
1995 33,800 40% 71%

Table 2.1: Growth of AMPS Subscriber Base

heritage impacts its ability to support data applications. Cellular’s circuit-switched orientation and radio
channel characteristics conflict somewhat with the needs of data applications.
Cellular systems have followed the traditional circuit-switched channel model of telephony. In this

model, the end-to-end circuit, including the cellular channel, is dedicated to a single user or application
before they can transmit on the channel. The channel remains dedicated to the user or application for the
duration of the transmission, until it is explicitly released.
A single dedicated channel per user may be suitable for voice applications albeit somewhat inefficient

from a channel perspective. However, a dedicated channel per data user is extremely inefficient and thus
prohibitively expensive, unless the data application involves bulk transport of large quantities of data2 or
the application is of a high-performance mission-critical nature3 . In support of the circuit-switched nature
of cellular, billing systems have been oriented toward billable units of time on the order of minutes of
airtime, rather than quantities which better match the activities of data users. 4

The characteristics of the radio channel used by cellular systems have also challenged data applications
attempting to use the cellular channels. As we shall see, these radio characteristics are further exacerbated
by call control messageswhich are transmitted in-band while the call (data transmission) is in progress.

2. Examples include file transfer, database download, etc., which benefit from committed bandwidth.

3. Examples include emergency public service, etc., which require guaranteed bandwidth availability.

4. Things are changing. In recent years sub-minute billing rate plans have been made available and are gaining popularity as a
means of attracting customers. Unfortunately, data transmissions rarely need even seconds of dedicated bandwidth.
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2.2 Radio Channels

Cellular channels areradio frequency (RF) channels. In an RF-based system, any receiver within range of a
transmitter, i.e., within its coverage area, can tune to the frequency in use by the transmitter and, with the
proper demodulation and decoding, capture the information transmitted.
However, two or more nearby transmitters simultaneously using a common frequency or channel 5 will

interfere with one another, unless perfectly synchronized in both timing and content. A receiver within
range of both transmitters will most likely receive a garbled message, which is undecipherable.
This potential for interference limits the capacity of any RF-based system. Like any other system

employing a shared medium, such as an Ethernet LAN, only a single device can transmit at a time. The
greater the number of devices sharing the physical channel, the less often each can transmit. The only
difference between an RF-based systemand a LAN is the scope of the shared medium; the RF-based system
is not as physically bound, thus the opportunity for interference is greater.
This RF capacity constraint increased the expense to users of earlymobile phone systems such asMobile

Telephone System (MTS) and ImprovedMobile Telephone System(IMTS). These systems typically broadcast
all channels from a single antenna location. Within a city covered by one of these systems, the number of
simultaneous users was limited by the number of RF channels available to the system; each RF channel
could be used by only one transmitter at a time.

2.3 The Cellular Concept

RF bandwidth has always been the primary constraint in wireless systems; there is never too much.
Efficiently using this precious resource involves what is called frequency reuse, in which a radio channel
is allowed to be simultaneously used by multiple transmitters as long as they are sufficiently separated to
avoid interference. The essential idea of cellular radio is to transmit at power levels sufficiently low so as to
not interfere with the nearest location at which the same channel is reused.
In this way a physical (RF) channel can be used more than once in a given city. The greater the reuse

distance, the lower the probability of interference. Likewise, the lower the power levels used in cells sharing
a common channel, the lower the probability of interference.6 Thus, a combination of power control and
frequency planning is used in cellular systems to prevent interference.
The unit area of RF coverage for cellular is called a cell.7 In each cell, a base station transmits from a

fixed cell site location, which is often centrally located in the cell, to mobile stations or subscriber units.
The base station and mobiles are allowed to use a subset of the RF channels available to the system. These
channels cannot be reused in any potentially interfering cells.
Base stations are supported by and interconnected to each other and the public switched telephone

network (PSTN) via mobile switching centers (MSCs), as depicted in Figure 2.1 The operation of AMPS
5. The term "channel" is inherently ambiguous. We will attempt to always precede the word "channel" with an adjective which

clarifies the context–such as "physical" or "logical"–unless the meaning is clear.

6. In the world of radio (like much of life), there are no absolute rules, only probabilities! RF signal strength doesn’t adhere to strict
boundaries, it just sort of peters out. Certain geographic features, such as bodies of water, allow RF transmission to carry over greater
distances than is sometimes desired (i.e., beyond cell boundaries). Variable conditions, such as mist, can also greatly affect RF signal
propagation.

7. Cells are commonly depicted as being hexagonal in shape. Hexagons barely approximate actual cellular radio coverage areas,
which are actually circular under ideal conditions with an omnidirectional transmitter in the center. However, the hexagons are
effective for the purpose of tiling a system-wide coverage map without gaps or overlaps. That is why they are used as an industry
icon.
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systems has historically been based on intelligent MSCs controlling the operations of the base and mobile
stations. Cellular mobility management is handled by home location registers (HLRs) and visiting location
registers (VLRs), described in Section 2.7.7.

MSC PSTN

Base Stations

Figure 2.1: AMPS Architecture

Cellular system capacity or spectrum efficiency can be most easily and inexpensively increased by
subdividing cells into smaller cells8 or by sectorizing the cells. Sectorization consists of dividing an om-
nidirectional (360 degree) view from the cell site into non-overlapping slices called sectors, which when
combined provide the same coverage but are considered to be separate cells.9 This trend has continued
with the creation of microcells, which are aimed at increasing capacity in areas of dense user populations10
. While cells typically range in size from two to twenty kilometers in diameter, microcells range from about
a hundred meters to a kilometer in diameter.
The capacity gain provided by cellular systems is offset somewhat by loss of trunking efficiency, which

is the queueing efficiency resulting from a large number of customers receiving service from a set of servers
rather than proportionally assigning each customer to one of the servers.11 If a disproportionate number of
mobile stationsare simultaneously located in a single cell, a cellular systemmight actually endupsupporting
fewer users than a wide area radio system. Because relatively few of the users who are aggregated in the
cell can receive service (due to the fact that only a subset of channels is available in the cell), the cellular
system could appear ineffective. If the cell can only support m channels, the (m+1)st simultaneous user

8. Subdividing cells by creating new cells is expensive. AMPS cell sites cost approximately $ 1M on average, including support
infrastructure, real estate, etc.; the embedded base of 18K or so base stations represents an investment of approximately $ 18 billion.

9. In terms of RF channel assignments, etc. Unless there is a reason to specify "sector," we’ll use the word "cell" to refer to either an
omnidirectional cell or a sector.

10. Earlymicrocellswere aimed primarily at filling RF coverage "holes"; currentmicrocells are aimed largely atfilling capacity "holes,"
reflecting the successful penetration of cellular into the marketplace. Small cells are ideal for low power (i.e., portable) mobiles.

11. This queueing theoretic result is due to the variances in arrival and service distributions, as discussed in [KLEI75].
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could be blocked from receiving service.12

So there is a trade-off: an n-cell frequency reuse scheme, in which RF channels can be "reused" ev-
ery n cells, provides better channel quality the larger the value of n (due to reduced opportunities for
interference).13 However, an n-cell frequency reuse scheme allows only 1/n of the total number of channels
to be available in each cell, which greatly increases the probability of blocking for a user trying to access
the system. Sectorization is actually more reuse efficient in that a smaller number of cells are needed in
the reuse pattern, each providing a larger fraction of the total frequency spectrum. Typical values for n
are 7 for sectored cells (typically partitioned into three sectors, as in Figure 2.2) or 12 for omnidirectional
(non-sectorized) cells.
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Figure 2.2: Frequency Reuse

Frequency planning–the assignment of channels to cells–can be static or dynamic. A static assignment
of channels to cells and sectors is referred to as fixed channel allocation or FCA. FCA has historically been
used by cellular service providers in their frequency plans and results in each cell having a fixed capacity
for serving mobiles. The maximum number of simultaneously-transmittingmobile stations is equal to the
number of channels statically assigned to the cell.
A more recent technique for channel assignment is called dynamic channel assignment or DCA. With

DCA there is no fixed association of channels to cells. Each of the channels available to a cluster of cells
could be used in any cell or sector within the cluster as needed. DCA eliminates the need for up-front
frequency planning and provides the ultimate flexibility for capacity. However, DCA requires processing
and signalling to coordinate dynamic channel assignments and avoid interference. It is really frequency
planning on the fly.

2.4 Cell Handoff

One of the goals of a cellular system is for a user to remain "in touch" even as theymove through the system.
When a user moves from the coverage area defining one cell into that of another, the systemmust provide
the capability for that user to remain "in touch" even while breaking the connection with one base station
and establishing another connection with another base station. This operation is called a handoff. Smaller
12. This is a common occurrence at airports or large trade shows which is combatted by installation of microcells to help meet the

demand for service.

13. A larger value of n implies a greater reuse distance, since a larger cluster of cells would share the full set of channels, with each
channel used in only one of the cluster’s cells.
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cells means more frequent handoffs, which requires greater system resources to support and coordinate.
Handoff is really a localized form of mobility.14

Cellular handoff is done in one of two ways, as shown in Figure 2.3. Hard handoff is when the
airlink connection between the mobile and its initially-serving base station are momentarily severed before
reconnecting with a new base station. This is the method traditionally used in existing cellular systems,
because it requires the least processing by the network providing service. However, it causes a momentary
interruption in reception which is sometimes noticeable to the humans engaged in the call being handed
off.

Hard
Handoff

Soft
Handoff

Before During After

Figure 2.3: Cell Handoff Strategies

The second handoff mode is called soft handoff, in which two base stations are briefly simultaneously
connected via the airlink with a mobile during the handoff. As soon as the mobile’s RF link with the new
base station is acceptable, the initially-serving base stationdisengages from themobile. Diversity techniques
are employed at both ends of the radio link to ensure a smooth handoff, which is largely undetectable to
the humans affected.
Handoffs can be further categorized as being either controlled or assisted by the network or the mobile.

A network-controlled handoff is referred to as abase-controlled handoff or BCHO.15 Mobile-controlled
handoff or MCHO is less commonly used in voice systems, although it is used in CDPD because of the
burst mode of transmission employed by CDPD mobiles. Second generation cellular voice systems take
advantage of greater intelligence inmobile stationsand time-division techniques to performmobile-assisted
handoff or MAHO, in which the mobile participates but does not control the handoff.
Whichever technique is employed, the handoff process is complex. A decision algorithm is used to

14. Handoff is a function of radio resource management, which is closely related to mobility management. If a user never moved,
there would be no need for mobility management and minimal need for radio resource management.

15. BCHO handoffs are usually controlled by the MSC, not the base station.
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determine when the handoff should occur, based on factors such as the received power level and signal
quality (bit error rate or supervisory tone). Once predetermined threshold values have been exceeded,
indicating that the edge of cell coverage has been reached, another decision must be made–where should
the mobile next receive service?
The target cell for the handoff is determined by RFmeasures designed tominimize interference coupled

with capacity considerations such as the need for load balancing, availability of idle channels, etc.16 All of
the decisions for a handoff must be made quickly, because the subscriber could be traveling at highway
speeds. This need for rapid handoff decision-making is accentuated by the ever decreasing cell sizes used
in urban areas. The requirement for rapid handoffs can only be metwith a sufficient level of processing and
signalling capability.
The ability of a network to support cell handoffs can be a capacity constraint. Therefore, it is important to

avoid unnecessary and undesirable handoffs. The system(network plusmobiles)must distinguish between
an actual movement from one cell’s coverage area to another and a mobile simply moving to a fringe area,
where the RF reception is poor. Smart algorithms involving timers, power control and hysteresis17 have
been developed to reduce the number of unnecessary handoffs.

2.5 Cellular Channel Quality

One of the physical measures of RF channel quality is the carrier-to-interference or C/I ratio18 . This ratio is
logarithmically proportional to the signal quality enjoyed by the receiver of the signal.19 The larger the C/I
ratio, the better the channel quality.
C/I ratios of 17 dB are ideally used to determine the edge of coverage for a cell. If the measured C/I

falls below this level, the mobile should be in the coverage region of another cell and a cell handoff should
be performed. The interior of the cell should provide C/I ratios which exceed 17 dB, unless the mobile is
located in an RF coverage "hole."
There are two kinds of RF interference possible: cochannel and adjacent channel. Either of these forms

of interference can occur if the cellular frequency reuse scheme is inadequate (i.e., the "n" in n-cell reuse is
too small for the geography available and power level in use).
Cochannel interference results when two transmitters within range of a common receiver use the same

channel (frequency) simultaneously. The receiver will receive a combination of the two signals and will
be unable to make any sense of the combined signal.20 In this case, the two channels can be said to have
interfered with one another.
16. This is important because a mobile requiring a handoff to a cell without any available channels will be dropped. This type of

service disruption is to be avoided at all costs. It is considered better to refuse new calls originating in a cell than to drop calls because
there are no channels to handoff to. So service might be denied to new originating calls in order to preserve one or two available
channels for handoffs. With DCA this is becoming less of an issue.

17. Hysteresis is the mechanismwhich requires a high threshold value to be exceeded before a handoff decision is made. The current
channel continues to be used until it has degraded enough that other channels are significantly better for the mobile. In this way
unnecessary and undesirable handoffs are avoided. Hysteresis could describe the process of crowning of a new boxing champion; the
challenger ("the contendah") must defeat the reigning champion soundly, not just barely, to be declared the new champ.

18. Pronounced "C-to-I ratio.".

19. C/I ratios relate the desired carrier signal (C) to an interfering signal (S). They are valued in terms of decibels (dB) determined
by 10 log (C / I).

20. An exception to this is so-called "FM capture," in which the stronger received signal "captures" the receiver and is properly
decoded despite the presence of the interfering signal.
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Adjacent channel interference occurs when two transmitters within range of a common receiver use
adjacent channels (i.e., neighboring frequencies) simultaneously. Because the physical characteristics of the
RF channel causes somespill-over of the signal into neighboring frequencies, adjacent channel transmissions
could interfere with one another.
Because of the interference caused by the simultaneous transmission on cochannels or adjacent channels

within a cell, only one can transmit at a time. The earliest mobile phone systems used the same channel for
the network and the mobile devices. This half-duplex mode of operation greatly hindered the efficiency of
these early mobile RF systems.
Current cellular systemsare full-duplex. This is accomplished by usingdifferent physical channels in the

forwardchanneldirection (i.e., network tomobile) and the reverse channeldirection (i.e., mobile tonetwork).
The channels used in each direction are sufficiently separated in the frequency domain (they are separated
by 45MHz in current AMPS systems) so as to prevent interference. Of course, full-duplex operation means
that the mobile and the base stationmust each have two RF transceivers (i.e., one transmitter, one receiver)
simultaneously engaged.21

Even if no other transmitters are causing interference, a received RF signal can be garbled due to a
phenomenon known as multipath orRayleigh fading. This form of self-interference occurs when multiple
out-of-phasecopies of the samesignal destructively interfere withone another due to reflections of the signal
off of natural or man-made surfaces.22 In a fading situation, the reflected signal is delayed sufficiently that
it is out-of-phase enough to interfere with the direct line-of-sight path. Multipath fading can occur when
the mobile is stationary or in motion.

2.6 Power Control

An important part of radio resource management is controlling the power levels used by transmitters.
This power control is important because even in the best conditions the received power level is inversely
proportional to the distance from the transmitter. Without power control, nearby mobiles could overwhelm
transmissions from distant mobiles at the base station transceivers.
The domination by a nearby transmitter can prevent distant transmitter signals from ever being detected

at the receiver. Even more pernicious is the so-called near-far or hidden terminal problem. This occurs
when one transmitter is much closer to a receiver than another transmitter. If the nearby transmitter signal
is captured successfully by the receiver, the receiver might acknowledge the successful reception of the
signal. The distant transmitter might then incorrectly conclude that its signal was successfully received.
Undetected errors are quite undesirable.
A base stationmust prevent nearby mobiles from transmittingwith power levels that overwhelm other

mobiles in the cell. The received signal strength (RSS) at the base station should be approximately the same
for all mobiles in the cell. Often power control algorithmsare based on the so-called reciprocity of RF signals
(i.e., the RSS in one direction is the same as in the other direction if both transmitters are at the same power
level).23 Of course, the base station can always direct individual mobiles to use another power level. Power

21. As we shall see, in time-division digital systems, the mobile can get by with a single transceiver, which rapidly switches between
transmitting and receiving modes.

22. Buildings and mountains do a good job of this.

23. In reciprocity-based power control, the base station transmits a continuous signal, which includes information about the power
level it is using. The mobile measures the strength of the received signal and takes the ratio of that measurement to the indicated
transmit power level at the base station. This ratio indicates the "path loss" of a signal between the mobile and the base station and
allows the mobile to determine the transmit power level it should use.
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control is especially important at cell boundaries, to reduce the number of unnecessary handoffs and avoid
interference.

2.7 AdvancedMobile Phone System (AMPS)

The Advanced Mobile Phone System is one of the earliest commercial cellular systems. AMPS technology
is currently deployed throughout North America and AMPS-derivative systems are deployed in a majority
of worldwide cellular markets.24

AMPS was invented at Bell Labs and initially deployed in the U.S. in the early 1980’s. Ownership of
the local cellular service operations was transferred from AT& T to the regional Bell operating companies
(RBOCs) at the time of AT& T’s divestiture in January, 1984. Other landline telephone service providers,
such as GTE, were unaffected by the divestiture and retained their own cellular operations.
To protect the consumer from potentially anti-competitive behavior by the local telephone service

providers, government authorities mandated a duopoly structure for the fledgling cellular industry. This
duopoly structure for cellular services has been largely imitated by other nations and has resulted in fierce
competition between the service providers in many of the 734 markets defined by the FCC.
At the beginning of the cellular industry, local telephone companies (including the RBOCs) were auto-

matically granted one of the two licenses in each market in which they provided wireline service. This is
the so-called "B" license, which can be remembered by the initial of the word "Bell".
The second license for each market was initially drawn by lottery and later auctioned. Initially few

investors perceived their value–after all, who could compete against the local telco? Some entrepreneurs25
quickly recognized the potential of these licenses and obtained as many as possible by buying out other
license holders. The early days of cellular are reminiscent of the gold rush days, with pioneers rushing to
buy controlling interests from lottery winners. Thus, the "A" side, which can be remembered as "A" for
"Alternate," was born.
Early deployments and business deals in the cellular arena were based more on intuition than analysis.

An early market analysis conducted at Bell Labs in the late 1960’s concluded that the entire nationwide
cellular market would peak at about 900 thousand users. Despite analyses of this nature, pioneers were
willing to bet that cellular would prove to be popular.
Over time, as the value of cellular licenses were more widely recognized, prices were driven to extreme

levels. It became the accepted custom to value licenses on the basis of (potential subscriber) population or
"POPS." The price of a cellular market is now evaluated in terms of "dollars per POPS" normalized value,
with high water marks in the neighborhood of $ 500 per POPS.26

Cellular markets are defined by cellular geographic statistical areas or CGSAs. Of the 734 CGSAs
comprising the U.S., 306 are in metropolitan areas and are called metropolitan statistical areas or MSAs.
The remaining 428 are called rural statistical areas or RSAs. MSAs are valued more highly because of their
greater density of potential subscribers.
The following subsections describe AMPS, the most widely used cellular technology.

24. Similar first-generation analog cellular systems include Total Access Communication System (TACS) in the U.K., Italy, Spain,
Austria and Ireland; Nordic Mobile Telephone (NMT) in the Scandinavian countries; C-450 in Germany and Portugal; Radiocom 2000
in France; Nippon Telephone and Telegraph (NTT) in Japan; JTACS/NTACS in Japan.

25. Most notable among these was Craig McCaw, founder of McCawCellular Communications.

26. This is $ 500 per potential subscriber!
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2.7.1 AMPS Channels

The frequencies allocated to AMPS by the FCC range between 824 to 849 MHz in reverse channels (mobile
to base) and 869 to 894 MHz in forward channels (base to mobile). As displayed in Table 2.2, they are not
contiguous blocks because the initial 40 MHz allocation by the FCC was later extended by 10 MHz when
the service’s popularity became evident. There are now a total of 416 channels available in each direction,
numbered from 1 to 1024 with gaps in the numbering.

Carrier Side Reverse Direction Forward Direction
A (initial) 824-834 MHz 869-879 MHz
A (extended) 844-846.5 MHz 889-891.5 MHz
B (initial) 834-844 MHz 879-889 MHz
B (extended) 846.5-849 MHz 891.5-894 MHz

Table 2.2: AMPS Frequency Allocations

Each physical channel is 30 kHz wide and is dedicated to a single mobile station for the duration of
the call while the mobile is in the current cell. Each call uses a dedicated forward channel paired with a
dedicated reverse channel at a 45 MHz offset. Some of the channel pairs (21 of them) are used for control
purposes in the AMPS environment. Analog frequency modulation (FM) with 8 kHz deviation is used in
the traffic channels, which convey voice conversations. Binary frequency shift keying (FSK) at 10 kbps–a
digital modulation technique–is used in the control channels used for signalling.
AMPS is an analog FM system,with all of the associated ramifications of such a system. AMPS channels

are insecure–anyone with a channel scanner can listen to unsuspecting AMPS users.27 AMPS channels can
suffer from interference, which sounds like static to a user; analog signals suffering from multipath fading
cannot be corrected. Finally, AMPS radio resource management is based on signal strength (rather than
C/I), which can only be measured indirectly via supervisory audio tones or SAT.

2.7.2 Roaming

Since no cellular service provider covers the entire country, carriers must provide service to one another’s
customers for those customers to be able to receive service whenever they are outside of their home area.
This capability to receive service while in another service provider’s domain is called roaming. Intercarrier
business agreements and network to network interoperation (messaging) are essential to support roaming.
The IS-41 standard has provided the technical solution to roaming between networks implemented

by different equipment manufacturers. Prior to IS-41, all signalling between systems was proprietary in
nature and the roaming capability had to be manually administered. In early years, intercarrier business
relationships sometimes abused the customers’ need for roaming, with service providers sometimes sur-
prising subscribers with excessive "roaming charges." This has cost the cellular industry much in terms of
reputation and customer relations.
Despite these early business foibles and technical incompatibilities, the cellular industry is rapidly

moving toward universal service, with more reasonable roaming agreements in place between service
27. Note that this is illegal.
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providers. Service providers who are extremely competitive with one another in some markets must
simultaneously be extremely cooperative with one another in other markets. 28 This is becoming more
important as reduced-size mobile stations encourage wider roaming.

2.7.3 AMPS Cellular Operation

AMPS cellular operation consists of call origination and call termination procedures, supported by radio
resource management and mobility management functions. It is important to remember that AMPS was
designed as a voice-only system, which impacts how these processes are handled. Data transmission on
AMPS systems is based on this circuit-switched mode of operation and is described in Section 2.8.
When an AMPS mobile station powers up, it searches through up to 21 predefined control channels.

These control channels are physically nodifferent thanAMPS traffic channels, except for how they are used–
for control purposesonly. Each cell utilizes a forward control channel to continuously broadcast information
needed by the mobile station for registration. This information includes the system identification or SID of
the MSC, which allows the mobile to know whether it is roaming.
An AMPSmobile stationfinds the best forward control channel it can receive (in terms of received signal

strength) and announces itself or registers to the serving network via the matching reverse control channel.
From that point on, the mobile remains in a passive state tuned to the control channel it selected. When the
channel quality degrades (radio resource management determines this), a call event occurs or the mobile
crosses a boundary between location areas,29 the mobile again signals the network. This receive-only mode
reduces the traffic on the reverse control channel, a shared resource.
In communicating with the network, the mobile provides two identifiers for registration, call control

and validation. The first of these identifiers is the mobile identification number or MIN, which is the
programmed handset phone number used to call the subscriber. This programmed identifier is associated
with the subscriber and is stored in erasable non-volatile memory in the handset.
The second identifier is the electronic serial number or ESN, which is a manufactured characteristic of

the mobile unit. This identifier is (in theory) permanent and associated with the physical equipment. It is
32 bits in length, with the first 8 bits identifying the manufacturer.
Both the MIN and the ESN are transmitted unencrypted by both the mobile and the network. Simple

scanning receivers can be used to capture these values, which has provided many opportunities for fraud-
ulent use of cellular services. Recently the cellular industry has instituted a subscriber-entered personal
identification number or PIN as an escalation in the war on cellular fraud. But this measure has proven to
be only a temporary complexification for the "bad guys" and in early 1996 cellular service providers began
deploying authentication mechanisms.

2.7.4 AMPS Mobile Call Origination

The mobile originates a call (following its owner’s depression of the "send" button) via the reverse control
channel in the cell the mobile is currently located in. The mobile "knows" which control channel to use by
information broadcast by the network on its selected forward control (paging) channel.

28. The nature of the cellular industry is further fragmented into direct market to market relationships by the fact that many A-side
licenses are owned by partnerships of service providers. Often these partners are competitors in different markets. Thus, even within
a cellular service provider, it is necessary to functionally separate operations by regions or markets.

29. A location area consists of a group of cells (or clusters), which, conveys a page for a mobile station. Paging is done on the basis
of location areas; presumably one of the location areas is where the mobile station is currently situated.
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Access to the reverse control channel is by a CSMA30 -type scheme. The mobile simply transmits its
request (which includes information about the subscriber such as the MIN and ESN) and "listens" on the
forward channel for its subsequent channel assignment. The base station forwards the request to the MSC.
After validating the mobile (i.e., does the subscriber pay their bill and do we have a business/roaming

agreementwith the subscriber’s home service provider?) via theHLR and the VLR, theMSC selects a traffic
channel pair for the mobile. If no channels are available, the MSC simply rejects the request (which results
in the mobile producing the annoying "fast busy" audible signal).
If the MSC grants a channel for the subscriber, it must then connect the call through to the destination.

This is done via standard telephony procedures–the MSC simply appears to be a private branch exchange
(PBX)31 to the PSTN. The channel grant message is relayed to the mobile via the forward control channel.
The mobile then tunes its transmitter and receiver to the assigned traffic channel pair for the duration of

the call. Call and power control from this point forward are handled in-band on the AMPS traffic channel
assigned to the mobile.

2.7.5 AMPS Mobile Call Termination

When an AMPS mobile is not engaged in a call, it monitors the forward control (paging) channel. A call
attempt directed at the mobile (i.e., to the MIN assigned to the mobile) is received by the mobile as a page
on the control channel. The page is repeated several seconds later, in case the mobile was temporarily in an
RF "hole" or otherwise unable to receive the first page. The time interval between pages is short tominimize
the ringing delay experienced by the originator of the call.
Themobile responds to thepagevia the reverse control channel andawaits the traffic channel assignment.

The mobile response is also repeated, in case the initial response collided with anothermobile on the reverse
control channel or suffered from bad RF conditions.
When themobile receives the traffic channel assignment from the network (theMSC via the base station),

it proceeds to that channel and produces an audible ringing tone for the subscriber. From this point forward,
all further signalling between the system and the mobile is conducted in-band.

2.7.6 AMPS Radio Resource Management (RRM)

AMPS channels are controlled by the MSC. The traffic channel assignment process was described in the
preceding subsections. However, there are other aspects of RRM, including power control and handoff.
Power control is handled by monitoring the received signal strength of the reverse channel at the base

station, which in turn passes this and other channel quality information to the MSC. The MSC evaluates
this data, including a trend analysis, to determine whether the mobile should increase or reduce its power
level or be handed-off to another cell. AMPS defines eight power levels in 4 dB steps. This power level
control is a means of controlling the local access point to the network for a mobile station.
Cell handoff is handled in a BCHO manner, as discussed in Section 2.4. The system controls handoffs

by transmitting the SAT in-band on the forward channel. This tone is filtered by the mobile–it is outside
the range of the audible channel–before reaching the subscriber’s ear, and is reflected back to the system
in-band on the reverse channel.
30. Carrier Sense Multiple Access is a common MAC protocol, used in Ethernet LANs. It is described in Chapter 0.

31. A PBX is a small typically privately-owned switch, which provides many of the advanced voice features available in businesses.
It interfaces to public telephone switches via special protocols.
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The base station filters the reflected SAT and evaluates the quality of the reflected tone. The base station
forwards SAT quality information on to theMSC. Based on RSS and SAT data, theMSC determineswhether
or not to initiate cell handoff procedures.
Cell handoff procedures include having neighboring cells’ base stations monitor the mobile’s reverse

channel and evaluating the received signal strength. If another base station "hears" the mobile better than
the current base station, the mobile is instructed to move to a new channel pair via a "blank and burst"
message transmitted in-band by the base station. The mobile then tunes its RF transceivers to the channel
pair instructed. All of these steps are orchestrated by the MSC.
The "blank and burst" message32 sounds like static to the ear of the subscriber and is momentarily

disruptive to the conversation taking place. It is also highly destructive of any data transfer which could be
occurring at that point in time via modems on the cellular channel. This is one of the reasons that cellular
has historically been a harsh environment for mobile data users.
Intelligent algorithms are used to prevent unnecessary and premature handoffs, especially for non-

moving mobiles, mobiles located in poor in-cell coverage areas, mobiles traveling along the border between
cells and situations in which no cellular channels are available beyond the cell’s boundary.

2.7.7 AMPS Mobility Management

Mobility management in AMPS networks appears to be based on the engineering assumption that most
calls are originated by the mobile and seems optimized for mobiles that are usually in their home area.
Intelligent paging algorithms are employed by AMPS to reduce the collective forward bandwidth

required for a page. The paging algorithm starts by paging in only a small area, based on where the mobile
usually receives service (the home area) or perhaps where the mobile was last registered (i.e., the location
area).33 When a mobile receives a page, it responds and proceeds to the assigned traffic channel pair.
AMPS mobility management has been greatly enhanced by IS-41, which defines the standard for inter-

operation between networks. Mobility management is handled by databases known as the home location
register or HLR and the visiting location register or VLR.
The purpose of the HLR is to track the location of (the VLR serving) a mobile. The HLR also contains

information about each of the mobiles associated with a home area (e.g., is the mobile allowed to originate
an international call, etc.). This database logically unites data describing both the subscriber and the
subscriber’s equipment into a single service profile. Because this "permanent" information is critical to
serving customers, theHLR function is typically supported bymultiple distributed fault-tolerant computers.
The purpose of the VLR is to track all mobile stations currently roaming in the local MSC coverage area.

The VLR contains the service profile of each roaming mobile as well as other information necessary for calls
terminating at the mobile station. Because the VLR function is so closely aligned with an operating MSC, it
is typically collocated with or part of that MSC. Since the information it contains is of a temporary nature,
fault-tolerance is less critical than for the HLR.
Because base stations periodically broadcast the SID and location area identifiers on the forward control

channel, the mobile station knows immediately when it has roamed into another system or location area.
An option in IS-41, known as autonomous registration, allows the mobile to register to the host MSC. This
registration is forwarded by the MSC to the VLR. Another IS-41 message is then used by the VLR to notify

32. The "blank and burst" refers to the blanking of the audio (voice) carriage in favor of a brief burst of data, including the modem
training, between the subscriber’s handset and the cellular network.

33. The trade-off of a gradually expanding paging "radius" is increased ringing delay experienced by the originator of the call
attempt. If it has been a while since the mobile last registered, the last location area used by the mobile is probably obsolete.
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the HLR that it is currently hosting the mobile.
The HLR passes necessary service profile information to the VLR in another IS-41 message, enabling

the host system to provide service to the mobile station. Information such as whether or not the mobile is
allowed to originate international calls is contained in this service profile. Since the HLR now knows the
location of the mobile, more efficient paging can be used for mobile-terminated calls. The HLR also notifies
any other VLR which had been previously hosting the mobile to deregister the mobile.
A mobile-terminated call attempt is always first directed to the mobile station’s HLR by the gateway

MSC first contacted from the PSTN. The HLR is responsible for contacting the current serving system,
obtaining a temporary local directory number (TLDN) from the serving system, and transferring the call to
the TLDN. The serving system is responsible for the connection between the TLDN and the roaming mobile
station.
IS-41 supports uninterrupted voice services while the mobile station moves between MSCs. This is

equivalent to maintaining a session between a mobile data device and another host while the mobile host
is in motion between areas. Because trunk connections are used to carry the voice traffic, the concatenated
trunk length could grow as the mobile moves about while the conversation is active (i.e., the mobile "grows
a tail"). This is usually not a significant problem because most conversations are only a few minutes in
duration and even fast-moving vehicles covers only so much ground in a typical call period.
HLRs andVLRs are not affected by cell handoffs, only by wider-scalemobility (betweenMSCs). Mobiles

reregister every time they cross boundaries separating location areas. These location areas are clusters of
cells large enough to minimize the number of re-registration messages (on the contended reverse control
channel) while also minimizing the number of paging channels involved in a page.

2.8 Data Transmission via AMPS

The native AMPS environment is harsh for data transmission. RF modulation and coding techniques,
such as vocoders, ADPCM34 trunking compression and FM pre-emphasis–which are optimized for voice
transmission–distort data and disallow the use of standard (landline) modems on cellular channels. Cell
handoffs, channel reassignments and power level change commands are all transmitted in-band by the
system, further distorting the data channel. Finally, static, signal fading and interference make cellular
a noisy channel for data applications. Standard landline modems typically react by either losing data or
hanging up.
Despite these challenges, the ubiquity of AMPS analog cellular coverage and demand for wireless

data services have motivated development of technology supporting cellular-based data services. Today,
circuit-switched cellular data is the most widely used mobile data service.
Special modem technology has been developed by AT& T Paradyne (Enhanced Throughput Cellular

or ETC), Microcom (MNP10), Motorola (EC2) and others to optimize the capabilities of AMPS channels
for data transmission. These enhanced cellular data protocols allow approximately 9 kbps under normal
conditions, with 14.4 kbps becoming increasingly available. Data compression also increases the effective
throughput enjoyed by cellular data users.
Modem pools supporting these new protocols are now being deployed by cellular service providers.

These modem pools provide a gateway function bridging the specialized cellular modem protocols and
standard landline modem protocols. A special code is added to the dialed digit string at the mobile, which
alerts the cellular switch to connect the call to the modem pool rather than simply placing a call. The
gateways allow continued interoperability of AMPS with conventional modems.

34. Analog to Digital Pulse Code Modulation.

Ex.1016.00080



2.9. DIGITAL CELLULAR TECHNOLOGIES 65

The modem pool concept has been extended with backbone packet services offered by AT& T, MCI,
Sprint and others. Typical of these offerings is MCI’s Xstream Air Network, depicted in Figure 2.4, an
X.25-based backbone supporting cellular modem-based data applications. Access to Xstream is via third
party cellular service providers. Special 800-number access is available from anywhere to the MCI cellular
modem pool, which supports bothMNP10 and ETC protocols.

Cellular
Network

Xstream
X.25

Network

Cellular
PhonePC

Cellular
Modem

Pool
Host

T1
Leased

Line

Dial-up
Backup

Figure 2.4: MCI’s XstreamAir Network

Another data solution for the cellular airlink is a single-sided protocol such as Air True by Air Com-
munications, Inc. This protocol only requires support at the transmitting side (presumably the mobile) of
the airlink to effectively counter the debilitating effects of the cellular environment. It recognizes network
event (call control) messages for cell handoff, power control and channel changes for what they are rather
than interpreting them as random noise. After the interrupting network event message has completed, the
mobile transmitter resumes where it left off, increasing the effective bandwidth.
Channel characteristics are not the only challenge for AMPS-based data applications. Current cellular

systems are voice-oriented and thus have usage accounting mechanisms, which are based on time of usage
rather than actual data transmission. The time-of-usage billing schemes typically begin with a minimum
usage of one minute. A significant departure from previous per-minute billing practices is embodied in
the UPS package tracking system, supported since 1992 by a large number of cooperating cellular service
providers.
In 1995, Bell South Wireless, Inc., announced a wireless telemetry solution named Cellemetry, which

would be licensable by at most one cellular service provider per market. Cellemetry operates over the
AMPS control channels and thus is limited by the amount of data which can be transported by cellular
registration and paging messages (32 bits) and the amount of additional traffic which can be borne on the
control channel without impacting the primary purposes of these control channels–cellular registration and
paging.

2.9 Digital Cellular Technologies

Digital technology offers the opportunity for improved transmission in cellular systems. This is due to
powerful error detection and recovery techniques, which can be used to counter the debilitating effects
of noise, fading and interference. Digital technology also provides the basis for security in the forms of
encryption and authentication. Finally, digital technology requires less in theway ofmobile transmit power,
which increases battery life in portable mobile units.
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Digital cellular technologies also offer the promise of effective data transmission via cellular services.
Although their vocoders prohibit the use of conventional modems, recent extensions to standards provide
low-throughput data traffic in either a circuit-switched mode or via a digital control channel. Packet-
switched data services are also being developed by the proponents of digital cellular standards.
However, the primary motivations for the digital cellular standards are unrelated to data. Development

of the North American digital standards was motivated by the need for increased capacity in light of the
40-plus percent compounded growth rate in AMPS penetration during the 1990’s.35 Overseas, develop-
ment of the GSM standard was motivated by the desire to unify cellular service across European national
boundaries.36

Once the commitment to digital cellular voice standards was achieved in the various standards bodies,
it was quickly recognized that digital services could include much more than mere capacity enhancement.
Data applications, secure channels and enhanced voice services such as caller identification are nowpossible
with the new digital standards.
Before presenting the primary digital cellular technologies, understanding the basic differences between

FDMA, TDMA and CDMA is essential. As depicted in Figure 2.5, a frequency division multiple access
(FDMA) system, such as AMPS, separates individual conversations in the frequency domain–different
conversations use different frequencies (channels). In this depiction, the frequency domain is represented
by the vertical dimension and the time domain is represented by the horizontal dimension.

channel 1
channel 2
channel 3
channel 4

Time

2

3

4

1

Figure 2.5: Time vs. Frequency for an FDMA System (e.g., AMPS)

Figure 2.6 shows how time division multiple access (TDMA) systems, such as IS-54/136, GSM or PDC,
separate conversations in both the frequency and timedomains; each frequency (channel) supportsmultiple
conversations, which use the channel during specific timeslots. Typically there is a maximum number (3
in the example) of conversations which can be supported on each physical channel. Each conversation
occupies a logical "channel." TDMA systems are discussed in Section 2.10 and Section 2.13.
Figure 2.7 showshow frequency-hopping code divisionmultiple access (CDMA) systems, such as spread

spectrum wireless LANs, separate conversations in both the frequency and time domains. By rotating
conversations through frequencies (channels) on a synchronized basis, each conversation experiences a
variety of channel conditions.37 This rotation through the frequency set also tends to reduce the interference
levels. These systems are discussed in Chapter 9.

35. After a while, continually subdividing cells into sectors and microcells becomes prohibitively expensive and inefficient. The
more cells, the more cell handoff signalling and decision-making required, etc.

36. Prior to GSM each nation had its own analog system, which was mostly incompatible with the systems of neighboring countries.
No cross-border roaming was possible with these analog systems.

37. Because each frequency is impacted by environmental conditions, including interference, differently.
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Figure 2.6: Time vs. Frequency for a TDMA System (e.g., IS-54/136)
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Figure 2.7: Time vs. Frequency for a FH-CDMA System

Figure 2.8 shows how direct sequence CDMA systems, such as IS-95, separate conversations on the
basis of something entirely different than frequency or time. It’s hard to show in a time versus frequency
diagram, but we will discuss it in Section 2.14.

2.10 Europe: GSM and DCS 1800

Definition of the Groupe Special Mobile (GSM) system began in 1982, under the auspices of the Committee
of European Posts and Telecommunications. Now called Global System for Mobile communications, 38 the
goal of this time division-based digital cellular system was a unified pan-European system. In mid-1995
there were over 11 million customers using GSM worldwide; that number was expected to double by
year-end 1996 with more than 140 service providers in 86 countries.
Prior to GSM, many independent analog systems were in use throughout Europe, with incompatible

standards preventing intercountry roaming in many cases. Cellular usagewas essentially regional in scope.
The goal of GSM was to eliminate this fragmentation of the European cellular market. Since this was
intended to be a "next generation" system, it uses digital technology with the capability of supporting data
applications.

38. The story is that early GSM industry participants in the UK rephrased GSM to mean "God Send Mobiles." Then, as the mobiles
became increasingly available, GSM meant "Good Sales and Marketing." Another example of an acronym taking on a life of its own.
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Figure 2.8: Time vs. Frequency for a DS-CDMA System (e.g., IS-95)

GSM was originally specified in the 900 MHz band and currently runs in that spectrum (see Table 2.3).
However, in 1989 the U.K. Department of Trade and Industry defined Personal Communications Network
(PCN) 39 to consist of GSM operating in the 1.8 GHz band. This upbanded system is referred to as Digital
Cellular System 1800 (DCS 1800), with deployment anticipated by 1998.

Reverse Direction Forward Direction
initial allocation 890-915 MHz 935-960 MHz
extended allocation 880-890 MHz 925-935 MHz

Table 2.3: GSM Frequency Allocations

GSM is a TDMA-based system with 8 user timeslots per frame in a 200 kHz channel. Like other
TDMA systems, staggered transmit and receive timeslots allowmodems to use half-duplex radios, thereby
reducing their costs. The transmit/receive offset still leaves enough idle time for the mobile to participate
in handovers40 by monitoring neighbor cell channel signal strengths in a MAHO scheme, as depicted in
Figure ??.
TheGSMsystemusesGMSK41modulation. Rate 1/2-convolutional codingwith interleaving42 addresses

Rayleigh fading. The net data rate43 is 22.8 kbps with error correction in what is called full-rate mode. An
additional half-rate mode at 11.4 kbps is also defined by using 16 timeslots (which are half as large as the
full-rate timeslots) per frame.
A formof slowfrequencyhopping isusedbyGSMtohelp combat themultipathburst errors characteristic

of cellular environments. Each base station has its own pattern for hopping from one carrier frequency to
39. PCN is the European equivalent to what is called PCS in North America. More on PCS later.

40. GSM calls handoffs "handovers."

41. Gaussian Minimum Shift Keying.

42. Interleaving is a shuffling of the bits in a transmitted packet which distributes and randomizes those bits impacted by noise and
interference. This has the net effect of turning an error burst into random bit errors, which are much easier to correct via standard
techniques.

43. Digital voice is data!
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another from slot to slot, with mobiles using that base station following suit. This frequency hopping also
reduces the incidence of cochannel interference between clusters of cells.
GSM, with slow frequency hopping and coding requires an approximately 9 dB C/I ratio for effective

operation. If we assume a frequency reuse factor of 3 with 3-sector antennas and 8 users per 200-kHz
bandwidth, we can estimate relative system capacity for GSM to be approximately

[8 users / (200 kHz * 3 cells)] / [1 user / (30 kHz * 7 cells)]

or 2.8 times AMPS capacity [FALC95].44

The radio data link layer is based on a LAPD-like protocol called LAPDm. LAPDmmodifications (from
LAPD) include using no frame flags or bit stuffing, instead relying on a "length indicator" field, as depicted
in Figure 2.9. Also, the SAPI (SAP identifier) is included in the address field, shown in Figure 2.10. LAPDm
also has no CRC bits for error detection, instead relying on lower layer block and convolutional coding for
error detection and correction.

Address
Field

Control
Field

Length
Indicator

Information
Field

Fill Bits

Figure 2.9: LAPDm Frame Format

Bit 8 7 6 5 4 3 2 1

(Reserved) LPDa SAPI C/R EAb

a. Link Protocol Discriminator
b. Extended Address

Figure 2.10: LAPDm Address Field

GSM mobility management is provided by specific layer entities which establish, maintain and release
separate connections between the mobile station and the MSC under control of the higher connection
management sublayer. These separate connections are for call control, short message service and the call-
independent supplementary services. Each mobility management connection provides services such as
encryption and authentication.

44. For this comparison AMPS is assumed to require one 30-kHz band per user with an 18 dB C/I ratio and a frequency reuse factor
of 7 (cells) in a 3-sectored arrangement.
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GSM mobility management is based on Signalling System 7 (SS7), an international intelligent network
(IN) telephony standard. Each mobile is identified by a mobile station ISDN (MSISDN) number consisting
of a country code (CC), national destination code (NDC) and subscriber number (SN). The MSISDN is
used by a serving MSC to interrogate the appropriate HLR prior to providing service. The serving VLR
provides a mobile station roaming number (MSRN)–similar in format to the MSISDN and in function to the
TLDN–for temporary use in forwarding calls to the roaming mobile.
GSM provides the capability for a base station to autonomously handle handovers between coverage

areas under its control without involvement from the MSC. This process is called internal connection
handoff. Following handoffs, the original MSC handling the call retains control even though the call may
be going through a new serving MSC.
Synchronous and asynchronous data services have been defined at 9.6, 4.8 and 2.4 kbps for both full-rate

and half-rate operation. Interfaces to V.22bis and V.32 audio modems are also defined for GSM. ISDN and
Group 3 facsimile interfaces are also included in the GSM system definition. Industry experts believe that
the introduction of data capabilities and interfaces to PC (formerly PCMCIA45 ) cards will spur continued
exponential growth in worldwide adoption of GSM. Key to this growth is "plug and play" interfaces which
enable standard computer applications as well as vertical applications.
A connectionless packet data service called General Packet Radio Service (GPRS) is in standards devel-

opment. This GSM capability will define the interworking between the cellular environment and those of
X.25 and the Internet world. Two approaches are being considered–dedicated data channels (i.e., a voice
channel shared by multiple data mobiles) and fast data channel setup for a single user. The data service
objectives include a packet error rate of 10-4 with delay under one second. CCITT recommendation X.121
numbering is used for addressing mobile packet data in GSM.
A GSM-based datagram service called Short Message Service (SMS) is defined in support of Email and

othermessaging-typeapplications. This service allows transmission of datagramswhich are up to 160 bytes
in length at 300 bps on the reverse control channel. Higher data rates are available via traffic channels,
which require a call setup; the resultant 9600 bps is better suited to longer messages.

2.11 Japan: PDC

The primary Japanese digital cellular technology is entitled Personal Digital Cellular or PDC and was
established as a standard in 1991 by the Ministry of Posts and Telecommunications. It is a TDMA-based
technology, which is replacing the analog NTT and JTACS systems, and will operate in the 800 and 1400
MHz frequency bands (Table 2.4). The motivation for PDC was similar to that of GSM–allowing roaming
between different regions of the country.
PDC multiplexes three timeslots onto each carrier, like IS-54/136, but has 25 kHz channel spacing to

facilitatemigration toPDC from the analog systems. PDC uses p/4-DQPSKmodulation, also like IS-54/136,
with interleaving. The signalling rate is 42 kbps. Mobile assisted handoffs are used, like in GSM and IS-
54/136. With a typical frequency reuse factor of 4, the same calculation as in Section 2.10 results in a PDC
relative system capacity of 6.346 times AMPS.

45. Personal Computer Memory Card Industry Association.

46. The calculation: [3 users / (25 kHz * 4 cells)] / [1 user / (30 kHz * 7 cells)] = 6.3.
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Reverse Direction Forward Direction
810-826 MHz 940-956 MHz

1429-1453 MHz 1477-1501 MHz

Table 2.4: PDC Frequency Allocations

2.12 North American Digital Standards

North America has two concurrent digital cellular standards. One is based on TDMA and has been in
service since 1992. The other is based on CDMA and is imminent.47 The CDMA standard was accepted by
the TIA48 as an interim standard in 1992, but has not yet been commercially deployed.
Having two incompatible digital standards in North America is ironic, considering the fact that the

countries of Europe have long since united behind the common digital standard of GSM. Unless one of the
two competing North American standards proves to be clearly superior over the other or cellular service
providers agree to support only one of them, roaming subscribers will likely be restricted to the common
denominator of AMPS whenever the service area they are visiting supports the "other" digital standard.49

Each of TDMA and CDMA has advantages and disadvantages relative to the other, which are bandied
about by their respective adherents and detractors. In general it is difficult to objectively compare TDMA
and CDMA systems because their underlying assumptions differ and are not easily related to one another.
Advantages of TDMA-based systems include the capability for variable bit rates (by increasing or

decreasing the timeslots in use for one or more users), less stringent power control requirements (time
slots reduce mobile duty cycles and thus mobiles’ ability to interfere with one another), the capability for
half-duplex (less expensive) radios plus the ability to monitor alternative slots and frequencies for MAHO
or MCHO operation (both due to offset transmit and receive time slots).
Advantages of CDMA-based systems include theoretically higher capacity per bandwidth, the ability to

withstand noise and fading (due to the spreading of the channel) and the reduced frequency planning and
complexity needed (due to shared channels and soft handoffs).
A comparison of AMPS, GSM, TDMA and CDMA transmission systems is displayed in Table 2.5.
The following sections describe the two primary North American digital cellular standards.

47. Strictly speaking, the TDMA standard is a combination of FDMA (frequency division multiple access) and TDMA. Likewise, the
CDMA standard is a combination of FDMA and CDMA.

48. The Telecommunications Industry Association is the North American standards body which oversees the cellular industry.

49. Given the mixture of technical theology and ego involved, it is difficult to see any of the service providers switching their
technical allegiance. Thus, nationwide digital service will likely depend on triple-mode cellular handsets, with CDMA, TDMA and
the old standby, AMPS.
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Characteristic AMPS GSM IS-54 IS-95

Bit rate N/A 270.8 kbps 48.6 kbps 1.2288
Mbps

Carrier spacing 30 kHz 200 kHz 30 kHz 1250 kHz
Channels/
carrier 1 8 (16 half-

rate) 3 (6 half-rate) 85

Channels 832 1000 (2000) 2496 (4992)
Time slot N/A .577 ms 6.7 ms N/A
Time slot
efficiency N/A 73% 80% N/A

Modulation FM GMSK π/4-DQPSK QPSK/
OQPSK

Modulation
efficiency
(b/s/Hz)

N/A 1.35 1.62

Channel coding N/A 1/2-convol. 1/2-convol. 1/2-
convol.

Speech coding N/A 13 kbps RPE-
LTP

7.95 kbps
VSELP CELP

Table 2.5: Cellular System Comparison

2.13 TDMA (IS-54/13x)

Time DivisionMultiple Access or TDMAwas initially defined by the IS-54 standard and is now specified in
the IS-13x series50 of specifications of the EIA/TIA. Because of its heritage as the original North American
digital standard it is sometimes called digital AMPS or D-AMPS.51

TDMA services were initially deployed during 1992 by McCaw, Southwest Bell, Bell South and others.
Although initial customer adoption was slow, there were an estimated half million TDMA subscribers by
early 1995. This number is expected to grow dramatically in coming years, especially with new generation
vocoders (which improve the perceived voice quality). Because TDMA physical channels are the same as
the physical channels of AMPS, TDMA can be easily migrated into and coexist with AMPS systems in a
dual mode manner.
TDMA subdivides each of the 30 kHz AMPS channels into 3 full-rate TDMA channels, each of which

is capable of supporting a single voice call.52 In the future, each of these full-rate channels will be further
subdividable into two half-rate channels, each of which–with the necessary coding and compression–could
also support a voice call. Thus, TDMA could provide 3 to 6 times the capacity of AMPS traffic channels,
50. These standards are numbered IS-130, IS-135, IS-136.

51. Supporters of CDMAwould probably challenge this informal naming convention.

52. A TDMA frame is 40 msec or 972 2-bit symbols long and consists of six timeslots. Each full-rate TDMA channel consists of two
of these six timeslots.
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with a corresponding gain in trunking efficiency. A similar calculation to that of previous sections yields an
estimate of 3.5 to 6.3 times the capacity of an AMPS system [FALC95].
Like AMPS, some of the digital channels are designated as control channels, called digital control

channels or DCCH. These control channels serve the same purpose as in AMPS–paging and call control.
Three forward-direction call setup control channels are used. The "A-stream" is used to page mobiles
with even-numbered MINs. The "B-stream" is used to page mobiles with odd-numbered MINs. The
"B/I-stream" indicates the busy/idle status of the reverse control channel, control of which is contested by
mobiles wishing to originate calls.
Because of its time-division nature, by offsetting corresponding forward- and reverse-direction time

slots, TDMA allows half-duplex phones to be used. This has the benefit of reducing cost and power
consumption (i.e., battery size) of the mobile station, but with an increase in complexity due to the variable
power envelope. It also allows the monitoring of control channels for out-of-band signalling during a call.
Finally, the half-duplex operation allows mobiles to monitor the quality of channels used in neighboring
cells in order to assist handoffs.
Originally, TDMA used parametric coding voice digitization, which is based on mathematical models

of human vocal sounds. This prohibited the use of analog facsimile and modems due to the resultant
distortion of modem signals (which are unlike human voice). Due to complaints of voice quality, the
vocoders specified for TDMA have been upgraded with the 1995 standards revision.
TDMA traffic channels use p/4-DQPSK modulation at a 24.3-kbaud channel rate. This results in an

effective 48.6 kbps data rate across the six time slots comprising one frame in the 30-kHz physical channel.
TDMA standards specify RS-232 and AT-command set-capable mobile units which can use the system at a
full-rate data speed of 9.6 kbps, which can be effectively doubled with V.42bis data compression. A triple-
rate data speed of 28.8 uncompressed (57.6 kbps compressed) is also specified. Gateways for facsimile and
landline modems can be installed at MSCs by TDMA service providers.
A capability called short messaging service (SMS) has been specified in IS-136 to use the DCCH for short

messages. This two-wayservice can deliver messagesof up to 256 characters to the display on a subscriber’s
phone. Similar services are also specified for CDMA and N-AMPS53 systems.
A very recent packet data initiative has been underway under the auspices of the TDMA Forum, the

trade association for TDMA technology participants. The approach favored by the committee working on
packet data services uses a dynamic time slot assignmentwith reservation algorithm which melds directly
into the existing TDMA standard to provide CDPD-type services over TDMA channels.
In this proposed standard, all of the usual capabilities are supported in addition to variable bandwidth,

which is potentially very large if enough TDMA channels are momentarily available for this purpose. Also
specified is an efficient MAC layer ARQ mechanism plus the capability for a mobile unit to monitor both
voice and data services simultaneously [CHAN96].

2.14 CDMA (IS-95,99)

Code Division Multiple Access or CDMA was introduced as a cellular standard by QUALCOMM, Inc., in
1989. Based on technology initially discovered duringWorldWar II54 , CDMAwasaccepted asan alternative
North American digital cellular standard (IS-95) by the TIA in 1992 and has undergone development in the
standards process since then. At year-end 1995 there were still no commercially-available CDMA systems.
53. Motorola’s narrowband AMPS system, which is not a standard.

54. Frequency hopping spread spectrum patent number 2,292,387 belongs to none other than Hedy Lamarr, a screen siren for MGM
in the 1940’s. Who says you need an engineering degree?
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The basic idea of spread spectrum is to rely on something other than time division or geographic
attenuation of a signal to prevent cochannel interference. This makes sense because there are general
tendencies of signal strength attenuation, but no absolute rules; topography, weather, foliage, presence of
reflectors, etc., are all major factors determining the strength of a received signal.
There are two flavors to spread spectrum technology. One flavor is called frequency hopping spread

spectrum and is discussed in Chapter 9. The second flavor of spread spectrum is called direct sequence
spread spectrum, which forms the basis of the IS-95 physical layer.
CDMA addresses the two basic problems with radio systems–multipath fading and interference from

others in the cellular environment. Both of these challenges are mitigated via the frequency diversity
introduced by the wide bandwidth used in CDMA. No single source of interference can impact more than
a subset of the spread spectrum in use. CDMA redistributes a base signal across a broad bandwidth under
control of digital circuitry.
In CDMA, average interference limits system performance rather than worst-case interference as in

FDMA- and TDMA-based systems. Thus, CDMA systems reuse the same frequency in neighboring cells.
It’s a good thing, because CDMA RF channels are large–1.25MHz–and thus there are relatively fewof them.
Cellular CDMA systems code speech in a compact 8 Kbps format and transmit a basic data rate of 9600

bps in a spread format of 1.2288 Mbps called "Mchips per second." This spreading factor of 128 resulting in
a coding gain of 21 dB, which combatsmany of the vagaries of RF transmission. The spreading mechanism
differs between the forward and reverse channels because the capabilities of transmitter and receiver differ
on the mobile and system sides of the airlink. Different frequencies are used in forward and reverse
directions also, for a limited form of frequency division duplexed or FDD operation.
CDMA uses a soft base-controlled handoff for mobiles transitioning between cells. This improves the

quality of service for both voice and data applications. CDMA enjoys somewhat reduced complexity in the
network–frequency planning and cell handoff processes–for somewhat increased complexity on the radio
link side of the system. This is an interesting approach.
Estimating the capacity of CDMA systems objectively is difficult because of the number of assumptions

required.55 QUALCOMM claims a relative capacity of 14 times AMPS capacity [VITE95]. A better estimate
might be half that value.
The size ofCDMA channels (1.25MHz)will makemigration to dualmode cellular operation (i.e., CDMA

andAMPS)more of a quantum leap than an evolutionary process. Howthiswill be accomplished–removing
large numbers of AMPS channels from AMPS service to CDMA service–in the face of already overloaded
systemswill be an interesting challenge to the CDMA service providers.
Data services in CDMA systems have been specified for facsimile and asynchronous data applications.

Both of these are included in the IS-99 standard and are circuit-switched in nature. A packet-switched
service has been defined for CDMA systemswith IS-667. Current 14.4 Kbps data rates could be augmented
under a proposed Extended CDMA specification to support 76.8 Kbps data streams.

2.15 PCS: Back to the Future?

A number of trends in wireless communications are becoming evident. First among these is the imminent
deployment of Personal Communications Services (PCS) by licensed service providers. Auctions held in
1994-96 resulted in the assignmentof licenses for both narrowband PCS-based services and broadband PCS-

55. In fact, one could argue that the lack of commercial CDMA deployment at year-end 1995–following numerous delays–reflects
the degree of difficulty in mapping between these assumptions and the vagaries of real-world cellular environments.
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based services in the U.S.56 The objective of PCS is to offer so-called "next generation" digital cellular-like
features, as well as offer competition for local loop services. Despite its hype, PCS is simply cellular at
higher frequency.
The creation of a PCS industry has beendriven by a combination of demand and technological evolution.

Early cellular "mobiles" were large and bulky, requiring an automobile for transport. Early cellular systems
were designed with this vehicular bias and were expected to serve no more than four or five million
subscribers by the mid-1990’s. As the size of mobile equipment has decreased to that of portable handsets,
the costs of providing service has similarly decreased and cell phones have become almost a consumer
staple. PCS is aimed at meeting this growing demand for anywhere anytime communications.
The narrowband PCS services will be offered via 10 nationwide licenses in the 930 MHz region. The

inbound and outbound channel sizes vary between 12.5 and 50 kHz, depending on the particulars of the
license. The target service offering for narrowband PCS is advanced messaging (e.g., acknowledged or
two-waypaging). A variety of technologies are under development to provide these services. Although the
bandwidth for narrowband PCS prohibits general-purpose data networking applications, there is certainly
the opportunity for specialized applications, such as telemetry, credit card verification, etc. These services
and technologies are discussed in Chapter 9.
The broadband PCS services will initially be offered via 3 30-MHz licenses per market in the 1850-1990

MHz region (Table 2.6). Aimed at all types of voice and data communications, PCS services will compete
with cellular and other existing wireless services. Existing technologies such as CDMA, TDMA and GSM
(called PCS-1900 in this context) are targeted for broadband PCS; the additional spectrum created by PCS
will also encourage enhancements of these standards to better support data services. New technologies are
also likely to appear.

Block (trading area
type) Reverse Direction Forward Direction

A (MTA) 1850-1865 MHz 1930-1945 MHz
D (BTA) 1865-1870 MHz 1945-1950 MHz
B (MTA) 1870-1885 MHz 1950-1965 MHz
E (BTA) 1885-1890 MHz 1965-1970 MHz
F (BTA) 1890-1895 MHz 1970-1975 MHz
C (BTA) 1895-1910 MHz 1975-1990 MHz

Table 2.6: PCS Frequency Allocations

The current distinction between market segments is likely to disappear with the new technologies and
services. A continuum of services–paging, two-waypaging, short messaging, data at varying bandwidths–
will likely replace the current paging and data segments. With existing cellular service providers and
partnerships expanding their coverage area via the broadband PCS auction, the need for cooperation and
56. Motivated largely by huge budget deficits, Congress authorized the FCC to use an auction process for allocating PCS licenses in

the 1993 Budget Reconciliation Act. This auction process replaced the earlier lottery for AMPS licenses, which resulted in widespread
fraud (by promoters on an unsuspecting public) and abuse (stuffed ballot boxes). The A- and B-block auctions lasted 111 rounds and
raised over $ 7 billion for the U.S. Treasury, averaging $ 15.50 per POPS; the most expensivemarket was Chicago at over $ 30 per POPS.
The C-block auctions were held later and, despite being targeted for small businesses, raised over $ 10.2 billion.
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interoperation between service providers is likely to become less important than it currently is in cellular.
Western Europe is expected to award up to 4 PCN licenses per country beginning in 1996, based on

the DCS1800 standard, to compete with the GSM duopoly in these countries. However, the European
Commission policy on PCN is vague, giving wide scope for national discretion in deciding who should
obtain or bid to obtain PCN licenses. Also, licensing procedures vary between countries. The European
Radiocommunications Committee (ERC) is likely to allocate 1710 to 1785 and 1805 to 1880 MHz bands for
PCN use by January 1998.

2.15.1 PCS Licensing

Like AMPS, licenses for North American PCS are assigned on a per market basis. However, rather than
considering only local markets, the FCC has also defined PCS markets which are regional in scope. These
fifty-one regional markets are referred to as Major Trading Areas or MTAs. The A and B blocks of PCS
licenses have been awarded on a per MTA basis.
The C- through F- blocks of PCS licenses will be awarded on the basis of the local markets, called Basic

Trading Areas or BTAs. There are 491 BTAs defined in the U.S. Canada and Mexico are likely to follow suit
in defining PCS licenses on the basis of MTAs and BTAs for commonality amongst North American mobile
service providers.
The magnitude of the bets placed by the "winners," coupled with the fact that the "winners" have

to underwrite the costs of relocating existing users of these frequencies (i.e., point-to-point microwave
applications) to new frequencies, will exert great pressure on the service providers to get revenues flowing.
The PCS service providers are free to use any air interface and system architecture, so long as transmit
power levels, etc., are within specified ranges. The need for rapid service deployment will encourage the
"winners" to use the existing digital cellular standards.

2.15.2 PCS Standards

Probably the most controversial aspect of PCS is the continuation of the digital standards battle from
the cellular industry; with the addition of GSM as a contender one could argue that the holy wars have
escalated. With the possibility of one or more service providers offering nationwide service between their
existing cellular licenses and the new PCS licenses, proprietary standards could also emerge. In some
cases previously-supported standards and licenses from their cellular markets are being dropped by service
providers in favor of the standards and licenses selected by PCS partnerships in which they are involved to
avoid conflicts of religion (technical standards) and geography (licenses).57

In any case, as in digital cellular, the multiplicity of standards will limit the capability for "roaming" in
another service provider’s coverage area. As always, the old standby–AMPS in the 800MHz bands–will be
the common denominator. Most portables are likely to continue to support this analog standard to prevent
subscribers from being limited to "islands" of mobile services.
At this time (mid-1996), the Joint Technical Committee (JTC) of the TIA and the T1/T45 engineering

group have approved four technical airlink standards for PCS. They are CDMA, TDMA, GSM and a
composite CDMA/TDMA/FDMA standard proposed by Omnipoint. All of the standards running in the
800-900 MHz bands have been modified in the appropriate ways to support "up-banded" operation. Each
of the standards has its supporters and detractors.

57. The FCC prohibits a single entity from operating both a cellular service and a PCS service in the same market.
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2.15.3 PCS Challenges

The primary challenges for PCS service providers–once the standards decision has been made–are the
relocation of current users of PCS frequencies to other frequencies and site acquisition. Relocating the
current spectrum users–called "incumbents"–is projected to cost the PCS "winners" over $ 1 billion. Each
market must be negotiated separately. According to the rules established by the FCC, the incumbents have
provisions to return to the 1900 MHz frequencies if they are not satisfied with the new higher-frequency
microwave operations. Up to ten thousand such microwave links must be relocated.
Site acquisition has always been a challenge for cellular service providers and will be for PCS service

providers as well. Many of the best cell sites have already been taken by existing cellular service providers
and zoning board approvals are getting harder to come by. The higher frequencies and lower power levels
to be used for PCS dictate a greater number of cell sites than in conventional cellular systems. 58

The general idea of PCS is for base stations to be located on utility poles and billboards, etc., which
will greatly reduce the costs of acquiring real estate. However, this will be mitigated by the additional
infrastructure equipment required. Meanwhile the existing cellular carriers aren’t exactly standing still;
both in terms of additional deployment and customer penetration they have been extremely active.
The emphasis of PCS services is on small, low power mobile devices. The user is assumed to be a

pedestrian, rather than an occupant of a vehicle–the design point for early cellular services. PCS cell sizes
are small–less than one kilometer in diameter for small low power mobile devices. Three-dimensional
coverage considerations apply, as opposed to the conventional cellular "flatland."
However, with the threat of increased competition from PCS, existing cellular service providers are

increasingly offering services that are indistinguishable from PCS except for the frequencies in use. The
decreasing prices paid by subscribers will force lower margins and a continuation of the mergers between
service providers. It has been estimated that in the end there will be at most three nationwide service
providers for combined cellular and PCS services.

2.16 Summary

This chapter has presented an overview of cellular systems. Although these systems have traditionally
been voice-centric in terms of services and operation, they are now being extended to better support data
applications. The most significant of these extensions is Cellular Digital Packet Data, which we introduce
in the following chapter.

58. PCS can be expected to suffer from a 10 dB propagation penalty because of the higher frequencies. This amounts to a coverage
range of about one-half of cellular and a coverage area of about one-quarter of cellular.
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Chapter 3

Overview of CDPD

The cost is truly trivial.

–R. Mechaley, April 22, 1992, Wall Street Journal,
"Cellular Carriers Announce Data Service"

This chapter presents an overview of Cellular Digital Packet Data technology–its history, objectives,
services and architecture. CDPD is an open system definition which uses digital transmission on analog
cellular (AMPS) channels to provide mobile packet-switched data services. CDPD is also a system concept,
with a layered architecture which supports evolution to future technologies.
Many aspects of CDPD are generic in the sense that any wide area data network which supports

mobility will share these aspects–both positive and negative. Other aspects of CDPD are unique to the
cellular industry which is CDPD’s heritage.
The purpose of CDPD is to provide mobile access to the services available via standard connection-

less data protocols such as IP and CLNP. CDPD could be considered to be a wireless extension to the
Internet which is available anywhere. As we shall see, CDPD could be easily enhanced to support other
connectionless network protocols, such as IPv61 .

3.1 CDPD Background

During 1991 IBM and McCaw Cellular Communications, Inc.2 , began a collaborative effort to determine
the feasibility of overlaying a digital packet-switched data network on the North American AMPS analog
cellular system. This joint venture resulted in a proof of concept implementation at McCaw’s headquarters
in Kirkland, Washington, at the end of the year. The technology was named "Celluplan II" by IBM, the
provider of the initial conceptual framework for the technology.3

1. Formerly known as Internet Protocol next generation or IPng [BRAD96].

2. Now known as AT& T Wireless Services, Inc.

3. Many of theoriginal system concepts, such as channel hopping, originatedatNovatel; rights to this technology were subsequently
transferred to IBM.

79
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3.1.1 CDPD Prototypes

The initial prototype system used a private partition of cellular channels in a single cell to demonstrate
the concept of frequency-hopping, also called channel-hopping4 . In this demonstration, the RF coverage
exceeded that provided by AMPS because of the digital GMSK modulation and the Reed-Solomon (63,39)
forward error correction coding employed.
Following the demonstration’s success, plans were made for extending the scope of the project to

include a field trial of a larger system. The technology was renamed "Data Over Cellular" and again
renamed Cellular Digital Packet Data or CDPD. From this point forward the prototype CDPD effort was
dominated by schedules which could be charitably characterized as highly aggressive and accompanied by
hyperbole to match.
In order to standardize the technology and increase the geographic coverage of the eventual service,

McCaw enlisted the support of other large cellular service providers. The public announcement of CDPD
and its backing by eight of the largest North American wireless services providers wasmade in April, 1992.
In May, 1992, these wireless services providers (Ameritech, Bell Atlantic, GTE, McCaw, Nynex, PacTel,
Southwest Bell, US West) staged a CDPD Technical Conference in Santa Clara.
The Santa Clara conference drew more than 600 attendees, reflecting the widespread interest in mobile

data communications. Copies of a preliminary technical specification (Release 0.1) were distributed and
plans for an upcoming field trial in the Bay Area were disclosed.
The early CDPD system architecture was telecommunications-oriented. A modified version of SCCP

from SS7 provided the connection-oriented transport service, then considered necessary for support of
mobile devices. This architecture required gateway services5 to interconnect with the rest of the data
networking world, not unlike the competing RAM and Ardis systems. The RF channel used the same
GMSK modulation with Reed-Solomon (63,39) forward error correction as in the earlier demonstration
system. The RF MAC sublayer was specified with both polled and contention-based modes of shared
channel operation.
The so-called "field trial" took place in the Bay Area during the latter half of 1992 and validated the

radio resource management operation of the CDPD overlay on cellular systems. Channel hopping, cell
transfer and interference avoidance were all exhaustively tested. Suspicious police often followed rented
antenna-clad Cadillacs occupied by test personnel and equipment slowly cruising Camino Real in the dead
of night, when potential cellular voice customer impact would be minimized.
The results of the trial were sufficient to convince seven of the cellular service providers supporting the

effort (Ameritech, Bell Atlantic, GTE, McCaw, Nynex, PacTel, Southwest Bell) to continue the development
of the technical specifications.
The early focus of the technical specifications effort was on the RF aspects of the system. The end result

was a Reed-Solomon (63,47) forward error correction designed to increase the effective user bandwidth of
the GMSK-modulated bitstream and a contention resolution scheme, similar to Ethernet, which provides
both collision avoidance and collision detection. This MAC protocol is called slotted non-persistent Digital
Sense Multiple Access (DSMA) with collision detection.

4. In frequency hopping, the logical data channel "hops" to an idle RF channel upon either a timer expiry or the incidence of a voice
call coming up on the former RF channel. This is different from the "frequency hopping" employed by some spread spectrum systems.

5. The earliest specifications for CDPD included an entity called the Mobile Data Gateway, a precursor to the current Mobile Data
Intermediate System. Despite its name, the actual network gateway services were to be located in entities called Network Interface
Modules, one of which was to be defined for each of IP, SNA, etc.
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3.1.2 "CDPD Lite"

Although the 1992 CDPD specification team focus was on robust airlink protocols, work continued on the
overall system architecture. In the fall, several members of the team concluded that the telephony-based
system architecture was inappropriate for the services to be provided by CDPD6 . During the first week of
December, a five-person subteam designed an alternative architecture, informally dubbed "CDPD Lite."
The "CDPD Lite" architecture was based on existing data networking standards and on the open con-

nectionless Layer 3 protocols (IP and CLNP) that were available. This open architecture eliminated the
need for gateways and leveraged conventional network recovery mechanisms to help support transient
mobility. Its mobility management scheme was based on the early work of the IETF Mobile IP task force.
This architecture, elegant in its simplicity, was later adopted as the "official" CDPD architecture by the group
of seven cellular service providers who continued to support the effort.
The first half of 1993 saw the completion of the Bay Area "field trial." Preliminary specification releases

of the newCDPD architecture were published inMarch (Release 0.8) andMay (Release 0.9). The first official
release of the specification (CDPD System Specification Release 1.0 [CDPD93]) followed in July. All of these
published releases embodied the "CDPD Lite" architecture.
The second half of 1993 saw the initial development of legitimate CDPD infrastructure and mobile

devices. Separate efforts by McCaw and a collaboration of other cellular service providers resulted in two
demonstrations of CDPD operation at the large Comdex trade show in Las Vegas in November. This rapid
four-month specification to demonstration timeframe reflects the benefits of the open CDPD architecture.

3.1.3 CDPD Forum

In 1994, the cellular service providers behind the CDPD specification development created the CDPD
Forum to enlarge the base of support for CDPD. This trade association of service providers, infrastructure
and mobile unit vendors, and software and applications developers continues to have as its objective the
support and promotion of CDPD as a basis for mobile data applications.
The CDPD Forum supported the development of CDPD System Specification and Implementor Guide-

lines Release 1.1 [CDPD95] during 1994. This releasewas published in January, 1995, and includes enhance-
ments to the radio resource management procedures, the Mobile Data Link Protocol (MDLP), accounting
and multicast capabilities as well as protocol test specifications and implementation guidelines. The pri-
mary purpose of Release 1.1 was to finish the definition of incomplete or unclear capabilities of CDPD
Release 1.0.
Release 1.1 also restructured the CDPD specification into a System Specification and Implementor

Guidelines. This restructuring provided a better distinction between stable protocols (which were placed
into the SystemSpecification) and other Parts7 which might be lessmature or more implementation-specific
or otherwise unsuitable for a system standard (and which were placed into the Implementor Guidelines 8 ).

6. At the Comdex trade show that fall in Las Vegas, the seven sponsoring cellular service providers demonstrated the CDPD
prototype in a common booth. A second more-detailed release of the specification for the telephony-based system architecture was
scheduled for publication immediately following the show. However, one of the cellular carriers abstained in the vote to approve the
publication. A cautious voting process, in which an abstention could block action, arguably may have preserved the credibility of the
cellular service providers as potential mobile data services providers.

7. The CDPD System Specification and Implementor Guidelines are divided into "Parts," which discuss specific system aspects or
protocols.

8. Unfortunately, some developers of CDPD equipment and software have mistakenly interpreted the CDPD Implementor Guide-
lines as just guidelines, which was not the intention of the specification team. A more formal standardization process has been
established in the CDPD Forum to clarify any such misperceptions.
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In 1995, the CDPD Forum developed certification test plans for mobiles and initiated a selection process
for an agency to conduct these tests. Further extensions to CDPD were contributed by Forum members
and ratified by the Technical Steering Committee in the areas of circuit-switched access to CDPD services
and limited size messaging. By mid-1995, the CDPD Forum had almost 100 member companies, reflecting
the diverse and dynamic interests in CDPD technology. It continues to actively support the contributions
of members to CDPD standards and implementor guidelines development. A standards track process has
been developed which is loosely modeled after that of the IETF.

3.1.4 CDPD Service Providers

Separately, a Service Provider Corporation was created in 1995 to provide a forum for resolving inter-
service provider concerns. This SPCo manages the activities of the CDPD Network Information Center
(NIC), which include administration of CDPD network address blocks, DNS names and unique CDPD
identifiers amongst the service providers.
Over the course of the year, CDPD service providers deployed services and expanded the customer

base for those services. At year-end 1995, CDPD services were offered in over thirty markets, as depicted
in Figure 3.1. Inter-service provider testing and interconnection was also well underway, with agreements
and interoperation amongst the major service providers in place by early 1996.
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Figure 3.1: CDPD coverage at year-end 1995

Time will tell just how successful CDPD will be in terms of commercial adoption. In any case, the
technology is likely to influence future mobile data systems. Both the CDMA and TDMA Forums are
developing technical specifications for packet data services whose mobility management mechanisms are
identical to and will interoperate with CDPD; this will allow service providers to offer CDPD services via
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multiple airlinks.

3.2 Relationship of CDPD to other Cellular Data Initiatives

WhenCDPDwasfirst conceived and specified in the early 1990’s, the CDMA (IS-95) and TDMA (IS-54, now
IS-136) standards efforts for North American cellular voice services were well underway. In fact, TDMA
digital voice services were already being deployed in a number of markets. It was a foregone conclusion
that both of these competing digital voice standards would eventually support data services as well.
Unfortunately, the schismbetween theNorth American cellular service providers which support CDMA

and those which support TDMA shows little sign of closing. In early 1996, the only common North
American cellular standard is still the analog AMPS (Advanced Mobile Phone System) standard. The
common denominator for data services likewise remains CDPD.
In the future, it is likely that both CDMA and TDMA will be deployed throughout North America,

thanks in large part to the new PCS spectrum. These standards are being extended to support data services,
both in circuit-switched and packet-switched modes. The packet-switched modes are based on a CDPD
system design–all that is changed is the necessary radio modulation techniques and protocols, primarily
at Physical and MAC Layers. So rather than replacing CDPD, these digital cellular standards will instead
adopt CDPD for their base data services-providing architecture.
Another more recent adoption of CDPD architecture is embodied in the new personal Air Communi-

cations Technology (pACT) announced by AT& T Wireless Services and others. This two-way messaging
technology modifies CDPD to use the narrowband PCS channels auctioned in 1994–another example of
CDPD operating over alternative airlinks. pACT is discussed in Chapter 9.
CDPD architecture was conceived with this kind of extensibility in mind. CDPD is more than an airlink

specification–it is a systemarchitecture formobiledata services which can supportmultiple RF technologies.
One of the more common misperceptions in the trade press has been the eventual "replacement" of CDPD
by emerging standards which were based on the new RF technologies.9

Another initiative is that of the PortableComputer and CommunicationsAssociation (PCCA), which has
defined standardAPIs for themobile computing industry since 1993. Their recent STD-201wirelessmodem
standard is based on the commonly-used Microsoft Network-Device Driver Interface Specification (NDIS),
and will allow software developers to support wireless modes of operation toWindows applications. STD-
201 complements the earlier STD-101 standard, also developed in the PCCA, which defined hardware- and
network-independent extensions to the popular Hayes AT modem command set for wireless operation.
CDPD is one of the primary target networks for these interface specifications.

3.3 CDPD Services and Characteristics

CDPD is an enabling technology which provides support for mobility in the WAN environment. To
accomplish this, CDPD provides three kinds of services–network services, network application services and
network support services. As Figure 3.2 depicts, these services provide support for applications ranging
from stationary vendingmachines tomobile vehicle tracking. The services also support applications ranging
from telemetry (extremely low data rates) to interactive PC-based applications such as remote server access.

9. This misperception has been fed to a large extent by misleading comments from some purveyors of alternative technological
solutions for the airlink. It seems that as technology advances, there are increasing opportunities for apples-to-oranges comparisons
by "technologists" with agendas. It is our hope that this book will clarify some of the misperceptions about mobile systems in general
and CDPD in particular that have been propagated over the past few years.
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Figure 3.2: The CDPD System

3.3.1 CDPD Network Services

Network services are data transfer services–the capability ofmoving data from one location to another. This
is the basic service type offered by CDPD. It neither adds value nor content to what the user intends; it is
simply data carriage to and from a mobile device.
In terms of data networking, CDPD provides support for routable connectionless peer-to-peer Layer 3

protocols, such as IP and CLNP. Other Layer 3 protocols, such as IPv6 are likely to be supported in the
future as well. By definition, Layer 3 is the layer responsible for getting data from one point to another
across one or more networks.
Part of basic network service is the provision of access to systems and services–both public and private–

external to CDPD. These services can be data resources or networks. In most cases a mobile user sends
data to and receives data from a resource external to the CDPD network. CDPD simply provides a
means of accessing that external resource and could simply be regarded as an extension of existing data
communications networks which are IP- or CLNP-based.
Basic CDPD network services are summarized in this overview chapter and described in more detail in

Chapter 4 (mobility management) and Chapter 5 (network access).

3.3.2 CDPD Network Support Services

Network support services are the services necessary to support the operation of a mobile data network.
Network support services include things such as network management, usage accounting and security,
which are necessary to operate any network. CDPD network support services also include things such as
mobility management and radio resource management, which are necessary for mobile wireless WANs.10

In theory, an end-user of the system could use the network services while perfectly oblivious to the
existence of the network support services (at least as long as these services are running correctly, save
accounting!). In many cases the support services could be considered to add "intelligence" to the system; an
example is the fault recovery actions taken by network managementwhen an exceptional condition arises.
CDPD network support services are described in Chapter 6 (security) and Chapter 7 (other support

services).
10. Mobility management and radio resource management provide functions of both network services and network support services.
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3.3.3 CDPD Network Application Services

Network application services are serviceswhich add value or content to a user’s activities above and beyond
basic data carriage. The end-user is typically quite aware of these value-added services and often must
explicitly subscribe to them. These services in CDPD could leverage off of the mobility of the user, such as
subscriber location services or limited size messaging services. It is also possible that these services could
be independent of mobility, such as advanced messaging capabilities.
The CDPD specification includes technical descriptions of mobility-enhanced value-added services.

Other CDPDnetwork application services could be based on the intrinsic broadcast andmulticast capability
defined in the CDPD System Specification.
Some of these network application services are described in Chapter 8 (limited size messaging).

3.4 CDPD Design Goals and Considerations

A number of design goals and considerations influenced the architecture of CDPD. These are technical
objectives only and are not necessarily indicative of the business objectives of CDPD service providers or
other industry participants.
Many of these technical objectives reflect the lessons learned by cellular service providers over their first

decade. Since the CDPD initiative originated in the cellular community, these objectives largely reflect the
interests of the cellular service providers in developing an open and interoperable standard for mobile data
services.
As always, full enjoyment of these applications depends on proper implementation by vendors and

intelligent operation by service providers.

3.4.1 Location Independence

The operation and appearance of basic CDPD services to an end-user (called a subscriber) or application is
intended to be independent of the service provider and location at which those services are made available.
If a user is receiving service while located in a different CDPD service providers’ coverage area, there should
be little, if any, impact on the user or application. This seamless "visiting" should not be confused with
"roaming" in the cellular world, which as we have seen has had many bad connotations.
However, CDPD also allows service providers to differentiate their respective service offerings by

offering services which add value above and beyond the baseline CDPD services. By defining as little as
possible, the CDPD System Specification leaves plenty of invention up to the service providers. Over time,
service providers will likely differentiate their CDPD service offerings with these additional capabilities, as
well as by the level of service they provide.

3.4.2 Application Transparency

Applications do not have to be modified in order to use CDPD; an explicit goal of CDPD is to have
minimal impact on end-devices and applications. CDPD services should be accessed via industry-standard
application program interfaces (APIs), which are identical to those employed in conventional networks.
According to the CDPD System Specification, "the CDPD Network design shall ensure that no impact is
exerted on Transport and higher protocols."
However, it is possible that timers (such as TCP restart timeouts, etc.) might have to be altered somewhat
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for optimal CDPD (or other wireless services) usage. Otherwise, CDPD is intended to be fully compatible
with existing data networking applications. Time and again this objective has been demonstratedwith new
applications running immediately on CDPD with no more effort required than on a conventional LAN. We
do this constantly.
However, this application transparency does not prevent additional services and applications, which

could not be provided by conventional data networks (such as remote telemetry or location services), from
being supported by CDPD. Many of these services which are exclusive tomobile solutions are the economic
raison d’etre for CDPD for end-users (and thus also for service providers). An example is the limited size
messaging capability introduced in the CDPD Forum in mid-1995.

3.4.3 Multiprotocol Support

CDPD was intended from the outset to support more than a single connectionless Layer 3 protocol. This
was an important consideration because there were concerns during the early 1990’s that IP Class B address
blocks would be fully assigned in the near future. The impending shortage of address space (among other
reasons) motivated the creation of the IPng committee by the IETF [BRAD96]. The resulting IPv6 protocol
standard was drafted in 1994. This protocol will likely also be supported by CDPD as its implementation
and usage become widespread.
CLNP was also supported from the beginning of the "CDPD Lite" architecture. Support for CLNP is

necessary to support several of the OSI applications, such as X.700 (CMIP) for network management and
X.400 (message transport) for accounting information exchange between service providers. CLNP is also
key to the intersystemNPDU redirection which lies at the heart of CDPD mobility.

3.4.4 Interoperability

The CDPD System Specification and Implementor Guidelines provide the information necessary to ensure
interoperability between the equipment and software provided bymultiple vendors. This in turnminimizes
the infrastructure anddevice costs in a competitive environment. Interoperability betweenservice providers
is also supported by one of the three well-defined interfaces in the CDPD specification. Abstract test suite
definitions further support interoperability between equipment and software providers and CDPD service
providers.

3.4.5 Minimal Invention

One of the goals of the CDPD specification effort was to minimize the overall risk to the fledgling industry
by minimizing the invention in CDPD. The fast schedule required that off-the-shelf technology be utilized
wherever possible. The bulk of the "invention" in CDPD consists of combining existing technology in a new
way, mostly over the RF airlink. CDPD service providers have the ability to reuse existing cellular facilities
to support data as well as voice services.

3.4.6 Optimal Usage of RF

Although CDPD architecture is holistic in nature, a key design goal was to make efficient use of the radio
channel. Since this airlink is the most precious resource in the system, CDPD design trade-offs consistently
favored airlink efficiency at the potential expense of other resources of the system. An example of this
is the extensive application of standard data compression (V.42bis) technologies to conserve over-the-air
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transmission at the expense of greater computational loads at either side of the airlink. In Moore’s Law we
trust.
The raw signalling rate of the airlink is 19.2 Kbps; with Reed-Solomon (63,47) FEC, this amounts to a

maximum effective bandwidth of 14.4 Kbps full-duplex before considering channel control overhead. Since
the inbound channel is shared via a contention-based access scheme, which further imposes overhead on
both the inbound and outbound channels, it is essential that the airlink be used effectively.
Another concern in CDPD development was not "pushing the envelope" of RF technology too far. One

of the obvious ways to get around the constraint of the narrow airlink "pipe" would be to employ more
sophisticated RF modulation techniques. However, doing so would have increased the cost for mobile
devices beyond what commercial users would bear.11 GMSK is already used in GSM systems around the
world and provides the 19.2 Kbps data transmission rate over the air, which provides the basis for CDPD.

3.4.7 Evolutionary Design

The data networking world is evolutionary and so must CDPD be. The definition of CDPD architecture
strictly in terms of OSI reference model layers coupled with the limited scope of the system definition
(i.e., OSI layer 3 and below) allows for evolution of CDPD as well as network technologies supported by
CDPD. New applications and transport protocols are immediately operable on CDPD systems because of
its support for native IP.
The recent introduction of a hybrid architecture of cellular circuit-switched airlink in the CDPD Forum

exemplifies the evolutionary nature of CDPD architecture. Similarly, anticipated support for IPv6 (as it
becomes widely adopted) will also be straight-forward. Other areas of anticipated evolution include the
airlink link layer protocol (MDLP) and airlink security (encryption and authentication); evolution in these
areas is supported with version codes, command types, etc.

3.4.8 Open

CDPD has always been intended to be an open system, free from all proprietary technology. In our opinion,
the only known aspect of CDPD architecture involving previous intellectual property rights is the use of
public key cryptography techniques which underlie security across the airlink. CDPD is based on open
standards and protocols; the limited invention in CDPD is also open and freely available.
An open standard provides the basis for multi-vendor interoperability and the resulting economic

benefits of competition. It also encourages multiple vendors to participate and compete in the marketplace,
driving down costs. Multiple developers working on a common problem are likely to produce the best
solution. These benefits are rarely achieved by proprietary solutions.

3.4.9 Secure

CDPD is intended to provide data networking services which are no less secure than conventional WANs.
(Of course, the trade press has popularized the notion of insecurity of the Internet, so maybe this isn’t such
a great objective!) The security capabilities provided by CDPD are integral to the system, not later add-ons.
These security capabilities include confidentiality for both users and their data (via data encryption and

the use of temporary IDs for users), user authentication and the key management necessary to support
11. To a large extent we have always considered the RF technology employed in CDPD to be a "temporary" solution. Once again

protocol layering supports the evolution to more sophisticated RF technologies as the costs of these technologies decrease.
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these capabilities. The design requirement for CDPD was to prevent casual "eavesdropping" of users across
the airlink; thus the users of CDPD are no less secure than users of conventional networks. Of course, as a
public shared network, end-to-end encryption by applications is always encouraged.
The security capabilities of CDPD are limited to the airlink interface. The specification team always felt

that the other primary interfaces of CDPD would be able to leverage off the work being done by network
security experts. Network security is an issuewhich transcendsmobile networks; mobility only exacerbates
the challenges of key management, authentication, etc.

3.4.10 Simple

The architecture ofCDPD is elegant in its simplicity. In particular, themobilitymanagement aspect of CDPD
is quite straight-forward, by design. [KRIS95] states that simplicity "is one of the most important attributes
for a routing protocol." Simplicity in design allows formore rapid development andmore reliable operation.
The rapid CDPD specification draft to service deployment timeframe indicates the value of simplicity.

3.4.11 Transparent to the Existing Cellular Voice Network

CDPD has always been intended to be an overlay service on the existing cellular voice infrastructure.
Maintenance of a high quality cellular voice service is of paramount importance to the cellular voice service
providers who provided the initial funding for CDPD specification development. Therefore, it is essential
that the introduction of CDPD service not negatively impact the basic cellular voice service offered by
cellular service providers.
There are two general concerns about the CDPD overlay. First is the voice service degradation which

could result from RF interference by CDPD RF transmitters. Because CDPD is transparent to the AMPS
network (i.e., the AMPS system is unaware of and does not require modifications for CDPD), CDPD must
operate in a way which does not interfere with the cellular voice system. This has proven to be a significant
constraint on CDPD design, influencing features such as channel hopping.
The second general concern about the CDPD overlay is the removal of cellular voice capacity required

to dedicate AMPS channels to CDPD service. This concern is addressed by the channel hopping capability
of CDPD in which a CDPD base station utilizes currently-idle AMPS channels to provide CDPD services.
An RF "sniffer" is included in the cell site infrastructure to enable the CDPD channel stream to "hop" to
a new physical AMPS channel whenever cellular energy is detected on the channel used by CDPD. An
anticipatory algorithm could also be used to minimize the frequency of involuntary channel hops.
The channel hopping mode of operation relies on proper cellular engineering practices, in which it is

assumed that the busy hour call blocking probability is approximately two percent.12 Using an Erlang B
distribution (a standard engineering practice in telephony), one can see that approximately twenty to thirty
percent of all channels must be available at any instant (on average) to provide the two percent blocking
service level of quality. It is this set of idle channels that CDPD is intended to operate with in the channel
hopping mode.

12. With the more than forty percent compound growth rate in the North American cellular subscriber population during the early
1990’s, maintaining a busy hour performance level of two percent blocking has proven to be a significant challenge. Most CDPD
service providers have resorted to dedicating RF channels for CDPD service. This short-term sacrifice is offset to some degree by the
growing capacity gain provided by digital voice services.
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3.5 The CDPD Architectural Approach

The approach taken by the CDPD specification team assumed that all objects could be defined by their
interfaces and functions. Initially this philosophy was applied to the entire system.
Upon examination of the basic design goals and considerations of the CDPD network, the specification

team found that they could be satisfied with a network providing an "over-the-air" interface to the mobile
devices, an external interface to land-line hosts, and an inter-service provider interface to link multiple
cooperating CDPD service providers.
This philosophy led to the development of the "CDPD cloud"13 depicted in Figure 3.3. With this model,

it is necessary and sufficient to fully define the CDPD network by specifying the detailed interface to the
mobile devices, external networks and other CDPD networks. Within the CDPD network "cloud", the
necessary support functions of mobility management and data delivery can be defined separately.

CDPD Network
Mobile
Devices

External
Networks

Other
CDPD

Networks

A - Interface E - Interface

I - Interface

Figure 3.3: CDPD Interface Model

Although this "cloud" approach addresses the stated requirements of the CDPD network, it does not
address the practical side of developing a new network service. Any new network service deployment
requires the development of new network infrastructure equipment. The technical specification of the new
service must also define these components.
While the "cloud" approach to network system specification defines all the necessary information for

network equipment development, it may result in vastly different internal network architectures. Different
equipment vendors may conceive of different sets of equipment to provide the same functionality and
interfaces. This is true regardless of the level of detail attained in the system specification, assuming it
doesn’t go so far as to specify an actual implementation.
Some of the service providers expressed concerns about the "cloud" approach of system specification.

They recognized that this approach could result in networks that interoperate (over the I - Interface) but
cannot share internal components. They were concerned that the RF equipment of one vendor would only
operate with network routing equipment from the same vendor. This type of limitation would severely
restrict a service provider’s flexibility in equipment vendor selection. Indeed, most of these service providers
have already lived under these types of captivemarketing approaches in the cellular telephonyworld. They
did not want this vendor-dependence to continue.
It was the service provider’s initial discomfort with this aspect of the CDPD "cloud" that drove the spec-

13. No presentation of network technology is complete without at least one "cloud" diagram, so here it is!
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ification team to then define individual components within the CDPD network. Some of these components
are depicted in Figure 3.4.
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Intermediate
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M-ES F-ES
or IS

Fixed End
System

Figure 3.4: CDPD Network Layer Reference Model

3.6 The Three Key CDPD Interfaces

CDPD architecture defines three key external interfaces, as depicted in Figure 3.4. Because these interfaces–
"A", "E" and "I"–form the logical boundaries for a CDPD service provider’s network, they are essential to
the proper operation of CDPD.
Other lesser interfaces are defined within the CDPD service provider "cloud." However, since these

internal interfaces are under the control of a single CDPD service provider, their specifications could be
considered to be recommendations rather than requirements.
Although this may sound contrary to our previous discussion, flexibility is required in internal inter-

faces because of the different network implementation approaches favored by the various CDPD service
providers. It is important to differentiate between technical specification and implementation requirements.
Each of the interfaces defined in the CDPD specification includes a profile representing the protocols

supported or required at each layer in the OSI ReferenceModel. An example of these profiles is displayed in
Figure 3.5. Well-defined primitives at each layer request services of the layer below; the services provided
to each layer consists of the collective set of services provided by all of the underlying layers.

3.6.1 The A-Interface

The A-Interface or airlink is the interface between the CDPD mobile device and the CDPD network and
contains much of the "invention" of CDPD. This is the point at which CDPD network services are accessed
by a subscriber and is described in detail in Chapter 5 (network access). It is defined by Parts 400 through
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Figure 3.5: CDPD Example Interface Profiles for Network Services

409 in the CDPD System Specification. Although the airlink receives much attention, this is only one part
of the overall CDPD system architecture.

3.6.2 The E-Interface

The External or E-Interface of CDPD is the means by which CDPD interoperates with the rest of the world
and is key to the provision of CDPD network services. Conventional data networking protocols are used
for data carriage between CDPD and external data services such as the Internet, VANs, wide area transport
providers or private networks.
The Layer 3 protocols supported at the E-Interface include the same connectionless protocols as within

CDPD–IP and CLNP. IPv6 is likely to be supported at a later time as it matures. Other protocols, such
as APPN (via MPTN) or IPX, could be supported either via encapsulation (say within IP packets) or via
protocol translation gateways. Either of these techniques is outside the scope of the CDPD specifications.
Border gateway protocols such as BGP-4 and IDRP are also recommended at the E-Interface. This is

necessary because the E-Interface specifies a boundary between two autonomous systems–that of a CDPD
service provider and that of an external party. Initially, static routing is likely to be employed at the
E-Interface for CLNP traffic.
The E-Interface is intended to be no different than the interface to any other autonomous system. All

of the issues of security, routing, name-to-address translation, etc., apply. The fact that the CDPD service
provider supports mobility is transparent to the E-Interface, by design.

3.6.3 The I-Interface

As we discussed in Chapter 2, the North American cellular service environment is partitioned into markets
which are served by a multiplicity of service providers. Seamless nationwide coverage (a goal of CDPD)
requires these service providers to be capable of supporting each others’ customers. Seamless coverage also
requires the capability for a transparent and smooth transfer from one system to its neighbors.
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The Inter-service provider or I-Interface defines the means by which the CDPD service providers can
collectively provide a seamless nationwide service. From a purely technical viewpoint, there is nothing
preventing CDPD service from being offered worldwide.
The I-Interface supports the sameprotocols as the E-interface plus theMobile NetworkLocation Protocol

or MNLP. This protocol is the means by which mobile users from one system are supported by another
system and is a key piece of the CDPD mobility management scheme. Additional protocols for network
management (CMIP) and accounting (X.400-based) are also defined for the I-interface. All of the protocols
across the I-interface are based on CLNP.14

3.7 CDPD Network Elements

The successful operation of any communications network requires cooperating system components. These
network components or entities perform predefined and a priori agreed upon functions. The components
must also communicate with each other in a predefined manner.
The component entitiesdefined by theCDPD architecture (see Figure 3.6) include several that are unique

to CDPD and others which are standard "off the shelf" components Since the CDPD network is an overlay
on the existing cellular network, it only made sense to leverage off the existing infrastructure. The CDPD
network model defines component elements reflecting the cellular network, and is illustrated in Figure 3.6.

Mobile
End
System

IS

IS IS

ISMD-ISMDBS

Message
Transfer
Server

Authentication
Server

Network
Management
System

Accounting
Server

Fixed
End
System

A-Interface

I-Interface

E-Interface

Figure 3.6: CDPD Network Elements

In a typical cellular telephone network, cell sites are deployed throughout the coverage area. At each
14. Routing of reverse channel IP packets from a visiting mobile back to a host in its home system could be directly routed using

standard IP-based protocols, in which case the interface between the two service providers would function as an E-interface. But
forward-direction packets would be redirected from the home to the serving via CLNP encapsulation, as discussed later.
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cell site, a base station transmits and receives RF signals from the cellular telephones through an antenna
tower. The demodulated signals are then digitized and placed on voice communications channels of a
multiplexing channel. These are typically 1.544 Mbps T1 connections which can carry up to 24 voice calls,
each one occupying a 56 kbps digital channel. The voice circuits terminate at a mobile switching center
(MSC), which interfaces with the land-line telephone network.
The design of the CDPD system is aimed at minimizing the changes in network operation and maxi-

mizing the reuse of the existing cellular network infrastructure. Given this constraint, the next specification
team objective was using the system’s resources effectively. Without a doubt, the most precious resource is
the radio spectrum. Beyond the radio resource, the precious system resources to consider are the physical
plant and the communications links.
Many people may not immediately realize that the collection of cell sites constitute a significant invest-

ment by cellular service providers.15 Many cell sites have to be constructed while others involve ongoing
leasehold arrangements. In addition, the antenna tower space is also tied with space, height, zoning and
licensing issues. Furthermore, each base station typically has a T-1 circuit dedicated to carrying its traffic.
TheCDPDsystemarchitecture reuses these components by specifying a piece of additional infrastructure

equipment at the existing cell sites. This new piece of equipment, named the Mobile Data Base Station
(MDBS), can use the existing antenna feeds and towers. Furthermore, the functionality of the box has been
limited to allow small compact designs that can fit within most existing cell sites. Recent designs can be
deployed in microcell environments.
TheMDBSs handle theRF communications toand from themobiledevices and relay thedata to and from

more centralized CDPD network infrastructure equipment. This communication path can reuse channels
on the existing cellular communications links. In most cell sites, there are more than enough channels to
justify the deployment of a T1 connection. However, there are typically a few unused channels in these T1
links. The MDBS can use the idle channels for CDPD data. Once all the CDPD data channels are brought
back to the MSC site, they can be "groomed" off to the CDPD central infrastructure equipment, the Mobile
Data Intermediate System (MD-IS).
With this design approach, theCDPDspecification teamdefined the conceptual referencemodel depicted

in Figure 3.7 . In the following sections, each of the identified components are described.

3.7.1 The Mobile End System (M-ES)

In OSI terminology, an End System or ES is a network node which is the ultimate source and destination of
NPDUs. This is the same as a host in Internet terminology. The Mobile End System or M-ES is any network
host which happens to be mobile (i.e., CDPD radio and software-equipped). Example M-ESs could include
telemetry devices, personal communicators and personal computers. Even communicators in vending
machines (which don’t actually move) could be considered to be M-ESs.
The M-ES is a network device with protocols specified up to and including Layer 3. The M-ES has a

Layer 3 address which is globally unique in both the CDPD and conventional networking environments.
M-ESs are true mobile hosts and CDPD networks are extensions of IP-based (and CLNP-based) networks,
such as the Internet. There is no need for gateways as in other wireless packet data services.
Applications on the M-ES access the network via conventional means–sockets, TLI, NDIS and ODI are

a few example APIs. Standard APIs and protocols are emphasized, especially at the M-ES; this allows
immediate portation of applications from existing PCs to CDPD.

15. As mentioned in Chapter 2, a typical cell site costs approximately one million dollars or more for initial construction and
introduction into service. With an industry total numbering over 18 thousand sites, more than $ 18 billion have been spent thus far on
cellular infrastructure.

Ex.1016.00109



94 CHAPTER 3. OVERVIEW OF CDPD
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Figure 3.7: CDPD Reference Architecture

Both full and half duplex M-ESs are supported by CDPD. This allows low-cost devices with only a
single radio to provide mobile data services to low traffic generating applications, such as the previously-
mentioned vending machines.
The M-ES architecture consists of three distinct functional blocks, as illustrated in Figure 3.8 : the

subscriber unit, the subscriber identity module and the mobile application subsystem.

Mobile Application Subsystem

Subscriber Unit
Subscriber

Identity
Module

Mobile
End
System

Figure 3.8: Mobile End System Architecture

The Subscriber Unit (SU) constitutes the portion of the device that establishes and maintains data
communications with the CDPD network infrastructure. It achieves this through proper execution of
the CDPD airlink protocols, which extend from the physical layer to the network layer. Also included
are administrative layers above the network layer and the layer management entities necessary to ensure
proper cooperation between the M-ES and the network.
The Subscriber Identity Module (SIM) is the repository of identity and authentication credentials for the

networkaddress in use at theM-ES. Every subscriber devicemusthave the proper authenticationcredentials
and identity. This function was separated from the rest of the M-ES functions to enable implementation of
removable SIM cards as in GSM. This is in consideration for users that may find it easier to carry a small
smart card with all the necessary identity information than to carry a complete Mobile End System16 . The

16. With the increasing miniaturization of the CDPD modems, it is unclear if removable SIM cards will ever be produced. Indeed,
for the removable SIM concept to gain acceptance, manufacturers need to produce CDPD devices with the proper interfaces to accept
SIM cards. One possible use for SIM card devices is in fleet operations. In this case, it may be beneficial to deploy mobile units with
SIM slots into each fleet vehicle, while the drivers are assigned individual SIM cards. This way, each driver is uniquely identified by
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specification used to define the SIM is based on the appropriate GSM standards.
The Mobile Application Subsystem (MAS) is the portion of the M-ES that contain all protocols at

the network layer and above. This is what gives the M-ES something interesting to communicate with.
The application is whatever needs mobile network connectivity–Email, remote database access, vending
machines, etc.
M-ESs span a wide range of feature sets and form factors. Some of the units currently available support

the CDPD protocols only, while others also provide AMPS cellular modem capability. Still others support
voice communications with the addition of a handset.
Along with varying form factors, M-ESs also come with different power source options. Some require

large external power sources such as would be available in a vehicle. Others supply their own power
through internal batteries. Still others draw on the power source of a laptop or notebook computer.

3.7.2 The Mobile Data Base Station (MDBS)

The Mobile Data Base Station or MDBS is the system end of the MAC sublayer over the airlink. The MDBS
arbitrates activities on the channels it hosts at theMAC sublayermuch like an Ethernet hub. It relays frames
at the LLC sublayer. This device is physically located at cell sites.
TheMDBS is the network infrastructure device that bridges the different media between theMobile End

System and the CDPD network. The MDBS communicates with the M-ESs through the airlink physical
interface. It performs all the necessary modulation of the data bits onto the RF channel. It also demodulates
the RF signal into digital bits of data. These operations are carried out within the specifications and rules
required to operate on the cellular frequency bands.
In a CDPD system, multiple mobile devices share the use of a single radio channel. To ensure proper

sharing of the RF channel, a medium access control mechanism is used to arbitrate access to that channel.
AnMDBS is an active participant in theCDPDmediumaccess control scheme, Digital SenseMultiple Access
(DSMA). Once the data stream is successfully received and decoded by the MDBS, it relays the Link Layer
frames between the M-ES and the MD-IS.
The MDBS is Layer 3-addressable for network management and radio resource management purposes.

In terms of user data, the MDBS is little more than a Layer 2 relay between the RF and the conventional
networking worlds. For user traffic at Layer 3, the MDBS is a "phantom" element.17

3.7.3 The Mobile Data Intermediate System (MD-IS)

The Mobile Data Intermediate System or MD-IS is the focal point of CDPD mobility management. It has
two functions in its role as a mobility-enabling router–the mobile serving function and the mobile home
function.
The mobile serving function or MSF of the MD-IS provides the system end-point of the LLC sublayer

MDLP link, opposite the mobile. This connection-oriented link serves as the foundation for the registration
of mobiles to the system. When a mobile announces itself to the system, it is the mobile serving function
which receives this registration request.

his or her network address.

17. Strictly speaking, in terms of user data transmission, the MDBS is a link layer relay and is not a part of the network layer
architecture. However, it serves an important role in this wireless mobile data network and deserves attention here and in the CDPD
System Specification.
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The mobile home function or MHF provides the anchor for the mobility of the M-ES. Whenever some
network entity sends packets destined to theM-ES, the packets are routed in the conventional manner to the
mobile home function, which then forwards them to the mobile serving function (which could be located
in anotherMD-IS), based on previously exchanged messages between the mobile serving and mobile home
functions.
The MD-IS is the most important data networking entity in the CDPD system. These devices are

responsible for most of the mobility management functions of the network. The MD-ISs perform the
functions necessary to track the local access point of the mobile devices. In other words, the MD-IS deals
with the determination of and tracking of the exact radio coverage cell each M-ES is operating from.
The MD-IS is responsible for presenting an interface to the external networks on behalf of all the M-ESs

in the CDPD network. This interface is necessary to ensure that hosts wishing to communicate to the any
M-ES can traverse the external networks and enter the CDPD network at the proper point of presence.
The MD-IS is also responsible for routing all network traffic to the appropriate M-ES destination. The

MD-ISs within a CDPD network must cooperate to ensure this task is achieved irrespective of whether the
M-ES is in a local area, or if it is at the far end of the continent.
Finally, since the CDPD network is a commercial public data network, the routing nodes–the MD-ISs–

must also perform the necessary administrative functions such as usage accounting.

The MDBS-to-MD-IS Interface

TheMDBS/MD-IS Interface is an internal interface between theMDBS and theMD-IS. Since this interface is
internal to the CDPD "cloud," it is recommended rather than specified. Proprietary solutions have no need
to adhere to this interface definition. However (CDPD service providers beware!), allowing a proprietary
solution here is tantamount to losing control of one’s system architecture.
This interface is specified for the sole purpose of an open system definition. This allows a multiplicity

of vendors for each side of the interface in a more or less plug-’n-play manner. There was much discussion
amongstmembers of the CDPD specification team regarding the need for any specification of this interface.
In the end, this interface definitionmet the needs of the CDPD service providers wishing to order equipment
from their vendors.

3.7.4 The Intermediate System (IS)

The Intermediate System or IS is a fancy name for a network router18 . It is standard OSI terminology and
function. In CDPD, ISs handle packet forwarding for both IP and CLNP connectionless Layer 3 protocols,
just as in conventional data networks. Typically, a packet traversing between networks will be handled by
several ISs on its journey. MD-ISs must also support IS functionality.
In addition to the packet forwarding protocols–IP and CLNP–supported by the ISs, they must also

support routing information exchange protocols (in order to function as routers, unless static routing only
is used–a bad choice for dynamically changing networks!). The internal routing information exchange
protocols defined by the CDPD specification include OSPF for IP and IS-IS for CLNP. External gateway
routing information exchange protocols include BGP-419 for IP and IDRP for CLNP. It is wise, whenever

18. When we began work on the CDPD system specifications, it was clear that we needed to use concise terminology. We were not
interested in unnecessarily inventing new terms, so we used existing terminology as much as possible. We chose the ISO terminology
as a base, not because we were "ISO-bigots" but because we were not as familiar with them, and thus less likely to be burdened with
unspoken and differing interpretations which could cause confusion. Besides, OSI terminology sounds much more sophisticated.

19. BGP-4 (Border Gateway Protocol, version 4), in support of classless interdomain routing (CIDR), is essential for efficient allocation
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possible, to have ISs supporting integrated IS-IS toprevent the "ships in thenight" phenomenon,as described
in [PERL92].
The CDPD network is a multi-protocol network. This means that the CDPD network is intended to

support routing of multiple network layer protocols, including IP and CLNP. The architecture of CDPD
allows future extensions for additional connectionless network protocols, such as IPv6. All ISs used in the
CDPD network must also support multiple network layer protocols.
For the purpose of providing interconnection between a CDPD network and external networks, and

between two CDPD networks, some level of security protection is valuable. For this requirement, the ISs
at the borders of the CDPD network are further required to provide security filtering and access control
functions, whose definition is beyond the scope of the CDPD System Specification.

3.7.5 The Fixed End System (F-ES)

The Fixed End System 20 or F-ES is a conventional network node, which could be either external to the
CDPD service provider network, such as a transport layer peer of an M-ES, or internal, such as the servers
which provide network support or application services. The only purpose in explicitly defining an F-ES is
to distinguish between a conventional network host and a mobile host.
External F-ESs are the hosts that most CDPD subscribers should be familiar with. They are typically

the systems hosting the applications the mobile user wishes to access. Some examples of these F-ESs might
include: an inventory system at a home office, an electronic mail server for a road warrior and a user’s
favorite World Wide Web site. The most significant thread through these F-ES descriptions is that they are
simply common hosts that support standard network layer protocols.
Internal F-ESs are hosts much like external F-ESs. The primary difference is that internal F-ESs operate

within the boundaries of the CDPD network. As such, they conceivably are under the control of the service
provider and can thus be presented with additional internal network data. Such data may include usage
accounting information, mobile location information, subscriber authentication information, etc.
Internal F-ESs allow CDPD service providers to operate administrative servers and value added servers

without the need for non-standard communicationsprotocols. This capability is representative of theCDPD
network architecture’s flexibility. This flexibility results from the use of standard network protocols and
adherence to the ISO Open System Interconnect reference model.

The Accounting Server (AS)

TheAccounting Server orAS is an internal F-ESwhich serves twobasic functions–collectionanddistribution
of usage accounting data. Subscriber activity is recorded at the serving MD-IS over a configurable time
period, then flushed to the AS. The AS then collates the detailed accounting records and distributes them
to the appropriate peer accounting servers.
The distribution of detailed accounting records to home accounting servers is called the serving account-

ing distributor or SAD function. The reception and redistribution of these records at the home accounting
server is called the home accounting distributor or HAD function. Other AS functions are defined in CDPD
to enable near real-time accounting, separate accounting for large customers and separation of accounting
(business) from network (operation) customer relationships.
of the somewhat limited IP address space to M-ESs, due to the "permanence" of these address assignments. In the future, one could
expect CDPD support for the IPv6 (formerly IPng) protocol.

20. In the spirit of political correctness, some of us wanted to call the F-ES a "Mobility-Challenged End System." Fortunately better
judgement prevailed on the CDPD specification team and "F-ES" was established.
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The usage accounting capability is described in Chapter 7 and defined in Part 630 of the CDPD System
Specification and Part 1023 of the CDPD Implementor Guidelines.

The Authentication Server

The authentication server is an internal F-ES which is intended to support the authentication function in
CDPD. Since this function can be implemented in many different ways, it is not required to be a separately
addressable entity; it could in fact be contained within the MD-IS. Authentication is discussed in Chapter 6
and defined in Parts 406 and 640 of the CDPD System Specification.

The Directory Server

The directory server is an internal F-ES which provides support for directory services within the CDPD
network. Directory services are used primarily for network management and other support services. Like
the authentication server, this can be implemented in many different ways. Depending on the needs
of a CDPD service provider and its customers, the directory server could support either DNS or X.500
capabilities, or both. Directory services are described in Chapter 7 and defined in Part 610 of the CDPD
System Specification.

The Network Management System

The network management system is the means by which a CDPD service provider operates the CDPD
network. Network management includes configuration management, fault management, performance
management and other functions. Like other servers, it can be implemented in many different ways.
Typically networkmanagers run in stand-alone processors because of the resource-intensive nature of their
activities. Network management is discussed in Chapter 7 and defined in Parts 700 through 750 of the
CDPD System Specification.

The Message Transfer System

The message transfer system is the means by which CDPD accounting and other messaging functions are
supported. CDPD accounting is supported by anX.400messagingmodel, which is embodied in themessage
transfer system entity. It can be implemented in many ways and is discussed in Chapter 7.

3.8 CDPDMobility Management

The central capability of CDPD is its ability to get data to a mobile device or application regardless of its
location. This capability is called mobility management. CDPD mobility management is provided by two
protocols: the Mobile Network Registration Protocol or MNRP and the Mobile Network Location Protocol
or MNLP .
MNRP is the means by which a mobile announces its presence (including authenticating itself) to the

serving system (via the End System Hello or ESH message). MNLP is the means by which the serving
system notifies the home system for the mobile that it is providing service to the mobile.
The CDPD mobility management scheme is based on triangular routing of NPDUs via encapsulation

from a homeMD-IS (the mobile home function) to the current serving MD-IS (the mobile serving function).
This packet redirection is displayed in Figure 3.9.
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Figure 3.9: CDPD Traffic Flows

By using the home system as the network anchor for the M-ES, the outside world of networked applica-
tions can always access the mobile the same way they access any host–conventional routing technology is
sufficient to get data packets to the home system. The CDPDmobilitymanagement scheme takes over from
there, forwarding the data packets via encapsulation to the current system serving the M-ES. This solution
is identical to an early Mobile IP Task Force solution, which is elegant in its simplicity.
Although there are pathological cases in which this redirection of packet traffic is highly inefficient,

the CDPD specification team elected this solution because the speed of WAN networks is ever-increasing
and their costs decreasing. A solution which might be more efficient in the pathological cases would be
generally less efficient in accommodating moving users in the cellular environment.21

The CDPD mobility management scheme is defined by Parts 500 through 507 of the CDPD System
Specification and is described in Chapter 4.

3.9 CDPD Radio Resource Management

Closely associated with mobility management is radio resource management or RRM, the process which
ensures that the optimumradio channel is used by anM-ES. Optimummeans that the channel provides the
most reliable performance while not interfering with either other CDPD or cellular users. Non-interference
with cellular voice customers is of paramount importance, since CDPD is a service overlaid on the existing

21. The particular example of concern to the Mobile IP task force was the scenario in which two travelers from the US were in
Amsterdam and wanted to share data. The round-trip path for the data packets would go from Amsterdam to the US and back to
Amsterdam. Since CDPDwas developed under the auspices of North American cellular carriers, this was considered to be an extreme
case and not representative of the mobility CDPD was originally intended to address. Quite frankly, we look forward with great
anticipation to the day that this becomes a significant issue.
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cellular voice network.
Contrary to cellular voice systems, in which cell handoff is controlled by the system,22 the CDPD system

requires that the mobile device manage its own use of radio resources. This is necessary because of the
bursty nature of the packet-switched access to CDPD services; the mobile generally does not transmit long
enough for the system to accurately measure its RF reception from multiple MDBSs.
The CDPD system periodically broadcasts information to assist the mobile in evaluating its current

channel against alternative channels provided in adjacent cells. Prior to transmitting, the M-ES evaluates
alternative channels to ensure that it uses the best channel. In a properly tuned system, the best channel
will be in the same cell as the channel assigned to a similarly-located cellular voice handset.
The radio resource management scheme in CDPD also controls the power level used by the mobiles by

broadcasting a so-called power product. The theory is that RF signals are reciprocal between two points; if
one transceiver informs the other transceiver of the power level it is transmitting at, the second transceiver
can calculate the power level it must use, based on the received signal strength.
CDPD radio resource management is defined by Part 405 of the CDPD System Specification [CDPD95]

and is described in Chapter 5.

3.10 CDPD Security

CDPD provides security across the airlink sufficient to prevent casual eavesdropping and fraud. Up to
128 encryption techniques can be supported by the system; currently, only the RSA RC4 stream cipher is
specified [RSA-92]. A variation of the Diffie-Hellman electronic key exchange is used to dynamically create
the encryption keys to be used by the system and the mobile across the airlink.
Once in encrypted mode, the mobile must register its network address along with authentication cre-

dentials before it can receive services from the system. The credentials are compared by the M-ES’s home
system with its record for that M-ES network address. This procedure establishes the authenticity of the
M-ES network address to the system. The CDPD security scheme could be enhanced in the future to provide
capabilities such as authentication of the system by the M-ES.
CDPD security management is defined by Part 406 of the CDPD System Specification and is described

in Chapter 6.

3.11 CDPD Accounting

Asmentioned earlier, CDPD defines an accounting schemewhich is very general and capable of supporting
many kinds of service provider and customer relationships. The basic idea is to functionally separate
accounting (business) relationships from networking relationships–i.e., the accounting home for a CDPD
subscriber need not be the same as the networking home for that subscriber.
The flow of accounting information is capable of supporting mobile users, while minimizing the coor-

dination between service providers. Usage information such as packets and bytes transferred at Layer 3 is
captured by the serving MD-IS. Each CDPD service provider only needs to know the presentation title of
the HAD associated with each block of Layer 3 addresses which are in use by M-ESs. X.400 provides the
basis for ensuring reliable delivery of accounting data from one accounting server (the SAD) to another (the
HAD).
22. In TDMA the mobile assists the system by evaluating RF channel quality and sharing this information with the system. This

seems to be the best way to handle RRM, since it is the mobile which is best situated to determine the best channel to use.
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CDPD accounting is defined by Parts 630 and 1023 in the CDPD SystemSpecification and Implementor’s
Guidelines, respectively, and is also described in Chapter 7.

3.12 Summary

This chapter has presented an overview of CDPD technology, a major milestone in internetwork mobile
data communications. The mobility management and network access of CDPD will be discussed in more
detail in the following two chapters. Later chapters will discuss CDPD security, network management and
accounting.
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Chapter 4

Mobility Management in Wide-Area
Networks

One set of messages of the society we live in is: Consume. Grow. Do what you want. Amuse
yourselves. Theveryworkingof this economic system,whichhasbestowed theseunprecedented
liberties, most cherished in the form of physical mobility and material prosperity, depends on
encouraging people to defy limits.

–Susan Sontag (b. 1933), U.S. essayist. (1989).

The American Heritage Dictionary of the English Language1 gives the following two definitions for
"Mobility".
1. The quality or state of being mobile.
2. The movement of people, as from one social group, class, or level to another.
However this entry does not identify the relationship between the two definitions. In today’s world,

upward mobility is often closely tied with physical mobility. Moreover, high productivity often associated
with upward mobility means that there is a demand for continuous contact and communications while
mobile.
The best example of this is evidenced in the incredible adoption of cellular telephones by the business

community. Nowadays, a successful business person without a cellular telephone or a pager is indeed an
endangered animal! With increased dependence on data access, the need for mobile communications has
now entered the data arena.
In this chapter we discuss the first of the aspects of mobility – mobilitymanagement – in CDPD systems.

Chapter 5 will cover CDPD network access, the second aspect of mobility.

4.1 The CDPDMobility Vision

When someone talks about mobility, what they have in mind can range from being able to move between
desktop computers and still access their own account, to the wondrous vision of being continuously

1. The American Heritage Dictionary of the English Language, Third Edition copyright c 1992 by Houghton Mifflin Company.
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connected while anywhere on this globe. Both views are based on the ability to relocate. However, anyone
will immediately recognize the great difference in scope: the first situation is not so much a matter of
connectivity while in motion as it is account access from multiple locations within a network.
The task and scope of the CDPD specification team can be best understood by first understanding the

business interests of the cellular service providers and the common vision of their respective leaders.
Cellular industry leaders wanted to offer a service providing userswith continuous connectivitywhile in

motionwithin the collective nationwide cellular footprint. The vision included movement bothwithin cities
and across city coverage boundaries. In the future, this coverage area was expected to become international
in scope.
The vision also required that users of the service be able to move from one area to the next without

extensive user intervention (and preferably none). The cellular service providers envisioned a ubiquitous
cellular data service providing seamless connections even while in motion between cities.
However, the service was not intended to be all things to all people. The goal of CDPD was wide area

mobility. CDPD was never intended to be a high capacity (multi-megabit per second throughput) mobile
wireless local network. Wide area mobility was considered to be more important than throughput.
In terms of scope of coverage, CDPD was intended to meet terrestrial data communications needs only.

This includes stationary use at a desk or in a vehicle. It also includes connectivity and communications
while moving at speeds that range between typical pedestrian traffic and vehicular highway traffic (but not
necessarily limited to 65 MPH). However, CDPD was never intended for aviation use.

4.2 The CDPDMobility Approach

Given this vision, how did the CDPD specification team design a service that provides nationwide con-
nectivity with continuous communications within major metropolitan areas? The design approach taken
divides the challenge of providing mobile data services into the two aspects of mobility management and
network access.
The first aspect is called mobility management. This function is responsible for all the activities which

allows thenetwork to track the current locationof eachandevery activemobiledevice. The issuesofmobility
management are generic in nature and are the same issues that challenge any mobile data communications
network.
Every mobile data communications network requires a method for a mobile device to announce its

location. Every mobile data network also requires mechanisms for maintaining a current, up-to-date
database of the mobiles’ respective locations. Furthermore, every network must incorporate a means of
directing traffic to the correct location for the mobile device.
The second aspect of mobility is network access. This is the mechanism used to connect a mobile to the

network while allowing movement. The CDPD system is wireless and as such must balance the design
goals of speed and reliability with the constraints of physics and radio technology.
Network access specifically addresses the limitations set by the design criteria for the system. The CDPD

network was intended to use the North American Advanced Mobile Phone System (AMPS) infrastructure.
This requirement imposed certain design constraints, which we discuss in the following chapter.
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4.3 CDPDMobility Management Scope

The ability of a CDPDmobile host to freely roamwithin a potentially vast coverage area requires continuous
tracking of the mobile host’s location by the network. Although different tracking techniques may be
fashioned, each impacts applications wishing to contact the mobile host in its own way.
As we described in Chapter 1, two dimensions of mobility are defined by frequency of movement and

span of movement. From the mobile user’s perspective, these are geographic concepts. One user may
consider how frequently he or she travels from one business district of a city to another. A different user
may view frequency and span in terms of their weekly need to operate from two office locations within
a campus. The road warrior may think in terms of daily movement between cities or weekly movement
between continents!
On the other hand, the network designer considers frequency and span ofmobilemovement in network

infrastructure terms. Whether the movement is from city to city or from room to room, its system impact
depends on how the coverage area is configured; this is a topological consideration.
If the entire city area is effectively covered by a single radio site, then all physical movement of mobile

users within the city is invisible from a network perspective. The only noticeable relocation would be
movement of mobile users from one city to another. However, if each building in a city commands its own
radio coverage sector, then any movement into and out of a building would constitute a relocation event
that must be tracked by the network.
Given that each mobile relocation that is visible to the network introduces management overhead, why

would the network designer not construct a single all encompassing radio coverage area? Well, unfortu-
nately, we live in a physical world where physical laws apply. Current technology does not allow effective
radio coverage of a large area while providing low error, high speed, high capacity data communications
with low power/low cost devices. So to satisfy a target of system capacity and performance, geographic
areas of typical modern cities must be divided and served by distinct radio coverage zones.
In the cellular telephone system, these zones were originally designed to approximate the honeycomb

structure of hexagonal cells. This layout permitted non-interfering re-use of a small set of radio frequencies.
The standard configuration relied on a re-use pattern of 7 or 12 frequencies as described in Chapter 2. This
approach allowed each frequency to be re-deployed at a radio site that is close by but far enough away such
that the two transmitters would not cause insurmountable interference.
This approach served the cellular carriers well–at least in the early years. As time went by and users

began to appreciate the value of being constantly in contact, more users signed on to the cellular network.
To handle the increasing traffic, cellular carriers subdivided cells into smaller units. These smaller coverage
areas are typically one third or one sixth of the original cell and are called sectors.
The CDPD system was designed as a data network transparently overlaid on the cellular system, as

depicted in Figure 4.1. As such, it adheres to the radio constraints of the cellular telephone network. The
CDPDnetwork infrastructure uses radio coverage areas that are equivalent to the cellular sectors. Therefore,
in CDPD, the mobility of importance is the relocation of users from one radio coverage sector to another.

Figure 4.1: CDPD Cellular Network Overlay

Beyondcellular sectors, theCDPDsystemalsoapproximates the cellular telephone system inaggregating
the radio coverage sectors into regions that are served by a single Mobile Switching Center (MSC). In CDPD
parlance, this is equivalent to a single routing area.
At a higher level, various cellular service providers offer service to each city. Movement of a cellular

telephone user between cities is handled through "hand-off" of the user from one carrier in one city to the
carrier in the next city. An analogous situation exists within CDPD. The CDPD network routing domain
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approximates the city to city hand-off.

4.4 CDPDMobility Management Functions

Within the CDPD network, mobility management is separable into three functions. These are:
¥ Mobile Identification
For the network to properly locate amobile end system, themobile devicemust first announce its current

location to the network.
¥ Mobile Validation and Access Control
Prior to providing service to a mobile end system, the network must verify that the mobile end system

is declaring its true identity. This validation avoids mis-routing data packets to the incorrect mobile end
system. The home system for the mobile must also verify that the mobile is authorized to receive service
while in its current location.
¥ Traffic Redirection
Once a valid mobile end system has been identified and tracked, the network must perform the routing

services to direct traffic to the correct mobile end system.
These functions are very similar to the road warrior scenarios described in chapter 1. For example, in

these scenarios, the administrative assistant performs the following functions:
¥ Keeping track of the whereabouts of the road warrior, and,
¥ Forwarding messages to the road warrior.
On the other hand, the road warrior has the following responsibilities:
¥ Recognizing the need for a change of location,
¥ Changing location, and,
¥ Informing the administrative assistant of the new location.
For efficient operation, the road warrior and the administrative assistant would probably establish

a shorthand method of communicating all the pertinent information. For example, the traveller would
ensure that the local phone number, fax number and postal address were communicated back quickly and
accurately. The administrative assistant would verify that the caller is as identified and update the location
information for redirecting any future messages.
This simple analogydemonstrates the basic responsibilities or functionswithin each entity of the commu-

nications network. Themeansof transferring informationbetweennetwork entities are the communications
protocols defined within the system.
The following sections will examine the functions of each of the CDPD network entities, and describes

the protocols used between the entities to provide mobile data communications services.

4.5 CDPD Routing Architecture

Let us begin by discussing the conceptual entities which define the routing hierarchy and architecture used
in the CDPD network. These elements are illustrated in Figure 4.2.
In order to provide a viable structure to the routing problem, it is necessary to partition the network into

manageable sections. On the physical level, we rely on radio coverage limitations to define the smallest

Ex.1016.00122



4.6. CDPD PROTOCOL ARCHITECTURE 107

Routing
Area

Sub-domain

IS

CDPD
Service
Provider
Network

Cell
Cell

Cell
Cell

Cell

Cell

Cell

Routing
Area

Sub-domain

MD-IS

MD-ISMD-IS
MD-ISMD-IS

IS

To
External
Networks
&
Other
CDPD
Service
Provider
Networks

Figure 4.2: CDPD Network Routing Architecture

unit of control. Each radio channel in a cell coverage area is a single distinct entity, much as an Ethernet
LAN is a distinct subnet.
MultipleM-ESsmaybe sharing such a channel stream. A channel stream represents a single subnetwork

point of attachment (SNPA) to the CDPD network. The M-ESs sharing it are much the same as hosts on an
Ethernet LAN, from both an operational and a networking perspective.
Multiple channel streams may operate over a single radio coverage area called a cell. In the cellular

telephony world, a CDPD cell may be equivalent to a sector.2 Each CDPD cell is controlled by a Mobile
Data Base Station or MDBS3 .
Typically multiple MDBSs are controlled by a single Mobile Data Intermediate System or MD-IS. An

MD-IS managing the data links over the radio channel to M-ESs is a serving MD-IS. All cell coverage areas
under the control of a single serving MD-IS is called a routing area sub-domain.
The collection of routing area sub-domains under the management of a single operating authority is

a CDPD service provider network. CDPD service provider networks may be interconnected through the
specified I-Interface. The collection of all interconnected CDPD service provider networks is referred to as
the CDPD network.

4.6 CDPD Protocol Architecture

Now thatwehave outlined the network components and the conceptual routing architecture, let us examine
the protocol architecture. In Figure 4.3, a diagram of the protocol stacks used in CDPD communications is
presented.

2. A CDPD cellmight or might not share boundaries with an AMPS cell or sector. Depending on the frequency plan in use, a CDPD
service provider might instead elect to utilize a "booming" CDPD frequency plan, in which a CDPD cell covers multiple AMPS cells
or sectors. This has been done by many CDPD service providers to reduce deployment costs.

3. To be precise, in a sectored cell, a single common MDBS might control the activities in each of the sectors, which are treated as
independent CDPD cells. This is how vendors of MDBS equipment have implemented their solutions, in order to reduce the costs per
cell site for a CDPD service provider.
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Figure 4.3: CDPD Protocol Architecture

The M-ES is an end system or host, and therefore must contain the complete 7 layer protocol stack. At
the physical layer, theM-ES uses a digital radio modulation scheme called GaussianMinimum Shift Keying
(GMSK)4 , which is a filtered variant of Frequency Shift Keying (FSK) modulation. The next sublayer is the
medium access control mechanism, which provides support for channel sharing by multipleM-ESs. CDPD
uses Digital SenseMultiple Access (DSMA) for this purpose; DSMA is related to and resembles the collision
sense multiple access (CSMA) scheme of Ethernet.
The data link is managed by a link access protocol named Mobile Data Link Protocol (MDLP). This

protocol is derived from the standard Link Access Protocol on the D channel (LAPD) from ISDN. Above the
data link, the Subnetwork Dependent Convergence Protocol (SNDCP) provides the functionality necessary
to interwork with the supported network protocols. Above this, the standard Internet protocol (IP) and
Connectionless Network Protocol (CLNP) suites operate at Layer 3.
The MDBS in the CDPD network functions as a data link relay. As such, it cooperates with the M-ES

over the airlink by performing the GMSKmodulation function and by managing the DSMAmedium access
control mechanism. The MDBS retrieves MDLP data link frames and relays them between the serving
MD-IS and the M-ES.
The serving MD-IS interoperates with the MDBS via conventional data networking infrastructure for

carriage of the MDLP frames. The serving MD-IS is the peer entity to the M-ES data link; the M-ES and
the serving MD-IS operate the end-points of the MDLP data link connection. Above the data link, the
serving MD-IS performs the peer SNDCP function. The network packets are then passed up to the network
layer routing function. At Layer 3, the home and serving MD-ISs function much the same as special
mobility-aware routers.
From this discussion and from Figure 4.3, it should be clear that the CDPD network provides a network

layer routing service. All protocol data units at the network layer and above are carried and delivered
without alteration. CDPD provides a special media–radio–but does not define a gateway architecture.

4. Both GMSK and DSMA are defined for AMPS-channel implementations of CDPD. Alternative airlinks are under development
in the TDMA Forum and the CDMA Forum, but as of our publication deadline have not been formally released. These alternative
airlinks are likely to utilize other physical and MAC layers than GMSK and DSMA.
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4.7 CDPD Support Protocol Architecture

While the CDPD network provides an NPDU routing service, support protocols are used and routed in
parallel to enable mobility. This set of support protocols is illustrated in Figure 4.4.
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Figure 4.4: CDPD Support Protocol Architecture

The Mobile Network Registration Protocol (MNRP) operates over the airlink and is used by the M-ES
to identify itself to the network. It is also used by the serving MD-IS to inform the M-ES of its intent to
provide service. MNRP also allows the serving MD-IS to query themobile device and the device to perform
a clean deregistration (disconnection) from the network. MNRP is defined by Part 507 of the CDPD System
Specifications.
Within the infrastructure, the home MD-IS (which functions as the M-ESs routing anchor) and the

serving MD-IS communicate through the Mobile Network Location Protocol (MNLP). The serving MD-IS
and the homeMD-IS must cooperate to provide mobile network routing. This is achieved through location
information and authentication information sharing using the MNLP. MNLP PDUs are transported via
CLNP PDUs. MNLP is defined by Part 501 of the CDPD System Specifications.

4.8 CDPDMobility Management Operation

The CDPD system was created with seamless mobile communications in mind. To this end, a method of
efficient and effective data relay to the mobile unit is required. This mobilitymanagementmechanismmust
also allow transparent communications to the user. In other words, the user should not be inconvenienced
just because he or she is in an area not operated by their home service provider. Given this requirement,
the user’s location should always be accessible from the home relay service.
If we revisit our chapter 1 road warrior Gary who is attending a conference in a distant city, most of his

timewill be spent in the hotel housing the conference. He could phone his administrative assistant each and
every time he changes conference rooms. That way the administrative assistant could always redirect his
calls to that particular conference room. However, this involves a lot of long distance calls and is inefficient!
In another mode of operation, Gary could simply inform the hotel concierge of every room change.

Now, when there is a message for Gary, the administrative assistant simply relays the message to the hotel
concierge, who then relays it to the appropriate conference meeting room. This more localized form of
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tracking Gary’s whereabouts is clearly more efficient than the previous mechanism.
With this administrative redirection arrangement, the hotel concierge is responsible for tracking the local

whereabouts of Gary. The home administrative assistant only needs to know that Gary is still in the same
hotel. Within the CDPD Network, the serving area entity is equivalent to the hotel concierge while the
home area administration entity performs the role of the administrative assistant. The serving area entity
is the serving MD-IS5 . The home entity is the home MD-IS.
The following sub-sections present the operation of CDPD mobility management. Through this discus-

sion, wewill clarify how themobile units announce their presence to the network and how the infrastructure
components cooperate to route data to the mobile units. In addition, we shall define the home MD-IS and
the serving MD-IS.

4.8.1 Mobile Identification to Network - End System Hello (ESH)

The first event necessary for a successful mobile data connection is for the mobile unit to announce its
current location to the network. This is achieved through several message transactions between CDPD
network components, as depicted in Figure 4.5.

M-ES serving
MD-IS

home
MD-IS

ESH
RDR

RDC
ISC

NEI
Authenticated

Figure 4.5: M-ES Registration

The M-ES initiates the process by transmitting a simple registration message to the CDPD network. The
network uses this transmission to update the data base it uses to track the mobile’s location. The CDPD
network must ensure that it is tracking the genuine mobile. This requires that the M-ES send both its
identification and its associated authentication credentials.
This exchange of information is accomplished through the transmission of an End System Hello (ESH)

message (see Figure 4.6), which is part of MNRP. This message contains the mobile’s "permanent" network
address, called the Network Entity Identifier (NEI), and the associated authentication credentials. In most
cases, the NEI is simply an IP address assigned to the mobile.
The authentication credentials consist or a randomly generated number, called the Authentication Ran-

dom Number (ARN), and a sequence number, called the Authentication Sequence Number (ASN). The
ARN is generated by the CDPD network and is assigned to the NEI associated with the M-ES. The ARN

5. Early versions of the CDPD System Specification defined a network entity called the "Mobile Data Intermediate System". With
CDPD System Specifications preliminary release 0.8, we introduced the concept of a serving area entity and a home area entity.
Unfortunately, there was concern that confusion may result from the appearance of a "new" network component. Therefore, instead of
creating yet another acronym, we opted for the notion of a "serving MD-IS" and a "home MD-IS". To our dismay, this has also caused
some confusion. Some readers misinterpreted the names to mean that if a M-ES is in its "home" area, it would only interact with the
"home MD-IS". This is not so. A perhaps better definition of function involves the mobile home function or MHF and mobile serving
function or MSF; these definitions provide clarity in the case of a single MD-IS supporting both homed and visiting mobiles.
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Bit 8 7 6 5 4 3 2 1 Description

1 Octet PDU Type = ESH (01) Identifies message to be an ESH

1 Octet Source Address Length (Ls) Length of source address field in octets

variable Source Address Network address being registered

1 Octet Registration Counter
Incremented value to avoid confusion that result from
multiple ESH messages arriving at destination out of
sequence

1 Octet Par. Code = Auth Cred (02)
Authentication information necessary for the network to
validate the mobile device to be the proper holder of the
network address

1 Octet Par. Length (variable=N)

variable Authentication Credentials
(encoded in binary)

1 Octet Par. Code = Grp Mbr ID (00)
Unique identity of each member of a Multicast Group
address1 Octet Par. Length (2)

2 Octets Group Member Identifier
optional
parameters

Figure 4.6: End SystemHello (ESH) Message Format

must be supplied by the M-ES on succeeding registration attempts of that NEI.6 The authentication process
is generally under the control of the home MD-IS, and is described in Chapter 6.
Both the mobile unit and the network maintain two sets of ARN/ASN tuples for each NEI. The purpose

of a second set of authentication credentials is to handle the rare situationswhen the network and themobile
fall out of synchronization with respect to authentication data.
This can happen if, for example, at the moment the network issues a new ARN to an M-ES, it becomes

unreachable due to poor radio coverage. Shortly afterwards, the mobile unit may enter a good coverage
area in another routing domain which causes it to send in a new registration attempt. In this instance, the
ESH sent by the mobile will contain authentication credentials that are older than those expected by the
network. By ensuring that the network maintains the twomost recent sets of authentication credentials, the
network can always recognize the older credentials, validate them and resynchronize with the mobile.

4.8.2 Mobile Redirection Request (RDR)

The MD-IS that is operating in the mobile serving area receives the ESH from the M-ES. On receipt of the
ESH message, this serving MD-IS records the radio coverage location of the M-ES and provides the M-ES
identification information to the appropriate home network’s MD-IS. The primary purpose of this data
transfer is to instruct the home MD-IS to redirect data destined for the M-ES through this serving area.
Thus, this serving MD-IS to homeMD-IS notification is called the Redirect Request (RDR) message.
The data carried in the RDR message (see Figure 4.7)includes all registration information provided by

the M-ES. This data allows the home MD-IS to confirm that the M-ES is a valid device. Other information,
such as the serving area location is also sent in the RDR message to the home MD-IS.
Since CDPD is a public data network, other considerations may determine whether a unit is to be

authorized to use the network. Things such as the subscriber’s account status, the usage limits defined by
the user at subscription time, etc., provide the basis for the homeMD-IS decision to permit access. Rejection
of theM-ES may also be based on geographic parameters, such as anM-ES which should not receive service

6. An M-ES might have more than one NEI assigned to it, especially if it belongs to one or more multicast groups. Each NEI must
be separately registered, authenticated and tracked by the system.
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Bit 8 7 6 5 4 3 2 1 Description

1 octet PDU Type = RDR (01) Identifies message as RDR

1 octet Registration Sequence Count
Incremented value to avoid confusion that result from
multiple ESH messages arriving at destination out of
sequence

1 octet Source Address Length (Ls) Length of network address field in octets

variable Source Address Network address being registered

1 octet Forwarding Address Length Length of Forwarding Service address in octets

variable Forwarding Network
Address Address of Forwarding Service for this mobile NEI

1 octet Par. Code = Auth Cred(02) Authentication information necessary for the network to
validate the mobile device to be the proper holder of the
network address
(Encoded in binary)

1 octet Par. Length (variable)

variable Authentication Credentials

1 octet Par. Code = Grp Mbr ID(00)
Unique identity of each member of a Multicast Group
address1 octet Par. Length (2)

2 octets Group Member Identifier
1 octet Par. Code = Loc’n Info (09)

Identifier for serving network “brand name” and service
provider identity. Allows home network to assess
whether this is the best network to serve the mobile

1 octet Par. Length (6)

2 octets Wide Area Service Identifier
(WASI)

2 octets Service provider Identifier
(SPI)

2 octets
Service Provider Network

Identifier
(SPNI)

optional
parameters

Figure 4.7: Redirect Request (RDR) Message Format

outside of its home city or a serving area which is also covered by a more preferred service provider. This
control by the home MD-IS of access to the CDPD network is called access control.7

Once the M-ES authentication and access control decisions have been made, the home MD-IS must
indicate this status to the serving MD-IS. Again, we emphasize, the registration, authentication and access
controlmechanismsoperate ona per-NEI basis. If theM-ES usesmore than oneNEI, eachmustbe separately
registered and authenticated.

4.8.3 Confirmation of service - Redirect Confirm (RDC)

The home MD-IS uses the Redirect Confirm (RDC) message to relay the decision on whether it is willing to
redirect data traffic for the indicated M-ES. The home MD-IS sends the RDC message to the serving MD-IS
that requested data redirection on behalf of the indicated M-ES.
The RDC message (see Figure 4.8) contains the information which identifies the M-ES being tracked by

the network, the decision of the network to grant or deny support for thatM-ES, and updated authentication
credentials, if appropriate. The updated authentication credentials are not mandatory and depend on the
security policies of the home service provider.
If the CDPD network has agreed to service the M-ES, then the home MD-IS updates its location data

base entry for that mobile. The data maintained for each mobile NEI include the following:
7. If the serving MD-IS and the home MD-IS belong service providers who have no business arrangement, the serving MD-IS may

not bother sending the RDR message. In this case, the serving MD-IS could possibly return a negative result code to the M-ES in the
ISC message. Usually, however, the serving MD-IS would be expected to try to provide service and the home MD-IS would make the
go/no-go decision.
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Bit 8 7 6 5 4 3 2 1 Description

1 octet PDU Type = RDC (02) Identifies message as RDC

1 octet Registration Sequence Count Incremented value to avoid confusion that result from multi-
ple ESH messages arriving at destination out of sequence

2 octets Des’n Address Length (Ls) Length of network address that requested registration

variable Destination Address Network address of mobile unit that requested registration

1 octet Par. Code = Auth Update
(03) Optional parameter to update the authentication credentials

to be used by the M-ES on future registration attempts1 octet Par. Length (variable)
variable Authentication Credentials
1 octet Par. Code = Grp Mbr ID(00)

Unique identifier for each Multicast group member1 octet Par. Length (2)
2 octets Group Member Identifier
1 octet Par. Code = Result Code (04)

Result indicator from registration attempt1 octet Par. Length (1)
1 octet Result Code
1 octet Par. Code = Config Tmr (05)

Timer value of maximum time M-ES may operate without
re-registration2 octets Par. Length (2)

2 octet M-ES Config Tmr (secs)

1 octet Par. Code = Addr. Mask (06) Optional parameter to update serving MD-IS to use new
redirect service address for the specified address range
(Mask is encoded in binary)

1 octet Par. Length (variable)
variable Address Mask
1 octet Par. Code = Home Info (08)

Information about the home network for accounting system
purposes1 octet Par. Length (variable)

variable Home Info Code

optional
parameters

Figure 4.8: Redirect Confirm (RDC) Message Format

¥ Mobile Network Entity Identifier
¥ Mobile Serving Function address (serving MD-IS address)
¥ Registration counter
The purposeof thefirst twoentries are obvious. The registration counter is amonotonically incrementing

value8 used to detect duplicate or delayed RDR messages. The table of such tuples for all M-ESs managed
by a single home MD-IS is the Location Directory.
On receipt of the RDCmessage from the homeMD-IS, the servingMD-IS examines the result indication.

If the homeMD-IS grants support for the M-ES, the serving MD-IS updates its local data base and allocates
resources to service the M-ES. If the home MD-IS denies support for the M-ES, the serving MD-IS discards
information about the M-ES and frees resources reserved for that device.

4.8.4 Confirmation to M-ES - Intermediate System Confirm (ISC)

Once the serving MD-IS receives the RDC message from the home MD-IS indicating whether or not to
provide service to the mobile user, it must relay that decision to the M-ES. The serving MD-IS achieves this
through the transmission of the MD-IS Confirm (ISC) message.
The ISC message (see Figure 4.9) contains the mobile address (NEI) that is being acknowledged and the

results indication, an optionally, updated authentication credentials.

8. Given the fixed size of the data field, it "wraps around" to zero after reaching the maximum value.

Ex.1016.00129



114 CHAPTER 4. MOBILITY MANAGEMENT IN WIDE-AREA NETWORKS

t

Bit 8 7 6 5 4 3 2 1 Description

1 octet PDU Type = ISC (03) Identifies message to be ISC

1 octet Dest’n Address Length (Ls) Length of network address field

variable Destination Address Network address of mobile that requested registration

1 octet Registration Counter
Incremented value to avoid confusion that result from
multiple ISC messages arriving at destination out of
sequence

1 octet Par. Code = Auth Update(03)
Optional parameter for the network to update the authen-
tication credentials to be used by the M-ES on future reg-
istration attempts

1 octet Par. Length (variable)

variable Authentication Credentials
(encoded in binary)

1 octet Par. Code = Result Code (04)
Result indicator from registration attempt1 octet Par. Length (1)

1 octet Result Code
1 octet Par. Code = Config Tmr (05)

Timer value of maximum time M-ES can operate without
re-registration

1 octet Par Length (2)

2 octets M-ES Configuration Timer
(in seconds)

optional
parameters

Figure 4.9: MD-IS Hello Confirm (ISC) Message Format

If the received RDC indicates an agreement by the homeMD-IS to provide service to themobile unit, the
serving MD-IS must update its local data base regarding the mobile. The data maintained for each mobile
within the serving MD-IS’s area include the following:
¥ Mobile Network Entity Identifier
¥ Subnetwork Point of Attachment (the identifier for the radio channel the mobile is currently using)
¥ Registration counter
The purpose of the first two entries is obvious. The registration counter is amonotonically incrementing

value used to detect duplicate or delayed RDC messages. The table of such tuples for all M-ESs currently
hosted by a single serving MD-IS is called the Registration Directory.
On receipt of a successful ISC, the M-ES is aware that the CDPD network recognizes its identity and

location. The M-ES is also assured that data packets addressed to it will be delivered through the CDPD
network. This constitutes a successful mobile registration.
On the other hand, the M-ES may receive an ISC indicating an unwillingness or inability by the CDPD

network to serve its data routing needs. This would typically require the mobile user to intervene in
resolving any outstanding network or subscription issues. Some of the reasons for refusal to service a
registration request are associated with authentication failure or lack of a business agreements between the
two CDPD service providers.

4.9 CDPDMobile Data Routing

Once theM-ES has announced its location and theCDPD network has validated it, the network can forward
data packets to the M-ES. In the following pages, we shall describe the process by following the activities
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necessary to route a network packet from an external host to the mobile device9 .

4.9.1 Home MD-IS

Prior to the providing its packet forwarding function, the home MD-IS for the mobile unit must announce
its function to external networks. The intent is to ensure that all reachable hosts direct data traffic for the
mobile unit towards the homeMD-IS. To achieve this, the homeMD-IS advertises itself as the shortest path
to the mobile’s network layer address. This is typically accomplished by the home MD-IS participating in
conventional routing information exchanges with its nearest neighboring routers.
Once this has been accomplished and this routing information has been propagated to the external

networks, the external host can successfully send data to the mobile unit. The external host proceeds
according to standard networking operation. It sends a network packet with the mobile unit’s address as
the destination and its own address as the source.
This data packet is directed through the intervening networks to reach the home MD-IS in the con-

ventional manner. Once received by the home MD-IS, it must be redirected to the correct serving MD-IS.
Unfortunately, the home MD-IS cannot act as a simple router and transmit the original data packet. If the
data packet were to be transmittedwithoutmodification, it would be looped back towards the homeMD-IS
since all other routers have been informed that the homeMD-IS is the best next node for the message.
To circumvent this loop, the home MD-IS alters the data packet by encapsulating the original data

packet within a new data packet. The new data packet is addressed to the mobile serving function at
the appropriate serving MD-IS. The address of the mobile serving function associated with this particular
mobile NEI is retrieved from the Location Directory, which is maintained through the mobile registration
process described in Section 4.8.1. This encapsulation process is sometimes referred to astunneling10 and is
depicted in Figure 4.10.

3

3

serving
MD-IS A

serving
MD-IS B

A
3

M-ES

home MD-IS

Figure 4.10: HomeMD-IS and serving MD-IS

9. Mobile to mobile communications is also possible and is supported in the samemanner as from an external host. In other words,
network data packets from mobile hosts do not receive special routing support. All network data packets destined for a mobile device
must be first redirected through the designated home MD-IS for that M-ES.

10. As we discussed in Chapter 1, there are basically twomethods to accomplish the packet redirection needed to support mobility:
encapsulation and simply changing the packet’s destination address. The CDPD specification team elected to go with encapsulation
because we felt that it was a "cleaner" design. Changing the packet destination address would require insertion of the M-ES’s NEI
somewhere in the packet to enable the serving MD-IS to correctly handle the packet.
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Before closing on our discussion of the home MD-IS, we should note that this functionality is further
abstracted in the CDPD specification. To avoid too much association between functionality and implemen-
tation, the CDPD specification define the mobilitymanagement operation at the homeMD-IS as the Mobile
HomeFunction orMHF. Althoughwe use homeMD-IS andMHF almost interchangeably in our discussion,
it should be noted that there are nuances to each of these terms.

4.9.2 Serving MD-IS

Once the data packet arrives at the serving MD-IS, it must be transmitted over the radio network to the
M-ES. However, the M-ES will not respond to the address of the encapsulation packet. The serving MD-IS
must de-encapsulate the data packet from the homeMD-IS prior to relaying it over the radio network. This
is accomplished through the packet redirection function within the serving MD-IS.
The serving MD-IS reconstructs the original data packet through decapsulation and examines the ulti-

mate destination address. This address is matched against the entries in its Registration Directory and the
appropriated subnetwork point of attachment is determined. The original data packet is then transmitted
to the radio coverage cell area identified via one or more data link frames.
The mobile unit receives the data packet over the radio connection. The data packet it receives is the

unaltered original network packet sent by its peer host. Figure 4.11 illustrates the protocol events over time.

M-ES serving
MD-IS

home
MD-IS

External
Host

[DT]DT
DT

DT

Encapsulated
Data Packet

Figure 4.11: CDPD Data Routing

Wehave just presented an overviewof the fundamentals of the data redirection and forwarding operation
used to support data mobility. However, the CDPD network must also be able to handle seamless dynamic
relocation of the mobile device to a new subnetwork point of attachment.
As in the case of the home MD-IS, so goes the serving MD-IS. In the serving MD-IS, the mobility

management function is referred to as the Mobile Serving Function or MSF.

4.10 Intra-Area Mobility

Within the CDPD network, there is a distinction between two slightly different levels ofmobility. Inter-area
cell transfer refers to movement of the mobile unit from a cell in one routing area to a different cell in a
different routing area. Intra-area cell transfer refers to the movement of a mobile from one cell to another
cell, both of which are in the same routing area.
Why is this distinction useful? It has to do with ensuring that the network is optimized for effective use
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of the most precious resource, airlink bandwidth. Because movement is most often between cells in a local
geographic area, it makes sense to optimize this case.
In the CDPD routing architecture described in Section 4.5, we have defined the structure of cells and

routing area subdomains. The cells are radio coverage areaswhich can be small. In fact, within a downtown
core region, a mobile user can traverse several cells during a few minutes. This type of movement across
cells will likely be occurring often and the systemmust handle them efficiently.
On the other hand, a routing area subdomain typically spans tens or even hundreds of cells. Mobile unit

movement between routing area subdomains should be relatively infrequent. This is especially true with
proper networkdesign that encompasses eachmajor traffic corridor within a single routing area subdomain,
etc.
Given these concerns about moving M-ESs, the CDPD system has been designed to accommodate

fast relocation between cells. Relocation between routing area subdomains requires more administrative
interaction, as described in the following section.
In the CDPD network architecture, each routing area subdomain is controlled by a single servingMD-IS,

as illustrated in Figure 4.2. In addition, the network protocol architecture, depicted in Figure 4.3, illustrates
that the mobile data link is established between the M-ES and the MD-IS. In other words, the MDBS does
not participate in the data link connection other than as a relay function.
This means that even as the mobile unit relocates from one cell to another cell controlled by the same

MD-IS (illustrated in Figure 4.12), the end-points of the data link connection are not disturbed. Since the
data link end-points have not changed even though the cell location has been altered, it is not necessary to
disconnect the data link. Therefore, in the CDPD network, this type of mobile relocation can be handled
simply with a recognition of a change in the subnetwork point of attachment.

A

serving

serving

home MD-IS
M-ES

3
3

3

MD-IS A

MD-IS B

Figure 4.12: Intra-area Mobility

The CDPD system establishes this new subnetwork point of attachment by the detection of traffic for an
existing data link connection on a new subnetwork point of attachment. That is, the M-ES announces its
movement to a new cell by ensuring that some data link frame is sent in to the network via a channel in the
new cell.
If the M-ES relocates to a new cell and immediately has data traffic to transmit, it simply sends the data.

The MD-IS, on receipt of data traffic for a data link connection from a new cell recognizes that the M-ES has
relocated and updates its registration directory to record the move. If the M-ES relocates to a new cell but
has no data traffic to transmit, it transmits a Receiver Ready (RR) MDLP frame. This RR frame triggers the
MD-IS to recognize the movement.
This mechanism provides a very efficient method of apprising the network of the mobile’s movement.
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When the mobile unit has data traffic to send, this method does not incur any overhead11 . If the mobile
unit does not have data traffic to send at the time of the relocation, a very small data frame is transmitted.
Once the servingMD-IS updates its RegistrationDirectory, the process is complete. Since themovement

is fully within the scope of control of the serving MD-IS, there is no requirement to inform the homeMD-IS
of this movement. From this point onward, the serving MD-IS will redirect the data packets destined for
that M-ES through the new cell. The protocol events are illustrated in Figure 4.13.

M-ES
Previous
MDBS

New serving
MD-ISMDBS

RRp or data frame

RRf or data frame

Cell exit decision

Cell selection and entry decision

Figure 4.13: Intra-area Cell Transfer Protocol Events

4.11 Inter-area Mobility

When the M-ES moves from a cell within one routing area subdomain to a cell in a different routing area
subdomain (illustrated in Figure 4.14), the above intra-area cell transfer mechanism is insufficient. In this
instance, the data link end-points are no longer valid. On the movement from one routing area subdomain
to another, the servingMD-IS has changed. Thismeans that a newdata linkmust be established between the
M-ES and the new serving MD-IS. The re-establishment of the data link, and the associated administrative
authentication functions must be performed for this type of movement.
On sensing that relocation has occurred from one routing area subdomain to another routing area

subdomain12 , the M-ES initiates establishment of a data link13 . Once the data link is established, the M-ES
must register its address (or addresses14 ). This is necessary since the new serving MD-IS is unaware of the
active network addresses at the M-ES. The M-ES must execute the normal registration process involving
ESH, RDR, RDC and ISC messages as outlined in Section 4.8.
On successful re-registration of the M-ES at the new serving MD-IS, the Location Directory at the home

MD-IS is updated. The update reflects the fact that any future network data packets received destined for
11. Except for retransmissions of data traffic lost due to the movement between cells.

12. The M-ES recognizes movement across cell boundaries and routing area subdomain boundaries through interpretation of Radio
Resource Management broadcast data and messages. Radio Resource Management is discussed in the next chapter.

13. Data link establishment also involves exchange of encryption keys and initiation of data encryption. These are described in the
chapter 6.

14. There is no theoretical limit on the number of NEIs used by anM-ES. But practical limitations do apply, usually as a result of the
IP protocol stack implementations that have been ported to M-ESs.
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home
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MD-IS A

MD-IS B
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Figure 4.14: Inter-area Mobility

themobile unit’sNEI are now redirected toward the new serving MD-IS. The protocol events are illustrated
in Figure 4.15.

M-ES
Previous
MDBS

New home
MD-ISMDBS

Cell exit decision

Cell selection and entry decision

Data link establishment

ESH
RDR

ISC
RDF

(optional)

RDC

Figure 4.15: Inter-area Cell Transfer Protocol Events

4.12 Other Administrative Operations

The operation of a network such as the CDPD network requires cooperation of multiple network compo-
nents. This cooperation is achieved through exchanges of administration information and routing update
information. Most of the protocol exchanges were described in Section 4.8, however other exchanges are
necessary for complete management of the routing data. These protocol exchanges and procedures are
described here, while other exchanges relating to lower layer functionality are detailed in the Chapter 5.
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4.12.1 Redirect Flush

When a mobile device relocates from one CDPD serving area to another serving area, the network infras-
tructure is made aware of the movement through the re-registration of the mobile unit in the new serving
area. In this instance, the serving MD-IS in the new routing domain is informed of the entry of the mobile
device. However, the serving MD-IS in the previous routing domain is not informed by the mobile unit of
its departure.
In this instance, it is possible that the previous servingMD-IS is unnecessarily holding network resources

for thedepartedM-ES. These resourcesmay include theTemporary Equipment Identifier (TEI)15 , data buffer
allocation, timer resources, etc. While these resources are usually not excessively taxing on the network, it
is preferable to ensure that the most efficient use of the infrastructure is maintained.
To support resource efficiency, the home MD-IS, on receipt of a successful registration attempt from the

serving MD-IS in the new routing domain, may notify the serving MD-IS in the previous routing domain
of this event. This is achieved via a Redirect Flush (RDF) message (see Figure 4.16), which informs the
previous serving MD-IS that the home MD-IS will no longer route data packets destined to the identified
NEI towards it. Since there is no longer any requirement to reserve resources for that NEI, the previous
serving MD-IS may then release all resources held for the it. This is illustrated in Figure 4.15 as an optional
transmission.

Bit 8 7 6 5 4 3 2 1 Description

1 octet PDU Type = RDF (03) Identifies message to be RDF

1 octet Registration Sequence Count Incremented value to avoid confusion that result from multi-
ple RDF messages arriving at destination out of sequence

1 octet Source Address Length (Ls) Length of network address field

variable Source Address Network address of mobile

1 octet Par. Code = Grp Mbr ID(00)
Unique identifier for each Multicast group member1 octet Par. Length (2)

2 octets Group Member Identifier

optional
parameters

Figure 4.16: Redirect Flush (RDF) Message Format

4.12.2 Redirect Query and End System Query

When a mobile device registers its NEI, it must provide the associated authentication credentials. These
credentials are verified against theNEI to credentials associationmaintained by the network. If the network
maintained credentials agree with those provided by the M-ES, the network will authorize access by the
mobile device.
This mechanism works well in most instances. Since the mobile device and the network must share

a common understanding of the credentials, the network is protected from use by fraudulent devices.
However, even with the mandatory data encryption16 over the airlink, the RF nature of the CDPD system
means that the authentication credentials can be intercepted by other devices within the RF coverage area.
To address this concern, the CDPD system additionally allows the network operator concerned with

15. The TEI is described in Chapter 5.

16. The security goals and mechanisms within the CDPD system are detailed in chapter 6.
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security attacks by fraudulent devices to periodically update the authentication credentials. The network
may issue new authentication credentials in the response to any registration attempt. Once issued, the
mobile device is required to provide the new credentials on subsequent registration attempts. By instituting
this type of authentication credentials updates, the probability of fraudulent unit discovery is increased.
In addition, the CDPD system specifications defines that any mobile device must periodically provide

its authentication credentials to the network. The maximum amount of time a mobile is allowed to operate
without execution of the registration process is defined as the Configuration Timer. This value is conveyed
from the network to the mobile device by an optional field in the ISC message (see Figure 4.9). If a mobile
fails to issue an ESH message prior to expiry of its Configuration Timer, the serving MD-IS may consider
the M-ES as unreachable and sends a Redirect Expiry (RDE) message (see Figure 4.17) to the home MD-IS.

M-ES serving
MD-IS

home
MD-IS

Configuration
Timer Expiry

RDE

Figure 4.17: Configuration Timer Expiry Protocol Events

If the home MD-IS wishes to confirm that a particular M-ES17 is still reachable, it may send a Redirect
Query (RDQ) (Figure 4.18) to the serving MD-IS identified in its Location Directory.

M-ES serving
MD-IS

home
MD-IS

Decision to
Confirm RegistrationRDQESQ

ESH
RDR

Figure 4.18: Redirect Query Protocol Events

If the serving MD-IS determines from its Registration Directory that the NEI is no longer active, it
returns an RDE message to the homeMD-IS. If the RegistrationDirectory indicates that the NEI specified is
registered, the serving MD-IS in turn, sends an End SystemQuery (ESQ) to the M-ES.
When the M-ES receives an ESQ message for an active NEI18 , it must respond with an ESH message.

17. To be exact, the home MD-IS and the serving MD-IS are verifying their ability to reach the NEI on the M-ES.

18. An activeNEI is an address that is currently registered on the network.
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The serving MD-IS processes the ESH message using the normal mechanism by issuing the corresponding
RDR message to the home MD-IS. If the home MD-IS does not receive any response to the RDQ message,
it may assess the NEI as unreachable and remove its entry from the Location Directory. It optionally may
send a RDF message to the serving MD-IS to release unneeded resources.

4.13 Support Data Structures

So far in this chapter, we have discussed the various mechanisms and procedures that effect the routing of
data packets to a mobile device. We have concentrated on the message types and the message exchanges.
We have not discussed the data structures necessary to support these functions. In many ways, the CDPD
system operates a distributed data base to manage the location information of all the mobile users, which
is analogous to conventional router networks.
In this section, we will discuss three of the databases that are concerned with mobility management

within the CDPD network. Although there are other equally important data structures, such as subscriber
profile information within the network, we shall not discuss them.

4.13.1 Home Domain Directory

The first data structure we discuss here is the Home Domain Directory. Even though it is an essential part
of the network, casual observers of the network may not be aware of its importance, or at least unfamiliar
with how this data base is initiated and maintained.
When a mobile device initiates a registration request with the CDPD network, it provides its NEI to

the serving MD-IS. Given this NEI, the serving MD-IS must pass the supplied associated authentication
credentials to the appropriate home MD-IS for validation. The question is then, how does a serving MD-IS
determine the proper homeMD-IS for this particular NEI? The HomeDomainDirectory maintained at each
serving MD-IS provides this information.
To support the large and increasing number of mobile NEIs within the CDPD network, it is not sensible

to provide a one-to-one lookup table for each and every possible NEI. Instead, the HomeDomain Directory
ismaintained as address ranges. Each HomeDomainDirectory entry consists of a tuple of three values. The
first two values are NEI address and an associated address mask. The combination of the two values allow
the system to establish a NEI address range. The third value in the tuple is the address of the associated
Mobile Home Function. This is the address of the function within the homeMD-IS responsible for any NEI
that falls within the NEI address range.
In normal operation, themobile unit starts by initiating the registration of a specificNEI. TheM-ES sends

an ESHmessage to the servingMD-IS containing theNEI and its associated authentication credentials. The
serving MD-IS, on receipt of the ESH message, examines its Home Domain Directory for a match between
the address range and the supplied NEI. Once the correct tuple is located, the associated Mobile Home
Function address is used as the destination address of the constructed RDR message.
This mechanism requires that the HomeDomain Directory be complete. If the HomeDomain Directory

is incomplete, registration attempts with unrecognized NEIs cannot be serviced. However, with the large
number of NEIs anticipated and the expected growth of the CDPD infrastructure, it is unreasonable to
expect all serving MD-ISs to be manually updated with the most up-to-date home domain information.
There must be support for dynamically updating Home Domain Directory information.
In the CDPD system, the concept of dynamic updates to the Home Domain Directory is supported

through an optional data field in the Redirect Confirm (RDC) message. This is best illustrated through an
example scenario.
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In the followingexample (seeFigure4.19), allNEIswithin theaddress rangeof 198.76.0.0 to 198.76.255.255
(hexadecimal C6.4C.00.00 toC6.4C.FF.FF were originally homed at aMobile HomeFunctionwith address
198.12.34.56 (hexadecimal C6.0C.22.38 ). As the network grew, the home domain was partitioned into
separate devices such that a newMHF was added. This newMHF acts as the home for NEI address range
198.76.80.0 to 198.76.95.255 (hexadecimal C6.4C.50.00 to C6.4C.5F.FF ) and has an address of 198.12.34.58
(hexadecimal C6.0C.22.3A ).

Tuple # Area Address Address Mask Location Update
Service Address

34 ... ... ...

35
198.76.0.0

(C6.4C.00.00x)

255.255.0.0
(FF.FF.00.00x)

198.12.34.56
(C6.0C.22.38x)

36 ... ... ...

Figure 4.19: Example Home Domain Directory–Initial State

Now when a mobile unit with address 198.76.84.32 (C6.4C.54.20 ) registers with the serving MD-IS, the
Home Domain Directory at the Mobile Serving Function (MSF) has not yet been updated with the new
MHF information. The MSF thus examines its Home Domain Directory entry and finds a match in the
original entry. The Mobile Serving Function sends an RDR message to the original MHF of 198.12.34.56
(C6.0C.22.38 ). The original MHF now forwards the RDR to the new MHF. The new MHF has the option
of responding with an optional field in the RDR message. This optional field contains the new HDD tuple
for future use. This would contain an NEI address of 198.76.54.32 (C6.4C.50.00 ), an address mask of
255.255.240.0 (FF.FF.F0.00 ).
On receipt of the RDC from the new MHF, the MSF updates the Home Domain Directory to reflect

the updated home domain information. This is illustrated in Figure 4.20. It is imperative that the search
order through the HDD is managed correctly. The MSF must search through the HDD in ascending order
of generality. In other words, it must check for address matches that are more specific in nature prior to
matches of wider scope. This is analogous to conventional routing tables.

Tuple # Area Address Address Mask Location Update
Service Address

34 ... ... ...

35
198.76.80.0
(C6.4C.50.00x)

255.255.240.0
(FF.FF.F0.00x)

198.12.34.58
(C6.0C.22.38x)

36
198.76.0.0

(C6.4C.00.00x)

255.255.0.0
(FF.FF.00.00x)

198.12.34.56
(C6.0C.22.38x)

37 ... ... ...

Figure 4.20: Example Home Domain Directory–Updated State
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In the example, a mobile registering the address 198.76.84.32 (C6.4C.54.20 ) must be matched with the
HDD tuple 35. If the MSF manages the search order such that it attempts to match the NEI with tuple 35
prior to tuple 36, the correct match would be detected. If the MSF attempts the match with tuple 36 prior to
tuple 35, then the resultant RDR would be sent to the original, and incorrect MHF.
Now the question begs, how does the HDD get established initially? The intent in the CDPD Network

is to establish a central addressing authority, the CDPD Network Information Center (CDPD NIC). This
authority is responsible for the assignment and allocation of network addresses for all CDPD network
service providers.
As each CDPD network service provider initiates its service offering, it registers its address allocation

with the CDPD NIC. At the same time, the service provider registers an initial default MHF address. The
service provider may also attain the current initialHDD containing all the defaultHDD tuples of the existing
registered CDPD service providers. At this time, this process is still in development. The final operating
procedure may deviate from this initial concept.

4.13.2 Registration Directory

The next data structure to be considered is the Registration Directory. This is the data base maintained by
theMobile Serving Function to track the location of each mobile network address within its routing domain.
The Registration Directory (Figure 4.21) is the repository of information that associates each registered

NEI with the channel stream it is operating on. The Registration Directory tuples consists of the mobile
unit’s NEI, the mobile unit’s subnetwork address, and a registration sequence counter value.

Tuple # Network Equipment
Identifier

Subnetwork
Address

Registration
Sequence Count

23 ... ... ...
24 198.76.84.32 3 14
25 198.76.76.23 25 46
26 ... ... ...

Figure 4.21: Registration Directory

The Mobile Serving Function uses the Registration Directory for two main purposes. The first use is as
a routing table for data packets routing towards the M-ES. When the MSF receives a data packet destined
for a mobile unit, it first decapsulates the forwarded packet from the Mobile Home Function. The MSF
then examines the NEI of the decapsulated packet and searches its Registration Directory to determine the
proper subnetwork address for packet redirection.
For data packets in the reverse direction, the Mobile Serving Function uses the Registration Directory

to verify that the NEI is a valid registered address. On receipt of a data packet from the M-ES, the MSF
compares the source address in the data packet and the subnetwork address against the entries in the
Registration Directory. There must be a match in the Registration Directory.
If there is a match with an entry in the Registration Directory, the received data packet is submitted to

the data network for eventual routing to its destination. If no match is found in the Registration Directory,
the data packet is discarded and will not be routed. This procedure is to ensure that mobile devices cannot
inject data traffic into the network with fraudulent addresses.
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The registration counter value is used to reduce the possibility of varying network delays resulting in a
registration error. This may be the result of a mobile unit relocating from one routing area to another while
in the midst of a registration attempt. An example is a mobile initiating a registration attempt in routing
area A, then due to movement, relocates immediately to routing area B. The mobile may have sent an ESH
message in routing area A and immediately initiated another ESH message in routing area B.
In this instance, if the home MD-IS receives the serving MD-IS generated RDR messages in the same

order, that is the RDR from routing area A arrives prior to the RDR message from routing area B, no
confusion results. However, if the RDR message from routing area A suffers a longer transit delay and
arrives after the RDR message from routing area B arrives, then the Mobile Home Function may be led to
believe that the mobile unit has exited routing area B and re-entered routing area A!
To reduce this type of error, the mobile unit increments a registration counter value on each successive

registration attempt. The registration counter value is included in the ESH message. The serving MD-IS,
on receipt of the ESH message, records the registration counter value, and includes it in the generated RDR
message to the Mobile Home Function. This allows the MHF to ignore RDRs that have been delayed and
arrive out of sequence.
This showswhy it is necessary for the MHF tomaintain the registration sequence counter value. It does

not immediately explain why the MSF must also maintain a record of the registration sequence counter
value. There are really two reasons. The first purpose of the MSFmaintained registration sequence counter
value allows a Mobile Home Function to issue a Redirect Expiry (RDE) message to specifically release an
out of date Registration Directory entry without fear of inadvertently deleting a new registration attempt
by the same mobile NEI.
The second use of the registration sequence counter value in the Registration Directory is related to the

possiblenetworkingconnectionbetween theRFcells and the servingMD-IS.While theoriginal intentwas for
the serving MD-IS to be geographically close to the base sites, the specifications allow these to be separated
by large distances and interconnected through an extensive routing network. In such configurations, it is
necessary to protect the Mobile Serving Function from being misled by ESH messages that arrive out of
sequence from different cells.

4.13.3 Location Directory

The Location Directory is the data base that is maintained by the Mobile Home Function. It’s main purpose
is to act as the routing information table for the MHF to determine the address of the readdress server for
each mobile NEI.
The Location Directory (Figure 4.22) associates each M-ES NEI with the readdress server forwarding

address. This is the address to forward the encapsulated data packets for the identified NEI. On receipt
of a data packet destined for a mobile NEI, the Mobile Home Function consults its Location Directory. If
an entry with the requested NEI is found, the MHF encapsulates the data packet and redirects the packet
towards the readdress server forwarding address indicated in the Location Directory. If there is no entry
found in the Location Directory matching the destination address of the data packet, the requested mobile
NEI is not registered and the data packet is discarded. The Mobile Home Function may return an ICMP
packet to indicate the inability to deliver the packet.
The registration counter value is maintained in the Location Directory to reduce the possible incorrect

routing of packets due to varying delays encountered by RDR messages from different Mobile Serving
Functions. This mechanism is described in the preceding section.
Unlike the Registration Directory, the Location Directory information is not involved in the relay of

traffic initiated from the mobile unit. This is because the data packets sent from the M-ES need not traverse
the Mobile Home Function prior to delivery to their destination.
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Tuple # Network Equipment
Identifier

Readdress Server
Forwarding Address

Registration
Sequence Count

23 ... ... ...
24 198.76.84.32 198.73.80.13 14
25 198.76.76.23 198.73.80.13 46
26 ... ... ...

Figure 4.22: Location Directory

Figure 4.22 illustrates two separate NEIs being associated with a single readdress server forwarding
address. In practice, there are likely to be a large number of NEIs associated with each readdress server.

4.14 Multicast Group Management

While defining the CDPD System Specification, it became apparent that an early adopter of this mobile
data communications technology would be the fleet manager. Public safety organizations have been using
private mobile wireless data communications systems for over a decade. Other fleet services such as
package courier services have benefitted from the competitive advantage a mobile data system provides.
These mobile data users would greatly benefit from a "multicast" service.
Before we proceed, we should clarify that CDPD multicast services is not the same as IP multicast. The

services are different although both are forms of multicast communications.

4.14.1 CDPD Multicast Service Definition

The purpose of the CDPD multicast service is to support organizations and applications that have a need
to send the same data to a group of subscribers. This group of subscribers may be dispersed across the
network at separate geographic locations. The messagewill be of lower priority. It is not deemed necessary
to guarantee delivery of the message to all members of the group.
Multicast is typically used for some informational bulletin of minimal significance, similar to paging

information services. In other words, the service is geared towards inexpensive but possibly unreliable
delivery. For those applications requiring reliable group delivery, higher protocol layer distribution list
functionality should be utilized.

4.14.2 Multicast Registration

Before providing service to any multicast group, there must be a mechanism for the mobile devices that
belong to that multicast group to announce their presence and service requirements to the network. In
CDPD, a single network address (NetworkEntity Identifier or NEI) is used for allmembers of eachmulticast
group. This common NEI is known to the CDPD network as a multicast NEI. Any network packet that
contains the multicast NEI as the destination address is automatically routed to all members of the group.
The CDPD network handles all replication of the packet as necessary to distribute to all group members.
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The extensionsnecessary for this registrationmechanism is the use of an additional parameter named the
Group Member Identifier (GMID). The GMID is assigned to each device in a way that assures uniqueness
among members of the same group.
When amobile device registers amulticastNEI, it must submit an ESHmessagewith the optionalGMID

parameter along with the associated authentication credentials19 . When the serving MD-IS receives the
ESH with the GMID parameter, it builds the associated RDR and forwards the authentication information
to the homeMD-IS.
The main difference at this point involves the treatment of the Registration Directory. In the multicast

case, the serving MD-IS allows for the possibility of multiple entries to reference a single NEI value. Under
the reference of the single multicastNEI, there will be multiple subnetwork addresses, each associatedwith
one or more unique GMID values.

4.14.3 Multicast Authentication

On receipt of the multicast RDR from the serving MD-IS, the homeMD-IS validates the registration attempt
based on the NEI, GMID and authentication credentials. Each unique GMID within a single multicast NEI
has its own stream of authentication credentials.Once validated, the home MD-IS responds with a RDC
message containing the proper multicast NEI and GMID data.
Once again, the home MD-IS extends the Location Directory structure to allow multiple entries under

the same NEI value. Each entry within the multicast NEI value is a unique GMID and associated data
forwarding service address.

4.14.4 Multicast Data Redirection

When the homeMD-IS receives a data packet destined for themulticastNEI, it must redirect asmany copies
of the data as is necessary to reach all members of the multicast group.
The homeMD-IS references the LocationDirectory. It examines the entries associatedwith themulticast

NEI, and sends one copy of the data packet to every data forwarding service reported to have group
members of the multicast NEI. Each copy of the data packet is encapsulated as per normal point-to-point
data traffic.

4.14.5 Multicast Data Forwarding

On receipt of an encapsulated data packet for a multicast NEI, the serving MD-IS examines its Registration
Directory to determine the location of the groupmembers. The data forwarding service then sends a copy of
the decapsulated packet on each subnetwork point of attachment that has a group member of the multicast
network address.
The data packets are transmitted on the appropriate cells on a broadcast channel. This ensures that all

mobiles belonging to the multicast group can have access to the data packet.

19. Release 1.0 of the CDPD System Specification failed to include the ability to validate individual multicast group members. We
initially felt that since multicast address are not allowed to initiate data packets, there is really no security risk. However, a mobile
could demand and cause the transmission of forward channel multicast frames. If the mobile device is not authenticated, it is possible
to cause unnecessary forward channel traffic. Moreover, without group member authentication, it is not possible for the service
provider to repudiate claims that the forward traffic is invalid. Now, if the service provider cannot accurately account for the traffic
and accurately control the channel usage, they can’t run the network. Thus the need for individual group member authentication.
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Figure 4.23: Multicast Data Redirection and Forwarding

The actions ofmulticast redirection and forwarding are illustrated in Figure 4.23. In this example,MDBS
11 and 12 are within the routing domain of serving MD-IS 1. Similarly, MDBS 21 and 22 are within the
routing domain of serving MD-IS 2. A multicast NEI has been assigned and some of the group members
have registered from cells in MDBS 11, MDBS 12 and MDBS 22. No group member of that multicast NEI
have registered from MDBS 21. When the external host sends a data packet to the multicast NEI, the home
MD-IS replicates that NPDU and sends one copy to each of MD-IS 1 and MD-IS 2. MD-IS 1 decapsulates
the data and sends one copy of the original NPDU to each ofMDBS 11 andMDBS 12. MD-IS 2 decapsulates
the data and sends a copy of the original NPDU toMDBS 22 but does not send any copy to MDBS 21. This
thus shows how the network infrastructure has distributed the multicast NPDU through the most efficient
distribution method. Furthermore, it shows how the external host can send identical copies of an NPDU to
multiple recipients with a single transmission.

4.14.6 Multicast Service Characteristics

Theuse ofbroadcast services with the two tier distribution process ensures that themostefficientmechanism
is used to reach all group members. Only one copy of the data packet is sent between each pair of MD-ISs.
Only the serving MD-ISs that are hosting group members receive the distribution. Only one copy of the
data packet is broadcast on every channel that contain one or more group members. Only the cells that
have reported registered group members receive the broadcast.
The use of broadcast channels for distribution of multicast data packets disallows the return of receipt

acknowledgments. There is no receipt confirmation returned to the sender. If acknowledgment of receipt
is necessary from all members of the group, the application will need to institute its own application layer
mechanism. If guaranteed delivery is necessary for a collection of mobile users, then message handling
system distribution list mechanisms should be used instead.
The broadcast nature of the multicast data distribution also disallows data link layer encryption. The

possibility of unrecoverable loss of data frames disallows useful operation of services that demand data
stream synchronization such as encryption. If secure data is necessary in a multicast situation, application
layer encryption may be used. The CDPD network will not interfere with such schemes.
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4.15 Broadcast Addresses

During our discussions of multicast service, we defined a separate service capability. This service is similar
to multicast in that the same data is transmitted in one or more radio coverage areas. However, unlike the
multicast service, the radio coverage areas are selected and defined based on geographic coverage rather
than mobile membership. In other words, the CDPD broadcast service provides the ability for a single
message to be sent in a specific part of the city regardless of which mobiles are within the coverage area.
This service thus allows services such as broadcast of road conditions on the cells that cover a stretch
of highway. It would also allow advertisement broadcast to specific geographic areas with the target
demographics.
This geographic based broadcast service does not rely on tracking of membershipwithin the cell. There

is thus no registration and authentication requirements. The technical considerations to provide this service
thus becomes a degenerate case of the CDPD multicast service. The same mechanisms used in CDPD
multicast to provide data redirection and data forwarding can be used. The problem then becomes one of
network provisioning. Since there are no mobile registration, there is no easy mechanism to establish the
correct entries within the Location Directories or the Registration Directories. The appropriate values to
affect the correct data routingmust be established throughnetwork provisioning procedures. Unfortunately,
the CDPD specifications process does not address these issues. To date, we are not aware of any CDPD
broadcast services being established.

4.16 Selection rationale

Thepreceding sectionshaveprovidedmuchdetail in theoperationof theCDPDnetwork. Wehavediscussed
the mobility management mechanism and the associated protocols. However, the CDPD network design,
like all network designs, involved engineering decisions. Two of these decisions have at times come under
scrutiny. These involve the use of CLNP as the network backbone protocol and the implementation of
three-legged routing for mobility management. The following two subsections discusses these choices.

4.16.1 CLNP

The CDPD infrastructure uses CLNP to carry the MNLP protocol data units and to tunnel the data packets
from the homeMD-IS to the serving MD-IS. With the wide adoption of IP and the slow uptake of the CLNP
based networks, why did the specification team select this ISO based protocol?
Prior to a discussion on the rationale for this choice, it should be stated that it does not impact any

user traffic. In particular, since the CDPD network is a multi-protocol network which only uses the tunnel
between infrastructure components, this selection does not affect the mobile devices. This decision only
impacts the CDPD service providers.
There were two main reasons for the selection of CLNP. The first influence is from the concern over

exhaustion of the address space. The second concern was over the need for secure and comprehensive
network support services.
When the specifications were being formulated in late 1992 and early 1993, there were widespread

concerns with the eventual exhaustion of IP address space. There were predictions that address space
would be consumed within two or three years. Efforts were under way to define an evolution of the
Internet protocol, fondly dubbed IPng or Internet Protocol next generation. This effort was intended to
solve a number of ills but one of the major drives was the extension of the address space. There were
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three major approaches being proposed and convergence was not in sight.20 In 1993, there was a vision
that CLNP would be able to solve the address space problem. Indeed, there were strong proponents for
the adoption of CLNP as the replacement for IP. The CDPD specification team could not afford to wait for
the resolution of the IPng debate and decided to adopt CLNP as the network infrastructure protocol. This
allowed immediate relief from address space issues.
The second concern was with the need for secure and comprehensive network support services. CDPD

networks are commercial public data networks and must be well supported in terms of network manage-
ment, accounting and directory services. These services often require transfer of sensitive data between the
infrastructure nodes and thus need secure and consistent facilities to allow distinct CDPD service providers
to interconnect and share information. The service providers indicated a preference for using the ISO/OSI
protocols for these services. CLNP is the natural lower layer protocol.
From the security perspective, CLNP was also perceived as a more secure alternative. Provision of

data confidentiality for the tunnel and authenticating the two ends of the tunnel could be accomplished by
referring to Network Layer Security Protocol. The equivalent was not possible in the IP universe.

4.16.2 Triangle routing

As we have learned through our years, everything has a cost. So what is the cost of the method of mobility
management selected for CDPD? Well, the most discussed topic in this mobility management scheme is
the criticism of what is called "triangle redirection" or "dog-leg routing". The criticism centers around a
perceived inefficiency in the necessity of data always traversing the "home" location prior to reaching the
mobile unit.
Consider again our road warrior Gary, who has a "home" in, say, California. While Gary is visiting

Miami, he needs to get some data from the branch office in New York. Given the mobility management
method of CDPD, data packets from the New York computing facility must first be sent to the California
"home" before it is redirected to Gary’s location in Miami. This is obviously less efficient than if the New
York computing center communicated with Gary through a direct link from New York to Miami.
However, this inefficiency eliminates the need for the New York computing facility, or any other com-

puting facility for that matter, from having to deal with the establishment and maintenance of a link to the
mobile unit. This transparency of mobility to end-user applications (and the rest of the world) is one of the
chief design goals of CDPD.
Furthermore, the perceived inefficiency of the triangular redirection has much less impact on actual

performance than is perceived. Typical routing patterns of applications across the Internet involved many–
on the order of ten to twenty–router hops.21 A few more for the triangular redirection are not perceivable
to the user of an application, which is typically not that delay sensitive. Only in the most pathological cases
is this likely to have an impact.
Using a more direct path between the mobile and its corresponding host, while appearing more effi-

cient, would greatly complicate mobility management. Multiple mobility-aware routers would have to
participate, caching redirected packets, etc., to support in-motion mobiles in a connectionless world.
In conclusion, thegoal of a transparent interface to the existing connectionlessnetworkingworld dictated

the redirection scheme of triangular routing. This is a minimal overhead for most data applications which
have lower data rates and will be burst in nature. The circuit resources are shared by many users and thus
relatively inexpensive. This scheme provides a simple way to communicate with in-motion mobiles using

20. In the end, IPv6 was established in July 1994.

21. If you don’t know what we mean, try using the traceroute utility!
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conventional connectionless data protocols, such as IP.

4.17 Summary

In this chapter we have presented the mobility management scheme of CDPD, including the high level
objectives and design criteria, the architecture and protocols, the sequence of events and data structures
necessary to support a mobile host, and finally the multicast service of CDPD. In the next chapter, we shall
discuss the second aspect of mobility - mobile network access.
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Chapter 5

Accessing the Mobile Network

All animals are equal but some animals are more equal than others.

–George Orwell, Animal Farm, 1945.

In Chapter 4 we discussed how network packets are routed from a host application to a Mobile End
System attached to a CDPD network. However, we did not cover any details about how the mobile device
attaches itself to the network, and in doing so, how it shares the precious airlink resources with othermobile
devices on the channel.
In CDPD, mobile devices attach to the network infrastructure via radio frequency channels. However,

this requires many steps, from the creation of an analog waveform on a transmitter to transporting data
packets. To perform these operations, the CDPD system relies on a collection of layered protocols. This
collection of protocol layers that span the physical channel to the network layer is called the A-Interface.
In this chapter, we shall delve into someof the logistics, protocols andprocedures associatedwith getting

a Mobile End System onto the network via the A-Interface.

5.1 The A-Interface

The A-Interface or airlink is the most visible of the required CDPD interfaces and is key to the provision of
CDPD network services to mobile hosts. This is the interface between the mobile end-user and the CDPD
system. Because of the numbers ofmobile units (projected to be in themillions before the end of the decade)
and the fact that they are owned and configured by end-users, getting the A-interface right is essential to
the success of the CDPD technology. This is where the bulk of the "invention" in CDPD is located.
The A-interface is the profile of protocols between the M-ES and MDBS stacks in Figure 5.1. One of the

more interesting aspects of this interface is the separation of network-side endpoints for the MAC and LLC
sublayers. The shaded area in the figure highlights the protocols and services described in this chapter and
defined in the 400’s series of Parts1 of the CDPD System Specification.
In the following sections, we examine each layer of the A-Interface protocol stack. In our discussion, we

will build up from the physical layer and progress towards the network layer.

1. Parts 400, 401, 402, 403, 404, 405, 406, 408 and 409 define the airlink interface.

133
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5.2 The Airlink Physical Layer

The Airlink physical layer consists of two distinct one-way RF channels, as depicted in Figure 5.2. The
forward channel is directed from the network to the mobile hosts. The reverse channel is directed from the
mobiles to the network. These 30 KHz channels are the same as those used for analog cellular voice (AMPS)
systems, as specified in EIA/TIA-553, located in the 800 MHz region of RF spectrum.
Digital transmission is used – the CDPD channels use Gaussian filtered Minimum Shift Keying (GMSK)

modulation at a 19.2 Kbps transmission rate. This GMSKmodulation uses a B =.5 with amodulation index
of 0.5. The power level used are consistent with EIA/TIA-54 and 55. GMSK is a form of frequency-shift
keyeing (FSK) modulation
For most of us, these names and numbers are not meaningful. They aren’t even information that we

can easily work into a cocktail party conversation!2 Suffice it to say that the modulation scheme is different

2. Unless of course it is a gathering at the CDPD Forum membership meeting!
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from typical cellular data modems. The selection of modulation scheme was based on the need to provide
high data rate over the air while fitting the RF emission spectrum into the standard 30 kHz channel.
Furthermore, theRFmodulation schememust be robust enough tooperate inmetropolitan environments

under typical cellular RF engineering constraints. Finally, the modulation method had to be easy to
implement in terms of available hardware technology. This final limitation restricts the modulation scheme
from being the "megabit per second" killer that requires multipleDSP chips and a 12 volt automotivebattery.
TheCDPDairlinkphysical layer isdefined inParts 400, 401, 408and409of theCDPDSystemSpecification

[CDPD95] and remained largely unchanged between Release 1.0 and Release 1.1 of the specification. The
reader interested in greater detail on the physical layer design should refer to [WONG95] and [PAHL95].

5.3 Shared Channel Environment

With the physical modulation scheme defined, the next layer is responsible for managing individual mobile
unit use and access of the available radio spectrum. This is called Medium Access Control or MAC.
On the cellular network, each cellular call is assigned a pair of frequencies, typically called the RF

channel, for the duration of the call. The RF channel remains dedicated for the user’s conversation even
if both parties are experiencing a long and awkward moment of silence. This is reasonable for voice
communications systems. Human conversations suffer greatly if each party’s voice is delayed in transit. 3
If the cellular system released and re-acquired the channel through the duration of the call, the inconsistent
delays would be unacceptable to the subscribers. The cellular telephone system therefore dedicates a RF
channel to each call. This is extremely expensive use of the precious RF channel resource.
In contrast, CDPD is a data communications system and variable delays of individual data packets is

quite acceptable. With this in mind, the CDPD system was designed with the Local Area Network (LAN)
shared channel model of operation. The CDPD mobile units only transmits on the RF channel when it has
data packets to deliver.
During periods when the mobile unit does not have any data packets to send, it turns off its transmitter

and allows other mobile units to access the RF channel resource. In this manner, the precious RF resource
can be shared by many devices. More efficient use of the RF channel can be accomplished.
There are many different ways to share a channel, RF or otherwise. Many of these methods have been

used in the Local Area Network environment. In the following, a few of the common channel sharing
methodologies are discussed briefly.

5.3.1 Approach 1 - Token Passing

In a token passing system, a data packet of transmission authorization, the token, is transmitted from one
unit to another. Only the device that possesses the token is allowed to transmit on the channel. Once the
unit is finished with its transmissions, or if it has reached a predetermined maximum transmission time
limit, it relinquishes the token and passes it to its "downstream" neighbor.
This mechanism provides a very orderly sharing of the channel resource. It relies on the ability of each

device to unambiguously pass the token to the next appropriate unit. It works well within a network where
the collection of units are well organized and the next token holder is correctly identifiable. Figure 5.3
illustrates two types of token passing networks.

3. You can experience this on overseas long distance calls that are routed through communications satellites. The quarter second
round trip delay to the satellite can make conversations quite awkward.
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The CDPD network architecture does not support this type of orderly passing of a token. The mem-
bership of the RF cell is not static. Mobile units enter and depart from the cell at will. This means that
mechanisms must be added to allow new entrants into a cell to announce their presence. There must also
be mechanisms for the controller of the token to recover from a mobile that departs with the token.
For these reasons, CDPD does not use token passing mechanisms to manage sharing of the RF resource.

5.3.2 Approach 2 - Demand Assigned with Reservation

Another approach to resource sharing is termed demand assignedwith reservation scheme. Essentially, the
channel is allocated on demand. When a mobile unit identifies itself to the network controller as requiring
channel resources, the controller allocates a portion of the resource to that user. Typically, this is done on a
time allotment basis, but it is also possible to assign the channel on a frequency assignment basis. Indeed,
the cellular telephone systemworks on this scheme in terms of its assignment of channel pairs (frequencies)
per call. Figure 5.4 and Figure 5.5 illustrate these twomedium access control methods.
A commonmethod of time slot based demand assignedmultiple access scheme involves the partitioning

of a channel resource into multiple time slots. Users that have data to transmit are allocated individual time
slots within a larger time window. A unit that has been allocated a particular slot within the window will
transmit its data during the set time slot and not any other time. This method allows the central controller
to manage the transmissions from multiple units without fear of collisions.
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Figure 5.5: Frequency Based Demand Assigned with Reservation Example

To determine how to allocate the time slots, there must be a mechanism for the mobile units to indicate
their need to access the channel. With a potentially large population ofmobiles in a single RF coverage area,
a polling mechanism would be too slow and inefficient. Typically, a contention based mechanism is used
by the mobile units to indicate a need for a time slot. Even if polling were feasible, mobiles would have to
use some contention mechanism to announce their presence in order to have time slots assigned.
A demand assigned with reservation approach requires the mobile units to contend for a "reservation"

channel. It further requires the central controller to sort through the reservation traffic and formulate an
assignment of slots for the next available transmission window. This process introduces a slot assignment
delay. This delay is significant. If all the mobiles only have short transmissions, the delay may be several
times the actual transmission period of the data. If all the mobiles have long transmissions, then the ability
to demand continual use of a slot will reduce the effect of the reservation delay.
The CDPD system does not use the demand assigned with reservation scheme. The CDPD system is

expected to support a traffic profile that contains a significant amount of short bursty transmissions from
the mobiles. In addition, the movement of the mobile units may result in unusable statically-assigned slots
when a unit moves out of the coverage area.

5.3.3 Approach 3 - Slotted Aloha

4

The preceding two approaches were based in controlled access authorization mechanisms. Lest the
reader think that all channel access mechanism rely on orderly exchange of access privileges, there are
alternate approaches. One of such founding methodswas developed in University of Hawaii and is fondly
called the Aloha scheme.
In the Aloha network, all devices transmit on a single uplink frequency to a communications satellite.

The satellite relays what it receives back towards the ground devices on a downlink frequency. However,
instead of carefully managing the channel resource so that no device’s transmission collides with another,
the devices are allowed to access the channel on a free for all basis. Whenever a device has data to transmit,
it does so without regard for condition of the channel. If a transmission collision occurs, the transmitting
device learns of it through lack of acknowledgement from the peer entity. When such transmission loss is
noticed, the transmitting device repeats the data transmission at a later time.

4. An excellent presentation of Aloha and slotted Aloha may be found in [KLEI76].
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As the reader may postulate, the effectiveness of such a system is limited at best. If there are few devices,
each with little data to transmit, then the probability of collisions is minimal. In this case, the low overhead
approach to channel sharing is indeed very reasonable. However, if there was a large device population,
or if the devices all have a large amount of data to transmit, then collisions could become problematic.
Indeed, collisions result in retransmissions, which increases traffic load and result in greater probability
of collisions. This snowballing effect can cause the eventual collapse of the channel. Theoretically, using
Poisson arrival rates for the data and infinite retransmissions5 by devices, such a channel may only reach
18% of channel capacity before collapse occurs.
To address this lowmaximumthroughput, theAloha schemewasaltered by forcing synchronized access.

This means that all devices are still allowed to transmit whenever they have data, however, every device
must start their transmissions at predefined times. This effectively reduces the probability of collision by
half, which doubles the maximum effective channel capacity to 36% .
This type of medium access mechanism, though enjoying low protocol overhead, is unacceptably ineffi-

cient for a public data network. Much of the problem lies in the devices’ lack of knowledge of the channel
status prior to initiating data transmission. 6 The approach discussed in the next subsection incorporates
such assessment of channel status. CDPD uses neither Aloha nor slotted Aloha mechanisms.

5.3.4 Approach4 -CarrierSenseMultipleAccesswithCollisionDetection (CSMA/CD)

The CDPD approach tomedia access control closely follows that of themore familiar Carrier SenseMultiple
Access with Collision Detection (CSMA/CD) scheme. The CSMA/CD scheme is typified by the imple-
mentation in the ubiquitous Ethernet systems. In this scheme, a unit on the network may transmit on the
channel whenever it has data to send and the channel is not already occupied by another unit.
In CSMA/CD, a unit on the channel wishing to transmit a block of data must first assess the state of the

channel. If the channel is found to be unoccupied and available, the unit may start its transmission. If the
channel is occupied, the device must wait an amount of time before attempting to access the channel again.
This is the carrier sense portion of the methodology.
If two units find the channel unoccupied at the same time, they may both transmit, in which case,

there would be a collision of their transmissions and the likelihood is that neither transmission would
be successfully decoded by its intended recipient. In this case, a collision detection mechanism triggers
both units to stop their current transmissions. Both units must then wait a random amount of time before
attempting to reaccess the channel. This is the collision detection portion of the scheme.
The amount of random time a unit must wait before reaccessing the channel is the back-off time. This

random value is chosen from an exponentially growing maximum value with each successive retry of the
same transmission.
The CSMA/CD mechanism bases its performance on the ability of each unit to sense the transmission

of another unit sharing the channel. While this is easy to achieve on a baseband transmissionmedium such
as on a LAN, it is much more difficult and unreliable on the CDPD radio channel. The CDPD network uses
two distinct frequencies for the forward and reverse channels. For a mobile unit to directly detect another
mobile unit’s transmission, it must configure it’s receiver to capture the signal. This adds complexity, cost,
size and power consumption to the mobile device.
Furthermore, even if every mobile unit was designed to receive transmissions by other mobile units, the
5. Real networks typically will not allow infinite retransmissions. Finite retransmissions along with disconnection of the link will

result in performance different from the theory.

6. This ignorance of channel status results in an enlarged collision window, which in turn decreases the probability of successful
transmission, causing the eventual breakdown of the shared channel.
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performance would be unreliable. This is because mostmobiles are low power units that operate at ground
level. The transmissions from these units, while adequately received by base stations with high antennae
and high gain circuitry, may not be detectable by other mobile units. These effects make CSMA/CD an
inappropriate mechanism to deploy directly in the CDPD network.
However, it is recognized that the basic concept of CSMA/CD has much merit in an RF based multiple

access network. Another media access mechanism based closely on CSMA/CD is indeed used in the CDPD
network.

5.4 The Airlink MAC Sublayer

The CDPD network uses the concepts of CSMA/CD with a modification to address the dual split frequency
nature of the channel. In the CDPD system, forward channel transmission (from the MDBS to the M-ES),
is on a different frequency than reverse channel transmission (from the M-ESs to the MDBS). Within each
cell, there is a single forward channel transmitter (the MDBS) and multiple reverse channel transmitters
(M-ESs). Channel access contention only occurs among the M-ESs.
With the two frequency duplex channel, an M-ES is only receiving radio transmissions from the MDBS

and is not receiving radio transmissions from other M-ESs. In other words, a reverse channel carrier sense
mechanism is not possible or reliable. To address this aspect of the CDPD system, a digital indicator is
provided on the forward channel in order to indicate reverse channel traffic status. This indicator, the
BUSY/IDLE indicator is set whenever the MDBS senses reverse channel transmissions. This indicator is
interspersed into the continuously transmitting forward channel and provides functionality similar to the
carrier sense mechanism in CSMA/CD.
Another flag on the forward channel, the Decode Status, provides an indication as to whether the most

recently transmitted reverse channel block has been successfully decoded by the MDBS. This provides a
functionality similar to the collision detection mechanism within CSMA/CD7 . The use of these digitally
encoded flags thus gives the mechanism the name Digital Sense Multiple Access (DSMA)8 , sometimes
irreverently referred to as "dismay."
For theDSMAmechanism to operate efficiently, theMAC layermust exhibit the following characteristics.
¥ The transmissions must be segmented into blocks of fixed length.
¥ The transmitted blocks must include a mechanism for detection of reception errors.
¥ The mobile units must be able to quickly and reliably determine the Busy/Idle status of the channel.
¥ The start of transmissions for mobiles must be synchronized to reduce the collision window.
¥ The mobile units must be able to quickly determine the success of the most recent transmission.
To address these requirements, the CDPD MDBS continuously transmits on the forward channel. The

transmission is block oriented with interspersed Busy/Idle flags and Decode Status flags. These flags are
further encoded with the synchronization word. This is illustrated in Figure 5.6.

7. The Decode Status flag actually provides a bit more data since any error that results in decode failure by the MDBS is fed back
to the mobile units via this flag.

8. Actually, the full description of the airlink MAC protocol in CDPD is "slotted non-persistent DSMA with collision detect." Yikes!
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5.4.1 Reed-Solomon Blocks

In the DSMA access scheme, data transmissions are grouped into fixed length blocks. In CDPD, this
blocking requirement has been tied with the need for reliable transmissions. A forward error correcting
Reed-Solomon (63,47) code block is used to provide for both needs.
A Reed-Solomon (63,47) code block consists of 63 symbols, each of 6 bits in length. Of these 63 symbols,

47 symbols are data, the remaining 16 symbols form the forward error correcting code. Thismeans that each
Reed-Solomon encoded data block can carry 282 = 47 * 6 bits of data link layer data. Detailed explanation
of the performance of Reed-Solomon codes is beyond the scope of this book. Interested readers should
examine the excellent discussion in [LIN-83].
Without delving into exact performance computations and proofs, we can state that the Reed-Solomon

codes provide both error detection as well as error correction. However, there is a trade-off between error
correction capability and error detection effectiveness. The selected Reed-Solomon (63,47) code allows
development of algorithms that correct up to 8 symbol errors per block. However, in the interest of better
undetected symbol error performance, the CDPD specifications suggest use of algorithms that correct only
up to 7 symbol errors9. This brings the undetected symbol error rate to a vanishingly small 2.75 x 10 8.

5.4.2 Busy/Idle Indicator

The next requirement for DSMA is the ability for the mobile device to quickly and accurately determine the
status of the reverse channel. The ineffectiveness of each M-ES detecting the transmission of other M-ESs
directly has already been raised. The DSMA solution is for the reverse channel status to be indicated as a
digital flag on the forward channel.
In CDPD, this Busy/Idle flag is transmitted once every 10 symbols of the forward channel transmission.

The purpose of this frequency of transmission is to ensure thatmobile devices have up-to-date information
on the reverse channel status. This mechanism provides the reverse channel status every 3.125milliseconds
and is the basis for collision avoidance in CDPD channels.
The careful reader may have noticed that the Busy/Idle flag is a binary flag (either "busy" or "idle"), yet

the indicator itself is 5 bits in length! This at first may seem at odds with the much repeated concern with
the conservation of radio channel bandwidth. Surely, the designers could have used a single bit flag! Well,
it is not an oversight. To ensure thatmobile devices canmake fast and accurate channel access decisions, the
flags must be robust in the noisy RF environment. However, this robustness must not come at the expense
of processing latency. This eliminated the protection of the Busy/Idle flagwithin the Reed-Solomonblock10
. Instead the control flags are repeated and must be interpreted by the mobiles via a majority voting
(or better) algorithm–three out of five bits in each flag for the reverse channel busy/idle determination.
Analysis showed that under the expected channel characteristics a 5 bit encoding is adequate.

5.4.3 Decode Status Flag

The Busy/Idle flag helps keep a mobile from transmitting while another unit is already operating on
the channel. However, it does not prevent two or more units from starting their transmissions at the

9. Although the Reed-Solomon (63,47) encoding could be used to correct up to 8 symbol errors, doing so would raise the probability
of undetected symbol error to approximately 1.2 x 10 5. It was the desire to avoid undetected symbol errors which drove our adoption
of Reed-Solomon coding rather than convolutional coding in CDPD.

10. Rapid collision detection reduces the size of the collision window of DSMA (in CDPD) to 2 microslots (the parts of the block
which lie between control flags). Students of contention protocols will recognze that it is the minimization of the collision window
which is most responsible for increasing the efficiency of a contention protocol.
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same moment. In such an instance, two or more units may have sensed the channel status as idle, and
simultaneously decided that the channel was ready to accept its transmission. Another indicator must be
used to efficiently recover from this collision condition.
The Decode Status flag is used for this purpose. On reception of a Reed-Solomon block, the MDBS

executes the decoding algorithm. Typically during normal channel activity, the received block suffers less
than 7 symbol errors and is successfully decoded. However, if a collision has occurred, there will be more
than 8 symbol errors and the decoding process will fail. In CDPD, the MDBS transmits an indicator on the
forward channel to announce the success or failure of decoding the most recently received block.
After transmitting a Reed-Solomon block, the mobile unit monitors the forward channel in search of the

Decode Status flag even as it continues to transmit the next block. If the flag indicates successful reception
of the transmitted block, the mobile is assured that it can continue to transmit. On the other hand, if the
flag indicates a failure to decode the previous block, the mobile must assume that channel conditions were
not favorable, perhaps due to a collision, and immediately cease transmission. The immediate cessation of
transmission on decode failure is to ensure that a collision condition isn’t allowed to persist.
Once again, while the Decode Status is a binary indicator, repetition encoding is used to increase the

robustness of the indicator. The Decode Status flag is a five bit value that transmitted as five single bits, each
separated by 59 bits. TheDecode Status indicator is not containedwithin the forward channel Reed-Solomon
blocks themselves to hasten the collision detection process of a transmitting mobile.
Figure 5.6 illustrateshow the Busy/Idle flag and theDecode Statusflags are bitwise exclusive-ORedwith

a forward channel synchronization word. The purpose of the synchronization word is to allow the mobiles
to correctly determine where in the forward frame they are as they receive symbols from the system. Thus
the forward channel synchronization word is evenly interspersed amongst forward channel Reed-Solomon
blocks; this can be done because the forward channel is continuously transmitted. The reverse channel also
needs a synchronization word, which occurs at the beginning of any (burst) transmission by a mobile.

5.5 M-ES State Machine

The previous section described the various flags that are combined with the forward channel data. These
flags or indicators are used by the mobile devices to manage their medium access. This and the following
sections detail the procedure followed by themobile device when it has data to transmit. The statemachine
for the M-ES is shown in Figure 5.7. Initially, the M-ES is in the Idle state.
When a mobile device has data to deliver, it must transmit Reed-Solomon encoded blocks on the reverse

channel. Before the mobile attempts transmission, it must first "listen" to the control flag transmitted by
the system on the forward channel. If the reverse channel is busy, the mobile enters the Defer state, "backs
off" for a random time interval and then tries again (i.e., "listens" to the reverse channel status again). The
random backoff action is the "non-persistent" part of theMAC protocol; the entire listen-before-transmission
procedure comprises the "collision-avoidance" aspect of the protocol.
If the reverse channel is idle, the mobile enters the Transmit Blocks state and transmits on a block by

block basis. A continuation field is used by the mobile to inform the network that it intends to continue
transmission (see Figure 5.8); this allows greater synchrony between the state of the reverse channel and
the broadcast reverse channel control flag.11 As each block is received by the system, it is decoded and the
results of the decode activity are transmitted on the forward channel in the Decode Status portion of the

11. It is this synchrony between the state of the reverse channel and the broadcast control flag which reduces the amount of "busy
hang" time. Busy hang is the state which exists when the reverse channel is actually idle but a mobile awaiting transmission believes
it to be busy because the flags indicate it to be busy. The size of the busy hang interval limits the efficiency of the shared medium of
the reverse channel.
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Figure 5.7: M-ES Procedure for Reverse Channel Access

control flag.
While theM-ES is transmitting, it examines theDecodeStatusflagassociatedwitheachblock transmitted.

If a decode failure is encountered, the mobile stops its transmission and enters the Backoff state. While in
the Backoff state, the M-ES waits a random amount of time and then assesses the channel in an attempt to
restart its transmission. If the channel is found to be idle, it re-enters the Transmit Blocks state and restarts
transmission. If the channel is found to be busy, the mobile remains in the Backoff state and waits another
random period before assess the channel status again.
Once the last block has been transmitted, the mobile cannot return to the Idle state immediately. It

must enter the Decode Wait state and wait for the Decode Status flag associated with the final block. If
the flag indicates a success, the mobile can then return to the Idle state. If the final block was not received
successfully, themobileproceeds to the Backoff stateandwaitsa randomdelay period before againassessing
the channel status.
The forward and reverse channel relationship is displayed in Figure 5.9. The airlink MAC sublayer

is defined in Parts 400 and 402 of the CDPD System Specification [CDPD95], and remained essentially
unchanged in CDPD Release 1.1.

5.6 Airlink MAC Parameters

The above description of the M-ES state machine identified several wait times and retransmission events.
To allow tuning of the mechanism, several parameters are defined. These include the following:
¥ Min Idle Time

Ex.1016.00159



144 CHAPTER 5. ACCESSING THE MOBILE NETWORK

Transmission Burst
Do

ttin
g S

eq
ue

nc
e

(3
8 b

its
)

Re
ve

rse
 S

yn
ch

ro
niz

ati
on

W
or

d (
22

 bi
ts)

Continuity Indicator
(7 Bits)

47 Data Symbols

Reed-Solomon (63,47) Block
16 Parity
Symbols

TX Rampdown
(max 2.0 msec)

385 bits

• • •First FEC block Last FEC block

Figure 5.8: Reverse Channel Transmission Structure

385 bits

1 2 3 4 5 6 7 8 9 10 11 12 13 14 15 16 17 18 19 20 21 22 23 24 25 26 27 28

Block 1 Decode Flag Block 2 Decode Flag Block 3 Decode Flag

Reverse Channel

Forward Channel

1 2 3 1 2 3 1 2 3

Block 1 Block 2 Block 3

Microslot
(60 bits)

Figure 5.9: Decode Status Flag Timing Relationship

Ex.1016.00160



5.6. AIRLINK MAC PARAMETERS 145

¥ Min Count
¥ Max Count
¥ Max Blocks
Each one of these parameters is described in the following sections.

5.6.1 Min Idle Time

TheMin Idle Timeparameter specifies theminimumamount of time amobilemustwait after it has finished
one transmission burst before it is allowed to start transmission of a succeeding burst. This time is included
in the system to ensure that all mobiles sharing a channel have an opportunity to access the channel. If
a mobile was allowed to continuously transmit without pause, no other units would be able to access the
channel.
One common misperception about the Min Idle Time parameter is that it must be non-zero. This

understanding fails to take into account the need for amobile to await the complete reception of the Decode
Status indicator for the final block. The requirement that a mobile must receive this final Decode Status
indicator forces the mobile to stop transmission for a period of at least 7 microslots. The Min Idle Time
parameter thus indicates an additional period of quiescience for the mobiles.
The service provider can adjust this parameter to accommodate the traffic profile on the channel. If

there are a large number of long-transmitting mobiles on the channel, then a larger Min Idle Time period
may help spread the channel usage among them. This has to be adjusted with care because lengthening the
Min Idle Time period reduces individual throughput.

5.6.2 Min count and Max count

The Min count and Max count parameters define the limits of back-off delay periods. To understand the
use of these parameters, the reader must first be familiar with the exponential back-off delay mechanism.
On the first instance of a decode failure, the mobile must stop transmission and wait a random period

before attempting to restart the transmission. The delay period is chosen as a value evenly distributed
between 0 and the current maximum delay value. If on expiry of the delay period chosen, the channel is
found to be in use, the mobile must repeat the back-off. However, the delay period must now be chosen
from a value evenly distributed between 0 and twice the previous maximum delay value. For example, if
the first decode failure resulted in a delay period being chosen as a number evenly distributed between 0
and 16 microslots12 , then the next back-off delay period would be chosen as a number evenly distributed
between 0 and 32 microslots.
The Min count specifies the exponent (of two) of the shortest delay period distribution (i.e., the first

backoff interval). That is, if the Min count is 4, then on the first decode failure, the mobile must select a
back-off delay period as a value evenly distributed between 0 and 16.
The Max count specifies the exponent of the largest delay period distribution (i.e., the last backoff

interval). This maximum value limits the mobiles from extending the back-off delay to unreasonable
amounts of time. This means that even if the channel is so busy that a mobile has to "back-off" repeatedly,
it will not result in excessive delay. If the Max count is set at 8, then the mobile will at most select a delay
value from a number evenly distributed between 0 and 256 microslots.

12. A microslot in CDPD is equal to the transmission time of 60 bits at the 19,200 bps.
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5.6.3 Max blocks Parameter

The Max blocks parameter specifies the maximum number of Reed-Solomon blocks that a mobile may
transmit in a single burst. This systemparameter allows the systemoperator to ensure that no single mobile
can continuously transmit and prevent other mobiles from accessing the channel.
The default setting for the Max blocks parameter is 64. This allows a mobile with approximately 2

kilobytes of network packet to be able to transmit it in a single burst. Of course, mobiles with shorter
data can cease transmissions as soon as their data has been transmitted. If this parameter is reduced, each
mobile will occupy the channel for a shorter burst and more quickly relinquish the channel for use by
other mobiles. However, this comes at a cost of throughput efficiency to the mobile with long data packets
to transfer. Increasing this parameter provides better support for the long data user but may introduce
excessive channel access delays to other mobiles on the channel.

5.7 Half Duplex Mobiles

In the discussion of the MAC layer functionality thus far, there has always been an assumption that the
mobile is a full duplex device. By this wemean that themobile is expected to be able to receive and interpret
the forward channel status flag while it is in the process of transmitting reverse channel blocks. This is not
always a valid assumption.
Full duplex devices require two radio sections. One section of the mobile device RF circuitry is used

to receive forward channel transmissionswhile a separate section of the circuitry simultaneously transmits
on the reverse channel. The duplication of some RF circuitry adds cost, size and power demands on the
device.
However, one of the requirements of the CDPD specification was the accommodation of lower cost

devices that only use a single RF section. This single RF section can be used either for transmission or
reception, but not simultaneously. The delay of the decode status flag from the reverse channel block
transmission allows this type of RF circuitry switching quite effectively. After the transmission of a single
Reed-Solomonblock, the half duplex mobile immediately switches the RF circuitry to receive the associated
decode status flag. This restricts the mobile to transmit a maximum of a single block in a burst.
Some enterprising reader may postulate that it is really not necessary to always receive the decode status

flag. The reasoning may be that even if the decode status flag indicates failure, the worst that can result is
a greater inefficiency due the need to push the error recovery to the higher protocol layer. In other words,
one may gain MAC layer efficiency under most conditions while intermittently suffering more expensive
recovery at the data link layer. The trade-off may seem reasonable.
Unfortunately, this introduces two different problems. The first is related ot MAC layer operation

efficiency, the second is related to radio channel regulatory issues.
The DSMA scheme gathersmuch of its channel efficiency gain over Aloha type schemes through greater

shared knowledge of the channel condition. A critical part of the operation is the quick detection of channel
collisions. The maximum channel capacity is directly related to the size of the collision window. If a half
duplex device transmits a long burstwithout regard for thedecode statusflag, itwould significantly increase
the collision window of the entire system. So, from a channel efficiency point of view, it is unacceptable to
allow the half duplex device to transmit more than a single block at a time.
The RF spectrum used by the CDPD system was originally assigned for use by cellular operators for

voice communications. These RF channels are thus allocated with voice traffic receiving top priority. As
such, all datamobilesmust relinquish the channel to voice users. In fact, the regulations require that all data
transmission on theseRF channels be terminatedwithin 40milliseconds of initiation of voice transmissions.
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In CDPD, each Reed-Solomon block on the reverse channel is 385 bits long. This translates into 20.5
milliseconds at 19,200 bps. Accounting for the initial preamble and synchronization bits, the transmission
of two blocks would exceed the 40 milliseconds limit. For a half duplex device, it is not possible to sense
the initation of voice transmissions during data block transmissions, therefore the half duplex mobile must
stop data transmissions after every single block to allow sensing of the RF channel state.
This restriction of a single Reed-Solomon block maximum transmission by half duplex devices severely

limits the service the MAC layer may provide to upper layers. Some of these limitations will be discussed
in the following section on the data link protocol.

5.8 The Airlink Data Link Protocol

The data link protocol is the peer to peer communications layer that provides data transfer between nodes
directly linked by the physical channel. In the CDPD system, the data link layer entities across the airlink are
the Mobile Data Intermediate System (MD-IS) and the Mobile End System (M-ES). Although some people
believe that the end points of the data link layer are the M-ES and the Mobile Data Base Station (MDBS),
the MDBS functions strictly as a link layer relay and does not participate in any data link layer activities.
The CDPD system airlink is asymmetric. By that we mean that a single MD-IS operates by transmitting

on the forward channel while the reverse channel is shared by multiple M-ES units. The forward channel
does not require access control and coordination since there is only one MD-IS per cell, while the reverse
channel supports multiple mobile units. This is called a multi-drop link.
When the data link for CDPD was designed, a robust mechanism was desired. Towards this end,

existing protocols were drawn upon as a base. The Link Access Procedure - D (LAPD)13 was selected
for this purpose. This is a multidrop protocol with effective, and more importantly, well implemented
procedures.
The Mobile Data Link Protocol or MDLP is the protocol used at the Logical Link Control (LLC) sublayer

on the Airlink. In this protocol a separate logical link is maintained between each mobile and the MD-IS. It
is based on LAPD
The network-side endpoint for the LLC sublayer is the MD-IS; the user-side endpoint is the M-ES. Each

end of the link (i.e., the mobile and the system) maintains state information for that link. The link–which
maps one-to-one to a single mobile – is identified by a variable-length temporary equipment identifier
or TEI. The TEI is between one and four bytes in length, which allows for both reduced airlink resource
consumption and enhanced user privacy. The MDLP frame format is displayed in Figure 5.10 and is
delimited by the standard HDLC frame flags.
A sliding window protocol is used to detect missing frames at each end of the link. Each frame header

contains the transmit number for that frame and the number of the next frame expected to be received
by the transmitter. Up to the maximum window size (128) number of frames may be outstanding (i.e.,
unacknowledged) in either direction at any point in time. Procedures for establishing and recovering the
MDLP multiple frame mode of operation are displayed in Figure 5.11.
Reception of frames is indicated either implicitly via the next expected frame number in a frame header

or more explicitly via a Receive Ready frame. Implicit acknowledgement is more efficient for the precious
airlink resource and is preferred in the protocol specification. Frames which are detected as missing are
13. Link Access Protocol on the D-channel (LAPD) is an ISDN-standard protocol, which defines the link operation for multiple

"dumb" terminals sharing a common physical link to a "master" ISDN device. This standard was deemed ideal for the purposes
of the CDPD channels with the following extensions: longer and variable-length IDs for the mobiles, Selective REJect capability for
more efficient use of the airlink, no parity word because of the strong Reed-Solomon encoding, sleep mode for mobile’s battery life
conservation, multicast capability for groups of mobiles.
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Figure 5.10: MDLP Frame Format

individually re-requested via Selective REJect (SREJ) messages.
The MDLP protocol provides Layer 2 support for mobility. As long as the mobile remains active on a

single CDPD system (mobility area), the MDLP link is maintained even as the mobile unit moves about
from cell to cell.14 This is part of the provision for Type 3 Mobility in CDPD.
The airlink LLC sublayer is described in Parts 400 and 403 of the CDPD System Specification [CDPD95],

and was extensively enhanced in Release 1.115 .
MDLP procedures are not discussed in detail in this book. The interested reader should refer to the

CDPD System Specifications Release 1.1 for proper reference. Much in the procedures is similar to the Link
Access Procedures family of protocols. Readers familiar with LAPD should find MDLP easy to grasp. The
following sections cover the more significant deviations from LAPD found in MDLP.

5.8.1 Selective Reject

When LAPD was adopted as the basis for development of the link layer protocol appropriate for CDPD,
some of unique characteristics of the RF channel were recognized. The first and foremost concern is the
scarcity of bandwidth and the noisiness of the channel. The question for any RF channel is not so much

14. The "system" referred to is the MD-IS, or more precisely, the Mobile Serving Function of the MD-IS. The range of control for an
MD-IS is a mobility area.

15. Enhancements to MDLP included the replacement of the XID parameter negotiation process with the negotiation taking place
during the TEI request/assignment process, additional timers to enhance performance, and clarifications of procedures for handling
various error recovery situations.
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whether data will suffer from errors, but rather, how often it will suffer from errors. In the CDPD system,
theMAC layer uses Reed-Solomon forward error correction coding tominimize retransmissions. However,
channel conditions may still cause some blocks to be undecodable and thus require the retransmission of
one or more link layer frames.
The LAPD protocol institutes a windowing mechanism with retransmission request to address frame

errors. Themechanism requires that a sender repeat all frames from the errored frame onward. Thismethod
of error recovery was deemed too costly on the precious airlink. Since the RF channel may suffer bursty
errors, it is quite likely that only a small number of frames of the current transmission window will be
in error. In this case, retransmission of frames subsequent to the errored frame may be unnecessary and
wasteful.
MDLP departs from the retransmission of all subsequent frames mechanism of LAPD and introduces a

selective reject mechanism.16 With this mechanism, the receiver transmits a SREJ frame for each missing
frame. The sender then only retransmits the frame identified by the SREJ frame. Subsequent frames are not
retransmitted unless individually requested by another SREJ frame.

5.8.2 Removal of CRC

Once again, in the interest of preserving precious radio channel resource, the CDPD specification team
examined the utility of every field in the link layer protocol. In the LAPD protocol, as in most link access
procedures, a cyclic redundancy code is used to detect errors in the link layer frames. It is the detection
of errors within a frame that triggers the reject/repeat mechanism. However, link access procedures are
generally performed over simple physical links where errors may be introduced.
In CDPD, the radio channel is recognized as unreliable and prone to errors. To address this, the MAC

layer protocol uses the Reed Solomon forward error correcting code to minimize need for retransmission.
The MAC layer is also able to detect errors upon receipt of Reed-Solomon blocks. Furthermore, the

MAC layer is defined to not forward a received data frame to the logical link control layer if that frame has
been corrupted by an undecodable block. In other words, the LLC layer will not receive an incorrect link
layer frame17. Instead, incorrect link layer frames are discarded by the MAC layer.
Given this error control performance of the MAC sublayer, it was felt that the 2 octets of CRC at the LLC

sublayer could be eliminated. The LLC sublayer recognizes the need for retransmission when it senses lost
frames through sequence number gaps.

5.8.3 Addition of ZAP

The shared nature of theCDPD radio channel raises another concern. If a singlemobile operates improperly
and continually transmits, ignoring the maximum block size transmission burst restriction, it would block
all other mobiles on that channel from accessing the channel. This is understandably of grave concern. To
address this concern, the CDPD specification team added a new frame type into MDLP.

16. We not only introduced the selective reject mechanism, we removed the normal reject mechanism. We had long and difficult
discussions about whether we should retain the normal reject mechanism to reduce the chance of destabilizing existing protocol
software base (we anticipatedmost developers would start from a LAPD implementation). In the end, we felt that if the normal reject
mechanism was retained, there may be little incentive for the developers to use add the selective reject mechanism, then our intent of
a more efficient error recovery mechanism would be foiled.

17. To be precise, the probability of a block being decoded with an undetected error and passed to the LLC layer is 1.2 x 10 5

(assuming 8 symbol correction at cell edge of 17 dB C/I) and 2.75 x 10 8 (assuming 7 symbol correction at cell edge of 17 dB C/I). The
CDPD specification recommends 7 symbol correction.
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The Zap frame is defined to cause the mobile recipient to disable all transmissions for the period of time
indicated by the message. The concept is to allow the network operator to send the errant mobile unit a
"zap" command to remove it from the radio channel.
Of course we all realize the flaw in this approach. If a mobile unit is malfunctioning to the point that it is

continually transmitting,what is the likelihood that it will observe the zap frame?!! The CDPD specification
teamdiscussed it for a period of time, then decided that it at least gives the network operator one last chance
to correct the problem. It remained in the specification.

5.8.4 Sleep mode

The most complex addition to the link layer protocol is the addition of Sleep Mode operation. This mode
of operation is to enable the mobile units to periodically power down its components to conserve power.
These periods of inactivity or sleep can help mobile devices extend their battery life significantly.
So why does the link layer protocol need to get involved in the power conservation of the mobile unit?

It turns out that with current technology, one of the more power hungry components in a wireless modem
is the radio. The radio can draw a significant amount of current even when it is only receiving. So, to
minimize battery drain, the mobile unit must periodically turn off its receiver circuitry. This means that
during periods of sleep, the mobile cannot be contacted. If the network infrastructure did not participate in
support of the mobiles’ sleep periods, transmission timers could expire, retransmission counters could be
exceeded, and the link could be disconnected. These are clearly undesirable.
To support the mobile’s sleep periods, the link layer is allowed to be placed into a suspended state.

During this state, all timers associated with a data link are suspended. Timers are restarted on resumption
of the mobile’s active operation.
The above concept is simple enough. However, for such a link state suspension mechanism to operate,

there must be synchronized mutual understanding of the start and end of the mobile’s sleep periods.
Furthermore, there must be mechanisms to "wake" the mobile when there is outbound data for the device.

When is the Mobile Asleep?

The first question is howdoes the network determine that the mobile is "sleeping"? The CDPD specification
reverses this question by instead asking how could the network infrastructure know that a mobile is not in
sleep mode? This turned out to be very simple and is illustrated in Figure 5.12.
If we just received a transmission from the mobile device, we can be quite sure that it is not sleeping.

This simple (negative) indicator is embodied in the timer value called the Inactivity Timer T203. If the
mobile hasn’t transmitted any data for an amount of time equal to T203, it will go to sleep. This implies that
if the network has not received any transmissions from the mobile unit for a period of time equal to T203,
it also assumes that the mobile has entered sleep state. Now both the mobile and the network can use T203
to determine the start of the mobile’s sleep state.
This means that if the network has data to send to the mobile within T203 seconds since receipt of

data from the mobile, then it can send the data with good expectation that the mobile will be listening. If,
however, the network has data to send to the mobile after T203 seconds since the last receipt of data from
the mobile, then it must suspend the data link, put the data in temporary storage, and send it to the mobile
after the receipt of a transmission from the mobile.

Ex.1016.00167



152 CHAPTER 5. ACCESSING THE MOBILE NETWORK

M-ES MD-IS

TEI Notification

RR(p)

T203
T203

Figure 5.12: Sleep Mode Operation

How is the Mobile Awakened?

Now, what if the mobile does not have any data to send? How does the network "wake" the mobile? The
CDPD systemuses the simplemechanism of requiring the sleepingmobile to periodically wake up to check
for outbound data destined for it. This is accomplished through the periodic broadcast of a TEI Notification
message.
The network periodically, at every T204 seconds, broadcasts a list of TEIs that have outbound data

frames pending. The mobile, prior to entering sleep mode, listens for at least one TEI Notification message.
Within the message, the T204 value is announced. The mobile keeps track of this value and manages the
timer to be in synchronization with the network. After it has entered sleep mode, the mobile must turn on
its receiver in time to capture and process the next TEI Notification message.
If the mobile’s TEI is not within the list of the TEI Notification message, it returns to sleep mode, and

leaves the link state suspended. If it finds its TEI value within the list of the message, it resumes the data
link and transmits a data frame inbound to announce its active state. When the MD-IS receives the inbound
data frame from the now active mobile unit, it resumes the appropriate data link, retrieves the data frames
from temporary storage and delivers them to the mobile.
This simple mechanism has several failsafemechanisms. TheMD-IS will only issue a TEI within the TEI

Notification message a maximum of N203 times. If the mobile does not respond after its TEI has appeared
in N203 + 1 consecutive TEI Notification messages, the data frame is discarded. This protects the MD-IS
frommaintaining data formobiles that have powered down. This is not intended to be a store-and-forward
mechanism.
Further, if a mobile has relocated from one cell to another cell within the same routing area, it is required

by radio resource management function to indicate its new location through the transmission of a Receiver
Ready frame with poll bit set (RR(p)). The receipt of this frame triggers the MD-IS to recognize the new
location of themobile and that it is no longer in sleep mode. This allows the network to deliver data frames
to mobiles that have relocated during their sleep period.
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Figure 5.13: Encoding of SN-Data PDU

5.9 SNDCF - Protocol Convergence

Above the Mobile Data Link Protocol is the Subnetwork Dependent Convergence Function (SNDCF). This
sublayer performs the function ofmapping the services provided byMDLP to thoseexpected by thenetwork
layer protocols. Since these are operations applied to the network layer packets rather than a protocol in
the purest sense, this sublayer is more properly referred to as a function rather than a protocol18 .
The two types of services performed by the SNDCF allows for the data link characteristics. The first type

of service bridges the gap between the requirements of the network layer and the service characteristics of
the data link layer. These bridging functions include:
¥ Managing the difference between the maximum data link frame size of 130 octets and the maximum

network data packet of 2048 octets.
¥ Managing the use of a single data link connection by multiple network layer connections.
The second type of service performed by SNDCF focuses on providing more efficient and appropriate

utilization of the data link. The specific service characteristics of concern are:
¥ High value of data link resources.
¥ Shared physical medium.
The next two subsections discuss the SNDCF bridging functions of segmentation and reassembly, and

of multiplexing.

5.9.1 Segmentation and Reassembly

To address the difference between the maximum protocol data unit sizes, the SNDCF provides a segmen-
tation and reassembly service. Each network layer data packet is examined prior to its submission to the
data link layer unit for delivery. Any network data packet that is larger than 128 octets in length is split
into multiple units or segments. A SNDCP header is prepended to each segment. The header provides
information to allow reassembly of the data segments by the receiver.

18. Unfortunately, in [CDPD93] and [CDPD95], SNDCF is called a "protocol" with the obvious acronym "SNDCP". We’re splitting
hairs here... ’Nuf said!
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a.M=0 -> last data unit in a complete SN-Unitdata PDU sequence.

Bit 8 7 6 5 4 3 2 1

Octet 1 Ma Reserved Network Layer
Protocol Identfier

Octet 2 Sequence Identifier Segment Number
Octet 3

Data Segment
Octet N

Figure 5.14: Encoding of SN-Unitdata PDU

There are two types of data link services that may be used by the SNDCF. The SN-Data PDUs (Figure
5.13) are conveyed over the acknowledged data link service. The SN-Unitdata PDUs (Figure 5.14)) are
conveyed over the unacknowledged data link service. Since the acknowledged data link service provides
reliable sequenced data frame delivery, the SNDCF header only needs an indicator to signal the last segment
of a network layer packet. On the other hand, SN-Unitdata headers must provide both a sequence number
and a segment number. This allows the receiver to reliably reassemble the complete network data packet,
or recognize the loss of segments.

5.9.2 Multiplexing

To manage the sharing of a data link connection by multiple network layer protocols, the SNDCF prepends
the data segments with a Network Layer Protocol Identifier (NLPI). Currently, the defined NLPI values are
presented in Table 5.1.

NLPI Network Layer Protocol Entity
0 Mobile Network Registration Protocol

1 Security Management Entity

2 Connectionless Network Protocol (CLNP) [ISO-8473]

3 Internet Protocol (IP) [RFC-791]

4..15 Reserved for future use

Table 5.1: Network Layer Protocol Identification

The following subsections describe the SNDCF services that handle the unique data link characteristics,
including header compression, data compression and encryption.
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Bit 8 7 6 5 4 3 2 1
Octet 1 0 C I P S A W U
Octet 2 Connection Number (C)
Octet 3 TCP ChecksumOctet 4

•••

Urgent Pointer (U)
delta (Window) (W)

delta (Ack) (A)
delta (Sequence) (S)

Octet N delta (IP ID) (I)

Figure 5.15: Encoding of Compressed TCP/IP Protocol Header

5.9.3 Header Compression

We can never say it enough: the radio link is a precious resource. Network layer protocols typically are
not aware of this concern and as such, can be inefficient users of the link layer resources. The subnetwork
dependent sublayer is the intended service to address these issues.

TCP/IP Header Compression

The first approach to providing more efficient network layer protocol data unit transfer comes from a
tried and tested method. This is the packet header compression technique made popular by Van Jacobson
[VANJ90]. This mechanism comes from the examination of the combined TCP/IP headers of a connection.
It was found thatmuch of the data within the TCP/IP header were either static (e.g. Source and destination
addresses), or changed in a highly predictable manner (e.g. Sequence number). Using this knowledge, a
header compression technique was developed.
The method is illustrated in Figure 5.15. Basically, the header of sequential protocol data units of

a TCP/IP connection are expected to proceed in the normal predictable manner. Therefore, instead of
transmitting the expected information in all TCP/IP PDUs, the header field is replaced with a single octet
that identifies any header information that has changed unpredictably. If no header data has changed
unpredictably, only that single octet is sent. If one or more header information field has changed in an
unexpected manner, the bits of the first octet identifies the changed header field. The new header field
values are then provided in order in the octets immediately following the TCP checksum. The complete
specification of the procedures and header encoding can be found in [RFC-1144]. This mechanism can
reduce the TCP/IP header to 3 octets from up to 40 octets uncompressed.

CLNP Header Compression

A similar header compression technique has been applied to the other network layer protocol supported
by the CDPD network, the Connectionless Network Protocol (CLNP). In fact the potential savings are even

Ex.1016.00171



156 CHAPTER 5. ACCESSING THE MOBILE NETWORK

higher given that CLNP network addresses can be 20 octets in length.
Figure 5.16 shows a typical CLNP header for a data PDU19 . The header size, using ISO Data Country

Code NSAP-Address format is a minimum of 57 octets! However, during the exchange of PDUs between
two endpoints, many of these fields will remain constant or change by small amounts.
For the lifetime of an association between two NSAP pairs, the following fields remain constant:
¥ Network Layer Protocol Identifier
¥ Version
¥ Destination Address Length Indicator
¥ Destination Address
¥ Source Address Length Indicator
¥ Source Address
These fields never need to be transmitted in a compressed header.
As for the remaining fields, knowledge about the specific underlying data link and network topology is

used. For example, since the CDPD data link layer entity provides an indication of the length of a received
frame, the segment length field need not be sent.
Furthermore, the connection between the serving MD-IS and the M-ES is unique. For network layer

PDUs destined for a mobile device, this link is the final hop. For network layer PDUs originated at the
mobile device, this is the first hop and thus the serving MD-IS is aware that it should be the initial first hop
value. This implies that the Lifetime field is redundant and does not need to be transmitted over this link.
The Header Checksum, which protects individual hops from a corrupted header, is redundant because

MDLP provides its own error detection. However, the receiver at the serving MD-IS must track whether
use or non-use of the Header Checksum is employed and must be able to regenerate the proper checksum
value as appropriate.
The above considerations allow the elimination of 49 octets of the header. While the remaining 8 octets

are likely to change, they either do not change all the time, or they only change by small amounts. Given
these characteristics, the CDPD SNDCF uses a change mask mechanism to identify the fields that have
changed. The sender of a compressed header will send a change mask indicating what fields changed from
the previous PDU. this is followed by an update of the field value, relative to the previous PDU.
The formatof the compressed CLNP header is illustrated in Figure 5.17. The first octet of the compressed

CLNP protocol header is the changemask. Each of bits 1 to 7 of themask identify one of the parameter fields
that exhibit extraordinary behavior. The definition of the change mask bits are shown in Table 5.2. Most of
these bits are self explanatory. There are two bits that merit further expansion. These are the Address-Pair
Index changed bit and the Data Unit Identifier change other than +1 bit.
The Address-Pair Index parameter identifies a particular association of source address and destination

address. The sender of theCLNP PDU assignsa uniqueAddress-Pair Index value to each source-destination
address pair. The assignment of a specific Address-Pair Index value is conveyed to the receiver in the
first octet of a UNCOMPRESSED CLNP message20 . Once the Address-Pair Index has been established,
subsequent COMPRESSED CLNP messages are expected to be for the same source-destination address
pair. This is indicated by the Address-Pair Index changed bit of 0. On the other hand, if the Address-Pair

19. This assumes the subsets, mandatory functions, and optional functions specified by [IGOSS-1] and [NIST-500-206] are in effect.
(i.e. Inactive subset is not used, Non-segmenting subset is not used, use/non-use of checksum is configurable, and option fields are
permitted)

20. A UNCOMPRESSED CLNP message is different from an unaltered CLNP message.
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Octet Field
1 Network Layer Protocol Identifier
2 Header Length Indicator
3 Version
4 Lifetime
5 SP MS ER Type
6 Segment Length7
8 Header Checksum9
10 Destination Address Length
11

Destination Address•••
m-1
m Source Address Length

m+1
Source Address•••

n-1
n Data Unit Identifiern+1

n+2 Segment Offsetn+3
n+4 Total Lengthn+5
n+6

Options•••
p

Figure 5.16: Typical Uncompressed CLNP PDU Header
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Bit 8 7 6 5 4 3 2 1
Octet 1 0 C I E M S L H

Address-Pair Index (C)
delta (Data Unit Identifier) (I)

Segment Offset (S)

Total Length (L)

Octet n Header Length (H)
Octet n+1

Options•••
Octet p

Figure 5.17: Encoding of Compressed CLNP Header

Index changed indicator bit is set to 1, then the Address-Pair Index for the current CLNP NPDU is found in
the first octet of the compressed header. If a CLNP NPDU with a new source-destination address pair needs
to be sent, an UNCOMPRESSED CLNP message is transmitted. This message carries the newAddress-Pair
Index value for the specific source-destination address pair. Even though the Address-Pair Index parameter
field has been defined to be 8 bits, the CDPD system specification limits its use to 4 bits. This is to reduce
the memory requirements on the implemenations.
The next parameter to discuss is the Data Unit Identifier Delta. This parameter in a NPDU identifies an

Initial PDU and its Derived PDUs for segmentation/reassemblyby CLNP. The value sent in the compressed
header field is the difference between the current and previous NPDUs. Since the normal operation results
in an increment of the Data Unit Identifier, absence of the Data Unit Identifier Delta value implies an

Bit Meaning if Set to 1
C Address-Pair Index changed
I Data Unit Identifier change other than +1

E, M Copies of CLNP ER, MS flags
S Segment Offset field present
L Total Length field present
H Header Length field present

Table 5.2: Changes Mask Bit Definitions
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increment of 1 (not unchanged). If the Data Unit Identifier is unchanged or has increased by more than one,
or has decreased by one or more, then the Data Unit Identifier change other than +1 mask bit is set to 1, and
a signed 8 bit integer is provided in the Data Unit Identifier Delta field. If the delta is beyond the range of
-128 to +127, then an uncompressed packet is sent.

5.9.4 V.42

bis Data Compression
Beyond the NPDU header savings, Release 1.1 introduced compression of the data content. In the spirit

of not inventing new technologywhen existingmethodswill suffice, theV.42bis data compression technique
was adopted. The compression algorithm relies on efficiently encoding data prior to transmission such that
strings of user data octets are represented by a sequence of codewords in fewer bits. The reader with greater
interest in V.42bis data compression technique should refer to [CCITT-V.42bis].
To establish data compression between the two endpoints, the control parameters must be negotiated.

In the CDPD system, these parameters are negotiated by the Layer Management Entity at initial data link
connection creation. Once the link is established with these parameters, they remain unchanged for the
duration of the data link connection.

5.9.5 Data Encryption

The foregoing sections have described the mechanisms used to ensure the efficient use of the RF resource.
The other link characteristic to address stems from the broadcast nature of radio transmissions.
When the MDBS or the M-ES transmits its data, devices other than the intended receipient can intercept

the information. It is therefore important to protect that data so that only the intended recipient may
correctly interpret the message. The CDPD system relies on data encryption for this protection.
On the establishment of a data link, the mobile device and the CDPD network infrastructure transfer

information to create a shared secret. The shared secret is then used to generate a cypher stream to encode
the transmission. Since other parties on the RF channel do not possess the shared secret, they cannot
decypher the information. The mechanisms used to establish the shared secret are described in Chapter 6.
The CDPD System Specification Release 1.1 allows up to 127 encryption algorithms to be assigned.

Currently, there is only one defined, the RC4 algorithm [RSA-92].

5.10 How Data Moves Through Layers.

The preceding sections detailed the various functions that the SNDCF performs. However, the order of
operation is important and to ensure maximum efficiency, and compatibility, data must be operated on in
the prescribed order. Within the SNDCF sublayer, the data transformation operations are depicted in Figure
5.18.
Whendatapackets are passed to the SNDCF, the compressionalgorithmsare applied. Following that, the

data is segmented. This order of operation avoids segments that are then altered in size due to compression.
Next, the segments are encrypted.
The encryption must be performed after data compression. In a way, data compression and encryption

operate at odds to each other. Data compression looks for and takes advantage of patterns in the data
stream. Encryption on the other hand, attempts to "randomize" the data. Therefore, encrypted data do
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Header Header

SN-UNITDATA.request

DL-DATA.request(s) DL-DATA.indication(s)

SN-UNITDATA.indication

Link Service
Access Point

Data Link
Layer

saved PDU headers
for N address pairs

• • •

saved PDU headers
for N address pairs

• • •

Data Link
Layer

Encryption Decryption

Segmenter Reassembler

Compressor Decompressor

Data
Compressor

Data
Decompressor V.42 bis dictionaryV.42 bis dictionary

Figure 5.18: SNDCP Model for use of Acknowledged Data Link Services

not gain much from data compression techniques. In the CDPD system, data must be compressed prior to
encryption, to allow achievement of the greatest efficiency.
Figure 5.19 further showshow all the data transformations are linked together within the CDPD system.

The Network layer data packet is passed to the SNDCF. After compression, segmentation and encryption,
the encrypted segments are passed to the data link layer. The Data Link Layer adds the proper framing
headers and passes the sequence of frames to the MAC layer. The MAC layer concatenates the frames
into a bit stream with frame flags between the data frames. Bit stuffing is performed to guarantee data
transparency. This data bit stream is then broken into data blocks of 282 bits. The Reed-Solomon Forward
Error Correction Code is appended to the 282 bit data block to form Reed Solomon (63,47) blocks of 378
bits. These Reed-Solomon blocks are then transmitted over the radio channel in accordance with the MAC
protocol engine, taking into account the contention resolution and error recovery mechanisms.
It looks like a lot of processing and manipulation. However, each operation is necessary and addresses

a specific characteristic of the radio data link.

5.10.1 Radio Resource Management

The preceding sections have dealt with how the mobile device accesses the CDPD network. The emphasis
has been on establishment and operation of a data link through a shared RF channel. However, the topic of
how the mobile locates the "proper" RF channel to use has not been addressed.
To handle this topic, wemust first define what is meant by "proper". In principle, a CDPD coverage area

boundary is coterminous with the cell boundary perceived by cellular telephone users, in both physical
space and frequency space. This is depicted in Figure 5.20. In addition, cellular telephone users should
not have to be aware of the presence of CDPD. The most important result of these two requirements is that
CDPD transmissionsmust not interfere with cellular telephone service.
In the development of the CDPD System Specification Release 1.1, the specification team examined a
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Figure 5.19: Packet Transformation Data Flow
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Figure 5.20: Theoritical Cell Selection

collection of cell coverage scenarios. These included differing terrain, vegetation and population density.
From the diverse set of data collected, it became obvious that the theoretical view of cell boundary definition
is unrealistic. An example of a real world cell is illustrated in Figure 5.21. From the illustration one can see
that if the mobile operates with a selection threshold of -90 dB, it may transmit on the Cell 2 channel while
well into the center of Cell 1. On the other hand, if the threshold is set at -80 dB, then the mobile may enter
areas where both Cell 1 and Cell 2 are considered unacceptable. This thus creates a coverage hole.
From the various measurements, it became obvious that a single variable algorithm, such as received

signal strength, would not satisfy all variations. So instead of using an algorithm that relied on a single
parameter, the specifications adopts an approach that provides the M-ES with a large collection of param-
eters. These parameters help direct the M-ES to make the decision most appropriate for the coverage area
characteristics.
The basis for the CDPD Radio Resource Management mechanism is that the M-ES selects the best

channel. By this we mean that the M-ES must locate the strongest CDPD RF channel instead of settling
on any channel with sufficient signal strength. Specific terrain effects may result in the M-ES successfully
receiving the forward channel from an adjacent cell with good performance. This condition may confuse
the M-ES into acquiring and operating on the channel from the distant cell. However, this condition results
in the M-ES causing unacceptable interference with other CDPD mobiles and cellular telephones operating
on the same RF channel frequency. By requiring the M-ES to select the best or strongest channel, the device
will locate the stronger local cell’s channel even though the distant channel provides an adequate signal
level. This is illustrated in Figure 5.22.
In addition to selecting the best channel, the CDPD specification allows for some decision modifying

parameters. For example, the "select the best channel" algorithm ideally would create a boundary between
two cells at the locus of points where the signal strength from both cells are equal. As the mobile device
crosses this imaginary equi-power line21 , it would switch to operate on the channel from the adjacent cell.
However, this may not be desirable behaviour for the specific terrain. For example, if this imaginary line
falls on a major thoroughfare, then mobile units travelling on this road will be continuallymoving from one
21. In the real world of RF shadow effects and varying reflectors around the mobile device, measurements will fluctuate between 5

dB to 8 dB. So the line of equal power between the two cells "jumps" around a long term average.
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Figure 5.21: Example of Absolute Received Signal Strength Based Selection
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Figure 5.22: Example of Comparative Received Signal Strength Selection
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Figure 5.23: Example of Hysteresis Region of 10 dB

cell to another. This generates undesirable traffic overhead. To address this condition, a hysteresis value
is broadcast to the M-ESs. This RSSI Hysteresis value instructs the mobile devices to stay on its current
channel until the difference between the current channel and the adjacent channel exceeds this broadcast
value. An example of the "sticky" region using a 10 dB is illustrated in Figure 5.23.
Another way to address the above scenario is to relocate the boundary such that it does not fall on the

roadway. This is accomplished in the CDPD specification by the use of a RSSI Bias value. This bias value is
used by the M-ES when it compares the signal strength of the current cell and the adjacent cell. A negative
RSSI Bias value instructs the M-ES to apply greater preference to the current cell’s signal strength, thus
effectively increasing the current cell’s size22 . This also means that the current cell’s coverage size can be
reduced by a positive RSSI Bias value. An example of the use of the RSSI Bias value is shown in Figure 5.24.
The last parameter for radio resource management is concerned with interference management and not

with cell selection. This is the Maximum Power Level parameter. This parameter is used by the network
to ensure that any mobile operating within a particular cell must not exceed the broadcast Maximum
Power Level. In CDPD, the mobiles dynamically adjust their transmission power level based on the signal
strength it measures from the forward channel. The concept is that as the mobile moves away from the
cell site antenna, the signal it receives weakens. This also means that for the base site to receive the mobile
adequately, the mobile must increase its transmission power. The reverse is true also. As the mobile moves
closer to the base site, it reduces its transmission power.
Sowhy do we need a maximumpower level limit? Once again, terrain effects come into play. In various

parts of the country, there are cells situated in valleys between plateaus or mesas. The cell site may be
situated at or near the bottom of the valley. As the mobile moves away from the base site and towards
the crest of the mesa, it must increase its transmission power. However, if it is operating at peak power
as it moves over onto the mesa, the flat terrain will allow the mobile’s transmission to irradiate far and
wide. This could result in unacceptable interference in distant cells using the same RF channel. Under
these circumstances, the mobiles operating in the valley cell must be governed with a maximum power
level chosen to minimize the unwanted interference effects on the mesa.

22. It seems counter intuitive that a negative value favors the current cell. Unfortunately that is how the equation for the algorithm
was documented.
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Figure 5.24: Example of Received Signal Strength Parameter of -10 dB

Model of Operation

In theCDPDsystem, themobiledevicehas the responsibility selecting the "best"RFchannel touse. However,
there are two issues to address. First, the mobile device must possess the necessary data to make a valid
decision. Unfortunately, much of this data is not directly accessible by the mobile device. The network
infrastructure must pass the pertinent data to the mobiles.
The second issue is one of efficiency. Since themobile is required to always operate on the "best" channel,

it must frequently compare the current channel with possible alternate candidates. Unfortunately, most,
if not all mobile devices will only have a single receiver, which means that when a mobile is assessing an
alternate channel, it is unable to receive data broadcast on its normal data channel. Therefore, the algorithm
must contain mechanisms to improve the efficiency of alternate channel scanning.
The CDPD system address these two concerns with a series of broadcast messages. The messages are

transmitted periodically and consists of the following:
¥ Channel Stream Identification message
¥ Cell Configuration message
¥ Channel Quality Parameters message
¥ Channel Access Parameters message
The Channel Stream Identification message is illustrated in Figure 5.25. Its purpose is to identify the

channel stream to all M-ESs able to receive its signal. The content of the message uniquely identifies the
channel streamby theCell Identifier and channel stream identfier tuple. The remainder of the PDU specifies
the business relationship identifiers. Multiple CDPD service providers may select to operate under a single
brand identity. TheWideArea Service Identifier (WASI) indicates this "branding" of the service. The Service
Provider Identifier (SPI) specifies the business entity that is operating this network. These parameters have
more to do with access control than with cell selection during movement of the mobile. The business
relationship identifiers may be used by the mobile to determine if the current network is an appropriate
one to access. The remaining fields contain the Power Product andMax Power Level parameters. These are
used to direct the proper setting of dynamic power control mechanisms within the mobile devices.
The Cell Configuration message is illustrated in Figure 5.26. The MDBS of a cell transmits multiple

cell configuration messages. It sends one Cell Configuration message containing data for itself and one
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Bit 8 7 6 5 4 3 2 1
Octet 1 Link Management Entity Identifier = 42
Octet 2 Type = Channel Stream Identification (0)
Octet 3 Protocol Version
Octet 4 Dedi-

cated
Capa
city Channel Stream Identifier

Octet 5
Cell Identifier

(= Service Provider Network Identifier
+ Cell Number)

Octet 6
Octet 7
Octet 8
Octet 9 Service Provider IdentifierOctet 10

Octet 11 Wide Area Service IdentifierOctet 12
Octet 13 Power Product
Octet 14 Max Power Level

Figure 5.25: Channel Stream Identification Message

Cell Configuration message for each and every one of its neighbor cells. Each Cell Configuration message
contains a cell identifier. For the cell identified in the message, the following are indicated:
¥ The reference channel to be used for received signal strength comparisons. The need for a reference

channel is discussed in greater detail in the following sections.
¥ The Effective Radiated Power Delta (ERP Delta). This is used to adjust for the difference between the

power level of the reference channel and the actual power level of the CDPD data channel. The need for
this parameter and its use is discussed in greater detail in the following sections.
¥ The Received Signal Strength Bias (RSSI Bias). This value is used to weigh the signal strength

comparison between the CDPD channel in the current cell versus that of the indicated adjacent cell.
¥ The Power Product is the mobile dynamic power control parameter to be used in the cell identified in

the message.
¥ The Maximum Power Level is the mobile dynamic power control parameter to be used in the cell

identified in the message.
¥ The CDPD Channel List is a list of all RF channel numbers allocated for CDPD use in the cell identified.
¥ Other miscellaneous indicators to allowmobile optimization of the scanning function.
With the information from a full set of this data for all adjacent cells, a mobile device can quickly and

effectively determine if the current channel is the most appropriate one. The basic scan algorithm involves
a measurement of the signal strength of the reference channel of the adjacent cell. The received signal
strength of the adjacent cell reference channel is then adjusted by the ERP Bias value associated with that
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Bit 8 7 6 5 4 3 2 1
Octet 1 Link Management Entity Identifier = 42
Octet 2 Type = Cell Configuration (1)
Octet 3

Cell ID
(= Service Provider Network Identifier

+ Cell Number)
Octet 4
Octet 5
Octet 6
Octet 7 Face 0 Active Channel

Streams Area Color Code
Octet 8 Reference Channel
Octet 9 ERP Delta

Octet 10 RSSI Bias
Octet 11 Power Product
Octet 12 Max Power Level
Octet 13 Dedi-

cated Reserved
Octet 14 RF Channel Number 1

..... (RF Channel Numbers 2 to N-1)
Octet 2N+12 Dedi-

cated Reserved
Octet 2N+13 RF Channel Number N

Figure 5.26: Cell Configuration Message
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Bit 8 7 6 5 4 3 2 1
Octet 1 Link Management Entity Identifier = 42
Octet 2 Type = Channel Quality Parameters (2)
Octet 3 RSSI Hysteresis
Octet 4 RSSI Scan Time
Octet 5 RSSI Scan Delta
Octet 6 RSSI Average Time
Octet 7 BLER Threshold
Octet 8 BLER Averate Time

Figure 5.27: Channel Quality Parameters Message

cell23 . The resulting adjusted RSSI is compared against the received signal strength of the current cell. If the
comparison indicates the adjacent cell is preferred, themobile will need to perform a cell transfer procedure
to move to that adjacent cell.
So, what is a "reference channel" and why is it necessary? In the CDPD system, each adjacent cell may

use any one of approximately 300 RF channels. To scan all of them would be very time consuming. Given
the Cell Configurationmessage about the adjacent cells, amobile will need to scan the RF channels allocated
for CDPD use. However, since the CDPD channel may change RF channels to avoid voice communications
traffic, a scan action may miss the channel being used for CDPD data. The radio resource management
mechanism identifies a continuously transmitting RF channel located at the same CDPD base site. This
reliable RF signal allows the mobiles to quickly measure the signal strength from the specified adjacent cell.
Unfortunately, these continuously transmitting RF channels may be operating at a different power level
than the CDPD data channel it is used to represent. To allow the M-ES to account for this difference, an
adjustment value called the Effective Radiated Power Delta (ERP Delta) is associated with the reference
channel. After the mobile measures the signal strength of the reference channel, it subtracts the ERP Delta
value. The result is a good approximation of the signal strength of the actual CDPD data channel from that
base site.
The above answers the question as to why there is use a reference channel. It doesn’t explain what

a reference channel may be. The two characteristics a reference channel must have are that it must be
a continuously transmitting signal and that it must be co-located at the CDPD base site. Both of these
requirements may be met by either a dedicated CDPD data channel or a cellular telephone control channel.
Once the pertinent RF channel information is knownabout the possible adjacent channels, it is important

to ensure that the mobile devices perform the scans at a rate appropriate for the current cell. The Channel
Quality Parameters message (Figure 5.27)provides the necessary guidance to the mobile devices. The data
broadcast includes the following:
¥ RSSI Scan Time
¥ RSSI Scan Delta

23. The comparison is carried out according to the following formula:
If RSSI + RSSI Hysteresis > RSSI - ERP Delta + Bias
then stay in current cell, otherwise the current cell is not the "best".
The use of the RSSI Hysteresis value is discussed in a later section.
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¥ RSSI Hysteresis
¥ RSSI Average Time
¥ BLER Threshold
¥ BLER Average Time
First and foremost, the mobile must decide on a delicate balance between frequent channel assessment

and low overhead. However, without general knowledge about the cell topography and size, it is difficult
for a M-ES to define effective scan triggers. Typically an M-ES would scan for alternate channels if the
current channel’s signal deteriorates significantly. However, it was found that there are many cell layouts
where the channel’s signal does not drop significantly even when amobile hasmovedwell into the coverage
area of an adjacent cell. To handle this situation, a mobile must assess the adjacent channels periodically
regardless of the current channel’s signal history. What the network operator can provide with the Channel
Quality Parameters RSSI Scan Time and RSSI Scan Delta to direct the mobiles to use values appropriate for
each cell. For example, a cell that is small relative to the normal movement speed could have scan more
frequently - a smaller RSSI Scan Time. A cell that suffers from excessive RF shadowing effects should ignore
sudden fluctuations in signal strength - a larger RSSI Scan Delta.
The RSSI Hysteresis value is the amount of signal improvement that a M-ES must experience before it

moves to the alternate channel. This parameter is useful for network operators to alleviate excessive cell
transfers at some cell boundaries due to topography.
The RSSI Average Time parameter inform the mobiles on what length of time to average the signal

strength readings to achieve reliable measurements.
The remaining parameters direct the mobiles to search for an alternate RF channel when the current

signal, though strong, suffers from other channel degradation effects such as interference. These effects
appear as channel impairments that increase the block error rates. The BLER Threshold sets the percentage
block error rate that should be considered appropriate for operation within the current cell. The BLER
Average Time instruct the mobile device to take the average of block error performance over the specified
period of time.
The last message broadcast by the MDBS is the Channel Access Parameters message shown in Figure

5.28. This message contains the important parameters associatedwith theMediumAccess Control function.
Adjustment of these parameters for each cell may be necessary to account for cell size and traffic profile and
loading.
Once the mobile device has accumulated all this data, it observes the received signal strength of the

current signal. If the received signal strength changes by more than the RSSI Scan Delta value, it initiates
scanning of all the neighbor cells. If the received signal strength has not changed by more than the RSSI
Scan Delta for a period of time equal to RSSI Scan Time, it also initiates scanning of all the neighbor cells.
For each adjacent cell identified by the Cell Configuration messages received, the mobile assesses the

signal strength of the reference channel. The comparison between current cell signal strength and adjacent
cell signal strength is made. If the adjacent cell is considered to be a better cell, the mobile must initiate cell
transfer procedures. If the current cell is considered to be better than all neighbor cells, the mobile must
stay within the current cell.
This is a simple and logical algorithm to provide local mobility management.

5.11 Channel Hopping

In Section 5.3, wediscussed the sharing of the precious radio channel resource amongCDPDmobile devices.
In this sectionwe discuss the sharing of the radio resources by the CDPD network and the cellular telephone
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Bit 8 7 6 5 4 3 2 1
Octet 1 Link Management Entity Identifier = 42
Octet 2 Type = Channel Access Parameters (5)
Octet 3 Max Tx Attempts
Octet 4 Min Idle Time
Octet 5 Max Blocks
Octet 6 Max Entrance Delay
Octet 7 Min Count
Octet 8 Max Count

Figure 5.28: Channel Access Parameters Message

channel 1
channel 2
channel 3
channel 4

Voice calls

Figure 5.29: Cellular Channel Assignment

network.
The CDPDnetwork is designed to operate as an overlay on the existing cellular voice system. Figure 5.29

illustrates the AMPS cellular system as using a frequency based demand assignment reservation scheme.
As a call request is made, it is assigned to an available channel. The channel is freed on completion of the
call.
In order to ensure that a cellular call request can be serviced, cellular service providers deploy a large

number of radio channels at each cell site. Using queueing analysis and typical telephony traffic models,
cellular carriers attempt to engineer the radio channel layout to achieve a low blocking factor. The blocking
factor is the probability that no channels are available to service a new call request. Using the typical target
value of 2% blocking,24 theory shows that there would be significant excess channel capacity even during
the typical busy hour.
The CDPD system design exploits this characteristic and attempts to make use of this excess capacity.

Channel hopping is the concept of using the unused radio resource betweenvoice calls. In order to eliminate
the need to alter the voice system’s operation, the data channel is managed by moving or hopping among
the unused cellular channels. Figure 5.30 illustrates this operation. In effect, this is an attempt to "create" a
RF data channel out of otherwise unused and unusable radio resource.

24. Given the explosive growth of cellular subscribership, it is not always possible to maintain such a low blocking factor. Cellular
carriers are continually adding infrastructure, dividing cells, and other technologies to keep up with the demand.
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channel 1
channel 2
channel 3
channel 4

Voice calls

CDPD data traffic

Figure 5.30: Channel Hopping example

The CDPD system was designed as a transparent overlay on the cellular telephone network. As such,
the CDPD systemmust not rely on the cooperative programming of the voice equipment. In other words, it
must not require interaction with the cellular telephone infrastructure equipment to determine which radio
channels are appropriate for use. The CDPD infrastructure equipment must devise methods to create the
data channel.
The basic approach involves theMDBS tomove the data traffic to different channels over time in order to

avoid impacting voice traffic. This could be achieved through the MDBS "learning" the channel assignment
algorithm of the cellular system, and continually moving to the channel least likely to be assigned next.
This is known as a planned channel hop. Unfortunately, this involves much intelligence, since different
cellular manufacturers use vastly different algorithms for selecting the next (voice) channel assignment.
Futhermore, manufacturers may evolve their channel assignment algorithms and thus require even more
intelligent25 MDBSs to evolve along with them.
The unlikelihood of creating the perfect planned hop algorithm means there will be instances where a

voice call is assigned toa channel already occupied byCDPD data traffic. The CDPD specification addressed
this problem by requiring thatMDBSs use a device to sense the initiation of a voice call. This device, called
the Sniffer26 , continually monitors the RF channel for non-CDPD transmissions. When it detects a non-
CDPD transmission, it immediately27 terminates the CDPD transmission and moves the CDPD traffic onto
a different unoccupied channel. This is an unplanned hop.
The two channel hopping mechanisms are not without problems. The inefficiencies introduced by

a need to change frequencies and cause all the mobile devices to reacquire the new channel is obvious.
Unfortunately, there are other effects.
First, the CDPD forward channel is a continuously transmitting channel. As such, it adds energy to

the RF environment. Some of the cellular telephone infrastructure equipment continually monitors the RF
energy of the available channels. If it senses significant energy on any of its allocated channels for a set
minimum period of time, it declares that channel as noisy and prevents if from being used for voice calls.28
To ensure that the CDPD traffic channel doesn’t cause this type of "channel sealing," the CDPD channel
must hop very frequently, sometimes often enough to seriously impact the efficiency of the channel.
Second, the channel hopping concept was created with the promise of creating RF spectrum. However,

some researchers are skeptical about this claim. They have argued that in many cellular systems today,

25. AI experts within the cellular community started salivating.

26. What a name!

27. Within 40 milliseconds.

28. Instead of a sniffer, the MDBS is also a stinker.
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the limiting factor is interference. In their claims, the cellular system’s capacity will be reduced by the
addition of RF energy into the system, regardless of whether it is stealing time between calls or not. In
their presentations, they claim that a hopping channel will cause the same capacity reduction impact as
dedicating a single channel for use by CDPD.
Finally, it should be noted that the ability to operate in a "hopping mode" relies on the assumptionof low

voice channel blocking rates. With the rapid growth of cellular adoption in the early 1990’s, this assumed
condition is often not met, especially in environments that are attractive to cellular voice usage, such as
busy highways and airports. When the voice channel blocking rates rise significantly above about 5% or
so, the hopping algorithms are unable to find a vacant channel to run on and the CDPD channel goes into
a temporarily quiescent state. When this occurs, mobiles are forced to either find another channel or drop
their virtual connection (and any running applications).
The specification team felt that these considerations placed important questions on the validity of the

channel hopping approach. However, the field trial did provide some level of proof that the concept is
usable. Furthermore, it was an important mechanism that was conceptually well accepted by the cellular
carriers in terms of limiting the impact on their voice operations.
As of this writing, someCDPD service providers have trial channel hopping sites. These have operated

well in periods of light voice traffic. However, current usage has been low and the true effectiveness of
channel hopping will not be tested until CDPD traffic increases. It is worthwhile to note that many of the
CDPD service providers have decided to operate with dedicated CDPD channels.

5.12 Circuit Switch Cellular Digital Packet Data

The astute reader may object to the title of this section. It seems inappropriate to fashion a title that contains
circuit switch concepts with a packet data network! Furthermore, what is this topic doing in a section of
network access? This strange marriage of the two technologies is discussed in this section.
In 1995, a fewmembersof theCDPD Forumsawanopportunity to add to theCDPD SystemSpecification

through the definition of a new complementary service. The thought was that if CDPD services could be
available through the existing cellular voice telephone connections, the requirement for nationwide coverage
would be instantly realized.
With the goal of developing a complementary standard to allow mobile devices to access the CDPD

network through cellular voice telephone circuit switched connections, the group examined the CDPD
system architecture. It became quickly obvious that the layered communications architecture has provided
a great flexibility to accomplish this29 .
The development team examined the CDPD system architecture on a layer by layer basis. The resultant

architecture shown in Figure 5.31 is based on the following considerations.
The physical layer was first examined. There really wasn’t much to decide here. Since the intent is to

make use of the cellular telephone voice channel, the GMSK modulation scheme cannot be used without
changes. Furthermore, since there are already cellular modem devices available, with mass manufactured
chip sets, it makes much more sense to rely on that technology. All through the design of CDPD, the
philosophy has been to define new technology only when necessary. The development team wisely chose
to use the developments of the cellular telephone modem industry.
The data link layer in CDPD is divided into two sub-layers, the Medium Access Control sub-layer and

the Logical Link Control sub-layer. In the Circuit Switch CDPD system, the use of individual circuits for
29. We have often heard that a layered communications architecture design is important. However, the development of CS CDPD

is concrete proof that such design techniques are valid and useful.
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Circuit Switched CDPD Components
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Figure 5.31: Circuit Switched CDPD Components

each mobile means that there is no sharing of the RF channel in use. As such, there is no need for a Medium
Access Control function30 .
The Logical Link Control function is responsible for establishment and management of a point-to-point

connection between the CS CDPD mobile device and the CS CDPD network. The basic requirements of this
layer include:
¥ Reliable delivery of data frames
¥ Sequenced delivery of data frames
¥ Link establishment and disconnection
Much of these requirements are already satisfied by the typical modern daymodem equipment. Current

modem technologies typically include end to end protocols and procedures to provide error detection and
correction, call establishment and disconnection. However, the development team identified additional
control parameters that are necessary for efficient operation within the CDPD network. These additional
functions are used to ensure transparent operation to the mobile user and efficient use of the RF channel.
The requirements were extensive enough to require the establishment of the Circuit Switch CDPD Control
Protocol (CSCCP31 ) to beused on topofwidely available reliablemodemprotocols. The CSCCP is discussed
in greater detail in the next section.
Above the data link layer, there is the Network Layer. The lower sub-layer of the Network Layer is the

Subnetwork Dependent Convergence Function. The SNDCF is specifically defined to address mismatch
in service requirements of the Network Layer and service characteristics of the Data Link Layer. In the
early stages of CS CDPD system design, there were considerations to alter the CDPD SNDCP. However,
as the system design progressed, it became obvious that the SNDCP need not be modified. Some minor
adjustments in terms of maximum frame size may have provided some efficiency gains, but general con-
census was reached that such gains were small and may make implementation of dual mode devices more
complex. SNDCP is not changed.
Since the SNDCP is not changed, protocols at the Network Layer and above are also unchanged. This

30. To be exact, the system makes use of the cellular telephone system’s frequency based demand assigned multiple access scheme.

31. It is usually of concern when we have to resort to acronyms of acronyms!
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ensures transparency of application operation between CDPD and CS CDPD32 .

5.12.1 Circuit Switch CDPD Control Protocol

The purpose of the Circuit Switch CDPD Control Protocol is to provide the services necessary to maintain
efficient CDPD mobility management function on circuit switched data modem technology. The goals for
this protocol are:
¥ Use of circuit switched connection
¥ Efficient use of circuit switched technology
¥ Continual connection to network
¥ Efficient circuit switched backbone connections
¥ Robust connection
To address these design goals, the specification team developed the following CS CDPD messages:
¥ Connection Request
¥ Connection Response
¥ Reconnection Request
¥ Reconnection Response
¥ SNDCP Data Packet
¥ SNDCP Unitdata Packet
¥ Link Reset
¥ Link Reset Acknowledge
The use of these message to achieve the design goals may best be illustrated through examples of

connection events. The events presented include the following:
¥ Initial connection (by the mobile)
¥ CS CDPD M-ES initiated reconnection
¥ CS CDPD MD-IS initiated reconnection
¥ Redirection
¥ Redirection with override
¥ Link Reset

Initial Connection

The CS CDPD connection begins with the connection request by the mobile device. Within the CS CDPD
specifications, the mobile device is called the CS CDPDMobile End System or CM-ES. Just as in CDPD, the
CM-ES must initiate the connection.
The CM-ES starts by selecting a dial code from the list programmed into the device by the service

provider. Using an appropriate dial code, the CM-ES establishes a circuit switched data connection. The

32. Isn’t layering wonderful!
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Figure 5.32: CM-ES Initial Connection

peer end point of this circuit is the CS CDPD MD-IS or CMD-IS. The CM-ES then sends a Connection
Request message carrying the following parameters:
¥ CM-ES Equipment Identifier
¥ V.42bis data compression parameters
¥ Duration time
¥ Cellular System Identifier (AMPS System ID)
¥ Dial code
The CMD-IS responds with a Connection Responsemessage containing the following parameters:
¥ CMD-IS Identifier
¥ Service Provider Network Identifier (SPNI)
¥ Wide Area Service Identifier (WASI)
¥ V.42bis compression parameter response
¥ Result code
This exchange of messages (see Figure 5.32) allows the CM-ES and the CMD-IS to identify themselves to

each other and establish compression negotiation parameters. In addition, the CM-ES informs the CMD-IS
of the dial code to use in order to contact the CM-ES.
Once a successful connection has been established, the CMD-IS initiates the exchange of encryption

keys. From this point forward the communications process proceeds as in staandard CDPD.
This interchange of messages achieves the first goal of establishing a circuit switched connection.

CM-ES Initiated Reconnection

After the connection has been established, data transfer between the CM-ES and the network proceeds.
For most connections, there are periods of inactivity. On a circuit switched connection, these periods are
wasteful since the link cannot be shared by other devices. To account for this data traffic characteristic, the
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SNDCP CSCCP Data Link Data Link CSCCP SNDCP
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Figure 5.33: CM-ES Initiated Reconnection

CM-ES disconnects after a predetermined idle period and suspends the data link connection.
When the CM-ES has data to send after having disconnected, it must initiate reconnection procedures.

This is accomplished by the CM-ES selecting an appropriate dial conde and establishinga circuit connection.
However, unlike the initial connection, the CM-ES sends a Reconnection Request message (see Figure
5.33)which contains only the CM-ES Equipment Identifier (EID). This EID allows the CMD-IS to quickly
ascertain this to be a reconnection by a previously connected device. There is therefore no need to repeat the
exchange of data compressionparameters andAMPS systemID. The CMD-IS respondswith aReconnection
Response carrying the CMD-IS ID. This allows the CM-ES to quickly confirm that it has reconnected to the
same CMD-IS.
Once the reconnectionmessageexchangehasbeen successful, the twopeer entities resume the suspended

data link connection.
The only other deviation from the CDPD system is the use of an End System Query message to force

the exchange of registration data and authentication credentials. This is an added precaution to avoid
fraudulent access.
This procedure achieves the second goal of efficient use of the circuit switch technology. There is no

need to keep the circuit switched connection active when there is no data to transfer.

CMD-IS Initiated Reconnection

After the data link is disconnected due to an extended idle period, it is possible that the network needs to
deliver data to the CM-ES. In the usual circuit switch connection scenario, this is not possible. The mobile
user must periodically "check-in" for data. However, the CS CDPD designers wanted to offer connection
service similar to CDPD. In which case, the network must be able to initiate reconnection to the CM-ES.
One of the optional parameters provided by the CM-ES during intial connection is a dial code. This dial

code is to be used when the network wishes to initiate reconnection. Therefore, when the CMD-IS has data
to send to the CM-ES, it establishes a circuit switch connection using the earlier supplied dial code. Once
connected, the CMD-IS sends a Reconnection Request message (see Figure 5.34)containing the CMD-IS ID.
If the CM-ES finds the CMD-IS ID acceptable, it responds with a Reconnection Response containing the
CM-ES ID. Once again, the two peer entities resume the suspended data link connection. The End System
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Figure 5.34: CMD-IS Initiated Reconnection
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Figure 5.35: Redirect to Local Modem Bank

Query is sent by the CMD-IS to cause registration and authentication.
The procedure achieves the third goal of allowing the CM-ES to be logically continually connected to

the network without the need to maintain the circuit switch link.

Redirection

Due to the mobile nature inherent in CDPD devices, it is possible that a CM-ES relocates to an area where
the dial code normally used is not the optimal path through the infrastructure. This can result if the service
provider has a local point of presence through a local modem bank (see Figure 5.35), or that the service
provider has an alternate CMD-IS at the local system (see Figure 5.36).
In these cases, it may be more efficient for the mobile to use the a different set of dial codes to access the

network. This is provided for in the CSCCP through the Redirect result code.
The procedure occurs on the initial connection request. The CM-ES proceeds with an initial connection
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Figure 5.36: Redirect to Local CMD-IS

request but the CMD-IS responds with a Connection Response message containing the optional parameter
to indicate a Redirect directive. Along with that directive, a list of alternate dial codes is provided.
The CM-ES, barring other problems, disconnects from the CMD-IS and attempts to re-initiate connection

requests with one of the new dial codes. If for some reason the new dial codes are not operational, the
CM-ES may retry the connection with the original dial code and issue a Redirect Override indicator. If the
CMD-IS cannot accept any connection requests, it may issue a Forced Redirection command.
This procedure allows the service provider to instruct the mobile device to access the network at the

most efficient point of presence.

Robust Connections

Even though the CS CDPD systemhas been built on using reliable data transfermechanisms available from
current modem technologies, errors may rise from various internal connection points. To address these
errors, the CS CDPD specification included an error recovery mechanism.
The mechanism is achieved in two steps. First, the data transfered is contained in the CSCCP SNDCP

Data Packets. Thesemessages contain both a simple checksum and a sequence number. The receiver of each
message verifies the checksum. If a checksum failure is detected, the link is reset by the receiver issuing a
Link Reset message (see Figure 5.37). This Link Reset message contains the sequence number of the failed
packet. The peer entity then responds with a Link Reset Acknowledge packet containing its next expected
sequence number. Once the Link Reset message and the Link Reset Acknowledge messages are exchanged,
the two entities reset their sequence numbers to 0 and restart the exchange of SNDCP Data packets from
the point of the failure.
This procedure corrects the small residual error probability of the link.

5.13 Summary

This chapter has presented the CDPD network accessmechanism. TheMediumAccess Control and Logical
Link Control protocols and procedures were described, as was the Subnetwork Dependent Convergence
function and Radio Resource Management in CDPD systems. A brief discussion of the Circuit Switched
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Figure 5.37: CSCCP Link Reset Procedure

CDPD system concept and protocols was also presented as an important extension to the packet-switched
native mode of operation.
Our goal in this discussion was to provide the reader with some insight into how the CDPD devices (M-

ES and CM-ES) access the network and maintain a connection. Now that we have presented the basic data
carriage capabilities of CDPD, we shall next move on to CDPD support services, beginning with security
features.
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Chapter 6

Mobile Data Network Security

Even a paranoid can have enemies.

–Henry Kissinger, Time, January 24, 1977.

In this chapter we first provide the necessary background on security, oriented towards internetwork
mobility. The security services provided by CDPD are discussed next. Although we begin our discussion
with a general description of security concepts and issues, it is not our intention to provide a complete
description of security technology. Rather, our objective in this chapter is toprovide background information
about security issues in the mobile WAN in general and CDPD in particular.
Security is a highly specialized field with its own well defined terminology, structure and discipline.

Much of the background information presented in this section is based on Security Architecture of OSI
Reference Model and Authentication Framework of X.509. For readers interested in more formal and
detailed discussions of security technology, excellent presentations can be found inworks such as [KAUF95].
We close this chapter with a discussion of CDPD’s security considerations.

6.1 Introduction

No discussion of wide area networks would be complete without including security issues. It seems as if
every publication of industry trade magazine contains one or more articles on recent security breaks. As
long as bad guys want to break into systems for fun and profit, security is likely to remain an important
system architectural consideration.
What is security? [ISO7498-2] defines security to be the minimization of vulnerabilities of assets and

resources, such as information and software. Information in this definition includes data supporting the
security measures themselves, such as passwords and encryption keys. A security vulnerability is any
weakness that could be exploited to violate a system or the information it contains.
The possibility of such an exploitation is called a threat. This potential violation of security - resulting in

destruction, theft or loss, or disclosure of information, or interruption of services - can be either intentional
or accidental. Accidental threats can be caused by things like software bugs or systemmalfunctions.
Threats can be further categorized as being either passive or active. A passive threat would be some-

thing like wiretapping, in which the system operations and services provided to users remain unaffected.
However, there are usually ramifications to this activity which are experienced at a later time, usually away
from the threatened system.

181

Ex.1016.00197



182 CHAPTER 6. MOBILE DATA NETWORK SECURITY

Active threats are things like malicious changes to a system’s routing tables or user data. Typically the
consequences of an active threat are more directly associated with the threatened system.
An intentional threat - either active or passive - which is realized is referred to as an attack. An attack

may result in service disruption, modification ofmessagesor data, or unauthorized access andmasquerade.
Wide area networks are subject to more security threats because of their exposure relative to more

contained systems. If these WANs are public networks, available to a wide unrestricted user base, their
exposure is increased due to keymanagement and authentication issues. Mobility adds a further dimension
of security risks because of the lack of physical security inherent to these systems.

6.2 Security Policy

Attentive readers will note that the definition of security calls for minimization rather than elimination of
system vulnerabilities. This is because perfect technical security, like perfect physical security, is simply not
possible.
Every system has security vulnerabilities - ways in which system security can be compromised. Elim-

inating all such security risks is generally quite difficult and expensive. Trying to do so is tantamount to
overkill - the expense of protecting a system exceeds the value of what is being protected.
A far more reasonable security objective is to make the cost of an attack high enough to discourage such

an attackattack. Raise the bar high enough that making an attack is not worth the price. In this sense, the
decision to secure (attack) or not secure (attack) a system is reduced to a cost-benefit analysis by (both) the
system owner (and the cracker1 ).
From a cracker’s perspective, the cost-benefit analysis is essentially the inverse of that for the system

owner/operator. We prefer to adopt the analysis of the system operator:
1. Identify the vulnerabilities of the system.
2. Analyze the likelihood of threats carried out exploiting these vulnerabilities.
3. Assess the consequences of the realization of each potential threat.
4. Estimate the cost of each such attack.
5. Estimate the cost of potential countermeasures designed to thwart each such attack.
6. Select those countermeasures which can be justified by a cost-benefit analysis. The collection of such

countermeasures collectively constitutes the security system.
Thus, determining a security policy for a system consists of identifying the types of potential threats, the

mechanisms for confronting these threats and the costs associatedwith such mechanisms. A security policy
defines those mechanisms whose implementation singly or in combination provides adequate security at a
reasonable cost. Absolute security is not the goal - the cost of securing a system is as important as the risk
of not securing it in a security policy.
A security policy is not static. Technology advances and with it, the bad guys. What was once secure

will not be secure tomorrow - increases in computing speed and cryptanalysis algorithms allow crackers to
steadily advance their ability to break into systems. Security mechanisms must similarly advance to stay at
least one step ahead. System security is a moving target.

1. We share the sentiment expressed in [KAUF95] that "hacker" should be reserved for master programmers who are honest.
"Cracker" is a derivative from "safe cracking," romanticized in print and reel, which is unfortunate.
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6.3 Security Threats

In any computing or communication system, there are entities - people, applications, programs, etc. - which
are authorized to use the system. Authorization is specific to both the entity and the actions of that entity
such as accessing data. I can withdraw money from my bank account at an ATM2 , but I am not authorized
to withdraw from someone else’s account.
Attacks on a system can be categorized as insider or outsider attacks. Insider attacks involve legitimate

users of the systembehaving in an unintended or unauthorizedmanner. When I attempt towithdraw funds
from someone else’s account at the ATM, I am conducting an insider attack on the system. Most serious
security threats seem to be from insiders, which is reminiscent of the old Pogo comic strip conclusion "we
have met the enemy and it is us!"
Outsider attacks are conducted by non-legitimate users of the system. If I try to access funds at another

bank (at which I have no account) at the ATM, I am likely conducting an outsider attack.
The most common types of attacks are summarized as follows:
1. Masquerade: This is when an entity pretends to be a different entity. For instance, authentication

sequences can be captured and replayed after a valid authentication sequence has taken place. In this
way, the capturing entity assumes the identity of the entity whose authentication was compromised. A
masquerade is thus usually used with some other form of active attack.
2. Replay: This occurs when a message, or part of a message, is repeated to produce an unauthorized

effect. For example a valid message containing authentication sequences can be replayed by another entity
in order to authenticate itself (as something that it is not).
3. Modification of messages: This occurs when the content of a data transmission is altered without

detection and results in an unauthorized effect, as when, for example, a message "Allow Karen Jones to
read confidential file ’accounts’ "is changed to "Allow Tim Smith to read confidential file ’accounts’".
4. Denial of service: This occurs when an entity fails to perform its proper function or acts in a way

that prevents other entities from performing their proper functions. Examples are general, or targeted
suppression of messages and/or traffic, or generation of extra traffic or messages intended to disrupt the
operation of the network.
5. Trapdoor: When an entity of a system is altered to allow an attacker to produce an unauthorized

effect on command or at a predetermined event or sequence of events, the result is called a trapdoor. An
example is modification of the password validation process so that, in addition to its normal effect, it also
validates an attacker’s password.
6. Trojan Horse: When introduced to a system, a Trojan horse has an unauthorized function in addition

to its authorized function. A relay that also copies messages to an unauthorized channel is a Trojan horse.

6.4 Security Services andMechanisms

Having identified the relevant security threats to a system, the system operator can apply various security
services and mechanisms to confront these threats and implement a desired security policy. In this section
we provide a general description of such services and techniques. The science behind these methods is
researched and developed as part of the broad discipline of Cryptography. Cryptography embodies the
mathematical principles, means, and methods for the transformationof data in order to hide its information
content, prevent itsundetectedmodification, and/or prevent itsunauthorizeduse. Cryptographic functions

2. Automated teller machine, not a much-hyped link layer protocol.
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may be used as part of encipherment, decipherment, data integrity, authentication exchanges, password
storage and checking, etc. to help achieve confidentiality, integrity, and/or authentication.
The following subsections summarize some key security services and mechanisms.

6.4.1 Encipherment and Data Confidentiality

Encipherment is a security mechanism that involves the transformation of data into some unreadable form.
Its purpose is to ensure privacy by keeping the information hidden fromanyone forwhom it is not intended,
even those who can see enciphered data. Decipherment is the reverse of encipherment. That is, it is the
transformation of encrypted data back into some intelligible form. Encipherment which is performed on
cleartext (intelligible data) to produce ciphertext (encrypted data whose semantic content is not available).
The result of decipherment is either cleartext, or ciphertext under some cover.
Encipherment can provide confidentiality of either data or traffic flow information and can play a part

in, or complement other security mechanisms.
Encipherment and Decipherment require the use of some secret information, usually referred to as a

key, which directs specific transformations. This is one of two cryptovariables used: The other is the
initialization variable, which is sometimes required to preserve the apparent randomness of ciphertext.
Encipherment techniques can be symmetric or secret key, where knowledge of the encipherment key

implies knowledge of the private decipherment key and vice versa, or asymmetric. In asymmetric algo-
rithms, generally one key is called public (because it is publicly available), while the other is called private
(because it is kept secret). Once a private key has been compromised, the system (or at least the use of that
private key) is no longer secure. Both encipherment techniques are used to provide the data confidentiality
service.
Modern cryptographic systems also providesmechanisms for authentication, for instance throughdigital

signatures that bind a document to the possessor of a specific key, or digital timestamps which bind a
document to its creation at a given time. In general the existence of an encipherment mechanism implies
the use of a key management mechanism.

Public Key Cryptography

Figure 6.1 illustrates a simple public key cryptographic system that provides data confidentiality. When
Alice wishes to send a secret message to Bob, she looks up Bob’s public key in a directory, uses it to encrypt
the message, and sends it off. Bob then uses his private key to decrypt the message and read it. No one
listening in can decrypt the message. Anyone can send Bob an encrypted message but only Bob can read it.
Clearly one requirement is that no one can figure out the private key from the corresponding public key.

6.4.2 Digital Signatures

Digital signature is the process of binding some information (e.g., a document) to its originator (e.g., the
signer).
The essential characteristic of a digital signature is that the signed data unit cannot be created without

using the private key. This means that
1. The signed data unit cannot be created by any individual except the holder of the private key.
2. The recipient cannot create the signed data unit.
3. The sender cannot deny sending the signed data unit.
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Figure 6.1: A Public Key Cryptographic System (PKCS)

Therefore, using only publicly available information–the public key–it is possible to identify the signer
of a data unit as the possessor of the private key. It is also possible to prove the identity of the signer of the
data unit to a reliable third party in case of later conflict.
Thus, a digital signature attests to the contents of a message, as well as to the identity of the signer. As

long as a secure hash function (a function that is easy to compute in one direction than the oppositedirection)
is used, one cannot take away a person’s signature from one document and transpose it on another one, or
alter a signed message in any way. The slightest change in a digitally signed documentwill cause the digital
signature verification process to fail. However, if a signature verification fails, it is in general difficult to
determine whether there was an attempted forgery or simply a transmission error.
In short, a digital signaturemechanism involves the twoprocedures of signing a data unit, and verifying

the signed data unit. The former process uses information which is private (i.e. unique and confidential)
to the signer. The second process uses procedures and information which are publicly available but from
which the signer’s private information cannot be deduced.
Figure 6.2 illustrates a digital signature mechanism. To sign a message, Alice appends the information

she wishes to send to an enciphered summary of the information. The summary is produced by means
of a one-way hash function (h), while the enciphering is carried out using Alice’s secret key (E). Thus the
message sent to Bob is of the form:
X info = info + Xs[h(info)]
The encipherment using the secret key ensures that the signature cannot be forged. The one-way nature

of the hash function ensures that false information, generated so as to have the same hash result (and thus
signature), cannot be substituted.
In his turn, upon receipt of Alice’s message, Bob verifies the signature by applying the one-way hash

function to the information, and comparing the result with that obtained by deciphering the signature using
the public key of Alice. If these two are the same, it is verified that Alice is the "true" sender of the message.
It should be clear and imperative that for the authentication to be performed correctly, both Alice and Bob
must be using the same hash function.
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Figure 6.2: A Digital Signature Mechanism

6.4.3 Authentication

Authentication is defined by [KAUF95] as "the process of reliably verifying the identity of someone (or
something)".
Authentication can be "One-Way" or "Two-Way."3 Each of these is described below.
¥ One way Authentication: Involves a single transfer of information from one user (A) intended for

another (B), and establishes the following:
¥ the identity of A and that the authentication token was generated by A;
¥ the identity of B and that the authentication token was intended to be sent to B;
¥ the integrity and originality (the property of not having been sent two or three times) of the authenti-

cation token being transferred.
¥ Two-way Authentication: Involves, in addition, a reply from B to A and establishes, in addition, the

following:
¥ that the authentication token generated in the reply was actually generated by B and was intended to

be sent to A;
¥ the integrity and originality of the authentication token sent in the reply;
¥ (optionally) the mutual secrecy of part of the tokens.
Corroboration of identity is often established by demonstrating the possession of a secret key. Authen-

tication may be accomplished by applying symmetric or asymmetric cryptographic techniques.
When using private keys (symmetric) corroboration of identity is often based on a "shared secret."
When using public keys (asymmetric), authentication is accomplished based on digital signatures and

digital timestamps. Since the digital signature binds the possessor of the private key with a document and
the timestamp can be verified to protect against replays, corroboration of identity can be established by

3. Also called bilateral authentication.
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combining digital signature and a timestamp.

6.4.4 Traffic Flow Confidentiality

Cryptographic protocols are designed to resist attacks and also, sometimes, traffic analysis. A specific traffic
analysis countermeasure, traffic flow confidentiality, aims to conceal the presence or absence of data and
its characteristics. This is important because knowledge of the activity can be as useful to the bad guys as
the content of the activity itself.
If cyphertext is relayed, the address must be in the clear at the relays and gateways. If the data are

enciphered only on each link, and are deciphered (and are thus made vulnerable) in the relay or gateway,
the architecture is said to use link-by-link confidentiality (or encipherment). If only the address (and
similar control data) are in the clear in the relay or gateway, the architecture is said to use end-to-end data
confidentiality (or encipherment). End-to-end encryption is more desirable from a security point of view,
but considerably more complex architecturally.
Furthermore, traffic padding can be used to provide various levels of protection against traffic analysis.

This mechanism can be effective only if the traffic is protected by a confidentiality service.

6.4.5 Data Integrity

Data integrity is the property of data which has not been altered or destroyed in an unauthorized manner.
It is achieved via a calculated cryptographic checkvalue. The checkvalue may be derived in one or more
steps and is a mathematical function of the cryptovariables and the data. These checkvalues are associated
with the data to be guarded. If the checkvalue ismatched by the value calculated by the data recipient, data
integrity is assumed.
Two aspects of data integrity are: the integrity of a single data unit or field, and the integrity of a stream

of data units or fields. Determining the integrity of a single data unit involves two processes, one at the
sender, and the other at the receiver. The sender appends to the data unit a quantity which is a function of
the data itself. This quantity may be supplementary information such as a block code or a cryptographic
check value and may itself be enciphered. The receiver generates a corresponding quantity and compares
it with the received quantity to determine whether the data has been modified in transit.
Protecting the integrity of a sequence of data units (against misordering, losing, replaying, and inserting

or modifying the data) requires additionally some form of explicit ordering such as sequence numbering,
time stamping, or cryptographic chaining.

6.4.6 Key Management

Keymanagement encompasses the generation, distribution, and control of cryptographic keys. It is implied
by the use of cryptographic algorithms. Important points to be considered are:
1. The use of a lifetime based on time, use, or other criteria, for each key defined, implicitly, or explicitly.

The longer a key’s lifetime, the greater the probability that the key will be compromised by the bad guys.
2. The proper identification of keys according to their functions so that they are used only for their

intended function. The greater the key’s exposure (to multiple applications) the greater the probability that
the key will be compromised.
3. Physical distribution and archiving of keys. This is both a logistics and security issue, especially in

distributed systems such as WANs.
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Points to be considered concerning key management for symmetric key algorithms include:
1. The use of a confidentiality service in the key management protocol.
2. The use of a key hierarchy ("flat" hierarchies using only data-enciphering keys, multilayer key

hierarchies, etc.)
3. The division of responsibilities so that no one person has a complete copy of an important key.
For asymmetric key management, confidentiality services are used to convey the secret keys. Addition-

ally an integrity service (or a service with proof of origin) is needed to convey the public keys.

6.4.7 Access Control

Access control mechanisms are used to enforce a policy of limiting access to a resource to only those
users who are authorized. These techniques include the use of access control lists or matrices, passwords,
capabilities, and labels, the possession of which may be used to indicate access rights.

6.4.8 Network Layer Security Considerations

Network Layer Security Protocol (NLSP)

NLSP is an international standard that specifies a protocol to be used by end systems and intermediate
systems in order to provide security services in the network layer. It is defined by ISO 11577. Much of the
material appearing here is from the American National Standards Institute (ANSI) which is the official U.S.
representative to ISO.
NLSP specifies a series of services and functional requirements for implementation. The services, as

defined in ISO 7498-2 are:
¥ peer entity authentication.
¥ data origin authentication.
¥ access control.
¥ connection confidentiality.
¥ connectionless confidentiality.
¥ traffic flow confidentiality.
¥ connection integrity without recovery (including data unit integrity, in which individual SDUs on a

connection are integrity protected).
¥ connectionless integrity.
The Procedures of this protocol are defined in terms of:
¥ requirements on the cryptographic techniques that can be used in an instance on this protocol.
¥ requirements on the information carried in the security association used in an instance of communica-

tion.
Although the degree of protection afforded by some security mechanisms depends on the use of some

specific cryptographic techniques, correct operation of this protocol is not dependent on the choice of any
particular encipherment of decipherment algorithm that is left as a local matter for the communicating
systems.
Furthermore, neither the choice nor the implementation of a specific security policy are within the scope
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of this international standard. The choice of a specific security policy, and hence the degree of protection
that will be achieved, is left as a local matter among the systems that are using a single instance of secure
communications. NLSP does not require that multiple instances of secure communications involving a
single open systemmust use the same security protocol.
NLSP supports cryptographic protection either between End Systems (and in this case resembles the

Transport Layer Security Protocol - TLSP) or between Intermediate Systems that are located at the borders of
security domains. This latter aspectmakesNLSPquite appealing to thosewhowould like toprovide security
services not by securing each and every system in a domain but by forcing all external communications
to transit through a small set of secure systems (assuming that communications within the domain need
no security services). In this sense, one can see NLSP as supporting (at the domain level) administrative
policies (mandatory security) while TLSP is more tuned towards discretionary communication policies.

6.5 CDPD Security

The CDPD network is a public commercial wide area mobile data communications network. As such,
services must be available, which provide security for both the subscriber and the network service provider.
In many respects, CDPD represents a worst case scenario of security challenges, which must be met for
commercial viability.

6.5.1 CDPD Security Design Goals and Tradeoffs

Both the CDPD service provider and the subscriber have a stake in the security of the system. For the
CDPD service provider, it is imperative that fraudulent use of the network be minimized. This is addressed
through Mobile End System (M-ES) authentication services.
For the CDPD subscriber, it is important that communications be protected from casual eavesdropping.

This threat is particularly bothersome on the airlink because of lack of physical security. In the CDPD
network, data link confidentiality is provided through encryption of subscriber data over the airlink.

Security Functions Supported

The security services provided across the CDPD airlink support the following security functions for all
subscribers:
¥ Data Link Confidentiality
All information contained in the information fields of SN-Data PDUs4, including the network entity

identifiers5 or NEIs of M-ESs, is transmitted across the airlink in an encrypted form, once secret keys have
been determined.
¥ M-ES Authentication
Each NEI used by the M-ES is separately authenticated by the CDPD network to ensure that only the

authorized possessor of the NEI is using the NEI.
¥ Key Management

4. Subnetwork data protocol data units.

5. NEIs are most commonly IP addresses.
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All secret keys required to operate the encryption algorithms supporting the first two functions are
managed by the CDPD network.
¥ Upgradeability
The CDPD network can support upgrade or replacement of the algorithms used to support the first

three functions.
¥ Access Control
The CDPD network can support restrictions on access by or to different NEIs, such as restrictions by

location, screening lists, and so on. Access control is not specifically an airlink function and is under control
of the home MD-IS for an NEI.

Security Functions Not Supported

The security services across the CDPD airlink do not support any other security functions, including the
following:
¥ Bilateral Authentication
The security services do not validate the CDPD network to the M-ES across the airlink. The security

services do not support bilateral authentication of the NEIs of the source and destination network entities.
¥ End-to-end Data Confidentiality
The security services do not provide end-to-end data confidentiality. They only provide data confiden-

tiality over the airlink.
¥ Data Integrity
The security services do not provide protectionagainstmodification of encrypted data transmittedacross

the airlink.
¥ Non-repudiation
The security services do not provide protection against repudiation of commitments entered into by a

user of the security services.
¥ Traffic Flow Confidentiality
The security services do not provide protection against monitoring of the volume of data exchanged by

users of the security services.
Users of the airlink security services who require any of these other security services must provide them

by other means.

6.5.2 CDPD Authentication

Since the CDPD system is public data network, there is always concern regarding network security. The
greatest concern is in theareaofnetwork integrity fromfraudulentusers. TheNEIauthenticationmechanism
provides a method of conducting a validity check during the registration process.
In CDPD, authentication procedures are defined to validate theNEI claimed by eachM-ES at registration

time. These procedures are modelled as being performed by a Mobile Network Registration Protocol
(MNRP) Management Entity (MME). An MME is resident in each M-ES and also in the MD-IS.
In the event that an M-ES is implemented with separable Subscriber Identity Modules (SIMs), the

authentication functionality in theM-ES is supported in the SIM.We stress that it is the network layer entity
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(NEI) which is authenticated, not the physical device (EID)!

Authentication Process

The authentication procedure is an integral part of the NEI registration process. The process is started
immediately after link encryption is established but prior to transfer of user data. This ensures that the
authentication parameters are protected from casual eavesdropping and that user data is exchanged with
the bona fide user.
In the authentication process, each M-ES maintains two variables for each NEI which may be authen-

ticated. These are the Authentication Sequence Number (ASN) and the Authentication Random Number
(ARN). The triplet formed by the NEI, the ASN and the ARN forms the authentication credentials for the
NEI.
Whenever an M-ES registers an NEI on the CDPD network, it transmits the NEI’s current credentials

over the encrypted link. On receipt of theM-ES’s credentials, the servingMD-IS forwards them to the home
MD-IS using the Mobile Network Location Protocol. The home MD-IS compares these credentials with the
expected values for this NEI.
If the credentials are verified, the homeMD-IS informs the serving MD-IS of the authentication success.

In addition, the homeMD-IS may optionally generate a new ARN, increment the ASN, and return the new
credentials to the M-ES via the serving MD-IS.
If the credentials received from the M-ES are found to be invalid, the home MD-IS informs the serving

MD-IS of the authentication failure. In this instance, the serving MD-IS refuses the registration attempt by
the M-ES, denying service to the M-ES.
This may be the result of a mobile device malfunction, network infrastructure malfunction, or a fraudu-

lent unit attempting to access the network. The network service provider must then deal with the discrep-
ancy. If the network service provider is aware of a system failure that may have caused the mismatch of
credentials, it may decide to allow the service to the mobile despite the lack of ARN validation. This would
be a choice to ensure that a valid customer does not perceive a disruption in the service.
Aside from the authentication exchanges that result from M-ES registration attempts, authentication

exchanges may be initiated by the serving MD-IS at any time. This mechanism allows the network to
periodically verify the credentials of any M-ES, through a challenge-response process.
In the event that the authentication exchange is not completed, the M-ES can use the immediately

preceding credentials to register an NEI. This fallback capability is important in a mobile environment.

Authentication Philosophy

The basic concept of CDPD’s authentication mechanism relies on the network verifying the mobile unit’s
knowledge of a shared "truth." This truth, or authentication credentials, is generated by the network and
is assigned to a mobile network address. At any time, if the network wants to validate the mobile unit, it
challenges the mobile device to divulge its assigned authentication credentials. Only mobile devices that
respond with the correct authentication credentials are considered valid.
M-ES authentication is also based on the notion of establishing a shared historical record of all inter-

actions between the M-ES and the network. This use of a historical concordance protects against theft of
permanent authentication parameters, which would be more difficult to detect. It also provides a fallback
capabilitywhenever the authentication process is interrupted, resulting in an inconsistency in authentication
parameters.
The specification team recognized that such authentication credentials have a finite lifetime. If a mobile
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unit’s authentication credentials were static over time, the secret could be copied and used to mimic the
valid unit. To prevent this, the CDPD specification team defined the ability for the CDPD network to either
periodically or at the service provider’s discretion, update a mobile unit’s authentication credentials. In
this way, any particular authentication credential only has value during the period of time deemed useful
by the network operator.
However, the CDPD specification team recognized the possibility of legitimate instances causing the

authentication data to be out of synchronization. For example, if the network sent an ARN update to the
mobile device just as the subscriber turned off the power to the unit, there is a possibility that the network
believes the new ARN is in effect, while the mobile unit is still operating on an older one. When the user
turns on the mobile unit at a later time, the M-ES will supply an out-of-date ARN.
To handle such circumstances, CDPD specifies that both the mobile unit and the network maintain the

two most recent values for the ARN. In addition, a binary indicator (the ASN) is used to identify whether
the "odd" or the "even" ARN is being supplied. The addition of this short history allows the system to
survive situations such as this.

Authentication Opportunities

There are several instances where normal network activity can generate opportunities for updating of the
authentication credentials. First and most common, every time a mobile device initiates a new registration
attempt, the home MD-IS may optionally include new authentication credentials in the Redirect Confirm
(RDC) message returned to the serving MD-IS. In turn, the serving MD-IS relays the new authentication
credentials to the M-ES through the MD-IS Confirm (ISC) message. This is depicted in Figure 6.3.
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Figure 6.3: CDPD Security Protocol Events

If the mobile device has not relocated to a new routing area for an extended period of time, the configu-
ration timer will trigger a forced re-registration to allow the M-ES to inform the network of its continuing
connected status. During these forced re-registration exchanges, the homeMD-IS has yet another opportu-
nity to update the M-ES with new authentication credentials.
If the homeMD-IS wishes to update the M-ES with new authentication credentials prior to expiration of
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the configuration timer and the M-ES has not relocated to a new routing domain, the home MD-IS needs a
mechanism to command the M-ES to activate the re-registration procedure. This is accomplished with the
Redirect Query (RDQ) and the End SystemQuery (ESQ) messages.
The RDQ message is sent by the home MD-IS to the appropriate serving MD-IS, which in turn sends a

ESQ message to the specific M-ES6 . The receipt of this message instructs the M-ES to initiate a registration
procedure for the NEI identified. During this registration procedure, the home MD-IS has the opportunity
to assign and convey new authentication credentials for the NEI.
Given the above discussion, it appears that the best approach is to update the authentication credentials

as often as possible. This can certainly be achieved by setting a short configuration timer value and on every
forced re-registration exchange, assign new authentication credentials. There are two problems with this
approach. The first and obvious difficulty is the increased network overhead of the high level of registration
traffic. The second less obvious, but much more devastating problem involves the current technology for
updateable permanent storage.
Since the authentication credentials for each NEI must be maintained in synchronization with the

network, the M-ES must be able to maintain the current authentication credentials even during periods
when the device is powered off. The most common current technology to achieve this is the use of "flash
ROM". Unfortunately, these devices have a limited write cycle lifetime. Typical devices are specified to
provide approximately 30,000 write cycles before write failures causing bit errors will occur. This means
that if new authentication credentials are assigned every 6 minutes, the device may fail to operate within 3
to 4 months7 . This is unacceptable.
The CDPD System Specifications Release 1.1 provides guidance that the authentication credentials

update frequency be set at once every 24 hours.

6.5.3 CDPD Confidentiality

To provide data link confidentiality, all information contained in the information fields of SN-Data PDUs,
including NEIs of the M-ESs is transmitted across the airlink in an encrypted form.
The procedures necessary for SN-PDU confidentiality include:
¥ Exchange of secret keys to be used for encryption and decryption, and,
¥ Encryption and decryption of the data.
Key exchange procedures are required for management of the encryption function. These procedures

are performed by a Security Management Entity (SME) in the M-ES and the MD-IS. The key management
function is based on the Electronic Key Exchange procedure of Diffie and Hellman, described in [DIFF76].
On assignment of a Temporary Equipment Identifier (TEI) but prior to the establishment of a LLC link,8

the M-ES generates a secret random quantity x, while the MD-IS generates a secret random quantity y. The
MD-IS also generates two public quantities, a base a, and a modulus p. The modulus p must be a prime
number larger than the base a. For CDPD, both a and p are 256 bits long.
With these values, the serving MD-IS initiates and controls the key exchange procedure. It transmits the

triplet consisting of (a, p and a mod p) to the M-ES. The M-ES in turn replies with the value (a mod p)
6. To be correct, the ESQ message is directed to an active NEI within the M-ES. Authentication credentials are associated with the

NEI and not with the M-ES device.

7. Some of the early networks were configured with this high authentication credentials update rate. Better understanding of the
issues through this experience has corrected the problematic network configurations.

8. More precisely, key exchange is done prior to establishing the multi-frame mode in MDLP.
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to the MD-IS. Through this interchange, both the MD-IS and the M-ES generate a shared secret value (a
mod p). This is depicted in Figure 6.4.
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Figure 6.4: CDPD Key Exchange

Using the shared secret, the M-ES and the MD-IS each generate two encryption keys. The first key is
used by the MD-IS to encrypt data transmitted in the forward channel and used by the M-ES to decrypt the
data received. The second key is used by the M-ES to encrypt the data transmitted in the reverse channel
and used by the MD-IS to decrypt the data received.
The CDPD System Specifications releases 1.0 and 1.1 dictate the use of the RC4 encryption algorithm,

described in [RSA-92]. It is a stream cipher that generates a stream of pseudo-random data from the key
called the keystream. Each consecutive bit of keystream is exclusive-OR’dwith a bit of data to be encrypted.
Data is decrypted by applying the same process to the received data.
Future releases of the CDPD System Specification may incorporate additional encryption algorithms.

The definition of CDPD key exchange mechanisms allow the specification of up to 127 (plus cleartext) such
encryption algorithms.

6.5.4 CDPD Privacy

Privacy is provided in CDPD networks by the use of temporary identifiers, local dynamic key management,
and encryption and access control.
A TEI is used to identify an active M-ES across the airlink. The TEI is a layer 2 identifier included in

the header of every MDLP frame exchanged between the M-ES and the MD-IS. Aside from the one-time
exchange of physical equipment identifiers (EIDs), to unambiguously assign the TEI, the TEI is the only
identifier of the M-ES which is transmitted in the clear.
Since the registration (including authentication credentials) is conducted via MDLP frames, whose data

fields are encrypted, use of a dynamically assigned TEI is necessary to uniquely identify the mobile to the
network and yet maintain privacy.
Key management is another process which supports privacy in CDPD networks. By dynamically

computing local keys based on random information exchanged between the M-ES and the MD-IS, the
problem of distributed key management across a large internetwork is avoided. The key exchange, based
on the Diffie-Hellman EKE algorithm, is difficult to meaningfully intercept. Since the keys are used locally
and associated with TEIs, there is no chance of a key being compromised.
Access control prevents unauthorized use of resources, including use of resources in unauthorized
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manners. By preventing unauthorized resource usage, CDPD provides better privacy to users and their
data.

6.6 CDPD Security Design Rationale

Security is one of those areas of the CDPD specification which has received the most comments and
criticisms. Does CDPD have security vulnerabilities? Of course - see Section 6.2, Security Policy.
We9 have never posturedCDPDas a high-security system.10 However,we believe that theCDPDsecurity

objectives, summarized in subsection 6.5.1, CDPD Security Design Goals and Tradeoffs, and described in
Part 405 of the CDPD specification, have in fact been met. One can perhaps quibble over whether or not the
security objectives we outlined are sufficient.
In this section we discuss various considerations that shaped the design of CDPD security.

6.6.1 CDPD Security Objectives

The CDPD specification team spent a significant amount of time identifying requirements and clearly
defining the goals and objectives for CDPD security. The specification team drafted several revisions of
documents enumerating explicit goals and objectives as well as a list of security services that were explicitly
being excluded. The service providers which were funding the CDPD development effort reviewed and
approved the set of goals and objectives that are enumerated in Part 405 of CDPD specifications and
summarized in subsection 6.5.1.
The basic principal driving the formation of these goals is expressed below:
"What happens inside of the CDPDnetwork can be trusted. What happens outside of theCDPDnetwork

cannot be trusted".
Furthermore, CDPD security was designed to protect against passive attacks. Active attacks which

involve masquerading the CDPD network and are likely to disrupt service, are detectable and require
significant effort on the part of the "Bad Guys". For these reasons protecting against active attacks is not
one of the CDPD security objectives.

6.6.2 One-Way vs. Two-Way Authentication

The objective for authentication in the CDPD specification is limited toM-ES authentication. This is defined
as each NEI being used by the M-ES to be separately authenticated by the CDPD network. This is to ensure
that only the authorized possessor of the NEI is using the NEI.
Bilateral Authenticationwas explicitly excluded as an objective. In other words, CDPD security services

do not include authentication of the CDPD network to the M-ES across the airlink.
Lack of bilateral authentication makes CDPD vulnerable to the so-called man-in-the-middle attack

(because the system is never authenticated by the mobile). The specification team was well aware of this
vulnerability.11

9. "We" in this context refers to the CDPD specification team, not just us!

10. Of course we can’t prevent sales folks and marketers from saying what they will!

11. One of the purposes of enumerating the non-goals for CDPD security was to acknowledge potential vulnerabilities.
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This vulnerability was pointed out in [FRAN95] based on a technical analysis. The design of CDPD
security meets its objectives. It is just that bilateral authentication was deliberately excluded. The man-in-
the-middle attack involves an active attack. Masquerading the CDPD network on a large scale is likely to
be difficult and easily detectable.
We believe that this vulnerability does not impose a significant security threat. We agree that over time

the bad guys are likely to exploit this weakness, which will necessitate evolution of the airlink security
mechanisms.
Our main concern in 1993 was the possibility of fraud, based on passive eavesdropping as has occurred

in the AMPS cellular systems. Our primary objective was to protect the end-users’ identity as well as their
data. We designed the systemwith end-user confidentiality in mind. Since the system provides for many
encryption and authentication types, we believe these concerns will prove to be largely unfounded.

6.6.3 The Tunnel’s Data Confidentiality and Authentication

Because the mobility tunnel falls within the CDPD network to some extent, it is already protected and does
not require the level of security that is necessary between the home agent and the foreign agent in Mobile
IP.
Even though securing the network layer of the CDPD network infrastructure is not explicitly specified in

theCDPD specifications, the designer of CDPD specifications recognized that providing data confidentiality
and authentication for the mobility tunnel was important. Network Layer Security Protocol (NLSP) which
can be considered an adjunct to CLNP provides comprehensive security services.
[FRAN95] observes that the I-interface between CDPD service providers is also in the clear, enabling

essentially the same type of man-in-the-middle attack as over the airlink. This attack also results in capture
of the M-ES’s security credentials and subsequent cloning.12

Ourassumptionhasalwaysbeen that theCDPDserviceproviderswill have towork together to secure the
I-interface. Some people believe that a technical specification should answer all implementation questions.
We respectfully disagree.

6.6.4 Considerations for Use of PKCS

Use of public key cryptography was considered for authentication in CDPD. The specification team chose
not to use PKCS for a number of reasons. Incorporation of private keys in devices would have complicated
provisioning13 of mobile devices. Furthermore, the requirement for private keys also presents difficulties
and would have increased the cost of producing generic ready to use consumer electronic devices.
M-ES authentication is based on a historic shared secrete between the device and the network which

requires no pre-assignment of secret keys in M-ESs which simplifies mass production of devices and
activation of users.

6.6.5 Consideration of Other Approaches

[FRAN95] has suggested challenge-response schemes for bilateral authentication, authenticated key ex-
change and authenticatedMSF/MHF interaction (the MNLP protocol). There is no doubt these ideas have
12. Although doing this would require decoding of CLNP datagrams - a relatively minor security mechanism!

13. Provisioning refers to the process of activating a new user on the network.
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merit. However, some global system perspective tempers our enthusiasm for these mechanisms; at some
point the cure becomes worse than the disease.
CDPD has always been intended to be a dynamic, mobility-supporting data internetwork. Speed of

system access is important to end-users. Limited complexity is important for rapid cost-effective imple-
mentation and deployment. Overhead must be limited because of both airlink bandwidth limitations and
the degree of interactions necessary between serving and homemobility functions.
Perhaps one could criticize the design point of in-motion access to CDPD services. After all, just how

many database accesses will a person do while driving on the freeway? However, it is this goal–in-motion
access–which implies the need for rapid connection to and transfer between potentially independent CDPD
systems. One only need think of New York to fully appreciate the possibility of rapid intersystem cell
transfers.

6.6.6 End to end security services

As far as E-interface security goes, we have always been of the impression that this is essentially identical
to conventional internetwork security concerns. There are many technically-savvy people working on this
issue, sowhy should we tackle it? Since this is a strictly conventional internetworking interface, the general
solution - combination of routing filters, firewalls, etc. - applies.
As far as end-to-end application security goes, well, that is a Layer 7 issue. CDPD is a Layer 3 system.

Ex.1016.00213



198 CHAPTER 6. MOBILE DATA NETWORK SECURITY

Ex.1016.00214



Chapter 7

Mobile Network Support Services

I get by with a little help from my friends

–John Lennon, Paul McCartney, The Beatles.

Support services are necessary for the operation of any shared systemorWAN, especially in a commercial
offering. These services are not alwaysvisible to users of the network–in fact they probably shouldn’t be–but
they are essential to the operation of such a network. The need for support services is amplified in a large
public mobile data network such as CDPD because the opportunities for failure, fraud and unaccounted
resource usage are much greater from an operational perspective than in non-mobile networks.
Our goal in this chapter is to present both an overview of the support services necessary for any mobile

WAN and a description of how these services are provided in CDPD. Security services are considered to be
support services and are separately described in Chapter 6. We shall continue the discussion with network
management, usage accounting, message handling, directory services and subscriber profile maintenance
services. The inclusion of these support services in the basic system definition of CDPD is a distinguishing
feature of this system.

7.1 Support Services Overview

In addition to the security services discussed in Chapter 6, many other support functions are required, which
are themselves supplementary to basic data carriage in a mobile data network. A network operator has to
be able to run andmanage the network; this becomes ever more important as the size of the network grows.
A network operator also must be able to account for network resource consumption for cost allocation and
capacity planning purposes. Feedback on network performance is always better received from monitors
rather thanpotentially disgruntled users. Finally, functions such asmessagehandling and directory services
are essential to supporting other network services.

7.2 CDPD Support Services

In addition to the security services described in Chapter 6, CDPD support services include networkmanage-
ment, usage accounting, message handling, directory services and subscriber profile maintenance services.
These support services can be generally assigned to one of two categories:

199
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¥ Support services for CDPD Network Services.
¥ Support services for CDPD Network Application Services.
Support services for CDPD Network Services (introduced in Chapter 3) may themselves be located in

the application layer, but are intended to support the Layer 3 operations of the network. These services
include:
¥ Services which support M-ES authentication (described in Chapter 6).
¥ Services to maintain subscriber profiles (used to provide customized services and access control for

subscribers).
¥ Network management.
¥ Usage accounting.
Support services for CDPD Network Application Services (introduced in Chapter 3) are generally pro-

vided at the application layer and include the following:1

¥ Directory services (application entity title to presentation address translation).
¥ Services to maintain subscriber profiles (used to provide customized services and access control for

subscribers).
¥ Network management.
¥ Usage accounting.
¥ Message handling services (MHS).
The following sections will describe these support services and how they are provided in CDPD. In

some cases, most notably network management, these services could themselves be the subject of an entire
book. Thus, we shall not aim at a complete description but only present an overview which highlights the
aspects of support services most impacted by mobility.

7.3 Network Management

Building a large data network is difficult. Operating it reliably on an ongoing basis is evenmore difficult. As
a network grows in size, scaling issues and their associated complexities eventually predominate all other
operational considerations. It is essential to have the right tools available to be able to efficiently operate
such a large network.
The issues of scale are not the only challenge of operating large networks. Most existing large networks

have evolved over time and support a variety of old and new equipment. They must also support a large
number of protocols. This makes centralized management and administration of such networks nearly
impossible.
Faced with these challenges, the data networking industry and various standards bodies have published

specifications of how to operate large networks; this is called network management. Among the published
standards for network management are SNMP (Simple network management Protocol), DCE (Distributed
Computing Environment) and CMIP (Common Management Interface Protocol). There is a reason for the
use of adjectives such as simple, distributed and common–making a very difficult activity easy is a seductive
vision indeed.
The OSI vision of network management–CMIP–is very elegant and sophisticated. Unfortunately it is a
1. There is some overlap between these two lists. This is because support functions tend to be general purpose in nature and

address multiple support needs.
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challenge in and of itself to figure out how this vision is supposed to be implemented. However, the OSI
model is a useful tool, which may be used to describe any management system, and so we will begin with
an overview of the OSI systemsmanagement framework.

7.3.1 Overview of SystemManagement Framework

The OSI systemsmanagement2 architecture describes the relationships of management functions, managed
objects and communication protocols to functional areas. These relationships are defined in OSI Refer-
ence Model - Management Framework [ISO-7498-4], OSI SystemManagement Overview [ISO-10040] and
Telecommunications Managed Networks (TMN) [CCITT M.30].
The three major types of systems management specifications are:
¥ Systems management functions specifications,
¥ Managed objects specifications, and,
¥ Communication protocol specifications.
These specifications define abstract entities and operations, which are capable of meeting the require-

ments in each of the systems management functional areas. We will now review these specification types
in order.

Systems Management Functions

A systems management function is defined as a set of related services which collectively provides for the
manipulation of managed objects to accomplish a specific purpose of systems management. Informally, a
managed object is a representation of somethingwhich needs to bemanaged. Management is accomplished
by manipulating the managed object in certain specific ways.
One example is the object management function, which provides the ability to create, delete, examine

and modify managed objects. Another example is the state management function, which provides the
ability to examine changes in state and the ability to monitor the overall operability of managed objects.
A given systems management function may satisfy more than one requirement. Some requirements

might involve more than one systems management function to satisfy them. Therefore, a many-to-many
relationship between systems management functions and requirements is typical.

Managed Objects

A managed object is the systems management view of a resource that is subject to management, such as a
layer entity, a connection or an item of physical communication equipment. Thus, a managed object is the
abstraction of such a resource that presents its properties as seen by (and for the purpose of) management.
These properties are referred to as attributes. The resource which is represented by the managed object
might be physical (e.g., a processor) or logical (e.g., a state table in memory).
An essential part of the definition of a managed object is the relationship between these properties and

the operational behavior of the resource itself. Another part of the definition of a managed object is the
specification of the set of management operations that can be performed upon it and the effect that these
management operations have upon the managed object and its attributes.

2. Network management is called "systems" management in OSI terminology, which does not distinguish between computers and
networks. Throughout this chapter (and quitepossibly the entire book aswell), when we refer to "management" wemeanmanagement
of networks, not people.
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Managed objects can also emit notifications, which contain information concerning the occurrence of an
event associated with the managed object. This is how alarms are activated in an operational system.

Management Communication Protocols

The interactions between the management system3 and the managed system are realized through the
exchange of management information and control. The rules governing these interactions are the man-
agement communication protocols. Management functions and managed objects are components of the
communication protocol.
Management communication protocols can be either connection-oriented or connectionless, depending

on the services provided by the underlying communication protocols. SNMP operates via UDP/IP in a
connectionlessmode of operation. CMIP operates via TP4/CLNP in a connection-oriented mode. All of the
issues of reliability and security associated with connection-oriented and connectionless protocols, which
we discussed in earlier chapters, factor into network management operations.

7.3.2 Systems Management Functional Areas

The requirements to be satisfied by systems management activities are generally categorized into five
functional areas:
¥ fault management
¥ usage accounting management
¥ configuration management
¥ performance management
¥ security management
These are general functions which should be provided to some extent in any system. The rigor of any

of these functions depends on the type of system to be managed and the anticipated circumstances under
which it will operate. There is a price to be paid for the services provided in these areas, which might or
might not be justifiable. We shall now describe these systems management functional areas.

Fault Management

Fault management is the ability to detect, recover and limit the impact of failures in a system, and is the
capability most commonly associated with network management. Because no system is infallible, it is
essential that the system be able to detect, report and recover from failures as quickly as possible. Ideally
the impact of failures should remain transparent to users of the system.
However, the operators of a network need to knowabout the failures so they can take the steps necessary

to prevent these failures or worse from occurring in the future. Typically an error detection and reporting
mechanism is based on asynchronous notifications, called alarms or traps. A local agent4 detects the failure

3. The "management system" is the application running on one or more computers, which controls the systems management
activities. Of course, the management system must itself be managed.

4. The agent is the applicationwhichmonitors andcontrols the state andoperationof amanagedobject. It facilitates themanagement
functions for that object under the control of the manager.

Ex.1016.00218



7.3. NETWORKMANAGEMENT 203

and reports it to a systemsmanager5 , which is then responsible for reporting the failure and takingcorrective
action.
In a large network, efficient faultmanagement is required to prevent the network operators fromneeding

an army of personnel just to run and administer the network. Efficiency is also required to prevent the fault
management communications from overwhelming the network’s data carriage capacity. This is especially
true in large networks.
However, because fault management is the means of controlling system failures, it must function in

a real-time mode. If a problem is potentially catastrophic to the system, efficiency considerations must
evaporate in favor of quick restoration of the system’s health.

Usage Accounting Management

Usage accounting management is the ability to account for the resources consumed in a system. Whether
the system is strictly for internal corporate use or a public commercially-available service, it is important
to know who is consuming what resources. Resources which must be accounted for include bandwidth on
communication links or routers, storage space on servers or computational effort.
Usage accounting is important for capacity management (staying ahead of the demand curve) as well

as for cost allocation and billing purposes. Oftentimes capacity shortfalls precipitate systems failures and
service outages. Usage accounting management can also tandem with security management to detect and
prevent fraudulent system usage. Usage accounting management is described in Section 7.4.

Configuration Management

Configuration management is the ability to configure a system to be able to operate in a desired manner.
This could include provisioning of virtual circuits in frame relay switches, manual creation of static routing
tables in routers, etc. Typically, configuration management is best performed at a central site rather than
always requiring visits to remote locations; this is an important efficiency consideration in any large-scale
distributed system.

Performance Management

Performance management is the means by which a system’s performance may be monitored. Only by
monitoring performance can a system operator know that it is meeting the needs of users; it can be highly
embarrassing (and potentially career-limiting!) for a network operator to hear about performance issues for
the first time directly from the users of the network. Although performance monitoring might not require
the real-time immediacy of fault management, it shouldn’t be too delayed. Oftentimes system failures
initially manifest themselves as performance problems.

Security Management

Security management is the ability to control access to the system and its services, while protecting the
privacy of its legitimate users. This is described in Chapter 6.

5. The manager is the application running on one or more computers which monitors and controls overall system operation. Its
control is usually exercised via agents, which are more closely attuned to individual objects.
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7.3.3 Relationship of Management Specifications to Functional Areas

Management functions are usually defined to be general purpose in nature; in performing management
activities, sets of management functions may be combined to fulfill a particular management requirement.
Similarly, managed objects are general in the sense that they may be used to fulfill requirements in more
than one functional area. Managed objects, their associatedmanagementoperationsand the communication
protocols are used in more than one area whenever this is possible.
In general, the managed entity, known as the agent, cannot determine the purpose of the management

commands it receives or the notifications that it emits. For example, a managed entity cannot in general
determine whether its responses to read error counters requests will be used for the purpose of fault man-
agement or performance management. The agent responds individually to each request from a manager
individually, without needing any wider context within which to carry out the request. This simple per-
spective is necessary for the unambiguous definition of an agent’s activities and its responses to commands
from the manager.

7.3.4 CDPD Network Management

The CDPD network provides comprehensive mobile data communication services to subscribers. To ensure
a high level of network availability, the CDPD network is designed to incorporate network management
services that allow CDPD service providers to operate the network. The network management services
provide timely information to the network operator to detect network faults, to exercise controls to correct
faults, and to configure the network for optimal operation.
CDPD network management is defined in Parts 700 through 750 of the CDPD System Specification.

CMIP and SNMPv2

The CDPD network Management architecture and services uses X.700 for the network and, optionally,
Simple network management Protocol (SNMPv2) for mobile devices. CDPD Network Management Model
is depicted in Figure 7.1. The X.700 management protocols and functions are specified by the network
management Forum set of OMNIpoint 1 documents. These include the CommonManagement Information
Protocol (CMIP), Common Management Information Services (CMIS), and the technique of modelling
management information as managed objects.

Network Management System

M-ES MDBS MD-IS IS F-ES

X.700SNMP ns nsX.700

X.700

M
A

M/A

M M M M M

A A A A A

M/A

M/A
ns

Manager role
Agent role
Manager & Agent roles
not specified by CDPD

Figure 7.1: CDPD Network Management Model
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Proprietary vs. Open Standard

Wherever possible, the CDPD System Specification uses existing, standard managed objects defined by the
International Organization for Standardization, International Telegraph and Telephone Consultative Com-
mittee, and industry groups such as the network management Forum and the Open System Environment
Implementors’ Workshop. Refinements of standard objects, which are specific to CDPD, are used where
appropriate; these objects are defined in the CDPD System Specification as the CDPD Library.
A Managed Object Ensemble defines how a collection of managed objects may be used to satisfy

management requirements in a particular management context. The following ensembles are defined for
managing one of more CDPD systems:
¥ CDPD MD-IS and MDBS Management Ensemble
¥ CDPD Inter-DomainManagement Ensemble
¥ CDPD Accounting Management Ensemble
¥ Generic Equipment Management Ensemble

Why CMIP?

One of the more controversial aspects of the CDPD System Specification has been its reliance on X.700
technology to define network management services and functions. Although in some respects this decision
could be considered to be arbitrary, several reasons may be offered.
Scalability was the most important factor in the selection of X.700 as the basis for network management.

CMIP provides the capability of very powerful and flexible managed object definitions. This, coupled with
a rich set of operations, helps to reduce the network traffic necessary to manage large networks, consisting
of thousands of MDBSs.
Furthermore, CMIP relies on a connection-oriented transport protocol (TP4/CLNP) to carry commands

to agents and responses back to the manager. This helps to reduce overall network traffic because only
errored packets require retransmission; with unreliable datagram protocols, critical informationmust often
be transmitted multiple times to assure proper reception.
Another considerationwas security. The connection-orientation of TP4/CLNP is inherently more secure

than a connectionless paradigm, in which–theoretically, at least–a random or malicious datagram could
cause a remote device such as an MDBS to reboot. The TP4/CLNP data carriage itself also adds to the
security because it is not typically used in the ever-popular Internet.6 In the future, TP4 could also operate
over the network layer secure protocol (NLSP), described in Chapter 6.
The challenge of implementing CMIP-based network management services has prompted some CDPD

service providers to provide these services initially via SNMPor other technology. These "shortcut" solutions
tomanagementhave been implemented in the spirit of rapid CDPD services deployment. After all, network
management functionality is more important than the protocol used. Oftentimes these issues become
overshadowed by protocol "religion."

7.4 Usage Accounting

As mentioned previously, usage accounting is the ability to account for the consumption of a system’s
resources. Usage accounting can be performed in support of internal "customers" in a cost center service or

6. An example of the proverbial "security through obscurity."
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in support of a fully-commercial service. In either case it is important to know which users are consuming
which resources for both cost allocation and capacity planning purposes.
Usage accounting functions must be more robust and flexible in a commercial environment, where

customers are unlikely to tolerate inaccuracies in billing statements. Usage accounting is even more
challenging in the case of large systems because of the larger quantities of usage data which are captured
and must be managed.
Usage accounting is not equivalent to billing, but it provides the data necessary for billing. Typically

billing is proprietary and handled by billing services providers. The capability for rendering large numbers
of bills is a highly specialized activity which could be distracting to a networking services provider.

7.4.1 CDPD Usage Accounting

The CDPD usage accounting services provide information on how the resources behind CDPD network
services are used and by whom. The overall goal of this usage accounting service was to provide automatic,
near real-time collection and dissemination of resource usage data; because CDPD spans service provider
domains, a standardized usage accounting information exchange mechanism is essential.
The CDPD system collects network layer airlink usage data for each subscriber to support billing for

this resource usage. The accounting service collects this data with supporting information necessary to
provide accurate computation of charges. The data collected includes packet count, packet size, source and
destination addresses, geographic location of M-ESs, time of transmission and so forth.
The key resource accounted for inCDPDsystems is the utilization of the airlink bandwidth at thenetwork

layer. Because the CDPD network provides connectionless, datagram services to M-ESs, the accounting
approach is to accumulate statistics about network layer protocol data units (NPDUs) that cross the airlink.
Retransmissions at the transport layer and above are not recognized as being redundant and could be
double-counted from the perspective of an end-user. It is possible that this retransmission was caused by
Layer 4 time-outs resulting from contention or bad RF conditions in CDPD.7

Because the accounting mechanisms capture mobile data link utilization, traffic between twoM-ESs gets
measured twice–once when it traverses the mobile data link from an M-ES to its serving MD-IS, and again
when it is transmitted from (possibly) another serving MD-IS to the second M-ES. However, the airlink
usage for this M-ES to M-ES correspondence is associated with each M-ES’ respective airlink (MDLP link).
The CDPD accountingmechanisms do notmeasure the distance that a particular NPDU travels between

its source and destination. They also do not measure traffic that does not cross a mobile data link (e.g. they
do not measure traffic between two F-ESs). But then, CDPD is assumed to provide mobile data services,
not conventional data services.
CDPD services are offered by a variety of service providers who interact with one another in a variety of

relationships. Because no single CDPD service provider covers all of North America, it will often be the case
that a CDPD service provider provides service to a visiting M-ES. This is particularly true for nationwide
CDPD customers8 .
To efficiently account for nationwide services spanning multiple CDPD service providers, the CDPD
7. In bad RF conditions or in a contention situation, multiple attempts may be required to get data packets across the airlink. Even

though these multiple attempts are not counted (more than once), they could require enough time that Layer 4 time-outs expire at the
mobile or the correspondent host.

8. The CDPD System Specification distinguishes between a customer and a subscriber in the same way that the cellular industry
does. A customer is the entity with which a CDPD service provider has a business relationship. A subscriber is the individual actually
receiving service. The customer pays the bills on behalf of the subscriber; a typical example would be a large corporation which would
be the customer, with many of its employees receiving service as subscribers.
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accounting service distinguishes between home CDPD network service providers and home accounting
service providers. A subscriber of CDPD service provider A might be served most of the time by service
provider B (perhaps in a subcontractor arrangement for service provider A); CDPD accounting mechanisms
support this relationship. There is no need for network service relationships to dictate business (accounting)
relationships.
CDPD usage accounting mechanisms, in themselves, do not address pricing, billing, the reconciliation

of usage claims among CDPD network service providers or receivables processing. These functions are
accomplished by applications that are outside the scope of the CDPD System Specification. CDPD usage
accounting mechanisms exist to capture and distribute CDPD resource usage information in support of the
business applications of service providers.
The CDPD accounting service is defined in Part 630 of the CDPD System Specification and Part 1023 of

the CDPD Implementor Guidelines.

7.4.2 The CDPD Accounting Model

The CDPD accounting service relies on resource consumption data initially collected in serving MD-ISs.
This accounting data is distributed amongst CDPD accounting correspondents via a simple one-way peer
protocol. This accounting data exchange protocol is layered on top of an X.400-based message transfer
system. The accounting protocol has been designed to be relatively independent of the accounting transfer
mechanism so that migration to additional transfer mechanisms in the future is possible.
The accounting mechanisms are described by first providing a top-level description of all of the corre-

spondents that participate in the CDPD accounting model, and then establishing the relationships between
them. A relationship between two correspondents simply means that the correspondents may send mes-
sages to one another. The model is depicted in Figure 7.2.
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Figure 7.2: CDPD Accounting Model
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The entities in the CDPD accounting model include the following components:
¥ Accounting Meter
An Accounting Meter in a serving MD-IS captures NPDU statistics and delivers these statistics in the

format of a traffic matrix to a Serving Accounting Distributor.
¥ Serving Accounting Distributor
A Serving Accounting Distributor sorts traffic matrix segment rows into home accounting segments

which it then distributes to the appropriate Home Accounting Distributors.
¥ Serving Accounting Collector
A Serving Accounting Collector stores and processes home accounting segments for the serving CDPD

service provider; the data contained in these segments could be used for billing and planning purposes.
¥ Home Accounting Distributor
A Home Accounting Distributor sorts home accounting segment flows into consolidation accounting

segments and distributes them toConsolidationAccounting Collectors, with a copies to aHomeAccounting
Collector.
¥ Home Accounting Collector
A Home Accounting Collector stores and processes home accounting segments.
¥ Consolidation Accounting Collector
A Consolidation Accounting Collector stores and processes consolidation accounting segments.
The following subsections will describe these CDPD usage accounting entities.

7.4.3 Accounting Meter

Datagrams (Network PDUs) to and fromM-ESs flow through serving MD-ISs and are counted by Account-
ing Meters located in the MD-ISs. Information about each packet is gathered by the Accounting Meter and
accumulated in a traffic matrix, typically located in a volatile storage location in the serving MD-IS. This
information includes the number of NPDUs and NPDU-bytes conveyed successfully across the airlink.
The traffic matrix information also includes the identifier of the cell that served the M-ES and the Home

Tariff Code provided to the serving MD-IS by the home MD-IS during registration. A new matrix row is
created whenever a newM-ES NEI and correspondent NEI pair begin communicating. The traffic matrix is
periodically flushed to the Serving Accounting Distributor, a more permanent store for this data.

7.4.4 Serving Accounting Distributor (SAD)

The primary purpose of a Serving Accounting Distributor is to build home accounting segments orHASs,
one for each different home accounting area encountered in the received traffic matrix segments. At some
mutually agreed upon interval, the SAD sends theseHASs to the appropriate target homeaccounting areas. 9
The O/R (originator/recipient) address of theHADs are statically preconfigured in the SAD; since there are
a limited number of CDPD service providers, each with a single HAD, which has an unvarying address,
scaling and flexibility are not concerns.

9. Although monthly exchange of HASs between CDPD service providers fits neatly into existing cellular billing mechanisms and
practices, the CDPD specifications support much more frequent exchange of this information. Frequent exchange of detailed usage
accounting information would assist in preventing fraudulent use of CDPD services by "bad guys."
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On receipt of a traffic matrix segment from an Accounting Meter, the Serving Accounting Distributor
may choose to add Serving Tariff Code information to the rows of the traffic matrix segments. This
information could be used by the Consolidation Accounting Collectors to generate the proper bills to end
customers/subscribers. The CDPD specifications define entities and protocols but not implementation nor
how this information should be used by service providers.

7.4.5 Home Accounting Distributor (HAD)

A Home Accounting Distributor accepts home accounting segments from potentially multiple Serving
Accounting Distributors with the purpose of delivering consolidation accounting segments to the various
Consolidation Accounting Collectors and to a Home Accounting Collector in that accounting area.
The HomeAccounting Distributor finds the O/R Address of the appropriate Consolidation Accounting

Collectors from the subscriber profile maintained by Directory Services. The O/R Address of the Home
Accounting Collector is provided to the Home Accounting Distributor by network management.
Having a single HAD (address) defined for each home accounting area means that only one address per

service provider needs to be shared with other service providers. Thus each CDPD service provider has
flexibility in their ability to configure and evolve their internal accounting architecture.
There are actually twokinds ofHAD–the P-HADand theR-HAD–defined byCDPDSystemSpecification

Release 1.1. These two types of HAD reflect the inter-service provider relationships possible in CDPD. The
P-HAD or primary HAD is located in the domain of the CDPD service provider owning the business
relationship with the customer receiving service. The R-HAD or routing HAD is located in the domain of
the CDPD service provider providing the mobile home function (MHF), i.e., the mobility support for the
subscriber.
This separation of mobility and accounting is necessary to support situations in which one service

provider’s customer has subscribers which are homed in another service provider’s area. For efficiency
reasons, there is no requirement that the mobility home be the same as the accounting home. Whenever
this situation prevails, the SAD must transmit identical HASs to both HADs for a given subscriber.

7.4.6 Home Accounting Collector (HAC)

The Home Accounting Collector is the final repository of CASs, which have been forwarded by the HAD.
The HAC is where CASs are stored and processed by the various applications using accounting data, most
notably billing and planning. This is also where the home service provider can verify the activities of
its subscribers visiting other service provider domains and audit the corresponding service charges of the
serving service providers.

7.4.7 Consolidation Accounting Collector (CAC)

The Consolidation Accounting Collector defines the storage and processing location for large CDPD cus-
tomers whose subscribers (mobiles) commonly receive service from multiple CDPD service providers.
Large nationwide customers would be expected to operate their own CACs to verify the activities of their
subscribers and audit the corresponding service charges of the serving service providers.
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7.5 Message Handling Service

To support the internal operation of the CDPD network a reliable store-and-forward messaging service
is included in the CDPD System Specification. This messaging service should not be mistaken for other
subscriber-visiblemessaging services that are tobeprovided through theuseof theCDPDnetworkdescribed
in Chapter 8. The messaging handling service is intended for internal network operation only.
The primary reason for choosing the message handling service as an element of the infrastructure of

CDPD support services was the near-real time requirement for transfer of accounting information between
service providers, described in Section 7.4.1.
The CDPD Message Handling System provides a generic message store-and-forward service that is

utilized by other CDPD network Services and some CDPD network Application Services. The Message
Handling Service is based on the CCITT X.400/ISO-10021 standards published in 1988.

7.5.1 Overview of Message Handling Services

The basic architecture formessagingwas originally visualized in the 1984 X.400 Series of Recommendations
and is based on the concept of a store-and-forwarddelivery system. Outside of this delivery system, there are
systems used to originate and receive messages, the end-systems in the architecture. The delivery system,
called a Message Transfer Service (MTS), consists of systems called Message Transfer Agents (MTAs). The
originator/recipient systems are called User Agents (UAs).

7.5.2 Message Structure

Amessage consists of two basic parts. The first part is referred to as the envelope, the second part is referred
to as the content. This structure is depicted in Figure 7.3.

Header

Envelope

Content
Body
Body
Part

Figure 7.3: Message Structure

The envelope contains the addressing information needed to deliver the message. It contains such
information as to: cc:, bcc:, date:, a list of other nodes the message has "visited" (for loop detection), unique
message ID, etc. The envelope is never seen by the recipient application; it is for the use of the Message
Transfer Service only.
The content is made up of a header and a series of "body parts." The header duplicates much but not all

of the information on the outside of the envelope. The information in the header is intended for the user
application, so it contains items such as to:, cc:, from:, subject:, date:, etc.
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The vast majority of messages contain a single body part, made up entirely of ASCII text. However, it
is often useful to compose a message with text, and then attach a graphics or spreadsheet document. This
message would then have two (or more) body parts: one text body part and one (or more) graphics (or
spreadsheet) body part.
The separation of the envelope and the content allows formessagedelivery systems to look at addressing

and routing information needed to deliver a messagewhile maintaining the integrity of the contents. It also
allows for the contents to be encrypted, if desired, and have no effect on the delivery capability.

7.5.3 Message Transfer Agent (MTA)

The Message Transfer Service (MTS) is comprised of the set of nodes which route electronic mail messages,
as depicted in Figure 7.4. These transfer nodes are called Message Transfer Agents or MTAs.

MTA

MTA

MTAMTA

MTAMTA

MTSUA
IPM

UA
IPM

UA
IPM

UA
IPM

UA
IPM

UA
IPM

Store
MSG

Lotus
GTWY

MS
GTWY

Client
MSG

Client
MSG

UA
IPM

MESSAGE HANDLING SYSTEM

...

...

Figure 7.4: MHS Architecture

An MTA has a very limited, but critical, scope of responsibility. Its job is to receive a message, examine
the address (routing information) on the envelope, determine whether the message is intended for a UA
within its domain, and either deliver it (if the destination is within its domain) or give it to another MTA
(if it isn’t). One MTA never deletes a message until it receives absolute confirmation that another MTA,
a Message Store or a UA has taken responsibility for the message. This is the fundamental concept of
store-and-forward messaging.
MTAsmay know ofmany other MTAs, or they may only know of one other MTA. As long as there exists

a path from the originating UA to the recipient UA, the MTS must be able to deliver the message.
An MTA may service UAs in any of a number of different ways. The MTA could directly deliver mail

to UAs within its domain; it could deliver messages to a gateway serving a set of UAs or it could deliver
messages to a Message Store, to be held until a UA requests its messages.
An MTA could serve zero or more UAs. It must deliver the messages regardless of the type of receiving

UA. This flexibility of the MTS is what allows newUAs (such as LSM, described in Chapter 8) to be defined
without having to build a whole new messaging infrastructure.
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7.5.4 User Agent (UA)

User Agents are the end-systems that process messages. There are many different types of User Agents.
Originating UAs communicate with recipient UAs of like types. However, gateways do exist which allow
unlike UAs to communicate. Protocols such as Simple Mail Transfer Protocol (SMTP) provide a common
basis for various UAs to exchange commonly-formatted (RFC 822) messages.
The most common UA is an Interpersonal Message (IPM) UA. The IPM-UA is used to process messages

intended for humans to view. User Agents such as Z-Mail, cc:Mail and Microsoft Mail are examples of
IPM-UAs. However, IPM-UAs are not the only User Agents.

7.5.5 Message Store (MS)

A Message Store spans the boundary between the MTS world and the UA world. MSs don’t have any
routing or message processing responsibilities. An MSmay be thought of as a "holding tank" for messages.
An MS accepts messages from an MTS, so that the MTS can get on with its task of moving messages

along. However, there are many instances where a UA might not be able to accept a message at a given
time. While many UAs are always available (time shared systems, for example), many UAs are systems
which are turned off occasionally, or are mobile, such as laptops with a modem connection. Protocols such
as POP and IMAP define how these intermittently-attachedUAs communicate with a MS.

7.6 Directory Services

To support the internal operation of the CDPD network a directory service was included in the CDPD
specifications. This directory service should not be confused with other directory services that are to be
provided through the use of the CDPD network to subscribers. It is intended for internal network operation
only.

7.6.1 The Directory

The Directory contains a variety of user application-accessible information about the CDPD network and
provides for the maintenance, distribution, and security of that information.
The Directory provides the directory capabilities required by applications, management processes, and

other entities. Among the capabilities it provides are those of user-friendly naming, which allows objects
to be referred to by user-friendly names (although not all objects need have user-friendly names10 ), and
name-to-address mapping, which allows the binding between objects and their locations to be dynamic.
The need for the Directory’s capabilities arises from:
¥ The desire to isolate (as much as possible) users of the CDPD network from its frequent changes.

This may be accomplished by placing a level of indirection between users and the objects they access. For
example, the Directory allows users to refer to objects by name rather than by address. The Directory
provides the necessary mapping service between the object names and addresses.
¥ The desire to provide a more user-friendly view of the CDPD network. Names are easier for humans

to remember and less error-prone than addresses (for most people).
10. Actually having less user-friendly names adds some measure of security; for this reason it is desirable to not have every network

resource name contained in a user application-accessible directory.
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The Directory provides services in the following environment:
¥ The CDPD network is a large-scale network which is constantly undergoing change:
¥ Objects of various kinds enter and leave the CDPD network either singly or in groups.
¥ The connectivity of the objects changes, due to the addition or removal of paths between them.
¥ Various characteristics of the objects, such as their addresses, availability, and physical locations, may

change at any time.
¥ Although the overall rate of change is high, the useful lifetime of any particular object is not short. An

object is typically involved in communicationsmuchmore frequently than it changes its address,availability,
physical location, and so forth.
¥ Objects involved in the CDPD network are typically identified by numbers or other strings of symbols,

selected for their ease of allocation or processing, but not for ease of use by human beings.

7.6.2 The Directory Model

The CDPD Directory is a collection of open systems that cooperate to hold a logical database of information
about a set of objects in the CDPD network. The users of the CDPD Directory may read or modify the
information, or parts of it, subject to having permission to do so. Each user is represented in accessing the
Directory by a Directory User Agent (DUA), which is an application process. These concepts are illustrated
in Figure 7.5.

Directory
User

The
Directory

DUA

Figure 7.5: Directory and Users

The information held in the CDPD Directory is collectively known as the CDPD Directory Information
Base (DIB). The Directory is itself distributed and consists of one or more Directory SystemAgents (DSAs).
Each local database is entirely implementation dependent.
A DSA is an OSI application process which is part of the Directory and provides access to the DIB, to

DUAs and/or other DSAs. A DSA may use information stored in its local database or it may interact with
other DSAs to carry out requests. Alternatively, the DSA may direct a requestor (either a DUA or another
DSA) to another DSA that may help carry out the request. The interrelationship between DUAs and DSAs
is depicted in Figure 7.6.
The CDPD network views the Directory in the singular and reflects the intention to create, through a

single, unified name space, one logical directory composed ofmany systemsand servingmany applications.
Whether or not these systems actually interwork depends on the needs of the applications they support.
Applications dealing with non-intersecting worlds of objects have no such need. The single name space
facilitates interworking should interworking needs change later.
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DSA
DSA

DSA

DSA

The DirectoryDUA

Figure 7.6: Directory Model

The activities of the Directory services requires that the users (actually the DUAs) and the various
functional componentsof theDirectory cooperatewithone another. Inmany cases, this requires cooperation
between application processes in different open systems. This is accomplished through the use of the
standardized X.500 Directory protocols.
The Directory has been designed to support multiple applications, drawn from a wide range of possi-

bilities. The nature of the applications supported governs which objects are listed in the Directory, which
users can access the information, and which kinds of access they are allowed.
Applications may be very specific, such as the provision of CDPD subscriber profiles for authorization

purposes, or generic, such as the intersystem communications directory application in which application
names are used to obtain presentation addresses.
The Directory provides the opportunity to exploit commonalities among the applications. For example,

a single object may be relevant to more than one application; perhaps even the same piece of information
about the same object may be relevant. To support this, a number of object classes and attribute types are
defined, which are useful across a range of applications.

7.6.3 The CDPD Directory Service

All services are provided by the Directory in response to requests originating from DUAs. Some requests
support interrogation of the Directory; these requests are: Read, Compare, List, Search andAbandon. Other
requests support modification of the Directory; these requests are: Add Entry, Remove Entry, Modify Entry
and Modify Relative Distinguished Name.
Service requests may be qualified according to service controls, security parameters and filters. Any

service may fail, for example, because of problems with the user-supplied parameters, in which case an
error is reported. Information is returned with the error, where possible, to assist in correcting the problem.

7.7 Summary

This chapter has described the support services necessary for mobile internetworking and provided in
CDPD. These services not only support basic network functionality, they also support applications services,
such as those described in the next chapter.
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Chapter 8

Mobile Applications

Out in the woods,
or in the city;
Its all the same to me–
when I’m drivin’ free,
the world’s my home;
when I’m mobile!

Pete Townshend, The Who, "Goin’ Mobile"

The mobile workforce is growing rapidly. As corporations expand, merge and split, it is often preferable
to bring work to workers via telecommuting than vice-versa. This ever-increasing capability for mobile
communications has resulted in new job categories, such as mobile professionals, who are defined as
professionals spending 20% or more of their time away from their primary work locations. There are also
a very large number of jobs that have always been mobile, such as sales, which are now able to enjoy
communications capability essentially everywhere.
The capabilities, size and cost of mobile computing devices continue to improve, encouraging further

growth in the number of mobile workers. These mobile computing devices include modems, notebook
computers, personal intelligent communicators, personal digital assistants, palmtop units, organizers, and
information managers. However, the inherent limitations of mobile computing devices (e.g., size, comput-
ing power, energy usage) have thus far limited the scope of early mobile applications to those which are
time-sensitive.
It is beneficial for mobile applications to be divisible into a part which travels with the mobile user and

a part which remains in place. The part of the application which travels with the user is generally referred
to as the client and the stationary part is generally referred to as the server. The client-server architecture is
well-defined and, if followed, allowsmany applications towork aswell for amobile user as for a LAN user.
In this chapter, we discuss some of the more commonmobile applications and the services they require

from the network. Several specific value-added services provided in CDPD, such as limited size messaging
and the subscriber location service are also presented.

8.1 Categories of Mobile Applications

There are several ways to look at different types ofmobile applications. Oneperspectivemight be themeans
by which applications access information. Another perspective might be more closely associated with the
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nature of the application itself.

8.1.1 Push or Pull: Mobile Application Information Access

To get information to a mobile device, one of two information access modes must be invoked. Either
information is "pushed" onto the mobile device by the server, or the mobile device must "pull" information
from the server. The primary difference between thesemodes of data access is the degree of synchronization
required. The "pull" mode of access is synchronous from the perspective of the mobile, while the "push"
mode is largely asynchronous. The "pull" is initiated by the mobile client; the "push" is initiated by the
server.
An application can be built to access data in either one of thesemodes. For example, an Email application

supporting the limited sizemessagingprotocolwouldhave incomingEmailmessages immediately "pushed"
onto the client device whenever the device is available to accept themessage. However, an Email application
supporting the Post Office Protocol (POP) would require the client device to "pull" the message off of the
server, usually at the prompting of the user of the client.
Each of these informationaccessmodes has its relative advantages and disadvantages. If the information

is indeed time critical, then the user would most likely prefer the "push" method because it would be faster
than the "pull" mode. However, since we are dealing with small (often hand-held) devices, it might
occasionally be preferable to allow the user to decide when and what theywould like to download or "pull"
the information onto their device.

8.1.2 Vertical or Horizontal Nature of Mobile Applications

Mobile applications naturally fall into either horizontal or vertical categories. A horizontal application is
one that is aimed at a broad cross-section of users, without consideration of their job function or how they
intend to use the application. Email (ormessaging) is the quintessential example of a horizontal application,
since virtually everyone has a need for it.
A vertical application is one that is targeted for a narrow cross-section of users and has little or no

applicability to anyone outside of this select group. An application which reports back the inventory of a
vending machine to its supplier is an example of a vertical application.
The following sections will discuss some vertical and horizontal applications of mobile data networks.

8.2 Vertical Applications

Vertical applications include those that address functions and business-specific requirements typically asso-
ciatedwith a particular industry or a specific company. They are typically categorized intomarket segments,
such as field service, mobile professional, transportation, point-of-sale, telemetry and government. We will
discuss these market segments next.

8.2.1 Field Service

Field service applications have traditionally involved things such as utility services (meter reading, customer
service, repair and maintenance) and high technology manufacturers’ representatives. These applications
support workers, whose primary work location is "in the field." Thus, data communication capability could
be considered mission critical to the performance of these duties.
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Some of the earliest wireless data systems were specifically designed and built to support this market
segment; Ardis is a prime example of such a system, and is discussed in Chapter 9. The traffic profile for this
market segment could be considered light in terms of both frequency and intensity–relatively infrequent
transmissions/receptions of relatively modest amounts of data (work orders, schedules, parts’ numbers,
etc.).

8.2.2 Mobile Professional

Mobile professional applications are horizontal in nature, but vertical in terms of sales and support, and
the specifics of usage. Although everyone seems to use Email in some way, the level of use varies widely
and so does the purpose. (Many of us are now so dependent on Email that we simply cannot function
professionally without it.)
Like the field service market segment, mobile professionals spend a significant amount of their time

away from the office. But mobile professionals do typically have an office, and applications must work the
same there as on the road. It is not acceptable for a mobile professional to have to do a lot of configuring,
to move from the office environment to being "on the road" and vice-versa. Transparent mobility is of
paramount importance to this group. This is a relatively new market segment.

8.2.3 Transportation

The transportation market segment is usually focused on fleet management and dispatch functions. "Just
where is boxcar number 701149J?" is the type of question which must be answered by this application.
Often a wireless medium is coupled with a support technology, such as a global positioning system (GPS),
which may be used to determine the location of a vehicle.
The key consideration of the transportation market segment is coverage - is the mobile communica-

tion service available where it is needed? Early systems supporting this market segment include NexTel
(formerly Fleetcall) and other SMR/ESMR systems, which are discussed in Chapter 9.

8.2.4 Point-of-Sale (POS)

Credit card verifications occur now at almost every point-of-sale (POS) that is established for a non-mobile
location. Usually a phone number is dialed and the credit card number is entered; shortly thereafter an
"accept" or "reject" code is returned and the transaction is completed. This same assurance of payment can
now be enjoyed by taxi drivers, package deliverers, espresso-cart vendors, vendors at public markets and
others with mobile wireless communications capability.
The key factors in the POSmarket segment are reliability, cost and responsiveness. Financial transactions

must be secure and function in an all-or-nothing mode of operation.

8.2.5 Telemetry

Telemetry is another important vertical market segment. Many machines and services operate remotely,
where it is often uneconomical to maintain these systems. Being able to have the device "phone home"
rather than requiring routine visits by maintenance personnel can greatly extend the scope of such services.
For example, operators of vending machines would benefit from an application that provides remote

inventory control. Instead of requiring a worker to personally inspect each machine and perform an
itemized inventory, an application could be developed which tracks purchases and sends notifications to
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the suppliers of the current stock on hand. This would provide much greater efficiencies in stocking remote
locations. Although vending machines are generally stationary devices, they are considered a mobile data
application because they could be placed anywhere (subject to the availability of power).
Key factors in the telemetry market segment include low cost (both mobile unit and subscription fees)

and reliability (of both the mobile unit and the service itself).

8.2.6 Government

A large vertical market segment is that of government agencies. Examples are law enforcement and
emergency services. This segment encompasses a wide scope of activities with differing requirements,
reflecting the range ofmissions undertaken by various branches of the government. Thus, key factors could
include reliability, ruggedness and fault tolerance (of both the mobile device and the network), and speed.
This market is usually geographically bounded and often regional or local in nature. Largely as a result,
this has proven to be one of the most prolific early adopters of technology, such as CDPD.

8.3 Horizontal Applications

Horizontal applications are aimed at a broad cross-section of users, irrespective of the particulars of their
usage. The solutions deployed to meet these horizontal application needs span both off-the-shelf products
and integrated solutions using third-party products as building blocks. We will discuss horizontal applica-
tions and protocols in broad terms, focusing on the generic application types rather than on how they are
used.
Networks supporting mobility which are compatible with today’s Internet can use most of the existing

applications which are being used throughout the Internet. However, many of Internet’s widely used
application layer protocols were not design

8.3.1 Messaging and Email

Messaging (sometimes called interpersonal mail, electronic mail or Email) is the generic application name
for mechanisms which allow one user to send a "message" to another user or group of users. Marketing
surveys continually show that electronic messaging is the dominant application for both local and wide
area networks.
There are a number of available electronic messaging options for the mobile user, including the Post

Office Protocol (POP), the Interactive Mail Access Protocol (IMAP), the Simple Mail Transfer Protocol
(SMTP) and proprietary client/server protocols. All of the above mentioned protcols are based on open
standards. They will be discussed in the following subsections.

POP

The intent of the Post Office Protocol is to allow a user’s client device to access mail from a mailbox server.
To receive a message the client "pulls" the message via POP. To send a message the client typically "pushes"
the message via SMTP (Section 8.3.1.3), because POP does not specify a mail posting capability.
In this configuration a subscriber would only be responsible for the POP client. The Post Office Protocol

is currently defined by RFC 1460.
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IMAP

The Interactive Mail Access Protocol is the "glue" of a distributed electronic mail system, which consists of
a family of client and server implementations. These implementations run on a wide variety of platforms,
from small single-tasking personal computing engines to complex multi-user timesharing systems.
Although different in many ways from POP, IMAP may be thought of as a functional superset of POP.

Like POP, IMAP specifies a means of accessing stored mail and not of postingmail; this function is handled
by a mail transfer protocol such as SMTP.
In this configuration the user is only responsible for the IMAP client. An example of a IMAP client is

Pine. The Interactive Mail Access Protocol is currently defined by RFC 1176.

SMTP

The Simple Mail Transfer Protocol provides mechanisms for the transmission of mail. This transmission
can be a direct one from the sending host to the receiving host when the two hosts are connected to the
same transport service. Alternatively, this transmission can be via one or more relay SMTP servers when
the source and destination hosts are not connected to the same transport service.
SMTP comes with all Unix and Unix-like (e.g. Xenix, Linux) operating systems. It is also available as

an add-on to almost every other operating system. While, technically-speaking, SMTP can work in mobile
scenarios, it will limit the available choices as far as mobile devices are concerned. SMTP is a much "larger"
general-purpose solution which requires more resources from a device than other solutions. Implementa-
tions of SMTP are often more complicated to configure and maintain than proprietary client/server-based
solutions.
The Simple Mail Transfer Protocol is currently defined by RFC 821.

Proprietary Client/Server

Proprietary client/server mail systems are usually spawned from a LAN environment. LAN-based mes-
saging systems are not typically client/server-oriented because the client can utilize the server in a much
more efficient manner if it knows that it will always have immediate access to that server. Also, the readily
available bandwidth encourages more direct interaction without concern for bandwidth. For example,
Lotus’ cc:Mail has been modified to allow users the mobility of a true client/server system by adding a
cc:Mail mobile router to the picture. This has allowed users to make remote connections from wherever
they can access the server’s network.

8.3.2 Limited Size Messaging

The concept of Limited Size Messaging (LSM) originated in the world of CDPD. While LSM is not limited
to a CDPD network (it is designed towork over any IP network), it is the first applicationwhich is designed
around CDPD’s unique network characteristics. The LSM protocol specifications are open specifications,
which are reviewed and published by the CDPD Forum.

Why LSM?

None of the messaging protcols mentioned above, were designed with wirelessness, mobility and device
miniaturization in mind. Design of LSM was highly influenced by these considerations.
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There are many electronic messaging solutions on the market today. These solutions often expect a fast
connection as well as a large amount of disk space available to store messages of any size. In fact, the
direction of Email is aimed at being able to exchange larger and more complicated messages with graphic
and other (e.g., audio) attachments.
At the other extreme of the messaging spectrum is the paging network. Paging has progressed from

purely numeric to very small alpha-numeric messages. The system has historically been one-way, but
recently there have been some proprietary two-way paging offerings (as described in Chapter 9).
LSM could be looked upon as an open, standards-based high-end pager, but is really more like a full-

service messaging systemwhich is optimized for small messages. LSM is aimed at users whomay be using
expensive low speed subnetwork and who use energy limited devices (i.e., battery operated), such as a
wireless mobile system.
A user may have a permanent computing systemwhere they can review large Email documents at their

leisure. However, while they are on the move, they need to be kept abreast of any important bulletins that
will need their immediate attention. Some messages simply cannot wait for mobile users to find the time
to set up a laptop and dial in to check for messages. They must be able to immediately accept messages
at anytime on a device that they can carry with them anywhere. This concept is similar to that of cellular
phones, except that the device now has the ability to accept electronic messages.

What is LSM?

The LSM protocols define a submission and delivery system and a similar set of services as SMTP or X.400.
They completely define the rules for submitting a message (end-user device to LSM Server) and delivering
a message (LSM Server to end-user device). LSM improves on these other protocols for this particular
environment by highly optimizing the exchanges between the LSM Server and the end-user device, both
in terms of the number of bytes and the number of transmissions. Because of the required timeliness of the
messages, mailbox access protocols, such as POP and IMAP, are not used.

LSM Requirements and Objectives

The requirements which initially drove the LSM protocol suite include:
¥ LSM extends the existing Email-centric messaging world.
¥ LSM optimizes short messages via efficient encoding techniques.
¥ LSM respects mobile platform resource limitations, including memory and CPU levels, as well as

battery power longevity. This results in a client-light and server-heavy paradigm. Power efficiency is
gained by minimizing the number of transmissions by the mobile LSM device.
¥ LSM is extensible. Different users demand different options, so LSM cannot require every feature to

be a part of every message. Likewise, in the future usage will emerge which is not currently recognized as
a requirement. LSM must be extensible enough to handle new, emerging requirements.

How LSMWorks

A mobile communicator is an LSM device, typically a hand-held device with a CDPD modem. While the
device can be turned off, the modem always remains on to accept any incoming messages. Anyone with
access to the global messaging world (e.g. the Internet) can send a message to this user, as depicted in
Figure 8.1.
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Figure 8.1: LSM World with Global Messaging World

The LSM service provider accepts messages from the global messaging world via standard Internet
protocols and delivers them to the user’s device via LSM protocols. Since the modem is always powered on
and accessible, such messages are accepted at any time and the user notified (possibly in a similar manner
as a pager notification) whenever a message arrives.
The user could then activate the LSM device and read the message. The device will most likely have

a limited display area and a limited keyboard. This encourages utilization of canned (system or device
defined) and embedded (originator defined) responses.
To send a message the user enters the message, possibly using a canned message, and send it to the

LSM service provider via the LSM protocols. The service provider then acts like a standard Internet service
provider, forwarding the message via standard Internet protocols.

LSM Protocols

The LSM Protocol specifications define the protocols between the LSM client device and the LSM server.
LSM requires the LSROS (Limited Size - Remote Operation Services) protocol, which was developed in
conjunction with LSM. However, LSROS is an independent protocol, as described in Section 8.4.1.
The Limited Size Protocols were designed with three high-level goals:
1. Define a new paradigm of limited size messaging,
2. Define a remote operations service which could handle messaging and other standard networking

applications,
3. Make them an extension of the existing internetworking world.
These goals avoid (whenever possible) the expense and associated problems of "re-inventing thewheel."

The LSM Protocols make heavy use of existing technology, including:
¥ [RFC-822]
¥ ASN.1
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¥ Basic Encoding Rules
¥ X.400 and Internet email
The LSM technologies have been thoroughly tested and have proven to be reliable solutions for the

problems they address - message format, reliable message delivery, encoding and compacting. The LSM
Specifications support users who enjoy the advantages of this new technology while remaining connected
to the rest of the existing messaging world.
Figure 8.1 depicts the coexistence of the global and limited size messaging worlds. The messaging

Internetwork and its estimated 20 million current users are in the lower half of the figure. This world is
connected to the LSM messaging world via an LSM Access UnitAccess Unit. These access units may be a
part of an LSM message server or they may run on a separate processor altogether.
The LSM Message Server stores messages and makes decisions (e.g. formatting, compacting, routing,

etc.) based on size and addressing information, on a per message basis.
The LSM Protocols consist of three independent components:
1. LSM Format Standard (LSM-FS).
LSM-FS is responsible for defining the format of a limited size interpersonal message. It defines the

"content" encoding (header + body) and the end-to-end envelope. It relies on LSM-SDP (see 2 below) for
the transfer of the content to its recipients.
2. LSM Submission and Delivery Protocol (LSM-SDP).
LSM-SDP is responsible for wrapping a limited size interpersonal message in a point-to-point envelope

and submitting or delivering it.1 LSM-SDP performs the envelope encoding and relies on the services of
LSROS (see 3 below) for transporting the envelope and its contents. Some of the services of LSM-SDP
include: message originator authentication and optional message segmentation and re-assembly.
3. Limited Size Remote Operation Services (LSROS)
LSROS is described in Section 8.4.1.

Messaging Communication Stacks

LSM is designed to fit within the many protocols already in use for messaging, as well as those already in
use for networking. Figure 8.2 illustrates where LSM fits with the other prominent messaging protocols.
(Note that the RFCs referenced here are current at the time of thiswriting, but could be obsoleted or updated
at any time.)

8.4 Applications-Enabling Protocols

8.4.1 Limited Size Remote Operation Service (LSROS)

LSROSdefines a notationand the services provided by an application-service element to support interactive
applications in a distributed systems environment. The scope of limited size remote operation services is
not confined to limited sizemessaging. LSROS is designed to support other applications (i.e. finger/limited
directory service) and not just messaging. Transaction-based applications, such as point-of-sale, could also
benefit from an LSROS base.

1. Remember, submission is from client (at the mobile) to the server; delivery is from the server to the client.
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Figure 8.2: Messaging Communication Stack and LSM

8.4.2 Status Notification Service

In the CDPD Network, most mobile end systems (M-ESs) will only be occasionally connected. There are
twomain reasons for this:
1. User’s choice of not having his/her device connected to the network.
2. Unavailability of service (e.g. in an airplane).
The occasionally connected nature of M-ESs introduces the challenge of delivering information to the

devices in a timely and efficient manner. Previous solutions to this problem have been generally inefficient.
This problem is addressed in an efficient and timely manner by the StatusNotification System (SNS), which
provides the current status (active/inactive) of the M-ES to applications wishing to communicate with the
M-ES. The occasionally connected nature of M-ESs in the CDPD network is common to other networks
which support mobility as well.

Why SNS?

In the traditional information exchange model the originator of information assumes that the recipient is
ready and willing to accept the information. The introduction of occasionally-connected devices which
are often disconnected from the network invalidates this assumption because the occasionally-connected
devices are often not available for information exchange.
Attempting to communicate with an occasionally-connected device suffers from the inherent problems

of efficient and timely notification of the availability anddesire of the communicating parties. The originator
needs to know whether or not the intended (occasionally-connected) recipient will be likely to successfully
receive the data. Similarly the recipient needs to know about the originator’s intent to transmit data to it.
Without this information, network bandwidth and other resources could be wasted in futile attempts to
communicate.
Most networks supporting mobility have end systems which are only occasionally connected. The
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problem of end system status notification is particularly relevant in these networks, which are dominated
by occasionally-connected mobile end systems.
Both device and network performance is greatly enhanced if the originator knows the current status

(e.g., reachable or unreachable) of the occasionally-connected recipient and if the occasionally-connected
recipient knows that the originator desires communication with it. This system provides a mechanism by
which each of the communicating parties is efficiently notified about the status of its communications peer.

SNS Requirements

The requirements driving the SNS protocol include:
¥ An optional service that uses home MD-IS knowledge.
¥ Allowing a corresponding end system (C-ES) to determine the current status of one or more M-ES

entities in a quick and efficient manner.
¥ Allowing a C-ES to request notificationwhen one ormoreM-ES entities change status, either becoming

active and eligible for communication or inactive and unavailable.
¥ Providing status change notifications to the C-ES entities which have requested notification.
¥ Guaranteeing timely and reliable delivery of status change notifications, as this directly affects the

quality of service when a C-ES is waiting.
¥ Providing notification to anM-ES that a C-ES desires to communicate with it. This is to allow theM-ES

to initiate communications at its convenience.
The SNS protocol provides a common mechanism for applications to efficiently communicate with an

occasionally-connected mobile device. Without SNS, each application would have to separately track the
availability of these mobile devices.

SNS Model

In themost general case, a corresponding end system (C-ES) communicates with an occasionally-connected
end system (OC-ES) using information provided by the StatusNotification System (SNS). A corresponding
end systemmaybe any systemother than the originating end system(O-ES). An example of a corresponding
end systemwould be a mail server which is always available and which can communicate with the OC-ES
on behalf of the originating end system (i.e., sender of email). This is depicted in Figure 8.3.

How It Works

The first mechanism supporting C-ES communication with the OC-ES can be applied to messaging (e.g.,
email) applications. The steps involved in sending an emailmessage from anoriginator to a recipient OC-ES
via a message-delivery-system (C-ES), are identified in Figure 8.4.
The following time sequence scenario is depicted in Figure 8.4.
1. Themessageoriginator sends amessagewhich arrives at the recipient’smessage-delivery-system(i.e.,

mail-box). The message-delivery-systemattempts to deliver themessage to the recipient but the association
between the C-ES (message-delivery-system) and OC-ES (Message Recipient) fails.
2. The message-delivery-system (C-ES) requests from the SNS to be notified of the message recipient’s

status. Note that this step could either precede or follow Step 1.
3. The OC-ES becomes reachable. The SNS notifies the C-ES of the OC-ES’s reachable status.
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C-ES = Corresponding End System
OC-ES = Occasionally-Connected End System
SNS = Status Notification System
Lines = Application Layer Associations
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Figure 8.3: StatusNotification System Architecture
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Figure 8.4: Example of messaging to an OC-ES

4. The C-ES uses this information to send the message to its recipient (OC-ES).

8.4.3 Subscriber Area Location Service

This book has dealt with various concepts of routing data packets to mobile subscribers and devices. We
have described methods used to track the location of a mobile device. At the same time, these systems
and methods have been designed to make this very mobility transparent to the applications on the mobile
device and at its peer. In fact, in the interest of greater application attachment ease, knowledge of themobile
device’s current location and movements are hidden from systems outside the network infrastructure.
However, in some instances, this very hidden information provides value to applications. For example,

if a fleet dispatch operation has current location information about its delivery vehicles, it may be able to
construct more efficient dispatch algorithms. In these instances, the vehicle geographically closest to the
required pick-up location can be sent.
This type of location informationmay be provided by use of location tracking equipment on the vehicles

which use the mobile data communications system to relay the current position to the dispatch center.
External devices such as Global Positioning System (GPS) receivers or dead reckoning systems can be used
for this purpose. These systems require the mobile device to attach to extra equipment, and, in the case of
GPS, require the mobile to be able to "see" at least 3 GPS satellites.
An alternative approach available from mobile data systems, is to tap the mobility tracking database
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within the network infrastructure. For example, within the CDPD network, the combination of Location
Directory and Registration Directory allow each mobile to be placed at a single RF cell. In fact, this position
information is available without the mobile providing any information beyond what is already necessary
for maintaining registration with the network. Furthermore, the mobile device need not attach additional
location equipment.
The limiting factor in this approach lies in the lack of resolution in the location information. The position

can only be determined to the granularity of a coverage cell. Inmost cases, this coverage area is a 120 degree
sector of circle with a radius of approximately 2.5 miles. Some micro-cells within the downtown core may
provide greater accuracy while some rural sites may be much larger.
Even given these considerations, it was felt that the location information maintained by the mobile

data network may be of value to some applications. The CDPD specification team defined an approach to
provide this data.

CDPD Subscriber Area Location Service

The CDPD subscriber Area2 Location Service uses amessagingmechanism similar to the accounting service.
Figure 8.5 illustrates the basic operations.

MDBS serving
MD-IS SLSD HLSD

Authorized
Party

Raw event
data

Location Event
Report

Serving Service Provider Primary Service
Provider

Figure 8.5: CDPD Subscriber Area Location Service

Within the CDPD network, the entity that first notices amobile device’s movement is the servingMD-IS.
Whenever the serving MD-IS notices the relocation of a mobile device from one cell to another, it generates
a event report3 . This event report identifies the NEI on the mobile device as appearing in the new cell and
is sent to the Subscriber Location Services Distributor (SLSD).
The SLSD reformats this raw location information into geographic information of cell center (latitude

and longitude), cell radius, angle of coverage (start degree, end degree)4 and time of day. The SLSD then
sends this event information to the Home Location Services Distributor (HLSD).
The HLSD correlates this information with its local information about a subscriber and its authorized

NEIs to determine how to provide the location information to the party authorized to receive this informa-
tion.

2. In release 1.1 of the CDPD System Specification, the word "Area" was added to the title of the service. This is in recognition
that the accuracy of such an approach is limited to a cell coverage area. The intent was to avoid confusion with systems that provide
"pinpoint" accuracy.

3. Event reports are also generated for registration and deregistration events.

4. Remember, these are all approximate since RF is a world of probabilities.
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At this point of the systemdefinition, the specification teamran into difficulty. There are several concerns
regarding the exchange of information from the CDPD service provider to the authorized party.
From the technology perspective, it was not clear that a single standard for transfer of the location

information is possible or appropriate. Indeed, it wasn’t clear that consensus could be reached on a small
number of operational modes. For example, should the authorized party be informed of every movement
between cells? Should the authorized party be required to request the latest location information? Should
the authorized party be able to request a history of movement? Should the system notify the authorized
party only when the movement constitutes a significant event for the application?5

Moreover, how should the authorized party be established? Issues of violation of privacy is a strong
consideration. Legal opinion was necessary to progress further on this service.
Despite the concerns, the specification team felt it important to capture the direction and the concept.

The definition of thesemessages and procedures is found in Part 1019 of theCDPD ImplementorGuidelines.

5. The likely answer is "All of the above." There wasn’t enough time to address them all.
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Chapter 9

Non-Cellular Approaches to Mobile
Data Networking

Cellular

Doesn’t

Pamper

Data

–Prominent display in RAM Mobile Data booth at Comdex, 1993.

Increasing demand for mobile data communications has prompted the development of a number of
wireless data solutions. Limited primarily by cost of technology and regulatory restrictions, these wireless
data solutions include wireless (campus) LANs, ESMRs, private and public wireless packet data services
and satellite-based systems.
This chapter presents a survey of these existing and intended wireless data communications services.

But it is only a survey; many fine references–in particular [PAHL94], [PAHL95], [PATE95a], [PATE95b] and
[WONG95]–are cited in the bibliography and should be investigated for a deeper understanding of these
technologies.

9.1 Background

The demand for wireless data services appears to be inescapable and relentlessly increasing. This demand
is driven by both a growing reliance on data communications, especially in the form of Email, and an
ever-increasing desire formobility. Recent technical developments are now allowing this demand to be met
at a commercially reasonable cost.
In earlier years, wireless data communications were expensive and justifiable only by those willing to

pay the price, such as the military, public safety or other governmental authorities. Other early adopters
of wireless data technology had very specific needs, typified by services such as package delivery or taxi
dispatch, or applications such as remote telemetry. These early wireless data solutions were typically
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mission-critical to their customers. They were also typically private, closed systems, which were dedicated
to a single purpose rather than serving multiple user constituencies.
Earlywirelessdata communicationssystemswere physical layer-centric by design. Radio-based systems

were developed from an RF (radio frequency) technology perspective, with customizations enhancing the
efficiency of the scarce resource–the RF channel. These customizations often included shared RF channels,
canned messages and proprietary protocols at all levels. Reminiscent of the early days of computing,
applications were developed with full consideration of physical resource limitations; the RF protocols in
use were clearly visible to applications, countering today’s prevailing design wisdom of layered protocol
architectures.
RF bandwidth has always been a key constraint in wireless data systems. Efficient use of limited

bandwidth has typically involved the reuse of scarce radio frequencies with geographic separation of
simultaneously-transmitting-on-the-same-frequency units to prevent interference. This is the architectural
basis of current cellular systems, as we discussed in Chapter 2. Increasing system bandwidth is most easily
accomplished by subdividing coverage areas called cells into smaller cells ormicrocells, with corresponding
decreased transmission power levels.
From the earliest days of commercial wireless data services, expectations have been high for growth

of customer bases and revenues. While these high expectations remain largely unsatisfied, there is little
doubt as to their eventual fruition: the demand for mobile data communications appears insatiable. As we
discussed in Chapter 1, mobility is enhanced by wirelessness. Continuing improvements in technologies as
disparate as batteries and digital signal processors are increasing both the effective duty cycle and reliability
of wireless data transmission.
The following sectionswill describe non-cellular approaches tomobile data networking. Non-cellular in

this context refers to services and technology provided by organizations other than cellular carriers, which
we discussed in Chapter 2.

9.2 Wireless LANs andMetropolitan Networks

Wireless local area networks or LANs have been available since the late 1980’s, but the market remains
immature due to a dearth of standards and predominance of incompatible proprietary solutions.
By definition, LANs are local in terms of networking technology and thus involve none of the complexi-

ties of routing, internetwork address resolution, name-to-address translation, segmentationand reassembly
of data packets, etc. Also, since traditional LANs have been bound by the limitations of physical media,
such as the 500 meter maximum coaxial cable length for a traditional 10-BASE5 Ethernet, user mobility has
not traditionally been an important consideration.
The traditional motivation for wireless LANs has been the desire for flexibility of user location within

a building or campus. With a wireless LAN, a user’s workstation is no longer physically constrained to
local network taps. This is particularly effective in environments with frequent user moves, additions
and changes (such as point-of-sale terminals in a retail situation) or in situations where installing cabling
is either undesirable (such as historic buildings) or unsafe due to construction issues (such as asbestos
ceilings). Manufacturing environments, with robot-driven machinery have also found increasing use for
wireless communication networks.
Another growing motivation for wireless LANs is the demand for ad hoc user networks, such as sharing

of data by attendees at meetings and conferences. Previously this need was met via the proverbial "Sneak-
ernet," which, despite being a wireless LAN technology, will not be discussed further. One could consider
ad hoc networks to be a special case of mobility, but aspects of mobility such as security (authentication)
and external accessibility have not been an issue, although they probably should be, considering the rapid
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deployment of viruses which is possible in these settings.
A third motivation for wireless LANs is the desire to remain "in touch"whilemoving through a local area

such as a building or campus. Roaming software extending the effective wireless LAN coverage area has
recently become available allowing mobile users to maintain contact while wandering among overlapping
cells. Wireless access points monitor the signal strength of moving hosts and coordinate handoffs from one
point to another. However, the rate at which a user is allowed to move is typically limited to pedestrian
speed.
Three primary physical technologies have been used in wireless LANs: infrared, narrowband RF and

spread-spectrumRF. Their characteristics are summarized in Table 9.1. [WONG95]provides a fine summary
of these physical technologies. Adoption of these solutions has been hampered in the past by a lack of
accepted standards and the expense of these solutions relative to their performance.

Technology Infrared Narrowband RF Spread Spectrum
RF

licensing requirement No FCC licensing FCC licensing No FCC licensing

coverage No wall penetration—line-
of-sight only Some wall penetration Better wall penetration

interference risk No interference No interference Interference resistant

standards IEEE 802.11 No standard IEEE 802.11

Table 9.1: Wireless LAN Technology Characteristics

All of these wireless LAN technologies provide "mobility" at OSI Reference Model Layer 2. This allows
the benefits of mobility within a highly localized area, defined by the area of coverage for the medium in
use. Conventional routing technology could be employed to interconnect these mobile islands. However,
as we have seen, the mobility provided by conventional routing technology is limited by static addressing
and slow convergence of routing protocols.

9.2.1 Infrared Systems

Infrared systems can be either point-to-point directed infrared solutions or point-to-multipoint diffused
infrared solutions. The directed infrared solutions tend to be limited by the interconnection complexity
of line-of-sight requirements and congestion at key nodes; they are appropriate for token ring LAN archi-
tectures, where each host is "directly" attached to both an upstream and a downstream station. Diffused
infrared solutions tend to be limited by the "interference" of daylight and are appropriate for the shared
media nature of Ethernet LANs.
In either case, infrared solutions are physically appropriate only for relatively open areas, such as cubi-

cles; infrared transmissionwill not penetratewalls. The primary advantages of the infrared systems include
freedom from FCC licensing and low cost. Infrared solutions involve interfacing standard computing de-
vices to some form of optical transceiver; as always the API is a key consideration. This technology is likely
to continue to be a niche solution strongly supported by its adherents.

9.2.2 Narrowband RF Systems

Narrowband RF systems, such as Motorola’s Altair wireless Ethernet system, are able to penetrate some
walls, but require licensing from the Federal CommunicationsCommission (FCC) and tend to be expensive,
especially in light of their somewhat limited capacity and coverage. The need for installation of backbone

Ex.1016.00247



232 CHAPTER 9. NON-CELLULAR APPROACHES TO MOBILE DATA NETWORKING

cabling to connect the hubs providing the sometimes limited coverage further reduce the applicability of
such solutions.
Altair operates in the 19 GHz RF spectrum and is a closed, proprietary technology providing approx-

imately 3.3 Mbps effective user throughput in a 15 Mbps transmission medium. A derivative product
called VistaPoint provides a wireless link for LANs, such as between neighboring buildings at an effective
throughput of approximately 6Mbps. Of course, security becomes a concern whenever the physical barriers
of walls are removed as a deterrent to potential network eavesdroppers.

9.2.3 Spread Spectrum Systems

The predominant wireless LAN technology is currently that of spread spectrum RF systems, which operate
in the Industrial, Scientific and Medical (ISM) bands at 902-928 MHz, 2.4-2.4835 GHz and 5.725-5.850 GHz.
These frequency ranges are unlicensed by the FCC1 and so they can be used bymany non-LAN applications,
such as garage door openers.
There are many vendors of spread spectrum technology. The spread spectrum LAN systems have

recently been standardized by the IEEE 802.11 standard2 . Typically a low effective user bandwidth
solution, this technology provides approximately 1-2 Mbps of usable bandwidth, versus the Ethernet
standard supporting transmission rates of 10 Mbps.
There are two forms of spread spectrum technology, both ofwhich spread a baseband signal over awider

range of frequencies in order to achieve resistence to noise and fading and thus gain in performance. It was
this resistence to noise (i.e., jamming) which encouraged the development of spread spectrum technology
for military applications.
The first spread spectrum technique is called frequency hopping spread spectrum, in which the base-

band signal is spread by hopping from carrier frequency to carrier frequency within the ISM band in a
pseudorandom fashion; both transmitter and receiver must know the hopping sequence and dwell time at
each frequency prior to the transmission.
The second form of spread spectrum is called direct sequence spread spectrum, in which each transmis-

sion is modulated by a pseudorandom binary sequence which serves to spread the waveform spectrum;
a correlator at the receiver evaluates the energy at the binary sequence-defined frequencies and despreads
the signal prior to decoding it.

9.2.4 Metricom Ricochet

A recent development is the Metricom Ricochet wireless metropolitan network, which is an outgrowth of
the ISM band spread spectrum LAN technology. Metricom, founded in 1985, constructs private wireless
networks for utilities for wireless data acquisition and monitoring of public utility grid performance. These
private networks were collectively called Utilinet, with a protocol which could be licensed from Metricom
for other purposes.
Ricochet is a campus or metropolitan network, which is available in a few locations, primarily in Silicon

Valley. Rather than pursuing a "Field of Dreams" strategy of universal coverage, Metricom constructs in the
locations where specific customers have already been identified.
The high-level architecture of Ricochet consists of metropolitan networks linked together via public

1. These frequencies were originally in Part 18 of the FCC regulations.

2. IEEE 802.11 also has provisions supporting infrared media.
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switched services. Within a metropolitan area, Ricochet utilizes a mesh of ISM-band frequency hopping
spread spectrum RF repeaters, spaced approximately one mile apart.
Ricochet’s many RF repeaters are small low-cost low-power units, mounted on telephone poles and

buildings to reduce deployment costs. The maximum transmit power of the radios is one Watt, per ISM
band restrictions; this limits reception to the previously-mentioned one mile distance and reduces the
in-building penetration of the signal.
The low-power nature of Ricochet also increases the number of repeaters necessary to cover large

metropolitan areas–on the order of 100,000 base stations will be required to cover the top 30 markets. This
will also increase the network interconnectivity and scaling complexity; smaller cells means more frequent
handoffs. Ricochet is a strictly LAN solution whose capability for wide area network services is limited by
lack of definition of an internetworking scheme.
Within ametropolitanarea, Ricochet has a flat topology,with distributed intelligence capable of support-

ing both automatic alternate route selection and peer-to-peer communications between mobiles. Network
elements include Remote Terminal Units (RTUs), Load Control Transponders (LCTs) and network gate-
ways. Three radio types are used: WAN gates (RS-232-basedunits at entry-point PCs serving as gateways),
network radios (repeaters) and status control radios (which communicate status and control information).
Ricochet frequency hopping is based on a pseudo-random pattern using 240 narrowband channels

within the 902-928 MHz band. Radios optimize their frequency hopping by being offset with respect
to their neighbors. The same channels are used for both repeater to repeater links and communications
betweenmobile and repeater. Under ideal conditions, the RF technology employed provides a transmission
rate of up to 100 Kbps with an effective application rate of up to 38 Kbps.
Ricochetmobility is limited somewhatby the complexities ofpassing control to themobile inadistributed

system. Mobiles must either be stationary or slow-moving (i.e., less than 10 kph). Small cell sizes limit
the speed of communicating mobiles due to handoff failures; the repeaters cannot update their routing
tables quickly enough if usersmove too swiftly. The systemdesign encourages constant connectivity by the
mobile device. Direct mobile to mobile communications is supported as long as they are within one mile of
one another.

Internet

Carrier
NetworkRouter

Ricochet
Mobile

Transmitter

Figure 9.1: Metricom Ricochet

Ricochet repeaters are addressed by latitude and longitude, with color codes used to differentiate
between radios; each base station has a global position sensing (GPS) receiver. This is a novel way to unite
geographic and network locations for routing purposes. Radios build internal node tables, whose entries
include coordinate location, ASCII name, signal strength, unique radio address and frequency hopping
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algorithm offset.
Packets are routed between radios in themesh based on latitude and longitude coordinates; this coupled

with the dynamics of alternate path decision-making eliminates the need for static routing tables. Each
radio alsomaintains traffic history records, including the number of packets handled and forwarded to each
neighbor, the number of retries for each neighbor, the number of hops and time needed for each message,
the percentage of successful packet deliveries, etc.
Users can typically expect on the order of 3 or 4 RF hops between meshed base stations before their

packets reach a landline access point. This number of hops could increase to 30 or 40 in large cities,
depending on the location of backbone points of presence. The backbone is a frame relay network.
The Metricom protocol is reliable. Data packets are sent with the address of the network radio nearest

to the end destination. Packets sent are followed by queries for reception status; each packet is separately
queried. However, this overhead could effectively throttle the total system capacity, especially considering
that the same channels are used for both mobiles and repeater links.
Applications access the system in a prioritized manner. Up to 200 packets can be stored by the radios;

packets have time-to-live and number-of-routing-hops parameters to help determine which ones to keep.
Old messages are discarded by the radios in the mesh as are those requiring too many RF hops.
The system is self-healing thanks to its distributed intelligence. This helps it recover from outages and

control congestion via alternate routing. Alternate paths are selected when the first-choice route is busy or
unavailable.

9.3 Paging Systems

Paging systems have traditionally consisted of infrastructure capable of simulcasting3 phone numbers to
small portable receivers, notifying subscribers of the need to call whomever initiated the page. Today these
systems are capable of two-way interaction, with subscribers initiating transactions from their portable
devices as well as responding to messages by selecting one of a number of canned responses.

9.3.1 One-Way Paging Systems

The traditional paging system provides the capability for a subscriber to receive simulcast messages from
the network as long as they are in the coverage area of the paging service provider. Early incarnations of
paging services limited the message to a 10-digit phone number and limited the coverage area to a specific
market.
Both of these limitations have been extended with textmessages (typically limited to about 80 characters

in length) and simulcast coverage which is nationwide in scope (typically supported via satellite). With the
proper equipment4 and provisioning, coverage areas can be extended internationally. Partly as a result of
these extensions, at year-end 1995 there were some 34 million one-way paging subscribers in the United
States.5

With increasing simulcast coverage comes increasing contention for a simulcast channel. It is signifi-
3. Simulcast means that the same message is transmitted simultaneously from a number of locations in the network.

4. For example, Canadian paging systems utilize 1200 baud rates vs. the U.S.’s 2400 baud. For this reason many pager models
accommodate both baud rates.

5. Economics and Management Consultants International (EMCI) estimate.
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cantlymore resource-consumptive to usemany transmission channels over awide area for a singlemessage
than just one transmission channel over a single region. Prices for nationwide and international service are
commensuratelymore expensive. This is the price paid for an essentially nonexistentmobilitymanagement
scheme, in which the mobile is assumed to be everywhere.
A typical one-way paging network consists of a message center which receives messages to be simulcast

to one or more mobile receivers. The message center consists of a combination of computers and operators
to enter messages into the computers. Messages can originate from people phoning the operators or Email.
Messages are formatted per the protocol in use, then forwarded to one or more paging transmitters.

The paging transmitters are RF towers, typically located in high places, which transmit messages over a
wider area than cellular transmitters. Because one-way paging devices are provided with an excellent
"sleep mode" capability by paging protocols, battery life is greatly extended (to approximately one month
or more). As a result, these devices are very small and inexpensive. Battery life is further extended by the
receive-only mode of operation of pagers, although to a lesser degree.6

One-way paging service is much less expensive than two-way service because there is no reverse path
(i.e., mobiles never transmit) and they can thus be deployedwith fewer larger cells. Fewer cells means lower
fixed (infrastructure) costs for service providers. One-way paging systems also benefit from not having to
performmobility management functions–the network doesn’t really care where the mobile is or if it is even
powered on. The network simply simulcasts the message from all of the paging transmitters included in
the service profile for the subscriber.
Each pager receives all messages transmitted on the channel it is tuned to and filters all messages not

addressed to it. Pager addresses have traditionally been formatted as 10-digit phone numbers for user-
friendliness reasons; all of these phone numbers would be received by the message center. Now a common
number (often an 800-number) is used with the particular pager identified by a personal identification
number (PIN), also often formatted as a 7-digit phone number.
Early one-way paging systems used proprietary protocols to convey the 10-digit phone numbers to

pagers. From these proprietary systems evolved the Telocator Alphanumeric Protocol (TAP) and associated
Telocator Network Paging Protocol (TNPP), with support for 7-bit ASCII text messages.
TAP is used today to access most text paging services, although it is inefficient in its inability to perform

multicast transmissions. Instead it must generate a separate copy for each of the members of a group
targetted to receive a common message. TAP also provides no support for binary file exchange (i.e.,
noncharacter-oriented messages), which limits its ability to support other data applications.
An improved standard called Telocator Data Protocol (TDP) has recently been developed by the Paging

Communications Industry Association (PCIA), the primary paging industry trade group. TDP is aimed at
addressing the shortcomings of TAP, which it will replace.
TDP supports 8-bit ASCII messages, which are capable of transporting binary files, facsimile and dig-

itized voice as well as supporting longer messages, error correction and file compression. TDP provides
for packetization of larger messageswith reassembly of the messages required at the recipient device. TDP
also provides the group multicast capability absent in TAP.
With TDP, subscribers now have the option of either receiving the message directly at the pager or

having it forwarded to a mailbox for later retrieval with a spawned short notification message being sent
to the pager in near real time. As shown in Figure 9.2, a message originator sends a message from their
computer as a binary file to the message processor via the Telocator Message Entry (TME) protocol. The
message processor packetizes the message and forwards either the message or its notification to the paging
transmitter.

6. Despite its receive-only mode of operation, the perpetual duty cycle of a one-way pager results in a significant power drain over
time. Thus, the need for an effective sleep mode.
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Figure 9.2: Telocator Data Protocol

The paging transmitter broadcasts the packets (or notification) to the recipient pager via the Telocator
Radio Transport (TRT) protocols. The recipient pager reassembles the packets into the original message (or
notification). Finally, the paging receiver uses the Telocator Mobile Computer (TMC) protocol to relay the
message (or a file) to an application on a computer.
The ability to use TDP is a powerful tool for distribution of messages or data (including software

upgrades) to users of mobile computing equipment. It could even be used to update the control software
in the pager itself, although complicated by the fact that one-way service–by definition–cannot provide the
means for the pager to acknowledge the correct receipt of the message (data) or initiate procedures for error
recovery (retransmission, etc.).
Despite these advances in capability and coverage, one-way paging remains a best-effort simulcast

service. The embryonic two-way paging services are likely to obsolete one-way paging; in fact the 1994
narrowband PCS spectrum definition includes channels for incumbent one-way paging services to extend
their capability to acknowledged paging. After all, who doesn’t wonder whether or not their page has
actually been received?

9.3.2 Two-Way Paging Systems

In response to the twin demands for two-way messaging capability and a reduced federal budget deficit,
the FCC conducted auctions in mid-1994 for narrowband personal communication services (NPCS) licenses
in the 900MHz frequency bands.7 The auctionswere a precursor to the subsequent broadband PCS auction
(described in Chapter 2) and raised some $ 613 million for the U.S. Treasury.
The FCC definition of NPCS services is broad, including messaging, two-way paging, voice and mobile

communications. Digitized voice paging services are also expected. Broadcast services are explicitly
prohibited under the licensing provisions.
The NPCS licensing involves a complicated channel plan encompassing nationwide, regional and local

coverage areas. Regional license areas are based on the 47 major trading areas (MTAs) defined by Rand
McNally. Similarly, local license areas are based on Rand McNally’s 487 basic trading areas (BTAs).
As displayed in Table 9.2, NPCS licensing includes twelve 50 kHz channels, each paired with a 12.5 kHz

channel. These channel pairs are targeted at asymmetric services where messages and data are transmitted
outbound to mobiles, which acknowledge receipt of the messages and data. Nine 50 kHz channel pairs are
defined for symmetric data and message transmission. Eight unpaired 12.5 kHz channels are defined for
use by existing paging services for two-way capability. Finally, five unpaired 50 kHz channels are defined.
NCS channels may be aggregated up to symmetric 150 kHz channel pairs for services requiring greater
bandwidth.
Although the media (RF frequencies) have been defined for NPCS, the standards and technology to

be used are left to the discretion of license holders. From the NPCS community two basic standards
have emerged–one based on a paging paradigm and the other based on a data networking model. These
competing standards offer tradeoffs between system capacity and complexity versus subscriber battery
life and simplicity. Other existing and intended paging equipment vendors have proposed alternative
standards for use in the NPCS arena, but have since capitulated to the two dominant standards.

7. NPCS frequencies include 900-901, 930-931 and 940-941 MHz bands. Only two of these three frequency bands have been
auctioned and assigned. The third is being held in reserve for later assignment.
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Licensed service area Channels available

nationwide
3 (50 kHz + 12.5 kHz) pairs
5 (50 kHz + 50 kHz) pairs
3 unpaired 50 kHz channels

regional (47 MTAs)
7 (50 kHz + 12.5 kHz) pairs
4 (50 kHz + 50 kHz) pairs
2 unpaired 50 kHz channels

local (487 BTAs)
2 (50 kHz + 12.5 kHz) pairs
8 unpaired 12.5 kHz channels for use by existing one-way
paging license holders.

Table 9.2: Narrowband PCS Channels

Motorola ReFLEX

The paging-based standard for NPCS is the extended FLEX family of protocols by Motorola. The FLEX
messaging protocol has now been augmented by the ReFLEX two-way messaging protocol and the
InFLEXion voice nd data messaging protocol.
As listed in Table 9.3, new FLEX protocols are aimed primarily at asymmetric services, where greater

capacity is needed in the forward direction. These protocols support a variety of data types, including
binary files, and provide error detection and highly efficient sleep mode for mobiles a la one-way paging.
These TDP-based protocols provide no security capabilities although they could be added later. As in any
proprietary standard, licensing is required for any other manufacturer’s products to be able to use these
protocols.

Protocol
Outbound /

Inbound
Bandwidth

PCS
Channel Pair Purpose

FLEX 2400 / NA bps NA One-way text paging
ReFLEX 25 12.8 / 9.6 kbps 50 / 12.5 kHz Two-way paging / data
ReFLEX 50 25.6 / 9.6 kbps 50 / 50 kHz Two-way paging / data

InFLEXion 112 / 9.6 kbps
50 / 50 or

50 / 12.5 kHz
High-speed voice and robust data trans-

port

Table 9.3: The Motorola FLEX Protocol Family

The two-way extensions to FLEX include mobile registration to a particular local area, typically a city.
Whenever outbound pages or data are destined for the mobile, all transmission facilities in that local area
must participate. In a large city this could require simulcast transmission of the message from dozens or
even hundreds of paging transmitters. This makes economic sense only if a few large paging cells can
provide the service; otherwise fixed infrastructure costs would be excessive.
Although this simulcast bandwidth requirement is inefficient, it is mitigated somewhat by a much

simpler mobility management scheme with support for limited tracking. This allows an efficient sleep
mode capability, which in turn extends battery life. Unfortunately the need for supporting reverse channels
for low power mobiles limits the size of cells, increasing the fixed (infrastructure) costs of the network.
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Thus, an expensive bi-directional infrastructure is required to support the reverse channels but cannot
be efficiently used (in terms of airlink capacity) because of simulcast forward transmission. However, the
system retains the benefits of simple mobility management and long battery life, which also result from its
paging history.

personal Air Communicator Technology (pACT)

The second primary standard for NPCS is the personal Air Communicator Technology (pACT)8 standard
developed by AT& T Wireless Services and others. This open CDPD-based messaging standard is ori-
ented toward the data networking paradigm of the IP protocol suite. pACT is a variant of CDPD, with
modifications to the airlink and radio resource management definitions.9

As in its CDPDheritage, pACT requires no licensing fees and is IP-based. Mobile units are IP-addressable
network nodes. pACT preserves the security and mobility management capabilities of CDPD; a mobile
device must notify the network whenever it moves to a new channel stream. This allows a pACT-based
service provider to support much greater collective bandwidth because only a single transmitter is required
to transmit to a mobile. The tradeoff is a somewhat reduced battery efficiency at the mobile device, because
of the need for more continual reception of the forward channel to support mobility management.
The spectrum efficiency of pACT is offset somewhat by a low speed transmission capability. In support

of its symmetric communication architecture, both forward and reverse channels support 8 kbps channel
speed on a 50/50 kHz channel pair. This relatively lowdata rate includes error correction plus the capability
for a cellular-type mode of frequency reuse. Each 50 kHz license is implemented as multiple sub-rate
transmission channels.
pACT is designed for limited size messages and data. As such it includes the LSM and SNS proto-
cols standardized in the CDPD Forum. Both symmetric (e.g., peer-to-peer Email) and asymmetric (e.g.,
acknowledged paging) applications are supported by pACT. Message and data store-and-forward capa-
bilities are intrinsic to the system. But pACT is not intended to provide a general purpose mobile data
service.
Although pACT mobiles are IP-addressable, the nature of the application–NPCS–suggests that the

services are provided via a "closed" system. Therefore, there is no requirement that pACT-based service
providers actually use globally-unique IP addresses. However, use of InterNIC-supplied IP address blocks
will greatly facilitate the ease with which pACT-based applications can be developed to interact with the
rest of the world.
Going forward, it seems likely that applications software developers will increasingly consider NPCS

capability essential to the products they create. File compression and, possibly, encryption will likely
become increasingly common. Of course, IP-based paging protocols like pACT also encourage the trend
toward communications and computing commonality.

9.4 Private Wireless Packet Data Systems

Many of us have experienced riding in a taxi. One of the more memorable aspects of a taxi ride–aside from
the almost predictable stunt driver nature of the ride itself–is the squawk coming from the taxi’s radio.

8. This is pronounced "pact," not "p-act."

9. This extensibility of the CDPD specification is a benefit of an open, layered system definition. Network elements and protocols in
the pACT technical specification are the same as in CDPD, but with the leading "Mobility" being replaced by "Personal," e.g., "PD-IS"
instead of "MD-IS."
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This seemingly crude form of communication is an example of a private land mobile radio system. Other
examples of private systems include those used for public safety, utilities and other applications.
Operating primarily in the 806-824 MHz and 851-869 MHz frequency bands, these private systems are

usually conventional non-trunked10 systems. The channels are 25 KHz in bandwidth.
Specialized mobile radio or SMR 11 systems are regional trunked radio systems, which means that a

number of users (radios) share a common channel, typically provided via a single base station.12 SMR
systems have traditionally been used in small cities for local services such as fleet dispatch and public
safety. Only scratchy-sounding voice has been supported by these analog systems, typically via 12.5 kHz
channels, located in the 800 and 900 MHz bands.
Despite limited bandwidth, SMR systemsarewidely used. According to a 1995 survey of SMR operators

and manufacturers, there were more than twomillion SMR subscribers at year-end 1995, a growth of some
thirteen percent over the previous year.13 This net subscriber growth was actually lower than previous
years, largely because of increased congestion of these 800 MHz networks.
This congestion has prompted a recent FCCproposal to auction additional SMR spectrumabove860MHz

in 1997. The proposed auction would allow large SMR service providers, such as Nextel and Pittencrieff
Communications, to acquire the contiguous spectrum necessary to compete with other wireless services.
A similar auction of SMR frequencies in the 900 MHz bands was held in the winter of 1995-96, largely in
support of other SMR participants such as GeoTek.
Contiguousness of frequencies is important for any nationwide wireless service provider. In the late

1980’s, Nextel and others began an effort to acquire SMR service providers with the objective of patching
together a nationwide coverage. Unfortunately, many of the existing regional SMR services have operated
in non-contiguous bands, hampering such a nationwide combination. The spectrum auctionswill help this
situation.
In the late 1980s, Motorola developed a digital or enhanced SMR (ESMR14 ) system called Motorola

Integrated Radio System (MIRS).15 These systems support two-way data and paging as well as 7200 bps
voice. 4800 bps circuit-switched data services via the PSTN are also available in the ESMR systems.
New technologies and standards such as Enhanced Digital Access Communications Systems (EDACS) are
encouraging additional vendors to participate in this industry.
So, where are we today? In 1996, Nextel continues its efforts to provide a nationwide ESMR service.

With Craig McCaw’s 1995 investment in a controlling interest came focus–toward remote and mobile office
connectivity rather than the previous horizontal cellular-type services. Today’s circuit-switched services
are scheduled to be augmented with packet-switched data services in 1997.
Other SMR operators such as GeoTek Communicationswill also offer integrated voice and data services

aimed at dispatch, one-way and two-waymessaging, remote point-of-sale, auto vehicle location and other
markets. Until the larger players in ESMR deploy nationwide services, these systems will continue to be

10. A trunked system is one with shared RF channels among disparate users.

11. This is pronounced "smur."

12. Like the party lines commonplace in bygone days, the multiple users of the channel determine that the call is their’s by the
ringing pattern or by the identifier called out. Remember "Car 54, where are you?"

13. American Mobile Telecommunications Association and Economic and Management Consultants International, Inc., estimate.

14. This is pronounced "e-smur."

15. This formerly proprietary technology was renamed iDEN or integrated Dispatch Enhanced Network in 1995. iDENmay now be
licensed from Motorola. MIRS was originally developed for NexTel (then known as FleetCall). Motorola subsequently traded its SMR
channels (then amounting to 30% of the channels available in the U.S.) to NexTel in exchange for an equity interest in the company.
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regional or even local in nature. Mobility will remain constrained, much as it is withmetropolitan networks
such as Metricom.

9.5 Public Wireless Packet Data Services

The demand for wireless packet data services has spawned the creation of public services, initially domi-
nated by Ardis and RAM Mobile Data. These services are largely based on proprietary technology which
can be licensed by other manufacturers. Nonstandard application program interfaces (APIs) lessen the
attractiveness of porting applications to these services.
Public wireless packet data systems rely on third-party vendors, such as RadioMail, to provide gateways

to the rest of the data networking world and perform store-and-forward functions. As a result, customer
acceptance of these services has been somewhat slow, with approximately 30K and 40K subscribers on RAM
and Ardis, respectively, at mid-1995.16 These are considered to be public services because they are available
on a subscription basis to whomever desires wireless capability.

9.5.1 Advanced Radio Data Integrated System (Ardis)

Ardis was created as a joint venture of Motorola and IBM. This 1990 partnership was intended to leverage
the system Motorola had previously created for IBM field service technicians, who still comprise almost
one-half of the Ardis subscriber base. Now owned solely by Motorola, Ardis retains its vertical market
orientation with an emphasis on host connectivity; applications supported by Ardis include dispatch and
field service .
Ardis is an 800-MHz band RF system built with a cellular-type architecture. Cellular architectures are

used for one reason–the ability to reuse scarce channels for increased capacity–and Ardis exemplifies this
goal. This single-frequency reuse system has up to 6 25-kHz RF channel pairs available in large North
American cities (12.5 KHz channels in Europe), but only one so-called Nationwide Channel pair is available
for accessing the system.
This limited channel set dictates a mode of operation which limits forward channel capacity. In areas

where only a single channel is available, nearby base stations coordinate their transmissions to avoid
interfering with one another; in a small cluster of cells only one base station can transmit at a time. This
base station coordination is handled by area communications controllers (ACCs) upstream in the network.
However, a nice characteristic of the single-frequency reuse scheme is that overlapping cell coverages

results in enhanced in-building reception of the reverse channel. Multiple base stations typically receive
each mobile-originated packet; an ACC selects the best copy of the packet from these multiple receptions.
The ACC then uses an intelligent "path sensing" algorithm to select the best route outbound to the mobile
to minimize congestion. This routing algorithm also allows multiple simultaneous transmissions from
non-interfering base stations by an Ardis system, gaining capacity of 1.5 to 3 times over a simulcast system.
A 19.2 Kbps radio link protocol known as RD-LAP is replacing the original 4800 bps MDC4800 protocol

(which is still used for Nationwide Channel access). Both protocols are Motorola proprietary although RD-
LAP can be licensed by other manufacturers. Four-level FSK modulation with a Gaussian filter is used on
the RD-LAP-based system. A three-quarters rate Trellis-coded modulation with interleaving and CRC-32
supports an undetected block error probability of approximately 2 32

16. The slow acceptance of these services has spurred RAM and Ardis to interconnect their serviceswith those of cellular and CDPD
service providers.

Ex.1016.00256



9.5. PUBLIC WIRELESS PACKET DATA SERVICES 241

RD-LAP provides a slotted digital sense multiple access (DSMA) MAC protocol without collision de-
tection by the half-duplex mobiles; higher layers are assumed to recover from errors. The maximum
transmission burst is 2048 bytes. A stop-and-wait (SAW) link protocol is used by the half-duplex mobiles,
which limits the throughput enjoyed by an application running over Ardis.
Taking all of this into consideration, the effective data rate for a 512-byte transmission is approximately

6.33 Kbps [WONG95]. The protocol efficiency is 57% and 61% for 125 and 250 octet messages, respectively.
Ardis is best suited for low bandwidth non-interactive applications; response times generally exceed 5

seconds. Ardis enjoys widespread deployment, providing coverage to some 80% of the population of the
U.S. and 90%ofU.S. business areas viamore than 1400 base station sites, 35 area communications controllers
(ACCs) and 3 message switches, as depicted in Figure 9.3.

ACCACC

Message
Switch

Message
Switch

Customer
Network

(Connects to Ardis
Message Switch)

Message
Switch

Base Stations

Figure 9.3: ARDIS Architecture

The Ardis architecture defines protocols up to and including Layer 4 in the mobile. A so-called Native
Command Language (NCL) in the bottom two layers provides a command/response type of transaction
protocol between the Radio Packet Modem (RPM) and the subscriber’s computer. The RPM uses RD-LAP
in Layers 2 and 3 to access the network, which is X.25-based. The Ardis communications architecture is
depicted in Figure 9.4.
Mobility management in Ardis resembles CDPD. A HomeLocation Register (HLR) and Visitor Location

Register (VLR) located in ACCs track the position of each RPM registered with the network. Whenever
an RPM recognizes that it is in a new cell (by base station-transmitted information), it sends a registration
packet to update the network location database. The serving ACC and VLR coordinate this with the home
ACC and HLR, getting authorization prior to granting service.
Ardis provides a Motorola-proprietary security capability, involving authentication and symmetric key

exchange. It defines communication protocols up to the Transport Layer of the OSI reference model. No
access priorities are defined. Gateways are necessary to interface to the rest of the data networking world
because of the nonstandard protocols and APIs in use.
Because the network consists of a single administrative domain, service and performance are consistent
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Figure 9.4: ARDIS Communications Architecture

everywhere; there are essentially no interoperability or incompatibility problems. Ardis connects with the
outsideworld via dedicated links or VANs (e.g., Advantis). Asmentioned previously, theRadioMail service
is typically used by subscribers for both store-and-forward and network gateway services.
Ardis features are compared with those of CDPD and RAM in Table 9.4.

9.5.2 RAMMobile Data (Mobitex)

RAMMobile Communications is a joint venture of Ericsson and Bell South in the U.S. This public wireless
packet data network is based on the Mobitex network, the name by which it is known outside of North
America. Mobitex was first deployed in Sweden in 1986 as a joint venture of Ericsson and the Swedish post
office for voice and dispatch data services. RAM continues to have a horizontal market orientation with an
emphasis on peer-to-peer messaging.
Typical applications of RAM include host access and dispatch. RAM has been widely deployed with

over 1000 base stations in operation. RAM hasworked with customers to co-finance base stations in remote
areas where RAM might otherwise not build-out. RAM now provides nationwide coverage via cellular,
paging, satellite, dial-up and private networks.
Architecturally, Mobitex has always been considered to be a wireless extension of X.25 packet switching

networks, consistent with its European telephony roots. Mobitex is a cellular-based system with between
10 and 30 12.5 kHz channels available in markets in the 896-901 MHz band.17 As a result, airlink capacity
has never been a concern. Access to the system is provided by National System Channels, which control
access to the particular channel set in operation in any given area; this provides the necessary support for
mobility between markets.
Intercommunication is done at the lowest possible level of the tiered hierarchy of base stations, local

switches called MOXs and regional/national switches called MHXs, as displayed in Figure 9.5. The MHXs

17. RAM assembled its nationwide spectrum by purchasing and consolidating SMRs.
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are identical physically to the MOXs, but differ in their software soul. A network control center or NCC
handles billing and management functions, but no user traffic. The modular nature of Mobitex architecture
supports both small systems and extremely large systems with multiple levels of MHXs and redundant
NCCs.
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Network
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Figure 9.5: RAM Architecture

Sufficient intelligence is built into each node allowing intercommunication to be done at the lowest
possible level: mobiles can interact directly via the base station (if they are registered to the same base). If
a base station doesn’t recognize the destination mobile, it will pass the message to the MOX. If the MOX
knows the mobile, it will pass the necessary information on the destination mobile to the base station; if
the MOX doesn’t know of the mobile, it passes the message on to the MHX. Most fixed-location hosts are
interconnected physically via land-lines at the local exchanges (MOXs), although the connection is also
possible at the base station level. Occasionally the fixed host might also be connected to a main exchange
(MHX).
External hosts can either connect directly to the MOXs or via public X.25 packet data networks. Other

fixed host connection alternatives include dial-up gateways (preassigned to minimize PSTN charges), IP
gateways (over either X.25 or PPP) and specialized gateways (including 3270 and 5250 emulation).
The8KbpsMobitexMAClayer protocol is openbutnot a standard. It has twomodesofoperation–slotted

Aloha for shortmessagesand amodified CSMA for longer transmissions. Themaximum transmissionburst
is 512 octets. A combination of a shortened (12,8) Hamming forward error correction with interleaving to a
depth of 20 and CRC-16 parity provides an undetected block error rate of approximately 2 16. A selective
ARQ (automatic repeat request) mechanism enables the retransmission of specific blocks.
Like Ardis, the half-duplex Mobitex mobiles have no capability for collision detection and so error

recovery must be done at a higher layer. A go-back-N protocol is employed at the logical link control (LLC)
sublayer by the half-duplex mobiles for error recovery.
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The effective data rate for a 512-octet transmission is 4.6 Kbps [WONG95]. The protocol efficiency is
51% and 55% for 125 and 250-octet messages, respectively. Response times are typically over 4 seconds
and highly variable. Channel access algorithm parameters such as maximummessage length and priority
levels can be dynamically adjusted by the network operator to optimize system performance in the face of
changing traffic loads.
Protocols at the mobile are defined up through Layer 4, as displayed in Figure 9.6. MASC is the

Mobitex Asynchronous Communications Protocol andMPAK is the Mobitex Packet assembly/disassembly
protocol. MTP/1 is the Mobitex Transport Protocol and interface, which must be employed by applications
developers to access the wireless data services. These are open, license-free protocols, but non-standard
(except RS-232); there are several terminal manufacturers.
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Figure 9.6: Mobitex Communications Architecture

The mobile handles its own radio resource management, like CDPD; received signal strength and data
error rates aremonitored by themobile, which also scans the channels of adjacent base stations to determine
optimum RF channel selection. Four user priority levels are defined; the highest is strictly for emergency
messages. These priorities are used to control the flow of in-bound traffic to the system. The system
advertises the lowest priority traffic it is willing to entertain. At coverage borders, mobiles can promote
themselves one priority level; this is known as "distance access priority."
Mobility in Mobitex is also similar to CDPD. The mobile terminal notifies the network whenever it has

changed base station coverage areas via a ROAMmessage. TheMOX receiving thismessage in turn notifies
other affected networknodes (the last servingMOX, etc.) of themobile’s change in location. Twenty-four-bit
addressing supports international roaming.
Other features provided include sleepmode for mobile battery life extension, and store-and-forwarding

of Email intended for mobiles withmessage storage notification to the sender. There has been criticism that
RAM’s primary shorcoming is poor in-building coverage, which RAM is addressing through continued
deployment of additional base stations.
No security features are provided, as RAM believes that the complexity of airlink attacks is sufficient

to discourage even sophisticated hackers.18 Each subscriber device and fixed host in a Mobitex network
18. RAM Mobile white paper [RAMM95].
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is assigned a unique eight-digit Mobitex Access Number (MAN), which is stored in non-volatile memory.
A unique Electronic Serial Number (ESN) is permanently stored in the radio modem and is validated by
the network with the MAN whenever the mobile registers. A transferable subscription capability allows a
user to provide an eight-character password when registering with a different mobile. All identifiers and
passwords are transmitted in the clear.
RAM (Mobitex) features are compared with those of CDPD and Ardis in Table 9.4.

Feature CDPD RAM ARDIS
Open System Standard Yes No No
Multiple Service Providers Yes No No
Multi-Vendor Infrastruc-
ture Equipment Yes No No
Multi-Vendor Subscriber
Equipment Yes Yes Yes
Broadcast Service Yes ? Yes
Multicast Service Yes Yes Yes
Authentication Yes Yes Yes

Encryption RC-4 over airlink End-to-End only
Proprietary over

the airlink
End-to-End End-to-End

Subscriber Device Power
Save Mode Yes Yes Yes
Full/Half Duplex airlink Full Half Half
Network supported Data
Compresssion Yes (V.42bis) No No
Base Sites 10,000 + 1,000 + 1,400 +
Airlink Data Rate 19,200 bps 8000 bps 4800 bps and

19,200 bps

Table 9.4: CDPD, RAM and ARDIS Feature Comparison

9.5.3 RadioMail

RadioMail is not a wireless service provider at all, but rather a service providing the backend mailbox
solution for wireless services such as RAM and Ardis. In late 1995, fewer than three thousand subscribers
were using this service, despite its having received great fanfare in the press. Onemight conclude from this
that relatively few RAM and Ardis applications were horizontal in nature at that time.

9.6 Satellite-Based Systems

Satellite-based systemsoffer theopportunity for truemobility–theability to communicate anywhereanytime
(as long as you’re on Earth). Recent technological advances now make it possible to provide RF coverage
to remote locations for small, relatively low power mobileunits. Unfortunately there is a relative dearth of
demand for mobile communications services in remote locations. This remains the quandary of satellite-
based communications systems.
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Early satellite communications services have been provided by high-orbit geosynchronous (GEO) satel-
lites, which–at altitudes of approximately 35 kilometers–orbit the Earth beyond the outer Van Allen belts.
Because of their high altitude, relatively few satellites are required to provide coverage–typically two or
three are sufficient, depending on the desired service area.
It’s a good thing because GEO satellites are expensive and the systemsutilizing these satellites typically

suffer from large delays–on the order of 250 milliseconds roundtrip. Because of the distances involved,
relatively large dish antenna and relatively high-powered RF transceivers are often required.19 This might
be wireless but it is hardly portable.
Recent advances have popularized so-called low Earth orbit or LEO satellites. These satellites are not

geosynchronous and orbit the Earth at approximately 700 kilometers–below the inner Van Allen belts.
Because of their relative proximity, they enable the use of low-power mobile transceivers by subscribers.
Unfortuantely, these low altitude satellites each cover a much smaller surface of the Earth, which means

that more satellites are required. What’s even worse, the low altitude means that the satellites are dragged
down by the Earth’s upper atmosphere and thus have an operational life of about five years. This adds
greatly to the operating cost of such a system.
Despite these drawbacks, visionaries continue to push this application of the Reagan administration’s

Star Wars defense initiative for commercial purposes. One of the more interesting aspects of the LEO
satellite-based communication systems is their reversal of standard cellular systems; in LEO systems, the
mobile devices are essentially stationary while the "base station" satellites move at up to 35 degrees per
minute (which translates into 7.4 kilometers per second in Earth motion). Because of the smaller coverage
areas supported by the LEO satellites, frequency reuse is possible.
LEO systems are classified into one of three groups. The first group is the so-called "Big LEO" group,

which will support voice, data, paging and facsimile services. These systems–which include Iridium,
Globalstar, Odyssey and Inmarsat P–can be characterized as giant cellular systems in the sky, requiring
dozens of satellites each. In some cases, mid-Earth orbit (MEO) altitudes of ten thousand kilometers are
used (Table 9.5, Comparison of "Big LEO" Systems)
Iridium, aMotorola-led consortium, is themost ambitiousof the Big LEOs. It wasnamed for the element

whose atomic number matches the originally-planned 77-satellite constellation. 20 Each of the currently-
planned 66 satellites is designed to be a self-contained switching center with links to its neighbors for
redundancy aswell as performance reasons. These small "smart" satellites are intended to be intenetworked
together to form an adaptive fault-tolerant network backbone.
Small cellular handset-like mobile devices will communicate directly with a selected Iridium satellite.

Terrestrial gateways will interface the satellite network to the PSTN and other terrestrial networks. The
service is intended to complement the services provided by less-expensive terrestrial systems.
Globalstar, a consortium led by Loral and QUALCOMM, is slightly less ambitious–it only requires 48

satellites. Each of the satelliteswill function strictly as adigital repeater in a so-called "bentpipe transponder"
mode between the service and feeder links back to Earth locations. Switching and call processing functions
are handled by ground stations, which makes satellites less expensive and the system easier to upgrade.
The second group of LEO systems is referred to as the "Little LEOs." This diminutive characterization

is only relative to the ambitious "Big LEOs." Little LEO systems are intended to provide narrowband store-

19. This depends on the so-called link power budget and aperture required (to differentiate between two satelliteswith small angular
separation transmitting on a common frequency).

20. The joke inside Motorola was that it was a good thing that 76 satellites were insufficient. The element whose atomic number
is 76 is Lead, which somehow lacks the marketing cachet of Iridium. Likewise, the element whose atomic number is equal to the
currently-planned number of satellites–66–isdysprosium, which is probably aname better suited for things other than communications
services.
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Service Iridium Globalstar Odyssey Inmarsat P

Proponents Motorola, oth-
ers

Loral, QUAL-
COMM, oth-
ers

TRW, Tele-
globe, others

Inmarsat P
government
consortium

Altitude (km) 740 (LEO) 1410 (LEO) 10,500 (MEO) 10,500 (MEO)
Satellites 66 48 12 10 + 2
Ground sta-
tions 20 90-200 8 8-12

Access
scheme TDD CDMA CDMA TDMA

Spectrum
(service link)

1610 - 1626.5
MHz 1.6 / 2.5 GHz 1.6 / 2.5 GHz 2.0 / 2.2 GHz

Spectrum
(feeder link) 20 / 30 GHz 5 / 7 GHz 20 / 30 GHz 5 / 15 GHz

Anticipated
cost $4.0 B $3.5 B $2.5 B $3.0 B

Table 9.5: Comparison of “Big LEO” Systems

and-forward data a la two-waypaging. These systemsare represented byOrbcomm, GEAmericom, Starsys
and VITA.
Orbcomm Global LP is a fifty-fifty partnership between Teleglobe, Inc., and Orbital Sciences Corp. At

year-end 1995 two satelliteswere in orbit for beta testing, out of a planned 28-satellite system. This low-cost
data service is aimed at applications such as vehicle tracking, pipeline monitoring and low-bandwidth
two-way data. It will operate in the VHF band at 137-150 MHz, which permits inexpensive "mobile"
equipment.
The third class of LEO systems provides wideband data services. This group of systems is typified by

Teledesic, whose bandwidth ismuch greater than the systemsmentioned previously–typically 160 channels
at 9.6 kbps (1.5Mbps) or higher. The idea is to provide broadband bandwidth ondemand services analogous
to wireless fiber anywhere on Earth. [FREZ95] characterizes this service as "broadband Internet in the Sky."
Teledesic is the brainchild of Craig McCaw with early funding coming from himself, Bil Gates and

Microsoft. Initially scoffed at because of its 840-satellite requirement, critics are now rethinking their
initial reaction to the concept. Teledesic is envisioned as providing two million subscribers basic data rate
connections at 16 kbps, for an aggregate 32 gigabits per second bandwidth.
The target Teledesic user is not mobile–fixed location users are assumed. The system will be a highly

fault-tolerant geodesic mesh of satellites, with each satellite linked to 8 of its neighbors. Teledesic is
envisioned to allow end-users to bypass the local loop upgrade bottleneck for receiving broadband services
today.
Another means of providing high bandwidth services is via geosynchronous (GEO) satellites. As

previously mentioned, these high altitude satellites are expensive and required expensive, high-power
"mobile" transceivers. These systems includeMOBILSAT (MSAT), a joint effort of AmericanMobile Satellite
Corp. (AMSC) and OmniTracs, Spaceway and Cyberstar.
The idea of these GEO services is to provide ubiquitous mobile telephone, facsimile and data services.
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"Mobile" devices consist of briefcase-sized transportable units. Because of the extensive coverage provided
by high-altitude satellites, only two satellites are required to cover the Earth’s landmass. Bandwidths
provided for circuit-switched data services will range from 2400 to 4800 bps. X.25 packet-switch data
services at up to 3 kbps are also anticipated. As of September, 1995, the FCC had received twelve wideband
GEO proposals.
The OmniTracs service provided by QUALCOMM is notable in that it has been fully operational since

1988. This twin GEO satellite-based system supports over 100 thousand mobile devices with data-only
services. OmniTracs provides the basis for tracking long-haul truck fleets–strictly a vertical market. It has
also provided the bulk of QUALCOMM revenues in the early 1990’s.
Some non-”Big Leo” satellite systems are compared in Table 9.6.

Service Orbcomm Teledesic Spaceway MSAT

Proponents
Teleglobe,
Orbital Sci-
ences

Craig
McCaw, Bill
Gates

Hughes AMSC & TMI

Altitude (km) 750 (LEO) 700 (LEO) 35,000 (GEO) 35,000 (GEO)
Satellites 2 - 28 840 8 2
Ground sta-
tions 4 16 2 2

Access
scheme TDMA TDMA TDMA FDMA

Bandwidth 2.4-4.8 kbps 2M * 16 kbps 1.5 Mbps 1-5 kbps
Service spec-
trum

137.5 / 150
MHz 20 / 30 GHz 20 / 30 GHz 1.6 / 1.5 GHz

Feeder spec-
trum

137.5 / 150
MHz 20 / 30 GHz 20 / 30 GHz 13 / 11 GHz

Anticipated
cost $220 M $9.0 B $6.2 B $500 M

Table 9.6: Comparison of non-“Big LEO” Systems

In addition to the issues raised previously about satellite-based mobile systems, one should not forget
the need for international regulation. Both in terms of orbit and radio frequency in use, these systems are
by definition international. The primary authority is the World Administrative Radio Conference (WARC),
organized by the United Nations International Telecommunications Union (ITU) and held every three years
to regulate the use of RF frequencies worldwide. For this and technical reasons (and cost!), satellite systems
require extremely long lead times.

9.7 Summary

This chapter has presented a survey of the alternatives to cellular-based systems for mobile data communi-
cations. Thewide range of technologies and services receiving serious consideration and investment reflects
the demand for mobile data capabilities. As technological advances turn dreams into viable commercial
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opportunities, some of these alternatives will prosper more than others. But none of them appears likely
to replace cellular-based systems in the near future. In the next chapter we will discuss the most likely to
succeed alternative to CDPD for mobile data networking.
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Chapter 10

Future Directions in Mobility

The public telecommunications carriers don’t understand the data communications business
and couldn’t market modems to PC users if their lives depended on it.

–W. Frezza, "Going the Way of Wireless," Network Computing, October 1, 1995.

The most ubiquitous internetwork is called the Internet. Routing in the Internet is based on the Internet
Protocol (IP). In the late 1970s and early 1980s when the IP was developed, mobility of hosts was never
considered. At that time most hosts were simply physically too large to move around.
The explosive growth of the Internet combined with the widespread availability of highly mobile small

hosts in the formof laptopand palmtopcomputers, andpersonal digital assistants,has created a big demand
for the concept of Mobile IP. The current trends point clearly towards further miniaturization and greater
mobility. It is not unreasonable to expect many of tomorrow’s hosts to be in the form of pagers, cell phones
or even wrist watches. Transparent mobility is a major requirement for the next generation IP (IPv6).
For the Internet to support global transparentmobility, a new set ofmobilitymanagement protocols that

accommodate roaming among different subnetworks and different media types is required. None of the
technologies discussed thus far completely addresses this requirement.
However, significant efforts are presently underway todevelop a comprehensive solution for transparent

mobility in the Internet. In this chapter we discuss two such efforts. First, we survey the so called "Mobile
IP" effort which enhances the current Internet Protocol (IPv4) to support mobility. Next, we discuss the next
generation of Internet Protocol (IPv6), which is being designed to address the mobility requirement. We
then compare and contrast CDPD mobility with Mobile IP. Table 10.1 provides a comparative glossary of
CDPD and Mobile IP, which those familiar with CDPD may choose to review prior to reading the chapter.

10.1 Mobility under IPv4

The Mobile IP Working Group of the Internet Engineering Task Force (IETF) is addressing the requirement
of mobility in today’s Internet. Mobile IP enables a mobile node to send and receive packets over the
Internet using its home address regardless of its point of attachment. In essence, Mobile IP extends the
existing Internet Protocol to allow a portable computer to be moved from one network to another without
changing its IP address and without losing existing connections.
In this section we will discuss:

251
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¥ The Mobile IP Standards Process
¥ A summary of the current Mobile IP specifications
¥ Existing implementations of Mobile IP
It is important to recognize that Mobile IP is rapidly evolving. By the time that you read this, much of

the information provided in this chapter may be somewhat obsolete. Therefore, this entire section should
be read with the understanding that it provides only a snapshot as of the time of this writing (June 1996).
We intend to maintain current information about various aspects of Mobile IP at the following site:

http://www.neda.com/mobileIpSurvey/html/mobileIP.html
The current base specification for Mobile IP is an "Internet Draft". Internet Drafts are draft documents

that may be updated, replaced, or obsoleted by other documents at any time. It is inappropriate to use
Internet Drafts as reference material or to cite them other than as "work in progress."

10.1.1 The Mobile IP Standards Process

Mobile IP and the IETF

The Mobile IP Working Group of the Internet Engineering Task Force (IETF) is the culmination of efforts
by many individuals interested in the problem of mobile routing of hosts. The first meetings were in the
form of BOF (Birds of a Feather) sessions held at the Atlanta (July, 1991), Santa Fe (November, 1991), and
San Diego (March, 1992) IETF meetings. In June, 1992, a proposed charter for a formal Working Group was
submitted to the IETF and at the same time a mailing list was set up for conduct of the group’s business.
Following a revision of the charter, the Working Group was officially formed in June 30, 1992.

IETF Mobile IP Working Group Charter, Goals, and Milestones

The IETF Mobile IP Working Group (mobileip WG) is chartered to develop or adopt architectures and
protocols to support mobility within the Internet. In the near-term, protocols for supporting transparent
host "roaming" among different subnetworks and different media (e.g., LANs, dial-up links, and wireless
communication channels) are to be developed and entered into the Internet standards track. The work is
expected to consistmainly of new and/or revised protocols at the (inter)network layer, butmay also include
proposed modifications to higher-layer protocols (e.g., transport or directory). However, it is a requirement
that the proposed solutions allow mobile hosts to interoperate with existing Internet systems.
In the longer term, the group may address, to the extent not covered by the mobile host solutions, other

types of internet mobility, such as mobile subnets (e.g., a local network within a vehicle), or mobile clusters
of subnets (e.g., a collection of hosts, routers, and subnets within a large vehicle, like a ship or spacecraft, or
a collection of wireless, mobile routers that provide a dynamically changing internet topology).

10.1.2 Overview of Draft Version 16 of the IETF IP Mobility Support

In this section we provide an overview of the current base specification for Mobile IP. The terminology is
similar to CDPD and is summarized in Table 10.1.
The Mobile IP approach is analogous to postal service delivery: whenever you move to a new location,

you ask your home post office to forward your mail to your new address via the local post office there.
Thus, a mobile node first leaves its home network and connects to a foreign network. An agent on the
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home network then intercepts packets sent to themobile node and forwards them to an agent on the foreign
agent. This agent then delivers packets locally to the mobile node visiting that network.

Mobile IP Entities and Mechanisms

Mobile nodes are supported by two service entities.
¥ A home agent which is the mobile support node on the home network. It keeps track of mobile node

location (mobility binding) and intercepts and tunnels packets destined for the mobile node.
¥ A foreign agent which is the mobile support node on the foreign network which decapsulates and

delivers packets tunneled to the mobile node. Mobile nodes may act as their own foreign agent.
These entities interact in the following ways:
1. Agent Discovery
Home agents and foreign agents may advertise their availability via broadcast on each link for which

they provide service. A newly arrived mobile node can likewise broadcast a solicitation on the link to learn
if any prospective agents are present. The advertisement is an extension of router advertisement (RFC 1256).
It allows a mobile node to determine its point of attachment (moved to a new foreign network, or returned
to its home network). Advertisements contain:
¥ Care-of-address (foreign agents only)
¥ Home agent/foreign agent status bits
2. Registration
When themobilenode is away fromhome, it registers its care-of addresswith itshomeagent. Depending

on its method of attachment, the mobile node will register either directly with its home agent, or through
a foreign agent which forwards the registration to the home agent. Home and foreign agents may reject
registration requests; this option is necessary to combat registration attacks by the "bad guys."
Registration attacks can be of at least three types: Forgery, whereby bogus mobile node location is

sent to the home agent; Modification, whereby a valid registration request is altered to send the mobile
node’s traffic elsewhere; and Replay which involves storing a valid registration request for later malicious
diversion of mobile node traffic.
To prevent an attacker from changing a mobility binding the following precautions are taken:
¥ The mobile node and home agent share a security association. This may be a shared secret key or a

public/private key pair, or an authentication algorithm such as MD5 (see Chapter 6).
¥ An authenticator is sent in registration requests and replies. An example is a nonce or timestamp

included for replay protection.
3. Tunneling/Encapsulation
Tunneling is used for transportation of mobile node packets from the home network to the foreign

network. There are two endpoints: The home agent which encapsulates and transmits; and the care-of
address entity which receives and decapsulates. The original packet becomes a payload in the new packet
sent to the care-of address.There are various options for implementing this: IP-in-IP (draft), GRE, and
Minimal Encapsulation are among the encapsulation options.

Mobile IP Operation

The following steps outline the operation of the Mobile IP protocol:
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1. Mobility agents (i.e., foreign agents and homeagents) advertise their presence via agent advertisement
messages. A mobile node may optionally solicit an agent advertisement message from any locally attached
mobility agents through an agent solicitation message.
2. A mobile node receives these agent advertisements and determineswhether it is on its home network

or a foreign network.
3. When the mobile node determines that it is located on its home network, it operates withoutmobility

services. If it is returning to its home network after being registered elsewhere, the mobile node deregisters
with its home agent, by exchanging registration request and registration reply messages.
4. When a mobile node detects that it has moved to a foreign network, it obtains a care-of address on

the foreign network. The care-of address can either be determined from a foreign agent’s advertisements
(a foreign agent care-of address, see section 10.1.2.2.1), or by some external assignment mechanism such as
DHCP (a co-located care-of address, see section 10.1.2.2.1).
5. The mobile node operating away from home then registers its new care-of address with its home

agent through exchange of a registration request and registration reply messages, possibly via a foreign
agent.
6. Datagrams sent to the mobile node’s home address are intercepted by its home agent, tunneled by the

home agent to the mobile node’s care-of address, received at the tunnel endpoint (either at a foreign agent
or at the mobile node itself), and finally delivered to the mobile node
7. In the reverse direction, datagrams sentby themobile node are generally delivered to their destination

using standard IP routing mechanisms, not necessarily passing through the home agent.

Care-of Addresses

When away from home, Mobile IP uses protocol tunneling to hide a mobile node’s home address from
intervening routers between its home network and its current location. The tunnel terminates at the mobile
node’s care-of address. The care-of address must be an address to which datagrams can be delivered via
conventional IP routing. At the care-of address, the original datagram is removed from the tunnel and
delivered to the mobile node.
Mobile IP provides two alternative modes for the acquisition of a care-of address:
¥ A foreign agent care-of address is a care-of address provided by a foreign agent through its agent

advertisementmessages. In this case, the care-of address is an IP address of the foreign agent. In thismode,
the foreign agent is the endpoint of the tunnel and, upon receiving tunneled datagrams, decapsulates them
and delivers the inner datagram to the mobile node. This mode of acquisition is preferred because it allows
many mobile nodes to share the same care-of address and therefore does not place unnecessary demands
on the already limited IPv4 address space.
¥ A co-located care-of address is a care-of address acquired by the mobile node as a local IP address

through someexternal means,which themobile node then associateswith one of its ownnetwork interfaces.
Theaddressmaybedynamically acquired asa temporaryaddressby themobilenode suchas throughDHCP,
or may be owned by the mobile node as a long-term address for its use only while visiting some foreign
network. 1 When using a co-located care-of address, the mobile node serves as the endpoint of the tunnel
and itself performs decapsulation of the datagrams tunneled to it.
The mode of using a co-located care-of address has the advantage that it allows a mobile node to

function without a foreign agent, for example, in networks that have not yet deployed a foreign agent. It
does, however, place additional burden on the IPv4 address space because it requires a pool of addresses

1. Specific external methods of acquiring a local IP address for use as a co-located care-of address are beyond the scope of this book.
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within the foreign network to bemade available to visitingmobile nodes. It is difficult to efficientlymaintain
pools of addresses for each subnet that may permit mobile nodes to visit.
It is important to understand the distinction between the care-of address and the foreign agent functions.

The care-of address is simply the endpoint of the tunnel. It might indeed be an address of a foreign agent (a
foreign agent care-of address), but it might instead be an address temporarily acquired by the mobile node
(a co-located care-of address). A foreign agent, on the other hand, is a mobility agent that provides services
to mobile nodes.

Home and Foreign Agents

A home agent must be able to attract and intercept datagrams that are destined to the home address of any
of its registered mobile nodes. Using the proxy and gratuitous ARP mechanisms, this requirement can be
satisfied if the home agent has a network interface on the link indicated by themobile node’s home address.
Other placements of the home agent relative to the mobile node’s home locationmay also be possible using
other mechanisms for intercepting datagrams destined to the mobile node’s home address.
Similarly, a mobile node and a prospective or current foreign agent must be able to exchange datagrams

without relying on standard IP routing mechanisms; that is, those mechanisms which make forwarding
decisions based upon the network prefix of the mobile node’s destination IP address. This requirement can
be satisfied if the foreign agent and the visiting mobile node have an interface on the same link.
In this case, the mobile node and foreign agent simply bypass their normal IP routing mechanismwhen

sending datagrams to each other, addressing the underlying link layer packets to their respective link layer
addresses. Other placements of the foreign agent relative to the mobile node may also be possible using
other mechanisms to exchange datagrams between these nodes, but such placements are beyond the scope
of our discussion.
If a mobile node is using a co-located care-of address, the mobile node must be located on the link

identified by the network prefix of this care-of address. Otherwise, datagrams destined to the care-of
address would be undeliverable to the mobile node.
For example, the figures below illustrates the routing of datagrams to and from a mobile mode (MN)

away from home, once the mobile node has registered with its home agent (HA). In the figures below, the
mobile node is using a foreign agent (FA) care-of address.
In Figure 10.1, a correspondent node (CN) transmits a packet destined for the mobile node. The packet

is routed (1) in the conventional manner to the network specified by the mobile node’s home address. At
the home network the packet is intercepted by the home agent and tunneled (2) to the foreign agent, which
then decapsulates it and forwards (3) the packet to the mobile node by way of a link layer address.
In Figure 10.2, the visiting mobile node transmits a packet to the correspondent node. Routing of this

packet is done in the conventional way, with no need to involve either the home or foreign agent.

Mobile IP Protocol Walkthrough

TheMobile IP protocol is outlined in stepsbelow, under four basic procedural categories. In our discussions
MN denotes "Mobile Node," HA denotes "Home Agent," and FA denotes "Foreign Agent".
1. Network Attachment
During this phase, foreign and home agents advertise their presence via agent advertisementmessages.

The mobile node may also optionally solicit an agent advertisement message from them.
1. MN - attaches to a new foreign network.
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HA FA MN

CN(1)

(2)

(3)

Figure 10.1: Mobile IP Routing to Mobile Node

HA FA MN

CN

Figure 10.2: Mobile IP Routing to Correspondent Node

2. MN - solicits an agent advertisement (if necessary).
3. FA - sends advertisement.
2. Registration
Now that the mobile node is on a foreign network, it obtains a care-of address on this network, and

registers its new care-of address with its home agent, possibly via the foreign agent.
4. MN - requests registration from FA.
5. FA - forwards registration request to HA.
6. HA - sends registration reply to FA.
7. FA - forwards registration reply to MN.
8. HA - proxy ARPs for MN.
3. Data Transfer to the Mobile Node
Data sent to themobile node’s home address are now intercepted and tunneled by the home agent to the
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mobile node’s care-of address. These are then received at the tunnel endpoint (foreign agent for example)
and delivered to the mobile node.
9. HA - intercepts, encapsulates, and forwards packets to FA (arrow 2 in Figure 10.1).
10. FA - decapsulates and forwards to MN (arrow 3 in Figure 10.2).
4. Data Transfer From the Mobile Node
Data from themobile node are delivered to their destination using standard IP routing mechanisms, not

necessarily passing through the home agent.
11. MN - Encapsulates and forwards packets to Destination (Figure 10.2).

10.1.3 Implementations Based on Mobile IP Drafts

A number of implementations of the Mobile IP protocols, both from industry and academe, have been pro-
posed and developed over the years. Some of themore visible ones are discussed in this survey, which takes
a snapshot of existing implementations of Mobile IP as of June, 1996. Most of the implementations reflect
work in progress, and thus the information presented here has limited time value. Since the specifications of
Mobile IP are just Internet draft RFCs, and the specifications can not be considered stable, implementations
based on the Mobile-IP draft specifications are likely to evolve.
Note: This section is intended toprovide background informationonly. None of theauthors orother real,

corporate, or academic entitiesprovide anywarranty that the information about any of the implementations
is fit for any specific purpose. Furthermore, not all the information included in this section has been
independently verified. Inclusion in this section in no way constitutes a recommendation of software
implementation.

Royal Institute of Technology, Sweden (1)

Package Name: mobile-ip
Latest Version: 0.6, July 1995
Base Specification: Mobile-IP draft RFC Version 11
Developer/Author:Anders Klemets, klemets@it.kth.se
Availability: ftp://it.kth.se/pub/klemets
Platform: SunOS 4.1.3

¥ From: "Package’s Announcement"
This implementation includes all the basic functionality such as the minimal encapsulation protocol;

MD5 authentication, and support for other authentication algorithms; mobile-foreign and foreign-home
authentication, and nonce based IDs. There is also provision for signaling between the link layer and the
mobile IP code.
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Royal Institute of Technology, Sweden (2)

Package Name: Mobile IP MIB
Latest Version: January 1996
Base Specification: Mobile-IP draft RFC Version 14
Developer/Author:Fredrik Tarberg, d91-fta@it.kth.se, and Fredrik

Broman,d91-fbr@it.kth.se
Availability: http://www.it.kth.se/~d91-fta/exjobb/exjobb.html
Platforms: MachOS, Solaris

¥ From: "Package’s Announcement"
Building upon the implementation by Klemets, this is an extension of his work to the IETF IP Mobility

Support draft version 14 and IP Encapsulation within IP Draft version 1 in January 1996. A Management
Information Base for Mobile IP was developed and implemented, and the Mobile IP implementation was
ported to MachOS and Solaris. Latency and throughput tests on the protocol were also performed.

Digital Equipment Corporation

Package Name: RoamAbout
Latest Version: February 1994
Base Specification: Unknown, possibly Mobile-IP draft RFC Version 11
Developer/Author: Digital Equipment Corporation
Availability:
http://www.digital.com/info/Customer-Update/940208042.txt.html.
Platform: MS-DOS 3.3

¥ From: "Package’s Announcement"
RoamAbout Mobile IP mobile client/server networking software enables mobile users with portable

computers to connect to their company’s network wherever they are working. These portable computers
keep their permanent IP network address independently of their physical location, somobile users have the
same environment and level of service both in the workplace and away from it. It supports IP; and includes
client support for Dynamic Host Configuration Protocol (DHCP) servers.

FTP Software and Telxon Corporation

Package Name: FTP Software Mobile IP Stack
Latest Version: December 1995
Base Specification: Unknown, possibly Mobile-IP draft RFC Version 12
Developer/Author:FTP Software and Telxon Corporation
Availability: http://www.telxon.com/tch1.htm
Platforms: MS-DOS and MS-Windows
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¥ From: "Package’s Announcement"
This integratedmobile Internet Protocol (IP) implementation, first introduced September of 1995, allows

mobile workers to take notebook, portable or pen-based computers anywhere they go in a corporate facility
and maintain continuous wireless connections to an enterprise computing network. The initiative extends
wired, in-building network environments by supporting a virtual office where mobile computer users can
stay in touch with associates andmanage business as if they were at their desks. It combines FTP Software’s
DOS and Windows network software, Aironet’s wireless LAN access points and Telxon’s portable and
pen-based computers to enable the TCP/IP networking protocol to better meet the full needs of mobile
users. It allows users to roam across multiple segments of TCP/IP enterprise networks, without disrupting
wireless network connections, and access applications and information, send and receive electronic mail,
and update and query databases.

Carnegie Mellon University

Package Name: Mobile IP Daemon
Latest Version: December 1995
Base Specification: Mobile-IP draft RFC Version 12
Developer/Author: John F. Dru, drum@uiuc.edu, and Adam S. Epstein,

 ase+@cmu.edu
Availability: http://www.ini.cmu.edu/~ae26/mip/
Platform: Linux

¥ From: "Package’s Announcement"
The Mobile IP Daemon implements the three functions of advertisment, solicitation, and registration

for the Mobile Node, Home Agent, and the Foreign Agent. Only encapsulation and decapsulation are in
the kernel. The Daemon is run on the HA, FA, and MN; listens for registration traffic on UDP port 434;
periodically sends out advertisements and solicitations; maintains binding tables; and is configured by
command line arguments, and the file /etc/mipd.conf.

National University of Singapore

Package Name: mip
Latest Version: 1.0, December 1995
Base Specification: Mobile-IP draft RFC Version 13
Developer/Author: Y.Z. Li, K.C. Chua, and Y.C. Tay,

mobileIP@hornbill.ee.nus.sg
Availability: http://zaphod.ee.nus.sg/mip/mip-doc.html
Platform: Linux

¥ From: "Package’s Announcement"
This is another Linux implementation. Somemodules have not been implemented.The system supplies

an interface to user programs through the existing TCP/IP socket. The source codewith the implementation
is free software and can be redistributed and modified under the terms of GNU General Public License.
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SUNY Binghamton

Package Name: Linux-MobileIP
Latest Version: 1.0, May 1996
Base Specification: Mobile-IP draft RFC Version 16
Developer/Author: Vipul Gupta, Abhijit Dixit, and Ben Lancki,

mobileip@anchor.cs.binghamton.edu
Availability: http://anchor.cs.binghamton.edu/~mobileip/
Platform: Linux

¥ From: "Package’s Announcement"
This is so far the latest implementation, based on draft version 16 of the IP Mobility Support. Linux

Mobile-IP is an implementation of Mobile-IP for the Linux operating system. Among other features, this
release supports operation of a mobile host on a foreign network even in the absence of foreign agents, e.g.
one is able to remove a portable computer from an ethernet LAN in a Lab, drive home (several miles away)
and reattach to the Internet using PPP without disturbing any existing TCP connections. To the best of the
authors’ knowledge, it is the first IETF compliant Mobile-IP implementation for Linux with such support.

10.2 Mobility under IPv6

A new version of the Internet Protocol, IPv6, is being developed with 128-bit addresses. IPv6 remedies
perceived flaws in the existing version of IP (that is, IPv4). Mobile computers are likely to account for a
substantial fraction of the population of the Internet during the lifetime of IPv6.
The development of IPv6 presents a rare opportunity, in that there is no existing installed base of IPv6

hosts or routers with which compatibilitymust be maintained. All IPv6 nodes may be assumed to perform
the few operations needed to support Internet-wide mobility. The most important function needed to
support mobility is the reliable and timely notification of a mobile node’s current location to those other
nodes that need it. The home agent needs this location information in order to redirect packets from the
home network to the mobile node. Correspondent nodes need this information in order to send their own
packets directly to the mobile node.

10.2.1 The IPv6 Standards Process

It is important to recognize that IPv6 is rapidly evolving. The current base specification for IPv6 is an
"Internet Draft." Internet Drafts are draft documents that may be updated, replaced, or obsoleted by other
documents at any time. It is inappropriate to use Internet Drafts as reference material or to cite them other
than as "work in progress." Therefore, this entire section should be read with the understanding that it
provides only a snapshot as of June 1996.

10.2.2 Overview of Mobility Support in IPv6

From the model of operation enabling mobile networking for IPv4, the authors of the Mobile IPv6 draft
[PERK96] borrow the concepts of home network, home address, home agent, care-of address, and binding.
Mobile computers are assigned (at least) two IPv6 addresses whenever they are roaming away from their
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home network. One (the home address) is permanent; the other (the IPv6 link-local address) is used
temporarily. In addition, the mobile node will typically autoconfigure a globally-routable address at each
new point of attachment. Every IPv6 router supports encapsulation, so every router is capable of serving
as a home agent on the network(s) to which it is attached.
Using IPv4 terminology, the basic model of operation in IPv6 assumes that mobile node can always be

reached by sending packets to its home (permanent) address. Whenever the mobile node is not present on
its home network, packets arriving for it there will be intercepted by the home agent, and tunneled to a
care-of address.
Care-of addresses can be constructed by the mobile node using the methods of automatic address con-

figuration. If the mobile node receives router advertisements, it must use automatic address configuration
to construct a globally unique, routable address. This routable address can be used by the mobile node as
its care-of address.
After determining its care-of address, a mobile node must send a binding update containing that care-of

address to the home agent (and any other correspondent nodes that may have out-of-date bindings in their
binding cache). By default, correspondent nodes send packets to mobile nodes by using routing headers
instead of encapsulation. As detailed in the next section, correspondent nodes are usually expected to
deliver packets directly to the mobile node’s care-of address, so that the home agent is rarely involved with
packet transmission to the mobile node.
It is essential for scalability and minimizing network load that correspondent nodes be able to learn the

care-of address for a mobile node, and to be able to cache this information for use in sending future packets
to the mobile node’s care-of address. By caching the care-of address of a mobile node, optimal routing of
packets can be achieved between the correspondent node and the mobile node. Routing packets directly
to the mobile node’s care-of address also eliminates congestion at the home agent and thus contributes
significantly to the overall health of the Internet.
Moreover, many communication events between mobile nodes and correspondent nodes can be carried

out with no assistance from the home agent. Thus, the impact of failure at the home agent can be drastically
reduced; this is important because many administrative domains will have a single home agent to serve a
particular home network, and thus a single point of failure for communications to nodes using that home
agent.
Communications between the home agent and a mobile node may depend on a number of intervening

networks. Thus, there are many more ways that packets can fail to reach a mobile node when the home
agent is required as an intermediate node. This would be particularly relevant on, say, trans-oceanic links
between home agent and mobile node. Caching the binding of a mobile node at the correspondent node
enables communication with the mobile nodes even if the home agent fails or is difficult to contact over the
Internet.
In the typical case, when a mobile node has configured its care-of address at one of its own interfaces,

transferring data to the mobile node means no more work for routers on the link at its current point of
attachment, than transferring data to any other node on that link. This improves performance further.

10.3 Comparison of Mobile IP and CDPD

How do Mobile IP and CDPD compare? We can compare these systems from a variety of perspectives
including:
¥ Objectives, goals and design assumptions
¥ Technical architecture and design

Ex.1016.00277



262 CHAPTER 10. FUTURE DIRECTIONS IN MOBILITY

¥ Model and terminology
¥ Operational assumptions
¥ Standardization process
¥ Potential
We will follow our comparison with a prediction and a discussion of issues surrounding co-existence

and convergence between these standards.
Obviously, the goal is to objectively compare Mobile IP and CDPD. In particular,
¥ For the most part we limit ourselves to a comparative analysis of the CDPD specifications and current

Mobile IP specifications. In other words we do not compare existing or future implementations of mobile
devices or networks.
¥ We limit the comparative analysis to the mobility dimension of CDPD. This limitation is necessary

for a meaningful comparison. In addition to mobility support, the CDPD specifications cover the airlink
protocols, network management, network administration, accounting and conformance testing. Thus, we
limit ourselves to Part 500 (Mobility Management), Part 501 (Mobile Network Location Protocol), Part 507
(Mobile Network Registration Protocol) and Part 406 (Airlink Security) in our analysis of CDPD.

10.3.1 Objectives, Goals and Assumptions

Both CDPD and Mobile IP require mobile hosts to be able to communicate with other systems that do not
implement mobility functions. No changes or enhancements are required for systems that do not support
mobility, to be able to communicate with mobile hosts.

Underlying Data Link Layer

Mobile IPmakesno assumptionabout any particular link layer technology. One of the driving requirements
for design of Mobile IP was that it should be completely independent of the data link.
In the case of CDPD, there were no external requirements for support of data links other than the CDPD

airlink (an overlay onAMPS). From the onset the CDPD architects recognized thatmobility for CDPD could
be independent of CDPD’s airlink. To this end, CDPD was designed under a self-imposed requirement for
CDPD mobility to be independent of the airlink.

Link Layer Efficiency

CDPD treats the airlink as a precious resource and minimizes the number of bytes transferred over the air.
Mobile IP recognizes that the link by which amobile node is attached to the Internetmay often be a precious
wireless link and Mobile IP considers optimization over that link.
When trade-offs were made between layering integrity (Layer 3 and Layer 2) and airlink efficiency in

CDPD, they were in favor of airlink efficiency. Mobile IP is contained strictly within Layer 3.

Network Layer Support

CDPD was designed to not only support IP, but also to be a multi protocol mobility solution. Mobile IP is a
pure IP solution.
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Both CDPD and Mobile IP require that mobility be supported without the mobile system needing to
change its IP address. This is a departure from existing IP networks.

Network Administration and Management

CDPD assumes that the network is centrally administered, managed and operated by cooperating cellular
Service Providers. Mobile IP assumes no additional constraints beyond the existing mode of operation
of the Internet. This is probably the most fundamental difference between CDPD and Mobile IP and has
serious ramifications on address assignment and security.

10.3.2 Technical Architecture and Design

CDPD is based on early Mobile IP work, and thus resembles but does not exactly match Mobile IP.
The triangular routing mobility approach is essentially the same in both CDPD and Mobile IP.
The following enumerates major areas of design differences between the two approaches:
¥ The user’s IP address must be assigned by the CDPD service provider. Mobile IP makes no such

assumptions.
¥ Mobile IP allows for co-location of mobile node and the foreign agent. Combining the M-ES and the

Serving MD-IS was not considered and is not practical in CDPD.
¥ CDPD’s mobility tunnel is based on CLNP. Mobile IP’s mobility tunnel is IP-based.
¥ Mobile IP is a pure IP design. CDPD is a multiprotocol design.
¥ Mobile IP operates completely above the data link layer. CDPD mobility is mostly above the data link

layer.
¥ Since the infrastructure of the CDPD network is closed there are less security considerations for CDPD.

10.3.3 Model and Terminology

The terminologies of CDPD and Mobile-IP are different. CDPD is following the OSI reference model
terminology.
Table 10.1, maps key concepts of Mobile IP to the corresponding terms in CDPD.

10.3.4 Operational Assumptions

Mobile IP uses the Internet as an operational model. Operational assumptions for Mobile IP are the same
as those for the Internet, which can best be described as "managed chaos".
On the other hand CDPD assumes a clearly defined network with well defined boundaries of authority

and responsibility. The CDPD internetwork is a collection of CDPD service provider networks. Based
on bilateral agreements, each Home MD-IS interoperates with various serving MD-ISs, which may be
administered by various CDPD service providers.
The infrastructure of the CDPD network is a closed network. This implies that some level of trust, order

and accountability can be expected."Control and Order" expresses the general flavor of CDPD’s operational
assumptions.
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These operational assumptions had a direct impact on many of CDPD’s protocol design decisions,
particularly in the areas of security, manageability and scalability.
Because the mobility tunnel begins and ends within the CDPD networks, to some extent it does not

require the level of security that is necessary between the home agent and the foreign agent in Mobile IP.
Even though, securing the network layer of theCDPDnetwork is not required in theCDPDspecifications,

the CDPD specification team recognized that providing data confidentiality and authentication for the
mobility tunnel was important. Network Layer Security Protocol (NLSP), which can be considered an
adjunct to CLNP, provides comprehensive security services. Unfortunately, it is a lot more theoretical than
real.

10.3.5 Standardization Process

Mobile IP specifications are the product of one of IETF’s Working Groups. The standardization process
is completely open and based on volunteers’ effort. This process is also complex and dynamic. "Rough
Consensus and Running Code" best expresses the general flavor of Mobile IP’s standardization process.
Sometimes, IETF Working Groups are highly efficient and produce high quality specifications in short

time frames. That has not been the case with the Mobile IP Working Group.
The CDPD specification effortwas funded by a group of cellular service providers. The specificationwas

developed by a small team of paid consultants under the direction of cellular service provider representa-
tives. There was significant schedule pressure in the CDPD specification development process. The CDPD
Release 1.0 specification was developed in less than a year, and the following Release 1.1 was developed in
about one year.

10.3.6 Potentials

The value of coupling mobility with Internet access is significant. Any solution that provides mobile
connectivity to the Internet is likely to be in high demand and heavily used. From this perspective, the
opportunity for widespread deployment of both CDPD and Mobile IP technologies is immense.
However, in someways these technologies are in competitionwith one other. Unless CDPD services are

widely deployed soon and unless the subnetwork-independent characteristic of CDPD mobility is further
developed and adopted by users of other than cellular-based media, it is unlikely that CDPD mobility will
become the mainstream solution to Internet mobility.
The Mobile IP standardization process has been quite slow and the base specification for Mobile IP has

not yet reached RFC status as of this writing. However, Mobile IP enjoys certain characteristics which seem
to ensure its survival until it becomes widely adopted. These characteristics include complete openness,
subnetwork independence, user orientation, and proven correct specifications.
Another key factor in thewidespread deployment of any network is the fitness of the network operators

and equipment manufacturers for the job at hand. CDPD network operators are cellular service providers
and CDPD equipment manufacturers are typically tele-communication equipment suppliers. Mobile IP
network operators are likely to be Internet Service Providers and Mobile IP equipment manufacturers are
typically data-communication equipment suppliers. We note that the entire Internet phenomenon took
place essentially independently of the public telecommunications providers.
It is important to recognize that even though CDPD mobility has the potential to become a generalized

mobility solution and compete with Mobile IP, it was not designed as such. Since CDPD’s mobility
management scheme is similar to that of Mobile IP, either could be adapted to interoperate with the other.
Depending on the degree of integration required, this could be a relatively easy or a significant job.
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Finally, CDPD devices are native IP hosts which can communicate with Mobile IP hosts without any
modifications. The whole point of the Internet is that the local subnetwork connection is largely irrelevant
to communications with the rest of the IP-based world. This is the foundation and the benefit of layered
communications protocols. It is the communication itself and not the protocol used that is important.
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Mobile IP CDPD
Name Definition Name Definition
Correspondent
Node

Apeerwithwhich amobilenode
is communication. A correspon-
dent node may be either mobile
or stationary.

End System (ES) Any computer, not considered to
be performing routing or bridg-
ing functions. ESs are the actual
physical and logical nodes that
exchange information.

Router Any computer performing rout-
ing or bridging functions

Intermediate Sys-
tem (IS)

A router that relays data pack-
ets toward their intended desti-
nations, without knowledge of
CDPD and Mobile End-System
mobility issues. Such systems
are the backbone of the Air-
Data network and are often stan-
dard, commercial, off-the-shelf
routers.

Node A host or a router. System (S) Any computer, not considered to
be performing routing or bridg-
ing functions

Mobile Node A host or router that changes
its point of attachment from
one network or subnetwork
to another. A mobile node
may change its location with-
out changing its IP address and
may continue to communicate
with other Internet nodes at any
location using its (constant) IP
address.

Mobile End Sys-
tem (M-ES)

An End System that accesses the
AirData Network through the
Airlink Interface. The remote
computer thatuses cellular chan-
nels to access the AirData net-
work over the wireless interface.

Stationary Host
(SH)

A computer which is not consid-
ered to be mobile.

Fixed End-
System (F-ES)

A non-mobile End System. A
host systemthat supports or pro-
vides access to data and applica-
tions. The F-ES connects to the
AirData network via a router.

Home Agent
(HA)

A router on a mobile node’s net-
work which tunnels datagrams
for delivery to the mobile node
when it is away from home, and
maintains current location infor-
mation for the mobile node.

HomeMD-IS Each Mobile End System (M-ES)
is permanently associated with
a Mobile Data Intermediate Sys-
tem (MD-IS) referred to as its
home MD-IS. The Home MD-IS
acts as an anchor for a particu-
lar set ofM-ESs as they travel, by
maintaining a database of loca-
tions of all of its M-ESs.

Foreign Agent
(FA)

A router on a mobile node’s
visited network which provides
routing services to the mobile
node while registered. The
FA detunnels and delivers data-
grams to the mobile node that
were tunneled by the mobile
node’s home agent. For data-
grams sent by the mobile node,
the FA may serve as a de-
fault router for registered mobile
nodes.

Serving MD-IS When aMobile End System trav-
els out of its home area, the mo-
bile Data Intermediate System in
this new location is known as the
serving MD-IS. The serving MD-
IS notifies the homeMD-IS of the
M-ES’s new location.
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Glossary of Terms

– A –
A-Interface The network (air) interface between a Mobile End System (M-ES)

and theCellularDigital PacketData (CDPD)-basedwirelesspacket
data service provider network.

access control A network function that determines whether a particular mobile
device is permitted to access the network.

accounting A network function that tallies the usage of various network
resources.

accounting collector Responsible for the storage and processing of accounting informa-
tion received from accounting distributors.

accounting distributor Responsible for receiving information from accounting meters or
other distributors, and distributing that information to accounting
collectors or other distributors.

accounting meter Performs measurements and aggregates the results of those mea-
surements (i.e., into an accounting traffic matrix).

accounting traffic matrix A traffic matrix is a collection of information, gathered over a
period of time, containing statistics on Mobile End System (M-
ES) registration, de-registration, and Network Protocol Data Unit
(NPDU) traffic.

acquisition The process by which aMobile End System (M-ES) locates a Radio
Frequency (RF) channel carrying a channel stream, synchronizes
to the data transmissions on that channel stream, and determines
whether the channel stream is acceptable to the M-ES for network
access.

267
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adaptive retransmission
algorithms

Used by self-adjusting timers to determine and dynamically set
timers to effectively adjust data traffic in the event the link is
slower than usual due to congestion or other network conditions.

adjacent cell Two cells are adjacent if it is possible for a Mobile End System
(M-ES) to maintain continuous service while switching from one
cell to the other.

adjacent MD-IS Two Mobile Data Intermediate Systems (MD-ISs) are adjacent if
each MD-IS controls one of a pair of adjacent cells.

Administrative Domain The subscriber administration, billing administration, and net-
work management functions over which each network service
provider has control and responsibilities.

Advanced Mobile Phone
System (AMPS)

The North American analog cellular phone system. The spectrum
allocated to AMPS is shared by two cellular phone companies in
each area or region (geographic market). This system was de-
ployed during the 1980s and today it and its variants represent
nearly 85% of the cellular voice systems installed throughout the
world.

airlink The physical layer radio frequency channel pair used for commu-
nication between the Mobile End System (M-ES) and the Mobile
Data Base Station (MDBS).

airlink interface The Cellular Digital Packet Data (CDPD)-based wireless packet
data service provider’s interface for providing services over the
airlink to mobile subscribers.

allocated channel A Radio Frequency (RF) channel that is configured to allow use by
Cellular Digital Packet Data (CDPD) transmissions.

AMPS See Advanced Mobile Phone System.

analog signal A continuously variable waveform (such as a sound wave) that
can represent an infinite number of values; wireline telephone
systems use analog signals to provide voice communication. The
term "analog" is used to refer to telephone transmission and/or
switching that is not digital. Analog signals are amplified rather
than regenerated.

ANSI American National Standards Institute. A group that certifies
organizations developing US standards for the information pro-
cessing industry. ANSI accredited groups participate in defining
network protocol standards.
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API Application Program Interface.

Application Entity An Application Entity provides the service desired for communi-
cation. An Application Entity may exist in an M-ES (Mobile End
System) (i.e., mobile application entity) or an F-ES (Fixed End Sys-
tem). An Application Entity is named with an application entity
title.

Application Layer Layer 7 in the Open Systems Interconnect (OSI) 7-Layer Network
Layer Reference Model. Provides protocols and services required
by particular user-designed application processes. Functions per-
taining to particular user requirements and application service ele-
ments that can be used bymore than one application are contained
in this layer.

application program in-
terface (API)

The interface between the subscriber unit and the multiple appli-
cation subsystem. Generally consists of simple commands such
as "open a connection." These commands are translated by the
enabling layer into commands that either control the network con-
nection or communicate data across the network.

application services Telecommunications services that provide value-added features
not related to the provision of communications facilities.

ARDIS A wireless packet-switched network for public data communica-
tions, jointly owned by Motorola and IBM, that allows people car-
rying handheld devices to send and receive short data messages.

Area Color Code A color code that is shared by all cells controlled through a sin-
gle Mobile Data Intermediate System (MD-IS). The value of the
Area Color Code must be different between any two adjacent cells
controlled by adjacent MD-ISs. Refer to color code.

ARN Authentication RandomNumber.

ARP Address Resolution Protocol. An Internet protocol that runs
on Ethernet and all IEEE 802.X Local Area Networks (LANs),
and maps Internet addresses to Medium Access Control (MAC)
addresses.

ARQ Automatic Repeat reQuest.

AS Autonomous System. A collection of gateways (routers) under a
single administrative authority using a common interior gateway
protocol for routing packets.
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ASCII American Standard Code for Information Interchange.

ASN Authentication Sequence Number.

ASN.1 Abstract Syntax Notation One. A specification language used
to define interoperable interfaces, based on standard application
layer protocols such as MessageHandling System (MHS) or Com-
mon Management Information Protocol (CMIP).

asynchronous Literally, not synchronous. A method of data transmission that
allows characters to be sent at irregular intervals by preceding
each character with a start bit, and following it with a stop bit.

Asynchronous Transfer
Mode (ATM)

ATM is the technology selected by the Consultative Committee on
International Telephone & Telegraph (CCITT) international stan-
dards organization in 1988 for creating a Broadband Integrated
Services Digital Network (B-ISDN). It is a fast, cell-switched tech-
nology based on a fixed-length 53-byte cell.

AT Command Set Also known as the Hayes standard AT command set. A language
that enables PC communications software to control an asyn-
chronous and "Hayes-compatible modem." Called "AT" because
all the commands begin with "AT," which is short for ATtention.

authentication The process by which a network validates that the user or address
is legitimate. It is also the process whereby users of an information
source prove they are who they claim to be.

authentication
credentials

Information submitted by a network element to allow validation
by its peer entity. In theCDPD network, authentication credentials
for each NEI consists of an Authentication Sequence Number and
an Authentication Random Number.

Authentication Random
Number

A random value used in authentication procedures.

Authentication
Sequence Number

A sequence count that is incremented for each change of Authen-
tication RandomNumber (ARN).

available channel In the CDPD system, a Radio Frequency (RF) channel is available
if it is an allocated channel that is not currently in use for either
Cellular Digital Packet Data (CDPD) or non-CDPD-based wireless
packet data service.

Ex.1016.00286



271

– B –
backbone The backbone is the part of the communications network that inter-

connects Local Area Networks (LANs) together inside a building
or across a city or country. LANs are connected to the backbone
via bridges and/or routers and the backbone serves as a commu-
nications highway for LAN-to-LAN traffic. A backbone can be
a LAN, a Wide Area Network (WAN), or a combination of both
dedicated to providing connectivity between subnetworks in an
Enterprise-wide network.

bandwidth The bandwidth determines the rate at which information can be
sent through a channel: the greater the bandwidth, the more in-
formation can be sent in a given amount of time.

base stations Refer to Mobile Data Base Station (MDBS).

Base-Controlled Hand-
off

Cell transfers managed by and initiated from the network, typical
of Advanced Mobile Phone Systems (AMPS).

BCHO Base-Controlled Hand-Off.

BIS Border Intermediate System.

bit stream A continuous stream of data bits transmitted over a communica-
tions line with no breaks or separators between the characters.

bit time The time period for the transmission of one bit by the physical
layer. For the 19,200 bps CDPD airlink data channel, this is equal
to 52.08333 microseconds.

blank and burst On theAMPS telephone network, certain administrativemessages
are sent on the voice channel by blocking the voice signal (blank-
ing) and sending a short high speed data message (burst). The
blank and burst technique is one that causes amomentary dropout
of the audio connection (and sometimes disconnection of cellular
modem connections) when a power level message is transmitted
to the cellular phone.

BLER Block Error Rate.

block In Cellular Digital Packet Data (CDPD), a block is a Reed-Solomon
code block, consisting of 63 6-bit symbols, 47 of which are data
symbols and 16 of which are forward error correcting parity
symbols.
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Block Error Rate (BLER) An averaged estimate of the ratioof transmitted blocks that contain
an uncorrectable number of symbol errors to the blocks received
successfully.

bps (bits per second) A measure of data transmission speed.

broadband personal
communications
standards (PCS)

Consists of 120 MHz of new spectrum available for new cellular
networks. Also known as wideband PCS.

broadcast A transmission in one or more channel streams that is intended to
be processed by all Mobile End Systems (M-ES) using the channel
stream.

burst Generally refers to the reverse channel transmissions by the Mo-
bile End System (M-ES). Each transmission is a reverse channel
transmission "burst." Can also refer to a "burst error," in which
several consecutive symbols are corrupted.

busy state A channel stream is in a busy state if the Mobile Data Base Station
(MDBS) signals in the busy/idle flag that a Mobile End System
(M-ES) is currently transmitting on the channel.

busy/idle flag An indicator that is transmitted by the Mobile Data Base Station
(MDBS) periodically to indicate whether the reverse channel is
currently in the busy state or the idle state.

– C –
CCITT Consultative Committee for International Telegraph and Tele-

phone. Now known as the International Telecommunications
Union- Telecommunications Systems (ITU-TS).

CDMA Code Division Multiple Access. Defines how a single channel can
be allocated to support multiple users simultaneously.

CDPD Cellular Digital Packet Data.

CDPD cell boundary The locus of points at which a Mobile End System (M-ES) should
no longer access service by using the transmissions of a particular
cell.

CDPD Forum An industry trade association supporting the development of the
Cellular Digital Packet Data (CDPD) commercial marketplace.
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CDPD SNDCP CellularDigital PacketData (CDPD)SubNetworkDependentCon-
vergence Protocol.

Cell The geographic region in which Radio Frequency (RF) transmis-
sion from one fixed transmission site can be received at acceptable
levels of signal strength using an omnidirectional or a directional
antenna. In a cellular network, a cell represents a geographic area
within which a particular bandwidth of radio frequency channels
can be received at adequate signal strength.

Cell Group Color Code A color code assigned to a set of cells. Each member of the set
is adjacent to at least one other member of the set and no two
members of the set are allocated the same Radio Frequency (RF)
channel for Cellular Digital Packet Data (CDPD) use. Each cell is
assigned exactly one Cell Group Color Code.

cell site The physical building that houses the cellular telephone base sta-
tion or the CDPD Mobile Data Base Station (MDBS).

cell transfer The procedure of changing the channel stream in use to a channel
stream originating at a different cell.

Cellular Digital Packet
Data (CDPD)

A wide-area, wireless data networking technology. CDPD is an
open standard for using existing cellular networks for wireless
data transmission. Packets of data are sent along channels of the
cellular network.

cellular modems A device that combines data modem and cellular telephone
transceiver technologies in a single unit. This allows a user to
transfer data on the cellular network without the use of a separate
cellular telephone.

CGSA Cellular Geographic Service Area.

channel A 30 kHz cellular voice channel. A voice-grade transmission facil-
ity with defined frequency response, gain, and bandwidth. Also,
a path of communication, either electrical or electromagnetic, be-
tween two or more points. Also, channel is used to describe the
distribution path into the market for value-added resellers.

channel bandwidth The frequency range of aRadio Frequency (RF) channel-in Cellular
Digital Packet Data (CDPD), 30 kHz.

channel hopping The process in CDPD of changing the Radio Frequency (RF) chan-
nel supporting a CDPD channel stream to a different RF channel
on the same cell. This is typically used to avoid collisions with
voice traffic use of the RF channel.
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channel stream A shared digital communications channel between a Mobile Data
Base Station (MDBS) and a set of Mobile End Systems (M-ESs)
considered as a logical concept, separate from the frequency of the
Radio Frequency (RF) channel used to implement the channel at
any given time.

circuit The physical connection (or path) of channels, conductors and
equipment between two given points through which an electric
current may be established. Includes both sending and receiving
capabilities.

circuit switched The process of setting up and keeping a circuit open between two
or more users, such that the users have exclusive and full use of
the circuit until the connection is released.

CLNP Connectionless Network Protocol.

CLNS Connectionless Network Service.

clone A mobile device, typically a cellular telephone, that claims to pos-
sess the same address identifier as another mobile device.

CMIP Common Management Information Protocol [CCITT-X.711].

CMIS Common Management Information Service [CCITT-X.710].

CMISE Common Management Information Service Element.

co-channel interference Interference between signals transmitted in a given Radio Fre-
quency (RF) channel in a particular cell and signals transmitted
on the same RF channel in a different cell. A receiver that is in a
position to receive fromboth cannot filter out the undesired signal,
and consequently the noise level at the receiver increases.

code division multiple
access (CDMA)

Defines how a single channel can be allocated to support multiple
users simultaneously so that all mobile users transmit on the same
frequency with different pseudo-random signals. Originally de-
veloped to support voice. One of two digital cellular standards in
the US.

code word When used in the context of the Reed-Solomon encoding, it refers
to the 63 6-bit symbols (378 bits) resulting from the encoding of 47
6-bit (282 bits) information symbols. This is done by appending
16 6-bit parity symbols.
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color code A code that is assigned to the members of a set, under some def-
inition of adjacency, in such a way that each member of the set
is assigned a value for the color code that is different from those
assigned to all adjacent members of the set.

Comite Consultatif In-
terna-
tional Telegraphique et
Telephonique (CCITT)

Consultative Committee for International Telegraph and Tele-
phone. A standards organization that devises and proposes rec-
ommendations for international communications. Refer also to
American National Standards Institute (ANSI).

compression The removal of redundant or unnecessary information from a set
of data.

confidentiality A security process that ensures that the content of a transmit-
ted message cannot be determined except by the possessor of a
key associated with the message, even if the transmitted bits are
observed.

connectionless network
protocol (CLNP)

The standard OSI connectionless network protocol.

connectionless network
service (CLNS)

An International Standards Organization (ISO) internetwork
service.

control channel Within the cellular telephone system, several of the channels are
assigned as ‘control’ channels. Instead of supporting voice com-
munications, these channels allow the base station to broadcast
information to the cellular phones in its area. Cellular phones con-
tinuously monitor this broadcast information, selecting the base
station that provides the best signal.

control flag A 6-bit flag transmitted in the forward channel data stream, com-
prised of a 5-bit busy/idle flag and one bit of the 5-bit decode
status flag.

correctable error An error in a transmittedblock that can be corrected by application
of the Reed-Solomon decoding process.

COTS Connection-Oriented Transport Service.

CRC Cyclic Redundancy Check. These are used for the purposes of
error detection.

credentials Refer to Authentication Credentials.
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CSI Channel Stream Identifier.

CSMA/CD Carrier Sense Multiple Access with Carrier Detection.

cyclic redundancy check
(CRC)

A computational means to detect errors in frames transmitted be-
tween devices. The mathematical function is computed at the
originating device before a frame is transmitted. Its numerical
value is computed based on the content of the frame. This value
is compared with a recomputed value of the function at the desti-
nation device. Refer also to Frame Check Sequence (FCS).

– D –
data compression Reducing the size of a file of data by eliminating unnecessary

information, such as blanks and redundant data.

data encryption The processing of data under a secret key so that the original data
can only be determined by a recipient in possession of the secret
key.

Data Link Layer Layer 2 in the Open Systems Interconnect (OSI) 7-Layer Network
Layer Reference Model. Provides communication among two or
more systems. The Data Link Layer performs error checking, ad-
dressing, and other functions that are required to ensure accurate
data transmission between adjacent systems.

database A collection of data structured and organized in a disciplined to
provide quick access to information of interest.

datagram A finite-length packet with sufficient information to be indepen-
dently routed from source to destination.

dB Decibels.

de-encapsulation The process of extracting a data packet from the user data field of
the encapsulating data packet.

decibel A unit of measurement for relative signal strength. The value is
expressed as 10 times the logarithm of the value taken base 10.

Decode Status Flag A 5-bit flag used by theCDPDMobile Data Base Station (MDBS) in
the forward channel transmission to indicate the decoding status
of Reed-Solomon blocks received on the reverse channel from the
CDPD Mobile End System (M-ES).
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decompression The restoration of redundant data that was removed through
compression.

decryption The processing of received data by the possessor of a secret key in
such a way that the intended contents of the data are restored.

decryption key The secret key required to decrypt received data.

dedicated channel A Radio Frequency (RF) channel that is allocated solely for the use
of Cellular Digital Packet Data (CDPD).

default route A routing table entry which is used to direct any data addressed
to any network numbers not explicitly listed in the routing table.

demultiplexing The process of distributing data received in a shared data stream to
the several entities that share the data stream. Demultiplexing can
occur at several layers of a protocol stack. Refer to Multiplexing.

deregistration In the CDPD network, the process of dissociating an Network
Entity Identifier (NEI) from the CDPD network.

DES Data Encryption Standard. An encryption/decryption algorithm
defined in FIPS Publication 46.

destination address An address attached to the information of a message that imparts
the intended destination of the message.

Diffie-Hellman EKE A procedure to exchange electronic keys between communicating
devices. Used in CDPD.

digital cellular
technology

Refers to the cellular telephony standards that involve digitizing
a voice signal, then transmitting the data serially.

Digital Sense Multiple
Access With Collision
Detection (DSMA/CD)

A technique used by Cellular Digital Packet Data (CDPD) to arbi-
trate access to the reverse channel streambymore than oneMobile
End System (M-ES).

Directory Service A Directory Service is like a white pages service in which the user
supplies the name of an entity, and receives information about
that entity such as address, title and description. The user can also
search on a particular characteristic and receive one or more di-
rectory entries (entity names) that match that search. A directory
user can request the address of another entity in order to estab-
lish communication. Addresses for real-time communication are
Presentation, Session, Transport or Network Addresses for Ap-
plication Entities in a Mobile End System or Fixed End System.
Addresses for message exchange are Distinguished Names which
are presented to aMessageHandling Service alongwith amessage
body.
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Directory System Agent
(DSA)

Directory Information is distributed over Directory System
Agents. Each DSA holds a fragment of the Directory Informa-
tion Base (DIB). The DSA fills the requests that it can (e.g., from
Directory User Agents), and refers requests that it cannot fill to
other DSAs using the Directory System Protocol.

Directory System Proto-
col (DSP)

The protocol used between the various Directory System Agents
that make up a global Directory Service.

Directory User Agent
(DUA)

A process, sometimes incorporating a user interface, that is used
to gain access to a Directory Service. The DUA uses the Directory
Access Protocol over an OSI stack to access the Directory Service.
Typically, some application process acting as a DUA would access
Directory Services to obtain network addresses for entities with
which it wants to communicate.

distribution frequency The number of times in which a message of a particular type
is transmitted per unit time, particularly for messages related to
radio resource management.

DNS Domain Name System.

Domain Naming System
(DNS)

A mechanism used in the Internet for translating names of host
computers into addresses. It is a network database system that
provides translation between host names and addresses.

dotting sequence An alternating series of 38 bits used for the purposesof symbol (bit)
timing recovery at theCDPDMobile Data Base Station (MDBS) for
reverse channel transmissions by the CDPD Mobile End System
(M-ES).

DS0 Data Switching class 0-a 56 Kbps data channel.

DSA Directory SystemAgent. Directory Information is distributed over
Directory System Agents. Each DSA holds a fragment of the Di-
rectory Information Base (DIB). The DSA fills the requests that it
can (e.g., from Directory User Agents), and refers requests that it
cannot fill to other DSAs using the Directory System Protocol.

DSMA/CD Digital Sense Multiple Access with Collision Detection.

DSP Directory System Protocol.

DTE Data Terminal Equipment.
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DUA Directory User Agent.

duty cycle In Cellular Digital Packet Data (CDPD), the amount of time that
a Mobile Data Base Station (MDBS) or Mobile End System (M-ES)
can access the channel. For an MDBS, the duty cycle is continu-
ous. For an M-ES, it is intermittent and is controlled through the
DSMA/CD protocol.

– E –
E-Interface The network interface between the Cellular Digital Packet Data

(CDPD) networks and other external networks.

EID Equipment Identifier.

EIRP Equivalent Isotropic Radiated Power.

EKE Electronic key exchange.

Easter Egg Would we really hide our names in the specifications? Well ...
the devices need to be tested for conformance ... especially that
Reed-Solomon coding ...

electronic key exchange A security procedure by which two entities establish secret keys
used to encrypt and decrypt data exchanged between them. The
procedure used in CDPD is based on a form of public key cryp-
tography developed by Diffie and Hellman.

encapsulation (1) The addition of control information to a body of data, either
preceding the data, following the data, or both. CDPD uses encap-
sulation of end-users’ packets in ConnectionLess Network Proto-
col (CLNP) Protocol Data Units (PDUs) for redirection between
home and serving MD-ISs (Mobile Data Intermediate Systems).

encryption The processing of data under a secret key in such a way that
the original data can only be determined by a recipient in pos-
session of the secret key. The process reduces the possibility of
eavesdropping.

encryption key The secret key used to perform the encryption process.

end system (ES) Anycomputernot considered tobeperforming routingor bridging
functions. In Internet terminology, an ES is a host; ESs are the
actual physical and logical end nodes that exchange information.
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end-to-end
communications

Data delivered between a source and destination endpoint.

end-to-end connection Connections between the source system and the destination
system.

end-to-end data
confidentiality

The provision of data confidentiality between the sender and re-
ceiver of a communication.

enhanced specialized
mobile radio (ESMR)

Arecent enhancement toSpecializedMobileRadio (SMR).ESMRis
a national network of dispatch radio systems featuring both voice
and data communications. It is a circuit-switched network that re-
places SMRsystemswith all newdigital cellular technology. Based
on Motorola Integrated Radio System (MIRS) technology, ESMR
consolidates many smaller SMR systems into a larger network.
Voice quality is inferior to current cellular networks, and data is
limited to 4800 bps circuit-switched connections with gateways
into the Public Switched Telephone Network (PSTN).

enhanced throughput
cellular (ETC)

AT&T technology in which cellular-specific modems manage the
challenges of cellular connections.

entity An abstract representation of a device or process implementing
a defined set of functions, particularly functions related to the
execution of a protocol.

equalization The process of reducing signal distortion over transmission paths
by putting in compensating devices. The telephone network is
equalized by the spacing and operation of amplifiers along the
way.

equipment identifier
(EID)

A unique electronic serial number for theCDPD subscriber device.

ERP Effective Radiated Power.

error correction Refer to V.42 error correction.

error rate In data transmission, the ratio of the number of incorrect elements
received to the total number of elements received.

ES End System.

ESB End System Bye packet. Part of CDPDMobile End System (M-ES)
registration procedures.
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ESH End System Hello packet. Part of CDPD Mobile End System (M-
ES) registration sequence.

ESMR Enhanced Specialized Mobile Radio.

ESN Electronic Serial Number. A unique number assigned to a cellular
telephone or cellular modem by the manufacturer. This number is
required by the cellular carrier when applying for cellular service.

ESQ End System Query packet. Part of CDPD Mobile End System
(M-ES) registration procedures.

Ethernet A network standard for the hardware and data link levels. .

external F-ES A Fixed End System (F-ES) connected to the CDPD network out-
side the administrative domain of the service provider.

external interface The Cellular Digital Packet Data (CDPD)-based wireless packet
data service provider’s interface to existing external networks. The
external application service providers communicate with CDPD
subscribers through this external interface.

– F –
F-ES Fixed End System.

fade A temporary reduction in received signal strength.

FCC Federal Communications Commission.

FCS Frame Check Sequence.

FEC Forward Error Correction.

Fascicle A collection of documents (or a bundle of hay.) Used in CCITT
standards. We needed a new name for the collections of CDPD
specification Parts. The discussion went:
"What shall we call these collections?" ... "I’ve always wanted to
write a Fascicle! Let’s call them Fascicles!" ... "Done!"

file transfer protocol
(FTP)

Common Internet file transfer program that uses Transmission
Control Protocol/Internet Protocol (TCP/IP)

firewall A security router that filters traffic based on addresses.
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Fixed End System (F-ES) Anon-mobile end system. Ahost systemthat supports or provides
access to data and applications.

flow control A procedure that allows an entity to cause a remote entity to sus-
pend or resume the transmission of data.

FM capture In extreme cases of co-channel interference, a receiver may expe-
rience what is referred to as "FM capture," which is a co-channel
interference condition where the good signal is treated as noise
and the interferer is selected. Cellular users often experience FM
capture as a momentary burst of someone else’s conversation.

fonts Subject ofmuch debate at specificationmeetings. Why did we end
up with New Century Schoolbook anyway?!!

forced hop A channel hop made by the Mobile Data Base Station (MDBS) be-
cause non-Cellular Digital PacketData (CDPD) activity is detected
on the channel that is currently in use.

forward channel The transmission channel for data from the MDBS to the M-ES.

forward error correction The addition of parity information to transmitted data that allows
a receiver to correct errors that may occur during the course of
transmission.

frame A Link Protocol Data Unit.

frame check sequence
(FCS)

The standard 16-bit cyclic redundancy check used for High-level
Data Link Control (HDLC) and frame relay frames. The Frame
Check Sequence (FCS) detects bit errors occurring in the bits of the
frame between the opening flag and the FCS, and is only effective
in detecting errors in frames no larger than 4096 octets. Refer to
Cyclic Redundancy Check (CRC).

frame flag sequence The unique bit pattern "01111110" used as the opening and closing
delimiter for the link layer frames.

frame header Address information required for transmission of a packet across
a communications link.

frame relay A packet-oriented Wide Area Network (WAN) connection that
offers high performance. Often called a fast-packet switching net-
work because tasks such as error checking, packet sequencing, and
packet acknowledgment are handled by the end systems involved
in the transmission rather than by the network itself.
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framerelayaccessdevice Required for connection into a frame relay network.

frequency modulation A modulation technique in which the carrier frequency is shifted
by an amount proportional to the value of the modulating signal.
The amplitude of the carrier signals remains constant. The devia-
tion of the carrier frequency determines the signal content of the
message.

frequency-shift keying A modulation scheme that uses different frequencies to denote a
one or a zero.

FTP File Transfer Protocol.

full-duplex Capability of simultaneously transmitting and receiving.

– G –
gateway A protocol conversion facility allowing connection of dissimilar

communication systems.

Gaussianminimumshift
keying (GMSK)

A member of the class of constant-envelope continuous-phase
modulations with a Gaussian filtered phase response. Used in
the airlink physical layer in Cellular Digital Packet Data (CDPD)
and GSM.

GHz GigaHertz, Hz x 109 (One million cycles per second).

Global Positioning Sys-
tem (GPS)

A system of satellites orbiting the earth used for navigation and
location. Position on earth is determined by referencing multiple
satellites in the systemwhose orbits are precisely known and thus
provide a reference frame for measuring distances.

Global Standard ForMo-
bile Communications
(GSM)

A digital cellular standard used primarily in Europe and some
other countries. Primarily a Time Division Multiple Access
(TDMA) cellular voice service, though data services are offered
over GSM. Formerly called Groupe Speciale Mobile.

GMSK GaussianMinimum Shift Keying.

GSM Global Standard for Mobile communication.

– H –
half-duplex Capability of transmitting or receiving, but not both

simultaneously.
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half-duplex M-ES A Mobile End System (M-ES) that can either transmit or receive,
but cannot do both simultaneously, for example, an M-ES that has
a single transceiver (radio).

handoff The process of passing a Radio Frequency (RF) connection to an-
other available channel either at the originating cell site, a neigh-
boring cell site, or in another service provider’s coverage area. As
the subscriber moves from one location to another, the connection
is continually handed off from channel to channel and from cell
site to cell site.

Hayes AT command
interface

Traditional method to control a modem and begin and end data
transmissions.

Hayes-compatible AT
command set

Used to control a modem and to initiate a connection to the
network.

HDLC High-level Data Link Control.

header The initial portion of a ProtocolDataUnit (PDU) containing control
information. Also referred to as the Protocol Control Information
(PCI)

high-level data link con-
trol (HDLC)

A link-level communications protocol developed by the Inter-
national Standards Organization (ISO). HDLC manages syn-
chronous, code-transparent, serial information transfer over a link
connection.

HomeMD-IS The CDPD network component that performs the Mobile Home
Function.

hop A change of Radio Frequency (RF) channel used to carry the Cel-
lular Digital Packet Data (CDPD) data for a channel stream.

hop channel ARadioFrequency (RF) channel thathasbeendeclareda candidate
for carrying a Cellular Digital Packet Data (CDPD) channel stream
after a channel hop.

host The computerproviding file transfer and communications services
to client computers.

hybrid CDPD Circuit-switched CDPD (Cellular Digital Packet Data), a technol-
ogy known as hybrid CDPD, is the system architecture developed
by the CDPD Forum for interconnecting circuit-switched data, in-
cluding cellular and land-line links, with the CDPD network.
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hysteresis Mechanism to reduce unnecessary continual cell change.

– I - J –
I-interface The network interfaces betweenCDPD service provider networks.

ICMP Internet Control Message Protocol.

idle state A channel stream is in an idle state if the Mobile Data Base Station
(MDBS) signals in the busy/idle flag that no Mobile End System
(M-ES) is currently transmitting on the channel.

IEEE Institute for Electrical and Electronics Engineers.

IETF Internet Engineering Task Force. The IETF is a large open com-
munity of network designers, operators, vendors, and researchers
whose purpose is to coordinate the operation, management, and
evolution of the Internet, and to resolve short- and mid-range pro-
tocol and architectural issues. It is a major source of proposed
protocol standards which are submitted to the Internet Activities
Board for final approval.

in-band control Control information that is provided in the same channel as data.

Integrated Services Digi-
tal Network (ISDN)

A network interface that integrates voice, data, and video signals
into a single digital telephone line. The worldwide telephony
standard for digital telecommunications.

Inter-Area Cell Transfer A cell transfer between two cells that are controlled by different
serving Mobile Data Intermediate Systems (MD-ISs).

Inter-Service Provider
Interface

Cellular Digital Packet Data (CDPD)-based wireless packet data
service provider’s interface to cooperating CDPD-based wireless
packet data service provider networks.

intermediate system (IS) A node that is connected to more than one subnetwork with a
primary role of forwarding data from one subnetwork to another.
In Internet terminology, ISs are known as routers that relay data
packets from ESs to their intended destinations.

internal F-ES AFixedEndSystemwithin theadministrativedomainof theCDPD
service provider. Typically provides value-added support services
such as network management, accounting, directory, and authen-
tication services.
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International Standards
Organization (ISO)

Organization that determines standards for international and na-
tional data communications. The US representative to the ISO is
the American National Standards Institute (ANSI).

Internet A set of networks using a set of network-independent protocols
for communication that have been defined under the aegis of the
Defense Advanced Research Projects Agency.

Internet (Internetwork) (1) The global collection of interconnected local, mid-level, and
wide-area networks that use Internet Protocol (IP) as the network
layer protocol. (2) Any connection of two or more local or wide-
area networks.

Internet address An assigned number that identifies a host in an Internet. It has
two or three parts: network number, optional subnet number, and
host number.

Internet Protocol (IP) A connectionless protocol that requires no prior call setup between
the source and destination systems.

Intra-Area Cell Transfer A cell transfer between two cells that are controlled by the same
serving Mobile Data Intermediate System (MD-IS).

IP Internet Protocol.

IP address Internet Protocol address.

IS Intermediate System.

IS-95 The CDMA (Code Division Multiple Access) standard.

ISC Mobile Data Intermediate System Confirm packet. Part of Mobile
End System (M-ES) registration procedures.

ISO International Standards Organization.

– K –
Kbps Kilobits per second.

key A quantity required for the execution of security algorithms that
is intended to be used only by legitimate entities.

key exchange A procedure by which the value of a key is shared between two or
more parties.
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key generation The process of creating a key.

key management The rules and procedures governing the creation, distribution, and
replacement of keys.

key sequence number An identifier associated with a key that allows one value of a key
to be distinguished from an older or newer value of the key.

kHz kiloHertz, Hz x 103.

km kilometer.

– L –
LAN Local Area Network. A network that takes advantage of the prox-

imity of computers to offer relatively efficient, higher speed com-
munications than long-haul or wide-area networks. Electronic
mail, messaging, file sharing and database access are common
LAN applications.

landline Fixed connection that uses wires, not radio transmission.

LAPD Link Access Protocol for the D Channel. It is a Link Layer proto-
col defined in Consultative Committee for International Telegraph
and Telephone (CCITT) specifications Q.920 and Q.921 and form-
ing the basis of the Cellular Digital Packet Data (CDPD) Link
Layer’s Mobile Data Link Protocol (MDLP).

latency The slight delay in data delivery through a network.

Layer Entity An entity performing the functions required for a layer of protocol.

Layer Management En-
tity Identifier

An identifier used to select an entity concerned with a particular
set of layer management functions.

Layer Service A term that applies to the layers of the OSI Reference Model. A
Layer Service represents a set of functions offered to a network
user by a Layer Service Provider. A Layer Service consists of one
or more primitives which are invoked by either the user or the
provider.

Layer Service Provider Each layer of the OSI Reference Model is a Layer Service Provider.
Examples of layers are Presentation, Session, Transport, Network,
and Link. The Layer Service is made available through Service
Access Points.

Ex.1016.00303



288 APPENDIX A. GLOSSARY OF TERMS

LD Location Directory.

legacy system Refers to older equipment and systemsthat are doing an important
job for a company, but which would not be implemented on the
same platform if deployed today. Legacy systems were often de-
veloped by people other than those who are responsible for them
now.

Link Access Procedure
for Modems (LAPM)

LAPM is the V.42 standard determined by a consultative
committee of the International Telecommunications Union-
Telecommunications Systems (ITU-TS) and specifies the use of
LAPM as an error-control protocol. LAPM provides somewhat
better performance than Microcom Networking Protocol (MNP)
4, including improved setup and better performance over poor
lines.

Link Access Protocol on
the D-channel (LAPD)

A protocol that operates at the data link layer (layer 2) of the OSI
architecture. LAPD is used to convey information between layer
3 entities across the frame relay network. The D-channel carries
signaling information for circuit switching.

Link Layer That layer of adistributed communications systemconcerned with
the operation of a data link between two or more entities. Pro-
vides services such as data encryption, data compression, and
flow control.

Link Protocol Data Unit
(LPDU)

The Protocol Data Unit (PDU) exchanged between Link Layer
entities. Also known as a frame.

LMEI Layer Management Entity Identifier.

Location Directory (LD) The repository of information specifying the current Forwarding
Address of a collection of mobile hosts to be accessed by the redi-
rectors. For Cellular Digital Packet Data (CDPD), refer to Mobile
Network Location Protocol And HomeMobile Data Intermediate
System.

LPDU Refer to Link Protocol Data Unit.

LSDU Link Layer Service Data Unit.

– M –
M-ES Mobile End System. AnM-ES is awireless communicationsdevice

that conforms to Cellular Digital Packet Data (CDPD) standards.
The end system that provides remote access to theCDPD network
via the airlink. In the majority of cases, the M-ES is a laptop
equipped with a Radio Frequency (RF) modem. In the CDPD
network, the M-ES is a unique network node and has a unique
network address.
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MAC Medium Access Control.

MAC Layer That layer of adistributed communications systemconcerned with
the control of access to a medium that is shared between two or
more entities.

MAC protocol The procedures used to control access to a medium that is shared
between two or more entities.

management Protocols and procedures concerned with configuration, adminis-
tration, and similar functions.

management entity An entity concerned with supporting management.

management
information base (MIB)

The database used by networkmanagement systems and contains
technical information about each device on the network.

market A geographical area of demand and responsibility for cellular
service.

MAS Mobile Application Subsystem. An MAS is application software
that is independent of the Cellular Digital Packet Data (CDPD)
Network.

maximum power level Maximum power output limit for Mobile End System (M-ES).

MCHO Mobile Controlled Hand-off.

MD-IS Mobile Data Intermediate System.

MD-IS serving area The set of cells controlled by a single serving Mobile Data Inter-
mediate System (MD-IS).

MDBS Mobile Data Base Station.

MDLP Mobile Data Link Protocol. The Link Layer protocol defined in
CDPD networks.

medium access control
(MAC)

The function of controlling access to a medium that is shared be-
tween two or more entities.

Medium Access Control
(MAC) Layer

Refer to Medium Access Control.
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message A meaningful unit of information. A Protocol Data Unit (PDU) of
defined format and purpose. Refers to the basic unit of data being
transmitted.

Message Handling Sys-
tem (MHS)

A supplementary service that implementsMessage Store and For-
ward Message Handling. MHS is used within the Cellular Digital
Packet Data (CDPD) network. MHS provides for distribution lists,
return receipts and allows for gateways to proprietary message
systems, including alternative delivery mechanisms such as telex
or fax.

Message Store (MS) Acts as a mailbox for storing messages coming from a Message
Transfer Agent and destined for a User Agent.

message transfer agent
(MTA)

Performs Message Routing (e.g., to other MTAs) and message de-
livery to User Agents and Message Stores.

messaging API (MAPI) An application protocol.

MHF Mobile Home Function.

MHS Message Handling System.

MHz MegaHertz (Hz x 106).

MIB Management Information Database.

microslot The timebetween twoconsecutive busy/idle flags (60 bits, or 3.125
milliseconds at 19.2 kbps). It is used in CDPD only.

middleware Software that isolatesapplications from the protocol requirements,
hardware, and actual operations of a particular network. May per-
form protocol conversions between disparate systems. Refers to
any software that resides between a client program and a server
program. Middleware includes protocol stacks, network operat-
ing systems, and messaging systems.

MME Mobility Management Entity.

MNLP Mobile Network Location Protocol.

MNP-10 Microcom Networking Protocol Ten. MNP-10 provides a propri-
etary error-correcting and data compression protocol for dial-up
modems from2.4 to 14.4Kbps. MNP-10 consists ofAdverse Chan-
nel Enhancements that optimize performance in environments
with poor or varying line quality, such as cellular telephones, in-
ternational telephone calls, and rural telephone service.
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MNRP Mobile Network Registration Protocol.

Mobile Application Sub-
system (MAS)

That portion of a Mobile End System (M-ES) concerned with the
provision of application services. The MAS contains the applica-
tion software that is independent of the CDPD network. In most
cases, this includes network software.

MobileData Base Station
(MDBS)

Component of the CDPD network that provides data link relay
functions for a set of radio channels serving a cell. An MDBS is lo-
cated in each cell site, and its primary role is to relay data between
Mobile End System (M-ES) and theMobile Data Intermediate Sys-
tem (MD-IS). It is the stationary network component responsible
for managing interactions across the airlink interface.

Mobile Data Intermedi-
ate System (MD-IS)

The CDPDnetwork element thatperforms routing functionsbased
on knowledge of the current location of the M-ES. Responsible for
CDPD mobilitymanagement. It operates a Cellular Digital Packet
Data (CDPD)-specific Mobile Network Location Protocol (MNLP)
to exchange location information.

Mobile Data Link Proto-
col (MDLP)

The Link Layer protocol used in Cellular Digital Packet Data
(CDPD). Provides Temporary Equipment Identifier (TEI) manage-
ment, multiple frame operation, unitdata transfers, exception con-
dition detection with selective reject recovery, etc.

Mobile End System (M-
ES)

An end system that accesses the CDPD network through the air-
link interface. The device that allows mobile users to work in
an untethered fashion while remaining connected to a data net-
work. The system’s physical position may change during data
transmission.

mobile home function AMobileData Intermediate System(MD-IS)mobility function that
(1) maintains an information database of the current serving area
of each of its homedMobile End Systems (M-ESs), and (2) operates
a packet forwarding service for its homed M-ESs.

Mobile Identification
Number

When the "SEND" key is pressed, a cellular phone transmits an
origination message to the base station. This message includes
the dialed digits and the identity of the calling cellular phone.
The calling cellular phone is identified by its Mobile Identification
Number (MIN), which is usually the same as its ten-digit phone
number.

Mobile Network Loca-
tion Protocol (MNLP)

In the CDPD network, protocol used between the Home Mobile
Data Intermediate System (MD-IS) and the Serving MD-IS to keep
the HomeMD-IS updated on the location of a Mobile End System
(M-ES).
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Mobile Network Regis-
tration Protocol (MNRP)

In the CDPD network, protocol used between the Mobile End
System (M-ES) and the Serving Mobile Data Intermediate Sys-
tem (MD-IS) to announce the M-ES’s Network Entity Identifier
(NEI) and to confirm the service provider’s willingness to provide
service.

Mobile Serving Function
(MSF)

A Mobile Data Intermediate System (MD-IS) function that (1)
maintains an information database of theMobile End Systems (M-
ES) currently registered in the servingarea, and (2)de-encapsulates
forwarded packets from the MHF and routes them to the correct
channel stream in a cell where the destined M-ES is located. Refer
to Serving Mobile Data Intermediate System.

mobile switching center
(MSC)

The location of the Digital Access and Cross-connect System
(DACS) in a cellular telephone network.

mobile-controlled
handoff

The decision to initiate a transfer or handoff from one cell to an-
other cell is under the control of themobile device. Used in CDPD.

mobility management A service provided by the Network Layer. Mobility is primarily a
routing issue in that Network Protocol Data Units (NPDUs) that
are destined for a Mobile End System (M-ES) must be routed to-
ward that Mobile End System. In the CDPD network, the home
Mobile Data Intermediate System (MD-IS) forwards NPDUs to
the serving Mobile Data Intermediate System for a Mobile End
System.

Mobitex Asynchronous
Communications Proto-
col (MASC)

The layer that communicates with the Mobitex radio modem.
Used in the RAM mobile data network.

Mobitex Packet (MPAK) The RAM Mobile Data Network Layer protocol.

Mobitex Transport Pro-
tocol (MTP1)

The RAM Mobile Data Transport Layer protocol.

modem MOdulator-DEModulator. A device that translates computer in-
formation for transmission on both cellular and regular telephone
lines.

modem pool A device that provides the equivalent of multiple data modems.
Typically deployed by cellular carriers to provide circuit switched
data services.
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modulation The analog waveform of a transmitted digital signal.

Motorola Integrated Ra-
dio System (MIRS)

Technology developed by Motorola. ESMR is based on this tech-
nology. Nextel is the largest company deploying ESMR. (Now
called iDEN).

MS Message Store or More Segments.

MSC Mobile Switching Center.

MSF Mobile Serving Function.

MTA Message Transfer Agent.

MTS Message Transfer System.

multicast A one-way point to multi-point routing and relaying service that
allows a message to be addressed and delivered to all members of
a group, regardless of their current location.

multipath fading The singal degradation that occurs when multiple copies of the
same radio signal arrives at the receiver through different reflected
paths. The interference of these signals, each having traveled a
different distance, result in phase and amplitude variations. The
radio signal processing in both the base station and mobile units
have to be designed to tolerate a certain level of multipath fading.

multiplexing The process of mixing data originating from several entities into a
single shared data stream. Multiplexing can occur at several layers
of a protocol stack.

– N –
N=7 frequency plan The feature of the cellular system that distinguishes it from earlier

technology is the allocation of channels within geographic areas
called cells. By using only a fraction of the total allocation of
channels in each cell, and coordinating the frequency assignments
in neighboring cells, the set of available channels can be reused
in non-adjacent cells. The complete set of available channels is
divided into seven groups. This frequency plan is known as the
"N=7" frequency plan.

NAM Number Assignment Module. Cellular phones are configured
with NAM parameters, which include the Mobile Identification
Number (MIN) and various other data about radio channels. To
use any cellular phone over a cellular network the NAM must be
configured correctly. The MIN is usually the same as the phone
number and is assigned by the cellular carrier. The other parame-
ters in theMIN ensure that the cellular phonewill be able to access
the cellular system correctly, and are usually provided by the car-
rier or dealer. To verify the user’s identity, the cellular phone also
transmits an Electronic Serial Number (ESN) when it communi-
cates with the MTSO. This ESN is permanently assigned to the
phone, and is entered by the carrier in the MTSO databasewhen a
user signs up for service.
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Narrowband Per-
sonal Communications
Standards (PCS)

Refers to a new spectrum available for paging services, including
two-way paging. Unlicensed Personal Communications Services
(PCS) refers to spectrum from 1910 MHz to 1930 MHz available
for cellular PBXs and cellular LANs. Broadband (or wideband)
PCS is the service of most interest to wide area cellular data users.
Broadband PCS consists of 120 MHz of new spectrum available
for cellular networks.

NDIS Network Driver Interface Specification.

NEI Network Entity Identifier.

network A collection of computers or other similar devices linked for
communication.

Network Driver Inter-
face Specification (NDIS)

Application programming interface standard for attaching to data
communications devices.

Network Entity Identi-
fier (NEI)

An Internet protocol address, or ConnectionLess Networking Pro-
tocol (CLNP) address, or any other protocol addressing utilized by
the provider in transmission and receipt of Cellular Digital Packet
Data (CDPD) services. The address that identifies that a user is
authorized to use the service.

Network Information
Center (NIC)

Any organization that is responsible for providing network users
with information about services provided by any network.

Network Layer Layer 3 in the Open Systems Interconnect (OSI) 7-Layer Network
Layer ReferenceModel. Internet Protocol (IP) andConnectionLess
Network Protocol (CLNP) reside at this layer. Provides packet
routing and relaying between end systems on the same network
or on interconnected networks and is independent of the transport
protocol used.

Network Layer Protocol
Identifier (NLPI)

An identifier allowing entities providing different Network Layer
protocols to be distinguished from each other.

network management The process of managing the various functions of the network.

network management
agent

Each device connected to the network runs a corresponding net-
work management agent. The agent collects information about
the network device and sends the information to the Management
InformationDatabase (MIB) to be recorded. Provides the network
management systemwith a device’s status.
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Network Management
System (NMS)

A system concerned with performing management functions.

network number The part of an Internet address that designates the network to
which the addressed node belongs.

Network Protocol Data
Unit (NPDU)

Network Layer Protocol Data Unit. The NPDU comprises the
Network Layer Service Data Unit and theNetwork Layer Protocol
Control Information.

Network Service Access
Point (NSAP)

The NSAP is an abstraction of a point where the Network Layer
service user and the Network Layer service provider meet. Each
Network Entity may be accessed through one or more NSAPs by
its users. Each NSAP has one or more NSAP-Addresses.

NIC Network Information Center. An organization that provides
network users with information about services provided by the
network.

NLPI Network Layer Protocol Identifier.

NMF Network Management Forum.

NMS Network Management System.

node A node is an entity that participates in network communication.
Examples of nodes are End Systems and Intermediate Systems.

noise Noise is the addition of interference, making it harder to iden-
tify the signal that was transmitted. Noise is introduced by
various processes in the telephone system including relays and
crosstalk. In the cellular environment, noise is introduced by ra-
dio interference.

non-persistent A property of aMediumAccess Control (MAC) protocol by which
a MAC entity shall sample the state of the medium at random in-
tervals and shall only attempt to access themedium if themedium
is in an idle state at the time of sampling. If the medium is in a
busy state, it will revisit the medium after a random time period.

NPDU Network Protocol Data Unit.

NSAP Network Service Access Point.
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NSAP-Address The NSAP-Address uniquely identifies a Network Service Access
Point (NSAP).

NSAP-Selector Acomponentof anNetworkServiceAccessPoint (NSAP)-Address
used to select the Network Layer service user. The NSAP-Selector
is sometimes referred to as a Transport-Selector; however, a user
of the Network Layer need not be a transport service.

Number Assignment
Module (NAM)

Cellular phones are configured with NAM parameters, which in-
clude the Mobile Identification Number (MIN) and various other
data about radio channels

– O –
octet Eight consecutive bits.

open system A systemwith publicly known protocols or architectures, one that
requires no special protocols and is simple to implement.

Open Systems Intercon-
nection (OSI) 7-Layer
Network Layer Refer-
ence Model

An international standardization program facilitated by Interna-
tional Standards Organization (ISO) and Consultative Committee
for International Telegraph and Telephone (CCITT) to develop
standards for data networking that facilitate multivendor equip-
ment interoperability. OSI includes the following seven layers:
Physical Layer, Data Link Layer, Network Layer, Transport Layer,
Session Layer, Presentation Layer, and Application Layer.

OSI Open Systems Interconnection. A set of protocols designed to be
an international standard method for connecting different types
of computers and networks. Europe has done most of the work
developing OSI.

OSI reference model An "outline" of OSI that defines the seven layers of the model and
their functions. Sometimes used to help describe other networks.
Refer to Open Systems Interconnection (OSI) 7-Layer Network
Layer Reference Model.

OSPF Open Shortest-Path First. Interior Gateway Protocol; a proposed
replacement for Routing Interchange Protocol (RIP).

Otto Playful (andbig) four-legged friendof the specification team(Mark
in particular) that appeared as a glossary itemand as anEaster Egg
entry.

– P –
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packet Network Protocol Data Unit

packet switching Sending data in packets through a network to some remote lo-
cation. Each packet contains enough addressing information to
allow proper routing (whether connection oriented or connection-
less). Packetizationallowsharingof thedata linkbetweenmultiple
peer communications.

packet-switched data
network

Networks that use packet switching technology for delivery of
dataunits. Examples include Cellular Digital PacketData (CDPD),
RAM Mobile Data, ARDIS, and Metricom’s Ricochet.

PCCA AT command set The new PCCA AT command set for wireless modems contains
well-defined commands for obtaining link status information. Re-
fer to AT command set.

PCI Protocol Control Information.

PCMCIA Personal Computer Memory Card International Association. The
standardizaton organization for credit-card size packages for
memory and I/O (modems, LAN cards, etc.) for computers, lap-
tops, etc.

PCS Personal Communications Services. A wireless technology being
developed in the US. Narrowband PCS refers to a new spectrum
available for paging services. The digital signals of PCS are a series
of rapid pulses, unlike analog’s steady flow.

PDA Personal Digital Assistant.

PDU Protocol Data Unit.

peer network entities The origin and destination of all data transmissions.

peer-to-peer
communications

Communications between two entities that operate within the
same protocol layer of a system.

peer-to-peer protocols Describes the relationship between a telephone system and the
external computer. Refer to peer-to-peer communications.

Personal Communica-
tions Services (PCS)

Refers to the next generation of cellular systems. Will include data
services.

Personal Digital Assis-
tant (PDA)

A hand-held or custom-built Mobile End System (M-ES).
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PhPDU Physical Layer Protocol Data Unit (PDU)-a bit.

PhSAP Physical Service Access Point.

PhSDU Physical Service Data Unit.

Physical Layer Layer 1 in the Open Systems Interconnect (OSI) 7-Layer Network
Layer Reference Model. That layer of a distributed communica-
tions system concerned with the actual transmission of data across
a physical medium. The physical layer provides a physical con-
nection for transmission of data between two data link entities.

PIN Personal Identification Number.

ping An ICMP message that is sent out to a known IP address. If the
signal arrives at the known address, it returns to its point of origin,
confirming connectivity.

point of presence An entry point for connection into the network.

Point-to-Point Protocol
(PPP)

An Internet protocol that provides amethod for transmitting data-
grams over serial point-to-point links.

point-to-multipoint
delivery

Delivery of data from a single source to several destinations.

point-to-point delivery Delivery of data from a single source to a single destination.

power product A configurable parameter broadcast by the Mobile Data Base Sta-
tion (MDBS), defining the desired relationship between received
signal strength and transmitted power level at any single point.

PPP Point to Point Protocol,

Presentation Address The network name of an Application Entity within a Data Service.
The Presentation Address takes the form of: optional Presenta-
tion Selector (SSAP-Selector) + Session Selector (TSAP-Selector) +
Transport Selector (NSAP-Selector) + a required NET. Presenta-
tion Addresses are stored in the Directory Service. Application
Entity Titles are used to retrieve the Presentation Address from
the Directory Service.

primitive An abstraction representing the communication between layer en-
tities operating at different layers or between a layer entity and the
management entity controlling it. There are four types of primi-
tives in the OSI (Open Systems Interconnection) model)-request,
indication, response, and confirm.
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protocol A set of procedures for exchanging information between peer en-
tities. A formal description of message formats and the rules two
computers must follow to exchange those messages. Protocols
can describe low-level details of machine-to-machine interfaces,
such as the order in which bits are sent across wire, or high level
exchanges between allocation programs, such as the manner in
which two programs transfer files across the Internet.

Protocol Control Infor-
mation (PCI)

The part of the Protocol Data Unit that contains addressing, con-
trol, flags, and optional information needed by peer Layer Service
Providers to provide the service. Refer to protocol data unit and
service data unit.

Protocol Data Unit
(PDU)

The unit of information that is exchanged by peer Layer Service
Providers to implement the protocol that offers the service. The
PDU consists of a Protocol Control Information and Service Data
Unit.

PSTN Public Switched Telephone Network. Actual telephone wires.

public switched tele-
phone network (PSTN)

Public telephone network.

PVC Permanent Virtual Circuit.

– Q –
QOS Quality of service.

– R –
radio channel Refer to channel.

radio frequency (RF) The frequency inHertz (cycles per second) of the carrier frequency
being transmitted or received.

radio resource
management

The set of management functions concerned with the determina-
tion of Radio Frequency (RF) channels to be used for Cellular Dig-
ital Packet Data (CDPD) by the Mobile Data Base Station (MDBS),
the location and acquisition of those channels by the Mobile End
System (M-ES), channel hopping and cell transfer, and the proper
determination of power levels by the M-ES.

radio resource manage-
ment entity

A management entity or subentity concerned with the operation
of the radio resource management protocol.

Ex.1016.00315



300 APPENDIX A. GLOSSARY OF TERMS

rampdown The process of reducing transmission power from the nominal
power level to a level below a defined threshold.

rampup The process of increasing transmission power from a level below
a defined threshold to the nominal power level.

raw bit rate The data channel bit rate that includes all protocol overhead and
system overhead data bits.

Rayleigh fading Multipath fading, arising from an ensemble of reflected signals
arriving at the receiver antenna and creating standing waves.

RBOC Regional Bell Operating Company.

RC-4 An encryption/decryption algorithm supported in Cellular Digi-
tal Packet Data (CDPD).

RDC Redirect Confirm packet. Used in Cellular Digital Packet Data
(CDPD) mobility management.

RDE Redirect Expiry packet. Used in Cellular Digital Packet Data
(CDPD) mobility management.

RDF Redirect Flush packet. Used in Cellular Digital Packet Data
(CDPD) mobility management.

RDQ Redirect Query packet. Used in Cellular Digital Packet Data
(CDPD) mobility management.

RDR Redirect Request packet. Used in Cellular Digital Packet Data
(CDPD) mobility management.

RDS Redirection Server.

readdressing Theprocesswhereby the servingMobileData Intermediate System
(MD-IS) receives the encapsulated packets, de-encapsulates them,
then locates the Mobile End System (M-ES) to determine the cell
and channel stream associatedwith the M-ES. The function is also
performed by the Foreign Agent in Mobile IP.

Readdressing Service
(RS)

Function performedby a servingMobileData Intermediate System
(MD-IS). A specialized router that accepts data packets from the
redirector and then delivers the de-encapsulated packet to the
intended Mobile End System (M-ES).
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reassembly The process of combining a number of the Link Layer Service
Data Unit (LSDU) into an SN-Data Protocol Data Unit (PDU) or
SN-Unitdata PDU.

received signal strength
indication

The measured power of a received signal.

redirection and
forwarding

The process whereby the home Mobile Data Intermediate System
(MD-IS), upon the receipt of packets, encapsulates the packets
with the address of the serving MD-IS and forwards them on to
the serving MD-IS.

Reed-Solomon code A forward error correcting code used in Cellular Digital Packet
Data (CDPD).

Reed-Solomon forward
error correction

Refer to Reed-Solomon code.

reference channel Continuously keyed forward-transmission Radio Frequency (RF)
channel, used for signal quality assessment.

registration The process whereby a Mobile End System (M-ES) identifies its
NEI to the CDPD network through exchange of MNRP messages
with the serving MD-IS.

Registration Sequence
Count

An 8-bit counter maintained by the Mobile End System (M-ES)
and incremented on each successful establishment of a data link
connection with a serving Mobile Data Intermediate System (MD-
IS). Used to prevent registration errors due to varying network
transit delays between serving MD-IS and home MD-IS.

registration timer values Time values passed from Mobile Data Intermediate System (MD-
IS) to aMobile End System(M-ES) to inform theM-ES of the period
of registration. The M-ES must register again prior to expiration
of the registration timer.

reliable sequenced
delivery

The delivery of a set of ProtocolDataUnits (PDUs) froma source to
a destination with no errors in any PDU, in the order transmitted,
and without gaps or duplicates.

reverse channel The airlink channel between the Mobile End System (M-ES) and
the CDPD network. On the reverse channel, information moves
from the Mobile End System to the CDPD network. Refer to
Forward Channel.
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RF Radio Frequency.

RF channel A portion of the electromagnetic spectrum defined by a central
frequency and a channel bandwidth.

RF channel number An identifier assigned to a Radio Frequency (RF) channel to dis-
tinguish it from other RF channels.

RF channel pair Two associated Radio Frequency (RF) channels, one forward and
one reverse. The former is used to support forward transmissions
from the Mobile Data Base Station (MDBS) to the Mobile End
System (M-ES). The reverse channel carries data information from
an M-ES to an MDBS, and is a Contention Based communication
channel.

RFC The internet’s Request for Commentsdocuments series. The RFCs
are working notes of the Internet research and development com-
munity. A document in this series may be on any topic related to
computer communication, and may be anything from a meeting
report to the specification of a standard.

RIP Routing Interchange Protocol. A protocol which may be used
on internets to pass routing information between gateways. It is
used on many Local Area Networks (LANs) and on some of the
NSFNET intermediate level networks.

RLP Radio Link Protocol.

RNR Receive Not Ready.

roam Traveling outside of a local cellular coverage area.

router Aspecial-purposededicatedcomputer that attaches to twoormore
networksand examines received packets fromonenetwork. Based
on the destination address of the packet, forwards it to the most
appropriate next network.

routing area subdomain The combined geographic area of all Mobile Data Base Stations
(MDBSs) controlled by a single Mobile Data Intermediate System
(MD-IS).

RR Receive Ready.

RRM Radio Resource Management.
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RRME Radio Resource Management Entity.

RRMP Radio Resource Management Protocol.

RS (1) Readdress Service. (2) Reed-Solomon.

RSSI Received Signal Strength Indication.

– S –
SABME Set Asynchronous Balanced Mode Extended.

SAP Service Access Point.

SAP-address Service Access Point Address.

SNDCF Subnetwork Dependent Convergence Function.

SDU Service Data Unit.

secret key A key whose value is not disclosed to unauthorized entities.

sector A cell controlled through a directional transmitting antenna.

security The set of functions concerned with ensuring that only authorized
users of the network can use the network, and only in authorized
ways.

Security Management
Entity

A management entity or subentity concerned with the operation
of the security management protocol.

security policy Determineswhohas access towhat resources, and fromwhat types
of threats the application should be protected.

security
threat-communications
compromise

Threats associated with message communication, such as eaves-
dropping on messages transmitted over the airlink.

segmentation The process of fragmenting an SN-Data Protocol Data Unit (PDU)
or SN-Unitdata PDU into a number of Link Service Data Units
(LSDUs).

Serial Line Internet Pro-
tocol (SLIP)

A protocol used between a host and the service provider to trans-
mit IP datagrams through a serial port.
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Service Access Point
(SAP)

An abstraction of a point where a Layer Service User and the
Layer Service Provider meet. Each Layer Service may be accessed
through one or more SAPs by its users. Each SAP has one or more
SAP-Addresses.

Service Data Unit (SDU) When a user of a layer service requests the Layer Service Provider
to transfer data to a remote service user, the user data is termed
a Service Data Unit. The Layer Service Provider attaches a small
header, called the Protocol Control Information, to the user data.
The combination of the Protocol Control Information and SDU is
called a Protocol Data Unit.

service provider The operator of an network, responsible for the quality of the
services it provides via the network and for administration of its
subscribers and users (e.g., assignment of IDs, passwords, and
capabilities).

Service Provider Identi-
fier (SPI)

The unique identifier for a licensed facilities-based cellular Service
Provider furnishing Cellular Digital Packet Data (CDPD) Services.

Service Provider Net-
work Identifier (SPNI)

An identifier for the service provider operating a particular CDPD
network.

Serving Mobile Data In-
termediate System(serv-
ing MD-IS)

The CDPD network entity that operates the Mobile Serving Func-
tion. The serving MD-IS communicates with and is the peer end-
point for the MDLP connection to the M-ES.

Session Layer Layer 5 in the Open Systems Interconnect (OSI) 7-Layer Network
Layer Reference Model. Allows cooperating application entities
to organize and synchronize information exchange and tomanage
data exchange.

SIM Subscriber Identity Module.

sleep mode Amode of operation in which a CDPDMobile End System (M-ES)
with at least one active Network Entity Identifier (NEI) conserves
power by periodically turning off its receiver. The CDPD network
infrastructure provides cooperating procedures to ensure contin-
uous communications.

SLIP Serial Line Internet Protocol.

slotted AMediumAccess Control (MAC) protocol is slotted if attempts to
transmit can only be made at times that are synchronized between
contending devices.
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SME Security Management Entity.

SMR Specialized Mobile Radio.

SMTP Simple Mail Transfer Protocol.

SN-data PDU AProtocolDataUnit (PDU) of theSubnetworkConvergence Layer
that is transmitted using reliable sequenced delivery.

SNDCF Subnetwork Dependent Convergence Function.

SNDCP Subnetwork Dependent Convergence Protocol. A Network Layer
protocol that supports subnetwork convergence.

sniffer A device used by the Mobile Data Base Station (MDBS) to moni-
tor the transmission output of a non-Cellular Digital Packet Data
(CDPD) base station in order to determine whether a Radio Fre-
quency (RF) channel is available for CDPD use.

SNMP Simple Network Management Protocol. The Simple Network
Management Protocol is the Internet’s standard for remote mon-
itoring and management of hosts, routers and other nodes and
devices on a network.

SNMP agent An agent in a SNMP system. The SNMP agent operates to col-
lect management information on network devices and to execute
operations commanded from the SNMP manager.

SNPA Subnetwork Point of Attachment.

SNSDU Subnetwork Service Data Unit.

Sockets Interface The Sockets Interface, introduced in the early 1980s with the re-
lease of Berkeley UNIX, was the first consistent and well-defined
application programming interface (API). It is used at the trans-
port layer between Transmission Control Protocol (TCP) or User
Datagram Protocol (UDP) and the applications on a system. Since
1980, Sockets has been implemented on virtually every platform.

specialized mobile radio
(SMR)

(1) A wireless data service that operates in the 806 to 821 MHz
and 851 to 866 MHz bands. (2) Analog trunked radio systems pri-
marily used for dispatch applications. (3) Dispatch radio systems
combined into the national ESMR network.
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spectrum A continuous range of frequencies, usually wide in extent, within
which waves have specific common characteristics.

SPI Service Provider Identifier.

SPNI Service Provider Network Identifier.

SREJ Selective Reject.

store-and-forward Description for networks that keeps temporary copies of transmit-
ted data for later delivery to its intended recipient.

SU Subscriber Unit. A radio frequency modem used to acquire the
airlink.

subnet A portion of a network, which may be a physically independent
network, that shares a network address with other portions of the
network and is distinguished by a subnet number. A subnet is to
a network what a network is to an Internet.

subnet number The portion of an Internet address that designates a subnet. It
is ignored for the purposes of Internet routing, but is used for
intranet routing.

Subnetwork Depen-
dentConvergenceProto-
col (SNDCP)

The sublayer "glue" that reconciles the difference between the ser-
vices requested by the Network Layer protocol and the services
available from the Data Link Layer protocol. For example, in the
CDPD network, the Network Layer protocol requires support for
NPDUs of up to 2048 octetswhile the data link layer only supports
data link frames of 130 octetsmaximum. The SNDCP provides the
segmentation and assembly service to bridge that gap.

Subscriber Identity
Module (SIM)

A subsystem defined within the CDPD M-ES. The SIM holds the
NEI and its associated authentication credentials. The separation
of this function as a separate module allows the possibility of
removable modules.

Subscriber Unit (SU) The Radio Frequency (RF) modem used to acquire the airlink; can
be an integral part of the Mobile End System (M-ES) or a separate
component.

Supervisory Audio Tone
(SAT)

Within the cellular telephone system, to verify that the connection
between the base station and cellular phone is functioning prop-
erly, the base station transmits a SAT, which is inaudible. The
cellular phone, on receiving the SAT, retransmits this tone back
to the base station. The SAT tone is used by the base station and
the cellular phone to decide if there is interference. If temporary
interference is detected, the audio connection is muted briefly, and
the listener hears a dropout. If interference is prolonged, the call
will be dropped.
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support services Services that are necessary for the provision of other services.

sushi tolerance Primary requirement/qualification to becoming a member of the
specification team. ;-) Kudos to Claude for enduring our prodding
and bravely swallowing that oyster!

Switched Virtual Circuit
(SVC)

A network connection that provides a fixed circuit only for the
duration of a session.

symbol (1) Six consecutive bits of a Reed-Solomon block forming an el-
ement of a Galois field. (2) The instantaneous frequency of a
Gaussian Minimum Shift Keying (GMSK) waveform that defines
a single bit.

synchronization The process of achieving a common interpretation of a transmitted
bit stream between more than one entity at the same point in the
bit stream. Synchronization may be required at each layer of a
protocol stack.

synchronization word A distinctive bit sequence inserted into a data stream to provide a
reference marker in a bit stream.

synchronous The communicationsmethodwhere characters are spaced by time,
not by start and stop bits. Synchronous transmission of a message
requires fewer bits and less time than asynchronous transmission.
Refer to asynchronous.

– T –
T1 (1) A term for a digital carrier facility used to transmit a DS-1

formatted digital signal at 1.544 megabits per second. (2) Trans-
mission rate of 1.544 Mbps on T1 communications lines. Also
referred to as digital signal level 1 (DS-1).

TCP Transmission Control Protocol. A transport layer protocol for the
Internet. A connection oriented stream protocol.

TCP/IP Transmission Control Protocol/Internet Protocol. A set of proto-
cols developed to link computers anddata communications equip-
ment across many kinds of networks.

TDMA Time Division Multiple Access.

TEI Temporary Equipment Identifier.
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Telecommunications In-
dustry Association (TIA)

Standards organization.

telemetry A communications system for the transmission of short digital or
analog data thatmonitors status information for a remote process,
function or device.

Telnet The virtual terminal access protocol used by the Internet. It allows
a user at one site to interact with a remote timesharing system at
another site as if the user’s terminal was connected directly to the
remote computer.

Temporary Equipment
Identifier (TEI)

A temporary identifier assigned to a data link to distinguish it
from other data links in a Mobile Data Intermediate System (MD-
IS) serving area.

threshold The minimum value of a signal that can be detected by the system
or sensor under consideration.

throughput The actual amount of useful and non-redundant information that
is transmitted or processed. Throughput is the end result of a data
call. Throughput is a measure of the efficiency of a communica-
tions link.

TIA Telecommunications Industries Association.

Time Division Multiple
Access (TDMA)

A medium access control scheme where each member of a device
population is assigned transmission slots separated in time.

time-out value Round trip timer value. Determines when a sending system
should retransmit data following an extended period of time in
which an acknowledgment has not been received.

Tojo Source of inspiration to specification team. We all worked for
dinner at Tojo’s! Easily selected by the specification team as the
best Japanese restaurant inNorthAmerica. (If youneeddirections,
just ask one of us.)

token ring A type of Local Area Network (LAN). Examples are IEEE 802.5,
ProNET-10/80 and FDDI. The term "token ring" is often used to
denote IEEE 802.5.

TP4 International Standards Organization (ISO) Transport Protocol
class 4.
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training Modems include a variety of mechanisms that are intended to
reduce errors. Modem protocols, especially those that operate
at higher bit rates, include training and equalization functions in
their handshake sequences. The purpose of the training sequences
is twofold: to allow themodems to negotiate a commonmethod of
modulation, and to allow them to equalize their receiving circuitry
for variations in signal levels and other parameters.

transmission attempt In the case of the Mobile End System (M-ES) Medium Access
Control (MAC) layer entity, it refers to the act of attempting to
transmit by sensing the state of the channel.

transmission burst The sequence of bits transmitted by a Mobile End System (M-ES)
in a single access to the reverse channel.

Transmission Control
Protocol (TCP)

A connection-oriented protocol that provides reliable end-to-end
service. Responsible for ensuring data integrity end-to-end, given
that Internet Protocol (IP) is a connectionless protocol.

transport connection A point-to-point association between two endpoint entities pro-
viding reliable sequenced delivery independent of the network or
networks used to connect the devices.

Transport Layer Layer 4 in the Open Systems Interconnect (OSI) 7-Layer Network
Layer Reference Model. Transpor Protocol 4 (TP4), Transmission
Control Protocol (TCP) and User Datagram Protocol (UDP) reside
at this layer. Connection-oriented service provides reliable and
transparent transfer of data between cooperating session entities.

Transport Protocol 4
(TP4)

International Standards Organization (ISO) connection-oriented
transport protocol class 4.

tunneling Temporarily changing the destination of a packet in order to tra-
verse one or more routers that are incapable of routing to the real
destination. For example, to route through a backbone whose in-
ternal routers don’t contain entries for external destinations, the
entry border router must "tunnel" to the exit border router.

– U –
UA User Agent. Also Unnumbered Acknowledgment.

UDP User Datagram Protocol.
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uncorrectable error An error occurring in a block which has more symbols in error
than can be corrected by the Reed-Solomon code.

User Agent (UA) Related to the messaging supplementary service. A user agent is
an application entity that acts on behalf of a user and interfaces to
a local message transfer agent. A user agent provides submission
and delivery services and othermessagehandling operations such
as composing, forwarding/distributing, replying, examining.

User Datagram Protocol
(UDP)

A connectionless protocol that provides end-to-end communica-
tion with fewer capabilities than Transmission Control Protocol
(TCP). Each UDP datagram is handled independently. UDP does
not guarantee delivery of data.

– V –
V.42 bis data
compression

Consultative Committee for International Telegraph and Tele-
phone (CCITT) data compression standard. Compresses data on
the fly at up to a theoretical maximum ratio of 4:1.

V.42 error correction Consultative Committee for International Telegraph and Tele-
phone (CCITT) error-correction standard specifying both Micro-
comNetworking Protocol (MNP) 4 and Link Access Procedure for
Modems (LAPM). Applies only to full duplex devices.

vertical market Refer to vertical market application.

vertical market
application

An application that is industry-specific and typically very task-
specific. Including systems for on-line reservations, point-of-sale,
utility monitoring, or dispatch services. Such applications have
been customized to meet the needs of a specific industry and its
particular customers.

vertical market applica-
tion environment

The environment provided by a Mobile Application Subsystem
(MAS) that supports a particular application that is specified in
advance and may be customized.

visiting M-ES AMobile End System (M-ES) that is capable of supporting service
in areas beyond its home area.

– W –
WAN Wide Area Network. A network that links a wide geographical

area.
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wide-area service identi-
fier (WASI)

Unique identifier for a business grouping of licensed facilities-
based cellular service providers of Cellular Digital Packet Data
(CDPD). It is used within CDPD for access control decisions.

wide-area-network
(WAN)

A network that links a wide geographical area.

window segment size A parameter used to control the flow of data across a connection.

wireless Communication bymeans of electromagnetic radiation, particular
in the Radio Frequency (RF) portion of the spectrum. Can refer to
various technologies for transmitting data, including those used
by ARDIS, RAM, or Cellular Digital Packet Data (CDPD).

wireless data network A radio-based network for data transmission. Cellular Digital
Packet Data (CDPD) is an example.

– X - Z –
X.25 A network-level interface protocol and the underlying Link Layer

protocols for connecting to a packet-switching network. Routes
packets of data through a network to destination nodes. Used
to connect remote terminals to host systems; provides any-to-any
connections for simultaneous users.
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