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I. INTRODUCTION 

I, Dr. Mark N. Horenstein, declare as follows: 

1. I am over the age of 18 years and am fully competent to make this 

declaration. I make the following statements based on personal knowledge and, if 

called to testify to them, could and would do so. 

2. I have been retained on behalf of WiTricity Corporation to provide my 

opinions regarding U.S. Patent No.  8,466,654 (“the ’654 patent”) and the patentability 

of the claims challenged by Petitioner InductEV.  In this declaration, I provide my 

opinions regarding InductEV’s Petition for Interpartes Review of U.S. Patent No. 

8,466,654 (“Petition”), filed on November 6, 2023. I herein provide my opinions in 

consideration of the state of the art at the time of filing of the ʼ654 patent and the 

knowledge that a person having ordinary skill in the art (hereafter “POSA”, “person of 

ordinary skill”, or simply “person of skill”) would have had at the time of the claimed 

inventions.  

3. My opinions and views set forth in this declaration are based on my 

education, training, and experience in the field of electrical engineering, including 

inductive energy transfer, battery-powered electric vehicles (“EV”) and related 

technical areas, as well Petitioner’s Exhibits 1001-1029 and other materials that are 

cited and discussed herein. 

4. On February 22, 2024, as part of these IPR proceedings, I submitted a 

declaration entitled, “Declaration of Mark N. Horenstein Regarding Certain Claim 
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Terms Found in U.S. Patent No. 8,466,654” (First Declaration”).  On April 11, 2024, I 

filed another declaration entitled, “Second Declaration of Dr. Mark N. Horenstein In 

Support of Patent Owner’s Preliminary Sur-Reply” (“Second Declaration”). My prior 

declarations in this matter are herein incorporated by reference. 

II. BACKGROUND & QUALIFICATIONS 

5. My background and qualifications, including my curriculum vitae (Ex. 

2002), are summarized in my previous two declarations which were submitted in 

connection with this proceeding and incorporated herein by reference.  

6. The opinions expressed in this declaration are based on the documents I 

have reviewed, my experience and background in the field, my knowledge of electrical 

engineering, and my professional judgment. In the course of conducting my analysis 

and forming my opinions, I have reviewed the references and materials cited herein, 

including those listed below.   

7. I am being compensated for services provided in this matter. I was 

recruited for this engagement by Cahn Litigation Services who is billing my time at a 

rate of $350 per hour at the time of filing of this report.  I am also being reimbursed for 

reasonable expenses, such as travel expenses, should any arise. My compensation is 

not contingent on my opinions, on the outcome of any aspects of this matter, or on any 

of the technical positions that I offer in this declaration.  I have no financial interest in 

Petitioner InductEV, the Patent Owner WiTricity Corporation, or the ʼ654 Patent. 
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III. LIST OF PATENT OWNER’S EXHIBITS  

Exhibit No. Description 

2001 Declaration of Mark N. Horenstein Regarding Certain Claim 
Terms Found in U.S. Patent No. 8,466,654 (filed February 22, 
2024) 

2002 Curriculum Vitae of Mark Horenstein. 

2003 Excerpts from Wiley Electrical and Electronics Engineering 
Dictionary, IEEE Press, 2004 

2004 Excerpts from McGraw-Hill Dictionary of Scientific and 
Technical Terms, Fifth Edition, 1994 

2005 Second Declaration of Mark N. Horenstein In Support of Patent 
Owner’s Preliminary Sur-Reply S. Patent No. 8,466,654 (filed 
April 11, 2024) 

2006 Additional Excerpts from Wiley Electrical and Electronics 
Engineering Dictionary, IEEE Press, 2004 

2007 Lau, “Practical Design of 13.56MHz Near Field Communication 
(NFC) and Radio Frequency Identification (RFID) Antenna using 
Ferrite Sheet on Metallic Surface by Network Analyzer” 
Proceedings of the 2015 IEEE IEEM 

2008 Chen, “Optimal Simulation Study for Wireless Charging 
Coils with Magnetizers”, 10th Int. Symposium on Power 
Electronics for Distributed Generation Systems (PEDG) 

2009 Lee, “A Simple Wireless Power Charging Antenna System: 
Evaluation of Ferrite Sheet, IEEE Transactions On Magnetics, 
Vol. 53, No. 7, July 2017 

2010 Supplemental Declaration of Dr. Mark N. Horenstein 

2011 Excerpts of Transcript of Deposition of Dr. Mark Allen 

2012 Additional Excerpts from Electrical and Electronics Engineering 
Dictionary, 2004, ISBN 978-0-471-40224-4 

 

IV. BASES FOR OPINIONS EXPRESSED 

8. The opinions set forth in this declaration are my own. My opinions are 
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based on my review of the materials cited throughout this Declaration as itemized in 

the “Exhibits Considered” list provided above; my educational background; my 

experience working in the areas of inductive coupling and wireless charging, and my 

experience as a technical consultant providing expert testimony in numerous cases 

involving similar and/or related technology. 

V. OVERVIEW OF THE PRIOR ART 

A. Odachi 

9. The focus of Odachi is primarily on a positioning system for charging a 

battery of an electric vehicle. Odachi discloses a traditional transformer structure in 

which a primary coil induces a current in a secondary coil by way of a common core. 

In particular, Odachi includes a primary inductive device 230, which includes a core 31 

and a coil 32. Odachi, 8:16-19. As shown in an annotated version of Fig. 12 of Odachi 

below, the core 31 has an E-shaped cross-section, and the coil 32 is wound around the 

center projection 31a of the E-shaped primary core 31. A secondary coil 4  is located 

on the vehicle, and has a cavity 4a that allows the primary coil 32 and the center 

projection 31a of the primary core 31 to fit within the cavity 4a to “form a magnetic 

circuit” with both the primary and secondary coils wound around a core. Odachi, 8:43-

48.   

10. Odachi explains that the vehicle is driven into a garage, which may have a 

parking stop against which the wheels of the vehicle may abut when the vehicle is in a 
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position for charging.  See e.g., 4:6-32, 8:1-28.  Once it is determined that the vehicle 

is authorized to charge its battery, a support arm or carriage is extended from a housing 

near the parking stop.  The primary inductive device, which includes the primary core 

31 and the primary coil 32, is affixed to the support arm.  A check current IRMS is 

applied to the primary coil 32, and the support arm is moved laterally across the front 

or back of the vehicle.  See e.g., 10:64-11:17.  As the support arm moves, a controller 

monitors the check current IRMS, or a check voltage VRMS in the secondary coil.  See 

e.g., 10:64-11:17.  The controller determines the position at which the check current 

IRMS reaches a minimum, or at which the check voltage VRMS reaches a maximum, 

which indicates maximum coupling between the primary and secondary coil.  See e.g., 

11:18-32.  The controller then moves the support arm to the determined lateral position 

of maximum coupling, and then activates a z-axis motor to raise the primary inductive 

device 230 (which includes primary core 31 and primary coil 32) until the primary core 

31 is brought into contact with the secondary core 3.  See e.g., 9:41-51, 11:33-12:7.  

After the primary inductive device 230 is in contact with the secondary core of the 

vehicle, the charging operation is initiated.  See e.g., 9:41-51, 11:60-12:13. 

11. The figure below illustrates what happens when the primary (lower) E-

core 31 and primary coil 32 (red) of Odachi are lifted up into the secondary coil 4 

(blue) and upper core 3 by the arm of Odachi’s system. The entire structure forms a 

transformer with a completed core that has no air gap. The primary coil (red) 32 and 
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secondary coil (blue) 4 both surround the central projection 31a of the primary E-core 

31:   

 

12. The figure below clarifies how the coils and core portions of Odachi come 

together to form a complete transformer, and how the flux lines circulate around the E-

core structure. The diagram on the right shows a cross-sectional view through the 

center of the core. The magnetic flux produced by the primary (green arrows) coil goes 

through the secondary coil as it circulates around the core structure and generates a 

current in the secondary coil that is used to charge the battery coupled to the secondary 

coil.   

 
13. As I explain below, the traditional transformer of Odachi is not an 
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antenna.  In fact, I note that Odachi makes no mention of primary or secondary 

antennas.  

14. As explained further below, compensating a transformer primary or 

secondary coil with an appropriately chosen capacitor can set its power factor to unity 

but it will not convert the transformer coil into a transmitting (or receiving) antenna 

because the magnetic flux lines will still be contained within the magnetic core. 

B. Partovi 

15. Partovi is directed to a portable inductive power source, such as a pad, for 

powering or charging electrical devices.  See Abstract.  The pad (shown in Fig. 1 

below) includes multiple primary coils to which an alternating current is applied to 

create an alternating magnetic field.  See e.g., col. 4:39-46. 

 

Partovi, Fig. 1 

16. A receiver includes coils, windings, or any wire that can sense a changing 

magnetic field, and rectifies it to produce a DC voltage that is used to charge or power 

the device.  (Partovi 4:51-58).  By including multiple coils within the pad, multiple 
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devices may be charged, or charging can occur anywhere on the pad.  (Id. 4:49-51.) 

C. Wang 

17. Wang is generally directed to inductively coupled power transfer (ICPT) 

systems that “utilize electromagnetic fields to transfer electric power from a stationary 

primary source to one or more movable loads without contact.” (Wang at 1; emphasis 

added).  The focus of Wang is on resonant power converters, specifically “the design of 

ICPT systems for high power applications, where both the primary and secondary are 

compensated.  Wang further explains that, “It is desired to enable increasing air gaps as 

well as increasing track length and number of pickups, while achieving greater power 

and better efficiency.” Wang at 4.  Wang explains that “[i]n ICPT systems, the coupling 

strength of the electromagnetic structure is normally weak and cannot deliver the 

required power with reasonable size and cost at the line frequency of 50/60 Hz.”  Wang 

at 38.  According to Wang, “[i]t is often necessary to increase the frequency to between 

several kHz and many MHz, depending on the application requirements.”  Id.  The 

increased operating frequency “increase[s] reactance of the primary and secondary 

windings” that is “compensated by capacitors connected in series or parallel.”  Id.     

D. Ross 

18. Ross is directed to a roadway-powered electric vehicle system that uses a 

transmitting coil 40 of a roadway power module 24 to transfer energy to a receiving 

coil 42 located on a vehicle. (Ross, 9:11-29). Ross explains that as a driver approaches 
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a loading/unloading zone, an auto-positioning feature takes over to automatically steer 

the vehicle into a position within a rough tolerance of an optimal lateral position. 

(Ross, 12:40-52). The auto-positioning feature uses vehicle sensors 60 to sense the 

position of the vehicle relative to the roadway power transmitting module, and 

typically includes optical sensors that look for markers placed on the roadway power 

transmitting module 24 embedded in the roadway. (Ross, 12:40-52, 13:5-15.) 

19. Once the vehicle is stopped within a rough tolerance of the optimal lateral 

position, a horizontal coil positioning unit 46 further controls the lateral positioning of 

the coil 42 so it is more closely aligned with the optimal lateral position. (Ross, 12:52-

57). Once in the optimal lateral optimal position, a vertical positioning unit 48 lowers 

the coil 42 toward the coil 40. (Ross, 12:57- 62). 

20. Ross explains that the horizontal coil positioning unit 46 moves the coil 

42 to the second position “using conventional hydraulic and/or electronic positioning 

devices.” (Ross, 12:52-57).  As explained further below, I note that Ross does not 

disclose that the coil 42 is moved to the second position (i.e., the position closer to the 

optimal lateral position) “in response to a degree of coupling detected at the receiving 

antenna”, as recited in claim 13.  

21. While the Petition relies on the above-described portion of Ross for 

explaining how the coil 42 is allegedly placed in the first and second positions (Pet. at 

51-53), the Petition relies on a different portion of Ross that explains how the coil 42 is 
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positioned within a rough tolerance of the optimal position while the vehicle is driven 

on the road. (Pet. at 56). In particular, the Petition cites to a portion of Ross that 

explains that the position of the coil 42 is maintained within a rough tolerance of the 

optimal position by “monitoring the change in the amplitude of the inductively 

received power signal as the coil 42 is laterally moved in one direction or the other.” 

(Pet. at 56, quoting Ross 13:20-32). But this portion of Ross does not disclose that the 

amplitude of the inductively received power signal is used to “move the coil 42 from a 

first alignment position to a second alignment position that improves the degree of 

coupling in response to the detected degree of coupling in the first alignment position,” 

as recited in claim 13. Rather the first and second alignment positions that are allegedly 

disclosed by Ross relate to the car entering a loading/unloading zone using an auto-

positioning feature based on road markers (Ross 12:40-52). The portion of Ross 

relating to the amplitude of the inductively received power signal is separate from the 

auto-positioning feature and is not used to adjust the positioning of the coil 42 from the 

first alignment position to the second alignment position that improves the degree of 

coupling. Instead, the amplitude of the inductively received power signal is merely 

used to maintain the coil 42 within a rough tolerance of the coil 40. (Ross, 13:15-20.) 

VI. The Challenged Claims 

22. Petitioner has challenged claims 1-18 of the ʼ654 patent, including 

independent claims 1, 8, and 13, plus dependent claims 2-7, 9-12, and 14-19.  As 

WiTricity Corp.
Ex. 2010
Page 13



 

 11 

outlined in my prior declaration of February 22, 2024, it is my opinion that Petitioner 

and Dr. Allen have failed to show that each and every element of the challenged claims 

appear in the cited prior art.  In particular, Petitioner has failed to show where the cited 

prior art of Ground 1 discloses the transmitting and receiving antennas recited in the 

challenged claims.    

23. Independent claims 1, 8, and 13 of the ʼ654 patent read as follows 

(emphasis added): 

Claim 1  

A transmitter system for wireless power, comprising: 

a transmitting antenna including an inductive element and a capacitor, said 
transmitting antenna being resonant at a first frequency, said transmitting 
antenna being configured to generate a wireless field for charging a device 
including a receiving antenna; 

a charging control system coupled to said transmitting antenna and configured 
to generate a signal at said first frequency and provide said signal to said 
transmitting antenna and 

an alignment controller configured to test coupling of said transmitting antenna 
to the receiving antenna in the first alignment position and based on a degree of 
the coupling, the alignment controller further configured to adjust an x-y 
alignment of the transmitting antenna  relative to the receiving antenna from 
the first alignment position to a second alignment position having a finer 
alignment between the receiving antenna and the transmitting antenna than the 
first alignment position to improve said coupling. 

Claim 8 

A receiver system for wireless power, comprising: 
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a receiving antenna coupled to a device, the receiving antenna including a coil 
and capacitor that are resonant at a first frequency; 

a guidance controller configured to guide the receiving antenna of the device to 
a first alignment position relative to a transmitting antenna that is not physically 
connected to said device coupled to the receiving antenna; 

a lifting device for said receiving antenna configured to lift and lower said 
receiving antenna; and 

an alignment controller configured to sense a degree of coupling of said receiving 
antenna and the transmitting antenna based on a detection of the coupling that is 
measured at the receiving antenna, the alignment controller being further 
configured to move said receiving antenna from the first alignment position to a 
second alignment position to better align the receiving antenna with the 
transmitting antenna. 

Claim 13 

A method, comprising: 

guiding a receiving antenna of a vehicle to a first alignment position relative to 
a transmitting antenna; 

responsive to detecting a degree of coupling in the first alignment position 
between the receiving antenna and the transmitting antenna that is measured at 
the receiving antenna, moving one of the receiving antenna and the 
transmitting antenna from the first alignment position to a second alignment 
position to improve alignment of the receiving antenna with the transmitting 
antenna and improve the degree of coupling. 

VII. REBUTTAL TO PETITIONER’S GROUNDS  

A. Ground 1a: Claims 13 and 15 Are Not Unpatentable Over Odachi 

24. Petitioner asserts that Odachi teaches every element of claims 13 and 15. I 

disagree.  For the reasons explained below, it is my opinion that Odachi does not 
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disclose a “receiving antenna” or a “transmitting antenna,” as recited in element 13[a].  

In addition, it is my opinion that Odachi also does not disclose that the receiving 

antenna or transmitting antenna is moved from a first alignment position to a second 

alignment position “responsive to detecting a degree of coupling in the first alignment 

position between the receiving antenna and the transmitting antenna,” as recited in 

element 13[b]. Petitioner, citing Odachi at 4:34-47,  admits that in the Odachi structure, 

“…a ‘magnetic circuit is formed’ between the primary and secdondary inductive 

devices…” (Pet. at 7) As I have explained above, this statement is an admission that 

Odachi discloses a transformer. 

1. Odachi Does Not Disclose “Guiding a Receiving Antenna of a 
Vehicle to a First Alignment Position” 

25. Petitioner asserts that Odachi teaches “guiding a receiving antenna of a 

vehicle to a first alignment position relative to a transmitting antenna,” as recited in 

element 13[a].  I disagree.  

26. In its Institution Decision, the Board preliminarily construed “transmitting 

antenna” as “an antenna that transmits energy.”  Paper 12 at 11.  However, in my 

opinion, the relevant claim construction question as it relates to Odachi is the definition 

of “antenna.”  The Board’s preliminary construction of “transmitting antenna” re-uses 

the word “antenna” without further defining the term.  However, I note that the Board 

also preliminarily adopted the IEEE definition of “antenna” as “a device that radiates 

and/or receives radio waves.”  Id. at 10.  For the reasons discussed below, it is my 
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opinion that the primary core/coil of Odachi relied upon by Petitioner is not a device 

that radiates radio waves, and is therefore not a “transmitting antenna.” 

27. Odachi includes a primary inductive device 230, which includes a core 31 

and a coil 32. Odachi, 8:16-19. As shown in an annotated version of Fig. 12 of Odachi 

below, the core 31 has an E-shaped cross-section, and the coil 32 is wound around the 

center projection 31a of the E-shaped primary core 31. A secondary coil 4 is located on 

the vehicle, and has a cavity 4a that allows the primary coil 32 and the center 

projection 31a of the primary core 31 to fit within the cavity 4a to “form a magnetic 

circuit” with both the primary and secondary coils wound around a core. Odachi, 8:43-

48.   

28. The figure below illustrates what happens when the primary (lower) E-

core 31 and primary coil 32 (red) of Odachi are lifted up into the secondary coil 4 

(blue) and upper core 3 by Odachi’s system. The entire structure forms a transformer 

with a completed core that has no air gap. The primary coil (red) 32 and secondary coil 

(blue) 4 both surround the central projection 31a of the primary E-core 31:   
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29. The figure below clarifies how the coils and core portions of Odachi come 

together to form a complete transformer, and how the flux lines circulate around the E-

core structure. The diagram on the right shows a cross-sectional view through the 

center of the core. The magnetic flux produced by the primary coil (right; green 

arrows) goes through the secondary coil as it circulates around and within the core 

structure.  The magnetic flux lines are not “radio waves” and they are not “radiated” 

outside the combined primary and secondary cores. 

  

 
30. I note that Odachi makes no mention of primary or secondary antennas. 

Moreover, Odachi would not have devised the disclosed magnetic core structure if an 

air-core antenna-based system had been the goal.   

31. In summary, in the field of wireless power transfer, a transformer is a 

device in which the magnetic flux lines produced by a primary coil are contained 

within a magnetic core. The core routes the flux lines from the primary coil through the 

secondary coil, thereby ensuring that inductive coupling will be localized, and coupling 
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will be at the maximum possible level. No wave propagation is involved in the 

inductive coupling of the transformer. Rather, inductive coupling in a transformer 

relies solely on the routing of the magnetic flux which is constrained to remain in the 

core.     

32. One challenge with using magnetic cores for inductive coupling is that the 

strength of the magnetic flux is limited by the ferrite material comprising the core. 

Such magnetic materials will magnetically saturate; that is, when the field strength 

reaches a material-dependent maximum, the field cannot be increased further. This 

saturation effect, depicted in the figure below, which is a plot of magnetic flux density 

versus coil current, limits the current level in a transformer to a specified value that 

depends on the properties and size of the core. Such limiting saturation does not occur 

in antenna-based inductive coupling, because the air between the antennas has no 

magnetic saturation effect. That is, the phenomenon of saturation does not apply to air-

coil antennas because there is no magnetic core material to saturate. 

 

Illustrative plot of magnetic flux density in a core versus primary coil current 
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33. A POSA would have understood the meanings of the terms “antenna” and 

“transformer” long before the time frame of the ʼ654 patent.  Transmitting and 

receiving antennas achieve their coupling without the use of a magnetic circuit, e.g., 

core material that contains the magnetic field lines. A transformer achieves coupling by 

way of a solid magnetic core structure, such as ferrite. This confinement is essential to 

the transformer coupling of Odachi.   

34. A transformer core, which comprises a magnetic circuit, confines and 

guides lines of magnetic flux produced by the primary coil so that they all can be 

linked to the secondary coil. Unlike a transformer, the fields from a transmitting 

antenna are emitted into the space and away from the antenna. The distinction between 

an antenna and a transformer is best explained by their respective definitions found in 

the authoritative Wiley IEEE Electrical and Electronics Engineering Dictionary 

(Wiley):  

antenna - A device that radiates and/or receives radio waves. The same 
antenna can usually be used for both transmission and reception. There are 
many types of antennas, their selection depending on the uses and operating 
frequencies desired. See Ex. 2006 at 2 (emphasis added). 
 
transformer - A component or device which is utilized to transfer electrical 
energy from one circuit to another via magnetic or electromagnetic induction. 
A transformer has no moving parts and consists of two or more coils of wire 
separately wrapped around a magnetic core. The coils are inductively 
linked by magnetic lines of force, and do not come into physical contact. (See 
Id. at 8; emphasis added). 

35. A POSA would similarly have known that a transformer core is a closed 
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magnetic circuit, but an antenna is not: 

magnetic circuit - A closed path described by magnetic lines of force. A 
magnetic circuit is analogous to an electric circuit in that the magnetomotive 
force corresponds to the electromotive force, reluctance to resistance, and 
magnetic flux to electric current. Ex. 2006 at 5 (emphasis added) 
 
36. These definitions show that an antenna operates by field radiation, 

whereas a transformer operates via field confinement and the linking of coils via a 

magnetic core. 

37. As a person of skill would have known, an energized loop antenna 

produces magnetic fields that generally appear over three regions relative to the 

antenna; these are the local or induction field1, the near field, and the far field.  The far 

field is also known as the “radiation field”.  These three regions are depicted in the 

figure below.  

 

38. These three field regions of the antenna – induction, near field and far 

                                                 
1 Sometimes called the “static” or “quasistatic” field 
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field - are defined in detail in the Wiley IEEE Dictionary. Referring to the diagram 

above, and moving left to right, these definitions read as follows: 

induction field  
     1. The portion of an electromagnetic field that is associated with the AC 
component, and which is responsible for any self or mutual inductance.  
     2. For a radiator, such as a transmitting antenna, the portion of the 
electromagnetic field which behaves as if permanently associated with said 
radiator. This contrasts with the radiation field, which is the portion that is 
propagated outward as electromagnetic waves. See Id. at 7 (emphasis added). 

near-field region 
For a transmitting antenna, the electromagnetic field extending no further than a 
distance of 2D2/λ where D is the maximum overall dimension of said antenna, 
and λ is the wavelength considered. Beyond this distance, the far-field region 
begins.  See Id. at 6 (emphasis added). 

far-field region  
The region in which the transmitted energy from an antenna behaves as if it 
were emanating from a point source in the vicinity of said antenna. Such a 
region usually begins at a distance of 2D2/λ from the antenna, where D is the 
maximum overall dimension of said antenna, and λ is the wavelength 
considered. The region of space closer to the antenna than the far field is the 
near-field region. See Id. at 3 (emphasis added). 

radiation field 
For a radiator, such as a transmitting antenna, the portion of the electromagnetic 
field which is propagated outward as electromagnetic waves. This contrasts 
with the induction field (2), which behaves as if permanently associated with 
said radiator. See Id at 7 (emphasis added). 
 
39. The near field and far field, and their relevance to the claimed resonant 

antennas, are mentioned several times in the ʼ654 specification. (See, for example ʼ654 

patent at 2:25, 2:32-3:38, 3:20-22, 4:62.)  
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40. In contrast, the terms “near field” and far field” do not appear anywhere in 

Odachi, because they are completely irrelevant to the transformer structure of Odachi. 

The near and far fields are relevant only to antenna structures; but they are not even 

considered when discussing transformers. The meaning of the terms of “antenna” and 

“transformer” in electrical engineering would thus have been abundantly clear to a 

person of skill in the time frame of the ʼ654 patent.  Two antennas achieve their 

coupling without the use of a magnetic core encircled by both of the coil windings. The 

field from a transmitting antenna is emitted into the space around the antenna and can 

either reside in the neighborhood of the antenna (“near field”) or propagate away and 

detach from the antenna (“far field”). The field between two antennas is never an 

“inductive” field whose field lines are guided by the path of a magnetic circuit in a 

transformer. 

41. A transformer thus does precisely what an antenna does not. A 

transformer achieves coupling by way of the induction field produced by the primary 

coil. These field lines are guided by a core common to both primary and secondary 

coils. This feature and mode of coupling distinguishes a transformer from a pair of 

coupled antennas. A transformer requires a core to operate and cannot produce a far 

field. In contrast, in order to be called an antenna, a transmitting structure such as a 

wire loop must be capable of producing a far field, even if the far field is not used in 

the transfer of power. The far field of an antenna underscores its ability to “radiate” 
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electromagnetic waves.2 

42. The structure disclosed in Odachi is an E-core transformer that produces 

only the induction-field component, but no near field or far field.  See e.g., Ex. 2001, 

¶¶29-33. This induction field is shown below in an adaptation of Odachi Fig. 12, where 

the primary core (31) has been raised until it makes contact with (“abuts”) the 

secondary core (3) by Odachi’s lifting arm. As shown in the figure on the right, this 

abutment completes the magnetic circuit between the primary and secondary coils, thus 

forming a transformer. The magnetic field lines circulate around the core but cannot 

leave it, hence no near or far-field radiation is produced.  

    

         Left: Adaptation of Odachi Fig. 12 showing completion of magnetic 
         circuit (transformer) by the lifting mechanism. Right: Cross-sectional  
         view of the Odachi Transformer. 

                                                 
2 Sometimes called simply “electro-magnetic fields” 
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43. Odachi itself further confirms the distinction between a transformer and 

an antenna, by referring to the structure of Fig. 12 as a magnetic circuit:   

“…the axes of their coils 14 and 4 substantially in line with each other so that 
a magnetic circuit is formed thereby.” (Odachi, 4:39-41; emphasis added) 

“… thus the coupler positioning being completed and a magnetic circuit 
being formed by the primary coupler and the secondary receptacle.” Id., 7:24-
26 (emphasis added) 

“…so that the former coil may be accommodated within the cavity when the 
primary inductive coupler 230 is engaged with the secondary inductive 
receptacle 230 for form a magnetic circuit. Id., 8:45-48 (emphasis added) 

44. Of note, the receiver antenna disclosed in the ʼ654 patent is located “a 

distal position” from the transmitting antenna, where “distal” means “a distance from.” 

’654 Patent, col. 1:15-22. The distal relationship between the transmitting and 

receiving antennas is what enables the receiving antenna to couple to the near field 

component of the transmitting antenna. Near field coupling is not possible when both 

the primary and secondary coils share a common core, as in a transformer. Odachi 

explains that its primary and secondary cores (e.g., of ferrite material) are brought into 

abutting closure, thereby forming a transformer. For example: 

(Describing a transformer structure): 

Method and apparatus of charging a battery of an electric vehicle through 
inductive coupling between a primary inductive device having a core and a 
primary coil connected to a power source and a secondary inductive device 
having a core and a secondary coil (Odachi, Abstract; emphasis added.) 
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(Explaining that primary and secondary cores are brought into contact to form a 
magnetic circuit, i.e., transformer): 

…the primary coupler 6 is brought into contact with the secondary receptacle 
2, thus the coupler positioning being completed and a magnetic circuit being 
formed by the primary coupler and the secondary receptacle. (Id., 7:23-26; 
emphasis added.) 

…the elevator 42d is moved upward until the primary core 31 is brought into 
contact with the secondary core 3 and the primary coil 32 placed within the 
cavity 4a defined by the secondary coil 4. (Id., 9:48-51; emphasis added.) 

(Explaining that primary and secondary cores abut each other, thereby forming a 
magnetic circuit, i.e., transformer): 

For battery charging, the movable primary inductive device 6, which will be 
referred to as a primary inductive charge coupler or the like hereinafter, is 
positioned in abutment relation to the stationary secondary inductive device 2, 
which will be referred to as a secondary inductive receptacle or the like 
hereinafter, with the axes of their coils 14 and 4 substantially in line with each 
other so that a magnetic circuit is formed thereby. In such a position of the 
primary inductive coupler and the secondary inductive receptacle, an electric 
current flows in the primary coil 14 to induce a secondary current in the 
secondary coil 2…” (Id., 4:34-44; emphasis added.) 

45. Even in Ross (Ex. 1007), one of Petitioner’s cited prior-art references, the 

description of “transformer” is precisely what is disclosed in Odachi: 

The coupling between the coils 40 and 42 is referred to as inductive coupling. It 
is the same type of coupling that occurs in a transformer, except that in a 
transformer the two coupled coils are closely physically coupled and are 
usually on the same magnetic core so that the coupling efficiency between the 
two coils is very high (i.e .. all of the magnetic flux generated by the current 
in one coil cuts through the other coil). (Ross, 9:30-43; emphasis added.) 

46. The Wang reference (Ex. 1008) cited by Petitioner also confirms the 
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distinction between a transformer and an antenna, explaining that “[i]n a traditional 

transformer, the primary and secondary are fixed on a common core for tight 

coupling…however the secondary in many ICPT systems is allowed to move freely 

relative to the primary, and as such the magnetic cores for the primary and secondary 

need to be separated.”  Wang at 13.  As explained further below, Wang defines 

inductively coupled power transfer (ICPT) systems as using “electromagnetic fields to 

transfer electric power from a stationary primary source to one or more movable 

secondary load without contact.”  Id. at 1 (emphasis added).  In other words, Wang 

differentiates between an antenna that would be used in an ICPT system to radiate 

energy without contact, and a transformer that uses a common core to contain magnetic 

flux.   

47. To the extent that a transformer’s “leakage flux” might mistakenly be 

identified as a near-field component of magnetic field, the opposite is true. Leakage 

flux constitutes an imperfection in a transformer and has nothing to do with field 

transmission. Rather, it is simply primary coil flux that spills out of the primary coil 

and fails to couple to the secondary coil. There is nothing about leakage flux that 

invokes transmission “into free space and it is not part of the near-field or far-field 

radiation.” Rather, leakage flux is simply defined as follows:  

leakage flux  
Magnetic flux which does not pass through a useful or intended part of a 
magnetic circuit. Also called flux leakage. (Ex. 2006 at 4). 
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48. Moreover, the flux leakage of a primary coil corresponds to its self-

inductance:  

Leakage inductance 
Self-inductance, especially in a transformer, due to leakage flux. (Id.) 

49. Thus, leakage flux is not a magnetic field that is “transmitted into free 

space,” because it is not transmitted anywhere at all.  Leakage flux is not mentioned 

anywhere in Odachi, and thus was evidently not a concern of the inventor. (In fact, 

many users of inductors and transformers simply ignore leakage flux, because its effect 

is but a small perturbation.)   

50. I also note that the term “leakage flux” does not appear anywhere in the 

ʼ654 patent. This omission is expected, because the concept of leakage flux is 

irrelevant to resonant loop antennas. Only when there is a magnetic core structure 

meant to contain magnetic flux, as in a transformer, can there be any “leakage” of the 

flux outside the core.  In the resonant loop antennas of the ʼ654 patent, there is no core 

structure outside of which any magnetic flux can “leak”. 

51. The resonators in the ʼ654 patent are coupled, but they are not a 

transformer, because they have no common core, and they rely on the near-field 

magnetic field lines to couple primary to secondary. In one small excerpt in the 

specification, the ʼ654 patent briefly mentions a ferrite core: “Loop antennas may be 

configured to include an air core or a physical core such as a ferrite core. Using a 
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ferrite core may decrease the effect of extraneous objects.” (ʼ654 patent 2:62-64; 

emphasis added.)  A POSA would have understood this reference to “decrease the 

effect of extraneous objects” to mean the known technique of placing a thin ferrite disk 

beneath or inside the transmitting resonator to limit eddy currents in a mounting 

structure made from metal. As the POSA would have known, a time-varying magnetic 

field incident on a metal or other conducting surface induces unwanted “eddy currents” 

within in the metal. These eddy currents flow in a circular pattern around the metal 

surface, perpendicular to the incident magnetic field. The phenomenon of eddy 

currents is shown conceptually in the following figure:  

                                   

52. Eddy currents flowing in the metal adjacent to the coil dissipate power 

and thus contribute to overall power loss and a reduction in wireless transmission 

efficiency.  To help alleviate the eddy-current effect, thin ferrite disks or tiles are often 

placed inside or under loop antennas to distort and redirect magnetic field lines so that 

there is no magnetic field penetration into the metal. This is what the ʼ654 patent 

means when it says, “Using a ferrite core may decrease the effect of extraneous 
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objects.” (ʼ654 patent, 1:63-64) and “LF [low frequency] Ferrites may be used as 

magnetic shield (sic) to prevent fields generating eddy currents in metallic parts of 

the antenna surrounding” Id., 3:1-3 (emphasis added).   

53. The figure below illustrates how a ferrite disk placed inside the 

transmitting antenna in a wireless power-transfer system distorts the lower part of the 

magnetic flux, eliminating magnetic field penetration into the underlying metal surface 

and thus greatly reducing the eddy-current effect. The receiving and transmitting 

antennas do not share this ferrite disk, nor does such the eddy-reducing ferrite disk 

constitute the core of a magnetic transformer.   

      

 

54. Journal articles in the scientific literature can be found which further 

explain and analyze the use of underlying ferrite disks or tiles as a means to reduce the 

eddy current effect. One such article by Lau shows the following figure which 

illustrates the use of a ferrite tile to reduce magnetic field penetration into the metal 

surface supporting a loop antenna: 
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Lau Figure 3 

55. The use of ferrite disks (gray) to reduce eddy currents is similarly shown 

in Chen: 

 
Fig. 3. Planar spiral coil model with disc type magnetizer 

Chen Fig. 3 
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56. In summary, the reference to a ferrite core in the ’654 patent does not 

mean that a POSA would have understood the term “antenna” to include the 

transformer structure of Odachi.  In the ferrite core example provided by the ’654 

patent, the transmitting antenna still radiates energy in the near field, despite the 

presence of the ferrite core.  In contrast, the single core formed by the primary core 31 

abutting the secondary core 3 confines the magnetic flux to the core.  Therefore, the 

primary inductive device (“coupler 230”) of Odachi becomes the primary coil of a 

transformer, not a “transmitting antenna,” as recited in claim 1 of the ’654 patent. 

57. As I have explained above, Odachi does not teach anything about 

antennas, nor can the coil/core transformer structure of Odachi (e.g., Fig. 12) function 

in any way like an antenna. In my opinion, this claim element is not disclosed by 

Odachi. 

2. Odachi Does Not Disclose Moving the Receiving Antenna or 
Transmitting Antenna From the First Alignment Position to a 
Second Alignment Position “Responsive to Detecting a Degree 
of Coupling in the First Alignment Position”  

58. Element 13[b] recites “responsive to detecting a degree of coupling in the 

first alignment position between the receiving antenna and the transmitting antenna 

that is measured at the receiving antenna, moving one of the receiving antenna and the 

transmitting antenna from the first alignment position to a second alignment position to 

improve alignment of the receiving antenna with the transmitting antenna and improve 

the degree of coupling.”  In my opinion, Odachi does not disclose this claim element. 
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In the Odachi system, the carriage holding a primary inductive coupler 6 begins at a 

first position when the vehicle is parked in a garage (Odachi 5:42). The carriage then 

proceeds in the x-direction (along the bumper side of the car) monitoring the amount of 

IRMS current flowing into the primary (transmitting) coil, or alternatively by monitoring 

the voltage VRMS at the secondary (receiving) coil. Figure 4 shows a plot of the IRMS 

current in the primary coil versus the x-coordinate, while Fig. 5 shows the voltage in 

the secondary coil (VRMS) as a function of x-coordinate.   

 

Odachi Figs. 4 and 5 

59. As shown in Fig. 4 of Odachi, current initially stays relatively fixed as the 

carriage moves from an initial position toward the secondary inductive receptacle 2 

that is mounted on the vehicle.  See Fig. 4.  As the primary inductive coupler 6 gets 

closer to the secondary inductive receptacle 2, the current IRMS becomes less until the 

primary inductive coupler 6 reaches a minimum value at the point of maximum 

coupling.  As the primary inductive coupler 6 continues moving in the x-direction and 
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gets further away from the secondary inductive receptacle 2, the current IRMS begins 

increasing until it eventually reaches a relatively fixed value as the carriage reaches the 

end of its track.  While Fig. 4 shows the relationship between the current IRMS, FIG. 5 

shows the relationship between the voltage VRMS in the secondary inductive coupler  

VRMS and the x-position, which shows the voltage VRMS reaching a maximum value at 

the point of maximum coupling.  Odachi explains that the x-position corresponding to 

maximum coupling is determined where the primary coil current IRMS reaches its 

minimum value, which is designated as position XA in Fig. 4.  Col. 6:20-27.   

60. Odachi also discloses that a discriminating circuit 25 is used to generate a 

high-level signal H while the value of the current IRMS is greater than a predetermined 

reference value I0, and a low-level signal L while the value IRMS is lower than the 

predetermined reference value I0.  Col. 6:28-34.  As shown in Fig. 4 of Odachi, X1 

denotes the x-position of the carriage when the current IRMS crosses from above the 

reference value I0 to below the reference value I0, and X2 denotes the x-position of the 

carriage when the current IRMS crosses from below the reference value I0 to above the 

reference value I0   Odachi explains that a controller 21 tracks a number of pulses 

generated by an encoder 22 from the time the carriage begins moving to when the 

carriage reaches position X1, and tracks the number of pulses that have occurred when 

the carriage reaches position X2. Col. 6:46-57.  The controller 21 then determines the 

midpoint between positions X1 and X2, which corresponds to the position of maximum 
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coupling XA.  Col. 6:58-7:3.  The controller 21 then controls the carriage motor M1 to 

move the carriage to position XA.  Col. 7:4-13.   

61. Petitioner and Dr. Allen assert that the primary inductive coupler 6 

corresponds to the claimed “transmitting antenna,” and that by moving the primary 

inductive coupler 6 to the XA position at which the VRMS value is at its peak, Odachi 

discloses claim element 13[b], which states “responsive to detecting a degree of 

coupling in the first alignment position between the receiving antenna and the 

transmitting antenna that is measured at the receiving antenna, moving one of the 

receiving antenna and the transmitting antenna from the first alignment position to a 

second alignment position to improve alignment of the receiving antenna with the 

transmitting antenna and improve the degree of coupling.”  

62. It is my opinion that the Odachi system does not move “one of the 

receiving antenna and the transmitting antenna from the first alignment position to a 

second alignment position” “responsive to detecting a degree of coupling in the first 

alignment position,” as required by Element 13[b].  Dr. Allen opines that when the 

vehicle is driven to a position such that the wheels are against the wheel stops and 

parked, the secondary inductive device (i.e., receiving antenna) mounted on the vehicle 

is in a “first alignment position” relative to the primary inductive device (i.e., 

transmitting antenna) swung out to its “operative home position.”  Ex. 1003 (Allen 

Dec.) ¶ 108.  Dr. Allen further opines that Odachi moves the primary inductive device 
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from its home position (i.e., first alignment position) to a target position XA (i.e., 

second alignment position), at which the primary inductive device is better aligned 

with the secondary inductive device.  Id. ¶ 110. 

63. However, moving of the primary inductive device to position XA in 

Odachi is not “responsive to detecting a degree of coupling in the first alignment 

position,” as recited in element 13[b].  At his deposition, Dr. Allen acknowledged that 

in Fig. 4 (and Fig. 5), the “first alignment position” corresponds to the far left end of 

the x-axis.  Ex. 2011 (Excerpts from Dr. Allen Dep. Tr.) at 15:13-16:9, 22:24-23:5.  

But as explained above, Odachi does not use any detected degree of coupling between 

the first and second inductive devices at the “first alignment position” in order to move 

the primary or secondary inductive devices to a “second alignment position.”  Odachi 

instead determines the point XA of maximum coupling by detecting the positions X1 

and X2 at which the voltage and current cross over their respective threshold levels Io 

and Vo. The location of XA is then calculated as the midpoint between X1 and X2 . This 

determination of XA is therefore not “responsive to detecting a degree of coupling in 

the first alignment position,” as claim 13 requires. 

64. Based on all of the above, it is my opinion that Petitioner has failed to 

show that claim 13 is anticipated by Odachi. 

3. Odachi Does Not Disclose Each Element of Claim 15  

65. As I have explained above, the Odachi structure has neither a receiving 
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antenna nor a transmitting antenna. Rather, when the primary coil is lifted and abutted 

to the secondary coil located under the vehicle, the two coils of Odachi are coupled 

tightly around an assembled E-core, thereby forming a transformer. In addition, as 

explained above, Odachi does not move the primary inductive device or secondary 

inductive device from a first alignment position to a second alignment position 

“responsive to detecting a degree of coupling in the first alignment position,” as recited 

in claim 13.  Since claim 15 depends from claim 13, it is my opinion that Odachi does 

not anticipate claim 15 for the same reasons that Odachi does not anticipate claim 13.   

B. Ground 1b: Claims 1, 7, and 18 are Not Unpatentable Over Odachi 
and Wang 

66. It is my opinion that claims 1, 7, and 18 are not rendered obvious by 

Odachi and Wang.  Claim 1 is reproduced below: 

A transmitter system for wireless power, comprising:  

a transmitting antenna including an inductive element and a 
capacitor, said transmitting antenna being resonant at a first 
frequency, said transmitting antenna being configured to generate a 
wireless field for charging a device including a receiving antenna; 

a charging control system coupled to said transmitting antenna 
and configured to generate a signal at said first frequency and 
provide said signal to said transmitting antenna; and 

an alignment controller configured to test coupling of said 
transmitting antenna to the receiving antenna in the first alignment 
position and based on a degree of the coupling, the alignment 
controller further configured to adjust an x-y alignment of the 
transmitting antenna relative to the receiving antenna from the first 
alignment position to a second alignment position having a finer 
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alignment between the receiving antenna and the transmitting 
antenna than the first alignment position to improve said coupling. 

1. Odachi and Wang Do Not Disclose a Transmitting Antenna 
Being Resonant At a First Frequency  

67. Petitioner contends that “Odachi discloses a ‘primary inductive device or 

coupler 230’ that corresponds to the claimed ‘transmitting antenna…’”  This is 

incorrect in my opinion for the reasons discussed above. There is nothing in the Odachi 

Abstract or col. 8:16-28, upon which Petitioner relies, that mentions an antenna. The 

disclosed primary inductive device 230 is later described as follows: 

The primary inductive coupler 230 includes a core 31 having an E-shaped 
cross section and fixed to the mounting plate 44 and a coil 32 wound around 
the center projection 31a of the E-shape core. As shown in FIG. 12, the 
primary coil 32 is also formed in an oval shape, but smaller than the cavity 4a 
of the secondary coil 4 so that the former coil may be accommodated within the 
cavity when the primary inductive coupler 230 is engaged with the secondary 
inductive receptacle 230 [to] form a magnetic circuit. (Odachi 40-48; 
emphasis added.) 

68. As these passages show, the “primary inductive coupler” is not an 

antenna; it is a key portion of the transformer formed by Odachi’s E-shaped core 

shown in Fig. 12. As I have previously explained, the two parts of the E-shaped core in 

Fig. 12 abut one another, forming a fully closed “magnetic circuit” that completely 

contains the magnetic field lines of the primary coil and guides all of them through the 

secondary winding. The passage cited by Petitioner shows exactly the opposite - it 

shows that Odachi does not disclose an antenna, but rather a core-based transformer 

WiTricity Corp.
Ex. 2010
Page 38



 

 36 

instead. 

69. In the Institution Decision, the Board cited to col. 6, lines 1-6 of Odachi 

as indicating that the primary and secondary inductive devices may be antennas.  I 

respectfully disagree.  That portion of Odachi says that as the distance between the 

primary inductive coupler 6 and the secondary inductive receptacle 2 is reduced, 

electromagnetic induction occurs between the coupler and the receptacle when the 

former coupler comes close to the latter receptacle. 6:1-6.  However, even though at 

this point the primary core and the secondary core may not be in contact yet, the two 

cores still act to confine or guide the magnetic flux lines, rather than radiate them into 

free space.  For example, a modified version of the diagram that I provided previously 

is shown below. This new diagram illustrates the magnetic flux lines of the Odachi 

transformer for the case where the primary core is close to, but is not yet in contact 

with, the secondary core. The lines circulate as in the previous diagram, jumping the 

air gaps without leaving the core structure. If this structure were somehow to exhibit 

the behavior of an antenna, the flux lines would leave the gap area and enter into the 

air space distal to the magnetic circuit. But they do not, indicating that this structure, 

even with its air gaps, is still a transformer.  
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70. As this modified figure shows, a small gap between the cores of Odachi 

during one portion of the alignment process does not convert the transformer into an 

antenna.  The primary core of Odachi does not “radiate radio waves,” but instead 

functions as a traditional transformer in combination with the secondary core.   

71. Petitioner relies on Wang for disclosing the claimed capacitor and argues 

that it would have been obvious to combine the capacitor of Wang with the structure of 

Odachi to form a transmitting antenna that is resonant at a first frequency.  As 

explained below, I disagree that a POSA would have been motivated to combine the 

capacitor of Wang with the inductive device of Odachi.  But regardless, adding a 

capacitor to the transformer of Odachi does not convert the transformer into an 

antenna, but rather simply a resonant transformer.  Therefore, it is my opinion that the 

combination of Odachi and Wang does not disclose a “transmitting antenna including 

an inductive element and a capacitor, said transmitting antenna being resonant at a first 

frequency,” as recited in claim 1.   
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2. A POSA Would Not Have Combined the Capacitor of Wang 
With the Transformer of Odachi 

72. The above notwithstanding, Petitioner contends that a POSA would have 

considered it obvious to include a capacitor connected to each of Odachi’s primary and 

secondary coils, creating circuits that resonate at a particular frequency. What is 

missing is an argument as to why a POSA would have been motivated to do so. 

Petitioner states that “A POSA would have been motivated to use capacitor-

compensated resonant circuits in Odachi, as this design was nothing more than a 

combination of known elements (inductive coils and capacitors) arranged according to 

known methods (connected in series or parallel resonant circuits) to yield predictable 

results (a resonant power transfer system).” Capacitors are indeed very common 

elements in circuits, but simply acknowledging that fact and connecting them in some 

fashion without a reason for doing so does not provide a motivation for doing so.   

73. Wang is directed to ICPT systems that use electromagnetic fields to 

transfer electric power from a primary coil to a secondary load “without contact.” 

Wang explains the conditions under which a designer might choose to connect 

capacitors in series or parallel with a primary or secondary coil: 

In ICPT systems3, the coupling strength of the electromagnetic structure is 
normally weak and cannot deliver the required power with reasonable size and 
cost at the line frequency of 50/60 Hz. It is often necessary to increase the 

                                                 
3 Inductively Coupled Power Transfer 
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frequency to between several kHz and many MHz, depending on the 
application requirements.  

The increased reactance of the primary and secondary windings that arises 
from these increases in the operating frequency often must be compensated by 
capacitors connected in series or parallel.  (Wang at pg. 38; emphasis added.)  

74. Moreover, under the “Motivations of the Research” section of Wang, the 

reference explains that “[i]t is desired to enable increasing air gaps” between primary 

and secondary coils.  (Wang at 4.)  Thus, according to Wang, the reason for connecting 

capacitors to the primary and/or secondary windings is the need to operate the system 

at higher frequencies when the coupling is weak, such as when the primary and 

secondary coils are spaced apart by greater distances due to large air gaps. At higher 

frequencies, the reactance of the coils increases, and capacitors are needed to lower the 

overall reactance so as to permit the flow of large currents.4  

75. Odachi discloses nothing to suggest that its transformer primary and 

secondary suffer from weak coupling that would necessitate operating higher at 

frequencies for which compensating capacitors would be needed.  In fact, Odachi 

describes a transformer that provides tight coupling between primary and secondary. 

Odachi repeatedly explains that the positioning system is used to locate the primary 

                                                 
4 The reactance of a coil is 2πfL and that of a capacitor is −1/2πfC, where f is 

the frequency, L the inductance, and C the capacitance. Inductors (coils) have a 
positive reactance, whereas capacitors have a negative reactance. When they are 
connected together, their reactances can cancel each other out.  
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and put it “in abutment” with the secondary coil before charging begins. Odachi, 4:34-

41; see also 7:19-26 (“…the primary coupler 6 is brought into contact with the 

secondary receptacle”); 9:47-51 (“elevator 42 d is moved upward until the primary 31 

is brought into contact with the secondary core 3…”); 11:60-12:1 (“…where the 

primary inductive coupler 230 is engaged with the secondary receptacle 2…”). 

Because Odachi already provides strong coupling via its transformer with contact 

between the primary and secondary portions of the core, with no air gap, there would 

be no need for the compensation capacitor(s) of Wang, and a POSA would not be 

motivated to include them.  

76. Thus, although the Petition says that using compensating capacitors was 

well known, and resonant circuits were known to increase power transfer, the 

justification for combining Odachi and Wang is premised on the idea that Odachi 

suffers from weak coupling. On the contrary, however, Odachi teaches the use of a 

tightly coupled transformer structure that does not suffer from weak coupling. Odachi 

specifies that its cores are in physical contact before charging begins: 

After this alignment position is attained, the elevator 42d is moved upward until 
the primary core 31 is brought into contact with the secondary core 3 and 
the primary coil 32 placed within the cavity 4a defined by the secondary coil 4. 
(Odachi, 9:47-52; emphasis added) 

The driver then operates on the control panel 17 to drive the motor M3 to move 
the support arm 12 forward along the Y-axis until the primary coupler 6 is 
brought into contact with the secondary receptacle 2, thus the coupler 
positioning being completed and a magnetic circuit being formed by the 

WiTricity Corp.
Ex. 2010
Page 43



 

 41 

primary coupler and the secondary receptacle.(Id. 7:21-26; emphasis added) 

77. Given the above, in my opinion, a POSA would not have been motivated 

to combine Wang with Odachi, because the wireless transfer benefits of using 

compensating capacitors discussed in Wang would have not applied or would not have 

been useful to the Odachi transformer-based system. 

3. Odachi and Wang Do Not Disclose a “Charging Control 
System Coupled to Said Transmitting Antenna and Configured 
to Generate a Signal at Said First Frequency”   

78. As explained above, Odachi does not disclose a transmitting antenna. 

Odachi has “a primary inductive coupler 230”, but for the reasons described, this is not 

an antenna. With no transmitting antenna in Odachi, this element is not disclosed by 

the combination of Odachi and Wang. 

79. Additionally, without a compensation capacitor, which would otherwise 

set the resonant frequency of the primary, there would be no specific “resonant first 

frequency” at which the primary must be driven. 

4. Odachi and Wang Do Not Disclose An “Alignment Controller 
Configured to Test Coupling of Said Transmitting Antenna to 
the Receiving Antenna in the First Alignment Position, and 
Based on a Degree of the Coupling…Adjust an X-Y Alignment 
of the Transmitting Antenna” 

80. Petitioner contends, citing Odachi 11:6-59, that “Odachi teaches a 

“controller” that moves the primary inductive coupler along the X-, Y-, and/or Z- axis 

starting at its home position and ending at a “target position XA where the coupler is 

just aligned with the secondary inductive receptacle.” As explained above, Petitioner 
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admits that the primary inductive coupler begins at the “home position”, i.e., the first 

alignment position of the claim. Petitioner fails to show, however, how the system in 

Odachi bases its adjustment on the degree of coupling at the claimed “first position”. 

As explained above, the test signal IRMS is zero at the first position; Odachi’s system 

seeks out the optimum alignment by automatically moving the coupler in the x-

direction until it receives a signal and then detects that the first threshold level has been 

crossed. In Odachi, only the second position is based on the degree of coupling.  

81. Additionally, there is nothing in Odachi that teaches or discloses basing 

the y-axis adjustment on a degree of coupling. There is no y-axis control motor shown 

in Fig. 13; similarly, there is no y-axis adjustment step in the flowchart of Fig. 14. The 

latter shows only the steps of self-initiating x-axis movement, then seeking the 

threshold levels X1 and X2 and calculating the peak alignment position XA. There is no 

disclosure in Odachi of any “degree-of-coupling” test for the y-axis adjustment. Rather, 

Odachi states that y-axis motion is initiated by the driver: “The driver then operates on 

the control panel 17 to drive the motor M3 to move the support arm 12 forward along 

the Y-axis until the primary coupler 6 is brought into contact with the secondary 

receptacle 2”. A POSA would interpret these instructions to mean that the y-axis 

adjustment is fixed and based on knowledge of where the secondary coil resides on the 

vehicle, in light of the car having achieved its y-axis position based on the parking 

blocks 130 shown in Fig. 7. 
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82. Based on all of the above, it is my opinion that Petitioner has failed to 

show that ʼ654 claim 13 is obvious over Odachi combined with Wang. 

5. Odachi and Wang Do Not Disclose Transmitting Power to a 
“Remote Receiving Antenna,” as Recited in Claim 7 

83. Since claim 7 depends from claim 1, it is my opinion that the combination 

of Odachi and Wang does not render obvious claim 7 at least for the same reasons 

discussed above in connection with claim 1.   

84. In addition, for the reasons discussed above, Odachi does not disclose a 

receiving “antenna,” but also does not disclose a receiving antenna that is “remote.”  

As I have explained previously, the receiving antenna in the ʼ654 patent is distal to the 

transmitting antenna and is thus “remote.” Petitioner contends that the vehicle mounted 

secondary disclosed in Odachi is the claimed “remote receiving antenna”. I disagree. 

As explained in Odachi, the cores of the primary and secondary coils must touch each 

other (i.e., “abut”) to form the magnetic circuit for field coupling. I do not believe a 

POSA would have considered something that physically touches another to be the 

slighted bit “remote.” Rather, the primary and secondary cores in Odachi would best be 

characterized as being “contiguous.” 

85. Based on the above, it is my opinion that Petitioner has failed to show that 

ʼ654 claim 7 is obvious over Odachi combined with Wang for this additional reason. 

6. Odachi and Wang Do Not Disclose “the Coupling Test 
Comprises a Measurement of the Amount of Power That is 
Transferred to the Receiving Antenna,” as Recited in Claim 18 
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86. As an initial matter, it is my opinion that Odachi and Wang do not render 

claim 18 obvious for at least the reasons discussed above for claim 1, from which 

claim 18 depends.  In addition, Petitioner contends that Odachi’s coupling test, based 

on an injected current IRMS, is equivalent to measuring the amount of power transferred 

to the receiving antenna. Odachi discloses only that, “the power circuit is activated to 

supply a check current IRMS to the primary coil which is then monitored until either a 

minimum or maximum is reached.  

87. Odachi probes the primary coil only for the purpose of optimum 

positioning, but it does so with a “check current” only, i.e. a test current. A POSA 

would have known a test current to be only a fraction of the current that flows during 

actual power transfer. Hence Odachi does not disclose measuring “the amount of 

power that is transferred to the receiving antenna” as part of the coupling test.  

88. Petitioner fails to explain how Wang contributes to the argument for 

obviousness of this claim element.  

89. Based on the deficiencies discussed above, it is my opinion that Petitioner 

has failed to show that claim 18 is obvious over Odachi combined with Wang. 

C. Ground 1c: Claims 4-6 Are Not Unpatentable Over Odachi, Wang 
and Partovi 

90. Claim 4 recites:  

The transmitter system of claim 1, wherein said transmitting antenna 
includes an array of antennas that extend over a specified area of a 
parking space. 
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91. Claims 4-6 depend from claim 1, and it is therefore my opinion that 

claims 4-6 are not unpatentable over Odachi, Wang, and Partovi, because Partovi fails 

to cure the deficiencies of Odachi and Wang discussed above.  For example, as I have 

discussed previously, Odachi does not disclose a transmitting antenna, nor would there 

have been any reason to combine the compensation capacitors of Wang with the 

transformer of Odachi.  In addition, it is my opinion that Petitioner has failed to show 

how a POSA would have been able, must less motivated, to use the array of Partovi to 

modify Odachi’s power transfer system.  

92. The key element that distinguishes this claim is the “array of antennas” 

extending over an area of a parking space. Petitioner asserts that this claim is obvious 

over the combination of Odachi, Wang, and Partovi. According to Petitioner, Partovi 

discloses using an array of antennas that “would have been obvious” to implement 

with Odachi’s system, specifically “an array of ‘multiple coils’ as in Partovi, rather 

than a single coil.” The objective, according to Petitioner, would be to “expand the 

‘total area’” covered by the charger…” (Pet. at 40). I disagree. 

93. Partovi discloses a system comprising “…a pad or similar base unit that 

contains a primary…”  (Partovi, Abstract). Figure 1 shows a pad of one type disclosed 

in Partovi. It is the simplest of pad configuration among the various versions of the pad 

shown in Figs. 1, 3-5, 8, 13-16, and 19-21. All of the aforementioned have the same 

two-dimensional form as the pad of Fig. 1. 
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Partovi, Fig. 1 

94. The fact that Partovi’s pads are two-dimensional (i.e., “flat”, like a mouse 

pad) is exemplified by the preferred method of fabricating the pads, specifically 

forming them on printed circuit boards (PCBs) which are flat by nature. Reference to 

the PCB is found in numerous places in the patent. Eight of the “Other Publications” 

put before the examiner are on the topic of PCB-based transformers (see, e.g., Tang, et 

al. “Characterization of Coreless Printed Circuit Board (PCB) Transformers”, Nov. 

2000, IEEE Transactions on Power Electronics, vol. 15, No. 6, pp. 1275-1282... 

(Partovi at pg. 3). Additionally, reference to the PCB appears 32 times, including the 

following:  

In practice, reduced resistivity can be obtained by using thicker copper-clad 
PCBs. Most common PCBs use 1-2 oz copper PCBs. In accordance with some 
embodiments the coil PCB used for the wireless charger can be made from 
PCBs clad with between 2 and 4, or even 6 oz copper. The process of 
manufacture of the PCB can also be optimized to achieve higher conductivity. 
(Partovi 16:33-38; emphasis added.) 
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The one or more coils or wires can be either printed on one or more PCBs, or 
formed from regular wires. (Id., 10:38-39) 

95. According to the Wiley IEEE dictionary, the common term for this type 

of coil is: 

pancake coil - A coil that is in the form of a disk. Its winding is flat, as opposed 
to cylindrical. Also called pancake winding, or disk coil.  (Wiley IEEE at pg. 
550). 

96. As such, it would have been clear to a POSA that the primary coils 

disclosed in Partovi are planar in nature, that is, they are very thin.  A POSA would not 

have considered it feasible to use the pancake coils of Partovi to couple to the 3-D 

core-based secondary coils of Odachi. This is particularly true because Odachi 

discloses that its secondary has the “secondary cavity 4a” best seen in Fig. 12:  

  

Odachi Fig. 12, annotated 

97.  The purpose of this cavity is to allow the primary core to mate with and 
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contact the secondary core when the primary is lifted up by Odachi’s lifting arm. 

(Odachi 9:47-51).  Petitioner cites Odachi 8:1-15: “If the car is ‘parked’ with its coil 

outside the range of support arm 43d, the primary coil cannot reach the secondary coil, 

and so may not be able to charge the vehicle, or may do so inefficiently.” (Pet at 41) 

Embedded in the middle of the passage cited from Odachi is the following: “…the 

secondary coil 4 is formed in an oval shape oriented with its major axis extending in 

the longitudinal direction of the vehicle 1 and defining an oval-shaped cavity 4a, and 

fixed to the bottom surface of the secondary core 3.” (Odachi 8:7-11; emphasis 

added).  Here Odachi reiterates that the secondary includes an oval shaped cavity 4a 

that can be readily seen in Fig. 12: 

                                  

98. As a POSA would have understood from this diagram, the 

aforementioned cavity requires considerable space, as the primary coil and central 

portion of the primary core are to fit inside this cavity. As discussed previously, this 

arrangement is what, in fact, turns the primary and secondary structures of Odachi into 

a transformer. In any case, given the depth requirement of Odachi’s secondary (and 
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primary as well) and the planar structure of Partovi’s pancake coils, a POSA would 

have found it unfeasible to substitute the “pancake” style coils of Partovi for the E-core 

primary structure of Odachi: 

 

 

99. It would have seemed strange to a POSA to try to adapt the structures of 

Odachi and Partovi so that they would fit compatibly. The figure above, consisting of 

the secondary core and coil from Odachi Fig. 12 and one of the pancake coils from 

Partovi, illustrates the physical incompatibility between Partovi’s pancake coils and 

Odachi’s E-core structure. 

100. Contrary to what Petitioner has asserted, a POSA would not have had a 

reasonable expectation of success in using Partovi’s coil array with Odachi’s 

transformer. Petitioner suggests that “additional ‘coils’ could be added in the well-

known manner already disclosed in Odachi at 4:16-32. I have read this cited passage 

from Odachi, and I found nothing in it that disclosed a “well known manner” for 
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adding coils to Odachi. In fact, the cited passage, reproduced below, emphasizes the 

need for a primary E-core that mates properly with the secondary, so as to form a 

transformer: 

In the garage 5 is located a stationary vehicle charger including a power source 
unit 15 connected at the input thereof to a control unit 16 and at the output to a 
primary coil 14 of a primary inductive device 6 which also includes a core 
135. The primary inductive device 6 is mounted at the distal end of a movable 
support arm 12 of a positioning apparatus 7 which will be explained in detail on 
later part hereof. The control unit 16 has a control panel 17 with various control 
switches for controlling the operation of the positioning apparatus 7 and a 
display unit 18 providing various information and operating conditions during 
positioning and battery charging operations. The vehicle charger further 
includes a wireless receiver B2 which is communicable with the transmitter B1 
on the vehicle 1. As shown in FIG. 1, the primary coil 14 is wound on the 
core 136 with the axis of the coil winding extending in the same direction as the 
secondary coil 4. (Odachi 4:16-32; emphasis added) 

101. Irrespective of the above, a POSA would have recognized that Odachi is 

about charging cars, whereas Partovi is about charging cell phones with a charging 

pad. This focus of Partovi is exemplified by Fig. 16 which shows two cell phones 

placed atop a charging pad: 

                                                 
5 Partovi coils do not have a core, so here Partovi’s coils would be incompatible 

with Odachi. 
6 As in the above example, Partovi’s coils would be incompatible with Odachi. 
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Partovi Fig. 16, annotated 

102. For example, Partovi describes the invention as,  

“A portable inductive power source, power device, or unit, for use in 
powering or charging electrical, electronic, battery operated, mobile, and 
other devices is disclosed herein.” (Partovi, 3:18-20) 

Similarly,  

“The pad should be able to charge a number of device[s] with various power 
requirements efficiently. A typical number would be 1-6 devices, and 
probably up to 4 low power (up to 5 W) devices simultaneously. (Id., 5:41-
44; emphasis added) 

103. Partovi also teaches that: 

The pad and the receiver should be reasonably simple to construct, and cost 
effective. Since both parts can be integrated into mobile devices, the overall 
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size, weight, and form factor should be minimized. (Id., 6:6-9; emphasis 
added.) 

104.  Petitioner also claims that as one approach, it would have been obvious to 

duplicate the primary coils of Odachi in an array. Petitioner suggests a drawing with 

multiple pancake coils placed side by side on Odachi’s apparatus. Doing so with 

Odachi’s actual primaries, however, would not lead to coverage across the range of the 

primaries, because the primary windings would not be able to move relative to the 

vehicle’s secondary coil, such that only a few, discrete spots along Odachi’s x-axis 

would be available for mating with the secondary. The fault of such an approach is 

illustrated below using adaptations of the figures from Odachi: 
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105. Partovi acknowledges the problem of having gaps between multiple 

pancake core sites and discloses a remedy for the problem in the multilayer structure 

of Fig. 4, shown below. As Partovi explains, “FIG. 4 shows a charging pad using 

multiple overlapping coil layers in accordance with an embodiment of the invention. 

This embodiment addresses the problem of voids between the multiple coils.” 

(Partovi 8:60-9:1; emphasis added.) A POSA would have recognized the layered 

configuration of Partovi’s Fig. 4 to not be feasible using Odachi’s E-core 

transformer structure: 

                  
                            Partovi Fig. 4, annotated 
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106. Petitioner also conjures up a contorted version of Odachi, claiming that it 

would increase the available range for charging in the event that the vehicle was 

parked in an offset manner: 

 

107. Irrespective of the fact that using pancake coils with Odachi would not be 

feasible, nor would using multiple instances of the primary E-core coils of Odachi, a 

POSA would have recognized that it would have been a far simpler and much less 

expensive approach to simply widen the cabinet, i.e., “casing 220”, so as to extend the 

range of the arm supporting the primary coil. Such an arrangement is shown below: 
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108. Moreover, I disagree with Petitioner’s assertion that a POSA would have 

been motivated use the array of Partovi to expand the range of the vehicle charger in 

Odachi.  Odachi explains that in prior art charging systems “the range of permissible 

crosswise distances within which the vehicle should be parked for successful coupling 

of the inductive core-coil devices is too small,” and that the driver is required to 

precisely position the vehicle to initiate charging.  Col. 1:59-66.  Therefore, an object 

of Odachi is to “provide a wider range of permissible distances within which the 

vehicle should be parked for coupling of the inductive core-coil devices.” Col. 2:15-18.  

Due to the positioning process described above, the Odachi system automatically 

positions the primary inductive coupler with respect to the secondary inductive 

receptacle, and therefore frees the driver “from laborious parking operations.”  Col. 

7:39-45.  In other words, Odachi already accomplishes the goal of allowing a greater 

range of “crosswise distances” that will allow for successful coupling, such that there 
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would be no need to use the array of Partovi.   

109. Petitioner argues that Odachi only allows for a “slight error” in parking, 

such that using a coil array would allow vehicles to be charged with proper alignment 

even when parked with significantly more error.”  Pet. at 42 (citing Odachi 12:1-7).  

But this portion of Odachi is referring to the dimensions of the cavity 4a formed by the 

secondary coil 4, which can accommodate the primary coil 32 even if the vehicle 1 is 

parked with a slight error in its longitudinal direction.”  12:1-7.  Adding the coil array 

of Partovi, as Petitioner proposes, purportedly would expand the range in the x-

direction, not the longitudinal direction that is referenced in the portion of Odachi cited 

by Petitioner.  Therefore, this portion of Odachi would not indicate that the Odachi 

system can only accommodate slight errors in the x-direction, and as discussed above, 

Odachi explicitly teaches that it expands the range in the x-direction. 

D. Ground 2: Claims 8-10, 12-14, 16, and 19 Are Not Unpatentable 
Over Ross, Alone or  In View of Wang 

1. Claims 8-10, 12, and 19 

a. A POSA Would Not Have Combined The Capacitor of 
Wang With the System of Ross 

110. Element 8[a] requires “a receiving antenna coupled to a device, the 

receiving antenna including a coil and capacitor that are resonant at a first frequency.”. 

Petitioner admits that “…Ross is silent about a capacitor or resonant frequency,” but 

asserts that, “a POSA would have considered it obvious to include a capacitor 

connected to each of Ross’s transmitting coil and receiving coil, creating circuits that 
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resonate at a particular frequency in order to more efficiently transfer energy.” (Pet. at 

59-60). Indeed, Ross does not add capacitors to turn its coils into resonant circuits, and 

the word “resonant” does not appear anywhere in Ross. 

111. Ross discloses preferred driving frequencies in the range 1 – 10 kHz 

which it calls “significantly higher than the conventional 60 Hz or 400 Hz ac signals 

that are commonly used in the prior art.” The preferred range in the Ross system is 

around 2-3 kHz. (Ross at 5:43). Wang, on the other hand, justifies the use of 

compensation capacitors to correct power factor at higher frequencies and focuses on 

driving frequencies up to the megahertz (MHz) range: 

In ICPT systems, the coupling strength of the electromagnetic structure is 
normally weak and cannot deliver the required power with reasonable size and 
cost at the line frequency of 50/60 Hz. It is often necessary to increase the 
frequency to between several kHz and many MHz, depending on the application 
requirements. 

The increased reactance of the primary and secondary windings that arises from 
these increases in the operating frequency often must be compensated by 
capacitors connected in series or parallel. (Wang at 38) 

112. A POSA would have understood these differences between Ross and 

Wang and would not, in my opinion, have used the compensation capacitors of Wang 

in the Ross system. 

113. Moreover, Wang espouses the use of compensation capacitors as a way to 

achieve higher efficiency. Ross already addresses the issue of coupling efficiency 

without the need for high-frequency compensation capacitors; that is, Ross claims 
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increased efficiency solely by increasing its driving frequency to the kHz range: 

“…advantageously optimizes the coupling efficiency of the power signal and 

operation of the EV system.” (Ross 5:45-47; emphasis added.) Ross also claims a high 

operating efficiency “when an EMB is used as the energy storage element.” (Id. 5:29-

31) where “…the overall efficiency of EMB exceeds 90%. and may be as high as 

95% or 96%. Such high efficiencies result in significantly reduced operating costs of 

the EV.” (Id., 5:35-38; emphasis added.) Thus, a POSA would not have been motivated 

to combine Wang with Ross, as Ross already addresses the issue of increased 

efficiency without the need for or added expense of compensation capacitors.  

114. With regard to the use of higher driving frequencies that would, according 

to Wang, suggest the use of compensation capacitors, Ross teaches against the use of 

such frequencies: 

Moreover, by using an ac signal within this frequency range (1-10 kHz). the 
magnitude or intensity of any stray magnetic fields that might otherwise 
penetrate into the vehicle or surrounding areas (as electrical current is 
inductively coupled into the vehicle) is significantly reduced. Having the 
magnetic fields that penetrate into the vehicle or surrounding areas be of 
low intensity is an important safety issue, at least from a public perception 
point-of-view, as there has been much debate in recent years concerning the 
possible harmful effects of over-exposure to magnetic field radiation. See. e.g 
U.S. Pat. No. 5.068.543. It is thus feature of the present invention to provide an 
efficient, viable, safe, roadway-powered all electric vehicle. (Ross 5:53-60) 

115. Given all of the above, it is my opinion that Petitioner has failed to show 

that it would have been obvious to combine Ross and Wang in the manner proposed by 
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Petitioner. 

b. Ross Does Disclose Moving the Receiving Antenna From 
a First Alignment Position to a Second Alignment 
Position to Better Align the Receiving Antenna With the 
Transmitting Antenna 

116. Element 8[d] recites “an alignment controller configured to sense a degree 

of coupling of said receiving antenna and the transmitting antenna based on a detection 

of the coupling that is measured at the receiving antenna, the alignment controller 

being further configured to move said receiving antenna from the first alignment 

position to a second alignment position to better align the receiving antenna with the 

transmitting antenna.”  In my opinion, a POSA would have interpreted this element to 

mean that the alignment controller bases the movement of the receiving antenna from 

the first alignment position to the second alignment position “on a detection of the 

coupling that is measured at the receiving antenna.” In particular, the first part of this 

claim element states that the alignment controller detects a degree of coupling between 

the receiving antenna and the transmitting antenna “based on a detection of the 

coupling that is measured at the receiving antenna.”  Then, the alignment controller 

moves the receiving antenna to a second alignment position “to better align” the two 

antennas.  A POSA would have understood the term “to better align” the two antennas 

to mean aligning the two antennas to achieve a degree of coupling better than that 

measured at the receiving antenna.  In my opinion, the plain meaning of the term 

“better” indicates that there must be an initial alignment or coupling that the second 

WiTricity Corp.
Ex. 2010
Page 62



 

 60 

alignment position improves upon.  A POSA would have understood that the initial 

coupling or alignment that is improved upon in the second alignment position is the 

previously degree of coupling measured at the receiving antenna.  In my opinion, Ross 

does not disclose moving the receiving antenna to a second alignment position to 

achieve an alignment that is better than the alignment detected based on the degree of 

coupling measured at the receiving antenna.   

117. Ross discloses that as the operator of RPEV 12 approaches, e.g., a 

passenger loading/unloading zone, an auto-positioning control takes over the driving of 

the vehicle for the final 10-15 feet, and, based on the position of the vehicle determined 

by vehicle sensors 60, is steered to laterally position the vehicle with a “rough 

tolerance, e.g., +/- 5-10 cm of an optimum lateral position when the vehicle comes to 

its designed stopped location.”  Col. 12:37-52.  In other words, there is a designed 

stopped location of the vehicle that corresponds to the “optimum lateral position,” and 

the vehicle sensors 60 are used to position the vehicle within a “rough tolerance” of the 

known optimum position.  Ross then discloses that the receiving antenna is moved 

from the “rough” position at ±5-10 cm to a close alignment within ±1-2 cm. This 

alignment is performed by “conventional hydraulic and/or electronic positioning 

devices.” Col. 10:60-61. 

118. Ross explains how the vehicle will locate its positioning target, e.g., 

For purposes of laterally positioning the assembly 44. such sensors are 
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typically optical sensors that look for markers placed on the roadway 
power transmitting module 24 embedded in the roadway. Other types of 
sensors may also be used for this purpose. including acoustic, mechanical, 
and electromagnetic sensors. Col. 13:9-14.  

119. Therefore, Ross does not disclose that the degree of coupling at the 

“rough tolerance” position is measured at the receiving antenna.  Rather, Ross 

discloses the use of sensors such as optical sensors that are used to position the vehicle 

within a rough tolerance of a designed stopped location, such as a loading/unloading 

zone.  This makes sense, because the sensors can look for markers indicating the 

location of the known stopped location, and then position the vehicle within a rough 

tolerance of the known stopped location based on those markers.  

120. In its argument for this element, Petitioner also relies on a different 

portion of Ross that explains use of the horizontal positioning device while the RPEV 

is being driven on an electrified portion of a highway.  See Col. 13:15-31.  In this 

application, the horizontal positioning device 46 also maintains the coil 42 “within a 

rough tolerance” relative to the coil 40, based on the amplitude of the inductively 

received power signal as the coil 42 is laterally moved in one direction or the other.  

Col. 13:15-27.  However, in this example there is no moving of the coil 42 from a first 

alignment position to a second alignment position with a better alignment than a degree 

of coupling that was measured at the coil 42.  Specifically, this portion of Ross merely 

discloses maintaining the coil 42 “within a rough tolerance” based on the inductively 

received power.  This makes sense, because --unlike the designed stopped location in 
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the parking example-- there is not a designed stopped location when the RPEV is being 

driven.  Therefore, it is my opinion that this portion of Ross also does not disclose 

“mov[ing] said receiving antenna from the first alignment position to a second 

alignment position to better align the receiving antenna with the transmitting antenna” 

after “detection of the coupling that is measured at the receiving antenna,” as recited in 

element 8[d].  

121. Claims 9, 10, 12, and 19 depend from claim 8, and it is therefore my 

opinion that the combination of Ross and Wang does not render obvious claims 9, 10, 

and 12 for at least the reasons discussed above in connection with claim 8. 

2. Claims 13, 14, and 16 Are Not Invalid Because Ross Fails to 
Disclose Moving the Receiving or Transmitting Antenna to a 
Second Alignment Position “Responsive to Detecting a Degree 
of Coupling in the First Alignment Position” 

122. As discussed above, Ross discloses using sensors 60, such as optical 

sensors, to determine the position of the vehicle, and an auto positioning control takes 

over the driving of the vehicle for the final 10-15 feet to laterally position the vehicle 

within a “rough tolerance, e.g., +/- 5-10 cm of an optimum lateral position when the 

vehicle comes to its designed stopped location.”  Col. 12:37-52.  According to 

Petitioner, this “rough tolerance” position corresponds to the claimed “first alignment 

position.”  Pet. at 54.  Ross then discloses that the receiving antenna is moved from the 

“rough tolerance” position at ±5-10 cm to a close alignment within ±1-2 cm of the 

optimum lateral position. This alignment is performed by “conventional hydraulic 
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and/or electronic positioning devices.” Col. 10:60-61.  Petitioner contends that the 

closer position within ±1-2 cm of the optimum lateral position corresponds to the 

claimed “second alignment position.”  In my opinion, Ross does not disclose that the 

receiving antenna in the Ross system is moved from the “rough tolerance” position 

(i.e., first alignment position) to the more closely aligned position (i.e., the second 

alignment position) “responsive to detecting a degree of coupling in the [rough 

tolerance] position.”  As described above, Ross explains that “rough tolerance” 

position is within   “+/- 5-10 cm of an optimum lateral position when the vehicle 

comes to its designed stopped location.”  Col. 12:37-52.  In other words, there is a 

designed stopped location of the vehicle that corresponds to the “optimum lateral 

position,” and the vehicle sensors 60 are used to position the vehicle within a “rough 

tolerance” of the known optimum position.   

123. As Ross explains, “Once stopped, the horizontal coil positioning unit 46, 

typically realized, e.g., using conventional hydraulic and/or electronic positioning 

devices, further controls the lateral position of the coil 42 so that it is more closely 

aligned, e.g., to within +/- 1-2 cm of the optimum lateral position.”  Col. 12:52-57.  

However, Ross is silent with respect to detecting a degree of coupling in the rough 

tolerance position (i.e., first alignment position), or that moving the receiving antenna 

to second position closer to the optimum lateral position is done “responsive to 

detecting a degree of coupling” in the rough tolerance position.  In fact, since the 
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optimum lateral position is a known “designed stopped location,” the controller could 

move the receiving antenna to the second position based on the knowledge of the 

designed stopped location, without any knowledge of the degree of coupling at the 

rough tolerance position.  Therefore, it is my opinion that Ross does not disclose 

“moving one of the receiving antenna and the transmitting antenna from the first 

alignment position to a second alignment position” “responsive to detecting a degree of 

coupling in the first alignment position between the receiving antenna and the 

transmitting antenna,” as recited in claim 13.   

124. Claims 14 and 16 depend from claim 13, and it is therefore my opinion 

that the combination of Ross and Wang does not render obvious claims 14 and 16 for 

at least the reasons discussed above in connection with claim 13. 

VIII. CONCLUSION 

125. For these reasons, it is my opinion that none of the challenged claims are 

invalid in view of the prior art cited by Petitioner. 

Executed on September 19, 2024, in the city of Boston, Massachusetts. 

                                                              

                                                                          Dr. Mark N. Horenstein 
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