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(57) ABSTR-\.CT 

A resonance converter and a synchronous rectification driv­
ing method thereof are provided. The resonance converter 
includes a switch circuit having at ]east l\vo first switches, a 
resonance circuit having a resonance frequency, a trans­
former, and a full-wave rectification circuit having two sec­
ond swi tches each of which has a drain and a source and 
generates a channel resistance voltage when a current flows 
through the drain and the source. The synchronous rectifica­
tion driving method includes steps as follow. When an oper­
ating frequency of the resonance converter is less than the 
resonance frequency and the resonance converter is coupled 
to a heavy load, the channel resistance voltage is compared 
with a reference voltage for driving the second switches of the 
full -wave rectification circuit; and when the operating fre­
quency of the resonance converter is not smaller than the 
resonance frequency, dupl icated signals of signals used to 
drive the first switches are respectively used to drive the 
second switches of the foll-wave rectification circuit. 

14 Claims, 7 Drawh1g Sheets 
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RESONANCE CONVERTER AND 
SYNCHRONOUS RECTIFICATION DRIVING 

METHOD THEREOF 

FIELD OF THE INVENTION 

The present invention relates to a resonance converter and 
a synchronous rectification driving method, more particularly 
to an LLC series resonance converter for a power supply unit. 

BACKGROUND OF THE INVENTION 

Please refer to FIG. 1, which is a circuit diagram showing 
a circuit of a conventional LLC series resonance converter 
having synchronous rectification transistors. The LLC series 
resonance converter 100 in FIG. 1 includes chiefly a switch 
circuit 110, a resonance circuit 120, a transformer TX, and a 
full-wave rectification circuit 130. 

2 
is inserted in the full-wave rectification circuit 13 0 in order to 
correctly turn on and turn off the synchronous rectification 
transistors Ql and Q2. 

Please refer to FIG. 2, which is a waveform diagram show-
5 ing a time sequence versus waveforms under a condition the 

operating frequency of the conventional LLC series reso­
nance converter being less than the resonance frequency, 
wherein the switching frequency f of the transistors 
(switches) S1 and S2 satisfies the following formula: 

10 
fh:"'f:"'fs (3) 

In FIG. 2, an abscissa expresses time, and an ordinate is 
arranged in four portions. From top to bottom in the given 
order, the waveforms are voltage waveforms of the two tran-

15 sistors S1 and S2 in the switch circuit 110, current waveforms 
of a primary side current ir and a magnetizing current im, 
current waveforms of the two transistors Ql and Q2 in the 
full-wave rectification circuit 130, and voltage waveforms of 
the two transistors Ql and Q2 in the full-wave rectification 

In the LLC series resonance converter 100, the switch 
circuit 110 can be a half-bridge circuit including a pair of 
power transistors S1 and S2 in FIG. 1 and can be a full-bridge 
circuit as well. Additionally, the resonance circuit 120 
includes three resonance parameters connected in series, 
wherein the parameters are a resonance inductor Ls, a reso-

25 
nance capacitor Cs and a magnetizing inductor Lm of the 
transformer TX. Of course, for the skilled person, the reso­
nance inductor Ls can be formed from a leakage inductance of 

20 circuit 130. 
At time oft0 , because the primary side current iris opposite 

to a reference direction, the power switch S1 is turned on 
under the ZVS condition. During an interval between tO and 
tl, the synchronous rectification transistor Ql is turned on to 
have a current, therefore a voltage of the magnetizing induc­
tor Lm is constant and the magnetizing inductor Lm does not 
take part in the resonance so that the magnetizing current im 
increases linearly. Due to the resonance between the reso­
nance inductor Ls and the resonance capacitor Cs, the current 
iQ1 through the synchronous rectification transistor Ql 
appears in a quasi-sine waveform. 

the transformer TX, too. 
InFIG.1, the LLC series resonance converter 100 employs 30 

the switch circuit 110, the resonance circuit 120, the trans­
former TX, and the full-wave rectification circuit 130 to con­
vert a DC input voltage Vin of an input terminal into an output 
voltage Vo of an output terminal, wherein by a suitable param­
eter design and operating range, the power transistors of the 35 
bridge circuit lying to the primary side of the transformer TX 

At time oft1 , because the switching period of the working 
transistor is longer than the resonant period between the reso­
nance inductor Ls and the resonance capacitor Cs, the pri­
mary side current ir decreases to be equal to the magnetizing 
current im before a turn-off of the synchronous rectification 

can be assured to operate under the condition of zero-voltage 
switching (ZVS), and rectification transistors lying to the 
secondary side of the transformer TX can implement zero­
current switching (ZCS). From the resonance circuit 120 40 
proper, the three resonance parameters determine two reso­
nance frequencies fs and fin shown in following Equation (1) 
and Equation (2): 

transistor Ql so that the synchronous rectification transistor 
Ql should be turned off at this moment. As the resonance 
capacitor Cs, the resonance inductor Ls and the magnetizing 
inductor Lm jointly take part in the resonance, for the purpose 
simplifying analysis, the primary side current iris regarded as 
a straight line approximately under the condition of Lm>> Ls 
supposed. 

(l) At time of t2, the transistor S1 is turned off and a body 

fm~li{2n[(Ls+Lm)·Csj}u2 } (2) 

The transformer TX isolates the switch circuit 110 and the 
resonant circuit 120 from the full-wave rectification circuit 
130 by a primary side coil np and two secondary side coils nsl 
and ns2 connected in in-phase series. The full-wave rectifi­
cation circuit 130 includes a pair of synchronous rectification 
transistors Ql and Q2 coupled to an output capacitor Co. 
Sources of the transistors Ql and Q2 are coupled to a ground 
terminal of the output voltage Vo. A drain of the transistor Ql 
is coupled to an undotted terminal of the secondary side coil 
ns2, and a drain of the transistor Q2 is coupled to the dotted 
terminal of the secondary side coil nsl. Additionally, a com­
mon connection node between the secondary coils nsl and 
ns2 forms a high-voltage terminal of the output voltage Vo. 

The power transistors S1 and S2 of the LLC series reso­
nance converter 100 operate at equal pulse width, which is at 
50%. A frequency adjustment control circuit 140 is therefore 
demanded because an adjustment of the output voltage Vo is 
obtained by changing an operating frequency (switching fre­
quency) f. Additionally, a synchronous rectification driving­
signal generating circuit 150 producing suitable gate signals 

45 diode of the transistor S2 is turned on.At time oft3, a voltage 
of the transistor S1 drops to a voltage of the body diode, and 
the transistor S2 is turned on under ZVS condition. During 
intervals from t3 to t4 and from t4 to t5, similar operating 
processes can be analyzed out. The operating statuses and the 

50 current waveform iQ2 similar to the synchronous rectification 
transistor Ql also occur to the synchronous rectification tran­
sistor Q2. The currents iQ1 and iQ2 compose an output recti­
fication current irec· During the interval between t1 and t2 or 
between t4 and t5 , because the current of the synchronous 

55 rectification transistors Ql or Q2 decreases to zero, which 
always happens before the synchronous rectification transis­
tor S1 or S2 is turned off, conducting pulse widths for the 
synchronous rectification transistors Ql and Q2 are smaller 

60 

than conducting pulse widths for the transistors S1 and S2. 
In FIG. 2, driving pulses of the synchronous rectification 

transistors Ql and Q2 have to be off when the currents (flow­
ing from the sources to the drains) decrease to zero, that is, are 
off during the dead time (t1 -t2 ) of the irec· Otherwise, the 
phenomena occur that the synchronous rectification transis-

65 tors Ql and Q2 are turned on at the same time and the sec­
ondary coils nsl and ns2 short-circuit, so that the circuit 
would not be able to operate properly and safely. Accordingly, 
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the driving signals of the synchronous rectification transistors 
Ql and Q2 cannot be simply obtained from the driving signals 
of the power switches Sl and S2, and neither can be obtained 
from the coils of the transformer TX. 

4 
voltage Vrefare compared by the comparator 510 to produce 
a pulse signal V com· In a state of a light load, as the voltage 
drop V dsC on) is very small, a comparing signal is difficult to be 
obtained so that the constant width pulse V For is produced by 

When the LLC series resonance converter 100 operates at 
a frequency f greater than the resonance frequency fs, the 
dead area of the output rectification current irec' that is, the 
time interval both the synchronous rectification transistors 

5 the synchronous circuit 410 and the constant width pulse 
generator 420 the same as FIG. 4. The constant width pulse 
signal V Forand the pulse signal V com are processed by the OR 
gate 520 to obtain the complete synchronous rectification 

Ql and Q2 are turned off, will disappear. Under this condi­
tion, the output rectification current irechas a quasi-sine abso- 10 

lute value waveform, and the driving pulses of the synchro­
nous rectification transistors Ql and Q2 are synchronous with 

driving signal. 
The advantage of the scheme in FIG. 5 is that the driving 

pulses of the synchronous rectification transistors can be 
obtained adaptively. However, the amplitude of the voltage 
V dsC on) is very low. In order to accomplish the best synchro­
nous rectification effect, the reference voltage Vrefhas to be 

the driving pulses of the corresponding switches Sl and S2, as 
shown in FIG. 3. Additionally, when the LLC series reso­
nance converter 100 operates at the frequency f greater than 
the resonance frequency fs, the dead area of the above-men­
tioned irec become zero and the driving signals of the synchro­
nous rectification transistors Ql and Q2 can be simply 
obtained from the driving signals of the power switches Sl 
and S2 lying in the primary side. 

15 very low so that the voltage V dsC on) is very easily influenced 
by disturbance. Particularly, when the LLC circuit operates in 
states of a light load, starting, a dynamic load, or a protection 
-circuit working, as the voltage V dsC on) has oscillation or is 
disturbed, the output signal V com of the comparator 510 

Please refer to FIG. 4, which is a circuit diagram showing 
a conventional synchronous rectification scheme of the con­
ventional LLC series resonance converter. In FIG. 4 and FIG. 

20 appears an error signal, and if the error signal is serious, the 
synchronous rectification transistors will have a common 
short-circuit phenomenon. 

1, identical circuit devices are given identical graphical sym­
bols. Additionally, at least a synchronous circuit 410, a con- 25 

stant width pulse generator 420, and an AND gate 430 are 
further installed in the LLC series resonance converter 400. 

In FIG. 4, when the switching frequency of the transistors 
Sl and S2 is less than the resonance frequency fs, the constant 
width pulse generator 420 produces a synchronous rectifica- 30 

tion driving signal, a pulse width of which is determined by 

SUMMARY OF THE INVENTION 

It is therefore an aspect of the present invention to provide 
a resonance converter and a synchronous rectification driving 
method thereof. The resonance converter includes a switch 
circuit having at least two first switches, a resonance circuit 
having a resonance frequency, a transformer, and a full-wave 
rectification circuit having two second switches each of 
which has a drain and a source and generates a channel 
resistance voltage when a current flows through the drain and 
the source. The synchronous rectification driving method 
includes steps as follow. When an operating frequency of the 
resonance converter is less than the resonance frequency and 
the resonance converter is coupled to a light load, a constant 
width pulse determined by resonance parameters of the reso­
nance circuit is used to drive the second switches of the 

the resonance parameters Ls and Cs, and a rising edge of 
which is synchronized with a rising edge of a synchronous 
signal V sYJV by the synchronous circuit 410. The synchronous 
signal V sYJV can be a voltage signal of a secondary side coil of 35 

the transformer TX, can be a driving signal of high-side or 
low-side power device lying in one arm of the half-bridge or 
fall-bridge switch circuit as well, and of course can be also 
obtained by detecting a conducting voltage across a body 
diode of a synchronous rectification transistor. 

When the switching frequency f is greater than the reso­
nance frequency fs, the driving signals the synchronous rec­
tification transistors Ql and Q2 are synchronized with the 
driving signals of the transistors Sl and S2. The constant 
width pulse signal V For and the driving signal V g of the 45 

transistor Sl (or S2) processed by the AND gate 430 to obtain 

40 full-wave rectification circuit; when the operating frequency 
of the resonance converter is less than the resonance fre­
quency and the resonance converter is coupled to a heavy 
load, the channel resistance voltage is compared with a ref-

the synchronous rectification driving signal complete. 

erence voltage by the synchronous rectification driving cir­
cuit for driving the second switches of the full-wave rectifi­
cation circuit; and when the operating frequency of the 
resonance converter is not smaller than the resonance fre­
quency, duplicated signals of signals used to drive the first 
switches are respectively used by the synchronous rectifica­
tion driving circuit to drive the second switches of the full­
wave rectification circuit. 

The advantage of the scheme in FIG. 4 is that the circuit is 
simple and only requires one synchronous circuit 410 and one 
constant width pulse generator 420. But the disadvantage is 50 

that the adaptive ability is insufficient and the driving pulse 
width cannot be adjusted automatically in accordance with The foregoing and other features and advantages of the 

present invention will be more clearly understood through the 
following descriptions with reference to the drawings, 

55 wherein: 

the variance of the circuit parameters so that the best control 
of the synchronous rectification transistors cannot be 
achieved. 

Please refer to FIG. 5, which is a circuit diagram showing 
another conventional synchronous rectification scheme of the 
conventional LLC series resonance converter. In FIG. 5 and 
FIG. 1, identical circuit devices are given identical graphical 
symbols. Additionally, it is known by comparing FIG. 5 and 
FIG. 4 that the AND gate is removed from the LLC series 
resonance converter 500 but a comparator 510 and an OR gate 
520 are installed in addition to. 

In FIG. 5, when a current flows through the drain and the 
source of the synchronous rectification transistor, a channel 
resistance of which causes a voltage drop to be generated 
across. The voltage drop V dsC on) and a constant reference 

BRIEF DESCRIPTION OF THE DRAWINGS 

FIG. 1 is a circuit diagram showing a circuit of a conven-
60 tional LLC series resonance converter having synchronous 

rectification transistors; 
FIG. 2 is a waveform diagram showing a time sequence 

versus waveforms under a condition the operating frequency 
of the conventional LLC series resonance converter being less 

65 than the resonance frequency; 
FIG. 3 is a waveform diagram showing a time sequence 

versus waveforms under a condition the operating frequency 
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of the conventional LLC series resonance converter being 
greater than the resonance frequency; 

FIG. 4 is a circuit diagram showing a conventional syn­
chronous rectification scheme of the conventional LLC series 
resonance converter; 

FIG. 5 is a circuit diagram showing another conventional 
synchronous rectification scheme of the conventional LLC 
series resonance converter; 

FIG. 6 is a circuit diagram showing a synchronous rectifi­
cation scheme of an LLC series resonance converter accord­
ing to the first embodiment of the present invention; 

FIG. 7 is a circuit diagram showing a synchronous rectifi­
cation scheme of an LLC series resonance converter accord­
ing to the second embodiment of the present invention. 

DETAIL DESCRIPTION OF THE PREFERRED 
EMBODIMENT 

The present invention will now be described more specifi­
cally with reference to the following embodiments. It is to be 
noted that the following descriptions of preferred embodi­
ments of this invention are presented herein for the purposes 
of illustration and description only; it is not intended to be 
exhaustive or to be limited to the precise form disclosed. 

Please refer to FIG. 6, which is a circuit diagram showing 
a synchronous rectification scheme of an LLC series reso­
nance converter according to the first embodiment of the 
present invention. In FIG. 6 and FIG. 1, identical circuit 
devices are given identical graphical symbols so that it is 
unnecessary to go into details. It is noted that although com­
posed of a half-bridge circuit having only a bridge arm, the 
input stage of the switch circuit can be similarly composed of 
a full-bridge circuit having two bridge arms. Additionally, 
although the transistor switches are used as the switching 
devices, it does not influence that the switches are used to 
define various variants of the upperseat concept in the circuits 
of the embodiments. Furthermore, a synchronous driving cir­
cuit 60 is installed in an LLC series resonance converter 600 
for implementing the synchronous rectification driving 
method of the present invention. 

The synchronous rectification driving method provided in 
the present invention includes steps as follow. Firstly, when 
an operating frequency of the resonance converter 600 is less 
than the resonance frequency and the resonance converter 
600 is coupled to a light load, a constant width pulse deter­
mined by resonance parameters of the resonance circuit is 
used to drive the synchronous rectification transistors Ql and 
Q2 of the full-wave rectification circuit. Secondarily, when 
the operating frequency of the resonance converter 600 is less 
than the resonance frequency and the resonance converter 
600 is coupled to a heavy load, the channel resistance voltage 
Vd,(on) is compared with a reference voltage Vref by the 
synchronous rectification driving circuit for driving the syn­
chronous rectification transistors Ql and Q2 of the full-wave 
rectification circuit. Lastly, when the operating frequency of 

6 
Now, let's take the secondary driving circuit 601 as an 

example to describe. The secondary driving circuits 601 
includes a reference voltage source Vrefi a comparator 510, 
and an AND gate 430.A first terminal of the reference voltage 

5 source V ref is coupled to a source terminal of the synchronous 
rectification transistor Q2, and a second terminal of the ref­
erence voltage source Vrefis coupled to a first input terminal 
of the comparator 510. A second terminal of the comparator 
510 is coupled to a drain of the synchronous rectification 

10 transistor Q2, and an output terminal of the comparator 510 is 
coupled to a second terminal of the AND gate 430. A first 
terminal of the AND gate 430 is coupled to a gate terminal of 
the power transistor S2, and an output terminal of the AND 
gate 430 is coupled to a gate terminal of the synchronous 

15 rectification transistor Q2. 
In the present invention, the synchronous rectification driv­

ing method implemented by the secondary driving circuits 
601 are described as follows. As shown in FIG. 6, when a 
current flows from the source to the drain through the syn-

20 chronous rectification transistor Q2, a channel resistance 
voltage V dsC on) is generated across a channel resistance of the 
synchronous rectification transistor Q2. The channel resis­
tance voltage V dsC on) is compared with the reference voltage 
Vrefby the comparator 510 for obtaining a pulse signal Vcom· 

25 The pulse signal V com and a driving signal V g.s2 of the power 
transistor S2 are processed by the AND gate 430 to obtain the 
synchronous rectification driving signal complete. When the 
series resonance converter operates in states of a light load, 
starting, a dynamic load, or a protection circuit working, the 

30 operating frequency can be greater than the resonance fre­
quency. At this time, if the channel resistance voltage V dsC on) 
is disturbed to cause the output signal V com of the comparator 
510 to appear an error signal, the synchronous rectification 
driving method employed in the present invention can prevent 

35 an unwanted phenomenon from occurring. The unwanted 
phenomenon is that the switches of the synchronous rectifi­
cation circuit are incorrectly driven due to the error signal of 
the pulse signal Vcom· 

40 
Please refer to FIG. 7, which is a circuit diagram showing 

a synchronous rectification scheme of an LLC series reso­
nance converter according to the second embodiment of the 
present invention. In the state of the light load, the amplitude 
of the channel resistance voltage V d,(on) is very low, which 

45 
causes the comparing signal difficult to be obtained. There­
fore, an auxiliary circuit 703 is introduced to produce a con­
stant width pulse signal V For· The auxiliary circuit 703 
includes a synchronous circuit 410 and a constant width pulse 
generator 420 the same as FIG. 4. Additionally, an OR gate 

50 
520 is inserted in the secondary driving circuits 601 of FIG. 6 
to form FIG. 7. A first terminal of the OR gate 520 is coupled 
to the auxiliary circuit 703, a second terminal of the OR gate 
520 is coupled to an output terminal of the comparator 510, 
and an output terminal of the OR gate 520 is coupled to a 

55 
second terminal of the AND gate 430. 

the resonance converter 600 is not smaller than the resonance 
frequency, duplicated signals of signals used to drive the 
power transistors Sl and S2 are respectively used by the 
synchronous rectification driving circuit to drive the synchro­
nous rectification transistors Ql and Q2 of the full-wave 60 

rectification circuit. 

The constant width pulse signal V For and the pulse signal 
Vcom are processed by the OR gate 520to obtain a signal V oR, 

and the pulse signal vcom and the driving signal vg.S2 of the 
power transistor S2 are processed by the AND gate 430 to 
obtain the synchronous rectification driving signal complete. 

Two AND gate, and two AND gate together with two OR 
gate are respectively used in the two embodiments of the 
present invention to implement the adaptive control of the 
synchronous rectification driving signal. However, when a 
concrete circuit is implemented, the applicable architecture 
are not limited to the above logical gate architectures, that is, 
any circuit architecture capable to implement the synchro-

In order to implement the aforementioned synchronous 
rectification driving method, applicant provides the first cir­
cuit layout showing the synchronous rectification driving cir­
cuit 60 as shown in FIG. 6. The synchronous rectification 65 

driving circuit 60 includes two identical secondary driving 
circuits 601 and 602. 



012

US 7,599,198 B2 
7 

nous rectification driving method like the synchronous recti­
fication driving circuit 60 is included within the claims of the 
present invention. 

While the invention has been described in terms of what is 
presently considered to be the most practical and preferred 5 

embodiments, it is to be understood that the invention needs 
not be limited to the disclosed embodiments. On the contrary, 
it is intended to cover various modifications and similar 
arrangements included within the spirit and scope of the 
appended claims which are to be accorded with the broadest 10 

interpretation so as to encompass all such modifications and 
similar structures. 

What is claimed is: 

8 
a reference voltage source having a first terminal coupled 

to the second output terminal; 
a comparator having a third input terminal coupled to a 

second terminal of the reference voltage source, a fourth 
input terminal coupled to the second input terminal, and 
a third output terminal; and 

an AND gate having a fifth input terminal coupled to the 
first control terminal, a sixth input terminal coupled to 
the third output terminal, and a fourth output terminal 
coupled to the second control terminal. 

7. A resonance converter according to claim 6, wherein the 
first and the second switches both are transistors, and the 
input terminal, the output terminal, and the control terminal 
correspond to a drain, a source, and a gate of the transistors 1. A resonance converter, comprising: 

a switch circuit having at least one bridge circuit compris­
ing two first switches; 

15 respectively. 

a resonance circuit coupled to the switch circuit and having 
a resonance frequency; 

8. A resonance converter according to claim 1, wherein the 
synchronous rectification driving circuit comprises two sec­
ondary driving circuits, each of which is coupled to one of the 
two first switches and the corresponding second switch, the 

a transformer having a primary side coupled to the reso­
nance circuit and a secondary side; 

a full-wave rectification circuit coupled to the secondary 
side of the transformer and having two second switches 
wherein each of the second switches has a drain and a 

20 first switch has a first input terminal, a first output terminal 
and a first control terminal, the second switch has a second 
input terminal, a second output terminal and a second control 
terminal, and each secondary driving circuit comprises: 

source and a channel resistance voltage is generated 
25 

when a current flows through the drain and the source; 
and 

a synchronous rectification driving circuit coupled to the 
switch circuit and the full-wave rectification circuit, 
wherein: 

when an operating frequency of the resonance converter is 
less than the resonance frequency and the resonance 
converter is coupled to a heavy load, the channel resis­
tance voltage is compared with a reference voltage by 

30 

the synchronous rectification driving circuit for driving 35 
the second switches of the full-wave rectification circuit; 
and 

a reference voltage source having a first terminal coupled 
to the second output terminal, 

a comparator having a third input terminal coupled to a 
second terminal of the reference voltage source, a fourth 
input terminal coupled to the second input terminal, and 
a third output terminal; 

an AND gate having a fifth input terminal coupled to the 
first control terminal, a sixth input terminal, and a fourth 
output terminal coupled to the second control terminal; 

an OR gate having a fifth output terminal coupled to the 
sixth input terminal, a seventh input terminal coupled to 
the third output terminal, and an eighth input terminal; 
and 

an auxiliary circuit coupled to the eighth input terminal. 
when the operating frequency of the resonance converter is 

not smaller than the resonance frequency, duplicated 
signals of signals used to drive the first switches are 
respectively used by the synchronous rectification driv­
ing circuit to drive the corresponding second switches of 
the full-wave rectification circuit. 

9. A resonance converter according to claim 8, wherein the 
auxiliary circuit further comprises a synchronous circuit and 

40 a constant width pulse generator. 
10. A resonance converter according to claim 8, wherein 

the first and the second switches both are transistors, and the 
input terminal, the output terminal, and the control terminal 
correspond to a drain, a source, and a gate of the transistors 2. A resonance converter according to claim 1, wherein the 

switch circuit is one of a half-bridge circuit and a full-bridge 
circuit and the first switches are power transistors. 

45 respectively. 
11. A synchronous rectification driving method for a reso­

nance converter comprising a switch circuit having at least 
two first switches, a resonance circuit having a resonance 
frequency, a transformer, and a full-wave rectification circuit 

3. A resonance converter according to claim 1, wherein the 
resonance circuit further comprises a resonance capacitor, a 
resonance inductor, and a magnetizing inductor connected in 
senes. 

4. A resonance converter according to claim 1, wherein the 
second switches are power transistors. 

50 having two second switches, each of which has a drain and a 
source and generates a channel resistance voltage when a 
current flows through the drain and the source, comprising 
steps of: 5. A resonance converter according to claim 1, wherein 

when the operating frequency of the resonance converter is 
less than the resonance frequency and the resonance con- 55 

verter is coupled to a light load, a constant width pulse deter­
mined by resonance parameters of the resonance circuit is 
used to drive the second switches of the full-wave rectifica-
tion circuit. 

6. A resonance converter according to claim 1, wherein the 60 

synchronous rectification driving circuit comprises two sec­
ondary driving circuits, each of which is coupled to one of the 
two first switches and the corresponding second switch, the 
first switch has a first input terminal, a first output terminal 
and a first control terminal, the second switch has a second 65 

input terminal, a second output terminal and a second control 
terminal, and each secondary driving circuit comprises: 

when the operating frequency of the resonance converter is 
less than the resonance frequency the channel resistance 
voltage is compared with a reference voltage by the 
synchronous rectification driving circuit for driving the 
second switches of the full-wave rectification circuit; 
and 

when the operating frequency of the resonance converter is 
not smaller than the resonance frequency, duplicated 
signals of signals used to drive the first switches are 
respectively used by the synchronous rectification driv­
ing circuit to drive the second switches of the full-wave 
rectification circuit. 

12. A synchronous rectifier driving method for a series 
resonant power converter comprising at least two primary 
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switches, a resonant network, and a synchronous rectifier, 
wherein the two primary switches selectively connect a 
power source to the resonant network having a transformer, 
and the synchronous rectifier is connected between a second­
ary winding of the transformer and a DC output, the driving 5 

method comprising steps of: 
receiving a primary switch driving signal; 
detecting a first signal responding to a voltage across the 

synchronous rectifier; 
comparing the primary switch driving signal and the first 10 

signal by an AND logic gate; and 

10 
generating a synchronous rectifier driving signal by the 

AND logic gate for driving the synchronous rectifier. 

13. A synchronous rectifier driving method according to 
claim 12, wherein the first signal is synchronous with the 
primary switch driving signal. 

14. A synchronous rectifier driving method according to 
claim 12, wherein the voltage across the synchronous rectifier 
is a charmel resistance voltage of the synchronous rectifier. 

* * * * * 




