1 = — - _ _ S— _
Wi~ Bl THE ULTIMATE COMPUTER REFERENCE -

R E Micresoft Press
ICTros i

Over

8,000
é Entries

with online updates
available quarterly

Microsoft
8—0 puter
onary

FOEIJI ion

* Three new appendixes, including Y2K, file
extensions, and Internet domains

* Searchable text on CD-ROM

* Extensive coverage of hardware, software, the
Internet, and more!

* Detailed illustrations and diagrams for easy reference

Microchip Ex. 1073, p. 1
Microchip v. Aptiv
IPR2024-00229




PUBLISHED BY

Microsoft Press

A Division of Microsoft Corporation
One Microsoft Way ’
Redmond, Washington 98052-6399

Copyright © 1999 by Microsoft Corporation

All rights reserved. No part of the contents of this bobk may be reproduced or transmitted in any form
or by any means without the written permission of the publisher.

Library of Congress Cataloging-in-Publication Data
Microsoft Computer Dictionary. - 4th ed.
p. cm.
Previous eds. published under title: Microsoft Press computer
dictionary
ISBN 0-7356-0615-3
1. Computers Dictionaries. 2. Microcomputers Dictionaries.
I. Microsoft Press computer dictionary.
QA76.15.M538 1999

004'.03--dc21 99-20168
CIp

Printed and bound in the United States of America.

123456789 MIML 432109

Distributed in Canada by ITP Nelson, a division of Thomson Canada Limited.
A CIP catalogue record for this book is available from the British Library.

Microsoft Press books are available through booksellers and distributors worldwide. For further information
about international editions, contact your local Microsoft Corporation office or contact Microsoft Press
International directly at fax (425) 936-7329. Visit our Web site at mspress.microsoft.com.

Macintosh, Power Macintosh, QuickTime, and TrueType fonts are registered trademarks of Apple Computer,
Inc. Kodak is a registered trademark of the Eastman Kodak Company. Intel is a registered trademark and Indeo
is a trademark of Intel Corporation. Active Desktop, Active Directory, ActiveMovie, Active Platform, ActiveX,
Authenticode, BackOffice, DirectInput, DirectX, Microsoft, Microsoft Press, MS-DOS, MSN, NetMeeting,
NetShow, Visual Basic, Visual C++, Visual J++, WebTV, WebTV Network, Win32, Win32s, ‘Windows,
Windows NT, and XENIX are either registered trademarks or trademarks of Microsoft Corporation in the
United States and/or other countries. PANTONE is a registered trademark of Pantone, Inc. Other product and
company names mentioned herein may be the trademarks of their respective owners.

The example companies, organizations, products, people, and events depicted herein are fictitious. No associa-
tion with any real company, organization, product, person, or event is intended or should be inferred.

Acquisitions Editor: Christey Bahn
Project Editor: Kim Fryer

Microchip Ex. 1073, p. 2
Microchip v. Aptiv
IPR2024-00229




single threading

single threading ». 1. Within a program, the running
of a single process at a time. 2. A condition in which
each leaf node of a tree data structure contains a
pointer to its parent. See also node (definition 3),
pointer (definition 1), threading.

single-user computer n. A computer designed for use
by a single individnal; a personal computer. Compare
multiuser system.

sink n. A device or part of a device that receives )
something from another device. See also data stnk,
heat sink.

SIP \sip\ n. Acronym for single inline package. A type
of housing for an electronic component in which all
leads (connections) protrude from one side of the
package. Also called single inline pinned package.
Compare DIP.

SIPP \sip\ n. Acronym for single inline pinned pack-
age. See SIP.

SIR 7. See Serial Infrared.

SIRDS 7. Acronym for Single Image Random Dot
Stereogram. See autostereogram.

SIS n. Acronym for Single Image Stereogram. See
autostereogram.

Sit 7. The file extension for a Macintosh file com-
pressed with Stufflt. See also Stufflt.

site n. See Web site.

site license n. A purchase agreement for using mul-
tiple copies of the same software at a business or
institution, usually at a volume discount.

size box n. A control in the upper right corner of the
frame of a window on the Macintosh screen. When
the user clicks on the size box, the window toggles
between the size the user has set for it by dragging
and the maximum size. Compare Maximize button.

skew n. The difference between what is and what
should be—for example, the misalignment of a page
that prevents accurate reproduction, or the difference
between input and output when circuits do not re-
spond evenly to a propagated signal.

Skutch box n. A slang term for a device manufactured
by Skutch Electronics, Inc., that simulates the func-
tioning of a telephone line with a good connection.
Telephone line simulators are used to test telecom-
munications systems and devices.

slave n. Any device, including a computer, that is con-
trolled by another computer, referred to as the mas-
ter. See also master/slave arrangement.

411

slot

sleep! n. 1.Ina multiprocessing environment, a tem-
porary state of suspension during which a process
remains in memory so that some event, such as
an interrupt or call from another process, can
“awaken” it. 2. In programming, a state of suspen-
sion caused by a loop statement that creates an in-
tentional delay.

sleep? vb. To suspend operation without terminating. .

sleep mode 7. A power management mode that shuts
down all unnecessary computer operations to save
energy after it has received no input or other activity
for a specified period of time. A computer in sleep
mode usually awakens when it receives an input sig-
nal from a user or a network, such as a keyboard en-
try or an incoming call through a modem. Many
battery-powered devices, including portable comput-
ers, support sleep mode. See also green PC, sleep!
(definition 1), Suspend command, suspend mode.

sleeve n. See disk envelope.
slice n. See time slice.

SLIP \slip\ #. Acronym for Serial Line Internet Proto-
col. A data link protocol that allows transmission of
TCP/IP data packets over dial-up telephone connec-
tions, thus enabling a computer or a LAN (local area
network) to be connected to the Internet or some
other network. It is an older, less secure protocol than
the PPP (Point-to-Point Protocol) and does not sup-
port dynamic allocation of IP addresses. A newer
form of SLIP, known as CSLIP (Compressed SLIP),
optimizes transmission of long documents by com-
pressing header information. See also data link, IP.
Compare PPP.

SLIP emulator \slip” em"yo-la-tor\ . Software that
mimics a SLIP-connection in UNIX shell accounts
that do not offer-a direct SLIP connection. Many
Internet service providers (ISPs) are UNIX based
and offer shell accounts to users for Internet access,
Like a SLIP connection, the SLIP emulator allows
the user to avoid dealing with the ISP’s UNIX envi-
ronment directly when accessing the Internet and to
use Internet applications such as graphical Web
browsers. See also ISP, shell account, SLIP.

slot 7. 1. See expansion slot. 2. An integrated circuit

mounting connector designed to connect a micropro-
cessor with the PC’s data bus. Currently, only newer
models of Intel’s Pentium family employ this. See
also Pentium, slot 1, slot 2.
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