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AFFIDAVIT OF NATHANIEL E FRANK-WHITE

I am a Records Request Processor at the Internet Archive. I make this declaration
of my own personal knowledge.

The Internet Archive is a website that provides access to a digital library of Internet
sites and other cultural artifacts in digital form. Like a paper library, we provide
free access to researchers, historians, scholars, and the general public. The Internet
Archive has partnered with and receives support from various institutions,
including the Library of Congress.

The Internet Archive has created a service known as the Wayback Machine. The
Wayback Machine makes it possible to browse more than 450 billion pages stored
in the Internet Archive's web archive. Visitors to the Wayback Machine can search
archives by URL (i.e., a website address). If archived records for a URL are
available, the visitor will be presented with a display of available dates. The visitor
may select one of those dates, and begin browsing an archived version of the Web.
Links on archived files in the Wayback Machine point to other archived files
(whether HTML pages or other file types), if any are found for the URL indicated
by a given link. For instance, the Wayback Machine is designed such that when a
visitor clicks on a hyperlink on an archived page that points to another URL, the
visitor will be served the archived file found for the hyperlink’s URL with the
closest available date to the initial file containing the hyperlink.

The archived data made viewable and browsable by the Wayback Machine is
obtained by use of web archiving software that automatically stores copies of files
available via the Internet, each file preserved as it existed at a particular point in
time.

The Internet Archive assigns a URL on its site to the archived files in the format
http://web.archive.org/web/[Year in yyyy][Month in mm][Day in dd][Time code in
hh:mm:ss]/[Archived URL] aka an “extended URL”. Thus, the extended URL
http://web.archive.org/web/19970126045828/http://www.archive.org/ would be the
URL for the record of the Internet Archive home page HTML file
(http://www.archive.org/) archived on January 26, 1997 at 4:58 a.m. and 28
seconds (1997/01/26 at 04:58:28). The date indicated by an extended URL applies
to a preserved instance of a file for a given URL, but not necessarily to any other
files linked therein. Thus, in the case of a page constituted by a primary HTML file
and other separate files (e.g., files with images, audio, multimedia, design
elements, or other embedded content) linked within that primary HTML file, the
primary HTML file and the other files will each have their own respective extended
URLSs and may not have been archived on the same dates.

Attached hereto as Exhibit A are true and accurate copies of browser screenshots of
the Internet Archive's records of the archived files for the URLSs and the dates
specified in the attached coversheet of each printout.

Document Id: ACOASBE0-9881-11EE-ADC6-DB973E3FC088
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7. Attached hereto as Exhibit B are true and accurate copies of the Internet Archive's
records of the archived files for the URLs and the dates specified in the attached
coversheet of each file.
8. Ideclare under penalty of perjury under the laws of the United States of America
that the foregoing is true and correct.
12/11/2023 ﬂ ¢ [ q. l B .
DATE: n + q,Uluta
Nathaniel E Frank-White
Please see attached
All Purpose
Jurat form
for additional
Notary Events
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https://web.archive.org/web/20130813011121/https://www.gsmarena.com/asus_google_nexus_7_2_2013-
review-964p8.php
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https://web.archive.org/web/20070405033244/http://www.fairchildsemi.com:80/pf/FS/FSUSB30.html
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https://web.archive.org/web/20150725062241/http://www.cypress.com/documentation/application-
notes/an96527-designing-usb-type-c-products-using-cypress-s-ccgl
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https://web.archive.org/web/20081105171812/http://www.maxim-ic.com:80/whatsnew.cfm
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https://web.archive.org/web/20080914144045/http://www.maxim-ic.com/quick_view2.cfm/qv_pk/5955

Microchip Ex. 1065, p. 37
Microchip v. Aptiv
IPR2024-00230



Microchip Ex. 1065, p. 38
Microchip v. Aptiv
IPR2024-00230
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' Click to see this datasheet

in Simplified Chinese!

]
FAIRCHILD

I
SEMICONDUCTOR®

FSUSB30
Low-Power 2-Port Hi-Speed USB 2.0 (480Mbps) Switch

Features

Low On Capacitance, 3.7pF (typical)

Low On Resistance, 6.50hm (typical)

Low power consumption (1pA maximum)

— 10pA maximum |cc1 over an expanded control
voltage range (V) = 2.6V, Ve = 4.3V)

Wide -3dB bandwidth, >720MHz

8KV ESD protection

Power-Off protection when V¢ = 0V; D+/D- pins can

tolerate up to 5.25V

Packaged in:

— Pb-Free 10-lead MicroPak™ (1.6 x 2.1mm)

Pb-Free 14-lead DQFN

Pb-Free 10-lead MSOP

Pb-Free 10-lead UMLP (1.4 x 1.8mm)

Applications

Cell phone, PDA, Digital Camera, and Notebook LCD
Monitor, TV, and Set-top Box

Related Application Notes

AN-6022 Using the FSUSB30 / FSUSB31 to Comply
with USB 2.0 Fault Condition Requirements

January 2007

General Description

The FSUSB30 is a low-power, two-port, high-speed USB
2.0 switch. Configured as a double-pole double-throw
(DPDT) switch, it is optimized for switching between two
high-speed (480Mbps) sources or a Hi-Speed and Full-
Speed (12Mbps) source. The FSUSB30 is compatible
with the requirements of USB2.0 and features an
extremely low on capacitance (Cgy) of 3.7pF. The wide
bandwidth of this device (720MHz), exceeds the band-
width needed to pass the third harmonic, resulting in sig-
nals with minimum edge and phase distortion. Superior
channel-to-channel crosstalk minimizes interference.

The FSUSB30 contains special circuitry on the D+/D-
pins which allows the device to withstand an overvoltage
condition when powered off. This device is also designed
to minimize current consumption even when the control
voltage applied to the S pin, is lower than the supply volt-
age (Vcc). This feature is especially valuable to ultra-
portable applications such as cell phones, allowing for
direct interface with the general purpose 1/Os of the
baseband processor. Other applications include switch-
ing and connector sharing in portable cell phones, PDAs,
digital cameras, printers, and notebook computers.

Ordering Information

Order Package |[ProductCode
Number Number Top Mark Pb-Free Package Description
FSUSB30L10X MACO010A FJ Yes 10-Lead MicroPak, 1.6 x 2.1mm
14-Terminal Depopulated Quad Very-Thin Flat Pack
FSUSB30BQX | MLPO14A USB30 Yes | No Leads (DQFN), JEDEC MO-241, 2.5 x 3.0mm
10-Lead Molded Small Outline Package (MSOP),
FSUSB30MUX MUA10A FSUSB30 Yes JEDEC MO-187, 3.0mm Wide
FSUSB30UMX MLPO10A GJ Yes 10-Lead, Quad, Ultrathin, MLP (UMLP) 1.4 x 1.8mm
Pb-Free package per JEDEC J-STD-020B.
Application Diagram
1D+ Voc—| FSUSB30
USB2.0 by Y L1
= Controller | 1D- S USB
S(gt-erCBpoJ ﬁ H Connector
AN
or 1 D-
DSP 2D+ A\?\f‘:
Processor DVR or IR
Mass Storage
Controller |22~
S O©E

youMs (sdqmnogy) 0'z 9sn paads-IH 110d-Z Jamod-mo1 0£9SNSH

MicroPak™ is a trademark of Fairchild Semiconductor Corporation.

© 2006 Fairchild Semiconductor Corporation www.fairchildsemi.com
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Connection Diagrams

Pad Assignments for MicroPak

5 A
B 2 2 4
[¢] [¢]
Vee|[10] [5]|GND
1]
n + + +
o o °
)
I T
(Top View)

Pad Assignments for DQFN
NC Vcc

U

OE
HSD1+ HSD1-
NC NC

HSD2+ HSD2-

DIVICICI,
(BN (R)(3)

(1 ()
GND NC
(Top Through View)

Pin Assignment for MSOP
S—]1 10 — Vce
HSD1+ —2 9— OE
HSD2+ —3 8}— HSD1—
D+ —4 71— HSD2-
GND —{5 6— D—
(Top Through View)
Pad Assignments for yMLP
[
- N
[alia)
[ )]
I I
OE[&] Ill Iﬁl =] D-
Vec[ 9] 4] GND
sel[10] [{] [z] =]+
+ +
-
[alia)
[N
I I
(Top Through View)

n
)]
Analog Symbol %
vy)
HSD1+ —y «
TTo—D+
HSD2+ —A ! .
! =
HSD1- —— 1 T
—o——D- e
HSD2- — 4 s
! ®
H -
S— )
OF —| Control IU
o
-
=
Pin Descriptions 0
- — g
Pin Name Description g
OE Bus Switch Enable o
S Select Input %
D+, D—, HSDn+, HSDn— Data Ports S
NC No Connect o
—
N
[e3)
o
<
Truth Table g
(72}
S OE Function \(;
X HIGH Disconnect i
LOW LOW D+, D- = HSD1, S
HIGH LOw D+, D- =HSD2,

© 2006 Fairchild Semiconductor Corporation
FSUSB30 Rev. 1.1.5
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Absolute Maximum Ratings

Stresses exceeding the absolute maximum ratings may damage the device. The device may not function or be opera-
ble above the recommended operating conditions and stressing the parts to these levels is not recommended. In addi-
tion, extended exposure to stresses above the recommended operating conditions may affect device reliability. The
absolute maximum ratings are stress ratings only.

Symbol Parameter Minimum | Maximum Unit
Vee Supply Voltage -0.5 +4.6 \%
Ventrl | DC Input Voltage® -0.5 +4.6 v
HSDnX 0.5 Vee +0.3 \Y
Vsw | DC Switch Voltage® D+,D- when Ve > 0 0.5 Vee + 0.3 v
D+,D- when Ve =0 -0.50 5.25 \%

Ik DC Input Diode Current -50 mA
louT DC Output Current 50 mA
Tsto Storage Temperature -65 +150 °C
ESD Human Body Model All Pins 8 kY
I/0 to GND 8 kv

Note:

1. The input and output negative voltage ratings may be exceeded if the input and output diode current ratings are
observed. DC switch voltage may never exceed 4.6V.

Recommended Operating Conditions

The Recommended Operating Conditions table defines the conditions for actual device operation. Recommended
operating conditions are specified to ensure optimal performance to the datasheet specifications. Fairchild does not
recommend exceeding them or designing to absolute maximum ratings.(z)

UouMS (sdgiNo8y) 0°¢ 9SN paads-IH 10d-Z 1dM0od-M0T 0€ASNSH

Symbol Parameter Minimum Maximum Unit
Vee Supply Voltage 3.0 4.3 \Y,
VN Control Input Voltage 0 Vee \Y
Vsw Switch Input Voltage 0 Vee \%
Ta Operating Temperature -40 +85 °C
(ON)N Thermal Resistance, 10 MicroPak 250 °C/W
Note:

2. Control input must be held HIGH or LOW and it must not float.

© 2006 Fairchild Semiconductor Corporation www.fairchildsemi.com
FSUSB30 Rev. 1.1.5 3
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T
)]
DC Electrical Characteristics %
All typical values are at 25°C unless otherwise specified. w
w
o Tp =—-40°C to +85°C ) o
Symbol Parameter Conditions Vee (V) . Unit —
Min. | Typ. | Max. o)
Vik Clamp Diode Voltage IIn = -18mA 3.0 -1.2 \Y _E.U
v Inout Volt HIGH 3.0to3.6| 1.3 \Y g
nput Voltage
IH P g 4.3 1.7 Vv o
&L
3.0t0 3.6 0.5 \Y N
Vi Input Voltage LOW !
4.3 0.7 Y S
N Control Input Leakage Vgw = 0.0V to Ve 4.3 -1.0 1.0 HA -
loz OFF State Leakage 0 <Dn, HSD1,, HSD2,, < V¢ 4.3 -2.0 2.0 HA TI
Power OFF Leakage _ _ i -(é)
loee Current (D+, D-) Vgow = 0V to 4.3V, Vee = ov 0 2.0 2.0 HA %
Vgw = 0.4V, Igy = -8mA 3.0 65 | 100 | Q Q.
Ron Switch On Resistance® =% ON C
Vgw = 0V, Ig = 30mA at 25°C 3.6 7.0 Q n
ARGy | Delta Rony® Vaw = 0.4V, oy = -8MA 3.0 0.35 0 S
3 Vgw = 0.0V - 1.0V, o
Ron Flatness | Roy Flatness lon = -8MA 3.0 2.0 Q =
— (0]
lce Quiescent Supply Current VCNTf'— =0.0VorVee, 43 1.0 | pA =
lour =0 §
Increase in I Current . _ o
lceT per Control Voltage VenNTRL (control input) = 2.6V 4.3 10.0 HA \(/-)/
)]
Notes: s
3. Measured by the voltage drop between Dn, HSD1,,, HSD2,, pins at the indicated current through the switch. g*
On resistance is determined by the lower of the voltage on the two ports. >
4.Guaranteed by characterization.
AC Electrical Characteristics
All typical values are for V¢ = 3.3V at 25°C unless otherwise specified.
Ty =-40°C to +85°C i
Symbol Parameter Conditions Vee (V) : Unit Flgubre
Min. | Typ. | Max. Number
Turn-On Time S, HD1,, HD2, = 0.8V, .
ton OE to Output R, =500, C, = 5pF 3.0t0 3.6 13.0 30.0 ns Figure 8
Turn-Off Time S, HD1,, HD2, = 0.8V, .
torr OE to Output R, =500, C, = 5pF 3.0t0 3.6 12.0 25.0 ns Figure 8
. @) _ _ Figure 6
tep Propagation Delay R =509, C| =5pF 3.3 0.25 ns Figure 7
tyey | Break-Before-Make | Rb 7 90 CL= 5P 301036 | 20 65 | ns | Figure 9
Vi = 0.8V
Off Isolation _ _ .
ORrR (Non-Adjacent) f = 240MHz, Ry = 50Q 3.0t03.6 -30.0 dB | Figure 12
xtalk | Non-AdiacentChamnel 1o _ 560 f-240MHz | 3.01036 45.0 dB | Figure 13
Crosstalk
_ Ry = 50Q, C, = OpF 720 _
BW —3dB Bandwidth 3.0t03.6 MHz | Figure 11
Ry =500, C, = 5pF 550

© 2006 Fairchild Semiconductor Corporation

FSUSB30 Rev. 1.1.5
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n
2

USB Hi-Speed Related AC Electrical Characteristics %
o Tp =—-40°C to +85°C ) Figure w

Symbol Parameter Conditions Vee (V) : Units b w
Min. | Typ. | Max. Number o

: —

Channel-to-Channel _ _ Figure 6 o

tsk(o) Skew®) R, =509, C, =5pF 3.0t0 3.6 50 ps Figure 10 <
Skew of Opposite Fiqure 6 v

tsky | Transitions of the R, =509, C_ = 5pF 3.0t03.6 20 ps 19 e

S ) Figure 10 =

ame Output o)

=

R_ =500, C, = 5pF, ()

t Total Jitter® tR =t = 50l(éps at 480 Mbps | 3.0t0 3.6 200 ps o
(PRBS =215 _ 1) o

Note: "I*
5. Guaranteed by characterization. =
n

gel

D

(1%

o

Capacitance %
Tp =-40°C to +85°C i w

Symbol Parameter Conditions _ Units Flgut:e N
Min. | Typ. | Max. Number Pt

Cin Control Pin Input Capacitance Vee =0V 15 pF Figure 15 N
Con D1,, D2, Dn On Capacitance Vee = 3.3,_@ =0V 3.7 pF Figure 14 %
Corr D1,, D2, Off Capacitance Vce and OE = 3.3 25 pF Figure 15 §

o

n

N—r

2

=}

=

o

>

© 2006 Fairchild Semiconductor Corporation
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Typical Characteristics

Frequency Response

1
N~

'
N
J

Gain (dB)
A

1 10 100 1000 10000
Frequency (MHz) CL =0pF, Vgc =3.3V
Figure 1. Gain vs. Frequency

Frequency Response

Off Isolation (dB)

UouMS (sdgiNo8y) 0°¢ 9SN paads-IH 10d-Z 1dM0od-M0T 0€ASNSH

1 10 100 1000
Frequency (MHz)

Figure 2. Off Isolation

Frequency Response

Crosstalk (dB)

1 10 100 1000
Frequency (MHz) Vee =3.3V

Figure 3. Crosstalk

© 2006 Fairchild Semiconductor Corporation www.fairchildsemi.com
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Test Diagrams

e Von N
FSUSB30
HSDn
_!\G Dn
]
]
V ]
I
GND St
GND
VS =0to VCC
Ron = Von/ lon
Figure 4. On Resistance
FSUSB30
HSDn
] D+, D-
C R
GNDI Rs g
GND
VSeI
GND

(see AC Electrical tables for specific values).

C, includes test fixture and stray capacitance.

Figure 6. AC Test Circuit Load

trise = 2.5ns

Input — S, OE
GND

Output — Vour

VoL

Vour

R., Rs, and C, are functions of the application environment

n
)]
C
)]
w
w
o
FSUSB30 —
NC— IDn(orF) 2
—V =3
(A) '
T
T° B 1 S
| s
! _T Vi @
! -
| Select
<l‘— —Vl_GND N
Vg=0orV g
s cc S
=
Each switch port is tested separately. -
L
1
w
Figure 5. Off Leakage _8
D
o
-
tRISE = 500pS tFALL = SOOpS %
800mV —_____|__ N
Input: HSDn+, o
Hj(l)jon_\/ 10% ;'%
m o
<
O
©
Output: D+, D— 50% \UL
)]
=)
tpHL =4
>

Figure 7. Switch Propagation Delay Waveforms

90%

Figure 8. Turn-On / Turn-Off Waveform

— teaL = 2.5ns

X 10%

90%

torr
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*Cy includes test fixture and stray capacitance.

traLL = 500ps
trise = 500ps

800MV ~--—--~|--

Input: HSDn+
HSDn-

400mV 10%

Vou------ -

Output: D+, D- 50% 50%

— tpLH —> terL

Tsk(p) = ItprL —tpLn |
Pulse SkeW, TSK(P)

V?C
Vee
Vo HSDn D D- Vour
.
HSDn i % A, _L o
il> ] = l
cons e

FSUSB30
_I___D_ -
VSe| T
GND

Rs and Ry are functions of the application environment
(See AC Electrical Tables for specific values).

Vap —oemeeeeee
Control ¢ /500/
Input °
P ov tn = t- = 2.5ns (10-90%)
Vour

0.9 x VOUT

Figure 9. Break-Before-Make (tggm)

trise = 500ps

Input: D+, D-

400mV 10%

Output1: HSD1+

HSD1- 0%

VoL

tprLt

Vou----F----+
Output1: D2+, D2- 50% 50%

VOL I

— tpLHe  —

Tsk(0) = tpLi = teLrz | OF ItpLs —tprio |
Output Skew, Tgk(ouT)

Figure 10. Switch Skew Tests

Network Analyzer
Rs
T Vin

GND Vs

GND
Vout

GND Rr
GND

Figure 11. Bandwidth

traLL = 500ps

tPHL2
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Network Analyzer
FSUSB30 Rs
T Vi
_I> L R GND Vs
i T
VSel - GND
GND
GND Ry
OFF-Isolation = 20 Log (Vout/Vin) GND

Vgel L

GND

Figure 12. Channel Off Isolation

|—NC

FSUSB30

} R,
GND

L

Rs and Ry are functions of the application environment

(50, 75 or 100Q)
Crosstalk = 20 LOg (VOUT/V|N)

GND T
;GND

Rs
Vin E >Vs
GND
% GND

Network Analyzer

Vout

Figure 13. Non-Adjacent Channel-to-Channel Crosstalk

FSUSB30
Capacitance Dn
Meter s
f = 240MHz VSEl =0or VCC
D1n, D2n —]

Figure 14. Channel On Capacitance

bn | FSusB30

Capacitance
Meter

f = 240MHz

Figure 15. Channel Off Capacitance

D1n, D2n
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ValRSS

VSEl =0or VCC
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Application Guidance: Meeting USB 2.0 Vbus Short Requirements

In section 7.1.1 of the USB 2.0 specification, it notes that
USB devices must be able to withstand a Vbus short to
D+ or D- when the USB devices is either powered off or
powered on. The FSUSB30 can be successfully config-
ured to meet both these requirements.

Power-Off Protection

For a Vbus short circuit, the switch is expected to with-
stand such a condition for at least 24 hours. The
FSUSB30 has specially designed circuitry which pre-
vents unintended signal bleed through as well as guar-
anteed system reliability during a power-down, over-
voltage condition. The protection has been added to the
common pins (D+, D-).

Power-On Protection

The USB 2.0 specification also notes that the USB
device should be capable of withstanding a Vbus short
during transmission of data. Fairchild recommends add-
ing a 100Q series resister between the switch VCC pin
and supply rail to protect against this case. This modifi-
cation works by limiting current flow back into the V¢
rail during the over-voltage event so current remains
within the safe operating range. In this application, the
switch passes the full 5.25V input signal through to the
selected output, while maintaining specified off isolation
on the un-selected pins.

VCC=3.6V
100 Ohms
HSD+ |
HSD+ | | D+=5.25V
FSUSB30
HSD- _| D- = 5.25V
HSD- | —

1

Figure 16. Adding 100Q resistor in series with the Vcc supply allows the FSUSB30 to withstand a
Vbus short when powered up
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For more information, see Applications Note AN-6022 Using the FSUSB30 to Comply with USB 2.0 Fault
Condition Requirements at www.fairchildsemi.com
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Tape and Reel Specifications

Tape Format for MircoPak

n
)]
C
9]
o9)
8
Package Tape Number Cavity Cover Tape
Designator Section Cavities Status Status 5
Leader (Start End) 125 (typ) Empty Sealed %
- - jv)
L10X Carrier 5000 Filled Sealed o
Trailer (Hub End) 75 (typ) Empty Sealed %
L
e
Tape Dimension T
(@)
Dimensions are in millimeters unless otherwise specified. -
L
00— 0,10 (Ij')
2.00——— 215055 g —1.75£0.10
[0 o
! T 1 ‘—I P %
& ¢ O 2
030 A 3503005 1757 MAX. o cC
3-0041.10 A 1 { (n
£
- 51— o
Pin 1 1 N
B = ©
@0.50£0.05 SECTION B-B ’E
SCALE0X foe)
DIRECTION OF FEED o
0.25410.020 g
175° MAX | S
n
Tl b —
o BEND RADIUS (0))
NOT TO SCALE s
SECTION._ Ach o
NOTES: UNLESS OTHERWISE SPECIFIED =y
1. ACCUMULATED 50 SPROCKETS, SPROCKET HOLE
PITCH IS 200.00 £0.30MM
m 300056 2.3020.05 1782005 |0.6820.05 2. NO INDICATED CORNER RADIUS 1S 0.127TMM
300038 | 1.78£0.05 | 1.78£0.05 [0.68:0.05 3. CAMBER NOT TO EXCEED 1MM IN 100MM
300033 1.60+0.05 1.15+0.05 |0.70+0.05 4. SMALLEST ALLOWABLE BENDING RADIUS
5. POCKET POSITION RELATIVE TO SPROCKET HOLE MEASURED
AS TRUE POSITION OF POCKET, NOT POCKET HOLE
® & & O
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Reel Dimension for MircoPak

Dimensions are in inches (millimeters) unless otherwise specified.

TAPE SLOT
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DETAIL X DETAIL X
SCALE: 3X ‘ ]
—-| - Y
Tape Size A B C D N W1 w2 W3

7.0 0.059 0.512 0.795 2.165 |0.331 + 0.059/-0.000 0.567 W1 + 0.078/-0.039

(8mm) (177.8) (1.50) (13.00) (20.20) (55.00) (8.40 + 1.50/-0.00) (14.40) (W1 + 2.00/-1.00)
© 2006 Fairchild Semiconductor Corporation www.fairchildsemi.com
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Tape Format for DQFN

Package Tape Number Cavity Cover Tape
Designator Section Cavities Status Status
Leader (Start End) 125 (typ) Empty Sealed
BQX Carrier 2500/3000 Filled Sealed
Trailer (Hub End) 75 (typ) Empty Sealed
Tape Dimensions
Dimenions are in millimeters unless otherwise specified.
| 5510,
1.75 £+ 0.01
¢ & o, %, 5
5.50 + 0.10 «
12,00 £ 0.30
4.75 :0.10
N p155+005
BB
PKG. SIZE DIM.Ao DIM.Bo DIM.Ko
SECTION A4 3.5X45 38+01 ] 48+01 [ 09+0.1
3.0X 3.0 33+0.1 ] 33+0.1]0.9+0.1
25X45 28+01 ]| 48+0.1 ]| 09+0.1
25X35 28+0.1 | 38+0.1[09+0.1
25X3.0 28+0.1 | 33+01(09+01
25X25 28+0.1 ]| 28+0.1 | 0.9+0.1

NOTES: unless otherwise specified

2. Smallest allowable bending radius.

3. Thru hole inside cavity is centered within cavity.

4. Tolerance is +0.002[0.05] for these dimensions on all 12mm tapes.

5. Ao and Bo measured on a plane 0.120[0.30] above the bottom of the pocket.

6. Ko measured from a plane on the inside bottom of the pocket to the top surface of the carrier.
7. Pocket position relative to sprocket hole measured as true position of pocket. Not pocket hole.
8. Controlling dimension is millimeter. Diemension in inches rounded.

1. Cummulative pitch for feeding holes and cavities (chip pockets) not to exceed 0.008[0.20] over 10 pitch span.

DIMENSIONS ARE IN MILLIMETERS

© 2006 Fairchild Semiconductor Corporation
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Reel Dimensions for DQFN
Dimensions are in inches (millimeters) unless otherwise specified.

W2 max Measured at Hub

>

< W1 Measured at Hub

-
7))

C

w

w

w

o

> | .

4 [ s

B Min T

> |4 g

— | Dia C P~

- ’ -

/ i I}J

i Dia D T
max :',\J‘ . ~ —
S :_E

| o

®

See detail AA DETAIL AA ®

o

v cC

w

w

N

Tape Size A B C D N w1 w2 <
13.0 0.059 0.512 0.795 7.008 0.488 0.724 5

(12mm) (330) (1.50) (13.00) (20.20) (178) (12.4) (18.4) 2
O

o

wn

N

W

=3

=

(@)
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T
. . m
Tape Dimensions for MSOP 8
Dimensions are in inches (millimeters) unless otherwise specified. g
o
Pz P
©.30+0.05 2.0£0.1(2) 4.020.1 3) —
— o
"’ 21.554+0.05 ><H~| 1 75401 %
o)
R 3 —3 =
E
L #1.60£0.1 (2) o
w -
B Niiaig M M M b
f Y, jY)
o
! -
ek R 0.5 TYPICAL < %] -
e T
SECTION X=X DRSS, Ao (T!)
©
REF.3.3£0,1 > o
el 530401 , \ o
Bo 330401 [ REF.0.30 C
Ko 1.20+-0 1 REF.O.3 o = i r Ko ()]
Kl 1.00+/-0.1 [ = w
F 550+-0 1 N
P1 8.00+-0.1 REF.O.4 g
Wy 12.00+/-0.3 ~
SECTION Y-—Y o0
o
Notes: <
1. All dimensions are in millimeters. g
2. Measured from centerline of sprocket hole to centerline of pocket. wn
3 Cumulative tolerance of ten sprocket holes is =0 20mm ~
4. Cther material available %2
=
=
(@)
Reel Dimensions for MSOP =
Dimensions are in inches (millimeters) unless otherwise specified
.._,_‘ ‘.._ W
n
TAPE SLOT
—-n-‘ ‘4—-— B
A N JU | Py | —
= -~ c
5 s | I
DETAIL X DETAIL X ” L
SCALE: 3X ‘
o - w
Tape Size A B C D N w1l w2 W3
13 0.059 0.512 0.795 7.008 0.448 0.724 0.468-0.606
(12mm) (330) (1.5) (13) (20.2) (178) (12.4) (18.4) (11.9 -15.4)
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n
wn
Physical Dimensions 8
Dimensions are in millimeters unless otherwise specified. w
w
o
1.75
1.50 5
2X | ~[0.10]c] P 2
10! A -—0.75 T
= 9 == 6 0,50 )
0.25 T =
(Il | [ Il SE
IR H & E B N
\ | \ | 147 01— = ™ 1.86 mv)
— — - (@]
E- - - [ 12 2 112 =
| | I | 0.36 1 151 T
/| [l [l 1 0.61 _ _ (Ij')
AT T T e R R g
PIN#1 IDENT J 1 2 0.10][C §
B 0.25 (10X)
TOP VIEW 035 (1) ’ c
0.55 MAX LAND PATTERN RECOMENDATION g
r// 0.05[c o
i s
(0]
— T =
J A =
0.05 ho]
0.00 5T ~]0.05 I
0p)
0% [z =3
| 5
>
|
* IRHRIIE
(0.10)—~| [~
L = —— -4
|
puiiRuisin
0.35 .
10X 425 | |“ 8.32 10X
020) - 4 0.108[C[A[B]
| {150} 0.05([C
BOTTOM VIEW
NOTES:
A. PACKAGE CONFORMS TO JEDEC MO255, VARIATION UABD
B. DIMENSIONS ARE IN MILLIMETERS.
C. DIMENSIONS AND TOLERANCES CONFORMS TO ASME Y14.5M, 1994.
MACO010ARevC
Figure 17. 10-Lead MicroPak, 1.6 x 2.1mm
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B.
C.

Physical Dimensions

Dimensions are in millimeters unless otherwise specified.

MO—241, VARIATION AA
DIMENSIONS ARE IN MILLIMETERS.

DIMENSIONS AND TOLERANCES PER
ASME Y14.5M, 1994

MLP14ArevA

3.00
2.50
Bl
(2><)J TOP VIEW
—0.80 MAX
//[0.10]c] ‘ (020)
'_I_D_EI_EI_EI;—[
N Jo.08[C O'Os_f —{ ;
0.00
SEATING SIDE VIEW
—] 165 MAX 1= r8;§8
PIN #1 IDENT
AT
Lol T
1.15 MAX
W‘E‘ 8 +
LA
s S S| 0.18-0.3
[0.100)]
200 *l5osm)
BOTTOM VIEW
NOTES:
A. CONFORMS TO JEDEC REGISTRATION

4.00 MAX
~—2.20 MAX——
=1 1.40 MAX =
3 h 9
5 ~1.00
oK MAX
‘ 14 oz ’
' Ry L
f 1 3.50
) MAX
M
(0.90) (¥ Ex %
L
0.50 TYP— 0.24 TYP

RECOMMENDED LAND PATTERN

Figure 18. 14-Terminal De-populated Quad Very-Thin Flat Pack No Leads (DQFN), JEDEC MO-241, 2.5 x 3.0mm
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Physical Dimensions

Dimensions are in millimeters unless otherwise specified.

—— 3:0.1 —p{A]

10400 OO0 |

% 3+0.1 t__ ---------- 1 i
) il

PIN #1 _I 5

IDENT e 0.5TYPJ LJ Lo.sTYP

LAND PATTERN RECOMENDATION
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1AMAX - | ALLLEAD TIPS 0.85:0.10 \/ e o A
If T TIT 11T \I [//’ :
LR L \ —
T e ..
[050] et
|l 047027
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(¢ [U.US@ABOLE]

—| }~—12°TOP & BOTTOM
RAITYP GAGE PLANE
RO.13 TYP
DIMENSIONS ARE IN MILLIMETERS 0%8°
E -1
0601020 SEATING PLANE
(0.95)—]
NOTES:
A CONFORMS TO JEDEC REGISTRATION MO-187, VARIATION BA, DETAIL A

REF NOTE 6, DATE 11/00.
B. DIMENSIONS ARE IN MILLIMETERS.

C. DIMENSIONS ARE EXCLUSIVE OF BURRS, MOLD FLASH,
AND TIE BAR EXTRUSIONS.

D. DIMENSIONS AND TOLERANCES PER ASME Y14.5M, 1994.

MUA10AREVA

Figure 19. 10-Lead Molded Small Outline Package (MSOP), JEDEC MO-187, 3.0mm Wide
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Physical Dimensions 8
Dimensions are in millimeters unless otherwise specified. 8
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[&Jo1s[c _EU
2X 1.40 —1700—]  gx o
0.663 ——D‘ - 0:563 é
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7 L g
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(1[0.15|C — TI
2X _‘ L 10X w
0.225 ©
TOP VIEW %
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' I—'_I_E!J_I_I:l_[ SEATING N
Jo.08]c _1 ' PLANE o
0.050 ‘ ~
&
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L
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bz d Do |t 8
© BE ol

Al
045 __|"°
055—1 li 0.15
025 10X
0.10[c[A]B]
-$ 0.05|C
BOTTOM VIEW

NOTES:

A. DIMENSIONS ARE IN MILLIMETERS.

B. DIMENSIONS AND TOLERANCES PER
ASME Y14.5M, 1994

UMLP10Arev1

Figure 20. 10-Lead, Quad, Ultrathin Molded Leadless Package (UMLP), 1.4 x 1.8mm
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TRADEMARKS

The Power Franchise®
Programmable Active Droop™

The following are registered and unregistered trademarks Fairchild Semiconductor owns or is authorized to use and is not
intended to be an exhaustive list of all such trademarks.

ACEx™ FACT Quiet Series™ OCX™
ActiveArray™ GlobalOptoisclator™ OCXPro™
Bottomless™ GTQ™ OPTOLOGIC®
Build it Now™ HiSeC™ OPTOPLANAR™
CoolFET™ |2gm PACMANT™
CROSSvVOLT™ -Lo™ pPoOpP™
DOME™ ImpliedDisconnect™ Power247™
EcoSPARK™ IntelliMAX ™ PowerEdge™
E2CMOS™ ISOPLANAR™ PowerSaver™
EnSigna™ LittleFET™ PowerTrench®
FACT® MICROCOUPLER™ QFET®
FAST® MicroFET™ Qs™
FASTr™ MicroPak™ QT Optoelectronics™
FPs™ MICROWIRE™ Quiet Series™
FRFET™ MSX™ RapidConfigure ™
MSXPro™ RapidConnect™
Across the board. Around the world. ™ uSerDes™

ScalarPump™

SILENT SWITCHER® UniFET™
SMART START™ VCX™
SPM™ Wire ™
Stealth™

SuperFET™

SuperSOT™-3
SuperSOT™-6
SuperSOT™-8
SyncFET™
TCM™
TinyBoost™
TinyBuck™
TinyPWM™
TinyPower™
TinyLogic®
TINYOPTO™
TruTranslation™
UHC®

DISCLAIMER

FAIRCHILD SEMICONDUCTOR RESERVES THE RIGHT TO MAKE CHANGES WITHOUT FURTHER NOTICE TO ANY PRODUCTS
HEREIN TO IMPROVE RELIABILITY, FUNCTION, OR DESIGN. FAIRCHILD DOES NOT ASSUME ANY LIABILITY ARISING OUT OF THE
APPLICATION OR USE OF ANY PRODUCT OR CIRCUIT DESCRIBED HEREIN; NEITHER DOES IT CONVEY ANY LICENSE UNDER
ITS PATENT RIGHTS, NOR THE RIGHTS OF OTHERS. THESE SPECIFICATIONS DO NOT EXPAND THE TERMS OF FAIRCHILD'S
WORLDWIDE TERMS AND CONDITIONS, SPECIFICALLY THE WARRANTY THEREIN, WHICH COVERS THESE PRODUCTS.

As used herein:

LIFE SUPPORT POLICY

FAIRCHILD'S PRODUCTS ARE NOT AUTHORIZED FOR USE AS CRITICAL COMPONENTS IN LIFE SUPPORT DEVICES OR
SYSTEMS WITHOUT THE EXPRESS WRITTEN APPROVAL OF FAIRCHILD SEMICONDUCTOR CORPORATION.

1. Life support devices or systems are devices or systems which,
(a) are intended for surgical implant into the body, or (b) support or
sustain life, or (¢) whose failure to perform when properly used in
accordance with instructions for use provided in the labeling, can be
reasonably expected to result in significant injury to the user.

2. A critical component is any component of a life support device or
system whose failure to perform can be reasonably expected to
cause the failure of the life support device or system, or to affectits
safety or effectiveness.

Definition of Terms

PRODUCT STATUS DEFINITIONS

Datasheet Identification

Product Status

Definition

Advance Information

Formative or In Design

This datasheet contains the design specifications for
product development. Specifications may change in
any manner without notice.

Preliminary

First Production

This datasheet contains preliminary data, and
supplementary data will be published at a later date.
Fairchild Semiconductor reserves the right to make
changes at any time without notice to improve
design.

No Identification Needed

Full Production

This datasheet contains final specifications. Fairchild
Semiconductor reserves the right to make changes at
any time without notice to improve design.

Obsolete

Not In Production

This datasheet contains specifications on a product
that has been discontinued by Fairchild semiconductor.
The datasheet is printed for reference information only.
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AN96527

Designing USB Type-C Products Using Cypress’s CCG1 Controllers

Authors: John Hyde, Vihang Trivedi

Associated Project: No

Associated Part Family: CYPD11xx

Related Documents: For a complete list, see Related Documents

To get the latest version of this application note, or the associated project file, please visit
http:/lwww.cypress.com/go/AN96527.

AN96527 explains technological advances introduced by the USB-IF Type-C Specification and the Power Delivery
Specification and how they can be designed into practical products using Cypress CCG1 Controllers. Four application

areas are explored: host design, cable design, peripheral design, and power adapter design. Working prototype
reference designs are presented for each application area, along with design and debug tools.
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1 Introduction

In August 2014, the USB Implementers’ Forum (USB-IF) introduced two separate but complementary specifications.
The USB Power Delivery (PD) Specification Revision 2.0, Version 1.1 details how a USB link can be transformed
from a 4.5-W power source (900 mA at 5 V) to a 100-W power source or consumer (up to 5 A at 20 V). The USB
Type-C Cable and Connector Specification Revision 1.1 details a reversible, slim connector system with high-speed
USB 2.0 signals and two SuperSpeed lanes at up to 10 Gbps that can be repurposed to support Alternate Modes.
Power Delivery can be implemented independent of Type-C, and Type-C implementations need not include Power
Delivery.

This application note explains a range of USB solutions that can be implemented with both Power Delivery and Type-
C within the context of several reference designs: host, cable, client, power adapter, and docking station.

This application note first looks at Power Delivery (PD) and how it is architected and implemented. All USB products,
at all speeds, can take advantage of Power Delivery as a power provider, power consumer, or sometimes both,
including dynamically changing roles. Up to 100 W can be distributed on a Type-C cable, meaning that even a tablet
or notebook can be bus-powered.
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Designing USB Type-C Products Using Cypress’s CCG1 Controllers

Most Type-C cables will implement all of the Type-C and Power Delivery features and will therefore need to be
electronically marked, making a cable an “electronically marked cable assembly” (EMCA). This document covers an
EMCA design implemented as a PCB that uses two Cypress CCG1 devices, one at each end of the cable. It also
describes a practical EMCA design that can be built inside a Type-C plug.

The application note then looks at Alternate Modes, which allow the USB differential pairs defined by the Type-C
Specification to be repurposed for other serial protocols such as DisplayPort, PCle, Mobile High-Definition Link, and
eSATA. This reduces the diversity of connectors on a USB product, because USB Type-C connectors can replace all
previous USB connectors, power connector, and connectors for other uses.

Finally, this application note examines a docking station design that performs power aggregation and sharing among
multiple Type-C (and a few Type-A) ports.

Note: This application note references the Cypress CCG1 (Type-C Controller Generation 1), a Cypress USB Type-C
port controller compliant with the latest USB Type-C and PD standards. This device provides a programmable
hardware and firmware solution with field upgradability to adapt to changes in Type-C spec. CCGL1 devices integrate
Type-C Transceivers. For power delivery applications, it integrates the Over Current Protection (OCP) and Over
Voltage Protection (OVP) features. It provides a complete solution to add USB Type-C and PD support to power
adapters, cables, notebooks, tablets, and monitors.

This application note also references the Cypress CY4501 CCG1 Development Kit and is intended as supplemental
information to the CY4501 CCG1 Development Kit Guide. We recommend that you have the kit and this guide
available to implement the example designs. Readers without the kit, however, will still learn a great deal from the
USB Type-C theory sections and example designs.

2 Implementing Type-C and Power Delivery Systems

Before discussing specific applications, it is beneficial to review some essential theory. Figure 1 shows the USB
Power Delivery architecture for a Type-C system. Derived from the PD Specification, Figure 1 shows only the biphase
mark code (BMC) operation with the Type-C connector (this is described in the Configuration Channel: Message
Passing section). Note that the PD spec includes support for the previous generation solution using the binary
frequency shift keying (BFSK) method over Vbus on legacy (Type-A/B) connectors but this is not considered in this
application note.

Figure 1. Type-C Power Delivery Architecture
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Designing USB Type-C Products Using Cypress’s CCG1 Controllers

Before the PD Specification, the host computer (a laptop, for example) was always the power provider and the
peripheral device was always a power consumer. Charging the battery of the host computer was considered a
separate action. The PD Specification greatly improves the USB ecosystem and defines power roles that are
independent of “host” and “peripheral” and includes ability for swapping power roles. An example for such versatile
behavior is that a powered peripheral such as a monitor can charge the battery of a host such as Notebook or PC.
This will dramatically reduce the number of cables used in new USB systems.

The PD Specification defines a power provider as the device that provides power onto Vbus and a power consumer
as a device that consumes power from Vbus. Here ‘device’ is ‘host’ or ‘peripheral’ and they take on the role of being
a power provider or a power consumer. This role may be swapped under program control. Note that these new power
roles are independent of the USB data transfers between a host and a peripheral.

The PD Specification defines a System Policy Manager that would be implemented on the USB Host running as an
operating system task. This topic is beyond the scope of this application note; the reference designs discussed in this
document operate with no involvement of the host operating system. For more details and insight to System Policy,
please refer to the PD Specification.

When a USB Host and USB device are interconnected, they form a USB link pair, and each link partner has a
configuration channel (CC) controller. Messages are then logically exchanged among Device Policy Managers within
each controller. These messages are physically transferred over the CC and a power delivery (PD) contract is set up
between the link pair, and then power is delivered over Vbus.

A CCGLl is used to implement the Power Delivery architecture within all of the presented reference designs. The
policy protocol layer is implemented in firmware, and the reference designs include solutions for the USB Host (PC,
Laptop, Notebook, Smartphone), EMCA (Cable), power adapter, and USB peripheral (Monitor, Hard Disk). The
CCG1 device also implements the cable detect mechanism and the messaging physical layer.

The configuration channel is a new signal pair within the Type-C signal definition, so this is described next.

2.1 Type-C Signal Definition

Figure 2 shows the connections of a Type-C receptacle. For reference, the new Type-C signals are shown in bold
text below the figure and signal names found in a USB Type-A receptacle are shown in normal text. The Type-C
receptacle has two rows of 12 connections arranged symmetrically, both horizontally and vertically to facilitate
plugging in a cable right-side up and right-side down. The USB IF did a great deal of simulation and modeling to
derive this arrangement of distributed signals and grounds to enable a reliable signal transfer rate of 10 Gbps and
beyond.

Figure 2. Type-C Signal Definition of a Receptacle
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As shown in Figure 2, there are four ground signals and four Vbus signals. Their relative position remains the same
when a plug is connected in any orientation.

There are two USB SuperSpeed lanes (four pairs of signals). One or both of these lanes can be repurposed for use in
an Alternate Mode to transport other data for other serial protocol buses such as DisplayPort. Alternate Modes are
described in the Type-C Alternate Modes section. When an Alternate Mode is active, two additional signals —
SideBandUse (SBU1/2) — may also be utilized to carry the control signals.

A USB 2.0 pair of signals, Dp and Dn, is always present, which means that USB data transfers up to high speed
(480Mb/s) will always be available even if both USB SuperSpeed lanes have been reassigned for Alternate modes.
Two sets of USB 2.0 signals are defined (one in the top row and one in the bottom row) on a Type-C receptacle. It is
expected that they are connected together in the PCB that hosts the receptacle. Dpl should be shorted to Dp2 and
Dn1 should be shorted to Dn2. This ensures that the USB 2.0 connection will be in place when a plug is connected in
any orientation.

The configuration channel is defined using two signals, Vconn and CC on a plug and CC1 and CC2 on a receptacle,
as shown in Figure 3.

Figure 3. Type-C Plug, Receptacle, and Flipped Plug

Because the plug can be inserted right-side up or right-side down, Vconn on the plug will be connected to either CC1
or CC2 on the receptacle, and CC on the plug will be connected to either CC2 or CC1 on the receptacle. The first
task then is to determine the orientation of the cable.

This application note only discusses the power delivery aspect of the reference designs; it does not discuss anything
about the USB data delivery over the Type-C cable. This is an important point to note because the configuration
channel is implemented as a totally separate subsystem to the USB data delivery channels; it does not rely on any
USB signaling.

The Type-C Specification introduces a variety of new terms and acronyms (see Appendix A: USB and Type-C
Acronyms). These will be explained as they are introduced in this application note.

Figure 4 shows the power delivery signals of a downstream facing port (DFP), which would be a host or a hub and is
typically a power provider, and a directly connected (no intervening cable) upstream facing port (UFP), which would
be a peripheral device such as thumb drive and is typically a power consumer. Only power signals are shown. USB
signals will be added later in the application note, and, as explained previously, their operation is independent of the
power signals.
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Figure 4. Direct Connection of a Power Provider and Power Consumer

2.2 Configuration Channel: Cable Detect
A typical cable connection detection goes through the following sequence:

m By Default, DFP (power provider) sets Vbus to 0 V.

m  DFP (power provider) has two pull-up resistors (Rp) connected to CC1 and CC2.
m  UFP (power consumer) is connected to Vbus, waiting for power.

m  UFP (power consumer) has Vconn open.

m  UFP (power consumer) has a pull-down resistor Rd connected to CC.

m  On connection, Rd pulls CC1 or CC2 LOW depending on the orientation.

m  DFP (power provider) determines whether CC1 or CC2 was pulled LOW and therefore knows the orientation of
the cable.

m  DFP (power provider) provides 5 V on Vbus.

m  UFP (power consumer), on seeing 5 V on Vbus, responds to the enumeration of its USB data channel, if it has
one. Most peripherals will have a USB data channel but the PD Specification permits a power adapter to be
designed without a USB data channel.

The value of Rp determines the initial power limit of the DFP, as shown in Table 1. A higher current may be
negotiated using USB-PD later as described in Power Provider Design. The CC voltage shown is a typical value
because Rp and Rd are specified with 20 percent tolerance components (additionally, the table assumes that Rp is
connected to +5V; the PD Specification actually defines this connection in terms of current flow through Rd and
describes other implementation methods).
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Table 1. Rp Determines Initial Vbus Current Limit

Other resistor values are also valid; refer to Appendix B: Accessories for a description of the accessories.

2.3 Configuration Channel: Messaging Physical Layer

If the UFP peripheral needs only up to 15 W of power (3 A at 5 V), then a PD controller is not needed. If the power
provider has an Rp value of 10 kQ as shown in Table 1, it can source up to 3 A of current. Note that this is twice as
much as that provided by the Battery Charging Specification 1.2.

Most new applications will want more power, however. Figure 5 shows the same power source and power consumer
of Figure 4 with a configuration channel controller (a CCG1 device) implemented within each link partner so that
advanced features such as power delivery can be negotiated.

Figure 5. Type-C Configuration Channel implementation with CCG1

When connected, either CC1 or CC2 will be connected to the plug’s CC line (UFP side). The CCG1 (DFP side) will
disconnect Rp from the CCx pin, which is not connected to the CC line (UFP side) and instead connects a +5V
Vconn supply to it. This Vconn supply is not used by the example implementation shown in Figure 5. Refer to the
Adding a Type-C Cable section to understand how Vconn supply is used.

In the implementation shown in Figure 5, UFP and DFP are directly connected (without a cable). UFP uses a plug,
where Vconn and CC are fixed. Another example of a directly connected device is a mouse with a captive cable. It
will also have Vconn and CC in a fixed position. Figure 5 highlights TX+RX transceivers that are used to implement
the configuration channel; these are actually embedded within the CCG1.
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The configuration channel uses half-duplex biphase mark coding (BMC) to transmit and receive messages. BMC is
often called “Differential Manchester encoding” and is an extension of Manchester encoding, wherein the output
signal toggles on both rising clock edge and falling clock edge if the data bit is HIGH. If the data bit is LOW, the
output transitions only every rising edge. Because there are transitions for both LOW and HIGH data bits, BMC is
effectively DC-balanced, making it suitable for superimposing on the DC level set by Rp and Rd on the CC line as
shown in Figure 6. More details can be found in the Type-C specification from the USB-IF website.

Figure 6. CC Messages (BMC Superimposed on the DC Level of the CC Wire)
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CCGL1 is based on PSoC® 4, and uses UDB, SCB, and analog blocks and firmware to implement the BMC encoding
and decoding scheme. As shown in Figure 7, external resistors Rp and Rd are used to set the correct biasing values
(connection detection). If you are not familiar with the PSoC 4 architecture and related terms, refer to the PSoC home
page for a wealth of technical documentation, videos, and other training materials.

Figure 7. Detail of One of the Two Configuration Channel Physical Layers on a DRP
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2.4 Dual-Role and Dead-Battery Provision

Many USB products (a laptop, for example) operate as a power provider and a power consumer at different times.
The Type-C Specification calls this operation a dual-role port (DRP). (Note that this term has no relationship to the
USB OTG ability to swap data host and data peripheral roles).

A laptop with DRP capabilities will be a power provider when running from its internal battery and a power consumer
when being charged from the Type-C connector. DRP devices have the ability to connect and disconnect either Rp,
Rd, or both to and from the CC lines. Upon detecting a Type-C connection, DRP devices will toggle their state
between trying to be a DFP (by connecting Rp and disconnecting Rd) and trying to be an UFP (by disconnecting Rp
and connecting Rd). When a DRP device (like a laptop) is connected to an UFP device like a mouse, after toggling to
the DFP state, the laptop will detect a UFP attached and will settle its power state as a DFP. Then the laptop will
provide power to the mouse.

On the other hand, when a DRP device (like a laptop) is connected to a DFP device like a power adapter, after
toggling to the UFP state, the laptop will detect a DFP attached and will settle its power state as a UFP. Then the
power adapter will provide power to the laptop.

A DFP will have Rp connected to a local +5 V supply, and a UFP will have Rd connected to ground. Consider what
happens in Figure 7 if the DRP does not inject power into the system; that is, its local +5-V supply is, in fact, floating.
An example is a laptop with a dead battery. A requirement for a power provider is that it should be a DRP and present
Rd to ground on both CC lines when it is not providing power. This will make the DRP look like a UFP.

Figure 8 extends Figure 7, with both sides augmented to be DRPs. In this example, consider that a laptop is
connected to a powered monitor. The laptop battery is dead, so Rp is floating and Rd is present.

Figure 8. Two Interconnecting DRPs Example — Laptop and Powered Monitor
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The DRP-UFP (powered monitor in this example) will initially present Rd on its CC line, and the DRP-DFP will not be
recognized because the laptop battery is dead and the CC line is not pulled up. The DRP-UFP periodically swaps
roles to detect a connection. The DRP-UFP’s CCG1 will disconnect Rd and then connect Rp; this CCG1 will then
detect the voltage on the CC line and apply 5V to Vbus with the current rating as defined in Table 1. With the DRP-
DFP CCGL in the laptop now powered, the two CCGL1 devices will negotiate a higher Vbus so that the laptop battery
can be charged more quickly, as described in Power Provider Design.

2.5 Adding a Type-C Cable

The example in Figure 5 used a directly connected UFP, making the explanation of the configuration channel simpler.
Figure 9 shows the more common implementation of interconnecting a DFP and a UFP using an EMCA.

Two types of cables are defined in the USB specifications: a full-featured cable that supports all the Type-C signals
shown in Figure 2, and a USB 2.0 cable that does not implement the SuperSpeed or sideband signals. The USB 2.0
Type-C cable, which has fewer wires, would be cheaper and more flexible.

Figure 9. Connecting a DFP and UPF With an EMCA

There are two plugs in the EMCA solution shown in Figure 9, which provide four possible ways of interconnecting the
DFP and the UFP. This implementation is slightly more complex compared to the direct connection shown in Figure
5. Now the UFP also has to take care of the cable twist. The Vconn signal is terminated at one end of the cable
electronics and is not connected to other end of the cable. This Vconn isolation allows the simple Rp and Rd cable
detect mechanism on the CC line to continue to operate.

Vconn in the cable plug has a resistor, Ra, connected to ground. This enables the DFP to determine that it is
connected to a cable rather than a directly connected device. Therefore, the DFP will supply +5 V on Vconn to power
the cable electronics. It is recommended that the DFP disconnects Rp and the EMCA disconnects Ra once the PD
negotiation is complete to conserve power. The EMCA reference design described in the CY4501 CCG1
Development Kit Guide allows three different implementations of an EMCA to be evaluated. Please refer to the
Design Files on the CY4501 CCG1 Development Kit webpage.

An EMCA needs a configuration channel controller (a CCG1) mounted in the cable. The CCGL1 device is available in
three packages, as shown in Figure 10, one small enough to fit into the plug of an EMCA cable. Therefore, whether
you are building hosts, clients, EMCAs, or power adapters, you can choose the one best suited to your design
project.
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Figure 10. CCG1 Package Types

The Figure 11 shows the image of a CCG1 cable paddle card. The CCG1 device is powered by Vconn. Vconn is
supplied from either or both the ends of the cable (and can be swapped), and the cable vendor has the option of
using a single CCG1 or two CCG1 devices, one at each end of the cable. Figure 9 shows the second CCG1 device in
red.

Figure 11. Type-C EMCA Plug with CCG1

2.6 Configuration Channel: Message Passing

Power Delivery parameters are exchanged between CCG1 devices by passing messages. Up to four CCG1 devices
are connected to the CC wire, and the Type-C scheme to uniquely address a destination CCG1 device. The
addressing scheme is shown in Figure 12.

Assuming that the DFP is the message source, then the CCG1 device closest to the DFP is called SOP’ (SOP
prime). The CCG1 device at the other end of the cable, if it exists, is called SOP” (SOP double prime), and the CCG1
device in the port partner UFP is called SOP. The Type-C Specification also uses SOP* to refer to SOP, SOP’ or
SOP”. When the UFP is the message source, then the CCGL1 device in the cable closest to it is SOP’, and the far-end
CCG1 device is SOP”. The CCG1 device in the link partner is always SOP.
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Figure 12. DFP and UFP connection with EMCA (using 4 CCG1)

You do not need to know all the details of the messaging because the CCG1 device implements the Power Delivery
(and Alternate Modes) messages in firmware, and a high-level Host Processor Interface (HPI) is presented to users
who would like to add messages at run time. The reference designs implement the feature set defined by the PD
Specification (and the VESA DisplayPort on Type-C Specification). Should the USB specifications change, then a
new firmware will be updated and released.

Messages are sent half-duplex and in the format as shown in Figure 13. Also included is a first-level decoder ring that
explains some of the fields. The preamble is 64 bits of alternating Os and 1s, which allow the receiver to sync with the
actual data rate of the transmitter (300 +30 kHz). All other data is transmitted with 4b5b encoding to improve
reliability.

The CCGL1 device decodes and extracts the data bytes to send to the protocol layer (refer to Figure 1). A 16-bit
address/type field (which the PD Specification calls “SOP”) is encoded as 20 bits as a result of the 4b5b encoding.
This is always followed by a 16-bit header field, also encoded as 20 bits. The header field includes a data object
count; if it is 0, then the message type is “control.” If it is 1 through 7, then up to seven 32-bit data objects follow, and
the message type is called “data.” A 40-bit CRC is transmitted; a 5-bit end of packet (EOP) token completes the
message. If the calculated CRC is the same as the received CRC, then the CCG1 device passes the decoded
message up to its protocol layer, where it is processed (refer to Figure 1).
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Figure 13. CC Message Format

The names of most of the messages are self-explanatory. The CCG1 device also implements the built-in self-test

(BIST) message format designed to characterize the BMC data transfer channel. The USB PD specification also
includes eye diagrams, which can be used to test compliance.

A block diagram of the architecture of a CCG1 device is shown in Figure 14.
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Figure 14. CCG1 Architecture Block Diagram

The CCGL1 device monitors digital and analog 1/O signals to create configuration channel (CC) messages. The main
processor of the target host or client sends and receives the CC messages through the Host Processor Interface
(HPI) included in host and client designs. The CCG1 firmware can be configured or updated over either I°C or the CC
channel (depending on the type of application) using a Cypress-supplied flash utility (described in KBA96466).

The HPI interface is a 400-kHz I°C slave interface with an interrupt line implementing a defined command/response
protocol to change configurations, monitor statuses, update firmware, or transparently interact with other CCGx
devices using unstructured vendor-defined messages (VDMs).

3 Application Example Overview

Previous sections have covered enough theory to work through a Power Delivery example. The USB data paths are
explained in the Adding USB Data Paths section. Figure 15 shows a before-and-after overview of what will be
achieved with the first few examples. At the top of the figure is a “today” host computer with three cables attached to
it: power, USB, and display. They are connected to various devices. Cypress provides the CY4501 CCG1
Development Kit that can “instantly add USB Type-C” to a today system to demonstrate the features of “tomorrow’s”
Type-C system. The lower half of the figure shows the same equipment, but now they are connected with a host
board, an EMCA board, and a client board. The result is a single Type-C cable serving all three functions of power,

USB data and display.

The CY4501 CCG1 Development Kit board designs are comprehensive, containing more features than are needed
for each example that will be discussed. This enables you to select features that you need from each design. In the
future, it is expected that the host design will be absorbed into the host and the client design will probably be
absorbed into a display.

A Chromebox desktop PC is used as an example host, but any SuperSpeed-aware tablet or laptop can also be used.
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Figure 15. Goal of the Reference Designs
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Figure 16 shows a photo of the final system setup including the three CY4501 CCGL1 Development Kit boards. A full
description of each board is included in the CY4501 CCGL1 Development Kit User Guide. The same boards will be
used in all the examples in this application note, but not every feature of each board will be used in every example.

Figure 16. Chromebox PC and Three CY4501 CCGL1 Development Kit Boards with Debug Laptop
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3.1 Power Provider Design

Many considerations are involved in how 100 W of power, 20 V at 5 A, can be safely delivered via a Type-C
connector. Figure 17 shows additional circuit elements that must be considered. The CCG1 device includes
capabilities to manage this complete power delivery path.

In this example, the client board will operate as a power adapter. It expects a 24-V input that it will regulate down to
20V, 13V, 12V, or 5V at up to 5 A as commanded by the CCG1 device. The schematics in the CY4501 CCG1
Development Kit User Guide show details of the connections and part numbers used in the reference design.

Figure 17. Safe Delivery of 100 W Must Include Protection Circuits

At power on, the CCG1 device waits for a connection, as described in the Configuration Channel: Cable Detect
section. On initial connection, the CCG1 device selects Vbus at 5 V from the DC/DC converter and sets its
overvoltage detection circuit to +5 V + 20 percent and its overcurrent detection to 3 A + 50 percent (assuming Rp is
10 kQ). The Vbus discharge block is required by the USB PD specification to safely discharge the power supply when
the connection is terminated, thus resetting the Vbus voltage on the Type-C connectorto 0 V.

Set up the jumper settings on the CY4501 CCG1 Development Kit boards as described in the CY4501 CCG1
Development Kit User Guide and then connect them to the host and a power brick, as shown in Figure 18. Note that
two USB cables are connected to the mini-B connector of the client board and mini-B connector of the host board.
They are only used to supply +5 V to each of the boards.

Also connected to the “debug” laptop is the CC sniffer. The sniffer has a single CC probe wire and a ground wire. The
easiest place to attach it is on the EMCA board; TP8 = CC and pin 18 on J9 and J10 = ground (you will probably
solder a stake pin onto TP8 so that the sniffer is pluggable).

This example uses a spare PC power brick with the DC cable cut to implement Figure 18. These connections are
labeled “DC.” The power brick provides power to the client board, and the host board provides power to the
Chromebox PC.
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Figure 18. Hardware Setup for Power Delivery Example
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On power up, both the host board and the client board have the default state as DRPs and will periodically switch
roles until they decide between themselves as to which is the DFP and which is the UFP. Upon connecting the UFP
and DFP with each other, the host board would come up as the DFP. The reason is that the PD Specification allows
you to set a bias for a DRP (or a UFP). The host board firmware implements the Try.DFP portion of the Power
Delivery state machine, and this bias causes the host board to always be a DFP. Figure 19 shows a partial state
machine of two interconnected DRPs (extracted from the Type-C Specification, section 4.5.2).

Figure 19. Two DRPs Resolving DFP and UFP Roles

WWW.Cypress.com Document No. 001-96527 Rev. ** 16

Microchip Ex. 1065, p. 80
Microchip v. Aptiv
IPR2024-00230



Designing USB Type-C Products Using Cypress’s CCG1 Controllers

Figure 20 shows the message flow during initial connection. The DRP discovers that an EMCA is attached due to the
presence of Ra, so it discovers the characteristics of the cable via the DiscoverACK response message. Note that
each command and data message is acknowledged by the receiver, which sends a GoodCRC response back to the
initiator. The initiator starts a timer for each message it sends, and if a GoodCRC message is not received within a
timeout (the PD Specification lists all of them), then an error recovery is started. The message could be lost due to a
failed CRC, for example, and it is the responsibility of the initiator to take corrective action. Only the first GoodCRC
message is labeled in the figure. All others are colored purple.

The DFP detects the presence of a UFP due to the Rp resistor, so it sends it a capabilities message. Within this
message is the ability to source 5 V at 900 mA, and the UFP makes a request for 500 mA of it. The DFP accepts and
then turns on Vbus. The UFP, on detecting Vbus, could start enumeration if it had USB data channels. The
comments in the figure explain the flow, and the vertical red line is Vbus.

Figure 20. Flow of CC Messages at Power On

Figure 20 hides some of the complexity that the CCG1 devices are implementing. Each generated message has a
MessagelD inserted and a CRC added. The conversation between CCG1 devices typically entails a request followed
by a response. Each CCG1 device will check that all messages have the correct CRC and that response MessagelDs
match request MessagelDs. All actions are also timed and counted, and the PD Specification details a great number
of constraints and what to do if any are violated. The CCGL1 reference designs implement all the requirements of the
PD Specification. The CCG1 firmware will be updated as necessary so that all compliance tests, when available, will

be passed.
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To demonstrate the power adapter capabilities, press SW2 on the host board to initiate a power role swap
(PR_Swap). Figure 21 shows the messages that are exchanged. They are similar to the initial power-on messages
except that the client board is the new initiator. The client board has a power brick attached, so it can offer more
power options. The host board chooses 3 A at 20 V, and the client board delivers it over Vbus to be available at the
host board’s DC out connector. The vertical red lines show the transfer of ownership of the Vbus line.

The host computer is now being powered by the power brick via the Type-C cable.

Figure 21. Flow of CC Messages in Power Delivery Example
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The PD Specification makes power delivery seem complex, because a specification must cover all conceivable
cases. This Type-C—only example demonstrated the essence of power delivery. It is straightforward because all the
heavy lifting has been done by the CCG1 firmware.

3.2 Adding USB Data Paths

This document has covered only the power delivery aspect of a Type-C design thus far. The reversible connector has
implications on the data path too. As shown in Figure 2, the SuperSpeed data lanes can be swapped; however, the
USB 2.0 signals, Dp and Dn, are not swapped because Dpl and Dp2 are connected and Dn1 and Dn2 are connected
in the receptacle.

Figure 22 extends Figure 9 to include the USB data paths. A data multiplexer (MUX) must now be included in a UFP
so that it can select the SuperSpeed lane, SS1 or SS2, which is carrying the data. The DFP needs the same logical
switch, which could be implemented as a MUX or two host ports on the SuperSpeed host controller. The CCG1
devices control these switches.

It is technically possible to have both SuperSpeed lanes active in a Type-C cable. This would be easy for the Host,
but the peripheral would need to implement two independent SuperSpeed device controllers.

The schematics of the CY4501 CCG1 Development Kit show details of the 5-Gbps MUXes used in both designs.
Data switching circuitry is also included for Alternate Modes, as described in the following section.

Figure 22. Routing Is Required on the SuperSpeed Data Lanes
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3.3 Type-C Alternate Modes

The Type-C Specification designates several signals that can be repurposed within a Type-C interconnect. Figure 23
shows these signals in yellow. The two SuperSpeed lanes (four differential pairs), two sideband signals, and if the
peripheral is directly connected (no intervening cable between UFP and DFP), Vconn and the two unallocated plug
pins, B6 and B7, can also be used. A dock or a dongle with a captive cable would be examples of directly connected
devices.

Figure 23. Up to 9 Signals (4 pairs + 5) Can Be Repurposed

Before the signals can be reassigned, the DFP and UFP must have a conversation to agree on the new mode in
which the signals will now operate. Basically, the DFP asks the UFP which modes it supports, and if the DFP also
supports this mode, it will enter it. However, the DFP must check that any intervening cable also supports this new
mode. Hubs are not required to propagate Alternate Mode signals, so Alternate Mode operation is defined only
between a DFP and a connected (via cable or directly) UFP.

If the UFP does not support the mode that the DFP desires, then it must not fail silently. The Type-C Specification
uses the USB 2.0 channel, which is always present, as the mechanism to report and resolve Alternate Mode conflicts.
A USB device that supports the Billboard class must be present on the UFP attached to the Dp and Dn lines.

A popular example of using a Type-C interconnection in Alternate Mode is DisplayPort. Figure 24 is a block diagram
of the host and client boards showing data MUXes that the CCG1 devices control to switch the use of both
SuperSpeed pairs and the sideband signals for DisplayPort use. The CY4501 CCG1 Development Kit design
hardware supports four lanes of DisplayPort at the host and client end. The design files for these boards can be
found here. Other examples of Alternate Mode signals that could be implemented include PCle, Mobile High-
Definition Link, and eSATA.
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Figure 24. Block Diagram of Data Path Switching for Alternate Mode Example

Figure 25 shows a configuration of the hardware for the Alternate Mode Example. The power brick is still connected,
and the DisplayPort monitor has been moved from the Chromebox PC. It will be connected to the client board. The
Chromebox PC is now connected to the host board with a standard DisplayPort cable. Note that the debug computer
connections are still present.

Figure 25. Setup for Alternate Mode Example

—lﬁ‘ Power Brick

Host EMCA Board Client
Chromebox Board
DP
4—‘ Monitor
DP = DisplayPort

USB (Power)

”Debug”
Laptop

CC Sniffer

USB

The boards power up as before, and the client board provides power to the host board. Figure 26 shows the startup
conversation between the host and client, with the GoodCRC messages shown in purple.
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Figure 26. CC Messages Exchanged During Alternate Mode Initialization

The host board discovers that it has an Alternate Mode device attached, so it discovers its Type-C Specification
defined Standard ID (SID) or Vendor ID (VID) (so SVID = SID or VID). The client board reports an SVID of OxFFO1,
which is an ID assigned to a DisplayPort connection. This is fully documented in the VESA specification, DisplayPort
Alt Mode on USB Type-C Standard, which is available only to VESA members. This example uses key information
extracted from the specification for annotation purposes.

The client board reports that it supports four DisplayPort lanes. The host also supports the four-lane mode, so it
enters this mode, as does the client (signaled by its positive ACK). The host now checks the DisplayPort status, and
the client board reports that no display is attached.

Now, attach the DisplayPort monitor to the client board. The client CCG1 device recognizes the connection, via an
/0 pin connected to the Hot Plug Detect (HPD) pin, and initiates an Alternate Mode sequence by sending an
Attention message to the host, as shown in Figure 27. The host rechecks the status and, since all is good, it sends a
DisplayPort Configure message to the client. Both CCG1 devices switch over their MUXes so that the Chromebox PC
display appears on the monitor.
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Figure 27. Host and Client Negotiate to Support DisplayPort

As a final experiment, you could disconnect the keyboard from the Chromebox PC and connect it to the USB Type-A
connector on the client board, as shown in Figure 28. The Host PC will be connected to keyboard here too as
expected.

Figure 28. Setup for DisplayPort plus USB Example

D Power Brick
Host USB | ek EMCA Board Client |[usp Keyboard
Chromebox m Board Board
USB (Power) DP NiaET
DP = DisplayPort
: ”DEbug”
CC Sniffer Laptop
USB
You now have power, display, and USB all running over the single USB Type-C cable.
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4 Designing a Type-C EMCA

The CCG1 EMCA board of the CY4501 CCG1 Development Kit implemented a cable as a PCB with many jumpers
and probe points so that various solutions using one or two CCG1 devices could be explored. The paddle card design
shown in Figure 11 is a full reference design. Schematics are downloadable from the CCG1 EMCA Paddle Card
Reference Design web page. Figure 29 shows the front and back of the paddle board without wires or plastics.

Figure 29. Complete CCG1-Based Cable Paddle Board Reference Design

4.1 Hardware Design Guidelines

Within a paddle card design, CCG1 devices are powered from the Vconn supply of the DFP. Consider the following
while designing the power system network:

1. Placement of bulk and decoupling capacitors
2. Placement of power and ground planes
Placement of Bulk and Decoupling Capacitors

Place decoupling capacitors for high-frequency noise filtering close to the Vconn, Vddd, and Vccd pins as shown in
Reference Schematics. Place the bulk capacitor, which acts as a local power supply to the power pin, close to the
Vddd pin of CCG1. The Vbus connections need bulk decoupling close to the connector; a 10-nF bypass capacitor
per Vbus pin is recommended.

Make the power trace width the same as the power pad width. To connect the power pins to the power plane, keep
vias very close to the power pads. This helps minimize stray inductance and IR drop on the line.

Placement of Power and Ground Planes

Place the power plane close to the ground plane for good planar capacitance. Planar capacitance between the
planes acts as a distributed decoupling capacitor for high-frequency noise filtering, thereby reducing electromagnetic
radiation.

The USB data lines, both SuperSpeed lanes and USB 2.0 signals, although not connected to the CCG1, are always
close to it in a paddle card design. The USB data lines are most critical to achieve good signal quality and reduce
emission. Follow the guidelines below while designing a paddle card:

1. Use a high-performance substrate material for paddle cards.

2. Keep USB SuperSpeed traces as short as possible. Ensure that these traces have a nominal differential
characteristic impedance of 90 ohms.

WWW.Cypress.com Document No. 001-96527 Rev. ** 24
Microchip Ex. 1065, p. 88
Microchip v. Aptiv
IPR2024-00230



Designing USB Type-C Products Using Cypress’s CCG1 Controllers

Match the differential SS pair trace lengths within 0.12 mm (5 mils).
Match the high-speed (Dp and Dn) signal trace lengths within 1.25 mm (50 mils).
Ensure that the differential pairs have a minimum pair-to-pair separation of 0.5 mm.

Adjust the high-speed signal trace lengths near the USB receptacle, if necessary.

N oo o b~ w

Make adjustments for SS RX signal trace lengths near the USB receptacle. Make adjustments for SS TX signal
trace lengths near the device if necessary.

These guidelines should be followed with the layout of host and peripheral CCG1 designs but typically these are less
critical because a larger-package CCG1 may be used and it is located further from the USB data lines. In these
designs, an I°C bus is connected to the CCG1 and this should be pulled up with 2.2-kQ resistors to the CCG1 Vddd
supply. The CY4501 CCG1 Development Kit includes reference layout material for these designs.

A compact Type-C to DisplayPort Adapter Reference Design is also available for study.

5 Designing a Docking Station

This section extends the design of the client board and adds a hub and a collection of other devices that would be
found in a docking station. Designs using a hub were straightforward prior to the introduction of the PD Specification,
as shown in Figure 30. This is a figure from AN94150 — Designing a SuperSpeed Hub Using HX3 with Optimized
BOM in which a self-powered hub distributed 900 mA at 5 V to four downstream ports (a total of 18 W). The major
design decisions were whether to support ganged or distributed overcurrent detection and which indicator LEDs to
include.

Figure 30. Hub Design Before Power Delivery Specification

A hub now plays a much more important role because it can manage and distribute up to 100 W of power for each
Type-C port. Each port can be a power provider or power consumer, and it is now feasible for a docking station or
powered monitor to power and/or charge a laptop or tablet using the same single Type-C cable used for data.
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The HX3 also has some unique features that are showcased in this design. A USB 3.1 bus is, in fact, two separate
and independent buses, a SuperSpeed bus and a high-speed USB 2.0 bus packaged in a single cable, but only one
of these buses is usually active. The HX3 contains additional circuitry that enables both buses to be active if
embedded devices are implemented. Figure 31 shows the data paths within a docking station/powered monitor
design. Note that the HX3’s Shared Link™ technology allows more downstream capability than a typical hub
component.

Downstream ports 1 and 2 are both routed to a Type-C connector. Because both SS1 and SS2 are driven, the cost
and complexity of a data switch is saved. Also, there is a “spare” USB 2.0 channel, which is used to drive an audio
codec. HX3 Downstream Port 3 is connected to a Type-A connector for the attachment of flash drives, backup hard
drives, or similar SuperSpeed peripherals. The SuperSpeed lines of the HX3 Downstream Port 4 are connected to a
Gigabit Ethernet controller, the GX3. Because the USB 2.0 lines are not needed for this embedded device, they are
connected to a Type-A connector for a mouse, keyboard, or wireless dongle that would support both the mouse and
keyboard.

Also shown is a two-lane DisplayPort Alternate Mode device, implemented on SuperSpeed lane 2. A switch would not
be needed if the dock was a directly connected device and the host knew how to send DisplayPort data on lane 2
(that is, the host and docking station are manufactured by the same vendor).

Figure 31. Data Paths of a Type-C Hub Design

6 Summary

This application note showed that all forms of Type-C design can be implemented with the CCG1 controller. The
reference designs, including full schematics and application software, will get you off to a running start. The examples
are based on SuperSpeed, but remember that Type-C Power Delivery is also applicable to USB 2.0 high-speed

systems.
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8 Appendix A: USB and Type-C Acronyms

BMC biphase mark code

CC configuration channel

CCGx configuration channel controller generation 1 or 2
CDP charging downstream port

CRC cyclic redundancy check

DCP dedicated charging port

DFP downstream facing port

DRP dual-role port

EMCA electronically marked cable assembly
I’c inter-integrated circuit

OCP overcurrent protection

OVP overvoltage protection

PD power Delivery

PD Specification

USB Power Delivery Specification Revision 2.0, Version V1.0, a free download from www.usb.org/developers

PDO power delivery object

PHY physical Layer

SCB serial communication block

SDP standard downstream port

SOP Start of Packet symbol directed at USB-PD Port Partner.

SOP’ Start of Packet symbol directed at CCGx at the near end of the EMCA
SOP” Start of Packet symbol directed at CCGx at the far end of the EMCA
SOP* Collectively denoting the Start of Packet symbol (SOP, SOP’, and SOP”)
SWD serial wire debug

Type-C Specification

USB Type-C Cable and Connector Specification Revision 1.0, a free download from www.usb.org/developers

UFP

upstream facing port

usB Universal Serial Bus
USB-IF USB Implementers’ Forum, a non-profit organization chartered with promoting USB
USB-PD USB Power Delivery
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9 Appendix B: Accessories

A UFP is defined as having an Rd on its CC lines. If Rd is less than Ra (Ra = 1 kQ * 20 percent), then the DFP would
recognize this device as an audio accessory, as shown in Figure 32. Note that Vconn and CC are connected together
and then connected to DET1 on the audio jack. When an audio plug is inserted, the switch is closed, and DET1 is
shorted to ground (a short is less than 1 kQ2). The DFP will see this as a connection event. It is essential that the DFP
does not apply +5 V to Vconn on this audio accessory, since it is connected directly to ground.

Figure 32. Connection of an Audio Jack to Type-C Plug

The simplicity of this design is that it contains only wires. There are no active or passive components. In this way,
headphones could be made with a Type-C plug instead of an audio jack with little cost added.

The Type-C Specification also describes a debug accessory, but no details have been disclosed.
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