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ABSTRACT OF THE DISCLOSURE

Disposable prepacked collapsible coffee package for
use with a coffee percolator.

This invention relates to a prepacked coffee package

10

broken away of another prepacked coffee package em-
bodying the present invention.

FIGURE 5 is an enlarged cross-sectional detail view
of the package shown in FIGURE 4.

FIGURE 6 is a cross-sectional view of another pre-
packed coffee package embodying the present invention.

FIGURE 7 is a cross-sectional view of still another em-
bodiment of a prepacked coffee package embodying the
present invention.

FIGURE 8 is a top plan view of the adapter plate
utilized in FEGURE 7.

In general, the prepacked coffee package is adapted

) . 15 for use with a coffee percolator of the type which has a
and more particularly to a disposable prepacked coffee hollow riser or stem. The package is comprised of a rela-
cartridge. . tively porous, flexible bottom filter member and a sub-

At the present time there is considerable need for a stantially impervious, relatively flexible membrane hav-
prepacked coffee package which can be readily disposed  jng ji5 outer margin secured to the outer margin of the
of after use to eliminate the necessity of the housewife o4 porgus bottom filter member to form an enclosure which
having to remove coffee grounds from the percolator after is adapted to contain ground coffee. Ground coffee is dis-
the percolator has been used for making a pot of coffee. posed within the enclosure. The bottom member is pro-
Prepacked containers heretofore provided have not been vided with a generally centrally disposed opening. A hol-
completely satisfactory for a number of reasons. Some low flexible stem is mounted on the bottom member in
of the cartridges have required special coffee pots, where- o5 registration with the hole and extends upwardly into the
as others have been unduly expensive and bulky so that enclosure and above the ground coffee.
they have not been accepted commercially. There is, there- As shown in the drawings, the prepacked coffee pack-
fore, a need for a new and improved prepacked coffee age consists of a flexible, relatively porous disc-like bot-
package. . . . . tom filter member 11 which can be formed of any suitable

In general, it is an object of the present invention t0 30 type of material such as cotton. The principal requirement
provide a prepacked coffee package which is relatively is that the filter should be relatively strong and should not
simple and inexpensive in construction. ] break when it is wet. The filter member can be of any

Another object of the invention is to provide a pre- desired shape. However, as shown in the drawings, the
packed coffee package of the above character which can filter member is preferably circular in order to fit into
be utilized with a conventional coffee percolator. 35 conventional percolators as hereinafter described. A sub-

Another object of the invention is to provide a pre- stantially impervious, relatively flexible membrane 12
packed coffee package of the above character which is overlies the disc-like filter member 11 and has its outer
formed of a flexible material to permit the package to margin 124 secured to the outer margin 11a of the disc-
collapse so that it will require very little space for pack- like filter member. The membrane 12 can be formed of
aging and storage. L . 40 any suitable material such as a clear flexible plastic which

Arnother object of the invention is to provide a pre- is relatively durable and which can readily withstand the
packed coffee package of the above character which makes temperature of boiling water. One plastic found to be suit-
it possible to produce coffee of a substantially improved able is “Durafilm” made by Dow which is a combination
quality. . L . of Mylar and polyethylene. )

Another object of the invention is to provide a pre- When the membrane 12 is formed of plastic, the outer
packed coffee package of the above character which may 45 margin of the same can be secured to the outer margin
itself form a sealed package for the ground coffee and of the filter member merely by heating the portion of the
which may be evacuated to provide a vacuum pack to membrane to be bonded to the filter member to form a
preserve the freshness of the ground coffee. heat seal. In other words, the filter member 11 and the

Another object of the invention is to provide a pre- membrane 12 can be sealed together by heat to provide
packed coffec package of the above character in which 50 4 bond between the filter member and the membrane
the seal can be readily removed. which will withstand boiling water. Alternatively, if de-

Another object of the invention is to provide a pre- sired, a suitable adhesive may be used for making the
packed coffee package of the above character which can bond.
be used for making coffee rapidly by using hot water. 55 The membrane 12 can be of any desired shape such as

Another object of the invention is to provide a pre-
packed coffee package of the above character in which all
of the vapor, steam and hot water rising through the stem
of the percolator must pass through the ground coffee.

Additional objects of the invention will appear from
the following description in which the preferred embodi-
ments are set forth in detail in conjunction with the ac-
companying drawings.

Referring to the drawings:

FIGURE 1 is a side elevational view of a prepacked
coffee package incorporating the present invemntion and
showing a plurality of the packages packed in a container
which was hermetically sealed.

FIGURE 2 is an enlarged cross-sectional detail view
of the package shown in FIGURE 1.

FIGURE 3 is a cross-sectional view of a coffee perco-
lator showing one of the prepacked coffee packages dis-
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an inverted truncated cone as shown in FIGURE 1. It is,
however, necessary that the membrane be of sufficient size
so that the desired amount of ground coffee can be pre-
packed in the enclosure 13 formed between the filtering
member 11 and the membrane 12. Although the invention
herein described is principally intended for use with
coffee, it is readily apparent that other granulated bever-
ages can aiso be packed in such a packags.

A hollow step 16 is provided within the enclosure 13

‘and extends upwardly from the bottom filter member 11.

The stem 16 is preferably formed of a flexible material
and can be formed of the same material that the mem-
brane 12 is formed. The stem 16 is generally cylindrical in
shape. However, if desired, the stem can be formed so
that it is tapered slightly inwardly in an upward direction
with its upper end being open and with the lower end
of the same being in registration with an opening or hole
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17 centrally disposed in the filter member 11. The lower
portion of the stem 16 is provided with a flange-like por-
tion 16a which is bonded to the inner margin of the filter
member 11 by suitable means such as a heat seal. To en-
sure that ground coffec will not spill from the package, the
upper end of the stem 14 can be twisted slightly or sealed
tightly with heat.

As shown particularly in FIGURE 3, the prepacked
coffee package is particularly constructed so that it can
be utilized with a conventional percolator such as the
percolator 21 shown in FIGURE 3. As is well known to
those skilled in the art, such a percolator coasists of a pot
or chamber 22 mounted upon a base 23 which contains a
heating element (not shown) which is connected by a cord
24 to an electrical outlet. An upright hollow stem or riser
26 is mounted within the pot 22 and is provided with a
base 27 having openings 28 therein. A perforated basket
29 is mounted on the upper end of the stem or riser 26.
As is well known to those skilled in the art, such a basket
is normally formed of perforated metal and takes the form
of a cylinder in which the top end is open and which is
provided with a centrally disposed sleeve 31 that is adapted
to fit over the upper end of the riser 26 so that the upper
end of the riser 26 extends above the sleeve. The riser
or stem 26 is provided with a shoulder 32 which estab-
lishes the lowermost pesition for the basket 29. The perco-
lator 21 is also provided with a spout 33 and a cap 34.

As also can be seen from FIGURE 3, the prepacked
coffee package 1§ is formed so that the diameter of the
package is substantially the same as the inner diameter of
the basket 29 and that the flexible stem 16 of the package
slips over the sleeve 31 of the basket and forms a rela-
tively tight fit therewith. The size of the membrane 12
is also such that the top of the membrane, when extended,
is substantially above the upper part of the stem or riser
26 of the percolator.

When the prepackaged coffee packages 18 are of a
type in which the package itself is not hermetically sealed,
they are preferably stored in a suitable container such as a
container 36 which can be hermetically sealed. Tt can be
seen from FIGURE 1 that the construction of the pack-
ages 19 is such that they can readily be stacked one above
another in the container 36 so that a relatively large
number of the packages can be packed in a single con-
tainer. The packages 10 also lend themselves to this type
of packing because they are formed of flexible materials
which permits a relatively high packing density within
the container 36.

In order to describe the use of the prepacked coffee
packages, let is be assumed that the coffee packages have
been prepacked with sufficient ground coffee to make eight
cups of coffee in a conventional percolator. The percolator
22 is then filled with sufficient water for eight cups of
coffee as, for example, to the waterline 38 as shown in
FIGURE 3. Although the percolator can be filled with
cold water, it has been found that it is preferable to fill
the percolator with relatively hot water in order to speed
up the coffee making operation. The stem 26 in the basket
29 is then put in place within the percolator and the coffee
package is lowered gently over the riser 26 and the sleeve
31 of the basket 29 so that the riser enters the opening 17
in the flexible stem 16 so that the stem 16 is gradually
raised from its normally relaxed condition, as shown in
FIGURE 1, to a position in which it is substantially erect
and surrounds the sleeve 31 to form a relatively close fit
with the sleeve. At the same time, the package is lowered
into the basket so that filter member 11 rests upon the
bottom of the basket. In this condition, the membrane 12
lies in a generally relaxed position over the top of the
riser 26. Since the membrane 12 is impervious or sub-
stantially impervious, it is not necessary to utilize the
cover 34 of the percolator.

As soon as the percolator is plugged in, hot water and
steam are almost immediately forced up the riser 26 and
is discharged therefrom over the top of the ground coffee
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within the package 10 and begins to flow downwardly
through the ground coffee and through the filter member
11 and through the perforations in the basket down into
the pot 22. As soon as the ground coffee within the pack-
age has been wetted substantially by the boiling water,
which occurs quite rapidly because channeling of the
water in the coffee does not occur, it has been found that
the hot water tends to build up above the ground coffee
because the ground coffee impedes the flow of the hot
water through the same. For this reason, within a few
minutes after percolation of the percolator begins, the
steam which is created establishes a positive pressure
within the enclosure 13 to cause the membrane 12 to bal-
loon upwardly and outwardly into a relatively rigid form
as shown in FIGURE 3 of the drawings. This increased
pressure within the enclosure serves to accelerate the per-
colation of the hot water through the ground coffee and
the extraction of the coffee flavor therefrom. Thus, it can
be seen that the membrane 12 assures that all of the water
coming up through the riser 26 and also the steam which
is condensed is forced downwardly through the ground
coffee to provide a clean, clear coffee without grounds. Be-
cause the membrane 12 forms a good seal with the filter
paper, there is no opportunity for water to build up over
the ground coffee and overflow the basket and to drain
down into the pot. The flexible stem 16 surrounds the
sleeve 31 and collapses against the sleeve 31 to form a seal
therewith and assures that none of the vapor, steam or hot
water passing upwardly through the riser 26 into the
enclosure 13 will pass cut of the enclosure 13 without first

ercolating through the ground coffee contained in the
package. Because the stem 16 is flexible, it will form a seal
with risers of various sizes. Thus, no hot water will escaps
down the sides of the basket or down the sleeve of the
basket.

The prepacked coffee package 18 forces the water rela-
tively uniformly through all the ground coffes in the pack-
age without channeling so that all the grounds of coffes
are uniformly exposed to the hot water. Because of this
reason, it has been found that it is possible to make excel-
lent coffee within a very short pericd of time without any
bitterness and with less ground coffee.

During percolation, it has been found that near the end
of the percolation cycle that pressure will repeatedly build
up within the enclosure 13 and then will be released as the
water is forced to percolaie through the coffee grounds.

After the percolaiton has been carried on for a suf-
ficient period of time, the heating element of the con-
ventional percolator will automatically be turned off to
stop any further water from being forced upwardly
through the riser 26. Thereafter, the prepacked coffee
package 10 can be readily removed by grasping the up-
per portion of the membrane 12 and lifting the same off
of the riser 26, after which it can be discarded in its en-
tirety.

If the percolator is of a type which does not build up
sufficient pressure in the riser 26 to force the water
through the coffee grounds, the hot water may stop ris-
ing in the riser 26. To overcome this, it may be necessary
to provide several relatively small punctures in the mem-
brane 12 to reduce the pressure within the enclosure 13
and to thereby permit the hot water to rise again in the
riser 26. Since the holes which are placed in the mem-
brane 12 are relatively small, none of the coffee grounds
will escape through these holes.

Another embodiment of the prepacked coffee package
is shown in FIGURES 4 and 5 and is substantially iden-
tical to the embodiment shown in FIGURES 1 and 2,
with the exception that the package itself is hermertically
sealed. This is accomplished by providing an additional
flexible impervious bottom wall 41 which underlies the
filter member 11. This bottom member 41 can be formed
of the same material as the membrane 12 and can be se-
cured to the member 11 in a suitable manner such as by
heat sealing or by the use of an adhesive 42 which can
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withstand boiling water. It can be seen that the construc-
tion is such that the bottom member 41 and the mem-
brane 42 form a complete hermetically sealed enclosure
for the ground coffee within the package. Alternatively,

6

The adapter plate 56 is also provided with a down-
wardly and inwardly extending lip 61 which is adapted to
fit within the upper portion of a coffec pot 22. The
adapter plate 56 is also provided with an upwardly ex-

the bottom member 41 and the membrane 12 can be heat 5 tending cylindrical rim 62 which is adapted to receive the
sealed together through the pores of the filter member 11. package 10 as shown particularly in FIGURE 7. The
In order to facilitate use of the package, a tear strip 43 adapter plate 56 is also provided with a handle 64 to
of a conventional type is provided which can be readily facilitate its removal from a coffee pot or placement on
removed to separate the bottom member 41 from the a coffee pot.
package. As soon as the bottom member has been re- 44 The use of the prepacked coffee package with the
moved, the filter member 11 is exposed so that the pack- ~ . adapter plate 56 is substantially identical to that herein-
age can be placed in a coffee basket in the manner here- before described. The adapter plate is placed upon the
tofore described for the embodiment of the package riser 26 in the coffee pot 22, after which the prepacked
shown in FIGURES 1 and 2. The operation and use of coffee package can be placed upon the extension 59 of the
the package is identical to that hereinbefore described. 15 adapter plate and seated within the vertically extending
The package is provided with a flexibie stem 15 which rim 62. After this has been accomplished, the package
forms a seal around the sleeve 31 of the basket. The will function in the same manner as the other packages
transparnet membrane 12 makes it possible to observe the hereinbefore described.
percolating operation as it takes place in the percolator. It is apparent from the foregoing that I have provided
If desired, the sealed package shown in FIGURES 4 20 a prepacked coffee package which has many advantages.
and 5 can be evacuated to vacuum pack the ground Tts construction is such that it can be economically manu-
coffee therein to preserve the freshness of the ground factured. In addition, its construction is such that it can
coffee. In such event the membrane 12 will collapse over be made so that the package itself is hermetically sealed
the coffee to reduce the space required for the packaging or evacuated, or that it can be readily packed in hermet-
and storage of the package. 95 ically sealed or vacuum packed containers. Its construc-
Still another embodiment of the prepacked coffee pack- tion is also such that it can be utilized with conventional
age 10 is shown in FIGURE 6. This embodiment con- percolators without modification of the percolators. The
sists of a pair of disc-like filter members 46 and 47 which package can be constructed tc contain various quantities
have their outer margins bonded together in a suitable of coffee and can be made in various sizes so that they
manner such as by means of an adhesive. The filter mem- 30 can be utilized on all types and sizes of percolators. In
bers 46 and 47 are provided with centrally disposed holes order to reduce the number of sizes required, the package
48 which are in registration with each other. The inner can be made with a diameter of the smallest basket so
margins of the filter members adjacent the holes 48 are that it will fit in all larger size baskets. This is possible
also bonded together in a suitable manner such as by because the package holds ground coffee and water in-
means of adhesive so that an annulus 49 which is sub- 85 dependent of the percolator basket.
stantially oval in cross-section is provided and in which Although the prepacked coffee package has been
ground coffee 14 is disposed. described with the filter member being on the bottom, it
A flexible, substantially impervious membrane 51 is has been found that the package will also perform its
disposed above the filter members 46 and 47 and has its function if the lower extremities of the side walls alone
outer margin secured to the outer margin of the filter 30 are formed of a porous material to provide the filter mem-
members in a suitable manner such as by means of heat ber for the package. The water passing through the coffee
sealing. As shown in FIGURE 6, this membrane 51 can grounds will merely pass through the filter member and
also be in the form of an inverted cone. A flexible sleeve then through the bottom and side walls of the percolator
52 formed of an impervious material is provided in reg- basket.
istration with the holes 48 and is secured to the inner mar- 45 I claim:
gins of the filter members 46 and 47 by suitable means _ 1. A prepacked coffee package for use with a coffee
such as heat sealing. percolator of the type having a support plate and a stem
The use of the prepacked coffee package shown in FIG- ex]:e'ndlng through the support plate, said package com-
URE 6 is substantially identical to that hereinbefore de- prising an enclosure adapted to rest upon the support
scribed for the other embodiments. The principal advan- 50 plate and having a bottom section at least a part of which
tage of the embodiment shown in FIGURE 6 is that the is formed gf a ﬁlter. member and a substantially imper-
ground coffee is contained between two layers of filter vious, relatlvely‘ flexible col}apsible membrane secured to
paper and hence there is no opportunity for the same to the bottpm section to provide a clpsed chamber, ground
escape. As can be seen from FIGURE 6, the package is coffee disposed in the chamber, said membrane being of
also of a type which can be readily used with a conven- 55 a size so that it can be raised a substantial distance above
tional percolator. the ground coffee in the chamber, and a flexible collapsible
Still another embodiment of the prepacked coffee pack- hollow open ende.d stem mountefi in the bottom section
age is shown in FIGURE 7. It is very similar to the em- wall and extending upwardly mto. the chamber and
bodiment shown in FIGURE 6, with the cxception that  L1rough and above the ground coffee in the chamber, said
the membrane 51a has a configuration which is sub- 00 flexible stem being adaptefd to receive the stem of the
stantially hemispherical rather than in the form of an in- percolator and to permit it to pass therethrough,
verted cone. The package 10 in FIGURE 7 is shown . 2. A package as claim 1 wherein said bottom section
mounted upon an adapter plate 56 which makes it pos- is entirely formed as a filter member and wherein the
sible to utilize the same size package with various sizes ~ OUICT margin of the filter member is secured to the outer
of coffee percolators. The adapter plate is formed as one g5 12/8in Of the membrane. . .
piece and is provided with a circular disc-like portion 57 3. A packagf: as in :clal{n 1 together with an additional
having diametrically extending ribs 58 with sector-shaped removable flexible impervious member covering the filter
openings 60 formed therebetween. A hollow stem exten- ~ ember and secured to the membrane to form in con-
sion 59 is centrally disposed in the disc 57 and is sup- junction with the membrane a sealed chamber for the
ported by the ribs 58. This extension 59 is provided with o coffee. ]
an outwardly extending lower portion 5% and an in- 4. A package as in claim 1 together with an additional
wardly and upwardly inclined portion 59b. The extension filter member disposed over the ground coffee and within
59 is adapted to receive the upper portion of the riser or the substantially impervious membrane.
stem 26 of a conventional percolator. The conventional 5. A package as claim 1 wherein said membrane is in
basket may or may not be removed. 75 the form of a substantially transparent plastic,
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6. A package as in claim 5 wherein said membrane is
substantially in the form of an inverted cone.

7. A packaged as in claim 2 together with an additional
removable flexible impervious member covering the filter
member and secured to the membrane to form with the
membrane a sealed enclosure for the coffee, said enclosure
being evacuated to preserve the freshness of the coffee.

8. A prepacked coffee package for use with a coffee
percolator of the type having a hollow riser, said package
comprising a relatively porous, flexible bottom filter mem-
ber, a substantially impervious, relatively flexible col-
laspible membrane having its outer margin secured to the
outer margin of the porous bottom filter member to form
an enclosure, the bottom filter member being formed with
a centrally disposed opening, a hollow stem formed of
a flexible collapsible material secured to the bottom filter
member in registration with the opening in the bottom
filter member, and ground coffee disposed within the en-
closure, said stem extending upwardly through and above
the coffee in the enclosure, said membrane being expand-
able to a position to provide a space above ground coffee,
said stem being adapted to receive the riser of the percola-
tor and to permit it to pass therethrough into said space.

9. A package as in claim 8 wherein said filter mem-
ber is formed of a cloth-like material and wherein said
membrane is in the form of a substantially clear plastic.

10. A package as in claim 8§ adapted to be used with a
percolator having a perforate basket mounted on the
riser, said package having a size to be fitted within the
basket.

11. In the combination of a prepacked coffee package
and an adapter plate for use with a coffee percolator hav-
ing a riser, the prepacked coffee package comprising a
relatively porous, flexible bottom filter member, a sub-
stantially impervious, relatively flexible membrane having
its outer margin secured to the outer margin of the porous
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bottom filter member to form an enclosure, ground coffee
disposed within the enclosure, and a flexible stem mounted
in the bottom filter member and extending upwardly into
the enclosure, said adapter plate comprising a disc-like
member having openings therein and a vertically extending
rim adapted to receive said package.

12. A combination as in claim 11 wherein said adapter
plate is provided with a plurality of diametrically extend-
ing ribs and a tubular extension supported by said ribs,
said tubular extension being adapted to receive the riser.

13. In the combination of a prepacked coffee package
and an adapter plate for use with a coffee percolator hav-
ing a riser, the prepacked coffee package comprising a
bottom section at least a portion of which is formed of a
filter member, a substantially impervious, relatively
flexible collapsible membrane having its outer margin
secured to the outer margin of the bottom section to form
an eclosure, ground coffee disposed within the enclosure,
and a flexible collapsible stem mounted in the bottom
section and extending upwardly and through the coffee
in the enclosure, said adapter plate comprising a disc-like
member having openings therein and a tubular extension
carried thereby, said tubular extension being adapted to
receive the riser.
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