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To all whom it may concern: . • 1 resents a sonorous circuit having connected 
Beit kn9wn that I, LEE DE FoREST, a citi-1 thereto by auto.:.transformer connections a 

zen . of . the 1.Jnited States, an<l. a re~ident of I cutti?-g ~<lge electrode an~\ an electrode of 
.New )ork, m the county of New 1'.ork and relatively large area, said electrodes by 60 

5 State of New York, have invented a new an<l virtue _ of their connectiqns with said sono­
nseful lmproyement ~~ Ci~uteries, of which rous circuit being <~<;mnected to the termin~ls 
the followmg 1s a spec1licatH_m. • of a conductor. F1gs. 4 and 5 show details 

.My invention relates to devices for pro- . of electrodes which may be employed. 
ducing burni11g effects by means of high fre- . In the figures, D represents a source of uni- 65 

10 queney 0lectrical c(l!'rents, and more par- directional electromotive force which may 
ticnlarly to cauteries employed in surgery b~, for example, a direct current generator 
and to instruments fo:r burning leather, capable of developing 220 volts. . 
nrnrking on_ glass, glass-cutting, &c. 0 i~ a conde~er: _ • . 

l have rbscovered that when a conductor M 1~ an osc1llat10n transformer,- of wlnch 70 
15 iB 11ttuehed to any part of a high-frequency the primary and secondary respectively are 

oscillating circuit; the high frequency elec- 11 and 12: • >-: 
trical cmrcnt p:i:ssing into a body, for exam- · . Lis an inductance. 
pie, a human body, will prod1.1ce a heating or · Sis a spark-gap. . . 
hurning eHect at the pomt of contact of the .S' represents the arc-electrodes of a sing- 75 

20 electrode conveying such . currents . to said ing-arc circuit. 
body, and that the intensity of said heating R is a resistance. 
or burning effect is inversely proportional to ·A is a source of vibratory current, such for 
tho t6rmiual area of said electrode. · If there- exam:ple, as an. alternating current ~erierator. 
fore the el_eetrode cn<l in a fme point or cut-- M' i.s a transformer, :which may l>e a step- 80 

25 ting e<lge, or relatively small area of other · up transformer, and of which I/ and I/ are 
shape, an extremely intense burning effect respectively the • J>rimary • and seconclnry 
may he obtained. Although an ordinary os- wii1dings. . 
ciHating circuit including a capacity, which a is a switch. · 
may be a condenser, an inductance and a dis- The circuits S' C I1 and S' CL are singing- 85 

30 dmrger for said capacity may be employed, • arc circuits. . 
I find. that the aforesnid burning effect is es- S C L is a sonorous circuit. . 
pecially Jffonmmced · when a practically con- I prefer to so design the oscillation circuits 
tinuous train of undamped electrical oscil- shown in Figs. 1, 2 and 3, that currents hav-

. latiom; is emJ>loyed, suchfor example as the ing frequencies from 500,000 to 1,000,000 9-0 • 
35 oscillations produced by a singing-ate cir- cycles per second · may be developed. By 

cuit. .· • . • . • properly choosing the capacity and induct-
F~n· the. purpose o! more full_y disclosing a1;1-ce of the sonorol}s circu_it ~ho~ in 

my mvent10n I have illustrated m the draw.,. Fig. 3, the natural period of said circmt .may 
in~s which accompany and form a part of be made as small as desired; but in order to 95 

40 . th1s specification several forms of apparatus develop undamped electrical oscillations hav-
and circuit arrangements wp.ich I have found . iug the frequencies ab~ve referred to by means 
to be efficient in practice; but it is to be un- of the circuits shown in Figs. 1 and 2, certain · 
derstoo<l that various .modifications in such precautions will be found necessary. I find 
apparatus as well as in the circuit arrange- that hy separating the electrodes S' of the _ 100 

45 ments may he made hy those skilled in the discharger for the condenser Ca distance of 
art without departing from the · principle of about 1 111m. and inclosirig _said electrodes in , 
my invention. . . . ·. · an atmosplwre of steam, as described in BlY, 
• In said drawings, Figure 1 represents in U.S. Letters Patent N_o. 850,!)17, dated Apnl 
diagram a singing..:arc circuit having a con- · 2:~, 1907, or hy employing other suitable ar- ;J.05 

50 ductor, provided at one end with ·a cutting rangements I can, by suitably choosing the 
edge electrode a·ud at the other end with an electromagnetic constants of the circuit, ob­
electrode of rdatrvely large· area, inductively tain practically- continuous or undamped 
related to said circuit. Fig. 2 represents a oscillations of frequency from 500,000 to 

. s~nging-~rc circuit ha".ing ·a condi1ctor, pro- _: 1,000,000 p. p. s. 1md of relativel_y large am- 110 · 
55. vided with a needlepomtelectrode, conduct'- peragc and small voltage. • 

ivcly· connected to stiid circuit, • Fig. 3 rep- . An insulated conduct.or associated in any 
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suitable manner with one of the sources of 
high frequency electrical oscillations above 
described, and ending in a fine wire or needle, 
or.else in a sharp edge, of platinum ?r other ' 

• o smtabl'e matenal, will conduct a high fre-
• quency current of sufficient amperage into 

the bo¾ of a person to which such wire, nee­
dle, · or cutting edge is applied to burn the 
flesh exactly at the .point of contact, in a Ihan-

10 ner similar to a white-hot wire except that 
the effect is absolutely localiz~d and is re­
stricted to the point of contact, while at the . 
same time the electrode itself remains abso­
lutely cold excert at the exact poiht of con..: 

, 15 tact. The burning effect is enhanced if the 
surface of the flesh • has previously been 
slightly moistened. • 

In Figs. 4 and 51 E' represents a needle 
electrode and E represents .a cutting edge 

20 electrode, each electrode being provided with 
an insulating handle F which may be of glass. 

In the operation of the apparatus shown in 
Fig. 1, the electrode E" may .be applied, to 
any .suitable portion of the patient's body 

i5 and the cauterizing electrode Eis applied to 
that portion of the body on which the opera..: 
tion 1s to be performed. The function of the 
electrode E" is to increase the burning effect 
produced by the oscillations which pass from 

80 E to the body of the patient. The electrode 
E" however.is not necessary inasmuch as the 
electrostatic .capacity of the patient's body is 
sufficiently large to enable the high frequency 
currents to produce any ordinary cautery 

35 effect. The operation of the device shown in 
Fig. 2 is the same as that. above set forth in 
connection with Fig. 1, except that only one 
electrode is employed. The operation of the 
device shown m Fig. 3 is the same as that 

40 • above set fofth in connection with Fig. 1. 
I prefer to eliminate the large area contact 

E" because when the cauterizing electrode 
only is employed there is practically no . cur­
rent passing through any portion of the pa-

45 tient's body except in the region directly sur­
rounding the seat of the operation. . I prefer 
also to employ a .source of practically . cop.­
tinuous or undamped high frequency elec­
trical oscillations as shown in Figs. 1 and 2, 

50 because in such case there is no electric shock 
produced hy the passage of the currents into 
the body, whereas with the usual sonorous 
circuit employing an energizing circuit in­
cluding a source of vibratory electromotive 

55 force, the cauterizin~ effects are in general 
accompanied by a pulsating effect causing an 
involuntary contractile effect upon the mus-: 
cles and disturbing the nervous equilibrium 
which may seriously interfere with the opera-

GO tion. Another reason for preferring a source 
of undamped oscillations is that the heating 
effects are much more intense. 

In the cauteries heretofore used in surgery 
it is necessary to employ a platinumoriridium 

65 conductor, generally in too form of a fine wire, 

through which a direct' or low fi:-equency 
alternating current is ·passed to heat the same 
to redness or whiteness. These fine wires so 
heated are exceedingly· fragile and pliable 
and frequently become broken or displaced. 70 
Also it is frequently impossible to use a cau­
tery in certain operations because the snare- . 
wire cannot be gotten around the part to be 
operated upon. All these difficulties are ob­
viated and a great v11riety of new and difficult 75 
cautery • operations rendered possible by the 
form of caut11ry herein disclosed. For ex- ) ·, 
ample, the th m chisel or scalpel of steel shown 
in Fig. 5, may be used to cut and sear at the . 
edge only, so that the surrounding flesh is not . so 
scorched and the operation thus rendered • 
bloodless. Again, a fine steel needle such as 
shown in Fig. 4, may be inserted far into a 
wound or orifice in the oody and produce an 
extremely localized cautery effect , at the 85 
point thereof. Also certain tlelicate opera­
tions on the eye which heretofore required 
the use of the surgeon's knife are rendered 
possible by cauterization by means of my 
invention. 90 

I claim: 
1. The combination with a source of high 

.frequency electrical "pscillations of a con­
ductor associated with said source and an 
electrode connected with said conductor and 95 
so constructed and arranged that tlie elec­
trical oscillations communicated thereto 
may be transmitted to a body to produce a 
burning effect on the surface thereof. . 

2. The comhinationwith a source of prac- 100 
tically continuous or undamped high fre­
quency electi-ical oscillations of a conductor 
associated with said source and an elec'troclc 
connected with said conductor and so con­
structed and arranged that the electrical 105 
oscillations c01nmunicated thereto may be 
transmitted to a body to produce a burning 
effect on the surface thereof. 

3. The combination with a source of high 
frequency electrical oscillations of a conduc- 110 
tor associated with said source and an elec­
trode connected with said conductor, said 
electrode consisting of a conducting member 
having its terminal area sufficiently sinall to 
permit the electrical oscillations passing 115 
therefrom to_ a body to . produce a Durning 
effect on the surface of such body. 

4. The combination with a source of high 
frequency electrical oscillations of a conduc-
tor associated with said source and an elec- 120 
trode connected with said conductor, said 
electrode consisting of a conducting member 
terminating in a cutting edge. 

5. The combination with a source of high 
frequency electrical oscillations of a conduc- 125 
tor associated with said source, an electrode 
connected with one end of said conductor 
and so constructed and arranged that the 
electrical . oscillations communicated thereto 
may be tra~mitted to a body to produce a 130 
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burning effect on the surface thereof, and _an 
. electrode of relatively large area connected 

to the other end of said conductor. 
6. The combination with a source of high 

5 frequency electrical oscillations of a conduc­
tor associated with said source, an electrode 
connected with said conductor · and so . con­
structed and arranged that the electrical 
oscillations communicated thereto may be: 

10 transmitted to a body to produce a burning 
effect on the surface thereof, and an insulat-
ing handle for said electtode. • 

7. 'The combination ~ith an oscillation 
circuit including a capacity; an inductance 

15 and a discharger for said capacity, of a 
source of unidirectional electromotive force 
conne,cted with said circuit through conduc­
tors of .high resistance, a conductor associ­
ated with said oscillation circuit and a cau-

20 terizing electrode connected with said con-
ductor. • 
. 8. • The ·combination with an oscillation cir­
·;u1t including a condenser and arc electrodes, 
of a source of electro-motive force, connec-

25 tions from said source of · .electro-motive 
force to said circuit, high resistances in said 
connections, a cauterizing electrode termi­
nating in a small area and means associating 
said electrode with said oscillation circuit. 

30 9. The combination with a source of high 
frequency electrical oscillations, of a conduc­
tor inductively associated with said source 
arnl an electrode connected with said • con-

ductor and so constructed and aqanged that 
the, electrical oscillations communicated 35 
thereto may be transmitted to a body to 
produce a burning effect on t}1e surface 
thereof. . 

10. The combination with a source of 
practically continuous or undamped highfre;. 40 
quency electrical oscillations, · of a conductor 
inductively associated with said source and 
·an electrode connected with said conductor 
and so constructed and arranged that. · the 
electrical oscillations communicated thereto 45 
may he transmitted to a body to produce ai 
burninO' effect on the surface thereof. -· 

11. The combination with a source of high 
frequency electrical oscillations, of -a conduc.-
tor inductively associated with said source, 50 
an electrode connected with one end of sai1l 
conductor and so constructed .and arranged 
that the electrical oscillations communicated 
thereto may be transmitted to a body to 
'produce · a . burning effect on tl1<1 surface 5:5 
thereof, _and an electrode of relatively large 
area connected to the other_ .end of said con-
ductor. • • 
. In testimony whereof, I have hereunto 
subscribed my name this 20th day of Feb. 60 
1907. 

\ LEE DE FOREST. 
Witnesses: 

JoHN L. HOGAN, Jr., 
THOMAS I. GALLAJ.HER. 




