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(57) ABSTRACT 

Flexible treatment catheters are configured to be inserted 
into a body lumen or cavity to deliver heated fluid through 
at least one fluid lumen therein to thermally treat or ablate 

a targeted Site in a biological Subject. The flexible treatment 
catheters can include improved thermally insulated regions 
comprising a mixture formed of liquid elastomeric (Such as 
a polyurethane) mixture (which transitions to a Solid State) 
and miniaturized hollow plastic bodies positioned between 
the outer wall of the treatment catheter and the fluid lumen. 
The thermally insulated region is configured Such that, 
measured eX Vivo, the treatment catheter can present a 
maximum temperature of below about 45 C. on the external 
Surface of the outer wall of the treatment catheter when the 
treatment catheter circulates fluid having an inlet tempera 
ture of above or between about 60-62. C. Alternatively or 
additionally, the treatment catheter can include an elongated 
insert positioned in a catheter fluid lumen to inhibit the 
closure of the lumen after exposure to fluids in the treatment 
catheter at temperatures Sufficient to thermal ablate targeted 
tissue over a thermal ablation treatment period. The treat 
ment catheter can include a urinary drainage lumen with an 
elongated insert frictionally engaged therewith, the drainage 
lumen and insert are configured to provide a fluid volume 
throughput through the drainage lumen of greater than about 
20-25 ml/min during and after (for about 12-72 hours after) 
a thermal ablation Session. 
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TREATMENT CATHETERS WITH THERMALLY 
INSULATED REGIONS 

RELATED APPLICATION 

0001. This application claims the benefit of priority from 
U.S. Provisional Application Ser. No. 60/248,109, filed Nov. 
13, 2000, and PCT Application No. PCT/US01/47793 filed 
Nov. 13, 2001, the contents of which are hereby incorpo 
rated by reference as if recited in full herein. 

FIELD OF THE INVENTION 

0002 The present invention relates to catheters config 
ured for insertion into a lumen or body cavity of a Subject 
and is particularly Suitable for insertion into the male 
urethra. 

BACKGROUND OF THE INVENTION 

0.003 Conventionally, several types of thermal treatment 
Systems have been proposed to treat certain pathologic 
conditions of the body by heating or thermally ablating 
targeted tissue. These thermal treatment Systems have used 
various heating Sources to generate the heat necessary to 
treat or ablate the targeted tissue. For example, laser, micro 
wave, and radio-frequency (RF) energy Sources have been 
proposed to produce the heat which is then directed to the 
targeted tissue in or around the Selected body cavity. Ther 
mal treatment Systems have been used to thermally ablate 
prostatic tissue as well as to thermally treat or ablate the 
tissue of other organs, body cavities, and/or natural lumens. 
0004 One particularly successful thermal ablation sys 
tem ablates the prostate by a thermocoagulation process. 
This thermal ablation System employs a closed loop liquid or 
water-induced thermotherapy (WIT) system which heats 
liquid, typically water, external to the body and then directs 
the circulating heated water into a treatment catheter. The 
treatment catheter is inserted through the penile meatus and 
held in position in the Subject prior to initiation of the 
treatment to expose localized tissue in the prostate to abla 
tion temperatures. The treatment catheter includes an upper 
end portion which, in operation, is anchored against the 
bladder neck and an inflatable treatment Segment which is 
held relative to the anchored upper end portion Such that it 
resides along the desired treatment region of the prostate. In 
operation, the treatment Segment expands, in response to the 
captured circulating fluid traveling therethrough, to preSS 
against the targeted tissue in the prostate and to expose the 
tissue to increased temperatures associated with the circu 
lating liquid, thereby thermally ablating the localized tissue 
at the treatment site. In addition, the preSSurized contact can 
reduce the heat sink effect attributed to blood circulation in 
the body, thus enhancing the depth penetration of the heat 
transmitted by the inflatable treatment Segment into the 
prostatic tissue. 

0005 As an acceptable alternative to Surgery (transure 
thral resection of the prostate (TURP)), the use of WIT 
(water-induced thermotherapy) has been shown to be a 
Successful and generally minimally invasive treatment of 
BPH (benign prostatic hyperplasia). Generally stated, the 
term “BPH' refers to a condition wherein the prostate gland 
enlarges and the prostatic tissue increases in density which 
can, unfortunately, tend to close off the urinary drainage 
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path. This condition typically occurs in men as they age due 
to the physiological changes of the prostatic tissue (and 
bladder muscles) over time. 
0006 To enlarge the opening in the prostate urethra 
(without requiring Surgical incision and removal of tissue), 
the circulating hot water is directed through the treatment 
catheter which is inserted into the penile meatus up through 
the penile urethra and into the prostate as described above. 
The treatment Segment expands with the hot water held 
therein to preSS the inflated treatment Segment against the 
prostate, which then conductively heats and thermally 
ablates the prostatic tissue. The circulating water is typically 
heated to a temperature of about 60'-62 C. and the targeted 
tissue is thermally treated for a period of about 45 minutes 
to locally kill the tissue proximate the urinary drainage 
passage in the prostate and thereby enlarge the urinary 
passage through the prostate. 

0007 Subsequent to the delivery of the thermal ablation 
(or other) treatment, the treated tissue in the prostate under 
goes a healing process. Initially, the ablated tissue can 
expand or Swell due to inflammation or edema which can 
undesirably block or obstruct the prostatic urethra. Further, 
during the healing period, portions of the treated tissue can 
Slough off and create an undesirable and unduly limited 
opening size. This post-ablation or post-therapy treatment 
opening Size can be positively influenced by "molding the 
treated or ablated tissue during the healing cycle to contour 
the tissue about a catheter or Stent held thereat. Therefore, to 
facilitate proper healing and to enhance the efficacy of the 
therapy and particularly, ablation therapy, either the treat 
ment catheter is left in the Subject for a period of time and/or 
a post treatment catheter, Such as a conventional Foley 
catheter, is positioned in the Subject. Conventionally, the 
treatment catheter can be left in the subject for about 24-72 
hours after delivering the thermal treatment to the targeted 
tissue to reduce the likelihood that the treatment site will be 
injured by premature removal of the treatment catheter. 

0008. The treatment catheter typically includes insulated 
regions on the proximal Shaft portion of the catheter to 
protect non-targeted tissue from undue exposure to heat as 
the heated fluid travels in the catheter fluid circulation 
passages to the desired treatment region. The insulated 
regions have, in the past, been provided by configuring the 
catheter with an extra layer or thickness of a material along 
the proximal or lower shaft portion. Other treatment cath 
eters include a Series of circumferentially arranged elon 
gated air channels or conduits which encircle the heated 
circulating fluid passages and provide thermal insulation 
along the elongated shaft portion of the catheter as described 
in U.S. Pat. Nos. 5,257,977 and 5,549,559 to Eshel, the 
contents of which are hereby incorporated by reference as if 
recited in full herein. As the heated fluid travels through the 
fluid circulating passages, the insulation reduces the heat 
transferred to non-targeted treatment Sites, Such as along the 
penile meatus, urethral mucosa, or urethral Sphincter for the 
BPH application. There remains a need, nonetheless, to 
provide improved thermal insulation for the heated circu 
lating fluid. 

0009. In addition, the treatment catheter is typically a 
relatively small, thin-walled conformable or flexible catheter 
that is sized to be inserted into the body lumen and which 
usually includes a urine drainage lumen extending through 
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the catheter. However, the catheter can deform due to 
exposure to the treatment temperatures over the treatment 
period. This deformation can, unfortunately, partially col 
lapse the drainage lumen and, thus, reduce the urine drain 
age Volume capacity of the treatment catheter. 

OBJECTS AND SUMMARY OF THE 
INVENTION 

0010. It is therefore an object of the present invention to 
provide economical treatment catheters with improved ther 
mal insulation regions. 
0011. It is another object of the present invention to 
provide catheters with enhanced thermal transfer or thermal 
transmissivity configurations in the treatment balloon 
region. 

0012. It is another object of the present invention to 
provide a device which can inhibit obstruction in a fluid path 
(Such as to keep a urinary drainage path open), during and/or 
post-treatment with improved fluid flow volumes such that 
the Subject is able to receive and/or discharge fluid at desired 
flow rates. 

0013. It is another object of the present invention to 
provide treatment catheters with increased drainage Volume 
after exposure to elevated treatment temperatures. 
0.014. It is an additional object of the present invention to 
provide methods for producing improved catheters with 
insulation and/or improved urinary drainage volumes. 
0.015. It is yet another object of the present invention to 
provide methods for thermally treating a body lumen in a 
manner which inhibits the exposure of non-targeted tissue to 
excessive heat while allowing sufficient flow volume there 
through. 

0016. These and other objects are satisfied by the present 
invention, which provides, inter alia, flexible catheters with 
improved thermal insulation and/or improved drainage 
lumen configurations and related methods of forming Same. 
The present invention can also provide methods of thermally 
treating a body lumen and methods of fabricating catheters 
with improved insulation or heat transfer capabilities. 
0017 More particularly, in one embodiment of the 
present invention, a treatment catheter can be configured for 
insertion into a body cavity or lumen of a Subject. The 
treatment catheter comprises a flexible elongated tubular 
body having a thin outer wall with an external Surface and 
at least one fluid lumen axially extending therein. The 
tubular body comprises a region having increased thermal 
insulation relative to another region thereof. The increased 
thermal insulation region extends a longitudinal length along 
the tubular body. The increased thermal insulation region 
includes a material configuration which provides Sufficient 
thermal insulation between the at least one fluid lumen and 
the external Surface to inhibit thermal ablation of non 
targeted tissue during thermal ablation treatments. 
0.018. In certain embodiments, the thermal insulation is 
configured to provide a temperature gradient between the 
temperature of the circulating fluid (which for thermal 
ablation procedures can be heated to about 60-62. C.) in the 
at least one fluid lumen and the external Surface of the outer 
wall of the tubular body which is greater than about 15 
degrees when measured in vitro or eX Vivo. That is, the inner 
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temperature is greater than that at the external wall outer 
Surface. The thermal insulation can be configured to be in 
communication with and attached to the Outer wall of the 
tubular body So as to provide Sufficient tensile Strength to 
allow for insertion and removal from the subject without 
impeding the function of the catheter. 
0019. The thermal insulation material layer can comprise 
a mixture of an elastomeric, rubber or polymeric material 
and hollow microspheres (which can be Small or miniatur 
ized hollow plastic bodies sized on the order of pin). The 
voids provided by the hollow microspheres in the insulation 
layer can provide a thermal conductivity path acroSS the 
integrated material layer which is interrupted to thereby 
provide improved thermal insulation (which impedes ther 
mal conductivity) across the width of the material insulating 
layer. In certain embodiments, the polymer material is 
polyurethane and the in operation thermal insulation mate 
rial layer can provide an increased thermal temperature 
gradient acroSS the width of the material mixture layer which 
is greater than the same thickness of the elastomeric material 
alone. The improved temperature gradient can be about 
10-14% greater compared to that of the temperature gradient 
of the same thickness of the elastomeric material alone. 
Further, unlike other porous materials, the microSpheres, 
when combined with a desired polymer or elastomeric 
material according to embodiments of the present invention, 
can provide good mechanical Strength between the outer 
wall of the catheter on one side and the outer wall of an inner 
lumen(s) on the other, which may not be available with other 
materials comprising voids (this structure can help improve 
the tensile strength therebetween). 
0020. The increased insulation region may be configured 
Such that, in operation, heated circulating liquid is directed 
through the treatment catheter and, as it enters the tubular 
body, is heated to a temperature of at about at least 60° C. 
and, when measured eX Vivo, the external Surface of the 
outer wall about the increased thermal insulation region 
exhibits a maximum temperature of about 42-45 C. during 
or after a thermal treatment period of at least about 5-30 
minutes. 

0021. In other embodiments, the treatment catheter can 
be configured with increased thermal transmissivity about 
the expandable treatment balloon. The increased thermal 
transmissivity can be provided by forming the expandable 
balloon wall from a Suitable compound including an elas 
tomeric Substrate material Such as polyurethane mixed with 
ceramic microSpheres. The increased thermal transmissivity 
catheter can also include biocompatible coatings Over the 
exterior Surface of a portion of the catheter. 
0022. The present invention can provide treatment cath 
eters configured for insertion into a body cavity or lumen of 
a Subject which includes: (a) a flexible elongated tubular 
body having a thin outer wall with an external Surface; (b) 
at least one fluid lumen axially extending within the tubular 
body Such that the at least one lumen is encased by the outer 
wall; and (c) an elongated insert sized and configured to be 
received into the at least one fluid lumen to inhibit the 
closure of the fluid lumen to allow fluid throughput volumes 
of at least about 20 ml/min after exposure to thermal 
treatment temperatures during a thermal treatment Session. 
0023 The thermal treatment session can expose the fluid 
lumen and insert to temperatures above about 45 C. during 
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a thermal ablation procedure. In certain embodiments, the 
fluid lumen is exposed to fluid in the range of about 50'-62 
C. or greater during a treatment Session, which can last for 
at least about 5-30 minutes, and up to about 45 minutes or 
more, as the application demands. 
0024. In certain embodiments, the insert can be formed 
from a low friction material (for easy insertion into the 
desired fluid lumen) and/or a material which resists thermal 
deformation after exposure to thermal ablation temperatures 
and/or which is Sufficiently rigid So as to retain a desired 
opening size for the fluid flow in the fluid lumen even when 
exposed in Situ to compressive pressures from Swollen tissue 
or edema. The insert can be formed from a fluoropolymer 
such as polytetrafluoroethylene (PTFE) having a hardness of 
about Shore A 98 such as Teflon, or tetrafluoroethylene 
(TFE), fluorinated ethylene-propylene (FEP), perfluoro 
alkoxy (PFA), ethylene tetrafluoroethylene (ETFE), or poly 
vinylidene fluoride (PVDF), and the like. 
0.025 For embodiments of the catheters having a plurality 
of inner lumens Such as an inlet channel, and outlet channel 
and the fluid lumen, the insert can be configured to maintain 
the desired fluid opening Size in the fluid lumen even when 
the insert is exposed to increased pressures from the quantity 
of fluid held captured and circulating in the inlet and outlet 
channels about the fluid lumen. 

0.026 Preferably, the insert is configured such that, after 
exposure to a thermal therapy including, but not limited to 
a thermal ablation therapy session, it allows fluid volumes of 
at least about 20-25 ml/min. In one embodiment, the thin 
outer wall is formed from polyvinylchloride (PVC) or 
polyurethane. The drainage lumen with the insert can be 
configured to allow fluid throughput volumes of above about 
25 ml/min after exposure to a maximum circulating fluid 
temperature therein of at least about 40'-62 C. even after 
exposure to these conditions for a period of about at least 40 
minutes. 

0027. In one embodiment, the at least one fluid lumen is 
a plurality of axially extending fluid lumens and the treat 
ment catheter further includes an inflatable treatment bal 
loon positioned about a peripheral distal portion of the 
elongated tubular body. The treatment balloon is in fluid 
communication with at least one of the plurality of fluid 
lumens Such that the treatment balloon is expandable to a 
configuration which extends outwardly a distance from the 
outer wall of the tubular body. The catheter may also include 
a thin inner tubular wall spaced apart from the thin tubular 
outer wall and a plurality of elongated insulation channels 
axially extending therebetween. The plurality of fluid 
lumens can include a circulating fluid inlet lumen, a circu 
lating fluid outlet lumen, and a drainage and fluid delivery 
lumen. Preferably, an elongated insert is disposed in at least 
the drainage and fluid delivery lumen. One or more of the 
plurality of elongated insulation channels can be configured 
to encase a quantity of non-gaseous insulation material 
comprising polyurethane disposed therein to define an insu 
lated region along a proximal portion of Said tubular body 
intermediate the fluid lumens and the outer wall. 

0028. Yet another aspect of the present invention is a 
method of thermally treating a target region in the body. The 
method comprises the Steps of (a) inserting a treatment 
catheter into a body lumen; (b) heating liquid external of the 
subject to above about 45°-60° C.; (c) circulating the heated 
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liquid in the treatment catheter Such that it travels, captured 
in the treatment catheter, to a target treatment region; (d) 
exposing the tissue in the targeted region to a temperature of 
above about 45 C. for a predetermined thermal ablation 
treatment period corresponding to the heated liquid in the 
circulating Step; (e) insulating non-targeted tissue below the 
targeted region Such that the non-targeted tissue is exposed 
to a maximum temperature of about 42-45 C. from contact 
with the treatment catheter during the circulating step, (f) 
terminating the circulation of the heated liquid after the 
thermal ablation treatment period; (g) leaving the treatment 
catheter in the Subject after the terminating Step for an initial 
healing period of from about 12-72 hours; (h) directing body 
fluids to drain through the treatment catheter during the 
circulating, exposing, and leaving Steps, wherein the treat 
ment catheter is configured in a manner which allows a 
drainage volume of above about 20 ml/min (and more 
preferably above about 25 ml/min) after the circulating and 
exposing steps, and (i) removing the treatment catheter after 
the initial healing period. 
0029. The method can be used to treaturinary or prostate 
conditions such as BPH. In certain embodiments, the circu 
lating liquid can be heated to above or about 60-62 C. 
external of the Subject and directed into the treatment 
catheter at an inlet temperature of about 60-62. C. The 
treatment catheter can also include a flexible drainage lumen 
with an elongated insert disposed therein, the elongated 
insert is configured to inhibit the closure of the drainage 
lumen and to facilitate increased urine or other body fluids 
drainage flow rates (or flow rates of drugs, treatment rinses, 
or other liquids into the body) after the exposing and 
circulating Steps. 

0030. An additional aspect of the present invention is a 
method of inhibiting the closure of a flexible thin walled 
lumen in a catheter configured for insertion into a lumen or 
cavity of a biological Subject. The method comprises the 
Steps of (a) configuring a flexible elongated catheter Such 
that it is sized for insertion into a natural body lumen or 
cavity of a biological Subject and Such that it can bend to 
follow the contour of the body lumen or cavity, the flexible 
catheter comprising at least one fluid channel therein; and 
(b) positioning an elongated insert into the at least one fluid 
channel Such that it axially extends along a length thereof, 
the elongated insert is configured to maintain an open fluid 
channel during and after the flexible catheter delivers a 
thermal therapy to a desired target Site in the biological 
Subject. 

0031) Another aspect of the present invention is a method 
for providing increased thermal insulation in a treatment 
catheter having at least one fluid lumen therein. The treat 
ment catheter has an outer wall which encases the at least 
one fluid lumen. The treatment catheter is configured to 
deliver thermal treatment to a target Site in a natural lumen 
or body cavity of a biological Subject. The thermal treatment 
can include one or more of cooling, heating, or thermal 
ablation treatments. The method comprises the steps of: (a) 
introducing a quantity of liquid insulation mixture into a 
desired region of the treatment catheter Such that it is held 
intermediate the at least one fluid lumen and the outer 
Surface of the treatment catheter; and (b) altering the physi 
cal State of the liquid mixture from liquid to a non-liquid 
State (or from a flowable to a non-flowing State) to define a 
thermally insulated region in the catheter. 
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0032. In one embodiment, the treatment catheter has an 
elongated tubular body, and the treatment catheter further 
comprises a plurality of axially extending insulation lumens 
circumferentially arranged to encase the at least one fluid 
lumen below the outer wall. In this embodiment, the 
increased thermal insulation is carried out in the introducing 
Step by inserting (which can include flowably injecting) the 
liquid insulation mixture into one or more of the plurality of 
insulation lumens. 

0033. In certain embodiments, the liquid insulation mix 
ture can comprise liquid polyurethane or a liquid insulation 
mixture comprising initially liquid polyurethane and hollow 
plastic microSpheres. 

0034. In some embodiments, the treatment catheters can 
be provided as a set of prostatic treatment catheters, each 
configured for insertion into the male urethra (Such as for 
treating BPH). However, the set is provided such that each 
treatment balloon which expands to deliver the thermal 
treatment is sized a different length to allow customized fit 
to a particular Subject (the treatment balloon which is 
adapted to reside in a portion of the prostatic urethra which 
can vary patient to patient and the catheter treatment balloon 
itself can be provided in lengths ranging from about 2-6 cm, 
typically in increments of about 72 cm). 
0.035 Advantageously, the present invention provides 
flexible treatment catheters. The present invention allows, 
for applications which employ body fluid drainage lumens 
(or drug delivery or other fluids), increased rigidity about the 
drainage or delivery lumen which can be used to provide 
improved throughput volumes (increased drainage Volumes 
therethrough) in the Subject even after the catheter is 
exposed to elevated temperatures during thermal ablation or 
thermal therapy treatments. 
0036). In summary, certain embodiments of the present 
invention the treatment catheters can include increased 
thermally insulated regions compared to conventional cath 
eters. The increased thermally insulated regions are prefer 
ably formed with selected insulative materials inserted or 
positioned intermediate the external wall of the catheter and 
the internal fluid passageways or lumens about a length of 
the catheter Shaft which resides in the Subject during treat 
ment to inhibit non-targeted tissue from being eXposed to 
thermal treatment temperatures. Thus, the treatment cath 
eters of the instant invention can protect the non-targeted 
tissue from undesirable exposure to thermal temperatures 
directed to the targeted tissue during delivery of the thermal 
treatment. Related methods for forming the insulation in the 
treatment catheterS Such as by injecting a flowable micro 
Sphere Solution into desired regions of the catheter and then 
Solidifying to define improved insulation regions are also 
described. 

0037 Certain embodiments of the present invention addi 
tionally, or alternatively, provide treatment catheters which 
are configured to allow improved drainage and/or flow rates 
for other fluids such as flushing liquids to be directed into the 
subject therethrough. Certain of the embodiments described 
are particularly Suitable for a Subject undergoing thermal 
therapy or thermal ablation treatment to a localized target 
region in a natural body cavity or lumen Such as within the 
prostatic urethra. The treatment catheter can remain in 
position for an initial portion of the healing process (tem 
porally proximate to the post thermal ablation treatment) and 
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can be used to deliver medicaments or rinses to the treatment 
region during the healing process (which in prostate treat 
ments can promote healing and/or inhibit UTI). The treat 
ment catheter can include one or a combination of Suitable 
coatings Such as hydrophilic coatings which can help the 
ease of insertion into the body cavity, antimicrobial coatings, 
anti-inflammatory coatings, anti-Scarring coatings, and anti 
biotic coatings. In addition, the catheter can be used to 
deliver Suitable fluids to the treated region to help facilitate 
healing and/or reduce the likelihood of infection. 

BRIEF DESCRIPTION OF THE DRAWINGS 

0038. The accompanying drawings, which are incorpo 
rated in and constitute a part of the Specification, illustrate 
embodiments of the invention and, together with the 
description, Serve to explain principles of the invention. A 
portion of the disclosure of this patent document contains 
material which is Subject to copyright protection. The copy 
right owner has no objection to the reproduction by anyone 
of the patent document or the patent disclosure, as it appears 
in the Patent and Trademark Office patent file or records, but 
otherwise reserves all rights whatsoever. 
0039 FIG. 1 is a schematic illustration of the anatomy of 
the male urethra Showing a thermal ablation treatment 
region in the prostate. 

0040 FIG. 2 is a schematic illustration of the prostate 
portion of the male urethra illustrating a prior art treatment 
catheter in position in a Subject for delivery of thermal 
ablation treatment. 

0041 FIGS. 2A and 2B are enlarged section views of the 
prior art treatment catheter shown in FIG. 2. 
0042 FIGS. 3A-3T are enlarged cross-sectional views of 
embodiments of a catheter Shaft having insulated regions 
with exemplary lumen configurations according to the 
present invention. 
0043 FIGS. 4A-4F are enlarged cross sectional views of 
additional embodiments of catheter Shafts having insulated 
regions and exemplary lumen configurations according to 
the present invention. 
0044 FIG. 4G is an enlarged partial cross-sectional view 
of still other embodiments of catheter shafts with insulated 
regions according to the present invention. 
004.5 FIG. 5A is a graph illustrating the temperature 
distribution of a catheter shaft (as percent change from the 
temperature exhibited with air insulation). The temperatures 
were measured eX Vivo at 10 different incremental points 
(spaced apart about one inch) along the catheter shaft. 
Temperature measurements were taken at four (90 degree) 
intervals about the exterior Surface of the shaft at each of the 
10 different positions to determine where the highest tem 
peratures were located. For each of the 10 different positions 
(indicated as numbers 1-10 on the bottom of the graph), a 
plurality of temperature measurements were taken during 
different time periods within one or more 45 minute thermal 
ablation treatment periods. The lines on the graph illustrate 
the mean (the center point) and Standard deviation (the upper 
and lower bars about the center point) of the temperatures 
measured at each of the 10 points. Each line on the graph 
represents the results for one of five different insulation 
material types or mixtures. The temperatures shown corre 
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spond to the location on the Shaft where the maximum 
temperatures were measured ex vivo in a laboratory Set-up 
along the Shaft as the Shaft was exposed to heated circulating 
fluid. The heated circulating fluids had an input temperature 
condition set to about 60° C. during a thermal treatment 
Session lasting about 45 minutes. The lowest line in the 
graph corresponds to the lowest measured temperatures and 
the most thermal insulation as tested. 

0046 FIG. 5B is a graph similar to FIG. 5A illustrating 
the temperature distribution for a shaft enclosing circulating 
fluid heated to an input condition of about 62 C. 
0047 FIGS. 6A and 6B are graphs similar to FIGS. 5A 
and 5B illustrating the temperature distribution (as a percent 
change from the air insulation) for a different Selection of 
insulation materials. 

0.048 FIG. 7 is a schematic partial cutaway view of a 
catheter according to an embodiment of the present inven 
tion. 

0049 FIG. 8 is an enlarged section view of an embodi 
ment of an insulated Shaft region taken along line 8-8 in 
FIG. 7. 

0050 FIG. 9 is a greatly enlarged section view of a 
treatment balloon region of a catheter taken along line 9-9 in 
FIG. 7. 

0051 FIG. 10 is an enlarged section view of a distal 
portion of a catheter taken along line 10-10 of FIG. 7. 
0.052 FIG. 11A is a partial exploded view of a treatment 
catheter according to embodiments of the present invention. 
0.053 FIG. 11B is a greatly enlarged end view of an insert 
according to embodiments of the present invention. 
0054 FIG. 11C is a front view of a stylet suitable for 
positioning the insert of FIG. 11B according to one embodi 
ment of the present invention. 
0055 FIGS. 12A-12D are enlarged (10x) photographs of 
croSS-Sections of a catheter according to one embodiment of 
the present invention with a PTFE insert positioned in the 
urine drainage canal after exposure to WIT input tempera 
tures (60-62. C.) circulated in the catheter and insert for 
about 40 minutes or more. 

0056 FIG. 13 is a graph illustrating the drained volume 
(ml/min) for catheters configured with and without inserts 
for various fluid pressures inside the catheter. 
0057 FIG. 14 is a block diagram of a method for 
fabricating a catheter with insulated regions according to 
embodiments of the present invention. 
0.058 FIG. 15 is a block diagram of a method for 
inhibiting the closure of a fluid channel according embodi 
ments of the present invention. 
0059 FIG. 16 is a block diagram of a method for treating 
conditions of the prostate according to embodiments of the 
present invention. 

DETAILED DESCRIPTION OF EMBODIMENTS 
OF THE INVENTION 

0060. The present invention now will be described more 
fully hereinafter with reference to the accompanying draw 
ings, in which preferred embodiments of the invention are 
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shown. This invention may, however, be embodied in many 
different forms and should not be construed as limited to the 
embodiments Set forth herein; rather, these embodiments are 
provided So that this disclosure will be thorough and com 
plete, and will fully convey the Scope of the invention to 
those skilled in the art. In the figures, certain elements, 
regions, or features may be exaggerated for clarity. Like 
numbers refer to like elements throughout. In the figures, 
broken lines indicate that the associated operation or feature 
is optional. 

0061 Referring now to FIG. 1, the thermal ablation 
treatment region 10 is indicated by the lined region in the 
prostate 11. The term “thermal ablation” refers to exposing 
the targeted tissue to a temperature which is Sufficient to kill 
the tissue. The thermal ablation can be carried out in a 
number of ways. As shown in FIG. 2, in certain embodi 
ments, the thermal ablation is carried out by causing the 
targeted tissue to thermocoagulate via contact with an 
expandable treatment balloon 23 on a catheter 20 inserted 
into the Subject which is configured to direct circulating hot 
liquid heated external of the body of the subject to the 
targeted treatment region within the biological Subject. 

0062. In certain embodiments related to thermal ablation 
therapies, the targeted tissue is exposed to an elevated 
temperature which is greater than or equal to about 45 C. 
for a predetermined period of time. In other embodiments, 
the treatment catheters may be used for other thermal 
therapies such as to deliver cooled liquids (cooled to tem 
peratures below the average body temperature Such as to 
about 15-20° C. or even to cryogenic temperatures) or to 
deliver heated liquids (heated to temperatures below about 
45 C.) to a target region in the cavity or natural lumen in 
the subject's body. The present invention finds use for both 
Veterinary and medical applications. The present invention 
may be advantageously employed for treatment of Subjects, 
in particular human Subjects. Subjects, according to the 
present invention, includes animal Subjects, and are prefer 
ably mammalian Subjects (e.g., humans, canines, felines, 
bovines, caprines, Ovines, equines, rodents, porcines, and/or 
lagomorphs), and more preferably are human Subjects. 

0063 For ease of discussion, the embodiments of the 
present invention will be primarily discussed for use in the 
male urethra. However, the catheters of the present invention 
may be alternately configured and adapted as appropriate for 
insertion in other natural lumens or body cavities Such as, 
but not limited to, the colon, the uterus, the cervix, the throat, 
mouth or other respiratory passages, the ear, the nose, blood 
vessels, and the like. 

0064. In certain embodiments, the treatment catheter can 
be used to administer a treatment to the prostate to treat 
prostatitis, cancer, and/or BPH. In particular embodiments, 
thermal ablation therapy can be used to treat BPH. In 
treating BPH, it is also preferred that the prostatic tissue is 
thermally treated by contact with an expandable treatment 
balloon which expands responsive to the heated fluid cap 
tured and/or circulating therein. The heat can be generated 
by a microwave, RF, ultrasound, and the like locally at the 
treatment Site or can be generated external of the body. For 
example, in certain embodiments circulating Systems are 
employed and the liquid is held Such that it is captured in the 
treatment catheter and delivered to the treatment balloon to 
cause the treatment balloon to expand with heated liquid. 
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The liquid can thus be heated external of the subject (outside 
the body of the subject) and then introduced to the catheter. 
In certain embodiments, such as but not limited to, for BPH 
thermal ablation treatments, the circulating heated fluid can 
be introduced into the catheter at a temperature of about 
60-62 C. for a treatment period which is at least 30 
minutes, and in particular embodiments for at least about 
42-45 minutes, in duration. 
0065. In other embodiments, such as for treating pros 

tatitis, a thermal internal massage treatment can be admin 
istered by repetitively pulsing the expansion and contraction 
of a treatment balloon on the catheter (as it resides inside the 
body) for selected time periods. The duration of the treat 
ment may not include the initial time to reach the desired 
treatment temperature (or the time to decrease therefrom 
post-treatment). For example, heating the fluid to about 
40-47 C. Such that the prostatic tissue is exposed to 
non-ablation or low-level ablation temperatures for a major 
portion (or all) of the treatment Session. In other embodi 
ments, the fluid can be heated to an elevated level (about 
50-62. C. for an initial portion of the treatment) and then 
reduced for the remainder of the treatment Session to 
between about 40-47 C., and typically to about 45-47 C. 
See co-pending, co-assigned U.S. Provisional Application 
Ser. No. 60/308,344 for additional description of thermal 
massage therapies, the contents of which are hereby incor 
porated by reference as if recited in full herein. 
0.066 For certain embodiments, such as prostatitis and/or 
BPH thermal ablation therapy, the treatment can be targeted 
to be carried out in a localized treatment region within the 
urethra from the prostate, the treatment region 10 being 
generally described as including the upper portion of the 
urethra (termed the "prostatic urethra) So as to extend 
generally below the bladder neck 12a and above the veru 
montanum 11b of the subject. Alternatively, the treatment 
region 10 may include the bladder neck 12a or a portion of 
the bladder neck itself. 

0067. It is noted that the circulating heated fluid for 
thermal ablation treatments can be heated to temperatures 
above about 45 C. and delivered to the targeted tissue to 
provide the thermal ablation temperatures for different appli 
cations for different lengths of treatment as the desired 
application dictates. For example, the liquid can be heated to 
a temperature of at least about 50° C. and then circulated (as 
heated liquid) into a catheter that is positioned in the desired 
location in the Subject So as to expose the targeted tissue to 
the heated temperature for from about 5-30 minutes or more. 
0068. In certain embodiments, once the thermal ablation 
therapy has been delivered to the Subject, the treatment 
catheter 20 is left in position in the subject for an initial 
recovery period. Preferably, this initial recovery period is 
from about 12-72 hours, and more preferably about 24-48 
hours. Leaving the treatment catheter in position for this 
initial period can reduce bleeding and Subsequent blood 
clotting upon immediate post-treatment removal thereof. A 
Suitable thermal treatment System and treatment catheters 
are available from ArgoMed, Inc. located in Cary, N.C. See 
also, U.S. Pat. Nos. 5,257,977 and 5,549,559 to Eshel, and 
co-assigned U.S. patent application Ser. No. 09/433,952 to 
Eshel et al., the contents of which are hereby incorporated by 
reference as if recited in full herein. 

0069 FIG. 2 illustrates a conventional prior art treatment 
catheter 20 used in a water induced thermotherapy prostate 
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treatment system identified as the Thermoflex(R) System 
available from ArgoMed Inc. of Cary, N.C. As shown, the 
treatment catheter 20 includes an anchoring balloon 22, a 
treatment balloon 23, and an elongated shaft 25. As shown 
in FIGS. 2A and 2B, the catheter 20 also includes inlet and 
outlet fluid circulating paths 26i, 26O, respectively, as well 
as a urinary drainage channel 28 (which can also be used to 
deliver medicaments therethrough while the catheter 20 is in 
position in the Subject). The anchoring balloon 22 can be in 
fluid communication with the treatment balloon 23, Such 
that both are inflatable by the circulating heated fluid or, as 
shown in FIG. 2, can be in fluid isolation from the treatment 
balloon 23 (inflatable by an air channel directed thereto). 
Preferably, the upper anchoring balloon 22 is separately 
inflatable to allow this balloon 22 to be inflated before the 
treatment balloon 23. This can reduce the likelihood that the 
upper anchoring balloon 22 will be inflated below the 
desired location (potentially introducing damage to the 
bladder neck 12a or the upper portion of the prostate urethra) 
and facilitate proper positioning of the catheter 20 in the 
prostate relative to the bladder. AS shown, the anchoring 
balloon 22 extends a distance into the bladder that may hold 
a quantity of urine 12. 
0070. In operation, heated fluid, which can be water or a 
water-based liquid, is heated external of the Subject, directed 
into the catheter 20, and circulated in the enclosed fluid 
paths 26i, 26O in the catheter 20. The fluid is directed 
through the shaft 25 via the inlet path 26i to the treatment 
balloon 23 located proximate the desired treatment site, out 
of the treatment balloon 23 to the outlet path 26O, and out of 
the subject. As shown in FIG. 2B, the circulating fluid is 
directed into the treatment balloon 23 which then expands in 
response to the quantity of fluid held therein. Preferably, a 
low volume of circulating heated fluid is physically circu 
lated, during operation, at any one time, through a closed 
loop system to deliver the thermal ablation treatment via the 
treatment catheter 20. The term “low volume” means below 
about 100 ml. In particular embodiments, the low volume 
system can be configured to circulate between about 20-50 
ml. 

0071. In operation, in order to anchor the catheter 20 in 
a desired position or location within the prostate 11 (after the 
catheter 20 is inserted into the prostate 11) the anchoring 
balloon 22 is inflated via a fluid introduced through the shaft 
25 to the distal portion of the catheter 20 to cause the 
anchoring balloon 22 to take on an expanded configuration 
and reside against the bladder neck of the Subject. Thus, 
when expanded, the anchoring balloon 22 is adapted to 
position the treatment balloon 23 in the prostate relative to 
the bladder. When deflated, the catheter 20 (including the 
anchoring and treatment balloons 22, 23) is preferably 
configured as a Smooth, Substantially constant profile mem 
ber to allow for ease of insertion into the body (the balloons 
may Substantially collapse against the central body or shaft 
of the catheter). 
0072 The circulating fluid (and the anchoring balloon 
inflation media, when separately inflatable) is preferably 
Selected to be non-toxic and to reduce any potential noxious 
effect to the subject should a situation arise where the 
balloon integrity may be compromised, accidentally rupture, 
leak, or otherwise become impaired during Service. 
0073. The catheter 20 is preferably flexibly configured so 
as to be able to bend and flex to follow the shape of the 



US 2004/0230188A1 

lumen or cavity (even those with curvatures as shown in 
FIG. 2) as it is introduced into the lumen or cavity until a 
distal portion of the catheter 20 reaches the desired treatment 
Site. 

0.074 The catheter 20 can be sized as an elongated 
tubular body with a relatively Small cross-sectional area 
having a thin outer wall So as to be able to be inserted into 
and extend along a length of the desired lumen to reach the 
desired treatment Site. AS used herein, the term “thin outer 
wall” means a wall having a thickness of about 2 mm or less, 
and preferably about 1.2 mm or less, and can be, in certain 
embodiments about 0.5 mm or less. For prostate or male 
urinary applications, the cross-sectional width or outer 
diameter of the catheter 20 about the tubular body is 
typically between about 6-8 mm (18-24 French). Of course, 
as noted above, the flexible catheter 20 can be alternatively 
sized and dimensioned to fit other lumens, cavities and/or 
treatment applications. 
0075. In a preferred embodiment, a major portion of the 
cross-sectional area of the shaft region 25 of the catheter 20 
is taken up by the size of the fluid channel, or channels, held 
therein. In certain embodiments, Such as but not limited to 
those directed to proState or male urinary applications, the 
catheter 20 includes at least three Separate fluid channels, the 
circulating inlet and outlet channels 26i, 26O and the fluid 
drainage and/or medicament delivery channel 28 in the shaft 
region 25 (FIG.2) as shown in FIGS. 2A, 3A-3T and 4A-4F. 
Therefore, as also shown in these figures, the insulation 
region 25i is typically physically limited to a predetermined 
length of the tubular body and is also configured So as to 
laterally extend within a small outer region of the shaft 25 
encasing the intermediately-held fluid channels 26i, 26O, 28, 
as will be discussed further below. 

0076) The flexible catheter 20 can also be configured 
Such that it is Sufficiently rigid to be able to maintain an 
opening in the drainage lumen 28 when inserted and in 
position in situ (and exposed to compressive Swelling pres 
Sures or edema in the localized treatment region after a 
therapy session or treatment) Sufficient to provide at least 
about 50% of the cross-sectional area, and preferably at least 
about 75%-90% or more, of the cross-sectional area, of the 
drainage lumen 28 relative to the pre-insertion catheter 28 
size. AS Such, the catheter 20 can be flexibly configured Such 
that it is sufficiently conformable to yield to the contours of 
the Subject's body as it is inserted therethrough and into 
position in the desired region of the Subject, yet Sufficiently 
rigid to provide an open drainage lumen when it resides in 
position, in the body (Such as in the prostate), and exposed 
to tissue which is exhibiting distress during or Subsequent to 
undergoing a therapy or thermal treatment. 
0077. In certain embodiments, the catheter 20 can be 
configured Such that it is able to maintain a Sufficiently sized 
drainage opening in the drainage lumen 28 to allow desired 
flow volumes therethrough when exposed to compressive 
pressures from the treated tissue on the order of about 7-21 
psi after exposure to elevated temperatures above about 40 
C. for at least about 10 minutes, and typically above about 
45° C. for above about 30 minutes. The catheters 20 of the 
instant invention can also be used to maintain an open 
passage of desired size for other treatments or applications 
where there is a desire to maintain the open passage in a 
flexible catheter which is exposed to edema or StreSS in the 
Subject. 
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0078. As shown in FIG. 2, the elongated shaft 25 has 
increased thermal insulation 25i at least along the length 
which resides below or away from the targeted treatment 
region (for prostate treatments, this is the region in the male 
urethra below the prostate) during the thermal therapy to 
reduce the likelihood that the non-targeted tissue will be 
exposed to undue (cooling, elevated, or ablation) tempera 
tures. FIGS. 3A-3T illustrate embodiments of the shaft 
region 25 of the treatment catheter 20 showing increased 
thermal insulation configurations (i.e., increased relative to 
the region of the treatment balloon 23) according to the 
present invention. FIGS. 4A-4G illustrate cross-sectional 
views of additional embodiments of thermal insulation 25i 
and lumen configurations in the Shaft region 25. Certain 
embodiments of the catheter cross-sectional profile or 
perimeter shapes shown in FIGS. 3 and 4 include a plurality 
of partitions or Segments forming a part of the insulated shaft 
region 25i. The plurality of Segments are located between 
the outer wall and the circulating fluid lumens. The plurality 
of Segments can define discrete enclosed Void spaces. Each 
of the Void spaces also have perimeter shapes, typically oval, 
circular, or curvilinear, or polygonal Such as in the shape of 
a triangle, Square, rectangle, parallelogram, trapezoid, and 
the like. The insulation region can include more than one 
void space shape. The Void spaces may be filled (or partially 
filled) with fluid Such as air, gas, liquid, gelatinous, or Solid 
or Semi-Solid materials. The Void space(s) may be used to 
drain fluid therein and/or to direct inflation media to the 
anchoring balloon and the like. 
0079. As shown in FIG. 3A, the catheter shaft 25 can 
include an outer wall 30, an inner wall 31, and a plurality of 
conduits 34 circumferentially arranged (preferably in close 
proximity and/or abutting contact) intermediate the inner 
and outer walls 31, 30, respectively. A plurality of internal 
fluid passages are encased by the inner wall 31. AS Shown, 
the internal fluid passages include three separate passages, 
the circulating inlet and outlet paths 26i, 26O, and the 
centrally disposed drainage lumen 28. The inlet and outlet 
paths 26i, 26O are annularly arranged around (Substantially 
concentrically aligned with) the centrally located drainage 
channel 28. AS is also shown, the conduits 34 can be filled 
with a quantity of a selected (non-gaseous) insulation media, 
material, or material mixture 36 to provide enhanced thermal 
insulation for the shaft 25. Exemplary embodiments of 
Selected insulation materials will be discussed further below. 
Thus, the outer wall 30, the inner wall 31, and the plurality 
of conduits 34 filled with the selected insulating material 36 
together define the thermal insulation 25i for the lower 
portion of the shaft 25. 
0080 FIG. 3B illustrates embodiments with a similar 
configuration to that of FIG. 3A with the internal fluid 
lumens 26i, 26O, and 28, arranged as in FIG. 3A. This 
embodiment includes a plurality of partitioned Segments 35 
which are circumferentially arranged to radially extend 
between the outer wall 30 and the inner wall 31. Selected 
ones or all of the partitioned segments 35 can be filled with 
a quantity of a Selected insulation material 36. The insulation 
material 36 can be formed of a compound material mixture 
comprising hollow microSpheres as will be discussed further 
below. 

0081 FIG. 3C again illustrates insulation embodiments 
with a similar configuration to that of FIG. 3A with the 
internal fluid lumens 26i, 26O, and 28, arranged as in FIG. 



US 2004/0230188A1 

3A and at least one axially extending void Space 29 that can 
be configured in the catheter. In certain embodiments the 
Void space 29 can act as an inflation passage 29 that is 
provided in the insulation layer 36 Such that it extends along 
a desired length of the catheter 20. In other embodiments, 
the void space 29 can be used to direct fluid or medicaments 
to desired regions in the body. In other embodiments, the 
catheter can include Separate Void spaceS for each of these 
functions. For ease of discussion, the void space 29 will be 
primarily described as an inflation passage hereafter. 
0082 The number of inflation passages 29 can vary 
depending on the application (other numbers are shown in 
the embodiments of FIG.3). The inflation passage is in fluid 
communication with an inflation Source which is externally 
located (outside the Subject) on one end and in fluid com 
munication with an inflatable balloon segment (Such as the 
bladder anchoring or locating balloon 22 shown in FIG. 2) 
on the other end. 

0083 FIGS. 3D,3E, and 3F are similar to FIGS.3A, 3B, 
and 3C, respectively, but illustrate a different internal fluid 
lumen arrangement for the inlet outlet circulation and fluid 
drainage channels or passages 26i, 26O, and 28. In these 
embodiments, the lumens themselves are arranged similar to 
the arrangement shown in FIG. 2A. FIGS. 3D-3F illustrate 
that the increased insulation region 25i can include tubes or 
passages 34, 35 filled with a selected insulation material or 
material mixture 36. 

0084. The insulation material 36 can be deposited, 
Sprayed, injected, or otherwise layered on the inner wall or 
positioned in the Void spaces defined between the inner and 
outer walls of the catheter 31, 30, respectively. As shown in 
certain of the figures, the outer wall 30 and inner wall 31 are 
thin wall elongated (axially extending) tubes that are sepa 
rated by an intermediate material layer comprising the 
Selected insulation material 36. In other embodiments, such 
as shown in FIG. 3H, the outer wall 30 can be sized to 
Surround the inner wall 31 and a quantity of insulation 
material can be positioned therebetween, and may be-con 
figured to provide a void space or axially extending channel 
29 as desired. 

0085 Alternatively, such as shown in FIGS. 3, and 3J, 
the outer wall 30 can be defined by a single material layer 
formed directly onto the inner wall 31 with a sufficient 
lateral thickness. The outer wall and underlying layer can be 
configured from a material comprising the Selected insula 
tion material 36. In certain embodiments, the thickness of 
the insulating material layer across the outer wall Surface to 
the inner Surface thereof can be about 1.2 mm. A Small 
conduit can be formed into the thickness of the layer or a 
channel can be formed to define the inflation passage 29 as 
desired. 

0086) The catheter embodiment of FIG. 3 is similar to 
the embodiments of FIGS. 3C and 3F, but includes only 
two inner fluid flow lumens. For circulating Systems, it is 
preferred that, as shown, the catheter 20 includes at least one 
inlet and outlet channel 26i, 26O. This embodiment illus 
trates that, for Some applications, drainage lumens 28 may 
not be desired and/or necessary. In other embodiments, 
Separate circulating paths may not be necessary, So a catheter 
may also be configured with only one lumen (not shown) or 
use the two lumens for other purposes. 
0087 FIGS. 3G and 3H illustrate embodiments of cath 
eters which can include three inner fluid flow lumens, the 
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inlet outlet circulation and fluid drainage channels or pas 
Sages 26i, 26O, and 28 arranged with radially extending 
Segments all converging from the inner wall 31 to a common 
Center. 

0088 FIGS. 3P, 3O,3R and 3T also illustrate the use of 
three fluid lumens 26i, 260, and 28. FIG. 3O illustrates an 
oval cross-sectional profile and also shows that the lumens 
are offset from the center of the tubular body such that the 
drainage channel 28 is spaced more closely to the outer wall 
30 than the fluid inlet and outlet circulating lumens 26i, 26.O. 
FIG. 3O also shows that the drainage channel 28 has a 
Semi-circular shape extending across a major portion of the 
width of the tubular body. The drainage channel 28 can have 
a diameter which is on the order of greater than or equal to 
the sum of both the widths of the inlet and outlet circulating 
lumens 26i, 26O. FIG. 3T illustrates an increased thickness 
of material to Separate the drainage channel 28 from the 
circulation channels 26i, 26O over the configuration shown 
in FIG 3F. 

0089 FIGS. 3J, 3K, 3L, and 3S illustrate catheter 
embodiments which can have four inner fluid flow lumens. 
FIGS. 3J, 3K,3L and 3S illustrate catheters which have one 
inlet and one outlet circulation channel 26i, 26O, and two 
fluid drainage channels 28. FIGS. 3.J and 3K illustrate that 
the drainage channels 28 are positioned in the catheter So as 
to be diametrically opposed from each other. FIG. 3K also 
illustrates the use of four inflation passages 29. FIG. 3S 
illustrates that the two drainage channels 28 are located 
intermediate the outer wall 30 and the inlet and outlet paths 
26i, 26O. AS shown, the drainage channels 28 can be 
annularly arranged around the two opposing and Substan 
tially centrally located inlet and outlet paths 26i, 26O. 
0090 FIGS. 3M, 3N, and 30 illustrate catheter embodi 
ments which can have five inner fluid flow lumens. As 
shown, the circulating channels 26i, 26O each include two 
passages which may be in fluid communication or may be in 
fluid isolation and which direct the treatment fluid to or from 
the treatment balloon 23. FIG. 3N illustrates a diamond 
shaped drainage passage 28, while FIG. 3M illustrates a 
rectangular shaped passage 28. AS is also shown, the drain 
age channels 28 can be centrally disposed within the catheter 
tubular body. In other embodiments, such as shown in FIGS. 
3K, 3.Q., and 3S, the drainage channel 28 is offset with 
respect to the center of the catheter. 
0091 For brevity, not all combinations of suitable wall 
Structures and lumen arrangements have been illustrated 
herein. It is noted that each of the exemplary lumen arrange 
ments shown in the figures can be formed with any of the 
desired insulation or wall Structures of the present invention. 
For example, each of the lumen configurations may be 
combined with a desired insulation Such as a Selected 
material layer 36, partitioned segments 35 (or segments 125 
FIGS. 4A-G, as will be described further below), and tubular 
channels 34 (whether filled with air or another gas or a 
Selected non-gaseous insulation material composition). 
0092 FIGS. 4A-4G illustrate additional embodiments of 
catheter body insulation regions 25i or structures with 
various lumen arrangements. In certain embodiments, the 
present invention can also provide Segments with Spaces 
which are oriented and shaped to reduce the amount of 
contact area between the internal lumen and/or the outer 
wall and/or to provide increased lateral or radial rigidity to 
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inhibit closure of the internal lumen(s). In operation, the 
Segments are configured So that they can provide increased 
thermal resistivity and/or decrease the radially transmitted 
thermal conduction and may also provide increased Struc 
tural rigidity. That is, the perimeter shapes and orientation of 
one or more of the Segments can provide point contact for 
localized regions proximate the heated or cooled fluid in the 
internal lumen or lumens and/or the Outer wall. The con 
figurations can thereby provide a reduced heat conduction 
Surface area at points circumferentially arranged about the 
shaft. 

0093. In certain embodiments, the perimeter shape of the 
segment spaces 125 (FIGS. 4A-4G) can include at least one 
edge portion or corner. One or more of the Segment Space 
125 perimeter shapes can be oriented between the inner wall 
31 (or the internal fluid lumen or lumens) and the outer wall 
30 Such that the perimeter shape radially tapers into the edge 
portion or corner either toward one or the other, or both, Such 
that the edge portion is the forwardmost part of the Segment 
at either the outer wall or the inner wall. Thus, the shape and 
orientation of the Segment defines a point contact for the 
proximately located inner lumen or Outer wall. AS used 
herein, the term “point contact” can include a localized 
contact region rather than merely a sharp corner or pinpoint 
of contact, as shown, for example, in FIGS. 4A-4G. 

0094 Looking, for example, at FIG. 4G, when viewed in 
croSS-Section, the Segments 125 define Void Spaces 125v 
with perimeters of different shapes, preferably shapes hav 
ing corners or edge portions 125e. For example, polygonal 
shapes Such as, but not limited to, Substantially triangular, 
Square, rectangular, trapezoidal, pentagonal, hexagonal, par 
allelogram, and the like. The Void spaces 125v are positioned 
between the internal lumen, or as shown, lumens 26i, 26O, 
and the outer wall 30. The void spaces or segments 125 are 
oriented Such that at least one corner or edge portion 125e 
contacts or is more proximate (e.g., extends Such that it is 
closer to either the internal wall 31 (or outer surface of the 
walls of the internal lumens 25i, 25.o) or the outer wall 30 
than the rest of the perimeter of the Void space. This Segment 
configuration can reduce the amount contact Surface 
between either the outer wall 30 and the segment 125 or the 
inner wall 31 and the segment 125. FIG. 4G illustrates 
Several examples of Suitable configurations Such as a Square 
oriented as a diamond shape (providing point contact with 
each the inner and Outer walls), a triangle shape with one 
edge (pointing to the inner wall 31), and a hexagon. The 
catheter can be configured with one or more of these 
Segment configurations. 

0.095 FIGS. 4A-4G illustrate embodiments where the 
wall Structure of the catheter at least in the insulation region 
25i employs at least one Segment 125 having at least one 
Substantially triangulated or protruding edge portion 126. AS 
described above, in operation, it is expected that the reduced 
contact Surface area either or both at the outer wall 30 or the 
inner wall 31 about the circulating fluid inlet and outlet paths 
26i, 26O may provide improved thermal insulation and/or 
improved Structural rigidity So as to inhibit undue deforma 
tion attributed to circulating heated fluid through the flexible 
catheter circulating fluid inlet and outlet paths 26i, 26O to the 
treatment balloon during thermal treatments Such as near 
thermal ablation temperatures and/or at or above thermal 
ablation temperatures that can last up to about 40-42 min 

Nov. 18, 2004 

utes, or longer, during some treatments. FIGS. 4A-4G 
illustrate different configurations and quantities of inner 
lumens. 

0096 FIGS. 4A and 4B illustrate embodiments where a 
plurality of Segments 125 can be positioned intermediate the 
outer wall 30 and the inner wall 31 about both the circulating 
fluid inlet and outlet paths 26i, 26O. The segments 125 may 
be all arranged So that the pointed or protruding edge portion 
126 is positioned to face or contact the outer wall 30 and/or 
face the inner wall 31. In FIGS. 4A and 4B, the drainage 
lumen 28 is centrally disposed and two laterally opposing 
end Segments can be positioned intermediate the outer wall 
30 and the drainage lumen 28 as desired. 

0097 FIGS. 4C and 4D illustrate embodiments where 
the catheter can include a plurality of Segments 125 of 
differing sizes and configurations positioned intermediate 
the outer wall 31 and the circulating fluid inlet and outlet 
paths 26i, 26O. In addition, the Segments can be arranged 
Such that Some of the triangulated edge portions 126 face the 
outer wall 30 while others face the inner wall 31. AS is also 
shown, the tubular body of the catheter shaft proximate the 
two diametrically opposed drainage channels 28 may be 
formed of a layer of a Selected material without Segments 
125 (FIG. 4C) and/or with different shaped segments 128 as 
shown in FIGS. 4C and 4D. In addition, the drainage lumen 
can be configured as a plurality of separate lumens (shown 
as two diametrically opposed lumens). Catheters configured 
similar to the embodiments of FIGS. 4A-4G may increase 
fluid volumes allowed to flow through the drainage channels 
28 by about 60% over conventional configurations. 

0.098 FIGS. 4E and 4F illustrate embodiments where 
the fluid flow lumen, the circulating fluid inlet and outlet 
channels 26i, 260 and the drainage channel 28 (and/or fluid 
delivery channel), can be offset from the axially extending 
center axis of the tubular body (the center of the tubular 
body is indicated by the dotted line axis drawn in the figure). 
FIG. 4E illustrates embodiments where the drainage chan 
nel 28 can have a width which is about the size of the Sum 
of the widths of the adjacent regions of the circulating fluid 
inlet and outlet channels 26i, 26O. AS is also shown, the 
drainage channel 28 can be shaped as a half-circle and the 
circulating fluid inlet and outlet channels 26i, 26O can be 
shaped as quarter-circles (all can be radially aligned with a 
substantially common center). FIG. 4F illustrates embodi 
ments where the three fluid flow channels 26i, 26O, 28 can 
be Substantially equally sized and configured. AS shown, a 
central lumen can be Subdivided into three wedge shapes. 
The three lumens can be divided so that each fluid flow 
lumen extends from a common center and Such that each 
lumen has about/3 the area enclosed by the inner wall 31 or 
So that the drainage channel 28 has an increased area relative 
to the inlet and outlet circulating fluid channels 26i, 26O. The 
croSS-Sectional perimeter shape of the catheter shown in 
FIGS. 4A-4G is substantially circular, however, the present 
invention is not limited thereto and may include other 
shapes, Such as, but not limited to, Oval, polygonal or 
otherwise. FIGS. 4E and 4F also illustrate that a selected 
insulation material 36 (gaseous or non-gaseous) can also be 
positioned in one or more of the Void Spaces defined by the 
segments 125. 

0099. In certain embodiments, the segments 125 can also 
be radially arranged to extend about a Subset of the circum 
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ference of the tubular body including the region of the shaft 
outer wall 30 adjacent the circulating fluid inlet and outlet 
channels 26i, 26O. The Segments 125 can be arranged to 
taper off in Size Such that they have the largest dimensions 
at the location opposing the drainage channel and then 
(gradually) reduce in size as the position on the shaft 
approaches the drainage channel 28. The Segments 125 can 
terminate proximate the region overlying the drainage chan 
nel 28. The drainage channel 28 can be separated by a 
thickness of a material layer without an intermediate baffles 
or Segments, as typically, the drainage channel 28 is not used 
to deliver excessively heated or cooled fluids. The Segments 
125 can be configured to define voids spaces or can be filled 
with a Selected insulation material Such as gases, liquids, 
Solids, or other desired media. 

0100. In certain embodiments, the selected insulation 
material 36 can comprise polyurethane. The polyurethane 
can be provided as a Single layer thickness for at least a 
portion of the outer wall to form insulation along the shaft 
(such as shown for the single layer embodiment of FIG.3H 
and the portion of the Shaft adjacent the drainage channel in 
4E). Alternatively, a flowable insulation material can be 
flowably inserted between the inner and outer walls (such as 
inserted into the void spaces defined by partitions 35 (FIG. 
3B), tubes 34 (FIG. 3A) or segments 125 (FIGS. 4A-4F). 
The flowable insulation can be liquid (wholly or partially), 
gelatinous, or foam. In certain embodiments the flowable 
insulation material can include liquid polyurethane which is 
Subsequently hardened or solidified. 

0101. In additional embodiments, the selected insulation 
material can comprise a Suitable Substrate material Such as 
polyurethane mixed with hollow plastic, elastomeric, poly 
mer, or copolymer microSpheres sized in a range of about 
5-100 um (typically averaging about 50 um). Suitable hol 
low microspheres are identified as 551-DE available from 
Expancel located in Duluth, Ga. The insulation mixture can 
comprise at least about 10% volume of microspheres. In 
certain embodiments, the insulation mixture is formulated to 
have a volumetric ratio of between about 2:1-15:1, and 
preferably a ratio of between about 3:1-5:1, volume of liquid 
polyurethane to microspheres. Other miniaturized (sized in 
the range of about 10-500 um) hollow elastomeric, plastic, 
polymer, or copolymer shapes or bodies can also be used 
according to the present invention. 

0102) In addition, other suitable elastomeric or flexible 
Substrate materials (other than polyurethane) can also be 
used. For example, to form the outer and/or inner walls 30, 
31, a quantity of microSpheres and materials, Such as, but not 
limited to, polymers, copolymers, polyesters, nylon, and 
urethanes, can be used. These materials can include poly 
urethane, Silicone, latex, epoxy, rubber, polyvinylchloride 
(PVC), polyolefins such as polyethylene terephthalate 
(PET), polyethylene (PE), polypropylene (PP), PTFE, 
polyamide, polycarbonate, or other Suitable biomedically 
acceptable elastomers. 

0103) In certain embodiments, as shown in FIG. 8, the 
catheter 20 can include an outer wall 30 and an inner wall 
31 each having a thickness of about 0.2-0.5 mm formed of 
a thermoplastic elastomer. In certain embodiments, Selected 
portions or components of the catheter 20 may also include 
ceramic, glass, Stainless Steel or other Suitable biomedically 
acceptable materials (not shown) to help form connections 
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between lumens or walls or between circulating passages or 
heating components and the like, or to provide increased or 
decreased thermal resistivity or to inhibit closure of the 
drainage lumen. 

0104. As also shown in FIG. 8, a plurality of tubes or 
conduits 34 are positioned between the two walls 30, 31. The 
tubes 34 have a width (or pre-compressed diameter) of about 
0.5-0.8 mm that may be compressed after insertion by the 
contact with the opposing walls 30, 31. Of course the tubes 
34 (or indeed the inner wall 31) can include, but need not 
have, a curvilinear profile or elongated curved edge croSS 
Section and can be alternately configured. The tubes 34 can 
also be replaced with or incorporated with partitions 35 or 
segments 125 such as are shown in FIGS. 3B and 4A, 
respectively. 

0105 The insulation mixture may be introduced into the 
treatment catheter 20 by dispersing a quantity of an insula 
tion mixture 36 comprising a liquid or flowable material 
(which can be polyurethane with hollow plastic micro 
spheres) into the desired region of the catheter, Such as the 
Smaller tubes 34 (the quantity will vary depending on the 
length of the conduit corresponding to the length of the Shaft 
25). After a period of time (such as 12-24 hours), or 
exposure to a heat or light Source, the liquid will Solidify, 
harden, or cure into a Solid. A Syringe or other injection or 
liquid and/or flow delivery system can be used to direct the 
liquid mixture into the tubes 34. Additional quantities of the 
liquid insulation may be inserted external of the tubes 34 
between the walls 30, 31. 

0106. In another embodiment, as illustrated by FIG. 9, 
the treatment balloon 23 can include an expandable/collaps 
ible thin outer wall 331 formed of an elastomeric material 
Such as those described above, including, for example, 
polyurethane, nylon, polyethylene, or PVC (which is typi 
cally plasticized So that the material is Sufficiently elastic and 
flexibly expandable) which also comprises ceramic or Silica 
microspheres 336 to enhance the thermal transmissivity 50 
of the treatment balloon 23. The mixture can comprise at 
least about 10% volume of ceramic microspheres. The 
ceramic or Silica microSpheres can be hollow and sized in 
the range of about 106-350 um. In certain embodiments, the 
mixture is formulated to have a volumetric ratio of between 
about 2:1-15:1, and preferably a ratio of between about 
3:1-5:1, Volume of elastomeric material to microSpheres that 
can be layered onto one or more of the Surfaces of the 
balloon (Such as the outer Surface) to enhance the heat 
transfer properties thereof. Other miniaturized (typically 
sized in the range of about 10-750 um) bodies that may also 
be hollow, can also be used according to the present inven 
tion. The ceramic or Silica microSpheres can be integrated 
into the wall material or applied as a thin film coating onto 
the inner or outer Surface of the outer wall or inner wall 30, 
31. Suitable ceramic hollow microspheres sized with aver 
age ranges of about 106 and 350 um are available from CHL 
MicroSpheres, Inc., located in Helenwood, Tenn. 

0107 As shown in FIGS. 7 and 10, the catheter 20 may 
also comprise a thermal insulation collar 75 providing 
increased thermal insulation 430 for this region of the 
catheter. The collar 75 can be provided as an additional layer 
of insulating material of a Selected material, preferably 
comprising polyurethane or nylon, located at a distal portion 
of the catheter 20 (above the distal end portion of the 
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treatment balloon 23 and below or adjacent the anchoring 
balloon 22) or as a separate thermally insulating component 
which can be positioned onto and/or attached to the outer 
wall 30 of the catheter 20 at the desired location. 

0108 Turning now to FIG. 11A, another aspect of the 
present invention is shown. AS illustrated, an elongated 
insert 80 is sized and configured to be received into the 
urinary drainage lumen 28 of the treatment catheter 20. The 
insert 80, in position in the drainage lumen 28, extends along 
the catheter 20 substantially coextensively with the fluid 
circulating lumens 26i, 26O. In another embodiment, the 
insert 80 can extend beyond the treatment balloon 23 and 
circulating lumens 26i, 26O (to a location proximate the 
urinary discharge port-see FIG. 2). In still other embodi 
ments, the insert can be positioned in the drainage channel 
or lumen 28 Such that it terminates adjacent to or before the 
treatment balloon heated fluid lumens and/or which is 
located outside the subject during operation. The insert 80 
can be configured and sized to correspond Substantially with 
the opening Size of the drainage lumen 28 Such that it can be 
insertably positioned into and held frictionally engaged 
against the inner Surface of the drainage lumen 28. The insert 
80 resides in the drainage lumen 28 and provides structural 
rigidity and integrity So as to inhibit closure in the drainage 
lumen 28, thereby promoting increased urinary drainage 
Volume during and after exposure to temperatures associated 
with thermal ablation treatments as well as to withstand 
preSSures associated with contact with the treated tissueS of 
the subject. The insert 80 can be sufficiently rigid to be able 
to maintain a desired opening Size in the drainage lumen 28 
when inserted and in position in Situ (and exposed to 
compressive Swelling preSSures or edema in the localized 
treatment region after a therapy session or treatment) Suffi 
cient to provide at least about 50% of the cross-sectional 
area, and preferably at least about 75%-90% or more, of the 
pre-insertion size of the cross-sectional area of the drainage 
lumen 28. 

0109) As shown in FIG. 11B, the insert 80 can be a 
rectangular shaped tube having a wall thickness of about 
0.15 mm and a cross-section width and length which is about 
3.3 mmx1.0 mm. The insert can extend a major distance or 
all of the length of the shaft from the treatment balloon (and 
above) to a location outside the body. In particular embodi 
ments, the insert 80 can be about 370-390 mm long. In 
certain embodiments, the insert 80 can be formed of PTFE 
(polytetrafluoroethylene). Of course, other materials and 
insert shapes (the cross-sectional shapes can include, but are 
not limited to, ovals, half-circles, Squares, hexagons, penta 
gons, parallelograms, ellipses, and the like) can also be used 
as long as the insert 80 is able to provide sufficient structural 
rigidity to inhibit closure after and during exposure to 
thermal treatments. In certain embodiments, the insert 80 
can be configured So as to inhibit closure and/or maintain a 
desired opening Size when exposed to thermal treatments 
(such as at about 40-45° C. or higher) or thermal ablation 
temperatures for a period of over 5-10 minutes. In certain 
embodiments, the treatment can have a duration of about 
30-40 minutes and the thermal treatment temperature can be 
between about 50-80 C. for at least a portion of the 
treatment. 

0110. Although illustrated as a continuous length, the 
insert 80 can be provided as a plurality of discrete Segments 
which are serially insertable into the catheter or which can 
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be attached by conduits or Strings So that the Segments can 
be abuttedly positioned or Spaced apart as desired along the 
desired length of the catheter (not shown). 
0111. It will be appreciated by those of skill in the art that 
guides or pushers can be used to insert and position the 
flexible catheter 20 in the prostate. For example, guide wire 
or Stylet placement Systems are well known. Guide wires are 
typically used with a catheter having an open end while 
Stylets are used with catheters having closed ends or tips to 
inhibit the Stylet from contacting the urethra and potentially 
causing injury thereto. In addition, although the closed end 
configurations of the catheter 20 shown herein have been 
illustrated as Substantially upright, they can also be curved 
into other configurations Such as Coude or Tiemen. To 
assemble the insert 80 (FIG. 11A) to the catheter 20, a 
conventional stylet 78 (typically a thin round cross-sectional 
profile metallic guiding member) can be directed or intro 
duced into the insert 80 (typically a friction or snug fit) 
which together are then inserted into the catheter 20 drain 
age lumen 28 until the insert 80 reaches the desired distal 
location. 

0112 Alternatively, a stylet 78 can be shaped and sized to 
correspond to the shape of the insert 80 and/or drainage 
lumen 28. As shown in FIG. 11C, the stylet 78' is a thin flat 
croSS-Sectional profile sized and configured to Slidably mate 
with the inner dimensions of a rectangular insert 80. AS is 
also shown, the stylet 78' includes a Tiemen end 78e. The 
stylet 78, 78' can then be slidably removed, leaving the insert 
80 in position in the drainage lumen 28. Other insertion 
guides can also be used and, if reduced slightly from a size 
asSociated with conventional Stylets, can facilitate ease of 
assembly into the insert 80. 

0113 FIGS. 12A-12D are cross-sectional photographs of 
a catheter with an insert 80 positioned in the drainage lumen 
28 according to the present invention. The views were taken 
along Sequential positions about the length of a conventional 
catheter 20 configured as shown in FIG. 2 (and modified 
with the insert 80), from a more proximal shaft portion 
associated with FIG. 12A to a position inside the treatment 
balloon segment of the catheter associated with FIG. 12D. 
The photographic views were taken after the catheter 20 had 
experienced a conventional prostatic thermal ablation pro 
cedure (the fluid having a fluid inlet temperature into the 
catheter of about 62° C). As shown in FIG. 12C, the 
catheter 20, in the region proximate the treatment balloon 
23, can experience plastic deformation due to fluid preSSure 
and/or temperatures associated with the circulating heated 
fluid. The functioning of the peristaltic pump was not 
affected during thermal ablation treatment with the insert 80 
in position (the flow per minute was Substantially the same 
as in a conventional catheter). 
0114 FIG. 13 illustrates drainage volumes for catheters 
for various conditions, both with and without an insert and 
when exposed to different operating preSSures inside the 
closed loop system (on the order of 0.3, 0.5 and 0.7 atm). For 
this analysis, a thermal ablation treatment temperature of 
62 C. (the temperature of the liquid at the entry to the inlet 
lumen 26i) was employed for a 45-minute treatment period. 
During operation, as the catheter is exposed to the thermal 
treatment temperatures, the lumens can change size (here the 
enlargement of the “in” and “out lumens cause the drainage 
lumen to decrease in size) which may be attributed to PVC 
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relaxation (the material of the lumens and shaft outer wall in 
this analysis). This can, in turn, reduce the drainage Volume 
Significantly from the designed drainage Volume (which is 
typically about 20-30 ml). 
0115 When additional pressure is put into the system 
(Such as by adding additional fluid volumes or exposing to 
Swollen or inflamed tissue), a decrease in drainage Volume 
may occur. This indicates that the pressure may cause the 
inner drainage lumen to collapse (or at least partially close). 
Notably, in situations where the insertion tube or insert was 
used, all drained Volumes were significantly larger than that 
Seen in conventional catheters after thermal treatments and 
approach the designed drainage Volumes. 
0116. The insert 80 can provide improved drainage flow 
Volumes (a larger drainage path) through the drainage chan 
nel 28 in the catheter 20 after thermal treatments such as 
thermal ablation and/or after other therapies (such as Surgery 
or the like where tissue is disturbed and edema or Swollen 
tissue can result). In addition, the increased Stiffness or 
rigidity of the drainage path 28 can redistribute the heat and 
pressure delivered by the treatment balloon 23 such that it is 
redirected from the drainage lumen 28 toward the outer wall 
30 or Zone of the catheter 20. That is, the increased structural 
integrity of the drainage lumen 28 alters the shape of the 
inlet and outlet circulation lumens 26i, 26.O. 
0117. It should also be noted that, as an alternative to the 
use of an insert 80, or in combination therewith, the wall 
structure or thickness of the drainage lumen can be increased 
(Such as to about 0.4-1.0 mm) and/or the drainage wall 
material can be configured from a material with an increased 
stiffness over the flexible lumen material. Still further, shaft 
configurations such as shown in FIGS. 4A-4G or certain of 
the designs shown in the embodiments of FIG. 3 can 
provide the desired increased Structural rigidity which can 
inhibit closure of the drainage channel. Each of these 
Solutions, alone or in combination, may provide increased 
drainage Volumes over conventional catheters and particu 
larly for thermal ablation treatment catheters. 
0118. The catheter 20 may also be configured with radio 
paque markers 77 (FIG. 11A) to help identify the position 
in Situ for X-ray visualization. AS Such, X-rays can be taken 
at insertion/placement (initial positioning) to confirm proper 
positioning of the catheter 20 in the subject in situ. It is 
preferred that, as shown in FIG. 11A, the radiopaque 
markers 77 be circumferentially arranged to extend about 
the entire circumference of the shaft of the catheter 20, both 
above and below the treatment balloon 23, so that the 
balloon 23 can be more readily accentuated and confirmed 
in the X-ray as located in the proper position in the prostate, 
above the Sphincter. Alternatively, or in addition, one or 
more longitudinally extending radiopaque markers 77x can 
be arranged to extend Substantially along a length of the 
catheter at various radial positions. The longitudinal markers 
can be arranged as at least 4 markers Symmetrically Sepa 
rated and aligned about the cross-sectional width of the 
catheter, typically at 90-degree radial Separation to allow for 
X-ray identification irrespective of the image angle. 
0119) The radiopaque markers are applied to block the 
transmission of X-ray for better contrast in images. The 
opacity, degree of contrast, and Sharpness of the image may 
vary with material and type of proceSS used to create the 
marker. The radiopaque marker(s) may be arranged on the 
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catheter by any Suitable biocompatible marker technique 
Such as non-toxic radiopaque coatings, inks, thin-films, 
paints, tapes, Strips, shrink tubing, and the like. See e.g., 
Richard Sahagian, Critical Insight: Marking Devices with 
Radiopaque Coatings, Medical Device & Diagnostic Indus 
try (May, 1999), also available at URL devicelink.com/ 
mddi/archive/99/05/011. 
0.120. Other examples of radiopaque markers include 
polyolefin inks available as No-Tox(R) Medical Device Poly 
olefin InkS from Colorcon, custom coatings for radiopacity 
from Hydromer Inc, of Branchburg, N.J., and resin com 
pounds with barium Sulfate and/or bismuth, Such as one 
available from New England Urethane Inc. of North Haven, 
Conn. See also Danilychev et al., Improving Adhesion 
Characteristics of Wire Insulation Surfaces, Wire Technol 
ogy International, March 1994 (discussing various treat 
ments Such as gas plasma treatment Systems for medical 
products) which may be appropriate for use in the fabrica 
tion of the treatment catheter 20. 

0121. As the catheters 20 of the present invention can 
reside in the body for typically between 12-72 hours (and 
potentially even longer), Surface or other treatments or 
coatings may also be applied to, or integrated into or onto, 
the catheter 20 to achieve one or more of increased lubricity, 
low coefficient of friction (each for easier insertion) as well 
as increased tissue biocompatibility, Such as resistance to 
microbial growth and/or configured to reduce the incidence 
of UTI and/or to promote healing and/or inhibit Scarring. 
0122) In certain embodiments, the catheter 20 comprises 
a biocompatible protective coating which may include an 
anti-microbial or biostatic material, at least on its exposed 
Surfaces (those that contact the body and/or the exposed 
surfaces of one or more of the inner fluid lumens). The 
biocompatible coating can inhibit the growth of undesirable 
microbial organisms Such as bacteria, yeast, mold, and 
fungus while the catheter 20 is held in the body during the 
initial healing period as noted herein. The protective coating 
can be provided by adding a conformal coating onto the 
desired Shaft material Such as a coating process which 
exposes the desired catheter Surfaces to a gas-phase mano 
mer of Parylene at low pressure (this type of coating process 
can be particularly Suitable for Silicone), Such as is available 
from Parylene Coating Services, Inc. located in Katy, Tex. 
0123 The biocompatible biostatic or antimicrobial mate 
rial can be chemically bound to the catheter Such that it has 
a Substantially non-leachable formulation or as a controlled 
time release agent So as to inhibit the formation of biofilms 
on the catheter and to inhibit or reduce infections caused by 
leaving the catheter 20 in the body for an extended period. 
The biocompatible coating can also be configured with 
anti-thrombogenic or anti-restenosis agents within the coat 
ing itself So as to generate a timed or slow release of Same. 
0.124 One suitable material may be the antimicrobial 
silver Zeolite-based product available from HealthShield 
Technologies LLC of Wakefield, Mass. Another alternative 
is a Photolink(E) Infection Resistance antimicrobial coating 
or a hemocompatible coating from SurModics, Inc. of Eden 
Prairie, Minn. The coating may also include other bioactive 
ingredients (with or without the antimicrobial coating), Such 
as antibiotics, and the like, as will be discussed further 
below. 

0.125. In other embodiments, fluids can be delivered 
locally, Such as through the catheter 20 to the treated region. 
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These fluids can be a number of different types and can be 
used to cleanse, deliver medicines to treat infections, pro 
mote healing, reduce Scarring and the like. For example, 
fluids can be directed through the catheter drainage channel 
28 and out into the body of the Subject to cleanse the treated 
region after (and/or before or during) treatment to reduce the 
pathogen agents from the urinary tract and promote healing. 
For example, chlorhexidine gluconate (commercially known 
as HIBICLENS), povidone iodine (BETADINE), and 
sodium hypochlorite (CLOROX) can be delivered locally 
through the catheter positioned in the body of the subject. In 
addition, or alternatively, proteolytic enzymes (Such as 
TRAVASE available from Boats Pharmaceuticals in Lin 
colnshire, IUL) can be directed to the treated region which 
may help digest necrotic Soft tissue, which, in turn, may also 
help reduce the healing period and/or promote healing. 

0126. In other embodiments, fluids can be delivered 
locally to inhibit Scar formation and/or to promote healing 
during the post treatment period. One Such product which 
may be Suitable for wound healing (including wounds 
caused by burns) is a hydrogel Solution, is available from 
FibroGen, Inc., located in San Francisco, Calif. Another 
hydrogel Substance is extracted from the Aloe Vera L. plant. 
One commercially available product is identified as 
ULTREX, produced by Carrington Laboratories located in 
Irving, TeX. The wound-healing product can moisturize the 
treated region and inhibit infection as well as promote faster 
healing rates. These Substance can be delivered immediately 
Subsequent to the thermal treatment and/or at various times 
over the healing period. The Substances may also be incor 
porated onto desired Surfaces of the catheter for automatic 
time release of the Substances in situ. 

0127 Various prophylactic antibiotics can also be deliv 
ered Systemically Such as orally, before and/or after a 
thermal treatment or thermal ablation Session. In other 
embodiments, antibiotics or anti-inflammatory (including 
non-Steroidal and C.-blockers, Cox-inhibitors, or antioxi 
dants) or other Selected drugs, can be delivered directly into 
the treatment region. For treatment regions which are in 
locations which expose them to body contaminants Such as 
the prostate, this can result in reduced catheterization time 
and reduced incidence of urinary tract infections (UTI). 
Antibiotics known as RIFAMPIN, MINOCYCLINE, and 
VANCOMYCIN or others have been successfully used in 
certain medical or clinical Sites. Non-Steroidal anti-inflam 
matory drugs can also be used such as CELEBREX that has 
also been used in conjunction with WIT of the prostatic 
urethra (given before and/or after the thermal ablation 
treatment). NITROFURATOIN (trade name MACRODAN 
TIN) has been incorporated into the catheter itself to treat 
UTI and to promote faster healing. Alpha-blockerS Such as 
FLOMAX, CARDURA, and HYTRIN have also been used, 
as well as other agents such as DETROL, DITROPAN XL, 
and PYRIDIUM. 

0128. Examples of other anti-inflammatory medicines 
which may be used either locally and/or systemically with 
thermal treatments and thermal ablation therapies include, 
but are not limited to, Steroids, nonsteroidal anti-inflamma 
tory drugs such as TOLMETIN (trade name TOLECTIN), 
MECLOFENAMATE (trade name LEFLUNOMIDE), 
MECLOFENAMATE (trade name MECLOMEN), MEFE 
NAMIC ACID (trade name PONSTEL), DICLOFENAC 
(trade name VOLTAREN), DICLOFENAC POTASSIUM 
(trade name CATAFLAM), NABUMETONE (trade name 
RELAFEN), DIFLUNISAL (trade name DOLOBID), 
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FENOPROFEN (trade name NALFON), ETODOLAC 
(trade name LODINE), KETOROLAC (trade name TORA 
DOL) and other anti-inflammatory drugs. Such as 
LEFLUNOMIDE, ROFECOXIB (trade name VIOXX), 
IBUPROFIN (such as MOTRIN) and CELECOXIB (trade 
name CELEBREX). Other types of medicines or drugs can 
also be used Such as anti-hypertensive drugs including 
TERAZOSIN (trade name HYTRIN), DOXAZOSIN (trade 
name CARDURA), and immunosuppressive drugs includ 
ing CYCLOSPORINE (trade name SANDIMMUNE or 
NEORAL). 
0129. Additional examples of antibiotics which may be 
Suitable for use in conjunction with thermal treatments 
including thermal ablations, include, but are not limited to, 
CIPRO, LEVAQUIN, SEPTRA, GENTAMYCIN, CLIN 
DAMYCIN (trade name CLEOCIN), AZITHROMYCIN 
(trade name ZITHROMAX), TRIMETHOPRIM (trade 
name TRIMPEX or PROLOPRIM), NORFLOXACIN 
(trade name NOROXIN). 
0.130. In addition, or alternatively, the catheter 20 may be 
configured with a biocompatible lubricant or low-friction 
coating material (at least along Selected regions So as not to 
interfere with the heat transmissivity at the treatment bal 
loon) to help reduce any discomfort associated with the 
insertion of the device into the body. Coatings which may be 
appropriate include coatings which promote lubricity and 
wettability. The coatings may be provided such that the 
hydrophilic State is transient or more permanent. Conven 
tional processes Such as plasma, corona, or OZone processing 
are thought to have a transient hydrophilic State. In contrast, 
a stable long term hydrophilic State may be provided by the 
use of HydroLASTTM from AST which proposes a submi 
cron coating to alter a hydrophobic Substrate into a long term 
or permanent hydrophilic Substrate. 

0131 The hydrophilic coating can be applied as a thin 
layer (on the order of about 0.5-50 microns thick) which is 
chemically bonded with UV light over selected external 
Surfaces of the catheter 20 (Such as proximate the distal end 
and along the shaft 25). One such product is a hydrophilic 
polymer identified as Hydrolene(R) available from SurMod 
ics, Inc., of Eden Prairie, Minn. Other similar products are 
also available from the same Source. Another Suitable prod 
uct may be HydroLASTTM from AST which proposes a 
Submicron coating to alter a hydrophobic Substrate into a 
long term or permanent hydrophilic Substrate. 

0132) Still further, the catheter 20 may be configured to 
provide both the lubricious coating and bioactive ingredients 
which can be configured to provide Sustained or time release 
matrices of antibiotics, antimicrobial, and anti-restenosis 
agents, identified as LubrilLastTM from AST as noted above. 
Another product which may be Suitable are medical hydro 
gels such as identified by the name of AquatrixTM II, avail 
able from Hydromer, Inc. located in Branchburg, N.J. 
Examples of products which can provide one or more of 
microbial resistance, wet lubricity, biocompatibility, and 
drug delivery include coatings such as LubriLASTTM, a 
lubricious coating, available from AST of Billerica, Mass., 
and coatings available from Hydromer Specialty Coatings 
(this company also provides a non-leaching radio-opaque 
polymeric coating). These coatings may be formulated as a 
matrix onto Selected Surfaces of the catheter body to provide 
a timed-release dispersion of the desired treatment (Such as 
drug delivery) into the body (i.e., “biodegradable or bioab 
Sorbable coatings'). 
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0133. In each of the embodiments described herein, the 
catheter and coatings are preferably configured to withstand 
Suitable Sterilization processes as they will be used in 
medical applications. 

0134. In certain embodiments of the present invention, at 
a desired time, typically post-treatment, the catheter 20 may 
be configured to deliver biodegradable materials as flowable 
fluids through the drainage channel 28 or through the inlet 
channel 26i to the treatment balloon to emit through the 
treatment balloon 23 onto the treated tissue or targeted 
region. Alternatively, flowable fluids can be dispersed into 
the targeted region after the treatment catheter 20 is 
removed. In any event, these flowable fluids or solutions, 
when subjected to different conditions, harden or solidify to 
form a localized shell which can provide a biodegradable 
Stent for the treated region. For example, polymerizing gels 
that solidify upon contact with body fluids can be inserted 
into the Subject to the treated region. In operation, these gels 
can flow about the catheter body and form in situ, a 
protective shell or coating about the targeted region. The 
biodegradable materials can also be a combination of two 
polymers that Solidify when they come into contact with 
each other. In this way, a biodegradable Stent may be used 
without requiring the use of a conventional indwelling 
catheter or Stent, in a way which may provide adequate 
urinary passage openings. For additional description of 
biodegradeable Stents, See concurrently filed co-pending and 
co-assigned U.S. patent application Ser. No. TBD, 
identified by Attorney Docket No. 9149-20, entitled “Bio 
degradeable Stents”, the contents of which are hereby incor 
porated by reference as if recited in full herein. 

0135 Typical bio-absorbable materials used in urology 
include high molecular weight polymers of polylactic or 
polyglycolic acid. Some of these materials are thought to 
have been used in Finland after laser ablation treatment of 
the prostate as well as after transurethral microwave therapy, 
and for recurrent bulbous urethral strictures. See Isoltalo et 
al., Biocompatibility testing of a new bioabsorbable X-ray 
positive SR-PLA 96/4 urethral Stent, Jnl. Of Urol, pp. 
1764-1767, Vol. 162 (1999). Some of the bio-absorbable 
materials or gels may also be used as drug delivery Systems 
after thermocoagulation treatments. Examples of companies 
in the United States that may be developing or have mate 
rials which may be Suitable to act as biodegradable or 
bioabsorbable stents include: MedLogic Global Corpora 
tion, located in Colorado Springs, Colo. (proposing hydrogel 
polymers which Solidify at high temperatures after they are 
injected in liquid form), Surgical Sealants, Inc., located in 
Woburn, Mass. (proposing THOREX, an albumin base 
polymer which can purportedly adhere to tissue in less than 
about 15 seconds); FibroGen, Inc., located in So. San 
Francisco, Calif. (proposing recombinant collagens, human 
proteins which provide may reduce immune reactions or 
transfer of pathogens from animal-based materials); BioSyn 
tech Canada, located in Laval, Quebec (proposing BST.GEL 
which is in a liquid State at low temperature and at a Solid 
State at body temperature and which may be used for drug 
release); Cohesion Technologies located in Palo Alto, Calif. 
(proposing COSEAL, a Synthetic Self-polymerizing gel, 
which is a mixture of collagen and polyethylene glycol 
allegedly resorbable within 30 days and capable of drug 
delivery); and Atrix located in Ft. Collins, Colo. (proposing 
ATRIGEL, a biodegradable polymer system which can be 
applied to tissue as a liquid which then Solidifies upon 
contact with the body's moist environment and which has 
the ability to time-release different drugs). 
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0.136 FIG. 14 is a block diagram of a method of fabri 
cating an elongated catheter with insulated portions. The 
catheter has an outer wall which is configured to encase at 
least one fluid lumen therein. AS Shown, a quantity of liquid 
insulation mixture is introduced into a desired region of the 
catheter Such that the liquid insulation mixture resides 
intermediate the outer wall and the at least one fluid lumen 
(Block 400). The liquid is then allowed to harden to define 
at least one thermally insulated region to inhibit the thermal 
transfer of heat from the at least one fluid lumen through the 
outer wall of the catheter (Block 410). The change in 
physical State can be induced by time, temperature (heat), or 
exposure to UV light. In a preferred embodiment, the liquid 
insulation mixture comprises a thermoset material, which 
can be liquid polyurethane, along with hollow plastic micro 
Spheres. The catheter can include a plurality of air lumens, 
channels, or Segments with Void spaces, positioned between 
the outer wall and the at least one fluid lumen, and that the 
introducing Step can be carried out by directing the liquid 
mixture into all or portions of the Void spaces. 
0137 FIG. 15 is a block diagram of a method for 
inhibiting the closure of a fluid lumen or channel held in a 
flexible treatment catheter having at least one fluid lumen 
therein during or after exposure to a therapeutic treatment 
which can include Surgery and thermal treatments Such as 
those employing elevated or thermal ablation temperatures. 
The method includes the Step of configuring and sizing the 
catheter Such that it can be inserted into a body lumen, the 
catheter having at least one internally located fluid channel 
associated therewith (Block 500). The method further 
includes the Step of positioning an elongated insert into a 
Selected one of the at least one fluid channel Such that the 
insert inhibits the closure of the fluid channel when the 
catheter is held in position in the Subject during and/or after 
exposure to the applied treatment (Block 510). Preferably, 
the insert is configured to withstand preSSures associated 
with edema or Swelling as the body reacts to the localized 
treatment to maintain an opening of a desired size for fluids 
to travel therethrough. The insert can be configured to inhibit 
closure of the Selected fluid channel after exposure to 
temperatures above about 40 C., and typically above about 
45 C., for a duration of over 5-30 minutes so that it can still 
provide a Sufficient fluid channel size to allow fluid drainage 
therethrough. In certain embodiments, the insert can be 
configured to allow Sufficient drainage even when held in the 
body for a period of at least about 12-72 hours after the 
delivery of thermal ablation therapy. 
0.138 FIG. 16 is a block diagram of a method for treating 
a region in the natural lumen or body cavity of a Subject. The 
method includes inserting a flexible treatment catheter con 
figured to circulate heated liquid into desired region of the 
subject (Block 600) and heating liquid to a desired treatment 
temperature external of the body (Block 610). For some 
embodiments, Such as for treating prostatitis, the liquid can 
be heated to between about 40-47 C. In other embodiments, 
Such as for thermal ablation applications, the circulating 
heated liquid can heated to a temperature between about 
45-80 C. The circulating heated liquid is directed through 
the catheter to a treatment balloon Such that it travels, 
captured in the catheter, to a localized treatment region in the 
body of the subject (Block 620). The tissue in the localized 
treatment region is exposed to a desired temperature for a 
predetermined treatment period by exposure to the heated 
circulating liquid (Block 630). The method also includes the 
Step of insulating the non-targeted tissue below the targeted 
tissue in the treatment region Such that the non-targeted 
tissue positioned there is exposed to a maximum tempera 
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ture of about 45-45 C., and in particular embodiments 
below about 42 C., from contact with the treatment catheter 
during the exposing Step (Block 633). 
0.139. Additionally, body fluids are directed to drain 
through the treatment catheter during the directing, expos 
ing, and leaving Steps, and the treatment catheter is config 
ured in a manner that allows a drainage Volume of above 
about 20 ml/min (preferably above about 25 ml/min.) after 
the directing and exposing steps (Block 635). In any event, 
after the thermal therapy is completed, circulation of the 
heated liquid can be terminated (Block 640). The treatment 
catheter can be left in position in the Subject for an initial 
portion of the healing process (the initial portion including 
about the first 12-72 hours, and more preferably about 24-48 
hours) (Block 641). This delay in removal of the treatment 
catheter (Block 645) can reduce the likelihood or amount of 
bleeding and Subsequent blood clotting caused by premature 
removal of the treatment catheter and/or help mold the tissue 
in the treatment region. A post-treatment tissue-molding 
Stent can be inserted as desired Subsequent to and proximate 
in time to removal of the treatment catheter. 

0140. The method may be used to treat BPH or prostati 
tis, or other prostate, urinary, or body condition. For proS 
tatic BPH applications, the liquid can be heated external of 
the body to a temperature in the range of between about 
57-62 C. or greater. The circulating heated liquid is 
directed through the catheter to a treatment balloon Such that 
it travels, captured in the catheter, through the penile meatus, 
along the penile urethra, the bulbous urethra, and the mem 
branous urethra to a localized treatment region in the pros 
tate. The tissue in the localized treatment region in the 
prostate is exposed to a temperature above about 45 C. for 
a predetermined thermal ablation treatment period by expo 
Sure to the heated circulating liquid (typically input at or 
above about 60° C. for more than about 30 minutes). As 
noted above, the localized treatment region can be an upper 
portion of the urethra from the prostate (the prostatic ure 
thra) leaving the lower portion of the urethra from the 
prostate (the membranous urethra) non-ablated. 
0.141. This can be accomplished in circulating systems 
(which heat remotely) by insulating the shaft of the treat 
ment catheter up to the treatment balloon to inhibit the 
exposure of non-targeted tissue to ablation temperatures. 
The method also includes the Step of insulating the non 
targeted tissue below the prostate in the urethra Such that the 
non-targeted tissue positioned there is exposed to a maxi 
mum temperature of about 42-45 C., and in certain embodi 
ments at or below about 42 C., from contact with the 
treatment catheter during the directing and exposing Steps 
(when measured ex vivo on bench tests). Additionally, urine 
is directed to drain through the treatment catheter during the 
directing, exposing, and leaving Steps, and the treatment 
catheter is configured in a manner that allows a drainage 
volume of above about 20 ml/min (preferably above about 
25 ml/min.) after the directing and exposing Steps. 
0142. In other embodiments, such as for dysfunctional 
uterine bleeding, the liquid may be heated above 62 C., 
such as to about 70-80 C., or even higher. In these embodi 
ments, the increased insulation can be configured So that the 
non-targeted tissue is also exposed to a maximum tempera 
ture of below about 42-45 C., and in certain embodiments 
to a maximum temperature that is at or below about 42 C. 
0143. As noted above, the treatment catheter can be left 
in position in the Subject for an initial portion of the healing 
process (the initial portion including about the first 12-72 
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hours, and more preferably about 24-48 hours). This delay 
in removal of the treatment catheter can reduce the likeli 
hood or amount of bleeding and Subsequent blood clotting 
caused by premature removal of the treatment catheter. The 
treatment balloon can be left inflated and even inflated 
further to facilitate Shaping or molding the treated tissue as 
the tissue reacts to the treatment (Swelling, edema, etc). In 
certain embodiments, where the natural healing proceSS is 
Such that the urinary passage may be restricted during 
healing, a post-treatment tissue-molding Stent can be 
inserted into or formed about the prostatic urethra Subse 
quent to and proximate in time to removal of the treatment 
catheter. The Stent can be biodegradable or non-biodegrad 
able. The Stent as well as the catheter can include medica 
tions and other Surface treatments as discussed above. 

0144. It will be understood that one or more blocks of the 
block diagrams and combinations of blocks in block dia 
gram figures can be implemented or directed to be carried 
out by computer program instructions. These computer 
program instructions may be loaded onto a computer or 
other programmable data processing apparatus to produce a 
machine, Such that the instructions which execute on the 
computer or other programmable data processing apparatus 
create means for implementing the functions Specified in the 
flowchart block or blocks. These computer program instruc 
tions may also be Stored in a computer-readable memory that 
can direct a computer or other programmable data proceSS 
ing apparatus or associated hardware equipment to function 
in a particular manner diagrams. 

0145 The invention will now be illustrated with refer 
ence to certain examples which are included herein for the 
purposes of illustration only, and which are not intended to 
be limiting of the invention. 

EXAMPLES 

0146 FIGS.5A and 5B illustrate the temperatures along 
the shaft 25 for a catheter shaft configured similar to that 
shown in FIG. 3D during bench experiments conducted on 
Same. For the measurements, only the material inserted into 
the tubes 34 was altered (so that the outer wall thickness and 
the inner wall thickneSS and quantity of individual conduits 
the same for comparison purposes). It should be noted, 
however, that the present invention is not limited to the 
Structural configurations illustrated in the figures. For 
example, the number of partitions, tubes, baffles, and struc 
tural configurations of the wall Segments shown in the 
figures may vary in number and size/shape and Still provide 
adequate insulation according to the present invention. 

0147 Referring again to FIGS.5A and 5B, the plot of air 
insulation temperature (line 1) corresponds to catheters with 
conventional insulation which is provided by a Series of 
circumferentially arranged, enclosed air-lumens or conduits 
which Surround the inlet and outlet fluid circulating channels 
26i, 26O and the urinary drainage channel 28. These air 
conduits were filled with different materials to test their 
ability to provide adequate insulation at a 60° C. Setting 
(fluid temperature inlet condition) as shown in FIG. 5A and 
for a 62 C. setting (fluid temperature inlet condition) as 
shown in FIG. 5B. The tested insulation materials shown in 
these graphs are air (line 1), plastic microspheres (line 2), 
hollow plastic microspheres (line 3), polyurethane (line 4), 
and a mixture of polyurethane and hollow plastic micro 
spheres (line 5). At both operating temperatures, all of the 
filling materials performed better than air alone. However, 
polyurethane alone, and polyurethane mixed with hollow 
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plastic microSphereS provided the most effective insulation. 
Indeed, the polyurethane/plastic microSpheres mixture pro 
vided an average reduction of about 12-14% in catheter shaft 
temperature as compared to air-filled lumens. 
0148 Referring now to FIGS. 6A and 6B, these graphs 
plot shaft outer Surface temperatures for catheters insulated 
with an air (line 1), polyurethane and hollow plastic micro 
spheres (line 2), ceramic microSpheres sized at about 360 um 
(line 3), and ceramic microspheres sized at about 106 um 
(line 4). Notably, the ceramic microspheres (lines 3 and 4) 
provided increased thermal transmissivity and enhanced 
heating (of about 5-12%) as measured on the Outer Surface 
of the catheter Shaft over the conventional air lumens alone. 
Again, however, the polyurethane and hollow plastic micro 
Spheres insulation material mixture provided the most effec 
tive (reduced temperature) thermal insulation under these 
test conditions. 

0149. Although described herein primarily for use as a 
prostatic thermal treatment catheter, it will be appreciated by 
those of skill in the art that the insulation configurations of 
the instant invention as well as the lumen insert of the instant 
invention may be applied to other catheter configurations 
and other applications for catheters adapted for insertion into 
natural lumens or body cavities Such as blood vessels 
(including, but not limited to, arteries), the rectum, the 
colon, the uterus, the throat, the ear, the nose, passages of the 
heart and/or associated valves, the respiratory System, and 
the like. 

0150. The foregoing is illustrative of the present inven 
tion and is not to be construed as limiting thereof. Although 
a few exemplary embodiments of this invention have been 
described, those skilled in the art will readily appreciate that 
many modifications are possible in the exemplary embodi 
ments without materially departing from the novel teachings 
and advantages of this invention. Accordingly, all Such 
modifications are intended to be included within the Scope of 
this invention as defined in the claims. Therefore, it is to be 
understood that the foregoing is illustrative of the present 
invention and is not to be construed as limited to the Specific 
embodiments disclosed, and that modifications to the dis 
closed embodiments, as well as other embodiments, are 
intended to be included within the Scope of the appended 
claims. The invention is defined by the following claims, 
with equivalents of the claims to be included therein. 

1. A treatment catheter configured for insertion into a 
body cavity or lumen of a biological Subject, Said treatment 
catheter comprising: 

a flexible elongated tubular body having a thin outer wall 
with an external Surface and at least one fluid lumen 
axially extending therein, wherein Said tubular body 
comprises a region having increased thermal insulation 
relative to another region thereof, Said increased ther 
mal insulation region configured to encase Said at least 
one fluid lumen therein, Said at least one fluid lumen 
extending a length along Said tubular body, wherein 
Said increased thermal insulation region comprises a 
plurality of Segments defining Spaces having associated 
perimeter shapes radially extending between Said at 
least one fluid lumen and Said outer wall, wherein at 
least one of Said plurality of Segment Spaces has a 
perimeter shape with at least one edge portion which is 
arranged So that Said perimeter shape radially tapers 
into Said edge portion as it approaches at least one of 
Said at least one fluid lumen and Said outer wall Such 
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that Said at least one Said edge portion is oriented to 
reside proximate to one of Said outer wall and Said at 
least one fluid lumen to define a contact point thereat. 

2. A treatment catheter according to claim 1, wherein a 
plurality of Said Segments are at least partially filled with a 
non-gaseous insulative material. 

3. A treatment catheter according to claim 1, wherein a 
quantity of insulating material is introduced into at least 
Some of Said Segments in a flowable State, and Subsequently 
takes on a non-flowable State prior to insertion into the body 
lumen. 

4. A treatment catheter according to claim 3, wherein, in 
operation during use, Said insulating material is held cap 
tured in a Solidified State in Said Segments. 

5. A treatment catheter according to claim 4, wherein Said 
insulating material comprises polyurethane and hollow 
microSpheres. 

6. A treatment catheter according to claim 4, wherein Said 
microSpheres are plastic, and wherein Said insulating mate 
rial comprises at least 10% volume of hollow plastic micro 
Spheres. 

7. A treatment catheter according to claim 1, wherein Said 
plurality of Segments have perimeters with polygonal shapes 
with a plurality of edge portions. 

8. A treatment catheter according to claim 7, wherein a 
plurality of Said polygonal Segments are oriented Such that 
each has a Selected edge portion which defines the forward 
most contact point for Said Segment shape with one of Said 
outer wall and said fluid lumen. 

9. A treatment catheter according to claim 8, wherein a 
plurality of Said Segment Spaces have a Substantially trian 
gulated shaped perimeter shape with three edge portions, 
and wherein at least one of Said Substantially triangulated 
perimeter shapes is oriented Such that one of its edge 
portions resides proximate Said outer wall to define a contact 
point thereat and a different one of Said triangulated perim 
eter shapes is oriented Such that one of its edge portions 
resides proximate one of Said inner fluid lumens to define a 
contact point thereat. 

10. A treatment catheter according to claim 1, wherein 
Said at least one fluid lumen is a plurality of inner fluid 
lumens, at least one of which is a drainage lumen configured 
to drain body fluids therein. 

11. A treatment catheter according to claim 10, wherein a 
plurality of Said plurality of Segment Spaces have a Substan 
tially triangulated shaped perimeter shape with three edge 
portions, wherein at least one of Said Substantially triangu 
lated perimeter shapes is oriented Such that one of its edge 
portions resides proximate Said outer wall to define a contact 
point thereat and a different one of 

Said triangulated perimeter shapes is oriented Such that 
one of its edge portions resides proximate one of Said 
inner fluid lumens to define a contact point thereat. 

12. A treatment catheter according to claim 11, wherein 
said plurality of inner fluid lumens further include at least 
one circulating fluid inlet lumen, and at least one circulating 
fluid outlet lumen. 

13. A treatment catheter according to claim 12, wherein 
Said circulating fluid inlet lumen, Said circulating fluid outlet 
lumen and Said drainage lumen are configured in croSS 
Section to extend from a common center toward Said outer 
wall as Substantially equally divided pie shaped lumens. 

14. A treatment catheter according to claim 11, wherein 
Said circulating fluid inlet lumen, Said circulating fluid outlet 
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lumen and Said drainage lumen are configured in croSS 
Section as four Separated quadrants, said drainage lumen 
occupying two of Said four quadrants. 

15. A treatment catheter according to claim 11, wherein 
Said tubular body has a longitudinally extending center axis 
and wherein in cross-section, Said common center is offset 
from the center axis Such that Said drainage lumen is more 
closely positioned to Said outer wall than Said inlet and outlet 
circulating lumens. 

16. A treatment catheter according to claim 11, wherein 
Said at least one fluid lumen is a plurality of fluid lumens, 
including at least one inlet and outlet fluid circulating 
lumens, and wherein Said Segments are circumferentially 
Spaced about the perimeter of Said inlet and outlet fluid 
lumens. 

17. A treatment catheter according to claim 16, wherein 
Said triangulated perimeter shaped Spaces are positioned to 
reside intermediate Said outer wall and Said inlet and outlet 
fluid lumens, and wherein Said Segments terminate into a 
unitary material layer at locations about Said tubular body. 

18. A treatment catheter according to claim 1, further 
comprising an inflatable treatment balloon positioned about 
a peripheral distal portion of Said elongated tubular body 
Such that Said treatment balloon is expandable to a configu 
ration which extends radially outward a distance from Said 
outer wall external Surface of Said tubular body, wherein Said 
at least one fluid lumen is a plurality of lumens all axially 
extending within Said tubular body Such that Said plurality of 
lumens are encased by Said outer wall and, for at least a 
portion of the length of a more proximal portion of Said 
tubular body relative to said treatment balloon, said plurality 
of fluid lumens are encased by Outer wall and Said increased 
thermal insulation region, wherein Said plurality of lumens 
include a circulating fluid inlet lumen, a circulating fluid 
outlet lumen, and a drainage and fluid delivery lumen, and 
wherein said fluid inlet and outlet lumens are in fluid 
communication with Said treatment balloon and are config 
ured, in operation, to cause Said treatment balloon to expand. 

19. A treatment catheter according to claim 18, further 
comprising an inflatable anchoring balloon, and wherein 
said tubular body includes at least one inflation path in fluid 
communication with Said inflatable anchoring balloon on 
one end and which is engageable with an externally located 
inflation Source during operation, and wherein Said inflation 
path is formed as a through passage in Said thermal insula 
tion region. 

20. A treatment catheter according to claim 1, wherein 
Said at least one fluid lumen includes a fluid drainage and 
delivery lumen for draining body fluids therethrough, and 
wherein said tubular body is sufficiently conformable to 
yield to the contours of the subject's body as it is inserted 
therein yet Sufficiently rigid to maintain Said drainage and 
delivery lumen in an open condition having an opening Size 
sufficient to allow fluid flow therethrough of at least about 20 
ml/min when in 

position and exposed to tissue which is exhibiting distreSS 
during or Subsequent to undergoing a treatment therapy. 

21. A treatment catheter according to claim 1, wherein 
Selected Surfaces of Said catheter includes anti-microbial 
coatings thereon. 

22. A treatment catheter according to claim 1, wherein 
Selected Surfaces of Said catheter includes anti-inflammatory 
medicaments formed thereon, which, in position, are 
released into the Subjects body. 
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23. A treatment catheter according to claim 1, wherein 
Said at least one fluid lumen includes at least one drainage 
and fluid delivery lumen with a flexibly configured wall, and 
Said catheter further comprises an elongated insert disposed 
in Said drainage and delivery lumen to provide increased 
Structural rigidity to Said lumen wall inhibit the collapse of 
Said drainage and delivery lumen. 

24. A treatment catheter according to claim 1, wherein 
Said outer wall includes a hydrophilic coating thereon. 

25. A treatment catheter configured for insertion into a 
body cavity or lumen of a biological Subject, Said treatment 
catheter comprising: 

a flexible elongated tubular body having a thin outer wall 
with an external Surface and at least one fluid lumen 
axially extending therein, and a plurality of Segments 
having associated perimeter shapes radially extending 
between Said at least one fluid lumen and Said outer 
wall, Said fluid lumen axially extending a length along 
Said tubular body, wherein at least one of Said plurality 
of Segments has a perimeter shape with at least one 
edge portion which is arranged So that Said perimeter 
shape radially taperS into Said edge portion as it 
approaches at least one of Said at least one fluid lumen 
and Said outer wall Such that Said at least one Said edge 
portion is oriented to point toward and reside proximate 
to one of Said outer wall and Said at least one fluid 
lumen to define a contact point thereat. 

26. A treatment catheter according to claim 25, wherein 
Said plurality of Segments have perimeters with polygonal 
shapes. 

27. A treatment catheter according to claim 26, wherein a 
plurality of Said polygonal Segments are oriented Such that 
each has a Selected edge portion which defines the forward 
most contact point for Said Segment shape with one of Said 
outer wall and said fluid lumen. 

28. A treatment catheter according to claim 26, wherein a 
plurality of Said Segments have a Substantially triangulated 
shaped perimeter shape with three edge portions. 

29. A treatment catheter according to claim 28, wherein a 
plurality of Said Segments have a Substantially triangulated 
shaped perimeter shape with three edge portions, and 
wherein at least one of Said Substantially triangulated perim 
eter shapes is oriented Such that one of its edge portions 
resides proximate Said outer wall to define a contact point 
thereat and a different one of Said triangulated perimeter 
shapes is oriented Such that one of its edge portions resides 
proximate one of Said inner fluid lumens to define a contact 
point thereat. 

30. A treatment catheter according to claim 25, wherein a 
plurality of Said Segments comprise an insulating material 
held therein. 

31. A treatment catheter according to claim 30, wherein 
Said insulating material comprises polyurethane and hollow 
microSpheres. 

32. A treatment catheter according to claim 31, wherein 
Said microSpheres are plastic, and wherein Said insulating 
material comprises at least 10% volume of hollow plastic 
microSpheres. 

33-53. (cancelled) 
54. A catheter configured for insertion into a body cavity 

or lumen of a biological Subject, Said treatment catheter 
comprising: 
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a flexible elongated tubular body having a thin outer wall 
with an external Surface; 

at least one fluid lumen axially extending within Said 
tubular body Such that Said at least one lumen is 
encased by Said outer wall; and 

an elongated insert sized and configured to be received 
into said at least one fluid lumen to inhibit the closure 
of said fluid lumen to allow fluid throughput volumes 
of at least about 20 ml/min, when in position in the 
Subject, and wherein Said elongated insert has increased 
rigidity compared to Said at least one fluid lumen. 

55. A catheter according to claim 54, wherein said insert 
is configured to provide an opening Size in Said at least one 
fluid lumen when in the Subject and exposed to Swelling in 
a treated region during or after a therapeutic treatment 
session, which is at least about 50-75% of the opening size 
prior to introduction into the Subject. 

56. A catheter according to claim 55, wherein said insert 
is sized and configured to frictionally engage with Said at 
least one fluid lumen, and wherein Said insert is structurally 
Sufficiently rigid to provide the opening Size of the fluid 
lumen after exposure to heated fluid circulating in Said 
catheter at temperatures above about 40-45 C. for at least 
about 5-30 minutes. 

57. A catheter according to claim 54, wherein said thin 
outer wall is formed from an elastomeric material, wherein 
Said insert has a contiguous body with a shape which 
Substantially corresponds to the shape of said at least one 
fluid lumen, and wherein Said drainage lumen with Said 
insert allows fluid throughput volumes of above about 25 
ml/min after exposure to a temperature of at least about 
57-62° C. 

58. A catheter according to claim 64, wherein Said at least 
one fluid lumen is a plurality of axially extending fluid 
lumens, and wherein Said catheter further comprises an 
inflatable treatment balloon positioned about a peripheral 
distal portion of Said elongated tubular body Such that Said 
treatment balloon is in fluid communication with at least one 
of Said plurality of fluid lumens Such that Said treatment 
balloon is expandable to a configuration which extends 
outwardly a distance from said outer wall of said tubular 
body. 

59. A catheter according to claim 58, further comprising 
a thin inner tubular wall Spaced apart from Said thin tubular 
outer wall and a plurality of radially extending Segments 
positioned therebetween. 

60. A catheter according to claim 59, wherein said plu 
rality of fluid lumens includes a circulating fluid inlet lumen, 
a circulating fluid outlet lumen, and a drainage and fluid 
delivery lumen and wherein Said elongated insert is disposed 
in Said drainage and fluid delivery lumen. 

61. A treatment catheter according to claim 59 wherein 
Said Segments are configured to axially extend a length of 
Said tubular body intermediate Said outer wall and Said inner 
walls, and wherein Said Segments encase a quantity of 
nongaseous insulation material to define an insulated region 
along a proximal portion of Said tubular body intermediate 
Said fluid lumens and Said outer wall. 

62. A catheter according to claim 61, wherein Said insu 
lation material is formed by a combination of a liquid 
elastomeric material and a quantity of hollow elastomeric or 
plastic microSpheres. 
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63. A catheter according to claim 62, wherein, measured 
eX Vivo, Said tubular body external Surface about Said 
insulated region exhibits a maximum temperature of about 
42 C. after exposure to a thermal ablation treatment Session 
having an inlet fluid temperature of at least about 57-62 C. 
as introduced into a proximal portion of Said fluid inlet 
lumen and circulated through said fluid inlet lumen, Said 
treatment balloon, and Said fluid outlet lumen for a period of 
at least 30 minutes. 

64. A method of thermally treating a Subject, comprising 
the Steps of 

inserting a flexible treatment catheter in the natural lumen 
or body cavity of a Subject; 

circulating liquid, heated external of the Subject, in the 
treatment catheter Such that it travels, captured in the 
treatment catheter, to a localized treatment 

region and exposes targeted tissue to a temperature of 
above about 45.0 for a predetermined thermal ablation 
treatment period; 

insulating non-targeted tissue below the targeted region 
Such that the non-targeted tissue is exposed to a maxi 
mum temperature of about 42-45 C. from contact with 
the external Surface of the treatment catheter during 
Said circulating Step; 

draining body fluids through the treatment catheter during 
Said circulating step, wherein said treatment catheter is 
configured in a manner which allows a drainage Vol 
ume of above about 20 ml/min after said circulating 
Step and before Said removing Step; and 

removing the treatment catheter after an Initial healing 
period of about 12-72 hours. 

65. A method according to claim 64, wherein Said circu 
lating liquid is heated to about 60-62. C. external of the 
Subject and directed into the treatment catheter at an inlet 
temperature of about 62 C., and wherein said method 
further comprises the Step of terminating the circulation of 
the heated liquid after the thermal ablation treatment period. 

66. A method according to claim 64, wherein Said treat 
ment catheter includes a flexible drainage lumen with an 
elongated insert disposed therein, Said elongated insert con 
figured to inhibit the closure of the drainage lumen and to 
facilitate increased urine flow rates after Said exposing and 
directing Steps. 

67. A method according to claim 64, wherein Said treat 
ment catheter includes an Outer wall with an external Surface 
and a plurality of insulation lumens disposed internally 
thereof, Said plurality of insulation lumens defining Void 
Spaces therein arranged in abutting contact about a perimeter 
of Said treatment catheter to encase the heated circulating 
fluid therewithin, and wherein said plurality of insulation 
lumens comprise a non-gaseous insulation material held 
within Said Void spaces. 

68. A method according to claim 64, wherein Said insu 
lation material comprises an initially liquid polyurethane 
mixed with micron sized hollow plastic or elastomeric 
bodies which subsequently solidifies in said plurality of 
lumens. 

69. A method according to claim 64, wherein said elon 
gated insert is assembled to Said catheter by introducing a 
planar Stylet therein and inserting the Stylet and insert into 
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the Selected fluid lumen and removing the Stylet leaving the 
insert frictionally engaged with the inner wall of Said 
Selected fluid lumen. 

70. A method of inhibiting the closure of a flexible thin 
walled lumen in a catheter configured for insertion into a 
lumen or cavity of a biological Subject, comprising the Steps 
of: 

providing a flexible elongated catheter Such that it is sized 
for insertion into a natural body lumen or cavity of a 
biological Subject and Such that it can bend to follow 
the contour of the body lumen or cavity, the flexible 
catheter comprising at least one fluid channel therein; 
and 

positioning an elongated insert into the at least one fluid 
channel Such that it axially extends along a length 
thereof, the elongated insert configured to maintain an 
open fluid channel during and after the flexible catheter 
delivers a thermal therapy to a desired target Site in the 
biological Subject. 

71. A method according to claim 70, wherein the elon 
gated insert is formed of PTFE. 

72. A method according to claim 70, wherein the open 
fluid channel is Sufficiently configured and sized to allow a 
fluid flow rate therethrough of at least about 25 ml/min. after 
exposure to temperatures of above about 45 C. after a 
thermal treatment period of at least about 30 minutes. 

73. A method for providing increased thermal insulation 
in a treatment catheter having at least one fluid lumen 
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therein, the treatment catheter having an outer wall which 
encases the at least one fluid lumen therein, the treatment 
catheter being configured to deliver a thermal or thermal 
ablation treatment to a target Site in a natural lumen or body 
cavity of a biological Subject, the method comprising the 
Steps of 

introducing a quantity of liquid insulation mixture into a 
desired region of the treatment catheter Such that it is 
held intermediate the at least one fluid lumen and the 
Outer Surface of the treatment catheter; and 

allowing the liquid mixture to harden to a non-liquid State 
to define a thermally insulated region in the catheter. 

74. A method according to claim 73, wherein the treat 
ment catheter has an elongated tubular body, and wherein 
the treatment catheter further comprises a plurality of axially 
extending insulation lumens circumferentially arranged to 
encase the at least one fluid lumen below the outer wall, and 
wherein Said introducing Step comprises the Step of inserting 
the liquid insulation mixture into the plurality of insulation 
lumens. 

75. A method according to claim 74, wherein the liquid 
insulation mixture comprises liquid polyurethane. 

76. A method according to claim 75, wherein the liquid 
insulation mixture further comprises hollow plastic or elas 
tomeric microSpheres. 




