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1. My name is June Ann Munford. | am over the age of 18, have personal
knowledge of the facts set forth herein, and am competent to testify to the

Same.

2. | earned a Master of Library and Information Science (MLIS) from the
University of Wisconsin-Milwaukee in 2009. | have over ten years of
experience in the library/information science field. Beginning in 2004, |
have served in various positions in the public library sector including
Assistant Librarian, Youth Services Librarian and Library Director. | have

attached my Curriculum Vitae as Appendix CV.

3. During my career in the library profession, | have been responsible for
materials acquisition for multiple libraries. In that position, | have cataloged,
purchased and processed incoming library works. That includes purchasing
materials directly from vendors, recording publishing data from the material
In question, creating detailed material records for library catalogs and
physically preparing that material for circulation. In addition to my
experience in acquisitions, | was also responsible for analyzing large

collections of library materials, tailoring library records for optimal catalog



search performance and creating lending agreements between libraries

during my time as a Library Director.

. I 'am fully familiar with the catalog record creation process in the library
sector. In preparing a material for public availability, a library catalog record
describing that material would be created. These records are typically
written in Machine Readable Catalog (herein referred to as “MARC”) code
and contain information such as a physical description of the material,
metadata from the material’s publisher, and date of library acquisition. In
particular, the 008 field of the MARC record is reserved for denoting the
date of creation of the library record itself. As this typically occurs during
the process of preparing materials for public access, it is my experience that

an item’s MARC record indicates the date of an item’s public availability.

. Typically, in creating a MARC record, a librarian would gather various bits
of metadata such as book title, publisher and subject headings among others
and assign each value to a relevant numerical field. For example, a book’s
physical description is tracked in field 300 while title/attribution is tracked in
field 245. The 008 field of the MARC record is reserved for denoting the
creation of the library record itself. As this is the only date reflecting the

inclusion of said materials within the library’s collection, it is my experience



that an item’s 008 field accurately indicates the date of an item’s public

availability.

. I 'am familiar with the Internet Archive, a digital library accessible to the
general public. Among other services that the Internet Archive makes
available to the general public is the Wayback Machine, an online archive of
the web. The Internet Archive’s Wayback Machine service archives
webpages as of a certain capture date to track changes in the web over time.
The Internet Archive has been in operation as a nonprofit library since 1996
and has hosted the Wayback Machine service since its inception in 2001.
During my time as a librarian, | frequently used the Internet Archive’s
Wayback Machine for research and instruction purposes. This includes
teaching instructional classes on using the Wayback Machine to library
patrons and using the Wayback Machine to research reference inquiries that
require hard-to-find online resources. I consider the Internet Archive’s
recordskeeping to be as rigorous and detailed as other formal library
recordskeeping practices such as MARC records, OCLC records and Dublin

Core.

. | have reviewed Exhibit APPLE-1106, PDA Based Ambulatory Pulse

Oximeter by Arpita Shah.



8. Attached hereto as Appendix SHAHOL is a true and correct copy of the
MARC record for PDA Based Ambulatory Pulse Oximeter as held by the
New Jersey Institute of Technology Library. | secured this record myself
from the library’s public catalog. The Dublin Core record contained within
Appendix SHAHO1 accurately describes the title, author and publisher of

PDA Based Ambulatory Pulse Oximeter.

9. Attached hereto as Appendix SHAHO2 is a true and correct copy of PDA
Based Ambulatory Pulse Oximeter as held by the New Jersey Institute of
Technology Library. This PDF copy was secured from the university’s thesis
repository. In comparing Exhibit APPLE-1106to Appendix SHAHO02, it is
my determination that Exhibit APPLE-1106 is a true and correct copy of

PDA Based Ambulatory Pulse Oximeter by Arpita Shah.

10.The “‘Date Created’ field of the Dublin Core record in Appendix SHAHO1
indicates the date of record creation. The ‘Date Created’ field of Appendix
SHAHO1 indicates the New Jersey Institute of Technology Library first
added PDA Based Ambulatory Pulse Oximeter to the library’s collection as

of May 31, 2006. Considering this information, it is my determination that



PDA Based Ambulatory Pulse Oximeter was made available to the public

shortly after its initial acquisition as of May 31, 2006.

11.1 have reviewed Exhibit APPLE-1099, a web page entitled Xpod®: External

OEM Pulse Oximeter.

12.Attached hereto as Appendix NONINO1 is a screen capture of the Internet
Archive Wayback Machine entry for
http:/www.nonin.com/OEMSolutions/Xpod. | secured these screen captures
myself from
https://web.archive.org/web/20120721052710/http:/www.nonin.com/OEMS

olutions/Xpod. This record was captured as of July 21, 2012.

13.Appendix NONINOL1 is an Internet Archive capture of a web page entitled
XPod: External OEM Pulse Oximeter as hosted on the Nonin website. In
comparing Appendix NONINO1 to Exhibit APPLE-1099, it is my
determination that Exhibit APPLE-1099 is a true and correct copy of the
XPod: External OEM Pulse Oximeter web page. As this record was captured
by the Internet Archive as of July 21, 2012, it is my determination that
XPod: External OEM Pulse Oximeter was made available to the public as of

July 21, 2012 if not earlier via the original Nonin website.



14.1 have reviewed Exhibit APPLE-1094, "Usability Testing of a Prototype
Phone Oximeter with Healthcare Providers in High- and Low-Medical
Resource Environments™ by J. Hudson, et al as published in Anaesthesia

September 2012.

15.Attached hereto as Appendix HUDSONOL is a true and correct copy of the

MARC record for Anaesthesia as held by the Penn State University Library.
I secured this record myself from the library’s public catalog. The MARC
record contained within Appendix HUDSONO1 accurately describes the
title, publisher and ISSN number of Anaesthesia. The Showing Results field
present on page 3 of this record indicates the library's collection includes the
September 2012 issue of Anaesthesia containing "Usability Testing of a
Prototype Phone Oximeter with Healthcare Providers in High- and Low-

Medical Resource Environments".

16.Attached hereto as Appendix HUDSONO2 is a true and correct copy of
"Usability Testing of a Prototype Phone Oximeter with Healthcare Providers
in High- and Low-Medical Resource Environments" as published in
Anaesthesia as held by the Penn State University Library. These scans were

secured from the library’s collection. In comparing Exhibit APPLE-1094 to



Appendix HUDSONO?2, it is my determination that Exhibit APPLE-1094 is
a true and correct copy of "Usability Testing of a Prototype Phone Oximeter
with Healthcare Providers in High- and Low-Medical Resource

Environments" by J. Hudson, et al as published in Anaesthesia.

17.The 008 field of the MARC record in Appendix HUDSONO1 indicates the
date of record creation. The 008 field of Appendix HUDSONOL1 indicates
the Penn State University Library first acquired Anaesthesia as of October 3,
2000 and held the journal in perpetuity until the publication of "Usability
Testing of a Prototype Phone Oximeter with Healthcare Providers in High-
and Low-Medical Resource Environments". Considering this information, it
IS my determination that Anaesthesia September 2012 and therefore
"Usability Testing of a Prototype Phone Oximeter with Healthcare Providers
in High- and Low-Medical Resource Environments” was made available to

the public shortly after its initial publication in September 2012.

18.1 have been retained on behalf of the Petitioner to provide assistance in the
above-illustrated matter in establishing the authenticity and public
availability of the documents discussed in this declaration. | am being

compensated for my services in this matter at the rate of $200.00 per hour



plus reasonable expenses. My statements are objective, and my

compensation does not depend on the outcome of this matter.

19.1 declare under penalty of perjury that the foregoing is true and correct. |
hereby declare that all statements made herein of my own knowledge are
true and that all statements made on information and belief are believed to
be true; and further that these statements were made the knowledge that
willful false statements and the like so made are punishable by fine or
imprisonment, or both, under Section 1001 of Title 18 of the United States

Code.

Dated: 1/10/2025

June Ann Munford
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June A. Munford
Curriculum Vitae

Education

University of Wisconsin-Milwaukee - MS, Library & Information Science, 2009
Milwaukee, WI

e Coursework included cataloging, metadata, data analysis, library systems,
management strategies and collection development.
e Specialized in library advocacy, cataloging and public administration.

Grand Valley State University - BA, English Language & Literature, 2008
Allendale, M

e Coursework included linguistics, documentation and literary analysis.
e Minor in political science with a focus in local-level economics and
government.

Professional Experience

Researcher / Expert Witness, October 2017 — present
Freelance e Pittsburgh, Pennsylvania & Grand Rapids, Michigan

e Material authentication and public accessibility determination.
Declarations of authenticity and/or public accessibility provided upon
research completion. Experienced with appeals and deposition process.

e Research provided on topics of public library operations, material
publication history, digital database services and legacy web resources.

e Past clients include Alston & Bird, Arnold & Porter, Baker Botts, Fish &
Richardson, Erise IP, Irell & Manella, O'Melveny & Myers, Perkins-Coie,
Pillsbury Winthrop Shaw Pittman and Slayden Grubert Beard.

Library Director, February 2013 - March 2015
Dowagiac District Library @ Dowagiac, Michigan

e Executive administrator of the Dowagiac District Library. Located in
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Southwest Michigan, this library has a service area of 13,000, an annual
operating budget of over $400,000 and total assets of approximately
$1,300,000.

e Developed careful budgeting guidelines to produce a 15% surplus during
the 2013-2014 & 2014-2015 fiscal years while being audited.

e Using this budget surplus, oversaw significant library investments
including the purchase of property for a future building site, demolition of
existing buildings and building renovation projects on the current facility.

e [ ed the organization and digitization of the library's archival records.

e Served as the public representative for the library, developing business
relationships with local school, museum and tribal government entities.

e Developed an objective-based analysis system for measuring library
services - including a full collection analysis of the library's 50,000+
circulating items and their records.

November 2010 - January 2013
Librarian & Branch Manager, Anchorage Public Library @ Anchorage, Alaska

e Headed the 2013 Anchorage Reads community reading campaign
including event planning, staging public performances and creating
marketing materials for mass distribution.

® Co-led the social media department of the library's marketing team,
drafting social media guidelines, creating original content and instituting
long-term planning via content calendars.

e Developed business relationships with The Boys & Girls Club, Anchorage
School District and the US Army to establish summer reading programs for
children.

June 2004 - September 2005, September 2006 - October 2013

Library Assistant, Hart Area Public Library

Hart, MI

e Responsible for verifying imported MARC records and original MARC
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cataloging for the local-level collection as well as the Michigan Electronic
Library.

e Handled OCLC Worldcat interlibrary loan requests & fulfillment via
ongoing communication with lending libraries.

Professional Involvement

Alaska Library Association - Anchorage Chapter
e Treasurer, 2012

Library Of Michigan
e [ evel VII Certification, 2008
e Lecvel II Certification, 2013

Michigan Library Association Annual Conference 2014
e New Directors Conference Panel Member

Southwest Michigan Library Cooperative
e Represented the Dowagiac District Library, 2013-2015

Professional Development

Library Of Michigan Beginning Workshop, May 2008

Petoskey, Ml
e Received training in cataloging, local history, collection management,
children’s literacy and reference service.

Public Library Association Intensive Library Management Training, October 2011
Nashville, TN
e Attended a five-day workshop focused on strategic planning, staff
management, statistical analysis, collections and cataloging theory.

Alaska Library Association Annual Conference 2012 - Fairbanks, February 2012
Fairbanks, AK
e Attended seminars on EBSCO advanced search methods, budgeting,
cataloging, database usage and marketing.
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Depositions

2019 e Fish & Richardson

Apple v. Qualcomm (IPR2018-001281, 39521-004211P, IPR2018-01282
and 39521-004211P2)

2019 e Erise IP
Implicit, LLC v. Netscout Systems, Inc (Civil Action No. 2:18-cv-53-JRG)

2019 e Perkins-Coie

Adobe Inc. v. RAH Color Technologies LLC (Cases IPR2019-00627,
[PR2019-00628, IPR2019-00629 and IPR2019-00646)

2020 e O’Melveny & Myers
Maxell, Ltd. v. Apple Inc. (Case No. 5:19-cv-00036-RWS)

2021 e Pillsbury Winthrop Shaw Pittman LLP
Intel v. SRC (IPR2020-1449)

2022 e Perkins-Coie
Realtek v. Future Link (IPR2021-01182)

2023 e Fish & Richardson
Neuroderm Ltd. v. Abbvie, Inc (Case No. PGR2022-00040)

2023 e Fish & Richardson
Nearmap US Inc. v. Pictometry International Corp. (IPR2022-00735)

2023 e Fish & Richardson
Samsung Electronics v. MemoryWeb LLC (Case No. 39843-0136PS1)
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2023 e Pillsbury Winthrop Shaw Whitman LLP

Gravel Rating Systems v. Costco Wholesale Corp. (Civil Action No.
4:21-cv-149-ALM)

2024 o Willkie-Farr
Netflix, Inc. v. VideoLabs. Inc. (IPR2023-00628)

Limited Case and Clientele History

Alston & Bird
e Ericsson

v. Collision Communications (IPR2022-01233)

e Nokia

v. Neptune Subsea, Xtera (Case No. 1:17-cv-01876)
e Universal Electronics Inc

v. Roku Inc (IPR2022-00818)

Arnold & Porter
e |vantis

v. Glaukos (Case No. 8:18-cv-00620)

e Samsung

V. Jawbone (Case No. 2:21-cv-00186)
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Benesch Friedlander Coplan & Aronoff
e \oyis
v. Cathx (Case No. 5:21-cv-00077-RWS)

Deschert LLP
e Smaxtec Animal Care

V. ST Reproductive Technologies, LLC (IPR2024-00885)

Erise I.P.
e Apple

v. Ericsson Inc. (IPR2022-00715)

v. Future Link Systems (IPRs 6317804, 6622108, 6807505, and
7917680)

v. INVT (Case No. 20-1881)
v. Navblazer LLC (IPR2020-01253)

v. Qualcomm (IPR2018-001281, 39521-004211P, IPR2018-01282,
39521-004211P2)

v. Quest Nettech Corp (Case No. 2:19-cv-00118-JRG)
v. Telefonaktiebolaget LM Ericsson (IPR2022-00275)
V. Theta IP, LLC (IPR2024-00818)

e Fanduel

V. CGT (Case No. 19-1393)

e Garmin

v. Phillips North America LLC (Case No. 2:19-cv-6301-AB-KS)
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e Netscout
v. Longhorn HD LLC (Case No. 2:20-cv-00349)
v. Implicit, LLC (Civil Action No. 2:18-cv-53-JRG)

e Sony Interactive Entertainment LLC
v. Bot M8 LLC (IPR2020-01288)
v. Infernal Technology LLC (Case No. 2:19-CV-00248-JRG)

e Unified Patents
v. GE Video Compression (Civil Action No. 2:19-cv-248)

Fish & Richardson
e Apple
v. AliveCor (3:21-cv-03958)
v. LBS Innovations (Case No. 2:19-cv-00119-JRG-RSP)
v. Koss Corporation (IPR2021-00305)

v. Masimo (IPR 50095-0012IP1, 50095-00121P2, 50095-00131P1,
50095-00131P2, 50095-0006IP1, 50095-01351P1)

v. Neonode (Case No. 21-cv-08872-EMC)

v. Qualcomm (IPR2018-001281, 39521-004211P, IPR2018-01282,
39521-004211P2)

e Dell
v. Neo Wireless (IPR2022-00616)

e Dish Network
v. Entropic Communications, LLC (Case No. 2:2023-CV-01043)
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v. Realtime Adaptive Streaming (Case No. 1:17-CV-02097-RBJ)
v. TQ Delta LLC (Case No. 18-1798)

e Evapco Dry Cooling
v. SPG Dry Cooling (IPR2021-00688)

e Genetec
v. Sensormatic Electronics (Case No. 1:20-CV-00760)

e Huawei

v. Bell Northern Research LLC (IPR2019-01174)

e Kianxis

v. Blue Yonder (Case No. 3:20-cv-03636)

e LG Electronics

v. Bell Northern Research LLC (Case No. 3:18-cv-2864-CAB-BLM)

e Metaswitch

v. Sonus Networks (IPR2018-01719)

e Microsoft
v. Throughputer Inc (IPR2022-00757)

e Mom Enterprises
v. Ddrops Company (Case No. 1:22-cv-00332)

e MLC Intellectual Property
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v. MicronTech (Case No. 3:14-cv-03657-SI)

e Nearmap Inc

v. EagleView Technologies (IPR2022-01009)

e Neuroderm Ltd.
v. Abbvie, Inc (Case No. PGR2022-00040)

e Realtek Semiconductor
v. Future Link (IPR2021-01182)

e Quectel

v. Koninklijke Philips (Case No. 1:20-cv-01710)

e Samsung
v. Aire Technology (IPR2022-00877)
v. Bell Northern Research (Case No. 2:19-cv-00286-JRG)
v. Communication Technologies Inc (IPR2022-01221)
v. Jawbone Innovations (IPR2022-00865)
v. MemoryWeb LLC (IPR2022-00885)
V. Dodots Licensing Solutions (IPR2023-00701)
v. Telefonaktiebolaget LM Ericsson (IPR2021-00615)

e Texas Instruments

v. Vantage Micro LLC (IPR2020-01261)

e Xilinx

v. Sentient Sensors LCC (Case No. 1:22-cv-00173)
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Groombridge Wu
e Nearmap

v. Eagle View Technologies Inc. and Pictometry International Corp.
(Case No. 2:21-cv-00283-TS-DAO)

Irell & Manella

e Curium

O’Melveny & Myers
e Apple
v. Maxell (Case No. 5:19-cv-00036-RWS)

e Disney Media & Entertainment Distribution LLC
v. Digital Media Technology Holdings, LLC (Case No. 2:22-
cv-01642)

e Micron Technology Inc.

v. Besang Inc (IPR2023-00900)

e Samsung

v. Daedalus Prime LLC (1335 Investigation)

Perkins-Coie
® Amazon

v. Nokia (IPR2024-00847 and IPR2024-00848)
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e Heru Industries

v. The UAB Research Foundation (IPR2022-01148)

e Intel Corporation
v. BeSang Inc. (IPR2023-00991)
v. BitMICRO (Case No. 5:23-cv-00625)
v. Telefonaktiebolaget L M Ericsson (IPR2024-00610)

e Realtek Semiconductor
v. Future Link (IPR2021-01182)

e Twitter Inc

v. VOIP-Pal.com (Case No. 3:20-cv-02397-JD)

o TCL Industries

v. Koninklijke Philips NV (IPR2021-00495, IPR2021-00496
and IPR2021-00497)

Pillsbury Winthrop Shaw Pittman

e Intel
V. FG SRC LLC (Case No. 6:20-cv-00315)

e (Gravel Rating Systems

v. Costco (Case No. 4:21-cv-149)

v. Lowe’s Home Centers (Case No. 4:21-cv-150)
v. T-Mobile USA (Case No. 4:21-cv-152)

v. Kohl’s Inc. (Case No. 4:21-cv-258)

v. Under Armor (Case No. 4:21-cv-356)
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Quinn Emanuel
e ServiceNow, Inc.
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V. The Trustees of Purdue University (Case No. 1:2021-cv-00840)
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e Cadence Design Systems Inc.
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ABSTRACT
PDA BASED AMBULATORY PULSE OXIMETER

by
Arpita Shah

The main aim of the research was to develop an ambulatory pulse oximeter which can be
used to monitor the SpO,, heart rate (HR) and plethsymograph (PPG) waveform of a
person. To achieve this, an algorithm was developed in LabVIEW 8.0 to extract the HR,
SpO; and PPG data from a Nonin Xpod device, Nonin Medical, Inc. LabVIEW PDA
software was developed to make it compatible with the PDA. LabVIEW software was
also developed for sending the data to the PDA via Bluetooth Pulse Oximeter
commercialized by Nonin Medical Company.

Using this algorithm, data was collected from three different sensors, namely
finger, ear and reflectance sensor which can be used in many places. All the three sensors
were attached each at a time during different activities and movements which included
hand movement, vertical and horizontal head movement, twisting, walking and spot
jogging. Comparative study of each sensor was made to conclude which sensor was a
preferred choice over the other during each activity. Comparative study among the
sensors was also done to observe which sensor worked better with HR and SpO,
monitoring along with motion. Various tests such as supine-stand test and mental activity
were performed to observe the changes in the blood flow of a person using the PPG
waveform. From the results obtained it was concluded that different sensors were
preferred during different movements. For monitoring HR with motion, a reflectance
sensor worked better, while the finger sensor for SpO, monitoring with motion. Results

obtained from the supine stand and mental activity tests were as per the expected results.
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CHAPTER 1

INTRODUCTION

1.1 Objective
The aim of this research was to develop an ambulatory pulse oximeter that can monitor
the patients SpO,, heart rate and also display the plethysmograph (PPG) waveform that
provides the blood flow information of the patient at a particular site. PDA is the
instrument used to display all of this information and a 24 hour display is possible.

A software program was developed using Laboratory Virtual Instrument
Engineering Workbench (LabVIEW) for displaying the SpO,, heart rate and the PPG
waveform. LabVIEW PDA program was used for data acquisition and analysis of the
pulse oximeter data using a Personal Device Assistant (PDA). LabVIEW software was
also developed for sending the data to the PDA via Bluetooth Pulse Oximeter
commercialized by Nonin Medical Company.

Pilot data were collected and analyzed to test the software of the PDA based
Ambulatory Pulse Oximeter system. A comparative study of the various probes; finger,
ear and reflectance were done for the following conditions: hand movement, head
movement, twisting, walking and spot jogging. Analysis of data was used to compare
probes and determine which had better performance during each movement. Sensors
were compared for heart rate and SpO, analysis with motion. Several tests such as
supine-stand test, and mental activity were conducted to observe the variation in the
blood flow. It was concluded that with motion as well as for SpO, analysis with motion,
ear sensor was the best choice and reflectance sensor (RS) for HR monitoring with

motion.
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1.2.1 Underlying Theories of Pulse Oximeter

This section focuses on the theories behind a pulse oximeter and the physiology of the
blood gas transport.

1.2.1.1 Pulse Oximeter. Pulse oximetry is a simple, non-invasive method to monitor
the percentage of hemoglobin which is saturated with oxygen. Oxygen saturation
basically measures the degree of the hemoglobin (Hb) in red cells that is saturated with
oxygen. Oxygen carried in the bloodstream is mainly bound to hemoglobin. One
molecule of hemoglobin can carry up to four molecules of oxygen, which is then 100%
saturated with oxygen [2]. The normal value of oxygen saturation (SpO,) is above 97%.
The pulse oximeter is based upon the principle of Beer Lambert’s Law which relates the
concentration of oxygen in the blood to the amount of light absorbed when transmitted
through the blood. Pulse oximetry use pulses of light at two different frequencies to probe
the blood in the capillaries of the skin. The amount of light absorbed at each frequency is
recorded and compared to compute the oxygen saturation (SpO;). This measurement 1s

directly correlated to the partial pressure of oxygen in hemoglobin (SaO;) which

determines how well oxygen is delivered to cell tissues in the body.
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rate of respiration depends on the partial pressure gradient, the surface area of the
capillaries, the length of the diffusion path, and the amount of diffusion resistance that the

molecules experiences passing through various structures [6].

1.2.3 Principles and Calculations of Pulse Oximeter
Functional arterial oxygen saturation (Sa0,) is defined as “the ratio of HbO; to the total
amount of arterial Hb available for reversible oxygen binding” [6]. When measured using

pulse oximetry, this ratio is defined:

HbO2

Sp02 =
HbO2 + Hb

The red color of blood results from the relatively strong absorption of the short light
wavelengths by the Hb and HbO, molecules. Oxygenated hemoglobin (HbO,) absorbs
light in the near infrared light spectrum and the deoxygenated or reduced hemoglobin
(RHb) absorbs light in the red spectrum. The difference in color of RHb and HbO;
molecules is the key to pulse oximetry.

Pulse oximetry depends on the spectral analysis for measurement of oxygen
saturation; i.e., the detection and quantification of components in solution by their unique
light absorption characteristics. The pulse oximeter combines the two technologies of
spectrophotometry (which measures hemoglobin oxygen saturation) and optical
plethysmography (which measures pulsatile changes in arterial blood volume at sensor
site). Detection of the oxygen saturation of hemoglobin is based on Beer Lambert’s law

which states that the amount of the substance can be calculated with the help of the
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intensity of light transmitted through a solution. So depending on the intensity of the light
transmitted to that reflected, gives the concentration of the substance [7].

Beer lamberts Law states:

-xcl
I=Ioe xe

Where I= Intensity of light transmitted

Io= Intensity of light reflected

x= extinction coefficient of the solute (a constant for a given solute at a specified

wavelength)

c= concentration of solute (hemoglobin)

|= path length the light is transmitted through the liquid

Taking the log of transmitted intensity of light over the reflected intensity of light results in:

In (Vo) = -xcl=R

where A is the absorbance or the optical density.

The absorbance of different wavelengths is dependant on the different
concentrations of reduced and oxygenated hemoglobin, and is detected by transmitting
light of specific wavelengths across the hemoglobin and measuring the intensity on the
other side [7]. The amount of light absorption at each frequency depends upon the degree
of oxygenation of hemoglobin within the tissues.

Basic pulse oximetry involves transmitting lights of two wavelengths through a

blood sample of known length which contains both oxygenated as well as reduced




hemoglobin, recording the reflected light and then taking the ratio of the red light to that
of the infrared light. The two different wavelengths of light used must be such that each
will preferentially absorb one of them. This is true of hemoglobin, which has peak
absorption of reduced hemoglobin at 660nm (red light), and oxygenated hemoglobin at

940nm (near infrared light). This can be seen in the diagram below.

10 ;

Extinction Coefficient

e
vers,
----

0 t + t + t + + A t 4
1600 640 680 720 760 800 B840 880 920 960 1000

Log
Wavelength (nm)

Figure 1.4 Extinction curves of reduced hemoglobin, oxyhemoglobin,
methemoglobin and carboxyhemoglobin [21].

Methemoglobin absorbs light at both wavelengths to an equal extent; the
absorption of red light by carboxyhemoglobin is similar to oxyhemoglobin [7]. The
relationship between each pulse and the light measured by a pulse oximeter is depicted in
Figure 1.5. Note that the amplitude optical pulse received by the sensor decreases for
each pulse. However, because it is more logical to think of heart beats as making peaks
instead of valleys, this signal is usually inverted when displayed on a pulse oximeter

output. Also note the slight delay between the QRS complex and the optical pulse. This
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occurs from the time it takes for the pulse to travel from the heart to where ever the pulse

oximeter is placed (forehead, finger, etc.).

R R
Electrocardiogram i
(ECG) ,” :’%
p ! ‘ A P/ T
i o
Q s Q S
Optical Pulse

e
>

N -
delay time
window

Figure 1.5 Relation of PPG and QRS complex [13].

However, red light is absorbed more by Hb than HbO,. Skin pigment, bones, and
arterial and venous blood are the major absorbers. In addition, light is scattered in many
directions as it enters the skin. Thus, light received by the photodetectors rarely travels in
a straight path and it is heavily attenuated [6]. In determining SpO,, interest is in the
oxygen saturation of the arterial blood. The system needs to isolate absorbance of arterial
blood from venous blood, connective tissue and other extraneous matter. This can be

accomplished easily as arterial blood is pulsatile unlike other tissue. Thus, the pulse
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by each component at the two frequencies, the microprocessor then calculates the ratio

(R) of the "pulse-added" absorbance [7].

ACred/ DCred
ACired / DCired

Within the oximeter memory there is a series of oxygen saturation values obtained
from experiments in which human volunteers were given increasingly hypoxic mixtures
to breathe, until saturation values of 80% were obtained [7]. R is compared with the

stored values and the oxygen saturation is displayed.
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Figure 1.7 R vs. Sa0; curve [13].

A typical empiric linear approximation to the R vs. SaO, curve is [8]:

SpO, = 110 — 25R
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1.2.5.3 Plethysmographic Waveform.  The plethysmographic waveform correlates to
the flow of the blood at the sensor site. The pulse amplitude of a PPG waveform is
relative to the blood flow at that particular site. The pulse amplitude is small during low
peripheral perfusion. The magnitude of pulse of the plethysmograph waveform changes
depending on the peripheral resistance of the sensor site. If a person has blood vessels of
small radius they have high peripheral resistance and thus have small pulse amplitudes.
The height of the pulsatile component of the PPG provides the difference of the systolic
and the diastolic pressure. In each pulse, there is a main pulse as the blood flow increases
sharply with the ejection of blood from the left ventricle. Sometimes there is also a minor
pulse riding on the end of the main pulse known as the dicrotic wave. The dicrotic wave
results from a combination of the aortic valve closure and a reflected wave from the

upper or lower body.

a.) PPG pulse with dicroic wave h.) PPG pulse without dicroic wave

Figure 1.11 Different types of PPG waveform [13].

The three main applications for PPG are: pulse waveform analysis, segmental

arterial systolic pressures, and pulse volume changes.
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1.2.6 Ambulatory Monitoring

Ambulatory monitoring has become a need for most of the physicians today. It plays a
vital role in today’s life. It deals with the measurement of the cardiac and physical
disorders during daily activity. There are advantages towards ambulatory monitoring over
the clinical or laboratory monitoring. In laboratory monitoring, the patient is forced not to
move and to stay on the bed for hours to sometimes days, which makes the patient feel
uncomfortable, whereas ambulatory monitoring the patient/ subject can move and do
his/her day to day activities. During laboratory monitoring, the patient may become
nervous due to the environment around him/ her. While using ambulatory monitoring, it
is also possible to record all possible reactions and emotions of the patient. Ambulatory
monitoring also helps the researcher get a better understanding of the patient’s symptoms
plus it helps in taking repeated recordings without the need for an observer. Ambulatory
monitoring improves the precision of measurement by taking numerous readings, average
daytime, nighttime and 24 hour may then be calculated. The disadvantage of ambulatory
monitoring is that it is expensive. Most of the ambulatory monitoring is done using a

PDA. LabVIEW software can be incorporated into the PDA.

1.2.7 Introduction to LabVIEW

Laboratory Virtual Instrument Workbench (LabVIEW) is an industry-leading software
tool for designing test, measurement, and control systems. It is developed by National
Instruments (Austin, Texas). LabVIEW 8.0 was used for this project. LabVIEW
graphical development has revolutionized the way thousands of engineers and scientists

work, providing improved product quality, shorter time to market, and greater
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engineering and manufacturing efficiency [12]. With LabVIEW, it is easy to analyze the
data and interface with real world signals. The LabVIEW programs are called Virtual
Instruments (VI’s) as they imitate the actual instrumentation of the instruments. The main
base of LabVIEW is Visual C++ (VC++). It is with the help of VC++, that LabVIEW is
more user friendly.

There are two basic components of LabVIEW: front panel and the block diagram.
The front panel is similar to any graphical user interface (GUI) of any language program.
It consists of the knobs, led display, waveforms etc. The displays can be user controlled
or may be already a constant value, depending on the need of the system.

The block diagram appears as a circuit diagram of the instrument. The block
diagram is the VI’s source code constructed in the programming language G. It consists
of the main blocks needed for the software to work as per the system needs. The flow of
the data in the block diagram is from the left to right. It includes the data acquisition
blocks for reading the data from the device attached to it. The function palette consists of
all the functions used to program the VI’s. It also has blocks which can be used to store
the data in any type of file such as excel, notepad etc. Due to its user friendly quality and
its good data acquisition ability, it has been widely used in laboratories and in the

industries [10].

1.2.8 Personal Digital Assistant (PDA)
The personal digital assistant (PDA) is a small hand held computer. It is capable of

handling many things such as downloaded emails, music files and can run many

applications. Some PDAs have wireless capabilities to the Internet. Some PDAs also have
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global positioning devices to assist with road map directions. PDAs are also able to
exchange information with full sized computers. A Pocket PC is a PDA that can do a lot
of things that a computer can do, but it is in a condensed version.

There are many other types of PDA’s available in the market now. All these
PDA’s basically have one thing in common: they are designed to complement a desktop
or laptop computer, not replace one. Unlike a desktop computer, the PDA does not have a
hard drive. It stores basic programs in the ROM, which remains intact even when the
machine shuts down. The data and any programs added later are stored in the device
(RAM). All PDAs use solid-state memory; some use static RAM and some use flash
memory. Short-range wireless connectivity using Infrared (IR) or Bluetooth technology
IR is found on most PDAs [11].

PDA’s usually come with 2MB minimum of memory. One megabyte of memory
can store up to 4,000 addresses and 100 email messages. However, application programs
use memory space, so more advanced models usually have more memory (128 to 256
MB). Windows CE operating system takes more memory space so PDAs with this
operating system usually have 16 or 32 MB. In some PDA models, the amount of
memory is upgradeable to 1GB. Synchronization software on the PDA works with

companion software that you install on your PC. Microsoft Pocket PC devices use

ActiveSync and Palm OS devices use HotSync synchronization software [11].
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Bluetooth is essentially a networking standard that works at two levels:

i. It provides agreement at the physical level - Bluetooth is a radio-frequency
standard.

ii. It provides agreement at the protocol level, where products have to agree on when
bits are sent, how many will be sent at a time, and how the parties in a
conversation can be sure that the message received is the same as the message
sent.

Bluetooth networking transmits data via low-power radio waves. It communicates

on a frequency of 2.45 gigahertz (actually between 2.402 GHz and 2.480 GHz, to be

exact). This frequency band has been set aside by international agreement for the use of

industrial, scientific and medical devices (ISM) [11].
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2.2 Software

2.2.1 Introduction to LabVIEW PDA

Another major part of this thesis was to write a custom program using LabVIEW 8.0
PDA for data acquisition and analysis. The National Instruments LabVIEW PDA Module
extends LabVIEW development for PDA applications. The program was developed in
LabVIEW and could easily be transferred to PDA modules. The LabVIEW PDA module
modifies the software which makes it more flexible and powerful. The LabVIEW PDA
Module is an additional package to LabVIEW that allows software development of
applications that run in PDA devices. The PDA module extends the capabilities of
LabVIEW to allow building VIs on the host computer, and then compiling and running
the VI on the palmv OS or Pocket PC device. Initially, the application would be developed
using LabVIEW on a host computer. The VI would then be formatted for the PDA and
downloaded to the PDA device to run the application. PDA VIs are complied versions of
the VIs that can be run on a PDA device. Each PDA VI has a corresponding host VI
which is the VI on the host computer. It has a front panel but the PDA does not provide

information about the block diagram of the VI unlike the host computer.

2.2.2 Serial Plug-on Device (POD)

The Xpod provides a serial output. A newly available PDA accessory which is used now
is a serial pod. The Serial POD adds an external serial device and charging point to the
PDA. The serial POD only works with newer model HP iPAQs which have the standard
22 pin connector on the bottom. Null modem style serial devices can be connected to the

PDA through the DB9 serial connection on the POD. The POD can also be used to sync
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2.2.4 Software Development of Xpod Pulse Oximeter

Data Acqusition N Check if it in svne with J Syncromzation of the frame whach
from the PDA port | Read Data the device when attached contains the HR and SpO? data
Storage of the data (‘alculating and Fxtracting and displaying Extracting HR and SpO?
——— = . Y . = P
collected displaving pulse PPG data and waveform data and displaying it
amplitude

Figure 2.8 Block Diagram of the algorithm used.

The LabVIEW PDA program is designed to first acquire the data from the Xpod. The
device sends the data serially and is then sent to the PDA using the serial POD. The first
stage of the program includes the serial acquisition blocks with the serial configuration of
9600 baud rate, 8 data bits and 1 stop bit. It also includes the information of the port
number of the PDA; in this case it is port number 0. The port numbers in the PDA are one
less than the actual port numbers. The port number 1 of the PDA says “serial cable on
CoOM1.”

The data at the port are then read at the rate of 375 bytes per second, which is
5 bytes of data 75 times a second. It is now checked if it is in sync with the device. To
verify if it is in sync, the following formula is used. If bytel=1 and byte2> 127 and
byte4<128 then the data acquisition is said to be in sync. If these conditions are not met
the data are deleted and the next 375 bytes are taken from the buffer at the port. Once

these conditions are met the data are further passed to extract the heart rate and the SpO,

values. Byte 4 contains the heart rate and the SpO, information. Byte 4 also contains
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undefined values and the other data such as the extended heart rate and SpO; or the
averaged heart rate and SpO,. The data are sent in such format that when bit 0 of byte 2 is
1 i.e., when byte 2 is 129 in decimal the byte 4 contains the MSB of the heart rate value.
The frame just after that in byte 4 contains the LSB value of the heart rate. Thus the
program was made such that it first searches for 129 in the entire byte 2 columns and as
soon as the bit 0 of byte 2 is 1, it extracts the byte 4 value of that corresponding frame
and then goes to the next frame and extracts the LSB value from byte 4.
For calculating the heart rate the formula used was:
HR=HR-MSB* 128+ HR-LSB.

This formula calculated the HR every time the data were collected and displayed it on the
front panel.

The frame after the heart rate LSB value consisted of the SpO, data. Similarly,
the decimal 129 is searched in the byte 2 column and array subset block is used which
takes in the data of length 3 from the byte 4 column and then extracts the third value from
byte 4 after the 129 decimal from byte 2. This is also done when each data enters the port.

The value is then displayed on the front panel. An example of the data which are saved is

shown below to explain the whole concept easily.
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The PPG data are also extracted from the incoming data. From the 5 bytes of data,
the 3™ byte contains the PPG data. So to do this an array is created which contains this
data from the incoming data. The values are then used to display the PPG waveform on
the front panel. Pulse Amplitude is calculated from the data of the PPG. The maximum
point and the minimum point of the pulse is measured to quantify the pulse amplitude.
Each time the data are received the value of the maximum and the minimum pulse is
quantified. From the array of the data, the maximum and the minimum values are
searched and then the minimum value is subtracted from the maximum one which
quantifying the pulse height. It is then displayed on the front panel which is relative to the
blood flow at that particular site where the senor is applied. This is done real time. Block
Diagram where all the calculations are done can be seen in the Appendix B. The block

diagram includes the configuration part of the serial port. The configuration section

includes the information on the baud rate, the data bits, the parity and stop bits.
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between the Bluetooth and the Xpod software is the configuration of the serial port. The
blocks emulate the RS 232 configuration needed for the serial cable connection. The
Bluetooth serial port is based on RFCOMM, which is different from a physical serial
port. .

Bluetooth configuration software part includes the address of the Bluetooth device
which needs to be detected by the PDA. It also includes the device name indicator to
check if the correct Bluetooth device has been detected. A Universal Unique Identifier
(UUID) is also specified for the Bluetooth pulse oximeter. This is in the Globally Unique
Identifier (GUID) format which is a unique 128 bit number produced by the Windows OS
or by some Windows applications to identify a particular component, application, file,

database entry, and/or user.

2.2.6 Beat to Beat Interval Software
For post processing of the PPG signal a beat to beat interval program was developed.
This program detects the peaks and then calculates the beat to beat interval. The program
executes using the following steps:

1. It extracts the plethysmograph data from the saved file of the pulse oximeter data.

Since the PPG data were located within the 3™ byte of the entire pulse oximeter
data and index array was used to take the 3" byte of data.

2. Peak detector block was used to detect the peak of the pulses in the PPG
waveform.

3. To locate the peak the PPG waveform is scanned till the width of 60 as it gives
accurate data with that number.
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CHAPTER 3

METHODS

3.1 Comparative Study of the Three Sensors
3.1.1 Comparative Study of the Sensors with Hand Movements
A person feeling cold tends to shiver and thus cause motion in the hand and fingers. It is
important to use the correct sensor for an application like this to avoid incorrect readings
from the pulse oximeter. The main aim of this test was to test which sensor would operate
the best with the motion caused by the hand.

Five subjects were enrolled for this test. Each subject was to stand still for 30
seconds and then move his hand for the next 30 seconds. Data were collected for the
whole one minute. This activity was performed with all the three sensors attached one at
a time. The finger sensor was attached to the right index finger of the subjects. The ear
sensor was attached to the right ear lobe and the reflectance sensor was attached to the
forehead of each subject. Signal to noise ratio (SNR) was calculated of the PPG signal
when used with each sensor. This was done using Microsoft Excel (Microsoft

corporation, Seattle, USA). The formula used to calculate the SNR is shown below:

Asignal RMS

SNR (dB) = 20 logl0 ———
Anoise RMS

where A= Amplitude of the signal.
The greater the SNR better is the performance of the sensor with that particular motion.
Thus, the SNR of the PPG signal with each sensor was compared and a preferred choice

of sensor depending on the SNR for that particular movement was determined.
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3.1.2 Comparative Study of the Sensors with Head Movements
This test was performed to compare the three sensors with head movements. Five
subjects were enrolled for this study. Each subject was to stand still for the first 30
seconds and was then told to move his head vertically, to achieve vertical motion of the
head for the next 30 seconds. Data were collected throughout one minute of the exercise.
The next test involved horizontal motion of the head and was performed in the
same way as the vertical motion of the head. Data were collected for the entire one
minute. The SNR was again calculated in the same way as mentioned above for both
these tests. The sensor that produced least SNR value was preferred for activities

including head movements.

3.1.3 Comparative Study of the Sensors with Body Movements

This test was performed to determine which sensor would work the best with entire body
movement instead of solely hand or head movements in particular. The tests included
twisting, walking and spot jogging. Each activity was conducted over 1 minute. During
the first 30 seconds the person is still and the remaining the 30 seconds where the subject
is doing each activity. All the three sensors were attached one at a time with each activity
performed. SNR was calculated for each activity and for each sensor and depending on
the ratio, the best sensor would be chosen for that particular activity. The greater the
SNR, the better the sensor is in neglecting the motion. This would also help in
determining which sensor should be used for monitoring the HR while a person is
involved in body motion. Analysis of the HR data was done to determine which sensor

could display the HR data during body motion and which sensor lost the signal due to

motion. The time for which the sensor could display the HR data out of the total time was
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calculated to determine which sensor would work well. The sensor that the displayed the

data for majority amount of time had better performance. SpO, analysis with motion was

also done similar to that done for HR. A summary of all the various activities is given in

the table below.

Table 3.1 Summary of Comparative Study of Sensors

Hand Movement

Finger

Ear

Reflectance

Head Motion

Vertical head
movement

Horizontal head
movement

Body Motion

Twisting

Waiking

Spot jogging

30 seconds of
still data and 30
seconds of data

with each activity

30 seconds of still
data and 30
seconds of data
with each activity

30 seconds of still
data and 30
seconds of data
with each activity
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3. Data were collected for the entire 90 seconds and then analyzed.

4. For this particular test, the ear sensor was used. The finger and the reflectance
sensor did not work well due to the motion of the standing position from the
supine position. Because the ear lobe is less vasoactive site and is less susceptible
to signal loss, it is a faster response site used and has greater accuracy when used
with vasoconstriction and hypotension.

Hypothesis
This change in body position from horizontal to vertical causes a sudden drop in arterial
pressure due to the effects of gravity pulling blood into the lower extremities. This
activates the baroreceptor reflex associated with standing, sympathetic arterial
constriction and increased heart rate.

The expected results would be an increase in the heart rate as soon as the person
stands up and this can also be checked by using the beat to beat interval program. As the

heart rate increases, the beat to beat interval should decrease.

3.2.2 Mental Activity

Active hyperemia is the increase in an organ blood flow that is associated with increased
metabolic activity of an organ or tissue. Active hyperemia occurs during muscle
contraction, increased mental activity, etc. Mental stress causes a substantial sympathetic
response, thus increasing myocardial blood flow. At high levels of mental activity, the
vasculature becomes maximally dilated thereby also resulting in maximal increase in the

blood flow. [14]
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Procedure for mental activity test
1. Three subjects were enrolled to perform this test.

2. Initially the subjects were told to relax to take their baseline data. This was done
for one minute.

3. As soon as one minute passed, the person was asked to perform the mental task.

4. The mental task included solving a crossword puzzle. Some were also given word
search puzzle.

5. They were to do the task for the next two minutes. Data were simultaneously
collected as they performed the mental task. A total of three minutes of data were
collected for this particular test.

6. For this particular test, the reflectance sensor was used as it accurately measures
the blood flow of the brain. The finger sensor would not be a good choice as the
person had to use his hands for performing the activity.

Hypothesis

By keeping the brain active and engaged it increases the vitality and builds reserves of
brain cells and connections. During mental activity, the different parts of the brain have
to do more work. Thus, the increase cognitive activity corresponds to increased blood
flow.

The expected results would be an increase in the blood flow while the person is

performing the mental task.
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3.3 Data Collected from Bluetooth Pulse Oximeter
Data were also collected from the Bluetooth Pulse Oximeter to test the Bluetooth
software. One minute of data were collected from the Bluetooth Pulse Oximeter. Heart
Rate, plethysmograph and the SpO, was collected and then plotted using Microsoft

Excel.
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CHAPTER 4

RESULTS AND DISCUSSIONS

4.1 Results from the Comparative Study of the Three Sensors

4.1.1 Waveforms Obtained with Respect to Hand Movement

Waveforms obtained from subject 1 as an example is shown below in Figure 4.1. As
mentioned in Table 3.1, still data was collected for 30 seconds and movement data was
collected for the next 30 seconds, the whole experiment being of 60 seconds. PPG
waveform of 10 seconds while the person is still and when the person performs the
movement is plotted. The middle 10 seconds of still data out of the initial 30 seconds i.e.,
from 10 to 20 seconds is plotted on the left side. The right sides of the plot show the
middle 10 seconds of the next 30 seconds of the movement data i.e., from 40 seconds to
50 seconds. The reason behind taking the middle 10 seconds of data was to avoid the
initial adjustments made by the subject at the start of the experiment and to avoid the
motion artifact at the 30" second caused with the start of the movement. This is true for
all the other activities which include vertical and horizontal head movement, twisting,

walking and spot jogging.
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The SNR (dB) of the PPG waveform obtained using a finger sensor was -2.935
and that obtained using an ear and reflectance was 0.0038 and -0.0114, respectively as in
case of subject 1. SNR (dB) for all the other five subjects was calculated with the finger,
ear and reflectance sensor attached one at a time. The summary of all the five subjects is

shown in the table below.

Table 4.1 Summary of SNR of the Five Subjects with Hand Movement

SNR (dB) Preferred choice
Hand Movement Finger Ear Reflectance of seasor in each
subject
Subject 1 -2.935 0.0038 -0.0114 Ear
Subject 2 -2.0663 -0.0036 0.0049 Reflectance
Subject 3 -0.2432 -0.0003 -0.0073 Ear
Subject 4 -0.1928 -0.0009 0.1456 Reflectance
Subject 5 -0.0259 -0.0059 0.0053 Reflectance
Average -1.09264 -0.00138 0.02742
Std. Deviation 1.3240 0.0037 0.0665
Overall preferred choice with vertical head movement Reflectance/Ear

The negative values of the SNR suggest that the sensor is affected with noise. The
less the negative value or a positive value of SNR suggests that sensor would work well
with the hand movement. So as seen in the Table 4.1 a reflectance sensor (RS) has the
highest average SNR value of 0.02742 compared to -1.09264 and -0.00138, being that of
the finger sensor (FS) and ear sensor (ES), respectively. Even when considering each of
the subjects, it is seen that out of the five subjects, three subjects have the highest SNR
with the reflectance sensor and two with ER.

By comparing the three sensors with hand movement, it can be seen that a finger
sensor should be totally eliminated with activities involving hand movements as it has the

lowest SNR and none of the subject show a good SNR when a FS is attached. An ES or a
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Figures above show that the finger sensor and the ear sensor are not affected by
the vertical head movement whereas with the reflectance sensor a lot of motion artifacts
are seen with the vertical movement of the head.

The SNR calculated from the above graph using the FS was 0.035715, ES was
0.004573 and the RS was -2.15479 in case of subject 1. The summary of all the five

subjects with the three sensors for this type of motion is listed in the table below.

Table 4.2 Summary of SNR of the Five Subjects with Vertical Head Movement

SNR (dB) Preferred choice
Vlc\e/ll'tlcal Head Finger Ear Reflectance of sensor in each
ovement subject
Subject 1 0.0357 0.0045 -2.1547 Finger
Subject 2 0.0346 -0.0045 -0.0497 Finger
Subject 3 -0.0376 0.0027 -2.0734 Ear
Subject 4 -0.1358 -0.0012 -0.0078 Ear
Subject 5 0.1591 -0.0013 -0.0327 Finger
Average 0.0112 4E-05 -0.86366
Std. Deviation 0.1084 0.0036 1.1419
Overall preferred choice with vertical head movement Finger/Ear

From the above table for vertical head movements, the finger sensor has the
highest average value of SNR compared to the other three. Even in this case considering
each subject, three subjects give good SNR with finger and two subjects with ear, none of
them show a good SNR with reflectance sensor.

Hence for applications involving head movements with a particular activity it is
suggested that a RS should not be considered. It would be a better choice to go for a

finger or an ear sensor. Comparing the Std. Deviations it is observed that they have

higher value than the average and this is true as the number of subjects considered are
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As seen with the vertical head movement even the horizontal head movement
gives out the same results. Reflectance sensor is very sensitive to horizontal head motion
compared to ear and finger. The SNR for this particular subject with reflectance sensor
(RS) was -0.15761, of ES was -0.00384 and with FS the SNR was -0.1124. Summary

below includes the SNR of all the five subjects with this particular movement.

Table 4.3 Summary of SNR of the Five Subjects with Horizontal Head Movement

SNR (dB) Preferred
choice of
Horizontal Head Movement Finger Ear Reflectance | sensor in each
subject
Subject 1 -0.1124 -0.0038 -0.1576 Ear
Subject 2 0.0283 0.0027 -0.4056 Finger
Subject 3 -0.0043 0.0215 -0.0225 Ear
Subject 4 0.2614 0.0082 0.0041 Finger
Subject 5 0.0166 0.0008 -0.0169 Finger
Average 0.0379 0.0059 -0.1197
Std. Deviation 0.1368 0.0097 0.1722
Overall preferred choice with horizontal head movement Finger/Ear

From the above analysis of the five subjects, it can be concluded that either a
finger sensor or an ES could be preferred as a better choice for horizontal head
movements. The reflectance sensor is again eliminated with this head movement as seen
also with the vertical head movement. A RS tends to move with the movement of the

head and the plot thus shows motion artifacts.
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The SNR for this subject using a finger sensor was -1.94964, using an ear sensor

was -0.00553 and that from a RS was -0.11084 with subject 1 as an example.

Table 4.4 Summary of SNR of the Five Subjects with Twisting

SNR (dB) Preferred choice
Twisting Finger Ear Reflectance of sensox: in each
subject
Subject 1 -1.9496 -0.0055 -0.1108 Ear
Subject 2 -0.2824 -0.0042 -0.0145 Ear
Subject 3 -0.4851 -0.0272 -0.0230 Reflectance
Subject 4 -0.1352 0.0080 0.0055 Ear
Subject 5 -0.1671 -0.0020 -0.0227 Ear
Average -0.6039 -0.0062 -0.0331
Std. Deviation 0.7647 0.0129 0.0450
Overall preferred choice with twisting Ear

From Table 4.4, the average SNR of the ES is the highest as it has the least

negative value compared to RS and FS. The above table also suggests that an ES works

well for four subjects except in subject 3 which has higher SNR with reflectance sensor,

though there seems to be not much difference in the SNR value of the ES and the RS with

subject 3.

With twisting it can concluded that ES would be suggested as a good choice, as

all the five subjects show the highest SNR when the ES is attached. Movements

involving twisting should go for an ES compared to a RS and FS when using a Pulse

Oximeter.
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Table 4.5 Summary of SNR of the Five Subjects with Walking

SNR (dB) Preferred choice
Walking Finger Ear Reflectance of sensor in each
subject
Subject 1 -1.9213 -0.0235 -0.1834 Ear
Subject 2 -0.0236 0.0067 -0.0149 Ear
Subject 3 -0.2296 -0.0007 -0.0123 Ear
Subject 4 0.0336 0.0060 -0.0064 Finger
Subject 5 -0.1536 0.0013 -0.0122 Ear
Average -0.4589 -0.0020 -0.0458
Std. Deviation 0.8241 0.0124 0.0770
Overall preferred choice with walking Ear

Even in this case as the above case; the ES has least negative value of the average
SNR. Comparing the three sensors, RS did not show a good SNR in any of the subjects
with walking. Finger sensor seemed to show a higher SNR in subject 4 compared to ES.
But with all the other subjects the ES again showed the highest SNR compared to the

other two. Thus with walking it would be a good decision to go for an ES sensor rather

than a FS or a RS.
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Table 4.6 Summary of SNR of the Five Subjects with Spot Jogging

53

SNR (dB) Preferred
choice of
Spot Jogging Finger Ear Reflectance | sensor in each
subject
Subject 1 -1.8079 -0.1083 -0.2700 Ear
Subject 2 -0.1221 0.1770 -0.3379 Ear
Subject 3 -0.5330 -0.2772 -0.0607 Reflectance
Subject 4 -0.7288 -0.0014 -0.0180 Ear
Subject 5 -0.0055 0.0004 -0.0139 Ear
Average -0.6395 -0.0419 -0.1401
Std. Deviation 0.7166 0.1667 0.1526
Overall preferred choice with spot jogging Ear

It can be seen that the ES again has the highest SNR compared to the others and

activity is shown in the table below.

also shows that four subjects have higher SNR with ES. It is hence suggested that an ES

would be a good choice with spot jogging activity. The average value of SNR with each

Table 4.7 Overall Average Value of SNR with Each Body Movement

Body Movement Average Overall P.referred
Finger Ear | Reflectance Choice
Twisting -0.6039 | -0.0062 | -0.0331 Ear
Walking -0.4589 | -0.002 -0.0458 Ear
Spot Jogging -0.6395 | -0.0419 -0.1401 Ear
Overall Average -0.5674 | -0.0167 -0.073
Overall Std. Deviation 0.0957 | 0.0219 0.0585

From the above table it can be concluded, that the ES has the highest SNR when
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considering all the three activities, thus making it an acceptable choice when compared to

the other two sensors for activities involving all the three body movements.
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With subject 5 all the three sensors showed a HR value for 100 % of the total time

of the experiment. Summary of all the five subjects is shown below.

Table 4.8 Total Time for which HR Data was Observed with Twisting from each Sensor

Total time for which HR value was observed
Twisting Finger Ear Reflectance
Subject 1 100% 100% 100%
Subject 2 100% 100% 100%
Subject 3 100% 100% 71.67%
0,
Subject 4 100% (but not 3111.e6t{: motion) 100%
Subject 5 100% 100% 100%
Average 100.00% 98.32% 94.33%
Std. Deviation 0.00% 3.75% 12.67%

* this was due to low perfusion of the ear sensor for a certain period of time.

The finger sensor provided a HR value for all the subjects, where as the ES
provided a HR value for four subjects but for subject 4 it could provide a signal only for
91.6% of the time. RS sensor provided the HR value for subject 3 only for 71.67% of
time. Thus, for twisting a FS could be used for monitoring HR with motion.

Also, from the above plots it can be seen that the acquisition of the signals along
with motion is also subjective. It depends on the subject’s perfusion level at the particular
sensor site. It is also seen in Figure 4.1 (2™ plot) that the ES has very low amplitude and
thus a poor quality of signal. Hence it is very liking for the Ear sensor to loose signal due

to perfusion in some subjects during any kind of motion.
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From Table 4.9 it can be seen that, the finger sensor lost the signal in case of two
subjects, but not for a long period of the time, thus giving an average of 99% of good
signal. While in subject 4 and 5, the total time for which the ES could provide a HR value
was for 56.67% and 81.67%, respectively. In case of subject 4 it was seen that it could
give out a HR value only for half of the total time of the experiment and the reason being
the same as that observed in the twisting experiment. Thus with more motion the ES
tends to loose more signal due to low perfusion. The same reason was true for subject 5.
Comparing the three sensors, RS showed signal for 100% of the total time in all the
subjects. Therefore, for walking a RS could be a good choice while monitoring HR with

motion.
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From the table above, by considering the average values of the total time the HR
value was obtained from all the three sensors. RS seems to having the highest average

value for which the signal was available. FS and the ES have the same average value.

Table 4.11 Average Value of HR Analysis with Motion for each Body Movement

Total time for which HR value was observed
Finger Ear Reflectance
Twisting 100.00% 98.32% 94.33%
Walking 99.33% 87.67% 100%
Spot jogging 88.67% 88.66% 91.67%
Average 96.00% 91.55% 95.33%
Std. Deviation 6.36% 5.88% 4.25%

Considering all the three movements together for HR monitoring with motion the
finger sensor has the higher percentage for which it could provide the HR value. It
showed the HR value for 96% of the total time. Average value of FS is also comparable
to the average value of RS. Thus either one can be used for monitoring the HR with
motion, eliminating the ES for this application.

The overall analysis of HR monitoring with motion would include the three
parameters such as the SNR of each sensor, the average percentage value of each sensor
for the time they could give out a HR value and the total number of subjects out of 15, in

which they could provide 100% of signal. The summary is shown in the table below.
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Table 4.12 Summary of the HR Analysis

HR analysis with motion | Finger | Ear | Reflectance | Preferred choice
SNR 0.5674 -0.0167 -0.073 Ear
Number of subjects in
which sensor could 8 9 11 Reflectance
provide 100% of signal
Average Percentile
value for the time they | 96% | 91.55% | 95.33% Finger/ Reflectance

could provide HR data

62

It is seen that all the three sensors worked better with either one of the conditions.

Thus it was difficult to conclude on any one. But as from the table it can be seen that on

an average a RS could be used for monitoring the HR with motion as two of the

parameters are in favor of the RS sensor, though a firm conclusion cannot be made from

this experiment. Even a finger sensor can be used as it gives the HR data for 96% of the

total time and an ES when considering SNR parameter.
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The tables below give the summarize view about the percent of signal lost by each of the

sensor with each

Table 4.13 Total Time for which SpO, Data was Observed with Twisting from each

activity.

Sensor
Total time for which SpO, data was observed

Twisting Finger Ear Reflectance
Subject 1 100% 100% 100%
Subject 2 100% 100% 100%
Subject 3 100% 100% 71.66%
Subject 4 100% | o0 o on) 100%
Subject 5 100% 100% 100%
Average 100.00% 98.66% 94.33%

Std. Deviation 0.00% 2.98% 12.67%

Table 4.14 Total Time for which SpO, Data was Observed with Walking from each

Sensor
Total time for which SpO, data was observed

Walking Finger Ear Reflectance
Subject 1 81.66% 100% 100%
Subject 2 100% 100% 100%
Subject 3 100% 100% 100%
Subject 4 100% 90.00% 100%
Subject 5 100% 98.33% 100%
Average 96.33% 97.67% 100.00%

Std. Deviation 8.20% 4.35% 0.00%

Table 4.15 Total Time for which SpO2 Data was Observed with Spot Jogging from each

Sensor
Total time for which SpO, data was observed
Spot jogging Finger Ear Reflectance

Subject 1 100% 100% 100%
Subject 2 95% 100% 86.66%
Subject 3 98.33% 100% 100%
Subject 4 96.66% 100% 65%
Subject 5 100% 71.67% 98.33%
Average 98.00% 94.33% 90.00%

Std. Deviation 2.17% 12.67% 15.05%
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The overall summary of the SpO; analysis can be seen in the table below.

Table 4.16 Average Value of SpO; Analysis with Motion for each Body Movement

Total time for which SpO, data was observed
Finger Ear Reflectance
Twisting 100.00% 98.66% 94.33%
Walking 96.33% 97.67% 100%
Spot jogging 98.00% 94.33% 90.00%
Average 98.11% 96.89% 94.78%
Std. Deviation 1.84% 2.27% 5.01%

Now depending on the three parameters as shown with the HR monitoring

experiment, table below gives the results for SpO, monitoring experiment.

Table 4.17 Summary of SpO, Analysis

SpO; analysis with motion | Finger | Ear | Reflectance | Preferred choice
SNR -0.5674 | -0.0167 -0.073 Ear
Number of subjects in
which sensor Jcould 11 11 11 Ear/l;e.eﬂectance/
provide 100% of signal mnger
Average Percentile value
for the time they could | 98.11% | 96.89% 94.78% Finger
provide SpO, data

Based on similar analysis as done for HR monitoring experiment, SpO2
monitoring experiment shows that a finger sensor seems to work well for SpO,

monitoring. This can be concluded as two of the parameters are in favor with the finger

Sensor.
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The overall analysis of the comparative study of the sensors with different

movements/activities can be shown below.

Table 4.18 Results from the Comparative Study of the Three Sensors

Preferred Sensor(s) to be Overall
Activities / Movements choice . . Preferred
eliminated .
of sensor(s) Choice
Hand Ear/ Finger Ear/
Movement Reflectance & Reflectance
Vertical
Head Finger/ Ear Reflectance
Head Movement Finger/Ear
Movements Horizontal &
Head Finger/ Ear Reflectance
Movement
Twisting Ear Finger/Reflectance
Body Walking Ear Finger/Reflectance Ear
Movements Spot
po Ear Finger/Reflectance
Jogging
Twisting Finger Ear/ Reflectance
HR monitoring | wyjking Reflectance Ear/ Finger Reflectance
with motion Spot
PO Reflectance Ear/ Finger
Jogging
Twisting Finger Ear/ Reflectance
SpOz
monitoring Walking Reflectance Ear/ Finger Finger
with motion
Sp ?t Finger Ear/ Reflectance
Jogging
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Results from supine stand test show that there is a decrease in the blood flow as soon as
the person stands up after 30 seconds. This can be seen from the plethysmograph data. It
is also seen that a decrease in the blood flow decreases the pulse height of the PPG
waveform and is accompanied by an increase in the heart rate. The beat to beat interval
waveform also shows a decrease with an increase in the HR. These are in accordance

with the expected data.
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CHAPTER 5

CONCLUSION

The main aim of this project was to develop an ambulatory device that can monitor the
heart rate, SpO, and the plethysmograph waveform and to develop a software program
that would acquire, display and store the data. Once the software program was developed
the goal was to compare the finger, ear and the reflectance sensor under different
movements and to conclude on which would be the suggested choice for the desired
application. Based on the goals that were originally set this project was a successful one.
I developed a system that would monitor the heart rate, SpO, and the PPG of a person
and collected the data and compared the three sensors. I also developed software for
Bluetooth Pulse Oximeter to send data with the help of Bluetooth technology.

To conclude from the comparative tests of the sensors, it was observed that
different sensors worked well with different movements. Considering the hand
movements the preferred choice of sensor would be an Ear Sensor or a Reflectance
Sensor. Finger Sensor showed the least SNR and was thus not preferred with hand
movements. With head movements, Finger Sensor or an Ear Sensor was to be considered
for the application. It was assumed that the Reflectance Sensor would move if not held
properly at the forehead, due to head movements and thus showed a lot of motion
artifacts. Results from the body movements suggest that an Ear Sensor would work well.
It was also a good habit to consider the low perfusion at the ear site with respect to some
people during these applications. Considering the heart rate monitoring with motion a
Reflectance Sensor would work well for such an application and a Finger Sensor with

SpO, monitoring with motion.
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Expected changes as per the literature were observed in the PPG waveform under
mental activity test and supine stand test.

Depending on the application for which a pulse oximeter is used and the
parameter to measure one can select a sensor from this project and carry out their
research. Thus this project serves as a guide in selecting among the sensors, depending on
the applications and/or different conditions.

The ear sensor version of this project is now being applied in a research project at
the VA Medical Center in an ambulatory project recording vital signs in first responder

trainees.
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CHAPTER 6

LIMITATIONS AND FUTURE DEVELOPMENTS

Limitations of a pulse oximeter include the inaccuracy of measuring the correct readings
with abnormal hemoglobin such as the carboxyhemoglobin and met- hemoglobin. It may
also be not accurate with the exposure of the measuring probe to ambient light. Nail
polish or nail coverings with finger probe may affect the readings as well as the
intravascular dyes [15]. These are also true for the PDA based Ambulatory Pulse
Oximeter.

Making the entire system wireless by sending the data to the PDA with Wi-Fi
technology which provides more range than the Bluetooth technology could also be one

of the future developments.
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APPENDIX A

SPECIFICATIONS OF NONIN PULSE OXIMETER

The specifications of the Nonin Pulse Oximeter are as follows:

1.

2.

9.

Oxygen Saturation Range: 0-100%

Pulse Rate Range: 18-300 pulses per minute.

Measurement Wavelengths: Red 660 nanometers, Infrared 910 nanometers.
Power Draw: 60mW.

Voltage Input: 2-6 volts dc operating.

Output digital signal: 0-5 volts.

Weight: 75g (including cable 6’ and connector).

Plethysmographic pulse value: 0-254.

Status byte: 128-255

10. SpO,: 0-100.

11. HR value bits 7&8 (128-511) 511= bad data and 0-6 bits (0-127).
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