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DISPLAY ENCLOSURE 

FIELD OF THE INVENTION 

0001. The present invention relates generally to structures 
for enclosing display devices. More particularly, the present 
invention relates to enclosures for protecting flat-panel dis 
play devices from ambient conditions encountered in a view 
ing location. 

BACKGROUND OF THE INVENTION 

0002 This section is intended to provide a background or 
context to the invention that is recited in the claims. The 
description herein may include concepts that could be pur 
Sued, but are not necessarily ones that have been previously 
conceived or pursued. Therefore, unless otherwise indicated 
herein, what is described in this section is not prior art to the 
description and claims in this application and is not admitted 
to be prior art by inclusion in this section. 
0003. In recent years, flat panel televisions have become 
enormously popular in both commercial and residential sec 
tors. As the prices for plasma and liquid crystal display (LCD) 
flat panel displays have continued to fall, and the quality for 
the same devices have improved, more and more businesses 
and individuals have purchased such devices for both home 
and business purposes. 
0004. The advantages of flat panel displays has also led to 
expanded application and placement of display devices, 
including locating display devices in new and challenging 
and environments. For example, display devices might be 
located outdoors in various residential and commercial set 
tings for entertainment or marketing purposes, potentially 
exposing the display device to damaging rain, Snow, debris, 
and other elements. Display devices might also be located in 
indoor environments such as restrooms, kitchens, and indus 
trial settings for various entertainment, marketing, and infor 
mational purposes. As with outdoor applications, liquids and 
other potential contaminants may be near or come into con 
tact with the mounted display device, potentially damaging or 
degrading the performance of the display device. It is desir 
able to protect the display device, which is often quite expen 
sive, from exposure to environmental and other potential 
contaminants. Accordingly, various, sometimes bulky, envi 
ronmental enclosures have been developed that are intended 
to protect a display device from the elements and other con 
tainments to permit locating such displays outdoors and in 
other potentially inhospitable environments. 

SUMMARY 

0005 Various embodiments of the present invention com 
prise enclosed display device systems and enclosure systems 
for display devices such as a LCD, LED or plasma flat panel 
display devices. These systems may be characterized by a low 
profile enclosure that Supports an enclosed display device for 
viewing and protects the display device from adverse ambient 
conditions that may be encountered in a viewing location. For 
example, various the enclosure systems are substantially 
sealed and weatherproof, preventing ingress of liquids Such 
as precipitation that may occur at an outdoor viewing loca 
tion. 
0006. The enclosure systems according to various 
embodiments also provide thermal protection for the 
enclosed display device. Modern flat panel display devices 
typically generate heat while in use. The heat load generated 
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can be substantial under various circumstances. Conse 
quently, the temperature within a sealed weatherproof enclo 
Sure can rapidly rise above the thermal operating range of the 
display device unless mitigated. Thermal conditions within 
the enclosure may be exasperated by ambient conditions, for 
example, high ambient temperatures and/or a high Solar load 
on the display enclosure. Additionally, under low ambient 
temperatures it may be necessary to generate additional heat 
within the enclosure when the display device is on or off in 
order to protect the display device and/or maintain sufficient 
operating temperature within the enclosure. Accordingly, the 
enclosure systems may include active and/or passive thermal 
control devices to modulate the temperature within the enclo 
SU 

0007 Additionally and according to various embodi 
ments, low profile protective enclosures may extend only 
minimally beyond the periphery of the display area of the 
display device. In other words, it is desirable to minimize the 
thickness of the enclosure about the perimeter of the display 
device when observed from a viewing angle. 
0008. With the above considerations in mind, in one set of 
embodiments, a protectively enclosed flat panel display 
device, comprises a protective enclosure Substantially imper 
vious to liquid ingress under ambient conditions encountered 
in an outdoor environment. The protective enclosure com 
prises a rigid bezel that defines a periphery of the protective 
enclosure; the rigid bezel is characterized by a front bezel 
Surface having a first opening and a second opening Substan 
tially opposite the first opening. A substantially transparent 
front cover is coupled to the frontbezel surface and covers the 
first opening. A rear cover assembly is coupled to the bezel 
and covers the second opening. At least a portion of the rear 
cover assembly comprises a heat sink portion and the rear 
cover assembly also includes a cable entry. A flat panel dis 
play device is disposed within the enclosure such that the 
display area of the display device is Substantially aligned with 
the first opening. A heat pipe assembly includes a first attach 
ment portion coupled to the display device and a second 
attachment portion coupled to the rear cover assembly. A 
thermal control unit is disposed within the enclosure and is 
electrically coupled to a power source: the thermal control 
unit includes a temperature sensor. At least one thermal con 
trol device is disposed at least partially within the enclosure 
and electrically coupled to the thermal control unit, the at 
least one thermal control device is controllable by the thermal 
control unit to modulate an internal temperature within the 
enclosure. 

0009. In another set of embodiments, a display enclosure 
for enclosing a flat panel display device for viewing in an 
outdoor environment comprises a rigid bezel characterized by 
a perimeter Surface defining an enclosure area. The rigid bezel 
comprises a perimeter Surface having a rear edge and a front 
edge. A rear Surface extends inwardly from the rear edge and 
defines a rear opening. A front Surface extends inwardly from 
the front edge and defines a display opening. The display 
opening is characterized by an area at least about 85 percent 
of the enclosure area in one particular embodiment. A Sub 
stantially transparent front cover is coupled to the front Sur 
face and covers the display opening. A rear cover assembly is 
coupled to the rear Surface and covers the rear opening. At 
least a portion of the rear cover assembly comprises a heat 
sink portion configured to dissipate heat generated within the 
display enclosure to the environment. The rigid bezel, front 
cover and rear cover substantially define the display enclo 
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Sure configured to receive the flat panel display device 
therein. The display enclosure is resistant to liquid ingress in 
an outdoor viewing environment. 
0010. In yet another set of embodiments, an enclosed dis 
play device, comprises a Substantially sealed protective 
enclosure configured for outdoor use. The protective enclo 
Sure comprises a rigid bezel having a low profile character 
ized by a display opening and a rear opening. The rigid bezel 
includes a plurality of lateral surfaces that define an outer 
peripheral Surface of the protective enclosure and includes an 
inner edge defining the display opening. The inner edge is 
substantially parallel to the outer peripheral surface and dis 
placed inwardly from the outer peripheral surface by a bezel 
thickness. A cover is coupled to the rigid bezel and covers the 
display opening. A rear cover is coupled to the bezel and 
covers the rear opening includes aheat sinkportion. A display 
device is disposed within the enclosure. The display device 
includes a display area viewable through the front cover. The 
bezel thickness is minimized to define a low profile bezel and 
the Substantially sealed protective enclosure is impervious to 
precipitation. 
0011. These and other features of the invention, together 
with the organization and manner of operation thereof, will 
become apparent from the following detailed description 
when taken in conjunction with the accompanying drawings, 
wherein like elements have like numerals throughout the 
several drawings described below. 

BRIEF DESCRIPTION OF THE DRAWINGS 

0012 FIG. 1 is an exploded view of an enclosed display 
device constructed in accordance with an embodiment of the 
present invention; 
0013 FIG. 2 is an exploded view showing the bezel and 
display brackets of the enclosed display device of FIG. 1; 
0014 FIG. 3A is a perspective view of the rear cover 
assembly of FIG. 1, and 
0015 FIG.3B is exploded view of the rear cover assembly 
of FIG. 3A: 
0016 FIG. 4 is a rear perspective view of the enclosed 
display device of FIG. 1; 
0017 FIG.5A is a front plan view of the front cover of the 
enclosed display device of FIG. 1, and FIG. 5B is a cross 
section showing a portion of the bezel and the front cover of 
the enclosed display device of FIG. 1; 
0018 FIG. 6A is a cross section showing a portion of the 
display device, a portion of the rear cover assembly and the 
heat pipe assembly of the enclosed display device of FIG. 1, 
and FIG. 6B is a perspective view showing the heat pipe 
assembly of FIG. 6A; and 
0019 FIG. 7 is a schematic illustrating components of the 
enclosed display device of FIG. 1. 

DETAILED DESCRIPTION OF VARIOUS 
EMBODIMENTS 

0020 FIGS. 1-7 illustrate a display enclosure 10 con 
structed in accordance with an embodiment of the present 
invention. The display enclosure 10 is a protective enclosure 
configured to enclose a display device 20 such as a LCD, LED 
or plasma flat panel display device. The display enclosure 10 
comprises a bezel 100 that defines a frame disposed about the 
periphery of the display device 20. A front cover 200, or 
display cover, is coupled to the bezel 100 and covers a display 
opening 111, or front opening, defined by the bezel 100. The 
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front cover 200 comprises a substantially transparent material 
that permits viewing of the display device 20 within the 
display enclosure 10. The display enclosure 10 further com 
prises arear cover assembly 300 coupled to the bezel 100. The 
rear cover assembly 300 covers a rear opening 311, opposite 
the display opening 111, defined by the bezel 100. The rear 
cover assembly 300 may include a heat sink portion and a 
cable entry portion 350 that permits passage of various power, 
Video, audio, and other data carrying cables. 
0021. The display enclosure 10 is constructed so that the 
display device 20 may be located in an outdoor viewing 
environment or in other environments where the display 
device 20 requires or may benefit from protection from ambi 
ent conditions. Accordingly, the display enclosure 10 is con 
structed to resist and Substantially prevent ingress of various 
liquids that may be encountered in the viewing location, 
including precipitation when the display enclosure 10 is 
mounted for outdoor viewing of the display device 20. In 
various embodiments, the display enclosure 10 is constructed 
to prevent ingress of rain, Snow and splashing liquid. In a 
particular embodiment, the display enclosure 10 is con 
structed to prevent ingress of liquid at a submersed depth of 
up to five feet of water, which may correspond to a modified 
rating of the IP68 standard (the contents of which are incor 
porated herein by reference). 
0022. As described in detail below, the display enclosure 
10 may be provided with features that enable or enhance 
performance and operation under various ambient condi 
tions, while protecting the display device 20 from adverse 
conditions such as liquids that may come into contact with the 
display enclosure 10. The bezel 100, for example, may be 
constructed to provide the display enclosure 10 with a narrow 
periphery, or low a profile, that closely surrounds the display 
opening 111 through which the display area of the display 
device 20 is visible. Thus, the outer periphery of the bezel 100 
defines an area and the display opening 111 defines a display 
opening area. In this configuration, the distance between an 
inner edge of the bezel 100 and the periphery of the bezel 100, 
the bezel thickness, is minimized. In a particular embodi 
ment, the bezel thickness is less than about 50 mm, and in a 
further embodiment, the bezel thickness is less than about 25 
mm. In further embodiments, the bezel thickness may fall 
between about 25 mm and about 50 mm. 
(0023 The low profile of the bezel 100 permits the display 
area of the display device 20 to closely approach the periph 
ery of the bezel 100. For example, the display opening area is 
maximized relative to the enclosure area. In a particular 
embodiment, the display opening area is at least about 85 
percent of the enclosure area, and in another embodiment, the 
display area opening is at least about 92 percent of the enclo 
Sure area. In further embodiments, the display area opening 
may fall between about 85 percent and about 92 percent of the 
enclosure area. The above described configurations offer a 
clean, low profile look where the edge of the display area of 
the display device 20 is in proximity of the periphery of the 
display enclosure 10. These configurations permit, for 
example, a plurality of enclosures 10, each with a display 
device 20, to be arranged in a video wall such that the respec 
tive display devices 20 are in close proximity to one another, 
thereby enhancing the presentation of the image or images 
displayed on the display devices 20. 
0024. The display enclosure 10 may also include thermal 
modulation features. Such thermal modulation features may 
be active and/or passive and provide temperature control 
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within the display enclosure 10 to assist in maintaining an 
internal temperature within the display enclosure 10 that is 
within an operating range of the display device 20. Still fur 
ther, the display enclosure 10 may include various additional 
features that, for example, sense ambient light conditions and 
communicate with the display device 20 to adjust the bright 
ness of the display to enhance viewability of the display 
device 20 under various light conditions. 
0025. As shown in FIG. 2, the bezel 100 defines the 
periphery of the display enclosure 10. The bezel 100 is gen 
erally sized such that the display device 20 fits within the 
region defined by the bezel 100. The bezel 100 may comprise 
a plurality of frame members 105 that are assembled to define 
the bezel 100. As shown, each of the plurality of frame mem 
bers 105 is generally of a modified “C-shape' where a rear 
surface of the member may extend inwardly from a lateral 
surface beyond a front surface of the member. However, other 
configurations may also be used, including "L-shaped” and 
other shaped frame members. The plurality of frame mem 
bers 105 may be constructed of metal such as aluminum or 
other material capable of providing Sufficient strength and 
rigidity, while maintaining a low peripheral profile for the 
display enclosure 10. In the depicted embodiment, the frame 
members include a first upper frame 110, a second upper 
frame 112, a first lower frame 114, and a second lower frame 
116. Thebezel 100 further includes a lowerplate 118 coupled 
to the first lower frame 114 and the second lower frame 116. 
However, other configurations of the bezel 100 may be con 
structed, including a single-piece frame, two-piece frame, 
and frames comprising even more pieces. 
0026. As depicted in FIG. 2, each of the plurality of frame 
members 105 includes a frame interface 106 disposed on at 
least one end of the respective member. When the bezel 100 is 
assembled, each of the frame interfaces 106 is received by an 
adjacent frame member 105. The plurality of frame members 
105 are assembled to form the perimeter of the bezel 100, 
defining an outer or peripheral surface 108. The plurality of 
frame members 105 may be joined using an adhesive such as 
a high-strength epoxy. However, other techniques for joining 
the frame members 105 may also be used, including connect 
ing elements, welding, and combinations thereof. The first 
lower frame 114 and the second lower frame 116 may further 
include a lower flange 115 configured to interface with the 
lowerplate 118. The lower flange 115 defines a lower opening 
123 in the bezel 100. The lower opening 123 is sized to 
receive the display device 20 during manufacturing of the 
display enclosure 10. The lower plate 118 is coupled to the 
first lower frame 114 and the second lower frame 116 at the 
lower flange 115. The lower plate 118 may be joined to the 
lower flange 115 by various techniques, including a plurality 
of connecting elements, welding, and combinations thereof. 
Regardless of the specific construction of the bezel 100, it will 
be appreciated that, in use, the bezel 100 provides support for 
the display device 20 and is substantially impervious to liq 
uids and prevents ingress of liquids and other containments 
into the display enclosure 10 that may be encountered in the 
mounting environment. 
0027. With reference to FIGS. 2 and 5B, the plurality of 
frame members 105 may forman inneredge 107 along a bezel 
front surface 101 that extends from a front edge 102 of the 
bezel 100 that defines the display opening 111. The display 
area of the display device 20 is visible through the display 
opening 111. As such, the bezel 100 may be constructed to 
various dimensions to accommodate display devices 20 of 
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different sizes. For example, the bezel 100 may be con 
structed in accordance with display device screen sizes that 
are commonly manufactured. In a particular embodiment, the 
bezel 100 is constructed to accommodate a 42 inch display 
device 20. 

0028. The bezel 100 is constructed such that the thickness 
of the bezel, i.e., the normal distance between the inner edge 
107 and the peripheral surface 108, the portion visible when 
viewing the display enclosure 10 from the front, is mini 
mized. That is, the bezel 100 has a low profile surrounding the 
display opening 111. For example, in a particular embodi 
ment, the distance between inner edge 107 and the outer 
surface of the display enclosure 10 is less than about 25 mm. 
In other words, the area of the display opening 111 is maxi 
mized relative to the area of the display enclosure 10 defined 
by the peripheral surface 108. For example, in a particular 
embodiment, the area of the display opening 111 is at least 
about 92 percent of the area of the display enclosure 10. The 
low peripheral profile of the bezel 100 may enhance the 
overall look of the display enclosure 10, as well as minimiz 
ing the space needed in a mounting location for installation of 
an enclosed display. In multiple screen arrangements, where 
several displays are positioned horizontally and/or vertically 
next one another, the low profile of the bezel 100 may provide 
an enhanced seamless appearance of the displayed image(s) 
on the multiple display devices 20. 
0029. The display opening 111 is covered by the front 
cover 200. As shown in FIG. 2 and FIG.SB, the front cover 
ledge 109 may be disposed along the inner edge 107 and be 
recessed from the bezel front surface 101 to receive the front 
cover 200. The front cover ledge 109 may be recessed from 
the bezel front surface 101 about the thickness of the front 
cover 200 so that the bezel front surface 101 and the front 
cover 200 define a substantially smooth surface. In other 
words, the surface of the front cover 200 is neither perceptibly 
raised above, nor depressed below the bezel front surface 101. 
Alternatively, the front cover 200 may extend over the front of 
the bezel front surface 101 to the outer edge of bezel 100 or a 
portion thereof. In yet another embodiment, the front cover 
200 may be disposed in back of the bezel front surface 101 
and received within the bezel 100. 

0030 FIGS. 1,5A and 5B show the front cover 200, which 
attaches to a front portion of the bezel 100. The front cover 
200 comprises a plate of a substantially transparent material 
that permits viewing of the display device 20 within the 
display enclosure 10. Accordingly, the front cover 200 may 
comprise glass or a Substantially transparent plastic. In a 
particular embodiment, the front cover 200 comprises tem 
pered glass. The front cover 200 is joined to the bezel 100 in 
a manner that prevents ingress of liquids into the display 
enclosure 10. For example, the front cover 200 may be 
bonded to the bezel 100 using an adhesive such as a urethane 
adhesive. As shown in FIGS.5A and 5B, the front cover 200 
may include a border 208 that may be substantially opaque, 
on the front and/or rear surfaces about the periphery to mask 
the bonding region between the front cover 200 and the front 
cover ledge 109. The front cover 200 may further include an 
anti-reflective coating on the front and/or rear Surfaces to 
reduce photopic reflection. The front cover 200 may also be 
treated to mitigate ambient ultraviolet (UV) light degradation 
of the polarizer module of the display device20. For example, 
the front cover 200 may include a UV coating configured to 
shield the polarizer from at least a portion of ambient UV 
radiation. In various embodiments, the front cover 200 is of 
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sufficient strength to withstand ambient conditions when the 
display enclosure 10 is located for outdoor viewing. In a 
particular embodiment, the front cover 200 comprises tem 
pered glass of about 4 mm in thickness. 
0031. As shown in FIGS. 1 and 4, a rear cover assembly 
300 covers the rear portion of the display enclosure 10. More 
particularly, the rear cover assembly 300 covers the rear open 
ing 311 defined by the bezel 100. The rear cover assembly 300 
is attached to a rear Surface 122 extending from a rear edge 
121 of the bezel 100. The rear cover assembly 300 isjoined to 
the bezel 100 in a manner that prevents ingress of liquids into 
the display enclosure 10. A plurality of connecting elements 
may be received about the perimeter of the rear cover assem 
bly 300 in order to join the rear cover assembly 300 to the 
bezel 100. The use of removable connecting elements allows 
for installation of and access to the display device 20 within in 
the display enclosure 10. It will be appreciated that the con 
nection of the rear cover assembly 300 to the bezel 100 is 
configured to prevent ingress of liquid into the display enclo 
Sure 10. In an embodiment, a gasket may be disposed between 
the rear cover assembly 300 and the bezel 100 to provide 
appropriate sealing of the display enclosure 10. The rear 
cover assembly 300 also serves as aheat sink, dissipating heat 
generated from within the display enclosure 10 to the envi 
ronment outside the enclosure. As such, at least a portion of 
the rear cover assembly 300 may comprise a material having 
a relatively high thermal conductivity. For example, in an 
embodiment, the rear cover assembly 300 comprises die cast 
aluminum. As depicted in FIG. 3A, the rear cover assembly 
300 assembly may include a heat sink portion that comprises 
a plurality offins 301 disposed on the outer surface to enhance 
convective transfer of heat generated from within the display 
enclosure 10 to the environment. 

0032. In various embodiments, the display enclosure 10 is 
constructed by assembling the plurality of frame members 
105 to form the bezel 100. After the bezel 100 is formed, the 
display device 20 is introduced into the region defined by the 
bezel 100 through the lower opening 123. With the display 
device 20 in place within the region defined by the bezel, the 
lowerplate 118 is secured to the bezel 100. By introducing the 
display device 20 through the lower opening 123 several 
advantages may be achieved, including a low profile for the 
bezel 100 and a well sealed enclosure. Because the display 
device 20 is introduced through the lower opening 123, the 
dimensions of various portions of the bezel 100 may be 
increased. For example, the rear surface 122 may be extended 
towards the interior of the bezel 100 to enhance the structural 
integrity of the display enclosure 10 with no increase in the 
profile of the bezel 100 because the display device 20 need not 
fit through the rear opening defined by the rear surface 122. 
Additionally, extending the rear surface 122 permits the front 
portions of the bezel 100, including the front surface 101 and 
the front cover ledge 109, to have a low profile. 
0033 FIG. 3B shows an embodiment of the rear cover 
assembly 300 that comprises a plurality of panels, including 
a left panel 310, a central panel 315, and a right panel 320, that 
are coupled together. Similar to the bezel 100, the left panel 
310, the central panel 315, and the right panel 320 may be 
joined using a high-strength adhesive such as epoxy but may 
be attached using other techniques, including connecting ele 
ments, welding, and combinations thereof AS shown in FIG. 
3A, the rear cover assembly 300 may include a plurality of 
mount attachment features 305 that permit the display enclo 
Sure 10 to be coupled to a pedestal, wall mount, ceiling mount, 
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or other mounting system. In an embodiment, the plurality of 
mount attachment features 305 comprises openings disposed 
in the rear cover assembly according to an industry standard 
pattern. The rear cover assembly 300 may include an access 
area 325 as shown in FIGS. 3A and 3B. The access area 325, 
for example, provides entry for power and signal cables 
coupled to the display device 20. With reference to FIGS. 3A 
and 4, an access cover 327 is attachable to the rear cover 
assembly 300 and may include cable glands to seal the cable 
entries, preventing ingress of liquid into the display enclosure 
10 at the cable entry point. The rear cover assembly 300 may 
include a display control access 330 for an on screen display 
(OSD) interface 530. The OSD interface 530 may include a 
number of inputs operable by a user that allow for manual 
control and/or adjustment of settings of the display device 20. 
A cable entry cover 335 may be installed over the display 
control access 330 to prevent ingress of liquids into the dis 
play enclosure 10. 
0034. The display enclosure 10 may include internal Sup 
ports disposed within the display enclosure 10. As depicted in 
FIG. 2, the display enclosure 10 includes display brackets 
180. The display brackets 180 are attachable to a rear portion 
of the display device 20. The display brackets 180 generally 
comprise elongated members with openings for receiving 
connecting elements to secure the display device 20. The 
display brackets 180 may be directly coupled to the bezel 100 
or, as depicted, by connecting brackets 182 attachable to the 
bezel 100. The display brackets 180 secure the display device 
20 in the display enclosure 10 and provide additional rigidity 
to the display enclosure 10. 
0035 Various thermal control devices may be disposed 
within or at least partially within the display enclosure 10, to 
assist in maintaining the internal temperature of the display 
enclosure 10. Thermal control may be accomplished by 
including devices intended to add and/or remove heat from 
the display enclosure 10 depending on ambient conditions 
and/or the operating conduction of the display device 20. The 
various thermal control devices may work independently or 
in concert to assist in modulating the temperature inside the 
display enclosure 10 within the operating temperature range 
and/or storage temperature range of the display device 20 
under various ambient conditions. In a particular embodi 
ment, the display enclosure 10 is capable of maintaining the 
internal temperature inside the enclosure within the operating 
range of the display device 20 for an ambient temperature 
range of between about 1° C. and about 60° C. The thermal 
control devices within the display enclosure 10 may comprise 
passive and/or active devices. 
0036. One of the thermal control devices within the dis 
play enclosure 10 may comprise aheat pipe assembly 400. As 
shown in FIG.1, the display enclosure may include a plurality 
of heat pipe assemblies 400. With reference to FIGS. 6A and 
6B, the heat pipe assembly 400 is coupled to the display 
device 20 and the rear cover assembly 300. The heat pipe 
assembly 400 conducts heat generated by the display device 
20 to the rear cover assembly 300, which as described above, 
may comprise a material of relatively high thermal conduc 
tivity as well as a plurality offins 301 for dissipating heat from 
the display enclosure 10 to the environment. The heat pipe 
assembly 400 comprises a thermal connecting element 402 
that thermally couples a display device heat spreader 401 and 
a rear cover heat spreader 403. The display device heat 
spreader 401 may be directly or operatively coupled to a rear 
portion of the display device 20. The rear cover heat spreader 
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403 is directly or operatively coupled to the rear cover assem 
bly 300. Heat generated by the display device 20 is conse 
quently conducted via the heat pipe assembly 400 to the rear 
cover assembly 300. It will be appreciated that the effective 
ness of the heat pipe assembly 400 to achieve temperature 
control within the display enclosure 10 will depend on the 
area of the interfaces, quality of the interfaces, and location of 
the display device heat spreader 401 in relation to the display 
device 20 and the heat generating portions thereof. 
0037. The display enclosure 10 may also include an inter 
nal fan 410 located within the display enclosure 10 as shown 
in FIG.1. The internal fan 410 circulates air within the display 
enclosure 10, mitigating thermal gradients or hotspots on, for 
example, a Surface of the display device 20 and regions within 
the display enclosure 10. The internal fan 410 is electrically 
coupled to a power source to provide operating power. In an 
embodiment, and as depicted in FIG. 7 and described more 
fully below, a power supply 500 may be included within the 
display enclosure 10 to provide director indirect power to the 
internal fan 410 and other devices within the display enclo 
sure 10. The internal fan 410 may also be electrically coupled 
to a thermal control unit 510. In an embodiment, the thermal 
control unit 510 may comprise a thermostat that is capable of 
detecting a temperature within the display enclosure 10 and/ 
or on the display device 20. In a particular embodiment, a dual 
temperature integrated circuit sensor is mounted to the ther 
mal control unit 510. The thermal control unit 510 may be 
equipped with one or more temperature set points. The ther 
mal control unit 510 may activate the internal fan 410 (or 
other thermal control device) when a first temperature set 
point is detected, for example, 30° C. The internal fan 410 
then operates, mixing the air within the display enclosure 10, 
for a predetermined period, until the detected internal tem 
perature falls below the first temperature set point, or the 
thermal control unit 510 otherwise shuts off the internal fan 
410. 

0038. With reference to FIGS. 1 and 7, a heating element 
420 may be located within the display enclosure 10 to facili 
tate operation of the display device 20 under ambient tem 
perature conditions that fall below the operational range or 
that would degrade the operation of the display device 20. The 
heating element 420 may also be operated while the display 
device 20 is off or in sleep mode, to mitigate damage to the 
display device 20 that could be caused by ambient tempera 
tures below the storage temperature of the device. Various 
heating devices and combinations thereof may be used in the 
display enclosure 10. In a particular embodiment, the heating 
element 420 comprises one or more electrical strip heaters. 
Like the internal fan 410, the heating element 420 is electri 
cally coupled to a power source for operation Such as the 
power supply 500. The heating element 420 may have its own 
control or be electrically coupled to the thermal control unit 
510. Where the heating element 420 is coupled to the thermal 
control unit 510, the thermal control unit 510 activates the 
heating element 420 upon detecting a temperature within the 
display enclosure 10 that falls below a second temperature set 
point. In a particular embodiment, the second temperature set 
point is set at 5°C. The heating element 420 operates, elevat 
ing the temperature within the display enclosure 10, for a 
predetermined period, until the detected internal temperature 
rises above the second temperature set point, or the thermal 
control unit 510 otherwise shuts off the heating element 420. 
0039. As noted above and as shown in FIG. 1, the power 
supply 500 may be mounted within the display enclosure 10. 
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The power supply 500 is electrically coupled to a power 
Source, for example, directly or indirectly to a conventional 
power grid or other source. As shown in FIG. 7, an EMI filter 
505 may be included between the power source and the power 
supply 500. The power supply 500 may be used to power 
internal devices, for example, the internal fan 410, the heating 
element 420, and the thermal control unit 510, located within 
the display enclosure 10. The power supply 500 may also be 
configured to supply power to the display device 20. In addi 
tion to the display device 20, the power supply 500 may be a 
significantheat generator that may raise the internal tempera 
ture within the display enclosure 10 when in operation. 
Accordingly, the power supply 500 may include one or more 
heat sinks operatively coupled to the rear cover assembly 300 
to facilitate dissipation of heat generated within the display 
enclosure 10. 

0040. In addition to the devices already described, a dis 
play controller 520 that controls the display device 20 may be 
mounted within display enclosure 10. Alternatively, the con 
troller may be integral with the display device 20. As shown 
in FIG. 7, the display controller 520 is electrically coupled to 
the power supply 500, the display device 20, and the OSD 
interface 530. The display controller 520 includes inputs for 
receiving typical audio/visual signals, e.g., HDMI, VGA, PC 
audio input, component video, S-Video, composite video, 
SPDIF, audio inputs, and ATSC/cable tuner. The display con 
troller 520 includes processing components for output of a 
signal for display by the display device 20. An audio output 
from the display controller 520 may be -directed to the dis 
play device 20 or to stand alone audio equipment that may be 
situated outside the display enclosure 10. The display con 
troller 520 is also coupled to OSD accessible from the rear of 
the display enclosure 10. 
0041. The display enclosure 10 may also be provided with 
an ambient light sensor 540. The ambient light sensor 540 
senses the light level outside the display enclosure 10 and 
may be mounted to the bezel 100 or beneath the front cover 
200. The ambient light sensor 540 is electrically coupled to 
the power supply 500 and the display controller 520. The 
display controller 520 receives input from the ambient light 
sensor 540 and, based on the input signal, may be configured 
to adjust the displayed image, for example, the brightness 
and/or the contrast, generated by the display device 20. For 
instance, under relatively low ambient light conditions, such 
as at night when the display enclosure 10 is located outdoors, 
the display controller 520 may be configured to automatically 
decrease the brightness of the display device 20 based on the 
input from the ambient light sensor 540. 
0042. The display enclosure 10 may also be equipped with 
features that enable communication between the display 
device 20 and a remote control device configured to control 
and the display device 20. The display enclosure 10 may 
include a remote control input 550. The remote control input 
550 comprises an infrared sensor in a particular embodiment. 
The remote control input 550 is electrically coupled to the 
display controller 520 and may be mounted to the bezel 100 or 
located beneath the front cover 200 to receive input from a 
separate remote control device configured to control the 
operation of the display device. 
0043. The foregoing description of embodiments of the 
present invention have been presented for purposes of illus 
tration and description. It is not intended to be exhaustive or 
to limit the present invention to the precise form disclosed, 
and modifications and variations are possible in light of the 
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above teachings or may be acquired from practice of the 
present invention. The embodiments were chosen and 
described to explain the principles of the present invention 
and its practical application to enable one skilled in the art to 
utilize the present invention in various embodiments and with 
various modifications as are Suited to the particular use con 
templated. 
What is claimed is: 
1. A protectively enclosed flat panel display device view 

able from outside the enclosure, comprising: 
a protective enclosure Substantially impervious to liquid 

ingress under ambient conditions encountered in an out 
door environment, the protective enclosure comprising: 
a rigid bezel defining a periphery of the protective enclo 

sure, the rigid bezel characterized by a front bezel 
Surface having a first opening and the rigid bezel 
further characterized by a second opening Substan 
tially opposite the first opening, 

a Substantially transparent front cover coupled to the 
frontbezel Surface and covering the first opening, and 

a rear cover assembly coupled to the rigid bezel and 
covering the second opening, at least a portion of the 
rear cover assembly comprising a heat sink portion, 
the rear cover assembly further including a cable 
entry; 

a flat panel display device disposed within the enclosure 
such that the display area of the display device is sub 
stantially aligned with the first opening; 

a heat pipe assembly having a first attachment portion 
coupled to the display device, and a second attachment 
portion coupled to the rear cover assembly; 

a thermal control unit disposed within the enclosure and 
electrically coupled to a power source, the thermal con 
trol unit including a temperature sensor, and 

at least one thermal control device disposed at least par 
tially within the enclosure and electrically coupled to the 
thermal control unit, the at least one thermal control 
device controllable by the thermal control unit to modu 
late an internal temperature within the enclosure. 

2. The protectively enclosed flat panel display device of 
claim 1, wherein the at least one thermal control device is 
selected from the group consisting of a heating element and a 
fan. 

3. The protectively enclosed flat panel display device of 
claim 2, wherein the heating element comprises a strip heater 
configured to maintain the internal temperature above a low 
threshold temperature of the display device. 

4. The protectively enclosed flat panel display device of 
claim 2, wherein the thermal control unit is configured to 
modulate the internal temperature between the lower thresh 
old temperature and an upper threshold temperature of the 
display device. 

5. The protectively enclosed flat panel display device of 
claim 1, further comprising a power Supply disposed within 
the enclosure, the power Supply thermally coupled to the rear 
cover assembly, and the power Supply configured to Supply 
electrical power to the display device, the thermal control unit 
and the at least one thermal control device. 

6. The protectively enclosed flat panel display device of 
claim 1, wherein the rigid bezel defines a lower opening 
configured to receive the flat panel display device upon intro 
duction of the flat panel display into the protective enclosure, 
and wherein the lower opening is sealable by a lower plate 
selectively attachable to the rigid bezel. 
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7. The protectively enclosed flat panel display device of 
claim 1, wherein the rigid bezel further includes a front cover 
ledge configured to accept a portion of the Substantially trans 
parent front cover, and wherein the portion of the substan 
tially transparent front cover is adhered to the rigid bezel, 
thereby forming a substantially water tight interface between 
the substantially transparent front cover and the rigid bezel. 

8. The protectively enclosed flat panel display device of 
claim 1, wherein the substantially transparent front cover 
comprises a glass cover, the glass cover including an ultra 
violet treatment to mitigate transmission of ultraviolet radia 
tion to the display device, the glass cover further including an 
anti-reflective treatment to reduce reflection by the s glass 
COV. 

9. The protectively enclosed flat panel display device of 
claim 1, wherein the rigid bezel comprises a low profile bezel 
characterized by a bezel thickness defined by the normal 
distance between the periphery and the first opening, and 
wherein the bezel thickness is less than about 50 mm. 

10. A display enclosure for enclosing a flat panel display 
device for viewing in an outdoor environment, comprising: 

a rigid bezel, the rigid bezel characterized by a perimeter 
Surface defining an enclosure area, the rigid bezel com 
prising: 

a perimeter Surface having a rear edge and a front edge; 
a rear Surface extending inwardly from the rear edge and 

defining a rear opening; and 
a front Surface extending inwardly from the front edge and 

defining a display opening, the display opening charac 
terized by an area at least about 85 percent of the enclo 
Sure area; 

a substantially transparent front cover coupled to the front 
Surface and disposed over the display opening; and 

a rear cover assembly coupled to the rear Surface and cov 
ering the rear opening, at least a portion of the rear cover 
assembly comprising a heat sink portion configured to 
dissipate heat generated within the display enclosure to 
the environment, 

wherein the rigid bezel, the front cover and the rear cover 
Substantially define the display enclosure configured to 
receive the flat panel display device therein, and wherein 
the display enclosure is resistant to liquid ingress in an 
outdoor viewing environment. 

11. The display mount of claim 11, further comprising a 
heat pipe positioned within the display enclosure, the heat 
pipe including a first portion coupled to the rear cover assem 
bly and a second portion configured for operative attachment 
to the display device. 

12. The display mount of claim 12, further comprising: 
athermal control unit located within the display enclosure, 

the thermal control unit configured to receive a tempera 
ture input from a temperature sensing element respon 
sive to a temperature within the enclosure; and 

a selectively operable thermal control device located 
within the enclosure and electrically coupled to the ther 
mal control unit. 

13. The display enclosure of claim 11, wherein the display 
opening is at least about 93 percent of the enclosure area. 

14. The display enclosure of claim 11, wherein the front 
cover comprises a Substantially transparent glass cover hav 
ing a peripheral region extending over and adhered to a por 
tion of the front surface, thereby providing a substantially 
water tight interface between the front surface and substan 
tially transparent glass cover, and wherein a Substantially 
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opaque coating is disposed on at least one surface of the 
Substantially transparent glass cover in the peripheral region. 

15. An enclosed display device, comprising: 
a Substantially sealed protective enclosure configured for 

outdoor use, the protective enclosure comprising: 
a rigid bezel having a low profile characterized by a 

display opening, a lower opening and a rear opening, 
the rigid bezel including a plurality of lateral Surfaces 
Substantially defining an outer peripheral Surface of 
the protective enclosure and an inner edge defining 
the display opening, the inner edge Substantially par 
allel to the outer peripheral surface and displaced 
inwardly from the outer peripheral surface by a bezel 
thickness, 

a front cover adhered to the rigid bezel and covering the 
display opening, and 

a rear cover selectively coupled to the rigid bezel and 
configured to cover the rear opening, the rear cover 
including a heat sink portion; 

a lower plate selectively coupled to rigid bezel and con 
figured to cover the lower opening; 

a display device disposed within the enclosure, the display 
device including a display area viewable through the 
front cover; 

wherein the bezel thickness is minimized to define a low 
profile bezel, and wherein the substantially sealed pro 
tective enclosure is impervious to precipitation. 
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16. The enclosed display device of claim 15, wherein the 
bezel thickness is less than about 25 mm. 

17. The enclosed display device of claim 15, further com 
pr1S1ng: 

a power Supply disposed within the protective enclosure 
and coupled to the rear cover, and 

a display device controller disposed within the protective 
enclosure and electrically coupled to the power Supply 
and the display device. 

18. The enclosed display device of claim 17, further com 
prising at least one selectively operable thermal control 
device disposed within the enclosure, the at least one selec 
tively operable thermal control device electrically coupled to 
the power Supply and configured to modulate an internal 
temperature within the substantially sealed protective enclo 
SUC. 

19. The enclosed display device of claim 15, further com 
prising a heat pipe assembly disposed within the protective 
enclosure, the heat pipe assembly comprising a first portion 
coupled to the display device, a second portion coupled to the 
rear cover, and a third portion coupling the first portion and 
the second portion. 

20. The enclosed display device of claim 15, wherein the 
rear cover assembly includes a plurality of mount attachment 
features configured to operatively couple a surface mount 
attachable to a mounting Surface. 

c c c c c 
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