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So that it can be read easily and accurately, is structured in 
(21) Appl. No.: 10/473,397 a rotation-Symmetrical manner and is applied to an essen 

tially level Surface of the Single-Serving unit, whereby the 
(22) PCT Filed: Mar. 20, 2002 Single-Serving unit preferably consists of a single-Serving 

capsule (1) having an essentially circular base (2) where 
(86) PCT No.: PCT/EP02/03282 upon the identification is applied in a coaxial manner. 
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MACHINE-READABLE IDENTIFIER ON A 
PORTION PACKAGE, WHICH CONTAINS 

GROUND COFFEE, FOR ESPRESSO MACHINES 

0001. The invention concerns machine readable identifi 
cation on a single-Serving unit containing coffee powder for 
espreSSO machines. 

0002 Another aspect of the invention concerns a system 
particularly Suitable for the registration of machine readable 
identification. 

0003) A further aspect of the invention concerns a testing 
procedure for the machine readable identification. 
0004. The invention concerns single-serving units for the 
Simplified Stocking of espreSSO machines with coffee pow 
der. Increasingly, Single-Serving capsules or pouches are 
being used as Single-Serving units. The pouches enclose a 
certain amount of pre-portioned coffee powder within a 
transparent material Similar to that of coffee filter paper. 
Compared to the previously common method of Supplying 
the brewing head of an espreSSO machine with loose coffee 
powder, the use of pouches is advantageous due to the fact 
that the coffee powder contained therein is already pre 
pressed, which is important for the generation of crema. 
0005 The single-serving capsules consist mostly of a 
deep-drawn plastic or aluminium foil and their advantage, 
when compared to pouches, lies in the fact that they have an 
air-tight Seal and that certain manufacturers fill them with a 
protective gas containing the coffee aroma as well. Such 
pre-proportioned single-serving units are available for 
approximately 10 different coffee fillings. Due to this variety 
the consumer is able to Stock Smaller amounts of different 
types of coffee. In addition, the use of these single-Serving 
units in conjunction with the Special brewing heads of those 
espreSSO machines equipped to process Such single-Serving 
units results in a reliably constant optimum brew. 
0006 Such espresso machines, already known from EP 1 
046 366 A1, for example, are provided with a storage 
magazine Storing assorted Single-Serving units having dif 
ferent contents that are conveyed from the Storage magazine 
into the brewing head during the course of an automatic 
brewing process. The Storage magazine consists of car 
touches, also termed magazine tubes, arranged on a turn 
table, wherein the individual Single-Serving units are 
stacked. In order to keep the different types of coffee 
Separate and to Select different coffee types, each magazine 
tube is stocked with only one type of coffee. At the start of 
the brewing process the Selected magazine tube is rotated 
with the turntable into the dispensing position So that the 
desired type of coffee can be obtained. For this purpose the 
Single-Serving unit at the bottom of the Stack inside the 
magazine tube is conveyed to a brewing chamber of the 
brewing head. Preferably each magazine tube is provided 
with a window So that the consumer is able to recognize the 
desired type of coffee, for example by means of a certain 
colour that is assigned to a certain type of coffee. It is also 
possible to equip the Single-Serving units with a certain 
identification code able to be registered by a reading device, 
So that the contents of the Single-serving units can be 
recognized electronically. However, this method has thus far 
not been used for presently-known espreSSO machines. This 
may be due to the fact that the usual bar code Structured in 
a linear manner to be read by a simple linear reading device 
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must either be positioned correctly with regard to the 
position of the reading device, which is Somewhat difficult 
in View of the inherent rotation-Symmetric design of Single 
Serving capsules and pouches due the technology of their 
manufacture, or that an expensive and Voluminous double 
mirror Scanner is required as the reading device. 
0007 Thus the use of a colour code for the identification 
of Single-Serving pouches according to their contents is now 
the premier method of identification. This method allows the 
consumer, without any guarantee, however, to Stock the 
magazine tubes of the Storage magazine in the correct 
manner and to Select the desired type of coffee prior to the 
brewing process. For the automatic Selection of one of the 
magazine tubes whereby the Selection of the desired type of 
coffee is effected via a control panel or a knob, the magazine 
tubes may either be equipped with machine readable iden 
tification, or the respective position of the turntable, Starting 
from a basic position, is electronically computed and Stored. 
However, this System, whereby the correct manual Stocking 
of the magazine tubes is assumed, cannot prevent Stocking 
errorS resulting in the incorrect automatic Selection of the 
coffee type. This may well have very undesirable side 
effects, for example if a non-decaffeinated type of coffee is 
mistaken for a decaffeinated coffee. 

0008. It is thus the task of the present invention to equip 
the actual Single-Serving units to be selected with Suitable 
machine readable identification whereby complicated Volu 
minous double mirror Scanners are not required for reading 
the identification code and whereby the accurate alignment 
of the Single-serving pouch with regard to the Scanner or its 
reading unit does not matter. In particular, the difficult 
process of aligning a rotation-symmetrical Single-Serving 
unit, whereby the shape of the capsule is mainly frustoconi 
cal and the pouch is mainly lozenge-shaped, is thus elimi 
nated. 

0009. This task is implemented in a non-complicated 
manner according to the characterising part of claim 1 by the 
fact that the identification is rotation-symmetrical and is 
positioned on a mainly level part of the Single-Serving unit. 
0010. According to the invention, direct scanning or 
immediate reading of the identification on the Single-Serving 
unit, particularly of the Single-Serving capsule itself and not 
of any part of the Storage magazine adjacent to the capsule, 
guarantees that the Selected type of coffee is correctly 
identified with the Single-serving unit and is actually being 
brewed after removal of the Single-Serving unit from the 
Storage magazine. The identification can be read easily and 
accurately via an uncomplicated and compact reading head 
able to read in a linear manner, provided that the reading 
head is able to register the rotation-Symmetrical identifica 
tion. However, the rotational or angular position of the 
rotation-Symmetrical identification with regard to the read 
ing head that reads in a linear manner is not important, 
whereby the alignment of the Single-Serving unit with regard 
to the reading head is greatly simplified. In addition, the 
rotation-Symmetrical identification is Suitable for testing via 
a simple procedure according to claim 12. 

0011. The above-mentioned advantage, i.e. that the rota 
tional or angular position of the Single-Serving unit with 
regard to the reading head does not matter, applies particu 
larly to a rotation-symmetrical Single-Serving unit which 
does not have a preferred position, defined by its shape, 
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around its Symmetrical axis. In Such cases the identification 
is preferably Structured in a rotation-symmetrical manner 
around this Symmetrical axis. Thus the reading head, reading 
in a linear manner, can register the identification regardless 
of the rotational or angular position of the Single-Serving 
unit, So that a single-Serving unit Stored inside a magazine 
tube can be identified regardless of the rotational position of 
the Single-Serving unit inside the magazine tube. Thus any 
measures ensuring the definite alignment of the Single 
Serving units inside the magazine tube can be eliminated. 
0012. In particular, according to claim 3 such rotation 
Symmetrical identification may be an ID code consisting of 
concentric circles, whereby the usual linear reading heads 
can be used. If the ID code is a multi-digit binary code, just 
four concentric circles are Sufficient to reliably identify a 
great variety of coffee types. 
0013 If the single-serving unit consists of a capsule with 
a mainly circular base, according to claim 4, the identifica 
tion as defined above is applied to the base in a coaxial 
manner. If the Single-Serving unit consists of an essentially 
lozenge-shaped pouch with an upper and a lower Surface, the 
identification is applied to each Surface in a coaxial manner. 
Therefore it does not matter, with regard to the machine 
reading of the identification, whether the upper or the lower 
Surface of a pouch is facing downwards when the pouches 
are inserted into the Storage magazine. 
0.014 Apart from coffee type identification, the identifi 
cation on any Single-Serving unit may also contain producer 
identification, whereby the latter in conjunction with an 
adapted evaluation System for controlling the espreSSo 
machine can block operation of the espreSSO machine if the 
producer identification on the Single-Serving unit does not 
correspond to the machine's preprogrammed producer iden 
tification. 

0.015. As mentioned above, an uncomplicated system for 
the registration of the machine readable identification on a 
Single-Serving unit according to the invention may consist of 
a registration device with at least one reading head able to 
read in a linear manner. The reading head comprises a 
reading Sensor consisting of a transmitter Scanning a lumi 
nous Spot on the identification or part thereof, and of a 
decoder receiver. The latter may be equipped with a con 
trolling device whereby the Setting, particularly that of a 
magazine unit, can be controlled in order to convey the 
Single-Serving units containing the desired coffee type into 
the dispensing position. 
0016. According to claim 7 the linear reading head is 
located in a compact and Secure position below the maga 
Zine tubes of the magazine unit. The reading head is directed 
upwards towards the plane where the bases of the Single 
Serving capsules are positioned within the magazine tubes, 
in Such a way that the rotation-symmetrical identification on 
the base of the respective lowest Single-Serving capsule can 
be read. 

0.017. Furthermore, the carrier of a system whereby the 
magazine tubes are positioned on a carrier and may be 
conveyed together with that carrier, if desired, is provided 
with a transparent Section at least in the area below the 
magazine tubes So that the base of any Single-Serving 
capsule can be Scanned. The transparent Section may be 
designed in particular as a radially positioned Slit-shaped 
window. 
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0018. A scanner and a transparent section may be pro 
Vided below each magazine tube. This type of configuration 
ensures that the identification of all Single-Serving capsules 
in the lowest position inside each magazine tube can be read 
in a parallel manner. Based on the respective registered 
positions of the capsules containing various types of coffee, 
the magazine tube whose lowest-positioned single-Serving 
capsule contains the Selected coffee type is then conveyed to 
the dispensing position. 

0019 However, according to claim 9 it may also be 
Sufficient to provide one reading Station with just one 
Scanning head for all magazine tubes, whereby the reading 
Station is positioned before the dispensing Station in the 
conveying direction, at the conveying path of those Sections 
of the carrier that are able to move together with the carrier 
and are transparent So that the identification can be read. In 
this way it is possible to check if a single-Serving unit 
containing the desired coffee type is conveyed into the 
dispensing position, whereby conveyance is controlled 
according to the Stored positions of the Single-Serving cap 
Sules containing the various types of coffee. 

0020. The invention can be used to great advantage in a 
compact System according to claim 11, whereby the maga 
Zine tubes are arranged in a mainly circular manner on a 
turntable Serving as carrier. A Maltese-croSS-type drive 
mechanism is positioned below the turntable and is con 
nected to the latter via an actuation connection. The turn 
table is adjustable whereby its adjustment may be controlled 
via the registration device containing the reading head/S for 
reading the identification of the respective lowest Single 
Serving capsule within the magazine tubes. 

0021 AS mentioned above, the rotation-symmetrically 
constructed identification on a single-Serving unit is Suitable 
for testing via a simple testing procedure according to claim 
12. According to this procedure, the ID code consisting of 
concentric circles is essentially read in a linear manner 
acroSS its greatest diameter, formed by a first radius and a 
Second radius, whereby the identification read acroSS the 
first radius is compared with that read across the Second 
radius. If the ID code is registered correctly, the two iden 
tifications read Separately must concur. Otherwise an 
espreSSO machine designed to carry out testing may be 
blocked for Safety reasons. 

0022 Design types of the invention are described below 
by means of the drawing, whereby additional characteristics 
and advantages may result. 

0023 FIG. 1 shows the lateral view of a single-serving 
capsule, 

0024 FIG. 1a shows a view of the base of the single 
Serving capsule according to FIG. 1, 

0025 FIG. 2 shows the lateral view of a pouch 
0026 FIG.2a shows a view of the upper or lower surface 
of the pouch 

0027 FIG. 3 shows in a partial cross-section, the lateral 
View of a System with a magazine unit as well as with a 
registration unit, and 

0028 FIG. 4 shows a plan view of the system according 
to FIG. 3. 
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0029 Basic unit assembly groups that do not immedi 
ately Serve to register the identification on the Single-Serving 
units used here are not shown in FIG. 3 and FIG. 4. 

0030 FIGS. 1, 1a and 3 show a single-serving capsule 1 
of an essentially frustoconical design arranged in a rotation 
Symmetrical manner around a Symmetrical axis 1a. 
0.031) An ID code 3 consisting of concentric circles is 
shown on the base 2 of the Single-Serving capsule 1, 
whereby the Symmetrical axis 1a of the Single-Serving 
capsule passes through the centre point 4 of the circles. 
0.032 FIGS. 2 and 2a show a pouch 5 containing one 
Serving of pre-pressed coffee powder whereby the pouch, 
with the exception of its edge 6, is essentially lozenge 
shaped. The pouch 5 with its edge 6 are arranged in a 
rotation-Symmetrical manner around a Symmetrical axis 5a. 
The lower surface 7 as well as the upper surface 8 of pouch 
5 is provided with an ID code 9 consisting of concentric 
circles and extending in a rotation-symmetrical manner 
around the Symmetrical axis 5a. 
0033) A system with a magazine unit 10 Suitable for 
Storing Single-Serving capsules 1 is described below-by 
means of FIGS. 3 and 4. A magazine unit-for pouches may 
be similarly designed. 

0034. The magazine unit 10 essentially consists of a 
turntable 11 whereby magazine tubes 12 to 16 are arranged 
on the turntable in an approximately circular manner. Each 
magazine tube is designed to hold a Stack of Single-Serving 
capsules 1 whose bases 2 are each facing downwards, 
whereby each of the magazine tubes 12 to 16 contains 
Single-Serving capsules containing one of Several available 
coffee types. Each magazine tube is provided with an 
ejection opening 17 adjacent to the outer edge (no reference 
number given) of the turntable 11, whereby the respective 
Single-Serving capsule 1 that is in the lowest position is 
ejected by means not described here through the magazine 
tube opening 17 that has been rotated to a dispensing 
position, i.e. dispensing Station 18. 

0035) In order to move the selected magazine tube 12 to 
16 to the dispensing position 18 for the purpose of removing 
a single-Serving capsule, a Maltese-croSS-type drive mecha 
nism 20 is positioned below turntable 11 and is coupled with 
the latter. The Maltese-croSS-type drive mechanism essen 
tially consists of a driving motor 21 with a drive mechanism 
22 and a Maltese-type driving pin 23 on a disc 24 that is 
connected to the drive mechanism. The Maltese-type driving 
pin is positioned in Such a way that it is able to engage 
between two flanks each of the Maltese-type drive mecha 
nism, whereby one of these flanks 25 is firmly connected to 
the turntable 11 or is formed as one unit together with the 
turntable. 

0.036 The Maltese-cross-type drive mechanism 20 is 
mounted below the turntable 11 on a support frame 26 which 
also serves as mounting of turntable 11. 
0037. The support frame 26 also carries a reading head 27 
mainly consisting of a Scan transmitter and an encoder 
receiver. Reading head 27 is pointing from below towards 
the turntable 11 in Such a way that it is able to register and 
Scan the Single-Serving capsules Stacked with their base 
facing downwards inside the magazine tubes 12 to 16 when 
the magazine tubes are moved acroSS the reading head 27. 
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For this purpose at least part of turntable 11 is transparent to 
the scanning of the ID code: windows 29 located below the 
magazine tubes 12 to 16 are designed as Slits and are each 
arranged at equal radial distance to a main axis 30 of 
turntable 11, cf. FIG. 3. The ID codes 3 on the bases 2 of the 
Single-Serving capsules can be registered acroSS their great 
est radius r and r2 through these Slits, according to FIG. 1a. 
In this case ID code 3 is being registered on entering and on 
leaving the reading Station when the base 2 of the capsule, 
equipped with the ID code, passes on its circular path acroSS 
reading head 27 arranged in front of dispensing Station 18 in 
the direction of rotation 28 of the turntable. It is thus 
guaranteed, via comparison of the two registered ID codes 
as well as Via data processing, that only one Single-Serving 
capsule 1 containing the desired coffee type is conveyed to 
the dispensing Station 18, once the desired coffee type has 
been Selected, for example by means of a control panel or a 
knob. 

List of Reference Numbers 

0038) 1 single-serving capsule 

0039 2 base 
0040. 3 id code 
0041) 4 centre point 
0042 5 pouch 
0043 6 pouch edge 

0044) 7 lower surface 
0045) 8 upper surface 
0046) 9 id code 
0047 10 magazine unit 

0048, 11 turntable 
0049) 12 magazine tube 
0050 13 magazine tube 
0051) 14 magazine tube 
0.052 15 magazine tube 
0053) 16 magazine tube 
0054) 17 ejection opening of magazine tube 
0055 18 dispensing station (or position) 
0056) 19 capsule ejection slit 
0057 20 Maltese-cross-type drive mechanism 
0.058 21 driving motor 

0059) 22 drive 
0060 23 Maltese-type driving pin 

0061 24 disc 
0062) 25 flank of Maltese-type drive mechanism 
0063) 
0064 
0065 

26 Support frame 
27 reading head 
28 direction of rotation 
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0.066 29 slit-shaped window 
0067 30 main axis 
1 Machine readable identification on a single-Serving unit 

containing coffee powder for espreSSO machines, 
characterised by the fact that the identification is rotation 

Symmetrical and is located on a mainly level Surface of 
the Single-serving unit. 

2 Machine readable identification according to claim 1, 
characterised by the fact that the Single-Serving unit is 

essentially rotation-symmetrical around a Symmetrical 
axis (1a, 5a), whereby the identification is positioned in 
a rotation-symmetrical manner around the Symmetrical 
axis as well. 

3 Machine readable identification according to claim 1 or 
2, 

characterised by the fact that the identification comprises 
an ID code consisting of concentric circles. 

4 Machine readable identification according to claims 1 
and 2 and/or 3, characterised by the fact that the Single 
Serving unit is a single-serving capsule (1) with an essen 
tially circular base (2) whereupon the identification is 
applied in a coaxial manner. 
5 Machine readable identification according to claims 1 

and 2 and/or 3, characterised by the fact that the Single 
Serving unit is an essentially lozenge-shaped pouch (5) with 
an upper (8) and a lower (7) surface, each of which is 
provided with the identification that is applied in a coaxial 

C. 

6 System for the registration of a machine readable 
identification on a single-Serving unit containing coffee 
powder, especially a single-Serving capsule, according to 
one or Several of claims 1 to 5, 

characterised by the fact that the System includes a 
registration device with at least one reading head (27) 
able to read in a linear manner. 

7 System according to claims 1 to 4 and 6, 
characterised by the fact that the System includes a 

magazine unit (10) with Several magazine tubes (12 to 
16) each intended to hold single-serving capsules (1) 
containing various types of coffee powder, and that the 
reading head (27) able to read in a linear manner is 
positioned below the magazine tubes (12 to 16) and is 
directed upwards, towards a plane where the bases (2) 
of the single-serving units (1) are located inside the 
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magazine tubes (12 to 16) in Such a way that the 
identifications can be read in a linear manner. 

8 System according to claim 7, 

characterised by the fact that the magazine tubes (12 to 
16) are located on a carrier and can each be conveyed, 
as Selected, together with the carrier to a dispensing 
position (18), and that the carrier is provided with 
transparent Sections located below each magazine tube 
(12 to 16) for scanning the base (2) of the single 
Serving capsule (1). 

9 System according to claim 1, 

characterised by the fact that for all magazine tubes (12 to 
16) only one Scanning head 

(27) is provided at a reading station that is located in front 
of the dispensing Station 

18) at a path of movement of those sections of the carrier p 
able to move together with the carrier that are trans 
parent I order to read the identifications. 

10 System according to at least one of the claims 5 to 9, 

characterised by the fact that the magazine tubes (12 to 
16) are arranged in an essentially circular manner on a 
turntable (11) Serving as carrier and that a Maltese 
cross-type drive mechanism (20) is positioned below 
the turntable (11) whereby the drive mechanism (20) is 
connected to the turntable (11) via an actuation con 
nection. 

11 System according to one or Several of the claims 5 to 
10, 

characterised by the fact that adjustment of the carrier or 
turntable (11) can be controlled via the registration 
device. 

12. Testing procedure for a machine readable identifica 
tion on a single-Serving unit according to claims 1 to 3 and 
also 4 or 5, if applicable, within a System according to claims 
6 to 9, 

characterised by the fact that the ID code (3) consisting of 
concentric circles is essentially read in a linear manner 
across its greatest diameter formed by a first radius (r) 
and a second radius (r), and that the identification read 
across the first radius (r) is compared with the iden 
tification read across the Second radius (r). 

k k k k k 
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