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(57) ABSTRACT 

The present invention relates to a method and system using 
dynamic beam forming for wireless communication signals 
in a wireless network. Base stations and/or UEs are provided 
with antenna systems having a range of beam forming 
selections. Relative base station and UE locations are one 
type of criteria used to make beam forming decisions. 
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SYSTEMAND METHOD UTILIZING DYNAMIC 
BEAM FORMING FOR WIRELESS 
COMMUNICATION SIGNALS 

CROSS REFERENCE TO RELATED 
APPLICATION(S) 

0001. This application is a continuation of co-pending 
U.S. application Ser. No. 10/305.595, filed Nov. 27, 2002 
and claims priority from co-pending U.S. application Ser. 
No. 10/305,740, filed Nov. 27, 2002; co-pending U.S. appli 
cation Ser. No. 10/305,821, filed Nov. 27, 2002 and U.S. 
provisional application No. 60/334,309, filed Nov. 29, 2001, 
U.S. provisional application No. 60/334.226, filed Nov. 29, 
2001 and U.S. provisional application No. 60/334,369, filed 
Nov. 29, 2001, which are all incorporated by reference as if 
fully set forth. 

FIELD OF INVENTION 

0002 The present invention relates to the field of wireless 
communications. More specifically, the present invention 
relates to a method and system using dynamic beam forming 
for wireless communication signal transmissions and/or 
receptions in a wireless network. 

BACKGROUND 

0003 Wireless telecommunication systems are well 
known in the art. Conventionally, a base station will provide 
wireless communication for many Subscriber units. Base 
stations will typically handle multiple communications with 
Subscriber systems concurrently. One measure of base sta 
tion capacity is the maximum number of concurrent com 
munications it can Support which is a factor determined by 
Such things as available power and bandwidth. 
0004 Since not all subscribers communicate with the 
base station at the same time, a base station can provide 
wireless service to a great many Subscribers beyond its 
capacity for concurrent communications. If the maximum 
number of concurrent communications for a base station are 
being conducted, an attempt to establish a further commu 
nication will result in an indication of service unavailability, 
Such as a system busy signal. 
0005 Service coverage by a base station is not only 
limited to its capacity for handling concurrent communica 
tions, but is also inherently limited to a specific geographic 
area. A base station's geographic range is typically defined 
by the location of the base stations antenna system and the 
power of the signal broadcast by the base station. 
0006. In order to provide wireless service over an expan 
sive geographic area, a network system is conventionally 
provided with multiple base stations. Each base station has 
its antenna system selectively physically located to provide 
coverage over a specific portion of the total geographic area 
which is covered by the system. Such systems readily 
provide wireless service for mobile subscriber units which 
can travel out of the range of one base station and into the 
range of another base station without interruption of an 
ongoing wireless communication. In Such networks, the 
geographic area covered by a base station is commonly 
referred to as a cell and telephone communication services 
provide are commonly called cellular telephone services. 
0007 Systems constructed in accordance with current 
specifications of the 3rd Generation Partnership Program 
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(3GPP) are designed to provide such service. In such sys 
tems, a typical transmitting base station is known as a "node 
b” and a typical subscriber unit, mobile or otherwise, is 
known as a User Equipment (UE). 

0008. In designing a telecommunication system to cover 
a specific geographic area, the geographic area may be 
partitioned into a predefined pattern of cells. For example as 
illustrated in FIG. 1A, hexagonal-shape cells can be defined 
so that the cells cover the entire geographic area in a 
honeycomb pattern. In Such a system, each cell can have a 
base station which has an antenna at the center of the cell to 
provide 360° coverage. Although a map of cell coverage 
may be designed without any overlapping areas, in practice 
as shown in FIG. 1B, the transmission beams, shown in 
phantom, from base station antennas of adjacent cells do 
overlap. This overlap of beam coverage enables “handover 
of a communication being conducted by a mobile UE from 
one base station to another as the mobile UE travels from 
one cell to another. However, an overlapping base station 
signal contributes to interference of a signal received by a 
UE from a different base station when the UE is located in 
the overlap area. 

0009 For a variety of reasons, cells may be defined of 
various non-uniform shapes. Directional antennas, phased 
array antennas or other types of antenna systems can be 
provided so that a beam from a base station antenna for 
transmission and/or reception covers a particular geographic 
area of a specific shape and size. As illustrated by base 
station BS in FIG. 1B, the use of directional antennas or 
phased antenna arrays enables a base station antenna to be 
located at the edge of a cell in order to provide a shaped 
beam covering the cell. This can have advantages in better 
utilization of power and avoidance of creating interference 
outside the cell, in contrast with merely placing a monopole 
antenna on the edge of a cell and transmitting a 360° 
communication beam. 

0010 Unlike wireless communication systems which 
only serve stationary Subscriber units, systems designed to 
communicate with mobile users have much more complex 
usage patterns since service to a mobile UE can normally be 
provided by any base station within the system. Accordingly, 
a particular base station may find its capacity being fully 
utilized by mobile UEs entering its cell from other cells. 

0011. The inventors have recognized that the base station 
and associated antenna systems may be dynamically used to 
reconfigure base station transmission and/or reception 
beams in response to actual use of the wireless system. This 
can result in dynamically changing overall cell coverage to 
more readily meet service demands and, thus, better avoid 
attempted communications being met with a network busy 
signal. This can also result in “smart’ handover to avoid 
communication degradation when a UE moves from one cell 
to another. 

0012 To implement dynamic beaming forming, the 
inventors have recognized that data generated by conven 
tional means which identifies the geographic location of a 
mobile UE, such as using available Global Positioning 
Satellite (GPS) systems or a base station triangulation tech 
nique, can be advantageously used in the dynamic operation 
of base station antenna systems. 
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SUMMARY 

0013 A method of selectively directing base station RF 
communication signals in a wireless telecommunication 
system is provided. A base station conducts wireless RF 
communications with a plurality of user equipments (UES). 
An estimated location of a UE is determined. Relative 
location data is then determined using the estimated UE 
location and a known location of a base station antenna 
system. Beam forming criteria is calculated based in part on 
the relative location data. A directed beam is formed for RF 
communication signals between the UE and the base station 
antenna system based on the calculated beam forming 
criteria Such that the directed beam encompasses the esti 
mated location of the UE. 

0014. The determining of location data of an estimated 
location of a UE may be performed by telecommunication 
system triangulation of UE transmitted signals received by 
one or more base stations. Alternatively, or in combination 
therewith, the determining of location data of an estimated 
location of a UE may be performed by the UE, such as by 
the UE using a Global Positioning Satellite system, and the 
data is transmitted from the UE to a base station. 

0.015 The calculating beam forming criteria preferably 
includes calculating transmission beam forming criteria 
based in part on the relative location data. The beam forming 
preferably includes forming a directed transmission beam of 
base station RF communication signals transmitted from 
said base station antenna system based on the calculated 
transmission beam forming criteria Such that the directed 
transmission beam encompasses the estimated location of 
the UE. Alternatively, or in addition, the calculating beam 
forming criteria may include calculating reception beam 
forming criteria based in part on the relative location data 
and the beam forming may include forming a directed 
reception beam for UE RF communication signals received 
by the base station antenna system based on the calculated 
reception beam forming criteria Such that the directed recep 
tion beam encompasses the estimated location of the UE. 

0016 Preferably, an estimated location is determined for 
a plurality of UEs within a specified geographic range of the 
base station antenna system. Relative location data of each 
UE is then determined using the estimated UE location and 
the known location of the base station antenna system. 
Transmission beam forming criteria is calculated based in 
part on the determined relative location data of at least first 
and second UEs. A directed transmission beam of base 
station RF communication signals for the first UE based on 
the calculated transmission beam forming criteria is formed 
and transmitted from the base station antenna system Such 
that the directed transmission beam encompasses the esti 
mated location of the first UE. A directed transmission beam 
of base station RF communication signals for the second UE 
based on the calculated transmission beam forming criteria 
is formed and transmitted from the base station antenna 
system such that the directed transmission beam encom 
passes the estimated location of the second UE. One directed 
transmission beam of base station RF communication sig 
nals for both the first and second UEs may be formed and 
transmitted Such that it encompasses the estimated locations 
of both the first UE and the second UE. Alternatively, a first 
directed transmission beam of base station RF communica 
tion signals for the first UE is formed and transmitted and a 
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second directed transmission beam of base station RF com 
munication signals for the second UE is formed and trans 
mitted Such that the second directed transmission beam has 
a different direction than the first directed transmission 
beam. 

0017 Preferably, the calculating transmission beam 
forming criteria is based in part on comparative signal to 
noise ratio (SNR) estimation. The signal to noise ratio 
(SNR) of forming one directed transmission beam of base 
station RF communication signals for both first and second 
UEs is preferably be estimated. The signal to noise ratio 
(SNR) of forming a first directed transmission beam of base 
station RF communication signals for the first UE and a 
second directed transmission beam of base station RF com 
munication signals for said second UE that has a different 
direction than the first directed transmission beam is pref 
erably estimated. Then the estimated SNRs are compared to 
determine if the calculated transmission beam forming cri 
teria is to produce one or more directed transmission beams. 
0018 Preferably, a phased antenna array system is used 
as the base station antenna system and transmission beam 
forming criteria is calculated by estimating an area of beam 
coverage A. as a function of RF phase (p and transmission 
power P Such that phase (p and transmission power P are 
selected so the relative location of the UE is within A. 
The relative location data of the UE can be given in the form 
(0. d), where 0 represents the angle of the UE from a 0 
degree reference of the base station antenna system and d 
represents the UE's distance from the base station antenna 
system location. The antenna system may have a plurality of 
modes M which provide different shapes of beams for the 
same phase and power and transmission beam forming 
criteria may then be calculated by estimating an area of 
beam coverage A, as a function F of phase (p, transmis 
sion power P and antenna system mode M. Preferably, the 
antenna system has at least two modes M which provide 
wide and narrow shapes of transmission beams, respectively 
for the same phase and power. The transmission beam 
forming criteria can be calculated by estimating a beam 
direction 0 as a function f of phase, 6-f(p) So that 
A-F(f(0), P. M) and 0 is selected based on 0 
and P and M are selected base on d. 

0019. Where an estimated location is determined for a 
plurality of UEs, preferably reception beam forming criteria 
is calculated based in part on the determined relative loca 
tion data of at least first and second of UEs. A directed 
reception beam for RF communication signals of the first 
UE received by the base station antenna system is formed 
based on the calculated reception beam forming criteria Such 
that the directed reception beam encompasses the estimated 
location of the first UE. A directed reception beam for RF 
communication signals of the second UE received by the 
base station antenna system is formed based on the calcu 
lated reception beam forming criteria such that the directed 
reception beam encompasses the estimated location of said 
second UE. One directed reception beam for RF communi 
cation signals of both the first and second UEs may be 
formed Such that it encompasses the estimated locations of 
the first UE and the second UE. Alternatively, a first directed 
reception beam for RF communication signals of the first 
UE is formed such that the first directed beam encompasses 
the estimated location of the first UE and a second directed 
reception beam for RF communication signals of the second 
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UE is formed such that the second directed beam encom 
passes the estimated location of the second UE and has a 
different direction than the first directed reception beam. 
0020 Preferably, reception beam forming criteria calcu 
lation is based in part on comparative signal to noise ratio 
(SNR) estimation. Signal to noise ratio (SNR) of forming 
one directed reception beam for RF communication signals 
of both first and second UEs is estimated. Signal to noise 
ratio (SNR) of forming a first directed reception beam for RF 
communication signals of the first UE and a second directed 
reception beam for RF communication signals of the second 
UE that has a different direction than the first directed 
reception beam is estimated. The estimated SNRs are then 
compared to determine if the calculated reception beam 
forming criteria is to produce one or more directed reception 
beams. 

0021 Where a phased antenna array system is used as the 
base station antenna system, reception beam forming criteria 
is preferably calculated by estimating an area of beam 
coverage Abeam as a function of RF phase (p such that phase 
cp is selected so the relative location data (0, d) of the UE is 
within A. Where the antenna system has a plurality of 
modes M which provide different shapes of beams for the 
same phase, reception beam forming criteria may be calcu 
lated by estimating an area of beam coverage A as a 
function F of phase (p and antenna system mode M. Recep 
tion beam forming criteria is preferably calculated by esti 
mating a beam direction 0 as a function f of phase, 
Obean=f(p) so that Asean-F(f'(0bean), M) and Obean is 
selected based on 0 and M is selected base on d. 

0022. A preferred base station has an RF module and an 
associated antenna array system. A beam former is opera 
tively associated with the RF module to form a desired beam 
within a range of beams of which the antenna array system 
is capable. A geolocation processor is coupled to the beam 
former that is configured to process UE geolocation data 
relative to data of a location of the base stations antenna 
array System and output selected control parameters to the 
beam former. The beam former controls the RF module to 
transmit or receive communication data for a selected UE in 
a shaped beam that encompasses an estimated location of the 
selected UE where geolocation data which corresponds to 
the estimated location of the selected UE is processed by the 
geolocation processor. Preferably, the geolocation processor 
is configured to calculate transmission beam forming param 
eters by estimating an area of transmission beam coverage 
A as a function of RF phase (p and transmission power P 
Such that phase (p and transmission power P are selected so 
the relative location data (0, d) of the selected UE is within 
A. Preferably, the antenna system has a plurality of 
modes M which provide different shapes of beams for the 
same phase and power and then the geolocation processor is 
configured to calculate transmission beam forming param 
eters as a function of phase (p, transmission power P and 
antenna system mode M and to output parameters to the 
beam former representing a selected combination of phase (p, 
transmission power Pandantenna system mode M to control 
transmission beam formation. 

0023 Alternatively, or in addition, the geolocation pro 
cessor is configured to calculate reception beam forming 
parameters by estimating an area of reception beam cover 
age as a function of RF phase such that phase is selected so 
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the relative location data of the selected UE is within the 
area of reception beam coverage. Where the antenna system 
has a plurality of reception modes which provide different 
shapes of reception beams for the same phase, the geoloca 
tion processor is configured to calculate reception beam 
forming parameters as a function of phase and antenna 
system reception mode and to output parameters to the beam 
former representing a selected combination of phase and 
antenna system reception mode to control reception beam 
formation. 

0024 Preferably, the RF module has the capacity to 
provide more than one transmission beam Such that each 
transmission beam is capable of carrying communication 
signals for a separate set of UES. In Such case, the beam 
former is operatively associated with the RF module to form 
a set of desired transmission beams within a range of 
transmission beams which the antenna array system is 
capable of producing. The geolocation processor is then 
configured to calculate transmission beam forming param 
eters by estimating a set of areas of transmission beam 
coverage based on relative location data (0. d) of each UE 
of a plurality of selected UEs, where 0. represents the angle 
of the UE, from a 0 degree reference of the base station 
antenna system and d, represents the distance of the UE 
from the base station antenna system location, as a function 
of RF phase (p and transmission power P such that phase (p 
and transmission power P are selected so the relative loca 
tion data (0, d) of each UE of a plurality of selected UEs, 
is within one area of the set of areas of transmission beam 
coverage. Where the antenna system has a plurality of 
modes M which provide different shapes of beams for the 
same phase and power, the geolocation processor is prefer 
ably configured to calculate transmission beam forming 
parameters as a function of phase (p, transmission power P 
and antenna system mode M and to output parameters to the 
beam former representing a set of selected combination of 
phase (p, transmission power P and antenna system mode M 
to control transmission beam formation. 

0025. Alternatively, or in addition, the RF module has the 
capacity to provide more than one reception beam Such that 
each reception beam is capable of carrying communication 
signals for a separate set of UES. In Such case, the beam 
former is operatively associated with the RF module to form 
a set of desired reception beams within a range of reception 
beam capacity of the antenna array System. The geolocation 
processor is then configured to calculate reception beam 
forming parameters by estimating a set of areas of reception 
beam coverage based on relative location data (0. d) of each 
UE of a plurality of selected UEs, where 0, represents the 
angle of the UE, from a 0 degree reference of the base station 
antenna system and d represents the distance of the UE 
from the base station antenna system location, as a function 
of RF phase (p such that phase p is selected so the relative 
location data (0. d) of each UE of a plurality of selected 
UEs, is within one area of the set of areas of reception beam 
coverage. Where the antenna system has a plurality of 
modes M which provide different shapes of beams for the 
same phase, the geolocation processor is preferably config 
ured to calculate reception beam forming parameters as a 
function of phase (p and antenna system mode M and to 
output parameters to the beam former representing a set of 
selected combination of phase (p and antenna system mode 
M to control reception beam formation. 
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0026. A wireless telecommunication system is con 
structed by providing a plurality of Such base stations and a 
plurality of mobile user equipments (UEs). Preferably, each 
UE includes an RF module that has an associated antenna. 
The UEs may have a geolocation processor that is config 
ured to determine current UE geolocation data using a global 
positioning satellite (GPS) system which data is transmitted 
from the UE RF module antenna for use by the base stations. 
Each UE may include a beam former operatively associated 
with the UE RF module to form a desired beam within a 
range of beams which the UE antenna array System is 
capable of producing. In Such case, a geolocation processor 
is coupled to the UE beam former that is configured to 
process UE geolocation data of an estimated UE location 
relative to data of the known location of a selected base 
station and output selected control parameters to the beam 
former. The UE beam former controls the UE RF module to 
transmit or receive communication data for the selected base 
station in a shaped beam that encompasses the known 
location of the selected base station where UE geolocation 
data relative to the known location of the selected base 
station is processed by the UE geolocation processor. 

0027. The UE geolocation processor is preferably con 
figured to calculate transmission beam forming parameters 
by estimating an area of transmission beam coverage A. 
as a function of RF phase (p and transmission power P Such 
that phase (p and transmission power P are selected so 
relative location data of the estimated UE location relative to 
the known location of the selected base station is within 
Abeam. Relative location data of the estimated UE location 
relative to the known location of the selected base station 
can be represented as (0. d), where 0 represents the angle of 
the selected base station from a 0 degree reference of the 
estimated UE location and d represents the distance between 
the estimated UE location and the known location of the 
selected base station. 

0028. The UE antenna system may have a plurality of 
modes M which provide different shapes of beams for the 
same phase and power. In Such case, the UE geolocation 
processor is preferably configured to calculate transmission 
beam forming parameters as a function of phase (p, trans 
mission power Pandantenna system mode M and to output 
parameters to the beam former representing a selected 
combination of phase (p, transmission power P and antenna 
system mode M to control transmission beam formation. 
0029. The UE geolocation processor may be configured 
to calculate reception beam forming parameters by estimat 
ing an area of reception beam coverage as a function of RF 
phase Such that phase is selected so the relative location data 
of the selected base station is within the area of reception 
beam coverage. Where the antenna system has a plurality of 
reception modes which provide different shapes of reception 
beams for the same phase, the geolocation processor is 
preferably configured to calculate reception beam forming 
parameters as a function of phase and antenna system 
reception mode and to output parameters to the beam former 
representing a selected combination of phase and antenna 
system reception mode to control reception beam formation. 

0030. Another aspect of the invention provides a method 
of selectively directing base station RF communication 
signals in a wireless telecommunication system wherein 
base stations which have overlapping transmission ranges 
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conduct wireless RF communications with a plurality of user 
equipments (UES). An estimated location of each of a 
plurality of UEs that are to receive base station RF com 
munication signals is determined. The determining of an 
estimated location of a UE is preferably performed by 
telecommunication system triangulation of UE transmitted 
signals received by one or more base stations and/or per 
formed by a Global Positioning Satellite system at the UE. 
For each UE, each base station that has a transmission range 
which encompasses the estimated UE location is identified. 
For each UE, relative UE location data in relation to each 
identified base station is identified using the UE location 
data and predefined location data of the identified base 
station. For each identified base station, beam forming 
criteria is calculated based in part on the determined relative 
location data Such that each UE is assigned to a particular 
base station from which RF communication signals for that 
UE are to be transmitted. A set of directed beams of base 
station RF communication signals for the UEs is formed 
based on the calculated beam forming criteria such that for 
each said UE a directed beam having RF communication 
signals for that UE encompasses the estimated location of 
that UE. The process is repeated based on selected criteria to 
dynamically reconfigure base station transmission beams. 

0031 Communication data for each UE may have a 
quality of Service and a data rate requirement. In Such case, 
beam forming criteria is preferably calculated Such that each 
UE is assigned to a particular base station based in part on 
the quality of service and data rate requirements of the 
communication data to be transmitted to the UEs. Prefer 
ably, the relative location data of each UE includes estimated 
relative velocity data of the UE. In such case, beam forming 
criteria is preferably calculated such that each UE is 
assigned to a particular base station based in part on both the 
relative location data corresponding to the estimated UE 
locations and the relative estimated velocity data of the UEs. 
0032. The method to dynamically reconfigure base sta 
tion transmission beams is preferably repeated based on a 
selected type of: 
0033 a. change in relative location data corresponding to 
the estimated UE locations and the relative estimated veloc 
ity data of the UEs, 
0034) b. change in the quality of service and/or data rate 
requirements of the communication data to be transmitted to 
the UEs, and/or 

0035) c. base station failure. 
0036) A preferred wireless telecommunication system to 
dynamically reconfigure base station transmission beams 
includes a plurality of base stations for conducting wireless 
RF communications with a plurality of user equipments 
(UES). Each base station has an RF module and an associ 
ated antenna system that is located at a predetermined 
position and a geographic transmission range that overlaps 
with the transmission range of at least one other of said base 
stations. A beam former operatively associated with the RF 
module of each base station to form a set of desired beams 
within a range of beams which the base stations antenna 
array System is capable of producing. A network interface 
interconnects the base stations. The network interface and 
one or more associated geolocation processors are config 
ured to: 

Samsung Ex. 1003, Page 13 of 21



US 2006/011 1149 A1 

0037 a. process UE geolocation data that corresponds to 
estimated locations of selected UEs relative to location data 
of antenna array systems of base stations having transmis 
sion ranges that encompass the estimated locations of the 
selected UEs, 
0038 b. apportion said selected UEs into groups, each 
group for maintaining communications with a selected base 
station of base stations having transmission ranges that 
encompass the estimated locations of the selected UEs, and 
0.039 c. output selected parameters to the beam formers 
of base stations having transmission ranges that encompass 
the estimated locations such that a selected base station 
transmits communication data for each UE of the corre 
sponding group of apportioned UES in a shaped beam that 
encompasses the estimated location of the respective UE. 
0040 Communication data for each selected UE may 
have a quality of service and a data rate requirement. 
Preferably, the network interface and associated geolocation 
processors are configured to apportion the selected UEs into 
groups based in part on the quality of service and data rate 
requirements of the communication data to be transmitted to 
the selected UE. Geolocation data of each selected UE may 
include estimated relative velocity data of the UE. Prefer 
ably, the network interface and associated geolocation pro 
cessors are configured to apportion the selected UEs into 
groups based in part on both the geolocation data corre 
sponding to the estimated UE locations and relative estimate 
velocity data of the selected UEs. 
0041) Preferably, each base station includes a geolocation 
processor coupled to its beam former that is configured to 
process UE geolocation data relative to the predetermined 
position of its antenna array system to output selected 
parameters to its beam former such that its beam former 
controls its RF module to transmit communication data for 
a selected UE in a shaped beam that encompasses an 
estimated location of the selected UE where geolocation 
data which corresponds to the estimated location is pro 
cessed by said geolocation processor. Where communication 
data for a UE has a quality of service and a data rate 
requirement, each base station geolocation processor is 
preferably configured to calculate beam forming parameters 
for a beam directed to a selected UE based in part on the 
quality of service and data rate requirements of the com 
munication data to be transmitted to the selected UE. Where 
geolocation data of each selected UE includes estimated 
relative velocity data of the UE, each base station geoloca 
tion processor is preferably configured to calculate beam 
forming parameters for a beam directed to a selected UE 
based in part on both the geolocation data corresponding to 
the estimated locations and relative estimate velocity data of 
the Selected UE. 

0.042 Additionally, each base station geolocation proces 
Sor may be configured to output selected parameters to the 
base stations beam former such that the base stations beam 
former controls the RF module to transmit or receive com 
munication data for a selected UE in a shaped beam that 
encompasses an estimated location of the selected UE where 
geolocation data which corresponds to the estimated loca 
tion of the selected UE is processed by said geolocation 
processor. Each base station RF module can have the capac 
ity to provide more than one transmission or reception beam 
Such that each transmission or reception beam is capable of 
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carrying communication signals for a separate set of UES. In 
Such case, each respective beam former is operatively asso 
ciated with the RF module to form a set of desired trans 
mission or reception beams within a range of beams within 
the capacity of the base stations antenna array system. 
0043. A further aspect of the invention provides a smart 
handover method of selectively directing base station RF 
communication signals in a wireless telecommunication 
system wherein base stations that have known locations and 
overlapping transmission ranges conduct wireless RF com 
munications with a mobile user equipment (UE). An esti 
mated location of a mobile UE which is receiving RF 
communication signals from a base station and is located in 
the transmission range of a plurality of base stations is 
determined. The determining of an estimated location of a 
UE is preferably performed by telecommunication system 
triangulation of UE transmitted signals received by one or 
more base stations and/or performed by a Global Positioning 
Satellite system at the UE. For each UE, each base station 
that has a transmission range which encompasses the esti 
mated UE location is identified. Each base station that has a 
transmission range which encompasses the estimated UE 
location is identified. Relative UE location data in relation to 
each identified base station is determined using the esti 
mated UE location and the base stations known location. 
Beam forming criteria is calculated based in part on the 
determined relative location data such that the UE is 
assigned to one of the identified base stations from which RF 
communication signals for that UE are to be transmitted. A 
directed beam of base station RF communication signals for 
the UE transmitted from the assigned base station is formed 
based on the calculated beam forming criteria such that the 
directed beam encompasses the estimated location of that 
UE. The Smart handover process is repeated based on 
selected criteria to dynamically reconfigure base station 
transmission beams. 

0044 Communication data for the UE may have a quality 
of service and a data rate requirement. In such case, beam 
forming criteria Such that the UE is assigned to one of the 
identified base stations is preferably calculated based in part 
on the quality of service and data rate requirements of the 
communication data to be transmitted to the UEs. Relative 
location data of the UE may include estimated relative 
velocity data of the UE. In such case, beam forming criteria 
such that each UE is assigned to one of said identified base 
stations is preferably calculated based in part on both the 
relative location data corresponding to the estimated UE 
location and the relative estimated velocity data of the UE. 
0045. The Smart handover process is preferably repeated 
to dynamically reconfigure base station transmission beams 
based on a selected type of: 
0046 a. change in relative location data corresponding to 
the estimated UE location and the relative estimated velocity 
data of the UE, 
0047 b. change in the quality of service and/or data rate 
requirements of the communication data to be transmitted to 
the UE, and/or 

0048 c. base station failure. 
0049. A preferred wireless telecommunication system for 
implementing Smart handover includes a plurality of base 
stations for conducting wireless RF communications with a 
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mobile user equipment (UE). Each base station has an RF 
module and an associated antenna system that is located at 
a predetermined position and a geographic transmission 
range which overlaps with the transmission range of at least 
one other of the base stations. A beam former operatively 
associated with the RF module of each base station to form 
a set of desired beams within a range of beams which the 
base stations antenna array System is capable of producing. 
A network interface interconnects the base stations. The 
network interface and one or more associated geolocation 
processors configured to: 

0050 a. process UE geolocation data that corresponds to 
an estimated location of a selected mobile UE relative to 
location data of antenna array Systems of base stations 
having transmission ranges that encompass the estimated 
location of the selected UE: 

0051 b. select a base station of the base stations having 
transmission ranges that encompass the estimated location 
of the selected UE; and 

0.052 c. output parameters to the beam former of the 
selected base station such that the selected base station 
transmits communication data for the selected UE in a 
shaped beam that encompasses the estimated location of the 
Selected UE. 

0053 Communication data for the selected UE may have 
a quality of service and a data rate requirement. In Such case, 
the network interface and associated geolocation processors 
are preferably configured to select a base station based in 
part on the quality of service and data rate requirements of 
the communication data to be transmitted to the selected UE. 
Geolocation data of the selected UE may include estimated 
relative velocity data of the UE. In such case, the network 
interface and associated geolocation processors are config 
ured to select a base station based in part on both the 
geolocation data corresponding to the estimated location and 
relative estimate velocity data of the selected UE. 
0054 Each base station may include a geolocation pro 
cessor coupled to its beam former that is configured to 
process UE geolocation data relative to the predetermined 
position of its antenna array system to output selected 
parameters to its beam former such that its beam former 
controls its RF module to transmit communication data for 
a selected UE in a shaped beam that encompasses an 
estimated location of the selected UE where geolocation 
data which corresponds to the estimated location is pro 
cessed by said geolocation processor. Where communication 
data for a UE has a quality of service and a data rate 
requirement, each base station geolocation processor is 
preferably configured to calculate beam forming parameters 
for a beam directed to a selected UE based in part on the 
quality of service and data rate requirements of the com 
munication data to be transmitted to the selected UE. Where 
geolocation data of the UE includes estimated relative 
Velocity data of the UE, each base station geolocation 
processor is preferably configured to calculate beam forming 
parameters for a beam directed to the UE based in part on 
both the geolocation data corresponding to the estimated 
location and relative estimate velocity data of the UE. 
0.055 Each base station geolocation processor may also 
be configured to calculate transmission beam forming 
parameters by estimating an area of transmission beam 
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coverage A. as a function of RF phase (p and transmission 
power P Such that phase (p and transmission power P are 
selected so the relative location data of the UE is within 
A. Wherein each base station antenna system has a 
plurality of modes M which provide different shapes of 
beams for the same phase and power, each base station 
geolocation processor is preferably configured to calculate 
transmission beam forming parameters as a function of 
phase (p, transmission power P and antenna system mode M 
and to output parameters to the respective beam former 
representing a selected combination of phase (p, transmission 
power Pandantenna system mode M to control transmission 
beam formation. 

0056. Each base station geolocation processor may also 
be configured to output selected parameters to the base 
stations beam former such that the base stations beam 
former controls the RF module to transmit or receive com 
munication data for the UE in a shaped beam that encom 
passes an estimated location of the UE where geolocation 
data which corresponds to the estimated location of the UE 
is processed by said geolocation processor. In Such case, 
each base station geolocation processor is preferably con 
figured to calculate reception beam forming parameters by 
estimating an area of reception beam coverage as a function 
of RF phase such that phase is selected so the relative 
location data of the UE is within the area of reception beam 
coverage. Wherein each base station antenna system has a 
plurality of reception modes which provide different shapes 
of reception beams for the same phase, the geolocation 
processor is preferably configured to calculate reception 
beam forming parameters as a function of phase and antenna 
system reception mode and to output parameters to the beam 
former representing a selected combination of phase and 
antenna system reception mode to control reception beam 
formation. 

0057 Each base station RF module may have the capac 
ity to provide more than one transmission beam Such that 
each transmission beam is capable of carrying communica 
tion signals for a separate set of UES. In such case, each 
respective beam former is preferably operatively associated 
with the RF module to form a set of desired transmission 
beams within a range of transmission beams which the base 
stations antenna array system is capable of producing. 

0058. In any of the disclosed systems, each UE prefer 
ably includes an RF module that has an associated antenna. 
Each UE may have a geolocation processor that is config 
ured to determine current UE geolocation using a global 
positioning satellite (GPS) system. Optionally, each UE may 
also include a beam former operatively associated with the 
UE RF module to form a desired beam within a range of 
beams which the antenna array system is capable of pro 
ducing and a geolocation processor coupled to the UE beam 
former that is configured to process UE geolocation data of 
an estimated UE location relative to data of the known 
location of a selected base station and output selected 
parameters to the beam former such that the beam former 
controls the RF module to transmit or receive communica 
tion data for the selected base station in a shaped beam that 
encompasses the known location of the selected base station 
where UE geolocation data relative to the known location of 
the selected base station is processed by the UE geolocation 
processor. 
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0059) Other object and advantages of the present inven 
tion will be apparent to the skilled artisan from the following 
detailed description. 

BRIEF DESCRIPTION OF THE DRAWING(S) 

0060 FIGS. 1A and 1B illustrate a conventional cell 
layout and transmission pattern. 
0061 FIG. 2 illustrates the dynamic use of shaped trans 
mission beams to address a specific concentration of users. 
0062 FIG. 3 illustrates the dynamic use of shaped trans 
mission beams where a base station Suffers a failure. 

0063 FIG. 4 is a flow chart for the dynamic reallocation 
of cell coverage. 
0064 FIGS. 5A-5E illustrate a base station using beam 
forming to provide radio beam coverage to selected User 
Equipments (UES) in a variety of situations. 
0065 FIG. 6 is a flow chart for implementing geoloca 
tion based beam forming. 
0.066 FIG. 7 is a block diagram of base station and UE 
components for a geolocation-assisted beam forming mobile 
communication system in accordance with the teachings of 
the present invention. 
0067 FIG. 8 illustrated a handover scenario as a UE 
moves from one cell to another. 

0068 FIG. 9 depicts the negotiation process among the 
cooperating base stations for Smart handover. 
0069 FIG. 10 illustrates user equipment supported via 
beam forming base stations using Smart handover in accor 
dance with the teachings of the present invention. 
0070 FIG. 11 is a flow chart depicting the steps for smart 
handover with beam forming base stations. 

DETAILED DESCRIPTION OF THE 
PREFERRED EMBODIMENT(S) 

0071. Initial cell coverage for a wireless communication 
system can be configured in a conventional manner Such as 
illustrated in FIG. 1B. However, in lieu of maintaining 
strictly defined coverage areas, the present invention 
employs dynamic shaping of cell coverage to adapt to actual 
real time system usage demands. Radio resources, coverage 
area and users served can be better shared among a number 
of neighboring and cooperating base stations. This leads to 
increased system capacity, utilization and efficiency. 
0072 The following description is primarily directed to 
dynamic shaping of transmission beams from base stations. 
However, those of ordinary skill in the art will appreciate the 
applicability of beam forming for reception as well. Since 
the data requirements in various types of bidirectional 
communications can be quite different for uplink and down 
link portions of the same communication, independent con 
trol of beam shaping for transmission and reception is 
preferred. Additionally, beam forming for transmission or 
reception at UEs can also be advantageously employed. 
0.073 Preferably, the base station for each cell employs a 
phased antenna array or similar antenna system. As is well 
known in the art, phased antenna arrays and other conven 
tional systems can enable a base station to transmit (or 
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receive) a selectively sized beam in a selected direction. For 
a phased antenna array, an RF signal phase can be adjusted 
to direct the transmission beam and signal power can be 
adjusted to control the size of the beam. Also, antenna 
selection and size can play a role in shape and size of the 
beam. For example, a base station can have an antenna 
system with two antenna arrays, one which produces rela 
tively narrow beams in a given direction and one that 
produces relatively wide beam in a given direction. 
0074 Through adjusting such parameters, two or more 
neighboring cells can negotiate and redefine the area cov 
ered by each base station in a manner that is more optimal 
to all of the cells taken together. A base station may initiate 
a negotiation process with one or more of its neighbors in 
adjacent cells as a result of excessive demand from users in 
area presently covered by it or as a result of Surplus 
resources rendered by low traffic volume. In addition to the 
above, there may be other considerations that could make a 
cell initiate a negotiation process. The negotiation process 
itself preferably entails of a series of message exchanges 
between the cooperating base stations using interfaces 
between themselves. At the end of the negotiation process, 
the group of cells may arrive at a new partitioning of the total 
area covered, thereby improving the collective operational 
performance. The new area covered by each base station is 
illuminated with RF energy by beam forming techniques of 
the antenna arrays. 
0075 FIGS. 2 and 3 depict examples of scenarios. FIG. 
2 illustrates a concentration of users in the base station BS 
region and the region between base station BS and base 
station BS. Upon determining the high concentration of 
users in these regions, the antenna arrays at base station BS 
and base station BS are used to transmit a selectively 
shaped and directed beam to provide the needed radio 
resources to the user concentrations. FIG. 3 shows a situ 
ation where base station BS has suffered a failure. Base 
station BS and base station BS are then used to transmit a 
selectively shaped and directed beam to provide the needed 
radio resources to the users in the region normally served by 
base station BS. 
0076 FIG. 4 is a flow chart depicting the typical 
sequence of steps involved in dynamically re-allocating base 
station coverage using antenna arrays. First, parameters are 
set for triggering the reallocation. In order to track and 
determine triggering events, the network preferably keeps 
track of the number of active communications between each 
base station and the UEs and the UE location. Preferably, 
this information is updated at a rapid rate, since mobile UE 
locations may be continuously changing. 

0077. In addition to the location of the UE(s), the speed 
and direction of the UE(s) may also be reported by the UE 
or estimated by the BS. This information, coupled with 
geographic map information, may be used to predict the 
future position(s) of the UE(s). This information can be used 
to (1) reduce the frequency with which the location data has 
to be transmitted by the UE(s) to the BS, (2) determine if the 
network is likely to reach full capacity in (near) future. The 
latter can be taken into account in the beam forming decision 
process. 

0078. This data enables the network to determine if a 
particular base station is reaching full capacity or is likely to 
reach full capacity. The reallocation process can then be 
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triggered when a threshold number of concurrent user com 
munications with a particular base station or a threshold 
amount of data traffic volume is reached. The number of on 
going communications in adjacent cells is compared and if 
there is a sufficiently lower number, the negotiation process 
between two or more base stations commences. Since UE 
location is known, a significantly high concentration of users 
in a small area can also be used as a triggering event. 
Preferably, a base station failure is also defined as a trig 
gering event to provide auxiliary coverage by adjacent base 
stations. 

0079 The negotiation process, after being initiated by a 
triggering event, preferably entails evaluating all of the UE 
location data for UES communicating with the particular 
base stations and matching them with a set of beam patterns 
available to the particular base stations which provide a 
more even service distribution of the UEs with the same or 
lower signal to noise ratio (SNR). Once the negotiation 
process is completed, the base stations refocus their trans 
mitted RF signals to provide the beams for the UEs which 
are determined during the negotiation process. 
0080 Beam forming selection is preferably determined 
using UE geolocation data. Data traffic volume is also an 
important consideration, particularly when beam forming is 
applied for communication with multiple UEs. 
0081 FIG. 5A illustrates an elemental case where a base 
station 10 focuses a radio beam 12 on a single UE, UE. The 
base station beam is formed using explicit knowledge of 
location and/or locations of the targeted users, in this case 
UE. 
0082 FIG. 6 provides an elementary flow diagram of the 
process. The first step consists of determination of location 
and/or locations of the targeted UE and/or UEs. This is 
preferably achieved by using well known techniques includ 
ing: 1) UE based techniques, such as GPS based methods; 2) 
Network based triangulation methods, such as methods 
based on Time Difference of Arrival (TDOA), Angle of 
Arrival (AOA); 3) hybrid methods involving both the UE 
and the Network. When using a UE based technique, a 
second communication step is provided by which the Net 
work is made aware of locations data for each targeted UE. 
This process consists of an exchange of appropriately 
designed messages between UE and the Network. 
0083. A beam forming calculation step then occurs which 
preferably includes decision processing based on location 
data of targeted UEs. During this step the network deter 
mines the characteristics of the beam forming in order to 
serve the targeted UE(s) in a manner deemed appropriate 
and/or optimal by the network. This decision process may 
also involve a bidirectional communication process, in 
which the UE is also involved in the decision process. 
Finally, the beam is formed based on decision process to 
produce a selectively sized and directed RF beam which 
covers the UE's position as reflected by its geolocation data. 
0084. A block diagram of relevant components of a base 
Station 20 and a UE 30 is illustrated in FIG. 7. The base 
station 20 is preferably coupled to network components via 
a set of channel processors 22 that process and format data. 
The base station/network interface may be by wireline, 
wireless or any other type of connection. 
0085. The channel processors 32 are coupled with a set of 
modem units 24. The modem units 24 modulate signals for 

May 25, 2006 

transmission and demodulate received signals. An RF mod 
ule 26 has an associated phased antenna array system 27 and 
is coupled with the modems 24. The RF module 26 translates 
the modulated signals received from the base station modem 
units 24 to a selected carrier frequency for transmission. The 
RF module 26 is operatively associated with a beam former 
28 that can selectively adjust power, RF phase and antenna 
selection to form a desired beam from the range of beams 
which the antenna array System 27 is capable of producing. 
A geolocation processor 29 processes the UE geolocation 
data to output selected parameters to the beam former 28. 

0086) The antenna system 27 can have a continuous 
range of angularly oriented beams or a range of discrete 
angularly oriented beams. The beam range may also have 
various beam widths available for particular angular orien 
tations. Preferably, the RF module 26 is configured so that 
it is capable of providing more than one transmission beam 
Such that each beam is capable of carrying communication 
signals for a separate set of UEs. Preferably, beam forming 
for reception is independent of beam forming for transmis 
Sion, since the data flow of user communications is often 
asymmetric. For example, if the UE has requested a data link 
to download a file, the downlink data to the UE will be 
normally significantly greater than any uplink data flow to 
the base station during such a communication. 

0087. The UE 30 includes a channel processor 32 for 
processing and formatting data that is coupled with a modem 
unit 34. An application processor 33 can be provided to 
Support various voice and data processing applications. The 
modem unit 34 modulates signals for transmission and 
demodulates received signals. An RF module 36 has an 
associated antenna 37 and is coupled with the modem 34. 
The RF module 36 translates the modulated signal received 
from the UE modem 34 to a selected carrier frequency for 
transmission. A geolocation processor 39 can be provided to 
determine UE geolocation from a GPS system that is then 
transmitted to the base station 20, preferably at frequent 
intervals for a mobile UE. 

0088. The UE may be provided with a beam former 38 
(shown in phantom) that can selectively adjust power, RF 
phase and antenna selection to form a desired beam from the 
range of beams which the antenna array system 37 is capable 
of producing. In Such case, the geolocation processor 39 is 
provided to process the UE geolocation data to output 
selected parameters to the UE's beam former. Using beam 
forming for UE transmission and/or reception can provide 
benefits in SNR reduction both at the UE and for the 
network. Transmitting a directed beam will in many 
instances reduce the amount of interference created by the 
UE to other system base stations or UEs outside the beam. 
Receiving via a directed beam will in many instances 
decrease the amount of interference in the received signal 
for sources outside the beam. 

0089 For convenience, the geolocation data for each UE 
can be stated in terms of polar coordinates relative to the 
base station antenna position of the base station from which 
a beam is to be transmitted to the UE. With reference to FIG. 
5A, in operation, the base station receives the location data 
of UE as (0, d) where 0 represents the angle of the UE 
from a 0 degree reference ray of the base station antenna 
system and d represents the UE's estimated distance from 
the base station antenna system location. 
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0090 Where dynamic beam forming is employed by the 
UE, geolocation data for the UE can similarly be stated in 
terms of polar coordinates relative to a known location of a 
selected base station with which the UE is communicating. 
In Such case, the relative location data coordinate 0 repre 
sents the angle of the selected base station from a 0 degree 
reference ray of the UE and d represents the UE's estimated 
distance from the selected base station. 

0.091 Where a phased antenna array system is employed, 
the beam coverage area Abeam is a function F(.) of RF phase 
(p and, for transmitted beams, transmission power P. The 
specific antenna system employed may also provide various 
antenna selection modes M which provide different shapes 
of beams for the same phase and power, for example a wide 
beam and a narrow beam selection may be available for a 
give phase. Accordingly, in general: 

A=F(q). PM) (for transmission) 
A sea-F(p.M) (for reception). 

Since beam direction 0 is a primarily a function of 
phase, 6-f(p): 

Abeam=F(f'(0bean). PM) (for transmission) 
Abeam=F(f'(0bean),M) (for reception). 

Applying this in FIG. 5A to provide a transmission beam 12 
to cover UE, 

Abeam 12=F(f(0).PM) 
where P M are selected Such that A extends at least a 
distance of d. 
0092 Phased array antennas that have bidirectional 
beams may be used. Typically, such antennas direct beams 
which are symmetric to an axis. By defining the antennas 
angular 0 degree reference along that axis, the functional 
relationship of the beam direction 0 to phase p can be 
represented in terms of its absolute value as: 

where the polar coordinate representations of UE location 
data are converted Such that the angular data 0 ranges t180 
degrees from the base stations 0 degree angular reference, 
i.e. -180°303180°. 

0093. A primary factor in selecting beam forming param 
eters, particularly P and M, is to maintain an adequate signal 
to noise (interference) ratio (SNR) of the received signal. In 
Capacity or Coverage limited systems, the goal is usually to 
obtain the highest SNR possible. In interference limited 
systems such as CDMA, the goal is to meet Some minimum 
SNR to guarantee a satisfactory QoS for the needs of the 
link, but not much higher so that unnecessary interference to 
other links is not induced. SNR is S-I, where S is desired 
Signal and I is the interference. A general formula is: 

S Sh 
7 N, yS, 

Where: 

0094) S is the desired signal at the receiver, 

0.095 No is the noise, and 
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0096 XS is the sum of signal interference from other 
communications. 

The nature of the S values are generally dependant on the 
modulation in use, with an inverse relationship to 
distance. 

0097 FIGS. 5B through 5D illustrate various scenarios. 
In FIG. 5B, UE and UE are sufficiently far apart that a 
beam formed on each of the UEs from base station antenna 
array 10 is of benefit. In transmission, the beam directed to 
UE is far removed form the beam directed to UE. Thus, 
neither provides significant interference to reduce the 
respective SNR of the received signals. 
0098. In FIG. 5C the beams have significant overlap, 
indicating the respective signals present significant interfer 
ence to each other. At either UE and UEs, the other's 
transmission will appear as a significant noise factors. In 
FIG. 5D, the same two UEs, UE and UE are illustrated at 
the same locations as covered by a single wide beam. The 
signal to each UE sees one less interferer since there is no 
second signal to the other UE thereby improving the 
denominator of the signal to interference ratio. If the power 
reaching the UES is maintained constant, the selection of a 
mode parameter M reflecting a wide beam shape is made to 
improve SNR over the alternative illustrated in FIG. 5C. 
0099. In actual application, other variables can come into 
play. Power limitations in the transmitter or potential inter 
ference some distance away might actually require a lower 
power reaching the UEs during transmission from the base 
station, and an increase in noise from other sources due to 
the broadened beam could occur. In particular, where the 
beams of two or more adjacent base stations are being 
determined for cell reallocation, the power and shape of the 
beams to be transmitted by adjacent cells is preferably taken 
into account in determining an appropriate set of beams for 
the base stations involved in the process. 
0.100 Additionally, the type of communication can be 
considered since different types of communications have 
different data rate and quality of service requirements. For 
example, data file transfers may be performed at a relatively 
low rate, but can require a high quality of service since every 
bit of a computer data program file must normally be correct 
in order for the transferred program file to operate correctly. 
Voice or video conferencing, can have a lower quality of 
service requirement, but may require a higher data rate so 
that the voice or video conference can appear to the user as 
being conducted in real time without interruption. Music or 
Video streaming communications can have similar quality of 
service and data rate requirements for down link, but may be 
very asymmetrical with respect to uplink requirements. 
Accordingly, due to asymmetric data rate and quality of 
service requirements for two separate communications 
between base station 10 and, respectively, UE and UE, 
FIG. 5C could represent the selectively formed downlink 
transmission beams from base station 10 to UE and UE 
and FIG. 5D could represent the selectively formed uplink 
reception beam for base station 10 for those communica 
tions. 

0101 If the data rate using one beam is not adequate to 
Support both UEs requirements, it may be necessary to 
change the modulation format (rate, bits per symbol, etc.) to 
be able to use one beam. Such changes are likely to degrade 
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the signal value in the numerator. Accordingly, the geolo 
cation processor of the base station preferably makes com 
parative calculations to determine whether the better situa 
tion involves one or two beams and the required power for 
Such beams. The beam pattern providing the best signals 
based on SNR are then preferably implemented. It is pos 
sible to extend the calculations to include the potential of 
rotating the beams from directly focusing them on the UEs, 
since the increased separation while somewhat detrimental 
to the denominator, may be more significant in the numera 
tOr. 

0102 FIG. 5E illustrates the cases of an increased num 
ber of UEs, UE through UE. For ease of calculation, the 
UES can be identified according to their angular polar 
coordinate such that for all UE, represented by (0. d) and 
UE, represented by (0.1, d.), 0.30. For any number N 
of UEs, the beam forming selection process can then search 
for the two greatest values of (0,-0), i.e. A0, including 
AON, , to determine two groups of UEs which are closest 
together in angular orientation relative to the base station 
antenna array 10. FIG. 5E represents the situation where the 
angular difference between UE, and UE (A0,) and the 
angular difference between UEs and UE (A0s) are greatest 
so UEs, UE through UE and UEs, UE through UE, are 
initially selected for grouping. 
0103 0 for each of two proposed beam allocations 
can then initially be selected to bisect the end UEs angular 
orientation of each of the two groups. In the FIG. 5E 
situation, 0 for the first proposed beam allocation would 
preferably be initialized as (0+0)+2 and 0 for the 
second proposed beam allocation would preferably be ini 
tialized as (0+07)+2. 
0104 M is then selected to assure a wide enough beam to 
cover the angular spread between the end UES of each group 
and P is selected to assure the signal projected distance is 
sufficient to cover the distant reflected in each the UE's 
distance coordinated in the respective UE group. Calcula 
tions for other groupings can be made to determine if SNR 
improves on a systematic basis such that failure to provide 
improvement results in termination of the type of grouping 
variation being attempted. Where the antenna array provides 
a bidirectional symmetric beam as discussed above, the 
above calculations can be modified based on the absolute 
value of the relative angular location 0 of each of the UEs 
which would be converted to the range -180°303180°. 
0105 Dynamic beam forming can also be advanta 
geously employed in implementing handover of on-going 
communications. In order for a UE communication to be in 
progress, the UE has established an RF link between itself 
and a base station antenna system which may be located on 
a cell tower. As the UE moves, the characteristics of the RF 
link change and the received signal quality at UE and/or the 
cell tower may be reduced, causing a handover consideration 
process to be triggered. FIG. 8 illustrates a UE conducting 
a communication with a base station BS in one cell and 
moving toward an adjacent cell which is serviced by a 
different base station BS. 
0106 The handover consideration process involves the 
UE and a number of candidate target cells, one of which is 
then selected for the handover, if performed. FIG. 9 illus 
trates the negotiation process among cooperating base sta 
tions to make Smart handover decisions. During this han 
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dover consideration process, each of the candidate cells 
communicate among themselves and exchange information 
regarding the availability of RF resources and any other 
considerations relevant to Supporting the UE under consid 
eration. Since the beams of two or more adjacent base 
stations are being determined for cell reallocation, the power 
and shape of the beams to be transmitted by adjacent cells 
is preferably taken into account in determining an appropri 
ate set of beams for the base stations involved in the process. 
The negotiation process employs beam forming selection 
based on UE geolocation data as described above. The result 
of the negotiation is a determination of a selected set of 
beams for the involved base stations providing UE coverage 
with a relatively low SNR. 

0.107 During this negotiation phase, the UE continues to 
be supported by the original cell tower, using tracking and 
focused beams by virtue of its antenna array. As such, the 
handover consideration process is not necessarily Subject to 
tight timing restrictions. As illustrated in FIG. 10, in the 
extreme case, if a neighboring cell is not able to efficiently 
accept the UE, it may be determined that the original cell is 
best situated and should continue to serve the UE. This is 
done by beam forming and tracking abilities of the antenna 
array of, for example, base station BS to continue to 
maintain the communications with UE and UEs, even 
though they have traveled beyond normal cell coverage of 
BS. In the example illustrated in FIG. 10, a high concen 
tration of users proximate base station BS has resulted in 
the “smart' handover determination to reconfigure an 
extended beam from base station BS to continue service for 
UE. 

0.108 FIG. 11 is a flow chart of general process for 
conducting "Smart’ handover, which may actually result in 
no handover being made. The first step is to trigger the Smart 
handover process through the occurrence of a triggering 
event. The triggering event preferably includes thresholds 
relating to UE location data, change of location data that 
indicates travel direction, UE signal quality deterioration, 
serving base station load and changes in service needs of the 
UE which may switch from a low to a high data rate during 
a communication as required by an underlying communica 
tion application. 

0.109. Once the process is triggered, the serving base 
station determines which base stations are to be involved 
and proceeds with the negotiation process to selected a 
preferred beam allocation pattern for all of the involved base 
stations. Once the new beam allocation process is selected it 
is implemented to refocus the respective base station beams. 
Where a handover is to occur, the new serving based station 
will first implement the selected beams determined for it and 
acquire the UE communication, before the original serving 
base station implements its new beam pattern. 

0110. Where both smart handover and overall network 
dynamic shaping of cell coverage are employed, the Smart 
handover criteria can merely serve as a triggering event for 
the dynamic shaping of cell coverage process illustrated in 
FIG. 4. 

0.111 While the invention is described in terms of certain 
specific parameters, other variations will be readily apparent 
to those skilled in the art and are considered to be within the 
Scope of the invention. 
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What is claimed is: 
1. A method of selectively directing base station RF 

communication signals in a wireless telecommunication 
system wherein a base station conducts wireless RF com 
munications with a plurality of user equipments (UES), the 
method comprising: 

determining an estimated location of a UE; 
determining relative location data using the estimated UE 

location and a known location of a base station antenna 
system; 

calculating beam forming criteria based in part on the 
relative location data; and 

forming a directed beam for RF communication signals 
between said UE and said base station antenna system 
based on said calculated beam forming criteria Such 
that said directed beam encompasses the estimated 
location of said UE. 

2. The method according to claim 1 wherein the deter 
mining of location data of an estimated location of a UE is 
performed by telecommunication system triangulation of 
UE transmitted signals received by one or more base sta 
tions. 

3. The method according to claim 1 wherein the deter 
mining of location data of an estimated location of a UE is 
performed by the UE and the data is transmitted from the UE 
to a base station. 

4. The method according to claim 3 wherein the deter 
mining of location data of an estimated location of a UE is 
performed by the UE using a Global Positioning Satellite 
system. 

5. The method according to claim 1 wherein the deter 
mining of location data of an estimated location of a UE is 
performed by telecommunication system triangulation of 
UE transmitted signals received by one or more base stations 
in conjunction with the UE using a Global Positioning 
Satellite (GPS) system where GPS data is transmitted from 
the UE to a base station. 

6. The method according to claim 1 wherein: 
said calculating beam forming criteria comprises calcu 

lating transmission beam forming criteria based in part 
on the relative location data; and 

said beam forming comprises forming a directed trans 
mission beam of base station RF communication sig 
nals transmitted from said base station antenna system 
based on said calculated transmission beam forming 
criteria Such that said directed transmission beam 
encompasses the estimated location of said UE. 

7. The method according to claim 6 further comprising: 
calculating reception beam forming criteria based in part 

on the relative location data; and 

forming a directed reception beam for UE RF communi 
cation signals received by said base station antenna 
system based on said calculated reception beam form 
ing criteria Such that said directed reception beam 
encompasses the estimated location of said UE. 

8. The method according to claim 1 wherein: 
said calculating beam forming criteria comprises calcu 

lating reception beam forming criteria based in part on 
the relative location data; and 
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said beam forming comprises forming a directed recep 
tion beam for UE RF communication signals received 
by said base station antenna system based on said 
calculated reception beam forming criteria Such that 
said directed reception beam encompasses the esti 
mated location of said UE. 

9. A base station for conducting wireless RF communi 
cations with a plurality of user equipments (UES) in a 
wireless telecommunication system comprising: 

an RF module and an associated antenna array system; 
a beam former operatively associated with the RF module 

to form a desired beam within a range of beams of 
which the antenna array system is capable; and 

a geolocation processor coupled to said beam former that 
is configured to process UE geolocation data relative to 
data of a location of said antenna array system and 
output selected parameters to the beam former such that 
the beam former controls the RF module to transmit or 
receive communication data for a selected UE in a 
shaped beam that encompasses an estimated location of 
the selected UE where geolocation data which corre 
sponds to the estimated location of the selected UE is 
processed by said geolocation processor. 

10. The base station according to claim 9 wherein: 
the RF module has the capacity to provide more than one 

transmission beam Such that each transmission beam is 
capable of carrying communication signals for a sepa 
rate set of UEs; and 

the beam former is operatively associated with the RF 
module to form a set of desired transmission beams 
within a range of transmission beams which the 
antenna array system is capable of producing. 

11. The base station according to claim 10 wherein the 
geolocation processor is configured to calculate reception 
beam forming parameters by estimating an area of reception 
beam coverage as a function of RF phase Such that phase is 
selected so the relative location data of the selected UE is 
within the area of reception beam coverage. 

12. A wireless telecommunication system comprising a 
plurality of base stations according to claim 10. 

13. A wireless telecommunication system according to 
claim 12 further comprising a plurality of mobile user 
equipments (UES), each UE including: 

an RF module that has an associated antenna; and 
a geolocation processor that is configured to determine 

current UE geolocation data using a global positioning 
satellite (GPS) system which data is transmitted from 
said UE RF module antenna for use by said base 
stations. 

14. A user equipment (UE) for conducting wireless RF 
communications with base stations having known locations 
in a wireless telecommunication system comprising: 

an RF module and an associated antenna array system; 
a beam former operatively associated with the RF module 

to form a desired beam within a range of beams which 
the antenna array system is capable of producing; and 

a geolocation processor coupled to said beam former that 
is configured to process UE geolocation data of an 
estimated UE location relative to data of the known 
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location of a selected base station and output selected the selected base station where UE geolocation data 
parameters to the beam former such that the beam relative to the known location of the selected base 
former controls the RF module to transmit or receive station is processed by said geolocation processor. 
communication data for the selected base station in a 
shaped beam that encompasses the known location of k . . . . 
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