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Privacy Act Statement

The Privacy Act of 1974 (P.L. 93-579) requires that you be given certain information in connection with your
submission of the attached form related to a patent application or patent. Accordingly, pursuant to the
requirements of the Act, please be advised that: (1) the general authority for the collection of this information is
35 U.S.C. 2(b)(2); (2) furnishing of the information solicited is voluntary; and (3) the principal purpose for which
the information is used by the U.S. Patent and Trademark Office is to process and/or examine your submission
related to a patent application or patent. If you do not furnish the requested information, the U.S. Patent and
Trademark Office may not be able to process and/or examine your submission, which may result in termination
of proceedings or abandonment of the application or expiration of the patent.

The information provided by you in this form will be subject to the following routine uses:

1.

The information on this form will be treated confidentially to the extent allowed under the Freedom of
Information Act (5 U.S.C. 552) and the Privacy Act (5 U.S.C 552a). Records from this system of
records may be disclosed to the Department of Justice to determine whether disclosure of these
records is required by the Freedom of Information Act.

A record from this system of records may be disclosed, as a routine use, in the course of presenting
evidence to a court, magistrate, or administrative tribunal, including disclosures to opposing counsel in
the course of settlement negotiations.

A record in this system of records may be disclosed, as a routine use, to a Member of Congress
submitting a request involving an individual, to whom the record pertains, when the individual has
requested assistance from the Member with respect to the subject matter of the record.

A record in this system of records may be disclosed, as a routine use, to a contractor of the Agency
having need for the information in order to perform a contract. Recipients of information shall be
required to comply with the requirements of the Privacy Act of 1974, as amended, pursuant to 5 U.S.C.
552a(m).

A record related to an International Application filed under the Patent Cooperation Treaty in this
system of records may be disclosed, as a routine use, to the International Bureau of the World
Intellectual Property Organization, pursuant to the Patent Cooperation Treaty.

A record in this system of records may be disclosed, as a routine use, to another federal agency for
purposes of National Security review (35 U.S.C. 181) and for review pursuant to the Atomic Energy Act
(42 U.S.C. 218(c)).

A record from this system of records may be disclosed, as a routine use, to the Administrator, General
Services, or his/her designee, during an inspection of records conducted by GSA as part of that
agency’s responsibility to recommend improvements in records management practices and programs,
under authority of 44 U.S.C. 2904 and 2906. Such disclosure shall be made in accordance with the
GSA regulations governing inspection of records for this purpose, and any other relevant (i.e., GSA or
Commerce) directive. Such disclosure shall not be used to make determinations about individuals.

A record from this system of records may be disclosed, as a routine use, to the public after either
publication of the application pursuant to 35 U.S.C. 122(b) or issuance of a patent pursuant to 35
U.S.C. 151. Further, a record may be disclosed, subject to the limitations of 37 CFR 1.14, as a routine
use, to the public if the record was filed in an application which became abandoned or in which the
proceedings were terminated and which application is referenced by either a published application, an
application open to public inspection or an issued patent.

A record from this system of records may be disclosed, as a routine use, to a Federal, State, or local
law enforcement agency, if the USPTO becomes aware of a violation or potential violation of law or
regulation.
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) ) Attorney Docket Number | P201384.US.04
Application Data Sheet 37 CFR 1.76

Application Number

Title of Invention Fatigue testing system for prosthetic devices

The application data sheet is part of the provisional or nonprovisional application for which it is being submitted. The following form contains the
bibliographic data arranged in a format specified by the United States Patent and Trademark Office as outlined in 37 CFR 1.76.

This document may be completed electronically and submitted to the Office in electronic format using the Electronic Filing System (EFS) or the
document may be printed and included in a paper filed application.

Secrecy Order 37 CFR 5.2

[ Portions or all of the application associated with this Application Data Sheet may fall under a Secrecy Order pursuant to
37 CFR 5.2 (Paper filers only. Applications that fall under Secrecy Order may not be filed electronically.}

Inventor Information:
Inventor 1

Legal Name

Prefix| Given Name Middle Name Family Name Suffix

Benjamin McCloskey
Residence Information (Select One) (¢ US Residency () NonUS Residency () Active US Military Service

City Evergreen State/Province | CO Country of Residence i | US

Mailing Address of Inventor:

Address 1 29726 Bronco Road

Address 2

City Evergreen | State/Province | CO
Postal Code 80438 | Country i us

Inventor 2

Legal Name

Prefix| Given Name Middle Name Family Name Suffix
Craig Weinberg

Residence Information (Select One) (¢ US Residency () Non US Residency () Active US Military Service

City | Denver State/Province | CC Country of Residence i | US

Mailing Address of Inventor:

Address 1 4132 Decatur Street

Address 2

City Denver | State/Province | CO
Postal Code 80211 | Country i | us

Inventor 3

Legal Name

Prefix| Given Name Middle Name Family Name Suffix

Steven

NeInbers, titioner's Exhibit 1010
Residence Information (Select One) (&) US Residency () NonUSResidency () Activg US Military Sgnvice
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Attorney Docket Number | P201384.US.04

Application Data Sheet 37 CFR 1.76 —
Application Number

Title of Invention Fatigue testing system for prosthetic devices

City League City State/Province | X | Country of Residence i| US

Mailing Address of Inventor:

Address 1 916 Davis Road

Address 2

City League City | State/Province | >

Postal Code | 77573 | Country i us

All Inventor§ I_Vlust_ Be Listed - Additional Inventor Information blocks may be =3

generated within this form by selecting the Add button.
Correspondence Information:

Enter either Customer Number or complete the Correspondence Information section below.

For further information see 37 CFR 1.33(a).

[ ] An Address is being provided for the correspondence Information of this application.

Customer Number 20686

Email Address docketing-dv@dorsey.com | AddEmail | [Remove Email
Application Information:

Title of the Invention Fatigue testing system for prosthetic devices

Attorney Docket Number| P201384.US.04 Small Entity Status Claimed

Application Type Nonprovisional

Subject Matter Utility

Total Number of Drawing Sheets (if any) 9 Suggested Figure for Publication {if any) | 3

Publication Information:
[ ] Reguest Early Publication (Fee required at time of Request 37 CFR 1.219)

Request Not to Publish. | hereby request that the attached application not be published under

[[] 35U.S.C.122(b) and certify that the invention disclosed in the attached application has not and will not be the
subject of an application filed in another country, or under a multilateral international agreement, that requires
publication at eighteen months after filing.

Representative Information:

Representative information should be provided for all practitioners having a power of attorney in the application. Providing
this information in the Application Data Sheet does not constitute a power of attorney in the application (see 37 CFR 1.32).

Either enter Customer Number or complete the Representative Name section below. If both sections are completed the customer
Number will be used for the Representative Information during processing.

Petitioner's Exhibit 1010
Please Select COne: (®) Customer Number (O US Patent Practitioner @ Limited RE¥dgnitioh BBALRR 11.9)
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Attorney Docket Number | P201384.US.04

Application Data Sheet 37 CFR 1.76

Application Number

Title of Invention Fatigue testing system for prosthetic devices

Customer Number 20686

Domestic Benefit/National Stage Information:

This section allows for the applicant to either claim benefit under 35 U.S.C. 119(g), 120, 121, or 365(c) or indicate National Stage

entry from a PCT application. Providing this information in the application data sheet constitutes the specific reference required
by 35 U.S.C. 119(e) or 120, and 37 CFR 1.78.

When referring to the current application, please leave the application number blank.

Prior Application Status
Application Number Continuity Type Prior Application Number Filing Date (YYYY-MM-DD)
Continuation of 12718316 2010-03-05
Prior Application Status | Pending
Application Number Continuity Type Prior Application Number Filing Date (YYYY-MM-DD)
12718316 Claims benefit of provisional 61158185 2009-03-06

Additional Domestic Benefit/National Stage Data may be generated within this form v
by selecting the Add button.

Foreign Priority Information:

This section allows for the applicant to claim priority to a foreign application. Providing this information in the application data sheet
constitutes the claim for priority as required by 35 U.S.C. 119(b) and 37 CFR 1.55(d). When priority is claimed to a foreign application
that is eligible for retrieval under the priority document exchange program (PDX) lthe information will be used by the Office to
automatically attempt retrieval pursuant to 37 CFR 1.55(h){1) and (2). Under the PDX program, applicant bears the ultimate
responsibility for ensuring that a copy of the foreign application is received by the Office from the participating foreign intellectual
property office, or a certified copy of the foreign priority application is filed, within the time period specified in 37 CFR 1.55(g)(1).

[ Remove |
Application Number Country i Filing Date (YYYY-MM-DD) Access Code (if applicable)
Additional Foreign Priority Data may be generated within this form by selecting the
Add button. Add

Petitioner's Exhibit 1010
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Application Data Sheet 37 CFR 1.76

Application Number

Title of Invention Fatigue testing system for prosthetic devices

Statement under 37 CFR 1.55 or 1.78 for AIA (First Inventor to File) Transition
Applications

This application (1) claims priority tc or the benefit of an application filed before March 16, 2013 and (2) also

contains, or contained at any time, a claim to a claimed invention that has an effective filing date on or after March
[] 16, 2013.

NOTE: By providing this statement under 37 CFR 1.55 cr 1.78, this application, with a filing date on or after March

16, 2013, will be examined under the first inventor to file provisions of the AlA.

Authorization to Permit Access:

Autherization to Permit Access to the Instant Application by the Participating Offices

If checked, the undersigned hereby grants the USPTO authority to provide the European Patent Office (EPO),

the Japan Patent Office (JPQ), the Korean Intellectual Froperty Office {(KIPQO), the World Intellectual Froperty Office {WIPO),
and any other intellectual property offices in which a foreign application claiming priority to the instant patent application

is filed access to the instant patent application. See 37 CFR 1.14(c) and (h). This box should not be checked if the applicant
does not wish the EPQO, JPO, KIPO, WIPO, or other intellectual property office in which a foreign application claiming priority
to the instant patent application is filed to have access to the instant patent application.

In accordance with 37 CFR 1.14(h){3), access will be provided to a copy of the instant patent application with respect

to: 1) the instant patent application-as-filed; 2) any foreign application to which the instant patent application

claims priority under 35 U.8.C. 119(a)-{d) if a copy of the foreign application that satisfies the cettified copy requirement of
37 CFR 1.55 has been filed in the instant patent application; and 3) any U.S. application-as-filed from which benefit is
sought in the instant patent application.

In accordance with 37 CFR 1.14(c}, access may be provided to information concerning the date of filing this Authorization.

Applicant Information:

Providing assignment information in this section does not substitute for compliance with any requirement of part 3 of Title 37 of CFR
to have an assignment recorded by the Office.

Petitioner's Exhibit 1010
VIVITRO v. BDC
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Application Data Sheet 37 CFR 1.76

Application Number

Title of Invention Fatigue testing system for prosthetic devices

Applicant 1

If the applicant is the inventor (or the remaining joint inventor or inventors under 37 CFR 1.45), this section should not be completed.
The information to be provided in this section is the name and address of the legal representative who is the applicant under 37 CFR
1.43; or the name and address of the assignee, person to whom the inventor is under an obligation to assign the invention, or person
who otherwise shows sufficient proprietary interest in the matter who is the applicant under 37 CFR 1.46. If the applicant is an
applicant under 37 CFR 1.46 {assignhee, person to whom the inventor is obligated to assign, or person who otherwise shows sufficient
proprietary interest) together with one or more joint inventors, then the joint inventor or inventors who are also the applicant should he

identified in this section.

(&) Assignee (O Legal Representative under 35 U.S.C. 117 (O Joint Inventor

O Person to whom the inventor is obligated to assign. O Person who shows sufficient proprietary interest

If applicant is the legal representative, indicate the authority to file the patent application, the inventor is:

Name of the Deceased or Legally Incapacitated Inventaor :

If the Applicant is an Organization check here.

Organization Name

Biomedical Device Consultants and Laboratories of Colorado, LLC

Mailing Address Information:

Address 1 4060 Youngfield Street

Address 2

City Wheat Ridge State/Province CO
Country il us Postal Code 80033
Phone Number Fax Number

Email Address

Additional Applicant Data may be generated within this form by selecting the Add button. Add

Assignee Information including Non-Applicant Assignee Information:

Providing assignment information in this section does not subsitute for compliance with any requirement of part 3 of Title 37 of CFR to
have an assignment recorded by the Office.

Assignee 1

Complete this section if assignee information, including non-applicant assignee information, is desired to be included on the patent
application publication . An assignee-applicant identified in the "Applicant Information” section will appear on the patent application
publication as an applicant. For an assignee-applicant, complete this section only if identification as an assignee is also desired on the
patent application publication.

Remove

If the Assignee or Non-Applicant Assignee is an Organization check here. Petitioner's Bhlblt 1010

DA Ant nVal
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Application Data Sheet 37 CFR 1.76

Attorney Docket Number

P201384.US.04

Application Number

Title of Invention

Fatigue testing system for prosthetic devices

selecting the Add button.

Prefix Given Name Middle Name Family Name Suffix
Mailing Address Information For Assignee including Non-Applicant Assignee:

Address 1

Address 2

City State/Province

Country i Postal Code

Phone Number Fax Number

Email Address

Additional Assignee or Non-Applicant Assignee Data may be generated within this form by v

Signature:
NOTE: This form must be signed in accordance with 37 CFR 1.33. See 37 CFR 1.4 for signature requirements and
certifications
Signature |/Brad J. Hattenbach/ Date (YYYY-MM-DD)| 2013-12-20
First Name | Brad Last Name | Hattenbach Registration Number | 42642
Additional Signature may be generated within this form by selecting the Add button. Add

This collection of information is required by 37 CFR 1.76. The information is required to obtain or retain a benefit by the public which
is to file (and by the USPTO to process) an application. Confidentiality is governed by 35 U.S.C. 122 and 37 CFR 1.14. This
collection is estimated to take 23 minutes to complete, including gathering, preparing, and submitting the completed application data
sheet form to the USPTO. Time will vary depending upon the individual case. Any comments on the amount of time you require to
complete this form and/or suggestions for reducing this burden, should be sent to the Chief Information Officer, U.S. Patent and
Trademark Office, U.S. Department of Commerce, P.O. Box 1450, Alexandria, VA 22313-1450. DO NOT SEND FEES OR
COMPLETED FORMS TO THIS ADDRESS. SEND TO: Commissioner for Patents, P.O. Box 1450, Alexandria, VA 22313-1450.
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Privacy Act Statement

The Privacy Act of 1974 (P.L. 93-579) requires that you be given certain information in connection with your submission of the attached form related to
a patent application or patent. Accordingly, pursuant to the requirements of the Act, please be advised that: (1) the general authority for the collection
of this information is 35 U.5.C. 2(b)(2); (2) furnishing of the information sclicited is voluntary; and (3) the principal purpose for which the information is
used by the U.S. Patent and Trademark Office is to process and/or examine your submission related to a patent application or patent. If you do not
furnish the requested information, the U.S. Patent and Trademark Office may not be able to process and/or examine your submission, which may
result in termination of proceedings or abandonment of the application or expiration of the patent.

The information provided by you in this form will be subject to the following routine uses:

1.

The information on this form will be treated confidentially to the extent allowed under the Freedom of Information Act (5 U.S5.C. 552)
and the Privacy Act (& U.S.C. 552a). Records from this system of records may be disclosed to the Department of Justice to determine
whether the Freedom of Information Act requires disclosure of these records.

A record from this system of records may be disclosed, as a routine use, in the course of presenting evidence to a court, magistrate, or
administrative tribunal, including disclosures to opposing counsel in the course of settlement negotiations.

A record in this system of records may be disclosed, as a routine use, to a Member of Congress submitting a request involving an
individual, to whom the record pertains, when the individual has requested assistance from the Member with respect to the subject matter of
the record.

A record in this system of records may be disclosed, as a routine use, to a contractor of the Agency having need for the information in
order to perform a contract. Recipients of information shall be required to comply with the requirements of the Privacy Act of 1974, as
amended, pursuant to 5 U.S.C. 552a(m).

A record related to an International Application filed under the Patent Cooperation Treaty in this system of records may be disclosed,
as a routine use, to the International Bureau of the World Intellectual Property Organization, pursuant to the Patent Cooperation Treaty.

A record in this system of records may be disclosed, as a routine use, to another federal agency for purposes of National Security
review (35 U.S.C. 181) and for review pursuant to the Atomic Energy Act (42 U_.S.C. 218(c)).

A record from this system of records may be disclosed, as a routine use, to the Administrator, General Services, or his/her designee,
during an inspection of records conducted by GSA as part of that agency's responsibility to recommend improvements in records
management practices and programs, under authority of 44 U.5.C. 2904 and 2906. Such disclosure shall be made in accordance with the
GS8A regulations governing inspection of records for this purpose, and any other relevant (i.e., GSA or Commerce) directive. Such
disclosure shall not be used to make determinations about individuals.

A record from this system of records may be disclosed, as a routine use, to the public after either publication of the application pursuant
to 35 U.S.C. 122(b) or issuance of a patent pursuant to 35 U.S.C. 151. Further, a record may be disclosed, subject to the limitations of 37
CFR 1.14, as a routine use, to the public if the record was filed in an application which became abandoned or in which the proceedings were
terminated and which application is referenced by either a published application, an application open to public inspections or an issued
patent.

A record from this system of records may be disclosed, as a routine use, to a Federal, State, or local law enforcement agency, if the
USPTO becomes aware of a violation or potential violation of law or regulation.

Petitioner's Exhibit 1010
VIVITRO v. BDC
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Attorney Docket No. P201384.US.04

TITLE

Fatigue testing system for prosthetic devices

INVENTORS

Benjamin McCloskey of Evergreen, Colorado
Craig Weinberg of Denver, Colorado

Steven Weinberg of League City, Texas

CROSS REFERENCE TO RELATED APPLICATIONS

[0001] This application is a continuation of U.S. application no. 12/718,316 filed 5 March
2010 entitled “Fatigue testing system for prosthetic devices,” which claims the benefit of
priority pursuant to 35 U.S.C. § 119(e) of U.S. provisional application no. 61/158,185 filed 6
March 2009 entitled “Apparatus and method for fatigue testing of prosthetic valves,” which

are hereby incorporated herein by reference in their entirety.

TECHNICAL FIELD
[0002] The technology described herein relates to systems and methods for fatigue
testing of prosthetic devices, in particular, but not limited to, prosthetic vascular and heart

valves, under simulated physiological loading conditions and high-cycle applications.

BACKGROUND

[0003] Prior prosthetic valve testing apparatus and methods typically use a traditional
rotary motor coupled with mechanisms to produce regular sinusoidal time varying pressure
field conditions. To accurately simulate physiologic conditions and/or produce a more
desirable test condition, especially at accelerated testing speeds, a non-sinusoidal time
dependent pressure field may be desired. This is not easily accomplished with a
mechanistic approach. Furthermore, current systems employ a flexible metallic bellows or
conventional piston and cylinder as drive members to provide the pressure actuation.
Flexible metallic bellows are not ideal because they require high forces to operate and
resonate at frequency, necessitating the use of larger driving systems and limiting the
available test speeds. Piston and cylinder arrangements are not ideal because the seals
employed in these systems are subjected to fiction and thus have severely limited life in high
cycle applications.

[0004] The information included in this Background section of the specification, including
any references cited herein and any description or discussion thereof, is included for
technical reference purposes only and is not to be regarded subject matter by which the

scope of the invention is to be bound.

1 Petitioner's Exhibit 1010
4829-5997-7495\1 VIVITRO V. BDC
Page 10 of 58 IPR2024-00320



Attorney Docket No. P201384.US.04

SUMMARY

[0005] A design for a fatigue testing system for cyclic, long-term testing of various types
of prosthetic devices (e.g., cardiac valves, vascular valves, stents, atrail septal defect
technologies, vascular linings, and others) is designed to impart a repeating loading
condition for the test samples during a test run. However, the system is also designed to be
variable in its abilities so it can accurately test multiple technologies. Thus, the system may
be variably configured depending upon the device being tested to impart a particular loading
profile to repeatedly expose the prosthetic device being tested to desired physiological
loading conditions during a testing run. The purpose is to simulate typical or specific
physiologic loading conditions on a vascular or heart prosthetic valve, or other prosthetic
technology, at accelerated frequency over time to determine the efficacy, resiliency, and
wear of the devices.

[0006] Fatigue testing is accomplished by first deploying the prosthetic device in an
appropriately sized sample holder, e.g., a rigid or flexible tube, canister, housing or other
appropriate structure for holding the device being tested. The sample holder is then placed
between two halves of a test chamber that together form a reservoir for a working fluid. The
test chamber is in turn mounted to a drive system. The sample holder and valve being
tested are then subjected to physiological appropriate conditions which may include:
pressure, temperature, flow rate, and cycle times.

[0007] An implementation of a drive system for the fatigue testing system may include a
linear actuator or magnetic-based drive motor coupled to a flexible rolling diaphragm. The
drive system is coupled to a lower opening in the test chamber and is in fluid communication
with the fluid reservoir in the test chamber. The flexible rolling diaphragm (or “rolling bellow™)
is reciprocally moveable to pressurize and depressurize fluid and interacts with the lower
section of the fluid reservoir to provide a motive force to drive the working fluid through its
cycles within the test chamber, including the sample holders.

[0008] Testing and test conditions are controlled by a control computer that permits both
input of test conditions and monitors feedback of the test conditions during a testing run.
Computer system control may be either an open loop control that requires user intervention
in the event a condition falls outside pre-set condition parameters or a closed loop control
system in which the computer monitors and actively controls testing parameters to ensure
that the test conditions remain within the pre-set condition parameters.

[0009] The fatigue tester is capable of simulating physiologic conditions on prosthetic
devices at an accelerated rate. The fatigue tester may also be configured to create either
sinusoidal or non-sinusoidal pressure and/or flow waveforms across the prosthetic devices.
Pressure waveforms may also be applied that produce a pre-defined pressure gradient over
time to a prosthetic device being tested.
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[0010] In one exemplary implementation, a device for simultaneous cyclic testing of a
plurality of prosthetic devices is composed of a test chamber, a drive motor and a fluid
displacement member. The test chamber is pressurizable and has a fluid distribution
chamber with a first manifold defining a plurality of ports configured to receive and fluidicly
couple with a first end of each of a respective plurality of sample holders. The fluid
distribution chamber also defines an aperture in a lower face in fluid communication with a
pressure source. The test chamber also has a fluid return chamber with a second manifold
disposed opposite and spaced apart from the first manifold of the fluid distribution chamber.
The manifold of the return chamber defines a plurality of ports configured to receive and
fluidicly couple with a second end of each of the respective plurality of sample holders. A
fluid return conduit both structurally and fluidily connects the fluid distribution chamber to the
fluid return chamber. The test chamber also has a compliance chamber which provides a
volume for holding a gas or an elastic material that compresses under a pressure placed
upon fluid in the test chamber and allows fluid in the test chamber to occupy a portion of the
volume. The drive motor is configured to operate cyclically, acyclically, or a combination of
both. The fluid displacement member is connected with and driven by the drive motor to
provide the pressure source that increases and decreases a pressure on fluid in the test
chamber. In this manner, cyclic and acyclic fluid pressures may be maintained throughout
the test chamber.

[0011] In another exemplary implementation, a device for accelerated cyclic testing of a
valved prosthetic device includes a pressurizable test chamber. The pressurizable test
chamber contains test system fluid and is further composed of a fluid distribution chamber, a
fluid return chamber, a fluid return conduit, and an excess volume area. The fluid
distribution chamber is positioned on a first side of the valved prosthetic device and is in fluid
communication with a pressure source. The fluid return chamber is positioned on a second
side of the valved prosthetic device. The fluid return conduit is both structurally and fluidily
connects the fluid distribution chamber to the fluid return chamber. The excess volume area
is in fluid communication with the fluid return chamber and provides a volume for storing a
volume of a test system fluid when the test system fluid is under compression.

[0012] In a further exemplary implementation, a method is presented for operating an
accelerated cyclic test system for evaluating a valved prosthetic device. A volume of test
system fluid is stored in an excess volume area during a system driving stroke that opens
the valved prosthetic device. The stored volume of test system fluid is then released during
a return stroke that closes the valved prosthetic device.

[0013] This Summary is provided to introduce a selection of concepts in a simplified form
that are further described below in the Detailed Description. This Summary is not intended
to identify key features or essential features of the claimed subject matter, nor is it intended
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to be used to limit the scope of the claimed subject matter. A more extensive presentation of
features, details, utilities, and advantages of the present invention is provided in the following
written description of various embodiments of the invention, illustrated in the accompanying

drawings, and defined in the appended claims.

BRIEF DESCRIPTION OF THE DRAWINGS

[0014] FIG. 1 is a combined isometric view and schematic diagram of an exemplary
implementation of a fatigue testing system and a corresponding control system.

[0015] FIG. 2Ais a front elevation view of the fatigue testing system of FIG. 1.

[0016] FIG. 2B is an enlarged view of the motor support in the area surrounded by the
circle labeled 2B in FIG. 2A.

[0017] FIG. 3 is a partial cross sectional view of a test chamber of the fatigue testing
system taken along line 3-3 of FIG. 1.

[0018] FIG. 4Ais an isometric view in cross section of a portion of the fatigue testing
system if FIG. 1 detailing a flexible rolling diaphragm pump connected to a linear piston drive
system in a down stroke position.

[0019] FIG. 4B is an isometric view in cross section of a portion of the fatigue testing
system if FIG. 1 detailing a flexible rolling diaphragm pump connected to a linear piston drive
system in an upstroke position.

[0020] FIG. 5A is an isometric view in cross section of a portion of the test chamber of
the fatigue testing system detailing an isolation valve in an open position.

[0021] FIG. 5B is an isometric view in cross section of a portion of the test chamber of
the fatigue testing system detailing the isolation valve in a closed position.

[0022] FIG. 6 is a schematic diagram in cross section of an alternative implementation of
a test chamber for use in a fatigue testing system.

[0023] FIG. 7 is a graph depicting three exemplary pressure control waves for
generation by test control software to provide pressure across a sample device being tested.
[0024] FIG. 8 is a schematic diagram of a software and hardware implementation for
controlling a fatigue testing system.

[0025] FIG. 9 is a schematic diagram of an exemplary computer system for controlling a
fatigue testing system.

DETAILED DESCRIPTION

[0026] The system of the present invention generally includes a linear actuator or
magnetic based drive coupled to a flexible rolling bellows diaphragm to provide variable
pressure gradients across test samples mounted in a test chamber housing a fluid reservoir.
These components operate together to act as a fluid pump and, when combined with a fluid
control system, provide the absolute pressure and/or differential pressure and flow
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conditions necessary to cycle test prosthetic devices mounted in the test chamber. The
flexible rolling diaphragm thrusts toward the lower section of the test chamber to provide a
motive force to drive the working fluid through cycles within the test chamber. The flexible
diaphragm is coupled to a lower opening in the test chamber and is reciprocally moveable to
pressurize and depressurize fluid within the lower section of the main housing. The flexible
rolling bellows diaphragm drive system has a very low inertia as compared to other drive
systems, e.g., a metal bellows or a standard piston-in-cylinder drive. The flexible diaphragm
is highly compliant with low resistance to axial deformation across its entire axial range of
motion.

[0027] Plural sample holder tubes are coupled in parallel across the test chamber which
has plural fluid distribution channels in communication with each of the sample holders. The
lower distribution chamber of the test chamber has a single fluid reservoir in fluid flow
communication with each of the plurality of sample holders. The distribution chamber
includes a manifold with a plurality of fluid outlet ports, and each fluid outlet port
communicates with an inflow opening of a test holder. The upper return chamber of the test
chamber includes a similar manifold with a plurality of fluid inflow ports and compliance
chambers. Each fluid inflow port communicates with an outflow opening of a respective
sample holder. A central return flow channel is provided between the return chamber and
the distribution chamber of the test chamber reservoir to provide a return flow of the working
fluid from the outflow section of the sample holders. A throttle control and a check valve are
disposed at the inflow and outflow ends of the central return flow channel, respectively, to
regulate fluid flow during testing. The throttle control serves to partially regulate the pressure
across the prosthetic devices being tested as well as the return flow of the working fluid in
the fluid test chamber.

[0028] These components operate together to provide a differential pressure and flow
conditions necessary to cycle the prosthetic device. The internal conditions, which may
include, among other things, temperature, differential pressure, and system pressure, are
electrically communicated to monitoring and controlling software on a test system computer.
The motion of the fluid pump and therefore the system dynamics are controlled via test
system control software. The pressure field resulting from the pump motion is easily
controlled and can be set as a simple sine wave or as any complex user created waveform.
[0029] One exemplary implementation of a fatigue testing system 100 for any of a
variety of prosthetic devices is depicted in FIGS. 1 through 5B. The fatigue testing

system 100 may be understood as having two primary components, a test chamber 106 and
a drive motor 105. The fatigue testing system 100 may be both partially mounted upon and
housed within a base housing 157 formed and supported by a number of frame

members 102. In the implementation shown, the drive motor 105 is housed within the base
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housing 157 while the test chamber 106 is supported on a base plate 111 forming a top
surface of the base housing 157. The base housing 157 may be open on its sides or
enclosed with removable panels as desired. A number of leveling feet 101 may be attached
to the bottom of the base housing 157 to provide for leveling of the fatigue testing

system 100 and thereby assist in creating consistent operating conditions across each of the
multiple sample chambers of the fatigue testing system 100 as further described below.
[0030] In the embodiment shown in FIGS. 1 and 2A with greater detail shown in FIG. 2B,
the drive motor 105 may be a linear motor. The linear drive motor 105 is mounted vertically
on a motor stabilizer 104 and is centered underneath the test chamber 106. The lower end
of the drive motor 105 is supported by a spring 103 that interfaces with a horizontal

foot 104a of the motor stabilizer 104 that extends underneath the linear drive motor 105. A
lower shaft extension 156 is attached to and extends downwardly from a thrust rod 108 of
the linear drive motor 105, through the spring 103, and through a bearing-lined aperture in
the foot 104a of the motor stabilizer 104 where it is secured on the underside of the

foot 104a as shown in FIG. 2B. The spring 103 is mounted concentrically about the lower
shaft extension 156 and abuts the lower end of the thrust rod 108 of the linear motor 105 to
support the weight of the thrust rod 108 of the linear drive motor 105 when the linear drive
motor 105 is in an unpowered state. Further, in the event of a power failure during
operation, the spring 103 prevents the thrust rod 108 from dropping quickly and causing an
extremely large pressure gradient across test samples in the test chamber 106, which could
damage the test samples.

[0031] The upper end of the linear drive motor 105 is fixed to a motor support plate 109
that is in turn supported by several frame members 102 of the base housing 157. An
aperture in the motor support plate 109 provides for passage of the upper end of the thrust
rod 108 for alignment and mechanical connection with components interfacing with the test
chamber 106. It should be noted that while a linear drive motor 105 is depicted in the
figures, other types of motors, for example, a regular DC motor or a voice coil, may be used
to offer alternate functionality than the linear drive motor 105 of desired for a particular
prosthetic device. The number of cycles completed during a test session may be monitored
by a cycle counter (not shown) that monitors the motion of the thrust rod 108 of the linear
motor 105, which may be affixed to the motor support plate 109.

[0032] Several linkage components are provided between the drive motor 105 and the
test chamber 106 as shown to best advantage in FIGS. 2A and 3. These components
together form the drive member for creating a driving pressure on fluid in the system. An
upper shaft extension 112 is fixed to and extends from an upper end of the thrust rod 108
and further extends axially within a cylinder 113. The cylinder 113 is supported about the
upper shaft extension 112 within an alignment collar 107. The alignment collar 107 is further
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supported by a pair of alignment mounts 155 that are fixed to and extend upward from the
motor support plate 109. The alignment collar 107 ensures that the cylinder 113 and the
drive motor 105 maintain axial alignment.

[0033] A central aperture in the bottom of the cylinder 113 receives the upper shaft
extension 112. This aperture in the bottom wall of cylinder 113 is lined with a bearing 162 to
provide a low friction interface between the cylinder 113 and the upper shaft extension 112
as the upper shaft extension 112 moves within the cylinder 113 as further described below.
A piston 114 in the shape of an inverted cylindrical cup may be mounted to the top of the
upper shaft extension 112 for axial displacement within the cylinder 113 as the linear drive
motor 105 drives the upper shaft extension 112 up and down.

[0034] The fluid drive member can be sized based on the volumetric requirements of the
test chamber 106 or test samples. Depending on the volume displacement required for a
particular application, the cylinder 113 and corresponding piston 114 may be swapped out
for sizes of larger or smaller diameter. The cylinder 113 and corresponding piston 114 may
thus be provided in a variety of diameters in order to provide different volume displacements
for a given stroke, and thereby pressure differentials, within the test chamber 106 depending
upon the type of sample being tested or the particular testing protocol being implemented.
[0035] The top edge of the cylinder 113 extends radially to form a flange 113a that
interfaces with a bottom surface of a drive adapter 117. The drive adapter 117 may also be
provided in a variety of alternative different sizes to interface with different types of

cylinders 113 of various diameters. Thus, corresponding drive adapters 117 and alignment
collars 107 are similarly swapped for adjustment to the size of the cylinder 113. For
example, as shown in FIG. 3, the aperture in the drive adapter 117 is shaped as a frustum
with a wider upper mouth toward the test chamber 106 and walls that then taper to a smaller
opening at the interface with the top of the cylinder 113. In another embodiment with a
larger diameter cylinder 113, the drive adapter 117 may have a larger diameter lower
opening defining more sharply angled sidewalls of the frustum-shaped aperture and, in some
embodiments, might even be cylindrical to accommodate a larger cylinder 113 of a common
diameter.

[0036] In one implementation, the fluid drive member has a flexible diaphragm drive
system as illustrated in FIGS. 3, 4A, and 4B. The diaphragm 115 may be a cap-like or cup-
like member constructed of a non-reactive and flexible thin rubber, polymeric or synthetic
based material. The flexible diaphragm 115 is highly compliant with low resistance to axial
deformation across its entire axial range of motion within the cylinder 113 and the aperture in
the drive adapter 117. However, alternative configurations of the diaphragm 115 may be
employed so long as the configuration is capable of low friction and low resistance to
deformation under the influence of the piston 114. The outer diameter of the sidewalls 114a
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of the piston 114 is slightly smaller than the inner diameter of the cylinder 113 to provide a
uniform gap therebetween. The gap is designed to be large enough to allow the sidewall of
the diaphragm 115 to fold in half against itself, i.e., evert, within this gap when the

sidewalls 114a of the piston 114 are positioned within the sidewalls of the cylinder 113. It
may thus be noted that in operation flexible diaphragm 115 will operate as a rolling bellows
when the linear drive motor 105 is actuated.

[0037] Many advantages of a low friction flexible diaphragm 115 as opposed to a rigid
metallic bellows or traditional piston and cylinder drive may be appreciated. The lateral
surfaces of the diaphragm 115 evert between the sidewalls 115a of the piston 115 and the
sidewalls of the cylinder 113 as the piston 114 reciprocates within the cylinder 113 and drive
adapter 117. However, this eversion occurs with very low friction and low heat generation,
and exerts very little resistance to piston 114 movement. As such, the drive motor can
operate with a low driving force for either small or large displacements requiring low current
draw and thus low energy expenditure. The flexible diaphragm 115 is highly compliant with
low resistance to axial deformation across its entire axial range of motion. Alternative
configurations of the diaphragm 115 may also be employed so long as the configuration is
capable of very low fiction and very low resistance to deformation under the influence of the
piston 114.

[0038] The cup-shaped flexible diaphragm 115 is mounted on top of the piston 114. The
end wall of the diaphragm 115 is held against the top of the piston 114 by a rigid,
disk-shaped cap 116, which is fastened to the upper shaft extension 112 via fastener 158
(e,g., a set screw threaded within the upper extension shaft 112). A flange surface 115a
extends radially outward and circumferentially around the opening to the cavity of the
cup-shaped diaphragm 115. This flange surface 115a is sandwiched between the flange
surface 113a of the cylinder 113 and the bottom surface of the drive adapter 117 to maintain
a pressure seal between the test chamber 106 and the drive components. In view of FIG. 3,
the tapering of the frustum-shaped wall defining the aperture in the drive adapter 117 to an
opening of comparable diameter to the diameter of the sidewalls forming the cylinder 113
becomes apparent, i.e,., the need for corresponding surfaces between the flange of the
cylinder 113 and the bottom surface of the drive adapter 117 to retain the flange

surface 115a of the diaphragm 115.

[0039] A top surface of the drive adapter 117 is fastened to a plenum 118 that defines a
center cylindrical aperture aligned coaxially with the aperture of the drive adapter 117 and
the cavity defined by the cylinder 113. As shown in FIGS. 4A and 4B, a plurality of ports
may be defined within the sidewall of the plenum 118 to provide fluid fill, drainage, or other
functionality within the linkage components below the test chamber 106. For the sake of
clarity, the plenum 118 shown in FIG. 3 depicts only a single sidewall port 143 that, in this
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embodiment, is used as a fluid inflow port. However, additional ports may be defined within
the plenum 118 if desirable (see, e.g., FIGS. 4A and 4B). If not in use for a particular test
configuration, the sidewall ports 143 in the plenum 118 may be plugged. The plenum 118
may be of constant diameter to interface with an aperture in the base plate 111 of the base
housing 157. For this reason it can now be understood why in some embodiments the
opening in the top surface of the drive adapter 117 may be of a larger diameter than the
opening in the bottom surface of the drive adapter 117 as the drive adapter 117 mates with a
constant diameter plenum 118 in contrast to a variable diameter cylinder 113.

[0040] As previously indicated, the test chamber 106 sits atop of the base plate 111 on
the base housing 157. The foundation of the test chamber 106 may in some embodiments
include a gate guide plate 120 that also defines a central aperture that is coextensive in
diameter with and concentrically aligned with the aperture in the base plate 111. A
distribution chamber 126 is supported by the gate guide plate 120. The gate guide

plate 120, the distribution chamber 126, and the base plate 111 may all be fastened together
via bolts (not shown) extending upward from the underside of the base plate 111. A pair of
gate seals 160 may be positioned between the gate guide plate 120 and the distribution
chamber 126. The gate seals 160 may be a set of stacked O-rings surrounding the central
apertures in the gate guide plate 120 and the distribution chamber 126. The gate seals 160
may be slightly recessed within corresponding annular grooves formed in a bottom surface
of the distribution chamber 126 and a top surface of the gate guide plate 120.

[0041] A shallow flat channel 159 of a width at least slightly greater than the diameter of
the gate seals 160 may be formed to extend radially from the center aperture within the top
surface of the gate guide plate 120. A flat rectangular knife or gate valve 119, shown to best
advantage in FIGS. 5A and 5B, may be positioned within the channel in the gate guide

plate 120. The gate valve 119 is shown in a radially withdrawn, open position in FIG. 5A,
such that there is an open passage between the center apertures defined within the gate
plate 120 and the distribution chamber 126. In this position, the gate seals 160 press
against each other to create a fluid tight seal about the central apertures.

[0042] In a closed state as depicted in FIG. 5B, the gate valve 119 is pushed radially
inward such that the flat plate forming the gate valve 119 extends completely across the
center apertures and is sealed between the gate seals 160 to fluidically separate the gate
guide plate 120 and the linkage elements below it from the rest of the test chamber 106
above it. Closure of the gate valve 119 thus allows for easy maintenance of the drive

motor 105 or the piston driver 114 (e.g., replacement of the flexible bellows diaphragm 115)
without having to drain the test chamber 106.

[0043] As previously noted, the distribution chamber 126 is positioned on top of the gate
guide plate 120. The distribution chamber 126 defines a much wider but shallow cavity with
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an interior bottom wall that slants radially inward until it reaches a common diameter with the
aperture of the gate plate 120. In this embodiment, one or more resistive heaters 130 may
be embedded within the bulk of the distribution chamber 126 underneath the fluid cavity
defined by distribution chamber 126. In one embodiment a separate heater 138 may be
located immediately beneath each sample holder 129 (as further described below) to aid in
the uniformity of heat distribution within the fluid in the test chamber 106.

[0044] A distribution chamber manifold 153 is mounted to a top surface of the
distribution chamber 126, for example, by bolting the two surfaces together about the
perimeter. The distribution chamber manifold 153 may form a conical diverter surface 122
that extends downward into the cavity of the distribution chamber 126. A center bore 164
extends through the distribution chamber manifold 153, including through the diverter 122.
This center bore forms part of a return flow path 128 as further described below. The
distribution chamber manifold 153 may further define a plurality of bores 166 spaced about
the perimeter of the distribution chamber manifold 153. In the embodiment shown in FIGS. 1
through 3, eight perimeter bores 166 are defined at a uniform radial distance from the center
and are equiangularly spaced apart. However, in alternative embodiments, there may be
greater or fewer perimeter bores 166 and different or non-uniform spacing may be
implemented if desired. A sample inlet tube 147 forming the bottom half of a sample

holder 129 is connected within and seals against each of the perimeter bores 166 of the
distribution chamber manifold 153.

[0045] Similarly, a lower conduit wall 124(2) of a telescoping center conduit 124 mounts
within and seals against the center bore 164 in the distribution chamber manifold 153. A
one-way valve 127 or similar check valve is positioned within the center bore 164 of the
distribution chamber manifold 153 below the lower conduit wall 124(2) of the center

conduit 124. The second half of the center conduit 124 is formed as a cylindrical upper
conduit wall 124(1) with an inner diameter substantially the same as an outer diameter of the
lower conduit wall 124(2) such that the center conduit 124 can be expanded or contracted in
length. One or more center seals 161, for example, in the form of O-rings mounted within
annular recesses in the outer surface of the lower conduit wall 121(2) provide a fluid tight
seal interface with the interior surface of the upper conduit wall 124(1).

[0046] Each of the sample holders 129 is also composed of a sample outlet tube 148
that sits atop a respective sample inlet tube 147. The actual test sample 130 (e.g., a
prosthetic device) may be sandwiched between the sample inlet tube 147 and sample outlet
tube 148 to hold it in place within the test chamber 106. In other embodiments (not shown)
each of the sample holders 129 may be an integral unit with a test sample 130 mounted
within by any of a variety of means that may be specific to the nature of the particular test
sample 130.
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[0047] A return chamber manifold 154 is positioned atop each of the sample outlet
tubes 148 and the upper conduit wall 124(1) of the center conduit 124. The return chamber
manifold 154 defines corresponding perimeter bores 167 for mating with each of the sample
outlet tubes 148 and a center aperture 165 for mating with the upper conduit wall 124(1) of
the center conduit 124. Each of the interfaces between the sample outlet tubes 148 and the
center conduit 124 with the return chamber manifold 154 is configured to provide a fluid tight
seal between the components.

[0048] A return chamber 136 is mounted on top of the return chamber manifold 154 in a
similar manner as the distribution chamber 126 is mounted to the distribution chamber
manifold 153. The return chamber 136 defines one or more compliance chambers 135
which, in the embodiment of FIGS. 1-3, are composed of cavities associated respectively
with each of the sample holders 129. As used herein, “compliance” refers to the ability of the
cavities forming the compliance chambers 135 to absorb some of the pressure placed upon
the fluid in the test chamber 106 and further to control recoil toward the original volume
dimensions upon removal of the compressive force. The compliance chambers 135 assist in
minimizing the effects of large and quickly changing pressure gradients across test

samples 130 placed within the test chamber 106. In some implementations, the compliance
chambers 135 may merely contain air or another gas. The air or other gas may be indirect
contact with the working fluid in the test chamber 106 or a membrane may be provided
within the compliance chambers 135 to separate the air or gas from the working fluid. In
other embodiments, the compliance chambers 135 my house a porous material or an
elastomeric material. In each case, the purpose of the compliance chambers is to act as a
resilient spring force to dampen the effects of large, quickly changing pressure gradients
within the test chamber 106.

[0049] The return chamber 136 further defines separate return conduits 168 that are in
fluid communication with respective pairs of the sample holders 129 and compliance
chambers 135. A respective throttle valve 132 is housed within the return chamber 136 and
placed between each respective return conduit 168 and a central return basin 133 that
empties into the center return conduit 124. Each of the throttle valves 132 may be operably
raised or lowered to restrict or enlarge the fluid flow passage between the return

conduits 168 and the central return basin 133 and assist in the regulation of the pressure
across the test samples 130 in the sample holders 129.

[0050] The return chamber 136 may also define a number of bores variously in
communication with the return conduits 168, the compliance chambers 135, the central
return basin 133. For example, system input bores 121 may be provided for relatively direct
access to each of the sample holders 129 via the return conduits 168. The system input

bores 121 may be used for a variety of purposes, for example, for the placement of sensing
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or diagnostic equipment or for access to the test samples 130 in the sample holders 129. In
a particular example, when testing a valve design with removable valve leaflets, the system
input 121 could be used to access the sample holder 129 and remove and replace the valve
leaflets while leaving the permanent valve mounting structure in place within the sample
holder 129. This obviates the need to disassemble the test chamber 106 for replacement of
components of the test samples 130.

[0051] An access port 125 may also be associated with each of the compliance
chambers 135. The access port 125 may be used for the attachment and introduction of
sensing equipment or for providing additional air or gas pressurization to the compliance
chambers 135. Additional sensors may further be placed in access ports positioned for
communication with the central return basin 133. For example, as shown in FIG. 3, a
temperature transducer 139 and a water level sensor 144 may be placed in communication
with the central return basin 133. It should be understood that any number of other sensor
devices could also be placed in contact with or introduced within the test chamber 106 by
any of the various apertures, bores, or ports provided within the return chamber 136.

[0052] The various sensors of the fatigue testing system 100 may be operably
connected to a data acquisition (DAQ) device 141. An amplifier and control system 140 may
also be connected with the drive motor 105 to provide output control of the same. In some
embodiments, the DAQ device 141 and amplifier/control system 140 may be mounted within
the base frame 157. An air source 131 connected in line with a pressure regulator 134 may
also be under control of the control system 140. These components are, in turn, either
directly or indirectly operably connected to a microprocessor-based computer 142. All
systems may also be connected to an uninterrupted power supply (UPS) 143.

[0053] Software provided on the computer 142 can direct the system controller 140 to
provide full closed-loop control based on feedback measurements received from the DAQ
device 141 coupled with the sensors. In one example of this functionality, software may be
configured to control the driving amplitude and velocity of the drive motor 105 based upon
differential pressure transducer feedback. The system 100 may therefore compensate for
any changes during the high cycle testing cycle providing the test samples 130 with the most
optimal testing conditions. An automated test interface may be provided as part of the
fatigue testing system 100 to run the test chamber 106 without direct management, ensuring
proper testing conditions and safety mechanisms. The test interface may be configured to
provide closed-loop control based off any system measurement feedback.

[0054] An implementation of operation of the exemplary fatigue testing system 100 of
FIGS. 1-5B may be understood as follows. Initially, test samples 130 need to be placed
within the test chamber 106. In order to introduce test samples 130, the sample holders 129
must be accessed. The adjustment nuts 146 on the top of the return chamber 136 may be
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rotated to raise the adjustment posts 145 from their tightened positions within the distribution
chamber manifold 153 and distribution chamber 126. Once the return chamber 136 and
return chamber manifold 154 are raised, the sample holders 129 may be removed and
replaced with alternate sample holders or, as shown in this embodiment, samples positioned
between sample inlet to 147 and sample outlet to 148, may be removed and replaced with
new samples 130. The adjustment nuts 146 may then be tightened to lower the return
chamber 136 and return chamber manifold 154 back into contact with the sample

holders 129 to create fluid-tight flow path through each of the sample holders 129 between
the distribution chamber 126 and the return chamber 136. Note that when the return
chamber 136 and return chamber manifold 154 are raised, the center conduit 124
telescopes upward with the upper conduit wall 124(2) sliding along the exterior of the lower
conduit wall 124(1), thus maintaining a fluid-tight connection within a center conduit 124.
[0055] In many applications, it may be desirable to monitor the pressure gradient across
the sample holder 129. For such purposes, a conduit with a sensing device, for example, a
pressure transducer, may be placed in a conduit that is attached at one end to a monitor
outlet port 149 in the sample inlet tubes 147 and a monitor inlet port 150 on the sample
outlet tubes 148. In an alternative implementation, individual sensors (e.g., pressure
transducers) may be attached directly to each of the monitor outlet ports 149 and monitor
inlet ports 150 to measure absolute pressure at each of these locations. The absolute
pressure data may be collected by the data acquisition component 141 and transferred to
the computing device 142 for calculation of the pressure differential by taking the difference
between the absolute pressure values on either end of the sample holders 129.

[0056] Presuming that the correct size of cylinder 113 and corresponding drive

adaptor 117 are already attached, the fatigue testing system 100 may be charged with the
desired type and amount of working fluid through any one of the inflow ports 143 in the
plenum 118. The working fluid may be water, saline, a saline/glycerin solution, a
glycerin/water solution, a blood analog or substitute, or other type of fluid. In some
embodiments, the working fluid may be selected to simulate one or more attributes of human
blood, such as density, viscosity or temperature. For example, in certain instances,
physiological saline which does not simulate the viscosity of blood, but simulates density,
may be used. In other cases saline/glycerin solution may be employed to simulate blood
viscosity.

[0057] Depending upon the particular test samples 130 and desired testing conditions
and dynamics, the fatigue system 100 may be filled with fluid up to an appropriate or desired
level in the compliance chambers 135. Once fluid has been filled to a desired level, in some
scenarios, the fatigue testing system 100 may be additionally pressurized with air or another

gas via an air source 131, e.g., an air compressor or sealed pressurized volume, connected
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to the air inlet 152 in the return chamber 136 or via the compliance access ports 125 in the
compliance chambers 135. In some embodiments, a pressure regulator 134 may be
interposed between the air source 131 and the air inlet 152 to regulate the pressure within
the test chamber 106. Alternatively, the system 100 can be pressurized by first sealing the
system 100 and then changing the position of the fluid driving piston 114 such that the
available volume is decreased.

[0058] The working fluid temperature is controlled via the fluid heaters 138 and the
temperature transducer 139. Upper and lower temperature bounds may be set in the test
software. At startup the system 100 will begin to heat until the upper bound is reached. As
the input temperature falls below the lower bound, the heaters 138 are again activated, thus
maintaining a mean temperature within acceptable bounds. This mean temperature is
typically set to 37° C to simulate physiologic conditions.

[0059] Once the system is filled with fluid, heated, and properly pressurized, testing
operations under control of the computer 142 may be initiated. The computer 142 may
control the operations of the linear drive motor 105 to move the piston 114 and thus the
diaphragm 115 up and down within the cylinder 113 and drive it after 117 to cyclically
increase and decrease the pressure within the test chamber 106. Under computer control
and depending upon the size of the cylinder 113, the linear drive motor 105 may cause the
thrust rod 108 and the attached upper shaft extension 112 to move up and down thereby
moving the cylinder 113 and diaphragm 115 up and down to create a displacement of any
size, small or large, to change the pressure within the test chamber 106. The rolling or
eversion of the diaphragm 115 exerts very little resistance to piston 14 movement. Thus,
power requirements on the linear drive motor 105 are small and current draw is minimized.
[0060] Fluid flow 110 through the test chamber 106 is indicated by the dashed lines
initiating at the drive adaptor 117 traveling through the plenum 118 and then through the
sample holders 129 to exit through the return conduit 168, the central return chamber 133,
and the center conduit 124. Fluid flow can be prevented from moving upward in the center
conduit 124 by the one-way valve 127 housed within the distribution chamber manifold 153.
The conical diverter 122 helps direct fluid flow from the piston 114 regularly and uniformly to
each of the sample holders 129 about the perimeter of the test chamber 106.

[0061] The compliance chambers 135 provide excess volume area for fluid to move into
when the piston 114 performs a compression stroke. As the pressure of the gas in the
compliance chamber 135 increases, the volume occupied by the gas decreases to provide
additional volume for displacement of the liquid working fluid within the test chamber 106.
The throttle valves 132 restrict the rate of return flow of fluid within the test chamber 106 into
the central return basin 133. The combination of the compliance chambers 135 and the
throttle valves 132 help control undesirable pressure loading or pressure spikes within the
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sample holder 129 and consequent adverse effects on the test samples 130 when the
piston 114 moves in a decompression stroke. The compliance chambers 135 and the
throttle valves 132 also generally help tune the test conditions across the sample holder 129.
In addition to selecting the piston size, the displacement range, frequency, and waveform
settings, the system equilibrium pressure, and other settings, the compliance chambers 135
and the throttle valves 132 may be adjusted as an additional aid in fine-tuning appropriate
differential pressure across the test samples 130 in the sample holder 129.

[0062] As the piston 114 moves downward in decompression stroke, pressure on the
one-way valve 127 is released and fluid flow through the center conduit 124 is initiated at a
controlled rate depending upon the position of the throttle valves 132. In this way, on the
downward stroke, the pressure in the test chamber 106 returns to an initial level and excess
volume returns to the compliance chambers 135. It should be noted that the compliance
chambers 135 may be configured in a variety of different ways. In addition to merely
containing a volume of air or other gas to act as an air spring, a membrane could be
provided between the liquid and the air or other gas or alternatively the space could be filled
with a porous foam or other elastomeric material, thereby reducing or otherwise adjusting
the spring factor provided by the compliance chamber 135.

[0063] The dynamics of the system 100 can be controlled through the stroke pattern,
frequency, and volume of the piston 114, the flow setting of the throttle valves 132, and the
spring force of the compliance chambers 135. Additionally, the working fluid in the test
chamber 106 may be preset to a base or ambient pressure using a separate pressure
source. For example, an air/gas source 131 (e.g., and air compressor or gas tank) may be
connected to and pressurize a fluid reservoir (not shown) in fluid contact with the working
fluid in the test chamber 106. A pressure regulator 134 may be positioned between the air
source 131 and the introduction into the test chamber 106 for controlling the desired system
pressure. Alternatively, a pressurized gas may be introduced directly into the compliance
chambers 135 through access ports 125, into the central return basin 133 through inlet 152,
or through any other port (e.g., one of the sidewall ports 143 in the plenum 118)for charging
the test chamber to an appropriate base pressure for proper function of the system 100 for
the particular test configuration.

[0064] An alternate embodiment of a test chamber 206 for a fatigue testing system 200
is shown in FIG. 6. The test chamber 206 consists generally of a lower chamber composed
of a distribution chamber 226, a flow conditioning chamber 272, and a manifold 253, and an
upper chamber composed of a return chamber 236, a manifold 254 and a central
compliance chamber 235. A fluid flow pathway 210 extends from the lower chamber to the
upper chamber which passes through a plurality of sample holders 229 holding the device
samples 230 being tested and a return fluid flow pathway 228 extends from the upper
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chamber to the lower chamber to return fluid from the upper chamber to the lower chamber
in preparation for a following cycle. A check valve 227 is inline with the return fluid flow
pathway 228 between the upper and lower chambers to regulate back flow through the test
chamber 206. A controllable central throttle valve 232 is also in-line with the upper and
lower chambers to regulate the differential pressure across the test samples 230 during
operation.

[0065] The fluid drive member, i.e., the piston 214, is provided within the cylinder 213 to
pressurize and drive the working fluid upward through the drive adapter 217 and the

plenum 218. The piston 214 is mounted on the shaft extension 212 extending through the
bearing 262 from the thrust rod of the linear motor (not shown). The flexible diaphragm is
mounted on the piston 214 as in the prior embodiment and held in place by a cap 216. The
diaphragm 15 is preferably a cap-like member constructed of a non-reactive and flexible thin
rubber, polymeric or synthetic based material. The lateral surfaces of diaphragm 215 roll or
evert as the piston 214 reciprocates within the cylinder 213 and drive adapter 217 between
which the circumferential flange of the diaphragm is sealed. These components are affixed
to the support plenum 218 and maintain the pressure seal along the circumference of the
diaphragm 215. The plenum 218 serves as a mounting point for the drive system. The
plenum 218 may also include fluid ports for pressure monitoring and system draining.

[0066] During the primary or pressurization portion of a test cycle, the piston 214 moves
in a positive direction toward the test chamber 206 and creates an initial pressurization and
the working fluid flows up through the base plate 211 into the distribution chamber 226. The
working fluid impinges upon a generally conical flow baffle 222 and is directed radially
outward to flow straighteners 271. The fluid is blocked from entering the central return
conduit 224 by a one-way exit valve 227. The working fluid then passes from the distribution
chamber 226 and into a flow conditioning chamber 272, wherein it passes through a flow
straighteners 271, aligning the flow along the axis of the sample holders 229. Sample
adapters 247, 248 attach the sample holders 229 to the distribution manifold 253 and the
return manifold 255, allowing the sample holders 229 to be connected to the test

chamber 206 in a leak free manner.

[0067] A collateral pressure-sensing conduit 269 may be coupled to the sample

holder 229 and direct a fluid flow pathway toward a pressure transducer 270 that serves to
monitor the differential pressure gradient across the test sample 330 within the sample
holder 229. The differential pressure transducers 270 monitor the pressure field across each
test sample 230 in the sample holders 229 during the testing cycle. Flexible or rigid

tubing 269 is connected to the upper and lower sample adapters 247, 248, with the opposite
ends of the conduit 269 being connected to the differential pressure transducer 270.
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Additional monitoring transducers can be introduced through the sensor ports 221 and other
ports built into the return chamber 236 as necessary.

[0068] Once the fluid flow has exited the sample holders 229 it flows into the return
manifold 254 and return chamber 236. The working fluid passes around a throttle valve 232
and a return fluid flow is communicated through return conduit 224 to the lower chamber
during a secondary or depressurization portion of the test, thus completing the first portion of
the test cycle. The throttle valve 232 is connected to the throttle valve handle 232a, which
runs through a fluid-tight fitting on top of compliance chamber cap 221. The throttle valve
handle 232a is adjustable, such as by a threaded coupling to the cap 221 on the compliance
chamber 235. The throttle valve 232 can be adjusted up or down, increasing or decreasing
the resistance to fluid returning to the central return conduit 224 to aid in controlling the
differential pressure across the test sample 230. The amount of gas or the elasticity of the
elastomeric material inside the compliance chamber 35 allows the user to control the
damping of the system and provides an additional tool calibrate the ideal test conditions for
the particular prosthetic device. In the embodiment of FIG. 6, a single compliance

chamber 235 is axially centered over the test chamber 206 and provides a compliance
volume for all of the sample holders 230 in the test chamber 235. Similarly, in this
embodiment only a single throttle valve 232 is provided to control the return flow of the
working fluid through the center return conduit 224.

[0069] Figure 7 provides examples of three different pressure control signals generating
three different cyclical pressure waveforms 300 across a prosthetic device being tested.
Because of the vertical orientation of the displacement components, the term “upstroke” is
synonymous with a pressurization stroke of the piston, i.e., that which exerts a positive
pressure across the prosthetic device being tested and the term "down stroke" is
synonymous with a depressurization stroke of the pump, i.e., that which exerts a negative
pressure across the prosthetic device being tested. Typical test systems are only capable of
driving the fluid with a regular sine wave 306. A non-regular pressure waveform may be
desirable for testing of certain devices as it allows the user to control the rate of
pressurization in the test system and optimize the test conditions, while maintaining a
desired operating frequency. Two exemplary non-regular waveforms having short
upstrokes 308 and down strokes 310, respectively, are illustrated in FIG. 7. However, any
arbitrary pressure waveform may be generated and can be utilized to drive the motor and
thereby the piston.

[0070] During the primary or pressurization portion 302 of the testing cycle, fluid is
moved past the prosthesis within the housing tube. In an exemplary implementation in
which valve prostheses are tested, the positive upstroke forces the valve prosthesis to the
open state. During a secondary or depressurization portion 304 of the test cycle, the flow is
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reversed and the valve prostheses 30 are closed. As the secondary portion 304 of the cycle
begins, the fluid moves through the throttle valves into the central return conduit and back
into the distribution chamber through the one-way valve. During return flow, the valve
prosthesis remains closed due to the flow reversal and differential pressure present between
the distribution chamber and the return chamber. The drive system returns to its starting
position and the process is repeated, cycling the prosthetic devices. A single test cycle
consists of completion of both the primary portion 302 and secondary portion 304 of the test
cycle such that the prosthetic device passes through one open and-closed cycle.

[0071] The exemplary pressure waveforms 306, 308, 310 depicted in FIG. 7 may be
generated by the fatigue testing system or by other mechanical mechanisms. It is
envisioned that alternative mechanical or electromechanical systems, such as those
including gearing or cams to drive a pump, may be employed in a manner that generates the
variable pressure waveforms as depicted in FIG. 7, in which the pressure gradients are
variable over time.

[0072] As indicated above, the proposed technology may be integrated with system
monitoring and controlling software. The computer software can be used to record and
analyze data while controlling the dynamics of the system, as outlined in the exemplary
process 400 shown FIG. 8. Data is first obtained by system hardware 402, i.e., the system
sensors 406, and then processed though data acquisition hardware 408 and transmitted to
the system computer for processing and formatting for presentation by the system

software 404.

[0073] All system inputs and outputs may be continuously monitored and directed into
software-based control and alarm system modules, allowing the system to automatically
reconfigure or halt if any signal deviates outside of the user set bounds. The real-time data
stream may be utilized for three primary purposes: data logging and graphing, alarm
condition indication, and test system control. The data logging and plotting subroutine 410
generates graphs and plots of pertinent signals while also creating a data file to allow for test
documentation and off-line analysis.

[0074] The alarm condition subroutine 412 analyzes data to determine if any of the test
inputs or control signals have deviated outside of user defined alarm magnitudes. If an
alarm is triggered, i.e. an alarm parameters exceeds its bounds as determined in

operation 414, an alarm sequence is initiated as indicated in operation 416. This sequence
could trigger a number of events. In one sequence, the software may halt the test system in
a specific manner; in another alarm sequence, the test software may notify the operator; in
yet another alarm sequence, the system may be halted and the user notified. As can be
appreciated, there are a number of actions that are available as part of an alarm sequence
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and these sequence steps could be dependent on a number of parameters including the
specific test samples and/or the specific test protocol.

[0075] The control loop subroutine 418 further monitors the control parameters based on
a user defined target input signals and/or parameters. Exemplary user set parameters may
include pressure input parameters 428 and motor drive waveform parameters 430. Each of
these parameters may be set as static or variable. If the control loop determines that the
real-time sensor data received is outside the bounds of the user parameters as determined
in operation 420, then the software adjusts the input control parameters provided to the
hardware control systems as indicated in operation 422. As one example, test system
pressure may be set as the control parameter; therefore, the software will continually adjust
the dynamics of the pressure regulator 424 to maintain the desired pressure. In another
example, the displacement of the driver may be the control parameter; therefore, the
software will continually adjust the system dynamics for the motor control 426 to maintain the
desired displacement. Again, as one can appreciate, the closed-loop control of the test
system can be applied to myriad parameters.

[0076] FIG. 9 illustrates an exemplary computer system 500 configured as part of the
fatigue testing system as described herein. In one implementation, the computer

system 500 typically includes at least one processing unit 502 and memory 504. Depending
upon the exact configuration and type of the computer system 500, the memory 504 may be
volatile (e.g., RAM), non-volatile (e.g., ROM and flash memory), or some combination of
both. The most basic configuration of the computer system 500 need include only the
processing unit 502 and the memory 504 as indicated by the dashed line 506.

[0077] The computer system 500 may further include additional devices for memory
storage or retrieval. These devices may be removable storage devices 508 or
non-removable storage devices 510, for example, memory cards, magnetic disk drives,
magnetic tape drives, and optical drives for memory storage and retrieval on magnetic and
optical media. Storage media may include volatile and nonvolatile media, both removable
and non-removable, and may be provided in any of a number of configurations, for example,
RAM, ROM, EEPROM, flash memory, CD-ROM, DVD, or other optical storage medium,
magnetic cassettes, magnetic tape, magnetic disk, or other magnetic storage device, or any
other memory technology or medium that can be used to store data and can be accessed by
the processing unit 502. Alarm monitoring, data acquisition, and closed loop control
software modules may be stored on the storage device for execution by the processing

unit 502 using any method or technology for storage of data, for example, computer
readable instructions, data structures, and program modules.

[0078] The computer system 500 may also have one or more communication

interfaces 512 that allow the system 500 to communicate with other devices. The
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communication interface 512 may be connected with a network. The network may be a local
area network (LAN), a wide area network (WAN), a telephony network, a cable network, an
optical network, the Internet, a direct wired connection, a wireless network, e.g., radio
frequency, infrared, microwave, or acoustic, or other networks enabling the transfer of data
between devices. Data is generally transmitted to and from the communication interface 512
over the network via a modulated data signal, e.g., a carrier wave or other transport medium.
A modulated data signal is an electromagnetic signal with characteristics that can be set or
changed in such a manner as to encode data within the signal.

[0079] The computer system 500 may further have a variety of input devices 514 and
output devices 516. Exemplary input devices 514 may include sensors, a keyboard, a
mouse, a tablet, and/or a touch screen device. Exemplary output devices 516 may include a
display and speakers. Such input devices 514 and output devices 516 may be integrated
with the computer system 500 or they may be connected to the computer system 500 via
wires or wirelessly, e.g., via IEEE 802.11 or Bluetooth protocol. These integrated or
peripheral input and output devices are generally well known and are not further discussed
herein. Other functions, for example, handling network communication transactions, may be
performed by an operating system in the nonvolatile memory 504 of the computer

system 500.

[0080] The technology described herein may be implemented as logical operations
and/or modules in one or more systems. The logical operations may be implemented as a
sequence of processor-implemented steps executing in one or more computer systems and
as interconnected machine or circuit modules within one or more computer systems.
Likewise, the descriptions of various component modules may be provided in terms of
operations executed or effected by the modules. The resulting implementation is a matter of
choice, dependent on the performance requirements of the underlying system implementing
the described technology. Accordingly, the logical operations making up the embodiments
of the technology described herein are referred to variously as operations, steps, objects, or
modules. Furthermore, it should be understood that logical operations may be performed in
any order, unless explicitly claimed otherwise or a specific order is inherently necessitated
by the claim language.

[0081] In some implementations, articles of manufacture are provided as computer
program products that cause the instantiation of operations on a computer system to
implement the invention. One implementation of a computer program product provides a
computer program storage medium readable by a computer system and encoding a
computer program. It should further be understood that the described technology may be
employed in special purpose devices independent of a personal computer.
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[0082] All directional references (e.g., proximal, distal, upper, lower, upward, downward,
left, right, lateral, longitudinal, front, back, top, bottom, above, below, vertical, horizontal,
radial, axial, clockwise, and counterclockwise) are only used for identification purposes to aid
the reader’s understanding of the present invention, and do not create limitations, particularly
as to the position, orientation, or use of the invention. Connection references (e.g., attached,
coupled, connected, and joined) are to be construed broadly and may include intermediate
members between a collection of elements and relative movement between elements unless
otherwise indicated. As such, connection references do not necessarily infer that two
elements are directly connected and in fixed relation to each other. The exemplary drawings
are for purposes of illustration only and the dimensions, positions, order and relative sizes
reflected in the drawings attached hereto may vary.

[0083] The above specification, examples and data provide a complete description of
the structure and use of exemplary embodiments of the invention. Although various
embodiments of the invention have been described above with a certain degree of
particularity, or with reference to one or more individual embodiments, those skilled in the art
could make numerous alterations to the disclosed embodiments without departing from the
spirit or scope of this invention. Other embodiments are therefore contemplated. It is
intended that all matter contained in the above description and shown in the accompanying
drawings shall be interpreted as illustrative only of particular embodiments and not limiting.
Changes in detail or structure may be made without departing from the basic elements of the

invention as defined in the following claims.
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CLAIMS

What is claimed is

1. A method for operating an accelerated cyclic test system for evaluating a
valved prosthetic device comprising

storing a volume of test system fluid in an excess volume area during a system
driving stroke that opens the valved prosthetic device; and

releasing the stored volume of test system fluid during a return stroke that closes the
valved prosthetic device.

2. The method of claim 1, wherein the excess volume area enlarges in response
to a pressure on the test system fluid during the driving stroke and decreases during the

return stroke.

3. The method of claim 2, wherein the excess volume area provides a spring

force counter to and in response to the pressure on the test system.

4, The method of claim 3 further comprising altering a spring factor of the spring
force provided by the excess volume area through selection of a material forming at least a
portion of a boundary of the excess volume area.

5. The method of claim 4, wherein the material is an elastomeric material that

expands and contracts in response to the pressure on the test system.

6. The method of claim 3, further comprising compressing a volume of a
compressible gas with the volume of test system fluid to provide the spring force when the

volume of test system fluid is stored in the excess volume area.

7. The method of claim 6 further comprising altering a spring factor of the spring
force provided by the excess volume area by adjusting the volume of the compressible gas.

8. A device for accelerated cyclic testing of a valved prosthetic device
comprising
a pressurizable test chamber for containing test system fluid and further comprising
a fluid distribution chamber positioned on a first side of the valved prosthetic
device and in fluid communication with a pressure source;

a fluid return chamber positioned on a second side of the valved prosthetic

device;
a fluid return conduit both structurally and fluidily connecting the fluid
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distribution chamber to the fluid return chamber; and
an excess volume area in fluid communication with the fluid return chamber
providing a volume for storing a volume of a test system fluid when the test system fluid is

under compression.

9. The device in claim 8 further comprising

a drive motor; and

a fluid displacement member connected with and driven by the drive motor to provide
the pressure source that increases and decreases a pressure on the test system fluid in the
test chamber.

10.  The device of claim 8, wherein the excess volume area enlarges in response
to compression of the test system fluid and decreases during depressurization of the test
system fluid.

11.  The device of claim 8 further comprising an elastomeric material that forms at
least a portion of a boundary of the excess volume area and that expands and contracts in
response to changes in pressure on the test system fluid within the test chamber.

12.  The device of claim 8, wherein the excess volume area further contains a
volume of a compressible gas that is compressed by the volume of the test system fluid to
provide a spring force when the volume of the test system fluid is stored in the excess

volume area.

13.  The device of claim 8, wherein the excess volume area comprises a
compliance chamber defining a cavity within the fluid return chamber.

14. The device of claim 13 further comprising an elastomeric membrane
separating at least a portion of the compliance chamber from fluid in the fluid return
chamber.

15.  The device of claim 13 further comprising a porous material at least partially
filling the compliance chamber.

16.  The device of claim 13, wherein the compliance chamber provides a volume
for holding a gas or elastomeric material that compresses under a pressure placed upon the
test system fluid in the test chamber and allows the test system fluid in the test chamber to
occupy a portion of the volume in the compliance chamber.
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17.  The device of claim 8, wherein

the test chamber defines a first port on a first side of the valved prosthetic device and
a second port on a second side of the valved prosthetic device; and

the first port and the second port are configured to receive one or more sensor

devices.

18.  The device of claim 9, wherein the drive motor is configured to operate
cyclically, acyclically, or a combination of both, to provide cyclic and acyclic fluid pressures
within the test chamber.

19. The device of claim 9, wherein the drive motor comprises a linear motor.

20. The device of claim 9, wherein the fluid displacement member further

comprises a flexible rolling bellows connected to a shaft of the drive motor.
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ABSTRACT

A fatigue testing system provides simultaneous cycle testing for a plurality of
prosthetic devices under simulated physiological loading conditions. A plurality of sample
holders containing test samples of prosthetic devices is positioned between a distribution
chamber and a return fluid chamber to form an integrated test chamber. A reciprocating
linear drive motor operates a rolling bellows diaphragm to cyclically pressurize fluid within
the test chamber and drive the pressurized fluid through the prosthetic devices being tested.
The test chamber defines a return flow conduit in fluid communication with each of the
sample holders, the return fluid chamber, and the distribution chamber. Compliance
chambers and throttle valves associated with each of the sample holders regulate the

pressure gradient and back pressure across the prosthetic devices being tested.
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IN THE UNITED STATES PATENT AND TRADEMARK OFFICE

In Re the Application of:

Inventors: Benjamin McCloskey et al. Confirmation No: 2449

Serial No.: 14/137,313 Group Art Unit: 2855

Filed: 20 December 2013 Examiner: Philip L. Cotey

Title: FATIGUE TESTING SYSTEM Docket No.: P201384.US.04
FOR PROSTHETIC DEVICES

PRELIMINARY AMENDMENT A

MAIL STOP AMENDMENT
Commissioner for Patents
P.O. Box 1450

Alexandria, VA 22313-1450
Dear Commissioner:

Please amend the above-identified application as follows:
Claim Amendments begin on page 2 of this paper.

Remarks begin on page 5 of this paper.

482951541545 1 Petitioner's Exhibit 1010
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Docket No. P201384.US.04

CLAIM AMENDMENTS

The following listing of claims replaces all prior versions and listings of claims in this
application. Additional terms are presented in underline text and deleted terms are indicated in
strikethrough text or are enclosed in [[double brackets]].

1. (Canceled)
2. (Canceled)
3. (Canceled)
4, (Canceled)
5. (Canceled)
6. (Canceled)
7. (Canceled)

8. (Currently Amended) A device for accelerated cyclic testing of a valved
prosthetic device comprising

a pressure source configured to drive a test system fluid cyclically within the device

above a normal physiological rate, at an accelerated pulsed rate of greater than 200 beats per

minute within the device; and

a pressurizable test chamber for containing the test system fiuid and further comprising

a fluid distribution chamber positioned on a first side of the valved prosthetic
device and in fluid communication with a-the pressure source;

a fluid return chamber positioned on a second side of the valved prosthetic
device;

a fluid return conduit both structurally and fluidilty connecting the fluid distribution
chamber to the fluid return chamber; and

an excess volume area in fluid communication with the fluid return chamber
providing a volume for storing a volume of a test system fluid when the test system fluid is under

compression.

2 Petitioner's Exhibit 1010
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9. (Original) The device in claim 8 further comprising

a drive motor; and

a fluid displacement member connected with and driven by the drive motor to provide
the pressure source that increases and decreases a pressure on the test system fluid in the test

chamber.

10.  (Original) The device of claim 8, wherein the excess volume area enlarges in
response to compression of the test system fluid and decreases during depressurization of the

test system fluid.

t

11.  (Original) The device of claim 8 further comprising an elastomeric material that
forms at least a portion of a boundary of the excess volume area and that expands and

contracts in response to changes in pressure on the test system fluid within the test chamber.

12. (Original) The device of claim 8, wherein the excess volume area further
contains a volume of a compressible gas that is compressed by the volume of the test system
fluid to provide a spring force when the volume of the test system fluid is stored in the excess

volume area.

13. (Original) The device of claim 8, wherein the excess volume area comprises a

compliance chamber defining a cavity within the fluid return chamber.

14. (Original) The device of claim 13 further comprising an elastomeric membrane

separating at least a portion of the compliance chamber from fiuid in the fluid return chamber.

15. (Original) The device of claim 13 further comprising a porous material at least

partially filling the compliance chamber.

16. (Original) The device of claim 13, wherein the compliance chamber provides a
volume for holding a gas or elastomeric material that compresses under a pressure placed upon
the test system fluid in the test chamber and allows the test system fluid in the test chamber to

occupy a portion of the volume in the compliance chamber.

17.  (Original) The device of claim 8, wherein

the test chamber defines a first port on a first side of the valved prosthetic device and a

3 Petitioner's Exhibit 1010
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second port on a second side of the valved prosthetic device; and

the first port and the second port are configured to receive one or more sensor devices.

18. (Original) The device of claim 9, wherein the drive motor is configured to operate
cyclically, acyclically, or a combination of both, to provide cyclic and acyclic fluid pressures

within the test chamber.

19.  (Original) The device of claim 9, wherein the drive motor comprises a linear

motor.

20. (Original) The device of claim 9, wherein the fluid displacement member further

comprises a flexible rolling bellows connected to a shaft of the drive motor.

4 Petitioner's Exhibit 1010
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REMARKS

This amendment is presented to place the claim in better condition for allowance. This
amendment cancels 1-7 to avoid a provisional double patenting rejection in view of Applicant’s
co-pending application no. 14/523,104, which is a continuation of the present application.
Claims 1-7 are canceled without prejudice to or disclaimer of the subject matter contained
therein. Claim 8 is amended to place it in condition for allowance.

Claims 8-20 are therefore pending upon entry of this amendment.

Applicant requests that a timely Notice of Allowance be issued in this case.

Applicant believes no fees or petitions are due with this filing. However, should any such
fees or petitions be required, please consider this a request therefor and authorization to charge
Deposit Account No. 04-1415 as necessary.

If the Examiner believes any issues could be resolved via a telephone interview, the

Examiner is invited to contact the undersigned at the telephone number listed below.

Respectfully submitted this 15th day of October 2015 by

G ﬁaj

Brad J. Hagtenbach
Registratiéd No. 42,642
USPTO Customer No. 20686

Dorsey & Whitney LLP

1400 Wewatta St., Suite 400
Denver, Colorado 80202
Tel: 303-629-3400

Fax: 303-629-3450
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UNITED STATES PATENT AND TRADEMARK OFFICE

UNITED STATES DEPARTMENT OF COMMERCE
United States Patent and Trademark Office
Address: COMMISSIONER FOR PATENTS

P.O. Box 1450

Alexandria, Virginia 22313-1450

WWW.Uspto.gov

NOTICE OF ALLOWANCE AND FEE(S) DUE

20686 7590 1171272015 | EXAMINER |
DORSEY & WHITNEY, LLP - Denver COTEY, PHILIPL,
INTELLECTUAL PROPERTY DEPARTMENT
1400 Wewatta Street | ART UNIT PAPER NUMBER |
Suite 400 2855

DENVER, CO 80202-5549
DATE MAILED: 11/12/2015

APPLICATION NO. FILING DATE FIRST NAMED INVENTOR ATTORNEY DOCKET NO. CONFIRMATION NO.

14/137,313 12/20/2013 Benjamin McCloskey P201384.US.04 2449
TITLE OF INVENTION: Fatigue testing system for prosthetic devices

APPLN. TYPE ENTITY STATUS ISSUE FEE DUE PUBLICATION FEE DUE | PREV. PAID ISSUE FEE TOTAL FEE(S) DUE DATE DUE

nonprovisional SMALL $480 $0 $0 $480 02/12/2016

THE APPLICATION IDENTIFIED ABOVE HAS BEEN EXAMINED AND IS ALLOWED FOR ISSUANCE AS A PATENT.
PROSECUTION ON THE MERITS IS CLOSED. THIS NOTICE OF ALLOWANCE IS NOT A GRANT OF PATENT RIGHTS.
THIS APPLICATION IS SUBJECT TO WITHDRAWAL FROM ISSUE AT THE INITIATIVE OF THE OFFICE OR UPON
PETITION BY THE APPLICANT. SEE 37 CFR 1.313 AND MPEP 1308.

THE ISSUE FEE AND PUBLICATION FEE (IF REQUIRED) MUST BE PAID WITHIN THREE MONTHS FROM THE
MAILING DATE OF THIS NOTICE OR THIS APPLICATION SHALL BE REGARDED AS ABANDONED. THIS
STATUTORY PERIOD CANNOT BE EXTENDED. SEE 35 U.S.C. 151. THE ISSUE FEE DUE INDICATED ABOVE DOES
NOT REFLECT A CREDIT FOR ANY PREVIOUSLY PAID ISSUE FEE IN THIS APPLICATION. IF AN ISSUE FEE HAS
PREVIOUSLY BEEN PAID IN THIS APPLICATION (AS SHOWN ABOVE), THE RETURN OF PART B OF THIS FORM
WILL BE CONSIDERED A REQUEST TO REAPPLY THE PREVIOUSLY PAID ISSUE FEE TOWARD THE ISSUE FEE NOW
DUE.

HOW TO REPLY TO THIS NOTICE:

I. Review the ENTITY STATUS shown above. If the ENTITY STATUS is shown as SMALL or MICRO, verify whether entitlement to that
entity status still applies.

If the ENTITY STATUS is the same as shown above, pay the TOTAL FEE(S) DUE shown above.

If the ENTITY STATUS is changed from that shown above, on PART B - FEE(S) TRANSMITTAL, complete section number 5 titled
"Change in Entity Status (from status indicated above)".

For purposes of this notice, small entity fees are 1/2 the amount of undiscounted fees, and micro entity fees are 1/2 the amount of small entity
fees.

II. PART B - FEE(S) TRANSMITTAL, or its equivalent, must be completed and returned to the United States Patent and Trademark Office
(USPTO) with your ISSUE FEE and PUBLICATION FEE (if required). If you are charging the fee(s) to your deposit account, section "4b"
of Part B - Fee(s) Transmittal should be completed and an extra copy of the form should be submitted. If an equivalent of Part B is filed, a
request to reapply a previously paid issue fee must be clearly made, and delays in processing may occur due to the difficulty in recognizing
the paper as an equivalent of Part B.

III. All communications regarding this application must give the application number. Please direct all communications prior to issuance to
Mail Stop ISSUE FEE unless advised to the contrary.

IMPORTANT REMINDER: Utility patents issuing on applications filed on or after Dec. 12, 1980 may require payment of
maintenance fees. It is patentee's responsibility to ensure timely payment of maintenance fees when due.
Petitioner's Exhibit 1010
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PART

B - FEE(S) TRANSMITTAL

Complete and send this form, together with applicable fee(s), to: Mail Mail Stop ISSUE FEE

Commlssmner for Patents

P.O.Box 1

Alexandria, Virginia 22313-1450
or Fax (571)-273-2885

INSTRUCTIONS: This form should be used for transmitting the ISSUE FEE and PUBLICATION FEE (if required). Blocks 1 through 5 should be completed where
ppropriate. All further correspondence including the Patent, advance orders and notification of maintenance fees will be mailed to the current correspondence address as

1cated unless corrected below or directed otherwise in Block 1, by
malntenance fee notifications.

(a) specifying a new correspondence address; and/or (b) indicating a separate "FEE ADDRESS" for

Note: A certificate of mailing can only be used for domestic mailings of the
Fee(s) Transmittal. This certificate cannot be used for any other accompanying

CURRENT CORRESPONDENCE ADDRESS (Note: Use Block 1 for any change of address) Eapers. Each additional paper, such as an assignment or formal drawing, must

20686 7590 11/1212015
DORSEY & WHITNEY, LLP - Denver
INTELLECTUAL PROPERTY DEPARTMENT

ave its own certificate of mailing or transmission.

Certificate of Mailing or Transmission
I hereby certify that this Fee(s) Transmittal is being deposited with the United
States Postal Service with sufficient postage for first class mail in an envelope
addressed to the Mail Stop ISSUE FEE address above, or being facsimile
transmitted to the USPTO (571) 273-2885, on the date indicated below.

1400 Wewatta Street
Suite 400 (Depositor's name)
DENVER, CO 80202-5549 (Signature)
(Date)
APPLICATION NO. FILING DATE FIRST NAMED INVENTOR ATTORNEY DOCKET NO. CONFIRMATION NO.
14/137,313 12/20/2013 Benjamin McCloskey P201384.US.04 2449

TITLE OF INVENTION: Fatigue testing system for prosthetic devices

| APPLN. TYPE ENTITY STATUS | ISSUE FEE DUE | PUBLICATION FEE DUE | PREV. PAID ISSUE FEE TOTAL FEE(S) DUE DATE DUE
nonprovisional SMALL $480 $0 $0 $480 02/12/2016

| EXAMINER | ART UNIT | CLASS-SUBCLASS |

COTEY, PHILIP L. 2855 073-037000

1. Change of correspondence address or indication of "Fee Address" (37
CFR 1.363).

| Chan%e of correspondence address (or Change of Correspondence
Address form PTO/SB/122) attached.

[ "Eee Address" indication (or "Fee Address" Indication form
PTO/SB/47; Rev 03-02 or more recent) attached. Use of a Customer
Number is required.

2. For printing on the patent front page, list
1

(1) The names of up to 3 registered patent attorneys
or agents OR, alternatively,

(2) The name of a single firm (having as a member a 2

registered attorney or agent) and the names of up to
2 registered patent attorneys or agents. If no name is 3
listed, no name will be printed.

3. ASSIGNEE NAME AND RESIDENCE DATA TO BE PRINTED ON THE PATENT (print or type)

PLEASE NOTE: Unless an assignee is identified below, no assignee data will appear on the patent. If an assignee is identified below, the document has been filed for
recordation as set forth in 37 CFR 3.11. Completion of this form is NOT a substitute for filing an assignment.

(A) NAME OF ASSIGNEE

Please check the appropriate assignee category or categories (will not be

(B) RESIDENCE: (CITY and STATE OR COUNTRY)

printed on the patent) : [ ndividuat Corporation or other private group entity [ Government

4a. The following fee(s) are submitted:
[ Issue Fee
[ Publication Fee (No small entity discount permitted)
[ Advance Order - # of Copies

4b. Payment of Fee(s): (Please first reapply any previously paid issue fee shown above)
[ A check is enclosed.
| Payment by credit card. Form PTO-2038 is attached.

(1 The director is hereby authorized to charge the required fee(s), any deficiency, or credits any
overpayment, to Deposit Account Number (enclose an extra copy of this form).

5. Change in Entity Status (from status indicated above)
| Applicant certifying micro entity status. See 37 CFR 1.29

| Applicant asserting small entity status. See 37 CFR 1.27

| Applicant changing to regular undiscounted fee status.

NOTE: Absent a valid certification of Micro Entity Status (see forms PTO/SB/15A and 15B), issue
fee payment in the micro entity amount will not be accepted at the risk of application abandonment.

NOTE: If the application was previously under micro entity status, checking this box will be taken
to be a notification of loss of entitlement to micro entity status.

NOTE: Checking this box will be taken to be a notification of loss of entitlement to small or micro
entity status, as applicable.

NOTE: This form must be signed in accordance with 37 CEFR 1.31 and 1.

33. See 37 CFR 1.4 for signature requirements and certifications.

Authorized Signature

Date

Typed or printed name

Registration No.

Petitioner's Exhibit 1010
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UNITED STATES PATENT AND TRADEMARK OFFICE

UNITED STATES DEPARTMENT OF COMMERCE
United States Patent and Trademark Office
Address: COMMISSIONER FOR PATENTS

P.O. Box 1450

Alexandria, Virginia 22313-1450

WWW.Uspto.gov

| APPLICATION NO. | FILING DATE FIRST NAMED INVENTOR | ATTORNEY DOCKET NO. CONFIRMATION NO. |
14/137,313 12/20/2013 Benjamin McCloskey P201384.US.04 2449
| EXAMINER |
20686 7590 11/12/2015
DORSEY & WHITNEY, LLP - Denver COTEY, PHILIPL
INTELLECTUAL PROPERTY DEPARTMENT
1400 Wewatta Street | ART UNIT PAPER NUMBER |
Suite 400 2855

DENVER, CO 80202-5549
DATE MAILED: 11/12/2015

Determination of Patent Term Adjustment under 35 U.S.C. 154 (b)
(Applications filed on or after May 29, 2000)

The Office has discontinued providing a Patent Term Adjustment (PTA) calculation with the Notice of Allowance.

Section 1(h)(2) of the AIA Technical Corrections Act amended 35 U.S.C. 154(b)(3)(B)(i) to eliminate the
requirement that the Office provide a patent term adjustment determination with the notice of allowance. See
Revisions to Patent Term Adjustment, 78 Fed. Reg. 19416, 19417 (Apr. 1, 2013). Therefore, the Office is no longer
providing an initial patent term adjustment determination with the notice of allowance. The Office will continue to
provide a patent term adjustment determination with the Issue Notification Letter that is mailed to applicant
approximately three weeks prior to the issue date of the patent, and will include the patent term adjustment on the
patent. Any request for reconsideration of the patent term adjustment determination (or reinstatement of patent term
adjustment) should follow the process outlined in 37 CFR 1.705.

Any questions regarding the Patent Term Extension or Adjustment determination should be directed to the Office of
Patent Legal Administration at (571)-272-7702. Questions relating to issue and publication fee payments should be
directed to the Customer Service Center of the Office of Patent Publication at 1-(888)-786-0101 or (571)-272-4200.
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OMB Clearance and PRA Burden Statement for PTOL-85 Part B

The Paperwork Reduction Act (PRA) of 1995 requires Federal agencies to obtain Office of Management and
Budget approval before requesting most types of information from the public. When OMB approves an agency
request to collect information from the public, OMB (i) provides a valid OMB Control Number and expiration
date for the agency to display on the instrument that will be used to collect the information and (ii) requires the
agency to inform the public about the OMB Control Number’s legal significance in accordance with 5 CFR
1320.5(b).

The information collected by PTOL-85 Part B is required by 37 CFR 1.311. The information is required to obtain
or retain a benefit by the public which is to file (and by the USPTO to process) an application. Confidentiality is
governed by 35 U.S.C. 122 and 37 CFR 1.14. This collection is estimated to take 12 minutes to complete,
including gathering, preparing, and submitting the completed application form to the USPTO. Time will vary
depending upon the individual case. Any comments on the amount of time you require to complete this form
and/or suggestions for reducing this burden, should be sent to the Chief Information Officer, U.S. Patent and
Trademark Office, U.S. Department of Commerce, P.O. Box 1450, Alexandria, Virginia 22313-1450. DO NOT
SEND FEES OR COMPLETED FORMS TO THIS ADDRESS. SEND TO: Commissioner for Patents, P.O. Box
1450, Alexandria, Virginia 22313-1450. Under the Paperwork Reduction Act of 1995, no persons are required to
respond to a collection of information unless it displays a valid OMB control number.

Privacy Act Statement

The Privacy Act of 1974 (P.L. 93-579) requires that you be given certain information in connection with your
submission of the attached form related to a patent application or patent. Accordingly, pursuant to the
requirements of the Act, please be advised that: (1) the general authority for the collection of this information is
35 U.S.C. 2(b)(2); (2) furnishing of the information solicited is voluntary; and (3) the principal purpose for which
the information is used by the U.S. Patent and Trademark Office is to process and/or examine your submission
related to a patent application or patent. If you do not furnish the requested information, the U.S. Patent and
Trademark Office may not be able to process and/or examine your submission, which may result in termination of
proceedings or abandonment of the application or expiration of the patent.

The information provided by you in this form will be subject to the following routine uses:

1. The information on this form will be treated confidentially to the extent allowed under the Freedom of
Information Act (5 U.S.C. 552) and the Privacy Act (5 U.S.C 552a). Records from this system of records
may be disclosed to the Department of Justice to determine whether disclosure of these records is required
by the Freedom of Information Act.

2. A record from this system of records may be disclosed, as a routine use, in the course of presenting evidence
to a court, magistrate, or administrative tribunal, including disclosures to opposing counsel in the course of
settlement negotiations.

3. A record in this system of records may be disclosed, as a routine use, to a Member of Congress submitting a
request involving an individual, to whom the record pertains, when the individual has requested assistance
from the Member with respect to the subject matter of the record.

4. A record in this system of records may be disclosed, as a routine use, to a contractor of the Agency having
need for the information in order to perform a contract. Recipients of information shall be required to
comply with the requirements of the Privacy Act of 1974, as amended, pursuant to 5 U.S.C. 552a(m).

5. A record related to an International Application filed under the Patent Cooperation Treaty in this system of
records may be disclosed, as a routine use, to the International Bureau of the World Intellectual Property
Organization, pursuant to the Patent Cooperation Treaty.

6. A record in this system of records may be disclosed, as a routine use, to another federal agency for purposes
of National Security review (35 U.S.C. 181) and for review pursuant to the Atomic Energy Act (42 U.S.C.
218(c)).

7. A record from this system of records may be disclosed, as a routine use, to the Administrator, General
Services, or his/her designee, during an inspection of records conducted by GSA as part of that agency's
responsibility to recommend improvements in records management practices and programs, under authority
of 44 U.S.C. 2904 and 2906. Such disclosure shall be made in accordance with the GSA regulations
governing inspection of records for this purpose, and any other relevant (i.e., GSA or Commerce) directive.
Such disclosure shall not be used to make determinations about individuals.

8. A record from this system of records may be disclosed, as a routine use, to the public after either publication
of the application pursuant to 35 U.S.C. 122(b) or issuance of a patent pursuant to 35 U.S.C. 151. Further, a
record may be disclosed, subject to the limitations of 37 CFR 1.14, as a routine use, to the public if the
record was filed in an application which became abandoned or in which the proceedings were terminated
and which application is referenced by either a published application, an application open to public
inspection or an issued patent.

9. A record from this system of records may be disclosed, as a routine use, to aPRéddeaneSiatt,xdtbotal 0%
enforcement agency, if the USPTO becomes aware of a violation or potential violation ®f sy pRiegwamgnC
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Application No. Applicant(s)
14/137,313 MCCLOSKEY ET AL.
. oy [ i AlA (First Inventor to
Notice of Allowability Eﬁﬂ];nggmv ggg"“ File) Status
No

-- The MAILING DATE of this communication appears on the cover sheet with the correspondence address--
All claims being allowable, PROSECUTION ON THE MERITS IS (OR REMAINS) CLOSED in this application. If not included
herewith (or previously mailed), a Notice of Allowance (PTOL-85) or other appropriate communication will be mailed in due course. THIS
NOTICE OF ALLOWABILITY IS NOT A GRANT OF PATENT RIGHTS. This application is subject to withdrawal from issue at the initiative
of the Office or upon petition by the applicant. See 37 CFR 1.313 and MPEP 1308.

1. X This communication is responsive to the submission of 10/15/2015.
Oa declaration(s)/affidavit(s) under 37 CFR 1.130(b) was/were filed on

2. [J An election was made by the applicant in response to a restriction requirement set forth during the interview on ; the restriction
requirement and election have been incorporated into this action.

3. X The allowed claim(s) is/are 8-20. As a result of the allowed claim(s), you may be eligible to benefit from the Patent Prosecution
Highway program at a participating intellectual property office for the corresponding application. For more information, please see
hitp:/fwww.usplo.gov/patents/init_events/pph/index.jsp or send an inquiry to PPHisedback@usplo.gov .

4. [J Acknowledgment is made of a claim for foreign priority under 35 U.S.C. § 119(a)-(d) or (f).
Certified copies:

a)[J Al b)[J Some *c)[] None of the:
1. [ Certified copies of the priority documents have been received.
2. [ Certified copies of the priority documents have been received in Application No.
3. [] Copies of the certified copies of the priority documents have been received in this national stage application from the

International Bureau (PCT Rule 17.2(a)).
* Certified copies not received: __

Applicant has THREE MONTHS FROM THE “MAILING DATE” of this communication to file a reply complying with the requirements
noted below. Failure to timely comply will result in ABANDONMENT of this application.
THIS THREE-MONTH PERIOD IS NOT EXTENDABLE.

5. [J CORRECTED DRAWINGS ( as “replacement sheets”) must be submitted.

[0 including changes required by the attached Examiner's Amendment / Comment or in the Office action of
Paper No./Mail Date .

Identifying indicia such as the application number (see 37 CFR 1.84(c)) should be written on the drawings in the front (not the back) of
each sheet. Replacement sheet(s) should be labeled as such in the header according to 37 CFR 1.121(d).

6. [] DEPOSIT OF and/or INFORMATION about the deposit of BIOLOGICAL MATERIAL must be submitted. Note the
attached Examiner's comment regarding REQUIREMENT FOR THE DEPOSIT OF BIOLOGICAL MATERIAL.

Attachment(s)

1. X Notice of References Cited (PTO-892) 5. [X] Examiner's Amendment/Comment

2. X Information Disclosure Statements (PTO/SB/08), 6. [X] Examiner's Statement of Reasons for Allowance
Paper No./Mail Date See Continuation Sheet

3. [ Examiner's Comment Regarding Requirement for Deposit 7. [ Other .

of Biological Material
4. [ Interview Summary (PTO-413),
Paper No./Mail Date 20151029 .

/PHILIP COTEY/
Examiner, Art Unit 2855

U.S. Patent and Trademark Office
PTOL-37 (Rev. 08-13) Notice of Allowability Part of Paper No./Mail Date 20151029
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Continuation Sheet (PTOL-37) Application No. 14/137,313

Continuation of Attachment(s) 2. Information Disclosure Statements (PTO/SB/08), Paper No./Mail Date: 05/30/2014; 01/22/2015.
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Application/Control Number: 14/137,313 Page 2
Art Unit: 2855

DETAILED ACTION
EXAMINER’S AMENDMENT

An examiner’s amendment to the record appears below. Should the changes and/or
additions be unacceptable to applicant, an amendment may be filed as provided by 37 CFR
1.312. To ensure consideration of such an amendment, it MUST be submitted no later than the
payment of the issue fee.

Authorization for this examiner’s amendment was given by Brad Hattenbach (Reg. No.
42,642) on the 29" and 30" of OCT 2015.

The application has been amended as follows:

- Claim 8 now reads:

8. (Currently Amended) A device for accelerated cyclic testing of a valved
prosthetic device comprising
a pressure source configured to drive a test system fluid cyclically within the device
above a normal physiological rate, at an accelerated pulsed rate of greater than 200 beats per
minute within the device; and
a pressurizable test chamber for containing the test system fluid and further comprising
a fluid distribution chamber positioned on a first side of the valved prosthetic
device and in fluid communication with the pressure source;
a fluid return chamber positioned on a second side of the valved prosthetic
device;

a fluid return conduit both structurally and fluid[i]ly connecting the fluid

Petitioner's Exhibit 1010
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Application/Control Number: 14/137,313 Page 3
Art Unit: 2855

distribution chamber to the fluid return chamber; and

an excess volume area capable of operating at the accelerated pulsed rate,

wherein the excess volume area is in fluid communication with the fluid return chamber

providing a volume for storing a volume of a test system fluid when the test system fluid is under

compression.

Allowable Subject Matter

Claims 8-20 are allowed.

The following is an examiner’s statement of reasons for allowance:

The best prior art of record Pickard et al. (US 4,682,491) and Swanson et al. (US
4,546,642), fail to specifically teach the invention as claimed. The specific limitation of an
accelerated cyclic testing device with an excess volume area capable of operating at the
accelerated pulsed rate of greater than 200 beats per minute in independent claim 8 when
combined with the limitations of the chambers around the prosthetic device also in independent
claim 8 distinguish the present invention from the combined prior art.

Hence the prior art of record fails to teach the invention as set forth in claims 8-20. The
examiner cannot find specific teaching of the invention, nor reasons within the cited art to
combine the elements of these references other than applicant’s own reasoning to fully

encompass the current pending claims.

Petitioner's Exhibit 1010
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Application/Control Number: 14/137,313 Page 4
Art Unit: 2855

Any comments considered necessary by applicant must be submitted no later than the
payment of the issue fee and, to avoid processing delays, should preferably accompany the issue
fee. Such submissions should be clearly labeled “Comments on Statement of Reasons for

Allowance.”

Conclusion
The prior art made of record and not relied upon is considered pertinent to applicant's

disclosure. See PTO-892.

Any inquiry concerning this communication or earlier communications from the
examiner should be directed to PHILIP COTEY whose telephone number is (571)270-1029. The
examiner can normally be reached on Monday-Friday 8:00AM to 5:00PM.

If attempts to reach the examiner by telephone are unsuccessful, the examiner’s
supervisor, Lisa Caputo can be reached on (571) 272-2388. The fax phone number for the
organization where this application or proceeding is assigned is 571-273-8300.

Information regarding the status of an application may be obtained from the Patent
Application Information Retrieval (PAIR) system. Status information for published applications
may be obtained from either Private PAIR or Public PAIR. Status information for unpublished
applications is available through Private PAIR only. For more information about the PAIR
system, see http://pair-direct.uspto.gov. Should you have questions on access to the Private PAIR
system, contact the Electronic Business Center (EBC) at §66-217-9197 (toll-free). If you would
like assistance from a USPTO Customer Service Representative or access to the automated
information system, call 800-786-9199 (IN USA OR CANADA) or 571-272-1000.

/Philip Cotey/
Examiner, Art Unit 2855
/LISA CAPUTO/

Supervisory Patent Examiner, Art Unit 2855

Petitioner's Exhibit 1010
VIVITRO v. BDC
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Application No. Applicant(s)

. -, , 14/137,313 MCCLOSKEY ET AL.
Examiner-Initiated Interview Summary i i
Examiner Art Unit
PHILIP COTEY 2855

All participants (applicant, applicant’s representative, PTO personnel):

(1) PHILIP COTEY. (3)BRAD HATTENBACH (42.642).

(2) SPE LISA CAPUTO. (4)CRAIG WEINBERG.

Date of Interview: 29 October 2015.

Type: [X Telephonic [ Video Conference
[ Personal [copy given to: [] applicant [ applicant’s representative]

Exhibit shown or demonstration conducted: [] Yes X No.
If Yes, brief description:
Issues Discussed []101 []112 []102 [J103 [XlOthers
(For each of the checked box(es) above, please describe below the issue and detailed description of the discussion)

Claim(s) discussed: 8.

Identification of prior art discussed: Pickard (US 4,682,491) and Swanson (US 4,546.642).

Substance of Interview
(For each issue discussed, provide a detailed description and indicate if agreement was reached. Some topics may include: identification or clarification of a
reference or a portion thereof, claim interpretation, proposed amendments, arguments of any applied references etc...)

We discussed differences between accelerated and non-accelerated prosthetic device testers. We also discussed the
limits of non-accelerated compliance chambers as they relate to the claimed excess volume area. The interview
seemed very beneficial and general agreement was reached as to clarification of the claims and amendments which
could lead to allowable subject matter.

Applicant recordation instructions: It is not necessary for applicant to provide a separate record of the substance of interview.

Examiner recordation instructions: Examiners must summarize the substance of any interview of record. A complete and proper recordation of
the substance of an interview should include the items listed in MPEP 713.04 for complete and proper recordation including the identification of the
general thrust of each argument or issue discussed, a general indication of any other pertinent matters discussed regarding patentability and the
general results or outcome of the interview, to include an indication as to whether or not agreement was reached on the issues raised.

] Attachment

/PHILIP COTEY/ /LISA CAPUTO/

Examiner, Art Unit 2855 Supervisory Patent Examiner, Art Unit 2855
U.S. Patent and Trademark Office PCU iiUIlCI 'b EXhibiL 1 O 1 O
PTOL-413B (Rev. 8/11/2010) Interview Summary VIVITRI@psr m151029
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