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2.0 Applicant asserts small entity status. 10. D Assignment Papers 

See 37 CFR 1.27 (cover sheet & document(s)) 

3. □ Applicant certifies micro entity status. See 37 CFR 1.29. 
Name of Assignee 

Applicant must attach form PTO/SB/15A or B or equivalent. 

4.0 Specification [Toto/ Pages 25 l 11.D 37 CFR 3.73(c) Statement 0 Power of Attorney 
Both the claims and abstract must start on a new page. (when there is an assignee) 

(See MPEP § 608.01/a) for information on the preferred arrangement) 12. □ English Translation Document 
5.0 Drawing(s) (35 U.S.C. 113) [Toto/ Sheets 9 l (if applicable) 

6. Inventor's Oath or Declaration [Toto/ Pages 3 l 13. □ Information Disclosure Statement 
(including substitute statements under 37 CFR 1. 64 and assignments (PTO/SB/08 or PT0-1449) 
serving as an oath or declaration under 37 CFR 1. 63/e)) D Copies of citations attached 
a. D Newly executed (original or copy) 14. □ Preliminary Amendment 
b. 0 A copy from a prior application (37 CFR 1.63(d)) 15. □ Return Receipt Postcard 

7.0 Application Data Sheet * See note below. (MPEP § 503) (Should be specifically itemized) 
See 37 CFR 1.76 (PTO/AIA/14 or equivalent) 16. □ Certified Copy of Priority Document(s) 

8. CD-ROM or CD-R (if foreign priority is claimed) 
in duplicate, large table, or Computer Program (Appendix) 17. □ Nonpublication Request 

□ Landscape Table on CD Under 35 U.S.C. 122(b)(2)(B)(i). Applicant must attach form PTO/SB/35 

9. Nucleotide and/or Amino Acid Sequence Submission 
or equivalent. 

(if opplicob/e, items o. - c. ore required) 18.0 Other: Form PTO/SB/424 

a. D Computer Readable Form (CRF) 

b. D Specification Sequence Listing on: 

i. D CD-ROM or CD-R (2 copies); or 

ii.D Paper 

c. D Statements verifying identity of above copies 

*Note: (1) Benefit claims under 37 CFR 1. 78 and foreign priority claims under 1.55 must be included in an Application Data Sheet (ADS). 
(2) For applications filed under 35 U.S.C. 111, the application must contain an ADS specifying the applicant if the applicant is an 

assignee, person to whom the inventor is under an obligation to assign, or person who otherwise shows sufficient proprietary 
interest in the matter. See 37 CFR 1.46(b). 

19. CORRESPONDENCE ADDRESS 

0 The address associated with Customer Number: 20686 OR □ Correspondence address below 

Name 

Address 

City I State I I Zip Code 

Country I Telephone I I Email 

Signature /Brad J. Hattenbach/ Date 2014-10-24 
Name Brad J. Hattenbach Registration No. 42642 (Print/Type) (Attorney/Agent) 

This collection of information is required by 37 CFR 1.53(b). The information is required to obtain or retain a benefit by the public which is to file (and by the USPTO 
to process) an application. Confidentiality is governed by 35 U.S.C. 122 and 37 CFR 1.11 and 1.14. This collection is estimated to take 12 minutes to complete, 
including gathering, preparing, and submitting the completed application form to the USPTO. Time will vary depending upon the individual case. Any comments on 
the amount of time you require to complete this form and/or suggestions for reducing this burden, should be sent to the Chief Information Officer, U.S. Patent and 
Trademark Office, U.S. Department of Commerce, P.O. Box 1450, Alexandria, VA 22313-1450. DO NOT SEND FEES OR COMPLETED FORMS TO THIS ADDRESS. SEND 
TO: Commissioner for Patents, P.O. Box 1450, Alexandria, VA 22313-1450. 

If you need assistance in completing the form, ca/11-800-PTO-9199 and select option 2. 
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Privacy Act Statement 

The Privacy Act of 1974 (P.L. 93-579) requires that you be given certain information in connection with your 
submission of the attached form related to a patent application or patent. Accordingly, pursuant to the 
requirements of the Act, please be advised that: (1) the general authority for the collection of this information is 
35 U.S.C. 2(b)(2); (2) furnishing of the information solicited is voluntary; and (3) the principal purpose for which 
the information is used by the U.S. Patent and Trademark Office is to process and/or examine your submission 
related to a patent application or patent. If you do not furnish the requested information, the U.S. Patent and 
Trademark Office may not be able to process and/or examine your submission, which may result in termination 
of proceedings or abandonment of the application or expiration of the patent. 

The information provided by you in this form will be subject to the following routine uses: 

1. The information on this form will be treated confidentially to the extent allowed under the Freedom of 
Information Act (5 U.S.C. 552) and the Privacy Act (5 U.S.C 552a). Records from this system of 
records may be disclosed to the Department of Justice to determine whether disclosure of these 
records is required by the Freedom of Information Act. 

2. A record from this system of records may be disclosed, as a routine use, in the course of presenting 
evidence to a court, magistrate, or administrative tribunal, including disclosures to opposing counsel in 
the course of settlement negotiations. 

3. A record in this system of records may be disclosed, as a routine use, to a Member of Congress 
submitting a request involving an individual, to whom the record pertains, when the individual has 
requested assistance from the Member with respect to the subject matter of the record. 

4. A record in this system of records may be disclosed, as a routine use, to a contractor of the Agency 
having need for the information in order to perform a contract. Recipients of information shall be 
required to comply with the requirements of the Privacy Act of 1974, as amended, pursuant to 5 U.S.C. 
552a(m). 

5. A record related to an International Application filed under the Patent Cooperation Treaty in this 
system of records may be disclosed, as a routine use, to the International Bureau of the World 
Intellectual Property Organization, pursuant to the Patent Cooperation Treaty. 

6. A record in this system of records may be disclosed, as a routine use, to another federal agency for 
purposes of National Security review (35 U.S.C. 181) and for review pursuant to the Atomic Energy Act 
(42 U.S.C. 218(c)). 

7. A record from this system of records may be disclosed, as a routine use, to the Administrator, General 
Services, or his/her designee, during an inspection of records conducted by GSA as part of that 
agency's responsibility to recommend improvements in records management practices and programs, 
under authority of 44 U.S.C. 2904 and 2906. Such disclosure shall be made in accordance with the 
GSA regulations governing inspection of records for this purpose, and any other relevant (i.e., GSA or 
Commerce) directive. Such disclosure shall not be used to make determinations about individuals. 

8. A record from this system of records may be disclosed, as a routine use, to the public after either 
publication of the application pursuant to 35 U.S.C. 122(b) or issuance of a patent pursuant to 35 
U .S.C. 151. Further, a record may be disclosed, subject to the limitations of 37 CFR 1.14, as a routine 
use, to the public if the record was filed in an application which became abandoned or in which the 
proceedings were terminated and which application is referenced by either a published application, an 
application open to public inspection or an issued patent. 

9. A record from this system of records may be disclosed, as a routine use, to a Federal, State, or local 
law enforcement agency, if the USPTO becomes aware of a violation or potential violation of law or 
regulation. 
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PTO/AIN14 (11-13) 
Approved for use through 01/31/2014. 0MB 0651-0032 

U.S. Patent and Trademark Office; U.S. DEPARTMENT OF COMMERCE 

Under the Paperwork Reduction Act of 1995, no persons are required to respond to a collection of information unless it contains a valid 0MB control number. 

Attorney Docket Number P201384.US.05 
Application Data Sheet 37 CFR 1.76 

Application Number 

Title of Invention Fatigue testing system for prosthetic devices 

The application data sheet is part of the provisional or nonprovisional application for which it is being submitted. The following form contains the 
bibliographic data arranged in a format specified by the United States Patent and Trademark Office as outlined in 37 CFR 1.76. 
This document may be completed electronically and submitted to the Office in electronic format using the Electronic Filing System (EFS) or the 
document may be printed and included in a paper filed application. 

Secrecy Order 37 CFR 5.2 
D Portions or all of the application associated with this Application Data Sheet may fall under a Secrecy Order pursuant to 

37 CFR 5.2 (Paper filers only. Applications that fall under Secrecy Order may not be filed electronically.) 

Inventor Information: 

Inventor 1 I Remove I 
Legal Name 

Prefix Given Name Middle Name Family Name Suffix 

Benjamin Mccloskey 

Residence Information (Select One) (!) US Residency 0 Non US Residency 0 Active US Military Service 

City Evergreen I State/Province I co I Country of Residence i I US 

Mailing Address of Inventor: 

Address 1 29726 Bronco Road 

Address 2 

City I Evergreen I State/Province I co 

Postal Code 1 80439 I Country i 1 us 

Inventor 2 I Remove I 
Legal Name 

Prefix Given Name Middle Name Family Name Suffix 

Craig Weinberg 

Residence Information (Select One) (!) US Residency 0 Non US Residency 0 Active US Military Service 

City Denver I State/Province I co I Country of Residence i I US 

Mailing Address of Inventor: 

Address 1 4132 Decatur Street 

Address 2 

City I Denver I State/Province I co 

Postal Code I 80211 I Country i I us 

Inventor 3 I Remove I 
Legal Name 

Prefix Given Name Middle Name Family Name Suffix 

Steven Weinberg 

Residence Information (Select One) (!) US Residency 0 Non US Residency 0 Active US Military Service 
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Approved for use through 01/31/2014. 0MB 0651-0032 

U.S. Patent and Trademark Office; U.S. DEPARTMENT OF COMMERCE 
Under the Paperwork Reduction Act of 1995, no persons are required to respond to a collection of information unless it contains a valid 0MB control number. 

Attorney Docket Number P201384.US.05 
Application Data Sheet 37 CFR 1.76 

Application Number 

Title of Invention Fatigue testing system for prosthetic devices 

City I League City I State/Province I TX I Country of Residence i I US 

Mailing Address of Inventor: 

Address 1 916 Davis Road 

Address 2 

City I League City I State/Province I TX 

Postal Code I 77573 I Country i 1 us 
All Inventors Must Be Listed - Additional Inventor Information blocks may be 
generated within this form by selecting the Add button. I Add I 

Correspondence Information: 
Enter either Customer Number or complete the Correspondence Information section below. 
For further information see 37 CFR 1.33(a). 

D An Address is being provided for the correspondence Information of this application. 

Customer Number 20686 

Email Address docketing-dv@dorsey.com I I Add Email I !Remove Emaill 

Application Information: 

Title of the Invention Fatigue testing system for prosthetic devices 

Attorney Docket Number P201384.US.05 I Small Entity Status Claimed ~ 
Application Type Nonprovisional 

Subject Matter Utility 

Total Number of Drawing Sheets (if any) I 9 I Suggested Figure for Publication (if any) I 3 

Publication Information: 
D Request Early Publication (Fee required at time of Request 37 CFR 1.219) 

Request Not to Publish. I hereby request that the attached application not be published under 

D 35 U.S.C. 122(b) and certify that the invention disclosed in the attached application has not and will not be the 
subject of an application filed in another country, or under a multilateral international agreement, that requires 
publication at eighteen months after filing. 

Representative Information: 

Representative information should be provided for all practitioners having a power of attorney in the application. Providing 
this information in the Application Data Sheet does not constitute a power of attorney in the application (see 37 CFR 1.32). 
Either enter Customer Number or complete the Representative Name section below. If both sections are completed the customer 
Number will be used for the Representative Information during processing. 

Please Select One: I@ Customer Number I O US Patent Practitioner 10 Limited Recognition (37 CFR 11.9) 
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Approved for use through 01/31/2014. 0MB 0651-0032 

U.S. Patent and Trademark Office; U.S. DEPARTMENT OF COMMERCE 
Under the Paperwork Reduction Act of 1995, no persons are required to respond to a collection of information unless it contains a valid 0MB control number. 

Attorney Docket Number P201384.US.05 
Application Data Sheet 37 CFR 1.76 

Application Number 

Title of Invention Fatigue testing system for prosthetic devices 

Customer Number 20686 

Domestic Benefit/National Stage Information: 
This section allows for the applicant to either claim benefit under 35 U.S.C. 119(e), 120, 121, or 365(c) or indicate National Stage 
entry from a PCT application. Providing this information in the application data sheet constitutes the specific reference required 
by 35 U.S.C. 119(e) or 120, and 37 CFR 1.78. 
When referring to the current application, please leave the application number blank. 

Prior Application Status I Remove I 
Application Number Continuity Type Prior Application Number Filing Date (YYYY-MM-DD) 

Continuation of 14137313 2013-12-20 

Prior Application Status Pending I Remove I 
Application Number Continuity Type Prior Application Number Filing Date (YYYY-MM-DD) 

14137313 Continuation of 12718316 2010-03-05 

Prior Application Status I Remove I 
Application Number Continuity Type Prior Application Number Filing Date (YYYY-MM-DD) 

12718316 Claims benefit of provisional 61158185 2009-03-06 

Additional Domestic Benefit/National Stage Data may be generated within this form I Add I by selecting the Add button. 

Foreign Priority Information: 

This section allows for the applicant to claim priority to a foreign application. Providing this information in the application data sheet 

constitutes the claim for priority as required by 35 U.S.C. 119(b) and 37 CFR 1.55(d). When priority is claimed to a foreign application 
that is eligible for retrieval under the priority document exchange program (POX) ithe information will be used by the Office to 

automatically attempt retrieval pursuant to 37 CFR 1.55(h)(1) and (2). Under the POX program, applicant bears the ultimate 

responsibility for ensuring that a copy of the foreign application is received by the Office from the participating foreign intellectual 

property office, or a certified copy of the foreign priority application is filed, within the lime period specified in 37 CFR 1.55(g)(1 ). 

I Remove I 

Application Number Country i Filing Date (YYYY-MM-DD) Access Codei (if applicable) 

Additional Foreign Priority Data may be generated within this form by selecting the 
Add button. I Add I 

EFS Web 2.2.9 Page 5 of 70

Petitioner's Exhibit 1011 
VIVITRO v. BDC 

IPR2024-00320



PTO/AIN14 (11-13) 
Approved for use through 01/31/2014. 0MB 0651-0032 

U.S. Patent and Trademark Office; U.S. DEPARTMENT OF COMMERCE 
Under the Paperwork Reduction Act of 1995, no persons are required to respond to a collection of information unless it contains a valid 0MB control number. 

Attorney Docket Number P201384.US.05 
Application Data Sheet 37 CFR 1.76 

Application Number 

Title of Invention Fatigue testing system for prosthetic devices 

Statement under 37 CFR 1.55 or 1. 78 for AIA (First Inventor to File) Transition 
Applications 

This application (1) claims priority to or the benefit of an application filed before March 16, 2013 and (2) also 
contains, or contained at any time, a claim to a claimed invention that has an effective filing date on or after March 

□ 16, 2013. 
NOTE: By providing this statement under 37 CFR 1.55 or 1.78, this application, with a filing date on or after March 
16, 2013, will be examined under the first inventor to file provisions of the AIA. 

Authorization to Permit Access: 

~ Authorization to Permit Access to the Instant Application by the Participating Offices 

If checked, the undersigned hereby grants the USPTO authority to provide the European Patent Office (EPO), 
the Japan Patent Office (JPO), the Korean Intellectual Property Office (KIPO), the World Intellectual Property Office (WIPO), 
and any other intellectual property offices in which a foreign application claiming priority to the instant patent application 
is filed access to the instant patent application. See 37 CFR 1.14(c) and (h). This box should not be checked if the applicant 
does not wish the EPO, JPO, KIPO, WIPO, or other intellectual property office in which a foreign application claiming priority 
to the instant patent application is filed to have access to the instant patent application. 

In accordance with 37 CFR 1.14(h)(3), access will be provided to a copy of the instant patent application with respect 
to: 1) the instant patent application-as-filed; 2) any foreign application to which the instant patent application 
claims priority under 35 U.S.C. 119(a)-(d) if a copy of the foreign application that satisfies the certified copy requirement of 
37 CFR 1.55 has been filed in the instant patent application; and 3) any U.S. application-as-filed from which benefit is 
sought in the instant patent application. 

In accordance with 37 CFR 1.14(c), access may be provided to information concerning the dale offiling this Authorization. 

Applicant Information: 

Providing assignment information in this section does not substitute for compliance with any requirement of part 3 of Title 37 of CFR 
to have an assignment recorded by the Office. 
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PTO/AIN14 (11-13) 
Approved for use through 01/31/2014. 0MB 0651-0032 

U.S. Patent and Trademark Office; U.S. DEPARTMENT OF COMMERCE 
Under the Paperwork Reduction Act of 1995, no persons are required to respond to a collection of information unless it contains a valid 0MB control number. 

Attorney Docket Number P201384.US.05 
Application Data Sheet 37 CFR 1.76 

Application Number 

Title of Invention Fatigue testing system for prosthetic devices 

Applicant 1 I Remove I 
If the applicant is the inventor (or the remaining joint inventor or inventors under 37 CFR 1.45), this section should not be completed. 
The information to be provided in this section is the name and address of the legal representative who is the applicant under 37 CFR 
1.43; or the name and address of the assignee, person to whom the inventor is under an obligation to assign the invention, or person 
who otherwise shows sufficient proprietary interest in the matter who is the applicant under 37 CFR 1.46. If the applicant is an 
applicant under 37 CFR 1.46 (assignee, person to whom the inventor is obligated to assign, or person who otherwise shows sufficient 
proprietary interest) together with one or more joint inventors, then the joint inventor or inventors who are also the applicant should be 
identified in this section. 

I I Clear 

® Assignee lo Legal Representative under 35 U.S.C. 117 lo Joint Inventor 

0 Person to whom the inventor is obligated to assign. lo Person who shows sufficient proprietary interest 

If applicant is the legal representative, indicate the authority to file the patent application, the inventor is: 

I 
Name of the Deceased or Legally Incapacitated Inventor : I 

If the Applicant is an Organization check here. ~ 
Organization Name I Biomedical Device Consultants and Laboratories of Colorado, LLC 

Mailing Address Information: 

Address 1 4060 Youngfield Street 

Address 2 

City Wheat Ridge State/Province co 

Country ii us Postal Code 80033 

Phone Number Fax Number 

Email Address 

Additional Applicant Data may be generated within this form by selecting the Add button. I Add I 

Assignee Information including Non-Applicant Assignee Information: 

Providing assignment information in this section does not subsitute for compliance with any requirement of part 3 of Tille 37 of CFR to 
have an assignment recorded by the Office. 

Assignee 1 

Complete this section if assignee information, including non-applicant assignee information, is desired to be included on the patent 
application publication . An assignee-applicant identified in the "Applicant Information" section will appear on the patent application 
publication as an applicant. For an assignee-applicant, complete this section only if identification as an assignee is also desired on the 
patent application publication. 

I Remove I 
If the Assignee or Non-Applicant Assignee is an Organization check here. □ 
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PTO/AIN14 (11-13) 
Approved for use through 01/31/2014. 0MB 0651-0032 

U.S. Patent and Trademark Office; U.S. DEPARTMENT OF COMMERCE 
Under the Paperwork Reduction Act of 1995, no persons are required to respond to a collection of information unless it contains a valid 0MB control number. 

Attorney Docket Number P201384.US.05 
Application Data Sheet 37 CFR 1.76 

Application Number 

Title of Invention Fatigue testing system for prosthetic devices 

Prefix Given Name Middle Name Family Name Suffix 

Mailing Address Information For Assignee including Non-Applicant Assignee: 

Address 1 

Address 2 

City I State/Province 

Country i I Postal Code 

Phone Number Fax Number 

Email Address 

Additional Assignee or Non-Applicant Assignee Data may be generated within this form by 
selecting the Add button. I Add I 

Signature: Remove 

NOTE: This form must be signed in accordance with 37 CFR 1.33. See 37 CFR 1.4 for signature requirements and 
certifications 

Signature /Brad J_ Hattenbach/ Date (YYYY-MM-DD) 2014-10-24 

First Name Brad I Last Name I Hattenbach Registration Number 42642 

Additional Signature may be generated within this form by selecting the Add button. I Add I 

This collection of information is required by 37 CFR 1.76. The information is required to obtain or retain a benefit by the public which 
is to file (and by the USPTO to process) an application. Confidentiality is governed by 35 U.S.C. 122 and 37 CFR 1.14. This 
collection is estimated to take 23 minutes to complete, including gathering, preparing, and submitting the completed application data 
sheet form to the USPTO. Time will vary depending upon the individual case. Any comments on the amount of lime you require to 
complete this form and/or suggestions for reducing this burden, should be sent to the Chief Information Officer, U.S. Patent and 
Trademark Office, U.S. Department of Commerce, P.O. Box 1450, Alexandria, VA 22313-1450. DO NOT SEND FEES OR 
COMPLETED FORMS TO THIS ADDRESS. SEND TO: Commissioner for Patents, P.O. Box 1450, Alexandria, VA 22313-1450. 
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Privacy Act Statement 

The Privacy Act of 1974 (P .L. 93-579) requires that you be given certain information in connection with your submission of the attached form related to 
a patent application or patent. Accordingly, pursuant to the requirements of the Act, please be advised that: (1) the general authority for the collection 
of this information is 35 U.S.C. 2(b)(2); (2) furnishing of the information solicited is voluntary; and (3) the principal purpose for which the information is 
used by the U.S. Patent and Trademark Office is to process and/or examine your submission related to a patent application or patent. If you do not 
furnish the requested information, the U.S. Patent and Trademark Office may not be able to process and/or examine your submission, which may 
result in termination of proceedings or abandonment of the application or expiration of the patent. 

The information provided by you in this form will be subject to the following routine uses: 

1. The information on this form will be treated confidentially to the extent allowed under the Freedom of Information Act (5 U.S.C. 552) 
and the Privacy Act (5 U.S.C. 552a). Records from this system of records may be disclosed to the Department of Justice to determine 
whether the Freedom of Information Act requires disclosure of these records. 

2. A record from this system of records may be disclosed, as a routine use, in the course of presenting evidence to a court, magistrate, or 
administrative tribunal, including disclosures to opposing counsel in the course of settlement negotiations. 

3. A record in this system of records may be disclosed, as a routine use, to a Member of Congress submitting a request involving an 
individual, to whom the record pertains, when the individual has requested assistance from the Member with respect to the subject matter of 
the record. 

4. A record in this system of records may be disclosed, as a routine use, to a contractor of the Agency having need for the information in 
order to perform a contract. Recipients of information shall be required to comply with the requirements of the Privacy Act of 1974, as 
amended, pursuant to 5 U.S.C. 552a(m). 

5. A record related to an International Application filed under the Patent Cooperation Treaty in this system of records may be disclosed, 
as a routine use, to the International Bureau of the World Intellectual Property Organization, pursuant to the Patent Cooperation Treaty. 

6. A record in this system of records may be disclosed, as a routine use, to another federal agency for purposes of National Security 
review (35 U.S.C. 181) and for review pursuant to the Atomic Energy Act (42 U.S.C. 218(c)). 

7. A record from this system of records may be disclosed, as a routine use, to the Administrator, General Services, or his/her designee, 
during an inspection of records conducted by GSA as part of that agency's responsibility to recommend improvements in records 
management practices and programs, under authority of 44 U.S.C. 2904 and 2906. Such disclosure shall be made in accordance with the 
GSA regulations governing inspection of records for this purpose, and any other relevant (i.e., GSA or Commerce) directive. Such 
disclosure shall not be used to make determinations about individuals. 

8. A record from this system of records may be disclosed, as a routine use, to the public after either publication of the application pursuan 
to 35 U.S.C. 122(b) or issuance of a patent pursuant to 35 U.S.C. 151. Further, a record may be disclosed, subject to the limitations of 37 
CFR 1.14, as a routine use, to the public if the record was filed in an application which became abandoned or in which the proceedings were 
terminated and which application is referenced by either a published application, an application open to public inspections or an issued 
patent. 

9. A record from this system of records may be disclosed, as a routine use, to a Federal, State, or local law enforcement agency, if the 
USPTO becomes aware of a violation or potential violation of law or regulation. 
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TITLE 

Fatigue testing system for prosthetic devices 

INVENTORS 

Benjamin Mccloskey of Evergreen, Colorado 

Craig Weinberg of Denver, Colorado 

Steven Weinberg of League City, Texas 

CROSS REFERENCE TO RELATED APPLICATIONS 

Attorney Docket No. P201384.US.05 

[0001] This application is a continuation of U.S. application no. 14/137,313 filed 20 

December 2013 entitled "Fatigue testing system for prosthetic devices," which is a 

continuation of U.S. application no. 12/718,316 filed 5 March 2010 entitled "Fatigue testing 

system for prosthetic devices," which claims the benefit of priority pursuant to 35 U.S.C. 

§ 119(e) of U.S. provisional application no. 61/158, 185 filed 6 March 2009 entitled 

"Apparatus and method for fatigue testing of prosthetic valves," which are hereby 

incorporated herein by reference in their entirety. 

TECHNICAL FIELD 

[0002] The technology described herein relates to systems and methods for fatigue 

testing of prosthetic devices, in particular, but not limited to, prosthetic vascular and heart 

valves, under simulated physiological loading conditions and high-cycle applications. 

BACKGROUND 

[0003] Prior prosthetic valve testing apparatus and methods typically use a traditional 

rotary motor coupled with mechanisms to produce regular sinusoidal time varying pressure 

field conditions. To accurately simulate physiologic conditions and/or produce a more 

desirable test condition, especially at accelerated testing speeds, a non-sinusoidal time 

dependent pressure field may be desired. This is not easily accomplished with a 

mechanistic approach. Furthermore, current systems employ a flexible metallic bellows or 

conventional piston and cylinder as drive members to provide the pressure actuation. 

Flexible metallic bellows are not ideal because they require high forces to operate and 

resonate at frequency, necessitating the use of larger driving systems and limiting the 

available test speeds. Piston and cylinder arrangements are not ideal because the seals 

employed in these systems are subjected to fiction and thus have severely limited life in high 

cycle applications. 

[0004] The information included in this Background section of the specification, including 

any references cited herein and any description or discussion thereof, is included for 

technical reference purposes only and is not to be regarded subject matter by which the 

scope of the invention is to be bound. 

4830-0530-7168\1 
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Attorney Docket No. P201384.US.05 

SUMMARY 

[0005] A design for a fatigue testing system for cyclic, long-term testing of various types 

of prosthetic devices (e.g., cardiac valves, vascular valves, stents, atrail septal defect 

technologies, vascular linings, and others) is designed to impart a repeating loading 

condition for the test samples during a test run. However, the system is also designed to be 

variable in its abilities so it can accurately test multiple technologies. Thus, the system may 

be variably configured depending upon the device being tested to impart a particular loading 

profile to repeatedly expose the prosthetic device being tested to desired physiological 

loading conditions during a testing run. The purpose is to simulate typical or specific 

physiologic loading conditions on a vascular or heart prosthetic valve, or other prosthetic 

technology, at accelerated frequency over time to determine the efficacy, resiliency, and 

wear of the devices. 

[0006] Fatigue testing is accomplished by first deploying the prosthetic device in an 

appropriately sized sample holder, e.g., a rigid or flexible tube, canister, housing or other 

appropriate structure for holding the device being tested. The sample holder is then placed 

between two halves of a test chamber that together form a reservoir for a working fluid. The 

test chamber is in turn mounted to a drive system. The sample holder and valve being 

tested are then subjected to physiological appropriate conditions which may include: 

pressure, temperature, flow rate, and cycle times. 

[0007] An implementation of a drive system for the fatigue testing system may include a 

linear actuator or magnetic-based drive motor coupled to a flexible rolling diaphragm. The 

drive system is coupled to a lower opening in the test chamber and is in fluid communication 

with the fluid reservoir in the test chamber. The flexible rolling diaphragm (or "rolling bellow") 

is reciprocally moveable to pressurize and depressurize fluid and interacts with the lower 

section of the fluid reservoir to provide a motive force to drive the working fluid through its 

cycles within the test chamber, including the sample holders. 

[0008] Testing and test conditions are controlled by a control computer that permits both 

input of test conditions and monitors feedback of the test conditions during a testing run. 

Computer system control may be either an open loop control that requires user intervention 

in the event a condition falls outside pre-set condition parameters or a closed loop control 

system in which the computer monitors and actively controls testing parameters to ensure 

that the test conditions remain within the pre-set condition parameters. 

[0009] The fatigue tester is capable of simulating physiologic conditions on prosthetic 

devices at an accelerated rate. The fatigue tester may also be configured to create either 

sinusoidal or non-sinusoidal pressure and/or flow waveforms across the prosthetic devices. 

Pressure waveforms may also be applied that produce a pre-defined pressure gradient over 

time to a prosthetic device being tested. 
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[0010] In one exemplary implementation, a device for simultaneous cyclic testing of a 

plurality of prosthetic devices is composed of a test chamber, a drive motor and a fluid 

displacement member. The test chamber is pressurizable and has a fluid distribution 

chamber with a first manifold defining a plurality of ports configured to receive and fluidicly 

couple with a first end of each of a respective plurality of sample holders. The fluid 

distribution chamber also defines an aperture in a lower face in fluid communication with a 

pressure source. The test chamber also has a fluid return chamber with a second manifold 

disposed opposite and spaced apart from the first manifold of the fluid distribution chamber. 

The manifold of the return chamber defines a plurality of ports configured to receive and 

fluidicly couple with a second end of each of the respective plurality of sample holders. A 

fluid return conduit both structurally and fluidily connects the fluid distribution chamber to the 

fluid return chamber. The test chamber also has a compliance chamber which provides a 

volume for holding a gas or an elastic material that compresses under a pressure placed 

upon fluid in the test chamber and allows fluid in the test chamber to occupy a portion of the 

volume. The drive motor is configured to operate cyclically, acyclically, or a combination of 

both. The fluid displacement member is connected with and driven by the drive motor to 

provide the pressure source that increases and decreases a pressure on fluid in the test 

chamber. In this manner, cyclic and acyclic fluid pressures may be maintained throughout 

the test chamber. 

[0011] In another exemplary implementation, a device for accelerated cyclic testing of a 

valved prosthetic device includes a pressurizable test chamber. The pressurizable test 

chamber contains test system fluid and is further composed of a fluid distribution chamber, a 

fluid return chamber, a fluid return conduit, and an excess volume area. The fluid 

distribution chamber is positioned on a first side of the valved prosthetic device and is in fluid 

communication with a pressure source. The fluid return chamber is positioned on a second 

side of the valved prosthetic device. The fluid return conduit is both structurally and fluidily 

connects the fluid distribution chamber to the fluid return chamber. The excess volume area 

is in fluid communication with the fluid return chamber and provides a volume for storing a 

volume of a test system fluid when the test system fluid is under compression. 

[0012] In a further exemplary implementation, a method is presented for operating an 

accelerated cyclic test system for evaluating a valved prosthetic device. A volume of test 

system fluid is stored in an excess volume area during a system driving stroke that opens 

the valved prosthetic device. The stored volume of test system fluid is then released during 

a return stroke that closes the valved prosthetic device. 

[0013] This Summary is provided to introduce a selection of concepts in a simplified form 

that are further described below in the Detailed Description. This Summary is not intended 

to identify key features or essential features of the claimed subject matter, nor is it intended 
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to be used to limit the scope of the claimed subject matter. A more extensive presentation of 

features, details, utilities, and advantages of the present invention is provided in the following 

written description of various embodiments of the invention, illustrated in the accompanying 

drawings, and defined in the appended claims. 

BRIEF DESCRIPTION OF THE DRAWINGS 

[0014] FIG. 1 is a combined isometric view and schematic diagram of an exemplary 

implementation of a fatigue testing system and a corresponding control system. 

[0015] FIG. 2A is a front elevation view of the fatigue testing system of FIG. 1. 

[0016] FIG. 2B is an enlarged view of the motor support in the area surrounded by the 

circle labeled 2B in FIG. 2A. 

[0017] FIG. 3 is a partial cross sectional view of a test chamber of the fatigue testing 

system taken along line 3-3 of FIG. 1. 

[0018] FIG. 4A is an isometric view in cross section of a portion of the fatigue testing 

system if FIG. 1 detailing a flexible rolling diaphragm pump connected to a linear piston drive 

system in a down stroke position. 

[0019] FIG. 4B is an isometric view in cross section of a portion of the fatigue testing 

system if FIG. 1 detailing a flexible rolling diaphragm pump connected to a linear piston drive 

system in an upstroke position. 

[0020] FIG. 5A is an isometric view in cross section of a portion of the test chamber of 

the fatigue testing system detailing an isolation valve in an open position. 

[0021] FIG. 5B is an isometric view in cross section of a portion of the test chamber of 

the fatigue testing system detailing the isolation valve in a closed position. 

[0022] FIG. 6 is a schematic diagram in cross section of an alternative implementation of 

a test chamber for use in a fatigue testing system. 

[0023] FIG. 7 is a graph depicting three exemplary pressure control waves for 

generation by test control software to provide pressure across a sample device being tested. 

[0024] FIG. 8 is a schematic diagram of a software and hardware implementation for 

controlling a fatigue testing system. 

[0025] FIG. 9 is a schematic diagram of an exemplary computer system for controlling a 

fatigue testing system. 

DETAILED DESCRIPTION 

[0026] The system of the present invention generally includes a linear actuator or 

magnetic based drive coupled to a flexible rolling bellows diaphragm to provide variable 

pressure gradients across test samples mounted in a test chamber housing a fluid reservoir. 

These components operate together to act as a fluid pump and, when combined with a fluid 

control system, provide the absolute pressure and/or differential pressure and flow 
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conditions necessary to cycle test prosthetic devices mounted in the test chamber. The 

flexible rolling diaphragm thrusts toward the lower section of the test chamber to provide a 

motive force to drive the working fluid through cycles within the test chamber. The flexible 

diaphragm is coupled to a lower opening in the test chamber and is reciprocally moveable to 

pressurize and depressurize fluid within the lower section of the main housing. The flexible 

rolling bellows diaphragm drive system has a very low inertia as compared to other drive 

systems, e.g., a metal bellows or a standard piston-in-cylinder drive. The flexible diaphragm 

is highly compliant with low resistance to axial deformation across its entire axial range of 

motion. 

[0027] Plural sample holder tubes are coupled in parallel across the test chamber which 

has plural fluid distribution channels in communication with each of the sample holders. The 

lower distribution chamber of the test chamber has a single fluid reservoir in fluid flow 

communication with each of the plurality of sample holders. The distribution chamber 

includes a manifold with a plurality of fluid outlet ports, and each fluid outlet port 

communicates with an inflow opening of a test holder. The upper return chamber of the test 

chamber includes a similar manifold with a plurality of fluid inflow ports and compliance 

chambers. Each fluid inflow port communicates with an outflow opening of a respective 

sample holder. A central return flow channel is provided between the return chamber and 

the distribution chamber of the test chamber reservoir to provide a return flow of the working 

fluid from the outflow section of the sample holders. A throttle control and a check valve are 

disposed at the inflow and outflow ends of the central return flow channel, respectively, to 

regulate fluid flow during testing. The throttle control serves to partially regulate the pressure 

across the prosthetic devices being tested as well as the return flow of the working fluid in 

the fluid test chamber. 

[0028] These components operate together to provide a differential pressure and flow 

conditions necessary to cycle the prosthetic device. The internal conditions, which may 

include, among other things, temperature, differential pressure, and system pressure, are 

electrically communicated to monitoring and controlling software on a test system computer. 

The motion of the fluid pump and therefore the system dynamics are controlled via test 

system control software. The pressure field resulting from the pump motion is easily 

controlled and can be set as a simple sine wave or as any complex user created waveform. 

[0029] One exemplary implementation of a fatigue testing system 100 for any of a 

variety of prosthetic devices is depicted in FIGS. 1 through 5B. The fatigue testing 

system 100 may be understood as having two primary components, a test chamber 106 and 

a drive motor 105. The fatigue testing system 100 may be both partially mounted upon and 

housed within a base housing 157 formed and supported by a number of frame 

members 102. In the implementation shown, the drive motor 105 is housed within the base 
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housing 157 while the test chamber 106 is supported on a base plate 111 forming a top 

surface of the base housing 157. The base housing 157 may be open on its sides or 

enclosed with removable panels as desired. A number of leveling feet 101 may be attached 

to the bottom of the base housing 157 to provide for leveling of the fatigue testing 

system 100 and thereby assist in creating consistent operating conditions across each of the 

multiple sample chambers of the fatigue testing system 100 as further described below. 

[0030] In the embodiment shown in FIGS. 1 and 2A with greater detail shown in FIG. 2B, 

the drive motor 105 may be a linear motor. The linear drive motor 105 is mounted vertically 

on a motor stabilizer 104 and is centered underneath the test chamber 106. The lower end 

of the drive motor 105 is supported by a spring 103 that interfaces with a horizontal 

foot 104a of the motor stabilizer 104 that extends underneath the linear drive motor 105. A 

lower shaft extension 156 is attached to and extends downwardly from a thrust rod 108 of 

the linear drive motor 105, through the spring 103, and through a bearing-lined aperture in 

the foot 104a of the motor stabilizer 104 where it is secured on the underside of the 

foot 104a as shown in FIG. 2B. The spring 103 is mounted concentrically about the lower 

shaft extension 156 and abuts the lower end of the thrust rod 108 of the linear motor 105 to 

support the weight of the thrust rod 108 of the linear drive motor 105 when the linear drive 

motor 105 is in an unpowered state. Further, in the event of a power failure during 

operation, the spring 103 prevents the thrust rod 108 from dropping quickly and causing an 

extremely large pressure gradient across test samples in the test chamber 106, which could 

damage the test samples. 

[0031] The upper end of the linear drive motor 105 is fixed to a motor support plate 109 

that is in turn supported by several frame members 102 of the base housing 157. An 

aperture in the motor support plate 109 provides for passage of the upper end of the thrust 

rod 108 for alignment and mechanical connection with components interfacing with the test 

chamber 106. It should be noted that while a linear drive motor 105 is depicted in the 

figures, other types of motors, for example, a regular DC motor or a voice coil, may be used 

to offer alternate functionality than the linear drive motor 105 of desired for a particular 

prosthetic device. The number of cycles completed during a test session may be monitored 

by a cycle counter (not shown) that monitors the motion of the thrust rod 108 of the linear 

motor 105, which may be affixed to the motor support plate 109. 

[0032] Several linkage components are provided between the drive motor 105 and the 

test chamber 106 as shown to best advantage in FIGS. 2A and 3. These components 

together form the drive member for creating a driving pressure on fluid in the system. An 

upper shaft extension 112 is fixed to and extends from an upper end of the thrust rod 108 

and further extends axially within a cylinder 113. The cylinder 113 is supported about the 

upper shaft extension 112 within an alignment collar 107. The alignment collar 107 is further 
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supported by a pair of alignment mounts 155 that are fixed to and extend upward from the 

motor support plate 109. The alignment collar 107 ensures that the cylinder 113 and the 

drive motor 105 maintain axial alignment. 

[0033] A central aperture in the bottom of the cylinder 113 receives the upper shaft 

extension 112. This aperture in the bottom wall of cylinder 113 is lined with a bearing 162 to 

provide a low friction interface between the cylinder 113 and the upper shaft extension 112 

as the upper shaft extension 112 moves within the cylinder 113 as further described below. 

A piston 114 in the shape of an inverted cylindrical cup may be mounted to the top of the 

upper shaft extension 112 for axial displacement within the cylinder 113 as the linear drive 

motor 105 drives the upper shaft extension 112 up and down. 

[0034] The fluid drive member can be sized based on the volumetric requirements of the 

test chamber 106 or test samples. Depending on the volume displacement required for a 

particular application, the cylinder 113 and corresponding piston 114 may be swapped out 

for sizes of larger or smaller diameter. The cylinder 113 and corresponding piston 114 may 

thus be provided in a variety of diameters in order to provide different volume displacements 

for a given stroke, and thereby pressure differentials, within the test chamber 106 depending 

upon the type of sample being tested or the particular testing protocol being implemented. 

[0035] The top edge of the cylinder 113 extends radially to form a flange 113a that 

interfaces with a bottom surface of a drive adapter 117. The drive adapter 117 may also be 

provided in a variety of alternative different sizes to interface with different types of 

cylinders 113 of various diameters. Thus, corresponding drive adapters 117 and alignment 

collars 107 are similarly swapped for adjustment to the size of the cylinder 113. For 

example, as shown in FIG. 3, the aperture in the drive adapter 117 is shaped as a frustum 

with a wider upper mouth toward the test chamber 106 and walls that then taper to a smaller 

opening at the interface with the top of the cylinder 113. In another embodiment with a 

larger diameter cylinder 113, the drive adapter 117 may have a larger diameter lower 

opening defining more sharply angled sidewalls of the frustum-shaped aperture and, in some 

embodiments, might even be cylindrical to accommodate a larger cylinder 113 of a common 

diameter. 

[0036] In one implementation, the fluid drive member has a flexible diaphragm drive 

system as illustrated in FIGS. 3, 4A, and 4B. The diaphragm 115 may be a cap-like or cup­

like member constructed of a non-reactive and flexible thin rubber, polymeric or synthetic 

based material. The flexible diaphragm 115 is highly compliant with low resistance to axial 

deformation across its entire axial range of motion within the cylinder 113 and the aperture in 

the drive adapter 117. However, alternative configurations of the diaphragm 115 may be 

employed so long as the configuration is capable of low friction and low resistance to 

deformation under the influence of the piston 114. The outer diameter of the sidewalls 114a 
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of the piston 114 is slightly smaller than the inner diameter of the cylinder 113 to provide a 

uniform gap therebetween. The gap is designed to be large enough to allow the sidewall of 

the diaphragm 115 to fold in half against itself, i.e., eve rt, within this gap when the 

sidewalls 114a of the piston 114 are positioned within the sidewalls of the cylinder 113. It 

may thus be noted that in operation flexible diaphragm 115 will operate as a rolling bellows 

when the linear drive motor 105 is actuated. 

[0037] Many advantages of a low friction flexible diaphragm 115 as opposed to a rigid 

metallic bellows or traditional piston and cylinder drive may be appreciated. The lateral 

surfaces of the diaphragm 115 evert between the sidewalls 115a of the piston 115 and the 

sidewalls of the cylinder 113 as the piston 114 reciprocates within the cylinder 113 and drive 

adapter 117. However, this eversion occurs with very low friction and low heat generation, 

and exerts very little resistance to piston 114 movement. As such, the drive motor can 

operate with a low driving force for either small or large displacements requiring low current 

draw and thus low energy expenditure. The flexible diaphragm 115 is highly compliant with 

low resistance to axial deformation across its entire axial range of motion. Alternative 

configurations of the diaphragm 115 may also be employed so long as the configuration is 

capable of very low fiction and very low resistance to deformation under the influence of the 

piston 114. 

[0038] The cup-shaped flexible diaphragm 115 is mounted on top of the piston 114. The 

end wall of the diaphragm 115 is held against the top of the piston 114 by a rigid, 

disk-shaped cap 116, which is fastened to the upper shaft extension 112 via fastener 158 

(e,g., a set screw threaded within the upper extension shaft 112). A flange surface 115a 

extends radially outward and circumferentially around the opening to the cavity of the 

cup-shaped diaphragm 115. This flange surface 115a is sandwiched between the flange 

surface 113a of the cylinder 113 and the bottom surface of the drive adapter 117 to maintain 

a pressure seal between the test chamber 106 and the drive components. In view of FIG. 3, 

the tapering of the frustum-shaped wall defining the aperture in the drive adapter 117 to an 

opening of comparable diameter to the diameter of the sidewalls forming the cylinder 113 

becomes apparent, i.e,., the need for corresponding surfaces between the flange of the 

cylinder 113 and the bottom surface of the drive adapter 117 to retain the flange 

surface 115a of the diaphragm 115. 

[0039] A top surface of the drive adapter 117 is fastened to a plenum 118 that defines a 

center cylindrical aperture aligned coaxially with the aperture of the drive adapter 117 and 

the cavity defined by the cylinder 113. As shown in FIGS. 4A and 4B, a plurality of ports 

may be defined within the sidewall of the plenum 118 to provide fluid fill, drainage, or other 

functionality within the linkage components below the test chamber 106. For the sake of 

clarity, the plenum 118 shown in FIG. 3 depicts only a single sidewall port 143 that, in this 
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embodiment, is used as a fluid inflow port. However, additional ports may be defined within 

the plenum 118 if desirable (see, e.g., FIGS. 4A and 4B). If not in use for a particular test 

configuration, the sidewall ports 143 in the plenum 118 may be plugged. The plenum 118 

may be of constant diameter to interface with an aperture in the base plate 111 of the base 

housing 157. For this reason it can now be understood why in some embodiments the 

opening in the top surface of the drive adapter 117 may be of a larger diameter than the 

opening in the bottom surface of the drive adapter 117 as the drive adapter 117 mates with a 

constant diameter plenum 118 in contrast to a variable diameter cylinder 113. 

[0040] As previously indicated, the test chamber 106 sits atop of the base plate 111 on 

the base housing 157. The foundation of the test chamber 106 may in some embodiments 

include a gate guide plate 120 that also defines a central aperture that is coextensive in 

diameter with and concentrically aligned with the aperture in the base plate 111. A 

distribution chamber 126 is supported by the gate guide plate 120. The gate guide 

plate 120, the distribution chamber 126, and the base plate 111 may all be fastened together 

via bolts (not shown) extending upward from the underside of the base plate 111. A pair of 

gate seals 160 may be positioned between the gate guide plate 120 and the distribution 

chamber 126. The gate seals 160 may be a set of stacked O-rings surrounding the central 

apertures in the gate guide plate 120 and the distribution chamber 126. The gate seals 160 

may be slightly recessed within corresponding annular grooves formed in a bottom surface 

of the distribution chamber 126 and a top surface of the gate guide plate 120. 

[0041] A shallow flat channel 159 of a width at least slightly greater than the diameter of 

the gate seals 160 may be formed to extend radially from the center aperture within the top 

surface of the gate guide plate 120. A flat rectangular knife or gate valve 119, shown to best 

advantage in FIGS. 5A and 5B, may be positioned within the channel in the gate guide 

plate 120. The gate valve 119 is shown in a radially withdrawn, open position in FIG. 5A, 

such that there is an open passage between the center apertures defined within the gate 

plate 120 and the distribution chamber 126. In this position, the gate seals 160 press 

against each other to create a fluid tight seal about the central apertures. 

[0042] In a closed state as depicted in FIG. 5B, the gate valve 119 is pushed radially 

inward such that the flat plate forming the gate valve 119 extends completely across the 

center apertures and is sealed between the gate seals 160 to fluidically separate the gate 

guide plate 120 and the linkage elements below it from the rest of the test chamber 106 

above it. Closure of the gate valve 119 thus allows for easy maintenance of the drive 

motor 105 or the piston driver 114 (e.g., replacement of the flexible bellows diaphragm 115) 

without having to drain the test chamber 106. 

[0043] As previously noted, the distribution chamber 126 is positioned on top of the gate 

guide plate 120. The distribution chamber 126 defines a much wider but shallow cavity with 
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an interior bottom wall that slants radially inward until it reaches a common diameter with the 

aperture of the gate plate 120. In this embodiment, one or more resistive heaters 130 may 

be embedded within the bulk of the distribution chamber 126 underneath the fluid cavity 

defined by distribution chamber 126. In one embodiment a separate heater 138 may be 

located immediately beneath each sample holder 129 (as further described below) to aid in 

the uniformity of heat distribution within the fluid in the test chamber 106. 

[0044] A distribution chamber manifold 153 is mounted to a top surface of the 

distribution chamber 126, for example, by bolting the two surfaces together about the 

perimeter. The distribution chamber manifold 153 may form a conical diverter surface 122 

that extends downward into the cavity of the distribution chamber 126. A center bore 164 

extends through the distribution chamber manifold 153, including through the diverter 122. 

This center bore forms part of a return flow path 128 as further described below. The 

distribution chamber manifold 153 may further define a plurality of bores 166 spaced about 

the perimeter of the distribution chamber manifold 153. In the embodiment shown in FIGS. 1 

through 3, eight perimeter bores 166 are defined at a uniform radial distance from the center 

and are equiangularly spaced apart. However, in alternative embodiments, there may be 

greater or fewer perimeter bores 166 and different or non-uniform spacing may be 

implemented if desired. A sample inlet tube 147 forming the bottom half of a sample 

holder 129 is connected within and seals against each of the perimeter bores 166 of the 

distribution chamber manifold 153. 

[0045] Similarly, a lower conduit wall 124(2) of a telescoping center conduit 124 mounts 

within and seals against the center bore 164 in the distribution chamber manifold 153. A 

one-way valve 127 or similar check valve is positioned within the center bore 164 of the 

distribution chamber manifold 153 below the lower conduit wall 124(2) of the center 

conduit 124. The second half of the center conduit 124 is formed as a cylindrical upper 

conduit wall 124(1) with an inner diameter substantially the same as an outer diameter of the 

lower conduit wall 124(2) such that the center conduit 124 can be expanded or contracted in 

length. One or more center seals 161, for example, in the form of O-rings mounted within 

annular recesses in the outer surface of the lower conduit wall 121 (2) provide a fluid tight 

seal interface with the interior surface of the upper conduit wall 124(1 ). 

[0046] Each of the sample holders 129 is also composed of a sample outlet tube 148 

that sits atop a respective sample inlet tube 147. The actual test sample 130 (e.g., a 

prosthetic device) may be sandwiched between the sample inlet tube 147 and sample outlet 

tube 148 to hold it in place within the test chamber 106. In other embodiments (not shown) 

each of the sample holders 129 may be an integral unit with a test sample 130 mounted 

within by any of a variety of means that may be specific to the nature of the particular test 

sample 130. 
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[0047] A return chamber manifold 154 is positioned atop each of the sample outlet 

tubes 148 and the upper conduit wall 124(1) of the center conduit 124. The return chamber 

manifold 154 defines corresponding perimeter bores 167 for mating with each of the sample 

outlet tubes 148 and a center aperture 165 for mating with the upper conduit wall 124( 1) of 

the center conduit 124. Each of the interfaces between the sample outlet tubes 148 and the 

center conduit 124 with the return chamber manifold 154 is configured to provide a fluid tight 

seal between the components. 

[0048] A return chamber 136 is mounted on top of the return chamber manifold 154 in a 

similar manner as the distribution chamber 126 is mounted to the distribution chamber 

manifold 153. The return chamber 136 defines one or more compliance chambers 135 

which, in the embodiment of FIGS. 1-3, are composed of cavities associated respectively 

with each of the sample holders 129. As used herein, "compliance" refers to the ability of the 

cavities forming the compliance chambers 135 to absorb some of the pressure placed upon 

the fluid in the test chamber 106 and further to control recoil toward the original volume 

dimensions upon removal of the compressive force. The compliance chambers 135 assist in 

minimizing the effects of large and quickly changing pressure gradients across test 

samples 130 placed within the test chamber 106. In some implementations, the compliance 

chambers 135 may merely contain air or another gas. The air or other gas may be indirect 

contact with the working fluid in the test chamber 106 or a membrane may be provided 

within the compliance chambers 135 to separate the air or gas from the working fluid. In 

other embodiments, the compliance chambers 135 my house a porous material or an 

elastomeric material. In each case, the purpose of the compliance chambers is to act as a 

resilient spring force to dampen the effects of large, quickly changing pressure gradients 

within the test chamber 106. 

[0049] The return chamber 136 further defines separate return conduits 168 that are in 

fluid communication with respective pairs of the sample holders 129 and compliance 

chambers 135. A respective throttle valve 132 is housed within the return chamber 136 and 

placed between each respective return conduit 168 and a central return basin 133 that 

empties into the center return conduit 124. Each of the throttle valves 132 may be operably 

raised or lowered to restrict or enlarge the fluid flow passage between the return 

conduits 168 and the central return basin 133 and assist in the regulation of the pressure 

across the test samples 130 in the sample holders 129. 

[0050] The return chamber 136 may also define a number of bores variously in 

communication with the return conduits 168, the compliance chambers 135, the central 

return basin 133. For example, system input bores 121 may be provided for relatively direct 

access to each of the sample holders 129 via the return conduits 168. The system input 

bores 121 may be used for a variety of purposes, for example, for the placement of sensing 
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or diagnostic equipment or for access to the test samples 130 in the sample holders 129. In 

a particular example, when testing a valve design with removable valve leaflets, the system 

input 121 could be used to access the sample holder 129 and remove and replace the valve 

leaflets while leaving the permanent valve mounting structure in place within the sample 

holder 129. This obviates the need to disassemble the test chamber 106 for replacement of 

components of the test samples 130. 

[0051] An access port 125 may also be associated with each of the compliance 

chambers 135. The access port 125 may be used for the attachment and introduction of 

sensing equipment or for providing additional air or gas pressurization to the compliance 

chambers 135. Additional sensors may further be placed in access ports positioned for 

communication with the central return basin 133. For example, as shown in FIG. 3, a 

temperature transducer 139 and a water level sensor 144 may be placed in communication 

with the central return basin 133. It should be understood that any number of other sensor 

devices could also be placed in contact with or introduced within the test chamber 106 by 

any of the various apertures, bores, or ports provided within the return chamber 136. 

[0052] The various sensors of the fatigue testing system 100 may be operably 

connected to a data acquisition (DAQ) device 141. An amplifier and control system 140 may 

also be connected with the drive motor 105 to provide output control of the same. In some 

embodiments, the DAQ device 141 and amplifier/control system 140 may be mounted within 

the base frame 157. An air source 131 connected in line with a pressure regulator 134 may 

also be under control of the control system 140. These components are, in turn, either 

directly or indirectly operably connected to a microprocessor-based computer 142. All 

systems may also be connected to an uninterrupted power supply (UPS) 143. 

[0053] Software provided on the computer 142 can direct the system controller 140 to 

provide full closed-loop control based on feedback measurements received from the DAQ 

device 141 coupled with the sensors. In one example of this functionality, software may be 

configured to control the driving amplitude and velocity of the drive motor 105 based upon 

differential pressure transducer feedback. The system 100 may therefore compensate for 

any changes during the high cycle testing cycle providing the test samples 130 with the most 

optimal testing conditions. An automated test interface may be provided as part of the 

fatigue testing system 100 to run the test chamber 106 without direct management, ensuring 

proper testing conditions and safety mechanisms. The test interface may be configured to 

provide closed-loop control based off any system measurement feedback. 

[0054] An implementation of operation of the exemplary fatigue testing system 100 of 

FIGS. 1-5B may be understood as follows. Initially, test samples 130 need to be placed 

within the test chamber 106. In order to introduce test samples 130, the sample holders 129 

must be accessed. The adjustment nuts 146 on the top of the return chamber 136 may be 
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rotated to raise the adjustment posts 145 from their tightened positions within the distribution 

chamber manifold 153 and distribution chamber 126. Once the return chamber 136 and 

return chamber manifold 154 are raised, the sample holders 129 may be removed and 

replaced with alternate sample holders or, as shown in this embodiment, samples positioned 

between sample inlet to 147 and sample outlet to 148, may be removed and replaced with 

new samples 130. The adjustment nuts 146 may then be tightened to lower the return 

chamber 136 and return chamber manifold 154 back into contact with the sample 

holders 129 to create fluid-tight flow path through each of the sample holders 129 between 

the distribution chamber 126 and the return chamber 136. Note that when the return 

chamber 136 and return chamber manifold 154 are raised, the center conduit 124 

telescopes upward with the upper conduit wall 124(2) sliding along the exterior of the lower 

conduit wall 124(1 ), thus maintaining a fluid-tight connection within a center conduit 124. 

[0055] In many applications, it may be desirable to monitor the pressure gradient across 

the sample holder 129. For such purposes, a conduit with a sensing device, for example, a 

pressure transducer, may be placed in a conduit that is attached at one end to a monitor 

outlet port 149 in the sample inlet tubes 14 7 and a monitor inlet port 150 on the sample 

outlet tubes 148. In an alternative implementation, individual sensors (e.g., pressure 

transducers) may be attached directly to each of the monitor outlet ports 149 and monitor 

inlet ports 150 to measure absolute pressure at each of these locations. The absolute 

pressure data may be collected by the data acquisition component 141 and transferred to 

the computing device 142 for calculation of the pressure differential by taking the difference 

between the absolute pressure values on either end of the sample holders 129. 

[0056] Presuming that the correct size of cylinder 113 and corresponding drive 

adaptor 117 are already attached, the fatigue testing system 100 may be charged with the 

desired type and amount of working fluid through any one of the inflow ports 143 in the 

plenum 118. The working fluid may be water, saline, a saline/glycerin solution, a 

glycerin/water solution, a blood analog or substitute, or other type of fluid. In some 

embodiments, the working fluid may be selected to simulate one or more attributes of human 

blood, such as density, viscosity or temperature. For example, in certain instances, 

physiological saline which does not simulate the viscosity of blood, but simulates density, 

may be used. In other cases saline/glycerin solution may be employed to simulate blood 

viscosity. 

[0057] Depending upon the particular test samples 130 and desired testing conditions 

and dynamics, the fatigue system 100 may be filled with fluid up to an appropriate or desired 

level in the compliance chambers 135. Once fluid has been filled to a desired level, in some 

scenarios, the fatigue testing system 100 may be additionally pressurized with air or another 

gas via an air source 131, e.g., an air compressor or sealed pressurized volume, connected 
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to the air inlet 152 in the return chamber 136 or via the compliance access ports 125 in the 

compliance chambers 135. In some embodiments, a pressure regulator 134 may be 

interposed between the air source 131 and the air inlet 152 to regulate the pressure within 

the test chamber 106. Alternatively, the system 100 can be pressurized by first sealing the 

system 100 and then changing the position of the fluid driving piston 114 such that the 

available volume is decreased. 

[0058] The working fluid temperature is controlled via the fluid heaters 138 and the 

temperature transducer 139. Upper and lower temperature bounds may be set in the test 

software. At startup the system 100 will begin to heat until the upper bound is reached. As 

the input temperature falls below the lower bound, the heaters 138 are again activated, thus 

maintaining a mean temperature within acceptable bounds. This mean temperature is 

typically set to 37° C to simulate physiologic conditions. 

[0059] Once the system is filled with fluid, heated, and properly pressurized, testing 

operations under control of the computer 142 may be initiated. The computer 142 may 

control the operations of the linear drive motor 105 to move the piston 114 and thus the 

diaphragm 115 up and down within the cylinder 113 and drive it after 117 to cyclically 

increase and decrease the pressure within the test chamber 106. Under computer control 

and depending upon the size of the cylinder 113, the linear drive motor 105 may cause the 

thrust rod 108 and the attached upper shaft extension 112 to move up and down thereby 

moving the cylinder 113 and diaphragm 115 up and down to create a displacement of any 

size, small or large, to change the pressure within the test chamber 106. The rolling or 

eversion of the diaphragm 115 exerts very little resistance to piston 14 movement. Thus, 

power requirements on the linear drive motor 105 are small and current draw is minimized. 

[0060] Fluid flow 110 through the test chamber 106 is indicated by the dashed lines 

initiating at the drive adaptor 117 traveling through the plenum 118 and then through the 

sample holders 129 to exit through the return conduit 168, the central return chamber 133, 

and the center conduit 124. Fluid flow can be prevented from moving upward in the center 

conduit 124 by the one-way valve 127 housed within the distribution chamber manifold 153. 

The conical diverter 122 helps direct fluid flow from the piston 114 regularly and uniformly to 

each of the sample holders 129 about the perimeter of the test chamber 106. 

[0061] The compliance chambers 135 provide excess volume area for fluid to move into 

when the piston 114 performs a compression stroke. As the pressure of the gas in the 

compliance chamber 135 increases, the volume occupied by the gas decreases to provide 

additional volume for displacement of the liquid working fluid within the test chamber 106. 

The throttle valves 132 restrict the rate of return flow of fluid within the test chamber 106 into 

the central return basin 133. The combination of the compliance chambers 135 and the 

throttle valves 132 help control undesirable pressure loading or pressure spikes within the 
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sample holder 129 and consequent adverse effects on the test samples 130 when the 

piston 114 moves in a decompression stroke. The compliance chambers 135 and the 

throttle valves 132 also generally help tune the test conditions across the sample holder 129. 

In addition to selecting the piston size, the displacement range, frequency, and waveform 

settings, the system equilibrium pressure, and other settings, the compliance chambers 135 

and the throttle valves 132 may be adjusted as an additional aid in fine-tuning appropriate 

differential pressure across the test samples 130 in the sample holder 129. 

[0062] As the piston 114 moves downward in decompression stroke, pressure on the 

one-way valve 127 is released and fluid flow through the center conduit 124 is initiated at a 

controlled rate depending upon the position of the throttle valves 132. In this way, on the 

downward stroke, the pressure in the test chamber 106 returns to an initial level and excess 

volume returns to the compliance chambers 135. It should be noted that the compliance 

chambers 135 may be configured in a variety of different ways. In addition to merely 

containing a volume of air or other gas to act as an air spring, a membrane could be 

provided between the liquid and the air or other gas or alternatively the space could be filled 

with a porous foam or other elastomeric material, thereby reducing or otherwise adjusting 

the spring factor provided by the compliance chamber 135. 

[0063] The dynamics of the system 100 can be controlled through the stroke pattern, 

frequency, and volume of the piston 114, the flow setting of the throttle valves 132, and the 

spring force of the compliance chambers 135. Additionally, the working fluid in the test 

chamber 106 may be preset to a base or ambient pressure using a separate pressure 

source. For example, an air/gas source 131 (e.g., and air compressor or gas tank) may be 

connected to and pressurize a fluid reservoir (not shown) in fluid contact with the working 

fluid in the test chamber 106. A pressure regulator 134 may be positioned between the air 

source 131 and the introduction into the test chamber 106 for controlling the desired system 

pressure. Alternatively, a pressurized gas may be introduced directly into the compliance 

chambers 135 through access ports 125, into the central return basin 133 through inlet 152, 

or through any other port (e.g., one of the sidewall ports 143 in the plenum 118)for charging 

the test chamber to an appropriate base pressure for proper function of the system 100 for 

the particular test configuration. 

[0064] An alternate embodiment of a test chamber 206 for a fatigue testing system 200 

is shown in FIG. 6. The test chamber 206 consists generally of a lower chamber composed 

of a distribution chamber 226, a flow conditioning chamber 272, and a manifold 253, and an 

upper chamber composed of a return chamber 236, a manifold 254 and a central 

compliance chamber 235. A fluid flow pathway 210 extends from the lower chamber to the 

upper chamber which passes through a plurality of sample holders 229 holding the device 

samples 230 being tested and a return fluid flow pathway 228 extends from the upper 
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chamber to the lower chamber to return fluid from the upper chamber to the lower chamber 

in preparation for a following cycle. A check valve 227 is inline with the return fluid flow 

pathway 228 between the upper and lower chambers to regulate back flow through the test 

chamber 206. A controllable central throttle valve 232 is also in-line with the upper and 

lower chambers to regulate the differential pressure across the test samples 230 during 

operation. 

[0065] The fluid drive member, i.e., the piston 214, is provided within the cylinder 213 to 

pressurize and drive the working fluid upward through the drive adapter 217 and the 

plenum 218. The piston 214 is mounted on the shaft extension 212 extending through the 

bearing 262 from the thrust rod of the linear motor (not shown). The flexible diaphragm is 

mounted on the piston 214 as in the prior embodiment and held in place by a cap 216. The 

diaphragm 15 is preferably a cap-like member constructed of a non-reactive and flexible thin 

rubber, polymeric or synthetic based material. The lateral surfaces of diaphragm 215 roll or 

evert as the piston 214 reciprocates within the cylinder 213 and drive adapter 217 between 

which the circumferential flange of the diaphragm is sealed. These components are affixed 

to the support plenum 218 and maintain the pressure seal along the circumference of the 

diaphragm 215. The plenum 218 serves as a mounting point for the drive system. The 

plenum 218 may also include fluid ports for pressure monitoring and system draining. 

[0066] During the primary or pressurization portion of a test cycle, the piston 214 moves 

in a positive direction toward the test chamber 206 and creates an initial pressurization and 

the working fluid flows up through the base plate 211 into the distribution chamber 226. The 

working fluid impinges upon a generally conical flow baffle 222 and is directed radially 

outward to flow straighteners 271. The fluid is blocked from entering the central return 

conduit 224 by a one-way exit valve 227. The working fluid then passes from the distribution 

chamber 226 and into a flow conditioning chamber 272, wherein it passes through a flow 

straighteners 271, aligning the flow along the axis of the sample holders 229. Sample 

adapters 247, 248 attach the sample holders 229 to the distribution manifold 253 and the 

return manifold 255, allowing the sample holders 229 to be connected to the test 

chamber 206 in a leak free manner. 

[0067] A collateral pressure-sensing conduit 269 may be coupled to the sample 

holder 229 and direct a fluid flow pathway toward a pressure transducer 270 that serves to 

monitor the differential pressure gradient across the test sample 330 within the sample 

holder 229. The differential pressure transducers 270 monitor the pressure field across each 

test sample 230 in the sample holders 229 during the testing cycle. Flexible or rigid 

tubing 269 is connected to the upper and lower sample adapters 247, 248, with the opposite 

ends of the conduit 269 being connected to the differential pressure transducer 270. 
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Additional monitoring transducers can be introduced through the sensor ports 221 and other 

ports built into the return chamber 236 as necessary. 

[0068] Once the fluid flow has exited the sample holders 229 it flows into the return 

manifold 254 and return chamber 236. The working fluid passes around a throttle valve 232 

and a return fluid flow is communicated through return conduit 224 to the lower chamber 

during a secondary or depressurization portion of the test, thus completing the first portion of 

the test cycle. The throttle valve 232 is connected to the throttle valve handle 232a, which 

runs through a fluid-tight fitting on top of compliance chamber cap 221. The throttle valve 

handle 232a is adjustable, such as by a threaded coupling to the cap 221 on the compliance 

chamber 235. The throttle valve 232 can be adjusted up or down, increasing or decreasing 

the resistance to fluid returning to the central return conduit 224 to aid in controlling the 

differential pressure across the test sample 230. The amount of gas or the elasticity of the 

elastomeric material inside the compliance chamber 35 allows the user to control the 

damping of the system and provides an additional tool calibrate the ideal test conditions for 

the particular prosthetic device. In the embodiment of FIG. 6, a single compliance 

chamber 235 is axially centered over the test chamber 206 and provides a compliance 

volume for all of the sample holders 230 in the test chamber 235. Similarly, in this 

embodiment only a single throttle valve 232 is provided to control the return flow of the 

working fluid through the center return conduit 224. 

[0069] Figure 7 provides examples of three different pressure control signals generating 

three different cyclical pressure waveforms 300 across a prosthetic device being tested. 

Because of the vertical orientation of the displacement components, the term "upstroke" is 

synonymous with a pressurization stroke of the piston, i.e., that which exerts a positive 

pressure across the prosthetic device being tested and the term "down stroke" is 

synonymous with a depressurization stroke of the pump, i.e., that which exerts a negative 

pressure across the prosthetic device being tested. Typical test systems are only capable of 

driving the fluid with a regular sine wave 306. A non-regular pressure waveform may be 

desirable for testing of certain devices as it allows the user to control the rate of 

pressurization in the test system and optimize the test conditions, while maintaining a 

desired operating frequency. Two exemplary non-regular waveforms having short 

upstrokes 308 and down strokes 310, respectively, are illustrated in FIG. 7. However, any 

arbitrary pressure waveform may be generated and can be utilized to drive the motor and 

thereby the piston. 

[0070] During the primary or pressurization portion 302 of the testing cycle, fluid is 

moved past the prosthesis within the housing tube. In an exemplary implementation in 

which valve prostheses are tested, the positive upstroke forces the valve prosthesis to the 

open state. During a secondary or depressurization portion 304 of the test cycle, the flow is 
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reversed and the valve prostheses 30 are closed. As the secondary portion 304 of the cycle 

begins, the fluid moves through the throttle valves into the central return conduit and back 

into the distribution chamber through the one-way valve. During return flow, the valve 

prosthesis remains closed due to the flow reversal and differential pressure present between 

the distribution chamber and the return chamber. The drive system returns to its starting 

position and the process is repeated, cycling the prosthetic devices. A single test cycle 

consists of completion of both the primary portion 302 and secondary portion 304 of the test 

cycle such that the prosthetic device passes through one open and-closed cycle. 

[0071] The exemplary pressure waveforms 306, 308, 310 depicted in FIG. 7 may be 

generated by the fatigue testing system or by other mechanical mechanisms. It is 

envisioned that alternative mechanical or electromechanical systems, such as those 

including gearing or cams to drive a pump, may be employed in a manner that generates the 

variable pressure waveforms as depicted in FIG. 7, in which the pressure gradients are 

variable over time. 

[0072] As indicated above, the proposed technology may be integrated with system 

monitoring and controlling software. The computer software can be used to record and 

analyze data while controlling the dynamics of the system, as outlined in the exemplary 

process 400 shown FIG. 8. Data is first obtained by system hardware 402, i.e., the system 

sensors 406, and then processed though data acquisition hardware 408 and transmitted to 

the system computer for processing and formatting for presentation by the system 

software 404. 

[0073] All system inputs and outputs may be continuously monitored and directed into 

software-based control and alarm system modules, allowing the system to automatically 

reconfigure or halt if any signal deviates outside of the user set bounds. The real-time data 

stream may be utilized for three primary purposes: data logging and graphing, alarm 

condition indication, and test system control. The data logging and plotting subroutine 410 

generates graphs and plots of pertinent signals while also creating a data file to allow for test 

documentation and off-line analysis. 

[007 4] The alarm condition subroutine 412 analyzes data to determine if any of the test 

inputs or control signals have deviated outside of user defined alarm magnitudes. If an 

alarm is triggered, i.e. an alarm parameters exceeds its bounds as determined in 

operation 414, an alarm sequence is initiated as indicated in operation 416. This sequence 

could trigger a number of events. In one sequence, the software may halt the test system in 

a specific manner; in another alarm sequence, the test software may notify the operator; in 

yet another alarm sequence, the system may be halted and the user notified. As can be 

appreciated, there are a number of actions that are available as part of an alarm sequence 
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and these sequence steps could be dependent on a number of parameters including the 

specific test samples and/or the specific test protocol. 

[0075] The control loop subroutine 418 further monitors the control parameters based on 

a user defined target input signals and/or parameters. Exemplary user set parameters may 

include pressure input parameters 428 and motor drive waveform parameters 430. Each of 

these parameters may be set as static or variable. If the control loop determines that the 

real-time sensor data received is outside the bounds of the user parameters as determined 

in operation 420, then the software adjusts the input control parameters provided to the 

hardware control systems as indicated in operation 422. As one example, test system 

pressure may be set as the control parameter; therefore, the software will continually adjust 

the dynamics of the pressure regulator 424 to maintain the desired pressure. In another 

example, the displacement of the driver may be the control parameter; therefore, the 

software will continually adjust the system dynamics for the motor control 426 to maintain the 

desired displacement. Again, as one can appreciate, the closed-loop control of the test 

system can be applied to myriad parameters. 

[0076] FIG. 9 illustrates an exemplary computer system 500 configured as part of the 

fatigue testing system as described herein. In one implementation, the computer 

system 500 typically includes at least one processing unit 502 and memory 504. Depending 

upon the exact configuration and type of the computer system 500, the memory 504 may be 

volatile (e.g., RAM), non-volatile (e.g., ROM and flash memory), or some combination of 

both. The most basic configuration of the computer system 500 need include only the 

processing unit 502 and the memory 504 as indicated by the dashed line 506. 

[0077] The computer system 500 may further include additional devices for memory 

storage or retrieval. These devices may be removable storage devices 508 or 

non-removable storage devices 510, for example, memory cards, magnetic disk drives, 

magnetic tape drives, and optical drives for memory storage and retrieval on magnetic and 

optical media. Storage media may include volatile and nonvolatile media, both removable 

and non-removable, and may be provided in any of a number of configurations, for example, 

RAM, ROM, EEPROM, flash memory, CD-ROM, DVD, or other optical storage medium, 

magnetic cassettes, magnetic tape, magnetic disk, or other magnetic storage device, or any 

other memory technology or medium that can be used to store data and can be accessed by 

the processing unit 502. Alarm monitoring, data acquisition, and closed loop control 

software modules may be stored on the storage device for execution by the processing 

unit 502 using any method or technology for storage of data, for example, computer 

readable instructions, data structures, and program modules. 

[0078] The computer system 500 may also have one or more communication 

interfaces 512 that allow the system 500 to communicate with other devices. The 
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communication interface 512 may be connected with a network. The network may be a local 

area network (LAN), a wide area network (WAN), a telephony network, a cable network, an 

optical network, the Internet, a direct wired connection, a wireless network, e.g., radio 

frequency, infrared, microwave, or acoustic, or other networks enabling the transfer of data 

between devices. Data is generally transmitted to and from the communication interface 512 

over the network via a modulated data signal, e.g., a carrier wave or other transport medium. 

A modulated data signal is an electromagnetic signal with characteristics that can be set or 

changed in such a manner as to encode data within the signal. 

[0079] The computer system 500 may further have a variety of input devices 514 and 

output devices 516. Exemplary input devices 514 may include sensors, a keyboard, a 

mouse, a tablet, and/or a touch screen device. Exemplary output devices 516 may include a 

display and speakers. Such input devices 514 and output devices 516 may be integrated 

with the computer system 500 or they may be connected to the computer system 500 via 

wires or wirelessly, e.g., via IEEE 802.11 or Bluetooth protocol. These integrated or 

peripheral input and output devices are generally well known and are not further discussed 

herein. Other functions, for example, handling network communication transactions, may be 

performed by an operating system in the nonvolatile memory 504 of the computer 

system 500. 

[0080] The technology described herein may be implemented as logical operations 

and/or modules in one or more systems. The logical operations may be implemented as a 

sequence of processor-implemented steps executing in one or more computer systems and 

as interconnected machine or circuit modules within one or more computer systems. 

Likewise, the descriptions of various component modules may be provided in terms of 

operations executed or effected by the modules. The resulting implementation is a matter of 

choice, dependent on the performance requirements of the underlying system implementing 

the described technology. Accordingly, the logical operations making up the embodiments 

of the technology described herein are referred to variously as operations, steps, objects, or 

modules. Furthermore, it should be understood that logical operations may be performed in 

any order, unless explicitly claimed otherwise or a specific order is inherently necessitated 

by the claim language. 

[0081] In some implementations, articles of manufacture are provided as computer 

program products that cause the instantiation of operations on a computer system to 

implement the invention. One implementation of a computer program product provides a 

computer program storage medium readable by a computer system and encoding a 

computer program. It should further be understood that the described technology may be 

employed in special purpose devices independent of a personal computer. 
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[0082] All directional references (e.g., proximal, distal, upper, lower, upward, downward, 

left, right, lateral, longitudinal, front, back, top, bottom, above, below, vertical, horizontal, 

radial, axial, clockwise, and counterclockwise) are only used for identification purposes to aid 

the reader's understanding of the present invention, and do not create limitations, particularly 

as to the position, orientation, or use of the invention. Connection references (e.g., attached, 

coupled, connected, and joined) are to be construed broadly and may include intermediate 

members between a collection of elements and relative movement between elements unless 

otherwise indicated. As such, connection references do not necessarily infer that two 

elements are directly connected and in fixed relation to each other. The exemplary drawings 

are for purposes of illustration only and the dimensions, positions, order and relative sizes 

reflected in the drawings attached hereto may vary. 

[0083] The above specification, examples and data provide a complete description of 

the structure and use of exemplary embodiments of the invention. Although various 

embodiments of the invention have been described above with a certain degree of 

particularity, or with reference to one or more individual embodiments, those skilled in the art 

could make numerous alterations to the disclosed embodiments without departing from the 

spirit or scope of this invention. Other embodiments are therefore contemplated. It is 

intended that all matter contained in the above description and shown in the accompanying 

drawings shall be interpreted as illustrative only of particular embodiments and not limiting. 

Changes in detail or structure may be made without departing from the basic elements of the 

invention as defined in the following claims. 
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CLAIMS 

What is claimed is 

1. A method for operating an accelerated cyclic test system for evaluating a 

valved prosthetic device comprising 

storing a volume of test system fluid in an excess volume area during a system 

driving stroke that opens the valved prosthetic device; and 

releasing the stored volume of test system fluid during a return stroke that closes the 

valved prosthetic device. 

2. The method of claim 1, wherein the excess volume area enlarges in response 

to a pressure on the test system fluid during the driving stroke and decreases during the 

return stroke. 

3. The method of claim 2, wherein the excess volume area provides a spring 

force counter to and in response to the pressure on the test system. 

4. The method of claim 3 further comprising altering a spring factor of the spring 

force provided by the excess volume area through selection of a material forming at least a 

portion of a boundary of the excess volume area. 

5. The method of claim 4, wherein the material is an elastomeric material that 

expands and contracts in response to the pressure on the test system. 

6. The method of claim 3, further comprising compressing a volume of a 

compressible gas with the volume of test system fluid to provide the spring force when the 

volume of test system fluid is stored in the excess volume area. 

7. The method of claim 6 further comprising altering a spring factor of the spring 

force provided by the excess volume area by adjusting the volume of the compressible gas. 

8. A device for accelerated cyclic testing of a valved prosthetic device 

comprising 

a pressurizable test chamber for containing test system fluid and further comprising 

a fluid distribution chamber positioned on a first side of the valved prosthetic 

device and in fluid communication with a pressure source; 

a fluid return chamber positioned on a second side of the valved prosthetic 

device; 

a fluid return conduit both structurally and fluidily connecting the fluid 
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distribution chamber to the fluid return chamber; and 

an excess volume area in fluid communication with the fluid return chamber 

providing a volume for storing a volume of a test system fluid when the test system fluid is 

under compression. 

9. The device in claim 8 further comprising 

a drive motor; and 

a fluid displacement member connected with and driven by the drive motor to provide 

the pressure source that increases and decreases a pressure on the test system fluid in the 

test chamber. 

10. The device of claim 8, wherein the excess volume area enlarges in response 

to compression of the test system fluid and decreases during depressurization of the test 

system fluid. 

11 . The device of claim 8 further comprising an elastomeric material that forms at 

least a portion of a boundary of the excess volume area and that expands and contracts in 

response to changes in pressure on the test system fluid within the test chamber. 

12. The device of claim 8, wherein the excess volume area further contains a 

volume of a compressible gas that is compressed by the volume of the test system fluid to 

provide a spring force when the volume of the test system fluid is stored in the excess 

volume area. 

13. The device of claim 8, wherein the excess volume area comprises a 

compliance chamber defining a cavity within the fluid return chamber. 

14. The device of claim 13 further comprising an elastomeric membrane 

separating at least a portion of the compliance chamber from fluid in the fluid return 

chamber. 

15. The device of claim 13 further comprising a porous material at least partially 

filling the compliance chamber. 

16. The device of claim 13, wherein the compliance chamber provides a volume 

for holding a gas or elastomeric material that compresses under a pressure placed upon the 

test system fluid in the test chamber and allows the test system fluid in the test chamber to 

occupy a portion of the volume in the compliance chamber. 
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17. The device of claim 8, wherein 

the test chamber defines a first port on a first side of the valved prosthetic device and 

a second port on a second side of the valved prosthetic device; and 

the first port and the second port are configured to receive one or more sensor 

devices. 

18. The device of claim 9, wherein the drive motor is configured to operate 

cyclically, acyclically, or a combination of both, to provide cyclic and acyclic fluid pressures 

within the test chamber. 

19. The device of claim 9, wherein the drive motor comprises a linear motor. 

20. The device of claim 9, wherein the fluid displacement member further 

comprises a flexible rolling bellows connected to a shaft of the drive motor. 
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ABSTRACT 

A fatigue testing system provides simultaneous cycle testing for a plurality of 

prosthetic devices under simulated physiological loading conditions. A plurality of sample 

holders containing test samples of prosthetic devices is positioned between a distribution 

chamber and a return fluid chamber to form an integrated test chamber. A reciprocating 

linear drive motor operates a rolling bellows diaphragm to cyclically pressurize fluid within 

the test chamber and drive the pressurized fluid through the prosthetic devices being tested. 

The test chamber defines a return flow conduit in fluid communication with each of the 

sample holders, the return fluid chamber, and the distribution chamber. Compliance 

chambers and throttle valves associated with each of the sample holders regulate the 

pressure gradient and back pressure across the prosthetic devices being tested. 
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Invention: Fatigue Testing System for Prosthetic Devices 

APPLICANT HEREBY CERTIFIES THE FOLLOWING AND REQUESTS PRIORITIZED EXAMINATION FOR 
THE ABOVE-IDENTIFIED APPLICATION. 

1. The processing fee set forth in 37 CFR 1.17(i), the prioritized examination fee set forth in 37 
CFR 1.17(c), and if not already paid, the publication fee set forth in 37 CFR 1.18(d) have been 
filed with the request. The basic filing fee, search fee, examination fee, and any required 
excess claims and application size fees are filed with the request or have been already been 
paid. 

2. The application contains or is amended to contain no more than four independent claims and 
no more than thirty total claims, and no multiple dependent claims. 

3. The applicable box is checked below: 

I. !?1 Original Application (Track One) - Prioritized Examination under§ 1.102(e)(1) 

i. (a) The application is an original nonprovisional utility application filed under 35 U.S.C. 111 (a). 
This certification and request is being filed with the utility application via EFS-Web. 

---OR---
(b) The application is an original nonprovisional plant application filed under 35 U.S.C. 111 (a). 
This certification and request is being filed with the plant application in paper. 

ii. An executed oath or declaration under 37 CFR 1.63 is filed with the application. 

II. [] Request for Continued Examination - Prioritized Examination under§ 1.102(e)(2) 

i. A request for continued examination has been filed with, or prior to, this form. 
ii. If the application is a utility application, this certification and request is being filed via EFS-Web. 
iii. The application is an original nonprovisional utility application filed under 35 U.S.C. 111 (a), or is 

a national stage entry under 35 U.S.C. 371. 
iv. This certification and request is being filed prior to the mailing of a first Office action responsive 

to the request for continued examination. 
v. No prior request for continued examination has been granted prioritized examination status 

under 37 CFR 1.102(e)(2). 

Sianature /Brad J. Hattenbach/ Date 2014-10-24 
Name Brad J. Hattenbach Practitioner 42642 (Print/Typed) Registration Number 

Note: Signatures of all the inventors or assignees of record of the entire interest or their representative(s) are required in accordance with 
37CFR 1.33 and 11.18. Please see 37 CFR 1.4(d) for the form of the signature. If necessary, submit multiple forms for more than one 
sianature, see below*. 

tJ *Total of 
1 

forms are submitted. 
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Privacy Act Statement 

The Privacy Act of 1974 (P.L. 93-579) requires that you be given certain information in connection with your 
submission of the attached form related to a patent application or patent. Accordingly, pursuant to the requirements of 
the Act, please be advised that: (1) the general authority for the collection of this information is 35 U.S.C. 2(b)(2); (2) 
furnishing of the information solicited is voluntary; and (3) the principal purpose for which the information is used by the 
U.S. Patent and Trademark Office is to process and/or examine your submission related to a patent application or 
patent. If you do not furnish the requested information, the U.S. Patent and Trademark Office may not be able to 
process and/or examine your submission, which may result in termination of proceedings or abandonment of the 
application or expiration of the patent. 

The information provided by you in this form will be subject to the following routine uses: 

1. The information on this form will be treated confidentially to the extent allowed under the Freedom of 
Information Act (5 U.S.C. 552) and the Privacy Act (5 U.S.C 552a). Records from this system of records may 
be disclosed to the Department of Justice to determine whether disclosure of these records is required by the 
Freedom of Information Act. 

2. A record from this system of records may be disclosed, as a routine use, in the course of presenting evidence 
to a court, magistrate, or administrative tribunal, including disclosures to opposing counsel in the course of 
settlement negotiations. 

3. A record in this system of records may be disclosed, as a routine use, to a Member of Congress submitting a 
request involving an individual, to whom the record pertains, when the individual has requested assistance from 
the Member with respect to the subject matter of the record. 

4. A record in this system of records may be disclosed, as a routine use, to a contractor of the Agency having 
need for the information in order to perform a contract. Recipients of information shall be required to comply 
with the requirements of the Privacy Act of 1974, as amended, pursuant to 5 U.S.C. 552a(m). 

5. A record related to an International Application filed under the Patent Cooperation Treaty in this system of 
records may be disclosed, as a routine use, to the International Bureau of the World Intellectual Property 
Organization, pursuant to the Patent Cooperation Treaty. 

6. A record in this system of records may be disclosed, as a routine use, to another federal agency for purposes 
of National Security review (35 U.S.C. 181) and for review pursuant to the Atomic Energy Act (42 U.S.C. 
218(c)). 

7. A record from this system of records may be disclosed, as a routine use, to the Administrator, General 
Services, or his/her designee, during an inspection of records conducted by GSA as part of that agency's 
responsibility to recommend improvements in records management practices and programs, under authority of 
44 U.S.C. 2904 and 2906. Such disclosure shall be made in accordance with the GSA regulations governing 
inspection of records for this purpose, and any other relevant (i.e., GSA or Commerce) directive. Such 
disclosure shall not be used to make determinations about individuals. 

8. A record from this system of records may be disclosed, as a routine use, to the public after either publication of 
the application pursuant to 35 U .S.C. 122(b) or issuance of a patent pursuant to 35 U .S.C. 151. Further, a 
record may be disclosed, subject to the limitations of 37 CFR 1.14, as a routine use, to the public if the record 
was filed in an application which became abandoned or in which the proceedings were terminated and which 
application is referenced by either a published application, an application open to public inspection or an issued 
patent. 

9. A record from this system of records may be disclosed, as a routine use, to a Federal, State, or local law 
enforcement agency, if the USPTO becomes aware of a violation or potential violation of law or regulation. 

Page 2 

Page 36 of 70

Petitioner's Exhibit 1011 
VIVITRO v. BDC 

IPR2024-00320



UNITED STA TES p A TENT AND TRADEMARK OFFICE 

APPLICATION NO. FILING DATE 

14/523,104 10/24/2014 

20686 7590 03/20/2015 

DORSEY & WHITNEY, LLP - Denver 
INTELLECTUAL PROPERTY DEPARTMENT 
1400 Wewatta Street 
Suite 400 
DENVER, CO 80202-5549 

FIRST NAMED INVENTOR 

Benjamin McCloskey 

UNITED STATES DEPARTMENT OF COMMERCE 
United States Patent and Trademark Office 
Address: COMMISSIONER FOR PATENTS 

P.O. Box 1450 
Alexandria., Virginia 22313-1450 
www .uspto.gov 

ATTORNEY DOCKET NO. CONFIRMATION NO. 

P201384.US.05 3190 

EXAMINER 

COTEY, PHILIP L 

ART UNIT PAPER NUMBER 

2855 

NOTIFICATION DATE DELIVERY MODE 

03/20/2015 ELECTRONIC 

Please find below and/or attached an Office communication concerning this application or proceeding. 

The time period for reply, if any, is set in the attached communication. 

Notice of the Office communication was sent electronically on above-indicated "Notification Date" to the 
following e-mail address(es): 

docketing-dv@dorsey.com 
docketingDV @dorsey.foundationip.com 

PTOL-90A (Rev. 04/07) 
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Application No. 
14/523, 104 

Applicant(s) 
MCCLOSKEY ET AL. 

Office Action Summary Examiner 
PHILIP COTEY 

Art Unit 
2855 

AIA (First Inventor to File) 
Status 
No 

-- The MAILING DA TE of this communication appears on the cover sheet with the correspondence address -­
Period for Reply 

A SHORTENED STATUTORY PERIOD FOR REPLY IS SET TO EXPIRE ;J. MONTHS FROM THE MAILING DATE OF 
THIS COMMUNICATION. 

Extensions of time may be available under the provisions of 37 CFR 1.136(a). In no event, however, may a reply be timely filed 
after SIX (6) MONTHS from the mailing date of this communication. 
If NO period for reply is specified above, the maximum statutory period will apply and will expire SIX (6) MONTHS from the mailing date of this communication. 
Failure to reply within the set or extended period for reply will, by statute, cause the application to become ABANDONED (35 U.S.C. § 133). 
Any reply received by the Office later than three months after the mailing date of this communication, even if timely filed, may reduce any 
earned patent term adjustment. See 37 CFR 1.704(b). 

Status 
1 )~ Responsive to communication(s) filed on 03/10/2015. 

0 A declaration(s)/affidavit(s) under 37 CFR 1.130(b) was/were filed on __ . 

2a)O This action is FINAL. 2b)~ This action is non-final. 
3)0 An election was made by the applicant in response to a restriction requirement set forth during the interview on 

__ ; the restriction requirement and election have been incorporated into this action. 
4)0 Since this application is in condition for allowance except for formal matters, prosecution as to the merits is 

closed in accordance with the practice under Ex parte Quayle, 1935 C.D. 11, 453 O.G. 213. 

Disposition of Claims* 
5)0 Claim(s) 1-20 is/are pending in the application. 

5a) Of the above claim(s) 8-20 is/are withdrawn from consideration. 
6)0 Claim(s) __ is/are allowed. 
7)~ Claim(s) 1-7is/are rejected. 
8)0 Claim(s) __ is/are objected to. 
9)0 Claim(s) __ are subject to restriction and/or election requirement. 

* If any claims have been determined allowable, you may be eligible to benefit from the Patent Prosecution Highway program at a 

participating intellectual property office for the corresponding application. For more information, please see 

http:ilwww.usoto.gov/patents/init events/pph/index.isp or send an inquiry to PPHfeedback(wuspto.aov. 

Application Papers 
10)0 The specification is objected to by the Examiner. 
11 )~ The drawing(s) filed on 10/24/2014 is/are: a)~ accepted or b)O objected to by the Examiner. 

Applicant may not request that any objection to the drawing(s) be held in abeyance. See 37 CFR 1.85(a). 

Replacement drawing sheet(s) including the correction is required if the drawing(s) is objected to. See 37 CFR 1.121 (d). 

Priority under 35 U.S.C. § 119 
12)0 Acknowledgment is made of a claim for foreign priority under 35 U.S.C. § 119(a)-(d) or (f). 
Certified copies: 

a)O All b)O Some** c)O None of the: 

1.0 
2.0 
3.0 

Certified copies of the priority documents have been received. 
Certified copies of the priority documents have been received in Application No. __ . 
Copies of the certified copies of the priority documents have been received in this National Stage 
application from the International Bureau (PCT Rule 17.2(a)). 

** See the attached detailed Office action for a list of the certified copies not received. 

Attachment{s) 

1) ~ Notice of References Cited (PTO-892) 

2) ~ Information Disclosure Statement(s) (PTO/SB/08a and/or PTO/SB/08b) 
Paper No(s)/Mail Date 10/27/2014; 01/22/2015. 

U.S. Patent and Trademark Office 
PTOL-326 (Rev. 11-13) Office Action Summary 

3) 0 Interview Summary (PTO-413) 

Paper No(s)/Mail Date. __ . 

4) 0 Other: __ . 

Part of Paper No./Mail Date 20150313 

Page 38 of 70

Petitioner's Exhibit 1011 
VIVITRO v. BDC 

IPR2024-00320



Application/Control Number: 14/523,104 

Art Unit: 2855 

DETAILED ACTION 

Claims 1 - 20 are pending in the present application. 

Claims 8 - 20 are withdrawn (see election/restriction section below). 

Claims 1 - 7 will be examined on the merits. 

Page 2 

The present application is being examined under the pre-AIA first to invent provisions. 

Oath/Declaration 

Oaths/Declarations as filed 10/24/2014 are noted by the Examiner. 

Election/Restrictions 

Applicant's election without traverse oflnvention I ( claims 1-7) in the reply filed on 

03/10/2015 is acknowledged. 

Examiner notes applicant's desire for possible rejoinder upon a finding of allowable 

subject matter. 

Claims 8-20 are withdrawn from further consideration pursuant to 37 CPR l.142(b) as 

being drawn to a nonelected Invention II, there being no allowable generic or linking claim. 

Election was made without traverse in the reply filed on 03/10/2015. 

Claim Rejections - 35 USC § 102 

The following is a quotation of the appropriate paragraphs of pre-AIA 35 U.S.C. 102 that 

form the basis for the rejections under this section made in this Office action: 
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Application/Control Number: 14/523,104 

Art Unit: 2855 

A person shall be entitled to a patent unless -

(b) the invention was patented or described in a printed publication in this or a foreign country or in 
public use or on sale in this country, more than one year prior to the date of application for patent in the 
United States. 

Page 3 

Claims 1-3 and 6-7 are rejected under pre-AIA 35 U.S.C. 102(b) as being anticipated by 

Pickard (US 4,682,491). 

Regarding claim 1, Pickard teaches a method for operating an accelerated cyclic test 

system for evaluating a valved prosthetic device (abstract) comprising storing a volume of test 

system fluid in an excess volume area (col. 15, lines 23-52; at least elements 136 and 142; see 

fig. 2; see also col. 5, lines 58-62) during a system driving stroke that opens the valved 

prosthetic device (col. 3, lines 9-57; see fig. 2 and associated text); and releasing the stored 

volume of test system fluid during a return stroke that closes the valved prosthetic device ( col. 14 

lines 4-10). 

Regarding claim 2, Pickard teaches that the excess volume area enlarges in response to 

a pressure on the test system fluid during the driving stroke and decreases during the return 

stroke ( col. 3, lines 46-57 teaching that the fluid pressure compensation chamber acts by 

means of air pressure through a diaphragm like "veins and arteries of the human body." 

i.e. enlarges due to greater pressure and vice versa; see also fig. 2). 

Regarding claim 3, Pickard teaches that the excess volume area provides a spring force 

counter to and in response to the pressure on the test system fluid ( col. 3, lines 46-57 teaching 
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Application/Control Number: 14/523,104 

Art Unit: 2855 

Page 4 

that the fluid pressure compensation chamber acts by means of air pressure through a 

diaphragm like "veins and arteries of the human body." i.e. provides spring like pressure 

to the contained fluid; see also fig. 2) 

Regarding claim 6, Pickard teaches compressing a volume of a compressible gas with 

the volume of test system fluid to provide a spring force counter to and in response to a pressure 

on the test system fluid when the volume of test system fluid is stored in the excess volume area 

( col. 3, lines 46-57 teaching that the fluid pressure compensation chamber acts by means of 

air pressure through a diaphragm like "veins and arteries of the human body." i.e. 

provides spring like pressure to the contained fluid; see also fig. 2, specifically element 60 

and associated text). 

Regarding claim 7, Pickard teaches altering a spring factor of the spring force provided 

by the excess volume area by adjusting the volume of the compressible gas (see col. 4, lines 25-

45). 

Claim Rejections - 35 USC § 103 

The following is a quotation of pre-AIA 35 U.S.C. 103(a) which forms the basis for all 

obviousness rejections set forth in this Office action: 

(a) A patent may not be obtained though the invention is not identically disclosed or described as set 
forth in section 102 of this title, if the differences between the subject matter sought to be patented and 
the prior art are such that the subject matter as a whole would have been obvious at the time the 
invention was made to a person having ordinary skill in the art to which said subject matter pertains. 
Patentability shall not be negatived by the manner in which the invention was made. 
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Application/Control Number: 14/523,104 

Art Unit: 2855 

Page 5 

Claims 4 and 5 are rejected under pre-AIA 35 U.S.C. 103(a) as being unpatentable over 

Pickard in view of Lundell et al. (US 2002/0116054 Al, hereinafter Lundell). 

Regarding claim 4, Pickard teaches altering a spring factor of the spring force provided 

by the excess volume area ( col. 4, lines 25-45) 

Pickard lacks teaching of using selection of a material forming at least a portion of a 

boundary of the excess volume area. 

However, Lundell teaches selection of a material forming at least a portion of a boundary 

of the excess volume area ([0086]). 

Therefore, at the time of the invention it would have been obvious to one of ordinary skill 

in the art to modify the human vein mimicking pressure compensation chamber of Pickard with 

the flexible or elastic biocompatible container of Lundell. This is because "As fluid ... enters and 

exits the flexible/elastic reservoirs, they expand and contract to accommodate the changing 

volume." (Lundell@ [0086]) This is important in order to maintain laminar flow. (Lundell@ 

[0086]) 

Regarding claim 5, Pickard teaches that the material is an elastomeric material that 

expands and contracts in response to the pressure on the test system ( col. 3, lines 46-57 teaching 

that the fluid pressure compensation chamber acts by means of air pressure through a 

diaphragm like "veins and arteries of the human body." i.e. the diaphragm will expand and 

contract based on the relative pressures against it). 
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Application/Control Number: 14/523,104 

Art Unit: 2855 

Conclusion 

Page 6 

The prior art made of record and not relied upon is considered pertinent to applicant's 

disclosure. See (PTO-892). 

Any inquiry concerning this communication or earlier communications from the 
examiner should be directed to PHILIP COTEY whose telephone number is (571)270-1029. The 
examiner can normally be reached on Monday-Friday 8:00AM to 5:00PM. 

If attempts to reach the examiner by telephone are unsuccessful, the examiner's 
supervisor, Lisa Caputo can be reached on (571) 272-2388. The fax phone number for the 
organization where this application or proceeding is assigned is 571-273-8300. 

Information regarding the status of an application may be obtained from the Patent 
Application Information Retrieval (PAIR) system. Status information for published applications 
may be obtained from either Private PAIR or Public PAIR. Status information for unpublished 
applications is available through Private PAIR only. For more information about the PAIR 
system, see http://pair-direct.uspto.gov. Should you have questions on access to the Private PAIR 
system, contact the Electronic Business Center (EBC) at 866-217-9197 (toll-free). If you would 
like assistance from a USPTO Customer Service Representative or access to the automated 
information system, call 800-786-9199 (IN USA OR CANADA) or 571-272-1000. 

/Philip Cotey/ 
Examiner, Art Unit 2855 

/LISA CAPUTO/ 

Supervisory Patent Examiner, Art Unit 2855 
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UNITED STA TES p A TENT AND TRADEMARK OFFICE 

APPLICATION NO. FILING DATE 

14/523,104 10/24/2014 

20686 7590 05/14/2015 

DORSEY & WHITNEY, LLP - Denver 
INTELLECTUAL PROPERTY DEPARTMENT 
1400 Wewatta Street 
Suite 400 
DENVER, CO 80202-5549 

FIRST NAMED INVENTOR 

Benjamin McCloskey 

UNITED STATES DEPARTMENT OF COMMERCE 
United States Patent and Trademark Office 
Address: COMMISSIONER FOR PATENTS 

P.O. Box 1450 
Alexandria., Virginia 22313-1450 
www .uspto.gov 

ATTORNEY DOCKET NO. CONFIRMATION NO. 

P201384.US.05 3190 

EXAMINER 

COTEY, PHILIP L 

ART UNIT PAPER NUMBER 

2855 

NOTIFICATION DATE DELIVERY MODE 

05/14/2015 ELECTRONIC 

Please find below and/or attached an Office communication concerning this application or proceeding. 

The time period for reply, if any, is set in the attached communication. 

Notice of the Office communication was sent electronically on above-indicated "Notification Date" to the 
following e-mail address(es): 

docketing-dv@dorsey.com 
docketingDV @dorsey.foundationip.com 

PTOL-90A (Rev. 04/07) 
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Applicant-Initiated Interview Summary 

Application No. 

14/523,104 

Examiner 

PHILIP COTEY 

All participants (applicant, applicant's representative, PTO personnel): 

Applicant(s) 

MCCLOSKEY ET AL. 

Art Unit 

2855 

(1) PHILIP COTEY. (3)DR. CRAIG WEINBERG. 

(2) SPE LISA CAPUTO. (4)BRAD HATTENBACH (Reg. No. 42,642). 

Date of Interview: 07 Mav 2015. 

Type: IZI Telephonic D Video Conference 
D Personal [copy given to: D applicant 

Exhibit shown or demonstration conducted: D Yes 
If Yes, brief description: __ . 

D applicant's representative] 

IZI No. 

Issues Discussed D101 D112 1Z1102 0103 □Others 
(For each of the checked box(es) above, please describe below the issue and detailed description of the discussion) 

Claim(s) discussed: 1-

ldentification of prior art discussed: Pickard (US 4,682.491). 

Substance of Interview 
(For each issue discussed, provide a detailed description and indicate if agreement was reached. Some topics may include: identification or clarification of a 
reference or a portion thereof, claim interpretation, proposed amendments, arguments of any applied references etc ... ) 

We discussed the 102 reiection of claim 1. Specifically the discussion centered around the term "accelerated" in the 
preamble of claim 1 and touched on possible amending language and thoughts on new matter. While the discussion 
seemed productive no specific agreement was reached . . 

Applicant recordation instructions: The formal written reply to the last Office action must include the substance of the interview. (See MPEP 
section 713.04 ). If a reply to the last Office action has already been filed, applicant is given a non-extendable period of the longer of one month or 
thirty days from this interview date, or the mailing date of this interview summary form, whichever is later, to file a statement of the substance of the 
interview 

Examiner recordation instructions: Examiners must summarize the substance of any interview of record. A complete and proper recordation of 
the substance of an interview should include the items listed in MPEP 713.04 for complete and proper recordation including the identification of the 
general thrust of each argument or issue discussed, a general indication of any other pertinent matters discussed regarding patentability and the 
general results or outcome of the interview, to include an indication as to whether or not agreement was reached on the issues raised. 

D Attachment 

/PHILIP COTEY/ 
Examiner, Art Unit 2855 

U.S. Patent and Trademark Office 

PTOL-413 (Rev. 8/11/2010) 

/LISA CAPUTO/ 
Supervisory Patent Examiner, Art Unit 2855 

Interview Summary PaperNo.20150507 
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Summary of Record of Interview Requirements 

Manual of Patent Examining Procedure (MPEP), Section 713.04, Substance of Interview Must be Made of Record 
A complete written statement as to the substance of any face-to-face, video conference, or telephone interview with regard to an application must be made of record in the 
application whether or not an agreement with the examiner was reached at the interview. 

Title 37 Code of Federal Regulations (CFR) § 1.133 Interviews 
Paragraph (b) 

In every instance where reconsideration is requested in view of an interview with an examiner, a complete written statement of the reasons presented at the interview as 
warranting favorable action must be filed by the applicant. An interview does not remove the necessity for reply to Office action as specified in §§ 1.111, 1 .135. (35 U .S.C. 132) 

37 CFR §1.2 Business to be transacted in writing. 
All business with the Patent or Trademark Office should be transacted in writing. The personal attendance of applicants or their attorneys or agents at the Patent and 
Trademark Office is unnecessary. The action of the Patent and Trademark Office will be based exclusively on the written record in the Office. No attention will be paid to 
any alleged oral promise, stipulation, or understanding in relation to which there is disagreement or doubt. 

The action of the Patent and Trademark Office cannot be based exclusively on the written record in the Office if that record is itself 
incomplete through the failure to record the substance of interviews. 

It is the responsibility of the applicant or the attorney or agent to make the substance of an interview of record in the application file, unless 
the examiner indicates he or she will do so. It is the examiner's responsibility to see that such a record is made and to correct material inaccuracies 
which bear directly on the question of patentability. 

Examiners must complete an Interview Summary Form for each interview held where a matter of substance has been discussed during the 
interview by checking the appropriate boxes and filling in the blanks. Discussions regarding only procedural matters, directed solely to restriction 
requirements for which interview recordation is otherwise provided for in Section 812.01 of the Manual of Patent Examining Procedure, or pointing 
out typographical errors or unreadable script in Office actions or the like, are excluded from the interview recordation procedures below. Where the 
substance of an interview is completely recorded in an Examiners Amendment, no separate Interview Summary Record is required. 

The Interview Summary Form shall be given an appropriate Paper No., placed in the right hand portion of the file, and listed on the 
"Contents" section of the file wrapper. In a personal interview, a duplicate of the Form is given to the applicant (or attorney or agent) at the 
conclusion of the interview. In the case of a telephone or video-conference interview, the copy is mailed to the applicant's correspondence address 
either with or prior to the next official communication. If additional correspondence from the examiner is not likely before an allowance or if other 
circumstances dictate, the Form should be mailed promptly after the interview rather than with the next official communication. 

The Form provides for recordation of the following information: 
-Application Number (Series Code and Serial Number) 
- Name of applicant 
- Name of examiner 
- Date of interview 
- Type of interview (telephonic, video-conference, or personal) 
- Name of participant(s) (applicant, attorney or agent, examiner, other PTO personnel, etc.) 
-An indication whether or not an exhibit was shown or a demonstration conducted 
-An identification of the specific prior art discussed 
- An indication whether an agreement was reached and if so, a description of the general nature of the agreement (may be by 

attachment of a copy of amendments or claims agreed as being allowable). Note: Agreement as to allowability is tentative and does 
not restrict further action by the examiner to the contrary. 

- The signature of the examiner who conducted the interview (if Form is not an attachment to a signed Office action) 

It is desirable that the examiner orally remind the applicant of his or her obligation to record the substance of the interview of each case. It 
should be noted, however, that the Interview Summary Form will not normally be considered a complete and proper recordation of the interview 
unless it includes, or is supplemented by the applicant or the examiner to include, all of the applicable items required below concerning the 
substance of the interview. 

A complete and proper recordation of the substance of any interview should include at least the following applicable items: 
1) A brief description of the nature of any exhibit shown or any demonstration conducted, 
2) an identification of the claims discussed, 
3) an identification of the specific prior art discussed, 
4) an identification of the principal proposed amendments of a substantive nature discussed, unless these are already described on the 

Interview Summary Form completed by the Examiner, 
5) a brief identification of the general thrust of the principal arguments presented to the examiner, 

(The identification of arguments need not be lengthy or elaborate. A verbatim or highly detailed description of the arguments is not 
required. The identification of the arguments is sufficient if the general nature or thrust of the principal arguments made to the 
examiner can be understood in the context of the application file. Of course, the applicant may desire to emphasize and fully 
describe those arguments which he or she feels were or might be persuasive to the examiner.) 

6) a general indication of any other pertinent matters discussed, and 
7) if appropriate, the general results or outcome of the interview unless already described in the Interview Summary Form completed by 

the examiner. 
Examiners are expected to carefully review the applicant's record of the substance of an interview. If the record is not complete and 

accurate, the examiner will give the applicant an extendable one month time period to correct the record. 

Examiner to Check for Accuracy 

If the claims are allowable for other reasons of record, the examiner should send a letter setting forth the examiner's version of the 
statement attributed to him or her. If the record is complete and accurate, the examiner should place the indication, "Interview Record OK" on the 
paper recording the substance of the interview along with the date and the examiner's initials. 
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IN THE UNITED STATES PATENT AND TRADEMARK OFFICE 
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FOR PROSTHETIC DEVICES 
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Group Art Unit: 
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Docket No.: 
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2855 

Philip L. Cotey 
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AMENDMENT BAND RESPONSE TO OFFICE ACTION 

MAIL STOP AMENDMENT 
Commissioner for Patents 
P.O. Box 1450 
Alexandria, VA 22313-1450 

Dear Commissioner: 

In response to the Office Action dated 20 March 2015, please amend the above­

identified application as follows: 

Claim Amendments begin on page 2 of this paper. 

Remarks/Arguments begin on page 5 of this paper. 
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CLAIM AMENDMENTS 

The following listing of claims replaces all prior versions and listings of claims in this 

application. Additional terms are presented in underline text and deleted terms are indicated in 

strikethrough text or are enclosed in [[double brackets]]. 

1. (Currently Amended) A method for operating an accelerated cyclic test system for 

evaluating a valved prosthetic device comprising 

driving a test system fluid cyclically above a normal physiological rate, at an accelerated 

pulsed rate of greater than 200 beats per minute within the test system: 

storing a volume of test system fluid in an excess volume area during a system driving 

stroke that opens the valved prosthetic device; and 

releasing the stored volume of test system fluid during a return stroke that closes the 

valved prosthetic device. 

2. (Original) The method of claim 1, wherein the excess volume area enlarges in 

response to a pressure on the test system fluid during the driving stroke and decreases during 

the return stroke. 

3. (Previously Presented) The method of claim 2, wherein the excess volume area 

provides a spring force counter to and in response to the pressure on the test system fluid. 

4. (Original) The method of claim 3 further comprising altering a spring factor of the 

spring force provided by the excess volume area through selection of a material forming at least 

a portion of a boundary of the excess volume area. 

5. (Original) The method of claim 4, wherein the material is an elastomeric material 

that expands and contracts in response to the pressure on the test system. 

6. (Previously Presented) The method of claim 1, further comprising compressing a 

volume of a compressible gas with the volume of test system fluid to provide a spring force 

counter to and in response to a pressure on the test system fluid when the volume of test 

system fluid is stored in the excess volume area. 

7. (Original) The method of claim 6 further comprising altering a spring factor of the 

spring force provided by the excess volume area by adjusting the volume of the compressible 

gas. 
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8. (Withdrawn) A device for accelerated cyclic testing of a valved prosthetic device 

comprising 

a pressurizable test chamber for containing test system fluid and further comprising 

a fluid distribution chamber positioned on a first side of the valved prosthetic 

device and in fluid communication with a pressure source; 

a fluid return chamber positioned on a second side of the valved prosthetic 

device; 

a fluid return conduit both structurally and fluidily connecting the fluid distribution 

chamber to the fluid return chamber; and 

an excess volume area in fluid communication with the fluid return chamber 

providing a volume for storing a volume of a test system fluid when the test system fluid is under 

compression. 

9. (Withdrawn) The device in claim 8 further comprising 

a drive motor; and 

a fluid displacement member connected with and driven by the drive motor to provide 

the pressure source that increases and decreases a pressure on the test system fluid in the test 

chamber. 

10. (Withdrawn) The device of claim 8, wherein the excess volume area enlarges in 

response to compression of the test system fluid and decreases during depressurization of the 

test system fluid. 

11. (Withdrawn) The device of claim 8 further comprising an elastomeric material 

that forms at least a portion of a boundary of the excess volume area and that expands and 

contracts in response to changes in pressure on the test system fluid within the test chamber. 

12. (Withdrawn) The device of claim 8, wherein the excess volume area further 

contains a volume of a compressible gas that is compressed by the volume of the test system 

fluid to provide a spring force when the volume of the test system fluid is stored in the excess 

volume area. 

13. (Withdrawn) The device of claim 8, wherein the excess volume area comprises a 

compliance chamber defining a cavity within the fluid return chamber. 
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14. (Withdrawn) The device of claim 13 further comprising an elastomeric 

membrane separating at least a portion of the compliance chamber from fluid in the fluid return 

chamber. 

15. (Withdrawn) The device of claim 13 further comprising a porous material at least 

partially filling the compliance chamber. 

16. (Withdrawn) The device of claim 13, wherein the compliance chamber provides 

a volume for holding a gas or elastomeric material that compresses under a pressure placed 

upon the test system fluid in the test chamber and allows the test system fluid in the test 

chamber to occupy a portion of the volume in the compliance chamber. 

17. (Withdrawn) The device of claim 8, wherein 

the test chamber defines a first port on a first side of the valved prosthetic device and a 

second port on a second side of the valved prosthetic device; and 

the first port and the second port are configured to receive one or more sensor devices. 

18. (Withdrawn) The device of claim 9, wherein the drive motor is configured to 

operate cyclically, acyclically, or a combination of both, to provide cyclic and acyclic fluid 

pressures within the test chamber. 

19. (Withdrawn) The device of claim 9, wherein the drive motor comprises a linear 

motor. 

20. (Withdrawn) The device of claim 9, wherein the fluid displacement member 

further comprises a flexible rolling bellows connected to a shaft of the drive motor. 
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REMARKS 

This Response is considered fully responsive to the Office Action mailed 20 March 2015. 

Claims 1-20 are pending in the application. Claims 8-20 are withdrawn. Claims 1-7 stand 

rejected. In this Response, claim 1 is amended. Reexamination and reconsideration are 

requested. 

Interview Summary 

Applicant thanks the Examiner and Supervisory Examiner Lisa Caputo for their time on 7 

May 2015 and participation in a telephone interview with the undersigned and Craig Weinberg, 

Ph.D., one of the inventors. 

Dr. Weinberg discussed the differences between the invention claimed in claims 1-77 

and the prior art references of record, namely, Pickard and Lundell et al. Dr. Weinberg noted 

that Pickard discloses a "real-time" test system (e.g., operating at physiologic rates on the order 

of 72 beats per minute, or 1.2 Hz) for hydrodynamic performance testing of heart valves to 

characterize and define their anticipated fluid mechanical performance post implantation Dr. 

Weinberg noted that Pickard's disclosure is thus not an accelerated durability testing system 

(e.g., operating at rates;:: 3.5 Hz or 200 beats/cycles per minute) like the presently claimed 

invention and trying to cycle the Pickard system faster would frustrate the purpose of the test it 

is trying to perform (i.e., characterizing valve performance in a simulated circulatory system 

under which the valve is to be used) while not being able to perform the accelerated durability 

wear testing of the claimed invention. Dr. Weinberg also discussed the different purpose of 

system compliance between the claimed durability test system and the hydrodynamic 

performance system of Pickard. Dr. Weinberg noted that in the Pickard system, compliance is 

used to shape the systemic pressure waveform and modify the systemic pressures to mimic the 

response of the circulatory system distensiblity (e.g., arterial vascular compliance) and create a 

physiological relevant environment to characterize the prosthetic heart valve performance. In 

contrast, Dr. Weinberg noted the purpose of the excess volume area as claimed in the method 

of independent claim 1 is to prevent or minimize the kinetic energy of fluid flow generated by the 

system driver from translating into high static fluid pressure in the test system during the 

accelerated frequency testing. 

The Examiner expressed concern that the term "accelerated" in the preamble of claim 1 

was insufficient to differentiate the types of test systems disclosed in the cited prior art from the 

test system in which the claimed method operates. While Applicant disagreed with this 

analysis, the Applicant and Examiner discussed possible amendments to provide the clarity 
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sought by the Examiner. Applicant noted that the ISO 5840 Standard provides guidelines for 

the accelerated durability testing of heart valves and that the industry (i.e., a person of ordinary 

skill in the art) recognizes an "accelerated" valve test system to mean a system that cycles 

faster than a normal physiological rate. It was discussed that the typical upper end of a normal 

physiological rate is above 200 beats per minute. The Examiner agreed that a limitation 

describing the system environment as being greater than 200 beats per minute would be 

sufficient to address this concern with the claim. 

Continuation Application 

Applicant asserts that no arguments or disclaimers made in the parent application no. 

12/718,316 apply to this continuation/divisional application and, consequently, it is asked that 

the Examiner review the present set of claims in view of all of the prior art of record and any 

search that he deems appropriate. Applicant presumes the Examiner has considered the file 

history in parent application no. 12/718,316 and has determined any rejections therein not 

expressly made in the prosecution of the present application to be immaterial to the present 

application. 

Rejections Under 35 U.S.C. §102 

The Examiner has rejected claims 1-3 and 6-7 under 35 U.S.C. §102(b) as being 

anticipated by Pickard (U.S. Patent No. 4,682,491). Applicant respectfully traverses this 

rejection for at least the following reasons. 

Pickard discloses a system and method for testing heart valves "prior to implant in the 

human body" as a "mock circulatory loop." ( See Pickard, Abstract.) Pickard states that "the 

present invention is particularly useful for mimicking the human circulatory system so that a 

heart valve may be placed therein, tested and observed for determining the suitability of the 

valve for actual implantation." (See, Pickard, 1 :9-14.) Pickard "seeks to provide a mechanical 

analog for the human circulatory system, including the heart, arteries, veins and capillaries so 

that a prosthetic valve may be tested and observed prior to use in the human body." (Pickard 

7:8-13; see also 3:9-57.) Thus, Pickard discloses a system and related methodologies for real­

time testing of cardiac valves to examine fluid mechanical performance in a facsimile circulatory 

system, not a method in an accelerated system as claimed for the purposes of evaluating leaflet 

wear and implant durability over hundreds of millions of cycles in the expected lifetime of a 

valve. 

As is well known to persons of ordinary skill in the art of cardiac valve testing, real-time 

and accelerated testing have completely different requirements and use completely different 
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methodologies for testing. For example, in Section 6.2.1 of the ISO 5840 Standard, Table 1 

specifies the "physiological parameters of the intended patient population" including the "Heart 

Rate: 30 beats/min to 200 beats/min." These parameters define the physiological conditions of 

operation of heart valve devices for the intended patient population. 

6.2.1 Operational specifications 

The manufacturer shail define n,e opernt:anal spedfications for the device, :ncluding tr,e prit1c1pies of opernti,)n. 
exptctect devi:c:e !if~Hff1e, sh-etf :i\fe 1 shlppifvJ/stora~~e llrnlt:i: .r.:1nd the physiotogiGa! -envi:ronrnBnt ~n ;:vf:ich :i~ ls lntBnded ~o 
f:tH1G~!on_ Tabh:? ·1: (jefinEs the e:xp8eted phy~,toi•J{{:ica: pararr:eteP:, of !h•e intended pati-ent poptilation for fteart "li:".i:!ve 
su:bstitt.i:tes for boU1 non~-ial and patho!og:J:sal pat:ent c(.-:ndlhons. 

Table 1-Heart valve substitute operational environment 

Parameter 

Temperature: 

B:ocrd Pf8'SS-lff95 and 1'GSUltant 

condit.ton: 

Hypote1°1sivc: 

Stage 1 (rnil::J) 

Stage 3 iS9V8Pc,) 

Extteme isxr,ected mc:,ximum 
prES3lffB- for D single GiCle) 

Description 

J i/rrnn lo ·i 5 !irnin 

.Arteriai peak 
·;y~,feHc pre:s.:s.urB- pressu:r8 

i·nrn Hf). ir:rn H9 

60 40 

·100 to 1D9 

1BO to 209 ·1 rn to 1 rn 

300 

95 

50 

't23 

155 

H:lS 

2:30 

Aort:c Ll.PFi 
mmH(l 

1:95 

ANSI/AMMI/ISO 5840, "Cardiovascular Implants-Cardiac valve prostheses," American National 

Standards Institute, Inc. (2005). 

Section 7.2.4.2 of ISO 5840 specifically discusses the number of anticipated test cycles 

i.e., at least 400 million cycles for stiff or artificial valve leaflets or at least 200 million cycles for 

tissue valve leaflets, for durability testing. An excerpt is presented below. 
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7.2.4.2 D-e11ice durability assessment 

An assessment of the durahi!rty of the herni va:l"-.··e subsMutefa) shai! be 1-,--:-erfrnrned in order lo assess rnntinued 
func!ion over a reasonable !ifet1me. Unless the labeling for a pmiirnlm devic-B includes an explicl! statement about 
anticipatecd in v,<\!o device lifetime, testing shall he performed to decmonstrate masunab!e assurance that rigid heart 
valve substitutes will remain fundiorml fm 400 million cvcles and that fle.xib!e heart valve substitutes wi!I remain 
functional for 200 milliC!n cycles. if the labeling for a partici11ar dflvice includes an explKit statement about anticip:ate:d 
in \,n_..o t:!flvice lifetime, testing shall t.e pe-rforme,d lo support the !abe!ing claim. 

TE!sting shall b:e p&rformed on at ieast three each of th,e largest medium .. a11t1 smal!e.st sizes of &1cti type {aortic and 
mitml) cf hern1 val\l:e substitute. One eqwvalen! size mference valve shall oo tested under identical conditions for 
each valve size !ester:!. 

Tests shall be performed at a d&finfld differnntia! pressure consislent with nonnotensive conditions specified in Tabi-e 
1. Dunng the durability testing. !he defined tm,;iet peak differnnt1al pressure across the dose<l valve shall be 
maintained for f!S % or more of all the tes! cyde.s. Each test valve shall Rxpe,1-ience a differential press.are equal to or 
greater than the defined differential pressure fm 5 %, or m-ore of th& duration of each cycle. n aortic and mitral heart 
valve sut,stitutes are identical in Design except for tr1e sewing cuft\ testing need only be pertonned under the 
differential pressure conditions defined for the mitml valve 

Cyd& rates used for acrn!emted am! quasi-real time ;jurabilily Jesting should!~ juslined fmm the rnsult~, of the nsk 
analysts. Consideration should be given to the behavior of time-{!ependent materials when selecting and justifying 
appropriate cyde rates 

Id. If such cycle testing for durability were performed at normal heart rates, the testing would 

take between 6 and 12 years. Moreover, the third paragraph demonstrates there are no 

requirements on the pressure waveform shape during testing, to wit: "Each test valve shall 

experience a differential pressure equal to or greater than the defined differential pressure for 

5% or more duration of the cycle." Therefore the waveform shape is not intended to be 

physiological, rather it simply has to meet this requirement for differential pressure loading and 

thus is not designed to mimic the circulatory system as is the goal in Pickard. The 4th 

paragraph of this section demonstrates that the term 'accelerated' is common vernacular to 

those versed in the art of heart valve development and testing and, since it will need to be 

'justified,' it assumes that it is within a condition that is not standard physiological conditions. 

Additionally, ISO 5840, Annex L, describes the requirements for real-time test systems 

(e.g., the Pickard system) and defines that testing should be conducted in a "pulse duplicator 

that produces pressures and flow waveforms that approximate physiological conditions .... " Id. 

Notably, this is not a requirement for durability testing as set forth in ISO 5840, Annex M. Id. 

Thus, while the concept of using a compliance chamber to store excess volume of test 

fluid in a real-time, physiologically accurate, cardiac valve test system is well known for the 

purpose of substituting for the arteries of the human circulatory system (in fact, compliance is 

required by ISO 5840 in Annex L and detailed guidelines for compliant chambers are provided 

in Annex F), a method in an accelerated cyclic test system that uses an excess volume area is 

entirely new. As described in the specification of this application, "the compliance chambers 

135 assist in minimizing the effects of large and quickly changing pressure gradients (i.e., 

pressure loading or pressure spikes) across test samples 130 placed within the test chamber 
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106." (See, ,r 0061.) In methodologies of prior commercial accelerated test systems, there were 

no specific design elements or system features to address this phenomenon of pressure spikes, 

which were therefore viewed as an accepted drawback associated with testing at accelerated 

rates. As described in the present application, the compliance chamber may also be used to 

fine-tune the pressure gradient across the valve sample being tested. The prior art of record 

fails to teach the claimed method in the context of an accelerated cyclic test system. None of 

these concerns, goals, or solutions addressed and achieved by the claimed method are 

contemplated or recognized in the prior art of record. Thus, Pickard cannot be held to anticipate 

the invention of claim 1 because a method performed within an accelerated cyclic test system 

was not even a consideration in the context of the disclosure of Pickard. 

Further, with respect to Pickard, a piston pump is disclosed to drive the disclosed 

system. A piston pump may be adequate for a real-time (i.e., ~1.2 Hz) valve performance test 

system. However, it has significant drawbacks in the context of an accelerated test system 

such as claimed in claim 1. For example, recall the ISO 5840 standard requirement that the 

valved prostheses be loaded through 200,000,000 test cycles for biologic prostheses or 

400,000,000 test cycles for synthetic prostheses. This extremely high cycle requirement 

prohibits the use of a standard piston with seal(s) as a driver since because O-rings, cup seals, 

and other standard seal structures wear out before the completion of a single test run. (See 

Declaration of Craig Weinberg, Ph.D., ,r 10.) (Note: This declaration was submitted during the 

prosecution of the parent application to this continuation application.) Further, the friction 

caused by the interference between the piston, seal, and chamber generate heat within the test 

system and additional wear on the components and driver (Id.). 

Dependent claims 2, 3, 6, and 7 depend upon and contain all the limitations of 

independent claim 1. For at least the reasons discussed above in connection with independent 

claim 1, the Applicant respectfully submits that dependent claims 2, 3, 6, and 7 are allowable. 

The Applicant makes this statement without waiving any independent bases for patentability in 

claims 2, 3, 6, and 7. The Applicant reserves the right to separately argue the patentability of 

dependent claims 2, 3, 6, and 7 in a subsequently filed response, if necessary. 

The Applicant therefore requests reconsideration and withdrawal of the rejection of 

claims 1-3, 6, and 7 under 35 U.S.C. § 102. 
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Rejections Under 35 U.S.C. §103 

The Examiner has rejected claims 4 and 5 under 35 U.S.C. §103(a) as being 

unpatentable over Pickard, in view of Lundell et al. (U.S. Publication No. 2002/0116054 A 1 ). 

Applicant respectfully traverses the rejection. 

Initially, Applicant asserts that dependent claims 4 and 5 depend upon and contain all 

the limitations of independent claim 1. For at least the reasons discussed above in connection 

with independent claim 1, the Applicant respectfully submits that dependent claims 4 and 5 are 

allowable. The Applicant makes this statement without waiving any independent bases for 

patentability in claims 4 and 5. 

As noted, the deficiencies of Pickard with respect to claim 1 are equally applicable to 

claims 4 and 5 which depend therefrom. Lundell et al. fails to remedy the deficiencies of 

Pickard. Lundell et al. also discloses a real time system (e.g., 50 to 120 bpm; see Lundell et al., 

,r 0109) for testing medical devices "to more closely approximate natural biological conditions in 

which pulsed flow circulates fluid ... without use of a pump that directly applies pulsatile forces to 

the fluid." (Lundell et al., ,r 0044.) "Conditions in the flow system can be adjusted to mimic the 

conditions in a patient's cardiovascular system ... [and] can also be used to test and evaluate 

cell attachment and proliferation in association with a prosthesis or cell culture support matrix." 

(See Lundell et al., ,r 0047; see also ,r 0052 ("pulsed flow similar to in vivo conditions").) Lundell 

et al. is thus not an accelerated testing system (e.g., cycles>"' 2.5 Hz) like the presently claimed 

invention. Cycling the Lundell et al. system faster would frustrate the purpose of the test it is 

trying to perform (i.e., "circulating blood, cell culture medium or other fluids containing viable 

cells ... for seeding biocompatible materials with viable cells ... to produce prostheses with 

associated cells"; see Lundell et al., ,r 0046) while not being able to perform the accelerated 

durability wear testing of the claimed invention. 

The design shown in Figs. 12 and 13 of Lundell et al. depicts a test system using a 

shaker table to provide translational motion of fluid (110) across the valves (264, 266) in tubes 

(252, 254). The ends of the tubes are connected to reservoirs (256, 258), which, in one 

embodiment, may expand and contract to accommodate changing fluid volume as the fluid 

moves from one side of the valves to the other. In this embodiment, the reservoirs must be able 

to accommodate this excess volume because one of the valves will be closed depending upon 

direction of the movement of the system and the fluid will back up behind it. 

The device of Lundell et al. cannot have a "driving stroke" or "return stroke" as required 

by claim 1 because Lundell et al. expressly disavows use of a pulsatile pump after describing 

problems with such a pump for its real-time physiologic testing purposes. (See Lundell et al., 
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,r 0044 ("standard pulsed pumps tend to damage cells").) The embodiment identified by the 

examiner uses, as noted, a shaker table to mechanically translate fluid flow from one side of the 

device to the other. In general, Lundell et al. states that it causes flow by moving the test 

system with respect to the fluid within the system (i.e., it uses a "swashplate" or a "shaker table") 

or it uses a constant flow pump. In contrast, the claimed method expressly operates by driving 

a pulsed flow with a driving stroke and a return stroke. 

Further, the combination of Lundell with Pickard et al. is improper and the purported 

motivation to combine is fallacious. Pickard expressly requires a pulsatile pump. Lundell et al. 

expressly disavows the use of a pulsatile pump. Thus, there would be no motivation 

whatsoever to attempt to achieve "laminar flow" in Pickard as argued by the Examiner. Laminar 

flow would only be achievable by using the swash plate or shaker table of Lundell et al. 

The purpose of the excess volume areas (i.e., compliance chamber(s)) as claimed in the 

method of independent claim 1 is "to act as a resilient spring force to dampen the effects of 

large, quickly changing pressure gradients within the test chamber" in the test system during the 

accelerated frequency testing. (See Specification, ,r0046.) As with Pickard, this is not an issue 

considered by Lundell et al. nor do the reservoirs (256, 258) provide such a function. The 

reservoirs merely allow fluid to continue to flow across the open test valve when the fluid head 

encounters the closed opposing test closed test valve in the system. There is no teaching in 

Lundell et al. of using the reservoirs to alter a spring factor of the spring force provided by the 

compliance chamber as recited in claim 4. 

The Applicant therefore requests reconsideration and withdrawal of the rejection of 

claims# under 35 U.S.C. § 103. 

Conclusion 

Claims 1-20 are currently pending in the application; claims 8-20 are presently 

withdrawn. Applicant has fully responded to each and every objection and rejection in the Office 

action dated 20 March 2015, and believes that claims 1-7 are in condition for allowance. 

Applicant therefore requests that a timely Notice of Allowance be issued in this case. 

The Applicant believes no other fees or petitions are due with this filing. However, 

should any such fees or petitions be required, please consider this a request therefor and 

authorization to charge Deposit Account No. 04-1415 as necessary. 

If the Examiner believes any issues could be resolved via a telephone interview, the 

Examiner is invited to contact the undersigned at the telephone number listed below. 
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IN THE UNITED STATES PATENT AND TRADEMARK OFFICE 

Application No. 12/718,316 Confirmation No. 4620 

First Applicant Benjamin McCloskey Art Unit 4125 

Filed 5 March 2010 Examiner Jahangir, Naeem M. 

Title Fatigue testing system for prosthetic devices 

Docket No. P201384.US.02 Customer No. 20686 

DECLARATION OF CRAIG WEINBERG, Ph.D. UNDER 37 C.F.R. § 1.132 

Mail Stop Amendment 
Commissioner for Patents 
U.S. Patent and Trademark Office 
P.O. Box 1450 
Alexandria, VA 22313-1450 

I, CRAIG WEINBERG, having a residence at 4132 Decatur Street, Denver, Colorado 

80211 and being a U.S. citizen, hereby declare as follows: 

1. I am a named inventor on the patent application captioned above and am an 

owner and president of the assignee of the application, Biomedical Device Consultants and 

Laboratories of Colorado, LLC. I have held this position for over 7 years. 

2. I have a Ph.D. in Mechanical/Biomedical Engineering from the University of 

Colorado - Boulder (2003). 

3. My primary expertise is with the cardiovascular system and my research 

experience is focused on statistically based experimental design and analysis, cardiovascular 

system experimental modeling, and control system algorithm development. My doctoral thesis 

was in the area of ultrasound imaging, experimental fluid dynamics and flow visualization. 

Additional research and development experience includes vascular implants (synthetic and 

biologic), endovascular implants, radio-frequency tissue treatments (tissue fusion, division, and 

coagulation), control system logic development, and management of acute and chronic 

preclinical animal studies. 

4. I participated in the preparation of the subject patent application captioned above 

and have also reviewed the pending claims in this application and the references cited by the 

examiner in the Office action dated 3 January 2013. 

5. The examiner cites the Vilendrer reference in the Office action as disclosing a 

similar system as the system of claim 25 of our application. I would note particularly that the 

Vilendrer system employs the use of two metal bellows on each end of the system to drive the 
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system. The use of metal bellows is something that we intentionally avoided in the design of the 

system of claim 25. 

6. Metal bellows technology requires a substantially increasing force during 

compression, once beyond the initial, relatively small displacement, to increase the bellows 

compression. Therefore to achieve higher flow rates through larger displacements as required 

for testing some larger sized valved prosthetic devices (such as tested by the claimed 

inyention) and to ensure full opening and closing performance of the test article, one must 

provide a larger electromagnetic driver(s) for a metal bellows that can generate the necessary 

higher forces during operation. Consequently, further challenges to the test equipment result 

from this factor such as increased heat generation from the driver, increased operating stresses 

on adjacent components, and increased physical size requirements for the driver and test 

system. 

7. In addition, metal bellows possess their own spring constant and effective mass. 

During cyclic, oscillatory motion the bellows therefore responds as a standard mass-spring 

system with a respective vibrational natural frequency and subsequent harmonic response. 

This characteristic can impact the operation of the test system by producing undesirable 

excitation of the valved test prosthesis(es) under evaluation and/or impart artificial limitations in 

the system operating frequency. 

8. By utilizing a flexible elastomeric rolling bellows diaphragm technology as 

provided in claim 25, higher system flow generated by large displacements can be achieved 

without any need for increased force requirements to the driver beyond the loading 

requirements of the valved test prosthesis(es) under evaluation. No incremental load 

considerations are necessary for the motion of the rolling bellows. Furthermore, a flexible rolling 

bellows diaphragm does not possess an effective spring constant; therefore, the rolling bellows 

does not respond as a mass-spring system nor possess its own natural frequency. These 

points combine to an added benefit of requiring a smaller electromagnetic driver(s), fewer 

system component stresses, and no operational or frequency restrictions stemming from the 

prior art metal bellows component. 

9. The examiner secondarily identified the system in the Kruse et al. reference as 

using a diaphragm to drive a prosthetic test system .. The system described in the Kruse et al. is 

for evaluation and testing of heart valve frames (referred to in Kruse at al. as a "valve stent") 

and describes a preferred embodiment that has limited to no system flow through the test 

article. Therefore, the Kruse et al. system does not require the large driver/ diaphragm 

displacements since the opening and closing of the test article leaflets are not desired. The 
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diaphragm in the Kruse et al. system performs in a manner similar to a loudspeaker cone, with 

the diaphragm merely flexing inward and outward with respect to a fixed circumferential 

position. Such a diaphragm does not have a rolling interface along the diaphragm like a rolling 

bellows and would not be applicable to the system of claim 25 in which much larger 

displacements are achieved using the rolling bellows diaphragm. This allows the system of 

claim 25 to test larger valved prosthetic devices that require larger fluid volume flows. 

10. Additionally, test requirements for valved endovascular prostheses, as outlined 

by the United States Food & Drug Administration (FDA) and all worldwide regulatory agencies, 

provide that the valved prosthesis(es) be loaded through 200,000,000- 600,000,000 cycles. 

This extremely high cycle requirement prohibits the use of a standard piston with seal(s) as 

used in the Pickard reference (which is a real-time, not accelerated system) to provide a driving 

member, since seal technologies such as O-rings, cup seals, and others do not have an 

anticipated life-duration equivalent to one test run. Moreover, standard seal technologies 

function by interference between the seal and the piston cylinder. The amount of interference is 

a delicate balance of providing adequate pressure on the seal-cylinder interface to prohibit the 

leaking of working fluid while recognizing that the resulting pressure will create friction and 

require additional input force to overcome and increase the wear of the seals during operation. 

This friction can also generate heat in the test system and additional wear and stresses on the 

components and driver. 

11. Since a rolling bellows diaphragm does not generate a fluid seal by an 

interference fit and contact between a piston and piston cylinder as with classic seals, the 

shortcomings of classic seals such as friction and inadequate life-span during a test run are 

overcome. Thus, the rolling bellows overcomes the problems of prior driver technologies used 

in these test systems requiring extremely high test cycles. 

12. I declare further that all statements made herein of my own knowledge are true 

and that all statements made on information and belief are believed to be true; and further that 

these statements were made with the knowledge that the making of willful false statements and 

the like are punishable by fine or imprisonment, or both, under Section 1001 of Title 18 of the 

United States Code and that such willful statements may jeopardized the validity of the 

application or any patent issuing thereon. 

Dated: 10 May 2013 By: 
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Application No. 
14/523,104 

Applicant(s) 
MCCLOSKEY ET AL. 

Notice of Allowability Examiner 
PHILIP COTEY 

Art Unit 
2855 

AIA (First Inventor to 
File) Status 

No 

-- The MAILING DA TE of this communication appears on the cover sheet with the correspondence address-­
All claims being allowable, PROSECUTION ON THE MERITS IS (OR REMAINS) CLOSED in this application. If not included 
herewith (or previously mailed), a Notice of Allowance (PTOL-85) or other appropriate communication will be mailed in due course. THIS 
NOTICE OF ALLOWABILITY IS NOT A GRANT OF PATENT RIGHTS. This application is subject to withdrawal from issue at the initiative 
of the Office or upon petition by the applicant. See 37 CFR 1.313 and MPEP 1308. 

1. [gl This communication is responsive to the submission of 06/17/2015. 

DA declaration(s)/affidavit(s) under 37 CFR 1.130(b) was/were filed on ___ . 

2. D An election was made by the applicant in response to a restriction requirement set forth during the interview on __ ; the restriction 
requirement and election have been incorporated into this action. 

3. [gl The allowed claim(s) is/are H- As a result of the allowed claim(s), you may be eligible to benefit from the Patent Prosecution 
Highway program at a participating intellectual property office for the corresponding application. For more information, please see 
~;ttp://V'vww.uspto.gov/patents/init events/pph/index.is_p or send an inquiry to PPHfeedback@uspto.aov . 

4. D Acknowledgment is made of a claim for foreign priority under 35 U.S.C. § 119(a)-(d) or (f). 

Certified copies: 

a) D All b) D Some *c) D None of the: 

1. D Certified copies of the priority documents have been received. 

2. D Certified copies of the priority documents have been received in Application No. __ . 

3. D Copies of the certified copies of the priority documents have been received in this national stage application from the 

International Bureau (PCT Rule 17.2(a)). 

* Certified copies not received: __ . 

Applicant has THREE MONTHS FROM THE "MAILING DATE" of this communication to file a reply complying with the requirements 
noted below. Failure to timely comply will result in ABANDONMENT of this application. 
THIS THREE-MONTH PERIOD IS NOT EXTENDABLE. 

5. D CORRECTED DRAWINGS ( as "replacement sheets") must be submitted. 

D including changes required by the attached Examiner's Amendment/ Comment or in the Office action of 
Paper No./Mail Date __ . 

Identifying indicia such as the application number {see 37 CFR 1.84{c)) should be written on the drawings in the front {not the back) of 
each sheet. Replacement sheet{s) should be labeled as such in the header according to 37 CFR 1.121 {d). 

6. □ DEPOSIT OF and/or INFORMATION about the deposit of BIOLOGICAL MATERIAL must be submitted. Note the 
attached Examiner's comment regarding REQUIREMENT FOR THE DEPOSIT OF BIOLOGICAL MATERIAL. 

Attachment(s) 
1. D Notice of References Cited (PTO-892) 

2. D Information Disclosure Statements (PTO/SB/08), 
Paper No./Mail Date __ 

3. D Examiner's Comment Regarding Requirement for Deposit 
of Biological Material 

4. D Interview Summary (PTO-413), 
Paper No./Mail Date __ . 

/PHILIP COTEY/ 
Examiner, Art Unit 2855 

U.S. Patent and Trademark Office 

5. [gl Examiner's Amendment/Comment 

6. [gl Examiner's Statement of Reasons for Allowance 

7. [gl Other amended .pdf of previously mailed 892. 

PTOL-37 (Rev. 08-13) Notice of Allowability Part of Paper No./Mail Date 20150910 
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Art Unit: 2855 

DETAILED ACTION 

Comment Regarding Cited Prior Art in the 892 of 03/20/2015 

In the PTO-892 mailed 03/20/2015 the US publication of this instant application is 

mistakenly cited, its number is US 2015/0040644 Al; it should be removed from the 

references cited list. 

A corrected .pdf of the 892 in question is attached. 

Comment Regarding Double Patenting 

Page 2 

Claims 1-7 of this application are patentably indistinct from claims 1-7 of Application 

No. 14/137313. Pursuant to 37 CPR l.78(f) or pre-AIA 37 CPR l.78(b), when two or more 

applications filed by the same applicant contain patentably indistinct claims, elimination of such 

claims from all but one application may be required in the absence of good and sufficient reason 

for their retention during pendency in more than one application. Applicant is required to either 

cancel the patentably indistinct claims from all but one application or maintain a clear line of 

demarcation between the applications. See MPEP § 822. 

However, pursuant to MPEP § 804 I. B. 12 "The 'provisional' double patenting 

rejection should continue to be made by the examiner in each application as long as there are 

conflicting claims in more than one application unless that 'provisional' double patenting 

rejection is the only rejection remaining in at least one of the applications." Emphasis added. 

Thus, no terminal disclaimer is required for this application but may be required for 

application 14/137313. 
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Art Unit: 2855 

EXAMINER'S AMENDMENT 

Page 3 

An examiner's amendment to the record appears below. Should the changes and/or 

additions be unacceptable to applicant, an amendment may be filed as provided by 37 CPR 

1.312. To ensure consideration of such an amendment, it MUST be submitted no later than the 

payment of the issue fee. 

Authorization for this examiner's amendment was given in a telephone interview with 

Brad Hattenbach (Reg. No. 42,642) on 10 SEPT 2015. 

The application has been amended as follows: 

Claims 8-20 are canceled. 

Allowable Subject Matter 

Claims 1-7 are allowed. 

The following is an examiner's statement ofreasons for allowance: 

The best prior art of record Pickard (US 4,682,491), and Lundell et al. (US 2002/0116054 

Al), fail to specifically teach the invention as claimed. The specific limitation of an accelerated 

cyclic test system for evaluating a valved prosthetic device with a pulsed rate of greater than 200 

beats per minute in independent claim 1 when combined with the limitations of an excess 

volume area (which is a term of art, see remarks of 06/17/2015 p.8, final <JD and its location also 

in independent claim 1 distinguish the present invention from the combined prior art. 

Hence the prior art of record fails to teach the invention as set forth in claims 1-7. The 

examiner cannot find specific teaching of the invention, nor reasons within the cited art to 
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Application/Control Number: 14/523,104 

Art Unit: 2855 

combine the elements of these references other than applicant's own reasoning to fully 

encompass the current pending claims. 

Page 4 

In addition, see applicant's reasoning in amendment/response of06/17/2015 pp.5-11 

inclusive. 

Any comments considered necessary by applicant must be submitted no later than the 

payment of the issue fee and, to avoid processing delays, should preferably accompany the issue 

fee. Such submissions should be clearly labeled "Comments on Statement of Reasons for 

Allowance." 

Conclusion 

The prior art made of record and not relied upon is considered pertinent to applicant's 

disclosure. See (PTO-892 previously mailed, 03/20/2015 as modified in attached .pdf). 

Any inquiry concerning this communication or earlier communications from the 

examiner should be directed to PHILIP COTEY whose telephone number is (571)270-1029. The 

examiner can normally be reached on Monday-Friday 8:00AM to 5:00PM. 

If attempts to reach the examiner by telephone are unsuccessful, the examiner's 

supervisor, Lisa Caputo can be reached on (571) 272-2388. The fax phone number for the 

organization where this application or proceeding is assigned is 571-273-8300. 
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Art Unit: 2855 

Page 5 

Information regarding the status of an application may be obtained from the Patent 

Application Information Retrieval (PAIR) system. Status information for published applications 

may be obtained from either Private PAIR or Public PAIR. Status information for unpublished 
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