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(57) ABSTRACT 

A moving image data distribution system for distributing 
reproduction content data that is hierarchically structured so 
that lower layer data is synthesized with upper layer data to 
form high quality data. The moving image data distribution 
system includes a transmitting apparatus and a receiving 
apparatus. The transmitting apparatus includes a transmis 
sion data storing unit that stores the reproduction content 
data, an upper layer first data length determining means for 
determining a data length of the upper layer first databased on 
a reproduction delay time from when the receiving apparatus 
receives only the upper layer data to when the receiving 
apparatus reproduces the reproduction contents, an upper 
layer first data transmitting means for reading upper layer first 
data determined based on the upper layer first data length 
from the storing unit, and transmitting the upper layer first 
data to the receiving apparatus, and an upper layer Subsequent 
data transmitting means for reading upper layer Subsequent 
data Subsequent to the upper layer first data from the storing 
unit, and transmitting the upper layer Subsequent data to the 
receiving apparatus. The receiving apparatus includes a lower 
layer data storing unit that stores the lower layer data, a 
hierarchical data synthesizing means for synthesizing the 
lower layer data with the upper layer first data or the upper 
layer Subsequent data, and a reproducing means for reproduc 
ing high quality data synthesized by the hierarchical data 
synthesizing means. 
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MOVING IMAGE DATA DISTRIBUTION 
SYSTEM, ITS METHOD, AND ITS PROGRAM 

TECHNICAL FIELD 

0001. The present invention relates to a moving image 
distribution system including a transmitting unit that trans 
mits moving image data and a receiving unit that receives 
moving images. 

BACKGROUND ART 

0002 Unlike analog television where received radio 
waves are demodulated for display, digital moving image 
signals are typically reproduced with a delay between the 
reception of the coded data and the reproduction of the same. 
0003. With moving image coding methods defined in 
MPEG (Moving Picture Experts Group) and the like, the 
amount of code to be generated varies greatly from one frame 
to another. In a viewing environment of limited bandwidth, 
there can occur fluctuations in the reception time of the frame 
data. 

0004 Bi-directional prediction encodes frames in 
changed order, which means that some of the frames will be 
received with a delay. If contents only demanded by a viewer 
are transmitted on an on-demand basis, there occurs a trans 
mission delay from the viewer's view request to the reception 
of the data. 

0005 For the sake of reproducing contents immediately 
after a reproduction request or reproducing a plurality of 
pieces of contents without interruption, a technology called 
caching has been used to read the first data of the contents in 
advance. 

0006. As a concrete example of caching, a moving image 
distribution system with a read-ahead function described in 
PTL 1 will be described. FIG. 8 is a block diagram showing 
the configuration of the moving image distribution system 
with a read-ahead function described in PTL 1. 

0007. The technology described in PTL 1 includes a trans 
mitting unit 910 that transmits content data and a receiving 
unit 920 that receives and reproduces the content data. 
0008. The transmitting unit 910 includes a transmission 
data storing unit 100, a first data transmitting unit 98, and a 
subsequent data transmitting unit 99. The receiving unit 920 
includes a reception data storing unit 199 and a reproducing 
unit 201. 

0009 Next, description will be given of the operation of 
the technology described in PTL 1. 
0010 Initially, the first data transmitting unit 98 transmits 

first data 1002 of content data stored in the transmission data 
storing unit 100 as long as a first data reproduction time 1100 
to the receiving unit 920. 
0011. The receiving unit 920 stores the transmitted first 
data 1002 into the reception data storing unit 199. When the 
receiving unit 920 reproduces the contents, the reproducing 
unit 201 reproduces the first data 1004 stored in the reception 
data storing unit 199. 
0012. In the meantime, the subsequent data transmitting 
unit 99 transmits subsequent data 1003, which is the data on 
the contents subsequent to the duration of the first data repro 
duction time 1100, to the receiving unit 920. The reproducing 
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unit 201 reproduces the subsequent data 1003 subsequently to 
the reproduction of the first data 1004. 

CITATION LIST 

Patent Literature 

(0013 PTL 1 JP-A-2002-344399 
SUMMARY OF INVENTION 

Technical Problem 

0014. The caching seen in the background art can be per 
formed to absorb fluctuations in the arrival time of the frames 
of the first data ascribable to fluctuations in the amount of 
code to be generated, and to absorb changes in the reproduc 
tion time of some of the frames. 
0015 The first data increases in size as the reproduction 
contents have a higher bit rate. This gives rise to the problem 
that the first data transmission time increases if the first data is 
transmitted over a limited bandwidth. 
0016 Distribution services taking long to initialize and 
keeping users waiting are usually undesirable. For example, it 
is the that WWW (World WideWeb) users would quit brows 
ing a single Web page if the Web page requires more than 
seven seconds to display. 
0017. If the contents to be provided are large in number or 
if the contents to be provided can be changed by search, 
recommendation, and other processing, it is significant to 
reduce the first data transmission time. 
0018. An object of the present invention is thus to provide 
a moving image data distribution system for distributing 
moving images, a moving image data distribution method, 
and a moving image data distribution program which allow 
quick data initialization even when the reproduction contents 
have a high bit rate. 

Solution to Problem 

0019. According to the present invention, there is provided 
a moving image data distribution system for distributing 
reproduction content data that is hierarchically structured so 
that lower layer data is synthesized with upper layer data to 
form high quality data, in which the moving image data 
distribution system including a transmitting apparatus and a 
receiving apparatus, the transmitting apparatus including a 
transmission data storing unit that stores the reproduction 
content data, an upper layer first data length determining 
means for determining a data length of the upper layer first 
data based on a reproduction delay time from when the 
receiving apparatus receives only the upper layer data to when 
the receiving apparatus reproduces the reproduction contents, 
an upper layer first data transmitting means for reading upper 
layer first data determined based on the upper layer first data 
length from the storing unit, and transmitting the upper layer 
first data to the receiving apparatus, and an upper layer Sub 
sequent data transmitting means for reading upper layer Sub 
sequent data Subsequent to the upper layer first data from the 
storing unit, and transmitting the upper layer Subsequent data 
to the receiving apparatus, the receiving apparatus including 
a lower layer data storing unit that stores the lower layer data, 
a hierarchical data synthesizing means for synthesizing the 
lower layer data with the upper layer first data or the upper 
layer Subsequent data, and a reproducing means for reproduc 
ing high quality data synthesized by the hierarchical data 
synthesizing means. 

10



US 2011/0211631 A1 

0020. According to the present invention, there is also 
provided a transmitting apparatus of a moving image data 
distribution system for distributing reproduction content data 
that is hierarchically structured so that lower layer data is 
synthesized with upper layer data to form high quality data, 
the moving image data distribution system including the 
transmitting apparatus and a receiving apparatus, the trans 
mitting apparatus including: a transmission data storing unit 
that stores the reproduction content data; an upper layer first 
data length determining means for determining a data length 
of the upper layer first databased on a reproduction delay time 
from when the receiving apparatus receives only the upper 
layer data to when the receiving apparatus reproduces the 
reproduction contents; an upper layer first data transmitting 
means for reading upper layer first data determined based on 
the upper layer first data length from the storing unit, and 
transmitting the upper layer first data to the receiving appa 
ratus; and an upper layer Subsequent data transmitting means 
for reading upper layer Subsequent data Subsequent to the 
upper layer first data from the storing unit, and transmitting 
the upper layer Subsequent data to the receiving apparatus. 
0021. According to the present invention, there is also 
provided a receiving apparatus of a moving image data dis 
tribution system for distributing reproduction content data 
that is hierarchically structured so that lower layer data is 
synthesized with upper layer data to form high quality data, 
the moving image distribution system including a transmit 
ting apparatus and the receiving apparatus, the receiving 
apparatus including: a lower layer data storing unit that stores 
the lower layer data; a hierarchical data synthesizing means 
for synthesizing the lower layer data with the upper layer first 
data or the upper layer Subsequent data; and a reproducing 
means for reproducing high quality data synthesized by the 
hierarchical data synthesizing means. 
0022. According to the present invention, there is also 
provided a moving image data distribution method of a mov 
ing image data distribution system for distributing reproduc 
tion content data that is hierarchically structured so that lower 
layer data is synthesized with upper layer data to form high 
quality data, in which the moving image data distribution 
system including a transmitting apparatus and a receiving 
apparatus, the moving image data distribution method includ 
ing: a step in which the transmitting apparatus Stores the 
reproduction content data into a transmission data storing 
unit; an upper layer first data length determining step in which 
the transmitting apparatus determines a data length of the 
upper layer first databased on a reproduction delay time from 
when the receiving apparatus receives only the upper layer 
data to when the receiving apparatus reproduces the repro 
duction contents; an upper layer first data transmitting step in 
which the transmitting apparatus reads upper layer first data 
determined based on the upper layer first data length from the 
storing unit, and transmits the upper layer first data to the 
receiving apparatus; an upper layer Subsequent data transmit 
ting step in which the transmitting apparatus reads upper 
layer Subsequent data Subsequent to the upper layer first data 
from the storing unit, and transmits the upper layer Subse 
quent data to the receiving apparatus; a step in which the 
receiving apparatus stores the lower layer data into a lower 
layer data storing unit; a hierarchical data synthesizing step in 
which the receiving apparatus synthesizes the lower layer 
data with the upper layer first data or the upper layer subse 
quent data; and a reproducing step in which the receiving 

Sep. 1, 2011 

apparatus reproduces high quality data synthesized in the 
hierarchical data synthesizing step. 
0023. According to the present invention, there is also 
provided a program for making a computer function as a 
transmitting apparatus of a moving image data distribution 
system for distributing reproduction content data that is hier 
archically structured so that lower layer data is synthesized 
with upper layer data to form high quality data, the moving 
image data distribution system including the transmitting 
apparatus and a receiving apparatus, the transmitting appara 
tus including: a transmission data storing unit that stores the 
reproduction content data; an upper layer first data length 
determining means for determining a data length of the upper 
layer first databased on a reproduction delay time from when 
the receiving apparatus receives only the upper layer data to 
when the receiving apparatus reproduces the reproduction 
contents; an upper layer first data transmitting means for 
reading upper layer first data determined based on the upper 
layer first data length from the storing unit, and transmitting 
the upper layer first data to the receiving apparatus; and an 
upper layer Subsequent data transmitting means for reading 
upper layer Subsequent data Subsequent to the upper layer 
first data from the storing unit, and transmitting the upper 
layer Subsequent data to the receiving apparatus. 
0024. According to the present invention, there is also 
provided a program for making a computer function as a 
receiving apparatus of a moving image data distribution sys 
tem for distributing reproduction content data that is hierar 
chically structured so that lower layer data is synthesized with 
upper layer data to form high quality data, the moving image 
distribution system including a transmitting apparatus and the 
receiving apparatus, the receiving apparatus including: a 
lower layer data storing unit that stores the lower layer data; a 
hierarchical data synthesizing means for synthesizing the 
lower layer data with the upper layer first data or the upper 
layer Subsequent data; and a reproducing means for reproduc 
ing high quality data synthesized by the hierarchical data 
synthesizing means. 

Advantageous Effects of Invention 
0025. According to the present invention, it is possible to 
reduce the first data transmission time by transmitting only 
the upper layer data when low quality data has already been 
viewed on a receiving terminal that contains the lower layer 
data. 

BRIEF DESCRIPTION OF DRAWINGS 

0026 (FIG. 1}. A block diagram showing the configura 
tion of a first embodiment of the present invention. 
0027 FIG. 2. A flowchart showing the procedure of pro 
cessing of a transmitting unit according to the first embodi 
ment of the present invention. 
0028 FIG. 3} A diagram for explaining fluctuations in 
the arrival completion time of frames. 
0029 FIG. 4} A diagram for explaining a delay in repro 
duction start time. 
0030 FIG. 5. A diagram for explaining reproduction 
time when buffering is performed in consideration of fluctua 
tions in the arrival completion time of frames and a delay in 
the reproduction start time. 
0031 FIG. 6. A block diagram showing the configura 
tion of the first embodiment of the present invention when a 
receiving unit controls content reproduction timing. 
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0032 FIG. 7. A block diagram showing the configura 
tion of a second embodiment of the present invention. 
0033 FIG. 8} A block diagram showing the configura 
tion of the related technology. 

DESCRIPTION OF EMBODIMENTS 

0034. Next, embodiments of the present invention will be 
described with reference to the drawings. 

First Embodiment 

0035 FIG. 1 is a block diagram showing a first embodi 
ment of the moving image distribution system according to 
the present invention. The distribution system according to 
the first embodiment of the present invention includes a trans 
mitting unit 10 and a receiving unit 20. 
0036. The transmitting unit 10 includes a transmission 
data storing unit 100, an upper layer first data transmitting 
unit 101, an upper layer Subsequent data transmitting unit 
102, and an upper layer first data length determining unit 110. 
0037. The transmission data storing unit 100 contains data 
on reproduction contents. The content data stored is hierar 
chically coded. The data is scalable in one or a plurality of 
directions including time (framerate), space (resolution), and 
image quality (bitrate). Some of the data can be extracted for 
reduced frame rate, resolution, and/or bit rate. 
0038. The international standards of the hierarchical cod 
ing methods include MPEG-2 scalable, MPEG-4 scalable, 
MPEG-4 FGS, H.264/MPEG-4 AVC scalable video coding, 
and Motion.JPEG 2000. The present invention is applicable to 
such hierarchical coding methods illustrated and other hier 
archical coding methods. 
0039. The receiving unit 20 includes inside an upper layer 

first data storing unit 200, a reproducing unit 201, a lower 
layer data storing unit 202, and a hierarchical data synthesiz 
ing unit 203. 
0040. The receiving unit 20 becomes capable of reproduc 
ing contents when upper layer first data is stored in the upper 
layer first data storing unit 200. 
0041. The lower layer data on the reproduction contents is 
previously stored in the lower layer data storing unit 202 by 
the point in time when the contents are reproduced. 
0042. The present embodiment assumes a situation where 
a user who has viewed low quality contents on a mobile 
terminal such as a cellular phone and a PDA (Personal Data 
Assistant) views the same contents in high quality on the 
receiving unit 20 which is a part of the embodiment of the 
present invention. 
0043. In such a case, it is assumed that the low quality 
content data, or lower layer data, has already been transferred 
from a server to the receiving unit 20, i.e., the lower layer data 
storing unit 202 directly or through a home gateway before 
the contents are viewed on the receiving unit 20. 
0044 FIG. 2 is a flowchart showing the procedure of pro 
cessing of the transmitting unit 10. Referring to FIGS. 1 and 
2, the procedure of processing of the transmitting unit 10 will 
be described. 
0045 Prior to the reproduction of contents by the receiv 
ing unit 20, the transmitting unit 10 transmits upper layer first 
data on the reproduction contents (step S01). 
0046. Here, step S01 will be detailed in the following S10 
and S11. 
0047. The upper layer first data length determining unit 
110 calculates a reproduction delay time for the case of trans 
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mitting only the upper layer data to the receiving unit 20, and 
determines an upper layer first data length 1100 (S10). The 
upper layer first data transmitting unit 101 reads upper layer 
data as long as the upper layer first data length 1100 from the 
transmission data storing unit 100, and transmits the upper 
layer data to the receiving unit 20 (S.11). 
0048. The reproduction delay time includes both a buffer 
ing time for absorbing fluctuations in the arrival completion 
time of the frames at the receiving unit 20 and a buffering time 
for absorbing a delay in the reproduction start time ascribable 
to changes in the order of the reproduction times of pictures. 
The upper layer first data length is a data length correspond 
ing to either one or the sum of the two buffering times when 
transmitting only the upper layer first data. 
0049. The buffering time for absorbing fluctuations in the 
arrival completion time is defined as a maximum difference in 
time between the frame data arrival completion times and 
decoding times of the respective frames, the frame data arrival 
completion times being determined by the amounts of code of 
the respective frames and the transmission band. The buffer 
ing time for absorbing a delay in the reproduction start time is 
determined based on a maximum difference in time between 
the decoding times and display times of the respective frames. 
0050 FIG.3 explains the buffering time for fluctuations in 
the arrival completion time. In FIG. 3, A(i) (i-1, . . . , 7) 
indicates the arrival completion time of data on a framei when 
data reception is started at time 0. 
0051 Assuming that the transmission bit rate is rand the 
data transmission time of the frame i is dA(i)=A(i)-A(i-1), 
the amount of code of the frame i is given by r*dA(i). 
0.052 D(i) is the decoding time of the frame i when the 
decoding is started at time 0 and frames are decoded at regular 
time intervals of a reproduction time interval dt. The differ 
ence Tc(i) between the frame data arrival completion time 
A(i) and the decoding time D(i) of each frame is given by 
Tc(i)=A(i)-D(i). The maximum value of Tc(i) will be 
referred to as TcMax. Here, 

TcMax+D(i)). A(i) 

holds always true. 
0053. In other words, if the decoding is started after 
TcMax of buffering, it is ensured that the pieces of data arrive 
by the respective decoding times. 
0054 The diagram shows the case where Tc(i) reaches a 
maximum at i 5. That is, the diagram shows the case where 
TcMax is obtained when i=5. Here, TcMax=A(5)-4*dt. 
0055. Now, referring to FIG.4, description will be given of 
a delay in the reproduction start time ascribable to changes in 
the order of the reproduction times of pictures. 
0056. In FIG. 4, the strips in the top row show frames in 
order of decoding. The strips in the bottom row show frames 
in order of reproduction. A frame Firepresents the ith frame 
to be reproduced. The gray frames are ones to be referred to 
when decoding other frames. The white frames are ones that 
are not referred to when decoding any other frame. 
0057. In FIG. 4, the frames F1 and F2 make reference to 
the decoded frames F0 and F3. The frames F4 and F5 make 
reference to the decoded frames F3 and F6. In the case of FIG. 
4 where the reproduction times of pictures such as the frames 
F3 and F6 change in order, the reproduction start time needs 
to be delayed behind the decoding start time by one frame. 
0.058 When the decoding is performed at regular time 
intervals of the reproduction time interval dt, the buffering 
time Td is dt. 
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0059. As much non-reference frames as the time Td, i.e., 
the frame F0 shown in FIG. 4 is initially transmitted to the 
receiving unit 20 prior to reproduction. At the start of repro 
duction, the frames F0 and F1 are decoded continuously 
without the interval of dt. Such an adjustment can reduce the 
delay in the reproduction start time. 
0060 Consequently, the total buffering time is TcMax 
Td, where TcMax is the buffering time for absorbing fluctua 
tions in the arrival completion time and Tod is the buffering 
time for absorbing a delay in the reproduction start time. 
0061 FIG. 5 is a graph showing the behavior of the 
amount of code generated when the foregoing two buffering 
times are taken into account. 

0062. In FIG. 5, the first and second frames are decoded 
after the total buffering time, and the subsequent frames are 
decoded at intervals of time dteach. At a time of 3*dt after the 
total buffering time, the fifth frame is decoded. Because 
TcMax=A(5)-4*dt as shown in FIG. 3, the total buffering 
time of TcMax+Td and the time of 3*dt allow the accumula 
tion of the data from the frame 1 to the frame 5. 

0063. Since only the upper layer data is concerned, the 
range of fluctuations in the amount of code generated, the 
average amount of code of a frame, and the amount of code of 
the non-reference picture at the beginning of the contents are 
Smaller than those of high quality data that is obtained by 
synthesizing the upper layer and lower layer, or those of 
content data that has the same quality as that of the upper layer 
and is not hierarchically coded. 
0064. The buffing time for absorbing fluctuations in the 
arrival completion time and the buffering time for absorbing 
a delay in the reproduction start time thus become shorter. 
0065 Consequently, the first data transmission time 
according to the present embodiment is shorter than when 
transmitting the high quality data that is obtained by synthe 
sizing the upper and lower layers according to the related 
technologies or when transmitting the content data that is not 
hierarchically coded. 
0066 Next, description will be continued of the operation 
of the transmitting unit 10 and the receiving unit 20 after the 
transmission of the upper layer first data. 
0067. The receiving unit 20 receives the upper layer first 
data 1002 from the transmitting unit 10, and stores the upper 
layer first data 1002 into the upper layer first data storing unit 
200 (S02). 
0068. The upper layer subsequent data transmitting unit 
102 reads upper layer subsequent data 1001 based on the 
upper layer first data length 1100, and transmits the upper 
layer subsequent data 1001 to the receiving unit 20 (S03). 
0069. When reproducing the contents, the hierarchical 
data synthesizing unit 203 synthesizes the upper layer first 
data 1004 stored in above S03 and the corresponding part 
1005 of the lower layer data to generate high quality data 
1006 (S04). 
0070 The reproducing unit 201 then decodes the high 
quality data 1006. The hierarchical data synthesizing unit 203 
Subsequently synthesizes the upper layer Subsequent data 
1003 received from the upper layer subsequent data transmit 
ting unit 102 and the corresponding part 1005 of the lower 
layer data to generate high quality data 1006 (S05). 
0071. The reproducing unit 201 continues reproducing the 
high quality data 1006 (S06). This allows reproduction imme 
diately after the start of reception of the subsequent data. 
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0072 The embodiment of the present invention shown in 
FIG. 1 is such that the receiving unit 20 receives the upper 
layer subsequent data 1003 at fixed timing. 
0073. The present invention, however, is also applicable to 
instant reproduction at a point in time when the receiving unit 
20 selects content reproduction and makes a request for the 
transmission of the Subsequent data. 
0074 FIG. 6 is a block diagram showing the configuration 
of the embodiment of the present invention when the receiv 
ing unit controls the content reproduction timing. When com 
pared to the transmitting unit 10 shown in FIG. 1, the trans 
mitting unit 10 of FIG. 6 differs in that it further includes a 
Subsequent data request receiving unit 113 inside. When com 
pared to the receiving unit 20 shown in FIG. 1, the receiving 
unit 20 of FIG. 6 differs in that it further includes a subsequent 
data transmission requesting unit 207 inside. 
(0075 Referring to FIG. 6, description will now begiven of 
the embodiment where the receiving unit 20 controls the 
content reproduction timing. 
0076. Before the receiving unit 20 selects content repro 
duction, the transmitting unit 10 transmits the upper layer first 
data 1002 from the upper layer first data transmitting unit 101. 
0077. The upper layer first data length determining unit 
110 determines the first data length based on a transmission 
delay time from when the receiving unit 20 transmits a 
request to the transmitting unit 10 to when the receiving unit 
20 receives Subsequent data, in addition to the foregoing 
buffering times which have been described with reference to 
FIGS. 3, 4, and 5. 
0078. The transmission delay time is measured by sending 
a signal from the receiving unit 20 to the transmitting unit 10. 
Possible examples of the transmission delay time include a 
round trip time that is calculated by the TCP retransmission 
timeout procedure, and a time that elapses between when the 
transmitting unit 10 sends stream-related information Sender 
Report to the receiving unit 20 and when the transmitting unit 
10 receives reception quality-related information Receiver 
Report from the receiving unit 20 under a transfer control 
protocol such as RTCP (RTP Control Protocol). In such cases, 
the first data length is defined as the sum of the buffering times 
and the transmission delay time. 
007.9 The transmitting unit 10 waits until it accepts a 
transmission request for the upper layer Subsequent data from 
the receiving unit 20. 
0080 When the receiving unit 20 selects content repro 
duction Subsequently, the hierarchical data synthesizing unit 
203 reads the upper layer first data 1004 stored in the upper 
layer first data storing unit 200. The hierarchical data synthe 
sizing unit 203 also reads part of the lower layer data that is 
stored in the lower layer data storing unit 202 and corresponds 
to the upper layer first data 1004. Based on the two pieces of 
read data, the hierarchical data synthesizing unit 203 gener 
ates high quality data 1006 and outputs the high quality data 
1006 to the reproducing unit. 
I0081. In the meantime, the subsequent data transmission 
requesting unit 207 transmits an upper layer Subsequent data 
transmission request 1105 to the transmitting unit 10. 
I0082. When the subsequent request receiving unit 113 
receives the upper layer Subsequent data transmission request 
1105, the upper layer subsequent data transmitting unit 102 
transmits the upper layer subsequent data 1003 to the receiv 
ing unit 20. 
I0083. In the receiving unit 20, the hierarchical data syn 
thesizing unit 203 synthesizes the upper layer Subsequent 
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data 1003 received and the lower layer data that is stored in the 
lower layer data storing unit 202 and corresponds to the upper 
layer Subsequent data 1003 to generate high quality data 
1006, and outputs the high quality data 1006 to the reproduc 
ing unit 201. 
0084. Note that content reproduction is selected by an 
input from the user or based on certain temporal timing. 
0085. Now, suppose that there are a plurality of candidates 
of reproduction contents and the selection of content repro 
duction is made frequently. If a transmission request for upper 
layer Subsequent data is made simultaneously with the selec 
tion of content reproduction, the processing load of the Sub 
sequent data request receiving unit 113 can be enormous. A 
reproduction request made for a piece of contents can possi 
bly be switched to another content reproduction immediately. 
I0086 For such reasons, the delay time from the selection 
of content reproduction to the upper layer Subsequent data 
transmission request may be determined in consideration of 
the processing power of the transmitting unit 10 and the 
transmission band. 
0087. The transmission request for upper layer subsequent 
data may thus be made simultaneously with the selection of 
content reproduction or after a certain time of delay. 

Second Embodiment 

0088 FIG. 7 is a block diagram showing a second embodi 
ment of the moving image distribution system according to 
the present invention. The transmitting unit 10 according to 
the second embodiment differs from the transmitting unit 10 
of the first embodiment shown in FIG. 1 in that it includes a 
lower layer first data transmitting unit 103, a lower layer 
Subsequent data transmitting unit 104, a lower layer first data 
length determining unit 111, and a hierarchy determining unit 
112. 
0089. The receiving unit 20 according to the present 
embodiment differs from the receiving unit 20 of the first 
embodiment shown in FIG. 1 in that it includes a lower layer 
first data storing unit 204, a quality information transmitting 
unit 205, and a lower layer data length transmitting unit 206. 
0090. In the present embodiment, the transmitting unit 10 
Switches the Subsequent data to be transmitted depending on 
quality information on reproduction content data which is 
transmitted from the quality information transmitting unit 
205 and the lower layer data length transmitting unit 206 to 
the transmitting unit. 
0091. The present embodiment is applied to a case where 
low quality contents and high quality contents are Switched 
and viewed on an identical receiving terminal. A concrete 
illustration thereof will be given below. 
0092. If there are a large number of pieces of contents to 
view, the viewer initially browses the pieces of contents by 
Small amounts as if Switching (Zapping) TV channels. When 
desired contents are found, the viewer stops Zapping and 
views the contents with closer attention. 
0093. When browsing, it is important to immediately 
switch from one piece of contents to another. The content 
quality may below. 
0094. When viewing with attention, it is not the switching 
speed of the contents but the quality of the contents that is 
more important. 
0095. When there is such a demand that the viewer views 
low quality contents for a certain period of time before view 
ing the contents in high quality again, the transmitting unit 10, 
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which constitutes an embodiment of the present invention, 
can meet the demand by making the upper layer first data 
length shorter. 
0096. Hereinafter, the operation of the present embodi 
ment will be described with reference to FIG. 7. 
0097. Before the viewing of reproduction contents on the 
receiving unit 20, the transmitting unit 10 transmits upper 
layer first data 1002 and lower layer first data 1012. 
0098. The upper layer first data length determining unit 
110 and the lower layer first data length determining unit 111 
determine an upper layer data first data length 1100 and a 
lower layer first data length 1101, respectively. 
0099. The first data lengths are each determined from the 
buffering times and the transmission delay time which have 
been described with reference to FIGS. 3, 4, and 5. 
0100. The upper layer first data transmitting unit 101 and 
the lower layer first data transmitting unit 103 read upper 
layer data 1000 and lower layer data 1010 as long as the 
respective first data lengths from the transmission data storing 
unit 100, and transmit the data to the receiving unit. The 
receiving unit 20 stores the pieces of data transmitted to the 
upper layer first data storing unit 200 and the lower layer first 
data storing unit 204, respectively. 
0101. When the receiving unit 20 reproduces the repro 
duction contents, the quality information transmitting unit 
205 transmits reproduction quality information 1102 on the 
contents to the transmitting unit 10. 
0102. In the transmitting unit 10, the hierarchy determin 
ing unit 112 determines whether or not to activate the upper 
layer Subsequent data transmitting unit 102 and the lower 
layer Subsequent data transmitting unit 104. 
0103) When reproducing low quality data, the transmit 
ting unit 10 and the receiving unit 20 operate by the same 
method as that of the related technology that has been 
described in the section of the background art. 
0104. In the receiving unit 20, the reproducing unit 201 
reproduces lower layer first data 1014 stored in the lower 
layer first data storing unit 204. Then, the reproducing unit 
201 continues to reproduce lower layer subsequent data 1013 
received. The lower layer first data 1014 and the lower layer 
subsequent data 1013 are stored into the lower layer data 
storing unit 202. 
0105. When reproducing high quality data, the quality 
information transmitting unit 205 transmits reproduction 
quality information 1102 that indicates the upper layer. At the 
same time, the lower layer data length transmitting unit 206 
transmits a lower layer data transmission time 1103 which is 
stored in the lower layer data storing unit 202. 
0106 The hierarchy determining unit 112 specifies that 
only the upper layer Subsequent data transmitting unit 102 
transmits data as the data within the lower layer data repro 
duction time 1103. 
0107 The hierarchy determining unit 112 subsequently 
specifies that both the upper layer Subsequent data transmit 
ting unit 102 and the lower layer Subsequent data transmitting 
unit 104 transmit data as the data after the lower layer data 
reproduction time 1103. 
0.108 For content reproduction within the lower layer data 
reproduction time 1103, the receiving unit 20 performs the 
same processing as in the first embodiment of the present 
invention. 
0109 For content reproduction after the lower layer data 
reproduction time 1103, the hierarchical data synthesizing 
unit 203 synthesizes the upper layer subsequent data 1003 
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and the lower layer subsequent data 1013 received from the 
upper layer Subsequent data transmitting unit 102 and the 
lower layer Subsequent data transmitting unit 104 to generate 
high quality data 1006. The reproducing unit 201 reproduces 
the high quality data 1006. 
0110. While in the present embodiment, the lower layer 
data storing unit 202 stores both the lower layer first data 1012 
and the lower layer subsequent data 1013, the present inven 
tion is also applicable when the lower layer data storing unit 
202 stores the lower layer subsequent data 1013 alone. In such 
a case, the lower layer first data stored in the lower layer first 
data storing unit 204 or the lower layer subsequent data stored 
in the lower layer data storing unit 202 is read for the repro 
duction of high quality data. 
0111. It should be noted that the moving image data dis 
tribution system may be implemented by hardware, software, 
or a combination of these. 
0112 The present application is based on Japanese Patent 
Application No. 2007-200932 (filed on Aug. 1, 2007), and 
claims a priority according to the Paris Convention based on 
the Japanese Patent Application No. 2007-200932. A dis 
closed content of the Japanese Patent Application No. 2007 
200932 is incorporated in the specification of the present 
application by reference to the Japanese Patent Application 
No. 2007-200932. 
0113. The typical embodiments of the present invention 
have been described in detail. However, it is to be understood 
that various changes, Substitutions, and alternatives can be 
made without departing from the spirit and the scope of the 
invention defined in the claims. Moreover, the inventor con 
templates that an equivalent range of the claimed invention is 
kept even if the claims are amended in proceedings of the 
application. 

INDUSTRIAL APPLICABILITY 

0114. As an example of utilization, the present invention 
may be applied to applications such as a moving image dis 
tribution system in which moving image contents are distrib 
uted in low quality or high quality, or a terminal that receives 
data from the distribution system and reproduces moving 
images. 

REFERENCE SIGNS LIST 

0115) 10: transmitting unit 
0116 20: receiving unit 
0117 100: transmission data storing unit 
0118 101: upper layer first data transmitting unit 
0119) 102: upper layer subsequent data transmitting unit 
0120 103: lower layer first data transmitting unit 
0121 104: lower layer subsequent data transmitting unit 
0122 110: upper layer first data length determining unit 
0123 111: lower layer first data length determining unit 
0.124. 112: hierarchy determining unit 
0.125 113: subsequent data request receiving unit 
0126 200: upper layer first data storing unit 
0127 201: reproducing unit 
0128 202: lower layer data storing unit 
0129. 203: hierarchical data synthesizing unit 
0130 204: lower layer first data storing unit 
0131 205: quality information transmitting unit 
0132 206: lower layer data length transmitting unit 
0.133 207: subsequent data transmission requesting unit 
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1-30. (canceled) 
31. A moving image data distribution system for distribut 

ing reproduction content data that is hierarchically structured 
so that lower layer data is synthesized with upper layer data to 
form high quality data, wherein 

the moving image data distribution system comprising a 
transmitting apparatus and a receiving apparatus, 

the transmitting apparatus including: 
a transmission data storing unit that stores the reproduction 

content data; 
an upper layer first data length determining unit for deter 

mining a data length of the upper layer first databased on 
a reproduction delay time from when the receiving appa 
ratus receives only the upper layer data to when the 
receiving apparatus reproduces the reproduction con 
tents; 

an upper layer first data transmitting unit for reading upper 
layer first data determined based on the upper layer first 
data length from the storing unit, and transmitting the 
upper layer first data to the receiving apparatus; and 

an upper layer Subsequent data transmitting unit for read 
ing upper layer Subsequent data Subsequent to the upper 
layer first data from the storing unit, and transmitting the 
upper layer Subsequent data to the receiving apparatus, 

the receiving apparatus including: 
a lower layer data storing unit that stores the lower layer 

data; 
a hierarchical data synthesizing unit for synthesizing the 

lower layer data ith the upper layer first data or the upper 
layer subsequent data; and 

a reproducing unit for reproducing high quality data syn 
thesized by the hierarchical data synthesizing unit. 

32. The moving image data distribution system according 
to claim 31, wherein 

the transmitting apparatus further includes 
a unit for transmitting the upper layer Subsequent data to 

the transmitting apparatus in response to a transmission 
request from the receiving apparatus; and 

the receiving apparatus further includes 
a unit for making a transmission request for the upper layer 

Subsequent data to the transmitting apparatus when Syn 
thesizing the upper layer first data and part of the lower 
layer data corresponding to the upper layer first data for 
reproduction. 

33. The moving image data distribution system according 
to claim 31, wherein 

the transmitting apparatus further includes. 
a lower layer first data length determining unit for deter 

mining a data length of the lower layer first databased on 
a reproduction delay time from when the receiving appa 
ratus receives only the lower layer data to when the 
receiving apparatus reproduces the reproduction con 
tents; 

a lower layer first data transmitting unit for reading lower 
layer first data determined based on the lower layer first 
data length from the storing unit, and transmitting the 
lower layer first data to the receiving apparatus; 

a lower layer Subsequent data transmitting unit for reading 
lower layer Subsequent data Subsequent to the lower 
layer first data from the storing unit, and transmitting the 
lower layer Subsequent data to the receiving apparatus; 
and 

a hierarchy determining unit for determining whether or 
not to transmit the upper layer Subsequent data and the 
lower layer Subsequent data to the receiving apparatus 
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based on reproduction content quality information from 
the receiving apparatus, and 

the hierarchical data synthesizing unit synthesizes the 
lower layer first data or the lower layer subsequent data 
with the upper layer first data or the upper layer subse 
quent data: 

the reproducing unit reproduces any one or a combination 
of the lower layer first data, the lower layer subsequent 
data, and the high quality data synthesized by the hier 
archical data synthesizing unit, and 

the receiving apparatus further includes: 
a unit for, when reproducing the lower layer data, repro 

ducing the lower layer first data and transmitting repro 
duction content quality information indicating the lower 
layer to the transmitting apparatus; and 

a unit for, when reproducing high quality data, Synthesiz 
ing the upper layer first data and part of the lower layer 
data corresponding to the upper layer first data to gen 
erate the high quality data, reproducing the high quality 
data, and transmitting reproduction content quality 
information indicating the upper layer to the transmit 
ting apparatus. 

34. The moving image data distribution system according 
to claim 3, wherein 

the receiving apparatus further includes 
a lower layer data length transmitting unit for transmitting 

a transmitted lower layer data reproduction time to the 
transmitting apparatus, the transmitted lower layer data 
reproduction time being a reproduction time of the lower 
layer data received previously, and 

if transmitted upper layer data transmitted by the upper 
layer first data transmitting unit and the upper layer 
Subsequent data transmitting unit has a reproduction 
time shorter than the transmitted lower layer data repro 
duction time, the lower layer Subsequent data transmit 
ting unit transmits the upper layer Subsequent data and 
corresponding lower layer Subsequent data after the 
transmitting apparatus continues transmitting only the 
upper layer Subsequent data and the transmitted upper 
layer data reproduction time becomes equal to the trans 
mitted lower layer data reproduction time. 

35. The moving image data distribution system according 
to claim wherein 

the reproduction delay time is either one or a combination 
of a maximum difference in time between decoding 
times and display times of respective frames and a maxi 
mum difference in time between frame data arrival 
completion times and the decoding times of the respec 
tive frames, the frame data arrival completion times 
being determined by amounts of code of additional data 
in the respective frames and a transmission band; and the 
transmitting apparatus determines the length of first 
additional databased on the reproduction delay time. 

36. The moving image data distribution system according 
to claim 32, wherein 

a transmission delay time from when the receiving appa 
ratus transmits a transmission request for reproduction 
contents or reproduction content quality information to 
the transmitting apparatus to when the receiving appa 
ratus receives the upper layer Subsequent data can be 
considered as the reproduction delay time. 

37. The moving image data distribution system according 
to claim 31, wherein 

Sep. 1, 2011 

the reproduction content data is coded by hierarchical cod 
ing that is scalable in any one or a combination of time, 
space, and image quality. 

38. A transmitting apparatus of a moving image data dis 
tribution system for distributing reproduction content data 
that is hierarchically structured so that lower layer data is 
synthesized with upper layer data to form high quality data, 
the moving image data distribution system including the 
transmitting apparatus and a receiving apparatus, the trans 
mitting apparatus comprising: 

a transmission data storing unit that stores the reproduction 
content data; 

an upper layer first data length determining unit for deter 
mining a data length of the upper layer first databased on 
a reproduction delay time from when the receiving appa 
ratus receives only the upper layer data to when the 
receiving apparatus reproduces the reproduction con 
tents; 

an upper layer first data transmitting unit for reading upper 
layer first data determined based on the upper layer first 
data length from the storing unit, and transmitting the 
upper layer first data to the receiving apparatus; and 

an upper layer Subsequent data transmitting unit for read 
ing upper layer Subsequent data Subsequent to the upper 
layer first data from the storing unit, and transmitting the 
upper layer Subsequent data to the receiving apparatus. 

39. The transmitting apparatus according to claim 38, fur 
ther comprising 

a unit for transmitting the upper layer subsequent data to 
the transmitting apparatus in response to a transmission 
request from the receiving apparatus. 

40. The transmitting apparatus according to claim 38, fur 
ther comprising: 

a lower layer first data length determining unit for deter 
mining a data length of the lower layer first databased on 
a reproduction delay time from when the receiving appa 
ratus receives only the lower layer data to when the 
receiving apparatus reproduces the reproduction con 
tents; 

a lower layer first data transmitting unit for reading lower 
layer first data determined based on the lower layer first 
data length from the storing unit, and transmitting the 
lower layer first data to the receiving apparatus; 

a lower layer Subsequent data transmitting unit for reading 
lower layer Subsequent data Subsequent to the lower 
layer first data from the storing unit, and transmitting the 
lower layer Subsequent data to the receiving apparatus; 
and 

a hierarchy determining unit for determining whether or 
not to transmit the upper layer Subsequent data and the 
lower layer Subsequent data to the receiving apparatus 
based on reproduction content quality information from 
the receiving apparatus. 

41. The transmitting apparatus according to claim 40, fur 
ther comprising 

a lower layer data length transmitting unit for transmitting 
a transmitted lower layer data reproduction time to the 
transmitting apparatus, the transmitted lower layer data 
reproduction time being a reproduction time of the lower 
layer data received previously, and wherein 

if transmitted upper layer data transmitted by the upper 
layer first data transmitting unit and the upper layer 
Subsequent data transmitting unit has a reproduction 
time shorter than the transmitted lower layer data repro 
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duction time, the lower layer Subsequent data transmit 
ting unit transmits the upper layer Subsequent data and 
corresponding lower layer Subsequent data after the 
transmitting apparatus continues transmitting only the 
upper layer Subsequent data and the transmitted upper 
layer data reproduction time becomes equal to the trans 
mitted lower layer data reproduction time. 

42. A receiving apparatus for reproducing a high quality 
picture with reproduction content data as an input, the repro 
duction content data being hierarchically structured and 
including lower layer data equivalent to coded data on a low 
quality picture and upper layer data equivalent to additional 
data the receiving apparatus comprising: 

a storing unit for storing upper layer first data and the lower 
layer data prior to reproduction processing, the upper 
layer first data being first data of the upper layer data; 
and 

a reproducing unit for performing first reproduction pro 
cessing for reproducing the upper layer first data and the 
lower layer data according to a reproduction request 
from a user, and performing second reproduction pro 
cessing for receiving upper layer Subsequent data from a 
transmitting apparatus during the first reproduction pro 
cessing and reproducing the upper layer Subsequent data 
and the lower layer data Subsequently, the upper layer 
Subsequent data being Subsequent data of the upper layer 
first data, wherein 

the upper layer first data having a data length determined 
based on a transmission bit rate of the upper layer first 
data and a reproduction time of the first data of the upper 
layer, the reproduction time of the upper layer first data 
being longer than a reproduction delay time that is deter 
mined based on a difference in time between a time of 
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the reproduction request from the user and reception of 
the upper layer Subsequent data. 

43. The receiving apparatus according to claim 42, further 
comprising 

a unit for making a transmission request for the upper layer 
Subsequent data to the transmitting apparatus when per 
forming the reproduction processing on the upper layer 
first data and the lower layer data. 

44. The receiving apparatus according to claim 42, 
further reproducing the low quality picture with only the 

lower layer data as an input, and 
transmitting reproduction content quality information 

indicating quality of the picture to be reproduced to the 
transmitting apparatus. 

45. The receiving apparatus according to claim 44, further 
comprising 

a lower layer data length transmitting unit for transmitting 
a transmitted lower layer data reproduction time to the 
transmitting apparatus, the transmitted lower layer data 
reproduction time being a reproduction time of the lower 
layer data received previously, and wherein 

if transmitted upper layer data transmitted by the upper 
layer first data transmitting unit and the upper layer 
Subsequent data transmitting unit has a reproduction 
time shorter than the transmitted lower layer data repro 
duction time, the lower layer Subsequent data transmit 
ting unit transmits the upper layer Subsequent data and 
corresponding lower layer Subsequent data after the 
transmitting apparatus continues transmitting only the 
upper layer subsequent data and the transmitted upper 
layer data reproduction time becomes equal to the trans 
mitted lower layer data reproduction time. 

c c c c c 
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