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AUTHENTICATION TRANSLATION

CROSS REFERENCE TO OTHER
APPLICATIONS

This application is a continuation of U.S. patent applica-
tion Ser. No. 16/773,767, entitled AUTHENTICATION
TRANSLATION filed Jan. 27, 2020 which is incorporated
herein by reference for all purposes, which is a continuation
of U.S. patent application Ser. No. 16/563,715, entitled
AUTHENTICATION TRANSLATION filed Sep. 6, 2019
which is incorporated herein by reference for all purposes,
which is a is a continuation of U.S. patent application Ser.
No. 16/273,797, entitled AUTHENTICATION TRANSLA-
TION filed Feb. 12, 2019, now U.S. Pat. No. 10,521,568,
which is incorporated herein by reference for all purposes,
which is a is a continuation of U.S. patent application Ser.
No. 15/042,636, entitled AUTHENTICATION TRANSLA-
TION filed Feb. 12, 2016, now U.S. Pat. No. 10,360,351,
which is incorporated herein by reference for all purposes,
which is a continuation of U.S. patent application Ser. No.
13/706,254, entitled AUTHENTICATION TRANSLATION
filed Dec. 5, 2012, now U.S. Pat. No. 9,294,452, which is
incorporated herein by reference for all purposes, which
claims priority to U.S. Provisional Application No. 61/587,
387, entitled BIOMETRICS-SUPPORTED SECURE
AUTHENTICATION SYSTEM filed Jan. 17, 2012 which is
incorporated herein by reference for all purposes. U.S.
patent application Ser. No. 13/706,254 also claims priority
to U.S. Provisional Patent Application No. 61/569,112
entitled BACKWARDS COMPATIBLE ROBUST COOK-
IES filed Dec. 9, 2011, which is incorporated herein by
reference for all purposes.

BACKGROUND OF THE INVENTION

Providing credentials to a service, whether via a mobile or
other device, is often a tedious experience for a user.
Unfortunately, to make authentication easier for themselves,
users will often engage in practices such as password re-use,
and/or the selection of poor quality passwords, which render
their credentials less secure against attacks. Accordingly,
improvements in authentication techniques would be desir-
able. Further, it would be desirable for such improvements
to be widely deployable, including on existing/legacy sys-
tems.

BRIEF DESCRIPTION OF THE DRAWINGS

Various embodiments of the invention are disclosed in the
following detailed description and the accompanying draw-
ings.

FIG. 1 illustrates an embodiment of an environment in
which authentication translation is provided.

FIG. 2 illustrates an embodiment of credential informa-
tion stored on a device.

FIG. 3 illustrates an embodiment of a device with secure
storage.

FIG. 4 illustrates an example of a renegotiation.

FIG. 5 illustrates an embodiment of a process for per-
forming authentication translation.

FIG. 6 illustrates an example of what occurs when a client
device first visits the site of a legacy server via an authen-
tication translator.

FIG. 7 illustrates an example of what occurs when a
device subsequently visits the site of a legacy server via an
authentication translator.
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FIG. 8 shows the structure of an example of a cache
cookie used in some embodiments.

DETAILED DESCRIPTION

The invention can be implemented in numerous ways,
including as a process; an apparatus; a system; a composi-
tion of matter; a computer program product embodied on a
computer readable storage medium; and/or a processor, such
as a processor configured to execute instructions stored on
and/or provided by a memory coupled to the processor. In
this specification, these implementations, or any other form
that the invention may take, may be referred to as tech-
niques. In general, the order of the steps of disclosed
processes may be altered within the scope of the invention.
Unless stated otherwise, a component such as a processor or
a memory described as being configured to perform a task
may be implemented as a general component that is tem-
porarily configured to perform the task at a given time or a
specific component that is manufactured to perform the task.
As used herein, the term ‘processor’ refers to one or more
devices, circuits, and/or processing cores configured to
process data, such as computer program instructions.

A detailed description of one or more embodiments of the
invention is provided below along with accompanying fig-
ures that illustrate the principles of the invention. The
invention is described in connection with such embodi-
ments, but the invention is not limited to any embodiment.
The scope of the invention is limited only by the claims and
the invention encompasses numerous alternatives, modifi-
cations and equivalents. Numerous specific details are set
forth in the following description in order to provide a
thorough understanding of the invention. These details are
provided for the purpose of example and the invention may
be practiced according to the claims without some or all of
these specific details. For the purpose of clarity, technical
material that is known in the technical fields related to the
invention has not been described in detail so that the
invention is not unnecessarily obscured.

FIG. 1 illustrates an embodiment of an environment in
which authentication translation is provided. In the example
shown, a variety of client devices 102-108 connect, via one
or more networks (represented as a single network cloud
110) to a variety of services 120-124 (also referred to herein
as sites 120-124). In particular, client device 102 is a
notebook computer owned by a user hereinafter referred to
as Alice. Notebook 102 includes a camera, a microphone,
and a fingerprint sensor. Client device 104 is a smartphone,
also owned by Alice. Client device 104 includes a camera.
Client device 106 is a tablet owned by Bob, and sometimes
used by Bob’s son Charlie. Client device 106 includes a
camera and a fingerprint sensor. Client device 108 is a kiosk
located in the lobby of a hotel. Kiosk 108 includes a camera
and a microphone. The techniques described herein can be
used with or adapted to be used with other devices, as
applicable. For example, the techniques can be used in
conjunction with gaming systems, with peripheral devices
such as mice, and with embedded devices, such as door
locks.

Service 120 is a social networking site. Service 122 is a
website of a bank. Service 124 is the online store of a
boutique camera retailer. Each of services 120-124 requires
a username and password (and/or a cookie) from a user prior
to giving that user access to protected content and/or other
features. As will be described in more detail below, using the
techniques described herein, users need not type such user-
names and passwords into their devices whenever required
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by a service. Instead, users can authenticate themselves to an
“authentication translator” via an appropriate technique, and
the authentication translator will provide the appropriate
credentials to the implicated service on the user’s behalf.
Also as will be described in more detail below, authentica-
tion translators can be located in a variety of places within
an environment. For example, notebook computer 102
includes an authentication translator module 132 that pro-
vides authentication translation services. The other devices

4

clear. In other embodiments, secure storage techniques are
used to secure at least a portion of the authentication
information.

One example of a device with secure storage is illustrated
in FIG. 3. In the example shown, a mobile phone 300
includes a large and insecure storage 302 attached to a fast
processor 304, and a smaller but secure storage 306 attached
to a dedicated processor 308 and a sensor 310 (e.g., a camera
or a fingerprint reader). Users (and applications) can read

104-108 can also include (but need not include) their own 10 from and write to the insecure storage area. However, users
respective authentication translator modules. The owner of ~ ¢annot access the secure storage area, and the fast processor
bank website 122 also operates an authentication translator ¢4t only communicate with the dedicated processor/sensor
134 associated with the bank. Finally, authentication trans- via a restrlcted. APL A.S anothgr example, a unique demjyp—
lator 136 provides authentication translation services to a |4 tion key assomateq with a given vault can be Astored ma
. . . . . . profile. The vault is an encrypted and authenticated con-
variety of businesses, including online camera retailer 124. . ?
. - . tainer that can be stored on insecure storage, e.g., on the
FIG. 2 illustrates an embodiment of credential informa- devi d also backed :

. . X X evice, and also backed up (e.g., to a cloud storage service
tion stored on a device. In partlcula;. device ?00 stores three 140 or o an alternate form of external storage). As needed,
user profiles 202-206, each of which contains a username authentication information or portions thereof can be loaded
and one or more templates (e.g., template 210) associated 20 jnto secure storage and decrypted. For example, one can use
with the user. In various embodiments, a template is a AES to encrypt the files one by one, using a key stored on
collection of biometric features. Using fingerprints as an the secured storage. A message authentication technique,
example type of biometric, a corresponding template such as HMAC, can be used for authenticating the encrypted
includes a collection of patterns, minutia, and/or other files to provide tamper prevention. Profiles and vaults can be
features that can be matched against to determine if a 25 updated while in secure storage; if this occurs, they are
person’s fingerprint matches the fingerprint of the registered encrypted and MACed before being written back to the
user (i.e., the owner of a given user profile). A representation insecure storage, which may in turn propagate them to
of a single fingerprint may be included in multiple templates external backup storage. In yet other embodiments, profiles
(e.g., in different resolutions, in accordance with different and vaults are stored entirely in secure storage, in plaintext,
protocols, as captured during warm vs. cold conditions, >° which allows them to be both read and written—and in
and/or by itself or in combination with multiple fingerprints) particular, searched.
i.When ‘other' blometrlf:s are employed (e.g., facial recogni- Example Transaction Types
ion, voiceprint, or retina scan technology), features appro-
priate to those types of biometrics are incluficd in tl}c 35 A variety of transaction types can take place in the
template. Other types of features can also be included in . . .

N . environment shown in FIG. 1, examples of which are

templates. As one example, a user’s typing speeq and/or discussed in this section.
accuracy can be measured by a device, such as device 102,
and used to distinguish between multiple users of a device. Initial Registration
For example, suppose Alice types at 100 words per minute 4¢
and rarely makes mistakes. A representation of this infor- In order to begin using the techniques described herein,
mation can be stored in template 212. Also suppose Alice’s users perform some form of initial registration. As one
niece, who sometimes uses Alice’s laptop computer when example, suppose Alice launches an enrollment program
visiting Alice types at 20 words per minute and makes many installed on laptop 102. She uses the program to capture
mistakes. In some embodiments, the fact that a user was 45 various biometric information (e.g., fingerprints, photo-
recently (e.g., within the last 5 minutes) typing on laptop 102 graphs of her face, etc.). A user profile is created for Alice,
at 90 words per minute is evidence of a match against and the biometric information captured about her is encoded
template 212. In this case, the typing speed of 90 words per into a plurality of templates, such as templates 210 and 214.
minute is similar enough to Alice’s typical behavior, it is In some embodiments, Alice is also explicitly asked to
considered a match. Various policies can be included in a 50 supply credential information for services she would like to
profile that govern how matches are to be performed. For use, such as by providing the domain name of social
example, policies can specify thresholds/tolerances for what networking site 120, along with her username and password
constitutes a match, and can specify that different levels of for site 120. In other embodiments, domain/username/cre-
matches can result in different levels of access to different dential information is at least passively captured on Alice’s
resources. 55 behalf and included in one or more vaults such as vault 220.

A profile is associated with a vault (e.g., vault 220). The Credential information can also be important from a browser
vault, in turn, contains triples specifying a service provider/ password manager already in use by Alice or other appro-
domain, a username, and a credential. The vault can also priate source. In some embodiments, Alice also registers
contain other sensitive user information, such as account with cloud storage service 140, which will allow her to back
numbers, address/phone number information, and health 60 up her authentication information and to synchronize it
care data. The credential for a service provider/domain can across her devices (e.g., 102 and 104), as described in more
be a password (e.g., for legacy servers), and can also take detail below.
alternate forms (e.g., a cryptographic key for service pro- Other registration approaches can also be used. For
viders supporting stronger authentication methods). example, registration can be integrated into the experience

In some embodiments, profiles, templates, and vaults 65 the first time a device is used. Thus, when Bob first turns on

(collectively “authentication information™) are stored
entirely in an unprotected storage area, and are stored in the

tablet 106, he may be prompted to take a picture of his face
(with a profile/templates being created in response). Simi-
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larly, the first time Charlie uses tablet 106, the techniques
described herein can be used to determine that Charlie does
not yet have a profile (e.g., because none of the templates
already present on tablet 106 match his biometrics) and
Charlie can be prompted to enroll as a second user of the
device.

Authentication

Suppose Alice wishes to authenticate to banking website
122. Using a fingerprint reader incorporated into her laptop,
she performs a fingerprint scan, which causes her biometric
features to be extracted and compared to any stored tem-
plates residing on her computer. If a match is found, an
associated decryption key is selected, and the associated
vault is loaded and decrypted. The vault is scanned for an
entry that matches the selected service provider (i.e., website
122). If a matching entry is found, the associated domain,
username, and site credential are extracted from the vault. In
some embodiments, the validity of the domain name map-
ping is verified at this point to harden the system against
domain name poisoning. Next, a secure connection is estab-
lished between Alice’s computer and the service provider,
and Alice is authenticated. For service providers supporting
strong user authentication, mutual SSL can be used, for
example. A variety of policies can be involved when per-
forming matching. For example, to access certain domains,
Alice’s print may need only match template 210. To access
other domains, Alice may need to match multiple templates
(e.g., both 210 and 214). As another example, in order to
access social networking site 120, Alice may merely need to
be sitting in front of her computer, which has an integrated
webcam. Even in relatively low light conditions, a match
can be performed against Alice’s face and features stored in
a template. However, in order to access bank website 122,
Alice may need a high quality photograph (i.e., requiring her
to turn on a bright light) and may need to demonstrate
liveness (e.g., by blinking or turning her head). As yet
another example, other contextual information can be
included in policies. For example, if Alice’s IP address
indicates she is in a country that she is not usually in, she
may be required to match multiple templates (or match a
template with more/better quality features) in order to access
retailer 124, as distinguished from when her IP address
indicates she is at home.

In some embodiments, the biometric sensor used by a user
may be a peripheral device (e.g., a mouse with an integrated
fingerprint scanner that is connected to the user’s primary
device via USB). In such scenarios, the peripheral device
may be responsible for storing at least a portion of authen-
tication information and may perform at least some of the
authentication tasks previously described as having been
performed by Alice’s computer. For example, instead of
processors 304 and 308, and storages 302 and 306 being
collocated on a single device (e.g., laptop 102), processor
304 and storage 302 may be present on a primary device, and
processor 308 and storage 306 may be present on a periph-
eral device (e.g., that also includes a sensor, such as a
fingerprint reader).

In such scenarios, once Alice’s login to banking website
122 is successfully completed, the secure session can be
handed over from the peripheral device to the primary
device, in a way that does not allow the primary device
retroactive access to the plaintext data of the transcripts
exchanged between the peripheral device and the service
provider. One way this can be accomplished is by renego-
tiating SSL keys between the peripheral device and the
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website, after which the newly negotiated key can be handed
off from the peripheral device to the primary device. This
avoids retroactive credential capture in a setting where the
device is infected by malware.

An example of renegotiation is depicted in FIG. 4. Spe-
cifically, after a user has successfully authenticated to a
fingerprint reader, a login is performed to a service provider.
Using the primary device (404) as a proxy, the peripheral
fingerprint reader 402 negotiates a first SSL connection
(408) with a service provider 406, over which credentials are
exchanged. The proxy then renegotiates SSL (410), which
replaces the old key with a new one. The new key is
disclosed to the device, which then seamlessly takes over the
connection with the service provider and performs the
transaction protected by the authentication. The credentials
exchanged during the first SSL connection cannot be
accessed by device 404, since the key of the renegotiated
session is independent of the key of the original session; this
provides protection against malware residing on the device.
Renegotiation can be used when the primary device 404 is
believed to be in a safe state when performing the negotia-
tion of the SSL connection, but it is not known whether it is
in a safe state during the transaction protected by the
authentication. Renegotiation can also be used when a
secure component of the primary device 404 performs the
negotiation of the SSL connection and another and poten-
tially insecure component of the primary device 404 is
involved in the transaction protected by the authentication.

FIG. 5 illustrates an embodiment of a process for per-
forming authentication translation. The process begins at
502 when a request to access a resource is received, as is an
authentication input. One example of the processing per-
formed at 502 is as follows. Suppose Alice wishes to sign
into social networking website 120. She directs a web
browser application installed on client 102 to the social
networking website. Authentication translator module 132
recognizes, from the context of Alice’s actions (e.g., that she
is attempting to access site 120 with her browser) that she
would like to access a particular resource. Authentication
translator module 132 prompts Alice (e.g., by a popup
message or via a sound) to provide biometric information
(e.g., to use the integrated fingerprint reader on her laptop).
In some embodiments, the translator module does not
prompt Alice, for example, because Alice has been trained to
provide biometric information automatically when attempt-
ing to access certain resources. In yet other embodiments,
the translator module only prompts Alice if she fails to
provide acceptable biometric information within a timeout
period (e.g., 30 seconds).

Module 132 compares Alice’s supplied biometric data to
the templates stored on her computer. If a suitable match is
found, and if an entry for site 120 is present in the applicable
vault, at 504, a previously stored credential associated with
the resource is accessed. In particular, the username and
password for the website, as stored in a vault, such as vault
220, are retrieved from the vault.

Finally, at 506, the credential is provided to the resource.
For example, Alice’s username and password for site 120 are
transmitted to site 120 at 506. The credential can be trans-
mitted directly (e.g., by the module or by Alice’s computer)
and can also be supplied indirectly (e.g., through the use of
one or more proxies, routers, or other intermediaries, as
applicable).

Other devices can also make use of process 500 or
portions thereof. For example, when Alice launches a bank-
ing application on phone 104, implicit in her opening that
application is her desire to access the resources of website
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134. The application can take Alice’s picture and compare it
to stored templates/vault information. If an appropriate
match is found, a credential can be retrieved from the vault
on her phone (or, e.g., retrieved from cloud storage service
140) and provided to website 134.

As another example, suppose Charlie is using tablet 106
and attempts to visit site 120, whether via a dedicated
application or via a web browser application installed on the
tablet. Charlie’s photograph is taken, and then compared

8

supplies a fingerprint and a second identifier, a cleartext
version of her vault(s) could be made available.

Access Policies

In various embodiments, cloud storage service 140 is
configured to accept backups from multiple devices associ-
ated with a single account, and synchronize the updates so
that all devices get automatically refreshed. For example,

against the profiles stored on tablet 106 (e.g., both Bob and 10 Alice’s laptop 102 and phone 104 could both communicate
Charlie’s profiles). When a determination is made that  with cloud storage service 140 which would keep their
Charlie’s photograph matches a template stored in his stored  authentication information synchronized. Refreshes can also
profile (a11@ not, e.g., Bob’s), Charlie’s c'redelmals for site be made in accordance with user-configured restrictions. For
120 are retrieved from a vault and transmitted by an authen- example, Alice’s employer could prevent privileged
tication translator module regldlng on client 106. 13 employer data from being stored on shared personal devices,
AS_ yet ano'ther example, kiosk 108 can ,be copﬁgured fo or on any device that was not issued by the employer. As
provide certain local resources (e.g., by displaying a com- R - . .
X another example, arbitrary policies can be defined regarding
pany directory or floor plan on demand) when users speak th d hronizati £ softw d dat d
certain requests into a microphone. Enrolled users (e.g., with e access to and synchronization of software and data, an
stored voiceprint or facial recognition features) can be 20 fo e a license or access “ghts to a person (and her
granted access to additional/otherwise restricted services in ﬁngerp rint) raﬂ}er than to a device. As y?t apother example,
accordance with the techniques described herein and process in some embodiments (e.g., where a device is made publicly
500. available or otherwise shared by many users), no or a
reduced amount of authentication information resides on a
New device 25 device, and at least a portion of authentication information
is always retrieved from cloud storage service 140.
In some embodiments, to register a new device, a user
provides an identifier, such as a username or an account Remote wiping
number to the device. The new device connects to an
external storage (such as cloud storage 140), provides the 30  Remote wiping of a user’s authentication information
user identifier and credential, and downloads the user’s (e.g., templates) can be used both to “unshare” previously
templates/vaults from the service. In some embodiments, the shared devices (e.g., where Bob and Charlie both have user
templates/vaults are encrypted. Once downloaded, the tem- profiles on their shared tablet 106), and to avoid that
plate is decrypted and stored in a secure storage area, while criminals with physical component access to lost devices
the still encrypted vault can be stored in insecure storage. 35 gain access to templates and vault contents. In some embodi-
The decryption key can be generated from information the ments, polices such as ones where a template self-wipes if
user has/knows, or from biometric data—such as features it is not matched within a particular duration of time are
extracted from fingerprinting of all ten fingers. In some supported. Since user data can be frequently backed up to
embodiments, more arduous fingerprinting is required for the cloud storage, and recovered from this using the new
the setup of a new device than for regular authentication to 40 device registration process, inconvenience to the user will be
avoid that a new device gets registered by a user thinking she minimized.
is merely authenticating—or worse still, simply touching the
device. Moreover, it translates into higher entropy of the Legacy Server Support
decryption keys.
45  New authentication schemes typically require changes to
Backup Authentication a significant codebase residing with service providers. If the
code is well written and documented, such changes may be
Backup authentication allows a user, such as Alice, to relatively simple. Commonly, though, this may not be so.
access resources in the event she is unable to or unwilling to The engineers who originally wrote the code of relevance
interact with a particular biometric sensor. As one example, 50 may have long since left the company; the code they left
instead of having a single template associated with her behind may be poorly documented—if documented at all. In
profile, Alice can have multiple templates associated with it, severe cases, the legacy code may have been written in an
e.g., where the first template includes fingerprint features outdated programming language or written in a way that
and the second template includes voice biometric, facial does not follow guidelines for good code. This makes
recognition, or iris detection features. As a second example, 55 updates to the codebase impractical or virtually impossible
where the service Alice is connecting to is a legacy website in many common cases. Even if none of these challenges
(i.e., one that users authenticate to using usernames and complicate the desired modifications, it is commonly a great
passwords), such a service would allow the use of passwords bureaucratic burden to obtain permission to make modifi-
and password reset mechanisms by Alice without requiring cations (e.g., to store an extra field in a backend database),
Alice to use a fingerprint reader. 60 because every affected part of the organization may need to
In various embodiments, environment 100 supports the review the request.
ability of users (e.g., under duress) to release the contents of As will be described in the following section, the tech-
their vaults. For example, if Alice was physically threatened nologies described herein can be used in conjunction with
with the loss of a finger by a criminal, Alice could instead legacy servers (e.g., existing servers that rely on usernames
release the contents of her vault(s)—the ultimate goal of the 65 and passwords to authenticate users), and in particular, can

criminal. As one example, in the event Alice supplies all 10
fingerprints to the sensor, provides a special password, or

be used without requiring modification to such legacy serv-
ers.
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Cookies

Cookies are commonly used by legacy servers for user
authentication. Unfortunately, cookies have several prob-
lems. For one thing, they are sometimes deleted—whether
explicitly/intentionally by the end user or by the user’s
software. In addition, cookies are commonly stolen.
Approaches such as cache cookies and identification using
user agents can be more resistant to these problems, how-

10

processing is also involved. For example, reading a cache
cookie may require user interaction. Moreover, if not all of
the identifying information is present in the request, the
proxy can be configured to set the missing information again
by sending a corresponding request to the client device.
The translation of cache cookies and user agent informa-
tion to cookies involves a two-way translation. First, when
the legacy server sets a cookie, the proxy will set the two
types of cookies—both an HTML cookie and a cache

ever, they have their own problems. For example, their use 10 cookie—and then create a new record in which the two
requires new code and new fields in the credential database cookies are stored, along with the user agent information of
stored by the server. the client device. The user agent information can include
In some embodiments, authentication translators, such as quite a bit of data associated with a browser—such as the
translators 134 and 136 (also referred to herein as proxies) browser type and version, the clock skew, and the fonts that
provide authentication translation services on behalf of 15 are installed. While each of these pieces of information only
associated services. Translators 134 and 136 are illustrated contributes a small amount of entropy, the collection of
as single logical devices in FIG. 1. In some embodiments, items can be sufficient to identify the device in most cases.
the translators comprise standard commercially available Moreover, while some of these types of data may change
server hardware (e.g., a multi-core processor, 4+ Gigabytes over time—in fact, all of them may—they do not typically
of RAM, and one or more Gigabit network interface adapt- 20 change, and when one or two of them do, the others typically
ers) and run typical server-class operating systems (e.g., do not. When the client device is used to visit a site
Linux). Translators 134 and 136 can also be implemented controlled by the legacy server, the cookie, cache cookie and
using a scalable, elastic architecture and may comprise user agent information are read (if available), the record
several distributed components, including components pro- identified, and the request translated and sent to the legacy
vided by one or more third parties. For example, translators 25 server. When a legacy server requests that the user password
134 and 136 may store user credential information or may is updated (e.g., as part of an annual or other periodic
task cloud storage service 140 with storing at least a portion requirement), the transmission of this request to the user can
of that information. be suppressed—in which case the database of the proxy is
In the case of authentication translator 134, service is updated to create the illusion of an update. The user can be
provided with respect to bank website 122 only. Authenti- 30 involved in authentication as needed, e.g., if, in addition to
cation translator 134 is positioned between a legacy web supplying a credential, a user must also solve a CAPTCHA,
server (122) and the Internet (110)—and therefore between the CAPTCHA can be displayed to the user (with the user’s
the legacy server and any client devices. Authentication credentials being handled in accordance with the techniques
translator 134 is configured to translate traffic between the described herein).
legacy server and client devices so that the client devices 35  FIG. 8 shows the structure of an example of a cache
(and respective users) perceive the new authentication cookie used in some embodiments. Cache cookies can be
mechanism, while the legacy server remains unchanged. associated with a particular webpage, just like an HTML
Authentication translator 136 works similarly, but it pro- cookie can. In the example shown in FIG. 8, the proxy
vides authentication translation as a third party service to wishes to associate a page “calling page.html” with a cache
multiple providers, an example of which is online camera 40 cookie. It embeds a request for a second object, “same-
retailer 124. name.htm!” in callingpage.html for every visitor. However,
Authentication translators 134 and 136 can also perform as the cache cookie is set for one visitor, a customized
process 500. For example, when a device transmits a request samename.html is served to this visitor. The page same-
to access website 122, the request is intercepted by translator name.html refers to an object with a different name for each
134, as is cookie/user agent information. The received 45 user; that object is referred to as “uniquename.jpg.” The
information can be used to determine a username/password cache cookie is set by embedding the request for same-
associated with the device, and that information can be name.html in callingpage.html. The client browser attempts
passed by translator 134 to website 122 on behalf of the to render this, causing a request for samename.html from the
device. server. The server configures samename.html to refer to a
FIG. 6 illustrates an example of what occurs when a client 50 uniquely named file uniquename.jpg, and serves same-
device first visits the site of a legacy server via an authen- name.html to the client. For the client browser to render
tication translator. The translator (referred to in the figure as samename.html, it requests the file uniquename.jpg, which
a “proxy”) fails to identify the client, and passes on the is intentionally not served. That concludes the setting of a
request to the legacy server. The legacy server responds to cache cookie. As a user returns to the page calling-
the request and sets a cookie. The proxy passes on the 55 name.html, the browser again attempts to render the entire
response, including the cookie and also a cache cookie. The page, which causes it to load the object samename.html from
proxy stores the information about both these types of its cache. As that is rendered, the client browser requests
identifiers, along with the user agent of the client device. uniquename.jpg, which is not in its cache (since it was not
This triplet of information is also referred to herein as an served previously). The server still does not serve it, but
identifier. 60 takes note of the name of the file being requested, as it
FIG. 7 illustrates an example of what occurs when a identifies the client device. Note that samename.html can be
device subsequently visits the site of a legacy server via an displayed in a zero-sized iframe, which makes the end user
authentication translator. In this scenario, the device’s unaware of it being rendered.
request is accompanied by some form of identifying infor- A cache cookie is an implementation of the typical cookie
mation. The proxy uses this information to identify the 65 functionality that uses the client device’s browser cache.

associated cookie and passes this along to the legacy server,
along with the request. In some embodiments, additional

Unlike user agents, it does not change over time, and like
standard HTML cookies, it cannot be read by a party other
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than that which set it. However, like HTML cookies, it could
be deleted—by the user clearing his or her browser cache.
Cache cookies are not automatically transmitted with GET
requests, unless the cache elements are embedded in the
referring pages. This adds a potential round of communica-
tion in some settings. By relying on user agent information,
cache cookies, and HTML cookies to identify the client
device, it is much more likely that a machine will be
recognized than if only HTML cookies are used.

12

7. The device recited in claim 1 wherein facilitating
wiping of the at least portion of the at least one record
comprises facilitating remote wiping of the at least portion
of the at least one record.

8. The device recited in claim 1 wherein the at least
portion of the at least one record is automatically wiped
based at least in part on a policy.

9. The device recited in claim 1 wherein the biometric
template is wiped in response to determining that the bio-

Alt.houg'h the fore.gomg embodiments . have been 10 metric template has not been matched within a duration of
described in some detail for purposes of clarity of under- time
standing, the invention is not limited to the details provided. . . s . .
: : : : 10. The device recited in claim 1 wherein the at least
There are many alternative ways of implementing the inven- X £ th 1 4 is backed
tion. The disclosed embodiments are illustrative and not por'tlon of the at least one record 1s bac up t0 a remote
restrictive. 15 entty. . o . . .
What is claimed is: 11. The devwe. recﬂf:d in claim 1, wherein the interface
1. A device, comprising: comprises a res‘rncted‘lntel"face. ) )
a processor on the device; 12. The device recited in claim 1, wherein the storage
a storage on the device that is accessible by the processor comprises a secure storage.
on the device via an interface that facilitates commu- 20  13. A method, comprising:
nication between the storage on the device and the based at least in part on a request from a user to access an
processor on the device, wherein the processor on the external resource, using a processor on a device to
device is configured to: facilitate access of at least one record stored at least in
based at least in part on a request from a user to access part in a storage on the device, wherein the storage on
an external resource, facilitate, using the interface, 25 the device is accessible by the processor on the device
access of at least one record stored at least in part in via an interface that facilitates communication between
the storage on the device; the stora i
! > . . ge on the device and the processor on the
wherein the at least one record is associated at least device:
with the e(:ixternal resource, and wherein the at least wherein the at least one record is associated at least with
OILE, recotl; X ctompllrls;es. q 30 the external resource, and wherein the at least one
a biometric template; an o
. . . . record comprises:
a credential comprising a cryptographic key; a biometn'cptem late: and
in response to determining a match between a biometric X prate; .
. . 4 . a credential comprising a cryptographic key;
input and the biometric template, retrieve, from the . d - hb bi .
at least one record, the credential, wherein the bio- 35 1 fesponse {o determining a match between a biometric
metric input corresponds to at least one of a finger- input and the biometric Lempl.dle, relrleylug, frqm the flt
print, a feature usable for facial recognition, a voice- %east one record, the credential, wherein the blometnc
print, a feature usable for a retina scan, or a typing input corresponds to at least one of a fingerprint, a
feature, wherein the biometric input is received sub- feature usable for fac:la.l recognition, a V9lcepnnt, a
sequent to presenting of a prompt, wherein the 40 feature usable for a retina scan, or a typing feature,
prompt comprises a prompt to provide biometric wherein the biometric input is received subsequent to
information, and wherein the prompt is visually presenting of a prompt, wherein the prompt comprises
presented, a prompt to provide biometric information, and
establish a connection with the external resource; wherein the prompt is visually presented;
facilitate a login of the user to the external resource at 45 establishing a connection with the external resource;
least m part by transmitting, via }he established facilitating a login of the user to the external resource at
connection, output based at least in part on the least in part by transmitting, via the established con-
crﬁdeqﬂal}:ehqevgdfrom&he at lﬁaSt one r;cord, and nection, output based at least in part on the credential
VbV eidemt tl © 11ts§r 15 10g ¢ ﬂ;n to the extelc'in resource retrieved from the at least one record, and wherein the
ased at least 1 part on the output; an 30 user is logged in to the external resource based at least
facilitate wiping of both the biometric template and the in g8 .
A . . part on the output; and
credential comprising the cryptographic key of the at NPT . ..
. . facilitating, by the processor on the device, wiping of both
least one record stored at least in part in the storage the bi . 1 d th dential L.
on the device: and he biometric teimp ate an e credential comprising
a memory coupled to the processor and configured to 55 the cryptographic key of the at least one record stored
provide the processor with instructions. 14at%;ast n %ar; 1nfthei gtoraIgSe onhthe'devlllce. .
2. The device recited in claim 1 wherein the storage is - The method ol claim wherein the storage 13
connected to a sensor. connected to a sensor. ) ) )
3. The device recited in claim 2 wherein the sensor 15. The method of claim 14 wherein Flle sensor comprises
comprises at least one of a camera and a fingerprint reader. 6o at least one of a camera and a fingerprint reader.

4. The device recited in claim 1 wherein at least some of
the at least one record is stored in plaintext in the storage.

5. The device recited in claim 1 wherein the prompt is
aurally presented.

6. The device recited in claim 1 wherein the prompt is
presented in response to a user failing to provide acceptable
biometric information within a timeout period.

16. The method of claim 13 wherein at least some of the
at least one record is stored in plaintext in the storage.

17. The method of claim 13 wherein the prompt is aurally
presented.

18. The method of claim 13 wherein the prompt is
presented in response to a user failing to provide acceptable
biometric information within a timeout period.
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19. The method of claim 12 wherein facilitating wiping of
the at least portion of the at least one record comprises
facilitating remote wiping of the at least portion of the at
least one record.

20. The method of claim 13 wherein the at least portion
of the record is automatically wiped based at least in part on
a policy.

21. The method of claim 13 wherein the biometric tem-
plate is wiped in response to determining that the biometric

14

wherein the at least one record is associated at least with
the external resource, and wherein the at least one
record comprises:
a biometric template; and
a credential comprising a cryptographic key;

in response to determining a match between a biometric
input and the biometric template, retrieving, from the at
least one record, the credential, wherein the biometric
input corresponds to at least one of a fingerprint, a

template has not been matched within a duration of time. 10 geature usaglle 1i:or facm'l recognition, a VF)lce?nnt, a
22. The method of claim 13 wherein the at least portion eature usable for a retina scan, or a typing feature,
of the at least one record is backed up to a remote entity. wheren} the biometric input s received subsequenF fo
23. The method of claim 13, wherein the interface com- presenting of a prompt, whereln t'he prompt comprises
prises a restricted interface ’ a prompt to provide biometric information, and

24. The method of claim 13, wherein the storage com- 15 whe.:rel.u the p rompt 1s Vls.ually presented;
prises a secure storage. establishing a connection with the external resource;

25. A computer program product embodied in a non- facilitating a login of the user to the external resource at
transitory computer readable storage medium and compris- least' in part by transmitting, via the established con-
ing computer instructions for: nection, output based at least in part on the credential

based at least in part 0;1 a réquest from a user to access an 2° retrieved from the at least one record, and wherein the

external resource, using a processor on a device to user is logged in to the external resource based at least
facilitate access of at least one record stored at least in in part on the output; and . ..

part in a storage on the device, wherein the storage on faclhtat{ng, by.the processor on the device, Wiping Of.bf)th
the device is accessible by the processor on the device the biometric tgmplate and the credential comprising
via an interface that facilitates communication between 2° the cryptographic key of the at least one record stored

the storage on the device and the processor on the
device;

at least in part in the storage on the device.
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