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Vojislav B. Mišić and Jelena Mišić
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AuthenticationAuthentication
Patrick McDaniel, Pennsylvania State University

   INTRODUCTION 
 An authentication process establishes the identity of some 
entity under scrutiny. For example, a traveler authenticates 
herself to a border guard by presenting a passport. Pos-
session of the passport and resemblance to the attached 
photograph are deemed suffi cient proof that the traveler is 
the identifi ed person. The act of validating the passport (by 
checking a database of known passport serial numbers) 
and assessing the resemblance of the traveler to the photo-
graph is a form of authentication. 

 On the Internet, authentication is somewhat more 
complex; network entities do not typically have physical 
access to the parties they are authenticating. Malicious 
users or programs may attempt to obtain sensitive infor-
mation, disrupt service, or forge data by impersonating 
valid entities. Distinguishing these malicious parties from 
valid entities is the role of authentication, and is essential 
to security. 

 Successful authentication does not imply that the 
authenticated entity is given access. An authorization 
process uses authentication, possibly with other informa-
tion, to make decisions about whom to give access. For 
example, not all authenticated travelers will be permit-
ted to enter the country. Other factors, such as the exis-
tence of visas, past criminal record, and political climate 
will determine which travelers are allowed to enter the 
country. 

 Although the proceeding has focused on entity authentica-
tion, it is important to note that other forms of authentication 
exist. In particular, message authentication is the process by 
which a particular message is associated with some sending 
entity. Message authentication is a continuous process, in 
which the sender of each new message must be constantly 
evaluated. Such evaluation is typically performed with re-
spect to some identity previously authenticated—that is, 
through entity authentication. This chapter restricts itself to 
entity authentication, deferring discussion of forms to other 
entries in this book. 

  Introducing Alice and Bob 
 Authentication is often illustrated through the introduction 
of two protagonists, Alice and Bob. In these descriptions, 
Alice attempts to authenticate herself to Bob. Note that 
in practice, Alice and Bob may not be users, but comput-
ers. For example, a computer must authenticate itself to 
a fi le server prior to being given access to its contents. 
Independent of whether Alice is a computer or person, 
she must present evidence of her identity. Bob evaluates 
this evidence, commonly referred to as a credential. Alice 
is deemed authentic (is authenticated) by Bob if the evi-
dence is consistent with information associated with her 
claimed identity. The form of Alice’s credential determines 
the strength and semantics of authentication. 

 The most widely used authentication credential is a 
password. To illustrate, UNIX passwords confi gured by 
system administrators reside in the /etc/passwd fi le. Dur-
ing the log-in process, Alice (a UNIX user) types her pass-
word into the host console. Bob (the authenticating UNIX 
operating system) compares the input to the known pass-
word. Bob assumes that Alice is the only entity in posses-
sion of the password. Hence, Bob deems Alice authentic 
because she is the only one who could present the pass-
word credential. 

 Note that Bob’s assertion that Alice is the only entity 
who could have supplied the password is not strictly ac-
curate. Passwords are subject to  guessing  attacks. Such 
an attack continually retries different passwords until the 
authentication is successful. Many systems combat this 
problem by disabling authentication of that identity after 
a threshold of failed authentication attempts. The more 
serious  dictionary  attack makes use of the UNIX pass-
word fi le itself. Passwords are not stored in their original 
form. The password and a random salt value are crypto-
graphically hashed when the result is stored. Because the 
hash function is guaranteed to be noninvertible, some-
one who gains access to the password fi le cannot trivially 
recover the passwords. However, a malicious party who 
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obtains the password fi le can mount a dictionary attack by 
comparing hashed, salted password guesses against 
the password fi le’s contents. Such an attack debilitates the 
authentication service, and hence is diffi cult to combat. 
Recent systems have sought to mitigate attacks on the 
password fi le by placing the password hash values in a 
highly restricted  shadow password  fi le. 

 Passwords are subject to more fundamental attacks. 
In one such attack, the adversary simply obtains the 
password from Alice directly. This can occur where Alice 
“shares” her password with others, or when she records 
it in some obvious place (e.g., on her PDA). Such attacks 
illustrate an axiom of security: a system is only as secure 
as the protection afforded to its secrets. In the case of 
authentication, failure to adequately protect credentials 
from misuse can result in compromise of the system. 

 Particularly in cases in which the substance of the 
interaction has monetary value, it is important for Alice 
and Bob to perform  mutual authentication:  not only must 
Alice prove her identity to Bob, but Bob must also prove 
his identity to Alice. If this bidirectional authentication is 
not performed, any adversary can exploit Alice by pre-
tending to be Bob. In fact, attacks on the lack of effective 
mutual authentication lie at the heart of one of the most 
dangerous and costly attacks on the Internet today, phish-
ing. In a phishing attack, the adversary uses some me-
dium, such as e-mail, to pose as some important entity, 
and then uses fake Web sites and other means to coerce 
the victim into exposing authenticating information such 
as passwords. Attacks in which the adversary interposes 
himself between the victim and the real authority fall into 
the class of  man-in-the-middle  attacks. 

 The defi nition of  identity  has historically been controver-
sial. This is largely because authentication does not truly 
identify physical entities, but associates some secret or 
(presumably) unforgeable information with a virtual iden-
tity. Hence, for the purposes of authentication, any entity 
in possession of Alice’s password is Alice. The strength of 
authentication is determined by the diffi culty with which 
a malicious party can circumvent the authentication pro-
cess and incorrectly assume an identity. In our above ex-
ample, the strength of the authentication process is largely 
determined by the diffi culty of guessing Alice’s password. 
Note that other factors, such as whether Alice chooses a 
poor password or writes it on the front of the monitor, will 
determine the effectiveness of authentication. The lesson 
here is that authentication is as strong as the weakest link; 
failure to protect the password by either Alice or the host 
limits the effectiveness of the solution. 

 Authentication on the Internet is often more complex 
than suggested by the previous example. Often, Alice and 
Bob are not physically colocated. Hence, both parties will 
wish to authenticate each other. In our above example, 
Alice will wish to ensure that she is communicating with 
Bob. However, no formal process is needed; because Alice 
is sitting at the terminal, she assumes that Bob (the host) 
is authentic. 

 On the Internet, it is not always reasonable to assume 
that Alice and Bob have established (or can establish) 
some relationship prior to communication. For example, 
consider the case in which Alice is purchasing goods on 
the Internet. Alice goes to Bob’s Web server, identifi es the 

goods she wishes to purchase, provides her credit card 
information, and submits the transaction. Alice, being a 
cautious customer, wants to ensure that this information 
is being given only to Bob’s Web server (i.e., she wants 
to authenticate the Web server). In general, however, re-
quiring Alice to establish a direct relationship with each 
vendor from whom she may purchase goods is not feasi-
ble (e.g., it is not feasible to establish passwords for each 
Web site out of band). 

 Enter Trent, the trusted third party. Logically, Alice ap-
peals to Trent for authentication information relating to 
Bob. Trent is trusted by Alice to assert Bob’s authenticity. 
Therefore, Bob need only establish a relationship with 
Trent to begin communicating with Alice—that is, Trent 
vouches for the identity of Bob. Because the number of 
widely used trusted third parties is small (on the order 
of tens), and every Web site establishes a relationship 
with at least one of them, Alice can authenticate virtually 
every vendor on the Internet. 

    CREDENTIALS 
 Authentication is performed by the evaluation of creden-
tials supplied by the user (i.e., Alice). Such credentials can 
take the form of something you know (e.g., password), 
something you have (e.g., smart card), or something you 
are (e.g., fi ngerprint). The credential type is specifi c to the 
authentication service, and refl ects some direct or indi-
rect relationship between the user and the authentication 
service. 

 Credentials often take the form of shared secret knowl-
edge. Users authenticate themselves by proving knowledge 
of the secret. In the UNIX example above, knowledge of 
the password is deemed suffi cient evidence to prove user 
identity. In general, such secrets need not be statically 
defi ned passwords. For example, users in one-time pass-
word authentication systems do not present knowledge of 
secret text, but identify a numeric value valid only for a 
single authentication. Users need not present the secret 
directly, but demonstrate knowledge of it (e.g., by present-
ing evidence that could only be derived from it). 

 Secrets are often long random numbers, and thus can-
not be easily remembered by users. For example, a typical 
RSA private key is a 1024-digit binary number. Requir-
ing a user to remember this number is, at the very least, 
unreasonable. Such information is frequently stored in a 
fi le on a user’s host computer, a PDA, or other nonvola-
tile storage. The private key is used during authentication 
by accessing the appropriate fi le. However, private keys 
can be considered “secret knowledge” because the user 
presents evidence external to the authentication system 
(e.g., from the fi le system). 

 Credentials may also be physical objects. For example, 
a smart card may be required to gain access to a host. 
Authenticity in these systems is inferred from possession, 
rather than from knowledge. Note that there is often a 
subtle difference between the knowledge- and possession-
based credentials. For example, it is often the case that 
a user-specifi c private key is stored on an authenticating 
smart card. In this case, however, the user has no ability to 
view or modify the private key. The user can be authenti-
cated only via the smart card issued to the user. Hence, for 
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the purposes of authentication, the smart card is identity; 
no amount of effort can modify the identity encoded in 
the smart card. 1  

 Biometric devices measure physical characteristics 
of the human body. An individual is deemed authentic if 
the measured aspect matches previously recorded data. 
The accuracy of matching determines the quality of au-
thentication. Contemporary biometric devices include 
fi ngerprint, retina, or iris scanners, and face-recognition 
software. However, biometric devices are primarily useful 
only when the scanning device is trusted—that is, under 
control of the authentication service. Although biometric 
authentication has seen limited use in the Internet, it is in-
creasingly used to support authentication associated with 
physical security (i.e., governing clean-room access). 

 Credential use is subject to eavesdropping and replay. 
For example, any adversary can watch a user type a pass-
word from across the room. The adversary later uses the 
password to gain access to the system. This problem only 
gets worse in networks: anyone who can get access to the 
messages used to authenticate users could potentially 
reuse the data to masquerade as a legitimate user. Such 
attacks are mitigated in authentication systems by requir-
ing  freshness . Freshness guarantees that the use of a cre-
dential is bounded in time, and hence could not possibly 
be replayed. The following sections demonstrate several 
methods for achieving freshness. 

 Multifactor authentication systems use more than one 
system to authenticate the user. For example, some sys-
tems require both a password and a token to prove iden-
tity. These systems can signifi cantly increase the diffi culty 
of attacks on the authentication. It is much harder to 
both eavesdrop a password and steal a token than it is 
to do only one or the other. Multifactor systems have been 
seen as a valuable way to increase security while main-
taining the simplicity and ease of use of traditional au-
thentication mechanisms, and have been widely adopted 
in corporate environments. However, these mechanisms 
are only as strong as the underlying systems—that is, if 
the underlying mechanisms are vulnerable, so is the mul-
tifactor system. 

 Credentials need not identify a particular entity, but 
can be used to prove some characteristic of a community. 
For example, a concert ticket serves as a credential that 
the owner has paid or received permission to attend the 
show.  Reverse turning tests  use tasks that cannot easily be 
performed by a computer, such as extracting text from 
complex images. The correct answer shows that a human 
was involved. Such tests are useful in preventing online 
“scripted” attacks. 

  Authentication Services 
 A number of general-purpose services have been devel-
oped to support authentication, credential maintenance, 
access control, and accounting. For example, RADIUS, 
DIAMETER, and LDAP-based authentication services 
have been widely deployed on the Internet. Networks 

subscribing to these services defer all authentication-
related activities to these centralized services. Each such 
system can support a range of authentication services 
and protocols appropriate for the served environment. 

 In addition to authentication, these services typically 
implement access control, which regulates access to valued 
infrastructure or data, for the controlled environment. 
For example, all users are authenticated when entering 
most networks. However, this (typically) does not give to-
tal access to the entire network. An access control service 
determines, based on the identity established via authen-
tication, which services that entity user has a right to ac-
cess (e.g., fi le servers, printers, etc.). How access control 
is performed and results presented to the network is be-
yond the scope of this chapter. 

 Authentication services exist to simplify network man-
agement. Because of the way technology has evolved, the 
diverse services comprising a network often require dif-
ferent methods of authentication. Supporting the many 
authentication methods required by an environment (or 
many instantiations of a single authentication service) 
can be enormously costly. Administrators can vastly 
simplify the administrative process by managing a sin-
gle database of identities in the authentication services. 
The services can use whatever credentials are deemed nec-
essary, so long as they are supported by the authentication 
service. Similarly, new applications can be developed and 
easily integrated with the existing authentication service 
through well-defi ned interfaces. Existing authentication 
services (nearly) universally support the authen-
tication services defi ned in this chapter. 

   Biometrics 
 Biometrics are a class of authentication systems that ex-
ploit the unique physical or behavioral characteristics of 
users. These services measure characteristics such as fi n-
gerprints, hand measurements, face recognition, irises, 
(walking) gait, or others to determine their identity. The 
measurements are compared for similarity to previously 
recorded samples using apparatus specialized for the par-
ticular biometric system—for example, fi ngerprint scan-
ners and video cameras. People whose characteristics are 
“close enough” to the previously recorded measurement 
are deemed authentic and associated with the appropri-
ate user identity. 

 Biometrics are often referred to as “something you 
are” credentials. That is, the credential is an artifact of 
your person or behavior. This has the advantage that the 
user does not need to possess or remember the creden-
tial, nor can it be lost. Biometrics are limited in the same 
way: once the characteristic is lost, it cannot be revoked. 
For example, unlike other credentials such as public keys, 
a user whose signature is forged cannot change it later. 
Hence, in practice it is essential to protect the measure-
ments and apparatus from exposure to adversaries. 

 In practice, the quality of the apparatus used to mea-
sure biometric features varies widely. Hence, error is in-
troduced into the process of measurement. For example, 
mood, lack of sleep, or aging can signifi cantly affect the 
quality of measurement in a face-recognition system. 
The similarity of the measurements to the original is 

1In practice, contemporary smart cards can be modifi ed or probed. How-
ever, because such manipulation often takes considerable effort and so-
phistication (e.g., use of an electron microscope), such attacks are beyond 
the abilities of the vast majority of attackers.
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used, rather than an exact match. Biometrics systems 
compare the measured distance or existence of features 
between the previously recorded and measured samples. 
The measured sample is authentic if the distance is small 
enough or the number of features is large enough based 
on a system-specifi c threshold. 

 The quality of a biometric system is measured in the 
rate of false positives and false negatives. A false positive 
occurs when an inauthentic sample is deemed authentic, 
and a false negative occurs when a authentic sample is 
deemed inauthentic. These features are in direct propor-
tion to each other and a direct refl ection of the threshold 
value. A high threshold will prevent false positives but 
incur more false negatives. Conversely, a low threshold 
will prevent false negatives but incur more false positives. 
How one selects a threshold (and more broadly a type of 
biometric system) is dependent on the needs of the envi-
ronment, the frequency of authentication, and the value 
of the protected system. 

    WEB AUTHENTICATION 
 One of the most prevalent uses of the Internet is Web 
browsing. Users access the Web via specialized protocols 
that communicate HTML and XML requests and content. 
The requesting user’s Web browser renders received con-
tent. However, it is often necessary to restrict access to Web 
content. Moreover, the interactions between the user and a 
Web server are often required to be private. One aspect of 
securing content is the use of authentication to establish 
the true or virtual identity of clients and Web servers. 

  Password-Based Web Access 
 Web servers initially adopted well-known technologies for 
user authentication. Foremost among these was the use 
of passwords. To illustrate the use of passwords on the 
Web, the following describes the confi guration and use of 
basic authentication in the Apache Web server (Apache 
 2002 ). Note that the use of basic authentication in other 
Web servers is largely similar. 

 Access to content protected by basic authentication 
in the Apache Web server is indirectly governed by the 
password fi le. Web site administrators create the pass-
word fi le (whose location is defi ned by the Web site ad-
ministrator) by entering user and password information 
using the htpasswd utility. It is assumed that the pass-
words are given to the users using an out-of-band chan-
nel (e.g., via e-mail, phone). 

 In addition to specifying passwords, the Web server 
must identify the subset of Web content to be password-
protected (e.g., set of protected URLs). This is commonly 
performed by creating an .htaccess fi le in the directory to 
be protected. The .htaccess fi le defi nes the authentication 
type and specifi es the location of the relevant password 
fi le. For example, located in the content root directory, 
the following .htaccess fi le restricts access to users who 
are authenticated via password. 

    AuthName “Restricted Area”  

  AuthType Basic  

  AuthUserFile /var/www/webaccess  

  require valid-user  

   Users accessing protected content (via a browser) are pre-
sented with a password dialog (e.g., similar to the dialog 
depicted in Figure  1 ). The user enters the appropriate 
username and password, and if correct, is given access to 
the Web content.   

 Because basic authentication sends passwords over the 
Internet in cleartext, it is relatively simple to recover them 
by eavesdropping on the HTTP communication. Hence, 
basic authentication is suffi cient to protect content from 
casual misuse, but should not be used to protect valuable 
or sensitive data. However, as is commonly found on com-
mercial Web sites, performing basic authentication over 
more secure protocols (e.g., secure sockets layer [SSL], 
see below) can mitigate or eliminate many of the negative 
properties of basic authentication. 

 Many password-protected Web sites store user pass-
words (in encrypted form) in cookies the fi rst time a user 
is authenticated. In these cases, the browser automatically 
submits the cookie to the Web site with each request. This 
approach eliminates the need for the user to be authen-
ticated every time she visits the Web site. However, this 
convenience has a price. In most single-user operating 
systems, any entity using the same host will be logged in as 
the user. Moreover, the cookies can be easily captured and 
replayed back to the Web site (Fu et al.  2001 ). 

 Digest authentication uses challenges to mitigate the 
limitations of password-based authentication (Franks 
et al.  1999 ). Challenges allow authenticating parties to 
prove knowledge of secrets without exposing (trans-
mitting) them. In digest authentication, Bob sends a 
random number (nonce) to Alice. Alice responds with 
a hash of the random number and her password. Bob 
uses Alice’s password (which only he and Alice know) 
to compute the correct response, and compares it to the 
one received from Alice. Alice is deemed authentic if the 
computed and received responses match (because only 
Alice could have  enerated the response). Because the 
hash, rather than the secret, is sent, no adversary can 
obtain Alice’s password from the response. 

   Single Sign-on 
 Password authentication is the predominant authenti-
cation method on the Web. Users register a username 
and password with each retailer or service provider with 
which they do business. Hence, users are often faced 

Figure 1: Password authentication on the Web
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with the diffi cult and error-prone task of maintaining a 
long list of usernames and passwords. In practice, users 
avoid this maintenance headache by using the same pass-
words on all Web sites. However, this allows adversaries 
who gain access to the user information on one site to 
impersonate the user on many others. 

 A single sign-on (SSO) system defers user authentica-
tion to a single, universal authentication service. Users 
authenticate themselves to the SSO once per session. 
Subsequently, each service requiring user authentication 
is redirected to an SSO server that vouches for the user. 
Hence, the user is required to maintain only a single au-
thentication credential (e.g., SSO password). Note that 
the services themselves do not possess user credentials 
(e.g., passwords), but simply trust the SSO to state which 
users are authentic. 

 Although SSO services have been used for many years 
(e.g., see the section on “Kerberos” below), the lack of 
universal adoption and cost of integration has made their 
use in Web applications highly undesirable. These diffi -
culties have led to the creation of SSO services targeted 
specifi cally to authentication on the Web. One of the most 
popular of these systems is the Microsoft Passport service 
(Microsoft 2002). Passport provides a single authentica-
tion service and repository of user information. Web sites 
and users initially negotiate secrets during the Passport 
registration process (i.e., user passwords and Web site se-
cret keys). In all cases, these secrets are known only to the 
Passport servers and the registering entity. 

 Passport authentication proceeds as follows. Users re-
questing a protected Web page (i.e., page that requires au-
thentication) are redirected to a Passport server. The user 
is authenticated via a Passport-supplied log-in screen. If 
successful, the user is redirected back to the original Web 
site with an authentication cookie specifi c to that site. The 
cookie contains user information and site-specifi c infor-
mation encrypted with a secret key known only to the site 
and the Passport server. The Web site decrypts and vali-
dates the received cookie contents. If successful, the user 
is deemed authentic and the session proceeds. Subsequent 
user authentication (with other sites) proceeds similarly, 
except that the log-in step is avoided. Successful comple-
tion of the initial log-in is noted in a session cookie stored 
at the user browser and presented to the Passport server 
with later authentication requests. 

 Although SSO systems solve many of the problems of 
authentication on the Web, they are not a panacea. By 
defi nition, SSO systems introduce a single point of trust 
for all users in the system. Hence, ensuring that the SSO 
is not poorly implemented, poorly administered, or mali-
cious is essential to its safe use. For example, Passport has 
been shown to have several crucial fl aws (Kormann and 
Rubin  2000 ). Note that although existing Web-oriented 
SSO systems may be extended to support mutual authen-
tication, the vast majority have yet to do so. 

   Certifi cates 
 Although passwords are appropriate for restricting access 
to Web content, they are not appropriate for more general 
Internet authentication needs. Consider the Web site for 
an online bookstore  examplebooks.com . Users wishing to 

purchase books from this site must be able to determine 
that the Web site is authentic. If not authenticated, a mali-
cious party may impersonate  examplebooks.com  and fool 
the user into exposing his credit card information. 

 Note that most Web-enabled commercial transactions 
do not authenticate the user directly. The use of credit card 
information is deemed suffi cient evidence of the user’s iden-
tity. However, such evidence is typically evaluated through 
the credit card issuer service (e.g., checking that the credit 
card is valid and has not exceeded its spending limit) before 
the purchased goods are provided to the buyer. 

 The dominant technology used for Internet Web site au-
thentication is public key certifi cates. Certifi cates provide 
a convenient and scalable mechanism for authentication 
in large distributed environments (such as the Internet). 
Note that certifi cates are used to enable authentication 
of a vast array of other non-Web services. For exam-
ple, certifi cates are often used to authenticate electronic 
mail messages (see the section on “Pretty Good Privacy,” 
below). 

 Certifi cates are used to document an association be-
tween an identity and a cryptographic key. Keys in pub-
lic key cryptography are generated in pairs; a public key 
and a private key (Diffi e and Hellman  1976 ). As the name 
would suggest, the public key is distributed freely, and the 
private key is kept secret. To simplify, any data signed (us-
ing a digital signature algorithm) by the private key can 
be validated using the public key. A valid digital signature 
can be mapped to exactly one private key. Therefore, any 
valid signature can be generated only by some entity in 
possession of the private key. Conversely, keys in secret 
cryptography use a single shared secret key. Although it 
is often more effi cient than public key algorithms, secret 
key cryptography requires the communicating parties to 
negotiate a secret before communicating. 

 Certifi cates are issued by certifi cation authorities 
(CAs). The CA issues a certifi cate by signing an identity 
(e.g., domain name of the Web site), validity dates, and 
a Web site’s public key. The certifi cate is then freely dis-
tributed. A user validates a received certifi cate by check-
ing the CA’s digital signature. Note that most browsers 
are installed with a collection of CA certifi cates that are 
invariantly trusted (i.e., do not need to be validated). For 
example, many Web sites publish certifi cates issued by 
the VeriSign CA (VeriSign  2002 ), whose certifi cate is in-
stalled with most browsers. In its most general form, a 
system used to distribute and validate certifi cates is called 
a “public key infrastructure” (PKI). 

 Certifi cate technologies such as those supported by 
pretty good privacy (PGP) are the basis of secure mul-
tipurpose Internet mail extension S/MIME standards 
(Dusse et al.  1998 ). S/MIME defi nes protocols, data struc-
tures, and certifi cate management infrastructures for 
authentication and confi dentiality of MIME data. These 
standards are being widely adopted as a means to secure 
personal and enterprise e-mail. 

   Secure Sockets Layer 
 Introduced by Netscape in 1994, the secure sockets layer 
(SSL) protocol uses certifi cates to authenticate Web con-
tent. In addition to authenticating users and Web sites, 
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the SSL protocol negotiates an ephemeral secret key. This 
key is subsequently used to protect the integrity and con-
fi dentiality of all messages (e.g., by encrypting the mes-
sages sent between the Web server and the client). SSL 
continues to evolve. For example, the standardized and 
widely deployed TLS (transport-layer security) protocol 
is directly derived from SSL version 3.0. 

 The use of SSL is signaled to the browser and Web site 
through the https URL protocol identifi er. For example, 
Alice enters the following URL to access a Web site of 
interest:

   https://www.example.com    

 In response to this request, Alice’s browser will initiate an 
SSL handshake protocol. If the Web site is correctly au-
thenticated via SSL, the browser will retrieve and render 
Web site content in a manner similar to HTTP. Authenti-
cation is achieved in SSL by validating statements signed 
by private keys associated with the authenticated party’s 
public key certifi cate. 

 Figure  2  depicts the operation of the SSL authenti-
cation and key agreement process. The SSL handshake 
protocol authenticates one or both parties, negotiates the 
cipher-suite policy for subsequent communication (e.g., 
selecting cryptographic algorithms and parameters), and 
establishes a master secret. All messages occurring after 
the initial handshake are protected using cryptographic 
keys derived from the master secret.   

 The handshake protocol begins with both Alice (the 
end-user browser) and Bob (the Web server) identifying a 
cipher suite policy and session identifying information. In 
the second phase, Alice and Bob exchange certifi cates. Note 
that policy will determine which entities require authenti-
cation: as dictated by policy, Alice and/or Bob will request 
an authenticating certifi cate. The certifi cate is validated 
on reception (e.g., issuance signature checked against CAs 
whose certifi cate is installed with the browser). Note that 
in almost all cases, Bob will be authenticated, but Alice 
will not. In these cases, Bob typically authenticates Alice 
using some external means (only when it becomes nec-
essary). For example, online shopping Web sites will not 
authenticate Alice until she expresses a desire to purchase 
goods, and her credit card number is used to validate her 
identity at the point of purchase. 

 Interleaved with the certifi cate requests and responses 
is the server and client key exchange. This process 
authenticates each side by signing information used to 

negotiate a session key. The signature is generated using 
the private key associated with the certifi cate of the party 
to be authenticated. A valid signature is deemed suffi cient 
evidence because only an entity in possession of the pri-
vate key could have generated it. Hence, signed data can 
be accepted as proof of authenticity. The session key is 
derived from the signed data, and the protocol completes 
with Alice and Bob sending  fi nished  messages. 

    HOST AUTHENTICATION 
 Most computers on the Internet provide some form of 
remote access, which access allows users or programs to 
access resources on a given computer from anywhere on 
the Internet. This access enables a promise of the Inter-
net: independence from physical location. However, re-
mote access has often been the source of many security 
vulnerabilities. Hence, protecting these computers from 
unauthorized use is essential. The means by which host 
authentication is performed in large part determines the 
degree to which an enterprise or user is protected from 
malicious parties lurking in the dark corners of the Inter-
net. This section reviews the design and use of the pre-
dominant methods providing host authentication. 

  Remote Log-in 
 Embodying the small, isolated UNIX networks of old, re-
mote log-in utilities allow administrators to identify the 
set of hosts and users that are deemed “trusted.” Trusted 
hosts are authenticated by source IP address, hostname, 
and/or username only. Hence, trusted users and hosts 
need not provide a username or password. 

 The rlogin and rsh programs are used to access hosts. 
Confi gured by local administrators, the /etc/hosts.equiv 
fi le enumerates hosts/users that are trusted. Similarly, the 
.rhosts fi le contained in each user’s home directory iden-
tifi es the set of hosts trusted by an individual user. When 
a user connects to a remote host with a remote log-in 
utility, the remote log-in server (running on the accessed 
host) scans the hosts.equiv confi guration fi le for the ad-
dress and username of the connecting host. If found, the 
user is deemed authentic and allowed access. If not, 
the .rhosts fi le of the accessing user (identifi ed in the con-
nection request) is scanned, and access is granted where 
the source address and username are matched. 

 The remote access utilities do not provide strong 
authentication. Malicious parties may trivially forge IP 

Alice Bob

(1) Handshake Request
(2) Handshake Response

(3) Authentication Request

(4) Server Key Exchange

Certificate

(5) Client Key Exchange

Figure 2: The SSL protocol: Alice (the client) and Bob (the server) exchange an initial handshake identifying the kind of authentication 
and confi guration of the subsequent session security. As dictated by the authentication requirements identifi ed in the handshake, 
Alice and Bob may exchange and authenticate certifi cates. The protocol completes by establishing a session-specifi c key used to 
secure (e.g., encrypt) later communication
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addresses, domain name service (DNS) records, and user-
names (called “spoofi ng”). Although attempts have been 
made to address the security limitations of the IP proto-
col stack (e.g., IPsec, DNSsec), this information is widely 
accepted as untrustworthy. Remote access tools trade off 
security for ease of access. In practice, these tools often 
weaken the security of network environments by provid-
ing a vulnerable authentication mechanism. Hence, the 
use of such tools in any environment connected to the 
Internet is considered extremely dangerous. 

   Secure Shell 
 The early standards for remote access—telnet and ftp—
authenticated users by UNIX password. Although the 
means of authentication were similar to terminal log-in, 
their use on an open network introduces new vulnerabili-
ties. Primarily, these utilities are vulnerable to password 
sniffi ng. Such attacks passively listen on the network for 
communication between the host and the remote user. 2  
Because passwords are sent in the clear (unencrypted), 
user-specifi c authentication information could be recov-
ered. For this reason, the use of these utilities as a pri-
mary means of user access has largely been abandoned. 3  

 The secure shell (SSH) (Ylonen  1996 ) combats the 
limitations of standard tools by performing cryptographi-
cally supported host and/or user authentication. Similar 
to SSL, a by-product of the authentication is a crypto-
graphic key used to obscure and protect communication 
between the user and remote host. SSH is not vulnerable 
to sniffi ng attacks, and has been widely adopted as a re-
placement for the standard remote access tools. 

 SSH uses public key cryptography for authentication. 
Upon installation, each server host (host allowing remote 
access via SSH) generates a public key pair. The public 
key is manually stored at each initiating host (host from 
which a user will remotely connect). Note that unlike 
SSL, SSH uses public keys directly, rather than issued 
certifi cates. Hence, SSH authentication relies on the due 
diligence of host administrators to maintain the correct 
set of host keys. 

 SSH initiates a session in two phases. In the fi rst phase, 
the server host is authenticated. The initiating host cre-
ates the SSH session by requesting remote access. To sim-
plify, the requesting host generates a random session key, 
encrypts it with the received host public key of the server, 
and forwards it back to the server. 4  The server recovers 
the session key using its host private key. Subsequent 

communication between the hosts is protected using 
the session key. Because only someone in possession of the 
host private key could have recovered the session key, 
the server is deemed authentic. 

 The second phase of the SSH session initialization au-
thenticates the user. Dictated by the confi gured policy, the 
server will use one of the following methods to authenti-
cate the user:

•     .rhosts fi le : As described for the remote access utilities 
above, simply tests whether the accessing user identi-
fi er is present in the .rhosts fi le located in the home di-
rectory of the user  .

•    .rhosts with RSA:  Similar to above, but requires that the 
accessing host is authenticated via a known and trusted 
RSA public key  .

•    password authentication:  Prompts the user for a local 
system password. The strength of this approach is 
determined by the extent to which the user keeps the 
password private.  

•    RSA user authentication:  Authenticates via a user-
specifi c RSA public key. Of course, this requires that 
the server be confi gured with the public key generated 
for each user.  

   Note that it is not always feasible to obtain the public key 
of each host that a user will access. Host keys may change 
frequently (as based on an administrative policy), be com-
promised, or be accidentally deleted. Hence, when the 
remote host key is not known (and the confi gured policy 
allows it), SSH will simply transmit it during session ini-
tialization. The user is asked if the received key should be 
accepted. If accepted, the key is stored in the local environ-
ment and is subsequently used to authenticate the host. 

 Although the automated key distribution mode does 
provide additional protection over conventional remote 
access utilities (e.g., eavesdropping prevention), the au-
thentication mechanism provides few guarantees. A user 
accepting the public key knows little about its origin (e.g., 
it may be subject to forgery, man-in-the-middle attacks, 
etc.). Hence, this mode may be undesirable for some en-
vironments. 

   One-Time Passwords 
 In a very different approach to combating password sniff-
ing, the S/Key system (Haller  1994 ) limits the usefulness 
of recovered passwords. Passwords in the S/Key system 
are valid only for a single authentication. Hence, a mali-
cious party gains nothing by recovering a previous pass-
word (e.g., via eavesdropping of a telnet log-in). Although 
on the surface the one-time password approach may 
seem to require that the password be changed following 
each log-in, the way in which passwords are generated 
alleviates the need for repeated coordination between the 
user and remote host. 

 The S/Key system establishes an ordered list of pass-
words. Each password is used in order and only once, 
then discarded. Although the maintenance of the pass-
word list may seem like an unreasonable burden to place 
on a user, the way in which the passwords are generated 
makes it conceptually simple. Essentially, passwords are 

2The physical media over which many local network communication oc-
curs is Ethernet. Because Ethernet is a broadcast technology, all hosts on 
the local network (subnet) receive every bit of transmitted data. Obviously, 
this approach simplifi es communication eavesdropping. Although eaves-
dropping may be more diffi cult over nonbroadcast media (e.g., switched 
networks), it is by no means impossible.
3ftp is frequently used on the Web to transfer fi les. When used in this con-
text, ftp generally operates in anonymous mode. ftp performs no authen-
tication in this mode, and the users are often restricted to fi le retrieval 
only.
4In reality, the server initially transmits a short-term public key in ad-
dition to the host key. The requesting host encrypts the random value 
response with both keys. The use of the short-term keys prevents adver-
saries from recovering the content of past sessions should the host key 
become compromised.
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created such that the knowledge of a past password pro-
vides no information on future passwords. However, if 
one knows a secret value (called a “seed value”), then all 
passwords are easily computable. Hence, whereas an au-
thentic user can supply passwords as they are needed, a 
malicious adversary can supply only passwords that have 
been previously used (and are no longer valid). 

 In essence, the S/Key system allows the user to prove 
knowledge of the password without explicitly stating it. 
Over time, this relatively simple approach has been found 
to be extremely powerful, and is used as the basis of many 
authentication services. For example, RSA’s widely used 
SecurID combines a physical token with one-time pass-
word protocols to authenticate users (RSA  2002 ). 

   Kerberos 
 The Kerberos system (Neuman and Ts’o  1994 ) performs 
trusted third-party authentication. In Kerberos, users, 
host, and services defer authentication to a mutually 
trusted key distribution center (KDC). All users implic-
itly trust the KDC to act in their best interest. Hence, 
this approach is appropriate for localized environments 
(e.g., campus, enterprise), but does not scale well to large, 
loosely coupled communities. Note that this is not just an 
artifact of the Kerberos system, but is true of any trusted 
third-party approach; loosely coupled communities are 
unlikely to universally trust any single authority. 

 Depicted in Figure  3 , the Kerberos system performs 
mediated authentication between Alice and Bob through 
a two-phase exchange with the KDC. When logging onto 
the system, Alice enters her username and password.   

 Alice’s host sends the KDC her identity. In response, 
the KDC sends Alice information that can be understood 
only by someone in possession of the password—that is, 
it is encrypted with a key derived from the password. In-
cluded in this information is a TGT used later by Alice 

to initiate a session with Bob. Alice is deemed authentic 
because she is able to recover the TGT. 

 At some later point, Alice wishes to perform mutual 
authentication with another entity, Bob. Alice informs 
the KDC of this desire by identifying Bob and present-
ing the previously obtained TGT. Alice receives a message 
from the KDC containing the session key and a ticket for 
Bob. Encrypting the message with a key known only to 
Alice ensures that its contents remain confi dential. 

 Alice then presents the ticket included in the message 
to Bob. Note that the ticket returned to Alice is opaque; 
its contents are encrypted using a key derived from Bob’s 
password. Therefore, Bob is the only entity that can re-
trieve the contents of the ticket. Because later communi-
cation between Alice and Bob uses the session key (given 
to Alice and contained in the ticket presented to Bob), 
Alice is assured that Bob is authentic. Bob is assured 
that Alice is authentic because Bob’s ticket explicitly con-
tains Alice’s identity. 

 One might ask why Kerberos uses a two-phase pro-
cess. Over the course of a session, Alice may frequently 
need to authenticate a number of entities. In Kerberos, 
because Alice obtains a TGT at log-in, later authentica-
tion can be performed automatically. Thus, the repeated 
authentication of users and services occurring over time 
does not require human intervention; Alice types in her 
password only once. 

 Note that a KDC authenticates users only within its 
realm. Users and services in different realms would seem 
not to be able to authenticate each other. However, pro-
tocol extensions allow interrealm authentication by cross 
registering KDCs. A user contacts its local KDC, which 
acts as an introducer to the foreign KDC, which in turn 
enables authentication of the entities as above. 

 Because of its elegant design and technical maturity, 
the Kerberos system has been widely accepted in local 
environments. Historically common in UNIX environ-
ments, it has recently been introduced into other operat-
ing systems—for example, Windows 2000 and XP. 

   Pretty Good Privacy 
 As indicated by the previous discussion of trusted third 
parties, it is often true that two parties on the Internet will 
not have a direct means of performing authentication. 
For example, a programmer in Great Britain may not 
have any formal relationship with a student in California. 
Hence, no trusted third party exists to which both can de-
fer authentication. A number of attempts have been made 
to address this problem by establishing a single public 
key infrastructure spanning the Internet. However, these 
structures require users to directly or indirectly trust CAs 
whose operation they know nothing about. Such assump-
tions are inherently dangerous, and have been largely re-
jected by user communities. 

 The pretty good privacy system (PGP; Zimmermann 
 1994 ) takes advantage of social and organizational rela-
tionships between users on the Internet. In PGP, each user 
creates a self-signed PGP certifi cate identifying a public 
key and identity information (e.g., e-mail address, phone 
number, name). Users use the key to sign the keys of users 
whom they trust. In addition, they obtain signatures from 

Alice

KDC

Bob

(1) Log-in (user ID)

(2) Response (TGT)

(3) Authenticate (Bob)

(4) Authenticate response (ticket)

(5) Authentication (ticket)

Figure 3: Kerberos authentication: Alice receives a ticket-
granting ticket (TGT) after successfully logging into the Kerberos 
KDC. Alice performs mutual authentication with Bob by 
presenting a ticket obtained from the KDC to Bob. Note that 
Bob need not communicate with the KDC directly; the contents 
of the ticket serve as proof of Alice’s identity
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users who trust them. The PGP signing process is not de-
fi ned by PGP. Users commonly will exchange signatures 
with friends and colleagues. 

 The keys and signatures defi ned for a set of users de-
fi nes a web of trust. Upon reception of a key from a previ-
ously unknown source, an entity will make a judgment of 
whether to accept the certifi cate based on the presence 
of signatures by known entities. A certifi cate will likely be 
accepted if a signature generated by a trusted party (with 
known and acceptable signing practices) is present. Such 
assessment can span multiple certifi cates, in which sig-
natures create trusted linkage between acceptable certifi -
cates. However, because trust is not frequently transitive, 
less trust is associated with long chains. PGP certifi cates 
are primarily used for e-mail and software distribution 
validation, but have been extended to support a wide range 
of data-exchange systems (e.g., Internet newsgroups). 

   Internet Protocol Security 
 Internet protocol security (IPsec; Kent and Atkinson 
 1998 ) is emerging as an important service for providing 
security on the Internet. IPsec is not just an authentica-
tion service, but provides a complete set of protocols and 
tools for securing IP-based communication. The IPsec 
suite of protocols provides host-to-host security within 
the operating system implementation of the IP protocol 
stack. This has the advantage of being transparent to ap-
plications running on the hosts. A disadvantage of IPsec 
is that it does not differentiate between users on the host. 
Hence, while communication passing between the hosts 
is secure (as determined by policy), little can be ascer-
tained as to the true identity of users on those hosts. 

 The central goal of IPsec was the construction of a 
general-purpose security infrastructure supporting many 
network environments. Hence, IPsec supports the use of 
an array of authentication mechanisms. IPsec authentica-
tion can be performed manually or automatically. Manu-
ally authenticated hosts share secrets distributed via 
administrators (i.e., confi gured manually at each host). 
Identity is inferred from knowledge of the secret. Session 
keys are directly or indirectly derived from the confi gured 
secret. 

 The Internet security association key management 
protocol (ISAKMP) defi nes an architecture for automatic 
authentication and key management used to support the 
IPsec suite of protocols. Built on ISAKMP, the Internet 
key exchange (IKE) protocol implements several proto-
cols for authentication and session key negotiation. In 
these protocols, IKE negotiates a shared secret and policy 
between authenticated end points of an IPsec connection. 
The resulting IPsec security association (SA) records the 
result of IKE negotiation, and is used to drive later com-
munication between the end points. 

 The specifi cs of how authentication information is 
conveyed to a host are a matter of policy and implemen-
tation. However, in all implementations, each host must 
identify the keys or certifi cates to be used by IKE authen-
tication. For example, Windows XP provides dialogs used 
to enter preshared keys. These keys are stored in the Win-
dows registry, and are later used by IKE for authentica-
tion and session key negotiation. Note that how the host 

stores secrets is of paramount importance. As with any 
security solution, users should carefully read all docu-
mentation and related security bulletins when using such 
interfaces. 

   Wireless Networks 
 Wireless networks are quickly becoming ubiquitous. The 
ability to get access to the Internet anywhere and at any 
time is permitting new applications and easing our online 
and physical lives. However, wireless networks introduce 
enormous security risks. The omnipresence of wireless 
permits anyone within range some level of access to sen-
sitive assets. In short, the security perimeter upon which 
much of traditional network security is based has com-
pletely disappeared. This has caused security personnel, 
developers, and researchers to reevaluate the methods 
and policies used to govern the digital domain. This is 
particularly true of authentication. 

 Wireless networks are defi ned by the mode in which 
they operate. There are two predominant modes in use 
today: ad hoc and infrastructure. In an ad hoc mode, the 
hosts in the wireless network form a peer-to-peer physical 
routing infrastructure. That is, each host acts as a router 
for the other hosts in the network by passing packets be-
tween themselves and local access points (devices that 
route packets between wireless and physical networks). 
In infrastructure mode, every host must communicate 
directly with an access point. Because it introduces fewer 
security and performance concerns and is generally sim-
pler to administer, infrastructure mode is more popular. 
Independent of the mode, either the access points or peer 
hosts authenticate new hosts before they are allowed en-
try into a secure wireless network. 

 The simplest form of wireless authentication is MAC 
(media access control) authentication. Each physical net-
work device (e.g., network card) is programmed with a 
unique MAC address. Because this is guaranteed to be 
unique, it can be used to identify the devices that should 
be allowed on the network (e.g., employee laptops). The 
authenticating device simply looks at the MAC address 
included in each packet. If it is on the list of approved 
devices, the packet is allowed. Note that this is not very 
secure, but it does prevent hosts from inadvertently gain-
ing access to the network. MAC addresses can be trivially 
spoofed, and moderately sophisticated users easily bypass 
such authentication measures. 

 The wired equivalent privacy (WEP) protocol was intro-
duced to solve some of the security issues associated with 
wireless networks. The WEP protocol aims only to prevent 
unauthorized parties from gaining access to the network 
or manipulating packets on the network. WEP assumes 
that all authorized entities have access to a cryptographic 
key shared by all authorized parties. In practice, this key 
is typically generated from a password or pass-phrase en-
tered into some host confi guration dialog. WEP specifi es 
how the key is used to encrypt and provide integrity checks 
for the packet payload. Hence, the WEP key (or password) 
is used as a credential—access to the password is deemed 
suffi cient proof of identity as an authorized user. 

 WEP suffers from two central limitations. First, the 
protocol has a critical design fl aw that leaves the WEP 
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key vulnerable to exposure. This exploit is available in 
several widely available hacker tools, and has led to the 
decline of the protocol’s use. A second limitation is that 
the protocol does not identify a particular user or host. 
Hence, it is diffi cult to perform accounting and user log-
ging in environments that use WEP as the sole authenti-
cation mechanism. 

 The 802.11i (also known as WPA) standards are de-
signed to address the security limitations of WEP. In ad-
dition to addressing transport security (e.g., encryption 
key management), these standards defi ne a framework 
for wireless authentication. The authentication frame-
work standard, called 801.1x, provides an architecture in 
which centralized services authenticate hosts through ac-
cess points. Existing authentication services can be used 
for authenticating the hosts (e.g., Kerberos, certifi cates, 
etc.), and the standard defi nes how these methods will be 
performed in the wireless network. 

 The centerpiece of the 802.1x standard is the EAP 
(Extensible Authentication Protocol). EAP is a challenge-
response protocol run over secured transport service such 
as TLS/SSL. Once the secure transport protocol is estab-
lished, other authentication services such as Kerberos or 
RADIUS are used to complete authentication. Developed 
by the CISCO Corporation, LEAP is an instance of the EAP 
protocol. Wireless clients (e.g., laptops, PC, handhelds) 
use the LEAP protocol to communicate with RADIUS-
enabled gateway devices. Typically, the gateway devices 
are wireless base stations that connect the wireless net-
work to local wired networks. 

   Interactive Media 
 The growth of the Internet has spawned many new ways 
of communicating. Internet messaging, voice over IP, 
digital conferencing, collaborative tools, and other media 
have hastened changes in the way we interact with people 
all over the globe. However, with these new media comes 
the need for authentication: we must ensure that we are 
exposing our data and ourselves only to authenticated us-
ers and services. 

 The H.323 protocol is the dominant tool for interac-
tive media on the Internet. H.323 is a suite of media pro-
tocols that control the signaling and data transmission in 
media calls. The session initialization protocol (SIP) is 
an evolving framework for IP-based media signaling, and 
is seen as a replacement for much of H.323. Both H.323 
and SIP allow the gatekeeper servers to integrate external 
authentication services such as RADIUS (remote authen-
tication dial-in user service). Hence, as is the trend on 
general computing systems, the media applications most 
frequently defer authentication to specialized services. 

    CONCLUSION 
 The preceding sections described but a small fraction 
of the vast array of available authentication services. 
Given the huge number of alternatives, one might ask, 
“which one of these systems is right for my environment?” 
The following presents several guidelines for the integra-
tion of an authentication service with applications and 
environments. 

     • Don’t try to build a custom authentication service . Design-
ing and coding an authentication service is inherently 
diffi cult. This fact has been repeatedly demonstrated 
on the Internet; bugs and design fl aws are occasionally 
found in widely deployed systems, and several custom 
authentication services have been broken in a matter of 
hours. It is highly likely that there exists an authentica-
tion service that is appropriate for a given environment. 
For all these reasons, one should use services that have 
been time-tested.  

•    Understand who is trusted by whom . Any authentication 
system should accurately refl ect the trust held by all par-
ties. For example, a system that authenticates students 
in a campus environment may take advantage of local 
authorities. In practice, such authorities are unlikely to 
be trusted by arbitrary end points in the Internet. Fail-
ure to match the trust existing in the physical world has 
ultimately led to the failure of many services.  

•    Evaluate the value of the resources being protected and 
the strength of the surrounding security infrastructure . 
Authentication is useful only when used to protect ac-
cess to a resource of some value. Hence, the authen-
tication service should accurately refl ect the value of 
the resources being protected. Moreover, the strength 
of the surrounding security infrastructure should be 
matched by the authentication service. One wants to 
avoid “putting a steel door in a straw house.” Con-
versely, a weak or fl awed authentication service can be 
used to circumvent the protection afforded by the sur-
rounding security infrastructure.  

•    Understand who or what is being identifi ed . Identity can 
mean many things to many people. Any authentication 
service should model identity as is appropriate for the 
target domain. For many applications, it is often not 
necessary to map a user to a physical person or com-
puter, but may treat them as distinct, largely anony-
mous entities. Such approaches are likely to simplify 
authentication, and provide opportunities for privacy 
protection.  

•    Establish credentials securely . Credential establishment 
is often the weakest point of a security infrastructure. 
For example, many Web registration services establish 
passwords through unprotected forms (i.e., via HTTP). 
Malicious parties can trivially sniff such passwords and 
impersonate valid users. Hence, these sites are vulner-
able even if every other aspect of security is correctly 
designed and implemented. Moreover, the limitations 
of many credential establishment mechanisms are of-
ten subtle. One should be careful to understand the 
strengths, weaknesses, and applicability of any solution 
to the target environment.  

•    Authenticate all hosts in wireless environments.  Wireless 
networks vastly complicate network security. The loss 
of the traditional security perimeter caused by ubiqui-
tous access mandates that strong protections be put in 
place to prevent authorized entities from gaining ac-
cess. Authentication is a necessary component of such 
protections.  

   In the end analysis, an authentication service is one as-
pect of a larger framework for network security. Hence, it 
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is necessary to consider the many factors that contribute 
to the design of the security infrastructure. It is only from 
this larger view that the requirements, models, and de-
sign of an authentication system emerge. 

   GLOSSARY 
 Authentication :   The process of establishing the iden-

tity of an online entity.  
 Authorization :   The process of establishing the set of 

rights associated with an entity.  
 Certifi cate :   A digitally signed statement associating 

a set of attributes with a public key. Most frequently 
used to associate a public key with a virtual or real 
identity (i.e., identity certifi cate).  

 Credential :   Evidence used to prove identity or access 
rights.  

 Malicious Party :   Entity on the Internet attempting to 
gain unauthorized access, disrupt service, or eaves-
drop on sensitive communication (synonyms: adver-
sary, hacker).  

 Secret :   Information known only to and accessible by a 
specifi ed (and presumably small) set of entities (e.g., 
passwords, cryptographic keys).  

 Trusted Third Party :   An entity mutually trusted (typi-
cally by two end points) to assert authenticity or au-
thorization, or perform confl ict resolution. Trusted 
third parties are also often used to aid in secret nego-
tiation (e.g., cryptographic keys).  

 Web of Trust :   Self-regulated certifi cation system con-
structed through the creation of ad hoc relationships 
between members of a user community. Webs are typi-
cally defi ned through the exchange of user certifi cates 
and signatures within the pretty good privacy (PGP) 
system.  
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