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380 Chapter 8 • 
Implementation Strategies 

for Digital ICS

• The interconnect network joins the different processor 
modules to one another, while the

input/output circuitry connects to the outside world. For a 
long time, interconnections

were an afterthought in the design process. Unfortunately, t
he wires composing the inter-

connect network are less than ideal and present a capacitive, 
resistive, and inductive load

to the driving circuitry. As die sizes grow larger, the length of 
the interconnect wires also

tends to grow, resulting in increasing values for these parasitics
. Today, automated or

structured design methodologies arc being introduced that ease 
the deployment of these

interconnect structures. Examples include on-chip busses, mesh 
interconnect structures,

and even complete networks on a chip. Some components of the 
interconnect network typ-

ically are abstracted away on schematic block diagrams, such as the 
one shown in

Figure 8-2, yet are of critical importance to the well-being of the design.
 These include the

power- and clock-distribution networks. Early planning of these "
service" networks can

go a long way toward ensuring the correct operation of the integrated c
ircuit.

The structure of Figure 8-2 may be repeated many times on a single die. Figure 
8-3 shows

an example of a system on a chip, which combines all the functions needed for the realization of

a complete high-definition digital TV set. It combines two processors, memory units, specialized

accelerators for functions such as MPEG (de)coding and data filtering, as well as a range of
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Figure 8-3 The "Nexperia" system on a chip [Philips99]. This single chip combines a
general-purpose microprocessor core, a VLIW (very large instruction word) signal
processor, a memory system, an MPEG coprocessor, multiple accelerator units,
and input/output peripherals, as well as two system busses.
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8.1 Iran ock rction 381

pen phcri I NOther applications such as wireless transceivers or hard-disk read/write units
tria even Mein& some sizable analog modules.

Choosing an effective implementation approach strongly depends upon the function of the
modules under consideration. For example, memory units tend to be very regular and structured.
A module compiler that stacks cells in an anitylike fashion is thus the preferred implementation
approach. Controllers. on the other hand, tend to he unstructured, and other implementation
approaches are desirable. The choice of the implementation strategy can have a tremendous
effect on die quality of the final product. The challenge for the designer is to pick the style that
meets the product specifications and constraints. What works well for one design may well be a
disaster for another one.

Example 8.1 Trading Off Energy Efficiency and Flexibility

A design that embraces flexibility (or programmability) is very attractive from an applica-
tion perspective. It allows for "late binding," in which the application can still be changed
after the chip has gone to fabrication. Flexibility makes it possible to reuse a single design

for multiple applications, or to upgrade the firmware of a component in the field, reducing

the risk for the manufacturer. In contrast, a hard-wired component is totally fixed at manu-

facturing time and cannot be modified afterwards.
So, why not use flexible or programmable components for every possible design? As

always, there is no free lunch. Flexibility comes at a price in both performance and energy

efficiency. Providing programmability means adding overhead to implementation. For

example, a programmable processor uses stored instructions and an instruction decoder to

make a single datapath perform multiple functions. Most designers are not aware of the

large cost of flexibility. The impact is illustrated in Figure 8-4, which compares the energy
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Figure 8-4 Trading off flexibility versus energy efficiency (in MOPS/mW or millions of op-

erations per mJ of energy) for different 
implementation styles. The numbers were collected

for a 0.25 im CMOS process 
[Rabaey00].
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8.4 Ceo-Uased Design 
Methodology 

395

Pule "III" .11V took such as compilers and debuggers for embedded processors), prediction mod-els. and benches. The latter are tunic important because they represent the only means for theend risci to verify that the module delivers the promised functionality and performance.The design of a system on a chip is rapidly becoming an exercise in reuse at different lev-els of granularity. At the lowest level. we have the standard cell library; at a level higher, we havethe functional modules such as multipliers, datapaths and memories; next, we have the embed-ded processors: and finally, the application-specific megacells. With more and more of the sys-tem functionality migrating onto a single die, it is not surprising to see that a typical ASICconsists of a blend of design styles and modules, embedding a number of hard or soft macrocellswithin a sea of standard cells.

Example 8.6 A Processor for Wireless Communications
Figure 8-15 shows an integrated circuit implementing the protocol stack for a wireless
indoor communication system [Silva01]. The majority of the area is occupied by the
embedded microprocessor (the Tensilica Xtensa processor [Xtensa01]) and its memory
system. This processor allows for a flexible implementation of the higher levels of the pro-
tocol stack (Application/Network), and enables changes in the functionality of the chip,
even after fabrication. The memory modules are generated using module compilers pro-
vided by the process vendor. The processor core itself is automatically generated from a
higher level description in Verilog, and uses standard cells for its physical implementation.
The advantage of using the "soft-core" approach is that the processor instruction set can be
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Figure 8-15 Wireless 
communications processor—an.example of a hybrid ASIC design

methodology. The processor 
combines an embedded microprocessor and its memory sys-

tem with dedicated hardware 
accelerators and I/O modules. Observe also the on-chip net-

work module [Silva01].
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9.6 Perspective: Networks-on-a-Chip 487

While both approaches can he tuned to accomplish approximately the same performance
levels, the current-mode approach holds a definite edge in terms of (dynamic) power dissipation.
Due to its immunity to power-supply noise, it can operate at a much lower noise margin than the
voltage-mode network, and thus at a much lower swing as well. The value of the voltage wave
propagating ever the transmission line can he as low as 100 mV. The main challenge in design-
ing an efficient current-mode circuit is the static power consumption. This is not an issue in ultra
high-speed networks, where dynamic power tends to play the major role.

Current-mode CMOS transmission systems have become quite popular in the area of high-
speed off-chip interconnections. The ferocious appetite for I/O bandwidth in high performance
processors and memories has made this a topic of considerable importance. Readers interested
in high-speed interchip signaling are referred to [Dally98] and [Sidiropoulos01].

9.6 Perspective: Networks-on-a-Chip
With chip sizes and clock rates continuing to increase, and feature sizes getting smaller at a con-
stant rate, it is not hard to see that interconnect problems will be with us for quite some time to
come. Physics constraints such as the speed of light and thermal noise determine how fast and
how reliably communication can be established over "long" distances. As communication bot-
tlenecks have been the major damper on hyper-supercomputer performance, similar constraints
are starting to hamper integrated systems ("systems-on-a-chip"). New solutions conceived at the
technology and circuit level only help to postpone the problems temporarily. Ultimately, the
solution is to address interconnections on a chip as a communication problem and to apply tech-

niques and approaches that have made large-scale communications and networking systems

around the world operate reliably and correctly for many years. For example, it is somewhat

amazing that the Internet is working correctly given its span and number of connection points.

The secret to its success is a well-thought-out protocol stack, which isolates and orthogonalizes

the various functionality, performance, and reliability concerns. Hence, rather than considering

on-chip interconnections as point-to-point wires, they should be abstracted as communication

channels over which we want to transmit data within a "quality-of-service" setting, putting con-

straints on through-put, latency, and correctness [Sgroi01].

As an example, today's on-chip interconnect signalling techniques are designed with noise

margins large enough to ensure that a bit will always be transmitted correctly. It is probably safe

to say that future designs might take a more extreme tack—they may give up integrity entirely

for the sake of energy/performance, and thus allow errors to occur on the transmitted signals.

These errors can be corrected by other circuitry that is designed to provide error-correcting capa-

bilities and/or retransmit corrupted data.

On a higher level of abstraction, we are already witnessing the emergence of complete

"networks" on a chip, as shown in Figure 9-38. Rather than being statically wired from source-

to-destination, data is injected as packets into a complete network of wires, switches, and rout-

ers, and it is the network that dynamically decides how and when to route these packets through
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488
Chapter 9 • Coping 

with Interconnect

Figure 9-38 The network-on-a-chip combines multiple 
processors

and their interconnect network on the same die.

its segments [Dally01]. Ultimately, this is the only approach that can work 
reliably when the dis-

crepancy between device sizes and on-chip distances becomes macroscopic.

9.7 Summary

This chapter has introduced a number of techniques to cope with the impact of interconnect on

the performance and reliability of digital integrated circuits. The parasitics introduced by the

interconnect have a dual effect on circuit operation: (1) They introduce noise and (2) they

increase the propagation delay and power dissipation. In summary,

• Capacitive cross talk in dense wire networks affects the reliability of the system and there-
fore its performance. Careful design using well-behaved regular structures or using
advanced design-automation tools is a necessity. Providing the necessary shielding is
important for wires such as busses or clock signals.

• Driving large capacitances rapidly in CMOS requires the introduction of a cascade of
buffer stages that must be carefully sized. More advanced techniques include the lowering
of the signal-swing on long wires, and the use of current-mode signalling.
• Resistivity affects the reliability of the circuit by introducing IR drops. This is especially

important for the supply network, where wire sizing is important.
• The extra delay introduced by the re effects can be minimized by repeater insertion and by
using a better interconnect technology.

• The inductance of the interconnect becomes important at higher Switching speeds. Thechip package is currently one of the most important contributors of inductance. Novelpackaging techniques are gaining importance with faster technologies.• Ground bounce introduced by the L ditch voltage drop over the supply wires is one of themost important sources of noise in current integrated circuits Ground bounce can be
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