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Fig. 3B 
/150 
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@This Applink is Active notice of its use. 

Olhis Applink is Inactive. Check to Activate. 

URL: lht IQ.I /fre ede sk.co m/ al/ 85 R55dl.l.4AB C5 6 7k 3 3 4 4 I 
ACCESS PERMISSIONS 

156 f'--0 Full: Recipient can download the file. 

O Limited: Recipient cannot download the file 

Nole: If recipient is behind a firewall, ~art 311.1. must be OP,en. If it is not 
recipient will have no way to access t e file, unless given the ability to 
download the file througn "Full" permissions. 158 r 

153~ !--DAccess will require a password: I no password is currently required 

Note: Password should be sent separately to the intended recipient. 

Number of Accesses 0 Unlimited 
r----....... Limited to this number of total accesses: [gJ 

DURATION 

0 Unlimited 

V--0 From: Day [RE] Month ~anuarvl ... 1 Year I 2000 I• I 
I ·I Until: Day [f[E] Month ~anuaryJ-..J Yearl 20 □ 0 

NOTIFICATION OF USE 

When the Applink is accessed, send me an email notification. 
0 Yes 
O No 

RECIPIENT'S WEB PAGE 
The recipient will view an in·troduc.iory web page before accessing this 
Applink. The page will include: 
~Document Details Comments to include in the recipient's web page: 
0Sender's Name 
0Sender's Email 

I OK I I CANCEL I 
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512 
Fig. 5 

518 

This is an Applink to his Document 

Document Name: Business Plan Size: 3MB 
Document Type:~ Word 95 Document 

514 

Pages: 37 

!DOC De.tails I 
Sender: 

~ 
Joe User 

(520 

To Access, Enter Password: 

177777721 
This Document is read-only. You will not be able to change it, only view it . 

. You will not be able to save it to your PC-----.__ 526~ 

This is good for 5 total accesses~22 
524 

You may either 
download the 
document and open 
it with a program on 
you computer., or 
open it in a web­
based application. 

Clicking on the "Open" button will cause a small certified Java client to 
download. The document will then open inside a web-based application. 

530___.rV)o~NLOfD'.2 ~528 

JOIN [PORTAL] ANO SEND YOUR OWN "APPLINKS" 

Problems? Email us at: 

Webmaster@domain.com 
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Fig. 5B 510 

X 

FREEDESKQCOM 

516 
514 Applink 512 

SENDER DETAILS-------->,--, DOCUMENT DETAILS-+-------, 
S.end,er: Jim Rice 
lelephone Number:933-
Email: jimcifreedesk.com 

518 

Document Name 
Document Type: 
Size: 

Business Plan 
Word 95 
3.'2 MB 

PERMISSIONS---------, 
This document is read-only. You will 
not be able to. change it, only view ii. 

PASSWORO--t--5-2_0 _____ _, 
Please enter password to access this 
document: 

You will not be able to print it. '-------~ 

SURVEY'----------, 
The following survey is optional: 

COMMENTS,-----------. 

Company: '-------~ 

Email: 

This is the FreeOesk business plan. The 
iinancial section is not yet complete. We 
need input from Brian about projected s 
sales for ZOOl 

WHAT IS AN APPLINK?-----~--------------, 
When you click on the "Ogen App Link" button, below, a signed (meaning no virus danger) 
client Java program will ownload itself. The document will then appear inside an a 
application window. You do not need any programs on your computer. You will need fire­
wall port J141.-open. For further technical details. click on Technical Requirements. 

FREEDESK NONDISCLOSURE AGREEMENT 

You agree as a condition of viewing this document that you will not disclQse any of 
its contents to any third party. You agree to not transmit this AppLink URL lo any 
third party. 
This does not a I to kn owled e known to ou rior to this time. 

528 
@ Decline o Accept Name: 

SUBMIT FORM ANO OPEN 
APPLINK TO "BUSINESS PLAN" DOWNLOAD FILE y 3o 

I JOIN FREEDESK ANO SEHD YOUR OWN APPLIN KS 

.. 
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Fig 11A • 
1B BUSINESS PLAN - MESSAGE [HTML) I ID x 

I £!LE fDIT y_lEW LNSERT FQRMAT }DOLS _hCTIONS _ljELP 

I 0sEN □ I BI J' I® Im ?),1 I ! I ~oPnoNs IA 

I 10 ... 11 1ohn@domain.com I 
I k_C ... 11 I 
SUBJECT: I Business Plan I 

BUSINESS PLAN ,. 
BUTTON HTML Dear John: -
SOURCE CODE: 
<A HREF= 1ake a look at the following document over the next two 
"FREEDESK.COM/ weeks. We're working on completing them by June 21: 
APPLINKS/ 
3 45. 6 78.893334 ":> -H APPUNK TO BUSINESS PLAN.DOC I 

klMG SRC="APPLINK 
BUTTON TO BUSINESS I APPLINK TO SUBSCRIPTION AGREEMENLDOC I PLAN .J PG"::></ A'> -... 
Fig. 11B 

1B BUSINESS PLAN - MESSAGE [HTML] I IOI x 

I £!LE ~OIT Y)EW ]llSERT FQRMAT IDOLS ~CTIONS BHP 

I 0 srno I B I i I ® 1 m >Q,1 I ! I §1 ornoNs I .6. 

I 10 ... 11 john@domain.com I 
I ~C. .. I I I 
SUBJECT: !Business Plan I 

,. -Dear John: 

Take a look at the following document over the next two 
weeks. We're working an completing them by June 21: 

Here's one to our Subscription Agreement: 

ht IQ:// Free Oe sk. co ml 3QQlin ks/ 3 ~ 5. 6 78. 8933 3 t. 

And here's one to our business plan: 
ht teJ I Free Oe sk.cam/ aeQlinks/31.5.678 t.589 78 .78 .333 1--..,. 
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AS DESIRED 
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Fig. 16 
APPLINK ACTIVATED 

BY RECIPIENT 

APPLINK SERVER 
ARRAY EXAMINES 

APPLINK PROPERTIES 
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714 

1612 

1616 

APPLINK PROPERTIES 

SERVER-BASED 
APPLICATION STARTED PRINTING? NO 

LOCAL SAVE? NO 
CLIPBOARD COPY? YES 

RECIPIENT'S THIN-CLIENT 
"TOGGLES" ALTERED TO 

MATCH APPLINK PROPERTIES 

PRINTING DISABLED 
LOCAL PC SAVE DISABLED 
COPY TO PC CLIPBOARD ENABLED 

APPLINK SESSION ON 
RECIPIENT'S LOCAL PC 

WITH THIN-CLIENT ENABLED 
CAPABILITY RESTRICTIONS 

1618 

1620 

1622 
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Fig. 17 
( 714 

~ I APPLINK ACTIVATED I 
1712 ½ 

APPLICATION LIBRARY 
) 

APPLICATION VERSIONS 
APPLINK SERVER ARRAY FOR APPLICATION "A" 

EXAMINES APPLINK 
PROPERTIES APPLICATION "A" VERSION 1 

APPLICATION "A" PURPOSE COLLABORATION 
PURPOSE? VIEW FILE ONLY PRINTING ENABLED 
PRINTING? NO LOCAL PC SAVE ENABLED 
LOCAL SAVE? NO COPY TO PC CLIPBOARD ENABLED 
CLIPBOARD COPY? NO EDITING TOOLS ENABLED 
EDITING TOOLS? NO 

i APPLICATION "A", VERSION 2 
SERVER-BASED APPLICATION 

VERSION SELECTED FROM PURPOSE DEMONSTRATION 
APPLICATION "LIBRARY" TO PRINTING DISABLED 

MATCH APPLINK PROPERTIES LOCAL PC SAVE DISABLED 

I COPY TO PC CLIPBOARD DISABLED 
EDITING TOOLS ENABLED 

i 
SERVER-BASED 

APPLICATION APPLICATION "A", VERSION 3 
"A", VERSION 
3 STARTED 

PURPOSE VIEW FILE ONLY 

i 1716 PRINTING DISABLED 

I THIN CLIENT I LOCAL PC SAVE DISABLED 
COPY TO PC CLIPBOARD DISABLED 

i EDITING TOOLS DISABLED 
I 

I 

APPLINK SESSION ON 
RECIPIENT'S LOCAL PC I 
WITH SERVER-BASED 
APPLICATON VERSION 

~ 1710 

1714 
CAPABILITY RESTRICTIONS 
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Fig. 18 

Fig. 18A 

Fig. 18B 
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Fig. 18A 
APP LINK CREA TED 

APPLINK SERVER SELECTS SERVER-INSTALLED FILE­
COMPATIBLE APPLICATIONS, SORTING FROM BEST TO WORST. 
STORES APPLICATION LIST WITH APPLINK DATABASE ENTRY. 

EXAMINE_ 
NEXT 

r--.. APPLICATION 
CHOICE 

I 
CREATE DB 

ENTRY, 
CAPTURE 

FROM 
RECIPIENT 
CURRENT 

APPLICATION 
RIGHTS 

I RECIPIENT ACTIVATES APPLINK I 

APPLINK SERVER EXAMINES TOP 
CHOICE OF APPLICATION UST 

DOES CHOICE 
REQUIRE RECIPIENT 

RIGHT-TO-USE? 

REQUEST 
RECIPIENT 

IDENTIFICATION 

QUERY 
APPLICATION 

RIGHTS DATABASE 

NO RECIPIENT HAS 
- OB ENTRY? 

YES 

DOES RECIPIENT HAVE 
RIGHTS TO USE BEST 

CHOICE APPLICATION? 
NO 

NO 

YES 

USE BEST 
AVAILABLE 

CHOICE 
APPLICATION i--­

FORAPPLINK 
SESSION 
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OFFER TO SELL OR 
RENT BEST CHOICE. 
OFFER ACCEPTED? 

ANY REMAINING 
APPLICATIONS IN 

APPLINK APPLICATON 
LIST? 

ERROR MESSAGE TO RECIPIENT 
"ACTIVATING THIS APPLINK REQUIRES 
THAT YOU HAVE THE RIGHT TO USE "X" 
APPLICATION. WE HAVE DETERMINED 
THAT YOU DON'T HAVE SUCH RIGHTS, 
OR WE WERE UNABLE TO DETERMINE 

WHETHER YOU HAVE THE RIGHTS. THE 
APPLINK CANNOT BE OPENED. WOULD 
YOU LIKE TO RECONSIDER BUYING OR 

RENTING THE •x• APPLICATION? 

ERROR MESSAGE 

US 7,424,543 B2 

EXECUTE 
SELL OR 

RENT 
PROCESS 

TO RECIPIENT 
"CANNOT OPEN 

APPLINK DUE TO 
LACK OF RECIPIENT 
RIGHTS TO USE THE 

APPLICATION REQUIRED". 

Fig. 18B 
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Fia. 19A 
OIALPAD I 1-l □ lxl 

Just click the "Dial Jim Rice" button, below, to call him 
over the internet for freei 

0 t~~~ESS I 2 
D~F 

Dial Jim PM 11:43 
ABC 

Rice 
0 YELLOW 'f.,11 PAGES 

11 J~ 
6 

MNO 
I CLEAR I D ~~wrnGS 

--N-U MBER - - ---- - ---------
7 8 9 >I I 

0 OIALPAO PQRS TUV WXYZ 
SKINS 

# I 
(I min ----o--- max 

□ HELP ft: 0 i min -o--- max 

Fig. 19B 
fis MESSENGER SERVICE 1-l □ IXII 
£ILE YIEW lOOLS H_ELP 

A ~ K· B~ t£ .. 1 

~ Add Send Ca II Page 

Online 
,8Jim Rice is online - Click "call". above, to contact me 

and discuss the FreeDesk Business Plan 1 

IB ONLINE l 
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Fig. 20 

Fig. 20A 

Fig. 20B 
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Fig. 20A 

I CURRENT APPLINK ACTIVITY :-----

CURRENT APPLINK ACTIVITY 

FILE IDENTITY PROGRAM SHARE? 

Business Plan.doc Joe Caldwell 

Financials.xis 

Diary.doc 

Harry Winston 

Unknown 

I OK I I Cancel I 

PROGRAM SHARING Q [xi 
SELECT WHICH SESSION TO SHARE: 

@ FreeDesk presentation.ppt Jim Rice 

0 Business Plan.doc Joe Caldwell 

0 Financial.xis Harry Winston 

I Select I I Cancel I 

RECIPIENT ACTIVATES 
APPLINK 

RECIPIENT 
COMMUNICATES 
WITH SENDER, 
REQUESTS A 

PROGRAM SHARING 
SESSION 

SENDER QUERIES 
APPLINK SERVER 
BY CLICKING ON A 

"CURRENT APPLINK 
ACTIVITY" BUTTON, 
WHICH LISTS ALL 
OF THE SENDER'S 

CURRENTLY ACTIVE 
APPLINK SESSIONS, 

WITH LO. DATA IF 
AVAILABLE· 

SENDER SELECTS 
THOSE SESSIONS 

HE WISHES TO 
PROGRAM SHARE WITH 

i 
SENDER SELECTS 
WHICH SESSION 
HE WISHES TO 

COPY TO THE OTHER 
PARTICIPANTS. 

COULD BE HIS OWN, 
IF HE HAS ONE 

RUNNING, OR ONE OF 
THE CURRENTLY 

RUNNING APPLINK 
SESSIONS. IN THIS 

C i-- NOTE: During your collaboration to --_ D CASE, HE SELECTS 
charige which session you are sharing, select HIS OWN. 

,___ another session and click "Select". --- '------.------

I 1 
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FREEDESK 
USER PRESENTATION 

DISPLAYS 

JIM RICE 

FREEDESK 
PRESENTATION 

BUSINESS 
PLAN 

JOE CALDWELL 

Fig. 20B 

US 7,424,543 B2 

! 
ANOTHER THIN 

CLIENT WINDOW 
OPENS ON SCREENS 

OF OTHER 
PARTICIPANTS. 

SELECTED SESSION 
IS DISPLAYED 

IN NEW WINDOW. 
ALL SEE THE 

SAME SCREEN. 
ALL CAN INTERACT 

WITH THE PROGRAM. 

! 
SENDER MAY 

SELECT ANOTHER 
SESSION TO 
DISPLAY TO 

PARTICIPANTS 
AT ANY TIME. 

FREEDESK 
PRESENTATION 

FINANCIALS 

HARRY WINSTON 
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SESSION #1 
FILE #1, 

APPLICATION #1 
TYPE: OWNER 

SESSION 

SESSION 
#1 

ACCOUNT 
OWNER 

SESSION#1 
FILE #1, 

APPLICATION #1 
TYPE: OWNER 

SESSION 

SESSION 
#1 

ACCOUNT 
OWNER 

Fig. 21A 
SESSION#2 

FILE #2, 
APPLICATION #2 
TYPE: APPLINK 

I 

I SE~ION I 
APPLINK 

RECIPIENT#1 

Fig. 21B 
SESSION #2 

FILE #2, 
APPLICATION #2 
TYPE: APPLINK 

I 
I 

SESSION 
#1 

SESSION 
#2 

APPLINK 
RECIPIENT #1 

US 7,424,543 B2 

SESSION#N 
FILE #N, 

APPLICATION #N 
TYPE: APPLINK 

I 

SESSION 
#N 

APPLINK 
RECIPIENT #N 

SESSION#N 
FILE #N, 

APPLICATION #N 
TYPE: APPLINK 

I 

SESSION 
#1 

SESSION 
#N 

APPLINK 
RECIPIENT #N 
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#1 
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SESSION #1 
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APPLICATION #1 
TYPE: OWNER 

SESSION 

SESSION 
#1 
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OWNER 

Fig. 22A 
SESSION#2 
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APPLICATION #2 
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I 

SESSION 
#2 

APPLINK 
RECIPIENT #1 

Fig. 22B 

SESSION#2 
FILE #2, 

APPLICATION #2 
TYPE: APPLINK 

SESSION 
#1 

APPLINK 
RECIPIENT #1 
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SESSION #N 
FILE #N, 

APPLICATION #N 
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I 
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#N 
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RECIPIENT #N 
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#1 
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Fig. 23 
C:\WINDOW\OESKrDP\BLANK.HTML- MICROSOFT INTERNET EXPLORER 1-1□ 1)(1 

JILE _EDIT YIEW FAVORITES IDOLS HELP I 
® ~ ~ I SE~H 

w 0] » .. ....... ... .. 
BACK FORWARD STOP REFRESH HOME FAVORITES HISTORY 

Addre s s:I C: \ WINDOWS\ OesktoQ \blank.html 1·1 (v Go I Links» 

... 
Comm links -

8 MESSENGER SERVICE I 
flLE .YIEW lOOLS HELP 

A %\ K· 5 ... t£. . 
~ Add Send Call Page 

Online 
,8,Jim Rice is online - Click "call", a □ ove. lo contact me 
·~- and discuss the FreeOesk Business Plan 1 

jB ONLINE I 
OIALPAO 

Just click the "Dial Jim Rice" button, below, to call him 
over the interne1 for free! 

0 t~ij~ESS I 2. 
D~F 

□ ia\ Jim PM 1H3 
ABC 

Rice □ YELLOW 'f,,11 
Pl>.6ES 

~I JR 
6 

MNO I [LEAR I --H·u MBtR. - -• -• - • --• -----
D ~~wrnGS 7 8 9 )I I 
□ OIALPAD P.ORS TUV WXYZ 

SKINS 
# I CJ min -o-- max 

□ HELP 'I<, 0 ~ mio --o--- max 

,-.., 

!ID □ one IDOi~ r-;,y Comguler 4, 
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Fig. 24A 

I BUSINESS PLAN- MESSAGE (HTML) 1-l □lxll 
I flLE EDIT YIEW lNSERT FORMAT IOOLS ACTIONS HELP 

1 □SEND/El~ 1 ~ c:rie3i1~ iID 1m%/✓ 1 ! .a. I 'f I ~ OPTIONS .. A l Pl] .. , I .8. H 
. ..., 

I TO ... 11 Kenneth F. User I 
I kc ... I I 
SUBJECT: !Business Plan I 

• Ken. Here is an Applink to the FreeOesk business plan. Please take a .... 
look at it and contact me via the voice or instant mes sager Commlinks 
I've included. 
AQQLink to Business Plan.doc 

DIA LP AO 

Just click the "Dial Jim Rice" button, below, to call him 
over the internet far !reel 

0 t~~~ESS I 2 
D~ 

Dial Jim PM 1H3 
ABC 

Rice □ YELLOW 'f.,11 
PAGES 

~I J§_ 6 
o ~~Wj~GS 

MNO j tLEAR I --H-IJM!ifli - - ---- - ---• -- ••• 

7 8 9 )I I 
0 DIALPAD F'ORS TUV WXYZ 

SKlll!i I ~ # I <J min -o--------- max 
o HELP 0 ~ min -o-- max 

Es MESSANGER SERVICE l 
£1LE ~IEW JOOLS HELP 

A ~ &· 6~ t£· .... 
~ Add Send Call Page 

Online 
,Blim Rice is online - Click "call", above, \o cont.ic\ me 

and discuss the FreeDesk Business Plan 1 

-; 
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Fig. 25 

Is eus1NEss PLAN.ooc APPUNK ,3 HAs BEEN AccEssrn I l □ I x1j 
I 9{) Reply I 9-WReply to All I f-.>t} Forward , ~ ~ I~ X I [l] )> 

• 

I fllE ~DIT YIEW !NSERT FgRMAT IDOLS lCTIONS !{HP 

From: Jim Rice Sent: ,Tues 10/24/00 8:15 PM. 
[jim@freedesk. com] 

To: jim@Freedesk.com 
Cc: 
Subject: Business- Plan.doc Applink •3 has been accessed .. -

-
The Applink named 

Business Plan.doc Applink •3 

was accessed at this time: 

12/23/01, 01+:JL.CT -.... 
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Fig. 26 
FREE DESK HELP LOGOUT 

List of your AppLinks 

To see and edit an Applink's properties, click on the Applink name. 

To delete an Applink, click check box. 

Applink Name File Status 

D Business Plan Three - Am2Unk to CapitalMax Bizplan3.doc QI Active 

D Annual Report Draft Report2001.doc QI Active 

D English Patient II - The Payback! {script for review) Script.ooc □ Active 

I DELETE CHECKED LINKS I ~ I CANCEL I 
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Fig. 27 
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NO 

EMAIL 
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TO RECIPIENT 

2707--
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SERVER 
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FILE ATTACHMENT 
REMOVED, 

TRANSFERRED TO 
APPUNK SERVER 

CREATE 
APPLINK TO FILE 

ATTACHMENT 

APPEND 
APPLINK 

2704 

2705 

2706 
--------APPLINKTO 

ATTACHMENT 
URL TO 
EMAIL 

2708 

EMAIL RECIPIENT 
ACTIVATES APPLINK TO 

...__ __ ..,. D ._ ____ ,_ ACCESS FILE ATTACHMENT 
REMOTELY VIA ONLINE 

4 m mo Ii\ APPLICATION 

EMAIL RECIPIENT 
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AP PLINK CREATION r--- 2801 
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CREATOR'S 
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2802 
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2813 2803 

2811 2804 
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I 

CREATE LINKS I 
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~____. 
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I 

I 
I 

I 
LJ~DO~--- ____ _ 

DESKTOP" 1 

_J 
\ 
\ 
I 

2814 / 
L------L---____,~ APPLINK SENT ~----' 

2815 
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DELIVERED 
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APPLICATION 
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WINDOWS 
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--2807 

THIN-CLIENT DELIVERED COMPUTER GUI DESKTOP 

2808 
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Fig. 29 

APPLINK 
ACTIVATED 

APPLINK SERVER 
SELECTS FILE­
COMPATIBLE 
APPLICATION 

APPLINK SERVER OPENS FILE WITH 
OPERA TING SYSTEM "GUEST" FILE­

SHARING PERMISSIONS IN 
AP PLINK CREA TOR'S SERVER DAT A 
STORAGE OR SERVER-ACCESSIBLE 

DATA STORAGE 

RECIPIENT 
APPLINK SESSION 

CONDUCTED 

APPLINK SESSION 
TERMINATED BY 

RECIPIENT 

US 7,424,543 B2 
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Fig. 30 

Fig. 30A 

Fig. 30B 

Fig. 30C 
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Fig. 30A 

3001 

APPLINK CREATION PROCESS 

VIEW/CHANGE SETTABLE APPLINK 
PROPERTIES: INTELLECTUAL 

PROPERTY PROTECTION 

SETTABLE 
APPLINK 

PROPERTIES: 
ACCESS 

NOTIFICATION 

ADDITIONAL SETTABLE 
APPLINK PROPERTIES 
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SETTABLE APPLINK PROPERTIES 

RECIPIENT IDENTIFICATION OPTIONS 

3003 

NO 

Sheet 42 of 49 US 7,424,543 B2 

SETT ABLE APP LINK PROPERTIES: 
ACCESS NOTIFICATION 

ADDITIONAL SETTABLE 
APPLINK PROPERTIES 

3004 
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Fig. 30C 

SETTABLE APPLINK PROPERTIES: 
RECIPIENT SESSION LIMITS 

3005 

ONID 
PIENTT 
SESSION 
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SETTABLE APPLINK PROPERTIES: 
APPUNK TERMINATION CRITERIA 

3006 

RECORD.ALL APPLINK PROPERTIES AND CONTINUE 
WITH APPLINK CREATiON PROCEDURE 

3007 
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3105 
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Fig. 31 

APPLINK ACTIVATED 
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APPLINK PROPERTIES 

APPLINK PROPERTIES 
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LOCAL SAVE? NO 
CLIPBOARD COPY? YES 
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OR APIS ALTERED TO MATCH APPLINK 
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PRINTING 
LOCAL PC SAVE 
COPY TO PC CLIPBOARD 

THIN CLIENT 

DISABLED 
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APPLICATION ENABLED 
CAPABILITY RESTRICTIONS 
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NO NO ACTION 
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Fig. 33 
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Fig. 36 

AppLink 
Sorry! You have clicked on an Applink that is no longer 
active. We can't open the file it is linked to. 

When you click on an Applink, a small, secure Java Applet 
client downloads, and a designated file opens on your 
computer within a program running on our servers. 

If you would like to see a demonstration of an Applink, 
please click on the type of file you would like to see 
demonstrated below. 

Word Document 
Excel Spreadsheet 
Powerpoint Presentation 

JOIN FREEDESK AND SEND 
YOUR OWN APPLINKS 

TECHNICAL 
REQUIREMENTS 
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SYSTEM AND METHOD OF PERMISSIVE 
DATA FLOW AND APPLICATION TRANSFER 

CROSS-REFERENCE TO RELATED 
APPLICATIONS 

2 
neously as well). Applications have historically been deliv­
ered to users over a network by means of a thin client. Files 
have also been transmitted to users over a network via various 
systems such as FTP, or as attachments to an e-mail. Links to 

5 web pages or file downloads have similarly been practiced. 

This application claims the benefit of U.S. Provisional 
Application No. 60/152,721, filed Sep. 8, 1999, U.S. Provi­
sional Application No. 60/152,756, filed Sep. 8, 1999, and 
U.S. Provisional Application No. 60/193,599, filed Mar. 31, 10 

2000, and PCT application PCT/US00/247190, filed Sep. 8, 
2000. 

What would be desirable is a system using familiar user 
modalities to provide a richly functioning interactive and 
collaborative communications media based at least in part on 
a remotely-executing application. 

An additional problem occurs when computer users in 
locations remote from each other attempt to share data files, 
e.g., word processing "document" files, among themselves. 
Many viruses are spread via e-mail attachments, particularly 
where the native application for the attachment file utilizes FIELD OF THE INVENTION 

The invention relates generally to data flow among com­
puting devices and networks, and more particularly to tech­
niques for improving the flow of information, especially 
applications, among the computing devices and networks. 

BACKGROUND OF THE INVENTION 

Within the field of computing devices and software gener­
ally, there is a desire to provide greater access to data for an 
ever-increasing volume of users. 

Personal computer and desktop devices, as well as laptop 
devices, are not capable of executing very large scale com­
puter applications consisting of millions of lines of source 
code. Because of their size, such applications require large 
amounts of memory and relatively high cycle speeds of CPU 
operation in order to run satisfactorily. However, in the 1980' s 
and 1990's, with the popularity of the Internet and world­
wide web, there has also arisen a general desire to have 
dramatically improved interoperability between systems, as 
well as improved simultaneous communications interfacing 
and network among an increased number of users. 

Unfortunately, the ultimate providers of the marketing 
information, i.e., the members of the population consisting of 
the owners of the desktop and laptop PCs in the worldwide 
economies, are generally enslaved by the operating systems 
or application programs they run. This is due to a cost domi­
nance which makes it impractical for most users to switch 
from one system to another once purchased and installed or 
used in each individual's computing device. Similarly, the 
vendors of the legacy programs, which typically require large 
investment costs to purchase, and may require unique oper­
ating systems, have tended to maintain user loyalty by coer­
cive practices which provide limited choices to customers. 
What is needed is a way in which various computing plat­
forms may operate in a unified environment. 

Computing systems or interfaces have been devised which 
operate in a so-called "thin client" mode, i.e., one in which a 
user terminal or computer may be relatively less powerful 
than a typical existing PC. The thin-client mode of operation 
may provide for all application execution to take place at the 
server. In this type of thin client, the client acts essentially as 
a terminal emulator, using a commercial network such as the 
Internet, to submit input to the application running at the 
server level, and displaying the output of the executable resi­
dent on the server. This mode of operation is comparable to a 
mainframe terminal. 

The efficiencies of the thin client mode of operating a 
computing device stem from the manner in which a large size 
program may be accessed remotely, with the large size pro­
gram not being downloaded to the computing device of the 
user. Instead, the large program is accessed remotely by that 
computing device user (and likely by other users simulta-

15 macros, i.e., executable code running within the native appli­
cation that is embedded within a data file. Accordingly, as a 
securing precaution many companies have prohibited all 
e-mail attachments. Furthermore, many Internet Service Pro­
viders have file attachment size limits of from one to five 

20 megabytes, to reduce strain on their infrastructure. It would 
be desirable to provide remote user access to data files of 
arbitrarily large size without sending the file itself, and with­
out the necessity of the recipient ever downloading the file. In 
addition, application interface settings can be customized by 

25 the individual, but those settings are the same for all docu­
ments that person works on. This is depicted in FIG. 3c, 
(Example of existing Windows Application Interface Cus­
tomization). It would be desirable to provide the ability to 
associate custom interface settings with each file. Finally, 

30 large file transmission is impractical for users with relatively 
low-bandwidth connections to a network, such as the Internet, 
particularly when these files do not admit of significant com­
pression. For example, a typical analog connection may pro­
vide transmission of 56 Kl second. However, an AutoCAD® 

35 file for a bridge design might be several hundred megabytes. 
To download that at 56 K would actually take days. 

The originators of some data files may wish to restrict the 
ability of file recipients to change a document. Currently, 
software exists, e.g. ADOBE®'s Acrobat PDF (portable 

40 document format) software and client viewer software, and 
other page-description systems that allow data files of certain 
types to be transmitted in a format which restricts the ability 
of a recipient to make changes to the data file. This file is then 
sent as an attachment or download to the recipient, who then 

45 views it ifhe has the PDF viewer installed on his computer. 
PDF is essentially a "picture" ofa document, meaning that the 
recipient cannot change it. However, a data file originator 
may wish to restrict use or access of a document in other ways 
in addition to restricting modification of a data file. For 

50 example, a data file originator may wish to restrict the number 
of times a remote user may view a document, or restrict the 
ability of a remote user to even save the document. It would be 
desirable to provide a system by which a data file or "docu­
ment" originator may restrict access or permissions to a data 

55 file in ways other than merely restricting modification. 
Finally, with regard to data file and "document" file shar­

ing, a file originator cannot always be certain, without prior 
consultation with a document recipient, whether the recipient 
has the necessary software, i.e., the data file's native applica-

60 tion of the same version used by the originator, to view the 
data file as it appears to the originator. A document originator 
will wish to be sure that a recipient will be able to view, and 
perhaps work with a data file, regardless of whether the recipi­
ent has a program capable of opening that file installed on his 

65 or her PC. This is the function of ADOBE®'s PDF (portable 
document format). With PDF, a PDF file is derived from a 
document by the ADOBE® conversion utility. However, even 
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with document formats such as PDF, the originator does not 
have complete control over the use put to the document. For 
example, it may be saved by the remote viewer. Also, with 
PDF, a recipient cannot alter the document in any way. 

4 
FIG. 7 is a depiction of the temporal process in the creation 

of an application link according to an embodiment of the 
present invention. 

It would be also desirable to provide a thin client comput- 5 

ing environment in which collaboration between users may 
take place, i.e., one in which various users may simulta­
neously view a single data file using a thin-client application. 

FIG. 8 is a depiction of the data flows relating to part of the 
creation of an application link according to one embodiment 
of the present invention. 

FIG. 9 is a depiction of the data flows relating to the 
transmission of an application link according to one embodi­
ment of the present invention. 

SUMMARY OF THE INVENTION 

A method is provided by which a user, e.g. a remote user, 
may access remote files and applications in thin client mode 
by accessing a hyperlink to a URL or network location. This 
hyperlink may be referred to generally herein by the generic 
termApplication File Hyperlink, or by the name used in trade 
"App Link". 

In a preferred embodiment of the subject invention, the 
enabling code provides a terminal emulator by which the 
client computer may access application software resident on 

10 FIG. 10 is a depiction of the process flows relating to part 
of activation of an application link according to one embodi­
ment of the present invention. 

FIG. 10b is a depiction of the process flows relating to 
another part of the activation of an application link according 

15 to one embodiment of the present invention. 
FIG. lla is a depiction of a screen view relating to the 

transmission of an application link according to one embodi­
ment of the present invention. 

FIG. llb is a depiction of a screen view relating to an 
20 alternate manner of transmission of an application link 

according to one embodiment of the present invention. a server. Preferably, the server computer which executes the 
application program transmits presentation data to the client 
computer on an instantaneous or near instantaneous basis, so 
that the terminal emulation is transparent to the client user, 
i.e., so that the experience of the user is similar or identical to 25 

using a fat client executable application. 

FIG. 12 is a depiction of a process flow relating to the 
creation of a guest account for access to application link 
according to one embodiment of the present invention. 

FIG. 13 is a depiction of process flows relating to the 
encrypted transmission of an application link according to 
one embodiment of the present invention. Also provided within an embodiment of the present inven­

tion is a system for distribution of data files between and 
among remote users. In a preferred embodiment of the inven­
tion, information about the location of a remote server may be 
embedded in a web page viewed with the WWW application, 
or through e-mail, e.g. the SMTP protocol. Within these com­
munication media would also be embedded information 
about the remote file to be accessed by the recipient of the 
communication, and the server application to which the 
remote file is native. The file, residing on a central server or 
being uploadable to the server, will also preferably contain 
information regarding permissions granted to various remote 
users, including modification, saving, and viewing permis­
sions, together with duration parameters. 

BRIEF DESCRIPTION OF THE DRAWINGS 

FIG. 1 is a depiction of the process flows in creation of an 
application link according to one embodiment of the present 
invention. 

FIG. 2 is a schematic illustration of a network according to 
one embodiment of the present invention. 

FIG. 3 is a screen view of one embodiment of a computer­
ized method according to the present invention. 

FIG. 3b is an alternate implementation of the screen view 
of FIG. 3. 

FIG. 14 is a depiction of process flows relating to dynamic 
changing of file accessed by an application link according to 

30 one embodiment of the present invention. 
FIG. 15 is a depiction of a process flow relating to a file 

presented as static accessed by an application link according 
to an embodiment of the present invention. 

FIG. 16 is a depiction of process flows relating to the 
35 control of client capabilities for an application link according 

to one embodiment of the present invention. 

40 

FIG. 17 is a depiction of process flows relating to an alter­
nate manner of control of client capabilities for an application 
link according to one embodiment of the present invention. 

FIG. 18 is a process flow diagram for a software rights 
control system according to an embodiment of the present 
invention. 

FIG. 19a is a depiction of a user interface for a communi­
cation link according to an embodiment of the present inven-

45 tion. 
FIG. 19b is a depiction of a screen view for an alternate 

implementation of a communication link according to an 
embodiment of the present invention. 

FIG. 20 is a depiction of a process flow, with corresponding 
50 user interfaces, for a collaborative communication system 

according to an embodiment of the present invention. 
FIG. 21 is a depiction of a process flow for a collaborative 

communication system according to an embodiment of the 
present invention. 

FIG. 3c is a depiction of an application interface selection 
interface according to the prior art. 

55 
FIG. 3d is a depiction of a file metadata interface according 

FIG. 22 is a depiction of a process flow for a collaborative 
communication system according to an embodiment of the 
present invention. to the prior art. 

FIG. 4 is a schematic illustration of the network of FIG. 2, 
as perceived by a user according to the present invention. 

FIG. 5 is an interface screen capture of a computerized 
method according to one embodiment of the present inven­
tion. 

FIG. Sb is an alternate implementation of the screen cap­
ture of FIG. 5. 

FIG. 23 is a depiction of user interface for an alternate 
implementation of a communication link according to an 

60 embodiment of the present invention. 
FIG. 24a is a depiction of user interface for an alternate 

implementation of a communication link according to an 
embodiment of the present invention. 

FIG. 6 is a table demonstrating the use of false identities to 65 

achieve optimum application interfaces under various file 

FIG. 24b is a depiction of an alternate implementation of a 
user interface for a communication link according to an 
embodiment of the present invention. 

access scenarios. FIG. 25 is a depiction of a notification email. 
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FIG. 26 is a depiction of a user interface for managing the 
application links of the present invention. 

FIG. 27 is a process flow diagram for an e-mail server 
according to a further embodiment of the present invention. 

FIG. 28 is a process flow diagram depicting the creation of 
an application-file link interface according to one embodi­
ment of the present invention. 

FIG. 29 is a process flow diagram depicting the opening of 
an application/file hyperlink in the sender's online file sys­
tem, according to one embodiment of the present invention. 

FIG. 30 is a process flow diagram depicting the setting of 
application/file hyperlink properties, according to one 
embodiment of the present invention. 

FIG. 30a is a process flow diagram depicting the setting of 
further application/file hyperlink properties, according to one 
embodiment of the present invention. 

FIG. 30b is a process flow diagram depicting the setting of 
further application/file hyperlink properties, according to one 
embodiment of the present invention. 

FIG. 30c is a process flow diagram depicting the setting of 
further application/file hyperlink properties, according to one 
embodiment of the present invention. 

FIG. 31 is a process flow diagram depicting the implemen­
tation of application/file hyperlink recipient properties by 
online application variables, according to one embodiment of 
the present invention. 

FIG. 32 is a process flow diagram depicting the notification 
to an application/file hyperlink creator or sender that the link 
has been activated, according to one embodiment of the 
present invention. 

FIG. 33 is a depiction of an existing html-based web portal 
home page, and an alternative to that page, according to one 
embodiment of the present invention. 

FIG. 34 is a depiction of a user interface according to an 
embodiment of the present invention. 

FIG. 35 is a depiction of a further user interface according 
to an embodiment of the present invention. 

FIG. 3 6 is a depiction of another user interface according to 
an embodiment of the present invention. 

DETAILED DESCRIPTION OF PREFERRED 
EMBODIMENTS 

6 
CPU. This, of course, is the traditional mode of program 
execution by a PC owner who purchases off-the-shelf soft­
ware, and then installs it on his machine for use. 

A collaboration session is preferably initiated by various 
5 users accessing a single computer data file, such as a word 

processing document file. The document file, and any soft­
ware required to view or edit the document file may be 
requested by a remote user by, for example, activating a 
hyperlink by clicking on a document name in an HTML 

10 document within the WWW application over the http proto­
col. This link would prompt the remote server to preferably 
download to the requesting user thin client software which, in 
combination with the information on the server pointed to by 
the App Link about which file and application to open, allows 

15 the user to cause the server to start a file-compatible applica­
tion, open the data file, and present the application to the 
remote user in thin-client mode according to the permissions 
granted to the user by, for example, the originator or other 
administrator of the document permissions information. The 

20 permissions granted to a user may preferably be altered on a 
dynamic basis, for example, where several users view a docu­
ment at one time. In this instance, one user preferably will be 
granted write permission to the data file while all other users 
are granted a lesser form of permission such as "read". This 

25 provides version control to the data file and avoids problems 
with inconsistencies between what is ostensibly the same data 
file from the point of view of the users. In addition to limita­
tions on user's rights to write, modify, or delete data files, the 
present invention preferably may be configured by a data file 

30 originator or administrator to allow other users to view a 
document, but withholding permission to the other user's to 
save the data file. The user may be presented with a screen 
showing various options for security and access provisions 
for a data file, e.g., a word processing file, spreadsheet file, or 

35 CAD drawing. 
In an alternate embodiment of the present invention, a 

thin-client is provided without a corresponding fat client 
mode, but data file collaboration and other related file transfer 
techniques are available to thin client users. This embodiment 

40 would allow users to use alternate terminal emulation hard­
ware, including, but not limited to, web appliances, personal 
digital assistants, palmtops, and any other devices which are 
web- or Internet-enabled, or may operate over TCP/IP, as is 
known in the art. 

In an alternate embodiment of the subject invention, upon 
execution of a hyperlink request for a document by a remote 
user, the user may be presented with a thin client executable 
code which permits viewing and editing of the data file in its 
native format, replacing the prior modes of data submission 
such as CGI forms. The data file submitting by a remote user 
in this way may later be viewed and edited by other remote 
users, the form originator, or the user submitting data through 
the native thin-client executable. 

A definition of thin client as intended by this invention may 

In one embodiment of the present invention, it is desired to 
provide a common enabling code means for rapid download 45 

from communications nets, such as internets, the worldwide 
web, or other providers of such communication download 
services. Such enabling code means is designed to provide a 
facility for download and upload of data from such commu­
nications nets to and from desktop, laptop, hand held, or other 50 

computing devices of various sizes and capacities. However, 
such enabling code means is designed with substantial com­
monality and interoperability with vast amounts of applica­
tion and other types of software which is freely available on 
such communication nets. 55 be useful. This terminal emulation may proceed by input at 

the client machine being transmitted as instruction requests to 
the server. Upon execution of the instruction request at the 
server application level, the server web-enabling application 
may modify the GUI or other interface state of the remote 

As is known in the art, terminal emulation software is 
available for several popular computing platforms, including 
the Wintel (Windows operating system, Intel CPU) platform. 
Terminal emulation software permits a remote client com­
puter to access a server computer and receive GUI or other 
interface output from the server computer to reflect the opera­
tion of an executable application, e.g., a word-processing 
application or CAD program. If the bandwidth of the com­
munication network connecting the client and server comput­
ers is sufficient, the user at the client computer may use the 
remote application almost as if the application was resident 
on a local hard drive, and was being executed by his local 

60 user's data file, as returned by the "user application" running 
on the server, i.e., the application that the remote user wishes 
to use for manipulation of a certain data file. In other words, 
the user's input on the client machine is transmitted to the 
server, executed on the user application running on the server, 

65 and the output of the user application is sent to the client 
machine, basically, as a "picture" of the server's executable 
user application output. Because this picture is preferably 
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changed very frequently, the experience of the client user is 
substantially the same as if the user was inputting commands 
to executable code resident on the client machine. This "pic­
ture" repeatedly sent to the client user may be termed the 
"GUI state" of the application executing on the server. The 
executable code which allows the client machine to emulate a 
terminal, i.e., allows the client machine to send instructions to 
the server machine, and display the GUI or other output of the 
client machine, may be considered a component of enable 
code, and is called commonly a "thin-client". If a client 
machine already has the terminal emulation thin client soft­
ware installed, the enable code downloaded to the client 
machine may consist solely of the server-based application's 
"GUI State". 

Thin-client mode, as described above, depends on a com­
munications link between client and server which is essen­
tially constant in its availability, if the client user is not to 
experience inconvenient delays in execution of input and 
output feedback. If communications are terminated abruptly, 
preferably the server will automatically save any data file 
being modified by the client user, as well as several past 
versions, according the client user the opportunity to discard 
changes saved to the data file. 

8 
The AppLink Server or Server Array 102 will preferably 

include an application remote-operation enabling middle­
ware program, or application web-enabling program, such as 
Tarantella™ or Citrix™, along with associated application 

5 servers running various operating systeMs. When the 
AppLink Server "listener" function 122 detects the activation 
118 oftheAppLink, i.e., the execution of the hyperlink rep­
resenting the AppLink, it locates the AppLinked file, exam­
ines the file's properties at 124, and commands the web-

10 enabling program to begin at 126. This portion of the 
AppLink Server initially checks at 128 whether the recipient 
computer has a thin client program which can display the 
server-based application's GUI to the recipient. If the recipi­
ent does not already have the requisite thin client middleware 

15 on his computer, the client program is preferably automati­
cally downloaded at 130 and installed on the recipient's com­
puter. Alternatively, the user may be prompted to permit or 
initiate the download, and optionally designate a target direc­
tory for the download' s local storage. When or if the recipient 

20 has the thin client installed, the web-enabling program then 
initiates an Application session with the thin client at 132, by 
commanding a remote application server 134a, b or c of the 
AppLink Server Array to start up a file-compatible software 
application and load the App Linked file into the application. The advantages of using the systems and methods 

described herein include resource savings including financial 
savings, time savings, ready access throughout the world, 
minimization or eradication of synchronization problems in 
various interface scenarios, improved data security due to a 
reduction in data resident to highly portable and easily lost or 
stolen portable computing devices, enhanced team produc­
tivity among multiple users, dramatically improved session 
persistence of users, ready access at one logon or communi­
cations step to vast stores of information which may have 
previously required multiple communication access steps and 
other advantages. The experience of a user under this com- 35 

munication system thus duplicates a virtual private network, 
and may be experienced as fully interconnected network 190 

25 The web-enabling program initiates a communications link 
with the thin client program at 136 and displays the GUI for 
the application to the App Link recipient. The recipient 120 is 
then free to view and interact with the file as if it were in a 
program running on his local computer, albeit according to 

30 the restrictions placed on the application by the file's owneror 
administrator as set at 108. 

FIG. 2 is a schematic illustration of a network according to 
an embodiment of the present invention. As depicted in FIG. 
2, an e-mail or a web page can have a hyperlink to a particular 
application file or document stored remotely on server 142 or 
remote machine 144. The machines form a virtual network 
linked by the Internet or other communications network indi­
cated by network cloud 148. When the recipient or user using 
client computer 140 clicks on or executes the link, informa-

of FIG. 4. 
One embodiment of a server system that may implement an 

embodiment of the present invention is depicted in FIG. 1 at 
110. FIG.1 is a depiction of the process flows increationofan 
application link according to one embodiment of the present 
invention. According to this embodiment, a local network­
connected computer or computing device may serve as an 
interface to a separate server or server array, which may be 
generally termed the AppLink Server 102. The AppLink 
Server 102 may be comprised of a server which operates an 
AppLink Generation Procedure 104, which following file 
identification 106 and App Link property setting 108 accords 
to the sender's 114 selections, generates at 110 a unique 
hyperlink designation, e.g., a URL location over an IP net­
work such as the Internet, which is associated with (1) a 
particular file or document which is stored on the computer, or 

40 tion embedded therein directs the client computer to a server 
computer 142 on which a data file and user application reside, 
a thin-client is automatically downloaded to the user, and the 
application or program associated with the file (typically the 
application that was used to create it, i.e., the data file's native 

45 application) is started on a remote application server com­
puter 142. The specific file designated by the link is then 
opened by the user application, and the thin-client displays 
the file on the user's computer 140 within a thin client win­
dow which contains the application's graphical user inter-

50 face. The user is then free to interact with the file as if it were 

a file for which the location is known, and (2) a file-compat­
ible server-based application that is the preferred application 55 

to be used to open the file. This AppLink can then be trans­
mitted by a sender (which could be theAppLink creator 114) 
to a recipient by any suitable means 116, including SMTP, IP 
messaging, embedding a link in a web page, or other com­
munication media, even POTS. When activated at 118 by the 60 

recipient 120, the AppLink connects to the AppLink Server 
102, which is periodically polling or "listening" for the 
AppLink's activation over the network 121 depicted by pro­
cess 122. While the communications are depicted in this 
embodiment as taking place at least in part in a network 65 

environment, e.g. 121, other implementations are possible, 
e.g., dedicated connections or secure lines. 

running inside an application running on the user's client PC 
140. Alternatively, a remote file on a different remote com­
puter 144 may be accessed by a user application running on 
server 142. 

According to an embodiment of the present invention, a 
method is provided by which a user, e.g. a remote user, may 
access a remote document in thin client mode, by accessing a 
hyperlink to a URL or network location at which an applica­
tion accessing the remote file may be remotely manipulated 
and operated. This hyperlink may be referred to generally 
herein by the generic term Application File Hyperlink, or by 
the name used in trade "AppLink". 

FIG. 3 is a screen view of one embodiment of a computer­
ized method according to the present invention. A hyperlink 
according to the present invention may be created in a GUI 
environment such as that depicted in FIG. 3, showing a screen 
shot 150 of a GUI allowing a user to create a hyperlink to a 
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server-supportedAppLink. Alternatively, a user may create a 
hyperlink according to the present invention by executing a 
GUI icon representing the link-creating application. A client 
user may create a server application link by specifying a file 
resident on a local client machine, e.g., client machine 140 or 5 

FIG. 2, a server 142, or a remote client machine 144 which 
may establish from time to time a direct or indirect link to the 
server 140. A hyperlink to the server-supported application 
may contain an embedded URL of a server application or 
protocol which may execute a series of instructions to down- 10 

load middleware, or web-enabling client code, to the machine 
140 from which the hyperlink is accessed. In addition, the 
hyperlink may contain embedded information, or the URL of 
a protocol file containing information as to the executable 
code to run on the server 140, as well as a particular data file 15 

to open within the executable application being run on the 
server 140. This application's output may then be sent as a 
"picture" by the server middleware to a web-enabling client 
resident on the client local machine 140, as depicted by pro­
cess 130 of FIG. 1. In other words, upon execution of the 20 

hyperlink by a remote client 140, a process will be executed 
by the server 142 by which a remote client 140 will have a 
thin-client process loaded onto it, and then access the remote 
data file, while the native application of the data file runs on 
the server. The remote user interacts with the server applica- 25 

tion using middleware server and client components resident 
on the respective machines. 

In a preferred embodiment of the present invention, an 
originator of a document, in creating a server-supported 
application file hyperlink, or AppLink, to a data file such as a 30 

"document" file, may specify recipient permissions and other 
access parameters, such as through a GUI screen as depicted 
in FIG. 3 as screen 150. In FIG. 3, the originator of a docu­
ment AppLink may specify, for example, whether a remote 
client accessing the document may alter the document, 35 

selected in pull-down list 151, whether the remote client may 
save the list locally (pull-down list 152), and whether a pass­
word will be required in order to access the data file being 
linked (check box 153). In addition, and as depicted in the 
GUI 150 of FIG. 3, the originator may specify whether the 40 

AppLink through which the file is being accessed will be 
subject to an expiration date ( check box 154) or a maximum 
number of accesses ( check box 155) and whether the docu­
ment may be downloaded to a recipient's local computer 
(check box 156). An alternate embodiment of a suitable 45 

AppLink origination screen, with corresponding elements, is 
depicted in FIG. 3b. 

One advantage of sending this hyperlink to a recipient in an 
e-mail compared to the alternative of simply including the file 
as an attachment to the e-mail is that there is no computer 50 

virus danger for the recipient. Many viruses are spread via 
e-mail attachments, and many companies have prohibited all 
e-mail attachments as a security risk. The thin client software 
required on the recipient's computer can be a "signed" Java 
applet, meaning that a central certifying authority has certi- 55 

fled the thin client to be virus-free, and this single program is 
downloaded only once, versus multiple download/run cycles 
for e-mail file attachments. The application file hyperlink is a 
way to allow an employee of such a company to view and 
work with a file without having to receive the file in an 60 

attachment, or download it. Another advantage of this method 
for giving a user the ability to view and work with a file in a 
server-based application is that the originator can then be sure 
that the recipient will be able to view and work with the file, 
regardless of whether the recipient has a program capable of 65 

opening that file installed on his or her PC, since a server­
based file-compatible application is, in a sense, sent along 

10 
with the file. Viewing a file regardless of the application used 
to create it is also the function of ADOBE's PDF document 
format. With PDF, a PDF file is derived from a document by 
a conversion utility. This file is then sent as an attachment or 
download to the recipient, who then views it ifhe has the PDF 
viewer installed on his computer. PDF is essentially a "pic­
ture" of a document, meaning that the recipient cannot change 
it. With an application file hyperlink, the recipient has full 
capability to interact with the file. For example, a spreadsheet 
may have several embedded "macros" which would be inac­
cessible to a person viewing a PDF file. Or, a presentation 
delivered via AppLink can have full animation and sound. 
With PDF, a file is transferred to the recipient. With App Link, 
no file is transferred, and it is not necessary that the recipient 
have a viewer installed on his machine, although he will need 
a compatible thin client. Another advantage is that access to 
data files of arbitrarily large size can be given to the recipient 
without sending the file itself, and without the necessity of the 
recipient ever downloading the file. Many Internet Service 
Providers have file attachment size limits of from one to five 
megabytes. An application file hyperlink bypasses that limit, 
since no file is sent. The thin client applet is typically under 
three megabytes in size. There are emerging numerous file 
conversion utilities and services which will convert various 
document formats into HTML, and display the document to 
the viewer in the form of a web page. This has the advantage 
of not sending the file to the recipient, but at a cost of remov­
ing any functionality from the document. This "HTML­
Viewer" technique has problems with "multi-paged" files, 
such as a Microsoft Excel spreadsheet with 20 pages. 

Since the file is not sent, the originator of the hyperlink 
retains control over that data file as implemented and con­
trolled in GUI screen 150. The originator of the hyperlink can 
set varying permissions to accomplish various goals. The 
originator can make the file "read-only", meaning that the 
recipient can view and work with the file but not change it 
permanently, e.g., through pull-down menu 152 of FIG. 3. 
The originator can prevent the file from being saved locally 
onto the recipient's PC, e.g., through pull-down menu 154. 
This results in the recipient being able to view and work with 
a file in native format, but not possess a digital copy of the file, 
meaning that the recipient cannot copy the file or re-send it to 
others. Full control of the file remains in the hands of the 
originator, even after the hyperlink has been sent or accessed. 
In fact, the originator can change the file after the hyperlink 
has been sent, unlike simply sending the file itself. For 
example, the originator can cancel the hyperlink after it has 
been sent ifhe changes his mind about the message a file may 
contain. The originator can specify that a hyperlink will only 
be active a specified number of times, e.g., through check box 
155. If this number is set to 'one', for example, the document 
becomes, in effect, a self-destructing message. The originator 
can specify that he receive notification each time the hyper­
link is accessed, telling him that the file has been viewed or 
worked with, along with data such as the time it was accessed, 
and for how long. In contrast, under the prior art simply 
sending an e-mail attachment tells the sender nothing about 
whether the attachment was ever viewed by the recipient. The 
originator can allow the file to be downloaded or prohibit this 
through checkbox 161 on a radio button pair specify that an 
originator-specified password be required from the recipient 
before file access is granted, e.g., through check box 153 and 
corresponding text box 158, ensuring that the hyperlink is not 
used by an unknown person. Different passwords could be 
given to different people, allowing the originator to get noti­
fication of which person accessed the file. 
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Altering application interfaces according to file metadata 
or user role may require rewriting the applications to respond 
to the interface specifications contained in the file metadata. 
However, there is a method to get this capability immediately 
by "fooling" the applications with false users, and using exist­
ing application interface modification capabilities. By having 
the file metadata present itself to the application as different 
users, and then using the application's existing interface 
modification capability to produce different user interfaces 

In addition to e-mail, a hyperlink could be included on a 
web page. Clicking on a link on a financial adviser's web page 
might bring up a spreadsheet file within the spreadsheet appli­
cation, with a template for a prospective customer to enter 
personal information, and perhaps run macros to see how 5 

much money the financial adviser could save him if he 
employs the adviser. This is much more robust and reliable 
than simply converting a spreadsheet to a web page, since the 
full functionality of the spreadsheet remains available to the 

10 associated with each false user, it will be possible to use the 
existing personalization features of many programs to 
achieve different interfaces and functionality, which can then 
be directed to each user according to the user's permissions or 
security settings. For example, a file's application interface 

viewer. 

In one embodiment of the present invention, a utility for 
modifying an application's interface settings as specified by a 
particular file's metadata is provided. The ability to send 
someone an AppLink to a file or to share files online using 
server-based applications turns server-based applications 
into a means of communication. There is a need, therefore, to 
modify applications for their new communications role. The 
application interface which the App Link or shared file recipi-
ent sees will preferably be optimized for the particular pur­
pose that the App Link sender or file sharer has in mind. 

15 may have several optimal interfaces, depending on whether it 
is used in an App Link, or which user accesses it. Each of those 
interfaces could be associated with a false user. This may be 
seen in FIG. 6, showing applicable relationships between file 
usage, the false usemame associated with a particular inter-

20 face, and the particular interface requirements. 

FIG. 3c is a depiction of an application interface selection 
interface according to the prior art. Currently, application 
interface settings can be customized by the individual, but 
those settings are the same for all documents that person 

25 
works on. This is depicted in FIG. 3C, which depicts a com­
mon existing Application Interface Customization Interface 
170. According to an embodiment of the present invention, 

In this way, the various recipients' access to, and control 
over, the distributed .doc document file can be tightly con­
trolled. 

FIG. 4 is a schematic illustration of the network of FIG. 2, 
as perceived by a user according to the present invention. The 
present invention, in several embodiments, may be used to 
effect collaborative communications sessions, which may or 
may not focus on a particular computer file that is the subject 
of the collaborative effort. In this way, the distributed public the ability to associate custom interface settings with each file 

is provided, by means of file metadata. Such metadata can 
30 

contain the actual application interface settings for that file, or 
user-specified metadata "key words", which point to applica­
tion settings for all files whose metadata contains those key 
words. Examples of this type of metadata might be the key 
words "presentation for customer" or "document for internal 

35 
use", etc. Another user accessing the file through an App Link 
would be limited to the application interface specified by the 
author. Multiple interface settings could apply to a single file, 

network of FIG. 2 may be rendered transparent to the users, to 
effect a virtual private network akin to that depicted in FIG. 4. 
FIG. 4 depicts generally a fully interconnected network 190, 
including a document server 142, and various interconnected 
remote computers, e.g., remote computers 140 and 144. The 
users of remote computers 140 and 144, by accessing a cen­
tral system implementing an embodiment of the present 
invention, may collaborate by both viewing a computer file 
open on a central server 142, such as an application server as 
described elsewhere herein. Users using remote computers 
140 and 144 may both view, edit, and comment on a computer 
file being administered and stored at the central server 142. 

if it is used in multiple ways. Multiple interface settings could 
be linked to the role of the document at the moment, such as 

40 
"being created or edited", or "being viewed by a customer". 
These settings could also depend on the identity or role of the 
viewer, such as "document creator", or "viewer". 

The location of the file is transparent to the user, and the effect 
of the collaboration as experienced by the users of remote 
computers 140 and 144 is akin to the effect of discussing the 
application on a centralized virtual bulletin board, where each 
party may post, react, and watch other users' post their own 

An example would be an AppLink to a presentation file, 
such as Microsoft PowerPoint. The file would have metadata 45 
which specified that the presentation program presenting the 
file would have only the presentation playing controls, and no 
editing controls. Another example which would use the same 
interface would be if that file was "shared" with a coworker 
(not AppLinked) for comments, but the creator wanted to 
reserve making the actual changes to himself. Another 
example would be the removal of"file>>save" commands for 
restricted documents. However, the originator of the file 
would have an interface setting that specified full editing and 
saving functionality. 

The file application interface settings would be stored in 
the form of file metadata, which is normally not seen by the 
user, but can be created or modified when necessary. The 
metadata could be stored with the file itself or separately in a 
file metadata database. This file metadata could additionally 
have an additional association with a person or group, so that 
when that person or group opens the file, they get a particular 
interface optimized for that person or group as that general 
metadata is automatically applied to files that the group mem­
ber accesses. FIG. 3d is a depictionofa file metadata interface 
according to the prior art. FIG. 3d depicts the existing File 
Metadata Interface 180. 

comments and suggested comments. 
FIG. 5 is an interface screen capture of a computerized 

method according to one embodiment of the present inven-
50 tion. FIG. 5 depicts a GUI screen 510 according to one 

embodiment of the subject invention, suitable for notifying 
the recipient of an server-supported application link as to the 
status of the data file they may view in thin-client mode as 
provided by the present invention. Upon clicking on a server-

55 supported application link, or AppLink, which may prefer­
ably appear as a standard hyperlink in an e-mail communica­
tion or HTML web page as described below, GUI screen 510 
is presented to the recipient at computer 146 of virtual thin­
client network 190 in FIG. 4. Recipient user operating client 

60 machine 140 may access a document stored on server 142, or 
any other data file residing on a machine of the virtual thin­
client network collaboration group 190 when such machine is 
presently linked through a communication network to server 
142. GUI screen 510 of FIG. 5 tells the recipient at machine 

65 140 the name of the data file, e.g., a "Business Plan" word 
processing document, as indicated at 212, the user application 
to which the data file is native, e.g., "WORD 95" as indicated 
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at 514. The GUI screen 510 also indicates the originatorof the 
data file, e.g. "Joe User" at 516. The "sender" of the data file 
corresponds to the data file originator, and this user or regis­
trant operates machine 144 in virtual network 190. 

Other data file parameters to be communicated to the 
recipient are indicated in GUI screen 510 including size at 
518, and a text box 520 to enter an access password, if 
required by document originator 144 of network 190. The 
GUI screen 510 may also indicate the parameters of access as 
shown at 522 of screen 510, a thumbnail view or preview of 
the data file in its native application at 224, and whether 
saving has been permitted by the originator, indicated at 526. 
The recipient of the server-supported application hyperlink 
may then open the document on server 142 of virtual network 
190ofFIG. 4 by executing the Open button528ofGUI screen 
510. Downloading or saving to local machine may be effected 
by GUI button 530, when enabled by the document originator 
at machine 144 in FIG. 4. An alternate implementation of a 
suitable GUI is depicted in FIG. Sb with corresponding ele­
ments labeled. 

In a representative embodiment of the present invention, an 
application hyperlink may be used to implement an intellec­
tual property and confidentiality protection program within 
an organization, providing an effective enterprise-level sys­
tem for the control and management of Intellectual Property 
and other sensitive information, for example, employee 
records, medical records, or other information the access to 
which must be controlled or monitored. Under the application 
link made possible by the present invention, and according to 
an additional embodiment, a file control system is imple­
mented by which no file, sometimes referred to generically 
here as a "document," ever enters or leaves an organization 
without permission. In this embodiment, all internal docu­
ments or files are stored in on a central server, and possibly 
encrypted. Accordingly, the native files are not resident any­
where in the organization on local computers, and, if 
encrypted, would be unintelligible if accessed directly. Users 
can fully interact with the documents via thin clients on their 
local computers. 

The authorized AppLink accesses may be monitored and 
logged, making it possible to determine at any later time 
whether any accesses were improper in themselves, or were 
indicative of prohibited behavior or misconduct as part of a 
pattern of access. This may be referred to as "prohibitive 
monitoring". In addition, "encouragement monitoring" may 
be effected, by which all accesses can be reviewed to ensure 
employees have read critical documents such as SOP manu­
als, policy manuals and procedures, and the like. In a pre­
ferred embodiment, not merely the fact of a document or file 
access is monitored, but because the screen view sent to a 
remote terminal may be monitored, a log may specifically 
track whether each relevant portion of a file was displayed for 
an amount of time consistent with the document being read. 
The application link of the present invention may also provide 
a document management and/or archiving system, by which 
all documents on the central server can be cataloged and 
searched by author, title, keywords, file numbers, or other 
relevant fields entered for each document. 

In addition to the control of sensitive documents vis-a-vis 
employees, the application link of the present invention is 
preferably implemented in a manner by which the document 
control, e.g. as part of an IP management system, is extended 
to outside parties such as contractors or investors. Accord­
ingly, in a preferred embodiment of the present invention, the 
application link is paired with an application link e-mail 
gateway to external parties. The application link e-mail gate­
way is preferably implemented to interface with several 

14 
popular e-mail, or SMTP applications, e.g., Microsoft 
Exchange. The gateway is preferably configured to be con­
sistent with both outgoing and incoming e-mails. The gate­
way according to the present invention may effect security 

5 functions in both outgoing and incoming e-mail. With regard 
to incoming mail, as depicted in the process flow of FIG. 27, 
preferably all attachments 2702 contained in e-mails 2701 are 
intercepted by the application link e-mail gateway 2703 and 
stored to a central server 2704. Ingoing message attachments 

10 are scanned for possible viruses. A dynamically created 
AppLink, which could be a URL, pointing to the attachment 
file on the server is inserted into the e-mail. The e-mail (with­
out the attachment) is then forwarded to the recipient. To view 
and interact with the attachment via thin client, the recipient 

15 clicks on the AppLink and the attachment file is opened in a 
compatible server-based application. 

For outgoing messages, the file security level is retrieved 
from the file metadata, as discussed above, and the appropri­
ate restrictions are added to the application link. The recipient 

20 clicks on the application link hyperlink and the file is opened 
with the proper server-based application from the application 
link e-mail gateway server. The recipient then interacts with 
the file via thin client. The present invention assures that no 
files enter or leave an organization without authorization or 

25 central control. This is because external users accessing an 
application link only receive screenshots of the file and appli­
cation. The file itself never leaves the corporate network, or 
preferably, the central server itself. Preferably, the application 
links are created automatically, so that end users do not have 

30 to change their behavior ( e.g., with regard to sending attach­
ments), and the centralized control afforded by the present 
invention cannot be defeated. As discussed above, access 
restrictions and application functionality restrictions can be 
created automatically based upon the file security level con-

35 tained in the file metadata. This security level may, in turn, be 
tied to the sender's or recipient's job title or security clear­
ance, in addition to file-specific criteria. Where multiple 
restriction criteria apply, the most restrictive choice can be 
made. For example, normally a document might have mini-

40 ma! restrictions, but because it is being sent to a potential 
competitor, access is severely limited. 

The central file control afforded by the present invention 
may be used to effect internal IP control and document con­
trol. According to the present invention, an organization or 

45 individual may implement document security in a centralized 
manner. All sensitive files may be stored on one or more 
central servers. When accessing files, users click on a hyper­
link to open the document in the proper application. Each user 
may be granted a security clearance level, for example, based 

50 upon rank, position, department, or other criteria. In addition 
to the user security level, each file preferably will also have a 
security level. The combination of the file security level and 
user security clearance level determine which files are avail­
able and the user's level of access. For example the user may 

55 or may not be able to edit, save, save as, print, copy, or the like, 
depending on their access. Similar security classifications 
may also be effected at the directory, or "folder" level. Direc­
tories of the files that are available, based upon the user's 
security clearance level or department, may be made avail-

60 able to the sending party, or the recipient or accessing party, to 
determine the files that the recipient may link to. Therefore, 
the invention will preferably provide for storage navigation 
tools, e.g., a file manager or the like. 

Preferably, in the event that a recipient does not have proper 
65 security classification for a document they are sent, a work­

flow component would be available for users to request 
increased access rights to a document from the sender or from 
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another party with a suitable higher clearance level, for 
example, a supervisor or administrator. 

In a preferred embodiment, efficient document searching is 
provided by an indexing system. Thus, the document library 
on the central server would be indexed so that a document 
may be searched by author, title, keywords, the permitted 
actions per security level, and the like. The documents in turn 
may be cataloged by similar or corresponding fields. 

In a file distribution system according to the present inven­
tion, no files are ever stored on a user's PC or network access 
device. Instead, users of the App Link Document Library only 
receive decrypted screenshots of the file and application. The 
file itself is never stored on their network access device/PC. 
This is linked with a dynamic security model determined by 
combination of file security level and user security clearance 
level. 

According to one embodiment of the present invention, the 
Document Library utility tracks all accesses of documents. 
All accesses, both internal and external, may be logged to 
create an audit trail, e.g., in the event of misconduct. This may 
also be used, for example, to ensure that employees read 
critical documents, or at least that the documents were 
accessed for an amount of time that would admit of reading 
the document. For example, it could ensure that all aircraft 
mechanics read the latest aircraft maintenance policies and 
releases. 

For those files and applications for which the user's secu­
rity admits, files and their native applications can be accessed 
by a central corporate office, a remote office, employees 
working from home, and traveling employees. In all cases, 
full security and encryption measures are in effect, which can 
be tracked and confirmed, and it may be ensured that deriva­
tive copies are not created. In a preferred embodiment, it is 
also possible that the "Save As" functionality of an applica­
tion will not allow the user to create a new file, e.g., a docu­
ment, that will have less restrictive security applications per 
user security level than the parent file. 

Because the central server is the repository for all files in 
their native format, all files stored on the central server can be 
encrypted. In addition, all data, such as files, applications, and 
screen views of the remotely running application, that are 
delivered over the network to users can be encrypted. Deliv­
ery of files and applications over the network can be accom­
plished via a middleware environment comprising a middle­
ware web-enabling application, e.g., Tarantella or Citrix, and 
application servers. Preferably, end-users receive primarily or 
solely, the screen shots of the document and application, the 
application executing on a central server. TheAppLink secu­
rity mechanism will interface with existing security 
approaches including existing or future encryption methods, 
such as PKI, 3DES, AES, or the like. These encryption meth­
ods may be symmetric or asymmetric. The App Link security 
will also preferably be compatible with various user authen­
tication or validation methods, including but not limited to 
passphrases, smart cards, token, fingerprint, retinal scan, or 
other biometric data. 

Each file has metadata associated with it that specifies the 
security level of the file. Each user, in turn, has a specified 
clearance level. The file security level and the user clearance 
level interact or are compared in order to determine the user's 
access and privileges with the individual file. Applicable 
application functionality restrictions may include the follow­
ing: read/write, read-only, no printing, no editing, no copying, 
or various other restriction on application functions as applied 
to the particular file. The restrictions may also be event or 
time-based, e.g., there may be a restriction that a user may 
access the file a certain number of times, view until a particu-

16 
lar date. The access may also be based on the access location 
of a remote user, e.g. a user may only access the file from a 
certain IP address or modem phone number, or conversely, 
may NOT access the file from certain IP addresses or phone 

5 numbers. This may prevent unauthorized access when 
authentication information is compromised, or during a 
duress situation, or to prevent applications from being used in 
countries where export laws prohibit use. In addition to busi­
ness applications, allowing implementing organizations to 

10 ensure the confidentiality of internal or client projects, the 
present invention also admits of certain military and govern­
ment applications. For example, the present invention may be 
used to prevent cases of espionage, or the unauthorized access 
or downloading of files in excess of one's authority. As 

15 another example, documents may be securely maintained on 
a central server, thus eliminating the problem of a stolen or 
misplaced laptop, for example, compromising the security of 
documents on the laptop. In the healthcare arena, the present 
invention may be used to implement the patient data protec-

20 tions mandated by the HIPAA statute and regulations. Data 
may be viewed securely by authorized users, without allow­
ing the viewing, downloading, or further transmission of 
unauthorized patient information, thus aiding in compliance 
with regulations governing the security of individually-iden-

25 tifiable patient information. 
The AppLink system according to the present invention 

provides for the creation of an application file hyperlink, 
which links a remote file and a compatible server-based appli­
cation, generates a link to the remote file/application combi-

30 nation, and delivers files via server-based applications to a 
broad range of recipients of the link, including recipients 
unknown to the sender. Preferably, this access to the remote 
resources may be provided to other users, particularly remote 
users, with no registration or sign-up required of the recipient 

35 of the App Link. According to the present invention, this pro­
vides a means of communication based on the application and 
file delivery method. 

App Link allows the delivery of files and applications to a 
much broader range of recipients than a normal ASP model 

40 which requires recipients to be members of or subscribers to 
a service. AppLink extends the utility of e-mail and the web to 
software applications. That is, AppLink makes it as easy to 
send an application and a file as it is to send a standard SMTP 
e-mail, or publish a web page. In contrast to application 

45 provision of the prior art, the present invention provides a new 
way to communicate by combining the following elements: 
An application file hyperlink, or AppLink, is created to a file 
which, when activated by a recipient, is loaded into a server­
based application and presented to the recipient via a thin-

50 client interface. In this manner, the file remains on the server, 
and control of the file is maintained by the sender. There is no 
need on the part of the participant to share compatible appli­
cations. This is in contrast to e-mail attachments of the prior 
art, in which the recipient needs a compatible application on 

55 a local computer in order to open the file. In addition to 
controlling the capabilities of the recipient with regard to file 
access and modification, usage of the file can be tracked by 
the sender. In addition, the present invention admits of a static 
AppLink even when the document is changed. In other words, 

60 the file can be changed at will by the sender, even after 
sending the AppLink, and the recipient will always see the 
latest version. An attendant benefit of the present invention is 
that the recipient of the AppLink is not exposed to a computer 
virus danger, because the application is running on a remote 

65 computer. Only the thin client is running locally. This thin 
client will preferably be either an installed program, or a 
"signed" Java™ applet, wherein a central authority certifies 
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the applet's safety and authenticity. A further benefit of the 
App Link according to the present invention is that the recipi­
ent can immediately work with the file without waiting for the 

18 
by a specific recipient; a time limit on any single or a single 
access session, a limit on identified recipient individual ses­
sion time, or a limit on identified recipient total multisession 
time. Alternatively, the App Link automatic termination may file to download, because the subject file remains on the 

server. This is of particular benefit when files are very large, 
and the recipient is using a relatively low-bandwidth connec­
tions, say 56 Kbytes/second. According to the present inven­
tion, a recipient could be working with the file in seconds after 
receiving and executing the AppLink. The AppLink also 
avoids size restrictions that may be imposed on attachments, 
and generally may be expected in many instances to reduce 
strain on networks through smaller e-mail payloads, particu­
larly public networks such as the Internet that may suffer from 
"tragedy of the commons" inefficiencies. Using AppLink, 
most files can stay where they are in large part. Therefore, the 
transmission of the entire file is unnecessary and is accord­
ingly eliminated. 

5 be based on AppLink Termination Criteria, such as an 
AppLink termination date; a termination time period; a total 
number of accesses reached; or termination if another server­
recognizable event occurs. Similarly, AppLink usage track­
ing criteria may be designated and activated. Settable 

10 AppLink properties pertaining to access tracking may 
include, but are not limited to, recordation and/or notification 
of: each individual access or given number of accesses; the ID 
data of each accessor; the time of access of one recipient or 
the consolidated or average access time of a group of recipi-

15 ents; the App Link session time; the file access and/or manipu­
lation details; or the interaction playback of a recipient ses-

Furthermore, the platform, operating system, or resident 
applications of the recipient machine are immaterial. The 
recipient 120 of FIG. 1 could be running on a mainframe, a 20 

Unix server, a Microsoft Windows server, or other machine 
with a compatible thin client. Because all that is required on 
the recipient's machine is the relatively limited processing 
power required to run the thin client, the recipient may have 
virtual access to a relatively vast amount of processing capa- 25 

bility-the application could be running on various configu­
rations, for example, a mainframe, e.g., 134c of FIG. 1, par­
allel multiprocessor machine, or Unix cluster supercomputer. 

S!On. 

Settable AppLink properties may alternatively, or in addi­
tion, be defined in terms of, or depend upon, Recipient Iden­
tification Options or Requirements. For example, prior to 
AppLink access, either at the point of thin client polling, thin 
client delivery, or file access via the App Link andApplication 
Server, Recipient identification may be required and/or 
tested, and the App Link session may be terminated if identi­
fication fails. Suitable identification requirements include, 
but are not limited to, requirement of a digital signature, for 
example, that is tested against a certificate authority; require­
ment of a specific IP address set or prohibition of an IP 
address set, which may be down to any level of decimal bit or 
octet specificity, or of network or host specificity; require­
ment of a password, which may be linked to a user name; 
requirement of http authentication; or requiring an e-mail 
address and receipt of a confirming e-mail. 

FIG. 9 is a depiction of the data flows relating to the 

In fact, preferably both the sender of an App Link 114 and the 
recipient 120 may create or execute the AppLink using a 30 

networked device with relatively meager computing power, 
e.g., a Web or Internet appliance device, Personal Digital 
Assistant, Television Set-Top Box for cable or satellite tele­
vision, or any other network-connected or other computing 
device capable of data communication. 35 transmission of an application link according to one embodi­

ment of the present invention. Following the creation 712 of 
the App Link as described above, the App Link network loca­
tion, or URL, can be communicated as shown at 116 to a 

FIG. 7 is a depiction of the temporal process in the creation 
of an application link according to an embodiment of the 
present invention. A typical App Link "life-cycle" 710 accord-
ing to a representative embodiment of the present invention is 
depicted in FIG. 7, and may proceed as follows beginning 40 

with AppLink creation 712: The file to be linked must be 
identified by the AppLink sender, herein referred to as the 
AppLink creator 114. FIG. 8 is a depiction of the data flows 
relating to part of the creation of an application link according 
to one embodiment of the present invention. Various potential 45 

systems admitting of App Link creation are depicted in FIG. 8. 
AppLink creation paths are depicted generally at 810. This 
may be, for example, the owner of the file, or another party 
with designated rights permitting distribution of the file to 
others. The application that will open the file must be identi- 50 

fled by the AppLink Server. A unique AppLink identifier 
giving the network location of the App Link data, for example, 
a URL or network location, must be generated. The App Link 
data would include, at a minimum, the file location. It could 
also include information about compatible applications, or 55 

that could be determined by a software algorithm at the time 
of App Link activation. At this time, as depicted in the process 
flow diagram 30a at 3001, the creator may be prompted for 
recipient file access and modification permissions, and may 
select a default permissions set according to or derived from 60 

the creator's permissions to the file, or according to the cre­
ator's personal preference defaultAppLink permissions. The 
creator may be prompted to specify limits on duration at 3006 
and 154, or accesses to the file at 3005 and 153. The App Link 
properties may include restrictions on all recipients, or on 65 

specific recipients. It could include restrictions on Recipient 
Session parameters, such as a limit on the number of accesses 

recipient 120 by, for example, and as detailed in FIG. 9, 
including it in an e-mail 912, i.e., an SMTP transmission, 
such as in an e-mail either as a hyperlink or hyperlinked 
graphic, or embedding it in a web page 914, e.g., providing a 
hyperlink or hyperlinked graphic within a web page viewable 
by the recipient. Other ways in which the AppLink may be 
transmitted to a recipient include communicating it via fax 
916, a POTS telephone message or page 918 or face-to-face 
conversation, or any other means of communication 920, 
including surface mail, media broadcast or dedicated line. 
The user interface for creation of the App Link is preferably 
implemented as a web-based form generated by theAppLink 
Server depicted in FIGS. 3 and 3b above. Returning to FIG. 8, 
this web-based form 812 is used to communicate with the 
AppLink Server 102. Alternatively, a native program 814 
capable of creating and/or receiving and viewing AppLinks 
may be resident and executed on the sender's local computer 
114, as a part of an e-mail program, as a web browser plug-in 
816 or a standard feature built into the browser, or as a com­
ponent of the sender's local computer operating system. More 
broadly, the AppLink creator can use various means to com­
municate with the AppLink Server and create the AppLink. 
The recipient's thin-client can be made accessible to the 
recipient in various ways. A Java Applet or other download­
and-run program could be downloaded just before use if the 
recipient does not yet have a compatible thin client available 
on his local computer. A software company may want to make 
a thin client an intrinsic part of a web browser or operating 
system, as shown at 818, in order to help ensure that its thin 
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creator at any time, or the AppLinked file could be moved, 
deleted, or destroyed. Following termination, a recipient 
clicking on an inactive App Link may, according to the pref­
erences of the creator, be presented with an explanatory 

client design enjoys wide currency. A company might want to 
make the thin client a part of the circuitry of the client com­
puting device for performance purposes, also helping to 
ensure that it cannot be easily changed by the user to the thin 
client offered by another company. 

The AppLink executable may also be implemented over 
the operating system kernel as a component or feature of the 
operating system. At the recipient's end, the thin client may 

5 "AppLink Not Active" message, perhaps giving reasons or 
expiration information if specified or authorized by the cre­
ator, rather than an unadorned 404 or similarly uninformative 
error. 

be implemented as, for example, a Java Applet or other pro­
gram downloaded just before first use. Alternatively, the 10 

executable may be an installed native program optimized for 
or at least compatible with the user's operating system. The 
thin client may even be implemented as a feature, utility, or 
shell included with a computer's operating system. In an 
alternative embodiment that may be expected to increase the 15 

efficiency of the AppLink thin-client, and reduce overhead 
and make the thin-client nature of the file more transparent, 
the thin-client may be implemented in hardware on the recipi­
ent's computer 120. This may be expected to provide an 
optimized and very fast thin client. The thin client may also be 20 

implemented in multiple concurrent ways, preferably 
designed to be selected according to performance priority 
rules or user preferences as depicted in FIG. 10, at 1010, and 
in FIG. 10b. FIG. 10 is a depiction of the process flows 
relating to part of activation of an application link according 25 

to one embodiment of the present invention. FIG. 10b is a 
depiction of the process flows relating to another part of the 
activation of an application link according to one embodi­
ment of the present invention. For example, the AppLink 
Server could look first, at 1012, for a compatible hardware 30 

implementation of the thin client in the recipient's computer, 
then for one embedded in the operating system, 1012a then 
for a native application 1012b for one embedded into the web 
browser 1012c, or as a web browser plug-in 1012d, then for 
one installed as a signed Java Applet 1012e. If it found none 35 

of these, it could initiate a download of a Java Applet Thin 
Client to the recipient's local computer at 1014. Alternatively, 
an AppLink Server might select a thin client based on the 
creator's restrictions on recipient capabilities. For example, 
an App Link Server might download and use a Java thin client 40 

which has capability "toggles" as described in another 
embodiment of this invention, rather than use an already­
installed native client which cannot be restricted. 

The recipient of an App Link such as that of the alternative 
e-mail formats of FIGS. lla and llb, following reception, 45 

must activate or execute the link at 714, for example, if the 
link is a URL, by clicking on it with a cursor or otherwise 
executing the link, e.g., by pasting it into a browser target 
address field. The AppLink Server must detect the link acti­
vation at 1016, and after confirming that the App Link is active 50 

1018 poll the recipient's device at 1012 to detect whether a 
compatible thin-client application, applet, or other executable 
is resident on the recipient's computer. If not, a compatible 
thin client will be downloaded 1020, for example, after 
prompting for authorization and target directory from the 55 

recipient at 1022. The AppLink server will then initiate at 
1024 a thin client session with recipient 120. The AppLink 
Server may then itself, or may direct an Application Server 
also remote from the recipient, to open a file-compatible 
application, and open the file in the application at 1026. The 60 

recipient will interact at 1028 with the file through the appli­
cation user interface, as presented graphically to the recipient 
by the thin client executable. 

The AppLink may be terminated in several ways at 1030. 
For example, as mentioned, automatic termination criteria 65 

could have been established by the App Link creator, such as 
a specified duration. The App Link could be deactivated by the 

FIG. lla is a depiction of a screen view relating to the 
transmission of an application link according to one embodi­
ment of the present invention. FIG. llb is a depiction of a 
screen view relating to an alternate manner of transmission of 
an application link according to one embodiment of the 
present invention. In a preferred embodiment, a system is 
provided for managing and tracking the accesses to an 
AppLink. For example, a log of AppLink access data could be 
kept by the AppLink server. This may preferably be reviewed 
by the creator at any time, or made available according to the 
subscription level of the creator. 

Preferably, a system according to the present invention 
may provide an interface to change an App Link's permissions 
at any time after creation, for example, by extending a "drop­
dead" time. FIG. 36 is a depiction of a user interface screen 
capture relating to an unavailable link according to an 
embodiment of the present invention. 

Following termination, a recipient clicking on an inactive 
AppLink may, according to the preferences of the creator, be 
presented with an explanatory "AppLink Not Active" mes-
sage as depicted in FIG. 36, perhaps giving reasons or expi­
ration information if specified or authorized by the creator, 
rather than an unadorned 404 or similarly uninformative 
error. 

FIG. 12 is a depiction of a process flow relating to the 
creation of a guest account for access to application link 
according to one embodiment of the present invention. As 
depicted in FIG. 12, the recipient of an App Link will prefer-
ably be granted access to a temporary guest account created 
upon execution of the AppLink at 1212, following AppLink 
execution 1210. Alternatively, multiple guest account may be 
created in advance and assigned to specific AppLinks as they 
are activated. The App Linked file may be copied from server-
accessible storage at 1216 into the guest account 1218, and a 
compatible application may then open the copied file in the 
guest account. The creation of guest accounts for AppLink 
recipients may be expected to create a more secure system 
than the alternative of opening the App Linked file within the 
account of the sender, with restrictive "guest" file access 
permissions, as depicted in FIG. 29, although this alternative 
can be advantageous for collaboration since it facilitates the 
AppLink sender viewing a document altered by a recipient, 
because it is contained in his account's readily accessible data 
storage. Since App Links can be transmitted to a broad range 
of recipients, some of whom might not be known to the sender 
or particularly trusted, security is vital. Accessing an 
AppLink with a "dummy" user account rather than directly 
from theAppLink creator's account (with file access restric-
tions, of course), the damage which an unscrupulous, 
"hacker" AppLink recipient could do may be restricted. For 
example, there would be no way for such a recipient to access 
or delete other files contained in an AppLink sender's service 
account. The temporary guest account may be automatically 
deleted 1220 upon termination of the session 1222. 

A system implementing the present invention will also 
preferably permit encryption of the AppLink locator link 
prior to transmission to the recipient. In fact, the AppLinked 
program may itself be an encryption/decryption program. A 
suitable scheme for implementation of encryption is shown in 
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FIG.13. FIG.13 is a depiction of process flows relating to the 
encrypted transmission of an application link according to 
one embodiment of the present invention. This would allow 
various items to be encrypted prior to being sent to the recipi­
ent. A recipient could be sent the encryption program URL, 5 

plus a password to access the encryption program, and/or a 
key to decrypt and encrypt files with the AppLinked encryp­
tion program. Then the recipient could be sent multiple 
encrypted files either as an App Link to an encryption program 
that has file access to encrypted files, or as an e-mail attach- 10 

ment or via FTP, and could use the AppLinked encryption 
program to decrypt and view the files. Or the recipient could 
be sent encrypted App Link URLs or AppLink passwords, and 
could use the AppLinked encryption program to decrypt the 
AppLink or AppLink passwords. In this mamier, the present 15 

invention allows a single insecure transmission of a password 
to the recipient, who could then use it to decrypt and view files 
or AppLink URLs or AppLink passwords. The earlier 
described advantages of the present invention accrue to this 
embodiment as well, i.e., ensuring that the file is compatible 20 

with the program. In this case, both the decryption program 
and the program used to view an encrypted file are assured to 
be compatible with the encrypted file. 

The present invention may also be implemented via an 
AppLink creator's own Internet-connected computer, with 25 

the creator's machine performing the functions of an 
AppLink Server and Application Server. In order for this 
implementation to be transparent to the recipient, this com­
puter will preferably remain connected to the network at all 
times. Accordingly, ISPs and website hosting services, as 30 

well as entities or individuals maintaining their own internet 
servers, may in many cases implement this capability almost 
immediately. In the situation in which an App Link incorpo­
rates a file not resident on the App Link Server, e.g., the file is 
stored on a different Network-connected computer or data 35 

storage device than the App Link Server, the App Link Server 
preferably will record the location of the file at the time the 
App Link is created, and will use a system to open it from that 
location, or it will upload a copy of the file to the App Link 
Server. Preferably, an Application Server must be able to 40 

access the file being AppLinked in order to open and run it 
within an appropriate server-based application. If it is not 
stored on server-accessible data storage, the file must be 
capable of being opened from its current location, or 
uploaded onto the Application Server prior to the file being 45 

loaded into the AppLink application. 
While in a representative embodiment of the subject inven­

tion, an App Link is provided to a particular file native to an 
application, the present invention also permits of an App Link 
to a specific application program rather than to a particular 50 

file. An AppLink to an application would allow the recipient 
to use the server-based application to create a new file, or just 
try it out, perhaps as part of an application demonstration. 
When combined with some sort of "Metafile System", this 
would allow a user to aggregate applications together regard- 55 

less of their source, perhaps from different vendors. 
A single App Link may be hyperlink to a number of differ­

ent files, such as a group of files relevant to a project. Suitable 
ways of implementing a multiple file App Link include but are 
not limited to the following: A multi-file AppLink could 60 

simply bring the recipient to a web page that then has multiple 
links, one for each file. The recipient would then click on each 
individual link to view each file. Alternatively, a multi-file 
App Link would open each file in its own application window 
all at once when it is activated. In yet another embodiment, 65 

depicted in the flow diagram of FIG. 28, a computer GUI 
"desktop" style interface is sent, rather than a particular file. 

22 
The desktop-style work area may contain links to the relevant 
files within that GUI desktop. The linked "Computer GUI 
Desktop" work area 2808, could be, for example, a Windows 
Desktop or a Linux Gnome or Linux KDE Desktop. In a more 
specific embodiment, the App Link Server may link to a web­
enabled "Computer GUI Desktop" which contains access 
links to a specific file or files and to file-compatible applica­
tions, the App Link is a link to one or more files in a Desktop. 
This embodiment of sending a file or files within a GUI 
desktop makes possible links that would otherwise be 
impracticable. For example, with some programs, such as 
Adobe Photoshop™ or the Linux GIMP image editing pro­
gram, the program works with multiple windows, which can 
be minimized, moved, and resized, and serve various special­
ized functions, for example as tool and color palettes. Mul­
tiple windows cannot readily be web-enabled by existing 
web-enabling applications. Also, those web-enabling appli­
cations have some limitations on window sizes. For example, 
the Tarantella TM web-enabling application does not have infi­
nitely resizable application windows for Microsoft Windows 
applications; it is limited to fixed, preset application window 
sizes ( such as 800x 100) as set by the Tarantella administrator. 
However, if Tarantella is used to web-enable a GUI desktop, 
then within the desktop any application windows are infi­
nitely resizable. Also, all the advantages of a GUI desktop 
then become available to an App Link recipient. For example, 
the Linux Gnome or KDE desktop has "virtual desktops," 
which extend the working area of the user's screen up to 
32-fold. An application that is web-enabled directly, rather 
than within a GUI desktop, will typically have a working area 
limited to the application window size. 

In FIG. 28, at an appropriate point in theAppLink creation 
process 2801, the creator is presented with choices on how to 
present the files and applications. As indicated by 2802, he 
may create a completely new "guest" desktop 2808, or use 
one that he has already created. Such a guest desktop will 
have a completely separate data storage account, but one that 
the AppLink creator may populate by moving or copying files 
to and adding links to applications, as in 2803. He may then 
create an actual App Link or network address or URL at 2804. 
Yet another alternative approach is shown in 2812, which is 
tantamount to giving a user access to your entire computer 
desktop, but with restricted permissions 2813, for example 
read-write permission only on the file the AppLink creator 
wishes to collaborate on, and no read permission for any other 
file. Alternatively, after deciding that a file or series of files 
would be best presented to a recipient in a guest desktop 2809, 
the AppLink creator may want to have the guest desktop 
automatically created for him, as shown in 2811. Or he may 
decide that a simpler "multiple file App Link" 2810 would be 
more appropriate, wherein each file is presented to the user in 
a dedicated application window 2815. After the creator has 
decided on a method of file and application presentation, the 
AppLink is transmitted 2805, and the recipient clicks on it 
2806. The App Link Server starts running the appropriate GUI 
desktop in an application server, in this case a Linux server, 
since the desktop depicted 2808 is a Linux Gnome desktop. 
This desktop is delivered to the recipient via a thin client 
2807. 2814 depicts the overall process of selecting the mode 
of file-application presentation. 

In another embodiment of the present invention, the ability 
to create anAppLink to a computer "GUI Desktop" which is 
running on a remote application server allows that desktop to 
be used as a Web Portal Home Page, as shown in FIG. 33. This 
"GUI Desktop" 3301 could preferably include one of the 
open source Gnome or KDE desktops for Linux, since the 
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required code is open to public access and free of charge, or 
one of the Microsoft Windows desktops (win 95, 98, Me, 
2000, etc). 

Personalized "home" pages, an example of which is shown 
in 3302, as generated by major web portals such as Yahoo™ 
have evolved over time to contain various features, including 
personalized news, weather, stock quotes, email, an instant 
messenger application, calendars, and file storage. These 
functions, although generally well designed, are limited by 
the functionality of the various web page languages such as 
HTML and JavaScript. If an entire web page refresh is not to 
occur every time a viewer initiates an action, JavaScript or it's 
equivalent must be written into the page itself to anticipate 
such an action and have instructions for generating a 
response. It is impossible to write into a web page with 
JavaScript the full functionality of a standard software appli­
cation. Therefore, these web page functions are limited in 
functionality and poorly performing compared to native soft­
ware applications. Also, generally a web page is a static thing, 
with the content unchanging until a user initiates a web page 
"refresh". With a (probably password-protected) AppLink to 
a computer's "GUI Desktop" work area, all of these limita­
tions can be overcome. Applications can be fully-fledged 
programs, such as the Microsoft Outlook™ email program, 
rather than glorified web-based forms. Current events can be 
streamed to the user real-time by the program without refresh. 
Plus the Desktop can run major applications which have no 
HTML equivalent. The desktop can be customized by the user 
to a far greater extent than can the HTML version, as can be 
easily seen in FIG. 33. 

There will often be a need to change the document or file 
associated with an AppLink after the link is created. FIG. 14 
is a depiction of process flows relating to dynamic changing 
of file accessed by an application link according to one 
embodiment of the present invention. Because theAppLink is 
server-based, it can be changed anytime, and the person view­
ing it always views the latest version. According to the instant 
invention, there are provided multiple ways to change the 
AppLinked file associated with a particular already-created 
AppLink, without changing the AppLink network address, 
exemplary ways being depicted in FIG. 14. One is to change 
the contents of the file without changing the file name, as 
shown by 1402 and 1405. Another is to change which file is 
associated with an App Link after the App Link has been cre­
ated, i.e., a different file can be associated with a previously­
generated AppLink URL or address after the AppLink has 
been created, as in 1401 and 1404. This would be useful when 
getting the App Link into the hands of its intended recipients 
is expensive or time-consuming, or when the sender does not 
know who has received an AppLink. 

An example of this would be the case where a number of 
people (unknown to the AppLink creator), after viewing an 
App Link embedded in a web page, have added an App Link 
URL to their web browser bookmark list. It would be impos­
sible to send a new URL to these people. Similarly, a web­
based newsletter publisher could send a single App Link to his 
subscribers, instead of sending the subscribers a different 
AppLink every month. Each month he would associate that 
AppLink with a different document, that is, the latest news­
letter, as depicted by 1401 in FIG. 14. He could cascade down 
the files associated with each AppLink, and label them 
accordingly. For example, the AppLink labels could be "cur­
rent month's newsletter", "last month's newsletter", etc. In 
addition to dynamic file which can be accessed in their current 
state, the present invention also admits of a snapshot embodi­
ment, by which a recipient may be presented with a file as it 
existed at a particular time in the past, even if the master file 

24 
has been changed during that time. This embodiment is 
shown at 1403 and 1406, and is further depicted in FIG. 15. 
FIG. 15 is a depiction of a process flow relating to a file 
presented as static accessed by an application link according 

5 to an embodiment of the present invention. 
Preferably, the App Link utility of the present invention will 

provide settable variables, by which the AppLink sender or 
creator has the ability to set and change conditions associated 
with an AppLinked file (for example, file access and usage 

10 permissions), or any other variable (for example, the degree to 
which the App Link usage will be monitored), for example, to 
facilitate protection of the AppLink creator's intellectual 
property (the App Linked file). This ability to attach various 
conditions or enable various features for App Links is a central 

15 advantage that AppLinking has over other file transmission 
and access systems. The settable variables may depend on 
other criteria as well, by which any Settable App Link Variable 
may be set and varied, for example, according to the specific 
identity of the recipient or the nature of the file, orwhetherthe 

20 recipient is a member of a specific group of users, the recipi­
ent's location or country, as identified by his IP address, or 
any other relevant criteria. AppLink notification properties 
may be set as follows: The sender may be notified or not, and 
if notified, notification may be effected, for example, by 

25 e-mail/SMTP message, computer instant message, POTS 
call, voice mail, or pager alert. The notification may include 
access details as to recipient, access password used, time or 
occurrences of access, or the like. 

AppLink restrictions on recipient actions may include the 
30 following: allow ( or disallow) local printing; screen capture/ 

print; local file save; AppLink server file save (modify base 
document); or allow/disallow local download. The settable 
variables may involve one or more of the following AppLink 
or file attributes, which may vary according to the degree of 

35 trust placed in the recipient, whether all recipients are known, 
the degree of sensitivity of the file, and the like. For example, 
variables may involve printing-the recipient may be allowed 
to print the file locally, in the case of a trusted recipient, or for 
an untrusted recipient, no printing is allowed. Similarly, the 

40 recipient may be allowed to use the "Print-Screen" capability 
of the local PC to print a screenshot of the file locally (trusted 
recipient) or not (untrusted recipient). The recipient may or 
may not be permitted to save the file locally or copy to a PC 
"clipboard" or similar memory utility. This ability to prevent 

45 saving and printing may be expected to enhance the ability of 
the AppLink creator to protect any intellectual property or 
security of the AppLinked file by restricting copying and 
redistribution. In addition to setting restrictions on local sav­
ing of the AppLinked file, the creator will also preferably be 

50 able to specify whether downloading to the recipient's 
machine is permitted. This may be distinguished from the 
saving variable discussed previously, i.e., saving from the 
server-based application. When downloading is enabled, a 
link to a simple file download utility may be permitted. 

55 Downloading a file and opening it with an application running 
on the AppLink recipient's local PC is for many purposes 
inconsistent with the AppLink system. However, this down­
load option will ensure file accessibility, as a backnp system, 
if the sender was uncertain about whether the recipient could 

60 operate the required thin-client, perhaps due to the recipient 
being behind an incompatible firewall, or the recipient possi­
bly accessing the App Link from a computing device that has 
no thin client support at the time. The download capability 
would ensure that the recipient would get the file, albeit at the 

65 cost oflosing control of it, and losing the certainty of whether 
the recipient could open it in a compatible application. There­
fore, the App Link creator would have to balance the need to 
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ensure the AppLink recipient gets access to a file with the 
requirement to retain control of a file. Naturally, this option 
would only be given to trusted AppLink recipients. Other 
variables include the capability to Save Changes onto the 
AppLink Server, i.e., whether the AppLink recipient may 5 

change the document permanently and save the changes on 
the server. This may be among the variable settings "read­
write" permissions to a trusted recipient, or "read only" per­
missions to an untrusted recipient. 

Restrictions and other characteristics associated with a 10 

particular AppLink as outlined above can be implemented at 
the time of AppLink creation or at any time thereafter via a 
series of AppLink "properties". As shown in FIG. 30, these 
options could be presented to the AppLink creator at the time 
of creation as a series of questions, as depicted for intellectual 15 

property protection 3001 and access notification 3002, and in 
FIG. 30b for recipient identification options 3003 and usage 
tracking 3004, and for recipient session limits 3005 and 
AppLink termination criteria 3006 in the flow diagram of 
FIG. 30c. At the conclusion of the property setting phase of 20 

AppLink creation, the process 4007 will record the results, 
associate them with the created AppLink, and continue the 
creation process. 

26 
recipient user's capability are implemented in the thin-client 
environment, indicated at 1622. 

As an alternative, the actual implementation of some set­
tableAppLink Variables, including recipient file permissions, 
can be done through interacting with "toggles" or APis to the 
on-line application that opens the file, as depicted generally in 
the flow diagram of FIG. 31. AnAppLink is activated by the 
recipient 3101. The AppLink Server 3102 examines the 
AppLink properties 3103 or recipient properties for any 
restrictions on recipient access. If that application has no 
"print" capability, perhaps through deleting the "print" com­
mand from the file menu by activating a "no print" software 
"toggle", as shown in 3104, then theAppLink recipient can-
not print locally as shown by 3106, evenifthethinclient3105 
otherwise has the capability to let the application do so. This 
is a very specific instance of the more general, "Application 
Interface Specified by File Metadata" embodiment. This is 
very similar to the flow for thin client "toggles". 

As a third alternative, rather than changing the toggles of 
the thin client environment as at 3104, the toggles may be 
implemented so as to act on the Application Server directly. 
The thin client then functions normally with full functional-

App Link properties would be set initially as a "best guess", 
probably most restrictive, configuration. The AppLink cre­
ator would modify these properties during the first creation 
process, and any modifications would then be implemented 
automatically for subsequent AppLinks. Additionally, the 
AppLink creator may modify the properties of existing 
AppLinks at any time. 

25 
ity, and does not effect the disablement of any feature or 
function. Since the AppLink Server is the middleware that 
transmits data from the application servers to the thin client, 
a way to implement restrictions on AppLink recipient capa­
bility is to use the App Link Server to not allow a prohibited 

A method to implement AppLink recipient restrictions 
may be provided which may be termed Thin-Client 
"Toggles," these are depicted in FIG. 16. FIG. 16 is a depic­
tion of process flows relating to the control of client capabili-

30 function to be transmitted from the server-based application 
to the application or thin client. 

ties for an application link according to one embodiment of 35 

the present invention. This may be thought of as a "catch-all" 
access control variable. Because the thin client is the vehicle 
by which the application interacts with the AppLink recipi­
ent's local computer, some settable AppLink Variables, 
including recipient file permissions, can be done by building 40 

in APis into the thin client termed "toggles" herein, which 
allow certain capabilities to be toggled on or off remotely by 
the App Link Server. According to this variable, the thin client 
has built-in software "toggles" or APis, which can be con­
trolled remotely by the AppLink Server. These "toggles" 45 

control the recipient's local capabilities, including but not 
limited to the variables that have been discussed above, such 
as local file printing, save to local memory or "clipboard", 
save to local storage, or saving file changes onto the App Link 
Server. Such toggles could be set by the AppLink server 50 

according to file permissions, recipient permissions, or both. 
These toggles may also be set or changed following the initial 
AppLink transmission, according to changed circumstances, 
by the App Link creator. The toggle capability of an embodi­
ment of the present invention is depicted in process flow 55 

diagram of FIG. 16, indicated generally at 1610. As shown, 
after an AppLink is activated 714 by the recipient, the 
AppLink server may examine the scheduled or specified 
properties oftheAppLinkat 1612. Following this assessment, 
the server-based application may be started on the Applica- 60 

tion Server as indicated at 1614. Approximately concurrently, 
the specific App Link properties at 1616 are examined, in this 
instance that printing and local save will not be permitted, but 
a local memory "clipboard" copy will be permitted, indicated 
at 1618. The appropriate functions are then disabled, from the 65 

perspective of the user, as indicated at 1620, by acting on the 
recipient's thin client. The appropriate restrictions on the 

In addition to application or thin client software capability 
"toggles", another way to achieve the same capability of 
limiting an AppLink recipient's file permissions is through 
Application Versioning, i.e., to create different versions of the 
application that have varying capabilities. FIG. 17 is a depic­
tion of process flows relating to an alternate manner of control 
of client capabilities for an application link according to one 
embodiment of the present invention, showing a typical 
implementation of such a process. For example, if an 
AppLink recipient should not be able to print an App Linked 
file, the specific thin client or application version downloaded 
would have this capability deleted. This procedure is indi­
cated generally at 1710. The AppLink may call different 
versions of a thin client or on-line application which have 
varying capabilities for interacting with or manipulating a 
file. For example, application versions without certain key 
command menu items, such as "print", "save", or "copy" may 
be created prior to AppLink activation, and specified as the 
application that should be used to open the file uponAppLink 
use. For example, as depicted in FIG. 17, following activation 
oftheAppLink at 714, theAppLink Server Array may exam­
ine the creator-specified AppLink properties at 1712. Based 
on these specifications, the server-based native application is 
selected that has functions corresponding to the specifica­
tions. In this example, native application "A" v. 3 is selected 
at 1714, which provides the appropriate functionality that the 
recipient can neither print, save locally, copy to the clipboard, 
or edit the file, per the specifications examined at 1712. The 
commands otherwise included in the application user inter­
face may be "grayed out," or omitted entirely. The thin client 
passes on at 1716 all of the functionality provided by the 
application version selected at 1714, which in this case is 
limited. Similarly, specific Thin Client versions could be cre­
ated that disable or omit the capability to print locally, or to 
access local storage oftheAppLinkrecipient's local machine. 
The specific version of thin client or application (or both) 
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chosen by the AppLink Server to present an AppLinked file 
would be based on the AppLink recipient file permissions, as 
set by the AppLink creator. 

If, due to changed circumstances, or otherwise at the dis­
cretion oftheAppLink creator and/or file owner, it is desired 
to further restrict the access to a file associated with an already 
created and sent App Link, the App Link creator or sender can 
inactivate the AppLink after it has been sent. App Link inac­
tivation may also be done automatically, i.e., the creator or 
sender can have the AppLink Server inactivate an AppLink 
automatically according to an expiration condition or criteria. 
Example criteria might be, but are not limited to, the follow­
ing: The passage of a specific time period, a specific date, a 
specific number of total accesses to an AppLink for all 
App Link recipients or for a particular recipient, or the occur­
rence of some (any) event which can be recognized by the 
App Link server, or which the App Link server can be notified 
of via external input. The AppLink creator or sender may 
alternatively set a limit onAppLink file access time, either by 
individual session, in total, or both; for all App Link recipients 

28 
identify the use of the AppLink by that entity. When the 
password is used to access an App Link, the user knows that it 
is probably the entity he sent the password to that has 
accessed the AppLink. For example, the AppLink sender 

5 associates the password "XXYY" to access a particular 
AppLink with John Smith. The sender then transmits the 
password to Mr. Smith. He associates the password "1122"to 
access the same AppLink with Mary Jones. Someone 
accesses the AppLink using password "XXYY". The sender 

10 can therefore be reasonably sure that it was Mr. Smith, even 
though the access was otherwise anonymous. 

Other authentication methods may be implemented 
according to an embodiment of the present invention, as 
depicted at 3003 in FIG. 30b. For example, the recipient may 

15 enter a password to the AppLink Server prior to AppLink 
access via the HTTP authentication protocol. A Recipient 
Digital Signature may also be used, wherein a particular 
recipient must be identified by the AppLink Server by their 
valid and unrepudiated Digital Signature prior to AppLink 

20 access. Identification of an App Link Recipient may also pro­
ceed by restricting access to an App Link to certain recipient 
IP or IPv6 addresses, or other suitable network location indi­
crn. 

or for a particular recipient. For example, to protect intellec­
tual property, theAppLink session could be limited in time, as 
shown in 3005, thus not providing the recipient with sufficient 
time to copy the information by hand. Normally, this limita­
tion would be associated with allowing the recipient a single 25 

App Link access, otherwise, the recipient could simply access 

In an alternate embodiment, as depicted in FIG. 18, a 
software algorithm may be implemented to select the appro­
priate application to open a file within anAppLink, based on 
appropriate criteria, which could include but is not limited to: 
recipient ownership of application user rights to possible 
application choices; any license agreements for possible 

the AppLink multiple times to allow sufficient access over 
several sessions. Or, if the total session time were limited, 
then the number of accesses would be irrelevant, since the 
time of access for each session would be added to that of 30 application choices including but not limited to end-user 

agreements and service provider agreements; and application previous sessions until the limit is reached. 
According to the present invention, an AppLink is capable 

of being used in an anonymous mode, that is, unknown users 
can be given access to applications and files, as where an 
AppLink is published in a web page. However, because the 
AppLinked file remains on the AppLink server, using 
App Linking for file transmission or communication can pro­
tect the sender's Intellectual Property or other confidential 
information (the App Linked file) from being appropriated in 
unauthorized ways, IF it is combined with the ability to 
restrict access to anAppLinked file to authorized recipients. 
The authorized recipient could be identified by various sys­
tems 3003, including requiring entry of a recipient's name, a 
particular password, a digital signature, or an e-mail address 
that is authenticated to prevent spoofing. For example, after 
e-mail entry, a password could be e-mailed to the recipient's 
e-mail address to ensure that the e-mail address is valid. 
Similarly, a particular recipient could be restricted to access­
ing the AppLink from a particular IP address. An AppLink 
recipient may also be required to perform an action or give 
certain Sender-specified information via a web-based form or 
a server-based application (such as spreadsheet or database 
data entry template) in order to gain access to the AppLink. 
For example, the recipient may need to give their name and 
address, or authenticating information such as answers to 
specific questions posed by sender, as depicted 210 in FIG. 
Sb. This action or information entry may also be made 
optional by the AppLink creator. 

While anAppLink is capable of being used in an anony­
mous mode, the AppLink sender may want to restrict access 
to a file to one or more particular individuals, and may want to 
track that individual's usage ofa file. That recipient could be 
identified by giving the recipient a unique password, which is 
linked to the recipient's name by theAppLink Server. In one 
embodiment of the present invention, the AppLink creator 
may link a password to a particular entity, e.g., a natural 
person or company, etc., which then allows the sender to 

file compatibility, or which file types possible application 
choices can open. When an App Link is sent to a recipient, the 
selection of the server-based application to open the file 

35 depends on server-based application software license terms. 
Many end-user software license agreements contain the limi­
tation that it cannot be used by more than one person at a time, 
thus losing potential sales. If a user sends anAppLink which 
requires an application which has such a license, one way to 

40 comply with that license provision is to ensure that the recipi­
ent has the right to use that application also. Before the 
application is presented to the recipient, if the algorithm had 
access to anAppLink recipient application rights database, as 
depicted in FIG. 18, it could be verified that the recipient owns 

45 or is renting the application or otherwise has rights to use the 
application. If the recipient did not have rights to use that 
application, the AppLink application selection algorithm 
could search for another application which had terms that 
allow that user to use the application. Such terms could 

50 include applications licensed by the application service pro­
vider on a "per seat" basis, that is, not assigning rights to 
individual users, but, for example, to a maximum number of 
simultaneous users, whose identity could change. The terms 
might include free "demo" licensing for AppLink recipients. 

55 Another type of application which might be considered by the 
algorithm could be an "Open Source" application which typi­
cally has a license permitting unrestricted use. 

The algorithm could also consider other applications for 
which the recipient has rights, and which are compatible with 

60 the file being App Linked, but not necessarily the application 
used by the AppLink sender to create the file ("native appli­
cation"). As a lower priority, a compatible "viewer" applica­
tion with appropriate licensing could be selected, with the 
limitation that the user may not be able to interact with the file 

65 to the degree that he could if a fully capable native file appli­
cation were used. This embodiment of the present invention, 
by which licensing impacts application functionality, may be 
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application, which may typically be the native application. If 
so, the file may be opened in the optimal application. How­
ever, ifthere is no entry for the recipient, they may be notified 
that the optimal application to open the App Link requires that 

implemented in conjunction with a previously-discussed 
embodiment, by which various application versions have dif­
ferent functionality in order to effect file permission security. 
That is, licensing terms may give differing levels offunction­
ality for different payments to the vendor or different circum­
stances. A "demonstration" license might require disabled 
functionality. 

5 he have rights to use it. The recipient is preferably informed as 
to which application is considered the optimal application. 
The recipient may then be prompted to enter application 
rights information into a database, which would typically 
include at least Recipient Identification information, and any 

As an example, illustrative in that many possible file access 
avenues are explored, assume that a user "Joe" has created a 
flowchart with the Microsoft® Visio® for Windows® appli­
cation. He creates an AppLink to the file and sends it to 
recipient "Larry". The selection algorithm would first see if 
Larry is on file with an Application License Tracking Data­
base that the algorithm has access to. If Larry is found, the 
algorithm looks to see ifhe has rights to Visio, the application 
used to create the file. In the event that he does not, the 
algorithm looks to see if the Visio software vendor is perhaps 
allowing AppLink to be used to non-owners as a marketing 
mechanism. If the Visio vendor is not, the algorithm then 
looks for other applications that Larry owns or has rights to 20 

which are capable of opening the file. In the event that he has 
none, the algorithm then looks at applications that the appli­
cation service provider has licensed on a per-seat basis that 
are file-compatible. If the ASP has none, the algorithm then 
looks at open source programs that the ASP has available to it 
to see if any are file-compatible. If none are, the algorithm 
then looks to see if the ASP has any less-capable "viewer" -
type applications with appropriate licenses that could be used 
to at least display the file to the recipient. In the event that the 
ASP does have such a viewer, the algorithm selects it and the 
AppLink Server presents the file to Larry inside the viewer. 
As a further implementation of this license tracking function, 

10 suitable applications he has legal rights to use. Optionally it 
could include software ownership verification information 
such as product key codes, and, the duration of the product 
license or "rent" (a limited license term) period. If the recipi­
ent does enter this information, it may be confirmed whether 

15 the recipient in fact has rights to use the optimal AppLink 
application, by, for example, cross-checking a software ven­
dor's database ofregistered application owners. If this infor­
mation is confirmed, the file may be opened in the optimal 
application. 

If, on the other hand, the recipient does not have rights to 
the optimal application, according to a preferred embodiment 
of the present invention, they may be presented with an offer 
to attain such rights, including offering to license the appli­
cation to the recipient through sale or rental, preferably 

25 immediately to facilitate his opening the AppLink. 
"AppLink" application rental licenses could be provided, 
according to the participation of software application licen­
sors, on a "fee per use," based on a session or duration basis. 

In an additional embodiment of the subject invention, 
30 depicted in FIG. 30b at 3004, an AppLink may be used to 

minutely track file access in great detail. Since anAppLink is 
a server-based application, the server can record various 
details of AppLink access for later review. This is an advan­
tage AppLink has over e-mail, where typically the sender 

a database may be provided for use by anAppLink Recipient 
Application Selection Algorithm as described above, which 
contains the software applications and license terms that an 
AppLink recipient has rights to. An AppLink Recipient 
Application Selection Algorithm according to the present 
invention could function without knowledge of the applica­
tion rights of AppLink Recipients, but access to such a data­
base would improve the performance of such an algorithm by 40 

increasing the number and quality of the choices available to 

35 does not know whether the e-mail has ever been read. There 
are receipt provisions in some e-mail programs, but this still 
does not tell the sender whether the e-mail has been read, or an 
attachment opened. In conjunction with the file access track-
ing functionality described above, the AppLink Server may 
record details of AppLink use for later review or analysis by 
the AppLink sender or creator. This may include, but is not 

it, ensuring that the optimal legal application is used for file 
access. 

The Application Choices available to an App Link Recipi­
ent may be enhanced according to an embodiment of the 
present invention: The App Link RecipientApplication Rights 
Database described above may be enhanced by way of a 
method to increase the number and quality of application 
choices available to an App Link recipient as follows: When 

limited to, whether the document has been opened, how long 
it stayed open, the time a viewer spent on each page, and in 
fact could record the recipient's entire session, including 

45 cursor or screen view or framing movement for later play­
back. 

In a related embodiment, due to the server-based nature of 

an AppLink recipient activates an AppLink, the AppLink 50 

Server determines the optimal application to open the file. 
Normally, the best choice for file compatibility and ability to 
interact with the file will be the native application, i.e., the 
application used in the creation of the file. However, if that 
application has restrictive, fully paid-up, perpetual "owner- 55 

ship" type licensing, that is, a recipient must legally own, rent, 

the AppLink function, the sender may also be notified of 
AppLink Accesses via a notification of AppLink use to the 
AppLink sender or creator by some communications means 
e.g., SMTP e-mail, wireless pager, or telephone call, as 
depicted in the flow diagram of FIG. 32. Such notification 
could include any information item or combination of items 
about the access, including but not limited to who accessed it, 
when it was accessed, for how long, and which pages of the 
document were accessed. This could be useful, for example, 

or be a licensee of, a copy of the application in order to use it, 
then there are several methods that could be used to allow the 
recipient to use that application to open the file. For example, 
it may be determined whether the recipient already has rights 
to use the application because he already has taken a license 
or is renting the application. This procedure would involve 
asking the AppLink recipient for identification information, 
and querying a database of users and their application per­
missions to see if there is an entry for the recipient. 

If there is an entry for the recipient, it may be determined 
whether the recipient has rights to use the optimal AppLink 

to a salesman who has sent an App Link of a presentation to a 
client, and is enroute to that client for a sales call. His 
approach will be different ifhe knows that the client viewed 

60 his presentation, or never got around to it. An automatic 
email, as in FIG. 37, or pager or cell phone notification that 
the client has viewed the presentation, plus specifics such as 
time spent viewing it, would be of interest. 

Central control of AppLink Settings will allow organiza-
65 tions, such as a company, to centrally control its intellectual 

property and other confidential information, e.g., identifiable 
electronic patient records in the health care setting. This is 
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effected, for example, by preventing employees from sending 
proprietary or confidential files to unauthorized parties, such 
as competitors. This will typically require that employees' 
interaction with a company's files is restricted to server-based 
applications, where the ability to download the file to an 
employee's local computer is not permitted, so that the files 
remain on the server. If some sensitive files reside on employ-
ees local computers, additional restrictions will be required, 
such as the requirement that all employee's e-mail programs 
do not have the capability to attach files to e-mails, and/or that 
an AppLink E-mail Gateway as described herein is estab­
lished. 

In the central administration of AppLinks in an organiza­
tion, for example, preferably all or some variable settings to 
outgoing AppLinks which will be sent by a group can be 
controlled centrally by an AppLink group administrator or 
File Librarian. Central control of AppLink Settings may be 
set according to Role or Group membership: For example, a 
company's central AppLink administrator may set more 
restrictive permissions for employees that work with more 
confidential company files, or for a group of customers of the 
company. The central control may alternatively, or in addi­
tion, be implemented according to File Type. For example, a 
central AppLink administrator may set more restrictive per­
missions for more confidential documents or files. The file 
App Link settings could further be varied according to any file 
metadata criteria, such as author, when created, subject mat-
ter, etc. 

The sender of an App Link may also optionally require the 
recipient to view an introductory web page before viewing an 
AppLink, as depicted in FIG. 5, which could include a 
requirement or optional request to enter information or per­
form an action, such as to enter various details about the 
document or the sender as a form of authentication; a means 
for collecting sender-specified information, such as a web­
based form or embedded or linked-to server-based spread­
sheet or database templates; text entry boxes for entering a 
name, a telephone number, an email address, a password, or 
any other sender-required or requested information; an expla­
nation or a link to an explanation of what an AppLink is and 
how to operate within theAppLink environment; an explana­
tion or a link to an explanation of the technical requirements 
for receiving anAppLink, such as the requirements to run the 
AppLink client; a hyperlink or GUI button which, when 
executed, submits any form data to the server and activates the 
App Link; a library of other useful elements. Two examples as 
shown in FIG. Sb: A clickwrap Non-Disclosure Agreement 
(NDA) form which the recipient must agree to by executing 
an "Agree" GUI button or typing "Agree" and entering their 
name, or digitally signing the agreement. And a legal "terms/ 
conditions of use" agreement required for the use of the 
server-based software or digitally signing the agreement. 

Typically, files involved in collaboration would not have an 
introductory web page, or might only have the password or 
authentication provision, to minimize access steps required 
for persons that will be working with a document frequently. 

The present invention also admits, in an alternate embodi­
ment, of providing an Application Window in a Web Site's 
Web Page. This may be referred to herein according to the 
tradename "Embed-an-App™." According to this embodi­
ment, the AppLink is embedded into a web page, as a thin­
client-enabled application window which displays a specific 

32 
cript, for the web page may contain window creation code 
which specifies the size of the window, plus embedded code 
or a link which essentially acts as an AppLink to a specific 
server-based application, and possibly, though not necessar-

5 ily, to a specific file within the application. In the event that the 
web page viewer's computer did not have the requisite thin 
client program installed, upon first opening the web page with 
an application window, the viewer would be asked if he/she 
wishes the required thin client to be downloaded and 

1 o installed. 
This embodiment may be distinguished from the AppLink 

transmission system where the AppLink is transmitted to a 
recipient as a hyperlink or hyperlinked graphic on a web page 
on a web site which is viewed by the recipient. Applications 

15 have been known to be displayed in a web page, as in the 
Tarantella web-enabling system or Java-based thin-clients 
that depend on the web browser's Java Virtual Machine. How­
ever, this display has been primarily a way to access the 
application, by calling up a Java-enabled web page window 

20 with the application displayed therein, when an application is 
desired. This is comparable to the way a user might call up a 
word processing application on his local machine. Just as that 
user could have several programs which he has minimized 
onto the taskbar at the bottom of the local machine's GUI, so 

25 could the user have several web pages or windows with 
embedded applications minimized at the bottom of the GUI. 

According to an embodiment of the present invention, 
however, one or more thin-client-enabled application win­
dows are included in a web page which is a part of a persistent 

30 web site containing one or more pages, as a permanent ele­
ment of that page, or as generated on-the-fly automatically or 
as requested by viewers, by a web page generation script or 
programming language, such as Microsoft's Active Server 
Pages, or ASPs. This inclusion of thin-client-enabled appli-

35 cation windows into a web page provides expanded uses: For 
example, a company web site could have a presentation pro­
gram presented in a web page's window, with a presentation 
file loaded and ready to run when desired by a viewer. A 
financial advisor might have a spreadsheet presented in a 

40 window on his web site, with a template loaded which would 
allow a viewer to enter his personal financial information and 
run a macro which would calculate how much money the 
financial advisor may save the viewer. A software vendor 
could have web page windows on the corporate web site 

45 which show each of the vendor's software applications. In 
this case, there may be no specific file displayed, or there may 
be an example file loaded. 

In other words, this embodiment of the present invention, 
which may be termed the "Application Window in a Web 

50 Site's Page", or "Embed-an-Application", may be distin­
guished from the AppLink transmission system where the 
AppLink is transmitted to a recipient as a hyperlink or hyper­
linked graphic on a web page on a web site which is viewed by 
the recipient. In that case, the application window does not 

55 appear in the web page. In the instant embodiment, however, 
a window containing a server-based running application is 
embedded within a web page. The applications are actually 
running on a remote server, and when the viewer opens a web 
page with such a program "embedded", a Java-based or native 

60 client program downloads itself to the viewer's local machine 
and displays within one or more windows in the web page the 
interface to one or more applications, with perhaps a specific 
file opened and in view. A web page or browser window could file in a file-compatible application, for example, as a frame 

within a web page. The thin-client-enabled application win­
dows may be included in a persistent web page which is a part 65 

of a web site containing one or more pages, as a permanent 
element of that page. The source code, e.g., html or Javas-

contain many such windows. 
A specific embodiment of the present invention that has 

been referred to above, is the use of an application window in 
a web site's web page, or "Embed-an-App" as used to imple-

Cadence Design Systems, Inc. - Ex. 1018, Page 00067



US 7,424,543 B2 
33 

ment a medical record confidentiality and control system. A 
patient's medical record may consist of several files in differ­
ent locations. Some files would be viewed and manipulated 
by high-end, perhaps proprietary applications, such as an 
x-ray imaging and interpretation program. Documentation of 
a patient's laboratory work-up or clinician interview exami­
nation might be presented within a word processing program 
specialized for rapid medical dialog entry. The totality of the 
patient's files could be presented to a doctor with access to 
any Internet-connected computer within a single web page, 
with each file presented within a compatible server-based 
application. A central or unifying patient's medical record 
web page may be created that may contain a series ofhyper­
links (App Links) that call up a file in an application, or 
windows that display the application and file. For example, 
when a clinician clicks on an App Link icon for the patient's 
x-rays, the x-ray interpretation program would come up in its 
own window. This solves the problem of files located in 
different places and accessed by different applications. In this 
specific embodiment relating to medical record control, an 
AppLink may be created to Multiple Files Within a GUI 
Desktop as described in a previous embodiment. 

34 
along with the web page or URL. Accordingly, in communi­
cations-oriented embodiments, the recipient need not have a 
communications program resident on their local machine. 
Additionally, the communications program linked to by the 

5 CommLink can be optimized for communication with the 
sender. It can be automatically or manually configured to 
contain the communications address of the sender, or of a 
specific group of collaborators. 

Another embodiment of the present invention provides for 
10 the combination of Program Sharing and App Linking. A Pro­

gram Sharing AppLink would allow the server-based appli­
cation that presents an AppLinked file to the recipient to be 
"shared" real-time between two or more users, typically the 
sender and the AppLink recipient(s) for the purpose of col-

15 laboration. "Program Sharing," or "Session Shadowing", 
allows multiple users to interact with the same document 
simultaneously, as depicted in FIGS. 20, 21, and 22. FIG. 20 
is a depiction of a process flow, with corresponding user 
interfaces, for a collaborative communication system accord-

20 ing to an embodiment of the present invention. FIG. 20 shows 
a suitable GUI for the administration of a collaborative com-

In a further embodiment of the instant invention, a Com­
munications AppLink, which may also be referred to herein 
according to the name of trade "CommLink". In this embodi- 25 

ment, the server-based application is one or more communi­
cations programs, such as an e-mail, Instant Messaging, Chat 
(IRC), Voice Chat (Voice Over Internet Protocol), or Video 
Chat application or executable. The communications pro­
gram may preferably be preconfigured with the communica- 30 

tions address of the sender. The Communications AppLink 
can then be used by the AppLink recipient to communicate 
with the sender, who will have a compatible communications 
program, either server-based, or locally installed. This "Com­
mLink" could be sent along with an App Link to another file 35 

that the sender wishes to collaborate with the recipient about, 

munication session according to an embodiment of the 
present invention, together with a process flow for the cre­
ation of such a session. AnAppLink recipient may activate an 
AppLink as discussed previously. To establish a communica­
tion session, the recipient may communicate with the sender, 
requesting a program sharing session. In response, the sender 
may query the AppLink server by executing, e.g., a "current 
AppLink activity" GUI button, which will display the send­
er's currently active AppLink sessions. Identification infor­
mation regarding the sessions may also be supplied. 

The sender may indicate, e.g., via GUI radio button or 
check box, which sessions he wishes to be collaborative 
through the use of program sharing. The sender may then be 
presented with an interface to indicate which sessions he 
wishes to copy to the would-be collaborators. This may be the 

or have the recipient view and discuss. A depiction of a screen 
view of a suitable CommLink GUI implementing a Voice 
Over Internet Protocol application (voice messaging or chat) 
is depicted in FIG. 19a at 1910. FIG. 19a is a depiction of a 40 

user interface for a communication link according to an 
embodiment of the present invention. Using App Link, access 

sender's session or another AppLink session currently run­
ning. The selected collaborators are presented with a thin 
client environment housing the selected session, which all 
collaborators can see at the same time on their remote device. 
The sender may select an additional session for collaboration 
as well. Collaborative users may have a single thin client 
running one collaborative session, or they may have multiple 
sessions, which may differ from the combinations of other 

to one user's communication tools could be sent to another 
user via server-based communications programs in a web 
page or e-mail. Suitable applications may include Instant 
Messaging, as in FIG. 19b, email, or voice over IP and video 
conferencing in those instances in which the local client pro­
gram can access the relevant components of the local 
machine, such as the microphone or WebCam. FIG. 23 is a 
depiction of a screen view for an alternate implementation of 
a communication link according to an embodiment of the 
present invention. The recipient could communicate with the 
sender despite having no compatible communications pro­
grams installed on his local machine. This would allow guar­
anteed reliable communication with any number of recipients 
in a manner fully supported by both/all users, with no prob­
lems with incompatible or conflicting proprietary communi­
cations applications or executables. The communications 
applications could be configured, according to the desires of 
the sender, to allow the recipient to only communicate with 
the sender, for example according to the sender's addresses 
already set up in the application. 

An AppLink provides for file independence, since the 
application can be "sent" along with the file. Similarly, in the 
Communications AppLink embodiment, or the alternative 
Communications Embed-an-App embodiment of the present 
invention, the sender "sends" the communications program 

45 session participants. 
FIG. 21a is a depiction of a process flow for a collaborative 

communication system according to an embodiment of the 
present invention. FIG. 21a depicts a network environment as 
it exists prior to the effecting of a program sharing session. 

50 Each user, or would-be collaborator, is presented with a sepa­
rate session, which is not shared by any other user. The users 
maintain network links through a network such as a public 
network or internetwork to sessions running on the AppLink 
server array or application server, shown in the top tier of FIG. 

55 21a. The user's respective displays are shown in the bottom 
tier of FIG. 21a. FIG. 22 is a depiction of a process flow for a 
collaborative communication system according to an 
embodiment of the present invention. FIG. 21b depicts the 
network environment following creation of the session or 

60 sessions, creating a virtual network architecture as shown. 
The owner of the AppLink account or administrator of the 
session may enable the sessions, the data flow of which is 
shown by the solid line. The recipient collaborators continue 
to maintain their sessions and corresponding session thin-

65 client GUis. Each user can move the application's cursor and 
otherwise interact with the program. Coordination between 
multiple users about who is currently interacting with the 
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program can be done informally, or in some variants, control 
of the application must be formally requested and granted by 

FIG. 26 is a depiction of a user interface for an alternate 
embodiment of the present invention. In a further refined 
embodiment of the present invention, application interface 
settings may be altered according to file metadata. According 
to this embodiment, a user can associate a custom program 
interface setting with a file, for example, in the form of meta-
data for that file. File metadata is information about the file 
that may be contained in the file, for example as a file header, 
or external to it, for example, in a file database. For example, 

the current controller. According to the present invention, 
AppLink functionality is combined with a program sharing 
capability. Since the program is running on the server, it is 5 

possible to split, or "copy" the data flow from the application 
server to the first interface thin client to one or more addi­
tional thin clients, running on different remote machines. The 
App Link can serve as an initial connection mechanism to the 
AppLink Server, and thus to the AppLink sender, who can 
view whichAppLinks are being used at any point in time. The 
actual program session that is shared can be the AppLinked 

10 FIG. 26 depicts a typical GUI interface to examine the file 
metadata of a particular type of file. An application interface 
setting will preferably specify which menu items or tools 
would be present in the application as experienced by the user. 
The file metadata application interface settings could com-

file program session, or any other session extant among the 
online AppLink sender and recipients. The session can be 
changed at any time. 

There are two ways to implement a combinationAppLink­
ing and Program Sharing event with regard to the recipient's 
existing sessions, that is the sessions that were in existence 
prior to program sharing. One is to take over the application 
windows of the persons being shared with and replace that 
windows contents with the session to be shared. The recipi­
ent's sessions would continue to run, but not be visible to the 
recipients until the session sharing is terminated. A second, 
preferred mode, is to generate a second application window 
on each recipient's computer GUI desktop with the shared 
session. That way, each recipient can continue running and 
interacting with their own session, and perhaps sharing that 
session with others later. 

The present invention provides application and file access 
to a much broader range of users than a normal Application 
Service Provider (ASP) model, where each user must be 
signed up with a particular ASP. 

FIG. 23 and FIG. 24 are a depiction of user interface for an 
alternate implementation of a communication link according 

15 municate with the application's APis (Application Program­
ming Interfaces, or protocols to communicate with and con­
trol a program) to customize the interface prior to opening a 
file. If that file is opened, the program would display the 
application interface specified for that file. Another user 

20 accessing the file through an App Link, for example, would be 
limited to the application settings created by the file owner or 
administrator, such as the author. Interface specifications file 
metadata could additionally have an additional association 
with a person or group, so that when that person or group 

25 opens the file, the user may be presented with a particular 
interface for the target application optimized for that person 
or group, for example, according to their work roles. For 
example, tasks that are never performed by members of a 
certain group may be eliminated, thus reducing clutter and 

30 simplifying the interface for that group. In certain situations, 
AppLink recipients may actually pay for and/or subscribe to 
certain functions or subsets of functions, eliminating those 
that they would not use from the interface and simplifying 
their experience of the application. 

The ability to "send" an application viaAppLink for open-
ing and working with a file means that the application can now 
serve different roles than originally envisioned by creators of 
the program. For example, in an embodiment of the present 
invention in which application Interface Settings are altered 

to an embodiment of the present invention. CommLinks 35 

could be included in a web page that also has an embedded 
application with a file that the sender wishes to collaborate 
with a recipient on as depicted in FIG. 23. Through session 
shadowing or program sharing of that program window, both 
users can be viewing and working with the file simulta­
neously as shown in FIGS. 21 and 22. They can also be 
communicating with each other via the embedded or 
AppLinked communications programs. 

40 according to file metadata, a presentation file AppLink may 
be sent, with the sole purpose of having the recipient view the 
presentation. There is no necessity for the recipient to modify 
the presentation, indeed, the presence in the AppLink presen­
tation application of tools necessary to create and modify the Several of the embodiments of the present invention 

described above may be combined into what may be termed a 
multiple application or multiple file App Link, which may be 
implemented by the integration of a CommLink embodiment 
with a Program Sharing embodiment. A depiction of a suit­
able GUI for transmission of a multifile AppLink is also 
shown in FIGS. lla and llb. FIG. 24a is a depiction of user 
interface for an alternate implementation of a communication 
link according to an embodiment of the present invention. 
FIG. 24b is a depiction of an alternate implementation of a 
user interface for a communication link according to an 
embodiment of the present invention. Alternatively, the mul­
tifile App Links and attendant CommLinks may be combined 
into a single communication, e.g., a SMTP e-mail message as 
depicted in FIGS. 24a and 24b. 

According to this embodiment of the present invention, an 
App Link can be created which combines one or more server­
based communications programs plus a file or files in one or 
more application windows, frames, or displays, which can be 
program-shared. The communications program can be used 
to communicate with an App Link sender, for example via a 
text or audio chat, or via an instant messaging application. 
The sender and one or more recipients can collaborate over a 
document via the Program Sharing capability. 

45 presentation could confuse the recipient who might be unfa­
miliar with the full functionality of the application. Accord­
ingly, it would therefore be beneficial if the App Link creator 
could modify the program that the recipient sees to eliminate 
confusing and unnecessary menu items and tools. The ability 

50 of the App Link creator to customize the program interface to 
achieve particular goals also increases the usefulness of the 
ability to place an application window in a web site's web 
page. 

FIG. 27 is a process flow diagram for an e-mail server 
55 according to a further embodiment of the present invention. In 

a further embodiment of the present invention and as depicted 
in FIG. 27, anAppLink E-mail Gateway may be provided, by 
which a server, referred to as an AppLink E-mail Gateway 
Server 2701, screens all incoming e-mails for attachments. If 

60 an e-mail 2701 has an attached file 2702, this file is removed 
from the e-mail and stored on the server 2704 after being 
scanned for viruses. An AppLink to the file is created 2705 
and the AppLink is appended to the e-mail 2706. The e-mail 
is then forwarded to its intended recipient 2707, who opens 

65 the attachment via the AppLink 2708, thus eliminating the 
danger of computer viruses for the recipient's computer. In a 
related embodiment, but for a contrasting purpose, outgoing 
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e-mail can be treated similarly, by removing and storing the 
attachments, and creating an App Link which is added to the 
e-mail instead. For outgoing e-mails, the replacement of all 
attachments withAppLinks may aid in the control of a com­
pany's intellectual property, by ensuring that the attached 5 

files remain with the company, and AppLink recipient file 
permissions or properties may be restricted centrally accord­
ing to company policy and the recipient permissions in gen­
eral. 

further use; "annoy-ware", where some Jrntating feature, 
such as a fixed delay after opening the program until it can be 
used, is present until a key code is entered; "cripple-ware", 
where critical features such as a "print" function is disabled 
until a key code is entered; or "limited time-ware" where 
entry of a key code enables application usage for a specified 
time period. Information about increased functionality is 
preferably provided that may be enabled via entry of a key 
code which may, for example, be purchased from the software 

According to the present invention, an AppLink may be 
implemented as a viral marketing mechanism for service 
providers as follows: A link or other mechanism may be 
included in some or all sent AppLinks, depending for 
example on the subscription level of the sender or creator, 
whereby anAppLink recipient is advised or solicited regard­
ing signing up with the service provider that is providing the 
AppLink capability to enable the recipient to send their own 
AppLinks. In this manner, incentive is provided to the recipi-
ent to sign up or register. According to this embodiment of the 
present invention, the novel capability of AppLink to deliver 
server-based applications and files to a broad range of anony­
mous or random recipients allows AppLink to be used as a 
viral marketing mechanism. Viral marketing typically may be 
thought to require two components: (1) a user motivated to 
use a service to communicate with others that are not cur­
rently members of the service, and (2) provision for nonmem­
bers that are communicated with to sign up for the service. 

Since an AppLink is essentially a new and useful way to 
communicate with any number of recipients, it intrinsically 
provides the first component. The second condition can be 
satisfied by including a registration form or a link included in 

10 vendor or the application service provider. 
Following creation of an AppLink, a list of suitable appli­

cations may be ranked from most to least suitable for the 
AppLink file. Upon execution, as depicted in FIG. 1 at 124 
and in FIG. 18, theAppLink server may go down the list, and 

15 as soon as the user has the right to use an application choice, 
the application server is prompted to start this application. If 
the user does not have the best choice, their license or pur­
chase of this choice may be solicited. A database may be 
accessed to determine the current application rights of the 

20 user. If no application can be validate or otherwise provided to 
the user, they may be provided with an error message. 

Where a user has multiple AppLinks to multiple files or 
applications or computer "desktops" on one or more servers 
located in the same or different data centers operated by the 

25 same or different service providers, this constitutes an 
"App Link Library". A user could create multiple App Links to 
his files from different servers operated by different service 
providers. By keeping a list of AppLinks to each file, or to a 
desktop work area for each server, the user has a central 

30 library of his files and applications. Such a list could be kept 
in a web browser's or web home page's URL "bookmark" 
list. This aggregation of AppLinks could serve as a user's 
document library, and could be stored locally or on a central 

a recipient's introductory web page, as depicted in FIGS. 5 
and Sb, for sent AppLinks which, if activated by the App Link 
recipient, brings an App Link recipient to some sort of infor­
mational web page which would include that ability to regis- 35 

ter with the service, perhaps through a limited time offer. 

database. 
Generally, AppLink creation can be optimally joined with 

or linked to the means of transmission to intended recipients, 
to minimize the number of steps the AppLink creator is 
required to perform, or to minimize the number of applica-

Another means to facilitate viral marketing is to combine 
the thin client (required by App Link recipients to activate and 
interact with an App Linked file) with the means to create 
AppLinks. Each first-time AppLink recipient will have to 
download some sort of thin client. If that download also 
includes means to create anAppLink, perhaps as a plug-in to 
an email application, the "viral marketing" propagation of 
users of the App Link service provider should be considerably 
enhanced. The e-mail plug-in could be preconfigured to use, 
for example, a free trial account offered by the AppLink 
service provider for a limited time. 

Another means of facilitating viral marketing for the 
App Link service provider is to use the occasion of a recipient 
trying to activate an inactive App Link as a marketing oppor­
tunity. The recipient could get a web page containing an error 
message, FIG. 36, but one that also includes an offer to let the 
recipient try outAppLinking, perhaps withAppLinks to sev­
eral "demonstration" files, such as a spreadsheet, word docu­
ment, and presentation file. 

Another embodiment where the use of App Links can act as 
a viral marketing mechanism for Software Vendors or pub­
lishers is by way of an App Link Recipient Demo Application 
License. According to this embodiment, a free "demo" 
license for AppLink recipients allows software vendors to 
present their application to potential customers via the viral 
marketing mechanism of App Link. In a further refinement of 
this embodiment, a server-delivered application may be pro­
vided to App Link recipients (who have not yet paid for appli­
cation access rights) which contain various limitations on 
functionality, e.g., "demo-ware", where an application has a 
free demo period, after which a key code must be entered for 

40 
tions the creator is required to use. Often, this transmission 
method will be e-mail. Therefore, incorporating AppLink 
generation into an e-mail program to automate some of these 
steps would have efficiency and convenience benefits for the 
end user in the creation and transmission of AppLinks via 

45 
e-mail. 

According to an alternate embodiment of the present 
invention, an App Link is created and executed via communi­
cation with the AppLink Server by the native code of an 
e-mail application, or an addition to the e-mail program, such 

50 as through a plug-in or add-on program. This add-on could 
interact with the e-mail program through program APis, thus 
the creation code could facilitate any of the possible trans­
mission formats. Generating an AppLink through an e-mail 
interface would include the following steps: 1) Selection of 

55 the file to beAppLinked; 2) Setting ofAppLinkproperties (or 
the acceptance of previously set parameters); 3) Generation 
of the App Link address or URL; 4) Inclusion of the AppLink 
address in an e-mail, either as a naked link or linked to an 
inserted image. If including an Application Window in the 

60 e-mail according to the e-mail implementation of the embed­
an-app embodiment described above, the sender would be 
prompted to size and place the window in the e-mail. Finally, 
recipients could be selected and the e-mail sent. 

The inclusion of the AppLink address in the e-mail may be 
65 effected in one of several ways. One AppLink presentation 

method may be used if the App Link transmission e-mail is in 
plain text format. In this case, the App Link is inserted by the 
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E-mail AppLink Insertion procedure as a naked link, for 
example as depicted in FIGS. llb and 24b. 

An alternate App Link presentation method may be used if 
the App Link transmission e-mail is in a richer format such as 
HTML, RTF, or XML. In this case, as depicted in FIG. lla, 5 

the e-mail AppLink Insertion procedure can generate and 
insert an image into the e-mail representing the AppLink, 
with the actual nakedAppLink address linked to the image via 
underlying code. The image could incorporate features to aid 
in communication with the recipient, such as a preview of the 10 

AppLinked document, or a thumbnail image of the document 
bearing a label with the name of the App Linked file. Suitable 
source code implementing this embodiment, for an HTML­
format e-mail would be: 

<A HREF="WWW.FREEDESK.COM/APPLINKS/ 15 

345.678.893334"><IMG SRC="APPLINK BUTTON TO 
BUSINESS PLAN.JPG"><IA> 

Various user interfaces may be used in implementing 
embodiments of the present invention; however, several suit­
able user interfaces are described herein. FIG. 34 depicts a 20 

suitable user interface 3410 serving as a confirmation screen 
so that the senderof an App Link may ensure the parameters of 
the AppLink are as intended. The sender may then execute a 
GUI button 3412 to mail the AppLink, edit the parameters 
3414, or cancel the AppLink 3416. 25 

A suitable GUI interface for the receiver of an App Link is 
depicted in FIG. 35. The user may enter a password in the text 
box, download the document if permitted via a link, and 
observe information about the file that is the subject of the 
AppLink. Various informational links may also be provided 30 

for general information. However, if a recipient tries to access 
an AppLink that has expired or otherwise terminated, they 
may be presented with informational GUI depicted in FIG. 
36, which may also serve as an informational source about the 
invention by way of links. If the AppLink is successfully 35 

accessed by the recipient, the sender of the App Link may be 
notified by SMTP message as depicted in FIG. 25, or by other 
communication as detailed above. 

AnAppLink sender may be provided with a GUI interface 
or other suitable interface as depicted in FIG. 26 giving a 40 

comprehensive list of all AppLinks which the sender is cur­
rently administering or are active or pending. The status of the 
particular AppLinks may be shown. The sender may execute 
check boxes or otherwise indicate if any files are to be manu-
ally deleted prior to their automatic expiration. 45 

While a preferred embodiment of the present invention has 
been described, it should be understood that various changes, 
adaptations and modifications may be made therein without 
departing from the spirit of the invention and the scope of the 
appended claims. 50 

What is claimed is: 
1. A method to allow a user of a local computer to access a 

remote computer file with a remote application, the method 
comprising: 

(a) providing a computer server system connected to a 55 

communications network; 
(b) the server system detecting the activation by the user of 

a hyperlink associated with the computer file; 
( c) operating on said computer server system at least one 

application program that is compatible with or capable 60 

of loading and operating upon said computer file, and 
that has a graphical user interface; 

( d) opening the computer file in the application program; 
and 

( e) operating a thin client of the terminal emulation type on 65 

the local computer, the thin client displaying the graphi-
cal user interface of said application program to said user 

40 
and allowing the user to provide input to the application 
program running on the remote computer; and 

(f) restricting said recipient user's access to and manipu­
lation of the computer file, wherein said file access and 
manipulation restrictions comprise restrictions that are 
selected from the group consisting of: 
(1) whether the computer file may be accessed; 
(2) a number of times the computer file may be accessed; 
(3) a time period during which the computer file may be 

accessed; 
( 4) whether the computer file may be printed locally; 
(5) whether the computer file may be saved onto said 

remote recipient user computing device; 
( 6) whether the computer file or portions thereof may be 

copied onto the local computer memory clipboard of 
the remote recipient user computing device; 

(7) whether, after alteration by said recipient user, the 
computer file or portions thereof may be saved onto 
said computer server system, whereby the original 
copy of said data file is replaced by the altered file, and 
said application file hyperlink is now associated with 
said altered file, and 

(8) whether, after alteration by said recipient user, the 
computer file or portions thereof may be saved onto 
said computer server system, whereby the original 
copy of said data file is not replaced by the altered file 
and remains on the storage system of said server sys­
tem, 

whereby control and protection of the computer file is 
retained, while providing simple and easy access to the 
user via said server based applications delivered via thin 
client. 

2. The method of claim 1, wherein the hyperlink points to 
a network location or address associated with metadata iden­
tifying the computer file. 

3. The method of claim 1, wherein the application program 
is selected after the activation of the hyperlink is detected. 

4. The method of claim 1, wherein the application program 
is selected from a plurality of application programs based on 
selection criteria comprising criteria chosen from the group 
consisting of: 

( a) legal rights of the user to use the application programs; 
(b) capabilities of the application programs; and 
( c) properties that are associated with the hyperlink. 
5. A method for handling incoming emails at an email 

gateway comprising: 
(a) identifying a data file attachment on an incoming email 

addressed to a recipient; 
(b) creating a copy of the identified attachment on a storage 

device accessible by the email gateway; 
( c) creating a reference or hyperlink associated with the 

attachment copy; 
( d) deleting the attachment from the incoming email and 

adding said hyperlink to the email; 
( e) operating on a remote computer remote from the recipi­

ent an application program associated with and compat­
ible with the attachment copy; 

(f) opening the attachment copy in the application program 
running on the computer remote from the recipient upon 
activation of the hyperlink; and 

(g) operating a thin client on a local computer used by the 
recipient, the thin client allowing the recipient to provide 
input to and receive output from the application program 
running on the remote computer, 
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(h) setting variable restnct10ns on the access to and 
manipulation of said attachment copy file, wherein said 
restrictions comprise restrictions selected from the 
group consisting of: 
(1) whether said attachment copy may be accessed; and 5 

(2) access restrictions based upon a security level asso-
ciated with the recipient, 

whereby the email attachment cannot pose a virus danger 
to said local computer since it is manipulated remotely, 
and whereas the local computer has no need of a com- 10 

patible program to open said attachment. 
6. A method for handling outgoing emails at an email 

gateway comprising: 
(a) identifying a data file attachment on an outgoing email 

addressed to a recipient; 15 

(b) creating a copy of the identified attachment on a storage 
device accessible by the email gateway; 

( c) creating a hyperlink associated with the attachment 
copy; 

( d) replacing the identified attachment in the outgoing 20 

email with the hyperlink; 
( e) forwarding the outgoing email with the hyperlink to the 

recipient; 
(f) detecting an activation of the hyperlink by the recipient; 
(g) operating on a remote computer remote from the recipi- 25 

ent an application program compatible with said attach­
ment copy or file; 

(h) opening said attachment copy in said application pro­
gram; and 

(i) operating a thin client on a local computer used by the 30 

email recipient, the thin client allowing the recipient to 
provide input to and receive output from said application 
program, 

G) setting variable restrictions on the access to and manipu­
lation of said attachment copy file, wherein said restric- 35 

tions comprise restrictions selected from the group con­
sisting of: 
(1) whether said attachment copy may be accessed; and 
(2) access restrictions based upon a security level asso-

ciated with the recipient, 40 

whereby control and protection of outgoing data attach­
ments is retained by removing said data from outgoing 
emails, while giving appropriate access to recipients via 
server based applications delivered via thin client. 

7. The method of claim 6, further comprising the step of 45 

setting a variable level of access restrictions based upon a 
security level associated with the identified attachment, 
whereby attachment access can be varied according to the 
sensitivity of a particular attached document. 

8. An application server comprising: 50 

(a) a network interface to communicate over a computer 
network; 

(b) at least one processing unit for rumiing software pro­
grams and components; 

( c) an application remote operation enabling program 55 

capable of operating an application program which has a 
GUI and transmitting the GUI of said application pro­
gram in a terminal emulation mode to a thin client oper­
ating on a remote computer, and providing remote inter­
action with the application program via the thin client 60 

over the computer network; 
( d) a storage device containing a computer file; 
( e) an association component that associates a hyperlink 

with the computer file; 
(f) a listener component that detects an activation of the 65 

hyperlink over the computer network by the remote 
computer; 
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(g) an initiator component that, upon detection of the 

hyperlink activation, opens the computer file in said 
application program and transmits the graphical user 
interface of said application program to the thin client 
operating on the remote computer; and 

(h) a restriction component that restricts the remote com­
puter's access to and manipulation of the computer file, 
wherein said file access and manipulation restrictions 
comprise restrictions selected from the group consisting 
of: 
(1) whether the computer file may be accessed; 
(2) a number of times the computer file may be accessed; 
(3) a time period during which the computer file may be 

accessed; 
( 4) whether the computer file may be printed locally; 
(5) whether the computer file may be saved onto said 

remote recipient user computing device; 
( 6) whether the computer file or portions thereof may be 

copied onto the local computer memory clipboard of 
the remote recipient user computing device; 

(7) whether, after alteration by said recipient user, the 
computer file or portions thereof may be saved onto 
said computer server system, whereby the original 
copy of said data file is replaced by the altered file, and 
said application file hyperlink is now associated with 
said altered file, and 

(8) whether, after alteration by said recipient user, the 
computer file or portions thereof may be saved onto 
said computer server system, whereby the original 
copy of said data file is not replaced by the altered file 
and remains on the storage system of said server sys­
tem, 

whereby control and protection of the computer file is 
retained, while giving appropriate access to recipients 
via said server based applications delivered via thin 
client. 

9. The application server of claim 8, wherein the at least 
one processing unit is selected from the group consisting of: 

(a) a single server; 
(b) a personal computer; and 
( c) multiple, separate computers operating as a single, logi­

cal server. 
10. A method comprising the steps of: 
(a) providing a computer server system which is connected 

to a communications network and which contains 
executable code of at least one server based computer 
application which operates natively with a graphical 
user interface, 

(b) providing an application hyperlink that is associated 
with said server based application, 

( c) providing a computing device to at least one recipient 
user which is connected to said communications net­
work, 

( d) providing computer software executable code on the 
recipient user's computing device that activates said 
application hyperlink, 

( e) providing computer software executable code on said 
computer server system which detects the activation of 
the hyperlink by said recipient user's computing device, 
and 

(f) providing computer software executable code on said 
computer server system which selects and launches said 
server based computer application, 

(g) providing computer software executable code on said 
computer server system which transmits the graphical 
user interface of said server based computer application 
to said recipient user's computing device in a terminal 
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emulation mode, and receives inputs to said graphical 
user interface from the user; and 

(h) providing thin client computer software executable 
code on said recipient's computer which receives and 
displays said graphical user interface from said com- 5 

puter server system, and transmits the inputs of said 
recipient user back to the server based application, 

(i) providing computer software executable code on said 
computer server system which sets variable restrictions 
on the operation of said server based computer applica- 10 

tion, wherein said restrictions comprise restrictions 
selected from the group consisting of: 
(1) whether said server based computer application may 

be accessed; and 
(2) access restrictions based upon a security level asso- 15 

ciated with the recipient. 
11. The method of claim 10, comprising the additional 

steps of: 
(a) providing computer software executable code on said 

computer server system for creating said application 20 

hyperlink; and 
(b) transmitting said application hyperlink to said at least 

one recipient user. 
12. The method of claim 10, wherein said server based 

computer application comprises a first communications pro- 25 

gram or application. 
13. The method of claim 12, comprising providing a sec­

ond communications program or application hyperlink to 
said program to at least one additional user which is compat­
ible with or capable of communicating with said first com- 30 

munications program; and further configuring at least one of 
said first of second communications programs with the com­
munications address of the other communications program. 

14. The method of claim 13, wherein said first and second 
communications program or application comprises programs 35 

selected from the group consisting of: 
(a) an email program; 
(b) an instant messaging program; 
( c) a voice over internet protocol program; 
( d) a video conferencing program; and 
( e) an internet relay chat application. 
15. The method of claim 10, wherein said server based 

computer application comprises a computer visual interface 
desktop work area, and further comprising the steps of: 

40 

(a) operating at least one native software server based 45 

application and 
(b) providing access to or links to said one or more native 

software server based applications within said computer 
visual interface desktop work area. 

16. The method of claim 15, wherein said native software 
50 

applications comprise applications selected from a group 
consisting of: 

(a) an email program, 
(b) an instant message program, 
( c) stock quote program, 
( d) news delivery program, 
( e) weather delivery program, 
(f) a group scheduling program, 
(g) a data file storage program; and 
(h) a calendar program. 
17. The method of claim 15 used in conjunction with a 

commercial service, further comprising providing access to 
said computer visual interface desktop to subscribers of said 
commercial service, 

whereby said application hyperlink recipient may utilize 
said visual interface desktop. 

55 

60 

65 
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18. A method to allow remote users to access computer files 

with server based applications by activating a hyperlink, the 
method comprising: 

(a) providing a computer server system connected to a 
communications network, the server system having 
access to at least one computer file and to executable 
code for at least one file compatible server based appli­
cation which operates natively with a graphical user 
interface, the at least one application being adapted to 
open said at least one computer file; 

(b) providing an application file hyperlink that is associ­
ated with said at least one computer file; 

( c) providing at least one remote recipient user computing 
device to at least one hyperlink recipient user; 

( d) providing computer software executable code on said at 
least one remote recipient user computing device which 
is connected to said communications network for acti­
vating said application file hyperlink over said commu­
nications network; 

( e) providing computer software executable code on said 
computer server system which detects the activation of 
the hyperlink by said hyperlink recipient user over said 
communications network; 

(f) providing a thin client application or program on said at 
least one remote recipient user computer adapted to 
receive and display said graphical user interface of said 
file compatible server based computer application in a 
terminal emulation mode, and accept and transmit 
inputs of said user back to the server based application; 

(g) providing computer software executable code on said 
computer server system adapted to select and start said 
file compatible server based computer application in a 
user session; 

(h) providing computer software executable code on said 
computer server system which opens said computer file 
in said file compatible server based computer applica­
tion; 

(i) providing computer software executable code on said 
computer server system for transmitting the graphical 
user interface of said file compatible server based com­
puter application to the at least one remote recipient user 
computer in a terminal emulation mode and to receive 
inputs to said interface from the at least one hyperlink 
recipient user; and 

(j) providing computer software executable code on said 
computer server system which restricts said recipient 
user's access to and manipulation of said at least one 
computer file, wherein said file access and manipulation 
restrictions comprise restrictions selected from the 
group consisting of: 
(1) whether the data file may be accessed; 
(2) a number of times the data file may be accessed; 
(3) a particular time period during which the file may be 

accessed; 
(4) whether said hyperlink recipient user may print the 

data file locally; 
(5) whether said hyperlink recipient user may save said 

first data file locally onto said remote recipient user 
computing device; 

(6) whether said data file or portions thereof may be 
copied onto the local computer memory clipboard of 
the remote recipient user computing device; 

(7) whether, after alteration by said recipient user, said 
data file or portions thereof may be saved onto said 
computer server system, whereby the original copy of 
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said data file is replaced by the altered file, and said 
application file hyperlink is now associated with said 
altered file, and 

(8) whether, after alteration by said recipient user, said 
data file or portions thereof may be saved onto said 5 

computer server system, whereby the original copy of 
said data file is not replaced by the altered file and 
remains on the storage system of said server system. 

19. The method of claim 18, further comprising the step of 
providing computer software executable code for creating 10 

said application file hyperlink and associating the hyperlink 
with said at least one computer file. 

20. The method of claim 19, wherein the graphical user 
interface of said hyperlink generation computer software 
executable code comprises a web page form. 

21. The method of claim 18, further comprising the step of 
transmitting said application file hyperlink to said at least one 
hyperlink recipient user. 

15 

46 
(a) a password; 
(b) the network address of said hyperlink recipient user; 
( c) a digital signature, and 
( d) information provided via the HTTP authentication pro­

tocol. 
33. The method of claim 31, wherein said qualifying action 

is comprises accepting an agreement. 
34. The method of claim 33, wherein said agreement obli­

gates the recipient user to limit disclosure of the content of 
said data file. 

35. The method of claim 33, wherein said agreement is a 
license agreement. 

36. The method of claim 18, further comprising: 
(a) providing executable code on said computer server 

system for producing a computer visual interface desk­
top work area, 

(b) providing access to or links to said file compatible 
application on the visual interface desktop, 

( c) providing access to or links to zero or more additional 
applications on the visual interface desktop, 

22. The method of claim 21, wherein the hyperlink trans­
mission means comprise means selected from the group con- 20 

sisting of: ( d) providing access to or links to said at least one computer 
file or document on the visual interface desktop; and 

wherein said thin client means on said at least one remote 
recipient computer are adapted to receive and display said 

25 computer visual interface desktop work area. 

(a) an email message; 
(b) an instant messaging application; 
( c) a hyperlink embedded in a web page; 
( d) a telephone; 
( e) an appropriately formatted document or file; and 
(f) a pager. 
23. The method of claim 18, wherein said communications 

network comprises an internet. 
24. The method of claim 18, wherein said communications 30 

network comprises a local area network. 
25. The method of claim 18, wherein said hyperlink com­

prises a uniform resource locator. 
26. The method of claim 18, further comprising: 
(a) disassociating said application file hyperlink from said 35 

at least one computer file; and 
(b) associating said application file hyperlink with at least 

one different computer file. 
27. The method of claim 18, additionally comprising the 

step of modifying the application interface capability func- 40 

tion settings of said file compatible server based computer 
application. 

37. The method of claim 18, further comprising: 
(a) after detecting said hyperlink activation, assigning a 

guest account to said recipient user; and 
(b) creating a copy of said at least one computer file in the 

guest account; and 
( c) opening the file copy in said file compatible server 

based application instead of the original computer file. 
38. The method of claim 37, wherein the guest account is 

created after detecting said hyperlink activation. 
39. The method of claim 37, further comprising the step of 

terminating the remote application access session, and after 
said termination either: 

(a) deleting said guest account, or 
(b) returning said guest account to available status. 
40. The method of claim 37, further comprising the step of 

predefining a plurality of guest accounts, and further wherein 
one of the predefined guest accounts is assigned to the user 
after hyperlink activation. 

41. The method of claim 18, wherein said at least one 
28. The method of claim 18, wherein the recipient user 

computer comprises a type selected from the group consisting 
of: 

(a) a personal computer; 
(b) a personal digital assistant; 
( c) a web or internet appliance device; and 
( d) a television set top box. 

45 computer file comprises a first computer file and at least one 
additional computer file, and wherein said application file 
hyperlink is associated with both the first and the additional 
computer files, and further comprising: 

29. The method of claim 18, wherein said at least one file 50 

compatible server based application is comprises a partially 
disabled file compatible server based application. 

30. The method of claim 18, wherein said thin client appli­
cation comprises a partially disabled thin client application. 

31. The method of claim 18, wherein said file access and 55 

manipulation restrictions comprise restrictions which are 
selected based upon variables selected from the group con­
sisting of: 

(a) the identity of said hyperlink recipient user; 

( a) operating on a remote computer at least one application 
program which is compatible with or capable of opening 
each of said computer files; 

(b) opening each computer file in said application program; 
and 

( c) transmitting the graphical user interface of said at least 
one application program to said thin client program in a 
terminal emulation mode. 

42. The method of claim 18, further comprising providing 
means for at least one additional user using at least one 
additional remote user computing device to view and option-

(b) the network address of said hyperlink recipient user; 
( c) whether a qualifying action has been performed by said 

recipient user; and 
( d) whether authentication information has been provided 

by said hyperlink recipient user. 

60 ally interact with the interface of said file compatible server 
based computer application in a terminal emulation mode, 
whereby the additional user and the first hyperlink recipient 
user may engage in simultaneous collaboration over said file 
or document. 

32. The method of claim 31, wherein said authentication 65 

information comprises criteria selected from the group con­
sisting of: 

43. The method of claim 18, wherein said method is pro­
vided by an entity as a service and further comprising the step 
of providing subscription means associated with said service 
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whereby a remote hyperlink recipient user who is not a sub­
scriber of said entity is solicited to subscribe to said service. 

48 
58. The method of claim 18, further comprising operating 

the application program on the remote computer after the 
activation of the hyperlink is detected. 44. The method of claim 18, wherein a log of data about 

accesses to said computer file is kept on said computer server 
system. 

45. The method of claim 18, further comprising notifying 
at least one designated user who is not said least one remote 
recipient user upon the occurrence of a hyperlink access 
event. 

59. The method of claim 18, wherein the selection of said 
5 file compatible application is based on criteria comprising 

data selected from the group consisting of: 

46. The method of claim 45, wherein said notification 10 

utilizes transmission means selected from the group consist-
ing of: 

(a) an email application; 
(b) an instant message application; 
( c) a telephone; and 
(d) a pager. 
47. The method of claim 45, wherein said notification 

includes data about said hyperlink access event. 
48. The method of claim 47, wherein said data comprises 

data selected from the group consisting of: 
(a) details about said hyperlink recipient user; 
(b) the time of activation of said application file hyperlink; 
(c) information about said file associated with said appli-

cation file hyperlink; 
( d) the network location of said hyperlink recipient user; 
( e) information about any changes to said data file. 
49. The method of claim 45, wherein said hyperlink access 

events comprise events that are selected from the group con­
sisting of: 

(a) hyperlink activation; 
(b) file access; and 
( c) file alteration. 
50. The method of claim 18, wherein said computer server 

system comprises a computing machine configuration 
selected from the group consisting of: 

(a) a single server; 
(b) a personal computer; 
( c) multiple, separate computers operating as a single, logi­

cal server. 
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51. The method of claim 50, wherein one of said multiple, 40 

separate computers operating as a single, logical server com­
prises a computer operating as an application server. 

52. The method of claim 50, wherein one of said multiple, 
separate computers operating as a single, logical server com­
prise a computer operating as a file server. 45 

53. The method of claim 18, wherein the computer soft­
ware executable code which detects the execution of the 
hyperlink by said hyperlink recipient user operates on a com­
puting device physically separate from the remainder of said 
server system but connected through said communications 50 

network. 
54. The method of claim 18, further comprising download­

ing the thin client from the server system to said at least one 
remote recipient user computing device. 

55. The method of claim 54, wherein the step of download- 55 

ing the thin client occurs only after said at least one remote 
recipient user computing device is examined and found not to 
already have the thin client available. 

56. The method of claim 18, further comprising the step of 
determining whether said hyperlink is still active or enabled 60 

and wherein the step of opening the computer file occurs only 
if said hyperlink is active or enabled. 

57. The method of claim 18, wherein changes are made to 
the computer file after the hyperlink is created, and the hyper­
link remains associated with the latest version of the com- 65 

puter file. 

(a) information about optimum applications for viewing of 
said file; 

(b) information about optimum applications for manipula­
tion of said file; 

( c) said recipient user's legal rights to use available file 
compatible applications; and 

( d) usage permissions associated with said available file 
compatible applications. 

60. The method of claim 59, wherein the recipient user's 
legal rights are established by criteria comprising: 

(a) providing valuable consideration from said recipient 
user in exchange for rights to use said available file 
compatible application; 

(b) providing information authenticating the recipient 
user's legal rights to use said available file compatible 
applications; and 

( c) executing an agreement conferring rights to use said 
available file compatible application. 

61. The method of claim 18, further comprising the steps 
of: 

(a) providing a user group comprising at least one member 
user with access to an email account; 

(b) intercepting all incoming emails for said user group 
prior to delivery to the email accounts of the at least one 
member user of said user group; 

( c) screening said incoming emails for attached data files, 
( d) removing said attached data files and storing said 

attached data files on the said computer server system; 
( e) creating an application file hyperlink to said attached 

data files; 
(f) appending said application file hyperlink to an incom­

ing email to which said attached data file had been 
attached; 

(g) forwarding said incoming email without the attached 
file to the intended member user's email account; and 

(h) said member user accessing said attached data file by 
activating said application file hyperlink. 

62. The method of claim 61, further comprising the step of 
centrally setting parameters of the file access and manipula­
tion restrictions for said user group. 

63. The method of claim 18, further including the steps of: 
(a) providing a user group consisting of at least one mem­

ber user with access to an email account; 
(b) intercepting all outgoing emails for said user group; 
( c) screening said outgoing emails for attached data files; 
( d) removing the attached data file from the outgoing email 

and storing said attached file on the server; 
( e) creating an application file hyperlink to said attached 

files; 
(f) appending said hyperlink to said outgoing email; 
(g) forwarding said incoming email without the attached 

file to its intended recipient's email account; and 
(h) accessing said attached file by activating said applica­

tion file hyperlink. 
64. The method of claim 18, wherein the recipient user's 

file access and manipulation restrictions are variable. 

* * * * * 
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