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The MPEG-4 Fine-Grained Scalable Video Coding
Method for Multimedia Streaming Over IP
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Abstract—Real-time streaming of audiovisual content over the
Internet is emerging as an important technology area in multi-
media communications. Due to the wide variation of available

bandwidth over Internet sessions, there is a need for scalable

video coding methods and (corresponding) flexible streaming
approaches that are capable of adapting to changing network

conditions in real time. In this paper, we describe a new scalable

video-coding framework that has been adopted recently by the
MPEG-4 video standard. This new MPEG-4 video approach,
which is known as Fine-Granular-Scalability (FGS), consists of
a rich set of video coding tools that support quality (i.e., SNR),
temporal, and hybrid temporal-SNR scalabilities. Moreover, one
of the desired features of the MPEG-4 FGS method is its simplicity
and flexibility in supporting unicast and multicast streaming
applications over IP.

Index Terms—Author, please supply index terms. E-mail key-
words@ieee.org for info.

generic framework that addresses both the video-coding and
networking challenges associated with Internet video is scal-
ability. From a video-coding point-of-view, scalability plays a
crucial role in delivering the best possible video quality over un-
predictable “best-effort” networks. Bandwidth variation is one
of the primary characteristics of “best-effort” networks, and the
Internet is a prime example of such networks [38]. Therefore,
video scalability enables an application to adapt the streamed-
video quality to changing network conditions (and specifically
to bandwidth variation). From a networking point-of-view, scal-
ability is needed to enable a large number of users to view any
desired video stream, at anytime, and from anywhere. This leads
to the requirement that servers and the underlying transport pro-
tocols should be able to handle the delivery of a very large
number (hundreds, thousands, or possibly millions) of video

streams simultaneously.

I. INTRODUCTION

Consequently, any scalable Internet video-coding solution

has to enable a very simple and flexible streaming framework,

T Wide Web (WWW) has been growing steadily over the
past few years. This is evident from the large number of popular
web sites that include multimedia content specifically designed
for streaming applications. The growth in streaming audiovisual
information over the web has being increasing rather dramati- )
cally without any evidence of the previously-feared collapse in
the Internet or its global backbone. Consequently, multimedia
streaming and the set of applications that rely on streaming are
expected to continue growing. Meanwhile, the current quality
of streamed multimedia content, in general, and video in par-
ticular still needs a great deal of improvement before Internet
video can be accepted by the masses as an alternative to tele-
vision viewing. A primary objective of most researchers in the
field, however, is to mature Internet video solutions to the level
when viewing of good-quality video of major broadcast televi-
sion events (e.g., the Super Bowl, Olympics, World Cup, etc.) 4)
over the WWW becomes a reality [10]-[15].

To achieve this level of acceptability and proliferation of In-
ternet video, there are many technical challenges that have to be
addressed in the two areas of video-coding and networking. One

5)
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1)

The solution must enable a streaming server to perform
minimal real-timeprocessing and rate control when out-
putting a very large number of simultaneous unicast (on-
demand) streams.

The scalable Internet video-coding approach has to be
highly adaptable to unpredictable bandwidth variations
due to heterogeneous access-technologies of the receivers
(e.g., analog modem, cable mode, xDSL, etc.) or due to
dynamic changes in network conditions (e.g., congestion
events).

The video-coding solution must enable low-complexity
decoding and low-memory requirements to provide
common receivers (e.g., set-top-boxes and digital televi-
sions), in addition to powerful computers, the opportunity
to stream and decode any desired Internet video content.
The streaming framework and related scalable
video-coding approach should be able to support
both multicast and unicast applications. This, in gen-
eral, eliminates the need for coding content in different
formats to serve different types of applications.

The scalable bitstream must be resilient to packet loss
events, which are quite common over the Internet.
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memory at the receiver, and consequently they are undesiraidese-layer coded at a bitralk and a single enhancement-layer
for low-complexity devices [19]-[21]. In addition, some ofcoded using a fine-granular (or embedded) scheme to a max-
these methods rely on motion-compensation to improve theum bitrate ofR.. This structure provides a very efficient, yet
coding efficiency at the expense of sacrificing scalability ansimple, level of abstraction between the encoding and streaming
resilience to packet losses [19], [20]. Other video-codingrocesses. The encoder only needs to know the range of band-
techniques totally avoid any motion-compensation and conseidth [Ry,in = Ry, Rmax = Re] over which it has to code
quently sacrifice a great deal of coding efficiency [21], [37]. the content, and it does not need to be aware of the particular
The FGS framework, as explained further in the docubitrate the content will be streamed at. The streaming server on
ment, strikes a good balance between coding efficiency atié other hand has a total flexibility in sending any desired por-
scalability while maintaining a very flexible and simpletion of any enhancement layer frame (in parallel with the cor-
video-coding structure. When compared with other packet-lossponding base layer picture), without the need for performing
resilient streaming solutions (e.g., [40], [41]), FGS has alsmmplicated real-time rate control algorithms. This enables the
demonstrated good resilience attributes under packet lossesver to handle a very large number of unicast streaming ses-
[42]. Moreover, and after new extensions and improvemerd®ns and to adapt to their bandwidth variations in real-time.
to its original framework, FGS has been recently adopte®n the receiver side, the FGS framework adds a small amount
by the ISO MPEG-4 video standard as the core video-codinf complexity and memory requirements to any standard mo-
method for MPEG-4 streaming applications [4]. Since the firéibn-compensation based video decoder. These advantages of
version of the MPEG-4 FGS draft standard [5], there hatbe FGS framework are achieved while maintaining rather sur-
been several improvements introduced to the FGS framewaopkisingly good coding-efficiency results (as will be illustrated at
In particular, we highlight three aspects of the improved FGBe end of this section).
method. First, a very simple residual-computation approachFor multicast applications, FGS also provides a flex-
was proposed in [6]. Despite its simplicity, this approach prable framework for the encoding, streaming, and decoding
vides the same or better performance than the performanceuaicesses. Identical to the unicast case, the encoder com-
more elaborate residual-computation methods. (As explaingesses the content using any desired range of bandwidth
later, yet another alternative approach for computing the FGB,,;n, = R, Rmax = Re]. Therefore, the same compressed
residual has been proposed very recently [46]). Second, streams can be used for both unicast and multicast applications.
“adaptive quantization” approach was proposed in [7], and At time of transmission, the multicast server partitions the FGS
resulted in two FGS-based video-coding tools. Third, a hybrehhancement layer into any preferred number of “multicast
all-FGS scalability structure was also proposed recently [&hannels” each of which can occupy any desired portion of the
[9]. This novel FGS scalability structure enables quality [i.etptal bandwidth (see Fig. 2). At the decoder side, the receiver
signal-to-noise-ratio (SNR)], temporal, or both temporal-SNBan “subscribe” to the “base-layer channel” and to any number
scalable video coding and streaming. All of these improvememtsFGS enhancement-layer channels that the receiver is capable
to FGS (i.e., simplified residual computation, “adaptive-quamf accessing (depending for example on the receiver access
tization,” and the new all-FGS hybrid scalability) have alreadyandwidth). It is important to note that regardless of the number
been adopted by the MPEG-4 video standard [4]. of FGS enhancement-layer channels that the receiver subscribes
In this paper, we describe the MPEG-4 FGS framewotk, the decoder has to decode only a single enhancement-layer
and its new video coding tools which have not been presentasishown in Fig. 2.
outside the MPEG-4 community. The remainder of the paperThe above approach for multicasting FGS [12] is based on the
is organized as follows. Section Il describes the SNR FG8ceiver-driven layered multicast framework that is supported
framework, its ability in supporting unicast and multicast Inby the IP Multicast backBONE (i.e., the MBONE) [36], [37].
ternet video applications, and its basic coding tools. Section Therefore, the IP multicast control and routing protocols needed
presents the “adaptive quantization” approach for the FG& multicasting FGS-based streams have already been defined
enhancement-layer signal and the related video-coding toalsd supported by IP-multicast enabled routers. Moreover, new
adopted by MPEG-4. Section IV describes the FGS-baseulilticast routing protocols and architectures can further en-
hybrid temporal-SNR scalability method. Simulation resultsance the delivery of FGS-based multicast applications [10],
will be shown in each section to demonstrate the performandd], [15]-[17].
of the corresponding video coding tool. Section V concludes After this overview of the FGS framework, below we describe
the paper with a summary. the basic SNR-based FGS encoder and decoder.

1. SNR FGS VDEO CODING METHOD A. Basic FGS Encoder and Decoder

In order to meet the requirements outlined in the previous sec-AS shown in Fig. 1, the FGS framework requires two en-
ders, one for the base-layer and the other for the enhancement

tion, FGS encoding is designed to cover any desired bandwi 0

range while maintaining a very simple scalability structure. ARYET. The base-layer can be compressed using any motion-com-

shown in Fia. 1. the EGS structure consists of onlv two laversPgnsation video encoding method. Naturally, the DCT-based
wninFg. L, uet ! y 4 EG-4 video standard is a good candidate for the base-layer

encoder due to its coding efficiency especially at low bitrates.
1The original FGS framework was introduced and described in [1] and [35."“0!’ to m'Froducmg FGS, MPEG"‘ 'nClLIdeq a very rich set of
Meanwhile, FGS was first introduced to MPEG-4 in [2]. video coding tools most of which are applicable for the FGS
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T ™= o the enhancement layer is a sensible option [43]. Therefore, the
e basic SNR MPEG-4 FGS coding scheme is built upon: a) the

original FGS scalability structure proposed in [1], [2], and b)
, Enfancement Laver  embedded DCT coding of the enhancement layer as proposed
in [26] and [27].

Using the DCT transform at both the base and enhancement
: layers enables the encoder to perform a simple residual compu-
Cmetne 1 b mslwe 1. wmewse | tatior? of the FGS enhancement-layer as shown in Fig. 3 [6].

Each DCT FGS-residual frame consists¥of » bitplanes:

At the encnder At the streamine server At the decoder

Enhancement Laver Enhancement Laver Enhancement Laver

NBP = |_10g2 (|C|max)J + 1

- where|C|max is the maximum DCT (magnitude) value of the
| 2 residual frame under consideratidrifter identifying |Clmax
! rlt——-d and the correspondingVgp, the FGS enhancement-layer

Fig. 1. Examples of the FGS scalability structure at the encoder (Iel'gICOder scans the residual Slgnal using the traditional Z1g-zag

streaming server (center), and decoder (right) for a typical unicast Inen®@anning method starting from the most significant bitplane
streaming application. The top and bottom rows of the figure represeP(1) and ending at the least significant bitpla@P(Ng )

base-layers without and with bidirectiond¥) frames, respectively. as shown in Fig. 3(b). Every bitplane consists of nonoverlap-
ping 16 x 16 macroblocks (MB's), and each MB includes four

8 x 8 luminance ¥’) blocks and two chroma block€/(and

V). Run-length codes are used for (lossless) entropy-coding
of the zeros and ones in ea8hx 8 bitplane block [4]. This
process generates variable length codes that constitute the FGS
compressed bitstream. A special “all-zero blocks” code is used
deode gl e S when all six bitplane-blocks (within a given bitplane-mac-

,,,,, s ———  roblock) do not have any bits with a value of one.

At the receiver side, the FGS bitstream is first decoded by
a variable length decoder (VLD) as shown in Fig. 4. Due to
the embedded nature of the FGS stream, the VLD re-generates
the DCT residual bitplanes starting from the most significant
; bitplane toward the least significant one. Moreover, due to the
i e type of scanning used by the FGS encoder [Fig. 3(b)], it is pos-

| sible that the decoder does not receive all of the bitplane-blocks
that belong to a particular bitplane. Any bitplane block not re-
ceived by the decoder can be filled with zero valtiéghe re-
Fig. 2. Example of an FGS-based multicast scenario. (The distribution of t ‘L9’1\||tlng D.CT res_ldual Is then mverse-tra.'nsmrmed to generate the
base-layer is implicit and therefore is not shown in the figure.) R residual pixels. These residual pixels are then added to the
base-layer decoder output to generate the final enhanced scal-

base-layer. For a complete description of these tools, the rea@@ie video. .
is referred to [4], [39]. In summary, the basic SNR FGS codec employs embedded

In principle, the FGS enhancement-layer encoder can BET variable length encoding and decoding operations that re-

pase_d on any fine-granular coding method. When FGS Wag i important to note that there is an alternative approach for computing the
first introduced to MPEG-4, three approaches were proposesss residual [46]. This alternative approach is based on computing the residual

for Coding the FGS enhancement |ayer: wavelet. DCT. agfier clipping the base-layer reference picture in the pixel domain. Therefore,
' ' ““this approach, which is known as the “post clipping” method, computes the

matchlng-purswt t_)ased methOds [2] This led to several PIEsS residual in the pixel domain, and consequently it requires an additional
posals and extensive evaluation of these and related approaci@scomputation of the FGS residual prior to performing the bitplane coding.

(see, for example, [22]-[33]). In particular, the performance &F reported in [46], there is no noticeable difference in the performance of both
' ’ ’ ethods. Throughout this document we describe FGS based on the “pre clip-

different variations of b_itplane DCT-based COdi_ng [26], [27Iilng" residual computation approach which eliminates the need for performing
and wavelet compression methods were studied, comparmedT computation within the FGS enhancement-layer encoder.

and presented recently in [43]. Based on a thorough analysign the FGS MPEG-4 standard, three parameters are used for the number-of-

of the FGS enhancement-layer (SNR) signal, the study ffiplanes variableVsp: Npp(Y'), Npp(U), andNp »(V) for the luminance
’ d chroma components of the video signal [4].

[43] concluded that both bitplane DCT coding and embeddga4

; . Alternatively, the encoder may stop encoding the residual signal if the de-

zero-tree wavelet (EZW) based compression provide Vetiyed maximum bitrate is reached.

similar results. The same conclusion was reached by théFor an “optimal” reconstruction (in a mean-square-error sense) of the DCT
MPEG-4 FGS effort. Consequently, and due to the fact thegefficients, one-fourth (1/4) of the received quantization step-sized as added.
he EGS b | . ded . MPEG-4 l D(f'?r example, if the decoder receives only the MSB of a coefficient (with a value

the ase-layer Is coded using -4 compliant DGT\herer = 0 or 1), then this coefficient is reconstructed using the value

coding, employing embedded DCT method for compressingi000 - - - (i.e., instead of-0000 - - -).

At the streaming server

Enhancement Layer
with multicast channels

The Internet

Base Layer
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(b}

Fig. 3. (a) Basic (SNR) FGS encoders for the base and enhancement layers. It is clear that the added complexity of the FGS enhancement-layer encoder is
relatively small. (b) The scanning order of the FGS enhancement-layer residual DCT coefficients. Scanning starts from the most-significant-bitplane (MSB) toward
the least-significant-bitplane. Eaghx 8 bitplane-block is scanned using the traditional zig-zag pattern.
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Fig. 4. Basic structure of the FGS SNR decoder. The FGS decoder includes bitplane de-shifting to compensate for the two “adaptive quantization” encoding

tools: selective enhancement and frequency weighting

semble the ones used in typical DCT based standards. In pig- particular, rate-distortion (RD) results of multilayer (dis-
vious standards (including MPEG-4 base-layer), the DCT corete) SNR scalable video coding were compared with FGS
efficients are coded with (run-length, amplitude) type of codeesults over wide ranges of bitrates (e.g., [28]). These results
whereas with FGS the bitplane ones-and-zeros are coded viitve clearly shown that FGS coding provides the same or better
(run-length) codes since the “amplitude” is always one. Fopding efficiency as traditional SNR scalability methods. Fig. 5
more information about the VLC codes used by FGS, the readdrows an example of these results for one of the MPEG-4 video
sequences. As illustrated in the figure, FGS outperforms multi-
layer SNR scalable coding over a wide range of bitrates and for
both QCIF and CIF resolution video. (For more extensive data
B. Performance Evaluation of the FGS SNR Coding Methodon the comparison between FGS and multilayer SNR coding,

is referred to [4].

the reader is referred to [28].)

The performance of FGS has been Comp"f‘red thorOUthy WitRrragitional SNR scalability coding methods include the ones supported by
the performance of traditional SNR scalability video codingMPEG-2 and MPEG-4 (i.e., prior to FGS).
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Fig. 5. Performance of FGS coding and “traditional” MPEG-4 SNR coding with multiple layers. It is clear from these plots that FGS outperforms multilayer
(discrete) SNR coding over a wide range of bitrates. For more data on the comparison between the performance of FGS and multilayer SNR compression, the
reader is referred to [28].

Fig. 6. Three frames from the “Stefan” sequence. This is an example of a sequence that exhibits a high-degree of temporal correlation among successive frames.
The pictures shown here are 25-frame apart yet most of the background is very similar from one picture to another.

Here, we focus on two important (yet related) aspects ofotion and texture characteristics. Each sequence was coded at
FGS rate-distortion performance. Before discussing theswiltiple (discrete) bitrateR;, R,, - -- Ry = R,,ax t0 generate
two aspects, it is important to highlight that one of the kethe nonscalable streams at these rates. Then, we used the non-
advantages of FGS is its simplicity and flexibility in supportingcalable streams (coded with a bitrd&tg « = 1,2, N — 1) to
adaptive streaming applications. Naturally, this flexibilitygenerate corresponding FGS streams that covers the bandwidth
comes, in general, at the expense in video quality. Hencange[R;, Rmax]-
one important question is: how much penalty is being paid in To illustrate some of the key conclusions of our simulation
quality when comparing FGS with a nonscalable stream thgtudy, we show here the results of two video sequences coded
is coded at a particular bitrat®? Therefore, one aspect ofin the range 100 kbit/s to 1 Mbit/s, at 10 frame/s, and with a
FGS performance that we would like to address here is h@&F resolutior?. The two selected sequences: “Stefan” (shown
does FGS compare with a set of nonscalable streams code#ig. 6) and “Flying” (Fig. 7). These sequences, “Stefan” and
at discrete bitrates (e.gR1 = Ruin, B2, --- By = Ruax) “Flying,” represent two types of content: one type with rela-
covering the same bandwidth rang&,..n, Rumax]? Although tively high-temporal correlation and the other content without
this type of comparison may seem to be unfair to FGS—sinsg@gnificant correlation among frames, respectively.
the (multiple) nonscalable streams are optimized for particular
bitrates whereas FGS covers the same range of bandwidtiThis bandwidth range was selected since it represents the type of band-
with a single enhancement-layer, this comparison provides Wifth variation one may encounter over “broadband” Internet access (e.g.,

cable-modem access technologies [18]) which are suitable for video streaming

insight into the theoretical (upper) limits of FGS's rate'disé\[:)plications. FGS performance results over lower-bitrate bandwidth ranges

tortion performance. Moreover, since the (ideal) nonscalablere similar to the ones presented here when using lower resolution pictures

multiple-streams’ scenario represents an extreme case (eef-» using QCIF resolution for 10 kbit/s to 100 kbit/s bitrates). Moreover, it
is important to highlight here that the selected frame-rate (i.e., 10 frames/s)

|aneX|b.|I|ty, this comparlson pI’OVIdeS an 'n§'9ht into the Ieve:ﬁas chosen since it represents the adequate frame rate for a base-layer coded
of quality-penalty being paid for FGS's flexibility. at around 100 kbit/s. By employing the SNR (only) scalability of FGS, the
A related aspect to the above question is the impact of tﬁ@ancem'en't layer is _“Iocked" to the bage-lgy_er f_rar_ne_rate regardless of the
b | ded at a given b'trdﬁe on the overall perfor bitrate. This issue, which represents an intrinsic limitation of all SNR-based
ase-layer (co givi ! ) . Vi p ~'7 scalability coding methods, is resolved when using the hybrid temporal-SNR
mance of FGS over the range of bandwiflly, R,,.x]. Inthis FGS scheme discussed later in this paper. In general, using higher frame rates
section, we will try to shed some |ight on these two aspects irfesg-, 15 frames/s) will lower th(_a PSNR valpes for both FGS anq nonscalgable
.. T hi that. we have conducted a very com streams. However, and depending on the video sequence, the difference in the
Jointmanner. To achieve ! y pﬁ@r’formance between FGS and the nonscalable streams may increase with

hensive evaluation of a large number of sequences with differ@mteasing the frame rate of the base-layer stream.
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o,

Fig. 7. Three frames from the “Flying” sequence. This is an example of a sequence that exhibits a high-degree of motion and scene changes. The pictures shown
here are only 5-frame apart yet most of the visual content is changing from one picture to another.

STEFAN - FGS with different base-layers FLYING - F6S with different base-layers
(Base-layer bit rates around 200, 300, 500, 1000 kbit/sec) (Base-layer bit rates around 200, 300, 500, 1000 kbit/sec)

34
33
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3tk
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29 |
28
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25
24
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O e e
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100 200 300 400 500 600 700 800 900 1000

Bitrate (kbit/sec) Bitrate (kbit/sec)

Fig.8. FGS performance in comparison with multiple nonscalable streams’ (ideal) case. The left figure shows the results for a sequence that exhibits a high-degree
of temporal correlation among successive frames. For this type of sequences, FGS pay penalty in performance due to the absence of motion compensation within
the enhancement-layer. The right figure shows the performance for a sequence with very-high motion and a large number of scene cuts. For this type of sequences,
FGS performance is either similar to or even slightly better than the ideal nonscalable case.

The Peak SNR performance numbers are shown in Fig. 8. The  correlation between successive frarfieFhis result is
left figure shows the results for the sequence “Stefan” (whichis  somewhat intuitive since FGS exploits temporal redun-
characterized by arelatively high-degree of temporal correlation  dancy only at the base layer, and therefore FGS suffers
amongsuccessiveframes). Itisclearthatforthese sequences, FGS some coding efficiency due to lack of motion compensa-
pays some penalty in performance when compared withtheideal tion at the enhancement-layer. (An example of this type
nonscalable case, due to the absence of motion compensation of sequences is shown in Fig. 6.) Other very common
within the FGS enhancement-layer. This penalty manifestsitself ~examples of such sequences include simple “head-and-
inmore “blocky”video for FGS coded sequenceswhencompared  shoulder” scenes with static background (e.g., scenes of
with the nonscalable streams, in particular, at low bitrates (e.g., news anchors, talk shows, etc.).
around the 300-500 kbit/s bitrate-range for the Stefan sequence)2) On the other hand, for sequences with a high degree of
At higher bitrates, the difference in quality is usually less visible. motion (e.g., with a large number of scene cuts and/or
It is also clear that selecting a higher bitrate base-layer could very fast motion), FGS’s rate-distortion performance is
provide rather significant improvement in quality at the expense  very good. Inthese cases, FGS usually (and rather surpris-
ofdecreasingthe bandwidthrangethat FGS covers. ingly) provides similar (sometimes slightly better) coding

The right plots in Fig. 8 show the performance for the se- efficiency when compared with the nonscalable (ideal)
guence “Flying” which includes very-high motion scenes and  streams. (An example of this type of sequences is show
a large number of scene cuts. For these sequences, FGS per- in Fig. 7.) Although this type of video content is not
formance is either similar to or even slightly better than the = as common as the type of sequences mentioned above
ideal nonscalable case. It is also clear that, here, the impact (i.e., in 1), the presence of high-motion video content is
of selecting a higher bitrate base-layer does not provide sig- growing in support of many IP streaming applications.
nificant improvement, and therefore one can still cover the de-  Examples of this type of high-motion sequences include
sired (wider) range of bandwidth without paying much penalty “movie trailers” (which usually contain a large number of
in quality. Consequently, based on our study, the following key ~ scene changes), certain commercials, and news clips with
conclusions can be made: high-action content.

1) When compared with the (ideal) nonsca!able_ coding CaSEshere, “temporal correlation” is based on subjective observations rather than
FGS suffers the most for sequences with high temporal objective measure.
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3) As expected, the base-layer (and its corresponding bi-
trate) could have a major impact on the overall perfor-
mance of FGS. In particular, this observation is prevalent
for the sequences with high-level of temporal correlation
(i.e., case 1 above).

4) There is an inherit trade-off between the overall perfor-
mance and the amount of bandwidth raf§le, R«

i =1,2,N —1, one needs/desires to cover. For example,
the average performance of FGS over a bandwidth range
[R2. Rmax| could be significantly better than the average
performance over the wider ran@®,;, R.,.x] when the

nonscalable streams codedtandR; are used as base_Fig. 9. Example illustrating the use of the Selective Enhancement AQ tool. In
L this case, a “selected” macroblock is emphasized (relative to the surrounding

layers, respectively. This is usually due, in part, to the fagjacroblocks) by up-shifting all coefficients within that macroblock. This

that the nonscalable (base-layer) stream cod@d Alas a generates a new bitplane when compared to the original number of bitplanes.

better quality than the lower bitrate stredtyn, and there-

fore, starting form a higher-quality base-layer naturallsherefore, the new valué(s; j; k) of a coefficienti of block j

improves the overall quality. Again, this observation wagvithin macroblockk) is

only clear for sequences with high-level of temporal cor- )

relation. i, g, k) =27 ® (i, §, k)
Sull?sseli/rgrr]nvimrI]:(C:EOSmprowdegfalrly accep tablg to very good r(\?i/'herec(i, J, k) is the original value of the coefficient. This is

pared with the multiple (ideal) nonscalab € livalent ta-shiftinathe set of coefficienta(i; j; k), — 1

streams scenario. In addition, the high-level of flexibility an 4 P g SR .

S . . . h -+ 64 ] byn..(k) bitplanes relative to other coefficients that
simplicity that FGS provides makes it an attractive solution f%fe(fng to] o¥her &écrort)nlocks. An example of this is illustrated

IP streaming applications. Moreover, FGS are further enhanced-. - ) o .
. : . - 11 Fig. 9. This type of adaptive-quantization tool is referred to
by two important video coding tools and features as described : . !
. . ; asSelective Enhancemesince through this approach selected
in the following two sections. - . .
macroblocks within a given frame can be enhanced relative to
other macroblocks within the same frame.
IIl. FGS GODING WITH ADAPTIVE QUANTIZATION In addition to performing bitplane shifting on selected

Adaptive quantization is a very useful coding tool for immacroblocks, FGS allows bitplane shifting of selected DCT
proving the visual quality of transform-coded video. It is norcot?ffici_ents [Fig. 10(a)]. Therefore, one can definia@geqcy
mally achieved through a quantization matrix that defines diveightingmatrix where each element of the matrix indicates
ferent quantization step sizes for the different transform coefthe number of bitplanes ., (i) that theith coefficient should
cients within a block (prior to performing entropy coding orbe shifted by. Again, this is equivalent to multiplying the DCT
these coefficients). For example, the dc coefficient and othegefficients by an integer
“low frequency” coefficients normally contribute more to the vi-
sual quality and consequently small step sizes are used for quan-
tizing them. Adaptive quantization can also be controlled from

one macroblock to another through a quantization factor who Naturally, one can use both "adaptive quantization” tech-
: . iques (i.e., selective enhancement and frequency weightin
value varies on a macroblock-by-macroblock basis. These adﬁ‘a ( d y ghting)

tive quantization tools have been employed successfully in t @nultaneously [Fig. 10(b)]. In this case, the values of the

MPEG-2 and MPEG-4 (base-layer) standards. sulting coefficients can be expressed as follows:
Performing “adaptive quantization”—AQ—on bitplane sig- <, g, k) = 20 ® g Lo gk,

nals consisting of only ones and zeros has to be achieved through

a different (yet conceptually similar) set of techniques. We first It is important to note the following points regarding the

introduced the notion of adaptive quantization for the FGS bMPEG-4 FGS AQ tools.

plane signalin [7]. FGS-based AQ is achieved throbgplane 1) while selective enhancement can be employed and con-
shiftingof a) selected macroblocks within an FGS enhancement  trolled on a macroblock-by-macroblock basis, the same
layer frame, and/or b) selected coefficients within #hex 8 frequency weighting matrix is applied to all macroblocks
blocks. Bitplane shifting is equivalent to multiplying a partic- in the EGS frame#®

ular set of coefficients by a power-of-two integer. For example, 2) Selective enhancement is a relative operation in nature.
letassume that the FGS encoder wishes to “emphasize” a partic-  |n other words, if a large number of macroblocks are se-
ular macroblockt within an FGS frame. All blocks within this lected for enhancement, there may not be any perceived
selected macroblock can be multipliedl by a factor2”s<(¥)

C/(ia jv k) = 2n'[w(i) . C('i, jv k)

10Based on the current draft standard [4], the frequency weighting matrix is
applied to all FGS frames within a video-object-layer (VOL) which is equivalent
to a video sequence in MPEG-2. However, one can download a new matrix by
transmitting a new VOL header. In addition, two matrixes are used in FGS: one
SThroughput the remainder of this section we will use the words “shiftedfor the SNR frames and the other for the FGS temporal frames described later
“multiplied,” and “up-shifted” interchangeably. in this paper.
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a

Fig. 10. (a) Example illustrating the use of the FGS Frequency Weighting AQ tool. In this example, one new bitplane is generated due to the bitplane up-shifting
used by this AQ tool. (b) Example illustrating the use of both of the FGS “Adaptive Quantization” tools: Selective Enhancement and Frequency Weighting. Here,
two new bitplanes are generated due to the two AQ tools employed. In this example, the original number of bitplanes is three, and only four macroblocks are
shown. One bitplane is generated due to up-shifting (dotted arrows) the upper-left macroblock by using one-bitplane Selective Enhancement. The other bitplane is
generated (the front dotted) due to frequency-weighting by one-bit-plane shifting #fthe lowest-frequency DCT coefficients (which is applied to all blocks

of all macroblocks).

improvement in quality. However, selective-enhancement  the number of bitplanes needed for representing the FGS
of alarge number of macroblocks may be used asasimple  frame:
tool to de-emphasize an undesired (relatively small) re-

gion of the frame. Nyp = |10gy(Cunax)] +1
3) When both selective enhancement and frequency _ ) L _
weighting are used, the up-shifting operation does not o {10%2 <§Tlf});f|c(“ % k>|>J t1= m;?xnbp(k)'
guarantee that a particular “selected-for-enhancement” .
macroblock gets scanned earieas compared with its Therefore, the number of bitplanes needed for repre-

original scanning order (i.e., prior to AQ). To clarify senting the FGS frame after applying AQ is
this point, let assume that, prior to AQ, the number of ,

bitplanesn,,, (k) needed for representing macrobldcis bp = MHAX

: {nse(/ﬂ) + \}0g2 <1;i{ajx [2”fw<i>- le(d, . k)|DJ + 1}

= max 1, (K.

nap(k) = {ng <Iﬁxc(i, J, k)|)J +1.

Letassume that the coefficients within the (selected) mac-  Hence, if [V, — ny, (k)] > 0, then the resulting

roblock & are subjected ta.. (k) bitplanes’ up-shifting most-significant-bitplanef macroblockk will still be
(due to selective enhancement) and e#bhcoefficient coded after some other macroblocks’ MSB coefficients.
is multiplied by 27/+(® (due to frequency weighting). In this case, the selected macroblogk coefficients
Therefore, the (new) number of bitplanes, (k) needed will be coded using the “all-zero bitplanes” code for
for representing the coefficients of macrobldekan be the first [nl, (k) = Ny, — ny,(k)] scanned bit-
expressed as follows: planes (i.e., instead of using this code for the first
[nzere = Nop — nsp(k)] scanned bitplanes prior to
, o) o AQ). Therefore, if[n’., (k) — n.ero(k)] is positive, the
(k) = nse (k) + {108;2 <HL13)X [2 ret - e(d, g, k)|DJ + 1. (resulting) MSB of the selected-for-enhancement mac-

roblock & will actually be scanned later when compared

NOW let C,... represents the maximum (global) DCT co- with the bitplane-scanning order of the (original) MSB

efficient value within the FGS frame under considera- of same macroblock. ) .
tion (prior to performing any AQ operation). This leads to The FGS_ encoder gnd _decoder with the AQ_ tools described
above are illustrated in Figs. 3 and 4, respectively. At the en-
coder side, bitplane shifting due to selective-enhancement and
1170 be precise, the scanning order of a macroblock is defined here by
its nonzero most-significant-bitplane (MSB). Therefore, although all the 12t is important to note that the resulting MSB from the bitplane shifting op-
macroblocks are actually scanned in the same order from one bitplaneetation is not the same as the original MSB due to frequency weighting. How-
another, the times at which the macroblocks’ MSB’s get scanned and coder, applying selective-enhancement based bitplane shifting only (i.e., without
differ from one macroblock to another. frequency weighting) preserves the original MSB pattern of ones and zeros.
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Fig. 11. Impact of FGS AQ through selective enhancement; The left images are without AQ, and the right images are with AQ.

frequency-weighting are performed on the residual FGS sigrsdifting factor suffices to provide the encoder with enough space
prior to the scanning and entropy coding of the bitplanes. Biier maneuvering local control of quantization. Another consid-
plane de-shifting is performed at the decoder side after the emation in determining the maximum shifting factor is the re-
tropy decoding process and prior to the computation of the isdlting maximum number of bit-planes. Without shifting, DCT

verse DCT of the FGS residual signal. coefficients are 11 bits inclusive of sign, which is less than two
_ bytes. It is important that with selective enhancement, DCT co-
A. Evaluation of FGS AQ efficients are kept within this range. Based on the above two

The aim of FGS AQ is not to improve the rate-distortion peconsiderations, the maximum shifting factor is chosen to be 5.
formance, but rather to improve the visual quality of the re- Variable length coding is used to entropy code the shifting
sulting video. In general, the rate-distortion performance of dactors, taking advantage of the observation that smaller shifting
FGS coder that uses AQ may actually degrade due to the oviactors are more often employed. For more information about
head needed for transmitting the AQ parameters ¢.g..and the VLC codes used for the Selective Enhancement tool, the
T fw). IN particular, the transmission overhead of the Selectiveader is referred to [4].

Enhancement shifting factors (i.e..) may be significantsince o jllustrate the visual quality improvement that selective
they are sent for each macroblock. On the other hand, the ovigihancement can provide, we present here simulation results
head of sequence-level (or even frame-level) transmission of 3¢ two sequences (Fig. 11): “carphone” and “foreman” in CIF
frequency-weighting matrix [i.e., they., ()] is relatively small. (352 » 288) format. The sequences are encoded using an FGS
Below;'* we show the performance of FGS AQ in the context Gkference software (known as MoMuSys version 2.1). The base
Selective Enhancement, and we briefly illustrate the impact giyer pitrate target is 128 kbps, and the frame rate is 10 fps. The
employing Frequency Weighting. enhancement layer (cutoff) bitrate is also 128 kbps. A fixed

In order to reduce the bitrate overhead of the Selective Eghifting factor mask that shifts the center portion of the video

hancement shifting factors,., alow overhead mechanism mushy 3 pitplanes, but leaves the remaining part unchanged is used.

lowed shifting factors is determined. Since every increment 8fective enhancement, are shown Fig. 11.

the shifting factor corresponds to a factor-of-two decrease in

. o . From the images shown, it can be clearly seen that this type of
the equivalent quantization step-sizea moderate maximum

FGS AQ does “selectively” enhance the visual quality of chosen
13t is important to highlight here that the visual impact of Selective EnhancBlacroblocks. This obviously results in some quality degrada-
r’r}ent ar)ldt_FreqL;en_cy-Wzighting AQ is best evaluated through an actual viewtiign to the “unselected” parts of video. For example, notice the
orarea-time playing video sequence. tree in the background of the “carphone” sequence. Although
+Up-shifting by a single bitplane can be viewedtherdoubling the range the face has begn enhanced due ?o selectivg enhancementg the
of possible values while preserving the quantization stepiztividing the )

quantization step-size by two while preserving the range of possible values.tree has been distorted. On the other hand, while the improve-
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Fig. 12. Impact of employing frequency weighting on an FGS coded sequence. The left image is without frequency weighting while the right imagelis achie
by emphasizing low DCT frequencies.

ment to the “foreman” image is clear, there is not any salient TABLE |

distortion in the background. EXAMPLE OF A FREQUENCY WEIGHTING MATRIX
While selective enhancement can be used to enhance a par- T 5T 2T 5T 5T 2T ol o

ticular region of the video pictures, frequency weighting can

be employed effectively to reduce some of the “blockiness” 22 2l 2 0 0 0

artifacts throughout an FGS coded video frame. This can be 20 24 2 2] o] of o] o

achieved by emphasizing the low frequencies, and this in turn is T 2T 2 ol ol ol ol o

achieved by bitplane-shifting these frequencies. Table | shows

a simple frequency weighting matrix that emphasizes low fre- LR I I A I B

quencies by “up shifting” them two bitplanes in the DCT do- 2 o of o] o of o] o

main. Fig. 12 shows the impact of using this matrix when coding ol ol ol ol o ol o

an FGS video stream. It is clear that, even with such a simple

matrix that emphasizes low frequencies, some of the “blocki- o R I I I I R

ness” artifacts can be significantly reduced. However, this en-
hancement may come at the expense of softening some of t
sharp edges and other fine details within the video. (More sim
lation results for the impact of frequency weighting are report

_%andwidth variation over IP networks (e.g., 100 kbit/s to 1
bit/s). Consequently, it is quite desirable that the SNR en-
in [34] and [35].) ancer_‘nenttool o_f FGS be completed with a temporal sc_alability
In summary, utilizing the AQ tools can improve the overaIﬁOOI' Itis also desirable to develop a framework that provides the

perceivedvisu'al—quality of FGS-coded video. This can be !exibility of choosing betweentemppral s_calability (better mo-
achieved by carefully designing an effective algorithm thzs'tqn §moc_>thness) and SNR scalability (hlgherquallty) at trans-
adjusts the shifting factors (for selective enhancement) a S'?n time. This, for example, can be used In response to a)
frequency weighting matrix. Therefore, a key challenge here 8" pre_fere_nces and/ar .b) real-t|m(_a bandw_|dth_ variations at
ansmission time. For typical streaming applications, both of

to design an algorithm that adapts to different video sequences, | ¢ tk t the ti f dina th
different scenes within the same sequence, and to differé g S€ elements are not known at the time of encoding the con-

regions within a video frame. This is left as a task for FG
encoder optimization and a topic of further research.

Consequently, we introduced a novel framework for sup-
porting hybrid temporal-SNR scalabilities building upon
the SNR FGS structure [8], [9]. The proposed framework
provides a new level of abstraction between the encoding and
transmission processes by supportbath SNR and temporal

Temporal scalability is an important tool for enhancing thscalabilities through aingleenhancement-layer. As mentioned
motion smoothness of compressed video. Typically, a base-lagbove, this abstraction is very important since the transmission
stream coded with a frame rafg;;, is enhanced by anotherbandwidth and user preferences are not known at encoding time
layer consisting of video frames that do not coincide (tempand thus, the optimal tradeoffs between motion smoothness and
rally) with the base layer frames. Therefore, if the enhancementality (SNR) improvements cannot bepriori made. With the
layer has a frame rate gf;, then the total frame of both the proposed solution, which employs a fine-granular single-layer
base- and enhancement-layer streanygis+ fer.. for both SNR and temporal scalabilities, these decisions can

Based on the SNR FGS scalability structure described abobe, easily performed at transmission time depending on the
the frame rate of the transmitted video is “locked” to the framaser, decoder or server requirements. Another advantage of
rate of the base-layer regardless of the available bandwidth ahd proposed framework is its reduced decoder complexity,
corresponding transmission bitrate. At the same time, onerefjuiring minimal addition to the basic MPEG-4 FGS encoder
the design objectives of FGS is to cover a relatively wide ranged decoder described above.

IV. HYBRID TEMPORAL-SNR SCALABILITY WITH AN ALL FGS
STRUCTURE
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Fig. 13. Examples of the all-FGS hybrid temporal-SNR scalability structure. Both (a) bidirectional and (b) forward-prediction FGST picture types are supported
by the MPEG-4 FGS standard. (c) Examples of supporting (top) SNR-only, (middle) temporal-only, or (bottom) both temporal-and-SNR scalable streaming based
on the hybrid all-FGS temporal-SNR scalability structure shown in (a).

Fig. 13 shows the proposed hybrid scalability structure. konsequently, reduces the negative impact of packet losses on
addition to the standard SNR FGS frames, this hybrid struitte motion-compensated FGST frames.
ture includes motion-compensated residual frames at the enAs mentioned above, the hybrid temporal-SNR FGS struc-
hancement layer. We refer to these motion-compensated frarhee enables the server to support SNR-only, temporal-only, or
as the FGS temporal (FGST) pictures. As shown in the figudeoth temporal-SNR scalabilities. An example of this is shown
each FGST picture is predicted from base-layer frames thatidd-ig. 13. Itis important to note that although the FGST frames
not coincide temporally with that FGST picture, and thereforean be transmitted in a fine-granular way, at minimatof
this leads to the desired temporal scalability feature. Moreovidre MV data of a given (transmitted) FGST picture should be
the FGST residual signal is coded using the same fine-granuant first. This enables the decoder to perform the motion com-
video coding method employed for compressing the standgrensation first and then perform the bitplane DCT decoding
SNR FGS frames. of the FGST frames. Therefore, the decoder can first recon-

Consequently, each FGST picture includes two types of infatruct the motion-compensated (“reference”) frame that repre-
mation: a) motion vectors (MV’s) which are computed in refersents the base-signal over which all residual-data is added. This
ence to temporally adjacent base-layer frames and b) coded data be advantageous, for example, in cases when the decoder
representing the bitplanes’ DCT signal of the motion-compeis experiencing some computational-power limitations. Conse-
sated FGST residual. The MV’s can be computed using staquently, in addition to the packet-loss resilience benefit men-
dard macroblock-based matching motion-estimation methotisned above, this highlights another advantage of the data-par-
Therefore, the motion-estimation and compensation functiortéioning strategy used for generating the FGST frames’ bit-
blocks of the base layer can be used by the enhancement-latezam.
codec as explained below. Fig. 14 shows a functional architecture for the hybrid tem-

The two sets of information (i.e., MV’s and bitplane-DCTporal-SNR FGS encoder. Itis important to note that although the
residual signals) of an FGST picture are coded and transmit®NR FGS residual can be computed directly in the DCT domain,
using a data-partitioning strategy. Under this strategy, after ttiee FGST residual is computed in the pixel domain. Therefore,
FGST video-object-plane (VOP) header, all motion-vectors the FGST residual frames have to be DCT transformed prior to
are clustered and transmitted first and then the coded repredbeir bitplane-based entropy coding. In addition, and as men-
tation of the DCT bitplanes’ residual signal. This strategy prdioned above, the FGST residual is computed based on a mo-
vides a useful packet-loss resilience tool by enabling the trati®n-compensation approach from base-layer pictures.
mission of the MV data in designated packets (i.e., separate fronDespite these additional computatithseeded for FGST
the residual-DCT signal packets of both SNR and temporal F&&mes' coding when compared with the standard SNR FGS
frames). These MV designated packets can then be provigecture coding, one can realize these additional computations

with a higher level of protection than other packets, and this, _ . . o .
16ln other words, computing the motion-compensation residual in the pixel

domain and then computing the DCT transform of this motion-compensated
15Using MPEG-4 terminology, VOP is the set of words used for a picture. residual for every FGST picture.

Authorized licensed use limited to: Cliff Reader. Downloaded on December 21,2023 at 05:18:10 UTC from IEEE Xplore. Restrictions apply.

11



64 IEEE TRANSACTIONS ON MULTIMEDIA, VOL. 3, NO. 1, MARCH 2001

""Adaptive Quantization"

FGS SNR FGS stream optional
Frequency Weighting Bitplane DCT scanning l___ @ dQ=======r==rs veesan
(bit-shifting selected coeff.) and entropy coding M
U
X

Selective Enhancement
(bit-shifting selected MBs)

DCT (bitplanes) Temporal
Residual

FGS stream

FGS Enhancement Layer
Encoder

Original
- Quantization =+ Entropy L L __........l..... .
Video DCT P10 i i [Encoder Mf.....
- F U | stream
A / X
Inverse 3 [overse
wwenuasasnsases DCT ¢ Q(.;,;.,;L
: Motion
H (Compensation ¢
: Frame
S sessenessesnnacsen
Base Layer > Memory EL “1:{,
Encoder * Iv"le y
Motion
’ Estimation | ] TUOeed

- b a s . <
a > . SNRFGSonly ,eae ,>
_mE c
¢ b Temporal FGS only w}

(¢ or b)=a c=(aorb)
Both SNR & temporal FGS _>

Fig. 14. Architecture for the all-FGS hybrid temporal-SNR scalability encoder. As shown in the figure, all of the new functions needed for the support of the
temporal scalability feature can be shared by already existing functional blocks from the SNR FGS encoder (Fig. 3).

without an extra implementation complexity overhead. Aglexed to generate a single stream (which consists of both SNR
shown in Fig. 14, the DCT, motion-estimation, motion-comand temporal FGS picturesy stored/transmitted in two sepa-
pensation, and frame-memory functional blocks from thmte streams.
base-layer encoder all can be utilized when computing theFig. 15 shows the corresponding functional architecture
FGST DCT residual signal. This can be achieved throughfer the hybrid temporal-SNR FGS decoder. Similar to the
novel (yet simple) data-flow control of the data within theencoder architecture described above, the decoding of the
FGS codec. What makes this sharing of resources feasiblé~3ST frames can be realized with minimal complexity
the fact that the encoder never compresses a base-layer framerhead. This is accomplished by sharing the motion-com-
and an FGST frame at the same instance. Similarly, the SipBnsation functional block with the base-layer and sharing
FGS entropy-encoder can be shared between the SNR RB& standard SNR FGS decoding path. It is worth pointing
and FGST frames since both of these picture types are newat that, at the receiver side, the inverse-DCT of the FGST
compressed at the same instance of time. residuals can be computed (at least from a functional
As shown in Fig. 14, the motion estimator outputs two seperspective) using the inverse DCT block of either the en-
of motion vectors: one set for the base-layer pictures and thencement-layer or the base-layer decoder. This is the case
other for the FGST frames. The MV’s associated with FGSdince it is possible that the base-layer IDCT block is not in
frames are multiplexed with the enhancement layer bitstrearse (i.e., by the base-layer) when the receiver is decoding
using the data-partitioning strategy explained above. Moreovan FGST frame. However, both IDCT blocks are in use
the two FGS enhancement-layer streams can be either multhen decoding an FGS SNR picture (one for computing the
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Fig. 15. Architecture for the all-FGS hybrid temporal-SNR scalability decoder. Similar to the encoder case (Fig. 14), all of the new functions needed for the
support of the temporal scalability feature can be shared by already existing functional blocks from the SNR FGS decoder (Fig. 4).

IDCT of the FGS residual and the other for computing th
IDCT of the corresponding base-layer frame).

As shown in Fig. 15, the FGST compressed stream is de-m
tiplexed to separate the MV’s data from the coded residual i
formation. The FGST MV'’s are used by the motion-compet
sation block to compute the FGST predicted frame while tt Temporal Layer
compressed residual information is decoded and inverse tra : AR
formed by the enhancement-layer decoder. The two Signals | g, Layer m‘/—>| P
added together to generate the FGST frame which can be <.
directly to the display device. For the SNR FGS compressed
frames, the decoded signal has to be added to the corresponglﬁ
base-layer frames before the display operation.

FGS Layer

[

S
d

g16. Multilayer FGS-temporal scalability structure.

) ) B in order to improve the temporal resolution of the decoded se-

A. Performance Evaluation of the Hybrid FGS Scalability quence, requiring a discrete bit-rate®f;. + Rpr”. Another
Method disadvantage of this solution resides in its increased implemen-

To determine the efficiency of the FGST method, compatation complexity, since two residuals need to be computed for
isons have been performed with a multilayer FGS-temporithle temporal-frames (MC and FGS-residuals) and two algo-
scalability structure. This multilayer scheme is depicted ithms need to be employed for the decoding of the enhance-
Fig. 16. In this scheme, the FGS layer is coded on top ofent-layer texture.
both the base and temporal enhancement layers and thereforehe results of FGST and the multilayer FGS-temporal scal-
enhances the SNR quality of all frames. For simplicity, thiability are presented in Table Il for the sequeRoeeman. The
implementation is referred to in the remainder of the paper asperiments have been performed for a base-layer frame-rate
multiple-layer FGS-temporal scalability, since one base-layég;, of 5 fps and an enhancement-layer frame-yatg of 5 fps.
and two-enhancement-layers are employed for its realizationThe base-layer contains Group-Of-VOP’s (GOV’s) with ofly

In the multilayer FGS-temporal scalability implementatioand P-frames(M = 1) which last for 2.4 SN = 12) and
depicted in Fig. 16, the bit-rate of the temporal scalability lay&mploys TM5 for rate-control. For the coding of the temporal
is predetermined at encoding time. Since the temporal enharlegrer B-frames in the multiple-layer implementation, a fixed
ment layer is not fine-granular, it needs to be entirely decodél” = 28 has been employed. To provide a fair comparison,
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TABLE I
PERFORMANCERESULTS FOR THEMULTI-LAYER FGS-TEMPORAL SCALABILITY AND ALL-FGS

Ry Rec ReL > PSNR (Y/U/V) for multi-layer FGS|PSNR (Y/U/V) for all-FGS
(kb/s)  |(kb/s) (kb/s) temporal scalabilities - Figure 16) | (FGST and SNR FGS - Figure 13a)
100 40 0 30.57,37.07,37.68 30.54,37.02,37.59

100 40 100 32.94,38.28,39.27 32.95,38.28,39.27

100 40 200 34.73,39.57,40.73 34.74,39.57,40.74

100 40 300 36.01,40.41,41.40 36.02,40.41,41.41

100 40 400 37.54,41.32,42.62 37.55,41.32,42.63

100 40 500 38.75,42.29,43.60 38.75,42.29.43.61

100 40 600 39.53,42.99,43.99 39.54,43.00,44.00

100 40 700 40.44,43.67,44.55 40.45,43.67,44.57

100 40 800 41.51,44.30,45.24 41.53,44.31,46.26

the temporal/FGS (FGST) frames in the all-FGS implementaeheme. For example, whenever MPEG-2 (type) quantization is
tion have been coded with the same amount of bits as employestd, the quantization step and the weighting matrix of the base-
for the B-frames in the temporal scalability layer of the multayer can be employed to predict the range of the residual DCT
tilayer scalability implementation. This bit-rate adjustment isoefficients (i.e., maximum number of significant bit-planes for
easily performed due to the embedded-stream property of F@&ch residual coefficientygp) and to avoid the unnecessary

In Table Il, Rz, represents the base-layer ra#;; represents transmission of certain zero-valued bit-planes of the DCT.

the temporal-layer rate for the multiple-layer implementation Also, in the current FGS scheme, the transmission of the mac-
and RES® is the SNR FGS-layer bit-rate. For the FGST frame®blocks is predetermined and fixed to the scanning order for
in the all-FGS implementation, the rateftd.; + RESS. Ascan  all the bit-planes. However, within a bit-plane, not all the mac-
be seen from Table Il, the rate-distortion performance of the pr@blocks are necessarily transmitted depending on the available
viously two described implementations of hybrid SNR/temporahannel capacity. To improve the coding efficiency, an algorithm
scalability is very similar. In other words, there is no penalty akas been proposed in [47] for reordering positions of the mac-
sociated with the proposed single-layer scalability solution (i.€gblocks in the enhancement layer such that the macroblocks
FGST). with larger residue values are transmitted/coded first. Another
proposal has been presented recently which is based on scanning
the FGS bitplanes starting from a desired macroblock within

) . ) .. the picture and then scanning the surrounding macroblocks in a
In this paper, we provided a comprehensive description Qf ¢, ring” fashion [49].

the MPEG-4 FGS framework and its new video coding to0lS g, ther. the combination of FGS with arbitrary shape objects
which have not been presented outside the MPEG-4 communiiys 2150 heen proposed [48]. An important benefit of this pro-
We highlighted the SNR FGS framework features, its ability ) s that the FGS rate-control algorithm can significantly
in supporting unicast and multicast Internet video applicationganefit from knowing the shape and position of the various ob-
and its basic coding tools. We also presented two important fts within the scene. For example, the adaptive quantization

pects of FGS: 1) “adaptive quantization” and its FGS relat@flethog described in Section 11l can be employed to enhance
video-coding tools that have been adopted by MPEG-4, and 2} 3 ticylar object which is either visually important or is se-

the FGS-based hybrid temporal-SNR scalability method whigheieq a5 significant by the user (e.g., the face of the person in
has also been adopted by the standard. the “foreman” sequence).

Be;ides the methods described in this paper, several othey; ;o important to note, however, that although some of the
techniques have been recently proposed for the MPEG-4 FGQ,\ e (proposed) improvements for FGS are being investigated,
standardization. These algorithms are mainly targeted at iffi5, of these techniques have been adopted (yet) by the standard.
proving the FGS performance both objectively (PSNR) and SUprerefore, for the latest supported video coding tools within
Jectively (visually). FGS, we encourage the reader to acquire the final version of

The most promising approaches for improving FGS perfofre \peG-4 FGS standard which is anticipated to be completed
mance is based on supporting some level of prediction or MQs¢ore the end of year 2001.

tion compensation within the FGS enhancement layer [45], [50].
These methods have shown improvements of up to 2 dB in
PSNR (when compared with the current FGS framework).

In [44], a method has been proposed that employs the infor-The authors would like to thank all the people who
mation and coding parameters used for the base-layer to icentributed to the MPEG-4 FGS standardization effort. In
prove the compression efficiency of the FGS bit-plane codimgarticular, special thanks go to J. Ohm (HHI) for his effort
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