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Introduction

DSP-based equalizer systems have become ubiquitousin many diverse applicationsincluding voice, data,
and video communications viavarioustransmission media. Typical applicationsrange from acoustic echo
cancelersfor full-duplex speakerphones to video deghosting systems for terrestrial television broadcasts
to signal conditioners for wireline modems and wirelesstelephony. The effect of an equalization system
isto compensatefor transmission-channel impairments such asfrequency-dependent phase and amplitude
distortion. Besides correcting for channel frequency-response anomalies, the equalizer can cancel the
effects of multipath signal components, which can manifest themselvesin the form of voice echoes, video
ghostsor Rayleigh fading conditionsin mobile communicationschannel s. Equalizersspecifically designed
for multipath correction are often termed echo-cancelers or deghosters. They may require significantly
longer filter spansthan simple spectral equalizers, but the principles of operation are essentially the same.

The literature is rich with practical and theoretical treatments of the various equalization schemes. This
article attemptsto familiarize you with some basic concepts associated with channel equalization and data
communication in general. It is hoped that the liberal use of signal plots will lead to an intuitive
understanding of such conceptsasintersymbol interference and multi path effects. Tothisend, theMathcad
4.0[15] filesused to create thefigures have been made avail able. Seethe Code Availability section on page
174. You are encouraged to experiment further with these files. For a more rigorous mathematical
treatment, refer to the numerous books and articles cited on page 174. Of particular note is the excellent
tutorial by Shahid Qureshi [1], after which this article isloosely patterned.

Of particular interest today is the area of digital cellular communications, which has seen wide use of
fixed-point DSPs such as the TM S320C5x. This family of processors provides the processing power to
perform the requisite adaptive equalization while at the same time handling such tasks as channel coding,
error correction (Viterbi algorithm), and vocoding functions (V SEL P), thus providing a highly integrated
and yet flexible solution to baseband processing. The last section of this paper provides a brief survey of
adaptive equalization for digital cellular systems. For a detailed application example, please see the
application report Channel Equalization for the |S-54 Digital Cellular System With the TMS320C5x on
page 177.

What Is Intersymbol Interference?

Consider what happenswhen pul sed information istransmitted over an analog channel such asaphoneline
or airwaves. Even though the original signal is adiscrete time sequence (or areasonable approximation),
thereceived signal is a continuous time signal. Heuristically, one can consider that the channel actsasan
anal og low-passfilter, thereby spreading or smearing the shape of theimpul setraininto acontinuoussignal
whose peaksrelateto theamplitudes of the original pulses. M athematically, the operation can be described
as aconvolution of the pulse sequence by a continuous time channel response.

The operation starts with the convolution integral:

[ [ ®
rt) = Jh(t)X(t—t)dr = jx(t)h(t—t)dr

wherer(t) isthereceived signal, h(t) isthechannel impul seresponse, and x(t) istheinput signal. Thesecond
half of the equation above isaresult of the fact that convolution is acommutative operation.



Component x(t) is the input pulse train, which consists of periodically transmitted impulses of varying
amplitudes. Therefore,

Xt) = Ofort = kT @
X{t) = X fort = KT ®3)

where T represents the symbol period. This means that the only significant values of the variable of
integrationinthe aboveintegral arethosefor whicht =KkT. Any other value of T amountsto multiplication
by 0. Thereforer(t) can be written as

0

(M) = > xh(t—kT) @
k=—o

This representation of r(t) more closely resembles the convolution sum familiar to DSP engineers. Note,

however, that it still describes a continuous time system. It shows that the received signal consists of the

sum of many scaled and shifted continuous time system impulse responses. The impulse responses are

scaled by the amplitudes of the transmitted pulses of x(t).

As an example, consider the calculation for r(t) at some noninteger timeindex (t=1.1) :

F(L1) = - + XL + 2T) + x5h(L1 + T) + xh(L1) + xh(L1-T) + xh(1L1-2T)- -+ (5

One can see how received valuesfor any timet are computed. Each pulse value of the input sequence, xi,
contributes a component of the output summation.

Because you are interested in processing the received signal on digital hardware, you must represent the
received signal asadifference equation. Physically, you are periodically sampling thereceived waveform.
For the case of pulse-amplitude modulation, it is sufficient to sample the received signal at the symbol
transmit rate, 1/T2. (In some instances it can be advantageous to sample at a multiple of the symbol rate
to implement afractionally spaced signal processing system.) To represent the sampling mathematically,
replacet with nT, where, again, T isthe symbol transmit rate:

o

r(nT) = > xh(nT-KT) ©

k=—o

which can also be written as

r(nT) = xh(0) + > xh(nT—kT) 0
k= oo
One last factor to account for is sampling phase. Unless the sample clock is perfectly synchronized with
thetransmit clock, the sample-phase offset will be nonzero. To account for an arbitrary phase offset in the
equation above, add an offset {y to the time index.
N

k= o



In the equation above, thefirst term isthe component of r(t) due to the Nth symbol. It is multiplied by the
center tap of the channel-impulse response. The other product terms in the summation are intersymbol
interference (1Sl) terms. The input pulses in the neighborhood of the Nth symbol are scaled by the
appropriate samplesinthetail sof thechannel-impul seresponse. Below arenumerical examplesfor various
values of nwith iy = 0.1 for values of k spanning the five sample neighborhoods around n.

r(0.1) = xh(0.1) + x,h(2.1) + x;h(1.1) + x;h(-0.9) + x,h(-1.9)- - - (n = 0) )
r(1.1) = x;h(0.1) + x;h(2.1) + x,h(1.1) + x,h(-0.9) + xsh(-1.9)- - - (n = 1) (10)
r(2.1) = x,h(0.1) + xh(2.1) + x;h(1.1) + x;h(-0.9) + x,h(-1.9)- - - (n = 2) (12)

Figure 1 illustrates a pulse train to be transmitted. The center pulseisxg, the pulse at 1isxq, the pulse at
—lisx_q, etc. If youassumean arbitrary impul seresponsefor the transmission channel, you can construct
thereceived signal r(t). Thissignal isshown superimposed on the transmit waveform x(t). In actuality, the
received waveform would be time shifted because of the channel delay, but for clarity r(t) is shown with
no delay relativeto x(t). Notethat the peaks of r(t) roughly relateto the sense of the corresponding transmit
pulses; however, the value of r(t) at the sample instants can be quite different from those transmitted. This
is because of IS effects.

Figure 1. A Pulse Train to Be Transmitted

15

/)

1 /
05 pu N

\ v

-6 -5 -4 -3 -2 -1 0 1 2 3 4 5 6

Figure 2 showsthe component of r(t) dueto asingleinput pulsex , which issuperimposed on the received
signal r(t). Recall that the shape of this component is the same as that of the transmit-channel impulse
response. Thevalues of thisindividual pulseresponse at the sample periods (which are multiples of T) are
indicated by the black dots. Note that although the signal component in this example is sinc shaped, the
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nulls do not occur at the sampleinterval. Therefore, the pulse response centered at t=0 makesundesirable
contributions to the neighboring received samples of r(t). The contribution of the x5 symbol to r(0) isthe
value + 1.

Figure 2. Component of r(t)
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To determine the value of the received signal at t=0, r(0), sum the contributions of the received impulse
responsesdueto Xo, X4, Xi, X Xp... .



Figure 3. Contribution Due to x_q
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As shown in Figure 3, the contribution due to X_1 isthe value at t=0 of the scaled and shifted impulse
response corresponding to thex_4q transmit pulse. In this case theimpulse responseisscaled by —1, which
isthevalueof x_q and isadvanced by one sample period because x_ istransmitted one period prior to xg.
Therefore, the x_q symbol resultsin asmall negative component of r(0).



Figure 4. Contribution Due to x4 at t=0
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Similar reasoning explains the contribution due to xq , except this time use the value of the time-delayed
impulse response at t=0 asillustrated in Figure 4.

Thereceived value of r(t=0) iscomputed by summing the contribution of Xy plusall of the [ SI terms; that
iS, Xy /1y Xy/_o X4/ - Theoreticaly, thisisaninfinite sum, but as shown here, the channel response
is typically a decaying exponential. Therefore, in practice, an FIR system can be used to model and
compensate the system.

From the exampl e above you can seethat the nth received sampleis primarily influenced by the nth symbol
transmitted; however, therearel S| components contributed by prior and subsequent transmit symbols. The
terms due to prior symbols (x;,_1 and before) are termed postcursor S| [3] because the nth transmitted
symbol affects on symbolsfollowing the nth received symbol. The nature of this|SI can be determined by
examining the right-hand portion of the system impulse response. Alternately, the 1Sl terms due to
subsequent transmit symbols (x,,+1 and beyond) exert precursor 1S [3] because the nth transmit symbol
influencesreceived symbols prior to the nth. These | S| terms are determined by the shape of theleft-hand
portion of the system impulse response.



Pulse Shaping

From the preceding figures, it is apparent that S| is caused when the tails of the received pulses overlap
at the samplepoints, causing uncertainty inthereceived pulseamplitude. It ispossibleto shapethetransmit
pulsesin amanner designed to minimizethe effects of ISl on the received waveform. Asshownin Figure
5, the set of shifted pul seresponsesoverlap, but their tailsall possessnullsat thesampleinstants. Therefore,
the only contribution to r(nT) is due to the nth transmit pulse. As shown below, the received signal r(t)
equalstheamplitude of theindividual sinc functionsat the sampleinstants. Comparethiswith the previous
example in which r(t) has a more ambiguous relationship to the individual pulse responses.

Figure 5. Set of Shifted Pulse Responses
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If areceived pulse shape can meet the following property, zero 1Sl can be achieved:

1, n=0
p(nT) = [o, n=0 (12)

Equation (12) simply meansthat there are zero crossingsat the samplerate. It can be shown that thisresults
inaspectrum possessing vestigial symmetry. That is, thefrequency response exhibits odd symmetry about
1/2T, causing the sum of repeat spectrato equal aconstant. It isimportant to note that this spectrum may
be closely approximated by arealizable filter having agradua rolloff around 1/2T.



Figure 6. Odd Symmetry
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Figure 6 illustrates the notion of odd symmetry.
Figure 7. Spectral Response at 1/(2T)
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Figure 7 shows the spectral response around 1/(2T). The repeat spectracentered at 1/ T actually overlaps
the baseband spectrum, but as long as the sum of the two responses is constant, the criterion for zero 1Sl
ismet.

One class of linear phase filters possessing vestigial symmetry isthe raised cosine family:

T If| = 1/(2T)-p
P.(f) = % T[l + COS(W)] 1/2N - < [f| < 1/(21) + B (13)
0 If| > 1/(2T) + B

This filter is flat up to 1/(2T)—f and 0 beyond 1/(2T)+ . The complicated part of the equation above
describes the shape of the odd symmetric transition band. Closer inspection of the equation for the
transition band quickly revealsthe shape of the signal. It isreally the cosine of an argument ranging from
Otom withaDC offset of +1, henceraised cosine. The other variables scal e the backwards S shapein the
x and y dimension to fit the curve into the flat portions of the response.

The impulse response of the signal possessing the raised cosine spectrum is as follows:

cos2ift . [t
P.(t) = >Sinc| = (14)
1-(4Y y

Note that the Equation above can be broken into two parts: the familiar sinc function, which insures that
the product will have nulls at multiples of T, and asecond term that is an exponentially decaying sinusoid
whoserate of decay is proportional to 8. The time response of the raised cosine signal for various values
of B isshown in Figure 8.



Figure 8. Time Response of the Raised Cosine Signal

15
1.4
13

12— —7 71—~ T 1 ~"T—7T

11
1

0.9

ik
0.7 ” |
00 [ 1A
04 //

0.3 }/
/

0.2

0.1

01 _'\‘7“)\7/ j=s /‘V‘U"
o N U
-0.1
-0.2

-0.3
-04

-0.5
-6 -5 -4 -3 -2 -1 0 1 2 3 4 5 6
t

Itiscommon practicetofilter thesignal pul sesat thetransmitter with thefrequency characteristic described
abovein Figure 8. Having performed this operation, if the signals are sent down an ideal channel (that is,
achannel with achannel-impulse response of § function and no noise), the received signal should exhibit
no I1Sl. Note that in general this condition will not be met, asthe channel will have its own shaping effect
on the transmitted signals. The effects of noise are considered in the next section of this paper.

In summary, the obvious problem caused by 1Sl is uncertainty in the received data samples. Instead of
receiving the discrete levels that were transmitted, the receiver finds a continuous signal whose samples
can take on any value. The receiver must then form an estimate from the received values to decide on the
transmitted signal.
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Equalization

Asdiscussed in the Pulse Shaping subsection on page 155, a properly shaped transmit pulse resembles a
sinc function, and direct superposition of these pulsesresultsin no S| at properly selected sample points.
In practice, however, the received pulse response is distorted in the transmission process and may be
combined with additive noise. Because the raised cosine pul ses are distorted in the time domain, you may
find that the received signal exhibits ISI. If you can define the channel impulse response, you can
implement aninversefilter to counter itsill effect. Thisisthejob of theequalizer. See Figure 9 below, which
depicts the response to a single transmit pulse at various pointsin the system.

Figure 9. Transmission Process With Example Pulse Responses
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The original rectangular transmit pulseis shaped by the raised cosinefilter. Thisensuresthat the sampled
spectra do not alias and therefore there is no 1SI. The next waveform portrays the distorted impulse
response received at the input of the equalizer. This distortion can be caused by spectral shaping dueto a
nonflat frequency response or multipath reception of the channel. This distortion can be removed by
applying a filter that is the exact inverse (multiplicative inverse in spectral domain) of the channel

frequency response.
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Multipath Effects on Frequency Response

Multipath effects describe the situation in which there are several propagation paths from transmitter to
receiver. Most commonly, this results when there are reflected signals detected at the receiver following
the direct path. The multipath phenomenon can be modeled by an FIR system. The center tap represents
the direct path, while the succeeding tap weights represent the amplitudes, delays, and phases of the
reflected paths. What does this ook like in the spectral domain? For simple examples, see the two cases
described in Figure 10 and Figure 11.

Figure 10. Case 1: Ideal Channel, No Multipath Effects
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Figure 10(a) above shows the time response of an ideal transmission path, which isad function. Such a
channel exerts no spectral distortion or delayed signals. Figure 10(b) shows the spectral response of such

asystem. Note that the frequency magnitude responseis perfectly flat, asindicated by the solid horizontal
line.
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Figure 11. Case 2: System With a Single Unattenuated Multipath Channel
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Figure 11(a) showsthetimeresponseof asystem that containsasingle multipath channel. Thefirst nonzero
sampleof theresponserepresentsthedirect path, whilethe second representsadel ayed pathto thereceiver.
In thisinstance, the pulses areidentical in amplitude and phase and are separated by ten sampleintervals.
Noticein Figure 11(b) that the magnituderesponseexhibitsty/2 nulls, wherety representsthe sampledel ay.
Eventhough you areeffectively adding twoidentical flat spectra(asshownin Figure 10(b)), thetimedelay
resultsin aphase delay in the spectral domain. This phase delay resultsin nullswhere thetwo signalsare
of equal amplitude but opposite phase.

Obviously, multipath effects can have major effects on the system spectral response, thereby providing
another justification for channel equalization.
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Figure 12. Equalization Process

2 2 1
1.5 1.5 A 0.667 7T\
1 / 1 ﬁ\ 0.333
ay O[T dy(y 05 w/ |\ K70 N ~
0 0 w4 -_— -0.333
-0.5 -0.p -0.667
-1 -1 -1
-5-4-3-2-1 012345 5-4-3-2-1012 345 -5-4-3-2-1 01 23 45
t t t
Channel Impulse Response Equalizer Impulse Response Impulse Response at

Output of Equalizer

— Equalizer Filter

Asdepicted in Figure 12, the task of the equalization system isto determine and apply afilter that results
in an equalized impulse response having zero ISl and channel distortion. This means that convol ution of
the channel impul se response and the equalizer impul se response must equal 1 at the center tap and have
nulls at the other sample points within the filter span.

Two maintechniquesareemployedtoformulatethefilter coefficients: automatic synthesisand adaptation.
In automati c-synthesis methods, the equalizer typically comparesareceived time-domain referencesignal
to astored copy of the undistorted training signal. By comparing the two, a time-domain error signal is
determined that may be used to cal cul ate the coefficient of aninversefilter. Theformulation of thisinverse
filter may be accomplished strictly in the time domain, asis done in ZFE and LMS systems, which are
examined in more detail in following sections. Other methodsinvolve conversion of the received training
signal to a spectral representation. A spectral inverse response can then be calculated to compensate for
the channel response. Thisinverse spectrumisthen converted back to atime-domain representation so that
filter tap weights may be extracted.

The second method of filter synthesis is adaptation. In adaptation the equalizer attempts to minimize an
error signal based on the difference between the output of the equalizer z¢ and the estimate of the
transmitted signal X,, which is generated by adecision device. In other words, the equalizer filter outputs
a sample. The predictor or decision device determines what value was most likely transmitted. The
adaptation logic endeavorsto keep the difference between thetwo small. Themainideaisthat thereceiver
takes advantage of the knowledge of the discrete levels possible in the transmitted pulses. When the
decision device quantizes the equalizer output, it is essentially throwing away received noise.

The main drawback of automatic synthesisisthe overhead associated with the transmission of atraining
signal, which must be at least aslong asthefilter tap length. Typically, training is used to converge afilter
at startup as part of the initialization overhead. Adaptation techniques can then be employed to track and
compensate for minor variationsin channel response on the fly [1].
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Zero-Forcing Equalization

One computationally efficient method of forming an inverse filter is the zero-forcing technique. To
formulate a set of FIR inversefilter coefficients, atraining signal consisting of an impulse is transmitted
over the channel. By solving a set of simultaneous equations based on the the received sample values, a
set of coefficients can be determined to force all but the center tap of thefiltered responseto 0. Thismeans
the N—1 samples surrounding the center tap will not contribute 1S|. The main advantage of thistechnique
isthat the solution to the set of equationsis reduced to a simple matrix inversion.

Themajor drawback of ZFE isthat the channel response may often exhibit attenuation at high frequencies
around one-half the sampling rate (the folding frequency). Since the ZFE is simply an inverse filter, it
applieshigh gain to these upper frequencies, which tendsto exaggerate noise. A second problemisthat the
training signal, an impulse, is inherently a low-energy signal, which results in a much lower received
signal-to-noise ratio than could be provided by other training signal types[1, 4].

Example of 7-Tap ZFE Computation

First, create a simulated received pulse response. Begin with the equation of a sinc function, whichisa
simplification of the raised cosine pulse. Then simulate additive noise by the addition of random thermal
noise. Finaly, simulate sampling phase jitter with the random jitter term added to the time index. The
simulated pulse response is plotted in Figure 13. The dotted trace represents the ideal noiseless channel
response.

Figure 13. Simulated Pulse Response
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A vector isformed from the received samples. 2N—1 samples are required to implement an N-tap filter.
For the example 7-tap ZFE, you must collect 13 samples. Therefore, 13 equally spaced samplesof r(t) are
formed into the column vector V.

i:=0...12

Vi :=r(i—6)

0.083
—0.032
0.042
0.026
-0.072
0.002
0.915
0.011
—-0.105
0.031
—-0.076
0.002
0.04

(15)

Next, form a matrix, PR, from the received samples. Each row consists of seven adjacent samples in
time-reversed order. Thefirst element of thetop row isthe center tap of the pul seresponse. Thefirst element
of the second row is the sample following the center tap, etc.

i:=0...6 PRgj:=Ve_j PRyj:=v7_j PRpj=vg_j

16

PR3i:=Vvo_i PRgj:=Vvio_i PR5;:=Vvi1_j PRgj:=Vip_j

0.915
0.011
—-0.105
0.031
—-0.076
0.002
0.04

0.002
0.915
0.011
—0.105
0.031
—0.076
0.002

-0.072
0.002
0.915
0.011

—-0.105
0.031

—-0.076

0.026
-0.072
0.002
0.915
0.011
—0.105
0.031

0.042
0.026
-0.072
0.002
0.915
0.011
—0.105

—0.032
0.042
0.026

-0.072
0.002
0.915
0.011

0.083—
—-0.032
0.042
0.026
—-0.072
0.002
0.915

(16)



Next, compute the inverse of the channel response matrix PREQ.

1101 -9.62x10—4 0.07 -0.023 -0.057 0.036 —0.106
-0.02 1.099 -0.004  0.08 —0.026 -0.045 0.036
PREQ:= PR-1 0.136 —0.019 1108 -0.01 0.075 -0.026 -0.057
PREQ=| -0.042 0.135 -0.023 1114 -0.01  0.08 -0.023
0.107 -0.043 0.141 -0.023 1.108 -0.004 0.07 )
-0.015 0.108 -0.043 0135 -0.019 1.099 -9.62x10—4
-0.023 -0.015 0.107 -0.042 0136 -0.02 1.101
The center column of PREQ contains the coefficients of the ZFE.
T0.023 o
j:=0...6 0.08
Cj:= PREQj3 -0.01
C=| 114 (18)
-0.023
0.135
| -0.042 _|

Check the results by multiplying the coefficient vector by the row vectors of the received sample matrix.
Thedot products should result intheideal channel responsefor thefilter span, thatis, 0,0, 0, 1,0, 0, 0. As
shown below, the results check.

ROWGO; := PRy z:= ROWQeC z=0
ROWI, := PRy z:= ROW1leC z=0
ROW?2;:= PRy z:= ROW2eC z=0
ROWSJ- = PR3 Z:=ROW3eC z=1 (19)
ROW4; := PRy z:=ROW4eC z=0
ROWS; := PRy z:= ROW5eC z=0
ROWES; := PRg z:= ROW6eC z=0
17



The coefficients for the ZFE filter response are shown plotted in Figure 14.

Figure 14. ZFE Filter Coefficient
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Because the Japanese television broadcasters employed an impulse-like training signal, many of the first
video deghostersfor usein Japan employed ZFEs. To provide ahigher signal-to-noiseratio (SNR) for the
received training signal, these systems averaged the training signal over several training intervals. To
further improve SNR, the U.S. broadcast industry has selected a chirp-like training signal, which has
inherently higher energy. This signal, transmitted during the vertical blanking interval, alows suitably

equipped receiversto automatically synthesizefiltersto alleviate the effects of multipath interference; that
is, visible ghost images.
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LMS Equalization

The least mean squared (LM S) equalizer is a more general approach to automatic synthesis. Instead of
solving aset of N simultaneous equations as was done in the ZFE, the coefficients are gradual ly adjusted
to convergeto afilter that minimizesthe error between the equalized signal and the stored reference. The
filter convergence is based on approximations to a gradient calculation of the quadratic equation
representing the mean square error. The beauty of the approach is that the only parameter to be adjusted
isthe adaptation step size a.a. Through an iterative process, all filter tap weights are adjusted during each
sample period in the training sequence. Eventually, thefilter will reach aconfiguration that minimizesthe
mean square error between the equalized signal and the stored reference. As might be expected, the choice
of aainvolves atradeoff between rapid convergence and residual steady-state error. A too-large setting
for aa can result in a system that converges rapidly on start-up, but then chops around the optimal
coefficient settings at steady state.

The LMS equalizer can aso be shown to have better noise performance than the ZFE. Heuristically, the
ZFE calculates coefficients based upon the received samples of onetraining signal. Sincethe captured data
will alwayscontain somenoise, the cal culated coefficientswill be noisy — noisein/ noiseout. Ontheother
hand, the LM S algorithm gradually adapts afilter based on many cyclesof thetraining signal. If the noise
is zero mean and is averaged over time, its effect will be minimized — noise integrates to 0.

A second major benefit to thisapproach isthat you can employ any arbitrary training sequence. In general,
you would prefer to use a high-energy signal to improve the received signal-to-noise ratio of the training
sequence. In contrast, the unit impulse training signal required by the ZFE is probably the lowest energy
flat-spectrum signal possible. Typical training sequences employed for LMS equalization include
pseudorandom noi se sequences and chirp-type signals.
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Figure 15. Filter Output Computation

Coefficient Adaptation

c0 next cl next c2 next c3 next c4 next

c0 cl c2 c3

r4 X/ r3 \XJ r2 \X/ rl\X

Step
r(t) Size X
z-1 z-1 z-1 z-1 Factor <>

cO0 cl c2 c3

z(t)

et

Transversal Filter

x4 X3 X2 X1 X0

z-1 z-1 z-1 z-1 z-1 z-1

Training Signal Storage

In Figure 15, the portion in the lower shaded rectangleisastandard transversal filter (FIR). The lower set
of delaysrepresentsstoragefor thereference version of thetraining signal. Eachtimeasampleisreceived,
anew filter output is computed and compared to the corresponding reference signal, thereby forming an
error signal. Thiserror signal isthen used to scalethereceived samplevalues contained in thefilter storage
elements. These scaled sample values are then added to the current filter coefficients to form the updated
coefficients to be used at the next sample time.
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The coefficients are updated according to the following equation:

Cik+ 1) =C\(k) —aer.,n=01..,N-1 (20)
Asan example, consider the calculation for the third tap weight (n=2) at timek = 5:

Cyx5) = Cx4) — aer, (21)

This means that the Co coefficient for the next sample period equals the current C, coefficient minus a
correction term. The correction term is simply the current input sample corresponding to the C, tap
multiplied by the current error value scaled by the adaptation rate term a.

If thefiltered sample output ismuch smaller than the actual valuefor thetraining signal, theerror isalarge
negativevalue. Thereceived samplevaluesare scaled by thisrelatively largevalue, and the product isused
to adjust the individual coefficients up or down (depending on the sign of the stored sample values) by a
relatively large amount. For asmaller discrepancy between thefilter output and training signal, the error
sample and, hence, the amount of adjustment, will be smaller. The fact that each coefficient is changed by
adifferent adjustment term (based on distinct received samples) allows the filter coefficientsto converge
fromany initial stateto one that minimizesthe mean square error between the received training signal and
the reference.

Decision-Directed Equalization

Thepreviousequalizer systemsarelinear inthat they employ linear transversal filter structures. Thefilters
implement a convolution sum of a computed impulse response with the input sequence. Often with data
communication systems, one can take advantage of prior knowledge of the transmit signal characteristics
to deduce amore accurate representation of the transmit signal than can be afforded by thelinear filter. For
instance, a bipolar transmit signal consists of pulses with amplitudes of +1. This signa is then pulse
shaped, distorted by theanal og channel, and filtered by alinear FIR filter. The processed signal isnolonger
abipolar sequence. Instead, the output val ues span the range of values representabl e by the hardware, for
example, the range of numbers specified by Q15 notation [5]. It is possible to devise adecision device (a
predictor or aslicer) that estimateswhat symbol valuewasmost likely transmitted, based onthelinear filter
continuous output. For example, in the case of the bipolar sequence transmission scheme, avery simple
decision device could replace al positive values with apositive 1 and all negative values with anegative
1. The difference between the decision device input and output forms an error term which can then be
minimized to adapt thefilter coefficients. Thisistrue because aperfectly adapted filter would produce the
actual transmitted symbol values, and, therefore, the slicer error term would go to O. In practice, the error
isnever 0, but if theadapted filter isnear ideal, the decisionsare perfect. Inthiscase, thedlicer iseffectively
throwing away received noise with each decision made.

Coefficientscan be updated in amanner similar to that employed by the LM Sequalizer. Thereis, however,
oneimportant distinction. In Figure 16, the error term is computed as the difference between theinput and
the output of the decision device, asopposed to the LM S error term, which was based on astored reference
training signal. This means that the decision-directed equalizers do not require atraining sequence. This
is a major distinction between automatic synthesis (which requires a training signal) and adaptive
techniques (which do not require atraining signal).
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Figure 16. Decision-Directed Equalization
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Decision-Feedback Equalization

Another nonlinear adaptive equalizer should be considered: the decision feedback equalization (DFE).
DFE isbased on the principle that once you have determined the val ue of the current transmitted symbol,
you can exactly removethel S| contribution of that symbol to future received symbols(see Figure 17). The
nonlinear feature is again due to the decision device, which attempts to determine which symbol of a set
of discrete levelswas actually transmitted. Once the current symbol has been decided, thefilter structure
can calculatethel Sl effect it would tend to have on subsequent received symbolsand compensate theinput
to the decision device for the next samples. This postcursor ISl removal is accomplished by the use of a
feedback filter structure.

Figure 17. Received Signal Including Additive Noise Effects
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Figure 17 showsthereceived signal, including the effects of additive noise. Superimposed arethe past four
decisions (r(0), r(-1), r(-2), r(=3)) and the traces corresponding to the channel response for each pulse.
Because you have a transverse filter that mimics the the system response, you can subtract the ISl
contributions of the past symbols (as decided) from the next received symbol (t = 1). You can seethat the
decision values are diced to +1, thereby tossing away noise that would have otherwise improperly
influenced thecompensation for thepostcursor ISl. AsshowninFigure17, you can seethat the coefficients
of the feedback filter should converge to the right half of the channel impulse response. That is because
the output value at any timet consists of the current sample times the center tap weight, plusthe previous
samplestimestheright half of the impul se response, plus the subsequent samplestimesthe left half of the
impulse response. It is the previous samples times the right half impul se response that will be subtracted
by the feedback filter.
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Figure 18. DFE Functional Block Diagram
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InFigure18, you can seethat the DFE containsall of thesamefunctional blocksasthepreviously described
decision-directed equalizer. In addition, there is a second adaptive filter structure fed by the output of the
decision device. This second filter is the feedback stage that cancels the postcursor 1Sl. Itsinputs are the
symbol decisions, and thetap weights convergethrough the LM Sprocessto resemblethetail of thechannel
impul se response (taps beyond the center tap).
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The adaptation formulafor the feedback tap coefficients can be the same as for the feed forward section.
For the LM S approximation [1, 4]:

ek +1) = c(k—caer,_,,n=01..,N-1 (21)
b,(k+ 1) = by(k)—aed,_,n=0,1. ,N-1 (22)

Adaptive Equalization for Digital Cellular Telephony

The direct sequence spreading employed by CDMA (1S-95) obviates the need for atraditional equalizer.
The TDMA systems (for example, GSM and 1 S-54), on the other hand, make great use of equalization to
contendwith the effectsof multipath-inducedfading, | S| dueto channel spreading, additivereceived noise,
and channel-induced spectral distortion, etc. Becausethe RF channel often exhibitsspectral nulls, thelinear
equalizers are not optimal due to their tendency to boost noise at the null frequencies. Of the nonlinear
equalizers, theDFEiscurrently themost practical systemtoimplementinaconsumer system. Asdiscussed
below, there are other designsthat outperform the DFE in terms of convergence or noise performance, but
these generally come at the expense of greatly increased system complexity. Today, most TDMA phones
employ DFE running on fixed-point DSPs such asthosein the TM S320C5x [6] family. For adetailed ook
at some representative systems, consult A Low-Effort DSP Equalization Algorithm for Wideband Digital
TDMA Mobile Radio Receivers [7] and Channel Equalizer for a Digital Mobile Telephone Using
Narrow-Band TDMA Transmission [8].

Advanced Adaptive Equalizer Structures

Several adaptation schemes and alternate filter structures offer better performance in some respects than
those described above. Usually this performance improvement comes at the cost of increased complexity
interms of DSP CPU loading or logic gate count. For the most part, these are well understood algorithms
whose system performanceis still being evaluated in various applications. In any case, their treatment is
beyond the scope of this tutoria in equalization concepts, and references are cited on page 174 for the
interested reader.

Lattice Filter Structures

In general, the well-known lattice filter structure [9] can be substituted for the FIR sections in the DFE
system. The lattice DFE has been shown to be less sensitive to roundoff errors than the transverse filter
DFE, though it has comparable convergence properties. Special forms of LMS and RLS adaptation for
lattice structures are summarized in Adaptive Equalization for TDMA Digital Mobile Radio [10]. For a
detailed discussion of the implementation of lattice DFE for digital cellular radio, refer to An Adaptive
Lattice Decision Feedback Equalizer for Digital Cellular Radio [11].

RLS Adaptation

RLS adaptation refers to the recursive least squares algorithm. The RLS agorithm can be designed to
converge significantly faster than the LMS technique converges. Recall that the LMS coefficients are
adjusted during each sample period by the product of the current error multiplied by the appropriate signal
sample scaled by a. In the case of RLS, the adaptation is similar, but instead of scaling the adjustment by
a, avalue derived from theinverse of the sample autocorrelation matrix is used to scale the error/sample
product. Asacomparison of complexity, a20-tap (10 forward, 10 feedback) LM S update system requires
about 40 operations. A standard RL S update, on the other hand, requires on the order of 1000 operations
[10]. For amoredetailed look at RLSin digital cellular systems, see A Decision Feedback Equalizer With
a Frequency Offset Compensating Circuit for Digital Cellular Radio [12] and Bidirectional Equalization
Technique for TDMA Communication Systems Over Land Mobile Radio Channels[13].
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Probabilistic Detection Algorithms

Two more advanced adaptation techniques that employ stochastic principlesto minimize the probability
of error are maximum a posteriori probability (MAP) and maximum likelihood sequence estimation
(MLSE). These techniques require knowledge of the channel characteristics and the probability
distribution of the additive noise. MAP is a symbol-by-symbol detector; whereas, the ML SE algorithm
employsthe Viterbi a gorithm (VA) to minimizethe probability of sequenceerror. Both approachesprovide
comparable performance and are still regarded as prohibitively complex for channelswith along impulse
response, becausecomplexity isexponentially related tothel SI span. For afurther study, consult references
[10] and [14].

Code Availability

The associated program files are available from the Texas Instruments TM S320 Bulletin Board System
(BBS) at (713) 274-2323. Internet users can access the BBS via anonymous ftp at ti.com.
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