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A 20-mA-Receive, 55-mA-Transmit, Single-Chip
GSM Transceiver in 0.2xm CMOS
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Abstract—This paper presents a low-power 900-MHz GSM be physically small and lightweight. The intrinsically higher
transceiver developed in a 0.2%:m CMOS technology. The su- ¢ /T (transconductance to bias current) ratio of bipolar tran-
ﬁgrshi[nregsgzrli "\‘,’\'Ig}; Sc'ggf 'Qé?srg"i?'ﬁtri fffq%ei‘c)éé‘t T:Cm;i sistors has made them the prevailing choice for the realization
all filters. The overall gain can begdigitally éontroiled overg of today's.commercial Cellular.RF tr_ansceivers. Typical power
98-dB range. The receiver consumes only 19.5 mA from the consumption for such transceivers is 50 mA at 3 V [11]-{13],
2.5-V voltage supply while achieving the required blocking and which is half of the average CMOS transceivers at similar
intermodulation performance. The direct conversion transmitter  frequencies [2], [5]. With the advances of low-power design
has a fully integrated phase shifter and provides a 2-mW signal to ., digital VLS| and the steadily improving feature size of

the power amplifier with a low level of spurious emissions. The . .
transmitted Gaussian minimum shift keying signal has an rms deep submicrometer CMOS, the power consumption of the

average phase error<2°, and the overall current consumption digital portions of a mobile terminal is becoming increasingly
of the transmitter is 55 mA. insignificant compared to that of the RF transceiver. This

Index Terms—Analog RF-CMOS, direct-conversion transmit- @ncregses the. pressure for RF transceivers realized in bipolar
ter, GSM, mobile communications, superheterodyne receiver, junction transistor (BJT) technologies to further reduce power
transceiver. consumption, to satisfy demands for longer standby times. For
CMOS realization of RF transceivers for cellular applications,
the primary challenges are therefore twofold. The first is
meeting the requirements of narrow-band cellular applications

ROGRESS in the last five years in radio-frequency (Risch as GSM, as typified by various type-approval test re-

CMOS research [1]-[8] has shifted the debate fromuirements. Moreover, low power consumption at or below
whether CMOS is capable of realizing RF circuits at the loghe level of current BJT transceivers must be reached before
gigahertz range to for what kind of applications it is suitableeMOS can be considered competitive to BJT technologies.
It has gradually become widely accepted that applicatiopg additional constraint is manufacturability at low cost,
such as wireless local-area networks and cordless telephagitich precludes circuit techniques that enhance individual
where the radio environment is better defined and the portable-formance parameters at the expense of substantially in-
transceiver is confined to within a smaller radius from botyeasing their sensitivities to manufacturing tolerances and
the base stations and the battery charger, are well suited tWicaj variations of operating conditions such as power-
CMOS implementation at the radio frequencies. A high degre@pply voltage and temperature. With the above requirements
of integration has also come to be expected. as the background, this paper reports the realization of a

Considerable doubt has remained up to now, howevggry low-power CMOS transceiver that satisfies the stringent
over whether high-end transceivers for narrow-band cellulagquirements of the GSM cellular telephony standard.
applications could be realized with even the best CMOS This paper is organized as follows. In Section II, the spec-
technologies available today [9], [10]. The combination dfications for the RF transceiver and the chosen architecture
much greater cell sizes and the absence of geographigad presented. Sections Ill and IV discuss the design of the re-
restriction for the mobile terminal results in higher dynamigeiver and the achieved performance, respectively. Section V
range on the one hand and more stringent power consumptiiscribes the design of the transmitter, while in Section VI,
requirements on the other. The dynamic range problem tife corresponding measurement results are presented. The final
characterized by very weak signals in the desired channglclusions are presented in Section VII.
in the presence of very strong interfering signals from both
adjacent radio channels within the same cellular service and Il. TRANSCEIVER SPECIFICATIONS
those from other public radio services, such as TV broadcas _ N
and radar. The power consumption requirements stem from he main task of the RF receiver is to select the wanted

the fact that the user is usually far removed from his batte hant?]el,. e:cmphﬁ;.the RFdS|gna!dto ifo?gergent Leve(;, demodu-
charger but nonetheless expects long talk- and especi € information, and provide it fo the baseband processor

standby-time from his handset, which at the same time muiy h sufficient signal-to-noise ratio (SNR) for digital detection,

while rejecting all interfering signals. This translates into

I. INTRODUCTION

Manuscript received April 17, 1999; revised July 15, 1999. requirements in terms of dynamic range, sensitivity, blocking,
The authors are with the Integrated Systems Laboratory, Swiss Federad. t dulati £ Thet itt the oth
Institute of Technology (ETH), Zurich CH-8092 Switzerland. and intermodulation periormance. Ihe transmitter, on the other
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cies. It must minimize the generation of spurious signals, afdem)i
supply the RF signal, with a defined power level, to an extern
power amplifier (PA) for final amplification. As in most digital
wireless applications, GSM-type approval requirements a —23 1
specified for the complete system. The specifications for tl 43 ]
RF transceiver of a small mobile station (MS) must therefor

be derived from the system specifications.
—00 | — <~ ~ = = ~i= = === 7= ==

0

.............................

A. Receiver Requirements

¢ Sensitivity:for an additive white Gaussian noise channe

condition, a bit error rate (BERY10~* must be achieved offset from f,

for a —102-dBm reference input signal. The achievablgg 1 power level of blocking signals to be rejected.

BER depends on the chosen GMSK detector type. To

achieve 10* BER, a suboptimal MSK-type detector Pout

needs 10-dB SNR [14]. This detector is sometimes pre-,

ferred since, being simpler, it requires less silicon area and

power. Furthermore, in realistic channel conditions, its !

performance is similar to an optimal maximum likelihood !

sequence estimation implementation. On the other hand ; |

the noise floor of~121 dBm in a 200-kHz channel is 19 E E
|
|
|
|
|

100kHz
915MHz -
600kHz
600kHz
980MHz Jr-d-nmnme -
12.75GHz l

x + 10dB

dB below the reference input 6£102 dBm. Since the
noise introduced by a well-designed voltage-controlled |
oscillator is negligible for our receiver architecture, the ¢
degradation in SNR is solely given by the noise intro-
duced by the blocks in the receiver chain. Therefore, to
satisfy the specifications for a MSK detector, a maximum
noise figure (NF) of 9 dB, referred to the antenna input,
is required.

« Dynamic rangethe receiver must be able to detect signals
up to—15 dBm. Considering that the reference sensitivitlyig. 2. Derivation of overall ilP3.
is specified for a-102-dBm input signal, 87-dB dynamic
range is required to avoid the saturation of the baseband
analog-to-digital (A/D) converters (which follow the RF
front end). To account for component tolerances, as well
as temperature and process parameter variations, a margin
of 13 dB is added, so that a total of 100 dB results.

 Blocking performancethe cellular radio network envi-
ronment is usually described as “hostile” partly because
of the high-level interfering signals. Interferers outside
the GSM receive band (935-960 MHz), such as ultra-
high-frequency TV, which transmits with power lev-
els as high as 50-100 kW in the 500-800-MHz band,
must be rejected. To account for the near—far situation
typical in cellular communication networks, minimum
blocking performance is specified in GSM-type approval
requirements. For a small MS, a99-dBm reference
signal must be demodulated with a BER 1072, in
the presence of in-band and out-of-band blocking signals,
the power level of which depends on their frequenc ) )
offset from the wanted channel frequency, as summarizéd Transmitter Requirements
in Fig. 1. For the active circuits in the receiver, the e
blocking specifications translate into compression point
(CP) requirements.

* Intermodulation performancesimilar to blocking sig-

y 10dB (SNR)

]
x+10 = 3(x-53)
X = -84.5
ilP3 = -14.5dBm

Pin

-99dBm ' -46dBm ilP3

may fall in the wanted channel, thereby decreasing the
SNR. For a small MS, it is specified that-a99-dBm
reference signal must be correctly demodulated (BER
< 107%) in the presence of twe-49-dBm signals, 800
kHz and 1.6 MHz away, respectively, from the desired
channel. Since in our implementation the worst distortion
is caused by the third-order intermodulation product, a
specification for the third-order intercept point (IP3) for
the various active blocks is sufficient. The required overall
IP3 at the receiver input is-14.5 dBm, which can be
derived using the graphical method shown in Fig. 2,
where the required SNR is 10 dB, the signal output grows
with a slope of one with the power of desired input, and
the intermodulation product49 dBm + 3 dBm = —46
dBm) grows with a slope of three with the power of
interfering signals.

Spurious emissiondo avoid the disruption of the com-

munication between the base station and other MS or
that of other radio systems, the spurious emissions from
a GSM transmitter must be minimized. Stringent require-

nals, interfering signals in adjacent channels also degrade
signal quality through intermodulation. In this case, inter-
modulation products produced by receiver nonlinearities

ments are especially dictated by the GMSK modulation
mask and by the maximum permitted emissions in the
GSM receive band. The maximum permitted emissions
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] . Fig. 4. GSM transceiver block diagram.
Fig. 3. Worst case unwanted emissions (915 MHz).

in power density (dBc/Hz) for the worst case conditionRF-in
where the transmitting channel is at maximum power an
placed at the right corner of the GSM transmit band (9195
MHz), is shown in Fig. 3. Wide-band noise 6 MHz offset 2°
from the channel must be less thar129 dBc/Hz, while ~ ™°
the maximum noise in the E-GSM and GSM receive ©°
band is—150 and—162 dBc/Hz, respectively. 80 : — S

» Phase accuracyfor any transmitted 148-bit pseudoran- B o o S RS S S N
dom sequence, the limits for an rms average and pe
phase errors are°5and 20, respectively. The phase
error or error vector magnitude (EVM) arises from the
combination of all the spurious signals that are present
the transmitted signal and that are generated during t
modulation process. e b Contbution o

» Output power:typical commercial GSM class 4 (2 W) 25%I _________ ﬂ __________ A -~ Ov. Current (20mA)
power amplifiers [15] provide 30-dB programmable gair
external to the transmitter IC. To drive such powe:
amplifiers, the transmitter IC must be able to delivefig. 5. Receiver planning.
2-mW output power.

A -

* — signal level
... —— Blocking (1dB-CP)
=== Intermod.(IP3)

----------------------------------------------------------

16 16 Gain[dB]

Contribution to
Ov. NF (8dB)

NF [dB]

10 5 5  Curr. [mA]

block as well as their percentage contribution to the overall NF
are shown. To allow some margin, a worst case NF of 8 dB
The complete transceiver block diagram is shown in Fig. Aas been planned. In the bottom graph, the requirements in
External components are shown in gray while the integratéstms of current consumption are also displayed. An overall
blocks are white. For the receive section, a superheterodyfirent consumption of 20 mA is aimed at.
architecture is used with a 71-MHz intermediate frequency At the input, a filter (the duplexer [16]) is used to suppress
(IF). Considering the overall requirements and the CMO@e out-of-band blocking signals that can be as strong as 0
technology used, this architecture provides a good tradeoffdBm. Thanks to the suppression of interference by the filter,
terms of achievable performance and needed power. the required linearity, and therefore the low-noise amplifier
Direct up-conversion architecture is used for the transmitth.NA) power consumption needed, is reduced. On the other
Main advantages in this case are the intrinsic low level qqfand, the filter has an insertion loss of 3.2 dB, which is
unwanted emissions in the absence of intermediate frequen¢i@§ponsib|e for as much as 35% of the overall noise, leaving
and the high integration level. Since the local oscillator is 3hly a tight NF budget of 4.8 dB to the rest of the receiver. For
the same frequency as the transmitted signal, one drawbggk | NA 2-dB NF and 15-dB gain are specified. Although a
of this architecture is the risk of local oscillator pulling. This’nigher gain would relax the NF requirements of the following
problem will be so!ved using an offset local oscillator in thejcyit blocks, high current would be required in the LNA as
frequency synthesizer. well as in the mixer to achieve the needed gain and linearity
and to drive the RF interstage filter [16] that is required in
Il RECEIVER front of the mixer to suppress the image frequency. This
Our optimization of the receiver plan is shown in Fig. Sfilter, together with the duplexer, provides a minimum image
where the requirements for each block in the receiver chain atgpression of 70 dB. For the mixer, similar considerations
described. On the top graph, the requirements in terms of gdio)d in terms of gain and linearity. As shown in the figure,
CP, and IP3 are shown. In the middle, the required NF for eaglith 12-dB single-sideband (SSB) NF, the mixer will be the

C. Transceiver Architecture
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sitic influence of the Miller capacitance 8f; and to increase
reverse isolation. To guarantee broadband output impedance
matching as well as high output linearity, a transimpedance
configuration for the output stage has been used.

} RF In the case of strong input signats; is set toV,q. The LNA
r—0 is switched off and bypassed using transistés. Device Mg

- Out is dimensioned to realize the 5-dB attenuation at the output
(502) for a 5042 load, and transistal/; is used to zero the Q of the

network formed byZ,, Lo, and the gate capacitance bf;.

B. RF Mixer

To reduce the relative importance of the noise introduced by
the IF filter and the IF amplifier, 10-dB gain is required in the
mixer. To handle in-band blocking as well as intermodulating
Fig. 6. Schematic of the LNA. signals, the mixer also needs to achieve more tha@ dBm

of iCP and more thar-3 dBm of iIP3. Good linearity is also
. . necessary to minimize an in-band spurious response at 960.5
major contributor to the overall NF, followed by the dUpIeXeI(/IHz caused by the second harmonics of the local oscillator
and the LN.A' . - . . 996 MHz for 925-MHz desired signal) and the interferer itself,

The required 100-dB variable gain is achieved with 20 d hich appears because of the 71-MHz IF. Moreover§50-
in the switchable LNA and 80 dB in the 71-MHz IF amplifier.input impedance and 12-dB SSB NF are réquired Th,e only
-Lhe IF qmphf:er IS Onﬁ of tr?ehmos_t ChfallengmgGOblggks Rctive mixer configuration that can achieve such specifications
the receiver. t must have high gain of up to al & Gsm frequencies is the Gilbert mixer. Since the RF-image
relatlvely high frequency of 71 MHZ.'.IthSt be programmablﬁter is single ended, a single-ended input with embedded
'?\ agcurage gdﬁ Sti/?s as speqfled b?/ the 'ntiqahc/lzw pedance matching is also desirable. A single balanced mixer
the baseband chip. Moreover, since a low-cost 71-MHz SBM) with common gate input can be used [18], which, in
filter [16] does not suppress undesired channels complet in, requires the input transistor to havega of 20 mS

the lF amp must also POSSESS a very r_ngh qutput lmea.”%‘ achieve impedance matching. In an SBM, the attenuation
All this must also be achieved without incurring excessiv

. ftroduced by the switches is at leagtrlso that the maximum
power consumption. At the IF-amp output, the wanted chan nversion gaifig...) is 6.8 mS. Although a mixer NF around
is regulated to a constant35-dBm level. To achieve the e

10-13 dB can be realized with such an implementation, to

wanted—2 dBm at the A/D converter input, 16-dB gain ha%whieve the required 10-dB voltage gain as well as the right

been assigned to the quadrature demodulator, as well as. : . ;
i ) . 7Y impedance matching to the IF filter, a load impedance above
baseband low-pass filters (LPF). Since only 32-dB gain B g P

) . °kQ and a Q= 4 in the output LC-matching network is
as&gped to paseban(_i, p.otentlal prqblems such as de-o &&ded. The latter values have been considered too high for our
and fllcker noise contribution are avmdgd. One last |mport plementation since it involves too high a swing at the output
requirement for all the blocks interfacing an external filte s well as a higher mismatch in the output impedance in case of
is that their input and output impedances must match to tégviation of the LC components from the nominal values. On
cha_racteristic impedance of_ the filters, to mgintgin the filter ’e other hand, a double balanced mixer (DBM) with two input
de5|gneq trangfer charac_terlstlcs. T.he maiching 'mpe.dancet%sistors can be used in common gate configuration, each
the RF filters is 5072, while the IF filter must be terminated having ag,, of 40 mS [18]. The advantage of such a structure

with 330 Q Lo . . is a lower attenuation (2r) in the switches, which translates
The individual circuits in the receiver will be presented neXfoio the doubling ofgy. (12.7 mS) and the halving of the Q

The focus is on the RF mixer, while the LNA and the IF strlpj the output matching network. The main disadvantage is the

which are discussed in more detail elsewhere [18], [19], wi ifferential input, which requires a single-ended to differential

only be briefly described. converter to interface with the RF filter. This means one more
external balun, or, if the balun is integrated, a degradation in

In
(50Q)

A. Low-Noise Amplifier the overall mixer performance. To solve this problem, a single-
The LNA schematic is shown in Fig. 6. Signat is used ended input, double balanced mixer, derived from the BJT
to select the wanted gain. Micromixer [20] as shown in Fig. 7, has been implemented

If en is set to ground, the LNA is active and 15-dB21]. Single-ended to differential conversion is now achieved
amplification is obtained. To achieve the required performantethe input stage of the mixer. Wide-band input impedance
without incurring excessive power consumption, a two-stageatching is performed by setting thg, of A/; to 20 mS.
implementation has been chosen. To realize 2-dB NF as w&ll maintain symmetry, the,,, of M3 is also set to 20 mS.
as 502 input impedance matching, the input stage has be&he resulting structure exploits class-AB operation, so that
designed using an inductively degenerated common-southe mixer will not compress. A, of about 9 mS assuming
configuration. Cascode transisthf, helps to reduce the para-nonperfect switching devices as well as an NF of about 10-13
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\\ Zin = 330Q
E Fig. 8. Input stage of the 71-MHz IF amplifier.

Fig. 7. Schematic of the single-ended input DBM.
of 150 kHz. They have been implemented using an active-RC

dB can be expected for a total current consumption of onlySgllen & Key structure, which realizes 16-dB gain and four
mA. High values of IP3 can also be expected from the CMO!es using only two op-amps. Due to the tolerances of the
implementation, which tends to be much more linear than théiftégrated components, the cutoff frequency could vary up to
BJT counterpart [6]. To achieve 10-dB voltage gain as well #s30%. Since the purpose of these filters is essentially anti-
impedance matching to the IF filter, a 1.@-koad resistorR;, aliasing for the baseband A/D converters, this deviation is of

together with an external matching network having a«@ NO consequence provided a sufficiently high sampling rate is

C. IF Baseband Strip IV. MEASURED RECEIVER PERFORMANCE

The fully integrated IF strip consists of an IF amplifier A micrograph of the complete GSM transceiver is shown
[17], a quadrature demodulator, and two fourth-order Bessel Fig. 9. To characterize the receiver, measurements have
low-pass filters. The first stage of the IF amplifier is showheen carried out on the individual building blocks as well
in Fig. 8. A common gate configuration is used to providas the complete receiver. To measure the circuit performance,
impedance matching. The input stage consists of an arrayeafcth bare die is directly bonded on a printed circuit board
common gate differential pairsi{;), one of which is shown (PCB) with all required external components mounted on it.
in the schematic. Gain control is achieved using a currelmt Fig. 10, the measured NF is shown for two samples of the
steering principle, which employs transistal4,, to switch complete RF front end with all external filters. Both circuits
the signal current of the corresponding differential pair eithdéwave anS;; better than—8 dB at the duplexer input. In both
to Vyq Or to the load. Cascode devicé4, and M; are used cases, the measured SSB NF is less than 7 dB with a best
to maintain the dominant pole at a constant frequency of 168se of 6.6 dB. These are much better than the worst case
MHz for different gain configurations. High output linearityreceiver plan because the external filters used are not worst
is achieved with the help of load degeneration, as showase and therefore have less attenuation than that used in
in the Fig. 8. The first stage of the three-stage amplifier feceiver planning. In Fig. 11, the measured mixer gain as well
programmable between 0-20 dB in 2-dB steps, while tls its linearity characteristics are shown. For measurement
second and third stages are programmable betwddhto 20 purposes, the output matching resist®f, has been set to
dB in 2-dB steps. At maximum gain, the complete IF amplifie70 2 in place of the nominal 1.4k This together with the
draws 2.6 mA from the 2.5-V supply. The down-conversiolbading of the instrument (45Q) and 0.5-dB loss in the output
mixers in the I, Q demodulator are implemented using a doubteatching network results in a power gain-e% dB, as shown
balanced structure followed by a differential transimpedangethe measurement. As stated earlier, one of the characteristics
stage to achieve 16-dB gain with sufficient linearity. Phas# the single-ended double balanced RF mixer is that, with a
and amplitude accuracy in the | and Q paths is guaranteddss-AB input stage, it does not compress. Moreover, thanks
by careful design of the integrated phase shifter and highly the CMOS implementation and sufficient gate overdrive
symmetrical layout. For the phase shifter, an enhancementthe input transistors, the measured ilP3 is as hight &%
source-coupled logic digital divider has been used to dividBBm. The measurement of the IF amplifier is shown in Fig. 12
a 142-MHz input local oscillator (LO) into two 71-MHzin terms of the accuracy of the absolute gain as well as the
signals in quadrature phase, to guarantee the best accurddferential accuracy of the 2-dB steps. The minimum gain
The complete demodulator needs just 668. The baseband is —20.9 dB, and the maximum gain is 58 dB, which shows
filters are fourth-order Bessel LPF’s with a cutoff frequencgood absolute accuracy considering the open-loop structure.
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Fig. 10. Measured NF of the RF front end with both duplexer and image

Fig. 9. Microphotograph of the transceiver. filter.

An excellent diﬁerentia_l accuracy v_vith typic_eﬂ_error_of0.1—0._%0 deliver 20 W to the TX filter, so that after the filter
dB has been also achieved, despite the difficulty in matchna enuation, 23 dB of gain is required in the preamp. For the

?allceivart ?Chn?mh'?h ffr?guer:cy, |0rWdSUpr?|{n\]/0gage,f?h nsmitter, power consumption is not as important as it is
oW power. A summary of the measured pertormance ot the w,q yaceiver since in transmit mode, power consumption is
complete receiver is shown in Fig. 13 against the requireme Sminated by the PA. However, to keep the power needed
in the earlier plan. As shown in the top graph, a very hig '

. ] . . . -Dy the transmitter to a negligible level, current must not be
linearity has been achieved in all the receiver blocks, wi asted unnecessarily.

measured CP and IP3 values exceeding the requirement by a
good margin. The measured gain control range is 98 dB, RS
planned. Very low noise figures of 1.9, 12.6, and 3.8 dB haveé
been achieved by the LNA, mixer, and IF strip, respectively. A schematic of one path of the I, Q modulator is shown in

If the noise measurements of individual active devices aFég. 14. It is basically a double balanced Gilbert mixer with
combined with the assumption that all external passive filte?sregulated input stage to ensure high linearity. Thanks to
have the worst case specified by the manufacturer, ovefthie differential input structure, even harmonics are rejected.
NF is 8.1 dB. Current consumption is also in line with thdhe double balanced configuration suppresses the RF carrier
requirement. Thanks to the low-power mixer and IF strip, & the mixer output. Since the I, Q signals at the input are
total current consumption of 19.5 mA<B0 mW) has been at baseband, a power-efficient way to implement a highly

achieved. Table | summarizes the achieved overall receiligear circuit is to use negative feedback. The feedback loops
performance. based on the operational transconductance amplifiers (OTA's)

regulate the currents in transistai$,, so that the differential
V. TRANSMITTER input voltageV;,, assuming thak; equalsRk,, will appear on

As stated lier during th dulati th resistorRZz. The input signal voltage is therefore translated into
.S stated earlier, urm_g . € modulation pFOFe_SS’ € 9€lj input signal currenf, such thatl, = V;,/Rs. Assuming
eration of unwanted emissions must be minimized. For

. o ) . : Rrfect switching deviced/,,,, the mixer conversiom,, de-
d|regt conversion |mplementat|on, the' major contributors to t € nds only on the linear componeRs and can be calculated
spurious signals are the intermodulation products generatedt v,
nonlinearities in the modulation circuits, imperfect suppression
of the unwanted sideband signal, and the carrier feedthrough. G = 2 % i_ (1)
At the circuit level, this means that high linearity and low m  R3
LO feedthrough must be achieved in the I, Q up-conversionTransistorsiM;,, are minimum length devices that are di-
mixers, and high accuracy in the 9phase shifter is required mensioned to work in weak inversion, so that—-dBm
to keep the image low. carrier is sufficient to guarantee good switching. The 1.2-MHz

The transmit RF filter that suppresses out-of-band spuriofiist-order LPF required at the input has been realized in the
signals has been placed between the modulator and the predegdback loop by resistaR, and capacitoC;. CapacitorCs
In this way, the preamp only has to deliver the required 2-mW introduced first to compensate the OTA and secondly to
output signal to the PA, and not 2 mW plus the attenuation bé a sink for high-frequency spurious signals, which may
the filter, which would place more burden on the preamp. Teed through the Miller capacitance of transistor M1 and
achieve the required output power, the modulator is specifiathich could cause instability in the amplifier. To minimize

Up-Conversion Mixer
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Fig. 11. Measured mixer linearity.

TABLE |
20.0 SUMMARY OF MEASURED RX PERFORMANCE
Complete Receiver | Gain 101dB
(including duplexer | NF(50€2) 8.1dB SSB
10.0 and filters) iCP —16dBm
o | iTP3 —4dBm
% Blocking +6dBm@915MHz (w.c.)
g Current Cons. 19.5mAQ@2.5V
00 groemee LNA Gain +15.3dB,—3.84B
Stage 1 Stage 2 Stage 3 NF(500) 1.9dB
St.2-3=0dB St.1-3=0dB St.1-2=0dB op 10dBm
-10.0 iIP3 —7.5dBm
- - . : RF-mixer Conv. gm 8.5mS
° 10 Gi?n Code % 40 NF(5082) 12.6dB SSB
iIP3 +7.5dBm
Fig. 12. Measured absolute and differential gain of the IF amp. 71MHz TF-Amp Gain 909 . +584B (2dB steps)
Step Accuracy 0.1 — 0.2dB (Typical)
S _[ | 'A')JIL["" - NF(3300) 3.8dB
| b .m‘ |~ ] | ~ 1,Q Demodulator Gain 16dB
[dBm] - ! ! ‘ ! : ' % Unwanted Sideband
0 Suppression >43dB
-20 Baseband Filters Gain 15.7dB
40 ST Intermod.(IP3) / Cut-off Frequency | 160kHz
-60

32 ‘('?-58)' 38 10 -65 !('25%9)' 16 157 Gain [dB]
the input offset, particular care has been taken in the design

Overall NF of the OTA’s. Large input transistors as well as well-matched
8.108 (wo) structures have been employed. Folded cascode OTA’s with
2 19 12 126 538 NF[dB] PMOS input stage are designed for 50-MHz bandwidth and
\ draw 500 A each from the 2.5-V supply. The minimum
50% {---==-=-- oo Total current . . . .
259, m __________ MR Tp~ 1esmA bias current required in each mixer can be calculated from

the required output power 6£17 dBm (204W), which the
modulator must provide to the 30-filter. Given the 50-
Fig. 13. Receiver planned and measured results.  output resistance of the modulator required by impedance

10 10.8 5 4 5 4.7 Curr. [mA]
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Fig. 16. Schematic of the preamplifier.

can be calculated to be

IRR = 20 1og<\/sin2 (Ap/2) + AA? cos? (A¢/2)> 3)

where AA is the amplitude mismatch anfdly is the phase
mismatch between the quadrature channels. If the I, Q mixers
are carefully drawn with a symmetrical and matched layout,
inaccuracies in the quadrature channels are mainly caused by
the phase and amplitude mismatches of the LO signals due
to the phase shifter. To achieve 30 dBA < 0.3 dB and

Ay < 3° are required. In our implementation, an RC-CR
structure has been used in combination with limiting ampli-
Fig. 15.  Schematic of the 900-MHz, 9(hase shifter. fiers, as shown in Fig. 15. The RC-CR network, assuming
well-matched components, provides®9€onstant phase shift

matching to the filter, the modulator must provide a total powddependent of the frequency, the component values, and the
of 40 4W to a total load of 252. For a quadrature modulation Parasitic capacitandg,. This can be shown by considering the
scheme, this means that each mixer must provide:A0to amplitude responsd; and phase responge for the I-channel

the load, and the output peak signal current is and A4, ¢, for the Q-channel
A; = ! (4)
I = \/5 * 4OFMW =1.8 mAp (2) ' \/1 + ((UR(C + CP>)2
250 v, =0° — atan(wR(C + C,)) (5)
] ) ) ] wRC

Taking into account approximately 6 dB of attenuation Ay = /1t @R(C 1 Cy))? (6)

associated with the switching devices3.92 dB in case of r
g =90° — atan(wR(C + C,)). )

perfect switching), the baseband signal curtgnlowing into
R;, is 3.6 mA,. To guarantee a minimum current in the device, ) . .
M, , the bias currenf is set with some margin to 4 mA. The%he frequency/component-dependent amplitude variation is

total power consumption of the I, Q modulator, including thgnr_uml_zed by t_he limiting buffer_s and by_ the _modula’gor
OTA’s, is therefore 18 mA. switching transistors that work in weak inversion. Using

this technique, sufficient IRR can be achieved for a center
frequency of 900 MHz, for component tolerances as high as
B. Phase Shifter +20% without spending excessive current. Additional phase
One of the most challenging tasks in the transmitter desigrd@rrection circuits [11] have been found to require too much
the realization of the integrated 900-MHz,°9ghase shifter in power in a CMOS implementation, ardl® accuracy is also
a CMOS technology. Even with a 0.26n minimum channel not necessary. At the buffer output, the pole formed by resistor
length, the relatively lov,,, /I ratio of MOS transistors makes 2, and the sum of all stray capacitanags (which includes
it impractical to implement the emitter (source) followershe drain capacitance of devidé,; of the phase shifter and the
found in some of the phase-shifting circuits in BJT transceivegsite capacitance of the switching devitf,, of the mixer)
[11], [22]. To meet the transmitter specs with some margihas been placed to about 2.5 GHz. A relatively high frequency
the unwanted sideband (image) must be rejected by 30-35 #iBs been chosen so that any mismatch between the quadrature
Using trigonometric analysis, the image rejection ratio (IRRjaths at this node, which occurs quite easily between stray
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Marker 4 [T1] RBW 30 kHz RF Att 0 dB
@Ref Lvl —96.56 dBm VBW 100 Hz
-10 dBm 915.40000000 MHz SWT 840 ms Unit dBm
-
Y4 -9§.56 dBrr-
915.4000q000 MHz
2 T =74 73 35
915.0000q000 MHz
-3 // \ vo —33 20 dBd
\"\i
I P 915.09919840 MHz
/ v3 —61).82 dBn
4 15 20000000 Mz
1AP
2AP
) // \
-6 / /
/‘; 3 [/\
= /// \\\
A N
Fald V] / \
el
/ \\4
—10 oo k“'\,‘.
-1

Center 915 MHz

100 kHz/

Span 1 MHz

Fig. 17. GMSK modulated output.
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15
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/div
-15
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deg EVM =4.2504 %rms
7.0625 %pkatsym 35
Mag Err =3.6874 " %rms
6.5144 % pk atsym 39
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Fig. 18. Error vector measurement.

capacitances, will have little impact on the phase accuracy. preamplifier schematic is shown in Fig. 16. To achieve the
achieve sufficient gain despite the 3-dB attenuation in the R€quired 23-dB gain, a two-stage implementation is necessary.
network, 6 mA is required for each amplifier. The input stage is the same inductively degenerated common
source input as that used in the LNA, to achieve low noise
C. Preamplifier and impedance matching. Since the preamp must be able

The preamp, like the LNA, has been thoroughly discussé@ handle a—17-dBm input signal, the cascode transistor
in [18]. Only a brief description will be given here. Thehas been removed to allow enough headroom, and a higher
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Delta 4 (T11} RBW 5 kHz RF Att 0 dB
Ref LvlI —63.17 dB VBW 5 kHz
—10 dBm 204 .40881764 kHz SWT 100 ms Unit dBm
-1
v -17.04 dBn’-

[{e]

4.93284573 MHz

1
-2 F e —537T7 d8

2Q4.40881764 KkHZ SGL

3 1 —58.35 dRB
88.13627255 kHZ
a2 -3(.66 o8B
—4 TI5. 27754509 KAz
a3 —571.84 g8 | 1AP
A 2AP
242 54509018 kH

f? |

L

Center 915 MHz 100 kHz/ Span 1 MHz

Fig. 19. Single-sideband modulated sinewave.
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Fig. 20. Wide-band noise characteristic.

bias current is necessary to achieve the wanted linearity. The  VI. MEASURED TRANSMITTER PERFORMANCE

second stage is a simple class-A output with inductive load,The transmit section has been characterized by measuring
so that little distortion is introduced by the preamp and powesare dies attached to a PCB with all needed surface-mounted
added efficiency of the PA is hardly degraded. To prevent thlevice (SMD) external components. The nominal 2.5-V volt-
output signal from swinging abovE,q, thereby reducing the age supply has been used. In the first step, the modulator
risk of damaging the chip, resistd; has been added. Toalone was measured. The modulator output spectrum for a
provide 2 mW to the PA with a suitable linearity, the pream@MSK modulated input is shown in Fig. 17. A3-dBm,
needs 25-mA current from the 2.5-V supply. 915-MHz LO carrier has been fed to the phase shifter input,

Authorized licensed use limited to: Callie Pendergrass. Downloaded on December 06,2023 at 21:30:09 UTC from IEEE Xplore. Restrictions apply.

IPR2024-00398
Apple EX1035 Page 10



ORSATTI et al.: LOW-POWER, SINGLE-CHIP GSM TRANSCEIVER 1879

TABLE I be better measured. The measured noise floor is RG80
SumMARY OF MEASURED TX PERFORMANCE dBc/Hz and is still limited by the instrument noise. Table II
Complete Transmitter | Output power omW summarizes the transmitter performance.

(without PA) RMS phase error | <2°

Peak phase error | <3° VIl. CONCLUSIONS

Current Cons. 55mA@2.5V Narrow-band cellular wireless communications such as
Modulator Output power —17dBm GSM telephony present significant challenges to CMOS
realization of the RF transceiver with high frequency and high
dynamic range, combined with low power consumption. With
optimization at receiver planning as well as circuit design,

Carrier suppr. >50dBc

I,Q image suppr. | >31dBc

Harmonics suppr. | >55dBc however, deep submicrometer CMOS is indeed capable of
Preamplifier Gain 21dB providing the kind of high performance required by GSM-
oCP 5.8dBm type approval tests. Furthermore, we have demonstrated

that low power consumption is also achievable in CMOS,
without sacrificing the tolerance of transceiver performance
whereas the baseband 1/Q input signal level 1§,,1 The to variations in component values typical in batch fabrication.
measured characteristic is well within the specified mask. Thaleed, the achieved power consumption of 20 mA at 2.5
total integrated power at the modulator output-i4¢7 dBm V in receive mode is lower than most published transceivers
as specified. In Fig. 18, the EVM measurement is showat 900 MHz by a large margin, including those implemented
The modulator’s average rms phase error is abouft, vBile in advanced BJT technologies. It is the authors’ opinion that
the peak error is less tharf.3To appreciate the individual CMOS technologies will replace BJT technologies as the
contribution of the various spurious components to the overdiPminant choice for realizing RF transceivers, at least at the
EVM, one can examine the EVM measurement shown law gigahertz. The deciding factor is not so much whether
Fig. 19 for a 67-kHz, ¥,, quadrature input signal. Thebipolar transistors are better for RF circuits than their MOS
dominant contributor to phase error is the image signal. fipunterparts as the economic base behind the development
fact, other spurious components are more or less negligibl@omentum of CMOS technologies.

The image signal is suppressed by about 31 dB, which means
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