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EXTENDED SYSTEM INFORMATION 
DISTRIBUTION MECHANISMS 

RELATED APPLICATIONS 

0001. This application claims the benefit of provisional 
Application No. 61/769,037, filed on Feb. 25, 2013, the dis 
closure of which is incorporated herein by reference in its 
entirety. 

TECHNICAL FIELD 

0002 The subject matter described herein generally 
relates to wireless communication networks. In particular, the 
Subject matter relates to methods, apparatuses, and/or sys 
tems for distribution of system information. Terminologies 
from the Third Generation Partnership Project (3GPP) are 
used below only to facilitate explanation and example appli 
cation. Wireless systems such as Worldwide Interoperability 
for Microwave Access (WiMax), Ultra Mobile Broadband 
(UMB), Global System for Mobile Communications (GSM), 
WiFi, and others may benefit from the technology described 
herein. 

BACKGROUND 

0003. In a wireless network such as a 3GPP Wideband 
Code Division Multiple Access (WCDMA) network, system 
information (SI) distribution provides the ability to schedule 
and broadcast system information over the network air inter 
face. Typically, system information is generated in the Radio 
Network Controller (RNC) passed to the Radio Base Station 
(RBS) using the Node BApplication Protocol (NBAP) pro 
cedure System Information Update. RBS repeats the infor 
mation periodically on the Broadcast Control Channel 
(BCCH) which is mapped to a Broadcast Channel (BCH) 
transport channel carried by the Primary Common Control 
Physical Channel (P-CCPCH) in the cell. 
0004 System information is grouped into different Sys 
tem Information Blocks (SIBs), where each SIB contains 
information elements of the same nature. Different system 
information blocks may have different characteristics, e.g., 
regarding their repetition rate and the requirements on User 
Equipment (UEs) to re-read the information. 
0005. The Master Information Block (MIB), which is also 
broadcasted over the air interface, provides references and 
scheduling information to a number of SIBs in the cell. The 
scheduling of the MIB is standardized by 3GPP. The repeti 
tion period is 80 ms (every fourth 20 ms Transmission Time 
Interval “TTI) and the start position is System Frame Num 
ber (SFN)=0, i.e., the MIB is transmitted in every BCHTTI 
starting at SFNs where (SFN mod 8)=0. SIB references can 
also be provided by separate Scheduling Blocks (SBs). A 
scheduling block is always referenced from the MIB. FIG. 1 
illustrates an example structure of SIBs. 
0006. The scheduling information in the MIB/SB provides 
a list of the SB/SIBs transmitted in the cell and their location 
on the broadcast channel. The scheduling information also 
contains a value tag (or an expiration timer) for each SIB that 
gives information to the UE about the version and validity of 
the information currently sent on the broadcast channel. 
0007 Currently, to acquire the necessary SIBs transmitted 
on the broadcast channel, the UE must first read the MIB to 
get references to the first level of SIBs. After that the UE needs 
to read the Scheduling Block to get references to the remain 
ing SIBs. 
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0008. One RRCSI message is transmitted in each 20 ms 
TTI on the BCH using RLC transparent mode. The SI mes 
Sage contains: 

0009. The system frame number (SFN) for the first 
radio frame in the TTI; 

0.010 a SIB segment and/or one or several complete 
SIBs (this information is optional and only included if 
SIB data is scheduled in the TTI). 

0011. If the SI message does not completely fill the trans 
port block, padding is added up to the transport block size of 
246 bits. 
0012. Different update mechanisms apply for the SIBS 
depending on whether they contain static or dynamic infor 
mation. For SIBs containing static information, a value tag is 
used to indicate when there is a need for the UE to read new 
information on the broadcast channel. The SIB value tag is 
sent together with the scheduling information in the MIB or in 
SB. Whenever the SIB content is modified, the corresponding 
SIB value tag is updated by the network. Due to the layered 
structure, a change on the lowest SIB level will propagate all 
the way up to the MIB, i.e., both the SB- and the MIB value 
tags will be incremented as well. The new MIB value tag is 
signaled in message Paging Type 1 (on Paging Channel 
“PCH) and System Information Change Indication (on the 
Forward Access Channel "FACH' and High Speed Downlink 
Shared Channel “HS-DSCH') to notify the UEs about the 
updated system information. Once the UE receives the noti 
fication, it will start from the top and compare the new value 
tags signaled on the broadcast channel with the stored value 
tags. If they differ, the UE needs to reacquire the SIB to get the 
updated information. 
0013 For SIBs containing dynamic information, an expi 
ration timer is used as an update mechanism. When the timer 
expires, the corresponding SIB information which the UE has 
stored is considered to be invalid and the UE must acquire the 
system information block again. 
0014 Note that a particular UE at a certain time may 
require valid information only for a subset of all SIBs broad 
casted in the cell. Which SIBs the UE requires depends on the 
features supported by the UE and the current RRC state (idle 
mode, PCH or FACH). 
0015 The existing system information distribution 
mechanism was introduced in 3GPP Rel-99 and has not been 
changed since then. As a result of the High Speed Packet 
Access (HSPA) feature growth during the past RAN releases, 
the available BCH capacity of 12 kbps is almost filled up by 
existing MIB/SB/SIBs supporting features up to Rel-8. 
0016. In particular, the following problems related to the 
current distribution mechanism have been identified: 
0017 Fragmentation: Although it is possible to concat 
enate the last segment (or first segment) of a SIB with one or 
several complete SIBs in the same transport block, the BCH 
channel is getting more and more fragmented as the number 
of SIBs and SIB segments increases. The main contributor is 
the MIB that must be repeated on the broadcast channel every 
4th TTI. Even if the MIB itself does not occupy the full 
transport block, it is difficult to use the remaining parts in an 
efficient way. 
0018 When more features are enabled in the network, the 
size of the existing SIBs (e.g., SIB3, SIB5 and SIB11) 
increases and there is a need to schedule more Subsequent 
segments for each SIB. A Subsequent segment requires a TTI 
of its own and cannot be concatenated with other complete 
SIBs or SIB segments, i.e., it cannot reuse unfilled parts of the 
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transport blocks. Mixing SIBs with different repetition peri 
ods also generates 'gaps’ on the broadcast channel that can be 
hard to fill considering that the offset between two consecu 
tive segments of the same SIB is limited to 320 ms by the 
existing standard. 
0019 Scheduling overhead: The UE is informed about the 
exact position of each SIB segment as well as the value tag (or 
expiration timer) and scope (“cell' or “PLMN”) of the SIB. 
When the number of SIB segments increases on the broadcast 
channel, the scheduling overhead grow as well. The UE must 
first read the scheduling information contained in the MIB 
and the Scheduling Blocks to find the positions of the SIBs to 
be acquired. Thus, it is important that the scheduling infor 
mation be repeated frequently to ensure that the overall time 
to read system information is acceptable. Today, the sched 
uling information occupies approximately 25% of the total 
BCH capacity. 
0020 Layered MIB/SB/SIB structure: The current SIB 
structure uses up to three layers which can delay the system 
information acquisition. When a SIB is modified, the UE 
must first read the MIB, followed by the Scheduling Block, to 
find out which SIB value tag has been changed. After that, the 
UE is able to read the new SIB and update the corresponding 
information. 

0021 No DTX support: The current SIB structure does not 
support a DTX format to be used when there is no system 
information scheduled for the TTI (except the SFN). This 
costs unnecessary DL transmit power. 

SUMMARY 

0022. According to one aspect of the present disclosure, a 
method is implemented by a network node in a wireless 
communication network for transmitting system information 
to a plurality of wireless terminals. According to the method, 
the network node transmits a first group of SIBs via a first 
physical channel, and transmits a second group of additional 
SIBs via a different, second physical channel. 
0023. In one or more embodiments, the first physical chan 
nel is configured to be read by a first group of wireless termi 
nals and also by a different, second group of wireless termi 
nals, and the second physical channel is configured to be read 
by only one of the first and second group of wireless termi 
nals. In one example, the first physical channel is the 
P-CCPCH, and the second physical channel is one of the 
S-CCPCH and the HS-PDSCH. 

0024. In one or more embodiments, the network node 
method also includes the network node transmitting, via the 
first physical channel, Scheduling information for reception 
of the additional SIBs on the second physical channel. The 
scheduling information may be included in a scheduling 
block transmitted via the first physical channel. 
0025. In one or more embodiments, the network node 
method also includes the network node transmitting, via the 
second physical channel, scheduling information for recep 
tion of the additional SIBs, and also transmitting, via the first 
physical channel, either additional scheduling information 
for reception of the additional SIBs or an indication that the 
additional SIBs are going to be transmitted via the second 
physical channel. 
0026. In one or more of the embodiments discussed above, 
the transmitting of the second group of additional SIBs via the 
second physical channel includes transmitting, via the second 
physical channel, one or more first SIBs that only include 
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static system information, and transmitting, via the second 
physical channel, one or more second SIBS that only include 
dynamic system information. 
0027. A corresponding network node configured to imple 
ment the various network node methods discussed above is 
also disclosed. 
0028. According to another aspect of the present disclo 
Sure, a method is implemented by a wireless terminal in a 
wireless communication network for processing system 
information. The wireless terminal processes information 
received from a base station over a first physical channel to 
identify a first group of SIBs, and also processes information 
received from the base station over a different, second physi 
cal channel to identify a second group of additional SIBs. 
0029. In one or more embodiments, the first physical chan 
nel is configured to be read by a first group of wireless termi 
nals and also by a different, second group of wireless termi 
nals, and the second physical channel is configured to be read 
by only the second group of wireless terminals. In Such 
embodiments, the wireless terminal is part of the second 
group of wireless terminals. In one example, the first physical 
channel is the P-CCPCH, and the second physical channel is 
one of the S-CCPCH and the HS-PDSCH. 
0030. In one or more embodiments, the wireless terminal 
identifies the second group of additional SIBs based on pro 
cessing information received from the base station over the 
first physical channel to identify scheduling information for 
reception of the additional SIBs on the second physical chan 
nel. 
0031. In one or more embodiments, the wireless terminal 
method also includes the wireless terminal processing infor 
mation received from the base station over the second physi 
cal channel to identify scheduling information for reception 
of the additional SIBs. In these embodiments, the wireless 
terminal method also includes processing information 
received from the base station over the first physical channel 
to identify either additional scheduling information for recep 
tion of the additional SIBs oran indication that the additional 
SIBs are going to be transmitted via the second physical 
channel. 
0032. In one or more embodiments, the processing of 
information received from the base station over the second 
physical channel to identify the second group of additional 
SIBs includes identifying, from the information received over 
the second physical channel, one or more first SIBs that only 
include static system information, and identifying, from the 
information received over the second physical channel, one or 
more second SIBs that only include dynamic system infor 
mation. 
0033. A corresponding wireless terminal configured to 
implement the various wireless terminal methods discussed 
above is also disclosed. 

BRIEF DESCRIPTION OF THE DRAWINGS 

0034 FIG. 1 illustrates an example SIB structure. 
0035 FIG.2a illustrates an example SIB structure accord 
ing to a first embodiment. 
0036 FIG.2b illustrates an example network node method 
for the SIB Structure of FIG. 2a. 
0037 FIG. 2c illustrates an example UE method for the 
SIB Structure of FIG. 2a. 
0038 FIG. 3a illustrates a SIB structure according to a 
second embodiment. 
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0039 FIG.3b illustrates an example network node method 
for the SIB Structure of FIG. 3a. 
0040 FIG. 3c illustrates an example UE method for the 
SIB Structure of FIG. 3a. 
0041 FIG. 4a illustrates an example SIB structure accord 
ing to a third embodiment. 
0042 FIG.4billustrates an example network node method 
for the SIB Structure of FIG. 4a. 
0043 FIG. 4c illustrates an example UE method for the 
SIB Structure of FIG. 4a. 
0044 FIG.5a illustrates an example SIB structure accord 
ing to a fourth embodiment. 
0045 FIG.5b illustrates an example network node method 
for the SIB Structure of FIG. Sa. 
0046 FIG. 5c illustrates an example UE method for the 
SIB Structure of FIG. Sa. 
0047 FIG. 6 illustrates an example mapping of SIB seg 
ments to SI messages. 
0048 FIG. 7 illustrates an example MAC PDU for trans 
mission on a RACH. 
0049 FIG. 8 illustrates an example coding for a TCTF 
field of the MAC PDU of FIG. 7. 
0050 FIG. 9 illustrates an example MAC-i PDU. 
0051 FIG. 10 illustrates an example header for the MAC-i 
PDU Of FIG. 9. 
0052 FIG. 11 illustrates an example LCH-ID field coding 
for the MAC-I header of FIG. 10. 
0053 FIG. 12 illustrates an example on-demand distribu 
tion of system information. 
0054 FIG. 13 illustrates an example PICH channel struc 
ture. 

0055 FIG. 14 illustrates an example AICH channel struc 
ture. 

0056 FIG. 15 illustrates an example P-CCPCH frame 
Structure. 

0057 FIG.16 illustrates an example method implemented 
by a network node for transmitting system information to a 
plurality of wireless terminals. 
0058 FIG. 17 illustrates an example method implemented 
by a wireless terminal for processing system information 
received over different physical channels. 
0059 FIG.18a illustrates the main functional elements of 
an example network node capable of distributing system 
information using one or more of the techniques described 
above. 
0060 FIG. 18b illustrates an example hardware configu 
ration for the network node of FIG. 16a. 
0061 FIG. 19a illustrates the main function elements of an 
example wireless terminal capable of processing system 
information using one or more of the techniques described 
above. 
0062 FIG. 19b illustrates an example hardware configu 
ration for the wireless terminal of FIG. 17a. 

DETAILED DESCRIPTION 

0063. To accommodate new system information on the 
broadcast channel, the existing system information may be 
transmitted less often. Unfortunately, this will result in longer 
time for the UE to acquire the necessary SIBs, i.e., increase 
latency. This could, for example, increase the call setup- and 
up-switch times from URA/FACH as well as the outage times 
at IRAT and Inter-frequency cell reselection. Considering 
that UEs will spend more time in URA/PCH and CELL 
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FACH states in the future, it is extremely important to mini 
mize performance degradation performance of these states. 
0064. The format of the existing broadcast channel may be 
modified to accommodate the new system information. But 
note that the broadcast channel is read and needs to be under 
stood by all UEs currently deployed in the networks. All SIBS 
needed for these legacy UEs need to be transmitted using the 
existing Rel-99 framework for system information distribu 
tion. This implies that there is very limited flexibility to 
change the format of the existing broadcast channel. 
0065. In order to secure the growth for coming releases 
(e.g., upcoming HSPA releases), there is a need to extend the 
system information capacity, while maintaining backwards 
compatibility for the existing UEs. 
0066. As indicated above, it is desired to extend the system 
information distribution mechanism to accomplish the fol 
lowing goals (among others): 

0067. Accommodate distribution of new system infor 
mation; 

0068 Maintain compatibility with legacy UEs: 
0069 Minimize latencies. 

0070. In one or more aspects, a network may utilize a 
plurality of (i.e., two or more) system information distribu 
tion channels to distribute the system information to the wire 
less terminals (e.g., UES). For example, first, second, third.. 
... etc. distribution channels may be used. At least one distri 
bution channel, e.g., the first distribution channel, may be 
used maintain backwards compatibility with the currently 
existing SI distribution mechanism. The first distribution 
channel may also be referred to as a legacy distribution chan 
nel. At least one other distribution channel, e.g., the second 
distribution channel, may be used to extend the SI distribution 
mechanism for those UEs that capable of understanding the 
extended mechanism. The second distribution channel may 
also be referred to as an extended distribution channel. 
0071. In the following, SI distribution using first (legacy) 
and second (extended) SI distribution channels will be 
described. However, the scope of description can be extended 
to cover more than two distribution channels. 
0072 For ease of reference, the existing SI distribution 
mechanism for SI broadcast may be referred to as “Broadcast 
1 or “BC1. As an illustration, the SI broadcast as specified 
by 3GPP Rel-99 framework may be considered to be an 
example of the BC1 mechanism. The scope of the BC1 
mechanism may cover all protocols (e.g., NBAP. RRC, L1) 
and channels (logical channel: BCCH, transport channel: 
BCH, physical channel: P-CCPCH) used for existing system 
information distribution. 
(0073. The SI broadcast for the extended distribution may 
be referred to as “Broadcast 2 or “BC2. It is intended that 
the scope of the BC2 mechanism covers protocols and chan 
nels (logical channels/transport channels/physical channels) 
to be used for the new system information distribution mecha 
1S. 

Embodiments of SIB Structures for Extended SI Distribution 

0074 Examples of multiple mechanisms to extend the SI 
distribution are presented below. In a first embodiment, the 
existing BC1 mechanisms are reused as much as possible. An 
example SIB structure is illustrated in FIG.2a. The schedul 
ing information in the SB-BC1 in the first distribution channel 
may be extended to enable references to the new SIBs trans 
mitted on the second distribution channel. The information 
included in the SB-BC1 may include any one or more of: 
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(0075 a SIB type which identifies the SIBs (e.g., SIB 
m+1 ... SIB X). The SIB type may implicitly indicate 
that the SIB is transmitted on the second distribution 
channel utilizing the BC2 mechanism; 

0076 an explicit indication that the SIB is transmitted 
on the second distribution channel utilizing the BC2 
mechanism; 

0077 an indication whether the area scope of the SIB is 
“cell or “PLMN: 

0078 a value tag if the SIB includes static information; 
0079 an expiration timer if the SIB includes dynamic 
information; 

0080 a start position (e.g., SFN) on the second distri 
bution channel where the first SIB segment (e.g., SIB 
m+1) is scheduled and optionally one or several offset 
parameters if the Subsequent SIB segments are not sent 
in consecutive TTIs: 

I0081 a repetition period indicating how often the SIB is 
repeated on the broadcast channel. 

0082 While not illustrated in FIG. 2a, the scheduling 
block in the MIB in the first distribution channel may be 
extended to refer to the SIBs transmitted on the second dis 
tribution. Also, both the MIB and the SB may be extended. 
0083 FIG. 2b illustrates an example of a method per 
formed by a network node (e.g., RNC, RBS) to distribute 
system information using the SIB structure of FIG. 2a. It 
should be noted that the order of transmitting MIB/SB-BC1 
on the first channel and the new SIB on the second channel is 
not particularly significant. They may be transmitted sequen 
tially one after the other or in parallel. They may even par 
tially or totally overlap. In this and in other embodiments 
described below, the same concept may apply. That is, unless 
otherwise explicitly indicated, the order of the SIB related 
information transmitted from the network node is not particu 
larly significant. 
0084. The UE may use the legacy BC1 acquisition mecha 
nisms to find the references to the new SIBs on BC2. For 
example, based on the SIB type (or the new BC1/BC2 indi 
cator), the UE may read the SIB on either BC1 or BC2. 
Above, it is indicated that the SIB type may implicitly indi 
cate that the SIB is transmitted on the second distribution 
channel. But also as indicated, this information may be 
explicitly indicated. This can be useful in circumstances 
where the SIB type by itself is insufficient to conclude that the 
SIB is transmitted on the second distribution channel. 
0085 FIG.2c illustrates an example method performed by 
a UE to access the new SIB of FIG.2a on a second distribu 
tions channel. Just as the MIB/SB-BC1 and the new SIBs may 
be transmitted by the network in any order, the UE may also 
receive the same in any order. The UE may receive and store 
the received information in any order. However, the received 
information may be decoded in the order illustrated in FIG. 
2c. In this and other embodiments described below, the UE 
may receive the SIB related information transmissions (and 
store them) in a random order unless specifically stated oth 
erwise. 
I0086. Before proceeding further, the following should be 
noted. The new SIBs—those that are not understood by the 
legacy UEs—may be transmitted utilizing the extended 
mechanism BC2. However, this does not necessarily preclude 
using the second distribution channel to transmit existing 
SIBs that are understood by the legacy UEs. For example, SIB 
m+1 may be an example of a new SIB (not understood by 
legacy UEs) and SIB X may be an example of a legacy SIB. 
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One (of which there can be several) reason for utilizing the 
BC2 mechanism to transmit legacy SIBs may to balance the 
load of distributing the SIBs. This concept of possibly utiliz 
ing the BC2 mechanism to distribute legacy SIBs may apply 
to the first embodiment, and to some or all of the other 
embodiments described below. 
I0087. In this embodiment, legacy update mechanisms may 
be reused. When the network (e.g., the RNC, RBS) modifies 
the content of a SIB transmitted on the second distribution 
channel, the network may also increment the SIB value tag 
contained in SB-BC1. The change may propagate up to the 
MIB on BC1, and the new MIB value tag may be signaled to 
the UE, e.g., on the PCH and FACH/HS-DSCH transport 
channels, using the legacy notification messages. For 
dynamic SIBS, expiration timers may be used. 
I0088 FIG. 3a illustrates an example of a second embodi 
ment of the SIB structure. In this embodiment, the scheduling 
block (SB-BC1) or the MIB in the first distribution channel 
may point to a new extended scheduling block (SB-BC2) on 
the second distribution channel. SB-BC2 in turn may list and 
provide scheduling information for the SIBs transmitted on 
the second distribution channel. 
I0089 FIG. 3b illustrates an example of a method per 
formed by a network node (e.g., RNC, RBS) to distribute 
system information for the SIB structure of FIG. 3a. The 
scheduling information for SB-BC2 provided in SB-BC1, or 
in the MIB, may include some or all of the information 
elements listed for the first embodiment describe above (e.g., 
area Scope, value tag/expiration timer, start position, offset 
and repetition period). Similarly, the SB-BC2 can include 
Some or all of the scheduling information elements per refer 
enced SIB, or a subset of the information. The SIBs on BC2 
can also be referenced using a new set of scheduling infor 
mation elements included in SB-BC2. Again, the order is not 
particularly significant. 
0090. In this second embodiment, the UE may first use the 
legacy BC1 acquisition mechanisms to find a reference to the 
new Scheduling Block on BC2. Once the SB-BC2 has been 
acquired, the UE can then find the remaining SIBs on second 
distribution channel. 
0091 FIG.3c illustrates an example method performed by 
the UE to access the SIB of FIG. 3a on a second distributions 
channel. Again, the order of operations in FIG. 3c may indi 
cate the order of decoding the received information it does 
not necessarily indicate the order of information reception. 
0092. Similar to the first embodiment, legacy update 
mechanisms may be reused for the second embodiment. 
When the network modifies the content of a SIB transmitted 
on the second distribution channel, the network may also 
increment the SIB value tag contained in SB-BC2. The 
change may propagate up to the MIB on BC1 via the SB-BC1, 
and the new MIB value tag may be signaled to the UE, e.g., on 
the PCH and FACH/HS-DSCH transport channels, using the 
legacy notification messages. 
0093 FIG. 4a illustrates an example of a third embodi 
ment of the SIB structure. In this embodiment, the presence of 
BC2 may be indicated in the MIB or in SB-BC1 on the first 
distribution channel using a new “BC2 indicator' (second 
distribution channel indicator). The MIB and/or SB-BC1 may 
include the BC2 indicator information element. 

0094. When BC2 is enabled and the “BC2 indicator is set, 
the network node may repeat the scheduling block on BC2 
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using a start position and repetition period. One or both of the 
start position and the repetition period may default to prede 
termined values. For example, they may be defined by a 
standard (e.g., 3GPP). In an alternative, the start position 
and/or the repetition period may be provided in the MIB 
and/or the SB-BC1. As yet another alternative, there may be 
default start position and/or repetition period that can be 
superseded by the values provided in the MIB and/or the 
SB-BC1. Compared to the first and second embodiments 
described above, the third embodiment may minimize the 
additional scheduling overhead that needs to be included on 
BC1 in order to support BC2. 
0095 SB-BC2 may include a value tag to indicate the 
version of the contained information as well as a list of the 
SIBs transmitted on BC2 plus relevant scheduling informa 
tion. The scheduling information may include Some or all 
scheduling information elements listed for the first and/or 
second embodiments. Also, new set of information elements 
may be included. 
0096 FIG. 4b illustrates an example of a method per 
formed by a network node (e.g., RNC, RBS) to distribute 
system information using the SIB structure of FIG. 4a. In this 
third embodiment, the UE will understand whether or not 
BC2 is supported in the cell based on information transmitted 
on BC1 (e.g., the “BC2 indicator). If this indicator is set, the 
UE may read the new scheduling block SB-BC2 on the sec 
ond distribution channel. The SB-BC2 may be located on a 
predetermined position on the BC2. Once the SB-BC2 is 
acquired, the UE then can find the remaining SIBs on second 
distribution channel. 

0097 FIG.4c illustrates an example method performed by 
the UE to access the SIB of FIG. 4a on a second distributions 
channel. In this third embodiment, the legacy update mecha 
nisms can be reused to some extent. However, a new SB-BC2 
value tag may be included in the Paging Type 1 and System 
Information Change Indication messages. This value tag may 
be sent to the UE whenever the content of a BC2 SIB is 
modified. At reception of the notification (e.g., on PCH, or 
FACH/HS-DSCH), the UE may check the SB-BC2 and com 
pare the new value tags for the BC2 SIBs with the stored ones. 
If they differ the UE may reacquire the modified SIB. 
0098 FIG. 5a illustrates an example of a fourth embodi 
ment of the SIB structure. Unlike the first three embodiments, 
the new system information to be transmitted on BC2 may be 
grouped into two separate SIBS depending on how frequent 
the information is changed by the network. As seen, all static 
information may be provided in one SIB (denoted SIB-S in 
FIG.5a) and all dynamic information may be provided in one 
SIB (denoted SIB-D in FIG. 5a). 
0099. The presence of BC2 in the fourth embodiment may 
be indicated in the MIB or in SB-BC1 on the first distribution 
channel using the new “BC2 indicator, which is similar to 
the third embodiment. When BC2 is enabled and the “BC2 
indicator is set, the network node may repeat the static SIB-S 
on the second distribution channel using a start position and 
repetition period. One or both of the start position and the 
repetition period may default to predetermined values. For 
example, they may be defined by a standard (e.g., 3GPP). In 
an alternative, the start position and/or the repetition period 
may be provided in the MIB and/or the SB-BC1. As yet 
another alternative, there may be default start position and/or 
repetition period that can be superseded by the values pro 
vided in the MIB and/or the SB-BC1. 
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0100. In addition to the static information, the SIB-S may 
also include one or both of the following: 

0101. A value tag to indicate the version of the con 
tained information in SIB-S: 

0102) Information about the dynamic SIB-D. For 
example, the presence and position of SIB-D on the 
second distribution channel (this is considered to be 
static information). 

0103 FIG. 5b illustrates an example of a method per 
formed by a network node (e.g., RNC, RBS) to distribute 
system information using the SIB of FIG. 5a. Grouping all 
static data in the same SIB implies that the information is 
transmitted on the broadcast channel using the same repeti 
tion period. This can be acceptable since in most cases, there 
may be little to no benefit in getting a subset of the static BC2 
information before the UE has been able to read all legacy 
information on BC1. Thus, the SIB-S acquisition is not time 
critical and the repetition period can be set to the largest 
possible value that matches the time it takes for the UE to read 
the legacy SIBs on BC1. 
0104 Furthermore, when the static information is grouped 
in the same SIB, the UE reads all SIB segments in order to 
decode the information, including information related to non 
supported features, or other RRC states. However, the SIB-S 
data is only acquired by the UE when a new cell is entered 
(and no stored information with matching value tag exists), or 
when the SIB-S content is changed. Thus, the additional cost 
to read more information than needed can be neglected. 
0105 SIB-D may include all dynamic system information 
and may be repeated on the second distribution channel with 
a start position and repetition period. For example, they may 
be defined by a standard (e.g., 3GPP). In an alternative, the 
start position and/or the repetition period may be provided in 
the SIB-S, MIB and/or the SB-BC2. As yet another alterna 
tive, there may be default start position and/or repetition 
period that can be superseded by the values provided in the 
SIB-S, MIB and/or the SB-BC2. 
0106. The content of SIB-D can be associated with one or 
several expiration timers controlling how often the UE must 
re-read the information. For example, one subset of the infor 
mation elements listed in SIB-D can be associated with Expi 
ration timer 1, and another subset of the information elements 
can be associated with Expiration timer 2. The Expiration 
timers can be set to different values depending on how fre 
quently the information is changed by the network. Typically 
the Expiration timer is equal to or longer than the SIB-D 
repetition period. 
0107 The Expiration timers controlling how often the UE 
must acquire SIB-D information can, for example, be 
included in either SIB-S (as it can be considered to be static 
information) or in SIB-D (as the timers must be referenced in 
SIB-D anyway). 
0108. In this third embodiment, the UE will understand 
whether or not BC2 is supported in the cell based on infor 
mation transmitted on BC1 (e.g., the “BC2 indicator'). If this 
indicator is set, the UE may find the static information in 
SIB-S on a predetermined position on BC2 (standardized or 
provided in the MIB or SB on BC1). Once the SIB-S is 
acquired, the UE then can find out whether any dynamic data 
is broadcasted in the cell, and where this information is sched 
uled on BC2. 
0109 FIG.5c illustrates an example method performed by 
the UE to access the SIB-S and SIB-D of FIG. 5a on the 
second distributions channel. In this fourth embodiment, the 
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legacy update mechanisms can be reused to Some extent. 
However, a new SIB-S value tag may be included in the 
Paging Type 1 and System Information Change Indication 
messages. This value tag may be sent to the UE whenever the 
content of a SIB-S is modified. At reception of the notification 
(e.g., on PCH, or FACH/HS-DSCH), the UE may read and 
store a new version of the SIB-S. 

Mapping of SIBs to SI Messages 
0110. The new SB/SIBs to be transmitted on second dis 
tribution channel may be encoded and segmented in the RNC. 
The RNC may then pass the encoded SB/SIB segments and 
relevant scheduling information to the RBS, e.g., by using the 
NBAP procedure System Information Update. RBS may then 
map the SIB segments to System Information (SI) messages 
and repeat the information on the channel according to the 
scheduling information provided by RNC. 
0111 New system information may be sent to the RBS 
only when the SIB is generated the first time (typically when 
the cell is activated or when a specific SB/SIB is enabled), or 
when the SB/SIB content is modified. 
0112. In one embodiment, the new SIB types on the sec 
ond channel may be segmented and re-assembled using the 
existing SIB segmentation protocol, e.g., as specified in 1 
where it is possible to concatenate SIB segments and/or com 
plete SIBs from several SIB types in the same SI message. 
The existing NBAP procedure, e.g., as specified in 2, may 
be extended with new information to support the transfer of 
the new BC2 SB/SIB types. In the RBS, the new SB/SIB 
segments may be mapped to SI messages that are transmitted 
over the Uu interface, e.g., using the RLC transparent mode. 
The existing SI message, e.g., as specified in 1, may be 
reused except for the information element (IE) “SFNprime' 
(11 bits) that may be omitted when the SI message is sent on 
the second channel. 
0113. In an embodiment, the new SIB types on BC2 may 
be segmented using a new simplified segmentation protocol 
as outlined in FIG. 6. This protocol can be optimized for a 
configuration where no concatenation is allowed and each SI 
message only contains one SIB Type. It can for example be 
applied for the fourth embodiment described above where 
BC2 only contains two SIB types (SIB-S and SIB-D). 
0114. After RRC ASN.1 encoding, the SIB may be seg 
mented into equally large segments. For the last segment 
padding may be added to fill up the transport block size. The 
RNC may transfer segments and relevant scheduling infor 
mation to the RBS, e.g., using the existing NBAP procedure 
System Information Update. RBS may map each segment to 
one System Information (SI) message that is sent over the Uu 
interface, e.g., using RLC transparent mode. The SI Message 
may include a SI header and a payload containing only one 
SIB segment (first, subsequent or last segment). The SI 
header may include a fixed length and could contain, but is not 
limited to, the following information: 

0115 SIB ID identifies the SIB type contained in the 
SI message. For the fourth SIB structure embodiment, 
this field may indicate if the SI message includes a SIB-S 
or a SIB-D segment; 

0116 SN Sequence number for the SIB segment. For 
example, the first segment of a SIB may have SN=0, the 
Subsequent segment has SN=1, etc. (the starting value of 
SN may be any number); 

0117 L Indicates if this is the last segment of the SIB 
(TRUE/FALSE). 
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0118 Preferably, the size of the payload will match the 
size of the transport block used to carry the information on the 
physical layer. 
0119. In another embodiment, no segmentation is per 
formed and one complete SIB may be mapped to one SI 
message. In this instance, the SI message may include a very 
simple SI header (to inform the UE about the SIB type) and 
payload. 
0.120. For all alternatives described above, the UE should 
be able to store successfully received SI messages even if they 
are received out of sequence order. When all segments 
belonging to the same SIB ID have been acquired, i.e., all 
segments from SN=0 until the last segment indicated by 
L=TRUE, the UE may assemble the segments in sequential 
order and decode the complete SIB. 

SI Scheduling Alternatives 
I0121 Predetermined scheduling: The above described 
embodiments, predetermined scheduling of SI messages may 
be implement in which the exact position is known from the 
scheduling information (or standardized, e.g., by 3GPP). In 
predetermined scheduling, a frame structure or a numbering 
of transmission instants such as SFN or sub frame number 
may be necessary. If the start position and repetition period is 
known, the location of the SI message may be given by the 
formula below: 

(transmission instant mod repetition period) start 
position 

In addition to the predetermined scheduling, the following 
alternative scheduling options may be considered as well. 
0.122 Flexible scheduling: If the UE must monitor the 
second distribution until all required system information is 
received, this could result in unnecessary reading to take 
place. For information that is not read very often (e.g., static 
information), this may be acceptable. But this may not be 
optimal if UES need to acquire dynamic information more 
frequently (e.g., dynamic information). In these instances, the 
network may ensure that all system information is transmitted 
often enough, i.e., with a predetermined frequency, but apart 
from that, the network may have full flexibility when this 
information is transmitted. 
I0123 Semi-flexible scheduling: In this alternative, the UE 
is aware of the scheduling window for the SI Message, within 
which the UE must monitor all potential transmission 
instants. The network in this case may ensure that the SI 
messages are transmitted within their respective scheduling 
windows. 
0.124 Note that when the scheduling window in the semi 
flexible scheduling coincides with the full repetition period of 
the second distribution channel system information, this is the 
same as flexible scheduling. In the following semi-flexible 
scheduling will be referred when going into details, but it 
should be understood that the same principles could apply 
even for flexible scheduling. 
0.125 On-demand scheduling: In this alternative, the sys 
tem information is not sent periodically on the broadcast 
channel. Rather, UE may request the information, e.g., when 
entering a new cell for which the UE has no stored informa 
tion. This scheduling option makes it possible to use a more 
aggressive DTX Scheme as the information may be sent only 
when a UE needs it. The UE may request the system infor 
mation using different means. Examples of Such means are 
described below. 
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Mapping of SI Messages to Physical Layer 
0126. As described above, the higher layers (e.g., Medium 
Access Control “MAC, Radio Link Control “RLC, and 
Radio Resource Control “RRC) may segment the system 
information into a number of SI messages that are to be 
transmitted at given times or within given time intervals. 
These SI messages will then have to be mapped to the physi 
cal layer and transferred over the Uu interface to the UE. This 
section outlines alternatives for how this mapping can be 
done. 
0127 Mapping to common control channel: The Second 
ary Common Control Physical Channel (S-CCPCH) is a 
physical channel that in existing standard is used to transfer 
the FACH and PCH transport channels. One alternative is to 
use this already specified channel also for SI message distri 
bution. The SI messages would then be mapped to an already 
existing transport channel such as FACH, PCH or BCH, or to 
a new defined transport channel. For simplicity, let BC2TrCH 
denote the transport channel used for this purpose. The 
BC2TrCH would then be mapped onto the S-CCPCH physi 
cal channel. 
0128. In a preferred embodiment, an additional S-CCPCH 
may be allocated to carry the BC2TrCH and no other multi 
plexed transport channel. However, in other embodiments, it 
is also possible to multiplex the BC2TrCH with FACH and/or 
PCH onto an existing S-CCPCH, thereby avoiding the need to 
setup an additional S-CCPCH just for the purpose of 
BC2TrCH transmission. 
0129. Also in a preferred embodiment, each SI message 
corresponds to one transport block on the BC2TrCH. In other 
exemplary embodiments, multiple SI messages may be 
mapped to one transport block, or one SI message could be 
mapped to multiple transport blocks. 
0130. On the current BCH/P-CCPCH, one transport block 
of size 246 bits is transmitted every 20 ms TTI. The SI 
message mapped to the transport block includes an 11 bit long 
SFN. Since there is no need to transfer the SFN also on the 
second distribution channel, one embodiment would be to 
reduce the total SI message size with 11 bits by excluding the 
SFN bits, and map this to a 246-11-235 bit transport block. 
This is advantageous in that the available payload in the SI 
message for SIB data would be unchanged, and hence exist 
ing segmentation mechanisms could be employed. Further, 
the existing one-to-one mapping between a SI message and a 
transport block may be retained. 
0131 Other alternatives would be to actually include the 
SFN or insert padding in those bits also on second distribution 
channel, and maintain the entire structure based on the exist 
ing 24.6 bit transport blocks and SI messages. 
(0132 A restriction on the current BCH/P-CCPCH is that 
one transport block is transmitted in each TTI. When mapping 
SI messages onto the S-CCPCH, it is possible to let the 
BC2TrCH carry more than one transport block per TTI. 
Assuming a one-to-one mapping between SI messages and 
transport blocks, this implies transmission on multiple SI 
messages in one TTI. One benefit with allowing multiple 
transport blocks per TTI is that the transport block size, and 
hence SI message size, can be kept small. With smaller SI 
messages, the need for padding in the higher layer segmen 
tation is reduced. 
0133. Further, a longer TTI provides more interleaving 
benefit on fading channels, and can lead to lower required 
transmit power to achieve a certain block error rate in the 
UE's detection of the BC2TrCH. However, with longer TTIs, 
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the number of bits contained in the TTI may increase. By 
splitting these bits over multiple transport blocks, the benefits 
with long TTI can be obtained without the drawback of longer 
transport blocks and more padding. By allowing only a Subset 
of the transport blocks in the TTI to be transmitted, the power 
used during the TTI will be lower than if all transport blocks 
were transmitted. 
I0134) When receiving a BC2TrCH with more than one 
possible transport block per TTI, the UE can then apply blind 
transport format detection and attempt to decode the maxi 
mum number of transport blocks in one TTI. If only a subset 
of the possible transport blocks is transmitted, the UE would 
then detect a CRC error when trying to detect a non-existent 
transport block. For some segmentation Solutions, the UE 
may be aware of the details of the higher layer segmentation 
of system information into SI messages (in particular how 
many SI messages it is expected to receive and sequence 
numbering of these SI messages or the data contained 
therein). In these cases, the UE can deduce if the CRC error 
corresponds to a transmitted (expected) but faulty received 
transport block, or to a non-transmitted (non-expected) trans 
port block. The UE can also limit its detection attempts to 
only the expected transport blocks, by employing the knowl 
edge of higher layer segmentation. 
I0135) In the above paragraph it is assumed that no Trans 
port Format Combination Indicator (TFCI) is transmitted for 
the BC2TrCHTTIs, and that the UE performs blind detection. 
However, in an embodiment, it is also possible to include a 
TFCI and let the UE decode this TFCI and then decode the 
signaled/detected transport format. However, a drawback 
with this solution is the additional overhead from the TFCI 
bits. 
0.136. A further restriction on the current BCH/P-CCPCH 

is that one transport block must be transmitted each TTI. This 
is because the SFN needs to be transmitted every TTI, even if 
there is no other SI data to be sent. In these cases almost all 
bits in the 246 bit transport block will be padding bits, which 
just consume downlink power without conveying additional 
information to the UE. 

0.137 But in an embodiment, since the SFN is available to 
the UE on the legacy channels, there is no need to send the 
SFN on the second distribution channel. Hence, during time 
instants (TTIs) where there is no SI information or SFN 
information, the SI messages need not be transmitted. It 
would then be beneficial to allow these TTIs to go empty, i.e., 
the S-CCPCH carrying the BC2TrCH will not transmit any 
bits/power during these TTIs. To allow this, the BC2TrCH 
may include a transport format corresponding to no transmit 
ted bits (Zero rate), e.g., a transport format with Zero transport 
blocks. 

I0138 Hence, in its most general form, the BC2TrCH 
would be defined to have a number of transport formats, 
including a Zero rate transport format. In a preferred embodi 
ment the transport format set would include the following 
transport formats: 

TF N: N. transport blocks, each of size TB size, 

where TF N is the Nth transport format, N=0, 1, ... max 
number of transport blocks in TTI. It is expected that the 
transport block size TB size would be in the range 100-250 
bits, but other values are also possible. 
(0.139. It may be necessary for the UE to be aware of the 
spreading factor and slot format of the channelization code 
used for S-CCPCH and the channelization code used for 
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S-CCPCH. Either of these may be standardized (e.g., prede 
termined in the 3GPP specifications) or provided via higher 
layer signaling on the first distribution channel. 
0140. In one preferred embodiment, the BC2TrCH may be 
mapped to an S-CCPCH using slot format #0. This is a slot 
format with a predetermined spreading factor (e.g., 256. 
which provides sufficient bit rate for the second distribution 
channel while at the same time consuming as little downlink 
code resources as possible), no pilot bits (P-CCPCH may be 
used as phase reference as for the existing P-CCPCH) and no 
TFCI bits (blind transport format detection may be performed 
by the UE). If a TFCI needs to be supported as well, then a slot 
format with TFCI bits should be used, such as slot format #2. 
Yet another solution would be to define a new slot format on 
S-CCPCH tailor made for the application of carrying the 
BC2TrCH. 

0.141. The TTIs on the BC2TrCH/S-CCPCH can be num 
bered (e.g., using the SFN or CFN), and hence it is possible 
for higher layers to indicate when in time different SI mes 
sages shall be transmitted over the Uu interface. 
0142. An S-CCPCH has an offset from the P-CCPCH 
frame timing, so that a relation between SFN and CFN timing 
is defined. In a preferred embodiment, this time offset may be 
set to zero so that the S-CCPCH used for second distribution 
channel has identical frame timing as P-CCPCH, and CFN 
and SFN terms denote the same thing. Higher layers may then 
indicate in which SFNs the SI messages should be transmitted 
on the Uu interface. For example, if a SI message is to be 
scheduled at SFN=42, then the corresponding BC2TrCHTTI 
would be mapped to a number of S-CCPCH radio frames, 
where the first S-CCPCH radio frame starts during the 
P-CCPCH radio frame corresponding to SFN=42. 
0143 For the common control physical channel (e.g., 
S-CCPCH) alternative, it may make most sense to let higher 
layers point out exactly in which TTI the different SI mes 
sages are to be transmitted (predetermined scheduling). This 
is because the BC2TrCH in the preferred embodiment may be 
mapped to its own radio resources (channelization code), and 
hence there would be less need to synchronize the activity on 
this channel with other downlink channels. It is however 
possible to envision schemes where higher layers provide 
larger flexibility and the mapping of SI messages to SFNs is 
more flexible (flexible or semi-flexible scheduling). 
0144. Mapping to new physical channel type: In the pre 
vious section S-CCPCH was considered as the physical chan 
nel carrying BC2TrCH. It should be understood that a new 
physical channel with similar characteristics as the S-CCPCH 
may be used instead. If such a channel is defined, it could have 
slot formats tailor made for the application of carrying 
BC2TrCH. In its basic form, the slot format may include only 
data bits (similar to slot format #0 on S-CCPCH). One pos 
sible extension would be to let the new physical channel also 
include bits in the slot format to be used as an indicator of the 
presence of the second distribution channel. Another possible 
extension would be to include bits in the slot format to carry 
the SI distribution in progress flag described below. 
0145 Mapping to shared channel: The High Speed Physi 
cal Downlink Shared Channel (HS-PDSCH) is a physical 
channel that in existing standard is used to transfer the HS 
DSCH transport channel. One alternative is to use this already 
specified channel also for SI message distribution. The SI 
messages would then be mapped to the blocks of the transport 
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channel (e.g., HS-DSCH), and these transport blocks would 
then be mapped onto the physical channel(s) (e.g., HS-PD 
SCH). 
0146 For the already standardized functionality “HS in 
CELL FACH', BCCH/CCCH/DCCH logical channels are 
mapped to MAC-c Protocol Data Units (PDUs) for transmis 
sion on the HS-DSCH. In an embodiment, the MAC-ehs 
protocol may be used which enables the possibility to send 
one or several MAC-c PDUs in one transport block, and even 
to segment one MAC-c PDU into several parts and transmit 
these parts in different transport blocks (potentially together 
with other MAC-c PDU segments). 
0147 The above HS in CELL FACH functionality can be 
reused also for second distribution channel. In a preferred 
embodiment, each SI message would be mapped to a MAC-c 
PDU, and these MAC-c PDUs would be forwarded through 
the MAC-ehs protocol layer to be mapped to transport blocks 
on the HS-DSCH. In the following, such MAC-c PDUs car 
rying SI messages are referred to as “SI MAC-c PDUs. 
0.148. Note that for BC2, there may be no corresponding 
uplink. Thus, no feedback of ACK/NACK information to 
HS-DSCH transmissions may be possible. Taking into 
account that there may be no ACK/NACK feedback, it is 
possible to have continuous transmission in consecutive TTIs 
even by using only one Hybrid Automatic Repeat Request 
(HARQ) process (no need to wait for HARQ ACK/NACK). 
However, it is also possible to use the concept of multiple 
HARQ processes (typically 6), in which MAC-ehs PDUs are 
put for transmission in a specific TTI. 
0149. To aid detection of the HS-DSCH/HS-PDSCH, the 
High Speed Shared Control Channel (HS-SCCH) control 
channel, which is an example of a shared control channel, has 
been standardized. By employing the shared control channel, 
the UE may be made aware of exactly what Transport Format 
and Resource Combination (TFRC) that is used on the data 
channel(s) (e.g., HS-PDSCH(s)). These include, among oth 
ers, the channelization codes used, modulation (e.g., Quadra 
ture Phase Shift Keying “QPSK”/16 Quadrature Amplitude 
Modulation “16QAM/64QAM) and transport block size. 
When a HS-SCCH is used, a masking (scrambling) based on 
the HS-DSCH Radio Network Temporary Identifier 
(H-RNTI) is applied to the HS-SCCH, so that only UEs using 
this specific H-RNTI in its HS-SCCH detection will be able to 
decode the HS-SCCH. There is also some possibility to run 
without HS-SCCH, so called HS-SCCH-less operation, in 
which the UE tries to detect the HS-PDSCH directly (blindly, 
without detailed information about the used TFRC). To 
enable this, the UE may be informed in advance of a limited 
subset of used TFRCs, which the UE then can try to detect 
blindly. 

0150. In one embodiment, the SI MAC-c PDUs may be 
transmitted on the data channel (e.g., HS-DSCH) with an 
accompanying HS-SCCH. In this case, it may be necessary 
for the UEs listening for BC2 to know which HS-SCCH 
messages are associated with BC2. In one preferred embodi 
ment, this can be achieved by allocating a separate H-RNTI 
for the BC2 information. This H-RNTI can be defined already 
in the specifications (hard-coded) or signaled to the UE on the 
BC1. This H-RNTI could be common for all (or a group of) 
UEs or be UE specific. UEs in the process of receiving SI on 
BC2 would then listen for the shared control channel (e.g., 
HS-SCCH) messages addressed to this specific H-RNTI. 
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When the shared control channel message is detected, the UE 
then may proceed to detect the HS-DSCH carrying the SI 
MAC-cPDUS. 
0151. A drawback with using an HS-SCCH associated 
with BC2 is that the power required for the HS-SCCH to 
cover the entire cell can be rather high. Hence, in another 
embodiment, the SI MAC-c PDUs may be transmitted on 
HS-DSCH without any accompanying HS-SCCH. In this 
case, only a small Subset (a predetermined number) of 
allowed TFRCs may be used for transmission. This subset can 
be defined already in the specifications (hard-coded), or sig 
naled to the UE on the BC1. 
0152. In yet another embodiment, a new control channel 
(e.g., new HS-SCCH type) may be introduced for conveying 
BC2 information. This new control channel type (which may 
be a shared type) may be tailored for SI MAC-c PDUs and 
designed to consume as little power as possible. For example, 
only a few (predetermined number of) TFRCs may be sup 
ported, a fixed modulation and a fixed number of codes. Also, 
various coverage enhancement features, such as repetition 
could be employed. 
0153. A benefit with mapping SI messages to a data chan 
nel (e.g., HS-PDSCH) is that different transport formats can 
be used depending on available resources (power, HS-PD 
SCH codes) and amount of system information to broadcast. 
This is especially true for the case of flexible or semi-flexible 
scheduling, where the distribution of SI messages can be 
steered towards TTIs where there are more available 
resources (e.g., no other data to be transmitted to any UE in 
these TTIs). 
0154 For the case of predetermined scheduling, each SI 
MAC-c PDU may be associated with a specific transmission 
time when the PDU shall be transmitted over the Uuinterface. 
This transmission time may be related to the SFN and sub 
frame number of the HS-PDSCH. Hence, within the priority 
queue (PQ) associated with these PDUs, the MAC-c PDUs 
will have an associated transmission time when PDUs need to 
be transmitted. The scheduler may then need to ensure that 
priority is given to the PQ with SIMAC-c PDU with a trans 
mission time that corresponds to the TTI to be scheduled. 
0155 For the case of flexible or semi-flexible scheduling, 
each SIMAC-c PDU may be associated with a specific trans 
mission time window when the PDU shall be transmitted over 
the Uu interface. Hence, within the PQ associated with these 
PDUs, the MAC-c PDUs may have an associated transmis 
sion time window when PDUs need to be transmitted. The 
scheduler may then need to ensure that priority is given to the 
PQ with SI MAC-c PDU to meet the transmission window 
requirement. One example of such an HS scheduler is to let 
data in SIMAC-c PQs have rather low priority until the end of 
the allowed scheduling window is approaching, when the 
priority is increased to ensure that the data will be scheduled 
within its allowed window. 
0156 For any broadcast information, it is important that 

all UEs in the cell can be reached. Since the TTI is so short on 
HS-PDSCH, the bit rate transmitted in a TTI can be quite 
Substantial, even if Small transport blocks are used. This can 
cause problems with coverage, since in general the higher the 
bitrate, the worse the coverage is. 
0157 To increase the coverage, autonomous retransmis 
sions (i.e., retransmissions not triggered by any NACK feed 
back) together with soft combining of the transmissions in the 
UE can be utilized. In its simplest form, the UE may be 
informed that a certain amount of autonomous retransmis 
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sions are applied, e.g., data that is addressed to TTIX will be 
repeated in TTIs X-1, X-2, X-3. Another alternative is to 
send repetitions in each 6th TTI if the UE is using 6 HARQ 
processes. If the UE knows in advance what autonomous 
retransmissions that are applied, then soft combining can be 
applied even if no HS-SCCH is transmitted. If HS-SCCH is 
transmitted, the UE may know from the new data indicator of 
the HS-SCCH information if the transmission is a new trans 
mission or is to be soft combined with some earlier transmis 
sion(s). The retransmissions can be done either using chase 
combining or incremental redundancy. However, to really 
benefit in coverage, the UE may soft combine as many trans 
missions as possible to arrive at decoding where the CRC 
check is successful. 
0158 To reduce the HS-SCCH overhead when using 
autonomous retransmissions, it is possible to include a HS 
SCCH only with the first transmission and then use the same 
TFRC for the first transmission as well as all retransmissions. 
If the UE has knowledge in advance of when the retransmis 
sions will occur, it can then use the knowledge that the TFRC 
signaled in the single HS-SCCH detected applies for multiple 
known TTIs, which the UE then can soft combine. 

On-Demand SI Distribution 

0159. The system information can be divided into static 
parts that remain unchanged over long times, and dynamic 
parts that are updated quite frequently. See fourth SIB 
embodiment above. In practice, the UE will need to read static 
SI quite seldom, typically when entering cells the UE has not 
been in recently (UEs typically remember the SI from cells it 
has recently visited, to avoid having to read the SI again when 
returning to the cell). In order to save downlink capacity, one 
idea is to not continuously distribute the static SI, but instead 
only distribute it when a UE requests it (referred to as on 
demand SI distribution). This can avoid the continuous trans 
mission of information that no UE is listening to, which is a 
waste of resources. 
(0160. When the UE needs to read SI that is distributed on 
demand, the UE may send an SI distribution request on the 
uplink. In one preferred embodiment, this message may be 
transmitted on the Random Access Channel (RACH) chan 
nel, in another preferred embodiment this message is trans 
mitted on the E-DCH channel. Preferably, the SI distribution 
request is terminated by the RBS, since the RBS is in charge 
of system information distribution, and a fast response to the 
request is preferred. This implies that preferably the SI dis 
tribution request will not be forwarded to the RNC, as would 
normal RACH/E-DCH data. However, forwarding the 
request to the RNC and make the RNC responsible for the 
response is still possible, albeit less preferred alternative. 
0.161 The SI distribution request can be a specific pre 
amble, using a specific signature and/or access slot. In that 
case, the existence of such a preamble is an indication that this 
is a SI distribution request. An optional RACH/E-DCH mes 
sage can follow as described in the following. 
0162 Another possibility is to let the SI distribution 
request be part of the RACH/E-DCH message payload. 
(0163 When RACH is used, the MAC PDU transferred in 
the RACH transport block has the form outlined in FIG. 7 and 
FIG.8. In one preferred embodiment, the two first bits in the 
detected RACH message transport block may be used to 
convey a SI distribution request. These two bits contain the 
TCTF field of the MAC header, and in current specifications 
only values 00 and 01 are used. A value 10 or 11 could be used 
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to indicate that the message is a SI distribution request mes 
sage. This would enable the RBS to quickly detect a SI dis 
tribution request without having to unwrap several protocol 
layers to find a signaling message on RRC-level. 
(0164. When E-DCH is used, the MAC-i PDUs transferred 
in the E-DCH transport block has the form outlined in FIGS. 
9-11. In particular, in the MAC-i header 0, the first four bits 
may be set to a predetermined value, e.g., 1111. Following 
these bits is a spare field of four bits (which should be set to a 
predetermined value, e.g., 0000, in current 3GPP releases), 
and then follows an E-RNTI field. 
0.165. In one embodiment, a MAC-i header O may be used 
with a value other than 0000 in the spare field to indicate a SI 
distribution request. In another embodiment, a value different 
than 0000 in the spare bits may be used to indicate that the 
subsequent bits do not include an E-RNTI, but rather includes 
an SI distribution request. This would enable the RBS to 
quickly detecta SI distribution request by just identifying bits 
1111XXXX (where XXXX is different from 0000) in the begin 
ning of the transport block, hence eliminating the need to 
unwrap several protocol layers to find a signaling message on 
RRC-level. 
0166 In its simplest form, the SI distribution request mes 
sage may be implemented as a simple flag indicating that all 
on-demand SIs are requested. 
0167. In more advanced forms, the request can be more 
specific, requesting a set of SIs, where these SIS can corre 
spond e.g., to a subset of SIBS (“SIB33 and SIB42 but no 
other SIBs) or different specific parts of the SIB-S. In the 
more advanced form, several bits of information may need to 
be transmitted on uplink. In one exemplary embodiment these 
bits indicating which set of SIs that are requested may follow 
directly after the TCTF field in the MAC header on RACH. In 
other exemplary embodiments, these bits indicating which set 
of SBS that are requested may follow in the four spare bits 
directly after the 4-bit LCH-IDO field in the MAC-i header 0 
on E-DCH, or in the bits directly after the 4-bit LCH-IDO 
field and 4-bit spare field in the MAC-i header 0 on E-DCH. 
0.168. In another embodiment, when a specific signature/ 
access slot is used for SI distribution request, the actual 
RACH/E-DCH message part can include the required bits 
that indicate which set of SIs that are requested. In this case, 
the RBS may decode the transport block, check the CRC and 
if CRC is ok then assume this is a valid SI distribution request 
and then interpret the different bits in the decoded message as 
flags for which set of SIs that have been requested. 
0169. A special case may be to just let CRC-OK lead the 
RBS to retransmit all on-demand SI. This can be useful if 
detection of a specific signature/access slot is prone to false 
alarm, and a sanity check is performed on the message part. If 
the correct preamble is detected, the RBS may proceed to 
decode the RACH/E-DCH message part transport block 
according to the predefined format. For example, the message 
can be just a CRC appended to Zero information bits. In the 
case a specific preamble is used for SI distribution requests, 
the role of the specific preamble may be to trigger the RBS to 
attempt to detect a message part that may differ in format 
from the normal RACH/E-DCH. The SI distribution request 
may be decoded and understood by the RBS, while in the case 
of a normal RACH/E-DCH transmission, the transport block 
contents may be forwarded to RNC for further unwrapping of 
protocol layers. 
0170. One potential issue with UEs sending SI distribution 
requests is that many UEs can request that same SI informa 
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tion at the same time, causing a high uplink load. As an 
illustration, consider a case of a train with many UEs arriving 
into a new cell. All UEs on that train would like to read SI for 
the new cell. 
0171 In order to avoid this unnecessary uplink load, the 
RBS can, according to one embodiment, be given the possi 
bility to block UEs from sending SI distribution requests. This 
can be accomplished by introducing an RBS controlled flag in 
the downlink denoted as SI distribution in progress flag. In 
this embodiment, the UE may be required to read the SI 
distribution in progress flag before attempting to send the SI 
distribution request. If the flag indicates that SI distribution is 
in progress, the UE may be required to refrain from sending 
the SI distribution request. 
0.172. In the train scenario, the first UE to send a SI distri 
bution request may trigger the RBS to block further SI distri 
bution requests using the SI distribution in progress flag. 
There may be a short time between the first UEs request 
before the flag is updated on the downlink and read by all 
other UEs. Hence, during a short transition time there may be 
several SI distribution requests, but may UEs will be blocked 
from loading the uplink with useless requests (the RBS will 
anyway start to distribute the requested SI) (see FIG. 12). 
(0173 Hence, in this embodiment, as soon as a UE is miss 
ing SIB information because it has never been read or the 
value tag has changed, the UE may be required to first monitor 
the SI distribution in progress flag, and if SI distribution is not 
already in progress (or soon to start), the UEthen may send its 
SI distribution request. 
0.174 FIG. 12 indicates one repetition of the SI after recep 
tion of the SI distribution request, and that the SI distribution 
in progress flag is cleared after all repetitions of requested SIS 
are finished. It is also possible to envision that the flag should 
be cleared as soon as the last transmission of a particular SI 
part is finished, to enable UEs that missed the earlier parts 
(that will not be repeated) to request them as soon as possible. 
0.175. There are multiple possibilities for how to send the 
SI distribution in progress flag over the Uu interface. In a 
preferred embodiment, the currently unused bits on an 
already existing channel Such as the Paging Indicator Channel 
(PICH) or Acquisition Indicator Channel (AICH). A PICH 
radio frame is 10 ms long and contains 300 bits. However, 
only the first 288 are used for paging information. The SI 
distribution in progress flag can be mapped on the remaining 
12 bits (or some parts thereof), for example with simple 
repetition coding of one bit of information (see FIG. 13). 
0176 An AICH access slot is 20/15 ms long, where only 
the first 4096 chips are used to transmit AIs. The remaining 
1024 chips (or some parts thereof) of the access slot could 
house the SI distribution in progress flag (see FIG. 14). 
0177 Yet another embodiment would be to use the DTX 
parts of the P-CCPCH to carry the flag. A P-CCPCH slot is 
2560 chips long, but out of these, the first 256 chips are 
currently not transmitted, and can house 2 bits of information. 
The SI distribution in progress flag can be mapped to these 
bits in one or several slots (see FIG. 15). 
0.178 If the SI distribution request message is in the form 
of a single flag indicating that all on-demand SIS are 
requested, the SI distribution in progress flag needs to only be 
one bit. In more advanced forms, when the request can be 
more specific, requesting a set of SIs, a more advanced SI 
distribution in progress flag may be required. In this case, 
multiple bits indicating which set of SIs that are being dis 
tributed may be necessary. Hence, in these cases, multiple bits 
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may be put on the downlink physical channel used for the 
flag(s). It is possible to first map the combination of flags per 
set of SIs to different code words, and then map these code 
words on the physical channel bits. 
0179 Another possibility (and embodiment) is to let a 
multi-bit SI distribution in progress flag provide information 
of the number of remaining repetitions of the ongoing SI 
distribution. In its most elaborate form, this advanced flag 
may indicate exactly the remaining number of repetitions. A 
simpler version could be that the advanced flag indicates 
whether multiple or a single repetition remain (e.g., one out of 
multiple repetitions left and only the last repetition left). 
Yet another option could be that the multi-bit flag also could 
indicate Zero repetitions left, in case the last repetition has 
already started. 
0180. In certain scenarios (e.g., cells with high amount of 
mobility), it may be beneficial to refrain from using the on 
demand SI distribution. One alternative is to indicate on the 
first distribution channel (e.g., in the MIB) whether or not the 
on-demand SI distribution may be used on the second distri 
bution channel. If on-demand SI distribution is not config 
ured, then no power in downlink will have to be allocated to 
carry the SI distribution in progress flag, and there will be no 
additional uplink load from SI distribution requests. 
0181. If the second distribution channel is configured to 
use on-demand SI distribution, it is possible to avoid the 
uplink load from requests by continuously distributing the SI 
information and continuously sending a SI distribution in 
progress flag that indicates that SI distribution is in progress. 
This in effect disables the on-demand SI distribution mecha 
1S. 

0182. When second distribution channel is configured to 
use on-demand SI distribution, it is even possible to adapt the 
distribution dynamically to the current situation in the cell. 
The behavior can e.g., be connected to the cell load in uplink 
and downlink. If uplink is currently the limiting link, the RBS 
can disable on-demand SI distribution according to the 
method in the previous paragraphs. If downlink is the limiting 
link, it may be more important to not suffer from any unnec 
essary SI distribution, and then the RBS may employ on 
demand SI distribution in the normal way (as shown in FIG. 
12 above). 
0183 FIG. 16 illustrates an example method 100 imple 
mented by a network node in a wireless communication net 
work of transmitting system information to a plurality of 
wireless terminals. According to the method 100, the network 
node transmits a first group of SIBS via a first physical chan 
nel (block 102), and transmits a second group of additional 
SIBs via a different, second physical channel (block 104). 
0184. In one or more embodiments, the first physical chan 
nel is configured to be read by a first group of wireless termi 
nals and also by a different, second group of wireless termi 
nals (e.g., the “legacy distribution channel' discussed above), 
and the second physical channel is configured to be read by 
only one of the first and second group of wireless terminals 
(e.g., the “extended distribution channel' discussed above). 
In one example, the first physical channel is the P-CCPCH, 
and the second physical channel is one of the S-CCPCH and 
the HS-PDSCH. 

0185. In one or more embodiments, the method 100 also 
includes the network node transmitting, via the first physical 
channel, Scheduling information for reception of the addi 
tional SIBS on the second physical channel (see, e.g., FIG. 
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2a). The scheduling information may be included in a sched 
uling block transmitted via the first physical channel (e.g., 
SB-BC1 in FIG. 2a). 
0186. In one or more embodiments, the method 100 also 
includes the network node transmitting, via the second physi 
cal channel, Scheduling information for reception of the addi 
tional SIBs (e.g., SB-BC2 in FIGS. 3a and 4a), and also 
transmitting, via the first physical channel, either additional 
scheduling information for reception of the additional SIBS 
(e.g., SB-BC1 in FIG.3a) or an indication that the additional 
SIBs are going to be transmitted via the second physical 
channel (as described above in connection with FIG. 4a). 
0187. In one or more of the embodiments discussed above, 
transmitting the second group of additional SIBS via the sec 
ond physical channel (block 104) includes transmitting, via 
the second physical channel, one or more first SIBs that only 
include static system information (e.g., SIB-S in FIG. 5a). 
and transmitting, via the second physical channel, one or 
more second SIBs that only include dynamic system infor 
mation (e.g., SIB-D in FIG. 5a). 
0188 In one example, the one or more first SIBs that only 
include static system information are transmitted according 
to a first repetition period, and the one or more second SIBS 
that only include dynamic system information are transmitted 
according to a different, second repetition period. 
0189 In the same or another example, the one or more first 
SIBs comprise a single first SIB that includes all static system 
information (e.g., SIB-S in FIG. 5a), and the one or more 
second SIBs comprise a single second SIB that includes all 
dynamic system information (e.g., SIB-D in FIG. 5a). 
0190. In one or more embodiments, the method 100 also 
includes performing load balancing between the first and 
second physical channels by including a SIB from the first 
group of SIBs in the second group of additional SIBs. 
(0191 FIG. 17 illustrates an example method 200 imple 
mented by a wireless terminal in a wireless communication 
network of processing system information. According to the 
method 200, the wireless terminal processes information 
received from a base station over a first physical channel to 
identify a first group of system information blocks (SIBs) 
(block 202), and also processes information received from the 
base station over a different, second physical channel to iden 
tify a second group of additional SIBs (block 204). 
0.192 In one or more embodiments, the first physical chan 
nel is configured to be read by a first group of wireless termi 
nals and also by a different, second group of wireless termi 
nals (e.g., the “legacy distribution channel' discussed above), 
and the second physical channel is configured to be read by 
only the second group of wireless terminals (e.g., the 
“extended distribution channel discussed above). In such 
embodiments, the wireless terminal is part of the second 
group of wireless terminals. In one example, the first physical 
channel is the P-CCPCH, and the second physical channel is 
one of the S-CCPCH and the HS-PDSCH. 
0193 In one or more embodiments, the wireless terminal 
identifies the second group of additional SIBs based on pro 
cessing information received from the base station over the 
first physical channel to identify scheduling information for 
reception of the additional SIBs on the second physical chan 
nel (see, e.g., FIGS. 2a and 3a). 
0.194. In one or more embodiments, the method 200 also 
includes the wireless terminal processing information 
received from the base station over the second physical chan 
nel to identify scheduling information for reception of the 
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additional SIBs (e.g., SB-BC2 in FIGS. 3a and 4a). In these 
embodiments, the method also includes processing informa 
tion received from the base station over the first physical 
channel to identify either additional scheduling information 
for reception of the additional SIBs (e.g., SB-BC1 in FIG.3a) 
or an indication that the additional SIBs are going to be 
transmitted via the second physical channel (as described 
above in connection with FIG. 4a). 
0.195. In one or more embodiments, the processing of 
information received from the base station over the second 
physical channel to identify the second group of additional 
SIBs (block 204) includes identifying, from the information 
received over the second physical channel, one or more first 
SIBs that only include static system information (e.g., SIB-S 
in FIG. 5a), and identifying, from the information received 
over the second physical channel, one or more second SIBS 
that only include dynamic system information (e.g., SIB-Din 
FIG. 5a). 
0196. In one example, the one or more first SIBs that only 
include static system information are received according to a 
first repetition period, wherein the one or more second SIBS 
that only include dynamic system information are received 
according to a different, second repetition period. 
0197) In the same or another example, the one or more first 
SIBs comprises a single first SIB that includes all static sys 
tem information (e.g., SIB-S in FIG. 5a), and the one or more 
second SIBs comprises a single second SIB that includes all 
dynamic system information (e.g., SIB-D in FIG. 5a). 

Nodes and Terminals 

0198 The methods illustrated above may be performed by 
one or more network nodes and/or wireless terminals. The 
network node can be a RNC or RBS. Of course, these are 
merely examples of network nodes and should be not taken in 
a limiting sense. 
(0199 FIG. 18a illustrates an embodiment of a network 
node capable of distributing system information utilizing 
legacy and extended distribution channels according to one or 
more of the techniques described above. The example net 
work node may include a controller, a communicator and a SI 
(system information) manager. The communicator may be 
structured to perform radio communications with wireless 
terminals via one or more antennas. The communicator may 
also be structured to perform wired and/or wireless commu 
nication with other network nodes. The SI manager may be 
structured to manage system information and to transmit, via 
the communicator, system related information (e.g., MIB, 
SB-BC1, SB-BC2, SIBs, SIB-S, SIB-D, etc.) to one or more 
wireless terminals. The SI manager may also respond to SI 
related requests from the wireless terminals. The controller 
may be structured to control the overall operation of the 
network node. 

0200 FIG. 18a provides a logical view of the network 
node and the components included therein. It is not strictly 
necessary that each component be implemented as physically 
separate modules. Some or all components may be combined 
in a physical module. 
0201 Also, the components of the network node need not 
be implemented strictly in hardware. It is envisioned that the 
components can be implemented through any combination of 
hardware and software. For example, as illustrated in FIG. 
18b, the network node may include one or more hardware 
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processors, one or more storages (internal, external, both), 
and one or both of a wireless interface (in case of a radio node) 
and a network interface. 

0202 The processor(s) may be configured to execute pro 
gram instructions to perform the functions of one or more of 
the network node components. The instructions may be 
stored in a non-transitory storage medium or in firmware 
(e.g., ROM, RAM, Flash) (denoted as storage(s)). 
0203) Note that the program instructions may also be 
received through wired and/or or wireless transitory medium 
via one or both of the wireless and network interfaces. The 
wireless interface (e.g., a transceiver) may be configured to 
receive signals from and send signals to wireless terminals via 
one or more antennas. The network interface may be included 
and configured to communicate with other network nodes. 
0204 FIG. 19a illustrates an example embodiment of a 
wireless terminal capable of processing system information 
according to one or more of the techniques described above. 
The wireless terminal of FIG. 19a includes a controller, a 
communicator and a SI manager. The communicator may be 
structured to perform radio communications with other radio 
nodes such as RBS. The SI manager may be structured to 
receive, via the communicator, SIrelated information. The SI 
manager may also request the network node for SI related 
information. The controller may be structured to control the 
overall operation of the network node. 
(0205 As illustrated in FIG. 19b, the wireless terminal may 
include one or more hardware processors, one or more stor 
ages, and a wireless interface. The processor(s) may be con 
figured to execute program instructions to perform the func 
tions of one or more of the network node components. The 
instructions may be stored in a non-transitory storage 
medium or in firmware (e.g., ROM, RAM, Flash) (denoted as 
storage(s)). Note that the program instructions may also be 
received through wired and/or or wireless transitory medium 
via one or both of the wireless and network interfaces. The 
wireless interface (e.g., a transceiver) may be configured to 
receive signals from and send signals to wireless terminals via 
One Or more antennas. 

0206. One significant advantage (among others) of using 
the extended system information distribution mechanism is 
that the system information capacity is increased while main 
taining backwards compatibility for existing UES. 
0207 As discussed above, in one or more aspects, a plu 
rality of channels may be used to distribute system informa 
tion. One or more of these distribution channels may be used 
to maintain backwards compatibility. Also, one or more dis 
tribution channels may be used to extend the system informa 
tion distribution. 

0208. Some or all aspects of the disclosed subject matter 
may be applicable in a wireless network comprising one or 
more network nodes (e.g., RNC, RBS). An aspect of the 
disclosed subject matter may be directed to one or more 
methods performed by a network node. For example, the 
network may: 

0209 transmit MIB/SB (which may include informa 
tion of SIBs) over a legacy distribution channel, and 
transmit corresponding SIBs over an extended distribu 
tion channel; 

0210 transmit MIB/SB (which may include informa 
tion of SBs) over a legacy distribution channel, transmit 
corresponding SBS (which may include information of 
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SIBs) over an extended distribution channel, and trans 
mit corresponding SIBs over the extended distribution 
channel; 

0211 transmit MIB/SB (which may include an indica 
tion that extended SI information is available) over a 
legacy distribution channel, transmit SB (which may 
include information of SIBs) over an extended distribu 
tion channel, and transmit corresponding SIBS over the 
extended distribution channel; 

0212 transmit MIB/SB (which may include an indica 
tion that extended SI information is available) over a 
legacy distribution channel, transmit SIB-S (which may 
include static information) over an extended distribution 
channel, and transmit SIB-D (which may include 
dynamic information) over the extended distribution 
channel. 

0213 Another aspect of the disclosed subject matter may 
be directed to program instructions which when executed by 
a computer of a network node, causes the network node to 
perform the method as described above. The program instruc 
tions may be received through a transitory medium and 
executed directly therefrom. The program instructions may 
also be stored in a non-transitory storage medium and the 
network node may read the program instructions therefrom. 
0214) Another aspect of the disclosed subject matter may 
be directed to one or more methods performed by a wireless 
terminal in a wireless network to receive SIBs. For example, 
the wireless terminal may: 

0215 read/decode MIB/SB (which may include infor 
mation of SIBs) received over a legacy distribution 
channel, and read/decode corresponding SIBS received 
over an extended distribution channel; 

0216) read/decode MIB/SB (which may include infor 
mation of SBs) received over a legacy distribution chan 
nel, read/decode corresponding SBS (which may include 
information of SIBs) received over an extended distri 
bution channel, and read/decode corresponding SIBS 
received over the extended distribution channel; 

0217 read/decode MIB/SB (which may include an 
indication that extended SI information is available) 
received over a legacy distribution channel, read/decode 
SB (which may include information of SIBs) received 
over an extended distribution channel, and read/decode 
corresponding SIBs received over the extended distribu 
tion channel; 

0218 read/decode MIB/SB (which may include an 
indication that extended SI information is available) 
received over a legacy distribution channel, read/decode 
SIB-S (which may include static information) received 
over an extended distribution channel, and read/decode 
SIB-D (which may include dynamic information) 
received over the extended distribution channel. 

0219. Another aspect of the disclosed subject matter may 
be directed to program instructions which when executed by 
a computer of a wireless terminal, causes the wireless termi 
nal to perform the method as described above. The program 
instructions may be received through a transitory medium and 
executed directly therefrom. The program instructions may 
also be stored in a non-transitory storage medium and the 
network node may read the program instructions therefrom. 
0220. The present disclosure may, of course, be carried out 
in other ways than those specifically set forth herein without 
departing from essential characteristics of the disclosure. The 
present embodiments are to be considered in all respects as 
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illustrative and not restrictive, and all changes coming within 
the meaning and equivalency range of the appended claims 
are intended to be embraced therein. 
What is claimed is: 
1. A method implemented by a network node in a wireless 

communication network of transmitting system information 
to a plurality of wireless terminals, the method characterized 
by: 

transmitting a first group of system information blocks 
(SIBs) via a first physical channel; and 

transmitting a second group of additional SIBS via a dif 
ferent, second physical channel. 

2. The method of claim 1: 
wherein the first physical channel is configured to be read 

by a first group of wireless terminals and also by a 
different, second group of wireless terminals; and 

wherein the second physical channel is configured to be 
readby only one of the first and second group of wireless 
terminals. 

3. The method of claim 1, further characterized by: 
transmitting, via the first physical channel, Scheduling 

information for reception of the additional SIBs on the 
second physical channel. 

4. The method of claim 1, further characterized by: 
transmitting, via the second physical channel, Scheduling 

information for reception of the additional SIBs; and 
transmitting, via the first physical channel, either addi 

tional scheduling information for reception of the addi 
tional SIBs or an indication that the additional SIBs are 
going to be transmitted via the second physical channel. 

5. The method of claim 1, wherein transmitting the second 
group of additional SIBS via the second physical channel is 
characterized by: 

transmitting, via the second physical channel, one or more 
first SIBs that only include static system information; 
and 

transmitting, via the second physical channel, one or more 
second SIBS that only include dynamic system informa 
tion. 

6. The method of claim 5, wherein the one or more first 
SIBs that only include static system information are transmit 
ted according to a first repetition period, and the one or more 
second SIBS that only include dynamic system information 
are transmitted according to a different, second repetition 
period. 

7. The method of claim 5: 
wherein the one or more first SIBs comprises a single first 

SIB that includes all static system information; and 
wherein the one or more second SIBS comprises a single 

second SIB that includes all dynamic system informa 
tion. 

8. The method of claim 1, further characterized by: 
performing load balancing between the first and second 

physical channels by including a SIB from the first 
group of SIBs in the second group of additional SIBs. 

9. The method of claim 1: 

wherein the first physical channel is a Primary Common 
Control Physical Channel (PCCPCH); and 

wherein the second physical channel is one of a Secondary 
Common Control Physical Channel (S-CCPCH) and a 
High Speed Physical Downlink Shared Channel (HS 
PDSCH). 
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10. A network node comprising: 
a transceiver, and 
one or more processing circuits configured to utilize the 

transceiver to implement the method of claim 1. 
11. A method implemented by a wireless terminal in a 

wireless communication network, the method characterized 
by: 

processing information received from a base station overa 
first physical channel to identify a first group of system 
information blocks (SIBs); 

processing information received from the base station over 
a different, second physical channel to identify a second 
group of additional SIBs. 

12. The method of claim 11: 
wherein the first physical channel is configured to be read 
by a first group of wireless terminals and also by a 
different, second group of wireless terminals; 

wherein the second physical channel is configured to be 
readby only the second group of wireless terminals; and 

wherein the wireless terminal is part of the second group of 
wireless terminals. 

13. The method of claim 11, wherein identification of the 
second group of additional SIBs is based on: 

processing information received from the base station over 
the first physical channel to identify scheduling infor 
mation for reception of the additional SIBs on the sec 
ond physical channel. 

14. The method of claim 11, further characterized by: 
processing information received from the base station over 

the second physical channel to identify scheduling infor 
mation for reception of the additional SIBs; and 

processing information received from the base station over 
the first physical channel to identify either additional 
scheduling information for reception of the additional 
SIBs or an indication that the additional SIBs are going 
to be transmitted via the second physical channel. 
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15. The method of claim 11, wherein said processing infor 
mation received from the base station over the second physi 
cal channel to identify the second group of additional SIBs is 
characterized by: 

identifying, from the information received over the second 
physical channel, one or more first SIBs that only 
include static system information; and 

identifying, from the information received over the second 
physical channel, one or more second SIBS that only 
include dynamic system information. 

16. The method of claim 15, wherein the one or more first 
SIBs that only include static system information are received 
according to a first repetition period, wherein the one or more 
second SIBS that only include dynamic system information 
are received according to a different, second repetition 
period. 

17. The method of claim 15: 

wherein the one or more first SIBs comprises a single first 
SIB that includes all static system information; and 

wherein the one or more second SIBS comprises a single 
second SIB that includes all dynamic system informa 
tion. 

18. The method of claim 11: 
wherein the first physical channel is a Primary Common 

Control Physical Channel (PCCPCH); and 
wherein the second physical channel is one of a Secondary 
Common Control Physical Channel (S-CCPCH) and a 
High Speed Physical Downlink Shared Channel (HS 
PDSCH). 

19. A wireless terminal comprising: 
a transceiver, and 
one or more processing circuits configured to utilize the 

transceiver to implement the method of claim 11. 
k k k k k 




