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I. INTRODUCTION 

Patent Owner, Entropic Communications, LLC (“Entropic”), submits this 

Patent Owner Response (“POR”) to the Inter Partes Review (“IPR”) petition 

(“Petition”) filed by Comcast Cable Communications, LLC for claims 1-18 of U.S. 

Patent 9,825,826 (the “’826 Patent”). 

To ensure network services operate within acceptable bounds, network 

service providers need to understand the quality of signals as they are received at 

customer premises.  Traditionally, service providers had to send a technician to the 

customer’s premises to investigate any issues on site.  Later, service providers began 

deploying equipment that could take measurements of the downstream spectrum and 

then report that information.  But both of these approaches had the same 

disadvantage: they both interrupted the customer’s service.  Given this, there was a 

need before the ’826 Patent for service providers to obtain an indication of the status 

of the network based on a measurement without interrupting the customer’s service.   

The ’826 Patent discloses systems and methods that enable cable providers to 

do just this: remotely monitor the signal characteristics at a customer’s premises 

without interrupting service.  To accomplish this, the ’826 Patent discloses a receiver 

that utilizes a network management message that provides this indication.  

Moreover, the receiver implements parallel processing paths, which allows the 

receiver to provide the network management message without interrupting service.   



IPR2024-00442 
Patent Owner’s Response 

 

2 

The prior art references at issue take different approaches than the ’826 Patent 

to monitoring a network, resulting in fundamentally different architectures.  As a 

result of these differences, the Petition fails to find prior art that discloses all of the 

elements of the challenged claims and therefore must resort to altering the prior art 

references to fill in critical gaps.  Critically, it also would have been obvious to 

combine the prior art references in the way proposed by the Petition because the 

references do not say what Petitioner says they do and do not fit together in the way 

Petitioner asserts.   

Patent Owner recognizes that, in its Institution Decision, the Board disagreed 

with Patent Owner’s arguments that Kamieniecki could not be combined with 

Konstantinos, finding Patent Owner did not sufficiently show that Kamieniecki’s 

disclosure of gathering signal quality information during idle times is a basic 

principle of operation or that changing it as the Petition proposes would require a 

substantial reconstruction and redesign of the two references.  Paper 8 at 17.  But 

that decision was made on a limited record, and the full record now before the Board 

confirms that Patent Owner was correct.  Since that decision, Petitioner’s expert, Mr. 

Lett, confirmed under oath during his deposition that Patent Owner was right all 

along.  The system disclosed in Kamieniecki cannot monitor and output television 

channels concurrently—it must wait for idle to monitor and there are good reasons 

to do so.  See infra Section V.A.4; see also Section V.B.2., infra.  Patent Owner’s 
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expert, Dr. Samuel Russ, whose testimony the Board also did not have the 

opportunity to consider earlier, confirms Mr. Lett’s admissions and conclusively 

explains why Petitioner’s combination does not (and cannot) render the challenged 

claims obvious.  

Petitioner’s expert, Mr. Lett, helpfully confirmed during his post-Institution 

Decision deposition other reasons why the proposed combination would not have 

been obvious to a POSITA.  Mr. Lett confirmed that all transmissions to a set top 

box such as Kamieniecki are, in fact, analog in character; Kamieniecki’s disclosure 

of “digital cable television” refers to the digital content modulated onto an analog 

signal.  For this reason, the Board’s preliminary conclusion that Kamieniecki could 

analyze a digital signal because of references to “digital cable television” and 

“digital transmissions” are no longer viable.”  See Section V.B.1., infra.  And, in 

direct contrast to the Petition’s characterization of his testimony, Mr. Lett confirmed 

that he had not thought through basic details about his supposed opinions.  For 

example, Mr. Lett did not think through how components of the proposed 

combination would be arranged to allow for the processing of a second portion of 

the digitized signal.  See Section V.A.2., infra; see also Section V.B.2., infra.  Mr. 

Lett was given multiple opportunities to clarify some of these basic details at his 

deposition, but instead he refused to answer straightforward and open-ended 

questions about his positions.  Mr. Lett thus introduced a new reason the challenged 
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claims are not unpatentable:  if he, an industry veteran with 35 years’ experience 

could not figure out how to successfully combine Kamieniecki and Konstantinos as 

Petitioner’s lawyers propose, there is simply no way a POSITA having only 3-4 

years of experience could either.   

In sum, the Petition cannot help but take a hindsight-biased approach to 

rearrange the prior art in combinations and alterations that do not make sense, could 

not be made to make sense by its own expert, Mr. Lett, or are contrary to the 

references themselves.  Moreover, even these flawed combinations fail to disclose 

the entire claimed invention.  Accordingly, the Petition fails to articulate a prima 

facie case of obviousness for all challenged claims of the ’826 Patent. 

Because all Grounds fail to render obvious the independent claims of the ’826 

Patent, the entirety of the Petition should be rejected.  See Hartness Int’l Inc. v. 

Simplimatic Eng’g Co., 819 F.2d 1100, 1108 (Fed. Cir. 1987) (prior art that fails to 

demonstrate an independent claim as unpatentable similarly fails to demonstrate a 

dependent claim as unpatentable). 

II. SUMMARY OF THE ’826 PATENT 

The ’826 Patent describes systems and methods for spectrum monitoring of a 

network-based service, such as cable or satellite television, using equipment located 

at the customer’s premises.  Ex. 1001, 1:44-2:27, 2:45-3:15, 4:65-5:25. As shown in 

Figure 1A, an embodiment of the ’826 Patent exists within a hybrid fiber-coaxial 
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(HFC) network 118, which includes a headend 108 on one end of the network and a 

customer’s premises on the other end. Located at the customer’s premises would be 

equipment such as a set-top box, gateway, and/or cable modem, all of which are 

examples of customer premises equipment (CPE). 

 

Ex. 1001, Fig. 1A. 

Traditionally, network-based service providers had limited options to provide 

support to customers and troubleshoot quality-of-service and other issues at a 

customer’s premises.  See id., 1:44-46.  For example, when network parameters fell 

outside acceptable ranges such that the quality of service suffered, a provider would 

need to both investigate and fix the issue.  See id., 1:50-52.  For identifying network 
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issues, there are two main approaches: (1) send out a technician to investigate using 

specialized equipment such as a spectrum analyzer, or (2) use CPE to measure the 

spectrum received from the headend. Both of these approaches had the same 

drawbacks: they interrupted the customer’s service. For (1), technicians would 

usually only become aware of a problem in the network when a customer calls to 

complain after having already experienced unacceptable quality or complete failure 

of their service. Ex. 2013, ¶ 40. Thus, a customer, who is already frustrated by 

service issues, would be forced to wait for a technician in order to permit them 

access.  Thus, on-site visits are disruptive. Id.  

For (2), CPE in the prior art had limited processing resources that were 

tailored to providing services (e.g., TV, Internet) to the customer.  Id., ¶ 41.  Because 

of this, if a network operator wanted the CPE to monitor the customer’s signal, the 

network operator would have to interrupt the customer’s service because the CPE 

did not have the ability to both monitor and provide services to the customer in 

parallel. Id.  This is why network operators would often wait until CPE was not in 

use (i.e., idle) to conduct signal monitoring.  Id.  Accordingly, there was a need for 

a method by which network service providers could monitor the quality of service 

provided to a customer’s premises without interrupting service. See Ex. 1001, 1:53-

55. 
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The ’826 Patent met this need.  The ’826 Patent disclosed systems and 

methods for monitoring signals that can be implemented in a receiver deployed by 

the provider at the customer’s premises.  Id., Abstract.  These systems and methods 

allow service providers to remotely monitor the condition of the signal that is 

received by the customer equipment, without the need for a disruptive and costly 

service visit to the premises.  See id.  The receiver’s front-end circuity is designed 

to receive and digitize a received signal, measure a characteristic of the digitized 

signal, and control the transmission of a network management message back to the 

headend based on the measured characteristic.  Id.; Ex. 2013, ¶ 43. 

As depicted in Fig. 1A, the receiver can be implemented in a wide area 

network (e.g., a hybrid fiber-coaxial (HFC) network 118) that connects equipment 

maintained by the provider, typically located at a headend 108, and the receiver 150, 

which is located at the customer’s premises.  Id., 2:45-54, 3:1-15. 
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Id., Fig. 1A. 

The receiver of the ’826 Patent can perform spectrum monitoring to support 

the maintenance of the provider’s network.  See, e.g., id., Abstract, 2:9-13, 3:16-21, 

Figs. 1A-1B.  Among other things, the receiver’s circuitry (1) receives and digitizes 

a signal containing TV and/or data channels inside an RF front-end 158 (id., 3:22-

31); (2) selects and outputs specific portions of the digitized signal in the front-end 

158, using (for example) a channelizer 152 (id., 3:32-44); (3) analyzes one portion 

of the digitized signal to measure a characteristic using for example a monitoring 

device 154 (id., 3:45-4:5); and (4) processes another portion of the digitized signal 

to recover information carried in the TV and/or data channels, using a data 
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processing device 156.  Id., 4:6-18; Ex. 2013, ¶¶ 43-45.  An example of this is 

illustrated in Figure 1B, below: 

 

Id., Fig. 1B (annotated). 

The ’826 Patent’s receiver is also capable of controlling the transmission of 

“network management/maintenance messages.”  Id., 3:4-15, 3:60-4:2; also id., cls. 

1 & 10; Ex. 2013, ¶ 46.  These network management messages play a role in 

maintaining the network as these messages may provide, for example, network status 

updates that indicate whether the network is operating correctly.  Id., 3:60-4:2.  In 

response to the status updates, equipment at the headend may take actions to address 

any issues in the network, for example, by adjusting transmission parameters.  Id., 

3:11-15.  By having the receiver provide regular status updates via network 

management messages, the provider can monitor network parameters remotely to 
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ensure that they do not fall outside acceptable bounds, thereby addressing the 

problems of prior art solutions.  See id., 1:44-55. 

Claim 1 recites:  

 

Ex. 1001, cl. 1.  Broadly, this claim recites a method performed by a receiver, 

wherein the receiver receives a signal that carries television and/or data channels, 

id., cl. [1A]-[1C], digitizes the received signal, id., cl. [1D], and then portions of this 

digitized signal are selected.  Id., cl. [1E].  The selected portions of the digitized 

signal are processed, with a portion being analyzed to measure a characteristic of the 

received signal and a portion being processed to recover information carried in the 

channels.  Id., [1F]-[1G].  The receiver controls the transmission of network 
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management messages back to the headend with the transmission being based on the 

measured characteristic.  Id., [1H].  Finally, claim 1 recites that the measured 

characteristic is different than the network management message.  Id.  Claim 10, the 

other independent claim, recites a system with similar elements as claim 1.  Compare 

id., cl. 10, with id., cl. 1. 

III. THE LEVEL OF ORDINARY SKILL IN THE ART 

The Petition asserts that a person of ordinary skill in the art (“POSITA”) 

would have “a bachelor’s degree in electrical engineering, or a related field, and at 

a minimum three-to-four years of experience in development and design of 

broadband networks over coaxial cables.”  Petition, 24.  Patent Owner accepts the 

Petition’s POSITA solely for purposes of responding to the Petition in this 

proceeding, but as described below, Patent Owner asserts that the Petition has failed 

to carry its burden to demonstrate that the POSITA identified by Petitioner possesses 

the necessary skills to successfully combine the references as asserted in the Petition. 

Ex. 2013, ¶¶ 34-35. Dr. Russ satisfies the Petitioner’s proposed POSITA. Id., ¶ 7-

12, 36. 

IV. CLAIM CONSTRUCTION 

The Petition identifies terms from the ’826 Patent that were construed by the 

district court in the Charter case.  Petition, 24-25.  Patent Owner’s arguments below 
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do not turn on a specific construction of any terms; therefore, all claim terms should 

be given their plain and ordinary meaning as understood in the relevant art. 

V. THE PETITION RELIES ON ART THAT IS FUNDAMENTALLY 
DIFFERENT FROM THE CLAIMED INVENTION AND THUS FAILS 
TO MEET ITS BURDEN  

A. GROUNDS A-D FAIL BECAUSE THERE IS NO REASONABLE 
EXPECTATION OF SUCCESS OR MOTIVATION TO 
COMBINE THE REFERENCES IN THE MANNER PROPOSED 

An obviousness determination requires finding both (1) that a skilled artisan 

would have been motivated to combine the teachings of the prior art references to 

achieve the claimed invention, and (2) that the skilled artisan would have had a 

reasonable expectation of success in doing so.  CRFD Rsch., Inc. v. Matal, 876 F.3d 

1330, 1340 (Fed. Cir. 2017) (quoting Intelligent Bio–Sys., Inc. v. Illumina 

Cambridge Ltd., 821 F.3d 1359, 1367-68 (Fed. Cir. 2016). Grounds A-D fail because 

there is no reasonable expectation that the Petition’s POSITA would be able to 

successfully combine Kamieniecki and Konstantinos in a manner that renders 

obvious the claimed invention and because the Petition fails to provide a sufficient 

motivation to combine the references in the manner proposed. 

1. Overview of Kamieniecki, Konstantinos, and the Proposed 
Combination 

The Petition omits from its discussion of the prior art references critical 

features of both Kamieniecki and Konstantinos.  For Kamieniecki, the Petition fails 

to explain that Kamieniecki’s monitor operates solely in the analog domain—and 
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therefore cannot analyze a digitized signal as required by the claims.  For 

Konstantinos, the Petition fails to explain that the reference discloses a 1:1 ratio 

between channels selected and channels decoded and therefore cannot output a 

selected channel to both a data processor and a signal monitor.  The Petition’s failure 

to address these points, and others, reveals the weaknesses in the proposed 

combination.  To better put into context the Petition’s hindsight reconstruction of 

the prior art, a brief overview of the individual references and the proposed 

combination is provided. 

a. Overview of U.S. Patent Publication 2005/0114879 
(Kamieniecki) 

Kamieniecki discloses a set-top box (STB) 110 which monitors and collects 

information about the quality of a received analog signal by iteratively tuning to each 

channel in the received signal when the STB is in an idle or “off” state.  Ex. 1009, 

Abstract, Fig. 2, ¶¶ [0826], [0015], [0017], [0018].  As shown in Figure 1, STB 110 

comprises:  

an in-band (IB) tuner 112 for receiving first signals from the cable 

operator, an out-of-band (OOB) tuner 114 for receiving second signals 

from the cable operator, a monitor (MON) 116 for generating 

information related to signal quality on the channels (either or both IB 

and OOB), a controller (CONTROLLER) 118 for controlling the 

overall operation of the STB, and non-volatile memory (NVM) 120 for 

storing information . . . . 
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Id., ¶ [0014] (color annotations added). 

 

Id., Fig. 1.  Monitor 116 is responsible for gathering information relating to signal 

quality by tuning through each channel in the channel list and applying a time stamp 

to the information.  Id., ¶¶ [0826], [0015], [0017], [0018], Fig. 2. Although 

Kamieniecki discloses that it “may” wait for idle before gathering signal quality 

information, both experts agree that a POSITA would understand that Kamieniecki 

must wait for idle before it can gather signal quality information because of the 

single IB and OOB tuners. Ex. 1002, ¶¶ 74, 159; Ex. 2013, ¶ 112.  Monitor 116 waits 

for an idle or “off” state “so as not to disturb any viewer experiences . . . .”  Ex. 1009, 

¶ [0017].  Once monitor 116 has gathered signal quality information, STB 110 is 

capable of sending this information back to the headend 102, typically in response 

to a “poll” from the headend.  Id., ¶¶ [0017], [0024].   

b. Overview of U.S. Patent Publication 2010/0120386 
(Konstantinos) 

Konstantinos is not about, and does not disclose any means of, monitoring a 

signal and reporting information upstream to any components outside the receiver, 
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let alone to the headend.  Konstantinos only discloses downstream signal processing.  

Konstantinos discloses a multi-channel receiver comprising an analog-to-digital 

converter (ADC) and a multi-band, multi-channel selector that is capable of selecting 

channels from an input signal.  Ex. 1010, Abstract, ¶¶ [0043]-[0044].  In the 

embodiment illustrated in Figure 2, the ADC 204 of the multi-channel receiver is 

capable of digitizing a downstream composite broadband RF input signal that spans 

from 50-1000 MHz.  Id., ¶ [0043].  The output of the ADC is then presented to a 

multi-channel selector 206, which comprises a multi-band selector 205 and a series 

of channel selectors 207A-N.  Id., ¶¶ [0044]-[0045]. 

 

Id., Fig. 2.   



IPR2024-00442 
Patent Owner’s Response 

 

16 

The multi-band selector 205 and channel selectors 207A-207N may be 

configured to perform a two-step channel selection process.  Id., ¶ [0045].  In the 

first step, the multi-band selector 205 receives the ADC output and “realizes a coarse 

‘channel’ selection” by splitting the signal into portions, or “bands,” of the original 

received TV band.  Id.  In the second step, the channel selectors 20A-207N realize a 

fine channel selection by selecting one channel only and delivering it at the output.  

Id., ¶ [0046].  Ultimately, the number of channel selectors 207A-N “determines the 

number of simultaneously received TV channels at the output.”  Id.; Ex. 2013, ¶¶ 

88-89.   

In sum, Konstantinos is simply a receiver architecture concerned with how to 

effectively process multiple television channels contained within the downstream 

RF signal.  It has no disclosure—and indeed no awareness—of the problem of on-

premises signal monitoring for an operator.  Unsurprisingly it therefore has no 

mechanism for upstream reporting of anything, let alone signal quality. 

c. Overview of the Proposed Combination 

The Petition’s proposed combination “replaces the IB and OOB tuners in 

Kamieniecki’s STB with Konstantinos’ multi-channel receiver.”  Petition, 32.  Thus, 

the Petition proposes a physical substitution of elements as illustrated below: 
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Ex. 1009, Fig. 1 & Ex. 1010, Fig. 2 (modified).   

The Petition asserts that a POSITA would be able to make the proposed 

substitution because “Kamieniecki’s IB and OOB tuners use the same inputs (an RF 

signal) and same outputs (digital signal of the desired channel) as those of 

Konstantinos’ multi-channel receiver . . . .”  Petition, 34-35.  Thus, the Petition 

represents that these references are compatible and that components from 

Konstantinos could simply be substituted into Kamieniecki’s STB 110.  This 

substitution appears simple only because the Petition misunderstands Kamieniecki’s 

and Konstantinos’s disclosures, as described below. 
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2. The POSITA Proposed by the Petition Would Have a Reasonable 
Expectation of Success in Combining Kamieniecki and 
Konstantinos as Proposed 

The Petition asserts that a POSITA would “have had a degree in electrical 

engineering or a similar discipline, and three-to-four years of experience working 

with television signal processing and communication systems.”  Petition, 24 (Ex. 

1002, ¶¶ 44-46).  The Petition also asserts that the proposed combination is a simple, 

physical substitution of elements with support from its expert, Mr. Lett. Petition, 27 

(citing Ex. 1002, ¶¶ 127-29).  But, as became apparent during Mr. Lett’s deposition, 

and as Patent Owner’s expert, Dr. Russ, testifies in support of this Response, a 

POSITA with that low level of skill and expertise would not be motivated to make 

the combination proposed by Petitioner, nor would that POSITA have any 

expectation of success in doing so. 

Petitioner’s expert, Mr. Lett, made two admissions during his deposition that 

undercut any motivation to combine or reasonable expectation of success that 

Petitioner’s defined POSITA would have relating to Kamieniecki and Konstantinos.  

The first admission is a general admission, and confirms that a POSITA at the low 

level of skill identified by Petitioner and Mr. Lett would not be able to make the 

changes to the art they propose.  The second admission is specific, that even though 

Mr. Lett himself has far greater skill than Petitioner’s POSITA, even he could not 

explain how a POSITA would successfully make the physical substitution of 
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Konstantinos into Kamieniecki that Petitioner proposes.  If he cannot explain how 

the combination could be achieved, how could a low-level POSITA as proposed? 

As to Mr. Lett’s first admission, around the critical date, he managed a large 

team of engineers at a well-known developer of set-top boxes, Scientific Atlanta.  

See Ex. 2014, 30:11-31:14; see also Ex. 1003.  That team involved many individuals 

who possessed a range of industry experience and often included individuals with a 

Ph.D. or master’s degree.  Ex. 2014, 33:1-12, 34:21-35:1, 35:5-11; Ex. 2013, ¶ 99.  

It would be these individuals with more advanced degrees that would be responsible 

for designing complicated or complex functionality as would be necessary to make 

the proposed combination here. Ex. 2013, ¶¶ 99-100. In particular, the proposed 

combination would require integration of the high-speed ADC of Konstantinos, 

which would require a significantly larger sampling rate in order to digitize the 

received signal. Ex. 2013, ¶¶ 91-92; see also Ex. 2018, p. 4.  To support this 

sampling rate, additional power supplies and other components would be added to 

Kamieniecki’s STB. Id. The complexity involved in this would effectively result in 

a complete redesign of Kamieniecki’s STB. Id., ¶ 97.  

As Mr. Lett testified, tasks when designing a STB would be assigned to team 

members based on their skill:  “the more complicated or complex functionality”—

like determining the power consumption of a high speed analog to digital converter 

as would be required by Petitioner’s combination—would be given to a more 
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experienced engineer; whereas, the “simpler tasks” would be given to an engineer 

with a similar skill level as the Petition’s POSITA.  Ex. 2014, 35:12-22; Ex. 2013, 

¶¶ 100-01.  As Dr. Russ notes, these individuals would not have been trusted with 

the more complicated functionalities because they lacked the skills to make it work. 

Id.  Thus, both experts agree an individual with experience commiserate with the 

Petition’s POSITA lacked the knowledge and experience needed to design circuits 

that implement more complex functionality such as high speed analog to digital 

conversion—which would be necessary if the POSITA integrated Konstantinos’s 

multi-channel receiver into Kamieniecki’s STB. 

Mr. Lett’s second set of admissions is even more disruptive to Petitioner’s 

case here.  Even though Mr. Lett has more experience than Petitioner’s POSITA, 

even he had to admit that he had not figured out how one would supposedly combine 

Konstantinos and Kamieniecki as Petitioner’s attorneys argue would be done in the 

Petition.  Specifically, he could not: 

(1)  explain how Konstantinos’s multi-channel receiver would output to 

both a decoder (the claimed data processor) and the monitor of 

Kamieniecki (the claimed signal monitor/analyzer) as required for 

parallel processing (Ex. 2014, 174:3-10, 175:6-16, 175:21-176:16);  



IPR2024-00442 
Patent Owner’s Response 

 

21 

(2)  identify how many tuners (i.e., channel selectors) there would have to 

be in his resulting combination of Kamieniecki and Konstantinos (Ex. 

2014, 150:7-20); or 

(3)  even identify which reference—Kamieniecki or Konstantinos—he was 

relying on as disclosing the required “data processor” of the challenged 

claims (Ex. 2014, 159:6-20).   

Mr. Lett’s failures are quite significant and demonstrates that the Petition’s 

POSITA would be unable to combine the references in a manner that would render 

the challenged claims obvious.  

The independent claims of the ’826 Patent require “selecting a second portion 

of said digitized signal” and “processing said selected portion of said digitized signal 

to recover information carried in said plurality of channels.” Ex. 1001, cls. 1, 10.  

Because Mr. Lett opines that the physical-substitution combination of Kamieniecki 

and Konstantinos renders this portion of the challenged claims obvious, the law 

presumes that he had thought through how a POSITA would combine the references 

and concluded that the POSITA would have a reasonable expectation of success in 

so doing.    

But when asked to explain his rationale as to how he (or his POSITA) would 

arrange the combination, he could not say.  Specifically, Mr. Lett was asked to 

identify how the decoders would be arranged with respect to the multi-channel 
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receiver of Konstantinos.  After Mr. Lett resisted question-and-answer on that topic 

(see generally Ex. 2014, 155:7-161:13), Mr. Lett was given the opportunity to 

explain by drawing what his opinion was:  how do the multiple output streams of 

Konstantinos’s multi-channel receiver connect to either/both of Kamieniecki’s 

monitor and the “TV” for the user to view a channel vis-à-vis one or more decoders.  

Ex. 2014, 158:7-161:13, 168:20-169:19.  A blank space on a hand drawing was left 

for him to fill in:   

 

Ex. 2012.  Mr. Lett refused to fill in the gap.  Mr. Lett testified that, if he were to 

identify the location of the decoders, it would be a “new opinion” and he would 

“need more time to think about those details.”  Ex. 2014, 174:21-176:16.  But if it is 
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a new opinion to explain how his combination is arranged, then he has no opinion 

for Petitioner to rely on or the Board to credit with any weight at all.   

Ultimately, if Mr. Lett as an “industry veteran” with over 35 years of 

experience designing set-top boxes cannot figure out the details (Ex. 1002, ¶ 4; Ex. 

1003), it would be unreasonable to find that the inexperienced POSITA with only 

three to four years of experience would have any expectation of success in 

combining the references.  In other words, if Petitioner’s expert cannot explain how 

he himself would make the proposed combination, Petitioner has no way of showing 

that a POSITA having far less skill and experience would be motivated to do so too.  

To further undercut the Petition’s basis for concluding there is a reasonable 

expectation of success is that Kamieniecki and Konstantinos receive differently 

formatted RF signals.  Ex. 2013, ¶ 95.  The Petition assumes that the signal received 

by Kamieniecki’s STB is the same as the signal received by Konstantinos.  See 

Petition, 29 (“Kamieniecki’s IB and OOB tuners use the same inputs (an RF signal) 

and same outputs (digital signal of the desired channel) as those of Konstantinos’ 

multi-channel receiver chip”).  But although both devices receive an RF signal, they 

are formatted differently: because Kamieniecki recites an OOB tuner, Kamieniecki’s 

STB receives a downstream signal that contains both IB and OOB channels. Ex. 

2013, ¶ 95.  This means that the OOB channels would have a bandwidth of 1.8 MHz 

or between 1-2 MHz, whereas the bandwidth of the IB channels would be 6 MHz. 
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Ex. 2013, ¶ 96.  In contrast, Konstantinos would receive a downstream signal 

formatted based on the DOCSIS standard, which requires a standard 6 MHz 

bandwidth across the entire downstream spectrum. Id.   

This disparity between DOCSIS and OOB would force the POSITA to 

reprogram the channel selectors of the multi-channel receiver to handle the different 

bandwidths of the IB/OOB downstream signal, which is what the Petition relies on 

for disclosing the claimed received signal.  Petition, 31.  Failure to do so would 

render the channel selectors of Konstantinos incapable of selecting OOB channels. 

This is yet another detail the Petition omits in an effort to disguise its proposed 

combination as a simple substitution of elements.  And, as Dr. Russ explains, a 

POSITA at the low level of skill proposed by Petitioner would have no expectation 

of success in making such a change. Ex. 2013, ¶¶ 100-101. 

In sum, Mr. Lett’s admissions make two things clear:  (1) the Petition’s 

POSITA would lack the experience needed to design STBs that incorporate complex 

functionality like Konstantinos’s multi-channel receiver in 2011, and (2) combining 

the references as proposed by the Petition includes a series of complicated, important 

details that are beyond the skill of the Petition’s POSITA for they were beyond the 

skill of Mr. Lett’s extensive experience.  Mr. Lett’s admissions also undercut his 

declaration, which is the only evidence the Petition relied upon to support its 

assertion that its POSITA would have had a reasonable expectation of success.  
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Petition, 29 (citing Ex. 1002, ¶ 151).  Therefore, the Petitioner has failed to carry its 

burden of demonstrating a reasonable expectation of success.  Intelligent Bio-Sys., 

Inc. v. Illumina Cambridge Ltd., 821 F.3d 1359, 1367 (Fed. Cir. 2016). 

3. A POSITA Would Not Be Motivated to Add a Multi-Channel 
Receiver Like Konstantinos Discloses to Kamieniecki  

The Petition asserts that a POSITA would have been motivated to replace 

Kamieniecki’s IB and OOB tuners with Konstantinos’s multi-channel receiver “to 

enable simultaneous tuning and monitoring of larger numbers of channels (e.g., four 

or more) as required by new cable technologies such as DOCSIS 3.0.”  Petition, 28. 

Additionally, the Petition asserts that replacing the IB and OOB tuners of 

Kamieniecki would reduce “cost and complexity through a single chip solution.” 

Petition, 29.  Petitioner is wrong on both counts. 

The Petition provides no support for the assertion that DOCSIS 3.0 required 

“simultaneous tuning and monitoring.”  Petition, 28 (emphasis added).  Mr. Lett is 

wrong about what DOCSIS 3.0 discloses.  DOCSIS 3.0 does not require the 

simultaneous tuning and monitoring of different channels. See, generally, Ex. 2019; 

Ex. 2013, ¶ 103.  Thus, in 2011, there is no basis to conclude that DOCSIS 3.0 would 

motivate a POSITA to make the proposed combination because there is nothing 

about DOCSIS 3.0 to say what Mr. Lett and Petitioner claim it says.  Remarkably, 

neither the Petition nor Mr. Lett cite or include DOCSIS 3.0 with their papers to 
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support such a claim because it would not support Mr. Lett’s opinions.  Although 

the Petition cites to Konstantinos and Mr. Lett’s declaration, the cited portion of 

Konstantinos does not mention monitoring channels (see Ex. 1010, ¶ [0011]), and 

the cited paragraph of Mr. Lett’s declaration provides no additional reasoning as to 

why simultaneous monitoring would be required.  See Ex. 1002, ¶ 149.  Mr. Lett 

also admitted he had not reviewed DOCSIS when preparing his declaration and did 

not remember whether DOCSIS currently required simultaneous monitoring and 

processing or if it was required in 2011.  Ex. 2014, 52:14-19, 53:9-12, 53:15-54:1.  

How can Mr. Lett opine about DOCSIS 3.0 and whether a POSITA would be 

motivated in light of its disclosures if Mr. Lett did not review the document in 

preparing his opinions and was not familiar enough with it to explain what it 

disclosed?  Mr. Lett and Petitioner do not say, and thus Mr. Lett’s testimony should 

be given little weight. 

Petitioner is also wrong to argue that the IB and OOB tuners of Kamieniecki 

would reduce “cost and complexity through a single chip solution,” Petition, 29, and 

the opinions of both experts in this case prove otherwise.  Beginning with 

complexity, the proposed combination would actually increase the complexity of 

Kamieniecki’s STB in order to accommodate Konstantino’s multi-channel receiver.  

Ex. 2013, ¶ 105.  The high-speed ADC taught by Konstantinos alone would require 
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additional power supplies and shielding in order for the combination to function 

properly. Ex. 2013, ¶¶ 90-97. 

As for costs, contrary to the Petition, the proposed substitution of elements 

would be expensive, especially considering the applications for which 

Kamieniecki’s STB would be utilized.  As an initial matter, there would be a 

significant cost needed to design and develop the proposed STB.  Around the priority 

date, developing a new STB took significant time and effort:  it typically would take 

at least 100 individuals approximately six to twelve months to develop a new STB.  

Ex. 2014, 25:8-19, 30:15-19, 31:11-14; Ex. 2013, ¶¶ 106-07.  Furthermore, the cost 

of a STB is extremely price sensitive to the point where “pennies matter.”  Ex. 2014, 

26:7-15, 28:17-20; Ex. 2013, ¶ 76.  Thus, to keep costs down, a STB would only 

have the needed functionality for the STB’s intended application.  Ex. 2013, ¶ 108; 

Ex. 2014, 28:13-16. 

Here, Kamieniecki’s STB, with its single IB and OOB tuner would be 

considered a “basic” STB designed for applications that only require a single channel 

to be selected at a time.  Ex. 2013, ¶ 108.  On the other hand, Konstantinos’s multi-

channel receiver was designed to select multiple channels.  See Ex. 1010, ¶ [0011]; 

Ex. 2013, ¶ 108.  This type of functionality would be integrated into more advanced 

STBs that were intended to allow simultaneous viewing or recording of different 

channels. Ex. 2013, ¶ 108.  Given this additional functionality and the additional 
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components needed, a STB with Konstantinos’s multi-channel receiver would be 

more expensive than a basic STB like Kamieniecki’s.  Id., ¶¶ 108-09. 

Given the differences in cost, a POSITA would not have been motivated to 

incorporate a more expensive multi-channel receiver into a basic STB because the 

application for which the basic STB would be used do not need multi-channel 

functionality.  Id., ¶¶ 108-10.  Thus, if a cheaper, basic STB can meet the needs of 

the consumer, there would be little motivation to add more functionality, thereby 

increasing the cost.  Remember, pennies matter in this industry.  By way of an 

analogy, replacing the IB and OOB tuners with Konstantinos’s multi-channel 

receiver would be like replacing the engine of a Honda Accord with the engine from 

a Formula 1 race car. Id., ¶ 109.  The Honda may be able to go faster, but this 

additional speed would unnecessarily drive up the cost of the Honda and make it 

more expensive than necessary for driving around town or commuting to work—the 

purposes for which the Honda was designed.  Thus, like putting an F1 engine in a 

Honda, the proposed replacement of the IB and OOB tuners with the multi-channel 

receiver is absurd. 

In sum, the complexity and cost of incorporating Konstantinos’s multi-

channel receiver into Kamieniecki would weigh against a motivation to combine 

these references in the manner proposed in the Petition.  Moreover, a POSITA would 
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not be compelled by DOCSIS 3.0 to make the combination as DOCSIS 3.0 does not 

require simultaneous tuning and monitoring. 

4. The Proposed Combination Would Fundamental Alter The 
Asserted Prior Art and Render them Inoperable 

To further demonstrate the lack of motivation to combine Kamieniecki and 

Konstantinos, the Petition’s proposed combination requires alterations to the 

fundamental architecture and functioning of both references.   

Starting with Kamieniecki, although the Board found that Kamieniecki “does 

not require collection of information only during idle times” (Paper 8, 17), both 

experts agree that Kamieniecki’s fundamental principle of operation is to wait for 

idle before gathering signal quality information.  Ex. 1002, ¶¶ 74, 159; Ex. 2013, ¶¶ 

112-13.  Mr. Lett also confirmed this understanding at his deposition: “Kamieniecki 

is describing that you are either watching television . . ., or you are monitoring the 

channel, collecting channel statistics when it is in the idle state or the off state.”  Ex. 

2014, 113:5-18; also id., 128:21-129:14 (“Q. There is no disclosure in Kamieniecki 

of how to monitor in-band channels, other than when the in-band tuner is idle, right? 

A. I think that’s correct.”).  Additionally, the experts agree that Kamieniecki 

conducts signal analysis while the STB 110 is “off” or idle because of the limited 

number of tuners.  Ex. 1002, ¶¶ 74, 159; Ex. 2013, ¶¶ 112-13.  Given this, a POSITA 

would understand that Kamieniecki’s does wait for idle.  
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Despite this common understanding between the experts, the Petition asserts 

that a POSITA would disregard Kamieniecki’s principle of operation and do the 

exact opposite—i.e., gather signal quality information while the STB is in use.  This 

fundamental change weighs strongly against any motivation to combine.  Plas-Pak 

Indus., Inc. v. Sulzer Mixpac AG, 600 F. App’x 755, 759 (Fed. Cir. 2015) (“[A] 

change in a reference’s ‘principle of operation’ is unlikely to motivate a person of 

ordinary skill to pursue a combination with that reference.”).  The Petition’s only 

rationale for disregarding Kamieniecki’s disclosure is a POSITA “would have 

recognized” that the combination’s alleged ability to simultaneously tune to multiple 

channels would allow for signal monitoring without waiting for an idle time.  

Petition, 36 (citing Ex. 1002, ¶ 159).  

However, simply having the ability to select multiple channels does not 

automatically mean that monitoring would happen in parallel with data processing 

as demonstrated in the prior art.  According to Mr. Lett, Kamieniecki itself could 

select different channels and monitor one channel while processing the other.  Ex. 

2014, 123:19-124:8 (“Q. Kamieniecki can monitor one channel on the in-band band 

and one channel on the out-of-band at the same time? A. Correct.”).  Thus, despite 

having the ability to monitor one channel and process another, Kamieniecki made 

the decision to wait for the STB to be idle before gathering signal quality information 

as both experts have acknowledged.  Ex. 1002, ¶ 159; Ex. 2013, ¶¶ 114-15.  It made 
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this decision to avoid interrupting the user’s service (Ex. 1009, ¶ [0017]) and the 

Petition has provided no reason to disregard this deliberate choice. 

Another example, Renken—which is asserted in the Petition and is 

contemporaneous with the ’826 Patent—waits for resources to be idle before 

monitoring a received signal despite having multiple receivers arranged in parallel.  

See Ex. 1011, 4:45-50; also Ex. 1002, ¶ 96 (“Renken describes that the MCCM 100 

may receive a request, from a central measurement controller (CMC) 7, to perform 

measurements using one or more idle receivers, and the MCCM 100 may send its 

measurement results back to the CMC 7.”); Ex. 2013, ¶ 116.  When confronted with 

this, Mr. Lett could not explain why his proposed combination would no longer wait 

for idle while Renken waited for idle.  See Ex. 2014, 147:3-20. Therefore, having 

the ability to select multiple channels does not automatically mean you would 

process information in parallel. 

At base, Kamieniecki offers a complete signal-monitoring solution that 

gathers signal quality information by tuning through the channel list while the STB 

is idle and then reports that information.  Ex. 1009, ¶¶ [0826], [0015], [0017], [0022], 

Fig. 2.  Therefore, absent the hindsight bias of the Petition, a POSITA would not be 

motivated to fundamentally alter Kamieniecki simply because incorporating 

Konstantinos’s multi-channel receiver would increase the number of tuners, 
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especially when Kamieniecki already has multiple tuners and is capable of tuning 

to multiple channels simultaneously.     

The Petition is also implicitly attempting to fundamentally change the 

architecture of Konstantinos by alternating the number of channel selectors or 

channel decoders.  Mr. Lett attempted to address the glaring gaps in his analysis by 

asserting that a POSITA would modify the number of channel selectors in 

Konstantinos’s multi-channel receiver to provide a dedicated signal monitoring 

pathway.  Ex. 2014, 139:3-19.  Based on this, Mr. Lett is advocating either of the 

following fundamental changes to Konstantinos: (1) a POSITA would remove a 

decoder from Konstantinos so that a channel selector would be dedicated to the 

signal monitor (N-1 number of decoders), or (2) a POSITA would include an extra 

channel selector that specifically outputs to the signal monitor (N+1 number of 

channel selectors).   

Both options fail.  As a procedural matter, neither the Petition nor Mr. Lett 

provide support for either option.  As a substantive matter, a POSITA would not 

alter Konstantinos’s fundamental architecture in this manner.  Konstantinos clearly 

discloses that for N number of channel selectors there would be N number of 

decoders, thus a 1:1 ratio between channel selectors and decoders.  See, e.g., Ex. 

1010, ¶ [0046].  A POSITA would not be motivated to remove a decoder (i.e., N-1 

number of decoders) as removing a decoder would reduce the number of channels 
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simultaneously available to the user.  And neither the Petition nor Mr. Lett identifies 

any suggestion or motivation to add a dedicated signal monitoring pathway to 

Konstantinos.  Again, as discussed above, the development and design of STBs was 

extremely price sensitive.  Therefore, a POSITA would be unlikely to include 

additional hardware in the form of an additional channel selector that is not required 

by any standard or demanded by the customer. 

Finally, the Petition’s proposed motivation to combine is outweighed by the 

fact that the proposed combination of Kamieniecki and Konstantinos would render 

Kamieniecki’s reporting functionality inoperable.  In its Preliminary Response, 

Patent Owner argued that replacing the OOB tuner with the multi-channel receiver 

would render the combination unable to “report” a determined characteristic to the 

source.  Paper 7, 34-35.  The Board rejected this argument in its Institution Decision, 

finding that “Kamieniecki appears to disclose using a separate transmitter, such as a 

modem, to transmit signal quality information from the STB to the headend.”  Paper 

8, 26 (citing Ex. 1009, ¶ 14).  The Board was partly correct in this finding.  It is true 

that the disclosed transmitter would remain in the proposed combination, and 

therefore, the proposed combination would retain the physical capability to transmit 

information to the headend.  However, the transmitter would not know when to 

report a determined characteristic after removal of the OOB tuner.   
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Kamieniecki discloses that it reports signal quality information to the headend 

when (1) the STB is polled by the headend or (2) as the information is collected.  Ex. 

1009, ¶ [0014].  For (1), “[t]wo-way polling can be implemented, for example, by 

polling the STB from the headend via the downstream path (typically on the OOB 

channel), and having the STB report back via the upstream path.”  Ex. 1009, ¶ [0017] 

(emphasis added).  Although Kamieniecki uses “typically,” a poll would be 

communicated on the OOB channels because a POSITA would not remove a 

television signal to make room for a poll given the OOB channels were developed 

specifically for set-top box management.  Ex. 2013, ¶¶ 57-58.  Thus, without the 

OOB tuner, the proposed combination would not be able to receive the poll being 

transmitted on the OOB channels unless Konstantinos’s multi-channel receiver was 

redesigned to process an OOB channel.  Ex. 2013, ¶¶ 120-22.   

For (2), reporting information as it is collected also depends on the OOB tuner.  

Depending on the OOB channel standard being used, removing the OOB tuner 

would create one of two issues. Ex. 2013, ¶¶ 122-23.  First, if the OOB tuner uses 

an OOB standard called Society of Cable Telecommunication Engineers (“SCTE”) 

55-1, then the STB would be unable to receive an acknowledge message and would 

continue to transmit the same information until the STB stops reporting. Ex. 2013, ¶ 

122.  Second, if another standard—SCTE 55-2—is used, a STB would need to 

request a time that it could transmit signal quality information to the headend.  Ex. 
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2013, ¶ 123.  In response to the request, the headend sends a message via the OOB 

channels so the STB knows when to transmit. Ex. 2013, ¶ 123.  Without receiving 

this message, the STB would transmit out of turn thereby causing its message to be 

lost when it collides with another STB’s messages. Ex. 2013, ¶ 123. 

Overall, the Petition fails to provide a sufficient motivation to completely 

disregard Kamieniecki’s principle of operation, especially in light of Kamieniecki’s 

deliberate decision to wait for idle, nor any motivation to remove or add hardware 

to Konstantinos. Also, the proposed combination would effectively render 

Kamieniecki unable to report information.  Thus, it is clear that impermissible 

hindsight is guiding the combination of Konstantinos and Kamieniecki.  Grounds A-

C fail for this reason as well. 

B. GROUNDS A-D ALSO FAIL FOR FAILURE TO IDENTIFY 
WHERE THE PRIOR ART DISCLOSES OR RENDERS 
OBVIOUS CERTAIN CLAIM ELEMENTS 

“An obviousness determination generally requires a finding that ‘all claimed 

limitations are disclosed in the prior art.’”  E.g., Univ. of Strathclyde v. Clear-Vu 

Lighting LLC, 17 F.4th 155, 160 (Fed. Cir. 2021).  Here, the Petition’s proposed 

combination of elements fails to disclose or render obvious multiple claim elements.   
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1. The Proposed Combination Fails to Render Obvious “analyzing 
said selected first portion of said digitized signal to measure a 
characteristic of said received signal” 

The Petition fails to demonstrate that its proposed combination discloses or 

renders obvious “analyzing said selected first portion of said digitized signal to 

measure a characteristic of said received signal.”  Ex. 1001, cl. [1G].  For this 

element, the Petition relies only on the monitor of Kamieniecki, arguing that 

Kamieniecki’s “monitor 116 would receive one or more digital output streams for 

analysis from Konstantinos’ receiver 200.”  Petition, 38 (emphasis added).  The 

Petition, however, fails to address that Kamieniecki’s monitor analyzes an analog 

signal, and therefore, the Petition has failed to identify where the prior art discloses 

analyzing a digitized signal. 

In its Institution Decision, the Board rejected Patent Owner’s argument that 

the proposed combination failed to disclose or render obvious this element, finding 

“Patent Owner does not identify sufficient evidence, however, to support its 

argument” and “Patent Owner’s argument is contradicted by Kamieniecki disclosing 

“digital cable systems” as background for its disclosure….”  Paper 8, 20.  Now, with 

the benefit of Dr. Russ’s Declaration and Mr. Lett’s deposition testimony, there is 

ample support that Kamieniecki’s monitor only analyzes an analog signal. 

As an initial matter, Kamieniecki does not disclose an analog-to-digital 

converter (ADC) or anything like it.  Therefore, Kamieniecki’s monitor receives a 
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signal in the same domain as transmitted by the headend.  Ex. 2013, ¶¶ 126-31.  Like 

all digital cable systems, Kamieniecki’s STB receives “digital transmission” from 

the headend.  Ex. 1009, ¶¶ [0004], [0014]; Ex. 2013, ¶ 127.  Contrary to the Board’s 

findings (Paper 8, 24), “digital cable television” and “digital transmissions” refer to 

analog carrier signals modulated with digital information, even by Mr. Lett’s 

testimony.  Ex. 2014, 57:3-13 (Q. You mean digital information modulated onto an 

analog signal, right? A. Of course. Q. But the signal itself, the carrier signal received 

by the set-top box is analog, you agree? A. Yes.”); Ex. 2013, ¶ 127. Thus, digital 

cable systems receive analog signals. 

Next, these analog carrier signals are received by the IB and OOB tuners.  Ex. 

1009, ¶ [0014].  These tuners, which would be analog tuners, simply select (i.e. “tune 

to”) a specific portion of the analog carrier signal and output the selected portion to 

Kamieniecki’s monitor. Ex. 1009, ¶ [0022]; Ex. 2013, ¶ 128.  The IB and OOB 

tuners do not convert the selected portion of the analog carrier signal to the digital 

domain.  Ex. 2013, ¶ 128.  

Mr. Lett attempts to obfuscate this point by asserting that the IB and OOB 

tuners disclosed in Kamieniecki could be “digital tuners.”  Ex. 2014, 68:3-9.  When 

asked what a digital tuner is, Mr. Lett provided two examples, neither of which 

would change the fact that the IB and OOB tuners disclosed in Kamieniecki would 

output an analog signal to the monitor.  The first example Mr. Lett provided is a 
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tuner that outputs 1’s and 0’s.  Ex. 2014, 104:14-19.  However, Mr. Lett provides no 

explanation of how a tuner—whose purpose is to simply select a portion of the signal 

it receives—would convert an analog carrier signal into a digital signal.  Mr. Lett 

appears to be asserting that the IB and OOB tuners would also include the decoder, 

which is responsible for extracting the digital content (i.e., the 1’s and 0’s) from the 

analog carrier signal.  Ex. 2013, ¶ 129.  Thus, the first example still selects and 

outputs an analog carrier signal.  Id. 

The second example is “a tuner that receives a signal and has circuitry that 

performs digital signal processing.”  Ex. 2014, 105:5-8.  For this example, Mr. Lett 

provided the example that this “digital” tuner would select a portion of an analog 

signal, convert the selected portion to digital, perform digital signal processing, and 

then convert the signal back to analog.  Ex. 2014, 102:22-103:9 (“Q. Meaning, it 

would have an analog-to-digital converter on the front end, do some processing and 

revert back to analog? A. Correct.”). Under either example, a so-called “digital” 

tuner would output an analog signal to Kamieniecki’s monitor. Ex. 2013, ¶ 130.  

Therefore, Kamieniecki discloses a monitor only capable of analyzing portions of 

an analog carrier signal. 

Despite this fundamental problem, the Petition does not propose modifying 

Kamieniecki’s monitor 116 so that it can analyze digital signals.  Instead, the Petition 

proposes a physical replacement of the analog IB and OOB tuners with the digital 
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multi-channel receiver of Konstantinos without modifying the monitor at all.  

Petition, 27.  In other words, Petitioner’s combination would have Kamieniecki’s 

analog-signal-processing monitor 116 receive and process digital signal outputs 

from the multi-channel receiver of Konstantinos, but fails to provide any explanation 

for how that could happen.  Rather, a POSITA would know that a component 

designed to process an analog input could not—absent extensive modification—

process digital signals.  Ex. 2013, ¶ 131.  The Petition has thus failed to demonstrate 

that the prior art discloses or renders obvious the “signal monitor operable to: 

analyze said digitized signal….” 

2. The Proposed Combination Fails to Render Obvious “processing 
said selected second portion of said digitized signal to recover 
information carried in said plurality of channels”  

Finally, the Petition fails to render obvious “processing said selected second 

portion of said digitized signal to recover information carried in said plurality of 

channels.”  Ex. 1001, cl. [1F].  The Petition appears to fixate on a component known 

in the art as a “decoder” for the component that accomplishes the “processing” step.  

Petition, 37-38.  Although Patent Owner does not dispute a decoder is capable of 

“recover[ing] information carried in said plurality of channels,” the Petition fails to 

render obvious this claim element because it does not explain how the proposed 

combination outputs the second portion to a decoder.  
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As described above, the Petition fails to explain how the multi-channel 

receiver is connected to either of the decoders or the monitor when it is placed in 

Kamieniecki’s STB.  See supra Section V.A.2. Further compounding this issue is 

the Petition’s failure to identify what reference it is relying on for disclosing the 

location of the decoders.  See Petition, 37-38.  Even Mr. Lett did not know what 

reference in his combination taught the decoders or their location.  Ex. 2014, 159:6-

20. 

Given the Petition is advocating for a physical substitution of elements (i.e., 

the IB and OOB tuners would be replaced with Konstantinos’s multi-channel 

receiver), it would make sense that Konstantinos’s multi-channel receiver would 

output to a decoder in Kamieniecki’s STB.  But, Kamieniecki does not disclose a 

decoder, which the Petition tacitly admits when it states that “Kamieniecki’s STB 

obviously would have a decoder to the process the MPEG-2.” Petition, 37 (emphasis 

added).  Even accepting that Kamieniecki would have a decoder, it is not obvious 

where the decoder would be located in Kamieniecki’s STB or how this undisclosed 

decoder would receive the second portion from Konstantinos’s multi-channel 

receiver.  If this was obvious, Mr. Lett should have had no issues drawing the 

connection between the multi-channel receiver and the decoder.  Instead, Mr. Lett 

admitted he did not provide an opinion as to how the multi-channel receiver would 

output a second portion to the decoders.  Ex. 2014, 170:2-171:18. 
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To the extent Petitioner argues that Konstantinos provides the decoders for 

the combination, this argument fails for multiple reasons.  First, the Petition does not 

explain how a POSITA would add Konstantinos’s decoders to Kamieniecki’s STB: 

the Petition states “Konstantinos also describes channel and source decoders that are 

used to process a TV channel, such as an MPEG stream, and recover its content for 

viewing by a user (‘recover information carried in said plurality of channels’).” 

Petition, 37-38 (citing Ex. 1010, ¶¶ [0030], [0042], [0106]-[0107], [0117]-[0119]).  

Confusingly, the Petition appears to be relying on different embodiments from 

Konstantinos, with one embodiment disclosing one or more individual channel 

decoders and another disclosing a single multi-channel decoder.  See Ex. 1010, ¶¶ 

[0030], [0042], [0106]-[0107], [0117]-[0119].  The Petition does not explain 

whether a POSITA would incorporate one embodiment versus another, nor does it 

explain how the various embodiments would be implemented in Kamieniecki’s 

STB.  

Second, the Petition provides no motivation for why a POSITA would 

incorporate Konstantinos’s decoders into Kamieniecki’s STB.  In fact, the Petition’s 

assertion that Kamieniecki obviously has a decoder would cut against a motivation 

to incorporate Konstantinos’s decoders because they would be superfluous.  Given 

the Petition’s complete failure to explain how the combination would process the 



IPR2024-00442 
Patent Owner’s Response 

 

42 

second portion output by the multi-channel receiver, the Petition has failed to 

identify where the prior art discloses or renders obvious claim element 1[F]. 

C. GROUND A ALSO FAILS TO RENDER OBVIOUS CLAIMS 6 
AND 15 

Claims 6 and 15 are dependent claims that recite “wherein said characteristic 

is signal power vs. frequency.” Ex. 1001, cls. 6, 15.  As the Board correctly found 

in its Institution Decision, the Petition fails to render obvious these claims because 

it fails to adequately explain how Kamieniecki’s ability to measure “signal level” 

means that Kamieniecki’s monitor is capable of measuring “signal power vs. 

frequency.”  Paper 8, 34.  

D. GROUNDS E-F FAIL FOR FAILURE TO IDENTIFY WHERE 
RENKEN DISCLOSES “CONCURRENTLY OUTPUT” 

Grounds E and F of the Petition also fail because the combination including 

Renken does not render obvious the “controlling the transmission of network 

management messages” element of claim 1.  The Petition fails because it uses 

impermissible hindsight to rearrange the architecture of Renken to disguise it as 

reminiscent of the claimed invention of the ’826 Patent.  The Petition also fails 

because it does not set forth a legally proper or factually supported basis to rearrange 

Renken in the manner proposed. 
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1. Overview of U.S. Patent 8,649,421 (Renken) 

Renken discloses measurement-capable cable modems (MCCMs) for use in a 

cable network that seeks to leverage receivers 21 that are not processing data (“idle 

receivers”) in the MCCMs to perform network measurements and then send those 

measurements to a central point (e.g., a central measurement controller (CMC)).  Ex. 

1011, 8:35-40, 11:6-18.  At this central point, information received from the 

MCCMs is processed and compared to detect errors in the network.  See Ex. 1011, 

22:22-39; Ex. 2013, ¶ 132.   

Renken uses a downstream receiver circuit 20 as shown in Figure 3 below to 

both process and generate the data necessary to measure the digitized signal. 

 

Ex. 1011, Fig. 3; Ex. 2013, ¶ 133.  This downstream receiver circuit 20 outputs to 

processor 50, which is a component of controller 200, as shown in Figure 2: 
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Ex. 1011, Fig. 2 (displaying downstream receiver circuit 20 communicating 

demodulated downstream data 27 to processor 50); Ex. 2013, ¶ 133. 

2. Renken Fails to Render Obvious the “Controlling the 
Transmission of Network Management Messages” Element 

The Petition fails to show that Renken renders obvious “controlling the 

transmission of network management messages back to said headend based on said 

measured characteristic of said received signal, wherein said measured characteristic 

is different than said network management messages.”  For this claim element, the 

Petition relies on two different concepts disclosed in Renken (“error reports and 

alarms” and “error thresholds”) to allegedly render obvious the claimed network 

management message.  Petition, 66 (citing Ex. 1011, 22:22-39, 22:67-23:4, 23:29-

33).  The Board has already stated in its Institution Decision that neither of these 
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items are a “network management message.” Paper 8, 45 (“Petitioner has not shown 

a reasonable likelihood that Renken’s MCCM as the claimed ‘receiver’ sends 

anything equivalent to the claimed ‘network management messages’ to the 

headend.”).  Therefore, the Board should adopt the same finding as it did at 

institution and reject these Grounds as they have failed to disclose or render obvious 

every element of the challenged claims. 

As an initial matter, the Petition identifies the MCCM as the claimed 

“receiver.” Petition, 59. Therefore, the Petition must also identify one or more 

circuits of that MCCM to satisfy the “controlling” step of the claims.  E.g., Ex. 1001, 

cl. 1 (“performing by one or more circuits of a receiver . . . controlling the 

transmission of network management messages back to said headend . . . .”).  The 

Petition fails to do so.  Instead, it points to “error reports or alarms” that come from 

the CMC, not the MCCM.  Renken discloses that the CMC is a measurement 

controller that is external to the MCCM that instructs the MCCMs 100 to perform 

real time measurements and then collects, evaluates, and stores measurement results 

received from the MCCMs 100, for the purpose of remotely performing automated 

end-of-line diagnostics.  Ex. 1011, 8:35-50, 22:22-23, 22:36-39, 23:29-33; Ex. 2013, 

¶ 135. 

Recognizing this deficiency, the Petition asserts that a POSITA would have 

found it obvious that such error reports or alarms could be generated at the MCCM 
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because the MCCM receives a measurement plan that contains “error thresholds.”  

Petition, 66 (citing Ex. 1011, 22:67-23:4 (“By way of example, the measurement 

plan may include one or more of the following: measurement identifiers for each 

measurement to be performed, a channel plan specifying channels to be tested, 

intervals at which the measurements are to be repeated, and error thresholds.”)).  

From this isolated passage, the Petition infers that “it would have been obvious to a 

POSITA that the MCCM would use those thresholds to detect, based on an 

underlying measurement, that an error has occurred in a channel, and to send a 

message to the CMC indicating the error.”  Petition, 66.   

Modifying Renken in this manner would be contrary to Renken for two 

reasons.  First, this modification is contrary to the roles the CMC and MCCM 

perform in Renken.  Renken discloses a system where the CMC directs MCCMs to 

perform measurements and to return those measurements to the CMC for collection, 

evaluation, and storage.  Ex. 1011, 8:35-50, 9:5-18; Ex. 2013, ¶ 135.  The MCCM 

has its own measurement controller 300, but that measurement controller only acts 

to assist in the collection and creation of measurement results, which are then either 

stored in the MCCM for later transmission to the CMC or passed as-is to the CMC.  

E.g., Ex. 1011, Fig. 9, 18:18-52; also id., 8:45-50, 9:5-18.  The MCCM can also pass 

a measurement capability list to the CMC, where the CMC returns an appropriate 

measurement plan for the MCCM.  Ex. 1011, 16:47-50.  At all times, the CMC is in 
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control and is the component that generates error reports and alarms. Ex. 2013, ¶ 

135.  Without this centralized system, such error reports and alarms could not be 

generated based on a comparison of measurements among all monitored MCCMs as 

Renken discloses.  Ex. 1011, 22:32-39; Ex. 2013, ¶¶ 136-37.  That is the entire point 

of the central management controller (CMC).  The proposed modification would 

divest the CMC of control and put processing and alerting capabilities into the 

MCCM, turning Renken’s centralized model into a distributed one, which would 

hinder network service providers from understanding impairments affecting a group 

of customers.  Ex. 2013, ¶ 137.  

Second, the proposed modification is contrary to the purpose of Renken’s 

measurement plan, which Renken clarifies is used to prompt the MCCM to 

determine which receivers are idle and therefore capable of measuring a 

characteristic.  See Ex. 1011, 23:5-9, 18:7-11, 18:46-52, 20:36-41; Ex. 2013, ¶¶ 138-

39.  Thus, the disclosed “error thresholds” is a trigger for the MCCM to measure and 

report a measured characteristic, which cannot be a network management message 

based on the plain language of claim 1.  In sum, neither the “error threshold” nor the 

“error reports or alarms” disclosed in Renken meet the claimed network 

management message.   

Furthermore, the Petition fails to offer any motivation to make the proposed 

alteration.  While “[i]n appropriate circumstances, a single prior art reference can 
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render a claim obvious,” here, the Petition fails to provide any “showing of a 

suggestion or motivation to modify the teachings of [Renken] in order to support the 

obviousness conclusion.”  SIBIA Neurosciences, Inc. v. Cadus Pharm. Corp., 225 

F.3d 1349, 1356 (Fed. Cir. 2000) (internal citations omitted).  And, as the Federal 

Circuit explains, a Petition must demonstrate that “a skilled artisan not only could 

have made but would have been motivated to make the combinations or 

modifications of prior art to arrive at the claimed invention.”  Belden Inc. v. Berk-

Tek LLC, 805 F.3d 1064, 1073 (Fed. Cir. 2015) (emphasis added). 

Here, the Petition fails to provide any reasons why a POSITA would relocate 

the CMC’s generation of error report or alarms to the MCCM.  Instead, the Petition 

baldly asserts that a “POSITA further would have found it obvious that such error 

reports or alarms (‘network management messages’) could just as easily be 

generated at the MCCM.”  Petition, 66.  The only support offered for this statement 

is, again, the conclusory Lett Declaration, which says nothing other than that a 

POSITA could potentially rearrange Renken.  See Ex. 1002, ¶ 280.  However, this 

opinion does not explain why a POSITA would modify Renken in the manner 

proposed, which is the relevant question.  See Belden, 805 F.3d at 1073 (obviousness 

concerns whether a skilled artisan not only could have made but would have been 

motivated to make the combinations or modifications of prior art to arrive at the 

claimed invention) (emphasis in original).  This is especially true because Renken 
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discloses a standalone method of achieving the “desirable purpose” of detecting 

problems using the CMC to generate error report or alarms.  Making the proposed 

modification would be antithetical to Renken’s desirable purpose.  Ex. 2013, ¶ 140. 

As with other arguments made therein, the Petition and the Lett Declaration’s 

arguments for rearranging the architecture of Renken are driven not by a motivation 

to combine, but by improper hindsight provided by the ’826 Patent.  Given the 

Petition’s failure to show where Renken discloses a network management message 

and to provide a sufficient motivation to modify Renken to manufacture one, the 

Petition has failed to show that Renken renders obvious claim 1 of the ’826 Patent. 

VI.  CONCLUSION 

The Petition has failed to carry its burden to prove the challenged claims of 

the ’826 Patent are obvious in light of the asserted prior art.  Therefore, the Board 

should find all the challenged claims patentable. 

 

Dated:  December 6, 2024   Respectfully submitted, 

      By: /Jason A. Engel/ 
       Jason A. Engel 
       Reg. No. 51,654 
       K&L Gates LLP 
 
       Counsel for Patent Owner 
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