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SYSTEMAND METHOD FOR 
DISTRIBUTING STORED-VALUE CARDS 

CROSS-REFERENCE TO RELATED 
APPLICATIONS 

This application claims priority to U.S. application Ser. 
No. 10/253.243 filed Sep. 24, 2002, which claims priority to 
U.S. Provisional Application No. 60/324,333 filed Sep. 24, 
2001 and U.S. Provisional Application No. 60/396.404 filed 
Jul. 15, 2002, all of which are incorporated herein by 
reference in their entirety. This application also claims 
priority to U.S. patent application Ser. No. 10/698,084 filed 
Nov. 3, 2003, which is incorporated herein by reference in 
its entirety. This application also claims priority to U.S. 
Provisional Application No. 60/519,630 filed on Nov. 14, 
2003 and U.S. Provisional Application No. 60/519,629 filed 
on Nov. 14, 2003, both of which are incorporated by 
reference in their entirety. 

This application also claims priority to U.S. application 
Ser. No. 10/411,971, filed Apr. 11, 2003, which claims 
priority to U.S. application Ser. No. 09/641,363 filed Aug. 
18, 2000, now issued U.S. Pat. No. 6,575,361, which claims 
priority to U.S. Provisional Application No. 60/149,740 filed 
Aug. 19, 1999, all of which are incorporated herein by 
reference. This application is also related to International 
Application No. PCT/US02/30281 filed Sep. 24, 2002 and 
U.S. application Ser. No. 10/655,828 filed Sep. 5, 2003, both 
of which are incorporated herein by reference. This appli 
cation is also related to the U.S. application Ser. No. 
10/712,182 filed Nov. 13, 2003, which is incorporated herein 
by reference in its entirety. 

FIELD OF THE INVENTION 

This invention relates to distributing and activating stored 
value cards, such as stored-value cards used to pre-purchase 
telecommunications service. In particular, this invention 
relates to specific embodiments of stored-value cards. 

BACKGROUND OF THE INVENTION 

This invention relates stored-value cards associated with 
stored-value accounts. More particularly, the invention 
relates to adding stored value to a stored-value account 
managed by a third party. The invention also relates to 
amending a user's stored-value account managed by a third 
party. The invention also relates to verifying a source of a 
request for a stored-value card transaction. Finally, the 
invention relates to the above functions of stored-value cards 
as applied to specific embodiments of stored value cards, 
Such as prepaid emergency road service cards. 

Customers purchase stored-value cards and accounts. 
They also purchase value to add to existing stored-value 
accounts. For instance, a customer may purchase a PIN 
associated with a particular value of time or money and a 
particular telecommunications provider. The purchases may 
occur at merchant terminals. The merchants may comprise 
any store that sells stored-value cards, PINs, or stored-value 
acCOunts. 

This process is described at length in the applications 
listed above, and those applications are incorporated herein 
by reference in their entirety. 

The stored-value accounts are associated with product 
and/or service providers. In a preferred embodiment of the 
present invention, the stored-value accounts are associated 
with wireless telecommunications service providers (some 
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2 
times referred to as carriers). For instance, the customer may 
purchase a S20 PIN to enable S20 of wireless service in a 
wireless stored-value account. 
As described in the above-referenced applications, a cus 

tomer may purchase a PIN that can be associated with a 
stored-value card/account. The PIN may be associated with 
a value. The PIN may be associated with a stored-value 
account at purchase. In a preferred embodiment, the PIN is 
later associated with a product or service provider selected 
by the purchaser/customer/user. 
The customer may then contact a central processor to 

process the PIN. The customer may also directly contact a 
carrier (or other product or service-provider) to add value to 
an account. For instance, the customer may access a website 
associated with the carrier or call a phone number (such as 
an 800 number) such as the phone number of the carrier. 
Methods of activating a PIN or otherwise processing a PIN 
are well known in the art. 

Processing a PIN may comprise redeeming the value, 
adding the value to a stored-value account, or otherwise 
processing the PIN or changing the customer's stored-value 
account. The account may be maintained by the provider, by 
a system associated with the central processor, by a mer 
chant, or by a third-party. 

During the request, the central processor may prompt the 
user for various information. For instance, the processor 
may request the user's PIN and/or MIN. The processor may 
also request personal information, such as the user's name, 
address, Social security number, cellular (or other) phone 
number, other account numbers, identification numbers, etc. 

During the process request, the central processor may 
prompt the user to select a provider. For instance, the central 
processor may request that that the user select a telecom 
munications carrier. The user may then select a particular 
provider/carrier. The user may select a carrier/provider for 
which the user has a preexisting stored-value account, and 
the preexisting stored-value account may be an account for 
which value can be added via PIN processing. 

Users may also select a redemption method. 
The user may select a provider that is affiliated with the 

central processor. For instance, the central processor may 
manage a particular affiliated carrier's stored-value 
accounts. Other business and system arrangements can be 
considered. 

When a customer selects an affiliated provider, the central 
processor may process the request and amend the user's 
stored-value account directly. For instance, the central pro 
cessor may maintain a database of PINs and stored-value 
accounts for users, and such database may include the PINs 
and stored-value accounts for the affiliated providers. Pro 
cessing the request may comprise amending the stored 
records in the database associated with the user's stored 
value account. 

The central processor may not maintain the database of 
stored-value accounts for other providers. In order to process 
a PIN request for Such providers, a central processor may 
transfer the request to the provider. For instance, if a 
customer makes the PIN request via phone, then the central 
processor's IVR may transfer the call to the carrier's phone 
system, which may comprise another IVR for processing 
PIN requests. If the request is via the internet, the central 
processor website may redirect the user to the carrier web 
site (or provide a link or embed the carrier site or otherwise 
direct the user to the carrier system). The unaffiliated carrier 
may then process the PIN request, for instance in a manner 
known in the art. 
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Stored-value cards can be authorized and distributed over 
communications networks. Examples of communications 
networks include dedicated telephone lines, public tele 
phone links, and the internet or other networked communi 
cation. The data of the stored-value cards is related to 
services and/or products prepaid by the owner or end user of 
the card. Examples of prepaid services that may be accom 
modated by the stored-value data include long distance 
telephone communication, wireless communication, paging 
and internet-enabled communication services, including 
wireless web access. Other examples of prepaid services 
and/or products that may be accommodated by the stored 
value card include gift cards, prepaid gas cards, prepaid 
grocery cards, prepaid entertainment cards, downloadable 
ring tone cards, downloadable game cards, downloadable 
music cards that use MP3, MP4, WMV, WAV, or other music 
formats, any other downloadable software card, customer 
rewards cards, and any other type of stored-value cards for 
products, services, or both, that may be prepaid by the owner 
of the card. 

Stored-value cards, such as prepaid long distance phone 
cards, are generally used in the telephone industry to allow 
customers to pre-purchase long distance calling time. Each 
of the cards has a printed identification number. Associated 
identification information can be magnetically stored therein 
or printed in a barcode. The identification number is also 
stored in a file in a database maintained by the card issuer. 
In the traditional business model, when the cards are sent to 
the retail location from which they will be sold, the corre 
sponding records in the database are activated, thus allowing 
the card to be used immediately by a customer. To use the 
card as a prepaid long distance card, the customer dials a toll 
free number to access the card issuer's system, enters the 
identification number, and then makes the desired long 
distance call. 

These prior art prepaid phone card systems have several 
disadvantages. For example, since the cards are active while 
on the shelf in the retail location, the cards may be stolen by 
a thief and easily used. One way to address some of the 
drawbacks of prior art prepaid phone card systems would be 
to install activation terminals unique to the prepaid card 
issuer. This is referred to as a “closed system.” U.S. Pat. No. 
5,577,109 to Stimson et al. discloses such a closed system. 
In the Stimson system, the cards are not preactivated. Each 
of the retail locations from which cards are to be sold is 
provided with a dedicated activation terminal which allows 
the retail operator to set the value of the card at the time of 
the sale. The activation terminal connects to the card issuer's 
system to pass along the value amount and to request 
activation of the card. Depleted cards can be recharged in the 
same manner as they are sold. A serious disadvantage of the 
Stimson system is that it requires single-function dedicated 
hardware to be installed in each retail location, resulting in 
a very inflexible and expensive system. 

U.S. Pat. No. 6,000,608 to Dorf provides a multifunction 
card system including a prepaid phone card activating 
system which allows cards to be purchased in varying 
amounts and to be recharged without requiring the use of a 
closed system to handle the transactions. Although Dorf 
purports to alleviate some of the drawbacks of Stimson by 
using point-of-sale devices connected to a banking system, 
it is believed that Dorf fails to verify sources of card 
activation requests so as to enhance detection of potential 
security breaches that could ensue in any system accessible 
to a large number of users. 

It would be further desirable to provide a system and 
method for selectively processing Stored-value card 
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4 
requests, such as stored-value card activation, deactivation, 
and/or value change, based on the communications network 
over which the request is transmitted. Additionally, it would 
be further desirable to provide a system and method for 
selectively processing stored-value card requests based on 
the source of the request, wherein Such request can be 
received over a variety of communications networks that are 
available to unauthorized users. It would be further desirable 
to provide a method of determining a plurality of commu 
nications networks and a plurality of Sources of activation 
requests that are authorized to carry or make valid requests, 
respectively, either prior to or at the same time as Such 
requests are made. 

SUMMARY OF THE INVENTION 

This invention relates to stored-value cards that can be 
used for pre-purchasing emergency road service, legal Ser 
vice, accounting service, tax service, property cleaning 
and/or maintenance service, clothe cleaning service, trans 
portation service, travel service, delivery service, online (or 
off-line) dating service, electrical and/or gas service, water 
service, sewage service, toilet or bathroom service, and film 
processing (including digital film processing). 
The invention relates to stored-value cards. As described 

in the related applications, the data of the stored-value cards 
is related to services and/or products paid or prepaid by the 
owner or end user of the card. Each of the stored-value cards 
may be associated with a PIN. 

Examples of prepaid services that may be accommodated 
by a stored-value card include long distance telephone 
communication, wireless communication, paging and inter 
net-enabled communication services, including wireless 
web access, emergency road service, legal service, account 
ing service, tax service, property cleaning and/or mainte 
nance service, clothe cleaning service, transportation Ser 
vice, travel service, delivery service, online (or off-line) 
dating service, electrical and/or gas service, water service, 
sewage service, internet access, and film processing (includ 
ing digital film processing). Other examples of prepaid 
services and/or products that may be accommodated by a 
stored-value card include gift cards, prepaid gas cards, 
prepaid grocery cards, prepaid entertainment cards, prepaid 
movie cards, downloadable ring tone cards, downloadable 
game cards, downloadable movie cards, downloadable 
music cards that use MP3, MP4, WMV, WAV, or other music 
formats, any other downloadable software card, customer 
rewards cards, bridge and/or road toll cards, and any other 
type of stored-value cards for products, services, or both, 
that may be prepaid by the owner of the card. 

Accordingly, a system and method for Supplying commu 
nication service value is disclosed. In one embodiment, the 
method includes distributing indicia of an identifier to a 
merchant for distribution to a customer having a customer 
account. The identifier has an associated service value that 
is redeemable with a plurality of carriers. The method 
further includes activating the identifier upon distribution of 
the indicia to the customer. A central processor may verify 
whether the merchant is authorized to distribute the indicia 
to the customer. During distribution to the customer, the 
merchant may transmit prior transaction information to the 
central processor, and the central processor may reconcile 
past billing records based on Such prior transaction infor 
mation. The method also includes receiving a request from 
the customer to add the associated service value to the 
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customer account and adding the associated service value to 
the customer account is disclosed. 

Other embodiments could be considered. 

DESCRIPTION OF THE DRAWINGS 

The present invention can be more fully understood by 
reading the following detailed description together with the 
accompanying drawings, in which like reference indicators 
are used to designate like elements, and in which: 

FIG. 1 is a flowchart showing a method for supplying 
communication service value in accordance with one 
embodiment of the invention; 

FIG. 2 is a flowchart showing the “receiving request from 
customer for adding service value associated with identifier 
to customer account' step of FIG. 1 in further detail in 
accordance with one embodiment of the invention; 

FIG. 3 is a flowchart showing the “verify identifier step 
of FIG. 2 in further detail in accordance with one embodi 
ment of the invention; 

FIG. 4 is a flowchart showing the “verify customer 
account information' step of FIG. 2 in further detail in 
accordance with one embodiment of the invention; 

FIG. 5 is a flowchart showing the “adding associated 
service value to customer account” step of FIG. 1 in further 
detail in accordance with one embodiment of the invention; 

FIG. 6 is a flowchart showing the “provide customer 
account summary' step of FIG. 1 in further detail in accor 
dance with one embodiment of the invention; 

FIG. 7 is a diagram showing an illustrative system for 
Supplying communication Service in accordance with one 
embodiment of the invention; 

FIG. 8 is a flowchart showing a method for supplying 
communication service according to an embodiment of the 
invention; 

FIG. 9 is a flowchart showing the “receiving request from 
customer for adding service value associated with identifier 
to customer account' step of FIG. 8 in further detail in 
accordance with one embodiment of the invention; 

FIGS. 10–13 respectively illustrate schematic block dia 
grams showing how various exemplary stored-value card 
user trees, as shown in FIGS. 10–12, may be connected via 
a communications network to a remote stored-value card 
data management system embodying the present invention; 

FIG. 14 is an exemplary modular architecture of the 
telecommunications card data management system shown in 
FIGS. 10–13; 

FIG. 15 is an exemplary flow chart illustrating one aspect 
of the present invention as may be implemented by the 
system of FIG. 14; 

FIG. 16 is an exemplary flow chart illustrating another 
aspect of the present invention as may be implemented by 
the system of FIG. 13: 

FIGS. 17A, 17B, and 17C are block diagrams illustrating 
different types of communications networks: 

FIG. 18 is a block diagram illustrating an exemplary user 
tree and communication path of requests for stored-value 
cards between terminals and the central processor; 

FIG. 19 is an exemplary flow chart illustrating another 
aspect of the present invention as may be implemented by 
the systems of FIGS. 10–12: 

FIG. 20 illustrates a schematic block diagram showing 
how merchant terminals may be connected via a communi 
cation network to a central data management system 
embodying the present invention; 
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6 
FIG. 21 illustrates a schematic block diagram showing 

how the processor, input/output device, and database may be 
interconnected with a merchant terminal in accordance with 
the present invention; and 

FIG.22 is an exemplary flow chart illustrating one aspect 
of the present invention as may be implemented by the 
system of FIGS. 20 & 21. 

Before any embodiment of the invention is explained in 
detail, it is to be understood that the invention is not limited 
in its application to the details of construction and the 
arrangements of components set forth in the following 
description or illustrated in the drawings. The invention is 
capable of other embodiments and of being practiced or 
being carried out in various ways. Also, it is to be understood 
that the phraseology and terminology used herein is for the 
purpose of description and should not be regarded as lim 
iting. 

DETAILED DESCRIPTION OF THE 
INVENTION 

Many wireless telephone users and other recipients of 
goods and/or services utilize prepaid account arrangements 
that require payment before services will be provided. It 
should be understood that prepaid wireless telephone service 
providers are used herein for exemplary purposes only. The 
invention relates to any provider of goods and/or services. 
The prepaid customers pay as they go with the carrier 

deducting payment for the services provided directly from 
the customer's account. The invention, through a combina 
tion of technologies, provides a customer-friendly process 
that allows the customer to add service value, i.e., money or 
usage credits, to his customer account maintained by a 
carrier selected from a group of participating carriers. Such 
that the customer can get the service needed. 

In one aspect of the invention, a central system manages 
the process that allows the customer to add service value to 
the customer's account. The central system maintains a set 
of identifiers, or Personal Identification Numbers (“PINs), 
with each identifier having an associated service value, 
which preferably represents a monetary figure (i.e., number 
of dollars, S10, S25 or S50, for example), or some unit of 
service usage (i.e., minutes). Indicia associated with the 
identifiers are distributed to merchants for further distribu 
tion to customers. In one example, the indicia may be 
distributed on magnetic stripe cards having predetermined 
values, such as S10, S25 and S50 cards. It should be 
appreciated that each indicia, or article bearing indicia, is 
associated with only one identifier maintained at the central 
system. Thus, each card distributed is linked to only one 
identifier maintained at the central system. 
Once the customer selects the indicia, or an article bearing 

the indicia, the customer provides payment for the service 
value associated with the identifier represented by the indi 
cia. For example, the customer pays S25 for a S25 card 
associated with an identifier associated with a S25 service 
value. The merchant sends a communication to the central 
system confirming the transaction with the customer So that 
the identifier at the central system can be activated. Follow 
ing instructions provided with the indicia, the customer 
contacts the central system to have the service value added 
to the customer's account. The customer provides the central 
system with an input representing the identifier that has been 
activated, as well as the customer's account information. 
The customer's account information can also be utilized to 
identify the customer's carrier. 
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When the identifier and customer account information are 
verified, the central system communicates with the custom 
er's carrier system to add the service value to the customer's 
account. Following the service value insertion, the custom 
er's updated account information is obtained and provided to 
the customer. It should be appreciated that in at least one 
embodiment of the invention, some carriers do not provide 
direct service value insertion by the central system directly 
into the customer's account. For these carriers, an alternate 
carrier identifier is provided by the system, and the customer 
is transferred to the carrier system to complete the service 
value insertion. 

As seen from the above examples, the central system acts 
as an intermediary between the customers, merchants and 
carriers. The central system maintains arrangements with 
several carriers to allow for value insertion, and becomes a 
broker of prepaid communication services. The customer is 
benefited by having access to a resource that can be obtained 
at several points of sale and allows an easy method to 
replenish service value for a number of participating carri 
ers. The carriers benefit by having a product in the market 
place whereby customers can more easily replenish cus 
tomer account balances. Lastly, the merchants benefit from 
increased sales because they are selling a product that is in 
demand because it is a single product that allows customers 
to select from a number of carriers. 

In at least one implementation of the invention, the central 
system manages at least one relational database of informa 
tion while also allowing access by the various users of the 
central system (i.e., customers, merchants, and administra 
tors), to the various features and interfaces of the invention. 
A relational database system allows information contained 
in different tables to be accessed and shared, while also 
providing the additional advantage that changes to data 
contained in one table of a relational database affects the 
same data in any other table sharing the same data. A table 
is a collection of several data records with similar data 
information fields. Data records represent a collection of 
data that is organized into fields. These fields may also be 
formatted to receive data of varying types. Accordingly, the 
central system, or a user of the system, can process, query 
or report data contained in the various data tables and 
records for use in accomplishing the features of the inven 
tion. In one aspect of the invention, the various databases 
could include the set of identifiers and Mobile Identification 
Numbers (“MINs), for example. 

Method for Supplying Communication Service Value 
In accordance with one embodiment of the invention, an 

illustrative flowchart showing a method for Supplying com 
munication service is shown in FIG. 1 and described below. 

The process begins in step S1, and passes to step S20, 
which includes establishing a set of identifiers having asso 
ciated service values. As described above, each identifier 
forms a part of a data record, or identifier record, that allows 
the central system to identify the specific associated service 
value that will later be sold to a customer. One example of 
an identifier is a Personal Identification Number (“PIN). 
The PIN comprises one field of the identifier record, while 
another field in the same identifier record contains the 
associated service value. Illustratively, record X may have 
identifier ABC and an associated service value of S25. The 
service value is preferably a monetary figure (i.e., an amount 
in dollars, S10, S25 or S50, for example), but may also 
represent Some unit of service usage, if Supported by the 
carrier systems (i.e., minutes). 
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8 
The set of identifiers forms the identifier database. Each 

identifier record may also contain fields for Status Indicator 
(i.e., whether the identifier is Active or Inactive), Serial 
Number, Visa Account Network Number (VAN), or a Mer 
chant Code identifying the merchant through which the 
indicia will be distributed. 

Following the establishment of the set of identifiers, in 
step S40, the process includes distributing indicia of the 
identifiers to merchants for distribution to customers. As 
described above, the indicia provides information related to 
the identifier for several reasons. First, the indicia allows the 
merchant to communicate to the central system the identifier 
that must be activated following distribution. Similarly, the 
information conveyed by the indicia later allows the cus 
tomer to communicate to the central system the identifier 
and the service value purchased when the indicia was 
obtained from the merchant. It should be appreciated that the 
indicia may also encompass any article bearing Such infor 
mation. In other aspects, the indicia may provide instruc 
tions to the customer for communicating with the central 
system. 
The indicia may comprise an article, such as magnetic 

stripe card, Smart card, bar coded card, or any combination 
thereof. Either the magnetic stripe, chip or bar code would 
contain information that represents the cards identifier. 
Therefore, when completing the sale of the card to the 
customer, the merchant could swipe the card through a 
network terminal, or alternatively, scan the bar code on the 
card. The merchant’s system would then locate the identifier 
and notify the central system of the sale of the article bearing 
the associated identifier. 
To allow the customer to utilize the card upon purchase, 

the card also displays the identifier so that the customer can 
communicate the identifier to the central system. In addition, 
the card should display the service value associated with the 
identifier represented on the card to facilitate the customer's 
purchase of the correct card. Lastly, the card should contain 
instructions for communicating with the central system, i.e., 
a general toll-free number. 
The indicia may also be provided to the customer through 

the delivery of a receipt or other notice. In such an embodi 
ment, the customer would commence a purchase transaction 
at the point of sale, either through the merchant or a system 
device, such as a verifone terminal. The customer would 
request a certain prepaid service value, and upon payment, 
the central system would deliver the identifier to the point of 
sale for distribution to the customer. 

Then, in step S60, the process includes activating an 
identifier upon distribution of indicia to a customer. As 
described above, the identifiers may be activated following 
communication from the merchants of the indicia distribu 
tion to the customers. This measure assists in avoiding the 
theft of the indicia prior to payment. The activation may 
include changing a status indicator associated with the 
specific identifier record from Inactive to Active. The com 
munication between the merchant and central system pref 
erably comprises a “host-to-host or Visanet connection, but 
may include any network communication wherein the cen 
tral system receives input from the merchant system con 
firming the transaction. Accordingly, the features of the 
present invention may use or be combined with any of the 
features described in U.S. application Ser. No. 09/641,363, 
filed Aug. 18, 2000, which is incorporated herein by refer 
ence in its entirety. 

Following the distribution of the indicia to the customer, 
in step S80, the process includes receiving a request from the 
customer for adding the service value associated with the 
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identifier to a customer account. To handle the request, in 
one embodiment of the invention, the central system 
includes an Interactive Voice Response (IVR) system that 
the customer can contact through a dedicated telephone 
number. Upon calling the number, the customer is presented 
with a series of Voice prompts, process selections and other 
options that assist the customer in requesting that the service 
value purchased be added to the customer account. 

It should be appreciated that the IVR system may be 
configured to provide voice prompts to the customer 
requesting customer input, accepting the customers input 
(i.e., by capturing the DTMF, for example), and processing 
the customers input to provide adequate responses and take 
the necessary actions. The customer's request includes the 
customer's entire communication session with the central 
system, i.e., the customer's interaction with the IVR system. 
Hereinafter, it should be appreciated that any request for 
input from the customer by the IVR system may be in the 
form of a voice prompt or message requesting the customer 
to select a numbered option on a telephone keypad. 
Although contemplated for automated use, at anytime dur 
ing communication with the IVR system, the customer may 
choose an option that provides for transfer to customer 
service personnel who will complete the transaction for the 
CuStOmer. 

Additionally, the IVR system may be configured to accept 
customer input meeting certain criteria, Such as the correct 
number of digits in a number. When the customer input does 
not fit within the predetermined criteria (i.e., a 10-digit 
telephone number when the IVR system requests the cus 
tomer's MIN), the IVR system may be configured to allow 
the customer to repeat an input, or when a certain predeter 
mined number of incorrect inputs are received, transfer the 
customer to customer service personnel. The IVR system 
may also be configured to provide language selection fea 
tures (i.e., the customer selects the language for the voice 
prompts, such as English, Spanish, French, German, for 
example), customer selection confirmation features, help 
features, customer instructions or other navigation features 
that may be accessed at anytime during communication with 
the central system. 

While the above examples describe accessing the central 
system through the use of an IVR system, access to the 
central system may be achieved via any Suitable communi 
cation interface, Ethernet connection, modem, telephone, 
digital or analog connections with the system using wireless 
communication devices (i.e., mobile phones, PDAs, or other 
handheld wireless communication devices), point of sale 
device or transceiver device (i.e., a verifone terminal, for 
example), token ring, Internet or Intranet or other computer 
connection, or any other Suitable connection that allows the 
customer to receive input from and send output to the central 
system through the network connection. 

FIG. 2 is a flowchart showing the “receiving request from 
customer for adding service value associated with identifier 
to customer account' step of FIG. 1 in further detail in 
accordance with one embodiment of the invention. The 
request from the customer to add the service value to the 
customer's account must include an identifier input (i.e., the 
PIN) representing the identifier associated with the indicia 
purchased, as well as input from the customer describing the 
customer's account (i.e., the customer's Mobile Identifica 
tion Number, which allows the central system to identify the 
customer's carrier). Thus, as shown in FIG. 2, the process 
continues in step S80 and passes to step S100, wherein the 
identifier is verified. Following verification of the identifier, 
in step S120, the customer account information is verified. 
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10 
FIG. 3 is a flowchart showing the “verify identifier step 

of FIG. 2 in further detail in accordance with one embodi 
ment of the invention. As shown in FIG. 3, the process 
continues in step S100, and passes to step S102, wherein the 
IVR system requests the identifier input from the customer 
(i.e., voice prompt requesting PIN from card, for example). 
In step S104, the system accepts the identifier input from the 
customer (i.e., the PIN provided on the card, for example). 
Then, in step S106, the system determines whether the 
identifier input correlates with an identifier from the set of 
identifiers maintained by the central system. The central 
system compares the PIN provided by the customer with 
those kept in the identifier database. If a record containing 
the PIN is found on the database, the process passes to step 
S108. If the identifier is found in the database, the system 
determines whether the identifier is active in step S108. The 
status of the identifier can be determined by relating a Status 
Indicator associated with the pertinent identifier record. 
Thus, when the central system finds the identifier record, it 
can determine whether a value in the Status Indicator field 
represents Active or Inactive status. If the identifier is found 
in the database and is active, the system determines whether 
the identifier has already been redeemed in step S110. This 
feature allows the central system to inform the customer that 
the identifier has already been redeemed. In some circum 
stances, the customer's communication session with the 
central system may be ended prematurely, before confirma 
tion of the value insertion procedure. When this occurs, the 
customer may not be aware that the value insertion function 
was completed in the prior call. Thus, if the customer had 
previously called within a certain period (i.e., the last 24 
hours), the central system can inform the customer that the 
value insertion was successful. If the identifier has not been 
redeemed, the process passes to step S116. 

If the identifier cannot be found in the database in step 
S106, or the identifier is found in the database but is 
determined to be inactive in step S108, or the identifier is 
found in the database and is active, but is determined to have 
already been redeemed in step S110, the process passes to 
step S112. The system determines whether there has been a 
previous identifier check in step S112, and if so the process 
passes to step S114, where the customer is transferred to 
customer service. A previous identifier check would have 
occurred if the customer had previously supplied identifier 
input and the input failed any of the determinations in steps 
S106, S108 or S110. If there had not been a previous 
identifier check, the process returns to step S102, where the 
systems requests that the customer re-enter the identifier 
input. 

For those identifiers found in the system that are active 
and have not been redeemed, in step S116 the system 
determines the associated service value for the identifier. 
The process then passes to step S119, wherein it returns to 
step S120. 

FIG. 4 is a flowchart showing the “verify customer 
account information' step of FIG. 2 in further detail in 
accordance with one embodiment of the invention. The 
customer Supplies his customer account information to 
ensure that the service value purchased is credited to the 
correct customer account, or Mobile Identification Number 
(“MIN), at the correct carrier system. As shown in FIG. 4, 
the process continues in step S120 and passes to step S121. 
First, the system determines whether the customer MIN was 
captured when the customer contacted the central system in 
step S121. The customer's MIN can be captured utilizing 
Automatic Number Identification (ANI), or similar caller 
ID function. Through ANI, the central system acquires the 
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customer's MIN from the ISDN transmission. Alternatively, 
the customer may supply his MIN upon request. This would 
allow the customer to confirm which MIN account the 
prepaid service value should be credited. 

If the customer's MIN has not already been captured, the 
process passes to step S127. If the MIN has been captured, 
the process passes to step S122, wherein the system deter 
mines whether the customer's MIN can be found in the MIN 
database. The MIN database is a compilation of existing 
MINs that includes each MIN, as well as the associated 
carrier. The MIN database may be stored locally in the 
central system, or maintained externally in a publicly acces 
sible database, such as Telcordia(R). This database may also 
include one created pursuant to the Wireless Local Number 
Portability Act. If the MIN is not found in the MN database, 
the process passes to step S123. In situations when the MIN 
is not found in the MIN database, the customer may have 
contacted the central system using a non-wireless phone or 
other non-telephone connection, the system prompts the 
customer to enter the MIN that the customer wishes to add 
the service value. If the MIN is found in the MIN database, 
the process passes to step S125. 

In step S123, the system determines whether the system 
has previously requested the customer's MIN from the 
customer. If so, the process passes to step S124, wherein the 
customer is transferred to customer service personnel. If the 
customer's MIN has not been previously requested, the 
process passes to step S127. 

In step S125, the system determines whether the customer 
input his MIN. If so, the process passes to step S129. If not 
the customer did not input his MIN, the process passes to 
step S126, wherein the system determines whether the 
customer MIN has been confirmed. The confirmation 
includes input from the customer that the MIN identified is 
the correct account to add the service value. If the MIN is 
confirmed, the process passes to step S129. 

Alternatively, if the customer MIN is not confirmed, the 
process passes to step S127, wherein the system requests 
that the customer provide input representing the customer's 
MIN for which the service value addition is requested. Then, 
in step S128, the system accepts the customer's MIN input 
before returning to step S121. 

In step S129, the system determines the customer's car 
rier. The carrier can be determined by locating the MIN 
identified in the MIN database and relating the associated 
carrier. Once the carrier is determined, in step S130, the 
system determines whether the customer must Supply a 
carrier region code based on the customer's carrier. If not, 
the process skips to step S138. If the carrier region code is 
required, the system requests the customer's carrier region 
code in step S132. The carrier region code may be required 
for carriers that have regional centers that maintain data on 
the local mobile phone customers. The carrier region code 
may be represented by the customer's Zip code. 

In step S133, the system accepts the customer's carrier 
region code, and the process passes to the step S134. The 
system determines whether the carrier region code is valid in 
step S134. The code will be presumed valid if it can be 
related to a region code maintained in a carrier specific 
region code database. If the code is simply the customer's 
Zip code, the system can determine the appropriate carrier 
region by referring to the carrier database. If the code is not 
valid, the process returns to step S132, wherein the system 
requests reentry of the region code. If the code is valid, the 
process passes to step S135, wherein the system sets an 
association between the customer's MIN and the carrier 
region code, to avoid later requests of the code upon 
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Subsequent interactions. The process then passes to step 
S138, wherein it returns to step S139. 

After receiving the customer's request, in step S140, the 
process includes adding the associated Service value to the 
customer account. FIG. 5 is a flowchart showing the “adding 
associated service value to customer account” step of FIG. 
1 in further detail in accordance with one embodiment of the 
invention. The process continues in step S140 and then 
passes to step S141, wherein the system determines whether 
the customer's carrier Support value insertion of service 
value into its customers’ accounts. If the carrier does Support 
direct value insertion, the process passes to step S144, 
wherein the system access the carrier system. Then, in step 
S145, the system requests approval from the carrier system 
to add the service value associated with the identifier to the 
customer's account. In step S146, the system determines 
whether the add value request is approved. If so, the process 
passes to step S148, wherein the system adds the service 
value to the customer's account, and then passes to step 
S150, wherein the system obtains updated customer account 
information from the carrier system. This updated account 
information may include the new account balance, as well as 
the account’s expiration date, for example. The process then 
passes to step S152. 

However, if in step S146, the system determines that the 
add value request was not approved, the process passes to 
step S147, wherein the system obtains the reasons from the 
carrier system that the value insertion was not approved. The 
process then passes to step S152, wherein the system ends 
the communication session with the carrier system. The 
process then passes to step S159, wherein it returns to step 
S160. 

For those carriers that do not support direct value inser 
tion, in step S142, the system provides the customer with an 
alternate carrier identifier. This carrier identifier operates 
similarly to the identifier used with the central system, 
however, the carrier identifier must be redeemed through 
communication with the carrier system. These carrier iden 
tifiers may be maintained in a separate carrier identifier 
database. Accordingly, in step S143, the system transfers the 
customer to an IVR system managed by the carrier system 
to complete the value redemption. 

Returning to FIG. 1, in step S160, the process includes 
providing the customer with a customer account Summary. 
FIG. 6 is a flowchart showing the “provide customer account 
summary step of FIG. 1 in further detail in accordance with 
one embodiment of the invention. The process continues in 
step S160, and then passes to step S162, wherein the system 
determines whether the value insertion was approved by the 
carriers system. If so, the process passes to the step S164, 
wherein the system provides the updated customer account 
information to the customer. The process then passes to step 
S169. If the value insertion was not approved, the process 
passes to step S166, wherein the system provides the cus 
tomer with the reasons for the denial of the request. These 
reasons may include that the customer's balance in the 
customer account is already too high or exceeds a predefined 
limit, the account cannot be found by the carrier, the account 
has been cancelled or any unspecified carrier error. The 
process then passes to step S169, where it returns to step 
S199. Once the system provides the customer with the 
customer account Summary, the process passes to step S199. 
where it ends. 

It should be appreciated that the methods described herein 
may be adapted Such that each indicia of an identifier 
distributed may not have a predetermined associated service 
value. In this respect, the indicia would include the identifier, 
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however, the customer would be allowed to select a service 
value to purchase for the card. Therefore, upon distribution 
of the card, the customer would select a service value. Such 
as S25, for insertion into the record at the central system. The 
communication from the merchant would notify the central 
system of the amount purchased, which would then be 
inserted into the associated service value field for the record. 

An Illustrative Communication Service Value System 
As described above, FIG. 7 is a diagram showing an 

illustrative system for Supplying communication service 
value in accordance with one embodiment of the invention. 
FIG. 7 illustrates a central system 10, a plurality of customer 
systems 20, 22, and 24, a plurality of merchant systems 40. 
42, and 44, and a plurality of carrier systems 60, 62, and 64. 
Each customer system 20, 22 and 24 is in selective com 
munication with the central system 10 through customer 
network 19. Each merchant system 40, 42 and 44 is in 
selective communication with the central system 10 through 
merchant network 39. Each carrier system 60, 62 and 64 is 
in selective communication with the central system 10 
through carrier network 59. It should be appreciated that 
customer network 19, merchant network 39 and carrier 
network 59 may be the same network in some embodiments 
of the invention. 
The central system 10 comprises a processor portion 12 

for processing input from and generating output to the 
various customer, merchant and carrier systems in commu 
nication with the central system 10, a memory portion 14, 
the processor portion 12 retrieving data from and storing 
data for use by the central system 10 in the memory portion 
14, and a user interface portion 16 accepting input from and 
transmitting output to the various customer, merchant and 
carrier systems in communication with the central system 
10. Each of processor portion 12, memory portion 14 and 
user interface portion 16 are connected to and in commu 
nication with each other through a data bus 11. It should be 
appreciated that the IVR system may utilize components 
from each of the processor portion 12, memory portion 14 
and user interface portion 16. 
The processor portion 12 monitors and controls the vari 

ous operations of the central system 10. Initially, the pro 
cessor portion 12 processes the information provided by the 
merchant system 40 when confirming the indicia distribution 
and the customer System 20 when accessing, or making 
requests of the central system 10. The customers accessing 
the central system 10 provide their input through the use of 
user interfaces presented by the user interface portion 16, 
which includes the Voice prompts and options presented by 
the IVR system. 

The memory portion 14 serves as a memory store for a 
wide variety of data used by the processor portion 12, as well 
as the other components of the central system 10. For 
example, in one embodiment, the memory portion 14 con 
tains the various databases of identifiers and associated 
service values, MINs, carriers, and other information needed 
by the central and IVR systems. It should be appreciated that 
the various memory components contained in the memory 
portion 14 may take on a variety of architectures as is 
necessary or desired by the particular operating circum 
stances. Further, the various memory components of the 
memory portion 14 may exchange data or utilize other 
memory component data utilizing known techniques such as 
relational database techniques. 
The user interface portion 16 provides the interface 

through which the user can provide input to and receive 
output from the central system 10. The user interface portion 
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16 generally provides interaction capabilities for communi 
cating with the customer, merchant and carrier systems. The 
user interface portion 16 is controlled by the processor 
portion 12, or components thereof, to interface with a 
customer or other operating system, including inputting and 
outputting data or information relating to the central system 
10. The user interface portion 16 also provides the interface 
between the system administrator, the central system 10, and 
other remote systems. A system administrator mainly uti 
lizes the user interface portion 16 to manage the storage of 
data and information in the memory portion 14, as well as 
provide updates to the central system 10 applications and 
functions. 

In operation, a customer utilizing a suitable customer 
system 20 accesses the central system 10 through customer 
network 19. The customer system 20 may be any suitable 
processing machine, Such as a mobile phone, as well as a 
computer accessing the Internet, personal digital assistants 
(PDAs) or other wireless communication device, networked 
to customer network 19. The merchant system 40 may be 
any suitable processing machine, including a transceiver 
device (i.e., a verifone terminal, for example) capable of 
receiving input from the central system, printing indicia or 
other information, performing Smart card or magnetic stripe 
card reader or bar code scanner functions, and sending 
output to the central system 10. Accordingly, in one embodi 
ment of the invention, to activate an identifier upon pay 
ment, the card is Swiped through an appropriate card inter 
face on the merchant transceiver, which initiates a network 
connection to the central system 10, wherein the central 
system 10 activates the identifier in the appropriate database. 
The user interface portion 16 also transmits data to the 

customer System 20 to present a user interface on the 
customer system 20 for accepting input and allowing the 
customer to submit output to the central system 10. Although 
these user interfaces have been described with respect to an 
IVR system, alternate user interfaces may be presented on an 
Internet web page whereby customers access the page and 
provide the necessary redemption information on an appro 
priate form. 

Although several customer Systems and vendor systems 
are shown in FIG. 7, it should be appreciated that in some 
embodiments of the invention, there may be only one 
customer system and one vendor system, each in selective 
network communication with the central system 10. 
The user interface portion 16 accepts the customer request 

for value insertion from the customer system 20, including 
the identifier input and customer account input. The proces 
sor portion 12 verifies the identifier input with the identifier 
database maintained in the memory portion 14, and then 
verifies the customer account input with the MIN database, 
either maintained locally in the memory portion 14 or 
externally in a publicly available database of MINs. The user 
interface portion 16 then communicates with a carrier sys 
tem 60 to complete the value insertion process before 
providing the customer with a customer account Summary. 

It should also be appreciated that the invention may 
include a device for distributing communication service 
value. Such a device may include a distribution terminal 
(i.e., a verifone terminal-like device or a vending machine 
like apparatus) that allows a customer to select a prepaid 
service value for purchase, and make payment for the 
service value. The terminal would include a product selec 
tion portion for presenting the various service value denomi 
nations available (i.e., any user interface for accepting the 
customer's selection, for example), a payment portion for 
receiving payment from the customer (i.e., through cash, or 
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magnetic stripe card or Smart card readers, for example), a 
communication portion for notifying the central system of 
the sale of the indicia and the need to activate the associated 
identifier (i.e., a modem, for example), and a delivery 
portion for providing the customer with the indicia of the 
identifier (i.e., a mechanical card delivery system or printer 
means to provide a printout of the indicia, for example). 
As described above, FIGS. 1–6 illustrate various embodi 

ments of the method of the invention. FIG. 7 represents an 
illustrative embodiment of the system of the invention. It 
should be appreciated that the system of the invention or 
portions of the system of the invention may be in the form 
of a “processing machine.” Such as a general purpose 
computer or other network operating system, for example. 
As used herein, the term “processing machine' is to be 
understood to include at least one processor that uses at least 
one memory. That at least one memory stores a set of 
instructions. The instructions may be either permanently or 
temporarily stored in the memory or memories of the 
processing machine. The processor executes the instructions 
that are stored in the memory or memories in order to 
process data. The set of instructions may include various 
instructions that perform a particular task or tasks, such as 
those tasks described above in the flowcharts. Such a set of 
instructions for performing a particular task may be char 
acterized as a program, Software program, or simply soft 
Wae. 

As noted above, the processing machine executes the 
instructions that are stored in the memory or memories to 
process data. This processing of data may be in response to 
commands by a user or users of the processing machine, in 
response to previous processing, in response to a request by 
another processing machine and/or any other input, for 
example. 
As noted above, the processing machine used to imple 

ment the invention may be a general purpose computer. 
However, the processing machine described above may also 
utilize any of a wide variety of other technologies including 
a special purpose computer, a computer system including a 
microcomputer, mini-computer or mainframe for example, a 
programmed microprocessor, a micro-controller, a periph 
eral integrated circuit element, a CSIC (Customer Specific 
Integrated Circuit) or ASIC (Application Specific Integrated 
Circuit) or other integrated circuit, a logic circuit, a digital 
signal processor, a programmable logic device Such as a 
FPGA, PLD, PLA or PAL, or any other device or arrange 
ment of devices that is capable of implementing the steps of 
the process of the invention. 

It is appreciated that in order to practice the method of the 
invention as described above, it is not necessary that the 
processors and/or the memories of the processing machine 
be physically located in the same geographical place. That 
is, each of the processors and the memories used in the 
invention may be located in geographically distinct locations 
and connected so as to communicate in any Suitable manner. 
Additionally, it is appreciated that each of the processor 
and/or the memory may be composed of different physical 
pieces of equipment. Accordingly, it is not necessary that the 
processor be one single piece of equipment in one location 
and that the memory be another single piece of equipment in 
another location. That is, it is contemplated that the proces 
Sor may be two pieces of equipment in two different physical 
locations. The two distinct pieces of equipment may be 
connected in any Suitable manner. Additionally, the memory 
may include two or more portions of memory in two or more 
physical locations. 
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To explain further, processing as described above is 

performed by various components and various memories. 
However, it is appreciated that the processing performed by 
two distinct components as described above may, in accor 
dance with a further embodiment of the invention, be 
performed by a single component. Further, the processing 
performed by one distinct component as described above 
may be performed by two distinct components. In a similar 
manner, the memory storage performed by two distinct 
memory portions as described above may, in accordance 
with a further embodiment of the invention, be performed by 
a single memory portion. Further, the memory storage 
performed by one distinct memory portion as described 
above may be performed by two memory portions. 

Further, various technologies may be used to provide 
communication between the various processors and/or 
memories, as well as to allow the processors and/or the 
memories of the invention to communicate with any other 
entity; i.e., so as to obtain further instructions or to access 
and use remote memory stores, for example. Such technolo 
gies used to provide Such communication might include a 
network, a dedicated circuit, IP based connection, the Inter 
net, Intranet, Extranet, LAN, WAN, VPN, an Ethernet, or 
any client server system that provides communication, for 
example. Such communications technologies may use any 
suitable protocol such as TCP/IP, UDP, OSI, SNA, X.25, 
ISO 85/83, XML or SOAP. for example. 
As described above, a set of instructions is used in the 

processing of the invention. The set of instructions may be 
in the form of a program or software. The software may be 
in the form of system software or application software, for 
example. The software might also be in the form of a 
collection of separate programs, a program module within a 
larger program, or a portion of a program module, for 
example The Software used might also include modular 
programming in the form of object oriented programming. 
The software tells the processing machine what to do with 
the data being processed. 

Further, it is appreciated that the instructions or set of 
instructions used in the implementation and operation of the 
invention may be in a Suitable form such that the processing 
machine may read the instructions. For example, the instruc 
tions that form a program may be in the form of a Suitable 
programming language, which is converted to machine 
language or object code to allow the processor or processors 
to read the instructions. That is, written lines of program 
ming code or source code, in a particular programming 
language, are converted to machine language using a com 
piler, assembler or interpreter. The machine language is 
binary coded machine instructions that are specific to a 
particular type of processing machine, i.e., to a particular 
type of computer, for example. The computer understands 
the machine language. 
Any suitable programming language may be used in 

accordance with the various embodiments of the invention. 
Illustratively, the programming language used may include 
assembly language, Ada, APL, Basic, C, C++, COBOL, 
dBase, Forth, Fortran, Java, Modula-2, Pascal, Prolog, 
REXX, Visual Basic, and/or JavaScript, for example. Fur 
ther, it is not necessary that a single type of instructions or 
single programming language be utilized in conjunction 
with the operation of the system and method of the inven 
tion. Rather, any number of different programming lan 
guages may be utilized as is necessary or desirable. 

Also, the instructions and/or data used in the practice of 
the invention may utilize any compression or encryption 
technique or algorithm, as may be desired. An encryption 
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module might be used to encrypt data. Further, files or other 
data may be decrypted using a suitable decryption module, 
for example. 
As described above, the invention may illustratively be 

embodied in the form of a processing machine, including a 
computer or computer system, for example, that includes at 
least one memory. It is to be appreciated that the set of 
instructions, i.e., the Software for example, that enables the 
computer operating system to perform the operations 
described above may be contained on any of a wide variety 
of media or medium, as desired. Further, the data that is 
processed by the set of instructions might also be contained 
on any of a wide variety of media or medium. That is, the 
particular medium, i.e., the memory in the processing 
machine, utilized to hold the set of instructions and/or the 
data used in the invention may take on any of a variety of 
physical forms or transmissions, for example. Illustratively, 
the medium may be in the form of paper, paper transparen 
cies, a compact disk, a DVD, an integrated circuit, a hard 
disk, a floppy disk, an optical disk, a magnetic tape, a RAM, 
a ROM, a PROM, a EPROM, a wire, a cable, a fiber, 
communications channel, a satellite transmissions or other 
remote transmission, as well as any other medium or source 
of data that may be read by the processors of the invention. 

Further, the memory or memories used in the processing 
machine that implements the invention may be in any of a 
wide variety of forms to allow the memory to hold instruc 
tions, data, or other information, as is desired. Thus, the 
memory might be in the form of a database to hold data. The 
database might use any desired arrangement of files Such as 
a flat file arrangement or a relational database arrangement, 
for example. 

In the system and method of the invention, a variety of 
“user interfaces” may be utilized to allow a user to interface 
with the processing machine or machines that are used to 
implement the invention. As used herein, a user interface 
includes any hardware, Software, or combination of hard 
ware and Software used by the processing machine that 
allows a user to interact with the processing machine. A user 
interface may comprise a series of Interactive Voice 
Responses, or take the form of a dialogue screen, for 
example. A user interface may be in the form of a web page 
or other interactive application presented on a customer 
system by the customer's browser. The web page or appli 
cation could include fields for accepting data and transmit 
ting data to the advertising marketing system for storage. A 
user interface may also include any of a mouse, touch 
screen, keyboard, keypad, card slot, Voice reader, Voice 
recognizer, dialogue screen, menu box, list, checkbox, 
toggle Switch, a pushbutton or any other device that allows 
a user to receive information regarding the operation of the 
processing machine as it processes a set of instructions 
and/or provide the processing machine with information. 
Accordingly, the user interface is any device that provides 
communication between a user and a processing machine. 
The information provided by the user to the processing 
machine through the user interface may be in the form of a 
command, a selection of data, or some other input, for 
example. 
As discussed above, a user interface is utilized by the 

processing machine that performs a set of instructions such 
that the processing machine processes data for a user. The 
user interface is typically used by the processing machine 
for interacting with a user either to convey information or 
receive information from the user. However, it should be 
appreciated that in accordance with some embodiments of 
the system and method of the invention, it is not necessary 

10 

15 

25 

30 

35 

40 

45 

50 

55 

60 

65 

18 
that a human user actually interact with a user interface used 
by the processing machine of the invention. Rather, it is 
contemplated that the user interface of the invention might 
interact, i.e., convey and receive information, with another 
processing machine, rather than a human user. Accordingly, 
the other processing machine might be characterized as a 
user. Further, it is contemplated that a user interface utilized 
in the system and method of the invention may interact 
partially with another processing machine or processing 
machines, while also interacting partially with a human user. 

FIG. 8 is a flowchart showing a method for supplying 
communication service. This method is very similar to the 
method of FIG. 1, described above. However, in this 
embodiment, the associated service value is not initially 
pre-established, but instead it is determined when it is 
selected by a customer at the time of distribution of the 
identifiers to the customer. In this respect, the indicia would 
include the identifier; however, the customer would be 
allowed to select a service value, such as S25 or S50, for 
insertion into the record at the central system. As previously 
noted, the service value could alternately be a another unit 
of service usage, such as a number of minutes. The com 
munication from the merchant would notify the central 
system of the amount purchased, and this information would 
then be inserted into the associated service value field for the 
record. 

Thus, as shown in FIG. 8, a set of identifiers having 
undetermined associated service values is established, in 
step S20A. Then in step S40, as also shown in FIG. 1, the 
indicia of identifiers to merchants for distribution to cus 
tomers is distributed. Unlike in FIG. 1, the process proceeds 
to step S50, where the customer selects the associated 
service value, such as S10, S25, or S50. Then in step S60A, 
the identifiers are activated and the associated service value 
is recorded when the indicia is distributed to the customer. 
In step S80A, the request from the customer for adding 
service value associated with the identifier to the customer's 
account is received. This step is further elaborated in FIG. 9. 
discussed below. Finally, the associated service value is 
added to the customer account in step S140, and the cus 
tomer account summary is provided in step S160. 

FIG. 9 is a flowchart showing the “receiving request from 
customer for adding service value associated with identifier 
to customer account” step of FIG. 8 in further detail in 
accordance with one embodiment of the invention. This 
flowchart further elaborates step S80A shown in FIG.8. The 
flowchart of FIG. 8 follows the same process as described in 
FIG. 2, above. However, in this embodiment, it is explicitly 
shown that after the identifier is verified, in step S100, the 
customer selects a carrier for service from among a plurality 
of carriers is received, in step S101. The process then 
proceeds with step S120 as in FIG. 2 when the customer 
account information is verified. 

FIGS. 10–13 illustrate examples of entity trees that may 
benefit from the system and techniques of the present 
invention. For simplicity of illustration, the customer/dis 
tributor layer at the top is omitted. Each distributor can have 
subordinate to it any of the illustrated types of structures. 
Note that in each case, a merchant M2 is at the top, with a 
layer of locations 3 just above a layer of terminals M12. 
As shown in FIGS. 10 through 12, by way of a commu 

nications network M11, e.g., a public Switched phone net 
work, a wireless network, a dedicated data circuit such as a 
dedicated phone line, a credit or debit card network, the 
Internet, an intranet, etc., over which credit or debit card 
transactions are authorized or denied, and/or a point-of-sale 
terminal M12, e.g., a credit or debit card terminal, is used to 
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send an authorization request to a stored-value card data 
management system 14M, Such as may be managed and 
operated by the assignee of the present invention. System 
14M comprises a central processor M16 coupled to a 
database M18. The central processor M16 can be a host 
computer, a computer server, a computer system with Soft 
ware applications that receive transactions and process them 
according to preset rules, and any other computer system. 
The database M18 stores a plurality of records including 
stored-value card data for each stored-value card issued by 
the assignee of the present invention. The database can also 
store information identifying trusted sources for making 
stored-value card processing requests, such as requests to 
activate a stored-value card, and it can additionally store 
information identifying trusted communications networks 
for carrying or otherwise transmitting Stored-value card 
processing requests. The identification information can be a 
telephone number, a static IP address, a password, a PIN, a 
merchant and/or terminal ID, or another unique code that 
can be associated with a particular user, merchant terminal, 
or communications network. The code may be chosen by a 
user at the terminal, randomly assigned, or selected from a 
list of codes by the central processor M16 and assigned to 
the terminal. It will be appreciated that in the case of a credit 
or debit card network, each stored-value card transaction 
request is expected to be handled, on average, within a 
certain time period Such as approximately two seconds, or 
else one could lose its certification to use that network. 
A respective requesting terminal, using the communica 

tions network M10, may send an authorization request 
through a suitable host bank M20 to the central processor. 
The authorization request could also be routed straight to the 
communications network M10 without passing through a 
host bank M20. FIGS. 10 through 12 show an exemplary 
link architecture between the communications network and 
the central processor, optionally through the host bank. That 
is, the link architecture allows communication of card 
related data from the merchant, to the communications 
network, which in one exemplary embodiment would be the 
Visa network for a Visa-routed transaction, to the host bank, 
and then to the central processor. It will be appreciated that 
other link architectures may be implemented, such as a 
host-to-host architectural connection. In this case, the com 
munications network, Such as a dedicated link or the inter 
net, would be directly between a merchant’s “host’ system 
and a "host’ system of the assignee of the present invention. 
Thus, the present invention is not limited to applications that 
require a hostbank being that a host-to-host connection does 
not require any host bank or Visa network to transfer the 
card-related data to the central processor. 
The authorization request may include information about 

the card Swiped and the terminal used to Swipe it, such as the 
electronic signature of that terminal, an IP address of the 
terminal, a phone number of the terminal, or a password 
provided by the terminal. It should be appreciated that other 
methods may be used to capture identification of the card 
besides Swiping it; for instance, the information can be 
barcode-scanned or entered manually at a keypad of a 
computer. Further, merchant terminals M12 may be any 
system that can transmit card identifier information over a 
communications network. Thus, merchant terminals M12 
can be telephones, electronic cash registers, credit card 
machines, fax machines, computers, or other devices that 
can receive and transmit information. 

In another aspect of the system of the present invention, 
as shown in FIGS. 12 and 13, merchants and terminals can 
be divided into groups, membership of which varies depend 
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ing on whether the context of the grouping is for the purpose 
of executing any specific action out of a set of actions that 
a respective user may execute. Such as card activation, 
billing, commission payments, reporting, inventory manage 
ment, etc. For example, terminal Afrom Merchant X may be 
in activation group I with terminal B from merchant Y. yet 
for billing purposes the two terminals may be in different 
groups. Also, Merchant X may be affiliated with terminals A, 
B, and C, and thus A, B, and C may be classified in the same 
group. Merchant X may also be grouped with Merchant Y 
and its terminals D, E, and F. In this way, terminals A-F may 
be in the same activation group for instance. The central 
processor can be preconfigured to determine whether a 
terminal is a trusted source based on whether the requestor 
is in the same group as another terminal or merchant that is 
considered a trusted Source. 

Terminals in a given group can share a communications 
network. For instance, all the terminals in a given group may 
share a dedicated data line that connects them to the central 
processor. Requests can then be authorized when the central 
processor recognizes that the request was received via the 
dedicated data line and determines that the dedicated data 
line is a trusted source. Similarly, terminals in a given group 
can share a set of static IP addresses. In one embodiment, 
terminals are assigned static IP addresses when they log on 
to a server operated by an entity associated with the group. 
The server entity assigns a terminal an IP address selected 
from a defined set of IP addresses. Each of the IP addresses 
in the defined set is a trusted source and therefore has 
identifying information stored at the database. 
Management and definition of these groups is the respon 

sibility of a module configured to store in the database a list 
of trusted sources and trusted communications networks. 
The database can also include a table indicative of the set of 
actions that a respective user may execute from a respective 
terminal. 

FIG. 13 shows an exemplary entity tree for a store-value 
card merchant M2. One or more merchant terminals M12 are 
located at a particular location M3 of a merchant, such as a 
particular store location. One or more locations M3 will be 
associated with a stored-value card merchant M2. Stored 
value card merchants M2 may then be affiliated or otherwise 
associated with other stored-value card merchants M2, 
which may in turn have further affiliations with additional 
stored-value card merchants M2. By means of such a 
stored-value card merchant M2 network, a given merchant 
M2 may be associated with one or more locations M3 and 
terminals M12 through other merchants M2. For the sake of 
simplicity of illustration, blocks representing the stored 
value card data management system and other associated 
blocks are not shown in the user entity trees shown in FIG. 
13. It will be appreciated, however, that each of such user 
entity trees will be similarly interconnected to the stored 
value card data management system 14M as exemplarily 
illustrated in FIGS. 10 through 12 or as further described 
herein. 

FIG. 14 illustrates further details in connection with 
stored-value card data management system M16. As shown 
in FIG. 14, central processor M16 includes a storage control 
module M34 that allows for storing in database M18 a 
plurality of stored-value card records M37 comprising 
stored-value card data for each stored-value card, informa 
tion identifying trusted Sources for making Stored-value card 
processing requests, and information identifying trusted 
communications networks for carrying or transmitting 
stored-value card processing requests. An associating mod 
ule M36 allows for associating in each stored record respec 
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tive identifiers that uniquely match a respective stored-value 
card and a respective terminal, or to match a card or terminal 
with other associated identifier information. A card value 
module M35 allows for defining in each stored record a 
parameter corresponding to the value of each respective 
stored-value card. That parameter could comprise a mon 
etary amount corresponding to the value of each respective 
stored-value card or Such parameter could comprise time 
units corresponding to the value of each respective stored 
value card, or both. The card value module M35 may also 
allow for defining the parameters or methods by which a 
cards value can be changed. 

Stored-value card data transmitted over the communica 
tions network may be received by input/output module M33 
so that a first processing module M30 may process a request 
of stored-value card activation to the central processor from 
a respective requesting terminal. The central processor thus 
allows for accepting or declining an activation request, or 
other processing request, based on whether the request is 
from a trusted source or whether the request is transmitted 
over a trusted communications network. 
The processing modules may also comprise modules for 

changing value, refreshing value, redeeming value, Switch 
ing the value to another product, service, or currency, or 
otherwise changing the status of the stored-value card. Other 
processing modules can be considered. The refreshing mod 
ule may change the value of the card back to the cards 
original value. Alternately, the refreshing module may add 
the cards original value to the current value of the card. For 
instance, via the refreshing module, a card with a current 
value of S15 and an original value of S20 could be increased 
to S20 (original value) or to S35 (current value plus original 
value), depending on the type of refreshing module. Gen 
erally speaking, values can be changed in predetermined 
increments (like S10) or any amount that is not predeter 
mined. The redeeming module may refund to the customer 
the value of the card or a portion of the value of the card, or 
it may provide a monetary or other credit to the customer's 
account. It may also convert the value of the card into other 
goods or services offered by the merchant, merchant 
partner(s), or any other entity associated with the sale of the 
card, including the central processing station. 

In one aspect of the present invention, the stored-value 
card may only be authorized if the request is made by any 
of a set of trusted Sources, or made through a communication 
that travels over a trusted communications network. 
Through means described above, terminals that are trusted 
sources can be associated with respective identifiers by the 
associating module M36. However, trusted sources may not 
have any associated identifiers before a given transaction; 
instead, trusted sources may be verified to be trusted sources 
through means described herein. 
As further shown in FIG. 14, data from the terminal is 

received at the I/O module M33. In one embodiment, 
information about the communications network used to 
make the request can be identified to the first processing 
module M30 based on the source of the request signal 
received at the I/O module M33. For instance, a dedicated 
data line may have a dedicated input at the I/O module M33, 
and requests made over the dedicated line will therefore be 
recognized to be transmitted by the dedicated data line 
because they are received at the I/O module M33 through the 
dedicated input. Alternately, a dedicated data line can carry 
or add identification information as an addition to the 
request communication. For instance, a dedicated data ter 
minal can be preconfigured to transmit the series of numbers 
“1234567 before or after every merchant terminal commu 
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nication in order to identify that the merchant terminal 
communication is being transmitted over the dedicated data 
line. In this embodiment, the central processor M16 can then 
determine that the request was made over a dedicated line by 
analyzing the information identifying the dedicated data 
line. 

A first processing module M30 configured to process a 
request of stored-value card activation will analyze this data 
and send back either an authorization or a disapproval to the 
requesting terminal. For instance, a first processing module 
M30 can access the database through the I/O module M33 
and compare the information of the terminal with a list of 
trusted sources stored in the database. If the information of 
the terminal matches a trusted Source data entry in the 
database, the request will be authorized. If authorized, a 
database coupled to the central processor can be updated to 
reflect any authorization or disapproval. A similar process 
can be used when information is received over a trusted 
communications network. The first processing module M30 
identifies the communications network used to make the 
request and grants the request if it determines that the 
communications network is a trusted one. The first process 
ing module M30 can make this determination by itself or by 
comparing identification information of the communications 
network to a list of trusted communications networks stored 
at the database M18. 

As further shown in FIG. 14, a second processing module 
M31 allows for processing a request for changing the value 
associated with a respective stored-value card. The request 
is transmitted over the communications network to the 
central processor from a respective requesting terminal. The 
central processor thus further allows for accepting or declin 
ing the change value request based on whether the respective 
identifiers stored in the record for the stored-value card 
whose associated value is to be changed match the identi 
fiers actually transmitted by the requesting terminal for that 
stored-value card and terminal. A third processing module 
M32 allows for processing a request of stored-value card 
deactivation to the central processor from a respective 
requesting terminal. In this case, the central processor is 
configured to accept or decline the deactivation request 
based on whether the request is from a trusted source or 
whether the request is transmitted over a trusted communi 
cations network. 

FIG. 15 illustrates an exemplary flow chart M100 such as 
may be implemented by a stored-value card data manage 
ment system embodying one aspect of the present invention. 
The method described in this flowchart is preferably used 
when a requesting terminal has already been assigned an 
associated identifier, such as the number 456 as used in the 
following example. As shown in step M52, a stored-value 
card serial No. 123 is associated with terminal No. 456. In 
step M53, a request for activation of stored-value card serial 
No. 123 is processed. In one embodiment, it may be pro 
cessed as follows. A verification module would allow for 
determining whether that request came from terminal No. 
456, as in step M54. Then the verification module deter 
mines whether card 123 has been assigned to the location 
containing No. 456, as shown in step M55. If the verification 
module determines that in fact such request was generated 
from terminal No. 456, and card 123 has been assigned to 
the location containing terminal 456, then the central pro 
cessor would generate a message indicating that the request 
has been accepted, as in step M57. If the verification module 
determines that the requesting terminal is other than No. 
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456, or if the card is not assigned to the location, then a 
message would be issued declining the transaction, as shown 
in step M56. 

FIG. 16 illustrates an exemplary flow chart 101 such as 
may be implemented by a stored-value card data manage 
ment system embodying one aspect of the present invention. 
As shown in steps M64 and M65 of FIG. 16, a terminal with 
no associated identifier makes a request for changing the 
status of a stored-value card with exemplary serial No. 123, 
which serial number has not been associated with any 
terminal. The request may then be processed as follows. In 
step M66, a verification and/or authorization module would 
allow for determining whether the request originated from a 
trusted source. Such as a Source identified in the central 
processor's database. The operation of the verification mod 
ule depends on the type of communications network on 
which the request was made, as shown further in FIG. 17. If 
the request is not from a trusted Source, then the request is 
denied or otherwise held or halted in step M67. Appropriate 
action may then be taken, Such as attempting to identify or 
locate the requestor or merchant terminal, or invalidating the 
stored-value card with the identified serial number. 

If the request is determined to be from a trusted source, 
then the request will continue to be processed. As shown in 
step M68, the unidentified merchant terminal may then be 
assigned an identifier, and the identifier may then be asso 
ciated with the stored-value card identifier as in step M69. 
The request is then processed and/or accepted in step M70. 

FIGS. 17A, 17B and 17C illustrate various exemplary 
communications networks, which can be used to verify that 
a request is made from a trusted source. In FIG. 17A, a 
merchant data channel interface M12A communicates with 
a central processing apparatus M17, which can be a central 
processor, host bank, or other centralized entity, via a 
dedicated data channel between a merchant and the central 
processing apparatus, such as dedicated telephone line 
M10A. Because the communications network is a dedicated 
data channel, only the merchant and the central processing 
apparatus have access to the communications network, in 
addition to those entities that may be granted access to the 
communications network by the merchant and central pro 
cessing apparatus. Thus, the central processor authorizes all 
requests made over the dedicated data channel because Such 
requests are deemed to be from a terminal affiliated with the 
trusted merchant who has access to the dedicated line. In this 
embodiment, the central processing apparatus determines 
that the request is from a trusted source if the request is 
received over a dedicated data source. 

It may be appreciated that the central processing unit M16 
can then add the requestor to the list of trusted sources by 
storing information identifying the trusted Source in the 
database M18. This could be accomplished by assigning an 
identifier, Such as a password or code, to the requester and 
storing said identifying information in the database M18 as 
a trusted source. Then, if the requestor later makes a request 
over a communications network that is not considered a 
trusted communications network, like a public Switched 
telephone network, then the requestor can identify itself over 
the network while making a request. The central processor 
M16 can then determine that the requestor is a trusted source 
and accordingly grant the request. That requester may then 
be classified as a trusted source for Subsequent transactions 
so that future requests will be automatically granted. 
One way the processor can determine that future requests 

from a particular trusted requester are indeed from the 
trusted requestor is to assign identifying information to the 
requestor at the time the requestor is first determined to be 
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a trusted Source, such as when the requestor makes a request 
over a trusted communications network like a dedicated data 
line. In this embodiment, the processor M16 communicates 
the identifying information to the requester over the com 
munications network M10 and also stores the information in 
its database M18. When the trusted source makes subse 
quent requests over any communications network, it 
includes the identifying information in its request to the 
processor M16. The processor receives the request with the 
accompanying identifying information. It can then compare 
the identifying information to the records stored in the 
database M18. By comparing the identifying information to 
the identifying information stored in the database M18, the 
processor can determine whether the merchant is a trusted 
SOUC. 

In one exemplary embodiment of FIG. 17A, ABC Stores, 
Inc. (“ABC), a hypothetical trusted source, has a dedicated 
data line connecting one or more of its merchant terminals 
to a central processing apparatus. ABC opens a new ABC 
store with new merchant terminals that are as yet unknown 
to the central processing apparatus. In particular, the ABC 
store has been assigned no identifying information, and the 
database does not contain any information specifically iden 
tifying this particular ABC store. The unidentified terminal 
of the new store makes a request over the dedicated line. 
Although the central processing apparatus has never verified 
the identity of the new ABC terminals, the central processing 
apparatus will process and grant the request because it treats 
all requests made over ABC's dedicated line as a request 
made by a trusted source. In effect, any requestor on a 
dedicated line is automatically a trusted source. Other 
embodiments can be considered. 

However, in another exemplary embodiment, the new 
ABC store terminal must first obtain an identifier before its 
request can be granted. Upon receiving the request and 
determining that the request was received over a dedicated 
line that is a trusted Source, the central processing apparatus 
assigns an identifier to the requesting terminal and associates 
the identifier with the stored-value card's identifier. Then the 
request can be processed and the card can be activated. 
Other embodiments can be considered. 

In another embodiment, the central processing apparatus 
sets up an identifier before the request. For instance, ABC 
notifies the central processor that a new ABC store is 
opening soon, and an identifier is reserved for that new ABC 
store in the event that a terminal at the new ABC store makes 
a request. Then when the requesting entity makes a request, 
the requesting identity is already identified. In this instance, 
the request could be processed without the step of assigning 
an identifier to the new terminal. However, additional iden 
tification could be added and/or assigned at the time of the 
first request as needed. For instance, the new store could be 
issued a default password, and then the new store could 
request and/or obtain a new password when it makes its first 
request to the central processor. 

In FIG. 17B, an unidentified merchant with a unique 
phone number M12B communicates a request for a stored 
value card to a central processing apparatus M17. Such as a 
central processor M16, over a public switched phone line 
M10B. Such communication may use a modem, an interac 
tive voice response system (IVR), or any other means of 
communicating over a public Switched telephone network. 
The central processing apparatus can identify the unique 
phone number of the merchant based on the DNIS and ANI 
numbers that are carried on regular phone calls. Similarly, 
the “caller ID feature can be used to identify the phone 
number of entities contacting a remote entity over a public 

Incomm Ex. 1018, Page 35 of 44



US 7,093,761 B2 
25 

Switched phone line. The central processing apparatus can 
then determine if the identified phone number is a trusted 
Source by comparing the merchant terminals phone number 
with the phone numbers of the trusted sources stored in the 
database M18. If the central processing apparatus M17 
determines that the phone number does belong to a trusted 
Source, then the central processing apparatus M17 will 
process and grant the request. Otherwise, the request may be 
rejected. 

Other methods of identifying merchant terminals can be 
considered. 

In the embodiment of FIG. 17B, the merchant M12B 
communicates a request for a stored-value card to a central 
apparatus over a public switched phone line M10B. The 
merchant M12B enters a password or other identifying 
information over the phone line. Such as by transmitting a 
series of tones during a phone call with a central processing 
apparatus M17. Other methods of communicating identifi 
cation information over a phone line can be considered. Such 
as by fax or internet communication. The central processing 
apparatus M17 then compares the identifying information of 
the merchant M12B with identifying information of the 
trusted sources listed in the database M18. Based on the 
comparison, the central processing apparatus determines 
whether the merchant M12B is a trusted source. If the 
central processing apparatus M17 determines that the mer 
chant M12B is a trusted source, then the central processing 
apparatus M17 will process and grant the request. Other 
wise, the request may be rejected. Other embodiments can 
be considered. 

In FIG. 17C, a merchant computer terminal with a static 
IP (internet protocol) address Submits a request by commu 
nicating with the central processing apparatus M17 via the 
internet M10C. Through methods well known in the art, a 
merchant computer terminal can connect to the internet 
through a modem, LAN, WAN, cable connection, or other 
internet connection. The merchant terminal is assigned a 
static IP address by its internet service provider, which could 
be a merchant, merchant group, or another service provider. 
The merchant terminal M12C communicates a request to the 
central processing apparatus M17. Through methods well 
known in the art, the central processing apparatus M17 
determines the static IP address of the terminal M12C based 
on the received electronic communication. By comparing 
the static IP address with the static IP addresses of trusted 
Sources, the central processing apparatus M17 can determine 
if the terminal M12C is a trusted source. If it is, then in a 
method similar to that described above for FIGS. 17A and 
17B, the central processing apparatus M17 processes the 
request and activates the card. If it is not determined to be 
a trusted Source, then the request may be rejected. 

In one embodiment, the request is accompanied by infor 
mation identifying the merchant computer terminal M12C. 
For instance, the merchant terminal M12C may enter a 
password, which is transmitted from the merchant computer 
M12C with a static IP address to the central processing 
apparatus M17. Through methods described above, the 
central processing apparatus M17 can then determine 
whether the merchant terminal M12C is a trusted source 
based on the password. If the merchant computer M12C is 
a trusted source, then the IP address may become a trusted 
source, such as by storing the IP address in the list of trusted 
Sources in the database. However, because in some cases a 
given merchant computer M12C may have a different IP 
address the next time it logs onto the internet, the central 
processing apparatus M17 may purge Such static IP 
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addresses unless the merchant computer M12C is otherwise 
known to have a permanent static IP address. 

In another embodiment, the central processing apparatus 
M17 does not store the IP address as a trusted source. In this 
embodiment, verification of the identification at the begin 
ning of the request is Sufficient to authorize the transaction, 
and no further authorization steps are necessary. Other 
embodiments can be considered. 

In one embodiment, due to an arrangement with the 
merchant terminals M12C internet service provider, the 
merchant has the same static IP address for every internet 
session. The central processing apparatus M17 stores this 
address in the database as an identifier for a trusted Source. 
The merchant M12C makes a request over the internet from 
the same static IP address, and the central processing appa 
ratus M17 processes and grants such request after it identi 
fies the request as originating from a trusted Static IP 
address, such as a trusted Static IP address of a merchant 
terminal M12C. 

In another embodiment, the merchant M12C will be 
assigned one of a set of static IP addresses, each of which are 
trusted sources. The merchant M12C can then make requests 
that will be processed, as described above, because it will 
always make Such request using a static IP address that is a 
trusted Source. 

FIG. 18 shows an exemplary user tree and communication 
path between a merchant terminal M12 and the host bank 
and central processor M28. The system comprises one or 
more merchants M2, remote merchant point-of-sale termi 
nals M12 each associated with one or more merchants M2, 
an optional merchant communication interface M13, a com 
munications network M10, a host bank M20, and a central 
processor M28 comprising a processor M16 and a database 
M18 coupled to the processor M16. As illustrated in FIG. 18. 
point-of-sale terminals M12 can communicate with the host 
bank and central processor by interfacing first with a mer 
chant communication interface M13. The merchant commu 
nication interface M13 can be connected to any number of 
point-of-sale terminals M12, which in turn can be connected 
to any number of merchants. The merchant communication 
interface M13 may itself be a point-of-sale terminal M12. 
For instance, the point-of-sale terminals M12 and the mer 
chant communication interface M13 may be computers 
connected on a LAN (local area network) or a WAN (wide 
area network). Communications from multiple terminals 
M12 may first pass through a merchant communication 
interface/network hub M13 before the communications 
leave the merchant and pass through other communications 
networks M10 such as the internet, a dedicated line, or an 
outside phone system. 
The remote terminals M12 can be any terminal as dis 

closed in this or the related applications. The remote termi 
nals M12 may pass information to and from the communi 
cations network M10. The remote terminals M12 may 
connect to a merchant communication interface/network 
hub M13. The merchant communication interface M13 may 
comprise any transmitter, receiver, router, or other interme 
diate communication device. The merchant communication 
interface M13 may connect to a communication network 
M1. Alternately, the remote terminals M12 may directly 
connect to the communication network M10 and/or the 
central processor M28. The communications network M10 
may pass information to and from a host bank M20. The host 
bank M20 and communications network M10 may pass 
information to and from the central processor M28. 

It must be noted that in the above FIGS. 16–18, the 
requesting terminal M12, M12A-C or other requesting entity 
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may not have a prior identifier associated with it before the 
first request. Thus, to this extent, the requesting entity is not 
identified to the central processor and host bank. However, 
other information may already be known about the request 
ing entity. In the ABC example described for FIG. 17A 
above, the data management system 14M could already 
determine that the requestor was an ABC entity, Such as an 
ABC store terminal, because only ABC entities have access 
to the dedicated line. It should be appreciated that the step 
of associating an identifier with a previously unidentified 
terminal can be removed entirely. It should also be appre 
ciated that these methods apply equally to the request/ 
activation process over phone lines and the internet. 

Those skilled in the art may also appreciate that the 
service provider and/or card value can be chosen by the user 
upon purchase or activation, or at any time chosen by the 
user. When the requesting entity Such as a merchant terminal 
requests a card or PIN, the requesting entity asks for a 
specific dollar, minute, or other value for the card. The 
central processor could then simply alter the existing record 
for the card, if one exists, in order to reflect a higher or lower 
dollar amount as requested by the user over the communi 
cations network. E.g., a customer could request that a given 
amount, such as S50, be assigned to a particular card. During 
the process of authenticating the transaction, the central 
processor could edit its records to reflect the new card value. 
Thus, card values can be variable. This is true whether the 
card values are initially fixed, or whether their value is 
unidentified and unassigned until the point of sale. Similarly, 
in the case of telecommunications service or any other kind 
of user services applicable to stored-value cards, the user 
may select the service provider at the point of sale, or later 
if the card must be redeemed by the user at a later date. At 
any point when the user interacts with the central processor, 
that processor has the ability to amend and alter the identi 
fiers associated with a card as well as any other associated 
information, Such as the card’s current value or face value. 
The stored-value card data management system in one 

exemplary embodiment enables a web-based, ID and pass 
word protected application available to anyone with internet 
access and the appropriate ID and Password. As described 
above, the system comprises respective modules for card 
generation, merchant establishment, location establishment, 
terminal setup, and inventory assignment to merchants and/ 
or locations. The system may also be used for other card 
related actions, such as web-based activation, deactivation, 
value change, refresh, and value redemption. 
The present invention can be embodied in the form of 

computer-implemented processes and apparatus for practic 
ing the processes described above. The present invention can 
also be embodied in the form of computer program code 
containing computer-readable instructions embodied in tan 
gible media, such as floppy diskettes, CD-ROMs, hard 
drives, or any other computer-readable storage medium, 
wherein, when the computer program code is loaded into 
and executed by a computer, the computer becomes an 
apparatus for practicing the invention. The present invention 
can also be embodied in the form of computer program code, 
for example, whether stored in a storage medium, loaded 
into and/or executed by a computer, or transmitted over 
Some transmission medium, Such as over electrical wiring or 
cabling, through fiber optics, or via electromagnetic radia 
tion, wherein, when the computer program code is loaded 
into and executed by a computer, the computer becomes an 
apparatus for practicing the invention. When implemented 
on a general-purpose computer, the computer program code 
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segments configure the computer to create specific logic 
circuits or processing modules. 

FIG. 19 is an exemplary flow chart illustrating another 
aspect of the present invention as may be implemented by 
the systems of FIGS. 10–12. In step M71, a person(s), 
processor, computer, or other entity identifies one or more 
trusted Sources that are authorized to make stored-value card 
requests. The trusted sources may include, in a preferred 
embodiment, a list of merchants authorized to request PINs. 
Similarly, in step M72, an entity identifies one or more 
trusted communications networks that are known to carry or 
transmit only valid stored-value card requests. The trusted 
communications networks may include, in a preferred 
embodiment, a list identifying the various dedicated data 
lines connecting authorized merchants or merchant termi 
nals to the central processor. Steps M71 and M72 are 
described separately, but it should be understood that these 
two steps need not be done in order. Further, the system 
should be constantly updating its list of trusted Sources as 
new sources and networks are determined to be trusted 
SOUCS. 

In step M73, an entity such as the central processor M16 
assigns identification information to the identified trusted 
Sources and identified trusted communications networks. 
The identification information may be a merchant terminal 
ID number or other identifier, such as a static IP address or 
phone number. For communications networks, the identifier 
may be an internal code used to identify a particular com 
munications network from another network. For instance, 
different communications networks that have different 
inputs into the processor System can be identified by assign 
ing different numbers to the different inputs. In step M74, the 
identifiers are stored in a database M18. It should be noted 
that communications networks may not have identifiers in 
the traditional sense of the word, and such identifiers may 
not be amenable to storing in a database. For instance, 
trusted communications networks may be identified by 
virtue of having a different connection or input to the 
processor than communications networks that are not 
trusted, and thus they can be identified by virtue of having 
the separate connection. 

In step M75, a request is received from a merchant 
terminal. Here, merchant terminal can mean any entity that 
submits a request to the processor. In step M76, the proces 
Sor determines whether the request is from a trusted Source, 
i.e., whether the requesting merchant terminal is a trusted 
Source. The processor can make its determination based on 
information identifying the requestor. For instance, request 
ors can be verified to be trusted sources by correctly entering 
a password over a phone network. Phone requesters can also 
be verified by determining that the requestor's phone num 
ber is listed in the database as a trusted source. Requestors 
who request over the internet can be verified by having made 
the request from a trusted static IP address, or from a static 
IP address known to have previously submitted a correct 
password. The processor verifies the sources by comparing 
their identifier information such as passwords with the 
identification information stored in the database M18. 
The processor also determines whether the communica 

tions network carrying the request is a trusted communica 
tions network. If the request carries an identifier that iden 
tifies the communications network, the processor can 
compare the identifier with the trusted identifiers in the 
database. This verification process can also be done by 
simply determining how the request arrived at the processor. 
For instance, if input i3 is a trusted source and the processor 
determines that the request arrived via input i3, then the 
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processor can determine that the request was carried by a 
trusted source. Other methods can be used, which are 
well-known in the art. 

If the request is determined to be from either a trusted 
Source or a trusted communications network, then the 
request is processed and granted in step M77. If the request 
is not determined to be from a trusted source or trusted 
communications network, then in step M78 the request may 
be denied, other means of verification can be pursued, or the 
request can be put into a hold category. 

FIG. 20 illustrates a schematic block diagram showing 
how merchant terminals may be connected via a communi 
cation network to a central data management system 
embodying the present invention. The system comprises one 
or more merchants M2, remote merchant point-of-sale ter 
minals M12 each associated with one or more merchants 
M2, an optional merchant communication interface M13, an 
optional communications network M10, an optional host 
bank M20, and a central processor M28 comprising a 
processor M16 and a database M18 coupled to the processor 
M16. 
One or more stored-value card merchants may comprise 

one or more point-of-sale terminals M12. The remote ter 
minals M12 can be any terminal as disclosed in this or the 
related applications. For instance, the remote terminals M12 
may comprise an input device that reads credit card infor 
mation. The terminal M12 may also comprise an ATM 
machine, or any other computer or terminal that can receive 
customer and/or merchant input information. The remote 
terminals M12 may be configured to process transactions. 
The transactions may occur over the communication net 
work M1. Delivery and confirmation of the transaction may 
occur over the same or a different communication network 
M10. The remote terminals M12 may connect to a merchant 
communication interface M13. The merchant communica 
tion interface M13 may comprise any transmitter, receiver, 
router, or other intermediate communication device. The 
merchant communication interface M13 may connect to a 
communication network M10. Alternately, the remote ter 
minals M12 may directly connect to the communication 
network M10 and/or the central processor M28. 
The communication network M10 can comprise any 

communication network. Examples of communication net 
works M10 include dedicated telephone lines, public 
switched telephone networks (such as those that provide 
automatic number identification (ANI)), the internet (such as 
wherein the point-of-sale terminals have identifiable IP 
addresses), any other computer network such as a WAN or 
LAN, and any other networked communication. The com 
munication network M10 may be connected to a host bank 
M20, or alternately it can connect directly with the central 
processor M28. 
The transactions may involve the purchase of stored-value 

cards, PINs, or any other product or service, preferably 
products and services associated with a PIN or other code 
that can be delivered electronically from the central proces 
sor M28 to the merchant terminal M12. The transactions 
may include the sale of a PIN and/or the sale of a prepaid 
service that may be accommodated by a stored-value card, 
Such as long distance telephone communication, wireless 
communication, paging and internet-enabled communica 
tion services, including wireless web access. Other examples 
of prepaid services and/or products that may be accommo 
dated by the transaction include gift cards, prepaid gas cards, 
prepaid grocery cards, prepaid entertainment cards, down 
loadable ring tone cards, downloadable game cards, down 
loadable music cards that use MP3, MP4, WMV, WAV, or 
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other music formats, any other downloadable software card, 
customer rewards cards, and any other type of stored-value 
cards for products, services, or both, that may be prepaid by 
the owner of the card. 

Prepaid long distance phone cards, a type of stored-value 
card, are generally used in the telephone industry to allow 
customers to pre-purchase long distance calling time. Each 
of the cards has a printed identification number. Identifica 
tion information associated with the card can be magneti 
cally stored therein or printed on a barcode. The identifica 
tion number is also stored in a file in a database maintained 
by the card issuer, such as database M18. In the traditional 
business model, when the cards are sent to the retail location 
from which they will be sold, the corresponding records in 
the database are activated, thus allowing the card to be used 
immediately by a customer. To use the card as a prepaid long 
distance card, the customer dials a toll free number to access 
the card issuer's system, enters the identification number, 
and then makes the desired long-distance call. 
The system of FIG. 20 (and also FIG. 21) may be used to 

confirm transactions as follows, and also as described with 
respect to FIGS. 21 & 22. The system is configured to 
confirm any number of Successive transactions through an 
iterative process. 
The central processor M28 may store information relating 

to a first transaction at the database M18, which may pass 
information to and from a processor M16. The central 
processor M28 may transmit and receive information via an 
input/output Z23 coupled to the processor M16 and database 
M18. The merchant terminal may also be configured to store 
transaction information, Such as identification information 
for past transactions, which may comprise transaction num 
bers or PINs. 
The first transaction may correspond to the most recent 

transaction wherein the central processor M28 transmitted a 
transaction identifier to the particular remote station M12. 
e.g., a PIN to be distributed to an end user. During the course 
of the first transaction, the central processor M28 transmits 
the PIN or other product or code to a remote terminal M12. 
At this point, the central processor M28 has not yet verified 
with the remote terminal M12 whether the remote terminal 
M12 actually delivered the PIN to an end user. 
The verification process begins when the remote terminal 

M12 transmits to the central processor M28 a request for a 
new transaction identifier. The transmission may be directly 
to the central processor M28 or via the merchant commu 
nication interface M13 and/or the communication network 
M10. Such request may also be routed through the hostbank 
M20 affiliated with the central processor M28 or remote 
terminals M12. The remote terminal M12 transmits with the 
request the transaction identifier for the last Successful 
transaction Successfully completed at the remote terminal 
M12. A record of the last successful transaction (and/or any 
number of prior transactions) may be stored at a database 
coupled to the terminal M12. 
When there are no errors or equipment failures, the central 

processor M28 should receive from the remote station M12 
a transaction identifier that matches the central processor's 
first transaction. In such a case, the central processor M28 
can verify that the merchant associated with the remote 
terminal should be billed a certain amount according to the 
transaction. Such verification might occur, for example, by 
checking that the record of the first transaction stored at the 
database M18 matches the identifier received from the 
remote station M12. The verification may occur in response 
to the central processor M28 receiving the identifier. It may 
occur immediately, or it may occur at another time before 
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the end of a billing cycle or other event, such as a Subsequent 
transaction request. In a preferred embodiment, verification 
occurs during the present transaction. 

While the remote station's M12 last successful transaction 
ought to correspond to the processor's M16 last successfully 
transmitted transaction identifier (i.e., the first transaction 
identifier), errors may cause discrepancies. When the last 
successful transaction of the remote station M12 does not 
match the last successful transaction of the processor M16 
(e.g., the last transaction for which an entry was recorded in 
the database M18), then the central processor M28 alters the 
stored record of the first transaction to indicate that it is a 
questionable transaction, i.e., that the transaction was not 
necessarily completed Successfully and there may have been 
an error. In other words, the processor M16 recognizes that 
the remote station may have failed to complete the last 
transaction. A variety of errors in the system may cause Such 
a discrepancy. On the other hand, although the transaction is 
determined to be questionable, it is possible that the trans 
action was nevertheless completed Successfully. Some 
investigation may be required to reconcile the true status of 
the transaction and/or the cause of the error or discrepancy. 
In a preferred embodiment, altering the stored record occurs 
prior to a Subsequent transaction and in response to receiv 
ing the identifier and determining whether the transactions 
match. 
At this point, the transaction is determined by the pro 

cessor M16 to be questionable, and active steps can be taken 
to determine whether the transaction was completed. For 
instance, the central processor M28 (or a party associated 
with the central processor M28, such as a financial institu 
tion or company) may contact the merchant terminal M12 
(or a party associated with the merchant terminal M12, such 
as a merchant M2 or merchant employee) to request con 
firmation that the questionable transaction was successful. 
Some merchants M2 and/or terminals M12 may store elec 
tronic or hard-copy records of all Successful (and unsuc 
cessful) transactions, thereby facilitating the confirmation 
process. For instance, the central processor M28 may elec 
tronically request that a merchant terminal computer M12 
transmit back to the central processor M28 a list of the most 
recent Successful transaction identifier(s). Information 
passed between the merchant terminal M12 and the central 
processor M28 may include any information regarding prior 
transactions. Such as records of failed transactions or cor 
rupted PINs or other products or identifiers. 
The status of a questionable transaction may also be 

confirmed by the actions of third parties. For instance, if the 
transaction was the distribution of a PIN to an end user, then 
the activation of the PIN by the end user can signal to the 
processor M16 that the transaction must have been consum 
mated. After Such supplemental transaction confirmation, 
the merchant M2 or other appropriate party could be billed 
even though the PIN was the subject of a questionable 
transaction. 

Under this method, several transactions might be deemed 
to be questionable at any given time. For instance, if the 
central processor M28 delivers PINs with transactions #1-5 
to a remote terminal M12, but the remote terminal M12 
sends confirmations for only transactions #1 and #5, then the 
central processor M28 will “flag transactions #2-4 as being 
questionable. For example, if the last verified transaction 
before transaction #5 was transaction #1, then transactions 
#2–4 will be immediately marked as questionable since they 
have not been verified. 

To prevent the unauthorized distribution of PINs, the 
system may have security protocols for determining whether 
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to process a request from a merchant terminal M12. The 
communication network M10 may be a known and/or 
trusted carrier of PIN requests, such as a dedicated data line, 
wherein the central processor M28 recognizes that a request 
for a PIN received via the trusted communication network 
M10 must be from a merchant terminal authorized to make 
PIN requests. Alternately, the merchant terminals M12 
themselves may be trusted Sources. For instance, trusted 
Sources of requests may comprise merchant terminals M12 
on a dedicated data line, merchant terminals M12 at a 
particular or identified phone number on a public switched 
telephone network, and merchant terminals M12 at a par 
ticular or identified internet IP address. The central processor 
may store records identifying the trusted Sources and/or 
trusted communication networks, and it may process any 
request that is identified to be from a trusted source (or via 
a trusted communication network M10). A source may be 
identified by its phone number or internet IP address, for 
example. The merchant terminal may also become a trusted 
source by transmitting a proper PIN or password to the 
central processor. 

FIG. 21 illustrates a schematic block diagram showing 
how the processor, input/output device, and database may be 
interconnected with a merchant terminal in accordance with 
the present invention. An input/output device Z23 is opera 
tively connected to a database/memory M18, a processor 
M16, a merchant terminal M12, and a billing system Z25. 
The input/output device transmits and receives transaction 
identifier information. The database M18 stores transaction 
related information, Such as transaction identifier informa 
tion. The processor M16 communicates with the merchant 
terminal M12 and the billing system Z25 via the input/ 
output device Z23. 
The system of FIG. 21 comprises a central processor 

M28, a billing system Z25, third parties Z26, a merchant 
terminal M12, and a terminal database Z27 coupled to the 
terminal M12. (Alternately, the terminal M12 may comprise 
its own database.) The central processor M28 comprises a 
processor M16, a processor database M18 coupled to the 
processor M16, and an input/output device 23 coupled to the 
database M18 and processor M16. The database M18 may 
store information regarding transactions, including transac 
tions that have not yet been confirmed. As described herein, 
the system is configured to process and confirm transactions. 

In the transactions contemplated herein, a customer may 
request or purchase any type of product or service. Such as 
those associated with a PIN. For instance, the customer may 
request a stored value card, Such as a phone card, wherein 
the delivered PIN activates or enables the card. The cus 
tomer may customize the request by selecting a stored-value 
amount, such as S20 or $50, and selecting a carrier or brand, 
such as AT&T or MCI. Other selections can be made. The 
requested PIN may also correspond to downloadable con 
tent, Such as Software. For instance, the customer may 
request a specific software product, Such as a downloadable 
ring tone or music files, and the delivered PIN may be used 
to enable the download any time after PIN delivery. 
The merchant terminal M12 transmits a transaction 

request to the central processor M28 via the input/output 
device 23, which passes it to the processor M16. Included 
with the transaction request is an identifier corresponding to 
the remote terminals M12 last acknowledged transaction, 
which may be stored in the terminal database Z27 and 
passed from the database Z27 to the terminal M12. The 
processor M16 compares that information with transaction 
information stored at the processor database M18 pertaining 
to the last PIN (or other identifier, product, or service) 
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delivered to the particular remote station M12. If the two 
transactions match, then the billing records are reconciled 
and the central processor M28 may cause the appropriate 
parties to be billed, such as by transmitting billing informa 
tion to the billing system Z25. The billing system Z25 can 
bill the merchant associated with the merchant terminal 
M12. 

If the two transactions do not match, then at least one of 
the records stored at the database M18 will be immediately 
flagged as “questionable', and more active steps can be 
taken by the processor M16 and/or the billing system Z25 to 
ascertain whether Such questionable transactions can be 
billed. For instance, the billing system Z25 can communi 
cate directly with the merchant terminal M12 as well as third 
parties Z26 to ascertain whether the PIN or other product 
was actually delivered to either the merchant terminal M12 
or end user. For instance, the billing system Z25 might 
contact third parties Z26 such as the billing office of the 
phone company that handles the activation of the PINs (or 
other products or services) that are the subject of the 
questionable transactions. For instance, if the product is a 
phone card activated through a delivered PIN, the billing 
system Z25 may communicate with a third party telecom 
munications carrier Z26 to determine whether the question 
able PIN has been activated. 

FIG. 22 is an exemplary flow chart illustrating one aspect 
of the present invention as may be implemented by the 
system of FIGS. 20 & 21. Through the process of FIG. 22. 
a central processor confirms whether a transaction was 
completed at a remote terminal by verifying whether a prior 
transaction identifier received from a remote terminal in a 
subsequent transaction request corresponds to a prior trans 
action identifier stored at the central processor. For purposes 
of explanation, the transaction identifier received from the 
merchant may correspond to Transaction A, and the most 
recent transaction identifier stored at the central processor 
may correspond to Transaction B. If there are no errors, the 
identifier received from the merchant should correspond to 
the most recent stored identifier, and Transaction. A should be 
the same as Transaction B. This process can repeat any 
number of times for confirming Successive transactions. 
Each Subsequent transaction request may include a prior 
transaction identifier for confirming a prior transaction. 

In step Z31 of FIG. 22, the central processor transmits to 
a remote terminal a first transaction identifier. For purposes 
of demonstration, the first transaction identifier may corre 
spond to Transaction A. The first transaction identifier, for 
example “A1, may be transmitted by the central processor 
along with a corresponding first transaction PIN (or other 
product or service) in response to a request for a PIN from 
the remote terminal. The request may be initially made by a 
customer at the remote terminal during a first transaction. 
The identifier is transmitted together with the PIN for 
purposes of later identifying the first transaction and con 
firming that it was successfully completed, as described 
below. 
A transaction identifier may comprise a PIN or any other 

identification number or code. A PIN could be a password or 
other number or code. For instance, a customer may request 
a PIN (or product associated with a PIN) from a merchant. 
The merchant may then request a PIN from the central 
processor through the remote terminal. The central proces 
sor may then transmit the PIN and a transaction identifier 
(such as “A1) identifying the PIN transaction, according to 
step Z31. The first transaction identifier may be any form of 
identification, Such as a unique number associated with the 
transaction or the PIN itself. At this point in the process, the 
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central processor has no information regarding whether the 
remote terminal has successfully received the first transac 
tion identifier (or the PIN), nor does it know whether the PIN 
was delivered to a customer. 

In step Z32, the first transaction identifier (such as “A1) 
is stored. It may be stored at any storage location, such as a 
database at the merchant terminal. The PIN may also be 
stored. The database may store the identifier (and PIN. 
optionally) for each of the terminal's transactions. Storing 
Such information may be useful for later reconciling records 
between the terminal and the central processor. The storage 
location may have a limited memory such that only a certain 
number of identifiers can be stored before each new iden 
tifier causes a prior identifier to be erased. In one embodi 
ment, first transaction information other than the first trans 
action identifier is stored. For instance, a portion of the 
identifier may be stored, or the PIN may be stored instead of 
the identifier. Regardless, the stored information is specifi 
cally associated with the first transaction and can be used to 
specifically identify the first transaction. For instance, the 
information may comprise date and time information regard 
ing the time that a request was made. 

In step Z33, the remote terminal transmits to the central 
processor a request to process a current transaction (Trans 
action C) together with information relating to the most 
recent prior transaction that was successfully received at 
(and/or delivered to a customer by) the remote terminal 
(Transaction B). The prior transaction information is trans 
mitted to the central processor in order to confirm that the 
prior transaction was successfully completed at the remote 
terminal. Absent errors, the merchant terminal's most recent 
successful transaction (Transaction B) should also be the 
most recent transaction for which an identifier was recorded 
at the central processor (Transaction A). The prior transac 
tion information is also preferably stored at the merchant 
terminal or a database connected to it. The central processor 
should receive the transmitted information. 

In a preferred embodiment, the transmitted information 
relating to a prior transaction is the prior transaction iden 
tifier (such as an identifier originally received from the 
central processor), such as “B1, but it could be any infor 
mation specifically associated with a prior transaction that 
can be used to specifically identify the prior transaction. 

This step contemplates the possibility that the remote 
terminal never received the first transaction identifier (or the 
first PIN), or that some other communication or transaction 
error may have occurred. When an error occurs that prevents 
the remote terminal from successfully receiving the first 
transaction identifier (or otherwise completing the transac 
tion), then the identifier would not be stored. If this is the 
case, then the remote terminals prior transaction identifier 
may correspond to a transaction prior to the first transaction, 
and Transaction A may not be identical to Transaction B; 
similarly, their identifiers may not be the same. 

In step Z34, the processor determines whether the first 
transaction (Transaction B) is the same as the prior trans 
action (Transaction A). As described above, the processor 
uses the database to verify that the remote station’s latest 
recorded transaction is the same as the processor's latest 
recorded transaction. In a preferred embodiment, this step 
may comprise comparing a first transaction identifier (A1) 
with a prior transaction identifier (B1) to determine whether 
they are the same. This step Z34 may occur immediately 
after receiving the information from the remote terminal, or 
it may occur before the end of a billing cycle or other event, 
Such as the next transaction request from the remote termi 
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nal. In a preferred embodiment, the determining step Z34 
occurs in response to receiving the identifier from the remote 
terminal. 

If they are the same (A1 equals B1), then in step Z39 the 
first transaction is confirmed and records are updated to 
reflect that the first transaction is confirmed. Confirming a 
transaction may comprise amending stored transaction infor 
mation (such as the stored transaction identifier or record) to 
reflect that the transaction has been confirmed. It may also 
comprise sending transaction information to another party or 
database reflecting that the transaction is confirmed. This 
step Z35 may occur immediately after receiving the infor 
mation from the remote terminal, or it may occur before the 
end of a billing cycle or other event, such as the next 
transaction request from the remote terminal. In a preferred 
embodiment, the confirming and updating step Z39 occurs 
in response to receiving the identifier from the remote 
terminal and/or in response to the determining step Z34. 

The billing records are reconciled in step Z40. Reconcil 
ing billing records may comprise comparing the billing or 
transaction records of one database with transaction infor 
mation (Such as identifiers) of another. Billing records may 
be stored at the central processor and/or another database. In 
a preferred embodiment, the billing records are separate 
from a list of confirmed transactions stored at the central 
processor, and this step comprises comparing and/or amend 
ing the two data sets. In another embodiment, the billing 
records are identical to the records updated in step Z39. In 
this embodiment, step Z39 also completes step Z40. This 
step Z40 may occur immediately after receiving the infor 
mation from the remote terminal, or it may occur before the 
end of a billing cycle or other event, such as the next 
transaction request from the remote terminal. In a preferred 
embodiment, the confirming and updating step Z35 occurs 
in response to receiving the identifier from the remote 
terminal and/or in response to the confirming and updating 
step Z39. 

If the transaction was confirmed, then the appropriate 
party is billed in step Z41. The appropriate party may be the 
merchant who received and/or distributed the PIN or other 
product or service. The appropriate party may also be a 
customer, such as a customer who activates the PIN through 
the central processor or a third party. The billing step Z41 
may be any billing method used by merchants, banks, and/or 
PIN distributors, such as invoicing a merchant or charging a 
customer's credit card. The billing may not occur immedi 
ately after the transaction, but instead may occur at the end 
of a month or other billing cycle. The billing may also occur 
before the billing records are reconciled. 
On the other hand, if the central processor receives a 

transaction identifier that is not identical to the prior trans 
action identifier (i.e., A1 does not equal B1), then the 
processor will immediately mark any unconfirmed transac 
tions as questionable in step Z35. Unconfirmed transactions 
may include transactions through a particular remote termi 
nal that have not yet been confirmed by that terminal (other 
than the current transaction, which would not be confirmed 
until a Subsequent transaction request). 

The step of marking a transaction as questionable Z35 
may occur in a variety of ways. For instance, the step Z35 
may comprise amending its identifier (or record or entry) 
stored in the database, deleting its identifier, moving the 
identifier from one database to another, communicating 
information about the questionable transaction to a central 
billing system or another entity (such as via email), sending 
the PIN(s) correlated to any questionable transaction to a 
database, deleting the questionable PINs, or any other 
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method of distinguishing the questionable entries from the 
confirmed (and current) entries, by any act or omission. 

In one embodiment, transaction records are “marked” 
only when they are confirmed. Since questionable transac 
tions have not been marked confirmed, they can still be 
identified because they are the only processed transactions 
that have not been confirmed. In this sense, the question 

After step Z35, an attempt may be made to determine 
whether the questionable transaction(s) is valid in step Z36. 
As mentioned above, a merchant or third party related to the 
billing function or otherwise related to the specific ques 
tionable transaction(s) can be contacted to determine if any 
further information exists about whether a given transaction 
was completed. If the transaction is ultimately confirmed, 
then the flow chart proceeds to steps Z39–41. 

If a transaction is not confirmed, then other action may 
eventually be taken. For instance, the transaction or PIN 
may eventually be cancelled or invalidated, and no party will 
be billed. Alternately, the transaction or PIN may be marked 
as “questionable for an indeterminate amount of time. The 
billing records are reconciled in step Z37 to reflect that the 
transaction has been identified as questionable. In one 
embodiment, this step may comprise comparing or commu 
nicating the records (or a portion of the records) of a 
database in the central processor with a database at a 
financial institution or another company responsible for 
billing inquiries or other financial matters. Alternately, other 
apparatus at the central processor may be responsible for 
billing, or the central processor itself may keep the billing 
records, and the central processor can handle the billing 
reconciliation. 

After the process has proceeded through the flow chart of 
FIG. 22 through any of the scenarios described above, the 
process can repeat for any number of Successive transactions 
in step Z42. These successive transactions may correspond 
to subsequent requests for PINs and deliveries of the PINs 
to the remote terminal. The whole process of FIG. 22 would 
begin again, for instance, when the central processor deliv 
ers to the remote terminal a transaction identifier (and PIN) 
for the current transaction, which was requested by the 
terminal in step Z33. The process of delivering the identifier 
and PIN would proceed in the manner described above for 
step Z31. Basically, the process would follow the entire 
process shown in FIG. 22, starting from the beginning, 
except that the labels of the transactions (“current,” “first.” 
“prior) would change. For example, the “current transac 
tion of step Z33 would become the “first transaction for the 
next iteration of the process of FIG. 22. 
The following example is provided to further illustrate the 

process of FIG. 22. The central processor delivers PINs to 
Remote Terminal HABC in transactions associated with 
transaction identifiers ID1, ID2, ID3, and ID4. The transac 
tion corresponding to identifier ID11 proceeds without error 
according to the process described above for FIG. 22, and 
this transaction becomes the most recent Successful trans 
action for both the central processor and Terminal #ABC. 
Identifier ID1 is stored at both the central processor database 
and Terminal HABC's database. In the next transaction, 
which corresponds to ID2, Terminal #ABC submits a 
request for a PIN associated with identifier ID2 and accord 
ingly Submits the identifier of its last recorded transaction, 
ID1. The central processor properly confirms the transaction 
corresponding to ID1, which is the most recent transaction 
for which a PIN and identifier was successfully delivered 
from the central processor to Terminal #ABC. The central 
processor transmits the identifier ID2 as well as its associ 
ated PIN, and it stores a record of ID2. Terminal HABC fails 
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to receive identifier ID2 due to a communication error, and 
it requests another PIN in a transaction associated with 
identifier ID3. It submits with this request the identifier 
corresponding to its last recorded transaction (which is ID1 
rather than ID2 because ID2 was never received). The 
central processor compares the submitted identifier, ID1, 
with the central processor's last recorded identifier, ID2. It 
determines that they are not the same, and thus the central 
processor marks the transaction associated with ID2 as 
questionable. The central processor transmits identifier ID3 
and its associated PIN to Terminal HABC, and it stores a 
record of ID3. Terminal HABC receives ID3 but not its 
associated PIN, due to an error. Terminal HABC then 
requests a PIN in a transaction corresponding to ID4. It 
accordingly submits identifier ID1 with the request, since it 
is the identifier corresponding to the last transaction where 
a PIN was successfully received at Terminal #ABC. The 
central processor compares submitted ID1 to recorded ID3, 
determines that they are not identical, and therefore marks 
ID3 as questionable (and also possibly ID2). The central 
processor transmits ID4 and its associated PIN to Terminal 
#ABC, and it stores a record of ID4. Terminal HABC 
successfully receives the transmission. Terminal #ABC 
requests a PIN in a transaction corresponding to ID5 and 
accordingly submits identifier ID4, its last recorded identi 
fier. The central processor determines that its most recent 
transaction matches with Terminal ABC's most recent trans 
action, and the transaction associated with ID4 is confirmed. 
As described above, this iterative process contemplates 

the possibility that the terminal never receives the PIN 
requested in step Z33, i.e., the “current transaction PIN. In 
such a case, during the first subsequent transaction of step 
Z42 the “prior transaction identifier” that is transmitted by 
the remote terminal with the PIN request will not match the 
central processors records of the most recent transaction 
(namely, the “current transaction of step Z33). The "current 
transaction' would then be marked as a questionable trans 
action as described in step Z35. 
A Successive transaction Z42 may occur before billing 

records are updated in step Z40 and before a party is billed 
in step Z41. Transactions may occur multiple times in one 
day at a merchant terminal, while billing may be once a 
month for all the confirmed transactions occurring during 
that month. 

Other embodiments can be considered. For instance, for 
many of the embodiments described above, the request can 
be any request, including a request for activation, deactiva 
tion, value change, or another request. 

It will be understood that the specific embodiment of the 
invention shown and described herein is exemplary only. 
Numerous variations, changes, Substitutions and equivalents 
will now occur to those skilled in the art without departing 
from the spirit and scope of the present invention. Accord 
ingly, it is intended that all subject matter described herein 
and shown in the accompanying drawings be regarded as 
illustrative only and not in a limiting sense and that the scope 
of the invention be solely determined by the appended 
claims. 

For instance, stored-value cards as described in this 
application may be used in many different industries and for 
many different products and services. The stored value cards 
may be used for purchasing any product or service. Such as 
prepaid products and services. For instance, a customer may 
purchase a stored-value card to obtain: emergency road 
service, legal service, accounting service, tax service, prop 
erty cleaning and/or maintenance service, clothe cleaning 
service, transportation service, travel service, delivery ser 
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vice, online (or off-line) dating service, electrical and/or gas 
service, water service, sewage service, internet access, and 
film processing (including digital film processing). Stored 
value cards may also be used for prepaid movie service, 
downloadable movie cards, and bridge and/or road toll 
service. The services may be obtained by purchasing an 
associated Stored-value card from a merchant, as described 
herein. 

In each of these different stored-value card embodiments, 
the service provider may be different from a telecommuni 
cations provider, which is the exemplary embodiment used 
throughout the application. It will be appreciated by one 
skilled in the art that the system and methods described 
herein with respect to telecommunication providers may 
also be used for other service providers, such as providers of 
prepaid movie tickets. Instead of having an account with a 
telecommunications provider, customers may have an 
account (such as a stored-value account) with the provider of 
the other services described herein. For instance, a customer 
may have an account with a national automobile service 
provider in the case of prepaid emergency road service. 

Alternately, the customer may have a single account 
managed by one centralized company or provider that pools 
together a variety of different service providers. For 
instance, the customer may hold an account with a major 
credit card network affiliated with a variety of credit card 
partners, wherein one or more partners are product and/or 
service providers from which a customer may redeem 
stored-value card value. In this way, a customer may accu 
mulate product or service value in an account and later 
choose a specific service provider and service. For instance, 
a customer who has accumulated S50 in such a “general 
stored value account may elect to redeem S10 of prepaid 
movie service (Such as by obtaining a ticket to see a movie), 
S20 of prepaid emergency road service (such as mechanic, 
gas, or towing service), and S20 of city bus service. These 
may be elected at one time or different times from the central 
provider. In this scenario, the central/general account pro 
vider (such as a bank with partner service-providers) would 
likely have agreements with a plurality of product and/or 
service providers who may provide products and/or services 
to customers via redemption of purchased stored-value 
cards. 

It will be understood that the specific embodiment of the 
invention shown and described herein is exemplary only. 
Numerous variations, changes, Substitutions and equivalents 
will now occur to those skilled in the art without departing 
from the spirit and scope of the present invention. Accord 
ingly, it is intended that all subject matter described herein 
and shown in the accompanying drawings be regarded as 
illustrative only and not in a limiting sense and that the scope 
of the invention be solely determined by the appended 
claims. 
What is claimed is: 
1. A method for managing a stored value transaction 

comprising: 
distributing indicia of an identifier to a merchant for 

distribution to a customer having a stored value 
account, the identifier having an associated Stored 
value, the associated Stored value being redeemable 
with at least one of a plurality of providers, and the 
customer account being associated between a customer 
and a specific one of the plurality of providers: 

activating the identifier upon distribution of the indicia to 
the customer, 

receiving a request from the customer to add the associ 
ated Stored value to the customer account; and 
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providing to the customer a provider identifier, wherein 
the provider identifier is effective to add the associated 
stored value to the customer account. 

2. The method of claim 1, wherein the stored value is 
redeemable for prepaid emergency road service. 

3. The method of claim 1, wherein the stored value is 
redeemable for prepaid film processing. 

4. The method of claim 1, wherein the stored value is 
redeemable for prepaid digital film processing. 

5. The method of claim 1, wherein the stored value is 
redeemable for prepaid dating service. 

6. The method of claim 1, wherein the stored value is 
redeemable for at least one of prepaid electrical, gas, and 
water service. 

7. The method of claim 1, wherein the stored value is 
redeemable for prepaid movie service. 

8. The method of claim 1, wherein the stored value is 
redeemable for at least one of prepaid bridge and road toll 
service. 

9. The method of claim 1, wherein the stored value is 
redeemable for prepaid food service. 

10. The method of claim 1, wherein the stored value is 
redeemable for at least one of prepaid legal, accounting, and 
tax service. 

11. A method for managing a stored value transaction 
comprising: 

establishing a set of identifiers at a central system, each 
identifier having an associated Stored value being 
redeemable with at least one of a plurality of providers; 

providing indicia of at least some of the identifiers to a 
plurality of merchants; 

receiving a communication of a first identifier associated 
with a first indicia from a specific one of the plurality 
of merchants; 

activating the first identifier associated with the first 
indicia; 

receiving a request from a customer to add the associated 
stored value to a customer account associated between 
a customer and the specific one of the plurality of 
providers, the request including the first identifier asso 
ciated with the first indicia, the customer having 
received the first indicia from the specific one of the 
plurality of merchants; and 

providing to the customer a provider identifier associated 
with the specific one of the plurality of providers, 
wherein the provider identifier is effective to add the 
associated Stored value to the customer account. 

12. The method of claim 11, wherein the stored value is 
redeemable for prepaid emergency road service. 

13. The method of claim 11, wherein the stored value is 
redeemable for film processing. 

14. The method of claim 11, wherein the stored value is 
redeemable for digital film processing. 

15. The method of claim 11, wherein the stored value is 
redeemable for dating service. 

16. The method of claim 11, wherein the stored value is 
redeemable for at least one of electrical, gas, and water 
service. 

17. The method of claim 11, wherein the stored value is 
redeemable for movie service. 

18. The method of claim 11, wherein the stored value is 
redeemable for at least one of bridge and road toll service. 

19. The method of claim 11, wherein the stored value is 
redeemable for food service. 

20. The method of claim 11, wherein the stored value is 
redeemable for at least one of legal, accounting, and tax 
service. 
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21. A computerized method for managing stored-value 

card data over a communications network between a plu 
rality of terminals and a central processor coupled to a 
database, each of said terminals being accessible to respec 
tive users and located in a respective location generally 
remote relative to the central processor, the stored-value 
card data configured to securely process stored-value cards 
transacted by respective users to enable charging at least one 
of prepaid services and products to a recipient of the 
transacted Stored-value card, the method comprising: 

storing in the database a plurality of records comprising 
stored-value card data for each stored-value card; 

processing a "setup' card assigned to that location 
through each terminal at that location to capture respec 
tive identifiers of each terminal; 

associating in each stored record the captured identifiers 
to uniquely match a respective stored-value card and a 
respective terminal; and 

transmitting a request of stored-value card activation to 
the central processor from a respective requesting ter 
minal, the central processor configured to accept said 
activation request based on whether the associated 
identifiers for the stored-value card to be activated 
match identifiers actually transmitted by the requesting 
terminal for that stored-value card and terminal. 

22. The method of claim 21, wherein the stored value card 
is redeemable for prepaid emergency road service. 

23. The method of claim 21, wherein the stored value card 
is redeemable for prepaid film processing. 

24. The method of claim 21, wherein the stored value card 
is redeemable for prepaid digital film processing. 

25. The method of claim 21, wherein the stored value card 
is redeemable for prepaid dating service. 

26. The method of claim 21, wherein the stored value card 
is redeemable for at least one of prepaid electrical, prepaid 
gas, and prepaid water service. 

27. The method of claim 21, wherein the stored value card 
is redeemable for prepaid movie service. 

28. The method of claim 21, wherein the stored value card 
is redeemable for at least one of prepaid bridge and prepaid 
road toll service. 

29. The method of claim 21, wherein the stored value card 
is redeemable for prepaid food service. 

30. The method of claim 21, wherein the stored value card 
is redeemable for at least one of prepaid legal, prepaid 
accounting, and prepaid tax service. 

31. A computerized method for managing stored-value 
card data over a communications network between a plu 
rality of terminals and a central processor, coupled to a 
database, each of said terminals being accessible to respec 
tive users and located in a respective location generally 
remote relative to the central processor, the stored-value 
card data configured to securely process stored value cards 
transacted by respective users to enable charging at least one 
of prepaid services and products to a recipient of the 
transacted Stored-value card, the method comprising: 

storing in the database a plurality of records comprising 
stored-value card data for each stored-value card; 

processing respective identifiers of each terminal; 
associating in each stored record the captured terminal 

identifiers to uniquely match a respective stored-value 
card and a respective terminal; and 

transmitting a request for Stored-value card activation to 
the central processor from a respective requesting ter 
minal, the central processor configured to accept said 
activation request based on whether the associated 
identifiers for the stored-value card to be activated 
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match identifiers actually transmitted by the requesting 
terminal for that stored-value card and terminal, 
wherein each stored-value card has a predefined value 
and is pre-associated with a single provider. 

32. The method of claim 31, wherein the stored value card 
is redeemable for prepaid emergency road service. 

33. The method of claim 31, wherein the stored value card 
is redeemable for prepaid film processing. 

34. The method of claim 31, wherein the stored value card 
is redeemable for prepaid digital film processing. 

35. The method of claim 31, wherein the stored value card 
is redeemable for prepaid dating service. 

36. The method of claim 31, wherein the stored value card 
is redeemable for at least one of prepaid electrical, prepaid 
gas, and prepaid water service. 

37. The method of claim 31, wherein the stored value card 
is redeemable for prepaid movie service. 

38. The method of claim 31, wherein the stored value card 
is redeemable for at least one of prepaid bridge and prepaid 
road toll service. 

39. The method of claim 31, wherein the stored value card 
is redeemable for prepaid food service. 

40. The method of claim 31, wherein the stored value card 
is redeemable for at least one of prepaid legal, prepaid 
accounting, and prepaid tax service. 

41. A computerized method for securely authorizing and 
distributing stored-value card data over a communications 
network, the method comprising: 

storing in a database a plurality of records comprising: 
stored-value card data for each stored-value card; and 
at least one of information identifying trusted sources 

uniquely matched to a stored-value card for making 
stored-value card processing requests and informa 
tion identifying trusted communications networks 
for carrying or transmitting stored-value card pro 
cessing requests, 

receiving a request for changing the status of the stored 
value card over a communications network from a 
requesting terminal; 

determining at least one of: 
whether the respective requesting terminal is a trusted 

Source of requests; and 
whether the communications network is a trusted com 

munications network for carrying or transmitting 
requests; and 

processing the request based on the determining step. 
42. The method of claim 41, wherein the stored value card 

is redeemable for prepaid emergency road service. 
43. The method of claim 41, wherein the stored value card 

is redeemable for prepaid film processing. 
44. The method of claim 41, wherein the stored value card 

is redeemable for prepaid digital film processing. 
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45. The method of claim 41, wherein the stored value card 

is redeemable for prepaid dating service. 
46. The method of claim 41, wherein the stored value card 

is redeemable for at least one of prepaid electrical, prepaid 
gas, and prepaid water service. 

47. The method of claim 41, wherein the stored value card 
is redeemable for prepaid movie service. 

48. The method of claim 41, wherein the stored value card 
is redeemable for at least one of prepaid bridge and prepaid 
road toll service. 

49. The method of claim 41, wherein the stored value card 
is redeemable for prepaid food service. 

50. The method of claim 41, wherein the stored value card 
is redeemable for at least one of prepaid legal, prepaid 
accounting, and prepaid tax service. 

51. A method for reconciling billing information, com 
prising: 

receiving at a central processor a request to process a 
current transaction coupled with a prior transaction 
identifier corresponding to a prior transaction, wherein 
the current transaction comprises processing a stored 
value card; 

in response to receiving the prior transaction identifier, 
determining whether the prior transaction is identical to 
a first transaction based on the prior transaction iden 
tifier and amending a first transaction record to indicate 
that the first transaction is a questionable transaction if 
the prior transaction is determined to be different from 
the first transaction. 

52. The method of claim 51, wherein the stored value card 
is redeemable for emergency road service. 

53. The method of claim 51, wherein the stored value card 
is redeemable for film processing. 

54. The method of claim 51, wherein the stored value card 
is redeemable for digital film processing. 

55. The method of claim 51, wherein the stored value card 
is redeemable for dating service. 

56. The method of claim 51, wherein the stored value card 
is redeemable for at least one of electrical, gas, and water 
service. 

57. The method of claim 51, wherein the stored value card 
is redeemable for movie service. 

58. The method of claim 51, wherein the stored value card 
is redeemable for at least one of bridge and road toll service. 

59. The method of claim 51, wherein the stored value card 
is redeemable for food service. 

60. The method of claim 51, wherein the stored value card 
is redeemable for at least one of legal, accounting, and tax 
service. 
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