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I. INTRODUCTION

Petitioner requests inter partes review (“IPR”) of claims 1-2, 4, and 6-10
(the “Challenged Claims™) of U.S. Pat. 9,460,037 (the “’037 patent,” EX1001).!

The *037 patent purports to solve the “problem” of connecting an upstream
USB host via a hub to a downstream USB product that may operate in either host
or device mode.? See EX1001, 3:18-45, 4:3-12. The Challenged Claims allegedly
solve this problem by adding two well-known components (viz., a “routing switch”
and “bridge”) to a standard USB hub. See id., claim 1. The purported novelty is
routing USB communications (1) through the bridge (for a host-to-host
connection) or (2) around the bridge (for a host-to-device connection), depending
on whether the downstream USB product is operating in host or device mode. Id.,
4:13-30. Combining Chang (EX1014) and Chang II (EX1015) renders the
Challenged Claims obvious.

In particular, Chang’s USB hub already added a bridge for host-to-host

communications. EX1014, Fig. 3.

! The other *037 patent claims are challenged in IPR2024-00558.
2 The *037 patent is written in the context of “dual-role” USB products, e.g., a

smartphone, that can operate as either host or device. See EX1001, 2:55-65.
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Indeed, dual-role products were well-known to POSITAs well before the 037
patent priority date. See EX1001, 2:51-59 (leading smartphone manufacturers
already “support[ed] both USB Host and USB Device roles” before 2013).
Castleberry expressly teaches that dedicated ports (like Chang) “add[ed] overhead
and increase[d] the cost associated with devices that are implemented with both
Host and Device functionality.” EX1025, 1:41-43. Accordingly, it would have
been obvious to a POSITA to apply Chang II’s teachings and the knowledge of a
POSITA (viz., dual-role port with bypass path) to Chang, rendering the Challenged
Claims obvious. Petitioner respectfully requests that the Board find the
Challenged Claims unpatentable.

II. REQUIREMENTS FOR INTER PARTES REVIEW

This Petition complies with all statutory requirements and 37 C.F.R.
§§42.101 et seq. and should be accorded a filing date pursuant to 37 C.F.R.
§42.106.

A. Certification

Petitioner certifies the 037 patent “is available for inter partes review and
that the petitioner is not barred or estopped from requesting an inter partes review
challenging the patent claims on the grounds identified in the petition.” 37 C.F.R.

§42.104(a).



B. Identification of Challenges and Requested Relief
Under 37 C.F.R. §§42.104(b) and 42.22, Petitioner requests that the Board

institute IPR on the Challenged Claims and cancel them as unpatentable. The prior

art references combined to form the Grounds are:

Exhibit Reference Prior Art
1014 U.S. Pub. 2006/0206650 (“Chang”)? Post-AIA §102(a)(2)
1015 U.S. Pub. 2009/0268743 (“Chang II"’)* Post-AIA §102(a)(2)
1029 U.S. Pat. 8,447,598 (“Chutorash”) Post-AIA §102(a)(2)

The asserted Grounds are:

Ground Claim(s) Basis for Unpatentability

1-2, 4, and 6- | Obviousness over Chang in view of Chang II and
10 POSITA Knowledge

3 Chang was filed August 16, 2005 and published September 14, 2006. EX1014.

* Chang II was filed May 22, 2008 and published October 29, 2009. EX1015. The
inventors on Chang II (Chi-Tung Chang) and Chang (Ming-Te Chang) are
different.

> Chutorash was filed January 14, 2011 and claims priority through various

continuation applications and a provisional application to December 5, 2007.

EX1029.




Ground Claim(s) Basis for Unpatentability

1-2, 4, and 6- | Obviousness over Chang in view of Chang II,
10 Chutorash, and POSITA Knowledge

This Petition is supported by the Expert Declaration of Eric Welch
(“Welch,” EX1013).

III. TECHNOLOGY BACKGROUND

A. USB Basics

The *037 patent provides its disclosures against the backdrop of Universal
Serial Bus (“USB”) standards and related products. See EX1001, 1:14-3:45. USB
products were ubiquitous many years before the 037 patent’s priority date, and a
POSITA would have been intimately familiar with USB standards (infra §1V.C)
promulgated by the USB Implementers Forum, Inc. (“USB-IF’). Among others,
these included Universal Serial Bus Specification, Revision 2.0 (“USB 2.0
Specification,” EX1018) published in April, 2000 and Universal Serial Bus 3.0
Specification, Revision 1.0 published in November, 2008 (“USB 3.0
Specification,” EX1023). The USB 3.0 Specification adds higher speeds, but “has
similar architectural components as USB 2.0.” EX1023, §3.1; see also id., §3
(“USB 3.0 ... provides backward compatibility with USB 2.0.”). The USB
industry standards contain several background concepts relevant here. Welch,

1950-54.



1. Hosts and Devices

The USB specifications set forth two USB product® roles: “host” and
“device.” Welch, 455; see also EX1018, §4.9 (USB Host) and §5.2.2 (USB
Devices). The USB architecture “connects USB devices with the USB host.” Id.,
§4.1.1. The USB specifications employ a master/slave architecture, where the
“host” (master) commands a “device” (which acts as slave). Welch, 455-58, 62-
63; see also EX1025, 1:17-20. “The USB interconnect supports data traffic
between a host and a USB device.” EX1018, 303. When first published, the USB
2.0 Specification contemplated “only one host in any USB system.” Id., §4.1.1.1.
In the simplest configuration, one USB host (e.g., personal computer) connected to

one USB device (e.g., keyboard), as shown below. I1d., Fig. 5-1.

USB Host USB Device

Figure 5-1. Simple USB Host/Device View

6 Some literature uses the term “device” generically, referring to products that may
operate as device or host. For clarity, this Petition only uses “device” to refer to

USB products operating in device mode.



Well before 2013, other USB configurations (with additional devices and/or hosts)
were both possible and well-known. See infra §II1.A.2 (hubs) and §II1.C (bridges).

2. USB Hubs

Systems with multiple USB devices have long been known. See EX1018,
Chapter 11 (“Hub Specification). A USB “hub” “provides additional connections
to the USB.” Id., 34. The hub’s attachment points are called “ports.” Id., 36.
“The upstream port of a hub connects the hub towards the host,” as shown in the
“typical hub” below. Id., 50-51. The remaining hub ports are “downstream” ports

for connecting USB products. /d.

/1 /1 ./

Port Port Port
#1 #2 #3

Upst Port ]
Bz HUB %

Port Port Port
\_  #7 #6 _ #5 J
1 1 1 5 1 ||

Figure 4-3. A Typical Hub

“In the downstream direction, hubs operate in a broadcast mode,” with
upstream host communications sent to all enabled downstream devices. EX1018,
327; see also id., 33, 38. USB 2.0 Specification Fig. 11-2 (below) shows both

“downstream” (left) and “upstream” (right) communications.
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A hub enables an upstream host (e.g., PC) to simultaneously connect to multiple
downstream devices (e.g., keyboard, mouse, etc.). Welch, §965-68.

B. Dual-Role Products

“When the USB standard was developed, it was assumed that the Host and
Device functions were separate and permanent, meaning that a Host unit could
never function as a Device unit and vice versa.” EX1025, 1:21-24. However, it
was quickly recognized that certain products may sometimes act as host and other
times as device. Welch, q969-73; EX1016, Abstract (discussing “dual-role devices
(OTG devices)”); EX1032, [0007] (discussing “dual-role peripheral devices” such
as “dual-role USB printer”), [0052] (“dual-role USB Digital Versatile Disc (DVD)
read/write drive, among others.”), and [0102]; EX1033, [0040]. Thus, “the USB
standard [added] the possibility of a unit that can function in either Host or Device

mode.” EX1025, 1:25-27. The USB-IF standardized this functionality in On-The-

_8-



Go and Embedded Host Supplement to the USB Revision 2.0 Specification (“OTG
Supplement,” EX1022) in December, 2001. See EX1022, §1.1.

Initially called “Dual Role Device[s],” such products were later renamed
“On-The-Go [OTG] Device[s].” EX1022, Revision History, 2 (replacing “Dual
Role Device” with “On-The-Go Device.”). By 2009, the OTG Supplement
provided for “[d]ynamic role swaps during active connections.” Id.; see also id.,
§1.1. However, neither the OTG Supplement nor the USB 3.0 Specification
changed the single-host architecture of USB. See EX1023, §3.1 (“The baseline
structural topology ... consists of ... a single host.”). In simple terms, with OTG,
one product operates as host and another as device (while the products could
“swap” modes, there was always just a host-to-device connection). Welch, 4959,
69-73. In contrast, the *037 patent’s upstream host always operates as host
regardless of whether the downstream product operates as host or device. See
SIV.A.

1. Host/Device Detection

Naturally, the proliferation of dual-role products was accompanied by a
proliferation of dual-role ports, because dedicated ports “add[ed] overhead and
increase[d] the cost associated with devices that are implemented with both Host
and Device functionality.” EX1025, 1:41-43. Various prior art approaches have

been used to detect host/device status. Welch, 4474-87. For example, POSITAs



were well aware prior to 2013 of measuring the data line pull-up/pull-down
resistance values specified in the USB Specifications (e.g., using a voltage divider)
to determine the host/device status of connected products. Id., §475-78 (discussing
termination resistance requirements in USB 2.0 Specification, Chapter 7); see also,
e.g., EX1032, [0005] (explaining use of data line for host/device detection);
EX1025, 7:30-52 (describing various “suitable way[s]” to detect downstream USB
products).

It was also well-known to POSITAs by 2013 that, in OTG implementations,
the physical connector and “ID Pin” could be used to ascertain host/device status.
See EX1022, §3.1.1, §4.2.4; Welch, 981.

2. Routing Switches

Various switches, multiplexers, and the like have existed for many decades.
See, e.g., EX1040 (describing “switch controller”). Such components connect
particular input and output ports, typically for signal routing purposes. Welch,
988. For example, the well-known 2:1 multiplexing switch, shown below, enables

connecting either signal “a” or “b” to signal “z” via the “sel” (select) control

signal. Id., 989.

-10-



sel=0 sel=1

Commercial USB multiplexers were likewise well-known. See EX1059;
EX1060; EX1068; Welch, 9990-91. Where multiple input and multiple output
ports exist, the well-known crossbar switch can route any input to any output. See,
e.g., EX1040, 4:39-5:29; Welch, 991-92. An exemplary 3x2 crossbar switch

(without control logic/signals shown) is illustrated below. Id., §191-94.

3x2 Crossbar Switch
Note that crossbar switches are often built from multiplexers. See, e.g., EX1041,

1:31-36 (showing “multiplexer implementation of the crossbar switch.”); Welch,

-11-



1992-94. Of course, multiplexers and crossbars come in many shapes and sizes
with different numbers of input/output ports. EX1059; see also, e.g., EX1063
(MAX4989 commercial 2x4 USB crosspoint switch from Maxim Integrated
Products). Multiplexers, crossbars, and related signal routing circuits were basic,
easy-to-use electronic building blocks well-known to POSITAs before 2013. Id.;
see also EX1041, 1:20-36 (crossbar switch); EX1055, 284-288; Welch, 988-96.

C. Host-to-Host Bridges

It was sometimes desirable to connect two USB hosts, e.g., connecting two
PCs (each a USB host) to share/transfer files. See, e.g., EX1034, 5:56-59;
EX1035; Welch, 497. While the USB 2.0 Specification did not expressly describe
host-to-host connections, such connections could still comply with the USB 2.0
Specification. See, e.g., EX1034, 7:7-11 (“USB specification revision 2.0
compliant,”); EX1035 (“Full compliance with the USB Specification v2.0);
EX1037 (“USB Specification revision 2.0 Compliant”). The mechanism creating a
host-to-host connection was often called a “bridge,”” and prior to 2013 USB host-
to-host bridges were very well-known to POSITAs. See, e.g., EX1034 (filed in

2004), Abstract (“transferring information between two hosts™); EX1035 (2002

" The term “bridge” is descriptive—similar to a bridge connecting two riverbanks,

a USB “bridge” connects two hosts.

-12-



product brochure) (“USB Host-to-Host Bridge Controller”); EX1038, 1:38-40
(discussing “USB bridge” circa 2003); EX1031 (commercial prior art bridge);
EX1036 (same); EX1037 (same); EX1039, [0004] (connecting hosts through
“USB bridge”); EX1015, [0002] (same). Indeed, in 2005, USB bridges were so
well-known that Chang called them “prior art” which need “not [be] described in
detail.” EX1014, [0020]; Welch, 998-99.

D. Automotive USB Applications

The *037 patent describes prior art USB deployments in automobiles.
EX1001, 1:44-2:38. Indeed, while USB technology originated with the
proliferation of personal computers in the 1990s, USB technology is not limited to
any particular device type or environment. Welch, §100. As the USB 3.0
Specification stated in 2008, “USB is the most successful PC peripheral
interconnect ever defined and it has migrated heavily into the [consumer
electronics] and Mobile segments.” EX1023, §1.1. And “USB has gone beyond
just being a way to connect peripherals to PCs,” with devices like PDAs and

smartphones acting as hosts. Id. More generally, by 2008, the USB protocol was
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even “being picked up and used in many nontraditional applications.”® Id.

USB automotive applications were well-known’ and a natural fit for USB
technology for at least two reasons. Welch, §101. First, by 2013, many vehicles
included USB-compatible embedded host computers (similar to PCs in many
respects) in the form of computerized control and infotainment systems. See, e.g.,
EX1029, Figs. 1, 3, and 27-30; 1:20-5, 14:40-53, and 27:4-55. Second, numerous
portable consumer products (like GPS/navigation, smartphones, and media
players) with USB ports had entered the market. /d.

Indeed, by 2002, USB hubs were already used in automobile entertainment
systems. See EX1016, Abstract and Fig. 1 (describing a “Dual-Role Compatible
USB Hub” for “vehicle entertainment systems™). A 2006 article titled “USB in
Automotive: No Longer Just For PCs” explained that because “the car has become
a PC on wheels” and “consumer electronics are PC depend[e]nt,” employing USB
in the automobile will avoid “reinvent[ing] the wheel.” EX1049, 1. The article

states that USB hosts can be located in “either the portable consumer device or the

$ By 2013, USB products included mice, keyboards, printers, scanners, PDAs,
mobile phones, headsets, speakers, thumb drives, hard drives, fans, GPS, CD/DVD
drives, camcorders, and many others. Welch, 4100.

? The *037 patent essentially admits this. EX1001, 1:44-45.
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infotainment system.” /d.

U.S. Pat. 8,447,598 (“Chutorash,” EX1029) (discussed infra) provides
another automotive USB example. Chutorash discloses a “vehicle control system
106 (e.g., media system ...)” shown in Figs. 1 and 3 below, viz., an infotainment
system. EX1029, 5:31-33. Chutorash’s vehicle control system includes “a USB
connector or interface 2728, 2744 that is “within vehicle 100” for connecting
“mobile phone 2734,” “PDA 2746,” “media player 2752, etc. to an “embedded

host.” Id., 27:4-28; see also Fig. 27.

Such vehicle deployments were “scalab[e]” and “straight forward and easy

to implement.” EX1050, 19; Welch, §9102-104.
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IV. THE 037 PATENT

The *037 patent (EX1001) is titled “Flexible Mobile Device Connectivity to
Automotive Systems with USB Hubs” and claims priority through a provisional
application to September 26, 2013, making it a post-AIA patent. The 037 patent
contains seventeen claims.

A. Patent Summary

The *037 patent “BACKGROUND” (including Figs. 1-3) reprises the roles
of USB hosts, devices, and hubs, largely as described in the USB 2.0 Specification.
For example, the 037 patent explains that USB employs an architecture that
connects a “USB Host or master” with “a USB Device or slave.” EX1001, 1:32-
38. The ’037 patent further states that additional USB ports are provided by “USB
Hubs” which “allow a single USB Host to connect to multiple USB Devices.” Id.,
1:65-2:1.

Similarly, the *037 patent discusses the OTG Supplement, which provides
“dual-role” functionality, where USB products can “act as either USB Host or USB
Device.” EX1001, 3:17-23. Concerning smartphones in particular, the *037
specification states it is “not surprising” that “thinking has shifted towards viewing
smart phones as the USB Host” because “this is exactly how laptops and PCs work

today.” 1d., 2:62-66.
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Against this backdrop, the 037 patent observes that traditional “USB Hubs
do not support OTG” and cannot support a downstream host (viz., a smartphone
cannot be host). EX1001, 3:28-29. The *037 patent further rejects using “custom
USB hubs” that support OTG because swapping host/device roles disconnects “all
other downstream ports of the USB Hub[].” Id., 3:46-67.

Fig. 4 illustrates the *037 patent’s purported novel solution, viz., adding two
components (routing switch and host-to-host bridge) to a traditional USB hub.

See, e.g., EX1001, 5:21-24; 5:46-6:63. The bridge enables host-to-host
communications through the hub. /d., 6:5-10. And because consumer products
may be dual-role, the switch enables bypassing the bridge based on the operating
mode of the downstream product. Id., 6:5-13. This allows dual-role downstream
smartphones to connect as device or host to the embedded upstream host.!° See,
e.g., id. When the downstream consumer product “act[s] as USB Host, the USB
Bridge processes the USB packets from the consumer port ... thereby rendering
the consumer device compatible with the vehicle’s embedded USB Host.” 1d., 6:5-
10. When the downstream product “act[s] as USB Device, ... the switching device
provides the USB signaling directly to the USB Hub, bypassing the Bridge.” 1d.,

6:10-13. These two operational modes are illustrated in annotated versions of Fig.

10 The “Head Unit” refers to an upstream host in a vehicle. See EX1001, 5:53-58.
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4 below, with colored lines indicating the signal paths taken based on the

smartphone mode (i.e., the purple lines show a device-host connection and red

lines show host-to-host).
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Fig. 5 is an alternate embodiment with a similar architecture, the primary
difference being that the “USB routing/switching logic and a USB Bridge are
integrated with a USB Hub in a combination USB Hub/Bridge Integrated Circuit
(IC).” EX1001, 5:25-29; see also id., 7:11-17. Figs. 6-7 provide additional details
regarding Fig. 5. Id., 5:30-33 and 7:18-8:38. Fig. 8 shows “a Head Unit Software
Architecture.” Id., 5:34-35 and 8:39-9:9.

Lastly, the 037 patent does not disclaim using downstream dual-role OTG
products. Rather, the 037 patent only states that the upstream “embedded USB
host” lacks “[OTG] capability.” EX1001, 1:14-23.

B. File History

The *037 patent application was rejected over two primary references: Kellzi
(U.S. Pub. 2007/0156293, EX1046) and Bohm *759 (U.S. Pub. 2006/0227759,
EX1042). See generally EX1002.

The Examiner issued an anticipation rejection over Kellzi. EX1002, 76. In
response, Applicant amended the claims to require a bridge (located between the
hub and downstream port) for establishing host-to-host communications with the
upstream host. Id., 98. Applicant also argued various distinctions related to
Kellzi’s OTG implementation which:

e Jacked an “embedded host”;

e lacked a host-to-host connection; and
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¢ had limited connection and port swapping capabilities when “an
intervening hub” is present.

See id., 104-108.

Next, the Examiner issued anticipation and obviousness rejections based on
Bohm °759. EX1002, 115. Applicant argued the Examiner’s reading of Bohm
’759 was “not logical,” because components such as Hub Controller 203 (the
alleged bridge shown in yellow below) could not be inside the hub and “separate

elements ... interconnected to the [hub].” Id., 163.
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EX1042, Fig. 3 (annotated).

An Examiner Interview, Examiner Amendment, and Notice of Allowance
followed. EX1002, 185-197. Two amendments are notable here. Welch, 49130-

131. First, with Applicant’s consent, Examiner amended claim 1 to require the hub
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to “connect the embedded USB Host system to a second USB Host” (i.e., create a
host-to-host connection instead of a host-to-device connection like Bohm °759).
EX1002, 190-191; see also EX1042, [0038].

Second, the Examiner amended claim 1 to require “broadcast[ing] data from
the embedded USB Host system to each USB Port in the plurality of USB Ports.”
EX1002, 190-191. This distinguished Bohm °759 Figs. 4a-b because each
upstream host broadcasted to different downstream ports, as shown in annotated

Fig. 4a below. See EX1042, Figs. 4a-b, [0040]-[0042].
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FIG. 4a

The *037 patent is the first in a 6-patent family. Petitioner summarizes the
related file histories to show that this Petition’s Grounds and arguments are not

cumulative to the Examiner’s. Welch, 49124-147. Section VIII.B addresses

§325(d) in more detail.

21-



U.S. Pat. 9.619.420

The *420 patent file history is quite short. There were no prior art rejections,
and the claims issued following an Examiner Interview and Examiner Amendment.
See EX1004, 147-156. The stated reason for allowance was that the prior art does
not teach “a peripheral device to communicate with a USB hub bi-directionally in a
first mode and to communicate with the hub only uni-directionally in a second
mode wherein the device is only able to respond, and wherein a respective path
between the device and host is taken for each mode.” Id., 154-155.

U.S. Pat. 9,645.962

There were no prior art rejections. See EX1006.

U.S. Pat. 10,545.899

The *899 patent application was rejected over Wright. EX1008, 401.
Applicant amended claim 1 to require (among other things) “a USB bridge
interconnected to the USB hub, and a USB routing switch interconnected to the
USB bridge, the USB hub, and the second USB port.” Id., 454. Applicant argued
that Wright lacked a bridge, and traversed Examiner’s assertion that “hub logic 38”
is a bridge, because “hub logic 38” is a conventional hub. Id., 460.

The Examiner again rejected the claims based on Wright, asserting that
Wright discloses a bridge “because hub logic 38 of Wright performs the same

claimed bypass function as claimed ‘USB bridge’ .... If claimed ‘USB bridge’is a
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specific ‘bridge’, the specifics have to be recited.” EX1008, 466 (emphasis in

original).

Applicant then made significant claim amendments, including reciting that
the bridge connects two hosts (EX1008, 488), and argued Wright does not disclose
“a USB bridge interconnected to the USB hub and configured to connect the USB
host to a second USB host” (id., 493).

In an Examiner Interview, Applicant “described the invention as a hub to
dynamically switch a device connection between USB Device mode and USB host
mode when desired.” EX1008, 498. The Examiner then issued a Notice of
Allowance, noting that the prior art does not disclose the claim language. Id., 523.

U.S. Pat. 11.176.072

The *072 patent application was filed with 11 claims, but only claim 1
ultimately issued. EX1010, 372-373, 274. Thus, this summary focuses on claim 1.
The Examiner rejected claim 1 as anticipated by Wright and objected
because the “mode change” language was unclear. EX1010, 274-281. Applicant

substantially amended claim 1 (similar to its current form) in a Supplemental
Amendment and Response to expressly recite “host” and “device” modes (where
device mode signals “bypass[ed] the USB Bridge™). I1d., 352.

Applicant argued the amendments obviated the objection. EX1010, 355.

Applicant traversed the anticipation rejection that mapped Wright’s “multiplexer
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36” to the claimed bridge and “hub logic 38 to the claimed USB hub. /d., 356.

These elements are shown below in Wright Fig. 5:
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EX1047, Fig. 5 (annotated).

Applicant argued two distinctions over Wright: (1) Wright’s alleged host-to-
host communications (between hosts 31A and 31B) bypassed the hub entirely; and
(2) Wright’s host-to-device communications passed through the alleged bridge
instead of bypassing it. EX1010, 356. The Examiner allowed the claims following

an Examiner Interview and minor clarifying amendments. /d., 371-376.
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The Reasons for Allowance are generic. EX1010, 372-373. Unlike this
Petition’s Ground, however, Wright’s alleged host-to-host communication
bypassed the hub and the host-to-device communication passed through the alleged
bridge. Note that Wright does not disclose a host-to-host connection at all. This is
evident, for example, from the fact that the alleged bridge is merely a multiplexer.
Welch, §143. For at least these reasons, this Petition’s Ground does not present

similar art to Wright, nor raise similar prosecution arguments.

U.S. Pat. 11,681,643

The Examiner issued another rejection over Wright, contending Wright’s
“mux 36” was the claimed hub and “connection 74” (i.e., the wire between mux 36
and mux 72B) was the claimed USB bridge. EX1012, 67. Applicant traversed this
rejection. See id., 89 (“[M]ultiplexer 36 of Wright cannot be fairly characterized
as a USB hub.”). Following an Examiner Interview and Examiner Amendment,
the claims were allowed. I1d., 102.

The Applicant filed an RCE and IDS that included, among other references,
Chang II. EX1012, 175, 180. Following another Examiner Interview, Examiner
Amendment, and Notice of Allowance, the *643 patent issued. /d., 197, 208.

C. Level of Ordinary SKkill in the Art

The *037 patent pertains generally to the field of USB connectivity (e.g.,

USB systems/architectures/communications), though other technical fields may be
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relevant. See EX1001, 1:14-17. A POSITA at the time of the alleged invention
would have been well-versed in USB standards (including the USB 2.0 and 3.0
Specifications and the OTG Supplement) and the design/deployment of USB hosts,
USB devices, and USB hubs, including suitable environments for USB systems. A
POSITA would also have had a working understanding of network/communication
architectures (e.g., master/slave) and components (e.g., host-to-host bridges),
computer hardware and peripherals, computer programming, and the
design/implementation of communication software/firmware/drivers in standard
operating systems (e.g., Windows and Linux) and embedded systems. Welch,
1945-49.

A POSITA would have had at least a four-year degree in electrical
engineering, computer engineering, computer science, or a related field and
substantial experience (e.g., several years) designing USB systems, including USB
hosts, USB hubs, and USB devices. A relevant advanced degree may substitute for
some work experience. Welch, 9945-49. Similarly, relevant work experience may
substitute for formal education. 7d.

V. CLAIM INTERPRETATION

Petitioner submits there is one threshold claim construction issue—viz.,
whether *037 patent claim 1 is indefinite or whether it should be revised as Aptiv

proposes. See Intel Corp. v. Qualcomm Inc., 21 F.4th 801, 812-14 (Fed. Cir.
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2021). Petitioner argues in district court that claim 1 is indefinite. See EX1077,
13-20; EX1075, 5-9. But if the district court adopts Aptiv’s proposed
interpretation of claim 1 (EX1076, 11-15; EX1072, 339), the PTAB should analyze
patentability under the district court’s claim construction. The Markman hearing is
scheduled for June 21, 2024. Aptiv Technologies AG v. Microchip Technology
Inc., Case No. 1:23-cv-00307-JDW, Dkt. 138 (D. Del., March 20, 2023). The
Board should have the benefit of the district court’s construction before deciding
institution.

While the Board is not bound by district court claim constructions, the Board
considers such constructions and often applies them. See Western Digital Corp. v.
Spex Techs., Inc., IPR2018-00082, Paper 11 (Institution Decision) at 13-16
(adopting district court construction); 37 C.F.R. §100(b). If the district court
adopts Aptiv’s construction, Petitioner requests the Board institute under the
district court’s claim construction and find the Challenged Claims unpatentable.

Petitioner previously filed three IPRs and one PGR on related patents in the
same patent family (IPR2024-00228, IPR2024-00229, IPR2024-00230, and
PGR2024-00011, collectively the “Wave 1 Petitions”). Petitioner now files four
IPRs (IPR2024-00494, IPR2024-00558, IPR2024-00495, and IPR2024-00496) on

the remaining patents and claims (i.e., U.S. Pat. 9,460,037 (all claims), 9,619,420
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(claims 13-14 and 18-20), and 10,545,899 (all claims), collectively the “Wave 2
Petitions™).

The reason for two waves of petitions is Aptiv’s belated attempt in co-
pending district court litigation to revise the Wave 2 claims to save them from
indefiniteness and/or to cover the accused products. Aptiv’s claim interpretations
first came to light in its supplemental infringement contentions served November
8,2023. See EX1072, 118, 125, 186, 339, 408-409, 430. Under Aptiv’s
interpretations, the Wave 2 claims are all unpatentable over the Wave 1 prior art

and arguments.

A. Indefiniteness (Claim 1)

Claim 1 recites “a USB Hub having a plurality of USB Ports.” EX1001, cl.
1. In the district court, Petitioner argues that this limitation cannot be squared with
claim elements 1[d], [e], and [f] which require particular connections between the
USB hub, ports, bridge, and routing switch. See EX1077, 13-20; see also EX1075,
5-9.

If the claims are not indefinite, it is because the claimed “USB Hub” (shown
in blue below in Fig. 4 of the *037 patent) is deemed to “ha[ve]” a plurality
downstream consumer facing USB ports (circled in red), even though the ports are

not actually part of the “USB Hub.”
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Figure 4
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EX1007, Fig. 4 (annotated).

Aptiv contends the USB “ha[s]” USB ports (viz., consumer facing ports)
“whether those ports are part of the hub or not.” EX1076, 14; see also id., 13
(“The USB hub ‘has’ (i.e., possesses) ... the consumer facing ports.”). As
explicitly stated in Aptiv’s infringement contentions, a USB hub “ha[s]” USB ports

if the hub is merely “interconnected to” the ports.

Chart of Infringement of U.S. Patent No0.9,460,037, Exhibit C

[1.2] A USB Hub having[inter- | Microchip makes and/or uses a system that practices this element
connected to]! a plurality | literally and/or under the doctrine of equivalents (including through
of USB Ports and inter- testing of the Microchip Accused Products); actively induces module
connected to the makers, car manufacturers, and/or their customers to make, use,
embedded USB Host offer to sell, sell, and/or import into the United States systems
system practicing this element literally and/or under the doctrine of

sunouudmcr clalm lanomoe and patent spemﬁmtlon that claim 1 should read mstead ‘a USB hub inter-connected to
a pluralitv of USB Ports.”

EX1072, 339.

Regardless of the phrasing, Aptiv’s position is that downstream consumer

ports satisfy the claim and render it not indefinite. Petitioner demonstrates
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unpatentability of the Challenged Claims under this construction.!! See Western
Digital Corp. v. Spex Techs., Inc., IPR2018-00082, Paper 11 (Institution Decision)
at 9-14 (“Petitioner’s statement that its Petition ‘is based on the claim constructions
urged by Patent Owner’ in related District Court litigation [] suffices to identify
claim constructions Petitioner is adopting for purposes of the requested review in
compliance with §104(b)(3).”); see also id. (instituting IPR where district court
rejected Petitioner’s construction). Petitioner does not contend the Grounds herein
render the Challenged Claims unpatentable if they are indefinite.

B. “Embedded USB Host”

Claim 1 recites “an embedded [USB] Host system.” The parties stipulated
in the underlying district court action that “embedded [USB] Host” means “USB
host physically embedded in a vehicle.” EX1075, 2. Petitioner applies this

construction here.

' For ease of analysis, Petitioner uses Aptiv’s “interconnected to” language since
that phrase is used elsewhere in the claims, but the results are the same if

“possessing” was used instead.
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VI. THE PRIOR ART"

A. Chang Summary

Chang is titled “Hub with a Host-to-Host Transmission Function” where
“host-to-host transmission” is accomplished via “a bridge connected between the
host port and hub control unit for the first and second hosts to communicate.”
EX1014, [0005] (emphasis added); Welch, 9148-152. Chang recognizes that,
even in 2005, “host-to-host transmission mechanism [viz., USB bridge] is a prior
art,” and “is not described in detail.” EX1014, [0020]; see also id., [0022]
(referring to “conventional bridge™); [0020] (exemplary commercial chip).

Chang Fig. 3 (shown below) “shows a hub 40 [], which has, as a
conventional hub, an uplink port 42 for being linked to a host, several downlink
ports 44 for being linked to devices, and a hub control unit 46 for establishing
several transmission paths 48 between the uplink port 42 and downlink ports 44.”
EX1014, [0019]. Chang further explains, however, that hub 40 includes “host port
50 for being linked to a host, and a bridge 52 connected between the hub control
unit 46 and host port 50 where “[t]he bridge 52 provides a function for host-to-

host communications.” Id., [0020].

12 Section II.B establishes each reference is prior art.
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Like any traditional hub, the uplink port “link[s] to a host” and “several
transmission paths may be established” to “communicate with each downlink
port.” EX1014, [0018].

Chang further teaches its “invention can be implemented merely by
integrating or adding a bridge to a USB hub, and thus does not require too many
modifications on the current hub control unit. Therefore, the derived cost is
relatively low, while a multi-functional USB hub with a host-to-host transmission
function is obtained.” EX1014, [0024]. Additionally, Chang teaches the bridge
may be a discrete component (see Fig. 3) or integrated with other hub circuity (see

id., [0022]).
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B. Chang Il Summary

Chang II is titled “Data Transmission Bridge Device and Control Chip
Thereof for Transmitting Data.” Chang II discloses “a data transmission bridge
device and control chip thereof for transmitting data that adopts USB specification,
and can utilize switching to bridge between two host devices for transmitting data.”
EX1015, [0002]; see generally Welch, §9153-168.

Unlike Chang’s dedicated host/device ports, Chang II discloses a single port
that accepts a “Second Host Device” or “Slave Device,” as Fig. 1 shows below.
See EX1015, [0030] (discussing “dual connector type design™); see also id., [0012]

(“second connection interface is for connecting to a second host device or a slave

device.”).!3

13 A POSITA would have understood (and certainly found it obvious) that
connecting dual-role products was within Chang II’s disclosure. Welch, 94157,

69-73.
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The “data transmission bridge device ... automatically detect[s] the connecting
device type and accordingly switch[es] between different transmission paths,”
which supports “data transfer between a host device and a slave device” and
“between two host devices.” Id., [0011].

Fig. 5 below is “a schematic diagram for a control chip [13] of a data
transmission bridge device ... which includes: a first USB controller 131, a second
USB controller 132, a bypass circuit unit 133, a detection unit 134, a central
processing unit (CPU) 135, and a buffer unit 136.” EX1015, [0034] (emphasis

added).
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FIG. 5

The fundamental concepts of (1) host/device detection and (2) selecting
between two transmission paths (for host-to-host or host-to-device communication)
are repeated throughout Chang II. See, e.g., EX1015, [0024], [0046]
(“automatically detect[s] the type of connected device to switch between the proper
transmission path”).

Host/Device Detection. Highlighted Fig. 5 above shows “Detection Unit
134.” Paragraphs [0038]-[0040] describe operational details of detection unit 134,
and Fig. 6 is an exemplary host/device detection algorithm. More generally,
Chang II explains that “[f]or those skilled in the art of USB devices it is common
knowledge” to use an “inquire signal” to detect host/device status of a connected
USB product. EX1015, [0025]-[0027]. A POSITA would have understood this
involves detecting the presence/values of resistors discussed supra §III.B.1.
Welch, 159. In summary, Chang Il explains that “detection unit 134 ... will

automatically operate to switch between [states] ... to determine the type of device
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currently connected.” EX1015, [0038]; see also id., [0028]. This allows the
control chip to “switch to the bridge transmission path or the bypass path.” Id.,
[0024].

Switching Between Two Transmission Paths. Chang Il discloses “two
different transmission paths, so that by automatically detecting the type of device
connected (host or slave) the present invention can switch to the proper
transmission path, thus not only can host-slave operation between the host device
and the slave device be supported, but direct bridging between two host device[s]
for data transfer.” EX1015, [0021] (emphasis added).

The “two transmission paths™ are (1) “bridge transmission path” and (2)
“bypass path” shown in annotated Figs. 1 and 5 below. EX1015, [0024]. As
shown by the red annotation below, the “first path is the bridge transmission path
which spans first connection interface 11, first USB controller 131, buffer unit 136,

second USB controller 132, and second connection interface 12.” Id., [0023].
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As shown by the purple annotation below, “[t]he second path is the bypass
path which spans first connection interface 11, first USB controller 131, bypass
circuit unit 133, and second connection interface 12.” EX1015, [0023]. “[T]he
bypass circuit unit will directly connect the first USB controller and the second
connection interface, [] to provide host-slave operation.” Id., [0013]; see also id.,

[0037] (describing “direct connection between the first USB controller 131 and the
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second connection interface 12”).
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Notably, host-to-device mode acts “similar[ly] to the commonly known USB
HUB function.” EX1015, [0027]; see also id., [0040] (“the control chip 13 at this
time functions like a USB Hub chip”) (emphasis added).

To choose between transmission paths, CPU 135 controls a switching

function: “the detection signal will be received by the CPU, and the CPU will
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accordingly control the second USB controller (host-to-host data transfer) or the
bypass circuit unit (host-to-slave data transfer) for the appropriate operation.”
EX1015, [0013]; see also id., [0023], [0038]-[0040]. A POSITA would have
understood this functionality to be implemented by some type of switch, mux, or
crossbar. Welch, 4165.

13

To recap, Chang II’s “main feature is the provision of two different
transmission paths, so that by automatically detecting the type of device connected

(host or slave) the present invention can switch to the proper transmission path.”
EX1015, [0021].
* ok

Chang II’s bridge may be built into a cable (EX1015, Fig. 3) or “directly
within a first host device” like a laptop (id., [0031]). In view of this disclosure, a
POSITA would have understood (or at least found it obvious) that the bridge may
form part of a USB hub module or work in conjunction with a hub. Id., [0027],
[0040]; Welch, q167.

C. Chutorash Summary

The Chutorash reference (EX1029) is discussed infra §VIL.B.1.
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VII. THE CHALLENGED CLAIMS ARE UNPATENTABLE

A.  Ground 1 (Claims 1-17): Chang in view of Chang II and POSITA
Knowledge

1. Motivation to Combine

As §VI.A demonstrates, Chang discloses a hub with dedicated downstream
device ports (for host-device connections) and a dedicated downstream host port
(for a host-host connection through a bridge). It would have been obvious to
modify Chang in view of Chang II and a POSITA’s knowledge to include dual-role
port(s) and a switch to route the ports to the appropriate transmission path. Welch,
19175-202.

Chang was filed in 2005. As the 037 patent admits, consumer products
(e.g., smartphones and other mobile device) with dual-role USB capabilities were
gaining popularity before the 2013 priority date. EX1001, 2:37-3:3; see also
Welch, §176; §II1.B. The *037 patent further admits automobile manufacturers
were “motivated to adapt to this changing technology,” i.e., use of dual-role ports
to support products dynamically switching between host/device modes. EX1001,
3:4-67. Indeed, the USB-IF promulgated the OTG Supplement beginning in 2001
for this very purpose. See supra §II1.B. This is common sense: it would be
impractical, and inconvenient at best, to require consumers to understand when to
switch connections between dedicated host- and device-ports when using a dual-

role product (especially when driving). Welch, 177. It goes without saying that
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dedicated ports have “a disadvantage in that it requires multiple connectors,
multiple ASIC pins and the like,” which add “overhead” and “increase[s] the
costs.” EX1025, 1:36-43. Accordingly, a POSITA would have been motivated to
combine Chang’s dedicated device- and host-ports to create one or more dual-role
ports. Welch, 4177.

In addition, modifying Chang to include dual-role ports would further its
express goal of “easily establishing a connection between a computer and another
computer.” EX1014, [0003]. Chang illustrates an upstream host PC 20 connected
to downstream host PC 70—but uses a dedicated downstream host port. Id.,
[0002], [0020], [0023], Figs. 3-4. As the *037 patent admits, however, prior art
smartphones dynamically operated as either device or host, with host operation
resulting from the fact that smartphones had effectively become personal
computers. EX1001, 2:37-46; see also id., 2:59-66. Accordingly, a POSITA
would have been motivated to include dual-role port(s) to further Chang’s goal of
connecting the upstream computer to the downstream phone acting as a computer.
Welch, q178. Specifically, dual-role ports would allow consumer products, such as
smartphones, that operate as computers (in host mode) to “easily establish[] a
connection” (EX1014, [0005]) to the upstream host; the smartphone would plug
into the dual-role port and automatically connect to the upstream host (through the

bridge) when the smart phone switches to host mode (see below regarding routing
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to bridge) without requiring the user to switch between dedicated host- and device-
ports. Welch, q4178-179. This avoids the inconvenience, hassle, and confusion of
consumers having to keep track of (1) what mode their phone is operating in and
(2) what mode(s) are supported by individual hub ports. Id., §179.

Indeed, in the vehicle deployment context, this convenient host-to-host
connection became further optimal because the vehicle’s upstream host was often
embedded (see EX1029, at 27:26-28, “embedded host” and EX1049, car had
“become a PC on wheels”), requiring a host-to-host connection when the
downstream consumer product, e.g., smartphone, operates as host. See §§II1.C,
[I1.D; Welch, 9180.

A POSITA would have had a high expectation of success in modifying
Chang to include dual-role ports. To start, and as §111.B demonstrates, dual-role
ports (viz., interfaces for connecting dual-role products) and host/device detection
were already well-known, and merely involved using commercially available
components and well-understood signaling. See also EX1025, 3:10-32, 3:40-4:8,
7:34-40; EX1052, 3:21-50. Again, the 037 patent admits several solutions for
supporting dual-role ports in USB systems were readily available. EX1001, 3:18-
56; see also Welch, 4183.

Next, a POSITA would have recognized that Chang effectively provides a

roadmap to implement switching to support dual-role ports. Chang discloses
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separate transmission paths for host-to-host (“host-to-host transmission path 54°)

and host-to-device connections (“transmission paths 48”):

42 40

¢ 5

46 :
HUB
CONTROL UNIT
- 84
48 _‘. //'

AN

44 44 50

52

Device Path Host Path

EX1014, Fig. 3 (annotated), [0019]-[0020]. As §VI.B demonstrates, Chang II
discloses switching functionality to select the appropriate transmission path
depending on the consumer product operating mode, e.g., “host-to-host
transmission path 54” or “transmission paths 48.” See also §II1.B.2; EX1053, Fig.
1, [0031]-[0034] (switching data line connections based on host/device mode
detection); EX1052, Fig. 1, 3:7-20 (“switching structure 170 controls data paths
depending on operating mode); EX1017, Fig. 6, [0057] (port routing depending on
unit’s configuration). Accordingly, in the context of Chang, a POSITA would
have been motivated to implement dual-role ports by including a switch (e.g.,

multiplexer or crossbar) that connects the dual-role port(s) directly to the hub’s
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upstream port (when the consumer product is configured as a device, i.e., path 48)
or to the hub through the bridge (when the consumer product is configured as host,
i.e., path 54). Welch, §9182-187.

A POSITA would have been further motivated to improve Chang in view of
Chang I1, because Chang II expressly states its relevance to USB hubs. See
EX1015, [0027] (invention performs “similar[ly] to the commonly known USB
HUB function”); see also id., [0040] (“control chip 13 at this time functions like a
USB Hub chip”) (emphasis added); Welch, §181.

Further, while Chang discloses little regarding its bridge (EX1014, [0020]),
Chang II details various aspects of its bridge (EX1015, Title, Figs. 1-2 and 5).
Importantly, Chang II further details exemplary switching for either a host- or
device-product: “the main feature is the provision of two different transmission
paths, so that by automatically detecting the type of device connected (host or
slave) the present invention can switch to the proper transmission path.”!*
EX1015, [0021]. In other words, Chang II describes “switch[ing]” to connect a
“bridge” transmission path (when the product is host) or “bypass” path (when the
product is device). Id., Figs. 1, 5, [0013]. And Chang II further discloses

“detection unit 134” for detecting whether the consumer product is host or device.

14 Chang II uses “slave” to refer to device mode. See §III.A.1; Welch, §62.
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1d., [0038]. Accordingly, a POSITA would have been motivated, with a high
expectation of success, to route the dual-role ports (and products attached thereto)
to the appropriate path using a switch.!> Two obvious implementation options for
modifying Chang Fig. 3 are shown below. Welch, 44188-192. The
implementation at left includes a 2:1 multiplexer (green) and one dual-role port
(yellow). I1d., 9191. The implementation at right includes a crossbar switch

(green) and three dual-role ports (yellow). Id.

151t would have been routine and obvious for the detection unit and/or bridge to
control the switching functionality. Welch, 49192-193. Chang II’s bridge controls
routing, viz., “Bridge Device 1 in Fig. 1 includes “control chip 13” (shown in Fig.
5) with “detection unit” (134) and CPU (135). EX1015, [0022]-[0023], [0034].
Accordingly, in view of Chang II and the knowledge of a POSITA, it would have
been obvious for Chang’s bridge and/or detection unit to control, e.g., the select

lines of the switch. Welch, §9192-193; see also §111.B.1, §I11.B.2.
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EX1014, Fig. 3 (modified and annotated). The primary functional difference is
that the “Mux Implementation” (left) only supports a host-to-host connection
through port 50 whereas the “Crossbar Implementation” (right) supports a host-to-
host connection through any of ports 44 or 50. Welch, q191.

One common-sense reason it was desirable and obvious to a POSITA to
make all downstream ports dual-role is user convenience (viz., users need not know
or recall which port to use for host-mode operation or keep track of whether their
product is in device- or host-mode). Welch, §179. Moreover, it was well-known
and obvious to include multiple dual-role hub ports. 7d., §9195-197. Overtoom,

for example, discloses a hub with five dual-role ports:
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EX1016, Fig. 2, [0024], [0027] (products on ports 202 may act as device or host),
[0005] (A-type ports start as host). Similarly, U.S. Pub. 2006/0195625 (“Hesse,”
EX1017) discloses ports that may assume various modes, including host or device

mode:
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EX1017, Fig. 6, [0055]-[0056] (ports support “high speed (HS) host mode,”
“device modes,” etc.).

When multiple ports are dual-mode, it was well-known and obvious to a
POSITA to include basic switching functionality to route each port to the
appropriate transmission path. See §II1.B.2. As §III.B.2 demonstrates, one well-
known routing solution was a crossbar switch that would route any port to any
transmission path. Hesse discloses that “Port Router” may be a “crossbar switch

for assigning each physical port to the respective port handler”:
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EX1017, Fig. 6, [0055]-[0056].

A POSITA would have been motivated to implement each of Chang’s
downstream consumer ports as dual-role ports with a high expectation of success.
Indeed, the typical consumer product was often a dual-role product, the
implementation was well-known and routine, and doing so reduced the cost and
footprint of the hub and was more convenient to the user. Welch, 49194-199, 69-
73.

The Crossbar Implementation of Chang Fig. 3 comes in two variations

(shown below) relevant to Ground 1. The lefthand version has the bridge and
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crossbar inside hub 40. In the righthand version, the bridge and crossbar are
located outside hub 40. For reasons explained infra §VII.A.2.b, these are called
“Chang (Hub 46)” and “Chang (Hub 40),” respectively.

Chang (Hub 46) Chang (Hub 40)

42 40

54

FENEN

The placement of the bridge and crossbar inside/outside of hub 40 is

merely a design choice, and motivations exist for each choice. Welch, 94198-202.

16 For example, a separate “hub module” may encase the components (see, e.g.,

EX1067 (U.S. Pat. Pub. 2010/0265179), [0210], Fig. 16 (“*hub/bridge module
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Indeed, given the limited locations relative to hub 40 where the components could
be placed, a POSITA would have had motivations for each. /d. One benefit of
placing the components outside hub 40 is the ability to use a conventional off-the-
shelf hub, resulting in faster development and quicker time to market. /d., 9201.
This allows for minimal modifications to legacy designs and easy sourcing of
components (e.g., the conventional hub). /d. Alternatively, integrating the
components inside hub 40 results in a more compact design and lower
manufacturing/assembly costs. /1d., §202. Chang discloses adding host-to-host
functionality to the hub “merely by integrating or adding a bridge to a USB hub,”
which “does not require too many modifications on the current hub control unit.”
EX1014, [0024]. Thus, “the derived cost is relatively low, while a multi-functional
USB hub with a host-to-host transmission function is obtained.” Id.; see also id.,
[0022] (noting it 1s “possible” to integrate the bridge into the hub control unit; and
one could “integrate” the bridge with a “conventional hub.”).

For comparison, the claimed embodiment of 037 patent Fig. 4 is shown

below, with corresponding components identified using the same colors.

2327)) or they could be inside cabling (e.g., EX1015, [0029] (“USB bridge

transmission line 5)).
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2. Claim 1V

For reference, annotated figures mapping claim 1 to each Crossbar

Implementation are below.

Consumer
Facing
Ports

17 Petitioner demonstrates unpatentability of claim 1 here solely for purposes of

challenging the dependent claims. The claim 1 analysis is identical to [PR2024-

00558.
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Chang (Hub 46)

“USB hub”: USB “hub
control unit 46” ([0019])
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Port for “embedded USB Host: 2 g
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52
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54
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/o v o ) / to-host transmission” ([0020])

47‘ “USB routing switch”

“plurality of USB ports”: “downlink ports 44, ]
and host port 50” are USB ports ([0021]) IV ) U N

EX1014, Fig. 3 (modified and annotated).

a. [Preamble]: “1. A system disposed within a vehicle,
comprising:”

If the preamble is limiting, Ground 1 renders it obvious. Welch, 99224-232.

Each Crossbar Implementation (viz., USB hub with host-to-host capabilities) is a
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“system.”1?

Chang broadly discloses its invention (viz., USB hub with host-to-host
bridge) without restriction as to environment. EX1014, [0001], [0003], [0020]. In
general, vehicular uses cases for USB hubs were quite common. See §I111.D. And
a POSITA would have recognized Chang’s applicability to any system employing
a USB hub where host-to-host communication would be advantageous—especially
a vehicle. Welch, 49225-226. Indeed, the 037 patent BACKGROUND admits as
much: “In vehicle systems that employ USB connections, ... the vehicle is
typically the USB Host.” EX1001, 1:44-48. Indeed, a 2006 article titled “USB In
Automotive: Not Just For PCs Anymore!” explained that because “the car has
become a PC on wheels” and “consumer electronics are PC depend|[e]nt,”
employing USB in the automobile avoids “reinvent[ing] the wheel.” EX1049, 1;
see also EX1016, Abstract and Fig. 1 (describing “Dual-Role” USB hub for
“vehicle entertainment systems”). With the advent of smartphones as dual-role
products (EX1001, 2:55-59), there was a known need for host-to-host
communication in vehicles (id., 3:4-10). Welch, §9227-229.

Chang discloses host-to-host communications between upstream host PC

(analogous to a vehicle control/infotainment system) and downstream USB

18 For convenience, claim language in in red italics.
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products (e.g., smartphones), expressly suggesting application to the vehicle
environment. EX1014, Fig. 4, [0024]. Such an implementation was highly
predictable: simply arranging the hub, e.g., in the front of the vehicle, with wiring

to downstream ports throughout the vehicle. Welch, 4231.

b. 1[a] “an embedded Universal Serial Bus (USB) Host
system;”

Ground 1 renders this limitation obvious, and specifically, that an embedded
host would connect to Ground 1’s upstream port 42. Welch, §9233-241.
“[E]mbedded [USB] Host” at least encompass a “USB host physically embedded
in a vehicle.” See §V.B.

The *037 patent admits using USB hubs in vehicle infotainment/control
systems was known: “[t]he USB Host function is often embedded into a
component of the vehicle infotainment system, such as into the radio or other
control module.” EX1001, 1:44-48. Indeed, using USB hubs in vehicle
infotainment/control systems was common. See supra §II1.D; element
1[preamble]. Chang discloses a “host” is “linked to the uplink port 42.” EX1014,
[0019]. This link is merely a standardized USB cable connection. Welch, §236. It
would have been obvious to connect host port 42 to an embedded host (e.g., in a

vehicle). 1d., 99234-237.
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If “embedded [USB] Host” does not require being embedded in a vehicle,
Chang and Chang II each expressly disclose element 1[a]. Chang discloses a PC,
which was well-known to have a built-in USB host function, as being connected to
the hub’s upstream port. EX1014, Figs. 3-4, [0023]; Welch, 49239-240. Chang
I’s “first connection interface 11 is permanently attached to the first host device

2. EX1015, [0031].

c. 1/b] “I1[b][i] a USB Hub [interconnected to]"”’ a plurality of
USB Ports and interconnected to the embedded USB Host
system, 1[b][ii] said USB Hub configured to simultaneously
broadcast data from the embedded USB Host system to
each USB Port in the plurality of USB Ports and to
transmit data from each USB Port to the embedded USB
Host system;”

Ground 1 satisfies this limitation. Welch, 99242-247. Petitioner provides
two mappings for “USB Hub” (i.e., hub control unit 46 and hub 40). Each is

discussed below.

19 See §V.A discussing replacement of “having” with “interconnected to.” *037
patent Figs. 4-5 show the hub “interconnected” through the routing switch/logic to

the downstream USB ports. Petitioner applies this interpretation.
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Hub Control Unit 46

While Chang also discloses a “hub 40” (discussed infra), hub control unit 46
itself satisfies the claimed “USB Hub.” EX1014, [0019] (“hub control unit 46
establishes “several transmission paths” between “uplink port 42 and downlink
ports”). A “USB Hub” does not require a physical enclosure around the
component(s) comprising the hub. This comports with the 037 specification, file
history, and USB 2.0 Specification.

’037 Patent Specification. 037 patent Fig. 5 illustrates a hub, bridge, and
switch on one IC. See EX1001, 5:25-29. Fig. 5’s “hub” is simply the logic that
performs the hub functionality of broadcasting upstream communications
downstream (and vice versa). Id., 7:11-17, Fig. 5 (defining “hub” by drawing box
around “USB Hub Digital Logic™); Welch, 99243-244.

File History. During the 037 prosecution, the Examiner also defined “hub”
functionally. See EX1002, 141 (“the USB switching hub 119 of Bohm discloses
the function of claimed hub”) (emphasis added).

USB Specification. The USB 2.0 Specification describes “hub” as “[a] USB
device that provides additional connections to the USB.” EX1018, 34. That is
precisely what hub control unit 46 does. Welch, 9243.

Thus, Chang’s hub control unit 46 is the “USB Hub.” Welch, §244. The

“plurality of USB Ports” are ports 44 and/or 50. Chang’s “uplink port 42 for being
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linked to a host.” EX1014, [0019]. Accordingly, this Crossbar Implementation
satisfies sub-element 1[b][i]: “a USB Hub [hub control unit 46] /interconnected to]
a plurality of USB Ports [USB ports 44 and/or 50] and interconnected to the
embedded USB Host system [via port 42]” as shown below. This is the same way
’037 patent shows these elements connected (e.g., the hub is “[inter/connected”

through the routing switch to downstream consumer facing USB ports). See, e.g.,

EX1001, Fig. 4.

Chang (Hub 46)

“USB hub™: USB “hub
control unit 46” ([0019])

Port for “embedded USB Host: e g
“uplink port 42 is a USB port” ([0021])

/"“ 54
52
BRIDGE

‘ Crossbar Switch ‘

“plurality of USB ports™. “downlink
ports 44, and host port 50" are USB {
ports ([0021]) S
5

44 50

4

EX1014, Fig. 3 (modified and annotated).
Hub 40

Chang’s hub 40 also qualifies as the “USB hub.” EX1014, [0019], Fig. 3;
Welch, 9245. The “plurality of USB Ports” are ports 44 and/or 50. Chang’s
“uplink port 42 for being linked to a host.” EX1014, [0019]. Accordingly, this

Crossbar Implementation satisfies sub-element 1[b][i]: “a USB Hub [hub 40]
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[interconnected to] a plurality of USB Ports [USB ports 44 and/or 50] and

interconnected to the embedded USB Host system [via port 42]” as shown below.

Chang (Hub 40)

“USB hub’; USB
“hub 40” ([0020])

Port for “embedded USB Host":
“uplink port 42 is a USB port” ([0021])

Crossbar Switch ‘

“plurality of USB ports”: “downlink ports 44,
and host port 50" are USB ports ([0021])
44 44 50

EX1014, Fig. 3 (modified and annotated), [0019]-[0021].

To the extent Aptiv argues “possessing” is narrower than “interconnected
to” and further requires ports that are part of the “USB Hub” itself (instead of just
downstream consumer facing ports), a POSITA would understand that Chang’s
transmission paths 48 and 54 connect to the “USB Hub” (hub control unit 46 or
hub 40) via USB ports. EX1014, [0019]-[0020]; Welch, 9245.

ok

Concerning sub-element 1[b][ii], Chang discloses a “conventional hub

control unit.” EX1014, [0022]. As was well-known, according to USB 2.0,

conventional hub control units (1) broadcast (viz., multi-cast) USB data from the
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upstream host (here, from USB port 42) to each enabled downstream port at the
same time, and (2) transmit data from individual downstream ports through the hub
to the upstream host. See §I1I.A.2. Consistent with this, Chang discloses that its
hub (either hub 40 or hub control unit 46) simultaneously broadcasts from
upstream port 42 to each downstream port. See EX1014, [0023]; Welch, 99246-
247. And a POSITA would have understood Chang Fig. 3 and related discussion
(see EX1014, [0019]-[0020]) regarding “conventional hub” functionality to
disclose communications from each downstream port to upstream port 42. Welch,
99246-247. Thus, Ground 1 satisfies sub-element 1[b][ii]: “said USB Hub [hub
control unit 46 or hub 40] configured to simultaneously broadcast data from the
embedded USB Host system [multi-casting data from embedded host via USB port
42 to downstream ports] o each USB Port in the plurality of USB Ports [ports 44
and/or 50] and to transmit data from each USB Port to the embedded USB Host

system [transmitting data from downstream plurality of ports to USB host 42].”

d. 1[c] “a USB Bridge interconnected to the USB Hub and
configured to connect the embedded USB Host system to a
second USB Host; and”

Ground 1 satisfies this limitation. Welch, 99248-250. Chang discloses that
“bridge 52” “provides a function for host-to-host communications” between
upstream host (on port 42) and downstream host (on port 50). EX1014, [0020].

Petitioner shows obviousness under either “USB Hub” interpretation.
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As shown below, Ground 1 discloses “a USB Bridge [bridge 52]

interconnected to the USB Hub [hub control unit 46 or hub 40] and configured to

connect the embedded USB Host system to a second USB Host [red arrows show

host-to-host connection between upstream port 42 and downstream port 50].”

Port for “embedded USB Host:

Chang (Hub 46)

“USB hub”: USB “hub
control unit 46” ([0019])

“uplink port 42 is a USB port” ([0021])

“plurality of USB ports”: “downlink

46

“USB bridge”: “bridge 52 [for] host-
= 54 to-host transmission” ([0020])

ports 44, and host port 50” are USB
ports ([0021])

Port for “embedded USB Host:
“uplink port 42 is a USB port” ([0021])

| Crossbar Switgzﬂ
-
)Y
44 44 50

Chang (Hub 40)

“USB hub’; USB
“hub 40 ([0020])

“USB bridge”: “bridge 52 [for] host-
to-host transmission” ([0020])

Crossbar Switclf ‘

“plurality of USB ports”: “downlink ports 44,
and host port 50” are USB ports ([0021])

e g

EX1014, Fig. 3 (modified and annotated); [0020] (“uplink port 42 can

communicate with the host linked to the host port 50.”).
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e. 1[d] “a USB routing switch interconnected to the USB
Bridge, the USB Hub, and the plurality of USB Ports,”

Both Crossbar Implementations render this limitation obvious. Welch,
19251-254. As §VIIL.A.1 demonstrates, Ground 1 modifies Chang to include dual-
role USB ports and routing capabilities (e.g., crossbar switch) to provide host-to-
host and host-to-device connection paths. The 037 patent illustrates crossbar
functionality as an exemplary routing switch (see EX1001, Fig. 4) optionally
formed from USB multiplexers (id., 4:37-40).

Chang II’s “main feature” is providing “two different transmission paths”
(EX1015, [0021)), i.e., “bypass” and “bridge transmission” paths (id., [0024]).
“[B]y automatically detecting the type of device connected (host or slave) the
present invention can switch to the proper transmission path.” Id., [0021]; see also
§VI.B. Sections VII.A.1 and III.B.2 demonstrate that switching transmission paths
was highly predictable, being well-known and routine to implement using readily
available off-the-shelf components. See, e.g., EX1068, 2 (2:1 USB switch); see
also EX1063, 7-8 (MAX4989 datasheet describing “USB 2.0 bidirectional
crosspoint switch that allows the user to connect any 2 of 4 USB pairs.”); EX1059;
EX1060 (USB mux offerings). In view of these teachings, it would have been
obvious to employ a crossbar switch in Chang to switch between the bridge path
(downstream host connection) or bypass path (downstream device connection).

Welch, q9251-252.
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The Crossbar Implementations below each satisfy element 1[d]: “a USB
routing switch [crossbar switch] interconnected to the USB Bridge, [bridge 52] the
USB Hub, [hub control unit 46 or hub 40] and the plurality of USB ports [ports 44

and/or 50].”

Chang (Hub 46)

“USB hub”: USB “hub
control unit 46” ([0019])

“USB bridge”: “bridge 52 [for] host-
54 to-host transmission” ([0020])

“plurality of USB ports”: “downlink

ports 44, and host port 50” are USB ’—Ll \‘ USB routing switch

ports ([0021]) S S S

Chang (Hub 40)

42 40 “USB hub”: USB
“hub 40” ([0020])

“USB bridge”: “bridge 52 [for] host-
to-host transmission” ([0020])

“plurality of USB ports”: “downlink ports 44,
and host port 50" are USB ports ([0021])

EX1014, Fig. 3 (modified and annotated).
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[ 1[e] “l1[e][i] wherein the USB routing switch is configured
to connect a first USB Port of the plurality of USB Ports to
the USB Hub through the USB Bridge when a consumer
device connected to the USB Port is the second USB Host
and 1[e][ii] is configured to initiate bidirectional
communication with the embedded USB Host, and”

Element 1[e] refers to system operation when the consumer product is in
host mode. Both Crossbar Implementations satisfy this limitation. Welch, §9255-
264. Taking sub-element 1[e][1] first, the crossbar (“USB routing switch”) is
configurable via control signals, similar to the MAX4989 “Control Input[s].” See
EX1063, 7 (“[T]hree control logic inputs, CO, C1, and C2, [] control the switch.”);
EX1060, 1; Welch, 94255-257, 88-96.

The host-to-host transmission paths in the Crossbar Implementations (that
“connect a first USB port of the plurality of USB Ports to the USB Hub through the
USB Bridge”) are discussed supra element 1[c] and §VII.A.1. It was obvious to
connect the appropriate transmission path upon detecting the downstream
consumer product’s operating mode (i.e., device/host). Upon detection, the
appropriate crossbar control signals are asserted to connect the consumer product
to the bridge (host-to-host transmission path 54) or directly to the hub (host-to-
device transmission path 48). Welch, 99255-257; see also EX1015, [0038]. The
crossbar controls correspond to “Switch Control” in 037 patent Fig. 5.

This results in the following obvious configurations:
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Chang (Hub 46)

“USB hub”: USB “hub
control unit 46” ([0019])

42 40
Port for “embedded USB Host: — e S
“uplink port 42 is a USB port” ([0021]) - \T—I
46 ;
AN CONT::?)E-N “U\tSBhbri?_i;e”: “bridge 52([[6%2 (I’)l]o)st-
54 o-host transmission
“ v /
AT 5
f f Brffe (]
48 48
‘ Crossbar Switc| ‘v
“plurality of USB ports”: “downlink \‘ @ . o
ports 44, and host port 50” are USB { Lo Rt
ports ([0021])
DI

Chang (Hub 40)

% 40 “USB hub”: USB

S "] *hub 40" ([0020])

Port for “embedded USB Host:

o |
“uplink port 42 is a USB port’ ([0021]) "—+—'

A HU
CONTROL UN(T
— 54

48 /
4 f " “USB bridge”: “bridge 52 [for] host-
to-host transmission” ([0020])
1
‘ Crossbar Switch ‘47‘ “USB routing switch”
“plurality of USB ports”: “downlink ports 44, r
and host port 50” are USB ports ([0021])
44 44/ 50

EX1014, Fig. 3 (modified and annotated); Welch, 4257. The red arrows show
host-to-host communication paths established by crossbar configuration when a
downstream host connects to port 50, in satisfaction of sub-element 1[f][i]
(“wherein the USB routing switch [crossbar] is configured to connect a first USB
Port of the plurality of USB Ports [e.g., port 50] to the USB Hub [hub control unit

46 or hub 40] through the USB Bridge [bridge 52] when a consumer device
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connected to the USB Port is the second USB Host.”).
ok

Regarding sub-element 1[e][ii], the 037 patent describes “bi-directional
communication” as host-to-host communication (i.e., sending USB commands in
each direction) rather than host-device communication (where USB data, but not
USB commands, are sent in both directions). EX1001, 7:54-8:38 (“[T]he Bridge
hardware ... form[s] a bidirectional bridge that passes USB traffic between two
USB Hosts.”); compare element 1[f] (USB device “only respond[s] to
communication from the embedded USB Host” for host-device connection);
Welch, §9258-260. It was well-known that hosts initiate communication requests,
and therefore host-to-host connections involve bidirectional communication
because each host may initiate communication. EX1025, 1:17-20 (“To
communicate, one [unit] operates as a USB Host which initiates communication
requests between the units, and the other operates as a USB Device which responds
to those requests.”). Ground 1’s host-to-host communication is bidirectional
because each host is a standard USB host that may initiate host communications.
EX1014, [0020], EX1015, [0026]; Welch, 4259.

Next, regardless of whether sub-element 1[e][ii] requires “the USB routing
switch” or the downstream “USB Host” to “initiate[s] bidirectional communication

with the embedded USB Host,” it makes no difference because Ground 1 satisfies
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this limitation under either interpretation. Both the crossbar and downstream host
are configured to initiate bidirectional communication in the same way disclosed
by the *037 patent. Welch, 9261-264.

The *037 patent discloses that, upon detecting a downstream host, the
routing switch connects the consumer product (in host mode) to the bridge, and
thereby enables the consumer product (downstream host) to “detect a USB Device
[in the bridge] is connected” and “begin the standard USB enumeration
sequence.”? EX1001, 6:19-30. “[D]etect[ing] a USB Device” is performed, e.g.,
by checking the resistors as described supra §111.B.1. See also Welch, 49262, 97-
99, 74-87.

Ground 1 discloses the same. Recall that Chang II’s control chip 13
(including CPU 135) selects the bridge transmission path upon detecting the
downstream product is in host mode. EX1015, [0021], [0038]. Next, Chang II’s
control chip enters “slave device state” (i.e., acting as device) and sends an
“inquire signal.” Id., [0026]. A POSITA would have understood this “inquire

signal” to probe data line resistance to determine connection type (i.e.,

20 The USB 2.0 Specification defines “Bus Enumeration” as “[d]etecting and
identifying USB devices.” EX1018, 31; see also id., §4.6.3. The 037 patent

admits enumeration is “standard” USB process. EX1001, 6:28-30.
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host/device). Welch, 4263. Next, Chang II discloses that, upon host detection, a
bridge connection is made to “complete the bridging” (EX1015, [0026]), thereby
initiating bidirectional communication between hosts (Welch, 4263). A POSITA
would have understood this to include enumerating a device interface in the bridge.
Welch, §263. This was well-known bridge functionality, and Chang states its
bridge may be a suitable commercial bridge. EX1014, [0020]; see also EX1054
(describing enumeration for USB bridging).

Thus, Ground 1 renders obvious sub-element 1[e][ii]: “is configured to
initiate bidirectional communication with the embedded USB Host [switch’s
connection enabling host-to-host communication, i.e., enabling consumer product
on dual-role port detecting and enumerating device interface, which satisfies the

limitation regardless if Aptiv argues this limitation modifies ‘switch’ or ‘second

USB host’].” Welch, 49258-264.

g.  1[f] “1[f][i] wherein the USB routing switch is configured
to connect the first USB Port directly to the USB Hub
1[f][ii] when the consumer device connected to the first
USB Port is configured to only respond to communication
from the embedded USB Host, 1[f][iii] thereby rendering
the consumer device compatible with the embedded USB
Host system.”

Element 1[f] describes system operation when the consumer device is in
device mode. Both Crossbar Implementations satisfy this limitation. Welch,

19265-272.
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Starting with sub-element 1[f][i1] (“when ...”), this condition corresponds to
consumer product device mode. EX1001, 1:35-37 (“[T]he USB Device responds
to messages initiated by the USB Host.”). It was well-known that USB devices
only respond to host commands. EX1025, 1:17-20. Accordingly, this condition
refers to a downstream product in device mode. And Ground 1 discloses
connecting a downstream device. See, e.g., EX1015, Fig. 1 (“Slave Device 4”).
Welch, 9267.

Regarding 1[f][i], Chang discloses host-to-device communication through
“several transmission paths 48.” EX1014, [0019]-[0020]. Host/device detection is
discussed supra §111.B.1 and crossbar routing supra §II1.B.2. These concepts,
applied to the Crossbar Implementations, are discussed supra §VII.A.1 and
element 1[e]. The resulting obvious configurations (with purple arrows indicating

host-to-device paths) are below:

Chang (Hub 46)

“USB hub”: USB “hub
control unit 46” ([0019])

42 40

Port for “embedded USB Host’:

“uplink port 42 is a USB port” ([0021]) " |—+—‘

AN HL » o
CONTROL\INIT USB bridge”: br!dg_e 52 [for] host-
to-host transmission” ([0020])

BRIDGE

~
R
A\
S\ s

’ Crossbar Switch |v~
“plurality of USB ports”: “downlink « : .
ports 44, and host port 50” are USB { [ VB reuting swifel
ports ([0021])
Do
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Chang (Hub 40)

4

[S]

40 “USB hub”: USB

S | *hub 40" (10020))

r\—

Port for “embedded USB Host":

|
“uplink port 42 is a USB port” ([0021]) "Tl
46
AN mN
CONTROL \\NIT
54
48 * /
4 f " f “USB bridge”: “bridge 52 [for] host-
to-host transmission” ([0020])
1 M1
‘ Crossbar Switch ‘47’ “USB routing switch”

“plurality of USB ports”™: “downlink ports 44, ,—le . ‘
and host port 50” are USB ports ([0021]) ! g !
/ /
44

44

EX1014, Fig. 3 (modified and annotated). As shown, in each Crossbar
Implementation, the crossbar connects a downstream USB device (e.g., on port 50)
directly to the respective hub (i.e., hub 40 or hub control unit 46) in satisfaction of
sub-element 1[f][1]. Welch, §9268-270.

Regarding 1[f][ii1], the host-to-device connection in modified Chang Fig. 3
bypasses the bridge and thus “render/s] the consumer device compatible with the
embedded USB Host system.” Specifically, Chang discloses that the upstream host
may bypass the bridge and communicate with a downstream device through the
hub (i.e., traditional USB host-to-device connection). EX1014, [0019], [0023];
Welch, 99271-272.

3. Claim 2

Claim 2 depends from claim 1 and requires that “2/a/ the USB routing

switch is configured to connect the first USB Port to the USB Hub through the USB
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Bridge when a first consumer device’! connected to the first USB Port is the
second USB Host, and 2[b] wherein the USB routing switch is configured to
simultaneously connect a second USB Port of the plurality of USB Ports directly to
the USB Hub when a second consumer device connected to the second USB Port is
the USB Device, thereby rendering the first and second consumer devices
compatible to function simultaneously with the embedded USB Host system.”

In summary, claim 2 requires simultaneous host-to-host and host-to-device
connections. Welch, 274. Element 2[a] (i.e. host-to-host connection) is
substantively identical to element 1[e] and is met for the same reasons. Welch,
9275. Element 2[b] requires an additional host-to-device connection between the
upstream/embedded host and a “second consumer device” connected to “a second
USB Port of the plurality of USB Ports.” Welch, §276.

As shown below, each Crossbar Implementation satisfies this requirement.
Welch, 99277-278. Providing multiple simultanecous connections between an
upstream host and downstream USB products is precisely what a traditional USB
hub (like Chang) does. See §I111.A.2. And connecting multiple simultaneous

routing paths is precisely what a crossbar switch is intended to do. See §111.B.2

21 As the subsequent claim language makes clear, “first consumer device”

generically refers to a USB product in host mode.
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(discussing crossbar configuration/operation); § VII.A.1 (discussing modifying
Chang to use crossbar); Welch, §9277-278, 88-96. Because of the bridge in Chang
(and the Crossbar Implementations), port 42 remains host even when a
downstream product is also in host mode, which eliminates the problem of losing
connections to other downstream device ports when establishing a host-to-host
connection. Compare EX1014, [0020], [0023] with EX1001, 3:52—64; Welch,
91278.

Chang (Hub 46)

42 40

¢ )

AN )ﬁu
COMTROL UN{T
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I

Crosshar Switc

==
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EX1014, Fig. 3 (modified and annotated).

4. Claim 4

Claim 4 depends from claim 1 and requires that “the USB Hub, the USB
Bridge, and the USB routing switch system are disposed within a USB Hub
Module.” Each Crossbar Implementation satisfies claim 4. Welch, 99284-289.

In the *037 specification, “hub module” generically describes a collection of
components without reference to any specific structure, such as a single
encasing/body. EX1001, Figs. 4-5, 5:50-58, 6:2-10. Both Crossbar
Implementations disclose a “USB Hub Module” assembling the collection of
components recited in claim 4 (i.e., bridge, hub, and routing switch), as has already

been described for claim 1. See, e.g., EX1014, Fig. 3, [0016] (“[A] bridge ... is
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integrated within a conventional ... USB hub.”).

If Aptiv argues “Module” requires physically encasing the components, the
Crossbar Implementations render obvious that interpretation. To start, Chang
discloses the bridge can be built into the hub. EX1014, [0022] (“integrated circuit
(IC) designer” would know about integrating bridge within hub logic). And Chang
IT discloses switching functionality (and much more) built into the same
component housing the bridge. EX1015, Figs. 1, 2 (showing single chip
implementation), 5, [0034], [0037]-[0038], [0040]. Moreover, Hesse discloses a
USB “crossbar switch” on the same SoC (System-on-Chip) as the USB controller
and other components. EX1017, [0057]. This is because the benefits (e.g., lower
costs, smaller footprint, reusing logic blocks, etc.) of integrating components into a
single IC, or at least a single board, were well-known. Accordingly, a POSITA
would have been motivated to include these components in the same enclosure.
Welch, 99287-289.

5. Claim 6

Claim 6 depends from claim 4 and requires that “the system is configured to
dynamically switch operation of USB Ports connected to the USB Hub Module
between USB Device mode and USB Host mode.” Each Crossbar Implementation
renders claim 6 obvious. Welch, §9296-300.

Recall that many USB products dynamically switch between host and device
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modes. EX1001, 3:18-56; see also §111.B. Indeed, the 037 patent admits as much:
“Any device that meets the OTG standard can act as either USB Host or USB
Device and can change roles dynamically.” EX1001, 3:22-24. Chang II discloses
host/device detection and associated routing when a USB product is plugged in.
See EX1015, Fig. 6., [0042]-[0045]. Indeed, Chang II discloses “automatically
detect[ing] the connecting device type and accordingly switch between different
transmission paths.” Id., [0011]; see also id., [0021], [0038].

Chang II discloses and/or renders obvious “dynamically switch[ing]”
between host/device paths during an active session. Chang II discloses
“automatically and periodically” checking host/device status so “control chip 13
can respectively switch to the bridge transmission path or the bypass path.”
EX1015, [0024]. Indeed, Chang II discloses that “checking whether the user has
exchanged for other external device would occur constantly.” 1d., Fig. 6 (step 613
and 625), [0043] (emphasis added).

At a minimum, in view of Chang II’s disclosure re “automatic|[],”
“periodic[],” and “constant[]” checking for a connected host/device and the
numerous dual-role products (§1I1.B) that “change roles dynamically” (EX1001,
3:18-56; see also EX1025, 4:17-22), a POSITA would have found it obvious to
periodically check the device/host mode and “dynamically switch™ paths based on

the current mode. Welch, §9298-299. A POSITA would have been motivated to
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support this functionality to improve user experience and avoid
unplugging/replugging products to change modes. Id., 299.

Moreover, a POSITA would have had a reasonable expectation of success as
doing so would involve minimal changes to Chang II’s algorithm in Fig. 6 (viz.,
adjusting steps S613 and S625 to check for a mode change regardless of whether
the user plugged in another USB product). Welch, 49298-299. Indeed, such
dynamic switching was well-known in the art, and could be accomplished using
“standard hardware components.” See, e.g., EX1025, 4:17-35; see also id. (“USB
unit 202 can be configured to switchably alternate, in a dynamic fashion, between
[Host/Device] mode ... when one of the devices is a portable device, such as a
PDA or hand-held device, whose role may change .... To accomplish switching in
a dynamic fashion, a signal can be provided ... to enable switch 212 to select a
particular mode.”) (emphasis added). Further, Castleberry discloses dynamic
mode switching “at power up or more frequently during operation.” Id. (emphasis
added).

Thus, Ground I renders obvious “dynamically switch[ing] operation of USB
Ports [crossbar switching ports 44 and/or 50 between host-device and host-host
paths] connected to the USB Hub Module between USB Device mode and USB
Host mode [dual-role product changing roles].” Welch, 4300; see also analysis

under limitations 1[e] (host-to-host routing), 1[f] (host-to-device routing), claim 2
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(multiple connected downstream USB products).

6. Claim 7

Claim 7 depends from claim 4 and requires “the USB Hub Module is
connected to the embedded USB Host system and the plurality of USB Ports
connected to a plurality of consumer devices.” Each Crossbar Implementation
renders claim 7 obvious. Welch, 9301-303.

As claim 1[preamble], element 1[a], and claim 4 analysis demonstrate, the
Crossbar Implementations would have been understood to connect to an
“embedded USB Host system,” e.g., a vehicle system or personal computer.
Welch, 4303. Indeed, Chang discloses a “host” is “linked to the uplink port 42.”
EX1014, [0019]. This link is merely a standardized USB cable connection and it
would have been obvious to connect host port 42 in the Crossbar Implementations
to an embedded host (e.g., in a vehicle). Id.

And Chang expressly discloses multiple USB products connected to the
downstream ports. See, e.g., EX1014, Fig. 4, [0023]; see also claim 2 analysis.

7. Claim 8

Claim 8 depends from claim 7 and requires “the USB routing switch is
configured to connect each consumer device of the plurality of consumer devices to
either the USB Bridge or the USB Hub based on whether each consumer device

attached to each USB Port in the plurality of USB Ports is the USB Host or the
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USB Device.” Each Crossbar Implementation renders claim 8 obvious. Welch,
19304-307.

Section VII.A.1 demonstrates obviousness of modifying Chang with a
crossbar and dual-role ports so each downstream port (and USB product attached
thereto) could connect to directly to the hub (if in device mode) or to the hub
through the bridge (if in host mode). Welch, §9175-202. The ease of configuring a
crossbar to perform the desired routing is discussed supra §111.B.2 and elements
I[e] and 1[f]. Claims 2 and 6 discuss how each Crossbar Implementation supports
multiple simultaneous downstream connections and dynamic switching (based on
host/device mode), respectively. Sections VIL.A.1 and III.B.1 discuss host/device
detection in the Crossbar Implementations.

8. Claim9

Claim 9 depends from claim 1 and requires “the USB routing switch
comprises a plurality of USB analog multiplexing switches.” Each Crossbar
Implementation renders claim 9 obvious. Welch, 99308-311.

Multiplexers and crossbars typically assume two forms: analog (which pass
analog signals) or digital (which pass digital values). Welch, 4309. Passing analog
voltages is important for USB functions such as voltage measurement to, e.g.,

detect host/device status. Id.; EX1030, 5:13-37; EX1060.
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Analog USB multiplexers and related switches were common off-the-shelf
components prior to the earliest 037 patent priority date. See §111.B.2; EX1060;
EX1063, 7 (“The MAX4989 is ideal for routing USB data lines and ... switching
between multiple USB hosts or devices.”). Crossbars are frequently built from
multiplexers, which renders claim 9 obvious. See, e.g., EX1041, 1:31-36 (“FIG. 2
shows a multiplexer implementation of the crossbar switch.”); Welch, §88-96,
especially 994. Moreover, it would have been obvious to use off-the-shelf USB
analog multiplexers to construct a crossbar for the Crossbar Implementations. See
EX1060; §III1.B.2; Welch, 49310-311. Thus, Ground 1 renders claim 9 obvious.

9. Claim 10

Claim 10 depends from claim 1 and requires “the USB Bridge is configured
to control the USB routing switch.” Each Crossbar Implementation renders claim
10 obvious. Welch, §9312-314.

Chang II discloses that its bridge chip controls routing. Specifically,
“Bridge Device 1” in Fig. 1 includes “control chip 13” (shown in Fig. 5) which
includes detection unit 134 and CPU 135. EX1015, [0022]-[0023], [0034]. The
detection unit and CPU control switching; namely, the detection unit “determine[s]
the type of device currently connected” (host/device) and sends the CPU a
“detection signal” which switches (connects) the appropriate path. EX1015,

[0038]-[0039]. Applying this teaching to Chang, Chang’s bridge would be
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configured to control the crossbar via its control inputs. Welch, §314; see also
EX1068, 2 (truth table for select line); EX1063, 7 (“control logic inputs, C0, C1,
and C2, [] control the switch connections.”); EX1060, 1 (discussing multiplexer
select lines); EX1055, 284-288. Indeed, Chang’s bridge would have been
understood to include a controller, CPU, or similar logic (like Chang II) to control
routing (and certainly it would have been obvious and advantageous to use existing
logic to save costs). Welch, §314.

B. Ground 2 (Claims 1-2, 4, and 6-10): Chang in view of Chang II,
Chutorash, and POSITA Knowledge

The only difference between Grounds 1 and 2 is the express addition of

Chutorash.

1. Motivation to Combine

Chutorash (EX1029) is titled “Vehicle User Interface Systems and
Methods.” Chutorash discloses a “vehicle control system 106 (e.g., media system,
navigational system, entertainment system, display system, communications

systems, etc.)” connected to “a portable electronic device 116 as shown in Figs. 1

and 3 below. EX1029, 5:31-33 and 6:51-7:10.
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The motivation to combine Chutorash with Ground 1 is quite simple.
Welch, 99203-209. Ground 1 discloses a USB hub with host-to-host bridge and
dual-role ports. See §VII.A.1. Chutorash recognizes that “[v]ehicles typically
include a number of electronics systems and subsystems” such as “an in-vehicle
entertainment system,” but such systems “typically do not interface well with
remote sources and portable devices such as cellular phones.” EX1029, 1:20-28.
As such, there exists “a need for improved user interface features and/or
connectivity features relating to vehicle control systems, remote sources, and/or
portable devices.” Id., 1:34-36.

Against this backdrop, Chutorash discloses using a USB hub in a vehicle
control/infotainment system with “USB interfaces 2728, 2744” that connect

“mobile phone 2734, a compass system 1706, a GPS receiver 752, another
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navigation device 2740, ... PDA 2746, a media player 2752, a satellite radio, ... or
another portable device that may be brought into vehicle 100 and configured to
communicate via USB connection.” EX1029, 27:1-30; see also id., Figs. 1, 3, 27-
30; 5:29-33 (““vehicle control system 106 (e.g., media system, navigational system,
entertainment system, display system, communications systems, etc.).”). Indeed,

Fig. 27 shows at least 8 separate USB products connected to control system 106

via USB.
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Chutorash does not describe USB interfaces 2728 or 2744 in detail.
However, given the number of connected USB products and the implementation in
a car, a POSITA would have understood the “USB Interface[s]” to be USB hubs,

or at least found it obvious to use USB hubs. Welch, 4173, 204-205. Moreover, a
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POSITA would have been motivated to use a USB hub with host-to-host
capabilities because “[v]ehicle control system 106 could be classified as an
embedded host” and various USB products (e.g., mobile phone 2734, media player
2752, etc.) are precisely the types of products that typically act as USB hosts.
EX1029, 27:1-30; Welch, 4206.

Given the ubiquity of USB products in 2013, the similarities of embedded
vehicle control/infotainment systems to PCs, and well-established usage of USB
hubs for connecting multiple USB products to an embedded host, a POSITA would
have had more than a reasonable expectation of success using the modified Chang
USB hub in Chutorash’s infotainment system. Welch, 4209. Moreover, the
desirability of plugging smartphones (or other USB product) into any USB port in
the car (e.g., including passenger seat or backset) would also have motivated a
POSITA to use a hub with dual-role ports. /d., §208. Indeed, the proposed
combination further addresses Chutorash’s stated “need for improved user
interface features and/or connectivity features relating to vehicle control systems
... and/or portable devices.” EX1029, 1:34-36. Additional motivations for
utilizing Chang’s modified hub in a vehicle infotainment system are discussed

supra, §111.D.
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2. Claims 1-2, 4, and 6-10

To the extent Aptiv argues Ground 1 lacks sufficient support for “vehicle” in
claim 1[preamble] or element 1[a]’s requirement of “an [USB] embedded host,”
e.g., host built into a vehicle infotainment system, Chutorash discloses a “vehicle
control system 106” (which includes a “media system” and “entertainment
system”) within “vehicle 100.” EX1029, 5:27-33; Figs, 1-3, and 27-30. Welch,

4346-347. All other analysis is the same as Ground 1.

B. Secondary Considerations of Nonobviousness

No secondary considerations of nonobviousness were identified during
prosecution. See generally EX1002. And Petitioner is unaware of any that apply
here. Welch, 4348-365. Aptiv is the plaintiff in related district court litigation

against Petitioner asserting six related patents, including the 037 patent. See infra
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§IX.B. In an interrogatory response, Aptiv contends the following secondary
considerations support nonobviousness: “commercial success, industry praise for
Aptiv’s innovative products, failure by Microchip to develop a solution like
Aptiv’s innovative products, and copying by Microchip of Aptiv’s innovative
products.” EX1045, 11.

Commercial Success. Aptiv relies heavily on its so-called “Dual Role Hub”
that it contends “embodies the claimed inventions,” but it provides no evidence of
commercial success, let alone that any such purported success had the required
nexus due to practicing the Challenged Claims. See, e.g., Bos. Sci. SciMed, Inc. v.
lancu, 811 F. App’x 618, 623, 627-629 (Fed. Cir. 2020); Welch, §9353-357.
Should Aptiv proffer any such evidence, Petitioner can rebut it with evidence
demonstrating the lack of nexus between the alleged success and the claims.

Aptiv contends its Dual Role Hub was the first USB hub that “provided all
the features sought by the vehicle manufacturers: (1) accommodating the head unit
as a first host and the iPhone as a second host while running CarPlay; (2) providing
persistent USB; and (3) using a single lane configuration.” EX1045, 11. Aptiv’s
assertion fails. Chang’s hub plainly disclosed: (1) a host-to-host connection; (2)
persistent USB (i.e., a host-to-host connection does not affect functionality of other
downstream devices); and (3) a single lane configuration (viz., single connection

between the hub and upstream host). See supra §VI.A. As such, any Aptiv (or
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Aptiv PLC) product that merely provides these features cannot form the basis for
secondary considerations. Moreover, the Challenged Claims say nothing about
“CarPlay,” and few (if any) even arguably relate to “single lane configuration” or
“persistent USB.” Welch, 99349, 352, 356.

Industry Praise. Aptiv cites a single award, which touts Apple CarPlay
compatibility. EX1045, 11. But, as noted, CarPlay is not recited in the Challenged
Claims and host-to-host communication in USB hubs was already known. Welch,
99350-352. And the article mentions other reasons (e.g., “lower cost”) contributing

to the award. See www.autonews.com/awards/2016-winner-delphi-automotive-

dual-role-hub.

Failure by Others and Copying. Aptiv’s bare-bones allegations of copying
by Microchip and failure by others are unsubstantiated and do not support a finding
of nonobviousness. Welch, §9358-359.

Other Secondary Considerations. The secondary considerations of “long-
standing problem or need” and “unexpected results / skepticism” do not favor a
finding of nonobviousness. Welch, 9361-364. If anything, the ease and speed
with which Apple CarPlay requirements in 2013 spurred activity suggests just the
opposite. Id. Nor has Aptiv showed commercial acquiescence from any entity

either seeking or taking a license to the 037 patent. EX1045, 11; Welch, 365.

* %k sk
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Even if Aptiv’s district court allegations had merit, they would not overcome
this Petition’s strong showing of obviousness. Microchip reserves the right to
request a preliminary reply to rebut any purported secondary considerations should
Aptiv raise them in a Preliminary Response.

VIII. DISCRETIONARY DENIAL IS NOT WARRANTED

Discretionary denial is unwarranted under 35 U.S.C. §314(a) and §325(d).

A.  Section 314(a)

“Consistent with Sotera Wireless, Inc., the PTAB will not discretionarily
deny institution in view of parallel district court litigation where a petitioner
presents a stipulation not to pursue in a parallel proceeding the same grounds or
any grounds that could have reasonably been raised before the PTAB.” Interim
Procedure for Discretionary Denials in AIA Postgrant Proceedings with Parallel
District Court Litigation, June 21, 2022, 3 (citing Sotera Wireless, Inc. v. Masimo
Corp., IPR2020-01019, Paper 12 (PTAB Dec. 1, 2020) (precedential as to §II.A)).
Petitioner hereby stipulates that, if the PTAB institutes this inter partes review,
Petitioner will not pursue invalidity of the Challenged Claims in a parallel district
court proceeding on the same grounds or any grounds that could have reasonably
been raised before the PTAB in this Petition. Accordingly, the Board should not

discretionarily deny Institution of this Petition under §314(a).
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B. Section 325(d)

Discretionary denial under 35 U.S.C. §325(d) is not warranted because
neither prong from Advanced Bionics, LLC v. MED-EL Elektromedizinische
Gerdte GmbH, IPR2019-01469, Paper 6 at 8 (Feb. 13, 2020) is satisfied. See also
Becton, Dickinson and Co. v. B. Braun Melsungen AG, IPR2017-01586, Paper 8 at
17-18 (PTAB Dec. 15, 2017) (precedential as to §III.C.5, first paragraph) (the
“Becton, Dickinson factors”).

With respect to prong one (corresponding to Becton, Dickinson factors (a),
(b), and (d)), neither Chang nor Chang II was submitted to or cited by the

Examiner during the *037 patent prosecution. See generally EX1002.22%

22 Chang and Chang II were submitted via IDS during prosecution of grandchild
and great-great-grandchild applications, respectively. This is irrelevant to §325(d)
because the Examiner was unaware of Chang and Chang Il when examining the
Challenged Claims.

23 Chutorash (relied on for Ground 2) was submitted in an IDS during the 037
patent prosecution, but was never cited or discussed by the Examiner. Petitioner
relies on Chutorash for the limited purpose of the “embedded [host]” and “vehicle”

limitations. These limitations were not at issue during prosecution. The fact that
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Petitioner does not believe any prior art before the Patent Office during the 037

99 ¢¢

patent prosecution is “substantially the same prior art,” “cumulative,” or materially
“similar.” See Becton, Dickinson factors (a), (b). For example, no prior art of
record in the *037 patent disclosed a host-to-host USB bridge in the context of a
USB hub as does Chang, let alone in combination with a dual-role port having a
“bypass” path as does Chang II. See supra §IV.B. Certainly, the Examiner did not
consider this Petition’s argument that it would have been obvious to modify Chang
(in view of Chang II and a POSITA’s knowledge) to include dual-role ports and a
bypass around the bridge. See Becton, Dickinson factors (d); §§IV.B, VIL.A.1.
Because Advanced Bionics prong one is not met, prong two (corresponding
to Becton, Dickinson factors (c), (e), and (f)) is inapplicable. Regardless, Becton,
Dickinson factor (¢) strongly weighs against denying institution since no art that
forms the Ground herein was the basis of rejection during prosecution. See
generally §1V.B. Moreover, had the Examiner known of Chang or Chang II (or

their teachings) during *037 patent prosecution, Petitioner respectfully asserts the

Examiner misapprehended important teachings of Chang and Chang II.

Chutorash was before the Examiner has no bearing on Petitioner’s §325(d)

arguments regarding Chang and Chang II.

-80.



For example, the Examiner never addressed Chang, much less its important
disclosure of connecting a permanent upstream host to a downstream host (through
a bridge) and downstream devices (not through the bridge). See §§1V.B, VIL.A.1.
Nor did the Examiner consider modifying Chang—e.g., in view of Chang II’s
bridge path and bypass path disclosure—to include dual-role ports. /d. Thus, even
if Advanced Bionics’ second prong applied, respectfully, the Patent Office erred or
misapprehended the teachings of Chang and Chang II. See Becton, Dickinson
factor (e).

Moreover, the Petition presents important “additional evidence and facts.”
See Becton, Dickinson factor (f). For example, this Petition demonstrates that
implementing dual-role ports was advantageous and routine. See §§III.B, VII.A.1
(e.g., Examiner was unaware of Castleberry, which expressly provides motivation
to modify Chang with dual-role ports). Thus, even if Advanced Bionics’ second
prong applied, this Petition warrants reconsideration of Chang and the teachings of
Chang II. See Becton, Dickinson factor (f).

Accordingly, both Advanced Bionics’ prongs favor institution.?*

24 Section IV.B details the prior art rejections not only for the *037 patent, but all

continuation patents in the same family. Section IV.B demonstrates that in each
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IX. MANDATORY NOTICES

A.  Real Party-in-Interest

Petitioner Microchip Technology Inc. and its subsidiaries are the real
parties-in-interest.

B. Related Proceedings

The *037 patent has been asserted by Aptiv in the following district court
action: Aptiv Technologies AG v. Microchip Technology Inc., Case No. 1:23-cv-
00307-JDW (D. Del., March 20, 2023). In addition to the 037 patent, the district
court action asserts U.S. Patent Nos. 9,645,962; 9,619,420; 10,545,899;
11,176,072; and 11,681,643 from the same patent family. PTAB proceedings on

the related patents are listed below:

Patent PTAB Proceeding | Wave 1/ Wave 2

9,619,420 (claims 1-12 and 15-17) IPR2024-00228

9,645,962 IPR2024-00229

Wave 1 Petitions
11,176,072 IPR2024-00230
11,681,643 PGR2024-00011

9,460,037 (claims 1-2, 4, and 6-11) IPR2024-00494

Wave 2 Petitions
9,619,420 (claims 13-14 and 18-20) IPR2024-00495

application the Examiner did not apply prior art as the Grounds herein, nor were

arguments made that these Grounds present.
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Patent

PTAB Proceeding | Wave 1/ Wave 2

10,545,899

IPR2024-00496

C. Counsel Information

Petitioners designate the following counsel:

Lead Counsel

Back-Up Counsel

Travis Jensen

Registration No. 60,087
tjiensen(@orrick.com;
T61PTABDocket@orrick.com

Postal & Hand-Delivery Address:
Orrick, Herrington & Sutcliffe LLP
1000 Marsh Road

Menlo Park, CA94025-1015

T: 650-614-7400

F: 650-614-7401

Jeremy Jason Lang
Registration No. 73,604
jlang@orrick.com;
PTABDocket]JL2@orrick.com

Postal & Hand-Delivery Address:
Orrick, Herrington & Sutcliffe LLP
1000 Marsh Road

Menlo Park, CA94025-1015

T: 650-614-7400

F: 650-614-7401

D. Electronic Service

Petitioners consent to email service at the email addresses above.

X. FEES

The required fee is being paid electronically through P-TACTS.

XI. CONCLUSION

Petitioner respectfully requests institution and a final written decision

finding the Challenged Claims unpatentable.

Dated: February 27, 2024

Respectfully submitted,

/Travis Jensen/

Travis Jensen, Reg. No. 60,087
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CERTIFICATE OF WORD COUNT

The undersigned certifies that the foregoing Petition with the word count
limits set forth in 37 C.F.R. §42.24(a)(1)(i). Excluding the parts of the Petition
exempted by 37 C.F.R. §42.24(a)(1), this Petition contains 13,995 words as
determined using the word count feature in Microsoft Word, which was used to
prepare this Petition.

Dated: February 27, 2024 By: /Travis Jensen/
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The undersigned hereby confirms that the foregoing Petition for Inter Partes
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overnight courier on the Patent Owner at the correspondence address of record for
U.S. Pat. No. 9,460,037:

171991 - Billion & Armitage - Aptiv
7401 Metro Blvd.

Suite 425

Minneapolis, MN 55439

Courtesy copies were also served via email on Patent Owner’s counsel of
record in a related district court action styled Aptiv Technologies AG v. Microchip
Technology Inc., Case No. 1:23-cv-00307-JDW (D. Del., March 20, 2023):

Philip A. Rovner (provner@potteranderson.com)
Tannyr Pasvantis (TPasvantis@mofo.com)
Andrew L. Perito (aperito@mofo.com)

Daralyn J. Durie (ddurie@mofo.com)

Eric C. Wiener (ewiener@mofo.com)

Henry Huttinger (hhuttinger@mofo.com)
Jonathan A. Choa (jchoa@potteranderson.com)
Joyce C. Li (joyceli@mofo.com)

Timothy C. Saulsbury (tsaulsbury@mofo.com)
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