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INTRODUCTION

The internal Multi-Host Endpoint Reflector in the Microchip USB4916 and USB4914 hubs allows for smart-phone auto-

motive mode sessions to be entered on the downstream ports.

The USB4916 supports the Multi-Host Endpoint Reflector on four downstream ports.

The USB4914 supports the Multi-Host Endpoint Reflector on two downstream ports.

The Multi-Host Endpoint Reflector uses standard Network Control Model (NCM) device protocol, which is a sub-class 

of Communication Device Class (CDC) group of protocols. Standard NCM USB drivers may be utilized; No custom driv-

ers are required.

A Multi-Host Endpoint Reflector session may be entered on only 1 downstream port at a time. Entry into Multi-Host mode

is initiated via a no data Control USB transfer addressed to the internal Multi-Host Endpoint Reflector device in the hub.

Sections

Section 1.0, Functional Overview

Section 2.0, NCM Device Class

Section 3.0, Multi-Host Command Details

Section 4.0, Multi-Host Command Example

References

Consult the following documents for details on the specific parts referred to in this document.

• Microchip USB4914 Data Sheet

• Microchip USB4916 Data Sheet

• Microchip Configuration Options for the USB4715 and USB49xx Application Note
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1.0 FUNCTIONAL OVERVIEW

The internal block diagrams of Microchip USB4914 and USB4916 are shown below in Figure 1 and Figure 2 respec-

tively.

Both USB4914 and USB4916 have two internal USB devices. The Multi-Host Endpoint Reflector device is a Composite 

WinUSB and NCM device with Product ID 0x4910. The Hub Feature Controller device which enables USB bridging func-

tion is a WinUSB device with Product ID 0x4940.

On the USB4914, the Multi-Host Endpoint Reflector is connected to port 4, while the Hub Feature Controller is con-

nected to port 5.

On the USB4916, the Multi-Host Endpoint Reflector is connected to port 6, while the Hub Feature Controller is con-

nected to port 7.

The hub ports which are connected to both the Multi-Host Endpoint Reflector and Hub Feature Controller are both con-

figured as non-removable.

FIGURE 1: USB494X INTERNAL BLOCK DIAGRAM
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Note: The Multi-Host Endpoint Reflector device only attaches after a specific USB command is issued from the

USB host to the Hub Feature Controller to enter the automotive mode.

Note 1: PID value will change depending on the specific configuration of the Hub Feature Controller.
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FIGURE 2: USB4916 INTERNAL BLOCK DIAGRAM

USB Host

Microchip
USB4916 Hub

GPIO

prt4prt1 prt2 prt3

prt7
Upstream

Port

Hub Feature
Controller

Multi-Host
Port

Multi-Host
Port

Multi-Host
Port

Multi-Host
Port

U S B     D e v i c e s

VID = 0x0424
PID = 0x4940

prt5

Standard
Port

prt6

Multi-Host

VID = 0x0424
PID = 0x4910

Reflector

I2C
I2S
SPI

UART

2nd Tier Hub

Hub Controller Logic

WinUSB Device

Composite Device

Å 2017 Microchip Technology Inc. DS00002374A-page  3

AN2374

1.1 Multi-Host Automotive Session

A Multi-Host automotive session is initiated via a USB command to the Hub Feature Controller internal device. The 

details of this USB command are shown in Section 3.0, Multi-Host Command Details, and a example USB protocol trace 

capture of the command is detailed in section Section 4.0, Multi-Host Command Example.

The USB4914 supports the Multi-Host Endpoint Reflector operation on downstream ports one and two.

The USB4916 supports the Multi-Host Endpoint Reflector operation on downstream ports one through four.

When a Multi-Host session is initiated with one of the Multi-Host capable downstream ports, the device port is multi-

plexed over to the Multi-Host Endpoint Reflector device and the NCM class Multi-Host Endpoint Reflector device 

attaches.

A typical sequence of events for automotive session initialization is:

1. The automotive head unit (USB Host) enumerates a smartphone on Multi-Host capable port “X” and recognizes 

that it is capable of an automotive session.

2. The automotive head unit sends any necessary commands to the smartphone in order to set that device into the

automotive mode.

3. The automotive head unit sends the Multi-Host command to the internal Hub Feature Controller device Endpoint 

0 to enter the Multi-Host Endpoint Reflector mode with port “X”.

4. The automotive head unit will see the smartphone disconnect from port “X”.

5. The smartphone will switch to Host mode operation and will see an NCM class device attach. The smartphone 

will enumerate this device and discover it as an NCM class device.

6. Data can now be exchanged between the automotive head unit and the smartphone device while both are oper-

ating as a USB host through the NCM class device endpoints.

Figure 3 below shows the internal connections made both before and after an automotive session is initiated.

Case 1:23-cv-00307-JDW   Document 42-1   Filed 06/23/23   Page 112 of 137 PageID #: 527

Microchip Ex. 1099, p. 4 
Microchip v. Aptiv 

IPR2024-00495



FIGURE 3: MULTI-HOST ENDPOINT REFLECTOR
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1.2 The Multi-Host Endpoint Reflector Composite Device

The internal Multi-Host Endpoint Reflector device is a composite device. A composite device is a collection of different 

USB device classes all connected to a single USB port.

There are three individual USB devices within the Multi-Host Endpoint Reflector composite device.

Device 1 - WinUSB device: The Multi-Host Endpoint Reflector session commands must be sent to this device

Device 2 - NCM/IAP Bridge Device (NCM Communications Interface)

Device 3 - NCM/IAP Bridge Device (NCM Data Interface)
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2.0 NCM DEVICE CLASS

2.1 NCM Device Specification

The Multi-Host Endpoint Reflector uses standard Network Control Model (NCM) device protocol, which is a sub-class 

of Communication Device Class (CDC) group of protocols. The “Universal Serial Bus Communications Class Subclass 

Specifications for Network Control Modules” Revision 1.0 which defines the NCM device class was released in Nov 

2010. All major computing and mobile Operating Systems now natively include drivers for NCM support.

The NCM class specification can be obtained from www.usb.org

2.2 NCM Device Protocol 

The NCM device class allows IEEE 802.3 Ethernet frames to be exchanged over USB protocol between USB hosts and 

USB devices. The Ethernet frames may convey either IPv4 (Internet Protocol version 4.0) and IPv6 (Internet Protocol 

version 6.0) datagrams.

The NCM specification builds upon the USB CDC specification for ECM to allow for improved data rates. ECM was 

designed for use with USB full-speed connections, but is not optimized for high-speed USB connections. The NCM 

device class protocol allows multiple Ethernet frames to be combined to single USB bulk transfers. NCM device func-

tions may also specify preferences for Ethernet frame placement within a USB data transfer.

The NCM specification defines two ways of encapsulating and translating Ethernet datagrams to USB transfers. One 

for achieving full USB 2.0 (64KiB) data rates, and the other for USB 3.0 data rates. (4GiB). The 64KiB method intended 

for USB 2.0 use allows for up to forty 1514-byte Ethernet frames to be combined to one USB bulk transfer.

An NCM device implements two interfaces: an NCM Communications Interface and an NCM Data Interface. The Com-

munications Interface is used for configuration and management of the networking functions. The Data Interface is used 

for transporting the bulk data payloads. A single NCM driver will manage both interfaces.
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3.0 MULTI-HOST COMMAND DETAILS

The USB hub requires a specific USB command to be issued from the USB host to indicate when a Multi-Host Endpoint 

Reflector automotive session should begin.

The USB command is a NO DATA Control transfer which must be issued to Endpoint 0 of the internal Hub Feature Con-

troller device (the WinUSB device). On USB4916, the Hub Feature Controller is the internal device located on Port 7.

On USB4914, the Hub Feature Controller is the internal device located on Port 5.The SETUP command format is shown 

below in Table 1 and Table 2.

TABLE 1: MULTI-HOST ENDPOINT REFLECTOR SETUP PACKET

Setup Parameter Value Description

bmRequestType 0x41 Device-to-host, vendor class, targeted to interface

bRequest 0x90 SET_ROLE_SWITCH

wValue 0xYYYY Bits detailed below

wIndex 0x0000 Reserved

wLength 00 No data

TABLE 2: WVALUE DETAIL OF MULTI-HOST ENDPOINT REFLECTOR SETUP PACKET 

Bit Name Description

15:11 Reserved Reserved (Must Always Be ‘0’)

10:8 ENUM_TIMEOUT These bits control a timer which is started when the Multi-Host Endpoint Reflector 

command is sent.

If the smartphone does not enumerate the NCM device before the timer expires, 

the hub will revert to the default state with wherein there is no active Multi-Host 

Endpoint Reflector automotive session.

If the smartphone does enumerate the NCM device, then the Multi-Host Endpoint 

Reflector automotive session will remain active.

000 = No Timeout defined (hub will not automatically terminate Multi-Host End-

point Reflector automotive session)

001 = 10 ms

010 = 100 ms

011 = 500 ms

100 = 1 second

101 = 5 seconds

110 = 10 seconds

111 = 20 seconds

7 Reserved Reserved (Must Always Be ‘0’)

6:5 ROLE_SWITCH_-

TYPE

Must always be ‘00’ for Multi-Host Endpoint Reflector
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4 ROLE_SWITCH_STA

TE

1 = Transitions the port defined in PORT bits in to Multi-Host Endpoint Reflector 

session

0 = Terminates Multi-Host Endpoint Reflector session currently active on port 

defined in PORT bits

3:0 PORT Physical downstream port to initiate or terminate Multi-Host Endpoint Reflector 

session

0001 = Port 1

0010 = Port 2

0011 = Port 3

0100 = Port 4

All others = Invalid

TABLE 2: WVALUE DETAIL OF MULTI-HOST ENDPOINT REFLECTOR SETUP PACKET 

Bit Name Description
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4.0 MULTI-HOST COMMAND EXAMPLE

An example of the Multi-Host Endpoint Reflector session initialization command for Port 3 is shown below. This com-

mand is sent to EP0 of the Hub Feature Controller.

TABLE 3: MULTI-HOST ENDPOINT REFLECTOR SETUP COMMAND EXAMPLE

Setup Parameter Value Note

bmRequestType 0x41 Device-to-host, vendor class, targeted to interface 

bRequest 0x90 SET_ROUSB491XLE_SWITCH

wValue 0x0013 Bits 15:11 = 0000b

Bits 10:8 = 000b (no enum timer)

Bit 7 = 0b

Bits 6:5 = 00b

Bit 4 = 1b (Enter Multi-Host Endpoint Reflector session)

Bits 3:0 = 0011b (Port 1)

wIndex 0x0000 Reserved

wLength 00 No data

FIGURE 4: REGISTER READ SETUP TRANSACTION EXAMPLE
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APPENDIX A: APPLICATION NOTE REVISION HISTORY

TABLE A-1: REVISION HISTORY 

Revision Level & Date Section/Figure/Entry Correction

DS00002374A (05-08-17) All Initial release.
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THE MICROCHIP WEB SITE

Microchip provides online support via our WWW site at www.microchip.com. This web site is used as a means to make 

files and information easily available to customers. Accessible by using your favorite Internet browser, the web site 

contains the following information:

• Product Support – Data sheets and errata, application notes and sample programs, design resources, user’s 

guides and hardware support documents, latest software releases and archived software

• General Technical Support – Frequently Asked Questions (FAQ), technical support requests, online discussion 

groups, Microchip consultant program member listing

• Business of Microchip – Product selector and ordering guides, latest Microchip press releases, listing of 

seminars and events, listings of Microchip sales offices, distributors and factory representatives

CUSTOMER CHANGE NOTIFICATION SERVICE

Microchip’s customer notification service helps keep customers current on Microchip products. Subscribers will receive

e-mail notification whenever there are changes, updates, revisions or errata related to a specified product family or

development tool of interest.

To register, access the Microchip web site at www.microchip.com. Under “Support”, click on “Customer Change Notifi-

cation” and follow the registration instructions.

CUSTOMER SUPPORT

Users of Microchip products can receive assistance through several channels:

• Distributor or Representative

• Local Sales Office

• Field Application Engineer (FAE)

• Technical Support

Customers should contact their distributor, representative or Field Application Engineer (FAE) for support. Local sales 

offices are also available to help customers. A listing of sales offices and locations is included in the back of this

document.

Technical support is available through the web site at: http://microchip.com/support
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Information contained in this publication regarding device applications and the like is provided only for your convenience and may be

superseded by updates. It is your responsibility to ensure that your application meets with your specifications. MICROCHIP MAKES NO

REPRESENTATIONS OR WARRANTIES OF ANY KIND WHETHER EXPRESS OR IMPLIED, WRITTEN OR ORAL, STATUTORY OR

OTHERWISE, RELATED TO THE INFORMATION, INCLUDING BUT NOT LIMITED TO ITS CONDITION, QUALITY, PERFORMANCE, 

MERCHANTABILITY OR FITNESS FOR PURPOSE. Microchip disclaims all liability arising from this information and its use. Use of Micro-

chip devices in life support and/or safety applications is entirely at the buyer’s risk, and the buyer agrees to defend, indemnify and hold

harmless Microchip from any and all damages, claims, suits, or expenses resulting from such use. No licenses are conveyed, implicitly or

otherwise, under any Microchip intellectual property rights unless otherwise stated.

Trademarks

The Microchip name and logo, the Microchip logo, AnyRate, AVR, AVR logo, AVR Freaks, BeaconThings, BitCloud, CryptoMemory, CryptoRF, 

dsPIC, FlashFlex, flexPWR, Heldo, JukeBlox, KEELOQ, KEELOQ logo, Kleer, LANCheck, LINK MD, maXStylus, maXTouch, MediaLB, megaAVR, 

MOST, MOST logo, MPLAB, OptoLyzer, PIC, picoPower, PICSTART, PIC32 logo, Prochip Designer, QTouch, RightTouch, SAM-BA, SpyNIC, 

SST, SST Logo, SuperFlash, tinyAVR, UNI/O, and XMEGA are registered trademarks of Microchip Technology Incorporated in the U.S.A. and 

other countries.

ClockWorks, The Embedded Control Solutions Company, EtherSynch, Hyper Speed Control, HyperLight Load, IntelliMOS, mTouch, Precision 

Edge, and Quiet-Wire are registered trademarks of Microchip Technology Incorporated in the U.S.A.

Adjacent Key Suppression, AKS, Analog-for-the-Digital Age, Any Capacitor, AnyIn, AnyOut, BodyCom, chipKIT, chipKIT logo, CodeGuard, 

CryptoAuthentication, CryptoCompanion, CryptoController, dsPICDEM, dsPICDEM.net, Dynamic Average Matching, DAM, ECAN, 

EtherGREEN, In-Circuit Serial Programming, ICSP, Inter-Chip Connectivity, JitterBlocker, KleerNet, KleerNet logo, Mindi, MiWi, motorBench, 

MPASM, MPF, MPLAB Certified logo, MPLIB, MPLINK, MultiTRAK, NetDetach, Omniscient Code Generation, PICDEM, PICDEM.net, PICkit, 

PICtail, PureSilicon, QMatrix, RightTouch logo, REAL ICE, Ripple Blocker, SAM-ICE, Serial Quad I/O, SMART-I.S., SQI, SuperSwitcher, 

SuperSwitcher II, Total Endurance, TSHARC, USBCheck, VariSense, ViewSpan, WiperLock, Wireless DNA, and ZENA are trademarks of 

Microchip Technology Incorporated in the U.S.A. and other countries.

SQTP is a service mark of Microchip Technology Incorporated in the U.S.A.

Silicon Storage Technology is a registered trademark of Microchip Technology Inc. in other countries.

GestIC is a registered trademark of Microchip Technology Germany II GmbH & Co. KG, a subsidiary of Microchip Technology Inc., in other 

countries. 

All other trademarks mentioned herein are property of their respective companies.

© 2017, Microchip Technology Incorporated, All Rights Reserved. 
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Note the following details of the code protection feature on Microchip devices:

• Microchip products meet the specification contained in their particular Microchip Data Sheet.

• Microchip believes that its family of products is one of the most secure families of its kind on the market today, when used in the 

intended manner and under normal conditions.

• There are dishonest and possibly illegal methods used to breach the code protection feature. All of these methods, to our 

knowledge, require using the Microchip products in a manner outside the operating specifications contained in Microchip’s Data 

Sheets. Most likely, the person doing so is engaged in theft of intellectual property.

• Microchip is willing to work with the customer who is concerned about the integrity of their code.

• Neither Microchip nor any other semiconductor manufacturer can guarantee the security of their code. Code protection does not 

mean that we are guaranteeing the product as “unbreakable.”

Code protection is constantly evolving. We at Microchip are committed to continuously improving the code protection features of our

products. Attempts to break Microchip’s code protection feature may be a violation of the Digital Millennium Copyright Act. If such acts 

allow unauthorized access to your software or other copyrighted work, you may have a right to sue for relief under that Act.

Microchip received ISO/TS-16949:2009 certification for its worldwide 
headquarters, design and wafer fabrication facilities in Chandler and 
Tempe, Arizona; Gresham, Oregon and design centers in California 
and India. The Company’s quality system processes and procedures 
are for its PIC® MCUs and dsPIC® DSCs, KEELOQ® code hopping 
devices, Serial EEPROMs, microperipherals, nonvolatile memory and 
analog products. In addition, Microchip’s quality system for the design 
and manufacture of development systems is ISO 9001:2000 certified.

QUALITY MANAGEMENT SYSTEM

CERTIFIED BY DNV

ISO/TS 16949
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