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(57) ABSTRACT 

A method and system for use with a public cloud network is 
disclosed, wherein the public cloud network includes at least 
one private cloud routing server, at least one private network 
service and at least one Smart device client in communication 
therewith. The method and system comprise setting up the at 
least one private cloud routing server, the at least one private 
network service and the at least one Smart device client in a 
client server relationship. The at least one private cloud rout 
ing server includes a message box associated therewith. The 
first message box is located in the public network. The at least 
one Smart client includes a second message box associated 
therewith. The second message box is located on the public 
network. The method includes passing session based message 
information between the at least one private cloud routing 
server and the at least one smart device client via the first 
message box and the second message box in a secure manner. 
The session based information is authenticated by the private 
cloud routing server and the at least one Smart device client. 
The smart device client and the private cloud routing server 
can then communicate with each other after the session based 
information is authenticated. The at least one private network 
service is then manageable and accessible by the at least one 
smart device client from anywhere at anytime without utiliz 
ing a public cloud based routing server. 
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Figure 2 (Prior Art) 
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virtual IP address of the Private Cloud 
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ACCessing All Communication between the Smart 
Private Device Client and the Private Cloud 
Cloud < Server are intercepted and encapsulated 
Server by the VPN Routing Server 304 

The Smart Device Client starts 
accessing the Private Cloud Server 

X- 305 

Figure 3 (Prior Art) 
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Figure 4 (Prior Art) 
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Figure 5 (Prior Art) 

  



Patent Application Publication Dec. 4, 2014 Sheet 7 of 11 US 2014/0359704 A1 

The Private Cloud Routing 
Server sends a session based 

The Smart Device Client retrieves 
the Session based invitation from 

invitation to the message box the client message box 611 
of the intended Smart Device 

Client as one of the 
authorized users 601 

The Private Cloud Routing valid invitation? 
Server retrieves the session s 
based access request from is 612 - 

the message box 602 - - 

2. a. 
--- & v 3 

-- s & v 's 
- Valid access is y The Smart Device Client may 
is request? - \, reply with a session based access 

is 603 - request to the Private Cloud 
Routing Server message box, to 
register its network information, 

whenever it needs to access to the The Private Cloud Routi e rivate Uloud Routing Private Cloud Routing Server 
Server registers the network 

information of the Smart 613 
Device Client 604 

The Private Cloud Routing p P The sm. Dystrieves 
Server sends a session based prwatt- acknowledgement from the client acknowledgement to the - wo- message box message box of the Smart vesse 

Device Client 614 
605 

The Private Cloud Routing 
Server starts the 

communication request to the 
Smart Device Client 606 

Process P 

The Smart Device Client starts the 
communication request to the 
Private Cloud Routing Server 

615 

Figure 6 
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Figure 7 
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PRIVATE CLOUD ROUTING SERVER, 
PRIVATE NETWORKSERVICE AND SMART 

DEVICE CLIENT ARCHITECTURE 
WITHOUT UTILIZING A PUBLIC CLOUD 

BASED ROUTING SERVER 

CROSS-REFERENCE TO RELATED 
APPLICATION 

0001. This application is a continuation-in-part of U.S. 
patent application Ser. No. 13/229,285, filed Sep. 9, 2011, 
entitled PRIVATE CLOUD SERVER AND CLIENT 
ARCHITECTURE WITHOUT UTILIZING A ROUTING 
SERVER, which is incorporated herein by reference in its 
entirety. 

FIELD OF THE INVENTION 

0002 The present invention relates generally to network 
ing and more particularly to the use of private cloud networks. 

BACKGROUND OF THE INVENTION 

0003. In the Internet connected environment, the Smart 
Device Clients including smartphone, tablet, eBook reader, 
notebook, PC and various Smart gadgets are ubiquitous and 
omnipresent. Other than connectivity, one of the values of the 
Smart Device Clients is to be able to connect at any time and 
any place to retrieve services from one or many serving par 
ties or servers. The services include audio, video contents, 
live or archived information, and execution of applications, 
Social media, messaging, email, storage, backup, calendar, 
contact, Synchronization and others. There are different types 
of servers that serve these various requests from the Smart 
Device Clients. In general, these types of servers can be 
categorized to fall into two groups: a public cloud and a 
private cloud. Servers in the public cloud, implied by the 
name “public, provide services that tend to be free with 
limited functionality or fee-based with more sophisticated 
services and interact with the public. Examples of the public 
cloud server include data center, Social media services and 
storage/content provider through the Internet. On the other 
hand, servers in the private cloud tend to address the private 
need. The services provided are more private and personal as 
opposed to those offered by the public cloud. 
0004 One example of the application of the private cloud 
server is a private cloud storage server (PCSS). The PCSS sits 
within the local area network (LAN) managed by the user. It 
provides on-line and backup storage for the user either within 
the LAN or in the wide area network (WAN). The user is able 
to use a Smart Device Client to access information within the 
private cloud storage server at anytime from anywhere. The 
private cloud storage server and the associated Smart Device 
Client therefore form an example of the Private Cloud Server 
and Client architecture. 
0005 Conventionally, there are many storage server solu 

tions, including network attached storage (NAS), Windows/ 
Mac/Linux server, and direct attached storage (DAS) to fulfill 
the PCSS requirement. But the challenge for the Smart 
Device Clients in the field has been how to avoid the cumber 
some setup to penetrate the firewall behind the router on the 
LAN to access the PCSS in a home or office environment. 
There are at least four kinds of solutions to this challenge. 
0006. One solution is to assign a fixed IP address and open 
certain ports for the router in front of the PCSS, such that the 
Smart Device Client is able to locate the PCSS from outside 
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the LAN and to authenticate itself, penetrate the firewall and 
establish a secure communication channel with the PCSS. 

0007. The second solution applies when a fixed IP address 
is not available. The user configures the LAN router of the 
PCSS and opens certain ports to map to the PCSS. The router 
is therefore able to be located by the intended Smart Device 
Client through a dynamic DNS (DDNS) service on the WAN. 
The Smart Device Client can authenticate itself, penetrate the 
firewall and establish a secure communication channel with 
the PCSS. 

0008. The third solution is to rely on another routing server 
in the WAN to conduct the virtual private network (VPN) 
communication between the Smart Device Client and the 
PCSS. The VPN communication allows the Smart Device 
Client to locate the PCSS, authenticate itself, penetrate the 
firewall and establish a secure communication channel with 
the PCSS. 

0009. The fourth solution is to rely on another routing 
server in the WAN to conduct the remote desktop protocol 
(RDP) or virtual network computing (VNC) communication 
between the Smart Device Client and the PCSS. The RDP/ 
VNC communication allows the Smart Device Client to 
locate the PCSS, authenticate itself, penetrate the firewall and 
establish a secure communication channel with the PCSS. 
Other solutions can be mix- and match of the above men 
tioned solutions. 

0010. In the first scenario, a fixed IP address is required 
and the router needs to be set up and configured. The down 
side is that a fixed IP involves more cost and is usually not 
available in the home and small business environment. The 
router set up and configuration can be very complicated and 
are not user friendly with most consumers. 
0011. In the second scenario, a DDNS service is required 
and the router needs yet more complex set up. Again, the 
DDNS set up involves additional cost and complexity into the 
system. The router set up and configuration can be very com 
plicated and is not user friendly with most consumers. 
0012. In the third and fourth scenarios, an outside routing 
server or service needs to be established, while a router set up 
is not necessary. The outside routing server or service controls 
and handles login/authentication between the Smart Device 
Client and the server. The private cloud becomes less private 
and less secure through the public cloud based server or 
service. If for any reason the server or service is down, the 
communication and availability of the private cloud storage 
server will be jeopardized. 
0013 All of these scenarios require technical expertise 
that may be suitable for conventional corporate environment, 
but these scenarios are not suitable for consumer oriented 
Smart Device Client centric deployment. 
0014. In most conventional systems, an outside or public 
cloud based routing server is used by the Smart Device Client 
during access to the Private Cloud Server. Using an outside 
server creates a number of concerns to the Smart Device 
Client owner. 

0015. First, the sense of trust is always in question, 
because the outside or public cloud based routing server is a 
middleman during all communication transactions between 
the Smart Device Client and the Private Cloud Server. It may 
hold all user account info, password and their corresponding 
IP addresses of the Smart Device Client and the Private Cloud 
Server. The routing server is able to sniffany communication 
in-between and render it insecure. 
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0016 Second, being an outside and public cloud based 
routing server, its business model may not always bein-line or 
in-sync with the Smart Device Client owner. If the routing 
server is out of service due to any business reason, there is no 
remedy or option of replacement to restore the service. The 
routing server potentially poses a tremendous business risk to 
the user as the vital link in the communication can be broken 
without recourse. 
0017. Accordingly, what is needed is a system and method 
that addresses the above identified issues. The present inven 
tion addresses such a need. 

SUMMARY OF THE INVENTION 

0018. A method and system for use with a public cloud 
network is disclosed, wherein the public cloud network 
includes at least one private cloud routing server, at least one 
private network service and at least one Smart device client in 
communication therewith. The method and system comprise 
setting up the at least one private cloud routing server, the at 
least one private network service and the at least one Smart 
device client in a client server relationship. The at least one 
private cloud routing server includes a message box associ 
ated therewith. The first message box is located in the public 
network. The at least one Smart client includes a second 
message box associated therewith. The second message box 
is located on the public network. 
0019. The method includes passing session based mes 
sage information between the at least one private cloud rout 
ing server and the at least one Smart device client via the first 
message box and the second message box in a secure manner. 
The session based information is authenticated by the private 
cloud routing server and the at least one Smart device client. 
The Smart device client and the private cloud routing server 
can then communicate with each other after the session based 
information is authenticated. Theat least one private network 
service is then manageable and accessible by the at least one 
smart device client from anywhere at anytime without utiliz 
ing a public cloud based routing server. 

BRIEF DESCRIPTION OF THE DRAWINGS 

0020 FIG. 1A is a block diagram of a conventional Cloud 
Network Infrastructure. 

0021 FIG. 1B is a block diagram of a Cloud Network 
Infrastructure in accordance with an embodiment. 

0022 FIG.2 shows a conventional implementation of how 
the Private Cloud Server can be accessed physically through 
the configuration of its Router P on the LAN. 
0023 FIG.3 shows a conventional implementation of how 
the Private Cloud Server can be accessed logically through 
registration with a VPN Routing Server. 
0024 FIG. 4 shows an implementation of how the Private 
Cloud Server can be accessed logically through registration 
with an Intermediate Routing Server. 
0025 FIG.5 shows a conventional implementation of how 
the Private Cloud Server can be accessed logically through 
peer-to-peer communication registering with an Intermediate 
Routing Server. 
0026 FIG. 6 illustrates an Initial Setup of the Private 
Cloud Server Routing Server and the Smart Device Client in 
accordance with the present invention. 
0027 FIG. 7 shows the communication flow of the Smart 
Device Client in accordance with the present invention. 
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0028 FIG. 8 shows the communication flow of the Private 
Cloud Routing Server in accordance with the present inven 
tion. 
(0029 FIG. 9 shows a block diagram of the Private Cloud 
Routing Server in accordance with the present invention. 
0030 FIG. 10 shows a block diagram of the Smart Device 
Client in accordance with the present invention. 

DETAILED DESCRIPTION 

0031. The present invention relates generally to network 
ing and more particularly to the use of private cloud networks. 
The following description is presented to enable one of ordi 
nary skill in the art to make and use the invention and is 
provided in the context of a patent application and its require 
ments. Various modifications to the embodiments and the 
generic principles and features described herein will be 
readily apparent to those skilled in the art. Thus, the present 
invention is not intended to be limited to the embodiments 
shown, but is to be accorded the widest scope consistent with 
the principles and features described herein. 
0032. The term “Client” is interchangeable with “Smart 
Device Client' throughout discussion in the context. The term 
“router is in general interchangeable with “gateway'. 
“access point' and/or “NAT” (network address translation) in 
the discussion. 
0033. A system and method inaccordance with the present 
invention addresses the following challenges in a consumer 
oriented environment for a Smart Device Client in a WAN to 
be able to obtain services from a Private Cloud Storage Server 
(PCSS) or any Private Cloud Server (PCS): 
0034) 1. Access the Private Cloud Server (PCS) at anytime 
from anywhere. 
0035 2. Access the PCS behind the firewall with fixed or 
dynamic IP address. 
0036 3. Require no outside or public cloud based routing 
server in the WAN. 
0037 4. Require no additional router setup in the LAN. 
0038 5. Authenticate with the PCS. 
0039. 6. Establish a secure communication channel with 
the PCS. 
0040. If such challenges can be met and resolved, it will 
increase the deployment of the Private Cloud Server or ser 
Vice exponentially, due to the plug and play simplicity and 
availability. It also removes the technical and business con 
cern by not utilizing a public cloud based routing server. The 
Private Cloud Server covering storage, remote desktop ser 
vice and Internet of Things (IoT) becomes very affordable 
and ubiquitous in the private cloud infrastructure. 
0041. In the private cloud environment, if there are more 
than one private cloud servers or services co-exist at the same 
time, it is advantageous to separate out the functions of Pri 
vate Cloud Server into two functional blocks including Pri 
vate Cloud Routing Service and Private Network Service. 
The Private Network Service (PNS) by itself is designed to be 
managed and accessed on the private network environment, 
be it wired or wireless, by the Smart Device Client. Examples 
of the Private Network Service include application program 
server to provide remote desktop protocol (RDP), VNC, 
office tools, media player, and other user specific applica 
tions. It may also function as a storage server that contains 
multiple terabytes of storage serving the private cloud. The 
Private Cloud Routing Service functions of the multiple Pri 
vate Cloud Servers can then be aggregated together into just 
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one Private Cloud Routing Server (PCRS). The Private Cloud 
Routing Server can generally be referred to as a Private Cloud 
Router. 
0042. A system and method inaccordance with the present 
invention addresses the following challenges in the consumer 
oriented environment for utilizing the Smart Device Client in 
the WAN to be able to manage and access Private Network 
Service (PNS) from a Private Cloud Routing Server (PCRS): 
0043 1. Access the Private Cloud Routing Server (PCRS) 
at anytime from anywhere. 
0044 2. Access the PCRS behind the firewall with fixed or 
dynamic IP address. 
0045 3. Require no outside or public cloud based routing 
server in the WAN. 
0046 4. Require no additional router setup in the LAN. 
0047 5. Authenticate with the Private Cloud Routing 
Server (PCRS). 
0.048 6. Establish a secure communication channel with 
the Private Network Service (PNS) to manage and access. 
0049. If the Private Cloud Routing Server (PCRS) can 

fulfill the above mentioned challenges, the heterogeneous 
Private Cloud Servers from different manufacturers and ven 
dors can then be broken down into simpler Private Network 
Services and remove the complexity of private cloud setup, 
configuration and access 
0050. The purpose of a system and method in accordance 
with the invention is to provide a Private Cloud Routing 
Server (PCRS), Private Network Service and Client architec 
ture without utilizing a routing server. The system and 
method in accordance with the present invention addresses 
the above identified challenges that to allow a Client to be able 
to access the Private Network Service (PNS) from anywhere 
at anytime. The system and method also accesses the PNS 
behind a firewall with fixed or dynamic IP requires no addi 
tional router setup and no public cloud based routing server in 
the WAN, to authenticate with the PCRS, and to establish a 
secure communication channel directly with the PNS. 
0051. As shown in FIG.1A, a cloud network infrastructure 
includes a public cloud 100, a public cloud server 113, an 
intermediate routing server 112, a VPN routing server 114, a 
Smart Device Client 101 in the WAN, a Router P 102 and a 
Router S 103. The Router S 103 connects between a LAN 
105 and the Internet in public cloud 100. The Router P 102 
connects between a LAN 104 and the Internet in public cloud 
100. Behind the LAN 104, there are Smart Device Clients 
106, 107 and a Private Cloud Server (PCS) 108. Behind the 
LAN 105, there are Smart Device Clients 109, 110 and 111. 
The Smart Device Client can be a PC, notebook, tablet, eBook 
reader, GPS, smart TV. set top box, MP3 player, or any net 
workable embedded device. 
0052. They are denoted in the Cloud Network Infrastruc 
ture as 101,106, 107,109,110, and 111. Anyone of the Smart 
Device Clients above is interchangeable in the context and 
discussion. The focus on this discussion is the Smart Device 
Client 109, as the representative in this context. 
0053 Physically, there are three scenarios that a Smart 
Device Client 101, 107 or 109 can connect to the Private 
Cloud Server 108. First, a Smart Device Client 107 deter 
mines whether the target is in the locally accessible LAN104 
and decides to connect to the Private Cloud Server 108 
directly. Second, the Smart Device Client 101 determines the 
target is not in the locally accessible LAN 104 and decides to 
connect through the WAN to the public cloud 100. The WAN 
locates the Router P102 and LAN 104, then connects to the 
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Private Cloud Server 108. Third, the Smart Device Client 109 
determines the target is not in the locally accessible LAN 105 
and decides to passes through LAN 105, Router S 103, and 
connects to the public cloud 100 in the WAN. 
0054. The Smart Device Client 109 then locates Router P 
102, LAN 104 and connects to the Private Cloud Server 108. 
The first and the second scenario are two special cases and 
derivatives of the third scenario. Therefore, it is beneficial to 
focus on the third scenario that is broader in scope and com 
plexity. 
0055 FIG.2 shows a conventional implementation of how 
the Private Cloud Server 108 can be accessed physically 
through the configuration of its Router P 102 on the LAN 
104. There are two steps involved in configuring the Router P 
102. First, the user needs to map the private IP address of the 
Private Cloud Server 108, to a specific port in Router P 102, 
as in step 200. Second, the user needs to register the public IP 
address of the Router P 102 that hosts the Private Cloud 
Server 108, with an Intermediate Routing Server 112 in the 
WAN, as in step 201. Before the Smart Device Client 109 can 
access the Private Cloud Server 108, it looks up the Interme 
diate Routing Server 112 to locate the public IP address of the 
Private Cloud Server 108, as in step 202. It then can start 
accessing, as in step 203, the predetermined port of the 
Router P 102, which is correctly mapped to the private IP 
address of the Private Cloud Server 108. 
0056. The configuration of the Router P102 and the setup 
of the Intermediate Routing Server 112 are not really trivial 
and can be very difficult for most of the end users. Further, by 
mapping the private IP address of the Private Cloud Server 
108 to a port that is directly and permanently addressable by 
the outside world, it conceivably creates a big security risk for 
the Private Cloud Server 108. 
0057 The Private Cloud Server 108 is directly and perma 
nently exposed to the outside world that can invite many 
vicious attacks. Also, the Intermediate Routing Server 112 is 
a public cloud based server. It creates a number of concerns to 
the Smart Device Client 109 owner. First, the sense of trust is 
always in question, because the Intermediate Routing Server 
112 is a middleman during all communication transactions 
between the Smart Device Client 109 and the Private Cloud 
Server 108. It may hold all user account information, pass 
word and their corresponding IP addresses of the Smart 
Device Client 109 and the Private Cloud Server 108. The 
Intermediate Routing Server 112 is able to sniff any commu 
nication in-between and render it insecure. 
0.058 Second, being an outside and public cloud based 
routing server, the business model of the Intermediate Rout 
ing Server 112 may not always be in-line or in-sync with the 
Smart Device Client 109 owner. If the Intermediate Routing 
Server 112 is out of service due to any business reason, there 
is no remedy or option of replacement to restore the service. 
It potentially poses a tremendous business risk to the user, as 
the vital link in the communication can be broken without 
COUS. 

0059 FIG.3 shows a conventional implementation of how 
the Private Cloud Server 108 can be accessed logically 
through registration with a VPN Routing Server 114. During 
setup of a virtual private network, the Private Cloud Server 
108 first registers its public IP address and its private IP 
address with a VPN (virtual private network) Routing Server 
114 and stays logging in, as in 300. The Smart Device Client 
109 also registers its public IP address and its private IP 
address with the same VPN Routing Server 114, in step 301. 
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The VPN Routing Server 114 allocates virtual IP addresses 
for both Private Cloud Server and the Smart Device Client 
109 and sets up a Virtual Private Network 302. By this time, 
the Smart Device Client 109 and the Private Cloud Server 108 
are in the same virtual IP domain under the control of the VPN 
Routing Server 114. All communication between the Smart 
Device Client 109 and the Private Cloud Server 108 are 
encapsulated under the VPN protocol. 
0060. The Smart Device Client 109 then logs into the VPN 
Routing Server 114 and looks up the virtual IP address of the 
Private Cloud Server 108, in step 303. All communication 
between the Smart Device Client 109 and the Private Cloud 
Server 108 are intercepted and encapsulated by the VPN 
Routing Server 114, in step 304. The Smart Device Client 109 
can then start accessing the Private Cloud Server 108, as in 
step 305. 
0061. As opposed to the approach disclosed in FIG. 2, the 
VPN Routing Server approach benefits by eliminating the 
router configuration. It therefore makes the setup much easier 
for the user. But it suffers the same, if not more serious 
business concerns on the issue of having to have all commu 
nication going through a public cloud based routing server. 
Being a public cloud based server, the VPN Routing Server 
114 creates a number of concerns to the Smart Device Client 
109 owner. First, the sense of trust is always in question, 
because the VPN Routing Server 114 is a middleman during 
all communication transactions between the Smart Device 
Client 109 and the Private Cloud Server 108. It may hold all 
user account information, password and their corresponding 
IP addresses of the Smart Device Client 109 and the Private 
Cloud Server 108. The VPN Routing Server 114 is able to 
Sniff any communication in-between and render it insecure. 
Second, being an outside and public cloud based routing 
server, the business model of the VPN Routing Server 114 
may not always be in-line or in-sync with the Smart Device 
Client 109 owner. If the VPN Routing Server 114 is out of 
service due to any business reason, there is no remedy or 
option of replacement to restore the service. Unless the user 
has total control over the VPN routing server, it potentially 
poses a tremendous business risk to the user, as the vital link 
in the communication can be broken without recourse. 

0062 FIG. 4 shows an implementation of how the Private 
Cloud Server 108 can be accessed logically through registra 
tion with an Intermediate Routing Server 112. The Private 
Cloud Server 108 first registers its public IP address and its 
private IP address with an Intermediate Routing Server 112 
and obtains a set of ID and Password from the server, in step 
400. The Smart Device Client 109 then registers its public IP 
address and its private IP address with the same Intermediate 
Routing Server 112 and obtains a set of ID and Password, as 
in step 401. The Private Cloud Server 108 logs in to the 
Intermediate Routing Server 112, as in step 402. 
0063. Before the Smart Device Client 109 is able to access 
the Private Cloud Server 108, a number of steps have to 
happen. First, the Smart Device Client 109 obtains the ID and 
Password of the Private Cloud Server 108 from the server 
through a secure channel. Such as phone call, email, text 
message or snail mail, as in step 403. The Smart Device Client 
109 then logs in to the Intermediate Routing Server 112 with 
its own ID and the obtained ID and Password of the Private 
Cloud Server 108, as in step 404. All communication between 
the Smart Device Client 109 and the Private Cloud Server 108 
are intercepted and encapsulated by the Intermediate Routing 
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Server 112, as in step 405. Finally, the Smart Device Client 
109 can start accessing the Private Cloud Server 108, as in 
step 406. 
0064. As opposed to the conventional approach shown in 
FIG. 2, the Intermediate Routing Server approach benefits 
from doing away with the router configuration. It therefore 
makes the setup much easier for the user. But it suffers the 
same, if not more serious business concerns on the issue of 
having to have all communication going through a public 
cloud based routing server. 
0065. Being a public cloud based server, the Intermediate 
Routing Server 112 creates a number of concerns to the Smart 
Device Client 109 owner. First, the sense of trust is always in 
question, because the Intermediate Routing Server 112 is a 
middleman during all communication transactions between 
the Smart Device Client 109 and the Private Cloud Server 
108. It may hold all user account information, password and 
their corresponding IP addresses of the Smart Device Client 
109 and the Private Cloud Server 108. The Intermediate Rout 
ing Server 112 is able to sniffany communication in-between 
and render it insecure. 
0.066 Second, being an outside and public cloud based 
routing server, the business model of the Intermediate Rout 
ing Server 112 may not always be in-line or in-sync with the 
Smart Device Client 109 owner. If the Intermediate Routing 
Server 112 is out of service due to any business reason, there 
is no remedy or option of replacement to restore the service. 
It potentially poses a tremendous business risk to the user, as 
the vital link in the communication can be broken without 
COUS. 

0067 FIG. 5 shows an implementation of how the Private 
Cloud Server 108 can be accessed logically through peer-to 
peer communication registering with an Intermediate Rout 
ing Server 112. The Private Cloud Server 108 first registers its 
public IP address and its private IP address with an Interme 
diate Routing Server 112 and obtains a set of ID and Password 
from the server, in step 500. The SmartDevice Client 109 then 
registers its public IP address and its private IP address with 
the same Intermediate Routing Server 112 and obtains a set of 
ID and Password, as in step 501. The Private Cloud Server 
108 and the Smart Device Client 109 log in to the Intermedi 
ate Routing Server 112, as in step 502. 
0068. Before the Smart Device Client 109 is able to access 
the Private Cloud Server 108, a number of steps have to 
happen. First, the Smart Device Client 109 and the Private 
Cloud Server 108 obtain the public IP and private IP 
addresses of the other party from the Intermediate Routing 
Server, as in step 503. Both parties punch a hole in their 
respective routers during initial outgoing communication 
attempt with each other, as in step 504. All communication 
between the Smart Device Client 109 and the Private Cloud 
Server 108 are bound together, establishing a peer-to-peer 
communication channel in between, as in step 505. Finally, 
the Smart Device Client 109 can start accessing the Private 
Cloud Server 108, as in step 506. 
0069. As opposed to the conventional approaches of FIG. 
2, FIG. 3 and FIG. 4, the Intermediate Routing Server 
approach of this embodiment has the benefit of establishing 
peer-to-peer communication between the client and the server 
and offers better performance. But it still suffers from the 
problem of “single point of failure' where all communication 
go through a single public cloud based routing server. Being 
a public cloud based server, the Intermediate Routing Server 
112 creates a number of concerns to the Smart Device Client 



US 2014/03597.04 A1 

109 owner. First, the sense of trust is always in question, 
because the Intermediate Routing Server 112 is a middleman 
holding all user account information, password and their cor 
responding IP addresses of the Smart Device Client 109 and 
the Private Cloud Server 108. 
0070 Second, being an outside and public cloud based 
routing server, the business model of the Intermediate Rout 
ing Server 112 may not always be in-line or in-sync with the 
Smart Device Client 109 owner. If the Intermediate Routing 
Server 112 is out of service due to any business reason, there 
is no remedy or option of replacement to restore the service. 
It potentially poses a tremendous business risk to the user, as 
the vital link in the communication can be broken without 
COUS. 

0071. One of the biggest advantages of a system and 
method in accordance with the present invention over the 
above cited conventional approaches is to eliminate with the 
role of the public cloud based routing server during access, as 
in the case of either the VPN Routing Server or the Interme 
diate Routing Server. Another advantage of the invention is 
that no secret information Such as password of the account is 
ever exchanged between the Smart Device Client 109 and the 
Private Cloud Server 108. 
0072 FIG. 1B is a block diagram of a Cloud Network 
Infrastructure in accordance with an embodiment. Those ele 
ments that are the same as those described with respect to 
FIG. 1A have the same designators. However, in this embodi 
ment, there are also two message boxes, Client Message Box 
message box S 115 and Routing Server Message Box mes 
sage box P 116 which purposes will be described in detail 
hereinafter. 

0073. As in FIG. 1A, behind the LAN 104, there are Smart 
Device Clients 106, 107, a Private Cloud Server Routing 
Server (PCRS) 108 and a Private Network Service (PNS) 128. 
The original Private Cloud Server (PCS) 108 in FIG. 1A has 
been changed to a Private Cloud Routing Server (PCRS) 108 
and a Private Network Service 128 (PNS) in FIG. 1B. Behind 
the LAN 105, there are Smart Device Clients 109, 110 and 
111. The Smart Device Client can be a PC, notebook, tablet, 
eBook reader, GPS, SmartTV. set top box, MP3 player, or any 
networkable embedded device. They are denoted in the Cloud 
Network Infrastructure as 101, 106, 107,109, 110, and 111. 
Any one of the Smart Device Clients above is interchangeable 
in the context and discussion. The focus on this discussion is 
the Smart Device Client 109, as the representative in this 
COInteXt. 

0074 To describe the features of the present invention in 
more detail, refer now to FIG. 6, FIG. 7 and FIG. 8, which 
cover the initial setup phase and the access phase of the 
invention. 

0075 FIG. 6 illustrates an Initial Setup of the Private 
Cloud Routing Server 108 and the Smart Device Client 109 in 
accordance with the present invention. The Private Cloud 
Routing Server 108 and the Smart Device Client 109 form a 
server-client relationship. The Private Cloud Routing Server 
108 first creates an authorized client list with the client 
account name and the corresponding message box informa 
tion. The message box information can be in the form of an 
email account, text message account or other unique public 
account information of the client. 
0076. On the Private Cloud Routing Server 108 side, it 
sends a session based invitation to message box S115 of the 
intended Smart Device Client 109 as one of the authorized 
users, in step 601. The session based invitation may include 

Dec. 4, 2014 

the routing server message box address message box P 116. 
The Private Cloud Routing Server 108 then attempts to 
retrieve session based access request that includes the client 
message box address message box S 115, client public IP 
Public IP S119 and private IP private IP S120 addresses 
from the routing server message box message box P 116, as 
in step 602. 
0077. If the access request is invalid, then it loops back to 
step 601. If the access request is valid, the Private Cloud 
Routing Server 108 then registers the client message box 115, 
public IP 119 and the private IP 120 addresses of the Smart 
Device Client 109, as in step 604. The Private Cloud Routing 
Server 108 sends to the client message box message box S 
115, a session based acknowledgement with its current rout 
ing server public IP and private IP addresses, public IP P 
117 and private IP P118, as in step 605. The Private Cloud 
Routing Server 108 can start the communication request to 
the Smart Device Client 109, as in step 606. 
0078. On the Smart Device Client 109 side, it first retrieves 
the session based invitation from its own message box S 
115, as in step 611. The session based invitation includes the 
message box address message box P 116 of the Private 
Cloud Routing Server. If the invitation from the Private Cloud 
Routing Server 108 is invalid, then it loops back to step 611. 
If the invitation is valid from the Private Cloud Routing 
Server 108, the Smart Device Client 109 may reply to the 
Private Cloud Routing Server 108 message box message 
box P 116 with a session based access request, to register its 
current client message box address, public IP and private IP 
addresses whenever it needs to access to the Private Cloud 
Routing Server 108, as in step 613. The session based access 
request may include the Smart Device Client 109 message 
box address, message box S 115, and the client public and 
private IP addresses, public IP S 119 and private IP S 120. 
The Smart Device Client 109 then retrieves from the client 
message box S 115, the session based acknowledgement 
with the Private Cloud Routing Server current public IP and 
private IP addresses, public IP P117 and private IP P118, 
as in step 614. The Smart Device Client 109 can start the 
communication request to the Private Cloud Routing Server, 
as in step 615. These two independent processes conclude the 
initial setup of the Private Cloud Routing Server 108 and the 
Smart Device Client 109. 

007.9 The message box servers, hosting either server or 
client message boxes, can be an email server, text message 
server, or any kind of server that can host secure message for 
information exchange between the Private Cloud Routing 
Server 108, as a server, and the Smart Device Client 109, as a 
client. The security and business model of the message box 
server is well understood and expected in the industry by the 
user. For any reason the message box server is down, it can be 
replaced or redeployed immediately without jeopardizing the 
communication between the server and the client in the pri 
vate cloud infrastructure. 

0080 FIG. 7 shows the communication flow of the Smart 
Device Client 109 in accordance with the present invention. 
The Smart Device Client 109 can start peer-to-peer commu 
nication with the Private Cloud Routing Server 108 without 
going through an Intermediate Routing Server 112 or a VPN 
Routing Server 114. The Smart Device Client 109 first sends 
a communication request passing through its Router S103 to 
the Router P102 of the Private Cloud Routing Server 108, as 
in step 700. The Router S 103 registers the public IP and 
private IP addresses of the Smart Device Client 109 and the 
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Private Cloud Routing Server 108, as in step 701. The Rout 
er S 103 outgoing route stays open, punching a hole and 
waiting for response from the Private Cloud Routing Server 
108, as in step 702. The Router S 103 then checks if the 
incoming response is from the Private Cloud Routing Server 
108, as in step 703. If the incoming response is invalid and it 
has timed out, then the initialization process of the Smart 
Device Client 109 starts over again, as in step 708. If it has not 
timed out, then it loops back to step 702. But, if the incoming 
response is valid, the Router S 103 will bind the incoming 
public IP address and the private IP address of the Private 
Cloud Routing Server 108, with the registered outgoing pri 
vate IP address of the Smart Device Client 109, as in step 704. 
The incoming request from the Private Cloud Routing Server 
108 is then routed to the Smart Device Client 109, as in step 
705. The Smart Device Client 109 can start secure peer-to 
peer communication with the Private Cloud Routing Server 
108 and access services from it, as in step 706. 
0081 FIG.8 shows the communication flow of the Private 
Cloud Routing Server 108 in accordance with the present 
invention. The Private Cloud Routing Server 108 can start 
peer-to-peer communication with the Smart Device Client 
109 without going through an Intermediate Routing Server 
112 or a VPN Routing Server 114. The Private Cloud Routing 
Server 108 first sends a communication request passing 
through its Router P 102 to the Router S 103 of the Smart 
Device Client 109, as in step 800. The Router P 102, in 
response to the outgoing communication request, then regis 
ters the public IP and private IP addresses of the SmartDevice 
Client 109 and the Private Cloud Routing Server 108, as in 
step 801. The Router P 102 outgoing route stays open, 
punching a hole and waiting for response from the Smart 
Device Client 109, as in step 802. The Router P 102 checks 
for incoming response to see if it is from the Smart Device 
Client 109, as in step 803. If the incoming response is invalid 
and it has timed out, then the initialization process of the 
Private Cloud Routing Server 108 starts over again, as in step 
808. If it has not timed out, then it loops back to step 802. But, 
if the incoming response is valid, the Router P102 will bind 
the incoming public IP address and the private IP address of 
the Smart Device Client 109, with the registered outgoing 
private IP address of the Private Cloud Routing Server 108, as 
in step 804. The incoming request from the Smart Device 
Client 109 is then routed to the Private Cloud Routing Server 
108. The Private Cloud Routing Server 108 can start secure 
peer-to-peer communication with the Smart Device Client 
109 and accept access of services from it, as in step 806. 
0082 In order to ensure the peer-to-peer communication 
channel secure, a number of security measures are deployed, 
including AES encryption and/or SSL (secure socket layer), 
TLS (transport layer security). The session based communi 
cation between the server and client, including invitation, 
access request and acknowledgement, also utilizes random 
number seeds, time stamp, encryption and hashing to defeat 
man-in-the middle and reply attack from the public cloud 
based to ensure the security and integrity of the communica 
tion. 

0083. Because the invention does not rely on a public 
cloud based routing server, it solves and eases a number of 
concerns to the Smart Device Client owner. First, there is no 
single point of failure between the client and the server. Sec 
ond, there is no middleman during any communication trans 
actions between the Smart Device Client 109 and the Private 
Cloud Routing Server 108. The performance is therefore 
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better. Third, no Sniffing of any communication in-between is 
possible and therefore makes the process very secure for the 
client and server. The user account information, password and 
their corresponding IP addresses of the Smart Device Client 
109 and the Private Cloud Routing Server 108 are never 
exposed to a public cloud based. The only outside communi 
cation channels utilized in information exchange between the 
Smart Device Client 109 and the Private Cloud Routing 
Server 108 are the two private message boxes message 
box S 115 and message box P 116. The password informa 
tion is never exchanged between the Private Cloud Routing 
Server 108 and the Smart Device Client 109, as a client. The 
security of the communication is as good as the message box 
servers hosting message box S 115 and message box P 
116. If for any reason either message box is compromised or 
out of service, another replacement or backup message box 
can be deployed immediately. In this invention, any key com 
ponent, including router, network Switch, message box, 
Smart Device Client 109, or even Private Cloud Routing 
Server 108, can be replaced without affecting the efficiency 
and integrity of the communication link between the Smart 
Device Client 109 and the Private Cloud Routing Server 108. 
I0084 FIG. 9 shows a block diagram of the Private Cloud 
Routing Server 108 in accordance with the present invention. 
It includes a processor 900, RAM902, network interface 903, 
input/output (I/O) 904, and non-volatile storage 905. The 
non-volatile storage 905 further contains an operating system 
(OS)909, device driver 908, and private cloud routing server 
driver 907. 

0085. The network interface 903 can connect to LAN, 
WAN or 3G/4G network. The I/O 904 is for user interface to 
the outside world, including input/output devices such as 
keyboard, mouse, audio and video. The non-volatile storage 
905 is loaded with necessary software including OS and 
various device drivers. 
I0086. The Private Cloud Routing Server Driver 907 is 
deployed to communicate with the corresponding Private 
Cloud Client Driver from the Smart Device Client 109. The 
Private Cloud Routing Server Driver 907 initiates invitation, 
processes the access request, and then sends acknowledge 
ment back to the Smart Device Client 109. Later, it sends 
communication request to the Smart Device Client 109 and 
opens a hole in its router in the outgoing direction. Once the 
incoming request from the Smart Device Client reaches the 
opened hole, the two-way communication channel is bound 
together. The Private Cloud Routing Server Driver 907 can 
start secure peer-to-peer communication with the Smart 
Device Client 109. 

I0087 FIG. 10 shows a block diagram of the Smart Device 
Client 109 in accordance with the present invention. The 
Smart Device Client 109 includes a processor 1000, RAM 
1002, network interface 1003, input/output (I/O) 1004, and 
non-volatile storage 1005. The non-volatile storage 1005 fur 
ther contains an operating system (OS) 1009, device driver 
1008, and Private Cloud Client Driver 1007. The Smart 
Device Client 109 will also be loaded with Application Pro 
grams 1006 to communicate with the Private Cloud Routing 
Server 108. The network interface 1003 can connect to LAN, 
WAN or 3G/4G network. 

0088. The I/O 1004 is for user interface to the outside 
world, including input/output devices such as touch pad, 
audio and video. The non-volatile storage can be hard disk 
storage or flash based solid state disk. Inside the non-volatile 
storage 1005, it is loaded with necessary software including 
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OS and device drivers. The Private Cloud Client Driver 1007 
is deployed to communicate with the corresponding Private 
Cloud Routing Server Driver 907 from the Private Cloud 
Routing Server 108. The Private Cloud Client Driver 1007 
responds to server invitation, replies with the access request, 
and then accepts acknowledgement from the Private Cloud 
Routing Server 108. Later, it sends communication request to 
the Private Cloud Routing Server 108 and opens a hole in its 
router in the outgoing direction. 
0089. Once the incoming request from the Private Cloud 
Routing Server 108 reaches the opened hole, the two-way 
communication channel is bound together. The Smart Device 
Client 109 can start secure peer-to-peer communication with 
the Private Cloud Routing Server 108. The Private Network 
Service 128 is then manageable or accessible by the Smart 
Device Client through the Public Cloud 100. The wording or 
access or accessible covers the meaning of manage or man 
ageable throughout the text. 
0090. For performance consideration, the Private Cloud 
Routing Server 108 and the corresponding router Router P 
102 can be one entity in certain environment. In either case, 
any reachable Private Network Services by the Private Cloud 
Routing Server 108 is accessible by the Smart Device Client 
through the Public Cloud 100. 
0091 Although the present invention has been described 
in accordance with the embodiments shown, one of ordinary 
skill in the art will readily recognize that there could be 
variations to the embodiments and those variations would be 
within the spirit and scope of the present invention. Accord 
ingly, many modifications may be made by one of ordinary 
skill in the art without departing from the spirit and scope of 
the appended claims. 

What is claimed is: 

1. A method for use with a public cloud network, wherein 
the public cloud network includes at least one private cloud 
routing server, at least one private network service and at least 
one Smart device client in communication therewith, the 
method comprising: 

setting up the at least one private cloud routing server and 
the at least one smart device client in a client server 
relationship, wherein the at least one private cloud rout 
ing server includes a first message box associated there 
with, the first message box being located on the public 
network; wherein the at least one Smart client includes a 
second message box associated therewith; the second 
message box being located on the public cloud network; 
and 

passing session based message information between the 
first message box and the second message box in a 
secure manner; wherein the session base message is 
authenticated by the private cloud routing server and the 
at least one Smart device client, wherein the Smart device 
client and the private cloud routing server can commu 
nicate with each other after the session based message is 
authenticated, wherein the at least one private network 
service is then securely accessible by the smart device 
client through the public cloud network. 

2. The method of claim 1, wherein the private cloud routing 
server comprises: 

a computing device; 
a connection through a router to a network; 
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a program that that enables the private cloud routing server 
tO: 

(a) create and manage an authorized client list to accom 
modate a plurality of Smart device clients; 

(b) send a session based invitation to the second message 
box of the smart device client; 

(c) retrieve a session based access request of the Smart 
device client from the first message box; and 

(d) send a session based acknowledgement to the second 
message box of the Smart device client. 

3. The method of claim 2, wherein the program also 
enables the private cloud routing server to: 

(e) send a communication request to the Smart device cli 
ent; 

(f) punch a hole in the router to stay open pending Smart 
device client response; 

(g) wait for the router to bind the network connection 
between the smart device client and the private cloud 
routing server, 

(h) route incoming request from the Smart device client to 
the private cloud routing server, 

(i) establish a secure peer-to-peer communication with the 
Smart device client; and 

(j) enable access of private network Services from the Smart 
device client. 

4. The method of claim 2 wherein the smart device client 
comprises: 

a computing device; 
a connection through a router to a network; 
wherein the router has a program that enables the Smart 

device client to: 
(a) retrieve a session based invitation from the Smart 

device client message box; 
(b) send a session based access request to the private 

cloud routing server message box; 
(c) retrieve a session based acknowledgement from the 

Smart device client message box; 
(d) send a communication request to the private cloud 

routing server; 
(e) punch a hole in the router to stay open pending the 

private cloud routing server response; 
(f) wait for the router to bind the network connection 
between the private cloud routing server and the smart 
device client; 

(g) route incoming request from the private cloud rout 
ing server to the Smart device client; 

(h) establish a secure peer-to-peer communication with 
the private cloud routing server, and 

(i) access private network service through the private 
cloud routing server. 

5. The method of claim 2 wherein a smart device client 
comprises: 

a computing device; 
a connection to a network, wired or wireless; 
having an add-on program that enables the Smart device 

client to: 
(a) retrieve a session based invitation from the Smart 

device client message box; 
(b) send a session based reply to the private cloud routing 

server message box; 
(c) retrieve a session based acknowledgement from the 

Smart device client message box; 
(d) send an access request to the private cloud routing 

server; 
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(e) wait for private cloud routing server response; 
(f) bind the network connection between the private 

cloud routing server and the Smart device client; 
(g) route incoming request from the private cloud rout 

ing server to the Smart device client; 
(h) establish a secure peer-to-peer communication with 

the private cloud routing server; and 
(i) access private network service through the private 

cloud routing server. 
6. The method of claim 4 wherein the programs provide for 
accessing the private cloud routing server from anywhere 

at anytime; 
accessing the private cloud routing server behind the fire 

wall with fixed or dynamic IP addresses; wherein the 
Smart device client requires no outside or public cloud 
based routing server in the WAN: requires no additional 
router setup in the LAN; establishes a secure peer-to 
peer communication channel with the private cloud rout 
ing server; and 

access private network service through the private cloud 
routing server. 

7. The method of claim 5, wherein the program provides 
for: 

accessing the private cloud routing server from anywhere 
at anytime; 

accessing the private cloud routing server behind the fire 
wall with fixed or dynamic IP addresses; wherein the 
Smart device client requires no outside or public cloud 
based routing server in the WAN: requires no additional 
router setup in the LAN; establishes a secure peer-to 
peer communication with the server; and 

accessing private network service through the private cloud 
routing server. 

8. The method of claim 4, wherein the programs provide 
for 

accessing the private cloud routing server from anywhere 
at anytime; 

accessing the private cloud routing server behind the fire 
wall with fixed or dynamic IP addresses; wherein the 
Smart device client requires no outside or public cloud 
based routing server in the WAN: requires no additional 
router setup in the LAN; establishes a secure peer-to 
peer communication channel with the private cloud rout 
ing server; 

mapping local physical I/O to virtual private cloud routing 
server I/O; and 

accessing private network service through the private cloud 
routing server. 

9. The method of claim 5, wherein the program provides 
for: 

accessing the private cloud routing server from anywhere 
at anytime; 

accessing the private cloud routing server behind the fire 
wall with fixed or dynamic IP addresses; wherein the 
Smart device client requires no outside or public cloud 
based routing server in the WAN: requires no additional 
router setup in the LAN; establishes a secure peer-to 
peer communication with the server; 

mapping local physical I/O to virtual server I/O; and 
accessing private network service through the private cloud 

routing server. 
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10. A private cloud routing server comprising: 
a computing device; 
a connection through a router to a network; and 
a program executed by the computing device that enables 

the private cloud routing server to: create and manage an 
authorized client list to accommodate a plurality of 
Smart device clients; send a session based invitation to a 
second message box of the Smart device client; retrieve 
a session based access request of the Smart device client 
from a first message box; send a session based acknowl 
edgement to the second message box of the Smart device 
client; and enable access of private network services 
from the smart device client. 

11. The private cloud routing server of claim 10, wherein 
the program provides: 

sending a communication request to the Smart device cli 
ent; 

punching a hole in the router to stay open pending Smart 
device client response; 

waiting for the router to bind the network connection 
between the smart device client and the private cloud 
routing server, 

routing incoming request from the Smart device client to 
the private cloud routing server, 

establishing a secure peer-to-peer communication with the 
Smart device client; and 

enable access of private network services from the Smart 
device client. 

12. A Smart device client comprising: 
a computing device; and 
a connection through a router to a network; wherein the 

router has a program that enables the Smart device client 
to: retrieve a session based invitation from the smart 
device client message box; send a session based access 
request to a private cloud routing server message box; 
retrieve a session based acknowledgement from the 
Smart device client message box; send an communica 
tion request to the private cloud routing server, punch a 
hole in the router to stay open pending the private cloud 
routing server response; wait for the router to bind the 
network connection between the private cloud routing 
server and the Smart device client; route incoming 
request from the private cloud routing server to the Smart 
device client; establish a secure peer-to-peer communi 
cation with the private cloud routing server, and access 
private network service through the private cloud rout 
ing server. 

13. The smart device client of claim 12, wherein the pro 
gram provides for: 

accessing the private cloud routing server from anywhere 
at anytime; 

accessing the private cloud routing server behind the fire 
wall with fixed or dynamic IP addresses; wherein the 
Smart device client requires no outside or public cloud 
based routing server in the WAN: requires no additional 
router setup in the LAN; establishes a secure peer-to 
peer communication channel with the private cloud rout 
ing server; and 

accessing private network service through the private cloud 
routing server. 
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14. A Smart device client comprises: 
a computing device; 
a connection to a network; and 
a program that enables the Smart device client to: retrieve a 

session based invitation from the Smart device client 
message box; send a session based reply to a private 
cloud routing server message box; retrieve a session 
based acknowledgement from the Smart device client 
message box; send an access request to a private cloud 
routing server, wait for the private cloud routing server 
response; binda network connection between the private 
cloud routing server and the Smart device client; route 
incoming request from the private cloud routing server 
to the Smart device client; establish a secure peer-to-peer 
communication with the private cloud routing server; 
and access private network service through the private 
cloud routing server. 

15. The Smart device client of claim 14, wherein the pro 
gram provides for: 

accessing the private cloud routing server from anywhere 
at anytime; 

accessing the private cloud routing server behind the fire 
wall with fixed or dynamic IP addresses; wherein the 
Smart device client requires no outside or public cloud 
based routing server in the WAN: requires no additional 
router setup in the LAN; establishes a secure peer-to 
peer communication with the server; and 

accessing private network service through the private cloud 
routing server. 
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16. The smart device client of claim 14, wherein the pro 
gram provides for: 

accessing the private cloud routing server from anywhere 
at anytime; 

accessing the private cloud routing server behind the fire 
wall with fixed or dynamic IP addresses; wherein the 
Smart device client requires no outside or public cloud 
based routing server in the WAN: requires no additional 
router setup in the LAN; establishes a secure peer-to 
peer communication channel with the private cloud rout 
ing server; 

mapping local physical I/O to virtual private cloud routing 
server I/O; and 

accessing private network service through the private cloud 
routing server. 

17. The smart device client of claim 12, wherein the pro 
gram provides for: 

accessing the private cloud routing server from anywhere 
at anytime; 

accessing the private cloud routing server behind the fire 
wall with fixed or dynamic IP addresses; wherein the 
Smart device client requires no outside or public cloud 
based routing server in the WAN: requires no additional 
router setup in the LAN; establishes a secure peer-to 
peer communication with the server; 

mapping local physical I/O to virtual server I/O; and 
accessing private network service through the private cloud 

routing server. 




