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157) ABSTRACT 

Enforcing network service level agreements in a network 
infrastructure element comprises receiving, at the network 
infrastructure element, an application-layer message com- 
prising one or more of the packets; forwarding the applica- 
tion-layer message toward a destination endpoint and con- 
currently copying the application-layer message without 
disrupting the forwarding; using the copied application- 
layer message, discovering one or more applications or 
services that are using the network; using the copied appli- 
cation-layer message, identifying one or more network-layer 
condition metrics, and identifying one or more application- 
layer condition metrics; determining, based on the identified 
network-layer condition metrics and the application-layer 
condition metrics, whether one or more conditions of a 
service level agreement are violated; and in response to 
determining a violation, performing one or more responsive 
operations on one or more network elements. 
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NETWORK ELEMENT USING SAMPLING AND HEU- 
RISTICS, " 

by Tefcros Anthias et al. , filed on Jan. 5, 2005, 
and U. S. patent application Ser. No. 11/031, 184, filed on 
Jan. 6, 2005, entitled "DATA TRAFFIC LOAD BALANC- 
ING BASED ON APPLICATION LAYER MESSAGES, " 
by Hari Kathi et al. , filed on Jan. 6, 2005, the entire contents 
of which are hereby incorporated by reference for all pur- 
poses as if fully set forth herein. 

FIELD OF THE INVENTION 

[0003] The present invention generally relates to network 
elements in computer networks. The invention relates more 
specifically to enforcing network service level agreements. 

BACKGROUND 

[0004] The approaches described in this section could be 
pursued, but are not necessarily approaches that have been 
previously conceived or pursued. Therefore, unless other- 

wise indicated herein, the approaches described in this 
section are not prior art to the claims in this application and 
are not admitted to be prior art by inclusion in this section. 

[0005] In a business-to-business environment, applica- 
tions executing on computers commonly communicate with 
other applications that execute on other computers. For 
example, an application "A" executing on a computer "X" 
might send, to an application "B" executing on a computer 
"Y, " a message that indicates the substance of a purchase 
order. 

[0006] Computer "X" might be remote from computer 
"Y. " In order for computer "X" to send the message to 
computer "Y, " computer "X" might send the message 
through a computer network such as a local area network 
(LAN), a wide-area network (WAN), or an inter-network 
such as the Internet. In order to transmit the message through 
such a network, computer "X" might use a suite of com- 
munication protocols. For example, computer "X" might use 
a network layer protocol such as Internet Protocol (IP) in 
conjunction with a transport layer protocol such as Transport 
Control Protocol (TCP) to transmit the message. 

[0007] Assuming that the message is transmitted using 
TCP, the message is encapsulated into one or more data 
packets; separate portions of the same message may be sent 
in separate packets. Continuing the above example, com- 
puter "X" sends the data packets through the network toward 
computer "Y. " One or more network elements intermediate 
to computer "X" and computer "Y" may receive the packets, 
determine a next "hop" for the packets, and send the packets 
towards computer "Y. " 

[0008] For example, a router "U" might receive the pack- 
ets from computer "X" and determine, based on the packets 
being destined for computer "Y, " that the packets should be 
forwarded to another router "V" (the next "hop" on the 
route). Router "V" might receive the packets from router 
"U" and send the packets on to computer "Y. " At computer 
"Y, " the contents of the packets may be extracted and 
reassembled to form the original message, which may be 
provided to application "B. " Applications "A" and "B" may 
remain oblivious to the fact that the packets were routed 
through routers "U" and "V. " Indeed, separate packets may 
take difierent routes through the network. 

[0009] A message may be transmitted using any of several 
application layer protocols in conjunction with the network 
layer and transport layer protocols discussed above. For 
example, application "A" may specify that computer "X" is 
to send a message using Hypertext Transfer Protocol 
(HTTP). Accordingly, computer "X" may add HTTP-spe- 
cific headers to the front of the message before encapsulat- 
ing the message into TCP packets as described above. If 
application "B" is configured to receive messages according 
to HTTP, then computer "Y" may use the HTTP-specific 
headers to handle the message. 

[0010] In addition to all of the above, a message may be 
structured according to any of several message formats. A 
message format generally indicates the structure of a mes- 
sage. For example, if a purchase order comprises an address 
and a delivery date, the address and delivery date may be 
distinguished from each other within the message using 
message format-specific mechanisms. For example, appli- 
cation "A" may indicate the structure of a purchase order 
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using Extensible Markup Language (XML). Using XML as 
the message format, the address might be enclosed within 
"&address&" and "&/address&" tags, and the delivery date 
might be enclosed within "&delivery-date&" and "&/deliv- 
ery-date&" tags. If application "B" is configured to interpret 
messages in XML, then application "B" may use the tags in 
order to determine which part of the message contains the 
address and which part of the message contains the delivery 
date. 

[0011] A web browser (" client" ) might access content that 
is stored on remote server by sending a request to the remote 
server's Universal Resource Locator (URL) and receiving 
the content in response. Web sites associated with very 
popular URLs receive an extremely large volume of such 
requests from separate clients. In order to handle such a large 
volume of requests, these web sites sometimes make use of 
a proxy device that initially receives requests and distributes 
the requests, according to some scheme, among multiple 
servers. 

[0012] One such scheme attempts to distribute requests 
relatively evenly among servers that are connected to the 
proxy device. A proxy device employing this scheme is 
commonly called a "load balancer. " When successful, a load 
balancer helps to ensure that no single server in a server 
"farm" becomes inundated with requests. 

[0013] When a proxy device receives a request from a 
client, the proxy device determines to which server, of many 
servers, the request should be directed. For example, a 
request might be associated with a session that is associated 
with a particular server. In that case, the proxy device might 
need to send the request to the particular server with which 
the session is associated. 

[0014] If the server to which the proxy device sent the 
request is not able to service the request, one of several 
scenarios may occur. In one scenario, the server might send 
no response whatsoever. Under this scenario, after a speci- 
fied amount of time has passed since the client sent the 
request without receiving a corresponding response, the 
client may determine that a "timeout" event has occurred. 
The client may take a specified action that is associated with 
the timeout event, such as notifying a user that a response to 
the request could not be obtained. 

[0015] In another scenario, the server might send an 
HTTP-specific response that indicates that the server is not 
able to service the request. For example, the server might 
send a "500" code in an HTTP header. The client may 
receive the HTTP-specific response and take a specified 
action that is associated with the HTTP-specific response, 
such as notifying a user that the request could not be 
serviced. 

[0016] Under either scenario, the only recourse left to the 
client is to resend the request. However, when the client 
resends the request, the resending wastes both network 
bandwidth and the client's processing resources. Further- 
more, although HTTP provides codes whereby a server can 
notify a client, in a protocol header, that the server is unable 
to service a request, sometimes clients and servers commu- 
nicate using protocols other than HTTP. Some of these other 
protocols do not have such built-in notification mechanisms. 

[0017] A less wasteful, more productive, and more widely 
applicable technique for managing server failure, or the 
inability of a server to service a request, is needed. 

[001S] Present approaches in data processing are inad- 
equate with respect to network topology visibility, transmis- 
sion of verbose XML documents, processing network iden- 
tities of users, validating XML schemas, load balancing, and 
processing database application messages. Improved 
approaches in these areas are needed. 

BRIEF DESCRIPTION OF THE DRAWINGS 

[0019] The present invention is illustrated by way of 
example, and not by way of limitation, in the figures of the 
accompanying drawings and in which like reference numer- 
als refer to similar elements and in which: 

[0020] FIG. 1 is a block diagram that illustrates an over- 
view of one embodiment of a system in which one or more 
network elements manage server failover based on applica- 
tion layer messages; 

[0021] FIG. 2 depicts a flow diagram that illustrates an 
overview of one embodiment of a method of managing 
server failure at a network element; 

[0022] FIG. 3A depicts a flow diagram that illustrates one 
embodiment of a method of network element-managed 
server failover based on application layer messages; 

[0023] FIGS. 3B-C depict a flow diagram that illustrates 
one embodiment of a method of balancing data traflic among 
multiple servers based on application layer message content; 

[0024] FIG. 4 depicts a sample flow that might be asso- 
ciated with a particular message classification; 

[0025] FIG. 5 is a block diagram that illustrates a com- 
puter system upon which an embodiment may be imple- 
mented; 

[0026] FIG. 6 is a block diagram that illustrates one 
embodiment of a router in which a supervisor blade directs 
some packet flows to an AONS blade and/or other blades; 

[0027] FIG. 7 is a diagram that illustrates the various 
components involved in an AONS network according to one 
embodiment; 

[002S] FIG. S is a block diagram that depicts functional 
modules within an example AONS node; 

[0029] FIG. 9 is a diagram that shows multiple tiers of 
filtering that may be performed on message traffic in order 
to produce only a select set of traffic that will be processed 
at the AONS layer; 

[0030] FIG. 10 is a diagram that illustrates the path of a 
message within an AONS cloud according to a cloud view; 

[0031] FIG. 11A and FIG. 11B are diagrams that illustrate 
a request/response message flow; 

[0032] FIG. 12A and FIG. 12B are diagrams that illustrate 
alternative request/response message flows; 

[0033] FIG. 13 is a diagram that illustrates a one-way 
message flow; 

[0034] FIG. 14 is a diagram that illustrates alternative 
one-way message flows; 

[0035] FIG. 15A and FIG. 15B are diagrams that illustrate 
a request/response message flow with reliable message 
delivery; 
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[0036] FIG. 16 is a diagram that illustrates a one-way 
message flow with reliable message delivery; 

[0037] FIG. 17 is a diagram that illustrates synchronous 
request and response messages; 

[0038] FIG. 1S is a diagram that illustrates a sample 
one-way end-to-end message flow; 

[0039] FIG. 19 is a diagram that illustrates message- 
processing modules within an AONS node; 

[0040] FIG. 20 is a diagram that illustrates message pro- 
cessing within AONS node; 

[0041] FIG. 21, FIG. 22, and FIG. 23 are diagrams that 
illustrate entities within an AONS configuration and man- 
agement framework; 

[0042] FIG. 24 is a diagram that illustrates an AONS 
monitoring architecture; 

[0043] FIG. 25A is a block diagram of an example net- 
work context in which an embodiment can be used; 

[0044] FIG. 25B is a simplified block diagram of an 
internal arrangement of a switch of FIG. 25A; 

[0045] FIG. 26A is a flow diagram of a process of enforc- 
ing network service level agreements in a network element, 
in one embodiment; 

[0046] FIG. 26B is a flow diagram of performing network- 
layer enforcement actions; 

[0047] FIG. 27 is a block diagram of functional elements 
that are used to receive and transfer packets in a Linux 
embodiment; 

[0048] FIG. 2S is a sequence diagram that shows an 
overview of the interactions between a custom adapter and 
the Java API; 

[0049] FIG. 29A, FIG. 29B are flow diagrams that illus- 
trate a high level of flow of events in processing frames and 
events; 

[0050] FIG. 30A is a block diagram of an example net- 
work context in which quality of service is applied to 
application-layer messages; 

[0051] FIG. 30B is a block diagram of certain software 
elements of a router of FIG. 25A; 

[0052] FIG. 31 is a flow diagram of an approach for 
applying quality of service to application-layer messages in 
network elements; 

[0053] FIG. 32 is a block diagram of functional elements 
and data flow operations that may be used in an AONS 
embodiment; and 

[0054] FIG. 33 is a screen display diagram showing an 
example GUI screen that may be used with the ADS to 
receive application-layer QoS information. 

DETAILED DESCRIPTION 

[0055] Enforcing network service level agreements in a 
network element is described. In the following description, 
for the purposes of explanation, numerous specific details 
are set forth in order to provide a thorough understanding of 
the present invention. It will be apparent, however, to one 
skilled in the art that the present invention may be practiced 

without these specific details. In other instances, well-known 
structures and devices are shown in block diagram form in 
order to avoid unnecessarily obscuring the present inven- 
tion. 

[0056] Embodiments are described herein according to the 
following outline: 

[0057] 1. 0 General Overview 

[0058] 2. 0 Structural and Functional Overview 

[0059] 2. 1 Maintaining Session State at Network 
Elements 

[0060] 2. 2 Transparent Application and Network Vis- 
ibility and Other Approaches 

[0061] 3. 0 Implementation Examples 

[0062] 3. 1 Network Element-Managed Server 
Failover Based on Application Layer Messages 

[0063] 3. 2 Multi-Blade Architecture 

[0064] 33 Action Flows 

[0065] 3. 4 AONS Examples 

[0066] 3. 4. 1 AONS General Overview 

[0067] 3. 4. 2 AONS Terminology 

[0068] 3. 43 AONS Functional Overview 

[0069] 3. 4. 4 AONS System Overview 

[0070] 3. 4. 5 AONS System Elements 

[0071] 3. 4. 6 AONS Example Features 

[0072] 3. 4. 7 AONS Functional Modules 

[0073] 3. 4. 8 AONS Modes of Operation 

[0074] 3. 4. 9 AONS Message Routing 

[0075] 3. 4. 10 Flows, Bladelets™ and Scriptlets™ 

[0076] 3. 4. 11 AONS Services 

[0077] 3. 4. 12 AONS Configuration and Manage- 
ment 

[0078] 3. 4. 13 AONS Monitoring 

[0079] 3. 4. 14 AONS Tools 

[0080] 4. 0 Enforcing Network Service Level Agree- 
ments in a Network Element 

[0081] 4. 1 Background 

[0082] 4. 2 Overview of Enforcement Approach 

[0083] 43 Detailed Example Embodiment 

[0084] 43. 1 Correlation Of Network-Layer And 
Application-Layer Information 

[0085] 43. 2 Packet Capture In "Promiscuous 
Mode" 

[0086] 433 Network-Layer Event Monitoring 

[0087] 5. 0 Applying Quality Of Service To Application- 
Layer Messages In Network Elements 

[00SS] 5. 1 Background 

[0089] 5. 2 Functional & Structural Overview 
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[0090] 5 3 Additional Features of Various Embodi- 
ments 

[0091] 6. 0 Implementation Mechanisms-Hardware 
Overview 

[0092] 7. 0 Extensions and Alternatives 

1. 0 General Overview 

[0093] Enforcing network service level agreements in a 
network infrastructure element comprises receiving, at the 
network infrastructure element, an application-layer mes- 
sage comprising one or more of the packets; forwarding the 
application-layer message toward a destination endpoint and 
concurrently copying the application-layer message without 
disrupting the forwarding; using the copied application- 
layer message, discovering one or more applications or 
services that are using the network; using the copied appli- 
cation-layer message, identifying one or more network-layer 
condition metrics, and identifying one or more application- 
layer condition metrics; determining, based on the identified 
network-layer condition metrics and the application-layer 
condition metrics, whether one or more conditions of a 
service level agreement are violated; and in response to 
determining a violation, performing one or more responsive 
operations on one or more network elements. 

[0094] The needs identified in the foregoing Background, 
and other needs and objects that will become apparent for 
the following description, are achieved in the present inven- 
tion, which comprises, in one aspect, a data processing 
apparatus, comprising a plurality of network interfaces that 
are coupled to a data network for receiving one or more 
packets therefrom and sending one or more packets thereto; 
one or more processors; a switching system coupled to the 
one or more processors and packet forwarding logic, 
wherein the switching system and packet forwarding logic 
are configured to receive packets on a first network interface, 
determine a second network interface on which to send the 
packets, and to send the packets on the second network 
interface; logic which when executed by the one or more 
processors is operable to cause: receiving over the network 
an application-layer message comprising one or more of the 
packets; forwarding the application-layer message toward a 
destination endpoint and concurrently copying the applica- 
tion-layer message without disrupting the forwarding; using 
the copied application-layer message, discovering one or 
more applications or services that are using the network; 
using the copied application-layer message, identifying one 
or more network-layer condition metrics, and identifying 
one or more application-layer condition metrics; determin- 

ing, based on the identified network-layer condition metrics 
and the application-layer condition metrics, whether one or 
more conditions of a service level agreement are violated; in 
response to determining a violation, performing one or more 
responsive operations on one or more network elements. 

[0095] In one feature, the logic is operable to cause: in 
response to determining a violation, performing one or more 
responsive operations that re-engineer one or more network 
elements to address the violation. In one feature, the logic is 
operable to cause: identifying network latency and applica- 
tion latency using the copied application-layer message. In 
one feature, the logic is operable to cause: creating and 
storing a database record that correlates the identified net- 
work latency and application latency. 

[0096] In one feature, the logic is operable to cause: 
identifying the network latency by receiving one or more 
TCP events from a TCP layer that identify one or more 
anomalies in received TCP segments. 

[0097] In one feature, the logic is operable to cause: 
determining that the copied application-layer message is 
incompatible with a destination application; transforming 
the copied application-layer message from a first format to 
a second format that is compatible with the destination 
application. 

[009S] In one feature, the logic is operable to cause: 
performing one or more responsive operations on one or 
more network elements by: identifying, in the copied appli- 
cation-layer message, a first application endpoint associated 
with a first application or service; identifying a second 
application endpoint that also hosts the first application or 
service and is associated with a better application-layer 
condition metric; routing the copied application-layer mes- 
sage to the second application endpoint. 

[0099] In one feature, the logic is operable to cause: 
performing one or more responsive operations on one or 
more network elements by modifying a type of service (To S) 
value in an IP header of the application-layer message before 
performing the forwarding. In one feature, the logic is 
operable to cause: performing one or more responsive 
operations on one or more network elements by modifying 
a difi'erentiated service code point (DSCP) value in an IP 
header of the application-layer message before performing 
the forwarding. In one feature, the logic is operable to cause: 
performing one or more responsive operations on one or 
more network elements by issuing a resource reservation 
request using RSVP protocol before performing the for- 
warding. 

[0100] In one feature, the logic is operable to cause: 
performing one or more responsive operations on one or 
more network elements by modifying a difi'erentiated ser- 
vice code point (DSCP) value in an IP header of the 
application-layer message before performing the forward- 
ing. In one feature, the logic is operable to cause: performing 
one or more responsive operations on one or more network 
elements by modifying a forwarding path of the application- 
layer message before performing the forwarding. 

[0101] In one feature, the apparatus further comprises a 
computer-readable storage medium recorded with one or 
more message classification rules and a mapping of message 
classification values to network-level QoS values, wherein 
each of the message classification rules specifies one or 
more message attributes and one of the message classifica- 
tion values; application QoS logic which when executed by 
the one or more processors is operable to cause: receiving an 
application-layer message; matching one or more attributes 
of the application-layer message to the message classifica- 
tion rules; determining a message classification of the appli- 
cation-layer message based on the matching; selecting one 
of the network-level QoS values using the mapping and 
based on the determined message classification; marking a 
network-level header of the application-layer message using 
the selected QoS value. 

[0102] In a related feature, the message classification rules 
classify the application-layer message as one of mission 
critical, transactional data, bulk data transfer, and best efiort. 
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In one feature, the network-level QoS values are difieren- 
tiated services code point (DSCP) values. In another feature 
the application QoS logic comprises logic which when 
executed by the one or more processors is operable to mark 
an IP header of the application-layer message with one of the 
DSCP values. In a further feature the network-level QoS 
values are IP Type of Service (ToS) values. 

[0103] In yet another feature, the application QoS logic 
comprises logic which when executed by the one or more 
processors is operable to mark an IP header of the applica- 
tion-layer message with one of the ToS values. In still 
another feature the application QoS logic comprises logic 
which when executed by the one or more processors is 
operable to forward the marked application-layer message to 
a next hop, wherein the forwarding is prioritized based on 
the selected QoS value and a set of priority queues. 

[0104] In a further feature, the application QoS logic 
comprises logic which when executed by the one or more 
processors is operable to establish a plurality of prioritized 
virtual connections between the apparatus and a next hop 
apparatus, and to forward the marked application-layer 
message to a next hop, wherein the forwarding is prioritized 
based on writing the application-layer message to one of the 
virtual connections that is associated with the selected QoS 
value. 

[0105] In still a further feature, the application QoS logic 
comprises logic which when executed by the one or more 
processors is operable to: forward the marked application- 
layer message to an endpoint; receive a second application- 
layer message from the endpoint; determine that the second 
application-layer message is associated with the marked 
application-layer message; mark the second application- 
layer message with the same selected QoS value that was 
used to mark the marked application-layer message; and 
forward the second application-layer message to a next hop, 
wherein the forwarding is prioritized based on writing the 
application-layer message to one of the virtual connections 
that is associated with the selected QoS value. 

[0106] In various embodiments, the apparatus comprises 
any of a packet data router and a packet data switch in a 
packet-switched network. 

[0107] In other aspects, the invention encompasses a com- 
puter-implemented method and a computer-readable 
medium configured to carry out the foregoing steps. 

2. 0 Structural and Functional Overview 

[010S] FIG. 1 is a block diagram that illustrates an over- 
view of one embodiment of a system 100 in which one or 
more of network elements 102, 104, 106, and 10S manage 
server failover based on application layer messages. Net- 
work elements 102, 104, 106, and 10S may be proxy devices 
and/or network switches and/or routers, such as router 600 
depicted in FIG. 6 below, for example. 

[0109] Client application 110 is coupled communicatively 
with network element 102. Server applications 112A-N are 
coupled communicatively to network element 106. Server 
applications 114A-N are coupled communicatively to net- 
work element 10S. Client application 110 and server appli- 
cations 112A-N and 114A-N may be separate processes 
executing on separate computers. According to one embodi- 
ment, server applications 112A-N and 114A-N are web 

servers. According to one embodiment, server applications 
112A-N and 114A-N are database servers that communicate 
with databases. 

[0110] Network elements 102 and 104 are coupled com- 
municatively with a network 116. Network elements 104 
and 106 are coupled communicatively with a network 11S. 
Network elements 104 and 10S are coupled communica- 
tively with a network 120. Each of networks 116, 11S, and 
120 is a computer network, such as, for example, a local area 
network (LAN), wide area network (WAN), or internetwork 
such as the Internet. Networks 116, 11S, and 120 may 
contain additional network elements such as routers. 

[0111] Client application 110 encapsulates application 
layer messages within data packets and addresses the data 
packets to virtual addresses, such as virtual IP addresses, 
each of which may be associated with multiple servers. For 
example, a first virtual IP address may be associated with 
server applications 112A-N, and a second virtual IP address 
may be associated with server applications 114A-N. Net- 
work elements that intercept data packets destined for the 
first virtual IP address route the data packets toward network 
element 106. Network elements that intercept data packets 
destined for the second virtual IP address route the data 
packets toward network element 10S. 

[0112] Network elements 106 and 10S intercept the data 
packets that contain the messages. Network elements 106 
and 10S select, from among server applications 112A-N and 
server applications 114A-N, respectively, particular server 
applications toward which the data packets should be sent. 
The particular server applications may be selected based on 
a load-balancing algorithm, or based on session mappings, 
or based on relative priorities of the server applications. 

[0113] For example, each of server applications 112A-N 
may be assigned a priority relative to each other of server 
applications 112A-N. If server application 112A has a higher 
priority than server application 112B, then network element 
106 may attempt to send data packets to server application 
112A before sending data packets to server application 
112B; network element 106 might send data packets to 
server application 112B only if server application 112A is 
unable to service a request contained with the data packets. 

[0114] In one embodiment, network elements 106 and 10S 
store intercepted requests and determine whether the server 
applications to which requests are sent in this manner are 
unable to service the requests. In response to determining 
that a particular server application is unable to service a 
request, network elements 106 and 10S select another server 
application and send the request to that other server appli- 
cation. In one embodiment, network elements 106 and 10S 
repeat this server application selection process until network 
elements 106 and 10S intercept, from a selected server, a 
response that does not indicate that the request could not be 
serviced. Network elements 106 and 10S send such "actual" 
responses to client application 110. 

[0115] Because network elements 106 and 10S ensure that 
requests are distributed to server applications that are 
capable of responding to those requests, client application 
110 does not need to be sent any responses that indicate that 
those requests could not be serviced. Thus, network band- 
width may be reserved for transporting "actual" responses, 
and client application 110 does not even need to be "aware" 
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that network elements 106 and 10S are handling server 
failover. To client application 110, it does not appear that any 
of server applications 112A-N and 114A-N have failed. 

[0116] FIG. 2 depicts a flow diagram 200 that illustrates an 
overview of one embodiment of a method of managing 
server failure at a network element. Such a method may be 
performed, for example, by network element 106 or 10S. 

[0117] In block 202, the inability of a first server to service 
a request is detected at a network element. For example, 
network element 106 may intercept a request from client 
application 110, store a copy of the request, select server 
application 112A from among server applications 112A-N, 
send the request to server application 112A, and detect that 
server application 112A is unable to service the request. 
Network element 106 may make this determination in any 
one of several ways. 

[011S] For example, network element 106 might deter- 
mine that a specified amount of time has passed since 
network element 106 sent the request to server application 
112A, and that in that time, no corresponding response has 
been received on the TCP connection to server application 
112A. For another example, network element 106 may 
determine that a specified amount of time has passed since 
network element 106 sent a TCP SYN packet to server 
application 112A, and that in that time no TCP SYN/ACK 
packet has been received from server application 112A. As 
a result of detecting such timeout events, network element 
106 may determine that server application 112A has failed 
and is unable to service the request. 

[0119] For another example, network element 106 might 
intercept, from server application 112A, an HTTP-specific 
message that indicates that server application 112A is unable 
to service the request. More specifically, server application 
112A might send, toward client application 110, a message 
that has an HTTP header that indicates status code "500. " 
Network element 106 may intercept the data packets that 
contain this message, assemble and inspect the message, and 
determine from the code that server application 112A is 
unable to service the request. 

[0120] For another example, network element 106 might 
intercept a message that indicates, in the body of the 
message itself, that server application 112A is unable to 
service the request. More specifically, server application 
112A might send, toward client application 110, an XML 
document that contains a specified XML element that indi- 
cates that server application 112A cannot service the request. 
One or more protocol headers, such as an FTP header, a 
Simple Mail Transfer Protocol (SMTP) header, or some 
other protocol header, may precede the XML document 
within the collective payload portions of multiple TCP data 
packets. A protocol header may relate to a proprietary 
protocol. Network element 106 may intercept the packets 
that contain the XML document, assemble and inspect the 
XML document, and determine, from the presence of the 
specified XML element within the XML document, that 
server application 112A is unable to service the request. 

[0121] In one embodiment, when a network element such 
as network element 106 determines that a server application 
such as server application 112A is unable to service requests, 
the network element generates an entry for the server 
application in a list of server applications that the network 

element will not select, at least for a specified period of time. 
The entry may be associated with a timestamp that indicates 
to the network element when the entry should be removed 
from the list. 

[0122] In block 204, in response to detecting the inability 
of the first server to service the request, a second server is 
selected from among a plurality of servers. For example, in 
response to detecting that server application 112A is unable 
to service the request, network element 106 may select 
server application 112B from among server applications 
112A-N. The selection may be based on a load-balancing 
algorithm, for example, or based on relative priorities 
assigned to server applications 112A-N. 

[0123] In block 206, the request is sent toward the second 
server. Thus, the first server "fails over" to the second server. 
For example, using the copy of the request that network 
element 106 stored earlier, network element 106 may send 
the request to server application 112B. If network element 
106 intercepts, from server application 112B, an actual 
response to the request, then network element 106 may send 
the response toward client application 110. Client applica- 
tion 110 does not need to be made aware that server 
application 112A was unable to service the request. 

2. 1 Maintaining Session State at Network Elements 

[0124] According to one embodiment, network elements 
102, 104, 106, and 10S inspect the contents of communica- 
tions that those network elements intercept. The network 
elements determine, from the contents, both session-identi- 

fying information and session state information. Using the 
session-identifying information to identify the sessions, the 
network elements store the session state information and 
associate the session state information with the session to 
which the session state information pertains. 

[0125] Because the network elements store session state 
information, server applications 112A-N and server appli- 
cations 114A-N do not need to store session state informa- 
tion. For example, when network element 106 intercepts a 
request from client application 110, network element 106 
may determine state information, such as the identities of 
items in a shopping cart, based on the request. Network 
element 106 may generate a new request for only those 
information items that network element 106 needs in order 
to generate a response to client 110, and send the new 
request to one of server applications 112A-N. The server 
application receiving the request may respond to network 
element 106 with the requested information items. Receiv- 
ing the response, network element 106 may generate a new 
response using the state information stored at network 
element 106 and the information contained in the response 
from the server application. After generating the new 
response, network element 106 may send the new response 
toward client application 110. 

[0126] Because all, or at least some, session state infor- 
mation may be stored at the network elements in addition to 
or instead of the server applications, the consequences of 
server application failure can be managed. When a server 
application fails, the session state information for session 
that the server application was handling is not lost, since the 
session state information is stored on a network element. 
Thus, when a server application fails, recovery may be 
achieved by the network element directing requests to a 
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difi'erent server application. This may all occur without the 
knowledge of client application 110. 

[0127] Furthermore, server applications do not need to 
synchronize session states among themselves. As a result, 
the overheard associated with inter-server-application com- 
munications that would be needed to accomplish such 
synchronization may be avoided. 

[012S] As is discussed above, in one embodiment, server 
applications 112A-N and 114A-N are database servers. 
Client application 110 may communicate with these data- 
base servers using a proprietary database protocol. If a client 
is a database application using JDBC or ODBC, then the 
network elements may behave like JDBC drivers that inter- 

pret the database protocol. For example, client application 
110 may send SQL statements to the database servers. 
According to one embodiment, network elements 102, 104, 
106, and 10S inspect communications between client appli- 
cation 110 and the database server for database connection 
information. Database connection information may include 
parameters that are negotiated in order to establish a com- 
munications path between the client application and the 
database server. Obtaining such database connection infor- 
mation, the network elements store the database connection 
information locally as database connection state. If a data- 
base connection fails, or if a database server using such a 
connection fails, then the network element can reconstruct 
the database connection with the same or a difierent database 
server using the stored database connection state. All of this 
may be performed without the knowledge of client applica- 
tion 110. Because the database connection state information 
stored at the network element is used to reconstruct a 
database connection, the client application 110 does not 
need to intervene or have any special logic to handle the 
reconnection. The failure is being managed without any 
disruption to client application 110. 

[0129] Among the information items which may be stored 
at a network element as part of the database connection state, 
and used to reconstruct a database connection, are the 
following: The LRL for the connection, whether auto com- 
mit mode is "true" or "false, " whether read only mode is 
"true" or "false, " prepared statements that have been pre- 
compiled for optimization, and callable statements that have 
been precompiled for optimization. 

[0130] In one embodiment, the network elements "virtu- 
alize" database connections to database servers. In other 
words, client application 110 might indicate a particular 
database object (e. g. , in an SQL query) that the client 
application wants to access, but client application 110 might 
not indicate any particular database server to which the 
client application's request should be directed. Intercepting 
the request, network element 106, for example, may select 
a database server from among servers 112A-N, and direct 
the client application's request to the selected database 
server. If the database object is only accessible through a 
particular subset of database servers, then client application 
110 may select one of the database servers within the 
particular subset. 

[0131] When a database connection fails, network ele- 
ments may reconstruct database connections immediately, in 
response to the failure. Alternatively, network elements may 
wait for subsequent requests from client applications that 
were using the failed database connections before recon- 

structing database connections for those client applications. 
Alternatively, each network element may maintain a "pool" 
of database connections to each database server, and allo- 
cate/modify a currently unused database connection in the 
pool whenever a database connection fails. 

[0132] Whether the state information stored at the network 
server is session state information or database connection 
state information, the session identifier determined from 
messages sent from client application 110 may be deter- 
mined from an express indication of the session identifier 
within the message, or by implication from other informa- 
tion associated with the messages. For example, network 
element 106 may look into the HTTP header of an HTTP 
request and inspect a cookie that expressly indicates a 
session identifier. For another example, network element 
106 may look into the HTTP body of an HTTP request and 
locate a string that says "sessionid=123, " where "123" is the 
session identifier. For another example, network element 
106 look into the content of a database transport protocol 
and locate the binary data that identifies the database con- 
nection the request is associated with. For yet another 
example, network element 106 may determine an IP address 
from which the message came, and determine that the IP 
address is associated with a particular session identifier. 
Such associations may be maintained within the network 
elements. 

[0133] According to one embodiment, each network ele- 
ment comprises multiple "blades. " Each blade may store 
session state information. Two or more blades may synchro- 
nize session state with each other so that if one blade fails, 
the other blades have the session state that was maintained 

by the failed blade, and operations may continue without any 
interruption noticeable by client application 110. An admin- 
istrator may specify which blades synchronize with each 
other. 

[0134] Session state information may be obtained from a 
sequence of packets by appending the packets together at a 
network element, and inspecting the contents of the payload 
sections of the packets. Such inspection may involve, for 
example, inspecting the body of an HTTP message that is 
collectively contained in the payload sections. The session 
state information may be contained in the body. Techniques 
described herein may be applied to protocols other than 
HTTP, however; the techniques described herein should not 
be read as being limited to a particular protocol. 

2. 2 Transparent Application and Network Visibility 
and Other Approaches 

[0135] The present art of data processing provides inad- 

equate solutions for transparent application and network 
visibility and action-taking, transmission of verbose XML 
documents, processing network identities of users, validat- 
ing XML schemas, load balancing, and processing database 
application messages. According to an embodiment, 
improved approaches for all the foregoing issues are pro- 
vided within a network element. In this description, the term 
"network element" refers to broadly to any device forming 
a part of an infrastructure of a packet-switched network, 
such as a router or switch, as opposed to an end-station 
device such as a PC, workstation, server, or printer. 

[0136] Transparent Application and Network Visibility 
and Action-Taking Through Intelligent Message Processing 
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in a Network Element. According to an embodiment, 
improved non-invasive network and application topology 
visibility is provided through network message sniffing at a 
network element. In an embodiment, transport-layer mes- 
sages are intercepted at a network element. The network 
element tracks network response time, indicating time to 
perform applications, based on examining timestamps asso- 
ciated with the transport-layer messages, or using other 
techniques. In a management station that is coupled to the 
network element, using a management application that 
graphically displays an image representing a network topol- 

ogy or application topology, the image is updated to show 
topology attributes that are determined based on response 
times. For example, link cost values in the display for links 
of one node associated with an application client to another 
node for an application server may be updated based on how 
long the application server is taking to service requests. 
Thus, application performance attributes may be mapped to 
network topology elements in the display. 

[0137] In a related embodiment, incompatibility of soft- 
ware versions is detected through application-level message 
interception. For example, a network element may intercept 
an application-layer message representing a client request to 
a server. The network element may store, in local storage, 
version values for client applications of clients that are 
routable or reachable using the network element, and ver- 
sion values for server applications of servers that are 
routable or reachable using the network element. When a 
new application-layer request message arrives from a client, 
the network element may identify the associated application, 
compare the version values in local storage, and apply policy 
to the message depending on whether the version values are 
compatible. Determining compatibility does not necessarily 
require an exact match. For example, the network element 
may store information indicating which versions of a server 
are compatible or incompatible with versions of a client 
within ranges or to reflect backward or forward compatibil- 
ity. Applying policy may include blocking communication 
of the message to the server, automatically generating a 
reply message on behalf of the server indicating incompat- 
ibility, applying a diflerent quality of service treatment to the 
message based on the expectation that the server will reject 
the message, etc. 

[013S] In a related embodiment, a network element may 
perform a responsive action based upon application 
responses detected in application messages. For example, 
the network element may dynamically re-provision a server 
with difl'erent configuration information. As another 
example, the network element may change a configuration 
of a load-balancing device, e. g. , by changing weight values 
associated with making load-balancing decisions, based on 
response times detected from monitoring application client 
request messages and server responses. As yet another 
example, the network element may change QoS attributes of 
flows processed in the network element if network latency is 
detected as a problem. As a further example, the network 
element may change path routing based on application 
behavior if high network latency is detected. Changes in 
path routing may be performed, for example, using Cisco 
Optimized Edge Routing (OER), a feature of Cisco IOS 
Software from Cisco Systems, Inc. , San Jose, Calif. 

[0139] Mapping Application QoS to Network QoS 
Through Intelligent Message Processing in a Network Ele- 

ment. According to an embodiment, a network element 
comprises program instructions or hardware elements that 
are configured to understand application quality of service 
(QoS) settings, configuration or requirements based on 
message processing in the network. The network element 
receives one or more application-layer messages. The net- 
work element determines one or more network QoS levels 

by integrating with network elements. The network element 
creates and stores a mapping of an application QoS value to 
one or more network QoS values to provide value-based 
quality of service. 

[0140] As an example, application-layer messages carry- 
ing trade orders for trading in stocks or other securities 
cannot be differentiated from messages requesting stock 
quotes within a network element. In an embodiment, by 
message processing in the network element, a network 
element can diflerentiate trade orders and quote request 
messages and then, based on configured policies, map a 
higher priority quality of service to trades and than quotes 
and other normal traffic. 

[0141] Binary XML. According to an embodiment, a 
network element serves as a conversion device for trans- 
forming application-layer messages containing payloads 
structured according to extensible markup language (XML) 
from the verbose standard XML text format to binary XML 
format. In an embodiment, the network element performs all 
such trans formation internally. 

[0142] In a related embodiment, the network element 
performs transformation of verbose XML text format mes- 
sages to binary XML messages, and sends the binary XML 
format messages to another node or to an application that 
understands the binary format. In a related embodiment, the 
network element converts Java programmatic objects in 
application-layer messages to standard XML format, trans- 
forms the standard XML format to binary XML format, 
sends the transformed binary XML format messages to 
another node, and converts reply messages communicated in 
the opposite direction. Thus, a network element performs 
message mediation and can interoperate between a binary 
version and standard version without an application having 
to pay the penalty of using XML in conventional verbose 
text format. 

[0143] Identity Brokering within a Network Element. 
According to an embodiment, a network element performs 
user identity brokering between users and applications. 

[0144] In one embodiment, multiple network identities for 
a user are advertised in application-level messages. A net- 
work element identifies application-layer messages that 
advertise network identities for users, extracts the network 
identities, and stores the network identities in network 
element in a short-term cache. As the network element 
receives further application-layer messages, the network 
element automatically determines which of a plurality of 
user identities to use, and informs a server-based application 
about that identity. To do so, the network element transpar- 
ently modifies the application-layer messages to include the 
correct user identity, or automatically generates a new 
application-layer message to the server-based application 
that advertises the correct user identity. 

[0145] In a related embodiment, the network element 
performs actions to enforce the use of only a selected user 
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identity. For example, a network element detects whether a 
message represents a valid transaction for a particular user 
identity for a particular application. If not, the network 
element may take any of several responsive actions. In one 
form of response, the network element notifies an applica- 
tion or administrator if a particular identity is not allowed for 
a particular action. In another form of response, the network 
element passes or rejects traffic depending on whether a 
particular identity is allowed for a particular action. 

[0146] XML Schema Validation. According to an embodi- 
ment, a network element performs XML schema validation 
transparently as application-layer messages arrive in the 
network element. Upon receiving application-layer mes- 
sages, the network element examines the messages and 
determines whether the messages contain XML payloads. If 
so, the network element examines the XML payloads and 
determines if the payloads conform to one or more XML 
schemas that are stored in the network element. 

[0147] Thus, a network element can eflectively oflload the 
computationally intensive work of validating a message 
against an XML schema from an application server. This 
approach enables the network element to reply to a client 
that has sent an invalid XML message earlier and without 
consuming unnecessary network bandwidth in forwarding 
the message to a server for validation. The validation 
process occurs transparently, from the standpoint of an 
application, within the network element. The approach also 
enables a network element to enforce application-level secu- 
rity by preventing a malicious or unauthorized user from 
sending a flood of malformed XML messages as part of a 
denial-of-service attack directed to the server. 

[014S] In an embodiment, a network element can include 
one or more hardware acceleration elements that process 
XML messages. For example, the network element can 
include a processor, ASIC, or other electronics that can 
tokenize an XML payload into an XML stream in hardware, 
validate the tokenized XML stream, and produce a signal 
indicating whether the XML payload validly matches a 
stored schema. The XML token stream may use a format that 
is optimized for validation. 

[0149] Adaptive and Transparent Load Balancing and 
Failover of Endpoints Based on Request Message and 
Server Response Inspection. According to an embodiment, a 
network element performs load-balancing operations based 
on application performance. In one embodiment, a network 
element transparently intercepts application requests and 
forwards the requests to optimal endpoints based on a set of 
metrics. Thus, the network element can virtualize endpoints. 
An application can send a request message to a virtual 
endpoint and the network element determines to which 
actual endpoint among a plurality the request should be 
directed. To determine which endpoint is optimal, in one 
embodiment, a network element uses time and state values 
associated with a request, response and intermediate state to 
adaptively load balance and fail over the endpoints. 

[0150] For example, a network element actively generates 
and sends periodic inquiry application-layer messages to 
other network elements that provide an application-based 
load-balancing feature, or to an application server. The 
network element determines an application link latency 
value based on the time that is required for the other node or 
server to respond. Thus, the inquiry messages function as a 

form of "ping" message that is communicated at the appli- 
cation layer. The application link latency value may be 
provided to a load-balancing router as an additional input 
value for use in a load-balancing decision. 

[0151] Data-Oriented Networking. According to an 

embodiment, a network element performs data-oriented 
networking functions by assisting in processing application- 
layer messages that relate to a server-based relational data- 

base system. For example, a network element receives 
application-layer message and determines that the message 
is a database query. The message originates from a database 
client. The network element processes the message in the 
network element to facilitate database operations. As a 
specific example, relating to database query submission and 

reply processing, the network element may form a JDBC 
query based on the application message. The network ele- 
ment may then create multiple application-layer messages 
all of which contain a copy of the JDBC query. The network 
element can send the multiple messages to multiple load- 
balanced databases that are registered with another network 
element that implements the techniques herein. The network 
element receives multiple database and merge replies from 
the multiple servers. The network element consolidates the 
replies, forms a client reply message, and sends the client 
reply message to the client. 

[0152] Further, a network element can mediate database 
transaction fail and restart, including storing and delivering 
startup state for crash recovery. As other examples, a net- 
work element can receive an application-layer message that 
contains a flat file payload, convert the flat file payload to a 
relational database table, and forward the table to an 
RDBMS server. The network element also can apply secu- 
rity policies to application-layer database queries, such as 
authenticating the originating client, before sending the 
queries to the DB server. 

[0153] Providing Reliable and Ordered Application Mes- 
sage Processing Across Multiple Network Elements. 
According to an embodiment, because a network element 
configured as indicated in this disclosure understands appli- 
cation-layer messages natively in the network, the network 
element can apply delivery semantics upon message deliv- 

ery transparently. The delivery semantics can be applied 
using various approaches: once and only once, at least once 
and at most once. This approach applies reliable and ordered 
processing principles in a highly available manner across 
multiple blades in the network. The approach addresses the 
biggest known performance problem with guaranteed deliv- 
ery and reliability (GDR), which is the overhead of persist- 
ing messages. Using integration with storage management 
products, optimal SAN-based protocols can be leveraged for 
fast I/O and persistence to disk. 

[0154] Runtime Behavior Adaptability and Extensibility 
in a Network Element. Conventional network elements are 
primarily static, and any configuration or change is done via 
policies. Any changes in an operating system or applications 
running on the network element are performed in a con- 
trolled manner using standard upgrade approaches. Accord- 
ing to an embodiment, using a true extensibility framework, 
a network element can allow customers and partners to 
dynamically change the runtime behavior of application 
message processing rules by allowing the user to write code 
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in any language, deploy it a hot manner and update the 
runtime to load this new code all during normal processing 
of the network element. 

[0155] In an embodiment, custom bladelets allow for 
software code to be modified and loaded by customers 
dynamically into network elements for changing the pro- 
cessing logic applied on messages as they flow through the 
network. Custom protocol adapters allow for software code 
to modified and loaded by customers dynamically into 
network elements for changing which protocols are under- 
stood and managed in intermediate network nodes. 

[0156] Today network elements generally do not have or 
have limited support for extensibility where customers can 
define their own software programs and upload into the 
network element. However, an Application Oriented Net- 
work (AON) as disclosed herein provides an environment in 
which customers can create programs that can be dynami- 
cally loaded and executed on the network device. In order to 
ensure that such dynamically loaded code is well behaved 
and do not accidentally or deliberately hamper the function- 
ing of the network device, a sandboxed environment may be 
provided that protects the network element from such harm. 

[0157] Currently network elements do not allow custom 
code to be uploaded onto the device to provide a program- 
mable environment. If custom code is required to be 
installed on the device, typically a new operating system 
image containing the new functionality is created. The 
access control and security of such code is controlled largely 
at build time or by providing options to control behavior of 
the module via a command line interface. Hence the problem 
of code behavior is addressed in a static manner and does not 
change dynamically other than in a predictable manner by 
defining how the behavior can be controlled. 

[015S] The problem of runtime program behavior is cur- 
rently only addressed in a static manner. This was adequate 
because network devices do not allow custom code to be 
dynamically uploaded into a device without altering the 
running image. The method and apparatus presented herein 
solves the problem of securing and controlling the behavior 
of such dynamically uploaded code in a network device (a 
feature introduced by AON and covered in another patent 
application) by: 

[0159] 1. Providing a mechanism to specify permissions 
on the executing code that cannot be overridden and con- 
trolled by the network device itself. Permissions can be 
specified that either allow or deny access to resources; 

[0160] 2. Providing a mechanism to specify permissions 
that a user can override and can control whether or not 
particular operations are allowed. Permissions can be speci- 
fied that either allow or deny access to resources; 

[0161] 3. Providing a mechanism to customize permis- 
sions so that the user or administrator can determine which 
permissions to override. Permissions can be specified that 
either allow or deny access to resources; 

[0162] 4. Provide an inheritance scheme that allows these 
permissions to be extended or inherited by custom code 
extensions. 

[0163] At runtime, the network element verifies the per- 
missions associated with the resource before permitting or 
denying execution. 

[0164] This method and apparatus allows a network 
administrator or user to provision custom programs into the 
network device and provides a secure sandboxed environ- 
ment in which they can execute without harming the net- 
work device. Unlike prior approaches, the approach herein: 

[0165] 1. Provides a secure environment in which custom 
programs that are deployed in a network device can execute. 

[0166] 2. Provides a data driven approach to easily cus- 
tomize and extend the security capabilities of the device. 

[0167] 3. Provides a language independent mechanism to 
express security permissions so that the security can be 
leveraged regardless of the implementing language. 

[016S] 4. Provides a secure container in which custom 
code executes regardless of the implementing language. 

[0169] Method and apparatus to dynamically add applica- 
tion logic and protocol adapters to a programmable network 
element. Today network elements generally do not have, or 
have limited support for, an extensibility capability with 
which customers can define their own software programs 
and upload into the network element. Any need for execut- 
ing custom logic is typically accomplished by statically 
compiling it into the image and uploading a new image to 
the network device. While this works well for packet level 
networking, where the protocols and standards are fairly 
mature, the method is inadequate for an Application Ori- 
ented Network (AON) because of the number of custom 
protocols and the large amount of custom code that already 
exists. The relative immaturity of the standards in the 
application area further complicate the problem, because it 
increases the amount of proprietary code that has been 
developed to meet enterprise needs. Since an AON provides 
optimized services that application developers can exploit 
directly from the network, this often involves requiring the 
ability to deploy the existing, well tested, custom code 
(application code or custom protocols) to the network 
device. Clearly the static solution of compiling this code into 
the image will not work since it will require creating a 
custom image for each customer. 

[0170] An embodiment provides a method and apparatus 

by which custom code can be dynamically added to a 
network device without requiring an image upgrade. The 
custom code can be for the purpose of executing custom 
business logic in the network or for understanding custom 
application protocols that are not natively supported by the 
network device, thereby providing programmability support 
in the network, which is a capability presently unavailable in 
network devices. 

[0171] Currently network elements do not allow custom 
code to be uploaded onto the device to provide a program- 
mable environment. If custom code is required to be 
installed on the device, developers typically create a new 
image containing the new functionality. 

[0172] An embodiment provides a method to dynamically 
create, package, provision and execute custom code for the 
purpose of providing custom business logic, or application 
protocols in the network device. This provides the following 
capabilities, which are not available in current network 
devices: 

[0173] 1. Programmability in the network in a scalable, 
manner without requiring customization of the image; 
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[0174] 2. Ability to introduce new protocol support in the 
network that are not natively understood by the base plat- 
form without an image upgrade; 

[0175] 3. Ability to execute custom code in the network 
without performing an image upgrade. 

[0176] An embodiment provides a method to create, pack- 
age, provision, and execute custom business logic and/or 
understand custom application protocols dynamically with- 
out requiring an image upgrade. 

[0177] 1. By providing this capability, the network device 
becomes programmable and can be extended to leverage 
existing, tested code for application logic or custom appli- 
cation protocols, without requiring an image upgrade. 

[017S] 2. Customers who use an AON device can deploy 
new functions in the network without requiring a device 
upgrade resulting in significant cost savings. 

[0179] 3. Provides the ability to oflload some key func- 
tions, like application protocols, which are infrastructural 
functions and belong in the network device. Typically this 
would be done by middleware servers increasing operational 
costs. 

[01SO] See Appendix A for a complete description. 

3. 0 Implementation Examples 

3. 1 Network Element-Managed Server Failover 
Based on Application Layer Messages 

[01S1] FIGS. 3A-3B depict a flow diagram 300A that 
illustrates one embodiment of a method of network element- 
managed server failover based on application layer mes- 
sages. Such a method may be performed, for example, by 
network element 106 or 10S. Other embodiments may omit 
one or more of the operations depicted in flow diagram 
300A. Other embodiments may contain operations addi- 
tional to the operation depicted in flow diagram 300A. 

[01S2] In block 302, a request, which originated from a 
client, is intercepted at a network element. The request is not 
addressed to the network element. For example, network 
element 106 may intercept a request that client application 
110 addressed to a virtual IP address associated with server 
applications 112A-N. 

[01S3] In block 304, a server is selected from among a 
plurality of servers that excludes servers that are on a list of 
failed servers. For example, assuming that server application 
112A is not on a list of failed servers maintained by network 
element 106, network element 106 may select, from among 
server applications 112A-N, server application 112A. 

[01S4] In block 306, the request is sent toward the selected 
server. A copy of the request is also stored at the network 
element. For example, network element 106 may send the 
request to server application 112A. 

[01S5] In block 30S, data packets sent from the selected 
server are intercepted at the network element. For example, 
network element 106 may intercept multiple TCP data 
packets that server application 112A addressed to client 
application 110. Payload portions of the data packets may 
collectively contain an application layer message that server 
application 112A generated in response to determining that 
server application 112A was unable to service the request. 

Because each of the data packets may contain a separate 
portion of the message, under some circumstances, none of 
the data packets independently contains the entire message. 
The application layer message may contain an indication 
that server application 112A is unable to service the request. 
For example, the message may be an XML document that 
contains a specified XML element that indicates that server 
application 112A is unable to service the request. 

[01S6] The message may be carried according to any of a 
variety of protocols, including HTTP, SMTP, and FTP. Thus, 
within the payload portions of the data packets, protocol 
headers used by such protocols may precede the message. 
The protocol headers are separate from the message itself. 

[01S7] In block 310, an application layer message collec- 
tively contained in the data packets is constructed at the 
network element. For example, network element 106 may 
assemble the contents of the payload portions of the data 
packets intercepted from server application 112A. Network 
element 106 may disregard any protocol headers, such as 
HTTP, FTP, or SMTP headers, which precede the applica- 
tion layer message constructed from the contents of the 
payload portions. 

[01SS] In block 312, it is determined, at the network 
element, whether the application layer message contains an 
indication that the selected server is unable to service the 
request. For example, assuming that the message is an XML 
document, network element 106 may determine whether the 
XML document contains a specified XML element. If the 
XML document does contain the specified XML element, 
then network element 106 may conclude that server appli- 
cation 112A is unable to service the request. If the applica- 
tion layer message contains the indication, then control 
passes to block 314. Otherwise, control passes to block 316. 

[01S9] In block 314, the selected server is added to the list 
of failed servers. For example, network element 106 may 
add, to the list of failed servers, an entry that identifies server 
application 112A. The entry may be associated with a 
timestamp that indicates a time at which the entry will be 
removed, automatically, from the list of failed servers. 
Control passes back to block 304, in which another server is 
selected to receive the request, which was previously stored 
at the network element. For example, network element 106 
may select server application 112B and send the request to 
server application 112B. 

[0190] Alternatively, in block 316, the application layer 
message is sent toward the client. For example, network 
element 106 may add the protocol headers back to the 
application layer message, encapsulate the application layer 
message and protocol headers into one or more data packets, 
and send the data packets toward client application 110. 

3. 2 Multi-Blade Architecture 

[0191] According to one embodiment, an Application- 
Oriented Network Services (AONS) blade in a router per- 
forms the actions discussed above. FIG. 6 is a block diagram 
that illustrates one embodiment of a router 600 in which a 
supervisor blade 602 directs some of packet flows 610A-B 
to an AONS blade and/or other blades 606N. Router 600 
comprises supervisor blade 602, AONS blade 604, and other 
blades 606A-N. Each of blades 602, 604, and 606A-N is a 
single circuit board populated with components such as 
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processors, memory, and network connections that are usu- 

ally found on multiple boards. Blades 602, 604, and 606A-N 
are designed to be addable to and removable from router 
600. The functionality of router 600 is determined by the 
functionality of the blades therein. Adding blades to router 
600 can augment the functionality of router 600, but router 
600 can provide a lesser degree of functionality with fewer 
blades at a lesser cost if desired. One of more of the blades 
may be optional. 

[0192] Router 600 receives packet flows such as packet 
flows 610A-B. More specifically, packet flows 610A-B 
received by router 600 are received by supervisor blade 602. 
Supervisor blade 602 may comprise a forwarding engine 
and/or a route processor such as those commercially avail- 
able from Cisco Systems, Inc. 

[0193] In one embodiment, supervisor blade 602 classifies 
packet flows 610A-B based on one or more parameters 
contained in the packet headers of those packet flows. If the 
parameters contained in the packet header of a particular 
packet match specified parameters, then supervisor blade 
602 sends the packets to a specified one of AONS blade 604 
and/or other blades 606A-N. Alternatively, if the parameters 
contained in the packet header do not match any specified 
parameters, then supervisor blade 602 performs routing 
functions relative to the particular packet and forwards the 
particular packet on toward the particular packet's destina- 
tion. 

[0194] For example, supervisor blade 602 may determine 
that packet headers in packet flow 610B match specified 
parameters. Consequently, supervisor blade 602 may send 
packets in packet flow 610B to AONS blade 604. Supervisor 
blade 602 may receive packets back from AONS blade 604 
and/or other blades 606A-N and send the packets on to the 
next hop in a network path that leads to those packets' 
destination. For another example, supervisor blade 602 may 
determine that packet headers in packet flow 610A do not 
match any specified parameters. Consequently, without 
sending any packets in packet flow 610A to AONS blade 604 
or other blades 606A-N, supervisor blade 602 may send 
packets in packet flow 610A on to the next hop in a network 
path that leads to those packets' destination. 

[0195] AONS blade 604 and other blades 606A-N receive 
packets from supervisor blade 602, perform operations rela- 
tive to the packets, and return the packets to supervisor blade 
602. Supervisor blade 602 may send packets to and receive 
packets from multiple blades before sending those packets 
out of router 600. For example, supervisor blade 602 may 
send a particular group of packets to other blade 606A. 
Other blade 606A may perform firewall functions relative to 
the packets and send the packets back to supervisor blade 
602. Supervisor blade 602 may receive the packet from other 
blade 606A and send the packets to AONS blade 604. AONS 
blade 604 may perform one or more message payload-based 
operations relative to the packets and send the packets back 
to supervisor blade 602. 

[0196] According to one embodiment, the following 
events occur at an AONS router such as router 600. First, 
packets, containing messages from clients to servers, are 
received. Next, access control list-based filtering is per- 
formed on the packets and some of the packets are sent to an 
AONS blade or module. Next, TCP termination is performed 
on the packets. Next, Secure Sockets Layer (SSL) termina- 

tion is performed on the packets if necessary. Next, Univer- 
sal Resource Locator (URL)-based filtering is performed on 
the packets. Next, message header-based and message con- 
tent-based filtering is performed on the packets. Next, the 
messages contained in the packets are classified into AONS 
message types. Next, a policy flow that corresponds to the 
AONS message type is selected. Next, the selected policy 
flow is executed. Then the packets are either forwarded, 
redirected, dropped, copied, or fanned-out as specified by 
the selected policy flow. 

[0197] FIGS. 3B-C depict a flow diagram 300B that 
illustrates one embodiment of a method of balancing data 
traflic among multiple servers based on application layer 
message content. For example, one or more of network 
elements 102, 104, 106, and 10S may perform such a 
method. More specifically, AONS blade 604 may perform 
one or more steps of such a method. Other embodiments 
may omit one or more of the operations depicted in flow 
diagram 300B. Other embodiments may contain operations 
additional to the operation depicted in flow diagram 300B. 
Other embodiments may perform the operations depicted in 
flow diagram 300B in an order that diflers from the order 
depicted in flow diagram 300B. 

[019S] Referring first to FIG. 3B, in block 322, user- 
specified input is received at a network element. The user- 
specified input indicates the following: one or more criteria 
that are to be associated with a particular message classifi- 
cation, and one or more actions that are to be associated with 
the particular message classification. The user-specified 
input may indicate an order in which the one or more actions 
are to be performed. The user-specified input may indicate 
that outputs of actions are to be supplied as inputs to other 
actions. For example, network element 104, and more spe- 
cifically AONS blade 604, may receive such user-specified 
input from a network administrator. 

[0199] In block 324, an association is established, at the 
network element, between the particular message classifi- 
cation and the one or more criteria. For example, AONS 
blade 604 may establish an association between a particular 
message classification and one or more criteria. For 
example, the criteria may indicate a particular string of text 
that a message needs to contain in order for the message to 
belong to the associated message classification. For another 
example, the criteria may indicate a particular path that 
needs to exist in the hierarchical structure of an XML- 
formatted message in order for the message to belong to the 
associated message classification. For another example, the 
criteria may indicate one or more source IP addresses and/or 
destination IP addresses from or to which a message needs 
to be addressed in order for the message to belong to the 
associated message classification. 

[0200] In block 326, an association is established, at the 
network element, between the particular message classifi- 
cation and the one or more actions. One or more actions that 
are associated with a particular message classification com- 
prise a "policy" that is associated with that particular mes- 
sage classification. A policy may comprise a "flow" of one 
or more actions that are ordered according to a particular 
order specified in the user-specified input, and/or one or 
more other actions that are not ordered. For example, AONS 
blade 604 may establish an association between a particular 
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message classification and one or more actions. Collectively, 
the operations of blocks 322-326 comprise "provisioning" 
the network element. 

[0201] In block 32S, one or more data packets that are 
destined for a device other than the network element are 
intercepted by the network element. The data packets may 
be, for example, data packets that contain IP and TCP 
headers. The IP addresses indicated in the IP headers of the 
data packets difl'er from the network element's IP address; 
thus, the data packets are destined for a device other than the 
network element. For example, network element 104, and 
more specifically, supervisor blade 602, may intercept data 
packets that client application 110 originally sent. The data 
packets might be destined for server application 112, for 
example. 

[0202] In block 330, based on one or more information 
items indicated in the headers of the data packets, an 
application layer protocol that was used to transmit a mes- 
sage contained in the payload portions of the data packets 
(hereinafter "the message") is determined. The information 
items may include, for example, a source IP address in an IP 
header, a destination IP address in an IP header, a TCP 
source port in a TCP header, and a TCP destination port in 
a TCP header. For example, network element 104, and more 
specifically AONS blade 604, may store mapping informa- 
tion that maps FTP (an application layer protocol) to a first 
combination of IP addresses and/or TCP ports, and that maps 
HTTP (another application layer protocol) to a second 
combination of IP addresses and/or TCP ports. Based on this 
mapping information and the IP addresses and/or TCP ports 
indicated by the intercepted data packets, AONS blade 604 
may determine which application layer protocol (FTP, 
HTTP, SMTP, etc. ) was used to transmit the message. 

[0203] Referring now to FIG. 3C, in block 332, a message 
termination technique that is associated with the application 
layer protocol used to transmit the message is determined. 
For example, AONS blade 604 may store mapping infor- 
mation that maps FTP to a first procedure, that maps HTTP 
to a second procedure, and that maps SMTP to a third 
procedure. The first procedure may employ a first message 
termination technique that can be used to extract, from the 
data packets, a message that was transmitted using FTP. The 
second procedure may employ a second message termina- 
tion technique that can be used to extract, from the data 
packets, a message that was transmitted using HTTP. The 
third procedure may employ a third message termination 
technique that can be used to extract, from the data packets, 
a message that was transmitted using SMTP. Based on this 
mapping information and the application layer protocol used 
to transmit the message, AONS blade 604 may determine 
which procedure should be called to extract the message 
from the data packets. 

[0204] In block 334, the contents of the message are 
determined based on the termination technique that is asso- 
ciated with the application layer protocol that was used to 
transmit the message. For example, AONS blade 604 may 
provide the data packets as input to a procedure that is 
mapped to the application layer protocol determined in 
block 332. The procedure may use the appropriate message 
termination technique to extract the contents of the message 
from the data packets. The procedure may return the mes- 
sage as output to AONS blade 604. Thus, in one embodi- 

ment, the message extracted from the data packets is inde- 
pendent of the application layer protocol that was used to 
transmit the message. 

[0205] In block 336, a message classification that is asso- 
ciated with criteria that the message satisfies is determined. 
For example, AONS blade 604 may store mapping infor- 
mation that maps difl'erent criteria to different message 
classifications. The mapping information indicates, among 
possibly many difl'erent associations, the association estab- 
lished in block 324. AONS blade 604 may determine 
whether the contents of the message satisfy criteria associ- 
ated with any of the known message classifications. In one 
embodiment, if the contents of the message satisfy the 
criteria associated with a particular message classification, 
then it is determined that the message belongs to the 
particular message classification. 

[0206] Although, in one embodiment, the contents of the 
message are used to determine a message's classification, in 
alternative embodiments, information beyond that contained 
in the message may be used to determine the message's 
classification. For example, in one embodiment, a combi- 
nation of the contents of the message and one or more IP 
addresses and/or TCP ports indicated in the data packets that 
contain the message is used to determine the message's 
classification. For another example, in one embodiment, one 
or more IP addresses and/or TCP ports indicated in the data 
packets that contain the message are used to determine the 
message's classification, regardless of the contents of the 
message. 

[0207] In block 33S, one or more actions that are associ- 
ated with the message classification determined in block 336 
are performed. If two or more of the actions are associated 
with a specified order of performance, as indicated by the 
user-specified input, then those actions are performed in the 
specified order. If the output of any of the actions is 
supposed to be provided as input to any of the actions, as 
indicated by the user-specified input, then the output of the 
specified action is provided as input to the other specified 
action. 

[020S] A variety of diflerent actions may be performed 
relative to the message. For example, an action might be a 
"load-balancing" action that specifies one or more param- 
eters. The parameters might include a pointer or reference to 
a load-balancing algorithm, such as a round-robin algorithm, 
a weighted round-robin algorithm, or an adaptive load- 
balancing algorithm. When the "load-balancing" action is 
performed, the load-balancing algorithm referenced by the 
action is invoked. Additionally, the parameters might 
include a pointer or reference to a session identifier locating 
technique. When the "load-balancing" action is performed, 
the session identifier locating technique referenced by the 
action is invoked. If a message contains a session identifier, 
then the message is sent towards the server application to 
which the session identifier is mapped. 

[0209] As a result of the method illustrated in flow dia- 

gram 300B, network routers may be configured to perform 
data traffic load-balancing operations. Diflerent load-balanc- 
ing algorithms may be used in relation to difl'erent types of 
data traffic. Thus, for example, "purchase order" messages 
may be distributed among servers according to a first 
load-balancing algorithm, while "account transaction" mes- 
sages may be distributed among servers according to a 
second, diflerent load-balancing algorithm. 
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3. 3 Action Flows 

[0210] FIG. 4 depicts a sample flow 400 that might be 
associated with a particular message classification. Flow 400 
comprises, in order, actions 402-414; other flows may com- 
prise one or more other actions. Action 402 indicates that the 
content of the message should be modified in a specified 
manner. Action 404 indicates that a specified event should be 
written to a specified log. Action 406 indicates that the 
message's destination should be changed to a specified 
destination. Action 40S indicates that the message's format 
should be translated into a specified message format. Action 
410 indicates that the application layer protocol used to 
transmit the message should be changed to a specified 
application layer protocol. Action 412 indicates that the 
message should be encrypted using a particular key. Action 
414 indicates that the message should be forwarded towards 
the message's destination. 

[0211] In other embodiments, any one of actions 402-414 
may be performed individually or in combination with any 
others of actions 402-414. 

3. 4 AONS Examples 

3. 4. 1 AONS General Overview 

[0212] Application-Oriented Network Systems (AONS) is 
a technology foundation for building a class of products that 
embed intelligence into the network to better meet the needs 
of application deployment. AONS complements existing 
networking technologies by providing a greater degree of 
awareness of what information is flowing within the network 
and helping customers to integrate disparate applications by 
routing information to the appropriate destination, in the 
format expected by that destination; enforce policies for 
information access and exchange; optimize the flow of 
application traflic, both in terms of network bandwidth and 
processing overheads; provide increased manageability of 
information flow, including monitoring and metering of 
information flow for both business and infrastructure pur- 

poses; and provide enhanced business continuity by trans- 
parently backing up or re-routing critical business data. 

[0213] AONS provides this enhanced support by under- 
standing more about the content and context of information 
flow. As such, AONS works primarily at the message rather 
than at the packet level. Typically, AONS processing of 
information terminates a TCP connection to inspect the full 
message, including the "payload" as well as all headers. 
AONS also understands and assists with popular applica- 
tion-level protocols such as HTTP, FTP, SMTP and de facto 
standard middleware protocols. 

[0214] AONS difl'ers from middleware products running 
on general-purpose computing systems in that AONS' 
behavior is more akin to a network appliance, in its sim- 

plicity, total cost of ownership and performance. Further- 
more, AONS integrates with network-layer support to pro- 
vide a more holistic approach to information flow and 
management, mapping required features at the application 
layer into low-level networking features implemented by 
routers, switches, firewalls and other networking systems. 

[0215] Although some elements of AONS-like function- 
ality are provided in existing product lines from Cisco 
Systems, Inc. , such products typically work ofl' a more 

limited awareness of information, such as IP/port addresses 
or HTTP headers, to provide load balancing and failover 
solutions. AONS provides a framework for broader func- 
tional support, a broader class of applications and a greater 
degree of control and management of application data. 

3. 4. 2 AONS Terminology 

[0216] An "application" is a software entity that performs 
a business function either running on servers or desktop 
systems. The application could be a packaged application, 
software running on application servers, a legacy application 
running on a mainframe, or custom or proprietary sofhvare 
developed in house to satisfy a business need or a script that 
performs some operation. These applications can commu- 
nicate with other applications in the same department 
(departmental), across departments within a single enter- 

prise (intra enterprise), across an enterprise and its partners 
(inter-enterprise or B2B) or an enterprise and its customers 
(consumers or B2C). AONS provides value added services 
for any of the above scenarios. 

[0217] An "application message" is a message that is 
generated by an application to communicate with another 
application. The application message could specify the dif- 
ferent business level steps that should be performed in 
handling this message and could be in any of the message 
formats described in the section below. In the rest of the 
document, unless otherwise specified explicitly, the term 
"message" also refers to an application message. 

[021S] An "AONS node" is the primary AONS component 
within the AONS system (or network). As described later, 
the AONS node can take the shape of a client proxy, server 
proxy or an intermediate device that routes application 
messages. 

[0219] Each application message, when received by the 
first AONS node, gets assigned an AONS message ID and is 
considered to be an "AONS message" until that message 
gets delivered to the destination AONS node. The concept of 
the AONS message exists within the AONS cloud. A single 
application message may map to more than one AONS 
message. This may be the case, for example, if the applica- 
tion message requires processing by more than one business 
function. For example, a "LoanRequest" message that is 
submitted by a requesting application and that needs to be 
processed by both a "CreditCheck" application and a "Loan- 
Processing" application would require processing by more 
than one business function. In this example, from the 
perspective of AONS, there are two AONS messages: The 
"LoanRequest" to the "CreditCheck" AONS message from 
the requesting application to the CreditCheck application; 
and the "LoanRequest" to the "LoanProcessing" AONS 
message from the CreditCheck application to the LoanProc- 
essing Application. 

[0220] In one embodiment, AONS messages are encapsu- 
lated in an AONP (AON Protocol) header and are translated 
to a "canonical" format. Reliability, logging and security 
services are provided from an AONS message perspective. 

[0221] The set of protocols or methods that applications 
typically use to communicate with each other are called 
"application access protocols" (or methods) from an AONS 
perspective. Applications can communicate to the AONS 
network (typically end point proxies: a client proxy and a 
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server proxy) using any supported application access meth- 
ods. Some examples of application access protocols include: 
IBM MQ Series, Java Message Service (JMS), TIBCO, 
Simple Object Access Protocol (SOAP) over Hypertext 
Transfer Protocol (HTTP)/HTTPS, and SMTP. Details about 
various access methods are explained in later sections of this 
document. 

[0222] There are a wide variety of "message formats" that 
are used by applications. These message formats may range 
from custom or proprietary formats to industry-specific 
formats to standardized formats. Extensible Markup Lan- 

guage (XML) is gaining popularity as a universal language 
or message format for applications to communicate with 
each other. AONS supports a wide variety of these formats. 

[0223] In addition, AONS provides translation services 
from one format to another based on the needs of applica- 
tions. Atypical deployment might involve a first AONS node 
that receives an application message (the client proxy) 
translating the message to a "canonical" format, which is 
carried as an AONS message through the AONS network. 
The server proxy might translate the message from the 
"canonical" format to the format understood by the receiv- 
ing application before delivering the message. For under- 
standing some of the non-industry standard formats, a mes- 
sage dictionary may be used. 

[0224] A node that performs the gateway functionality 
between multiple application access methods or protocols is 
called a "protocol gateway. 

" An example of this would be a 
node that receives an application message through File 
Transfer Protocol (FTP) and sends the same message to 
another application as a HTTP post. In AONS, the client and 
server proxies are typically expected to perform the protocol 
gateway functionality. 

[0225] If an application generates a message in Electronic 
Data Interchange (EDI) format and if the receiving appli- 
cation expects the message to be in an XML format, then the 
message format needs to be translated but the content o f the 
message needs to be kept intact through the translation. In 
AONS, the end point proxies typically perform this "mes- 
sage format translation" functionality. 

[0226] In some cases, even though the sending and receiv- 
ing application use the same message format, the content 
needs to be translated for the receiving application. For 
example, if a United States-resident application is commu- 
nicating with a United Kingdom-resident application, then 
the date format in the messages between the two applica- 
tions might need to be translated (from mm/dd/yyyy to 
dd/mm/yyyy) even if the applications use the same data 
representation (or message format). This translation is called 
"content translation. " 

3. 43 AONS Functional Overview 

[0227] As defined previously, AONS can be defined as 
network-based intelligent intermediary systems that efli- 
ciently and efl'ectively integrate business and application 
needs with more flexible and responsive network services. 

[022S] In particular, AONS can be understood through the 
following characteristics: 

[0229] AONS operates at a higher layer (layers 5-6) than 
traditional network element products (layers 2-4). AONS 

uses message-level inspection as a complement to packet- 
level inspection-by understanding application messages, 
AONS adds value to multiple network element products, 
such as switches, firewalls, content caching systems and 
load balancers, on the "message exchange route. " AONS 
provides increased flexibility and granularity of network 
responsiveness in terms of security, reliability, traffic opti- 
mization (compression, caching), visibility (business events 
and network events) and transformation (e. g. , from XML to 
EDI). 

[0230] AONS is a comprehensive technology platform, 
not just a point solution. AONS can be implemented through 
distributed intelligent intermediary systems that sit between 
applications, middleware, and databases in a distributed 
intra- and inter-enterprise environment (routing messages, 
performing transformations, etc. ). AONS provides a flexible 
framework for end user configuration of business flows and 
policies and partner-driven extensibility of AONS services. 

[0231] AONS is especially well suited for network-based 
deployment. AONS is network-based rather than general- 
purpose server-based. AONS is hybrid software-based and 
hardware-based (Le. , application-specific integrated circuit 
(ASIC)/field programmable gate array (FPGA)-based accel- 
eration). AONS uses out-of-band or in-line processing of 
traflic, as determined by policy. AONS is deployed in 
standalone products (network appliances) as well as embed- 
ded products (service blades for multiple switching, routing, 
and storage platforms). 

3. 4. 4 AONS System Overview 

[0232] This section outlines the system overview of an 
example AONS system. FIG. 7 is a diagram 700 that 
illustrates the various components involved in an example 
AONS network 702 according to one embodiment of the 
invention. The roles performed by each of the nodes are 
mentioned in detail in subsequent sections. 

[0233] Within AONS network 702, key building blocks 
include AONS Endpoint Proxies (AEPs) 704-710 and an 
AONS Router (AR). Visibility into application intent may 
begin within AEP 704 placed at the edge of a logical AONS 
"cloud. " As a particular client application of client applica- 
tions 714A-N attempts to send a message across the network 
to a particular server application destination of server appli- 
cations 716A-N and 71SA-N, the particular client applica- 
tion will first interact with AEP 704. 

[0234] AEP 704 serves as either a transparent or explicit 
messaging gateway which aggregates network packets into 
application messages and infers the message-level intent by 
examining the header and payload of a given message, 
relating the message to the appropriate context, optionally 

applying appropriate policies (e. g. message encryption, 
transformation, etc. ) and then routing the message towards 
the message's application destination via a network switch. 

[0235] AONS Router (AR) 712 may intercept the message 
en route to the message's destination endpoint. Based upon 
message header contents, AR 712 may determine that a new 
route would better serve the needs of a given application 
system. AR 712 may make this determination based upon 
enterprise-level policy, taking into account current network 
conditions. As the message nears its destination, the message 
may encounter AEP 706, which may perform a final set of 
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operations (e. g. message decryption, acknowledgement of 
delivery) prior to the message's arrival. In one embodiment, 
each message is only parsed once: when the message first 
enters the AONS cloud. It is the first AEP that a message 
traverses that is responsible for preparing a message for 
optimal handling within the underlying network. 

[0236] AEPs 704-70S can further be classified into AEP 
Client Proxies and AEP Server Proxies to explicitly high- 
light roles and operations performed by the AEP on behalf 
of the specific end point applications. 

[0237] A typical message flow involves a particular client 
application 714A submitting a message to the AEP Client 
Proxy (CP) 704 through one of the various access protocols 
supported by AONS. On receiving this message, AEP CP 
704 assigns an AONS message id to the message, encapsu- 
lates the message with an AONP header, and performs any 
necessary operations related to the AONS network (e. g. 
security and reliability services). Also, if necessary, the 
message is converted to a "canonical" format by AEP CP 
704. The message is carried over a TCP connection to AR 
710 along the path to the destination application 71SA. The 
AONS routers along the path perform the infrastructure 
services necessary for the message and can change the 
routing based on the policies configured by the customer. 
The message is received at the destination AEP Server Proxy 
(SP) 706. AEP SP 706 performs necessary security and 
reliability functions and translates the message to the format 
that is understood by the receiving application, if necessary. 
AEP SP 706 then sends the message to receiving application 
71SA using any of the access protocols that application 
71SA and AONS support. A detailed message flow through 
AONS network 702 is described in later sections. 

3. 4. 5 AONS System Elements 

[023S] This section outlines the difl'erent concepts that are 
used from an AONS perspective. 

[0239] An "AEP Client Proxy" is an AONS node that 
performs the services necessary for applications on the 
sending side of a message (a client). In the rest of this 
document, an endpoint proxy also refers to a client or server 
proxy. The typical responsibilities of the client proxy in 
processing a message are: message pre-classification & early 
rejection, protocol management, message identity manage- 
ment, message encapsulation in an AONP header, end point 
origination for reliable delivery, security end point service 
origination (encryption, digital signature, authentication), 
flow selection & execution/infrastructure services (logging, 
compression, content transformation, etc. ), routing next 
hop AONS node or destination, AONS node and route 
discovery/advertising role and routes, and end point origi- 
nation for the reliable delivery mechanism (guaranteed 
delivery router). 

[0240] Not all functionalities described above need to be 
performed for each message. The functionalities performed 
on the message are controlled by the policies configured for 
the AONS node. 

[0241] An "AEP Server Proxy" is an AONS node that 
performs the services necessary for applications on the 
receiving side of a message (a server). In the rest of the 
document, a Server Proxy may also be referred as an end 
point proxy. The typical responsibilities of the Server Proxy 

in processing a message are: protocol management, end 
point termination for reliable delivery, security end point 
service termination (decryption, verification of digital sig- 
nature, etc. ), flow selection & execution/infrastructure ser- 
vices (logging, compression, content translation, etc. ), mes- 
sage de-encapsulation in AONP header, acknowledgement 
to sending AONS node, application routing/request message 
delivery to destination, response message correlation, and 
routing to entry AONS node. 

[0242] Note that not all the functionalities listed above 
need to be performed for each message. The functionalities 
performed on the message are controlled by the policies 
configured for the AONS node and what the message header 
indicates. 

[0243] An "AONS Router" is an AONS node that provides 
message-forwarding functionalities along with additional 
infrastructure services within an AONS network. An AONS 
Router communicates with Client Proxies, Server Proxies 
and other AONS Routers. An AONS Router may provide 
service without parsing a message; an AONS Router may 
rely on an AONP message header and the policies config- 
ured in the AONS network instead of parsing messages. An 
AONS Router provides the following functionalities: scal- 
ability in the AONS network in terms of the number of TCP 
connections needed; message routing based on message 
destination, policies configured in the AONS cloud, a route 
specified in the message, and/or content of the message; a 
load at the intended destination-re-routing if needed; avail- 
ability of the destination-re-routing if needed; cost of trans- 
mission (selection among multiple service providers); and 
infrastructure services such as sending to a logging facility, 
sending to a storage area network (SAN) for backup pur- 
poses, and interfacing to a cache engine for cacheable 
messages (like catalogs). 

[0244] AONS Routers do not need to understand any of 
the application access protocols and, in one embodiment, 
deal only with messages encapsulated with an AONP header. 

[0245] Application-Oriented Networking Protocol 
(AONP) is a protocol used for communication between the 
nodes in an AONS network. In one embodiment, each 
AONS message carries an AONP header that conveys the 
destination of the message and additional information for 
processing the message in subsequent nodes. AONP also 
addresses policy exchange (static or dynamic), fail-over 
among nodes, load balancing among AONS nodes, and 
exchange of routing information. AONP also enables appli- 
cation-oriented message processing in multiple network 
elements (like firewalls, cache engines and routers/ 
switches). AONP supports both a fixed header and a variable 
header (formed using type-length-value (TLV) fields) to 
support eflicient processing in intermediate nodes as well as 
flexibility for additional services. 

[0246] Unless explicitly specified otherwise, "router" or 
"switch" refers herein to a typical Layer 3 or Layer 2 switch 
or a router that is currently commercially available. 

3. 4. 6 AONS Example Features 

[0247] In one embodiment, an underlying "AONS foun- 
dation platform of subsystem services" (AOS) provides a 
range of general-purpose services including support for 
security, compression, caching, reliability, policy manage- 
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ment and other services. On top of this platform, AONS then 
ofiers a range of discreet functional components that can be 
wired together to provide the overall processing of incoming 
data traffic. These "bladelets™ are targeted at efi'ecting 

individual services in the context of the specific policy or 
action demanded by the application or the information 
technology (IT) manager. A series of access method adaptors 
ensure support for a range of ingress and egress formats. 
Finally, a set of user-oriented tools enable managers to 
appropriately view, configure and set policies for the AONS 
solution. These four categories of functions combine to 
provide a range of end-customer capabilities including 
enhanced security, infrastructure optimization, business con- 
tinuity, application integration and operational visibility. 

[024S] The enhanced visibility and enhanced responsive- 
ness enabled by AONS solutions provides a number of 
intelligent, application-oriented network services. These 
intelligent services can be summarized in four primary 
categories: 

[0249] Enhanced security and reliability: enabling reliable 
message delivery and providing message-level security in 
addition to existing network-level security. 

[0250] Infrastructure optimization: making more efficient 
use of network resources by taking advantage of caching and 
compression at the message level as well as by integrating 
application and network quality-of-service (QoS). 

[0251] Business and infrastructure activity monitoring and 
management: by reading information contained in the appli- 
cation layer message, AONS can log, audit, and manage 
application-level business events, and combine these with 
network, server, and storage infrastructure events in a com- 
mon, policy-driven management environment. 

[0252] Content-based routing and transformation: mes- 
sage-based routing and transformation of protocol, content, 
data, and message formats (e. g. , XML transformation). The 
individual features belonging to each of these primary 
categories are described in greater detail below. 

3. 4. 6. 1 Enhanced Security and Reliability 

[0253] Authentication: AONS can verify the identity of 
the sender of an inbound message based upon various pieces 
of information contained within a given message (username/ 
password, digital certificate, Security Assertion Markup 
Language (SAML) assertion, etc. ), and, based upon these 
credentials, determine whether or not the message should be 
processed further. 

[0254] Authorization: Once principal credentials are 
obtained via message inspection, AONS can determine what 
level of access the originator of the message should have to 
the services it is attempting to invoke. AONS may also make 
routing decisions based upon such derived privileges or 
block or mask certain data elements within a message once 
it's within an AONS network as appropriate. 

[0255] Encryption/Decryption: Based upon policy, AONS 
can perform encryption of message elements (an entire 
message, the message body or individual elements such as 
credit card number) to maintain end-to-end confidentiality as 
a message travels through the AONS network. Conversely, 
AONS can perform decryption of these elements prior to 
arrival at a given endpoint. 

[0256] Digital Signatures: In order to ensure message 
integrity and allow for non-repudiation of message transac- 
tions, AONS can digitally sign entire messages or individual 
message elements at any given AEP. The decision as to what 
gets signed will be determined by policy as applied to 
information derived from the contents and context of each 
message. 

[0257] Reliability: AONS can complement existing guar- 
anteed messaging systems by intermediating between unlike 
proprietary mechanisms. It can also provide reliability for 
HTTP-based applications (including web services) that cur- 
rently lack reliable delivery. As an additional feature, AONS 
can generate confirmations of successful message delivery 
as well as automatically generate exception responses when 
delivery cannot be confirmed. 

3. 4. 6. 2 Infrastructure Optimitzation 

[025S] Compression: AEPs can compress message data 
prior to sending the message data across the network in order 
to conserve bandwidth and conversely decompress it prior to 
endpoint delivery. 

[0259] Caching: AONS can cache the results of previous 
message inquires based upon the rules defined for a type of 
request or based upon indicators set in the response. Caching 
can be performed for entire messages or for certain elements 
of a message in order to reduce application response time 
and conserve network bandwidth utilization. Message ele- 
ment caching enables delta processing for subsequent mes- 
sage requests. 

[0260] TCP Connection Pooling: By serving as an inter- 
mediary between message clients and servers AONS can 
consolidate the total number of persistent connections 
required between applications. AONS thereby reduces the 
client and server-processing load otherwise associated with 
the ongoing initiation and teardown of connections between 
a mesh of endpoints. 

[0261] Batching: An AONS intermediary can batch trans- 
actional messages destined for multiple destinations to 
reduce disk I/O overheads on the sending system. Similarly, 
transactional messages from multiple sources can be batched 
to reduce disk I/O overheads on the receiving system. 

[0262] Hardware Acceleration: By efficiently performing 
compute-intensive functions such as encryption and Exten- 
sible Stylesheet Language Transformation (XSLT) transfor- 
mations in an AONS network device using specialized 
hardware, AONS can ofiload the computing resources of 
endpoint servers, providing potentially lower-cost process- 
ing capability. 

[0263] Quality of Service: AONS can integrate applica- 
tion-level QoS with network-level QoS features based on 
either explicit message prioritization (e. g. , a message tagged 
as "high priority") or via policy that determines when a 
higher quality of network service is required for a message 
as specific message content is detected. 

[0264] Policy Enforcement: At the heart of optimizing the 
overall AONS solution is the ability to ensure business-level 
polices are expressed, implemented and enforced by the 
infrastructure. The AONS Policy Manager ensures that once 
messages are inspected, the appropriate actions (encryption, 
compression, routing, etc. ) are taken against that message as 
appropriate. 
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3. 4. 6. 3 Activity Monitoring and Management 

[0265] Auditing/Logging/Metering: AONS can selec- 
tively filter messages and send them to a node or console for 
aggregation and subsequent analysis. Tools enable viewing 
and analysis of message traffic. AONS can also generate 
automatic responses to significant real-time events, both 
business and infrastructure-related. By intelligently gather- 
ing statistics and sending them to be logged, AONS can 
produce metering data for auditing or billing purposes. 

[0266] Management: AONS can combine both message- 
level and network infrastructure level events to gain a deeper 
understanding of overall system health. The AONS man- 
agement interface itself is available as a web service for 
those who wish to access it programmatically. 

[0267] Testing and Validation: AONS' ability to intercept 
message traflic can be used to validate messages before 
allowing them to reach destination applications. In addition 
to protecting from possible application or server failures, 
this capability can be leveraged to test new web services and 
other functions by examining actual message flow from 
clients and servers prior to production deployment. AONS 
also provides a "debug mode" that can be turned on auto- 
matically after a suspected failure or manually after a 
notification to assist with the overall management of the 
device. 

[026S] Workload Balancing and Failover: AONS provides 
an approach to workload balancing and failover that is both 
policy- and content-driven. For example, given an AONS 
node's capability to intermediate between heterogeneous 
systems, the AONS node can balance between unlike sys- 
tems that provide access to common information as 
requested by the contents of a message. AONS can also 
address the issue of message affinity necessary to ensure 
failover at the message rather than just the session level as 
is done by most existing solutions. Balancing can also take 
into account the response time for getting a message reply, 
routing to an alternate destination if the preferred target is 
temporarily slow to respond. 

[0269] Business Continuity: By providing the ability to 
replicate inbound messages to a remote destination, AONS 
enables customers to quickly recover from system outages. 
AONS can also detect failed message delivery and auto- 
matically re-route to alternate endpoints. AONS AEPs and 
ARs themselves have built-in redundancy and failover at the 
component level and can be clustered to ensure high avail- 
ability. 

3. 4. 6. 4 Content-Based Routing and Transformation 

[0270] Content-based Routing: Based upon its ability to 
inspect and understand the content and context of a message, 
AONS provides the capability to route messages to an 
appropriate destination by matching content elements 
against pre-established policy configurations. This capabil- 
ity allows AONS to provide a common interface (service 
virtualization) for messages handled by difl'erent applica- 
tions, with AONS examining message type or fields in the 
content (part number, account type, employee location, 
customer zip code, etc. ) to route the message to the appro- 
priate application. This capability also allows AONS to send 
a message to multiple destinations (based on either statically 
defined or dynamic subscriptions to message types or infor- 

mation topics), with optimal fan-out through AONS routers. 
This capability further allows AONS to redirect all messages 
previously sent to an application so that it can be processed 
by a new application. This capability additionally allows 
AONS to route a message for a pre-processing step that is 
deemed to be required before receipt of a message (for 
example, introducing a management pre-approval step for 
all travel requests). Thus capability also allows AONS to 
route a copy of a message that exceeds certain criteria (e. g. 
value of order) to an auditing system, as well as forwarding 
the message to the intended destination. This capability 
further allows AONS to route a message to a particular 
server for workload or failover reasons. This capability also 
allows AONS to route a message to a particular server based 
on previous routing decisions (e. g. , routing a query request 
based on which server handled for the original order). This 
capability additionally allows AONS to route based on the 
source of a message. This capability also allows AONS to 
route a message through a sequence of steps defined by a 
source or previous intermediary. 

[0271] Message Protocol Gateway: AONS can act as a 
gateway between applications using diflerent transport pro- 
tocols. AONS supports open standard protocols (e. g. HTTP, 
FTP, SMTP), as well as popular or de facto standard 
proprietary protocols such as IBM Websphere MQ. 

[0272] Message Transformations: AONS can transform 
the contents of a message to make them appropriate for a 
particular receiving application. This can be done for both 
XML and non-XML messages, the latter via the assistance 
of either a message dictionary definition or a well-defined 
industry standard format. 

3. 4. 7 AONS Functional Modules 

[0273] FIG. S is a block diagram that depicts functional 
modules within an example AONS node. AONS node S00 
comprises AOS configuration and management module S02, 
flows/rules S04, AOS common services S06, AOS message 
execution controller SOS, AOS protocol access methods S10, 
and AOS platform-specific "glue"S12. AONS node S00 
interfaces with Internetworking Operating System (IOS) 
S14 and Linux Operating System S16. Flows/rules S04 
comprise bladelets™S1S, scriptlets™S20, and scriptlet™ 
container S22. 

[0274] In one embodiment, AOS common services S06 
include: security services, standard compression services, 
delta compression services, caching service, message log- 
ging service, policy management service, reliable messaging 
service, publish/subscribe service, activity monitoring ser- 
vice, message distribution service, XML parsing service, 
XSLT transformation service, and QoS management service. 

[0275] In one embodiment, AOS protocol/access methods 
S10 include: TCP/SSL, HTTP/HTTPS, SOAP/HTTP, 
SMTP, FTP, JMS/MQ and JMS/RV, and Java Database 
Connectivity (JDBC). 

[0276] In one embodiment, AOS message execution con- 
troller SOS includes: an execution controller, a flow sub- 

system, and a bladelet™ subsystem. 

[0277] In one embodiment, AOS bladelets™S1S and 
scriptlets™S20 include: message input (read message), mes- 
sage output (send message), logging/audit, decision, exter- 
nal data access, XML parsing, XML transformation, cach- 
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ing, scriptlet container, publish, subscribe, message 
validation (schema, format, etc. ), filtering/masking, signing, 
authentication, authorization, encryption, decryption, activ- 
ity monitoring sourcing, activity monitoring marking, activ- 
ity monitoring processing, activity monitoring notification, 
message discard, firewall block, firewall unblock, message 
intercept, and message stop-intercept. 

[0278] In one embodiment, AOS configuration and man- 
agement module 802 includes: configuration, monitoring, 
topology management, capability exchange, failover redun- 

dancy, reliability/availability/serviceability (RAS) services 
(tracing, debugging, etc. ), archiving, installation, upgrades, 
licensing, sample scriptlets™, sample flows, documentation, 
online help, and language localization. 

[0279] In one embodiment, supported platforms include: 
Cisco Catalyst 6503, Cisco Catalyst 6505, Cisco Catalyst 
6509, and Cisco Catalyst 6513. In one embodiment, sup- 
ported supervisor modules include: Sup2 and Sup720. In 
one embodiment, specific functional areas relating to the 
platform include: optimized TCP, SSL, public key infra- 
structure (PKI), encryption/decryption, interface to Cat6K 
supervisor, failover/redundancy, image management, and 
QoS functionality. 

3. 4. 8 AONS Modes of Operation 

filtered based on 5-tuples. A supervisor blade or Internet- 
work Operating System (IOS) may perform such filtering. 
Traffic that passes the filters at layer 904 passes to layer 906. 
At layer 906, traffic may be further filtered based on net- 
work-based application recognition-like filtering and/or 
message classification and rejection. Traffic that passes the 
filters at layer 906 passes to layer 908. At layer 908, traffic 
may be further filtered based on protocol headers. For 
example, traffic may be filtered based on URLs/URIs in the 
traflic. Traffic that passes the filters at layer 908 passes to 
layer 910. At layer 910, traffic may be processed based on 
application layer messages, include headers and contents. 
For example, XPath paths within messages may be used to 
process traffic at layer 910. An AONS blade may perform 
processing at layer 910. Thus, a select subset of all network 
traflic may be provided to an AONS blade. 

[0284] In explicit mode, applications are aware of AONS 
presence. Messages are explicitly addressed to AONS nodes. 
Applications may communicate with AONS using AONP. 
AONS may perform service virtualization and destination 
selection. 

[0285] In proxy mode, applications are explicitly unaware 
of AONS presence. Messages are addressed to their ultimate 
destinations (Le. , applications). However, client applications 
are configured to direct traflic via a proxy mode. 

[0280] AONS may be configured to run in multiple modes 
depending on application integration needs, and deployment 
scenarios. According to one embodiment, the primary modes 
of operation include implicit mode, explicit mode, and proxy 
mode. In implicit mode, an AONS node transparently inter- 

cepts relevant traffic with no changes to applications. In 
explicit mode, applications explicitly address traffic to an 
intermediary AONS node. In proxy mode, applications are 
configured to work in conjunction with AONS nodes, but 
applications do not explicitly address traffic to AONS nodes. 

[0281] In implicit mode, applications are unaware of 
AONS presence. Messages are address to receiving appli- 
cations. Messages are redirected to AONS via configuration 
of application "proxy" or middleware systems to route 
messages to AONS, and/or via configuration of networks 
(packet interception). For example, domain name server 
(DNS)-based redirection could be used to route messages. 
For another example, a 5-tuple-based access control list 
(ACL) on a switch or router could be used. Network-based 
application recognition and content switching modules may 
be configured for URL/URI redirection. Message-based 
inspection may be used to determine message types and 
classifications. In implicit mode, applications communicate 
with each other using AONS as an intermediary (implicitly), 
using application-native protocols. 

[0282] Traffic redirection, message classification, and 
"early rejection" (sending traffic out of AONS layers prior to 
complete processing within AONS layers) may be accom- 
plished via a variety of mechanisms, such as those depicted 
in FIG. 9. FIG. 9 shows multiple tiers of filtering that may 
be performed on message traffic in order to produce only a 
select set of traflic that will be processed at the AONS layer. 
Traffic that is not processed at the AONS layer may be 
treated as any other traflic. 

[0283] At the lowest layer, layer 902, all traffic passes 
through. At the next highest layer, layer 904, traflic may be 

3. 4. 9 AONS Message Routing 

[0286] Components of message management in AONS 
may be viewed from two perspectives: a node view and a 
cloud view. 

[0287] FIG. 10 is a diagram that illustrates the path of a 
message within an AONS cloud 1010 according to a cloud 
view. A client application 1004 sends a message to an AONS 
Client Proxy (CP) 1006. If AONS CP 1006 is not present, 
then client application 1004 may send the message to an 
AONS Server Proxy (SP) 1008. The message is processed at 
AONS CP 1006. AONS CP 1006 transforms the message 
into AONP format if the message is entering AONS cloud 
1010. 

[02SS] Within AONS cloud 1010, the message is routed 
using AONP. Thus, using AONP, the message may be routed 
from AONS CP 1006 to an AONS router 1012, or from 
AONS CP 1006 to AONS SP 1008, or from AONS router 
1012 to another AONS router, or from AONS router 1012 to 
AONS SP 1008. Messages processed at AONS nodes are 
processed in AONP format. 

[0289] When the message reaches AONS SP 1008, AONS 
SP 1008 transforms the message into the message format 
used by server application 1014. AONS SP 1008 routes the 
message to server application 1014 using the message 
protocol of server application 1014. Alternatively, if AONS 
SP 1008 is not present, AONS CP 1006 may route the 
message to server application 1014. 

[0290] The details of the message processing within 
AONS cloud 1010 can be understood via the following 
perspectives: Request/Response Message Flow, One-Way 
Message Flow, Message Flow with Reliable Delivery, and 
Node-to-Node Communication. 

[0291] FIG. 11A and FIG. 11B are diagrams that illustrate 
a request/response message flow. Referring to FIG. 11A, at 
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circumscribed numeral 1, a sending application 1102 sends 
a message towards a receiving application 1104. At circum- 
scribed numeral 2, an AEP CP 1106 intercepts the message 
and adds anAONP header to the message, forming an AONP 
message. At circumscribed numeral 3, AEP CP 1106 sends 
the AONP message to an AONS router 110S. At circum- 
scribed numeral 4, AONS router 110S receives the AONP 
message. At circumscribed numeral 5, AONS router 110S 
sends the AONP message to an AEP SP 1110. At circum- 
scribed numeral 6, AEP SP 1110 receives the AONP message 
and removes the AONP header from the message, thus 
decapsulating the message. At circumscribed numeral 7, 
AEP SP 1110 sends the message to receiving application 
1104. 

[0292] Referring to FIG. 11B, at circumscribed numeral S, 
receiving application 1104 sends a response message toward 
sending application 1102. At circumscribed numeral 9, AEP 
SP 1110 intercepts the message and adds an AONP header to 
the message, forming an AONP message. At circumscribed 
numeral 10, AEP SP 1110 sends the AONP message to 
AONS router 110S. At circumscribed numeral 11, AONS 
router 110S receives the AONP message. At circumscribed 
numeral 12, AONS router 110S sends the AONP message to 
AEP CP 1106. At circumscribed numeral 13, AEP CP 1106 
receives the AONP message and removes the AONP header 
from the message, thus decapsulating the message. At cir- 
cumscribed numeral 14, AEP CP 1106 sends the message to 
sending application 1102. Thus, a request is routed from 
sending application 1102 to receiving application 1104, and 
a response is routed from receiving application 1104 to 
sending application 1102. 

[0293] FIG. 12A and FIG. 12B are diagrams that illustrate 
alternative request/response message flows. FIG. 12A shows 
three possible routes that a message might take from a 
sending application 1202 to a receiving application 1204. 
According to a first route, sending application 1202 sends 
the message toward receiving application 1204, but an AEP 
CP 1206 intercepts the message and sends the message to 
receiving application 1204. According to a second route, 
sending application 1202 sends the message toward receiv- 
ing application 1204, but AEP CP 1206 intercepts the 
message, encapsulates the message within an AONP mes- 
sage, and sends the AONP message to an AEP SP 120S, 
which decapsulates the message from the AONP message 
and sends the message to receiving application 1204. 
According to a third route, sending application 1202 sends 
the message toward receiving application 1204, but AEP SP 
120S intercepts the message and sends the message to 
receiving application 1204. 

[0294] FIG. 12B shows three possible routes that a 
response message might take from receiving application 
1204 to sending application 1202. According to a first route, 
receiving application 1204 sends the message toward send- 

ing application 1202, but AEP CP 1206 intercepts the 
message and sends the message to sending application 1204. 
According to a second route, receiving application 1204 
sends the message toward sending application 1202, but 
AEP SP 120S intercepts the message, encapsulates the 
message within an AONP message, and sends the AONP 
message to AEP CP 1206, which decapsulates the message 
from the AONP message and sends the message to sending 
application 1202. According to a third route, receiving 
application 1204 sends the message toward sending appli- 

cation 1202, but AEP SP 120S intercepts the message and 
sends the message to sending application 1202. 

[0295] FIG. 13 is a diagram that illustrates a one-way 
message flow. At circumscribed numeral 1, a sending appli- 
cation 1302 sends a message towards a receiving application 
1304. At circumscribed numeral 2, an AEP CP 1306 inter- 

cepts the message and adds an AONP header to the message, 
forming an AONP message. At circumscribed numeral 3, 
AEP CP 1306 sends an ACK (acknowledgement) back to 
sending application 1302. At circumscribed numeral 4, AEP 
CP 1306 sends the AONP message to an AONS router 130S. 
At circumscribed numeral 5, AONS router 130S receives the 
AONP message. At circumscribed numeral 6, AONS router 
130S sends the AONP message to an AEP SP 1310. At 
circumscribed numeral 7, AEP SP 1310 receives the AONP 
message and removes the AONP header from the message, 
thus decapsulating the message. At circumscribed numeral 

S, AEP SP 1310 sends the message to receiving application 
1304. 

[0296] FIG. 14 is a diagram that illustrates alternative 
one-way message flows. FIG. 14 shows three possible routes 
that a message might take from a sending application 1402 
to a receiving application 1404. According to a first route, 
sending application 1402 sends the message toward receiv- 
ing application 1404, but an AEP CP 1406 intercepts the 
message and sends the message to receiving application 
1404. AEP CP 1406 sends an ACK (acknowledgement) to 
sending application 1402. According to a second route, 
sending application 1402 sends the message toward receiv- 
ing application 1404, but AEP CP 1406 intercepts the 
message, encapsulates the message within an AONP mes- 
sage, and sends the AONP message to an AEP SP 140S, 
which decapsulates the message from the AONP message 
and sends the message to receiving application 1404. Again, 
AEP CP 1406 sends an ACK to sending application 1402. 
According to a third route, sending application 1402 sends 
the message toward receiving application 1404, but AEP SP 
140S intercepts the message and sends the message to 
receiving application 1404. In this case, AEP SP 140S sends 
an ACK to sending application 1402. Thus, when an AEP 
intercepts a message, the intercepting AEP sends an ACK to 
the sending application. 

[0297] According to one embodiment, AONP is used in 
node-to-node communication with the next hop. In one 
embodiment, AONP uses HTTP. AONP headers may include 
HTTP or TCP headers. AONP may indicate RM ACK, QoS 
level, message priority, and message context (connection, 
message sequence numbers, message context identifier, 
entry node information, etc. ). The actual message payload is 
in the message body. Asynchronous messaging may be used 
between AONS nodes. AONS may conduct route and node 
discovery via static configuration (next hop) and/or via 
dynamic discovery and route advertising (" lazy" discovery). 

[029S] FIG. 15A and FIG. 1 SB are diagrams that illustrate 
a request/response message flow with reliable message 
delivery. Referring to FIG. 15A, at circumscribed numeral 1, 
a sending application 1502 sends a message towards a 
receiving application 1504. At circumscribed numeral 2, an 
AEP CP 1506 intercepts the message and adds an AONP 
header to the message, forming an AONP message. At 
circumscribed numeral 3, AEP CP 1506 saves the message 
to a data store 1512. Thus, if there are any problems with 
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sending the message, AEP CP 1506 can resend the copy of 
the message that is stored in data store 1512. 

[0299] At circumscribed numeral 4, AEP CP 1506 sends 
the AONP message to an AONS router 150S. At circum- 
scribed numeral 5, AONS router 150S receives the AONP 
message. At circumscribed numeral 6, AONS router 150S 
sends the AONP message to an AEP SP 1510. At circum- 
scribed numeral 7, AEP SP 1510 receives the AONP mes- 
sage and removes the AONP header from the message, thus 
decapsulating the message. At circumscribed numeral S, 
AEP SP 1510 sends the message to receiving application 
1504. 

[0300] At circumscribed numeral 9, AEP SP 1510 sends a 
reliable messaging (RM) acknowledgement (ACK) to 
AONS router 150S. At circumscribed numeral 10, AONS 
router 150S receives the RM ACK and sends the RM ACK 
to AEP CP 1506. At circumscribed numeral 11, AEP CP 
1506 receives the RM ACK and, in response, deletes the 

copy of the message that is stored in data store 1512. 
Because the delivery of the message has been acknowl- 
edged, there is no further need to store a copy of the message 
in data store 1512. Alternatively, if AEP CP 1506 does not 
receive the RM ACK within a specified period of time, then 
AEP CP 1506 resends the message. 

[0301] Referring to FIG. 15B, at circumscribed numeral 
12, receiving application 1504 sends a response message 
toward sending application 1502. At circumscribed numeral 
13, AEP SP 1510 intercepts the message and adds an AONP 
header to the message, forming an AONP message. At 
circumscribed numeral 14, AEP SP 1510 sends the AONP 
message to AONS router 150S. At circumscribed numeral 

15, AONS router 150S receives the AONP message. At 
circumscribed numeral 16, AONS router 150S sends the 
AONP message to AEP CP 1506. At circumscribed numeral 
17, AEP CP 1506 receives the AONP message and removes 
the AONP header from the message, thus decapsulating the 
message. At circumscribed numeral 1S, AEP CP 1506 sends 
the message to sending application 1502. 

[0302] FIG. 16 is a diagram that illustrates a one-way 
message flow with reliable message delivery. At circum- 
scribed numeral 1, a sending application 1602 sends a 
message towards a receiving application 1604. At circum- 
scribed numeral 2, an AEP CP 1606 intercepts the message 
and adds anAONP header to the message, forming an AONP 
message. At circumscribed numeral 3, AEP CP 1606 saves 
the message to a data store 1612. Thus, if there are any 
problems with sending the message, AEP CP 1606 can 
resend the copy of the message that is stored in data store 
1612. At circumscribed numeral 4, AEP CP 1606 sends an 
ACK (acknowledgement) back to sending application 1602. 
At circumscribed numeral 5, AEP CP 1606 sends the AONP 
message to an AONS router 160S. At circumscribed numeral 

6, AONS router 160S receives the AONP message. At 
circumscribed numeral 7, AONS router 160S sends the 
AONP message to an AEP SP 1610. At circumscribed 
numeral S, AEP SP 1610 receives the AONP message and 
removes the AONP header from the message, thus decap- 
sulating the message. At circumscribed numeral 9, AEP SP 
1610 sends the message to receiving application 1604. 

[0303] At circumscribed numeral 10, AEP SP 1610 sends 
a reliable messaging (RM) acknowledgement (ACK) to 
AONS router 160S. At circumscribed numeral 11, AONS 

router 160S receives the RM ACK and sends the RM ACK 
to AEP CP 1606. At circumscribed numeral 12, AEP CP 
1606 receives the RM ACK and, in response, deletes the 
copy of the message that is stored in data store 1612. 
Because the delivery of the message has been acknowl- 
edged, there is no further need to store a copy of the message 
in data store 1612. Alternatively, if AEP CP 1606 does not 
receive the RM ACK within a specified period of time, then 
AEP CP 1606 resends the message. 

[0304] FIG. 17 is a diagram that illustrates synchronous 
request and response messages. At circumscribed numeral 1, 
an AONS node 1704 receives, from a client 1702, a request 
message, in either implicit or explicit mode. At circum- 
scribed numeral 2, AONS node 1704 reads the message, 
selects and executes a flow, and adds an AONP header to the 
message. At circumscribed numeral 3, AONS node 1704 
sends the message to a next hop node, AONS node 1706. At 
circumscribed numeral 4, AONS node 1706 reads the mes- 
sage, selects and executes a flow, and removes the AONP 
header from the message, formatting the message according 
to the message format expected by a server 170S. At 
circumscribed numeral 5, AONS node 1706 sends the mes- 
sage to the message's destination, server 170S. 

[0305] At circumscribed numeral 6, AONS node 1706 
receives a response message from server 170S on the same 
connection on which AONS node 1706 sent the request 
message. At circumscribed numeral 7, AONS node 1706 
reads the message, correlates the message with the request 
message, executes a flow, and adds an AONP header to the 
message. At circumscribed numeral S, AONS node 1706 
sends the message to AONS node 1704. At circumscribed 
numeral 9, AONS node 1704 reads the message, correlates 
the message with the request message, executes a flow, and 
removes the AONP header from the message, formatting the 
message according to the message format expected by client 
1702. At circumscribed numeral 10, AONS node 1704 sends 
the message to client 1702 on the same connection on which 
client 1702 sent the request message to AONS node 1704. 

[0306] FIG. 1S is a diagram that illustrates a sample 
one-way end-to-end message flow. At circumscribed 
numeral 1, an AONS node 1S04 receives, from a client 1S02, 
a request message, in either implicit or explicit mode. At 
circumscribed numeral 2, AONS node 1S04 reads the mes- 
sage, selects and executes a flow, and adds an AONP header 
to the message. At circumscribed numeral 3, AONS node 
1S04 sends an acknowledgement to client 1S02. At circum- 
scribed numeral 4, AONS node 1S04 sends the message to 
a next hop node, AONS node 1S06. At circumscribed 
numeral 5, AONS node 1S06 reads the message, selects and 
executes a flow, and removes the AONP header from the 
message, formatting the message according to the message 
format expected by a server 1SOS. At circumscribed numeral 

6, AONS node 1S06 sends the message to the message's 
destination, server 1SOS. 

[0307] According to the node view, the message lifecycle 
within an AONS node, involves ingress/egress processing, 
message processing, message execution control, and flow 
execution. 

[030S] FIG. 19 is a diagram that illustrates message- 
processing modules within an AONS node 1900. AONS 
node 1900 comprises an AONS message execution control- 
ler (AMEC) framework 1902, a policy management sub- 



US 2007/0156919 A1 
22 

JU1. 5, 2007 

system 1904, an AONS message processing infrastructure 
subsystem 1906, and an AOSS 190S. AMEC framework 
1902 comprises a flow management subsystem 1910, a 
bladelet™ execution subsystem 1912, and a message execu- 
tion controller 1914. Policy management subsystem 1904 
communicates with flow management subsystem 1910. 
AOSS 190S communicates with bladelet™ execution sub- 

system 1912 and AONS message processing infrastructure 
subsystem 1906. AONS message processing infrastructure 
subsystem 1906 communicates with message execution con- 
troller 1914. Flow management subsystem 1910, bladelet™ 
execution subsystem, and message execution controller 
1914 all communicate with each other. 

[0309] FIG. 20 is a diagram that illustrates message pro- 
cessing within AONS node 1900. AMEC framework 1902 is 
an event-based multi-threaded mechanism to maximize 
throughput while minimizing latency for messages in the 
AONS node. According to one embodiment, received pack- 
ets are re-directed, TCP termination is performed, SSL 
termination is performed if needed, Layer 5 protocol adapter 
and access method processing is performed (using access 
methods such as HTTP, SMTP, FTP, JMS/MQ, JMS/RV, 
JDBC, etc. ), AONS messages (normalized message format 
for internal AONS processing) are formed, messages are 
queued, messages are dequeued based on processing thread 
availability, a flow (or rule) is selected, the selected flow is 
executed, the message is forwarded to the message's desti- 
nation, and for request/response-based semantics, responses 
are handled via connection/session state maintained within 
AMEC framework 1902. 

enforces the policies that are declaratively defined on behalf- 
of the application end-points, business-domains, security- 
domains, administrative domains, and network-domains. 
Furthermore, the AONS node promotes flexible composition 
and customization of diflerent product functional features by 
means of configurability and extensibility of difl'erent soft- 
ware and hardware sub-systems for a given deployment 
scenario. Due to the application and network embodiments 
of the AONS functionality, the AONS architecture frame- 
work should eflectively and uniformly address diflerent 
aspects of configurability, manageability, and monitorability 
of the various system components and their environments. 

[0314] The AONS Configuration and Management frame- 
work is based upon five functional areas ("FCAPS") for 
network management as recommended by the ISO network 
management forum. The functional areas include fault man- 
agement, configuration management, accounting manage- 
ment, performance management, and security management. 
Fault management is the process of discovering, isolating, 
and fixing the problems or faults in the AONS nodes. 
Configuration management is the process of finding and 
setting up the AONS nodes. Accounting management 
involves tracking usage and utilization of AONS resources 
to facilitate their proper usage. Performance management is 
the process of measuring the performance of the AONS 
system components and the overall system. Security man- 
agement controls access to information on the AONS sys- 
tem. Much of the above functionality is handled via proper 
instrumentation, programming interfaces, and tools as part 
of the overall AONS solution. 

[0310] In one embodiment, executing the flow comprises 
executing each step (ke. , bladelet™/action) of the flow. If a 
bladelet™ is to be run within a separate context, then AMEC 
framework 1902 may enqueue into bladelet™-specific 
queues, and, based on thread availability, dequeue appro- 
priate bladelet™ states from each bladelet™ queue. 

3. 4. 10 Flows, Bladlets™, and Scriptlets™ 

[0311] According to one embodiment, flows string 
together bladelets™ (Le. , actions) to customize message 
processing logic. Scriptlets™ provide a mechanism for 
customers and partners to customize or extend native AONS 
functionality. Some bladelets™ and services may be pro- 
vided with an AONS node. 

3. 4. 11 AONS Services 

[0312] As mentioned in the previous section, a set of core 
services may be provided by AONS to form the underlying 
foundation of value-added functionality that can be deliv- 
ered via an AONS node. In one embodiment, these include: 
Security Services, Standard Compression Services, Delta 
Compression Services, Caching Service, Message Logging 
Service, Policy Management Service (Policy Manager), 
Reliable Messaging Service, Publish/Subscribe Service, 
Activity Monitoring Service, Message Distribution Service, 
XML Parsing Service, XSLT Transformation Service, and 
QoS Management Service. In one embodiment, each AONS 
core service is implemented within the context of a service 
framework. 

3. 4. 12 AONS Configuration and Management 

[0313] In one embodiment, an AONS node is provisioned 
and configured for a class of application messages, where it 

[0315] FIG. 21, FIG. 22, and FIG. 23 are diagrams that 
illustrate entities within an AONS configuration and man- 
agement framework. A configuring and provisioning server 
(CPS) is the centralized hub for configuration and manage- 
ment of AONS policies, flows, scriptlets™ and other man- 
ageable entities. Configurable data is pushed to the CPS 
from an AONS design studio (flow tool) and the AONS 
admin may then provision this data to the production 
deployment. A promotion process is also provided to test and 
validate changes via a development to staging/certification 
to production rollout process. A configuration and provi- 
sioning agent (CPA) resides on individual AONS blades and 
provides the local control and dispatch capabilities for 
AONS. The CPA interacts with the CPS to get updates. The 
CPA takes appropriate actions to implement changes. The 
CPA is also used for collecting monitoring data to report to 
third party consoles. 

3. 4. 13 AONS Monitoring 

[0316] In one embodiment, AONS is instrumented to 
support well-defined events for appropriate monitoring and 
visibility into internal processing activities. The monitoring 
of AONS nodes may be accomplished via a pre-defined 
JMX MBean agent that is running on each AONS node. This 
agent communicates with a remote JMX MBean server on 
the PC complex. An AONS MIB is leveraged for SNMP 
integration to third party consoles. FIG. 24 is a diagram that 
illustrates an AONS monitoring architecture. 

3. 4. 14 AONS Tools 

[0317] In one embodiment, the following tool sets are 
provided for various functional needs of AONS: a design 
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studio, an admin studio, and a message log viewer. The 
design studio is a visual tool for designing flows and 

applying message classification and mapping policies. The 
admin studio is a web-based interface to perform all admin- 
istration and configuration functions. The message log 
viewer is a visual interface to analyze message traffic, 
patterns, and trace information. 

4. 0 Enforcing Network Service Level Agreements 
in a Network Element 

4. 1 Background 

[031S] Business enterprises typically separately maintain 
and manage information about the operation of end user 
application programs, and information about the operation 
of network infrastructure devices, such as routers and 
switches. However, the performance of applications and the 
performance of network elements are often intertwined. In 
an enterprise network, the lack of a unified view of both 
network topology and application topology, and their con- 
ditions, causes negative business impact, high latency, inef- 
ficient routing and high bandwidth utilization. There is 
presently no way to provide complete visibility of the 
application messaging that business applications perform, as 
well as network transport, and to use the complete informa- 
tion to change network device configuration or application 
configuration to re-engineer service oflerings on the fly. The 
problems created by these issues are further accentuated in 
networks that implement a Service Oriented Architecture 
(SOA) paradigm, in which applications are loosely coupled 
and can dynamically interact in response to business needs. 

[0319] Current network monitoring solutions cannot 
eflectively address the foregoing issues in a dynamic busi- 
ness supported by SOA, because the monitoring solutions 
focus only on a piece of the pie: either the network or the 
application. Existing monitoring solutions cannot tie the two 
together or take meaningful action. 

[0320] A particular need in this field is to determine 
network-layer and application-layer information that relates 
to application service level agreement (SLA) requirements, 
including up-time requirements, priority handling of appli- 
cation message transactions, message caching and delta 
processing optimization to meet the latency requirements. A 
large business enterprise may enter into an SLA with a 
network service provider, and the SLA provides minimum or 
maximum guarantees about how the network service pro- 
vider's equipment will perform. For example, an SLA may 
guarantee that the network equipment will provide certain 
maximum packet transmission latency for particular traffic 
that the enterprise customer originates. To ensure that the 
network conforms to SLA requirements, the service provider 
must monitor its network infrastructure, such as routers and 
switches. 

[0321] Packet sniflers can capture traflic at network infra- 
structure devices. Re-factoring network device configura- 
tion and deployment can be performed as actions in some 
element management systems. However, Current solutions 
cannot examine both the context and the content of appli- 
cation traflic over a network in an integrated fashion. For 
example, there is no integrated monitoring system that can 
examine network transport-level information such as TCP 
window size, TCP ACK segments containing no data, mes- 

sage path, and also understand application message content. 
Examples of application message content include payload 
information such as amounts, type of request, and other 
substantive message data. Monitoring systems also cannot 
concurrently example application-level message context 
information, such as the sender's identity by services con- 
tract. Any of the foregoing information sources, considered 
in isolation, cannot address the problems described above. 

[0322] A particular problem arises in the financial services 
industry. Customers of investment services are highly cost 
conscious. Customer sensitivity to timing of order message 
sending and receiving at key points in the process has greatly 
increased. Algorithmic trading as well as the growth of 
liquidity in trading venues has placed a greater premium on 
lowest latency, traceability and visibility in the underlying 
message handling networks that serve connections between 
the many parties to the trading and investment services 
process. Therefore, the capital market environments need to 
have a comprehensive, well-instrumented application mes- 
sage level and network level monitoring and performance 
management solution that brings together packet level and 
application level message. Such a system would help net- 
work administrators, business and operations managers to 
exert an increased amount of real-time control over their 
infrastructure in pursuit of best execution times, qualitative 
(Le. , price-based) investment services, and troubleshoot 
capacity build-ups, drains and other dynamic states of a 
mixed application, server and network-device network. 

4. 2 Overview of Enforcement Approach 

[0323] According to an embodiment, enforcement of a 
network service level agreement (SLA) is performed in a 
network infrastructure element, such as a router or switch, in 
a three-stage process comprising a discovery stage, a vis- 
ibility stage, and an enforcement stage. 

[0324] The discovery stage comprises promiscuously cap- 
turing application traffic, enabling services discovery 
through diflerent mechanisms, and mapping applications 
over the network topology. The visibility stage provides 
information about combined network and application con- 
ditions. For example, TCP events or statistics occurring at 
the network transport layer are mapped to web server 
response times. As another example, network latency is 
associated with application latency, downtime, and other 
metrics. The enforcement stage involves re-engineering a 
network in one or more operations. Examples of re-engi- 
neering operations include applying quality of service at the 
message level, performing dynamic routing of messages 
based on the response times, and performing caching to meet 
SLA latency requirements. 

[0325] All three stages are performed within a network 
element. Performing the three stages in the network element 
is beneficial because network infrastructure elements 
receive all relevant information on application messaging 
and transport. Further, network elements are also well suited 
to take meaningful action based on such information to 
enforce SLAs. 

[0326] In one embodiment, network elements and appli- 
cations within a network are discovered. A unified topology 
comprising both network elements and application elements 
is constructed. Service discovery mechanisms are used to 
examine application-layer traffic passing through a network 
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element and to build a service mapping table. The discovery 
stage also can identify message paths that are taken by 
application-layer messages. 

[0327] In an embodiment, the discovery stage is per- 
formed using by enabling an AONS network node feature 
providing promiscuous capture of specified traffic. Captured 
packets are inspected deeply and completely to identify 
network information, application context and content. Iden- 
tifying the network elements involved, message routing 
paths, and service mappings to application servers, enables 
building a holistic view of the application network. Other 
service discovery mechanisms can be integrated. The infor- 
mation obtained in the discovery stage is stored in a database 
or an analyzer application. 

[032S] In an embodiment, tracking for end-to-end SLA 
conformance involves extracting the relevant information 
from the captured traffic to track network latency, applica- 
tion latency, and other values. Determining application 
latency comprises, in one embodiment, processing applica- 
tion messages to build one or more correlation parameters to 
map requests to responses, and determining response times. 
Further, tracking SLA conformance comprises generating 
one or more alerts for transport-level events such as zero 
window size advertisements, connection down, connection 
up, etc. In an embodiment, tracking SLA conformance 
comprises creating and storing statistics values that indicate 
server load, most active traffic on the network, etc. In a Cisco 
embodiment, trafftc activity information can be obtained 
from the Top Talker feature of Cisco NetFlow in Cisco 
IOS Software. 

[0329] In a network element, an application request mes- 
sage is identified through a message processing facility, such 
as an AONS Message Execution Controller (AMEC). State 
information is created and maintained in a database. Mes- 
sage state values include response pending, update all other 
parameters like timestamp when received, message size, etc. 
In response to receiving or deriving a response message, the 
response message is correlated and further updated to the 
database or the analyzer with all parameters such as appli- 
cation response time, cost, etc. All of the above information 
is updated to a database or to an analyzer so that other 
processing steps have visibility of all the above information. 

[0330] Any compatibility issues across application ver- 
sions are identified by inspecting the request and response 
messages, when the response messages carry information 
that can be used to infer compatibility issues. 

[0331] Based on all the foregoing information, one or 
more network re-engineering operations are performed. In 
an embodiment, the information that was discovered and 
tracked in prior stages described above is further analyzed 
and correlated to make decisions relating to the application 
context. Examples of network re-engineering operations 
include: 

[0332] 1. Routing an application-layer message to a dif- 
ferent application endpoint providing the same service, if the 
destination server load is too high to ensure that uptime and 
latency requirements are met. 

[0333] 2. Transforming an application-layer message from 
one format to a different format to resolve an incompatibility 
between applications at endpoints. 

[0334] 3. Enabling or changing application-layer QoS 
parameters to conform with any SLA requirement relating to 
priority handling of messages. 

[0335] 4. Changing path routing based on application and 
network conditions. 

[0336] In other embodiments, many other network re- 
engineering operations may be performed. 

[0337] Thus, embodiments provide a unique approach that 
is non-invasive by using promiscuous network trafftc moni- 
toring. The approach can be implemented in any network 
element and can be made ubiquitous in a network. The 
approach can understand network-level traffic at OSI Layer 
3 or 4 as well as application-level trafftc at OSI Layer 5, 6, 
or 7. In particular, both network latency and application 
latency can be determined. Such information about the 
trafftc at multiple layers can be correlated. The approach 
then can perform responsive action at the network level or 
application level. As a result, end-to-end SLA compliance 
can be achieved. 

43 Detailed Example Embodiment 

4. 3. 1 Correlation of Network-Layer and 
Application-Layer Information 

[033S] FIG. 25A is a block diagram of an example net- 
work context in which an embodiment can be used. For 
purposes of illustrating a clear example, FIG. 25A shows a 
limited number of elements, but other embodiments may 
have a different number of elements. A client computer 2502 
is coupled to an edge router 250S in a network 2506. One or 
more switches 2512, 2514 are coupled in the core of the 
network 2506 and to edge routers 250S, 2510. Server 2504 
is coupled to edge router 2510. An analyzer 2510 is also 
coupled to network 2506. 

[0339] In this arrangement, traffic in the form of data 
packets conveyed from client computer 2502 to server 2504 
through the network 2506 is captured within one of the 
switches 2512, 2514, analyzed using logic that is further 
described herein, and one or more responsive actions are 
performed. As part of data capture, a copy of the packets can 
be forwarded to the analyzer 2510 for further analysis. 

[0340] Both client computer 2502 and server 2504 may be 
coupled to network 2506 indirectly through one or more 
other computers, servers, network infrastructure elements, 
or networks, the structure of which is unimportant for 
purposes of the present description. 

[0341] FIG. 25B is a simplified block diagram of an 
internal arrangement of a switch of FIG. 25A. In an embodi- 
ment, switch 2512 comprises a packet processor 2514 that 
receives inbound packets, determines a destination interface, 
and forwards the packets on the destination interface. Con- 
currently, a copy of the packets is provided to promiscuous 
mode (PM) logic 2516. Packet processor 2514 may contain 
or be coupled to logic that performs selective packet capture 
and export by copying only particular packet fields to the 
PM logic 2516. 

[0342] PM logic 2516 is coupled to one or more adapters 
251S, 2520, which comprise logic to perform application- 
specific functions based on captured traffic. In one embodi- 
ment, adapter 251S comprises one or more SLA parameters 



US 2007/0156919 A1 
25 

JU1. 5, 2007 

and logic for performing responsive actions when captured 
traffic indicates violation of the SLA parameters. In another 
embodiment, adapter 2520 comprises FIX logic that can 
interpret financial protocol application-layer messages and 
perform responsive actions based on the substantive content 
or semantic content of the messages. The analysis and 
responsive action functions of the adapters also may be 
performed in analyzer 2510. 

[0343] For example, assume that at time T1 client com- 
puter 2502 sends a FIX message comprising a stock trade 
order request to server 2504. Relatively concurrently, at time 
T2 server 2504 sends a market quote data message to client 
computer 2502. Both messages are intercepted in switch 
2512 and copied to PM logic 2516. The PM logic 2516 tests 
whether T2 — T1&400 ms, and if so, a responsive operation is 
performed. Responsive action may comprise starting 
another clustered server so that client computer 2502 
receives faster future responses, applying application-layer 
message quality of service to messages of the same flow so 
that client computer 2502 interacts more rapidly with server 
2504, routing messages from the client computer 2504 to a 
difl'erent application instance on server 2504, etc. 

[0344] FIG. 26A is a flow diagram of a process of enforc- 
ing network service level agreements in a network element, 
in one embodiment; FIG. 26B is a flow diagram of perform- 
ing network-layer enforcement actions. The processes of 
FIG. 26A, FIG. 26B may be implemented in part in logic 
executed or hosted in a network infrastructure element, such 
as a router or switch. The processes of FIG. 26A, FIG. 26B 
may be implemented in part in logic in the analyzer 2510. 

[0345] Referring first to FIG. 26A, in step 2602 the 
process discovers one or more network elements, applica- 
tions and services that are using the network, by transparent 
or promiscuous traffic capture. In an embodiment, step 2602 
comprises receiving packets in the network element, for- 
warding the packets to a next hop, and concurrently copying 
the packets without modification and without interrupting 
the flow of traffic through the network element. The copied 
packets are subjected to deep packet inspection in which 
values of the IP header, TCP header and application-layer 
payload are examined. 

[0346] In step 2604, descriptions of discovered applica- 
tions and services are stored. The descriptions of applica- 
tions and services are based on the traffic that is captured in 
step 2602. For example, deep packet inspection of TCP port 
values of captured packets may indicate that an SAP appli- 
cation is executing in the network. In response, a record is 
written in database 2605 or sent to analyzer 2510 that 
identifies the SAP application. 

[0347] Service discovery may comprise identifying both a 
particular TCP port value and a service identifier contained 
within the application-level payload of a packet. For 
example, the TCP port value may be "80, " indicating HTTP 
traffic, but an XML payload in a packet may contain a 
&service& tag that identifies a particular service. Other XML 
tags or HTML content may be recognized based on stored 
rules, regular expressions or other matching criteria. The 
particular mechanism that is used to discover services, 
applications or network elements in step 2602 and step 2604 
is not critical. 

[0348] In step 2606, the process derives, from the captured 
traffic, at least one network-layer condition metric and 

correlates the network-layer metric to at least one applica- 
tion-layer condition metric. An example of a network-layer 
condition metric is packet round-trip travel time or latency. 
An example of an application-layer condition metric is 
server response time or latency. The correlated information 
may be stored in database 2605 or sent to analyzer 2510. 

[0349] Step 2606 may comprise receiving and processing 
one or more network-layer events and alerts, as indicated in 

step 2609. For example, in one embodiment, a TCP layer of 
switch 2512 receives a TCP segment in which an ACK or 
SYN bit is set but no data is provided. In response, the TCP 
layer creates and sends an alert or event to the analyzer 2510 
or to other logic that implements FIG. 26A. 

[0350] Step 2606 may comprise performing request-re- 
sponse correlation, as shown in step 2607. An example of 
request-response correlation is receiving a response message 
and determining that the five-tuple of network-layer values, 
including source address, source port, destination address, 
destination port, and protocol conversely matches a previ- 
ously sent request message or flow. For example, if the 
address and port values are reversed in a response as 
compared to a previously sent request, then the response is 
correlated to the request and is part of the same flow. 
Because FIG. 26A is implemented in a network infrastruc- 
ture element, the network element is uniquely situated to 
correlate requests and responses and to detect and track 
related requests and responses. Switch 2512 or another 
network infrastructure element that implements FIG. 26A 
may store network flow information in database 2605. 

[0351] Step 2606 also may comprise performing request- 
response transformation, as shown in step 2614. Request- 
response transformation is performed, for example, when 
discovery at step 2602 and request-response correlation at 
step 2607 determine that a traffic flow includes requests and 
responses of applications that are similar but incompatible. 
For example, a request may be issued from a client having 
a first software version number and directed to a server 
having a second, later version number. When an incompat- 
ibility is detected, request-response transformation at step 
2614 can transform either a request or response by changing 
field order, deleting fields, adding required fields with null 
values, etc. Request-response transformation at step 2614 
can be implemented using a custom adapter that interacts 
with PM logic 2516. 

[0352] In step 2610, if a violation is found with respect to 
an SLA requirement, then in step 2612 one or more network- 
layer enforcement actions are performed to address the SLA 
violation. As shown in FIG. 26B, any of a variety of 
enforcement actions can be performed. Enforcement actions 
can include routing a message to a difl'erent application 
endpoint, as shown at step 2620. Enforcement actions can 
include enabling application message transformation, such 
as request-response transformation as performed at step 
2614, to address message incompatibilities, as shown at step 
2622. 

[0353] Enforcement actions can include changing network 
quality of service parameters, as shown at step 2624. 
Examples of changing network QoS parameters include 
setting DSCP or type of service (ToS) bits in the IP header 
of messages that are passing through switch 2512, or initi- 
ating a bandwidth reservation on all routers and switches 
between endpoints, using RSVP. 
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[0354] Enforcement actions can include changing appli- 
cation-level QoS parameters, as shown at step 2626. 
Example changes in application-level QoS parameters 
include marking diflerent application message priority val- 
ues in the payload of an application-layer message. Diflerent 
applications may carry priority values in an XML message 
denoted by particular XML tags, for example, and step 2626 
can involve rewriting an application message payload to 
change the priority values in the message. 

[0355] Enforcement actions can include changing path 
routing based on application and network conditions, as 
shown at step 262S. For example, if step 2606 determines 
that the destination server of a particular application mes- 
sage has latency that is too high, step 262S can reroute 
subsequent messages to another application server that pro- 
vides the same service but has acceptable latency under the 
current SLA. Database 2605 can maintain a directory or 
table of service-server associations for this purpose. 

[0356] In step 260S, the process determines whether the 
combined metrics indicate a violation of an SLA require- 
ment. The metrics may be evaluated alone or in combina- 
tion. For example, packet round-trip time may be greater 
than allowed under an SLA. Alternatively, network-layer 
packet latency may be within acceptable limits, but appli- 
cation server latency may be too long. For the purpose of 
performing step 260S, switch 2512 or another network 
infrastructure element that implements FIG. 26A is assumed 
to have a repository of SLA requirements stored in a form 
that permit comparison to the network-layer metrics or 
application-layer metrics. 

43. 2 Packet Capture in "Promiscuous Mode" 

[0357] In one embodiment, switch 2512 is a Cisco Cata- 
lyst 6000 Series switch. In an embodiment, traffic arrives at 
switch 2512 and is forwarded into the network 2506 using 
an edge router. In addition to being forwarded, the traffic is 
copied to an AON module in the switch 2512, using SPAN 
and VACL facilities. 

[035S] In one embodiment, switch 2512 comprises a 
packet capture model in kernel space, a device driver in 
kernel space, an IP/TCP subsystem, a custom adapter, and a 
flow execution module all hosted in user space. The IP/TCP 
subsystem may be viewed as bridging kernel space and user 
space. The custom adapter may be implemented at a JNI 
layer above the TCP layer and IP layer. 

[0359] The device driver receives packets from an inter- 

face, and copies the packets to the IP/TCP subsystem. The 
IP/TCP subsystem performs re-assembly of IP packets, 
sequencing and duplicate detection of TCP segments, and 
delivery of TCP segments in order to the custom adapter. 
The custom adapter can comprise a Java component and 
logically resides at a JNI layer. The custom adapter 
assembles the TCP segments into application messages, and 
delivers the application messages for flow execution. The 
flow execution module then executes one or more bladelets 
that have been defined by the user. 

[0360] In an embodiment, packet capture as performed by 
the device driver may involve any of the following configu- 
rations. In a first configuration, original traflic is received on 
a first switch, and PM logic 2516 and adapters 251S, 2520 
are located on a separate router or switch. In this configu- 

ration, received traflic is copied from the switch using 
SPAN, and delivered to PM logic 2516 on the external router 
or switch. In one embodiment, a separate VLAN is created 
on the switch for monitored traffic, an input VACL is used 
on that VLAN to filter out all but specified traffic, and PM 
logic 2516 is attached to that VLAN. 

[0361] In a second configuration, original traflic and PM 
logic 2516 are on the same switch. In this case, traffic is 
copied from the switch using SPAN, and delivered to PM 
logic 2516 on the same switch. In a third configuration, 
original traflic and PM logic 2516 are on the same router. In 
this case, traffic is copied from the router using RITE, and 
delivered to PM logic 2516 on the same router. 

[0362] In all such configurations, promiscuous mode traf- 
fic can be diflerentiated from regular traffic based on what 
port the traffic is received on. This approach allows both 
inline and promiscuous mode traffic to co-exist on the same 
switch 2512. 

[0363] Delivery of packets to user space can be accom- 
plished using Linux packet capture mechanisms. In an 
embodiment, the packet socket protocol family, 
PF PACKET, in Linux allows applications to send and 
receive packets dealing directly with the device driver, 
bypassing the Linux TCP/IP protocol stack handling. 
PF PACKET may execute in kernel space in cooperation 
with or as part of a device driver. The socket interface 
provides the capability to place it in non-blocking mode, to 
bind it to an interface of interest, to place the interface in 
promiscuous mode, to receive only packets of interest to the 
user space, and to gather statistics like timestamp, packet 
receives and drops from the kernel using Linux system calls. 

[0364] The PF PACKET facility of Linux is well suited to 
the promiscuous mode objective to passively, reliably moni- 
tor packets traversing the LAN, keeping up with LAN 
speeds. In other embodiments, the Netfilter facility or Lib- 
pcap facility of Linux could be used. 

[0365] In one embodiment, the Berkeley Packet Filter 
(BPF) is used to capture Ethernet frames encapsulating the 
TCP protocol and hand ofl' the frames to a PF PACKET 
socket on which the promiscuous mode user space adapters 
are listening. BPF by its design can be written in assembly 
language giving optimal performance and can be precom- 
piled and associated to the PF PACKET for packet filtering. 
To support more granular packet filtering, the BPF packet 
filtering mechanism is extended to support user configured 
4-tuple attributes like Source IP, Destination IP, Source Port, 
Destination Port that uniquely define a unidirectional TCP 
connection. 

[0366] No device driver or kernel code changes are nec- 
essary to intercept and capture the packets using 
PF PACKET sockets. 

[0367] FIG. 27 is a block diagram of functional elements 
that are used to receive and transfer packets in a Linux 
embodiment. FIG. 27 provides a summary of steps in 
receiving packets in the Linux kernel and how packets are 
transferred to the PF PACKET socket and to promiscuous 
mode user space adapters. In an embodiment, the Ethernet 
device MAC receives a packet, DMAs the packet into the 
kernel memory using an available packet descriptor and 
interrupts the CPU. The CPU then calls jumps to the driver 
Interrupt Service Routine (ISR) and calls the netif rx( ) 
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kernel function. netif rx( ) enqueues the received packet to 
the CPU's backlog queue and schedules a softirq. When the 
softirq (NET RX softirqJ is scheduled, it executes net rx- 

action( ) that performs the job of taking the packet through 
the Linux TCP/IP stack or PF PACKET socket, depending 
on the protocols registered with it. 

[0368] When a PF PACKET socket is created with socket 
type SOCK RAW and with protocol type ETH P IP, a 
packet rcv( ) handle is added to the protocol specific list 

(ptype base) used by the NET RX softirq. With the suc- 
cessful creation of PF SOCKET each packet received by the 
device driver and going through the usual packet receive 
procedure is intercepted during net rx action( ) execution 
and passed to the PF PACKET receive function (packet- 

rcv( )). packet rcv( ) restores the Ethernet header of the 
received packet and checks to see if a BPF filter is attached 
to the socket and invokes it through sk run filter( ) which 
accepts the received packet if the filtering criteria (IP pro- 
tocol=TCP in Promiscuous mode feature's first phase) is met 
and otherwise discards it. 

[0369] If the filter's decision is to accept the packet, the 
packet buffer is cloned to send a copy to the PF PACKET 
user process and make the packet available for other proto- 
cols that execute later. At this point packet rcv( ) calls 
data ready( ) to hand ofl' the cloned packet to the user 
process sleeping on recvfrom( ) system call. 

[0370] The IP/TCP subsystem receives packets in user 
space using the mechanism described in the preceding 
paragraphs, re-assembles IP fragments into IP packets. Frag- 
ments arriving out-of-order are re-assembled in correct 
order. IP packets with missing fragments are dropped using 
a timeout based on the time-to-live value of the message. 
Fragments are reassembled based on the procedure 
described in RFC 791. The IP/TCP subsystem also re- 
assembles IP packets into TCP segments to be delivered to 
the custom adapter in correct order. Reassembly is per- 
formed as described in RFC 793. 

[0371] The IP/TCP subsystem is not a TCP endpoint. 
Therefore, the IP/TCP subsystem cannot request retransmis- 
sion of packets, or enforce flow control. Thus, gaps can exist 
in the sequence number of the TCP segments that are 
delivered to the custom adapter. The custom adapter is 
configured to tolerate such gaps. The IP/TCP subsystem also 
keeps a count of TCP segments that have been missed for 
administrative purposes and analysis. 

[0372] PM logic 2516 can use the Java API to read 
promiscuous packets that are received. FIG. 2S is a sequence 
diagram that shows an overview of the interactions between 
a custom adapter and the Java API. Proceeding from top to 
bottom in FIG. 2S, in a first step the custom adapter 
initializes the library. The custom adapter then registers 
interest in listening for certain connections. For example, the 
custom adapter can register interest to listen for all connec- 
tions, one of whose end point is on port SO. A callback is 
registered by the adapter. 

[0373] Subsequently, when a connection is detected, the 
Java API invokes the custom adapter using the previously 
registered callback. The callback provides information such 
as IP address and port for both the end points for that specific 
connection. 

[0374] The adapter can then indicate whether it wants to 
get data for that specific connection. Another callback is 

registered for this specific connection. The custom adapter 
then receives data for a connection. The adapter is notified 
if any gaps exist in the data due to dropped segments. If a 
transient connection is closed by an endpoint, the Java API 
informs the custom adapter. This approach accommodates 
both transient and persistent connections, and does not rely 
on receiving TCP SYN packets to detect the start of a 
connection. 

[0375] PM logic 2516 may be implemented as a custom 
adapter in an AONS node. PM logic 2516 is configured to 
receive TCP segments from the IP/TCP subsystem. PM logic 
2516 can construct application level messages from a TCP 
stream, and handle gaps in the TCP segments by skipping 
over the missing data until the next application messages can 
be created. For example, a FIX adapter can look for 
"8=FIX. 4. 1" to determine the beginning of a FIX in a TCP 
stream. PM logic 2516 also can pass application messages to 
other elements ON module in switch 2512. 

TABLE I 

Monitored Network-La er Events 

No. Network Event Type Description 

Lost bytes report 

Window size 

Sequence number 

ACK number 

ACK with no data event 

SYN flag observed 

FIN flag observed 

RST flag observed 

Notify the missed/skipped bytes 
because of a bad message or lost 
bytes (datah 
Notify the window size of the 
received TCP segment. 
Notify the sequence number of the 
received TCP segment. 
Notify the ACK number of the 
received TCP segment. 
Notify when a TCP segment with 
ACK flag set is received with no 
data as payload. 
Notify when a TCP segment with 
SYN flag set is received. 
Notify when a TCP segment with 
FIN flag set is received. 
Notify when a TCP segment with 
RST flag set is received. 

[0377] In an embodiment, the sequence number, ACK 
number, and window size of each received TCP segment are 
sent to analyzer 2510 with every application-layer message. 
Alternatively, PM logic 2516 cooperates with adapters 2518, 
2520 to process the same values and determine responsive 
actions. Further, the appearance of TCP segments that com- 
prise no data but have the SYN, FIN, RST or ACK bits set 
is detected by TCP/IP subsystem. In response, the entire 
Ethernet frame containing such a segment is pushed up with 
the Ethernet, IP, TCP and TCP payload ofl'sets set appropri- 
ately. The frame can be sent to analyzer 2510, or analyzed 
at PM logic 2516 with adapters 2518, 2520. 

[0378] FIG. 29A, FIG. 29B are flow diagrams that illus- 
trate a high level of flow of events in processing frames and 
events. In general, FIG. 29A, FIG. 29B illustrate a process 
occurring from the time an Ethernet frame is received by the 
device driver until a time at which an eligible event is 
pushed from the TCP/IP stack to a custom adapter. 

4. 3. 3 Network-Layer Event Monitoring 

[0376] In an embodiment, PM logic 2516 monitors FIX 
messages at the application layer, and also monitors the 
following network-layer events: 
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[0379] Referring first to FIG. 29A, Ethernet frames 
received by the device driver are demultiplexed at Layer 3 
and queued to a packet socket that has been opened using the 
PF PACKET function for promiscuous mode monitoring 
purposes. The IP layer processes the received IP datagrams 
and enqueues them to the TCP layer. The TCP layer pro- 
cesses TCP flags, checks whether a server socket is regis- 
tered for the received segments, and creates a TCB with the 
client and server as the two endpoints. 

[03SO] Referring now to FIG. 29B, the received segments 
are ordered and added to the appropriate TCB linked list. 
The TCB is processed to determine if there is an eligible 
endpoint that has segments acknowledged and ready to be 
pushed to the Java layer. Depending on the state of the TCB 
state machine, the test results in a connection, data or close 
event that is pushed up the stack. 

[03S1] Before adding a segment to the TCB linked list, if 
an ACK segment with no data is detected, then the corre- 
sponding segments are made eligible to be pushed up to the 
JNI layer for communication to the adapter or to analyzer 
2510. An "ACK with no data" network event is created and 
sent to the analyzer 2510 using a push network event( ) 
function. The received TCP segments are not ordered, as 
ordering of the segments according to sequence numbers is 
performed later. 

[03S2] When eligible segments among the TCB endpoints 
are detected, a connection, data or close event is pushed up 
to the JNI layer. Such events are created only when the 
segments are acknowledged by both the endpoints. For 
example, a connection event is not created the moment a 
SYN segment is identified; instead, a connection event is 
created and pushed up to the JNI layer only when such a 
SYN segment is acknowledged by the other endpoint. Sepa- 
rate defined events to notify the analyzer 2510 about SYN, 
FIN and RST segments with no data are created and the 
push network event( ) function is used to send such events. 
Analyzer 2510 is responsible for serializing the notification 
events, if required. 

5. 0 Applying Quality of Service to 
Application-Layer Messages in Network Elements 

5. 1 Background 

[03S3] In many network environments, Quality of Service 
(QoS) is achieved in routers and switches by using network- 
ing functions to classify and mark IP Diflerentiated Services 
Code Points (DSCP) bits in Internet Protocol (IP) data 
frames. Generally, QoS refers to marking packets with 
special values and applying diflerent treatment to the 
marked packets in a router or switch based on the markings. 
For example, special treatment may comprise performing 
packet forwarding more rapidly. However, while application 
messages often convey message priority from an applica- 
tion's perspective, application-level message priority rarely 
aligns with network QoS classification and marking. Fur- 
ther, there is presently no way to correlate application-level 
message priority with Layer 2 QoS mechanisms. 

[03S4] In this context, an "application-layer message" is a 
discrete unit of information that is sent between a source and 
destination(s) that contains information and context that are 
meaningful at OSI Layer 5, 6, or 7. A message may be 
transported within a single packet, or be transported across 

multiple packets within a TCP flow. An example of an 
application-layer message is an HTML page or an XML 
message. The definition herein of an application-layer mes- 
sage excludes frames, packets or segments that are mean- 
ingful only at OSI Layer 2, 3 or 4. 

[03S5] In typical QoS operations, network devices such as 
routers and switches use combinations of source and desti- 
nation IP addresses, and/or Layer 4 parameters, to classify 
packets and mark the relative priority of a packet using 
DSCP. 

[03S6] Message-based applications can abstract RPC 
interfaces within the body of a particular message and can 
use HTTP, HTTPS, TCP or JMS to transport messages 
between systems. For example, HTTP on TCP port SO is 
used as a common transport protocol for exchanging mes- 
sages between systems that may be accessing applications 
such as SAP, Siebel, etc. Additionally other information, 
such as order value or identity of the source, which may 
make one message more important than another, is embed- 
ded within the message. However, when message-based 
applications abstract application RPCs within a common 
transport, traditional network devices cannot determine the 
relative importance of the packet content by inspecting the 
TCP port value, and therefore cannot apply DSCP markings 
to preferentially queue packets within the network. 

[03S7] Further, while a URL may include keywords such 
as */trade, or */quote, the URL does not necessarily identify 
the application that may be invoked, and it does not convey 
the relative importance of the message's content. Another 
problem for TCP-based classification is that it is not possible 
to mark the relative priority of a message using string 
matching, as the content and context may be encrypted. 

[03SS] Some applications themselves have message level 
priority support, and can act on more critical messages ahead 
of other messages. However, no present approach integrates 
application priority to influence or set network QOS values, 
nor can network elements set application priority. 

[03S9] Network-layer QoS is described in IETF requests 
for comment (RFC) documents, including RFC 791, which 
defines IP header ToS bytes for IP precedence, and DiflServ 
standards such as RFC 2474, 2475, and 3246. 

5. 2 Functional and Structural Overview 

[0390] According to an embodiment, a network element 
comprises program instructions or hardware elements that 
are configured to understand application quality of service 
(QoS) settings, configuration or requirements based on 
message processing in the network. The network element 
receives one or more application-layer messages. The net- 
work element determines one or more network QoS levels 

by integrating with network elements. The network element 
creates and stores a mapping of an application QoS value to 
one or more network QoS values to provide value-based 
quality of service. 

[0391] As an example, application-layer messages carry- 
ing trade orders for trading in stocks or other securities 
cannot be differentiated from messages requesting stock 
quotes within a network element. In an embodiment, by 
message processing in the network element, a network 
element can diflerentiate trade orders and quote request 
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messages and then, based on configured policies, map a 
higher priority quality of service to trades and than quotes 
and other normal traffic. 

[0392] In an embodiment, application-level message con- 
tent is identified and used to select network-level QoS values 
and mark packets of a message with the network-level 
values. As a result, application-level quality or priority 
information is transformed into QoS values that can cause 
routers or switches to treat application messages difl'erently 

based on the application-level information. In one area of 
use, the ability to map application message content to 
network QoS can significantly improve SLA enforcement 
and reporting. The approach described herein enables a 
network element such as a router or switch to provide true 
application QoS by inspection of message content and 
context. For example, if an application-layer message com- 
prises an XML purchase order in which the purchase order 
amount is &$1, 000, 000, then the router can mark all packets 
that transmit this message as AF31, for high priority. 

[0393] The approach herein provides a novel ability to 
influence network QoS based on application knowledge. 
The approach can leverage understanding of application 
semantics, transformations, etc. Packets may be marked 
using DSCP values, type of service (ToS) values, etc. 

[0394] Embodiments of the broad approach herein are 
now described with reference to FIG. 30A, FIG. 30B, and 
FIG. 31. FIG. 30A is a block diagram of an example network 
context in which quality of service is applied to application- 
layer messages; FIG. 30B is a block diagram of certain 
software elements of a router of FIG. 30A; and FIG. 31 is a 
flow diagram of an approach for applying quality of service 
to application-layer messages in network elements. 

[0395] Referring first to FIG. 30A, in one embodiment, a 
first computer 3002 is coupled to a first router 3004, which 
is coupled directly or indirectly through one or more net- 
works or internetworks to a second router 3006. The second 
router 3006 is coupled to a second computer 300S. Connec- 
tions of first computer 3002 and second computer 300S may 
be direct or indirect through one or more networks or 
internetworks. 

[0396] In an embodiment, each of the routers 3004, 3006 
is a Cisco router or switch that comprises an AONS blade 
from Cisco Systems, Inc. , San Jose, Calif. Routers 3004, 
3006 may be coupled to an AONS management center 
(AMC) 3010. An AONS Design Studio (ADS) 3012 may be 
coupled to AMC 3010. An administrative user may use ADS 
3012 to define mappings of message classifications to flows, 
and to define message classification values and how they 
relate to network-level QoS values, such as DSCP or ToS 
values. AMC 3010 supports management options to define 
QoS policy based upon a flow classification and to define 
values in mapping 3022. 

[0397] Router 3004 communicates with router 3006 using 
a control protocol on control connection 3014. An example 
control protocol is AON Protocol (AONP) over a persistent 
TCP connection. In operation the first router 3004 estab- 
lishes one or more virtual connections 3016, 301S to the 
second router 3006. The use of the virtual connections is 
described further below. In one operational scenario, router 
3006 has an outbound connection 3030 to second computer 
300S and an inbound connection 3032 therefrom. 

[039S] Referring now to FIG. 30B, in one embodiment 
each of the routers 3004, 3006 comprises application mes- 
sage QoS logic 3020, which comprises logic or recorded 
computer program instructions that implement the functions 
described further herein. In an embodiment, Application 
QoS logic 3020 is coupled to and manages a message 
class-QoS value mapping 3022 and one or more message 
classification rules 3024. The use of mapping 3022 and rules 
3024 is described further herein. 

[0399] In an embodiment, each of the message classifica- 
tion rules 3024 specifies one or more values, attributes, or 
character patterns in an application-layer message. Rules 
3024 may comprise header rules, parameter rules, or Xpath 
searches. If matched, the values, attributes or patterns asso- 
ciate the message with a particular message classification. In 
an embodiment, message classification rules 3024 comprise 
regular expressions, Xpath expressions, etc. An example 
expression may be used in a supply chain context and may 
test whether an application-layer message contains a pur- 
chase order amount over $1 million. 

[0400] Each of the rules 3024 may represent a message 
classification and may include a specification of a class 
selector. Examples of message classifications that may be 
used in rules 3024 include Mission Critical, Transactional 
Data, Bulk Data Transfer, Network Management, Best 
Eflort, etc. In an embodiment, Application QoS values are 
assigned based on message classification. For classified 
packets, in one embodiment, Mission Critical has the highest 
priority and Bulk Data Transfer has the lowest priority. 

[0401] Alternatively, in one embodiment not all traffic is 
classified, and the unclassified traffic is considered "Best 
Eflort" traffic. In some scenarios, transmitting Bulk Data 
traflic (needing more time) with priority could starve the 
Best Eflort traflic queue. Therefore, in an embodiment the 
Best Eflort priority queue is processed before the Bulk Data 
priority queue. Ton conform to typical industry QoS baseline 
recommendations, the priority of Bulk Data can be higher 
than the priority of Best Eflort as a default. In other 
embodiments, any suitable number or kind of message 
classifications may be used, and diflerent names may be 
used. 

[0402] Rules 3024 also may specify a flow of execution 
for later treatment of a message. 

[0403] In one embodiment, Application QoS logic 3020 is 
implemented within an Application QoS bladelet. In a 
bladelet implementation, the Application QoS bladelet can 
be combined with other AONS bladelets to perform func- 
tions such as message encryption, message digital signing, 
etc. When such functions are combined into a flow of 
processes, the flow is termed a Policy Execution Plan (PEP). 
The Application QoS bladelet may use AON flow variables 
to extract information from the message to set DSCP or ToS 
values. 

[0404] Referring now to FIG. 31, in step 3102, an appli- 
cation-layer message is received. For example, router 3004 
receives one or more frames, packets or segments that 
contain a Layer 5, 6 or 7 message from an instance of an 
application that is running on first computer 3002. Typically 
the application-layer message is directed to a corresponding 
server on second computer 3004. As a specific example, the 
received message may be an HTTP or XML message for an 
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MESSAGE CLASSIFICATION QOS VALUE DSCP VALUE 

Mission Critical 
Transactional Data 
Bulk Data Transfer 
Network Management 
Best Effort 

AF31 
AF21 
AFI I 
CS2 
0 

&011010& 
&010010& 
&001010& 
&010000& 
&000000& 

[0409] "AF" indicates "assured forwarding" under DSCP. 
"CS" means "Class Selector. " More classifications than 
listed above may be defined in other embodiments. "Trans- 
actional data" may refer to AONS database access messages, 
time-sensitive file transfers, etc. In an embodiment, the QoS 
values and DCSP values set forth above are default values 
that are configurable by a user, to permit users or network 
administrators to configure DSCP values that follow non- 
standard Per Hop Behaviors (PHBs) as defined in RFC 2474, 
RFC 3097, or RFC 3246. In an embodiment, default values 
are always configured. 

SAP application, Seibel application, etc. The router 3004 
ignores any network-level QoS values that are already 
marked in a received message; for example, DSCP and ToS 
values in the IP header are ignored in the router 3004. 

[0405] In step 3104, one or more attributes of the appli- 
cation-layer message are matched to one or more message 
classification rules. For example, one or more of the mes- 
sage classification rules 3024 are matched to the message. 
Rules 3024 may be organized in a cascading manner so that 
failure to match one general rule results in skipping similar 
narrower rules. 

[0406] In step 3106, a message classification is determined 
for the message based on the matching. For example, based 
on applying the rules, a message is determined to fall in one 
of several classifications such as Mission Critical, Transac- 
tional Data, Bulk Data Transfer, and Network Management. 
In an embodiment, if multiple rules match on multiple 
difl'erent parts of a message, then the highest resulting 
message classification is used for all packets of a TCP 
session that carry the message. 

[0407] In one embodiment, the abstract message classifi- 
cation determined at step 3106 is written into a message 
context data structure that traverses routers 3004, 3006 with 
the application-layer message. For example, when router 
3004 sends a message to router 3006 using AONP, a 
message context with the message classification is included. 
In this approach, a classification can traverse multiple nodes 
that are compliant with the approach herein, so that applying 
rules at step 3104 is performed only once. For example, 
applying rules at step 3104 may be performed only when a 
router 3004, 3006 receives an application-layer message 
having a NULL value in the message classification attribute 
of the message context structure. 

[040S] In step 310S, a QoS value is selected based on the 
message classification. For example, the message classifi- 
cation obtained by applying rules 3024 is mapped using 
message class-QoS value mapping 3022 to a particular QoS 
value. QoS values in mapping 3022 may be expressed as 
abstract values or binary values that can be used directly in 
the DSCP or To S value of an IP frame, or both. For example, 
mapping 3022 may provide the following association of 
classifications to QoS values and DSCP values: 

[0410] In step 3110, a Layer 2, 3 or 4 header of the 
application-layer message is remarked based on the selected 
QoS value. For example, the DSCP value of mapping 3022 
is written into the IP header of the received message. In an 
embodiment, when router 3004 is terminating an SSL con- 
nection to the first computer 3002, the DSCP value is passed 
to an S-tunnel element, which sets the DSCP value in the IP 
header of the SSL connection. This ensures that DSCP 
values are set after encryption of an outbound message. 

[0411] After step 3110, the remarked message may be 
processed according to the QoS values that have been 
marked. For example, the remarked message may be for- 
warded from router 3004 to router 3006 on virtual connec- 
tions 3016, 301S. In an embodiment, outbound messages are 
written to a particular virtual connection, and the connection 
calls a routine of the IP stack to accomplish DSCP marking 
at the IP level. Virtual connections 3016, 301S may be 
managed using a connection manager. The connections 
3016, 301S may be prioritized and associated with separate 
message classifications. For example, all messages that are 
classified as Mission Critical may traverse connection 3016, 
whereas Best Eflort messages may traverse connection 
301S. 

[0412] Each connection 3016, 301S is associated with a 
separate prioritized queue in routers 3004, 3006. The use of 
separate and prioritized virtual connections 3016, 301S 
enables routers 3004, 3006 to apply priority queuing of 
messages at the application level across all routers that 
implement the techniques herein. 

[0413] In one embodiment, an interleaved priority queuing 
approach is used in which higher-priority queues are pro- 
cessed with greater priority, but without using a strict 
weighted approach that could result in starving lower- 
priority queues. For example, higher priority queues are 
processed before lower priority queues during flow execu- 
tion, but partially read messages are given intermediate 
priority before classification, to ensure that low priority 
messages do not block the reading of higher priority mes- 
sages. However, this paragraph describes only a few suitable 
example approaches, and the selection of a queuing or 
forwarding technique is beyond the scope of this disclosure. 

[0414] In response, router 3006 may apply priority queu- 
ing or other Qo S techniques in accordance with the marking. 
As an example, router 3006 may forward the remarked 
message on outbound connection 3030 to second computer 
300S. 

[0415] After step 3110, message acknowledgement 
(ACK) packets emitted by routers 3004, 3006 to TCP 
endpoints continue to use the network-layer QoS markings 
that were applied at step 3110. In an embodiment, when 
routers 3004, 3006 are sending responses to either the first 
computer 3002 or second computer 300S, the routers 3004, 
3006 preserve any network-layer QoS markings that are in 
received application-layer messages, unless the approach 
herein results in remarking the packets. Thus, for example, 
if no rules match attributes at step 3104 of FIG. 31, then a 
router 3004, 3006 does not overwrite any existing DSCP or 
ToS values in a received message. 

[0416] FIG. 32 is a block diagram of functional elements 
and data flow operations that may be used in an AONS 
embodiment. In a router 104, a message processing infra- 
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structure subsystem receives an inbound message at step 1 
and provides the message to a TCP-based message receiver. 
For purposes of illustrating a clear example, FIG. 32 indi- 
cates the message is received and sent over TCP, but the 
same sequence of steps may be used for non-TCP based 
message processing as well. 

[0417] At step 2, the message is classified and placed in an 
'Inbox' queue to be picked up by the flow management 
subsystem at step 4. Once a message gets classified at step 
2, an Application QoS is assigned to the message. The user 
specifies the Application QoS to associate with a message 
type using ADS 3012. If the message already has an Appli- 
cation QoS value assigned to it by an upstream AON node, 
then that Application QoS value is preserved. 

[041S] Once an Application QoS value is assigned to a 
message, the message is put in a prioritized Inbox queue to 
be picked up by the flow management subsystem at step 4. 
In particular, instead of having a single 'Inbox' queue, a 
separate 'Inbox' is used for each Application QoS value that 
can be assigned to a message. 

[0419] The flow management system then processes mes- 
sages from the 'Inbox' queues in priority order. For example, 
messages with QoS "Mission Critical" will be processed 
before messages with QoS "Transactional Data". As part of 
flow processing, the Application QoS can be assigned (or 
reset) using a "QoS" bladelet. 

[0420] Once the message has gone through flow process- 
ing, it is put in a "prioritized"'Outbox' queue (step 9). 
Similar to the 'Inbox' queues, each QoS class will have a 
separate 'Outbox' queue. From the 'Outbox', the message is 
sent out in priority order to either the next AON node (over 
AONP) or to the end-point via an adapter at step 10. 

[0421] In addition, if the message is sent to another AON 
node over AONP, then a mapping is performed that maps the 
Application QoS value to a ToS/DSCP value. The mapping 
is customizable, and is specified by the user using AMC 
3010. The ToS/DSCP value is set on the TCP connection so 
that any intermediate network node can process the message 
with the appropriate priority. A separate TCP connection is 
used for each QoS class so that higher priority traffic on a 
connection is not delayed by lower priority traflic sent earlier 
on the same connection. 

[0422] FIG. 33 is a screen display diagram showing an 
example GUI screen that may be used with the ADS to 
receive application-layer QoS information. After invoking 
ADS 3012, a user selects a particular application-layer 
message type and requests the ADS to permit editing prop- 
erties associated with the message type. A name of the 
message type is entered in name field 330S. The user may 
specify a rule in a text field 3312, and the rule may be any 
of a parameter rule, header rule, or content rule as indicated 
by tabs 3310. Selecting the Add button 3313 then stores the 
rule for use in processing future messages. 

[0423] One or more policies may be associated with 
message types. When an AONS node receives and recog- 
nizes an application-layer message that matches a particular 
message type, the node performs the associated policies. For 
example, a flow 3314 may specify that all messages of a 
particular message type should undergo a specified set of 
processing operations termed a flow. An application QoS, 
specified using combo box 3316, is an additional policy. In 

an embodiment, a user selects a message classification using 
combo box 3316 from among a list of message classification 
values as specified above. Selecting the OK button 331S 
causes the AONS node to apply the specified application 
QoS value to messages of the indicated type. 

5 3 Additional Features of Various Embodiments 

[0424] In an embodiment, difl'erent message classifica- 
tions may be used. In Assured Forwarding, each of the AF 
classes has three (3) drop precedence values denoted by an 
appended digit, such as AF31, AF32 or AF33. The final digit 
denotes drop precedence within a class where AF31 has 
higher precedence than AF32, and AF32 has a higher 
precedence that AF33. In an embodiment, all packets of an 
application-layer message that are marked for a particular 
AF class are marked as AF31, AF21 or AF I I. 
[0425] Generally, traflic is classified as Class AFI for 
asynchronous applications. Synchronous applications may 
use AF3 or AF2 depending upon business priority. Appli- 
cations with the highest business priority, which is a sub- 

jective evaluation, are marked AF3, otherwise synchronous 
applications are marked AF2. In an embodiment, the Scav- 
enger class may be supported for any anomalous traffic. 
Alternatively, router 3004 may throw traps or write log 
entries when such traffic is processed. 

[0426] In an embodiment, individual messages traversing 
persistent connections, may be marked diflerently. In other 
embodiments, rate limiting and shaping of messages may be 
provided, especially in bandwidth-limited environments. 

[0427] In an embodiment, when router 3004 is an edge 
router, the router 3004 ignores any network-layer QoS value 
in a received message. However, the network-layer QoS 
values in the received message are carried forward into any 
message that router 3004 sends to router 3006 or onward 
toward the second computer 300S. 

[042S] In one embodiment, in the approach herein an 
Application QoS value can be assigned on one node such as 
router 3004 and be carried forward to all downstream nodes 
such as router 3006. All message processing within the node, 
such as PEP execution, forwarding a message to the next hop 
using AONP, etc. , is prioritized based on the Application 
QoS in a message, through the use of prioritized queues. In 
an embodiment, a message that does not have any Applica- 
tion QoS is processed with "Best Efl'ort" priority. 

[0429] In an embodiment, an administrative user may use 
ADS 3012 to configure difl'erent QoS settings for specified 
message classification values. Thus, ADS 3012 is a facility 
for editing the mapping 3022. In an embodiment, a QoS 
bladelet that implements the foregoing functions enables the 
QoS setting to be difl'erent than the message classification 
value. The bladelet allows a flow designer to select any 
available Application QoS values, such as those specified 
above. 

[0430] The approach herein eflectively deciphers network 
QoS levels and values by integrating low-level QoS packet 
marking with application-level concepts of QoS, and per- 
forming the application-layer QoS evaluation and marking 
in network elements. Numerous benefits derive from this 
approach. For example, the approach herein allows mapping 
application-layer QoS characteristics to network-layer QoS 
values to provide value-based quality of service. In one 
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example context, messages ordering stock trades in a finan- 
cial application may be treated with higher priority than 
messages requesting stock quotes. In convention practice 
prior to the present disclosure, such messages cannot be 
difl'erentiated at the application level. In one embodiment, 
using AON message processing in the network, AON blades 
can diflerentiate between a trade and a quote, and can map, 
based on configured policies, a higher priority QoS to trades 
and other priorities to quotes and other traffic based upon the 
policy. 

[0431] Upstream nodes such as second computer 300S, or 
routers and switches in a path from router 3006 to second 
computer 300S that do not support the approach herein, can 
either remark the DSCP values or honor the existing mark- 
ings. Remarking is most likely to occur when downstream 
nodes are in a difl'erent administrative domain than routers 
3004, 3006. 

[0432] In other benefits, the approach herein provides a 
mechanism that enables the relative priority of a message, 
based upon its content or context as interpreted at Layer 5, 
6, or 7, to be marked with Layer 2, 3, or 4 QoS values. As 
a result, application-layer QoS at Layer 5, 6, or 7 is aligned 
with network-level QoS difl'erentiation, providing for a true 
"value-based" application QoS facility. In one embodiment, 
DSCP values provide the ability to map application priority 
to the network priority, but other low-level QoS values or 
markings may be used. 

[0433] The approach herein can carry over the QoS setting 
across upstream nodes, and can apply the original QoS 
setting for a response message. In various embodiments, the 
same or alternate QoS settings are applied to a request and 
a response, considering the fact that they could be on 
difl'erent connections. For example, router 3006 can recog- 
nize that a response message arriving on connection 3032 is 
associated with a previously sent request message, associate 
the flows of requests and responses, and write the received 
response message on the same class of connection 3016, 
301S as the previous request. As a result, communications 
between compliant routers 3004, 3006 using the same QoS 
values on requests and responses. 

[0434] Embodiments also may be used to consistently 
map traflic to a particular traffic class for the purpose of SLA 
enforcement and reporting. 

6. 0 Implementation Mechanisms Hardware 
Overview 

[0435] FIG. 5 is a block diagram that illustrates a com- 
puter system 500 upon which an embodiment of the inven- 
tion may be implemented. The preferred embodiment is 
implemented using one or more computer programs running 
on a network element such as a proxy device. Thus, in this 
embodiment, the computer system 500 is a proxy device 
such as a load balancer. 

[0436] Computer system 500 includes a bus 502 or other 
communication mechanism for communicating information, 
and a processor 504 coupled with bus 502 for processing 
information. Computer system 500 also includes a main 
memory 506, such as a random access memory (RAM), 
flash memory, or other dynamic storage device, coupled to 
bus 502 for storing information and instructions to be 
executed by processor 504. Main memory 506 also may be 

used for storing temporary variables or other intermediate 
information during execution of instructions to be executed 
by processor 504. Computer system 500 further includes a 
read only memory (ROM) 50S or other static storage device 
coupled to bus 502 for storing static information and instruc- 
tions for processor 504. A storage device 510, such as a 
magnetic disk, flash memory or optical disk, is provided and 
coupled to bus 502 for storing information and instructions. 

[0437] A communication interface 51S may be coupled to 
bus 502 for communicating information and command 
selections to processor 504. Interface 51S is a conventional 
serial interface such as an RS-232 or RS-322 interface. An 
external terminal 512 or other computer system connects to 
the computer system 500 and provides commands to it using 
the interface 514. Firmware or software running in the 
computer system 500 provides a terminal interface or char- 
acter-based command interface so that external commands 
can be given to the computer system. 

[043S] A switching system 516 is coupled to bus 502 and 
has an input interface 514 and an output interface 519 to one 
or more external network elements. The external network 
elements may include a local network 522 coupled to one or 
more hosts 524, or a global network such as Internet 52S 
having one or more servers 530. The switching system 516 
switches information traffic arriving on input interface 514 
to output interface 519 according to pre-determined proto- 
cols and conventions that are well known. For example, 
switching system 516, in cooperation with processor 504, 
can determine a destination of a packet of data arriving on 
input interface 514 and send it to the correct destination 
using output interface 519. The destinations may include 
host 524, server 530, other end stations, or other routing and 
switching devices in local network 522 or Internet 52S. 

[0439] The invention is related to the use of computer 
system 500 for performing the techniques described herein. 
According to one embodiment of the invention, computer 
system 500 performs such techniques in response to pro- 
cessor 504 executing one or more sequences of one or more 
instructions contained in main memory 506. Such instruc- 
tions may be read into main memory 506 from another 
computer-readable medium, such as storage device 510. 
Execution of the sequences of instructions contained in main 
memory 506 causes processor 504 to perform the process 
steps described herein. One or more processors in a multi- 

processing arrangement may also be employed to execute 
the sequences of instructions contained in main memory 
506. In alternative embodiments, hard-wired circuitry may 
be used in place of or in combination with software instruc- 
tions to implement the invention. Thus, embodiments of the 
invention are not limited to any specific combination of 
hardware circuitry and software. 

[0440] The term "computer-readable medium" as used 
herein refers to any medium that participates in providing 
instructions to processor 504 for execution. Such a medium 
may take many forms, including but not limited to, non- 
volatile media, volatile media, and transmission media. 
Non-volatile media includes, for example, optical or mag- 
netic disks, such as storage device 510. Volatile media 
includes dynamic memory, such as main memory 506. 
Transmission media includes coaxial cables, copper wire 
and fiber optics, including the wires that comprise bus 502. 
Transmission media can also take the form of acoustic or 
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light waves, such as those generated during radio wave and 
infrared data communications. 

[0441] Common forms of computer-readable media 
include, for example, a floppy disk, a flexible disk, hard disk, 
magnetic tape, or any other magnetic medium, a CD-ROM, 
any other optical medium, punch cards, paper tape, any other 
physical medium with patterns of holes, a RAM, a PROM, 
and EPROM, a FLASH-EPROM, any other memory chip or 
cartridge, a carrier wave as described hereinafter, or any 
other medium from which a computer can read. 

[0442] Various forms of computer readable media may be 
involved in carrying one or more sequences of one or more 
instructions to processor 504 for execution. For example, the 
instructions may initially be carried on a magnetic disk of a 
remote computer. The remote computer can load the instruc- 
tions into its dynamic memory and send the instructions over 
a telephone line using a modem. A modem local to computer 
system 500 can receive the data on the telephone line and 
use an infrared transmitter to convert the data to an infrared 
signal. An infrared detector coupled to bus 502 can receive 
the data carried in the infrared signal and place the data on 
bus 502. Bus 502 carries the data to main memory 506, from 
which processor 504 retrieves and executes the instructions. 
The instructions received by main memory 506 may option- 
ally be stored on storage device 510 either before or after 
execution by processor 504. 

[0443] Communication interface 51S also provides a two- 
way data communication coupling to a network link 520 that 
is connected to a local network 522. For example, commu- 
nication interface 51S may be an integrated services digital 
network (ISDN) card or a modem to provide a data com- 
munication connection to a corresponding type of telephone 
line. As another example, communication interface 51S may 
be a local area network (LAN) card to provide a data 
communication connection to a compatible LAN. Wireless 
links may also be implemented. In any such implementation, 
communication interface 51S sends and receives electrical, 
electromagnetic or optical signals that carry digital data 
streams representing various types of information. 

[0444] Network link 520 typically provides data commu- 
nication through one or more networks to other data devices. 
For example, network link 520 may provide a connection 
through local network 522 to a host computer 524 or to data 
equipment operated by an Internet Service Provider (ISP) 
526. ISP 526 in turn provides data communication services 
through the worldwide packet data communication network 
now commonly referred to as the "Internet"52S. Local 
network 522 and Internet 52S both use electrical, electro- 
magnetic or optical signals that carry digital data streams. 
The signals through the various networks and the signals on 
network link 520 and through communication interface 51S, 
which carry the digital data to and from computer system 
500, are exemplary forms of carrier waves transporting the 
information. 

[0445] Computer system 500 can send messages and 
receive data, including program code, through the net- 
work(s), network link 520 and communication interface 51S. 
In the Internet example, a server 530 might transmit a 
requested code for an application program through Internet 
52S, ISP 526, local network 522 and communication inter- 
face 51S. In accordance with the invention, one such down- 
loaded application provides for performing the techniques 
described herein. 

[0446] Processor 504 may execute the received code as it 
is received and/or stored in storage device 510 or other 
non-volatile storage for later execution. In this manner, 
computer system 500 may obtain application code in the 
form of a carrier wave. 

7. 0 Extensions and Alternatives 

[0447] In the foregoing specification, the invention has 
been described with reference to specific embodiments 
thereof. It will, however, be evident that various modifica- 
tions and changes may be made thereto without departing 
from the broader spirit and scope of the invention. The 
specification and drawings are, accordingly, to be regarded 
in an illustrative rather than a restrictive sense. 

What is claimed is: 
1. A data processing apparatus, comprising: 

a plurality of network interfaces that are coupled to a data 
network for receiving one or more packets therefrom 
and sending one or more packets thereto; 

one or more processors; 

a switching system coupled to the one or more processors 
and packet forwarding logic, wherein the switching 
system and packet forwarding logic are configured to 
receive packets on a first network interface, determine 
a second network interface on which to send the 
packets, and to send the packets on the second network 
interface; 

logic which when executed by the one or more processors 
is operable to cause: 

receiving over the network an application-layer mes- 
sage comprising one or more of the packets; 

forwarding the application-layer message toward a 
destination endpoint and concurrently copying the 
application-layer message without disrupting the for- 
warding; 

using the copied application-layer message, discover- 
ing one or more applications or services that are 
using the network; 

using the copied application-layer message, identifying 
one or more network-layer condition metrics, and 
identifying one or more application-layer condition 
metrics; 

determining, based on the identified network-layer con- 
dition metrics and the application-layer condition 
metrics, whether one or more conditions of a service 
level agreement are violated; 

in response to determining a violation, performing one 
or more responsive operations on one or more net- 
work elements. 

2. The apparatus of claim I, wherein the logic when 
executed by the one or more processors is operable to cause: 
in response to determining a violation, performing one or 
more responsive operations that re-engineer one or more 
network elements to address the violation. 

3. The apparatus of claim I, wherein the logic when 
executed by the one or more processors is operable to cause 
identifying network latency and application latency using 
the copied application-layer message. 
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4. The apparatus of claim 3, wherein the logic when 
executed by the one or more processors is operable to cause 
creating and storing a database record that correlates the 
identified network latency and application latency. 

5. The apparatus of claim 3, wherein the logic when 
executed by the one or more processors is operable to cause 
identifying the network latency by receiving one or more 
TCP events from a TCP layer that identify one or more 
anomalies in received TCP segments. 

6. The apparatus of claim I, wherein the logic when 
executed by the one or more processors is operable to cause: 

determining that the copied application-layer message is 
incompatible with a destination application; 

transforming the copied application-layer message from a 
first format to a second format that is compatible with 
the destination application. 

7. The apparatus of claim I, wherein the logic when 
executed by the one or more processors is operable to cause 
performing one or more responsive operations on one or 
more network elements by: 

identifying, in the copied application-layer message, a 
first application endpoint associated with a first appli- 
cation or service; 

identifying a second application endpoint that also hosts 
the first application or service and is associated with a 
better application-layer condition metric; 

routing the copied application-layer message to the sec- 
ond application endpoint. 

S. The apparatus of claim I, wherein the logic when 
executed by the one or more processors is operable to cause 
performing one or more responsive operations on one or 
more network elements by modifying a type of service (To S) 
value in an IP header of the application-layer message before 
performing the forwarding. 

9. The apparatus of claim I, wherein the logic when 
executed by the one or more processors is operable to cause 
performing one or more responsive operations on one or 
more network elements by modifying a differentiated ser- 
vice code point (DSCP) value in an IP header of the 
application-layer message before performing the forward- 
ing. 

10. The apparatus of claim I, wherein the logic when 
executed by the one or more processors is operable to cause 
performing one or more responsive operations on one or 
more network elements by issuing a resource reservation 
request using RSVP protocol before performing the for- 
warding. 

11. The apparatus of claim I, wherein the logic when 
executed by the one or more processors is operable to cause 
performing one or more responsive operations on one or 
more network elements by modifying a differentiated ser- 
vice code point (DSCP) value in an IP header of the 
application-layer message before performing the forward- 
ing. 

12. The apparatus of claim I, wherein the logic when 
executed by the one or more processors is operable to cause 
performing one or more responsive operations on one or 
more network elements by modifying a forwarding path of 
the application-layer message before performing the for- 
warding. 

13. The apparatus of claim I, further comprising: 

a computer-readable storage medium recorded with one 
or more message classification rules and a mapping of 
message classification values to network-level QoS 
values, wherein each of the message classification rules 
specifies one or more message attributes and one of the 
message classification values; 

application QoS logic which when executed by the one or 
more processors is operable to cause: 

receiving an application-layer message; 

matching one or more attributes of the application-layer 
message to the message classification rules; 

determining a message classification of the application- 
layer message based on the matching; 

selecting one of the network-level QoS values using the 
mapping and based on the determined message clas- 
sification; 

marking a network-level header of the application- 
layer message using the selected QoS value. 

14. The apparatus of claim 13, wherein the message 
classification rules classify the application-layer message as 
one of mission critical, transactional data, bulk data transfer, 
and best effort. 

15. The apparatus of claim 13, wherein the network-level 
QoS values are differentiated services code point (DSCP) 
values. 

16. The apparatus of claim 15, wherein the application 
QoS logic comprises logic which when executed by the one 
or more processors is operable to mark an IP header of the 
application-layer message with one of the DSCP values. 

17. The apparatus of claim 13, wherein the network-level 
QoS values are IP Type of Service (ToS) values. 

1S. The apparatus of claim 17, wherein the application 
QoS logic comprises logic which when executed by the one 
or more processors is operable to mark an IP header of the 
application-layer message with one of the ToS values. 

19. The apparatus of claim 13, wherein the application 
QoS logic comprises logic which when executed by the one 
or more processors is operable to forward the marked 
application-layer message to a next hop, wherein the for- 
warding is prioritized based on the selected QoS value and 
a set of priority queues. 

20. The apparatus of claim 13, wherein the application 
QoS logic comprises logic which when executed by the one 
or more processors is operable to establish a plurality of 
prioritized virtual connections between the apparatus and a 
next hop apparatus, and to forward the marked application- 
layer message to a next hop, wherein the forwarding is 
prioritized based on writing the application-layer message to 
one of the virtual connections that is associated with the 
selected QoS value. 

21. The apparatus of claim 13, wherein the application 
QoS logic comprises logic which when executed by the one 
or more processors is operable to: 

forward the marked application-layer message to an end- 

point; 

receive a second application-layer message from the 
endpoint; 
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determine that the second application-layer message is 
associated with the marked application-layer message; 

mark the second application-layer message with the same 
selected QoS value that was used to mark the marked 
application-layer message; and 

forward the second application-layer message to a next 
hop, wherein the forwarding is prioritized based on 
writing the application-layer message to one of the 
virtual connections that is associated with the selected 
QoS value. 

22. The apparatus of claim l, comprising any of a packet 
data router and a packet data switch in a packet-switched 
network. 

23. A computer-readable medium comprising logic which 
when executed by one or more processors is operable to 
cause: 

receiving, at a network infrastructure element comprising 
a plurality of network interfaces that are coupled to a 
data network for receiving one or more packets there- 
from and sending one or more packets thereto, the one 
or more processors, and a switching system coupled to 
the one or more processors and packet forwarding 
logic, wherein the switching system and packet for- 
warding logic are configured to receive packets on a 
first network interface, determine a second network 
interface on which to send the packets, and to send the 
packets on the second network interface, an applica- 
tion-layer message comprising one or more of the 
packets; 

forwarding the application-layer message toward a desti- 
nation endpoint and concurrently copying the applica- 
tion-layer message without disrupting the forwarding; 

using the copied application-layer message, discovering 
one or more applications or services that are using the 
network; 

using the copied application-layer message, identifying 
one or more network-layer condition metrics, and iden- 

tifyingg 

one or more application-layer condition metrics; 

determining, based on the identified network-layer con- 
dition metrics and the application-layer condition met- 
rics, whether one or more conditions of a service level 
agreement are violated; 

in response to determining a violation, performing one or 
more responsive operations on one or more network 
elements. 

24. A data processing apparatus, comprising: 

a plurality of network interfaces that are coupled to a data 
network for receiving one or more packets therefrom 
and sending one or more packets thereto; 

one or more processors; 

a switching system coupled to the one or more processors 
and packet forwarding logic, wherein the switching 
system and packet forwarding logic are configured to 
receive packets on a first network interface, determine 

a second network interface on which to send the 
packets, and to send the packets on the second network 
interface; 

means for receiving over the network an application-layer 
message comprising one or more of the packets; 

means for forwarding the application-layer message 
toward a destination endpoint and concurrently copy- 
ing the application-layer message without disrupting 
the forwarding; 

means for using the copied application-layer message, 
discovering one or more applications or services that 
are using the network; 

means for using the copied application-layer message, 
identifying one or more network-layer condition met- 
rics, and identifying one or more application-layer 
condition metrics; 

means for determining, based on the identified network- 
layer condition metrics and the application-layer con- 
dition metrics, whether one or more conditions of a 
service level agreement are violated; 

means for performing one or more responsive operations 
on one or more network elements in response to 
determining a violation. 

25. A computer-implemented method, comprising: 

receiving, at a network infrastructure element comprising 
a plurality of network interfaces that are coupled to a 
data network for receiving one or more packets there- 
from and sending one or more packets thereto, the one 
or more processors, and a switching system coupled to 
the one or more processors and packet forwarding 
logic, wherein the switching system and packet for- 
warding logic are configured to receive packets on a 
first network interface, determine a second network 
interface on which to send the packets, and to send the 
packets on the second network interface, an applica- 
tion-layer message comprising one or more of the 
packets; 

forwarding the application-layer message toward a desti- 
nation endpoint and concurrently copying the applica- 
tion-layer message without disrupting the forwarding; 

using the copied application-layer message, discovering 
one or more applications or services that are using the 
network; 

using the copied application-layer message, identifying 
one or more network-layer condition metrics, and iden- 

tifying one or more application-layer condition metrics; 

determining, based on the identified network-layer con- 
dition metrics and the application-layer condition met- 
rics, whether one or more conditions of a service level 
agreement are violated; 

in response to determining a violation, performing one or 
more responsive operations on one or more network 
elements. 


	< x0 y0 >Abstract
	< x0 y0 >Claims
	< x0 y0 >Description
	< x0 y0 >Drawings



