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(57) ABSTRACT 
The present invention relates an electronic cigarette with 
magnetic connection, comprising an inhaling shell and a 
power shell, a connection end of the inhaling shell coupled to 
the power shell is set with a first connector, the first connector 
comprises a first seat and a first terminal post, the first seat 
wholly or partly forms a first magnetic-attraction part; a con­
nection end of the power shell is set with a second connector, 
the second connector comprises a second seat and a second 
terminal post, the second seat wholly or partly forms a second 
magnetic-attraction part which can magnetically attracts the 
first magnetic-attraction part; the first magnetic-attraction 
part and the second magnetic-attraction part attracts each 
other; which makes the electronic cigarette assembling and 
disassembling conveniently and quickly, the electronic ciga­
rette appearance attract, forming a special air passage, air in 
and out of the electronic cigarette circulates smoothly. 
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ELECTRONIC CIGARETTE WITH 
MAGNETIC CONNECTION 

FIELD OF THE INVENTION 

[0001] The present invention relates to electronic cigarette, 
and especially to an electronic cigarette with magnetic con­
nection. 

BACKGROUND OF THE INVENTION 

[0002] Existing electronic cigarette comprises an inhaling 
shell and a power shell, the inhaling shell and the power shell 
is connected by magnetic attraction. The inhaling shell is set 
with a first magnetic-attraction part on its position where is 
coupled to the power shell, and the power shell is correspond­
ingly set with a second magnetic-attraction part to magneti­
cally connect with the first magnetic-attraction part so that the 
inhaling shell and the power shell are steadily coupled; since 
a connection end of the inhaling shell and a connection end of 
the power shell have many components therein, it takes time 
and is inconvenient to assemble the inhaling shell and the 
power shell. 

BRIEF SUMMARY OF THE INVENTION 

[0003] An object of the present invention is to provide an 
electronic cigarette with magnetic connection which makes 
assembly of the electronic cigarette convenient and quick. 
[0004] To achieve the above object, the present invention 
provides an electronic cigarette with magnetic connection 
comprising an inhaling shell and a power shell, wherein, a 
connection end of the inhaling shell coupled to the power 
shell is set with a first connector, the first connector comprises 
a first seat and a first terminal post respectively used as a first 
and a second electrodes of the first connector, the first seat 
wholly or partly forms a first magnetic-attraction part; a con­
nection end of the power shell coupled to the inhaling shell is 
set with a second connector, the second connector comprises 
a second seat and a second terminal post respectively used as 
a first and a electrodes of the second connector, the second 
seat wholly or partly forms a second magnetic-attraction part 
which can magnetically attracts the first magnetic-attraction 
part; the first magnetic-attraction part and the second mag­
netic-attraction part attracts each other, which makes the first 
seat and the second seat contacted and makes the first terminal 
post and the second terminal post contacted. 
[0005] Furthermore, the first connector comprises a first 
insulation sleeve for spacing the first seat and the first termi­
nal post, the first seat is shaped as a cylinder, the first terminal 
post is inserted in center of the first seat via the first insulation 
sleeve; the second connector further comprises a second insu­
lation sleeve for spacing the second seat and the second ter­
minal post, the second seat is shaped as a cylinder, and the 
second terminal post is inserted in center of the second seat 
via the second insulation sleeve. 
[0006] Furthermore, the second terminal post is inserted in 
the second insulation sleeve, the second insulation sleeve is 
mounted in an insulation base and is inserted in center of the 
second seat via the insulation base, an end of the second 
terminal post within the insulation base is set with a stop 
flange, and the end of the second terminal post within the 
insulation base is inserted in a spring, both ends of the spring 
respectively abut against the stop flange and an inner end wall 
of the insulation base so as to keep the second terminal post 
extending; a lower section of the second terminal post extends 
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out of a bottom wall of the second seat, the second terminal 
post defines an air hole axially through its center. 

[0007] Furthermore, the insulation seat is shaped as a cup, 
comprises a sidewall, a bottom wall and a protruding bar 
longitudinally extending outsides from the bottom wall; the 
sidewall and the bottom wall enclose a first inner cavity for 
accommodating the second terminal post, and the bottom 
wall further defines a first terminal hole for passing the second 
terminal post. 
[0008] Furthermore, the second insulation sleeve is shaped 
as a cup, comprises a sidewall and a bottom wall, the sidewall 
and the bottom wall enclose a second inner cavity for accom­
modating the second terminal post. 

[0009] Furthermore, the second insulation sleeve further 
comprises a flange radially extending outwards from the side­
wall, and a guiding part axially extending from the bottom 
wall, the guiding part further defines a second terminal hole 
axially through center of the guiding part and communicating 
with the second inner cavity; the second insulation sleeve is 
mounted with interference fit in an inner wall of the first inner 
cavity of the insulation base via the sidewall and is axially 
fixed via the flange abutting against an open end of the first 
inner cavity of the insulation base. 

[0010] Furthermore, the first magnetic absorption part is 
wholly made from conductive magnetic iron or magnetic 
materials, or the first magnetic absorption part is partly made 
from conductive materials; the second magnetic absorption 
part is wholly made from conductive magnetic iron or mag­
netic materials, or the second magnetic absorption part is 
partly made from conductive materials. 
[0011] Furthermore, the second seat defines an air passage 
therein for receiving the first seat, the second magnetic 
absorption part is a permanent magnet, the permanent magnet 
is fixed in the air passage, and one end of the first seat is 
inserted in the second seat and keeps a preset distance from 
the permanent magnet. 

[0012] Furthermore, the air passage of the second seat is an 
axially-thorough hole, an inner wall of the air passage forms 
a positioning step, the second terminal post is inserted in the 
second seat and abuts against one end of the permanent mag­
net so that the other end of the permanent magnet abuts 
against the positioning step, therefore the permanent magnet 
is fixed in the air passage of the second seat. 

[0013] Furthermore, the second seat has a shape adapted to 
an inner wall of the connection end of the power shell, has a 
cylindrical structure, and is fixed with interference fit in the 
inner wall of the connection end of the power shell via its 
outer wall; a fixed flange adapted to the connection end of the 
power shell radially extends outwards from an end wall of the 
second seat, and the fixed flange radially defines a thorough 
air inlet. 
[0014] Furthermore, the first seat comprises a cylindrical 
upper section and a cylindrical lower section, the upper sec­
tion is used for coupling the connection end of the inhaling 
shell, the lower section is used for coupling the second seat; a 
positioning flange is formed between the upper section and 
the lower section and axially extends outwards for engaging 
with the connection end of the inhaling shell, the positioning 
flange is used to abut against and limit the second seat; the 
lower section forms a snap ring on its inner wall for mounting 
the first terminal post, the first terminal post is fixed in the 
snap ring via the first insulation sleeve, and the first terminal 
post defines an air hole axially through its center. 
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[0015] Furthermore, the lower section defines an annular 
air groove near the positioning flange, and an air inlet is 
defined radially through the annular air groove. 
[0016] Furthermore, the inhaling shell is set with a tobacco­
liquid cup and an atomizer therein, the power shell is set with 
a storage battery therein; the first electrode and the second 
electrode of the first connector respectively connect with 
positive and negative electrodes of the atomizer; and the first 
electrode and the second electrode of the second connector 
respectively connect with the positive and negative electrodes 
of the storage battery. 
[0017] Using the above technical proposals, the electronic 
cigarette with magnetic connection has advantages as fol­
lows: first, the first connector of the inhaling shell is set with 
a first terminal assembly which is assembled as a whole, the 
second connector of the power shell is set with a second 
terminal assembly which is assembled as a whole, the first 
connector and the second connector as a whole bring rela­
tively few components and parts, which imparts assembly and 
disassembly of the electronic cigarette convenient and quick. 
Secondly, the lower section of the first seat is inserted in the 
air passage of the second seat and keep a proper space from 
the permanent magnet, the space between the first seat and the 
permanent magnet ensures the first connector and the second 
connector attracting and closely contacting each other, thus 
ensures electric circuit switched on and that the inhaling shell 
and the power shell are attracted and connected with each 
other; the inhaling shell and the power shell are connected 
without any gap, which brings the electronic cigarette an 
attract appearance; the space between the first seat and the 
permanent magnet facilitates inner air flowing. Furthermore, 
the electronic cigarette forms a special air passage therein, air 
in and out of the electronic cigarette circulates smoothly. 
[0018] The following detailed description of a preferred 
embodiment thereof when taken in conjunction with the 
accompanying drawings. 

BRIEF DESCRIPTION OF THE DRAWINGS 

[0019] FIG. 1 is a front elevational view of an electronic 
cigarette in accordance with an embodiment of the present 
invention. 
[0020] FIG. 2 is a cross-sectional view of the electronic 
cigarette in accordance with the embodiment of the present 
invention. 
[0021] FIG. 3 is a cross-sectional view of an inhaling shell 
of the electronic cigarette in accordance with the embodiment 
of the present invention. 
[0022] FIG. 4 is a cross-sectional view of a power shell of 
the electronic cigarette in accordance with the embodiment of 
the present invention. 
[0023] FIG. 5 is a perspective view of a second terminal 
post of the electronic cigarette in accordance with the 
embodiment of the present invention. 
[0024] FIG. 6 is a cross-sectional view of the second termi­
nal post of the electronic cigarette in accordance with the 
embodiment of the present invention. 
[0025] FIG. 7 is a cross-sectional view of a first seat of the 
electronic cigarette in accordance with the embodiment of the 
present invention. 
[0026] FIG. 8 is a cross-sectional view of a second seat of 
the electronic cigarette in accordance with the embodiment of 
the present invention. 
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DETAILED DESCRIPTION OF THE INVENTION 

[0027] It is necessary to declare that, under no conflict 
situation, the embodiments or characteristics of the embodi­
ments of the present invention can be combined each other, 
the present utility model is described in detail in cooperation 
with drawings and embodiments as follows. 
[0028] As shown in FIGS. 1 to 8, an embodiment of the 
present invention provides an electronic cigarette with mag­
netic connection 100, the electronic cigarette with magnetic 
connection 100 comprises an inhaling shell 90 and a power 
shell 91, an connection end of the inhaling shell 90 coupled to 
the power shell 91 is set with a first connector 5, an connection 
endofthepowershell 91 coupled to the inhaling shell 90 is set 
with a second connector 6, the inhaling shell 90 and the power 
shell 91 is connected with each other as a whole via magnetic 
attraction, and the embodiment is takes a direction as shown 
in FIG.1. 
[0029] As shown in FIGS. 2 to 3, the inhaling shell 90 
comprises a hollow cylindrical inhaling tube 1, an atomizing 
device 2, a tobacco-liquid cup 3, a mouth cover 4 and the first 
connector 5 for being connected with the power shell 91. The 
mouth cover 4 and the first connector 5 are respectively 
mounted at both ends of the inhaling tube 1, and the atomizing 
device 2 and the tobacco-liquid cup 3 are located in the 
inhaling tube 1. 
[0030] The first connector 5 comprises a first seat 5, a first 
terminal post 53, and a first insulation sleeve 54, and the first 
terminal post 53 defines a vent hole in a central part. The first 
terminal post 53 is fitted in the first insulation sleeve 54, the 
first terminal post 53 is inserted in a center of the first seat 51 
by means of the first insulation sleeve 54; and the first termi­
nal post 52 and the first insulation sleeve 53 constitute a first 
terminal assembly. In this embodiment, the first seat 5 and the 
first terminal post 53 are respectively used as a first electrode 
(such as negative electrode) and a second electrode (such as a 
positive electrode) of the first connector 5. 
[0031] As shown in FIGS. 3 and 7, the first seat51 is located 
at a second end of the inhaling tube 1, has a shape suited to the 
inhaling tube 1, is made from materials of magnetic proper­
ties able to be attracted by a magnet such as a iron material, 
and is inserted into the inhaling tube 1 and abuts against the 
cup seat 31. The first seat 51 is shaped about a hollow cylin­
der, comprises a cylindrical upper section 511 and a cylindri­
cal lower section 512, the upper section 511 is used for cou­
pling the inhaling tube 1, the lower section 512 is used for 
coupling the power shell 91; a positioning flange 553 is 
formed between the upper section 511 and the lower section 
512, meanwhile, the positioning flange 553 is used to abut 
against and limit the power shell 91; the lower section 512 
forms a snap ring 554 on its inner wall for mounting the first 
terminal assembly. The lower shell 512 defines an annular air 
groove 515 near the positioning flange 553, and an air inlet 
516 is defined radially through the annular air groove 515. 
[0032] The atomizing device 2 comprises an atomizer 21, 
an atomizer control circuit board 22, and a circuit board seat 
23 for receiving and fixing the atomizer control circuit board 
22; in this embodiment, the atomizer 21 is disposed in the 
inhaling tube 1; the atomizer control circuit board 22 and 
circuit board seat 23 are arranged in the power shell 91; and 
the atomizer control circuit board 22 is set with a Mini Air 
Operated Switch for controlling circuit switched on to start 
the atomizer 21. 
[0033] As shown in FIG. 3, the atomizer 21 is used for 
vaporizing tobacco liquid into smoke, comprises electric heat 
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wire 211 and a fiber member 212 for absorbing tobacco liquid 
and supporting the electric heat wire 211; the electric heat 
wire 211 winds around the fiber member 212; the fiber mem­
ber 212 can absorb and store liquid like a sponge, which can 
be made from glass fiber or materials with property of liquid 
absorption and separation such as cotton materials. In this 
embodiment, the fiber member 212 is holden in the tobacco­
liquid cup 3, and the electric heat wire 211 has both ends 
thereof passing through the tobacco-liquid cup 3 and then 
connected with the negative electrode and positive electrode 
of the power shell 91. 

[0034] As shown in FIG. 3, in this embodiment, the 
tobacco-liquid cup 3 comprises the cup seat 31, the mouth 
cover 4, a duct 35, a liquid-storage piece 37, a seepage piece 
38, and a positioning tube 39 for preventing the atomizer 21 
axially moving. Herein, the cup seat 31 and the mouth cover 
33 are both oppositely spaced and mounted in inner wall of 
the inhaling tube 1; the duct 35 is mounted between the cup 
seat 31 and the mouth cover 4; the liquid-storage piece 37 is 
fixed outside of the duct 35 and is located between the cup seat 
31 and mouth cover 4. For increasing the using life and heat 
resistance of the liquid-storage piece 37, the liquid-storage 
piece 37 therein is fitted with the seepage piece 38; the seep­
age piece 38 can also absorb or store liquid like a sponge and 
is made from heat-resistant materials with property ofliquid 
absorption and separation; and the seepage piece 38 is fitted 
between outer sidewall of the duct 35 and inner sidewall of the 
liquid-storage piece 37. The positioning tube 39 is fitted on 
outer wall of the duct 35 and abuts against the atomizer 21. 

[0035] As shown in FIG. 8, in this embodiment, the cup seat 
31 is shaped like a cylinder; comprises an annular sidewall, a 
round cup bottom, and a location column axially extending 
from a central section of the cup bottom. Wherein, an annular 
inner cavity is defined between the annular sidewall and the 
location colunm; a blowhole is defined axially through the 
location colunm and the cup bottom; through wire holes (not 
shown) for electric heat wire 211 are defined in the cup 
bottom. Tension loops are formed on the sidewall for inter­
ference fit with the inhaling tube 1, and the cup seat is fixed 
with interference fit in the inner wall of the inhaling tube 1 via 
its sidewall and the tension loops. 

[ 003 6] The mouth cover 4 may be made from silicone mate­
rials, has a shape and size adapted to the inner wall of the 
inhaling tube 1. In this embodiment, it is shaped as a cylin­
drical cap; comprises outer annular sidewall, top wall, a loca­
tion post axially extending from a central section of the top 
wall; and an annular cavity is defined between the location 
post and the sidewall. The mouth cover 4 further comprises a 
vent hole of the mouth cover axially through the location post 
and the top wall, a positioning step radially extending out­
wards and adapted to the first end of the inhaling tube 1. The 
mouth cover 4 has an outer diameter slightly greater than an 
inner diameter of the inhaling tube 1, the mouth cover 4 is 
fixed with interference fit in the inner wall of the inhaling tube 
1 via its sidewall. When tobacco liquid in the tobacco-liquid 
cup 3 is exhausted, tobacco liquid can be refilled into the 
tobacco-liquid cup 3 after removing the mouth cover 4. The 
location post of the mouth cover 4 and the location colunm of 
the cup seat are arranged opposite to each other, for respec­
tively fixing either end of the duct 35. The annular cavity of 
the mouth cover 4 and the annular cavity of the cup seat 31 are 
arranged opposite to each other, for respectively holding 
either end of the liquid-storage piece 37. 
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[0037] The duct 35 (referring to FIG. 3) is used to support 
the liquid-storage piece 37 and the seepage piece 38, at the 
same time is used to control the height of the tobacco-liquid 
cup 3 and support the fiber member 212, and further used to 
pass mist out to the inhaling tube 1 after tobacco liquid is 
vaporized by the atomizer 2. In this embodiment, the duct 35 
is a hollow circular tube, maybe made from plastic or fiber 
materials, such as being a glass-fiber tube, comprises a top 
section and a lower section, its top section is fitted and sealed 
around the location post 41 of the mouth cover 4, and its lower 
section is fitted and sealed around the location colunm of the 
cup seat 31. The duct 35 defines slots 351 through its wall, for 
supporting and fixing the fiber member 212; and the fiber 
member 212 crosses the duct 35 therein with both ends 
thereof respectively passing through the snots 351 and con­
tacting the liquid-storage piece 37 for absorbing tobacco liq­
uid for vaporization by the electric heat wire 211. 
[0038] The liquid-storage piece 37 is used for absorbing 
and storing tobacco liquid filled in the tobacco-liquid cup 3 
for vaporization by the atomizer 2, can absorb and store liquid 
like a sponge, and maybe made from materials with a prop­
erty of absorbing liquid and isolating liquid such as cotton 
material. The liquid-storage piece 37 has a hollow cylindrical 
structure, is fitted on outside of the duct 35 and is supported 
with interference fit on outside of the duct 35, and has both 
ends thereof respectively inserted into the annular cavity of 
the cup seat 31 and the annular cavity of the mouth cover 4. 
Sidewall of the liquid-storage piece 37 abuts against the fiber 
piece 212, and tobacco liquid penetrates into and is absorbed 
by the fiber piece 212 from the liquid-storage piece 37 for 
being vaporized into mist by the electric heat wire 211. 
[0039] The positioning tube 39 is used for limiting a posi­
tion of the atomizer 21 on the duct 35, the positioning tube 39 
is an insulate hollow circular tube adapted to the duct 35, 
maybe made from plastic or fiber, such as glass-fiber tube; the 
positioning tube 39 is fitted on outer wall of the duct 35, the 
positioning tube 39 is engaged with the duct 35 by interfer­
ence fit, and an end of the positioning tube 39 abuts against the 
atomizer 21 for preventing the atomizer 21 from axially mov­
ing along the duct 35 
[0040] As shown in FIGS. 2 and 4, the power shell 91 is 
wholly shaped as a cylinder, comprises a casing 25, an end of 
the casing 25 coupled to the inhaling shell 90 is set with a 
second connector 6 to connect with the first connector 5, the 
casing 25 is set with such parts as storage battery 28 therein 
therein. Another end of the power shell 91 is set with an end 
cover 26, and the end cover defines air inlet port 261. 
[0041] As shown in FIGS. 4 and 8, the second connector 6 
comprises a second seat 61, and a second terminal assembly 
62 and a permanent magnet 63 in the second seat 61. The 
second terminal assembly 62 is inserted in the second seat 61 
and abuts against the permanent magnet 63 for fixing the 
permanent magnet 63 in the second seat 61. 
[0042] As shown in FIG. 8, the second seat 61 is shaped 
about a hollow cylinder, its inner defines an air passage 611 
axially therethrough; an inner wall of the air passage 611 
forms a positioning step 613 to divide the air passage 611 as 
an upper passage with a relatively smaller diameter and an 
lower passage with a relatively bigger diameter; the position­
ing step 613 is used to fix the permanent magnet 63, the 
second terminal assembly 62 is inserted in the lower passage 
and abuts against one end of the permanent magnet 63, the 
permanent magnet 63 has the other end abutting against the 
positioning step 613 so that the permanent magnet 63 is fixed 
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in the lower passage; the upper passage is adapted to the lower 
section 512 of the first seat 51 for the first seat 51 being 
inserted. A fixed flange 614 radially extends outwards from an 
end sidewall of the second connector 6, and the fixed flange 
614 radially defines a thorough air inlet 615. 
[0043] As shown in FIGS. 4 to 6, the second terminal 
assembly 62 comprises an insulation base 620, a second 
terminal post 622 disposed in center of the base 620, a spring 
624 fitted around the second terminal post 622 and a second 
insulation sleeve 624 disposed between the insulation base 
620 and the second terminal post 622. The insulation base 
620, the second terminal post 622, the second insulation 
sleeve 624 and the spring 626 constitute the second terminal 
assembly 62, are assembled as a whole, which facilitates 
assembly and disassembly of the electronic cigarette conve­
niently, and make the assembly and disassembly of the elec­
tronic cigarette simply and quickly. 
[0044] The insulation base 620 is shaped about a cup, is 
made from insulate materials, comprises a sidewall 6201, a 
bottom wall 6202 and a protruding bar 6203 longitudinally 
extending outsides from the bottom wall 6202 so as to facili­
tate soldering; the sidewall 6201 and the bottom wall 6202 
enclose an inner cavity 6204 for accommodating the second 
terminal post 622, the bottom wall 6202 further defines a first 
terminal hole 6205 for passing the second terminal post 622. 
The second terminal post 622 is inserted in the second insu­
lation sleeve 624, one end thereof extending outwards for 
coupling a corresponding terminal post of external connector, 
another end of the second terminal post 622 within the insu­
lation base 620 is set with a stop flange 6220, and the spring 
626 is fitted around the end of the second terminal post 622 
within the insulation base 620, both ends of the spring 626 
respectively abuts against the stop flange 6220 and the bottom 
wall of the insulation base 620, and the spring 626 keeps the 
second terminal post 622 extending outwards. The second 
insulation sleeve 624 is also shaped about a cup, comprises a 
sidewall 6241, bottom wall 6242, and a flange 6243 radially 
extending outwards from the sidewall 6241, and a guiding 
part 6244 axially extending from the bottom wall 6243, the 
sidewall 6241 and the bottom wall 6242 enclose an inner 
cavity 6245 for accommodating the second terminal post 622, 
the guiding part 6244 further defines a second terminal hole 
6246 axially through center of the guiding part 6244 and 
communicating with the inner cavity 6245. The second insu­
lation sleeve 624 is mounted with interference fit in the inner 
wall of the first inner cavity 6204 of the insulation base 620 
via the sidewall of the body 6241 and is axially fixed via the 
flange 6243 abutting against an open end of the first inner 
cavity 6204 of the insulation base 620. One end of the second 
terminal post 622 passes the second terminal hole 6246 and 
extends outside of the guiding part 6244, the stop flange 6220 
of the second terminal post 622 keeps abutting against the 
bottom wall 6242 of the second insulation sleeve because of 
the force of the spring 626, and another end of the second 
terminal post 622 passes the first terminal hole 6205 and 
extends outside of the bottom wall of the insulation base 620. 
[0045] As shown in FIG. 4, the permanent magnet 63 has an 
annular structure, the permanent magnet 63 is hollow in cen­
ter (not labeled) for passing the second terminal post 622 
therethrough, and the permanent 63 is fixed in the second 
connector 6. 
[0046] The first seat 5 wholly or partly forms a first mag­
netic absorption part, and in this embodiment, the first seat 5 
wholly forms the first magnetic absorption part. The second 
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seat 61 wholly or partly forms a second magnetic absorption 
part which may magnetically attract the first magnetic 
absorption part. For better position and fixing when the sec­
ond seat 61 of the power shell 91 couple to the first seat 51 of 
the inhaling shell 90, the first seat 51 may be made from 
conductive magnetic materials or magnetic iron, the magnetic 
materials may be iron materials; therefore, the first seat 51 
forms the first magnetic absorption part, otherwise, the first 
seat 51 can be set with an independent component made from 
conductive magnetic materials or magnetic iron as the first 
magnetic absorption part; or a part of the first magnetic 
absorption part is made from conductive materials. Accord­
ingly, the second seat 61 may be made from conductive mag­
netic materials or magnetic iron, thus the second seat 61 
wholly forms the second magnetic absorption part which 
attracts the first magnetic absorption part of the first seat 51; 
or the second seat 61 can be set with an independent compo­
nent made from conductive magnetic materials or magnetic 
iron as the second magnetic absorption part; or a part of the 
second magnetic absorption part is made from conductive 
materials. In this embodiment, the permanent magnet 63 is 
used as the second magnetic absorption part which is inde­
pendently configured and is made from magnet or magnetic 
materials. Therefore, a relation between the first magnetic 
absorption part and the second magnetic absorption part may 
be such relation between a magnetic iron and a magnetic iron, 
between a magnetic iron and a magnetic material, or between 
a magnetic material and a magnetic iron. 

[0047] As shown in FIG. 2, until the first connector 5 of the 
inhaling shell 90 is inserted in place into the second connector 
6 of the power shell 91, herein, the lower section 512 of the 
first seat 51 is inserted in the air passage 611 of the second seat 
61, while the second terminal post 622 of the second connec­
tor 6 is pushed by an end of the first terminal post 53 of the first 
connector 5 to overcome the resilience force of the spring 626 
and slightly retract, and thus tightly abuts against the first 
terminal post 53 under the force of the spring 626, which 
ensures a good contact between the first terminal post 53 and 
the second terminal post 622; furthermore, the lower section 
512 of the first seat 5 is spaced to and not abut against the 
permanent magnet 63, which ensures the first connector 5 and 
the second connector 6 to closely attract each other, ensures 
electric circuit switched and that the inhaling shell 90 and the 
power shell 91 are attracted and connected with each other 
without any gap, and then ensures a good contact between the 
first connector 5 and the second connector 6, thus the electric 
circuits of the inhaling shell 90 and the power shell 91 are 
intercommunicated, as for the appearance, no gap existing 
between the inhaling shell 90 and the power shell 91 makes 
the electronic cigarette more aesthetic. 

[0048] As shown in FIGS. 2 to 4, air in external environ­
ment enters into the power shell 91 from the air inlet port 261 
in the end cover 26 at the bottom of the power shell, passes 
through hollow center of the second terminal post 622 and the 
hollow center of the first terminal post 53 and enters into the 
inhaling shell 90; or, air in external environment enters into 
the inhaling shell 90 from the air inlet 615 in the second 
connector 6 of the power shell 91 and through the annular air 
groove 515 in the first connector 5 of the inhaling shell 90, 
then successively passes through the blowhole in the cup seat 
31 of the tobacco-liquid cup 3, through the hollow duct 35 and 
through the vent hole in the mouth cover 4 and then flows out 
of the inhaling shell 90, which forms a special air passage in 
the electronic cigarette, air in and out of the electronic ciga-
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rette circulates smoothly. Of course, air in external environ­
ment can also arrive in the duct 35 through the inhaling shell 
90 from the vent hole in the mouth cover 4. 
[0049] Some appropriate improvements and modifications 
can be done according to the above embodiments of the 
present invention, for example, the positions of the first con­
nector 5 and the second connector 6 can be interchanged; 
other components are correspondingly adjusted. 
[0050] The above mentioned is only exemplary embodi­
ments of the present invention. It should be noted, for persons 
of ordinary skill in this art field, improvements and modifi­
cations within the spirit of the present invention can be further 
made, and such improvements and modifications should be 
seemed to be included in the claimed scope of the present 
invention. 

1. An electronic cigarette with magnetic connection, com­
prising an inhaling shell and a power shell, wherein, a con­
nection end of the inhaling shell coupled to the power shell is 
set with a first connector, the first connector comprises a first 
seat and a first terminal post respectively used as a first and a 
second electrodes of the first connector, the first seat wholly 
or partly forms a first magnetic-attraction part; a connection 
end of the power shell coupled to the inhaling shell is set with 
a second connector, the second connector comprises a second 
seat and a second terminal post respectively used as a first and 
a second electrodes of the second connector, the second seat 
wholly or partly forms a second magnetic-attraction part 
which can magnetically attracts the first magnetic-attraction 
part; the first magnetic-attraction part and the second mag­
netic-attraction part attracts each other, which makes the first 
seat and the second seat contacted and makes the first terminal 
post and the second terminal post contacted. 

2. The electronic cigarette with magnetic connection of 
claim 1, wherein, the first connector further comprises a first 
insulation sleeve for spacing the first seat and the first termi­
nal post, the first seat is shaped as a cylinder, the first terminal 
post is inserted in center of the first seat via the first insulation 
sleeve; the second connector further comprises a second insu­
lation sleeve for spacing the second seat and the second ter­
minal post, the second seat is shaped as a cylinder, and the 
second terminal post is inserted in center of the second seat 
via the second insulation sleeve. 

3. The electronic cigarette with magnetic connection of 
claim 2, wherein, the second terminal post is inserted in the 
second insulation sleeve, the second insulation sleeve is 
mounted in an insulation base and is inserted in center of the 
second seat via the insulation base, an end of the second 
terminal post within the insulation base is set with a stop 
flange, and the end of the second terminal post within the 
insulation base is inserted in a spring, both ends of the spring 
respectively abut against the stop flange and an inner end wall 
of the insulation base so as to keep the second terminal post 
extending; a lower section of the second terminal post extends 
out of a bottom wall of the second seat, the second terminal 
post defines an air hole axially through its center. 

4. The electronic cigarette with magnetic connection of 
claim 3, wherein, the insulation seat is shaped as a cup, 
comprises a sidewall, a bottom wall and a protruding bar 
longitudinally extending outsides from the bottom wall; the 
sidewall and the bottom wall enclose a first inner cavity for 
accommodating the second terminal post, and the bottom 
wall further defines a first terminal hole for passing the second 
terminal post. 
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5. The electronic cigarette with magnetic connection of 
claim 4, wherein, the second insulation sleeve is shaped as a 
cup, comprises a sidewall and a bottom wall, the sidewall and 
the bottom wall of the second insulation sleeve enclose a 
second inner cavity for accommodating the second terminal 
post. 

6. The electronic cigarette with magnetic connection of 
claim 5, wherein, the second insulation sleeve further com­
prises a flange radially extending outwards from the sidewall 
of the second insulation sleeve, and a guiding part axially 
extending from the bottom wall of the second insulation 
sleeve, the guiding part further defines a second terminal hole 
axially through center of the guiding part and communicating 
with the second inner cavity; the second insulation sleeve is 
mounted with interference fit in an inner wall of the first inner 
cavity of the insulation base via the sidewall of the second 
insulation sleeve, and is axially fixed via the flange abutting 
against an open end of the first inner cavity of the insulation 
base. 

7. The electronic cigarette with magnetic connection of 
claim 2, wherein, the first magnetic absorption part is wholly 
made from conductive magnetic iron or magnetic materials, 
or the first magnetic absorption part is partly made from 
conductive materials; the second magnetic absorption part is 
wholly made from conductive magnetic iron or magnetic 
materials, or the second magnetic absorption part is partly 
made from conductive materials. 

8. The electronic cigarette with magnetic connection of 
claim 2, wherein, the second seat defines an air passage 
therein for receiving the first seat, the second magnetic 
absorption part is a permanent magnet, the permanent magnet 
is fixed in the air passage of the second seat, and one end of the 
first seat is inserted in the second seat and keeps a preset 
distance from the permanent magnet. 

9. The electronic cigarette with magnetic connection of 
claim 8, wherein, the air passage of the second seat is an 
axially-thorough hole, an inner wall of the air passage forms 
a positioning step, the second terminal post is inserted in the 
second seat and abuts against one end of the permanent mag­
net so that the other end of the permanent magnet abuts 
against the positioning step, therefore the permanent magnet 
is fixed in the air passage of the second seat. 

10. The electronic cigarette with magnetic connection of 
claim 9, wherein, the second seat has a shape adapted to an 
inner wall of the connection end of the power shell, has a 
cylindrical structure, fixed with interference fit in the inner 
wall of the connection end of the power shell via its outer 
wall; a fixed flange adapted to the connection end of the power 
shell radially extends outwards from an end wall of the sec­
ond seat, and the fixed flange radially defines a thorough air 
inlet. 

11. The electronic cigarette with magnetic connection of 
claim 8, wherein, the first seat comprises a cylindrical upper 
section and a cylindrical lower section, the upper section is 
used for coupling the connection end of the inhaling shell, the 
lower section is used for coupling the second seat; a position­
ing flange is formed between the upper section and the lower 
section and axially extends outwards for engaging with the 
connection end of the inhaling shell, the positioning flange is 
used to abut against and limit the second seat; the lower 
section forms a snap ring on its inner wall for mounting the 
first terminal post, the first terminal post is fixed in the snap 
ring via the first insulation sleeve, and the first terminal post 
defines an air hole axially through its center. 
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12. The electronic cigarette with magnetic connection of 
claim 11, wherein, the lower section of the first seat defines an 
annular air groove near the positioning flange, and an air inlet 
is defined radially through the annular air groove. 

13. The electronic cigarette with magnetic connection of 
claim 2, wherein, the inhaling shell is set with a tobacco­
liquid cup and an atomizer therein, the power shell is set with 
a storage battery therein; the first electrode and the second 
electrode of the first connector respectively connect with 
positive and negative electrodes of the atomizer; and the first 
electrode and the second electrode of the second connector 
respectively connect with positive and negative electrodes of 
the storage battery. 

* * * * * 
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