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From: Elliot Linzer <elinzer@lsil.com>
Sent: Thursday, November 14, 2002 7:30 PM
To: jvt-experts@mail.imtc.org
Subject: [jvt-experts] Trying to understand H.264 CABAC

I am having some difficulty understanding the meaning of MaxCtxIdx.  An indeed the values for CtxMbTypeI  given in 
tables 9-23 (6) and 9-24 (7) differ.  

Let me first give a quote from the text (9.3.2; page 134): 

For each bin number, a context variable is specified by a conditioning term containing prior decoded 
symbols or parts thereof.  The possible numerical values of a context variable specify the different 
context models associated with a specific bin number.  Typically, there are several possible values or 
context labels for each bin number BinNum. However, in some cases the context variable may simply be 
a constant label, in which case there is only one fixed context model.  
This subclause specifies first a variety of generic types of context variables, so-called context templates, 
for conditional coding of syntax elements. Then, for each bin number of a syntax element, the 
specification of the corresponding context variable is given. For the different bin numbers associated 
with the binarization of a given syntax element or parts thereof, a unique context identifier ContextId is 
chosen such that the context variable associated to bin number k is given by ContextId[k]. Since there is 
always a maximum bin number N with a context variable ContextId[N] that is different from the 
corresponding context variable ContextId[N-1] for the preceding bin number N-1, it is sufficient to 
specify a context identifier for each index k with 1£ k£ N, where MaxCtxIdx = N is called the maximum 
index of the context identifier ContextId. 

I take this to mean that if we have a syntax element with a J-bit biniarization and MaxCtxIdx  <= J, that bins 1 ... 
MaxCtxIdx use different context variables, whereas bins MaxCtxIdx ... J all use the same context variable.  Is that 
correct?  

CtxMbTypeI has J = 7 bins (table 9-20). Now let us look at table 9-24, on the CtxMbTypeI row.  We see that bins 5 and 6 
use the same labels (6 and 7).  But, from table 9-26 we see that the condition term for bin 6 ((b4 != 0)  ? 6 : 7) differs 
form the condition term for bin 7 (7).  So, they have different context variables.  --> MaxCtxIdx = 7, and table 9-23 is in 
error.  Is that correct?  
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