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(57) ABSTRACT 

An apparatus for providing power, the apparatus having a 
housing; a battery module positioned inside of the housing, 
the battery module having: a battery, a battery circuit board 
coupled to the battery and an ignition output port coupled to 
the battery circuit board; a circuit board positioned inside of 
the housing and coupled to the battery module, the circuit 
board having: a charge module, a discharge module, a 
lighting module and a control module coupled to the charge 
module, the discharge module and the lighting module; a 
light source coupled to the circuit board; and wherein the 
apparatus is configured to provide Sufficient power to jump 
start a vehicle. 

25 Claims, 7 Drawing Sheets 
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1. 

MOBILE POWER BANK 

CROSS REFERENCE TO RELATED 
APPLICATION 

This application claims priority of Chinese Patent Appli 
cation No. 201320516513.9, filed on Aug. 23, 2013, the 
entire contents of which are hereby incorporated herein by 
reference. This application claims priority of Chinese Patent 
Application No. 201320516504.X., filed on Aug. 23, 2013, 
the entire contents of which are hereby incorporated herein 
by reference. This application claims priority of Chinese 
Patent Application No. 201330403682.7 filed on Aug. 14, 
2013, the entire contents of which are hereby incorporated 
herein by reference. 

BACKGROUND OF THE INVENTION 

The present invention relates to mobile power technology 
and, more particularly, to a mobile power bank capable of 
charging electronic devices, jump starting an ignition system 
of a vehicle with a weak or dead battery, and operating as a 
flashlight. 
A car needs high, instantaneous Voltage current to achieve 

ignition start, usually provided by a car battery. However, 
when there is insufficient power from the car battery to start 
ignition, the traditional Solution is to wait for a tow truck 
service to assist with jump starting the car battery. Waiting 
for a tow truck to arrive may cause Substantial delay and 
inconvenience. 
To solve this problem, there are traditional mobile jump 

starters that can be used to jump start a car battery by 
connecting cable clamps to the positive and negative posts 
of the car battery to start vehicle ignition. However, these 
traditional portable jump starters only have a single function 
and cannot meet the demand for multi-function mobile 
power. Moreover, often traditional portable jump starters are 
large and inconvenient to carry and store. 

Accordingly, there is a need for an improved jump starter 
that remedies the shortcomings of the prior art and provides 
additional functionality. 

SUMMARY OF THE INVENTION 

The present invention according to an embodiment pro 
vides a mobile power bank, vehicle ignition system jump 
starter, and a flashlight. The mobile power bank is capable 
of jump starting a vehicle by providing power for a vehicle 
ignition and starter motor. 

Accordingly, the present invention according to an 
embodiment is directed to an apparatus for providing power 
comprising: a housing; a battery module positioned inside of 
the housing, the battery module further comprising: a bat 
tery, a battery circuit board coupled to the battery and an 
ignition output port coupled to the battery circuit board. The 
apparatus further comprises a circuit board positioned inside 
of the housing and coupled to the battery module, the circuit 
board further comprising: a charge module; a discharge 
module; a lighting module; and a control module coupled to 
the charge module, the discharge module and the lighting 
module. The apparatus further comprises a light Source 
coupled to the circuit board. The apparatus is configured to 
provide Sufficient power to jump start a vehicle. 

In an embodiment, the ignition output port outputs power 
at a Voltage higher than about 13.6 volts. The ignition output 
port may further comprise a positive and negative barrel 
jack. The battery may comprise a lithium iron phosphate 
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2 
battery cell or a lithium cobalt oxide battery cell. Optionally, 
the battery circuit board is configured to boost battery 
Voltage output to the ignition output board to above about 
13.6 volts. 
The charge module may further comprises a constant 

current and constant Voltage input circuit, an over-charge 
and over-Voltage protection circuit, and a charging module 
power test circuit. Optionally, the discharge module further 
comprises a constant current and constant Voltage output 
circuit, a discharge module over-discharge protection cir 
cuit, and a discharge module power test circuit. The lighting 
module may further comprise a lighting module over-dis 
charge protection circuit and a lighting module power test 
circuit. The battery circuit board may be coupled to the 
circuit board by a ribbon cable. 

In an embodiment, the apparatus further comprises a 
charging port coupled to the charging module, at least one 
Universal Serial Bus interface coupled to the discharge 
module, and a Light Emitting Diode indicator module 
coupled to the circuit board. The Light Emitting Diode 
indicator module is configured to indicate a charge level of 
the battery. Optionally, the charging port, the at least one 
Universal Serial Bus interface, Light Emitting Diode indi 
cator module, and ignition output port are sequentially 
arranged on a side of the housing. The apparatus may further 
comprise two Universal Serial Bus interfaces, wherein the 
ignition output port is positioned adjacent to a first side of 
the charging port, and the two USB (Universal Serial Bus) 
interfaces are positioned adjacent to a second side of the 
charging port and the Light Emitting Diode indicator mod 
ule is positioned in between the two Universal Serial Bus 
interfaces. 

In an embodiment, the circuit board further comprises a 
master control button and the housing further comprises a 
button cap positioned adjacent the master control button 
Such that operation of the button cap causes operation of the 
master control button. Optionally, the apparatus further 
comprises an external charging circuit adapter having a first 
end coupleable to the charging port and a second end 
coupleable to an external power Supply. Optionally, the 
apparatus further comprises a vehicle ignition cable having 
a first end coupleable to the ignition output port and a second 
end coupleable to terminals of a vehicle battery. In an 
embodiment of the present invention, the apparatus is con 
figured to be storable in a clothing pocket, carry bag, glove 
box or trunk of a vehicle. 

In an additional embodiment, the present invention is 
directed to an apparatus for providing power comprising: a 
housing; a battery module positioned inside of the housing, 
the battery module having a battery with a lithium iron 
phosphate battery cell or a lithium cobalt oxide battery cell; 
a battery circuit board coupled to the battery; and an ignition 
output port coupled to the battery circuit board. A circuit 
board is positioned inside of the housing and coupled to the 
battery module, the circuit board further comprising: a 
charge module having a constant current and constant Volt 
age input circuit, an over-charge and over-Voltage protection 
circuit, and a charging module power test circuit; a discharge 
module having a constant current and constant Voltage 
output circuit, a discharge module over-discharge protection 
circuit, and a discharge module power test circuit; a lighting 
module having a lighting module over-discharge protection 
circuit and a lighting module power test circuit; and a control 
module coupled to the charge module, the discharge module 
and the lighting module. The apparatus further comprises: a 
light source coupled to the circuit board; a charging port 
coupled to the charging module; at least one Universal Serial 
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Bus interface coupled to the discharge module; and a Light 
Emitting Diode indicator module coupled to the circuit 
board and configured to indicate a charge level of the 
battery; wherein the apparatus is configured to provide 
Sufficient power to jump start a vehicle at a Voltage higher 
than about 13.6 volts. 

Optionally, the apparatus further comprises an external 
charging circuit adapter having a first end coupleable to the 
charging port and a second end coupleable to an external 
power Supply. Optionally, the apparatus further comprises a 
vehicle ignition cable having a first end coupleable to the 
ignition output port and a second end coupleable to termi 
nals of a vehicle battery. The apparatus may be configured 
to be storable in a clothing pocket. Optionally, the circuit 
board may include a battery voltage protection board and a 
voltage stabilizer board. 
A mobile power bank according to an embodiment of the 

present invention provides mobile power for vehicle ignition 
starting, and also provides mobile power charging for elec 
tronic devices and functions as a flashlight to provide 
multifunctional mobile power needs. In addition, the mobile 
power control circuit board contains a variety of protection 
circuits that can effectively extend battery life and reduce 
battery damage. 

BRIEF DESCRIPTION OF THE DRAWINGS 

The features, aspects and advantages of the present inven 
tion will become better understood with regard to the 
following description, appended claims and accompanying 
figures wherein: 

FIG. 1 is an outside perspective elevation view of a 
mobile power bank according to an embodiment of the 
present invention; 

FIG. 2 is a perspective elevation view of a mobile power 
bank according to FIG. 1 with an upper cover removed; 

FIG. 3 is a schematic circuit diagram of a circuit board 
usable in the mobile power bank of FIG. 1, FIG. 3A is a 
diagram of the battery module: FIG. 3B is a side elevation 
view of a 110V external charging circuit adaptor; and FIG. 
3C is a side elevation view of a 12V DC external charging 
circuit adaptor, 

FIG. 4 is a top view of the mobile power bank of FIG. 1; 
FIG. 5 is a bottom view of the mobile power bank of FIG. 

1; 
FIG. 6 is a right side elevation view of the mobile power 

bank of FIG. 1; 
FIG. 7 is a left side elevation view of the mobile power 

bank of FIG. 1; 
FIG. 8 is a front elevation view of the mobile power bank 

of FIG. 1; and 
FIG. 9 is a rear elevation view of the mobile power bank 

of FIG. 1; 

DETAILED DESCRIPTION OF THE 
PREFERRED EMBODIMENTS 

In the following description of the preferred embodi 
ments, reference is made to the accompanying drawings 
which show by way of illustration specific embodiments in 
which the invention may be practiced. Wherever possible, 
the same reference numbers will be used throughout the 
drawings to refer to the same or like parts. It is to be 
understood that other embodiments may be utilized and 
structural and functional changes may be made without 
departing from the scope of the present invention. 
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4 
A mobile power bank 10 according to an embodiment of 

the present invention is shown in FIGS. 1 to 9. The mobile 
power bank 10 functions as a mobile power bank, vehicle 
battery jump starter, and a flashlight. The mobile power bank 
10 may be used to start a vehicle. If the vehicle battery 
power is low, the mobile power bank 10 can be used to jump 
start the ignition. 
The mobile power bank 10 includes a housing 12, a 

control circuit board 14, and a battery module 16. The 
housing 12 comprises an upper cover 18 and a base cover 20. 
The upper cover 18 is coupled to the base cover 20 to form 
an enclosed, storage space. The control circuit board 14 and 
the battery module 16 may be accommodated and fixed 
inside the storage space. 
The control circuit board 14 is mounted on an inner 

surface of the base cover 20. The base cover 20 has a first 
plate 22 perpendicular to the base cover. An edge of the first 
plate 22 is connected to a second plate 24. The first plate 22 
and the second plate 24 may be connected to each other via 
printed designated lines on the control circuit board 14. Both 
the first plate 22 and the second plate 24 can be further 
mounted to the base cover 20. 
The second plate 24 may be provided with a master 

control button 26 and a flashlight 28. The flashlight 28 and 
the master control button 26 may be positioned on opposite 
surfaces of the second plate 24. Preferably, the flashlight 28 
is placed adjacent to an edge of the base cover 20. In an 
embodiment, the master control button 26 is operable in a 
direction parallel to the second plate 24. The upper cover 18 
is provided with a button cap 30 in the corresponding 
position of the master control button 26. The button cap 30 
may be operated by a user to press the master control button 
26. 
The first plate 22 may be provided with a LED (Light 

Emitting Diode) indicator module 32, a charging port 34. 
and a USB (Universal Serial Bus) output module 36. The 
LED indicator module 32, the charging port 34, and the USB 
output module 36 may be provided in the body of the first 
plate 22, on the same side and near an edge of the base cover 
20. The USB output module 36 may include two USB 
interfaces, a first USB interface 38 and a second USB 
interface 40. 
The first USB interface 38, the LED indicator module 32, 

the second USB interface 40, and the charging port 34 may 
be sequentially arranged. The LED indicator module 32 may 
include a plurality of LEDs. In an embodiment, the LED 
indicator module 32 has five LEDs in the control circuit 
board 14, to indicate the available power and the charging 
status of the battery module 16. 
The charging port 34 may be an AC or DC charging port 

and is connectable to an external charging circuit adaptor for 
charging the battery module 16. The charging port 34 may 
be connected to a 110V AC adaptor or a 12V DC adaptor to 
charge the battery. In an embodiment, the mobile power 
bank of the present invention is provided in a kit with the 
external charging circuit adapter. 
The USB output module 36 is connectable via a USB 

cable to support USB charging of electronic devices where 
the battery module 16 provides power to the electronic 
devices. For example, certain mobile phone products, 
including the iPhone(R) by Apple Computer R, certain elec 
tronic book reader products, such as the KindleR) by Ama 
Zonr, certain tablet computer products, such as the iPadR 
by Apple Computer R, digital cameras, portable gaming 
systems, portable music players, portable global positioning 
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systems (GPS) and wireless headphones may be charged 
using a USB cable connectable to the USB output module 
36. 

In an embodiment, the battery module 16 is provided on 
the surface of the control circuit board 14 and electrically 
connected to the control circuit board 14. In an embodiment, 
the battery module 16 includes battery cells 42, a battery 
circuit board 44, an ignition output port 46, and a connecting 
ribbon cable 48. The battery cell 42 may have a multi-cell 
structure. In an embodiment of the present invention, the 
battery cell 42 has four battery cells. 

In an embodiment of the present invention, the battery cell 
42 is a lithium iron phosphate cell. In an additional embodi 
ment, the battery cell 42 is a lithium cobalt oxide cell. 
Preferably, the output of the ignition output port's voltage is 
higher than about 13.6V. The voltage of the vehicle battery 
is generally less than about 13.6V and the output voltage of 
the ignition output port 46 is higher than 13.6V. The voltage 
differential can effectively prevent Voltage reverse charging 
from the vehicle battery to the device 10 upon vehicle 
ignition start; thereby preventing reverse charging of the 
battery cell 42. Thus, the voltage differential protects the 
battery cell 42 and extends the life of the battery module 16. 
Lithium iron phosphate and lithium cobalt oxide battery 
cells have a large discharge capacity and may provide an 
output voltage higher than about 13.6V. 

In additional embodiments, the battery cell 42 is a nickel 
cadmium (NiCd) or nickel metal Hydride (NiMH) cell. The 
battery cell 42 may be made from other rechargeable mate 
rials that provide sufficient energy density as will be under 
stood by those of skill in the art. The battery circuit board 44 
may be provided with Voltage boosting circuitry to step up 
the output voltage from the battery cell 42 to the ignition 
output port 46 to provide an output voltage higher than about 
13.6V. As discussed above, output voltage higher than about 
13.6V prevents reverse charging of the battery module 16 
and thereby protects the battery cell 42 and extends the life 
of the battery module 16. 
The battery circuit board 44 may be directly electrically 

connected to the battery cell 42. Additionally, the battery cell 
42 may be connected to the control circuit board 14 by a 
ribbon cable 48. The ignition output port 46 may be coupled 
to an edge of the battery circuit board 44, and the ignition 
output port 46 may extend to a right edge of the base cover 
20. The ignition output port 46 may be oriented parallel to 
the LED indicator module 32, the charging port 34 and the 
USB output module 36. The ignition output port 46 uses 
power stored in the battery cell 42 to provide power to start 
a vehicle engine ignition. 
The output of the battery cell 42 is provided to the 

vehicle's ignition via a vehicle ignition cable (not shown) 
coupleable to the ignition output port 46. In an embodiment, 
the vehicle ignition cable has a first end with a connector 
configured to fit into the ignition output port 46 and a second 
end with positive and negative connectors, such as clamps or 
clips, that are connectable to vehicle battery terminals. The 
output port 46 may be a positive and negative barrel Socket. 
In an embodiment, the mobile power bank of the present 
invention is provided in a kit with the vehicle ignition cable. 
Once connected to a vehicle battery, when the user 

attempts to start the vehicle, an electrical current is passed 
from the battery module 16, through the output port 46, 
ignition cable and through the vehicle battery to the elec 
trical system of the vehicle, thereby providing a high Voltage 
current to start the vehicle. Once the vehicle is started, 
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6 
within a short time (such as a minute), the user of the vehicle 
may unplug the vehicle ignition cable from the vehicle 
battery. 

Referring to FIG. 3, the control circuit board 14 may 
include a charging module 52, a discharge module 54, a 
lighting module 56, and a control module 58. The control 
module 58 may have a main control chip, and the control 
module can be connected to the charging module 52, the 
discharge module 54, the lighting module 56, the LED 
indicator module 32 and the master control button 26. 
The charging module 52 is connected to the charging port 

34, which may include a constant current and constant 
Voltage input circuit 60, an over-charge and over-Voltage 
protection circuit 62, and a charging module power test 
circuit 64. The constant current and constant Voltage input 
circuit 60 provides a constant current and constant Voltage to 
charge the battery module 16, extend battery life, and reduce 
battery damage. The overcharge and overvoltage protection 
circuit 62 protects the battery module 16 during power 
charging from the charging port 34 by preventing damage 
from charging current or charging Voltage that is too high. 
The charging module power test circuit 64 detects a state of 
battery charge, such as by detecting an output voltage of the 
battery cell 42 during charging. 
The discharge module 54 is connected to the USB (Uni 

versal Serial Bus) output module 36. In an embodiment, the 
discharge module 54 includes a constant current and con 
stant Voltage output circuit 66, a discharge module over 
discharge protection circuit 68, and a discharge module 
power test circuit 70. The constant current and constant 
voltage output circuit 66 is coupled to the USB output 
module 36, so that the first USB interface 38 and the second 
USB interface 40 maintain a constant charging current and 
constant Voltage. 
The discharge module over-discharge protection circuit 

68 is used when the battery module 16 is supplying energy 
via the USB output module 36. The discharge module 
over-discharge protection circuit 68 prevents damage to the 
battery module and an external device charging via the USB 
output module 36 when the battery module's power output 
is below a predetermined threshold. The discharge module 
power test circuit 70 determines the discharge capacity of 
the battery module 16, such as by for example testing the 
output voltage of the battery cell 42. 
The lighting module 56 is connected to the flashlight 28. 

In an embodiment, the lighting module 56 includes a light 
ing module over-discharge protection circuit 72 and a light 
ing module power test circuit 74. The lighting module 
over-discharge protection circuit 72 limits discharge of the 
battery module 16 to the flashlight 28 when the battery 
power output to the flashlight is below a predetermined 
threshold to protect the battery module and the flashlight. 
The lighting module power test circuit 74 detects the battery 
module's power levels during illumination of the flashlight 
28. 

It should be understood that the charging module 52, the 
discharge module 54, and the lighting module 56, as func 
tional modules referenced above, are divided circuit func 
tions. In other embodiments, the charging module power test 
circuit 64, discharge module power test circuit 70 and the 
lighting module power test circuit 74 may be integrated into 
a single power test circuit. In addition, the discharge module 
over-discharge protection circuit 68 and the lighting module 
over-discharge protection circuit 72 may also be integrated 
into a single over-discharge protection circuit. In an addi 
tional embodiment of the present invention, the control 
module 58 of the control circuit board 14 controls the power 
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instructions of the charging module 52, the discharge mod 
ule 54, the lighting module 56 and the LED indicator module 
32. 
An example operation of the control module 58 in com 

bination with the charging module 52 and the LED indicator 
module 32 will now be described. When the mobile power 
bank 10 is connected to an external power source for 
charging the battery module 16 via the charging port 34 and 
is in a charged State, the power test circuit 64 detects the 
battery capacity of the battery module 16 and activates the 
LED indicator module 32 for a battery charging indicator. 

For example, when the power test circuit 64 detects 
battery voltage of the battery module 16 is lower than about 
10.8V, the control module 58 may control the LED indicator 
module 32 to stop all LEDs from lighting up. When the 
detected battery voltage is greater than about 12.6V, the 
control module 58 may control the LED indicator module 32 
so that one LED is lit and another LED is flashing. When the 
detected battery voltage is greater than about 13V, the 
control module 58 may control the LED indicator module 32 
so that two LED’s are lit and another LED is flashing. 
When the battery voltage is greater than about 13.2V, the 

control module 58 may control the LED indicator module 32 
so that three LEDs are lit and another LED is flashing. 
When the battery voltage is greater than about 13.3V, the 
control module 58 may control the LED indicator module 32 
so that four LED’s are lit and another LED is flashing. When 
the battery voltage is equal to or greater than about 13.4V, 
the control module 58 may control the LED indicator 
module 32 so that all five LED are lit. As will be understood 
by one of skill in the art, the number of LEDs controlled by 
the LED module 32 and battery charge indications may be 
varied. 
An example operation of the control module 58 in com 

bination with the discharge module 54 and the LED indi 
cator module 32 will now be described. When the control 
module 58 detects that the master control button 26 has been 
operated, the control module detects the amount of output 
power load. If there is no power load detected (if the power 
load current is less than about 30 mA to about 40 mA, then 
no power load is considered to be connected), then the 
control module can control the LED indicator module 32 to 
not light up, indicating there is no power being output. 

If the discharge module power test circuit 70 indicates 
there is no power load when the battery voltage of the 
battery module 16 is lower than about 10.8V, then the 
control module 58 may control the LED module 32 so that 
one LED is flashing; when the detected battery voltage is 
greater than about 12.6V, the control module can control the 
LED module so that one LED is lit; when the detected 
battery voltage is greater than about 13V, the control module 
may control the LED module so that two LEDs are lit; when 
the detected battery voltage is greater than about 13.2V, the 
control module may control the LED module so that three 
LEDs are lit; when the detected battery voltage is greater 
than about 13.3V, the control module may control the LED 
module so that four LEDs are lit; when the detected battery 
Voltage is equal to or greater than about 13.4V, the control 
module can control the LED module so that all five LED's 
are lit. 

If the master control button 26 is activated, and the control 
module 58 detects that the a power load is connected (for 
example, if a greater than 50 A power load current is 
detected, then a power load is considered to be connected), 
then the control module 58 may turn on the discharge 
module power test circuit 70 and the LED indicator module 
32 to activate the discharged battery indicator. Specifically, 
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8 
when the detected voltage of the battery module 16 is equal 
to or lower than about 10.8V, the control module 58 may 
control the LED module 32 so that one LED is flashing: 
when the detected battery voltage is greater than about 
12.6V, the control module can control the LED module 32 
so that one LED is lit; when the detected battery voltage is 
greater than about 13V, the control module may control the 
LED module 32 so that two LED’s are lit; when the detected 
battery voltage is greater than about 13.2V, the control 
module can control the LED module 32 so that three LED's 
are lit; when the detected battery voltage is greater than 
about 13.3V, the control module may control the LED 
module 32 so that four LEDs are lit; when the detected 
battery voltage is equal to or greater than about 13.4V, the 
control module can control the LED module 32 so that all 
five LEDs are lit. 
As will be understood by one of skill in the art, the power 

bank system 10 may have a plurality of LED indicator 
modules. For example, there may be a first LED indicator 
module for indicating battery charge level and a second LED 
indicator module for indicating power output level. The 
plurality of LED indicator modules may be controlled by the 
control module 58 or by separate modules, such as the power 
charging module 52 and the discharge module 54. 

In addition, when the control module 58 detects that there 
is no power load connected, it can at a preset time (e.g. 10 
seconds) turn off the control Voltage output and enter a 
power-down mode. If the control module 58 detects that 
there is a power load connected, the control module will turn 
on the Voltage output control circuit 66 to send out continu 
ous voltage output. If the voltage current of the battery 
module 16 is lower than about 10.8V, then the control 
module 58 may turn off the output voltage. 
When the control module 58 detects that the master 

control button 26 is activated for an extended period of time, 
Such as about 2 seconds, the control module can turn on the 
lighting module 56 to illuminate the flashlight 28. After 
turning on the flashlight 28, if the control module 58 detects 
that the master control button 26 is activated, it may control 
the flashlight in multiple illumination modes. Such as a 
constant light mode, flashing strobe light mode, and flashing 
S.O.S. (three sequential short flashes, followed by three 
sequential long flashes, followed again by three sequential 
short flashes) signal light mode. If, after flashlight activa 
tion, the master control button 26 is pressed for an extended 
period of time, such as about 2 seconds, the control module 
58 may control the lighting module 56 to turn off the 
flashlight 28. 

In an embodiment, sidewalls of the upper cover 18 have 
openings adjacent to the flashlight 28, the charging port 34. 
the USB interfaces 38, 40, the LED indicator module 32, and 
the ignition output port 46. The openings allow the flashlight 
28 and LED indication lights of the LED indicator module 
32 to emit light outside of the housing 12 and allow external 
devices and adaptors access to the charging port 34, the USB 
interfaces 38, 40 and the ignition output port 46. 
The present invention provides a mobile power bank 10 

that is not only capable of providing enough power to start 
a vehicle ignition, but also charges electronic devices and 
provides a flashlight function, So it can meet multifunctional 
mobile power needs. The mobile power bank’s mobile 
control circuit board 14 with a variety of protection circuits, 
Such as over-discharge protection circuit, overcharge and 
overvoltage protection circuits, a constant current and con 
stant Voltage input circuits, a constant current and constant 
voltage output circuits, can effectively extend battery life 
and reduce battery damage. 
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Importantly, the mobile power bank system 10 of the 
present invention is portable enough to be easily carried by 
a user. In an embodiment of the present invention, the 
mobile power bank system 10 is small enough to be carried 
in a pocket by a user. Alternatively, the mobile power bank 
system 10 may be configured for placement in a vehicle 
glovebox or vehicle door compartment for easy storage and 
access by a user in case of emergency. 

There is disclosed in the above description and the 
drawings, a medical camera system which fully and effec 
tively overcomes the disadvantages associated with the prior 
art. However, it will be apparent that variations and modi 
fications of the disclosed embodiments may be made with 
out departing from the principles of the invention. The 
presentation of the preferred embodiments herein is offered 
by way of example only and not limitation, with a true scope 
and spirit of the invention being indicated by the following 
claims. 
Any element in a claim that does not explicitly state 

“means' for performing a specified function or “step’ for 
performing a specified function, should not be interpreted as 
a “means” or “step’ clause as specified in 35 U.S.C. S 112. 
What is claimed is: 
1. A portable apparatus, easily carried by a user, for 

providing power comprising: 
a housing: 
a battery module positioned inside of the housing, the 

battery module further comprising: 
a battery; 
a battery circuit board coupled to the battery; and 
an ignition output port coupled to the battery circuit 

board; 
a circuit board positioned inside of the housing and 

coupled to the battery module, the circuit board com 
prising: 

a charge module; 
a discharge module: 
a lighting module; and 
a control module coupled to the charge module, the 

discharge module and the lighting module: 
a light Source coupled to the circuit board; 
a charging port coupled to the charge module; 
at least one Universal Serial Bus interface coupled to the 

discharge module; 
a Light Emitting Diode indicator module coupled to the 

circuit board; and 
wherein the apparatus is configured to provide Sufficient 
power to jump start a vehicle. 

2. The apparatus of claim 1 wherein the battery module 
outputs power through the ignition output port at a voltage 
higher than 10.8 volts to 13.6 volts. 

3. The apparatus of claim 2 wherein the ignition output 
port further comprises a positive and negative barrel jack, 
which connect to the vehicle ignition jumper cable. 

4. The apparatus of claim 3 wherein the battery further 
comprises at least one of the group consisting of a lithium 
iron phosphate battery cell and a lithium cobalt oxide battery 
cell. 

5. The apparatus of claim 4 wherein the battery circuit 
board is configured to boost battery voltage output to the 
ignition output port to higher than 10.8 volts to 13.6 volts. 

6. The apparatus of claim 1 wherein the charge module 
further comprises a constant current and constant Voltage 
input circuit, an over-charge and over-Voltage protection 
circuit, and charging module power test circuit. 

7. The apparatus of claim 1 wherein the discharge module 
further comprises a constant current and constant Voltage 
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output circuit, a discharge module over-discharge protection 
circuit, and a discharge module power test circuit. 

8. The apparatus of claim 1 wherein the lighting module 
further comprises a lighting module over-discharge protec 
tion circuit and a lighting module power test circuit. 

9. The apparatus of claim 1 wherein the battery circuit 
board is coupled to the circuit board by a ribbon cable. 

10. The apparatus of claim 1 wherein the Light Emitting 
Diode indicator module is configured to indicate a charge 
level of the battery module. 

11. The apparatus of claim 1 wherein the charging port, 
the at least one Universal Serial Bus interface, Light Emit 
ting Diode indicator module, and ignition output port are 
sequentially arranged on a side of the housing. 

12. The apparatus of claim 11, further comprising two 
Universal Serial Bus interfaces, wherein the ignition output 
port is positioned adjacent to a first side of the charging port, 
and the two USB (Universal Serial Bus) interfaces are 
positioned adjacent to a second side of the charging port and 
the Light Emitting Diode indicator module is positioned in 
between the two Universal Serial Bus interfaces. 

13. The apparatus of claim 12 wherein the circuit board 
further comprises a master control button and the housing 
further comprises a button cap positioned adjacent the 
master control button Such that operation of the button cap 
causes operation of the master control button. 

14. The apparatus of claim 1 further comprising an 
external charging circuit adapter having a first end couple 
able to the charging port and a second end coupleable to an 
external power Supply. 

15. The apparatus of claim 1 further comprising a vehicle 
ignition cable having a first end coupleable to the ignition 
output port and a second end coupleable to terminals of a 
vehicle battery. 

16. The apparatus of claim 1 wherein the apparatus is 
configured to be storable in a clothing pocket. 

17. A portable apparatus, easily carried by a user, for 
providing power comprising: 

a housing containing therein the following: 
a battery module positioned inside of the housing, the 

battery module comprising: 
a battery comprising one of the group consisting of a 

lithium ironphosphate battery cell and a lithium cobalt 
oxide battery cell; 

a battery circuit board coupled to the battery; and 
an ignition output port coupled to the battery circuit 

board; 
a circuit board positioned inside of the housing coupled to 

the battery module, the circuit board comprising: 
a charge module having a constant current and constant 

Voltage input circuit; an over-charge and over-Voltage 
protection circuit; and a charging module power test 
circuit; 

a discharge module having a constant current and constant 
Voltage output circuit; 

a discharge module over-discharge protection circuit; and 
a discharge module power test circuit; 

a lighting module having a lighting module over-dis 
charge protection circuit; and a lighting module power 
test circuit; 

a control module coupled to the charge module, the 
discharge module and the lighting module; 

a light source coupled to the circuit board; 
a charging port coupled to the charging module; 
at least one Universal Serial Bus interface coupled to the 

discharge module; and 
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a Light Emitting Diode indicator module coupled to the 
circuit board and configured to indicate a charge level 
of the battery; 

wherein the apparatus is configured to provide Sufficient 
power to jump start a vehicle at a Voltage range of 10.8 
volts to 13.6 volts. 

18. The apparatus of claim 17 further comprising an 
external charging circuit adapter having a first end couple 
able to the charging port and a second end coupleable to an 
external power Supply. 

19. The apparatus of claim 17 further comprising a 
vehicle ignition cable having a first end coupleable to the 
ignition output port and a second end coupleable to termi 
nals of a vehicle battery. 

20. The apparatus of claim 17 wherein the apparatus is 
configured to be storable in a clothing pocket. 

21. A mobile power bank comprising a housing, a control 
circuit board, and a battery module; 

the housing comprising an upper cover and a base cover, 
the upper cover coupled to the base cover to form an 
enclosed storage space; 

the control circuit and the battery module fixed inside the 
Storage Space; 

the base cover having a first plate perpendicular to the 
base cover, an edge of the first plate connected to a 
second plate, both plates mounted to the base cover; 
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a master control button and a flashlight positioned on the 

second plate; 
the flashlight placed adjacent an edge of the base cover, 
the master control button placed in a direction parallel to 

the second plate; 
the upper cover having a button cap which is operated to 

press the master control button; 
the first plate having an LED indicator module, a charging 

port and a USB output module, all located in the body 
of the first plate, on the same side, near an edge of the 
base cover, the USB output module having one or more 
USB interfaces. 

22. The mobile power bank of claim 21 in which there are 
two USB interfaces, the first USB interface, the LED 
indicator module, the second USB interface and the charging 
port which are sequentially arranged. 

23. The mobile power bank of claim 22 in which the 
charging port is connectable to an external charging circuit 
adaptor to charge the battery module. 

24. The mobile power bank of claim 21 in which the entire 
mobile power bank is located in a kit along with external 
charging adapters and jumper cables. 

25. The mobile power bank of claim 24 in which the 
charging adaptors comprise a 110V AC adaptor and a 12V 
DC adaptor to charge the battery module and one or more 
USB cables to charge external electronic devices. 

k k k k k 
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