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I, Rick Stanfield, hereby declare: 

1. I am Chief Technical Officer of The NOCO Company, Inc. and a

named inventor on CD8Dla I(G( EObS\b C]( 3&**1&*+/ $bVS il*+/ EObS\bj%.  I have 

personal knowledge of the facts stated herein and could and would competently 

testify thereto if called as a witness. 

2. I am the primary electronic designer of CD8Dla Boost jump starter

$]`WUW\OZZg P`O\RSR Oa i<S\Wca 7]]abj%, eVWQV ^`OQbWQSa bVS l*+/ EObS\b. The 

overall design of the Boost jump starter was developed by my named co-inventors 

]\ bVS k*+/ ^ObS\b O\R [S. 

3. Prior to my employment with NOCO, I worked for 15 years with

divisions of General Motors engineering tools to assist in vehicle computer 

development.  These tools had a direct link to the vehicle battery and had to be 

robust for reverse battery connections, two battery jumpstarts and inductive voltage 

spikes that occur during these jumpstarts.  In addition, I founded and operated a 

company that produced marine battery chargers. 

4. Design work on the Boost jump starter began in 2013.  One of the

important tasks in developing and designing an electronic device such as a jump 

starter is to determine what components, features and functions are to be included. 
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5. While in theory having advanced features can be beneficial, there are

several practical reasons why good engineering considerations call for balancing 

the benefit of advanced features against other considerations.  These include: space 

limitations; cost; and the practical likelihood that new features may be more likely 

to have problems than those ordinarily used in similar circumstances; that is, new 

features could create stability problems, which in turn can be costly and time-

consuming to remedy while presenting a risk that consumers would reject the 

product. 

6. In our initial design work for Boost, we included a barrel-type

connector for an input to connect a conventional  AC/DC charger (that plugs into a 

wall outlet) with which to charge the internal battery, consistent with my 

experience in designing similar products as previously referenced.  At the time of 

our development work, the barrel connector style input was commonly used (as it 

still is) for charging inputs for batteries like the lithium ion batteries used in the 

Boost jump starter.  The barrel connector design was well-known and comes in 

many different varieties to accommodate different design needs, such as different 

potential voltages needed to recharge a particular deviQSla PObbS`g(

7. In the course of reviewing the proposed design of Boost jump starter,

Jonathan Nook, my co-inventor and President/Chief Visionary Officer of NOCO, 
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urged that we use a USB charging input rather than the well-known barrel 

connector.   

8. I was opposed to incorporating a USB charging input into the Boost

jump starter, for several reasons: 

� We had already designed an internal charging input using the commonly 

used barrel connector design, as previously noted.   

� Incorporating a USB charging input would be complicated to design and 

build, as it required us to develop and incorporate DC-DC converter 

circuitry to step up the 5V potential from standard USB chargers to the 

12.4V required to charge the Boost jump starterla PObbS`y. Moreover, that 

circuitry would have to be redesigned to work with the higher voltage 

batteries we planned to incorporate in additional jump starter models; we 

would not have needed to do this if we used the barrel connector design.   

� Adding that component and circuitry would take time, add cost, and 

complexity. 

� The use of a DC-DC converter required to step up the 5V USB input voltage 

to the 12.4V lithium battery voltage results in a corresponding current drop 

such that charging the jump starter with the USB input would be 4 to 8 times 

slower than using a barrel connector, which I felt would be a significant 

negative in the eyes of consumers.  Since that time, particularly with the 
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advent of USB-c, that problem has been largely resolved such that now our 

O\R ]c` Q][^SbWb]`al Xc[^ abO`bS`a VOdW\U O IG7-c connector can recharge 

within approximately one to three hours. 

� The significant design work described above would have been avoided had 

we used the barrel connector design instead.  Rather, given the large variety 

of barrel connector designs available on the market, we could have selected 

different varieties of such connectors for our various initial models, as well 

as future models in i^ZcU O\R ^ZOgj TOaVW]\ eWbV ZWbbZS WT O\g Oaa]QWObSR

engineering work. 

9. Based on the above, I concluded that incorporating a USB charging

input would be detrimental to the Boost jump starter.  Despite my concerns and 

conclusions described above, Mr. Nook felt that a USB charging input would be a 

highly desirable feature of a lithium ion battery jump starter and, accordingly, 

insisted that we incorporate one into the design of the Boost jump starter.  In other 

words, Mr. Nook had the foresight to realize that the consumer benefit of providing 

a USB charging input to a lithium ion vehicle jump starter outweighed several 

sound engineering and other reasons that counseled against doing so. 

10. In 2007, the USB Implementers Forum, Inc. $iIG7 >[^ZS[S\bS`aj%&

the organization that created the USB technologies, published a USB engineering 

guidance document named the IG7 8VO`UW\U G^SQWTWQObW]\ $iIG7
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G^SQWTWQObW]\j%.1 Among other things, the USB Specification sets forth design 

considerations pertaining to charging inputs employing USB for Portable Devices.  

The USB Specification suggests that bVS bS`[ iE]`bOPZS 9SdWQSj refers to low 

voltage devices such as cell phones (see, e.g., p. 48). Similarly, Wikipedia equates 

iE]`bOPZS 9SdWQSj $aSS https://en.wikipedia.org/wiki/Portable) with Mobile Device, 

which it defines as a handheld computer such as a smartphone or tablet. Using 

USB inputs to charge Portable Devices made sense in 2007 when the USB 

Specification was promulgated, and in 2013-14 when we were designing Boost 

jump starter, because USB was suitable as a conduit for charging such light 

electronics that used 3.2 to 3.7 Volt lithium ion batteries.  This is because, as noted 

above, there was no need to design and incorporate the circuitry required to step up 

the input voltage of 5V to be able to charge a 12V lithium ion battery. Indeed, I 

was aware at the time that USB was being used as a conduit for charging inputs for 

low power batteries, but not for applications similar to that which we incorporated 

into the Boost jump starter.  To this day, I have no evidence that, before the 

^`W]`Wbg RObS ]T bVS k*+/ ^ObS\b& IG7 eOa PSW\U caSR Oa O Q]\RcWb T]` QVO`UW\U

inputs to batteries like those used in Boost jump starter. 

1 A copy of Revision 1.2 of the Specification as of March 15, 2012, the last 
`SdWaW]\ PST]`S bVS ?cZg -& ,*+. ^`W]`Wbg RObS ]T bVS k*+/ EOtent is attached as 
Exhibit A. 
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Copyright © 2012, USB Implementers Forum, Inc. 
All rights reserved. 

A LICENSE IS HEREBY GRANTED TO REPRODUCE THIS SPECIFICATION FOR 
INTERNAL USE ONLY.  NO OTHER LICENSE, EXPRESS OR IMPLIED, BY ESTOPPEL OR 
OTHERWISE, IS GRANTED OR INTENDED HEREBY. 

USB-IF AND THE AUTHORS OF THIS SPECIFICATION EXPRESSLY DISCLAIM ALL 
LIABILITY FOR INFRINGEMENT OF INTELLECTUAL PROPERTY RIGHTS, RELATING 
TO IMPLEMENTATION OF INFORMATION IN THIS SPECIFICATION.  USB-IF AND THE 
AUTHORS OF THIS SPECIFICATION ALSO DO NOT WARRANT OR REPRESENT THAT 
SUCH IMPLEMENTATION(S) WILL NOT INFRINGE THE INTELLECTUAL PROPERTY 
RIGHTS OF OTHERS.

THIS SPECIFICATION IS PROVIDED "AS IS” AND WITH NO WARRANTIES, EXPRESS OR 
IMPLIED, STATUTORY OR OTHERWISE.  ALL WARRANTIES ARE EXPRESSLY 
DISCLAIMED.  NO WARRANTY OF MERCHANTABILITY, NO WARRANTY OF NON-
INFRINGEMENT, NO WARRANTY OF FITNESS FOR ANY PARTICULAR PURPOSE, AND 
NO WARRANTY ARISING OUT OF ANY PROPOSAL, SPECIFICATION, OR SAMPLE. 

IN NO EVENT WILL USB-IF OR USB-IF MEMBERS BE LIABLE TO ANOTHER FOR THE 
COST OF PROCURING SUBSTITUTE GOODS OR SERVICES, LOST PROFITS, LOSS OF 
USE, LOSS OF DATA OR ANY INCIDENTAL, CONSEQUENTIAL, INDIRECT, OR SPECIAL 
DAMAGES, WHETHER UNDER CONTRACT, TORT, WARRANTY, OR OTHERWISE, 
ARISING IN ANY WAY OUT OF THE USE OF THIS SPECIFICATION, WHETHER OR NOT 
SUCH PARTY HAD ADVANCE NOTICE OF THE POSSIBILITY OF SUCH DAMAGES.  
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Revision History

Revision Date Author Description 
BC1.0 Mar 8, 2007 Terry Remple First release 

BC1.1 April 15, 2009 Terry Remple Major updates to all sections.  Added Data Contact 
Detect protocol, and Accessory Charger Adapter. 

BC1.2 Oct 5, 2010 Terry Remple 
Adam Burns 

Following items indicate changes from BC1.1 to 
BC1.2.  References below to Section, Figures and 
Tables refer to BC1.2, unless BC1.1 is specifically 
indicated. 

1. Allow DCPs to output more than 1.5A.  Allows
Portable Devices (PDs) with switch mode chargers to
draw more power.  Section 4.4.1.

2. Increase minimum CDP current to 1.5A.  Without
change, PDs had to draw less than 500mA, to avoid
CDP shutdown.  Table 5-2.

3. Indicate that ICDP max and IDCP max limits of 5A
come from USB 2.0, and are safety limits. Table 5-2
note 1.

4. Allow PDs to draw up to 1.5A during HS chirp and
traffic.  Remove previous limits of 560mA and 900mA
which was based on HS common mode ranges.
Section 3.5.

5. Require CDPs to support 1.5A during HS chirp and
traffic.  Affects CDP common mode range.
Section 3.5.

6. Reduce maximum PD current from 1.8A to 1.5A, to
avoid shutdown when attached to CDP.  Table 5-2.

7. Rename Docking Station to ACA-Dock, to avoid
confusion with other types of Docking Stations.

8. Require ACA-Dock to differentiate itself from an
ACA, by enabling VDM_SRC during no activity.
Section 3.2.4.4.

9. Allow CDP to leave VDM_SRC enabled while
peripheral not connected.  Section 3.2.4.2.

10. Remove ICHG_SHTDWN.  This was a recommended
max output current for Charging Ports with VBUS
grounded.  BC1.1 Section 4.1.

11. Require VDP_SRC to not pull D+ below 2.2V when
D+ is being pulled to VDP_UP through RDP_UP.
Require VDM_SRC to not pull D- below 2.2V when D- is
being pulled high.  Required for ACA-Dock support.
Table 5-1 notes 1 and 2.
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12. Make DCD current source optional for PDs.
Section 3.2.3.

13. Make DCD timeout required for PDs.  Section
3.2.3.

14. Make Secondary Detection optional for PDs.
Section 4.6.2.

15. Make Good Battery Algorithm required behavior
for PDs.  Section 3.2.4.

16. Remove resistive detection.  BC1.1 Section 3.9.

17. Change PD Required Operating Range to include
4.5V at 500mA.  Figure 4-3.

18. Allow any downstream port to act as a DCP.
Section 4.1.3.

19. Require PDs to enable VDP_SRC or RDP_PU when
charging from a DCP.  Section 3.3.2.

20. Allow chargers to renegotiate current with PD by
dropping and reasserting VBUS.  Section 4.1.3.

21. Require PDs to discharge their own VBUS input
after VBUS drops to support charger port
renegotiation request. Section 4.6.3.

22. Allow PDs to disconnect and repeat Charger
Detection multiple times while attached, with specified
timing.  Section 4.6.3.

23. Reduce DCP input impedance between D+, D- to
VBUS and ground '+*) $&. ,* %##(." Section 4.4.3.

24. Require CDPs to recover after over-current
condition.  Section 4.2.2.

25. Allow greater DCP undershoot for large load
current steps, to enable low quiescent current
chargers required by Europe.  Section 4.4.2.

26. Define ACAs and ACA-Docks as types of
Charging Ports.  Section 1.4.5.

27. Use session valid voltage range defined in EH
and OTG Supplement rev 2.0.  Section 3.2.2.

28. Only devices that can operate stand-alone from
internal battery power are allowed to use the Dead
Battery Provision.  Section 2.2.

29. Allow compound PDs to draw ISUSP plus an
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additional ISUSP for each downstream port. 
Section 2.1. 

30. Remove requirement for vendors to provide
typical and maximum connect time for products
having a Dead or Weak Battery for compliance
testing.  Section 2.

31. Remove references to no battery from Dead
Battery Provision.  Section 2.

32. Require PD using Dead Battery Provision to
enable VDP_SRC from TDBP_ATT_VDPSRC after attach to
TDBP_VDPSRC_CON before connect.  Section 2.2.

33. Added DBP – Configured Clause, which allows
PD with Dead Battery to draw ICFG_MAX for
TDBP_FUL_FNCTN without having to pass USBCV.
Section 2.3. 

34. Note constraints when trying to charge from an
OTG A-device. Section 1.6.

35. Change IDP_SINK and IDM_SINK range from
50-150uA to 25-175uA to ease PHY design. Table 5-2
note 1.

36. Allow USB 3.0 devices to implement BC charger
detection protocols, and to use USB 3.0 ranges for
IUNIT and ICFG_MAX.  Section 1.7.

37. Rename previous ACA to Micro ACA, and define
the Standard ACA.  Section 6.

38. Add caps to OTG and Accessory Ports on ACA to
support Attach Detection Protocol (ADP).  Figure 6-3.

39. Change ACA ID resistance tolerances from 5% to
1% to ease PHY design.  Table 5-3.

40. Remove requirements on ACA switching
time(TACA_ID_VBUS) to ease ACA design.  BC1.1
Section 6.5.

41. Add state diagram for PDs attached to ACA.
Section 6.2.7.

42. Require PDs to limit current from ACA such that
VBUS remains above VACA_OPR.  Section 6.2.2.

43. Change minimum ACA operating voltage
(VACA_OPR) from 3.0V to 4.1V.  Table 5-1.

44. Remove requirement that ACA VBUS resistances
(RACA_CHG_DIS) be greater than 10k when
VBUS_CHG is greater than 6.5V.  PDs are
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responsible for protecting themselves against higher 
voltages on VBUS.  BC1.1 Section 6.7. 

45. Require ACAs to continue providing power to OTG
device from Charging Port, even if ground offsets or
USB reset cause D- to go below VDAT_REF.
Section 6.2.6.

46. Change charger shutdown recovery time
(TSHTDWN_REC) from 2 seconds to 2 minutes. Table
5-5.

47. Indicate that ACA-Dock is required to pull D+ to
VDP_UP with RDP_UP when VBUS is asserted.
Section 3.2.4.4.

48. Remove statements regarding devices with
multiple receptacles.  Covered in Multiple Receptacle
white paper at  http://www.usb.org/developers/docs/.

49. Improve readability by adding and updating
drawings, re-structuring sections, and clarifying text.

BC1.2 
plus errata 

Oct 12, 2011 Pat Crowe Includes errata changes from Oct 12, 2011 

BC1.2 
plus further 
errata 

Mar 15, 2012 Pat Crowe Includes errata changes from Mar 15, 2012: 
1. Corrections to Micro ACA specification.
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ACA Accessory Charger Adapter 
CDP Charging Downstream Port 
DBP Dead Battery Provision 
DCD Data Contact Detect 
DCP Dedicated Charging Port 
FS Full Speed 
HS High-Speed 
LS Low-Speed 
OTG On-The-Go 
PC Personal Computer 
PD Portable Device 
PHY Physical Layer Interface for High-Speed USB 
PS2 Personal System 2 
SDP Standard Downstream Port 
SRP Session Request Protocol 
TPL Targeted Peripheral List 
USB Universal Serial Bus 
USBCV USB Command Verifier 
USB-IF USB Implementers Forum 
VBUS Voltage line of the USB interface 
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1. Introduction

1.1 Scope 

The Battery Charging Working Group is chartered with creating specifications that define limits as well as 
detection, control and reporting mechanisms to permit devices to draw current in excess of the USB 2.0 
specification for charging and/or powering up from dedicated chargers, hosts, hubs and charging 
downstream ports.  These mechanisms are backward compatible with USB 2.0 compliant hosts and 
peripherals.  

1.2 Background 

The USB ports on personal computers are convenient places for Portable Devices (PDs) to draw current for 
charging their batteries.  This convenience has led to the creation of USB Chargers that simply expose a 
USB standard-A receptacle.  This allows PDs to use the same USB cable to charge from either a PC or from 
a USB Charger. 

If a PD is attached to a USB host or hub, then the USB 2.0 specification requires that after connecting, a PD 
must draw less than: 

� 2.5 mA average if the bus is suspended 
� 100 mA if bus is not suspended and not configured 
� 500 mA if bus is not suspended and configured for 500 mA 

If a PD is attached to a Charging Port, (i.e. CDP, DCP, ACA-Dock or ACA), then it is allowed to draw 
IDEV_CHG without having to be configured or follow the rules of suspend. 

In order for a PD to determine how much current it is allowed to draw from an upstream USB port, there 
need to be mechanisms that allow the PD to distinguish between a Standard Downstream Port and a 
Charging Port.  This specification defines just such mechanisms.  

Since PDs can be attached to USB chargers from various manufacturers, it is important that all provide an 
acceptable user experience.  This specification defines the requirements for a compliant USB charger, which 
is referred to in this spec as a USB Charger. 

If a PD has a Dead or Weak Battery, then the Connect Timing Engineering Change Notice (ECN) issued by 
the USB-IF on the USB 2.0 spec allows that device to draw up to IUNIT while attached but not connected.  
The conditions associated with this ECN are contained in Section 2 of this specification, and are referred to 
as the Dead Battery Provision (DBP). 

1.3 Reference Documents 

The following specifications contain information relevant to the Battery Charging Specification. 

� OTG and Embedded Host Supplement, Revision 2.0 
� USB 2.0 Specification 
� USB 3.0 Specification 
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1.4 Definitions of Terms 

This section contains definitions for some of the terms used in this specification. 

1.4.1 Accessory Charger Adaptor 

An Accessory Charger Adaptor (ACA) is an adaptor which allows a single USB port to be attached to both a 
charger and another device at the same time.  

The following terminology is used when referring to an ACA: 

� ACA-A An ACA with ID resistance of RID_A

� ACA-B An ACA with ID resistance of RID_B

� ACA-C An ACA with ID resistance of RID_C

See Section 6 for details on an ACA. 

1.4.2 ACA-Dock 

An ACA-Dock is a docking station that has one upstream port, and zero or more downstream ports. The 
upstream port can be attached to a PD, and is capable of sourcing ICDP to the PD.  An ACA-Dock signals it 
is an ACA-Dock to the PD by enabling VDM_SRC during USB idle, and by pulling ID to ground through a 
resistance of RID_A.  See Section 3.2.4.4 for more details. 

1.4.3 Attach versus Connect 

This specification makes a distinction between the words “attach” and “connect”.  A downstream device is 
considered to be attached to an upstream port when there is a physical cable between the two. 

A downstream device is considered to be connected to an upstream port when it is attached to the upstream 
port, and when the downstream device has pulled either the D+ or D- data line high through a 1.5 (.

resistor, in order to enter Low-Speed, Full-Speed or High-Speed signaling. 

1.4.4 Charging Downstream Port 

A Charging Downstream Port (CDP) is a downstream port on a device that complies with the USB 2.0 
definition of a host or a hub, except that it shall support the Charging Downstream Port features specified 
herein. 

A CDP shall output a voltage of VDM_SRC on its D- line when it senses a voltage greater than VDAT_REF but 
less than VLGC on its D+ line when not connected to a peripheral.  A CDP shall not output a voltage of 
VDM_SRC on its D- line from the time that the peripheral is connected, to the time that the peripheral is 
disconnected. 

1.4.5 Charging Port 

A Charging Port is a DCP, CDP, ACA-Dock or ACA. 

1.4.6 Dead Battery Threshold 

The Dead Battery Threshold is defined as the maximum charge level of a battery such that below this 
threshold, a device is assured of not being able to power up successfully. 

A Dead Battery is defined as one that is below the Dead Battery Threshold. 
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1.4.7 Dedicated Charging Port 

A Dedicated Charging Port (DCP) is a downstream port on a device that outputs power through a USB 
connector, but is not capable of enumerating a downstream device.  A DCP shall source IDCP at an average 
voltage of VCHG. 

A DCP shall short the D+ line to the D- line. 

1.4.8 Downstream Port 

In this specification, a Downstream Port refers to either a Standard Downstream Port or a Charging 
Downstream Port. 

1.4.9 Micro ACA 

A Micro ACA is an ACA with a Micro-AB receptacle on the Accessory Port. 

1.4.10 Portable Device 

A PD as used in this specification is a device which is compliant with this specification and the USB 2.0 
specification, and can draw charging current from USB.  

1.4.11 Rated Current 

The Rated Current of a Charging Port is the amount of current that a Charging Port can output and still 
maintain a VBUS voltage of VCHG.  The Rated Current of a DCP is required to be within IDCP, and the rated 
current of a CDP or ACA-Dock is required to be within ICDP. 

1.4.12 Standard ACA 

A Standard ACA is an ACA with a Standard-A receptacle on the Accessory Port. 

1.4.13 Standard Downstream Port 

In this specification, a Standard Downstream Port (SDP) refers to a downstream port on a device that 
complies with the USB 2.0 definition of a host or hub.  An SDP expects a downstream device with a good 
battery to draw less than 2.5 mA average when unconnected or suspended, up to 100 mA maximum when 
connected and not configured and not suspended, and up to 500 mA maximum if so configured and not 
suspended.  A downstream device can be enumerated when it is connected to an SDP. 

An SDP pulls the D+ and D- lines to ground through two 15 k. (typical) resistors. 

An SDP may have the ability to sense when a PD is driving the D+ line to VDP_SRC, and then manage its 
power states accordingly.  PDs are required to drive D+ to VDP_SRC whenever they draw more than ISUSP

while attached but not connected, as described in the Dead Battery Provision. 

1.4.14 USB Charger 

A USB Charger is a device with a DCP, such as a wall adapter or car power adapter. 

1.4.15 Weak Battery Threshold 

The Weak Battery Threshold is defined as the minimum charge level of a battery such that above this 
threshold, a device is assured of being able to power up successfully. 
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A Weak Battery is defined as one that is above the Dead Battery Threshold and below the Weak Battery 
Threshold.  A device with a Weak Battery may or may not be able to power up a device successfully. 
A Good Battery is defined as one that is above the Weak Battery Threshold. 

1.5 Parameter Values 

Parameter names are used throughout this specification instead of parameter values.  All parameter values 
are found in Section 5. 

1.6 OTG Considerations 

A PD with a Dead Battery cannot differentiate between a PC and an OTG A-device.  Thus, a PD will treat 
both the same. 

If an OTG A-device is connected to a PD with a dead battery, then the OTG A-device is under no obligation 
to provide any more current than it normally would to any device on its Targeted Peripheral List (TPL). 

An OTG A-device is allowed to stop driving VBUS after a time of TA_WAIT_BCON (See OTG 2.0 Supplement 
for value) while waiting for the B-device to connect.  Thus, a PD with a Dead Battery may not have time for 
significant charging when attached to an OTG A-device, if it does not connect. 

1.7 Super Speed Considerations 

SuperSpeed ports defined in USB 3.0 are allowed to implement the charger detection mechanisms defined 
in this spec.  When a PD detects it is attached to a SuperSpeed port, then ICFG_MAX changes to 900mA, and 
IUNIT changes to 150mA. 

2. Dead Battery Provision

2.1 Background 

The USB 2.0 specification allows a downstream device to draw a suspend current of up to ISUSP from a SDP 
when the device is not connected or when the bus is suspended.  If the bus is not suspended and the device 
is configured, then USB 2.0 allows a device to draw up to ICFG_MAX, depending on the configuration the host 
enables.    

This limit of only ISUSP when not connected can be problematic for PDs with a Dead Battery or a Weak 
Battery.  Some PDs require more than IUNIT for several seconds just to power up.  Thus, PDs with Dead 
Batteries or Weak Batteries may not be able to power up when attached to an SDP if they can only draw 
ISUSP when not connected. 

USB 2.0 allows a PD that is a compound device to draw ISUSP for each downstream port while attached but 
not connected or during suspend.  

2.2 DBP – Unconfigured Clause 

A PD with a Dead or Weak Battery is allowed to draw IUNIT from a Downstream Port using the DBP while not 
configured, providing it behaves as follows: 

� Reduces current to ISUSP after timeout 
o If PD is not ready to connect and be enumerated within TSVLD_CON_WKB after attach, then it

shall reduce its current to ISUSP
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� Enables VDP_SRC when attached but not connected 
o PD shall enable VDP_SRC within TDBP_ATT_VDPSRC of attach
o PD shall connect within TDBP_VDPSRC_CON of disabling VDP_SRC

� Uses current to power up and enumerate, or reach Weak Battery Threshold and enumerate, as soon 
as possible 

o PD shall not use the DBP current to perform unrelated tasks, such as:
" Charging beyond the Weak Battery Threshold 
" Making a phone call 
" Playing a song, video or game 
" Establishing a wireless connection 

o Only devices that can operate stand-alone from internal battery power are allowed to use the
DBP.

� Passes inrush test 
o PD with Dead or Weak Battery shall pass USB-IF compliance inrush test

The unconfigured state includes the time that the PD is attached and not connected, and the time that the 
PD is connected and not configured.  A PD enters the configured state by receiving a 
SET_CONFIGURATION command from the host. 

2.3 DBP – Configured Clause 

A PD with a Dead or Weak Battery is allowed to draw its configured current, (which can be up to ICFG_MAX), 
from a Standard Downstream Port using the Dead Battery Provision (DBP) while configured, and not have to 
pass USBCV tests, providing it behaves as follows: 

� Responds to received tokens 
o PD shall respond to any tokens addressed to it, with either a NAK or any other valid USB

response

� Responds to USB reset 
o Upon receipt of USB reset, a PD shall reduce its current to IUNIT.  PD is allowed to

disconnect upon receiving a reset.  While disconnected, PD is allowed to use the DBP –
Unconfigured Clause.

� Responds to USB suspend 
o Upon receipt of USB suspend, PD shall either remain connected, and reduce its current to

ISUSP, or it shall disconnect.  While disconnected, the PD is allowed to use the DBP –
Unconfigured Clause.

� Provides full USB functionality after timeout, or disconnects 
o After a time of TDBP_FUL_FNCTN from attach, a PD shall either remain connected and be able

to pass USBCV, or it shall disconnect.  While disconnected, the PD is allowed to use the
DBP – Unconfigured Clause.

� Uses current to reach Weak Battery Threshold and provide full USB functionality as soon as 
possible 

o PD shall not use the DBP current to perform unrelated tasks, such as:
" Charging beyond the Weak Battery Threshold 
" Making a phone call 
" Playing a song, video or game 
" Establishing a wireless connection 
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� Provides full USB functionality upon reaching Weak Battery Threshold 
o PD shall provide full USB functionality upon reaching Weak Battery Threshold if this occurs

before TDBP_FUL_FNCTN after attach.

� PD informs user within TDBP_INFORM of attach that it is charging and not available for other functions 

3. Charging Port Detection

3.1 Overview 

Figure 3-1 shows several examples of a PD attached to an SDP or Charging Port. 

Figure 3-1  System Overview 
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In the first example, a Std-A to Micro-B cable is used to attach a PD to an SDP, CDP or DCP.  In the second 
example, a DCP has a captive cable.  This cable does not have wires for D+ or D-, but instead shorts the D+ 
and D- pins at the Micro-B plug. 

In the third example, an ACA is required to have a captive cable that attaches to the Portable Device, and 
this cable is required to have wires for D+, D- and ID.  The ACA is also required to have a port that can be 
attached to a DCP or CDP.  The cabling for this port is described in Section 6.2.1. 

In the fourth example, an ACA-Dock does not have a cable at all, but instead has a captive Micro-A plug.  An 
ACA-Dock receives power from a Proprietary Charger, that is attached to the ACA-Dock through a 
proprietary cable. 

3.2 Charger Detection Hardware 

This section briefly describes the hardware used to do charger detection.  The following sections provide 
more details of its operation. 
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3.2.1 Overview 

Figure 3-2 shows the charger detection hardware for a PD. 

Figure 3-2  Charger Detection Hardware 
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3.2.3 Data Contact Detect 

3.2.3.1 Overview 

Data Contact Detect (DCD) uses a current source, IDP_SRC, to detect when the data pins have made contact 
during an attach event.  A PD is not required to implement DCD.    If a PD does not implement DCD, then it 
shall wait a time of TDCD_TIMEOUT min after the attach event before starting Primary Detection. 

DCD is able to detect data pin contact whenever a PD is attached to an SDP or CDP.  The primary benefit of 
DCD is that it allows a PD to start Primary Detection as soon as the data pins have made contact, and then 
connect, without having to wait for a timer to expire.  As per the USB Connect Timing ECN, a powered up 
USB device is required to connect to a USB host within TSVLD_CON_PWD of the attach event. 

DCD is also able to detect data pin contact for most cases of a PD attached to a DCP or ACA.  Cases where 
DCD may not work include: 

� DCP with too much leakage current 
� ACA with charger and FS or HS B-device on Accessory Port 
� ACA-Dock 
� PS2 port that pulls D+ high 
� Proprietary chargers that pull D+ high 

Since DCD does not work in all cases, a PD is required to proceed to Primary Detection within 
TDCD_TIMEOUT max after the attach event if pin contact has not been detected on the D+ or ID pins.  See 
Section 3.3.2. 
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3.2.3.2 Problem Description 

USB plugs and receptacles are designed such that when the plug is inserted into the receptacle, the power 
pins make contact before the data pins make contact.  This is illustrated in Figure 3-3. 

VBUS

D-

D+

GND

VBUS

D-

D+

GND

Plug Receptacle

Figure 3-3  Data Pin Offset 

As a result, when a PD is attached to an upstream port, the PD will detect VBUS before the data pins have 
made contact.  The time between power pins and data pins making contact depends on how fast the plug is 
inserted into the receptacle.  Delays of more than two hundred milliseconds have been observed. 

The way that a PD distinguishes between a Charging Port and an SDP is to look at the data lines.  If the PD 
does Primary Detection before the data pins have made contact, then the Primary Detection protocol is such 
that the PD will determine that it is attached to an SDP. 

If a PD is attached to a DCP, and incorrectly determines that it is attached to an SDP, then the PD would 
draw ISUSP while waiting to be enumerated.  Since a DCP will not enumerate the PD, the PD will not be 
able to charge.  
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When nothing is attached to the PD, the D+ line stays high.  The minimum value of IDP_SRC is such that it is 
able to hold D+ at VLGC_HI for worst case leakages in the PD due to RDAT_LKG and VDAT_LKG. 
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During Primary Detection the PD shall turn on VDP_SRC and IDM_SINK.  Since a DCP is required to short D+ 
to D- through a resistance of RDCP_DAT, the PD will detect a voltage on D- that is close to VDP_SRC.

A PD shall compare the voltage on D- with VDAT_REF.  If D- is greater than VDAT_REF, then the PD is allowed 
to detect that it is attached to either a DCP or CDP.  A PD is optionally allowed to compare D- with VLGC as 
well, and only determine that it is attached to a DCP or CDP if D- is greater than VDAT_REF, but less than 
VLGC.  The reason for this option is as follows. 

PS2 ports pull D+/- high.  If a PD is attached to a PS2 port, and the PD only checks for D- greater than 
VDAT_REF, then a PD attached to a PS2 port would determine that it is attached to a DCP or CDP and 
proceed to draw IDEV_CHG.  This much current could potentially damage a PS2 port.  By only determining it is 
attached to DCP or CDP if  D- is less than VLGC, the PD can avoid causing damage to a PS2 port. 

On the other hand, some proprietary chargers also pull D+/- high.  If a PD is attached to one of these 
chargers, and it determined it was not attached to a charger because D- was greater than VLGC, then the PD 
would determine that it was attached to an SDP, and only be able to draw ISUSP. 

The choice of whether or not to compare D- to VLGC depends on whether the PD is more likely to be 
attached to a PS2 port, or to a proprietary charger. 
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or greater than VLGC, the CDP shall disable VDM_SRC.  Note that a CDP is required to compare D+ to VLGC, 
in order to disable VDM_SRC when the PD connects.  See Section 3.4.2 for timing. 

During Primary Detection the PD shall turn on VDP_SRC and IDM_SINK.  A PD shall compare the voltage on D- 
with VDAT_REF.  If D- is greater than VDAT_REF, then the PD is allowed to determine that it is attached to 
either a DCP or CDP.  A PD is optionally allowed to compare D- with VLGC as well, and only determine that it 
is attached to a DCP or CDP if D- is greater than VDAT_REF, but less than VLGC.  See Section 3.2.4.1 for 
more details. 
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When an ACA-Dock is powered, but nothing is attached to its upstream port, it is required to bias the pins on 
its upstream port as follows: 

� VBUS VCHG

� D+ VDP_UP

� D- VDM_SRC

� ID RID_A

� GND GND 

The VBUS pin is at VCHG because the ACA-Dock is ready to provide power to a PD.  The ACA-Dock is 
required to pull D+ to VDP_UP through RDP_UP because the VBUS pin is greater than VOTG_SESS_VLD. 

An ACA-Dock is required to enable VDM_SRC whenever D+/- have been inactive (at idle J state) for a time of 
TCP_VDM_EN.  An ACA-Dock is required to disable VDM_SRC within TCP_VDM_DIS of any activity on D+/-. 

An ACA-Dock is required to present an impedance to ground on ID of RID_A whenever it is powered.  It is 
required to present an impedance to ground on ID of RID_FLOAT when it is not powered. 

When a PD that supports ACA detects the following conditions, it shall determine that it is attached to an 
ACA-Dock: 

� VBUS  >  VOTG_SESS_VLD

� D+ at VLGC_HI

� VDAT_REF <  D-  <  VLGC

� ID at RID_A

Note that a PD attached to an ACA-Dock is required to compare D- with VLGC.  If a PD were attached to an 
ACA that had a LS peripheral on its Accessory Port, then the ID pin of the PD would be pulled to ground 
through RID_A, and the D- pin would be at VLGC_HI instead of VDM_SRC.  In order to distinguish between an 
ACA with a LS device and an ACA-Dock, the PD is required to detect if D- is above or below VLGC. 

The VDP_SRC in the PD shall be such that D+ remains at a logic high while the ACA-Dock is pulling D+ to 
VDP_UP through RDP_UP.  The reason for this is so that the ACA-Dock does not detect activity on D+, which 
could cause it to turn off its VDM_SRC before the PD completes its Primary Detection. 
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In order to distinguish between an ACA with an B-device, and an ACA-Dock, the PD shall compare the 
voltage on D- with VDAT_REF and VLGC to detect what it is attached to as follows: 

� D- <  VDAT_REF ACA with FS B-device on Accessory Port 
� VDAT_REF <  D-  <  VLGC ACA-Dock 
� VLGC  <  D- ACA with LS B-device on Accessory Port 

The PD shall do the above detection on D- after attach, and before connect, as shown in the Good Battery 
Algorithm. 

After doing Primary Detection, a PD that supports ACA Detection shall continue to monitor the ID line.  If this 
resistance changes, the PD shall respond according to the state machine defined in Section 6.2.7. 

An ACA is required to do a form of Primary Detection over the DP_CHG and DN_CHG lines to detect if a 
Charging Port is attached to the ACA Charger Port.  This detection is done with the lines highlighted in 
yellow, and is described in Section 6.2.6. 

3.2.5 Secondary Detection 

Secondary Detection can be used to distinguish between a DCP and a CDP.  PDs that are not ready to be 
enumerated within TSVLD_CON_PWD of detecting VBUS are required to implement Secondary Detection.  PDs 
that are ready to be enumerated are allowed to bypass Secondary Detection.  See Section 3.3.2 on Good 
Battery Algorithm. 
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During Secondary Detection, a PD shall output VDM_SRC on D-, turn on IDP_SINK, and compare the voltage 
on D+ to VDAT_REF.  Since a CDP does not short D+ to D-, the voltage on D+ will be close to ground, which 
is below VDAT_REF. 

If a PD detects that D+ is less than VDAT_REF, it knows that it is attached to a CDP.  It is then required to turn 
off VDP_SRC and VDM_SRC, as shown in the Good Battery Algorithm in Section 3.3.2, and is allowed to draw 
IDEV_CHG. 

A PD is not required to compare D+ to VLGC during Secondary Detection. 

3.2.6 ACA Detection 

ACA Detection allows a PD to detect when it is attached to an ACA, and to detect what type of device is 
attached to the ACA Accessory Port.  See Section 6 for a description of the ACA. 

A PD is not required to support ACA Detection.  Only PDs that have a Micro-AB receptacle can support ACA 
Detection, since the ACA OTG Port has a captive cable terminating in a Micro-A plug. 

PDs that support ACA Detection are required to implement the Good Battery Algorithm defined in 
Section 3.3.2. 
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� The resistance has to be correctly detected in the presence of a voltage drop in the ACA cable 
ground resulting from ICFG_MAX flowing through ROTG_ACA_GND causing the ACA ground to be 
higher than the OTG ground. 

� Leakage currents (Table 5-3, Note 2) should be considered and their effects also taken into account.
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3.3 Charger Detection Algorithms 

3.3.1 Weak Battery Algorithm 

Figure 3-14 shows an example charger detection algorithm for a PD with a Weak Battery.  Other algorithms 
are allowed, providing they comply with the DBP. 

Figure 3-14  Weak Battery Algorithm 
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A PD is required to have internal voltage thresholds that lie within VOTG_SESS_VLD, VDAT_REF and VLGC.  In 
the above algorithm, a PD compares VBUS, D+ and D- with its internal thresholds.  It does not compare 
VBUS, D+ and D- with the min or max value of VOTG_SESS_VLD, VDAT_REF or VLGC. 

In the above example, a PD with a Weak Battery detects VBUS greater than VOTG_SESS_VLD, and applies a 
voltage of VDP_SRC on the D+ pin.  If the voltage on D- is greater than its VDAT_REF, or if the ID pin is not 
floating, the PD is allowed to draw IDEV_CHG.  Else the PD is allowed to draw IUNIT. 

The VLGC term shown in magenta could be added to prevent a PD from charging from PS2 ports and some 
proprietary chargers.  
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3.3.2 Good Battery Algorithm 

Figure 3-15 shows the charger detection algorithm that a PD with a Good Battery is required to implement. It 
may also be used by a PD with a Weak Battery, subject to meeting the requirements of the Dead Battery 
Provision. 

Thus a PD, having reached the bottom of the flow chart may in all cases, with the exception of the DCP/CDP 
exit, delay for up to TSVLD_CON_WKB before connecting or applying a bus reset as appropriate. 

Figure 3-15  Good Battery Algorithm 
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Any such branches shall not cause additional activity on D+/- and/or ID that would interfere or be confused 
with the next expected event when the PD is attached to an SDP or Charging Port.   Branches are also 
allowed after any final step in detection, and these branches may include additional activity on D+/- and/or 
ID, except that when a PD is attached to a DCP, it shall maintain D+ greater than VDAT_REF while VBUS is 
asserted. 

Upon detecting VBUS greater than its VOTG_SESS_VLD threshold, a PD shall start a timer with a timeout value 
of TDCD_TIMEOUT.  A PD that supports DCD is allowed to enable its IDP_SRC and monitor for D+ being at 
VLGC_LOW for TDCD_DBNC.  A PD that supports ACA Detection is allowed to monitor for ID not floating for 
TDCD_DBNC.  If the DCD timer expires before the D+ or ID conditions are detected, the PD shall proceed to 
Primary Detection. 

If a PD detects that ID is not floating for a time of TDCD_DBNC, then it is allowed to proceed directly to one of 
the ACA states, without having to do Primary Detection and without having to assert VDP_SRC. 

During Primary Detection, a PD shall enable VDP_SRC, and compare D- with VDAT_REF.  A PD may optionally 
compare D- with VLGC to avoid damaging a PS2 port.  See Section 3.2.4.1.  A PD that supports ACA 
Detection is required to detect the resistance on the ID line. 

If a PD Detects that it is attached to either a DCP or CDP during Primary Detection, and it is ready to be 
enumerated, then it is allowed to take the branch where it connects. If a PD is not ready to be enumerated, 
then it is required to do Secondary Detection. 

During Secondary Detection, the PD shall disable VDP_SRC, enable VDM_SRC and compare D+ with 
VDAT_REF.  If D+ is greater than VDAT_REF, then the PD is attached to a DCP.  The PD shall disable 
VDM_SRC, and either enable VDP_SRC or pull D+ to VDP_UP through RDP_UP. 

If D+ is less than VDAT_REF, then the PD is attached to a CDP.  The PD shall disable VDM_SRC, and leave 
both D+ and D- low until it is ready to connect and be enumerated. 

A PD that is attached to a DCP shall either enable VDP_SRC or pull D+ high within TSVLD_CON_PWD of attach. 

A PD that supports ACA Detection is required to monitor the resistance on the ID line.  If a resistance of 
RID_A is detected, then the PD shall compare D- with both VDAT_REF and VLGC, to determine if it is attached 
to an ACA-Dock or an ACA-A.  See Section 3.2.4.4 for more details. 
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3.4 Charger Detection Timing 

3.4.1 Data Contact Detect Timing 

To initiate Data Contact Detect, the PD shall enable IDP_SRC and either IDM_SINK or RDM_DWN.  When the PD 
detects that the D+ line has been low for a time of TDCD_DBNC, then the PD knows that the data pins have 
made contact. 

Figure 3-16 shows the timing associated with Data Contact Detect (DCD) when pins make contact after DCD 
starts. 

Figure 3-16  DCD Timing, Contact After Start 
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Figure 3-17 shows the timing associated with Data Contact Detect when pins have made contact before 
DCD starts. 

Figure 3-17  DCD Timing, Contact Before Start 
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Figure 3-18 shows the timing associated with Data Contact Detect when contact is not detected. 

Figure 3-18  DCD Timing, No Contact 
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3.4.2 Detection Timing, CDP 

Figure 3-19 shows the timing associated with Primary and Secondary Detection when a PD is attached to a 
CDP, for the case where the CDP compares D+ to VDAT_REF and VLGC, and enables VDM_SRC accordingly.  
A CDP is also allowed to leave VDM_SRC enabled while a remote device is not connected.  See 
Section 3.2.4.2 for more details. 

Figure 3-19  Detection Timing, CDP 

DP_PULLUP 

VDP_SRC

IDM_SINK

VBUS at 
Portable 

Device

0mA

Portable 
Device

off

on

off

on

IDEV_CHG

ISUSP

lgc_lo

lgc_hi

TVDPSRC_ON

VDM_SRC

IDP_SINK off

on

VDP_SRC

off

Valid

lgc_lo

lgc_hi

VDM_SRC

VDM_SRC

IDP_SINK

TVDMSRC_EN

Charging 
Downstream

Port

TCON_IDPSNK_DIS

TVDMSRC_DIS

off

on

off

on

D+

D-

TVDMSRC_ON

TSVLD_CON_PWD

1

Allowed 
charging 
current

THE NOCO COMPANY
IPR2020-00944

EXHIBIT 2018
PAGE 000054

Page 54 of 89 EXHIBIT 1046 
Petitioner ADC 

(IPR2024-00577)



 Battery Charging Specification, Revision 1.2 March 15, 2012 

36

Notes: 
1) The timing for a LS PD is the same as shown above, except that a LS PD will pull D- high, instead of

D+.

Figure 3-19 shows the Primary and Secondary Detection timing for a PD attached to a CDP.  During Primary 
Detection, the PD turns on VDP_SRC and IDM_SINK.  The CDP is required to have VDM_SRC on D- within a 
time of TVDMSRC_EN from when D+ is above VDAT_REF.  After a time of TVDPSRC_ON, the PD is allowed to 
check the status of the D- line.  If D- is above VDAT_REF (and optionally below VLGC, see Section 3.2.4.1) 
then the PD is attached to a Charging Port, and is allowed to draw IDEV_CHG. 

In order to do Secondary Detection, the PD is required to disable VDP_SRC and IDM_SNK, and enable 
VDM_SRC and IDP_SINK. After a time of TVDMSRC_ON, the PD is allowed to check the status of the D+ line. 
Since a CDP does not source a voltage on D+, D+ is below VDAT_REF and the PD is attached to a CDP. 

If the PD was powered up at the time VBUS was detected, then it shall connect within a time of 
TSVLD_CON_PWD.  The CDP shall disable IDP_SINK within TCON_IDPSNK_DIS of detecting the connect. 

3.5 Ground Current and Noise Margins 

As shown in Figure 7-47 of the USB 2.0 specification, a current of 100 mA through the ground wire of a USB 
cable can result in a voltage difference of 25 mV between the host ground and the device ground.  This 
ground difference has the effect of reducing noise margins for both signaling and charger detection. 

The maximum current that a PD is allowed to draw from a CDP is IDEV_CHG.  A PD that draws more than 
ICFG_MAX from a CDP is required to support LS, FS, HS and chirp signaling when the local ground is 
VGND_OFFSET max higher than the remote ground.  A host port that grants the CDP handshake is required to 
support LS, FS, HS and chirp signaling when the local ground is VGND_OFFSET max lower than the remote 
ground.  

When the ground offset is VGND_OFFSET max, the PD and CDP are required to have a greater common 
mode range than what is called out in USB 2.0. 
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4. Charging Port and Portable Device Requirements

This section describes the requirements for the following: 

� Charging Downstream Port (CDP) 
� ACA-Dock 
� Dedicated Charging Port (DCP) 
� Accessory Charger Adapter (ACA) 
� Portable Device (PD) 

4.1 Charging Port Requirements 

The following requirements apply to all types of Charging Ports, including CDP, ACA-Dock, DCP and ACA. 

4.1.1 Overshoot 

The output voltage of a Charging Port shall not exceed VCHG_OVRSHT for any step change in load current, 
nor when the Charging Port is powered on or off. 

4.1.2 Maximum Current 

The output current of a Charging Port shall not exceed ICDP max under any condition. 

4.1.3 Detection Renegotiation 

A downstream port is allowed to act as an SDP, CDP or DCP, and to change between these roles.  In order 
to force an attached PD to repeat the charging detection procedure, a downstream port is required to: 

� stop driving VBUS 
� allow VBUS to drop to less than VBUS_LKG

� wait for a time of TVBUS_REAPP

� start driving VBUS 

4.1.4 Shutdown Operation 

If the current drawn by a PD causes a Charging Port to go outside of its Required Operating Range, then the 
Charging Port is allowed to shut down.  All types of shut down are allowed outside the Required Operating 
Range of a Charging Port, including: 

� Turning off VBUS 
� Constant current limiting 
� Foldback current limiting 

4.1.5 Failure Voltage 

The output voltage of a Charging Port shall remain within VCHG_FAIL for any single point failure in the 
Charging Port. 

4.1.6 Multiple Ports 

For a device with multiple Charging Ports, each Charging Port shall stay within its Required Operating 
Range regardless of the operation of the other Charging Ports. 
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4.2 Charging Downstream Port 

The following requirements apply to a CDP. 

4.2.1 Required Operating Range 

A CDP shall output a voltage of VCHG for all currents less than ICDP min.  The voltage on VBUS is averaged 
over a time of TVBUS_AVG.  For load currents greater than ICDP min, a CDP is allowed to shut down.  Once in 
shutdown, the requirements in Section 4.1.4 apply. 

Figure 4-1 shows several example load curves for a CDP.  Load curves are required to cross the line at ICDP

min within a voltage range of VCHG.  Load curves that cross the line at VCHG min for currents less than 
ICDP min are not allowed. 

Figure 4-1  CDP Required Operating Range 

4.2.2 Shutdown Operation 
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4.2.3 Undershoot 

The output voltage of a CDP shall be within VCHG_UNDSHT for any step change in load currents that are less 
than ICDP min. 

4.2.4 Detection Signaling 

 A CDP is required to behave in either one of two ways when a remote device is not connected to it.  The 
first way that a CDP is allowed to behave is to enable VDM_SRC within TCP_VDM_EN of a disconnect, and then 
disable VDM_SRC within TCP_VDM_DIS of a connect.  When using this option, a CDP is not required to enable 
IDP_SINK, or to compare D+ to VDAT_REF. 

The second way a CDP is allowed to behave is to compare D+ with VDAT_REF and VLGC.  When D+ is 
greater than VDAT_REF and less than VLGC, the CDP shall enable VDM_SRC. When D+ is less than VDAT_REF

or greater than VLGC, the CDP shall disable VDM_SRC.  See Section 3.4.2 for timing. 

4.2.5 Connector 

A CDP shall have a Standard-A receptacle. 

4.3 ACA-Dock 

The following requirements apply to the upstream port of an ACA-Dock. 

4.3.1 Required Operating Range 

An ACA-Dock shall have the same Required Operating Range as a CDP. 

4.3.2 Undershoot 

An ACA-Dock shall comply with the same undershoot requirements as a CDP. 

4.3.3 Detection Signaling 

When a PD is attached to an ACA-Dock, the PD acts as host while drawing current from VBUS.  This is 
similar to the case where a PD is attached to an ACA with a peripheral on the Accessory Port.   

To inform the PD that it should act as host and draw current, both the ACA-Dock and the ACA are required 
to pull the ID pin to ground through a resistance of RID_A. 

An ACA-Dock is required to provide ICDP to the PD, whereas an ACA is required to provide IDCP, and this 
must be shared between the PD and whatever is on the Accessory Port.  To inform the PD that it is attached 
to an ACA-Dock as opposed to an ACA, the ACA-Dock shall output a voltage of VDM_SRC on D- as follows: 

� ACA-Dock shall start outputting VDM_SRC if D+/- are at idle J for a time of TCP_VDM_EN

� ACA-Dock shall stop outputting VDM_SRC within TCP_VDM_DIS of any USB activity on D+/- 

4.3.4 Connector  

An ACA-Dock shall have a Micro-A plug that can be mated to the Micro-AB receptacle of a PD. 

THE NOCO COMPANY
IPR2020-00944

EXHIBIT 2018
PAGE 000058

Page 58 of 89 EXHIBIT 1046 
Petitioner ADC 

(IPR2024-00577)



 Battery Charging Specification, Revision 1.2 March 15, 2012 

40

4.4 Dedicated Charging Port 

The following requirements apply to a DCP. 

4.4.1 Required Operating Range 

A DCP shall output a voltage of VCHG for all currents less than IDCP min.  The voltage on VBUS is averaged 
over a time of TVBUS_AVG. 

A DCP shall not shut down if the load current is less than IDEV_CHG and the load voltage is greater than 
VDCP_SHTDOWN.  A DCP is allowed to shut down for load currents greater than IDEV_CHG max, or for load 
voltages less than VDCP_SHTDWN.  Once in shutdown, the requirements in Section 4.1.4 apply. 

Figure 4-2 shows several example load curves.  DCP load curves are required to cross the constant current 
line at IDEV_CHG max, or the constant voltage line at VDCP_SHTDWN.  A DCP is not allowed to shut down in 
the Required Operating Range. 

Figure 4-2  DCP Required Operating Range 

Current
(amps)

1.0

2.0

3.0

4.0

5.0

5.25

4.75

1.00.5 1.50
0

Dedicated 
Charging 
Port shall 

not operate 
here

Voltage
(volts)

2.0 5.0

Charging Port 
Operation not 

Allowed

Required 
Operating 

Range for DCP

Continuous Current 
Regulation Allowed

Current-Limit Trip 

Operation Allowed

All Curves 
Allowed

Valid load 
curve must 

cross 
either line

VBUS 
turned 
off

THE NOCO COMPANY
IPR2020-00944

EXHIBIT 2018
PAGE 000059

Page 59 of 89 EXHIBIT 1046 
Petitioner ADC 

(IPR2024-00577)



 Battery Charging Specification, Revision 1.2 March 15, 2012 

41

4.4.2 Undershoot 

For step changes in load current from IDCP_LOW to IDCP_MID, or from IDCP_MID to IDCP_HI, the undershoot 
voltage of a DCP shall be VCHG_UNDSHT.  DCPs are required to meet this requirement for load steps from 
mid to hi that occur TDCP_LD_STP after the transition from low to mid.  The duration of the undershoot shall be 
TDCP_UNDSHT. 

For step changes in load current from IDCP_LOW to IDCP_HI, the output voltage of a DCP is allowed to drop to 
the load voltage of the attached PD for a time of TDCP_UNDSHT.  After this time, the output voltage of a DCP 
shall be at VCHG for load currents less than IDCP min. 

4.4.3 Detection Signaling 

A DCP shall have an impedance between D+ and D- of RDCP_DAT. 

The leakage current on the D+/- pins of a DCP shall be less than or equal to the leakage current that would 
occur from two resistances of RDAT_LKG tied to a voltage of VDAT_LKG.  See Figure 3-6. 

The capacitance between the D+/- pins and ground of a DCP shall be CDCP_PWR. 

4.4.4 Connector 

A DCP shall have a Standard-A receptacle, or a captive cable terminated with a Micro-B plug. 

4.5 Accessory Charger Adapter 

The following requirements apply to an ACA with a DCP or CDP on its Charger Port. 

4.5.1 Required Operating Range 

The Required Operating Range for the OTG Port of an ACA is affected by the following factors: 

� Device on Charger Port (DCP or CDP) 
� Current drawn from Accessory Port 
� RACA_CHG_OTG

� VACA_OPR

The current available on the OTG Port is determined by how much current is supplied to the Charger Port, 
and how much current is being drawn from the Accessory Port.  The voltage available on the OTG Port is 
determined by the voltage at the Charger Port, the current being drawn from the OTG and Accessory Ports, 
and RACA_CHG_OTG.  ACA operation is only required if for Charger Port voltages in the range of VACA_OPR. 

4.5.2 Undershoot 

An ACA with a DCP or CDP on its Charger Port shall comply with the same undershoot requirements as a 
DCP. 

4.5.3 Detection Signaling 

An ACA shall pull the ID pin of the OTG port to ground through one of the following resistances, as specified 
in Section 6: 

� RID_GND, RID_C, RID_B, RID_A, RID_FLOAT

An ACA shall connect the data pins of the OTG Port directly to the data pins of the Accessory Port. 
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4.5.4 Connector 

An ACA shall have a captive cable terminated with a Micro-A plug on its OTG Port. 

4.6 Portable Device 

The following requirements apply to a PD. 

4.6.1 Allowed Operating Range 

A PD shall not draw more than IDEV_CHG max from a Charging Port.  A PD shall not pull the output voltage of 
a Charging Port below VDCP_SHTDWN max.  Figure 4-3 shows the Allowed Operating Range for a PD. 

Figure 4-3  Portable Device Allowed Operating Range 

Notes: 
1) As per USB 2.0 section 7.2.2, the voltage on VBUS can drop from 4.75V at the upstream port down

to 4.5V at the downstream port, due to resistive losses in the cable and connectors.

4.6.2 Detection Signaling 

All PDs shall implement the following detection features: 

� DCD timer (TDCD_TIMEOUT) 
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� Primary Detection 
o To detect between DCP, CDP and SDP
o Compare D- to VDAT_REF during Primary Detection

PDs are allowed, but not required, to implement the following detection features: 

� DCD, using IDP_SRC

� Compare D- to VLGC during Primary Detection 
� Secondary Detection 
� ACA Detection 

4.6.3 Detection Renegotiation 

To restart the charger detection procedure, a downstream port is allowed to remove and then re-assert 
power on VBUS. See Section 4.1.3.  In order to detect this drop in VBUS, a PD shall discharge VBUS to less 
than VBUS_LKG within TVLD_VLKG whenever VBUS is removed. 

A PD is allowed to disconnect and repeat the charger detection process multiple times while attached.  The 
PD is required to wait for a time of at least TCP_VDM_EN max between disconnecting and restarting the 
charger detection process. 

4.6.4 Connector 

A PD that mates with an ACA-Dock or ACA shall have a Micro-AB receptacle. 
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5. Parameter Values

This section lists the values of parameters defined in this specification. 

Table 5-1  Voltages 

Parameter Symbol Conditions Min Max Units Ref 

ACA operating voltage VACA_OPR 4.1 6.0 V 6.2.6

VBUS Leakage  Voltage VBUS_LKG 0.7 V 4.1.3

Charging Port Output Voltage VCHG 4.75 5.25 V 4

Charging Port Failure Voltage VCHG_FAIL -0.3 9.0 V 4.1.5

Charging Port Overshoot 
Voltage 

VCHG_OVRSHT 6.0 V 4.1.1

Charging Port Undershoot 
Voltage 

VCHG_UNDSHT 4.1 V 4.2.2

Data Line Leakage Voltage VDAT_LKG 0 3.6 V 3.2.3

Data Detect Voltage VDAT_REF 0.25 0.4 V 3.2

Data Sink Voltage VDAT_SINK 0.15 V 3.4.2

DCP Shut Down Voltage VDCP_SHTDWN 2.0 V 4.4.1

D- Source Voltage VDM_SRC
1) 0.5 0.7 V 3.2

D+ Source Voltage VDP_SRC
2) 0.5 0.7 V 3.2

D+ pull-up Voltage VDP_UP 3.0 3.6 V 3.2.4.4

Ground offset voltage between 
Host and PD 

VGND_OFFSET 375 mV 3.5

Logic Threshold VLGC 0.8 2.0 V 3.2.3

Logic High VLGC_HI 2.0 3.6 V 3.2.3

Logic Low VLGC_LOW 0 0.8 V 3.2.3

OTG Session Valid Voltage VOTG_SESS_VLD 0.8 4.0 V 3.1

Notes: 
1)  VDM_SRC shall be able to source at least 250uA when D- is between 0.5V and 0.7V.  VDM_SRC shall

not pull D- below 2.2V when D- is pulled to VDP_UP through RDP_UP.

2) VDP_SRC shall be able to source at least 250uA when D+ is between 0.5V and 0.7V.  VDP_SRC shall
not pull D+ below 2.2V when D+ is pulled to VDP_UP through RDP_UP.
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Table 5-2  Currents 

Parameter Symbol Conditions Min Max Units Ref 

Charging Downstream Port 
Rated Current 

ICDP
1) 

1.5 5.0 A 4.2

Maximum Configured Current 
when connected to a SDP 

ICFG_MAX
2) 

500 mA 2.1

Dedicated Charging Port Rated 
Current 

IDCP
1) 0.5 5.0 A 4.4.1

DCP current, low range IDCP_LOW 30 mA 4.4.2

DCP current, middle range IDCP_MID 30 100 mA 4.4.2

DCP current, high range IDCP_HI 100 mA 4.4.2

Allowed PD Current Draw from 
Charging Port  

IDEV_CHG 1.5 A 4.6

D- Sink Current IDM_SINK
3) 

25 175 µA 3.2

D+ Sink Current IDP_SINK
3) 

25 175 µA 3.2

Data Contact Detect Current 
Source 

IDP_SRC 7 13 uA 3.2.3

Leakage current on ID_OTG pin 
from contamination 

IID_LKG_CONT -1 1 µA 6.2.6

Suspend current ISUSP
Averaged over 
1sec 

2.5 mA 2.1

Unit load current IUNIT
4) 

100 mA 2.1

Notes 
1) The maximum current is for safety reasons, as per USB 2.0 section 7.2.1.2.1.

2) If a PD is attached to a SuperSpeed port, then ICFG_MAX is 900mA.

3) For source currents less than IDP_SINK min, the D+ current sink is required to pull the D+ voltage to
VDAT_SINK.  For D+ voltages less than VLGC max, the D+ current sink shall not sink more than
IDP_SINK max.  The same requirements apply to IDM_SINK and D-.

4) IUNIT is averaged over 250ms.  If a PD is attached to a SuperSpeed port, the IUNIT is 150mA.
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Table 5-3  Resistances 

Parameter Symbol Conditions Min Max Units Ref 

Charger to Accessory port RACA_CHG_ACC
1) 400 m. 6.2.6

OTG to Accessory port RACA_OTG_ACC
1)

200 m. 6.2.6

OTG to Accessory port 
(ADP-pass) 

RADP_OTG_ACC
5)

25 . 6.2.6

Charger to OTG port RACA_CHG_OTG
1)

200 m. 6.2.6

Data line leakage resistance RDAT_LKG 300 k. 4.4.3

Dedicated Charging Port 
resistance across D+/- 

RDCP_DAT 200 . 4.4.3

D- Pull-down resistance RDM_DWN 14.25 24.8 (. 3.2

D+ Pull-down resistance RDP_DWN 14.25 24.8 (. 3.2

D+ Pull-up resistance RDP_UP
1), 2), 4) 900 1575 . 3.2.4.4

ACA ID pull-down, OTG device 
as A-device 

RID_A
1), 2), 4)

122 126 k. 6.2.4

ACA ID pull-down, OTG device 
as B-device, can’t connect 

RID_B
1), 2), 4) 67 69 k. 6.2.4

ACA ID pull-down, OTG device 
as B-device, can connect 

RID_C
1), 2), 4) 36 37 k. 6.2.4

ACA ID pull-down when 
ID_OTG pin is floating 

RID_FLOAT
2), 3) 220 k. 6.2.4

ACA ID pull-down when 
ID_OTG pin is grounded 

RID_GND
2), 3) 1 k. 6.2.4

OTG to ACA ground resistance ROTG_ACA_GND 100 m- 6.2.6

Notes 
1) The ACA shall meet this parameter requirement when VBUS_CHG is at VACA_OPR.

2) The ACA shall meet this parameter requirement when its ID_OTG pin is at VDAT_LKG.  When
detecting these resistances, an OTG device shall allow for an additional leakage current of
IID_LKG_CONT due to contamination.

3) The ACA shall meet this parameter requirement when its VBUS_CHG pin is at VBUS_LKG.

4) Nominal values for these resistors are RID_A = 124k, RID_B = 68k and RID_C = 36.5k

5)  The ACA shall meet this parameter requirement when VBUS_ACC and VBUS_OTG are both below
VACA_OPR, and either no Charging Port is detected or VBUS_CHG is below VACA_OPR.
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Table 5-4  Capacitances 

Parameter Symbol Conditions Min Max Units Ref 

Dedicated Charging Port 
capacitance from D+ or D- to 
VBUS or GND 

CDCP_PWR 1 nF 4.4.3

Micro ACA Capacitance from 
VBUS to GND 

CMACA_VBUS 10 100 nF 6.2.3

Standard ACA Capacitance 
from VBUS to GND 

CSACA_VBUS 10 100 nF 6.3.2
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Table 5-5  Times 

Parameter Symbol Conditions Min Max Units Ref 

Connect to D+ sink disable TCON_IDPSNK_DIS 10 ms 3.4

Time for Charging Port to 
remove VDM_SRC on D- 

TCP_VDM_DIS 10 ms 3.2.4.2

Time for Charging Port to assert 
VDM_SRC on D- 

TCP_VDM_EN 200 ms 3.2.4.2

Attach to VDP_SRC enable during 
DBP 

TDBP_ATT_VDPSRC 1 sec 2.2

Attach to full USB functionality 
for configured PD under DBP  

TDBP_FUL_FNCTN 15 min 2.3

Attach to PD informing user it is 
charging 

TDBP_INFORM 1 min 2.3

VDP_SRC disable to connect 
during DBP 

TDBP_VDPSRC_CON 1 sec 2.2

Data contact detect debounce TDCD_DBNC 10 ms 3.4.1

DCD Timeout TDCD_TIMEOUT 300 900 ms 3.2.3.1

DCP recovery time between 
load steps 

TDCP_LD_STP 20 ms 4.4.2

DCP undershoot voltage time TDCP_UNDSHT 10 ms 4.4.2

Charger shut down recover time TSHTDWN_REC 2 min 4.2.2

Session valid to connect time for 
powered up peripheral 

TSVLD_CON_PWD 1 sec 3.2.3.1

Session valid to connect for PD 
with Dead or Weak Battery 

TSVLD_CON_WKB 45 min 2.2

VBUS voltage averaging time TVBUS_AVG 250 ms 4.2.1

Time for VBUS to be reapplied TVBUS_REAPP
VBUS less than 
VBUS_LKG

100 ms 4.1.3

D- voltage source disable time TVDMSRC_DIS 20 ms 3.4

D- voltage source enable time TVDMSRC_EN 20 ms 3.4

D+ voltage source on time TVDPSRC_ON 40 ms 3.4

D- voltage source on time TVDMSRC_ON 40 ms 3.4

Time for VBUS to decay to 
VBUS_LKG TVLD_VLKG

Time from 
VBUS not 
driven 

500 ms 4.6.3
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6. Accessory Charger Adapter

6.1 Introduction 

As PDs get smaller, it becomes more desirable for the PD to only have one external connector.  If the only 
connector a device has is a USB connector, then a problem arises when the user wants to attach the device 
to a charger at the same time as it is already attached to something else. 

For example, consider a user in a car with a cell phone that is attached to a headset.  If the phone battery 
goes low, the user would like to charge the phone, and at the same time continue to talk through the 
headset.  If the phone has only one connector, it is not possible to attach both a headset and a charger to 
the phone through the same connector. 

Another example would be as follows.  Consider a PD that has a single connector, which can also act as a 
handheld PC.  When such a device is put into an ACA-Dock, it would act as a host to various USB 
peripherals, such as a hub, keyboard, mouse, printer, etc.  However, while in the ACA-Dock, the device 
should also be able to charge at the same time. 

The purpose of this section is to describe a method that allows a single USB port to be attached to both a 
charger and another device at the same time.  This method makes use of an Accessory Charger Adapter 
(ACA), as shown in Figure 6-1. 

Figure 6-1  Accessory Charger Adapter 

An ACA has the following three ports: 

� OTG Port 
� Accessory Port 
� Charger Port 

The OTG Port shall have a captive cable that terminates with a Micro-A plug.  Only OTG devices (i.e. those 
with a Micro-AB receptacle) can be attached to the OTG Port. 
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Accessories attached to the Accessory Port can communicate with the OTG device using normal USB 
signaling. 

The Charger Port allows the ACA to be attached to a Charging Port.  Power from the Charger Port is 
available to both the OTG device and the accessory.  An ACA is required to label the Charger Port as 
Charger Only.  The reason for this is that the ACA does not support USB communication between the OTG 
Port and the Charger Port.  The Charger Port is only used for power.  An ACA is also required to provide an 
indicator that shows when the Charger Port is able to provide power to the OTG and Accessory Ports. 

There are two types of ACAs: 

� Micro ACA 
� Standard ACA 

A Micro ACA has a Micro-AB receptacle on the Accessory Port, and can be attached to either an A-device or 
B-device.  A Standard ACA has a Standard-A receptacle on the Accessory Port, and can only be attached to
a B-device.

6.2 Micro ACA 

6.2.1 Micro ACA Ports 

Figure 6-2 shows the ports of a Micro ACA. 
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OTG Device Micro ACA
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CDP
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µ-B
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Connector can 
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Connector can 
optionally be replaced 
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µ-AB
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µ-A
Plug

Plug

Allowed cables include:
µ-A to µ-B

µ-A to captive
µ-B to Std-A
µ-B to µ-A

Captive cable shield must be 
connected to ground at this 
end, but not within the plug

Figure 6-2  Micro ACA Ports 

Various cables can be uses to attach the Accessory Port of a Micro ACA to an accessory, including: 
� Micro-A to Micro-B 
� Micro-A to captive 
� Micro-B to Standard-A 
� Micro-B to Micro-A 
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A Micro ACA shall have one of the following mechanical interfaces for its Charger Port: 
� Micro-B receptacle 
� Captive cable terminating in a Standard-A plug 
� Captive cable terminating in a charger 

6.2.2 Micro ACA Connectivity Options 

Table 6-1 shows the different combinations of devices that can be attached to each Micro ACA port, and 
provides comments on their operation. 

Table 6-1  Micro ACA Connectivity Options 

OTG Port Charger Port Accessory 
Port 

HNP 
Support 

SRP 
Support 

OTG Dev 
Charges From 

Accessory 
Draws Current 
From 

nothing Charging 
Port 

B-dev - - - Charger Port 

nothing Charging 
Port 

A-dev - - - - 

OTG dev nothing B-dev yes yes - OTG Port 
OTG dev nothing A-dev yes yes Accessory Port - 
OTG dev nothing charger - - Accessory Port - 

OTG dev PC, OTG dev nothing - - - - 
OTG dev PC, OTG dev B-dev yes yes - OTG Port 
OTG dev PC, OTG dev A-dev yes yes Accessory Port - 
OTG dev PC, OTG dev charger - - Accessory Port - 

OTG dev Charging 
Port 

nothing - - Charger Port - 

OTG dev Charging 
Port 

B-dev yes no Charger Port Charger Port 

OTG dev Charging 
Port 

A-dev yes yes Charger Port - 

OTG dev Charging 
Port 

charger - - Charger Port - 

An ACA does not allow data communication through the Charger Port.  The ACA only allows charging from 
the Charger Port when a Charging Port is attached.  It does not allow charging from the Charger Port 
whenever an SDP or an OTG device is attached. 

In the case where both an OTG device and a B-device are charging from the Charger Port, it is not 
necessary to support SRP, since VBUS is already asserted at both the OTG Port and Accessory Port. 

The OTG device is required to limit the current it draws from the ACA such that VBUS_OTG remains above 
VACA_OPR min. 
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6.2.3 Micro ACA Architecture 

Figure 6-3 shows the architecture of a Micro ACA. 

Accessory

OTG Device

Micro ACA

CDP or DCP

VBUS_OTG

ID_OTG
Adapter 

Controller

Charger 
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VBUS_ACC

DP_ACCDP_OTG

VBUS_CHG

DP_CHG

ID_ACC

Accessory 
Switch

DN_CHG

DN_OTG DN_ACC

CMACA_VBUS CMACA_VBUS

Figure 6-3  Micro ACA Architecture 

The Accessory Switch allows current to flow between VBUS_OTG and VBUS_ACC.  The Charger Switch 
allows current to flow from VBUS_CHG and VBUS_OTG.  The Adapter Controller performs several 
functions.  These functions include: 

� sensing the state of the ID_ACC pin, (grounded or floating) 
� outputting a state onto the ID_OTG pin, (RID_GND, RID_A, RID_B, RID_C or RID_FLOAT) 
� using the DP_CHG and DN_CHG pins to detect if a Charging Port is attached to the Charger Port 
� sensing the voltage on the VBUS_ACC pin 
� sensing the voltage on the VBUS_OTG pin 
� controlling the Charger and Accessory Switches 
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6.2.4 Micro ACA Modes of Operation 

The operation of the Micro ACA is shown in Table 6-2, and is described below.  The table assumes that an 
OTG device is always attached to the OTG Port. 

Table 6-2  Micro ACA Modes of Operation 

Row Charger
Port 

Accessory 
Port 

VBUS_
ACC 

VBUS_
OTG 

ID_
ACC 

Charger 
Switch 1)

Access 
Switch 1) 2)

ID_OTG OTG 
Device 

1 not Chrg Port nothing low low float open ADP-pass RID_FLOAT B-dev

2a  7)
not Chrg Port B-device low low ground open ADP-pass RID_GND A-dev

2b not Chrg Port B-device driven 3)
high ground open closed RID_GND A-dev

3 not Chrg Port A-dev off low low float open ADP-pass RID_FLOAT B-dev

4 not Chrg Port A-dev on high driven 4)
float open closed RID_FLOAT B-dev

5 Charging Port nothing low driven 5)
float closed open RID_B B-dev

6 Charging Port B-device driven 6) driven 5)
ground closed closed RID_A A-dev

7 Charging Port A-dev off low driven 5)
float closed open RID_B B-dev

8 Charging Port A-dev on high driven 5)
float closed open RID_C B-dev

Notes 
1) Open refers to the high impedance state of the switch.  Closed refers to the low impedance state of

the switch.
2) ADP-pass refers to an impedance state of the switch sufficiently low to transmit ADP probes

(RADP_OTG_ACC).
3) Driven via Accessory Switch from VBUS_OTG.
4) Driven via Accessory Switch from VBUS_ACC.
5) Driven via Charger Switch from VBUS_CHG.
6) Driven via Charger Switch and Accessory Switch from VBUS_CHG.
7) In row 2a, the VBUS_OTG low state can happen after TA_WAIT_BCON max of ID_OTG going low, if

the OTG A-device supports sessions. (See OTG 2.0 Supplement for value.)
8) Other transitory states exist when moving between the design states shown in the rows of the table.

It is the responsibility of the Micro ACA designer to take these into account.

In rows 5 and 7, a Charging Port is attached to the Micro ACA Charger Port, and either nothing is attached to 
the Accessory Port, or an A-device that is not asserting VBUS is attached to the Accessory Port.  The ID 
resistance of RID_B indicates to the OTG device that it is allowed to charge, and that it is allowed to initiate 
SRP.  The OTG device is not allowed to connect, (that is, leave DP_OTG asserted).  The reason for this is 
that if an A-device is on the Accessory Port and is not asserting VBUS, then the USB spec requires the data 
lines remain at a logic low. 

In row 8, a Charging Port is attached to the Micro ACA Charger Port, and an A-device that is asserting VBUS 
is attached to the Accessory Port.  The ID resistance of RID_C indicates to the OTG device that it is allowed 
to charge, and that it is allowed to connect.  However, it is not allowed to do SRP, since the A-device is 
already asserting VBUS. 

In row 6, a Charging Port is attached to the Micro ACA Charger Port, and a B-device is attached to the 
Accessory Port.  The ID resistance of RID_A indicates to the OTG device that it is allowed to charge, and that 
it should default to acting as host. 
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6.2.5 Implications of not Supporting Micro ACA Detection 

The OTG supplement only defines the floating and ground states on the ID pin.  The floating state is any 
impedance greater than 1M, and the ground state is any impedance less than 10-.  Since the RID_A, RID_B

and RID_C resistances are between the floating and ground resistance values, an OTG device that does not 
support ACA detection could interpret any of these values as either floating or ground. 

If an OTG device interpreted the RID_A resistance as floating, then: 
� it would not be aware of the opportunity to draw IDEV_CHG from VBUS 
� it would default to peripheral, when it should default to host 

If an OTG device interpreted the RID_B resistance as grounded, then: 
� it would try to drive VBUS_OTG at the same time as the ACA was driving VBUS_OTG 
� it would default to host, when it should default to peripheral 

If an OTG device interpreted the RID_B resistance as floating, then: 
� it would not be aware of the opportunity to draw up to IDEV_CHG from VBUS 
� it would not be aware of the opportunity to do SRP 
� it would be required to connect, and potentially violate the USB back-drive voltage spec 

If an OTG device interpreted the RID_C resistance as grounded, then: 
� it would try to drive VBUS_OTG at the same time as the ACA was driving VBUS_OTG 
� it would default to host, when it should default to peripheral 

If an OTG device interpreted the RID_C resistance as floating, then: 
� it would not be aware of the opportunity to draw up to IDEV_CHG from VBUS 

6.2.6 Micro ACA Requirements 

A Micro ACA Charger Port shall draw less than ISUSP when anything other than a Charging Port is attached 
to it. 

A Micro ACA shall draw less than ISUSP when a Charging Port is attached to the ACA Charger Port and 
nothing is attached to the OTG Port or Accessory Port. 

The resistance between the VBUS_CHG and VBUS_OTG pins of an ACA shall be RACA_CHG_OTG when the 
Charger Switch is closed in rows 5-8 of Table 6-2, and the voltage on VBUS_CHG is at VACA_OPR. 

The resistance between the VBUS_CHG and VBUS_ACC pins of an ACA shall be RACA_CHG_ACC when 
both the Charger Switch and the Accessory Switch are closed in row 6 of Table 6-2, and the voltage on 
VBUS_CHG is at VACA_OPR. 

The resistance between the VBUS_OTG and VBUS_ACC pins of an ACA shall be RACA_OTG_ACC when the 
Charger Switch is open and the Accessory Switch is closed in rows 2b and 4 of Table 6-2 and the voltage on 
either VBUS_ACC or VBUS_OTG is at VACA_OPR. 

The resistance between the VBUS_OTG and VBUS_ACC pins of an ACA shall be RADP_OTG_ACC when the 
Accessory Switch is in condition ADP-pass in rows 1, 2a or 3 of Table 6-2. 

The resistance between the internal ground of the Micro ACA and the ground pin of a Micro-AB receptacle 
attached to the OTG port of an ACA shall be ROTG_ACA_GND.  This requirement limits the difference between 
OTG and ACA ground under conditions of high charging current.  This in turn allows the OTG device to 
reliably detect the ACA ID resistance under conditions of high charging current. 
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When a Micro ACA detects VBUS_CHG asserted, it shall output VDP_SRC on DP_CHG.  If the ACA detects 
DN_CHG greater than VDAT_REF, then it is allowed to close its Charger Switch for as long as VBUS_CHG 
remains above VOTG_SESS_VLD.  Note that this could result in the ACA drawing more than ICFG_MAX from a 
PS2 port. 

If the Charger Port was attached to a CDP, then it's possible that DN_CHG may go below VDAT_REF of the 
ACA due to charging currents causing the CDP ground to be lower than the ACA ground. It’s also possible 
that the CDP could issue a USB reset.  The ACA shall ignore either of these effects, and continue to leave its 
Charger Switch closed.  When VBUS_CHG goes below VOTG_SESS_VLD, then the ACA is required to again 
check for VDN_CHG being greater than VDAT_REF, before opening the Charger Switch. 

The Micro ACA is required to have a capacitance of CMACA_VBUS on both the VBUS_OTG and VBUS_ACC 
pins.  The reason for this is so that attached devices which support the Attach Detection Protocol (ADP) 
defined in OTG 2.0 can detect when they are attached to an ACA. 
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6.2.7 Portable Device State Diagram 

Figure 6-4 shows the state diagram for a PD attached to an SDP, CDP, DCP, Micro ACA, ACA-Dock or B-
device. 

Figure 6-4  Portable Device State Diagram 

Each bubble represents a state of the PD.  The first row in each bubble is the state number. 

The first term in the second row indicates whether the attached device is acting like a Charging Port.  The 
second term in the second row indicates what would be attached to the Accessory Port of the ACA, if the PD 
is attached to an ACA.  The third row indicates whether or not the attached device is driving the PD VBUS 
pin.  The fourth row indicates what resistance the attached device is applying to the PD ID pin.  In state 2, 
the fifth row indicates that the ACA-Dock is outputting a voltage of VDM_SRC to the D- pin of the PD. 
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In state 1, the PD detects that it is not attached to anything, or that it is attached to something that is not 
driving VBUS or pulling ID low. 

In state 2, the PD is attached to an ACA-Dock that is driving VBUS.  If the PD is removed from the ACA-
Dock, or if the ACA-Dock stops providing VBUS, the PD transitions to state 1.  An ACA-Dock is required to 
let its ID pin float if it is not driving VBUS.  If the ACA-Dock were to ground the ID pin while it was not driving 
VBUS, then the PD would incorrectly transition to state 7, where it would attempt to drive VBUS into the 
ACA-Dock. 

In state 3, the PD is attached directly to an A-device, or to an ACA that has an A-device on its Accessory 
Port.  In either case, the PD is drawing current from the A-device, and not from the ACA Charger Port.  This 
is why the second row has the term !Chg.  If the A-device presents itself to the PD as a CDP, then the PD 
can draw IDEV_CHG from the A-device. 

In state 4, the PD is attached to an ACA that has a charger on its Charger Port, and an A-device on its 
Accessory Port.  Detaching the PD from the ACA causes the PD to transition to state 1. 

In state 5, the PD is attached to an ACA that has a charger on its Charger Port, and does not have an 
accessory on its Accessory Port. 

In state 6, the PD is attached to an ACA that has a charger on its Charger Port, and a B-device on its 
Accessory Port.  Detaching the PD from the ACA causes the PD to transition to state 1. 

In state 7, the PD is attached to a B-device, or to an ACA that has a B-device on its Accessory Port.  This is 
the only state in which the PD is required to output power on VBUS.  In states 2 to 6, the PD is able to draw 
power from VBUS. 

THE NOCO COMPANY
IPR2020-00944

EXHIBIT 2018
PAGE 000076

Page 76 of 89 EXHIBIT 1046 
Petitioner ADC 

(IPR2024-00577)



 Battery Charging Specification, Revision 1.2 March 15, 2012 

58

6.3 Standard ACA 

6.3.1 Standard ACA Ports 

Figure 6-5 shows the ports of a Standard ACA. 

Figure 6-5  Standard ACA Ports 

Various cables can be uses to attach the Accessory Port of a Standard ACA to an accessory, including: 
� Standard-A to Micro-B 
� Standard-A to Standard-B 
� Standard-A to captive 

A Standard ACA shall have one of the following mechanical interfaces for its Charger Port: 
� Micro-B receptacle 
� Captive cable terminating in a Standard-A plug 
� Captive cable terminating in a charger 

Accessory

OTG Device Standard ACA

OTG 
Port

Charger 
Port

Accessory 
Port

CDP
or

DCP

Std-A
Recep

Std-A 
Plug

Std-A 
Plug

Std-A 
Recep

µ-B
Recep

µ-B
Plug

Connector can 
optionally be replaced 

with captive cable

Connector can 
optionally be replaced 

with captive cable

µ-AB
Recep

µ-A
Plug

Plug

Allowed cables include:
Std-A to µ-B

Std-A to Std-B
Std-A to captive

THE NOCO COMPANY
IPR2020-00944

EXHIBIT 2018
PAGE 000077

Page 77 of 89 EXHIBIT 1046 
Petitioner ADC 

(IPR2024-00577)



 Battery Charging Specification, Revision 1.2 March 15, 2012 

59

Table 6-3  Standard ACA Connectivity Options 

OTG Port Charger Port Accessory 
Port 

HNP 
Support 

SRP 
Support 

OTG Dev 
Charges From 

Accessory 
Draws Current 
From 

nothing Charging Port B-dev - - - Charger Port 

OTG dev nothing B-dev yes yes - OTG Port 

OTG dev PC, OTG dev nothing - - - - 
OTG dev PC, OTG dev B-dev yes yes - OTG Port 

OTG dev Charging Port nothing - - Charger Port - 
OTG dev Charging Port B-dev yes no Charger Port Charger Port 

An ACA does not allow data communication through the Charger Port.  The ACA only allows charging from 
the Charger Port when a Charging Port is attached.  It does not allow charging from the Charger Port 
whenever an SDP or an OTG device is attached. 

In the case where both an OTG device and a B-device are charging from the Charger Port, it is not 
necessary to support SRP, since VBUS is already asserted at both the OTG Port and Accessory Port. 

The OTG device is required to limit the current it draws from the ACA such that VBUS_OTG remains above 
VACA_OPR min. 

6.3.2 Standard ACA Architecture 

Figure 6-6 shows the architecture of a Standard ACA. 

Figure 6-6  Standard ACA Architecture 

Accessory

OTG Device Standard ACA

CDP or DCP

VBUS_OTG

ID_OTG
Adapter 

Controller

Charger 
Switch

VBUS_ACC

DP_ACCDP_OTG

VBUS_CHG

DP_CHG

DN_CHG

DN_OTG DN_ACC

CSACA_VBUS

THE NOCO COMPANY
IPR2020-00944

EXHIBIT 2018
PAGE 000078

Page 78 of 89 EXHIBIT 1046 
Petitioner ADC 

(IPR2024-00577)



 Battery Charging Specification, Revision 1.2 March 15, 2012 

60

The Charger Switch allows current to flow from VBUS_CHG and VBUS_OTG.  Note that unlike the Micro 
ACA, the Standard ACA does not have an Accessory Switch. 

The Standard ACA is required to have a capacitance of CSACA_VBUS on the VBUS_OTG or VBUS_ACC 
pins.  The reason for this is as follows. 

The Accessory Port does not have an ID pin, since it uses a Standard-A receptacle.  Thus, the Standard 
ACA cannot detect when a plug has been inserted into the Accessory Port, and therefore it cannot inform the 
OTG Device of such an attach event.  If a Charging Port were attached to the ACA Charger Port, then the 
accessory would connect, and the OTG device could detect the connect event.  If a Charging Port were not 
attached to the ACA Charger Port, then the OTG Device would either have to leave VBUS asserted, or it 
would have to do ADP.  In order to allow ADP to work, the combined capacitance on the VBUS_OTG and 
VBUS_ACC pins needs to be CSACA_VBUS. 

The Adapter Controller performs several functions.  These functions include: 

� outputting a state onto the ID_OTG pin, (RID_GND, RID_A) 
� using the DP_CHG and DN_CHG pins to detect if a Charging Port is attached to the Charger Port 
� controlling the Charger Switch 

6.3.3 Standard ACA Modes of Operation 

The operation of the Standard ACA is shown inTable 6-4, and is described below.  The table assumes that 
an OTG device is always attached to the OTG Port. 

Table 6-4  Standard ACA Modes of Operation 

Row Charger
Port 

Accessory 
Port 

Charger 
Switch 1)

ID_OTG OTG 
Device 

1 non-charger nothing open RID_GND A-dev
2 non-charger B-device open RID_GND A-dev

3 charger nothing closed RID_A A-dev
4 charger B-device closed RID_A A-dev

Notes 
1) Open refers to the high impedance state of the switch.  Closed refers to the low impedance state of

the switch.

When a PD is attached to a Standard ACA, the ID_OTG pin is either at RID_GND or at RID_A, and the PD is 
always acting as an A-device. 
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6.3.4 Implications of not Supporting Standard ACA Detection 

The OTG supplement only defines the floating and ground states on the ID pin.  The floating state is any 
impedance greater than 1M, and the ground state is any impedance less than 10-.  Since the RID_A is 
between the floating and ground resistance values, an OTG device that does not support ACA detection 
could intepret this value as either floating or ground. 

If an OTG device interpreted the RID_A resistance as floating, then: 
� it would not be aware of the opportunity to draw IDEV_CHG from VBUS 
� it would default to peripheral, when it should default to host 

6.3.5 Standard ACA Requirements 

A Standard ACA Charger Port shall draw less than ISUSP when anything other than a Charging Port is 
attached to it. 

A Standard ACA Accessory Port shall draw less than ISUSP when a Charging Port is attached to the ACA 
Charger Port and nothing is attached to the OTG Port or Accessory Port. 

The resistance between VBUS_CHG, and either VBUS_OTG or VBUS_ACC of a Standard ACA shall be 
RACA_CHG_OTG when the Charger Switch is closed in Table 6-4, and the voltage on VBUS_CHG is at 
VACA_OPR. 

The resistance between the internal ground of the Standard ACA and the ground pin of a Micro-AB 
receptacle attached to the OTG port of an ACA shall be ROTG_ACA_GND.  This requirement limits the 
difference between OTG and ACA ground under conditions of high charging current.  This in turn allows the 
OTG device to reliably detect the ACA ID resistance under conditions of high charging current. 

When a Standard ACA detects VBUS_CHG asserted, it shall output VDP_SRC on DP_CHG.  If the ACA 
detects DN_CHG greater than VDAT_REF, then it shall close its Charger Switch for as long as VBUS_CHG 
remains above VOTG_SESS_VLD.  Note that this could result in the ACA drawing more than ICFG_MAX from a 
PS2 port. 

If the Charger Port was attached to a CDP, then it's possible that DN_CHG may go below VDAT_REF of the 
ACA due to charging currents causing the CDP ground to be lower than the ACA ground. It’s also possible 
that the CDP could issue a USB reset.  The ACA shall ignore either of these effects, and continue to leave its 
Charger Switch closed.  When VBUS_CHG goes below VOTG_SESS_VLD, then the ACA is required to again 
check for VDN_CHG being greater than VDAT_REF, before opening the Charger Switch. 
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How USB Charges Just About Any Electronic
Device
By Chris A. Ciufo, Editor, Embedded, Extension Media, LLC

What makes USB 2.0 the universal battery charger—and what nuances make charging so efficient?

USB 2.0 and 3.0 have evolved from a fast data connection for peripherals like external HDDs and

digital cameras, to the de facto low voltage way to charge battery-operated devices. From

handheld GPS, fitness bands and smartphones to this year’s wearable connected watches, USB

2.0 (and soon 3.0) charges it all. I, for one, am grateful to ditch the rat’s nest of cables in my desk

(Figure 1) in favor of a single micro USB connector for everything except Apple products. But how

can USB replace all those legacy cables, wall wart chargers and other “bricks”?

The secret is the USB-IF’s Battery Charging Specification BC1.2 that—when implemented with

smart charging features from vendors like Texas Instruments and Pericom Semiconductor—

make trickle- and fast-charging a snap. Here’s how it works, and some subtleties that make it

better.

Figure 1. Proprietary USB 2.0 cables like these will soon give way to the universal micro USB

charging cable, followed soon by USB 3.0. (Photo by author.)

USB 2.0 Refresher

The good folks at the USB implementers forum (USB-IF) define the USB 2.0 cable as having four

wires plus a grounded shell (Figure 2). There are 5VDC, ground and a data pair called Data+ (D+)

and Data- (D-). While the data happens on D+/-, charging current is provided on the 5 volt wires.
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Figure 2. USB 2.0 pin out. (Courtesy: Wikipedia and Wiki Commons; by Simon Eugster.)

a d ata  ( ). e t e data appe s o , c a g g cu e t s p o ded o  t e 5 o t es.

But D+/- come into play on creating various charging profiles where a downstream port device

(PD) needing a charge plays a minuet by toggling these wires in a specific way.

The enumeration sequence on the wires tells the charger how much current to source for

charging the PD. This orchestration is the basis of “smart” charging and is essential to today’s

high capacity (larger current) battery devices like tablets. Smart charging is also needed to

quickly top off on-the-go devices in under an hour instead of overnight. In USB 2.0, the PD

normally charges at 500 mA (0.5A), while it’s 900 mA in USB 3.0. These are not nearly enough for

most devices today. 

The latest goals for Battery Charging (BC) evolved into the USB Power Delivery specification. But

how did we get there?

USB originally charged devices only via a PC or laptop port, followed later by hubs, portable

chargers, “top up” batteries, and even in-car USB ports. By 2007 it became clear that USB would

soon “power” the world and BC1.1 was released. This was partly driven by government demands

to reduce electronic waste through hardware standardization.

Table 1 defines three charging profiles—CDP, DCP, and SDP—where the Standard Downstream

Port (SDP) is the 500mA charge described above and the other profiles offer more amperage.

Additionally, proprietary charging profiles from Apple, Samsung, and China telecom (YD/T1591-

2009) define additional current.

USB Power Delivery offers the following features:

Increased power levels from existing USB standard up to 100W.

Power direction is no longer fixed. This enables the product with the power (Host or

Peripheral) to provide the power.

Optimize power management across multiple peripherals by allowing each device to take

only the power it requires, and to get more power when required for a given application.
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Intelligent and flexible system level management of power via optional hub communication

with the PC.

Allows low power cases such as headsets to negotiate for only the power they require 

Table 1. USB Implementer Forum (USB-IF) Battery Charging specifications (from their BC1.2

compliance plan document, October 2011). 

Figure 3 shows the basic set-up for charging profiles beyond SDP (that is: for more than 500

mA). A charger IC such as Pericom’s PI5USB2546A is inserted in the data path between the

USB host controller and the port into which the USB cable is plugged. If the bus is configured

and not suspended (such as a PC in S0 “on” mode), the standard downstream port (SDP) can

charge at 500 mA max. Many modern battery devices will not charge at such low current—or

will charge so slowly as to be perceived as not charging at all. Other profiles are needed. 
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Figure 3. Typical USB charger set-up requiring a charger IC between host controller and the

USB cable port.  

A charging downstream port (CDP) can transact USB data while charging the PD at up to 1.5A.

As well, per BC1.1 and BC1.2, a dedicated charging port (DCP) will not transact USB data but

will charge at 1.5 A (max) at 5.25 V. This also matches the Chinese telecom standard when the

charging profile is enabled. Lastly, as mentioned above, Apple uses its own proprietary

charging profiles as shown in Table 2. When enabled, the profiles for Apple 1A, 2A and the

new 2.4A will charge batteries at up to 2.4A.

This is why trying to charge an iPad from a non-Apple wall wart will often take so long even if

the charger can source enough current: neither the charger nor the iPad’s charging circuit

accepts the desired 2.0 or 2.4 amps because the proper profile enumeration hasn’t taken

place.

Table 2: Apple’s proprietary charging profiles supply up to 2.4A at voltages different

from the USB-IF’s BC1.2 spec. 

How Profiles Enumerate

Charging profiles from the USB-IF are well defined, but profiles from vendors like Apple or

Samsung can be a bit of a mystery. USB charger IC suppliers like Pericom invest significant

R&D investigating OEM chargers, devices, and assuring proper charge profile compliance with

dozens to hundreds of battery-operated devices. Let’s take a look at how profile enumeration

works.

For simplicity’s sake, let’s assume the charging port is on a laptop computer and the CPU is in

standby, sleep or completely shut down. The USB 2.0 port can still charge a device per BC1.2.

The steps are as follows:

Step 1: Primary detection to determine if the port should be in SDP, CDP, or DCP (Refer to

Table 1 and Figure 3).

PD (device to be charged) sends out a 0.5 – 0.7V pulse on D+ and waits for a similar

pulse from the USB port on D- .

If there is no response on D-, the profile is SDP. See Figure 4.

If there is a response on D-, Secondary detection begins.

Step 2: Secondary detection determines if the profile is CDP or DCP
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Step 2: Secondary detection determines if the profile is CDP or DCP.

PD then sends out a similar pulse on D- and waits for a reply on D+ .

The profile is CDP if there is no reply on D+ .

The profile is DCP if there is a 0.5 – 0.7V reply on D+. This is often accomplished by the

charging IC merely shorting D+/D- together. 

Figure 4. Standard USB SDP charging profile provides only 500mA (USB 2.0) or 900 mA

(USB 3.0) in a laptop powering a mobile device (left). The Pericom PI5USB254x family

is shown. 

The two-stage profile detection specified by the USB-IF is simple and effective. But in

the equivalent CDP and DCP modes for proprietary profiles such as for Samsung or

Apple devices, the enumeration and voltages are different. Figure 5 shows the

sequence—which is mostly similar—for these other PDs. Figure 5 specifies the Pericom

– PI5USB2546A devices needed.
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Figure 5. The enumeration sequence (red) for Auto DCP mode for proprietary profiles

such as for Samsung devices is considerably more complex. The USB charge IC contains

logic and voltage dividers to properly apply a dedicated fast charge. 

Note the sensing control and voltage divider circuits necessary to accomplish the proprietary

profiles. In fact, Pericom has a patent (US 8,237,414 B1; 2012) for this sequence which: 1.

identifies the device (PD) needing a charge; 2. switches to the right communication scheme; 3.

identifies the profile needed (including non-BC1.2/proprietary profiles); and 4. changes the

voltages accordingly. Charging then commences via “intelligent” charge controller ICs.

Beyond the Specs

Note that in the previous examples, the laptop wasn’t running, but plugging in a device still

resulted in the proper fast charging routine. How can four USB wires/pins cause so many

nuances? When choosing a charger IC, the details matter.

For example, per BC1.2 the USB port will detect the PD only once—typically when the device is

plugged in. What happens if the device remains plugged in but needs a fast charge some time

after its initial charge? Beyond unplugging the PD (which is what most of us do), some smartTHE NOCO COMPANY
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chargers can mimic a re-plug by generating the Vbus +5V if the device so requests. This starts the

enumeration procedure without having to disconnect the device.

Disconnecting devices during charging can potentially result in voltage spikes, shorts (frayed

cables), and other transients that can affect the charge IC, the PD, the battery, or all of them.

Some nice-to-haves in an intelligent charge controller include:

Adjustable current limit protects the USB port, the host computer (or whatever host

into which the charge controller is a part), and the load due to a short or even a bad

battery that draws an excessive current. Having a programmable current maximum

allows design flexibility and potential future proofing.

Undervoltage lockout will disable the charge IC if the system input voltage is too low.

This sometimes occurs when a host is operating on battery, when the host CPU and

multiple peripherals are operating, or due to other unforeseen insufficient supply

voltage.

If the charge IC is disabled due to this condition, there’s less probability for erratic operation,

which might damage the PD or its battery. (Remember: many mobile batteries can become

dangerous under certain conditions.) This feature goes hand-in-hand with thermal protection

that disables the IC just like a CPU should it become too hot.

Sleep-mode charging was described above and pertains to the common S3/4/5 modes. An

intelligent charge controller like the Pericom PI5USB2546A family will enumerate the PD and

determine the proper BC1.2 or proprietary charging profile.

Keyboard/mouse wake-up is a nice-to-have that is part of most USB host controllers but only

works if the USB charger between the host and the port properly passes those signals

through.

Plug and Go

It’s clear USB 2.0—and soon USB 3.0 with the follow-on Power Delivery specs—is the de facto

way to charge low voltage, battery-operated devices. Yet despite its apparent simplicity to the

user, there’s a lot that goes on behind the scenes to make both slow- and fast-charging possible.

As new devices with bigger batteries emerge, the need for intelligent USB charge controllers

becomes more acute. More devices means more charge profiles and more advanced charger

features.
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