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I. INTRODUCTION 

Patent Owner Immersion Corporation (“Immersion”) respectfully requests 

that the Board affirm the Challenged Claims 1-6, 14-16, and 19 of Immersion’s U.S. 

Patent No. 7,336,260 (EX1001 or the “’738 Patent”).  

The ’738 Patent is directed to an invention for detecting non-contact 

interactions by way of a proximity sensor on a device such as a touchpad, and also 

detecting contact interactions by way of a touch sensor on the device. The claimed 

invention utilizes sensor signals from both types of sensors together to generate a 

single haptic effect that is based on both proximity and touch-based user interaction 

with the device. EX1001, 11:26-32, 2:54-67, Fig. 5. Thus, the claimed invention of 

the ’738 Patent provides a more intuitive experience for users interacting with 

touchscreen devices. EX1001, 2:54-67. For example, providing haptic feedback 

based on proximity in addition to touch allows vehicle or heavy-equipment operators 

to focus on the road, equipment, or any outside element while interacting with the 

user interface. Id., 11:61-12:9. 

In this way, the ’738 Patent enhanced users’ experience with touch screen 

devices by improving upon the conventional prior art systems that provided 

individual haptic effects each based only on either proximity-sensed interactions or 

touch-sensed interactions, but not both together at the same time. EX1001, 11:61-

12:9. The inventors of the ’738 Patent recognized such limitations of the prior art in 



Patent Owner’s Response 
IPR2024-00582 (U.S. Patent No. 11,175,738) 

 

2 
 

how it provided haptic feedback to convey information about proximity interactions 

or touch interactions through separate haptic effects or combinations thereof. 

EX1001, 1:14-20, 11:26-32; Declaration of Robert Akl, Ph.D. (“EX2008”), ¶51. 

In contrast to the ’738 Patent, the asserted Pratt and Ku references faced a 

different challenge, and hence, developed a different approach to generating haptic 

feedback. Pratt is directed to two principal concerns. The first is reducing latency, 

i.e., increasing the speed with which the device produces a haptic effect upon touch. 

EX1006, ¶[0004], [0006], [0016], [0039]. Thus, in these disclosed embodiments the 

haptic effect is based solely on the touch signal because there is no haptic effect until 

there is a touch. EX1006, ¶[0016], [0039]. The second concern is conveying 

information to the user about the speed and direction of their approach to the screen. 

EX1006, ¶[0041]. Thus, in these disclosed embodiments the haptic effect is based 

solely on the proximity signal rather than both the proximity and touch signal as 

required by the ’738 Patent. Id. 

Ku is generally directed to distinguishing input signals detected by a mobile 

device. EX1008, Title, 2:59-64. More specifically, like Pratt, Ku is directed to 

generating different haptic effects each of which separately corresponds to only 

sensed proximity or sensed touch respectively: “a first vibration signal is associated 

with the first input signal and a second vibration signal is associated with the second 

input signal.” EX1008, Abstract. In Ku, these different vibration signals can overlap 
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in time, but they are nonetheless separate haptic effect signals, each based on either 

the proximity sensor signal or the touch sensor signal but not both. Id., FIGS. 7 & 

12, 1:32-34, 1:51-56, 11:32-38; EX2008. Moreover, as explained below, the fact that 

Ku’s individual vibration signals (each only based on a proximity signal or touch 

signal, but not both) can be combined together does not meet the claimed “haptic 

effect” limitation. 

Taken together, the references relied on by Petitioner teach using either a 

touch signal or a proximity signal, but never both touch and proximity signals as 

required by the ’738 Patent. As detailed below, these references are not suited to the 

objectives of the ’738 Patent which is to generate a single haptic effect based in part 

on both the proximity and touch signals, thereby using both pieces of information to 

generate a single primary haptic effect.  

Accordingly, as detailed in this Response, all grounds of the Petition have 

these key deficiencies in common. Therefore, the Board should affirm the 

Challenged Claims. 

II. BACKGROUND OF U.S. PATENT NO. 11,175,738 

A. Overview 

The ’738 Patent is directed to a system and method for detecting non-contact 

interactions, i.e., proximity interactions, with a touch-sensitive device, as well as 
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touch interactions, and using inputs from both interactions to generate a haptic effect. 

EX1001, 1:14-20, 11:26-32.  

 

EX1001, Fig. 5. 

As mentioned above, the ’738 Patent teaches techniques that enhance the user 

experience in interacting with a touch-sensitive device. The inventors of the ’738 

Patent recognized that in conventional systems the device conveyed information 
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either about the proximity signal or the touch signal but did not take both into 

account at the same time when generating a single haptic effect. Id. Having this 

combined information improves the user’s experience with the touch screen device. 

EX1001, 11:61-12:9. For example, at step 508 “when the processor 102 determines 

a haptic effect based at least in part on the touch sensor signal and on the proximity 

signal … the processor 102 may be configured to output a particular [the] haptic 

effect”. EX1001, 11:29-33. 

Therefore, at a minimum, the claimed invention requires the determination of 

a haptic effect or output signal that is based “at least in part” on a proximity sensor 

signal and a touch sensor signal. In other words, the haptic output signal is required 

to be based at least on those two sensor signals. That is what the claimed phrase “at 

least in part on” means. Once that minimum condition is satisfied, there could be 

additional inputs to the determination of the haptic output signal as described in the 

’738 Patent—for example, certain other user inputs (e.g., a manipulating a joystick) 

or system events or status (e.g., incoming call, low battery, low memory, etc.). 

EX1001, 8:28-44.  

B. Challenged Claims 

Petitioner challenges claims 1-6, 14-16, and 19 of the ’738 Patent, including 

two independent claims—apparatus claim 1 and method claim 15, which are similar 

in scope. Claim 1 is recited below: 
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[1PRE] 1. A device comprising: 

[1A] a proximity sensor capable of detecting a non-contact 

interaction with a touch-sensitive device and outputting 

a first sensor signal; 

[1B] a touch sensor capable of detecting a touch with the touch-

sensitive input device and outputting a second sensor 

signal; 

[1C] a haptic output device configured to receive a haptic 

output signal and output a haptic effect in response to 

the haptic output signal; and 

[1D] a processor configured to: 

[1E] receive the first sensor signal and the second sensor 

signal; 

[1F] generate a haptic output signal based at least in part on 

the first and second sensor signals; and 

[1G] transmit the haptic output signal to the haptic output 

device. 

EX1001, 14:6-22. 

C. Prosecution History 

The ’738 Patent application was filed on December 13, 2016. EX1002, 1. On 

April 4, 2018, the Examiner issued a Non-Final Office Action. Aside from noting 

certain informalities that needed correction, the Examiner (1) rejected claims 1-4, 
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11-13 and 15-19 under 35 U.S.C. § 102 as anticipated by Choe (EX1015), 

(2) rejected claims 5 and 7-10 under 35 U.S.C. § 103 as rendered obvious by Choe 

in view of Rosenberg (EX1021), (3) rejected claim 6 under 35 U.S.C. § 103 as 

rendered obvious by either Choe in view of Rosenberg or Choe in view of 

Rosenberg848 (EX1022); and (4) rejected claim 14 under 35 U.S.C. § 103 as 

rendered obvious by Choe in view of Rosenberg848. EX1002, 51-62.  

1. Various versions of the Petition’s Ku reference 
were previously cited and considered by the 
Examiner and the Applicant of the ’738 Patent 

As part of the April 2018 office action the Examiner made note of 6 cited 

references, including US 2009/0322497 A1, which is the patent application that led 

to the Ku patent (“Ku Application”). EX1002, 62 listing Ku Application (EX2003). 

On May 8, 2018, Applicant filed an Information Disclosure Statement (“IDS”) 

listing 5 references, including EP 2141580 (EX1014) which is the European 

counterpart to Ku. EX1002, 86. 

Later, on January 16, 2019,1 Applicant also filed a Supplemental IDS which 

included the Ku Application (EX2003) previously cited by the Examiner. EX1002, 

193, 997. And on January 18, 2019, the Examiner issued an Advisory Action with 

 
1 The date typed on the Information Disclosure Statement is January 16, 2018, but 

the year is a typo. 
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the Examiner’s signature on the IDS listing 17 references, including the Ku 

Application, and the Examiner’s initials next to the statement, “All references 

considered except where lined through.” EX1002, 997-1001. Indeed, none of the 

references were lined through.  

2. Applicant explained to the Examiner that Choe does 
not disclose a “haptic output signal based at least in 
part on the first and second sensor signals” 

On July 24, 2018, Applicant filed a response to the Examiner’s Non-Final 

Office Action which corrected the informalities but left the claims substantively 

unchanged. Applicant traversed the Examiner’s objections, arguing that Choe does 

not disclose or suggest the claim limitation “generate a haptic output signal based at 

least in part on the first and second sensor signals.” EX1002, 154-161.  

The Choe reference is directed to an apparatus and method of helping users 

navigate a touchscreen with limited display area to help them reach the correct icon. 

EX1015, ¶[0008]. Two of Choe’s inventors are the same inventors on the Ku 

reference asserted by Petitioner, and some of the figures in Choe are the same as 

those in Ku (e.g., Fig. 1). Choe discloses using the output of a proximity sensor to 

generate a haptic effect “whose intensity or pattern corresponds to the result of the 

determination performed by the proximity sensor.” EX1015, ¶[0010]. “The 

proximity sensor 141 may determine whether there is an object nearby and 
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approaching the mobile terminal 100 without any mechanical contact with the 

entity.” EX1015, ¶[0045].  

In the Non-Final Office Action Examiner cited paragraphs [0076]-[0078] of 

Choe. In those paragraphs Choe discloses a proximity sensor 141 “configured to 

output various proximity signals according to the distance between the display 

module 151 and the detected object,” i.e., the user’s finger. EX1015, ¶[0076]. “Then, 

the controller 180 may control the haptic module 157 to generate a haptic-effect 

signal corresponding to a touch key currently being approached by the detected 

object.” EX1015, ¶[0076]. 
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EX1015, Fig. 4 

Applicant argued that the cited section “makes clear that the haptic effect is 

determined based only on proximity.” EX1002, 159. Applicant pointed out that the 

haptic effect was generated based on the signals from one or more proximity sensors 

and that the haptic effect was generated before the user touched the screen. EX1002, 

159. 

On November 13, 2018, the Examiner issued a Final Office Action that 

restated the rejection based on Choe and added citations to Figures 16(a)-16(c) and 

the corresponding paragraphs [0136]-[0138]. EX1002, 171-181. The Examiner 

stated that these cited paragraphs “detail an example of providing a haptic effect 

using the sensing signals of both the proximity sensor 141 and the touch sensor 130. 

Examiner argued that “[a]s the user’s finger approaches the touchscreen surface the 

haptic feedback effect changes to indicate the current displacement between the 

user’s finger and the touchscreen surface. Once the user’s finger contacts the key 

224 of the touchscreen surface the haptic feedback effect changes to provide 

confirmation to the user that a command was issued.” EX1002, 172-173.  

In Figures 16(a)-(c) and paragraphs [0136]-[0138] Choe discloses an 

embodiment where the screen 223 displays a region 224 that the user needs to press 

in order to “pay charges.” EX1015, ¶[0137]. 
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EX1015, Fig. 16(a) 

The mobile terminal, e.g., smartphone, receives one of two signals: a touch 

signal or a proximity signal. EX1015, ¶[0137]. Haptic effect 225 is generated if the 

mobile terminal detects that the user’s finger is in proximity to the screen but has 

not touched it. “[I]f it is determined that the distance between the user’s finger and 

the key 224 has gradually decreased, the controller 180 may control the haptic 

module 157 to generate a haptic effect 225 in order to alert the user to the approach 

of the user’s finger to the key 224.” EX1015, ¶[0137]. 
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EX1015, Fig. 16(b) 

Haptic effect 226 is generated if the mobile terminal detects that the user’s 

finger has touched region 224. “Referring to FIG. 16(c), once the key 224 is touched 

or approached by the user’s finger, the controller 180 may control the haptic module 

157 to generate a haptic effect 226 in order to alert the user to the payment of 

charges.” EX1015, ¶[0138]. Thus, as the Appeal Board later held, “Choe discloses 

the haptic effect 226 is generated based on a touch of the user, or the approach of 

the user’s finger, but not both.” EX1002, 1091.  
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EX1015, Fig. 16(c) 

On January 16, 2019, Applicant filed a response to the Final Office Action 

and argued that the newly cited paragraphs of Choe still did not disclose generating 

a haptic output signal based at least in part on both the proximity and touch signals. 

EX1002, 182-190. Specifically, Applicant argued that those paragraphs of Choe 

disclose generating a first haptic effect 225 based on a proximity signal and a second 

haptic effect 226 based on a touch signal. EX1002, 187. Applicant argued that the 

distinct nature of the two haptic effects is underscored by the fact that the 

specification uses two different numerals for the haptic effects. EX1002, 187.  
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3. Applicant further explained to the Appeal Board 
that combining two separate haptic output signals 
that are each based on a proximity input and touch 
input, respectively, does not meet the claimed 
limitation “haptic output signal based at least in part 
on the first and second sensor signals” 

On March 25, 2019, Applicant filed a Pre-Appeal Brief and Conference 

Request. EX1002, 1003-1007. In the Pre-Appeal Brief, Applicant explained that “the 

[proposed] claim requires determining a haptic effect based on signals from two 

sensors (the claimed “proximity sensor and the claimed “touch sensor”)” but that 

Choe ¶[0076] “makes clear that the haptic effect is determined based only on 

proximity.” EX1002, 1004. Applicant emphasized the following text from paragraph 

[0076] of Choe: 

it may be determined what part of the display module 151 is 

being approached by the detected object and whether the 

detected object is being moved within the close vicinity of the 

display module 15 by determining which of the plurality of 

proximity sensors 141 is outputting a proximity sensor .... 

controller 180 may control the haptic module 157 to generate a 

haptic-effect signal corresponding to a touch key currently being 

approached by the detected object. 

EX1002, 1004. 

Applicant then addressed the additional citations to Choe made by the 

Examiner, namely Figures 16(a)-16(c) and paragraphs [0136]-[0138]. With respect 
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to those disclosures Applicant argued that these do not disclose “generat[ing] a 

haptic output signal based at least in part on the first and second sensor signals” 

because haptic effect 225 and haptic effect 226 are “two distinct haptic effects” with 

225 being based solely on proximity and 226 being based solely on touch. EX1002, 

1005. Applicant noted that the Choe reference uses two separate numerals to refer 

to these haptic effects and that under 37 C.F.R. § 1.84(p)(4) this meant that they were 

separate haptic effects. EX1002, 1005.  

With respect to the Examiner’s argument that the haptic effects disclosed in 

Choe ¶[0052] (“The haptic module 157 may synthesize different vibration effects 

and may output the result of the synthesization.”) and Figures 16-17 could be 

“combined,” Applicant pointedly argued that ¶[0052] “at most [discloses] 

synthesizing vibrations” but does not disclose outputting a single haptic effect based 

at least in part on first and second sensor signals.” EX1002, 1006. 

On March 25, 2019, the Notice of Panel Decision from Pre-Appeal Brief 

Review on April 9, 2019, recommended that the claims proceed to the Board of 

Patent Appeals and Interferences. EX1002, 1018.  

In the May 23, 2019 Appeal Brief, Applicant reiterated its position that Choe 

does not disclose “determin[ing] a haptic effect based on signals received from both 

‘a proximity sensor capable of detecting a non-contact interaction with a touch-
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sensitive device’ and ‘a touch sensor capable of detecting a touch with the touch-

sensitive device.’” EX1002, 1019-1040, 1032 (emphasis in original).  

In the Answer, the Examiner “agree[d] with Applicant in that the first haptic 

effect 225 is based on a proximity input and the second haptic effect 226 is based on 

a contact input.” EX1002, 1057. However, Examiner argued that this disclosed the 

claimed generation of a haptic effect because the “[Choe] haptic effects are 

combinable as disclosed in paragraph [0052] and at Figures 16-17 of Choe. A first 

signal output from the proximity sensor 141 and a second signal output from the 

touchscreen 130 are supplied as input to the haptic module 157 which synthesizes 

different vibration effects and outputs a result of the synthesization (paragraph 

[0052]).” EX1002, 1057.  

On December 3, 2019, Applicant filed its Reply Brief. EX1002, 1074-1077. 

On Reply Applicant pointed out that “the specification is explicit that these are 

different effects that are not output at overlapping times,” and also argued that it 

was improper to discuss combining admittedly separate haptic effects in an 

anticipation rejection. EX1002, 1075 (emphasis added). 



Patent Owner’s Response 
IPR2024-00582 (U.S. Patent No. 11,175,738) 

 

17 
 

4. The Appeal Board held that combining two separate 
haptic output signals that each are based on a 
proximity input and touch input, respectively, in 
Choe is not sufficient to meet the claimed limitation 
“haptic output signal based at least in part on the 
first and second sensor signals” 

In its Appeal Decision, the Board noted that “We agree with both the 

Examiner and Appellant that the broadest reasonable interpretation of the argued 

limitation requires that both touch and proximity signals be used to generate each 

haptic effect.” EX1002, 1089. With respect to the earlier cited paragraphs in Choe—

[0076]-[0078]—the Board held that in the embodiment disclosed in those paragraphs 

there was no description of using a touch signal to generate the haptic signal. 

EX1002, 1089. With respect to the later cited paragraphs in Choe—[0136]-[0138] 

and Figures 16(a)-(c)—the Board agreed with Applicant that the first haptic effect 

is based only on a proximity signal and the second haptic effect is based only on a 

touch signal. EX1002, 1089-1091. “Generally describing the use of synthesized 

vibration effects does not disclose that the specific signals 225 and 226 described by 

Choe in a separate embodiment are combined.” EX1002, 1091. Following the 

Board’s decision, the ’738 Patent was issued. 

III. PERSON OF ORDINARY SKILL IN THE ART (POSA) 

Petitioner identifies a person of ordinary skill in the art (“POSA”) as one who 

would have possessed “a bachelor’s degree in electrical engineering, computer 
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science, or a related field, plus at least two years of industry experience or graduate-

level experience with human–computer interaction,” and that more education could 

substitute experience, and vice versa. Pet. 6 (citing Welch ¶¶ 46-54).  

Immersion submits that a POSA at the time of the ’738 Patent would have had 

a bachelor’s degree in electrical engineering or computer science (or an equivalent 

degree), and two years of practical or industry experience in the field of human 

computer interaction (HCI), including implementation of computer-based systems 

and software for providing haptic feedback effects to a user. EX2008, ¶28. Also, a 

person could have qualified as a POSA with more formal education and less practical 

or industry experience, or vice versa. Id. In any event, the challenged claims of the 

’738 Patent are patentable under either Petitioner’s or Immersion’s definition of a 

POSA. 

IV. CLAIM CONSTRUCTION  

No constructions were proposed in the Patent Owner’s Preliminary Response 

on the basis that the terms of the ’738 Patent should be read with their plain and 

ordinary meaning. However, upon review of the Institution Decision, it is apparent 

that Petitioner and Patent Owner have differing understandings of the term “haptic 

effect.” It appears that Petitioner is interpreting the claimed “haptic effect” to include 

separate haptic effects, each generated from a separate haptic signal, that are 

combined such that they are experienced as a single sensation by the user. Patent 
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Owner offers the following construction that reflects how the term is understood in 

light of the intrinsic evidence in order to clarify the proper meaning of the claim term 

in contrast to Petitioner’s erroneous construction. To clarify the meaning of the claim 

term, it should be properly construed as “a single, unmodified haptic effect that is 

based on the proximity sensor signal and the touch sensor signal.” EX2008, ¶¶31-

36. 

Claim 1 of the ’738 Patent includes limitation 1C: “a haptic output device 

configured to receive a haptic output signal and output a haptic effect in response to 

the haptic output signal.” That haptic signal is in turn “based at least in part on the 

first and second sensor signals.” When read in context of the specification, it is clear 

that the haptic signal is a single signal, and the haptic effect is a single, unmodified 

haptic effect that is based on the proximity and touch sensor signals. EX2008, ¶¶31-

36. For example, as shown in figure 5, a single, unmodified haptic effect is 

determined from a touch signal and a sensor signal at step 508 as illustrated below. 

This is a point that was underscored by the Board’s findings on appeal: “the argued 

limitation requires that both touch and proximity signals be used to generate each 

haptic effect.” EX1002, 1089.  
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EX1001, Fig. 5. 

The haptic effect claimed in claim 1 is required to be based on both proximity 

sensor and touch sensor signals as clearly described at step 508 shown above. 

EX1001, 11:29-32, Fig. 5. This primary haptic effect may then subsequently be 

further combined or modified, but the original haptic effect as claimed is a single 

haptic effect that has not yet been modified or combined with another haptic effect: 

The method 500 continues at step 508 when the processor 102 

determines a haptic effect based at least in part on the touch 

sensor signal and on the proximity signal. For instance, the 

processor 102 may be configured to output a particular haptic 
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effect associated with a particular control on a user interface 

element displayed on the touch sensitive surface 116. Such a 

haptic effect may further be modified or combined with another 

haptic effect based on the proximity sensor signal. In some 

embodiments, the haptic effect can include one or more haptic 

effects. For example, the haptic effect can include a haptic effect 

meant to confirm “pushing” on a virtual button. 

EX1001, 11:29-40 (emphasis added).  

The haptic effect that is derived from further modification as described in 

11:35-38 is not the original haptic effect that is claimed in Claim 1 and described at 

step 508. Rather, it is a secondary haptic effect derived from a single or original 

haptic effect that was further modified or combined with another haptic effect. This 

secondary haptic effect is beyond what is determined at step 508 and outside the 

scope of the claimed limitation. An example of this secondary haptic effect is 

“‘pushing’ on a virtual button.” Id. The distinction between these two types of haptic 

effects is supported by the plain language of the claim itself, which states that the 

claimed haptic effect is output in response to the haptic output signal and that haptic 

output signal is based in part on the first and second sensor signals rather than the 

result of the combination of two separate haptic output signals or the combination of 

two separate haptic effects. EX2008, ¶35. 
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On appeal during prosecution, the Board agreed that a disclosure of 

combining haptic effects was insufficient to anticipate Claim 1 because the original, 

underlying haptic effect must be based at least in part on both the proximity and 

touch signals.  

Moreover, we agree with Appellant that the Examiner’s 

determination that Choe discloses that haptic signals may be 

combined is insufficient to support a finding of anticipation. As 

Appellant correctly notes, “Choe paragraph [0052] simply 

describes synthesizing different vibration effects or outputting 

effects sequentially.” Generally describing the use of synthesized 

vibration effects does not disclose that the specific signals 225 

and 226 described by Choe in a separate embodiment are 

combined. 

EX1002, 1091.  

V. GROUND 1: CHALLENGED CLAIMS 1-3, 5-6, 14-15, AND 19 ARE 
NOT ANTICIPATED AND/OR OBVIOUS OVER PRATT  

A key element of the Challenged Claims is that a single haptic effect must be 

generated based on both the proximity and touch signals. EX2008, ¶¶31-36. The 

importance of this limitation was emphasized by the Board’s decision on appeal in 

the prosecution history: “We agree with both the Examiner and Appellant that the 

broadest reasonable interpretation of the argued limitation requires that both touch 

and proximity signals be used to generate each haptic effect.” EX1002, 1089. In 
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contrast to the ’738 Patent Pratt discloses generating separate haptic effects based 

on either a proximity signal, a touch signal, or a force signal. EX2008, ¶71. Thus, 

Pratt does not disclose or render obvious the claimed limitation “haptic effect” that 

is based on a proximity sensor signal and a touch sensor signal. Id., ¶¶83-97. 

A. Overview of Pratt (EX1006) 

U.S. Patent Application Publication No. 2012/0249474 to Pratt et al. (“Pratt”) 

discloses an apparatus and method for generating haptic effects based on either 

proximity detection, touch, or the force of the touch. EX1006, ¶[0005]. There are 

two goals articulated by Pratt. One is to distinguish between different types of 

interactions with the touch-sensitive screen. EX2008, ¶73. The other is to reduce the 

latency in the haptic response, “which is the delay between the moment of user 

interaction and the corresponding haptics response.” EX1006, ¶[0004]; EX2008, 

¶72. Pratt gives three examples of interactions with the user interface: a user’s finger 

hovering above the screen, the touch of the user’s finger on the screen, and the force 

of the user’s touch. EX1006, ¶[0005]; EX2008, ¶73.  

To tell these interactions apart, the “processor 112 in the UI controller 110 

may include a proximity classification module 112.1, a touch classification module 

112.2, a force classification module 112.3 and a haptics response search module 

112.4.” EX1006, ¶[0020]; EX2008, ¶74. Pratt describes the ways in which the 

proximity, touch, and force classification modules determine, for any given signal 
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from the sensor, which of the three it is: proximity, touch, or force. EX1006, 

¶[0021]-[0023]; EX2008, ¶75. 

These classifications are used as inputs to the haptic response search module 

112.4 which generates haptic effects: 

The haptic response search module 112.4 may receive proximity, 

touch, and/or force events as calculated by the modules 112.1-

112.3 and may generate a haptic command based on the haptics 

profile data 114.1. For example, the haptic response search 

module 112.4 may match the calculated proximity, touch, and/or 

force event data to a stored haptic profile and may generate a 

haptic command associated with the matched haptic profile. 

EX1006, ¶[0024]. 



Patent Owner’s Response 
IPR2024-00582 (U.S. Patent No. 11,175,738) 

 

25 
 

 

EX1006, Fig. 1 

As shown on Figure 3 the TS sensor signal is classified into proximity, touch, 

or force: “At time t2, the user finger may be slightly above the button 330. At time 

t3, the user finger may touch the screen at button 320. And at time t4, the detection 

area may increase detecting a larger amount of force as compared to time t3 touch.” 

EX1006, ¶[0037]. 
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EX1006, Fig. 3. 

In one embodiment Pratt discloses deflecting the touch screen towards the 

user based on the approach, i.e., proximity, of the user’s finger, and then, when the 

screen is touched, removing the deflection so that the screen goes flat again. 

EX1006, ¶[0049]-[0050], Figs. 7(a)-(d); EX2008, ¶80. Thus, based on the proximity 

signal the screen is deflected upwards, and based on the touch signal the screen 

returns to its regular state. Id. Each signal, proximity and touch, generates a different 

haptic effect. Id. 

In another embodiment Pratt discloses three separate haptic effects based on 

three separate user interactions. As shown in Figure 5, three separate interactions 

generate three separate haptic effects. EX2008, ¶82. 

FIG. 5 includes two plots. The top plot shows a user finger 

approaching the touch surface in a distance versus time graph, 

and the bottom plot shows a corresponding voltage through the 
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haptic actuator versus time graph. FIG. 5 illustrates different 

haptic effect generation based on different user interaction events 

as detected by the sensor(s) via thresholds. 

EX1006, ¶[0042]. 

 

EX1006, Fig. 5 
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B. Challenged Claims 1-3, 5-6, 14-15, and 19 are not anticipated 
by Pratt’s “bubble effect” embodiment 

The “bubble effect” embodiment does not disclose the claimed invention 

because it does not disclose a single, unmodified haptic effect that is based on both 

a proximity signal and a touch signal. Rather, it discloses two separate haptic effects 

that occur sequentially, not a single haptic effect based in part on both proximity and 

touch signals. EX2008, ¶83. The first haptic effect in the “bubble” effect is where 

the touchscreen is deflected towards the user’s finger. EX2008, ¶84. This haptic 

effect is based entirely on the proximity signal. 

As the user’s finger approaches the touch screen, it enters the 

“field of view” of the touch screen and is identified by the 

proximity sensor. In response, a haptics driver may pre-charge 

a haptics actuator to cause the touch screen to deflect toward 

the user’s finger by a predetermined amount, shown as ∆Z in 

FIGS. 7(a)-(d). Thus, the touch screen may be deflected toward 

the user’s finger by the time it makes contact with the touch 

screen as shown in FIG. 7(b). 

EX1006, ¶[0050] (emphasis added). 

The second haptic effect in the “bubble” effect is when the touchscreen moves 

down to its default position. EX2008, ¶85. This haptic effect is based solely on the 

touch signal.  
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When the touch sensor determines that the user’s finger has 

made contact, it may initiate the haptic effect. As shown in FIG. 

7(c), a mechanical button click may be simulated, for example, 

by removing the pre-charge effect and inducing the touch screen 

to return to its default level (shown as “Z”).  

EX1006, ¶[0050] (emphasis added). 

The fact that these are two separate haptic effects is underscored by Figure 7 

which shows them as separate physical manipulations of the touch screen. The first 

haptic effect—deflection of the screen—is shown in Figure 7(b) and the second 

haptic effect—flattening of the screen—is shown in Figure 7(c). EX2008, ¶86. 
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EX1006, Fig. 7. 

As Pratt explains, when a user experiences these two haptic effects separately 

but quickly one after the other, the combination of the two effects will be felt by the 

user as a “click effect.” EX2008, ¶87.  

The click effect may be induced by the user feeling mechanical 

resistance at the first point of contact with the screen deflected 

forward (FIG. 7(b)) and then at the second point of contact with 
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the screen at the rest position (FIG. 7(d)). This effect simulates a 

mechanical compression effect (i.e., the bubble effect). 

Id. This does not satisfy the claimed “haptic effect” limitation, which when properly 

construed, is limited to a single, unmodified haptic effect that is based on the 

proximity sensor signal and touch sensor signal, and not a combination of two or 

more haptic effects as described in Pratt’s ‘bubble effect.’ EX2008, ¶88. The fact 

that the user may perceive the screen interaction as a single sensation does not mean 

that it is a single haptic effect. Id.  

As previously discussed, the proper construction of the term “haptic effect” is 

made clear in column 11 of the ’738 Patent. There, the specification states that “Such 

a haptic effect may further be modified or combined with another haptic effect based 

on the proximity sensor signal.” This makes it clear that the claimed original, 

unmodified haptic effect that is based on both a touch and a sensor signal may then 

subsequently be modified or combined but it is not modified or combined in the first 

instance. EX2008, ¶89. That secondary haptic effect that is derived from the claimed 

“haptic effect” is outside the scope of the description in Figure 5 and outside the 

scope of Claim 1. Id. 

Pratt’s disclosure of combining haptic effects into one sensation does not 

disclose the claimed haptic effect. EX2008, ¶90. In other words, the bubble effect in 

Pratt is not the same as the claimed haptic effect described in the EX1001, 11:29-32. 
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EX2008, ¶90. The full quote from column 11 (see below) makes clear that the single 

determined haptic effect must be based on both sensor signals. Id. It is not a 

combination of two separately determined haptic effects each based on a single 

sensor signal. Id. “The” i.e., singular, claimed initial “haptic effect” may be further 

modified or combined with another haptic effect, which is outside the scope of 

Figure 5 and the claim. Id. 

The method 500 continues at step 508 when the processor 102 

determines a haptic effect based at least in part on the touch 

sensor signal and on the proximity signal. For instance, the 

processor 102 may be configured to output a particular haptic 

effect associated with a particular control on a user interface 

element displayed on the touch sensitive surface 116. Such a 

haptic effect may further be modified or combined with another 

haptic effect based on the proximity sensor signal. In some 

embodiments, the haptic effect can include one or more haptic 

effects. For example, the haptic effect can include a haptic effect 

meant to confirm “pushing” on a virtual button. 

EX1001, 11:29-40 (emphasis added). 

Just as the screen deflection is based solely on the proximity signal, the 

subsequent haptic output signal in Pratt based on user touch, does not depend in any 

way on the proximity signal. EX2008, ¶91. It is based solely on the touch signal. Id. 

When the user’s finger contacts the screen the haptic effect occurs. The haptic effect 
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is based on a pre-stored profile. EX1006, ¶[0025] (“Returning to FIG. 1(a), the UI 

controller 110 may receive the TS sensor results and may generate corresponding 

haptic commands accordingly based on stored haptic profiles.”). Pratt discloses 

generating the same haptic effect whether or not there is a proximity signal. Id; 

EX2008, ¶91. Therefore, the bubble effect embodiment does not take into account 

the proximity signal in generating the haptic output signal. Thus, Pratt’s haptic 

output signal does not meet the claimed haptic effect of the ’738 Patent which is a 

single, unmodified haptic effect that is based on the proximity and touch sensor 

signals. EX2008, ¶91. 

The Institution Decision concludes that because “Pratt’s ‘bubble’ effect would 

appear to be a different sensation to the user if pre-charging did not happen” that the 

‘haptic effect’ of Pratt is based on both proximity and touch.” DI at 15. However, as 

discussed above, the experience of the user does not define the haptic effect. 

EX2008, ¶92. A POSA would understand that the bubble effect remains two haptic 

effects that may later be combined into a single user sensation. Id. 

As the Institution Decision states, Petitioner’s following quote from Pratt was 

in reference to Figure 5. DI at 18. Thus, this quote does not disclose a single, 

unmodified haptic effect that is based on both the touch and proximity sensor 

signals: “[D]ifferent types of haptic events may be selected based in part on 

proximity, touch, and/or force events.” The Decision, however, concludes that this 
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statement is consistent with Pratt’s first general statement, which purportedly is 

applicable to Pratt’s entire disclosure including the “bubble effect” and “rate of 

approach” embodiments. But, Pratt’s reference to the input signals to the processor 

needs to take into account the context of the full specification: 

The haptic response search module 112.4 may receive proximity, 

touch, and/or force events as calculated by the modules 112.1-

112.3, and may generate a haptic command based on the haptics 

profile data 114.1. For example, the haptic response search 

module 112.4 may match the calculated proximity, touch, and/or 

force event data to a stored haptic profile and may generate a 

haptic command associated with the matched haptic profile. 

Ex. 1006 ¶[0024]. 

While Pratt refers generally to the three signals that can be used to generate a 

haptic effect, nowhere does Pratt disclose using both proximity and touch signals to 

generate a single haptic effect. EX2008, ¶¶94-95. In other words, Pratt fails to 

disclose within its four corners the claimed haptic effect. Xerox Corp. v. 3Com 

Corp., 458 F.3d 1310, 1322 (Fed. Cir. 2006); Net MoneyIN, Inc. v. VeriSign, Inc., 

545 F.3d 1359, 1369 (Fed. Cir. 2008) (in order for a reference to anticipate, it must 

not only disclose all elements of the claim within the four corners of the document, 

but also disclose those elements arranged as in the claim). Thus, the reference to 
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“proximity, touch, and/or force” is directed to the disclosed embodiments, all of 

which involve a haptic effect being generated solely based on one sensor signal. Id. 

C. Challenged Claims 1-3, 5-6, 14-15, and 19 are not rendered 
obvious by Pratt’s “rate of approach” embodiment 

The Institution Decision concluded that Pratt’s “rate of approach” 

embodiment renders the Challenged Claims obvious because it would have been 

obvious to modify Pratt to change the ultimate haptic effect based on whether the 

rate of approach was fast or slow. DI at 16-17.  

The Institution Decision refers to a quotation in Pratt that is out of context, 

however. In particular, the Decision quotes the following sentence: “For example, 

haptic effect types may be selected based on the rate of approach . . . .” DI at 17 

(quoting EX1006, ¶41). However, that sentence is in reference to the embodiment 

where the haptic effect is generated based on proximity alone, not touch. Further, 

the purpose of the haptic effect disclosed in this embodiment of Pratt is to convey 

information before the user touches the menu icon. EX2008, ¶¶96-97. Thus, a POSA 

would understand that in the context of that embodiment, one would not wait to 

convey that information until after they have touched the menu icon. EX2008, ¶97. 

Therefore, Pratt’s “rate of approach” embodiment does not render the Challenged 

Claims obvious. Id. 
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VI. GROUND 2: CHALLENGED CLAIMS 1-6, 14-16, AND 19 ARE NOT 
RENDERED OBVIOUS BY PRATT IN VIEW OF KU 

The Board’s decision on appeal during prosecution emphasized that to 

anticipate the claims, a single haptic effect must be generated based on both the 

proximity and touch signals. EX1002, 1090-91. As detailed above, Pratt does not 

disclose a single haptic effect based on proximity and touch signals. Instead, Pratt 

discloses separate haptic effects which in some cases may occur sequentially. Ku is 

no different in that it discloses two separate haptic effects—one based on the 

proximity signal and one based on the touch signal—that occur sequentially and in 

some cases overlap in time. EX2008, ¶107. Therefore, the combination of Pratt and 

Ku still does not disclose the claimed invention because neither reference discloses 

a single haptic effect based in part on both proximity and touch signals. EX2008, 

¶¶98-114. 

A. Overview of Ku (EX1008) 

US 8,531,319 (“Ku”) is the patent that issued from the Ku Application; the 

same Ku Application that was considered by the Examiner during prosecution. 

EX1008, (65). As a result, the disclosures are substantively identical. Like the Ku 

Application, Ku discloses generating certain haptic effects based on proximity and 

certain haptic effects based on touch. EX2008, ¶98. The stated goal of Ku is to 

distinguish between different types of proximity signals and touch signals. EX1008, 
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1:32-34 (“Accordingly, systems and methods are needed to easily distinguish 

between different types of touch signals and proximity signals that are detected by a 

mobile terminal.”). That is central to Ku, namely having a unique haptic effect for 

each input sensor signal, whether that is proximity or touch, to distinguish between 

them. EX1008, 1:61-2:5. 

As Petitioner agreed, “If Ku detects the proximity of a user’s finger to the 

location of a particular icon (step S505), Ku’s processor causes a vibration signal 

(step S510).” Pet., 43 citing EX1008, 11:54-64. Thus, if a user’s finger hovers over 

menu item 1, S510 is the output of a vibration signal based entirely on proximity to 

menu item 1. EX2008, ¶99.  
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EX1008, Fig. 7 (overlayed with Figures 12(a) and 12(c)). 

It is the same vibration signal irrespective of whether the user’s finger touches 

the screen. EX2008, ¶100. 



Patent Owner’s Response 
IPR2024-00582 (U.S. Patent No. 11,175,738) 

 

39 
 

Next, the controller 180 determines whether a proximity signal 

has been detected at the location of a specific one of the one or 

more menu icons through the proximity sensor 141 (S505). … 

[I]f, as a result of the determination in S505, the proximity signal 

has been detected at the location of a specific menu icon, the 

controller 180 outputs a vibration signal, corresponding to the 

detected proximity signal, through the haptic module 157 (S510). 

Here, a single vibration signal corresponding to the detected 

proximity signal is output as vibration.  

EX1008, 11:54-66. 

Another signal that generates a haptic effect is a touch signal. EX2008, ¶¶101-

102. The haptic effect generated by the touch signal is the same whether the user 

touches the menu icon they were hovering over, or whether the user touches a 

different menu icon. Id.; EX1008, Fig. 7. If it is a different menu icon, for example 

menu item 3, a haptic effect is generated based solely on the touch signal: 

If, as a result of the determination in S515, the touch signal has 

not been input through the specific menu icon, the controller 180 

determines whether the touch signal has been input through a 

menu icon different from the specific menu icon (S525). … [I]f, 

as a result of the determination in step S525, the touch signal has 

been input through the different menu icon, the controller 180 

outputs a vibration signal, corresponding to the input touch 

signal, through the haptic module 157 (S530). 
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EX1008, 12:4-15. See also Figs. 7 & 12(b). The logical inference is that when the 

user touches menu icon 3 after hovering over menu icon 1, the proximity haptic 

effect ends and the touch haptic effect begins. Id. The result is that you have two 

sequential haptic effects that do not overlap. Id. 
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EX1008, Fig. 7 (overlayed with Figures 12(a) and 12(b)). 

If the user touches the same menu icon as the user was hovering over, for 

example menu item 1, the haptic effect is generated based solely on the touch signal. 

EX1008, Figs. 7 & 12(d); EX2008, ¶103. In this scenario the proximity haptic effect 

is generated first, and the touch haptic effect is generated second. When the two 

haptic effects overlap in time, the haptic effects are summed, which maintains the 

distinction between the two separate effects. EX1008, Fig. 12(d), 16:22-27; EX2008, 

¶103. 
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EX1008, Fig. 7 (overlayed with Figures 12(a) and 12(d)). 

The distinct haptic effects begin at different times. They can be summed or 

subtracted but they are nevertheless separate haptic effects as shown in Figure 12. 

EX1008, 16:16-21; EX2008, ¶104. This is underscored by the fact that they have 
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separate numerals. EX2008, ¶104. In Figure 12, 705 is the “vibration type and 

intensity upon touch,” and 710 is the “vibration type and intensity upon proximity.”  

 

EX1008, Fig. 12. 

Ku is similar to Choe in crucial respects. EX2008, ¶¶105-106. In the Advisory 

Action the Examiner relied on the “combination” of haptic effects in Choe to reject 

the ’738 Patent application. EX1002, 996. In response Applicant explained why 

Choe did not disclose combining haptic effects: 

Second, even if it were proper to combine embodiments (it is 

not), the cited paragraph simply describes that the “haptic 

module 157 may synthesize different vibration effects and may 

output the result of the synthesization.” Choe at [0052]. At most 
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this is synthesizing vibrations, which does not anticipate the 

claimed “haptic output signal based at least in part on the first 

and second sensor signals,” as is required by claim 1. Appellant 

respectfully requests reversal of this rejection. 

EX1002, 1006. 

In overturning the Examiner’s rejection of the Challenged Claims, the Board 

agreed with Applicant that Choe does not disclose combining haptic effects: 

Moreover, we agree with Appellant that the Examiner’s 

determination that Choe discloses that haptic signals may be 

combined is insufficient to support a finding of anticipation. As 

Appellant correctly notes, “Choe paragraph [0052] simply 

describes synthesizing different vibration effects or outputting 

effects sequentially.” Generally describing the use of synthesized 

vibration effects does not disclose that the specific signals 225 

and 226 described by Choe in a separate embodiment are 

combined.  

EX1002, 1091. 

However, the Board did not bless the idea that “combined” signals disclose 

the limitation of a haptic output signal based at least in part on the first and second 

sensor signals. On the contrary, the Board agreed that Choe disclosed two separate 

haptic effects: “Thus, Choe discloses the haptic effect 226 is generated based on a 

touch of the user, or the approach of the user’s finger, but not both.” EX1002, 1091. 
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Indeed, the Board found that neither of Choe’s separate haptic effects were based on 

both proximity and touch signals: 

Although this disclosure in Choe [¶¶137-138] describes two 

haptic effects, neither of these haptic effects is generated based 

on both proximity signals and touch signals. Rather, the first 

haptic effect is based only on a proximity signal, and the second 

haptic effect is based only on a touch signal. 

EX1002, 1090. 

Like Choe, Ku discloses separate haptic effect signals based on separate 

proximity or touch sensor input signals, but not both. Furthermore, as the Appeal 

Board previously held, the suggestion that these separate haptic effect signals can be 

combined is not sufficient to meet the claimed limitation. EX1002, 1091. The same 

is true for Ku—even if separate haptic effect signals, each one only based on a 

proximity input and a touch input, respectively, are summed when they overlap in 

time, they are not a single haptic effect based at least in part on a proximity signal 

and a touch signal. EX2008, ¶105-106. 

B. The Pratt-Ku combination fails to disclose the claimed 
“haptic effect” 

The proposed combination fails to disclose the key limitation of the 

Challenged Claims, namely a single, unmodified haptic effect that is based on a 
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proximity sensor signal and a touch sensor signal. Ku discloses two separate haptic 

effects, each based on individual sensor signals. EX2008, ¶107. 

As detailed above, the first haptic effect disclosed by Ku in Figures 7 and 12 

is the proximity haptic effect. EX2008, ¶108. This effect begins if a user hovers over 

a menu icon for a period of time. Id.; EX1008, 11:54-66, Fig. 7. The second haptic 

effect disclosed by Ku is the touch haptic effect. EX2008, ¶108. This begins 

sometime after the first effect if the user touches that same menu icon, for example 

menu item 1. Id. The proximity haptic effect is generated first, and the touch haptic 

effect is generated second. Since the proximity effect does not stop, eventually the 

haptic effects will overlap in time at which point they are summed together. Id. “The 

controller 180 may combine one or more vibration signals through addition and 

subtraction.” EX1008, 11:39-40; see also EX1008, 16:16-21. Nevertheless, they are 

separate haptic effects that occur sequentially. EX2008, ¶108. Like the disclosure of 

sequential and separate haptic effects in Choe, this is underscored by the fact that 

they have separate numerals. EX2008, ¶108. In Figure 12, 705 is the “vibration type 

and intensity upon touch”, and 710 is the “vibration type and intensity upon 

proximity.” Id. 

This summation of the two separate vibration signals is not sufficient to meet 

the claimed limitation requiring a single, unmodified haptic effect that is based on 

both proximity and touch sensor signals. Id.  
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EX1008, Fig. 7 (overlayed with Figures 12(a) and 12(d)).  

To the extent that Ku discloses combining haptic effects, as described in the 

specification of the ’738 Patent, that is outside the scope of the claimed haptic effect 

where “such a haptic effect may further be combined or modified with another haptic 

effect.” The original unmodified haptic effect as claimed in the ’738 Patent is a single 
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effect based at least in part on the proximity and sensor signals. EX1001, 11:29-32; 

EX2008, ¶110. 

The claimed haptic effect disclosed in the ’738 Patent at 11:29-32 makes clear 

that the unmodified single determined haptic effect must be based on both sensor 

signals. EX2008, ¶111. It is not a combination of two separately determined haptic 

effects each based on a single sensor signal. Id. “The” i.e., singular, initial claimed 

“haptic effect” may be further modified or combined with another haptic effect, 

which is outside the scope of Figure 5 and the claim. 

The method 500 continues at step 508 when the processor 102 

determines a haptic effect based at least in part on the touch 

sensor signal and on the proximity signal. For instance, the 

processor 102 may be configured to output a particular haptic 

effect associated with a particular control on a user interface 

element displayed on the touch sensitive surface 116. Such a 

haptic effect may further be modified or combined with another 

haptic effect based on the proximity sensor signal. In some 

embodiments, the haptic effect can include one or more haptic 

effects. For example, the haptic effect can include a haptic effect 

meant to confirm “pushing” on a virtual button. 

EX1001, 11:29-40 (emphasis added). 

Furthermore, due to the sequential nature of Ku generating separate vibration 

signals, the vibration signal it outputs is, at best, based on the combination of 
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vibration signals—not the claimed sensor signals. EX2008, ¶112. Again, Ku merely 

teaches what happens when the vibration signals overlap—not the sensor signals, 

due to the continuing nature of the proximity haptic effect. Id. Indeed, by the time a 

subsequent touch signal is sensed and a corresponding vibration signal is generated, 

the previously sensed proximity signal need no longer exist. In this case, there would 

no longer be a proximity sensor signal on which to base the claimed “haptic output 

signal.” Accordingly, Ku does not teach a haptic effect based on both the proximity 

and touch signals as required by the claims. Id. Rather, Ku teaches two separate 

effects based on approaching and subsequently touching the screen, with further 

details on how to distinguish between these two haptic effects when they overlap. 

Id. 

In contrast, the ’738 Patent is agnostic as to when the proximity and touch 

signals occur, as the claimed haptic effect needs to be based on both. EX2008, ¶113. 

Indeed, the embodiment above describes a touch signal that is first sensed at step 

506, and then concurrently or subsequently, a proximity signal is sensed, resulting 

in the determination of a single, unmodified haptic effect that is based on both sensor 

signals. EX1001, Fig. 5, 11:29-32. The fact that this haptic effect may be further 

modified or combined with other haptic effects does not negate the requirement that 

the claimed single, unmodified haptic effect must be based on both the proximity 
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and the touch signals—not just the combination of haptic effects, as taught by Ku. 

EX2008, ¶113. 

C. A POSA would not have been motivated to combine Pratt 
and Ku  

It would not have been obvious to combine the “pre-charging” embodiment 

disclosed in Pratt (EX1006, ¶[0038]) with the haptic effects generation disclosed in 

Ku’s Figure 7 or 12 as Petitioner alleges. Pet., 46. The “pre-charging” embodiment 

disclosed in Pratt is directed to the goal of reducing latency between the time a user 

touches the screen and the time they experience the haptic effect. EX2008, ¶114. 

“[L]atency may be improved by pre-charging the haptics actuator 130 based on 

detected proximity events such as location and/or rate of approach (i.e., velocity 

and/or acceleration). Therefore, a haptic effect may [sic] generated faster upon an 

actual touch detected because of the pre-charged actuator.” EX1006, ¶[0016]. 
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EX1006, Fig. 4 

Petitioner argues that it would have been obvious to combine this embodiment 

with Ku, in particular Ku’s disclosure of “distinguishing between different types of 

touch signals and proximity signals.” Pet., 47. On its face, the combination does not 

make sense. EX2008, ¶114. The pre-charging embodiment is designed to reduce 

latency. Nothing about Ku’s disclosure (even accepting Petitioner’s characterization 

of Ku) relates to reducing latency. Id. Petitioner simply creates a combination out of 

whole cloth claiming that it would be advantageous to have the latency-reducing 

effects of Pratt along with Ku’s ability to distinguish between types of proximity or 

touch signals. Pet., 47-50. Indeed, when Petitioner describes the resulting 
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combination, it has nothing to do with reducing latency: “POSAs would have 

recognized such an alert as desirable to indicate to users whether they touched the 

icon they intended to touch.” Pet., 50; EX2008, ¶114.  

VII. GROUND 3: CHALLENGED CLAIMS 1-5, 14-16, AND 19 ARE NOT 
RENDERED OBVIOUS BY KU  

As detailed above, Ku does not disclose a single, unmodified haptic effect that 

is based on both a proximity signal and a touch signal. See supra § VI.A; EX2008, 

¶115. Instead, Ku discloses two separate haptic output signals each based solely on 

proximity or touch but not both. Id. The resulting haptic effects occur sequentially 

and where the user hovers over and then touches the same menu icon the haptic 

effects can overlap in time. Id. That is the “combination” referred to in Ku (Pet., 56), 

namely two separate haptic effects, each based on a proximity input and a touch 

input, respectively, occur at the same time where the two haptic effects are summed 

together. Id. For this reason, Ku is fundamentally the same as Choe. Choe disclosed 

outputting haptic effects sequentially and that is the same as the disclosure in Ku. Id. 

The only difference is that in Ku there are circumstances in which two haptic effects 

occur at the same time and the vibration signals are summed. EX2008, ¶115. That is 

not the same as a single haptic output based in part on both of two separate sensor 

inputs—proximity and touch. Id. 
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In addressing claim limitation 1F Petitioner refers to “a command signal 

causing vibration 715.” Pet., 66. However, there is no such command signal 

disclosed in Ku. EX2008, ¶116. Instead, two separate command signals are output, 

causing two separate haptic effects. Id.  

A vibration signal set with respect to the touch signal is a 

vibration signal 705 with respect to vibration type3, as shown in 

(b) of FIG. 12, and a vibration signal set with respect to the 

proximity signal is a vibration signal 710 with respect to 

proximity B, as shown in (c) of FIG. 12. 

 

Accordingly, in the case in which, after the proximity signal is 

maintained for a specific period of time, a menu icon is touched, 

vibration 715 in which the vibration signal 705 with respect to 

the vibration type3 and the vibration signal 710 with respect to 

the proximity B have been added is output, as shown in (d) of 

FIG. 12.  

EX1008, 16:17-27. 

Thus, Ku is not substantively different from Choe and does not anticipate the 

’738 Patent for the same reasons, namely that two sequential haptic effects are not 

the same as a single, unmodified haptic effect that is based on two separate sensor 

input signals—proximity and touch. See EX1002, 1090 (the Board describing Choe 
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as disclosing separate haptic effect signals, each based on a proximity signal and a 

touch signal, respectively); EX2008, ¶117. 

VIII. GROUND 4: CHALLENGED CLAIMS 1-6, 14-16, AND 19 ARE NOT 
RENDERED OBVIOUS BY KU IN VIEW OF JIANG  

Ku in view of Jiang fails to disclose all the claimed elements for the same 

reason that Ku fails as explained above. The key limitation that is missing from Ku’s 

disclosure is specifically the limitation in which the haptic effect is a single, 

unmodified haptic effect that is based on both the proximity and touch signals. 

EX2008, ¶119. Petitioner concedes Jiang does not disclose this limitation: 

Ku-Jiang includes elements [1D], [1E], [1F], and [1G] for the 

same reasons detailed in § VII.C concerning Ku. The only 

difference between Ku and Ku-Jiang is Jiang’s EMP sensor, 

which doubles as both sensors and the haptic output device (in 

place of Ku’s “haptic module”).  

Pet., 81 (emphasis added). Thus, neither Ku nor Jang discloses the claimed 

limitation, and therefore the combination of Ku and Jiang also fails to disclose this 

claimed limitation. EX2008, ¶119. 

Furthermore, a POSA would not have been motivated to combine Ku and 

Jiang. Id., ¶¶120-121. Jiang discloses an EMP-based sensor. Pet., 77; EX1010, 

¶[0002]. The disclosure of Jiang is primarily concerned with this EMP sensor: “The 
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present invention provides electromechanical polymer-based (EMP-based) sensors 

and actuators.” EX1010, ¶[0023].  

Jiang simply discloses that if the screen is touched, then a haptic effect may 

be generated. EX2008, ¶121. “When mobile device 801 senses that a key on the 

keypad is touched, as sensed by the sensor portion of the corresponding key (e.g., 

802-1), the actuator portion of that key is activated to provide a haptic response.” 

EX1010, ¶[0035]. What Jiang does not disclose is a single, unmodified haptic effect 

that is based on a proximity sensor signal and a touch sensor signal. EX2008, ¶119. 

In fact, the reason that Petitioner proposes for combining the Ku and Jiang references 

does not relate to the use of both proximity and touch signals and instead would be 

to “implement localized haptics feedback in Ku’s mobile terminal such that instead 

of vibrating the entire device, the tactile feedback may be concentrated to a localized 

zone under the user finger.” Pet., 79 (cleaned up). Thus, the Ku-Jiang combination 

does not address the key disclosure that is missing from Ku. EX2008, ¶121. 

IX. CONCLUSION  

Petitioner has not shown unpatentability of Challenged Claims 1-6, 14-16, and 

19 of the ’738 Patent, and therefore, therefore the Board should affirm those claims. 
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