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I, Robert Akl, declare as follows:

1. I have been retained by Folio Law Group PLLC, counsel for Patent
Owner Immersion Corporation (“Immersion”) to assess the challenged claims of
U.S. Patent No. 11,175,738 (“the *738 Patent”) in connection with this case which
is the Petition for Inter Partes Review of the 738 Patent (“the Petition™).

2. I am being compensated for my work on this case at my standard rate
of $995 per hour (plus reimbursement for expenses) in connection with my
preparation of this declaration, as well as for each hour spent providing deposition
testimony. My fee is not contingent on my performance, the outcome of this case,
any issues involved in or related to this case, or on any of my opinions or the
technical positions I explain in this report. In addition, I have no financial interest in
the outcome of this case or any of the parties involved in this case.

3. I believe I am qualified to serve as a technical expert in this proceeding
based on my educational and work experience, including my 30+ years of experience
in haptic feedback effects, user interface design, user interaction design, human-
computer interaction, software engineering from the 1990s through today.

4. This declaration sets forth my opinions, which I formed based on my
study of the evidence; my understanding as an expert in the field; and my training,
education, research, knowledge, and personal and professional experience. All of

my opinions stated in this declaration are based on my own personal knowledge,
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expertise, training, education, and professional judgment. In forming my opinions, I
have relied on my knowledge and experience in human factors, user interface design,
user interaction design, human-computer interaction, and software engineering.

5. If I am called upon to do so, I would be competent to testify to the
matters set forth herein. My qualifications to testify about the technical subject
matter in this case and the relevant technology are outlined in my curriculum vitae
and this section of this declaration. A copy of my current curriculum vitae is
provided for this proceeding as Exhibit 2009.

6. This declaration is based on the information currently available to me.
If additional information becomes available to me, I reserve the right to continue my
analysis, which may include a review of documents and information that may be
provided to me, as well as testimony from depositions that have not yet been taken
at this time.

I. BACKGROUND AND QUALIFICATIONS

7. I earned two Bachelor of Science degrees in Electrical Engineering and
Computer Science summa cum laude with a grade point average of 4.0/4.0 and a
ranking of first in my undergraduate class from Washington University in St. Louis
in 1994. In 1996, I earned my Master of Science degree in Electrical Engineering
from Washington University in St. Louis with a grade point average of 4.0/4.0. 1

earned my Doctor of Science in Electrical Engineering from Washington University
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in St. Louis in 2000, again with a grade point average of 4.0/4.0, with my dissertation
being on “Cell Design to Maximize Capacity in Cellular Code Division Multiple
Access (CDMA) Networks.”

8. While a graduate student, from 1997 through 1999, 1 worked at
MinMax Corporation in St. Louis, where I designed software packages that provided
tools to flexibly allocate capacity in a CDMA communications network and
maximize the number of subscribers. | also validated the hardware architecture for
an Asynchronous Transfer Mode (ATM) switch capable of channel group switching,
as well as performed logical and timing simulations, and developed the hardware
architecture for the ATM switch. I also worked with Teleware Corporation in Seoul,
South Korea, where I designed and developed algorithms that were commercially
deployed in a software package suite for analyzing the capacity in a CDMA network
implementing the 1S-95 standard to maximize the number of subscribers.

0. After obtaining my Doctor of Science degree, I worked as a Senior
Systems Engineer at Comspace Corporation from October of 2000 to December of
2001. At Comspace, I designed and developed advanced data coding and modulation
methods for improving the reliability and increasing the available data rates for
cellular communications. I coded and simulated different encoding schemes
(including Turbo coding, Viterbi decoding, trellis coded modulation, and Reed-

Muller codes) and modulation techniques using amplitude and phase characteristics
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and multi-level star constellations. This work further entailed the optimization of
soft decision parameters and interleavers for additive white Gaussian and Rayleigh
faded channels. In addition, I also extended the control and trunking of Logic
Trunked Radio (LTR) to include one-to-one and one-to-many voice and data
messaging.

10. In January of 2002, I joined the faculty of the University of New
Orleans in Louisiana as an Assistant Professor in the Department of Electrical
Engineering. While in this position, I designed and taught two new courses called
“Computer Systems Design I and II.” 1T also developed a Computer Engineering
Curriculum with a strong hardware-design emphasis, formed a wireless research
group, and advised graduate and undergraduate students.

11. In September of 2002, I received an appointment as an Assistant
Professor in the Department of Computer Science and Engineering at the University
of North Texas (UNT), in Denton, Texas. In May of 2008, I earned tenure and was
promoted to the rank of Associate Professor. As a faculty member, I have taught
courses and directed research in networking and telecommunications, including 2G,
3G, 4G, 5G, CDMA/WCDMA, GPS, GSM, UMTS, LTE, ad-hoc networks, antenna
design and beamforming, Bluetooth, call admission control, channel coding, channel
estimation, communication interfaces and standards, compression, computer

architecture, MIMO systems, multi-cell network optimization, network security,
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packet-networks, telephony, VoIP, Wi-Fi (802.11), 802.15.4, Zigbee, wireless
communication, and wireless sensors. Between January of 2015 and August o 2022,
I was appointed to Associate Chair of Graduate Studies in the Department of
Computer Science and Engineering. In May of 2023, I was promoted to the rank of
Professor.

12. I am also the director of the Wireless Sensor Lab (“WiSL”) at UNT. I
am a member of the Center for Information and Cyber Security (CICS). It is the
only program in the U.S. to be federally certified by the National Security Agency
as a Center of Academic Excellence in Information Assurance Education and
Research and Cyber Defense Research. I was also a member of the NSF Net-Centric
& Cloud Software & Systems: Industry-University Cooperative Research Center
(I/UCRC). Several of my research projects are funded by industry and the National
Science Foundation and published in /EEE conference proceedings and journals.

13.  Between 2011 and 2013, I was director of the Bio-Com Project that was
funded by Raytheon. The project evaluated the feasibility study using Surface
Electromyography (EMG) and bend resistive sensors, that are attached to each of
the five fingers of the hand, for hand gesture recognition. This approach is sometimes
known as a “data glove.” A prototype was developed and demonstrated at Raytheon,
to help soldiers in close-combat situations communicate with hand gestures and hand

signals that would be recognized and transmitted to other soldiers’ Head Up Display
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(HUD) without breaking radio silence. This work also resulted in a published paper
describing the prototype and analysis “Evaluating the Feasibility of EMG and Bend
Sensors for Classifying Hand Gestures” and a masters’ thesis “An Accelerometer-
Based Gesture Recognition System For A Tactical Communications Application.”

14. In addition to advising and mentoring students at UNT, I was asked to
join the faculty of the University of Arkansas in Little Rock as an Adjunct Assistant
Professor from 2004 to 2008 in order to supervise the research of two Ph.D. graduate
students who were doing research in wireless communications. At UNT, I have
advised and supervised more than 250 undergraduate and graduate students, several
of whom received a master’s or doctorate degree under my guidance.

15. Further, between 2005 and 2017, I have received over a million dollars
in funding from the State of Texas, Texas Higher Education Coordination Board, the
National Science Foundation, and industry to design and conduct robotics, video,
and mobile gaming (e.g., Xbox, PC, mobile device) programming summer camps
for middle and high school students at UNT. By using video and mobile gaming as
the backdrop, participants have learned coding and programming principles and
developed an understanding of the role of physics and mathematics in video game
design. I have used competitive gaming projects in programming courses as a way
to motivate and retain students in computer science. This work also resulted in two

published papers “Motivating and Retaining CS2 Students with a Competitive Game
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Programming Project” and “Intra-Class Competitive Assignments in CS2: A One-
Year Study.”

16. In addition to teaching and studying gaming, I am also an avid fan of
video games. [ have been playing video games for over 30 years. I have had
different generations of consoles, including the PlayStation, the Xbox, and Nintendo.
My first portable video game console was by Nintendo. I’ve played video games on
PCs and handheld devices, and more recently, on my iPad and cell phone. I enjoy
playing video games and it is the reason I sought degrees in computer science and
electrical engineering.

17. In addition to my academic work, I have remained active in the
communication industry through my consulting work. In 2002, I consulted for
Input/Output Inc. and designed and implemented algorithms for optimizing the
frequency selection process used by sonar for scanning the bottom of the ocean. In
2004, I worked with Allegiant Integrated Solutions in Ft. Worth, Texas to design
and develop an integrated set of tools for fast deployment of wireless networks, using
the 802.11 standard. Among other features, these tools optimize the placement of
Access Points and determine their respective channel allocations to minimize
interference and maximize capacity. I also assisted the Collin County Sheriff’s
Office (Texas) in a double homicide investigation, analyzing cellular record data to

determine user location.
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18. I have authored and co-authored over 100 journal publications,
conference proceedings, technical papers, book chapters, and technical presentations
in a broad array of communications-related technologies, including networking and
wireless communication. I have also developed and taught over 100 courses related
to communications and computer systems, including several courses on signals and
systems, 4G/LTE and 5G/NR, OFDM, VolP, Wi-Fi (802.11), 802.15.4, Zigbee,
wireless communication, antenna design and beamforming, communications
systems, communication interfaces and standards, channel estimation, location
management, sensor networks, source coding and compression, network security,
computer systems design, game and app design, and computer architecture. These
courses have included introductory courses on communication networks and signals
and systems, as well as more advanced courses on wireless communications. A
complete list of my publications and the courses I have developed and/or taught is
also contained in my curriculum vitae.

19. My professional affiliations include services in various professional
organizations and serving as a reviewer for a number of technical publications,
journals, and conferences. I have also received a number of awards and recognitions,
including the IEEE Professionalism Award (2008), UNT College of Engineering
Outstanding Teacher Award (2008), and Tech Titan of the Future (2010) among

others, which are listed in my curriculum vitae included here as Exhibit 2009.
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20. I have also served as an expert in certain legal proceedings. A list of
cases in which I have testified at trial, hearing, or by deposition (including those
during the past four years) is provided in my curriculum vitae. Over the years, [ have
been retained by both patent owners and petitioners, as well as plaintiffs and

defendants.

II. BASES OF OPINIONS AND MATERIALS CONSIDERED

21.  Inperforming my analysis and forming my opinions in this Declaration,
I have reviewed the Petition and its Exhibits 1001-1033 including the materials
listed below:
e [PR Petition [IPR2024-00582
e U.S. Patent No. 11,175,738 (“the *738 Patent”) (Ex. 1001)
e Prosecution History of the 738 Patent. (Ex. 1002)
e Declaration of Gregory Welch (Ex. 1004)
e U.S. Patent Appl. Pub. 2012-0249474A1 (“Pratt”) (Ex. 1006)
e Ex. 1008 U.S. Patent No. 8,531,319 (“Ku”) (Ex. 1008)
e U.S. Patent Appl. Pub. 2015-0061703 (“Jiang”) (Ex. 1010)
e Declaration of Craig Rosenberg, Ph.D. (Ex. 2001)
e Institution Decision in [IPR2024-00582
22. 1 have reviewed and agree with the opinions expressed in the
Declaration of Craig Rosenberg, Ph.D., and may include and/or incorporate relevant

9
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parts of that declaration into my present Declaration. When citing from the patent,
the Institution Decision, the Petition, or the prior art references, all emphasis is added
unless otherwise noted. My opinions are also based upon my education, training,
research, knowledge, and personal and professional experience.

III. SUMMARY OF OPINIONS

23.  The Petition raises four grounds of invalidity:

e Ground 1 of the Petition argues that Claims 1-3, 5-6, 14-15, and 19 of
the 738 Patent are anticipated by or rendered obvious by Pratt (Ex.
1006) under 35 U.S.C. §§ 102 and 103.

e Ground 2 of the Petition argues that Claims 1-6, 14-16, and 19 of the
’738 Patent are obvious over Pratt (Ex. 1006) in view of Ku (Ex. 1008).

e Ground 3 of the Petition argues that Claims 1-5, 14-16, and 19 of the
’738 Patent are obvious over Ku (Ex. 1008).

e Ground 4 of the Petition argues that Claims 1-6, 14-16, and 19 of the
’738 Patent are obvious over Ku (Ex. 1008) in view of Jiang (Ex. 1010).

24. Based on my analysis of the Petition and the exhibits cited in the
Petition, I believe that none of the asserted prior art references anticipate and/or

render obvious the claims of the 738 Patent.
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IV. APPLICABLE LEGAL STANDARDS
A.  Ordinary SKkill in the Art

25. My opinions in this declaration are based on the understandings of a
person of ordinary skill in the art—sometimes referred to as an “ordinary artisan” or
by the acronyms “POSA” or “POSITA” (person of ordinary skill in the arty—as of
the time of the invention, which I understand to be the earliest priority date
(December 13, 2016) of the *738 Patent. I understand that the person of ordinary
skill in the art is a hypothetical person who is presumed to have known the art
relevant to the challenged claims of the *738 Patent at the time of the invention.

26. I understand that, in assessing the level of skill of a person of ordinary
skill in the art, one should consider the type of problems encountered in the art, the
prior solutions to those problems found in the prior art references, the rapidity with
which innovations are made, the sophistication of the technology, the level of
education of active workers in the field, and my own experience working with those
of skill in the art at the time of the invention. I have considered these factors in
reaching my opinion as to the hypothetical POSITA that I set forth below.

27. I understand that the Petitioner has proposed a POSITA at the time of
the *738 Patent would have possessed a bachelor’s degree in electrical engineering,
computer science, or a related field, plus at least two years of industry or graduate-

level academic experience with human-computer interaction. Pet., 6. Petitioner also
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states that a person could have qualified as an ordinarily skilled artisan with more
formal education and less practical or industry experience , or vice versa. Id.

28. In my opinion, the definition of a POSITA should be one with:
a bachelor’s degree in electrical engineering or computer science (or an equivalent
degree), and two years of practical or industry experience in the field of human-
computer interaction (HCI), including implementation of computer-based systems
and software for providing haptic feedback effects to a user.

29.  Consistent with either definition, I was at the time of invention, and am,
a POSITA through my education, research experience and work experience. As of
the date of the invention, I was familiar with the types of problems encountered in
systems that use haptic feedback and the rapidity at which innovations are made.

B. Claim Construction

30. I understand that Petitioner believes none of the claim terms in the
challenged claims require express construction at this time. Pet. at §.

31. I understand that for purposes of its Patent Owner Response, Patent
Owner proposes the following claim term construction, which I agree with and have

applied to my analysis in this Declaration:

Claim Term Patent Owner’s Proposed Construction

“a single, unmodified haptic effect that is based on
“haptic effect” the proximity sensor signal and the touch sensor
signal”

12
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1. “haptic effect”

32.  Claim 1 of the 738 Patent includes limitation 1[c]: “a haptic output
device configured to receive a haptic output signal and output a haptic effect in
response to the haptic output signal.” The “haptic signal” recited in this claim
limitation is further recited in claim limitation 1[f] to be “based at least in part on the
first and second sensor signals.” When I read the claim in the context of the
specification, it is clear that the “haptic signal” is a single signal, and the “haptic
effect” is a single, unmodified haptic effect that is based on the proximity sensor
signal and the touch sensor signal.

33. For example, Figure 5 of the patent reproduced below, illustrates
transmitting a single haptic output signal associated with a haptic effect (at step 510)
that is determined based on a touch signal and a sensor signal at step 508. I
understand that the Appeals Board emphasized this point in its findings on appeal in
the prosecution history: “the argued limitation requires that both touch and proximity

signals be used to generate each haptic effect.” Ex. 1002, 1089.
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502
Detect a contact interaction with a device

v

504
Transmit a touch sensor signal to the processor

v

506
Receive a touch sensor signal

e T

208

Determine a haptic effect based on the proximity sensor
signal and the touch sensor signal

[

510
Transmit a haptic signal associated with the haptic effect

i ¢

212
Output the haptic effect

Ex. 1001, Fig. 5.

34.  Thus, in my view, the haptic effect in claim 1 is required to be based on

both proximity sensor and touch sensor signals as described at step 508 shown in

Figure 5 above. Ex. 1001, 11:29-32, Fig. 5. Beyond the scope of Figure 5 and beyond

the scope of claim 1, this primary haptic effect may then subsequently be further

combined or modified. But the original haptic effect as claimed is a single haptic

effect that has not yet been modified or combined with other haptic effects, as

described in the specification excerpt below:

The method 500 continues at step 508 when the processor 102

determines a haptic effect based at least in part on the touch

sensor signal and on the proximity signal. For instance, the
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processor 102 may be configured to output a particular haptic
effect associated with a particular control on a user interface
element displayed on the touch sensitive surface 116. Such a
haptic effect may further be modified or combined with
another haptic effect based on the proximity sensor signal. In
some embodiments, the haptic effect can include one or more
haptic effects. For example, the haptic effect can include a haptic
effect meant to confirm “pushing” on a virtual button.

Ex. 1001, 11:29-40.

35. The haptic effect that is derived from further modification or
combination as described in 11:35-38 is not the original haptic effect of Claim 1.
The further modified haptic effect is a secondary haptic effect in which a single or
original haptic effect is further modified or combined with another haptic effect. This
secondary haptic effect is outside the scope of what is determined at step 508 and
outside the scope of the claimed “haptic effect.” The distinction of the claimed
primary haptic effect over the secondary haptic effect is supported by the plain
language of the claim itself, which states that the claimed haptic effect is output in
response to the haptic output signal and that haptic output signal is based in part on
the first and second sensor signals. And this is also supported by the specification
and figure of the patent as discussed above.

36. During prosecution, I understand that the Board agreed that a prior art

reference’s disclosure of this secondary type of haptic effect does not anticipate the
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claim since that is outside the scope of the claimed primary haptic effect. |
understand that the Board stated that merely combining haptic effects was not
sufficient to anticipate Claim 1 because the original, underlying haptic effect must
be based at least in part on both the proximity and touch signals.

Moreover, we agree with Appellant that the Examiner’s
determination that Choe discloses that haptic signals may be
combined is insufficient to support a finding of anticipation. As
Appellant correctly notes, “Choe paragraph [0052] simply
describes synthesizing different vibration effects or outputting
effects sequentially.” Generally describing the use of synthesized
vibration effects does not disclose that the specific signals 225
and 226 described by Choe in a separate embodiment are
combined.

Ex. 1002, 1091.

2. Other Claim Terms

37. I also understand that, except for the term listed in the table above,
Patent Owner submits that all other terms in the challenged claims should be given
their plain and ordinary meaning.

38.  Therefore, in my analysis of the challenged claims throughout this

Declaration, I apply the construction set forth in the table above. For all other claim
terms, [ apply the plain and ordinary meaning of each claim term as understood by

a POSITA in the context of the *738 Patent specification.
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39. Tunderstand that in interpreting the claims of the *738 Patent in this IPR
according to their plain and ordinary meaning, one must take into consideration the
so-called “intrinsic evidence” of the patent consisting of (1) the claim language; (2)
the specification; and (3) the prosecution history, as [ have done so above in my
analysis of the claim term “haptic effect.”

40. I understand that claim terms may be explicitly defined in the patent
specification or they may be implicitly defined through consistent usage in the
specification. I also understand that the scope of claim terms may be limited by
statements in the specification or prosecution history where the applicant
unambiguously disavows or disclaims subject matter.

41. I understand that claim terms may be explicitly defined in the patent
specification or they may be implicitly defined through consistent usage in the
specification. I also understand that the scope of claim terms may be limited by
statements in the specification or prosecution history where the applicant
unambiguously disavows or disclaims subject matter.

C. Anticipation

42. Counsel has informed me, and I understand, that a showing of
anticipation involves a comparison of the construed claims to the alleged prior art
and, to anticipate a patent claim, a single prior art reference must disclose each

element of the claimed invention, either expressly or inherently. The prior art
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reference must also have disclosed each element prior to disclosure of the claimed
invention.

43.  Further, a party claiming inherency must prove that the alleged inherent
element or feature necessarily is present by clear and convincing evidence. The fact
that the feature is likely to have existed is not sufficient. It must be shown that the
feature was necessarily present in the reference to show inherency.

D. Obviousness

44.  Counsel has informed me, and I understand, that an issued patent claim
is invalid as obvious if it can be shown that the differences between the patented
subject matter and the prior art are such that the subject matter as a whole would
have been obvious, at the time the invention was made, to a person having ordinary
skill in the art. Relevant considerations include the level of ordinary skill in the art;
the scope and content of the prior art; differences between the prior art and the claims
at issue; and the objective indicia, or secondary considerations, of non-obviousness.

45. In this regard, I am informed and I understand that the secondary
considerations of non-obviousness could include factors such as commercial
success, long-felt but unresolved needs, the failure of others, skepticism by experts,
praise by others, awards and accolades, and copying.

46. Counsel has informed me, and I understand, that in order to evaluate

the obviousness of any claim of the *738 Patent over a given prior art combination,
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I should analyze whether the prior art references, included collectively in the
combination, disclose each and every element of the allegedly invalid claim as those
references are read by the person of ordinary skill in the art at the time of the
invention.

47. Counsel has informed me, and I understand, that even where all of the
claim limitations are expressly disclosed in the prior art references, there must be
some showing that a person of ordinary skill in the art would have been motivated
to combine such prior art references, and explanation of how the combination would
be achieved, and that there would have been a reasonable expectation of successfully
achieving the claimed invention from such combination.

48. Counsel has informed me, and I understand, that absent some additional
reasoning, mere routine optimization for a person of ordinary skill in the art to arrive
at the claimed invention through the combination of prior art references is
insufficient to support a conclusion of obviousness.

49.  Counsel has informed me, and I understand, that to rely on a reference
it must be analogous prior art. Counsel has informed me and I understand that a
reference is considered analogous prior art: (1) if the reference is from the same field
of endeavor as the claimed subject matter, or (2) if the reference “is reasonably
pertinent to the particular problem with which the inventor is involved,” even though

the reference is not within the field of the inventor’s endeavor.
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50. Counsel has informed me, and I understand, in considering the
obviousness of a claimed invention, one should not view the invention and the prior
art with the benefit of hindsight. In an obviousness analysis, one must be aware of
the distortion caused by hindsight bias and must be cautious of arguments reliant
upon ex post reasoning. Counsel has instructed me, and I understand that when
considering obviousness, I should not consider what is known today what was
learned from the invention of the *738 Patent itself. Instead, obviousness is assessed
by the person of ordinary skill in the art at the time the invention of the 738 Patent
was made, but without the knowledge of the invention.

51.  Inthis regard, I am informed and I understand that the *738 Patent may
not be used as a guide or roadmap to select, understand, and combine or modify the
prior art, because such an approach would improperly apply hindsight bias to the
obviousness analysis. Also, at a minimum, this approach discounts the value of
combining various existing features or principles in the prior art in an inventive way
so as to achieve a novel result.

52.  Counsel has informed me, and I understand, that obviousness cannot be
predicated on what was unknown at the time of the invention, even if the inherency
of a certain feature is later established. Counsel has also informed me, and I
understand, that unknown or undisclosed properties of the prior art (such as features

in the prior art that the obviousness combination or rationale to combine might rely
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on, but are not disclosed or taught by the reference) may not be relied upon to provide
the rationale for modifying or combining the prior art to reach the claimed subject
matter.

53. Counsel has informed me, and I understand, that a reference may be
said to teach away when a person of ordinary skill, upon reading the reference, would
be discouraged from following the path set out in the reference, or would be led in a
direction divergent from the path that was taken by the applicant of the 738 Patent.

V. OVERVIEW OF THE ’738 PATENT

54. The ’738 Patent is directed to a system and method for detecting
interactions with a touch-sensitive device, including proximity interactions where
the user’s finger is close but does not actually contact the touch-sensitive surface,
and touch interactions where there is contact with the touch-sensitive surface. The
’738 Patent then uses inputs from both interactions to determine a haptic effect. Ex.

1001, 1:14-20, 11:29-32. The flow chart below illustrates this process:
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202
Detect a contact interaction with a device

'

504
Transmit a touch sensor signal to the processor

'

506
Receive a touch sensor signal

308
Determine a haptic effect based on the proximity sensor
signal and the touch sensor signal

4
510
Transmit a haptic signal associated with the haptic effect
v
512
Qutput the haptic effect

FIG. 5

55.  The teachings of the 738 Patent are directed to techniques to enhance
a user’s experience in interacting with a touch-sensitive device by taking into
account both proximity and touch in generating a haptic effect. In prior systems, a
touch-sensitive device may convey information either about the proximity signal or
the touch signal, but they did not take both into account when generating a single

haptic effect. Id.
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VI. EXEMPLARY CLAIM OF THE *738 PATENT

53. Independent claim 1 is recited below:
1. A device comprising:

[IA] a proximity sensor capable of detecting a non-contact
interaction with a touch-sensitive device and outputting a

first sensor signal;

[1B] a touch sensor capable of detecting a touch with the touch-
sensitive input device and outputting a second sensor

signal;

[1C] a haptic output device configured to receive a haptic output
signal and output a haptic effect in response to the haptic

output signal; and
[1D] a processor configured to:
[1E] receive the first sensor signal and the second sensor signal;

[1F] generate a haptic output signal based at least in part on the first

and second sensor signals; and
[1G] transmit the haptic output signal to the haptic output device.

Ex. 1001, 14:6-23.

A.  Prosecution History

54. The *738 Patent application was filed on December 13, 2016. Ex. 1002,
1. On April 4, 2018, the Examiner issued a Non-Final Office Action. Aside from

noting certain informalities that needed correction the Examiner (1) rejected claims
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1-4, 11-13 and 15-19 under 35 U.S.C. § 102 as anticipated Choe (Ex. 1015), (2)
rejected claims 5 and 7-10 under 35 U.S.C. § 103 as rendered obvious by Choe in
view of Rosenberg (Ex. 1021), (3) rejected claim 6 under 35 U.S.C. § 103 as
rendered obvious by either Choe in view of Rosenberg or Choe in view of
Rosenberg848 (Ex. 1022); and (4) rejected claim 14 under 35 U.S.C. § 103 as
rendered obvious by Choe in view of Rosenberg848. Ex. 1002, 51-62. As part of
that office action the Examiner made note of 6 cited references, including US
2009/0322497 A1, which is the patent application that led to the Ku patent (“Ku
Application”). Ex. 1002, 62 (listing Ku Application). On May 8, 2018, Applicant
filed an Information Disclosure Statement (“IDS”) listing 5 references, including EP
2141580 (Ex. 1014) which is the European counterpart to Ku. Ex. 1002, 86.

55.  On July 24, 2018, Applicant filed a response to the Examiner’s Non-
Final Office Action which corrected the informalities but left the claims
substantively unchanged. Applicant traversed the Examiner’s objections, arguing
that Choe does not disclose or suggest the claim limitation “generate a haptic output
signal based at least in part on the first and second sensor signals.” Ex. 1002, 154-
161.

56. The Choe reference is directed to an apparatus and method of helping
users navigate a touchscreen with limited display area in order to help them reach

the correct icon. Ex. 1015, 9 [0008]. Choe discloses using the output of a proximity
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sensor to generating a haptic effect “whose intensity or pattern corresponds to the
result of the determination performed by the proximity sensor.” Ex. 1015, §[0010].
“The proximity sensor 141 may determine whether there is an object nearby and
approaching the mobile terminal 100 without any mechanical contact with the entity.
More specifically, the proximity sensor 141 may detect an object that is nearby and
approaching by detecting a change in an alternating magnetic field or the rate of
change of static capacitance. Ex. 1015, §[0045]. The haptic module 157 generates

haptic effects that can vary in pattern and intensity. Ex. 1015, 4 [0052].

57. In the Non-Final Office Action Examiner cited paragraphs [0076]-
[0078] Choe. In those paragraphs Choe discloses a proximity sensor 141 “configured
to output various proximity signals according to the distance between the display
module 151 and the detected object”, i.e., the user’s finger. Ex. 1015, §[0076].
“Then, the controller 180 may control the haptic module 157 to generate a haptic-
effect signal corresponding to a touch key currently being approached by the

detected object.” Ex. 1015, § [0076].
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Ex. 1015, Fig. 4

user touched the screen. Ex. 1002, 159.

26

During prosecution, Applicant argued that the cited section “makes
clear that the haptic effect is determined based only on proximity.” Ex. 1002, 159.
Applicant pointed out that the haptic effect was generated based on the signals from

one or more proximity sensors and that the haptic effect was generated before the

On November 13, 2018, the Examiner issued a Final Office Action that
restated the rejection based on Choe and added citations to Figures 16(a)-16(c) and

the corresponding paragraphs [0136]-[0138]. Ex. 1002, 171-181. The examiner
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stated that these cited paragraphs “detail an example of providing a haptic effect
using the sensing signals of both the proximity sensor 141 and the touch sensor 130.
Examiner argued that “[a]s the user’s finger approaches the touchscreen surface the
haptic feedback effect changes to indicate the current displacement between the
user’s finger and the touchscreen surface. Once the user’s finger contacts the key
224 of the touchscreen surface the haptic feedback effect changes to provide
confirmation to the user that a command was issued.” Ex. 1002, 172-173.

60. In Figures 16(a)-(c) and paragraphs [0136]-[0138] Choe discloses an
embodiment where the screen 223 displays a region 224 that the user needs to press

in order to “pay charges.” Ex. 1015, § [0137].

(a) O  S— -
(Y aoli06A]
New Message
; Commercial
[ Contents: 20$ 8 223
Want to proceed [+ o
in real? 504

Ex. 1015, Fig. 16(a)
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61. The mobile terminal, e.g., smartphone, receives one of two signals: a
touch signal or a proximity signal. Ex. 1015, 9 [0137]. Haptic effect 225 is generated
if the mobile terminal detects that the user’s finger is in proximity to the screen but
has not touched it. “[I]f it is determined that the distance between the user’s finger
and the key 224 has gradually decreased, the controller 180 may control the haptic
module 157 to generate a haptic effect 225 in order to alert the user to the approach

of the user’s finger to the key 224.” Ex. 1015, § [0137].

INTENSITY o

(D)

Ex. 1015, Fig. 16(b)

62. Haptic effect 226 is generated if the mobile terminal detects that the
user’s finger has touched region 224. “Referring to FIG. 16(c), once the key 224 is
touched or approached by the user’s finger, the controller 180 may control the haptic

module 157 to generate a haptic effect 226 in order to alert the user to the payment

of charges.” Ex. 1015, 9§ [0138].
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TIME

Ex. 1015, Fig. 16(c)

63. On January 16, 2019, Applicant filed a response to the Final Office
Action and argued that the newly cited paragraphs of Choe still did not disclose
generating a haptic output signal based at least in part on both the proximity and
touch signals. Ex. 1002, 182-190. Specifically, Applicant argued that those
paragraphs of Choe disclose generating a first haptic effect 225 based on a proximity
signal and a second haptic effect 226 based on a touch signal. Ex. 1002, 187.
Applicant argued that the distinct nature of the two haptic effects is underscored by
the fact that the specification uses two different numerals for the haptic effects. Ex.

1002, 187.
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64. Also on January 16, 2019!, Applicant filed a Supplemental IDS which
included the Ku Application (EX2003) previously cited by the Examiner. Ex. 1002,
193, 997. On January 18, 2019, the Examiner issued an Advisory Action. Ex. 1002,
995. This included the Examiner’s signature on the IDS listing 17 references and the
Examiner’s initials next to the statement, “All references considered except where
lined through.” Ex. 1002, 997-1001. None of the references was lined through.

65. On March 25,2019, Applicant filed a Pre-Appeal Brief and Conference
Request. Ex. 1002, 1003-1007. In the Pre-Appeal Brief Applicant explained that “the
[proposed] claim requires determining a haptic effect based on signals from two
sensors (the claimed “proximity sensor and the claimed “touch sensor”)” but that
Choe 9[0076] “makes clear that the haptic effect is determined based only on
proximity.” Ex. 1002, 1004. Applicant emphasized the following text from Choe’s
paragraph [0076] which is reproduced below:

it may be determined what part of the display module 151 is
being approached by the detected object and whether the
detected object is being moved within the close vicinity of the
display module 15 by determining which of the plurality of
proximity sensors 141 is outputting a proximity sensor ....

controller 180 may control the haptic module 157 to generate a

! The date typed on the Information Disclosure Statement is January 16, 2018, but

the year is a typo.
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haptic-effect signal corresponding to a touch key currently being

approached by the detected object.

66. Applicant then addressed the additional citations to Choe made by the
Examiner, namely Figures 16(a)-16(c) and paragraphs [0136]-[0138]. With respect
to those disclosures, Applicant argued that these do not disclose “generat[ing] a
haptic output signal based at least in part on the first and second sensor signals”
because haptic effect 225 and haptic effect 226 are “two distinct haptic effects” with
225 being based solely on proximity and 226 being based solely on touch. Ex. 1002,
1005. Applicant noted that the Choe reference uses two separate numerals to refer
to these haptic effects and that under 37 C.F.R. § 1.84(p)(4) this meant that they were
separate haptic effects. Ex. 1002, 1005. With respect to the Examiner’s argument
that the haptic effects disclosed in Choe q [0052] (“The haptic module 157 may
synthesize different vibration effects and may output the result of the
synthesization.”) and Figures 16-17 could be “combined,” Applicant made two
arguments in response. First, since this was an anticipation rejection it was
inappropriate to combine the disclosures from two different embodiments. Ex. 1002,
1005-1006. Second, 4 [0052] “at most [discloses] synthesizing vibrations” but does
not disclose outputting a single haptic effect based at least in part on first and second

sensor signals.” Ex. 1002, 1006.
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67. On March 25, 2019, Applicant filed a Petition for Extension of Time.
Ex. 1002, 1008. On March 25, 2019, Applicant filed the Notice of Appeal. Ex. 1002,
1015. The Notice of Panel Decision from Pre-Appeal Brief Review on April 9, 2019,
recommended that the claims proceed to the Board of Patent Appeals and

Interferences. Ex. 1002, 1018.

68. Inthe May 23, 2019 Appeal Brief, Applicant reiterated its position that
Choe does not disclose “determin[ing] a haptic effect based on signals received from
both ‘a proximity sensor capable of detecting a non-contact interaction with a touch-
sensitive device’ and ‘a touch sensor capable of detecting a touch with the touch-
sensitive device.”” Ex. 1002, 1019-1040, 1032 (emphasis in original). In the Answer
the Examiner “agree[d] with Applicant in that the first haptic effect 225 is based on
a proximity input and the second haptic effect 226 is based on a contact input.” Ex.
1002, 1057. However, Examiner argued that this disclosed the claimed generation
of a haptic effect because the “[Choe] haptic effects are combinable as disclosed in
paragraph [0052] and at Figures 16-17 of Choe. A first signal output from the
proximity sensor 141 and a second signal output from the touchscreen 130 are
supplied as input to the haptic module 157 which synthesizes different vibration
effects and outputs a result of the synthetization (paragraph [0052]).” Ex. 1002,

1057.
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69. On December 3, 2019, Applicant filed its Reply Brief. Ex. 1002, 1074-
1077. On Reply Applicant pointed out that “the specification is explicit that these
are different effects that are not output at overlapping times,” and also argued that it
was improper to draw from separate embodiments to discuss combining admittedly

separate haptic effects in an anticipation rejection. Ex. 1002, 1075-1076.

70. In its Appeal Decision, the Board noted that “We agree with both the
Examiner and Appellant that the broadest reasonable interpretation of the argued
limitation requires that both touch and proximity signals be used to generate each
haptic effect.” Ex. 1002, 1089. With respect to the earlier cited paragraphs in Choe—
[0076]-[0078]—the Board held that in the embodiment disclosed in those paragraphs
there was no description of using a touch signal to generate the haptic signal. Ex.
1002, 1089. With respect to the later cited paragraphs in Choe—[0136]-[0138] and
Figures 16(a)-(c)—the Board agreed with the Applicant that the first haptic effect is
based only on a proximity signal and the second haptic effect is based only on a
touch signal. Ex. 1002, 1089-1091. The Board concluded that “we agree with
Appellant that the Examiner’s determination that Choe discloses that haptic signals
may be combined is insufficient to support a finding of anticipation.” Ex. 1002,

1091. Following the Board’s decision the *738 Patent was issued.
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VII. GROUND 1: PRATT
A.  Overview of Pratt (EX 1006)

71.  U.S. Patent Application Publication No. 2012/0249474 to Pratt et al.
(“Pratt”) discloses an apparatus and a method for generating haptic effects: “a device
including a haptic driver to drive a coupled actuator causing the actuator to generate
a vibratory haptic effect.” Ex. 1006, Abstract. Pratt explains that these haptic effects
can be based on a non-touch, i.e., proximity interaction, a touch interaction, or a
touch interaction where the haptic effect depends on the force of the touch. Ex. 1006,
1 10005].

72.  One of the stated goals of Pratt is to increase user acceptance of haptic
effects by reducing the latency in the haptic response, “which is the delay between
the moment of user interaction and the corresponding haptics response.” Ex. 1006,
4 [0004]. According to Pratt, if the latency exceeds about 250ms, then the user will
perceive the haptic effect as a device error rather than feedback. Ex. 1006, 4 [0004].
This in turn results in a poor user experience. Ex. 1006, § [0004].

73.  Another of the stated goals in Pratt is to have different haptic effects to
complement different types of user interactions with the touch-sensitive screen. Ex.
1006, 9 [0005]. Pratt gives three examples of interactions with the user interface: a

user’s finger hovering above the screen, the touch of the user’s finger on the screen,

and the force of the user’s touch. Ex. 1006, 9 [0005].
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74.  “The processor 112 in the UI controller 110 may include a proximity
classification module 112.1, a touch classification module 112.2, a force
classification module 112.3 and a haptics response search module 112.4.” Ex. 1006,
9 [0020]. The input to these modules is the output of TS sensor 142, and the different
classification modules are used to distinguish between the types of user interactions
with the touch sensitive screen.

75. Pratt describes the ways in which these classification modules
determine, for any given signal from TS sensor 142, which of the three it is:
proximity, touch, or force. Ex. 1006, q [0021]-[0023].

76.  The results of the classification of the sensor data into proximity, touch,
or force are used as inputs to the haptic response search module 112.4. It is this
module that generates a haptic command based on the haptics profile data. Pratt
describes the haptic response search module as follows:

The haptic response search module 112.4 may receive proximity,
touch, and/or force events as calculated by the modules 112.1-
112.3, and may generate a haptic command based on the haptics
profile data 114.1. For example, the haptic response search
module 112.4 may match the calculated proximity, touch, and/or
force event data to a stored haptic profile and may generate a

haptic command associated with the matched haptic profile.

Ex. 1006, 9 [0024].
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Ex. 1006, Fig. 1
77.  Figure 3 of Pratt shows user interaction detection by the sensors. Figure
3(a) shows the UI map of the touch-sensitive screen and Figure 3(b) shows how the

sensors detection may become more localized as the finger approaches and touches

the screen. Ex. 1006, 9 [0036]-[0037].
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EX1006, Fig. 3.

78.  The TS sensor signal is classified into proximity, touch, or force: “At
time t2, the user finger may be slightly above the button 330. At time t3, the user
finger may touch the screen at button 320. And at time t4, the detection area may
increase detecting a larger amount of force as compared to time t3 touch.” Ex. 1006,
1 10037].

79.  Each generated haptic effect is based on a haptic profile stored by the
UI controller. Ex. 1006, 4 [0025]. “The UI controller 110 may be coupled to the
haptic driver 120. Based on the haptic command from the UI controller 110, the
haptic driver 120 may generate a corresponding drive signal.” Ex. 1006, 9 [0025].
Pratt discloses different embodiments illustrating how the haptic effect is generated

based on the classification of the TS sensor data.
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80.  Pratt discloses deflecting the touch screen towards the user based on the
approach, i.e., proximity, of the user’s finger, and then, when the screen is touched,
removing the deflection so that the screen goes flat again. EX1006, §[0049]-[0050],
Figs. 7(a)-(d). Based on the proximity signal, the screen is deflected upwards, and
based on the touch signal, the screen returns to its regular state. /d. Each proximity

signal and touch signal generates a different haptic effect.

.

ZI TOUCH SCREEN
. % FIG. 7(b)
>4
ZI TOUCH SCREEN
. ﬁ FIG. 7(c)
Az T
ZI TOUCH SCREEN
ﬁ FIG. 7(d)
zz
ZI TOUCH SCREEN

81. This means that there are two mechanical haptic effects. First, based

on the proximity signal, the screen is deflected upwards by pre-charging the actuator.
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Second, based on the touch signal, the pre-charge effect is removed and the screen
returns to its regular state.

82. In a second embodiment, Pratt discloses different haptic effects based
on separate user interactions. The embodiment illustrated by Figure 5 shows three
separate interactions that generate three separate haptic effects.

FIG. 5 includes two plots. The top plot shows a user finger
approaching the touch surface in a distance versus time graph,
and the bottom plot shows a corresponding voltage through the
haptic actuator versus time graph. FIG. 5 illustrates different
haptic effect generation based on different user interaction events

as detected by the sensor(s) via thresholds.

Ex. 1006, 9 [0042].
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Ex. 1006, Fig. 5

B.  Pratt Does Not Teach, Suggest, or Disclose the Claimed

“haptic effect”

1. Pratt’s “bubble effect” embodiment does not teach, suggest, or
disclose Challenged Claims 1-3, 5-6. 14-15. and 19 of the ’738
Patent

83. The “bubble effect” embodiment does not disclose the claimed
invention because it does not disclose the claimed ‘“haptic effect,” which I
understand is construed as “a single unmodified haptic effect that is based on the
proximity sensor signal and the touch sensor signal.” The “bubble effect”

embodiment disclosed by Pratt is the result of two separate haptic effects that are
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created in sequence to simulate a clicking effect when the user touches the screen.
As detailed in paragraphs [0049]-[0050] and Fig. 7 of Pratt these are two separate
haptic effects that occur sequentially, not a single unmodified haptic effect that is
based on both proximity and touch signals.

84.  The first haptic effect in the “bubble” effect embodiment is based solely
on the proximity signal. When the user’s finger approaches the touchscreen the
actuator is pre-charged causing the touchscreen to be deflected towards the user’s
finger.

As the user’s finger approaches the touch screen, it enters the
“field of view” of the touch screen and is identified by the
proximity sensor. In response, a haptics driver may pre-
charge a haptics actuator to cause the touch screen to deflect
toward the user’s finger by a predetermined amount, shown as
AZ in FIGS. 7(a)-(d). Thus, the touch screen may be deflected
toward the user’s finger by the time it makes contact with the

touch screen as shown in FIG. 7(b).
Ex. 1006, 9 [0050].

85. The second haptic effect in the “bubble” effect embodiment occurs
when the user’s finger makes contact with the touchscreen, and thus is based entirely
on the touch signal. When contact is made, and the TS sensor data is classified as a

touch signal, the touchscreen moves down to its default position.
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When the touch sensor determines that the user’s finger has
made contact, it may initiate the haptic effect. As shown in FIG.
7(c), a mechanical button click may be simulated, for example,
by removing the pre-charge effect and inducing the touch

screen to return to its default level (shown as “Z”).
Ex. 1006, 9 [0050].

86. Figure 7 shows that these are two haptic effects, where each of them
are illustrated as separate physical manipulations of the touch screen. The first
haptic effect—deflection of the screen—is shown in Figure 7(b) and the second

haptic effect—flattening of the screen—is shown in Figure 7(c).
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Ex. 1006, Fig. 7.
87. According to Pratt, when these two haptic effects occur in quick
succession, the user experiences those haptic effects together as a clicking sensation.

The click effect may be induced by the user feeling mechanical
resistance at the first point of contact with the screen deflected
forward (FIG. 7(b)) and then at the second point of contact with
the screen at the rest position (FIG. 7(d)). This effect simulates a
mechanical compression effect (i.e., the bubble effect).

1d.
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88. However, as I discussed earlier, I understand that the claimed “haptic
effect” in the 738 Patent is limited to a single, unmodified haptic effect, and not a
combination of two or more haptic effects as described in the ‘bubble effect.” Even
though the user may perceive the screen interaction as a single sensation, I do not
consider that to be a single haptic effect.

89.  Subsequent modifications of the original single haptic effect or
combinations of multiple haptic effects to derive a final haptic output effect or
sensation do not constitute the claimed single haptic effect under its proper
construction. For example, in column 11 of the *738 Patent, the specification states:
“Such a haptic effect may further be modified or combined with another haptic
effect based on the proximity sensor signal.” This means that the claimed single
haptic effect that is based on both a touch and a sensor signal may subsequently be
modified or combined, but it is not modified or combined in the first instance. That
secondary embodiment is outside the scope of the description in Figure 5 and outside
the scope of Claim 1.

90. Accordingly, Pratt’s disclosure of combining haptic effects into one
sensation does not satisfy the claimed haptic effect. The bubble effect in Pratt is not
the same as the effect disclosed in the 738 Patent at 11:29-32 discussed above. The
full quote from column 11 makes clear that the single determined haptic effect must

be based on both sensor signals, and this haptic effect is not a combination of two
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separately determined haptic effects each based on a single sensor signal. /d. “The”
i.e., singular, claimed initial “haptic effect” may be further modified or combined
with another haptic effect, which is outside the scope of Figure 5 and the claim. /d..

The method 500 continues at step 508 when the processor 102
determines a haptic effect based at least in part on the touch
sensor signal and on the proximity signal. For instance, the
processor 102 may be configured to output a particular haptic
effect associated with a particular control on a user interface
element displayed on the touch sensitive surface 116. Such a
haptic effect may further be modified or combined with
another haptic effect based on the proximity sensor signal. In
some embodiments, the haptic effect can include one or more
haptic effects. For example, the haptic effect can include a haptic

effect meant to confirm “pushing” on a virtual button.
Ex. 1001, 11:29-40.

91. In Pratt, just as the screen deflection haptic effect is based solely on the
proximity signal, the subsequent haptic output signal based on user touch does not
depend in any way on the proximity signal. Instead, it is based solely on the touch
signal. When the user’s finger contacts the screen the haptic effect occurs. The haptic
effect is based on a pre-stored profile. EX1006, 4[0025] (“Returning to FIG. 1(a),
the UI controller 110 may receive the TS sensor results and may generate
corresponding haptic commands accordingly based on stored haptic profiles.”). Pratt

discloses generating the same haptic effect whether or not there is a proximity signal.
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Id. Therefore, the bubble effect embodiment does not take into account the proximity
signal when generating the haptic effect. Pratt’s haptic output does not satisfy the
claimed haptic effect, which is a single, unmodified haptic effect that is based on the
proximity sensor signal and touch sensor signal.

92. T understand that the Institution Decision in this IPR proceeding states
that because “Pratt’s ‘bubble’ effect would appear to be a different sensation to the
user if pre-charging did not happen” that the ‘haptic effect’ of Pratt is based on both
proximity and touch.” DI at 15. But, as I explained above, what the user experiences
does not define the haptic effect. A POSITA would understand that the bubble effect
remains two haptic effects that are combined into a single user sensation.

93.  Ialso understand that the Institution Decision agrees with Patent Owner
that Petitioner’s following quote from Pratt was in reference to Figure 5. /d. at 18.
As such, this quote does not disclose a single haptic effect based on both the touch
and proximity signals: “[D]ifferent types of haptic events may be selected based in
part on proximity, touch, and/or force events.”

94. The Decision, nonetheless, finds that this statement is consistent with
Pratt’s first general statement as being applicable to Pratt’s entire disclosure
including the “bubble effect” and “rate of approach” embodiments. However, I read
Pratt’s reference to the input signals to the processor in the context of the full

specification:
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The haptic response search module 112.4 may receive proximity,
touch, and/or force events as calculated by the modules 112.1-
112.3, and may generate a haptic command based on the haptics
profile data 114.1. For example, the haptic response search
module 112.4 may match the calculated proximity, touch, and/or
force event data to a stored haptic profile and may generate a

haptic command associated with the matched haptic profile.

Ex. 1006 9 [0024].

95.  Even though Pratt refers generally to the three signals that can be used
to generate a haptic effect, Pratt does not disclose using both proximity and touch
signals to generate a single haptic effect. As such, the reference to “proximity, touch,
and/or force” is directed to the disclosed embodiments, all of which involve a haptic
effect being generated solely based on one signal.

2. Pratt’s “rate of approach” embodiment does not render obvious
Challenged Claims 1-3, 5-6. 14-15, and 19 of the 738 Patent

96. I understand that the Institution Decision found that Pratt’s “rate of
approach” embodiment renders the Challenged Claims obvious because it would
have been obvious to modify Pratt to change the ultimate haptic effect based on
whether the rate of approach was fast or slow. DI at 16-17. The Decision points to
a quotation in Pratt that is out of context, however. Specifically, the Decision quotes
Pratt: “For example, haptic effect types may be selected based on the rate of
approach . . ..” Id. at 17 (quoting Ex. 1006, § [0041]).
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97. But that sentence refers to the embodiment where the haptic effect is
generated based on proximity alone, not touch. Also, the purpose of the haptic effect
disclosed in this embodiment of Pratt is to convey information before the user
touches the menu icon. As such, in the context of that embodiment, a POSITA would
not wait to convey that information until after they have touched the menu icon.
Therefore, Pratt’s “rate of approach” embodiment does not render the Challenged
Claims obvious.

VIII. GROUND 2: PRATT IN VIEW OF KU
A.  Overview of Ku (EX 1008)

98. The Ku Application that was considered by the Examiner during
prosecution of the *738 Patent is the application that led to US 8,531,319 (“Ku”).
The disclosures are essentially identical. Like Pratt, Ku discloses generating certain
haptic effects based on a proximity signal and other haptic effects based on a touch
signal. According to Ku, a goal of the invention is to distinguish between different
types of proximity signals and touch signals. Ex. 1008, 1:32-34.

99. “If Ku detects the proximity of a user’s finger to the location of a
particular icon (step S505), Ku’s processor causes a vibration signal (step S510).”
Ex. 1008, 11:54-64. Thus, if a user’s finger hovers over menu item 1, S510 is the
output of a vibration signal based entirely on the proximity of the user’s finger to

menu item 1.
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100. Ku discloses generating the vibration signal shown in Figure 12(c)
when the user’s finger is in proximity with the touch screen. This haptic effect is
generated based entirely on proximity; it is generated irrespective of whether the
user’s finger touches the screen.

Next, the controller 180 determines whether a proximity signal
has been detected at the location of a specific one of the one or
more menu icons through the proximity sensor 141 (S505). ...
[I]f, as a result of the determination in S505, the proximity signal
has been detected at the location of a specific menu icon, the
controller 180 outputs a vibration signal, corresponding to the
detected proximity signal, through the haptic module 157 (S510).
Here, a single vibration signal corresponding to the detected

proximity signal is output as vibration.
Ex. 1008, 11:54-66.

101. As described in Ku, haptic effects are also generated based on a touch
signal. The same haptic effect is generated by the touch signal regardless of whether
the user touches the menu icon they were hovering over, or whether the user touches
a different menu icon.

102. Ifthe user hovers over one menu icon and then touches a different menu
icon, for example menu item 3, a haptic effect is generated based solely on the touch

signal:
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If, as a result of the determination in S515, the touch signal has
not been input through the specific menu icon, the controller 180
determines whether the touch signal has been input through a
menu icon different from the specific menu icon (S525). ... [I]f,
as a result of the determination in step S525, the touch signal has
been input through the different menu icon, the controller 180
outputs a vibration signal, corresponding to the input touch

signal, through the haptic module 157 (S530).

Ex. 1008, 12:4-15. This means that there is one haptic effect based on proximity
when the user hovers over menu icon 1, and then a different haptic effect when the
user touches menu icon 3. The result is two sequential haptic effects that occur at

different times.
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103. If the user hovers over menu icon 1, and then touches that same menu
icon 1, the haptic effect is generated based solely on the touch signal. First there is a
haptic effect based on the proximity of the user’s finger to menu icon 1, and then
there is haptic effect based on the touch of the user’s finger on menu icon 1. Ex.
1008, 16:17-21. In the case where affer a proximity-based haptic signal is maintained
for a period of time, menu icon 1 is then touched generating a touch-based haptic
signal, such that the two haptic signals overlap in time, the haptic effects are

summed. Ex. 1008, Fig. 12(d), 16:22-27.
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104. The fact that these are distinct haptic effects is confirmed by the fact
that they begin at different times. As Figure 12 illustrates, they can be summed or
subtracted but they are nevertheless separate. This is also confirmed by the fact that
these haptic effects are labeled with different numerals.

105. As also discussed earlier in this Declaration, I understand that the
PTAB did not accept the argument that combining two separate haptic signals (one
based on proximity and the other based on touch) was sufficient to satisfy this
claimed limitation. See Ex. 1002, 1091. I understand that the PTAB recognized the
Choe reference as disclosing:

two haptic effects, effects, neither of these haptics effects is
generated based on both proximity signals and touch signals.
Rather, the first haptic effect is based only on a proximity signal,

and the second haptic effect is based only on a touch signal.
Ex. 1002, 1090 (citing Choe US2010/0004033, 44137-138).

106. Similarly, here, each of Ku’s proximity-based haptic effect signal and
touch-based haptic effect signal have their own vibration profile and are referred to
by separate numerals, which underscores the distinct nature of the two separate
haptic effects. Ex. 1008, 16:16-21. In Figure 12, 705 is the “vibration type and
intensity upon touch”, and 710 is the “vibration type and intensity upon proximity.”
This disclosure regarding separate haptic effect signals, each based on a separate

proximity signal and a touch signal respectively, is similar to the disclosure in Choe
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at 9137-138. Yet, the Board did not find that the Examiner’s determination that

Choe’s disclosure that the haptic effect signals can be combined was sufficient to

show that the claimed limitation was met.
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Ex. 1008, Fig. 12
B.  Prattin View of Ku Does Not Teach, Suggest, or Disclose the

Claimed “haptic effect”

107. As detailed above, Pratt does not disclose a single, unmodified haptic

effect that is based on proximity and touch signals. The same is true for Ku: it

discloses two separate haptic effects—one based on the proximity signal and one

based on the touch signal—that occur sequentially and, in some cases, overlap in

time. Therefore, the combination of Pratt and Ku does not disclose generating a
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single, unmodified haptic effect based that in part on both proximity and touch
signals.

108. As I explained above, Ku’s first haptic effect in Figures 7 and 12 is the
proximity haptic effect. This effect begins when the user hovers over a menu icon
for a period of time. Ex. 1008, 11:54-66, Fig. 7. Ku’s second haptic effect is the
touch haptic effect. This begins sometime after the first effect if the user touches that
same menu icon, such as menu item 1. /d. The proximity haptic effect is generated
first, and then afterwards, the touch haptic effect is generated second. Since the
proximity effect does not stop, the haptic effects will eventually overlap in time ,at
which point they are summed together: “The controller 180 may combine one or
more vibration signals through addition and subtraction.” Ex. 1008, 11:39-40; see
also, e.g., Ex. 1008, 16:16-21. In any event, they are separate haptic effects that
occur sequentially. Like the disclosure of sequential and separate haptic effects in
Choe raised during prosecution, the same is true here. This is also confirmed by the
fact that the separate haptic effects have separate numerals. In Figure 12 of Ku, 705
is the “vibration type and intensity upon touch”, and 710 is the “vibration type and
intensity upon proximity.” Id.

109. This summation of the two separate vibration signals does not meet the
claimed limitation requiring a single, unmodified haptic effect that is based on both

proximity and touch sensor signals.
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110. Even if Ku discloses combining haptic effects, which may be similar to

the description in the specification of the ’738 Patent, that description is outside the

scope of the claimed haptic effect where “such a haptic effect may further be

combined or modified with another haptic effect.” As 1 explained previously, the
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claimed original unmodified haptic effect is a single effect based on the proximity
and sensor signals. Ex. 1001, 11:29-32.

111. The claimed haptic effect disclosed in the 738 Patent at 11:29-32
makes clear that the unmodified single determined haptic effect must be based on
both sensor signals. It is not a combination of two separately determined haptic
effects each based on a single sensor signal. “The” i.e., singular, initial claimed
“haptic effect” may be further modified or combined with another haptic effect,
which is outside the scope of Figure 5 and the claim.

The method 500 continues at step 508 when the processor 102
determines a haptic effect based at least in part on the touch
sensor signal and on the proximity signal. For instance, the
processor 102 may be configured to output a particular haptic
effect associated with a particular control on a user interface
element displayed on the touch sensitive surface 116. Such a
haptic effect may further be modified or combined with
another haptic effect based on the proximity sensor signal. In
some embodiments, the haptic effect can include one or more
haptic effects. For example, the haptic effect can include a haptic

effect meant to confirm “pushing” on a virtual button.
Ex. 1001, 11:29-40.

112. Also, because Ku sequentially generates separate vibration signals, the
final vibration signal it outputs is, at best, based on the combination of vibration

signals—not the claimed sensor signals. Ku merely teaches what happens when the
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vibration signals overlap—not the sensor signals, due to the continuing nature of
the proximity haptic effect. Thus, by the time a subsequent touch signal is sensed
and a corresponding vibration signal is generated, the previously sensed proximity
signal does not need to exist anymore. In other words, there would no longer be a
proximity sensor signal on which to base the claimed “haptic effect.” As such, Ku
does not teach a single, unmodified haptic effect that is based on both the proximity
and touch signals as required by the claims. Rather, Ku teaches two separate effects
based on approaching and subsequently touching the screen, with further details on
how to distinguish between these two haptic effects when they overlap.

113. In contrast, the 738 Patent is agnostic as to when the proximity and
touch signals occur, as the claimed haptic effect needs to be based on both. Indeed,
the embodiment above describes a touch signal that is first sensed at step 506, and
then concurrently or subsequently, a proximity signal is sensed, resulting in the
determination of a haptic effect that is based on both sensor signals. Ex. 1001, Fig.
5, 11:29-32. Despite the fact that this haptic effect may further be based on
modifications or combinations of other haptic effects, the claimed original haptic
effect must still be based on both the proximity and the touch sensor signals—not

just the combination of haptic effects, as taught by Ku.
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C. A POSA would not have been motivated to combine Pratt
and Ku

114. 1 disagree that it would have been obvious to combine the “pre-
charging” embodiment disclosed in Pratt (EX1006, q[0038]) with the haptic effects
generation disclosed in Ku’s Figure 7 or 12 as Petitioner proposes. Pet., 46. The
“pre-charging” embodiment disclosed in Pratt is for the purpose of reducing latency
between the time a user touches the screen and the time they experience the haptic
effect:

latency may be improved by pre-charging the haptics actuator
130 based on detected proximity events such as location and/or
rate of approach (i.e., velocity and/or acceleration). Therefore, a
haptic effect may [sic] generated faster upon an actual touch

detected because of the pre-charged actuator.

Ex. 1006, §[0016].
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I understand that Petitioner contends that it would have been obvious to
combine this embodiment in Pratt with Ku’s disclosure of “distinguishing between
different types of touch signals and proximity signals.” Pet., 47. But, the pre-
charging embodiment is merely for the purpose of reducing latency. Nothing about
Ku’s disclosure relates to reducing latency. I have not seen any reasons shown, nor
am I aware of any reasons, for why it would have been advantageous to combine the
latency-reducing effects of Pratt along with Ku’s ability to distinguish between types
of proximity or touch signals. I note that Petitioner’s description of the resulting

combination has nothing to do with reducing latency: “POSAs would have
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recognized such an alert as desirable to indicate to users whether they touched the
icon they intended to touch.” Pet., 50. I have not seen any reason, nor am [ aware of
any, for why a POSITA would combine Pratt and Ku in the manner proposed by
Petitioner.

IX. GROUND 3: KU

A.  Ku Does Not Teach, Suggest, or Disclose the Claimed “haptic
effect”

115. As detailed above, Ku does not disclose the claimed haptic effect,
which is single, unmodified haptic effect that is based on both a proximity sensor
signal and a touch sensor signal. What Ku discloses is two separate haptic output
signals: one based solely on proximity and one based solely on touch. But Ku does
not disclose a single signal based in part on two input sensor signals. The haptic
effects are generated at different points in time. In one specific instance—where the
user hovers over and then touches the same menu icon—the haptic effects can
overlap in time, but they were generated sequentially. When the sequentially
generated effects overlap in time, the vibration effects can be summed together.

116. Petitioner is incorrect that Ku refers to “a [single] command signal
causing vibration 715.” Pet. 66. There is no such command signal disclosed in Ku.
Instead, two separate command signals are output, causing two separate haptic

effects.
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A vibration signal set with respect to the touch signal is a
vibration signal 705 with respect to vibration type3, as shown in
(b) of FIG. 12, and a vibration signal set with respect to the
proximity signal is a vibration signal 710 with respect to
proximity B, as shown in (c) of FIG. 12.

Accordingly, in the case in which, after the proximity signal is
maintained for a specific period of time, a menu icon is touched,
vibration 715 in which the vibration signal 705 with respect to
the vibration type3 and the vibration signal 710 with respect to
the proximity B have been added is output, as shown in (d) of

FIG. 12.
Ex. 1008, 16:17-27.

117. This is the simple case of two vibration signals being added together,
which the Board has already determined is insufficient to show that this claim
limitation is met. Ex. 1002, 1091. For this reason, Ku does not disclose a single

haptic effect based at least in part on a proximity signal and a touch signal.

X.  GROUND 4: KU IN VIEW OF JIANG
A.  Overview of Jiang (EX 1010)

118. The Jiang patent application that was considered by the Examiner
during prosecution of the 738 Patent. According to Jiang, a goal of the invention is
to provide electromechanical polymer-based (EMP-based) sensors and actuators that
can serve dual functions as both sensors and actuators, particularly suitable for use
in mobile devices to offer haptic feedback. Ex. 1010, §[0002]. The invention
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focuses on utilizing EMP layers that respond electromechanically to electrical
stimulus and vice versa, allowing for applications such as touch-sensitive keypads
with haptic feedback on mobile devices. Ex. 1010, § [0004]. These devices can be
transparent and integrated with graphical displays, enhancing user interaction by
providing inputs and haptic responses simultaneously. See, e.g., Ex. 1010, 99 [0029]-
[0030].

B. Kuin view of Jiang Does Not Teach, Suggest, or Disclose the
Claimed “haptic effect”

119. Ku does not disclose a single, unmodified haptic effect that is based on
a proximity signal and a touch signal, and neither does Jiang. As a result, the
combination of these two references also fails to disclose this element.

120. Separately, a POSITA would not have been motivated to combine the
disclosures in Ku and Jiang. Jiang discloses an EMP-based sensor. Ex. 1010,
9 10002]. The focus of Jiang’s disclosure is how the waveform is generated in the
actuator. “The present invention provides electromechanical polymer-based (EMP-
based) sensors and actuators.” Ex. 1010, § [0023].

121. The disclosure in Jiang is simple: if the screen is touched, then a haptic
effect may be generated. “When mobile device 801 senses that a key on the keypad
is touched, as sensed by the sensor portion of the corresponding key (e.g., 802-1),
the actuator portion of that key is activated to provide a haptic response.” Ex. 1010,

1 10035]. Petitioner does not contend that Jiang by itself discloses generating the

65

Valve Corp. v. Immersion Corp.
IPR2024-00582

Immersion Exhibit 2008

Page 68 of 69



claimed haptic effect based that is based on a proximity sensor signal and a touch
sensor signal. Pet., 81. Petitioner does not rely on Jiang alone for this claim element
and instead relies on Ku alone. /d (“Ku-Jiang includes elements [1D], [1E], [1F],
and [1G] for the same reasons detailed in § VII.C concerning Ku”). Thus, the Ku-

Jiang combination does not address the key disclosure that is missing from Ku.

I declare under penalty of perjury that the foregoing is true and correct. I
acknowledge that willful false statements and the like are punishable by fine and/or
imprisonment, that all statements made of my own knowledge are true, and that all

statements made on information and belief are believed to be true.

Executed December 20, 2024, in Dallas, Texas

By: ﬂ@v Lv of (Za

Dr. Robert AKkl, D.Sc.
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