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Summary. This paper reports the 
first results of stress-oriented and 
aligned perforating of deviated wells 
at the Kuparuk River field, Alaska. 
Preferred perforation alignment and 
spacing are calculated for each well 
so the fractures from individual per­
forations link to produce a single 
"zipper" fracture plane along the 
deviated wellbore. Results of the first 
application of this technique are 
presented from the 26-well develop­
ment of Drillsite 2K. The results from 
use of three different oriented-casing­
gun systems and pertinent data from 
Drillsite 2K fracture stimulation treat­
ments are discussed. Comparisons 
to drillsites where nonaligned per­
forating strategies were used show a 
significant reduction in perforation 
friction, enabling the placement of 
larger, more productive fracture 
treatments. Application of this tech­
nique to deviated and vertical wells 
and its use at Kuparuk on develop­
ments after Drillsite 2K are discussed. 
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Results of Stress­
Oriented and Aligned 
Perforating in Fracturing 
Deviated Wells 
C.M. Pearson, SPE, A.J. Bond, SPE, M.E. Eck, SPE, 
and J.H. Schmidt, SPE, Arco Alaska Inc. 

Introduction 
Perforation design for a well that will be 
hydraulically fractured is usually controlled 
by the requirements to place the stimulation 
treatment. 1 Key parameters are the num­
ber, size, orientation, and phasing of per­
forations . Typically, the objective is either 
to minimize or, in the case of limited-entry 
treatments, to control the amount of perfo­
ration friction during the stimulation treat­
ment. No uniform criteria exist within the 
industry for defining perforation phasing or 
shot density. Different operators use differ­
ent techniques. However, the pumping of 
a fluid stage to break down the well and to 
calculate the perforation friction loss is rou­
tine to verify that sufficient communication 
exists between the wellbore and the forma­
tion to place the fracture treatment. Often, 
a bailout treatment is pumped before the 
main stimulation to force additional perfo­
rations to break down. Although it is gener­
ally acknowledged that the .optimal place­
ment of perforations in a vertical well is 
180° phasing in the fracture plane, which 
is perpendicular to the far-field minimum 
stress, there are, to the best of our knowl­
edge, no reported efforts of routinely prac­
ticing such a technique. Laboratory inves­
tigations into fracture intiation from deviated 
wells showed the importance of perforation 
placement on the length of wellbore inter­
secting the fracture. 2,3 

During the past 7 years, more than 600 
new development wells have been fracture­
stimulated in the Kuparuk River field . The 
large number of treatments has provided the 
opportunity for significant advances in the 
technical and operational aspects of hydrau­
lically fracturing deviated wells that are not 
aligned colinear to a direction of principal 
stress. The success of this stimulation pro­
gram was documented in Refs. 4 and 5. 

Perforation strategy during the initial de­
velopment consisted primarily of perforat­
ing the net pay intervals in the Kuparuk A 
Sand. Depending on the drillsite, this would 
result in the perforating of two or three 
separate zones. Before the wellbore tubu­
lars and completion equipment were run, 
casing guns (4½-in .) were shot with a typi-
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cal shot density of 4 shots/ft and a phasing 
of either 90° or 120°. We often used large­
hole shots every fifth hole. Most initial frac­
ture treatments pumped in wells where this 
strategy was used had relatively high per­
foration friction drops ranging from 500 to 
1,500 psi. Post-treatment temperature and 
tracer logging often showed fluid entry into 
a few discreet points along the perforated 
interval, with the lowest zone of the A Sand 
often showing no evidence of fracture stimu­
lation. The poor communication at the well­
bore is thought to have caused many treat­
ment screenouts in the field . 

The first change in perforating strategy 
was to use limited perforating (1 shot/ft) of 
the upper A Sand intervals to divert more 
of the stimulation to the lower, less produc­
tive intervals. This strategy was used in 1986 
at Drillsites 3N and 3K (Fig. 1). Postfrac­
ture reperforating of the upper A Sand lobes 
provided rate improvements of O to 400 
BOPD. The second change occurred in 1987 
and 1988 at Drillsites 3Q, 3M, 3H, and 30. 
In these wells, the perforating interval was 
limited to the net pay interval of the thickest 
sand member (less than 20 ft) , typically with 
4 shots/ft at a variety of different phasings 
(0° , 45° , 90°, or 120°). Postfracture per­
forating of the upper A Sand lobes was then 
carried out for additional rate improvement. 

The completions at Drillsite 2K during 
1989-90 incorporated perforation of a sin­
gle interval up to 40 ft long with the aligned 
and oriented perforating technique for frac­
ture initiation from a deviated well . 6 The 
technique consists of perforating at 180° 
phasing and at a specific orientation so that 
fracture initiation from the individual per­
forations occurs in the tension zone around 
the wellbore and a zipper-type fracture is 
formed from the coalescence of the individu­
al fractures. The required alignment typi­
cally is measured as the counterclockwise 
angle from the top of the well looking down. 
Three types of eccentric casing guns were 
used until a satisfactory system was devel­
oped. This type of system has since become 
the standard perforation technique for 
deviated wells that are to be fracture­
stimulated. It has been used for intervals up 
to 54 ft long in later developments at Drill­
sites lA, IL, and 30. Additional postfrac-
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Fig. 1-Kuparuk River field. 

ture perforating was carried out at Drillsite 
2K in the few wells with additional A Sand 
lobes . In specific cases in later drillsite de­
velopments, this practice has been modified 
to include aligned perforating of multiple 
zones before fracturing. 

Kuparuk Field Development 
The Kuparuk River field, one of the largest 
oil fields in the U.S., is located in the 
Alaskan Arctic and covers about 115 ,000 
acres. Fig. 1 shows the field location and 
the development drillsite pads from which 
the deviated wells are drilled. Initial devel­
opment is on 160-acre well spacing with 
some 80-acre infill locations. The Kuparuk 
reservoir is a sandstone whose primary pro­
duction mechanism is solution-gas drive. 
Most of the field is under secondary recov­
ery, receiving pressure support through a 
combination of waterflood and water­
alternating-immiscible-gas injection. 

Production occurs from two horizons 
within the Kuparuk sandstone. An upper 
sandstone interval, the C Sand, consists of 
very-coarse to very-fine-grained siderite and 
sandstone. Net pay ranges up to 80 ft with 
an average permeability of 150 md. The 
lower producing zone, the A Sand, is pres­
ent throughout the field. Although the A 
Sand typically averages less than 30 ft thick, 
with permeability ranging from 20 to 80 md, 
it contains 65 % of the total reserves in the 
Kuparuk field . It is a fine- to very-fine­
grained sandstone interbedded with shale 
and varying amounts of ankerite. The B 
Unit, made up of sands, siltstones, and 
shales, ranges in gross thickness from O to 
150 ft. This high-shale-content zone pro­
vides an impermeable barrier to flow be­
tween the two producing zones and benefits 
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oil recovery by allowing the two zones of 
distinctly different producing characteristics 
to be waterflooded separately. In addition, 
it provides the stress barrier to isolate and 
treat the A Sand by hydraulic fracturing. 

Kuparuk wells with departures up to 
10,000 ft are drilled from centrally located 
gravel pads to minimize the environmental 
impact on the arctic tundra. Most wells are 
drilled at an angle through the Kuparuk to 
minimize drilling costs . No attempt is made 
to align the wellbore with the fracture orien­
tation, and the typical hole angle across the 
formation is·35° to 65° from vertical. A sin­
gle, nonselective completion is used for 
wells with minimal C Sand development, 
and the A Sand is generally stimulated be­
fore the C Sand is perforated. 

The moderate-permeability A Sand has 
low initial rates . Unstimulated, it would be 
uneconomic in the high-cost arctic environ­
ment. Prefracture flow efficiencies average 
55 % (flow efficiency is the ratio of the 
well's actual PI to its PI if it is undamaged 
and unstimulated). Matrix stimulation treat­
ments are unsuccessful because of the highly 
laminated nature of the A Sand, preventing 
effective communication between the per­
forations and all the sand intervals. Fracture 
treatments are used to overcome the near­
wellbore damage caused by drilling and 
completion operations and to provide high­
flow-capacity conduits to maximize with­
drawals. The hydraulic fracture program al­
lows the successful development of the 
reservoir and significantly expands the ec­
onomic acreage of the Kuparuk River field . 

Theory 
The state of stress within the Earth's crust 
usually is such that one of the principal stress 

"The first change In 
perforating strategy 
was to use limited 
perforating ... of the 
upper A Sand intervals 
to divert more of the 
stlmulatlon to the 
lower, less productive 
Intervals." 

directions is vertical. This guarantees that 
the other two principal stress directions are 
perpendicular to the axis of a vertical well­
bore. As a result, hydraulic fractures initiat­
ed from a vertical well will extend along the 
wellbore axis . On the other hand, in a 
deviated well, the wellbore is not aligned 
with any of the principal in-situ stresses . 
This results in shear stresses at the wellbore 
surface, as shown in Fig. 2. The shear 
stresses cause a fracture to turn as it propa­
gates into the direction mostly perpendicu­
lar to the minimum principal stress . To 
describe the fracture initiation, the in-situ 
stresses are first resolved into the compo­
nents shown in Fig. 3. This transformation 
resolves the stresses to a coordinate system 
relative to the high side the wellbore. It is 
given by6 

=> => 
aij =cx;p cxjq apq• 

where the coordinate transformation is given 
by 

[ 

cos(cx)cos(/3) 

-sin(cx) 

-cos( ex )sin(/3) 

sin(cx)cos(/J) sin(/3) l 
cos(cx) 0 . 

-sin(cx)sin({3) cos({3) 

Superposing solutions to the infinite cylin­
drical hole in an infinite medium loaded with 
internal pressure, normal stresses (ax , ay , 

az) , and shear stresses (axy, ayz• axz) de­
scribes the state of stress anywhere around 
the deviated wellbore. 7,8 In particular, the 
state of stress is known at the wellbore sur­
face. Therefore, the maximum tensile stress 
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Fig. 2-State of stress around a deviated well. Fig. 3-Deviated coordinate system. 

can be found at the wellbore surface as a 
function of O, the counterclockwise rotation 
from the high side of the wellbore, looking 
top to bottom, and the internal wellbore 
pressure, p. In addition to the maximum ten­
sile stress, the oblique angle that the small 
minifracture makes with the wellbore, -y, 
may also be calculated (Fig. 4) . 7 With the 
maximum tensile stress as the criterion for 
fracture breakdown, a tensile zone symmet­
ric to the point of maximum tensile stress 
at the wellbore surface is located at 00 
(Fig. 4) . 

Fig. 5 shows the location of two minifrac­
tures induced at different locations in the ten­
sion zone on the deviated-wellbore surface. 
The propagations of the fracture tips are 
determined by looking at the influence of the 
tail of Fracture 2, A2 , on the head of Frac­
ture I , B 1 , and vice versa as a function of 
the fracture spacing, h. 9 The fracture 
growth at Tip A follows Path a, while that 
at Tip B follows Path b (Fig. 6). When h 
is large, the two minifractures do not inter-

z 
Ot 

V 

X 

Fig. 4-Deviated openhole minifracture 
orientation. 

12 

act. At close spacings, however, the inter­
action between the two fractures causes them 
to link up in the zipper-like fashion shown 
in Fig. 7, as reported previously. 10, 11 

In practice, minifractures originate from 
individual perforations. The above criteria 
enable a maximum perforation spacing to be 
calculated for a given in-situ stress field and 
well bore geometry. Successive minifrac­
tures link to form a single zipper fracture 
along the wellbore surface. As pumping 
continues, the single fracture propagates into 
the rock medium and the fracture tip turns 
under the influence of shear and normal 
stresses. The turning rate of the fracture tip 
is calculated by treating the zipper fracture 
as an elliptic fracture, with a major axis 
equal to the link-up distance along the well­
bore and the perforation length as the minor 
axis. A turning angle is then calculated from 
the criterion of minimum strain energy den­
sity . 12, 13 Computed results show that the 
fracture turns within tens of feet, aligning 
itself in a direction mostly perpendicular to 

"The second change . .. 
the perforated interval 
was limited to the net 
pay Interval of the 
thickest sand 
member . ... " 

Fig. 5-Multlpie minifractures on an open deviated wellbore. 

January 1992 • JPT 



D
ow

nloaded from
 http://onepetro.org/JPT/article-pdf/44/01/10/2222504/spe-22836-pa.pdf/1 by R

obert D
urham

 on 12 August 2022

IWS EXHIBIT 1023 EX_1023_004

L 

- T h 

(Fracture Path) 
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High Side 
o!Well 

Fig. 6-Link-up between two inclined Fig. 7-Perforation link-up. 
minifractures. 

the minimum in-situ stress. The top and bot­
tom fracture edges turn vertically, while the 
leading fracture edge remains co~ked to the 
vertical at an angle equal to the wellbore 
deviation. Additionally , cakulations show 

Fig. 8-Drillsite 2K fault/spider map. 
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that the radius of curvature is larger with 
higher pumping pressures. 

The Preferred Orientation Placement Pro­
gram was used.in this study to determine the 
perforation orientation and minimum re-

I 

2K-24 

quired spacing. It is based on fracture initi­
ation from a deviated open well bore, as de­
scribed above. Previous analyses 6 that 
investigated the effects of casing and cement 
found little difference in the location of 00 

N 

t 
2K-01 

2K-23 

2K-25 ' 

' - ---- - - -- --- --- --- -- ---- - - -- - -- -- -
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Lock Ring 

20'Gun 
4SPF@180° 

Lock Ring 

Bottom 
Centralizers 

Hole Finder 

Fig. 9-0rlented perforating gun 
schematic. 

compared with an openhole analysis. Yew 
et al. 6 also showed that the effect of in­
dividual perforation tunnels was to change 
the breakdown pressure, not the location of 
00 . Finally, the effects of inertia are ne­
glected because hydraulic fracture growth 
is slow compared with wave speeds in rock. 

Drlllslte 2K Completions 
Fig. 8 shows a spider map of the Drillsite 
2K development and the principal faults . 
These wells were drilled in the latter half 
of 1989 and early 1990. The completions 
were carried out in two distinct phases be­
cause of space limitations at the drillsite: an 
initial nine wells in late 1989 and the re-

••• System A 
2K-03-

.,,,jj. -',2R-04' 
., 2K-06 

2K-07 

• :; 'system B 
2K-02 

, ?!(.05 .J:,., 
2K-os·:$, • 

/2K-1:f ". 
2Ke 2 

-1'"' 

ii} 

332 
'44 
287; , 
20-ii' 
126 

TABLE 1-PERFORATION DESIGN INFORMATION 

mainder of the wells in early 1990. Table 
1 shows the calculated perforation require­
ments (minimum spacing and orientation) 
for a series of different well orientations and 
deviations at Drillsite 2K. Input data were 
obtained from either laboratory or field 
measurements. The minimum stress direc­
tion had previously been found to be per­
pendicular to the younger set of north-south 
faults (Fig. 8). In practice, actual survey 
data were taken at each well to calculate a 
specific perforation alignment, with a 4-
shots/ft shot density being typical. 

In the first series of completions, two 
different 4½-in. casing gun systems were 
used. System A used a bowspring to orient 

"A method of preferred 
perforation alignment 
and orientation was 
successfully applied 
for the first time." 

•rll{orientlng equipment broke 0whlle running ~nhole ,an\!'.~ , 
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Wellbore 
Azimuth 

•· -~ . \ ' (~egre~s) 
2K-01 • 57 
2K-09 ":-321 
2K-10 • 27 
2K-13 ,, 260 
2K-14 259 ·,c· 

2K·15 104>, 
2K-16 198 . 

•· 2K-t7 ·, , 127 
2K-18 ' 17•4 

. 2K-t9 240 
:1:02kl.':i<t' •211 

2K-21 219 
2K-22 195 ;· 
2K-23 ' 121 
'2K•24. t~~ 162 

the guns to the low side of the wellbore; Sys­
tem Bused a weighted half-cylinder attached 
below the gun. In both cases, the actual 
orientation angle was measured by a mag­
netic survey tool attached to the bottom of 
each gun. Results are shown in Table 2, 
which lists the designed orientation angle in 
degrees counterclockwise from the high side 
of the well and the measured angle as 
recorded by the survey tool. The average 
errors were 31 ° and 23 ° for Systems A and 
B, respectively. Neither of these convention­
al orientation systems operated satisfactori­
ly, and both failed to meet the required toler­
ance of a ± 10° maximum error. 

Perforation gun designs considered for the 
second phase of completions at Drillsite 2K 
included the use of a downhole orientation 
motor. However, a nonpowered system was 
selected after design and successful field 
testing of a new bearing-mounted, eccen­
tered system incorporating a real-time sur­
face readout of gun orientation. Fig. 9 shows 
a schematic of the tool. The orientation is 
set with a lock ring on surface, and the gun 
is suspended between two rollers to allow 
the gun body to rotate freely to the low side 
of the well . The surface readout navigation 
package is hard-connected to the guns 
through the top roller assembly to provide 
real-time measurement of gun orientation. 
Table 3 gives the results of the second phase 
of completions, with a total of 17 wells and 
34 separate gun runs with average errors of 
5° and 3° for the two runs made per well. 

Stlmulatlon Treatments 
Table 4 shows the stimulation treatment de­
sign for Well 2K-07, a typical treatment for 
most of the Drillsite 2K wells where there 
was only A Sand development. Earlier 
work5 showing the productivity benefit of 
larger, more conductive fractures necessi­
tated significantly larger treatments to be 
placed than in previous developments that 
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never averaged more than 57,000 lbm of 
proppant per well. 

Fracturing pressure data from Drillsite 2K 
were analyzed to provide a direct measure­
ment of the aligned and oriented perforat­
ing technique. Any increase in the wellbore­
to-fracture intersection was reasoned to 
reduce the near-wellbore/perforation-fric­
tion loss measured during stimulation treat­
ments. Table 5 gives the perforation friction 
pressure measured from surface pressure 
data and calculated with field-measured tub­
ing friction data. In all cases, the data were 
obtained after pumping of the treatment 
prepad and following displacement of the 
tubing volume with either slick diesel or 
slick water (depending on the ambient tem­
perature at the well site). The appropriate 
tubing friction, verified on a number of oc­
casions with downhole pressure gauges, was 

subtracted from the difference in the treat­
ing pressure and the instantaneous shut-in 
pressure to obtain the values reported in Ta­
ble 5. An average 292-psi pressure loss was 
measured, although the median was 0 psi. 
High pressures were measured at Wells 2K-
05 and 2K-13. At Well 2K-05, the stimula" 
tion treatment was placed as planned despite 
the high perforation friction attributed to 
poorly gelled diesel that caused high tubing 
friction while flushing and freeze-protecting 
the wellbore. Well 2K-l3 was reperforated 
before a fracture treatment could be placed. 

Table 5 also compares perforation friction 
pressures measured at Drillsite 2K and the 
previous three development drillsites (Drill­
sites 3H, 3M, and 30). A variety of non­
oriented techniques had been used, and the 
measured perforation friction was signifi­
cantly higher. Drillsite 2K was the first de-

15 
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velopment in a number of years to use 
gelled-water fracturing fluids and slick water 
as the prepad flush fluid. Therefore, the tub­
ing friction data used to calculate the per­
foration drop were different from data from 
the previous drillsites where only diesel­
based fluids were used. Table 6 compares 
Drillsite 2K and wells that were refractured 
over the past 2 years with similar gelled­
water fluids. These wells had been produc­
ing oil for a number of years with no water 
production from the A Sand, which would 
enlarge the perforations and reduce the fric­
tion. However, they have an average fric­
tion loss of 492 psi, 200 psi higher than the 
Drillsite 2K wells. Of particular note is that 
19 of these 89 wells had 0-psi measured per­
foration friction. These wells typically were 
perforated with either 90° or 120° phasing. 
Thus, a l in 5 random chance of placing a 
line of perforations in the tension zone 
would imply a tension zone arc of20° where 
the perforations should be placed. The data 
from Tables 5 and 6 are plotted in Fig. 10, 
which, for a given friction pressure, shows 
the percentage of wells in each group that 
had a friction pressure lower than the refer­
enced value. 

Fig. 11 plots surface fracture initiation 
pressure vs . wellbore azimuth. The upper 
line illustrates the calculated value of frac­
ture initiation pressure for an unperforated 
wellbore. The perforation breakdown pres­
sures are significantly lower; however, the 
sinusoidal nature of the data is evident from 
the field measurements. The minimum 
breakdown pressure at about 0° and 180° 
validates the previous field measurements 
that the minimum stress plane runs north­
south and parallels the fault structure. 

PERCENT OF WELLS WITH A LOWER FRICTION PRESSURE 

Postfracture temperature and radioactive 
Jogging measurements are not routinely car­
ried out on the fractured deviated wells at 
Kuparuk because height growth occurs away 
from the wellbore. However, tracers were 
run at Wells 2K-10, 2K-ll, and 2K-12. Fig. 
12 is a post-treatment Jog from Well 2K-12, 
which has the highest deviation of these 
three wells. It shows that proppant was 
placed across the entire 32-ft perforated in­
terval. Successful fracture stimulation of 
Drillsite 2K resulted in an average of more Fig. 10-Comparison of perforation frictions. 

11000--------------------, 
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Fig. 11-Drillsite 2K frecture initiation pressures. 
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Fig. 12-Well 2K-12 post-treatment gamma log. 
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than 94,000 lbm of proppant being placed 
in each well, which is significantly more 
than was placed at any previous develop­
ment drillsite. 

aligned perforation technique was used. The 
lower perforation friction was one factor that 
enabled significantly larger fracture treat­
ments to be placed. 

d* = minimum perforation spacing, 

Conclusions 
A method of preferred perforation alignment 
and orientation was successfully applied for 
the first time. Results from a 26-well devel­
opment at Drillsite 2K in the Kuparuk River 
field showed conventional gun orientation 
systems to be unsatisfactory in their per­
formance, with a 27° average error in gun 
alignment. A modified eccentered gun sys­
tem incorporating a real-time navigational 
package was successfully used for the last 
17 wells and 34 gun runs, with an average 
alignment error of 4 °. 

Successful perforation alignment signifi­
cantly reduced the perforation friction loss 
measured during hydraulic fracturing com­
pared with other drillsites where a non-
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Work continues to verify the maximum 
extent of perforated intervals that can be 
stimulated successfully as a single interval 
in a deviated well. This work should fur­
ther define the productivity benefits of this 
technology and refine application of the 
alignment theory for near-horizontal wells 
and wells aligned in the direction of the 
minimum principal stress direction. 

The benefits realized at Drillsite 2K sug­
gest that the aligned perforating technique 
should be applied in all hydraulic fractur­
ing treatments where near-wellbore friction 
needs to be minimized. The use of a down­
hole orientation motor in conjunction with 
the real-time navigation tool would enable 
aligned perforating of vertical wells. 

in. 
E = Young's modulus, psi 

L1 = fracture half-length, in. 
p = fluid pressure, psi 

Pb = breakdown fluid pressure, psi 
r w = wellbore radius, in. 

x,y,z = Cartesian coordinates 
a,{3 = deviation angles of well axis 

'Y = orientation of initial fracture 
0,r,z + = cylindrical coordinates 

01 = angle span of tension zone 
00 = position of initial fracture 
µ = Poisson's ratio of rock 

medium 
aHmax = in-situ maximum principal 

horizontal stress, psi 
aHmin = in-situ minimum principal 

horizontal stress, psi 
a; = in-situ stress (i=l,2,3), psi 
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d ij = stress tensor, psi 
u1 = tensile strength, psi 

uv = in-situ vertical stress, psi 

Acknowledgments 
We thank the management of Arco Alaska 
Inc. and the owners of the Kuparuk River 
field for support and permission to publish 
this paper. Numerous personnel have been 
involved in the field development activities 
detailed in this paper. Particular recognition 
is due the contributions of Arco Alaska 
Inc. 's drilling, operations, and on-site en­
gineering personnel. 

References 
1. Gidley, J. L. et al.: Recent Advances in Hy­

draulic Fracturing , Monograph Series, SPE, 
Richardson, TX (I 989) 12, Chap. 12, 
249-51. 

2 . Hallam, S.D. and Last, N.C.: "Geometry of 
Hydraulic Fractures From Modestly Deviated 
Wellbores," JPT (June 1991) 742-48. 

3. Behrmann, L.A. and Eibel, J.L.: "Effect of 
Perforations on Fracture Initiation, " JPT 
(May 1991) 608-15; Trans. , AIME, 291. 

4. Niemeyer, B.L. and Reinart, M.R.: " Hy­
draulic Fracturing of a Moderate-Permeability 
Reservoir, Kuparuk ruver Un.it," paper SPE 
15507 presented at the 1986 SPE Annual 
Technical Conference and Exhibition, New 
Orleans, Oct. 5-8. 

5. Pearson, C.M. et al.: "Optimal Fracture 
Stimulation of a Moderate Permeability 
Reservoir-Kuparuk ruver Unit," paper SPE 
20707 presented at the 1990 SPE Annual 
Technical Conference and Exhibition, New 
Orleans, Sept. 23- 26. 

6. Yew, C.H., Schmidt, J.H. , and Li, Y.: "On 
Fracture Design of Deviated Wells ," paper 
SPE 19722 presented at the 1989 SPE An­
nual Technical Conference and Exhibition, 
San Antonio, Oct. 8- 11 . . 

7. Timoshenko, S. and Goodier, J.N.: Theory 
of Elasticity, McGraw Hill Book Co. Inc., 
New York City (1951). 

8. Hashin, Z. and Rosen, B.W.: "The Elastic 
Moduli of Fiber Reinforced Materials,'' J. 
Applied Mech . (June 1964) 223-32. 

9. Lu , C.K. and Yew, C.H.: " Bonded Half­
Planes Containing Two Arbitrarily Oriented 
Cracks: A Study of Containment of Hydrau­
lically Induced Fractures," SPEJ (Feb. 1985) 
55-66. 

10. El Rabaa, W.: "Experimental Study of Hy­
draulic Fracture Geometry Initiated From 
Horizontal Wells," paper SPE 19720 present­
ed at the 1989 SPE Annual Technical Con­
ference and Exhibition, San Antonio, Oct. 
8-11. 

II. Economides, M.J . and Nolte, K.G. : Reser­
voir Stimulation, Prentice-Hall Inc., Engle­
wood Cliffs, NJ (1989) Chap. 19, 17. 

12. Sih, G.C. and Cha, B.C.K. : " A Fracture 
Criterion for Three-Dimensional Crack Prob­
lems," Eng. Frac. Mech. (1974)6,699-723. 

13. Sih, G.C. and MacDonald, B.: " Fracture 
Mechanics Applied to Engineering Prob­
lems-Strain Energy Density Fracture Criteri­
on," Eng. Frac. Mech. (1974) 6, 361-386. 

SI Metric Conversion Factors 
acres x 4.046 873 

bbl X 1.589 873 
f( X 3.048* 

gal X 3.785 412 
in. X 2.54* 

lbm X 4.535 924 
md X 9.869 233 
psi X 6.894 757 

~ Conversion factor Is exact. 

Provenance 

E- 01 = ha 
E-01 = m3 

E-01 = m 
E- 03 = m3 

E+ OO = cm 
E- 01 = kg 
E-04 = µm' 
E+ OO = kPa 
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