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Description

[0001] This invention relates to a floor covering, con-
sisting of hard floor panels, as well as to panels therefor.
[0002] Infirstinstance, the invention isintended for so-
called laminated floors, but generally it can also be ap-
plied for other kinds of floor covering, consisting of hard
floor panels, such as veneer parquet, prefabricated par-
quet, or other floor panels which can be compared to
laminated floor.

[0003] Itisknown that such floor panels can be applied
in various ways.

[0004] According to a first possibility, the floor panels
are attached at the underlying floor, either by glueing or
by nailing them on. This technique has as a disadvantage
thatitis rather complicated and that subsequent changes
can only be made by breaking out the floor panels.
[0005] According to a second possibility, the floor pan-
els are installed loosely onto the underground, whereby
the floor panels mutually match into each other by means
of a tongue and groove coupling, whereby mostly they
are glued together in the tongue and groove, too. The
floor obtained in this manner, also called a floating par-
quet flooring, has as an advantage that it is easy to install
and that the complete floor surface can move which often
is convenient in order to receive possible expansion and
shrinkage phenomena.

[0006] A disadvantage with a floor covering of the
above-mentioned type, above all, if the floor panels are
installed loosely onto the underground, consists in that
during the expansion of the floor and its subsequent
shrinkage, the floor panels themselves can drift apart, as
a result of which undesired joints can be formed, for ex-
ample, if the glue connection breaks.

[0007] In order to remedy this disadvantage, tech-
nigues have already been thought of whereby connection
elements made of metal are provided between the single
floor panels in order to keep them together. Such con-
nection elements, however, are rather expensive in man-
ufacturing them and, furthermore, their provision or the
installation thereof is a time-consuming occupation.
[0008] Examples of embodiments which apply such
metal connection elements are described, among others,
in the documents WO 94/26999 and WO 93/13280.
[0009] Furthermore, couplings are known which allow
to snap floor parts into each other, a.o. from the docu-
ments WO 94/1628, WO 96/27719 and WO 96/27721.
The snapping-together effect obtained with these forms
of embodiment, however, does not guarantee a 100-per-
cent optimum counteraction against the development of
gaps between the floor panels, more particularly, be-
cause in fact well-defined plays have to be provided in
order to be sure that the snapping-together is possible.
[0010] From GB 424.057, a coupling for parquetry
parts is known which, in consideration of the nature of
the coupling, only is appropriate for massive wooden par-
quetry.

[0011] Furthermore, there are also couplings for pan-
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els known from the documents GB 2.117.813, GB
2.256.023 and DE 3.544.845. These couplings, however,
are not appropriate for connecting floor panels.

[0012] DE-A-30 41 781 describes a means for me-
chanically connecting together two panels, particularly
panels making up a bowling alley. A tongue along an
edge of one panel is provided with shaped portion which
can be angled into a corresponding recess in a groove
along an edge of an adjacent panel.

[0013] JP 07 300979 A, upon which the preamble of
claim 1is based, describes in one embodiment a tongue-
and-groove locking arrangement in which the lower lip
of the groove and a locking element of the tongue are
made of resilient material. As the panels are being joined,
the resilient material is compressed to thereby urge the
upper surface of the tongue against the lower surface of
the upper lip of the groove. In this manner, proper align-
ment of the upper surface of the panels is said to be
assured.

[0014] JP 08 109734 A describes a tongue-and-
groove connection for floor panels in which the tongue
is provided with barbs which, when fully inserted into the
groove, engage with corresponding recesses in the
groove. To allow for expansion and contraction of the
floor panels, this document teaches that a gap of 0,3 to
0,4 mm be present between the edges of adjacent pan-
els.

[0015] JP 03 169967 A describes a decorative floor
covering made up of panels having a core of synthetic
resin. Edges of the panels are provided with a snap-in
tongue-and-groove arrangement in which during inser-
tion of the tongue into the groove the lower lip of the
groove is bent outwards. Once the tongue is fully inserted
into the groove, the lower lip moves back to its original
position.

[0016] According to its abstract, WO-A-84 02155 dis-
closes a device for jointing together building boards, such
as floor boards, edge surface to edge surface. It com-
prises a groove in the rear side of each board, the groove
running over the entire length of the board parallel to its
jointing edge, and a substantially U-shaped spring de-
vice, the legs of which are adapted each to engage the
groove of one board, and which is pre-stressed so that,
upon said engagement, the boards are tightly clamped
together edge surface to edge surface.

[0017] The invention aims at an improved floor cover-
ing of the aforementioned type, the floor panels of which
can be coupled to each other in a optimum manner and/or
the floor panels of which can be manufactured in a
smooth manner, and whereby preferably one or more of
the aforementioned disadvantages are excluded.
[0018] The invention also aims at a floor covering
which shows the advantage that no mistake during in-
stalling, such as gaps and such, can be created.

[0019] Furthermore, the invention also aims at a floor
covering whereby the subsequent development of gaps
is excluded or at least counteracted in an optimum man-
ner, whereby also the possibility of the penetration of dirt
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and humidity is minimalized.

[0020] Tothisaim, the invention relates to a floor panel
as defined in claim 1.

[0021] Asaresultofthis is effected that not only during
installing the formation of gaps is counteracted, but also
in a later stage the development of gaps, as a result of
which causes whatsoever, is counteracted.

[0022] According to a preferred form of embodiment,
the floor panel is characterized in that the lower lip which
limits the lower side of the groove, extends beyond the
upper lip; that the locking means are formed at least of
aportion which inwardly slopes downward; and that, pref-
erably, this portion, at least patrtially, is located in the por-
tion of the lower lip which extends beyond the upper lip.
The advantages of these features will appear from the
further description.

[0023] According to a preferred form of embodiment,
the floor panels consist of elongated panels and the cou-
pling parts described above are applied along the longi-
tudinal sides of these panels.

[0024] According to a particular form of embodiment,
coupling parts are provided at the other two sides, too,
either of another construction than described above or
not.

[0025] The basic material can be made of a product,
which, as said, is ground and, by means of a binding
agent, composed to a single compound. More particu-
larly, for the core use shall be made of finely-ground wood
which preferably is glued, more particularly, watertight
glued. Still more particularly, for the core use shall be
made of so-called HDF board (High Density Fibreboard)
or MDF (Medium Density Fibreboard).

[0026] The fact that the invention is applied to floor
panels the basic material of which consists of the material
described above, offers the advantage that with the
processing of this material, very smooth surfaces are ob-
tained whereby very precise couplings can be realized,
which, in first instance, is important in the case of a snap-
together connection and/or turning connection free from
play. Also, very special forms of coupling parts can be
manufactured in a very simple manner because the
aforementioned kinds of material can be processed par-
ticularly easy.

[0027] The surfaces obtained with HDF and MDF also
have the advantage that the floor panels mutually can
fluently be shifted alongside each other in interlocked
condition, even when engaged with a tensioning force.
[0028] The inventor also found out that the aforemen-
tioned materials, in particular HDF and MDF, show ideal
features in order to realize a connection, such as men-
tioned above, as these materials show the right features
in respect to elastic deformation in order to, on one hand,
realize a snap-together effect, and, on the other hand,
receive expansion and shrinkage forces in an elastic
manner, whereby it is avoided that the floor panels come
unlocked or are damaged in an irreparable manner.
[0029] In the case that for the core use is made of a
material based on synthetic material, to this end solid
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synthetic material can be used as well as a mixture of
synthetic materials, eventually composed of recycled
materials.

[0030] Other features of the floor covering, as well as
of the floor panels for realizing such floor covering, pro-
viding in a further optimization, can be derived from the
enclosed subclaims 2 to 11.

[0031] The floor covering preferably is formed by join-
ing the floor panels into each other free of glue. Hereby,
the connections are of such nature that the floor panels
can be disassembled without being damaged, such that,
for example, when moving, they can be taken along in
order to be placed again. Itis, however, clear that a glue-
ing between tongue and groove is not excluded.

[0032] Preferably, for the manufacturing of the afore-
mentioned floor panels, a method is used which shows
the advantage that the tongues and/or grooves, including
the corresponding locking means, can be provided at the
floor panels at high production speeds without problems.
More particularly, the method allows that the rather com-
plicated forms of the tongue and the groove of the afore-
mentioned floor panels can be realized, such that the use
of small milling cutters, for example finger cutters, with
diameters smaller than the depth of the tongue or groove
can be excluded.

[0033] To this aim, this method shows the character-
istic that the tongue and/or groove is realized by means
of a milling process with at least two subsequent milling
cycles by means of milling cutters which are positioned
in different angles in respect to the related floor panel.
During each of the aforementioned milling cycles, pref-
erably substantially the final form of one flank, either of
the tongue or of the groove, is realized.

[0034] Forthe aforementioned two milling cycles, thus,
milling cutters are used which extend outside the groove,
respectively the tongue. More particularly the diameters
of these milling cutters shall at least be 5 times and even
better 20 times larger than the thickness of the floor pan-
els.

[0035] The use of milling cutters showing the afore-
mentioned diameters has as an advantage that the nor-
mal production speeds can be maintained which are also
applied during milling of a classical straight tongue and
groove. There is also the advantage obtained that the
installation of such milling cutters induce only minor or
no additional costs because such milling cutters can be
placed directly upon a motor shaft and/or the usual ma-
chines can be used.

[0036] With the intention of better showing the charac-
teristics according to the invention, in the following, as
an example without any limitative character, several pre-
ferred forms of embodiment are described, with refer-
ence to the accompanying drawings, wherein:

figure 1 represents a floor panel of a floor covering
according to the invention;

figure 2, onalarger scale, represents a cross-section
according to line II-1l in figure 1;
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figures 3 and 4 represent how two floor panels with
coupling parts according to figure 2 match into each
other;

figure 5, onalarger scale, represents a cross-section
according to line V-V in figure 1;

figures 6 and 7 represent how two floor panels with
coupling parts according to figure 5 match into each
other;

figures 8 to 11 represent a number of variants of
coupling parts of floor panels according to the inven-
tion;

figure 12 schematically represents how the floor
parts can be provided with coupling parts;

figure 13 represents a cross-section accordingtoline
XII-X1T'in figure 12;

figures 14 to 21, on a larger scale and in cross-sec-
tion, represent the penetration of the milling cutters
which are indicated in figure 12 with arrows F14 to
F21;

figure 22 represents a floor panel according to the
invention;

figure 23, on a larger scale, represents the coupling
of two floor panels of figure 22;

figures 24 and 25 represent two manners of coupling
floor panels according to figure 22 to each other.

[0037] The invention relates to a floor covering which
is composed of hard floor panels 1, for example, such as
shown in figure 1.

[0038] These floor panels 1 can be of various shape,
forexample, rectangular or square, or of any other shape.
[0039] Inthe most preferred form of embodiment, they
shall be manufactured in an elongated form, such as
shown in figure 1, for example, with a length of 1 to 2
meters. The thickness, however, can also vary, but is
preferably 0,5 to 1,5 cm, and more particularly 0,8 cm.
[0040] Each floor panel 1 is, at least at the edges of
two opposite sides 2-3, provided with coupling parts 4-5
which allow that two adjacent floor panels 1 can be cou-
pled to each other.

[0041] The coupling parts 4-5, as represented in the
figures 2 to 4, are provided with integrated mechanical
locking parts 6 which prevent the drifting apart of two
coupled floor panels 1 into a direction D perpendicular
to the respective sides 2-3 and parallel to the underside
7 of the coupled floor panels 1; the coupling parts 4-5
and the locking means 6 are realized in one piece with
the core 8 of the floor panels 1; the coupling parts 4-5
have such a shape that two subsequent floor panels 1
can be engaged into each other exclusively by snapping-
together and/or turning, whereby each subsequent floor
panel 1 can be laterally inserted into the previous; and
the coupling parts 4-5 preferably provide in an interlock-
ing free from play according to all directions in the plane
which is situated perpendicular to the aforementioned
edges.

[0042] Inthe case of floor panels 1 with an elongated
shape, asrepresented in figure 1, the respective coupling
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parts 4-5 are situated at the longitudinal sides 2-3.
[0043] The coupling parts 4-5 can be realized in vari-
ous forms, although the basic forms thereof will always
be formed by a tongue 9 and a groove 10.

[0044] Inthe form of embodiment of figures 2 to 4, the
related floor panel 1 is provided with coupling parts 4-5
and locking means 6 which allow to mutually engage two
floor panels 1 by means of a turning movement, without
the occurance of any snap-together effect.

[0045] Inthe represented example, the locking means
9 consist of a first locking element 11, formed by a pro-
trusion with a bent round shape at the lower side 12 of
the tongue 9, and a second locking element 13, formed
by a recess with a bent hollow shape in the lower wall 14
of the groove 10.

[0046] Thelocking elements 11-13 provide for that two
floor panels 1 which are coupled to each other can not
perform a lateral movement in the horizontal plane in
respect to each other.

[0047] In order to obtain that two floor panels 1 can be
inserted into each other by means of a turning movement,
the curvatures preferably are circle-shaped. The bottom
side 12 has a curvature with a radius R1, the center of
which coincides with the related upper edge 15 of the
floor panel 1, whereas the lower wall 14 shows a curva-
ture with a radius R2 which is equal to the radius R1, but
whereby its center coincides with the related upper edge
16. RadiiR1 and R2 may also be applied which are larger
or smaller than the distance to the upper edge 15, 16
respectively, and/or which differ from each other in size.
[0048] The upper side 17 of the tongue 9 and the upper
wall 18 of the groove 10 are preferably flat and preferably
are situated in the horizontal plane.

[0049] The front sides 19 and 20 of the tongue 9 and
the groove 10 of two interlocked floor panels 1 preferably
do notfit closely against each other, such, thatin between
an intermediate space 21 is created into which possible
dust remainders or such can be pushed away by means
of the tongue 9.

[0050] Thetongue 9 andthe groove 10 preferably have
shapes which are complementary to each other, such
that the tongue 9 in the engaged condition of two floor
panels 1 precisely sits against the upper wall 18 and the
lower wall 14 of the groove 10, whereby a pressure P,
executed onto the upper lip 22, is received not only by
this lip 22, but by the complete structure, because this
pressure can be transmitted through the tongue 9 and
the lower lip 23.

[0051] Itis, however, clear that a number of minor de-
viations to these complementary forms can occur which,
anyhow, have no or almost no effect upon the receipt
and transmission of pressure forces. For example, a
chamfer 24 and a recess 25 can be provided, as repre-
sented in figures 2 to 4, as a result of which is obtained
that the subsequent floor panels 1 can easily be pushed
into each other, such that no possible ridges or such
render the good insertion difficult.

[0052] As represented in the figures 5 to 7, the floor
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panels 1 can also, along the sides 26-27 which are at a
right angle to the sides 2-3, be provided with coupling
parts 28-29 which have locking means 30, too. The cou-
pling parts 28-29 are preferably also realized in the shape
of a tongue 31 and a groove 32. Hereby, the locking
means 30 do not have to be of the same nature as the
locking means 6.

[0053] Preferably, at the sides 26-27 locking means
are applied which allow for an engagement and interlock-
ing by means of a translation movement T only, as rep-
resented infigures 6 and 7. To this aim, the locking means
30 consist of a snap-together connection with locking el-
ements 33 and 34 which grip behind each other.

[0054] Asrepresented in figures 5 to 7, the locking el-
ement 33 preferably consists of a protrusion of the lower
side 35 of the tongue 31 which can take place in a recess
36 in the lower wall 37 of the groove 32. The locking
element 34 is formed by the upward directed part which
limits the recess 36.

[0055] In this case, the locking elements 33-34 have
contact planes 38-39 which are parallel to each other and
preferably extend in an inclined manner, according to a
direction which simplifies the snapping-together. The
tangent line L which is determined by the contact planes
38-39, hereby forms an angle A with the underside 7
which is smaller than 90°.

[0056] The locking elements 33-34 preferably are pro-
vided with inclined portions 40 and 41 which, when en-
gaging two floor panels 1, cooperate with each other in
such amanner that the locking elements 33-34 can easily
be pushed over each other until they grip behind each
other by means of a snap-together effect.

[0057] The thickness W1 of the tongue 31 preferably
is equal to the width W of the groove 32, such that the
upper lip 42, when exerting a pressure P, is supported
by the tongue 31 which, in its turn, then is supported by
the lower lip 43.

[0058] Analogous to the chamfer 24 and recess 25, a
recess 44 and a chamfer 45 are provided also at the
edges 28-29.

[0059] It is noted that such a snap-together coupling
can also be applied at the edges 2-3. Hereby, this can
be a snap-together coupling analogous to these of figures
5 to 7, but this can also be a snap-together coupling
whereby other forms of coupling parts are applied, for
example, such as represented in figures 8 and 9. Con-
trary to the locking elements 33-34 which consist of rather
local protrusions, in the forms of embodiment of figures
8 and 9 use is made of locking elements 46-47 which, in
comparison to the total width B of the coupling, extend
over a rather large distance.

[0060] Inthiscase, thelocking elements 46-47 are also
provided at the lower side 12 of the tongue 9 and the
lower wall 14 of the groove 10.

[0061] According to figure 8, the locking elements
46-47 have contact surfaces 48-49 which are at an angle
with the plane of the floor panel 1. Hereby, a coupling is
obtained which is interlocked in a particularly fixed man-
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ner.
[0062] Asrepresentedinfigure 9, the locking elements
46-47 possibly can be realized in such a manner that
substantially only a linear contact is obtained, for exam-
ple, because the contact surfaces directed towards each
other are realized with different curvatures.

[0063] The surfaces, directed towards each other, of
the locking elements 46-47 hereby consist of bent sur-
faces. The tangentline L forms an angle A which is small-
er than 90°, and even better is smaller than 70°.

[0064] Hereby, the locking element 46 preferably has
two portions with a different curvature, on one hand, a
portion 50 with a strong curvature and, on the other hand,
a portion 51 with a weak curvature. The portion 50 with
the strong curvature provides for the formation of a firm
coupling. The portion 51 with the weak curvature allows
that the coupling parts 4-5 can be brought into each other
easily. The intermediate space S forms a chamber which
offers space for dust and similar which, when engaging
two floor panels 1, gets there eventually.

[0065] In the case of a snap-together connection, for
example, a connection, such as represented in figures 7
to 9, preferably always the tongue 9-31 has a shape,
thickening towards below, which can cooperate with a
widened portion in the groove 10.

[0066] In figure 10, a variant is represented whereby
at least at the height of the upper edges 15-16, a sealing
material 52 is provided, as a result of which a watertight
sealing can be guaranteed. This sealing material 52 may
consist of a strip or covering which is provided previously
at the floor panel 1, either at one or both upper edges
15-16.

[0067] In figure 11, a further variant is represented,
whereby the locking means 6 are formed by an upward
directed portion 53 at the tongue 9 which, as a result of
a turning movement, is brought behind a downward-di-
rected portion 54 at the upper wall 18. More particularly,
this is obtained by realizing the upper side 17 and the
upper wall 18 with a curvature R3, the center of which is
situated at the edges 15-16, and realizing the lower side
12 and the lower wall 14 with a radius R4, the center of
which is also situated at the upper edges 15 and 16,
respectively. These radii R3-R4 can be chosen other-
wise, too.

[0068] In general, according to the invention, the dif-
ference between, on one hand, the radius R1, R3 respec-
tively, and, on the other hand, the radius R2, R4 respec-
tively, preferably should not be larger than 2 mm.
[0069] Itis also preferred that the center of these radii
is situated inside the circle C1, C2 respectively, which
extends with a radius R5 of 3 mm around the upper edge
15, 16 respectively, such as, for example, indicated in
figure 2.

[0070] Finallyis noted that, the lower lip 23-43, as rep-
resented in figures 2 to 7, can be realized longer than
the upper lip 22-42. This has as an advantage that the
coupling parts 4-5-28-29 can be realized in an easier
manner by means of a milling cutter or such. Further-
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more, this simplifies the engagement of two floor panels
1, because each subsequent floor panel 1 during instal-
lation can be placed upon the protruding lower lip 23-43,
as aresult of which the tongue 9-31 and the groove 10-32
automatically are positioned in front of each other.
[0071] The embodiments whereby the lower lip 23 is
equal to or shorter than the upper lip 22, in their turn,
offer the advantage that no protruding lip 23 remains at
the extreme edge of the floor which might cause problems
in the finishing.

[0072] Inorderto allowforasmooth assembly, in order
to guarantee the necessary stability and firmness and in
order to limit the quantity of material to be cut away, the
difference E between the upper lip 22-42 and the lower
lip 23-43, measured in the plane of the floor panel and
perpendicular to the longitudinal direction of the groove
10, should preferably be kept smaller than one time the
total thickness F of the floor panel 1. For stability’s sake,
normally this total thickness F shall never be less than 5
mm.

[0073] The small dimension of the difference E offers
the advantage that the lower lip must not be strengthened
by a reinforcement strip or the like.

[0074] According to a particular form of embodiment,
the central line M1 through the tongue 9 and the groove
10 is situated lower than the center M2 of the floor panel
1, such, that the upper lip 22-42 is thicker than the lower
lip 23-43. In first instance, this is essential in this kind of
connections, because then it is the lower lip 23-43 which
bends, such that the upper side of the floor panel 1 is
kept free of possible deformations.

[0075] As explained in the introduction, for the core 8
a material is chosen from the following series:

- aground product which, by means of a binding agent
or by means of melting together, is composed to a
single compound;

- aproduct based on synthetic material;

- chip board with fine chips.

[0076] The invention shows its usefulness, in first in-
stance, preferably with laminated flooring, due to the rea-
sons explained in the introduction.

[0077] As represented in the examples of the figures
2 to 11, such laminated flooring preferably consists of a
core 8 made of MDF board, HDF board or similar, where-
by at least at the upper side of this core 8 one or more
layers of material are provided.

[0078] More particularly, it is preferred that the lami-
nated flooring is provided with a decorative layer 55 and
a protective top layer 56. The decorative layer 55 is a
layer, impregnated with resin, for example, made of pa-
per, which can be imprinted with a variety of patterns,
such as a wood pattern, a pattern in the form of stone,
cork, or similar or even with a fancy pattern. The protec-
tive top layer 56 preferably also consists of a layer satu-
rated with resin, for example, melamine resin, made of
a transparent material.
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[0079] Itis clear that still other layers can be applied,
such as an intermediate layer 57 upon which the deco-
rative layer 55 is provided.

[0080] Preferably, also a backing layer 58 shall be ap-
plied at the underside 7, forming a counterbalancing el-
ement for the top layers and, thus, guaranteeing the sta-
bility of the form of the floor panel 1. This backing layer
58 may consist of a material, for example paper, impreg-
nated with a resin, for example, a melamine resin.
[0081] As represented schematically in figure 12, the
tongue 9 and the groove 10, and preferably also the
tongue 31 and the groove 32 are applied by means of a
milling process. In the case that a profile has to be applied
on all four sides, the floor panels 1 preferably shall be
displaced by means of two perpendicular movements V1
and V2, whereby during the first movement profiles at
two opposite edges are provided, in this case the longi-
tudinal edges, by means of milling devices 59-60, where-
as during the second movement profiles are provided at
the other edges, in this case the small edges, by means
of milling devices 61-62. During these processing, the
floor panels 1 preferably are put with their decorative lay-
er directed downward.

[0082] According to an important characteristic of the
invention, each respective tongue 9-31 and groove 10-32
are realized by means of a milling process with at least
two subsequent milling cycles by means of milling cutters
which are positioned at different angles in reference to
the related floor panel 1.

[0083] This is illustrated in figures 13, 14 and 15,
wherein it is represented how a groove 10 is realized by
means of two milling cycles by means of two milling cut-
ters 63 and 64. Figures 16 and 17 represent how the
tongue 9isrealized by means of milling cutters 65 and 66.
[0084] The figures 18-19 and 20-21 represent similar
views showing how the groove 32 and the tongue 31 are
realized by means of milling cutters 67-68 and 69-70,
positioned at an angle.

[0085] During each of the aforementioned milling cy-
cles, each time substantially the final shape of one flank
is realized. For example, the milling cutter 63 of figure 14
determines the final shape of the lower flank 71 of the
groove 10, whereas the milling cutter 64 determines the
final shape of the upper flank 72.

[0086] As mentioned in the introduction, preferably
milling cutters 63 to 72 shall be applied, having diameters
G which are at least 5 times, and even better at least 20
times larger than the thickness F of the floor panels 1.
[0087] Apart of the mentioned milling cutters, prefera-
bly still other milling cutters are applied, for example, in
order to remove a part of the material to be removed
already during a first premachining cycle.

[0088] In the figures 22 to 25, a particularly preferred
form of embodiment of a floor panel 1 according to the
invention is represented. Hereby, the parts which are tak-
en over from the aforegoing forms of embodiment are
indicated with corresponding references.

[0089] An important characteristic herein consists in
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that the coupling parts 4-5 are provided with locking
means 6 which, in engaged condition, exert a tension
force upon each other, as a result of which the engaged
floor portions 1 are forced towards each other. As repre-
sented, this can be realized by providing the coupling
parts with an elastically bendable portion, in this case the
lip 43, which, in engaged condition, is at least partially
bent and in this way creates a tension force which pro-
vides for that the engaged floor panels 1 are forced to-
wards each other. The hereby resulting bending V, as
well as the tension force K resulting herefrom, are indi-
cated in the enlargement of figure 23.

[0090] Inorderto obtain thatthe tension force K results
in pressing together the engaged floor panels 1, the bend-
able portion, in this case the lip 43, preferably is provided,
as represented, with an inwardly inclined contact surface
73 which preferably can cooperate with a corresponding
contact surface 74. These contact surfaces 73-74 are
similar to the aforementioned contact surfaces 39-38 and
also similar to the inclined portions of the lower lip of
figures 2 to 4.

[0091] In the figures 2 and 5, the portions form com-
plementary matching shapes; it is, however, clear that,
by a modification, also a tension effect similar as in figure
23 can be realized.

[0092] Due to, on one hand, the contact under the an-
gle A, and, on the other hand, the fact that a tension force
Kis created, a force component K1 is effected, as aresult
of which the floor panels 1 are drawn against each other.
[0093] Preferably, the angle A of the contact surfaces
73-74 in respect to the horizontal plane is situated be-
tween 30 and 70 degrees. In first instance in the case
that use is made of the embodiment whereby a tension
force Kis realized, an angle A of 30 to 70 degrees is ideal
in order, on one hand, to effect an optimum pressing-
together of the floor panels 1 and, on the other hand, to
obtain that the floor panels 1 can easily be engaged, re-
spectively disassembled.

[0094] Althoughthe pressing force K1 preferably is de-
livered by the aforementioned lip 43, the invention does
not exclude other forms of embodiment whereby this
force is delivered by other bendable portions.

[0095] Itis noted that the bending V is relatively small,
for example, several hundredths up to several tenths of
a millimeter, and does not have an influence upon the
placement of the floor covering. Furthermore is noted
that such floor covering generally is placed upon an un-
derlayer which is elastically compressible, as a result of
which the bending V of the lip 43 exclusively results in
the fact that the underlayer locally is compressed some-
what more.

[0096] Due to the fact that the lip 43 is bent apart and
that it remains somewhat bent apart in engaged position,
also the advantage is effected that, when exerting a pres-
sure upon the floor covering, for example, when placing
an object thereupon, the pressing-together force is en-
hanced and, thus, the development of gaps is counter-
acted even more.
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[0097] Itis noted that the inventor has found that, con-
trary to all expectations, an ideal tension force can be
realized by manufacturing the coupling parts 4-5, includ-
ing the locking elements 33-34, and preferably the com-
plete core 8, of HDF board or MDF board, although these
materials only allow a minor elastic deformation.

[0098] HDF and MDF also offer the advantage that
smooth surfaces are obtained, as a result of which the
locking elements can be moved easily over each other.
[0099] According to the invention, the tension force is
delivered by means of an elastic compression of the ma-
terial of the coupling parts, to which end these coupling
parts, and preferably the complete core 8, then have to
be manufactured in an elastically compressible material.
[0100] A further particular characteristic of the embod-
iment of figures 22 to 25 consists in that the floor panels
1 can be engaged by means of a turning movement, as
represented in figure 24, as well as by means of shifting
them towards each other, as represented in figure 25,
preferably in such a manner that, during the engagement
by means of the turning movement, a maximum bending
Vm results in the coupling parts, more particularly in the
lip 43, which bending Vm is less pronounced, if not non-
existent, as in the figures 2 to 4, in comparison to the
bending Vm which results when the floor panels 1 are
engaged by means of shifting them towards each other.
[0101] The advantage of this consists in that the floor
panels 1 can be engaged easily by means of a turning
movement, without necessitating a tool therefore, where-
as it still remains possible to engage the floor panels also
by means of shifting them. This latter is useful, in first
instance, when the last panel has to be placed partially
under a door frame or similar. In this case, the floor panel
1 can be pushed under the door frame with the side which
does not have to be engaged and subsequently, possibly
by means of tools, can be snapped into the adjacent floor
panel 1.

[0102] Itis noted that the shapes of the coupling parts
4-5 shown in figures 22 to 25 can also be used for the
coupling parts 28-29 of the short sides.

[0103] In the case that the four sides 2-3-26-27 are
provided with coupling parts 4-5-28-29, these coupling
parts can be realized in such a manner that in one direc-
tion a firmer engagement than in the other direction is
effected. In the case of elongated floor panels 1, for ex-
ample, such as represented in figure 1, the locking at the
small sides 26-27 preferably shall be more pronounced
than at the longitudinal sides 2-3. The length of the cou-
pling at the small sides, namely, is smaller and, in prin-
ciple, less firm. This is compensated by providing in a
more pronounced locking.

[0104] This difference in engagement can be obtained
by realizing the contact surfaces 73-74 under different
angles.

[0105] Preferably, the aforementioned protrusion,

more particularly the locking element 33, is bordered by
at least two portions 75-76, respectively a portion 75 with
a strong inclination which provides for the locking, and a
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portion 76 with a weaker inclination which renders the
engagement of the coupling parts easier. In the embod-
iment of figures 22 to 25, these portions 75-76 are formed
by straight planes, but, as already described in reference
to figure 9, use can also be made of curved portions
50-51. In figure 5, these are the contact surface 38 and
the inclined portion 40.

[0106] The floor panels 1 may comprise coupling parts
4-5 and/or 28-29 showing one of the following or the com-
bination of two or more of the following features:

- acurvature 77 atthe lower side of the tongue 9 and/or
a curvature 78 at the lip 43 which form a guidance
when turning two floor panels 1 into each other, with
the advantage that the floor panels 1 can be engaged
into each other easily during installing;

- roundings 79-80 atthe edges ofthe locking elements
33-34, with the advantages that the locking elements
can easily shift over each other during the engage-
ment, respectively disassembly of the floor panels 1
and that the locking elements are not damaged, for
example, crumble away at their edges, even if the
floor panels are engaged, respectively disassem-
bled, repeatedly;

- dust chambers 81, or spaces 21 as in figure 4, be-
tween all sides, directed laterally towards each other,
of the engaged floor panels 1, with the advantage
that inclusions which get between the floor panels 1
during the engagement do not exert a disadvanta-
geous influence upon the good engagement;

- ashaping of the tongue 9 which is such, for example,
by the presence of a chamfer 82, that the upper side
ofthe tongue 9 already with the first contact becomes
situated under the lower side of the upper lip 42 when
the floor panels 1 are pushed towards each other at
the same level, as indicated in figure 25, with the
advantage that the front extremity of the tongue 9
does not press against the front side of the upper lip
42 when the floor panels are pushed towards each
other at the same level;

- aramp surface 83, hereinbefore also called inclined
portion 41, formed at the free extremity of the lower
lip 43, with the advantage that the locking elements
33-34 shift smoothly over each other and that the
lower lip 43 is bent uniformly;

- inthe engagement direction only one important con-
tact point which is formed by a section 84 at the lo-
cation of the top side of the floor panels 1, with the
advantage that the aforementioned tension force is
optimally transferred to the upper side of the floor
panels 1 and that the development of openings be-
tween the floor panels 1 is counteracted;

- contact surfaces 85-86, more particularly abutment
surfaces, formed by the upper side of the tongue 9
and the upper side of the groove 10 which, over the
largest portion of their length, run parallel to the plane
which is defined by the floor panels 1, as well as
contact surfaces cooperating with each other,
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formed by curvatures 77-78, with the advantage that
no mutual displacement in height between two en-
gaged floor panels 1 is possible, even if the insertion
depth of the tongue 9 into the groove 10 should vary
due to which causes whatsoever, in other words, that
no height differences may occur between the adja-
cent floor panels.

[0107] In the form of embodiment of figures 22 to 25,
all these characteristics are combined; it is, however,
clearthat, as becomes evident from figures 2to 11, these
features can also be present separately or in a limited
combination.

[0108] As becomes evident from figures 5 to 7 and 22
to 25, an important characteristic consists in that the lock-
ing means 6, in other words, the portion providing for the
snap-together and engagement effect, are situated in
that portion of the lower lip 23-43 which extends beyond
the upper lip 22-42, more particularly, that the lowermost
point 87 of the locking part 33 is situated under the top
layer of the floor panel 1. For clarity’s sake, this top layer
is indicated in the figures 22 to 25 only as a single layer.
[0109] Itis noted that the combination of features, that
the lower lip 23-43 extends further than the upper lip
22-42, that the locking means 6 are formed at least by
means of a portion which inwardly slopes downward, and
that this portion, at least partially, is located in the portion
of the lower lip 23-43 which extends beyond the upper
lip 22-42, is particularly advantageous, among others, in
comparison with the couplings for floor panels described
in the documents WO 94/01628, WO 94/26999, WO
96/27719 and WO 96/27721. The sloping portion offers
the advantage that the floor panels 1 can be disassem-
bled again. The fact that this sloping portion is situated
in the further extending portion of the lower lip 23-43 ad-
ditionally to this offers the advantage that no deforma-
tions can occur during coupling which manifest them-
selves up to the top layer.

[0110] According to a characteristic, the aforemen-
tioned portion, i.e. the contact surface 39 or 73, preferably
extends in such a manner that the distance up to the
upper edge 16 diminishes from below in upward direc-
tion, in other words, such that, as represented in figure
22, the distance X2 is smaller than the distance X1. This
is also the case in figure 7.

[0111] still preferably, this portion only starts at a clear
distance E1 from the upper lip 42.

[0112] Itis obvious thatthe coupling parts 22 to 25 can
also be realized by means of said milling process.
[0113] Accordingtoaparticular characteristic, the floor
panels 1 are treated at their sides 2-3 and/or 26-27 with
a surface densifying agent, more particularly a surface
hardening agent, which preferably is chosen from the
following series of products: impregnation agents, pore-
sealing agents, lacquers, resins, oils, paraffines and sim-
ilar.

[0114] Infigure 22, such impregnation 88 is represent-
ed schematically. This treatment can be performed over
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the complete surface of the sides 2-3 and/or 26-27 or
only over well-defined portions hereof, for example, ex-
clusively the surfaces of the tongue 9 and the groove 10.
[0115] The treatment with a surface densifying agent
offers, in combination with the snap-together effect, the
advantage that in various aspects better coupling fea-
tures, are obtained. As a result of this, the coupling parts
4-5 and/or 28-29 better keep their shape and strength,
even if the floor panels 1 are engaged and disassembled
repeatedly. Especially in the case that for the core 8 use
is made of HDF, MDF or similiar, by means of this treat-
ment such a better quality of surface condition is ob-
tained, that no abrasion of material occurs during engag-
ing, respectively during disassembling.

[0116] This treatment also offers the advantage that,
atleast in the case of a surface hardening, the aforemen-
tioned elastic tensioning effect is enhanced.

[0117] The presentinvention is in no way limited to the
forms of embodiment described by way of example and
represented in the figures, however, such floor covering
and the pertaining floor panels 1 can be realized in var-
ious forms and dimensions without leaving the scope of
the invention as defined by the appended claims.
[0118] Furthermore, all embodiments of coupling ele-
ments described before can be applied at the longer side
as well as at the shorter side.

Claims

1. Floor panel consisting of a hard panel (1) which panel
(1) at least at the edges of two opposite sides (2-3,
26-27) is provided with coupling parts (4-5, 28-29)
which allow that two of such panels (1) can be cou-
pled to each other, said coupling parts being formed
substantially in the form of a tongue (9-31) and a
groove (10-32) and being provided with integrated
mechanical locking means (6), said coupling parts
and locking means being made in one piece with the
panel (1), said locking means (6) preventing the drift-
ing apart of two coupled floor panels (1) into a direc-
tion perpendicular to the related edges (2-3, 26-27)
and parallel to the plane defined by the coupled floor
panels, characterized in that the floor panel has a
thickness of 0,5to0 1,5 cm, and that the coupling parts
are provided with means which, in the engaged con-
dition of two or more of such floor panels (1), exert
a tension force upon each other which forces the
coupled floor panels (1) towards each other, wherein
said tension force is delivered by means of an elastic
compression of the material of the coupling parts.

2. Floor panel according to claim 1, characterized in
that in coupled condition of two of such panels, in
the engagement direction, apart from a contact at
said locking means (6), there is only one important
contact point which is formed by a section (84) at the
location of the top side of the coupled floor panels.

10

15

20

25

30

35

40

45

50

55

3. Floor panel accordingto claim 1 or 2, characterized
in that the locking means (6) substantially consist
of a locking element (11-33-46) in the form of a pro-
trusion, provided at the lower side (12) of the tongue
(9, 31), and a locking element (13-34-47), formed in
the lip which borders the lower side of the groove
(20), more particularly in the lower wall (14) of the
groove (10-32), in the form of a recess (36) and/or
upward directed part which is limited by this recess
(36).

4. Floor panel according to claim 3, characterized in
that the locking means (6) at said lower lip (23-43)
comprise a contact surface (39-73) which inwardly
is downwardly inclined.

5. Floor panel according to claim 3, characterized in
that the locking means (6) at said lower lip comprise
a contact surface (49) which is perpendicular to the
plane defined by the upper side of the panel (1).

6. Floor panelaccordingto claim 3 or 4, characterized
in that the lower lip (23-43) extends beyond the up-
per lip (22-42), and in that said looking means (6)
are located in the portion of the lower lip that is lo-
cated beyond said upper lip (22-42).

7. Floorpanelaccording to any of the preceding claims,
characterized in that it is a hard floor panel for a
laminated floor or for a floor which is comparable
with a laminated floor, whereby said floor panel com-
prises a core (8) and said elastic compression is de-
livered by the compression of the core material.

8. Floor panel according to claim 7, characterized in
that it is a floor panel (1) of the type comprising at
the upper side of said core (8) an imprinted decora-
tive layer (55) impregnated with resin and at the lower
side of said core (8) a backing layer (58).

9. Floor panel according to claim 7, characterized in
that it is a floor panel (1) of the type consisting of
veneer parquet or prefabricated parquet.

10. Floor panel according to any of the preceding claims,
characterized in that said coupling parts and lock-
ing means allow that two of such panels can be cou-
pled by means of turning the panels into each other
and/or by shifting them towards each other.

11. Floor covering, characterized in that itis composed
of a plurality of joined floor panels which are realized
in accordance with any of the previous claims.

Patentanspriiche

1. FuBbodenpaneel, bestehend aus einem harten Pa-
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neel (1), welches Paneel (1) mindestens an den Kan-
ten zweier gegeniberliegender Seiten (2-3, 26-27)
mit Kupplungsteilen (4-5, 28-29) versehen ist, die
gestatten, dass zwei solche Paneele (1) aneinan-
dergekoppelt werden kénnen, wobei diese Kupp-
lungsteile im Wesentlichen in Form einer Feder
(9-31) und einer Nut (10-32) vorliegen und mit inte-
grierten mechanischen Verriegelungsmitteln (6) ver-
sehen sind, wobei diese Kupplungsteile und Verrie-
gelungsmittel einstlickig mit dem Paneel (1) ausge-
bildet sind, wobei die Verriegelungsmittel (6) das
Auseinanderschieben zweier gekoppelter Ful3bo-
denpaneele (1) in eine Richtung senkrecht zu den
betreffenden Kanten (2-3, 26-27) und parallel zu der
von den gekoppelten Ful3bodenpaneelen definier-
ten Ebene verhindern, dadurch gekennzeichnet,
dass das FuRbodenpaneel eine Dicke von 0,5 bis
1,5 cm aufweist und dass die Kupplungsteile mit Mit-
teln versehen sind, die im zusammengefligten Zu-
stand zweier oder mehr derartiger FuRbodenpanee-
le (1) eine Spannkraft aufeinander ausiiben, die die
gekoppelten FuRbodenpaneele (1) zueinander
zwingt, wobei besagte Spannkraft mittels einer ela-
stischen Kompression des Materials der Kupplungs-
teile bereitgestellt wird.

FuBbodenpaneel nach Anspruch 1, dadurch ge-
kennzeichnet, dass in gekoppeltem Zustand zwei-
er derartiger Paneele, in der Eingriffrichtung auRer
einem Kontakt an den Verriegelungsmitteln (6), nur
ein wichtiger Kontaktpunkt vorliegt, der von einem
Abschnitt (84) an der Oberseite der gekoppelten
FuRbodenpaneele gebildet wird.

FuRbodenpaneel nach Anspruch 1 oder 2, dadurch
gekennzeichnet, dass die Verriegelungsmittel (6)
im Wesentlichen aus einem Verriegelungselement
(11-33-46) in Form eines Vorsprungs bestehen, der
an der Unterseite (12) der Feder (9, 31) angebracht
ist, und einem Verriegelungselement (13-34-47),
das in der an die Unterseite der Nut (10) grenzenden
Lippe geformtist, speziellerin der unteren Wand (14)
der Nut (10-32), in Form einer Aussparung (36) und/
oder eines aufwarts gerichteten Teils, der von dieser
Aussparung (36) begrenzt wird.

FuRbodenpaneel nach Anspruch 3, dadurch ge-
kennzeichnet, dass die Verriegelungsmittel (6) an
der unteren Lippe (23-43) eine Kontaktflache (39-73)
umfassen, die nach innen abwartsgeneigt ist.

FuBbodenpaneel nach Anspruch 3, dadurch ge-
kennzeichnet, dass die Verriegelungsmittel (6) an
der unteren Lippe eine Kontaktflache (49) umfassen,
die senkrecht zu der von der Oberseite des Paneels
(1) definierten Ebene ist.

FuRbodenpaneel nach Anspruch 3 oder 4, dadurch
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gekennzeichnet, dass die untere Lippe (23-43)
sich Uber die obere Lippe (22-42) hinaus erstreckt
und dass die Verriegelungsmittel (6) sich in dem Tell
der unteren Lippe befinden, der sich jenseits der
oberen Lippe (22-42) befindet.

FulRbodenpaneel nach einem der vorgenannten An-
spriiche, dadurch gekennzeichnet, dass es ein
hartes FuBbodenpaneel fur einen Laminatful3boden
oder fir einen FuBRboden ist, der einem
LaminatfuBboden vergleichbar ist, wobei das Ful3-
bodenpaneel einen Kern (8) umfasst und die elasti-
sche Kompression durch die Kompression des Kern-
materials bereitgestellt wird.

FuRbodenpaneel nach Anspruch 7, dadurch ge-
kennzeichnet, dass es ein Fu3bodenpaneel (1)
des Typsist, der an der Oberseite des Kerns (8) eine
Bedruckte dekorative Lage (55), die mit Harz ge-
trankt ist, und an der Unterseite des Kerns (8) eine
Ruckschicht (58) aufweist.

FuRbodenpaneel nach Anspruch 7, dadurch ge-
kennzeichnet, dass es ein Fu3bodenpaneel (1)
des aus Furnierparkett oder Fertigparkett bestehen-
den Typs ist.

FuRbodenpaneel nach einem der vorgenannten An-
spriche, dadurch gekennzeichnet, dass die
Kupplungsteile und Verriegelungsmittel gestatten,
dass zwei solche Paneele mittels Ineinander-
schwenken der Paneele und/oder indem sie aufein-
ander zu geschoben werden, gekoppeltwerden kon-
nen.

FuRbodenbelag, dadurch gekennzeichnet, dass
er aus einer Vielzahl zusammengefiigter FuRboden-
paneele zusammengesetzt ist, die in Ubereinstim-
mung mit gleich welchem der vorgenannten Ansprii-
che verwirklicht sind.

Revendications

Panneau de sol constitué d’un panneau dur (1), ledit
panneau (1), au moins aux bords de deux c6tés op-
posés (2-3, 26-27), étant muni d’éléments d’accou-
plement (4-5, 28-29) qui font en sorte que deux des-
dits panneaux (1) peuvent s’accoupler I'un a l'autre,
ces éléments d'accouplement étant configurés es-
sentiellement sous la forme d’une languette (9-31)
et d’'une rainure (10-32) et étant munis de moyens
de verrouillage mécaniques intégrés (6), lesdits élé-
ments d’accouplement et lesdits moyens de ver-
rouillage étant réalisés en une seule piece avec le
panneau (1), lesdits moyens de verrouillage (6) em-
péchant la séparation des deux panneaux de sol ac-
couplés (1) dans une direction perpendiculaire aux
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bords concernés (2-3, 26-27) et parallele au plan
défini par les panneaux de sol accouplés, caracté-
risé ence que le panneau de solpossede une épais-
seur de 0,5 a 1,5 cm, et en ce que les éléments
d’accouplement sont munis de moyens qui, a I'état
emboité de deux panneaux de sol (1) de ce type ou
plus, exercent une force de tension I'un sur l'autre
qui force les panneaux de sol accouplés (1) en di-
rection I'un de l'autre, ladite force de tension étant
obtenue au moyen d’'une compression élastique de
la matiére des éléments d’accouplement.

Panneau de sol selon la revendication 1, caractéri-
sé en ce que , a |'état accouplé de deux panneaux
de ce type, dans la direction d’embofitement, en de-
hors d'un contact auxdits moyens d’accouplement
(6), on n'obtient qu’un seul point de contactimportant
formé par une section (84) a I'endroit du coté supé-
rieur des panneaux de sol accouplés.

Panneau de sol selon la revendication 1 ou 2, ca-
ractérisé en ce que les moyens de verrouillage (6)
sont constitués essentiellement par un élément de
verrouillage (11-33-46) sous la forme d’'une saillie
prévue sur le coté inférieur (12) de la languette (9,
31) et par un élément de verrouillage (13-34-47) for-
mé dans la levre qui délimite le c6té inférieur de la
rainure (10), plus particulierement dans la paroi in-
férieure (14) de larainure (10-32), sous laforme d’'un
évidement (36) et/ou d'un élément orienté vers le
haut qui est délimité par cet évidement (36).

Panneau de sol selon la revendication 3, caractéri-
sé ence que les moyensde verrouillage (6), a ladite
levre inférieure (23-43), comprennent une surface
de contact (39-73) qui, vers l'intérieur, est inclinée
vers le bas.

Panneau de sol selon la revendication 3, caractéri-
sé ence que les moyensde verrouillage (6), a ladite
lévre inférieure, comprennent une surface de con-
tact (49) qui est perpendiculaire au plan défini par le
cOté supérieur du panneau (1).

Panneau de sol selon la revendication 3 ou 4, ca-
ractérisé en ce que la levre inférieure (23-43)
s'étend au-dela de la levre supérieure (22-42), eten
ce que lesdits moyens de verrouillage (6) sont dis-
posés dans la portion de la lévre inférieure qui est
disposée au-dela de ladite levre supérieure (22-42).

Panneau de sol selon I'une quelconque des reven-
dications précédentes, caractérisé encequ’ ils'agit
d’un panneau de sol dur pour un sol stratifié ou pour
un sol qui est comparable a un sol stratifié, ledit pan-
neau de sol comprenant une partie centrale (8) et
ladite compression élastique étant fournie par la
compression de la matiére de la partie centrale.
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Panneau de sol selon la revendication 7, caractéri-
sé en ce qu’ il s’agit d'un panneau de sol (1) du type
comprenant, sur le c6té supérieur de ladite partie
centrale (8), une couche décorative imprimée (55)
imprégnée de résine et, sur le cté inférieur de ladite
partie centrale (8), une couche dorsale (58).

Panneau de sol selon la revendication 7, caractéri-

sé en ce qu’ il s’agit d'un panneau de sol (1) du type
constitué d’'un parquet plaqué ou d'un parquet pré-
fabriqué.

Panneau de sol selon I'une quelconque des reven-
dications précédentes, caractérisé en ce que les-
dits éléments d’accouplement et lesdits moyens de
verrouillage permettentl’accouplement de deux des-
dits panneaux en introduisant les panneaux l'un
dans l'autre par rotation et/ou en les déplacant I'un
vers l'autre.

Revétement de sol, caractérisé en ce qu’ il se com-
pose de plusieurs panneaux de sol joints qui sont
réalisés conformément a I'une quelconque des re-
vendications précédentes.
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