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(57) ABSTRACT 

Floor panel of the type comprising a hard top layer (3) 
forming a decorative Surface, from which, together with 
other identical or similar floor panels (1), a floor covering 
can be formed, wherein this floor panel (1) includes at least 
one Sound-absorbing layer (4) which is integrated into the 
floor panel (1) and is located between other layers of this 
floor panel (1). 
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FLOOR PANEL AND METHOD FOR THE 
MANUFACTURE THEREOF 

0001. This invention relates to a floor panel and a method 
for the manufacture thereof. 

0002 More particularly, the invention relates to a floor 
panel of the type comprising a hard top layer forming a 
decorative Surface, from which, together with other identical 
or similar floor panels (1), a floor covering can be formed. 
0003. In particular, the invention relates to so-called 
laminated floor panels, Such as, for example, described in the 
international patent application No. WO 97/47934. 
0004. By a floor panel with a hard top layer, any form of 
panel has to be understood which has a hard or relatively 
hard surface at the side which is to be walked upon, which 
feature does not exclude that Softer materials are incorpo 
rated in the panel, nor excludes that the panel can Show a 
certain flexibility. 
0005 The floor panels of this type known up to now have 
the disadvantage that, when walked upon, they are causing 
a kind of "clacking Sound. In particular the higher tones 
forming the basis of this Sound are experienced as annoying. 
0006. It is known to provide an insulating layer loosely 
under Such floor panels, either in the form of a foil, or in the 
form of insulating panels, whereby the thus formed insulat 
ing layer in particular Serves as a thermal insulation, how 
ever, Simultaneously also has Some Sound-absorbing effect, 
in particular in downward direction. However, the Sound 
absorbing effect of an insulating layer provided under the 
floor panels Seems to be rather Small, in particular if one 
intends to reduce reflection Sounds, more particularly the 
So-called “footfall Sound'. 

0007 Also, it is already known to attach an insulating, 
more particularly thermally insulating, layer in a fixed 
manner against the underSide of the floor panels, which of 
course offers the advantage that Such layer is realized under 
the floor panels simultaneously with the installation of the 
floor panels themselves, however, moreover to a large extent 
is comparable to a separate insulating layer provided before 
hand under the floor panels. 
0008 Also, it is already known to provide floor panels 
with a cork covering at the upper Side, whereby the top 
surface thereof whether or not is finished by means of a layer 
of lacquer, Such as transparent varnish or the like, and 
whereby it is intended, by installing the floor panels, to form 
a cork floor. In Such embodiment, little Sound is produced 
when walking thereon, which is evident, as one will be 
walking directly on the relatively soft cork. The disadvan 
tage of Such floor panels, however, consists in that the 
appearance of the decorative Surface remains limited to the 
appearance of cork or printed cork, as a consequence of 
which the usage possibilities are Strongly limited. 
0009. The present invention aims at a floor panel of the 
above-mentioned type, in other words, a floor panel com 
prising a hard top layer forming a decorative Surface, which 
floor panel is realized Such that an optimization or at least a 
considerable improvement of the Sound absorption is pro 
Vided, notwithstanding the presence of the hard or relatively 
hard Surface to be walked on. 

0.010 To this aim, the invention relates to a floor panel of 
the type comprising a hard top layer forming a decorative 
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Surface, from which, together with other identical or similar 
floor panels (1), a floor covering can be formed, with as a 
characteristic that this floor panel comprises at least one 
Sound-absorbing layer which is integrated into the floor 
panel itself and, to this aim, is located between other layers 
of this floor panel, in other words, is incorporated into the 
Structural construction of the panel and is not simply pro 
Vided as a covering against the underSide of the floor panel. 
0011. By integrating one or more sound-absorbing layers 
into the floor panel, more particularly at a distance above the 
underSide, as well as at a distance below the top Surface, it 
is obtained that, on one hand, Such Sound-absorbing layer, 
independent from the thickness of the floor panel, can be 
positioned relatively close to the upper Surface, whereas, on 
the other hand, the global structure of such floor panel still 
can be kept relatively thick and stable. Tests have shown that 
by integrating the Sound-absorbing layer, better results are 
obtained, on one hand, as the thickness of the material 
Situated thereabove, in which the Sound Substantially propa 
gates, is reduced and, on the other hand, in that a multilayer 
construction is created, which obviously also contributes to 
the desired effect in an advantageous manner. 
0012. Also, by integrating the sound-absorbing layer into 
the floor panel, the possibility is created to keep, at choice 
at the upper side and/or the underside of the floor panel, 
material which can be optimally chosen in function of the 
desired purposes, independent from the choice of material 
for the Sound-absorbing layer. 
0013 Preferably, said sound-absorbing layer, viewed 
according to the thickness of the floor panel, at least extends 
up into the upper half of this panel. Still more particularly, 
the Sound-absorbing layer will be entirely situated in the 
upper half. Thereby, a relatively thick and consequently 
Stable basic structure can be maintained under the Sound 
absorbing layer, whereas the Sound-absorbing layer is situ 
ated close to the top Surface, which contributes to an 
optimum Sound absorption. As a relatively thick basic struc 
ture can be maintained, it is not necessary to deviate from 
Standard thicknesses of 1 cm or leSS for the floor panels, and 
it is even possible to apply the invention while keeping the 
traditional thicknesses of the floor panels of 7 to 8 mm, or 
even thinner. 

0014 Preferably, the sound-absorbing layer, or if there 
are Several thereof, the upper Sound-absorbing layer, is 
Situated with its upper Side at a distance below the upper Side 
of the floor panel which is Smaller than 4 mm, and even 
better is Smaller than or equal to 2 mm. As a result thereof, 
a particularly good Sound absorption is obtained, whereas it 
Still remains possible to realize a Sufficiently Solid top 
Surface with a Sufficient bearing capacity and impact resis 
tance. 

0015 According to another preferred characteristic, the 
floor panel comprises only one Sound-absorbing layer inte 
grated between other layers, as a consequence of which the 
constructive design of Such floor panel remains relatively 
simple. Moreover, thereby it can be achieved that, by 
realizing this Sole Sound-absorbing layer as thin as possible, 
a relatively large thickneSS remains which is available for 
one or more Structural basic layers, for example, basic layers 
giving global Strength to the floor panel, Such as layers 
formed of wood-based board material, more particularly 
MDF (Medium Density Fiberboard) and/or HDF (High 
Density Fiberboard). 
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0016 Preferably, the floor panel, apart from the sound 
absorbing layer and the top layer, then also at least com 
prises one Structural basic layer. Although various Structural 
basic layers can be incorporated into the floor panel, this 
latter, according to an important preferred form of embodi 
ment, will comprise only one Structural basic layer, which 
contributes to the constructive simplicity of the whole. 

0.017. In a particularly preferred form of embodiment, the 
top layer is attached directly on top of the Sound-absorbing 
layer, more particularly without the intermediary of Struc 
tural basic layers. Therefore, the material thickneSS above 
the Sound-absorbing layer is minimum, which contributes to 
a good Sound absorption, as the propagation of Sound in the 
upper layer is impeded. Still more particularly, it is preferred 
that below the structure formed by the Sound-absorbing 
layer with the top layer directly attached thereon, at least one 
Structural basic layer is present. In this manner, a floor panel 
with a stable base is obtained, whereby, however, simulta 
neously a good Sound absorption is created. 

0.018. In the most preferred form of embodiment, the 
construction even is Such that the floor panel, with the 
exception of possible adhesive layerS or the like, and with 
the exception of an insulating layer possibly provided at the 
underSide of the floor panel, exclusively consists of the 
Structural basic layer, the Sound-absorbing layer provided on 
top thereof, and the top layer provided on top of this 
Sound-absorbing layer. 

0.019 According to another form of embodiment of the 
present invention, at least one additional layer of material, 
preferably a structural basic layer, is present between the 
Sound-absorbing layer and the top layer, which allows that 
to this aim, a material can be chosen which forms an 
optimum Sublayer for the applied top layer, for example, 
which allows to function as a Support for a decorative layer, 
when Such decorative layer, for example, is Such that it can 
not be directly attached onto the applied Sound-absorbing 
material. Such additional layer, which, in a practical 
embodiment, can consist of wood-based board material, 
such as particle board or fiberboard, more particularly MDF 
and/or HDF, for example allows to provide the floor panel 
trouble-free with a decorative top layer, formed by so-called 
DPL (Direct Pressure Laminate). With DPL, one or several 
sheets of material impregnated with resin, amongst which a 
printed decorative layer made of paper, are directly com 
pressed onto the underlying layer, whereby simultaneously 
heat is Supplied, Such that an adherence is obtained auto 
matically. As in the above-Said construction, the DLP is 
pressed upon the HDF, MDF or the like, in other words, onto 
one and the same material Surface as in traditional floor 
panels, the same adhesive quality and Stability can be 
achieved, without the necessity of Special precautions. 

0020. The preceding, however, does not prevent the 
application of a top layer according to the DPL principle 
directly on the Sound-absorbing layer, when the material 
thereof allows this, which may be determined by tests. 

0021 According to another form of embodiment of the 
present invention, the Sound-absorbing layer is located 
between two structural basic layers. As a consequence, a 
floor panel is obtained which can be processed and/or coated 
in a traditional manner at the upper side as well as at the 
underSide thereof, for example, can be coated, as aforemen 
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tioned, by DPL, either preceding to composing the layer 
Structure of which the floor panels then consist, or after Such 
composing. 

0022 AS already mentioned in the aforegoing in respect 
to Several forms of embodiment, it can be Stated in general 
that it is preferred to use board material consisting of wood 
or being wood-based for the aforementioned Structural basic 
layers, more particularly pressed plates which are formed of 
wood-comprising material, for example, wood parts, Such as 
chips or fibers, which are mixed with a binding agent. 
0023. In particular, for one or more of the structural basic 
layers, use is made of plate material formed by MDF and/or 
HDF. Still more particularly, all structural basic layers 
applied in the floor panel shall consist of MDF and/or HDF. 
0024. The use of such wood-based structural basic layers 
offers the advantage to enable the manufacture of the panels 
in an economic manner, as well as the application of 
traditional processing methods and tools. 
0025) Moreover, MDF and HDF, and in general similar 
fiberboards, too, provide a fiber structure with fibers which 
are Substantially situated in a horizontal plane, which is 
particularly advantageous for the Strength of the finished 
product. AS, according to the invention, a Sound-absorbing 
layer is integrated into the floor panels, the remaining 
thickness for Structural basic layerS mostly is rather 
restricted. By using boards with a fiber structure, the fibers 
of which Substantially are situated in the horizontal plane, 
the Strength, however, remains guaranteed, even if these 
Structural basic layerS have become rather thin. 
0026. The floor panel may be provided with one or more 
backing layers, which in particular are intended to offer a 
counterbalance against warping. In a practical form of 
embodiment, Such backing layer is provided at least at the 
underside of the floor panel, in order to offer a balance for 
the top layer Situated at the upper Side of the floor panel. 
0027. Also, covering layers and/or backing layers can be 
incorporated into the floor panel at other locations, which 
layerS preferably are situated at the upper Side and/or under 
side of structural basic layers which form part of the 
respective floor panel. In this manner, per Structural basic 
layer a balancing effect can be provided for, without having 
other layerS exerting an influence thereupon. 

0028. In a preferred form of embodiment, the floor panels 
are provided with coupling parts at two or more of their 
edgeS. In a simple form of embodiment, these coupling parts 
may consist of a traditional tongue and groove. More 
particularly, however, use shall be made of coupling parts of 
the type providing for a vertical, as well as horizontal 
locking, for example, as described in the international patent 
application WO 97/47934. 
0029. Although it is not excluded that such coupling 
parts, more particularly the tongue-shaped part thereof, as 
well as possibly the walls of the groove-shaped part thereof, 
are formed entirely out of the material of the sound-absorb 
ing layer, it is preferred that these coupling parts are formed 
at least partially of one or more of Said structural basic 
layers. This, in fact, offers the advantage that the coupling 
parts Still have the same qualities in respect to Strength, 
flexibility and the like, as this is the case with floor panels 
with a traditional construction. 
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0030) Regardless whether the coupling parts are manu 
factured from the material of a structural basic layer of from 
another material, it is always preferred that these coupling 
parts are Situated Substantially, and preferably entirely, out 
Side of the Sound-absorbing layer or layers, in other words, 
that these coupling parts and the Sound-absorbing material, 
viewed in the height, are situated at different levels in the 
floor panels. This offers the advantage that, when, as 
described in the following, the Sound-absorbing layer or 
layers are realized in a material which offers little Strength 
and/or are realized in a material which is difficult to process, 
the Strength of the coupling parts and/or the degree of 
difficulty of forming them is not or only minimally influ 
enced in a disadvantageous manner due to the presence of 
the Sound-absorbing layer. This latter is in particular valid 
for embodiments in which the Sound-absorbing layer con 
Sists of Synthetic material and in which the coupling parts are 
formed by means of a milling process. Milling in the 
Synthetic material indeed may cause problems in respect to 
cooling, and preferably, the cutting Surface through the 
Synthetic material thus will be restricted to a minimum, 
which, as aforementioned, is possible by Situating the cou 
pling parts to be formed outside of the Sound-absorbing 
layer. 
0.031) More particularly, the sound-absorbing layer or 
layers are Situated above the coupling parts. In this manner, 
Such layer can be situated close to the upper Surface, and 
therefore the Sound insulation remains maximum. 

0.032 The sound-absorbing layer can consist of various 
materials. Particularly good results, in respect to absorption 
as well as in respect to processability, are obtained by 
applying cork or a cork-based material. 
0.033 Cork also offers the advantage that the final floor 
panels still are easy to recycle, Such contrary to embodi 
ments in which the Sound-absorbing layer consists of Syn 
thetic material. 

0034. Other advantages of cork are the following: 
0035 it is a relatively inexpensive product, as it is a 
natural product; 

0036 cork is waterproof, as a result of which a 
water-repelling effect is created, in particular if it is 
provided above a material layer, such as MDF or 
HDF, which is sensitive in respect to water; 

0037 cork is a product which is easy to process and 
which offers the advantage that the applied tools leSS 
rapidly show wear and tear than, for example, when 
processing Synthetic material; 

0.038 cork is relatively easy to glue, as well as easy to 
print, which allows that a number of treatments can be 
realized without any problem, Such as, for example, the 
glueing of the cork to the other layers, or printing the cork 
when, as will be explained in the following, a bevelled part 
or So-called chamfer, which is provided with a coating or 
Such, is realized at the floor panels. 
0.039 Cork also is particularly recommended for being 
applied as a Sound-absorbing layer directly under the top 
layer, as in this manner a good adherence of the top layer can 
be guaranteed. Also, vibrations, amongst which Sound vibra 
tions, are absorbed almost immediately in the cork. 
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0040 According to another practical form of embodi 
ment, use will be made of a Sound-absorbing Synthetic 
material, preferably polyurethane. 

0041 According to a particular characteristic, the Sound 
absorbing layer is formed of a material layer which can be 
wound up in itself, to which aim, for example, a thin layer 
of cork or a thin layer of Synthetic material can be applied. 
Such windable material offers the advantage that it is easy to 
utilize in a production process, in particular in a continuous 
process, whereby the Sound-absorbing layer Systematically 
must be provided on and/or between plate-shaped Structural 
basic layers. The Sound-absorbing material then can be 
unwound Systematically onto the underlying Structural basic 
layer and can be attached thereto. 
0042. In general, it is preferred that the Sound-absorbing 
layer has a thickness of less than 2 mm, Such in order to keep 
a relatively large thickneSS for other layers, for example, for 
Said structural basic layers. In most applications, moreover 
a more economical product will be obtained, as the material 
for forming the structural basic layers, for example, MDF 
and/or HDF, mostly is cheaper than the material for the 
Sound-absorbing layer. 

0043 Also the thickness of said top layer preferably is 
limited, more particularly to less than 1 mm. 

0044) The top layer preferably is realized according to 
any of the following possibilities: 

0045 as a laminate layer constructed of material 
sheets, more particularly a So-called “laminated 
sheet material'; 

0046) veneer or the like. 

0047 The laminate layer constructed of material sheets 
may be of different kind. Preferably, to this aim use will be 
made of HPL (High Pressure Laminate) or the like, which, 
as known, consists of different layers of resin or layers 
formed by Supports, Such as lengths of paper, which are 
impregnated with resin, which layers are compressed to a 
whole and are cured. Also, So-called formica or the like can 
be applied. According to another variant, one may also start 
from “compact laminate' as a top layer, which then, instead 
of being applied as Such, is fixed upon underlying layers, 
which layers, in accordance with the invention, comprise at 
least one sound-absorbing layer. Further, also the use of DPL 
(Direct Pressure Laminate) or LPL (Low Pressure Laminate) 
or the like is not excluded, in any case if the layer situated 
below the top layer allows this. The top layer also may be 
reinforced, for example, by means of a reinforcement fleece 
or Such, it may comprise a wear and tear-resistant upper 
layer, and So on. 

0048. In the case that the top layer is fixed directly on top 
of the Sound-absorbing layer, and in particular if this Sound 
absorbing layer is Somewhat compressible, for example, 
when it consists of cork, it is preferred that a relatively 
Strong laminate layer constructed in layerS is used, Such as 
the aforementioned HPL or formica. The necessary thick 
ness of the top layer to be used therewith can be determined 
empirically by means of Strength tests, whereby it is tested 
whether, for example, in function of the thickness of the top 
layer Sufficient impact resistance, resistance against perfo 
rations and Such is obtained. 
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0049 Particularly good results in respect to Sound 
absorption, as well as in respect to the general composition, 
are obtained with a structure composed of, Successively 
from the bottom to the top, a structural basic layer formed 
by a plate-shaped wood-based material, more particularly 
MDF/HDF, a sound-absorbing layer formed by cork, and a 
top layer formed from HPL or the like. 

0050. According to a particular form of embodiment, the 
Sound-absorbing layer will be integrated into the top layer, 
which, of course, is possible in different ways. So, for 
example, this can be realized by taking up a particularly thin 
cork layer, when forming the HPL or the like, between two 
of the material layers of which the HPL is formed. 

0051. It is noted that said cork can be applied pure or 
mixed with other material, for example, as a filling agent 
present in other materials. 

0.052 Finally, the invention also relates to a method for 
manufacturing a floor panel, more particularly a floor panel 
with an integrated Sound-absorbing layer. To this end, it 
provides for a method, whereby first, composed plates of a 
larger Size are manufactured, from which Subsequently each 
time Several floor panels are formed, characterized in that 
Said plates are manufactured at least by Supplying one or 
more board-shaped Structural basic layers, Supplying mate 
rial, wound up in rolls, for forming Said Sound-absorbing 
layer, and unwinding this material from those rolls, as well 
as Supplying the top layer or the material for forming Such 
top layer, whereby the respective composed layers are 
provided on top of each other. 

0.053 AS, according to this method, use is made of a 
windable Sound-absorbing material, this latter is easy to 
handle in a production process, as then, the Sound-absorbing 
material easily can be unwound and Subsequently be 
attached upon the plate-shaped Structural basic layers. Also, 
it possibly may be directly fixed upon Such basic layer by 
rolling it thereon, by the intermediary of an adhesive agent, 
adhesive layer or the like. 

0054. It is clear that the different layers of the floor panels 
of the invention can be attached to each other in any manner. 
This may be performed, for example, by means of appro 
priate kinds of glue or other adhesive materials, by having 
certain layers cure on top of each other or by fixing them 
upon each other by melting, or by providing thin double 
sided adhesive layers in between them. 

0055 When mentioning a “direct” attachment of the top 
layer on an underlying layer, this does not exclude that thin 
layers are present in between, by which then, for example, 
adhesive layers, fleeces, foils and the like are intended which 
do not have a considerable thickness. 

0056. It is clear that floor panels in which materials in the 
form of an integrated layer are applied, providing for a 
distinct Sound-absorbing effect, even if those materials are 
integrated into Such floor panel in the first place for other 
purposes, also are within the Scope of the invention. 

0057 With the intention of better showing the character 
istics of the invention, hereafter, as an example without any 
limitative character, Several preferred forms of embodiment 
are described, with reference to the accompanying drawings, 
wherein: 
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0058 FIG. 1 represents a floor panel according to the 
invention; 

0059 FIG. 2 represents a cross-section according to line 
II-II in FIG. 1; 

0060 FIG.3 represents another embodiment of the floor 
panel according to the invention; 
0061 FIG. 4, at a larger scale, represents a possible 
embodiment of the part indicated by F4 in FIG. 3; 
0062 FIGS. 5 to 8 represent views analogous to that of 
FIG. 4, however, for four variants; 

0063) 
variant. 

0064. As represented in FIGS. 1 and 2, the invention 
relates to a floor panel 1 which is provided with a hard or 
relatively hard top layer 3 at the upper Side 2. 

FIG. 9 in cross-section represents a part of another 

0065. As schematically represented in FIG. 2, this floor 
panel 1 according to the invention comprises at least one 
Sound-absorbing layer 4 which is integrated into the floor 
panel 1 itself, in other words, is incorporated into the 
structure of the floor panel 1. 

0066 Viewed according to the thickness T of the floor 
panel 1, as represented, the Sound-absorbing layer 4 thus is 
situated at a distance D1 above the underside 5 of the floor 
panel 1, as well as at a distance D2 below the upper Side 2. 

0067. As explained in the introduction, the distance D2 
preferably is as Small as possible, and in a practical appli 
cation, this distance thus will be Smaller than 4 mm, or even 
better, will be smaller than or equal to 2 mm. 
0068 AS represented in FIG. 2, the floor panel 1, in a 
known manner, can be provided with coupling parts 10-11 at 
two or more of its edges, 6-7 and/or 8-9, respectively, which 
coupling parts in this case consist of a classical tongue and 
grOOVe. 

0069. Of course, other forms of coupling parts 10-11 can 
be applied, for example, of the type which, as represented in 
FIG. 3, in coupled condition provides for a mechanical 
locking, in Vertical as well as in horizontal directions, 
whereby the coupling, for example, is performed by shifting 
the floor panels 1 in mutual respect towards each other, as 
illustrated at the left hand side of FIG. 3, and/or by turning 
them into each other, as illustrated at the right hand Side of 
FIG 3. 

0070 FIGS. 2 and 3 show that, when the floor panels 1 
are equipped with Such coupling parts 10-11, the Sound 
absorbing layer 4 preferably is situated outside of these 
coupling parts 10-11, with which it is meant that this layer 
4 is not situated at the level of the tongue-shaped and 
groove-shaped parts formed by these coupling parts 10-11. 
In this manner, it is guaranteed that the Sound-absorbing 
layer 4, in the proximity of the edges 6-7 and/or 8-9 provided 
with coupling parts 10-11, during the formation of the profile 
of these edges, is cut through exclusively vertical or Sub 
Stantially vertical. Hereby, the advantage is obtained that, as 
explained in the introduction, the Strength of the coupling 
parts 10-11, and in particular the Strength of the tongue 
shaped parts, is not disadvantageously affected by the pres 
ence of the material of the Sound-absorbing layer 4. Also, the 
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distance over which the applied machinery tools must cut 
through the material of the Sound-absorbing layer 4, thereby 
is restricted to a minimum. 

0071. As further represented in FIGS. 2 and 3, the 
Sound-absorbing layer 4 preferably is situated above the 
coupling parts 10-11. This is particularly important in the 
embodiment of FIG. 3, in other words, where coupling parts 
10-11 are applied whereby the mechanical locking in hori 
Zontal direction is obtained by means of locking parts 12-13, 
at the underside of the tongue-shaped coupling part 10 and 
the upper side of the lip 14 situated at the underside of the 
groove-shaped coupling part 11, respectively. AS the Sound 
absorbing layer 4 is situated above the coupling parts 10-11, 
it is impossible that the strength of the lowermost part of the 
floor panel 1, and thus also of the lip 14 which must be 
Sufficiently Strong in order to allow Such locking, is disad 
Vantageously affected by the presence of the Sound-absorb 
ing layer 4, regardless of the Strength of the material of 
which the layer 4 is manufactured. 
0.072 Apart from the sound-absorbing layer 4, the floor 
panels 1 can be constructed from Several layers in different 
manners. In consideration of the fact that this construction 
may differ, in FIGS. 2 and 3 the floor panels 1 thus are 
represented only Schematically. This, however, does not 
exclude that certain compositions are preferred, for example, 
the compositions as described in the following by means of 
FIGS. 4 to 9. 

0073. In FIG.4, a particularly important form of embodi 
ment of the invention is represented, whereby the top layer 
3 is provided directly on the sound-absorbing layer 4 inte 
grated in the floor panel 1, without the presence of a 
Structural material layer in between. Thereby, the distance 
D2 is reduced to a strict minimum, to wit to the thickneSS or 
approximately the thickness of the top layer 3, with the 
advantage that the propagation of Soundwaves is rendered 
particularly difficult. 

0.074. In the example of FIG. 4, one structural basic layer 
15 is provided below the sound-absorbing layer 4. Further, 
at the underside of this basic layer 15, a backing layer 16 is 
provided, which, on one hand, forms a protection, however, 
on the other hand, also is intended to create a balancing 
effect in respect to the top layer 3. More particularly, the 
purpose of the backing layer 16 is to counteract the possible 
warping of the floor panels 1 as a result of forces occurring 
between the top layer 3 and the respective layer upon which 
this top layer 3 is provided. 

0075 However, it is clear that the construction below the 
Sound-absorbing layer 4 also can be of another kind. 

0.076. In a practical form of embodiment of the example 
of FIG. 4, the basic layer 15 consists of a board based upon 
a wood product, more particularly a composed wood prod 
uct, such as fiberboard, preferably MDF (Medium Density 
Fiberboard) or HDF (High Density Fiberboard), whereas the 
Sound-absorbing layer 4 consists of cork. In this form of 
embodiment, the top layer 3 preferably consists of a So 
called “laminated sheet material', more particularly HPL 
(High Pressure Laminate), the thickness of which is chosen 
Such that a Sufficiently Strong Support Surface at the upper 
side of the floor panel 1 is obtained. This thickness can be 
empirically determined and possibly also can be chosen in 
function of the hardness of the sound-absorbing layer 4. 
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0077. The backing layer 16 can be constructed in a 
similar manner as the top layer 3, however, with the differ 
ence that a decorative Surface is formed at the top layer 3, 
for example, in that in the layer Structure of the top layer 3, 
a printed decorative layer is provided, whereas this is not 
necessary at the backing layer 16. The decorative Surface at 
the top layer 3 can be of different kind and, for example, may 
comprise an illustration forming an imitation of parquetry or 
wood. 

0078 Preferably, the different layers are provided on top 
of each other by means of an appropriate adhesive, to which 
end, for example, adhesives can be used which usually are 
applied for attaching HPL and the like upon a Sublayer. 
007.9 FIG. 4 only is a schematic representation, and of 
course, the relations between the thicknesses of the different 
layers can be chosen different. In a practical application, the 
basic-layer 15, for examples will-have a thickness of 
approximately 5 mm, whereas the Sound-absorbing layer 4 
has a thickness of 2 mm and the top layer 3 has a thickness 
of 1 mm. Of course, according to different variants, values 
can be applied which totally deviate from the abovesaid. 
0080 FIG. 5 shows a part of a floor panel 1 with a 
construction which can be compared to that of the floor 
panel 1 of FIG. 4, with the sole difference that an additional 
covering layer 18 is provided between the Sound-absorbing 
layer 4 and the basic layer 15, on the upper side of the basic 
layer 15. Of course, this layer construction, too, can be 
realized in different manners. One possibility consists, for 
example, in that first the basic layer 15 is provided with the 
covering layer 17 and the backing layer 16, by means of 
classic DPL techniques (Direct Pressure Laminate), after 
which, by means of adhesives, the Sound-absorbing layer 4 
and the top layer 3 are attached thereupon. 
0081. According to FIGS. 6 and 7, the floor panels 1, 
apart from the Sound-absorbing layer 4, Substantially com 
prise two structural basic layers, more particularly the rep 
resented layers 18 and 19, which are situated above and 
below the Sound-absorbing layer 4. At least one, and pref 
erably both, of these basic layers 18 and 19 preferably 
consist of wood or a wood-based material, more particularly 
MDF and/or HDF. 

0082) The embodiments of the FIGS. 6 and 7 offer the 
advantage that the outermost layers, in other words, the top 
layer 3 and the backing layer 16, do not have to be fixed 
directly on the Sound-absorbing layer 4, as a result of which, 
on one hand, the material of the Sound-absorbing layer 4 can 
be chosen in an optimum manner in function of the intended 
Sound absorption, whereas the materials of the basic layers 
18 and 19 can be chosen optimally in respect to the tech 
nique which preferably will be used for adhering the top 
layer 3 and the backing layer 16 to the basic layers 18 and 
19. 

0083) The form of embodiment of FIG. 7 further differs 
from that of FIG. 6 in that at the underside of the basic layer 
18, a backing layer 20 is provided, whereas at the upper Side 
of the basic layer 19, a covering layer 21 is provided. In such 
case, for example, it is perfectly possible to realize all the 
layers 3-16-20-21 as DPL, whereas the basic layers 18 and 
19 consist of wood-based plate material, more particularly 
MDF or HDF. 

0084. In general, it is clear that the application of cov 
ering layers and/or backing layers in particular is favourable 
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in combination with Structural basic layers consisting of 
materials traditionally applied for laminated floors, whereby 
in first instance thus MDF and/or HDF are intended. How 
ever, the use of Such covering layers and/or backing layers 
is not always necessary. 

0085 FIG.8 shows a part of a floor panel 1 with a similar 
structure as that from FIG. 4, however, with the difference 
that at the underside of the floor panel 1, an additional layer 
22 is provided which is formed by a compressible material, 
whether or not with thermal or Sound-insulating features, 
which offers the advantages that during installation, uneven 
neSSes are levelled. This layer 22 consists, for example, of 
Synthetic foam. 

0086). In FIG. 9, another variant is represented whereby 
the floor panel 1, at one or more of its upper edges 23, is 
provided with a bevelled part 24 or the like, more particu 
larly a so-called chamfer, whereby the bevelled part at least 
partially extends through the Sound-absorbing layer 4. In 
order to prevent that the layer structure becomes visible in 
an annoying manner, a decorative covering 25 is provided on 
the bevelled part. The covering 25 consists, for example, of 
a print obtained by means of transfer print, for example, as 
described in the international patent application PCT/BE01/ 
00008, or another printing technique. Also, a covering Strip, 
lacquer or the like can be provided on the bevelled part. 
0.087 According to a not-represented variant to the 
embodiment of FIG. 9, the thickness of the layer 4 is chosen 
such that the bevelled part 24 exclusively extends through 
the top layer 3 and the Sound-absorbing layer 4 and not 
through the lower-situated layer or layers. This offers the 
advantage that the Sound-absorbing layer 4, in any case if the 
latter is water-repellent, for example, consists of Synthetic 
material or cork, also at the location of the bevelled part 24 
forms a total protection against moisture penetration from 
the upper Side towards the underlying layers, for example, 
the basic layer 15. 
0088. In combination with such bevelled part 24, prefer 
ably cork will be used for the sound-absorbing layer 4, as 
this can easily be printed on by, for example, Said transfer 
printing. 

0089 of course, such bevelled part 24 also can be applied 
in all other forms of embodiment. 

0090 Although in the figures only embodiments with one 
Sound-absorbing layer 4 are represented, it is clear that 
according to variants, also Several Sound-absorbing layerS 4 
can be integrated in Such floor panel 1. Also the Structural 
basic layers 15-18-19 in their turn can be composed of 
Several layers, whether or not provided with more or leSS 
covering layerS or backing layers. 

0.091 The mutual attachments of the different layers can 
be realized, as aforementioned, in any manner. 
0092 According to a particular technique, one or more 
layers can be applied which will melt by heating them at 
their upper Surface and which, by Subsequently bringing 
them together with other layers, can be adhered to these 
latter. 

0093. The Sound-absorbing material can be of different 
kind. In general, hereby a material has to be understood 
which shows considerably better Sound-absorbing qualities 
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than the structural basic layers, such as MDF and HDF, 
which traditionally are applied in Such floor panels. 
0094. Although the layer situated below the sound-ab 
Sorbing layer 4 preferably is a structural basic layer, and 
consequently mostly consists of a layer which does not show 
any particular Sound-absorbing characteristics, it is not 
excluded to provide, according to a variant, a Sound-absorb 
ing layer, whether or not consisting of the same material, 
under the Sound-absorbing layer 4 integrated according to 
the invention, for example, instead of a structural basic layer. 
0095 The present invention is in no way limited to the 
forms of embodiment described as an example and repre 
Sented in the figures, on the contrary, Such floor panels, as 
well as the aforementioned method, can be realized accord 
ing to different variants, without leaving the Scope of the 
invention. 

1. Floor panel of the type comprising a hard top layer (3) 
forming a decorative Surface, from which, together with 
other identical or similar floor panels (1), a floor covering 
can be formed, characterized in that this floor panel (1) 
comprises at least one Sound-absorbing layer (4) which is 
integrated into the floor panel (1) itself and to this aim is 
located between other layers of this floor panel (1). 

2. Floor panel according to claim 1, characterized in that 
said Sound-absorbing layer (4), Viewed according to the 
thickness (T) of the floor panel (1), extends at least up into 
the upper half of the floor panel (1). 

3. Floor panel according to claim 1 or 2, characterized in 
that said Sound-absorbing layer (4), Viewed according to the 
thickness (T) of the floor panel (1), is situated entirely in the 
upper half. 

4. Floor panel according to any of the preceding claims, 
characterized in that the Sound-absorbing layer (4), viewed 
according to the thickness (T) of the floor panel (1), is 
situated at a distance (D2) below the upper side (2) of this 
floor panel (1) which is smaller than 4 mm, and even better 
is Smaller than or equal to 2 mm. 

5. Floor panel according to any of the preceding claims, 
characterized in that it comprises only one Sound-absorbing 
layer (4) integrated between other layers. 

6. Floor panel according to any of the preceding claims, 
characterized in that, apart from the Sound-absorbing layer 
(4) and the top layer (3), it moreover comprises at least one 
structural basic layer (15-18-19). 

7. Floor panel according to claim 6, characterized in that 
the floor panel (1) comprises exclusively one one-piece 
structural basic layer (15). 

8. Floor panel according to any of the preceding claims, 
characterized in that the top layer (3) is fixed directly on top 
of the Sound-absorbing layer (4), more particularly without 
the intermediary of structural basic layers (15-18-19). 

9. Floor panel according to claims 6 or 7 and according to 
claim 8, characterized in that it comprises at least one 
structural basic layer (15-19) which is situated below the 
sound-absorbing layer (4), whether or not directly therebe 
low. 

10. Floor panel according to claim 9, characterized in that 
this panel, with the exception of possible adhesive layerS or 
the like, and with the exception of an insulating layer (22) 
possibly provided at the underside (5) of the floor panel (1), 
exclusively consists of the structural basic layer (15), the 
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Sound-absorbing layer (4) provided on top thereof, and the 
top layer (3) provided on top of this Sound-absorbing layer 
(4). 

11. Floor panel according to any of the claims 1 to 7, 
characterized in that at least a structural basic layer (18) is 
present between the Sound-absorbing layer (4) and the top 
layer (3). 

12. Floor panel according to any of the claims 1 to 6, 
characterized in that the Sound-absorbing layer (4) is located 
between two structural basic layers (18-19). 

13. Floor panel according to claim 11 or 12, characterized 
in that the top layer (3) is fixed directly on top of the upper 
structural basic layer (15-18). 

14. Floor panel according to any of the preceding claims, 
characterized in that it comprises at least one backing layer 
(16-20). 

15. Floor panel according to claim 14, characterized in 
that Such backing layer (16) is provided at least at the 
underside (5) of the floor panel (1). 

16. Floor panel according to claim 14 or 15, characterized 
in that it comprises covering layers (21) and/or backing 
layers (16-20) which are integrated in the floor panel (1), 
more particularly, are situated at the upper Side and/or 
underside of structural basic layers (15-18-19) which form 
part of the floor panel (1). 

17. Floor panel according to any of the claims 6 to 16, 
characterized in that one or more of Said structural basic 
layers (15-18-19) consist of a board material made of wood 
or being wood-based, more particularly board material 
formed of compressed wood-containing material. 

18. Floor panel according to claim 17, characterized in 
that one or more of the structural basic layers (15-18-19) 
consist of board material formed by MDF and/or HDF. 

19. Floor panel according to claim 17 or 18, characterized 
in that all structural basic layers (15-18-19) applied herein 
consist of MDF and/or HDF. 

20. Floor panel according to any of the claims 6 to 19, 
characterized in that the floor panel (1), at two or more of its 
edges (6-7-8-9), is provided with coupling parts (10-11) and 
that these coupling parts (10-11) are formed at least partially 
of one or more of said structural basic layers (15-18-19). 

21. Floor panel according to any of the preceding claims, 
characterized in that this floor panel (1), at two or more of 
its edges (6-7-8-9), is provided with coupling parts (10-11), 
whereby the Sound-absorbing layer (4), Sound-absorbing 
layers, respectively, are situated outside of the coupling parts 
(10-11). 

22. Floor panel according to claim 21, characterized in 
that it is provided, at two or more of its edges (6-7-8-9), with 
coupling parts (10-11), whereby the Sound-absorbing layer 
(4) is situated above the coupling parts (10-11). 

23. Floor panel according to any of the claims 20 to 22, 
characterized in that Said coupling parts (10-11) consist of 
coupling parts of the type providing for a vertical, as well as 
horizontal mechanical locking. 

24. Floor panel according to any of the preceding claims, 
characterized in that the Sound-absorbing layer (4) consists 
of cork or of a cork-based material. 
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25. Floor panel according to any of the claims 1 to 23, 
characterized in that the Sound-absorbing layer (4) consists 
of a Sound-absorbing Synthetic material, preferably polyure 
thane. 

26. Floor panel according to any of the preceding claims, 
characterized in that the Sound-absorbing layer (4) is formed 
of a material layer which can be wound up in itself. 

27. Floor panel according to any of the preceding claims, 
characterized in that the Sound-absorbing layer (4) has a 
thickness of less than 2 mm. 

28. Floor panel according to any of the preceding claims, 
characterized in that the top layer (3) has a thickness of less 
than 1 mm. 

29. Floor panel according to any of the preceding claims, 
characterized in that the top layer (3) is realized according 
to any of the following possibilities: 

as a laminate layer constructed of material Sheets, more 
particularly a So-called “laminated sheet material'; 

HPL (High Pressure Laminate) or the like; 
DPL (Direct Pressure Laminate), LPL (Low Pressure 

Laminate), or the like; 
a plate, realized as a So-called compact laminate, 
So-called formica or the like; 
a laminate based on resin or on Supports, Such as lengths 

of paper, impregnated with resin; 
veneer or the like. 
30. Floor panel according to any of the claims 1 to 7, 

characterized in that the Sound-absorbing layer (4) is inte 
grated into the top layer (3). 

31. Floor panel according to any of the preceding claims, 
characterized in that it is provided with a bevelled part (24) 
or the like at its upper edge, more particularly a So-called 
chamfer, whereby the bevelled part (24) at least partially 
extends through the Sound-absorbing layer (4); and that on 
this bevelled part (24), a decorative covering (25) is pro 
Vided, more particularly printed thereon, preferably by 
means of transfer printing. 

32. Floor panel according to any of the preceding claims, 
characterized in that a layer (26), formed by a compressible 
material, whether or not with thermally insulating or Sound 
insulating qualities, is provided against the underside (5) of 
this floor panel (1). 

33. Method for manufacturing a floor panel (1) according 
to any of the claims 1 to 32, whereby first, composed plates 
of a larger size are manufactured, from which Subsequently 
each time Several floor panels (1) are formed, characterized 
in that Said plates are manufactured at least by Supplying one 
or more board-shaped Structural basic layers, Supplying 
material, wound up in rolls, for forming Said Sound-absorb 
ing layer (4), and unwinding this material from those rolls, 
as well as Supplying the top layer (3) or the material for 
forming Such top layer (3), whereby the respective com 
posed layers are provided on top of each other. 
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