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1o ali wwhom it may eoncern:

Be it kuown that I, Grorce OWEN SQUIER.
major in the Signal Corps, U, S Army, a
citizen of the United Siztes, and residing at
inaton, District of Columbia, (whose
+address s War  Department,
rion, Distriet of Columbia,) have
invented certain new and useful Timprove-
ments in Multiplex Telephony and Telegra-
pliv.of which the fellowingisa specification.

This application is made under the act
of Mareh 3, 1883, chapter 143, (U. 8. Statute
XXT1, p. 625,) and the invention herein de-
seribed and claimed may be used by the

.Government of the Urited States or any of

its officers or employees in the prosecution of
work for the United States or by any per-
sor in the United States without the pay-
ment of anv royalty thereon.

This invention relates to multipiex teleph-
ony and telegraphy and has as its object
the simultaneous transmission of a plurality

of telephonic and telegraphic messages over |
-a single telephonic cireuit..

.\ further object of the inventioa is the
disposition of the various elements in such
@ manner as to climinate all “ eross-talkk™ or
sther harmful effects of one message upon
another.

A further object is to impress electric
waves or oscillations of such different fre-
guencies upon the eircuit as to make possibla
the selection and complete independence of
the various messages.

& further object is to superimpose upon 2
stundard battery telephone cireuit. as now
conercially used, one or more additional
telephonic and telegraphic eircuits without
any. interference of the various messages.

In accomplishing the above results use is
made of electromagnetic waves or oscilla-
tions of high frequency guided by wires.

In the whole range of electromagnetic
waves, which may be looked upon as a
spectrum extending from the ultra-violet
rays on the one hand to the exceedingly slow
oscillations, such as are used on long sub-
murine cables, on the other hand, use has
been made of all parts for various’ purposes
with the exception of twe well defined in-
rervals, one extending from a frequency of
about 3x10* of the extreme infra-red, to
3x10%. which are the shortest clectromag-
netie waves yveb produced by electrical appa-
ratus,—and another interval extending from

- conduetor.

about 100,000 cycles per second *o about

15,000 to 20,000 cycles per seecond. This
latter range of frequencies represents a prac-
ticaliy unexplored field whicn I have found
by experiment to be very useful in soiving
the problems of multiple telephony and te-
legraphy upon wire circuits. :

When reference is made in this applica-
tion to high frequency waves or cscillations,
it 1s understood to mean oscillations with a
frequency above human audition, or ultra-
sound frequencies.

The limit of audibility being a physiologi-
cul function is well known to vary consider-

ably, but it is in the neighborhood of 15,000

to 20,000 cycles per second.

By employing ultra-sound electromagnetic
wave fregquencies as the vehicle for trans-
mitfing telephonic and telegraphic messages,
it is evident that ali harmful effects to any
clement of the battery telephone apparatus
are hnmediately removed, since not only are
any such ‘effects very minute, in character,
by virtue of the high period of the oscilla-
tions, but also, even if there were any effects
in the telephone receiver, or transmitter, or
any other part of the apparatus, it could
not be detected by a human being, since

-the natural limitations of the ear atford a

most effective and sure separation between
all frequencies above 15,000 to 20,000 per
second on the one hand, and all frequencies
below 15,000 to 20,000 and down to about 16
per second, which is the lower limit of
audibility. Therefore, a fundamental prineci-
ple of this system may be said to be. from
one view-point, the utilization of this un-
alterable characteristic of the human ear.
With such frequencies as are used in ordi-
nary battery telephony the so-called phe-
nomenon of “skin effect™ is comparatively
small, and the current is fairly well distrib-
uted throughout the cross-section of the
As the frequency increases the
skin effect becomes more pronounced and
ihe energy appears to be more and more
transmitted or stored in the ether surround-
ing the conductor. Tor this reason the bat-
tery telephone current is largely a condue-
tion current through metal, and the ohmic
resistance of the wire is one of the principal
elements which limits long distance teleph-
ony at present, whereas in commercial
wireless telegraphy. in which frequencies
from 100,000 up to several millions are used,
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the impressed energy is chiefly radiated into
the ether. ,

In the intermediate range from say 20,000
to 100,000 and =bove the energy is largely
carried by the ether, but is still sufficiently
linked to the conductor to prevent excessive
radiation into the ether.” The conductor
while carrying but a small part of the
energy at its surface nevertheless acts as-an
efficient guide for the high frequency elee-
tromagnetic waves. In accordance with
these principles, use is made of these effi-
ciently guided electromagnetic ether waves
as a vehicle to carry the telephonic or tele-
graphic message. :

In accomplishing the above it has been
found necessary and sufficient to combine
the engineering practice of wireless tele-

graphy and telephony with the engineering-

practice of wire. telegraphy and telepl.ony
Since wireless engineering deals with fro-
quencies much higher than ordinary teleph-
ony it is obvious that different dimensions
for capacities and inductances must be used,
for instance, whereas the ordinary tele
phonic practice makes use of condensers

- with capacity of several microfarads it is

30

40

(-
w0

50

60

here necessary to use capacities of the order
of magnitude of thousandths of 2 microfarad
and inductances of millihenries. :
The present invention makes use of the
types of apparatus, engineering methods,
etc., now practiced in the wireless art and
applies them to the transmission of electro-
magnetic waves along wires, with the result
of an enormous increase in efficiency of such
transmission over the ordinary metiiod em-
ploying antennese at transmifting and re-
ceiving stations. The circuits employed in
this invention are ordinary telephonic cir-
cuits, such as now used in wire telephony
and telegraphy, and are very poor radiators
of electromagnetic energy; in fact, the regu-
lar twisted-pair paper-insulated lead-cov-
ered telephonic cable affords a circuit for
such electromagnetic waves which produce
a very closely bounded system and the
energy is principally conveyed in such a cir-
cuit in the minute layer of ether separating
the two metallic conductors. In this man-
ner, and by these means, a most efficien
system of directive high frequency teleg-
raphy and telephony is attained, and also
any Interferences between neighboring cir-
cuits operated by this system iIs eliminated,
so that a plurality of such circuits may be

‘brought to the same switchboard with no

harmfal interfering effects. S
It is old in the art to use high frequency

oscillations and modify these in accordance

with speech vibrations by effecting some

* electromagnetic constant or constants of the

63

circuit in which the oscillaticns take place.

It is possible to change the capacity, the in- -
ductance or the resistance of such g eircnit’

980,356

or -combinations of these, and while T do

“not wish to limit myself to any one of.these,

I have found that 1t is very convenient and
effective to change the resist:nce by a suit-
able telephone transmitter such as’a miero-
phone - transmitter of the wsual tvpe em-
ployed in ordinary telephouic work. Hav-
ing modified these oscillations suitably thev
are transmitted over the line to a receiving
station where they are then received in a
suitable selective circuit containing a de-
tector for high frequency oscillations, any
detector, such 2s used in wiveless telegraphy

and telephony, being satisfactory so long as .

it is a quantitative or integrating detector.
By means of suitable translating means the
oscillations are then transformed into tele-
phonic currents, all of which is deseribed
more in detail hereafter.

Since a plurality of high frequency waves
of different frequencies may be impressed on
the sume line, and since these may be selec-
tively separated from each other by suitably
tuned. civeuits, it is obviens that multiplex
telephony may be accomplished. Also, for
the reasons stated above, it has been found
that these high frequency saves may exist
on the same line with ordinary battery tele-
phone currents without in any way affecting
them, and thus this system of multiplex
telephony may be applied to the usual tele-
phonic civcuits without the presence of
harmful effects, such as *eross-talk® or
other disturbances. - - ’

It has been found necessary, in order to
obtain efficient results, to make use of such
detectors as are conumonly found in the wire-
less telegraphic art. Attempts have been
made at multiplex telephony, but I have
found these inoperative, for the reason,
among others, that no detector or equivalent
device has been used. These detectors are
not used because of any greater sensitiveness
to electrical energy than resides in the tele-
phone receiver itself, but because the energy,
being in the form of rapid oscillations, can-
not affect the telephone or other indicating
device. These rapid oscillations cannot sen-
sibly affect the telephone because the dia-
phragm in its motion must reverse with the
reversal of the current and the deflecting
impulse if applied directly to the telephone
receiver will be first in one direction and
then in the other with a frequency so high
that the diaphragm cannot follow or re-
spond.  Furthermore, if the diaphragm
should respond ‘with this frequency the ef-

. fect would not be andible. Also, in the case

of the crdinary telephone, on account of the
large self-inductance of the instrument, the
high frequency E. M. F. generated by the
waves would produce in a telephone receiver
only extremely weak currents. I have found
it necesséry, therefore, and consider it an

important part of my invention to make use
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of some form of integrating detector to
transform these rapid oscillations into ef-
fects which can be manifested by the indi-
cating instrument. .

In the drawings forming a part of this
specification several modifications for the
cirenit connections are shown, and Figure 1
Hlustrates a form of cirenit in which the
high frequency osciliatory telephoniz mes-
sages are impressed on the line by a bridge
connection. Figs. 2 to 5 illustrate modifica-
tions of various transmitting cireuits. Figs.
6 to & illustrate various receiving circuits.
Figs. 10 and 11 illustrate ‘modifications of
the conuections shown in Fig. 1.

Referring to these figures in detail, Fig.
1 shows a common. metullic eircuit for or-
dinary telephony, aeros: which arve hridged
the ordinary telephone sets B and B’. These
teleplione sets include the usual apparatus
as in present use in local battery tefephone
circuits. there being shown a mierophone
transmitter 1 with its Jocal battery 2 and the
primary of the transformer 3. Also. there
is shown connected in the usual way the
ringing circuit 4 and the switchhook 5 with
its receiver 6. The secondary of the trans-
former 3 is bridged directly across the line
wires A and A" when the receiver is off the
hook. -

The invention is not in any way connected
with the details of this telephone eonnection,
any of the usual circuit connections being
suitable, and the one described being given
merely as an illustration.

Bridged across the line wires A and A’
at the same terninals or at any convenient
distance from the terminals of the commnion
battery telephone there is bridged a cireuit
containing a variable inductance I, variable
capacity C, and the secondary S of a tran--
former. The primary P of the transformer
is in circuit with a generator G of high
frequency oscillations. and in cirenit with
the generator is also included a variable ca-
pacity C,. and a suitable telephone trans-
niitter, such as a microphone trunsmitter M.
The transformer above menticned is so
conctructed as to be variable in its cou-
pling,either by «liding one coil within the
other, varving the angle between the planes
of the coils. or by any other suitable well
known arrangement. At the receiving end
of the line there is bridged a similar eir-
cuit containing a variable induc‘ance I

-and variable condenser (Y and the primary

I” of a transformer. The secondary S’ of
this transformer is connected in series with
a variable inductance I’ and a variable
cendenser C77, and around the condenser is
shunted a detector D of the type commonly
used in wireless telegraphy. 1n eircnit with
the detecter is connected, in the usual way,
the telephone receiver, as shown at F.

The operation of the deviee is as follows:"

High frequency oscillations developed hy
the generator are impressed on the hridge
cireuit containing the induectance I, aud
capacity C, which oscillations then travel
along the line wires A and A’ and are re-
ceived in the receiver R containing the oscil-
latory cirenit 1" ¢, 1f these oscillations
are modified in any suitzble manner. an
effect is 1mmediately produced in the re-
ceiver. :

While various means may be adopted to
give the necessary variations to hish fre-
quency currents, 1 have found it effective
and convenient to place in the circuit of the
generator, or in the line itself. a microphione
transmitter ¥, which produces on the sus-
tained oscillations of high frequency sligh:
modifications  in  amplitude of compara-
tively slow period, but corresponding in
every detail with the ordinary voaice vibra-
tions.  These modified oscillations when ve-
ceived at R and transtormed by the detector
give a reproduction in the telephone receiver
F of speech transmitted from the generator
eircuit.
high frequency they will produce no effoct
whatsoever in the battery'sets BB and I3,
for the impedance of these sets is so high
for-these frequencies as to entirely prevent
their passage. Furthermere, any telephonic
currents transmitted by either of the sets IR
and B’ will teavel over the line wires wt
the same time as the high frequency cur
rents, but they will in no way be influenced
by. nor will they exert any zensible influence
upon the high fregquency currents. It has
been found desivable in praetice to tune the
circuit comprising the line snd bridges-to
the frequeney of the generator by means of
the variable inductances 1. and 1. and the
variable capacities C and C’. The con-
densers C and C’ are also useful in prevent-
ing the passage of any tfelephonic eurrents
from the sets B through the high frequency
bridge circuit, for these eondensers are of
exceedingly small eapacity. being messured
in thousandths of a mierofarad, and thus
interpose too large an impedance for cur-
rents of ordinary telephonic frequenciec,
These condensers, however, when taken in
connection with the inductances L and L.
interpose a low impedance to the oscil-ations
of such high frequencies as lie above 20,000
per second.

Under certain conditions it may be desir-
ableto bave in series with the telephone sets
B and B’ suitable inductance coils, which
will be*of such dimensions as to prevent the
passage of the high frequency oscillations.
but which irterpose oniy small impedance to
the ordinary telephonic currents. In prac-
tice, however, this is fomd to be wnneces-
sary, for the telephonee themselves contain
suflicient imvedance for the purpose.

- Various forms of generator connections

Since these oscillations are of such ¢
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may be used as shown, for example, In Figs.
2tos. In Fg.2 there is shown the gener-
ator (x in serles with the microphone trans-

“mitter M and a variable primary P of a

transformaer. This circuit, as a wrole, may
be substituted, if desired, for the transmitter
circuit shown in Fig. 1. For more carcfuliy
selected tuning, it is sometimes desirable te
uvse the form of transmitter connection
shown in Fig. 3, in which there is included a
condenser (', and the variable inductance L,.
In case the generator is limited in power, it
is desirable to use the circuit shown 1n Fig. 8,
having the same tuned to the frequency of
the generator. In Fig. 4 there is shown still
another form of generator circuit. In this
casethe Duddell are Vissupplied with energy
from the divect current generator G’ through
the choke coils I. Arcund the ave there is
shunted an oscillatory circuit containing a
variable capacity C, and a variable indue-
tance L, in series with the primary of a

 transformer P, This generator circuit may
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then be connected indictively to the bridge
across the line wires, or, if desired, a weeding-
out circuit W may be interposed. This weed-
ing-out cireuit is weil understood in the art,
being made up of a variable condenser C, in
series with a variable inductance L, and the
necessary transformer coils as shown in Fig.
4. As shown in this figure, the telephonic
variations in the oscillations may be intro-
duced by means of a secondary circuit H
containing a microphone or other suitable
transmitter M and battery E and a primary
of a transformer, said primary being indue-
tively connected to the inductance T.,. "This
inductive method of modifying the oscilia-
«ons may be used in the form of circuits
shown in Figs. 1,2, 3 and 5. In Fig. 5 still
another form of generator of cscillations is
shown, this penerator consisting of a mer-
cury vapor lamp connected in series with
the D. C. generaior G’ and suitable choke
coils, the lamp being shunted by a capacity
and induectance of an oscillatory circuit in
the well known manner. Oscillations may

_then he modified by a microphone transmii-

ter M in any suitable manner as describec
above.
In Figs. 8 to 9 there are shown modifica-

tions of the receiver cireuit, and it is to be.

understood that anv one of these circuits
may. if des:red. be substituted for.the one
shown in Fig. 1. All of these circuits are
such receiving circuits as are well known in
the art of wireless telegraphy and telephony
and are described here but briefly. TFig. 6
shows the receiving oscillatory circuit con-
sisting of the variable inductance 1.”", vari-

_able eapacity C’” and the secondary S’ of the

transformer. This circuit is tuned to the
frequency of the oscillations developed by
the generator G. In shunt to the condenser
i3 placed the detector D, which is of some

$80,356

high zesistance type, such as the Audion-or .

the Perikon detector.
types are equally useful in this relation. In
shunt to the detector is shown the telephone
receiver F, with or without battery as may
be desired. In Fig. 7 there is shown, in: con-
nection with the detector circuit, a weeding-
out circuit W of a well known type. It is
noted that in Fig. 7 the detector is connected
directly in series with an oscillatory circuit
containing the condenser C”’ #nd inductance
L', this being a suitable connsction only in
case the detector is of a low resistance type.
As shown in Fig. 8, it may not be necessary
to have the detector circuit tuned when use is
made of the weeding-out circuit W. Fig. 9
shows stiil unother form of receiver circuit,
the oscillations being set up in a cireunit con-
taining the inductance I.”” and capacity-C”.
Around the condenser is shunted a detector
D, such a3 the Perikon dstector in series with
a capacity K of fairly Jarge electrizal di-
mensions. In shunt to the condenser X is
the telephone receiver T

Althoungh numerous types of detectors
have been used, I have found the Audion an
exceedingly useful type, for it requires very
littie attention in the way of adjustments.
The connection of this Audion is shown
clearly in Fig. 6, in which the exhaust bulb

11 contains the filament 12 and the electrode.

13. The filament 12 is heated by the battery
14, and conuected to the filament and the
electrode 13, as shown in the figure, is the
telephone receiver F and the battery 15.

Referring now to Fig. 10: It has been

found possible to bridge across the line cir-
cuit A and A’ a plurality of high frequency
circuits, each one.similar in every respect to
that described in Fig. I. Preferably, the gen-
enators differ from each other in frequency
end differ by such an amount -as to allow
easy selective tuning. It.is apparent that
these two high frequency oscillation gener-
ators, shown in Fig. 10, will be entireiy in-
dependent of each other in the above prop-
erly tuned circtits, so vhat the oscillations,
although existing together on the line, will
be properly separated and selected at the
recaiving stations, that frequency generated
at the transmitter T being selected by the
receiver R. The local circuit and each pair
of bridge circuits with the line are tuned to
the same frequency and to the frequency of
the generator T. Also the receiver R’ 1is
tuned to the same freguency as the gener-
ator T’. Tt is obvicus, in connection with
this, that telegraphic messages may be trans-
mitted as well as telephonic messages. This
¢ illustrated in the transmitter at T, in
which the microphone transmitter is re-
placed by the interrupter N and the tele-
graphic key 17, this key being shown in de-
tail in Fig. 8. In said Fig. 8 there is shown
the key X’, arcund which is shunted a vari-

Other well known
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2ble resistance or inducance O. A vari-

_able portion of this element O is shunted by

the nterrupter N, This avoids the neces.

sity of completely breaking the generator

current, and the signals are made merely by
modifying the oscillations with # definice
frequency.  Obviously, many modifications
of this key may be used.  This form of tel-
egraph transmitter may obviously be sub-
stituted for any of the’ telephone transmit-
ters. By means of this system it is possibie
to transmit simultaneously the ordinary
telephonic speech by means of the sets B gpil
B’ aud high frequency telephonic messages
by means of the transmitter T’, and also tel-
evraphic messages by means of the trans-
n.itter T, :

In Fig. 11 there is shown a still further
modification. in whiech a vlurality of trans-
mitters and receivers are oridged zcross the
lie. 1In this Fig, 11 the generator cireuils
1 are indicated only diagrammatically by
the coil of wire, it being understood that this
represents any of the transmitters shown in
Figs. 2 to 5. The receivers are shown ai
R and only diagrammatically, it being uu-
derstood that any of the receivers shown in
Figs. 6 to 9 being usefnl in this connection.
Obviously, it is possible and desirable to
have some of these transmitters at one end
of the line and the others at the other end.
as indicated by the reference letters T and
R. The receivers may be placed some at
one end and some at the other, and in prac-
tice it would crdinarily be convenient to
have the same number of transmitters and
It is of course ander-
~tood that each transmitter has a frequency
of it= own. and that one receiver and its
i tuned to
the frequency corresponding to their frans-
mitter.  All of theze high frequency cur-
rents may exist upon the lire simultaneons
and have no perceptible effect upon eacn
other. nor will thev
whatsoever upon the ordinary battery t
phonic currents transmitted in the usmt
way.

In Figs. 10 and 11 the telephone sets B aze
merely indicated, it being understoed that
such a set as is shown in Fig. 1 ic o be useq.

It may be desirable in certain cases {o
omit the ordinary battery telephonic sets en-
tirely, in which case the multiplex telephony

would be carried on entirely by high fre- |

quency currends of different pericds. .
In case a common battery telephone cir-
cuit is used, instead of local hattery sets as
shown. it will be neces: ..y to shunt the re-
peating coils by variab v condensers off such
small capacity as to offer a high impedanoe
to ordinary telephone curronts but low im-
pedance to the high frequency oscillations.
Also, in case of Joading coils or other high

53

inductarnices, it will be necessary
similar shunt condensers,

The gencrators here deseribed have a =ingle
period, but it is obvious that. use may be
made of multiperiod generators, in which
case the individual frequencies from said
generators would be used in separate srans-

to put in

mitter clrenits.

described in detail in thig specification, it
1s obvious that many other changes may be
made without departing from the spirit ef
the invention, and I therefore do not wizh to
be limited to the exact connections shown, but

What I claim as my invension iz the Toi-
lowing: ‘

1. In 2 multiplex telephone and tel raph
System., the combination of a pair of line
wires, battery telephone sets bridged across
said line wires; means at one end for im.-
pressing high frequency oscillations on said
line wires; means for modifying said oscilla-
s110ns in accordance with speech; means at
the other end for detecting said oscillalions
the complete circuit for the high frequency
oscillations being tuned to the frequency
of the cscillations. :

2. In a multiplex telephone and telegraph
svstem, the combiunation of a pair of line
wizes, battery telephone sats bridged across
said line wires; a generdtor of high fre-
quency electrie waves or escillations induc-

for modifying the oscillations; a receiver
circuit inductively commected to the line
wires and tuned to the frs ueney of the gen-
erator, air integrating ¢etector in said re-
ceiver circuit and a telephne operatively
connected thereto.

3. In a multiplex telephoiie and telegraph
| system, the combination of ¢ pair of line

_wares, a plurality of generators of high fre-
| quency oscillations inductivelv connected to
! said line wires, means in each generator cir-
have any sensible effect ! ¢ i3

¥

cuit for mod:
v rality of ryce
rected to the

£ the oscillefions; a plu-
civeuits inductively con-
i . Wives, each recsiver eireuit
| being tuned t5 tha fr uency of ene of the
! generators, an integrating detector ia each
receiver circuit and a telephone operatively
connected to each detector. ’

4. In = muliiplex telephone and telegraph
svstem, the combination of s pair of line
wires, battery telephone sets bridged across
said line wires, & generator of high
frequency oscillations, a signaling instru-
ment for modifying the high frequency oscil-
lations, said generator being inductively con-

n uted fo a circuit bridged across the line
wires at cne end thereof, a similar circuit
bridged across the circuit at the other end
and a receiver circuit inductively connected
| thereto said bridges with the line wires pe-
{ ing tuned to the frequency of the generator.

Although several modifications have been

tively connected to said line wires, means
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5. In a multiplex telephone system, the
combination of & pair of line wires, a bat-
tery telephone set bridged across said line
wires at each end thereof, a generator of
oscillations of a frequency above the lirait
of audibility, a telephone transmitter for
modifying the high freguency osciliations,
said, generator being inductively conrected
te a cireuit bridged across the line wires at
one end thereof; a similar eircuit bridged
across the lne at the other end, and a re-
celver circuit inductively

cuits with line wires being tuned to the
frequency of the generator.

6. In a multiplex telephone
combination of a pair of line wires, battery
telephone sets bridged across said line wires,
a generator of high frequency oscillations. a
microphone transmitter for modifying the

system, the

~high frequency oscillations, said generator

being inductively connected to a ecircuit
bridged across the line wires at one end
thereof, said bridging cireuit comprising &
condenser and an inductanics ia series with
the secondary of a transformer; a similar
eircuit bridged across the line at the other
end and a receiver cirenit inductively con-
nected thereto, said bridge circuits with line
wires being tuned to the frequency of the
generator, :

7. In a multiplex telephone system, the
combination of a psir of line wirs, a battery
telephone set bridsed across seid line wires
at each end thereof, a generator of high
frequency oscillations, a microphone trans-
mitter for mod'fying the high frequency
oscillations, ssid generator being inductively
cornected to a circuit bridged across the line

wires at one end thereof, said bridging cir-

cult comprising a condenser and an indue-
tance in series wich the secondary of a trans-
formier; a similar cireuit bridged across the
line at the other end and a recciver circuit
inductively connected thereto, said receiver
circuit being tuned by means of a capacity
and induetance to the frequency of the gen-
erator and said receiver circuit including a
detector of high frequency osdillations, and
a telephone receiver operatively connected to
said detector.

8. Tn a multiplex telephone and telegraph
system, the combination of a pair of line
wires, battery telephone sets bridged across
said Imme wires, 2 plurality of eireuits
bridged acrose the line wires, each cireuit
including. & variable capacity and induec-
tance; a plurality of sources of high fre-
quercy oscillations, one “inductively con-
nected to each of the bridge circuits, a sig-
naling instrument in ecircuit with each
sonres of oscillations to modify the said os-
cillations, a plurality of similar circuits

bridged across the line and a plurality of re-

connected to said,
“last named bridge circuit, said bridge cir-

tance for tuning; a
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ceiver circuits, one inductively connected to
each of the bridge cireuits, each receiver cir-
crit and each pair of bridge circuitswith the
line wires being tuned to the frequency of
the corresponding generator.

- 9. In a multiplex telephone system, the
combination of a pair of line wires, a bat-
tery telcphone set bridged across said line
wires at each end thereof, a plurality of cir-
cuits bridged across the line wires, each cir-
cuit including a variable capacity and in-
ductance; a %urality of sources of high fre-
quency oscillations, one inductively - con-
nected te each of the bridge circuits, a sig-
naling instrument in circuit with each source
of oscillations to modify the said oscilla-
tions, a plurality of similar circuits bridged
across the line and a plurality of veceiver

65

70

75

80

circuits, one inductively connected to each of .

the bridge circvits, each pair of bridge cir-
caits with the line and the corresponding re-
celver circuit being tuned to the frequency of
one of ihe transmitter circuits, each receiver
circuit containing a detoctor of high fre-
quency oscillations and having a telephone
receiver operatively connected thereto.

10. In-a multiplex telephone system, the
combination of a pair of line wires, a plu-
rality of circuits bridged acrosc the line
wires; each cireuit including a variable ca-
pacity and inductance for tuning, a plu-
rality of sources of high frequency oseilla-
tions, one inductively connected to each of
the bridge circuits, a signaling insirument in
circuit with each scurce of oscilletions to

‘modify the said oscillations, a plurality of
-similar circuits bridged across the lins and a
‘plurality of receiver cireuits, one inductively

connected to each of the bridge circuits, each
peir of bridge eircuits with the line and the
corresponding receiver circuit being tuned
to the frequency of one of the transmitter
circuits, each receiver circuit containing &
detector of high frequency oscillations and
having a telephone receiver operatively con-
nected thereto. ’ :

11. In a multiplex telephone system, the
combination of a pair of line wires, battery
telephone sets bridged acrcss said lire wires,
a plurality of loeal transmitter circuits, each
circuit including a high frequency dynamo
‘A series with a varjable capacity, a variable
induetance, a sigraling instrument and the
primary of a transiormer; a plurality of lo-
cal receiver circuits, comprising a variable
conderser in scries with a varable indue-
tance and the sccondary of a transformer
coil; a vecuum detector shunted around said
condenser and a telephone head-piece oper-
atively connected to said vacuum detector; a
pluraiity of bridging circuits connected
across the line wires, each cireuit containing
a variable capacity and a variable induc-
bridging circuit indue-
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tively connected to each transmitter eir-’
cuit; a bridging cireuit inductively con-
nected to’each receiver circuit, each pair of
bridging circuits with the line and its corre-
5 sponding receiver circuit being tuned to the
frequency of ths corres nding transmitter

cireuit, said plurality of transmitter stations |

»

the line wira. LT
' GEORGE OWEN SQUIER.
Witnesses: . C .
- P. 1. Woup,
E. R, Cranm.

and receiver stations being distributed along
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