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Fig. 2: One-stage membrane separation stage without 
recycling 

--- run 

Fig. 3: One-stage membrane separation stage with 
recycling 

Fig. 4: Two-stage membrane separation stage with 
reCompression and recycling 
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Fig. 5: Staged arrangement for retentate and permeate 
with recompression and recycling in the second 
retentate stage upstream of the first retentate stage 

Fig. 6: Staged arrangement for retentate and permeate 
with recompression and recycling in the second 
retentate stage upstream of the second retentate stage 
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Fig. 7: Staged arrangement for permeate with 
recompression 

Fig. 8: Staged arrangement for retentate with permeate 
recycling from the second stage and staged arrangement 
for permeate with recompression 

Fig. 9: Staged arrangement for retentate with permeate 
recycling from the second stage 
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a: 

Fig. 10: Connection arrangement with internal staged 
arrangement for permeate 

Fig. 11 : Illustrative connection arrangement of several 
membrane modules according to invention 
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PROCESS FOR SEPARATION OF GASES 

0001. The invention relates to a specific apparatus, more 
particularly a chain of gas separation membrane modules, for 
separation of gas mixtures into two fractions each of 
increased purity. 
0002. By means of a gas separation membrane, it is pos 
sible to separate gas mixtures on the basis of different perme 
abilities (=flow rate per unit time, unit area, pressure differ 
ential and layer thickness) of the individual gases in a 
polymer. The polymers are generally processed to give hol 
low fibers or flat membranes. The membranes are notable for 
a very thin separation layer at the Surface of the membrane, 
Such that the permeance (flow rate per unit time, unit area and 
pressure differential) of the membrane is at a maximum. 
0003. The separation outcome achievable with a mem 
brane in a single pass depends not only on the selectivity of 
the membrane but also on the pressure ratio between high 
pressure and low-pressure side of the membrane. The greater 
the pressure ratio, the better the maximum separation out 
come achievable. 
0004. In the range of low pressure ratios, the curves for the 
different selectivities run close to one another (see FIG. 1). 
The separation outcome in this range is determined by the 
pressure ratio. This range is therefore referred to as “pressure 
limited'. In the range of high pressure ratios, the separation 
outcome can barely be influenced by the pressure ratio. This 
range is referred to as “selectivity-limited'. 
0005. A series of membrane connection arrangements for 
the separation of gases is known from the literature. In Baker, 
IndEngChemRes, Natural Gas Processing with Membranes, 
47 (2008), there is a comprehensive list of various known 
connection arrangements. For instance, using the example of 
the separation of methane (retentate gas) and CO (permeate 
gas) with a simple one-stage membrane separation step 
according to FIG. 2, high purities can be achieved in the 
product stream (98% CH). However, the quality of the per 
meate-side offgas stream cannot be influenced and is of low 
purity (44% CO). There is correspondingly large slippage, 
i.e. loss of methane. 
0006. In the case of a one-stage connection arrangement 
with recycling (FIG. 3), the purities can be increased slightly. 
However, it is not possible thereby to solve the fundamental 
problem of the low retentate gas yield and of the permeate gas 
quality. 
0007 For higher permeate purities and higher yields of the 
component retained, a series of multistage connection 
arrangements are known. In a connection arrangement with a 
single permeate stage, with recompression and recycling of 
the first permeate (FIG. 4), it is possible to improve permeate 
purity (86%) and methane yield. 
0008 If the better-permeating component occurs in 
increased concentrations (30%), a connection arrangement 
according to FIG. 5 may be advantageous according to the 
literature. Two permeate gas-rich streams (82% CO., 93% 
CO) and one retentate gas-rich stream (82% CH) are pro 
duced. 
0009 Bhide (MemSci, Hybrid processes for the removal 
of acid gases from natural gas, 1998) discloses a three-stage 
operation for the removal of acid gases from natural gas (FIG. 
6). The gas stream to be treated is subjected to a coarse 
purification in an upstream membrane. The prepurified natu 
ral gas which remains on the pressure side is conducted 
through a further membrane. On the retentate side, the target 
product stream forms, the natural gas depleted of the acid 
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gases. The acid gas-enriched stream on the permeate side is 
compressed and Supplied to a further membrane stage. The 
retentate of this stage is compressed to the pressure level of 
the upstream stage and recirculated upstream thereof. This 
additional energy expenditure and financial investment is 
intended to increase the yield of methane. Disadvantages of 
this connection arrangement are the expenditures for the 
compressors and the inadequate purities of the acid gas-en 
riched stream. 
0010 Chenar (MemSci Application of Cardo-type poly 
imide (PI) and polyphenylene oxide (PPO) hollow, 2008) 
describes an operation with staged arrangement for permeate 
with recompression (FIG. 7). Disadvantages of this connec 
tion arrangement are the severely limited purities of the reten 
tate gas and the additional expenditure for the recompression. 
0011 EPO 799 634 discloses a connection arrangement 
according to FIG. 8. However, disadvantages are an addi 
tional potential introduction of oil or water as a sealant and 
lubricant, additional high capital costs, increased energy con 
Sumption resulting from additional compression, and 
increased likelihood of failure as a result of the moving parts. 
0012 Disadvantages of the abovementioned processes are 
the additional recompression and the purities, which are still 
much too low, of retentate gas in the overall retentate stream, 
and the insufficient yields of the retentate gas in the retentate 
Stream. 

0013 FIG. 9 shows a technology which is frequently pro 
posed and has also been implemented particularly for the 
processing of biogas (Air Liquide and Harasek). What is 
disclosed is a connection arrangement with staged arrange 
ment for retentate with permeate recycling from the second 
Stage. 
0014 Eindhoven University of Technology has developed 
a connection arrangement with an internal staged arrange 
ment, which enables methane purities of more than 90% (see 
FIG. 10). A disadvantage of this connection arrangement is 
the inadequate purity of the retentate gas. 
(0015 EP 0 603 798 discloses a multistage connection 
arrangement for production of nitrogen. The disadvantage of 
this process is the insufficient purity of the permeating com 
ponent and the use of at least two compressors. 
0016 EP0695574 discloses a connection arrangement 
with partial utilization of a permeate stream as a Sweep stream 
for the production of a retentate of maximum purity. A dis 
advantage of this process is the insufficient quality of the 
overall permeate. 
(0017 U.S. Pat. No. 5,753,011 discloses a process in which 
combination of membrane separation steps with staged 
arrangement for the permeate and pressure Swing adsorption, 
PSA, achieves high purities for two product streams. A dis 
advantage of this process is the use of a costly and inconve 
nient PSA. 
00.18 EP1634946 discloses a process for processing of 
biogas. Described therein is a thermal utilization of the meth 
ane from the methane-depleted stream. Disadvantages are the 
high costs and the loss of the gas. 
(0019 EP0596268, finally, discloses various connection 
arrangements for production of three different gas composi 
tions. 
0020 U.S. Pat. No. 6,565,626 B1 and U.S. Pat. No. 6,168, 
649 B1 each disclose membrane separation processes with 
three membrane separation stages, wherein a retentate stream 
and a permeate stream from stages 2 and 3 respectively are 
recycled to the crude gas stream. 
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0021. A disadvantage of the processes known from the 
prior art is that either a high purity of the permeate gas or a 
high purity of the retentate gas can be achieved. For the 
simultaneous achievement of high purities of permeate gas 
and retentate gas, as necessary, for example, in the processing 
and feeding of biogas into the natural gas grid as a result of the 
high demands on the methane purity and as a result of the 
limitation of methane slippage, there are no processes which 
do not need a recompression unit or a further purification of 
the permeate or retentate stream (for example thermal post 
combustion of the permeate stream or pressure Swing adsorp 
tion for the retentate stream). 
0022 Proceeding from this prior art, it was an object of the 
present invention to provide apparatuses and processes for 
separation and purification of gas mixtures, which have the 
disadvantages of the prior art processes and apparatuses only 
to a reduced degree, ifatall. More particularly, processes and 
apparatuses which afford both permeate gas and retentate gas 
are to be provided in high purities. In a further specific object, 
this process and this apparatus are to be advantageous in 
terms of investment and operating costs and/or enable a sim 
pler process regime. 
0023. In a next specific object, a process/apparatus usable 
with maximum universality is to be provided for any desired 
gas mixtures. More particularly, it should be possible to sepa 
rate gas streams which are obtained in the production of 
biogas and natural gas, or which comprise carbon dioxide and 
methane in the presence of other gases such as water, hydro 
gen, hydrogen sulfide. 
0024. It was a further specific object of the present inven 
tion to provide a process or an apparatus which enables puri 
fication of methane-containing crude gas streams, with 
reduced methane emission compared to the prior art pro 
cesses at the same throughput, and hence reduced environ 
ment pollution by this strong greenhouse gas. 
0025. Further objects which are not stated explicitly are 
evident from the overall context of the claims, description, 
examples and figures which follow. 
0026. It has now been found that, surprisingly, the appa 
ratus according to claim 1 or one of the claims dependent 
thereon can afford pure streams of permeate and retentate 
without requiring more than one compressor or any need to 
purify the permeate or retentate stream further by other meth 
ods. The inventive apparatus thus enables simultaneous 
achievement of permeate and retentate streams in high purity. 
The capital costs for the plant are low; it does not need any 
additional downstream purification processes. It was thus 
possible to achieve the stated objects with a pure membrane 
separation process. 
0027. The present claims therefore provide the apparatus 
and process claimed in claims 1 to 12 and 13 to 18 respec 
tively, and defined in detail in the description, examples and 
FIG 11. 

0028. The present invention is described in detail herein 
after. First, Some important terms are defined. 
0029. The quotient of the permeances of the individual 
gases gives the selectivity of the membrane for separation 
with regard to the two gases, and thus states how well the 
membrane can separate a gas mixture with regard to the two 
components. Permeate refers to the overall stream obtained 
on the low-pressure side of the membrane, membrane module 
or membrane separation step. 
0030 Permeate gas refers in each case to the component 
(s) enriched in each case in the permeate stream relative to the 
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respective input stream at the membrane, at the membrane 
module or in the membrane separation step. 
0031 Retentate refers to the entire stream which is 
obtained on the high-pressure side of the membrane, mem 
brane modules or membrane separation step and does not 
pass through the membrane. 
0032. Retentate gas refers to the component(s) enriched in 
each case in the retentate stream relative to the respective 
input stream at the membrane, at the membrane module or in 
the membrane separation step. 
0033 Crude gas or crude gas mixture or crude gas stream 
(17) refers to a gas mixture of at least two gases or a stream of 
this gas mixture which is to be separated by means of the 
process according to the invention or the inventive apparatus. 
0034) Feed stream (5) refers to a gas stream which is 
Supplied to the feed stream separation stage (1). This stream, 
for the performance of the process, may correspond to the 
crude gas stream (17) or to the crude gas stream compressed 
by a compressor. After recycling of the second permeate 
stream (9) or of the third retentate stream (10), the feed stream 
(5) is composed of the gases of the crude gas stream (17), of 
the second permeate stream (9) and of the third retentate 
stream (10). The feed stream (5) can be produced either by 
mixing streams (9) and (10) both with the uncompressed 
crude gas stream (17), or mixing both with the compressed 
crude gas stream or mixing one with the uncompressed crude 
gas stream and one with the compressed crude gas stream, or 
by mixing streams (9) and/or (10) with the crude gas stream 
(17) in the compressor. Combinations of the variants 
described above are also encompassed by the present inven 
tion. 
0035 Feed stream separation stage (1) refers to a mem 
brane separation stage for separation of the feed stream (5) 
into a first permeate stream (6) and a first retentate stream (7). 
0036 Retentate separation stage (2) refers to a membrane 
separation stage, which may be of identical or different con 
struction to the feed stream separation stage (1), for separa 
tion of the first retentate stream (7) into a second permeate 
stream (9) and a second retentate stream (8). 
0037 Permeate separation stage (3) refers to a membrane 
separation stage, which may be of identical or different con 
struction to the feed stream separation stage (1) and retentate 
separation stage (2), for separation of the first permeate 
stream (6) into a third permeate stream (11) and a third reten 
tate stream (10). 
0038. The descriptions which follow of preferred and spe 
cific embodiments of the process according to the invention 
and the preferred and particularly suitable executions and the 
drawings and descriptions of the drawings illustrate the 
invention in detail merely by way of example, which means 
that it is not restricted to these execution and use examples or 
to the respective combinations of features within individual 
execution examples. 
0039 Individual features which are specified and/or 
described in connection with specific execution examples are 
not restricted to these execution examples or the combination 
with the other features of these execution examples; instead, 
they can be combined, within the range oftechnical possibili 
ties, with any other variants, even if they are not discussed 
specifically in the present documents. 
0040) Identical reference symbols in the individual figures 
and diagrams of the drawings refer to identical or similar or 
identically or similarly acting components. The diagrams in 
the drawing also make clear those features which are not 
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provided with reference numerals, irrespective of whether 
such features are described hereinafter or not. On the other 
hand, features which are included in the present description 
but are not visible or represented in the drawing are also 
immediately understandable to a person skilled in the art. 
0041. The inventive apparatus (see, for example, FIG. 11) 
comprises a chain of three membrane separation stages. Each 
stage consists of one or more physical gas separation mod 
ules, which are connected in parallel and/or in series within 
one stage. The driving force produced for the gas separation 
in the modules is a partial pressure differential between the 
retentate side and the permeate side in the respective mem 
brane separation stages. The partial pressure differential can 
be generated either by means of a compressor (4) arranged on 
the feed side of the feed stream separation stage (1) and/or by 
means of at least one, preferably one or two, vacuum pump(s) 
(not shown in FIG. 11), preferably in the second permeate 
stream (9) on the permeate side of the retentate separation 
stage (2) and/or in the third permeate stream (11) on the 
permeate side permeate separation stage (3). It may option 
ally be advantageous, in one or more of the membrane sepa 
ration stages, to generate or to enhance the partial pressure 
difference by means of a permeate-side purge gas stream. 
0042. In a preferred configuration of the present invention, 
a compressor (4) brings the crude gas mixture or the gas 
mixture of the crude gas stream (17) and the second permeate 
stream (9) and/or the third retentate stream (10) to the desired 
pressure in the range from 5 to 100 bar, but preferably to a 
pressure of 9 to 75 bar. The resulting feed stream (5) is 
introduced into the feed stream separation stage (1). In the 
feed stream separation stage (1), a preseparation of the crude 
gas mixture into more easily permeating components (per 
meate gas), which pass mainly into the permeate of the first 
stage, and components which permeate less quickly (reten 
tate gas), which are predominantly retained by the membrane 
and are enriched in the retentate, is obtained. 
0043. The process according to the invention or the inven 

tive apparatus is notable in that it is configured such that the 
concentration of at least one permeate gas of the feed stream 
separation stage (1), after recycling of the second permeate 
stream (9) and of the third retentate stream (10), is increased 
in the feed stream (5), preferably by at least 2%, more pref 
erably by at least 3% and most preferably by 3 to 40%, in each 
case compared to the concentration in the crude gas stream 
(17). The increase may depend on the composition of the 
crude gas stream (17) and is particularly marked in the case of 
low concentrations of a permeate gas (10 to 20%). In general, 
the increase in concentration of one of the permeate gases is 
between 2 and 15%, more preferably between 3 and 8%, 
when the content of the permeate gas in the crude gas stream 
(17) is between 30 and 70%. This is because the inventors 
have found that the yield of retentate gas in the overall process 
increases and hence the loss of retentate gas decreases when 
the concentration of the permeate gas in the feed stream 
separation stage (1) is increased. At the same cut in the sepa 
ration stage (ratio of permeate stream to feed stream in the 
stage in question), much less permeate gas passes into the 
permeate of the feed stream separation stage (1) when the 
concentration of at least one component A which permeates 
relatively easily in the feed stream separation stage (1) or of a 
permeate gas (A) is increased in feed stream (5). Analogously, 
a lowering was found when the concentration of component A 
or of a permeate gas A in the feed stream (5) to be purified is 
reduced. For instance, the cut in the separation stage for a 

Apr. 25, 2013 

concentration of 50% of a component A or of a permeate gas 
A in the feed stream (5) to be purified is between and 60%, 
preferably between 15 and 55% and more preferably between 
20 and 50%. In a particularly preferred embodiment of the 
present invention, the process according to the invention or 
the inventive apparatus is therefore configured such that the 
content of permeate gas(es) of the feed stream separation 
stage (1) in feed stream (5) is greater than or equal to 40% by 
volume, preferably more than 50% by volume and very par 
ticularly more than 55% by volume, based on the volume of 
the feed stream (5), after recycling of the second permeate 
stream (9) and of the third retentate stream (10). 
0044) This increase in concentration of the permeate gases 
in the feed stream (5), as already explained, increases the 
efficiency of the feed stream separation stage (1), which in 
turn has the result that less retentate gas B passes into the first 
permeate stream (6). This in turn increases the efficiency of 
the permeate separation stage (3) and ensures that less 
unwanted retentate gas passes into the third permeate stream 
(10) here too. Especially in the case of separation of methane 
containing crude gases, this leads to the advantage that the 
unwanted emissions of methane, which is harmful to the 
climate, were reduced significantly. 
0045. In general, it can be stated that, in the feed stream 
separation stage (1), preferably 20 to 100%, more preferably 
40 to 70%, of component A or of a permeate gas A are 
transferred from the feed stream (5) to the permeate. 
0046. The retentate of the feed stream separation stage (1), 
optionally with pressure reduction by an optionally present 
pressure-reducing valve (12), or with a pressure increase, is 
supplied by means of the first retentate stream (7) to the 
retentate separation stage (2) in which the fine purification is 
effected. On the retentate side of the retentate separation stage 
(2), i.e. in the second retentate stream (8), there is preferably 
a pressure-reducing valve (13), by means of which the pres 
Sure in the system can be maintained and kept constant. The 
content of the less easily permeating components or of a 
retentate gas B is increased further in the retentate separation 
stage (2), such that the content of component B or of a reten 
tate gas B in the second retentate stream (8) is more than 90%, 
preferably more than 95% and more preferably more than 
97%. In a particularly preferred variant, the process according 
to the invention or the inventive apparatus is thus notable in 
that at least 95%, preferably at least 97%, more preferably at 
least 99% and most preferably at least 99.5% of the retentate 
component of the feed stream separation stage (1) which has 
been introduced into the apparatus with the crude gas stream 
(17) is discharged via the second retentate stream (8). 
0047. The cut in the separation stage of retentate separa 
tion stage (2), at a concentration of component A or of a 
permeate gas A of 50% in the first retentate stream (7), is 
between 10 and 60%, preferably between 20 and 50%. 
0048. The permeate of the retentate separation stage (2) is 
recycled by means of the second permeate stream (9), Sup 
plied to the feed stream (5) and reprocessed. This can, as 
already explained above in the definition of the term “feed 
stream', be effected in different ways according to whether a 
compressor (4) or even a multistage compressor (4) is used. In 
the case of a one-stage compressor (4), the second permeate 
stream (9) is preferably supplied to the suction side of the 
compressor (4) (see FIG. 11). If a multistage compressor is 
used, it is preferable that the second permeate stream (9) is 
introduced into the compressor between two compression 
Stages. 
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0049. The permeate of the feed stream separation stage (1) 
which has been greatly enriched with component A or a 
permeate gas A is Supplied by means of the first permeate 
stream (6) to the permeate separation stage (3). If necessary, 
it is possible by means of a pressure-reducing valve (14) in the 
retentate stream of the permeate separation stage (3), i.e. the 
third retentate stream (10), to prevent the pressure of the 
permeate of the feed stream separation stage (1) from declin 
ing to ambient pressure (see FIG. 11). In this way, the driving 
force for the permeate separation stage (3) can be maintained. 
The permeate separation stage (3) produces a permeate with 
a content of component B or of a retentate gas B of greater 
than 95%, preferably greater than 97% and more preferably 
greater than 99%, which is discharged from the apparatus via 
the third permeate stream (11). In a particularly preferred 
embodiment, the inventive apparatus is configured such that 
not more than 5%, preferably not more than 3%, more pref 
erably not more than 1% and most preferably not more than 
0.5% of the retentate component of the feed stream separation 
stage (1) introduced into the apparatus with the crude gas 
stream (17) is discharged via the third permeate stream (11). 
0050. The cut in the separation stage of the permeate sepa 
ration stage (3) is between 50 and 95%, preferably between 
70 and 93%. 

0051. The third retentate stream (10) is recycled, supplied 
to the feed stream (5) and reprocessed. This can, as already 
explained above, be effected in different ways and may 
depend, for example, on whether a compressor (4) or even a 
multistage compressor (4) is used. In the case of a one-stage 
compressor (4), the third retentate stream (10) is preferably 
supplied to the suction side of the compressor (4) (see FIG. 
11). If a multistage compressor is used, it is preferable that the 
third retentate stream (10) is introduced into the compressor 
between two compression stages. In a preferred embodiment 
the retentate of the permeate separation stage (3) is recycled 
without total decompression into an elevated compression 
stage of the compressor (4) and/or the permeate of the second 
stage is recycled into an elevated compression stage of the 
compressor (4). 
0052. The process according to the invention or the inven 

tive apparatus is notable particularly in that it is configured 
Such that the gas Volume recycled in the second permeate 
stream (9) and in the third retentate stream (10) totals less than 
60% by volume, preferably to 50% by volume, most prefer 
ably 20 to 40% by volume, of the volume of the crude gas 
stream (17). The control of the amount of the retentate gas 
streams to be recycled can be controlled, for example, 
through selection of the respective membrane modules in the 
membrane separation stages (1) to (3) or by the pressures in 
the system or by the flows. The process according to the 
invention or the apparatus is thus notable in that, in spite of 
very low return streams, the increase in the concentration of 
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the permeate component in the feed stream (5), which has 
been explained in detail above, is ensured. This distinctly 
increases the efficiency of the overall process. 
0053. The first permeate stream (6) is preferably con 
ducted Such that the feed pressure of the permeate separation 
stage (3), preferably by means of a pressure-reducing valve 
(14) on the retentate side of the permeate separation stage (3), 
is between 1 and 30 bar, preferably between 2 and 20 bar and 
more preferably 3 and 10 bar. 
0054 As already explained, it is particularly advantageous 
when a multistage compressor (4) is used. This is because it is 
possible in this case to dispense with a complete decompres 
sion of the retentate of the permeate separation stage (3), 
since the retentate of the permeate separation stage (3) can be 
fed in between two compressor stages of the compressor (4). 
0055 Since the retentate separation stage (2), in the case 
of decompression to feed pressure, would generally be oper 
ated in the selectivity-limited range, it may be advisable to 
decompress the second permeate stream (9) merely to a 
higher pressure level of a multistage pressure-increasing unit, 
i.e. of a multistage compressor (4), since this reduces the 
operating costs for the compression unit without distinctly 
worsening the separation outcome. In a particularly preferred 
embodiment of the present invention, therefore, a multistage 
compressor (4) is used and the gas streams (9) and (10) are 
Supplied to this compressor in each case between two com 
pression stages. 
0056. As already mentioned, the inventive apparatus may 
comprise one or more pressure-reducing valves (12), (13) or 
(14). In a preferred embodiment, preferably by means of a 
pressure-reducing valve (14), it is ensured that the pressure 
drop over the feed stream separation stage (1) is restricted to 
1 and 30 bar, preferably between 2 and 20 bar and more 
preferably between 3 and 10 bar. Simultaneously or alterna 
tively, preferably by means of a pressure-reducing valve (13), 
it is ensured that the pressure drop over the feed stream 
separation stage (1) and the retentate separation stage (2), is 
restricted to 1 and 100 bar, preferably between 5 and 80 bar 
and more preferably between 10 and 70 bar. 
0057 The inventive apparatus or the process according to 
the invention can in principle be implemented with all mem 
branes which are capable of separating binary gas mixtures or 
multigas mixtures. The membrane materials used are prefer 
ably but not exclusively polymers. Useful polymers in the 
separation-active layer are more preferably polyimides, 
polyamides, polysulfones, cellulose acetates and derivatives, 
polyphenylene oxides, polysiloxanes, polymers with intrin 
sic microporosity, mixed matrix membranes, facilitated 
transport membranes, polyethylene oxides, polypropylene 
oxides, carbon membranes or Zeolites, or mixtures thereof. 
0.058 Particularly preferred membranes comprise, as 
materials for the separation-active layer or as a material for 
the complete membrane, a polyimide of the general formula 

O 
O O O O 

O -R oo: -R 
O O O O 

y 
pi 
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0059 

CH3 CH3 

CH3 
H3C CH3 

-( )-CH,-( )- 

0060 x,y: mol fraction where 0<x<0.5 and 1>y>0.5. 
0061 Such membranes are obtainable from Evonik Fibres 
GmbH under the Polyimid P84 and Polyimid P84 HT names. 
A process for producing these preferred membranes is dis 
closed in WO 2011/0099.19 A1. All membranes disclosed in 
this publication can be used with preference in the process 
according to the invention. To avoid straightforward repeti 
tion, reference is hereby made completely to the content of 
this patent application. It has been found that these mem 
branes can achieve the best separation outcomes. 
0062. The membranes are preferably used in the form of 
hollow fiber membranes and/or flat membranes. The mem 
branes areassembled into modules, which are then used in the 
separation task. The modules used may be all gas separation 
modules known in the prior art, for example but not exclu 
sively hollow fibergas separation modules, spiral-wound gas 
separation modules, cushion gas separation modules or tube 
bundle gas separation modules. 
0063. According to the invention, the gas separation mem 
brane modules have a mixed gas selectivity of components. A 
and B (-ratio of stream A to stream B through the membrane) 
of at least 30, preferably at least 35, more preferably at least 
40, even more preferably of at least 45 and especially prefer 
ably of at least 45 to 80. Membranes of higher selectivity have 
the advantage that the separation becomes more effective and 
less permeate has to be recycled from retentate separation 
stage (2), or less retentate from permeate separation stage (3). 
Thus, especially in the case of use of a one-stage compressor 
(4), it is necessary to compress less gas twice, which entails 
economic advantages in the operation of the plant. In the case 
of very selective membrane modules having a selectivity of 
45, only approx. 35% of the gas introduced into the feed 
stream separation stage (1) as crude gas need be compressed 
twice; with a membrane module having a selectivity of only 
10, it may be the case that the double compression is up to 
300%. The figures of 35% and 300% are based on experi 
ments in which a gas mixture with equimolar amounts of 
components A and B (feed) was applied, with 98.5% com 
ponent B present in the retentate gas of stage (2) and 99% of 
component B in the permeate stream of stage (3). 
0064. It is evident that the inventive operation can be con 
ducted in a much more economically viable manner with 
more selective membranes, and the necessary size of the 
compressor and the energy required can be reduced. 
0065. The process according to the invention/the inventive 
apparatus has the particular advantages that it is a pure mem 
brane process and does not need any additional purification of 
the permeate and/or retentate streams (11) or (8) for many 
applications. For example, in the case of purification of bio 
gas or natural gas (removal of carbon dioxide from meth 

R is selected from the group consisting of 
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ane), there is no longer any need for a pressure Swing adsorp 
tion or amine scrubbing for fine purification of the retentate, 
and so it can be fed into the natural gas grid. 
0066. In addition, with the process according to the inven 
tion/the inventive apparatus, it is possible at the same time to 
produce a pure retentate stream (8) and a pure permeate 
stream (11) in the biogas and natural gas purification. It can 
therefore be released into the atmosphere without any great 
losses of methane and without any great impairment of the 
environment, without any need for further treatment of the 
gas by a catalytic postcombustion or utilization in a combined 
heat and power plant. There is therefore no need for invest 
ment in further plant parts, which leads to a more economi 
cally viable purification process for biogas and natural gas. 
0067. A further advantage is considered to be that the 
process according to the invention/the inventive apparatus 
needs a much lower level of apparatus complexity and energy 
expenditure than the known prior art processes. 
0068. Especially through the combination of the inventive 
features of mixed gas selectivity, control of the amount of the 
retentate streams recycled and increase in the permeate com 
ponent in the feed stream (5), an apparatus or a process much 
Superior to the prior art processes can be provided. 
0069. The inventive apparatus or the process according to 
the invention can especially be used for separation of gas 
mixtures comprising at least two gases, the gas mixture sepa 
rated most preferably being a mixture of predominantly but 
not exclusively carbon dioxide and methane or predomi 
nantly but not exclusively hydrogen and methane or predomi 
nantly but not exclusively carbon monoxide and hydrogen or 
crude biogas or crude natural gas. 
0070 The examples which follow are intended to illustrate 
and describe the present invention in detail, but do not restrict 
it in any way. 
0071. In the examples which follow, it was shown that, 
according to inventive connection arrangement of the mod 
ules and application of particular pressures, it was possible to 
simultaneously produce methane with a purity of more than 
96% and carbon dioxide with a purity of more than 97% from 
a mixture of carbon dioxide and methane in a ratio of 50 to 50. 
0072 Comparative example 1: Separation of a mixture of 
methane and carbon dioxide with a mixing ratio of 50 to 50 
with a moderately selective polyimide membrane 
0073. The FIG. 11 shown connection arrangement was 
used. Each stage consisted of a hollow fiber membrane mod 
ule consisting of hollow polyimide fibers from UBE (NM 
B01 A type). 1.78 m/h of a crude gas mixture of 50% meth 
ane and 50% carbon dioxide, which corresponds approxi 
mately to a gas mixture of biogas, is introduced into a mixing 
chamber (not shown in FIG. 11) and then compressed to 25 
bar together with recycled gas composed of gas streams (9) 
and (10). The gas which has been compressed and cooled to 
20° C. is applied to the feed stream separation stage (1). The 
retentate of the feed stream separation stage (1) is Subse 
quently passed via the first retentate stream (7) to the retentate 
separation stage (2). A reducing valve (13) on the retentate 
side of the retentate separation stage (2) is set to 18.2 bara and 
thus determines the driving force through the membrane of 
membrane separation stages (1) and (2). The retentate of the 
retentate separation stage (2) has a content of 98.5% methane 
and 1.5% carbon dioxide. 0.895 m/h of this mixture leaves 
retentate separation stage (2). The permeate of retentate sepa 
ration stage (2) has a volume flow rate of 0.743 m/h with a 
methane content of 34.5% and a carbon dioxide content of 
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65.5%, and is recycled via the second permeate stream (9) 
into the mixing chamber and compressed again by the com 
pressor (4). 
0074 The permeate of the feed stream separation stage (1) 
has a volume flow rate of 1.67 mi/h with a carbon dioxide 
content of 91.0% and a methane content of 9.0%, and is 
passed via the first permeate stream (6) as feed into the per 
meate separation stage (3). The pressure drop over the mem 
brane of stage (1) does not extend to ambient pressure, but is 
limited to 4.2 bara by a reducing valve (14) on the retentate 
side of the permeate separation stage (3). This gives a third 
permeate stream (11) from permeate separation stage (3) of 
0.885 m/h with a composition of 99.0% carbon dioxide and 
only 1.0% methane. The third retentate stream (10) from the 
permeate separation stage (3) is 0.801 m/h with a composi 
tion of 17.9% methane and 82.1% carbon dioxide and is 
recycled into the mixing chamber and compressed again. The 
sum of recycled gas streams (9) and (10) is therefore 1.544 
m/h or 86.7% based on the amount of gas to be separated 
supplied. Pure product streams are obtained with a relatively 
high double compression rate. The membranes used exhibit a 
moderate mixed gas selectivity for carbon dioxide over meth 
ane of 20. 

EXAMPLE1 

Separation of a Mixture of Methane and Carbon 
Dioxide with a Mixing Ratio of 50 to 50 with a 

Highly Selective Polyimide Membrane 
0075. The FIG. 11 shown connection arrangement was 
used. Each stage consisted of a hollow fiber membrane mod 
ule consisting of highly selective hollow polyimide fibers 
with a separation area of about 5 m permodule. These hollow 
polyimide fibers were produced according to example 19 of 
Austrian patent application A1164/2009, except working 
with a precipitation bath temperature of 40°C. rather than 10° 
C. 1 m/h of a crude gas mixture of 50% methane and 50% 
carbon dioxide, which corresponds approximately to a gas 
mixture of biogas, is introduced into a mixing chamber and 
then compressed to 25 bar together with recycled gas com 
posed of gas streams (9) and (10). The gas which has been 
compressed and cooled to 20°C. is applied to the feed stream 
separation stage (1). The retentate of this stage is passed via 
the first retentate stream (7) to the retentate separation stage 
(2). A reducing valve (13) on the retentate side of the retentate 
separation stage (2) is set to 18.4bara and thus determines the 
driving force through the membrane of membrane separation 
stages (1) and (2). The retentate of the retentate separation 
stage (2) has a content of 98.5% methane and 1.5% carbon 
dioxide. 0.503 m/h of this mixture leaves retentate separa 
tion stage (2). The permeate of retentate separation stage (2) 
has a volume flow rate of 0.262 m/h with a methane content 
of 24.6% and a carbon dioxide content of 75.4%, and is 
recycled via the second permeate stream (9) into the mixing 
chamber and compressed again by the compressor (4). 
0076. The permeate of the feed stream separation stage (1) 
has a volume flow rate of 0.547 mi/h with a carbon dioxide 
content of 92.4% and a methane content of 7.6%, and is 
passed via the first permeate stream (6) as feed into the per 
meate separation stage (3). The pressure drop over the mem 
brane of stage (1) does not extend to ambient pressure, but is 
limited to 5.0 bara by a reducing valve (14) on the retentate 
side of the permeate separation stage (3). This gives a third 
permeate stream (11) from permeate separation stage (3) of 
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0.497 m/h with a composition of 99.0% carbon dioxide and 
only 1.0% methane. The third retentate stream (10) from the 
permeate separation stage (3) is 0.050 m/h. The sum of 
recycled gas streams (9) and (10) is therefore 0.312 m/h or 
31.2% based on the amount of gas to be separated Supplied. 
Pure product streams are obtained with a moderate double 
compression rate. The membranes used exhibit a high mixed 
gas selectivity for carbon dioxide over methane of 45. The 
high selectivity of 45 compared to 20 in the comparative 
example therefore enables a more economically favorable 
process by a lower recompression of 31.2% rather than 
86.7%. 

EXAMPLE 2 

Separation of a Mixture of Methane and Carbon 
Dioxide with a Mixing Ratio of 50 to 50 with a 
Highly Selective Polyimide Membrane with a 

Methane Content in the Permeate Stream of Less 
than 0.5% 

0077. In order to satisfy various legislators, it is necessary 
to minimize the methane loss into the atmosphere. The FIG. 
11 shown connection arrangement was used to lower the 
concentration of methane in the third permeate stream (11) to 
below 0.5% by volume. Each stage consisted of a hollow fiber 
membrane module consisting of highly selective polyimide 
with a separation area of about 5 m per module. These hollow 
polyimide fibers were produced according to example 19 of 
Austrian patent application A1164/2009, except working 
with a precipitation bath temperature of 40°C. rather than 10° 
C. 1 m/h of a crude gas mixture of 50% methane and 50% 
carbon dioxide, which corresponds approximately to a gas 
mixture of biogas, is introduced into a mixing chamber and 
then compressed to 25 bar together with recycled gas com 
posed of gas streams (9) and (10). The gas which has been 
compressed and cooled to 20°C. is applied to the feed stream 
separation stage (1). The retentate of this stage is passed via 
the first retentate stream (7) to the retentate separation stage 
(2). A reducing valve (13) on the retentate side of the retentate 
separation stage (2) is set to 18.1 bara and thus determines the 
driving force through the membrane of membrane separation 
stages (1) and (2). The retentate of the retentate separation 
stage (2) has a content of 98.5% methane and 1.5% carbon 
dioxide. 0.505 m/h of this mixtures leaves retentate separa 
tion stage (2). The permeate of retentate separation stage (2) 
has a volume flow rate of 0.244 m/h with a methane content 
of 26.1% and a carbon dioxide content of 73.9%, and is 
recycled via the second permeate stream (9) into the mixing 
chamber and compressed again by the compressor (4). 
0078. The permeate of the feed stream separation stage (1) 
has a volume flow rate of 0.607 mi/h with a carbon dioxide 
content of 93.1% and a methane content of 6.9%, and is 
passed via the first permeate stream (6) as feed into the per 
meate separation stage (3). The pressure drop over the mem 
brane of stage (1) does not extend to ambient pressure, but is 
limited to 4.4 bara by a reducing valve (14) on the retentate 
side of the permeate separation stage (3). This gives a third 
permeate stream (11) from permeate separation stage (3) of 
0.495 m/h with a composition of 99.5% carbon dioxide and 
only 0.5% methane. The third retentate stream (10) from the 
permeate separation stage (3) is 0.112 m/h and has a com 
position of 35% methane and 65% carbon dioxide and is 
recycled into the mixing chamber and compressed again. The 
sum of recycled streams (9) and (10) is therefore 0.356 m/h 
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or 35.6% based on the amount of gas to be separated supplied. 
Pure product streams are obtained with a moderate double 
compression rate. The membranes used exhibit a high mixed 
gas selectivity for carbon dioxide over methane of 45. 

EXAMPLE 3 

Separation of a Mixture of Methane and Carbon 
Dioxide with a Mixing Ratio of 50 to 50 with a 
Highly Selective Polyimide Membrane with a 

Methane Content in the Permeate Stream of Less 
than 0.5% with The Aid of a Vacuum Pump for the 

Permeate of Stage 2 
0079. In order to satisfy various legislators, it is necessary 
to minimize the methane loss into the atmosphere. The FIG. 
11 shown connection arrangement, Supplemented with a 
vacuum pump not shown in FIG. 11, was used to lower the 
concentration of methane in the third permeate stream (11) to 
below 0.5% by volume. Each stage consisted of a hollow fiber 
membrane module consisting of highly selective hollow 
polyimide fibers with a separation area of about 5 m per 
module. These hollow polyimide fibers were produced 
according to example 19 of Austrian patent application 
A1164/2009, except working with a precipitation bath tem 
perature of 40°C. rather than 10° C. 1 m/h of a crude gas 
mixture of 50% methane and 50% carbon dioxide, which 
corresponds approximately to a gas mixture of biogas, is 
introduced into a mixing chamber and then compressed to 25 
bar together with recycled gas composed of gas streams (9) 
and (10). The gas which has been compressed and cooled to 
20°C. is applied to the feed stream separation stage (1). The 
retentate of this stage is passed via the first retentate stream 
(7) to the retentate separation stage (2). A reducing valve (13) 
on the retentate side of the retentate separation stage (2) is set 
to 14.5 bara and thus determines the driving force through the 
membrane of membrane separation stages (1) and (2). The 
retentate of the retentate separation stage (2) has a content of 
98.5% methane and 1.5% carbon dioxide. 0.505 m/h of this 
mixture leaves retentate separation stage (2). The permeate of 
retentate separation stage (2) has a pressure of 0.2bara, estab 
lished by a vacuum pump, and has a volume flow rate of 0.371 
m/h with a methane content of 13.3% and a carbon dioxide 
content of 86.7%. The gas stream is recycled from the pres 
Sure side of the vacuum pump via the second permeate stream 
(9) into the mixing chamber and compressed again by the 
compressor (4). 
0080. The permeate of the feed stream separation stage (1) 
has a volume flow rate of 0.542 m/h with a carbon dioxide 
content of 94.8% and a methane content of 5.2%, and is 
passed via the first permeate stream (6) as feed into the per 
meate separation stage (3). The pressure drop over the mem 
brane of stage (1) does not extend to ambient pressure, but is 
limited to 4.4 bara by a reducing valve (14) on the retentate 
side of the permeate separation stage (3). This gives a third 
permeate stream (11) from permeate separation stage (3) of 
0.495 m/h with a composition of 99.5% carbon dioxide and 
only 0.5% methane. The third retentate stream (10) from the 
permeate separation stage (3) is 0.047 m/h and has a com 
position of 54.9% methane and 45.1% carbon dioxide and is 
recycled into the mixing chamber and compressed again. The 
sum of recycled streams (9) and (10) is therefore 0.417 mi/h 
or 41.7% based on the amount of gas to be separated Supplied. 
Pure product streams are obtained with a moderate double 
compression rate. The membranes used exhibit a high mixed 
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gas selectivity for carbon dioxide over methane of 45. In 
contrast to the above example 2, less pressure is required 
(14.5 bar rather than 18.1 bar-80.1% of the pressure), and 
only 6.1% more double compression, which leads to a saving 
in compression work. 

EXAMPLE 4 

Separation of a Mixture of Methane and Carbon 
Dioxide with a Mixing Ratio of 50 to 50 with a 
Highly Selective Polyimide Membrane with a 

Methane Content in the Permeate Stream of Less 
than 0.5% with The Aid of a Vacuum Pump for the 
Permeate of Stage 2 And Improved Retentate Purity 

I0081. In order to satisfy various legislators, it is necessary 
to minimize the methane loss into the atmosphere. 
I0082. The FIG. 11 shown connection arrangement, 
Supplemented with a vacuum pump not shown in FIG. 11, was 
used to increase the concentration of methane in the second 
retentate stream (8). The vacuum improves the pressure ratio 
in the retentate separation stage (2) by reducing the pressure 
in the second permeate stream (9), such that the driving force 
is increased and higher purities can be achieved in the second 
retentate stream (8). Each stage consisted of a with a separa 
tion area of about 5 m per module. These hollow polyimide 
fibers were produced according to example 19 of Austrian 
patent application A1164/2009, except working with a pre 
cipitation bath temperature of 40°C. rather than 10°C. 1 m/h 
of a crude gas mixture of 50% methane and 50% carbon 
dioxide, which corresponds approximately to a gas mixture of 
biogas, is introduced into a mixing chamber and then com 
pressed to 25 bar together with recycled gas composed of gas 
streams (9) and (10). The gas which has been compressed and 
cooled to 20°C. is applied to the feed stream separation stage 
(1). The retentate of this stage is passed via the first retentate 
stream (7) to the retentate separation stage (2). A reducing 
valve (13) on the retentate side of the retentate separation 
stage (2) is set to 18.1 bara and thus determines the driving 
force through the membrane of membrane separation stages 
(1) and (2). The retentate of the retentate separation stage (2) 
has a content of 99.7% methane and 0.3% carbon dioxide. 
0.499 m/h of this mixture leaves retentate separation stage 
(2). The permeate of retentate separation stage (2) has a 
pressure of 0.2 bara, established by a vacuum pump, and has 
a volume flow rate of 0.258 m /h with a methane content of 
25.8% and a carbon dioxide content of 74.2%. The gas stream 
is recycled from the pressure side of the vacuum pump via the 
second permeate stream (9) into the mixing chamber and 
compressed again by the compressor (4). 
I0083. The permeate of the feed stream separation stage (1) 
has a volume flow rate of 0.608 m/h with a carbon dioxide 
content of 93.2% and a methane content of 6.8%, and is 
passed via the first permeate stream (6) as feed into the per 
meate separation stage (3). The pressure drop over the mem 
brane of stage (1) does not extend to ambient pressure, but is 
limited to 4.4 bara by a reducing valve (14) on the retentate 
side of the permeate separation stage (3). This gives a third 
permeate stream (11) from permeate separation stage (3) of 
0.501 m/h with a composition of 99.5% carbon dioxide and 
only 0.5% methane. The third retentate stream (10) from the 
permeate separation stage (3) is 0.107 m/h and has a com 
position of 36.2% methane and 63.8% carbon dioxide and is 
recycled into the mixing chamber and compressed again. The 
sum of recycled streams (9) and (10) is therefore 0.366 m/h 
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or 36.6% based on the amount of gas to be separated supplied. 
Pure product streams are obtained with a moderate double 
compression rate. The membranes used exhibit a high mixed 
gas selectivity for carbon dioxide over methane of 45. In 
contrast to the above example 3, use of a vacuum pump on the 
permeate side of the retentate separation stage (2) gives a 
much cleaner retentate with the same compressor output (99. 
7% methane rather than 98.5%). 
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1. An apparatus for separating gases, comprising: 
membrane separation stages; and, 
a compressor, a vacuum pump, or both, 
wherein the membrane separation stages comprise a feed 

stream separation stage, a retentate separation stage, and 
a permeate separation stage: 
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the feed stream separation stage is configured to separate a 
feed stream comprising at least two components into a 
first permeate stream and a first retentate stream, 

the retentate separation stage is configured to divide the 
first retentate stream into a second permeate stream and 
a second retentate stream, 
wherein 

the second permeate stream is Supplied to the feed 
stream, and the second retentate stream is with 
drawn as a product, and 

the permeate separation stage is configured to divide the 
first permeate stream into a third retentate stream and a 
third permeate stream, 
wherein 

the third retentate stream is supplied to the feed 
stream, and the third permeate stream is withdrawn 
as a product, 

the apparatus is configured not to Subject the first permeate 
stream to any recompression, 

the feed stream separation stage comprises, a gas separa 
tion membrane module having a mixed gas selectivity of 
at least 30, 

the apparatus is configured such that a gas Volume recycled 
in the second permeate stream and in the third retentate 
stream totals less than 60% by Volume of a crude gas 
Stream, 

the apparatus is configured to increase a concentration of at 
least one permeate gas of the feed stream separation 
stage, after recycling of the second permeate stream and 
of the third retentate stream, in the feed stream, com 
pared to a concentration in the crude gas stream. 

2. The apparatus of claim 1, wherein 
the apparatus is configured to pass the second permeate 

stream and the third retentate stream alonga Suction side 
of the compressor. 

3. The apparatus of claim 1, comprising: 
a multistage compressor as a compressor. 
4. The apparatus of claim 3, 
wherein 
the apparatus is configured to introduce the second perme 

ate stream, the third retentate stream, or both into the 
compressor between two compression stages. 

5. The apparatus of claim 1, 
wherein the apparatus is configured to pass at least one 

Selected from the group consisting of the first retentate 
stream, the second retentate stream, and the third reten 
tate stream through a pressure-reducing valve. 

6. The apparatus of claim 1, 
wherein 
the gas separation membrane module in at least one of the 
membrane separation stages has a mixed gas selectivity 
of at least 35. 

7. The apparatus of claim 1, 
wherein 
at least one of the membrane separation stages comprises 
more than one gas separation membrane module, 
wherein the modules are connected in parallel, in series, 
or in parallel and in series. 

8. The apparatus of claim 1, 
wherein at least one of the membrane separation stages 

comprises 
a gas separation membrane module comprising a hollow 

fiber membrane, a flat membrane, or both. 
9. The apparatus of claim 1, 
wherein 
a separation-active layer of a membrane comprises a mate 

rial that is an amorphous or semicrystalline polymer. 
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10. The apparatus of claim 9. 
wherein 
the material is a polyimide of formula 
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O 
O O O O 

IC -R oo: -R 
O O O O 

y 
pi 

wherein 
each R is independently selected from the group con 

sisting of 

CH3 CH3 

s s CH, 

H3C CH3 

CH 

X and y are mol fractions, 
0<x<0.5 and 
1>y>0.5. 

11. The apparatus of claim 1, 
wherein 
the apparatus is configured to discharge at least 95% of a 

retentate component of the feed stream separation stage 
which has been introduced into the apparatus with the 
crude gas stream via the second retentate stream. 

12. The apparatus of claim 1, 
wherein 
the apparatus is configured to discharge not more than 5% 

of a retentate component of the feed stream separation 
stage introduced into the apparatus with the crude gas 
stream via the third permeate stream. 

13. A process for separating a gas mixture comprising: 
separating the gas mixture with the apparatus of used claim 

1. 

14. The process of claim 13, wherein 
the gas mixture comprises: 

carbon dioxide and methane; 
hydrogen and methane; 
carbon monoxide and hydrogen; 
a crude biogas; or 
a crude natural gas. 

15. The process of claim 13, 
wherein 
the separating comprises adjusting a pressure on a perme 

ate side of the feed stream separation stage with a pres 
Sure-reducing valve on a retentate side of the permeate 
separation stage, to from 1 to 30 bar. 

16. The process of claim 13, 
wherein 
the separating comprises adjusting a pressure of the first 

and second retentate stream with a pressure-reducing 
valve in the second retentate stream, to from 1 to 100bar. 

17. The process of claim 13, 
wherein 
a driving force is a partial pressure differential between a 

retentate side and a permeate side in the respective mem 
brane separation stages, 
wherein 
the partial pressure differential is generated by at least 

one selected from the group consisting of a compres 
sor in the feed stream, a vacuum pump in the second 
permeate stream, a vacuum pump in the third perme 
ate stream, and a permeate-side purge gas stream. 

18. The process of claim 17, 
wherein 
a pressure of the permeate side of the feed stream separa 

tion stage is greater than or equal to an ambient pressure, 
the driving force comprises the ambient pressure or a 

reduce pressure at the permeate side of the permeate 
separation stage. 

19. The apparatus of claim 9, wherein the material is at 
least one selected from the group consisting of a polyimide, a 
polyamide, a polysulfone, a cellulose acetate, a cellulose 
acetate derivative, a polyphenylene oxide, a polysiloxane, a 
polymer with an intrinsic microporosity, a mixed matrix 
membrane, a facilitated transport membrane, a polyethylene 
oxide, and a polypropylene oxide. 

20. The process of claim 14, wherein the gas mixture 
consists essentially of 

carbon dioxide and methane; 
hydrogen and methane; 
carbon monoxide and hydrogen; 
a crude biogas; or 
a crude natural gas. 

k k k k k 
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