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Foreword

This Technical Specification (TS) has been produced by the 3™ Generation Partnership Project (3GPP).

The contents of the present document are subject to continuing work within the TSG and may change following formal
TSG approval. Should the TSG modify the contents of this present document, it will be re-released by the TSG with an
identifying change of release date and an increase in version number as follows:

Version X.y.z
where:
x the first digit:
1 presented to TSG for information;
2 presented to TSG for approval;
3 or greater indicates TSG approved document under change control.

y the second digit is incremented for all changes of substance, i.e. technical enhancements, corrections,
updates, etc.

z the third digit is incremented when editorial only changes have been incorporated in the document.
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1 Scope

The present document specifies and establishes the characteristics of the physicals layer procedures in the FDD and
TDD modes of E-UTRA.

2 References

The following documents contain provisions which, through reference in this text, constitute provisions of the present
document.

e References are either specific (identified by date of publication, edition number, version number, etc.) or
non-specific.

e For a specific reference, subsequent revisions do not apply.

e For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document
(including a GSM document), a non-specific reference implicitly refers to the latest version of that document in
the same Release as the present document.

[1] 3GPP TR 21.905: "Vocabulary for 3GPP Specifications".

[2] 3GPP TS 36.201: "Evolved Universal Terrestrial Radio Access (E-UTRA); Physical Layer —
General Description".

[3] 3GPP TS 36.211: "Evolved Universal Terrestrial Radio Access (E-UTRA); Physical channels and
modulation".

[4] 3GPP TS 36.212: "Evolved Universal Terrestrial Radio Access (E-UTRA); Multiplexing and
channel coding".

[5] 3GPP TS 36.214: "Evolved Universal Terrestrial Radio Access (E-UTRA); Physical layer —
Measurements".

[6] 3GPP TS 36.101: "Evolved Universal Terrestrial Radio Access (E-UTRA); User Equipment (UE)

radio transmission and reception".

[7] 3GPP TS 36.104: "Evolved Universal Terrestrial Radio Access (E-UTRA); Base Station (BS)
radio transmission and reception".

[8] 3GPP TS 36.321, "Evolved Universal Terrestrial Radio Access (E-UTRA); Medium Access
Control (MAC) protocol specification".

[9] 3GPP TS 36.423, "Evolved Universal Terrestrial Radio Access (E-UTRA); X2 Application
Protocol (X2AP)".

[10] 3GPP TS 36.133, "Evolved Universal Terrestrial Radio Access (E-UTRA); Requirements for
support of radio resource management".

[11] 3GPP TS 36.331, "Evolved Universal Terrestrial Radio Access (E-UTRA); Radio Resource
Control (RRC) protocol specification".

[12] 3GPP TS 36.306: "Evolved Universal Terrestrial Radio Access (E-UTRA); User Equipment (UE)
radio access capabilities".

3 Symbols and abbreviations
3.1 Symbols

For the purposes of the present document, the following symbols apply:

N System frame number as defined in [3]

3GPP
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Ny

DL
NceIIs

NB:

Nrs
UL

Nsymb

RB
Nsc

TS

3.2
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Slot number within a radio frame as defined in [3]

Number of configured cells

Downlink bandwidth configuration, expressed in units of NSEB as defined in [3]
Uplink bandwidth configuration, expressed in units of NSIEB as defined in [3]

Number of SC-FDMA symbols in an uplink slot as defined in [3]

Resource block size in the frequency domain, expressed as a number of subcarriers as defined in

[3]

Basic time unit as defined in [3]

Abbreviations

For the purposes of the present document, the abbreviations given in TR 21.905 [1] and the following apply.
An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any,

in TR 21.905 [1].

ACK
BCH
CCE
CDD
CcG
CIF
CQI
CRC
CsI
CSI-IM
DAI
DCI
DL
DL-SCH
DTX
EPDCCH
EPRE
MCG
MCS
NACK
PBCH
PCFICH
PDCCH
PDSCH
PHICH
PMCH
PMI
PRACH
PRS
PRB
PSBCH
PSCCH
PSCell
PSDCH
PSSCH
PSSS
PUCCH
PUSCH
PTI
RBG
RE

RI

Acknowledgement

Broadcast Channel

Control Channel Element

Cyclic Delay Diversity

Cell Group

Carrier Indicator Field

Channel Quality Indicator

Cyclic Redundancy Check

Channel State Information
CSl-interference measurement
Downlink Assignment Index
Downlink Control Information
Downlink

Downlink Shared Channel
Discontinuous Transmission
Enhanced Physical Downlink Control Channel
Energy Per Resource Element
Master Cell Group

Modulation and Coding Scheme
Negative Acknowledgement
Physical Broadcast Channel

Physical Control Format Indicator Channel
Physical Downlink Control Channel
Physical Downlink Shared Channel
Physical Hybrid ARQ Indicator Channel
Physical Multicast Channel
Precoding Matrix Indicator

Physical Random Access Channel
Positioning Reference Signal
Physical Resource Block

Physical Sidelink Broadcast Channel
Physical Sidelink Control Channel
Primary Secondary cell

Physical Sidelink Discovery Channel
Physical Sidelink Shared Channel
Primary Sidelink Synchronisation Signal
Physical Uplink Control Channel
Physical Uplink Shared Channel
Precoding Type Indicator

Resource Block Group

Resource Element

Rank Indication
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RS

SCG
SINR
SPS C-RNTI
SR

SRS
SSSS
TAG
TBS
ucl

UE

UL
UL-SCH
VRB

Reference Signal

Secondary Cell Group

Signal to Interference plus Noise Ratio
Semi-Persistent Scheduling C-RNTI
Scheduling Request

Sounding Reference Symbol
Secondary Sidelink Synchronisation Signal
Timing Advance Group

Transport Block Size

Uplink Control Information

User Equipment

Uplink

Uplink Shared Channel

Virtual Resource Block

3GPP
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4 Synchronization procedures
4.1 Cell search

Cell search is the procedure by which a UE acquires time and frequency synchronization with a cell and detects the
physical layer Cell ID of that cell. E-UTRA cell search supports a scalable overall transmission bandwidth
corresponding to 6 resource blocks and upwards.

The following signals are transmitted in the downlink to facilitate cell search: the primary and secondary
synchronization signals.

A UE may assume the antenna ports 0 — 3 and the antenna port for the primary/secondary synchronization signals of a
serving cell are quasi co-located (as defined in [3]) with respect to Doppler shift and average delay.

4.2 Timing synchronization
4.2.1 Radio link monitoring

The downlink radio link quality of the primary cell shall be monitored by the UE for the purpose of indicating out-of-
sync/in-sync status to higher layers.

If the UE is configured with a SCG [11], the downlink radio link quality of the PSCell [11] of the SCG shall be
monitored by the UE for the purpose of indicating out-of-sync/in-sync status to higher layers.

In non-DRX mode operation, the physical layer in the UE shall every radio frame assess the radio link quality,
evaluated over the previous time period defined in [10], against thresholds (Qou and Qin) defined by relevant tests in
[10].

In DRX mode operation, the physical layer in the UE shall at least once every DRX period assess the radio link quality,
evaluated over the previous time period defined in [10], against thresholds (Qou and Qin) defined by relevant tests in
[10].

If higher-layer signalling indicates certain subframes for restricted radio link monitoring, the radio link quality shall not
be monitored in any subframe other than those indicated.

The physical layer in the UE shall in radio frames where the radio link quality is assessed indicate out-of-sync to higher
layers when the radio link quality is worse than the threshold Q.. When the radio link quality is better than the
threshold Qin, the physical layer in the UE shall in radio frames where the radio link quality is assessed indicate in-sync
to higher layers.

422 Inter-cell synchronization

No functionality is specified in this subclause in this release.

4.2.3 Transmission timing adjustments

Upon reception of a timing advance command for a TAG containing the primary cell or PSCell, the UE shall adjust
uplink transmission timing for PUCCH/PUSCH/SRS of the primary cell or PSCell based on the received timing
advance command.

The UL transmission timing for PUSCH/SRS of a secondary cell is the same as the primary cell if the secondary cell
and the primary cell belong to the same TAG. If the primary cell in a TAG has a frame structure type 1 and a secondary
cell in the same TAG has a frame structure type 2, UE may assume that Nta > 624.

If the UE is configured with a SCG, the UL transmission timing for PUSCH/SRS of a secondary cell other than the
PSCell is the same as the PScell if the secondary cell and the PSCell belong to the same TAG.

Upon reception of a timing advance command for a TAG not containing the primary cell or PSCell, if all the serving
cells in the TAG have the same frame structure type, the UE shall adjust uplink transmission timing for PUSCH/SRS of
all the secondary cells in the TAG based on the received timing advance command where the UL transmission timing
for PUSCH /SRS is the same for all the secondary cells in the TAG.

3GPP

Samsung Exhibit 1010, Page 10 of 239
Samsung Electronics Co., Ltd. v. Asus Technology Licensing Inc.
IPR2024-00614



Release 12 1" 3GPP TS 36.213 V12.5.0 (2015-03)

Upon reception of a timing advance command for a TAG not containing the primary cell or PSCell, if a serving cell in
the TAG has a different frame structure type compared to the frame structure type of another serving cell in the same
TAG, the UE shall adjust uplink transmission timing for PUSCH/SRS of all the secondary cells in the TAG by using
Nraoftset = 624 regardless of the frame structure type of the serving cells and based on the received timing advance
command where the UL transmission timing for PUSCH /SRS is the same for all the secondary cells in the TAG.
Nroftset 1s described in [3].

The timing advance command for a TAG indicates the change of the uplink timing relative to the current uplink timing
for the TAG as multiples of 16 T, . The start timing of the random access preamble is specified in [3].

In case of random access response, an 11-bit timing advance command [8], Ta, for a TAG indicates Nta values by index
values of Ta=0, 1,2, ..., 1282, where an amount of the time alignment for the TAG is given by Nta = Ta x16. Ntais
defined in [3].

In other cases, a 6-bit timing advance command [8], Ta, for a TAG indicates adjustment of the current Nta value, Ntaold,
to the new Nra value, Ntanew, by index values of TA=0, 1, 2,..., 63, where Ntanew = Ntaold + (Ta —31)x16. Here,
adjustment of Nta value by a positive or a negative amount indicates advancing or delaying the uplink transmission
timing for the TAG by a given amount respectively.

For a timing advance command received on subframe n, the corresponding adjustment of the uplink transmission timing
shall apply from the beginning of subframe n+6. For serving cells in the same TAG, when the UE's uplink
PUCCH/PUSCH/SRS transmissions in subframe n and subframe n+1 are overlapped due to the timing adjustment, the
UE shall complete transmission of subframe n and not transmit the overlapped part of subframe n+1.

If the received downlink timing changes and is not compensated or is only partly compensated by the uplink timing
adjustment without timing advance command as specified in [10], the UE changes Nta accordingly.

4.3 Timing for Secondary Cell Activation / Deactivation

When a UE receives an activation command [8] for a secondary cell in subframe n, the corresponding actions in [8]
shall be applied no later than the minimum requirement defined in [10] and no earlier than subframe n+8, except for the
following:

- the actions related to CSI reporting
- the actions related to the sCellDeactivationTimer associated with the secondary cell [8]
which shall be applied in subframe n+8.

When a UE receives a deactivation command [8] for a secondary cell or the sCellDeactivationTimer associated with the
secondary cell expires in subframe N, the corresponding actions in [8] shall apply no later than the minimum
requirement defined in [10], except for the actions related to CSI reporting which shall be applied in subframe n+8.

3GPP

Samsung Exhibit 1010, Page 11 of 239
Samsung Electronics Co., Ltd. v. Asus Technology Licensing Inc.
IPR2024-00614



Release 12 12 3GPP TS 36.213 V12.5.0 (2015-03)

5 Power control

Downlink power control determines the Energy Per Resource Element (EPRE). The term resource element energy
denotes the energy prior to CP insertion. The term resource element energy also denotes the average energy taken over
all constellation points for the modulation scheme applied. Uplink power control determines the average power over a
SC-FDMA symbol in which the physical channel is transmitted.

5.1 Uplink power control
Uplink power control controls the transmit power of the different uplink physical channels.

For PUSCH, the transmit power FSPUSCH,c(i) defined in subclause 5.1.1, is first scaled by the ratio of the number of

antennas ports with a non-zero PUSCH transmission to the number of configured antenna ports for the transmission
scheme. The resulting scaled power is then split equally across the antenna ports on which the non-zero PUSCH is
transmitted.

For PUCCH or SRS, the transmit power FA)PUCCH(i) , defined in subclause 5.1.1.1, or FA’SRS,C(i) is split equally across

the configured antenna ports for PUCCH or SRS. FA’SRS,C (i) is the linear value of Psgg (i) defined in subclause 5.1.3.

A cell wide overload indicator (OI) and a High Interference Indicator (HII) to control UL interference are defined in [9].

For a serving cell with frame structure type 1, a UE is not expected to be configured with
UplinkPowerControlDedicated-v12x0.

5.1.1 Physical uplink shared channel
If the UE is configured with a SCG, the UE shall apply the procedures described in this clause for both MCG and SCG

- When the procedures are applied for MCG, the terms ‘secondary cell’, ‘secondary cells’ , ‘serving cell’, ‘serving
cells’ in this clause refer to secondary cell, secondary cells, serving cell, serving cells belonging to the MCG
respectively.

- When the procedures are applied for SCG, the terms ‘secondary cell’, ‘secondary cells’, ‘serving cell’, ‘serving
cells’ in this clause refer to secondary cell, secondary cells (not including PSCell), serving cell, serving cells
belonging to the SCG respectively. The term ‘primary cell’ in this clause refers to the PSCell of the SCG.

5111 UE behaviour

The setting of the UE Transmit power for a Physical Uplink Shared Channel (PUSCH) transmission is defined as
follows.

If the UE transmits PUSCH without a simultaneous PUCCH for the serving cell c, then the UE transmit power
Ppusch,c(i) for PUSCH transmission in subframe i for the serving cell Cis given by

. _ | Pemax,c (),
Ppusch,c (1) = min : . . _ .+ [dBm]
101og;o(Mpysch,c (D) +Po puscrh,e (1) +ac (i) Ple + Arp (1) + fe (i)

If the UE transmits PUSCH simultaneous with PUCCH for the serving cell c, then the UE transmit power
Ppusch,c(i)  for the PUSCH transmission in subframe i for the serving cell ¢ is given by

1010g10(|5CMAX,c(i)_ 'SPUCCH(i)), (dBm]
101og;o(Mpysch,c (D)) + Po pusch,c (i) +ac(j)-Ple + At (i) + fc (i)

Pruscr,c (i) = min{

If the UE is not transmitting PUSCH for the serving cell c, for the accumulation of TPC command received with DCI
format 3/3A for PUSCH, the UE shall assume that the UE transmit power Ppygcpc(i) for the PUSCH transmission in

subframe i for the serving cell € is computed by
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where,

Pruscre (1) = min{PCMAX,c (1), P puscieM+ac ()Pl + f (i) } [dBm]

Pemax, ¢ (1) is the configured UE transmit power defined in [6] in subframe i for serving cell ¢ and

FA’CMAX’C(i) is the linear value of Pryiax (i) - If the UE transmits PUCCH without PUSCH in subframe i for

the serving cell ¢, for the accumulation of TPC command received with DCI format 3/3A for PUSCH, the UE
shall assume Pryax (i) as given by subclause 5.1.2.1. If the UE does not transmit PUCCH and PUSCH in

subframe i for the serving cell ¢, for the accumulation of TPC command received with DCI format 3/3A for
PUSCH, the UE shall compute Pcyax (i) assuming MPR=0dB, A-MPR=0dB, P-MPR=0dB and ATc =0dB,

where MPR, A-MPR, P-MPR and AT¢ are defined in [6].
ISPUCCH(i) is the linear value of Ppyccp (i) defined in subclause 5.1.2.1

M puscr, (i) is the bandwidth of the PUSCH resource assignment expressed in number of resource blocks valid

for subframe i and serving cell C.

If the UE is configured with higher layer parameter UplinkPowerControlDedicated-v12x0 for serving cell ¢
and if subframe 1 belongs to uplink power control subframe set 2 as indicated by the higher layer parameter
tpc-SubframeSet-r12,

- when j=0, B pyscine(0) = Fo v puscrie2(0) + Fo nowar puscie2(0) » where j=0 is used for PUSCH

(re)transmissions corresponding to a semi-persistent grant. Py ;. PUSCH.c.2 (0) and P, yopmar PUSCH.c.2 (0)
are the parameters p0-UE-PUSCH-Persistent-SubframeSet2-r12 and p0-NominalPUSCH-Persistent -

SubframeSet2-r12 respectively provided by higher layers, for each serving cell c.
- when j=1, Py pusene (D) = P ve puscre2 (1) + Po nowmmar puscriea (1) » where j=1 is used for PUSCH
(re)transmissions corresponding to a dynamic scheduled grant. Po UE PUSCH.c.2 (I)and

Po nommaL pusciie2 (1) are the parameters p0-UE-PUSCH-SubframeSet2-r12 and  pO-NominalPUSCH-
SubframeSet2-r12 respectively, provided by higher layers for serving cell C.

- when j=2, By puscne(2) = Fo ue puscre (2) + Fo nowmmac puscie (2) where By g puscn(2) =0 and
POfNOMINALfPUSCH,c (2)= POfPRE + ApreamiBLe g3 » Where the parameter
preamblelnitialReceivedTargetPower [8] ( POJ,RE ) and APREAMBLEstg3 are signalled from higher layers
for serving cell ¢, where j=2 is used for PUSCH (re)transmissions corresponding to the random access
response grant.

Otherwise

- Po pusch,c (J) is a parameter composed of the sum of a component Pg nommvaL pusch,c(]) provided
from higher layers for j=0 and 1 and a component Pg yg pusch,(J) provided by higher layers for j=0 and

1 for serving cell ¢. For PUSCH (re)transmissions corresponding to a semi-persistent grant then j=0 , for
PUSCH (re)transmissions corresponding to a dynamic scheduled grant then j=1 and for PUSCH
(re)transmissions corresponding to the random access response grant then j=2. Py yg puscu,c(2) =0 and

Po NomINAL PUSCH,c(2) = Po pRE +APREAMBLE Msg3 » Where the parameter
preamblelnitialReceivedTargetPower [8] ( POfPRE ) and APREAMBLE7M593 are signalled from higher layers
for serving cell C.

If the UE is configured with higher layer parameter UplinkPowerControlDedicated-v12x0 for serving cell ¢

and if subframe i belongs to uplink power control subframe set 2 as indicated by the higher layer parameter
tpc-SubframeSet-r12,
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- Forj=0orl, a.(])= a., € {0, 0.4,0.5,0.6,0.7,0.8,0.9, 1}. Q_ , is the parameter alpha-
SubframeSet2-r12 provided by higher layers for each serving cell ¢.

- Forj=2, a(])=1.

Otherwise

- Forj=0orl, a;c¢ {O, 0.4,0.5,0.6,0.7,0.8,0.9, 1} is a 3-bit parameter provided by higher layers for
serving cell c. Forj=2, a.(j)=1.

- PL¢ is the downlink path loss estimate calculated in the UE for serving cell ¢ indBand PL;, =
referenceSignalPower — higher layer filtered RSRP, where referenceSignalPower is provided by higher layers
and RSRP is defined in [5] for the reference serving cell and the higher layer filter configuration is defined in
[11] for the reference serving cell. If serving cell ¢ belongs to a TAG containing the primary cell then, for the
uplink of the primary cell, the primary cell is used as the reference serving cell for determining
referenceSignalPower and higher layer filtered RSRP. For the uplink of the secondary cell, the serving cell
configured by the higher layer parameter pathlossReferenceLinking defined in [11] is used as the reference
serving cell for determining referenceSignalPower and higher layer filtered RSRP. If serving cell ¢ belongs to
a TAG containing the PSCell then, for the uplink of the PSCell, the PSCell is used as the reference serving cell
for determining referenceSignalPower and higher layer filtered RSRP; for the uplink of the secondary cell other
than PSCell, the serving cell configured by the higher layer parameter pathlossReferenceLinking defined in [11]
is used as the reference serving cell for determining referenceSignalPower and higher layer filtered RSRP. If
serving cell € belongs to a TAG not containing the primary cell or PSCell then serving cell C is used as the
reference serving cell for determining referenceSignalPower and higher layer filtered RSRP.

- A ()= 1010g10((2BPREK5 - 1)~ Oﬁ-fggtCH ) for Kg=1.25and 0 for Kg =0where Kjg is given by the

parameter deltaMCS-Enabled provided by higher layers for each serving cell ¢. BPRE and ﬂOF;fLSJeStCH , for

each serving cell c, are computed as below. Kg =0 for transmission mode 2.

c-1
- BPRE =Oc(q; / NRg for control data sent via PUSCH without UL-SCH data and Z K, /Ny for other

r=0
cases.

- where C is the number of code blocks, K, is the size for code block r, Ocq is the number of

r
CQI/PMI bits including CRC bits and N is the number of resource elements determined as

_initi _initi PUSCH —initial PUSCH-initial
MSI?:USCH initial | N PU%CH initial , where C , Kr , Msc and N

sym symb are defined in

NRE:

[4].

- BEE = el for control data sent via PUSCH without UL-SCH data and 1 for other cases.

- OpuscH, 18 a correction value, also referred to as a TPC command and is included in PDCCH/EPDCCH with

DCI format 0/4 for serving cell c or jointly coded with other TPC commands in PDCCH with DCI format 3/3A
whose CRC parity bits are scrambled with TPC-PUSCH-RNTI. If the UE is configured with higher layer
parameter UplinkPowerControlDedicated-v12x0 for serving cell ¢ and if subframe i belongs to uplink power
control subframe set 2 as indicated by the higher layer parameter tpc-SubframeSet-r12, the current PUSCH

power control adjustment state for serving cell cis given by f_,(i), and the UE shalluse f_,(i) instead of
fo (i) to determine Ppygcep ¢ (i) - Otherwise, the current PUSCH power control adjustment state for serving cell

cis givenby fo(i). f (i) and f.(i) are defined by:

- fC (l) = fc(l - 1) + 5PUSCH,C(i - KPUSCH) and fc,z(i) = fc,Z(i - 1) + 5PUSCH,c(i - KPUSCH) if accumulation
is enabled based on the parameter Accumulation-enabled provided by higher layers or if the TPC
command JSpygcyyc is included in a PDCCH/EPDCCH with DCI format 0 for serving cell ¢ where the

CRC is scrambled by the Temporary C-RNTI
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where Spyscrc (i — Kpuscn ) was signalled on PDCCH/EPDCCH with DCI format 0/4 or PDCCH with

DCI format 3/3A on subframe i— Kpyscy , and where f.(0) is the first value after reset of
accumulation.

The value of Kpygcy 1s
- For FDD or FDD-TDD and serving cell frame structure type 1, Kpygcy =4

- For TDD, if the UE is configured with more than one serving cell and the TDD UL/DL configuration
of at least two configured serving cells is not the same, or if the UE is configured with the parameter
EIMTA-MainConfigServCell-r12 for at least one serving cell, or for FDD-TDD and serving cell frame
structure type 2, the "TDD UL/DL configuration" refers to the UL-reference UL/DL configuration
(defined in subclause 8.0) for serving cell C.

- For TDD UL/DL configurations 1-6, Keuson is given in Table 5.1.1.1-1

- For TDD UL/DL configuration 0

- If the PUSCH transmission in subframe 2 or 7 is scheduled with a PDCCH/EPDCCH of DCI
format 0/4 in which the LSB of the UL index is setto 1, Kpygecy =7

- For all other PUSCH transmissions, Kpscy is given in Table 5.1.1.1-1.

For serving cell ¢ the UE attempts to decode a PDCCH/EPDCCH of DCI format 0/4 with the UE's C-
RNTTI or DCI format 0 for SPS C-RNTI and a PDCCH of DCI format 3/3A with this UE's TPC-PUSCH-
RNTI in every subframe except when in DRX or where serving cell ¢ is deactivated.

If DCI format 0/4 for serving cell cand DCI format 3/3A are both detected in the same subframe, then
the UE shall use the Spygcp,c provided in DCI format 0/4.

Opyusch, = 0dB for a subframe where no TPC command is decoded for serving cell ¢ or where DRX
occurs or i is not an uplink subframe in TDD or FDD-TDD and serving cell ¢ frame structure type 2.

The Spysch, dB accumulated values signalled on PDCCH/EPDCCH with DCI format 0/4 are given in

Table 5.1.1.1-2. If the PDCCH/EPDCCH with DCI format O is validated as a SPS activation or release
PDCCH/EPDCCH, then 6pyscy, is 0dB.

The Opygey dB accumulated values signalled on PDCCH with DCI format 3/3A are one of SET1 given

in Table 5.1.1.1-2 or SET2 given in Table 5.1.1.1-3 as determined by the parameter TPC-Index provided
by higher layers.

If UE has reached Poypax o (i) for serving cell ¢, positive TPC commands for serving cell ¢ shall not

be accumulated
If UE has reached minimum power, negative TPC commands shall not be accumulated

If the UE is not configured with higher layer parameter UplinkPowerControlDedicated-v12x0 for serving
cell C, the UE shall reset accumulation

- Forserving cell ¢, when Py yg pusch,c value is changed by higher layers

- For serving cell ¢, when the UE receives random access response message for serving cell C

If the UE is configured with higher layer parameter UplinkPowerControlDedicated-v12x0 for serving cell
c,

- the UE shall reset accumulation corresponding to f.(*) for serving cell C

- when Po ug pusch,c Value is changed by higher layers
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- when the UE receives random access response message for serving cell ¢

- the UE shall reset accumulation corresponding to fc,2 (*) for serving cell ¢

- when |:)07UIU,USC,_LC’2 value is changed by higher layers

- If the UE is configured with higher layer parameter UplinkPowerControlDedicated-v12x0 for serving cell
C and

- if subframe i belongs to uplink power control subframe set 2 as indicated by the higher layer
parameter tpc-SubframeSet-r12 f_ (i) = f_(i—1)

- if subframe i does not belong to uplink power control subframe set 2 as indicated by the higher layer
parameter tpc-SubframeSet-r12 f_,(i)= f_,(i—1)

- fc() = Spusch,e (1 — Kpysch) and fc,z(i) = 5PUSCH,C(i — Kpysen) if accumulation is not enabled for
serving cell ¢ based on the parameter Accumulation-enabled provided by higher layers

- where Spyscp (i — Kpyscn) was signalled on PDCCH/EPDCCH with DCI format 0/4 for serving cell

¢ onsubframe i—Kpygen
- The value of Kpygoy 18
- For FDD or FDD-TDD and serving cell frame structure type 1, Kpyscy =4

- For TDD, if the UE is configured with more than one serving cell and the TDD UL/DL configuration
of at least two configured serving cells is not the same, or if the UE is configured with the parameter
EIMTA-MainConfigServCell-ri12 for at least one serving cell, or FDD-TDD and serving cell frame
structure type 2, the "TDD UL/DL configuration" refers to the UL-reference UL/DL configuration
(defined in subclause 8.0) for serving cell C.

- For TDD UL/DL configurations 1-6, Kousc is given in Table 5.1.1.1-1.
- For TDD UL/DL configuration 0

- If the PUSCH transmission in subframe 2 or 7 is scheduled with a PDCCH/EPDCCH of DCI
format 0/4 in which the LSB of the UL index is setto 1, Kpygcy =7

- For all other PUSCH transmissions, Kpscy is given in Table 5.1.1.1-1.

- The Jpygcp, dB absolute values signalled on PDCCH/EPDCCH with DCI format 0/4 are given in

Table 5.1.1.1-2. If the PDCCH/EPDCCH with DCI format 0 is validated as a SPS activation or release
PDCCH/EPDCCH, then 5PUSCH,C is 0dB.

- fo()="f.(i—-1) and fc,z(i) = fc,z(i —1) for a subframe where no PDCCH/EPDCCH with DCI
format 0/4 is decoded for serving cell ¢ or where DRX occurs or i is not an uplink subframe in TDD or

FDD-TDD and serving cell ¢ frame structure type 2.

- If the UE is configured with higher layer parameter UplinkPowerControlDedicated-v12x0 for serving cell
C and

- if subframe i belongs to uplink power control subframe set 2 as indicated by the higher layer
parameter tpc-SubframeSet-r12 f_ (i) = f_(i—1)

- if subframe i does not belong to uplink power control subframe set 2 as indicated by the higher layer
parameter tpc-SubframeSet-r12 f_,(i)= f_,(i—1)
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- For both types of f.(*) (accumulation or current absolute) the first value is set as follows:

- If Po ug pusch, Value is changed by higher layers and serving cell C is the primary cell or, if

Po UE pusch,c Value is received by higher layers and serving cell ¢ is a Secondary cell
- f.(0)=0

- Else

- If the UE receives the random access response message for a serving cell C

where

- £ (0)=AP, ., . +0

ampup,c msg2,c >

0

msg2.c 18 the TPC command indicated in the random access response corresponding to the

random access preamble transmitted in the serving cell C, see subclause 6.2, and

10log,,(M PUSCH,c (0))
AP, =min| ¢ max| 0, Poyax c —| + Po puschc(2)+ On

rampup,c Sg2 H

+a,(2)-PL+ A (0)

AF’ramplmrequested’C and APrampuprequested,c is provided by higher layers and

corresponds to the total power ramp-up requested by higher layers from the first to the last
preamble in the serving cell ¢, Mgy (0)is the bandwidth of the PUSCH resource

assignment expressed in number of resource blocks valid for the subframe of first PUSCH
transmission in the serving cell c, and Atr¢(0) is the power adjustment of first PUSCH
transmission in the serving cell C.

- If PO_UE_PUSCH,C,Z value is received by higher layers for a serving cell c.

- f,(0)=0

Table 5.1.1.1-1: K, ., for TDD configuration 0-6

TDD UL/DL subframe number i

Configuration |0 |1 |2 |3 |4|5|6|7|8|9
0 -16]17]4 -16]714
1 -1 -16]4]-]-]-164
2 -l -4 -|-]-1-14]-]-
3 -l -14144]-]-]-|-]-
4 - -14l4)-]-]-]- -
5 -l -4 --1-1-1-1-]-
6 - -17|7|5]|-]- 7 -
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Table 5.1.1.1-2: Mapping of TPC Command Field in DCI format 0/3/4 to absolute and accumulated
dpuscH Values

TPC Command Field in
DCl format 0/3/4 Accumulated Spyscp, [dB] | Absolute Spysch, [dB] only DCI format 0/4
0 -1 -4
1 0 1
2 1
3 3

Table 5.1.1.1-3: Mapping of TPC Command Field in DCI format 3A to accumulated JSpygcy, values

TPC Command Field in
DCI format 3A

0] -1

1

Accumulated Spyscy, [dB]

If the UE is not configured with an SCG, and if the total transmit power of the UE would exceed ISCM ax (1), the UE

scales ISPUSCH,c (i) for the serving cell c in subframe i such that the condition
Z W(i) : PPUSCH,C (') < (PCMAX (') - PPUCCH(i))
C

is satisfied where Ppyccy(i) is the linear value of Ppyccp(i) s FA’PUSCH,C(i) is the linear value of Ppygcpc(i),

Pemax (1) s the linear value of the UE total configured maximum output power Peyay defined in [6] in subframe i
andw(i) is a scaling factor of FA’PUSCH,c(i) for serving cell ¢ where 0<w(i)<1. In case there is no PUCCH

transmission in subframe i FA)PUCCH(i) =0.

If the UE is not configured with an SCG and if the UE has PUSCH transmission with UCI on serving cell j and PUSCH

without UCI in any of the remaining serving cells, and the total transmit power of the UE would exceed Pgyax (1), the

UE scales ISPUSCH,c (i) for the serving cells without UCI in subframe i such that the condition

ZW(i) ' If)PUSCH,c (') < (ﬁCMAX (') - If)PUSCH,j ('))

c#]j

is satisfied where ﬁpUSCH’ j(i) is the PUSCH transmit power for the cell with UCI and w(i) is a scaling factor of

ﬁpUSCH’C (i) for serving cell ¢ without UCI. In this case, no power scaling is applied to If’PUSCH, i

A

unless Zw(i) . IsPUSCH,c(i) =0 and the total transmit power of the UE still would exceed Pgyax ().

C#]j

For a UE not configured with a SCG, note that w(i) values are the same across serving cells when W(i) > 0 but for
certain serving cells w(i) may be zero.

If the UE is not configured with an SCG, and if the UE has simultaneous PUCCH and PUSCH transmission with UCI
on serving cell j and PUSCH transmission without UCI in any of the remaining serving cells, and the total transmit

power of the UE would exceed FA:’C,\,I ax (1) , the UE obtains ISPUSCH,C (i) according to

IsPUSCH,j ()= min(lsPUSCH,j (), (lSCMAX O ISPUCCH (')))

and
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ZW(i) ' ISPUSCH,C (') < (I3CMAX (') - IS1>UCCH (') - ISPUSCH,j ('))

c#]

If the UE is not configured with a SCG, and

If the UE is configured with multiple TAGs, and if the PUCCH/PUSCH transmission of the UE on subframe |
for a given serving cell in a TAG overlaps some portion of the first symbol of the PUSCH transmission on
subframe 1+ 1 for a different serving cell in another TAG the UE shall adjust its total transmission power to

not exceed PCM ax on any overlapped portion.

If the UE is configured with multiple TAGs, and if the PUSCH transmission of the UE on subframe | fora
given serving cell in a TAG overlaps some portion of the first symbol of the PUCCH transmission on subframe
i +1 for a different serving cell in another TAG the UE shall adjust its total transmission power to not exceed

PCM ax on any overlapped portion.

If the UE is configured with multiple TAGs, and if the SRS transmission of the UE in a symbol on subframe |
for a given serving cell in a TAG overlaps with the PUCCH/PUSCH transmission on subframe I or subframe
i +1 for a different serving cell in the same or another TAG the UE shall drop SRS if its total transmission

power exceeds PCM ax on any overlapped portion of the symbol.

If the UE is configured with multiple TAGs and more than 2 serving cells, and if the SRS transmission of the UE
in a symbol on subframe | for a given serving cell overlaps with the SRS transmission on subframe | for a
different serving cell(s) and with PUSCH/PUCCH transmission on subframe i or subframe i+ 1 for another
serving cell(s) the UE shall drop the SRS transmissions if the total transmission power exceeds PCMAX on any

overlapped portion of the symbol.

If the UE is configured with multiple TAGs, the UE shall, when requested by higher layers, to transmit PRACH
in a secondary serving cell in parallel with SRS transmission in a symbol on a subframe of a different serving

cell belonging to a different TAG, drop SRS if the total transmission power exceeds PCM ax on any overlapped

portion in the symbol.

If the UE is configured with multiple TAGs, the UE shall, when requested by higher layers, to transmit PRACH
in a secondary serving cell in parallel with PUSCH/PUCCH in a different serving cell belonging to a different
TAG, adjust the transmission power of PUSCH/PUCCH so that its total transmission power does not exceed

PCM ax on the overlapped portion.

511.2 Power headroom

There are two types of UE power headroom reports defined. A UE power headroom PH  is valid for subframe i for
serving cell C.

If the UE is configured with a SCG, and if the higher layer parameter phr-ModeOtherCG-r12 for a CG indicates
‘virtual’, for power headroom reports transmitted on that CG, the UE shall compute PH assuming that it does not
transmit PUSCH/PUCCH on any serving cell of the other CG.

If the UE is configured with a SCG,

For computing power headroom for cells belonging to MCG, the term ‘serving cell” in this subclause refers to
serving cell belonging to the MCG.

For computing power headroom for cells belonging to SCG, the term ‘serving cell’ in this subclause refers to
serving cell belonging to the SCG. The term ‘primary cell’ in this subclause refers to the PSCell of the SCG.

Type 1:
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If the UE transmits PUSCH without PUCCH in subframe i for serving cell ¢, power headroom for a Type 1 report is
computed using

PH ypet,c (i) = Pomax ¢ (D)— {1010g10(M puscH,c(D)+ Po pusch,c (1) +ac(J) - Ple + Arpc (i) + fc (i) } [dB]

where, Py (i), Mpuscre® . Po pusciie(3). @(i). Plg. Ay (i) and fo(i) are defined in subclause
5.1.1.1.

If the UE transmits PUSCH with PUCCH in subframe i for serving cell ¢, power headroom for a Type 1 report is
computed using

PH ypet.c () = Pemax.c()— {1010g10(Mpuscrt.e (0)+Po pusciie()+@c (i) Ple +Agp () + f (i) | [dB]

where, Mpyschc(). Po puscre(i), @c()), Ple, Ay (i) and f¢(i) are defined in subclause 5.1.1.1.
'SCM AX ¢ (1) is computed based on the requirements in [6] assuming a PUSCH only transmission in subframe i . For

this case, the physical layer delivers 5CMAX c()instead of Peypax (i) to higher layers.

If the UE does not transmit PUSCH in subframe i for serving cell ¢, power headroom for a Type 1 report is
computed using

PH ype1,c (1) = '5CMAX,c(i)— { Po puscr,e(D) +ac(1)-PLg + fe (i) } [dB]

where, ISCMAX,C(i) is computed assuming MPR=0dB, A-MPR=0dB, P-MPR=0dB and AT¢ =0dB, where MPR , A-
MPR, P-MPR and ATc are defined in [6]. Po pusc,c(1), ac(1), PL¢,and f¢(i)are defined in subclause 5.1.1.1.

Type 2:

If the UE transmits PUSCH simultaneous with PUCCH in subframe i for the primary cell, power headroom for a Type
2 report is computed using

(1010g 10 (M puscre (1)+Po, puscite (D+@e (1)-Ple +Agge (D)+ fe (1))/10

PH type2 (1) = Pemax ¢ (1) —101og; [dB]

" lo(POJ’UCCH +PL¢ +h(nCQI >NHARQ:NsR )‘*‘AF)UCCH (F)+ATxD(F')+g(i))/10

where, Peyvax,c» Mpuscre (s Po puscre())s @c(J), Ay (i) and fc(i) are the primary cell parameters as
defined in subclause 5.1.1.1 and Py pycens Ple, h(NcgrsNHARQ»NsR) s Ar puccu(F). Aty (F') and g(i) are
defined in subclause 5.1.2.1

If the UE transmits PUSCH without PUCCH in subframe i for the primary cell, power headroom for a Type 2 report is
computed using

(1010g10(M pusch,e (N+Po puscre (D+ac(1)-Ple+Arg, (i)+fe (i)) 10

PH =P i)—10lo , [dB]
type2 (1) = Pemax c (1) 210 . 10(P07PUCCH+PLC+9('))/10

where, Pepaxe (@, Mpuscre() . Po pusch,e(1)s @c(i), Ay (i) and fc(i) are the primary cell parameters as

defined in subclause 5.1.1.1 and Py pyccy» PLe and g(i) are defined in subclause 5.1.2.1.
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If the UE transmits PUCCH without PUSCH in subframe i for the primary cell, power headroom for a Type 2 report is
computed using

10(Po_puscie (D+arc (1-PLe + fe ()10

PH ypea (i) = Pomax ¢ (i) —10log; o [dB]

n IO(POJUCCH +PL¢ +h(”co| NHARQ-NSR )+AF7PUCCH (F)+ATxD(F')+9(i))/10

where, Py puscr,c(l). ac(l)and fc(i) are the primary cell parameters as defined in subclause 5.1.1.1,

Pemax.c () > Po puccn> Ple, N(Ncqr-NHARQ:NsR)» Af puccr(F)» Axp (F') and g(i) are also defined in
subclause 5.1.2.1.

If the UE does not transmit PUCCH or PUSCH in subframe i for the primary cell, power headroom for a Type 2
report is computed using

oPo_ruscrie (D+a (1-PLe+ fe ()10
[dB]

PH i)=P i)—101
type2 (1) = Pemax ¢ (1) 0810 . IO(PUUCCH +PL+g(i)10

where, ISCM ax c(i) is computed assuming MPR=0dB, A-MPR=0dB, P-MPR=0dB and AT¢ =0dB, where MPR ,

A-MPR, P-MPR and ATc are defined in [6], Py pyuscr,c(1), ac(l) and f¢(i) are the primary cell parameters as

defined in subclause 5.1.1.1 and Py pyccy»> PLe and g(i) are defined in subclause 5.1.2.1.

The power headroom shall be rounded to the closest value in the range [40; -23] dB with steps of 1 dB and is delivered
by the physical layer to higher layers.

If the UE is configured with higher layer parameter UplinkPowerControlDedicated-v12x0 for serving cell ¢ and if
subframe i belongs to uplink power control subframe set 2 as indicated by the higher layer parameter tpc-

SubframeSet-r12, the UE shall use f_, (i) instead of f¢ (i) to compute PH (i) and PH (i) for

typel,c type2,c

subframe i and serving cell ¢, where fc,z (1) is defined in subclause 5.1.1.1.
5.1.2 Physical uplink control channel

If the UE is configured with a SCG, the UE shall apply the procedures described in this subclause for both MCG and
SCG.

- When the procedures are applied for MCG, the term ‘serving cell’ in this subclause refers to serving cell
belonging to the MCG.

- When the procedures are applied for SCG, the term ‘serving cell’ in this subclause refers to serving cell
belonging to the SCG. The term ‘primary cell” in this subclause refers to the PSCell of the SCG.

51.21 UE behaviour

If serving cell Cis the primary cell, the setting of the UE Transmit power Ppyccyy for the physical uplink control channel
(PUCCH) transmission in subframe i for serving cell ¢ is defined by

Pemax,c (1),

P i)=min , ¢ [dBm]
puccr (i) {pO_PUCCH +PL. + h(an| >NHARQ, HSR)+ AF_pUCCH(F)+ Arxp (F') + 9(')}

If the UE is not transmitting PUCCH for the primary cell, for the accumulation of TPC command for PUCCH, the UE
shall assume that the UE transmit power Ppyccy for PUCCH in subframe i is computed by

Pouccn (') = min{PCMAX,c (), Po puccn +PLc + g(i )} [dBm]

where

3GPP

Samsung Exhibit 1010, Page 21 of 239
Samsung Electronics Co., Ltd. v. Asus Technology Licensing Inc.
IPR2024-00614



Release 12 22 3GPP TS 36.213 V12.5.0 (2015-03)

- Pomax.c () is the configured UE transmit power defined in [6] in subframe i for serving cell c. If the UE

transmits PUSCH without PUCCH in subframe 1 for the serving cell ¢, for the accumulation of TPC command
for PUCCH, the UE shall assume Pryax (i) as given by subclause 5.1.1.1. If the UE does not transmit

PUCCH and PUSCH in subframe i for the serving cell c, for the accumulation of TPC command for PUCCH,
the UE shall compute Peyjax (i) assuming MPR=0dB, A-MPR=0dB, P-MPR=0dB and ATc =0dB, where

MPR, A-MPR, P-MPR and AT¢ are defined in [6].

- The parameter Ag pycey(F) is provided by higher layers. Each Ag pycey(F) value corresponds to a PUCCH
format (F) relative to PUCCH format 1a, where each PUCCH format (F ) is defined in Table 5.4-1 of [3].

- Ifthe UE is configured by higher layers to transmit PUCCH on two antenna ports, the value of Aq,p(F')is
provided by higher layers where each PUCCH format F' is defined in Table 5.4-1 of [3] ; otherwise,
Arp(F')=0.

- h(ncqy sNHARQ»Nsr) is @ PUCCH format dependent value, where Ngg, corresponds to the number of

information bits for the channel quality information defined in subclause 5.2.3.3 in [4]. ngg =1 if subframe i is
configured for SR for the UE not having any associated transport block for UL-SCH, otherwise ngg =0. If the

UE is configured with more than one serving cell, or the UE is configured with one serving cell and transmitting
using PUCCH format 3, the value of nparqg is defined in subclause 10.1; otherwise, Npyarg is the number of

HARQ-ACK bits sent in subframe i.
- For PUCCH format 1,1a and 1b h(nCQ| , nHARQ ,NgR ): 0
- For PUCCH format 1b with channel selection, if the UE is configured with more than one serving cell,

NHARQ — !

h(an| 5 nHARQ, nSR) = , otherwise, h(nCQ| ,nHARQ, Nsr )= 0

- For PUCCH format 2, 2a, 2b and normal cyclic prefix

n
): IOloglo[%J ifnCQ| >4

0 otherwise

h(nCQI »NHARQ, NsR

- For PUCCH format 2 and extended cyclic prefix

n +n
1010g10(wJ if nCQ| +nHARQ >4

0 otherwise

h(nCQI sNHARQ, nSR):

- For PUCCH format 3 and when UE transmits HARQ-ACK/SR without periodic CSI,

- Ifthe UE is configured by higher layers to transmit PUCCH format 3 on two antenna ports, or if the UE
transmits more than 11 bits of HARQ-ACK/SR

NHARQ +Nsr —1

h(ncqr s NHARQS NsR) = 3

- Otherwise

NHARQ +Nsr —1

h(ncqrsNHARQNsR) = 3

- For PUCCH format 3 and when UE transmits HARQ-ACK/SR and periodic CSI,

- If the UE is configured by higher layers to transmit PUCCH format 3 on two antenna ports, or if the UE
transmits more than 11 bits of HARQ-ACK/SR and CSI
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nHARQ +Nge + nCQI -1
3

h(nCQI > nHARQ > nSR) =

- Otherwise

Naro + Nsg + N —1
2

h(ncm >Niarg > nsrz) =

Po puccn 18 a parameter composed of the sum of a parameter Py, yominar puccu Provided by higher layers

and a parameter PinEipUCCH provided by higher layers.

Opuccn 18 a UE specific correction value, also referred to as a TPC command, included in a PDCCH with DCI

format 1A/1B/1D/1/2A/2/2B/2C/2D for the primary cell, or included in an EPDCCH with DCI format
1A/1B/1D/1/2A/2/2B/2C/2D for the primary cell, or sent jointly coded with other UE specific PUCCH
correction values on a PDCCH with DCI format 3/3A whose CRC parity bits are scrambled with TPC-PUCCH-
RNTI.

- IfaUE is not configured for EPDCCH monitoring, the UE attempts to decode a PDCCH of DCI format 3/3A
with the UE's TPC-PUCCH-RNTI and one or several PDCCHs of DCI format 1A/1B/1D/1/2A/2/2B/2C/2D
with the UE's C-RNTI or SPS C-RNTI on every subframe except when in DRX.

- IfaUE is configured for EPDCCH monitoring, the UE attempts to decode

- a PDCCH of DCI format 3/3A with the UE's TPC-PUCCH-RNTI and one or several PDCCHs of DCI
format 1A/1B/1D/1/2A/2/2B/2C/2D with the UE's C-RNTI or SPS C-RNTI as described in subclause
9.1.1, and

- one or several EPDCCHs of DCI format 1A/1B/1D/1/2A/2/2B/2C/2D with the UE's C-RNTI or SPS C-
RNTI, as described in subclause 9.1.4.

- If the UE decodes
- a PDCCH with DCI format 1A/1B/1D/1/2A/2/2B/2C/2D or
- an EPDCCH with DCI format 1A/1B/1D/1/2A/2/2B/2C/2D

for the primary cell and the corresponding detected RNTI equals the C-RNTI or SPS C-RNTI of the UE
and the TPC field in the DCI format is not used to determine the PUCCH resource as in subclause 10.1,
the UE shall use the Spyccy provided in that PDCCH/EPDCCH.

Else

- if the UE decodes a PDCCH with DCI format 3/3A, the UE shall use the Jpyccpy provided in that
PDCCH

else the UE shall set dpyccy =0 dB.

M-1
- g)=9(-D+ Z Opucch (i—Ky,) where g(i) is the current PUCCH power control adjustment state and

m=0

where g(0)is the first value after reset.
- For FDD or FDD-TDD and primary cell frame structure type 1, M =1 and ko =4,

- For TDD, values of M and km are given in Table 10.1.3.1-1, where the “UL/DL configuration” in

Table 10.1.3.1-1 corresponds to the eimta-HargReferenceConfig-r12 for the primary cell when the UE is
configured with the parameter EIMTA-MainConfigServCell-r12 for the primary cell.

- The 5PUCCH dB values signalled on PDCCH with DCI format 1A/1B/1D/1/2A/2/2B/2C/2D or EPDCCH

with DCI format 1A/1B/1D/1/2A/2/2B/2C/2D are given in Table 5.1.2.1-1. If the PDCCH with DCI
format 1/1A/2/2A/2B/2C/2D or EPDCCH with DCI format 1/1A/2A/2/2B/2C/2D is validated as an SPS
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activation PDCCH/EPDCCH, or the PDCCH/EPDCCH with DCI format 1A is validated as an SPS
release PDCCH/EPDCCH, then Jpyccy 1s 0dB.

- The 5PUCCH dB values signalled on PDCCH with DCI format 3/3A are given in Table 5.1.2.1-1 or in
Table 5.1.2.1-2 as semi-statically configured by higher layers.

- If By ug puccn Vvalue is changed by higher layers,

- g(0)=0
- Else

- 9(0) = AR mpup + Omsg2 » Where

- Omggz 1 the TPC command indicated in the random access response corresponding to the random

access preamble transmitted in the primary cell, see subclause 6.2 and

- if UE is transmitting PUCCH in subframe i,

Pof PUCCH
APrampup = min| { max 07 PCMAX,C -+ PLc + h(nCQI,nHARQ,nSR) >
+Ar pucen(F) +Anp(F")
APrampuprequested
Otherwise,
=mi d AP
AI:)rampup =min [{max (05 PCMAX,C - (P07 PUCCH + PLc ))}’ AF)rampuprequested ]an rampuprequested

is provided by higher layers and corresponds to the total power ramp-up requested by higher layers
from the first to the last preamble in the primary cell.

- If UE has reached Prypax (i) for the primary cell, positive TPC commands for the primary cell shall

not be accumulated.
- If UE has reached minimum power, negative TPC commands shall not be accumulated.
- UE shall reset accumulation

- when By yg puccn Vvalue is changed by higher layers

- when the UE receives a random access response message for the primary cell

- g(i)=g(i—1) if 1 is not an uplink subframe in TDD or FDD-TDD and primary cell frame structure
type 2.
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Table 5.1.2.1-1: Mapping of TPC Command Field in DCI format 1A/1B/1D/1/2A/2B/2C/2D/2/3 t0 Opyccy

values
TPC Command Field in S [dB]
DCI format 1A/1B/1D/1/2A/2B/2C/2D/2/3 PUCCH
0 -1
1 0
2 1
3 3

Table 5.1.2.1-2: Mapping of TPC Command Field in DCI format 3Ato O, Values

TPC Command Field in

DCI format 3A 5PUCCH [dB]
0 -1
1 1

5.1.3 Sounding Reference Symbol (SRS)
5.1.3.1 UE behaviour

The setting of the UE Transmit power Pgpg for the SRS transmitted on subframe i for serving cell ¢ is defined by

Psrs.c(i)= min{ Pemax.c (), Psrs oFFsET.c (M) +1010g1o(Mggs o)+ Po puscr.c(§) + ac(J)- PLe + f(i) } [dBm]

where

- Pomaxc () is the configured UE transmit power defined in [6] in subframe i for serving cell c.

- Psrs oFFsET,c(M) is semi-statically configured by higher layers for m=0 and m=1 for serving cell C. For SRS

transmission given trigger type 0 then m=0 and for SRS transmission given trigger type 1 then m=1.

- Mggg, is the bandwidth of the SRS transmission in subframe i for serving cell ¢ expressed in number of

resource blocks.

- fc(i) is the current PUSCH power control adjustment state for serving cell C, see subclause 5.1.1.1.
- PoipUSCH’c(j) and o¢(]) are parameters as defined in subclause 5.1.1.1 for subframe I, where j=1.

If the UE is not configured with an SCG, and if the total transmit power of the UE for the Sounding Reference Symbol
in an SC-FDMA symbol would exceed Peyay (i) , the UE scales ISSRS,C(i) for the serving cell ¢ and the SC-FDMA

symbol in subframe i such that the condition

ZW(i) : ISSRS,C OF ISCMAX ()

is satisfied where FA’SRS’C (i) is the linear value of Pggg (i), ISCMAX (i) is the linear value of Pyay defined in [6] in

subframe i and W(i) is a scaling factor of ISSRs,c(i) for serving cell ¢ where 0 <w(i) <1. Note that w(i) values are
the same across serving cells.
If the UE is not configured with an SCG, and if the UE is configured with multiple TAGs and the SRS transmission of

the UE in an SC-FDMA symbol for a serving cell in subframe 1 in a TAG overlaps with the SRS transmission in
another SC-FDMA symbol in subframe 1 for a serving cell in another TAG, and if the total transmit power of the UE

for the Sounding Reference Symbol in the overlapped portion would exceed If’CMAX (i), the UE scales FA’SRS,C(i) for the
serving cell ¢ and each of the overlapped SRS SC-FDMA symbols in subframe | such that the condition
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ZW(i) : ISSRs,c < ISCMAX ()
C

is satisfied where FA’SRS,C(i) is the linear value of Pgyg (i), f’CMAX (i) is the linear value of Poyax defined in [6] in

subframe i and W(i) is a scaling factor of FA’SRS’C (i) for serving cell ¢ where 0<w(i)<1. Note that w(i) values are
the same across serving cells.

If the UE is configured with higher layer parameter UplinkPowerControlDedicated-v12x0 for serving cell ¢ and if
subframe 1 belongs to uplink power control subframe set 2 as indicated by the higher layer parameter tpc-

SubframeSet-r12, the UE shall use fc’2 (i) instead of fg (i) to determine Psrs.c(i) for subframe i and serving cell

c,where f_,(i) is defined in subclause 5.1.1.1.

514 Power allocation for dual connectivity

If a UE is configured with multiple cell groups,

- if the UE supports synchronous dual connectivity but does not support asynchronous dual connectivity, or if the
UE supports both synchronous dual connectivity and asynchronous dual connectivity and if the higher layer
parameter DC-PowerControlMode indicates dual connectivity power control mode 1

- if the maximum uplink timing difference between transmitted signals to different serving cells including

serving cells belonging to different CGs is equal to or less than Ty, yhresnold

- The UE shall use the procedures described in sub clause 5.1.4.1.

- Ifa PRACH transmission of the UE on the Pcell starting in subframe 11 of MCG overlaps in time domain
with another PRACH transmission of the UE starting in subframe 12 of SCG, and if subframe il and
subframe 12 overlap in time with more than one symbol, and if the total power of both the PRACH

transmissions would exceed |:A’CM Ax (11,12) , the UE shall transmit the PRACH on the Pcell using the
preamble transmission power P,y described in subclause 6.1. The UE may drop or adjust the power
of the PRACH transmission in subframe 12 of SCG such that the total power does not exceed

|5CM Ax (11,12) , where FA’CM Ax (11,12) is the linear value configured transmitted power for Dual

Connectivity for the subframe pair (i 1, i2)as described in [6]. If the UE drops the PRACH

transmission, it sends power ramping suspension indicator to the higher layers. If the UE adjusts the
power of PRACH transmission, it may send power ramping suspension indicator to the higher layers.

- if the UE supports both synchronous dual connectivity and asynchronous dual connectivity and if the higher
layer parameter DC-PowerControlMode does not indicate dual connectivity power control mode 1

- The UE shall use the procedures described in sub clause 5.1.4.2 .

- Ifa PRACH transmission on the Pcell in subframe 11 of MCG overlaps in time another PRACH
transmission in subframe 12 of SCG, and if the time difference between the start of the two PRACH
transmissions is less than 30720-T_, and if the transmission timing of the PRACH on the Pcell (according
to subclause 6.1.1) is such that the UE is ready to transmit the PRACH on Pcell at least one subframe before
subframe 11 of MCG, and if the total power of both the PRACH transmissions exceeds F3CM Ax (11,12) , the
UE shall transmit the PRACH on the Pcell using the preamble transmission power Ppracn described in
subclause 6.1. The UE may drop or adjust the power of the PRACH transmission in subframe 12 of SCG

such that the total power does not exceed |3CM Ax (11,12), where ISCM ax (11,12) is the linear value

configured transmitted power for Dual Connectivity for the subframe pair (i 1, i2)as described in [6]. If the

UE drops the PRACH transmissions, it sends power ramping suspension indicator to the higher layers. If the
UE adjusts the power of PRACH transmission, it may send power ramping suspension indicator to the higher
layers.
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514.1 Dual connectivity power control Mode 1

If the UE PUSCH/PUCCH transmission(s) in subframe i1 of CG1 overlap in time with PUSCH/PUCCH
transmission(s) in more than one symbol of subframe 12 of CG2 or if at least the last symbol the UE PUSCH/PUCCH
transmission(s) in subframe 11 of CG1 overlap in time with SRS transmission(s) of subframe 12, and

- if the UE has a PUCCH/PUSCH transmission with UCI including HARQ-ACK/SR in subframe il of CG1: If
the UE has a PUCCH transmission with UCI including HARQ-ACK/SR in subframe 11 of CG1 and if

A A

Poucen cei(il) would exceed S1(il), the UE scales Poycey e (i1) such that the condition

al(il)- If)PUCCH_CGl(il) = max {0, Sl(il)} is satisfied where 0 < r1(i1) <1 and

P'oucen_cer (D) = al(il) - Boyeon_cai(iD) - If Boycon_coi (i) would not exceed S1(il),

IS'PUCCHfCGl (in) = FA)PUCCHfCGl(il) . If the UE has a PUSCH transmission with UCI including HARQ-ACK in
subframe 11 of serving cell C, € CGl, and if FA’F,USC,_LCl (i1) would exceed S1(i1), the UE scales

FA’PUSC,_LCl (1) such that the condition a1(i1)- |:A’PUSC,_LCl (11) = max {O, S1@ 1)} is satisfied where

0<al(i) <1 and Py (i1) = ad(i1)- Poygepyo (i) If Poygey (i1) would not exceed SI(il),

P'PUSCH,CI (il) = ppusw,c1 (il)-
S1(i1) is determined as follows
0,

) A - A a .| Maxy A R N £
SI(1) = Py (112) = P (1) = By (2 —min{ | Py (iL12)- 7882 =B, )]
P, (i2)
where

- ISul(il) = FA)PRACHfCGl(il);

- if CG1 is MCG and CG2 is SCG,

qul (i2)= IﬁPRACH _CG2 (i2);

ﬁ)'ql (i2) = IsPUCCHfCGZ(i?‘) + Z (F’SPUSCH,Cz (i2) + 5SRS,02 (i2)) >

c,eCG2

- ifCGl1 is SCG and CG2 is MCG

- if the UE has a PUCCH transmission with UCI including HARQ-ACK subframe 12 of CG2,

) Isql(iz) = ISPRACHfCGz(iz) + IS'PUCCH7062 (i2);

P (i2)= Z [PPUSCH,CZ (i2)+ PSRS,CZ (i2))
¢,eCG2
- else if the UE has a PUSCH transmission with UCI including HARQ-ACK in subframe 12 of serving cell
J, eCG2,

Isql(iz) = ISPRACHfCGZ(iz) + lS'PUSCH,J'z (12):

3GPP

Samsung Exhibit 1010, Page 27 of 239

Samsung Electronics Co., Ltd. v. Asus Technology Licensing Inc.
IPR2024-00614



Release 12 28 3GPP TS 36.213 V12.5.0 (2015-03)

Is'ql (i2)= ZISPUSCH,cz(iz)+ ZISSRS,CZ(iz)Q

c,eCG2,c,#], c,eCG2

- otherwise,

I:A)q1 (i2) = ISPRACH _CG2 (i2);

Is'ql (i2)= Iispuccrifcez(iz) + Z (If)PUSCH,cz (i2) + ISSRS,cz(iz))

¢,eCG2

if the UE has a PUCCH/PUSCH transmission with UCI not including HARQ-ACK/SR in subframe i1 of CG1:
If the UE has a PUCCH transmission with UCI not including HARQ-ACK/SR in subframe 11 of CG1 and if

A A

Poucer cei (1) would exceed S2(il), the UE scales Pyyccpy gy (1) such that the condition
a2(i1) - Poyeen cei(i1) = max {0, S2(i1) }is satisfied where 0 < &r2(i1) <1 and
P'oucen_ce (1D = @2(i1) - Poyeen_cai(11) - I Poyeen i (11) would not exceed S2(il),
P'oucen cot (1) = Poycen cei(i1) - If the UE has a PUSCH transmission with UCT not including HARQ-
ACK in subframe 11 of serving cell ¢, € CGl, and if |5PUSCH’C] (i1) would exceed S2(il), the UE scales
FA’PUSCH,Cl (i1) such that the condition a2(il)- FA’PUSCH’Cl (il) = max {0, SZ(il)} is satisfied where
0<a2(i) <1 and Pl (1) = 02(1) - Poysope (1D I Poygeyy (i1) would not exceed S2(il),
P'PUSCH,CI (= PPUSCH,CI (i1).
S2(il)is determined as follows

0,

N A A max-< . L A
S2(i1) = Poyux (11,i2) = P, (i) = P, (i2) - min PCMAX(II,IZ)-%— P2(12)

P, (i2)
where

- |3u2 (i) = ISPRACH cal (i) + IS'PUCCHfCGl (i1)if the UE has a PUCCH transmission with HARQ-ACK and
a PUSCH transmission with UCI not including HARQ-ACK in subframe il of CGl1, otherwise,
Pu2 (in= PPRACH _cGl @in).

- if CG1 is MCG and CG2 is SCG

- ifthe UE has a PUCCH transmission with UCI including HARQ-ACK in subframe 12 of CG2,

Isqz(iz) = I5PRACH 7c<32(i2) + Iﬁ'PUCCHfCG2 (i2)

P'e (i2) = Z (PPUSCH,CZ (i2) + PSRS,cz(iz)) ;
¢,eCG2
- else if the UE has a PUSCH transmission with UCI including HARQ-ACK in subframe 12 of serving cell
j, eCG2,

FA)qz(iz) = FA)PRACH_CG2(i2) + FA)'PUSCH,jz (i2)
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Iquz (i2) = z ISPUS(:H,C2 (i2)+ Z ISSRS,C2 (i2);

c,eCG2,c,#], c,eCG2

- otherwise,

|f>q2 (i2) = ISPRACH _CG2 (i 2)

P'., (i2) = Poyeon cea(i2)+ D ( Poysc, (12) + 5%,6202))

c,eCG2
- if CGl is SCG and CG2 is MCG

- ifthe UE has a PUCCH transmission in subframe 12 of CG2 and/or a PUSCH transmission with UCI in
in subframe 12 of serving cell J, € CG2

Isqz(iz) = ISPRACH (i) + IS'PUCCHfCGZ (i2)+ IS'PUSCH,jz (i2)

lquz (|2) = Z IsPUSCH,c2 (|2) + Z FN)SRS,C2 (|2)

¢,eCG2,c,# ], c,eCG2
PPUCCH cez(iz) =0. . .
where, - if the UE does not have a PUCCH transmission in subframe 12 of

Pouser : (i2) =
CG2; PUSCH, J, ( ) 0 if the UE does not have a PUSCH transmission with UCI in subframe
12 of CG2;

- otherwise

|5q2 (i2)= ISPRACH _CG2 (i2)

P2 3 (Prene,(2)+Pras., (2)]

c,eCG2

- Ifthe UE has PUSCH transmission(s) without UCI in subframe 11 of CG1, the UE shall determine
0,

A A - max< . o A
S3(i1) = Poyux (iL,i2) = P,(i1) = P,;(i2) — min PCMAX(II,I2)-%— P(12)

P, (i2)

where

- if the UE has a PUCCH transmission in subframe i1 of CG1 and/or a PUSCH transmission with UCI in in
subframe 11of serving cell |, € CGl |5u3(i1) = |:’\)PRACH co (D + IS'PUCCH ce (D + |:A"PUSC,_LJ-1 (1),

where |:A)F,UCC,_I o1 (11) =0 if the UE does not have a PUCCH transmission in subframe 11 of
CGl, FA’F,USCH,J-1 (i1) = O if the UE does not have a PUSCH transmission with UCI in subframe ot cot;

otherwise |5u3(il) = |5PRACH ca (D)
- if CG1 is MCG and CG2 is SCG

- ifthe UE has a PUCCH transmission in subframe 12 of CG2 and/or a PUSCH transmission with UCI in
in subframe 12 of serving cell j, € CG2
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|5q3(i2) = ﬁPRACH7C62 (i2)+ If”PUCCHfCGz (i2)+ If)'PUSCH,jZ (i2)

- |5'q3(i2)= ZISPUSCH,cz(iZ)+ ZIS;Rs,cz(iz)

c,eCG2,c,#j, c,eCG2

FA)PUCCH_CGZ (i2) =0

where, if the UE does not have a PUCCH transmission in subframe 12 of

Poser . (i2)=0. o .
CG2;  PUsCH.j, (12) if the UE does not have a PUSCH transmission with UCI in subframe
12 of CG2;

- otherwise

qua (i2)= IﬁPRACH _CG2 (i2)

If"q3 (i2) = Z (lSPUSCH,cz(iz) + ISSRS,c2 (i2)j;

c,eCG2

- ifCGl1 is SCG and CG2 is MCG

F3q3(i2) = FA)PRACH _cez(iz) + FA)'PUCCH_CGZ (i2)+ z FA)'PUSCH,CZ (i2)

c,eCG2

|5'q3 (i2) = Z ISSRS,C2 (i2)

c,eCG2

>

- Ifthe total transmit power of all the PUSCH transmission(s) without UCI in subframe i1 of CG1 would exceed

A

S3(il), the UE scales Ppgcyy o (i1) for each serving cell €, € CGl with a PUSCH transmission without UCI

in subframe 11 such that the condition ZW(il) . |:A)PUSCH,Cl (i1) < max {0, S3(il)} is satisfied, where
¢,eCGl

A

P'euscrg, (i) =w(l)- FA’PUSCH)C] (i), and where W(il) is a scaling factor of FA’PUSCHCl (i) for serving cell
C, where 0 <W(il) <1. Note that W(il) values are the same across serving cells within a cell group

when W(i1) > 0 but for certain serving cells within the cell group W(il) may be zero. If the total transmit power
of all the PUSCH transmission(s) without UCI in subframe 11 0f CG1 would not exceed S3(il),

A

P'PUSCH,CI (i) = If)PUSCH,q (i1).

where

A

- Pouax (11,12) is the linear value of configured transmitted power for Dual Connectivity for the subframe pair

(il, i2)as described in [6];
- if CG1 is MCG and CG2 is SCG

- ﬁPUCCH ci (1) s the linear value of PPUCCH (i1) corresponding to PUCCH transmission on the primary

cell ; FA’PUCCH ca( 12) is the linear value of Pyyccy (12) corresponding to PUCCH transmission on the
PSCell.

Vce1 = Vmce s

- if CG1is SCG and CG2 is MCG;
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- If’PUCCH a1 (i1) is the linear value of Ppyecy (i1) corresponding to PUCCH transmission on the PSCell;

FA’PUCCH cca i2) is the linear value of Pyyccy (12) corresponding to PUCCH transmission on the primary

cell.

Ycel = 7Vsce s

A

Pousci g, (1) is the linear value of Byysey ¢ (1) for subframe 11 of serving cell of serving cell C, € CGl, and

ISPUSCH’C2 (12) s the linear value of Pyygey o (12) for subframe 12 of serving cell of serving cell C, € CG2 .

Vmeg and Ygog are given by Table 5.1.4.2-1 according to higher layer parameters p-MeNB and p-SeNB
respectively;
If the UE has a PRACH transmission for CG1 overlapping with subframe 11 of CG1, Porach cal (i1)is the

linear value of the transmission power of that PRACH transmission; otherwise, Pogacy cg( i)=0;

If the UE has a PRACH transmission for CG2 overlapping with subframe 12 of CG2, If’PRACH ca2 (12) s the
linear value of the transmission power of that PRACH transmission; otherwise, ISPRACH cc2(12)=0.

A

|35RS’CO (12) is determined as follows

- if the PUSCH/PUCCH is not transmitted in the last symbol of subframe 11 of CGI, or if the UE does not

have an SRS transmission in subframe 12 of serving cell C, e CG2 or if the UE drops SRS transmission
in subframe 12 of serving cell C, e CG2 due to collision with PUCCH in subframe 12 of serving cell
c, eCG2

- Py, (i2)=0;

- if the UE has an SRS transmission and does not have a PUCCH/PUSCH transmission in subframe 12 of
serving cell C, € CG2

- ISSRS,cz(iz) = If)SRS,cz(iz) 5

- if the UE has an SRS transmission and a has PUCCH transmission, and does not have a PUSCH

transmission in subframe 12 of serving cell C, e CG2

2 0,
P @ 2) = maxy . . 3 i
SRS.c, PSRS,CZ (12) - PpucCHfCGZ(Iz)

- if the UE has an SRS transmission and a has PUSCH transmission, and does not havea PUCCH
transmission in subframe 12 of serving cell C, e CG2

2 0,
P (D =maxiy 05
SRS, ¢, PSRS,02 (12)- PPUSCH,C2 (12)

- if the UE has an SRS transmission and has a PUSCH transmission and a PUCCH transmission in in subframe
12 of serving cell C, € CG2
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P, (i) =max{ . . . .
PSRS,CZ (12)- PPUSCH,CZ (12)- PPUCCH_CGZ(IQ')

If the total transmit power for the Sounding Reference Symbol in an SC-FDMA symbol across all the serving cells
within a TAG of a cell group CG1 would exceed S4(i1), the UE scales ISSRS,CI (1) for the serving cell

C, € CGl and the SC-FDMA symbol in subframe i1 such that the condition Zv(i 1) FA’SRchl (i1) < S4(il)
¢,eCG1

is satisfied, where F3'SRS,CI (i) =v(il)- ﬁSRS,cl (i1) is the transmission power of SRS after scaling and where
FA)SRS,C] (i1) is the linear value of Pags.c, (i1) described in section 5.1.3.1, and V(i) is a scaling factor of ISSRS,CI (i1)

for serving cell C, € CGl where 0 < V(i) <1. Note that V(i) values are the same across serving cells within the
same CG.

If the UE is configured with multiple TAGs within CG1 and the SRS transmission of the UE in an SC-FDMA symbol
for a serving cell in subframe 11in a TAG belonging to CG1 overlaps with the SRS transmission in another SC-FDMA
symbol in subframe i1 for a serving cell in another TAG belonging to CG1, and if the total transmit power of the UE

for the Sounding Reference Symbol in the overlapped portion would exceed S4(il), the UE scales ISSRS,c] (1) for the
serving cell C, € CGI and each of the overlapped SRS SC-FDMA symbols in subframe 11 such that the condition

Zv(il) . IsSRS,c, (i1) < S4(il) is satisfied, where IS'SRS,CI (i) =v(il)- ISSRS,CI (i1) is the transmission power of
¢,eCG1

SRS after scaling, and where V(il) is a scaling factor of ISSRS,CI (i1) for serving cell €, where 0 <V(il)<1.Note

that V(i1) values are the same across serving cells within a cell group.

S4(il) is determined as follows

0,

maxys ooy Yeer B i
S4(i1) = Pyux (i1,i2) — P, (i2) — min Pomax (11,12) - —Pu(12)

cG2
100
P, (i2)
where

- if CG1 is MCG and CG2 is SCG

I:A)q4(i2) = 5PRACH7CG2(i2) + 5'PUCCH7CGZ (i2)+ Z IS'PUSCH,CZ (i2)

c,eCG2

P (12)= D P, (i2)

c,eCG2

- if CGl1 is SCG and CG2 is MCG

Pt (i2) = Pogncn c02(12)+ Plovcon coa (12)+ D P opscne, (1I2)+ D P, (i2)

c,eCG2 c,eCG2
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- P, (2)=0

if the UE has no PUCCH transmission or has a shortened PUCCH transmission in subframe 12 of CG2,

A

IS'PUCCHfCGZ (i2) = 0 ; otherwise IS'PUCCH7C62 (i2)= IS'PUCCH7C62 (i2)

if the UE has no PUSCH transmission in the last symbol of subframe 12 of serving cell C, € CG2,

P'PUSCH,CZ (i2) = 0; otherwise P'PUSCH,CZ (i2) = P'PUSCH,C2 (i2)

if the UE has PRACH transmission in CG2 that overlaps with the last symbol of subframe 12 of CG2,

A
~

PPRACH 7cez(i2) = IsPRACHfCGz(iZ) ; otherwise 5PRACHicGZ(i2) =0

For a cell group CG1

if the UE is configured with multiple TAGs within CG1, and if the PUCCH/PUSCH transmission of the UE on
subframe 1 for a given serving cell in a TAG of CG1 overlaps some portion of the first symbol of the PUSCH

transmission on subframe 1+ 1 for a different serving cell in another TAG of CG1, the UE shall adjust its total
transmission power of CG1 such that the total transmission power of the UE across all CGs does not exceed

P.uax on any overlapped portion.

if the UE is configured with multiple TAGs within CG1, and if the PUSCH transmission of the UE on subframe
I for a given serving cell in a TAG of CG1 overlaps some portion of the first symbol of the PUCCH

transmission on subframe 1+1 for a different serving cell in another TAG of CG, the UE shall adjust its total
transmission power of CG1 such that the total transmission power of the UE across all CGs does not exceed

P-yax on any overlapped portion.

if the UE is configured with multiple TAGs within CG1, and if the SRS transmission of the UE in a symbol on
subframe 1 for a given serving cell in a TAG of CG1 overlaps with the PUCCH/PUSCH transmission on

subframe | or subframe 1+ 1 for a different serving cell in the same or another TAG of CG1, the UE shall drop
the SRS in CG1 if its total transmission power across all CGs exceeds Piy,ay 0n any overlapped portion of the
symbol.

if the UE is configured with multiple TAGs within CG1 and more than 2 serving cells within CG1, and if the
SRS transmission of the UE in a symbol on subframe 1 for a given serving cell in CG1 overlaps with the SRS
transmission on subframe 1 for a different serving cell(s) in CG1 and with PUSCH/PUCCH transmission on
subframe | or subframe 1+ 1 for another serving cell(s) in CG1, the UE shall drop the SRS transmissions in

CGl if its total transmission power across all CGs exceeds Py, on any overlapped portion of the symbol.

if the UE is configured with multiple TAGs within CG1, the UE shall, when requested by higher layers, to
transmit PRACH in a secondary serving cell in CG1 in parallel with SRS transmission in a symbol on a
subframe of a different serving cell belonging to a different TAG of CG1, drop SRS in CGl if its total

transmission power across all CGs exceeds Pyay on any overlapped portion of the symbol.

if the UE is configured with multiple TAGs within CG1, the UE shall, when requested by higher layers, to
transmit PRACH in a secondary serving cell in CG1 in parallel with PUSCH/PUCCH in a different serving cell
belonging to a different TAG of CGl1, adjust the transmission power of PUSCH/PUCCH in CGl so that the total

transmission power of the UE across all CGs does not exceed Py, 0n the overlapped portion.

514.2 Dual connectivity power control Mode 2

If the UE transmission(s) in subframe 11 of CG1 overlaps in time with transmission(s) in subframe 12—1 and
subframe 12 of CG2, the UE shall determine
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P.(i1),

Py (ILi2 —1)- 7082
Al . 100

Peei (1) = ming o A . AL A .
Pomax (11,12 = 1) = Bopaepy cqr (1) —max< Peg, (12 = 1) + Bopeyy ¢ (12-1),

A

PPRACH_CGz (i2)

where,

P, (i) =Poyecn cai(D+ D (F%USCH,C(H) + FZRS,C(n)]

ceCGl

A

- Poyax (11,12 = 1) is the linear value of configured transmitted power for Dual Connectivity for the subframe
pair (i 1,i2— 1) , as described in [6];

P i1)=0
- PUSCH’C( ) , if the UE does not have a PUSCH transmission in serving cell ceCGl ;

A

- PPUCCHfCGI(Il) =0 if the UE does not have a PUCCH transmission in CG1;

51 _ .
- Pee:(12-1)=0 if the UE has no transmission in subframe 12—1 of CG2;

- Yee1 =7mce  ang Yes2 TVsce if Gl is MCG and CG2 is SCG:
. Yee1 TVsce | gng Yee2 T7wmee | if Gl is SCG and CG2 is MCG:

- Ymce ang V'sce e given by Table 5.1.4.2-1 according to higher layer parameters P_MCG and P_SCG
respectively;

- Ifthe UE has a PRACH transmission for CG1 overlapping with subframe i1 of CG1, FA’pRACH col (i1)is the
linear value of the transmission power of that PRACH transmission; otherwise, ; ISPRACH cGl (iH=0

- If the UE has a PRACH transmission for CG2 overlapping with subframe 12 of CG2, and if the transmission
timing of the PRACH transmission (according to subclause 6.1.1) is such that the UE is ready to transmit the

PRACH at least one subframe before subframe 12 of CG2, |5,:,RACH cG2 (12) is the linear value of the
transmission power of that PRACH transmission; otherwise, ISPRACH cc2(12)=0.

A

- ISSRs,c(il) is determined as follows

- ifthe UE does not have an SRS transmission in subframe 11 of serving cell ceCGl or if the UE drops the
SRS transmission in subframe i1 of serving cell ceCGl due to collision with a PUCCH transmission in

subframe i1 of serving cell C € CGl1
- PSRS,c(il) =0;

- ifthe UE has an SRS transmission and does not have a PUCCH/PUSCH transmission in subframe i1 of
serving cell ceCGl
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- |3SRS,c (il) = FA)s,Rs,c (il);

- if the UE has an SRS transmission and a has PUCCH transmission, and does not have a PUSCH transmission

in subframe i1 of serving cell C € CGl

2 0,
- PSRS,c(il) = 1maxy . A :
Psrs .« (1) = Poycen _cai(1D)

- if the UE has an SRS transmission and a has PUSCH transmission, and does not have a PUCCH transmission

in subframe 11 of serving cell ceCCl

2 0,
- P (il)=maxq . . )
e PSRs,c(ll) - PPUSCH,C(II)

- if the UE has an SRS transmission and has a PUSCH transmission and a PUCCH transmission in subframe
il ofserving cell C€ CGl1

2 0,
Pirs (11) = max< . . 3 ; 5 i
SRS ¢ Psrs .« (1D = Poyscr o (1) = Poycen_cai(1D)

where ISSRS,c(il) is the linear value of Py ((i1) described in section 5.1.3.1.

If the UE determines based on higher layer signalling that transmission(s) on CG1 in subframe i do not overlap with
UE transmission(s) on other CG, then the UE shall use FA’ClGl(i) = ISCMAX (1), where ISCMAX (1) is the linear value of

the UE total configured maximum output power Py, (defined in [6]) in subframe i.

If ISPUCCH ci (1) would exceed |:A’C1Gl (1), the UE scales ISPUCCH cg (1) such that the condition

al(i)- ISPUCCHfCGl(i) < ISéGI () is satisfied where

- if CGl1 is MCG, |SPUCCH cci(1) s the linear value of Ppyccy (i) corresponding to PUCCH transmission on the

primary cell, in case there is no PUCCH transmission in subframe i on the primary cell If’PUCCH CGl(i) =0.

- ifCGlis SCG, ISPUCCH o (1) s the linear value of Ppyccy (i) corresponding to PUCCH transmission on
PSCell, in case there is no PUCCH transmission in subframe i on the PSCell FA)PUCCH ca()=0.

FA)PUSCH,C (i) is the linear value of Ppygcp (i)
- 0<al(i) <1is a scaling factor of FA’PUCCH e OF

If the UE has PUSCH transmission with UCI on serving cell j € CGl1, and ISPUSCH’ i (1) would exceed Isclel (1) the

UE scales |5PUSCH’ ;(i) such that the condition a2(i)- FA’PUSCH’ HORS Pls, (i) is satisfied where FA’PUSCH) j(i) is the

linear value of the PUSCH transmit power for the cell with UCI, and 0 < 0(2(i) <lis a scaling factor of

PPUSCH’j (1) for serving cell j € CGI.

If the total transmit power across all the serving cells of a cell group CG1 would exceed Isclel (1), the UE scales

ﬁPUSCH,c (i) for the serving cell C € CGl in subframe i such that the
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condition ZW(I) . FA)pUSCH’C(i) < (FA)CIGI (- FA)],UCCH_CGl (I)) is satisfied; and w(i) is a scaling factor of
ceCGl1

FA’PUSCH,C(i) for serving cell ¢ where 0 <w(i)<1.

If the UE has PUSCH transmission with UCI on serving cell j € CG1 and PUSCH without UCI in any of the
remaining serving cells belonging to CG1, and the total transmit power across all the serving cells of CG1 would

exceed |:A’ClGl (1), the UE scales ISPUSCH’C(i) for the serving cells belonging to CG1 without UCI in subframe i such
that the condition ZW(i) . FA’PUSCH,C(i) < (If’chl(i) - FA’PUSCH, i (I)) is satisfied;
ceCGl,c#]j

A

where P

PUSCH. | () is the PUSCH transmit power for the cell with UCI and w(i) is a scaling factor of ISPUSCH,c(i) for

serving cell C without UCI. In this case, no power scaling is applied to FA’PUSCH, j 0)

unless ZW(i) . IﬁPUSCH,c (1) =0 and the total transmit power across all of the serving cells of the CG1 still would
ceCGl,c#j

exceed Isém (1).

If the UE has simultaneous PUCCH and PUSCH transmission with UCI on serving cell j € CG1 and PUSCH
transmission without UCI in any of the remaining serving cells belonging to CG1, and the total transmit power across

all the serving cells of the CG1 would exceed FsclGl (1), the UE obtains Ppuscic () according to

A

PPUSCH,j (') = min(ISPUSCH,j(i)a (Iscgel(i) - If)PUCCHfCGl(i))) and
S W) Proscrne () < (B, (1)~ Procerr car (D)~ Proscn ()

ceCGl,c#j

where

- ifCGl is MCG, I:A)PUCCH o (1) s the linear value of Ppyccy (i) corresponding to PUCCH transmission on the
primary cell.

- ifCGlis SCG, If’PUCCH o1 (1) s the linear value of Ppyccy (i) corresponding to PUCCH transmission on
PSCell.

Note that W(i) values are the same across serving cells within a cell group when w(i) > 0 but for certain serving cells
within the cell group W(i) may be zero.

If the total transmit power for the Sounding Reference Symbol in an SC-FDMA symbol across all the serving cells
within a TAG of a cell group CG1 would exceed F’Cl(;I (1), the UE scales FA’SRS’C (i) for the serving cell C € CGl and
the SC-FDMA symbol in subframe i such that the condition

D V() P, o (1) < Pl ()

ceCGl

is satisfied where FA’SRS’C(i) is the linear value of Pypg (i) described in section 5.1.3.1, and V(i) is a scaling factor of

Pyrs.c(i) for serving cell €€ CGl where 0 < V(i) <1.Note that V(i) values are the same across serving cells

within the same CG.

If the UE is configured with multiple TAGs within CG1 and the SRS transmission of the UE in an SC-FDMA symbol
for a serving cell in subframe I in a TAG belonging to CG1 overlaps with the SRS transmission in another SC-FDMA
symbol in subframe | for a serving cell in another TAG belonging to CG1, and if the total transmit power of the UE for
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the Sounding Reference Symbol in the overlapped portion would exceed FA’ClG l(i) , the UE scales FA)SRS,C (i) for the
serving cell C € CGl and each of the overlapped SRS SC-FDMA symbols in subframe 1 such that the condition

D V() - Pygs o (1) < Pl (0)

ceCGl

is satisfied where FA’SRS’C(i) is the linear value of Pgpg (i) described in section 5.1.3.1, and V(i) is a scaling factor of

Pyrs.c(i) forserving cell C€CGl where 0 < V(i) <1.Note that V(i) values are the same across serving cells
within the same CG.

For a cell group CGl

- if the UE is configured with multiple TAGs within CG1, and if the PUCCH/PUSCH transmission of the UE on
subframe 1 for a given serving cell in a TAG of CG1 overlaps some portion of the first symbol of the PUSCH

transmission on subframe 1+ 1 for a different serving cell in another TAG of CG1, the UE shall adjust its total

transmission power of CG1 to not exceed |:’CIG1 on any overlapped portion.

- if the UE is configured with multiple TAGs within CG1, and if the PUSCH transmission of the UE on subframe
I for a given serving cell in a TAG of CG1 overlaps some portion of the first symbol of the PUCCH

transmission on subframe 1+ 1 for a different serving cell in another TAG of CG1 the UE shall adjust its total

transmission power of CG1 to not exceed Pcl(_;] on any overlapped portion.

- if the UE is configured with multiple TAGs within CG1, and if the SRS transmission of the UE in a symbol on
subframe 1 for a given serving cell in a TAG of CG1 overlaps with the PUCCH/PUSCH transmission on

subframe 1 or subframe 1+1 for a different serving cell in the same or another TAG of CG1 the UE shall drop

A

SRS if its total transmission power of CG exceeds PClGl on any overlapped portion of the symbol.

- if the UE is configured with multiple TAGs within CG1 and more than 2 serving cells within CG1, and if the
SRS transmission of the UE in a symbol on subframe 1 for a given serving cell in the CG1 overlaps with the
SRS transmission on subframe 1 for a different serving cell(s) in CG1 and with PUSCH/PUCCH transmission

on subframe 1 or subframe 1+ 1 for another serving cell(s) in CG1, the UE shall drop the SRS transmissions in

CGl if the total transmission power of CG1 exceeds FA’CIG1 on any overlapped portion of the symbol.

- ifthe UE is configured with multiple TAGs within CG1, the UE shall, when requested by higher layers, to
transmit PRACH in a secondary serving cell in CG1 in parallel with SRS transmission in a symbol on a
subframe of a different serving cell belonging to a different TAG of CG1, drop SRS in CGl if the total

A

transmission power of CG1 exceeds Pclm on any overlapped portion in the symbol.

- if the UE is configured with multiple TAGs within CG1, the UE shall, when requested by higher layers, to
transmit PRACH in a secondary serving cell in CGl1 in parallel with PUSCH/PUCCH in a different serving cell
belonging to a different TAG in CG1, adjust the transmission power of PUSCH/PUCCH in CG1 so that its total

. 51 .
transmission power of CG1 does not exceed P, on the overlapped portion.
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Table 5.1.4.2-1: y,,.; (or y. ) values for determining power allocation for dual connectivity

(ofﬁsegr?s) e (OF Yscg ) Value (in %)

0 0

1 5

2 10
3 15
4 20
5 30
6 37
7 44
8 50
9 56
10 63
11 70
12 80
13 90
14 95
15 100

5.2 Downlink power allocation

The eNodeB determines the downlink transmit energy per resource element.

A UE may assume downlink cell-specific RS EPRE is constant across the downlink system bandwidth and constant
across all subframes until different cell-specific RS power information is received. The downlink cell-specific
reference-signal EPRE can be derived from the downlink reference-signal transmit power given by the parameter
referenceSignalPower provided by higher layers. The downlink reference-signal transmit power is defined as the linear
average over the power contributions (in [W]) of all resource elements that carry cell-specific reference signals within
the operating system bandwidth.

The ratio of PDSCH EPRE to cell-specific RS EPRE among PDSCH REs (not applicable to PDSCH REs with zero
EPRE) for each OFDM symbol is denoted by either p, or pgaccording to the OFDM symbol index as given by

Table 5.2-2 and Table 5.2-3. In addition, p, and pg are UE-specific.

For a UE in transmission mode 8 - 10 when UE-specific RSs are not present in the PRBs upon which the corresponding
PDSCH is mapped or in transmission modes 1 — 7, the UE may assume that for 16 QAM, 64 QAM, or 256QAM, spatial
multiplexing with more than one layer or for PDSCH transmissions associated with the multi-user MIMO transmission
scheme,

- p, isequaltod + P, +10log,,(2) [dB] when the UE receives a PDSCH data transmission using

power-offset
precoding for transmit diversity with 4 cell-specific antenna ports according to subclause 6.3.4.3 of [3];

- p, isequaltod + P, [dB] otherwise

power-offset

where O, is 0 dB for all PDSCH transmission schemes except multi-user MIMO and where P, is a UE specific

power-offset

parameter provided by higher layers.

For a UE configured with higher layers parameter servCellp-a-r12, and the UE in transmission modes 8-10 when UE-
specific RSs are not present in the PRBs upon which the corresponding PDSCH is mapped or in transmission modes 1-
7, the UE may assume that for QPSK and transmission with single-antenna port or transmit diversity transmission
schemes or spatial multiplexing using a single transmission layer, and the PDSCH transmission is not associated with
the multi-user MIMO transmission scheme, and the PDSCH is scheduled by a PDCCH/EPDCCH with CRC scrambled
by C-RNTI,

- pa isequalto P, +10- 10g10(2) [dB] when the UE receives a PDSCH data transmission using precoding for

transmit diversity with 4 cell-specific antenna ports according to subclause 6.3.4.3 of [3];
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- pa isequal to P, [dB] otherwise

and where P, is given by the parameter servCellp-a-ri12.

For transmission mode 7, if UE-specific RSs are present in the PRBs upon which the corresponding PDSCH is mapped,
the ratio of PDSCH EPRE to UE-specific RS EPRE within each OFDM symbol containing UE-specific RSs shall be a
constant, and that constant shall be maintained over all the OFDM symbols containing the UE-specific RSs in the
corresponding PRBs. In addition, the UE may assume that for 16QAM, 64QAM, or 256QAM, this ratio is 0 dB.

For transmission mode 8, if UE-specific RSs are present in the PRBs upon which the corresponding PDSCH is mapped,
the UE may assume the ratio of PDSCH EPRE to UE-specific RS EPRE within each OFDM symbol containing UE-
specific RSs is 0 dB.

For transmission mode 9 or 10, if UE-specific RSs are present in the PRBs upon which the corresponding PDSCH is
mapped, the UE may assume the ratio of PDSCH EPRE to UE-specific RS EPRE within each OFDM symbol
containing UE-specific RS is 0 dB for number of transmission layers less than or equal to two and -3 dB otherwise.

A UE may assume that downlink positioning reference signal EPRE is constant across the positioning reference signal
bandwidth and across all OFDM symbols that contain positioning reference signals in a given positioning reference
signal occasion [10].

If CSI-RS is configured in a serving cell then a UE shall assume downlink CSI-RS EPRE is constant across the
downlink system bandwidth and constant across all subframes for each CSI-RS resource.

The cell-specific ratio pg/p, is given by Table 5.2-1 according to cell-specific parameter Py signalled by higher
layers and the number of configured eNodeB cell specific antenna ports.

Table 5.2-1: The cell-specific ratio pg/p, for 1, 2, or 4 cell specific antenna ports

P, Ps/ Pa
One Antenna Port | Two and Four Antenna Ports
0 1 5/4
1 4/5 1
2 3/5 3/4
3 2/5 1/2

For PMCH with 16QAM, 64QAM, or 256QAM, the UE may assume that the ratio of PMCH EPRE to MBSFN RS
EPRE is equal to 0 dB.

Table 5.2-2: OFDM symbol indices within a slot of a non-MBSFN subframe where the ratio of the
corresponding PDSCH EPRE to the cell-specific RS EPRE is denoted by p, or o,

OFDM symbol indices within a slot where the OFDM symbol indices within a slot where the
Number of | ratio of the corresponding PDSCH EPRE to the | ratio of the corresponding PDSCH EPRE to the
a';fr':;'a cell-specific RS EPRE is denoted by p, cell-specific RS EPRE is denoted by pg
Normal cyclic prefix Extended cyclic prefix Normal cyclic prefix Extended cyclic prefix
One or two 1,2,3,5,6 1,2,4,5 0,4 0,3
Four 2,356 2,4,5 0,1,4 0,1,3
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Table 5.2-3: OFDM symbol indices within a slot of an MBSFN subframe where the ratio of the
corresponding PDSCH EPRE to the cell-specific RS EPRE is denoted by p, or pg

OFDM symbol indices within a slot where the
ratio of the corresponding PDSCH EPRE to the

OFDM symbol indices within a slot where the
ratio of the corresponding PDSCH EPRE to the

Numb
o cell-specific RS EPRE is denoted by p, cell-specific RS EPRE is denoted by pg
antenna Normal cyclic prefix Extended cyclic prefix Normal cyclic prefix Extended cyclic prefix
ports nymod2 | nnmod2=| n mod2 n, mod 2 n, mod 2 ny mod 2 n, mod 2 n, mod 2
=0 1 =0 =1 =0 =1 =0 =1
One or 1,2,3,4, 0,1,2,3, 1,2, 3,4, 0,1,2,3, 0 ) 0 )
two 5,6 4,56 5 4,5
2,3,4,5, 0,1,2,3, 0,1,23,
Four 6 4.5 6 2,4,3,5 45 0,1 - 0,1 -
5.2.1 eNodeB Relative Narrowband TX Power (RNTP) restrictions

The determination of reported Relative Narrowband TX Power indication RNTP(n PRB ) is defined as follows:

RNTP(Npgg ) =

Ex(Npgs)
0 A(p) PRe = I:\)NTF)threshold
max_ nom
. . . E (Npgg) .
1 if nopromise about theupper limit of —o s made
max_ nom

where E,(Npgg) is the maximum intended EPRE of UE-specific PDSCH REs in OFDM symbols not containing RS

in this physical resource block on antenna port p in the considered future time interval; Nygg is the physical resource

block number Nprg = 0,...,N ,EBL

values RNTP,, o € = 0,-11,-10,-9,-8,~7,~6,~5,~4,-3,-2,~1,0,+1,+2,43} [dB] and

u

—1; RNTP, o takes on one of the following

p(p) L
(P — Af

max_nom DL RB
N RB ° N sC

where Pn(]j,? is the base station maximum output power described in [7], and Af , N%‘ and N?CB are defined in [3].
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6 Random access procedure

If the UE is configured with a SCG, the UE shall apply the procedures described in this clause for both MCG and SCG

- When the procedures are applied for MCG, the terms ‘secondary cell’, ‘secondary cells’ , ‘serving cell’, ‘serving
cells’ in this clause refer to secondary cell, secondary cells, serving cell, serving cells belonging to the MCG
respectively.

- When the procedures are applied for SCG, the terms ‘secondary cell’, ‘secondary cells’, ‘serving cell’, ‘serving
cells’ in this clause refer to secondary cell, secondary cells (not including PSCell), serving cell, serving cells
belonging to the SCG respectively. The term ‘primary cell’ in this clause refers to the PSCell of the SCG

Prior to initiation of the non-synchronized physical random access procedure, Layer 1 shall receive the following
information from the higher layers:

- Random access channel parameters (PRACH configuration and frequency position)

- Parameters for determining the root sequences and their cyclic shifts in the preamble sequence set for the

primary cell (index to logical root sequence table, cyclic shift ( N ), and set type (unrestricted or restricted set))

6.1 Physical non-synchronized random access procedure

From the physical layer perspective, the L1 random access procedure encompasses the transmission of random access
preamble and random access response. The remaining messages are scheduled for transmission by the higher layer on
the shared data channel and are not considered part of the L1 random access procedure. A random access channel
occupies 6 resource blocks in a subframe or set of consecutive subframes reserved for random access preamble
transmissions. The eNodeB is not prohibited from scheduling data in the resource blocks reserved for random access
channel preamble transmission.

The following steps are required for the L1 random access procedure:
- Layer 1 procedure is triggered upon request of a preamble transmission by higher layers.

- A preamble index, a target preamble received power (PREAMBLE _RECEIVED _TARGET_POWER), a
corresponding RA-RNTT and a PRACH resource are indicated by higher layers as part of the request.

- A preamble transmission power Pprach is determined as
Ppracn = min{ Peyiax ¢ (1), PREAMBLE _RECEIVED TARGET POWER + PL; } [dBm], where

Pemax ¢ (1) is the configured UE transmit power defined in [6] for subframe i of serving cell ¢ and PL; is

the downlink path loss estimate calculated in the UE for serving cell c.
- A preamble sequence is selected from the preamble sequence set using the preamble index.

- A single preamble is transmitted using the selected preamble sequence with transmission power Ppracu on the
indicated PRACH resource.

- Detection of a PDCCH with the indicated RA-RNTI is attempted during a window controlled by higher layers
(see [8], subclause 5.1.4). If detected, the corresponding DL-SCH transport block is passed to higher layers. The
higher layers parse the transport block and indicate the 20-bit uplink grant to the physical layer, which is
processed according to subclause 6.2.

6.1.1 Timing

For the L1 random access procedure, UE's uplink transmission timing after a random access preamble transmission is as
follows.

a) Ifa PDCCH with associated RA-RNTI is detected in subframe n, and the corresponding DL-SCH transport
block contains a response to the transmitted preamble sequence, the UE shall, according to the information in the
response, transmit an UL-SCH transport block in the first subframe n+Xk;, k; =6, if the UL delay field in
subclause 6.2 is set to zero where n+Kk, is the first available UL subframe for PUSCH transmission, where for TDD
serving cell, the first UL subframe for PUSCH transmission is determined based on the UL/DL configuration (i.e., the
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parameter subframeAssignment) indicated by higher layers. The UE shall postpone the PUSCH transmission to the
next available UL subframe after n+Kk; if the field is set to 1.

b) If arandom access response is received in subframe n, and the corresponding DL-SCH transport block does not
contain a response to the transmitted preamble sequence, the UE shall, if requested by higher layers, be ready to
transmit a new preamble sequence no later than in subframe n+5.

¢) Ifnorandom access response is received in subframe n, where subframe n is the last subframe of the random
access response window, the UE shall, if requested by higher layers, be ready to transmit a new preamble
sequence no later than in subframe n+4.

In case a random access procedure is initiated by a "PDCCH order" in subframe n, the UE shall, if requested by higher
layers, transmit random access preamble in the first subframe n+k,, k, =6, where a PRACH resource is available.

If a UE is configured with multiple TAGs, and if the UE is configured with the carrier indicator field for a given serving
cell, the UE shall use the carrier indicator field value from the detected "PDCCH order" to determine the serving cell for
the corresponding random access preamble transmission.

6.2 Random Access Response Grant

The higher layers indicate the 20-bit UL Grant to the physical layer, as defined in 3GPP TS 36.321 [8].
This is referred to the Random Access Response Grant in the physical layer.
The content of these 20 bits starting with the MSB and ending with the LSB are as follows:

- Hopping flag — 1 bit

- Fixed size resource block assignment — 10 bits

- Truncated modulation and coding scheme — 4 bits
- TPC command for scheduled PUSCH — 3 bits

- UL delay — 1 bit

- CSlrequest — 1 bit

The UE shall use the single-antenna port uplink transmission scheme for the PUSCH transmission corresponding to the
Random Access Response Grant and the PUSCH retransmission for the same transport block.

The UE shall perform PUSCH frequency hopping if the single bit frequency hopping (FH) field in a corresponding
Random Access Response Grant is set as 1 and the uplink resource block assignment is type 0, otherwise no PUSCH
frequency hopping is performed. When the hopping flag is set, the UE shall perform PUSCH hopping as indicated via
the fixed size resource block assignment detailed below.

The fixed size resource block assignment field is interpreted as follows:
if Ngg <44

Truncate the fixed size resource block assignment to its b least significant bits, where
b= ’Vlog2 (N RE ~(N 5 + 1)/ 2)-‘ , and interpret the truncated resource block assignment according to the rules for a
regular DCI format 0

else

Insert b most significant bits with value set to '0' after the Nuc_nop hopping bits in the fixed size resource block
assignment, where the number of hopping bits NuL nop is zero when the hopping flag bit is not set to 1, and is defined

in Table 8.4-1 when the hopping flag bitis set to 1, and b= (’-log2 (N II{BL -(N SBL + 1)/ 2)-‘ - 10) , and interpret the
expanded resource block assignment according to the rules for a regular DCI format 0

end if
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The truncated modulation and coding scheme field is interpreted such that the modulation and coding scheme
corresponding to the Random Access Response grant is determined from MCS indices 0 through 15 in Table 8.6.1-1.

The TPC command &y, shall be used for setting the power of the PUSCH, and is interpreted according to Table 6.2-
1.

Table 6.2-1: TPC Command 6,,,,, for Scheduled PUSCH

TPC Command | Value (in dB)
0 -6
1 -4
2 -2
3 0
4 2
5 4
6 6
7 8

In non-contention based random access procedure, the CSI request field is interpreted to determine whether an aperiodic
CQI, PMLI, and RI report is included in the corresponding PUSCH transmission according to subclause 7.2.1. In
contention based random access procedure, the CSI request field is reserved.

The UL delay applies for TDD, FDD and FDD-TDD and this field can be set to 0 or 1 to indicate whether the delay of
PUSCH is introduced as shown in subclause 6.1.1.

7 Physical downlink shared channel related procedures

If the UE is configured with a SCG, the UE shall apply the procedures described in this clause for both MCG and SCG
unless stated otherwise

- When the procedures are applied for MCG, the terms ‘secondary cell’, ‘secondary cells’, ‘serving cell’, and
‘serving cells’ in this clause refer to secondary cell, secondary cells, serving cell or serving cells belonging to the
MCQG respectively unless stated otherwise. The terms ‘subframe’ and ‘subframes’ refer to subframe or subframes
belonging to MCG.

- When the procedures are applied for SCG, the terms ‘secondary cell’, ‘secondary cells’, ‘serving cell” and
‘serving cells’ in this clause refer to secondary cell, secondary cells (not including the PSCell), serving cell,
serving cells belonging to the SCG respectively unless stated otherwise. The term ‘primary cell” in this clause
refers to the PSCell of the SCG. The terms ‘subframe’ and ‘subframes’ refer to subframe or subframes belonging
to SCG.

For FDD, there shall be a maximum of 8 downlink HARQ processes per serving cell.

For FDD-TDD and primary cell frame structure type 1, there shall be a maximum of 8 downlink HARQ processes per
serving cell.

For TDD and a UE not configured with the parameter EIMTA-MainConfigServCell-r12 for any serving cell,, if the UE
is configured with one serving cell, or if the UE is configured with more than one serving cell and the TDD UL/DL
configuration of all the configured serving cells is the same, the maximum number of downlink HARQ processes per
serving cell shall be determined by the UL/DL configuration (Table 4.2-2 of [3]), as indicated in Table 7-1.

For TDD, if a UE is configured with more than one serving cell and if the TDD UL/DL configuration of at least two
configured serving cells is not the same, or if the UE is configured with the parameter EIMTA-MainConfigServCell-r12
for at least one serving cell, or for FDD-TDD and primary cell frame structure type 2 and serving cell frame structure
type 2, the maximum number of downlink HARQ processes for a serving cell shall be determined as indicated in Table
7-1, wherein the "TDD UL/DL configuration" in Table 7-1 refers to the DL-reference UL/DL configuration for the
serving cell (as defined in subclause 10.2).

For FDD-TDD and primary cell frame structure type 2 and serving cell frame structure type 1, the maximum number of
downlink HARQ processes for the serving cell shall be determined by the DL-reference UL/DL configuration for the
serving cell (as defined in subclause 10.2), as indicated in Table 7-2.

3GPP

Samsung Exhibit 1010, Page 43 of 239
Samsung Electronics Co., Ltd. v. Asus Technology Licensing Inc.
IPR2024-00614



Release 12 44 3GPP TS 36.213 V12.5.0 (2015-03)

The dedicated broadcast HARQ process defined in [8] is not counted as part of the maximum number of HARQ
processes for FDD, TDD and FDD-TDD.

Table 7-1: Maximum number of DL HARQ processes for TDD

TDD UL/DL configuration | Maximum number of HARQ processes
4
7
10
9
12
15
6

oW N=|O

Table 7-2: Maximum number of DL HARQ processes for FDD-TDD, primary cell frame structure type
2, and serving cell frame structure type 1

DL-reference UL/DL Maximum number of HARQ processes
Configuration
0 10
1 11
2 12
3 15
4 16
5 16
6 12
7.1 UE procedure for receiving the physical downlink shared
channel

Except the subframes indicated by the higher layer parameter mbsfn-SubframeConfigList or by mbsfn-
SubframeConfigList-v12x0 of serving cell ¢, a UE shall

- upon detection of a PDCCH of the serving cell with DCI format 1, 1A, 1B, 1C, 1D, 2, 2A, 2B, 2C, or 2D
intended for the UE in a subframe, or

- upon detection of an EPDCCH of the serving cell with DCI format 1, 1A, 1B, 1D, 2, 2A, 2B, 2C, or 2D intended
for the UE in a subframe

decode the corresponding PDSCH in the same subframe with the restriction of the number of transport blocks defined
in the higher layers.

If a UE is configured with more than one serving cell and if the frame structure type of any two configured serving cells
is different, then the UE is considered to be configured for FDD-TDD carrier aggregation.

Except for MBMS reception, the UE is not required to monitor PDCCH with CRC scrambled by the SI-RNTI on the
PSCell.

A UE may assume that positioning reference signals are not present in resource blocks in which it shall decode PDSCH
according to a detected PDCCH with CRC scrambled by the SI-RNTI or P-RNTI with DCI format 1A or 1C intended
for the UE.

A UE configured with the carrier indicator field for a given serving cell shall assume that the carrier indicator field is
not present in any PDCCH of the serving cell in the common search space that is described in subclause 9.1. Otherwise,
the configured UE shall assume that for the given serving cell the carrier indicator field is present in PDCCH/EPDCCH
located in the UE specific search space described in subclause 9.1 when the PDCCH/EPDCCH CRC is scrambled by C-
RNTI or SPS C-RNTI.

If a UE is configured by higher layers to decode PDCCH with CRC scrambled by the SI-RNTI, the UE shall decode the
PDCCH and the corresponding PDSCH according to any of the combinations defined in Table 7.1-1. The scrambling
initialization of PDSCH corresponding to these PDCCHs is by SI-RNTI.
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Table 7.1-1: PDCCH and PDSCH configured by SI-RNTI

DCI format Search Transmission scheme of PDSCH corresponding to PDCCH
Space

DCI format 1C Common | If the number of PBCH antenna ports is one, Single-antenna port, port 0 is used (see
subclause 7.1.1), otherwise Transmit diversity (see subclause 7.1.2).

DCI format 1A Common | If the number of PBCH antenna ports is one, Single-antenna port, port O is used (see
subclause 7.1.1), otherwise Transmit diversity (see subclause 7.1.2).

If a UE is configured by higher layers to decode PDCCH with CRC scrambled by the P-RNTI, the UE shall decode the
PDCCH and the corresponding PDSCH according to any of the combinations defined in Table 7.1-2.
The scrambling initialization of PDSCH corresponding to these PDCCHs is by P-RNTL.

The UE is not required to monitor PDCCH with CRC scrambled by the P-RNTI on the PSCell.

Table 7.1-2: PDCCH and PDSCH configured by P-RNTI

DCI format Search Transmission scheme of PDSCH corresponding to PDCCH
Space

DCI format 1C Common | If the number of PBCH antenna ports is one, Single-antenna port, port 0 is used (see
subclause 7.1.1), otherwise Transmit diversity (see subclause 7.1.2)

DCI format 1A Common | If the number of PBCH antenna ports is one, Single-antenna port, port 0 is used (see
subclause 7.1.1), otherwise Transmit diversity (see subclause 7.1.2)

If a UE is configured by higher layers to decode PDCCH with CRC scrambled by the RA-RNTI, the UE shall decode
the PDCCH and the corresponding PDSCH according to any of the combinations defined in Table 7.1-3. The
scrambling initialization of PDSCH corresponding to these PDCCHs is by RA-RNTI.

When RA-RNTI and either C-RNTI or SPS C-RNTI are assigned in the same subframe, the UE is not required to
decode a PDSCH on the primary cell indicated by a PDCCH/EPDCCH with a CRC scrambled by C-RNTI or SPS C-
RNTIL

Table 7.1-3: PDCCH and PDSCH configured by RA-RNTI

DCI format Search Transmission scheme of PDSCH corresponding to PDCCH
Space

DCI format 1C Common | If the number of PBCH antenna ports is one, Single-antenna port, port 0 is used (see
subclause 7.1.1), otherwise Transmit diversity (see subclause 7.1.2)

DCI format 1A Common | If the number of PBCH antenna ports is one, Single-antenna port, port 0 is used (see
subclause 7.1.1), otherwise Transmit diversity (see subclause 7.1.2)

The UE is semi-statically configured via higher layer signalling to receive PDSCH data transmissions signalled via
PDCCH/EPDCCH according to one of the transmission modes, denoted mode 1 to mode 10.

For frame structure type 1,

- the UE is not expected to receive PDSCH resource blocks transmitted on antenna port 5 in any subframe in
which the number of OFDM symbols for PDCCH with normal CP is equal to four;

- the UE is not expected to receive PDSCH resource blocks transmitted on antenna port 5, 7, 8,9, 10, 11, 12, 13 or

14 in the two PRBs to which a pair of VRBs is mapped if either one of the two PRBs overlaps in frequency with
a transmission of either PBCH or primary or secondary synchronization signals in the same subframe;

- the UE is not expected to receive PDSCH resource blocks transmitted on antenna port 7 for which distributed
VRB resource allocation is assigned.
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- The UE may skip decoding the transport block(s) if it does not receive all assigned PDSCH resource blocks. If
the UE skips decoding, the physical layer indicates to higher layer that the transport block(s) are not successfully
decoded.

For frame structure type 2,

- the UE is not expected to receive PDSCH resource blocks transmitted on antenna port 5 in any subframe in
which the number of OFDM symbols for PDCCH with normal CP is equal to four;

- the UE is not expected to receive PDSCH resource blocks transmitted on antenna port 5 in the two PRBs to
which a pair of VRBs is mapped if either one of the two PRBs overlaps in frequency with a transmission of
PBCH in the same subframe;

- the UE is not expected to receive PDSCH resource blocks transmitted on antenna port 7, 8,9, 10, 11, 12, 13 or
14 in the two PRBs to which a pair of VRBs is mapped if either one of the two PRBs overlaps in frequency with
a transmission of primary or secondary synchronization signals in the same subframe;

- with normal CP configuration, the UE is not expected to receive PDSCH on antenna port 5 for which distributed
VRB resource allocation is assigned in the special subframe with configuration #1 or #6;

- the UE is not expected to receive PDSCH on antenna port 7 for which distributed VRB resource allocation is
assigned;

- with normal cyclic prefix, the UE is not expected to receive PDSCH resource blocks transmitted on antenna port
5 in DWPTS when the UE is configured with special subframe configuration 9.

- The UE may skip decoding the transport block(s) if it does not receive all assigned PDSCH resource blocks. If
the UE skips decoding, the physical layer indicates to higher layer that the transport block(s) are not successfully
decoded.

If a UE is configured by higher layers to decode PDCCH with CRC scrambled by the C-RNTI, the UE shall decode the
PDCCH and any corresponding PDSCH according to the respective combinations defined in Table 7.1-5. The
scrambling initialization of PDSCH corresponding to these PDCCHs is by C-RNTL

If a UE is configured by higher layers to decode EPDCCH with CRC scrambled by the C-RNTI, the UE shall decode
the EPDCCH and any corresponding PDSCH according to the respective combinations defined in Table 7.1-5A. The
scrambling initialization of PDSCH corresponding to these EPDCCHs is by C-RNTIL.

If the UE is configured with the carrier indicator field for a given serving cell and, if the UE is configured by higher
layers to decode PDCCH/EPDCCH with CRC scrambled by the C-RNTI, then the UE shall decode PDSCH of the
serving cell indicated by the carrier indicator field value in the decoded PDCCH/EPDCCH.

When a UE configured in transmission mode 3, 4, 8, 9 or 10 receives a DCI Format 1A assignment, it shall assume that
the PDSCH transmission is associated with transport block 1 and that transport block 2 is disabled.

When a UE is configured in transmission mode 7, scrambling initialization of UE-specific reference signals
corresponding to these PDCCHs/EPDCCHs is by C-RNTI.

The UE does not support transmission mode 8 if extended cyclic prefix is used in the downlink.

When a UE is configured in transmission mode 9 or 10, in the downlink subframes indicated by the higher layer
parameter mbsfn-SubframeConfigList or by mbsfn-SubframeConfigList-v12x0 of serving cell ¢ except in subframes
for the serving cell

- indicated by higher layers to decode PMCH or,

- configured by higher layers to be part of a positioning reference signal occasion and the positioning reference
signal occasion is only configured within MBSFN subframes and the cyclic prefix length used in subframe #0 is
normal cyclic prefix,

the UE shall upon detection of a PDCCH with CRC scrambled by the C-RNTI with DCI format 1A/2C/2D intended for
the UE or, upon detection of an EPDCCH with CRC scrambled by the C-RNTI with DCI format 1A/2C/2D intended for
the UE, decode the corresponding PDSCH in the same subframe.
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A UE configured in transmission mode 10 can be configured with scrambling identities, n%MRS’i , 1=0,1 by higher

layers for UE-specific reference signal generation as defined in subclause 6.10.3.1 of [3] to decode PDSCH according
to a detected PDCCH/EPDCCH with CRC scrambled by the C-RNTI with DCI format 2D intended for the UE.
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Table 7.1-5: PDCCH and PDSCH configured by C-RNTI

Transmission

Transmission scheme of PDSCH

mode AT SEEIC RIRED corresponding to PDCCH
Common and .
Mode 1 DCI format 1A UE specific by C-RNTI Single-antenna port, port 0 (see subclause 7.1.1)
DCI format 1 UE specific by C-RNTI Single-antenna port, port 0 (see subclause 7.1.1)
DCI format 1A Common and Transmit diversity (see subclause 7.1.2)
Mode 2 UE specific by C-RNTI Y A
DCI format 1 UE specific by C-RNTI Transmit diversity (see subclause 7.1.2)
Mode 3 DCI format 1A 8?2?;3&”& C-RNTI Transmit diversity (see subclause 7.1.2) .
DCI format 2A UE specific by C-RNTI L_arge _delay CDD (see subclause 7.1.3) or Transmit
diversity (see subclause 7.1.2)
Common and - .
Mode 4 DCI format 1A UE specific by C-RNTI Transmit diversity (see subclause 7.1.2)
i ) Closed-loop spatial multiplexing (see subclause 7.1.4)or
DCI format 2 UE specific by C-RNTI Transmit diversity (see subclause 7.1.2)
Common and - .
Mode 5 DCI format 1A UE specific by C-RNTI Transmit diversity (see subclause 7.1.2)
DCI format 1D UE specific by C-RNTI Multi-user MIMO (see subclause 7.1.5)
Common and - .
DCI format 1A UE specific by C-RNTI Transmit diversity (see subclause 7.1.2)
Mode 6 Closed-loop spatial multiplexing (see subclause 7.1.4)
DCI format 1B UE specific by C-RNTI ; ’ o T
using a single transmission layer
If the number of PBCH antenna ports is one, Single-
Mode 7 DCI format 1A Sc&n;mgcr;fing C-RNTI antenna port, port 0 is used (see subclause 7.1.1),
ode P Y otherwise Transmit diversity (see subclause 7.1.2)
DCI format 1 UE specific by C-RNTI Single-antenna port, port 5 (see subclause 7.1.1)
Common and If the number of PBCH antenna ports is one, Single-
DCI format 1A i antenna port, port 0 is used (see subclause 7.1.1),
UE specific by C-RNTI herwise T it di . bel 712
Mode 8 otherwise ransmllt llversny (see subclause 7.1.2)
Dual layer transmission, port 7 and 8 (see subclause
DCI format 2B UE specific by C-RNTI 7.1.5A) or single-antenna port, port 7 or 8 (see subclause
7.1.1)
. Non-MBSFN subframe: If the number of PBCH
antenna ports is one, Single-antenna port, port 0 is
DCI format 1A Common and UE specific by used (see subclause 7.1.1), otherwise Transmit
C-RNTI diversity (see subclause 7.1.2)
Mode 9 e  MBSFN subframe: Single-antenna port, port 7 (see
subclause 7.1.1)
Up to 8 layer transmission, ports 7-14 (see subclause
DCI format 2C UE specific by C-RNTI 7.1.5B) or single-antenna port, port 7 or 8 (see subclause
7.1.1)
. Non-MBSFN subframe: If the number of PBCH
antenna ports is one, Single-antenna port, port 0 is
Common and UE specific by used (see subclause 7.1.1), otherwise Transmit
DCl format 1A C-RNTI diversity (see subclause 7.1.2)
Mode 10 e  MBSFN subframe: Single-antenna port, port 7 (see

subclause 7.1.1)

DCI format 2D

UE specific by C-RNTI

Up to 8 layer transmission, ports 7-14 (see subclause
7.1.5B) or single-antenna port, port 7 or 8 (see subclause
7.1.1)
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Table 7.1-5A: EPDCCH and PDSCH configured by C-RNTI

Ui (o DCI format LD Transmission scheme of PDSCH corresponding to EPDCCH
mode Space
DCI format 1A EESFI)‘«?I‘\:I%C Single-antenna port, port 0 (see subclause 7.1.1)
Mode 1 U’é it
specific . ’
DCI format 1 by C-RNTI Single-antenna port, port 0 (see subclause 7.1.1)
DCI format 1A UE specific Transmit diversity (see subclause 7.1.2)
by C-RNTI
Mode 2 UE specific
DCI format 1 by C-RNTI Transmit diversity (see subclause 7.1.2)
DCI format 1A gfé_pslzl.?r Transmit diversity (see subclause 7.1.2)
Mode 3 DCI format 2A UE specific Large delay CDD (see subclause 7.1.3) or Transmit diversity (see subclause
by C-RNTI 7.1.2)
DCI format 1A LJYES_‘)SE'.?F Transmit diversity (see subclause 7.1.2)
Mode 4 DCI format 2 UE specific Closed-loop spatial multiplexing (see subclause 7.1.4)or Transmit diversity
by C-RNTI (see subclause 7.1.2)
DCI format 1A UE specific Transmit diversity (see subclause 7.1.2)
by C-RNTI
Mode 5 UE specific
DCI format 1D by C-RNTI Multi-user MIMO (see subclause 7.1.5)
DCI format 1A LJES_pR?ﬁI{_IIC Transmit diversity (see subclause 7.1.2)
Mode 6 A D] . — —
UE specific Closed-loop spatial multiplexing (see subclause 7.1.4) using a single
DCI format 1B e
by C-RNTI transmission layer
UE specific If the number of PBCH antenna ports is one, Single-antenna port, port 0 is
DCI format 1A P used (see subclause 7.1.1), otherwise Transmit diversity (see subclause
by C-RNTI
Mode 7 7.1.2)
UE specific .
DCI format 1 by C-RNTI Single-antenna port, port 5 (see subclause 7.1.1)
UE specific If the number of PBCH antenna ports is one, Single-antenna port, port 0 is
DCI format 1A P used (see subclause 7.1.1), otherwise Transmit diversity (see subclause
by C-RNTI
Mode 8 7.1.2)
DCI format 2B UE specific Dual layer transmission, port 7 and 8 (see subclause 7.1.5A) or single-
by C-RNTI antenna port, port 7 or 8 (see subclause 7.1.1)
. Non-MBSFN subframe: If the number of PBCH antenna ports is one,
DCI format 1A UE specific Single-antenna port, port 0 is used (see subclause 7.1.1), otherwise
Mode 9 by C-RNTI Transmit diversity (see subclause 7.1.2)
. MBSFN subframe: Single-antenna port, port 7 (see subclause 7.1.1)
DCI format 2C UE specific Up to 8 layer transmission, ports 7-14 (see subclause 7.1.5B) or single-
by C-RNTI antenna port, port 7 or 8 (see subclause 7.1.1)
. Non-MBSFN subframe: If the number of PBCH antenna ports is one,
DCI format 1A UE specific Single-antenna port, port 0 is used (see subclause 7.1.1), otherwise
Mode 10 by C-RNTI Transmit diversity (see subclause 7.1.2)
. MBSFN subframe: Single-antenna port, port 7 (see subclause 7.1.1)
DCI format 2D UE specific Up to 8 layer transmission, ports 7-14 (see subclause 7.1.5B) or single-
by C-RNTI antenna port, port 7 or 8 (see subclause 7.1.1)

If a UE is configured by higher layers to decode PDCCH with CRC scrambled by the SPS C-RNTI, the UE shall
decode the PDCCH on the primary cell and any corresponding PDSCH on the primary cell according to the respective
combinations defined in Table 7.1-6. The same PDSCH related configuration applies in the case that a PDSCH is
transmitted without a corresponding PDCCH. The scrambling initialization of PDSCH corresponding to these PDCCHs
and PDSCH without a corresponding PDCCH is by SPS C-RNTT.

If a UE is configured by higher layers to decode EPDCCH with CRC scrambled by the SPS C-RNTI, the UE shall
decode the EPDCCH on the primary cell and any corresponding PDSCH on the primary cell according to the respective
combinations defined in Table 7.1-6A. The same PDSCH related configuration applies in the case that a PDSCH is
transmitted without a corresponding EPDCCH. The scrambling initialization of PDSCH corresponding to these
EPDCCHs and PDSCH without a corresponding EPDCCH is by SPS C-RNTIL.

When a UE is configured in transmission mode 7, scrambling initialization of UE-specific reference signals for PDSCH
corresponding to these PDCCHs/EPDCCHs and for PDSCH without a corresponding PDCCH/EPDCCH is by SPS C-
RNTIL.

When a UE is configured in transmission mode 9 or 10, in the downlink subframes indicated by the higher layer
parameter mbsfn-SubframeConfigList or by mbsfn-SubframeConfigList-v12x0 of serving cell ¢ except in subframes for
the serving cell
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- indicated by higher layers to decode PMCH or,

- configured by higher layers to be part of a positioning reference signal occasion and the positioning reference
signal occasion is only configured within MBSFN subframes and the cyclic prefix length used in subframe #0 is
normal cyclic prefix,

the UE shall upon detection of a PDCCH with CRC scrambled by the SPS C-RNTT with DCI format 1A/2C/2D, or
upon detection of a EPDCCH with CRC scrambled by the SPS C-RNTI with DCI format 1A/2C/2D, or for a configured
PDSCH without PDCCH intended for the UE, decode the corresponding PDSCH in the same subframe.

A UE configured in transmission mode 10 can be configured with scrambling identities, n%MRS’i , 1=0,1 by higher

layers for UE-specific reference signal generation as defined in subclause 6.10.3.1 of [3] to decode PDSCH according
to a detected PDCCH/EPDCCH with CRC scrambled by the SPS C-RNTI with DCI format 2D intended for the UE.

For PDSCH without a corresponding PDCCH/EPDCCH, the UE shall use the value of Ng;, and the scrambling

identity of Ny

(nserp

associated SPS activation for UE-specific reference signal generation.

Table 7.1-6: PDCCH and PDSCH configured by SPS C-RNTI

) (as defined in subclause 6.10.3.1 of [3]) derived from the DCI format 2D corresponding to the

Transmission DCI format Search Space Transmission scheme of PDSCH corresponding to
mode PDCCH
Common and .
Mode 1 DCI format 1A UE specific by C-RNTI Single-antenna port, port 0 (see subclause 7.1.1)
DCI format 1 UE specific by C-RNTI | Single-antenna port, port 0 (see subclause 7.1.1)
DCI format 1A Common and Transmit diversity (see subclause 7.1.2)
Mode 2 UE specific by C-RNTI Y A
DCI format 1 UE specific by C-RNTI | Transmit diversity (see subclause 7.1.2)
Common and - .
Mode 3 DCI format 1A UE specific by C-RNTI Transmit diversity (see subclause 7.1.2)
DCI format 2A UE specific by C-RNTI | Transmit diversity (see subclause 7.1.2)
Mode 4 DCI format 1A Scén;r;é)cr;f;ngy C-RNTI Transmit diversity (see subclause 7.1.2)
DCI format 2 UE specific by C-RNTI Transmit diversity (see subclause 7.1.2)
Common and - .
Mode 5 DCI format 1A UE specific by C-RNTI Transmit diversity (see subclause 7.1.2)
Common and - .
Mode 6 DCI format 1A UE specific by C-RNTI Transmit diversity (see subclause 7.1.2)
Common and .
Mode 7 DCI format 1A UE specific by C-RNTI Single-antenna port, port 5 (see subclause 7.1.1)
DCI format 1 UE specific by C-RNTI | Single-antenna port, port 5 (see subclause 7.1.1)
DCI format 1A Common and Single-antenna port, port 7(see subclause 7.1.1)
Mode 8 UE specific by C-RNTI 9 port, p T
DCI format 2B UE specific by C-RNTI | Single-antenna port, port 7 or 8 (see subclause 7.1.1)
Common and .
Mode 9 DCI format 1A UE specific by C-RNTI Single-antenna port, port 7 (see subclause 7.1.1)
DCI format 2C UE specific by C-RNTI | Single-antenna port, port 7 or 8, (see subclause 7.1.1)
Common and .
Mode 10 DCI format 1A UE specific by C-RNTI Single-antenna port, port 7 (see subclause 7.1.1)
DCI format 2D UE specific by C-RNTI | Single-antenna port, port 7 or 8, (see subclause 7.1.1)
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Table 7.1-6A: EPDCCH and PDSCH configured by SPS C-RNTI

Tran;r:(i‘sesion DCl format | Search Space Transmission schemgl;);ggaCH corresponding to
DCI format 1A lCJ:_ER?\lp_ﬁcific by Single-antenna port, port 0 (see subclause 7.1.1)
Mode 1 DCI format 1 g_ER?\lp_ﬁcific by Single-antenna port, port 0 (see subclause 7.1.1)
DCI format 1A ch:_ER?\lp_ﬁcific by Transmit diversity (see subclause 7.1.2)
Mode 2 DCI format 1 (L;_ER?\Ip_I(_elcific by Transmit diversity (see subclause 7.1.2)
DCI format 1A EJ;_ER?\Ip_ﬁcific by Transmit diversity (see subclause 7.1.2)
Mode 3 DCI format 2A EJ;_ER?\Ip_ﬁcific by Transmit diversity (see subclause 7.1.2)
DCI format 1A g_ERT\lpﬁCiﬁc by Transmit diversity (see subclause 7.1.2)
Mode 4 DCI format 2 UE specific by Transmit diversit,
C-RNTI y (see subclause 7.1.2)
Mode 5 DCI format 1A g_ER?\lp_ﬁcific by Transmit diversity (see subclause 7.1.2)
Mode 6 DCI format 1A g_ER?\lpTelcific by Transmit diversity (see subclause 7.1.2)
DCI format 1A tJ;_ER?\Ip_ﬁcific by Single-antenna port, port 5 (see subclause 7.1.1)
Mode 7 DCI format 1 g_ER?\lp_ﬁcific by Single-antenna port, port 5 (see subclause 7.1.1)
DCI format 1A g_ERT\lpﬁCiﬁc by Single-antenna port, port 7(see subclause 7.1.1)
Mode 8 DCI format 2B g_ER?\lpﬁCiﬁC by Single-antenna port, port 7 or 8 (see subclause 7.1.1)
DCI format 1A g_ER?\‘pﬁCiﬁc by Single-antenna port, port 7 (see subclause 7.1.1)
Mode 9 DCI format 2C lCJ:_ER?\lp_ﬁcific by Single-antenna port, port 7 or 8, (see subclause 7.1.1)
DCI format 1A tJ;_ER?\Ip_ﬁcific by Single-antenna port, port 7 (see subclause 7.1.1)
Mode 10 DCI format 2D g_ER?\lpﬁCiﬁc by Single-antenna port, port 7 or 8, (see subclause 7.1.1)

If a UE is configured by higher layers to decode PDCCH with CRC scrambled by the Temporary C-RNTI and is not
configured to decode PDCCH with CRC scrambled by the C-RNTI, the UE shall decode the PDCCH and the
corresponding PDSCH according to the combination defined in Table 7.1-7. The scrambling initialization of PDSCH
corresponding to these PDCCHs is by Temporary C-RNTI.

Table 7.1-7: PDCCH and PDSCH configured by Temporary C-RNTI

DCI format

Search Space

Transmission scheme of PDSCH corresponding to PDCCH

Common and

If the number of PBCH antenna port is one, Single-antenna port, port 0 is used (see

DCl format 1A lL)JyE'I'SepSC;;Igfary C-RNTI subclause 7.1.1), otherwise Transmit diversity (see subclause 7.1.2)
UE specific If the number of PBCH antenna port is one, Single-antenna port, port 0 is used (see

DCI format 1

by Temporary C-RNTI

subclause 7.1.1), otherwise Transmit diversity (see subclause 7.1.2)

The transmission schemes of the PDSCH are described in the following sub-subclauses.

711 Single-antenna port scheme

For the single-antenna port transmission schemes (port 0, port 5, port 7 or port 8) of the PDSCH, the UE may assume
that an eNB transmission on the PDSCH would be performed according to subclause 6.3.4.1 of [3].

In case an antenna port p € {7,8} isused, the UE cannot assume that the other antenna port in the set {7,8} is not
associated with transmission of PDSCH to another UE.
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7.1.2 Transmit diversity scheme

For the transmit diversity transmission scheme of the PDSCH, the UE may assume that an eNB transmission on the
PDSCH would be performed according to subclause 6.3.4.3 of [3]

7.1.3  Large delay CDD scheme

For the large delay CDD transmission scheme of the PDSCH, the UE may assume that an eNB transmission on the
PDSCH would be performed according to large delay CDD as defined in subclause 6.3.4.2.2 of [3].

7.1.4 Closed-loop spatial multiplexing scheme

For the closed-loop spatial multiplexing transmission scheme of the PDSCH, the UE may assume that an eNB
transmission on the PDSCH would be performed according to the applicable number of transmission layers as defined
in subclause 6.3.4.2.1 of [3].

7.1.5  Multi-user MIMO scheme

For the multi-user MIMO transmission scheme of the PDSCH, the UE may assume that an eNB transmission on the
PDSCH would be performed on one layer and according to subclause 6.3.4.2.1 of [3]. The 5power_01ﬁet dB value
signalled on PDCCH/EPDCCH with DCI format 1D using the downlink power offset field is given in Table 7.1.5-1.

Table 7.1.5-1: Mapping of downlink power offset field in DCI format 1D to the o value.

power-offset

Downlink power offset field | O, ot [4BI

0 -10log10(2)
1 0

7.1.5A Dual layer scheme

For the dual layer transmission scheme of the PDSCH, the UE may assume that an eNB transmission on the PDSCH
would be performed with two transmission layers on antenna ports 7 and 8 as defined in subclause 6.3.4.4 of [3].

7.1.5B Up to 8 layer transmission scheme

For the up to 8 layer transmission scheme of the PDSCH, the UE may assume that an eNB transmission on the PDSCH
would be performed with up to 8 transmission layers on antenna ports 7 - 14 as defined in subclause 6.3.4.4 of [3].

7.1.6 Resource allocation

The UE shall interpret the resource allocation field depending on the PDCCH/EPDCCH DCI format detected. A
resource allocation field in each PDCCH/EPDCCH includes two parts, a resource allocation header field and
information consisting of the actual resource block assignment.

PDCCH DCI formats 1, 2, 2A, 2B, 2C and 2D with type 0 and PDCCH DCI formats 1, 2, 2A, 2B, 2C and 2D with type
1 resource allocation have the same format and are distinguished from each other via the single bit resource allocation
header field which exists depending on the downlink system bandwidth (subclause 5.3.3.1 of [4]), where type O is
indicated by 0 value and type 1 is indicated otherwise. PDCCH with DCI format 1A, 1B, 1C and 1D have a type 2
resource allocation while PDCCH with DCI format 1, 2, 2A, 2B, 2C and 2D have type 0 or type 1 resource allocation.
PDCCH DCI formats with a type 2 resource allocation do not have a resource allocation header field.

EPDCCH DCI formats 1, 2, 2A, 2B, 2C and 2D with type 0 and EPDCCH DCI formats 1, 2, 2A, 2B, 2C and 2D with
type 1 resource allocation have the same format and are distinguished from each other via the single bit resource
allocation header field which exists depending on the downlink system bandwidth (subclause 5.3.3.1 of [4]), where type
0 is indicated by 0 value and type 1 is indicated otherwise. EPDCCH with DCI format 1A, 1B, and 1D have a type 2
resource allocation while EPDCCH with DCI format 1, 2, 2A, 2B, 2C and 2D have type 0 or type 1 resource allocation.
EPDCCH DCI formats with a type 2 resource allocation do not have a resource allocation header field.
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A UE may assume, for any PDSCH transmission scheduled by a cell with physical cell identity given in NAICS-
Assistancelnfo-r12 and the PDSCH transmission mode belonging to transmissionModeList-r12 associated with the cell
except spatial multiplexing using up to 8 transmission layers in transmission mode 10, that the resource allocation
granularity and precoding granularity in terms of PRB pairs in the frequency domain are both given by N, where N is
given by the higher layer parameter resAllocGranularity-r12 associated with the cell. The first set of N consecutive
PRB pairs of the resource allocation starts from the lowest frequency of the system bandwidth and the UE may assume
the same precoding applies to all PRB pairs within a set.

7.1.6.1 Resource allocation type 0

In resource allocations of type 0, resource block assignment information includes a bitmap indicating the Resource
Block Groups (RBGs) that are allocated to the scheduled UE where a RBG is a set of consecutive virtual resource
blocks (VRBs) of localized type as defined in subclause 6.2.3.1 of [3]. Resource block group size (P) is a function of

the system bandwidth as shown in Table 7.1.6.1-1. The total number of RBGs ( Nyp; ) for downlink system bandwidth
of Npy is given by Nggg = ‘ Ngy /P ‘ where \_NBI; / PJ of the RBGs are of size P and if Nps mod P >0 then one

of the RBGs is of size N % -P- \_N % / PJ. The bitmap is of size Npp, bits with one bitmap bit per RBG such that

each RBG is addressable. The RBGs shall be indexed in the order of increasing frequency and non-increasing RBG
sizes starting at the lowest frequency. The order of RBG to bitmap bit mapping is in such way that RBG 0 to

RBG N RBG —1 are mapped to MSB to LSB of the bitmap. The RBG is allocated to the UE if the corresponding bit
value in the bitmap is 1, the RBG is not allocated to the UE otherwise.

Table 7.1.6.1-1: Type 0 resource allocation RBG size vs. Downlink System Bandwidth

System Bandwidth | RBG Size
NDL (P)
<10 1
11-26 2
27 -63 3
64 — 110 4
7.1.6.2 Resource allocation type 1

In resource allocations of type 1, a resource block assignment information of size Ngpp; indicates to a scheduled UE

the VRBs from the set of VRBs from one of P RBG subsets. The virtual resource blocks used are of localized type as
defined in subclause 6.2.3.1 of [3]. Also P is the RBG size associated with the system bandwidth as shown in Table

7.1.6.1-1. ARBG subset P, where 0 < p < P, consists of every P th RBG starting from RBG P . The resource
block assignment information consists of three fields [4].

The first field with |-10g2(P)-| bits is used to indicate the selected RBG subset among P RBG subsets.

The second field with one bit is used to indicate a shift of the resource allocation span within a subset. A bit value of 1
indicates shift is triggered. Shift is not triggered otherwise.

The third field includes a bitmap, where each bit of the bitmap addresses a single VRB in the selected RBG subset in
such a way that MSB to LSB of the bitmap are mapped to the VRBs in the increasing frequency order. The VRB is
allocated to the UE if the corresponding bit value in the bit field is 1, the VRB is not allocated to the UE otherwise.

The portion of the bitmap used to address VRBs in a selected RBG subset has size Npp = and is defined as
NG =[NR5 /P | ~Tiog,(P)] -1

The addressable VRB numbers of a selected RBG subset start from an offset, Ay, (P) to the smallest VRB number

within the selected RBG subset, which is mapped to the MSB of the bitmap. The offset is in terms of the number of
VRBs and is done within the selected RBG subset. If the value of the bit in the second field for shift of the resource
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allocation span is set to 0, the offset for RBG subset P is given by A (P) = 0. Otherwise, the offset for RBG

subset P isgivenby Ay, (P)=N II:EG whset () — ngm , where the LSB of the bitmap is justified with the
RBG subset

highest VRB number within the selected RBG subset. Ny (p) is the number of VRBs in RBG subset P and
can be calculated by the following equation,
DL _ DL _
NRB2 ! -P+P ,p< Ngp -1 mod P
P P
RBG sub Ngg —1 DL Nei -1
Ngg~ 2 (p) = Rsz ‘P+(Ngg —DmodP+1 ,p= % mod P
DL _ DL _
Nrg 11| o ,p> Nes =1 odp
p? P

Consequently, when RBG subset p is indicated, bit i for i=0,1,---, NggPEl —1 in the bitmap field indicates VRB
number,

subse i+Asi
R

JP2+ P-P+(i+Agn(P))mod P

7.1.6.3 Resource allocation type 2

In resource allocations of type 2, the resource block assignment information indicates to a scheduled UE a set of
contiguously allocated localized virtual resource blocks or distributed virtual resource blocks. In case of resource
allocation signalled with PDCCH DCI format 1A, 1B or 1D, or for resource allocation signalled with EPDCCH DCI
format 1A, 1B, or 1D, one bit flag indicates whether localized virtual resource blocks or distributed virtual resource
blocks are assigned (value 0 indicates Localized and value 1 indicates Distributed VRB assignment) while distributed
virtual resource blocks are always assigned in case of resource allocation signalled with PDCCH DCI format 1C.
Localized VRB allocations for a UE vary from a single VRB up to a maximum number of VRBs spanning the system
bandwidth. For DCI format 1A the distributed VRB allocations for a UE vary from a single VRBup to NJ.. VRBs,

where NJv. is defined in [3], if the DCI CRC is scrambled by P-RNTI, RA-RNTI, or SI-RNTI. With PDCCH DCI

format 1B, 1D with a CRC scrambled by C-RNTI, or with DCI format 1A with a CRC scrambled with C-RNTI, SPS C-
RNTI or Temporary C-RNTI distributed VRB allocations for a UE vary from a single VRBup to Ny, VRBs if

Np- is 6-49 and vary from a single VRB up to 16 if N2> is 50-110. With EPDCCH DCI format 1B, 1D with a CRC

scrambled by C-RNTI, or with DCI format 1A with a CRC scrambled with C-RNTI, SPS C-RNTI distributed VRB
allocations for a UE vary from a single VRBup to N, VRBs if N2 is 6-49 and vary from a single VRB up to 16

VRB

if Np& is 50-110. With PDCCH DCI format 1C, distributed VRB allocations for a UE vary from N VRB(s) up to
|_N$1‘;B /NS J N VRBs with an increment step of N3, where N3* value is determined depending on the

downlink system bandwidth as shown in Table 7.1.6.3-1.

Table 7.1.6.3-1: N:» values vs. Downlink System Bandwidth

System BW (N 13; ) Nzs
DCI format 1C
6-49 2
50-110 4

For PDCCH DCI format 1A, 1B or 1D, or for EPDCCH DCI format 1A, 1B, or 1D, a type 2 resource allocation field
consists of a resource indication value (RIV) corresponding to a starting resource block ( RBg, ) and a length in terms

of virtually contiguously allocated resource blocks Lqgg, . The resource indication value is defined by
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if (Lopge —D<|[N2 /2] then

RIV = N2 (Logs — 1)+ RB

start

else
RIV = Ngg (Ngg = Logg + 1)+ (Ngg —1-RBg,.)

where Lggs > 1 and shall not exceed NVDRIE —RBg,t -
For PDCCH DCI format 1C, a type 2 resource block assignment field consists of a resource indication value (RIV)

corresponding to a starting resource block (RBgr =0, N3P, 2N ..., (LN o /NP J_ )N:) and a length in terms

of virtually contiguously allocated resource blocks ( Leggs = NP, 2NSP,..., |_N VD;B /NS J N e ).

The resource indication value is defined by:
. ' rDL
if (Ling —D) <[ NJEE /2] then

RIV = N/& (Ligs, — 1)+ RB!

start

else
RIV = N\;EBE(N\’/RDII; - LéRBS + 1) + (N\'/gé —-1- RBétart)

where Llng = Lopg /NS, RBY,, = RB, /NS and NJ2 =[N2% / NS |, Here,

start

L{rgs > 1 and shall not exceed N\',gé' —RB-

7.16.4 PDSCH starting position
The starting OFDM symbol for the PDSCH of each activated serving cell is given by index | . in the first slotin a
subframe.

For a UE configured in transmission mode 1-9, for a given activated serving cell

- if the PDSCH is assigned by EPDCCH received in the same serving cell, or if the UE is configured to monitor
EPDCCH in the subframe and the PDSCH is not assigned by a PDCCH/EPDCCH, and if the UE is configured
with the higher layer parameter epdcch-StartSymbol-r1l

- buasan g given by the higher-layer parameter epdcch-StartSymbol-r11.
- else if PDSCH and the corresponding PDCCH/EPDCCH are received on different serving cells
- bawsur g given by the higher-layer parameter pdsch-Start-r10 for the serving cell on which PDSCH is
received,

- Otherwise

- baasan g given by the CFI value in the subframe of the given serving cell when NRDé“ >10, and |Datastan is

given by the CFI value + 1 in the subframe of the given serving cell when N % <10.

For a UE configured in transmission mode 10, for a given activated serving cell

- if the PDSCH is assigned by a PDCCH with DCI format 1C or by a PDCCH with DCI format 1A and with CRC
scrambled with P-RNTI/RA-RNTI/SI-RNTI/Temporary C-RNTI
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- bawsur s given by the span of the DCI given by the CFI value in the subframe of the given serving cell
according to subclause 5.3.4 of [4].

- if the PDSCH is assigned by a PDCCH/EPDCCH with DCI format 1A and with CRC scrambled with C-RNTI
and if the PDSCH transmission is on antenna ports 0 - 3

- if the PDSCH is assigned by EPDCCH received in the same serving cell

- 'DawSurt jg given by | for the EPDCCH-PRB-set where EPDCCH with the DCI format 1A was

EPDCCHStart

received (| as defined in subclause 9.1.4.1),

EPDCCHStart

- else if PDSCH and the corresponding PDCCH/EPDCCH are received on different serving cells

- 'paasian g given by the higher-layer parameter pdsch-Start-r10 for the serving cell on which PDSCH is
received.

- otherwise

- Touasan g given by the CFI value in the subframe of the given serving cell when NRDé“ >10, and Datastart

is given by the CFI value+1 in the subframe of the given serving cell when N RDé <10.

- if the PDSCH is assigned by or semi-statically scheduled by a PDCCH/EPDCCH with DCI format 1A and if the
PDSCH transmission is on antenna port 7

- if the value of the higher layer parameter pdsch-Start-r11 determined from parameter set 1 in table 7.1.9-1
for the serving cell on which PDSCH is received belongs to {1,2,3,4},

- ouasun is given by the higher layer parameter pdsch-Start-r1l determined from parameter set 1 in table

7.1.9-1 for the serving cell on which PDSCH is received.
- else,

- if PDSCH and the corresponding PDCCH/EPDCCH are received on different serving cells,

- ouasan is given by the higher-layer parameter pdsch-Start-r10 for the serving cell on which PDSCH is
received

- otherwise

- Tussn is given by the CFI value in the subframe of the given serving cell when N % >10, and

Ipaasiart g given by the CFI value + 1 in the subframe of the given serving cell when Ngg <10.

- if the subframe on which PDSCH is received is indicated by the higher layer parameter mbsfn-
SubframeConfigList-r11 determined from parameter set 1 in table 7.1.9-1 for the serving cell on which
PDSCH is received, or if the PDSCH is received on subframe 1 or 6 for the frame structure type 2,

IDataStarl = 1’1’111’1(2, IDmaStan )’

- otherwise

Iv

DataStart

DataStart

- if the PDSCH is assigned by or semi-persistently scheduled by a PDCCH/EPDCCH with DCI format 2D,

- if the value of the higher layer parameter pdsch-Start-r11l determined from the DCI (according to subclause
7.1.9) for the serving cell on which PDSCH is received belongs to {1,2,3,4},

I
the serving cell on which PDSCH is received

is given by parameter pdsch-Start-r11 determined from the DCI (according to subclause 7.1.9) for

DataStart
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- else,
- if PDSCH and the corresponding PDCCH/EPDCCH are received on different serving cells,

I DataStart

is given by the higher-layer parameter pdsch-Start-r10 for the serving cell on which PDSCH is

received

- Otherwise

| is given by the CFI value in the subframe of the given serving cell when N % >10, and

DataStart

Daastart i given by the CFI value+1 in the subframe of the given serving cell when N % <10.

- if the subframe on which PDSCH is received is indicated by the higher layer parameter mbsfn-
SubframeConfigList-r11 determined from the DCI (according to subclause 7.1.9) for the serving cell on
which PDSCH is received, or if the PDSCH is received on subframe 1 or 6 for frame structure type 2,

- IDamStan = mln(2, IDataStan )’
- otherwise

DataStart

- DataStart

7.1.6.5 Physical Resource Block (PRB) bundling

A UE configured for transmission mode 9 for a given serving cell ¢ may assume that precoding granularity is multiple
resource blocks in the frequency domain when PMI/RI reporting is configured.

For a given serving cell ¢, if a UE is configured for transmission mode 10

- if PMI/RI reporting is configured for all configured CSI processes for the serving cell ¢, the UE may assume that
precoding granularity is multiple resource blocks in the frequency domain,

- otherwise, the UE shall assume the precoding granularity is one resource block in the frequency domain.

Fixed system bandwidth dependent Precoding Resource block Groups (PRGs) of size P’ partition the system
bandwidth and each PRG consists of consecutive PRBs. If N RD}% modP’>0 then one of the PRGs is of size

N% - P'LN ]%]3“ / P’J. The PRG size is non-increasing starting at the lowest frequency. The UE may assume that the
same precoder applies on all scheduled PRBs within a PRG.

The PRG size a UE may assume for a given system bandwidth is given by:

Table 7.1.6.5-1
System Bandwidth PRG Size (P')
(NRE) (PRBs)
<10 1
11-26 2
27 - 63 3
64 — 110 2
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7.1.7 Modulation order and transport block size determination

To determine the modulation order and transport block size(s) in the physical downlink shared channel, the UE shall
first

- read the 5-bit "modulation and coding scheme" field ( I, ) in the DCI

and second if the DCI CRC is scrambled by P-RNTI, RA-RNTI, or SI-RNTI then
- for DCI format 1A:

- set the Table 7.1.7.2.1-1 column indicator N, to Nprp from subclause 5.3.3.1.3 in [4]

- for DCI format 1C:
- use Table 7.1.7.2.3-1 for determining its transport block size.
else

- set N I,’RB to the total number of allocated PRBs based on the procedure defined in subclause 7.1.6.

if the transport block is transmitted in DwPTS of the special subframe in frame structure type 2, then

- for special subframe configuration 9 with normal cyclic prefix or special subframe configuration 7 with
extended cyclic prefix:

N =max{ N/ x0.375 |, 1}
- set the Table 7.1.7.2.1-1 column indicator PRB L PRB J

- for other special subframe configurations:

- set the Table 7.1.7.2.1-1 column indicator N oz = max {L Noeg X 0.75J , 1} ,

else, set the Table 7.1.7.2.1-1 column indicator Npgg = Npgg -

The UE may skip decoding a transport block in an initial transmission if the effective channel code rate is higher than
0.931, where the effective channel code rate is defined as the number of downlink information bits (including CRC bits)
divided by the number of physical channel bits on PDSCH. If the UE skips decoding, the physical layer indicates to
higher layer that the transport block is not successfully decoded. For the special subframe configurations 0 and 5 with
normal downlink CP or configurations 0 and 4 with extended downlink CP, shown in Table 4.2-1 of [3], there shall be
no PDSCH transmission in DwPTS of the special subframe.

71.71 Modulation order determination

The UE shall use Q,, =2 if the DCI CRC is scrambled by P-RNTI, RA-RNTI, or SI-RNTI, otherwise,

- if the higher layer parameter altCQI-Table-r12 is configured, and if the PDSCH is assigned by a
PDCCH/EPDCCH with DCI format 1/1B/1D/2/2A/2B/2C/2D with CRC scrambled by C-RNTI,

- the UE shall use I, and Table 7.1.7.1-1A to determine the modulation order (Q,, ) used in the physical
downlink shared channel.

- else

- the UE shall use |, and Table 7.1.7.1-1 to determine the modulation order (Q,, ) used in the physical
downlink shared channel.
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Table 7.1.7.1-1: Modulation and TBS index table for PDSCH

MCS Index | Modulation Order | TBS Index

I MCS Qm I TBS

NINININDININDIN|aaalalalalalalalala
o|0|B|R|N|=|O|o|m|N|o|a|a|B|w|v |2 [o]@O|® (NGO~ W IN = O

reserved

OR[N (DO|O(DO|D (DO DO |O(BR|A(ARIBRBEAIBRININININININININININ

W W(NNNNNNNNN N2 aalalalalalala
LAlo|o|x|No|a|i|o|N=S|o|xn|N|o|a|h e a|o|@® N GAWIN=IO

Table 7.1.7.1-1A. Modulation and TBS index table 2 for PDSCH

MCS Index | Modulation Order | TBS Index
IMCS Qm ITBS
0 2 0
1 2 2
2 2 4
3 2 6
4 2 8
5 4 10
6 4 11
7 4 12
8 4 13
9 4 14
10 4 15
11 6 16
12 6 17
13 6 18
14 6 19
15 6 20
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71.7.2

MCS Index | Modulation Order | TBS Index
s Qp | ps
16 6 21
17 6 22
18 6 23
19 6 24
20 8 25
21 8 27
22 8 28
23 8 29
24 8 30
25 8 31
26 8 32
27 8 33
28 2
29 4
30 6 reserved
31 8

Transport block size determination

If the DCI CRC is scrambled by P-RNTI, RA-RNTI, or SI-RNTI then

- for DCI format 1A:

the UE shall set the TBS index (|4 ) equal to I, and determine its TBS by the procedure in subclause
7.1.72.1 for 0< 1,  <26.

- for DCI format 1C:

the UE shall set the TBS index ( |4 ) equal to I, and determine its TBS from Table 7.1.7.2.3-1.

else if the higher layer parameter altCQI-Table-r12 is configured, then

- for DCI format 1A with CRC scrambled by C-RNTI and for DCI format 1/1A/2/2A/2B/2C/2D with CRC
scrambled by SPS C-RNTI:

for 0<1,,., <28, the UE shall first determine the TBS index ( I 1 ) using I, and Table 7.1.7.1-1 except if

the transport block is disabled in DCI formats 2, 2A, 2B, 2C and 2D as specified below. For a transport block
that is not mapped to more than single-layer spatial multiplexing, the TBS is determined by the procedure in
subclause 7.1.7.2.1.

for29 <1, <31, the TBS is assumed to be as determined from DCI transported in the latest
PDCCH/EPDCCH for the same transport block using 0 < |, <33. If there is no PDCCH/EPDCCH for the
26, and if the initial PDSCH for the same transport block is semi-

persistently scheduled, the TBS shall be determined from the most recent semi-persistent scheduling
assignment PDCCH/EPDCCH.

same transport block using0 < 1, <

In DCI formats 2, 2A, 2B, 2C and 2D a transport block is disabled if |
transport block is enabled.

ves =0 and if vige = 1 otherwise the

- for DCI format 1/1B/1D/2/2A/2B/2C/2D with CRC scrambled by C-RNTI
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- for 0< |1, <27, the UE shall first determine the TBS index ( I ) using I, and Table 7.1.7.1-1A except

if the transport block is disabled in DCI formats 2, 2A, 2B, 2C and 2D as specified below. For a transport
block that is not mapped to more than single-layer spatial multiplexing, the TBS is determined by the
procedure in subclause 7.1.7.2.1. For a transport block that is mapped to two-layer spatial multiplexing, the
TBS is determined by the procedure in subclause 7.1.7.2.2. For a transport block that is mapped to three-layer
spatial multiplexing, the TBS is determined by the procedure in subclause 7.1.7.2.4. For a transport block that
is mapped to four-layer spatial multiplexing, the TBS is determined by the procedure in subclause 7.1.7.2.5.

- for 28 <1,,.s <31, the TBS is assumed to be as determined from DCI transported in the latest

PDCCH/EPDCCH for the same transport block using 0 < I, <33.

- In DCI formats 2, 2A, 2B, 2C and 2D a transport block is disabled if |

transport block is enabled.

wes =0 and if rvigx = 1 otherwise the

else

- for0< 1, <28, the UE shall first determine the TBS index ( I ) using I, and Table 7.1.7.1-1 except if the

transport block is disabled in DCI formats 2, 2A, 2B, 2C and 2D as specified below. For a transport block that is
not mapped to more than single-layer spatial multiplexing, the TBS is determined by the procedure in subclause
7.1.7.2.1. For a transport block that is mapped to two-layer spatial multiplexing, the TBS is determined by the
procedure in subclause 7.1.7.2.2. For a transport block that is mapped to three-layer spatial multiplexing, the
TBS is determined by the procedure in subclause 7.1.7.2.4. For a transport block that is mapped to four-layer
spatial multiplexing, the TBS is determined by the procedure in subclause 7.1.7.2.5.

- for29 <1, <31, the TBS is assumed to be as determined from DCI transported in the latest

PDCCH/EPDCCH for the same transport block using 0 < I, <28 . If there is no PDCCH/EPDCCH for the

same transport block using 0 < I, <28, and if the initial PDSCH for the same transport block is semi-

persistently scheduled, the TBS shall be determined from the most recent semi-persistent scheduling assignment
PDCCH/EPDCCH.

- In DCI formats 2, 2A, 2B, 2C and 2D a transport block is disabled if 1. =0 and if rvis = 1 otherwise the
transport block is enabled.

The NDI and HARQ process ID, as signalled on PDCCH/EPDCCH, and the TBS, as determined above, shall be
delivered to higher layers.

71.7.21 Transport blocks not mapped to two or more layer spatial multiplexing

For1< Nz <110, the TBS is given by the ( |5, Nz ) entry of Table 7.1.7.2.1-1.

Table 7.1.7.2.1-1: Transport block size table (dimension 34x110)

I NPRB
188 1 2 3 4 5 6 7 8 9 10
0 16 32 56 88 120 152 176 208 224 256
1 24 56 88 144 176 208 224 256 328 344
2 32 72 144 176 208 256 296 328 376 424
3 40 104 176 208 256 328 392 440 504 568
4 56 120 208 256 328 408 488 552 632 696
5 72 144 224 328 424 504 600 680 776 872
6 328 176 256 392 504 600 712 808 936 1032
7 104 224 328 472 584 712 840 968 1096 1224
8 120 256 392 536 680 808 968 1096 1256 1384
9 136 296 456 616 776 936 1096 1256 1416 1544
10 144 328 504 680 872 1032 1224 1384 1544 1736
11 176 376 584 776 1000 1192 1384 1608 1800 2024
12 208 440 680 904 1128 1352 1608 1800 2024 2280
13 224 488 744 1000 1256 1544 1800 2024 2280 2536
14 256 552 840 1128 1416 1736 1992 2280 2600 2856
15 280 600 904 1224 1544 1800 2152 2472 2728 3112
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16| 328 | 632 | 968 | 1288 | 1608 | 1928 | 2280 | 2600 | 2984 | 3240
17 | 336 | 696 | 1064 | 1416 | 1800 | 2152 | 2536 | 2856 | 3240 | 3624
18 | 376 | 776 | 1160 | 1544 | 1992 | 2344 | 2792 | 3112 | 3624 | 4008
19 | 408 | 840 | 1288 | 1736 | 2152 | 2600 | 2984 | 3496 | 3880 | 4264
20 | 440 | 904 | 1384 | 1864 | 2344 | 2792 | 3240 | 3752 | 4136 | 4584
21 488 | 1000 | 1480 | 1992 | 2472 | 2984 | 3496 | 4008 | 4584 | 4968
22 | 520 | 1064 | 1608 | 2152 | 2664 | 3240 | 3752 | 4264 | 4776 | 5352
23 | 552 | 1128 | 1736 | 2280 | 2856 | 3496 | 4008 | 4584 | 5160 | 5736
24 | 584 | 1192 | 1800 | 2408 | 2984 | 3624 | 4264 | 4968 | 5544 | 5992
25 | 616 | 1256 | 1864 | 2536 | 3112 | 3752 | 4392 | 5160 | 5736 | 6200
26 | 712 | 1480 | 2216 | 2984 | 3752 | 4392 | 5160 | 5992 | 6712 | 7480
NPRB
ITBS
1 12 13 14 15 16 17 18 19 20
0 288 | 328 | 344 | 376 | 392 | 424 | 456 | 488 | 504 | 536
1 376 | 424 | 456 | 488 | 520 | 568 | 600 | 632 | 680 | 712
2 472 | 520 | 568 | 616 | 648 | 696 | 744 | 776 | 840 | 872
3 616 | 680 | 744 | 808 | 872 | 904 | 968 | 1032 | 1096 | 1160
4 776 | 840 | 904 | 1000 | 1064 | 1128 | 1192 | 1288 | 1352 | 1416
5 968 | 1032 | 1128 | 1224 | 1320 | 1384 | 1480 | 1544 | 1672 | 1736
6 1128 | 1224 | 1352 | 1480 | 1544 | 1672 | 1736 | 1864 | 1992 | 2088
7 1320 | 1480 | 1608 | 1672 | 1800 | 1928 | 2088 | 2216 | 2344 | 2472
8 1544 | 1672 | 1800 | 1928 | 2088 | 2216 | 2344 | 2536 | 2664 | 2792
9 1736 | 1864 | 2024 | 2216 | 2344 | 2536 | 2664 | 2856 | 2984 | 3112
10| 1928 | 2088 | 2280 | 2472 | 2664 | 2792 | 2984 | 3112 | 3368 | 3496
11| 2216 | 2408 | 2600 | 2792 | 2984 | 3240 | 3496 | 3624 | 3880 | 4008
12| 2472 | 2728 | 2984 | 3240 | 3368 | 3624 | 3880 | 4136 | 4392 | 4584
13| 2856 | 3112 | 3368 | 3624 | 3880 | 4136 | 4392 | 4584 | 4968 | 5160
14| 3112 | 3496 | 3752 | 4008 | 4264 | 4584 | 4968 | 5160 | 5544 | 5736
15| 3368 | 3624 | 4008 | 4264 | 4584 | 4968 | 5160 | 5544 | 5736 | 6200
16 | 3624 | 3880 | 4264 | 4584 | 4968 | 5160 | 5544 | 5992 | 6200 | 6456
17 | 4008 | 4392 | 4776 | 5160 | 5352 | 5736 | 6200 | 6456 | 6712 | 7224
18 | 4392 | 4776 | 5160 | 5544 | 5992 | 6200 | 6712 | 7224 | 7480 | 7992
19 | 4776 | 5160 | 5544 | 5992 | 6456 | 6968 | 7224 | 7736 | 8248 | 8504
20 | 5160 | 5544 | 5992 | 6456 | 6968 | 7480 | 7992 | 8248 | 8760 | 9144
21 | 5544 | 5992 | 6456 | 6968 | 7480 | 7992 | 8504 | 9144 | 9528 | 9912
22 | 5992 | 6456 | 6968 | 7480 | 7992 | 8504 | 9144 | 9528 | 10296 | 10680
23 | 6200 | 6968 | 7480 | 7992 | 8504 | 9144 | 9912 | 10296 | 11064 | 11448
24 | 6712 | 7224 | 7992 | 8504 | 9144 | 9912 | 10296 | 11064 | 11448 | 12216
25 | 6968 | 7480 | 8248 | 8760 | 9528 | 10296 | 10680 | 11448 | 12216 | 12576
26 | 8248 | 8760 | 9528 | 10296 | 11064 | 11832 | 12576 | 13536 | 14112 | 14688
NPRB
ITBS
21 22 23 24 25 26 27 28 29 30
0 568 | 600 | 616 | 648 | 680 | 712 | 744 | 776 | 776 | 808
1 744 | 776 | 808 | 872 | 904 | 936 | 968 | 1000 | 1032 | 1064
2 936 | 968 | 1000 | 1064 | 1096 | 1160 | 1192 | 1256 | 1288 | 1320
3 1224 | 1256 | 1320 | 1384 | 1416 | 1480 | 1544 | 1608 | 1672 | 1736
4 1480 | 1544 | 1608 | 1736 | 1800 | 1864 | 1928 | 1992 | 2088 | 2152
5 1864 | 1928 | 2024 | 2088 | 2216 | 2280 | 2344 | 2472 | 2536 | 2664
6 | 2216 | 2280 | 2408 | 2472 | 2600 | 2728 | 2792 | 2984 | 2984 | 3112
7 | 2536 | 2664 | 2792 | 2984 | 3112 | 3240 | 3368 | 3368 | 3496 | 3624
8 | 2984 | 3112 | 3240 | 3368 | 3496 | 3624 | 3752 | 3880 | 4008 | 4264
9 | 3368 | 3496 | 3624 | 3752 | 4008 | 4136 | 4264 | 4392 | 4584 | 4776
10| 3752 | 3880 | 4008 | 4264 | 4392 | 4584 | 4776 | 4968 | 5160 | 5352
11| 4264 | 4392 | 4584 | 4776 | 4968 | 5352 | 5544 | 5736 | 5992 | 5992
12| 4776 | 4968 | 5352 | 5544 | 5736 | 5992 | 6200 | 6456 | 6712 | 6712
13 | 5352 | 5736 | 5992 | 6200 | 6456 | 6712 | 6968 | 7224 | 7480 | 7736
14| 5992 | 6200 | 6456 | 6968 | 7224 | 7480 | 7736 | 7992 | 8248 | 8504
15| 6456 | 6712 | 6968 | 7224 | 7736 | 7992 | 8248 | 8504 | 8760 | 9144
16| 6712 | 7224 | 7480 | 7736 | 7992 | 8504 | 8760 | 9144 | 9528 | 9912
17 | 7480 | 7992 | 8248 | 8760 | 9144 | 9528 | 9912 | 10296 | 10296 | 10680
18 | 8248 | 8760 | 9144 | 9528 | 9912 | 10296 | 10680 | 11064 | 11448 | 11832
19 | 9144 | 9528 | 9912 | 10296 | 10680 | 11064 | 11448 | 12216 | 12576 | 12960
20 | 9912 | 10296 | 10680 | 11064 | 11448 | 12216 | 12576 | 12960 | 13536 | 14112
21 | 10680 | 11064 | 11448 | 12216 | 12576 | 12960 | 13536 | 14112 | 14688 | 15264
22 | 11448 | 11832 | 12576 | 12960 | 13536 | 14112 | 14688 | 15264 | 15840 | 16416
23 | 12216 | 12576 | 12960 | 13536 | 14112 | 14688 | 15264 | 15840 | 16416 | 16992
24 | 12960 | 13536 | 14112 | 14688 | 15264 | 15840 | 16416 | 16992 | 17568 | 18336
25 | 13536 | 14112 | 14688 | 15264 | 15840 | 16416 | 16992 | 17568 | 18336 | 19080
26 | 15264 | 16416 | 16992 | 17568 | 18336 | 19080 | 19848 | 20616 | 21384 | 22152
3GPP

Samsung Exhibit 1010, Page 62 of 239
Samsung Electronics Co., Ltd. v. Asus Technology Licensing Inc.

IPR2024-00614



Release 12

63

3GPP TS 36.213 V12.5.0 (2015-03)

N PRB
I TBS
31 32 33 34 35 36 37 38 39 40
0 840 | 872 | 904 | 936 | 968 | 1000 | 1032 | 1032 | 1064 | 1096
1 1128 | 1160 | 1192 | 1224 | 1256 | 1288 | 1352 | 1384 | 1416 | 1416
2 1384 | 1416 | 1480 | 1544 | 1544 | 1608 | 1672 | 1672 | 1736 | 1800
3 1800 | 1864 | 1928 | 1992 | 2024 | 2088 | 2152 | 2216 | 2280 | 2344
4 2216 | 2280 | 2344 | 2408 | 2472 | 2600 | 2664 | 2728 | 2792 | 2856
5 2728 | 2792 | 2856 | 2984 | 3112 | 3112 | 3240 | 3368 | 3496 | 3496
6 3240 | 3368 | 3496 | 3496 | 3624 | 3752 | 3880 | 4008 | 4136 | 4136
7 3752 | 3880 | 4008 | 4136 | 4264 | 4392 | 4584 | 4584 | 4776 | 4968
8 4392 | 4584 | 4584 | 4776 | 4968 | 4968 | 5160 | 5352 | 5544 | 5544
9 4968 | 5160 | 5160 | 5352 | 5544 | 5736 | 5736 | 5992 | 6200 | 6200
10 | 5544 | 5736 | 5736 | 5992 | 6200 | 6200 | 6456 | 6712 | 6712 | 6968
11| 6200 | 6456 | 6712 | 6968 | 6968 | 7224 | 7480 | 7736 | 7736 | 7992
12| 6968 | 7224 | 7480 | 7736 | 7992 | 8248 | 8504 | 8760 | 8760 | 9144
13| 7992 | 8248 | 8504 | 8760 | 9144 | 9144 | 9528 | 9912 | 9912 | 10296
14 | 8760 | 9144 | 9528 | 9912 | 9912 | 10296 | 10680 | 11064 | 11064 | 11448
15 | 9528 | 9912 | 10296 | 10296 | 10680 | 11064 | 11448 | 11832 | 11832 | 12216
16| 9912 | 10296 | 10680 | 11064 | 11448 | 11832 | 12216 | 12216 | 12576 | 12960
17| 11064 | 11448 | 11832 | 12216 | 12576 | 12960 | 13536 | 13536 | 14112 | 14688
18| 12216 | 12576 | 12960 | 13536 | 14112 | 14112 | 14688 | 15264 | 15264 | 15840
19 | 13536 | 13536 | 14112 | 14688 | 15264 | 15264 | 15840 | 16416 | 16992 | 16992
20 | 14688 | 14688 | 15264 | 15840 | 16416 | 16992 | 16992 | 17568 | 18336 | 18336
21 | 15840 | 15840 | 16416 | 16992 | 17568 | 18336 | 18336 | 19080 | 19848 | 19848
22 | 16992 | 16992 | 17568 | 18336 | 19080 | 19080 | 19848 | 20616 | 21384 | 21384
23 | 17568 | 18336 | 19080 | 19848 | 19848 | 20616 | 21384 | 22152 | 22152 | 22920
24 | 19080 | 19848 | 19848 | 20616 | 21384 | 22152 | 22920 | 22920 | 23688 | 24496
25 | 19848 | 20616 | 20616 | 21384 | 22152 | 22920 | 23688 | 24496 | 24496 | 25456
26 | 22920 | 23688 | 24496 | 25456 | 25456 | 26416 | 27376 | 28336 | 29296 | 29296
N PRB
I TBS
41 42 43 44 45 46 47 48 49 50
0 1128 | 1160 | 1192 | 1224 | 1256 | 1256 | 1288 | 1320 | 1352 | 1384
1 1480 | 1544 | 1544 | 1608 | 1608 | 1672 | 1736 | 1736 | 1800 | 1800
2 1800 | 1864 | 1928 | 1992 | 2024 | 2088 | 2088 | 2152 | 2216 | 2216
3 2408 | 2472 | 2536 | 2536 | 2600 | 2664 | 2728 | 2792 | 2856 | 2856
4 2084 | 2984 | 3112 | 3112 | 3240 | 3240 | 3368 | 3496 | 3496 | 3624
5 3624 | 3752 | 3752 | 3880 | 4008 | 4008 | 4136 | 4264 | 4392 | 4392
6 4264 | 4392 | 4584 | 4584 | 4776 | 4776 | 4968 | 4968 | 5160 | 5160
7 4968 | 5160 | 5352 | 5352 | 5544 | 5736 | 5736 | 5992 | 5992 | 6200
B 5736 | 5992 | 5992 | 6200 | 6200 | 6456 | 6456 | 6712 | 6968 | 6968
9 6456 | 6712 | 6712 | 6968 | 6968 | 7224 | 7480 | 7480 | 7736 | 7992
10 | 7224 | 7480 | 7480 | 7736 | 7992 | 7992 | 8248 | 8504 | 8504 | 8760
11_| 8248 | 8504 | 8760 | 8760 | 9144 | 9144 | 9528 | 9528 | 9912 | 9912
12| 9528 | 9528 | 9912 | 9912 | 10296 | 10680 | 10680 | 11064 | 11064 | 11448
13| 10680 | 10680 | 11064 | 11448 | 11448 | 11832 | 12216 | 12216 | 12576 | 12960
14| 11832 | 12216 | 12216 | 12576 | 12960 | 12960 | 13536 | 13536 | 14112 | 14112
15 | 12576 | 12960 | 12960 | 13536 | 13536 | 14112 | 14688 | 14688 | 15264 | 15264
16| 13536 | 13536 | 14112 | 14112 | 14688 | 14688 | 15264 | 15840 | 15840 | 16416
17| 14688 | 15264 | 15264 | 15840 | 16416 | 16416 | 16992 | 17568 | 17568 | 18336
18| 16416 | 16416 | 16992 | 17568 | 17568 | 18336 | 18336 | 19080 | 19080 | 19848
19 | 17568 | 18336 | 18336 | 19080 | 19080 | 19848 | 20616 | 20616 | 21384 | 21384
20 | 19080 | 19848 | 19848 | 20616 | 20616 | 21384 | 22152 | 22152 | 22920 | 22920
21 | 20616 | 21384 | 21384 | 22152 | 22920 | 22920 | 23688 | 24496 | 24496 | 25456
22 | 22152 | 22920 | 22920 | 23688 | 24496 | 24496 | 25456 | 25456 | 26416 | 27376
23 | 23688 | 24496 | 24496 | 25456 | 25456 | 26416 | 27376 | 27376 | 28336 | 28336
24 | 25456 | 25456 | 26416 | 26416 | 27376 | 28336 | 28336 | 29296 | 29296 | 30576
25 | 26416 | 26416 | 27376 | 28336 | 28336 | 29296 | 29296 | 30576 | 31704 | 31704
26| 30576 | 30576 | 31704 | 32856 | 32856 | 34008 | 35160 | 35160 | 36696 | 36696
N PRB
I TBS
51 52 53 54 55 56 57 58 59 60
0 1416 | 1416 | 1480 | 1480 | 1544 | 1544 | 1608 | 1608 | 1608 | 1672
1 1864 | 1864 | 1928 | 1992 | 1992 | 2024 | 2088 | 2088 | 2152 | 2152
2 2280 | 2344 | 2344 | 2408 | 2472 | 2536 | 2536 | 2600 | 2664 | 2664
3 2984 | 2984 | 3112 | 3112 | 3240 | 3240 | 3368 | 3368 | 3496 | 3496
4 3624 | 3752 | 3752 | 3880 | 4008 | 4008 | 4136 | 4136 | 4264 | 4264
5 4584 | 4584 | 4776 | 4776 | 4776 | 4968 | 4968 | 5160 | 5160 | 5352
6 5352 | 5352 | 5544 | 5736 | 5736 | 5992 | 5992 | 5992 | 6200 | 6200
7 6200 | 6456 | 6456 | 6712 | 6712 | 6712 | 6968 | 6968 | 7224 | 7224
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8 7224 | 7224 | 7480 | 7480 | 7736 | 7736 | 7992 | 7992 | 8248 | 8504
9 7992 | 8248 | 8248 | 8504 | 8760 | 8760 | 9144 | 9144 | 9144 | 9528
10 | 9144 | 9144 | 9144 | 9528 | 9528 | 9912 | 9912 | 10296 | 10296 | 10680
11| 10296 | 10680 | 10680 | 11064 | 11064 | 11448 | 11448 | 11832 | 11832 | 12216
12| 11832 | 11832 | 12216 | 12216 | 12576 | 12576 | 12960 | 12960 | 13536 | 13536
13| 12960 | 13536 | 13536 | 14112 | 14112 | 14688 | 14688 | 14688 | 15264 | 15264
14| 14688 | 14688 | 15264 | 15264 | 15840 | 15840 | 16416 | 16416 | 16992 | 16992
15| 15840 | 15840 | 16416 | 16416 | 16992 | 16992 | 17568 | 17568 | 18336 | 18336
16 | 16416 | 16992 | 16992 | 17568 | 17568 | 18336 | 18336 | 19080 | 19080 | 19848
17| 18336 | 19080 | 19080 | 19848 | 19848 | 20616 | 20616 | 20616 | 21384 | 21384
18| 19848 | 20616 | 21384 | 21384 | 22152 | 22152 | 22920 | 22920 | 23688 | 23688
19 | 22152 | 22152 | 22920 | 22920 | 23688 | 24496 | 24496 | 25456 | 25456 | 25456
20 | 23688 | 24496 | 24496 | 25456 | 25456 | 26416 | 26416 | 27376 | 27376 | 28336
21 | 25456 | 26416 | 26416 | 27376 | 27376 | 28336 | 28336 | 29296 | 29296 | 30576
22 | 27376 | 28336 | 28336 | 29296 | 29296 | 30576 | 30576 | 31704 | 31704 | 32856
23 | 29296 | 29296 | 30576 | 30576 | 31704 | 31704 | 32856 | 32856 | 34008 | 34008
24 | 31704 | 31704 | 32856 | 32856 | 34008 | 34008 | 35160 | 35160 | 36696 | 36696
25 | 32856 | 32856 | 34008 | 34008 | 35160 | 35160 | 36696 | 36696 | 37888 | 37888
26 | 37888 | 37888 | 39232 | 40576 | 40576 | 40576 | 42368 | 42368 | 43816 | 43816
NPRB
ITBS
61 62 63 64 65 66 67 68 69 70
0 1672 | 1736 | 1736 | 1800 | 1800 | 1800 | 1864 | 1864 | 1928 | 1928
1 2216 | 2280 | 2280 | 2344 | 2344 | 2408 | 2472 | 2472 | 2536 | 2536
2 2728 | 2792 | 2856 | 2856 | 2856 | 2984 | 2984 | 3112 | 3112 | 3112
3 3624 | 3624 | 3624 | 3752 | 3752 | 3880 | 3880 | 4008 | 4008 | 4136
4 | 4392 | 4392 | 4584 | 4584 | 4584 | 4776 | 4776 | 4968 | 4968 | 4968
5 5352 | 5544 | 5544 | 5736 | 5736 | 5736 | 5992 | 5992 | 5992 | 6200
6 6456 | 6456 | 6456 | 6712 | 6712 | 6968 | 6968 | 6968 | 7224 | 7224
7 7480 | 7480 | 7736 | 7736 | 7992 | 7992 | 8248 | 8248 | 8504 | 8504
8 8504 | 8760 | 8760 | 9144 | 9144 | 9144 | 9528 | 9528 | 9528 | 9912
9 9528 | 9912 | 9912 | 10296 | 10296 | 10296 | 10680 | 10680 | 11064 | 11064
10 | 10680 | 11064 | 11064 | 11448 | 11448 | 11448 | 11832 | 11832 | 12216 | 12216
11| 12216 | 12576 | 12576 | 12960 | 12960 | 13536 | 13536 | 13536 | 14112 | 14112
12| 14112 | 14112 | 14112 | 14688 | 14688 | 15264 | 15264 | 15264 | 15840 | 15840
13| 15840 | 15840 | 16416 | 16416 | 16992 | 16992 | 16992 | 17568 | 17568 | 18336
14| 17568 | 17568 | 18336 | 18336 | 18336 | 19080 | 19080 | 19848 | 19848 | 19848
15| 18336 | 19080 | 19080 | 19848 | 19848 | 20616 | 20616 | 20616 | 21384 | 21384
16 | 19848 | 19848 | 20616 | 20616 | 21384 | 21384 | 22152 | 22152 | 22152 | 22920
17| 22152 | 22152 | 22920 | 22920 | 23688 | 23688 | 24496 | 24496 | 24496 | 25456
18 | 24496 | 24496 | 24496 | 25456 | 25456 | 26416 | 26416 | 27376 | 27376 | 27376
19 | 26416 | 26416 | 27376 | 27376 | 28336 | 28336 | 29296 | 29296 | 29296 | 30576
20 | 28336 | 29296 | 29296 | 29296 | 30576 | 30576 | 31704 | 31704 | 31704 | 32856
21 | 30576 | 31704 | 31704 | 31704 | 32856 | 32856 | 34008 | 34008 | 35160 | 35160
22 | 32856 | 34008 | 34008 | 34008 | 35160 | 35160 | 36696 | 36696 | 36696 | 37888
23 | 35160 | 35160 | 36696 | 36696 | 37888 | 37888 | 37888 | 39232 | 39232 | 40576
24 | 36696 | 37888 | 37888 | 39232 | 39232 | 40576 | 40576 | 42368 | 42368 | 42368
25 | 39232 | 39232 | 40576 | 40576 | 40576 | 42368 | 42368 | 43816 | 43816 | 43816
26 | 45352 | 45352 | 46888 | 46888 | 48936 | 48936 | 48936 | 51024 | 51024 | 52752
NPRB
ITBS
71 72 73 74 75 76 77 78 79 80
0 1992 | 1992 | 2024 | 2088 | 2088 | 2088 | 2152 | 2152 | 2216 | 2216
1 2600 | 2600 | 2664 | 2728 | 2728 | 2792 | 2792 | 2856 | 2856 | 2856
2 3240 | 3240 | 3240 | 3368 | 3368 | 3368 | 3496 | 3496 | 3496 | 3624
3 | 4136 | 4264 | 4264 | 4392 | 4392 | 4392 | 4584 | 4584 | 4584 | 4776
4 5160 | 5160 | 5160 | 5352 | 5352 | 5544 | 5544 | 5544 | 5736 | 5736
5 6200 | 6200 | 6456 | 6456 | 6712 | 6712 | 6712 | 6968 | 6968 | 6968
6 7480 | 7480 | 7736 | 7736 | 7736 | 7992 | 7992 | 8248 | 8248 | 8248
7 8760 | 8760 | 8760 | 9144 | 9144 | 9144 | 9528 | 9528 | 9528 | 9912
8 9912 | 9912 | 10296 | 10296 | 10680 | 10680 | 10680 | 11064 | 11064 | 11064
9 | 11064 | 11448 | 11448 | 11832 | 11832 | 11832 | 12216 | 12216 | 12576 | 12576
10| 12576 | 12576 | 12960 | 12960 | 12960 | 13536 | 13536 | 13536 | 14112 | 14112
11| 14112 | 14688 | 14688 | 14688 | 15264 | 15264 | 15840 | 15840 | 15840 | 16416
12| 16416 | 16416 | 16416 | 16992 | 16992 | 17568 | 17568 | 17568 | 18336 | 18336
13| 18336 | 18336 | 19080 | 19080 | 19080 | 19848 | 19848 | 19848 | 20616 | 20616
14| 20616 | 20616 | 20616 | 21384 | 21384 | 22152 | 22152 | 22152 | 22920 | 22920
15 | 22152 | 22152 | 22152 | 22920 | 22920 | 23688 | 23688 | 23688 | 24496 | 24496
16| 22920 | 23688 | 23688 | 24496 | 24496 | 24496 | 25456 | 25456 | 25456 | 26416
17 | 25456 | 26416 | 26416 | 26416 | 27376 | 27376 | 27376 | 28336 | 28336 | 29296
18| 28336 | 28336 | 29296 | 29296 | 29296 | 30576 | 30576 | 30576 | 31704 | 31704
19 | 30576 | 30576 | 31704 | 31704 | 32856 | 32856 | 32856 | 34008 | 34008 | 34008
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20 32856 | 34008 | 34008 | 34008 | 35160 | 35160 | 35160 | 36696 | 36696 | 36696
21 35160 | 36696 | 36696 | 36696 | 37888 | 37888 | 39232 | 39232 | 39232 | 40576
22 37888 | 39232 | 39232 | 40576 | 40576 | 40576 | 42368 | 42368 | 42368 | 43816
23 40576 | 40576 | 42368 | 42368 | 43816 | 43816 | 43816 | 45352 | 45352 | 45352
24 43816 | 43816 | 45352 | 45352 | 45352 | 46888 | 46888 | 46888 | 48936 | 48936
25 45352 | 45352 | 46888 | 46888 | 46888 | 48936 | 48936 | 48936 | 51024 | 51024
26 52752 | 52752 | 55056 | 55056 | 55056 | 55056 | 57336 | 57336 | 57336 | 59256
N PRB
I TBS
81 82 83 84 85 86 87 88 89 20
0 2280 2280 2280 2344 2344 2408 2408 2472 2472 2536
1 2984 2984 2984 3112 3112 3112 3240 3240 3240 3240
2 3624 3624 3752 3752 3880 3880 3880 4008 4008 4008
3 4776 4776 4776 4968 4968 4968 5160 5160 5160 5352
4 5736 5992 5992 5992 5992 6200 6200 6200 6456 6456
5 7224 7224 7224 7480 7480 7480 7736 7736 7736 7992
6 8504 8504 8760 8760 8760 9144 9144 9144 9144 9528
7 9912 9912 10296 | 10296 | 10296 | 10680 | 10680 | 10680 | 11064 | 11064
8 11448 | 11448 | 11448 | 11832 | 11832 | 12216 | 12216 | 12216 | 12576 | 12576
9 12960 | 12960 | 12960 | 13536 | 13536 | 13536 | 13536 | 14112 | 14112 | 14112
10 14112 | 14688 | 14688 | 14688 | 14688 | 15264 | 15264 | 15264 | 15840 | 15840
11 16416 | 16416 | 16992 | 16992 | 16992 | 17568 | 17568 | 17568 | 18336 | 18336
12 18336 | 19080 | 19080 | 19080 | 19080 | 19848 | 19848 | 19848 | 20616 | 20616
13 20616 | 21384 | 21384 | 21384 | 22152 | 22152 | 22152 | 22920 | 22920 | 22920
14 22920 | 23688 | 23688 | 24496 | 24496 | 24496 | 25456 | 25456 | 25456 | 25456
15 24496 | 25456 | 25456 | 25456 | 26416 | 26416 | 26416 | 27376 | 27376 | 27376
16 26416 | 26416 | 27376 | 27376 | 27376 | 28336 | 28336 | 28336 | 29296 | 29296
17 29296 | 29296 | 30576 | 30576 | 30576 | 30576 | 31704 | 31704 | 31704 | 32856
18 31704 | 32856 | 32856 | 32856 | 34008 | 34008 | 34008 | 35160 | 35160 | 35160
19 35160 | 35160 | 35160 | 36696 | 36696 | 36696 | 37888 | 37888 | 37888 | 39232
20 37888 | 37888 | 39232 | 39232 | 39232 | 40576 | 40576 | 40576 | 42368 | 42368
21 40576 | 40576 | 42368 | 42368 | 42368 | 43816 | 43816 | 43816 | 45352 | 45352
22 43816 | 43816 | 45352 | 45352 | 45352 | 46888 | 46888 | 46888 | 48936 | 48936
23 46888 | 46888 | 46888 | 48936 | 48936 | 48936 | 51024 | 51024 | 51024 | 51024
24 48936 | 51024 | 51024 | 51024 | 52752 | 52752 | 52752 | 52752 | 55056 | 55056
25 51024 | 52752 | 52752 | 52752 | 55056 | 55056 | 55056 | 55056 | 57336 | 57336
26 59256 | 59256 | 61664 | 61664 | 61664 | 63776 | 63776 | 63776 | 66592 | 66592
N PRB
I TBS
91 92 93 94 95 26 97 98 99 | 100
0 2536 2536 2600 2600 2664 2664 2728 2728 2728 2792
1 3368 3368 3368 3496 3496 3496 3496 3624 3624 3624
2 4136 4136 4136 4264 4264 4264 4392 4392 4392 4584
3 5352 5352 5352 5544 5544 5544 5736 5736 5736 5736
4 6456 6456 6712 6712 6712 6968 6968 6968 6968 7224
5 7992 7992 8248 8248 8248 8504 8504 8760 8760 8760
6 9528 9528 9528 9912 9912 9912 10296 | 10296 | 10296 | 10296
7 11064 | 11448 | 11448 | 11448 | 11448 | 11832 | 11832 | 11832 | 12216 | 12216
8 12576 | 12960 | 12960 | 12960 | 13536 | 13536 | 13536 | 13536 | 14112 | 14112
9 14112 | 14688 | 14688 | 14688 | 15264 | 15264 | 15264 | 15264 | 15840 | 15840
10 15840 | 16416 | 16416 | 16416 | 16992 | 16992 | 16992 | 16992 | 17568 | 17568
11 18336 | 18336 | 19080 | 19080 | 19080 | 19080 | 19848 | 19848 | 19848 | 19848
12 20616 | 21384 | 21384 | 21384 | 21384 | 22152 | 22152 | 22152 | 22920 | 22920
13 23688 | 23688 | 23688 | 24496 | 24496 | 24496 | 25456 | 25456 | 25456 | 25456
14 26416 | 26416 | 26416 | 27376 | 27376 | 27376 | 28336 | 28336 | 28336 | 28336
15 28336 | 28336 | 28336 | 29296 | 29296 | 29296 | 29296 | 30576 | 30576 | 30576
16 29296 | 30576 | 30576 | 30576 | 30576 | 31704 | 31704 | 31704 | 31704 | 32856
17 32856 | 32856 | 34008 | 34008 | 34008 | 35160 | 35160 | 35160 | 35160 | 36696
18 36696 | 36696 | 36696 | 37888 | 37888 | 37888 | 37888 | 39232 | 39232 | 39232
19 39232 | 39232 | 40576 | 40576 | 40576 | 40576 | 42368 | 42368 | 42368 | 43816
20 42368 | 42368 | 43816 | 43816 | 43816 | 45352 | 45352 | 45352 | 46888 | 46888
21 45352 | 46888 | 46888 | 46888 | 46888 | 48936 | 48936 | 48936 | 48936 | 51024
22 48936 | 48936 | 51024 | 51024 | 51024 | 51024 | 52752 | 52752 | 52752 | 55056
23 52752 | 52752 | 52752 | 55056 | 55056 | 55056 | 55056 | 57336 | 57336 | 57336
24 55056 | 57336 | 57336 | 57336 | 57336 | 59256 | 59256 | 59256 | 61664 | 61664
25 57336 | 59256 | 59256 | 59256 | 61664 | 61664 | 61664 | 61664 | 63776 | 63776
26 66592 | 68808 | 68808 | 68808 | 71112 | 71112 | 71112 | 73712 | 73712 | 75376
I N PRB
"™ 17401 | 102 | 103 | 104 | 105 | 106 | 107 | 108 | 109 | 110
0 2792 2856 2856 2856 2984 2984 2984 2984 2984 3112
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1 | 3752 | 3752 | 3752 | 3752 | 3880 | 3880 | 3880 | 4008 | 4008 | 4008
2 4584 4584 4584 4584 4776 4776 4776 4776 4968 4968
3 | 5992 | 5992 | 5992 | 5992 | 6200 | 6200 | 6200 | 6200 | 6456 | 6456
4 | 7224 | 7224 | 7480 | 7480 | 7480 | 7480 | 7736 | 7736 | 7736 | 7992
5 8760 9144 9144 9144 9144 9528 9528 9528 9528 9528
6 10680 | 10680 | 10680 | 10680 | 11064 | 11064 | 11064 | 11448 | 11448 | 11448
7 | 12216 | 12576 | 12576 | 12576 | 12960 | 12960 | 12960 | 12960 | 13536 | 13536
8 14112 | 14112 | 14688 | 14688 | 14688 | 14688 | 15264 | 15264 | 15264 | 15264
9 15840 | 16416 | 16416 | 16416 | 16416 | 16992 | 16992 | 16992 | 16992 | 17568
10 | 17568 | 18336 | 18336 | 18336 | 18336 | 18336 | 19080 | 19080 | 19080 | 19080
11 20616 | 20616 | 20616 | 21384 | 21384 | 21384 | 21384 | 22152 | 22152 | 22152
12| 22920 | 23688 | 23688 | 23688 | 23688 | 24496 | 24496 | 24496 | 24496 | 25456
13| 26416 | 26416 | 26416 | 26416 | 27376 | 27376 | 27376 | 27376 | 28336 | 28336
14 29296 | 29296 | 29296 | 29296 | 30576 | 30576 | 30576 | 30576 | 31704 | 31704
15| 30576 | 31704 | 31704 | 31704 | 31704 | 32856 | 32856 | 32856 | 34008 | 34008
16 | 32856 | 32856 | 34008 | 34008 | 34008 | 34008 | 35160 | 35160 | 35160 | 35160
17 36696 | 36696 | 36696 | 37888 | 37888 | 37888 | 39232 | 39232 | 39232 | 39232
18 40576 | 40576 | 40576 | 40576 | 42368 | 42368 | 42368 | 42368 | 43816 | 43816
10 | 43816 | 43816 | 43816 | 45352 | 45352 | 45352 | 46888 | 46888 | 46888 | 46888
20 | 46888 | 46888 | 48936 | 48936 | 48936 | 48936 | 48936 | 51024 | 51024 | 51024
21| 51024 | 51024 | 51024 | 52752 | 52752 | 52752 | 52752 | 55056 | 55056 | 55056
22 | 55056 | 55056 | 55056 | 57336 | 57336 | 57336 | 57336 | 59256 | 59256 | 59256
23 | 57336 | 59256 | 59256 | 59256 | 59256 | 61664 | 61664 | 61664 | 61664 | 63776
24 | 61664 | 61664 | 63776 | 63776 | 63776 | 63776 | 66592 | 66592 | 66592 | 66592
25 | 63776 | 63776 | 66592 | 66592 | 66592 | 66592 | 68808 | 68808 | 68808 | 71112
26 | 75376 | 75376 | 75376 | 75376 | 75376 | 75376 | 75376 | 75376 | 75376 | 75376
| N PRB
s 1 2 3 4 5 6 7 8 9 10
27 | 648 | 1320 | 1992 | 2664 | 3368 | 4008 | 4584 | 5352 | 5992 | 6712
28 680 1384 2088 2792 3496 4264 4968 5544 6200 6968
29 712 1480 2216 2984 3752 4392 5160 5992 6712 7480
30 | 776 | 1544 | 2344 | 3112 | 3880 | 4776 | 5544 | 6200 | 6968 | 7736
31 | 808 | 1608 | 2472 | 3240 | 4136 | 4968 | 5736 | 6456 | 7480 | 8248
32 | 840 | 1672 | 2536 | 3368 | 4264 | 5160 | 5992 | 6712 | 7736 | 8504
33 | 968 | 1992 | 2984 | 4008 | 4968 | 5992 | 6968 | 7992 | 8760 | 9912
N PRB
I TBS
11 12 13 14 15 16 17 18 19 20
27 7224 7992 8504 9144 9912 10680 | 11448 | 11832 | 12576 | 12960
28 7736 8504 9144 9912 10680 | 11064 | 11832 | 12576 | 13536 | 14112
29 | 8248 | 8760 | 9528 | 10296 | 11064 | 11832 | 12576 | 13536 | 14112 | 14688
30 | 8504 | 9528 | 10296 | 11064 | 11832 | 12576 | 13536 | 14112 | 14688 | 15840
31 | 9144 | 9912 | 10680 | 11448 | 12216 | 12960 | 14112 | 14688 | 15840 | 16416
32 | 9528 | 10296 | 11064 | 11832 | 12960 | 13536 | 14688 | 15264 | 16416 | 16992
33 | 10680 | 11832 | 12960 | 13536 | 14688 | 15840 | 16992 | 17568 | 19080 | 19848
N PRB
I TBS
21 22 23 24 25 26 27 28 29 30
27 | 14112 | 14688 | 15264 | 15840 | 16416 | 16992 | 17568 | 18336 | 19080 | 19848
28 | 14688 | 15264 | 16416 | 16992 | 17568 | 18336 | 19080 | 19848 | 20616 | 21384
29 | 15840 | 16416 | 16992 | 17568 | 18336 | 19080 | 19848 | 20616 | 21384 | 22152
30 | 16416 | 16992 | 18336 | 19080 | 19848 | 20616 | 21384 | 22152 | 22920 | 23688
31 17568 | 18336 | 19080 | 19848 | 20616 | 21384 | 22152 | 22920 | 23688 | 24496
32 | 17568 | 19080 | 19848 | 20616 | 21384 | 22152 | 22920 | 23688 | 24496 | 25456
33 | 20616 | 21384 | 22920 | 23688 | 24496 | 25456 | 26416 | 27376 | 28336 | 29296
N PRB
I TBS
31 32 33 34 35 36 37 38 39 40
27 20616 | 21384 | 22152 | 22920 | 22920 | 23688 | 24496 | 25456 | 25456 | 26416
28 22152 | 22152 | 22920 | 23688 | 24496 | 25456 | 26416 | 26416 | 27376 | 28336
29 | 22920 | 23688 | 24496 | 25456 | 26416 | 26416 | 27376 | 28336 | 29296 | 29296
30 | 24496 | 25456 | 25456 | 26416 | 27376 | 28336 | 29296 | 29296 | 30576 | 31704
31 | 25456 | 26416 | 27376 | 28336 | 29296 | 29296 | 30576 | 31704 | 31704 | 32856
32 | 26416 | 27376 | 28336 | 29296 | 29296 | 30576 | 31704 | 32856 | 32856 | 34008
33 | 30576 | 31704 | 32856 | 34008 | 35160 | 35160 | 36696 | 37888 | 39232 | 39232
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| N PRB
T4 42 43 44 45 46 47 48 49 50
27 27376 | 27376 | 28336 | 29296 | 29296 | 30576 | 31704 | 31704 | 32856 | 32856
28 29296 | 29296 | 30576 | 30576 | 31704 | 32856 | 32856 | 34008 | 34008 | 35160
29 30576 | 31704 | 31704 | 32856 | 34008 | 34008 | 35160 | 35160 | 36696 | 36696
30 31704 | 32856 | 34008 | 34008 | 35160 | 36696 | 36696 | 37888 | 37888 | 39232
31 34008 | 35160 | 35160 | 36696 | 36696 | 37888 | 39232 | 39232 | 40576 | 40576
32 35160 | 35160 | 36696 | 37888 | 37888 | 39232 | 40576 | 40576 | 42368 | 42368
33 40576 | 40576 | 42368 | 43816 | 43816 | 45352 | 46888 | 46888 | 48936 | 48936
N PRB
I TBS
51 52 53 54 55 56 57 58 59 60
27 34008 | 34008 | 35160 | 35160 | 36696 | 36696 | 37888 | 37888 | 39232 | 39232
28 35160 | 36696 | 36696 | 37888 | 39232 | 39232 | 40576 | 40576 | 42368 | 42368
29 37888 | 39232 | 39232 | 40576 | 40576 | 42368 | 42368 | 43816 | 43816 | 45352
30 40576 | 40576 | 42368 | 42368 | 43816 | 43816 | 45352 | 45352 | 46888 | 46888
31 42368 | 42368 | 43816 | 45352 | 45352 | 46888 | 46888 | 46888 | 48936 | 48936
32 43816 | 43816 | 45352 | 46888 | 46888 | 46888 | 48936 | 48936 | 51024 | 51024
33 51024 | 51024 | 52752 | 52752 | 55056 | 55056 | 57336 | 57336 | 59256 | 59256
N PRB
I TBS
61 62 63 64 65 66 67 68 69 70
27 40576 | 40576 | 42368 | 42368 | 43816 | 43816 | 43816 | 45352 | 45352 | 46888
28 42368 | 43816 | 43816 | 45352 | 45352 | 46888 | 46888 | 46888 | 48936 | 48936
29 45352 | 45352 | 46888 | 46888 | 48936 | 48936 | 48936 | 51024 | 51024 | 52752
30 46888 | 48936 | 48936 | 51024 | 51024 | 51024 | 52752 | 52752 | 55056 | 55056
31 51024 | 51024 | 52752 | 52752 | 52752 | 55056 | 55056 | 55056 | 57336 | 57336
32 52752 | 52752 | 52752 | 55056 | 55056 | 57336 | 57336 | 57336 | 59256 | 59256
33 59256 | 61664 | 61664 | 63776 | 63776 | 63776 | 66592 | 66592 | 68808 | 68808
N PRB
I TBS
71 72 73 74 75 76 77 78 79 80
27 46888 | 46888 | 48936 | 48936 | 48936 | 51024 | 51024 | 51024 | 52752 | 52752
28 48936 | 51024 | 51024 | 52752 | 52752 | 52752 | 55056 | 55056 | 55056 | 57336
29 52752 | 52752 | 55056 | 55056 | 55056 | 57336 | 57336 | 57336 | 59256 | 59256
30 55056 | 57336 | 57336 | 57336 | 59256 | 59256 | 59256 | 61664 | 61664 | 63776
31 59256 | 59256 | 59256 | 61664 | 61664 | 63776 | 63776 | 63776 | 66592 | 66592
32 61664 | 61664 | 61664 | 63776 | 63776 | 63776 | 66592 | 66592 | 66592 | 68808
33 71112 | 71112 | 71112 | 73712 | 75376 | 76208 | 76208 | 76208 | 78704 | 78704
N PRB
I TBS
81 82 83 84 85 86 87 88 89 90
27 52752 | 55056 | 55056 | 55056 | 57336 | 57336 | 57336 | 59256 | 59256 | 59256
28 57336 | 57336 | 59256 | 59256 | 59256 | 61664 | 61664 | 61664 | 61664 | 63776
29 59256 | 61664 | 61664 | 61664 | 63776 | 63776 | 63776 | 66592 | 66592 | 66592
30 63776 | 63776 | 63776 | 66592 | 66592 | 66592 | 68808 | 68808 | 68808 | 71112
31 66592 | 68808 | 68808 | 68808 | 71112 | 71112 | 71112 | 73712 | 73712 | 73712
32 68808 | 71112 | 71112 | 71112 | 73712 | 73712 | 73712 | 75376 | 76208 | 76208
33 81176 | 81176 | 81176 | 81176 | 84760 | 84760 | 84760 | 87936 | 87936 | 87936
N PRB
I TBS
91 92 93 94 95 26 97 98 99 | 100
27 59256 | 61664 | 61664 | 61664 | 63776 | 63776 | 63776 | 63776 | 66592 | 66592
28 63776 | 63776 | 66592 | 66592 | 66592 | 66592 | 68808 | 68808 | 68808 | 71112
29 66592 | 68808 | 68808 | 68808 | 71112 | 71112 | 71112 | 73712 | 73712 | 73712
30 71112 | 71112 | 73712 | 73712 | 75376 | 75376 | 76208 | 76208 | 78704 | 78704
31 75376 | 76208 | 76208 | 78704 | 78704 | 78704 | 81176 | 81176 | 81176 | 81176
32 78704 | 78704 | 78704 | 81176 | 81176 | 81176 | 84760 | 84760 | 84760 | 84760
33 90816 | 90816 | 90816 | 93800 | 93800 | 93800 | 93800 | 97896 | 97896 | 97896
| N PRB
"™ ™01 | 102 | 103 | 104 | 105 | 106 | 107 | 108 | 109 | 110
27 66592 | 66592 | 68808 | 68808 | 68808 | 71112 | 71112 | 71112 | 71112 | 73712
28 71112 | 71112 | 73712 | 73712 | 73712 | 75376 | 75376 | 76208 | 76208 | 76208
29 75376 | 76208 | 76208 | 76208 | 78704 | 78704 | 78704 | 81176 | 81176 | 81176
30 78704 | 81176 | 81176 | 81176 | 81176 | 84760 | 84760 | 84760 | 84760 | 87936
31 84760 | 84760 | 84760 | 84760 | 87936 | 87936 | 87936 | 87936 | 90816 | 90816
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32 87936 | 87936 | 87936 | 87936 | 90816 | 90816 | 90816 | 93800 | 93800 | 93800
33 97896 | 97896 | 97896 | 97896 | 97896 | 97896 | 97896 | 97896 | 97896 | 97896
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71.7.2.2 Transport blocks mapped to two-layer spatial multiplexing

For1< Npzp <55, the TBS is given by the (15,2 Ny ) entry of Table 7.1.7.2.1-1.

For 56 < N,z <110, a baseline TBS_L1 is taken from the (| ) entry of Table 7.1.7.2.1-1, which is then

TBS * NPRB

translated into TBS_L2 using the mapping rule shown in Table 7.1.7.2.2-1. The TBS is given by TBS_L2.

Table 7.1.7.2.2-1: One-layer to two-layer TBS translation table

TBS L1 TBS L2 TBS L1 TBS L2 TBS L1 TBS L2 TBS L1 TBS L2
1544 3112 3752 7480 10296 20616 28336 57336
1608 3240 3880 7736 10680 21384 29296 59256
1672 3368 4008 7992 11064 22152 30576 61664
1736 3496 4136 8248 11448 22920 31704 63776
1800 3624 4264 8504 11832 23688 32856 66592
1864 3752 4392 8760 12216 24496 34008 68808
1928 3880 4584 9144 12576 25456 35160 71112
1992 4008 4776 9528 12960 25456 36696 73712
2024 4008 4968 9912 13536 27376 37888 76208
2088 4136 5160 10296 14112 28336 39232 78704
2152 4264 5352 10680 14688 29296 40576 81176
2216 4392 5544 11064 15264 30576 42368 84760
2280 4584 5736 11448 15840 31704 43816 87936
2344 4776 5992 11832 16416 32856 45352 90816
2408 4776 6200 12576 16992 34008 46888 93800
2472 4968 6456 12960 17568 35160 48936 97896
2536 5160 6712 13536 18336 36696 51024 101840
2600 5160 6968 14112 19080 37888 52752 105528
2664 5352 7224 14688 19848 39232 55056 110136
2728 5544 7480 14688 20616 40576 57336 115040
2792 5544 7736 15264 21384 42368 59256 119816
2856 5736 7992 15840 22152 43816 61664 124464
2984 5992 8248 16416 22920 45352 63776 128496
3112 6200 8504 16992 23688 46888 66592 133208
3240 6456 8760 17568 24496 48936 68808 137792
3368 6712 9144 18336 25456 51024 71112 142248
3496 6968 9528 19080 26416 52752 73712 146856
3624 7224 9912 19848 27376 55056 75376 149776
76208 152976 81176 161760 87936 175600 93800 187712
78704 157432 84760 169544 90816 181656 97896 195816

71.7.2.3 Transport blocks mapped for DCI Format 1C
The TBS is given by the |4 entry of Table 7.1.7.2.3-1.
Table 7.1.7.2.3-1: Transport Block Size (TBS) table for DCI format 1C

I rps 0 1 2 3 4 5 6 7 8 9 10 11 12 13 14 15

TBS | 40 | 56 | 72 | 120 | 136 | 144 | 176 | 208 | 224 | 256 | 280 | 296 | 328 | 336 | 392 | 488

s 16 | 17 | 18 | 19 | 20 | 21 | 22 23 24 25 26 27 28 29 30 31

TBS | 552 | 600 | 632 | 696 | 776 | 840 | 904 | 1000 | 1064 | 1128 | 1224 | 1288 | 1384 | 1480 | 1608 | 1736
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71.7.24 Transport blocks mapped to three-layer spatial multiplexing

For 1< Nppp <36, the TBS is given by the ( ;45,3 Nprp) entry of Table 7.1.7.2.1-1.

For 37 < Nppp <110, a baseline TBS_L1 is taken from the ( | 155, Npgy ) entry of Table 7.1.7.2.1-1, which is then

translated into TBS_L3 using the mapping rule shown in Table 7.1.7.2.4-1. The TBS is given by TBS_L3.

Table 7.1.7.2.4-1: One-layer to three-layer TBS translation table

TBS_L1 TBS_L3 TBS_L1 TBS_L3 TBS_L1 TBS_L3 TBS_L1 TBS L3
1032 3112 2664 7992 8248 24496 26416 78704
1064 3240 2728 8248 8504 25456 27376 81176
1096 3240 2792 8248 8760 26416 28336 84760
1128 3368 2856 8504 9144 27376 29296 87936
1160 3496 2984 8760 9528 28336 30576 90816
1192 3624 3112 9144 9912 29296 31704 93800
1224 3624 3240 9528 10296 30576 32856 97896
1256 3752 3368 9912 10680 31704 34008 101840
1288 3880 3496 10296 11064 32856 35160 105528
1320 4008 3624 10680 11448 34008 36696 110136
1352 4008 3752 11064 11832 35160 37888 115040
1384 4136 3880 11448 12216 36696 39232 119816
1416 4264 4008 11832 12576 37888 40576 119816
1480 4392 4136 12576 12960 39232 42368 128496
1544 4584 4264 12960 13536 40576 43816 133208
1608 4776 4392 12960 14112 42368 45352 137792
1672 4968 4584 13536 14688 43816 46888 142248
1736 5160 4776 14112 15264 45352 48936 146856
1800 5352 4968 14688 15840 46888 51024 152976
1864 5544 5160 15264 16416 48936 52752 157432
1928 5736 5352 15840 16992 51024 55056 165216
1992 5992 5544 16416 17568 52752 57336 171888
2024 5992 5736 16992 18336 55056 59256 177816
2088 6200 5992 18336 19080 57336 61664 185728
2152 6456 6200 18336 19848 59256 63776 191720
2216 6712 6456 19080 20616 61664 66592 199824
2280 6712 6712 19848 21384 63776 68808 205880
2344 6968 6968 20616 22152 66592 71112 214176
2408 7224 7224 21384 22920 68808 73712 221680
2472 7480 7480 22152 23688 71112 75376 226416
2536 7480 7736 22920 24496 73712
2600 7736 7992 23688 25456 76208

76208 230104 81176 245648 87936 266440 93800 284608
78704 236160 84760 254328 90816 275376 97896 293736
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7.1.7.2.5 Transport blocks mapped to four-layer spatial multiplexing

For 1< Nppp <27, the TBS is given by the (| ;45,4 Npgrp) entry of Table 7.1.7.2.1-1.

For 28 < Nppp <110, a baseline TBS_L1 is taken from the ( | N g ) entry of Table 7.1.7.2.1-1, which is then

TBS *

translated into TBS_L4 using the mapping rule shown in Table 7.1.7.2.5-1. The TBS is given by TBS_L4.

Table 7.1.7.2.5-1: One-layer to four-layer TBS translation table

TBS_L1 TBS_L4 TBS_L1 TBS_L4 TBS_L1 TBS_L4 TBS_L1 TBS_L4
776 3112 2280 9144 7224 29296 24496 97896
808 3240 2344 9528 7480 29296 25456 101840
840 3368 2408 9528 7736 30576 26416 105528
872 3496 2472 9912 7992 31704 27376 110136
904 3624 2536 10296 8248 32856 28336 115040
936 3752 2600 10296 8504 34008 29296 115040
968 3880 2664 10680 8760 35160 30576 124464
1000 4008 2728 11064 9144 36696 31704 128496
1032 4136 2792 11064 9528 37888 32856 133208
1064 4264 2856 11448 9912 39232 34008 137792
1096 4392 2984 11832 10296 40576 35160 142248
1128 4584 3112 12576 10680 42368 36696 146856
1160 4584 3240 12960 11064 43816 37888 151376
1192 4776 3368 13536 11448 45352 39232 157432
1224 4968 3496 14112 11832 46888 40576 161760
1256 4968 3624 14688 12216 48936 42368 169544
1288 5160 3752 15264 12576 51024 43816 175600
1320 5352 3880 15264 12960 51024 45352 181656
1352 5352 4008 15840 13536 55056 46888 187712
1384 5544 4136 16416 14112 57336 48936 195816
1416 5736 4264 16992 14688 59256 51024 203704
1480 5992 4392 17568 15264 61664 52752 211936
1544 6200 4584 18336 15840 63776 55056 220296
1608 6456 4776 19080 16416 66592 57336 230104
1672 6712 4968 19848 16992 68808 59256 236160
1736 6968 5160 20616 17568 71112 61664 245648
1800 7224 5352 21384 18336 73712 63776 254328
1864 7480 5544 22152 19080 76208 66592 266440
1928 7736 5736 22920 19848 78704 68808 275376
1992 7992 5992 23688 20616 81176 71112 284608
2024 7992 6200 24496 21384 84760 73712 293736
2088 8248 6456 25456 22152 87936 75376 299856
2152 8504 6712 26416 22920 90816
2216 8760 6968 28336 23688 93800

76208 305976 81176 324336 87936 351224 93800 375448
78704 314888 84760 339112 90816 363336 97896 391656
7.1.7.3 Redundancy Version determination for Format 1C

If the DCI Format 1C CRC is scrambled by P-RNTI or RA-RNTI, then

- the UE shall set the Redundancy Version to 0
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Else if the DCI Format 1C CRC is scrambled by SI-RNTI, then

- the UE shall set the Redundancy Version as defined in [§].

7.1.8 Storing soft channel bits

For FDD, TDD and FDD-TDD, if the UE is configured with more than one serving cell or if the UE is configured with

a SCG, then for each serving cell, for at least Ko ~min(M o 1ar0 > M i ) transport blocks, upon decoding failure of a

code block of a transport block, the UE shall store received soft channel bits corresponding to a range of at least

Wie Wiyp5+s Wind(kangg-1,Ny) - Where:

mo

. Ns'oft
Ngg =min| N, ; ’
[ \‘C ’ NcDe:_Is “Kymvo 'mm(M DL_HARQ > M i )JJ

Wi, C, Ng» Kypoo-2nd My, are defined in subclause 5.1.4.1.2 of [4].

MbL HArg is the maximum number of DL HARQ processes.
If the UE is configured with a SCG

- N2 is the number of configured serving cells across both MCG and SCG.

else

- NQ2i is the number of configured serving cells.

If the UE signals ue-Category-v12xy, N’ _ is the total number of soft channel bits [12] according to the UE category

soft
indicated by ue-Category-v12xy [11]. Else if the UE signals ue-Category-v1170 and not ue-Category-vi2xy, N/ is

the total number of soft channel bits [12] according to the UE category indicated by ue-Category-v1170 [11]. Else if the
UE signals ue-Category-v1020 and not ue-Category-v1170 and not ue-Category-vl2xy, N/ is the total number of soft

channel bits [12] according to the UE category indicated by ue-Category-v1020 [11]. Otherwise, N . is the total

soft

number of soft channel bits [12] according to the UE category indicated by ue-Category (without suffix) [11].

In determining k, the UE should give priority to storing soft channel bits corresponding to lower values of k. W, shall

correspond to a received soft channel bit. The range Wy Wy ..., W4k Ngg—1,Ngy) MAY include subsets not containing

received soft channel bits.
7.1.9 PDSCH resource mapping parameters

A UE configured in transmission mode 10 for a given serving cell can be configured with up to 4 parameter sets by
higher layer signaling to decode PDSCH according to a detected PDCCH/EPDCCH with DCI format 2D intended for
the UE and the given serving cell. The UE shall use the parameter set according to the value of the PDSCH RE
Mapping and Quasi-Co-Location indicator' field (mapping defined in Table 7.1.9-1) in the detected PDCCH/EPDCCH
with DCI format 2D for determining the PDSCH RE mapping (defined in subclause 6.4 of [3]), and for determining
PDSCH antenna port quasi co-location (defined in subclause 7.1.10) if the UE is configured with Type B quasi co-
location type (defined in subclause 7.1.10). For PDSCH without a corresponding PDCCH/EPDCCH, the UE shall use
the parameter set indicated in the PDCCH/EPDCCH with DCI format 2D corresponding to the associated SPS
activation for determining the PDSCH RE mapping (defined in subclause 6.4 of [3]) and PDSCH antenna port quasi co-
location (defined in subclause 7.1.10).

Table 7.1.9-1: PDSCH RE Mapping and Quasi-Co-Location Indicator field in DCI format 2D

Value of 'PDSCH RE Mapping and Quasi-Co-Location Indicator’ field Description
'00' Parameter set 1 configured by higher layers|
'01' Parameter set 2 configured by higher layers|
'"10' Parameter set 3 configured by higher layers|
11’ Parameter set 4 configured by higher layers|
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The following parameters for determining PDSCH RE mapping and PDSCH antenna port quasi co-location are
configured via higher layer signaling for each parameter set:

- crs-PortsCount-ril.

- crs-FregShift-r11.

- mbsfn-SubframeConfigList-r11.
- csi-RS-ConfigzPId-r11.

- pdsch-Start-ril.

- qcl-CSI-RS-ConfigNzZPId-r11.

To decode PDSCH according to a detected PDCCH/EPDCCH with DCI format 1A with CRC scrambled with C-RNTI
intended for the UE and the given serving cell and for PDSCH transmission on antenna port 7, a UE configured in
transmission mode 10 for a given serving cell shall use the parameter set 1 in table 7.1.9-1 for determining the PDSCH
RE mapping (defined in subclause 6.4 of [3]), and for determining PDSCH antenna port quasi co-location (defined in
subclause 7.1.10) if the UE is configured with Type B quasi co-location type (defined in subclause 7.1.10).

To decode PDSCH corresponding to detected PDCCH/EPDCCH with DCI format 1A with CRC scrambled with SPS
C-RNTI and PDSCH without a corresponding PDCCH/EPDCCH associated with SPS activation indicated in
PDCCH/EPDCCH with DCI format 1A, a UE configured in transmission mode 10 for a given serving cell shall use the
parameter set 1 in table 7.1.9-1 for determining the PDSCH RE mapping (defined in subclause 6.4 of [3]), and for
determining PDSCH antenna port quasi co-location (defined in subclause 7.1.10) if the UE is configured with Type B
quasi co-location type (defined in subclause 7.1.10).

To decode PDSCH according to a detected PDCCH/EPDCCH with DCI format 1A intended for the UE on a given
serving cell and for PDSCH transmission on antenna port 0 — 3, a UE configured in transmission mode 10 for the given
serving cell shall determine the PDSCH RE mapping (as described in subclause 6.4 of [3]) using the lowest indexed
zero-power CSI-RS resource.

7.1.10 Antenna ports quasi co-location for PDSCH

A UE configured in transmission mode 8-10 for a serving cell may assume the antenna ports 7 — 14 of the serving cell
are quasi co-located (as defined in [3]) for a given subframe with respect to delay spread, Doppler spread, Doppler shift,
average gain, and average delay.

A UE configured in transmission mode 1-9 for a serving cell may assume the antenna ports 0 — 3, 5, 7 — 22 of the
serving cell are quasi co-located (as defined in [3]) with respect to Doppler shift, Doppler spread, average delay, and
delay spread.

A UE configured in transmission mode 10 for a serving cell is configured with one of two quasi co-location types for
the serving cell by higher layer parameter gcl-Operation to decode PDSCH according to transmission scheme
associated with antenna ports 7-14:

- Type A: The UE may assume the antenna ports 0 — 3, 7 — 22 of a serving cell are quasi co-located (as defined in
[3]) with respect to delay spread, Doppler spread, Doppler shift, and average delay.

- Type B: The UE may assume the antenna ports 15 — 22 corresponding to the CSI-RS resource configuration
identified by the higher layer parameter qcl-CSI-RS-ConfigNZPId-r11 (defined in subclause 7.1.9) and the
antenna ports 7 — 14 associated with the PDSCH are quasi co-located (as defined in [3]) with respect to Doppler
shift, Doppler spread, average delay, and delay spread.
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7.2 UE procedure for reporting Channel State Information (CSl)

The time and frequency resources that can be used by the UE to report CSI which consists of Channel Quality Indicator
(CQI), precoding matrix indicator (PMI), precoding type indicator (PTI), and/or rank indication (RI) are controlled by
the eNB. For spatial multiplexing, as given in [3], the UE shall determine a RI corresponding to the number of useful
transmission layers. For transmit diversity as given in [3], RI is equal to one.

A UE in transmission mode 8 or 9 is configured with or without PMI/RI reporting by the higher layer parameter pmi-
RI-Report.

A UE in transmission mode 10 can be configured with one or more CSI processes per serving cell by higher layers.
Each CSI process is associated with a CSI-RS resource (defined in subclause 7.2.5) and a CSl-interference
measurement (CSI-IM) resource (defined in subclause 7.2.6). A UE can be configured with up to two CSI-IM resources
for a CSI process if the UE is configured with CSI subframe sets Cgpo and Ccgp by the higher layer parameter csi-

SubFramePatternConfig-r12 for the CSI process. A CSI reported by the UE corresponds to a CSI process configured by
higher layers. Each CSI process can be configured with or without PMI/RI reporting by higher layer signalling.

A UE is configured with resource-restricted CSI measurements if the subframe sets Ccgy and Ccgp are configured
by higher layers.

For a serving cell with frame structure type 1, a UE is not expected to be configured with csi-SubframePatternConfig-
ri2.

CSI reporting is periodic or aperiodic.
If the UE is configured with more than one serving cell, it transmits CSI for activated serving cell(s) only.

If a UE is not configured for simultaneous PUSCH and PUCCH transmission, it shall transmit periodic CSI reporting on
PUCCH as defined hereafter in subframes with no PUSCH allocation.

If a UE is not configured for simultaneous PUSCH and PUCCH transmission, it shall transmit periodic CSI reporting on
PUSCH of the serving cell with smallest ServCelllndex as defined hereafter in subframes with a PUSCH allocation,
where the UE shall use the same PUCCH-based periodic CSI reporting format on PUSCH.

A UE shall transmit aperiodic CSI reporting on PUSCH if the conditions specified hereafter are met. For aperiodic
CQI/PMI reporting, RI reporting is transmitted only if the configured CSI feedback type supports RI reporting.

Table 7.2-1: Void

In case both periodic and aperiodic CSI reporting would occur in the same subframe, the UE shall only transmit the
aperiodic CSI report in that subframe.

If the higher layer parameter altCQI-Table-r12 is configured and is set to allSubframes-r12,
- the UE shall report CQI according to Table 7.2.3-2.

Else if the higher layer parameter altCQI-Table-r12 is configured and is set to csi-SubframeSet1-r12 or csi-
SubframeSet2-r12,

- the UE shall report CQI according to Table 7.2.3-2 for the corresponding CSI subframe set configured by
altCQI-Table-r12

- the UE shall report CQI for the other CSI subframe set according to Table 7.2.3-1.
Else
- the UE shall report CQI according to Table 7.2.3-1.

When reporting RI the UE reports a single instance of the number of useful transmission layers. For each RI reporting
interval when the UE is configured in transmission modes 4 or when the UE is configured in transmission mode 8, 9 or
10 with PMI/RI reporting, a UE shall determine a RI from the supported set of RI values as defined in subclause 5.2.2.6
of [4] and report the number in each RI report. For each RI reporting interval when the UE is configured in transmission
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mode 3, a UE shall determine RI as defined in subclause 5.2.2.6 of [4] in each reporting interval and report the detected
number in each RI report to support selection between transmit diversity and large delay CDD.

When reporting PMI the UE reports either a single or a multiple PMI report. The number of RBs represented by a
single UE PMI report can be N% or a smaller subset of RBs. The number of RBs represented by a single PMI report

is semi-statically configured by higher layer signalling. A UE is restricted to report PMI, RI and PTI within a precoder
codebook subset specified by a bitmap parameter codebookSubsetRestriction configured by higher layer signalling. For
a UE configured in transmission mode 10, the bitmap parameter codebookSubsetRestriction is configured for each CSI
process and each subframe sets (if subframe sets Ccgyg and Ccgp are configured by higher layers) by higher layer

signaling. For a specific precoder codebook and associated transmission mode, the bitmap can specify all possible
precoder codebook subsets from which the UE can assume the eNB may be using when the UE is configured in the
relevant transmission mode. Codebook subset restriction is supported for transmission modes 3, 4, 5, 6 and for
transmission modes 8, 9 and 10 with PMI/RI reporting. The resulting number of bits for each transmission mode is

given in Table 7.2-1b. The bitmap forms the bit sequence aA\ _1»--+»83,8,,8,,a, where 8@, isthe LSB and ap is

the MSB and where a bit value of zero indicates that the PMI and RI reporting is not allowed to correspond to
precoder(s) associated with the bit. The association of bits to precoders for the relevant transmission modes are given as
follows:

1. Transmission mode 3

a. 2 antenna ports: bit @ ., U =2 is associated with the precoder in Table 6.3.4.2.3-1 of [3]

v—12
corresponding to v layers and codebook index 0 while bit @, is associated with the precoder for 2

antenna ports in subclause 6.3.4.3 of [3].

b. 4 antenna ports: bit & _, U= 2,3,4is associated with the precoders in Table 6.3.4.2.3-2 of [3]

v-12
corresponding to v layers and codebook indices 12, 13, 14, and 15 while bit &, is associated with

the precoder for 4 antenna ports in subclause 6.3.4.3 of [3].
2. Transmission mode 4
a. 2 antenna ports: see Table 7.2-1¢

b. 4 antenna ports: bit a4,y IS associated with the precoder for v layers and with codebook index

iC in Table 6.3.4.2.3-2 of [3].
3. Transmission modes 5 and 6

a. 2 antenna ports: bit @; is associated with the precoder for v =1 layer with codebook index ic in
Table 6.3.4.2.3-1 of [3].

b. 4 antenna ports: bit @; is associated with the precoder for v =1 layer with codebook index i in
Table 6.3.4.2.3-2 of [3].

4. Transmission mode 8
a. 2 antenna ports: see Table 7.2-1c

b. 4 antenna ports except with alternativeCodeBookEnabledFor4TX-r12=TRUE configured: bit
By6(p-1)+i, 1S associated with the precoder for v layers and with codebook index I, in Table

6.3.42.3-20f[3], v=12.

c. 4 antenna ports with alternativeCodeBookEnabledFor4TX-r12=TRUE configured: bit @5(,,),; Is
associated with the precoder for v layers (v e {1,2}) and codebook index I, and bit 83,4, 1), 15

associated with the precoder for v layers (p e {1,2}) and codebook index I, . Codebook indices I,

and 1, are given in Table 7.2.4-0A or 7.2.4-0B, for v=1 or 2 respectively.
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5. Transmission modes 9 and 10

a.

b.

2 antenna ports: see Table 7.2-1¢c

4 antenna ports except with alternativeCodeBookEnabledFor4TX-r12=TRUE configured: bit
a16(v—1)+i, is associated with the precoder for v layers and with codebook index i, in Table

6.3.4.2.3-2 of [3].

4 antenna ports with alternativeCodeBookEnabledFor4TX-r12=TRUE configured: bit @, ),; is
associated with the precoder for v layers (v e {1,2} ) and codebook index I, and bit a,, H16(v-1)+, 18

associated with the precoder for v layers (v € {1,2,3,4} ) and codebook index I,. Codebook indices I,

and i2 are given in Table 7.2.4-0A, 7.2.4-0B, 7.2.4-0C or 7.2.4-0D, for v=1,2,3 or4
respectively.

8 antenna ports: bit a; 1(o-1)+, is associated with the precoder for v layers (v €{1,2,3,4,5,6,7,8} ) and
codebook index 1, where f1(-) = {0,16,32,36,40,44,48,52 } and bit g3, (1), 1S associated with
the precoder for v layers (v € {1,2,3,4} ) and codebook index 1, where gl(-)= {0,16,32,48 }

Codebook indices i1 and i2 are given in Table 7.2.4-1,7.2.4-2,7.2.4-3,7.2.4-4,7.2.4-5, 7.2.4-6,
7.2.4-7,0r 7.2.4-8, for v=1,2,3,4,5,6,7, or 8 respectively.

Table 7.2-1b: Number of bits in codebook subset restriction bitmap for applicable transmission

modes

Number of bits A,

2 antenna 4 antenna ports 8 antenna
ports ports
Transmission mode 3 2 4
Transmission mode 4 6 64
Transmission mode 5 4 16
Transmission mode 6 4 16
64 with

Transmission mode 8 6 alternative CodeBookEnabledFor4 TX-

r12=TRUE configured, otherwise 32
Transmission modes 9 . 96 with
and 10 6 alternat/veCodeBookEnabledFQMTX— 109

r12=TRUE configured, otherwise 64

Table 7.2-1c: Association of bits in codebookSubSetRestriction bitmap to precoders in the 2 antenna

port codebook of Table 6.3.4.2.3-1 in [3]

Codebook index i, | Number of layers v
1 2
0 ao -
1 ar a4
2 az as
3 as -

The set of subbands (S) a UE shall evaluate for CQI reporting spans the entire downlink system bandwidth. A subband
is a set of k contiguous PRBs where K is a function of system bandwidth. Note the last subband in set S may have

fewer than k contiguous PRBs depending on N% . The number of subbands for system bandwidth given by N% is

defined by N :‘ N% /K ‘ . The subbands shall be indexed in the order of increasing frequency and non-increasing

sizes starting at the lowest frequency.
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- For transmission modes 1, 2, 3 and 5, as well as transmission modes 8, 9 and 10 without PMI/RI reporting,
transmission mode 4 with RI=1, and transmission modes 8, 9 and 10 with PMI/RI reporting and RI=1, a single 4-
bit wideband CQI is reported.

- For transmission modes 3 and 4, as well as transmission modes 8, 9 and 10 with PMI/RI reporting, CQI is
calculated assuming transmission of one codeword for RI=1 and two codewords for RI > 1.

- For RI > 1 with transmission mode 4, as well as transmission modes 8, 9 and 10 with PMI/RI reporting, PUSCH
based triggered reporting includes reporting a wideband CQI which comprises:

- A 4-bit wideband CQI for codeword 0
- A 4-bit wideband CQI for codeword 1

- For RI > 1 with transmission mode 4, as well as transmission modes 8, 9 and 10 with PMI/RI reporting, PUCCH
based reporting includes reporting a 4-bit wideband CQI for codeword 0 and a wideband spatial differential CQI.
The wideband spatial differential CQI value comprises:

- A 3-bit wideband spatial differential CQI value for codeword 1 offset level
- Codeword 1 offset level = wideband CQI index for codeword 0 — wideband CQI index for codeword 1.

- The mapping from the 3-bit wideband spatial differential CQI value to the offset level is shown in Table 7.2-
2.

Table 7.2-2 Mapping spatial differential CQl value to offset level

Spatial differential CQl value | Offset level
0

1

2

>3

<-4

-3

-2

-1

N~ |WIN|=|O

7.21 Aperiodic CSI Reporting using PUSCH

The term “UL/DL configuration” in this subclause refers to the higher layer parameter subframeAssignment unless
specified otherwise.

A UE shall perform aperiodic CSI reporting using the PUSCH in subframe n+k on serving cell C, upon decoding in
subframe n either:

- an uplink DCI format [4], or
- aRandom Access Response Grant,
for serving cell ¢ if the respective CSI request field is set to trigger a report and is not reserved.

If the CSI request field is 1 bit and the UE is configured in transmission mode 1-9 and the UE is not configured with
csi-SubframePatternConfig-r12 for any serving cell, a report is triggered for serving cell ¢, if the CSI request field is
setto'l'.

If the CSI request field is 1 bit and the UE is configured in transmission mode 10 and the UE is not configured with csi-
SubframePatternConfig-r12 for any serving cell, a report is triggered for a set of CSI process(es) for serving cell ¢
corresponding to the higher layer configured set of CSI process(es) associated with the value of CSI request field of '01'
in Table 7.2.1-1B, if the CSI request field is set to '1".

If the CSI request field size is 2 bits and the UE is configured in transmission mode 1-9 for all serving cells and the UE
is not configured with csi-SubframePatternConfig-ri12 for any serving cell, a report is triggered according to the value
in Table 7.2.1-1A corresponding to aperiodic CSI reporting.
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If the CSI request field size is 2 bits and the UE is configured in transmission mode 10 for at least one serving cell and
the UE is not configured with csi-SubframePatternConfig-r12 for any serving cell, a report is triggered according to the
value in Table 7.2.1-1B corresponding to aperiodic CSI reporting.

If the CSI request field is 1 bit and the UE is configured with the higher layer parameter csi-SubframePatternConfig-r12
for at least one serving cell, - a report is triggered for a set of CSI process(es) and/or {CSI process, CSI subframe
set}-pair(s) for serving cell C corresponding to the higher layer configured set of CSI process(es) and/or {CSI process,
CSI subframe set}-pair(s) associated with the value of CSI request field of '01' in Table 7.2.1-1C, if the CSI request
field is set to '1".

If the CSI request field size is 2 bits and the UE is configured with the higher layer parameter cSi-
SubframePatternConfig-r12 for at least one serving cell,

a report is triggered according to the value in Table 7.2.1-1C corresponding to aperiodic CSI reporting.

For a given serving cell, if the UE is configured in transmission modes 1-9, the "CSI process" in Table 7.2.1-1B and
Table 7.2.1-1C refers to the aperiodic CSI configured for the UE on the given serving cell. A UE is not expected to be
configured by higher layers with more than 5 CSI processes in each of the 1%t and 2™ set of CSI process(es) in Table
7.2.1-1B. A UE is not expected to be configured by higher layers with more than 5 CSI processes and/or {CSI process,
CSI subframe set}-pair(s) in each of the 1*t and 2" set of CSI process(es) and/or {CSI process, CSI subframe set}-
pair(s) in Table 7.2.1-1C. A UE is not expected to be configured by higher layers with more than one instance of the
same CSI process in each of the higher layer configured sets associated with the value of CSI request field of '01', '10',
and 'l1' in Table 7.2.1-1B and Table 7.2.1-1C respectively.

A UE is not expected to receive more than one aperiodic CSI report request for a given subframe.

If a UE is configured with more than one CSI process for a serving cell, the UE on reception of an aperiodic CSI report
request triggering a CSI report according to Table 7.2.1-1B is not expected to update CSI corresponding to the CSI

reference resource (defined in subclause 7.2.3) for all CSI processes except the max(N, — Nu , 0) lowest-indexed
CSI processes for the serving cell associated with the request when the UE has N y unreported CSI processes

associated with other aperiodic CSI requests for the serving cell, where a CSI process associated with a CSI request
shall only be counted as unreported in a subframe before the subframe where the PUSCH carrying the corresponding

CSl is transmitted, and N g, p is the maximum number of CSI processes supported by the UE for the serving cell and:

- for FDD serving cell NX = NCSH:,;
- for TDD serving cell

- if the UE is configured with four CSI processes for the serving cell , NX = NCSI—P

- if the UE is configured with two or three CSI processes for the serving cell, N (=3

If more than one value of NCSI—P is included in the UE-EUTRA-Capability, the UE assumes a value of NCSI—P that

is consistent with its CSI process configuration. If more than one consistent value of N csi_p e€xists, the UE may
assume any one of the consistent values.
If a UE is configured with multiple cell groups, and if the UE receives multiple aperiodic CSI report requests in a

subframe for different cell groups triggering more than one CSI report, the UE is not required to update CSI for more
than 5 CSI processes from the CSI processes corresponding to all the triggered CSI reports.
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Table 7.2.1-1A: CSI Request field for PDCCH/EPDCCH with uplink DCI format in UE specific search

space
Value of CSl request field Description
'00' No aperiodic CSl report is triggered
'01' Aperiodic CSI report is triggered for serving cell ¢
10" Aperiodic CSlI report is triggered for a 15 set of serving cells configured by higher layers
'"11' Aperiodic CSI report is triggered for a 2" set of serving cells configured by higher layers

Table 7.2.1-1B: CSI Request field for PDCCH/EPDCCH with uplink DCI format in UE specific search

space
Value ofﬁ(:ISJ request Description
'00' No aperiodic CSlI report is triggered
01" Aperiodic CSl report is triggered for a set of CSI process(es) configured by higher layers for
serving cell C
10’ Aperiodic CSlI report is triggered for a 15t set of CSI process(es) configured by higher layers
'"11' Aperiodic CSI report is triggered for a 2" set of CS| process(es) configured by higher layers

Table 7.2.1-1C: CSI Request field for PDCCH/EPDCCH with uplink DCI format in UE specific search

space
ElL e e Description
request field
'00' No aperiodic CSlI report is triggered
01" Aperiodic CSl report is triggered for a set of CSI process(es) and/or {CSI process, CSI subframe
set}-pair(s) configured by higher layers for serving cell ¢
10" Aperiodic CSl report is triggered for a 15t set of CSI process(es) and/or {CSI process, CSI subframe
set}-pair(s) configured by higher layers
1 Aperiodic CSlI report is triggered for a 2" set of CSI process(es) and/or {CS| process, CSI subframe
set}-pair(s) configured by higher layers

NOTE: PDCCH/EPDCCH with DCI formats used to grant PUSCH transmissions as given by DCI format 0 and
DCI format 4 are herein referred to as uplink DCI format when common behaviour is addressed.

When the CSI request field from an uplink DCI format is set to trigger a report, for FDD k=4, and for TDD UL/DL
configuration 1-6, K is given in Table 8-2. For TDD UL/DL configuration 0, if the MSB of the UL index is set to 1 and
LSB of the UL index is set to 0, K is given in Table 8-2; or if MSB of the UL index is set to 0 and LSB of the UL index
is set to 1, k is equal to 7; or if both MSB and LSB of the UL index is set to 1, k is given in Table 8-2.

For TDD, if a UE is configured with more than one serving cell and if the UL/DL configurations of at least two serving
cells are different, or if the UE is configured with the parameter EIMTA-MainConfigServCell-r12 for at least one
serving cell, or for FDD-TDD and serving cell frame structure type 2, the "TDD UL/DL Configuration" given in Table
8-2 refers to the UL-reference UL/DL configuration (defined in subclause 8.0).

When the CSI request field from a Random Access Response Grant is set to trigger a report and is not reserved, K is
equal to k1 if the UL delay field in subclause 6.2 is set to zero, where k1 is given in subclause 6.1.1. The UE shall
postpone aperiodic CSI reporting to the next available UL subframe if the UL delay field is set to 1.

The minimum reporting interval for aperiodic reporting of CQI and PMI and Rl is 1 subframe. The subband size for
CQI shall be the same for transmitter-receiver configurations with and without precoding.

If a UE is not configured for simultaneous PUSCH and PUCCH transmission, when aperiodic CSI report with no
transport block associated as defined in subclause 8.6.2 and positive SR is transmitted in the same subframe, the UE
shall transmit SR, and, if applicable, HARQ-ACK, on PUCCH resources as described in subclause 10.1

A UE is semi-statically configured by higher layers to feed back CQI and PMI and corresponding RI on the same
PUSCH using one of the following CSI reporting modes given in Table 7.2.1-1 and described below.
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Table 7.2.1-1: CQIl and PMI Feedback Types for PUSCH CSl reporting Modes

PMI Feedback Type
No PMI | Single PMI | Multiple PMI

Wideband
(wideband CQl) Mode 1-2
PUSCH caQl UE Selected
Feedback Type (subband CQl) Mode 2-0 Mode 2-2
Higher Layer-configured
(subband CQl) Mode 3-0 | Mode 3-1 | Mode 3-2

For each of the transmission modes defined in subclause 7.1, the following reporting modes are supported on PUSCH:

Transmission mode 1 : Modes 2-0, 3-0

Transmission mode 2 : Modes 2-0, 3-0

Transmission mode 3 : Modes 2-0, 3-0

Transmission mode 4 : Modes 1-2, 2-2, 3-1, 3-2

Transmission mode 5 : Mode 3-1

Transmission mode 6 : Modes 1-2, 2-2, 3-1, 3-2

Transmission mode 7 : Modes 2-0, 3-0

Transmission mode 8 : Modes 1-2, 2-2, 3-1, 3-2 if the UE is configured with PMI/RI reporting; modes 2-0, 3-0 if
the UE is configured without PMI/RI reporting

Transmission mode 9 : Modes 1-2, 2-2, 3-1, 3-2 if the UE is configured with PMI/RI reporting and number of
CSI-RS ports > 1; modes 2-0, 3-0 if the UE is configured without PMI/RI reporting or
number of CSI-RS ports=1

Transmission mode 10 : Modes 1-2, 2-2, 3-1, 3-2 if the UE is configured with PMI/RI reporting and number of
CSI-RS ports > 1; modes 2-0, 3-0 if the UE is configured without PMI/RI reporting or
number of CSI-RS ports=1.

The aperiodic CSI reporting mode is given by the parameter cgi-ReportModeAperiodic which is configured by higher-
layer signalling.

For a serving cell with N EBL <7, PUSCH reporting modes are not supported for that serving cell.
RI is only reported for transmission modes 3 and 4, as well as transmission modes 8, 9 and 10 with PMI/RI reporting.

For serving cell ¢, a UE configured in transmission mode 10 with PMI/RI reporting for a CSI process can be
configured with a 'RI-reference CSI process' for the CSI process. If the UE is configured with a 'RI-reference CSI
process' for the CSI process, the reported RI for the CSI process shall be the same as the reported RI for the configured
'RI-reference CSI process'. The RI for the 'RI-reference CSI process' is not based on any other configured CSI process
other than the 'RI-reference CSI process'. The UE is not expected to receive an aperiodic CSI report request for a given
subframe triggering a CSI report including CSI associated with the CSI process and not including CSI associated with
the configured RI-reference CSI process'. If the UE is configured with a 'RI-reference CSI process' for a CSI process

and if subframe sets Ccgrg and Ccgyy are configured by higher layers for only one of the CSI processes then the UE

is not expected to receive configuration for the CSI process configured with the subframe subsets that have a different
set of restricted RIs with precoder codebook subset restriction between the two subframe sets. The UE is not expected
to receive configurations for the CSI process and the 'RI-reference CSI process' that have a different:

- Aperiodic CSI reporting mode, and/or
- number of CSI-RS antenna ports, and/or

- set of restricted RIs with precoder codebook subset restriction if subframe sets Ccgro and Ccgy; are not

configured by higher layers for both CSI processes, and/or

- set of restricted RIs with precoder codebook subset restriction for each subframe set if subframe sets Ccgy g

and Ccgy are configured by higher layers for both CSI processes, and/or

- set of restricted RIs with precoder codebook subset restriction if subframe sets Ccgrg and Cegpj are

configured by higher layers for only one of the CSI processes, and the set of restricted RIs for the two subframe
sets are the same.
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A RI report for a serving cell on an aperiodic reporting mode is valid only for CQI/PMI report for that serving cell on

that aperiodic reporting mode

e  Wideband feedback

0 Mode 1-2 description:

For each subband a preferred precoding matrix is selected from the codebook subset
assuming transmission only in the subband

A UE shall report one wideband CQI value per codeword which is calculated assuming
the use of the corresponding selected precoding matrix in each subband and
transmission on set S subbands.

The UE shall report the selected precoding matrix indicator for each set S subband
except with 8 CSI-RS ports configured for transmission modes 9 and 10 or with
alternativeCodeBookEnabledFor4TX-r12=TRUE configured for transmission modes 8,
9 and 10, in which case a first precoding matrix indicator i, is reported for the set S
subbands and a second precoding matrix indicator 1, is reported for each set S
subband.

Subband size is given by Table 7.2.1-3.

For transmission modes 4, 8, 9 and 10, the reported PMI and CQI values are calculated
conditioned on the reported RI. For other transmission modes they are reported
conditioned on rank 1.

e Higher Layer-configured subband feedback

0 Mode 3-0 description:

A UE shall report a wideband CQI value which is calculated assuming transmission on
set S subbands

The UE shall also report one subband CQI value for each set S subband. The subband
CQI value is calculated assuming transmission only in the subband

Both the wideband and subband CQI represent channel quality for the first codeword,
even when RI>1.

For transmission mode 3 the reported CQI values are calculated conditioned on the
reported RI. For other transmission modes they are reported conditioned on rank 1.

0 Mode 3-1 description:

A single precoding matrix is selected from the codebook subset assuming transmission
on set S subbands

A UE shall report one subband CQI value per codeword for each set S subband which
are calculated assuming the use of the single precoding matrix in all subbands and
assuming transmission in the corresponding subband.

A UE shall report a wideband CQI value per codeword which is calculated assuming
the use of the single precoding matrix in all subbands and transmission on set S
subbands

The UE shall report the selected single precoding matrix indicator except with 8 CSI-
RS ports configured for transmission modes 9 and 10 or with
alternativeCodeBookEnabledFor4TX-r12=TRUE configured for transmission modes 8,
9 and 10, in which case a first and second precoding matrix indicator are reported
corresponding to the selected single precoding matrix.

For transmission modes 4, 8, 9 and 10, the reported PMI and CQI values are calculated
conditioned on the reported RI. For other transmission modes they are reported
conditioned on rank 1.
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0 Mode 3-2 description:

=  For each subband a preferred precoding matrix is selected from the codebook subset
assuming transmission only in the subband

= A UE shall report one wideband CQI value per codeword which is calculated assuming
the use of the corresponding selected precoding matrix in each subband and
transmission on set S subbands.

= A UE shall report the selected single precoding matrix indicator for each set S subband
except with 8 CSI-RS ports configured for transmission mode 9 and 10, or with
alternativeCodeBookEnabledFor4TX-r12=TRUE configured for transmission modes 8,
9 and 10, in which case the UE shall report a first precoding matrix indicator for all set
S subbands and also report a second precoding matrix indicator for each set S subband.

= A UE shall report one subband CQI value per codeword for each set S subband
reflecting transmission over the single subband and using the selected precoding matrix
in the corresponding subband.

*  For transmission modes 4, 8, 9 and 10, the reported PMI and CQI values are calculated
conditioned on the reported RI. For transmission mode 6 they are reported conditioned
on rank 1.

0 Subband CQI value for each codeword are encoded differentially with respect to their respective
wideband CQI using 2-bits as defined by

=  Subband differential CQI offset level = subband CQI index — wideband CQI index. The
mapping from the 2-bit subband differential CQI value to the offset level is shown in
Table 7.2.1-2.

Table 7.2.1-2: Mapping subband differential CQl value to offset level

Subband differential CQl value | Offset level
0 0
1 1
2 >2
3 <-1

0 Supported subband size (K) is given in Table 7.2.1-3.

Table 7.2.1-3: Subband Size (k) vs. System Bandwidth

System Bandwidth | Subband Size
N R (k)
6-7 NA
8-10 4
11-26 4
27 - 63 6
64 - 110 8

e UE-selected subband feedback
0 Mode 2-0 description:

= The UE shall select a set of M preferred subbands of size k (where k and M are given in
Table 7.2.1-5 for each system bandwidth range) within the set of subbands S.

=  The UE shall also report one CQI value reflecting transmission only over the M selected
subbands determined in the previous step. The CQI represents channel quality for the
first codeword, even when RI>1.
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=  Additionally, the UE shall also report one wideband CQI value which is calculated
assuming transmission on set S subbands. The wideband CQI represents channel quality
for the first codeword, even when RI>1.

=  For transmission mode 3 the reported CQI values are calculated conditioned on the
reported RI. For other transmission modes they are reported conditioned on rank 1.

0 Mode 2-2 description:

= The UE shall perform joint selection of the set of M preferred subbands of size k within
the set of subbands S and a preferred single precoding matrix selected from the
codebook subset that is preferred to be used for transmission over the M selected
subbands.

= The UE shall report one CQI value per codeword reflecting transmission only over the

selected M preferred subbands and using the same selected single precoding matrix in
each of the M subbands.

= Except with 8 CSI-RS ports configured for transmission modes 9 and 10 or with
alternativeCodeBookEnabledFor4TX-r12=TRUE configured for transmission modes 8,
9 and 10, the UE shall also report the selected single precoding matrix indicator
preferred for the M selected subbands. A UE shall also report the selected single
precoding matrix indicator for all set S subbands.

=  For transmission modes 9 and 10 with 8 CSI-RS ports configured and for transmission
modes 8, 9 and 10 with alternativeCodeBookEnabledFor4TX-r12=TRUE configured, a
UE shall report a first precoding matrix indicator for all set S subbands. A UE shall
also report a second precoding matrix indicator for all set S subbands and another
second precoding matrix indicator for the M selected subbands.

= A single precoding matrix is selected from the codebook subset assuming transmission
on set S subbands

= A UE shall report a wideband CQI value per codeword which is calculated assuming
the use of the single precoding matrix in all subbands and transmission on set S
subbands

=  For transmission modes 4, 8, 9 and 10, the reported PMI and CQI values are calculated
conditioned on the reported RI. For other transmission modes they are reported
conditioned on rank 1.

0 For all UE-selected subband feedback modes the UE shall report the positions of the M selected
subbands using a combinatorial index r defined as

M- . . .
= where the set {Si}i:0l , (I<s, <N, s <s,,) contains the M sorted subband indices

i+1

X >
and < >= [YJ X2 is the extended binomial coefficient, resulting in unique label
y
0 x<y

re{O,...’[uJ—l}.

0 The CQI value for the M selected subbands for each codeword is encoded differentially using 2-bits
relative to its respective wideband CQI as defined by

= Differential CQI offset level = M selected subbands CQI index — wideband CQI index

= The mapping from the 2-bit differential CQI value to the offset level is shown in Table
7.2.1-4.
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Table 7.2.1-4: Mapping differential CQl value to offset level

Differential CQl value | Offset level
0 <1
1 2
2 3
3 >4

3GPP TS 36.213 V12.5.0 (2015-03)

0 Supported subband size k and M values include those shown in Table 7.2.1-5. In Table 7.2.1-5 the k
and M values are a function of system bandwidth.

0 The number of bits to denote the position of the M selected subbands is L =

1
0 .
g2M

Table 7.2.1-5: Subband Size (k) and Number of Subbands (M) in S vs. Downlink System Bandwidth

System Bandwidth
DL Subband Size k (RBs) M
Nrs

6-7 NA NA

8-10 2 1
11-26 2 3

27 - 63 3 5

64 — 110 4 6
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7.2.2 Periodic CSI Reporting using PUCCH

A UE is semi-statically configured by higher layers to periodically feed back different CSI components (CQI, PMI, PTI,
and/or RI) on the PUCCH using the reporting modes given in Table 7.2.2-1 and described below. A UE in transmission
mode 10 can be configured by higher layers for multiple periodic CSI reports corresponding to one or more CSI
processes per serving cell on PUCCH.

Table 7.2.2-1: CQl and PMI Feedback Types for PUCCH CSI reporting Modes

PMI Feedback Type
No PMI | Single PMI

Mode 1-0 | Mode 1-1

Wideband
PUCCH cal (wideband CQl)

Feedback Type UE Selected

(subband CQl)

Mode 2-0 | Mode 2-1

For each of the transmission modes defined in subclause 7.1, the following periodic CSI reporting modes are supported
on PUCCH:

Transmission mode 1 : Modes 1-0,

Transmission mode 2 : Modes 1-0,

Transmission mode 3 : Modes 1-0

Transmission mode 4 : Modes 1-1,

Transmission mode 5 : Modes 1-1,

Transmission mode 6 : Modes 1-1,

Transmission mode 7 : Modes 1-0, 2-0

Transmission mode 8 : Modes 1-1, 2-1 if the UE is configured with PMI/RI reporting; modes 1-0, 2-0 if the UE is
configured without PMI/RI reporting

Transmission mode 9 : Modes 1-1, 2-1 if the UE is configured with PMI/RI reporting and number of CSI-RS
ports>1; modes 1-0, 2-0 if the UE is configured without PMI/RI reporting or number of
CSI-RS ports=1.

Transmission mode 10 : Modes 1-1, 2-1 if the UE is configured with PMI/RI reporting and number of CSI-RS
ports>1; modes 1-0, 2-0 if the UE is configured without PMI/RI reporting or number of
CSI-RS ports=1.

20

2-0
,2-0
2-1
2-1
2-1

For a UE configured in transmission mode 1-9, one periodic CSI reporting mode for each serving cell is configured by
higher-layer signalling.

For a UE configured in transmission mode 10, one or more periodic CSI reporting modes for each serving cell are
configured by higher-layer signalling.

For a UE configured with transmission mode 9 or 10, and with 8 CSI-RS ports, mode 1-1 is configured to be either
submode 1 or submode 2 via higher-layer signaling using the parameter PUCCH_format1-1_CSI_reporting_mode.

For a UE configured with transmission mode 8, 9 or 10, and with alternativeCodeBookEnabledFor4TX-r12=TRUE
configured, mode 1-1 is configured to be either submode 1 or submode 2 via higher-layer signaling using the parameter
PUCCH_format1-1_CSI_reporting_mode.

For the UE-selected subband CQI, a CQI report in a certain subframe of a certain serving cell describes the channel
quality in a particular part or in particular parts of the bandwidth of that serving cell described subsequently as
bandwidth part (BP) or parts. The bandwidth parts shall be indexed in the order of increasing frequency and non-
increasing sizes starting at the lowest frequency.

For each serving cell

- There are a total of N subbands for a serving cell system bandwidth given by N% where \_N% / kj subbands

are of size k. If ‘ Ngy /k ‘ —\_N% /kj> 0 then one of the subbands is of size Ny — K - \_NRD]; /kj.
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- A bandwidth part j is frequency-consecutive and consists of N j subbands where J bandwidth parts span S or
Ngs as given in Table 7.2.2-2. 1f J =1 then N, is|Ngy /k/J|.1fJ>1then N; is either |Ngy /k/J

or [Ngy /k/J | —1, depending on N5 , k and J.
- Each bandwidth part j, where 0 < j < J-1, is scanned in sequential order according to increasing frequency.
- For UE selected subband feedback a single subband out of N ; subbands of a bandwidth part is selected along

with a corresponding L-bit label indexed in the order of increasing frequency, where L = {log2 ( NRs /k/J —H .

The CQI and PMI payload sizes of each PUCCH CSI reporting mode are given in Table 7.2.2-3.

The following CQI/PMI and RI reporting types with distinct periods and offsets are supported for the PUCCH CSI
reporting modes given in Table 7.2.2-3:

- Type 1 report supports CQI feedback for the UE selected sub-bands

- Type lareport supports subband CQI and second PMI feedback

- Type 2, Type 2b, and Type 2c report supports wideband CQI and PMI feedback

- Type 2a report supports wideband PMI feedback

- Type 3 report supports RI feedback

- Type 4 report supports wideband CQI

- Type 5 report supports RI and wideband PMI feedback

- Type 6 report supports RI and PTI feedback
For a UE configured in transmission mode 1-9 and for each serving cell, or for a UE configured in transmission mode
10 and for each CSI process in each serving cell, the periodicity Nq (in subframes) and offset Nogpger coi (in

subframes) for CQI/PMI reporting are determined based on the parameter cdi-pmi-Configindex (1, /py ) given in

Table 7.2.2-1A for FDD or for FDD-TDD with primary cell frame structure 1 and Table 7.2.2-1C for TDD or for FDD-
TDD and primary cell frame structure type 2. The periodicity Mg, and relative offset Nogpger gy for Rl reporting

are determined based on the parameter ri-Configindex (g, ) given in Table 7.2.2-1B. Both cqi-pmi-ConfigIndex and ri-
ConfigIndex are configured by higher layer signalling. The relative reporting offset for RI Ngppser gy takes values
from the set {0,—1,...,—(N pd —D} . If a UE is configured to report for more than one CSI subframe set then parameter

cgi-pmi-ConfigIndex and ri-ConfigIindex respectively correspond to the CQI/PMI and RI periodicity and relative
reporting offset for subframe set 1 and cqi-pmi-Configindex2 and ri-Configindex2 respectively correspond to the
CQI/PMI and RI periodicity and relative reporting offset for subframe set 2. For a UE configured with transmission
mode 10, the parameters cqi-pmi-Configindex , ri-Configindex, cqi-pmi-Configindex2 and ri-Configlndex2 can be
configured for each CSI process.

In the case where wideband CQI/PMI reporting is configured:

- The reporting instances for wideband CZ}I/PMI are subframes satisfying
10 x N¢ +|_ns /ZJ— NOFFSET,CQ| )mod N pd )= 0.

- In case RI reporting is configured, the reporting interval of the RI reporting is an integer multiple Mg, of

period Npg (in subframes).

- The reporting instances for RI are subframes satisfying
10xn¢ +[ng /2]~ Norrser cor — NoFFseT Ri )mOd(N pd *MRi )= 0.

In the case where both wideband CQI/PMI and subband CQI (or subband CQI/second PMI for transmission modes 9
and 10) reporting are configured:
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- The reporting instances for wideband CQI/PMI and subband CQI (or subband CQI/second PMI for transmission
modes 9 and 10) are subframes satisfying |10xn¢ + Lns /ZJ— NorFFseET,CQI )modN pd =0.

When PTI is not transmitted (due to not being configured) or the most recently transmitted PTI is
equal to 1 for a UE configured in transmission modes 8 and 9, or for a UE configured in transmission
mode 10 without a 'RI-reference CSI process' for a CSI process, or the transmitted PTI is equal to 1
reported in the most recent RI reporting instance for a CSI process when a UE is configured in
transmission mode 10 with a 'RI-reference CSI process' for the CSI process, or the transmitted PTI is
equal to 1 for a 'RI-reference CSI process' reported in the most recent RI reporting instance for a CSI
process when a UE is configured in transmission mode 10 with the 'RI-reference CSI process' for the
CSI process, and the most recent type 6 report for the CSI process is dropped:

The wideband CQI/ wideband PMI (or wideband CQI/wideband second PMI for
transmission modes 8, 9 and 10) report has period H - N pq , and is reported on the

subframes satisfying (10 xNg + Lns /2J— NoFFsET,CQI )mod(H “Npg ): 0. The

integer H is definedas H =J-K+1,where J isthe number of bandwidth
parts.

Between every two consecutive wideband CQI/ wideband PMI (or wideband
CQI/wideband second PMI for transmission modes 8, 9 and 10) reports, the
remaining J-K reporting instances are used in sequence for subband CQI (or
subband CQI/second PMI for transmission modes 9 and 10) reports on K full
cycles of bandwidth parts except when the gap between two consecutive wideband
CQI/PMI reports contains less than J-K reporting instances due to a system frame
number transition to 0, in which case the UE shall not transmit the remainder of the
subband CQI (or subband CQI/second PMI for transmission modes 9 and 10)
reports which have not been transmitted before the second of the two wideband
CQI/ wideband PMI (or wideband CQI/wideband second PMI for transmission
modes 8, 9 and 10) reports. Each full cycle of bandwidth parts shall be in increasing
order starting from bandwidth part 0 to bandwidth part J —1. The parameter K is
configured by higher-layer signalling.

When the most recently transmitted PTI is O for a UE configured in transmission modes 8 and 9 or for
a UE configured in transmission mode 10 without a 'RI-reference CSI process' for a CSI process, or
the transmitted PTI is O reported in the most recent RI reporting instance for a CSI process when a UE
is configured in transmission mode 10 with a 'RI-reference CSI process' for the CSI process, or the
transmitted PTI is O for a 'RI-reference CSI process' reported in the most recent RI reporting instance
for a CSI process when a UE is configured in transmission mode 10 with the 'RI-reference CSI
process' for the CSI process, and the most recent type 6 report for the CSI process is dropped:

The wideband first precoding matrix indicator report has period H’-N g, and is

reported on the subframes satisfying
10xn¢ + |_nS /2J— NoFFSET,CQI )mod(H "“Npg ): 0, where H'is signalled by

higher layers.
Between every two consecutive wideband first precoding matrix indicator reports,

the remaining reporting instances are used for a wideband second precoding
matrix indicator with wideband CQI as described below

- In case RI reporting is configured, the reporting interval of R is Mg, times the wideband CQI/PMI period
H - Npq , and Rl is reported on the same PUCCH cyclic shift resource as both the wideband CQI/PMI and

subband CQI reports.

The reporting instances for RI are subframes satisfying
10xn¢ +[Nng /2]~ Nogeser,cor — Norrser R Jmod(H N pd - MR )=0

In case of collision of a CSI report with PUCCH reporting type 3, 5, or 6 of one serving cell with a CSI report with
PUCCH reporting type 1, 1a, 2, 2a, 2b, 2c, or 4 of the same serving cell the latter CSI report with PUCCH reporting
type (1, la, 2, 2a, 2b, 2c, or 4) has lower priority and is dropped.
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For a serving cell and UE configured in transmission mode 10, in case of collision between CSI reports of same serving
cell with PUCCH reporting type of the same priority, and the CSI reports corresponding to different CSI processes, the
CSI reports corresponding to all CSI processes except the CSI process with the lowest csi-Processld-rl11 are dropped.

For a serving cell and UE configured in transmission mode 1-9 and configured with CSI subframe sets Ccgpo and
Ccsi1 by the higher layer parameter csi-SubframePatternConfig-ri2 for the serving cell, in case of collision between

CSI reports of same serving cell with PUCCH reporting type of the same priority, the CSI report corresponding to CSI
subframe set Ccgy; is dropped.

For a serving cell and UE configured in transmission mode 10 and configured with CSI subframe sets Ccgpo and

Ccsi,1 by the higher layer parameter csi-SubframePatternConfig-ri2 for the serving cell, in case of collision between

CSI reports of same serving cell with PUCCH reporting type of the same priority and the CSI reports corresponding to
CSI processes with same csi-Processld-r1l, the CSI report corresponding to CSI subframe set Ccgy ; is dropped.

If the UE is configured with more than one serving cell, the UE transmits a CSI report of only one serving cell in any
given subframe. For a given subframe, in case of collision of a CSI report with PUCCH reporting type 3, 5, 6, or 2a of
one serving cell with a CSI report with PUCCH reporting type 1, 1a, 2, 2b, 2¢, or 4 of another serving cell, the latter
CSI with PUCCH reporting type (1, 1a, 2, 2b, 2c, or 4) has lower priority and is dropped. For a given subframe, in case
of collision of CSI report with PUCCH reporting type 2, 2b, 2c, or 4 of one serving cell with CSI report with PUCCH
reporting type 1 or la of another serving cell, the latter CSI report with PUCCH reporting type 1, or 1a has lower
priority and is dropped.

For a given subframe and serving cells with UE configured in transmission mode 1-9, in case of collision between CSI
reports of these different serving cells with PUCCH reporting type of the same priority, the CSI reports for all these
serving cells except the serving cell with lowest ServCelllndex are dropped.

For a given subframe and serving cells with UE configured in transmission mode 10, in case of collision between CSI
reports of different serving cells with PUCCH reporting type of the same priority and the CSI reports corresponding to
CSI processes with same csi-Processld-r11, the CSI reports of all serving cells except the serving cell with lowest
ServCelllndex are dropped.

For a given subframe and serving cells with UE configured in transmission mode 10, in case of collision between CSI
reports of different serving cells with PUCCH reporting type of the same priority and the CSI reports corresponding to
CSI processes with different csi-Processld-r11, the CSI reports of all serving cells except the serving cell with CSI
reports corresponding to CSI process with the lowest csi-Processld-r11 are dropped.

For a given subframe, in case of collision between CSI report of a given serving cell with UE configured in
transmission mode 1-9, and CSI report(s) corresponding to CSI process(es) of a different serving cell with the UE
configured in transmission mode 10, and the CSI reports of the serving cells with PUCCH reporting type of the same
priority, the CSI report(s) corresponding to CSI process(es) with csi-Processld-r1l > 1 of the different serving cell are
dropped.

For a given subframe, in case of collision between CSI report of a given serving cell with UE configured in
transmission mode 1-9, and CSI report corresponding to CSI process with csi-Processld-r1l = 1 of a different serving
cell with the UE configured in transmission mode 10, and the CSI reports of the serving cells with PUCCH reporting
type of the same priority, the CSI report of the serving cell with highest ServCelllndex is dropped.

See subclause 10.1 for UE behaviour regarding collision between CSI and HARQ-ACK and the corresponding PUCCH
format assignment.

The CSI report of a given PUCCH reporting type shall be transmitted on the PUCCH resource N I(,fj’cﬁ)cﬁ as defined in

[3], where nf,ﬁ;g’cﬂ is UE specific and configured by higher layers for each serving cell.

If the UE is not configured for simultancous PUSCH and PUCCH transmission or, if the UE is configured for
simultaneous PUSCH and PUCCH transmission and not transmitting PUSCH, in case of collision between CSI and
positive SR in a same subframe, CSI is dropped.
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Table 7.2.2-1A: Mapping of I py to Npg and Nogeser o for FDD or for FDD-TDD and primary
cell frame structure type 1

ICQI/PMI Value of di Value of NOFFSET,CQ,
0< leqpw <1 2 leqi/pmi
2< lequpm <6 5 lcqiem —2
7< leqpw <16 10 lequem =7
17< legpm <36 20 leqrem =17
37 < leopm <76 40 leqiipm =37
77< lequpm <156 80 lcoipm =77
157 < lequpm <316 160 lcqi/pm =157

lcoipm =317 Reserved
318 < legpwi <349 32 lcqrpm —318
350 < leorpmi <413 64 lcoi/pm — 350
414 < legpw <541 128 lcqrpm —414
542 < ooy pw < 1023 Reserved

Table 7.2.2-1B: Mapping of I to My and Nogpger g -

Ig Value of My, Value of Ngppeer gy

0< g <160 1 =g

161 < lg <321 2 -(lg —161)
322< g <482 4 - (lg -322)
483 < lg <643 8 —(lg —483)
644 < |y, <804 16 - (lg —644)
805< g <965 32 = (lg —805)
966 < g <1023 Reserved

Table 7.2.2-1C: Mapping of I py t0 Npg and Noggser o for TDD or for FDD-TDD and primary
cell frame structure type 2

lcor/pmi Value of N g [Value of Noppger e
lcoipmi =0 1 lcqi/pmi
1< lequpm <5 5 lcqem —1
6< lcqipm <15 10 lcqi/pmi —6
16 < leqrpw <35 20 lcqi/pm — 16
36< lcqipm <75 40 lcqipm —36
76 < leqipw <155 80 lcqi/pm =76
156 < lcopm <315 160 lcqipm — 156
816 < logpy < 1023 Reserved
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For TDD or FDD-TDD and primary cell frame structure type 2 periodic CQI/PMI reporting, the following periodicity
values apply for a serving cell ¢ depending on the TDD UL/DL configuration of the primary cell [3], where the UL/DL
configuration corresponds to the eimta-HargReferenceConfig-r12 for the primary cell if the UE is configured with the
parameter EIMTA-MainConfigServCell-r12 for the primary cell:

- The reporting period of Npy =1 is applicable for the serving cell ¢ only if TDD UL/DL configuration of the
primary cell belongs to {0, 1, 3, 4, 6}, and where all UL subframes of the primary cell in a radio frame are used
for CQI/PMI reporting.

- The reporting period of Npg =5 is applicable for the serving cell ¢ only if TDD UL/DL configuration of the

primary cell belongs to {0, 1, 2, 6}.

- The reporting periods of N g = {10,20,40,80,160} are applicable for the serving cell ¢ for any TDD UL/DL

configuration of the primary cell.
For a serving cell with N 1]31; <7, Mode 2-0 and Mode 2-1 are not supported for that serving cell.

The sub-sampled codebook for PUCCH mode 1-1 submode 2 for 8 CSI-RS ports is defined in Table 7.2.2-1D for first
and second precoding matrix indicator i, and i,. Joint encoding of rank and first precoding matrix indicator i, for

PUCCH mode 1-1 submode 1 for 8 CSI-RS ports is defined in Table 7.2.2-1E. The sub-sampled codebook for PUCCH
mode 2-1 for 8 CSI-RS ports is defined in Table 7.2.2-1F for PUCCH Reporting Type 1a.

Table 7.2.2-1D: PUCCH mode 1-1 submode 2 codebook subsampling

Relationship between the Relationship between the

RI first PMI value and codebook index i; second PMI value and codebook index i, e

Value of the first PMI |, , Codebook index I, | Value of the second PMI |, , | Codebook index i, | #bits
1 0-7 2o 0-1 2oy 4
2 0-7 2o 0-1 Lown > 4
3 0-1 2lopm; 0-7 A oa /4 ]+ oy | 4
4 0-1 2oy 0-7 Lonn> 4
5 0-3 Lowns 0 0 2
6 0-3 lown 0 0 2
7 0-3 Lo 0 0 2
8 0 0 0 0 0

Table 7.2.2-1E: Joint encoding of Rl and i, for PUCCH mode 1-1 submode 1

Value of joint encoding of Rl and the first PMI . .
I RI Codebook index I
RI/PMI 1
0-7 1 2IRI /PMI1
8_15 2 2( IR’I/PMII_S)
16-17 3 2( gy o -16)
18-19 4 2( gy o -18)
20-21 5 2( gy pmi-20)
22-23 6 2( gy o1 -22)
24-25 7 2( gy o1 -24)
26 8 0
27-31 reserved NA
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Table 7.2.2-1F: PUCCH mode 2-1 codebook subsampling

Relationship between the second PMI value and codebook index i,
RI . -
Value of the second PMI P2 Codsbogkimdexll>
1 0-15 Loz
2 0-3 2o
3 0-3 8 lowiz /2 |+ (1o, mod2) +2
4 0-3 2oy,
5 0 0
6 0 0
7 0 0
8 0 0

The sub-sampled codebook for PUCCH mode 1-1 submode 2 for transmission modes 8, 9 and 10 configured with
alternativeCodeBookEnabledFor4TX-r12=TRUE is defined in Table 7.2.2-G for first and second precoding matrix
indicator i; andi,. Joint encoding of rank and first precoding matrix indicator i; for PUCCH mode 1-1 submode 1
for transmission modes 8, 9 and 10 configured with alternativeCodeBookEnabledFor4TX-r12=TRUE is defined in
Table 7.2.2-1H. The sub-sampled codebook for PUCCH mode 2-1 for transmission modes 8, 9 and 10 configured with
alternativeCodeBookEnabledFor4TX-r12=TRUE is defined in Table 7.2.2-11 for PUCCH Reporting Type 1la.

Table 7.2.2-1G: PUCCH mode 1-1 submode 2 codebook subsampling with 4 antenna ports

Relationship between the first PMI Relationship between the second PMI
value and codebook index i value and codebook index i, total
Value
of
the Value of
first the
PMI ) second
RI o1 Codebook index "I PMI I,y Codebook index 1 #bits
1 0-3 4oy 0-3 2|PM|2+4'L|PM|2/2J 4
2 0-3 o 0-3 IPM|2+2'UPM|2/2J 4
3 0 0 0-15 e 4
4 0 0 0-15 low> 4

Table 7.2.2-1 H: Joint encoding of Rl and for PUCCH mode 1-1 submode 1 with 4 antenna ports

Value of joint Codebook index i;
encoding of
Rl and the
first PMI RI
I RI/PMI1
0-7 1 I RI /PMI1
8-15 2 IRI/PMI1_8
16 3 0
17 4 0
18-31 reserved NA
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Table 7.2.2-1 I: PUCCH mode 2-1 codebook subsampling with 4 antenna ports

Relationship between the second PMI
value and codebook index i,
Value
RI of the
second
PMI
T Codebook index i,
1 0-15 I PMI2
2 0-3 IPMI2+2'|_IPMI2/2J
3 0-3 2IPMI2+4'\_IPMI2/2J
4 0-3 2IPMI2+4'\_IPMI2/2J

An RI or PTI or any precoding matrix indicator reported for a serving cell in a periodic reporting mode is valid only for
CSI reports for that serving cell on that periodic CSI reporting mode.

For serving cell ¢, a UE configured in transmission mode 10 with PMI/RI reporting for a CSI process can be
configured with a RI-reference CSI process'. The RI for the 'RI-reference CSI process' is not based on any other
configured CSI process other than the 'RI-reference CSI process'. If the UE is configured with a 'RI-reference CSI

process' for a CSI process and if subframe sets Ccgyg and Ccgy are configured by higher layers for only one of the

CSI processes then the UE is not expected to receive configuration for the CSI process configured with the subframe
subsets that have a different set of restricted RIs with precoder codebook subset restriction between the two subframe
sets.The UE is not expected to receive configurations for the CSI process and the 'RI-reference CSI process' that have a
different:

- periodic CSI reporting mode (including sub-mode if configured), and/or
- number of CSI-RS antenna ports, and/or

- set of restricted RIs with precoder codebook subset restriction if subframe sets Ccgro and Ccgy are not

configured by higher layers for both CSI processes, and/or

- set of restricted RIs with precoder codebook subset restriction for each subframe set if subframe sets Ccgy g

and Ccgy are configured by higher layers for both CSI processes, and/or

- set of restricted RIs with precoder codebook subset restriction if subframe sets Ccgrg and Cegp are

configured by higher layers for only one of the CSI processes, and the set of restricted Rls for the two subframe
sets are the same.

For the calculation of CQI/PMI conditioned on the last reported RI, in the absence of a last reported RI the UE shall
conduct the CQI/PMI calculation conditioned on the lowest possible RI as given by the bitmap parameter
codebookSubsetRestriction and the parameter alternativeCodeBookEnabledFor4TX-r12 if configured. If reporting for
more than one CSI subframe set is configured, CQI/PMI is conditioned on the last reported RI linked to the same
subframe set as the CSI report.

e Wideband feedback
0 Mode 1-0 description:

= In the subframe where RI is reported (only for transmission mode 3):
e A UE shall determine a RI assuming transmission on set S subbands.
e The UE shall report a type 3 report consisting of one RI.

= In the subframe where CQI is reported:
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e A UE shall report a type 4 report consisting of one wideband CQI value which
is calculated assuming transmission on set S subbands. The wideband CQI
represents channel quality for the first codeword, even when RI>1.

e  For transmission mode 3 the CQI is calculated conditioned on the last reported
periodic RI. For other transmission modes it is calculated conditioned on
transmission rank 1.

0 Mode 1-1 description:
= In the subframe where RI is reported (only for transmission modes 4, 8, 9 and 10):

e Ifa UE is configured in transmission mode 10 with a 'RI-reference CSI
process' for a CSI process, the RI for the CSI process shall be the same as the
RI in the most recent CSI report comprising RI for the configured 'RI-reference
CSI process' irrespective of subframe sets if configured; otherwise, the UE
shall determine a RI assuming transmission on set S subbands.

e The UE shall report a type 3 report consisting of one RI.

= In the subframe where RI and a first PMI are reported for transmission modes 9 and 10
configured with submode 1 and 8 CSI-RS ports, and for transmission modes 8, 9 and 10
configured with submode 1 and alternativeCodeBookEnabledFor4TX-r12=TRUE:

e Ifa UE is configured in transmission mode 10 with a 'RI-reference CSI
process' for a CSI process, the RI for the CSI process shall be the same as the
RI in the most recent CSI report comprising RI for the configured 'RI-reference
CSI process' irrespective of subframe sets if configured; otherwise, the UE
shall determine a RI assuming transmission on set S subbands.

e The UE shall report a type 5 report consisting of jointly coded RI and a first
PMI corresponding to a set of precoding matrices selected from the codebook
subset assuming transmission on set S subbands.

e Ifthe UE is configured in transmission mode 10 with a 'RI-reference CSI
process' for a CSI process and in case of collision of type 5 report for the CSI
process with type 5 report for the 'RI-reference CSI process', the wideband first
PMI for the CSI process shall be the same as the wideband first PMI in the
most recent type 5 report for the configured 'RI-reference CSI process';
otherwise, the wideband first PMI value is calculated conditioned on the
reported periodic RI.

= In the subframe where CQI/PMI is reported for all transmission modes except with 8
CSI-RS ports configured for transmission modes 9 and 10, or with
alternativeCodeBookEnabledFor4TX-r12=TRUE configured for transmission modes
8,9 and 10:

e A single precoding matrix is selected from the codebook subset assuming
transmission on set S subbands.

e A UE shall report a type 2 report consisting of

0 A single wideband CQI value which is calculated assuming the use of
a single precoding matrix in all subbands and transmission on set S
subbands.

0 The selected single PMI (wideband PMI).

0 When RI>1, an additional 3-bit wideband spatial differential CQI,
which is shown in Table 7.2-2.

e  For transmission modes 4, 8, 9 and 10,

o0 IfaUE is configured in transmission mode 10 with a ‘'RI-reference
CSI process’ for a CSI process, and the most recent type 3 report for
the CSI process is dropped, and a type 3 report for the ‘'RI-reference
CSI process’' is reported in the most recent RI reporting instance for
the CSI process, the PMI and CQI for the CSI process are calculated
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conditioned on the reported periodic RI for the configured ‘'RI-
reference CSI process’ in the most recent RI reporting instance for
the CSI process; otherwise the PMI and CQI are calculated
conditioned on the last reported periodic RI.

e  For other transmission modes the PMI and CQI are calculated conditioned on
transmission rank 1.

= In the subframe where wideband CQI/second PMI is reported for transmission modes 9
and 10 with 8 CSI-RS ports and submode 1 configured and for transmission modes 8, 9
and 10 with submode 1 and alternativeCodeBookEnabledFor4TX-r12=TRUE
configured:

e A single precoding matrix is selected from the codebook subset assuming
transmission on set S subbands.

e A UE shall report a type 2b report consisting of

0 A single wideband CQI value which is calculated assuming the use of
the single precoding matrix in all subbands and transmission on set S
subbands.

0 The wideband second PMI corresponding to the selected single
precoding matrix.

0 When RI>1, an additional 3-bit wideband spatial differential CQI,
which is shown in Table 7.2-2.

e Ifa UE is configured in transmission mode 10 with a 'RI-reference CSI
process' for a CSI process, and the most recent type 5 report for the CSI
process is dropped, and a type 5 report for the RI-reference CSI process' is
reported in the most recent RI reporting instance for the CSI process,

0 The wideband second PMI value for the CSI process is calculated
conditioned on the reported periodic RI and the wideband first PMI
for the configured 'RI-reference CSI process' in the most recent RI
reporting instance for the CSI process.

0 The wideband CQI value is calculated conditioned on the selected
precoding matrix for the CSI process and the reported periodic RI for
the configured 'RI-reference CSI process' in the most recent RI
reporting instance for the CSI process.

e  Otherwise,

0 The wideband second PMI value is calculated conditioned on the last
reported periodic RI and the wideband first PMI.
0 The wideband CQI value is calculated conditioned on the selected
precoding matrix and the last reported periodic RI.
= In the subframe where wideband CQI/first PMI/second PMI is reported for transmission
modes 9 and 10 with 8 CSI-RS ports and submode 2 configured, and for transmission
modes 8, 9 and 10 with submode 2 and alternativeCodeBookEnabledFor4TX-
r12=TRUE configured:

e A single precoding matrix is selected from the codebook subset assuming
transmission on set S subbands.

e A UE shall report a type 2c report consisting of
0 A single wideband CQI value which is calculated assuming the use of

a single precoding matrix in all subbands and transmission on set S
subbands.

0 The wideband first PMI and the wideband second PMI corresponding
to the selected single precoding matrix as defined in subclause 7.2.4.

0 When RI>1, an additional 3-bit wideband spatial differential CQI,
which is shown in Table 7.2-2.

e Ifa UE is configured in transmission mode 10 with a 'RI-reference CSI
process' for a CSI process, and the most recent type 3 report for the CSI
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process is dropped, and a type 3 report for the 'RI-reference CSI process' is
reported in the most recent RI reporting instance for the CSI process, the
wideband first PMI, the wideband second PMI and the wideband CQI for the
CSI process are calculated conditioned on the reported periodic RI for the
configured 'Rl-reference CSI process' in the most recent RI reporting instance
for the CSI process; otherwise the wideband first PMI, the wideband second
PMI and the wideband CQI are calculated conditioned on the last reported
periodic RI.

e UE Selected subband feedback

0 Mode 2-0 description:

In the subframe where RI is reported (only for transmission mode 3):
e A UE shall determine a RI assuming transmission on set S subbands.
e  The UE shall report a type 3 report consisting of one RI.

In the subframe where wideband CQI is reported:

e The UE shall report a type 4 report on each respective successive reporting
opportunity consisting of one wideband CQI value which is calculated
assuming transmission on set S subbands. The wideband CQI represents
channel quality for the first codeword, even when RI>1.

e For transmission mode 3 the CQI is calculated conditioned on the last reported
periodic RI. For other transmission modes it is calculated conditioned on
transmission rank 1.

In the subframe where CQI for the selected subbands is reported:

e The UE shall select the preferred subband within the set of N j subbands in
each of the J bandwidth parts where J is given in Table 7.2.2-2.

e The UE shall report a type 1 report consisting of one CQI value reflecting
transmission only over the selected subband of a bandwidth part determined in
the previous step along with the corresponding preferred subband L-bit label.
A type 1 report for each bandwidth part will in turn be reported in respective
successive reporting opportunities. The CQI represents channel quality for the
first codeword, even when RI>1.

e  For transmission mode 3 the preferred subband selection and CQI values are
calculated conditioned on the last reported periodic RI. For other transmission
modes they are calculated conditioned on transmission rank 1.

0 Mode 2-1 description:

In the subframe where RI is reported for transmission mode 4, transmission mode 8
except with alternativeCodeBookEnabledFor4TX-r12=TRUE configured, transmission
modes 9 and 10 with 2 CSI-RS ports, and transmission modes 9 and 10 with 4 CSI-RS
ports except with alternativeCodeBookEnabledFor4TX-r12=TRUE configured:

e [fa UE is configured in transmission mode 10 with a RI-reference CSI process'
for a CSI process, the RI for the CSI process shall be the same as the RI in the
most recent CSI report comprising RI for the configured 'RI-reference CSI
process' irrespective of subframe sets if configured; otherwise, the UE shall
determine a RI assuming transmission on set S subbands.

e  The UE shall report a type 3 report consisting of one RI.

In the subframe where RI is reported for transmission modes 9 and 10 with 8 CSI-RS
ports configured and for transmission modes 8, 9 and 10 with
alternativeCodeBookEnabledFor4TX-r12=TRUE configured then:
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e Ifa UE is configured in transmission mode 10 with a 'RI-reference CSI
process' for a CSI process, the RI for the CSI process shall be the same as the
RI in the most recent CSI report comprising RI for the configured 'RI-reference
CSI process' irrespective of subframe sets if configured; otherwise, the UE
shall determine a RI assuming transmission on set S subbands.

e Ifa UE is configured in transmission mode 10 with a 'RI-reference CSI
process' for a CSI process, the PTI for the CSI process shall be the same as the
PTI in the most recent type 6 report for the configured 'RI-reference CSI
process'; otherwise, the UE shall determine a precoder type indication (PTI).

e The PTI for the CSI process shall be equal to 1 if the RI reported jointly with
the PTI is greater than 2 for transmission modes 8, 9, 10 with
alternativeCodeBookEnabledFor4TX-r12=TRUE configured.

e  The UE shall report a type 6 report consisting of one RI and the PTI.

= In the subframe where wideband CQI/PMI is reported for all transmission modes except
with 8 CSI-RS ports configured for transmission modes 9 and 10, or with
alternativeCodeBookEnabledFor4TX-r12=TRUE configured for transmission modes
8, 9 and 10:

e A single precoding matrix is selected from the codebook subset assuming
transmission on set S subbands.

e A UE shall report a type 2 report on each respective successive reporting
opportunity consisting of:

0 A wideband CQI value which is calculated assuming the use of a
single precoding matrix in all subbands and transmission on set S
subbands.

0 The selected single PMI (wideband PMI).

0 When RI>1, an additional 3-bit wideband spatial differential CQI,
which is shown in Table 7.2-2.

e  For transmission modes 4, 8, 9 and 10,

0 IfaUE is configured in transmission mode 10 with a "RI-reference
CSI process' for a CSI process, and the most recent type 3 report for
the CSI process is dropped, and a type 3 report for the 'RI-reference
CSI process' is reported in the most recent RI reporting instance for
the CSI process, the PMI and CQI values for the CSI process are
calculated conditioned on the reported periodic RI for the configured
'RI-reference CSI process' in the most recent RI reporting instance for
the CSI process; otherwise the PMI and CQI values are calculated
conditioned on the last reported periodic RI.

o  For other transmission modes the PMI and CQI values are calculated
conditioned on transmission rank 1.

= In the subframe where the wideband first PMI is reported for transmission modes 9 and
10 with 8 CSI-RS ports configured and for transmission modes 8, 9 and 10 with
alternativeCodeBookEnabledFor4TX-r12=TRUE configured:

e A set of precoding matrices corresponding to the wideband first PMI is
selected from the codebook subset assuming transmission on set S subbands.

e A UE shall report a type 2a report on each respective successive reporting
opportunity consisting of the wideband first PMI corresponding to the selected
set of precoding matrices.

e Ifa UE is configured in transmission mode 10 with a 'RI-reference CSI
process' for a CSI process, and the most recent type 6 report for the CSI
process is dropped, and a type 6 report for the 'RI-reference CSI process' with
PTI=0 is reported in the most recent RI reporting instance for the CSI process,
the wideband first PMI value for the CSI process is calculated conditioned on
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the reported periodic RI for the configured 'RI-reference CSI process' in the
most recent RI reporting instance for the CSI process; otherwise with the last
reported PTI=0, the wideband first PMI value is calculated conditioned on the
last reported periodic RI.

= In the subframe where wideband CQI/second PMI is reported for transmission modes 9
and 10 with 8 CSI-RS ports configured and for transmission modes 8,9, and 10 with
alternativeCodeBookEnabledFor4TX-r12=TRUE configured:

e A single precoding matrix is selected from the codebook subset assuming
transmission on set S subbands.

e A UE shall report a type 2b report on each respective successive reporting
opportunity consisting of:

0 A wideband CQI value which is calculated assuming the use of the
selected single precoding matrix in all subbands and transmission on
set S subbands.

0 The wideband second PMI corresponding to the selected single
precoding matrix.

0 When RI>1, an additional 3-bit wideband spatial differential CQI,
which is shown in Table 7.2-2.

e Ifa UE is configured in transmission mode 10 with a 'RI-reference CSI
process' for a CSI process, and the most recent type 6 report for the CSI
process is dropped, and a type 6 report for the 'RI-reference CSI process' with
PTI=1 is reported in the most recent RI reporting instance for the CSI process,

0 The wideband second PMI value for the CSI process is calculated
conditioned on the reported periodic RI for the configured 'RI-
reference CSI process' in the most recent RI reporting instance for the
CSI process and the last reported wideband first PMI for the CSI
process,

0 The wideband CQI value is calculated conditioned on the selected
precoding matrix for the CSI process and the reported periodic RI for
the configured 'RI-reference CSI process' in the most recent RI
reporting instance for the CSI process.

e Otherwise, with the last reported PTI=1,

0 The wideband second PMI value is calculated conditioned on the last
reported periodic RI and the wideband first PMI.

0 The wideband CQI value is calculated conditioned on the selected
precoding matrix and the last reported periodic RI.

o Ifthe last reported first PMI was computed under an RI assumption that differs
from the last reported periodic RI, or in the absence of a last reported first PMI,
the conditioning of the second PMI value is not specified.

= In the subframe where CQI for the selected subband is reported for all transmission
modes except with 8 CSI-RS ports configured for transmission modes 9 and 10, or with
alternativeCodeBookEnabledFor4TX-r12=TRUE configured for transmission modes 8,
9 and 10:
e The UE shall select the preferred subband within the set of Nj subbands in each
of the J bandwidth parts where J is given in Table 7.2.2-2.

e The UE shall report a type 1 report per bandwidth part on each respective
successive reporting opportunity consisting of:
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0 CQI value for codeword 0 reflecting transmission only over the
selected subband of a bandwidth part determined in the previous step
along with the corresponding preferred subband L-bit label.

0 When RI>1, an additional 3-bit subband spatial differential CQI value
for codeword 1 offset level

=  Codeword 1 offset level = subband CQI index for codeword 0
— subband CQI index for codeword 1.

=  Assuming the use of the most recently reported single
precoding matrix in all subbands and transmission on the
selected subband within the applicable bandwidth part.

0 The mapping from the 3-bit subband spatial differential CQI value to
the offset level is shown in Table 7.2-2.

e For transmission modes 4, 8, 9 and 10,

o0 IfaUE is configured in transmission mode 10 with a 'RI-reference
CSI process' for a CSI process, and the most recent type 3 report for
the CSI process is dropped, and a type 3 report for the 'RI-reference
CSI process' is reported in the most recent RI reporting instance for
the CSI process, the subband selection and CQI values for the CSI
process are calculated conditioned on the last reported periodic
wideband PMI for the CSI process and the reported periodic RI for
the configured RI-reference CSI process' in the most recent RI
reporting instance for the CSI process; otherwise the subband
selection and CQI values are calculated conditioned on the last
reported periodic wideband PMI and RI.

e For other transmission modes the subband selection and CQI values are
calculated conditioned on the last reported PMI and transmission rank 1.

= In the subframe where wideband CQI/second PMI is reported for transmission modes 9
and 10 with 8 CSI-RS ports configured and for transmission modes 8, 9 and 10 with
alternativeCodeBookEnabledFor4TX-r12=TRUE configured:

e A single precoding matrix is selected from the codebook subset assuming
transmission on set S subbands.

e The UE shall report a type 2b report on each respective successive reporting
opportunity consisting of:

0 A wideband CQI value which is calculated assuming the use of the
selected single precoding matrix in all subbands and transmission on
set S subbands.

0 The wideband second PMI corresponding to the selected single
precoding matrix.

0 When RI>1, an additional 3-bit wideband spatial differential CQI,
which is shown in Table 7.2-2.

e Ifa UE is configured in transmission mode 10 with a 'RI-reference CSI
process' for a CSI process, and the most recent type 6 report for the CSI
process is dropped, and a type 6 report for the 'RI-reference CSI process' with
PTI=0 is reported in the most recent RI reporting instance for the CSI process,

0 The wideband second PMI value for the CSI process is calculated
conditioned on the reported periodic RI for the configured 'RI-
reference CSI process' in the most recent RI reporting instance for the
CSI process and the last reported wideband first PMI for the CSI
process.
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0 The wideband CQI value is calculated conditioned on the selected
precoding matrix for the CSI process and the reported periodic RI for
the configured 'RI-reference CSI process' in the most recent RI
reporting instance for the CSI process.

e  Otherwise, with the last reported PTI=0,

0 The wideband second PMI value is calculated conditioned on the last
reported periodic RI and the wideband first PMI. The wideband CQI
value is calculated conditioned on the selected precoding matrix and
the last reported periodic RI.

o Ifthe last reported first PMI was computed under an RI assumption that differs
from the last reported periodic RI, or in the absence of a last reported first PMI,
the conditioning of the second PMI value is not specified.

= In the subframe where subband CQI/second PMI for the selected subband is reported
for transmission modes 9 and 10 with 8 CSI-RS ports configured and for transmission
modes 8, 9 and 10 with alternativeCodeBookEnabledFor4TX-r12=TRUE configured:

e The UE shall select the preferred subband within the set of N;j subbands in each
of the J bandwidth parts where J is given in Table 7.2.2-2.

e  The UE shall report a type 1a report per bandwidth part on each respective
successive reporting opportunity consisting of:

0 CQI value for codeword 0 reflecting transmission only over the
selected subband of a bandwidth part determined in the previous step
along with the corresponding preferred subband L-bit label.

0 When RI>1, an additional 3-bit subband spatial differential CQI value
for codeword 1 offset level

= Codeword 1 offset level = subband CQI index for codeword 0
— subband CQI index for codeword 1.

=  Assuming the use of the precoding matrix corresponding to the
selected second PMI and the most recently reported first PMI
and transmission on the selected subband within the applicable
bandwidth part.

0 The mapping from the 3-bit subband spatial differential CQI value to
the offset level is shown in Table 7.2-2.

0 A second PMI of the preferred precoding matrix selected from the
codebook subset assuming transmission only over the selected
subband within the applicable bandwidth part determined in the
previous step.

e Ifa UE is configured in transmission mode 10 with a 'RI-reference CSI
process' for a CSI process, and the most recent type 6 report for the CSI
process is dropped, and a type 6 report for the 'RI-reference CSI process' with
PTI=1 is reported in the most recent RI reporting instance for the CSI process,

0 The subband second PMI values for the CSI process are calculated
conditioned on the reported periodic RI for the configured 'RI-
reference CSI process' in the most recent RI reporting instance for the
CSI process and the last reported wideband first PMI for the CSI
process.

0 The subband selection and CQI values are calculated conditioned on
the selected precoding matrix for the CSI process and the reported
periodic RI for the configured 'RI-reference CSI process' in the most
recent RI reporting instance for the CSI process.
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e  Otherwise, with the last reported PTI=1

0 The subband second PMI values are calculated conditioned on the last
reported periodic RI and the wideband first PMI.

0 The subband selection and CQI values are calculated conditioned on
the selected precoding matrix and the last reported periodic RI.

e If'the last reported first PMI was computed under an RI assumption that differs
from the last reported periodic RI, or in the absence of a last reported first PMI,
the conditioning of the second PMI value is not specified.

Table 7.2.2-2: Subband Size (k) and Bandwidth Parts (J) vs. Downlink System Bandwidth

System Bandwidth N% Subband Size k (RBs) | Bandwidth Parts (J)
6-7 NA NA
8-10 4 1
11-26 4 2
27 - 63 6 3
64 — 110 8 4

If parameter ttiBundling provided by higher layers is set to TRUE and if an UL-SCH in subframe bundling operation
collides with a periodic CSI reporting instance, then the UE shall drop the periodic CSI report of a given PUCCH
reporting type in that subframe and shall not multiplex the periodic CSI report payload in the PUSCH transmission in
that subframe. A UE is not expected to be configured with simultaneous PUCCH and PUSCH transmission when UL-
SCH subframe bundling is configured.
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Table 7.2.2-3: PUCCH Reporting Type Payload size per PUCCH Reporting Mode and Mode State

Sy PUCCH Reporting Modes
Reporting Reported Mode State M?de 1'3 Mc.>de 2'3 M?de 1-? Mt?de 2-?
Type (blts)IBP (bltS)/BP (blts)IBP (bltS)/BP
1 Sub-band RI=1 NA 4+L NA 4+L
cal Rl > 1 NA 7+L NA 4+L
8 antenna ports RI = 1 NA 8+L NA NA
1a 8 antenna ports 1 <RI <5 NA 9+L NA NA
Sub-band CQl 8 antenna ports RI > 4 NA 7+L NA NA
/' second PMI 4 antenna ports RI=1 NA g+L NA NA
4 antenna ports 1<RI<4 NA 9+L NA NA
2 antenna ports RI = 1 6 6 NA NA
2 Wideband 4 antenna ports RI = 1 8 8 NA NA
cQli/Pmi 2 antenna ports RI > 1 8 8 NA NA
4 antenna ports RI > 1 11 11 NA NA
8 antenna ports RI < 3 NA 4 NA NA
2a . 8 antenna ports 2 <RI < 8 NA 2 NA NA
""f'_deba"d 8 antenna ports RI = 8 NA 0 NA NA
irst PMI 4 antenna ports 1<RI<2 NA 4 NA NA
4 antenna ports 2<RI<4 NA NA NA NA
8 antenna ports RI = 1 8 8 NA NA
2b 8 antenna ports 1 <RI <4 11 11 NA NA
Wideband CQl 8 antenna ports RI = 4 10 10 NA NA
| second PMI 8 antenna ports RI > 4 7 7 NA NA
4 antenna ports RI=1 8 8 NA NA
4 antenna port 1<RI<4 11 11 NA NA
8 antenna ports Rl = 1 8 NA NA NA
. 8 antenna ports 1 <RI <4 11 NA NA NA
Wideband CQI 8 antenna ports 4 <RI < 7 9 NA NA NA
2c | first PMI
/ second PMI 8 antenna ports RI = 8 7 NA NA NA
4 antenna ports RI=1 8 NA NA NA
4 antenna port 1<RI<4 11 NA NA NA
2/4 antenna ports, 2-layer spatial multiplexing 1 1 1 1
8 antenna ports, 2-layer spatial multiplexing 1 NA NA NA
3 RI 4 antenna ports, 4-layer spatial multiplexing 2 2 2 2
8 antenna ports, 4-layer spatial multiplexing 2 NA NA NA
8-layer spatial multiplexing 3 NA NA NA
4 Wideband CQl Rl =1 or RI>1 NA NA 4 4
8 antenna ports, 2-layer spatial multiplexing 4
8 antenna ports, 4 and 8-layer spatial 5
5 RI/ first PMI multiplexing NA NA NA
4 antenna ports, 2-layer spatial multiplexing 4
4 antenna ports, 4-layer spatial multiplexing 5
8 antenna ports, 2-layer spatial multiplexing NA 2 NA NA
6 RI/PTI 8 antenna ports, 4-layer spatial multiplexing NA 3 NA NA
8 antenna ports, 8-layer spatial multiplexing NA 4 NA NA
4 antenna ports, 2-layer spatial multiplexing NA 2 NA NA
4 antenna ports, 4-layer spatial multiplexing NA 3 NA NA
NOTE " For wideband CQI reporting types, the stated payload size applies to the full bandwidth.
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7.2.3 Channel Quality Indicator (CQI) definition

The CQI indices and their interpretations are given in Table 7.2.3-1 for reporting CQI based on QPSK, 16QAM and
64QAM. The CQI indices and their interpretations are given in Table 7.2.3-2 for reporting CQI based on QPSK,
16QAM, 64QAM and 256QAM.

Based on an unrestricted observation interval in time and frequency, the UE shall derive for each CQI value reported in
uplink subframe n the highest CQI index between 1 and 15 in Table 7.2.3-1 or Table 7.2.3-2 which satisfies the
following condition, or CQI index 0 if CQI index 1 does not satisfy the condition:

- A ssingle PDSCH transport block with a combination of modulation scheme and transport block size
corresponding to the CQI index, and occupying a group of downlink physical resource blocks termed the CSI
reference resource, could be received with a transport block error probability not exceeding 0.1.

If CSI subframe sets Ccgpp and Ccgp; are configured by higher layers, each CSI reference resource belongs to either
Cesro or Ccgry but not to both. When CSI subframe sets Ccgpo and Ccgp are configured by higher layers a UE

is not expected to receive a trigger for which the CSI reference resource is in subframe that does not belong to either
subframe set. For a UE in transmission mode 10 and periodic CSI reporting, the CSI subframe set for the CSI reference
resource is configured by higher layers for each CSI process.

For a UE in transmission mode 9 when parameter pmi-RI-Report is configured by higher layers, the UE shall derive the
channel measurements for computing the CQI value reported in uplink subframe n based on only the Channel-State
Information (CSI) reference signals (CSI-RS) defined in [3] for which the UE is configured to assume non-zero power
for the CSI-RS. For a UE in transmission mode 9 when the parameter pmi-RI-Report is not configured by higher layers
or in transmission modes 1-8 the UE shall derive the channel measurements for computing CQI based on CRS.

For a UE in transmission mode 10, the UE shall derive the channel measurements for computing the CQI value reported
in uplink subframe n and corresponding to a CSI process, based on only the non-zero power CSI-RS (defined in [3])
within a configured CSI-RS resource associated with the CSI process.

For a UE in transmission mode 10 , the UE shall derive the interference measurements for computing the CQI value
reported in uplink subframe n and corresponding to a CSI process, based on only the configured CSI-IM resource
associated with the CSI process. If the UE in transmission mode 10 is configured by higher layers for CSI subframe sets
Cesro and Cegp for the CSI process, the configured CSI-IM resource within the subframe subset belonging to the

CSI reference resource is used to derive the interference measurement. For a UE configured with the parameter EIMTA-
MainConfigServCell-r12 for a serving cell, configured CSI-IM resource(s) within only downlink subframe(s) of a radio
frame that are indicated by UL/DL configuration of the serving cell can be used to derive the interference measurement
for the serving cell.

A combination of modulation scheme and transport block size corresponds to a CQI index if:

- the combination could be signalled for transmission on the PDSCH in the CSI reference resource according to
the relevant Transport Block Size table, and

- the modulation scheme is indicated by the CQI index, and

- the combination of transport block size and modulation scheme when applied to the reference resource results in
the effective channel code rate which is the closest possible to the code rate indicated by the CQI index. If more
than one combination of transport block size and modulation scheme results in an effective channel code rate
equally close to the code rate indicated by the CQI index, only the combination with the smallest of such
transport block sizes is relevant.

The CSI reference resource for a serving cell is defined as follows:

- In the frequency domain, the CSI reference resource is defined by the group of downlink physical resource
blocks corresponding to the band to which the derived CQI value relates.

- In the time domain,

- for a UE configured in transmission mode 1-9 or transmission mode 10 with a single configured CSI process
for the serving cell, the CSI reference resource is defined by a single downlink or special subframe N-Ncq_ref,
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where for periodic CSI reporting Ncoi_rer 1S the smallest value greater than or equal to 4, such that it
corresponds to a valid downlink or valid special subframe,

where for aperiodic CSI reporting, if the UE is not configured with the higher layer parameter csi-
SubframePatternConfig-r12,.

- Ncairet is such that the reference resource is in the same valid downlink or valid special subframe as
the corresponding CSI request in an uplink DCI format.

- Ncqiret 18 equal to 4 and subframe N-Ncqi_rer corresponds to a valid downlink or valid special
subframe, where subframe N-ncqi_ref is received after the subframe with the corresponding CSI request
in a Random Access Response Grant.

where for aperiodic CSI reporting, and the UE configured with the higher layer parameter csi-
SubframePatternConfig-r12,

- for the UE configured in transmission mode 1-9,

- Ncolret is the smallest value greater than or equal to 4 and subframe N-Ncq| re¢  corresponds to a
valid downlink or valid special subframe, where subframe N-ncqi_ret is received on or after the
subframe with the corresponding CSI request in an uplink DCI format;

- Ncolret is the smallest value greater than or equal to 4, and subframe N-Ncgi_ref  corresponds to a
valid downlink or valid special subframe, where subframe N-ncqi_ret is received after the subframe
with the corresponding CSI request in an Random Access Response Grant;

- if there is no valid value for Nncoi_ret  based on the above conditions, then Ncoi rer is the smallest
value such that the reference resource is in a valid downlink or valid special subframe N-Ncqi_ref
prior to the subframe with the corresponding CSI request, where subframe N-Ncqi_rer  is the lowest
indexed valid downlink or valid special subframe within a radio frame;

- for the UE configured in transmission mode 10,

- Ncolret is the smallest value greater than or equal to 4, such that it corresponds to a valid
downlink or valid special subframe, and the corresponding CSI request is in an uplink DCI format;

- Ncolret is the smallest value greater than or equal to 4, and subframe N-Ncgi_ref  corresponds to a
valid downlink or valid special subframe, where subframe n-ncqi_ret is received after the subframe
with the corresponding CSI request in a Random Access Response Grant;

- for a UE configured in transmission mode 10 with multiple configured CSI processes for the serving cell, the
CSI reference resource for a given CSI process is defined by a single downlink or special subframe Nn-ncq_ref,

where for FDD serving cell and periodic or aperiodic CSI reporting Ncqi ret  is the smallest value greater
than or equal to 5, such that it corresponds to a valid downlink or valid special subframe, and for
aperiodic CSI reporting the corresponding CSI request is in an uplink DCI format;

where for FDD serving cell and aperiodic CSI reporting Ncqi_ref 1S equal to 5 and subframe N-Ncqi_ref
corresponds to a valid downlink or valid special subframe, where subframe n-ncq _ref is received after the
subframe with the corresponding CSI request in a Random Access Response Grant.

where for TDD serving cell, and 2 or 3 configured CSI processes, and periodic or aperiodic CSI
reporting, Ncoi_ret 1S the smallest value greater than or equal to 4, such that it corresponds to a valid
downlink or valid special subframe, and for aperiodic CSI reporting the corresponding CSI request is in
an uplink DCI format;

where for TDD serving cell, and 2 or 3 configured CSI processes, and aperiodic CSI reporting, Ncoi_ret s
equal to 4 and subframe N-ncqi_rer  corresponds to a valid downlink or valid special subframe, where
subframe N-Ncqi_rer 1S received after the subframe with the corresponding CSI request in a Random
Access Response Grant;

where for TDD serving cell, and 4 configured CSI processes, and periodic or aperiodic CSI reporting,
Ncol_ref 1S the smallest value greater than or equal to 5, such that it corresponds to a valid downlink or
valid special subframe, and for aperiodic CSI reporting the corresponding CSI request is in an uplink DCI
format;
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- where for TDD serving cell, and 4 configured CSI processes, and aperiodic CSI reporting, Ncqr_ref 1S
equal to 5 and subframe N-Ncqi_ref  corresponds to a valid downlink or valid special subframe, where
subframe N-Ncqi_ref is received after the subframe with the corresponding CSI request in a Random
Access Response Grant.

A subframe in a serving cell shall be considered to be a valid downlink or a valid special subframe if:
- itis configured as a downlink subframe or a special subframe for that UE, and

- in case multiple cells with different uplink-downlink configurations are aggregated and the UE is not
capable of simultaneous reception and transmission in the aggregated cells, the subframe in the primary
cell is a downlink subframe or a special subframe with the length of DWPTS more than 7680 -T,, and

- except for transmission mode 9 or 10, it is not an MBSFN subframe, and

- it does not contain a DwPTS field in case the length of DWPTS is 7680 -T, and less, and

- it does not fall within a configured measurement gap for that UE, and

- for periodic CSI reporting, it is an element of the CSI subframe set linked to the periodic CSI report when
that UE is configured with CSI subframe sets, and

- for a UE configured in transmission mode 10 with multiple configured CSI processes, and aperiodic CSI
reporting for a CSI process, it is an element of the CSI subframe set linked to the downlink or special
subframe with the corresponding CSI request in an uplink DCI format, when that UE is configured with
CSI subframe sets for the CSI process and UE is not configured with the higher layer parameter csi-
SubframePatternConfig-r12, and

- for a UE configured in transmission mode 1-9, and aperiodic CSI reporting, it is an element of the CSI
subframe set associated with the corresponding CSI request in an uplink DCI format, when that UE is
configured with CSI subframe sets by the higher layer parameter csi-SubframePatternConfig-r12, and

- for a UE configured in transmission mode 10, and aperiodic CSI reporting for a CSI process, it is an
element of the CSI subframe set associated with the corresponding CSI request in an uplink DCI format,
when that UE is configured with CSI subframe sets by the higher layer parameter cSi-
SubframePatternConfig-r12 for the CSI process.

If there is no valid downlink or no valid special subframe for the CSI reference resource in a serving cell, CSI
reporting is omitted for the serving cell in uplink subframe n.

In the layer domain, the CSI reference resource is defined by any RI and PMI on which the CQI is conditioned.

In the CSI reference resource, the UE shall assume the following for the purpose of deriving the CQI index, and if also
configured, PMI and RI:
- The first 3 OFDM symbols are occupied by control signalling

- No resource elements used by primary or secondary synchronization signals or PBCH or EPDCCH
- CP length of the non-MBSFN subframes
- Redundancy Version 0

- If CSI-RS is used for channel measurements, the ratio of PDSCH EPRE to CSI-RS EPRE is as given in
subclause 7.2.5

- For transmission mode 9 CSI reporting:
- CRS REs are as in non-MBSFN subframes;

- If'the UE is configured for PMI/RI reporting, the UE-specific reference signal overhead is consistent with the
most recent reported rank if more than one CSI-RS port is configured, and is consistent with rank 1

transmission if only one CSI-RS port is configured; and PDSCH signals on antenna ports {7...6 + v} for
L layers would result in signals equivalent to corresponding symbols transmitted on antenna ports
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y" (i) X (i)
{15...14+ P}, as given by =W (i) , where x(i):[x(o)(i) X(’)_l)(i)]r isa

y(14+P)(i) X(u—l) (l)
vector of symbols from the layer mapping in subclause 6.3.3.2 of [3], P € {1,2,4,8} is the number of CSI-
RS ports configured, and if only one CSI-RS port is configured, W (i) is 1, otherwise W (i) is the precoding
matrix corresponding to the reported PMI applicable to X(i) . The corresponding PDSCH signals transmitted

on antenna ports {15...14+ P} would have a ratio of EPRE to CSI-RS EPRE equal to the ratio given in
subclause 7.2.5.

- For transmission mode 10 CSI reporting, if a CSI process is configured without PMI/RI reporting:

If the number of antenna ports of the associated CSI-RS resource is one, a PDSCH transmission is on single-
antenna port, port 7. The channel on antenna port {7} is inferred from the channel on antenna port {15} of
the associated CSI-RS resource.

- CRS REs are as in non-MBSFN subframes. The CRS overhead is assumed to be the same as the CRS
overhead corresponding to the number of CRS antenna ports of the serving cell;

- The UE-specific reference signal overhead is 12 REs per PRB pair.
Otherwise,

- If the number of antenna ports of the associated CSI-RS resource is 2, the PDSCH transmission scheme
assumes the transmit diversity scheme defined in subclause 7.1.2 on antenna ports {0,1} except that the
channels on antenna ports {0,1} are inferred from the channels on antenna port {15, 16} of the associated
CSI resource respectively.

- If the number of antenna ports of the associated CSI-RS resource is 4, the PDSCH transmission scheme
assumes the transmit diversity scheme defined in subclause 7.1.2 on antenna ports {0,1,2,3} except that
the channels on antenna ports {0,1,2,3} are inferred from the channels on antenna ports {15, 16, 17, 18}
of the associated CSI-RS resource respectively.

- The UE is not expected to be configured with more than 4 antenna ports for the CSI-RS resource
associated with the CSI process configured without PMI/RI reporting.

- The overhead of CRS REs is assuming the same number of antenna ports as that of the associated CSI-RS
resource.

- UE-specific reference signal overhead is zero.

- For transmission mode 10 CSI reporting, if a CSI process is configured with PMI/RI reporting:

CRS REs are as in non-MBSFN subframes. The CRS overhead is assumed to be the same as the CRS
overhead corresponding to the number of CRS antenna ports of the serving cell;

The UE-specific reference signal overhead is consistent with the most recent reported rank for the CSI
process if more than one CSI-RS port is configured, and is consistent with rank 1 transmission if only one

CSI-RS port is configured; and PDSCH signals on antenna ports {7...6+ 0} for v layers would result in
signals equivalent to corresponding symbols transmitted on antenna ports {15...14+ P}, as given by
15) 0) /i
y" () X (i)
: =W (i) : , where x(i) = [x(o)(i) x(‘"”(i)]T is a vector of symbols from the
y(l4+P) (i) X(U*l) (l)

layer mapping in subclause 6.3.3.2 of [3], P € {1,2,4,8} is the number of antenna ports of the associated
CSI-RS resource, and if P=1,W (i) is 1, otherwise W (i) is the precoding matrix corresponding to the
reported PMI applicable to X(i) . The corresponding PDSCH signals transmitted on antenna ports
{15...14+ P} would have a ratio of EPRE to CSI-RS EPRE equal to the ratio given in subclause 7.2.5
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- Assume no REs allocated for CSI-RS and zero-power CSI-RS
- Assume no REs allocated for PRS

- The PDSCH transmission scheme given by Table 7.2.3-0 depending on the transmission mode currently
configured for the UE (which may be the default mode).

- If CRS is used for channel measurements, the ratio of PDSCH EPRE to cell-specific RS EPRE is as given in
subclause 5.2 with the exception of p o which shall be assumed to be

- pp =Py +A 4 +10l0g,,(2) [dB] for any modulation scheme, if the UE is configured with

offset

transmission mode 2 with 4 cell-specific antenna ports, or transmission mode 3 with 4 cell-specific
antenna ports and the associated RI is equal to one;

- Pa = Pa + Aggtset [dB] for any modulation scheme and any number of layers, otherwise.

The shift A yfeet is given by the parameter nomPDSCH-RS-EPRE-Offset which is configured by higher-layer

signalling.

Table 7.2.3-0: PDSCH transmission scheme assumed for CSI reference resource

Vil Transmission scheme of PDSCH
mode

1 Single-antenna port, port 0

2 Transmit diversity

3 Transmit diversity if the associated rank indicator is 1, otherwise large delay CDD

4 Closed-loop spatial multiplexing

5 Multi-user MIMO

6 Closed-loop spatial multiplexing with a single transmission layer

7 If the number of PBCH antenna ports is one, Single-antenna port, port 0; otherwise Transmit diversity
If the UE is configured without PMI/RI reporting: if the number of PBCH antenna ports is one, single-

8 antenna port, port 0; otherwise transmit diversity
If the UE is configured with PMI/RI reporting: closed-loop spatial multiplexing
If the UE is configured without PMI/RI reporting: if the number of PBCH antenna ports is one, single-
antenna port, port 0; otherwise transmit diversity

9
If the UE is configured with PMI/RI reporting: if the number of CSI-RS ports is one, single-antenna port,
port 7; otherwise up to 8 layer transmission, ports 7-14 (see subclause 7.1.5B)
If a CSI process of the UE is configured without PMI/RI reporting: if the number of CSI-RS ports is one,
single-antenna port, port7; otherwise transmit diversity

10
If a CSI process of the UE is configured with PMI/RI reporting: if the number of CSI-RS ports is one,
single-antenna port, port 7; otherwise up to 8 layer transmission, ports 7-14 (see subclause 7.1.5B)
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Table 7.2.3-1: 4-bit CQl Table

CQl index | modulation | code rate x 1024 | efficiency

0 out of range

1 QPSK 78 0.1523
2 QPSK 120 0.2344
3 QPSK 193 0.3770
4 QPSK 308 0.6016
5 QPSK 449 0.8770
6 QPSK 602 1.1758
7 16QAM 378 1.4766
8 16QAM 490 1.9141
9 16QAM 616 2.4063
10 64QAM 466 2.7305
11 64QAM 567 3.3223
12 64QAM 666 3.9023
13 64QAM 772 4.5234
14 64QAM 873 5.1152
15 64QAM 948 5.5547

Table 7.2.3-2: 4-bit CQI Table 2
CQlindex | modulation | code rate x 1024 | efficiency

0 out of range

1 QPSK 78 0.1523
2 QPSK 193 0.3770
3 QPSK 449 0.8770
4 16QAM 378 1.4766
5 16QAM 490 1.9141
6 16QAM 616 2.4063
7 64QAM 466 2.7305
8 64QAM 567 3.3223
9 64QAM 666 3.9023
10 64QAM 772 4.5234
11 64QAM 873 5.1152
12 256QAM 711 5.5547
13 256QAM 797 6.2266
14 256QAM 885 6.9141
15 256QAM 948 7.4063
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7.2.4 Precoding Matrix Indicator (PMI) definition

For transmission modes 4, 5 and 6, precoding feedback is used for channel dependent codebook based precoding and
relies on UEs reporting precoding matrix indicator (PMI). For transmission mode 8, the UE shall report PMI if
configured with PMI/RI reporting. For transmission modes 9 and 10, the UE shall report PMI if configured with
PMI/RI reporting and the number of CSI-RS ports is larger than 1. A UE shall report PMI based on the feedback modes
described in 7.2.1 and 7.2.2. For other transmission modes, PMI reporting is not supported.

For 2 antenna ports, each PMI value corresponds to a codebook index given in Table 6.3.4.2.3-1 of [3] as follows:
=  For 2 antenna ports {0,1} or {15,16} and an associated RI value of 1, a PMI value of ne {0,1,2,3}

corresponds to the codebook index N given in Table 6.3.4.2.3-1 of [3] with v =1.
=  For 2 antenna ports {0,1} or {15,16} and an associated RI value of 2, a PMI value of ne {0,1} corresponds to

the codebook index N+ 1given in Table 6.3.4.2.3-1 of [3] with v =2.

For 4 antenna ports {0,1,2,3} or {15,16,17,18}, each PMI value corresponds to a codebook index given in Table

6.3.4.2.3-2 of [3] or a pair of codebook indices given in Table 7.2.4-0A, 7.2.4-0B, 7.2.4-0C, or 7.2.4-0D as follows:
e A PMI value of ne {O,I,o ~,15} corresponds to the codebook index N given in Table 6.3.4.2.3-2 of [3] with U

equal to the associated RI value except with alternativeCodeBookEnabledFordTX-r12=TRUE configured.
o If alternativeCodeBookEnabledFor4TX-r12=TRUE is configured, each PMI value corresponds to a pair of
codebook indices given in Table 7.2.4-0A, 7.2.4-0B, 7.2.4-0C, or 7.2.4-0D, where the quantities ¢,, @',

and v' ~in Table 7.2.4-0A and Table 7.2.4-0B are given by
Py ="
¢, =e
V= [1 ejZﬂm/32]T
m
0 A first PMI value of I, € {0,1,- -, f(v)— l} and a second PMI value of 1, € {O,l, -, g(v)— l}
correspond to the codebook indices I, and 1, respectively given in Table 7.2.4-0j with v equal to
the associated RI value and where j ={A,B,C,D} respectively when p = {1,2,3,4 },
f(v)={16,16,1,1} andg(v) ={16,16,16,16 }.
0 The quantity Wn{s} in Table 7.2.4-0C and Table 7.2.4-0D denotes the matrix defined by the columns

j2m/32

given by the set {s} from the expression W, =1 —2unu,'f /ur'fun where | isthe 4x4 identity
matrix and the vector U, is given by Table 6.3.4.2.3-2in [3]and n=i,.

0 In some cases codebook subsampling is supported. The sub-sampled codebook for PUCCH mode 1-
1 submode 2 is defined in Table 7.2.2-1G for first and second precoding matrix indicators i, and i,.

Joint encoding of rank and first precoding matrix indicator i; for PUCCH mode 1-1 submode 1 is

defined in Table 7.2.2-1H. The sub-sampled codebook for PUCCH mode 2-1 is defined in Table
7.2.2-11 for PUCCH Reporting Type 1a.

Table 7.2.4-0A: Codebook for 1-layer CSI reporting using antenna ports 0 to 3 or 15 to 18

Iy Iy
0 1 2 3 4 5 6 7

M M (O] © M ©) M M
0-15 Wil,o Wi,,8 Wi,,l6 Wi,,z4 Wi,+8,2 Wi,+8,10 Wi,+8,1s Wi1+8,26

8 9 10 11 12 13 14 15
1) 1) 1) (6] ©) (O] (O] @
0-15 Wi,+16,4 Wi1+16,12 Wi1+16,20 Wil+16,28 Wi,+24,6 Wi1+24,14 Wi1+24,22 Wi,+24,30
1 v
where anlr)] ==l m'
29"V,
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Table 7.2.4-0B: Codebook for 2-layer CSI reporting using antenna ports 0 to 3 or 15 to 18

Iy Iy
0 1 2 3
(2) (2) (2) (2)
0-15 i 0 il i\ 8,0, 48,0 i, 8, 48,1
Iy Iy
4 5 6 7
0-15 (2) (2) (2) (2)
- ij+16,i;+16,0 i|+16,i,+16,1 i;+24,i,+24,0 ij+24,i,+24,1
Iy Iy
8 9 10 11
(2) (2) (2) )
0-15 iip 8,0 i i 48,1 i\ +8,i,+16,0 i\ 8,0, +16,1
Iy Iy
12 13 14 15
(2) (2) (2) (2)
0-15 | Wii'o Wit oar | Wiksiazao i, 48, +24,1
1| Vv V'
where W = —— " "
\/g ONVNm OV

Table 7.2.4-0C: Codebook for 3-layer CSI reporting using antenna ports 15 to 18

il i2
0 1 2 3 4 5 6 7
0 W0{124}/\/§ Wl{m}/\/g W2{123}/\/§ W3{123}/\/§ W4{124}/\/§ W5{124}/\/§ W6{134}/‘/§ W7{134}/\/§
i1 i2
8 9 10 11 12 13 14 15
0 | W /Y3 | W3 WV | W3 Wi VS | R/ Wi WS
Table 7.2.4-0D: Codebook for 4-layer CSI reporting using antenna ports 15 to 18
i1 i2
0 1 2 3 4 5 6 7
0 W0{1234} /2 W1{1234} /2 W 2{3214} /2 W3{3214} /2 W 4{1234} /2 W5{1234} /2 W6{1324} /2 W7{1324} /2
i1 i2
8 9 10 11 12 13 14 15
0 W8{1234} /2 W 9{1234} /2 WI{O1324} /2 W1{11324} /2 W1{21234} /2 Wl{31324} /2 leszm} /2 W1{51234} /2

The UE is not expected to receive the configuration of alternativeCodeBookEnabledFor4TX-r12 except for
transmission mode 8 configured with 4 CRS ports, and transmission modes 9 and 10 configured with 4 CSI-RS ports.
For a UE configured in transmission mode 10, the parameter alternativeCodeBookEnabledFor4TX-r12 may be
configured for each CSI process.

For § antenna ports, each PMI value corresponds to a pair of codebook indices given in Table 7.2.4-1, 7.2.4-2, 7.2.4-3,
7.2.4-4,7.2.4-5,7.2.4-6,7.2.4-7, or 7.2.4-8, where the quantities ¢, and v, are given by

@n =elm?

sz[l pizm32 g j4m/3 ej67zm/32]T

»  as follows:For 8 antenna ports { 15,16,17,18,19,20,21,22 }, a first PMI value of I, € {0,1,- -, f(v)- 1} and a

second PMI value of 1, € {O,I, -, g(v)— l} corresponds to the codebook indices I, and 1, given in Table
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7.2.4-] with v equal to the associated RI value and where j= v, f(v)= {16,16,4,4,4,4,4,1 } and
9(v) ={16,16,16,8,1,1,1,1 }.

= In some cases codebook subsampling is supported. The sub-sampled codebook for PUCCH mode 1-1
submode 2 is defined in Table 7.2.2-1D for first and second precoding matrix indicator i, and i,. Joint
encoding of rank and first precoding matrix indicator i, for PUCCH mode 1-1 submode 1 is defined in Table

7.2.2-1E. The sub-sampled codebook for PUCCH mode 2-1 is defined in Table 7.2.2-1F for PUCCH
Reporting Type 1a.

Table 7.2.4-1: Codebook for 1-layer CSl reporting using antenna ports 15 to 22

. i
I 2
1 0 1 2 3 4 5 6 7
1) (0] (0] (0] D (@) (©] 1)
0-15 Wio Wais Waia Wyi3 Wyih10 Wit Wi Woi'i1s
i L
! 8 9 10 11 12 13 14 15
() O () () () © () 1)
0-15 Waih20 Wy a1 W20 Wi has Wi 30 Woi s Wi 30 Wyiss
1 V
where W) :—{ " }
’ \/g PnVm

Table 7.2.4-2: Codebook for 2-layer CSI reporting using antenna ports 15 to 22

il
0 1 2 3
(2) (2) (2) (2)
0-15 | Wy o Wi i1 Woitizisno | Waiioi i
_ i
I
4 5 6 7

(2) (2) (2) 2)
0-15 | Wyisoisa0 | Waitaoisar | Waiisoieso | Wait32i431

I

i
' 8 9 10 11
(2) (2) (2) (2)
0-15| Wy %0 Woibis | Waitioisoo | Wailioi 2
i i2
I
12 13 14 15

(2) (2) (2) (2)
0-15 W2i1,2i1+3,0 W2i1,2i1+3,1 Wai 41,21, +3.0 W2i1+1,2i1+3,1

where W) =l{ Vm Vm }

m,m',n
4PV — PV
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Table 7.2.4-3: Codebook for 3-layer CSI reporting using antenna ports 15 to 22

_ i
I
0 1 2 3
(3) (3) N (3) A (3)
0-3 8i,.8,, 8, +8 8i, +8,8i,,8i, +8 Wi, 8i,+8.8i,+8 Wi 5,81, 8i,
_ i
I
4 5 6 7
0-3 (3) (3) Vi) N (3
- 8i,+2,8i;+2,8i;+10 8i,+10,8i;+2,8i;+10 8i,+2,8i,+10,8i;+10 8i+10,8i;+2,8i;+2
. i,
I
8 9 10 11
0-3 (3) (3) N3 N3
- 8i, 44,8, +4,8i, +12 8i, +12,8i, +4,8i, +12 8i, +4,8i, +12,8i, +12 8i, +12,8i, +4,8, +4
1 1 1 1 1 1 1 1 1 1 1 1
i i2
I
12 13 14 15
(3) (3) N ) N (3
0-3 | Wi i65i+6.8i,+14 Si+14,81 46,81 +14 | Wai, 16,81, +14,8i, +14 8i, +14.8i, +6,8i, +6
1 [V, Vg o Ve - 1 [vy v V.
where W, =——| " "W = —| " "
V24 [V =V =V V24 [V Vi =V

Table 7.2.4-4: Codebook for 4-layer CSl reporting using antenna ports 15 to 22

. i2
I
0 1 2 3
4) 4) (4) (4)
0-3| Wgisiiso Weisiss1 | Wisasiti00 | Wai2si+10,
) i2
Iy
4 5 6 7
0-3 (4) (4) (4) (4)
- 8i, +4,8i,+12,0 8i, +4,8i, +12,1 8i, +6,8i,+14,0 8i, +6,8i, +14,1
1 [ v v, v V.,
where WY :—[ m m m m }
T V32 [ @PVm PV — PV PV

Table 7.2.4-5: Codebook for 5-layer CSI reporting using antenna ports 15 to 22.

B

0

w.®

i
1

1 |V

Vai,

J40 Vai,

—Vai,

Vai e Vaij+s

Vai 48 T V2ij48

Vai, +16
Vai, +16

Table 7.2.4-6: Codebook for 6-layer CSl reporting using antenna ports 15 to 22.

_ i
i :
0.3 | w® - 1| Vo, Vaii  Vai+s Vaiss Voi+ie Vai+le
I
! VA8 | Vo, —Vai, Vaivs  TVaiss Vai+16 T Vai+ie
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Table 7.2.4-7: Codebook for 7-layer CSIl reporting using antenna ports 15 to 22.

- i
i 2
0
W _ I V2, Vaip Vaies Vaiss Vo Vaite Voie24
AQE .
' V56 [ Vaii —Vaii Vaies ~Vaiss Vai+ie TVai+ie Vai+24

Table 7.2.4-8: Codebook for 8-layer CSl reporting using antenna ports 15 to 22.

I

@ _ 1| Vaip  Vaip o Vaies Vaiss Vaie Vairte Vaie24 Vo4

I
! 8| Vai, —Vai, Vaies —Vairs Vairte —Vaip+ie Vai+24 TV2i424
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7.2.5 Channel-State Information — Reference Signal (CSI-RS) definition

For a serving cell and UE configured in transmission mode 9, the UE can be configured with one CSI-RS resource
configuration. For a serving cell and UE configured in transmission mode 10, the UE can be configured with one or
more CSI-RS resource configuration(s). The following parameters for which the UE shall assume non-zero transmission
power for CSI-RS are configured via higher layer signaling for each CSI-RS resource configuration:

- CSI-RS resource configuration identity, if the UE is configured in transmission mode 10,

- Number of CSI-RS ports. The allowable values and port mapping are given in subclause 6.10.5 of [3].

- CSI RS Configuration (see Table 6.10.5.2-1 and Table 6.10.5.2-2 in [3])

- CSI RS subframe configuration |.g;_gs. The allowable values are given in subclause 6.10.5.3 of [3].

- UE assumption on reference PDSCH transmitted power for CSI feedback P, , if the UE is configured in

transmission mode 9.

- UE assumption on reference PDSCH transmitted power for CSI feedback P, for each CSI process, if the UE is
configured in transmission mode 10. If CSI subframe sets Ccgpo and Ccgp are configured by higher layers

for a CSI process, P, is configured for each CSI subframe set of the CSI process.
- Pseudo-random sequence generator parameter, N. The allowable values are given in [11].

- Higher layer parameter qcl-CRS-Info-r11 for Quasi co-location type B UE assumption of CRS antenna ports and
CSI-RS antenna ports with the following parameters, if the UE is configured in transmission mode 10:

- gcl-Scramblingldentity-ri1.
- crs-PortsCount-ril.
- mbsfn-SubframeConfigList-ri11.

P. is the assumed ratio of PDSCH EPRE to CSI-RS EPRE when UE derives CSI feedback and takes values in the
range of [-8, 15] dB with 1 dB step size, where the PDSCH EPRE corresponds to the symbols for which the ratio of the
PDSCH EPRE to the cell-specific RS EPRE is denoted by p,, as specified in Table 5.2-2 and Table 5.2-3.

A UE should not expect the configuration of CSI-RS and PMCH in the same subframe of a serving cell.

For frame structure type 2 serving cell and 4 CRS ports, the UE is not expected to receive a CSI RS Configuration index
(see Table 6.10.5.2-1 and Table 6.10.5.2-2 in [3]) belonging to the set [20-31] for the normal CP case or the set [16-27]
for the extended CP case.

A UE may assume the CSI-RS antenna ports of a CSI-RS resource configuration are quasi co-located (as defined in [3])
with respect to delay spread, Doppler spread, Doppler shift, average gain, and average delay.

A UE configured in transmission mode 10 and with quasi co-location type B, may assume the antenna ports 0 — 3
associated with gcl-CRS-Info-r11 corresponding to a CSI-RS resource configuration and antenna ports 15 — 22
corresponding to the CSI-RS resource configuration are quasi co-located (as defined in [3]) with respect to Doppler
shift, and Doppler spread.
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7.2.6  Channel-State Information — Interference Measurement (CSI-IM)
Resource definition
For a serving cell and UE configured in transmission mode 10, the UE can be configured with one or more CSI-IM

resource configuration(s). The following parameters are configured via higher layer signaling for each CSI-IM resource
configuration:

- Zero-power CSI RS Configuration (see Table 6.10.5.2-1 and Table 6.10.5.2-2 in [3])

- Zero-power CSI RS subframe configuration |.g;_gg. The allowable values are given in subclause 6.10.5.3 of
[3].

For a serving cell, if a UE is not configured with the higher layer parameter csi-SubframePatternConfig-r12, the UE is
not expected to receive CSI-IM resource configuration(s) that are not all completely overlapping with one zero-power
CSI-RS resource configuration which can be configured for the UE.

A UE is not expected to receive a CSI-IM resource configuration that is not completely overlapping with one of the
zero-power CSI-RS resource configurations defined in subclause 7.2.7.

For a serving cell, if a UE is not configured with CSI subframe sets Ccgrg and CCSLl for any CSI process, and the

UE is configured with four CSI-IM resources, then the UE is not expected to be configured with CSI processes that are
associated with all of the four CSI-IM resources.

A UE should not expect the configuration of CSI-IM resource and PMCH in the same subframe of a serving cell.

7.2.7 Zero Power CSI-RS Resource definition

For a serving cell and UE configured in transmission mode 1-9 and UE not configured with csi-
SubframePatternConfig-r12 for the serving cell, the UE can be configured with one zero-power CSI-RS resource
configuration. For a serving cell and UE configured in transmission mode 1-9 and UE configured with csi-
SubframePatternConfig-r12 for the serving cell, the UE can be configured with up to two zero-power CSI-RS resource
configurations. For a serving cell and UE configured in transmission mode 10, the UE can be configured with one or
more zero-power CSI-RS resource configuration(s).

For a serving cell, the UE can be configured with up to 5 additional zero-power CSI-RS resource configurations
according to the higher layer parameter ds-ZeroTxPowerCSI-RS-r12.

The following parameters are configured via higher layer signaling for each zero-power CSI-RS resource configuration:
- Zero-power CSI RS Configuration list (16-bit bitmap ZeroPowerCSI-RS in [3])

- Zero-power CSI RS subframe configuration |~q;_grg. The allowable values are given in subclause 6.10.5.3 of
[3].
A UE should not expect the configuration of zero-power CSI-RS and PMCH in the same subframe of a serving cell.

For frame structure type 1 serving cell, the UE is not expected to receive the 16-bit bitmap ZeroPowerCSI-RS with any
one of the 6 LSB bits set to 1 for the normal CP case, or with any one of the 8 LSB bits set to 1 for the extended CP
case.

For frame structure type 2 serving cell and 4 CRS ports, the UE is not expected to receive the 16-bit bitmap
ZeroPowerCSI-RS with any one of the 6 LSB bits set to 1 for the normal CP case, or with any one of the 8 LSB bits set
to 1 for the extended CP case.

7.3 UE procedure for reporting HARQ-ACK

If each of the serving cell(s) configured for the UE has frame structure type 1, the UE procedure for HARQ-ACK
reporting for frame structure type 1 is given in subclause 7.3.1.

If each of the serving cell(s) configured for the UE has frame structure type 2, the UE procedure for HARQ-ACK
reporting for frame structure type 2 is given in subclause 7.3.2.
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If the UE is configured with more than one serving cell, and if the frame structure type of any two configured serving
cells is different, and if the primary cell is frame structure type 1, UE procedure for HARQ-ACK reporting is given in
subclause 7.3.3.

If the UE is configured for more than one serving cell, and if the frame structure type of any two configured serving
cells is different, and if the primary cell is frame structure type 2, UE procedure for HARQ-ACK reporting is given in
subclause 7.3.4.

7.3.1 FDD HARQ-ACK reporting procedure

For FDD with PUCCH format 1a/1b transmission, when both HARQ-ACK and SR are transmitted in the same sub-
frame, a UE shall transmit the HARQ-ACK on its assigned HARQ-ACK PUCCH format 1a/1b resource for a negative
SR transmission and transmit the HARQ-ACK on its assigned SR PUCCH resource for a positive SR transmission.

For FDD with PUCCH format 1b with channel selection, when both HARQ-ACK and SR are transmitted in the same
sub-frame a UE shall transmit the HARQ-ACK on its assigned HARQ-ACK PUCCH resource with channel selection as
defined in subclause 10.1.2.2.1 for a negative SR transmission and transmit one HARQ-ACK bit per serving cell on its
assigned SR PUCCH resource for a positive SR transmission according to the following:

— if only one transport block or a PDCCH/EPDCCH indicating downlink SPS release is detected on a serving
cell, the HARQ-ACK bit for the serving cell is the HARQ-ACK bit corresponding to the transport block or the
PDCCH/EPDCCH indicating downlink SPS release;

— if'two transport blocks are received on a serving cell, the HARQ-ACK bit for the serving cell is generated by
spatially bundling the HARQ-ACK bits corresponding to the transport blocks;

— if neither PDSCH transmission for which HARQ-ACK response shall be provided nor PDCCH/EPDCCH
indicating downlink SPS release is detected for a serving cell, the HARQ-ACK bit for the serving cell is set to
NACK;

and the HARQ-ACK bits for the primary cell and the secondary cell are mapped to b0y and h(1), respectively, where
b(0) and (1) are specified in subclause 5.4.1 in [3].

For FDD, when a PUCCH format 3 transmission of HARQ-ACK coincides with a sub-frame configured to the UE by
higher layers for transmission of a scheduling request, the UE shall multiplex HARQ-ACK and SR bits on HARQ-ACK
PUCCH resource as defined in subclause 5.2.3.1 in [4], unless the HARQ-ACK corresponds to a PDSCH transmission
on the primary cell only or a PDCCH/EPDCCH indicating downlink SPS release on the primary cell only, in which
case the SR shall be transmitted as for FDD with PUCCH format 1a/1b.

For FDD and for a PUSCH transmission, a UE shall not transmit HARQ-ACK on PUSCH in subframe n if the UE does
not receive PDSCH or PDCCH indicating downlink SPS release in subframe n-4.

When only a positive SR is transmitted, a UE shall use PUCCH Format 1 for the SR resource as defined in subclause
5.4.11in[3].

7.3.2 TDD HARQ-ACK reporting procedure

For TDD and a UE not configured with the parameter EIMTA-MainConfigServCell-r12 for any serving cell, if the UE is
configured with one serving cell, or if the UE is configured with more than one serving cell and the TDD UL/DL
configuration of all the configured serving cells is the same, UE procedure for reporting HARQ-ACK is given in
subclause 7.3.2.1.

For TDD, if a UE is configured with more than one serving cell and the TDD UL/DL configuration of at least two
configured serving cells is not the same, or if the UE is configured with the parameter EIMTA-MainConfigServCell-r12
for at least one serving cell, UE procedure for reporting HARQ-ACK is given in subclause 7.3.2.2.

When only a positive SR is transmitted, a UE shall use PUCCH Format 1 for the SR resource as defined in subclause
5.4.11in[3].

7.3.21 TDD HARQ-ACK reporting procedure for same UL/DL configuration

For TDD, the UE shall upon detection of a PDSCH transmission or a PDCCH/EPDCCH indicating downlink SPS
release (defined in subclause 9.2) within subframe(s) n—k, where k € K and K is defined in Table 10.1.3.1-1
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intended for the UE and for which HARQ-ACK response shall be provided, transmit the HARQ-ACK response in UL
subframe n.

For TDD, when PUCCH format 3 is configured for transmission of HARQ-ACK, for special subframe configurations 0
and 5 with normal downlink CP or configurations 0 and 4 with extended downlink CP in a serving cell, shown in table
4.2-1 [3], the special subframe of the serving cell is excluded from the HARQ-ACK codebook size determination. In
this case, if the serving cell is the primary cell, there is no PDCCH/EPDCCH indicating downlink SPS release in the
special subframe.

For TDD UL/DL configurations 1-6 and one configured serving cell, if the UE is not configured with PUCCH format 3,
the value of the Downlink Assignment Index (DAI) in DCI format 0/4, Vé’:‘l , detected by the UE according to Table
7.3-X in subframe N —K', where K' is defined in Table 7.3-Y, represents the total number of subframes with PDSCH
transmissions and with PDCCH/EPDCCH indicating downlink SPS release to the corresponding UE within all the
subframe(s) N—k , wherek € K . The value Vé’:‘, includes all PDSCH transmission with and without corresponding
PDCCH/EPDCCH within all the subframe(s) n—k . In case neither PDSCH transmission, nor PDCCH/EPDCCH
indicating the downlink SPS resource release is intended to the UE, the UE can expect that the value of the DAI in DCI

format 0/4, V[L)JAI] , if transmitted, is set to 4.

For TDD UL/DL configuration 1-6 and a UE configured with more than one serving cell, or for TDD UL/DL
uL
DAI

Downlink Assignment Index (DAI) in DCI format 0/4 according to Table 7.3-Z in subframe N —K', where K' is
defined in Table 7.3-Y. In case neither PDSCH transmission, nor PDCCH/EPDCCH indicating the downlink SPS

resource release is intended to the UE, the UE can expect that the value of Wg:l is set to 4 by the DAI in DCI format
0/4 if transmitted.

configuration 1-6 and a UE configured with one serving cell and PUCCH format 3, a value W, is determined by the

For TDD UL/DL configurations 1-6, the value of the DAI in DCI format 1/1A/1B/1D/2/2A/2B/2C/2D denotes the
accumulative number of PDCCH/EPDCCH (s) with assigned PDSCH transmission(s) and PDCCH/EPDCCH indicating
downlink SPS release up to the present subframe within subframe(s) N—k of each configured serving cell, where

k € K, and shall be updated from subframe to subframe. Denote VSAI] ¢ as the value of the DAI in PDCCH/EPDCCH
with DCI format 1/1A/1B/1D/2/2A/2B/2C/2D detected by the UE according to Table 7.3-X in subframe N — km in
serving cell c, where km is the smallest value in the set K (defined in Table 10.1.3.1-1) such that the UE detects a

DCI format 1/1A/1B/1D/2/2A/2B/2C/2D. When configured with one serving cell, the subscript of C in VDDAIQ ¢ canbe

omitted.

For all TDD UL/DL configurations, denote Upg ¢ as the total number of PDCCH/EPDCCH (s) with assigned
PDSCH transmission(s) and PDCCH/EPDCCH indicating downlink SPS release detected by the UE within the
subframe(s) N—k in serving cell ¢, where k € K. When configured with one serving cell, the subscript of € in

Upal,c can be omitted. Denote N ¢p , which can be zero or one, as the number of PDSCH transmissions without a
corresponding PDCCH/EPDCCH within the subframe(s) n—k, where ke K .

For TDD HARQ-ACK bundling or HARQ-ACK multiplexing and a subframe n with M =1, the UE shall generate
one or two HARQ-ACK bits by performing a logical AND operation per codeword across M downlink and special

subframes associated with a single UL subframe, of all the corresponding U oal + N sps individual PDSCH

transmission HARQ-ACKs and individual ACK in response to received PDCCH/EPDCCH indicating downlink SPS
release, where M is the number of elements in the set K defined in Table 10.1.3.1-1. The UE shall detect if at least
one downlink assignment has been missed, and for the case that the UE is transmitting on PUSCH the UE shall also

determine the parameter N, . -

- For TDD UL/DL configuration 0, N ... shall be 1 if the UE detects the PDSCH transmission with or

without corresponding PDCCH/EPDCCH, or detects PDCCH indicating downlink SPS release within the
subframe N—Kk, where k € K. The UE shall not transmit HARQ-ACK on PUSCH if the UE does not receive

PDSCH or PDCCH indicating downlink SPS release within the subframe(s) N —K , where K € K .
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- For the case that the UE is not transmitting on PUSCH in subframe n and TDD UL/DL configurations 1-6, if

Upy >0 and VDDAI] #* (U DAl — l)mod 4 +1, the UE detects that at least one downlink assignment has been
missed.

- For the case that the UE is transmitting on PUSCH and the PUSCH transmission is adjusted based on a detected
PDCCH/EPDCCH with DCI format 0/4 intended for the UE and TDD UL/DL configurations 1-6, if

VSJAI] # (U oar T Ngps — 1)m0d4 +1 the UE detects that at least one downlink assignment has been missed
and the UE shall generate NACK for all codewords where N bundied 18 determined by the UE as
Nbundled = VEEJAI\'I + 2. If the UE does not detect any downlink assignment missing, N bundieq 18 determined by

the UEas N, g = V,;{', . UE shall not transmit HARQ-ACK if U, + Ngpg = Oand V;ALl =4.

- For the case that the UE is transmitting on PUSCH, and the PUSCH transmission is not based on a detected
PDCCH/EPDCCH with DCI format 0/4 intended for the UE and TDD UL/DL configurations 1-6, if

Upy >0 and VDDA{] #* (U DAl — l)mod 4 +1, the UE detects that at least one downlink assignment has been
missed and the UE shall generate NACK for all codewords. The UE determines Ny q0q = (Upar + Ngps)
as the number of assigned subframes. The UE shall not transmit HARQ-ACK if U, + Ngpg = 0.

For TDD, when PUCCH format 3 is configured for transmission of HARQ-ACK, the HARQ-ACK feedback bits

0 ACK g ACK ,...,OACK for the c-th serving cell configured by RRC are constructed as follows, where ¢>0,
c,0 cl c.OACK _4
»~C

OCACK = BCD L if transmission mode configured in the c-th serving cell supports one transport block or spatial HARQ-

ACK bundling is applied and OCACK =2 BCDL otherwise, where BCDL is the number of downlink and special subframes
for which the UE needs to feedback HARQ-ACK bits for the c-th serving cell.

- For the case that the UE is transmitting on PUCCH, BCDL =M where M is the number of elements in the set

K defined in Table 10.1.3.1-1 associated with subframe n and the set K does not include a special subframe
of configurations 0 and 5 with normal downlink CP or of configurations 0 and 4 with extended downlink CP;

otherwise BCDL =M —-1.

- For TDD UL/DL configuration 0 or for a PUSCH transmission not adjusted based on a detected
PDCCH/EPDCCH with DCI format 0/4, the UE shall assume BCDL =M where M is the number of elements

in the set K defined in Table 10.1.3.1-1 associated with subframe n and the set K does not include a special
subframe of configurations 0 and 5 with normal downlink CP or of configurations 0 and 4 with extended

downlink CP; otherwise BCDL =M —1. The UE shall not transmit HARQ-ACK on PUSCH if the UE does not
receive PDSCH or PDCCH/EPDCCH indicating downlink SPS release in subframe(s) N—k , where k e K .

- For TDD UL/DL configurations {1, 2, 3, 4, 6} and a PUSCH transmission adjusted based on a detected
PDCCH/EPDCCH with DCI format 0/4, the UE shall assume BP" =W}, . The UE shall not transmit HARQ-
ACK on PUSCH if the UE does not receive PDSCH or PDCCH/EPDCCH indicating downlink SPS release in
subframe(s)N—k where k € K and WSA‘, =4.

- For TDD UL/DL configurations 5 and a PUSCH transmission adjusted based on a detected PDCCH/EPDCCH
with DCI format 0/4, the UE shall assume BC™ =WSy, + 4’7(U ~Wgh )/ 4—‘ , where U denotes the

maximum value of U, among all the configured serving cells,U  is the total number of received PDSCHs and

PDCCH/EPDCCH indicating downlink SPS release in subframe(s) n—K on the c-th serving cell,k € K . The
UE shall not transmit HARQ-ACK on PUSCH if the UE does not receive PDSCH or PDCCH/EPDCCH

indicating downlink SPS release in subframe(s) N—K where k € K and Wg:l =4,

For TDD, when PUCCH format 3 is configured for transmission of HARQ-ACK,
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- for TDD UL/DL configurations 1-6, the HARQ-ACK for a PDSCH transmission with a corresponding
PDCCH/EPDCCH or for a PDCCH/EPDCCH indicating downlink SPS release in subframe n—k is

associated with Oé g& (k)-1 if transmission mode configured in the c-th serving cell supports one transport

block or spatial HARQ-ACK bundling is applied, or associated with OCA’gSN (k)—2 and OégSN (k)-1
otherwise, where DAI(K) is the value of DAI in DCI format 1A/1B/1D/1/2/2A/2B/2C/2D detected in subframe
n-k, OCA72C|[§A| (k)—2 and oé%A, (k)1 are the HARQ-ACK feedback for codeword 0 and codeword 1,

respectively. For the case with Ngpg >0, the HARQ-ACK associated with a PDSCH transmission without a

corresponding PDCCH/EPDCCH is mapped to OcAgliCK . The HARQ-ACK feedback bits without any
»~C -

detected PDSCH transmission or without detected PDCCH/EPDCCH indicating downlink SPS release are set to
NACK;

- for TDD UL/DL configuration 0, the HARQ-ACK for a PDSCH transmission or for a PDCCH/EPDCCH
indicating downlink SPS release in subframe n—k is associated with Oé (():K if transmission mode configured

ACK

in the c-th serving cell supports one transport block or associated with OCA OCK and O_" otherwise, where

Oé (():K and Oé lCK are the HARQ-ACK feedback for codeword 0 and codeword 1, respectively. The HARQ-

ACK feedback bits without any detected PDSCH transmission or without detected PDCCH/EPDCCH indicating
downlink SPS release are set to NACK.

For TDD when format 1b with channel selection is configured for transmission of HARQ-ACK and for 2 configured

serving cells, the HARQ-ACK feedback bits 00A cK 01ACK yenns ngcﬁ _,on PUSCH are constructed as follows.

- For TDD UL/DL configuration 0, 0] = HARQ-ACK(j), 0< j < A—1 as defined in subclause 10.1.3.2.1. The

UE shall not transmit HARQ-ACK on PUSCH if the UE does not receive PDSCH or PDCCH/EPDCCH
indicating downlink SPS release in subframe(s)N—k where k e K .

- For TDD UL/DL configurations {1, 2, 3, 4, 6} and a PUSCH transmission adjusted based on a detected

PDCCH/EPDCCH with DCI format 0/4 with WS =1 or 2, 07 is determined as if PUCCH format 3 is

configured for transmission of HARQ-ACK, except that spatial HARQ-ACK bundling across multiple

codewords within a downlink or special subframe is performed for all serving cells configured with a downlink

UL =)

transmission mode that supports up to two transport blocks in case W, =2.

- For TDD UL/DL configurations {1, 2, 3, 4, 6} and a PUSCH transmission adjusted based on a detected
PDCCH/EPDCCH with DCI format 0/4 with W5y =3 or 4, 07 =0(j), 0< j <3 as defined in Table

10.1.3.2-5 or in Table 10.1.3.2-6 respectively, where the value of M is replaced by WS'M . The UE shall not

transmit HARQ-ACK on PUSCH if the UE does not receive PDSCH or PDCCH/EPDCCH indicating downlink

SPS release in subframe(s)N—k where k € K and WSAL, =4,

- For TDD UL/DL configurations {1, 2, 3, 4, 6} and a PUSCH transmission not adjusted based on a detected
PDCCH/EPDCCH with DCI format 0/4 and a subframe n with M =1 or2, 0] = HARQ-ACK(j),
0< j< A-1 asdefined in subclause 10.1.3.2.1. The UE shall not transmit HARQ-ACK on PUSCH if the UE

does not receive PDSCH or PDCCH/EPDCCH indicating downlink SPS release in subframe(s) N—k where
keK.

- For TDD UL/DL configurations {1, 2, 3, 4, 6} and a PUSCH transmission not adjusted based on a detected
PDCCH/EPDCCH with DCI format 0/4 and a subframe n with M =3 or4, 0{°“ =0(]j), 0< j<3as

defined in Table 10.1.3.2-5 or in Table 10.1.3.2-6 respectively. The UE shall not transmit HARQ-ACK on
PUSCH if the UE does not receive PDSCH or PDCCH/EPDCCH indicating downlink SPS release in
subframe(s)N—K where ke K .
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For TDD HARQ-ACK bundling, when the UE is configured by transmission mode 3, 4, 8, 9 or 10 defined in subclause
7.1 and HARQ-ACK bits are transmitted on PUSCH, the UE shall always generate 2 HARQ-ACK bits assuming both
codeword 0 and 1 are enabled. For the case that the UE detects only the PDSCH transmission associated with codeword
0 within the bundled subframes, the UE shall generate NACK for codeword 1.

Table 7.3-X: Value of Downlink Assignment Index

DAI vV UL v pL | Number of subframes with PDSCH transmission and
MSB, LSB DAl Orf DAI with PDCCH/EPDCCH indicating DL SPS release

0,0 1 1or50r9

0,1 2 2or6or10

1,0 3 3or7

1,1 4 Oor4or8

Table 7.3-Y: Uplink association index k' for TDD

TDD UL/DL subframe number n
Configuration |0 |1 |2 |3 |4 |5|6|7 8|9
1 6|4 6|4
2 4 4

3 414 |4

4 4|4

5 4

6 71715 717

Table 7.3-Z: Value of Wj,, determined by the DAI field in DCI format 0/4

DAI uL
MSB, LSB WDAI
0,0 1
0,1 2
1,0 3
1,1 4

For TDD HARQ-ACK multiplexing and a subframe n with M >1, spatial HARQ-ACK bundling across multiple
codewords within a downlink or special subframe is performed by a logical AND operation of all the corresponding
individual HARQ-ACKSs. In case the UE is transmitting on PUSCH, the UE shall determine the number of HARQ-ACK

feedback bits  O*“® and the HARQ-ACK feedback bits 0°°F |, n=0,...,0% —1 to be transmitted in

n
subframe n.

- If the PUSCH transmission is adjusted based on a detected PDCCH/EPDCCH with DCI format 0/4 intended for
the UE, then Q"¢ ZV,;JAI] unless V;AL, =4 and Uy, + Ngg =0 in which case the UE shall not

transmit HARQ-ACK. The spatially bundled HARQ-ACK for a PDSCH transmission with a corresponding
PDCCH/EPDCCH or for a PDCCH/EPDCCH indicating downlink SPS release in subframe n—K is associated

with Opg/,, Where DAI(K) is the value of DAI in DCI format 1A/1B/1D/1/2/2A/2B/2C/2D detected in
subframe n—K . For the case with N sps > 0, the HARQ-ACK associated with a PDSCH transmission

without a corresponding PDCCH/EPDCCH is mapped to ngcﬁ _,- The HARQ-ACK feedback bits without any
detected PDSCH transmission or without detected PDCCH/EPDCCH indicating downlink SPS release are set to
NACK.

- Ifthe PUSCH transmission is not adjusted based on a detected PDCCH/EPDCCH with DCI format 0/4 intended
for the UE, O ACK =M , and OiAcK is associated with the spatially bundled HARQ-ACK for downlink or

special subframe N — ki , where ki € K. The HARQ-ACK feedback bits without any detected PDSCH
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transmission or without detected PDCCH/EPDCCH indicating downlink SPS release are set to NACK. The UE
shall not transmit HARQ-ACK if Upp, +Ngpg =0.

For TDD when a PUCCH format 3 transmission of HARQ-ACK coincides with a sub-frame configured to the UE by
higher layers for transmission of a scheduling request, the UE shall multiplex HARQ-ACK and SR bits on HARQ-ACK
PUCCH resource as defined in subclause 5.2.3.1 in [4], unless the HARQ-ACK corresponds to one of the following
cases

- asingle PDSCH transmission only on the primary cell indicated by the detection of a corresponding
PDCCH/EPDCCH in subframe n— K, where k,eK, and for TDD UL/DL configurations 1-6 the DAI value

in the PDCCH/EPDCCH is equal to '1' (defined in Table 7.3-X), or a PDCCH/EPDCCH indicating downlink
SPS release (defined in subclause 9.2) in subframe n—k_, where k e K, and for TDD UL/DL configurations

1-6 the DAI value in the PDCCH/EPDCCH is equal to 'l', or

- asingle PDSCH transmission only on the primary cell where there is not a corresponding PDCCH/EPDCCH
detected within subframe(s) n—k, where k € K and no PDCCH/EPDCCH indicating downlink SPS release
(defined in subclause 9.2) within subframe(s) n—k, where k € K, or

- a PDSCH transmission only on the primary cell where there is not a corresponding PDCCH/EPDCCH detected
within subframe(s) n—Kk , where k € K and an additional PDSCH transmission only on the primary cell
indicated by the detection of a corresponding PDCCH/EPDCCH in subframe n-—k_, where k e K with the
DAI value in the PDCCH/EPDCCH equal to '1' (defined in Table 7.3-X) or a PDCCH/EPDCCH indicating
downlink SPS release (defined in subclause 9.2) in the subframe n—k_, where k e K with the DAI value in

the PDCCH/EPDCCH equal to '1',

in which case the UE shall transmit the HARQ-ACK and scheduling request according to the procedure for PUCCH
format 1b with channel selection in TDD.

For TDD when the UE is configured with HARQ-ACK bundling, HARQ-ACK multiplexing or PUCCH format 1b with
channel selection, and when both HARQ-ACK and SR are transmitted in the same sub-frame, a UE shall transmit the
bundled HARQ-ACK or the multiple HARQ-ACK responses (according to subclause 10.1) on its assigned HARQ-
ACK PUCCH resources for a negative SR transmission. For a positive SR, the UE shall transmit b(0),b(1) on its

assigned SR PUCCH resource using PUCCH format 1b according to subclause 5.4.1 in [3]. The value of b(0),b(1) are
DL
Ncells -1
generated according to Table 7.3-1 from the Ngpg + ZU pAl,c HARQ-ACK responses including ACK in response
c=0
to PDCCH/EPDCCH indicating downlink SPS release by spatial HARQ-ACK bundling across multiple codewords
N c[;hs -1
within each PDSCH transmission for all serving cells Nt?ehs . For TDD UL/DL configurations 1-6, if ZU palc >0
c=0
and Vu o * (U DAlc ™ 1)m0d4 +1 for a serving cell c, the UE detects that at least one downlink assignment has been

missed.
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Table 7.3-1: Mapping between multiple HARQ-ACK responses and b(0),b(1)

Ntl::;hs -1

Number of ACK among multiple ( Ngpg + ZU palc ) HARQ-ACK responses | P(0).b(1)
c=0

0 or None (UE detect at least one DL assignment is missed)

O(N[O|O|RlWIN|—=
(o) PR PN F'o )| RN BEN F'ey ) RN PN o)
N o) PN N o) N N P Y N P )

For TDD if the parameter simultaneousAckNackAndCQI provided by higher layers is set TRUE, and if the UE is
configured with HARQ-ACK bundling, HARQ-ACK multiplexing or PUCCH format 1b with channel selection, and if
the UE receives PDSCH and/or PDCCH/EPDCCH indicating downlink SPS release only on the primary cell within
subframe(s) n—k, where k € K, a UE shall transmit the CSI and b(0),b(1) using PUCCH format 2b for normal CP
or PUCCH format 2 for extended CP, according to subclause 5.2.3.4 in [4] with ag,a; replaced by b(0),b(1). The
N c%hs -1
value of b(0),b(1) are generated according to Table 7.3-1 from the Ngpg + ZU pal,c HARQ-ACK responses
c=0
including ACK in response to PDCCH/EPDCCH indicating downlink SPS release by spatial HARQ-ACK bundling
across multiple codewords within each PDSCH transmission for all serving cells N(ghS . For TDD UL/DL
Nc[;hs -1
configurations 1-6, if ZU palc >0 and V,?AL, c* (U DAIl.c —1)m0d4+1 for a serving cell ¢, the UE detects that at
c=0
least one downlink assignment has been missed.

For TDD if the parameter simultaneousAckNackAndCQI provided by higher layers is set TRUE, and if the UE is
configured with PUCCH format 1b with channel selection and receives at least one PDSCH on the secondary cell
within subframe(s) nN—k, where Kk € K, the UE shall drop the CSI and transmit HARQ-ACK according to subclause
10.1.3.

For TDD and a UE is configured with PUCCH format 3,
if the parameter simultaneousAckNackAndCQI is set TRUE and if the UE receives,
- asingle PDSCH transmission only on the primary cell indicated by the detection of a corresponding

PDCCH/EPDCCH in subframe n-Kk, where k e K, and for TDD UL/DL configurations 1-6 the DAI value

in the PDCCH/EPDCCH is equal to '1' (defined in Table 7.3-X), or a PDCCH/EPDCCH indicating downlink
SPS release (defined in subclause 9.2) in subframe n—k_, where ke K, and for TDD UL/DL configurations

1-6 the DAI value in the PDCCH/EPDCCH is equal to '1', or

- asingle PDSCH transmission only on the primary cell where there is not a corresponding PDCCH/EPDCCH
detected within subframe(s) n—k, where k € K and no PDCCH/EPDCCH indicating downlink SPS release
(defined in subclause 9.2) within subframe(s) n—k, where ke K,

then the UE shall transmit the CSI and HARQ-ACK using PUCCH format 2/2a/2b according to subclause 5.2.3.4 in [4];
else if

- the parameter simultaneousAckNackAndCQI-Format3-r1l is set TRUE and if PUCCH format 3 resource is
determined according to subclause 10.1.3.1 or subclause 10.1.3.2.2 and

0 if the total number of bits in the subframe corresponding to HARQ-ACKSs, SR (if any), and the CSI is
not larger than 22, or
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o0 if the total number of bits in the subframe corresponding to spatially bundled HARQ-ACKs, SR (if
any), and the CSI is not larger than 22

then the UE shall transmit the HARQ-ACKs, SR (if any) and the CSI using the determined PUCCH format 3 resource
according to [4];

else,

the UE shall drop the CSI and transmit the HARQ-ACK according to subclause 10.1.3.

7.3.2.2 TDD HARQ-ACK reporting procedure for different UL/DL configurations

For a configured serving cell, the DL-reference UL/DL configuration as defined in subclause 10.2 is referred to as the
"DL-reference UL/DL configuration" in the rest of this subclause.

For a configured serving cell, if the DL-reference UL/DL configuration is 0, then the DAI in DCI format
1/1A/1B/1D/2/2A/2B/2C/2D is not used.

The UE shall upon detection of a PDSCH transmission or a PDCCH/EPDCCH indicating downlink SPS release
(defined in subclause 9.2) within subframe(s) n—k for serving cell ¢, where K € KC intended for the UE and for

which HARQ-ACK response shall be provided, transmit the HARQ-ACK response in UL subframe n, wherein set
K . contains values of k € K such that subframe n-k corresponds to a downlink subframe or a special subframe for

serving cell ¢, where DL subframe or special subframe of serving cell ¢ is according to the higher layer parameter
eimta-HargReferenceConfig-r12 if the UE is configured with the higher layer parameter EIMTA-MainConfigServCell-
r12 for servingcell ¢c; K defined in Table 10.1.3.1-1 (where "UL/DL configuration" in Table 10.1.3.1-1 refers to the
DL-reference UL/DL configuration) is associated with subframe n. M_ is the number of elements in set

K . associated with subframe n for serving cell c.

For the remainder of this subclause K =K, .

If the UE is configured with the parameter EIMTA-MainConfigServCell-r12 for the primary cell, “UL/DL configuration
of the primary cell” in the rest of this subclause refers to “DL-reference UL/DL configuration of the primary cell”.

When PUCCH format 3 is configured for transmission of HARQ-ACK, for special subframe configurations 0 and 5
with normal downlink CP or configurations 0 and 4 with extended downlink CP in a serving cell, shown in table 4.2-1
[3], the special subframe of the serving cell is excluded from the HARQ-ACK codebook size determination. In this
case, if the serving cell is the primary cell, there is no PDCCH/EPDCCH indicating downlink SPS release in the special
subframe.

If the UL-reference UL/DL configuration (defined in Sec 8.0) belongs to {1,2,3,4,5,6} for a serving cell, a value
Wéﬂ‘, is determined by the Downlink Assignment Index (DAI) in DCI format 0/4 corresponding to a PUSCH on the

serving cell according to Table 7.3-Z in subframe N —K', where K' is defined in Table 7.3-Y and the "TDD UL/DL
Configuration" in Table 7.3-Y refers to the UL-reference UL/DL configuration (defined in subclause 8.0) for the
serving cell. In case neither PDSCH transmission, nor PDCCH/EPDCCH indicating the downlink SPS resource release

is intended to the UE, the UE can expect that the value of W,;JA"I is set to 4 by the DAI in DCI format 0/4 if transmitted.

If the DL-reference UL/DL configuration belongs to {1,2,3,4,5,6}, the value of the DAI in DCI format
1/1A/1B/1D/2/2A/2B/2C/2D denotes the accumulative number of PDCCH/EPDCCH (s) with assigned PDSCH
transmission(s) and PDCCH/EPDCCH indicating downlink SPS release up to the present subframe within subframe(s)

n-k of each configured serving cell, where K € K, and shall be updated from subframe to subframe. Denote VSAI] c
as the value of the DAI in PDCCH/EPDCCH with DCI format 1/1A/1B/1D/2/2A/2B/2C/2D detected by the UE
according to Table 7.3-X in subframe N — km in serving cell c, where km is the smallest value in the set K such
that the UE detects a DCI format 1/1A/1B/1D/2/2A/2B/2C/2D.

For all TDD UL/DL configurations, denote Upg) ¢ as the total number of PDCCH/EPDCCH (s) with assigned
PDSCH transmission(s) and PDCCH/EPDCCH indicating downlink SPS release detected by the UE within the

subframe(s) N—Kk in serving cell ¢, where k € K. Denote N sps » Which can be zero or one, as the number of

PDSCH transmissions without a corresponding PDCCH/EPDCCH within the subframe(s) n—k, where ke K .
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If PUCCH format 3 is configured for transmission of HARQ-ACK, the HARQ-ACK feedback bits

OCAS:K OCAICK ,...,OACPZCK for the c-th serving cell configured by RRC are constructed as follows, where ¢>0,
’ ’ c,0. -1

OCA oK = BCDL if transmission mode configured in the c-th serving cell supports one transport block or spatial HARQ-

ACK bundling is applied and OCA =2 BCDL otherwise, where B? " is the number of downlink and special subframes
for which the UE needs to feedback HARQ-ACK bits for the c-th serving cell.

For the case that the UE is transmitting in subframe n on PUCCH or a PUSCH transmission not adjusted based
on a detected DCI format 0/4 or a PUSCH transmission adjusted based on an associated detected DCI format 0/4

with UL-reference UL/DL configuration 0 (defined in Sec 8.0), then BCD =M ¢ - The UE shall not transmit

HARQ-ACK on PUSCH if the UE does not receive PDSCH or PDCCH/EPDCCH indicating downlink SPS
release in subframe(s) N—k , where k e K .

If DL-reference UL/DL configuration of each of the configured serving cells belongs to {0, 1, 2, 3,4, 6} and for
a PUSCH transmission in a subframe n adjusted based on a detected PDCCH/EPDCCH with DCI format 0/4
using UL-reference UL/DL configuration belonging to {1,2,3,4,5,6} (defined in Sec 8.0), the UE shall assume

BCDL = rnin(WEl)JALI .M, ) The UE shall not transmit HARQ-ACK on PUSCH if the UE does not receive
PDSCH or PDCCH/EPDCCH indicating downlink SPS release in subframe(s)N—k where k € K and
Wy, =4
DAl ‘
If DL-reference UL/DL configuration of at least one configured serving cell belongs to {5} and for a PUSCH

transmission adjusted based on an associated detected PDCCH/EPDCCH with DCI format 0/4 using UL-

reference UL/DL configuration belonging to {1,2,3,4,5,6} (defined in Sec 8.0), the UE shall assume
BCDL = min(VV,;JALI + 4f(U —W,;JAI] / 4 |M_ ), where U denotes the maximum value of U, among all the

configured serving cells,U ¢ is the total number of received PDSCHs and PDCCH/EPDCCH indicating

downlink SPS release in subframe(s) N—k for the c-th serving cell, k € K . The UE shall not transmit HARQ-
ACK on PUSCH if the UE does not receive PDSCH or PDCCH/EPDCCH indicating downlink SPS release in

subframe(s)N—k where k € K and WDUA] =4.

When PUCCH format 3 is configured for transmission of HARQ-ACK,

if DL-reference UL/DL configuration belongs to {1,2,3,4,5,6}, the HARQ-ACK for a PDSCH transmission
with a corresponding PDCCH/EPDCCH or for a PDCCH/EPDCCH indicating downlink SPS release in

subframe n—Kk is associated with Oé %‘,i, (k)-1 if transmission mode configured in the c-th serving cell
supports one transport block or spatial HARQ-ACK bundling is applied, or associated with Oé % SAI (k)—2 and
0pSBAI )1 Otherwise, where DAI(K) is the value of DAI in DCI format 1A/1B/1D/1/2/2A/2B/2C/2D detected

in subframe n—k, Oé ZCSAI (k)2 and Oé 2C SAI (k)1 are the HARQ-ACK feedback for codeword 0 and

codeword 1, respectively. For the case with Ngpg >0, the HARQ-ACK associated with a PDSCH

transmission without a corresponding PDCCH/EPDCCH is mapped to OAC§CK The HARQ-ACK feedback
c,0. " -1

bits without any detected PDSCH transmission or without detected PDCCH/EPDCCH indicating downlink SPS
release are set to NACK;
if DL-reference UL/DL configuration is 0, the HARQ-ACK for a PDSCH transmission or for a
PDCCH/EPDCCH indicating downlink SPS release in subframe n—Kk is associated with OCA, OCK if transmission
mode configured in the c-th serving cell supports one transport block or spatial HARQ-ACK bundling is applied,
or associated with OCA’ (?K and Oé ICK otherwise, where OCA’ (():K and Oé fK are the HARQ-ACK feedback for

codeword 0 and codeword 1, respectively. The HARQ-ACK feedback bits without any detected PDSCH
transmission or without detected PDCCH/EPDCCH indicating downlink SPS release are set to NACK.
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If DL-reference UL/DL configuration of each of the serving cells belongs to {0,1,2,3,4,6} and if PUCCH format 1b

with channel selection is configured for transmission of HARQ-ACK and for two configured serving cells, the HARQ-

ACK feedback bits O(f\ cK 01ACK yeers O S\Accf _,on PUSCH are constructed as follows

- if UL-reference UL/DL configuration (defined in Sec 8.0) belongs to {1, 2, 3, 4, 6}, for a PUSCH transmission
adjusted based on a detected PDCCH/EPDCCH with DCI format 0/4 with WI;JALI =lor2, OfCK is determined

as if PUCCH format 3 is configured for transmission of HARQ-ACK, except that spatial HARQ-ACK bundling
across multiple codewords within a downlink or special subframe is performed for all serving cells configured

with a downlink transmission mode that supports up to two transport blocks in case W[?ALI =2, where the UL-

reference UL/DL configuration is the UL-reference UL/DL configuration of the serving cell corresponding to the
PUSCH transmission.

- if UL-reference UL/DL configuration (defined in Sec 8.0) belongs to {1, 2, 3, 4, 6}, for a PUSCH transmission

adjusted based on a detected PDCCH/EPDCCH with DCI format 0/4 with Wg,; =3 or 4, OJACK =0(})),

0 < j <3as defined in Table 10.1.3.2-5 or in Table 10.1.3.2-6 respectively, where the value of M is replaced by

W3k where the UL-reference UL/DL configuration is the UL-reference UL/DL configuration of the serving

cell corresponding to the PUSCH transmission. The UE shall not transmit HARQ-ACK on PUSCH if the UE
does not receive PDSCH or PDCCH/EPDCCH indicating downlink SPS release in subframe(s) n—k where

ke K and WSJAI] =4.

- if UL-reference UL/DL configuration (defined in Sec 8.0) is 0, or if UL-reference UL/DL configuration (defined
in Sec 8.0) belongs to {1, 2, 3, 4, 6}, for a PUSCH transmission not adjusted based on a detected
PDCCH/EPDCCH with DCI format 0/4, for a subframe n with M =1 or2 (M defined in Sec 10.1.3.2.1),

O}ACK =HARQ-ACK(j), 0< j< A-1 as defined in subclause 10.1.3.2.1, where the UL-reference UL/DL

configuration is the UL-reference UL/DL configuration of the serving cell corresponding to the PUSCH
transmission. The UE shall not transmit HARQ-ACK on PUSCH if the UE does not receive PDSCH or
PDCCH/EPDCCH indicating downlink SPS release in subframe(s)N—K where k € K .

- if UL-reference UL/DL configuration (defined in Sec 8.0) is 0, or if UL-reference UL/DL configuration (defined
in Sec 8.0) belongs to {1, 2, 3, 4, 6} and, for a PUSCH transmission not adjusted based on a detected
PDCCH/EPDCCH with DCI format 0/4, for a subframe n with M =3 or4 (M defined in Sec 10.1.3.2.1),

OjACK =0(]), o< j <3as defined in Table 10.1.3.2-5 or in Table 10.1.3.2-6 respectively, where the UL-

reference UL/DL configuration is the UL-reference UL/DL configuration of the serving cell corresponding to the
PUSCH transmission. The UE shall not transmit HARQ-ACK on PUSCH if the UE does not receive PDSCH or
PDCCH/EPDCCH indicating downlink SPS release in subframe(s)n—K where k e K .

When a PUCCH format 3 transmission of HARQ-ACK coincides with a sub-frame configured to the UE by higher
layers for transmission of a scheduling request, the UE shall multiplex HARQ-ACK and SR bits on HARQ-ACK
PUCCH resource as defined in subclause 5.2.3.1 in [4], unless the HARQ-ACK corresponds to one of the following
cases

- asingle PDSCH transmission only on the primary cell indicated by the detection of a corresponding
PDCCH/EPDCCH in subframe n -k, where k e K, and for UL/DL configuration of the primary cell

belonging to {1,2,3,4,5,6}, the DAI value in the PDCCH/EPDCCH is equal to 'l' (defined in Table 7.3-X), or a
PDCCH/EPDCCH indicating downlink SPS release (defined in subclause 9.2) in subframe n—k_, where

k, € K, and for UL/DL configuration of the primary cell belonging to {1,2,3,4,5,6} the DAI value in the
PDCCH/EPDCCH is equal to '1', or

- asingle PDSCH transmission only on the primary cell where there is not a corresponding PDCCH/EPDCCH
detected within subframe(s) N—Kk , where k € K and no PDCCH/EPDCCH indicating downlink SPS release
(defined in subclause 9.2) within subframe(s) N—Kk , where k € K, or

- a PDSCH transmission only on the primary cell where there is not a corresponding PDCCH/EPDCCH detected
within subframe(s) N—Kk, where K € K and an additional PDSCH transmission only on the primary cell
indicated by the detection of a corresponding PDCCH/EPDCCH in subframe n—k_, where k e K with the
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DAI value in the PDCCH/EPDCCH equal to 'l' (defined in Table 7.3-X) or a PDCCH/EPDCCH indicating
downlink SPS release (defined in subclause 9.2) in the subframe n—k_, where k e K with the DAI value in

the PDCCH/EPDCCH equal to '1',

in which case the UE shall transmit the HARQ-ACK and scheduling request according to the procedure for PUCCH
format 1b with channel selection in TDD.

If the parameter simultaneousAckNackAndCQI provided by higher layers is set TRUE, and if the UE is configured with
PUCCH format 1b with channel selection, and if the UE receives PDSCH and/or PDCCH/EPDCCH indicating

downlink SPS release only on the primary cell within subframe(s) n—k , where k € K, a UE shall transmit the CSI
and p(0),b(1) using PUCCH format 2b for normal CP or PUCCH format 2 for extended CP, according to subclause
5.2.3.4in [4] with ag,a; replaced by b(0),b(1). The value of b(0),b(1) are generated according to Table 7.3-1 from
N o —1
the Ngpg + ZU pAl,c HARQ-ACK responses including ACK in response to PDCCH/EPDCCH indicating
c=0
downlink SPS release by spatial HARQ-ACK bundling across multiple codewords within each PDSCH transmission for
N cDehs -1
all serving cells NcDehs . If DL-reference UL/DL configuration belongs to {1,2,3,4,5,6} and, if ZU DAlc > 0 and
c=0
Vor, cF (U DAlc ™ 1)mod4 +1 for a serving cell ¢, the UE detects that at least one downlink assignment has been
missed.
If the parameter simultaneousAckNackAndCQI provided by higher layers is set TRUE, and if the UE is configured with

PUCCH format 1b with channel selection and receives at least one PDSCH on the secondary cell within subframe(s)
n—k, where k € K, the UE shall drop the CSI and transmit HARQ-ACK according to subclause 10.1.3.

When both HARQ-ACK and CSI are configured to be transmitted in the same sub-frame and if a UE is configured with
PUCCH format 3,

if the parameter simultaneousAckNackAndCQI is set TRUE and if the UE receives

- asingle PDSCH transmission only on the primary cell indicated by the detection of a corresponding
PDCCH/EPDCCH in subframe n-k_, where ke K, and for UL/DL configuration of the primary cell

belonging to {1,2,3,4,5,6} the DAI value in the PDCCH/EPDCCH is equal to 'l' (defined in Table 7.3-X), or a
PDCCH/EPDCCH indicating downlink SPS release (defined in subclause 9.2) in subframe n—k_, where

k, € K, and for UL/DL configuration of the primary cell belonging to {1,2,3,4,5,6} the DAI value in the
PDCCH/EPDCCH is equal to 'l', or

- asingle PDSCH transmission only on the primary cell where there is not a corresponding PDCCH detected
within subframe(s) n—Kk, where k € K and no PDCCH/EPDCCH indicating downlink SPS release (defined
in subclause 9.2) within subframe(s) n—k, where ke K,

then the UE shall transmit the CST and HARQ-ACK using PUCCH format 2/2a/2b according to subclause 5.2.3.4 in [4];
else if

- the parameter simultaneousAckNackAndCQI-Format3-r1l is set TRUE and if PUCCH format 3 resource is
determined according to subclause 10.1.3.1 or subclause 10.1.3.2.2 and

0 if the total number of bits in the subframe corresponding to HARQ-ACKs, SR (if any), and the CSI is
not larger than 22, or

0 if the total number of bits in the subframe corresponding to spatially bundled HARQ-ACKs, SR (if
any), and the CSI is not larger than 22

then the UE shall transmit the HARQ-ACKs, SR (if any) and the CSI using the determined PUCCH format 3 resource
according to [4];

else,

the UE shall drop the CSI and transmit the HARQ-ACK according to subclause 10.1.3.
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7.3.3 FDD-TDD HARQ-ACK reporting procedure for primary cell frame
structure type 1

For FDD-TDD and the primary cell is frame structure type 1, with PUCCH format 1b with channel selection,
- for a negative SR transmission,

- UE shall transmit the HARQ-ACK on its assigned HARQ-ACK PUCCH resource with channel selection as
defined in subclause 10.1.2A.

- for a positive SR transmission,

- if one transport block or two transport blocks or a PDCCH/EPDCCH indicating downlink SPS release is
detected on the primary cell in subframe 1, and if subframe 1 is an uplink or a special subframe of
configurations 0 and 5 with normal downlink CP or of configurations 0 and 4 with extended downlink CP for
the secondary cell according to the higher layer parameter subframeAssignment for UE not configured with
the higher layer parameter EIMTA-MainConfigServCell-r12 and according to the higher layer parameter
eimta-HargReferenceConfig-rl12 for UE configured with the higher layer parameter EIMTA-
MainConfigServCell-r12,

- UE shall transmit the HARQ-ACK and SR as for FDD with PUCCH format 1a/1b as described in
subclause 7.3.1.

- otherwise

- UE shall transmit the HARQ-ACK and SR as for FDD with PUCCH format 1b with channel selection as
described in subclause 7.3.1.

For FDD-TDD and the primary cell is frame structure type 1, when PUCCH format 3 is configured for transmission of
HARQ-ACK, for special subframe configurations 0 and 5 with normal downlink CP or configurations 0 and 4 with
extended downlink CP in a serving cell, shown in table 4.2-1 [3], the special subframe of the serving cell is excluded
from the HARQ-ACK codebook size determination.

For FDD-TDD and the primary cell is frame structure type 1, when a PUCCH format 3 transmission of HARQ-ACK
coincides with a sub-frame configured to the UE by higher layers for transmission of a scheduling request, the UE shall
multiplex HARQ-ACK and SR bits on HARQ-ACK PUCCH resource as defined in subclause 5.2.3.1 in [4], unless the
HARQ-ACK corresponds to a PDSCH transmission on the primary cell only or a PDCCH/EPDCCH indicating
downlink SPS release on the primary cell only, in which case the SR shall be transmitted as for FDD with PUCCH
format 1a/1b as described in subclause 7.3.1.

For FDD-TDD and for a PUSCH transmission, a UE shall not transmit HARQ-ACK on PUSCH in subframe n if the
UE does not receive PDSCH or PDCCH indicating downlink SPS release in subframe n-4.

When only a positive SR is transmitted, a UE shall use PUCCH Format 1 for the SR resource as defined in subclause
5.4.11in [3].

7.3.4 FDD-TDD HARQ-ACK reporting procedure for primary cell frame
structure type 2

When only a positive SR is transmitted, a UE shall use PUCCH Format 1 for the SR resource as defined in subclause
5.4.11in[3].

The FDD-TDD HARQ-ACK reporting procedure follows the HARQ-ACK procedure described in subclause 7.3.2.2
with the following exceptions:

- for a serving cell with frame structure type 1, and a UE not configured to monitor PDCCH/EPDCCH in another
serving cell for scheduling the serving cell, K is defined in Table 10.1.3A-1, otherwise K is defined in Table
10.1.3.1-1.

- for a serving cell with frame structure type 1 and a UE not configured to monitor PDCCH/EPDCCH in another
serving cell for scheduling the serving cell, if the DL-reference UL/DL configuration of the serving cell in Table
10.1.3A-1 belongs to {2,3,4}, BCDL is determined as in subclause 7.3.2.2 for a serving cell with DL-reference
UL/DL configuration {5}.
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- for a serving cell with frame structure type 1, and if PUCCH format 3 is configured for transmission of HARQ-
ACK, and for a PUSCH transmission in a subframe n adjusted based on a detected PDCCH/EPDCCH with DCI
format 0/4, the UE shall assume the UL-reference UL/DL configuration of the serving cell belongs to
{1,2,3,4.5,6}.

- for a serving cell with frame structure type 1, and if DL-reference UL/DL configuration of each of the serving
cells belongs to {0,1,2,3,4,6}, and if PUCCH format 1b with channel selection is configured for transmission of
HARQ-ACK and for two configured serving cells, the UE shall assume the UL-reference UL/DL configuration
of the serving cell belongs to {1,2,3,4,6}.

UL
DAl

(DAJ) in DCI format 0/4 corresponding to a PUSCH on the serving cell according to Table 7.3-Z in subframe
Nn—k', where k'=4.

- for a serving cell with frame structure type 1, a value W,,; is determined by the Downlink Assignment Index

- for a serving cell with frame structure type 1, when PUCCH format 3 is configured for transmission of HARQ-
ACK, if the DL-reference UL/DL configuration of the serving cell is 0, the HARQ-ACK for a PDSCH

transmission with a corresponding PDCCH/EPDCCH in subframe n—Kk is associated with Oé CD% (k)1 if
transmission mode configured in the c-th serving cell supports one transport block or spatial HARQ-ACK
bundling is applied, or associated with OCA’ZCSN (k)—2 and OégSN (k)1 otherwise, where DAI(K) is the value of

DALI in DCI format 1A/1B/1D/1/2/2A/2B/2C/2D detected in subframe n—k , 0&5Ba1k)—2 and 05Dl k)1

are the HARQ-ACK feedback for codeword 0 and codeword 1, respectively. For the case with Ngpg >0, the
HARQ-ACK associated with a PDSCH transmission without a corresponding PDCCH/EPDCCH is mapped to
O:‘ngK . The HARQ-ACK feedback bits without any detected PDSCH transmission are set to NACK.

s~ -

8 Physical uplink shared channel related procedures

If the UE is configured with a SCG, the UE shall apply the procedures described in this clause for both MCG and SCG

- When the procedures are applied for MCG, the terms ‘secondary cell’, ‘secondary cells’ , ‘serving cell’, ‘serving
cells’ in this clause refer to secondary cell, secondary cells, serving cell, serving cells belonging to the MCG
respectively.

- When the procedures are applied for SCG, the terms ‘secondary cell’, ‘secondary cells’, ‘serving cell’, ‘serving
cells’ in this clause refer to secondary cell, secondary cells (not including PSCell), serving cell, serving cells
belonging to the SCG respectively. The term ‘primary cell’ in this clause refers to the PSCell of the SCG.

For FDD and transmission mode 1, there shall be 8 uplink HARQ processes per serving cell for non-subframe bundling
operation, i.e. normal HARQ operation, and 3 uplink HARQ processes for subframe bundling operation when
parameter e-HARQ-Pattern-r12 is set to TRUE and 4 uplink HARQ processes for subframe bundling operation
otherwise. For FDD and transmission mode 2, there shall be 16 uplink HARQ processes per serving cell for non-
subframe bundling operation and there are two HARQ processes associated with a given subframe as described in [8].
The subframe bundling operation is configured by the parameter ttiBundling provided by higher layers.

In case higher layers configure the use of subframe bundling for FDD and TDD, the subframe bundling operation is
only applied to UL-SCH, such that four consecutive uplink subframes are used.

8.0 UE procedure for transmitting the physical uplink shared
channel

The term “UL/DL configuration” in this subclause refers to the higher layer parameter subframeAssignment unless
specified otherwise.

For FDD and normal HARQ operation, the UE shall upon detection on a given serving cell of a PDCCH/EPDCCH with
DCI format 0/4 and/or a PHICH transmission in subframe n intended for the UE, adjust the corresponding PUSCH
transmission in subframe n+4 according to the PDCCH/EPDCCH and PHICH information.
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For FDD-TDD and normal HARQ operation and a PUSCH for serving cell ¢ with frame structure type 1, the UE shall
upon detection of a PDCCH/EPDCCH with DCI format 0/4 and/or a PHICH transmission in subframe n intended for
the UE, adjust the corresponding PUSCH transmission for serving cell ¢ in subframe n+4 according to the
PDCCH/EPDCCH and PHICH information.

For normal HARQ operation, if the UE detects a PHICH transmission and if the most recent PUSCH transmission for
the same transport block was using spatial multiplexing according to subclause 8.0.2 and the UE does not detect a
PDCCH/EPDCCH with DCI format 4 in subframe n intended for the UE, the UE shall adjust the corresponding PUSCH
retransmission in the associated subframe according to the PHICH information, and using the number of transmission
layers and precoding matrix according to the most recent PDCCH/EPDCCH, if the number of negatively acknowledged
transport blocks is equal to the number of transport blocks indicated in the most recent PDCCH/EPDCCH associated
with the corresponding PUSCH.

For normal HARQ operation, if the UE detects a PHICH transmission and if the most recent PUSCH transmission for
the same transport block was using spatial multiplexing according to subclause 8.0.2 and the UE does not detect a
PDCCH/EPDCCH with DCI format 4 in subframe n intended for the UE, and if the number of negatively
acknowledged transport blocks is not equal to the number of transport blocks indicated in the most recent
PDCCH/EPDCCH associated with the corresponding PUSCH then the UE shall adjust the corresponding PUSCH
retransmission in the associated subframe according to the PHICH information, using the precoding matrix with
codebook index 0 and the number of transmission layers equal to number of layers corresponding to the negatively
acknowledged transport block from the most recent PDCCH/EPDCCH. In this case, the UL DMRS resources are
calculated according to the cyclic shift field for DMRS [3] in the most recent PDCCH/EPDCCH with DCI format 4
associated with the corresponding PUSCH transmission and number of layers corresponding to the negatively
acknowledged transport block.

If a UE is configured with the carrier indicator field for a given serving cell, the UE shall use the carrier indicator field
value from the detected PDCCH/EPDCCH with uplink DCI format to determine the serving cell for the corresponding
PUSCH transmission.

For FDD and normal HARQ operation, if a PDCCH/EPDCCH with CSI request field set to trigger an aperiodic CSI
report, as described in subclause 7.2.1, is detected by a UE on subframe n, then on subframe n+4 UCI is mapped on the
corresponding PUSCH transmission, when simultaneous PUSCH and PUCCH transmission is not configured for the
UE.

For FDD-TDD and normal HARQ operation, for a serving cell with frame structure type 1, if a PDCCH/EPDCCH
with CSI request field set to trigger an aperiodic CSI report, as described in subclause 7.2.1, is detected by a UE on
subframe n, then on subframe n+4 UCI is mapped on the corresponding PUSCH transmission, when simultaneous
PUSCH and PUCCH transmission is not configured for the UE.

For TDD, if a UE is configured with the parameter EIMTA-MainConfigServCell-r12 for at least one serving cell, if the
UE is configured with one serving cell or if the UE is configured with more than one serving cell and the TDD UL/DL
configuration of all the configured serving cells is the same, then for a given serving cell, the serving cell UL/DL
configuration is the UL-reference UL/DL configuration.

For TDD, if a UE is configured with more than one serving cell and if the UL/DL configurations of at least two serving
cells are different, if the serving cell is a primary cell or if the UE is not configured to monitor PDCCH/EPDCCH in
another serving cell for scheduling the serving cell, the serving cell UL/DL configuration is the UL-reference UL/DL
configuration.

For TDD, if a UE is configured with more than one serving cell and if the UL/DL configurations of at least two serving
cells are different and if the serving cell is a secondary cell and if the UE is configured to monitor PDCCH/EPDCCH in
another serving cell for scheduling the serving cell, then for the serving cell, the UL reference UL/DL configuration is
given in Table 8-0A corresponding to the pair formed by (other serving cell UL/DL configuration, serving cell UL/DL
configuration).

For FDD-TDD and primary cell frame structure type 2, if a serving cell is a primary cell, the serving cell UL/DL
configuration is the UL-reference UL/DL configuration for the serving cell.

For FDD-TDD if the UE is not configured to monitor PDCCH/EPDCCH in another serving cell for scheduling a
secondary serving cell with frame structure type 2, the serving cell UL/DL configuration is the UL-reference UL/DL
configuration for the serving cell.
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For FDD-TDD, and for secondary serving cell ¢ with frame structure type 2, if the UE is configured to monitor
PDCCH/EPDCCH in another serving cell with frame structure type 1 for scheduling the serving cell, the serving cell
UL/DL configuration is the UL-reference UL/DL configuration for the serving cell.

For FDD-TDD, if a UE is configured with more than one serving cell with frame structure type 2, and if the serving cell
is a secondary cell with frame structure type 2 and if the UE is configured to monitor PDCCH/EPDCCH in another
serving cell with frame structure type 2 for scheduling the serving cell, then for the serving cell, the UL reference
UL/DL configuration is given in Table 8-0A corresponding to the pair formed by (other serving cell UL/DL
configuration, serving cell UL/DL configuration).

Table 8-0A: UL-reference UL/DL Configuration for serving cell based on the pair formed by (other
serving cell UL/DL configuration, serving cell UL/DL configuration)

(other serving cell UL/DL configuration,
serving cell UL/DL configuration)
(1,1),(1,2),(1,4),(1,5)

(2,2),(2,5)
Set 1 (3,3),(3.4),(3,5)

(4,4),(4,5)

(5.5)
(1,0),(2,0),(3,0),(4,0),(5,0)
(2,1),(4,1),(5,1)

(5.2)

(4,3),(5,3)

(54)
(1,6),(2,6),(3,6).,(4,6).(5,6)
G.1)

(3,2),(4,2)

(1,3).(2,3)

(2:4)

(0,0),(6,0)
(0,1),(0,2),(0,4),(0,5),(6,1),(6,2),(6,5)

Set 4 (0,3),(6,3)
(6.4)
(0,6),(6,6)

Set # UL-reference UL/DL configuration

Set 2

Set 3

oW (OR[N (O|R|WIN|mOOIA(W|IN|=

If a UE is configured with the parameter EIMTA-MainConfigServCell-ri12 for a serving cell, for a radio frame of the
serving cell, PUSCH transmissions can occur only in subframes that are indicated by eIMTA-UL/DL-configuration as
uplink subframe(s) for the serving cell unless specified otherwise.

For TDD and normal HARQ operation, if a PDCCH/EPDCCH with CSI request field set to trigger an aperiodic CSI
report, as described in subclause 7.2.1, is detected by a UE on subframe n, then on subframe n+k UCI is mapped on the
corresponding PUSCH transmission where Kk is given by Table 8-2, when simultaneous PUSCH and PUCCH
transmission is not configured for the UE.

For FDD-TDD normal HARQ operation, for a serving cell with frame structure type 2, if a PDCCH/EPDCCH with CSI
request field set to trigger an aperiodic CSI report on the serving cell, as described in subclause 7.2.1, is detected by a
UE on subframe n, then on subframe n+k UCI is mapped on the corresponding PUSCH transmission where K is given
by Table 8-2 and the “TDD UL/DL configuration” refers to the UL-reference UL/DL configuration for the serving cell,
when simultaneous PUSCH and PUCCH transmission is not configured for the UE.

When a UE is configured with higher layer parameter ttiBundling and configured with higher layer parameter e-HARQ-
Pattern-r12 set to FALSE or not configured, for FDD and subframe bundling operation, the UE shall upon detection of
a PDCCH/EPDCCH with DCI format 0 in subframe n intended for the UE, and/or a PHICH transmission in subframe
n-5 intended for the UE, adjust the corresponding first PUSCH transmission in the bundle in subframe n+4 according to
the PDCCH/EPDCCH and PHICH information.

When a UE is configured with higher layer parameter ttiBundling and configured with higher layer parameter e-HARQ-

Pattern-r12 set to TRUE, for FDD and subframe bundling operation, the UE shall upon detection of a
PDCCH/EPDCCH with DCI format 0 in subframe n intended for the UE, and/or a PHICH transmission in subframe n-1
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intended for the UE, adjust the corresponding first PUSCH transmission in the bundle in subframe n+4 according to the
PDCCH/EPDCCH and PHICH information.

For both FDD and TDD serving cells, the NDI as signalled on PDCCH/EPDCCH, the RV as determined in subclause
8.6.1, and the TBS as determined in subclause 8.6.2, shall be delivered to higher layers.

For TDD and transmission mode 1, the number of HARQ processes per serving cell shall be determined by the UL/DL
configuration (Table 4.2-2 of [3]), as indicated in Table 8-1. For TDD and transmission mode 2, the number of HARQ
processes per serving cell for non-subframe bundling operation shall be twice the number determined by the UL/DL
configuration (Table 4.2-2 of [3]) as indicated in Table 8-1 and there are two HARQ processes associated with a given
subframe as described in [8]. For TDD and both transmission mode 1 and transmission mode 2, the “TDD UL/DL
configuration” in Table 8-1 refers to the UL-reference UL/DL configuration for the serving cell if UL-reference UL/DL
configuration is defined for the serving cell and refers to the serving cell UL/DL configuration otherwise.

Table 8-1: Number of synchronous UL HARQ processes for TDD

. . Number of HARQ processes Number of HARQ processes
e for normal HARonperation for subframe bundlir':g operation

0 7

1 4 2

2 2 N/A

3 3 N/A

4 2 N/A

5 1 N/A

6 6 3

For TDD, if the UE is not configured with EIMTA-MainConfigServCell-r12 for any serving cell, and if a UE is
configured with one serving cell, or if the UE is configured with more than one serving cell and the TDD UL/DL
configuration of all the configured serving cells is the same,

- For TDD UL/DL configurations 1-6 and normal HARQ operation, the UE shall upon detection of a
PDCCH/EPDCCH with uplink DCI format and/or a PHICH transmission in subframe n intended for the UE,
adjust the corresponding PUSCH transmission in subframe n+k, with k given in Table 8-2, according to the
PDCCH/EPDCCH and PHICH information.

- For TDD UL/DL configuration 0 and normal HARQ operation the UE shall upon detection of a
PDCCH/EPDCCH with uplink DCI format and/or a PHICH transmission in subframe n intended for the UE,
adjust the corresponding PUSCH transmission in subframe n+k if the MSB of the UL index in the
PDCCH/EPDCCH with uplink DCI format is set to 1 or PHICH is received in subframe n=0 or 5 in the resource
corresponding to |p ey =0, as defined in subclause 9.1.2, with k given in Table 8-2. If, for TDD UL/DL

configuration 0 and normal HARQ operation, the LSB of the UL index in the DCI format 0/4 is set to 1 in
subframe n or a PHICH is received in subframe n=0 or 5 in the resource corresponding to lpy ey =1, as defined
in subclause 9.1.2, or PHICH is received in subframe n=1 or 6, the UE shall adjust the corresponding PUSCH
transmission in subframe n+7. If, for TDD UL/DL configuration 0, both the MSB and LSB of the UL index in
the PDCCH/EPDCCH with uplink DCI format are set in subframe n, the UE shall adjust the corresponding
PUSCH transmission in both subframes n+ k and n+7, with k given in Table 8-2.

For TDD, if a UE is configured with more than one serving cell and the TDD UL/DL configuration of at least two
configured serving cells is not the same or if the UE is configured with EIMTA-MainConfigServCell-r12 for at least one
serving cell, or FDD-TDD,

- For a serving cell with an UL-reference UL/DL configurations belonging to {1,2,3,4,5,6} and normal HARQ
operation, the UE shall upon detection of a PDCCH/EPDCCH with uplink DCI format and/or a PHICH
transmission in subframe n intended for the UE, adjust the corresponding PUSCH transmission in subframe n+k
for the serving cell, with k given in Table 8-2, according to the PDCCH/EPDCCH and PHICH information,
where the "TDD UL/DL Configuration" given in Table 8-2 refers to the UL-reference UL/DL configuration.

- For a serving cell with UL-reference UL/DL configuration 0 and normal HARQ operation the UE shall upon
detection of a PDCCH/EPDCCH with uplink DCI format and/or a PHICH transmission in subframe n intended
for the UE, adjust the corresponding PUSCH transmission in subframe n+Kk for the serving cell if the MSB of the
UL index in the PDCCH/EPDCCH with uplink DCI format is set to 1 or PHICH is received in subframe n=0 or
5 in the resource corresponding to pycy =0, as defined in subclause 9.1.2, with K given in Table 8-2. If, for a
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serving cell with UL-reference UL/DL configuration 0 and normal HARQ operation, the LSB of the UL index in
the DCI format 0/4 is set to 1 in subframe n or a PHICH is received in subframe n=0 or 5 in the resource
corresponding to lpycy =1, as defined in subclause 9.1.2, or PHICH is received in subframe n=1 or 6, the UE
shall adjust the corresponding PUSCH transmission in subframe n+7 for the serving cell. If, for a serving cell
with UL-reference UL/DL configuration 0, both the MSB and LSB of the UL index in the PDCCH/EPDCCH
with uplink DCI format are set in subframe n, the UE shall adjust the corresponding PUSCH transmission in
both subframes n+ k and n+7 for the serving cell, with k given in Table 8-2, where the TDD UL/DL
Configuration" given in Table 8-2 refers to the UL-reference UL/DL configuration.

For TDD UL/DL configurations 1 and 6 and subframe bundling operation, the UE shall upon detection of a
PDCCH/EPDCCH with DCI format 0 in subframe n intended for the UE, and/or a PHICH transmission intended for the
UE in subframe n-1 with | given in Table 8-2a, adjust the corresponding first PUSCH transmission in the bundle in
subframe n+k, with k given in Table 8-2, according to the PDCCH/EPDCCH and PHICH information.

For TDD UL/DL configuration 0 and subframe bundling operation, the UE shall upon detection of a PDCCH/EPDCCH
with DCI format 0 in subframe n intended for the UE, and/or a PHICH transmission intended for the UE in subframe n-I
with | given in Table 8-2a, adjust the corresponding first PUSCH transmission in the bundle in subframe n+k, if the
MSB of the UL index in the DCI format 0 is set to 1 or if 1pycy =0, as defined in subclause 9.1.2, with k given in
Table 8-2, according to the PDCCH/EPDCCH and PHICH information. If, for TDD UL/DL configuration 0 and
subframe bundling operation, the LSB of the UL index in the PDCCH/EPDCCH with DCI format 0 is set to 1 in
subframe nor if lpy oy =1, as defined in subclause 9.1.2, the UE shall adjust the corresponding first PUSCH

transmission in the bundle in subframe n+7, according to the PDCCH/EPDCCH and PHICH information.

Table 8-2 k for TDD configurations 0-6

TDD UL/DL subframe number n

Configuration |0 |1 |2 |3 |4|5|6|7 8|9
0 416 416
1 6 4 6 4
2 4 4
3 4 4| 4
4 4 | 4
5 4
6 717 717 5

Table 8-2a | for TDD configurations 0, 1 and 6

TDD UL/DL subframe number n
Configuration |0 |1 |2 |3 |4 |5|6|7 (8|9
0 916 96
1 2 3 2 3
6 5|5 6|6 8

A UE is semi-statically configured via higher layer signalling to transmit PUSCH transmissions signalled via
PDCCH/EPDCCH according to one of two uplink transmission modes, denoted mode 1 - 2.

If a UE is configured by higher layers to decode PDCCHs with the CRC scrambled by the C-RNTI, the UE shall decode
the PDCCH according to the combination defined in Table 8-3 and transmit the corresponding PUSCH. The scrambling
initialization of this PUSCH corresponding to these PDCCHs and the PUSCH retransmission for the same transport
block is by C-RNTI.

If a UE is configured by higher layers to decode EPDCCHs with the CRC scrambled by the C-RNTI, the UE shall
decode the EPDCCH according to the combination defined in Table 8-3A and transmit the corresponding PUSCH. The
scrambling initialization of this PUSCH corresponding to these EPDCCHs and the PUSCH retransmission for the same
transport block is by C-RNTI.

Transmission mode 1 is the default uplink transmission mode for a UE until the UE is assigned an uplink transmission
mode by higher layer signalling.
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When a UE configured in transmission mode 2 receives a DCI Format 0 uplink scheduling grant, it shall assume that the
PUSCH transmission is associated with transport block 1 and that transport block 2 is disabled.

Table 8-3: PDCCH and PUSCH configured by C-RNTI

Transmission DCI format Search Space Transmission scheme of PUSCH
mode P corresponding to PDCCH

Common and .

Mode 1 DCI format 0 UE specific by C-RNTI Single-antenna port, port 10 (see subclause 8.0.1)
Common and

Mode2 | PC!formatl | e specific by C-RNTI

DCI format 4 | UE specific by C-RNTI | Closed-loop spatial multiplexing (see subclause 8.0.2)

Single-antenna port, port 10 (see subclause 8.0.1)

Table 8-3A: EPDCCH and PUSCH configured by C-RNTI

Transmission DCI format Search Space Transmission scheme of PUSCH
mode corresponding to EPDCCH
Mode 1 DCI format 0 | UE specific by C-RNTI | Single-antenna port, port 10 (see subclause 8.0.1)
Mode 2 DCI format 0 | UE spec?f?c by C-RNTI | Single-antenna p_ort, por_t 10 (see subclause 8.0.1)
DCI format 4 | UE specific by C-RNTI | Closed-loop spatial multiplexing (see subclause 8.0.2)

If a UE is configured by higher layers to decode PDCCHs with the CRC scrambled by the C-RNTI and is also
configured to receive random access procedures initiated by "PDCCH orders", the UE shall decode the PDCCH
according to the combination defined in Table 8-4.

If a UE is configured by higher layers to decode EPDCCHs with the CRC scrambled by the C-RNTTI and is also
configured to receive random access procedures initiated by "PDCCH orders", the UE shall decode the EPDCCH
according to the combination defined in Table 8-4A.

Table 8-4: PDCCH configured as "PDCCH order™ to initiate random access procedure

DCI format Search Space
DCI format 1A | Common and
UE specific by C-RNTI

Table 8-4A: EPDCCH configured as "PDCCH order" to initiate random access procedure

DCI format Search Space
DCI format 1A UE specific by C-RNTI

If a UE is configured by higher layers to decode PDCCHs with the CRC scrambled by the SPS C-RNTI, the UE shall
decode the PDCCH according to the combination defined in Table 8-5 and transmit the corresponding PUSCH.

The scrambling initialization of this PUSCH corresponding to these PDCCHs and PUSCH retransmission for the same
transport block is by SPS C-RNTI. The scrambling initialization of initial transmission of this PUSCH without a
corresponding PDCCH and the PUSCH retransmission for the same transport block is by SPS C-RNTL

If a UE is configured by higher layers to decode EPDCCHs with the CRC scrambled by the SPS C-RNTI, the UE shall
decode the EPDCCH according to the combination defined in Table 8-5A and transmit the corresponding PUSCH.

The scrambling initialization of this PUSCH corresponding to these EPDCCHs and PUSCH retransmission for the same
transport block is by SPS C-RNTI. The scrambling initialization of initial transmission of this PUSCH without a
corresponding EPDCCH and the PUSCH retransmission for the same transport block is by SPS C-RNTI.

Table 8-5: PDCCH and PUSCH configured by SPS C-RNTI

Transmission DCI format Search Space Transmission scheme of PUSCH
mode P corresponding to PDCCH
Common and .
Mode 1 DCI format 0 UE specific by C-RNTI Single-antenna port, port 10 (see subclause 8.0.1)
Common and .
Mode 2 DCI format 0 UE specific by C-RNTI Single-antenna port, port 10 (see subclause 8.0.1)
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Table 8-5A: EPDCCH and PUSCH configured by SPS C-RNTI

Transmission DCI format Search Space Transmission scheme of PUSCH
mode corresponding to PDCCH
Mode 1 DCI format 0 | UE specific by C-RNTI | Single-antenna port, port 10 (see subclause 8.0.1)
Mode 2 DCI format 0 | UE specific by C-RNTI | Single-antenna port, port 10 (see subclause 8.0.1)

If a UE is configured by higher layers to decode PDCCHs with the CRC scrambled by the Temporary C-RNTI
regardless of whether UE is configured or not configured to decode PDCCHs with the CRC scrambled by the C-RNTI,
the UE shall decode the PDCCH according to the combination defined in Table 8-6 and transmit the corresponding
PUSCH. The scrambling initialization of PUSCH corresponding to these PDCCH is by Temporary C-RNTIL.

If a Temporary C-RNTI is set by higher layers, the scrambling of PUSCH corresponding to the Random Access
Response Grant in subclause 6.2 and the PUSCH retransmission for the same transport block is by Temporary C-RNTI.
Else, the scrambling of PUSCH corresponding to the Random Access Response Grant in subclause 6.2 and the PUSCH
retransmission for the same transport block is by C-RNTI.

Table 8-6: PDCCH configured by Temporary C-RNTI

DCI format | Search Space
DCl format 0 | Common

If a UE is configured by higher layers to decode PDCCHs with the CRC scrambled by the TPC-PUCCH-RNTI, the UE
shall decode the PDCCH according to the combination defined in table 8-7. The notation 3/3A implies that the UE shall
receive either DCI format 3 or DCI format 3A depending on the configuration.

Table 8-7: PDCCH configured by TPC-PUCCH-RNTI

DCI format Search Space
DCI format 3/3A Common

If a UE is configured by higher layers to decode PDCCHs with the CRC scrambled by the TPC-PUSCH-RNTI, the UE
shall decode the PDCCH according to the combination defined in table 8.8. The notation 3/3A implies that the UE shall
receive either DCI format 3 or DCI format 3A depending on the configuration.

Table 8-8: PDCCH configured by TPC-PUSCH-RNTI

DCI format Search Space
DCI format 3/3A | Common

8.0.1 Single-antenna port scheme

For the single-antenna port transmission schemes (port 10) of the PUSCH, the UE transmission on the PUSCH is
performed according to subclause 5.3.2A.1 of [3].

8.0.2 Closed-loop spatial multiplexing scheme

For the closed-loop spatial multiplexing transmission scheme of the PUSCH, the UE transmission on the PUSCH is
performed according to the applicable number of transmission layers as defined in subclause 5.3.2A.2 of [3].
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8.1 Resource allocation for PDCCH/EPDCCH with uplink DCI
format

Two resource allocation schemes Type 0 and Type 1 are supported for PDCCH/EPDCCH with uplink DCI format.
If the resource allocation type bit is not present in the uplink DCI format, only resource allocation type 0 is supported.

If the resource allocation type bit is present in the uplink DCI format, the selected resource allocation type for a decoded
PDCCH/EPDCCH is indicated by a resource allocation type bit where type 0 is indicated by 0 value and type 1 is
indicated otherwise. The UE shall interpret the resource allocation field depending on the resource allocation type bit in
the PDCCH/EPDCCH with uplink DCI format detected.

8.1.1 Uplink resource allocation type 0

The resource allocation information for uplink resource allocation type 0 indicates to a scheduled UE a set of
contiguously allocated virtual resource block indices denoted by nyyp . A resource allocation field in the scheduling

grant consists of a resource indication value (RIV) corresponding to a starting resource block ( RBgrart ) and a length in

terms of contiguously allocated resource blocks ( Loggs = 1).  The resource indication value is defined by
if (Leggs D <[NUE /2] then
RIV = Ngi (Legps — 1) + RBgparr
else
RIV = N%(N% — Leres +1)+(Nl% —1—=RBgpprr)

8.1.2 Uplink resource allocation type 1

The resource allocation information for uplink resource allocation type 1 indicates to a scheduled UE two sets of
resource blocks with each set including one or more consecutive resource block groups of size P as given in table

UL
logz[(| Nre ;PH n]

The bits from the resource allocation field in the scheduling grant represent r unless the number of bits in the resource
allocation field in the scheduling grant is

7.1.6.1-1 assuming N}%% as the system bandwidth. A combinatorial index r consists of bits.

- smaller than required to fully represent r, in which case the bits in the resource allocation field in the scheduling
grant occupy the LSBs of r and the value of the remaining bits of r shall be assumed to be 0; or

- larger than required to fully represent r, in which case r occupies the LSBs of the resource allocation field in the
scheduling grant.

The combinatorial index r corresponds to a starting and ending RBG index of resource block set 1, Syand s;—1, and

M-1 —S

resource block set 2, S,and S;—1 respectively, where r is given by equation I = Z< _'> defined in subclause
i=0 -

7.2.1 withM=4 and N = ‘ N}% /P ‘ +1. subclause 7.2.1 also defines ordering properties and range of values that ;

(RBG indices) map to. Only a single RBG is allocated for a set at the starting RBG index if the corresponding ending
RBG index equals the starting RBG index.
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8.2 UE sounding procedure

A UE shall transmit Sounding Reference Symbol (SRS) on per serving cell SRS resources based on two trigger types:
- trigger type 0: higher layer signalling
- trigger type 1: DCI formats 0/4/1A for FDD and TDD and DCI formats 2B/2C/2D for TDD.

In case both trigger type 0 and trigger type 1 SRS transmissions would occur in the same subframe in the same serving
cell, the UE shall only transmit the trigger type 1 SRS transmission.

A UE may be configured with SRS parameters for trigger type 0 and trigger type 1 on each serving cell. The following
SRS parameters are serving cell specific and semi-statically configurable by higher layers for trigger type 0 and for

trigger type 1.

e Transmission comb ch , as defined in subclause 5.5.3.2 of [3] for trigger type 0 and each configuration of
trigger type 1

e  Starting physical resource block assignment Nggc , as defined in subclause 5.5.3.2 of [3] for trigger type 0 and
each configuration of trigger type 1

e duration: single or indefinite (until disabled), as defined in [11] for trigger type 0

e srs-Configindex Isgs for SRS periodicity Tg,s and SRS subframe offset T as defined in Table 8.2-1 and

offset »
Table 8.2-2 for trigger type 0 and SRS periodicity T,

srs and SRS subframe offset Tottset.1 » as defined in Table
8.2-4 and Table 8.2-5 trigger type 1

e SRS bandwidth BSRS , as defined in subclause 5.5.3.2 of [3] for trigger type 0 and each configuration of
trigger type 1

e  Frequency hopping bandwidth, b as defined in subclause 5.5.3.2 of [3] for trigger type 0

hop >

e  Cyclic shift n;";S , as defined in subclause 5.5.3.1 of [3] for trigger type 0 and each configuration of trigger
type 1

*  Number of antenna ports N, for trigger type 0 and each configuration of trigger type 1

For trigger type 1 and DCI format 4 three sets of SRS parameters, srs-ConfigApDCI-Format4, are configured by higher
layer signalling. The 2-bit SRS request field [4] in DCI format 4 indicates the SRS parameter set given in Table 8.1-1.
For trigger type 1 and DCI format 0, a single set of SRS parameters, srs-ConfigApDCI-Format0, is configured by
higher layer signalling. For trigger type 1 and DCI formats 1A/2B/2C/2D, a single common set of SRS parameters, Srs-
ConfigApDCI-Formatla2b2c, is configured by higher layer signalling. The SRS request field is 1 bit [4] for DCI
formats 0/1A/2B/2C/2D, with a type 1 SRS triggered if the value of the SRS request field is set to '1".

A 1-bit SRS request field shall be included in DCI formats 0/1A for frame structure type 1 and 0/1A/2B/2C/2D for
frame structure type 2 if the UE is configured with SRS parameters for DCI formats 0/1A/2B/2C/2D by higher-layer
signalling.

Table 8.1-1: SRS request value for trigger type 1 in DCI format 4

\Value of SRS request field Description
'00' No type 1 SRS trigger
'01' The 15 SRS parameter set configured by higher layers
"10' [The 2"¥ SRS parameter set configured by higher layers
11 The 3" SRS parameter set configured by higher layers

The serving cell specific SRS transmission bandwidths C srs are configured by higher layers. The allowable values are

given in subclause 5.5.3.2 of [3].
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The serving cell specific SRS transmission sub-frames are configured by higher layers. The allowable values are given
in subclause 5.5.3.3 of [3].

For a TDD serving cell, SRS transmissions can occur in UpPTS and uplink subframes of the UL/DL configuration
indicated by the higher layer parameter subframeAssignment for the serving cell.

When closed-loop UE transmit antenna selection is enabled for a given serving cell for a UE that supports transmit
antenna selection, the index a(HSRS ), of the UE antenna that transmits the SRS at time nsgs is given by

a(nSRS): Nggs mod2, for both partial and full sounding bandwidth, and when frequency hopping is disabled (i.e.,

bhop 2 BSRS )’
(o) (nSRS JanSRS /2J+,B-Ln5RS /KJ)mod2 when K is even 5 1 whereKmod4 =0
an = P = .
SRS Ngrg mod2 whenK is odd 0 otherwise
when frequency hopping is enabled (i.e., bhop < BSRS ),
Bsrs
where values Bsgs, Bhop, Nb, and Nsgs are given in subclause 5.5.3.2 of [3],and K = H N, (where thop =1
b'=byop

regardless of the N value), except when a single SRS transmission is configured for the UE. If a UE is configured

with more than one serving cell, the UE is not expected to transmit SRS on different antenna ports simultaneously.

A UE may be configured to transmit SRS on N, antenna ports of a serving cell where N, may be configured by
higher layer signalling. For PUSCH transmission mode 1 N, € {0,1,2,4} and for PUSCH transmission mode 2
Np €{0,1,2} with two antenna ports configured for PUSCH and N €{0,1,4} with 4 antenna ports configured for

PUSCH. A UE configured for SRS transmission on multiple antenna ports of a serving cell shall transmit SRS for all
the configured transmit antenna ports within one SC-FDMA symbol of the same subframe of the serving cell.

The SRS transmission bandwidth and starting physical resource block assignment are the same for all the configured
antenna ports of a given serving cell.

A UE not configured with multiple TAGs shall not transmit SRS in a symbol whenever SRS and PUSCH transmissions
happen to overlap in the same symbol.

For TDD serving cell, when one SC-FDMA symbol exists in UpPTS of the given serving cell, it can be used for SRS
transmission. When two SC-FDMA symbols exist in UpPTS of the given serving cell, both can be used for SRS
transmission and for trigger type 0 SRS both can be assigned to the same UE.

If a UE is not configured with multiple TAGs, or if a UE is configured with multiple TAGs and SRS and PUCCH
format 2/2a/2b happen to coincide in the same subframe in the same serving cell,

- The UE shall not transmit type O triggered SRS whenever type 0 triggered SRS and PUCCH format 2/2a/2b
transmissions happen to coincide in the same subframe;

- The UE shall not transmit type 1 triggered SRS whenever type 1 triggered SRS and PUCCH format 2a/2b or
format 2 with HARQ-ACK transmissions happen to coincide in the same subframe;

- The UE shall not transmit PUCCH format 2 without HARQ-ACK whenever type 1 triggered SRS and PUCCH
format 2 without HARQ-ACK transmissions happen to coincide in the same subframe.

If a UE is not configured with multiple TAGs, or if a UE is configured with multiple TAGs and SRS and PUCCH
happen to coincide in the same subframe in the same serving cell,

- The UE shall not transmit SRS whenever SRS transmission and PUCCH transmission carrying HARQ-ACK
and/or positive SR happen to coincide in the same subframe if the parameter ackNackSRS-
SimultaneousTransmission is FALSE;
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- For FDD-TDD and primary cell frame structure 1, the UE shall not transmit SRS in a symbol whenever SRS
transmission and PUCCH transmission carrying HARQ-ACK and/or positive SR using shortened format as
defined in subclauses 5.4.1 and 5.4.2A of [3] happen to overlap in the same symbol if the parameter
ackNackSRS-SimultaneousTransmission is TRUE.

- Unless otherwise prohibited, the UE shall transmit SRS whenever SRS transmission and PUCCH transmission
carrying HARQ-ACK and/or positive SR using shortened format as defined in subclauses 5.4.1 and 5.4.2A of [3]
happen to coincide in the same subframe if the parameter ackNackSRS-SimultaneousTransmission is TRUE.

A UE not configured with multiple TAGs shall not transmit SRS whenever SRS transmission on any serving cells and
PUCCH transmission carrying HARQ-ACK and/or positive SR using normal PUCCH format as defined in subclauses
5.4.1 and 5.4.2A of [3] happen to coincide in the same subframe.

In UpPTS, whenever SRS transmission instance overlaps with the PRACH region for preamble format 4 or exceeds the
range of uplink system bandwidth configured in the serving cell, the UE shall not transmit SRS.

The parameter ackNackSRS-SimultaneousTransmission provided by higher layers determines if a UE is configured to
support the transmission of HARQ-ACK on PUCCH and SRS in one subframe. If it is configured to support the
transmission of HARQ-ACK on PUCCH and SRS in one subframe, then in the cell specific SRS subframes of the
primary cell UE shall transmit HARQ-ACK and SR using the shortened PUCCH format as defined in subclauses 5.4.1
and 5.4.2A of [3], where the HARQ-ACK or the SR symbol corresponding to the SRS location is punctured.

This shortened PUCCH format shall be used in a cell specific SRS subframe of the primary cell even if the UE does not
transmit SRS in that subframe. The cell specific SRS subframes are defined in subclause 5.5.3.3 of [3]. Otherwise, the
UE shall use the normal PUCCH format 1/1a/1b as defined in subclause 5.4.1 of [3] or normal PUCCH format 3 as
defined in subclause 5.4.2A of [3] for the transmission of HARQ-ACK and SR.

Trigger type 0 SRS configuration of a UE in a serving cell for SRS periodicity, Tq,s ,
defined in Table 8.2-1 and Table 8.2-2, for FDD and TDD serving cell, respectively. The periodicity Tg of the SRS
transmission is serving cell specific and is selected from the set {2, 5, 10, 20, 40, 80, 160, 320} ms or subframes.

For the SRS periodicity Ty, of 2 ms in TDD serving cell, two SRS resources are configured in a half frame containing

and SRS subframe offset, T » iS

UL subframe(s) of the given serving cell.

Type 0 triggered SRS transmission instances in a given serving cell for TDD serving cell with Tgo >2 and for FDD

serving cell are the subframes satisfying (10N + Kgpg — Tosreer) MOd T =0, where for FDD K .. = {0,1,,,,,9} is the

subframe index within the frame, for TDD serving cell kSRS is defined in Table 8.2-3. The SRS transmission instances
for TDD serving cell with Tgg =2 are the subframes satisfying (Kqpq — Togreer) mod5=0.

For TDD serving cell, and a UE configured for type 0 triggered SRS transmission in serving cell ¢, and the UE
configured with the parameter EIMTA-MainConfigServCell-r12 for serving cell ¢, if the UE does not detect an UL/DL
configuration indication for radio frame m (as described in section 13.1), the UE shall not transmit trigger type 0 SRS in
a subframe of radio frame m that is indicated by the parameter eimta-HargReferenceConfig-r12 as a downlink subframe
unless the UE transmits PUSCH in the same subframe.

and SRS subframe offset, T

> | offset,l >

of the

Trigger type 1 SRS configuration of a UE in a serving cell for SRS periodicity, TSRS,I ,

is defined in Table 8.2-4 and Table 8.2-5, for FDD and TDD serving cell, respectively. The periodicity TSRS!1

SRS transmission is serving cell specific and is selected from the set {2, 5, 10} ms or subframes.
For the SRS periodicity Tgq, of 2 msin TDD serving cell, two SRS resources are configured in a half frame

containing UL subframe(s) of the given serving cell.

A UE configured for type 1 triggered SRS transmission in serving cell ¢ and not configured with a carrier indicator field
shall transmit SRS on serving cell ¢ upon detection of a positive SRS request in PDCCH/EPDCCH scheduling
PUSCH/PDSCH on serving cell c.

A UE configured for type 1 triggered SRS transmission in serving cell ¢ and configured with a carrier indicator field
shall transmit SRS on serving cell ¢ upon detection of a positive SRS request in PDCCH/EPDCCH scheduling
PUSCH/PDSCH with the value of carrier indicator field corresponding to serving cell c.

A UE configured for type 1 triggered SRS transmission on serving cell ¢ upon detection of a positive SRS request in
subframe n of serving cell ¢ shall commence SRS transmission in the first subframe satisfying n+k,k >4 and
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(10-n¢ +Ksrs — Toffset.,1 ) modTgrg 1 =0 for TDD serving cell ¢ with Tgrg; > 2 and for FDD serving cell ,
(ksrs — Toffset,)) mod5 = 0 for TDD serving cell ¢ with Tgrg | =2

where for FDD serving cell ¢ K, = {0,1,,,,,9} is the subframe index within the frame n; , for TDD serving cell ¢

Keps is defined in Table 8.2-3.

A UE configured for type 1 triggered SRS transmission is not expected to receive type 1 SRS triggering events
associated with different values of trigger type 1 SRS transmission parameters, as configured by higher layer signalling,
for the same subframe and the same serving cell.

For TDD serving cell ¢, and a UE configured with EIMTA-MainConfigServCell-r12 for a serving cell ¢, the UE shall
not transmit SRS in a subframe of a radio frame that is indicated by the corresponding eIMTA-UL/DL-configuration as

a downlink subframe.

A UE shall not transmit SRS whenever SRS and a PUSCH transmission corresponding to a Random Access Response
Grant or a retransmission of the same transport block as part of the contention based random access procedure coincide

in the same subframe.

Table 8.2-1: UE Specific SRS Periodicity T, and Subframe Offset Configuration T,

for trigger type 0, FDD

SRS Configuration Index Isrs | SRS Periodicity T, (ms) | SRS Subframe Offset Totteet
0-1 2 Isrs
2-6 5 Isrs — 2
7-16 10 Isrs — 7

17 — 36 20 Isrs — 17

37 -76 40 Isrs — 37

77 — 156 80 Isrs = 77

157 — 316 160 Isrs — 157

317 — 636 320 Isrs — 317

637 — 1023 reserved reserved
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for trigger type 0, TDD

and Subframe Offset Configuration T .,

SRS Configuration Index | SRS Periodicity | SRS Subframe Offset
Isrs Tsrs (ms) Toffset
0 2 0,1
1 2 0,2
2 2 1,2
3 2 0,3
4 2 1,3
5 2 0,4
6 2 1,4
7 2 2,3
8 2 2,4
9 2 3,
10-14 5 Isks — 10
15-24 10 Isrs — 15
25-44 20 Isrs — 25
45 -84 40 Iskrs — 45
85— 164 80 Isrs — 85
165 — 324 160 Isrs — 165
325 -644 320 Isrs — 325
645 — 1023 reserved reserved
Table 8.2-3: K, for TDD
subframe index n
0 1 2(3|4|5 6
1st symbol 2nd symbol 1st symbol 2nd symbol
of UpPTS of UpPTS of UpPTS of UpPTS
kSRS in case UpPTS 0 1 2134 5 6
length of 2 symbols
kSRS in case UpPTS 1 2134 6
length of 1 symbol

Table 8.2-4: UE Specific SRS Periodicity

TSRS,I

for trigger type 1, FDD

and Subframe Offset Configuration

T

offset,1

SRS Configuration Index | SRS Periodicity | SRS Subframe Offset
Isrs Togs (ms) Toffset,l
0-1 2 Isrs
2-6 5 Isrs — 2
7-16 10 Isrs — 7
17 — 31 reserved reserved
3GPP

Samsung Exhibit 1010, Page 139 of 239
Samsung Electronics Co., Ltd. v. Asus Technology Licensing Inc.

IPR2024-00614



Release 12 140 3GPP TS 36.213 V12.5.0 (2015-03)

Table 8.2-5: UE Specific SRS Periodicity T
for trigger type 1, TDD

and Subframe Offset Configuration Toffset,1

SRS Configuration Index SRS Periodicity | SRS Subframe Offset
Isrs TSRS,l (ms) Toffset,l

reserved reserved
0,2

]

NJISIERISIENISIPS
Al WWIN

3,

10-14 Isrs — 10
15-24 Isrs — 15
25— 31 reserved reserved

O (N[O~ |WIN|=~|O

Sla NN IN NN
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8.3 UE HARQ-ACK procedure

For FDD, and serving cell with frame structure type 1, an HARQ-ACK received on the PHICH assigned to a UE in
subframe i is associated with the PUSCH transmission in subframe i-4.

For FDD-TDD, and serving cell with frame structure type 1, and UE not configured to monitor PDCCH/EPDCCH in
another serving cell with frame structure type 2 for scheduling the serving cell, an HARQ-ACK received on the PHICH
assigned to a UE in subframe i is associated with the PUSCH transmission in subframe i-4.

For FDD-TDD, if a serving cell is a secondary cell with frame structure type 1 and if the UE is configured to monitor
PDCCH/EPDCCH in another serving cell with frame structure type 2 for scheduling the serving cell, then an HARQ-
ACK received on the PHICH assigned to a UE in subframe i is associated with PUSCH transmission on the serving cell
in subframe i-6.

For TDD, if the UE is not configured with EIMTA-MainConfigServCell-r12 for any serving cell and, if a UE is
configured with one serving cell, or if the UE is configured with more than one serving cell and the TDD UL/DL
configuration of all the configured serving cells is the same,

- For frame structure type 2 UL/DL configuration 1-6, an HARQ-ACK received on the PHICH assigned to a UE
in subframe i is associated with the PUSCH transmission in the subframe i-k as indicated by the following Table
8.3-1.

- For frame structure type 2 UL/DL configuration 0, an HARQ-ACK received on the PHICH in the resource
corresponding to |y ey =0, as defined in subclause 9.1.2, assigned to a UE in subframe i is associated with
the PUSCH transmission in the subframe i-k as indicated by the following Table 8.3-1. For frame structure type
2 UL/DL configuration 0, an HARQ-ACK received on the PHICH in the resource corresponding to lppycy =1,

as defined in subclause 9.1.2, assigned to a UE in subframe i is associated with the PUSCH transmission in the
subframe i-6.

For TDD, if a UE is configured with more than one serving cell and the TDD UL/DL configuration of at least two
configured serving cells is not the same, or if the UE is configured with EIMTA-MainConfigServCell-r12 for at least
one serving cell, or FDD-TDD and serving cell is frame structure type 2,

- For serving cell with an UL-reference UL/DL configuration (defined in subclause 8.0) belonging to
{1,2,3,4,5,6}, an HARQ-ACK received on the PHICH assigned to a UE in subframe i is associated with the
PUSCH transmission in the subframe i-K for the serving cell as indicated by the following Table 8.3-1, where
"TDD UL/DL Configuration" in Table 8.3-1 refers to the UL-reference UL/DL Configuration.

- For a serving cell with UL-reference UL/DL configuration 0 (defined in subclause 8.0), an HARQ-ACK
received on the PHICH in the resource corresponding to Ipycy =0, as defined in subclause 9.1.2, assigned to a
UE in subframe i is associated with the PUSCH transmission in the subframe i-K for the serving cell as indicated
by the following Table 8.3-1, where "TDD UL/DL Configuration" in Table 8.3-1 refers to the UL-reference
UL/DL configuration. For a serving cell with UL-reference UL/DL configuration 0, an HARQ-ACK received on
the PHICH in the resource corresponding to |pcy =1, as defined in subclause 9.1.2, assigned to a UE in

subframe i is associated with the PUSCH transmission in the subframe i-6 for the serving cell.

- For FDD-TDD, if a serving cell is a secondary cell with UL-reference UL/DL configuration 0 and if the UE is
configured to monitor PDCCH/EPDCCH in another serving cell with frame structure type 1 for scheduling the
serving cell, for downlink subframe i, if a transport block was transmitted in the associated PUSCH subframe i-6
for the serving cell then PHICH resource corresponding to that transport block is not present in subframe i.
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Table 8.3-1 k for TDD configurations 0-6

TDD UL/DL subframe number i

Configuration |0 |12 |3 [(4|5|/6|7 8|9
0 714 714
1 4 6 4 6
2 6 6
3 6 6|6
4 6|6
5 6
6 6|4 714 6

The physical layer in the UE shall deliver indications to the higher layers as follows:

For FDD, and for TDD with a UE configured with one serving cell, and for TDD with a UE configured with more than
one serving cell and with TDD UL/DL configuration of all configured serving cells the same, and UE is not configured
with EIMTA-MainConfigServCell-r12 for any serving cell, for downlink or special subframe i, if a transport block was
transmitted in the associated PUSCH subframe then:

if ACK is decoded on the PHICH corresponding to that transport block in subframe i, or if that transport block is
disabled by PDCCH/EPDCCH received in downlink or special subframe i, ACK for that transport block shall be
delivered to the higher layers; else NACK for that transport block shall be delivered to the higher layers.

For TDD, if the UE is configured with more than one serving cell, and if at least two serving cells have different UL/DL
configurations, or the UE is configured with EIMTA-MainConfigServCell-r12 for at least one serving cell, or for FDD-
TDD, for downlink or special subframe i, if a transport block was transmitted in the associated PUSCH subframe then:

if ACK is decoded on the PHICH corresponding to that transport block in subframe i, or if that transport block is
disabled by PDCCH/EPDCCH received in downlink or special subframe i, ACK for that transport block shall be
delivered to the higher layers; or

if a PHICH resource corresponding to that transport block is not present in subframe i or if UE is not expected to
receive PHICH corresponding to that transport block in subframe i, ACK for that transport block shall be
delivered to the higher layers.

else NACK for that transport block shall be delivered to the higher layers.
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8.4 UE PUSCH hopping procedure

The UE shall perform PUSCH frequency hopping if the single bit Frequency Hopping (FH) field in a corresponding
PDCCH/EPDCCH with DCI format 0 is set to 1 and the uplink resource block assignment is type 0 otherwise no
PUSCH frequency hopping is performed.

A UE performing PUSCH frequency hopping shall determine its PUSCH Resource Allocation (RA) for the first slot of
a subframe (S1) including the lowest index PRB ( nS;eB (n)) in subframe n from the resource allocation field in the latest

PDCCH/EPDCCH with DCI format 0 for the same transport block. If there is no PDCCH/EPDCCH for the same
transport block, the UE shall determine its hopping type based on

- the hopping information in the most recent semi-persistent scheduling assignment PDCCH/EPDCCH, when
the initial PUSCH for the same transport block is semi-persistently scheduled or

- the random access response grant for the same transport block, when the PUSCH is initiated by the random
access response grant.

The resource allocation field in DCI format 0 excludes either 1 or 2 bits used for hopping information as indicated by
Table 8.4-1 below where the number of PUSCH resource blocks is defined as

N — N;‘BO - (N r mod 2) Type 1 PUSCH hopping
NS =dNgs Type 2N, =1 PUSCH hopping
N — NSE? Type 2 N, >1PUSCH hopping
For type 1 and type 2 PUSCH hopping, I\Nlllg}? = Ngg +1 if Nf{lg is an odd number where Ngg defined in [3].

NHO = NFO in other cases. The size of the resource allocation field in DCI format 0 after excluding either 1 or 2 bits
shallbe y = | log, (Ngs (Ngy +1)/2) | — NyL hop » Where Nut_nop = 1 or 2 bits. The number of contiguous RBs
that can be assigned to a type-1 hopping user is limited to I_Zy /'N lgé J The number of contiguous RBs that can be
assigned to a type-2 hopping user is limited to min ( \_Zy /N ;; J, I_N 1];1[3} SCHy NsbJ ), where the number of sub-bands

N, is given by higher layers.

A UE performing PUSCH frequency hopping shall use one of two possible PUSCH frequency hopping types based on
the hopping information. PUSCH hopping type 1 is described in subclause 8.4.1 and type 2 is described in subclause
8.4.2.

Table 8.4-1: Number of Hopping Bits Nuc_nop vs. System Bandwidth

System BW | #Hopping bits for 2nd slot RA
N gé— (NuL_hop)
6-49 1
50-110 2

The parameter Hopping-mode provided by higher layers determines if PUSCH frequency hopping is "inter-subframe"
or "intra and inter-subframe".
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8.4.1 Type 1 PUSCH hopping

For PUSCH hopping type 1 the hopping bit or bits indicated in Table 8.4-1 determine fipgg (i) as defined in Table 8.4-2.
The lowest index PRB ( n3kg (i) ) of the 1% slot RA in subframe i is defined as Npgg (i) = Apkg (i) + NES /2, where

ngéB (i) = RBgrary » and  RBgrag is obtained from the uplink scheduling grant as in subclause 8.4 and subclause 8.1.

The lowest index PRB (Npgg (i) ) of the 2" slot RA in subframe i is defined as Npgg (i) = Apgg (i) + Ngg /2.

The set of physical resource blocks to be used for PUSCH transmission are L g, contiguously allocated resource
blocks from PRB index ngéB (i) for the 1 slot, and from PRB index Npgg(i) for the 2" slot, respectively, where

Lcrgs 1s obtained from the uplink scheduling grant as in subclause 8.4 and subclause 8.1.

If the Hopping-mode is "inter-subframe", the 1% slot RA is applied to even CURRENT TX NB, and the 2™ slot RA is
applied to odd CURRENT _TX NB, where CURRENT_TX NB is defined in [8].

8.4.2 Type 2 PUSCH hopping

In PUSCH hopping type 2 the set of physical resource blocks to be used for transmission in slot ng is given by the

scheduling grant together with a predefined pattern according to [3] subclause 5.3.4.
If the system frame number is not acquired by the UE yet, the UE shall not transmit PUSCH with type-2 hopping and
Ng, >1 for TDD, where N, is defined in [3].

Table 8.4-2: PDCCH/EPDCCH DCI format 0 hopping bit definition

8.5

System BW | Nymber of | Information in &
UL B o B = nPRB (l)
N rg Hopping bits hopping bits
o4 1 0 (INgse 12 + gty ) Jmoangye
1 Type 2 PUSCH Hopping
00 @N FeSCH 4J +ASg (i)) mod N f55°H
LN PUSCH /4J ~S1 d N PUscH
50 -110 2 01 - RB +nPRB(I) mo RB
10 ON Re e /2J +PoRe (i)) mod N 5>
11 Type 2 PUSCH Hopping

UE Reference Symbol (RS) procedure

If UL sequence-group hopping or sequence hopping is configured in a serving cell, it applies to all Reference Symbols
(SRS, PUSCH and PUCCH RS). If disabling of the sequence-group hopping and sequence hopping is configured for the
UE in the serving cell through the higher-layer parameter Disable-sequence-group-hopping, the sequence-group
hopping and sequence hopping for PUSCH RS are disabled.
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8.6 Modulation order, redundancy version and transport block
size determination

To determine the modulation order, redundancy version and transport block size for the physical uplink shared channel,
the UE shall first

- read the "modulation and coding scheme and redundancy version" field (I, ), and
— check the "CSI request" bit field, and

— compute the total number of allocated PRBs ( N5 ) based on the procedure defined in subclause 8.1, and
— compute the number of coded symbols for control information.

8.6.1 Modulation order and redundancy version determination

For0 < I, <28, the modulation order (Q,, ) is determined as follows:

- If the UE is capable of supporting 64QAM in PUSCH and has not been configured by higher layers to transmit
only QPSK and 16QAM, the modulation order is given by Q, in Table 8.6.1-1.

- If the UE is not capable of supporting 64QAM in PUSCH or has been configured by higher layers to transmit
only QPSK and 16QAM, Q| is first read from Table 8.6.1-1. The modulation order is set to Q. =min(4,Q,,).

- If the parameter ttiBundling provided by higher layers is set to TRUE, then the modulation order is set to
Q,, =2 . Resource allocation size is restricted to Nppp <3 applies in this case if the UE does not indicate
support by higher layers to operate without it.

For29 < ;s <31 the modulation order (Q,, ) is determined as follows:

- if DCI format 0 is used and 1, =29 or, if DCI format 4 is used and only 1 TB is enabled and 1, = 29 for
the enabled TB and the signalled number of transmission layers is 1, and if

the "CSI request"” bit field is 1 bit and the bit is set to trigger an aperiodic report and, Nppp <4 or,

- the "CSI request" bit field is 2 bits and is triggering an aperiodic CSI report for one serving cell according to
Table 7.2.1-1A, and, Nppp <4 or,

- the "CSI request" bit field is 2 bits and is triggering an aperiodic CSI report for more than one serving cell

according to Table 7.2.1-1A and, Nppp <20, or,

- the "CSI request" bit field is 2 bits and is triggering an aperiodic CSI report for one CSI process according to
Table 7.2.1-1Band Nppp <4, or,

- the "CSI request" bit field is 2 bits and is triggering an aperiodic CSI report for more than one CSI process
according to Table 7.2.1-1B and Nppp <20,

then the modulation order is setto Q,, =2.

- Otherwise, the modulation order shall be determined from the DCI transported in the latest PDCCH/EPDCCH
with DCI format 0/4 for the same transport block using 0<1,,.. <28. If there is no PDCCH/EPDCCH with

ves < 28, the modulation order shall be determined from

MCS
DCI format 0/4 for the same transport block using 0 < |

- the most recent semi-persistent scheduling assignment PDCCH/EPDCCH, when the initial PUSCH for the
same transport block is semi-persistently scheduled, or,
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- the random access response grant for the same transport block, when the PUSCH is initiated by the random

access response grant.

The UE shall use |, and Table 8.6.1-1 to determine the redundancy version (IVig) to use in the physical uplink shared

channel.

Table 8.6.1-1: Modulation, TBS index and redundancy version table for PUSCH

MCS Index | Modulation Order | TBS Index Redundancy Version
Ve Q. - I'Vidx
0

OO0 |O DDA (AR BBERBEBRINNINININININININININ

NINININDININDIN R aaaaaaaaa—
o|la|R|D|N|=[S|o|o|x|N|o|o|R|w|v=|o|o|@ (RN |e|o h wiN| = o

WIWINININININININDININDIN|= (2222222 ==
IS0 |p|N|o|a|R|B|N|=[S|o|o|N|o|o|R|w|Nd|a ||| N ||| HWIN = O

reserved

WIN |2 |O|0O|0O|O|O|O|O|O|O|O|0|0|0|0|0|O|O|o|o|o|o|o|o|o|o|o|o|o

8.6.2  Transport block size determination

For0 < 1,5 <28, the UE shall first determine the TBS index ( | ) using I, and Table 8.6.1-1 except if the

transport block is disabled in DCI format 4 as specified below. For a transport block that is not mapped to two-layer
spatial multiplexing, the TBS is determined by the procedure in subclause 7.1.7.2.1. For a transport block that is

mapped to two-layer spatial multiplexing, the TBS is determined by the procedure in subclause 7.17.2.2.

For29 <1 <31,

MCS —

- if DCI format 0 is used and |y;~g =29 or, if DCI format 4 is used and only 1 TB is enabled and ;g =29

for the enabled TB and the number of transmission layers is 1, and if

- the "CSI request” bit field is 1 bit and is set to trigger an aperiodic CSI reportand Nppp <4, or

- the "CSI request" bit field is 2 bits and is triggering an aperiodic CSI report for one serving cell according to

Table 7.2.1-1A,and, Nppg <4 or,

3GPP

Samsung Exhibit 1010, Page 146 of 239
Samsung Electronics Co., Ltd. v. Asus Technology Licensing Inc.

IPR2024-00614



Release 12 147 3GPP TS 36.213 V12.5.0 (2015-03)

- the "CSI request" bit field is 2 bits and is triggering aperiodic CSI report for more than one serving cell
according to Table 7.2.1-1A and, Nppp <20, or,

- the "CSI request" bit field is 2 bits and is triggering an aperiodic CSI report for one CSI process according to
Table 7.2.1-1B and Nppp <4, or,

- the "CSI request" bit field is 2 bits and is triggering an aperiodic CSI report for more than one CSI process
according to Table 7.2.1-1B and, Nppp <20

then there is no transport block for the UL-SCH and only the control information feedback for the current PUSCH
reporting mode is transmitted by the UE.

- Otherwise, the transport block size shall be determined from the initial PDCCH/EPDCCH for the same transport
block using 0< 1, <28. If there is no initial PDCCH/EPDCCH with an uplink DCI format for the same

transport block using 0< | 28, the transport block size shall be determined from

MCS <

- the most recent semi-persistent scheduling assignment PDCCH/EPDCCH, when the initial PUSCH for the
same transport block is semi-persistently scheduled, or,

- the random access response grant for the same transport block, when the PUSCH is initiated by the random
access response grant.
In DCI format 4 a transport block is disabled if either the combination of |, =0 and Npgp >1 or the combination

of lycg =28 and Nppp =1 is signalled, otherwise the transport block is enabled.
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8.6.3 Control information MCS offset determination

Offset values are defined for single codeword PUSCH transmission and multiple codeword PUSCH transmission.
Single codeword PUSCH transmission offsets /3 HARQ-ACK , B R

cal
offset et @and P shall be configured to values

I HARQ-ACK

RI cal .
offset | and |52 respectively.

offset » offset »

according to Table 8.6.3-1,2,3 with the higher layer signalled indexes

, B F;Icset and ﬂ;gét shall be configured to values

0
cQl
offset,MC and Ioffset,MC >

Multiple codeword PUSCH transmission offsets ﬂOTQStQ_ACK

according to Table 8.6.3-1,2,3 with the higher layer signalled indexes |;€S&;€CK , R

respectively.
If the UE is configured with higher layer parameter UplinkPowerControlDedicated-v12x0 for serving cell ¢, and ifa

subframe belongs to uplink power control subframe set 2 as indicated by the higher layer parameter tpc-SubframeSet-
r12, then for that subframe, the UE shall use

. . HARQ-ACK  [RI cql . HARQ-ACK RI cQl
- the hlgher layer indexes Ioffset,setz > offset,set2 and Ioffset,setz n place of I offset > I offset » and I offset
. . . HARQ-ACK RI cql . .
respectively in Tables 8.6.3-1,2,3, to determine ,BoffsetQ » Doiser and ﬂofget respectively for single
codeword PUSCH transmissions, and
. . HARQ-ACK RI caql . HARQ-ACK  [RI
- the hlgher ]ayer indexes Ioffset,MC,setZ s Ioffset,MC,setZ and Ioffset,MC,setZ mn place of Ioffset,MC > I offset,MC and
cQl . . . HARQ-ACK RI cql .
lgietmc  respectively in Tables 8.6.3-1,2,3, to determine [t s Bt @nd Boier respectively for

multiple codeword PUSCH transmissions.

Table 8.6.3-1: Mapping of HARQ-ACK offset values and the index signalled by higher layers

g or Do | B
0 2.000
1 2.500
2 3.125
3 4.000
4 5.000
5 6.250
6 8.000
7 10.000
8 12.625
9 15.875
10 20.000
11 31.000
12 50.000
13 80.000
14 126.000
15 1.0
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Table 8.6.3-2: Mapping of Rl offset values and the index signalled by higher layers

RI

offset OF

IRl

offset,MC

RI
ﬂ offset

0

1.250

RN

1.625

2.000

2.500

3.125

4.000

5.000

6.250

8.000

Ol |l Nl |]W]DN

10.000

-
o

12.625

15.875

12

20.000

13

reserved

14

reserved

15

reserved
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Table 8.6.3-3: Mapping of CQl offset values and the index signalled by higher layers

e oF laterne | Bae
0 reserved
1 reserved
2 1.125
3 1.250
4 1.375
5 1.625
6 1.750
7 2.000
8 2.250
9 2.500
10 2.875
11 3.125
12 3.500
13 4.000
14 5.000
15 6.250
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8.7 UE transmit antenna selection

UE transmit antenna selection is configured by higher layers via parameter ue-TransmitAntennaSelection.
A UE configured with transmit antenna selection for a serving cell is not expected to

e Dbe configured with more than one antenna port for any uplink physical channel or signal for any configured
serving cell, or

e Dbe configured with trigger type 1 SRS transmission on any configured serving cell, or
e be configured with simultaneous PUCCH and PUSCH transmission, or

e be configured with demodulation reference signal for PUSCH with OCC for any configured serving cell (see
[3], subclause 5.5.2.1.1), or

e receive DCI Format 0 indicating uplink resource allocation type 1 for any serving cell.
If UE transmit antenna selection is disabled or not supported by the UE, the UE shall transmit from UE port 0.

If closed-loop UE transmit antenna selection is enabled by higher layers the UE shall perform transmit antenna selection
for PUSCH in response to the most recent command received via DCI Format 0 in subclause 5.3.3.2 of [4].

If a UE is configured with more than one serving cell, the UE may assume the same transmit antenna port value is
indicated in each PDCCH/EPDCCH with DCI format 0 in a given subframe.

If open-loop UE transmit antenna selection is enabled by higher layers, the transmit antenna for PUSCH/SRS to be
selected by the UE is not specified.

9 Physical downlink control channel procedures

If the UE is configured with a SCG, the UE shall apply the procedures described in this clause for both MCG and SCG

- When the procedures are applied for MCG, the terms ‘secondary cell’, ‘secondary cells’ , ‘serving cell’, ‘serving
cells’ in this clause refer to secondary cell, secondary cells, serving cell, serving cells belonging to the MCG
respectively.

- When the procedures are applied for SCG, the terms ‘secondary cell’, ‘secondary cells’, ‘serving cell’, ‘serving
cells’ in this clause refer to secondary cell, secondary cells (not including PSCell), serving cell, serving cells
belonging to the SCG respectively. The term ‘primary cell’ in this clause refers to the PSCell of the SCG.

9.1 UE procedure for determining physical downlink control
channel assignment

9.1.1 PDCCH assignment procedure

The control region of each serving cell consists of a set of CCEs, numbered from 0 to Ncgy —1 according to
subclause 6.8.1 in [3], where Nccg s the total number of CCEs in the control region of subframe K .

The UE shall monitor a set of PDCCH candidates on one or more activated serving cells as configured by higher layer
signalling for control information, where monitoring implies attempting to decode each of the PDCCHs in the set
according to all the monitored DCI formats.

The set of PDCCH candidates to monitor are defined in terms of search spaces, where a search space Sﬁ") at
aggregation level L e {1,2,4,8} is defined by a set of PDCCH candidates. For each serving cell on which PDCCH is
monitored, the CCEs corresponding to PDCCH candidate m of the search space SIEL) are given by

L { (Y +m)ymod|Necpy /L] j+i
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whereY, is defined below, i=0,---,L—1. For the common search space m’=m . For the PDCCH UE specific search
space, for the serving cell on which PDCCH is monitored, if the monitoring UE is configured with carrier indicator field

then m'=m+M ‘Ncy where Nng; is the carrier indicator field value, else if the monitoring UE is not configured

with carrier indicator field then m’=m, where m=0,---,M M 1. MDY s the number of PDCCH candidates to
monitor in the given search space.

Note that the carrier indicator field value is the same as ServCelllndex given in [11].

The UE shall monitor one common search space in every non-DRX subframe at each of the aggregation levels 4 and 8
on the primary cell.

A UE shall monitor common search space on a cell to decode the PDCCHs necessary to receive MBMS on that cell
when configured by higher layers.

If a UE is not configured for EPDCCH monitoring, and if the UE is not configured with a carrier indicator field, then
the UE shall monitor one PDCCH UE-specific search space at each of the aggregation levels 1, 2, 4, 8 on each activated
serving cell in every non-DRX subframe.

If a UE is not configured for EPDCCH monitoring, and if the UE is configured with a carrier indicator field, then the
UE shall monitor one or more UE-specific search spaces at each of the aggregation levels 1, 2, 4, 8 on one or more
activated serving cells as configured by higher layer signalling in every non-DRX subframe.

If a UE is configured for EPDCCH monitoring on a serving cell, and if that serving cell is activated, and if the UE is not
configured with a carrier indicator field, then the UE shall monitor one PDCCH UE-specific search space at each of the
aggregation levels 1, 2, 4, 8 on that serving cell in all non-DRX subframes where EPDCCH is not monitored on that
serving cell.

If a UE is configured for EPDCCH monitoring on a serving cell, and if that serving cell is activated, and if the UE is
configured with a carrier indicator field, then the UE shall monitor one or more PDCCH UE-specific search spaces at
each of the aggregation levels 1, 2, 4, 8 on that serving cell as configured by higher layer signalling in all non-DRX
subframes where EPDCCH is not monitored on that serving cell.

The common and PDCCH UE-specific search spaces on the primary cell may overlap.

A UE configured with the carrier indicator field associated with monitoring PDCCH on serving cell ¢ shall monitor
PDCCH configured with carrier indicator field and with CRC scrambled by C-RNTT in the PDCCH UE specific search
space of serving cell C.

A UE configured with the carrier indicator field associated with monitoring PDCCH on the primary cell shall monitor
PDCCH configured with carrier indicator field and with CRC scrambled by SPS C-RNTT in the PDCCH UE specific
search space of the primary cell.

The UE shall monitor the common search space for PDCCH without carrier indicator field.

For the serving cell on which PDCCH is monitored, if the UE is not configured with a carrier indicator field, it shall
monitor the PDCCH UE specific search space for PDCCH without carrier indicator field, if the UE is configured with a
carrier indicator field it shall monitor the PDCCH UE specific search space for PDCCH with carrier indicator field.

A UE is not expected to monitor the PDCCH of a secondary cell if it is configured to monitor PDCCH with carrier
indicator field corresponding to that secondary cell in another serving cell. For the serving cell on which PDCCH is
monitored, the UE shall monitor PDCCH candidates at least for the same serving cell.

A UE configured to monitor PDCCH candidates with CRC scrambled by C-RNTI or SPS C-RNTI with a common
payload size and with the same first CCE index ngcp (as described in subclause 10.1) but with different sets of DCI

information fields as defined in [4] in the
- common search space
- PDCCH UE specific search space
on the primary cell shall assume that for the PDCCH candidates with CRC scrambled by C-RNTT or SPS C-RNTI,

- if the UE is configured with the carrier indicator field associated with monitoring the PDCCH on the
primary cell, only the PDCCH in the common search space is transmitted by the primary cell;
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- otherwise, only the PDCCH in the UE specific search space is transmitted by the primary cell.

A UE configured to monitor PDCCH candidates in a given serving cell with a given DCI format size with CIF, and
CRC scrambled by C- RNTI, where the PDCCH candidates may have one or more possible values of CIF for the given
DCI format size, shall assume that a PDCCH candidate with the given DCI format size may be transmitted in the given
serving cell in any PDCCH UE specific search space corresponding to any of the possible values of CIF for the given
DCI format size.

The aggregation levels defining the search spaces are listed in Table 9.1.1-1. The DCI formats that the UE shall monitor
depend on the configured transmission mode per each serving cell as defined in subclause 7.1.

Table 9.1.1-1: PDCCH candidates monitored by a UE

Search space S\") Number of PDCCH

Type Aggregation level L | Size [in CCEs] | candidates mM®
6
12
8
16
16
16

UE-specific

Common

oo|h|oo|n|No[=
SIESTNIIN )

For the common search spaces, Y, is set to 0 for the two aggregation levels L=4 and L=38.
For the UE-specific search space SIEL) at aggregation level L, the variable Y, is defined by
Yk == (A'Yk_l )mod D

where Y | =nNgnpy 20, A=39827, D=65537 and K = Lns /ZJ , N is the slot number within a radio frame.

The RNTI value used for Ngyp; is defined in subclause 7.1 in downlink and subclause 8 in uplink.

9.1.2 PHICH assignment procedure

If a UE is not configured with multiple TAGs, or if a UE is configured with multiple TAGs and PUSCH transmissions
scheduled from serving cell Cin subframe n are not scheduled by a Random Access Response Grant corresponding to a
random access preamble transmission for a secondary cell

- For PUSCH transmissions scheduled from serving cell ¢ in subframe n, the UE shall determine the
corresponding PHICH resource of serving cell € in subframe n+Kpycp , where

- Kpuicy 1s always 4 for FDD.

- Kpuicy is 6 for FDD-TDD and serving cell ¢ frame structure type 2 and the PUSCH transmission is for
another serving cell with frame structure type 1.

Kpnich is 4 for FDD-TDD and serving cell ¢ frame structure type land the PUSCH transmission is for a
serving cell with frame structure type 1.

Kppicw 18 given in table 9.1.2-1 for FDD-TDD and serving cell ¢ frame structure type 1 and the PUSCH
transmission is for another serving cell with frame structure type 2.

- For TDD, if the UE is not configured with EIMTA-MainConfigServCell-ri12 for any serving cell and, if the UE is
configured with one serving cell, or if the UE is configured with more than one serving cell and the TDD UL/DL
configuration of all the configured serving cells is the same, for PUSCH transmissions scheduled from serving
cell cin subframe n, the UE shall determine the corresponding PHICH resource of serving cell € in subframe

N+ Kppicy » Where Kppycy 18 given in table 9.1.2-1.

- For TDD, if the UE is configured with more than one serving cell and the TDD UL/DL configuration of at least
two configured serving cells is not the same, or if the UE is configured with EIMTA-MainConfigServCell-r12 for
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at least one serving cell , or for FDD-TDD and serving cell ¢ frame structure type 2, for PUSCH transmissions
scheduled from serving cell cin subframe n, the UE shall determine the corresponding PHICH resource of
serving cell € in subframe N+ Kppy oy » Where Kpycn 18 given in table 9.1.2-1, where the "TDD UL/DL

Configuration" in the rest of this subclause refers to the UL-reference UL/DL configuration (defined in
subclause 8.0) of the serving cell corresponding to the PUSCH transmission.

If a UE is configured with multiple TAGs, for PUSCH transmissions on subframe n for a secondary cell ¢ scheduled
by a Random Access Response grant corresponding to a random access preamble transmission for the secondary cell ¢,

- For TDD, if the UE is configured with more than one serving cell and the TDD UL/DL configuration of at least
two configured serving cells is not the same, or if the UE is configured with EIMTA-MainConfigServCell-r12 for
at least one serving cell, or for FDD-TDD and serving cell ¢ frame structure type 2, the "TDD UL/DL
Configuration" in the rest of this subclause refers to the UL-reference UL/DL configuration (defined in
subclause 8.0) of secondary cell c.

- If the UE is not configured to monitor PDCCH/EPDCCH with carrier indicator field corresponding to secondary
cell ¢ in another serving cell, the UE shall determine the corresponding PHICH resource on the secondary cell
Cc in subframe N+ Kppycy » Where

Kpnich 1s always 4 for FDD and where Kpyy oy 1S given in table 9.1.2-1 for TDD.

Kppicy 18 4 for FDD-TDD and secondary cell C frame structure type 1.

Kppicn 1s given in table 9.1.2-1 for FDD-TDD and secondary cell C frame structure type 2

- Ifthe UE is configured to monitor PDCCH/EPDCCH with carrier indicator field corresponding to secondary cell
¢ in another serving cell Cl, the UE configured with multiple TAGs shall determine the corresponding PHICH

resource on the serving cell Cl in subframe n+Kpy oy , where
Kpnich is always 4 for FDD and where Kpp cy s given in table 9.1.2-1 for TDD.

Kppicy 18 4 for FDD-TDD and primary cell frame structure type 1 and frame structure type 1 for secondary

cell € and serving cell cl

Kphicn  1s given in table 9.1.2-1 for FDD-TDD and serving cell ¢ frame structure type 2

Kppicy 18 6 for FDD-TDD and serving cell ¢ frame structure type 1 and serving cell cl frame structure

type 2
For subframe bundling operation, the corresponding PHICH resource is associated with the last subframe in the bundle.

Table 9.1.2-1: Koy for TDD

TDD UL/DL subframe index n
Configuration |0 |12 |3 [(4|5|6|7 8|9
0 41716 417|6
1 416 416
2 6 6
3 6|66
4 6|6
5 6
6 416]6 417

The PHICH resource is identified by the index pair (N3¢ > Npricyy ) Where ngig & is the PHICH group number and

Npricy is the orthogonal sequence index within the group as defined by:
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group  _ group group
NBHICH _(IPRBiRA+nDMRS)m°dNPHICH *+ Ipnich NpHICH

seq _ L group J PHICH
NeHicH = (Upre ra/NPHICH J+ NDMRrs ) mod 2Ngp
where

*  Npugrs is mapped from the cyclic shift for DMRS field (according to Table 9.1.2-2) in the most recent

PDCCH with uplink DCI format [4] for the transport block(s) associated with the corresponding
PUSCH transmission. Npygg shall be set to zero, if there is no PDCCH with uplink DCI format for

the same transport block, and
e ifthe initial PUSCH for the same transport block is semi-persistently scheduled, or

« if the initial PUSCH for the same transport block is scheduled by the random access response

grant .
« N s the spreading factor size used for PHICH modulation as described in subclause 6.9.1 in

(3]
for thefirst TB of a PUSCH with associated PDCCH or for thecase of
no associated PDCCH when the number of negatively acknowledged

| | Lo&lvg st ﬁlAndex TBs is notequal to the number of TBs indicated in the mostrecent

PRB_RA ™ PDCCH associated with the corresponding PUSCH
| Lo&fv;st ﬁiAndex +1 forasecond TB of a PUSCH with associated PDCCH

where ILOQVE? st R /i\ndex is the lowest PRB index in the first slot of the corresponding PUSCH

transmission

Ny is the number of PHICH groups configured by higher layers as described in subclause 6.9 of
(31,

| {1 for TDD UL/DL configuration 0 with PUSCH transmission in subframen =4 or9
PHICH

" |0 otherwise

Table 9.1.2-2: Mapping between npzs and the cyclic shift for DMRS field
in PDCCH with uplink DCI format in [4]

Cyclic Shift for DMRS Field in PDCCH n
with uplink DCI format in [4] DIIRE
000 0
001
010
011
100
101
110
111

~N|o|jo|h|lwN|—=

9.1.3 Control Format Indicator (CFI) assignment procedure

PHICH duration is signalled by higher layers according to Table 6.9.3-1 in [3]. The duration signalled puts a lower
limit on the size of the control region determined from the control format indicator (CFI). When N RD]I§ >10, if
extended PHICH duration is indicated by higher layers then the UE shall assume that CFI is equal to PHICH duration.
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In subframes indicated by higher layers to decode PMCH, when N % > 10, a UE may assume that CFI is equal to the

value of the higher layer parameter non-MBSFNregionLength [11].

9.14 EPDCCH assignment procedure

For each serving cell, higher layer signalling can configure a UE with one or two EPDCCH-PRB-sets for EPDCCH
monitoring. The PRB-pairs corresponding to an EPDCCH-PRB-set are indicated by higher layers as described in

subclause 9.1.4.4. Each EPDCCH-PRB-set consists of set of ECCEs numbered from 0 to NECCE,p,k — 1 where

NECCE’p’k is the number of ECCEs in EPDCCH-PRB-set P of subframe Kk .Each EPDCCH-PRB-set can be
configured for either localized EPDCCH transmission or distributed EPDCCH transmission.

The UE shall monitor a set of EPDCCH candidates on one or more activated serving cells as configured by higher layer
signalling for control information, where monitoring implies attempting to decode each of the EPDCCHs in the set
according to the monitored DCI formats.

The set of EPDCCH candidates to monitor are defined in terms of EPDCCH UE-specific search spaces.

For each serving cell, the subframes in which the UE monitors EPDCCH UE-specific search spaces are configured by
higher layers.

The UE shall not monitor EPDCCH

- For TDD and normal downlink CP, in special subframes for the special subframe configurations 0 and 5 shown
in Table 4.2-1 of [3].

- For TDD and extended downlink CP, in special subframes for the special subframe configurations 0, 4 and 7
shown in Table 4.2-1 of [3].

- In subframes indicated by higher layers to decode PMCH.

- For TDD and if the UE is configured with different UL/DL configurations for the primary and a secondary cell,
in a downlink subframe on the secondary cell when the same subframe on the primary cell is a special subframe
and the UE is not capable of simultaneous reception and transmission on the primary and secondary cells.

An EPDCCH UE-specific search space ES&L) at aggregation level L e { 1,2,4,8,16,32 } is defined by a set of
EPDCCH candidates.

For an EPDCCH-PRB-set P, the ECCEs corresponding to EPDCCH candidate m of the search space ES&L) are
given by

p

m-N
L% (Yox + {%J +b)mod \_NECCE’p’k / LJ } +i

where
Yo is defined below,
i=0,---,L-1

b= N, if the UE is configured with a carrier indicator field for the serving cell on which EPDCCH is monitored,

otherwise b=0

N is the carrier indicator field value,

m=0,1,..M{" -1,

If the UE is not configured with a carrier indicator field for the serving cell on which EPDCCH is monitored, M ;L) is

the number of EPDCCH candidates to monitor at aggregation level L in EPDCCH-PRB-set P for the serving cell on
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which EPDCCH is monitored, as given in Tables 9.1.4-1a, 9.1.4-1b, 9.1.4-2a, 9.1.4-2b, 9.1.4-3a, 9.1.4-3b, 9.1.4-4a,
9.4.4-4b, 9.1.4-5a, 9.1.4-5b below; otherwise, M :]L) is the number of EPDCCH candidates to monitor at aggregation

level L in EPDCCH-PRB-set P for the serving cell indicated by ng; .

Note that the carrier indicator field value is the same as ServCelllndex given in [11].

A UE is not expected to monitor an EPDCCH candidate, if an ECCE corresponding to that EPDCCH candidate is
mapped to a PRB pair that overlaps in frequency with a transmission of either PBCH or primary or secondary
synchronization signals in the same subframe.

If a UE is configured with two EPDCCH-PRB-sets with the same ng ?CCH value (where ng ?CCH is defined in

subclause 6.10.3A.1 in [3]), if the UE receives an EPDCCH candidate with a given DCI payload size corresponding to
one of the EPDCCH-PRB-sets and mapped only to a given set of REs (as described in subclause 6.8A.5 in [3]), and if
the UE is also configured to monitor an EPDCCH candidate with the same DCI payload size and corresponding to the
other EPDCCH-PRB-set and which is mapped only to the same set of REs, and if the number of the first ECCE of the
received EPDCCH candidate is used for determining PUCCH resource for HARQ-ACK transmission (as described in
subclause 10.1.2 and subclause 10.1.3), the number of the first ECCE shall be determined based on EPDCCH-PRB-set

p=0.
The variable Yok is defined by

You = (A, Yy JmodD

where Yp,f1 =Npyyy 20, Ay =39827, A =39829, D=65537 and k = Lns /ZJ , N, is the slot number within a

radio frame. The RNTI value used for Ny, is defined in subclause 7.1 in downlink and subclause 8 in uplink. The

DCI formats that the UE shall monitor depend on the configured transmission mode per each serving cell as defined in
subclause 7.1.

The aggregation levels defining the search spaces and the number of monitored EPDCCH candidates is given as follows

- For a UE configured with only one EPDCCH-PRB-set for distributed transmission, the aggregation levels
defining the search spaces and the number of monitored EPDCCH candidates are listed in Table 9.1.4-1a, Table
9.1.4-1b.

- For a UE configured with only one EPDCCH-PRB-set for localized transmission, the aggregation levels defining
the search spaces and the number of monitored EPDCCH candidates are listed in Table 9.1.4-2a, Table 9.1.4-2b.

- For a UE configured with two EPDCCH-PRB-sets for distributed transmission, the aggregation levels defining
the search spaces and the number of monitored EPDCCH candidates are listed in Table 9.1.4-3a, 9.1.4-3b.

- For a UE configured with two EPDCCH-PRB-sets for localized transmission, the aggregation levels defining the
search spaces and the number of monitored EPDCCH candidates are listed in Table 9.1.4-4a, 9.4.4-4b.

- For a UE configured with one EPDCCH-PRB-set for distributed transmission, and one EPDCCH-PRB-set for
localized transmission, the aggregation levels defining the search spaces and the number of monitored EPDCCH
candidates are listed in Table 9.1.4-5a, 9.1.4-5b.

If the UE is not configured with a carrier indicator field for the serving cell on which EPDCCH is monitored,

N 113}; =N llgé of the serving cell on which EPDCCH is monitored. If the UE is configured with a carrier indicator field

for the serving cell on which EPDCCH is monitored, N 1?1; = Nl?BL of the serving cell indicated by nc .

For Tables 9.1.4-1a, 9.1.4-1b, 9.1.4-2a, 9.1.4-2b, 9.1.4-3a, 9.1.4-3b, 9.1.4-4a, 9.4.4-4b, 9.1.4-5a, 9.1.4-5b
- Case 1 applies

- for normal subframes and normal downlink CP when DCI formats 2/2A/2B/2C/2D are monitored and
I\Alll{)];“ >25 ,or
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- for special subframes with special subframe configuration 3,4,8 and normal downlink CP when DCI formats
2/2A/2B/2C/2D are monitored and Nllgé >25 ,or

- for normal subframes and normal downlink CP when DCI formats 1A/1B/1D/1/2/2A/2B/2C/2D/0/4/5 are
monitored, and when Ngppecy <104 (Ngppeey  defined in subclause 6.8A.1 in [3]), or

- for special subframes with special subframe configuration 3, 4, 8 and normal downlink CP when DCI formats
1A/1B/1D/1/2A/2/2B/2C/2D/0/4/5 are monitored, and when Ngppecy <104 (Ngppecy defined in subclause

6.8A.1 in [3]);
- Case 2 applies

- for normal subframes and extended downlink CP when DCI formats 1A/1B/1D/1/2A/2/2B/2C/2D/0/4/5 are
monitored or,

- for special subframes with special subframe configuration 1,2,6,7,9 and normal downlink CP when DCI
formats 1A/1B/1D/1/2A/2/2B/2C/2D/0/4/5 are monitored , or

- for special subframes with special subframe configuration 1,2,3,5,6 and extended downlink CP when DCI
formats 1A/1B/1D/1/2A/2/2B/2C/2D/0/4/5 are monitored;

- otherwise

- Case 3 is applied.

N 1?12’: is the number of PRB-pairs constituting EPDCCH-PRB-set P .

Table 9.1.4-1a: EPDCCH candidates monitored by a UE
(One Distributed EPDCCH-PRB-set - Case1, Case 2)

Number of EPDCCH candidates | Number of EPDCCH candidates
N Xp M :)L) for Case 1 M :}L) for Case 2
RB
L=2 | L=4 | L=8 | L=16 | L=32 | L=1 | L=2 | L=4 | L=8 | L=16
2 4 2 1 0 0 4 2 1 0 0
4 8 4 2 1 0 8 4 2 1 0
8 6 4 3 2 1 6 4 3 2 1

Table 9.1.4-1b: EPDCCH candidates monitored by a UE
(One Distributed EPDCCH-PRB-set — Case 3)

Number of EPDCCH candidates
N;Bn M f)“ for Case 3
L=1 | L=2 | L=4 | L=8 | L=16
2 8 4 2 1 0
4 4 5 4 2 1
8 4 4 4 2 2

Table 9.1.4-2a: EPDCCH candidates monitored by a UE
(One Localized EPDCCH-PRB-set - Case1, Case 2)

Number of EPDCCH candidates | Number of EPDCCH candidates
N Xp M f)” for Case 1 M LL) for Case 2
RB
L=2 L=4 L=8 L=16 L=1 L=2 L=4 L=8
2 4 2 1 0 4 2 1 0
4 8 4 2 1 8 4 2 1
8 6 6 2 2 6 6 2 2
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Table 9.1.4-2b: EPDCCH candidates monitored by a UE
(One Localized EPDCCH-PRB-set — Case 3)

Number of EPDCCH candidates
N;Bp M I(DL) for Case 3
L=1 L=2 L=4 L=8
2 8 4 2 1
4 6 6 2 2
8 6 6 2 2

Table 9.1.4-3a: EPDCCH candidates monitored by a UE
(Two Distributed EPDCCH-PRB-sets - Case1, Case 2)

Number of EPDCCH candidates | Number of EPDCCH candidates
N2 | N [M& M ©] for Case 1 [M& M ©] for Case 2
L=2 | L=4 | L=8 | L=16 | L=32 | L=1 | L=2 | L=4 =8 | L=16
2 2 44 | 2,2 1,1 0,0 0,0 4.4 2,2 1,1 0,0 0,0
4 4 33|33 | 1,1 1.1 0,0 33 | 33 | 11 1,1 0,0
8 8 33 | 2.2 1,1 1,1 1,1 3,3 2,2 1,1 1,1 1,1
4 2 5,3 3,2 1,1 1,0 0,0 5,3 3,2 1,1 1,0 0,0
8 2 42 | 4,2 1,1 1,0 1,0 4.2 4,2 1,1 1,0 1,0
8 4 331|122 | 21 1,1 1,0 3,3 2,2 2,1 1,1 1,0
Table 9.1.4-3b: EPDCCH candidates monitored by a UE
(Two Distributed EPDCCH-PRB-sets — Case 3)
Number of EPDCCH candidates
Négl le]_i,’z [|v| ;E), M :)Lz)] for Case 3
L=1 | L=2 | L=4 | L=8 | L=16
2 2 2,2 3,3 2,2 1,1 0,0
4 4 2,2 2,2 2,2 1,1 1,1
8 8 2,2 2,2 2,2 1,1 1,1
4 2 3,1 3,2 3,1 1,1 1,0
8 2 3,1 41 3,1 1,1 1,0
8 4 2,2 2,2 2,2 1,1 1,1
Table 9.1.4-4a: EPDCCH candidates monitored by a UE
(Two Localized EPDCCH-PRB-sets - Case1, Case 2)
Number of EPDCCH candidates | Number of EPDCCH candidates
N égl N];(gz [|\/| éﬁ)’ M LL; ]for Case 1 [M ;ﬁ), M f)Lz)] for Case 2
L=2 L=4 L=8 L=16 L=1 L=2 L=4 =8
2 2 4.4 2,2 1,1 0,0 4.4 2,2 1,1 0,0
4 4 3,3 3,3 1,1 1,1 3,3 3,3 1,1 1,1
8 8 3,3 3,3 1,1 1,1 3,3 3,3 1,1 1,1
4 2 4.3 4.2 1,1 1,0 4.3 4,2 1,1 1,0
8 2 5,2 4,2 1,1 1,0 5,2 4,2 1,1 1,0
8 4 3,3 3,3 1,1 1,1 3,3 3,3 1,1 1,1
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Table 9.1.4-4b: EPDCCH candidates monitored by a UE
(Two Localized EPDCCH-PRB-sets — Case 3)
Number of EPDCCH candidates
N}i(]gl N]fgz [M :ﬁ),l\/l;;)] for Case 3
L=1 L=2 L=4 L=8
2 2 3,3 3,3 1,1 1,1
4 4 3,3 3,3 1,1 1,1
8 8 3,3 3,3 1,1 1,1
4 2 4.2 4.2 1,1 1,1
8 2 4.2 4.2 1,1 1,1
8 4 3,3 3,3 1,1 1,1
Table 9.1.4-5a: EPDCCH candidates monitored by a UE (NOTE)
Number of EPDCCH candidates Number of EPDCCH candidates
N li(gl Nggz [M :)5), M ;E)] for Case 1 [M :ﬁ’, M E?] for Case 2
L=2 | L=4 | L=8 | L=16 | L=32 | L=1 L=2 | L=4 | L=8 L=16
2 2 4.4 2,2 1,1 0,0 0,0 4.4 2,2 1,1 0,0 0,0
4 4 4.2 4.3 0,2 0,1 0,0 4.2 4.3 0,2 0,1 0,0
8 8 4.1 4.2 0,2 0,2 0,1 4.1 4.2 0,2 0,2 0,1
2 4 4,3 24 0,2 0,1 0,0 4,3 24 0,2 0,1 0,0
2 8 4.1 2,2 0,4 0,2 0,1 4.1 2,2 0,4 0,2 0,1
4 2 5,2 4.2 1,1 1,0 0,0 5,2 4.2 1,1 1,0 0,0
4 8 4.1 4.2 0,2 0,2 0,1 4.1 4.2 0,2 0,2 0,1
8 2 5,1 4,2 2,1 1,0 0,0 51 4,2 2,1 1,0 0,0
8 4 6,1 4.2 0,2 0,1 0,0 6,1 4.2 0,2 0,1 0,0
NOTE: One localized EPDCCH-PRB-set and one distributed EPDCCH-PRB-set, - Case1, Case 2;
P, is the identity of the localized EPDCCH-PRB-set,
P, is the identity of the distributed EPDCCH-PRB-set

Table 9.1.4-5b: EPDCCH candidates monitored by a UE (NOTE)

Number of EPDCCH candidates
N 1;(121 N li(]gz [M :;), M f)L;] for Case 3
L=1 L=2 L=4 L=8 L=16
2 2 4.1 4.2 2,2 0,1 0,0
4 4 4.1 4.1 2,2 0,1 0,1
8 8 4,1 4.1 2,2 0,1 0,1
2 4 4.1 4.1 2,2 0,1 0,1
2 8 4.1 4.1 2,2 0,1 0,1
4 2 4.1 4.1 2,2 1,1 0,0
4 8 4.1 4,1 2,2 0,1 0,1
8 2 4.1 4,1 4.1 0,1 0,0
8 4 4.1 4.1 2,2 0,1 0,1
NOTE: One localized EPDCCH-PRB-set and one distributed EPDCCH-PRB-set - Case 3);
P, is the identity of the localized EPDCCH-PRB-set,
P, is the identity of the distributed EPDCCH-PRB-set)

If the UE is not configured with a carrier indicator field, then the UE shall monitor one EPDCCH UE-specific search
space at each of the aggregation levels given by Tables 9.1.4-1a to 9.1.4-5b on each activated serving cell for which it is
configured to monitor EPDCCH.
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If a UE is configured for EPDCCH monitoring, and if the UE is configured with a carrier indicator field, then the UE
shall monitor one or more EPDCCH UE-specific search spaces at each of the aggregation levels given by Tables 9.1.4-
lato 9.1.4-5b on one or more activated serving cells as configured by higher layer signalling.

A UE configured with the carrier indicator field associated with monitoring EPDCCH on serving cell ¢ shall monitor
EPDCCH configured with carrier indicator field and with CRC scrambled by C-RNTI in the EPDCCH UE specific
search space of serving cell C.

A UE configured with the carrier indicator field associated with monitoring EPDCCH on the primary cell shall monitor
EPDCCH configured with carrier indicator field and with CRC scrambled by SPS C-RNTI in the EPDCCH UE specific
search space of the primary cell.

For the serving cell on which EPDCCH is monitored, if the UE is not configured with a carrier indicator field, it shall
monitor the EPDCCH UE specific search space for EPDCCH without carrier indicator field, if the UE is configured
with a carrier indicator field it shall monitor the EPDCCH UE specific search space for EPDCCH with carrier indicator
field.

A UE is not expected to monitor the EPDCCH of a secondary cell if it is configured to monitor EPDCCH with carrier
indicator field corresponding to that secondary cell in another serving cell. For the serving cell on which EPDCCH is
monitored, the UE shall monitor EPDCCH candidates at least for the same serving cell.

A UE configured to monitor EPDCCH candidates in a given serving cell with a given DCI format size with CIF, and
CRC scrambled by C- RNTI, where the EPDCCH candidates may have one or more possible values of CIF for the
given DCI format size, shall assume that an EPDCCH candidate with the given DCI format size may be transmitted in
the given serving cell in any EPDCCH UE specific search space corresponding to any of the possible values of CIF for
the given DCI format size.

For the serving cell on which EPDCCH is monitored, a UE is not required to monitor the EPDCCH in a subframe
which is configured by higher layers to be part of a positioning reference signal occasion if the positioning reference
signal occasion is only configured within MBSFN subframes and the cyclic prefix length used in subframe #0 is normal
cyclic prefix.

A UE may assume the same C.

wit  value (described in subclause 6.10.3A.1 of [3]) is used for antenna ports 107,108

while monitoring an EPDCCH candidate associated with either antenna port 107 or antenna port 108.
A UE may assume the same C,; value (described in subclause 6.10.3A.1 of [3]) is used for antenna ports 109,110

while monitoring an EPDCCH candidate associated with either antenna port 109 or antenna port 110.

9.1.41 EPDCCH starting position

For a given serving cell, if the UE is configured via higher layer signalling to receive PDSCH data transmissions
according to transmission modes 1-9,

- ifthe UE is configured with a higher layer parameter epdcch-StartSymbol-r11,
0 the starting OFDM symbol for EPDCCH given by index |EPDCCHStart in the first slot in a subframe is
determined from the higher layer parameter,
- otherwise
0 the starting OFDM symbol for EPDCCH given by index |EPDCCHStart in the first slot in a subframe is
given by the CFI value in the subframe of the given serving cell when N% >10, and |EPDCCHStaIt

is given by the CFI value+1 in the subframe of the given serving cell when Npy <10

For a given serving cell, if the UE is configured via higher layer signalling to receive PDSCH data transmissions
according to transmission mode 10, for each EPDCCH-PRB-set, the starting OFDM symbol for monitoring EPDCCH
in subframe K is determined from the higher layer parameter pdsch-Start-r1l (defined in subclause 9.1.4.3) as follows

- if the value of the parameter pdsch-Start-r11 belongs to {1,2,3,4},

o | is given by the higher layer parameter pdsch-Start-r1l

!
EPDCCHStart

— otherwise

3GPP

Samsung Exhibit 1010, Page 161 of 239
Samsung Electronics Co., Ltd. v. Asus Technology Licensing Inc.
IPR2024-00614



Release 12 162 3GPP TS 36.213 V12.5.0 (2015-03)

o is given by the CFI value in subframe K of the given serving cell when N% >10, and

'
I EPDCCHstart

"epocchsar 1S given by the CFI value+1 in subframe K of the given serving cell when N RDBL <10

- if subframe K isindicated by the higher layer parameter mbsfn-SubframeConfigList-rl11 (defined in subclause
9.1.4.3), or if subframe K is subframe 1 or 6 for frame structure type 2,

— 1 Al
O leppecrstanr = Min(2, I'eppecpstan )2

— otherwise

o | =1

EPDCCHStart EPDCCHStart *

9.1.4.2 Antenna ports quasi co-location for EPDCCH

For a given serving cell, if the UE is configured via higher layer signalling to receive PDSCH data transmissions
according to transmission modes 1-9, and if the UE is configured to monitor EPDCCH,

- the UE may assume the antenna ports 0 — 3, 107 — 110 of the serving cell are quasi co-located (as defined in [3])
with respect to Doppler shift, Doppler spread, average delay, and delay spread.

For a given serving cell, if the UE is configured via higher layer signalling to receive PDSCH data transmissions
according to transmission mode 10, and if the UE is configured to monitor EPDCCH, for each EPDCCH-PRB-set,

- if the UE is configured by higher layers to decode PDSCH according to quasi co-location Type-A as described in
subclause 7.1.10

- the UE may assume the antenna ports 0 — 3, 107 — 110 of the serving cell are quasi co-located (as defined in
[3]) with respect to Doppler shift, Doppler spread, average delay, and delay spread.

- if the UE is configured by higher layers to decode PDSCH according to quasi co-location Type-B as described in
subclause 7.1.10

- the UE may assume antenna ports 15 — 22 corresponding to the higher layer parameter qcl-CSI-RS-
ConfigNZPId-r11 (defined in subclause 9.1.4.3) and antenna ports 107-110 are quasi co-located (as defined
in [3]) with respect to Doppler shift, Doppler spread, average delay, and delay spread.

9.14.3 Resource mapping parameters for EPDCCH

For a given serving cell, if the UE is configured via higher layer signalling to receive PDSCH data transmissions
according to transmission mode 10, and if the UE is configured to monitor EPDCCH, for each EPDCCH-PRB-set, the
UE shall use the parameter set indicated by the higher layer parameter re-MappingQCL-Configld-r1l for determining
the EPDCCH RE mapping (defined in subclause 6.8A.5 of [3]) and EPDCCH antenna port quasi co-location. The
following parameters for determining EPDCCH RE mapping (as described in subclause 6.8A.5 of [3]) and EPDCCH
antenna port quasi co-location are included in the parameter set:

- crs-PortsCount-r11.

- crs-FregShift-r11.

- mbsfn-SubframeConfigList-r11.
- csi-RS-ConfigZPId-r11.

- pdsch-Start-r11.

- qcl-CSI-RS-ConfigNzZPId-r11.

- csi-RS-ConfigZPld-Second-r12 if the UE is configured with CSI subframe sets CcsLo and Ccsu by the higher
layer parameter csi-SubframePatternConfig-r12 for the serving cell.
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9.14.4 PRB-pair indication for EPDCCH

For a given serving cell, for each EPDCCH-PRB-pair set [, the UE is configured with a higher layer parameter
resourceBlockAssignment-r1l indicating a combinatorial index I corresponding to the PRB index {ki }iN:%p -,
DL . . N o INDE — k. DL . .
(I<k <N ki <k, ) and given by equation  _ z Re ~ %\ where Npgg is the number of PRB pairs
—i

RB > 41 y
" P
izo \NZg

associated with the downlink bandwidth, N, is the number of PRB-pairs constituting EPDCCH-PRB-set [, and is

. X >
configured by the higher layer parameter numberPRBPairs-rl11, and < > = [)’J ¥=Y s the extended binomial
y
0 x<y

P

N DL
coefficient, resulting in unique label I € %0,..., { N F)‘(B -1
RB
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9.2 PDCCH/EPDCCH validation for semi-persistent scheduling

A UE shall validate a Semi-Persistent Scheduling assignment PDCCH only if all the following conditions are met:

- the CRC parity bits obtained for the PDCCH payload are scrambled with the Semi-Persistent Scheduling C-
RNTI

- the new data indicator field is set to '0". In case of DCI formats 2, 2A, 2B, 2C and 2D, the new data indicator
field refers to the one for the enabled transport block.

A UE shall validate a Semi-Persistent Scheduling assignment EPDCCH only if all the following conditions are met:

- the CRC parity bits obtained for the EPDCCH payload are scrambled with the Semi-Persistent Scheduling C-
RNTI

- the new data indicator field is set to '0". In case of DCI formats 2, 2A, 2B, 2C and 2D, the new data indicator
field refers to the one for the enabled transport block.

Validation is achieved if all the fields for the respective used DCI format are set according to Table 9.2-1 or Table 9.2-
1A.

If validation is achieved, the UE shall consider the received DCI information accordingly as a valid semi-persistent
activation or release.

If validation is not achieved, the received DCI format shall be considered by the UE as having been received with a
non-matching CRC.

Table 9.2-1: Special fields for Semi-Persistent Scheduling Activation PDCCH/EPDCCH Validation

DCI format

DCI format 0 DCI format 1/1A 2/2A/2B/2C/2D
TPC command for scheduled PUSCH set to '00' N/A N/A
Cyclic shift DM RS set to '000' N/A N/A
Modulation and codln_g scheme MSB is set to '0' N/A N/A
and redundancy version

FDD: set to '000' FDD: set to '000'
HARQ process number N/A TDD: set to '0000" TDD: set to '0000"
Modulation and coding scheme N/A MSB is set to '0' For the enablgd transp')o'rt block:
MSB is set to '0
Redundancy version N/A set to '00' For the enabled tfan‘sport block:
set to '00

Table 9.2-1A: Special fields for Semi-Persistent Scheduling Release PDCCH/EPDCCH Validation

DCI format 0 DCI format 1A
set to '00'
TPC command for scheduled PUSCH N/A
Cyclic shift DM RS set to 000 N/A
Modulation and codm_g scheme setto '"11111" N/A
and redundancy version
Reso_urce block asmgnmt_ant and Setto all "1's N/A
hopping resource allocation
FDD: set to '000'

HARQ process number N/A TDD: set to '0000"
Modulation and coding scheme N/A setto 11111
Redundancy version N/A set to '00'
Resource block assignment N/A Setto all'1's

For the case that the DCI format indicates a semi-persistent downlink scheduling activation, the TPC command for
PUCCH field shall be used as an index to one of the four PUCCH resource values configured by higher layers, with the
mapping defined in Table 9.2-2
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Table 9.2-2: PUCCH resource value for downlink semi-persistent scheduling

Value of "'TPC command n(.p)
for PUCCH' PUCCH
'00' The first PUCCH resource value configured by the higher layers
'01' The second PUCCH resource value configured by the higher layers|
10" The third PUCCH resource value configured by the higher layers
11" The fourth PUCCH resource value configured by the higher layers

9.3 PDCCH/EPDCCH control information procedure

A UE shall discard the PDCCH/EPDCCH if consistent control information is not detected.

10 Physical uplink control channel procedures

If the UE is configured with a SCG, the UE shall apply the procedures described in this clause for both MCG and SCG

- When the procedures are applied for MCG, the terms ‘secondary cell’, ‘secondary cells’ , ‘serving cell’, ‘serving
cells’ in this clause refer to secondary cell, secondary cells, serving cell, serving cells belonging to the MCG
respectively.

- When the procedures are applied for SCG, the terms ‘secondary cell’, ‘secondary cells’, ‘serving cell’, ‘serving
cells’ in this clause refer to secondary cell, secondary cells (not including PSCell), serving cell, serving cells
belonging to the SCG respectively. The term ‘primary cell’ in this clause refers to the PSCell of the SCG.

10.1 UE procedure for determining physical uplink control
channel assignment

If the UE is configured for a single serving cell and is not configured for simultaneous PUSCH and PUCCH
transmissions, then in subframe N uplink control information (UCI) shall be transmitted

- on PUCCH using format 1/1a/1b/3 or 2/2a/2b if the UE is not transmitting PUSCH

- on PUSCH if the UE is transmitting PUSCH in subframe n unless the PUSCH transmission corresponds to a
Random Access Response Grant or a retransmission of the same transport block as part of the contention based
random access procedure, in which case UCI is not transmitted

If the UE is configured for a single serving cell and simultaneous PUSCH and PUCCH transmission, then in
subframe n UCI shall be transmitted

on PUCCH using format 1/1a/1b/3 if the UCI consists only of HARQ-ACK and/or SR
- on PUCCH using format 2 if the UCI consists only of periodic CSI

- on PUCCH using format 2/2a/2b/3 if the UCI consists of periodic CSI and HARQ-ACK and if the UE is not
transmitting PUSCH

- on PUCCH and PUSCH if the UCI consists of HARQ-ACK/HARQ-ACK+SR/positive SR and
periodic/aperiodic CSI and if the UE is transmitting PUSCH in subframe n, in which case the HARQ-
ACK/HARQ-ACK+SR/positive SR is transmitted on PUCCH using format 1/1a/1b/3 and the periodic/aperiodic
CSI transmitted on PUSCH unless the PUSCH transmission corresponds to a Random Access Response Grant
or a retransmission of the same transport block as part of the contention based random access procedure, in
which case periodic/aperiodic CSI is not transmitted

If the UE is configured with more than one serving cell and is not configured for simultaneous PUSCH and PUCCH
transmission, then in subframe n UCI shall be transmitted

- on PUCCH using format 1/1a/1b/3 or 2/2a/2b if the UE is not transmitting PUSCH
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- on PUSCH of the serving cell given in subclause 7.2.1 if the UCI consists of aperiodic CSI or aperiodic CSI and
HARQ-ACK

- on primary cell PUSCH if the UCI consists of periodic CSI and/or HARQ-ACK and if the UE is transmitting on
the primary cell PUSCH in subframe n unless the primary cell PUSCH transmission corresponds to a Random
Access Response Grant or a retransmission of the same transport block as part of the contention based random
access procedure, in which case UCI is not transmitted

- on PUSCH of the secondary cell with smallest SCelllndex if the UCI consists of periodic CSI and/or HARQ-
ACK and if the UE is not transmitting PUSCH on primary cell but is transmitting PUSCH on at least one
secondary cell

If the UE is configured with more than one serving cell and simultaneous PUSCH and PUCCH transmission, then in
subframe n UCI shall be transmitted

- on PUCCH using format 1/1a/1b/3 if the UCI consists only of HARQ-ACK and/or SR
- on PUCCH using format 2 if the UCI consists only of periodic CSI

- as described in subclause 10.1.1, if the UCI consists of periodic CSI and HARQ-ACK and if the UE is not
transmitting on PUSCH

- on PUCCH and primary cell PUSCH if the UCI consists of HARQ-ACK and periodic CSI and the UE is
transmitting PUSCH on the primary cell, in which case the HARQ-ACK is transmitted on PUCCH using format
1a/1b/3 and the periodic CSI is transmitted on PUSCH unless the primary cell PUSCH transmission
corresponds to a Random Access Response Grant or a retransmission of the same transport block as part of the
contention based random access procedure, in which case periodic CSI is not transmitted

- on PUCCH and PUSCH of the secondary cell with the smallest SCelllndex if the UCI consists of HARQ-ACK
and periodic CSI and if the UE is not transmitting PUSCH on primary cell but is transmitting PUSCH on at
least one secondary cell, in which case, the HARQ-ACK is transmitted on PUCCH using format 1a/1b/3 and the
periodic CSI is transmitted on PUSCH

- on PUCCH and PUSCH if the UCI consists of HARQ-ACK/HARQ-ACK+SR/positive SR and aperiodic CSI in
which case the HARQ-ACK/HARQ-ACK+SR/positive SR is transmitted on PUCCH using format 1/1a/1b/3
and the aperiodic CSI is transmitted on PUSCH of the serving cell given in subclause 7.2.1

If the UE is configured with more than one serving cell, then reporting prioritization and collision handling of periodic
CSI reports of a certain PUCCH reporting type is given in subclause 7.2.2.

A UE transmits PUCCH only on the primary cell.

A UE is configured by higher layers to transmit PUCCH on one antenna port (p = py) or two antenna ports
(P€lPo,P1D)-

For FDD or FDD-TDD and primary cell frame structure 1, with two configured serving cells and PUCCH format 1b
with channel selection or for FDD with two or more configured serving cells and PUCCH format 3,
Nc[ghs_l . .
NHARQ = Z Nreeeived where N Qi is the number of configured cells and N is the number of transport
c=0
blocks or the SPS release PDCCH/EPDCCH, if any, received in subframe N —4 inserving cell C.

For TDD and a UE not configured with the parameter EIMTA-MainConfigServCell-r12 for any serving cell, if a UE is
configured with one serving cell, or the UE is configured with more than one serving cell and the UL/DL configurations
of all serving cells are the same, then

- For TDD with two configured serving cells and PUCCH format 1b with channel selection and a subframe n with
Nc[;hs_l .
M = 1, or for TDD UL/DL configuration 0 and PUCCH format 3, nyxgq = Z Z N sz’x(::ewed . where
c=0 keK
N Iffccewed is the number of transport blocks or the SPS release PDCCH/EPDCCH, if any, received in subframe

N—K inserving cell C,where k € K, and M is the number of elements in K.
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- For TDD UL/DL configurations 1-6 and PUCCH format 3, or for TDD with two configured serving cells and
PUCCH format 1b with channel selection and M = 2,

Nc[;hs_l
. DL . DL . .
NHARQ = Z ((\/]B{“Lc _UDAI,c)m0d4)' nick 4 ZNﬁfffwed where V), . isthe Vi inservingcell C,
c=0 keK

U parc isthe U par inserving cell C, and nCACK is the number of HARQ-ACK bits corresponding to the
configured DL transmission mode on serving cell C. In case spatial HARQ-ACK bundling is applied,
N2 =1 and N E?Md is the number of PDCCH/EPDCCH or PDSCH without a corresponding

PDCCH/EPDCCH received in subframe N—K and serving cellC, where k € K and M is the number of

received

elements in K. In case spatial HARQ-ACK bundling is not applied, N kc isthe number of transport blocks
received or the SPS release PDCCH/EPDCCH received in subframe N—K in serving cell C, where k € K
and M is the number of elements in K. V];)ALL . =0 if no transport block or SPS release PDCCH/EPDCCH is

detected in subframe(s) N—K inserving cell C, where k e K .

- For TDD with two configured serving cells and PUCCH format 1b with channel selection and M =3 or 4,

Narg = 2 if UE receives PDSCH or PDCCH/EPDCCH indicating downlink SPS release only on one serving

cell within subframes N—K ,where k € K ;otherwise Nyj,po = 4.

For TDD if the UE is configured with more than one serving cell and if at least two serving cells have different UL/DL
configurations, or if the UE is configured with the parameter EIMTA-MainConfigServCell-r12 for at least one serving
cell, or for FDD-TDD and primary cell frame structure 2, then

- For PUCCH format 3, or for two configured serving cells and PUCCH format 1b with channel selection and
M <2 (defined in subclause 10.1.3.2.1 for TDD and subclause 10.1.3A for FDD-TDD),
NSh-1

cells™
’ DL . DL . .
NHARQ = Z ((\/]E{“I c —UDALC)mod4). nick 4 Z Nﬁf?wed where V), . isthe Vi inservingcell C,
c=0 keK

Upare isthe Up,, inservingcell C,and NS is the number of HARQ-ACK bits corresponding to the
configured DL transmission mode on serving cell C. In case spatial HARQ-ACK bundling is applied,
n2“ =1 and N Eccemd is the number of PDCCH/EPDCCH or PDSCH without a corresponding

PDCCH/EPDCCH received in subframe N—K and serving cellC, where k e K and K = K, (defined in
subclause 7.3.2.2 for TDD and subclause 7.3.4 for FDD-TDD). In case spatial HARQ-ACK bundling is not
applied, N E?md is the number of transport blocks received or the SPS release PDCCH/EPDCCH received in

subframe N—K inservingcell C,where ke K and K = K, (defined in subclause 7.3.2.2 for TDD and
subclause 7.3.4 for FDD-TDD). VDI?ALL . =0 if no transport block or SPS release PDCCH/EPDCCH is detected
in subframe(s) N—K inservingcell C, where ke K and K = K (defined in subclause 7.3.2.2 for TDD and
subclause 7.3.4 for FDD-TDD). For a serving cell C, set VDiLLC =U, AL c if the DL-reference UL/DL
configuration (defined in subclause 10.2) for serving cell C is TDD UL/DL configuration 0,

- For two configured serving cells and PUCCH format 1b with channel selection and M = 3 or 4 (defined in
subclause 10.1.3.2.1 for TDD and subclause 10.1.3A for FDD-TDD), Ny,po = 2 if UE receives PDSCH or

PDCCH/EPDCCH indicating downlink SPS release only on one serving cell within subframes N —K ,where
keK and K =K, (defined in subclause 7.3.2.2 for TDD and subclause 7.3.4 for FDD-TDD); otherwise

n 4.

HARQ —

Throughout the following subclauses, subframes are numbered in monotonically increasing order; if the last subframe
of a radio frame is denoted as K , the first subframe of the next radio frame is denoted as k +1.

Throughout the following subclauses, if the UE is configured with higher layer parameter Nn1PUCCH-AN-r11 then
NI%CCH is given by Nn1IPUCCH-AN-r11, else Nl(,BCCH is given by higher layer parameter N1PUCCH-AN .
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10.1.1  PUCCH format information

Using the PUCCH formats defined in subclause 5.4.1 and 5.4.2 in [3], the following combinations of UCI on PUCCH
are supported:

- Format la for 1-bit HARQ-ACK or in case of FDD or FDD-TDD primary cell frame structure type 1 for 1-bit
HARQ-ACK with positive SR.

- Format 1b for 2-bit HARQ-ACK or for 2-bit HARQ-ACK with positive SR.

- Format 1b for up to 4-bit HARQ-ACK with channel selection when the UE is configured with more than one
serving cell or, in the case of TDD, when the UE is configured with a single serving cell.

- Format 1 for positive SR.

- Format 2 for a CSI report when not multiplexed with HARQ-ACK.

- Format 2a for a CSI report multiplexed with 1-bit HARQ-ACK for normal cyclic prefix.
- Format 2b for a CSI report multiplexed with 2-bit HARQ-ACK for normal cyclic prefix.
- Format 2 for a CSI report multiplexed with HARQ-ACK for extended cyclic prefix.

- Format 3 for up to 10-bit HARQ-ACK for FDD or FDD-TDD primary cell frame structure type 1 and for up to
20-bit HARQ-ACK for TDD and for up to 21 bit HARQ-ACK for FDD-TDD primary cell frame structure type
2.

- Format 3 for up to 11-bit corresponding to 10-bit HARQ-ACK and 1-bit positive/negative SR for FDD or FDD-
TDD and for up to 21-bit corresponding to 20-bit HARQ-ACK and 1-bit positive/negative SR for TDD and for
up to 22-bit corresponding to 21-bit HARQ-ACK and 1-bit positive/negative SR for FDD-TDD primary cell
frame structure type 2.

- Format 3 for HARQ-ACK, 1-bit positive/negative SR (if any) and a CSI report for one serving cell.

For a UE configured with PUCCH format 3 and HARQ-ACK transmission on PUSCH or using PUCCH format 3, or
for a UE configured with two serving cells and PUCCH format 1b with channel selection and HARQ-ACK
transmission on PUSCH, or for UE configured with one serving cell and PUCCH format 1b with channel selection
according to Tables 10.1.3-5, 10.1.3-6, 10.1.3-7 and HARQ-ACK transmission on PUSCH:

- if the configured downlink transmission mode for a serving cell supports up to 2 transport blocks and only one
transport block is received in a subframe, the UE shall generate a NACK for the other transport block if spatial
HARQ-ACK bundling is not applied.

- if neither PDSCH nor PDCCH/EPDCCH indicating downlink SPS release is detected in a subframe for a serving
cell, the UE shall generate two NACKs when the configured downlink transmission mode supports up to 2
transport blocks and the UE shall generate a single NACK when the configured downlink transmission mode
supports a single transport block.

The scrambling initialization of PUCCH format 2, 2a, 2b and 3 is by C-RNTI.

For a UE that is configured with a single serving cell and is not configured with PUCCH format 3, in case of collision
between a periodic CSI report and an HARQ-ACK in a same subframe without PUSCH, the periodic CSI report is
multiplexed with HARQ-ACK on PUCCH if the parameter simultaneousAckNackAndCQI provided by higher layers is
set TRUE, otherwise the CSI is dropped.

For TDD and for a UE that is configured with a single serving cell and with PUCCH format 3, in case of collision
between a periodic CSI report and an HARQ-ACK in a same subframe without PUSCH, if the parameter
simultaneousAckNackAndCQI provided by higher layers is set TRUE or if the parameter simultaneousAckNackAndCQI-
Format3-r1l provided by higher layers is set TRUE, the periodic CSI report is multiplexed with HARQ-ACK or
dropped as described in subclause 7.3, otherwise the CSI is dropped.

For FDD or for FDD-TDD and primary cell frame structure type 1 and for a UE that is configured with more than one
serving cell, in case of collision between a periodic CSI report and an HARQ-ACK in a same subframe without
PUSCH,
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- if the parameter simultaneousAckNackAndCQI provided by higher layers is set TRUE and if the HARQ-ACK
corresponds to a PDSCH transmission or PDCCH/EPDCCH indicating downlink SPS release only on the
primary cell,

then the periodic CSI report is multiplexed with HARQ-ACK on PUCCH using PUCCH format 2/2a/2b

- else if the UE is configured with PUCCH format 3 and if the parameter simultaneousAckNackAndCQI-Format3-
r1l provided by higher layers is set TRUE, and if PUCCH resource is determined according to subclause
10.1.2.2.2, and

- if the total number of bits in the subframe corresponding to HARQ-ACKSs, SR (if any), and the CSI is not
larger than 22 or

- if the total number of bits in the subframe corresponding to spatially bundled HARQ-ACKs, SR (if any), and
the CSI is not larger than 22

then the periodic CSI report is multiplexed with HARQ-ACK on PUCCH using the determined PUCCH
format 3 resource according to [4]

- otherwise,
CSI is dropped.

For TDD or for FDD-TDD and primary cell frame structure type 2 and for a UE that is configured with more than one
serving cell, in case of collision between a periodic CSI report and an HARQ-ACK in a same subframe without
PUSCH, if the parameter simultaneousAckNackAndCQI provided by higher layers is set TRUE or if the parameter
simultaneousAckNackAndCQIl-Format3-r11 provided by higher layers is set TRUE, the periodic CSI report is
multiplexed with HARQ-ACK or dropped as described in subclause 7.3, otherwise the CSI is dropped.

In case of collision between a periodic CSI report and an HARQ-ACK in a same subframe with PUSCH, the periodic
CSI is multiplexed with the HARQ-ACK in the PUSCH transmission in that subframe if the UE is not configured by
higher layers for simultaneous PUCCH and PUSCH transmissions. Otherwise, if the UE is configured by higher layers
for simultaneous PUCCH and PUSCH transmissions, the HARQ-ACK is transmitted in the PUCCH and the periodic
CSl is transmitted in the PUSCH.

If each of the serving cells configured for the UE has frame structure type 1, UE procedures for HARQ-ACK feedback
are given in subclause 10.1.2.

If each of the serving cells configured for the UE has frame structure type 2, UE procedures for HARQ-ACK feedback
are given in subclause 10.1.3.

If the UE is configured for more than one serving cell, and if the frame structure type of any two configured serving
cells is different, and if the primary cell is frame structure type 1, UE procedure for HARQ-ACK feedback is given in
subclause 10.1.2A.

If the UE is configured for more than one serving cell, and if the frame structure type of any two configured serving
cells is different, and if the primary cell is frame structure type 2, UE procedure for HARQ-ACK feedback is given in
subclause 10.1.3A.

10.1.2 FDD HARQ-ACK feedback procedures

For FDD and for a UE transmitting HARQ-ACK using PUCCH format 1b with channel selection or PUCCH format 3,
the UE shall determine the number of HARQ-ACK bits, 0, based on the number of configured serving cells and the
downlink transmission modes configured for each serving cell. The UE shall use two HARQ-ACK bits for a serving
cell configured with a downlink transmission mode that support up to two transport blocks; and one HARQ-ACK bit
otherwise.

A UE that supports aggregating at most 2 serving cells with frame structure type 1 shall use PUCCH format 1b with
channel selection for transmission of HARQ-ACK when configured with more than one serving cell with frame
structure type 1.

A UE that supports aggregating more than 2 serving cells with frame structure type 1 is configured by higher layers to
use either PUCCH format 1b with channel selection or PUCCH format 3 for transmission of HARQ-ACK when
configured with more than one serving cell with frame structure type 1.
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The FDD HARQ-ACK feedback procedure for one configured serving cell is given in subclause 10.1.2.1 and
procedures for more than one configured serving cell are given in subclause 10.1.2.2.

10.1.21 FDD HARQ-ACK procedure for one configured serving cell

HARQ-ACK transmission on two antenna ports (P €[pg, p;]) is supported for PUCCH format la/1b.

For FDD and one configured serving cell, the UE shall use PUCCH resource n](,‘If:)CH for transmission of HARQ-ACK
in subframe n for P mapped to antenna port p for PUCCH format 1a/1b [3], where

- for a PDSCH transmission indicated by the detection of a corresponding PDCCH in subframe n—4 , or fora
PDCCH indicating downlink SPS release (defined in subclause 9.2) in subframe n—4 , the UE shall use

nfflﬁgH =Neeg + N;BCCH for antenna port p,, where N is the number of the first CCE (i.e. lowest CCE

index used to construct the PDCCH) used for transmission of the corresponding DCI assignment and N;{}CCH
is configured by higher layers. For two antenna port transmission the PUCCH resource for antenna port p, is

. ap) QY]
given by Npjecy = Necg + 1+ NPUCCH .

- for a PDSCH transmission on the primary cell where there is not a corresponding PDCCH/EPDCCH detected in
subframe n-—4, the value of nf,t@cﬁ is determined according to higher layer configuration and Table 9.2-2.
For a UE configured for two antenna port transmission, a PUCCH resource value in Table 9.2-2 maps to two
PUCCH resources with the first PUCCH resource nf}fé@l{ for antenna port p, and the second PUCCH

resource or anténna po , O CI'WiSC, c resource value maps to asin (&
NP, for antenna port py, oth the PUCCH lue maps t gle PUCCH

(1,By)
resource Npjccy for antenna port p.

- for a PDSCH transmission indicated by the detection of a corresponding EPDCCH in subframe n—-4 , or for
an EPDCCH indicating downlink SPS release (defined in subclause 9.2) in subframe n—4 , the UE shall use
o if EPDCCH-PRB-set (is configured for distributed transmission

(ILBy) (el)
Npicen = nECCE,q + AARo + NPUCCH,q

o if EPDCCH-PRB-set qis configured for localized transmission

= n
(1,Fy) _ | ''ECCEq ECCE.q ' (el)
Npocen = L N ECCEq J -N RB A jpo + NPUCCH,q
RB

for antenna port p,, where Ngecg, is the number of the first ECCE (i.e. lowest ECCE index used to
construct the EPDCCH) used for transmission of the corresponding DCI assignment in EPDCCH-PRB-set q,
A \ro is determined from the HARQ-ACK resource offset field in the DCI format of the corresponding

EPDCCH as given in Table 10.1.2.1-1, N l()eL})CCH,q for EPDCCH-PRB-set ( is configured by the higher layer

parameter pucch-ResourceStartOffset-ril, N FEBC &4 for EPDCCH-PRB-set g is given in subclause 6.8A.1 in

[3], N'is determined from the antenna port used for localized EPDCCH transmission which is described in
subclause 6.8A.5 in [3]. For two antenna port transmission the PUCCH resource for antenna port p, is given
by

o if EPDCCH-PRB-set qis configured for distributed transmission

aLp  _ (el)
nPUClCH - nECCE,q +1+ AARO +N PUCCH,q

o if EPDCCH-PRB-set qis configured for localized transmission

< n

Lp)  _ ECCEq ECCE,q ' (el)

Npicen = { N ECCE. J N RB +1+N'+A oo + N PUCCH,q
RB
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Table 10.1.2.1-1: Mapping of ACK/NACK Resource offset Field
in DCI format 1A/1B/1D/1/2A/2/2B/2C/2D to A ,., values
ACK/NACK Resource offset field A
in DCI format 1A/1B/1D/1/2A/2/2B/2C/2D | ~ARO
0 0
1 -1
2 -2
3 2
10.1.2.2 FDD HARQ-ACK procedures for more than one configured serving cell

The FDD HARQ-ACK feedback procedures for more than one configured serving cell are either based on a PUCCH
format 1b with channel selection HARQ-ACK procedure as described in subclause 10.1.2.2.1 or a PUCCH format 3
HARQ-ACK procedure as described in subclause 10.1.2.2.2.

HARQ-ACK transmission on two antenna ports (P €[pg, p;]) is supported for PUCCH format 3.

HARQ-ACK transmission on two antenna ports (P €[ Py, p;]) is supported for PUCCH format 1b with channel
selection and FDD with two configured serving cells.

10.1.2.2.1 PUCCH format 1b with channel selection HARQ-ACK procedure

For two configured serving cells and PUCCH format 1b with channel selection, the UE shall transmit p(o)h(1) on

PUCCH resource nf,{;@cﬂ for P mapped to antenna port p using PUCCH format 1b where

nf,‘UE“C)H nI(,IL)ICCH for antenna port P, where “%CCH is selected from A PUCCH resources,
nl(,ll}CCH jwhere 0< j<A-1 and Ae{23,4}, according to Table 10.1.2.2.1-3, Table 10.1.2.2.1-4, Table

10.1.2.2.1-5 in subframe n. HARQ-ACK(j) denotes the ACK/NACK/DTX response for a transport block or
SPS release PDCCH/EPDCCH associated with serving cell ¢, where the transport block and serving cell for
HARQ-ACK(j) and A PUCCH resources are given by Table 10.1.2.2.1-1.

(1,5)
Npuccu
higher layers where 0< j< A—1 and A€ {2,3,4}, according to Table 10.1.2.2.1-3, Table 10.1.2.2.1-4, Table

for antenna port p, , where nf,UCCH is selected from A PUCCH resources, nPUCCH j configured by

n(l P

PUCCHi in subframe n, when

10.1.2.2.1-5 by replacing ng’l)JCCH with n{,UCCH and replacing nPUCCH i with
the UE is configured with two antenna port transmission for PUCCH format 1b with channel selection.
A UE configured with a transmission mode that supports up to two transport blocks on serving cell, C, shall use the

same HARQ-ACK response for both the transport blocks in response to a PDSCH transmission with a single transport
block or a PDCCH/EPDCCH indicating downlink SPS release associated with the serving cell c.

Table 10.1.2.2.1-1: Mapping of Transport Block and Serving Cell to HARQ-ACK(j)
for PUCCH format 1b HARQ-ACK channel selection

A HARQ-ACK(j)
HARQ-ACK(0) HARQ-ACK(1) HARQ-ACK(2) HARQ-ACK(3)
2 | TB1 Primary cell | TB1 Secondary cell NA NA
3 | TB1 Serving cell1 | TB2 Serving cell1 TB1 Serving cell2 NA
4 | TB1 Primary cell TB2 Primary cell TB1 Secondary cell | TB2 Secondary cell
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The UE shall determine the A PUCCH resources, n](,BCCHW j associated with HARQ-ACK(j) where 0< j<A-1 in
Table 10.1.2.2.1-1, according to
- for a PDSCH transmission indicated by the detection of a corresponding PDCCH in subframe n—4 on the
primary cell, or for a PDCCH indicating downlink SPS release (defined in subclause 9.2) in subframe n—4 on
the primary cell, the PUCCH resource is nf}&CCH’ i =Nece + N ;BCCH , and for transmission mode that supports

up to two transport blocks, the PUCCH resource nf,@CCH, j+1 s given by I’]l(,l[)JCCH’ j+1 = Nece + 1+ NI(JBCCH

where Ny is the number of the first CCE used for transmission of the corresponding PDCCH and NI(,BCCH

is configured by higher layers.

- for a PDSCH transmission on the primary cell where there is not a corresponding PDCCH/EPDCCH detected in

subframe n-4, the value of nl()]l)jCCH, j is determined according to higher layer configuration and Table 9.2-2.

For transmission mode that supports up to two transport blocks, the PUCCH resource nl‘}[}CCH, j+1 s given by

n® — 0

PUCCH, j+1 pucch,j T 1

- for a PDSCH transmission indicated by the detection of a corresponding PDCCH/EPDCCH in subframe n—4
on the secondary cell, the value of nf}I}CCH, s and the value of n{,‘[}CCH, j+1 for the transmission mode that

supports up to two transport blocks is determined according to higher layer configuration and Table
10.1.2.2.1-2. The TPC field in the DCI format of the corresponding PDCCH/EPDCCH shall be used to
determine the PUCCH resource values from one of the four resource values configured by higher layers, with
the mapping defined in Table 10.1.2.2.1-2. For a UE configured for a transmission mode that supports up to two
transport blocks a PUCCH resource value in Table 10.1.2.2.1-2 maps to two PUCCH resources

( n{}&CCHJ , I‘ll(,IL)JCCH’j .1) » otherwise, the PUCCH resource value maps to a single PUCCH resource nS&CCH’ -

- for a PDSCH transmission indicated by the detection of a corresponding EPDCCH in subframe n—4 on the
primary cell, or for an EPDCCH indicating downlink SPS release (defined in subclause 9.2) in subframe n—4
on the primary cell, the PUCCH resource is given by

- if EPDCCH-PRB-set ¢ is configured for distributed transmission

nw

(el)
PUCCH, j +A +N

= Ngccpg ARO PUCCH,q

- if EPDCCH-PRB-set qis configured for localized transmission

n

) _ ECCEq ECCEq ' (e

Npucenj = L N ECCEq J N +N'+A po +N PUCCH,q
RB

where Ngecp, is the number of the first ECCE (i.e. lowest ECCE index used to construct the EPDCCH) used

for transmission of the corresponding DCI assignment in EPDCCH-PRB-set ¢, A, is determined from the
HARQ-ACK resource offset field in the DCI format of the corresponding EPDCCH as given in Table 10.1.2.1-
1, N l()eL}éCH,q for EPDCCH-PRB-set q is configured by the higher layer parameter pucch-ResourceStartOffset-

ri1, N FI{Eé: &4 for EPDCCH-PRB-set qis given in subclause 6.8A.1 in [3], N'is determined from the antenna
port used for localized EPDCCH transmission which is described in subclause 6.8A.5 in [3].

For transmission mode that supports up to two transport blocks, the PUCCH resource n,‘)&CCH, j+1 18 given by
- if EPDCCH-PRB-set (is configured for distributed transmission
) — (el)
Npuccrjn = Mecceq T 1+ Aaro + Npvecig

- if EPDCCH-PRB-set qis configured for localized transmission
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Table 10.1.2.2.1-2: PUCCH Resource Value for HARQ-ACK Resource for PUCCH

= ?L;I';Sccgmmand nlgll)JCCH,j or (nI(’II}CCH,j > nI(’II}CCH,jJrl)
'00' [The 1st PUCCH resource value configured by the higher layers|
'01' [The 2" PUCCH resource value configured by the higher layers
'10' The 39 PUCCH resource value configured by the higher layers
11’ [The 4" PUCCH resource value configured by the higher layers
NOTE: (n,EBCCHJ , nl()IL)ICCH,jH) are determined from the first and second PUCCH
resource lists configured by n1PUCCH-AN-CS-List-r10 in [11], respectively.

Table 10.1.2.2.1-3: Transmission of Format 1b HARQ-ACK channel selection for A=2

HARQ-ACK(0) | HARQ-ACK(1) | N{J.py | B(OD(D)
ACK ACK et | 11
ACK NACKIDTX | nfliccro | 1.1

NACK/DTX ACK nSocoms | 0.0
NACK NACKIDTX | nSccpo | 0.0
DTX NACK/DTX No Transmission

Table 10.1.2.2.1-4: Transmission of Format 1b HARQ-ACK channel selection for A=3

HARQ-ACK(0) | HARQ-ACK(1) | HARQ-ACK(2) n{,‘[}CCH b(0)b(1)
ACK ACK ACK Nccy | 11
ACK NACK/DTX ACK Nolccs | 1.0

NACK/DTX ACK ACK et | 0.1
NACK/DTX | NACK/DTX ACK Nocems | 141
ACK ACK NACKDTX | nfdccpo | 1.1
ACK NACKIDTX | NACKDTX | n&ccuo | 1.0
NACK/DTX ACK NACKDTX | nfdccpo | 0.1
NACK/DTX | NACK/DTX NACK ncca | 0.0
NACK NACK/DTX DTX nSocermo | 0.0
NACK/DTX NACK DTX NSocermo | 0.0
DTX DTX DTX No Transmission
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Table 10.1.2.2.1-5: Transmission of Format 1b HARQ-ACK channel selection for A=4

10.1.2.2.2

For PUCCH format 3, the UE shall use PUCCH resource N

HARQ-ACK(0) | HARQ-ACK(1) | HARQ-ACK(2) | HARQ-ACK(3) | N\ ., | BO)b(1)
ACK ACK ACK ACK et | 11
ACK NACK/DTX ACK ACK nocens | 01

NACK/DTX ACK ACK ACK e | 0.1
NACK/DTX | NACK/DTX ACK ACK Nblccs | 11
ACK ACK ACK NACKDTX | nflccn; | 1.0
ACK NACK/DTX ACK NACKDTX | nfcep, | 00
NACK/DTX ACK ACK NACKDTX | nSlccry | 0.0
NACK/DTX | NACK/DTX ACK NACKDTX | nflcens | 1.0
ACK ACK NACK/DTX ACK Nocems | 141
ACK NACKDTX | NACK/DTX ACK NSoccrs | 1.0
NACK/DTX ACK NACK/DTX ACK NSocens | 01
NACKIDTX | NACK/DTX | NACK/DTX ACK noccons | 00
ACK ACK NACKDTX | NACKDTX | nfcepo | 1.1
ACK NACKDTX | NACKIDTX | NACKDTX | nSccpo | 1.0
NACK/DTX ACK NACKIDTX | NACKDTX | nf)cepo | 0.1
NACK/DTX NACK NACKIDTX | NACKIDTX | nfccpo | 0.0
NACK NACKIDTX | NACKIDTX | NACKDTX | nflccyo | 0.0
DTX DTX NACK/DTX NACK/DTX No Transmission

PUCCH format 3 HARQ-ACK procedure

subframe n for P mapped to antenna port p where

(3,p)
puccH ©

" nd-p

puccn for transmission of HARQ-ACK in

- for a PDSCH transmission only on the primary cell indicated by the detection of a corresponding PDCCH in
subframe n-—4, or for a PDCCH indicating downlink SPS release (defined in subclause 9.2) in subframe n-—4

on the primary cell, the UE shall use PUCCH format 1a/1b and PUCCH resource nl(JIU?CH with

n(l,ﬁo)

PUCCH —

=Neep + NéBCCH for antenna port p,,, where Ncp is the number of the first CCE (i.e. lowest CCE

index used to construct the PDCCH) used for transmission of the corresponding PDCCH and NI(JBCCH is

configured by higher layers. When two antenna port transmission is configured for PUCCH format 1a/1b, the

PUCCH resource for antenna port p, is given by nl()lUbééH =Neep 1+ NISBCCH .

- for a PDSCH transmission only on the primary cell where there is not a corresponding PDCCH/EPDCCH
detected in subframe n—4, the UE shall use PUCCH format 1a/1b and PUCCH resource n{,‘UFQCH where the

value of

nd-p

puccn 18 determined according to higher layer configuration and Table 9.2-2. For a UE configured

for two antenna port transmission for PUCCH format 1a/1b, a PUCCH resource value in Table 9.2-2 maps to
two PUCCH resources with the first PUCCH resource nlﬁlglpc"gH for antenna port p, and the second PUCCH

3GPP

Samsung Exhibit 1010, Page 174 of 239
Samsung Electronics Co., Ltd. v. Asus Technology Licensing Inc.

IPR2024-00614



Release 12 175 3GPP TS 36.213 V12.5.0 (2015-03)

resource nf)‘UﬁgH for antenna port p;, otherwise, the PUCCH resource value maps to a single PUCCH

(1,8)
resource Ny for antenna port pg.

- for a PDSCH transmission on the secondary cell indicated by the detection of a corresponding
PDCCH/EPDCCH in subframe n-—4, the UE shall use PUCCH format 3 and PUCCH resource nfj;g)cﬁ where

the value of nlﬁijE)CH is determined according to higher layer configuration and Table 10.1.2.2.2-1.

The TPC field in the DCI format of the corresponding PDCCH/EPDCCH shall be used to determine the
PUCCH resource values from one of the four resource values configured by higher layers, with the mapping
defined in Table 10.1.2.2.2-1. For a UE configured for two antenna port transmission for PUCCH format 3, a
PUCCH resource value in Table 10.1.2.2.2-1 maps to two PUCCH resources with the first PUCCH resource
nl%g)C)H for antenna port p, and the second PUCCH resource nf,%@C)H for antenna port p;, otherwise, the

PUCCH resource value maps to a single PUCCH resource nf,%E“C)H for antenna port p;. A UE shall assume

that the same HARQ-ACK PUCCH resource value is transmitted in each DCI format of the corresponding
secondary cell PDCCH assignments in a given subframe.

- for a PDSCH transmission only on the primary cell indicated by the detection of a corresponding EPDCCH in
subframe n-—4, or fora EPDCCH indicating downlink SPS release (defined in subclause 9.2) in subframe
n—4 on the primary cell, the UE shall use PUCCH format 1a/1b and PUCCH resource nlih?:)CH given by

- if EPDCCH-PRB-set g is configured for distributed transmission

(1,Py)  _ (e1)
Npicen = nECCE,q + AARo + NPUCCH,q

- if EPDCCH-PRB-set qis configured for localized transmission

-~ n

(L,By) _ ECCEq ECCE,q ' (el)

Npicen = \;—N ECCEq J Ngg™ " +N'+A g0 + Npyecng
RB

for antenna port p,, where Ny q is the number of the first ECCE (i.e. lowest ECCE index used to
construct the EPDCCH) used for transmission of the corresponding DCI assignment in EPDCCH-PRB-set q,

A o 1s determined from the HARQ-ACK resource offset field in the DCI format of the corresponding

EPDCCH as given in Table 10.1.2.1-1, N l(,e[}éCH’q for EPDCCH-PRB-set ¢ is configured by the higher layer

parameter pucch-ResourceStartOffset-ril, N Ffé: &4 for EPDCCH-PRB-set g is given in subclause 6.8A.1 in

[3], N'is determined from the antenna port used for localized EPDCCH transmission which is described in
subclause 6.8A.5 in [3]. When two antenna port transmission is configured for PUCCH format 1a/1b, the

PUCCH resource for antenna port p, is given by.
- if EPDCCH-PRB-set ( is configured for distributed transmission
€Lp) (el)
Npicen = Mecceq t 1+ Apgo + NPeUCCH,q

- if EPDCCH-PRB-set ¢ is configured for localized transmission

. n

Lp) ECCE,q ECCE,q ' (el)

nPUCICH - L N ECCEq J -N RB +1+n +AARO +N PUCCH,q
RB
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Table 10.1.2.2.2-1: PUCCH Resource Value for HARQ-ACK Resource for PUCCH

Value of 'TPC command for PUCCH n(S,ﬁ)
or 'HARQ-ACK resource offset’ PUCCH
'00' [The 1st PUCCH resource value configured by the higher layers|
'01' [The 2" PUCCH resource value configured by the higher layers
10’ [The 3 PUCCH resource value configured by the higher layers
11’ [The 4" PUCCH resource value configured by the higher layers

10.1.2A FDD-TDD HARQ-ACK feedback procedures for primary cell frame
structure type 1

For a UE transmitting HARQ-ACK using PUCCH format 1b with channel selection, the UE shall determine the number
of HARQ-ACK bits, 0 in subframe n, based on the number of configured serving cells with subframe n—-4
configured as a downlink or special subframe according to the DL-reference UL/DL configuration (defined in subclause
10.2) of each serving cell and the downlink transmission modes configured for each serving cell. For a UE transmitting
HARQ-ACK using PUCCH format 3, the UE shall determine the number of HARQ-ACK bits, O in subframe n,
based on the number of configured serving cells with subframe n—4 configured as a downlink or special subframe
except a special subframe of configurations 0 and 5 with normal downlink CP or of configurations 0 and 4 with
extended downlink CP according to the DL-reference UL/DL configuration (defined in subclause 10.2) of each serving
cell and the downlink transmission modes configured for each serving cell. The UE shall use two HARQ-ACK bits for
a serving cell configured with a downlink transmission mode that support up to two transport blocks; and one HARQ-
ACK bit otherwise.

A UE that supports aggregating at most 2 serving cells shall use PUCCH format 1b with channel selection for
transmission of HARQ-ACK when configured with primary cell frame structure type 1 and secondary cell frame
structure type 2.

A UE that supports aggregating more than 2 serving cells with primary cell frame structure type 1 is configured by
higher layers to use either PUCCH format 1b with channel selection or PUCCH format 3 for transmission of HARQ-
ACK when configured with more than one serving cell and primary cell frame structure type 1 and at least one
secondary cell with frame structure type 2.

For HARQ-ACK transmission in subframe n with PUCCH format 1b with channel selection, the FDD-TDD HARQ-
ACK procedure follows HARQ-ACK procedure described in subclause 10.1.2.1 if subframe n—4 is an uplink or a
special subframe of configurations 0 and 5 with normal downlink CP or of configurations 0 and 4 with extended
downlink CP for the secondary cell according to the higher layer parameter subframeAssignment for UE not configured
with the higher layer parameter EIMTA-MainConfigServCell-r12, and according to the higher layer parameter eimta-
HargReferenceConfig-r12 for UE configured with the higher layer parameter EIMTA-MainConfigServCell-r12, and
HARQ-ACK procedure described in subclause 10.1.2.2.1 otherwise.

The FDD-TDD HARQ-ACK feedback procedure for PUCCH format 3 HARQ-ACK procedure as described in
subclause 10.1.2.2.2.

HARQ-ACK transmission on two antenna ports (P €[ Py, p;]) is supported for PUCCH format 3.

HARQ-ACK transmission on two antenna ports (P [Py, p;]) is supported for PUCCH format 1b with channel
selection and with two configured serving cells.

10.1.3 TDD HARQ-ACK feedback procedures

For TDD and a UE that does not support aggregating more than one serving cell with frame structure type 2, two
HARQ-ACK feedback modes are supported by higher layer configuration.

- HARQ-ACK bundling and
- HARQ-ACK multiplexing

For TDD UL/DL configuration 5 and a UE that does not support aggregating more than one serving cell with frame
structure type 2 and the UE is not configured with EIMTA-MainConfigServCell-r12 for the serving cell, only HARQ-
ACK bundling is supported.
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A UE that supports aggregating more than one serving cell with frame structure type 2 is configured by higher layers to
use either PUCCH format 1b with channel selection or PUCCH format 3 for transmission of HARQ-ACK when
configured with more than one serving cell with frame structure type 2.

A UE that supports aggregating more than one serving cell with frame structure type 2 and is not configured with the
parameter EIMTA-MainConfigServCell-r12 for any serving cell is configured by higher layers to use HARQ-ACK
bundling, PUCCH format 1b with channel selection according to the set of Tables 10.1.3-2/3/4 or according to the set of
Tables 10.1.3-5/6/7, or PUCCH format 3 for transmission of HARQ-ACK when configured with one serving cell with
frame structure type 2.

A UE that is configured with the parameter EIMTA-MainConfigServCell-r12 for at least one serving cell is configured
by higher layers to use PUCCH format 1b with channel selection according to the set of Tables 10.1.3-5/6/7, or PUCCH
format 3 for transmission of HARQ-ACK.

PUCCH format 1b with channel selection according to the set of Tables 10.1.3-2/3/4 or according to the set of Tables
10.1.3-5/6/7 is not supported for TDD UL/DL configuration 5.

TDD HARQ-ACK bundling is performed per codeword across M multiple downlink or special subframes associated
with a single UL subframe n, where M is the number of elements in the set K defined in Table 10.1.3.1-1, by a
logical AND operation of all the individual PDSCH transmission (with and without corresponding PDCCH/EPDCCH)
HARQ-ACKs and ACK in response to PDCCH/EPDCCH indicating downlink SPS release. For one configured serving
cell the bundled 1 or 2 HARQ-ACK bits are transmitted using PUCCH format 1a or PUCCH format 1b, respectively.

For TDD HARQ-ACK multiplexing and a subframe n with M >1, where M is the number of elements in the set K
defined in Table 10.1.3.1-1, spatial HARQ-ACK bundling across multiple codewords within a downlink or special
subframe is performed by a logical AND operation of all the corresponding individual HARQ-ACKs. PUCCH format
1b with channel selection is used in case of one configured serving cell. For TDD HARQ-ACK multiplexing and a
subframe n with M =1, spatial HARQ-ACK bundling across multiple codewords within a downlink or special
subframe is not performed, 1 or 2 HARQ-ACK bits are transmitted using PUCCH format 1a or PUCCH format 1b,
respectively for one configured serving cell.

In the case of TDD and more than one configured serving cell with PUCCH format 1b with channel selection and more
than 4 HARQ-ACK bits for M multiple downlink or special subframes associated with a single UL subframe n, where
M is defined in subclause 10.1.3.2.1, and for the configured serving cells, spatial HARQ-ACK bundling across
multiple codewords within a downlink or special subframe for all configured cells is performed and the bundled
HARQ-ACK bits for each configured serving cell is transmitted using PUCCH format 1b with channel selection. For
TDD and more than one configured serving cell with PUCCH format 1b with channel selection and up to 4 HARQ-
ACK bits forM multiple downlink or special subframes associated with a single UL subframe n, where M is defined
in subclause 10.1.3.2.1, and for the configured serving cells, spatial HARQ-ACK bundling is not performed and the
HARQ-ACK bits are transmitted using PUCCH format 1b with channel selection.

In the case of TDD and more than one configured serving cell with PUCCH format 3 and more than 20 HARQ-ACK
bits for M multiple downlink or special subframes associated with a single UL subframe n, where M is the number
of elements in the set K defined in subclause 10.1.3.2.2 and for the configured serving cells, spatial HARQ-ACK
bundling across multiple codewords within a downlink or special subframe is performed for each serving cell by a
logical AND operation of all of the corresponding individual HARQ-ACKSs and PUCCH format 3 is used. For TDD and
more than one configured serving cell with PUCCH format 3 and up to 20 HARQ-ACK bits for M multiple downlink
or special subframes associated with a single UL subframe n, where M is the number of elements in the set K
defined in subclause 10.1.3.2.2 and for the configured serving cells, spatial HARQ-ACK bundling is not performed and
the HARQ-ACK bits are transmitted using PUCCH format 3.

For TDD with PUCCH format 3, a UE shall determine the number of HARQ-ACK bits, 0, associated with an UL
subframe n

N el

according to O = ZOCACK where N Djis is the number of configured cells, and OCA K is the number of HARQ-bits
c=1

for the c-th serving cell defined in subclause 7.3.

TDD HARQ-ACK feedback procedures for one configured serving cell are given in subclause 10.1.3.1 and procedures
for more than one configured serving cell are given in subclause 10.1.3.2.
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10.1.3.1 TDD HARQ-ACK procedure for one configured serving cell

HARQ-ACK transmission on two antenna ports (P €[y, p;]) is supported for PUCCH format la/1b with TDD
HARQ-ACK bundling feedback mode and for PUCCH format 3.

A UE that supports aggregating more than one serving cell with frame structure type 2 can be configured by higher
layers for HARQ-ACK transmission on two antenna ports (p €[pg, p;]) for PUCCH format 1b with channel

selection.

The TDD HARQ-ACK procedure for a UE configured with PUCCH format 3 is as described in subclause 10.1.3.2.2
when the UE receives PDSCH and/or SPS release PDCCH/EPDCCH only on the primary cell.

If the UE is not configured with the higher layer parameter EIMTA-MainConfigServCell-r12, for TDD HARQ-ACK
bundling or TDD HARQ-ACK multiplexing for one configured serving cell and a subframe n with M =1 where M

is the number of elements in the set K defined in Table 10.1.3.1-1, the UE shall use PUCCH resource nl(’lUﬁC)CH for
transmission of HARQ-ACK in subframe n for P mapped to antenna port p for PUCCH format 1a/1b, where

- If'there is PDSCH transmission indicated by the detection of corresponding PDCCH/EPDCCH or there is
PDCCH/EPDCCH indicating downlink SPS release within subframe(s) n—k , where kK € K and K (defined
in Table 10.1.3.1-1) is a set of M elements {ko, Kis Ky _1} depending on the subframe n and the UL/DL
configuration (defined in Table 4.2-2 in [3]), and if PDCCH indicating PDSCH transmission or downlink SPS
release is detected in subframe n—K.,,, where K, isthe smallest value in set K such that UE detects a
PDCCH/EPDCCH indicating PDSCH transmission or downlink SPS release within subframe(s) n—k and
k € K, the UE first selects a ¢ value out of {0, 1, 2, 3} which makes N¢ <nccg < Ng,j and shall use
Noomds = (M —m=1)-N_+m-N

(1) 1 .
er1 T Neep + Npyeey for antenna port pg, where Nl(,I}CCH is

configured by higher layers, N = max{o, L[N% (NRB.c—4)1/36 J} ,and Ngep is the number of the first

CCE used for transmission of the corresponding PDCCH in subframe n—k;, and the corresponding m. When
two antenna port transmission is configured for PUCCH format 1a/1b, the PUCCH resource for HARQ-ACK
bundling for antenna port p, is given by n,(f[;@gﬁ =(M-m-1)-N,+m-N_, +Nccp +1+ N](,BCCH )

c+l

- If'there is only a PDSCH transmission where there is not a corresponding PDCCH/EPDCCH detected within
subframe(s) n—k, where ke K and K is defined in Table 10.1.3.1-1, the UE shall use PUCCH format 1a/1b

and PUCCH resource nf,ll;ﬁ)cﬂ with the value of nf,{;@cﬂ is determined according to higher layer configuration

and Table 9.2-2. For a UE configured for two antenna port transmission for PUCCH format 1a/1b and HARQ-
ACK bundling, a PUCCH resource value in Table 9.2-2 maps to two PUCCH resources with the first PUCCH
resource nf,ll;pcﬂc)H for antenna port p, and the second PUCCH resource nf,‘{%gH for antenna port pq,
otherwise, the PUCCH resource value maps to a single PUCCH resource nf)bbg'C)H for antenna port pg.

- Ifthere is PDSCH transmission indicated by the detection of corresponding PDCCH/EPDCCH or there is
PDCCH/EPDCCH indicating downlink SPS release within subframe(s) n—Kk, where k€ K and K (defined

in Table 10.1.3.1-1) is a set of M elements {k,,kj,---ky_} depending on the subframe n and the UL/DL

configuration (defined in Table 4.2-2 in [3]), and if EPDCCH indicating PDSCH transmission or downlink SPS
release is detected in subframe n—Kk,, where Kk, is the smallest value in set K such that UE detects a

PDCCH/EPDCCH indicating PDSCH transmission or downlink SPS release within subframe(s) n—k and
k € K, the UE shall use

- if EPDCCH-PRB-set qis configured for distributed transmission

m-1

Lp)  _ (el)
Npucen = Necceq Z NECCE,q,n—k,l +Apro + NPUCCH,q
i1=0

- if EPDCCH-PRB-set Jis configured for localized transmission
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_ n m-1

(LF) _ | ''EccEq ECCEq )

nPUCOCH - ECCEq | N RB + Z N ECCE,q,n—k;, + n""AARO + NPUCCH,q
Nz i1=0

for antenna port pg, where Npocp, is the number of the first ECCE (i.e. lowest ECCE index used to

construct the EPDCCH) used for transmission of the corresponding DCI assignment in EPDCCH-PRB-set q in

subframe n—k,, and the corresponding m, N l(f{}éCH’q for EPDCCH-PRB-set qis configured by the higher

layer parameter pucch-ResourceStartOffset-ril1, N gg &4 for EPDCCH-PRB-set g in subframe n-—Kk,, is

given in subclause 6.8A.1 in [3], N'is determined from the antenna port used for EPDCCH transmission in
subframe n—k;, which is described in subclause 6.8A.5in [3]. If m=0, A, is determined from the

HARQ-ACK resource offset field in the DCI format of the corresponding EPDCCH as given in Table 10.1.2.1-
LLIf m>0, A,y isdetermined from the HARQ-ACK resource offset field in the DCI format of the

corresponding EPDCCH as given in Table 10.1.3.1-2. If the UE is configured to monitor EPDCCH in
subframe n—k;,, N EccEqn-k;, 18 equal to the number of ECCEs in EPDCCH-PRB-set q configured for that

UE in subframen —k, . If the UE is not configured to monitor EPDCCH in subframe n—Kk;,, N ECCE.q.n-k;, is
equal to the number of ECCEs computed assuming EPDCCH-PRB-set g is configured for that UE in subframe

n—k;, . For normal downlink CP, if subframe n—k;, is a special subframe with special subframe configuration
Oor5, N ECCE,q,n-k;, 18 equal to 0. For extended downlink CP, if subframe n—k;, is a special subframe with
special subframe configuration 0 or 4 or 7, Ngcop q.n—k;, 18 equal to 0. When two antenna port transmission is

configured for PUCCH format 1a/1b, the PUCCH resource for HARQ-ACK bundling for antenna port p, is
given by

- if EPDCCH-PRB-set qis configured for distributed transmission
(LBy) 'S (e1)
B — el
Npdeen = Niecceg + 1+ Z N ECCE.qn—k, T Apro + NPUCCH,q
i1=0
- if EPDCCH-PRB-set g is configured for localized transmission

B n m-1

Lp) ECCEq ECCE,q ' (el)

Npicen = { N ECCEa J N RB +1+ Z N ECCE,qn—k, T n +AARO + NPUCCH,q
RB i1=0

Table 10.1.3.1-1: Downlink association set K: {kj.k,:--ky_,} for TDD

UL/DL Subframe n
Configuration | 0 | 1 2 3 4 |5]|6 7 89
0 - 6 - 4 6 - 14
1 - |- 7,6 4 - - |- 7,6 4] -
2 - |- 8,7,4,6 - - -1 -18,7,46]|-]-
3 - |- 7,6, 11 6,5 541 -|- - - |-
4 - |- 12,8,7, 11 6,5,4,7 - - |- - -
5 - 1-113,12,9,8,7,5,4,11,6 - - - |- - - |-
6 - |- 7 7 5 | -]- 7 7] -
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Table 10.1.3.1-1A: eIMTA downlink association set K":{k/ k... k", | for TDD

-1

Higher layer parameter | Higher layer Subframe n

‘eimta- parameter

HarqReferenceConfig- | ‘subframeAss | 0| 1 2 3 4 |5 7 8|9
riz2’ ignment’

0 - |- 7,8,4 - -] - 7,8,4 -] -

2 1 - |- 8,4 - - |- 8,4 - |-

6 - |- 6,8,4 - - |- 8,6,4 - |-

0 - |- 12,7,11,8 7456 | - | - - - |-

4 1 - |- 12,8,11 7,5,6 - |- - - |-

3 - |- 12,8 4,7 - |- - -] -

6 - |- 12,11,8 4,5,6 - |- - - |-

0 -1 -] 12,7,11,13,8,4,9,5 - - |- - - |-

1 - |- 13,12,8,11,4,9,5 - - |- - - |-

5 2 - |- 13,129,115 - - |- - - |-

3 - |- 13,12,5,4,8,9 - - |- - - |-

4 - |- 13,5,4,6,9 - - |- - - |-

6 -1 -] 13,12,11,6,8,4,9,5 - -] - - - |-

Table 10.1.3.1-2: Mapping of ACK/INACK Resource offset Field in DCI format

1A/1B/1D/1/2A/2/2B/2C/2D to A ,., values for TDD when m >0

ACK/NACK Resource offset field in A
DCI format 1A/1B/1D/1/2A/2/2B/2C/2D ARO
0 0
m-1
1 - Z N ECCE,q,n-k;, 2
i1=0
m-1
2 - Z N ECCE.an-k, 1
il=m-[m/3]
3 2

Table 10.1.3.1-3: Mapping of ACK/NACK Resource offset Field in DCI format

1A/1B/1D/1/2A/2/2B/2C/2D to A’

ARO

values for TDD when i4=M'and i5#0

ACK/NACK Resource offset
field in

!
DCI format Atgo
1A/1B/1D/1/2A/2/2B/2C/2D

0 0

i4-1 i5-1

' 1

1 _Z N ECCE,q.n—k",, _Z N ECCE,q,n—k"

i1=0 i1=0

i4-1 i5-1 P——
14+15
2 - z N 'ECCE,q,n—k'n - N 'ECCE,q,n—k’? -1 ’5 - [( )—‘
il=min(i4, 14-5+i5) i1=max (0, i5-5) ' 3

3 2

If the UE is not configured with the higher layer parameter EIMTA-MainConfigServCell-r12, for TDD HARQ-ACK
multiplexing and sub-frame n with M >1 and one configured serving cell, where M is the number of elements in

the set K defined in Table 10.1.3.1-1, denote n%’ll)JCCH i as the PUCCH resource derived from sub-frame n—k; and
HARQ-ACK(i) as the ACK/NACK/DTX response from sub-frame n—k;, where k; € K (defined in Table 10.1.3.1-1)

and 0<i<M —1.

- For a PDSCH transmission indicated by the detection of corresponding PDCCH or a PDCCH indicating
downlink SPS release in sub-frame n—k; where k; € K, the PUCCH resource
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nbgccri =(M —i=1)Ng +i-Ngyp +neep i + Nplecy » where ¢ s selected from {0, 1,2, 3} such that

Ne <ncegi <Neigs Ne= max{O, L[N% (NEB.c—4)1/36 J} , Ncg, is the number of the first CCE used

for transmission of the corresponding PDCCH in subframe n—k;,and N 1()BCCH is configured by higher

layers.

- For a PDSCH transmission where there is not a corresponding PDCCH/EPDCCH detected in subframe n-k;,

the value of ngl)JCCH,i is determined according to higher layer configuration and Table 9.2-2.

- For a PDSCH transmission indicated by the detection of corresponding EPDCCH or a EPDCCH indicating
downlink SPS release in sub-frame n—k; where k; € K, the UE shall use

- if EPDCCH-PRB-set q is configured for distributed transmission

i—1
] _ (eD)
Npuceni = Mecceq T Z NECCE,q,n—k“ + AARo + NPUCCH,q

i1=0

- if EPDCCH-PRB-set q is configured for localized transmission

n i1
) _ ECCE(q ECCE,q ' (el
Npuceni = { N ECCE.d J Neg " + Z Necce gk, TN+ Ao T Npuccng

RB =0

where Ngeeg, is the number of the first ECCE (i.e. lowest ECCE index used to construct the EPDCCH) used

for transmission of the corresponding DCI assignment in EPDCCH-PRB-set g in subframe n—k;, N ](,i}éCH,q
for EPDCCH-PRB-set g is configured by the higher layer parameter pucch-ResourceStartOffset-rll ,

N FEBC &4 for EPDCCH-PRB-set g in subframe n—k; is given in subclause 6.8A.1 in [3], N'is determined
from the antenna port used for EPDCCH transmission in subframe n—k; which is described in subclause
6.8A5in[3l.Ifi=0, A aro 18 determined from the HARQ-ACK resource offset field in the DCI format of
the corresponding EPDCCH as given in Table 10.1.2.1-1. If i >0, A aro 18 determined from the HARQ-

ACK resource offset field in the DCI format of the corresponding EPDCCH as given in Table 10.1.3.1-2, where
the variable M in the table is substituted with 1. If the UE is configured to monitor EPDCCH in subframe

n—k,, N ECCE.q.n—k;, is equal to the number of ECCEs in EPDCCH-PRB-set q configured for that UE in

subframe n—k,, . If the UE is not configured to monitor EPDCCH in subframe n—k,, N ECCEgn-k, 1S equal

to the number of ECCEs computed assuming EPDCCH-PRB-set ( is configured for that UE in subframe

n—k;, . For normal downlink CP, if subframe n—k;, is a special subframe with special subframe configuration
Oor5, N ECCE,q.n-k;, 18 €qual to 0. For extended downlink CP, if subframe n—k;, is a special subframe with

special subframe configuration 0 or 4 or 7, Ngoce an-k,, 18 equal to 0.

If a UE is configured with the higher layer parameter EIMTA-MainConfigServCell-r12, then K'= K where the set K is
defined in Table 10.1.3.1-1 (where “UL/DL configuration” in the table refers to the higher layer parameter
subframeAsssignment), and M 'is the number of elements in set K'.

If a UE is configured with the higher layer parameter EIMTA-MainConfigServCell-r12, then the set K for the rest of
this subclause is as defined in Sec 10.2, and M is the number of elements for subframe n in the set K

If the UE is configured with the higher layer parameter EIMTA-MainConfigServCell-r12, for TDD HARQ-ACK
multiplexing and sub-frame M, denote nf,{}CCH’iO as the PUCCH resource derived from sub-frame n—k; and HARQ-

ACK(i0) as the ACK/NACK/DTX response from sub-framen —k; , where k; e K, and 0<i<M —1.

- 10 corresponding to each subframe n—k;,Vi,0<i<M —1 is determined as follows
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Set b=0;
for i2=0,1,...M" -1
if the value of k/, is the same as the value of an element k, inset K, where k!, € K,
i0 corresponding to subframe n—k,=b;
b=b+1
end if
end for
for i3=0,1,...M, -1
if the value of ki/; is same as the value of an element k; inset K, where ki/; € K" (defined in Table
10.1.3.1-1A)
i0 corresponding to subframe n—k,=b;
b=b+1
end if
end for
- For a PDSCH transmission indicated by the detection of corresponding PDCCH or a PDCCH indicating

downlink SPS release in sub-frame n -k,

'
- if the value of ki is same as the value of an element K’ in set K', the PUCCH resource nf,BCCH io 1s given

by néldccn,io:(M '—i2—l)'Nc+i2-N +nCCE,i+Nl(>1U)CCH;

c+l1

.. k. . kA . A kA e KA .
- otherwise, if the value of " is same as the value of an element ? inset K", where i3 (defined in
Table 10.1.3.1-1A), the UE shall set, the PUCCH resource n;}CCH’iO is given by

1 _ A_ i H K .
nPUCCH,iO - (M —13- 1)' Nc +13- Nc+1 + nCCE,i + NPL?CCH’

A
where M * is the number of elements in the set K~ defined in Table 10.1.3.1-1A , € isselected from {0, 1,

DL RB
Ne < e <Ney No=max{o. [NBY-(NRB.c—ay/36 |} o,

2, 3} such that s R is the number of the
_ A 1)
first CCE used for transmission of the corresponding PDCCH in subframe n—k; ,and NII,(UCCH R Npucen , are

configured by higher layers.

n-Kk,

- For a PDSCH transmission where there is not a corresponding PDCCH/EPDCCH detected in subframe

the value of nf,‘L)ICCH,iO is determined according to higher layer configuration and Table 9.2-2.

- For a PDSCH transmission indicated by the detection of corresponding EPDCCH or a EPDCCH indicating

n- ki eK

downlink SPS release in sub-frame K where , the UE shall use

- if EPDCCH-PRB-set Yis configured for distributed transmission
i4-1 i5-1

(1) _ ' ’ ' (el)
nPUCCH,iO - nECCE,q + Z N ECCE,q,n—k{, + Z N ECCE,q,n—k} + AARO + NPUCCH,q
i1=0 i1=0
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- if EPDCCH-PRB-set Yis configured for localized transmission

n i4-1 i5-1

(1) _ ECCEgq |, ECCE.q Z ' Z ’ ' ' (el)

nPUCCH,iO - \\ N ECCE,q N RB + N ECCE.q,n—k/, + N ECCE,q.n—k{} +n'+ AARO + NPUCCH,q
RB i1=0 i1=0

where

- ifthe value of Ki is same as the value of an index K', , where k',eK' ,then i4=i2and i5=0;

- otherwise, if the value of Ki is same as the value of an index ki/; , where ki/; € KA, then i4=M'and i5=i3;

, and where n

ECCEq is the number of the first ECCE (i.e. lowest ECCE index used to construct the EPDCCH) used for
transmission of the corresponding DCI assignment in EPDCCH-PRB-set 0 in subframe N — ki, N 1(:61}():(:1{,01 for
EPDCCH-PRB-set 0 is configured by the higher layer parameter pucch-ResourceStartOffset-ril, N FEBC B9 for
EPDCCH-PRB-set 0 in subframe N—K; is given in subclause 6.8A.1 in [3], N'is determined from the antenna port

used for EPDCCH transmission in subframe " —Ki which is described in subclause 6.8A.5 in [3].

A'jro 18 determined as follows

- 1f 14=0 gpq i5=0, A' aro 18 determined from the HARQ-ACK resource offset field in the DCI format
of the corresponding EPDCCH as given in Table 10.1.2.1-1.

- If 0<i4<M'and i5=0, A',s, is determined from the HARQ-ACK resource offset field in the DCI
format of the corresponding EPDCCH as given in Table 10.1.3.1-2, where the variable A ,., in the table is

substituted with A" Aro » the variable M in the table is substituted with i4 , the variable N 1in the table is

substituted with N'and the variable k;,in the table is substituted with k', .

- Ifi4=M'and i5#0, A',,, is determined from the HARQ-ACK resource offset field in the DCI format
of the corresponding EPDCCH as given in Table 10.1.3.1-3,

. [ . .
For a given subframe U N Eccequ 1S determined as follows

- Ifthe UE is configured to monitor EPDCCH in subframe U, N 'ECCE,q,u is equal to the number of ECCEs
in EPDCCH-PRB-set 9 configured for that UE in subframe U .

- Ifthe UE is not configured to monitor EPDCCH in subframe U, N 'ECCE’q’u is equal to the number of

ECCEs computed assuming EPDCCH-PRB-set 955 configured for that UE in subframe U.

- For normal downlink CP, if subframe Y is a special subframe with special subframe configuration 0 or 5,
N'eccequ is equal to 0.

- For extended downlink CP, if subframe Y is a special subframe with special subframe configuration 0 or 4
or7, N 'ECCE’q’u is equal to 0.

If a UE is not configured with two antenna port transmission for PUCCH format 1b with channel selection, and if the
UE is not configured with the higher layer parameter EIMTA-MainConfigServCell-r12, based on higher layer signalling
the UE configured with a single serving cell will perform channel selection either according to the set of Tables 10.1.3-
2, 10.1.3-3, and 10.1.3-4 or according to the set of Tables 10.1.3-5, 10.1.3-6, and 10.1.3-7.

If a UE is configured with two antenna port transmission for PUCCH format 1b with channel selection, and if the UE is
not configured with the higher layer parameter EIMTA-MainConfigServCell-r12, then the UE will perform channel
selection according to the set of Tables 10.1.3-5, 10.1.3-6, and 10.1.3-7.
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If the UE is configured with the higher layer parameter EIMTA-MainConfigServCell-r12, the UE configured with a
single serving cell will perform channel selection according to the set of Tables 10.1.3-5, 10.1.3-6, and 10.1.3-7.

For the selected table set, the UE shall transmit b(0),b(1) on PUCCH resource nf}UﬁC)CH in sub-frame n for P
mapped to antenna port P using PUCCH format 1b according to subclause 5.4.1 in [3] where

n](,][}z)CH = ngI)JCCH for antenna port P, and the value of b(0),b(1) and the PUCCH resource ngI)JCCH are

generated by channel selection according to the selected set of Tables for M =2, 3, and 4 respectively

- nf)'U@éH for antenna port p, , where nli‘;%éH is selected from PUCCH resources nl(,tg‘éH’i configured by

higher layers where 0<i<M -1, according to selected set of Tables for M =2, 3, and 4 respectively by
replacing ngl)JCCH with nl(,ll’%éH and replacing n,‘,BCCHJ with n](,lﬁgl():m , when the UE is configured with two

antenna port transmission for PUCCH format 1b with channel selection.

Table 10.1.3-2: Transmission of HARQ-ACK multiplexing for M = 2

HARQ-ACK(0), HARQ-ACK(1) | n{).cy | b(0),b(1)
ACK, ACK Neoccry | 101
ACK, NACK/DTX Nyoecro | 01
NACK/DTX, ACK Nsocen: | 0.0
NACK/DTX, NACK Noccit 1,0
NACK, DTX Nyoecio | 1,0
DTX, DTX No transmission

Table 10.1.3-3: Transmission of HARQ-ACK multiplexing for M =3

HARQ-ACK(0), HARQ-ACK(1), HARQ-ACK(2) | n{ccy | P(0),b(D)

ACK, ACK, ACK Nooccrz | 101

ACK, ACK, NACK/DTX Nboccis 1,1
ACK, NACK/DTX, ACK Neoecio | 11
ACK, NACK/DTX, NACK/DTX Neocco | 0,1
NACK/DTX, ACK, ACK Nooccr | 1,0
NACK/DTX, ACK, NACK/DTX Nyoccis | 0,0
NACK/DTX, NACK/DTX, ACK Neocciz | 0.0
DTX, DTX, NACK Nooccrz | 0.1

DTX, NACK, NACK/DTX Nooccs | 1,0
NACK, NACK/DTX, NACK/DTX Neoccio | 1.0
DTX, DTX, DTX No transmission
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Table 10.1.3-4: Transmission of HARQ-ACK multiplexing for M = 4

HARQ-ACK(0), HARQ-ACK(1), HARQ-ACK(2), HARQ-ACK(3) | n{) .y | B(0).b(D)
ACK, ACK, ACK, ACK Neoecry | 101
ACK, ACK, ACK, NACK/DTX Nyoees | 1.0
NACK/DTX,NACK/DTX,NACK,DTX Ncens | 11
ACK, ACK, NACK/DTX, ACK Neoecin | 1,0
NACK, DTX, DTX, DTX Nyoeco | 150
ACK, ACK, NACK/DTX, NACK/DTX Neocci 1,0
ACK, NACK/DTX, ACK, ACK Nyoecrs | 0.1
NACK/DTX, NACK/DTX, NACK/DTX, NACK Neoccrs | 101
ACK, NACK/DTX, ACK, NACK/DTX Niocens | 0.1
ACK, NACK/DTX, NACK/DTX, ACK Nyoccro | 01
ACK, NACK/DTX, NACK/DTX, NACK/DTX Nevecro | 101
NACK/DTX, ACK, ACK, ACK Niocens | 0.1
NACK/DTX, NACK, DTX, DTX Nyoeci | 0,0
NACK/DTX, ACK, ACK, NACK/DTX Nioeciz | 1,0
NACK/DTX, ACK, NACK/DTX, ACK Nyoecns | 1,0
NACK/DTX, ACK, NACK/DTX, NACK/DTX Neoccr | 01
NACK/DTX, NACK/DTX, ACK, ACK Neoecrs | 0.1
NACK/DTX, NACK/DTX, ACK, NACK/DTX Nyocciz | 0.0
NACK/DTX, NACK/DTX, NACK/DTX, ACK Nyoecis | 0,0
DTX, DTX, DTX, DTX No transmission

Table 10.1.3-5: Transmission of HARQ-ACK multiplexing for M = 2

HARQ-ACK(0), HARQ-ACK(1) | n{).cpy | POB(D)
ACK, ACK NSocerms | 1.0
ACK, NACK/DTX NSlccio | 101
NACK/DTX, ACK nSocers | 001
NACK, NACK/DTX nbocermo | 0.0
DTX, NACK/DTX No Transmission

Table 10.1.3-6: Transmission of HARQ-ACK multiplexing for M =3
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HARQ-ACK(0), HARQ-ACK(1), HARQ-ACK(2) | n{)ccyy | P(O)D(D)

ACK, ACK, ACK Nblccrs | 11

ACK, ACK, NACK/DTX nccs | 1.0
ACK, NACK/DTX, ACK NSYcca | 1.0
ACK, NACK/DTX, NACK/DTX Nblccro | 11
NACK/DTX, ACK, ACK I
NACK/DTX, ACK, NACK/DTX nSccrs | 0.1
NACK/DTX, NACK/DTX, ACK NSoccrs | 0.0
NACK, NACK/DTX, NACK/DTX Nbgccro | 0.0
DTX, NACK/DTX, NACK/DTX No Transmission

Table 10.1.3-7: Transmission of HARQ-ACK multiplexing for M = 4

HARQ-ACK(0), HARQ-ACK(1), HARQ-ACK(2), HARQ-ACK(3) | n.; | BO)B(D)
ACK, ACK, ACK, ACK NScciy | 11
ACK, ACK, ACK, NACK/DTX S

ACK, ACK, NACK/DTX, ACK

)
NpUCCH,0 1,0

ACK, ACK, NACK/DTX, NACK/DTX

Q)
NpUCCH, 1 1,0

ACK, NACK/DTX, ACK, ACK

)
NpUCCH,3 1,1

ACK, NACK/DTX, ACK, NACK/DTX

)
NpUCCH,2 1,0

ACK, NACK/DTX, NACK/DTX, ACK

Q)
NpUCCH,0 0,1

ACK, NACK/DTX, NACK/DTX, NACK/DTX

1)
NpUCCH,0 1,1

NACK/DTX, ACK, ACK, ACK

)
NpUCCH, 1 0,0

NACK/DTX, ACK, ACK, NACK/DTX

Q)
NpUCCH,2 0,1

NACK/DTX, ACK, NACK/DTX, ACK

)
NpUCCH,3 1,0

NACK/DTX, ACK, NACK/DTX, NACK/DTX

Q)
NpUCCH, 1 0,1

NACK/DTX, NACK/DTX, ACK, ACK

Q)
NpUCCH,3 0,1

NACK/DTX, NACK/DTX, ACK, NACK/DTX

1)
NpiccH,2 0,0

NACK/DTX, NACK/DTX, NACK/DTX, ACK

Q)
NpUCCH,3 0,0

NACK, NACK/DTX, NACK/DTX, NACK/DTX

Q)
NpUCCH,0 0,0

DTX, NACK/DTX, NACK/DTX, NACK/DTX

No Transmission
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10.1.3.2 TDD HARQ-ACK procedure for more than one configured serving cell

If a UE configured with EIMTA-MainConfigServCell-r12 for a serving cell, “UL/DL configuration” of the serving cell
in the rest of this subclause refers to the UL/DL configuration given by the parameter eimta-HarqReferenceConfig-r12
for the serving cell unless specified otherwise.

The TDD HARQ-ACK feedback procedures for more than one configured serving cell are either based on a PUCCH
format 1b with channel selection HARQ-ACK procedure as described in subclause 10.1.3.2.1 or a PUCCH format 3
HARQ-ACK procedure as described in subclause 10.1.3.2.2.

HARQ-ACK transmission on two antenna ports (P €[ Py, p;]) is supported for PUCCH format 3 and TDD with more
than one configured serving cell.

If a UE is configured with more than one serving cell and the TDD UL/DL configurations of all serving cells are the
same, TDD UL/DL configuration 5 with PUCCH format 3 is only supported for up to two configured serving cells.

If a UE is configured with two serving cells and the TDD UL/DL configuration of the two serving cells is the same,
TDD UL/DL configuration 5 with PUCCH format 1b with channel selection for two configured serving cells is not
supported. If a UE is configured with two serving cells and if the TDD UL/DL configuration of the two serving cells are
not the same and if the DL-reference UL/DL configuration (as defined in subclause 10.2) of at least one serving cell is
TDD UL/DL Configuration 5, PUCCH format 1b with channel selection is not supported.

If a UE is configured with the parameter EIMTA-MainConfigServCell-ri12 for at least one serving cell, the UE is not
expected to be configured with more than two serving cells having UL/DL Configuration 5 as a DL-reference UL/DL
configuration.

HARQ-ACK transmission on two antenna ports (P €[Pg, p;]) is supported for PUCCH format 1b with channel
selection and TDD with two configured serving cells.

10.1.3.2.1 PUCCH format 1b with channel selection HARQ-ACK procedure

If a UE is configured with the higher layer parameter EIMTA-MainConfigServCell-r12, then K'= K where the set K is
defined in Table 10.1.3.1-1 (where "UL/DL configuration" in the table refers to the higher layer parameter

subframeAssignment), and M 'is the number of elements in set K'.

If a UE is configured with two serving cells with the same UL/DL configurations, then in the rest of this subcaluse, K

is as defined in Sec 10.2 and M is the number of elements for subframe n in the set K, and M primary = M.
If a UE is configured with two serving cells with different UL/DL configurations,
- then the UE shall determine M for a subframe n in this subclause as M = max(M primary » M... ondary ), where

M primary denotes the number of elements for subframe n in the set K for the primary cell (as defined in

subclause 10.2)

= M onday denotes the number of elements for subframe n in the set Kc for the secondary serving cell (as

defined in subclause 10.2)

- if M < M, then the UE shall, for the secondary serving cell, set HARQ-ACK(j) to DTX for j =

secondary
M sec ondary to M - 1 :
- if M primary < M , then the UE shall, for the primary cell, set HARQ-ACK(j) to DTX for j= M orimary £0
M -1

If the UE is configured with two serving cells with different UL/DL configurations, then in the rest of this subclause,
K = KC where KC is defined in subclause 10.2.

For TDD HARQ-ACK multiplexing with PUCCH format 1b with channel selection and two configured serving cells
and a subframe n with M =1, a UE shall determine the number of HARQ-ACK bits, O, based on the number of
configured serving cells and the downlink transmission modes configured for each serving cell. The UE shall use two
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HARQ-ACK bits for a serving cell configured with a downlink transmission mode that supports up to two transport
blocks; and one HARQ-ACK bit otherwise.

For TDD HARQ-ACK multiplexing with PUCCH format 1b with channel selection and two configured serving cells
and a subframe n with M <2, the UE shall transmit p(o)b(1) on PUCCH resource nf}[;”c’cﬂ for P mapped to antenna
port p using PUCCH format 1b where

nf,‘lfc)CH = ni’ll)JCCH for antenna port p,, where ni’ll)JCCH selected from A PUCCH resources, nl(,BCCH’ i

where 0< j< A-1 and Ae{2,3,4}, according to Tables 10.1.3.2-1, 10.1.3.2-2, and 10.1.3.2-3 in subframe n
using PUCCH format 1b.

- nf}l;@gﬁ for antenna port p, , where nffl;@éﬂ selected from A PUCCH resources, n}EIUE%H j configured by

higher layers where 0< j< A-1 and Ae {2,3,4}, according to Tables 10.1.3.2-1, 10.1.3.2-2, and 10.1.3.2-3 by
replacing ng&CCH with n&;@éH and replacing n{,}}ccm with nf,{f;ém in subframe n, when the UE is
configured with two antenna port transmission for PUCCH format 1b with channel selection,
and for a subframe n with M =1, HARQ-ACK(j) denotes the ACK/NACK/DTX response for a transport block or SPS
release PDCCH/EPDCCH associated with serving cell, where the transport block and serving cell for HARQ-ACK(j)
and A PUCCH resources are given by Table 10.1.2.2.1-1. For a subframe n with M =2, HARQ-ACK(j) denotes the
ACK/NACK/DTX response for a PDSCH transmission or SPS release PDCCH/EPDCCH within subframe(s) given by
set K on each serving cell, where the subframes on each serving cell for HARQ-ACK(j) and A PUCCH resources
are given by Table 10.1.3.2-4.
If the UE is not configured with the higher layer parameter EIMTA-MainConfigServCell-r12, the UE shall determine
the A PUCCH resources, nf)‘l}CCHJ associated with HARQ-ACK(j) where 0< j< A-1 in Table 10.1.2.2.1-1 for
M =1 and Table 10.1.3.2-4 for M =2, according to

- for a PDSCH transmission indicated by the detection of a corresponding PDCCH in subframe N — km , where
k., € K on the primary cell, or for a PDCCH indicating downlink SPS release (defined in subclause 9.2) in
subframe N — km ,where k €K on the primary cell, the PUCCH resource is

M —
r]PUCCl—l,j = (M primary m _1)' Nc +m-N

et TNecem + Nl(,]JCCH , where cC is selected from {0, 1, 2, 3}

N, =max{0,| [N2 -(NX®.c—4)]/36 || where N2 is

determined from the primary cell, and for a subframe n with M =1 and a transmission mode that supports up
to two transport blocks on the serving cell where the corresponding PDSCH transmission occurs, the PUCCH

—m=1)-Ng+m-Ng,, +Neepm + 1+ Nieen

such that N < Necem < N

c+1>

1) P 1) —
resource I’]PUCCH, j+1 1s given by nPUCCH, = Mprimary Cc+l

where N..p,, is the number of the first CCE used for transmission of the corresponding DCI assignment and

NI(,BCCH is configured by higher layers.

- for a PDSCH transmission on the primary cell where there is not a corresponding PDCCH/EPDCCH detected
within subframe(s) n—k, where k € K, the value of nf}[}CCH, j is determined according to higher layer

configuration and Table 9.2-2.

- For a PDSCH transmission indicated by the detection of corresponding EPDCCH or a EPDCCH indicating
downlink SPS release in sub-frame N— km wherek,, € K on the primary cell, the PUCCH resource

nIE‘[)ICCH, j is given by
- if EPDCCH-PRB-set ( is configured for distributed transmission

m-1

(09 _ (el)
nPUCCH,j - nECCE,q + Z NECCE,q,n—kH + AARo + NPUCCH,q

i1=0
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- if EPDCCH-PRB-set Yis configured for localized transmission

n m-1

) _ ECCEq ECCE,q ' (eD)

nPUCCH,j - \‘WJ N RB + Z N ECCE,q,n—k;, +n +AARO + NPUCCH,q
RB i1=0

where Ngeep q is the number of the first ECCE (i.e. lowest ECCE index used to construct the EPDCCH) used

for transmission of the corresponding DCI assignment in EPDCCH-PRB-set ¢ in subframe n—k,, N I(,e&cﬂ) q
for EPDCCH-PRB-set ( is configured by the higher layer parameter pucch-ResourceStartOffset-ril ,

N ,EE? CE4 for EPDCCH-PRB-set g in subframe n—k ,is given in subclause 6.8A.1 in [3], N'is determined
from the antenna port used for EPDCCH transmission in subframe n—k _which is described in subclause
6.8A.5in[3].If m=0, A,q, isdetermined from the HARQ-ACK resource offset field in the DCI format of
the corresponding EPDCCH as given in Table 10.1.2.1-1.If m>0, A, is determined from the HARQ-
ACK resource offset field in the DCI format of the corresponding EPDCCH as given in Table 10.1.3.1-2. If the
UE is configured to monitor EPDCCH in subframe n-—k;,, N ECCE,qn—k;, is equal to the number of ECCEs in
EPDCCH-PRB-set g configured for that UE in subframe n—k;, . If the UE is not configured to monitor

EPDCCH in subframe n—Kk;

i1’

N ECCE.q.n-k;, is equal to the number of ECCEs computed assuming EPDCCH-
PRB-set qis configured for that UE in subframe n —k;, . For normal downlink CP, if subframe n—k;, isa

special subframe with special subframe configuration 0 or 5, Ngccp -k, 1s equal to 0. For extended downlink

CP, if subframe n—k;, is a special subframe with special subframe configuration 0 or 4 or 7, N ECCE.q.n-k;, is
equal to 0. For a subframe n with M =1 and a transmission mode that supports up to two transport blocks on
the serving cell where the corresponding PDSCH transmission occurs, the PUCCH resource nl()l[}CCH jo 18

given by

- if EPDCCH-PRB-set ¢ is configured for distributed transmission

m-1
Lp)  _ (el)
Npdcen = nECCE,q +1+ Z N ECCE,q,n—k;, + AARo + NPUCCH,q
i1=0

- if EPDCCH-PRB-set Yis configured for localized transmission

_ n m-1
) _ | ''EccE ECCE,q )
Npicen = L N Ecc;q J ‘N RB +1+ Z N ECCE.q.n—k;, + n""AARO + NPCUCCH,q
RB i1=0
- for a PDSCH transmission indicated by the detection of a corresponding PDCCH/EPDCCH within subframe(s)
n—k, where k€ K on the secondary cell, the value of nf}gCCHJ , and the value of H;BCCH’J-H fora
subframe n with M =2 or for a subframe n with M =1 and a transmission mode on the secondary cell that
supports up to two transport blocks is determined according to higher layer configuration and Table 10.1.2.2.1-
2. The TPC field in the DCI format of the corresponding PDCCH/EPDCCH shall be used to determine the
PUCCH resource values from one of the four resource values configured by higher layers, with the mapping

defined in Table 10.1.2.2.1-2. For a UE configured for a transmission mode on the secondary cell that supports
up to two transport blocks and a subframe n with M =1, or for a subframe n with M =2, a PUCCH resource

value in Table 10.1.2.2.1-2 maps to two PUCCH resources (nSJCCH’ i» nr(,‘&CCH’ i+1) > otherwise, the PUCCH
resource value maps to a single PUCCH resource n,()BCCHW j - A UE shall assume that the same HARQ-ACK
PUCCH resource value is transmitted in the TPC field on all PDCCH/EPDCCH assignments on the secondary

cell within subframe(s) n—k, where ke K .

Table 10.1.3.2-1: Transmission of HARQ-ACK multiplexing for A = 2
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HARQ-ACK(0), HARQ-ACK(1) | n{).cpy | POb(D)
ACK, ACK nSccs | 1.0

ACK, NACK/DTX

Q)
NpUCCH,0 1,1

NACK/DTX, ACK

Q)
NpUCCH,1 0,1

NACK, NACK/DTX

Q)
Npuccho | 0.0

DTX, NACK/DTX

No Transmission

Table 10.1.3.2-2: Transmission of HARQ-ACK multiplexing for A =3

HARQ-ACK(0), HARQ-ACK(1), HARQ-ACK(2) | N\ | P(0)b(1)

ACK, ACK, ACK Noccrn | 11

ACK, ACK, NACK/DTX nccs | 1.0

ACK, NACK/DTX, ACK Noccrs | 1.0

ACK, NACK/DTX, NACK/DTX Nblccro | 11
NACK/DTX, ACK, ACK I
NACK/DTX, ACK, NACK/DTX et | 0.1
NACK/DTX, NACK/DTX, ACK Nblccra | 0.0

NACK, NACK/DTX, NACK/DTX nSlccio | 0.0

DTX, NACK/DTX, NACK/DTX No Transmission

Table 10.1.3.2-3: Transmission of HARQ-ACK multiplexing for A = 4
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HARQ-ACK(0), HARQ-ACK(1), HARQ-ACK(2), HARQ-ACK(3) | n{).; | bOb()
ACK, ACK, ACK, ACK nbccs | 11
ACK, ACK, ACK, NACK/DTX Noccrn | 101
ACK, ACK, NACK/DTX, ACK nSccio | 100
ACK, ACK, NACK/DTX, NACK/DTX nbccs | 1.0
ACK, NACK/DTX, ACK, ACK NSlccrs | 11
ACK, NACK/DTX, ACK, NACK/DTX NSccra | 1.0
ACK, NACK/DTX, NACK/DTX, ACK nSocco | 0.1
ACK, NACK/DTX, NACK/DTX, NACK/DTX Nblccro | 101
NACK/DTX, ACK, ACK, ACK nSoccrs | 0.0
NACK/DTX, ACK, ACK, NACK/DTX Nbdccrs | 0.1
NACK/DTX, ACK, NACK/DTX, ACK NSlccrs | 1.0
NACK/DTX, ACK, NACK/DTX, NACK/DTX nbdccis | 0.1
NACK/DTX, NACK/DTX, ACK, ACK Nblccrs | 0.1
NACK/DTX, NACK/DTX, ACK, NACK/DTX nblccra | 0.0
NACK/DTX, NACK/DTX, NACK/DTX, ACK nSlccrs | 0.0
NACK, NACK/DTX, NACK/DTX, NACK/DTX nblccro | 0.0
DTX, NACK/DTX, NACK/DTX, NACK/DTX No Transmission

Table 10.1.3.2-4: Mapping of subframes on each serving cell to HARQ-ACK(j) for PUCCH format 1b
HARQ-ACK channel selection for TDD with M =2

HARQ-ACK(j)
A
HARQ-ACK(0) HARQ-ACK(1) HARQ-ACK(2) HARQ-ACK(3)
The first subframe | The second subframe | The first subframe | The second subframe
4 : !
of Primary cell of Primary cell of Secondary cell of Secondary cell

For TDD HARQ-ACK multiplexing with PUCCH format 1b with channel selection and sub-frame n with M >2

and two configured serving cells, denotes n](,%CCH i 0<i<3asthe PUCCH resource derived from the transmissions

in M downlink or special sub-frames associated with the UL subframe n . HISBCCH,O and n{,‘L)ICCH,I are associated
with the PDSCH transmission(s) or a PDCCH/EPDCCH indicating downlink SPS release (defined in subclause 9.2) on

the primary cell and nff&ccm and n,‘,ll}CCHj are associated with the PDSCH transmission(s) on the secondary cell.

For Primary cell:

- Ifthe UE is not configured with the higher layer parameter EIMTA-MainConfigServCell-r12 on the primary cell,
and if there is a PDSCH transmission on the primary cell without a corresponding PDCCH/EPDCCH detected
within the subframe(s) -k, where ke K |

- the value of nf}[}CCH,O is determined according to higher layer configuration and Table 9.2-2.
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- for a PDSCH transmission on the primary cell indicated by the detection of a corresponding PDCCH in
subframe N — km ,where K. € K with the DAI value in the PDCCH equal to '1' (defined in Table 7.3-X)
or a PDCCH indicating downlink SPS release (defined in subclause 9.2) in subframe N — km , where

km € K with the DAI value in the PDCCH equal to 'l', the PUCCH resource
nSL)JCCH,l = (M primary — M — 1)' Nc +m-N

et T Necgm T+ Nl(’IIECCH where cC is selected from {0, 1, 2, 3}

N, =max{0,[ [N2 -(NX®.c-4)]/36 |} . where n.,, isthe

number of the first CCE used for transmission of the corresponding PDCCH in subframe n—k,, and

such that N, < Necem < N

c+l>

N f,BCCH is configured by higher layers.

- for a PDSCH transmission on the primary cell indicated by the detection of a corresponding EPDCCH in
subframe N — km ,where K, € K with the DAI value in the EPDCCH equal to '1' (defined in Table 7.3-X)

or an EPDCCH indicating downlink SPS release (defined in subclause 9.2) in subframe N — km , Where
km € K with the DAI value in the EPDCCH equal to '1', the PUCCH resource is given by

- IfEPDCCH-PRB-set qis configured for distributed transmission

m-1
(1 _ (el)
nPUCCH,l - nECCE,q + Z NECCE,q,n—k“ + AARo + NPUCCH,q

i1=0

- IfEPDCCH-PRB-set qis configured for localized transmission

n m-1

m _ ECCE,q ECCE,q ' (el)

nPUCCH,l - \\ N ECCE,q J -N RB + Z N ECCE,q,n-k;, +n +AARO + NPUCCH,q
RB i1=0

where Ngeep, 18 the number of the first ECCE (i.e. lowest ECCE index used to construct the EPDCCH)

used for transmission of the corresponding DCI assignment in EPDCCH-PRB-set ¢ in subframe n—k_,

N l(’?j()ICH,q for EPDCCH-PRB-set ( is configured by the higher layer parameter pucch-ResourceStartOffset-

ri1, N FEé:CE,q for EPDCCH-PRB-set q in subframe n—k  is given in subclause 6.8A.1 in [3], N'is

determined from the antenna port used for EPDCCH transmission in subframe n —k_which is described in
subclause 6.8A.5in [3]. If M=0, A, is determined from the HARQ-ACK resource offset field in the

DCI format of the corresponding EPDCCH as given in Table 10.1.2.1-1. If m>0, A, is determined
from the HARQ-ACK resource offset field in the DCI format of the corresponding EPDCCH as given in
Table 10.1.3.1-2. If the UE is configured to monitor EPDCCH in subframe n—k.

i1’

the number of ECCEs in EPDCCH-PRB-set q configured for that UE in subframe n—k;, . If the UE is not

N ECCEqn-k, iSequalto

configured to monitor EPDCCH in subframe n—k;,, N ECCEgn-k, 1S equal to the number of ECCEs
computed assuming EPDCCH-PRB-set ( is configured for that UE in subframe n —k;, . For normal downlink
CP, if subframe n -k, is a special subframe with special subframe configuration 0 or 5, N ECCE,qn—k;, 1
equal to 0. For extended downlink CP, if subframe n—k;, is a special subframe with special subframe

configuration 0 or 4 or 7, Ngoce an-k,, 1S equal to 0.

- Ifthe UE is configured with the higher layer parameter EIMTA-MainConfigServCell-r12 on the primary cell, and
if there is a PDSCH transmission on the primary cell without a corresponding PDCCH/EPDCCH detected within
the subframe(s) n—k , where kK e K,

- the value of nf,lI}CCH,O is determined according to higher layer configuration and Table 9.2-2.
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- for a PDSCH transmission on the primary cell indicated by the detection of a corresponding PDCCH in
subframe n—k; , where k; € K with the DAI value in the PDCCH equal to 'l" (defined in Table 7.3-X) or

a PDCCH indicating downlink SPS release (defined in subclause 9.2) in subframe n—k; , where k, e K
with the DAI value in the PDCCH equal to '1',

- if the value of k; is same as the value of an element k', , where k'., e K', the PUCCH resource

22

(1) T ) _ H H 1) .
NpGccn, 18 given by Nppeey; = (M'=12-1) N, +12-N,, + Neeg, + Npocen 5

- otherwise, if the value of k; is same as the value of an element k/ inset K A where k/; € K* (defined

in Table 10.1.3.1-1A), the PUCCH resource nf,lleCHw, is given by

) _ A ; K*
nPUCCH,l = (M _|3_1)' Nc +13- Nc+1 +nCCE,i + NPUCCH’

where M * is the number of elements in the set K® defined in Table 10.1.3.1-1A , where C is selected

from {0, 1,2, 3} such that Ny < Neegs < Nooyo No =max{0,| [N2-(N® .c—4)]/36 |}

c+l >

where N Eé is determined from the primary cell, Necg; is the number of the first CCE used for

transmission of the corresponding PDCCH in subframe n -k, , and NllfSCCH , N

pUCcH » are configured by

higher layers .

- for a PDSCH transmission on the primary cell indicated by the detection of a corresponding EPDCCH in
subframen —k; , where k; € K with the DAI value in the EPDCCH equal to 'l" (defined in Table 7.3-X) or
an EPDCCH indicating downlink SPS release (defined in subclause 9.2) in subframe n—k; , where
k; € K with the DAI value in the EPDCCH equal to 'l', the PUCCH resource is given by

- IfEPDCCH-PRB-set qis configured for distributed transmission

i4-1 i5-1

(@) _ Z ’ Z 1 ' (el)
r]PUCCH,I - nECCE,q + N ECCE,q,n—k/, + NECCE,q,n—ki’? + AARO + NPUCCH,q
i1=0 i1=0

- IfEPDCCH-PRB-set qis configured for localized transmission

i4-1 i5-1

' ' ' (el)
N +E N ,?+n'+AARO+N
0

n(l) _ nECCE,q "N ECCE,q +
PUCCH,1 N ECCE.a RB ECCE,q,n—k{, ECCE,q,n—k; PUCCH,q
RB

il= i1=0

where

- ifthe value of k; is same as the value of an index k', , where k',,eK', then i4=i2and i5=0;

- otherwise, if the value of k; is same as the value of an index k/;, where k/} € K*, then i4=M'and
i5=i3;

,and where Ngecp , is the number of the first ECCE (i.e. lowest ECCE index used to construct the

EPDCCH) used for transmission of the corresponding DCI assignment in EPDCCH-PRB-set ( in subframe
n-k, , N I(,?})CCH’CI for EPDCCH-PRB-set ( is configured by the higher layer parameter pucch-

ResourceStartOffset-ril, N FEé: &4 for EPDCCH-PRB-set g in subframe n—Kk; is given in subclause

6.8A.11in[3], N'is determined from the antenna port used for EPDCCH transmission in subframe

n —k,, which is described in subclause 6.8A.5 in [3]. A N'eccegni, N' » are determined

1
ARO , ECCE,q,n—k{,

as described in section 10.1.3.1.
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HARQ-ACK(0) is the ACK/NACK/DTX response for the PDSCH transmission without a corresponding
PDCCH/EPDCCH. For 1< j<M -1, if a PDSCH transmission with a corresponding PDCCH/EPDCCH

and DAI value in the PDCCH/EPDCCH equal to ' j' or a PDCCH/EPDCCH indicating downlink SPS release
and with DAI value in the PDCCH/EPDCCH equal to ' j ' is received, HARQ-ACK(j) is the corresponding
ACK/NACK/DTX response; otherwise HARQ-ACK()) shall be set to DTX.

- Otherwise,

If the UE is not configured with the higher layer parameter EIMTA-MainConfigServCell-r12 on the primary
cell, for a PDSCH transmission on the primary cell indicated by the detection of a corresponding PDCCH in
subframe N — km , where km € K and for TDD UL/DL configuration of the primary cell belonging to
{1,2,3,4,6} the DAI value in the PDCCH equal to either '1' or 2' or a PDCCH indicating downlink SPS
release (defined in subclause 9.2) in subframe N — km ,where K, € K and for TDD UL/DL configuration
of the primary cell belonging to {1,2,3,4,6} the DAI value in the PDCCH equal to either '1' or 2', the
PUCCH resource nSL}CCHJ = (M m— 1)- N, +m-N_, +n

(1) :
cce.m + Npucen» where ¢ s

primary c+l

selected from {0, 1,2, 3} such that N <Neeppy <N

c+l»

N, = max{ 0, L [Nes (NP .c-4)]/36 J } , where Necp, is the number of the first CCE used for

transmission of the corresponding PDCCH in subframe N— km , N l(,BCCH is configured by higher layers

and for TDD UL/DL configuration of the primary cell belonging to {1,2,3,4,6}, i =0 for the corresponding
PDCCH with the DAI value equal to '1'and 1 =1 for the corresponding PDCCH with the DAI value equal
to '2', and for the primary cell with TDD UL/DL configuration 0 i =0 for the corresponding PDCCH.

If the UE is configured with the higher layer parameter EIMTA-MainConfigServCell-r12 on the primary cell,
for a PDSCH transmission on the primary cell indicated by the detection of a corresponding PDCCH in

subframe n—k , where k € K and for TDD UL/DL configuration of the primary cell belonging to

{1,2,3,4,6} the DAI value in the PDCCH equal to either '1' or 2' or a PDCCH indicating downlink SPS
release (defined in subclause 9.2) in subframe n—k,, , where k €K and for TDD UL/DL configuration

of the primary cell belonging to {1,2,3,4,6} the DAI value in the PDCCH equal to either 'l' or 2',

- ifthe value of k, is same as the value of an element k',,, where k',,e K', the PUCCH resource
nl()BCCH,i is given by n]()IL)ICCH,i =(M'-i2-1)- Nc +i2- Nc+l +Ncepm + nggccm

- otherwise, if the value of Kk, is same as the value of an element kig\ in set K A, where ki’; e K”(defined
in Table 10.1.3.1-1A), the PUCCH resource nf,‘[}CCHJ is given by

o =(MA—i3-1)-N, +i3-N NE
Npuccn,i = ( —13=1)-N¢ +13-N¢ +Necpm + Npycen s

where M” is the number of elements in the set K A, where C is selected from {0, 1, 2, 3} such that

<N N, = max{O, \_[N%‘ (N2 .c-4)]/36 J } where NE- is determined
from the primary cell, n

N.<n

CCE,m c+l»

ccem 1S the number of the first CCE used for transmission of the corresponding

A
PDCCH in subframe n—k ,and N 1I)<UCCH , NI()BCCH , are configured by higher layers. Here, for TDD

UL/DL configuration of the primary cell belonging to {1,2,3,4,6}, 1 =0 for the corresponding PDCCH
with the DAI value equal to '1'and 1 =1 for the corresponding PDCCH with the DAI value equal to 2', and
for the primary cell with TDD UL/DL configuration 0 | =0 for the corresponding PDCCH.

If the UE is not configured with the higher layer parameter EIMTA-MainConfigServCell-r12 on the primary
cell for a PDSCH transmission on the primary cell indicated by the detection of a corresponding EPDCCH in

subframe N— km ,where K, € K and for TDD UL/DL configuration of the primary cell belonging to
{1,2,3,4,6} the DAI value in the EPDCCH equal to either 'l' or 2' or an EPDCCH indicating downlink SPS
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release (defined in subclause 9.2) in subframe N — km , where km € K and for TDD UL/DL configuration
of the primary cell belonging to {1,2,3,4,6}the DAI value in the EPDCCH equal to either '1' or '2', the
PUCCH resource is given by

- IfEPDCCH-PRB-set q is configured for distributed transmission

m-1
Q] _ (el)
nPUCCH,i - nECCE,q + Z NECCE,q,n—k” + AARO + NPUCCH,q

i1=0

- IfEPDCCH-PRB-set q is configured for localized transmission

n m-1

1) _ ECCE,q ECCE,q ' (el)

nPUCCH,i - { N ECCE. J N RB + Z N ECCE,q,n—k;, +n +AARO + NPUCCH,q
RB i1=0

where Npecg, is the number of the first ECCE (i.e. lowest ECCE index used to construct the EPDCCH)
used for transmission of the corresponding DCI assignment in EPDCCH-PRB-set g in subframe n—-Kk_,

N }(%éCHW o for EPDCCH-PRB-set q is configured by the higher layer parameter pucch-ResourceStartOffset-

ri1, N REBCCE’q for EPDCCH-PRB-set q in subframe n—Kk_ is given in subclause 6.8A.1 in [3], N'is
determined from the antenna port used for EPDCCH transmission in subframe n—k_which is described in
subclause 6.8A.5in [3].If mM=0, A,z is determined from the HARQ-ACK resource offset field in the
DCI format of the corresponding EPDCCH as given in Table 10.1.2.1-1.If m >0, A ,., is determined
from the HARQ-ACK resource offset field in the DCI format of the corresponding EPDCCH as given in
Table 10.1.3.1-2. If the UE is configured to monitor EPDCCH in subframe n—k;,, N ECCE,qn-k, 1 equal to
the number of ECCEs in EPDCCH-PRB-set g configured for that UE in subframe n—Kk;, . If the UE is not

configured to monitor EPDCCH in subframen —k;,, N ECCEqn-k, 1S equal to the number of ECCEs

computed assuming EPDCCH-PRB-set q is configured for that UE in subframe n—Kk;, . For normal

downlink CP, if subframe n—k;, is a special subframe with special subframe configuration 0 or 5,
N ECCE,q.nk, is equal to 0. For extended downlink CP, if subframe n—k;, is a special subframe with special
subframe configuration 0 or4 or 7, N ECCE.q.n—k, is equal to 0. Here, for TDD UL/DL configuration of the

primary cell belonging to {1,2,3,4,6} i =0 for the corresponding EPDCCH with the DAI value equal to 'l"
and i=1 forthe corresponding EPDCCH with the DAI value equal to '2', and for the primary cell with
TDD UL/DL configuration 0 i = 0 for the corresponding EPDCCH.

- Ifthe UE is configured with the higher layer parameter EIMTA-MainConfigServCell-r12 on the primary cell
for a PDSCH transmission on the primary cell indicated by the detection of a corresponding EPDCCH in

subframe N— km , where K., € K and for TDD UL/DL configuration of the primary cell belonging to
{1,2,3,4,6} the DAI value in the EPDCCH equal to either 'l' or "2' or an EPDCCH indicating downlink SPS
release (defined in subclause 9.2) in subframe N — km , where km € K and for TDD UL/DL configuration

of the primary cell belonging to {1,2,3,4,6}the DAI value in the EPDCCH equal to either '1' or '2', the
PUCCH resource is given by

- IfEPDCCH-PRB-set q is configured for distributed transmission

i4-1 i5-1

s e+ 3 >
nPUCCH,i - nECCE,q + NECCE,q,n—ki’l + NECCE,q,n—ki’? + AARO + NPUCCH,q
i1=0 i1=0

- If EPDCCH-PRB-set q is configured for localized transmission
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i4-1

n i5-1
(1) _ ECCEq |, N ECCE,q z Z ' (el)
Mpuceni = \‘ N ECCE.a J Nrg + 2N ECCE,g,n—k{, +2 N ECCE,g,n—k}; TN Ao + NPUCC”"*

RB i1=0 i=0

where

- if'the value of k, is same as the value of an index k', , where k', e K', then i4=i2;

- otherwise, if the value of k, issame as the value of an index k;, where ke K*, then i4=i3;

,and where Npeep o is the number of the first ECCE (i.e. lowest ECCE index used to construct the

EPDCCH) used for transmission of the corresponding DCI assignment in EPDCCH-PRB-set  in subframe
n-— km , N l(fééCH’q for EPDCCH-PRB-set q is configured by the higher layer parameter pucch-

ResourceStartOffset-ri1, N Eg &4 for EPDCCH-PRB-set g in subframe N — km is given in subclause
6.8A.1 in [3], N'is determined from the antenna port used for EPDCCH transmission in subframe

n —Kk, which is described in subclause 6.8A.5 in [3].. A',q, Necee k', N (A are determined
> o o, il

ECCE,.q,n—-
as described in section 10.1.3.1. Here, for TDD UL/DL configuration of the primary cell belonging to
{1,2,3,4,6} i =0 for the corresponding EPDCCH with the DAI value equal to '1'and i =1 for the
corresponding EPDCCH with the DAI value equal to 2', and for the primary cell with TDD UL/DL
configuration 0 i = O for the corresponding EPDCCH.

- For 0< j<M -1 and TDD UL/DL configuration of the primary cell belonging to {1,2,3,4,6}, if a PDSCH

transmission with a corresponding PDCCH/EPDCCH and DAL value in the PDCCH/EPDCCH equal to
"j+1'or a PDCCH/EPDCCH indicating downlink SPS release and with DAI value in the PDCCH/EPDCCH

equal to' j +1"is received, HARQ-ACK(j) is the corresponding ACK/NACK/DTX response; otherwise
HARQ-ACK(j) shall be set to DTX. For 0 < j<M —1 and the primary cell with TDD UL/DL configuration

0, if a PDSCH transmission with a corresponding PDCCH/EPDCCH or a PDCCH/EPDCCH indicating
downlink SPS release is received, HARQ-ACK(0) is the corresponding ACK/NACK/DTX response;
otherwise HARQ-ACK(j) shall be set to DTX.

For Secondary cell:

If the UE is not configured with the higher layer parameter EIMTA-MainConfigServCell-r12 on the primary cell,
for a PDSCH transmission on the secondary cell indicated by the detection of a corresponding PDCCH on the

primary cell in subframe N— km , where km € K with the DAI value in the PDCCH equal to either '1' or '2',

the PUCCH resources nf,BCCH,i = (M -m- l)- Ne+m-N_, +Neepn+ N {Uccp» where ¢ is

c+l

N, =max{0.[ [N2 (X .c-4))/36 |} .

primary

selected from {0, 1, 2, 3} such that N, <n.. <N

c+l »
where N%‘ is determined from the primary cell, N..,, is the number of the first CCE used for transmission

of the corresponding PDCCH in subframe n-k_,, N l(,BCCH is configured by higher layers, i =2 for the

corresponding PDCCH with the DAI value equal to '1'and i =3 for the corresponding PDCCH with the DAI
value equal to 2.

If the UE is configured with the higher layer parameter EIMTA-MainConfigServCell-r12 on the primary cell, for
a PDSCH transmission on the secondary cell indicated by the detection of a corresponding PDCCH on the

primary cell in subframe N—K_, where K, € K with the DAI value in the PDCCH equal to either '1" or 2",

- ifthe value of kK, is same as the value of an element k',,, where k',, e K', the PUCCH resource nf}I}CCHJ

is given by n;IL)JCCH,i =(M '—i2 - - Nc +i2- Nc+1 +Necpm + N](’II}CCH;

- otherwise, if the value of k_ is same as the value of an element ki’; inset K”, where ki’; e K*(defined in

Table 10.1.3.1-1A, where "UL/DL configuration” in the table refers to the higher layer parameter
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subframeAssignment), the PUCCH resource H;BCCHJ is given by
1 A - : K*
nl(’l)JCCH,i =(M"—i3-1)-N¢ +i3-N¢,; +Neepm + Npycen s
where M ? is the number of elements in the set K* defined in Table 10.1.3.1-1A , where C is selected from

N, =max{0,| [N -(NX®.c-4)]/36 || where N2

is determined from the primary cell, n..., is the number of the first CCE used for transmission of the

c+l>

{0,1,2,3} such that Ny <Nepn <N

A
corresponding PDCCH in subframe n-k_,, and NII’<UCCH , N l(,BCCH , are configured by higher layers. Here,

i =2 for the corresponding PDCCH with the DAI value equal to '1'and i =3 for the corresponding PDCCH
the DAI value in the PDCCH equal to either '1' or '2°.

- Ifthe UE is not configured with the higher layer parameter EIMTA-MainConfigServCell-r12 on the primary cell,
for a PDSCH transmission on the secondary cell indicated by the detection of a corresponding EPDCCH on the

primary cell in subframe N—K_,, where K, € K with the DAI value in the PDCCH equal to either '1' or 2",
the PUCCH resources are given by

- If EPDCCH-PRB-set qis configured for distributed transmission

m-1
1) _ (el)
nPUCCH,i - nECCE,q + Z NECCE,q,n—k,, + AARo + NPUCCH,q

i1=0

- If EPDCCH-PRB-set qis configured for localized transmission

n m-1

o) _ ECCEq ECCE.q ' (el)

Npuceni = [ N ECCE J ‘N RB + Z N ECCE.q.n—k;, +n +AARO + NPUCCH,q
RB i1=0

where Npecg, is the number of the first ECCE (i.e. lowest ECCE index used to construct the EPDCCH) used

for transmission of the corresponding DCI assignment in EPDCCH-PRB-set g in subframe n—Kk, N I(f&CH’ q
for EPDCCH-PRB-set q is configured by the higher layer parameter pucch-ResourceStartOffset-r1l ,

N FfBC B9 for EPDCCH-PRB-set g in subframe n—k is given in subclause 6.8A.1 in [3], N'is determined from
the antenna port used for EPDCCH transmission in subframe n—k  which is described in subclause 6.8A.5 in
[3]1.1f m=0, A,z isdetermined from the HARQ-ACK resource offset field in the DCI format of the
corresponding EPDCCH as given in Table 10.1.2.1-1.If m >0, A, is determined from the HARQ-ACK

resource offset field in the DCI format of the corresponding EPDCCH as given in Table 10.1.3.1-2. If the UE is
configured to monitor EPDCCH in subframe n—k;,, N ECCEqn-k, 1S equal to the number of ECCEs in

EPDCCH-PRB-set g configured for that UE in subframe n—k;, . If the UE is not configured to monitor
EPDCCH in subframe n — k.

i1’

N ECCE,q.nk;, is equal to the number of ECCEs computed assuming EPDCCH-
PRB-set q is configured for that UE in subframe n —k;, . For normal downlink CP, if subframe n—k;, isa
special subframe with special subframe configuration0 or5, N ECCE,q.n—k;, 18 equal to 0. For extended
downlink CP, if subframe n—k;, is a special subframe with special subframe configuration 0 or 4 or 7,

N ECCE,qn—k, 18 equal to 0. Here, i =2 for the corresponding EPDCCH with the DAI value equal to '1" and

i =3 for the corresponding EPDCCH with the DAI value equal to '2'.

- If the UE is configured with the higher layer parameter EIMTA-MainConfigServCell-r12 on the primary cell, for
a PDSCH transmission on the secondary cell indicated by the detection of a corresponding EPDCCH on the

primary cell in subframe N—K_,, where K, € K with the DAI value in the PDCCH equal to either '1' or 2",
the PUCCH resources are given by

- If EPDCCH-PRB-set qis configured for distributed transmission
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i4-1 i5-1
(1) _ z ' z ' ' (el)
nPUCCH,i - nECCE,q + NECCE,q,n—ki’l + NECCE,q,n—ki’? + AARO + NPUCCH,q
i1=0 i1=0

- If EPDCCH-PRB-set g is configured for localized transmission

nw

n i4-1 i5-1
. ECCEq ECCE,q ' ' ' ' (el
PUCCH,i — L J N RB + N + Z N +n'+ AARO + NPUCCH,q
i1=0

N ECCE ECCE.q.n—k/, ECCE,q,n—ki}
RB i1=0

where

- if the value of K is same as the value of an index k'i2 , where k'i2 eK',then i4=i2;
- otherwise, if the value of k is same as the value of an index k/;, where k/} e K*, then i4=i3;

and where Ngecg o is the number of the first ECCE (i.e. lowest ECCE index used to construct the EPDCCH)
used for transmission of the corresponding DCI assignment in EPDCCH-PRB-set ( in subframe N — km ,
N ](,eL]])CCH’q for EPDCCH-PRB-set q is configured by the higher layer parameter pucch-ResourceStartOffset-ril

, N :BC CE9 for EPDCCH-PRB-set g in subframe N — km is given in subclause 6.8A.1 in [3], N'is determined

from the antenna port used for EPDCCH transmission in subframe n— Kk which is described in subclause
6.8A.5in [3]. Ao , N 'ECCE,q,n—k'H ’ N 'ECCE,q,n—kiﬁ‘ are determined as described in subclause 10.1.3.1. For

extended downlink CP, if subframe n—k;, is a special subframe with special subframe configuration 0 or 4 or

7, N ECCE,q,n—k;,
i =3 for the corresponding EPDCCH with the DAI value equal to '2".

is equal to 0. Here, i =2 for the corresponding EPDCCH with the DAI value equal to 'l' and

- for a PDSCH transmission indicated by the detection of a corresponding PDCCH/EPDCCH within the
subframe(s) n—k, where k € K on the secondary cell, the value of nf}[}CCH’Z and nl(fI}CCHJ is determined

according to higher layer configuration and Table 10.1.2.2.1-2. The TPC field in the DCI format of the
corresponding PDCCH/EPDCCH shall be used to determine the PUCCH resource values from one of the four
resource values configured by higher layers, with the mapping defined in Table 10.1.2.2.1-2. A UE shall assume
that the same HARQ-ACK PUCCH resource value is transmitted in the TPC field on all PDCCH/EPDCCH

assignments on the secondary cell within subframe(s) n—k, where k e K .

- For 0< j<M -1, ifa PDSCH transmission with a corresponding PDCCH/EPDCCH and DAI value in the
PDCCH/EPDCCH equal to ' j +1'is received, HARQ-ACK(j) is the corresponding ACK/NACK/DTX response;
otherwise HARQ-ACK(j) shall be set to DTX.

A UE shall perform channel selection according to the Tables 10.1.3.2-5, and 10.1.3.2-6 and transmit b(0),b(1) on
PUCCH resource n](,‘I;E)CH for P mapped to antenna port p using PUCCH format 1b according to subclause 5.4.1 in
[3] where

nf,{;%c)H = n}E‘I}CCH in sub-frame N for P mapped to antenna port P, where "any" in Tables 10.1.3.2-5, and
10.1.3.2-6 represents any response of ACK, NACK, or DTX. The value of b(0),b(1) and the PUCCH resource

nf}l}CCH are generated by channel selection according to Tables 10.1.3.2-5, and 10.1.3.2-6 for M =3, and 4

respectively.
- nf,{%&H for antenna port p, , where n]‘,llf;gH selected from PUCCH resources, nf,;E'C)HJ configured by higher

layers where 0<i<3 according Tables 10.1.3.2-5, and 10.1.3.2-6 for M = 3, and 4 respectively by replacing

NGccm with Nieey and replacing NiJeey; with NPy, where "any" in Tables 10.1.3.2-5, and 10.1.3.2-

6 represents any response of ACK, NACK, or DTX, when the UE is configured with two antenna port
transmission for PUCCH format 1b with channel selection.
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Table 10.1.3.2-5: Transmission of HARQ-ACK multiplexing for M = 3

Primary Cell Secondary Cell Resource | Constellation I;\h:)l,?toBdi(tes

HARQ-ACK(0), HARQ-ACK(0),

HARQ-ACK(1), HARQ-ACK(1), N e b(0),b() | 0(0),0(1),0(2),0(3)

HARQ-ACK(2) HARQ-ACK(2)

ACK, ACK, ACK ACK, ACK, ACK | n{ccp; 1,1 1,1,1,1
ACK, ACK, NACK/DTX |  ACK,ACK,ACK | n{Jccy; 0,0 1,0,1,1
ACK, NACK/DTX, any |  ACK,ACK,ACK | nficcp 3 1,1 0,1,1,1

NACK/DTX, any, any ACK, ACK, ACK nbYccra 0, 1 0,0,1,1

ACK, ACK, ACK | ACK, ACK, NACK/DTX | N0y o 1,0 1,1,1,0
ACK, ACK, NACK/DTX | ACK, ACK, NACK/DTX | Ni{ccy 3 1,0 1,0,1,0
ACK, NACK/DTX, any | ACK, ACK, NACK/DTX | nfJiccyy 0, 1 0,1,1,0

NACK/DTX, any, any | ACK, ACK, NACK/DTX | Nb{iccyis 0,0 0,0,1,0

ACK, ACK, ACK | ACK, NACK/DTX, any | Ni{ccyrs 1,1 1,1,0,1
ACK, ACK, NACK/DTX | ACK, NACK/DTX, any | n%/cci 0,1 1,0,0,1
ACK, NACK/DTX, any | ACK, NACK/DTX, any | Nbiccria 1,0 0,1,0,1

NACK/DTX, any, any | ACK, NACK/IDTX, any | n%ccria 0,0 0,0,0, 1

ACK, ACK, ACK NACK/DTX, any, any | NS 1,0 1,1,0,0
ACK, ACK, NACK/DTX | NACK/DTX, any, any | Nfccp 0, 1 1,0,0,0
ACK, NACK/DTX, any | NACK/DTX, any,any | n%ccro 1,1 0,1,0,0

NACK, any, any NACK/DTX, any, any | n%iccro 0,0 0,0,0,0

DTX, any, any NACK/DTX, any, any No,Transmission 0,0,0,0
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. - RM Code
Primary Cell Secondary Cell Resource | Constellation Input Bits
HARQ-ACK(0), HARQ-ACK(0),
HARQ-ACK(1), HARQ-ACK(1), i
et A e | BODBD | 0(0),001),0(),00)
HARQ-ACK(3) HARQ-ACK(3)
ACK, ACK, ACK, NACK/DTX | ACK, ACK, ACK, NACK/DTX | n%Yccp 1,1 1,1,1,1
ACK, ACK, NACK/DTX, any | ACK, ACK, ACK, NACKIDTX | nSccp s 0,0 1,0,1,1
ACK, DTX, DTX, DTX ACK, ACK, ACK, NACKIDTX | n& i 1,1 0,1,1,1
ACK, ACK, ACK, ACK ACK, ACK, ACK, NACKIDTX | n%D i 1,1 0,1,1,1
NACK/DTX, any, any, any ACK, ACK, ACK, NACKIDTX | n i 0, 1 0,0,1,1
(ACK, NACK/DTX, any, any), |
except for (ACK, DTX, DTX, ACK, ACK, ACK, NACKIDTX | n% i 0, 1 0,0,1,1
DTX) ’
ACK, ACK, ACK, NACK/DTX ACK, ACK, NACK/DTX, any | nSccio 1,0 1,1,1,0
ACK, ACK, NACK/DTX, any ACK, ACK, NACK/DTX, any | NS ccps 1,0 1,0,1,0
ACK, DTX, DTX, DTX ACK, ACK, NACKIDTX, any | N crio 0,1 0,1,1,0
ACK, ACK, ACK, ACK ACK, ACK, NACK/DTX, any | nSccio 0, 1 0,1,1,0
NACK/DTX, any, any, any ACK, ACK, NACK/DTX, any | NS ccpa 0,0 0,0,1,0
(ACK, NACK/DTX, any, any), |
except for (ACK, DTX, DTX, ACK, ACK, NACK/IDTX, any | NS ccps 0,0 0,0,1,0
DTX) ’
ACK, ACK, ACK, NACK/DTX ACK, DTX, DTX, DTX NS ccra 1,1 1,1,0,1
ACK, ACK, ACK, NACK/DTX ACK, ACK, ACK, ACK NS ccra 1,1 1,1,0,1
ACK, ACK, NACK/DTX, any ACK, DTX, DTX, DTX NS et 0, 1 1,0,0, 1
ACK, ACK, NACK/DTX, any ACK, ACK, ACK, ACK NS ccra 0, 1 1,0,0, 1
ACK, DTX, DTX, DTX ACK, DTX, DTX, DTX N ccrn 1,0 0,1,0,1
ACK, DTX, DTX, DTX ACK, ACK, ACK, ACK NS 1,0 0,1,0,1
ACK, ACK, ACK, ACK ACK, DTX, DTX, DTX NS 1,0 0,1,0,1
ACK, ACK, ACK, ACK ACK, ACK, ACK, ACK NSccrn 1,0 0,1,0,1
NACK/DTX, any, any, any ACK, DTX, DTX, DTX N ccrn 0,0 0,0,0,1
NACK/DTX, any, any, any ACK, ACK, ACK, ACK N 0,0 0,0,0, 1
(ACK, NACK/DTX, any, any), {
except for (ACK, DTX, DTX, ACK, DTX, DTX, DTX N ccrn 0,0 0,0,0,1
DTX) )
(ACK, NACK/DTX, any, any), 1
except for (ACK, DTX, DTX, ACK, ACK, ACK, ACK NS 0,0 0,0,0,1
DTX) ’
ACK, ACK, ACK, NACK/DTX NACK/DTX, any, any, any | NScem 1,0 1,1,0,0
(ACK, NACK/DTX, any, any), 1
ACK, ACK, ACK, NACK/DTX except for (ACK, DTX, DTX, | n%dccp | 1,0 1,1,0,0
DTX) |
ACK, ACK, NACK/DTX, any NACK/DTX, any, any, any nSYccr.t 0, 1 1,0,0,0
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(ACK, NACK/DTX, any, any),

Q)

ACK, ACK, NACK/DTX, any except for (ACK, DTX, DTX, NpUCCH.1 0,1 1,0,0,0
DTX) ’
ACK, DTX, DTX, DTX NACK/DTX, any, any, any NS ccro 1,1 0,1,0,0
(ACK, NACK/DTX, any, any), |
ACK, DTX, DTX, DTX except for (ACK, DTX, DTX, n%,I)JCCH 0 1,1 0,1,0,0
DTX) ’
ACK, ACK, ACK, ACK NACK/DTX, any, any, any | n%0ccmo 1,1 0,1,0,0
(ACK, NACK/DTX, any, any), |
ACK, ACK, ACK, ACK except for (ACK, DTX, DTX, | NS0 1,1 0,1,0,0
DTX) ’
NACK, any, any, any NACK/DTX, any, any, any ngI)JCCH,O 0,0 0,0,0,0
(ACK, NACK/DTX, any, any), |
NACK, any, any, any except for (ACK, DTX, DTX, | nSccro 0,0 0,0,0,0
DTX) ’
(ACK, NACK/DTX, any, any), |
except for (ACK, DTX, DTX, NACK/DTX, any, any, any | n%cco 0,0 0,0,0,0
DTX) '
(ACK, NACK/DTX, any, any), (ACK, NACK/DTX, any, any), |
except for (ACK, DTX, DTX, except for (ACK, DTX, DTX, nf,&CCH 0 0,0 0,0,0,0
DTX) DTX) '
DTX, any, any, any NACK/DTX, any, any, any No Transmission 0,0,0,0
(ACK, NACK/DTX, any, any),
DTX, any, any, any except for (ACK, DTX, DTX, No Transmission 0,0,0,0

DTX)
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10.1.3.2.2 PUCCH format 3 HARQ-ACK procedure

If a UE is configured with the higher layer parameter EIMTA-MainConfigServCell-r12, then K'= K where the set K is
defined in Table 10.1.3.1-1 (where "UL/DL configuration" in the table refers to the higher layer parameter
subframeAssignment), and M 'is the number of elements in set K'.

If a UE is configured with one serving cell, or if a UE is configured with more than one serving cells and the UL/DL
configuration of all serving cells is same, then in the rest of this subclause K is as defined in Sec 10.2, and M is the
number of elements in the set K.

If a UE is configured with more than one serving cell and if at least two cells have different UL/DL configurations, then
K in this subclause refers to Kc (as defined in subclause 10.2) ,and M is the number of elements in the set K .

For TDD HARQ-ACK transmission with PUCCH format 3 and sub-frame n with M >1 and more than one

configured serving cell, where M is the number of elements in the set K, the UE shall use PUCCH resource nl%?cﬂ

or nf,lL}E)CH for transmission of HARQ-ACK in subframe n for P mapped to antenna port p where

- If the UE is not configured with the higher layer parameter EIMTA-MainConfigServCell-r12 on the primary cell,
for a single PDSCH transmission only on the primary cell indicated by the detection of a corresponding PDCCH
in subframe n—k,, where k e K, and for a TDD UL/DL configuration of the primary cell belonging to

{1,2,3,4,5,6} the DAI value in the PDCCH is equal to '1' (defined in Table 7.3-X), or for a PDCCH indicating
downlink SPS release (defined in subclause 9.2) in subframe n—k_, where ke K, and for a TDD UL/DL

configuration of the primary cell belonging to {1,2,3,4,5,6} the DAI value in the PDCCH is equal to '1', the UE
shall use PUCCH format 1a/1b and PUCCH resource nf)‘Upc)CH with

L)  _ 1) 1 .
Npocey = (M =m=1)-N_+m-N_,, + Necem + Npyccy for antenna port p,, where Nl(,[}CCH is
<N

configured by higher layers, C is selected from {0, 1, 2, 3} such that N, <n

CCE,m c+l

N¢ = max{O, L[NRD]% -(NS%B -c—4)]/36 J} ;and Necgp, is the number of the first CCE used for transmission
of the corresponding PDCCH in subframe n—k;, where k e K. When two antenna port transmission is
configured for PUCCH format 1a/1b, the PUCCH resource for antenna port P, is given by
nlglligéﬁ = nlglfjﬁcoc)ﬁ +1

- Ifthe UE is configured with the higher layer parameter EIMTA-MainConfigServCell-r12 on the primary cell, for

a single PDSCH transmission only on the primary cell indicated by the detection of a corresponding PDCCH in
subframe n—k_, where ke K, and fora TDD UL/DL configuration of the primary cell belonging to

{1,2,3,4,5,6} the DAI value in the PDCCH is equal to '1' (defined in Table 7.3-X), or for a PDCCH indicating
downlink SPS release (defined in subclause 9.2) in subframe n—k, where k, e K, and fora TDD UL/DL

configuration of the primary cell belonging to {1,2,3,4,5,6} the DAI value in the PDCCH is equal to 'l', the UE
shall use PUCCH format 1a/1b and

- ifthe value of K is same as the value of an element k',,, where k', e K', the PUCCH resource N :’ll}g)CH is

. L5 . . 1 .
given by nl()UpC)CH =(M'-12-1)- Nc +12- Nc+l +Neepm + Né&ccn >

- otherwise, if the value of k_ is same as the value of an element k/ inset K*, where k’ e K”(defined in
Table 10.1.3.1-1A, where "UL/DL configuration" in the table refers to the higher layer parameter
subframeAssignment), the PUCCH resource nﬁ‘l’J"C)CH is given by

LB _(MA_i : KA
nPUCCH_(M _|3_1)'Nc+|3'Nc+1+nCCE,m+NPUCCH7

where M * is the number of elements in the set K” defined in Table 10.1.3.1-1A , where C is selected from
N, =max{0,| [N2 -(NX*.c—4)]/36 |} where N2

is determined from the primary cell, n... . is the number of the first CCE used for transmission of the

{0, 1,2,3} such that N, <Neep <N

c+l>
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KA

PUCCH ngII}CCH , are configured by higher layers. When

corresponding PDCCH in subframe n-k_,and N
two antenna port transmission is configured for PUCCH format 1a/1b, the PUCCH resource for antenna port p,
is given by Mty = Npucen +1

- If the UE is not configured with the higher layer parameter EIMTA-MainConfigServCell-r12 on the primary cell,
for a single PDSCH transmission only on the primary cell indicated by the detection of a corresponding
EPDCCH in subframe n-k_, where k e K, and for a TDD UL/DL configuration of the primary cell

belonging to {1,2,3,4,5,6} the DAI value in the EPDCCH is equal to '1' (defined in Table 7.3-X), or for a
PDCCH indicating downlink SPS release (defined in subclause 9.2) in subframe n — K, where k,eK, and for

a TDD UL/DL configuration of the primary cell belonging to {1,2,3,4,5,6} the DAI value in the EPDCCH is
equal to '1", the UE shall use PUCCH format 1a/1b and PUCCH resource ngU%)CH given by

- IfEPDCCH-PRB-set qis configured for distributed transmission

m-I

(Lp) _ (e
Npicen = Necceq T z N ECCE.qn—k, T Apro NPUCCH,q

i1=0

- IfEPDCCH-PRB-set q is configured for localized transmission

~ n m-1

Lp) ECCE,q ECCE.q ' (el)

nPUCCH - |‘ N ECCE.q J ‘N RB + Z N ECCE.q,n-k;, +n +AARO + NPUCCH,q
RB i1=0

where Ngecpy  is the number of the first ECCE (i.e. lowest ECCE index used to construct the EPDCCH) used

for transmission of the corresponding DCI assignment in EPDCCH-PRB-set g in subframe n—Kk_, N l()ill)CCH,q
for EPDCCH-PRB-set ( is configured by the higher layer parameter pucch-ResourceStartOffset-r11 ,

N FE; CEd for EPDCCH-PRB-set g in subframe n—k is given in subclause 6.8A.1 in [3], N'is determined
from the antenna port used for EPDCCH transmission in subframe n—k_ which is described in subclause
6.8A.5in[3].If m=0, A,y isdetermined from the HARQ-ACK resource offset field in the DCI format of
the corresponding EPDCCH as given in Table 10.1.2.1-1.If m>0, A, is determined from the HARQ-
ACK resource offset field in the DCI format of the corresponding EPDCCH as given in Table 10.1.3.1-2. If the
UE is configured to monitor EPDCCH in subframe n—Kk;,, N ECCEqn-k, 1S equal to the number of ECCEs in
EPDCCH-PRB-set g configured for that UE in subframe n—k;, . If the UE is not configured to monitor

EPDCCH in subframen —k;, , N ECCE.qn—k;, is equal to the number of ECCEs computed assuming EPDCCH-
PRB-set qis configured for that UE in subframe n—Kk;, . For normal downlink CP, if subframe n—k;, isa

special subframe with special subframe configuration 0 or 5, N ECCE.qn-ki, is equal to 0. For extended downlink

CP, if subframe n—k;, is a special subframe with special subframe configuration 0 or4 or 7, N ECCE.q.n-k; 1S
equal to 0. When two antenna port transmission is configured for PUCCH format 1a/1b, the PUCCH resource for

antenna port P, is given by n},{;”C%H = nl(,ll}pCOC)H +1.

- If the UE is configured with the higher layer parameter EIMTA-MainConfigServCell-r12 on the primary cell, for
a single PDSCH transmission only on the primary cell indicated by the detection of a corresponding EPDCCH in
subframe n—k , where ke K, and for a TDD UL/DL configuration of the primary cell belonging to

{1,2,3,4,5,6} the DAI value in the EPDCCH is equal to '1' (defined in Table 7.3-X), or for a PDCCH indicating
downlink SPS release (defined in subclause 9.2) in subframe n—k_, where ke K, and fora TDD UL/DL

configuration of the primary cell belonging to {1,2,3,4,5,6} the DAI value in the EPDCCH is equal to 'l', the UE
shall use PUCCH format 1a/1b and PUCCH resource n{,‘[’j[’j)CH given by

- if EPDCCH-PRB-set Jis configured for distributed transmission
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i4-1 i5-1
Lp) _ Z ' z ’ ' (el)
nPUCCH - I’]ECCE,q + N ECCE.q.n—k/, + NECCE,q,n—ki’? + AARO + NPUCCH,q
i1=0 i1=0

- if EPDCCH-PRB-set Yis configured for localized transmission

i n i4-1 i5-1
Lp) _ ECCE.q |, N ECCEq z ’ Z ’ ' ' (el)
Npvcen = \‘ N ECCE.q J N + 2N ECCE,g,n—k{, +2 N ECCE,q,n—k/} TN Ao + NPUCC“"*

RB i1=0 i=0

where

- if the value of k is same as the value of an index k'.,, where k', e K', then i4=i2;

- otherwise, if the value of k is same as the value of an index k/;, where ke K*, then i4=i3;

and where Mg is the number of the first ECCE (i.e. lowest ECCE index used to construct the EPDCCH)
used for transmission of the corresponding DCI assignment in EPDCCH-PRB-set q in subframe N — km ,
N l(;i}éCH,q for EPDCCH-PRB-set q is configured by the higher layer parameter pucch-ResourceStartOffset-r11

. N RI,EE? CEq for EPDCCH-PRB-set ( in subframe N — km is given in subclause 6.8A.1 in [3], N'is determined

from the antenna port used for EPDCCH transmission in subframe n—k  which is described in subclause

6.8A.5in [3]. A'jpp N "EccEqn-k, ’ N 'ECCE,q,n—ki’T are determined as described in section 10.1.3.1. When

two antenna port transmission is configured for PUCCH format 1a/1b, the PUCCH resource for antenna port p,
e o 1,9)  _ n(LB)
is given by Npicen = Npocen T 1-

- for a single PDSCH transmission only on the primary cell where there is not a corresponding PDCCH/EPDCCH
detected within subframe(s) N—Kk , where k € K and no PDCCH/EPDCCH indicating downlink SPS release

(defined in subclause 9.2) within subframe(s) n—k, where K € K, the UE shall use PUCCH format 1a/1b and
PUCCH resource nf)‘gj@cﬂ with the value of nf(,h?cﬂ is determined according to higher layer configuration and
Table 9.2-2. For a UE configured for two antenna port transmission for PUCCH format 1a/1b, a PUCCH
resource value in Table 9.2-2 maps to two PUCCH resources with the first PUCCH resource n{)‘UﬁC@H for

antenna port P, and the second PUCCH resource n}(}UEQH for antenna port p,, otherwise, the PUCCH

. Lp
resource value maps to a single PUCCH resource nlio"COC’H for antenna port .

- for M >1 and a PDSCH transmission only on the primary cell where there is not a corresponding PDCCH
detected within subframe(s) n—k, where k € K and an additional PDSCH transmission only on the primary
cell indicated by the detection of a corresponding PDCCH in subframe n—k, , where k e K with the DAI
value in the PDCCH equal to '1' (defined in Table 7.3-X) or a PDCCH indicating downlink SPS release (defined
in subclause 9.2) in subframe n—Kk , where k e K with the DAI value in the PDCCH equal to 'l', the UE

shall transmit b(0),b(1) in subframe n using PUCCH format 1b on PUCCH resource Neey selected from

A PUCCH resources nf,BCCH’i where 0 <i< A—1, according to Table 10.1.3.2-1 and Table 10.1.3.2-2 for

A=2 and A =3, respectively. For a UE configured with a transmission mode that supports up to two
transport blocks on the primary cell, A= 3; otherwise, A=2.

- If the UE is not configured with the higher layer parameter EIMTA-MainConfigServCell-r12 on the primary

cell, the PUCCH resource nf,‘leCH’O is determined according to higher layer configuration and Table 9.2-2.

The PUCCH resource nI(,BCCHl is determined as

nffgCCH,l =(M-m-1)-N,+m-N_,, + Necem T Nl()b)CCH , where N{U.cy is configured by higher

c+1?

layers, C is selected from {0, 1, 2, 3} such that N_< Necem < N
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N = max{o, L[N{Qﬁ (NSB.c—4)]/36 J} ,and Ngcp,, is the number of the first CCE used for

transmission of the corresponding PDCCH in subframe n—k,, where k e K.

If the UE is configured with the higher layer parameter EIMTA-MainConfigServCell-r12 on the primary cell,

the PUCCH resource nl(,l&CCH,O is determined according to higher layer configuration and Table 9.2-2. The

PUCCH resource N\, is determined as

- if the value of Kk, is same as the value of an element k',,, where k',,e K', the PUCCH resource

nw

fe ol 1 _ i H QY] .
pUcci, 18 given by Npjecy = (M'=i2-1)-N_  +i2-N_, + Necem N pucen s

- otherwise, if the value of k_ is same as the value of an element k/; inset K*, where k € K*(defined
in Table 10.1.3.1-1A, where "UL/DL configuration" in the table refers to the higher layer parameter
subframeAssignment), the PUCCH resource n{}[}CCH,I is given by

0 —(MA_; ; KA
Npuccny = (M7 =13=1)-N¢ +13-N¢y +Necpm + Npucen s

where M * is the number of elements in the set K* defined in Table 10.1.3.1-1A , where C 1is selected
from {0, 1,2, 3} such that N, <Neep < Ne,ys N, =max{0,| [N2 -(NX-c—4)]/36 |}, nee, is
the number of the first CCE used for transmission of the corresponding PDCCH in subframe n -k, , and

NK*

(1)
puccu > N

pUcch » are configured by higher layers.

For a UE configured with a transmission mode that supports up to two transport blocks on the primary cell,

the PUCCH resource n:,l&ccm is determined as nf,l&CCH , = ng&ccm +1.HARQ-ACK(0) is the

ACK/NACK/DTX response for the PDSCH without a corresponding PDCCH detected. HARQ-ACK(1) is the
ACK/NACK/DTX response for the first transport block of the PDSCH indicated by the detection of a
corresponding PDCCH for which the value of the DAI field in the corresponding DCI format is equal to '1' or
for the PDCCH indicating downlink SPS release for which the value of the DAI field in the corresponding
DCI format is equal to '1'. HARQ-ACK(2) is the ACK/NACK/DTX response for the second transport block of
the PDSCH indicated by the detection of a corresponding PDCCH for which the value of the DAI field in the
corresponding DCI format is equal to '1".

M >1 and a PDSCH transmission only on the primary cell where there is not a corresponding EPDCCH

detected within subframe(s) n—k, where k € K and an additional PDSCH transmission only on the primary
cell indicated by the detection of a corresponding EPDCCH in subframe n—k , where ke K with the DAI

value in the EPDCCH equal to 'l' (defined in Table 7.3-X) or a EPDCCH indicating downlink SPS release
(defined in subclause 9.2) in subframe n—k, , where k e K with the DAI value in the EPDCCH equal to '1',

the UE shall transmit b(O),b(l) in subframe N using PUCCH format 1b on PUCCH resource n®

PUCCH

selected from A PUCCH resources n;}CCHJ where 0 <i< A—1, according to Table 10.1.3.2-1 and Table

10.1.3.2-2 for A=2 and A =3, respectively. For a UE configured with a transmission mode that supports up
to two transport blocks on the primary cell, A= 3; otherwise, A=2.

If the UE is not configured with the higher layer parameter EIMTA-MainConfigServCell-r12 on the primary

cell, the PUCCH resource Niyccy;, is determined according to higher layer configuration and Table 9.2-2.

The PUCCH resource n is determined as

PUCCH,1
- If EPDCCH-PRB-set (is configured for distributed transmission

m—1
1) _ (el)
nPUCCH,l - nECCE,q + Z NECCE,q,n—k” + AARo + NPUCCH,q

i1=0

- If EPDCCH-PRB-set (is configured for localized transmission
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n m-1
) _ | "'BccEq ECCE,q ()
nPUCCH,l - |‘ N ECCE,q J N RB + z N ECCE,q,n—k;, + n""AARO + NPUCCH,q

RB i1=0
where Ngcegy  is the number of the first ECCE (i.e. lowest ECCE index used to construct the EPDCCH)
used for transmission of the corresponding DCI assignment in EPDCCH-PRB-set (in subframe n-Kk_,

N lge[})ccﬁ,q for EPDCCH-PRB-set (is configured by the higher layer parameter pucch-ResourceStartOffset-
rll, N gé;CE’q for EPDCCH-PRB-set (in subframe n—k_ is given in subclause 6.8A.1 in [3], n'is
determined from the antenna port used for EPDCCH transmission in subframe n—k_which is described in
subclause 6.8A.5in [3].If m=0, A aro 18 determined from the HARQ-ACK resource offset field in the
DCI format of the corresponding EPDCCH as given in Table 10.1.2.1-1.If m>0, A Aro 1S determined

from the HARQ-ACK resource offset field in the DCI format of the corresponding EPDCCH as given in
Table 10.1.3.1-2. If the UE is configured to monitor EPDCCH in subframe n-—k;, , N ECCE,q,n—k;, is equal

to the number of ECCEs in EPDCCH-PRB-set ( configured for that UE in subframe n—K;, . If the UE is
not configured to monitor EPDCCH in subframe n — k.l , N ECCE.q.n-ki, is equal to the number of ECCEs

computed assuming EPDCCH-PRB-set ( is configured for that UE in subframe n —k;, . For normal downlink

CP, if subframe n—k;, is a special subframe with special subframe configuration 0 or 5, N ECCE,qn—k;, 1S

equal to 0. For extended downlink CP, if subframe n—k;, is a special subframe with special subframe

configuration 0 or 4 or 7, Ngoce q.n—k;, 18 equal to 0.

- Ifthe UE is configured with the higher layer parameter EIMTA-MainConfigServCell-r12 on the primary cell,

the PUCCH resource n®

puccro s determined according to higher layer configuration and Table 9.2-2. The

PUCCH resource n'V

pUCCH 1S determined as

- IfEPDCCH-PRB-set Yis configured for distributed transmission
i4-1 i5-1

Q) _ ' ’ ' (el)
nPUCCH,i - nECCE,q + Z N ECCE,q,n—k{, + Z N ECCE,q.n—k; + AARO + NPUCCH,q
i1=0

i1=0

- IfEPDCCH-PRB-set Jis configured for localized transmission

n i4-1 i5-1
1) _ ECCEq |, ECCE,q z ’ z ’ ' ’ (el)
Mpvceni = { N ECCE.q Nrg +2 N ECCE,q,n—k/, +2 N ECCE.q.n-k}} N Agpo + NPUCCH,q
RB i1=0 i1=0

where

- if the value of Ko is same as the value of an index K'iz , where ke K , then i4= i2;

kA kA e KA

- otherwise, if the value of Ko is same as the value of an index 3, where , then i4=i3 ;

and where Ngecp, is the number of the first ECCE (i.e. lowest ECCE index used to construct the
EPDCCH) used for transmission of the corresponding DCI assignment in EPDCCH-PRB-set ( in subframe
n-— km , N l(,e[}éCH’q for EPDCCH-PRB-set q is configured by the higher layer parameter pucch-
ResourceStartOffset-ril, N Eé: &4 for EPDCCH-PRB-set g in subframe N — km is given in subclause

6.8A.11in[3], N'is determined from the antenna port used for EPDCCH transmission in subframe

n—k,, which is described in subclause 6.8A.5 in [3].  A'yeq | N 'ECCE’q’nfk.” 7 N 'ECCE,q,n—ki’? are determined

as described in section 10.1.3.1.
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- For a UE configured with a transmission mode that supports up to two transport blocks on the primary cell,

the PUCCH resource nl()ll}CCH2 is determined as nff&ccm = nl(,l&ccm +1.HARQ-ACK(0) is the

ACK/NACK/DTX response for the PDSCH without a corresponding EPDCCH detected. HARQ-ACK(1) is
the ACK/NACK/DTX response for the first transport block of the PDSCH indicated by the detection of a
corresponding EPDCCH for which the value of the DAI field in the corresponding DCI format is equal to 'l'
or for the EPDCCH indicating downlink SPS release for which the value of the DAI field in the
corresponding DCI format is equal to '1'. HARQ-ACK(2) is the ACK/NACK/DTX response for the second
transport block of the PDSCH indicated by the detection of a corresponding EPDCCH for which the value of
the DAL field in the corresponding DCI format is equal to '1".

- for M >1 and a PDSCH transmission only on the primary cell indicated by the detection of a corresponding
PDCCH in subframe n-k_, where k e K with the DAI value in the PDCCH greater than 'l' (defined in Table

7.3-X) or a PDCCH indicating downlink SPS release (defined in subclause 9.2) in subframe n—k_, where
k, € K with the DAI value in the PDCCH greater than '1", the UE shall use PUCCH format 3 and PUCCH

resource n]%g)CH where the value of n]%g)CH is determined according to higher layer configuration and Table

10.1.2.2.2-1 and the TPC field in a PDCCH assignment with DAI value greater than '1' shall be used to
determine the PUCCH resource value from one of the four PUCCH resource values configured by higher layers,
with the mapping defined in Table 10.1.2.2.2-1. A UE shall assume that the same HARQ-ACK PUCCH resource
value is transmitted on all PDCCH assignments used to determine the PUCCH resource values within the
subframe(s) N—Kk , where ke K .

- for M >1 and a PDSCH transmission only on the primary cell indicated by the detection of a corresponding
EPDCCH in subframe n—k_,where k e K with the DAI value in the EPDCCH greater than '1' (defined in

Table 7.3-X) or an EPDCCH indicating downlink SPS release (defined in subclause 9.2) in subframe n-k_,
where ke K with the DAI value in the EPDCCH greater than 'l', the UE shall use PUCCH format 3 and

PUCCH resource n]%g)c,_[ where the value of ﬂ}%g)CH is determined according to higher layer configuration

and Table 10.1.2.2.2-1 and the HARQ-ACK resource offset field in the DCI format of the corresponding
EPDCCH assignment with DAI value greater than '1' shall be used to determine the PUCCH resource value from
one of the four PUCCH resource values configured by higher layers, with the mapping defined in Table
10.1.2.2.2-1. A UE shall assume that the same HARQ-ACK PUCCH resource value is transmitted on all
EPDCCH assignments used to determine the PUCCH resource values within the subframe(s) n—k , where
keK.

- Ifthe UL/DL configurations of all serving cells are the same, for a PDSCH transmission on the secondary cell
indicated by the detection of a corresponding PDCCH/EPDCCH within subframe(s) n—k, where k € K, the

UE shall use PUCCH format 3 and PUCCH resource n]%?CH where the value of n%E)CH is determined

according to higher layer configuration and Table 10.1.2.2.2-1 and the TPC field in the corresponding
PDCCH/EPDCCH shall be used to determine the PUCCH resource value from one of the four resource values
configured by higher layers, with the mapping defined in Table 10.1.2.2.2-1. For TDD UL/DL configurations 1-
6, if a PDCCH corresponding to a PDSCH on the primary cell within subframe(s) n—k , where ke K, ora
PDCCH indicating downlink SPS release (defined in subclause 9.2) within subframe(s) n—k, where ke K, is
detected, the TPC field in the PDCCH with the DAI value greater than '1' shall be used to determine the PUCCH
resource value from one of the four resource values configured by higher layers, with the mapping defined in
Table 10.1.2.2.2-1. A UE shall assume that the same HARQ-ACK PUCCH resource value is transmitted on all
PDCCH assignments in the primary cell and in each secondary cell that are used to determined the PUCCH
resource value within the subframe(s) n—Kk, where k € K. For TDD UL/DL configurations 1-6, if an EPDCCH
corresponding to a PDSCH on the primary cell within subframe(s) n—k, where k € K, or an EPDCCH
indicating downlink SPS release (defined in subclause 9.2) within subframe(s) n—k , where k € K, is detected,
the HARQ-ACK resource offset field in the DCI format of the corresponding EPDCCH assignment with the
DAI value greater than 'l' shall be used to determine the PUCCH resource value from one of the four resource
values configured by higher layers, with the mapping defined in Table 10.1.2.2.2-1. A UE shall assume that the
same HARQ-ACK PUCCH resource value is transmitted on all EPDCCH assignments in the primary cell and in
each secondary cell that are used to determined the PUCCH resource value within the subframe(s) n—k , where
keK.
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- Ifthe UL/DL configurations of at least two serving cells are different, for a PDSCH transmission on the
secondary cell indicated by the detection of a corresponding PDCCH/EPDCCH within subframe(s) n—k , where

k € K, the UE shall use PUCCH format 3 and PUCCH resource nfoEz:H where the value of nfjjg)CH is

determined according to higher layer configuration and Table 10.1.2.2.2-1 and the TPC field in the
corresponding PDCCH/EPDCCH shall be used to determine the PUCCH resource value from one of the four
resource values configured by higher layers, with the mapping defined in Table 10.1.2.2.2-1. For a UL/DL
configuration of the primary cell belonging to {1,2,3,4,5,6} as defined in subclause 10.2, if a PDCCH
corresponding to a PDSCH on the primary cell within subframe(s) n—k, where k € K, or a PDCCH indicating
downlink SPS release (defined in subclause 9.2) within subframe(s) n—k, where k € K, is detected, the TPC
field in the PDCCH with the DAI value greater than '1' shall be used to determine the PUCCH resource value
from one of the four resource values configured by higher layers, with the mapping defined in Table 10.1.2.2.2-
1. A UE shall assume that the same HARQ-ACK PUCCH resource value is transmitted on all PDCCH
assignments in the primary cell and in each secondary cell that are used to determined the PUCCH resource
value within the subframe(s) n—k, where k € K . For a UL/DL configuration of the primary cell belonging to
{1,2,3,4,5,6} as defined in subclause 10.2, if an EPDCCH corresponding to a PDSCH on the primary cell within
subframe(s) n—k, where k € K, or an EPDCCH indicating downlink SPS release (defined in subclause 9.2)
within subframe(s) n—k, where k € K, is detected, the HARQ-ACK resource offset field in the DCI format of
the corresponding EPDCCH assignment with the DAI value greater than '1' shall be used to determine the
PUCCH resource value from one of the four resource values configured by higher layers, with the mapping
defined in Table 10.1.2.2.2-1. A UE shall assume that the same HARQ-ACK PUCCH resource value is
transmitted on all EPDCCH assignments in the primary cell and in each secondary cell that are used to
determined the PUCCH resource value within the subframe(s) n—k , where k e K .

- For PUCCH format 3 and PUCCH resource n]%géH and a UE configured for two antenna port transmission, a

PUCCH resource value in Table 10.1.2.2.2-1 maps to two PUCCH resources with the first PUCCH resource

nf,ﬁg"C)H for antenna port p, and the second PUCCH resource nfog'C)H for antenna port p;, otherwise, the

PUCCH resource value maps to a single PUCCH resource nl%g“C)H for antenna port P .

10.1.3A FDD-TDD HARQ-ACK feedback procedures for primary cell frame
structure type 2

A UE is configured by higher layers to use either PUCCH format 1b with channel selection or PUCCH format 3 for
transmission of HARQ-ACK.

For a serving cell, if the serving cell is frame structure type 1, and a UE is not configured to monitor PDCCH/EPDCCH

in another serving cell for scheduling the serving cell, set K is defined in Table 10.1.3A-1, otherwise set K is defined
in Table 10.1.3.1-1.

PUCCH format 1b with channel selection is not supported if a UE is configured with more than two serving cells, or if
the DL-reference UL/DL configuration 5 (as defined in subclause 10.2) is defined for any serving cell, or if the DL-
reference UL/DL configuration of a serving cell with frame structure type 1 belongs to {2, 3, 4} and the UE is not
configured to monitor PDCCH/EPDCCH in another serving cell for scheduling the serving cell.

If a UE is configured with the parameter EIMTA-MainConfigServCell-r12 for at least one serving cell, the UE is not
expected to be configured with more than two serving cells having DL-reference UL/DL configuration 5.

If a UE is configured to use PUCCH format 1b with channel selection for HARQ-ACK transmission, for the serving
cells,

- if more than 4 HARQ-ACK bits for M multiple downlink and special subframes associated with a single UL
subframe n, where M is as defined in subclause 10.1.3.2.1 for case where the UE is configured with two
serving cells with different UL/DL configurations,

- spatial HARQ-ACK bundling across multiple codewords within a downlink or special subframe is performed
for each serving cell by a logical AND operation of all the corresponding individual HARQ-ACKs, and the
bundled HARQ-ACK bits for each serving cell is transmitted using PUCCH format 1b with channel
selection,

- otherwise,
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- spatial HARQ-ACK bundling is not performed, and the HARQ-ACK bits are transmitted using PUCCH
format 1b with channel selection.

If a UE is configured to use PUCCH format 3 for HARQ-ACK transmission, for the serving cells,

- if more than 21 HARQ-ACK bits for M multiple downlink and special subframes associated with a single UL
subframe n, where M as defined in subclause 10.1.3.2.2 for the case of UE configured with more than one
serving cell and if at least two cells have different UL/DL configurations,

- spatial HARQ-ACK bundling across multiple codewords within a downlink or special subframe is performed
for each serving cell by a logical AND operation of all of the corresponding individual HARQ-ACKs, and
PUCCH format 3 is used,

- otherwise,

- spatial HARQ-ACK bundling is not performed, and the HARQ-ACK bits are transmitted using PUCCH
format 3.

- UE shall determine the number of HARQ-ACK bits, 0, associated with an UL subframe n according to
Neais
0= ZOCACK where N2k is the number of configured cells, and OCA CKis the number of HARQ-bits for
c=1
the c-th serving cell defined in subclause 7.3.4. If a UE is not configured to monitor PDCCH/EPDCCH in
another serving cell for scheduling a serving cell with frame structure type 1, and the DL-reference UL/DL

configuration of the serving cell belongs to {2, 3, 4, 5}, then the UE is not expected to be configured with N c':e)',‘ls
which resultin O > 21.

HARQ-ACK transmission on two antenna ports (P €[ Py, p;]) is supported for PUCCH format 3.

HARQ-ACK transmission on two antenna ports (P €[ Py, p;]) is supported for PUCCH format 1b with channel
selection and with two configured serving cells.

The FDD-TDD HARQ-ACK feedback procedure for PUCCH format 1b with channel selection follows the HARQ-
ACK procedure described in subclause 10.1.3.2.1 for the case of UE configured with two serving cells with different
UL/DL configurations, and for PUCCH format 3 follows the HARQ-ACK procedure described in subclause 10.1.3.2.2
for the case of UE configured with more than one serving cell and if at least two cells have different UL/DL
configurations.

Table 10.1.3A-1: Downlink association set K: {k;k,---ky_;} for FDD-TDD and serving cell frame
structure type 1

DL-reference UL/DL Subframe n

Configuration 2 3 4 7 8
0 6,5 54 4 6,5 5,4
1 7,6 6,5, 4 - 7,6 6,5, 4
2 8,7,6,5 4 - - 8,7,6,54 -
3 11,10,9,8,7,6 6,5 5,4 - -
4 12,11,10,9,8,7 7,6,5,4 - - -
5 13,12,11,10,9,8,7,6,5,4 - - - -
6 8,7 7,6 6,5 7 7,6,5

10.1.4 HARQ-ACK Repetition procedure

HARQ-ACK repetition is enabled or disabled by a UE specific parameter ackNackRepetition configured by higher
layers. Once enabled, the UE shall repeat any HARQ-ACK transmission with a repetition factor N ANRep » Where
N ANRep 18 provided by higher layers and includes the initial HARQ-ACK transmission, until HARQ-ACK
repetition is disabled by higher layers. For a PDSCH transmission without a corresponding PDCCH/EPDCCH
detected, the UE shall transmit the corresponding HARQ-ACK response N ANRep times using PUCCH resource

n}(,‘U?CH configured by higher layers. For a PDSCH transmission with a corresponding PDCCH/EPDCCH detected,
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or for a PDCCH/EPDCCH indicating downlink SPS release, the UE shall first transmit the corresponding HARQ-
ACK response once using PUCCH resource derived from the corresponding PDCCH CCE index or EPDCCH
ECCE index (as described in subclauses 10.1.2 and 10.1.3), and repeat the transmission of the corresponding

HARQ-ACK response N 4\, =1  times always using PUCCH resource nfftfj)CH, ANRep » Where nIE{JE)CH ANRep 1

configured by higher layers.

HARQ-ACK repetition is only applicable for UEs configured with one serving cell for FDD and TDD. For TDD,
HARQ-ACK repetition is only applicable for HARQ-ACK bundling.

HARQ-ACK repetition can be enabled with PUCCH format 1a/1b on two antenna ports. For a UE configured for
two antenna port transmission for HARQ-ACK repetition with PUCCH format 1a/1b, a PUCCH resource value

ng‘o"c)CH, ANRep  Maps to two PUCCH resources with the first PUCCH resource n]()lél():oC)H’ ANRep fOT antenna port [,

and the second PUCCH resource nf,lUfgéH ANRep fOT antenna port py, otherwise, the PUCCH resource value maps to

a single PUCCH resource nf,{}ZOC’H’ ANRep [OT antenna port Py .
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10.1.5 Scheduling Request (SR) procedure

A UE is configured by higher layers to transmit the SR on one antenna port or two antenna ports.

The scheduling request shall be transmitted on the PUCCH resource(s) nf,b?;{m = nI(’IL’JEC)CH,SRI for P mapped to

antenna port p as defined in [3], where nl(’ll:IﬁC)CH,SRl is configured by higher layers unless the SR coincides in time

with the transmission of HARQ-ACK using PUCCH Format 3 in which case the SR is multiplexed with HARQ-
ACK according to subclause 5.2.3.1 of [4]. The SR configuration for SR transmission periodicity SRpgriopicrry and

SR subframe offset Ngppsprsr 18 defined in Table 10.1.5-1 by the parameter sr-Configindex |, given by higher
layers.

SR transmission instances are the uplink subframes satisfying

(10X ng + Lns / ZJ = Norrser,sr )mod SRperiopICITY =0 -

Table 10.1.5-1: UE-specific SR periodicity and subframe offset configuration

SR configuration Index | SR periodicity (ms) | SR subframe offset
I SRperiopICITY NorrseT.sr
0-4 5 I
5-14 10 Il =5
15-34 20 Iz —15
35-74 40 I —35
75— 154 80 lg =75
155 — 156 2 I —155
157 1 I —157
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10.2  Uplink HARQ-ACK timing

For TDD or for FDD-TDD and primary cell frame structure type 2 or for FDD-TDD and primary cell frame structure
type 1, if a UE configured with EIMTA-MainConfigServCell-r12 for a serving cell, “UL/DL configuration” of the
serving cell in subclause 10.2 refers to the UL/DL configuration given by the parameter eimta-HargReferenceConfig-
r12 for the serving cell unless specified otherwise.

For FDD or for FDD-TDD and primary cell frame structure type 1, the UE shall upon detection of a PDSCH
transmission in subframe n-4 intended for the UE and for which an HARQ-ACK shall be provided, transmit the HARQ-
ACK response in subframe n. If HARQ-ACK repetition is enabled, upon detection of a PDSCH transmission in
subframe n-4 intended for the UE and for which HARQ-ACK response shall be provided, and if the UE is not repeating
the transmission of any HARQ-ACK in subframe n corresponding to a PDSCH transmission in subframes

N—Nxpep = 3> -+ » N=5, the UE:

- shall transmit only the HARQ-ACK response (corresponding to the detected PDSCH transmission in subframe
n—4) on PUCCH in subframes n, n+1, ..., n+ NANRep 1;

- shall not transmit any other signal in subframes n, n+1, ..., N+ N ankep — 13 and

- shall not transmit any HARQ-ACK response repetitions corresponding to any detected PDSCH transmission in
subframes n—3,..., n+ NANRep -5.

For TDD and a UE configured with EIMTA-MainConfigServCell-r12 for at least one serving cell, if the UE is
configured with one serving cell or if the UE is configured with more than one serving cell and the TDD UL/DL
configuration of all the configured serving cells is the same, the DL-reference UL/DL configuration for a serving cell is
the UL/DL configuration of the serving cell.

For FDD-TDD and primary cell frame structure type 1, if a serving cell is a secondary serving cell with frame structure
type 2, the DL-reference UL/DL configuration for the serving cell is the UL/DL configuration of the serving cell.

For TDD, if the UE is configured with more than one serving cell and if at least two serving cells have different UL/DL
configurations and if a serving cell is a primary cell, then the primary cell UL/DL configuration is the DL-reference
UL/DL configuration for the serving cell.

For FDD-TDD and primary cell frame structure type 2, if a serving cell is a primary cell or if a serving cell is a
secondary cell with frame structure type 1, then the primary cell UL/DL configuration is the DL-reference UL/DL
configuration for the serving cell.

For TDD and if the UE is configured with more than one serving cell and if at least two serving cells have different
UL/DL configurations and if a serving cell is a secondary cell, or for FDD-TDD and primary cell frame structure type 2
and if a serving cell is a secondary cell with frame structure type 2

- if the pair formed by (primary cell UL/DL configuration, serving cell UL/DL configuration ) belongs to Set 1 in
Table 10.2-1 or

- if the UE is not configured to monitor PDCCH/EPDCCH in another serving cell for scheduling the serving cell,
and if the pair formed by (primary cell UL/DL configuration, serving cell UL/DL configuration ) belongs to Set
2 or Set 3 in Table 10.2-1 or

- if the UE is configured to monitor PDCCH/EPDCCH in another serving cell for scheduling the serving cell, and
if the pair formed by (primary cell UL/DL configuration, serving cell UL/DL configuration) belongs to Set 4 or
Set 5 in Table 10.2-1

then the DL-reference UL/DL configuration for the serving cell is defined in the corresponding Set in Table 10.2-1.

For TDD and if a UE is configured with more than one serving cell and if at least two serving cells have different
UL/DL configurations or for FDD-TDD and primary cell frame structure type 2, if the DL-reference UL/DL
configuration for at least one serving cell is TDD UL/DL Configuration 5, then the UE is not expected to be configured
with more than two serving cells.

For TDD and a UE not configured with EIMTA-MainConfigServCell-r12 for any serving cell, if the UE is configured
with one serving cell, or the UE is configured with more than one serving cell and the UL/DL configurations of all
serving cells is same, then the UE shall upon detection of a PDSCH transmission within subframe(s) n—Kk , where
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ke K and K is defined in Table 10.1.3.1-1 intended for the UE and for which HARQ-ACK response shall be
provided, transmit the HARQ-ACK response in UL subframe n.

For TDD and if a UE is configured with more than one serving cell and if at least two serving cells have different
UL/DL configurations, or if a UE is configured with EIMTA-MainConfigServCell-r12 for at least one serving cell. or
for FDD-TDD and primary cell frame structure type 2 and if a serving cell ¢ is frame structure type 2, then the UE shall

upon detection of a PDSCH transmission within subframe(s) n—k for serving cell c, where K € KC intended for
the UE and for which HARQ-ACK response shall be provided, transmit the HARQ-ACK response in UL subframe n,
wherein set KC contains values of K € K such that subframe n-k corresponds to a DL subframe or a special subframe
for serving cell ¢, where DL subframe or special subframe of serving cell ¢ is according to the higher layer

parameter eimta-HargReferenceConfig-r12 if the UE is configured with the higher layer parameter EIMTA-
MainConfigServCell-r12 for serving cell ¢; K defined in Table 10.1.3.1-1 (where "UL/DL configuration" in Table

10.1.3.1-1 refers to the "DL-reference UL/DL configuration") is associated with subframe n.

For FDD-TDD and primary cell frame structure type 2, if a serving cell c is frame structure type 1 and a UE is not
configured to monitor PDCCH/EPDCCH in another serving cell for scheduling the serving cell c, then the UE shall

upon detection of a PDSCH transmission within subframe(s) n—k for serving cell ¢, where K € KC , KC =K and

K is defined in Table 10.1.3A-1 intended for the UE and for which HARQ-ACK response shall be provided, transmit
the HARQ-ACK response in subframe n.

For FDD-TDD and primary cell frame structure type 2, if a serving cell ¢ is frame structure type 1 and a UE is
configured to monitor PDCCH/EPDCCH in another serving cell for scheduling serving cell ¢, then the UE shall upon

detection of a PDSCH transmission within subframe(s) n—k for serving cell c, where K & K., KC =Kand Kis
defined in Table 10.1.3.1-1, intended for the UE and for which HARQ-ACK response shall be provided, transmit the

HARQ-ACK response in subframe n, where "UL/DL configuration" in Table 10.1.3.1-1 refers to the "DL-reference
UL/DL configuration" of serving cell c.

For TDD, if HARQ-ACK repetition is enabled, upon detection of a PDSCH transmission within subframe(s) n—k,
where K€ K and K is defined in Table 10.1.3.1-1 intended for the UE and for which HARQ-ACK response shall be
provided, and if the UE is not repeating the transmission of any HARQ-ACK in subframe n corresponding to a
PDSCH transmission in a downlink or special subframe earlier than subframe n—-k, the UE:

- shall transmit only the HARQ-ACK response (corresponding to the detected PDSCH transmission in

subframe N—K ) on PUCCH in UL subframe N and the next N ,—1UL subframes denoted as N,

ANRe;

..., N ;
> Nangep —1 2

- shall not transmit any other signal in UL subframe N, N, ...,N and

N aNrep —1

- shall not transmit any HARQ-ACK response repetitions corresponding to any detected PDSCH transmission in
subframes N, — K, where k e K, Ki is the set defined in Table 10.1.3.1-1 corresponding to UL subframe

N, and ISiSNANRep—l.

For TDD, HARQ-ACK bundling, if the UE detects that at least one downlink assignment has been missed as described
in subclause 7.3, the UE shall not transmit HARQ-ACK on PUCCH if HARQ-ACK is the only UCI present in a given
subframe.

The uplink timing for the ACK corresponding to a detected PDCCH/EPDCCH indicating downlink SPS release shall be
the same as the uplink timing for the HARQ-ACK corresponding to a detected PDSCH, as defined above.
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Table 10.2-1: DL-reference UL/DL configuration for serving cell based on pair formed by (primary cell
UL/DL configuration, secondary cell UL/DL configuration)

Set #

(Primary cell UL/DL configuration,
Secondary cell UL/DL configuration)

DL-reference
UL/DL configuration

Set 1

N
I~

Set 2

b~
o

(04),

Ne SRS ENE
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Set 3
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Set 4
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OAOJ
nlw|w

SIS

P~ P~
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a
—

3@:35:3939:;3@3@

b~
w

35)

@.5)

(6,1),(6,2),(6,3),(6,4),(6,5)

Set5

(1,3)

(2,3),(2,4)

(3,1),(3,2)

(4.2)
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11 Physical Multicast Channel (PMCH) related
procedures

11.1  UE procedure for receiving the PMCH

The UE shall decode the PMCH when configured by higher layers. The UE may assume that an eNB transmission on
the PMCH is performed according to subclause 6.5 of [3].

The |, for the PMCH is configured by higher layers. If the UE is configured by higher layers to decode the PMCH
based on QPSK, 16QAM, 64QAM, and 256QAM then the UE shall use I, and Table 7.1.7.1-1A to determine the
modulation order (Q,, ) and TBS index ( |4 ) used in the PMCH. Else the UE shall use I, for the PMCH and Table
7.1.7.1-1 to determine the modulation order (Q,, ) and TBS index ( | 5 ) used in the PMCH.

The UE shall then follow the procedure in subclause 7.1.7.2.1 to determine the transport block size, assuming N5 1S

equal to NE}]; . The UE shall set the redundancy version to 0 for the PMCH.

11.2  UE procedure for receiving MCCH change notification

If a UE is configured by higher layers to decode PDCCHs with the CRC scrambled by the M-RNTI, the UE shall
decode the PDCCH according to the combination defined in Table 11.2-1.

Table 11.2-1: PDCCH configured by M-RNTI

DCl format | Search Space
DCl format 1C Common

The 8-bit information for MCCH change notification [11], as signalled on the PDCCH, shall be delivered to higher
layers.

12 Assumptions independent of physical channel

A UE shall not assume that two antenna ports are quasi co-located unless specified otherwise.

A UE may assume the antenna ports 0 — 3 of a serving cell are quasi co-located (as defined in [3]) with respect to delay
spread, Doppler spread, Doppler shift, average gain, and average delay.

For the purpose of discovery-signal-based measurements, a UE shall not assume any other signals or physical channels
are present other than the discovery signal.

If a UE supports discoverySignalsinDeactSCell-r12, and if the UE is configured with discovery-signal-based RRM
measurements on a carrier frequency applicable for a secondary cell on the same carrier frequency, and if the secondary
cell is deactivated, and if the UE is not configured by higher layers to receive MBMS on the secondary cell, the UE
shall, except for discovery-signal transmissions, assume that PSS, SSS, PBCH, CRS, PCFICH, PDSCH, PDCCH,
EPDCCH, PHICH, DMRS and CSI-RS may be not transmitted by the secondary cell until the subframe where an
activation command is received for the secondary cell.

13 Uplink/Downlink configuration determination
procedure for Frame Structure Type 2

If the UE is configured with a SCG, the UE shall apply the procedures described in this clause for both MCG and SCG

- When the procedures are applied for MCG, the terms ‘secondary cell’, ‘secondary cells’ , ‘serving cell’, ‘serving
cells’ in this clause refer to secondary cell, secondary cells, serving cell, serving cells belonging to the MCG
respectively.

3GPP

Samsung Exhibit 1010, Page 215 of 239
Samsung Electronics Co., Ltd. v. Asus Technology Licensing Inc.
IPR2024-00614



Release 12 216 3GPP TS 36.213 V12.5.0 (2015-03)

- When the procedures are applied for SCG, the terms ‘secondary cell’, ‘secondary cells’, ‘serving cell’, ‘serving
cells’ in this clause refer to secondary cell, secondary cells (not including PSCell), serving cell, serving cells
belonging to the SCG respectively. The term ‘primary cell’ in this clause refers to the PSCell of the SCG.

For each serving cell
If the UE is not configured with the higher layer parameter EIMTA-MainConfigServCell-r12,

- the UE shall set the UL/DL configuration equal to the UL/DL configuration (i.e., the parameter
subframeAssignment) indicated by higher layers.

If the UE is configured by higher layers with the parameter EIMTA-MainConfigServCell-r12, then for each radio
frame,

- the UE shall determine eIMTA-UL/DL-configuration as described in subclause 13.1.

- the UE shall set the UL/DL configuration for each radio frame equal to the eIMTA-UL/DL-configuration of that
radio frame.

13.1 UE procedure for determining elMTA-uplink/downlink
configuration

If a UE is configured by higher layers to decode PDCCHs with the CRC scrambled by the eIMTA-RNTI, the UE shall
decode the PDCCH according to the combination defined in Table 13.1-1.

Table 13.1-1: PDCCH configured by elIMTA-RNTI

DCI format | Search Space
DCl format 1C Common

The subframes in which the UE monitors PDCCH with CRC scrambled by eIMTA-RNTI are configured by higher
layers.

For each serving cell,
- if T=10,
- if the UE detects PDCCH with CRC scrambled by eIMTA-RNTI in subframe 0 of a radio frame m or if the

UE detects PDCCH with CRC scrambled by eIMTA-RNTTI in a subframe other than subframe 0 of a radio
frame m-1,

- the eIMTA-UL/DL-configuration for radio frame m is given by the UL/DL configuration indication
signalled on the PDCCH as described in [4],

- the UE may assume that the same UL/DL configuration indication is indicated by PDCCH with CRC
scrambled by eIMTA-RNTI in subframe 0 of radio frame m and in all the subframes other than subframe
0 of radio frame m-1 in which PDCCH with CRC scrambled by eIMTA-RNTI is monitored,

- otherwise

- the eIMTA-UL/DL-configuration for radio frame m is same as the UL/DL configuration (i.e., the
parameter subframeAssignment) indicated by higher layers;

- if T is a value other than 10,
- if the UE detects PDCCH with CRC scrambled by eIMTA-RNTI in a subframe in radio frame mT/10,

- the eIMTA-UL/DL-configuration for radio frames {mT/10+1 , mT/10+2,.... (m + 1)T/10} is given by the
UL/DL configuration indication signalled on the PDCCH as described [4],

- the UE may assume that the same UL/DL configuration indication is indicated by PDCCH with CRC
scrambled by eIMTA-RNTI in all the subframes of radio frame mT/10 in which PDCCH with CRC
scrambled by eIMTA-RNTI is monitored,
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- otherwise

- the eIMTA-UL/DL-configuration for radio frames {mT/10+1 , mT/10+2,.... (m +1) T/10} is same as the
UL/DL configuration (i.e., the parameter subframeAssignment) indicated by higher layers.

where T denotes the value of parameter eimta-CommandPeriodicity-r12.

For a serving cell c, if subframe i is indicated as uplink subframe or a special subframe by higher layer parameter
eimta-HarqReferenceConfig-r12, the UE is not expected to receive a PDCCH with CRC scrambled by eIMTA-RNTI
containing an UL/DL configuration for serving cell ¢ that would indicate subframe i as a downlink subframe.

For a serving cell c, if subframe i is indicated as downlink subframe or a special subframe by higher layer parameter
subframeAssignment, the UE is not expected to receive a PDCCH with CRC scrambled by eIMTA-RNTI containing an
UL/DL configuration for serving cell c that would indicate subframe i as an uplink subframe.

For a serving cell ¢, a UE is not expected to be configured with parameter eimta-HargReferenceConfig-r12 if a
subframe indicated as an uplink subframe by eimta-HarqReferenceConfig-r12 is not indicated as an uplink subframe by
the UL-reference UL/DL configuration.

If UE is not configured with the parameter EIMTA-MainConfigServCell-r12 for any activated serving cell, the UE is not
expected to monitor PDCCH with CRC scrambled by eIMTA-RNTIL.

14 UE procedures related to Sidelink

A UE can be configured by higher layers with one or more PSSCH resource configuration(s). A PSSCH resource
configuration can be for reception of PSSCH, or for transmission of PSSCH. The physical sidelink shared channel
related procedures are described in subclause 14.1.

A UE can be configured by higher layers with one or more PSCCH resource configuration(s). A PSCCH resource
configuration can be for reception of PSCCH, or for transmission of PSCCH and the PSCCH resource configuration is
associated with either sidelink transmission mode 1 or sidelink transmission mode 2. The physical sidelink control
channel related procedures are described in subclause 14.2.

A UE can be configured by higher layers with one or more PSDCH resource configuration(s). A PSDCH resource
configuration can be for reception of PSDCH, or for transmission of PSDCH. The transmissions of PSDCH according
to a PSDCH resource configuration are associated with either sidelink discovery type 1 or sidelink discovery type 2B.
The physical sidelink discovery channel related procedures are described in subclause 14.3.

The physical sidelink synchronization related procedures are described in subclause 14.4.

For a UE transmitting PSBCH, the transmit power of PSBCH ( Pogpcy; ) is same as the transmit power of primary

sidelink synchronisation signal Ppgg.

A UE is not expected to be configured with PSCCH resource configuration(s) such that, in a given subframe, the total
number of resource blocks across the resource block pools (as described in subclause 14.2.3) indicated by the PSCCH
resource configuration(s) exceeds 50.

If a UE uplink transmission in subframe n+1 of a serving cell overlaps in time domain with sidelink
transmission/reception by the UE in subframe n of the serving cell, then the UE shall drop the sidelink
transmission/reception in subframe n.

For a given carrier frequency, a UE is not expected to receive sidelink physical channels/signals with different cyclic
prefix lengths in the same sidelink subframe.

For a given carrier frequency, in a sidelink subframe, if a UE has a sidelink transmission, the sidelink transmission shall
occur only in contiguous physical resource blocks.
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14.1  Physical Sidelink Shared Channel related procedures
14.1.1 UE procedure for transmitting the PSSCH

If the UE transmits SCI format 0 on PSCCH according to a PSCCH resource configuration in subframe n belonging to a
PSCCH period (described in subclause 14.2.3), then for the corresponding PSSCH transmissions

- the transmissions occur in a set of subframes in the PSCCH period and in a set of resource blocks within the set
of subframes. The first PSSCH transport block is transmitted in the first four subframes in the set, the second
transport block is transmitted in the next four subframes in the set, and so on.

- for sidelink transmission mode 1,

- the set of subframes is determined using the subframe pool indicated by the PSSCH resource
configuration (described in subclause 14.1.4) and using time resource pattern ( |1z ) in the SCI format 0
as described in subclause 14.1.1.1.

- the set of resource blocks is determined using Resource block assignment and hopping allocation in the
SCI format 0 as described in subclause 14.1.1.2.

- for sidelink transmission mode 2,

- the set of subframes is determined using the subframe pool indicated by the PSSCH resource
configuration (described in subclause 14.1.3) and using time resource pattern ( |1z ) in the SCI format 0
as described in subclause 14.1.1.3.

- the set of resource blocks is determined using the resource block pool indicated by the PSSCH resource
configuration (described in subclause 14.1.3) and using Resource block assignment and hopping
allocation in the SCI format 0 as described in subclause 14.1.1.4.

- the modulation order is determined using the "modulation and coding scheme " field ( I, ) in SCI format 0.

For 0 < l;cg <28, the modulation order is set to Q"=min(4,Qy,), where Q[ is determined from Table 8.6.1-1.

- the TBS index ( | ;) is determined based on I, and Table 8.6.1-1, and the transport block size is determined

using |, and the number of allocated resource blocks ( Npgp ) using the procedure in subclause 7.1.7.2.1.

14.1.1.1 UE procedure for determining subframes for transmitting PSSCH for sidelink
transmission mode 1

Within the PSCCH period (described in subclause 14.2.3), the subframes used for PSSCH are determined as follows:

- asubframe indicator bitmap (b(;, bl',...b,'\,mpf,) and N g are determined using the procedure described in
subclause 14.1.1.1.1.

. . , PSSCH .
) is determined usingb; = b’ and a subframe | i in the subframe

jmod Nrgp

- abitmap (bo,bl,..b

Lpssc —1

pool is used for PSSCH if b i= 1 , otherwise the subframe | JPSSCH is not used for PSSCH, where

(I psscH IlpSSCH | PSSCH ) and Lpggey, are described in subclause 14.1.4. The subframes used for PSSCH

0 7T Lpsson 1
are denoted by (n (')D SSCH , nlPSSCH yeeeese ZSSCH , ) arranged in increasing order of subframe index and
PSSCH
where N, is a multiple of 4.
14.1.1.11 Determination of subframe indicator bitmap

For FDD and TDD with UL/DL configuration belonging to {1,2,4,5}, NTRP is 8, and the mapping between Time

Resource pattern Index ( |1gp ) and subframe indicator bitmap (b(;, bl,..oy 71) is given by table 14.1.1.1.1-1.
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For TDD with UL/DL configuration 0, NTRP is 7, and the mapping between Time Resource pattern Index ( |TRP ) and

subframe indicator bitmap (b(;, bl’""b"\lmp—l) is given by table 14.1.1.1.1-2.

For TDD with UL/DL configuration belonging to {3,6}, NTRP is 6, and the mapping between Time Resource pattern

Index ( |1gp ) and subframe indicator bitmap (b(;, b/ ""b'r\lmp—l) is given by table 14.1.1.1.1-3.

Table 14.1.1.1.1-1: Time Resource pattern Index mapping for NTRP =8

I TRP kTRP (b(; i bl""'b’,\lmp—l ) I TRP kTRP (bf; i bl,""b"\‘mp—l ) I TRP kTRP (bé i bl,""b’,\lmp—l )
0 11(1,0,0,0,00,0,0) 37 41 (1,1,1,0,1,0,0,0) 74 41(,1,1,1,0,0,0,1)
1 11(0,1,0,0,0,0,0,0) 38 41(1,1,0,1,1,0,0,0) 75 41(1,1,0,0,1,0,0,1)
2 11(0,0,1,0,0,0,0,0) 39 41(101,1,1,0,0,0) 76 41(1,010,1,00,1)
3 11(0,0,0,1,0,0,0,0) 40 41(0,1,1,1,1,0,0,0) 7 41(0,1,1,0,1,0,0,1)
4 11(0,0,0,0,1,0,0,0) 41 41 (1,1,1,0,0,1,0,0) 78 41(10,0,1,100,1)
5 11(0,0,0,0,0,1,0,0) 42 41(1,1,0,1,0,1,0,0) 79 41(0,1,0,1,1,0,0,1)
6 11(0,0,0,0,0,0,1,0) 43 41 (1,0,1,1,0,1,0,0) 80 41(0,0,1,1,1,0,0,1)
7 11(0,0,0,0,0,0,0,1) 44 41(0,1,1,1,0,1,0,0) 81 41(11,0001,0,1)
8 2|(1,1,0,0,0,0,0,0) 45 41 (1,1,0,0,1,1,0,0) 82 41(1,0,1,00,1,0,1)
9 21 (1,0,1,0,0,0,0,0) 46 41(10,1,0,1,1,0,0) 83 41,110,010,

10 2 (0,1,1,0,0,0,0,0) 47 4 (0,1,1,0,1,1,0,0) 84 41(1,00,1,0,1,0,1)
11 21(1,0,0,1,0,0,0,0) 48 41(1,00,1,1,1,0,0) 85 41(0,1,0,1,0,1,0,1)
12 2 |(0,1,0,1,0,0,0,0) 49 41 (0,1,0,1,1,1,0,0) 86 41(0,0,1,1,0,1,0,1)
13 2 1(0,0,1,1,0,0,0,0) 50 41(0,0,1,1,1,1,0,0) 87 41(100,0,110,1)
14 2|(1,0,0,0,1,0,0,0) 51 41 (1,1,1,0,0,0,1,0) 88 41(0,1,0,0,1,1,0,1)
15 2 |(0,1,0,0,1,0,0,0) 52 41(1,1,0,1,0,0,1,0) 89 41(0,0,1,0,1,1,0,1)
16 2 |(0,0,1,0,1,0,0,0) 53 41(1,0,1,1,0,0,1,0) 90 41(0,0,0,1,1,1,0,1)
17 2 1(0,0,0,1,1,0,0,0) 54 41(,1,1,1,0,0,1,0) 91 41(11,00,0,0,1,1)
18 2|(1,00,00,1,0,0) 55 41(1,1,0,0,1,0,1,0) 92 41(101,0,0,0,1,1)
19 2 |(0,1,0,0,0,1,0,0) 56 41(1,0,1,0,1,0,1,0) 93 41(0,1,1,0,0,0,1,1)
20 2 (0,0,1,0,0,1,0,0) 57 41(0,1,1,0,1,0,1,0) 94 41(1,0,0,1,00,1,1)
21 2 |(0,0,0,1,0,1,0,0) 58 41(1,00,1,1,0,1,0) 95 41(0,1,0,1,0,0,1,1)
22 2 (0,0,0,0,1,1,0,0) 59 41(0,1,0,1,1,0,1,0) 96 41(0,0,1,1,00,1,1)
23 2|(1,00,00,0,1,0) 60 4 1(0,0,1,1,1,0,1,0) 97 41(1,00,0,1,0,1,1)
24 2 (0,1,0,0,0,0,1,0) 61 41 (1,1,0,0,0,1,1,0) 98 41(0,1,0,0,1,0,1,1)
25 2 |(0,0,1,0,0,0,1,0) 62 41(1,0,1,0,0,1,1,0) 99 41(0,0,1,0,1,0,1,1)
26 2 |(0,0,0,1,0,0,1,0) 63 4 1(0,1,1,0,0,1,1,0) 100 41(0,0,0,1,1,0,1,1)
27 2 1(0,0,0,0,1,0,1,0) 64 41(1,00,1,0,1,1,0) 101 41(1,00,0,011,1)
28 2 (0,0,0,0,0,1,1,0) 65 41 (0,1,0,1,0,1,1,0) 102 41(0,1,00,01,1,1)
29 2|(1,00,00,0,0,1) 66 41(0,0,1,1,0,1,1,0) 103 41(0,0,1,0,0,1,1,1)
30 2 |(0,1,0,0,0,0,0,1) 67 41 (1,00,0,1,1,1,0) 104 4 1(0,0,0,1,0,1,1,1)
31 2 (0,0,1,0,0,0,0,1) 68 41 (0,1,0,0,1,1,1,0) 105 41(0,0,0,0,111,1)
32 2 |(0,0,0,1,0,0,0,1) 69 4 1(0,0,1,0,1,1,1,0) 106 8| (1.1,1,1,1,1,1,1)
33 2 1(0,0,0,0,1,0,01) 70 4 (0,0,0,1,1,1,1,0) 112077 reserved | reserved

34 2 |(0,0,0,0,0,1,0,1) 71 41](1,1,1,0,0,0,0,1)
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35 (0,0,0,0,0,0,1,1) 72 (1,1,0,1,0,0,0,1)
36 (1,1,1,1,0,0,0,0) 73 (1,0,1,1,0,0,0,1)
Table 14.1.1.1.1-2: Time Resource pattern Index mapping for NTRP =7
ITRP kTRP (b(’)’ bl’""b"“mrl ) ITRP kTRP (bé’ bl"'“bﬁlmrl ) ITRP kTRP (b(;’ bl""‘bﬁlmp—l )
0 | reserved | reserved 44 31(0,0,1,1,0,1,0) 88 31(0,0,0,1,1,0,1)
1 11(1,0,0,0,0,0,0) 45 41(1,01,1,0,1,0) 89 41(1,00,1,1,01)
2 1] (0,1,0,0,0,0,0) 46 41(0,1,1,1,0,1,0) 90 41(0,1,0,1,1,0,1)
3 21(1,1,0,0,0,0,0) 47 51(1,1,1,1,0,1,0) N 5|(1,1,0,1,1,0,1)
4 1 (0,0,1,0,0,0,0) 48 2 {(0,0,0,0,1,1,0) 92 41(0,0,1,1,1,0,1)
5 21 (1,0,1,0,0,0,0) 49 31 (1,0,0,0,1,1,0) 93 51 (1,0,1,1,1,0,1)
6 2 |(0,1,1,0,0,0,0) 50 31(0,1,0,0,1,1,0) 94 51(0,1,1,1,1,0,1)
7 31](1,1,1,0,0,0,0) 51 41(1,1,0,0,1,1,0) 95 61| (1,1,1,1,1,0,1)
8 1 (0,0,0,1,0,0,0) 52 31(0,0,1,0,1,1,0) 96 2 (0,0,0,0,0,1,1)
9 21 (1,0,0,1,0,0,0) 53 41 (1,0,1,0,1,1,0) 97 31](1,0,0,0,0,1,1)
10 2 {(0,1,0,1,0,0,0) 54 41(0,1,1,0,1,1,0) 98 31(0,1,0,0,0,1,1)
11 31](1,1,0,1,0,0,0) 55 51| (1,1,1,0,1,1,0) 99 41(1,1,0,0,0,1,1)
12 2| (0,0,1,1,0,0,0) 56 31 (0,0,0,1,1,1,0) 100 3 (0,0,1,0,0,1,1)
13 31(1,0,1,1,0,0,0) 57 41(1,00,1,1,1,0) 101 41(1,0,1,0,0,1,1)
14 31(0,1,1,1,0,0,0) 58 4| (0,1,0,1,1,1,0) 102 4| (0,1,1,0,0,1,1)
15 41(1,1,1,1,0,0,0) 59 51(1,1,0,1,1,1,0) 103 51 (1,1,1,0,0,1,1)
16 1] (0,0,0,0,1,0,0) 60 4(0,0,1,1,1,1,0) 104 31(0,0,0,1,0,1,1)
17 21(1,0,0,0,1,0,0) 61 51 (1,01,1,1,1,0) 105 41(1,00,1,0,11)
18 2| (0,1,0,0,1,0,0) 62 51(0,1,1,1,1,1,0) 106 4 1(0,1,0,1,0,1,1)
19 31(1,1,0,0,1,0,0) 63 6] (1,1,1,1,1,1,0) 107 51 (1,1,0,1,0,1,1)
20 2| (0,0,1,0,1,0,0) 64 1 (0,0,0,0,0,0,1) 108 4 (0,0,1,1,0,1,1)
21 31(1,0,1,0,1,0,0) 65 21(1,0,0,0,0,01) 109 51(1,0,1,1,0,1,1)
22 31(0,1,1,0,1,0,0) 66 2 1(0,1,0,0,0,0,1) 110 51(0,1,1,1,0,1,1)
23 4| (1,1,1,0,1,0,0) 67 31 (1,1,0,0,0,0,1) 111 6| (1,1,1,1,0,1,1)
24 2 1(0,0,0,1,1,0,0) 68 21(0,0,1,0,0,0,1) 112 31(0,0,0,0,1,1,1)
25 31(1,0,0,1,1,0,0) 69 31 (1,0,1,0,0,0,1) 113 4 (1,0,0,0,1,1,1)
26 31(0,1,0,1,1,0,0) 70 31(0,1,1,0,0,0,1) 114 41(0,1,0,0,1,1,1)
27 4| (1,1,0,1,1,0,0) 71 4| (1,1,1,0,0,0,1) 115 5|(1,1,00,1,1,1)
28 31(0,0,1,1,1,0,0) 72 2 (0,0,0,1,0,0,1) 116 4| (0,01,0,1,1,1)
29 41(1,0,1,1,1,0,0) 73 31(1,0,0,1,0,0,1) 117 51](1,0,1,0,1,1,1)
30 41(0,1,1,1,1,0,0) 74 31(0,1,0,1,0,0,1) 118 51(0,1,1,0,1,1,1)
31 51(1,1,1,1,1,0,0) 75 411,101,001 119 6] (1,1,1,0,1,1,1)
32 11(0,0,0,0,0,1,0) 76 31(0,0,1,1,0,0,1) 120 41(0,0,0,1,1,1,1)
33 21(1,0,0,0,0,1,0) 77 41(1,0,1,1,0,0,1) 121 51](1,0,0,1,1,1,1)
34 21(0,1,0,0,0,1,0) 78 4| (0,1,1,1,0,0,1) 122 51(0,1,0,1,1,1,1)
35 3](1,1,0,0,0,1,0) 79 51 (1,1,1,1,0,0,1) 123 6] (1,1,01,1,1,1)
36 2] (0,0,1,0,0,1,0) 80 2 1(0,0,0,0,1,0,1) 124 51 (0,0,1,1,1,1,1)
37 31(1,0,1,0,0,1,0) 81 31(1,0,00,1,0,1) 125 6] (1,01,1,1,1,1)
38 31(0,1,1,0,0,1,0) 82 31(0,1,0,0,1,0,1) 126 6](0,1,1,1,1,1,1)
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39 4{(1,1,1,0,0,1,0) 83 4|(1,1,0,0,1,0,1) 127 71 (1,111,111
40 2 | (0,0,0,1,0,1,0) 84 3 ](0,0,1,0,1,0,1)
41 3 ](1,0,0,1,0,1,0) 85 4](1,0,1,0,1,0,1)
42 3| (0,1,0,1,0,1,0) 86 4(0,1,1,0,1,0,1)
43 41(1,1,0,1,0,1,0) 87 5| (1,1,1,0,1,0,1)

Table 14.1.1.1.1-3: Time Resource pattern Index mapping for N;, =6

ITRP kTRP (b‘; > bl’""b'l\‘mrl ) ITRP kTRP (b(; > bl”'"b"\‘mp*l ) l TRP kTRP (bé > bl,""bfl\lmrl )
0 | reserved | reserved 22 31(0,1,1,0,1,0) 44 31(0,0,1,1,0,1)
1 11 (1,0,0,0,0,0) 23 41(1,1,1,0,1,0) 45 41 (1,0,1,1,0,1)
2 1 (0,1,0,0,0,0) 24 21(0,0,0,1,1,0) 46 41(0,1,1,1,0,1)
3 2| (1,1,0,0,0,0) 25 31](1,0,0,1,1,0) 47 5] (1,1,1,1,0,1)
4 1(0,0,1,0,0,0) 26 31(0,1,0,1,1,0) 48 21(0,0,0,0,1,1)
5 21(1,0,1,0,0,0) 27 4|(1,1,0,1,1,0) 49 31(1,0,0,0,1,1)
6 21(0,1,1,0,0,0) 28 31(0,0,1,1,1,0) 50 31(0,1,0,0,1,1)
7 3] (1,1,1,0,0,0) 29 41(1,01,1,1,0) 51 41(1,1,001,1)
8 1| (0,0,0,1,0,0) 30 4(0,1,1,1,1,0) 52 31(0,0,1,0,1,1)
9 21(1,0,0,1,0,0) 31 5| (1,1,1,1,1,0) 53 41(1,01,01,1)

10 2 (0,1,0,1,0,0) 32 1(0,0,0,0,0,1) 54 41(0,1,1,0,1,1)
11 31(1,1,0,1,0,0) 33 2| (1,0,0,0,0,1) 55 51 (1,1,1,0,1,1)
12 2] (0,0,1,1,0,0) 34 21(0,1,0,0,0,1) 56 31(0,0,0,1,1,1)
13 31(1,0,1,1,0,0) 35 31(1,1,0,0,0,1) 57 41 (1,00,1,1,1)
14 31(0,1,1,1,0,0) 36 2 (0,0,1,0,0,1) 58 41(0,1,0,1,1,1)
15 41(1,1,1,1,0,0) 37 31(1,0,1,0,0,1) 59 51](1,1,0,1,1,1)
16 1 (0,0,0,0,1,0) 38 31(0,1,1,0,0,1) 60 41(0,0,1,1,1,1)
17 21 (1,0,0,0,1,0) 39 41(1,1,1,0,0,1) 61 51(1,01,11,1)
18 21(0,1,0,0,1,0) 40 2 1(0,0,0,1,0,1) 62 5]1(01,1,11,1)
19 3](1,1,0,0,1,0) 1 3(1,00,1,0,1) 63 6| (1,1,111,1)
20 2] (0,0,1,0,1,0) 42 31(0,1,0,1,0,1) 16247 reserved | reserved
21 31(1,0,1,0,1,0) 43 41(1,1,0,1,0,1)

14.1.1.2 UE procedure for determining resource blocks for transmitting PSSCH for

sidelink transmission mode 1
The set of resource blocks is determined using the procedure described in subclause 14.1.1.2.1 and 14.1.1.2.2.

14.1.1.2.1 PSSCH resource allocation for sidelink transmission mode 1

The resource allocation and hopping field of the SCI format 0 is used to determine a set of indices denoted by Ny (0

PSSCH

: and a number of allocated PRBs L. and NZ5”" using the

< Nygg < N% ), a starting index RBgpupy »
procedure in subclause 8.1.1, and 8.4 (for sidelink frequency hopping with type 1 or type 2 hopping) with the following
exceptions:

- the term ‘PUSCH’ in subclauses 8.1.1 and 8.4 is replaced with ‘PSSCH’.

- the quantity Nygg in subclause 8.1.1 is replaced with N{gy -
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the quantity Ny in subclauses 8.1.1 and 8.4 is replaced with Ny .

the quantity RB in subclauses 8.1.1and 8.4 is replaced with RB!

START START *

!

the quantity Lpg, in subclauses 8.1.1 and 8.4 is replaced with L /. -

PSSCH

the quantity N F’:é" SCH in subclause 8.4 is replaced with N RB

the quantity NII{{S is given by higher layer parameter rbHoppingOffset associated with the corresponding
PSSCH resource configuration.

the quantity Ny, is given by higher layer parameter type2DataNumSubbands associated with the corresponding
PSSCH resource configuration.

14.1.1.2.2 PSSCH frequency hopping for sidelink transmission mode 1

If sidelink frequency hopping with type 1 hopping is enabled, the set of physical resource blocks for PSSCH
transmission is determined using subclause 8.4 with the following exceptions:

the term ‘PUSCH?” is replaced with ‘PSSCH”.

only inter-subframe hopping shall be used.

the quantity RBgrapr is replaced with RBgpupr -

the quantity NRU;“ is replaced with N ;Il; .

PUSCH . PSSCH
N RB N RB :

the quantity is replaced with

the quantity Ngg is given by higher layer parameter rbHoppingOffset associated with the PSSCH resource
configuration.
the frequency hopping field in the SCI format 0 is used instead of DCI format 0.

the quantity N3}, (I) is replaced with Ny, -

the quantity Nppp (I) is replaced with nf,;; .

for odd n;?SCH (described in subclause 9.2.4 of [3]), the set of physical resource blocks for PSSCH

. ’ . . . . SLO
transmission are L (., contiguous resource blocks starting from PRB with index Nppy -

for even nS]:?SCH (described in subclause 9.2.4 of [3]), the set of physical resource blocks for PSSCH

i . . o Ll
transmission are LéRBS contiguous resource blocks starting from PRB with index nERB .

14.1.1.3 UE procedure for determining subframes for transmitting PSSCH for sidelink

transmission mode 2

For FDD or for TDD, and the UE not configured with the higher layer parameter mode2TRPTSubset

The allowed values of | 1rp correspond to the values of K satisfying K =K; , for a value of Iin

0<i< X;gp,where K, and X are determined from table 14.1.1.3-1.

For FDD or for TDD with UL/DL configuration belonging to {0,1,2,3,4,6}, and the UE configured with the higher
layer parameter mode2TRPTSubset
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- The allowed values of |TRP correspond to the values of Kipp satisfying kTRP = ki , for values of 1 in
0 <i< X;gp satisfying @ =1, 0<i< X;gp and where K, and Xz, are determined from table
14.1.1.3-1, and (8, al,...,axTer) is the bitmap indicated by mode2TRPTSubset.

Table 14.1.1.3-1: Determination of X, and k; for sidelink transmission mode 2

XTRP k0 k] I(2 k3 k4
FDD and TDD with UL/DL configuration 1,2,4,5 3 1 2 4 - -
TDD with UL/DL configuration 0 5 1 2 3 4 5
TDD with UL/DL configuration 3,6 4 1 2 3 4 -

Within a PSCCH period, the subframes used for PSSCH are determined as follows:

- asubframe indicator bitmap (b(;, bl,...o\_ 71) and N gp are determined using the procedure described in

subclause 14.1.1.1.1 from the allowed values of |TRP described in this subclause.

- abitmap (bo ,b,,..b Locscr 1 ) is determined usingb; = by

PSSCH .
jmod Noge and a subframe | j in the subframe

pool is used for PSSCH if b i= 1, otherwise the subframe | JPSSCH is not used for PSSCH, where

PSSCH PSSCH
| PsseH |

I PSSCH
0 >

) and LF,SSCH are described in subclause 14.1.3. The subframes used for PSSCH

geees
LPSSCH -1

are denoted by n g’ SSCH | nIPSSCH yeeery ) SSSCH 1 ) arranged in increasing order of subframe index and
PSSCH —

where N is a multiple of 4.

PSSCH

14.1.1.4 UE procedure for determining resource blocks for transmitting PSSCH for
sidelink transmission mode 2

The set of resource blocks within the resource block pool (defined in 14.1.3) is determined using the subclause
14.1.1.2.1.

If sidelink frequency hopping with type 1 hopping is enabled, the set of physical resource blocks for PSSCH
transmission is determined using subclause 14.1.1.2.2 with the following exceptions

- the quantity NRUJ; is replaced with M ;);SCH -R (defined in 14.1.3).

- for odd nsP;?SCH, the set of physical resource blocks for PSSCH transmission are given by L(':RBS contiguous

resource blocksm,,m, ..M, gl belonging to the resource block pool, where X = n:ﬁ% .

- for even nsP;TSnSCH, the set of physical resource blocks for PSSCH transmission are given by LéRBS contiguous

resource blocksm,,m, ..M, Fligge] belonging to the resource block pool, where X = n,§§}3 .
14.1.1.5 UE procedure for PSSCH power control
For sidelink transmission mode 1 and PSCCH period i, the UE transmit power Ppgqcy; is given by the following

- if the TPC command field in configured sidelink grant (described in [8]) for PSCCH period i is set to 0
P

PSSCH — PCMAX,PSSCH

- if the TPC command field in configured sidelink grant (described in [8]) for PSCCH period i is set to 1
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Posscn = min {PCMAX,PSSCH » 10log,y (M pggep) + PO_PSSCH,I + Apssc, - PL} [dBm]

where Poyax psscn is defined in [6], and M qqy; is the bandwidth of the PSSCH resource assignment expressed in

number of resource block and PL = PL_ where PL_is defined in subclause 5.1.1.1. P, pssci1 AN pgseyy; are

provided by higher layer parameters modelDataPo and modelDataAlpha, respectively.

For sidelink transmission mode 2, the UE transmit power Ppgqcy is given by

Prsscn = min {PCMAX,PSSCH , 101og,,(M pggcn) + POfPSSCH,Z + Xpssenn - PL} [dBm],

where PCM ax.psscH 18 defined in [6], and M pgscp is the bandwidth of the PSSCH resource assignment expressed in

number of resource blocks and PL = PL_ where PL is defined in subclause 5.1.1.1. Py pggey, and Gpgsey

are provided by higher layer parameter mode2DataPo and mode2DataAlpha, respectively and that are associated with
the corresponding PSSCH resource configuration.

14.1.2 UE procedure for receiving the PSSCH

For sidelink transmission mode 1, a UE upon detection of SCI format 0 on PSCCH can decode PSSCH according to the
detected SCI format 0.

For sidelink transmission mode 2, a UE upon detection of SCI format 0 on PSCCH can decode PSSCH according to the
detected SCI format 0, and associated PSSCH resource configuration configured by higher layers.

14.1.3 UE procedure for determining resource block pool and subframe
pool for sidelink transmission mode 2

For a PSCCH period associated with the PSCCH resource configuration (determined in subclause 14.2.3) which is also
associated with the PSSCH resource configuration, the UE determines a PSSCH pool consisting of a subframe pool and
resource block pool as follows.

- For TDD, if the parameter tddConfig is indicated by the PSCCH resource configuration, the TDD UL/DL
configuration used for determining the subframe pool is given by the parameter tddConfig, otherwise, the TDD
UL/DL configuration used for determining the subframe pool is given by the UL/DL configuration (i.e.
parameter subframeAssignment) for the serving cell.

- Within the PSCCH period, the uplink subframes with subframe index greater than or equal to jbegin +0, are

denoted by (I 0> |1 ,,,,,,_I N'—1 ) arranged in increasing order of subframe index, where jbegm is described in

subclause 14.2.3 and O, is the mode2DataOffsetIndicator indicated by the PSSCH resource configuration,

where N'denotes the number of uplink subframes within the PSCCH period with subframe index greater than

orequal to Jyouin + O, .

- Abitmap b, ,b, ,b,,...,by. | is determined usingb; = a for 0< j< N',where

jmod Ng °
a,,d,,d,,..., astl and N are the bitmap and the length of the bitmap indicated by
mode2DataSubframeBitmap, respectively.

- A subframe | i (0< j < N') belongs to the subframe pool if bj =1. The subframes in the subframe pool are

denoted by || PSSCH | PSSCH | PSSCH ) arranged in increasing order of subframe index and L denotes
0 o1 s > Lpgsy 1 PSSCH

the number of subframes in the subframe pool.

- APRBwithindex g (0<qg<N S";) belongs to the resource block pool if S1<q<S1+M orif
S2-M < q<S2, where S1, S2, and M denote the Mode2DataStartPRB, Mode2DataEndPRB and
Mode2DataNumPRB indicated by the PSSCH resource configuration respectively.
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: PSSCH .\ PSSCH PSSCH :
- The resource blocks in the resource block pool are denoted by (m 0 ,my U || NP ) arranged in
RB

M PSSCH _RP
RB

increasing order of resource block indices and is the number of resource blocks in the resource

block pool.

14.1.4 UE procedure for determining subframe pool for sidelink
transmission mode 1

For a PSCCH period associated with the PSCCH resource configuration (described in subclause 14.2.3) which is also
associated with the PSSCH resource configuration, the UE determines a PSSCH pool consisting of a subframe pool as
follows.

- For TDD, if the parameter tddConfig is indicated by the PSCCH resource configuration, the TDD UL/DL
configuration used for determining the subframe pool is given by the parameter tddConfig, otherwise, the TDD
UL/DL configuration used for determining the subframe pool is given by the UL/DL configuration (i.e.
parameter subframeAssignment) for the serving cell.

- Each uplink subframe with subframe index greater than or equal to | PSCCH 11 belongs to the subframe pool
PSCCH ~—

for PSSCH, where 17°°“" 41 and Lpscoy are described in subclause 14.2.3.

PSCCH —

- The subframes in the subframe pool for PSSCH are denoted by (I OP SSCH | 1PSSCH peees ) ESSCH 1 ) arranged in
PSSCH —

increasing order of subframe index and Lyg,; denotes the number of subframes in the subframe pool.

14.2  Physical Sidelink Control Channel related procedures

For sidelink transmission mode 1, if a UE is configured by higher layers to receive DCI format 5 with the CRC
scrambled by the SL-RNTI, the UE shall decode the PDCCH/EPDCCH according to the combination defined in Table
14.2-1.

Table 14.2-1: PDCCH/EPDCCH configured by SL-RNTI

DCI format Search Space
DCI format 5 | For PDCCH: Common and UE specific by C-RNTI
For EPDCCH: UE specific by C-RNTI

14.2.1 UE procedure for transmitting the PSCCH

For sidelink transmission mode land PSCCH period i,
— the UE shall determine the subframes and resource blocks for transmitting SCI format 0 as follows.

- SCI format 0 is transmitted in two subframes in the subframe pool and one physical resource block per slot in
each of the two subframes, wherein the physical resource blocks belong to the resource block pool, where the
subframe pool and the resource block pool are indicated by the PSCCH resource configuration (as defined in
subclause 14.2.3)

- the two subframes and the resource blocks are determined using “Resource for PSCCH” field (Npgeeyy ) in

the configured sidelink grant (described in [8]) as described in subclause 14.2.1.1.
— the UE shall set the contents of the SCI format 0 as follows:

- the UE shall set the Modulation and coding scheme field according to the Modulation and coding scheme
indicated by the higher layer parameter modelMCS if the parameter is configured by higher layers.

- the UE shall set the Frequency hopping flag according to the “Frequency hopping flag” field in the
configured sidelink grant.
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- the UE shall set the Resource block assignment and hopping resource allocation according to the “Resource
block assignment and hopping resource allocation” field in the configured sidelink grant.

- the UE shall set the Time resource pattern according to the “Time resource pattern” field in the configured
sidelink grant .

- the UE shall set the eleven-bit Timing advance indication to I = LNTAJ to indicate sidelink reception

16

timing adjustment value using the Nta (defined in [3]) value for the UE in the subframe that is no earlier
than subframe |7S°°" — 4 (175¢°" described in subclause 14.2.1.1).

For sidelink transmission mode 2,

- SCI format 0 is transmitted in two subframes in the subframe pool and one physical resource block per slot in
each of the two subframes, wherein the physical resource blocks belongs to the resource block pool, where the
subframe pool and the resource block pool are indicated by the PSCCH resource configuration (as defined in
subclause 14.2.3)

- the two subframes and the resource blocks are determined using the procedure described in subclause
14.2.1.2

- the UE shall set the eleven-bit Timing advance indication |, in the SCI format 0 to zero.

14.2.11 UE procedure for determining subframes and resource blocks for transmitting
PSCCH for sidelink transmission mode 1

PSCCH _RP
For 0< Npscen < |_M RB /2J' Loscer »

- the first transmission of the PSCCH is in resource block maplSCCH of subframe |bF;SCCH of the PSCCH period,

where al = \_nPSCCH / LPSCCHJ and bl =Npgeoy mod Logecy, -

- the second transmission of the PSCCH is in resource block m,:zs CCH  of subframe |bF)2SCCH of the PSCCH

period, where a2 = \_HPSCCH / Lpscen J+ \_M FZ’;'CCH*RP /2J and

b2 = (nPSCCH +1+ LnPSCCH / Lpscen JmOd(LPSCCH - 1))mod Loscen -

geese

PSCCH | PSCCH PSCCH PSCCH PSCCH PSCCH PSCCH _RP

where (I() s |1 9-| L 9 )' (m() ) m1 [IXEEE) mM PSCCH _RP _; )' LPSCCH and M RB are
PSCCH RB

described in subclause 14.2.3.

14.2.1.2 UE procedure for determining subframes and resource blocks for transmitting
PSCCH for sidelink transmission mode 2

The allowed values for PSCCH resource selection are given by 0,1... (LM :sCCH*RP / 2J- Loscen — 1) where

LPSCCH and M :BSCCH -RP described in subclause 14.2.3. The two subframes and the resource blocks are determined

using selected resource value Npgeoy (described in[8]) and the procedure described in subclause 14.2.1.1.

14.2.1.3 UE procedure for PSCCH power control
For sidelink transmission mode 1 and PSCCH period i, the UE transmit power Pyg.cyy is given by the following

- if the TPC command field in the configured sidelink grant (described in [8]) for PSCCH period i is set to 0

Pescen = PCMAX,PSCCH
- if the TPC command field in the configured sidelink grant (described in [8]) for PSCCH period i is set to 1

Pescey = min {PCMAX,PSCCH , 101og,, (M pgccpy) + PO_PSCCH,I + Qpsceny PL} [dBm]
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where Peyaxpscen is defined in [6], and M g y=1and PL =PL_ where PL_ is defined in subclause 5.1.1.1.

P, psccr1 @nd Opsccy are provided by higher layer parameters saPo and saAlpha, respectively and are associated

with the corresponding PSCCH resource configuration.

For sidelink transmission mode 2, the UE transmit power Ppg.oy is given by

I:)PSCCH = min {PCMAX,PSCCH 4 1010glO (M PSCCH) + POfPSCCH,Z + aPSCCH,Z : PL} [dBm] ’

where Peyaxpscen 18 the Peyax ¢ configured by higher layers and M pg.;=1and PL = PL_ where PL is

defined in subclause 5.1.1.1. Po psccra and  Opsceyy, are provided by higher layer parameters saPo and saAlpha,

respectively and are associated with the corresponding PSCCH resource configuration.

14.2.2 UE procedure for receiving the PSCCH

For each PSCCH resource configuration associated with sidelink transmission mode 1, a UE configured by higher
layers to detect SCI format 0 on PSCCH shall attempt to decode the PSCCH according to the PSCCH resource
configuration, and using the Group destination IDs indicated by higher layers.

For each PSCCH resource configuration associated with sidelink transmission mode 2, a UE configured by higher
layers to detect SCI format 0 on PSCCH shall attempt to decode the PSCCH according to the PSCCH resource
configuration, and using the Group destination IDs indicated by higher layers.

14.2.3 UE procedure for determining resource block pool and subframe
pool for PSCCH

A PSCCH resource configuration for transmission/reception is associated with a set of periodically occurring time-
domain periods (known as PSCCH periods). The i-th PSCCH period begins at subframe with subframe

index Jyeq, = O +1+ P and ends in subframe with subframe index o,y =O + (i 4 1)_ P —1. where
0< jbegin H jend <10240

- the subframe index is relative to subframe#0 of the radio frame corresponding to SFN 0 of the serving cell or
DFN 0 (described in [11]),

O is the saOffsetIndicator indicated by the PSCCH resource configuration,

. P is the saPeriod indicated by the PSCCH resource configuration.

For a PSCCH period, the UE determines a PSCCH pool consisting of a subframe pool and a resource block pool as
follows.

- For TDD, if the parameter tddConfig is indicated by the PSCCH resource configuration, the TDD UL/DL
configuration used for determining the subframe pool is given by the parameter tddConfig, otherwise, the TDD
UL/DL configuration used for determining the subframe pool is given by the UL/DL configuration (i.e.
parameter subframeAssignment) for the serving cell.

- The first N uplink subframes are denoted by (I O A IN’—]) arranged in increasing order of subframe index,

where N'is the length of the bitmap saSubframeBitmap indicated by the PSCCH resource configuration.

- A subframe |j (0 j <N ') belongs to the subframe pool ifaj =1, where (a0 Ay ,8,,..., 8y, )is the length

of the bitmap SaSubframeBitm(Ip indicated by the PSCCH._resource configuration. The subframes in the
I

subframe pool are denoted by (] "¢ IlPSCCH | PSceH

0 arranged in increasing order of subframe index and

censy
Lpscon —1

Lpscey is the number of subframes in the subframe pool. A PRB withindex q (0<gq<N Sg ) belongs to the

resource block pool if S1<q< S1+M orif S2—-M <q<S2, where S1, S2, and M denote the saStartPRB,
saEndPRB and saNumPRB indicated by the PSCCH resource configuration respectively.

3GPP

Samsung Exhibit 1010, Page 227 of 239
Samsung Electronics Co., Ltd. v. Asus Technology Licensing Inc.
IPR2024-00614



Release 12 228 3GPP TS 36.213 V12.5.0 (2015-03)

PSCCH PSCCH PSCCH

- The resource blocks in the resource block pool are denoted by ( ,m, geeees M oscin o ) arranged in
RB T

PSCCH _RP . .
increasing order of resource block indices and M is the number of resource blocks in the resource

block pool.
14.3  Physical Sidelink Discovery Channel related procedures
14.3.1  UE procedure for transmitting the PSDCH

If a UE is configured by higher layers to transmit PSDCH according to a PSDCH resource configuration, in a PSDCH
period |,

- the number of transmissions for a transport block on PSDCH is NSTE(D =N+1 where Nis given by the
higher layer parameter discoveryNumRetx , and each transmission corresponds to one subframe belonging to a
set of subframes, and in each subframe, the PSDCH is transmitted on two physical resource blocks per slot.

- for sidelink discovery type 1,

- the allowed values for PSDCH resource selection are  given by 0,1... (N, -N, —1),
where Nt = |_LPSDCH /NSTE(D and N = LM :E?DCH_RP /2J’ and

- the j-th transmission (1 < j < N X sip ) for the transport block occurs in contiguous resource blocks

and mPSI,D)CT| of subframe IEEEC; et of the PSDCH period, where

PSDCH

m2~a2i)

= ((J _1)'\_Nf / NSTE(DJ+ LnPSDCH / NtJ)mOd Ny and b1(i) = Npgpey mod N, and using selected

resource value Npgpey (described in [8]).

PSDCH | PSDCH PSDCH PSDCH PSDCH PSDCH PSDCH _RP i i
(Io Nh 1] )’ (mo ,m yeeees M soc o ), Lpspey @Nd M g are described in
PSDCH — RB

subclause 14.3.3.

- for sidelink discovery type 2B,

- The j-th transmission (1< j < N STLXD ) for the transport block occurs in contiguous resource blocks

m2P SDEH and mPS%C':I of subframe |§§5Cb'?) ia of the PSDCH period, where

)= (NG +n)mod 10+[ (2 + N, b )/N, Jmod N,

b = (NDogss + NSy -a™ + N, -bi Jmod N,

W) _{; > i
=GN N feal Jmod Ny e

— | M PsocH_RP 5
Nt = |_LPSDCH /NsTi(D and |_ Js

PSDCH | PSDCH PSDCH PSDCH PSDCH PSDCH PSDCH _RP i
and (IO ’ |1 2 I )’ (m > ml mM PSDCH _RP _ )’ I‘PSDCH and M RB are descrlbed

” LPSDCH -1 0 e

in subclause 14.3.3.

afo) and bl(o) are given by higher layer parameters nfType2BDiscovery and ntType2BDiscovery,

respectively and that associated with the PSDCH resource configuration.

N ,(DIS)DCH ,N ,%ECH and N E,SS)DCH are given by higher layer parameters aType2BDiscovery,

bDashType2BDiscovery, and cType2BDiscovery, repectively and that are associated with the PSDCH
resource configuration.
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N’ is the number of PSDCH periods since N ,(D?DCH was received.

- the transport block size is 232

For sidelink discovery, the UE transmit power Pugpoyy is given by the following

Pospen = min {PCMAX,PSDCH , 10log;, (M pgpey) + POfPSDCH,l + Qpspen PL} [dBm]

where Peyaxpspen 1S defined in [6], and M pqp oy =2and PL = PL_ where PL_ is defined in subclause 5.1.1.1.
P, pspch, and Opgpey ; are provided by higher layer parameters discoveryPo and discoveryAlpha, respectively and
are associated with the corresponding PSDCH resource configuration.

A UE shall drop any PSDCH transmissions that are associated with sidelink discovery type 1 in a sidelink subframe if
the UE has a PSDCH transmission associated with sidelink discovery type 2B in that subframe.

14.3.2 UE procedure for receiving the PSDCH

For sidelink discovery type 1, for each PSDCH resource configuration associated with reception of PSDCH, a UE
configured by higher layers to detect a transport block on PSDCH can decode the PSDCH according to the PSDCH
resource configuration.

For sidelink discovery type 2B, for each PSDCH resource configuration associated with reception of PSDCH, a UE
configured by higher layers to detect a transport block on PSDCH can decode the PSDCH according to the PSDCH
resource configuration.

14.3.3 UE procedure for determining resource block pool and subframe
pool for sidelink discovery

A PSDCH resource configuration for transmission/reception is associated with a set of periodically occurring time-
domain periods (known as PSDCH periods). The i-th PSDCH period begins at subframe with subframe

index Jyeqi, = O, +1+ P and ends in subframe with subframe index Jg,y =O; + (i + 1)~ P —1, where
0 < Joeqin <10240

- the subframe index is relative to subframe#0 of a radio frame corresponding to SFN 0 of the serving cell or DFN
0 (described in [11]),

O, is the discoveryOffsetindicator indicated by the PSDCH resource configuration

P is the discoveryPeriod indicated by the PSDCH resource configuration.

For a PSDCH period, the UE determines a discovery pool consisting of a subframe pool and a resource block pool for
PSDCH as follows.

- For TDD, if the parameter tddConfig is indicated by the PSDCH resource configuration, the TDD UL/DL
configuration used for determining the subframe pool is given by the parameter tddConfig, otherwise, the TDD
UL/DL configuration used for determining the subframe pool is given by the UL/DL configuration (i.e.
parameter subframeAssignment) for the serving cell.

- Abitmap by,b, ,b,,...,0y. | is obtained usingb; =a for 0< j<N', where

jmod Ng °
4,,4,,4,,..., aNB_l and N, are the bitmap and the length of the bitmap indicated by

discoverySubframeBitmap, respectively, and N"= Ny - N, where Ny is the discoveryNumRepetition
indicated by the PSDCH resource configuration.

- The first N’ uplink subframes are denoted by (I 0> |1 ,,,_,,,I N'—L ) arranged in increasing order of subframe

index.
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- A subframe | i (0< j< N") belongs to the subframe pool if b j= 1. The subframes in the subframe pool are

denoted by (I (f SBCH | ]PSDCH pere| E’SDCH 1) arranged in increasing order of subframe index and Lpgp,, denotes
PSDCH —

the number of subframes in the subframe pool.

- A PRBwithindex ( (0< q< N slé) belongs to the resource block pool if ST < g<S1+M or if
S2-M < q<S2, where S1, S2, and M denote the discoveryStartPRB, discoveryEndPRB and
discoveryNumPRB indicated by the PSDCH resource configuration respectively.

: PSDCH ., PSDCH PSDCH
- The resource blocks in the resource block pool are denoted by (m 0 ,m, seees MY reoo R ) arranged
L . o PSDCH _RP . .
in increasing order of resource block indices and M gg - is the number of resource blocks in the resource

block pool.

14.4  Physical Sidelink Synchronization related procedures

The synchronization resource configuration(s) for the UE are given by the higher layer parameter ProseSyncConfig-r12.
A UE shall transmit sidelink synchronisation signals according to subclause 5.X.7 in [11].

A UE may assume that sidelink synchronization signals are signals transmitted by an eNB as described in subclause
6.11 of [3] or are signals transmitted by a UE as described in [11].

A UE is not expected to blindly detect the cyclic prefix length of sidelink synchronization signals transmitted by
another UE.

For a sidelink synchronization resource configuration associated withPSDCH reception, if cell ¢ is indicated by the
parameter neighborCellID and if the parameter discoverySynchWindow is configured with value wl for cell ¢, the UE
may assume that sidelink synchronization signals are transmitted in cell ¢ and that they are recevied within a reference
synchronization window of size +/-wl ms with respect to the sidelink synchronization resource of cell ¢ indicated by
higher layers. The sidelink synchronization identity associated with the sidelink synchronization resource is indicated
by higher layers.

For PSDCH reception, if cell ¢ is indicated by the parameter neighborCellID and if the parameter
discoverySynchWindow is configured with value w2 for cell ¢, the UE may assume that PSDCH of UE in cell C is
received within a reference synchronization window of size +/-w2 ms with respect to the discovery resource of cell ¢
indicated by higher layers.

The UE transmit power of primary sidelink synchronization signal Ppsss and the UE transmit power of secondary

synchronization signal Py are given by

- Ifthe UE is configured with sidelink transmission mode 1, and if the UE transmits sidelink synchronization
signals in PSCCH period i, and if the TPC command field in the configured sidelink grant (described in [8]) for
the PSCCH period i is set to 0

Posss = PCMAX,PSBCH

I:‘ssss = PCMAX,SSSS
- otherwise

Prsss = min {PCMAX,PSBCH , 10log,((Mpgeq) + Pofpsss + Qpgss - PL} [dBm],

Pisss = min {PCMAX,SSSS’ 1010g,,(M pgg) + Py psss + Xpsss * PL} [dBm],
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where Pryaxpsecn @1d Poyax ssss are defined in [6]. Mpggg =6and PL = PL, where PL_ is defined in

subclause 5.1.1.1. P, pqqs and fpgss are provided by higher layer parameters associated with the corresponding

sidelink synchronization signal resource configuration.
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09/09/08 | RP-41 |RP-080670 60 } RBI;Esstrié::'ion and modulation order for CQl-only transmission |8.3.0 8.4.0
on
09/09/08 | RP-41 |RP-080670( 61 - |Modulation order determination for uplink retransmissions 8.3.0 8.4.0
09/09/08 | RP-41 |RP-080670| 62 2 |Introducing missing L1 parameters into 36.213 8.3.0 8.4.0
09/09/08 | RP-41 |RP-080670| 63 2 | Correcting the range and representation of delta TF PUCCH  [8.3.0 8.4.0
09/09/08 | RP-41 |RP-080670| 64 1 [Adjusting TBS sizes to for VolP 8.3.0 8.4.0
09/09/08 | RP-41 [RP-080670( 67 - | Correction to the downlink resource allocation 8.3.0 8.4.0
09/09/08 | RP-41 |RP-080670 68 _ |Removal of special handling for PUSCH mapping in PUCCH 8.3.0 8.4.0
region
09/09/08 | RP-41 |RP-080670| 69 - | Correction to the formulas for uplink power control 8.3.0 8.4.0
09/09/08 | RP-41 [RP-080670( 70 1 | Definition of Bit Mapping for DCI Signalling 8.3.0 8.4.0
09/09/08 | RP-41 |RP-080670( 71 - _[Clarification on PUSCH TPC commands 8.3.0 8.4.0
09/09/08 | RP-41 |RP-080670| 72 1 |Reference for CQI/PMI Reporting Offset 8.3.0 8.4.0
09/09/08 | RP-41 [RP-080670( 74 - __|Correction to the downlink/uplink timing 8.3.0 8.4.0
09/09/08 | RP-41 |RP-080670| 75 - | Correction to the time alignment command 8.3.0 8.4.0
09/09/08 | RP-41 |RP-080670| 77 1 [Correction of offset signalling of UL Control information MCS 8.3.0 8.4.0
09/09/08 | RP-41 |RP-080670| 78 2 [DCI format1C 8.3.0 8.4.0
09/09/08 | RP-41 |RP-080670 80 _ |Correction to Precoder Cycling for Open-loop Spatial 8.3.0 8.4.0
Multiplexing
09/09/08 | RP-41 [RP-080670| 81 1 | Clarifying Periodic CQI Reporting using PUCCH 8.3.0 8.4.0
09/09/08 | RP-41 [RP-080670( 84 1 | CAQl reference measurement period 8.3.0 8.4.0
09/09/08 | RP-41 [RP-080670( 86 - | Correction on downlink multi-user MIMO 8.3.0 8.4.0
09/09/08 | RP-41 |RP-080670| 87 - _|PUCCH Reporting 8.3.0 8.4.0
09/09/08 | RP-41 |RP-080670| 88 1 [Handling of Uplink Grant in Random Access Response 8.3.0 8.4.0
09/09/08 | RP-41 |RP-080670| 89 - | Correction to UL Hopping operation 8.3.0 8.4.0
09/09/08 | RP-41 |RP-080670| 90 - |DRS EPRE 8.3.0 8.4.0
09/09/08 | RP-41 |RP-080670| 92 - |[Uplink ACK/NACK mapping for TDD 8.3.0 8.4.0
09/09/08 | RP-41 |RP-080670| 93 - |UL SRI Parameters Configuration 8.3.0 8.4.0
09/09/08 | RP-41 |RP-080670| 94 - | Miscellaneous updates for 36.213 8.3.0 8.4.0
09/09/08 | RP-41 |RP-080670| 95 - | Clarifying Requirement for Max PDSCH Coding Rate 8.3.0 8.4.0
09/09/08 | RP-41 |RP-080670| 96 - _|UE Specific SRS Configuration 8.3.0 8.4.0
09/09/08 | RP-41 |RP-080670 97 } 8CI Format 1A changes needed for scheduling Broadcast 8.3.0 8.4.0
ontrol
09/09/08 | RP-41 |RP-080670| 98 - _[Processing of TPC bits in the random access response 8.3.0 8.4.0
09/09/08 | RP-41 |RP-080670( 100 1 |Support of multi-bit ACK/NAK transmission in TDD 8.3.0 8.4.0
03/12/08 | RP-42 |RP-081075| 82 3 [Corrections to Rl for CQl reporting 8.4.0 8.5.0
03/12/08 | RP-42 |RP-081075| 83 2 | Moving description of large delay CDD to 36.211 8.4.0 8.5.0
03/12/08 | RP-42 |RP-081075| 102 [ 3 |Reception of DCI formats 8.4.0 8.5.0
03/12/08 | RP-42 [RP-081075| 105 | 8 [Alignment of RAN1/RAN2 specification 8.4.0 8.5.0
03/12/08 | RP-42 |RP-081075 107 1 General correction of reset of power control and random access |8.4.0 8.5.0
response message
03/12/08 | RP-42 [RP-081075| 108 2 |Final details on codebook subset restrictions 8.4.0 8.5.0
03/12/08 | RP-42 [RP-081075| 109 - | Correction on the definition of Pmax 8.4.0 8.5.0
03/12/08 | RP-42 |RP-081075[ 112 [ 2 |CQI/PMI reference measurement periods 8.4.0 8.5.0
03/12/08 | RP-42 |RP-081075| 113 - | Correction of introduction of shortened SR 8.4.0 8.5.0
03/12/08 | RP-42 |RP-081075| 114 - |RAN1/2 specification alignment on HARQ operation 8.4.0 8.5.0
03/12/08 | RP-42 |RP-081075| 115 - |Introducing other missing L1 parameters in 36.213 8.4.0 8.5.0
03/12/08 | RP-42 [RP-081075| 116 - _|PDCCH blind decoding 8.4.0 8.5.0
03/12/08 | RP-42 |RP-081075| 117 - |PDCCH search space 8.4.0 8.5.0
03/12/08 | RP-42 [RP-081075| 119 - |Delta_TF for PUSCH 8.4.0 8.5.0
03/12/08 | RP-42 |RP-081075 120 _ |Delta_preamble_msg3 parameter values and TPC command in (8.4.0 8.5.0
RA response
03/12/08 | RP-42 |RP-081075| 122 1 [Correction of offset signaling of uplink control information MCS |8.4.0 8.5.0
03/12/08 | RP-42 [RP-081075| 124 - |Miscellaneous Corrections 8.4.0 8.5.0
03/12/08 | RP-42 |RP-081075[ 125 - _[Clarification of the uplink index in TDD mode 8.4.0 8.5.0
03/12/08 | RP-42 |RP-081075| 126 - | Clarification of the uplink transmission configurations 8.4.0 8.5.0
03/12/08 | RP-42 |RP-081075| 127 2 |Correction to the PHICH index assignment 8.4.0 8.5.0
03/12/08 | RP-42 [RP-081075| 128 - | Clarification of type-2 PDSCH resource allocation for format 1C [8.4.0 8.5.0
03/12/08 | RP-42 [RP-081075| 129 - | Clarification of uplink grant in random access response 8.4.0 8.5.0
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Change history
Date TSG # TSG Doc. |CR Rev | Subject/Comment Old New
03/12/08 | RP-42 |RP-081075| 130 - |UE sounding procedure 8.4.0 8.5.0
03/12/08 | RP-42 |RP-081075 134 _ |Change for determining DCI format 1A TBS table column 8.4.0 8.5.0
indicator for broadcast control
03/12/08 | RP-42 |RP-081075| 135 - | Clarifying UL VRB Allocation 8.4.0 8.5.0
03/12/08 | RP-42 |RP-081075| 136 1 [Correction for Aperiodic CQI 8.4.0 8.5.0
03/12/08 | RP-42 |RP-081075[ 137 1 _|Correction for Aperiodic CQI Reporting 8.4.0 8.5.0
03/12/08 | RP-42 |RP-081075[ 138 1 _|Correction to PUCCH CQI reporting mode for N\DL_ RB <=7  [8.4.0 8.5.0
03/12/08 | RP-42 |RP-081075| 140 1 [On sounding procedure in TDD 8.4.0 8.5.0
03/12/08 | RP-42 [RP-081075| 141 1 | Alignment of RAN1/RANS specification 8.4.0 8.5.0
03/12/08 | RP-42 [RP-081075| 143 1 |TTI bundling 8.4.0 8.5.0
03/12/08 | RP-42 |RP-081075[ 144 1 |ACK/NACK transmission on PUSCH for LTE TDD 8.4.0 8.5.0
03/12/08 | RP-42 |RP-081075| 145 1 [Timing relationship between PHICH and its associated PUSCH |8.4.0 8.5.0
03/12/08 | RP-42 |RP-081075 147 1 Definition of parameter for downlink reference signal transmit 8.4.0 8.5.0
power
03/12/08 | RP-42 |RP-081075| 148 1 [Radio link monitoring 8.4.0 8.5.0
03/12/08 | RP-42 |RP-081075| 149 1 _|Correction in 36.213 related to TDD downlink HARQ processes |8.4.0 8.5.0
03/12/08 | RP-42 [RP-081075| 151 - _|Nominal PDSCH-to-RS EPRE Offset for CQl Reporting 8.4.0 8.5.0
03/12/08 | RP-42 |RP-081075| 152 1 [Support of UL ACK/NAK repetition in Rel-8 8.4.0 8.5.0
03/12/08 | RP-42 |RP-081075| 155 - | Clarification of misconfiguration of aperiodic CQl and SR 8.4.0 8.5.0
03/12/08 | RP-42 |RP-081075 156 1 Correction of control information multiplexing in subframe 8.4.0 8.5.0
bundling mode
03/12/08 | RP-42 [RP-081075| 157 - | Correction to the PHICH index assignment 8.4.0 8.5.0
03/12/08 | RP-42 [RP-081075| 158 1 |UE transmit antenna selection 8.4.0 8.5.0
03/12/08 | RP-42 |RP-081075[ 159 - _[Clarification of spatial different CQI for CQl reporting Mode 2-1 8.4.0 8.5.0
03/12/08 | RP-42 [RP-081075| 160 1 | Corrections for TDD ACK/NACK bundling and multiplexing 8.4.0 8.5.0
03/12/08 | RP-42 [RP-081075| 161 - | Correction to RI for Open-Loop Spatial Multiplexing 8.4.0 8.5.0
03/12/08 | RP-42 [RP-081075| 162 - | Correction of differential CQl 8.4.0 8.5.0
03/12/08 | RP-42 |RP-081075| 163 - |Inconsistency between PMI definition and codebook index 8.4.0 8.5.0
03/12/08 | RP-42 |RP-081075| 164 - |PDCCH validation for semi-persistent scheduling 8.4.0 8.5.0
03/12/08 | RP-42 |RP-081075 Correction to the UE behavior of PUCCH CQI piggybacked on |8.4.0 8.5.0
165 1 1 |puscH
03/12/08 | RP-42 |RP-081075 166 } _Correc(:jtion on SRS procedure when shortened PUCCH format |8.4.0 8.5.0
is use
03/12/08 | RP-42 |RP-081075 167 1 Transmission overlapping of physical channels/signals with 8.4.0 8.5.0
PDSCH for transmission mode 7
03/12/08 | RP-42 [RP-081075| 169 - _|Clarification of SRS and SR transmission 8.4.0 8.5.0
03/12/08 | RP-42 |RP-081075| 171 - | Clarification on UE behavior when skipping decoding 8.4.0 8.5.0
03/12/08 | RP-42 |RP-081075| 172 1 [PUSCH Hopping operation corrections 8.4.0 8.5.0
03/12/08 | RP-42 [RP-081075| 173 - _|Clarification on message 3 transmission timing 8.4.0 8.5.0
03/12/08 | RP-42 [RP-081075| 174 - _|MCS handling for DWPTS 8.4.0 8.5.0
03/12/08 | RP-42 |RP-081075 175 _|Clarification of UE-specific time domain position for SR 8.4.0 8.5.0
transmission
03/12/08 | RP-42 [RP-081075| 176 1 |Physical layer parameters for CQI reporting 8.4.0 8.5.0
03/12/08 | RP-42 |RP-081075[ 177 - |[A-periodic CQI clarification for TDD UL/DL configuration 0 8.4.0 8.5.0
03/12/08 | RP-42 |RP-081075 179 1 Correction to the definitions of rho_A and rho_B (downlink 8.4.0 8.5.0
power allocation)
03/12/08 | RP-42 |RP-081075[ 180 - [Clarification of uplink A/N resource indication 8.4.0 8.5.0
03/12/08 | RP-42 |RP-081075 PDCCH format 0 for message 3 adaptive retransmission and 8.4.0 8.5.0
181 - |transmission of control information in message 3 during
contention based random access procedure
03/12/08 | RP-42 |RP-081075 182 _ |To Fix the Discrepancy of Uplink Power Control and Channel 8.4.0 8.5.0
Coding of Control Information in PUSCH
03/12/08 | RP-42 [RP-081122| 183 1 _|CAQl reporting for antenna port 5 8.4.0 8.5.0
03/12/08 | RP-42 |RP-081110| 168 1 [Clarification on path loss definition 8.4.0 8.5.0
04/03/09 | RP-43 [RP-090236| 184 1 | Corrections to Transmitted Rank Indication 8.5.0 8.6.0
04/03/09 | RP-43 |RP-090236| 185 4 | Corrections to transmission modes 8.5.0 8.6.0
04/03/09 | RP-43 |RP-090236| 186 2 |Delta_TF configuration for control only PUSCH 8.5.0 8.6.0
04/03/09 | RP-43 [RP-090236| 187 1 | Correction to concurrent SRS and ACK/NACK transmission 8.5.0 8.6.0
04/03/09 | RP-43 [RP-090236| 191 1 | PDCCH release for semi-persistent scheduling 8.5.0 8.6.0
04/03/09 | RP-43 [RP-090236| 192 1 [Correction on ACKNACK transmission on PUSCH for LTE TDD |8.5.0 8.6.0
04/03/09 | RP-43 RP-090236 193 - |Correction to subband differential CQl value to offset level 8.5.0 8.6.0
mapping for aperiodic CQlI reporting
04/03/09 | RP-43 [RP-090236| 194 - | Correction for DRS Collision handling 8.5.0 8.6.0
04/03/09 | RP-43 RP-090236 196 2 |Alignment of RAN1/RAN4 specification on UE maximum output |8.5.0 8.6.0
power
04/03/09 | RP-43 RP-090236 197 - 'Ilér’\a]l%smissim scheme for transmission mode 7 with SPS C- 8.5.0 8.6.0
04/03/09 | RP-43 RP-090236 198 - |Clarifying bandwidth parts for periodic CQl reporting and CQl 8.5.0 8.6.0
) refererence period
04/03/09 | RP-43 |RP-090236| 199 2 |Correction to the ACK/NACK bundling in case of transmission [8.5.0 8.6.0
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Change history
Date TSG # TSG Doc. |CR Rev | Subject/Comment Old New
mode 3 and 4
04/03/09 | RP-43 [RP-090236| 200 - |ACK/NAK repetition for TDD ACK/NAK multiplexing 8.5.0 8.6.0
04/03/09 | RP-43 [RP-090236| 201 - _|Clarifying UL ACK/NAK transmission in TDD 8.5.0 8.6.0
04/03/09 | RP-43 [RP-090236| 202 - | Corrections to UE Transmit Antenna Selection 8.5.0 8.6.0
04/03/09 | RP-43 |RP-090236| 203 - | Correction to UE PUSCH hopping procedure 8.5.0 8.6.0
04/03/09 | RP-43 |RP-090236| 204 - | Correction to PHICH resource association in TTI bundling 8.5.0 8.6.0
04/03/09 | RP-43 |RP-090236| 205 - _[Clarification of the length of resource assignment 8.5.0 8.6.0
04/03/09 | RP-43 RP-090236 206 - |Correction on ACK/NACK transmission for downlink SPS 8.5.0 8.6.0
resource release
04/03/09 | RP-43 RP-090236 207 - Int_rod_u_c_tion of additional values of wideband CQI/PMI 8.5.0 8.6.0
periodicities
04/03/09 | RP-43 [RP-090236( 208 | 2 [Correction to CQI/PMI/RI reporting field 8.5.0 8.6.0
04/03/09 | RP-43 [RP-090236| 209 2 |Correction to rho_A definition for CQI calculation 8.5.0 8.6.0
04/03/09 | RP-43 [RP-090236| 210 - | Correction to erroneous cases in PUSCH linear block codes 8.5.0 8.6.0
04/03/09 | RP-43 |RP-090236| 211 1 [Removing RL monitoring start and stop 8.5.0 8.6.0
04/03/09 | RP-43 |RP-090236| 214 1 [Correction to type-1 and type-2 PUSCH hopping 8.5.0 8.6.0
04/03/09 | RP-43 |RP-090236| 215 - | Contradicting statements on determination of CQI subband size [8.5.0 8.6.0
04/03/09 | RP-43 [RP-090236| 216 - | Corrections to SRS 8.5.0 8.6.0
04/03/09 | RP-43 [RP-090236| 219 2 |Miscellaneous corrections on TDD ACKNACK 8.5.0 8.6.0
04/03/09 | RP-43 [RP-090236| 221 1 | CR for Redundancy Version mapping function for DCI 1C 8.5.0 8.6.0
04/03/09 | RP-43 RP-090236 223 - | Scrambling of PUSCH corresponding to Random Access 8.5.0 8.6.0
B Response Grant
04/03/09 | RP-43 [RP-090236| 225 - _|Removal of SRS with message 3 8.5.0 8.6.0
04/03/09 | RP-43 |RP-090236| 226 3 |PRACH retransmission timing 8.5.0 8.6.0
04/03/09 | RP-43 [RP-090236| 227 - _|Clarifying error handling of PDSCH and PUSCH assignments _ [8.5.0 8.6.0
04/03/09 | RP-43 |RP-090236| 228 - _[Clarify PHICH index mapping 8.5.0 8.6.0
04/03/09 | RP-43 [RP-090236| 229 - | Correction of CQI timing 8.5.0 8.6.0
04/03/09 | RP-43 [RP-090236| 230 - _|Alignment of CQI parameter names with RRC 8.5.0 8.6.0
04/03/09 | RP-43 |RP-090236| 231 1 [Removal of 'Off' values for periodic reporting in L1 8.5.0 8.6.0
04/03/09 | RP-43 [RP-090236| 232 - |Default value of RI 8.5.0 8.6.0
04/03/09 | RP-43 [RP-090236| 233 1 | Clarification of uplink timing adjustments 8.5.0 8.6.0
04/03/09 | RP-43 |RP-090236| 234 - _[Clarification on ACK/NAK repetition 8.5.0 8.6.0
27/05/09 | RP-44 RP-090529 235 1 [Correction to the condition of resetting accumulated uplink 8.6.0 8.7.0
) power correction
27/05/09 | RP-44 RP-090529 236 - | Correction to the random access channel parameters received [8.6.0 8.7.0
. from higher layer
27/05/09 | RP-44 [RP-090529| 237 - | Correction on TDD ACKNACK 8.6.0 8.7.0
27/05/09 | RP-44 [RP-090529| 238 1 _|Correction on CQlI reporting 8.6.0 8.7.0
27/05/09 | RP-44 [RP-090529| 239 - | Correction on the HARQ process number 8.6.0 8.7.0
27/05/09 | RP-44 |RP-090529| 241 1 [CR correction of the description on TTI-bundling 8.6.0 8.7.0
27/05/09 | RP-44 RP-090529 242 1 |Clarify latest and initial PDCCH for PDSCH and PUSCH 8.6.0 8.7.0
B transmisisons, and NDI for SPS activation
27/05/09 | RP-44 [RP-090529| 243 - __|Clarify DRS EPRE 8.6.0 8.7.0
27/05/09 | RP-44 [RP-090529| 244 1 | Clarification on TPC commands for SPS 8.6.0 8.7.0
15/09/09 | RP-45 [RP-090888| 245 1 _|Correction to PUSCH hopping and PHICH mapping procedures [8.7.0 8.8.0
15/09/09 | RP-45 |RP-090888| 246 - _|Clarification on subband indexing in periodic CQI reporting 8.7.0 8.8.0
15/09/09 | RP-45 |RP-090888| 247 2 |Correction to DVRB operation in TDD transmission mode 7 8.7.0 8.8.0
15/09/09 | RP-45 RP-090888 249 - | Clarification of concurrent ACKNACK and periodic PMI/RI 8.7.0 8.8.0
transmission on PUCCH for TDD
15/09/09 [ RP-45 [RP-090888| 250 - | Clarify Inter-cell synchronization text 8.7.0 8.8.0
01/12/09 | RP-46 [RP-091172| 248 1 |Introduction of LTE positioning 8.8.0 9.0.0
01/12/09 | RP-46 RP-091172 254 - | Clarification of PDSCH and PRS in combination for LTE 8.8.0 9.0.0
positioning
01/12/09 | RP-46 [RP-091177| 255 | 5 [Editorial corrections to 36.213 8.8.0 9.0.0
01/12/09 | RP-46 |RP-091257| 256 1 [Introduction of enhanced dual layer transmission 8.8.0 9.0.0
01/12/09 | RP-46 [RP-091177| 257 1 | Add shorter SR periodicity 8.8.0 9.0.0
01/12/09 | RP-46 [RP-091256| 258 - |Introduction of LTE MBMS 8.8.0 9.0.0
17/12/09 | RP-46 256 1 |Correction by MCC due to wrong implementation of CR0256r1 —(9.0.0 9.0.1
RP-091257 Sentence is added to Single-antenna port scheme subclause
7141
16/03/10 | RP-47 259 3 |UE behavior when collision of antenna port 7/8 with PBCH or 9.0.1 9.1.0
RP-100211 SCH happened and when distributed VRB is used with antenna
port 7
16/03/10 | RP-47 |RP-100210| 260 1 |MCCH change notification using DCI format 1C 9.0.1 9.1.0
16/03/10 | RP-47 RP-100211 263 - |Correction on PDSCH EPRE and UE-specific RS EPRE for Rel-[9.0.1 9.1.0
) 9 enhanced DL transmissions
01/06/10 | RP-48 RP-100589 265 - | Clarification for TDD when multiplexing ACK/NACK with SR of [9.1.0 9.2.0
ACK/NACK with CQI/PMI or RI
01/06/10 | RP-48 |RP-100590( 268 1 _|Clarification of PRS EPRE 9.1.0 9.2.0
14/09/10 [ RP-49 [RP-100900| 269 - | Clarification on Extended CP support with Transmission Mode 8 [9.2.0 9.3.0
3GPP
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Change history
Date TSG # TSG Doc. |CR Rev | Subject/Comment Old New
07/12/10 | RP-50 |RP-101320| 270 - |Introduction of Rel-10 LTE-Advanced features in 36.213 9.3.0 10.0.0
27/12/10 - - - - | Editorial change to correct a copy/past error in subclause 7.2.2 [10.0.0 ]10.0.1
15/03/11 RP-51 [RP-110255] 271 1 [A clarification for redundancy version of PMCH 10.0.1 10.1.0
15/03/11 | RP-51 |RP-110258| 272 - |RLM Procedure with restricted measurements 10.0.1  [10.1.0
15/03/11 RP-51 [RP-110256| 273 - | Corrections to Rel-10 LTE-Advanced features in 36.213 10.0.1 10.1.0
01/06/11 RP-52 [RP-110819| 274 3 |Correction to HARQ-ACK procedure for TDD mode b with M=2 [10.1.0 [10.2.0
01/06/11 RP-52 [RP-110819| 275 3 |Determination of PUSCH A/N codebook size for TDD 10.1.0 ]10.2.0
01/06/11 RP-52 [RP-110823| 276 - | The triggering of aperiodic SRS in DCI formats 2B and 2C 10.1.0 ]10.2.0
01/06/11 | RP-52 |RP-110819| 278 3 | Corrections to power headroom 10.1.0 ]10.2.0
01/06/11 RP-52 [RP-110819| 279 1 [Removal of square brackets for PUCCH format 3 ACK/NACK 10.1.0 ]10.2.0
01/06/11 | RP-52 |RP-110819 281 1 _|Correction of AN repetition and PUCCH format 3 10.1.0 [10.2.0
01/06/11 RP-52 282 2 | Correction to timing for secondary cell activation and 10.1.0 10.2.0
RP-110819 o
deactivation
01/06/11 | RP-52 [RP-110823| 283 1 _|Correction to MCS offset for multiple TBs 10.1.0 [10.2.0
01/06/11 RP-52 [RP-110820| 286 1 |Miscellaneous Corrections 10.1.0 [10.2.0
01/06/11 RP-52 RP-110819 288 1 [Corrections on UE procedure for determining PUCCH 10.1.0 ]10.2.0
) Assignment
01/06/11 RP-52 [RP-110819| 289 2 | Correction to Multi-cluster flag in DCI format 0 10.1.0 ]10.2.0
01/06/11 RP-52 [RP-110819| 290 2 |Joint transmission of ACK/NACK and SR with PUCCH format 3 {10.1.0 [10.2.0
01/06/11 | RP-52 [RP-110819| 291 3 | Correction of uplink resource allocation type 1 10.1.0 [10.2.0
01/06/11 RP-52 [RP-110821| 292 1 | Correction on CSI-RS configuration 10.1.0 [10.2.0
01/06/11 | RP-52 294 - |ACK/NACK and CQI simultaneous transmission in ACK/NACK [10.1.0 [10.2.0
RP-110818 o
bundling in TDD
01/06/11 | RP-52 |RP-110823| 295 - |UE specific disabling of UL DMRS sequence hopping 10.1.0 [10.2.0
01/06/11 | RP-52 [RP-110821| 296 - |PDSCH transmission in MBSFN subframes 10.1.0 [10.2.0
01/06/11 | RP-52 [RP-110819| 297 - |Introduction of PCMAX for PUSCH power scaling 10.1.0 [10.2.0
01/06/11 | RP-52 [RP-110819| 298 - |Power control for SR and ACK/NACK with PUCCH format 3 10.1.0 [10.2.0
01/06/11 RP-52 [RP-110819| 299 2 |CR on power control for HARQ-ACK transmission on PUCCH  [10.1.0 [10.2.0
01/06/11 RP-52 [RP-110819| 300 2 | Correction to handling of search space overlap 10.1.0 ]10.2.0
01/06/11 RP-52 301 1 [Correction to simultaneous transmission of SRS and PUCCH 10.1.0 ]10.2.0
RP-110819
format 2/2a/2b
01/06/11 RP-52 RP-110819 302 1 [Correction for Simultaneous PUCCH and SRS Transmissions |10.1.0 |10.2.0
B on CA
01/06/11 RP-52 RP-110821 303 - i)orrection on 8Tx Codebook Sub-sampling for PUCCH Mode 1-/10.1.0 |10.2.0
01/06/11 RP-52 304 1 |Corrections on CQl type in PUCCH mode 2-1 and clarification |10.1.0 |10.2.0
RP-110821 on simultaneous PUCCH and PUSCH transmission for UL-SCH
subframe bundling
01/06/11 RP-52 RP-110818 305 1 [Correction on UE behaviour upon reporting periodic CSl using |10.1.0 |10.2.0
PUCCH Mode1-1
01/06/11 | RP-52 [RP-110818| 306 - | Clarification for the definition of CQI 10.1.0 [10.2.0
01/06/11 RP-52 [RP-110818| 307 - | Clarification for the definition of Precoding Matrix Indicator 10.1.0 ]10.2.0
01/06/11 RP-52 [RP-110819| 308 - _|Simultaneous SRS transmissions in more than one cell 10.1.0 [10.2.0
01/06/11 RP-52 [RP-110819| 310 1 [Miscellaneous Corrections for TS 36.213 10.1.0 ]10.2.0
01/06/11 | RP-52 [RP-110821| 311 1 | Configuration of pmi-RI-Report 10.1.0 [10.2.0
01/06/11 | RP-52 RP-110819 312 1 Colrret(_:tion on the support of PUCCH format 3 and channel 10.1.0 [10.2.0
selection
01/06/11 | RP-52 RP-110821 313 - |Correction on UE behaviour during DM-RS transmission on 10.1.0 [10.2.0
subframes carrying synchronization signals
01/06/11 | RP-52 [RP-110820| 314 1 |36.213 CR on antenna selection 10.1.0 [10.2.0
01/06/11 RP-52 [RP-110823| 316 1 _|Number of HARQ process for UL spatial multiplexing 10.1.0 [10.2.0
01/06/11 | RP-52 [RP-110819| 317 - |PUCCH format 3 Fallback procedure in TDD 10.1.0 [10.2.0
01/06/11 RP-52 RP-110819 318 - | Clarification on CSI reporting under an invalid downlink 10.1.0 ]10.2.0
) subframe
01/06/11 RP-52 [RP-110819| 320 - | Multiple Aperiodic SRS Triggers for Same Configuration 10.1.0 ]10.2.0
01/06/11 | RP-52 [RP-110823| 321 - _|UE antenna switch in UL MIMO 10.1.0 [10.2.0
01/06/11 RP-52 [RP-110819| 322 - |UE behaviour for PDSCH reception with limited soft buffer in CA{10.1.0 [10.2.0
01/06/11 RP-52 323 - |Joint transmission of ACK/NACK and SR or CSI with PUCCH 10.1.0 |10.2.0
RP-110859 ;
format 3 and channel selection
15/09/11 RP-53 [RP-111229| 277 1 [Correction to reception of PRS in MBSFN subframes 10.2.0 ]10.3.0
15/09/11 RP-53 [RP-111230( 325 3 |Corrections on UE procedure for reporting HARQ-ACK 10.2.0 [10.3.0
15/09/11 RP-53 [RP-111230| 326 2 | Corrections on Physical Uplink Control Channel Procedure 10.2.0 ]10.3.0
15/09/11 | RP-53 RP-111231| 331 1 Correction to uplink transmission scheme usage for random 10.2.0 [10.3.0
] access response and PHICH-triggered retransmissions
15/09/11 RP-53 [RP-111229| 336 - _|Corrections on transmission mode 9 10.2.0 [10.3.0
15/09/11 RP-53 [RP-111230( 339 - | Corrections on HARQ-ACK codebook size determination 10.2.0 [10.3.0
15/09/11 RP-53 RP-111230| 340 _ |Corrections on TDD PUCCH format 1b with channel selection  (10.2.0 [10.3.0
and HARQ-ACK transmission on PUSCH
15/09/11 RP-53 [RP-111230] 341 - | Corrections on NACK generation 10.2.0 ]10.3.0
15/09/11 RP-53 [RP-111230| 342 - | Corrections on power headroom reporting 10.2.0 ]10.3.0
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15/09/11 RP-53 [RP-111229| 346 - | Correction on TBS translation table 10.2.0 ]10.3.0
15/09/11 RP-53 [RP-111229| 347 2 | Correction to the condition of enabling PMI feedback 10.2.0 ]10.3.0
15/09/11 RP-53 [RP-111232| 348 - _|Miscellaneous corrections to 36.213 10.2.0 [10.3.0
15/09/11 | RP-53 |RP-111229| 349 - | Corrections on PUSCH and PUCCH modes 10.2.0 [10.3.0
15/09/11 | RP-53 |RP-111231| 350 1 |CR on UL HARQ ACK determination 10.2.0 [10.3.0
15/09/11 RP-53 RP-111231| 351 1 Correctio_n on UL DMRS resources for PHICH-triggered 10.2.0 ]10.3.0
retransmission
15/09/11 RP-53 [RP-111230| 352 - | Clarification on the common search space description 10.2.0 ]10.3.0
15/09/11 RP-53 Clarification on ambiguous DCI information between UE-specific[10.2.0 [10.3.0
RP-111232| 353 1 |[search space and common search space for DCI formats 0 and
1A
15/09/11 RP-53 RP-111229| 354 } (F?,(I;;'Cijfit:::éikon of Reference PDSCH Power for CSI-RS based CSI |10.2.0 |10.3.0
15/09/11 RP-53 [RP-111230| 355 2 | Corrections on reporting Channel State Information 10.2.0 ]10.3.0
05/12/11 RP-54 [RP-111669| 324 3 |Accumulation of power control commands from DCI format 3/3A {10.3.0 [10.4.0
05/12/11 RP-54 [RP-111666| 357 1 [Miscellaneous corrections on uplink power control 10.3.0 ]10.4.0
05/12/11 RP-54 [RP-111666| 358 - |Corrections on N_cMreceived} 10.3.0 ]10.4.0
05/12/11 RP-54 359 - |Corrections on TDD PUCCH format 1b with channel selection |10.3.0 [10.4.0
RP-111666 . :
and two configured serving cells
05/12/11 RP-54 [RP-111666| 360 - | Corrections on the notation of k and k m 10.3.0 ]10.4.0
05/12/11 | RP-54 [RP-111668| 361 1 | Corrections on PUCCH mode 2-1 10.3.0 [10.4.0
05/12/11 | RP-54 RP-111668 362 3 |A <I:or|ret(_:tion to PDSCH transmission assumption for CQl 10.3.0 [10.4.0
calculation
05/12/11 RP-54 [RP-111666| 363 1 [Corrections on PUCCH Resource Notation 10.3.0 [10.4.0
05/12/11 RP-54 [RP-111667| 364 - | Correction on the notation of SRS transmission comb 10.3.0 [10.4.0
05/12/11 | RP-54 RP-111666 365 - |Clarification on the HARQ-ACK procedure of TDD UL-DL 10.3.0 [10.4.0
) configuration 5
05/12/11 RP-54 RP-111666 366 2 |Clarification on the determination of resource for PUCCH 10.3.0 [10.4.0
Format 1b with channel selection in TDD mode
05/12/11 RP-54 [RP-111666| 367 1 | Correction on HARQ-ACK procedure 10.3.0 ]10.4.0
05/12/11 RP-54 368 - | Correction for A/N on PUSCH with W=1,2 in case of TDD 10.3.0 10.4.0
RP-111666 .
channel selection
05/12/11 | RP-54 [RP-111668| 369 - | Clarification of PUCCH 2-1 Operation 10.3.0 [10.4.0
05/12/11 | RP-54 [RP-111668| 370 1 | Correction on PMI index 10.3.0 [10.4.0
05/12/11 RP-54 [RP-111666| 371 2 | Correction to periodic CSI reports for carrier aggregation 10.3.0 ]10.4.0
05/12/11 RP-54 [RP-111666| 373 1 [Removal of square bracket in HARQ-ACK procedure 10.3.0 ]10.4.0
05/12/11 RP-54 [RP-111666| 374 1 [Clarification on UE's capability of supporting PUCCH format 3 |10.3.0 ]10.4.0
05/12/11 RP-54 [RP-111666| 375 1 [Clarifications of UE behavior on PUSCH power control 10.3.0 ]10.4.0
28/02/12 | RP-55 RP-120286 376 1 |RNTI Configuration associated with DL Resource Allocation 10.4.0 ]10.5.0
) Type 2
28/02/12 | RP-55 RP-120283 377 2 |Correction for ACK/NACK related procedure in case of TDD UL-{10.4.0 (10.5.0
B DL configuration 0
13/06/12 | RP-56 RP-120737 378 3 |Correction of FDD channel selection HARQ-ACK and SR 10.5.0 |10.6.0
transmission
13/06/12 | RP-56 [RP-120738| 379 - |Removal of description with square brackets 10.5.0 ]10.6.0
13/06/12 | RP-56 RP-120738 381 - |Correction on transmission mode 9 with a single antenna port [10.5.0 [10.6.0
j transmission
04/09/12 | RP-57 [RP-121265| 382 - _|Clarification of codebook subsampling for PUCCH 2-1 10.6.0 [10.7.0
04/09/12 | RP-57 |RP-121266| 383 - | Correction to UE transmit antenna selection 10.6.0 ]10.7.0
04/09/12 | RP-57 RP-121264 384 - | TDD HARQ-ACK procedure for PUCCH format 1b with channel |10.6.0 |10.7.0
selection in carrier aggregation
04/09/12 | RP-57 |RP-121265| 385 - | Corrections for Handling CSI-RS patterns 10.6.0 ]10.7.0
04/09/12 | RP-57 |RP-121264| 386 1 [Reference serving cell for pathloss estimation 10.6.0 ]10.7.0
04/09/12 | RP-57 [RP-121264| 387 - |Power control for PUCCH format 3 with single configured cell 10.6.0 [10.7.0
04/09/12 | RP-57 [RP-121264| 388 - |ACK/NACK resource in case of channel selection 10.6.0 [10.7.0
04/09/12 | RP-57 |RP-121274| 380 4 |Introduction of an additional special subframe configuration 10.7.0 ]11.0.0
04/09/12 | RP-57 [RP-121272| 389 - |Introduction of Rel-11 features 10.7.0 ]11.0.0
04/12/12 | RP-58 |RP-121839| 393 - | Correction to the parameter ue-Category-v10xy 11.0.0 |11.1.0
04/12/12 | RP-58 RP-121837 395 - | Correction of reference signal scrambling sequence initialization {11.0.0 [11.1.0
) for SPS in transmission mode 7
04/12/12 | RP-58 [RP-121846| 396 - _|Finalisation for introducing Rel-11 features 11.0.0 [11.1.0
26/02/13 | RP-59 [RP-130254| 398 - | Correction on UE procedure for reporting HARQ-ACK 11.1.0 [11.2.0
26/02/13 | RP-59 [RP-130252| 400 - | Corrections for SRS power scaling in UpPTS 11.1.0 [11.2.0
26/02/13 | RP-59 RP-130252 403 - |CR on UE specific search and Common search space overlap [11.1.0 [11.2.0
) on PDCCH
26/02/13 | RP-59 RP-130358 404 - gi?ijtirggal clarifications/corrections for introducing Rel-11 11.1.0 [11.2.0
11/06/13 | RP-60 RP-130752 405 - | Correction to EPDCCH monitoring in case of cross-carrier 11.2.0 |11.3.0
scheduling
11/06/13 | RP-60 |RP-130751| 407 1 | Correction on the RI bit width 11.2.0 [11.3.0
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11/06/13 [ RP-60 [RP-130750| 408 - | Correction on parallel reception of PDSCH and Msg 2 11.2.0 ]11.3.0
11/06/13 [ RP-60 [RP-130747| 409 - | Correction on zero power CSI-RS resource configuration 11.2.0 ]11.3.0
11/06/13 | RP-60 RP-130750 410 1 [Corrections on different TDD UL-DL configurations on different |11.2.0 |11.3.0

) bands
11/06/13 | RP-60 [RP-130752( 411 - | Correction on EPDCCH PRB pair indication 11.2.0 ]11.3.0
11/06/13 | RP-60 [RP-130752| 412 - [Correction on EPDCCH hashing function 11.2.0 [11.3.0
11/06/13 | RP-60 413 - |Correction on PUCCH resource determination for FDD 11.2.0 |11.3.0
RP-130752 EPDCCH
11/06/13 | RP-60 RP-130752 414 2 |CR on ambiguity in EPDCCH decoding candidates under two 11.2.0 [11.3.0
] overlapped EPDCCH resource sets
11/06/13 | RP-60 415 - |Removal of the case for spatial domain bundling in TDD UL/DL |11.2.0 [11.3.0
RP-130749 . -
configuration 0
11/06/13 | RP-60 |RP-130752| 416 - | Corrections to EPDCCH PRB pair indication 11.2.0 [11.3.0
11/06/13 | RP-60 RP-130753 417 1 [Correction t9 PUSCH/PUCCH transmit power after PRACH 11.2.0 |11.3.0
power ramping
11/06/13 | RP-60 |RP-130747| 418 - _|CR on RI-Reference CSI Process with Subframe Sets 11.2.0 [11.3.0
11/06/13 | RP-60 RP-130747 420 - | Correction on UE-specific RS scrambling for SPS PDSCH in 11.2.0 |11.3.0
) TM10
11/06/13 | RP-60 [RP-130747( 421 - |CR on resolving ambiguous UE capability signaling for CoMP 11.2.0 ]11.3.0
11/06/13 | RP-60 |RP-130750| 422 - | Correction of valid downlink subframe 11.2.0 [11.3.0
11/06/13 | RP-60 RP-130749 424 - |Correction on HARQ-ACK transmission for a UE configured with|11.2.0 |11.3.0
) PUCCH format 3
11/06/13 [ RP-60 [RP-130750| 425 - | Correction of PHICH resource for half duplex TDD UE 11.2.0 ]11.3.0
11/06/13 | RP-60 426 - |Correction on n_{HARQ} for TDD CA with different UL-DL 11.2.0 [11.3.0
RP-130750 ) .
configurations
11/06/13 | RP-60 427 - | Correction on implicit HARQ-ACK resource determination for 11.2.0 |11.3.0
RP-130750 PUCCH format 1b with channel selection for TDD CA with
different UL-DL configurations
11/06/13 [ RP-60 [RP-130750| 428 - | Correction on SRS power scaling with multiple TAGs 11.2.0 ]11.3.0
11/06/13 | RP-60 [RP-130747| 429 - | Correction on MBSFN subframe configuration 11.2.0 ]11.3.0
11/06/13 | RP-60 |RP-130749| 430 - |CR on SCell activation timing 11.2.0 [11.3.0

03/09/13 MCC clean-up 11.3.0 [11.4.0
03/09/13 | RP-61 |RP-131249| 432 - | Correction for EPDCCH Search Space 11.3.0 ]11.4.0
03/09/13 | RP-61 [RP-131250| 433 - | Correction to QCL behaviour on CRS 11.3.0 |11.4.0
03/09/13 | RP-61 |RP-131250( 434 - _[Correction on PUCCH power control 11.3.0 [11.4.0
03/09/13 | RP-61 435 - |Correction on the ratio of PDSCH EPRE to CRS EPRE for 11.3.0 [11.4.0

RP-131248 ™10

03/09/13 | RP-61 [RP-131249| 436 - _|CR on EPDCCH Search Space for Cross-Carrier Scheduling 11.3.0 [11.4.0

03/09/13 | RP-61 RP-131249 437 - |Correction to the UE behaviour in case of collision between 11.3.0 [11.4.0
PRS and EPDCCH in different CP case

03/09/13 | RP-61 RP-131249 438 - |On correction tq higher layer parameter name for EPDCCH 11.3.0 |11.4.0

resource mapping

03/09/13 | RP-61 [RP-131248| 439 - | Correction to PDSCH mapping for CoMP 11.3.0 [11.4.0
03/12/13 | RP-62 |RP-131893| 440 1 [Correction on parameter ue-Category 11.4.0 ]11.5.0
03/12/13 | RP-62 442 1 [Correction on determination of modulation order and transport |11.4.0 |11.5.0

RP-131892 block size

03/12/13 | RP-62 |RP-132024| 445 3 | Correction on CSI reporting type and parameters 11.4.0 |11.5.0
03/12/13 | RP-62 |RP-131894| 446 - | Correction on deriving the length of the non-MBSFN region 11.4.0 ]11.5.0
03/12/13 | RP-62 [RP-131896| 431 5 |Introduction of Rel 12 feature for Downlink MIMO Enhancement [11.5.0 [12.0.0
03/03/14 | RP-63 [RP-140286| 447 - | Correction to CSI Reporting 12.0.0 [12.1.0
03/03/14 | RP-63 |RP-140291| 448 - | Clarification on PUCCH Mode 1-1 for 4Tx Dual Codebook 12.0.0 ]12.1.0
03/03/14 | RP-63 |RP-140287| 450 1 [Common search space monitoring for MBMS 12.0.0 ]12.1.0
03/03/14 | RP-63 |RP-140290| 452 - |Introduction of new UE categories 12.0.0 ]12.1.0
03/03/14 | RP-63 [RP-140288| 455 1 | Modification to |_SRS = 0 for trigger type 1 SRS and TDD 12.0.0 [12.1.0
03/03/14 | RP-63 |RP-140289| 458 - | Correction to CSI processing in TM10 12.0.0 ]12.1.0
10/06/14 | RP-64 [RP-140858| 459 1 [Clarification on PUCCH reporting type payload size 12.1.0 ]12.2.0
10/06/14 | RP-64 RP-140858 461 - |Clarification on SRS colliding with PUCCH in the same cell 12.1.0 [12.2.0

when the UE is configured with multiple TAGs
10/06/14 | RP-64 [RP-140858| 462 1 [Clarification on SRS antenna switching 12.1.0 ]12.2.0
10/06/14 | RP-64 |RP-140862| 463 - |Introduction of Rel-12 LTE-Advanced features in 36.213 12.1.0 [12.2.0
10/09/14 | RP-65 |RP-141479| 464 | - |Correction on SRS transmission for TDD-FDD CA 12.2.0 (12.3.0
10/09/14 | RP-65 RP-141478 465 - |Correction on beta_{offset}*{HARQ-ACK} determination for a 12.2.0 [12.3.0
) UE configured with two uplink power control subframe sets
10/09/14 | RP-65 |RP-141478| 466 - | Corrections for TDD elMTA 12.2.0 [12.3.0
10/09/14 | RP-65 |RP-141479| 467 3 |CR on HARQ-ACK Multiplexing in PUSCH for TDD-FDD CA 12.2.0 [12.3.0
10/09/14 | RP-65 RP-141474 469 - [Correction to UCI embedding in case of a single serving cell 12.2.0 [12.3.0
and simultaneous PUSCH and PUCCH transmission
10/09/14 | RP-65 |RP-141478| 470 - | Corrections on UL-reference UL/DL configuration 12.2.0 [12.3.0
10/09/14 | RP-65 |RP-141473| 471 - _|CR for Clarification of special subframe and usage alignment 12.2.0 [12.3.0
10/09/14 | RP-65 |RP-141485| 472 - _[Introduction of low-cost MTC and 256QAM features 12.2.0 [12.3.0
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08/12/14 | RP-66 RP-142104 482 5 |Introduction of Dual Connectivity, Small Cell Enhancements, 12.3.0 |12.4.0
NAICS, elMTA, and TDD-FDD CA features
08/12/14 | RP-66 |RP-142097| 487 1 _|Clarification of periodic CSI feedback for subband CQl and PMI [12.3.0 |12.4.0
08/12/14 | RP-66 |RP-142100| 491 - | Correction of the parameter CSIProcessIndex 12.3.0 [12.4.0
09/03/15 | RP-67 |RP-150366( 492 | 2 |Introduction of D2D feature into 36.213 12.4.0 [12.5.0
09/03/15 | RP-67 RP-150363 494 1 |Correction to PUCCH procedures in case of FDD Pcell and 124.0 [125.0
TDD Scell in TDD-FDD CA
09/03/15 | RP-67 |RP-150364| 498 - | Correction on higher layer parameter names for 256 QAM 12.4.0 [12.5.0
09/03/15 | RP-67 [RP-150359| 500 - |TM10 CSI-IM Interference Measurements 124.0 [125.0
09/03/15 | RP-67 [RP-150358| 502 - _|Clarification on common search reception related to MBMS 124.0 [125.0
09/03/15 | RP-67 [RP-150364| 503 - _|Correction to Discovery in Small Cell Enhancement feature 124.0 [12.5.0
09/03/15 | RP-67 [RP-150365| 504 1 | Corrections to Dual Connectivity feature 12.4.0 [12.5.0
3GPP
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