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1. 

SEMCONDUCTOR DEVICE AND DISPLAY 
DEVICE 

BACKGROUND OF THE INVENTION 

1. Field of the Invention 
The present invention relates to a semiconductor device 

and a driving method thereof. 
2. Description of the Related Art 
In recent years, with the increase of large display devices 

Such as liquid crystal televisions, display devices have 
actively developed. In particular, a technique for forming a 
driver circuit such as a gate driver over the same Substrate as 
a pixel portion with the use of a transistor formed using a 
non-single-crystal semiconductor has actively developed 
because the technique greatly contributes to reduction in 
manufacturing cost and improvement in reliability. 

However, a transistor formed using a non-single-crystal 
semiconductor deteriorates. Accordingly, the decrease in 
mobility, the rise (or the fall) in the threshold voltage, or the 
like occurs. In particular, in a gate driver, a transistor having 
a function of applying negative Voltage (also referred to as an 
L-level potential) to a gate signal line (such a transistor is also 
referred to as a pull-down transistor) greatly deteriorates. 
This is because the pull-down transistor is turned on So as to 
apply negative Voltage to the gate signal line in the case where 
the gate signal line is not selected. In other words, the pull 
down transistor is on in most of the one frame period because 
the gate signal line is not selected. 

In order to solve the foregoing problems, Reference 1 
discloses a gate driver where deterioration of a pull-down 
transistor can be suppressed. Reference 1 discloses a circuit 
capable of outputting pulses (e.g., a holding control portion 
350 in FIG. 7 in Reference 1) that is provided in each stage of 
the gate driver in order to suppress deterioration of the pull 
down transistor. The conduction state of the pull-down tran 
sistor is controlled with an output signal of the circuit. The 
circuit outputs a pulse in Synchronization with a clock signal 
or the like. Therefore, the length of time during which the 
pull-down transistor is on can be decreased, so that deterio 
ration of the pull-down transistor can be suppressed. How 
ever, the circuit capable of outputting pulses includes a tran 
sistor Q32 which is on in most of the one frame period. 
Therefore, the transistor Q32 deteriorates. 
Reference 
Reference 1 Japanese Published Patent Application No. 
2005-050502 

SUMMARY OF THE INVENTION 

In one embodiment of the present invention, deterioration 
of a first transistor, a second transistor, and first to third 
Switches is Suppressed in a semiconductor device including 
the first transistor, the second transistor, and the first to third 
switches. Alternatively, deterioration of first to fifth transis 
tors is suppressed in a semiconductor device including the 
first to fifth transistors. Alternatively, in the semiconductor 
device further including a sixth transistor, deterioration of the 
first to sixth transistors is Suppressed. Alternatively, in the 
semiconductor device further including a seventh transistor, 
deterioration of the first to seventh transistors is suppressed. 
One embodiment of the present invention is a semiconduc 

tor device including a first transistor, a second transistor, a 
first switch, a second switch, and a third switch. A first ter 
minal of the first transistor is connected to a first wiring. A 
second terminal of the first transistoris connected to a second 
wiring. A gate and a first terminal of the second transistor are 
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connected to the first wiring. A second terminal of the second 
transistor is connected to a gate of the first transistor. The first 
Switch is connected between the second wiring and a third 
wiring. The second Switch is connected between the second 
wiring and the third wiring. The third switch is connected 
between the gate of the first transistor and the third wiring. 

In the above embodiment, a first period and a second period 
may be provided. In the first period, the first switch, the 
second switch, and the third switch may be turned off and a 
potential of the first wiring may become an H level. In the 
second period, the first switch may be turned off, the second 
switch and the third switch may be turned on, and the poten 
tial of the first wiring may become an L level. 
One embodiment of the present invention is a semiconduc 

tor device including a first transistor, a second transistor, a 
third transistor, a fourth transistor, and a fifth transistor. A first 
terminal of the first transistor is connected to a first wiring. A 
second terminal of the first transistoris connected to a second 
wiring. A gate and a first terminal of the second transistor are 
connected to the first wiring. A second terminal of the second 
transistoris connected to a gate of the first transistor. A gate of 
the third transistor is connected to a fourth wiring. A first 
terminal of the third transistor is connected to a third wiring. 
A second terminal of the third transistor is connected to the 
second wiring. A gate of the fourth transistor is connected to 
a fifth wiring. A first terminal of the fourth transistor is con 
nected to the third wiring. A second terminal of the fourth 
transistoris connected to the second wiring. A gate of the fifth 
transistor is connected to the fifth wiring. A first terminal of 
the fifth transistor is connected to the third wiring. A second 
terminal of the fifth transistor is connected to the gate of the 
first transistor. 

In the above embodiment, the channel width of the fifth 
transistor may be larger than the channel width of the second 
transistor, and the channel width of the second transistor may 
be larger than the channel width of the first transistor. 

In the above embodiment, the semiconductor device may 
include a sixth transistor. A gate of the sixth transistor may be 
connected to the second wiring. A first terminal of the sixth 
transistor may be connected to the third wiring. A second 
terminal of the sixth transistor may be connected to a sixth 
wiring. 

In the above embodiment, a period A and a period B may be 
provided. In the period A, a potential of the first wiring may 
become an Hlevel; potentials of the fifth wiring and the fourth 
wiring may become an L level; the first transistor, the second 
transistor, and the sixth transistor may be turned on; the third 
transistor, the fourth transistor, and the fifth transistor may be 
turned off and a potential of the sixth wiring may become an 
L level. In the period B, the potential of the first wiring may 
become an L level; the potential of the fifth wiring may 
become an H level; the potential of the fourth wiring may 
become an L level; the first transistor, the second transistor, 
the third transistor, and the sixth transistor may be turned off; 
the fourth transistor and the fifth transistor may be turned on: 
and the potential of the sixth wiring may become an L level. 

In the above embodiment, the semiconductor device may 
include a seventh transistor. A gate of the seventh transistor 
may be connected to the fourth wiring. A first terminal of the 
seventh transistor may be connected to the first wiring. A 
second terminal of the seventh transistor may be connected to 
the sixth wiring. 

In the above embodiment, the period A, the period B, a 
period C, a period D, and a period E may be provided. In the 
period A, the potential of the first wiring may become an H 
level; potentials of the fifth wiring and the fourth wiring may 
become an L level; the first transistor, the second transistor, 
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and the sixth transistor may be turned on; the third transistor, 
the fourth transistor, the fifth transistor, and the seventh tran 
sistor may be turned off; and the potential of the sixth wiring 
may become an L level. In the period B, the potential of the 
first wiring may become an L level; the potential of the fifth 
wiring may become an H level; the potential of the fourth 
wiring may become an L level; the first transistor, the second 
transistor, the third transistor, and the sixth transistor may be 
turned off; the fourth transistor and the fifth transistor may be 
turned on; and the potential of the sixth wiring may become 
anL level. In the period C, the potential of the first wiring may 
become an L level; the potentials of the fifth wiring and the 
fourth wiring may become an H level; the first transistor, the 
second transistor, and the sixth transistor may be turned off 
the third transistor, the fourth transistor, the fifth transistor, 
and the seventh transistor may be turned on; and the potential 
of the sixth wiring may become an Llevel. In the period D, the 
potential of the first wiring may become an H level; the 
potential of the fifth wiring may become an L level; the 
potential of the fourth wiring may become an H level; the first 
transistor, the second transistor, the third transistor, and the 
seventh transistor may be turned on; the fourth transistor, the 
fifth transistor, and the sixth transistor may be turned off; and 
the potential of the sixth wiring may become an H level. In the 
period E, the potential of the first wiring may become an L 
level; the potential of the fifth wiring may become an H level; 
the potential of the fourth wiring may become an L level; the 
first transistor, the second transistor, the third transistor, the 
sixth transistor, and the seventh transistor may be turned off; 
the fourth transistor and the fifth transistor may be turned on: 
and the potential of the sixth wiring may become an L level. 

In each of the above embodiments of the present invention, 
a variety of Switches can be used as a Switch. An electrical 
Switch, a mechanical Switch, or the like can be used as a 
Switch. That is, any element can be used as a Switch as long as 
it can control current, without limitation to a certain element. 
A transistor (e.g., a bipolar transistor or a MOS transistor), a 
diode (e.g., a PN diode, a PIN diode, a Schottky diode, an 
MIM (metal insulator metal) diode, an MIS (metal insulator 
semiconductor) diode, or a diode-connected transistor), a 
logic circuit in which Such elements are combined, or the like 
can be used as an electrical Switch. A Switch formed using a 
MEMS (micro electro mechanical system) technology, such 
as a digital micromirror device (DMD), can be used as a 
mechanical Switch. Such a Switch includes an electrode 
which can be moved mechanically, and operates by control 
ling conduction and non-conduction in accordance with 
movement of the electrode. 

In the case where a transistor is used as a Switch, the 
polarity (conductivity type) of the transistoris not particularly 
limited to a certain type because it operates just as a Switch. 
However, a transistor having polarity with smaller off-state 
current is preferably used when the amount of off-state cur 
rent is to be suppressed. A transistor provided with an LDD 
region, a transistor with a multi-gate structure, or the like can 
be used as a transistor with smaller off-state current. 

In each of the above embodiments of the present invention, 
when a transistoris used as a Switch and a potential of a source 
of the transistor is close to a potential of a low-potential-side 
power source (e.g., V, GND, or OV), an n-channel transistor 
is preferably used as the Switch. In contrast, a p-channel 
transistor is preferably used as the switch when the potential 
of the source of the transistor is close to a potential of a 
high-potential-side power source (e.g., V). This is because 
the absolute value of gate-source Voltage can be increased 
when the potential of the source of the n-channel transistor is 
close to a potential of a low-potential-side power Source and 
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when the potential of the source of the p-channel transistor is 
close to a potential of a high-potential-side power source, so 
that the transistor can be more accurately operated as a 
switch. Alternatively, this is because the transistor does not 
often perform source follower operation, so that the decrease 
in output Voltage does not often occur. 

In each of the above embodiments of the present invention, 
a CMOS switch may be used as a switch with the use of both 
an n-channel transistor and a p-channel transistor. By using a 
CMOS switch, the switch can be more accurately operated as 
a switch because current can flow when either the p-channel 
transistor or the n-channel transistor is turned on. Therefore, 
Voltage can be appropriately output regardless of whether 
Voltage of a signal input to the Switch is high or low. Alterna 
tively, since the Voltage amplitude value of a signal forturning 
on or off the Switch can be made Small, power consumption 
can be reduced. 

Note that when a transistor is used as a Switch, the switch 
includes an input terminal (one of a source and a drain), an 
output terminal (the other of the source and the drain), and a 
terminal for controlling conduction (a gate) in some cases. On 
the other hand, when a diode is used as a switch, the switch 
does not include a terminal for controlling conduction in 
Some cases. Therefore, when a diode is used as a Switch, the 
number of wirings for controlling terminals can be reduced as 
compared to the case where a transistor is used. 

In the invention disclosed in this specification, transistors 
with a variety of structures can be used as a transistor. That is, 
there is no limitation on the structures of transistors to be 
used. 

In this specification, a semiconductor device corresponds 
to a device including a circuit having a semiconductor ele 
ment (e.g., a transistor, a diode, or a thyristor). Note that the 
semiconductor device may correspond to also all devices that 
can function by utilizing semiconductor characteristics and a 
device having a semiconductor material. In this specification, 
a display device corresponds to a device having a display 
element. 

In this specification, a drive device corresponds to a device 
having a semiconductor element, an electric circuit, or an 
electronic circuit. For example, a transistor which controls 
input of signals from a source signal line to pixels (also 
referred to as a selection transistor, a Switching transistor, or 
the like), a transistor which Supplies Voltage or current to a 
pixel electrode, a transistor which Supplies Voltage or current 
to a light-emitting element, and the like are examples of the 
drive device. A circuit which Supplies signals to a gate signal 
line (also referred to as a gate driver, a gate line driver circuit, 
or the like), a circuit which Supplies signals to a source signal 
line (also referred to as a source driver, a source line driver 
circuit, or the like), and the like are also examples of the drive 
device. 
A display device, a semiconductor device, a lighting 

device, a cooling device, a light-emitting device, a reflective 
device, a drive device, and the like can be combined with each 
other, and such a device is included in an embodiment of the 
present invention. For example, a display device includes a 
semiconductor device and a light-emitting device in some 
cases. Alternatively, a semiconductor device includes a dis 
play device and a drive device in some cases. 

In each of the above embodiments of the present invention, 
all circuits that are necessary to realize a predetermined func 
tion can be formed using the same Substrate (e.g., a glass 
Substrate, a plastic Substrate, a single crystal Substrate, or an 
SOI substrate). Thus, cost can be reduced by reduction in the 
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number of components or reliability can be improved by 
reduction in the number of connections to circuit compo 
nentS. 

It is possible not to form all the circuits that are necessary 
to realize the predetermined function over the same substrate. 
That is, some of the circuits which are necessary to realize the 
predetermined function can be formed using one substrate 
and some of the circuits which are necessary to realize the 
predetermined function can be formed using another Sub 
strate. For example, Some of the circuits which are necessary 
to realize the predetermined function can be formed using a 
glass Substrate and some of the circuits which are necessary to 
realize the predetermined function can be formed using a 
single crystal Substrate (oran SOI substrate). The single crys 
tal substrate over which some of the circuits which are nec 
essary to realize the predetermined function (such a substrate 
is also referred to as an IC chip) can be connected to the glass 
substrate by COG (chip on glass), and the IC chip can be 
provided over the glass substrate. Alternatively, the IC chip 
can be connected to the glass Substrate by TAB (tape auto 
mated bonding), COF (chip on film), SMT (surface mount 
technology), a printed circuit board, or the like. 

In this specification, when it is explicitly described that “X 
and Y are connected, the case where X and Y are electrically 
connected, the case where X and Y are functionally con 
nected, and the case where X and Y are directly connected are 
included therein. Here, each of X and Y is an object (e.g., a 
device, an element, a circuit, a wiring, an electrode, a termi 
nal, a conductive film, or a layer). Therefore, another element 
may be interposed between elements having a connection 
relationship illustrated in drawings and texts, without limita 
tion to a predetermined connection relationship, for example, 
the connection relationship illustrated in the drawings and the 
teXtS. 

For example, in the case where X and Y are electrically 
connected, one or more elements which enable electrical 
connection between X and Y (e.g., a Switch, a transistor, a 
capacitor, an inductor, a resistor, and/or a diode) can be con 
nected between X and Y. 

For example, in the case where X and Y are functionally 
connected, one or more circuits which enable functional con 
nection between X and Y (e.g., a logic circuit such as an 
inverter, a NAND circuit, or a NOR circuit; a signal converter 
circuit Such as a DA converter circuit, an AD converter circuit, 
or a gamma correction circuit; a potential level converter 
circuit such as a power Supply circuit (e.g., a dc-dc converter, 
a step-up dc-dc converter, or a step-down dc-dc converter) or 
a level shifter circuit for changing a potential level of a signal; 
a Voltage source; a current source: a Switching circuit; an 
amplifier circuit such as a circuit which can increase signal 
amplitude, the amount of current, or the like, an operational 
amplifier, a differential amplifier circuit, a source follower 
circuit, or a buffer circuit; a signal generation circuit; a 
memory circuit; and/or a control circuit) can be connected 
between X and Y. Note that for example, in the case where a 
signal output from X is transmitted to Y even when another 
circuit is interposed between X and Y. X and Y are function 
ally connected. 

In this specification, when an object is explicitly described 
in a singular form, the object is preferably singular. Note that 
even in this case, the object can be plural. In a similar manner, 
when an object is explicitly described in a plural form, the 
object is preferably plural. Note that even in this case, the 
object can be singular. 
The size, the thickness of layers, or regions in the drawings 

of this application are exaggerated for simplicity in some 
cases. Therefore, embodiments of the present invention are 
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6 
not limited to such scales illustrated in the drawings. The 
drawings are perspective views of ideal examples, and shapes 
or values are not limited to those illustrated in the drawings. 
For example, the following can be included: variation in 
shape due to a manufacturing technique; variation in shape 
due to an error; variation in signal, Voltage, or current due to 
noise; variation in signal, Voltage, or current due to a differ 
ence in timing: or the like. 

Note that technical terms are used in order to describe a 
specific embodiment, example, or the like in many cases. 
However, one embodiment of the present invention should 
not be construed as being limited by the technical terms. 

Note that terms which are not defined (including terms 
used for science and technology, Such as technical terms or 
academic parlance) can be used as terms which have meaning 
equal to general meaning that an ordinary person skilled in the 
art understands. It is preferable that terms defined by dictio 
naries or the like be construed as consistent meaning with the 
background of related art. 

Note that terms such as “first', 'second, and “third are 
used for distinguishing various elements, members, regions, 
layers, areas, and the like from others. Therefore, the terms 
such as “first', 'second, and “third do not limit the order 
and the number of the elements, members, regions, layers, 
areas, and the like. Further, for example, the term “first can 
be replaced with the term “second”, “third, or the like. 

Terms for describing spatial arrangement, such as “over. 
“above”, “under”, “below”, “laterally”, “right”, “left”, 
“obliquely”, “behind”, “front”, “inside”, “outside', and “in” 
are used for briefly showing a relationship between an ele 
ment and another element or between a feature and another 
feature with reference to a diagram. Note that embodiments 
of the present invention are not limited to the above usage, and 
Such terms for describing spatial arrangement indicate not 
only the direction illustrated in a diagram but also another 
direction in some cases. For example, when it is explicitly 
described that “Y is over X, it does not necessarily mean that 
Y is placed over X, and can include the case where Y is placed 
under X because a structure in a diagram can be inverted or 
rotated by 180°. Therefore, the term “over” can refer to the 
direction described by the term “under in addition to the 
direction described by the term “over'. Note that embodi 
ments of the present invention are not limited to this, and the 
term “over can refer to any of the other directions described 
by the terms “laterally”, “right”, “left”, “obliquely”, 
“behind”, “front”, “inside, “outside', and “in” in addition to 
the directions described by the terms “over and “under 
because the device in the diagram can be rotated in a variety 
of directions. That is, the terms for describing spatial arrange 
ment can be construed adequately depending on the situation. 

Note that when it is explicitly described that “Y is formed 
on X” or “Y is formed over X, it does not necessarily mean 
that Y is formed in direct contact with X. The description 
includes the case where X and Y are not in direct contact with 
each other, i.e., the case where another object is interposed 
between X and Y. Here, each of X and Y is an object (e.g., a 
device, an element, a circuit, a wiring, an electrode, a termi 
nal, a conductive film, or a layer). 

Therefore, for example, when it is explicitly described that 
“a layer Y is formed on (or over) a layer X, it includes both 
the case where the layerY is formed in direct contact with the 
layer X, and the case where another layer (e.g., a layer Z) is 
formed in direct contact with the layer X and the layer Y is 
formed in direct contact with the layer Z. Note that another 
layer (e.g., a layer Z) may be a single layer or a plurality of 
layers. 
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In a similar manner, when it is explicitly described that “Y 
is formed above X', it does not necessarily mean that Y is 
formed in direct contact with X, and another object may be 
interposed therebetween. Therefore, for example, when it is 
described that “a layer Y is formed above a layer X, it 
includes both the case where the layer Y is formed in direct 
contact with the layer X and the case where another layer 
(e.g., a layer Z) is formed in direct contact with the layer X 
and the layer Y is formed in direct contact with the layer Z. 
Note that another layer (e.g., a layer Z) may be a single layer 
or a plurality of layers. 

Note that when it is explicitly described that “Y is formed 
on X', “Y is formed over X', or “Y is formed above X', it 
includes the case where Y is formed obliquely over/above X. 

Note that the same can be said when it is described that “Y 
is formed under X or “Y is formed below X. 

In one embodiment of the present invention, a first transis 
tor, a second transistor, a first Switch, a second Switch, and a 
third switch are provided. A first terminal of the first transistor 
is connected to a first wiring. A second terminal of the first 
transistor is connected to a second wiring. A first terminal of 
the second transistoris connected to the first wiring. A second 
terminal of the second transistor is connected to a gate of the 
first transistor. A gate of the second transistor is connected to 
the first wiring. The first switch is connected between the 
second wiring and a third wiring. The second Switch is con 
nected between the second wiring and the third wiring. The 
third switch is connected between the gate of the first transis 
tor and the third wiring. 

Note that in one embodiment of the present invention, a 
first period and a second period can be provided. In the first 
period, the first to third switches can be turned off. Further, a 
potential of the first wiring can become an H level. In the 
second period, the first switch can be turned off, and the 
second and third switches can be turned on. Furthermore, the 
potential of the first wiring can become an L level. 

In one embodiment of the present invention, deterioration 
can be suppressed in a semiconductor device including first 
and second transistors and first to third switches because the 
length of time during which the first and second transistors 
and the first to third switches are on or the number of times the 
first and second transistors and the first to third switches are 
turned on can be reduced. Alternatively, deterioration can be 
Suppressed in a semiconductor device including first to fifth 
transistors because the length of time during which the first to 
fifth transistors are on or the number of times the first to fifth 
transistors are turned on can be reduced. Alternatively, in the 
semiconductor device further including a sixth transistor, 
deterioration can be suppressed because the length of time 
during which the first to sixth transistors are on or the number 
of times the first to sixth transistors are turned on can be 
reduced. Alternatively, in the semiconductor device further 
including a seventh transistor, deterioration can be Sup 
pressed because the length of time during which the first to 
seventh transistors are on or the number of times the first to 
seventh transistors are turned on can be reduced. 

BRIEF DESCRIPTION OF THE DRAWINGS 

In the accompanying drawings: 
FIGS. 1A to 1D are a circuit diagram, a logic circuit, a 

logical expression, and a truth table in a semiconductor device 
in Embodiment 1; 

FIGS. 2A to 2C are schematic views for illustrating opera 
tion of the semiconductor device in Embodiment 1; 

FIGS. 3A to 3C are schematic views for illustrating opera 
tion of the semiconductor device in Embodiment 1; 
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8 
FIGS. 4A to 4C are schematic views for illustrating opera 

tion of the semiconductor device in Embodiment 1; 
FIGS. 5A to 5I are circuit diagrams of the semiconductor 

device in Embodiment 1; 
FIGS. 6A to 6F are circuit diagrams of the semiconductor 

device in Embodiment 1; 
FIGS. 7A to 7E are circuit diagrams of the semiconductor 

device in Embodiment 1; 
FIGS. 8A to 8F are circuit diagrams of the semiconductor 

device in Embodiment 1; 
FIGS. 9A to 9H are circuit diagrams of the semiconductor 

device in Embodiment 1; 
FIGS. 10A to 10C are circuit diagrams of a semiconductor 

device in Embodiment 2: 
FIGS. 11A to 11F are circuit diagrams of the semiconduc 

tor device in Embodiment 1; 
FIGS. 12A to 12D are circuit diagrams of the semiconduc 

tor device in Embodiment 1; 
FIGS. 13 A to 13D are a circuit diagram, a logic circuit, a 

logical expression, and a truth table in the semiconductor 
device in Embodiment 1; 

FIGS. 14A to 14C are a circuit diagram of the semicon 
ductor device in Embodiment 2 and schematic views for 
illustrating operation of the semiconductor device; 

FIGS. 15A to 15C are timing charts for illustrating opera 
tion of the semiconductor device in Embodiment 2: 

FIGS. 16A to 16C are a circuit diagram of the semicon 
ductor device in Embodiment 2 and schematic views for 
illustrating operation of the semiconductor device; 

FIGS. 17A and 17B are a circuit diagram of the semicon 
ductor device in Embodiment 2 and a timing chart for illus 
trating operation of the semiconductor device; 

FIGS. 18A and 18B are schematic views for illustrating 
operation of the semiconductor device in Embodiment 2: 

FIGS. 19A to 19C are schematic views for illustrating 
operation of the semiconductor device in Embodiment 2: 

FIGS. 20A to 200 are a circuit diagram of the semicon 
ductor device in Embodiment 2 and schematic views for 
illustrating operation of the semiconductor device; 

FIGS. 21A and 21B are a circuit diagram of the semicon 
ductor device in Embodiment 2 and a timing chart for illus 
trating operation of the semiconductor device; 

FIGS. 22A and 22B are schematic views for illustrating 
operation of the semiconductor device in Embodiment 2: 

FIGS. 23A and 23B are a circuit diagram of the semicon 
ductor device in Embodiment 2 and a schematic view for 
illustrating operation of the semiconductor device; 

FIGS. 24A and 24B are schematic views for illustrating 
operation of the semiconductor device in Embodiment 2: 

FIGS. 25A and 25B are a circuit diagram of the semicon 
ductor device in Embodiment 2 and a timing chart for illus 
trating operation of the semiconductor device; 

FIGS. 26A and 26B are schematic views for illustrating 
operation of the semiconductor device in Embodiment 2: 

FIGS. 27A to 27C are circuit diagrams of the semiconduc 
tor device in Embodiment 2: 

FIGS. 28A to 28C are circuit diagrams of the semiconduc 
tor device in Embodiment 2: 

FIGS. 29A to 29C are circuit diagrams of the semiconduc 
tor device in Embodiment 2: 

FIGS. 30A to 30C are circuit diagrams of the semiconduc 
tor device in Embodiment 2: 

FIGS. 31A to 31C are circuit diagrams of the semiconduc 
tor device in Embodiment 2 and a timing chart for illustrating 
operation of the semiconductor device; 

SDC EX. 2017 - 53/82



US 9.236,377 B2 

FIGS. 32A and 32B are a circuit diagram of the semicon 
ductor device in Embodiment 2 and a timing chart for illus 
trating operation of the semiconductor device; 

FIGS. 33A to 33E are block diagrams of a display device in 
Embodiment 3 and a circuit diagram of a pixel; 

FIG. 34 is a circuit diagram of a shift register in Embodi 
ment 3: 

FIG. 35 is a timing chart for illustrating operation of the 
shift register in Embodiment 3: 

FIGS. 36A to 36D are a circuit diagram of a signal line 
driver circuit in Embodiment 4, a timing chart for illustrating 
operation of the signal line driver circuit, and block diagrams 
of display devices; 

FIGS. 37A to 37G are circuit diagrams of a protection 
circuit in Embodiment 5; 

FIGS. 38A and 38B are circuit diagrams of the protection 
circuit in Embodiment 5; 

FIGS. 39A to 39C are cross-sectional views of a semicon 
ductor device in Embodiment 6: 

FIGS. 40A to 40C area top view and cross-sectional views 
of a display device in Embodiment 7: 

FIGS. 41A to 41E are cross-sectional views for illustrating 
steps of manufacturing a transistor in Embodiment 8: 

FIG. 42 is a layout diagram of a semiconductor device in 
Embodiment 9: 

FIGS. 43 A to 43H are diagrams for illustrating electronic 
devices in Embodiment 10; 

FIGS. 44A to 44H are diagrams for illustrating electronic 
devices in Embodiment 10; 

FIGS. 45A and 45B are circuit diagrams of the semicon 
ductor device in Embodiment 1; 

FIGS. 46A and 46B are circuit diagrams of the semicon 
ductor device in Embodiment 1; and 

FIGS. 47A and 47B are circuit diagrams of the semicon 
ductor device in Embodiment 2. 

DETAILED DESCRIPTION OF THE INVENTION 

Hereinafter, embodiments will be described with reference 
to the drawings. Note that the embodiments can be imple 
mented in various different ways and it will be readily appre 
ciated by those skilled in the art that modes and details of the 
embodiments can be changed in various ways without depart 
ing from the spirit and scope of the present invention. There 
fore, the present invention should not be construed as being 
limited to the following description of the embodiments. Note 
that in structures described below, the same portions or por 
tions having similar functions are denoted by common refer 
ence numerals in different drawings, and description thereof 
is not repeated. 
(Embodiment 1) 
The structure of this embodiment is described with refer 

ence to FIG. 45A. FIG. 45A is a circuit diagram of a semi 
conductor device in this embodiment. 
A circuit 100 includes a transistor 101 (a first transistor), a 

switch 102S (a first switch), a switch 103S (a second switch), 
a transistor 104 (a second transistor), and a switch 105S (a 
third switch). 

Note that each of the transistor 101 and the transistor 104 is 
an n-channel transistor. The n-channel transistor is turned on 

when a potential difference (V) between a gate and a source 
exceeds the threshold voltage (V). However, this embodi 
ment is not limited to this. Each of the transistor 101 and the 
transistor 104 can be a p-channel transistor. The p-channel 
transistor is turned on when a potential difference (V) 
between a gate and a source is lower than the threshold 
Voltage (V). 
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10 
A first terminal of the transistor 101 is connected to a 

wiring 112 (a first wiring). A second terminal of the transistor 
101 is connected to a wiring 111 (a second wiring). The 
switches 102S and 103S are connected between the wiring 
111 and a wiring 115 (a third wiring). A first terminal of the 
transistor 104 is connected to the wiring 112. A second ter 
minal of the transistor 104 is connected to a gate of the 
transistor 101. A gate of the transistor 104 is connected to the 
wiring 112. The switch 105S is connected between the wiring 
115 and the gate of the transistor 101. 
Note that each of the switch 102S, the switch 103S, and the 

switch 105S can have a control terminal. FIG. 45B illustrates 
a structure in the case where a control terminal of the Switch 
102S is connected to a wiring 114 (a fourth wiring) and a 
control terminal of the switch 103S and a control terminal of 
the switch 105S are connected to a wiring 113 (a fifth wiring). 

Note that transistors can be used as the switch 102S, the 
switch 1035, and the switch 105S. In FIG. 1A, transistors are 
used as switches. An example where a transistor 102 (a third 
transistor), a transistor 103 (a fourth transistor), and a tran 
sistor 105 (a fifth transistor) are used as the switch 102S, the 
switch 1035, and the switch 105S, respectively, is described. 
A first terminal of the transistor 102 is connected to the wiring 
115. A second terminal of the transistor 102 is connected to 
the wiring 111. A gate of the transistor 102 is connected to the 
wiring 114. A first terminal of the transistor 103 is connected 
to the wiring 115. A second terminal of the transistor 103 is 
connected to the wiring 111. A gate of the transistor 103 is 
connected to the wiring 113. A first terminal of the transistor 
105 is connected to the wiring 115. A second terminal of the 
transistor 105 is connected to the gate of the transistor 101. A 
gate of the transistor 105 is connected to the wiring 113. 

Note that each of the transistor 102, the transistor 103, and 
the transistor 105 is an n-channel transistor like the transistor 
101. However, each of the transistor 102, the transistor 103, 
and the transistor 105 may be a p-channel transistor. 

Note that a portion where the gate of the transistor 101 and 
the second terminal of the transistor 104 are connected to each 
other or a portion where the gate of the transistor 101 and the 
second terminal of the transistor 105 are connected to each 
other is denoted by a node 11. 

Next, examples of signals or Voltages which are input to or 
output from the wirings 111 to 115 and the functions of these 
wirings are described. 
A signal OUT is output from the wiring 111. 
A signal IN1 is input to the wiring 112. A signal IN2 is 

input to the wiring 113. A signal IN3 is input to the wiring 
114. 
A voltage V is supplied to the wiring 115. The voltage V 

is power Supply Voltage, reference Voltage, ground Voltage, a 
ground, or negative power Supply Voltage. Note that this 
embodiment is not limited to this. A signal (e.g., a clock signal 
or an inverted clock signal) may be input to the wiring 115. 
An L-level signal, an L signal, an L-level potential, the 

Voltage V, or the like has a potential of approximately V. An 
H-level signal, an Hsignal, an H-level potential, a voltage V, 
or the like has a potential of approximately V. (V-V). Note 
that the term “approximately' is used in consideration of 
various kinds of variation Such as variation due to noise, 
variation due to process variation, variation due to steps of 
manufacturing an element, and/or measurement deviation 
(the same can be said hereinafter). 

For example, when a gate of a transistor is connected to a 
node and a potential of the node becomes an L level, the 
transistor is turned of (or on). In this case, the case where the 
potential of the node becomes an L level means that the 
transistor can be turned of (or on) with the potential of the 
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node. Alternatively, the case where the potential of the node 
becomes an L level means that gate-source voltage (V) of 
the transistor can be lowered (or raised) so that a circuit 
including the transistor can conduct predetermined operation 
with the potential of the node. 5 

Note that when a clock signal is used as each of the signals 
IN1 to IN3, the clock signal can be either a balanced signal or 
an unbalanced signal. A balanced signal is a signal whose 
period during which the signal is at an H level and whose 
period during which the signal is at an L level in one cycle 
have approximately the same length. An unbalanced signal is 
a signal whose period during which the signal is at an H level 
and whose period during which the signal is at an L level in 
one cycle have different lengths. 

For example, a clock signal is used as the signal IN1, a 15 
signal which is approximately 180° out of phase from the 
signal IN1 is used as the signal IN2, and the signal IN1 and the 
signal IN2 are unbalanced. In this case, the signal IN2 is not 
a signal obtained by inversion of the signal IN1 in Some cases. 

Here, as illustrated in FIG. 5A, signals or voltages are 
supplied from a circuit 150 to the wirings 112 to 115. The 
circuit 150 generates signals, Voltages, or the like and Sup 
plies the signals or voltages to the wirings 112 to 115. 
The circuit 150 can include circuits 151 to 154. The circuit 

151 has a function of generating a signal or Voltage and 
supplying it to the wiring 112. The circuit 152 has a function 
of generating a signal or Voltage and Supplying it to the wiring 
113. The circuit 153 has a function of generating a signal or 
voltage and supplying it to the wiring 114. The circuit 154 has 
a function of generating a signal or Voltage and Supplying it to 
the wiring 115. 
The circuits 150 to 154 include an amplifier circuit in FIG. 

5B, a bipolar transistor in FIG. 5C, a MOS transistor in FIG. 
5D, a capacitor in FIG. 5E, an inverter in FIG. 5F, a DC 
voltage source in FIG. 5Q an AC voltage source in FIG. 5H, 
and/or a direct current source in FIG.5I, for example. 
As illustrated in FIG. 5A, a protection circuit 160 is con 

nected to the wirings 112 to 114. 
Next, the functions of the circuit 100 and the transistors 

101 to 105 are described. 
The circuit 100 has a function of controlling a potential of 

the wiring 111. Alternatively, the circuit 100 has a function of 
controlling timing of Supplying a potential of the wiring 112, 
a potential of the wiring 113, a potential of the wiring 114, or 
a potential of the wiring 115 to the wiring 111. Alternatively, 45 
the circuit 100 has a function of controlling timing of supply 
ing a signal or Voltage to the wiring 111. Alternatively, the 
circuit 100 has a function of controlling timing of Supplying 
an H-level signal or the voltage V, to the wiring 111. Alter 
natively, the circuit 100 has a function of controlling timing of 50 
Supplying an L-level signal or the Voltage V to the wiring 
111. Alternatively, the circuit 100 has a function of control 
ling timing of raising the potential of the wiring 111. Alter 
natively, the circuit 100 has a function of controlling timing of 
lowering the potential of the wiring 111. Alternatively, the 55 
circuit 100 has a function of controlling timing of keeping the 
potential of the wiring 111. As described above, the circuit 
100 functions as a control circuit. Note that the circuit 100 
does not need to have all the above functions. The circuit 100 
is controlled in response to the signals IN1 to IN3. 

Note that the circuit 100 functions as a logic circuit includ 
ing an AND, as illustrated in FIG. 1B. Specifically, the circuit 
100 functions as a logic circuit where a three-input AND is 
combined with two NOTs. The signal IN1 is input to a first 
input terminal of the AND. A signal obtained by inversion of 65 
the signal IN2 with a first NOT is input to a second input 
terminal of the AND. A signal obtained by inversion of the 
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signal IN3 with a second NOT is input to a third input terminal 
of the AND. The signal OUT is output from an output of the 
AND. In other words, the circuit 100 has a function of real 
izing a logical expression illustrated in FIG. 1C or a function 
of realizing a truth table illustrated in FIG. 1D. 
The transistor 101 has a function of controlling conduction 

between the wiring 112 and the wiring 111. Alternatively, the 
transistor 101 has a function of controlling timing of Supply 
ing the potential of the wiring 112 to the wiring 111. Alter 
natively, the transistor 101 has a function of controlling tim 
ing of supplying a signal or Voltage which is to be input to the 
wiring 112 to the wiring 111 when the signal or voltage is 
input to the wiring 112. Alternatively, the transistor 101 has a 
function of controlling timing of supplying an H-level signal 
or the voltage V to the wiring 111. Alternatively, the transis 
tor 101 has a function of controlling timing of Supplying an 
L-level signal or the voltage V to the wiring 111. Alterna 
tively, the transistor 101 has a function of controlling timing 
of raising the potential of the wiring 111. Alternatively, the 
transistor 101 has a function of controlling timing of lowering 
the potential of the wiring 111. Alternatively, the transistor 
101 has a function of performing bootstrap operation. Alter 
natively, the transistor 101 has a function of raising a potential 
of the node 11 by bootstrap operation. As described above, the 
transistor 101 functions as a switch or a buffer. Note that the 
transistor 101 does not need to have all the above functions. 
The transistor 102 has a function of controlling conduction 

between the wiring 115 and the wiring 111. Alternatively, the 
transistor 102 has a function of controlling timing of Supply 
ing the potential of the wiring 115 to the wiring 111. Alter 
natively, the transistor 102 has a function of controlling tim 
ing of supplying a signal or voltage which is to be input to the 
wiring 115 to the wiring 111 when the signal or voltage is 
input to the wiring 115. Alternatively, the transistor 102 has a 
function of controlling timing of Supplying an L-level signal 
or the voltage V to the wiring 111. Alternatively, the transis 
tor 102 has a function of controlling timing of lowering the 
potential of the wiring 111. As described above, the transistor 
102 functions as a Switch. Note that the transistor 102 does 
not need to have all the above functions. The transistor 102 
can be controlled by the potential of the wiring 114 (the signal 
IN3). 
The transistor 103 has a function of controlling conduction 

between the wiring 115 and the wiring 111. Alternatively, the 
transistor 103 has a function of controlling timing of Supply 
ing the potential of the wiring 115 to the wiring 111. Alter 
natively, the transistor 103 has a function of controlling tim 
ing of supplying a signal or Voltage which is to be input to the 
wiring 115 to the wiring 111 when the signal or voltage is 
input to the wiring 115. Alternatively, the transistor 103 has a 
function of controlling timing of Supplying an L-level signal 
or the voltage V to the wiring 111. Alternatively, the transis 
tor 103 has a function of controlling timing of lowering the 
potential of the wiring 111. As described above, the transistor 
103 functions as a Switch. Note that the transistor 103 does 
not need to have all the above functions. The transistor 103 
can be controlled by the potential of the wiring 113 (the signal 
IN2). 
The transistor 104 has a function of controlling conduction 

between the wiring 112 and the node 11. Alternatively, the 
transistor 104 has a function of controlling timing of Supply 
ing the potential of the wiring 112 to the node 11. Alterna 
tively, the transistor 104 has a function of controlling timing 
of Supplying a signal or Voltage which is to be input to the 
wiring 112 to the node 11 when the signal or Voltage is input 
to the wiring 112. Alternatively, the transistor 104 has a func 
tion of controlling timing of Supplying an H-level signal or 
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the voltage V to the node 11. Alternatively, the transistor 104 
has a function of controlling timing of raising the potential of 
the node 11. Alternatively, the transistor 104 has a function of 
making the node 11 be in a floating State. As described above, 
the transistor 104 functions as a switch, a diode, a diode 
connected transistor, or the like. Note that the transistor 104 
does not need to have all the above functions. The transistor 
104 can be controlled by the potential of the wiring 112 (the 
signal IN1) and/or the potential of the node 11. 
The transistor 105 has a function of controlling conduction 

between the wiring 115 and the node 11. Alternatively, the 
transistor 105 has a function of controlling timing of Supply 
ing the potential of the wiring 115 to the node 11. Alterna 
tively, the transistor 105 has a function of controlling timing 
of Supplying a signal or Voltage which is to be input to the 
wiring 115 to the node 11 when the signal or voltage is input 
to the wiring 115. Alternatively, the transistor 105 has a func 
tion of controlling timing of supplying an L-level signal or the 
voltage V to the node 11. Alternatively, the transistor 105 has 
a function of controlling timing of lowering the potential of 
the node 11. As described above, the transistor 105 functions 
as a switch. Note that the transistor 105 does not need to have 
all the above functions. The transistor 105 can be controlled 
by the potential of the wiring 113 (the signal IN2). 

Next, the operation of the circuit 100 is described with 
reference to the truth table (also referred to as the operation 
table) in FIG. 1D. FIG. 1D illustrates a truth table when the 
signals IN1 to IN3 are digital signals. Therefore, there are 
eight combinations of the H levels and L levels of the signals 
IN1 to IN3. That is, the circuit 100 can perform at least eight 
patterns of operation. Here, the eight patterns of the operation 
are described. 

Note that the circuit 100 does not need to perform all the 
eight patterns of the operation and can selectively perform 
some of the patterns of the operation. The circuit 100 can 
perform operation other than the eight patterns of the opera 
tion. For example, in the case where each of the signals IN1 to 
IN3 has three or more values or is an analog signal, the circuit 
100 can perform different operation in addition to the eight 
patterns of the operation. 

First, first operation of the circuit 100 is described with 
reference to FIG. 2A. Since the signal IN2 becomes an H 
level, the transistor 105 is turned on. Then, the wiring 115 and 
the node 11 are brought into conduction, so that the potential 
of the wiring 115 (e.g., the voltage V) is supplied to the node 
11. In this case, since the signal IN1 is set at an H level, the 
transistor 104 is turned on. Then, the wiring 112 and the node 
11 are brought into conduction, so that the potential of the 
wiring 112 (e.g., the signal IN1 at an Hlevel) is supplied to the 
node 11. That is, the potential of the wiring 115 (e.g., the 
Voltage V) and the potential of the wiring 112 (e.g., the signal 
IN1 at an H level) are supplied to the node 11. Here, the 
channel width of the transistor 105 is larger than the channel 
width of the transistor 104. Thus, the potential of the node 11 
becomes an L level. The potential of the node 11 in this case 
is higher than V and lower than V+V101 (V101 is the 
threshold voltage of the transistor 101). Accordingly, the 
transistor 101 is turned off, so that the wiring 112 and the 
wiring 111 are brought out of conduction. 

Then, the signal IN2 is set at an H level, so that the tran 
sistor 103 is turned on. In this case, since the signal IN3 is set 
at an H level, the transistor 102 is turned on. After that, the 
wiring 115 and the wiring 111 are brought into conduction, so 
that the potential of the wiring 115 (e.g., the voltage V) is 
supplied to the wiring 111. Thus, the potential of the wiring 
111 becomes V, so that the signal OUT is set at an L level. 
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Note that description “the channel width of a transistor A is 

larger than the channel width of a transistor B can be 
replaced with description “1/W (W represents channel width) 
of the transistor A is smaller than 1/W of the transistor B', 'L 
(L represents channel length) of the transistor A is Smaller 
than L of the transistor B. “1/L of the transistor A is larger 
than 1/L of the transistor B. “W/L of the transistor A is larger 
than W/L of the transistor B”, “V. (V. represents a potential 
difference between a gate and a source) of the transistor A is 
higher than V of the transistor B", or the like. In the case 
where the transistor has a multi-gate structure and has a 
plurality of gates, the description “the channel width of a 
transistor A is larger than the channel width of a transistor B' 
can be replaced with description “the number of gates of the 
transistor A is Smaller than the number of gates of the tran 
sistor B or “the reciprocal of the number of gates of the 
transistor A is larger than the reciprocal of the number of gates 
of the transistor B'. 

Next, second operation of the circuit 100 is described with 
reference to FIG. 2B. The second operation differs from the 
first operation in that the signal IN3 is set at an L level. Thus, 
the signal IN3 becomes an Llevel, so that the transistor 102 is 
turned off. Note that although the transistor 102 is turned off, 
the transistor 103 is turned on as in the first operation. In other 
words, the wiring 115 and the wiring 111 are brought into 
conduction as in the first operation, so that the potential of the 
wiring 115 (e.g., the voltage V) is supplied to the wiring 111. 
Thus, the potential of the wiring 111 becomes V, so that the 
signal OUT is set at an L level. 

Next, third operation of the circuit 100 is described with 
reference to FIG.2C. Since the signal IN2 is set at an L level, 
the transistor 105 is turned off. Then, the wiring 115 and the 
node 11 are brought out of conduction. In this case, since the 
signal IN1 is set at an H level, the transistor 104 is turned on. 
Then, the wiring 112 and the node 11 are brought into con 
duction, so that the potential of the wiring 112 (e.g., the signal 
IN1 at an H level) is supplied to the node 11. That is, the 
potential of the wiring 112 (e.g., the signal IN1 at an H level) 
is supplied to the node 11. Then, the potential of the node 11 
starts to rise. When the potential of the node 11 becomes 
V+V101+V (V, is positive voltage), the transistor 101 is 
turned on. After that, the wiring 112 and the wiring 111 are 
brought into conduction, so that the potential of the wiring 
112 (e.g., the signal IN1 at an Hlevel) is supplied to the wiring 
111. Then, the potential of the node 11 continuously rises. 
When the potential of the node 11 becomes V-V104 
(V,104 is the threshold voltage of the transistor 104), the 
transistor 104 is turned off. Then, the wiring 112 and the node 
11 are brought out of conduction. Accordingly, the node 11 is 
made to be in a floating state while keeping its potential at 
V-V,104. 

Then, the signal IN2 is set at an Llevel, so that the transistor 
103 is turned off. In this case, since the signal IN3 is set at an 
H level, the transistor 102 is turned on. After that, the wiring 
115 and the wiring 111 are brought into conduction, so that 
the potential of the wiring 115 (e.g., the voltage V) is sup 
plied to the wiring 111. That is, the potential of the wiring 115 
(e.g., the Voltage V) and the potential of the wiring 112 (e.g., 
the signal IN1 at an H level) are supplied to the wiring 111. 
Here, the channel width of the transistor 102 is larger than the 
channel width of the transistor 101. Thus, the potential of the 
wiring 111 becomes an L level. The potential of the wiring 
111 in this case is lower than the sum of the voltage V and the 
threshold voltage of one of the transistors 101 to 105. Accord 
ingly, the potential of the wiring 111 becomes an L level, so 
that the signal OUT is set at an L level. 

SDC EX. 2017 - 56/82



US 9.236,377 B2 
15 

Next, fourth operation of the circuit 100 is described with 
reference to FIG. 3A. The fourth operation differs from the 
third operation in that the signal IN3 is set at an L level. Thus, 
the signal IN3 is set at an L level, so that the transistor 102 is 
turned off. In this case, the transistor 103 is also turned off, so 
that the wiring 115 and the wiring 111 are brought out of 
conduction. That is, the potential of the wiring 112 (e.g., the 
signal IN1 at an H level) is supplied to the wiring 111. Thus, 
the potential of the wiring 111 starts to rise. In this case, the 
node 11 is in a floating state. Then, the potential of the node 11 
is raised by capacitive coupling between the gate and the 
second terminal of the transistor 101. Accordingly, the poten 
tial of the node 11 becomes V+V101+V. This is so-called 
bootstrap operation. Thus, the potential of the wiring 111 
becomes V, so that the signal OUT is set at an H level. 

Next, fifth operation of the circuit 100 is described with 
reference to FIG.3B. Since the signal IN2 is set at an H level, 
the transistor 105 is turned on. Then, the wiring 115 and the 
node 11 are brought into conduction, so that the potential of 
the wiring 115 (e.g., the voltage V) is supplied to the node 11. 
In this case, since the signal IN1 is set at an L level, the 
transistor 104 is turned off. Then, the wiring 112 and the node 
11 are brought out of conduction. That is, the potential of the 
wiring 115 (e.g., the voltage V) is supplied to the node 11. 
Thus, the potential of the node 11 becomes V. Then, the 
transistor 101 is turned off, so that the wiring 112 and the 
wiring 111 are brought out of conduction. 

Then, the signal IN2 is set at an H level, so that the tran 
sistor 103 is turned on. In this case, since the signal IN3 is set 
at an H level, the transistor 102 is turned on. After that, the 
wiring 115 and the wiring 111 are brought into conduction, so 
that the potential of the wiring 115 (e.g., the voltage V) is 
supplied to the wiring 111. Thus, the potential of the wiring 
111 becomes V, so that the signal OUT is set at an L level. 

Next, sixth operation of the circuit 100 is described with 
reference to FIG.3C. The sixth operation differs from the fifth 
operation in that the signal IN3 is set at an L level. Thus, the 
signal IN3 is set at an L level, so that the transistor 102 is 
turned off. Note that although the transistor 102 is turned off, 
the transistor 103 is turned on as in the fifth operation. In other 
words, the wiring 115 and the wiring 111 are brought into 
conduction as in the fifth operation, so that the potential of the 
wiring 115 (e.g., the voltage V) is supplied to the wiring 111. 
Thus, the potential of the wiring 111 becomes V, so that the 
signal OUT is set at an L level. 

Next, seventh operation of the circuit 100 is described with 
reference to FIG. 4A. Since the signal IN2 is set at an L level, 
the transistor 105 is turned off. Then, the wiring 115 and the 
node 11 are brought out of conduction. In this case, since the 
signal IN1 is set at an L level, the transistor 104 is turned off. 
Then, the wiring 112 and the node 11 are brought out of 
conduction. That is, since the node 11 is made to be in a 
floating state, the potential in the previous state is held. Here, 
the potential of the node 11 is lower than V+V101. Thus, 
the transistor 101 is turned off, so that the wiring 112 and the 
wiring 111 are brought out of conduction. 

Then, the signal IN2 is set at an Llevel, so that the transistor 
103 is turned off. In this case, since the signal IN3 is set at an 
H level, the transistor 102 is turned on. After that, the wiring 
115 and the wiring 111 are brought into conduction, so that 
the potential of the wiring 115 (e.g., the voltage V) is sup 
plied to the wiring 111. Thus, the potential of the wiring 111 
becomes V, so that the signal OUT is set at an L level. 

Next, eighth operation of the circuit 100 is described with 
reference to FIG. 4B. The eighth operation differs from the 
seventh operation in that the signal IN3 is set at an L level. 
Thus, the signal IN3 is set at an L level, so that the transistor 
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102 is turned off. In this case, the transistor 103 is also turned 
off, so that the wiring 115 and the wiring 111 are brought out 
of conduction. That is, the wiring 111 is made to be in an 
indefinite state Z (a floating state or a high impedance state). 
Therefore, when the potential does not fluctuate due to noise 
or the like, the potential of the wiring 111 is kept at the level 
in the previous state. Thus, for example, when a preceding 
operation of the eighth operation is one of the first operation, 
the second operation, the third operation, the fifth operation, 
the sixth operation, and the seventh operation, the signal OUT 
is set at an L level. Alternatively, for example, when the 
preceding operation of the eighth operation is the fourth 
operation, the signal OUT is set at an H level. 
As described above, the transistors 101 to 105 are turned 

off in any of the first to eighth operations. Thus, the length of 
time during which the transistors are on or the number of 
times the transistors are on can be reduced, so that deteriora 
tion of the transistors can be suppressed. Accordingly, dete 
rioration in characteristics (e.g., the increase in the threshold 
voltage or the decrease in mobility) of the transistors can be 
Suppressed. 

Alternatively, since deterioration of the transistors can be 
Suppressed or all the transistors that are included in the circuit 
100 can be n-channel transistors, a material which deterio 
rates more easily than a single crystal semiconductor (e.g., a 
non-single-crystal semiconductor Such as an amorphous 
semiconductor or a microcrystalline semiconductor, an 
organic semiconductor, or an oxide semiconductor) can be 
used for semiconductor layers of the transistors. Therefore, 
the number of steps can be reduced, yield can be increased, 
and/or manufacturing cost can be reduced, for example. 
Alternatively, for example, when the semiconductor device of 
this embodiment is used for a display device, the display 
device can be made large. 

Alternatively, it is not necessary to make the channel 
widths of the transistors large considering the case where the 
transistors deteriorate. Alternatively, since V of the transis 
tors can be made high by bootstrap operation, the channel 
widths of the transistors can be made small. Alternatively, 
since the amplitude of an output signal can be the same as that 
of power Supply Voltage or a signal, the amplitude of the 
output signal can be increased. Therefore, the channel width 
of a transistor which is controlled with the output signal can 
be made small. In other words, since the channel width of the 
transistor can be made Small, the area of a channel of the 
transistor can be decreased. 

Alternatively, since the area of the channel of the transistor 
can be decreased, a layout area can be decreased. Accord 
ingly, for example, when the semiconductor device of this 
embodiment is used for a display device, the display device 
can have higher resolution or the frame of the display device 
can be narrowed. 

Alternatively, since the area of the channel of the transistor 
can be decreased, the area of a portion where a material used 
for a gate and a semiconductor layer overlap with each other 
with an insulating layer therebetween can be decreased. 
Accordingly, short-circuit between the material used for the 
gate and the semiconductor layer can be suppressed. Thus, 
variation in output signals can be reduced, malfunctions can 
be prevented, and/or yield can be increased, for example. 

Alternatively, all the transistors can be n-channel transis 
tors or p-channel transistors. Therefore, reduction in the num 
ber of steps, improvement in yield, improvement in reliabil 
ity, or reduction in cost can be achieved more efficiently as 
compared to a CMOS circuit. In particular, when all the 
transistors are n-channel transistors, a non-single-crystal 
semiconductor Such as an amorphous semiconductor or a 
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microcrystalline semiconductor, an organic semiconductor, 
or an oxide semiconductor can be used for semiconductor 
layers of the transistors. Transistors including such semicon 
ductor layers easily deteriorate. However, in the semiconduc 
tor device of this embodiment, deterioration of the transistors 
can be suppressed. 

Next, in addition to the first to eighth operations, operation 
which can be performed by the circuit 100 is described. 

First, by making the channel width of the transistor 104 
larger than the channel width of the transistor 105 in the first 
operation and the second operation, the transistor 101 can be 
turned on. Then, the wiring 112 and the wiring 111 are 
brought into conduction, so that the potential of the wiring 
112 (e.g., the signal IN1 at an Hlevel) is supplied to the wiring 
111. That is, the potential of the wiring 115 (e.g., the voltage 
V) and the potential of the wiring 112 (e.g., the signal IN1 at 
an H level) are supplied to the wiring 111. In this case, by 
decreasing the current supply capability of the transistor 101 
and making the potential of the wiring 111 slightly higher 
than V, the signal OUT can be set at an L level. Therefore, it 
is preferable that the channel width of the transistor 101 be 
smaller than the channel width of the transistor 102 or the 
channel width of the transistor 103. Alternatively, it is pref 
erable that V of the transistor 101 be lower than V-V. It is 
much preferable that V of the transistor 101 be lower than 
(V-V)x/2. For example, by controlling V of the transistor 
101, analog voltage can be output from the wiring 111. That 
is, the circuit 100 can function as an analog buffer, an ampli 
fier circuit, or the like. As another example, by making the 
channel width of the transistor 101 larger than the sum of the 
channel width of the transistor 102 and the channel width of 
the transistor 103, the signal OUT can be set at an H level. 

Next, the signal IN1 is changed from an H level to an L 
level and the signal IN2 is changed from an L level to an H 
level, so that the operation is changed from the fourth opera 
tion to the sixth operation. In this case, as illustrated in FIG. 
4C, by making the transistor 101 on for a period of time in the 
sixth operation, the potential of the wiring112 (e.g., the signal 
IN1 at an L level) can be supplied to the wiring 111. Accord 
ingly, the fall time of the signal OUT can be shortened. In 
order to realize this, timing of when the transistor 101 is 
turned off can be delayed as compared to timing of when the 
signal IN1 is set at an L level. Alternatively, timing of when 
the signal IN2 is set at an H level can be delayed as compared 
to the timing of when the signal IN1 is set at an L level. 
Alternatively, distortion in the signal IN2 can be greater than 
that in the signal IN1. Alternatively, the channel width of the 
transistor 105 can be smaller than the channel width of the 
transistor 103. Alternatively, one of electrodes of a capacitor 
can be connected to the node 11. The other of the electrodes 
of the capacitor can be connected to a power Supply line or a 
signal line (e.g., the wiring 115 or the wiring 111). The 
capacitor can be parasitic capacitance of a transistor (e.g., the 
transistor 101, the transistor 104, or the transistor 105). Alter 
natively, a signal can be supplied to the wiring 113 from a 
circuit which is formed over the same substrate as the circuit 
1OO. 

Next, in the seventh operation and the eighth operation, the 
potential of the node 11 can be V+V+V. In this case, since 
the transistor 101 is turned on, the wiring 112 and the wiring 
111 are brought into conduction. Then, the potential of the 
wiring 112 (e.g., the signal IN1 at anL level) is Supplied to the 
wiring 111. Accordingly, the potential of the wiring 111 can 
be fixed at a certain potential especially in the eighth opera 
tion, so that the circuit does not easily malfunction. 
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As described above, in addition to the first to eighth opera 

tions, the semiconductor device of this embodiment can per 
form a variety of operations. 

Next, the ratio of the channel widths of the transistors 101 
to 105 is described. 
A load driven by the transistors 104 and 105 (e.g., the gate 

of the transistor 101) is smaller than a load driven by the 
transistors 101 to 103 (e.g., a load connected to the wiring 111 
(e.g., a gate of the transistor)). Therefore, the channel width of 
the transistor 104 can be smaller than the channel width of the 
transistor 101, the channel width of the transistor 102, and/or 
the channel width of the transistor 103. Alternatively, the 
channel width of the transistor 105 can be smaller than the 
channel width of the transistor 101, the channel width of the 
transistor 102, and/or the channel width of the transistor 103. 
In such a case, the channel width of the transistor 101 is 
preferably 20 times or less the channel width of the transistor 
104. More preferably, the channel width of the transistor 101 
is ten times or less the channel width of the transistor 104. 
Further preferably, the channel width of the transistor 101 is 
seven times or less the channel width of the transistor 104. 
The channel width of the transistor 101 is preferably ten times 
or less the channel width of the transistor 105. More prefer 
ably, the channel width of the transistor 101 is five times or 
less the channel width of the transistor 105. Further prefer 
ably, the channel width of the transistor 101 is three times or 
less the channel width of the transistor 105. 

Next, in the case where the signal OUT is set at an L level, 
the potential of the wiring 115 (e.g., the voltage V) is sup 
plied to the wiring 111 through the transistor 102 and the 
transistor 103 in some cases. In contrast, in the case where the 
signal OUT is set at an Hlevel, the potential of the wiring 112 
(e.g., the signal IN1 at an H level) is supplied to the wiring 111 
through the transistor 101 in some cases. Therefore, the chan 
nel width of the transistor 101 can be smaller than the channel 
width of the transistor 102 and/or the channel width of the 
transistor 103. In such a case, the channel width of the tran 
sistor 101 is preferably three times or less the channel width 
of the transistor 102 or the channel width of the transistor 103. 
More preferably, the channel width of the transistor 101 is 
twice or less the channel width of the transistor 102 or the 
channel width of the transistor 103. 

Next, the signal IN1 is set at an H level and the transistor 
101 is turned on. At this time, the transistor 102 or the tran 
sistor 103 is turned on. In this case, in order to set the potential 
of the wiring 111 at an L level, the channel width of the 
transistor 102 can be larger than the channel width of the 
transistor 101. Alternatively, the channel width of the transis 
tor 103 can be larger than the channel width of the transistor 
101. In such a case, the channel width of the transistor 101 is 
preferably the same as or smaller than the channel width of 
the transistor 102 or the channel width of the transistor 103. 
More preferably, the channel width of the transistor 101 is 0.7 
times or less the channel width of the transistor 102 or the 
channel width of the transistor 103. 

Note that the signal IN1 is set at an H level and the tran 
sistor 101 is turned on. In this case, although the transistor 103 
is turned on, the transistor 102 is not likely to be turned on. 
Thus, the channel width of the transistor 103 can be smaller 
than the channel width of the transistor 102. 

Then, by turning on the transistor 104 and the transistor 
105 in the first operation and the second operation, the poten 
tial of the wiring 115 (e.g., the voltage V) and the potential of 
the wiring 112 (e.g., the signal IN1 at an H level) are supplied 
to the node 11. Therefore, as described above, in order to set 
the potential of the node 11 at anL level, the channel width of 
the transistor 105 can be larger than the channel width of the 
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transistor 104. In such a case, the channel width of the tran 
sistor 105 is preferably 15 times or less the channel width of 
the transistor 104. More preferably, the channel width of the 
transistor 105 is ten times or less the channel width of the 
transistor 104. Further preferably, the channel width of the 
transistor 105 is eight times or less the channel width of the 
transistor 104. For example, by making the channel length of 
the transistor 104 larger than the channel length of the tran 
sistor 105, W/L of the transistor 105 can be larger than W/L of 
the transistor 104. In such a case, the channel length of the 
transistor 104 is preferably nine times or less the channel 
length of the transistor 105. More preferably, the channel 
length of the transistor 104 is six times or less the channel 
length of the transistor 105. Further preferably, the channel 
length of the transistor 104 is three times or less the channel 
length of the transistor 105. 
As described above, the ratio of the channel widths of the 

transistors is preferably set to an appropriate ratio. Note that 
considering the ratio of the size of the transistors, the channel 
width of the transistor 101 is preferably 100 to 1000 um. More 
preferably, the channel width of the transistor 101 is 100 to 
300 um or 500 to 800 um. The channel width of the transistor 
102 or the channel width of the transistor 103 is preferably 
100 to 1500 um. More preferably, the channel width of the 
transistor 102 or the channel width of the transistor 103 is 100 
to 300 um or 700 to 1200 um. The channel width of the 
transistor 104 is preferably 10 to 300 Lum. More preferably, the 
channel width of the transistor 104 is 20 to 100 um. The 
channel width of the transistor 105 is preferably 30 to 500 um. 
More preferably, the channel width of the transistor 105 is 50 
to 150 lum. 

Next, a semiconductor device with a structure which is 
different from that in FIG. 1A is described. 

In the structure in FIG. 1A, the first terminal of the transis 
tor 105 can be connected to a wiring which is different from 
the wiring 115 (e.g., the wiring 112). Further, the gate of the 
transistor 105 can be connected to a wiring which is different 
from the wiring 113 (e.g., the wiring 111, a wiring 116, or the 
node 11). 
Note that the voltage V can be supplied to the wiring 116. 

Thus, the wiring 116 can function as a power Supply line. For 
example, a signal can be input to the wiring 116. Thus, the 
wiring 116 can function as a signal line. 

FIG. 6A illustrates a structure where the first terminal of 
the transistor 105 is connected to the wiring 112 in the semi 
conductor device in FIG. 1A. An H-level signal can be sup 
plied to the first terminal of the transistor 105. Thus, a reverse 
bias can be applied to the transistor 105, so that deterioration 
of the transistor 105 can be suppressed. 

FIG. 6B illustrates a structure where the first terminal of the 
transistor 105 is connected to the wiring 112 and the gate of 
the transistor 105 is connected to node 11 in the semiconduc 
tor device in FIG. 1A. An H-level signal can be supplied to the 
first terminal of the transistor 105. Thus, a reverse bias can be 
applied to the transistor 105, so that deterioration of the 
transistor 105 can be suppressed. 

FIG.6C illustrates a structure where the first terminal of the 
transistor 105 is connected to the wiring 112 and the gate of 
the transistor 105 is connected to the wiring 116 in the semi 
conductor device in FIG. 1A. The signal IN1 at an Hlevel can 
be supplied to the node 11 through the transistor 104 and the 
transistor 105. Thus, the channel width of the transistor 104 
can be made Small. 

In the structures in FIG. 1A and FIGS. 6A to 6C, the first 
terminal of the transistor 103 can be connected to a wiring 
which is different from the wiring 115 (e.g., the wiring 112). 
Further, the gate of the transistor 103 can be connected to a 
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wiring which is different from the wiring 113 (e.g., the wiring 
111, the wiring 116, or the node 11). 

FIG. 6D illustrates a structure where the first terminal of 
the transistor 103 is connected to the wiring 112 in the semi 
conductor device in FIG. 1A. An H-level signal can be sup 
plied to the first terminal of the transistor 103. Thus, a reverse 
bias can be applied to the transistor 103, so that deterioration 
of the transistor 103 can be suppressed. 

FIG. 6E illustrates a structure where the first terminal of the 
transistor 103 is connected to the wiring 112 and the gate of 
the transistor 103 is connected to wiring 111 in the semicon 
ductor device in FIG. 1A. Thus, a reverse bias can be applied 
to the transistor 103, so that deterioration of the transistor 103 
can be Suppressed. 
FIG.6F illustrates a structure where the first terminal of the 

transistor 103 is connected to the wiring 112 and the gate of 
the transistor 103 is connected to the wiring 116 in the semi 
conductor device in FIG. 1A. The signal IN1 at an Hlevel can 
be supplied to the wiring 111 through the transistor 103 and 
the transistor 101. Thus, the channel width of the transistor 
101 can be made small. 

In the structures in FIG. 1A and FIGS. 6A to 6F, the first 
terminal of the transistor 104 can be connected to a wiring 
which is different from the wiring 112 (e.g., the wiring 116). 
Alternatively, the gate of the transistor 104 can be connected 
to a wiring which is different from the wiring 112 (e.g., the 
wiring 116). 

FIG. 7A illustrates a structure where the first terminal of 
the transistor 104 is connected to the wiring 116 in the semi 
conductor device in FIG. 1A. 

FIG. 7B illustrates a structure where the gate of the tran 
sistor 104 is connected to the wiring 116 in the semiconductor 
device in FIG. 1A. The potential of the wiring 112 (e.g., the 
signal IN1 at an Llevel) can be supplied through the transistor 
104. Thus, the potential of the node 11 can be fixed at a certain 
potential, so that a noise-resistant semiconductor device can 
be obtained. 

In the structures in FIG. 1A, FIGS. 6A to 6F, and FIGS. 7A 
and 7B, the first terminal of the transistor 102 can be con 
nected to a wiring which is different from the wiring 115 (e.g., 
the wiring 113, the wiring 114, or the node 11). Alternatively, 
the first terminal of the transistor 103 and/or the first terminal 
of the transistor 105 can be connected to a wiring which is 
different from the wiring 115 (e.g., the wiring 113, the wiring 
114, or the node 11). 
FIG.7C illustrates a structure where the first terminal of the 

transistor 102 is connected to the wiring 113 in the semicon 
ductor device in FIG. 1A. An H-level signal can be supplied to 
the first terminal of the transistor 102. Thus, a reverse bias can 
be applied to the transistor 102, so that deterioration of the 
transistor 102 can be suppressed. 

FIG. 7D illustrates a structure where the first terminal of 
the transistor 103 and the first terminal of the transistor 105 
are connected to the wiring 114 in the semiconductor device 
in FIG. 1A. An H-level signal can be supplied to the first 
terminal of the transistor 103 or the first terminal of the 
transistor 105. Thus, a reverse bias can be applied to the 
transistor 103 or the transistor 105, so that deterioration of the 
transistor 103 or the transistor 105 can be suppressed. 

In the structures illustrated in FIG.1A, FIGS. 6A to 6F, and 
FIGS. 7A to 7D, terminals or electrodes of the transistors do 
not need to be connected to the same wiring. For example, the 
first terminal of the transistor 101 and the first terminal of the 
transistor 104 can be connected to different wirings. Alterna 
tively, the gate of the transistor 103 and the gate of the tran 
sistor 105 can be connected to different wirings. Alterna 
tively, the first terminal of the transistor 102, the first terminal 
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of the transistor 103, and the first terminal of the transistor 
105 can be connected to different wirings. In order to realize 
Such a structure, one wiring can be divided into a plurality of 
wirings. 

FIG. 7E illustrates a structure where the wiring 112 is 
divided into a plurality of wirings 112A and 112B, the wiring 
113 is divided into a plurality of wirings 113A and 113B, and 
the wiring 115 is divided into a plurality of wirings 115A to 
115C in the semiconductor device in FIG. 1A. The first ter 
minal of the transistor 101 is connected to the wiring 112A; 
the first terminal of the transistor 104 is connected to the 
wiring 112B; and the gate of the transistor 104 is connected to 
the wiring 112B. Alternatively, the gate of the transistor 103 
is connected to the wiring 113A, and the gate of the transistor 
105 is connected to the wiring 113B. Alternatively, the first 
terminal of the transistor 102 is connected to the wiring 115A; 
the first terminal of the transistor 103 is connected to the 
wiring 115B; and the first terminal of the transistor 105 is 
connected to the wiring 115C. 

Note that the wirings 112A and 112B can have functions 
which are similar to that of the wiring 112. The wirings 113A 
and 113B can have functions which are similar to that of the 
wiring 113. The wirings 115A to 115C can have functions 
which are similar to that of the wiring 115. Therefore, the 
signal IN1 can be input to the wirings 112A and 112B. The 
signal IN2 can be input to the wirings 113A and 113B. The 
voltage V can be supplied to the wirings 115A to 115C. For 
example, different Voltages or signals can be supplied to the 
wirings 112A and 112B. Different voltages or signals can be 
supplied to the wirings 113A and 113B. Different voltages or 
signals can be supplied to the wirings 115A to 115C. 

In the structures illustrated in FIG.1A, FIGS. 6A to 6F, and 
FIGS. 7A to 7E, a transistor 105A and/or a transistor 103A 
can be additionally provided. 

FIG. 8A illustrates a structure where the transistor 105A is 
additionally provided in the semiconductor device in FIG. 
1A. The transistor 105A can correspond to the transistor 105 
and can have a similar function. A first terminal of the tran 
sistor 105A is connected to the wiring 112. A second terminal 
of the transistor 105A is connected to the node 11. A gate of 
the transistor 105A is connected to the wiring 113. For 
example, as in FIGS. 6B and 6C, the gate of the transistor 
105A can be connected to the node 11 or the wiring 116. For 
example, as in FIGS. 6C and 6D, the gate of the transistor 
105A can be connected to a wiring which is different from the 
wiring 113 (e.g., the node 11, the wiring 116, or the wiring 
111). 
FIG.8B illustrates a structure where the transistor 103A is 

additionally provided in the semiconductor device in FIG. 
1A. The transistor 103A can correspond to the transistor 103 
and can have a similar function. A first terminal of the tran 
sistor 103A is connected to the wiring 112. A second terminal 
of the transistor 103A is connected to the wiring 111. A gate 
of the transistor 103A is connected to the wiring 113. For 
example, as in FIGS. 6E and 6F, the gate of the transistor 
103A can be connected to a wiring which is different from the 
wiring 113 (e.g., the wiring 111, the wiring 116, or the node 
11). 

In the structures illustrated in FIG. 1A, FIGS. 6A to 6F, 
FIGS. 7A to 7E, and FIGS. 8A and 8B, a transistor 106 can be 
additionally provided. 

FIG. 8C illustrates a structure where the transistor 106 is 
additionally provided in the semiconductor device in FIG. 
1A. The transistor 106 is an n-channel transistor. However, 
this embodiment is not limited to this, and the transistor 106 
can be a p-channel transistor. A first terminal of the transistor 
106 is connected to the wiring 115. A second terminal of the 
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transistor 106 is connected to the node 11. A gate of the 
transistor 106 is connected to the wiring 114. 
The function of the transistor 106 is described. The tran 

sistor 106 has a function of controlling conduction between 
the wiring 115 and the node 11. Alternatively, the transistor 
106 has a function of controlling timing of Supplying the 
potential of the wiring 115 to the node 11. Alternatively, the 
transistor 106 has a function of controlling timing of Supply 
ing a signal or Voltage which is to be input to the wiring 115 
to the node 11 when the signal or Voltage is input to the wiring 
115. Alternatively, the transistor 106 has a function of con 
trolling timing of Supplying an L-level signal or the Voltage 
V to the node 11. Alternatively, the transistor 106 has a 
function of controlling timing of lowering the potential of the 
node 11. As described above, the transistor 106 can function 
as a switch. Note that the transistor 106 does not need to have 
all the above functions. The transistor 106 can be controlled 
by the potential of the wiring 114 (the signal IN3). 
The operation of the semiconductor device in FIG. 8C is 

described. In first operation, third operation, fifth operation, 
and seventh operation, the signal IN3 is set at an H level, so 
that the transistor 106 is turned on. Then, the wiring 115 and 
the node 11 are brought into conduction, so that the potential 
of the wiring 115 (e.g., the voltage V) is supplied to the node 
11. Thus, the potential of the node 11 can be fixed at a certain 
potential, so that a noise-resistant semiconductor device can 
be obtained. Alternatively, the potential of the node 11 can be 
further lowered, so that the transistor 101 is likely to be turned 
off. Alternatively, the channel width of the transistor 105 can 
be made Small, so that a layout area can be decreased. In 
contrast, in second operation, fourth operation, sixth opera 
tion, and eighth operation, the signal IN3 is set at an L level, 
so that the transistor 106 is turned off. Therefore, the length of 
time during which the transistor 106 is on can be decreased, so 
that deterioration of the transistor 106 can be suppressed. 

In the structures illustrated in FIG. 1A, FIGS. 6A to 6F, 
FIGS. 7A to 7E, and FIGS. 8A to 8C, the transistor 103 and/or 
the transistor 105 can be eliminated. 

FIG. 8D illustrates a structure where the transistor 103 is 
eliminated from the semiconductor device in FIG. 1A. Even 
in the case where the transistor 103 is eliminated, for 
example, by delaying timing of turning off the transistor 101 
as compared to timing of setting the signal IN1 at an L level 
from an H level, the potential of the wiring 112 (e.g., the 
signal IN1 at an L level) can be supplied to the wiring 111. 
Thus, the potential of the wiring 111 can be V. In this 
manner, by elimination of the transistor 103, the number of 
transistors can be reduced. 

Note that in order to delay timing of turning off the tran 
sistor 101 as compared to timing of setting the signal IN1 at an 
L level from an Hlevel, the channel width of the transistor 105 
can be smaller than the channel width of the transistor 101. 
Alternatively, the area of the channel (e.g., LxW) of the 
transistor 101 can be the largest in the transistors included in 
the circuit 100. 

FIG. 8E illustrates a structure where the transistor 105 is 
eliminated from the semiconductor device in FIG. 1A. By 
elimination of the transistor 105, the number of transistors 
can be reduced. 

In the structures illustrated in FIG. 1A, FIGS. 6A to 6F, 
FIGS. 7A to 7E, and FIGS. 8A to 8E, a capacitor 107 can be 
connected between the gate and the second terminal of the 
transistor 101. A MOS capacitor can be used as the capacitor, 
for example. 

FIG. 8F illustrates a structure where the capacitor 107 is 
connected between the gate and the second terminal of the 
transistor 101 in the semiconductor device in FIG. 1A. The 
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potential of the node 11 is likely to rise in bootstrap operation. 
Thus, V of the transistor 101 can be increased. Accordingly, 
the channel width of the transistor 101 can be made small. 
Alternatively, the fall time or rise time of the signal OUT can 
be shortened. 

Note that the material of one of electrodes of the capacitor 
107 is preferably a material which is similar to that of a gate 
of a transistor. Alternatively, the material of the other of the 
electrodes of the capacitor 107 is preferably a material which 
is similar to that of a source or a drain of the transistor. In this 
manner, a layout area can be decreased. Alternatively, a 
capacitance value can be increased. 

Note that an area where the one of the electrodes of the 
capacitor 107 overlaps with the other of the electrodes of the 
capacitor 107 is preferably smaller than an area where a 
material used for the gate and a semiconductor layer in the 
transistor 101 overlap with each other. 

In the structures illustrated in FIG. 1A, FIGS. 6A to 6F, 
FIGS. 7A to 7E, and FIGS. 8A to 8F, a circuit 120 can be 
additionally provided in the circuit 100. 

FIG. 9A illustrates a structure where the circuit 120 is 
additionally provided in the semiconductor device in FIG. 
1A. The circuit 120 is connected between the wiring 113 and 
a portion where the gate of the transistor 103 and the gate of 
the transistor 105 are connected to each other. The circuit 120 
has a function of delaying the signal IN2 which is to be input 
to the wiring 113. Thus, for example, timing of when the 
potential of the gate of the transistor 105 rises is delayed as 
compared to timing of when the signal IN2 is set at an H level 
from an L level. In other words, timing of when the transistor 
105 is turned on or timing of when the potential of the node 11 
is lowered is delayed as compared to the timing of when the 
signal IN2 is set at an H level from an L level. Therefore, for 
example, timing of turning off the transistor 101 can be 
delayed as compared to timing of setting the signal IN1 at an 
L level from an H level. Accordingly, the signal IN1 at an L 
level can be supplied to the wiring 111, so that the fall time of 
the signal OUT can be shortened. For example, as illustrated 
in FIG.9B, the gate of the transistor 103 can be connected to 
the wiring 113 without the circuit 120, and the gate of the 
transistor 105 can be connected to the wiring 113 through the 
circuit 120. This is because the voltage V can be quickly 
supplied to the wiring 111 when the transistor 103 is quickly 
turned on, so that the fall time of the signal OUT can be 
shortened. As another example, the gate of the transistor 105 
can be connected to the wiring 111 through the circuit 120. In 
this case, the gate of the transistor 103 can be connected to 
either the gate of the transistor 105 or the wiring 113. 

Note that any circuit can be used as the circuit 120 as long 
as it includes at least a capacitance component and a resis 
tance component. For example, as the circuit 120, a resistor, 
a capacitor, a transistor, a diode, an element in which these 
elements are combined with each other, or a variety of differ 
ent elements can be used. FIGS. 9C and 9D each illustrate a 
structure where the circuit 120 includes a resistor 121 and a 
capacitor 122. As another example, as the circuit 120, a buffer 
circuit, an inverter circuit, a NAND circuit, a NOR circuit, a 
level shifter circuit, a circuit in which these circuits are com 
bined with each other, or a variety of different circuits can be 
used. FIG. 9E illustrates a structure where the circuit 120 
includes a buffer circuit 123. FIG. 9F illustrates a structure 
where the circuit 120 includes an inverter circuit 124. 

Note that the capacitance component can be parasitic 
capacitance and the resistance component can be parasitic 
resistance. In other words, as the circuit 120, a wiring, a 
contact of the material of a layer and the material of a different 
layer, an FPC pad, or the like can be used. Therefore, for 
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example, the wiring resistance of the wiring 113 is preferably 
higher than the wiring resistance of the wiring 112. In order to 
realize this, the minimum width of the wiring 113 is prefer 
ably smaller than the minimum width of the wiring 112. 
Alternatively, the wiring 113 can contain a larger amount of 
the highest-resistant conductive material (e.g., a material 
including the material of a pixel electrode) than the wiring 
112. Alternatively, for example, when a certain material is 
used for both the wiring 113 and the wiring 112, the minimum 
thickness of the material included in the wiring 113 can be 
smaller than the minimum thickness of the material included 
in the wiring 112. 

Note that for the buffer circuit 123, a structure illustrated in 
FIG.9G can be used. The buffer circuit includes a transistor 
125, a transistor 126, a transistor 127, and a transistor 128. A 
first terminal of the transistor 125 is connected to a wiring 
129. A second terminal of the transistor 125 is connected to 
the gate of the transistor 103. A gate of the transistor 125 is 
connected to the wiring 113. A first terminal of the transistor 
126 is connected to a wiring 130. A second terminal of the 
transistor 126 is connected to the gate of the transistor 103. A 
first terminal of the transistor 127 is connected to the wiring 
129. A second terminal of the transistor 127 is connected to a 
gate of the transistor 126. A gate of the transistor 127 is 
connected to the wiring 129. A first terminal of the transistor 
128 is connected to the wiring 130. A second terminal of the 
transistor 128 is connected to the gate of the transistor 126. A 
gate of the transistor 128 is connected to the wiring 113. Note 
that high Voltage such as the Voltage V is often supplied to the 
wiring 129, and negative voltage such as the Voltage V is 
supplied to the wiring 130. 
Note that for the inverter circuit 124, a structure illustrated 

in FIG. 9H can be used. The inverter circuit includes a tran 
sistor 131, a transistor 132, a transistor 133, and a transistor 
134. A first terminal of the transistor 131 is connected to the 
wiring 129. A second terminal of the transistor 131 is con 
nected to the gate of the transistor 103. A first terminal of the 
transistor 132 is connected to the wiring 130. A second ter 
minal of the transistor 132 is connected to the gate of the 
transistor 103. A gate of the transistor 132 is connected to the 
wiring 113. A first terminal of the transistor 133 is connected 
to the wiring 129. A second terminal of the transistor 133 is 
connected to a gate of the transistor 131. A gate of the tran 
sistor 133 is connected to the wiring 129. A first terminal of 
the transistor 134 is connected to the wiring 130. A second 
terminal of the transistor 134 is connected to the gate of the 
transistor 131. A gate of the transistor 134 is connected to the 
wiring 113. 

In the structures illustrated in FIG. 1A, FIGS. 6A to 6F, 
FIGS. 7A to 7E, FIGS. 8A to 8F, and FIGS. 9A and 9B, the 
transistors can be replaced with diodes. For example, the 
transistors can be diode-connected. 

FIG. 11A illustrates a structure where the transistors are 
replaced with diodes in the semiconductor device in FIG. 1A. 
The transistor 101 can be replaced with a diode 101d. One of 
electrodes (e.g., an input terminal) of the diode 101d is con 
nected to the node 11, and the other of the electrodes (e.g., an 
output terminal) of the diode 101d is connected to the wiring 
111. The transistor 102 can be replaced with a diode 102d. 
One of electrodes (e.g., an input terminal) of the diode 102d 
is connected to the wiring 111, and the other of the electrodes 
(e.g., an output terminal) of the diode 102d is connected to the 
wiring 114. The transistor 103 can be replaced with a diode 
103d. One of electrodes (e.g., an input terminal) of the diode 
103d is connected to the wiring 111, and the other of the 
electrodes (e.g., an output terminal) of the diode 103d is 
connected to the wiring 113. The transistor 104 can be 
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replaced with a diode 104d. One of electrodes (e.g., an input 
terminal) of the diode 104d is connected to the wiring 112, 
and the other of the electrodes (e.g., an output terminal) of the 
diode 104d is connected to the node 11. The transistor 105 can 
be replaced with a diode 105d. One of electrodes (e.g., an 
input terminal) of the diode 105d is connected to the node 11, 
and the other of the electrodes (e.g., an output terminal) of the 
diode 105d is connected to the wiring 113. In this manner, the 
number of signals or power sources can be reduced. That is, 
the number of wirings can be reduced. Therefore, the number 
of connections between a substrate over which the circuit 100 
is formed and a substrate for Supplying signals to the Substrate 
can be reduced, so that improvement in reliability, improve 
ment in yield, reduction in manufacturing cost, or the like can 
be achieved. Some of the plurality of transistors (e.g., the 
transistors 101 to 105) included in the circuit 100 can be 
replaced with diodes. 

FIG. 11B illustrates a structure where the transistors are 
diode-connected in the semiconductor device in FIG. 1A. The 
first terminal of the transistor 101 can be connected to the 
node 11. The first terminal of the transistor 102 can be con 
nected to the wiring 114, and the gate of the transistor 102 can 
be connected to the wiring 111. The first terminal of the 
transistor 103 can be connected to the wiring 113, and the gate 
of the transistor 103 can be connected to the wiring 111. The 
first terminal of the transistor 105 can be connected to the 
wiring 113, and the gate of the transistor 105 can be connected 
to the node 11. In this manner, the number of signals or power 
Sources can be reduced. That is, the number of wirings can be 
reduced. Therefore, the number of connections between the 
substrate over which the circuit 100 is formed and the sub 
strate for supplying signals to the substrate can be reduced, so 
that improvement in reliability, improvement in yield, reduc 
tion in manufacturing cost, or the like can be achieved. Some 
of the plurality of transistors (e.g., the transistors 101 to 105) 
included in the circuit 100 can be diode-connected. 

In the structures illustrated in FIG. 1A, FIGS. 6A to 6F, 
FIGS. 7A to 7E, FIGS. 8A to 8F, FIGS. 9A and 9B, and FIGS. 
11A and 11B, the transistors can be replaced with capacitors. 
For example, the capacitors can be additionally provided 
without elimination of the transistors. 

FIG. 11C illustrates a structure where the transistor 104 is 
replaced with a capacitor 104A connected between the wiring 
112 and the node 11 in the semiconductor device in FIG. 1A. 
The capacitor 104A can control the potential of the node 11 in 
accordance with the potential of the wiring 112 by capacitive 
coupling. In this manner, by replacement of the transistor 104 
with the capacitor 104A, the amount of stationary current can 
be reduced, so that power consumption can be reduced. 

FIG.11D illustrates a structure where the capacitor 104A is 
additionally provided in the semiconductor device in FIG. 
1A. Changes in the potential of the node 11 can be steep, so 
that power consumption can be reduced. 

FIG. 11E illustrates a structure where the transistor 102, 
the transistor 103, and the transistor 105 are replaced with a 
capacitor 102A connected between the wiring 114 and the 
wiring 111, a capacitor 103B connected between the wiring 
113 and the wiring 111, and a capacitor 105B connected 
between the wiring 113 and the node 11, respectively, in the 
semiconductor device in FIG. 1A. 

In the structures illustrated in FIG. 1A, FIGS. 6A to 6F, 
FIGS. 7A to 7E, FIGS. 8A to 8F, FIGS. 9A and 9B, and FIGS. 
11A to 11F, the transistors can be replaced with resistors. 

FIG. 11F illustrates a structure where the transistor 104 is 
replaced with a resistor 104R in the semiconductor device in 
FIG. 1A. The resistor 104R is connected between the wiring 
112 and the node 11. 
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In the structures illustrated in FIG. 1A, FIGS. 6A to 6F, 

FIGS. 7A to 7E, FIGS. 8A to 8F, FIGS. 9A and 9B, and FIGS. 
11A to 11F, a transistor 108 can be additionally provided. 

FIG. 46A illustrates a structure where the transistor 108 is 
additionally provided in the semiconductor device in FIG. 
1A. The transistor 108 is an n-channel transistor. However, 
this embodiment is not limited to this, and the transistor 108 
can be a p-channel transistor. A first terminal of the transistor 
108 is connected to the wiring 111. A second terminal of the 
transistor 108 is connected to the node 11. A gate of the 
transistor 108 is connected to the wiring 112. 
The operation of the semiconductor device in FIG. 46A is 

described. In first operation, second operation, and third 
operation, the signal IN3 is set at an H level, so that the 
transistor 108 is turned on. Then, the wiring 111 and the node 
11 are brought into conduction, so that the potential of the 
wiring 111 is supplied to the node 11. Alternatively, the poten 
tial of the node 11 is supplied to the wiring 111. Note that in 
fourth operation, although the signal IN3 is set at an H level, 
the potential of the node 11 and the potential of the wiring 111 
become an H level; thus, the transistor 108 is turned off. 
However, the transistor 108 is on until the potential of the 
wiring 111 becomes an H level. Thus, the potential of the 
node 11 is lowered. Then, V of the transistor 101 is lowered, 
so that dielectric breakdown, deterioration, or the like of the 
transistor 101 can be prevented. In contrast, in fifth operation, 
sixth operation, seventh operation, and eighth operation, the 
signal IN1 is set at an L level, so that the transistor 108 is 
turned off. Thus, the node 11 and the wiring 111 are brought 
out of conduction. 

In the structures illustrated in FIG. 1A, FIGS. 6A to 6F, 
FIGS. 7A to 7E, FIGS. 8A to 8F, FIGS. 9A and 9B, FIGS. 
11A to 11F, and FIG. 46A, a signal which is different from the 
signal OUT can be generated. For that purpose, a transistor 
109 can be additionally provided in these semiconductor 
devices. 

FIG. 46B illustrates a structure where the transistor 109 is 
additionally provided in the semiconductor device in FIG. 
1A. The polarity of the transistor 109 is the same as that of the 
transistor 101. Further, the transistor 109 can have the same 
function as the transistor 101. A first terminal of the transistor 
109 is connected to the wiring 112. A second terminal of the 
transistor 109 is connected to a wiring 117. A gate of the 
transistor 109 is connected to the node 11. 

Here, the structures illustrated in FIG. 1A, FIGS. 6A to 6F, 
FIGS. 7A to 7E, FIGS. 8A to 8F, FIGS. 9A and 9B, FIGS. 
11A to 11F, and FIGS. 46A and 46B can be combined with 
each other as appropriate. 

FIG. 12A illustrates a structure where the structure illus 
trated in FIG. 6B is combined with the structure illustrated in 
FIG. 6E. The first terminal of the transistor 103 is connected 
to the wiring 112. The second terminal of the transistor 103 is 
connected to the wiring 111. The gate of the transistor 103 is 
connected to the wiring 111. The first terminal of the transis 
tor 105 is connected to the wiring 112. The second terminal of 
the transistor 105 is connected to the node 11. The gate of the 
transistor 105 is connected to the node 11. In this manner, the 
signal IN2 and the wiring 113 can be eliminated, so that the 
number of signals and the number of wirings can be reduced. 
Therefore, reduction in the number of connections between 
the substrate over which the circuit 100 is formed and a 
different substrate, improvement in reliability, reduction in 
manufacturing cost, and/or reduction in power consumption 
can be achieved, for example. 

FIG. 12B illustrates a structure where the structure illus 
trated in FIG. 7A is combined with the structure illustrated in 
FIG. 8E. The transistor 105 is eliminated. The first terminal of 
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the transistor 104 is connected to the wiring 112. The second 
terminal of the transistor 104 is connected to the node 11. The 
gate of the transistor 104 is connected to the wiring 116. In 
this manner, the number of transistors can be reduced, so that 
a layout area can be decreased. Further, the potential of the 5 
node 11 can be fixed at an L level, so that a noise-resistant 
circuit can be obtained. 

FIG. 12C illustrates a structure where the structure illus 
trated in FIG. 7D is combined with the structure illustrated in 
FIG.11C. The first terminal of the transistor 103 is connected 
to the wiring 114. The first terminal of the transistor 105 is 
connected to the wiring 114. The transistor 104 is replaced 
with the capacitor 104A connected between the wiring 112 
and the node 11. 
As described above, this embodiment is not limited to the 

structure illustrated in FIG. 1A, and a variety of different 
structures can be used. 

In the structures illustrated in FIG. 1A, FIGS. 6A to 6F, 
FIGS. 7A to 7E, FIGS. 8A to 8F, FIGS. 9A and 9B, FIGS. 20 
11A to 11F, FIGS. 12A to 12C, and FIGS. 46A and 46B, 
p-channel transistors can be used as the transistors. Only 
Some of the plurality of transistors included in the semicon 
ductor devices can be p-channel transistors. That is, a CMOS 
circuit can be employed in the semiconductor device of this 25 
embodiment. 

FIG. 13A illustrates a structure where p-channel transistors 
are used as the transistors in the semiconductor device in FIG. 
1A. Transistors 101p to 105p are p-channel transistors having 
functions which are similar to those of the transistors 101 to 30 
105. In such a case, the voltage V is supplied to the wiring 
115. 

In the semiconductor device in FIG. 13A, as illustrated in 
FIG. 13B, the circuit 100 can function as a logic circuit 
including a NAND. Specifically, the circuit 100 functions as 35 
a logic circuit where a three-input NAND is combined with 
two NOTs. The signal IN1 can be input to a first input terminal 
of the NAND. A signal obtained by inversion of the signal IN2 
with a first NOT can be input to a second input terminal of the 
NAND. A signal obtained by inversion of the signal IN3 with 40 
a second NOT can be input to a third input terminal of the 
NAND. The signal OUT can be output from an output of the 
NAND. In other words, the circuit 100 has a function of 
realizing a logical expression illustrated in FIG. 13C or a 
function of realizing a truth table obtained with the logical 45 
expression. Therefore, the signal OUT is set at an L level 
when the signal IN1 is set at an Lleveland the signals IN2 and 
IN3 are set at an H level, and the signal OUT is set at an H 
level when other input signals are input. FIG.13D illustrates 
a truth table when the signals IN1 to IN3 are digital signals. 50 

FIG. 12D illustrates a structure where p-channel transistors 
are used as some of the transistors in the semiconductor 
device in FIG. 1A. A gate of the transistor 104p is connected 
to the node 11. 
(Embodiment 2) 55 

In this embodiment, a semiconductor device obtained by 
addition of an element, a circuit, or the like to the semicon 
ductor device in Embodiment 1 is described. 

First, a structure where a transistor 201 (a sixth transistor) 
is additionally provided in the semiconductor device in 60 
Embodiment 1 is described. FIG. 14A illustrates a structure 
where the transistor 201 is additionally provided in the semi 
conductor device in FIG. 1A. 
The transistor 201 is an n-channel transistor. However, this 

embodiment is not limited to this, and the transistor 201 can 65 
be a p-channel transistor. A first terminal of the transistor 201 
is connected to the wiring 115. A second terminal of the 
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transistor 201 is connected to a wiring 211 (a sixth wiring). A 
gate of the transistor 201 is connected to the wiring 111. 

Note that a gate of the transistor 201 is denoted by a node 
12. Since the node 12 corresponds to the wiring 111 described 
in Embodiment 1, description “the wiring 111 can be 
replaced with description “the node 12. Therefore, descrip 
tion “the potential of the wiring 111 (a potential of the signal 
OUT) can be replaced with description “a potential of the 
node 12. 
The function of the transistor 201 is described. The tran 

sistor 201 has a function of controlling conduction between 
the wiring 115 and the wiring 211. Alternatively, the transis 
tor 201 has a function of controlling timing of Supplying the 
potential of the wiring 115 to the wiring 211. Alternatively, 
the transistor 201 has a function of controlling timing of 
Supplying a signal or Voltage which is to be input to the wiring 
115 to the wiring 211 when the signal or voltage is input to the 
wiring 115. Alternatively, the transistor 201 has a function of 
controlling timing of Supplying an L-level signal or the Volt 
age V to the wiring 211. Alternatively, the transistor 201 has 
a function of controlling timing of lowering a potential of the 
wing 211. As described above, the transistor 201 can function 
as a switch. Note that the transistor 201 does not need to have 
all the above functions. The transistor 201 can be controlled 
by an output signal of the circuit 100. 

Next, the operation of the semiconductor device in FIG. 
14A is described with reference to FIG. 15A. FIG. 15A illus 
trates a timing chart of a semiconductor device of this 
embodiment. 

Note that a period A and a period B are provided in the 
timing chart in FIG. 15A. In addition, the period A and the 
period Balternately appear in the timing chart in FIG. 15A. A 
plurality of the periods A and a plurality of the periods B can 
alternately appear in the timing chart in FIG. 15A. Alterna 
tively, in the timing chart in FIG. 15A, a period other than the 
period A and the period B can be provided or one of the period 
A and the period B can be omitted. 

Note that the lengths of the period A and the period B are 
approximately the same. Alternatively, for example, when a 
clock signal is input to the semiconductor device of this 
embodiment, each of the lengths of the period A and the 
period B is approximately the same as the length of the half 
cycle of the clock signal. Alternatively, for example, when the 
semiconductor device of this embodiment is used for a gate 
driver, each of the lengths of the period A and the period B is 
approximately the same as the length of one gate selection 
period. 

First, the operation of the semiconductor device in the 
period A is described with reference to a schematic view in 
FIG. 14B. In the period A, the signal IN1 is set at an H level, 
the signal IN2 is set at an L level, and the signal IN3 is set at 
anL level. Thus, the circuit 100 can perform the fourth opera 
tion in FIG.3A, so that the potential of the node 12 (the signal 
OUT) is set at an H level. Accordingly, the transistor 201 is 
turned on, so that the wiring 115 and the wiring 211 are 
brought into conduction. Then, the potential of the wiring 115 
(e.g., the Voltage V) is Supplied to the wiring 211, so that the 
potential of the wiring 211 (a signal GOUT) becomes an L 
level. 

Next, the operation of the semiconductor device in the 
period B is described with reference to a schematic view in 
FIG. 14C. In the period B, the signal IN1 is set at an L level, 
the signal IN2 is set at an H level, and the signal IN3 is set at 
an L level. Thus, the circuit 100 can perform the sixth opera 
tion in FIG. 3C, so that the potential of the node 12 (the signal 
OUT) is set at an L level. Accordingly, the transistor 201 is 
turned off, so that the wiring 115 and the wiring 211 are 
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brought out of conduction. Thus, the wiring 211 is made to be 
in a floating state, so that the potential of the wiring 211 is kept 
at approximately V. 
As described above, the transistor 201 is turned on in the 

period A and is turned off in the period B. Thus, a period 
during which the transistor 201 is on can be shortened. 
Accordingly, deterioration of the transistor can be Sup 
pressed. Further, in the period A and the period B, the tran 
sistors 101, 102, 103,104,105, and 201 are not continuously 
on; thus, the length of time during which the transistors 101, 
102, 103,104,105, and 201 are on or the number of times the 
transistors 101,102,103,104,105, and 201 are turned on can 
be reduced. 

Next, the functions and features of the signals IN1 to IN3 
are described. 
The level of the signal IN1 is changed between an H level 

and an L level every period. Thus, the signal IN1 can function 
as a clock signal. The wiring 112 can function as a clock 
signal line (a clock line or a clock Supply line). 
The level of the signal IN2 is changed between an H level 

and an L level every period. The signal IN2 is a signal 
obtained by inversion of the signal IN1 or a signal which is 
180° out of phase from the signal IN1. Thus, the signal IN2 
can function as an inverted clock signal. The wiring 113 can 
function as a clock signal line. 
When each of the signal IN1 and the signal IN2 functions 

as a clock signal, each of the signal IN1 and the signal IN2 can 
be either a balanced signal as illustrated in FIG. 15A or an 
unbalanced signal. The balanced signal is a signal whose 
period during which the signal is at an H level and whose 
period during which the signal is at an L level in one cycle 
have approximately the same length. Theunbalanced signal is 
a signal whose period during which the signal is at an H level 
and whose period during which the signal is at an L level in 
one cycle have different lengths. Here, the term “different 
include the range other than the range of the term “approxi 
mately the same'. 

FIG. 15B illustrates a timing chart when each of the signal 
IN1 and the signal IN2 is an unbalanced signal in the timing 
chart in FIG. 15A. 

N-phase clock signals can be input to the semiconductor 
device of this embodiment. Alternatively, some of then-phase 
clock signals can be input to the semiconductor device of this 
embodiment. The n-phase clock signals are n pieces of clock 
signals whose cycles are different by 1/n cycle. 
FIG.15C illustrates a timing chart when one of three-phase 

clock signals is used as the signal IN1 and another three-phase 
clock signal is used as the signal IN2. 
As described above, the signals IN1 to IN3 can have a 

variety of waveforms in addition to the waveforms illustrated 
in the timing chart in FIG. 15A. 

Next, the ratio of the channel width of the transistor 201 to 
the channel width of the transistor 101 is described. For 
example, in the case where the wiring 211 functions as a gate 
signal line, the wiring 211 is provided so as to extend over a 
pixel portion and is connected to a pixel in Some cases. That 
is, a large load is connected to the wiring 211. Thus, the 
channel width of the transistor 201 is larger than the channel 
width of each of the transistors included in the circuit 100. In 
such a case, the channel width of the transistor 201 is prefer 
ably ten times or less the channel width of the transistor 101. 
More preferably, the channel width of the transistor 201 is five 
times or less the channel width of the transistor 101. Further 
preferably, the channel width of the transistor 201 is three 
times or less the channel width of the transistor 101. 
As described above, the ratio of the channel widths of the 

transistors is preferably set to an appropriate ratio. Note that 
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considering the ratio of the channel widths of the transistors, 
the channel width of the transistor 201 is preferably 1000 to 
5000 um. More preferably, the channel width of the transistor 
201 is 1500 to 4000 um. Further preferably, the channel width 
of the transistor 201 is 2000 to 3000 um. 

Next, a semiconductor device with a structure which is 
different from that in FIG. 14A is described. 

In the structure illustrated in FIG. 14A, the structure of the 
circuit 100 is not limited to the structure in FIG. 1A, and the 
variety of structures described in Embodiment 1 can be used. 
The structure of the circuit 100 can be different from the 
structures described in Embodiment 1 as long as a predeter 
mined function can be realized. 
FIG.10A illustrates a structure where the structure in FIG. 

7B is used as the structure of the circuit 100 in FIG. 14A. 
FIG. 10B illustrates a structure where the structure in FIG. 

8D is used as the structure of the circuit 100 in FIG. 14A. 
Generation of noise in the node 12 through the transistor 103 
can be prevented. Accordingly, malfunctions can be pre 
vented. 

FIG. 10C illustrates a structure where the structure in FIG. 
8C is used as the structure of the circuit 100 in FIG. 14A. The 
potential of the node 11 can be further lowered, so that the 
transistor 201 can be prevented from being turned on. 

In the structures illustrated in FIGS. 10A to 10C and FIG. 
14A, a transistor 202 can be additionally provided. 
FIG.16A illustrates a structure where the transistor 202 is 

additionally provided in the semiconductor device in FIG. 
14A. The transistor 202 is an n-channel transistor. However, 
this embodiment is not limited to this, and the transistor 202 
can be a p-channel transistor. A first terminal of the transistor 
202 is connected to the wiring 115. A second terminal of the 
transistor 202 is connected to the wiring 211. A gate of the 
transistor 202 is connected to the wiring 113. The gate of the 
transistor 202 can be connected to a wiring which is different 
from the wiring 113. Alternatively, the first terminal of the 
transistor 202 can be connected to a wiring which is different 
from the wiring 115. 
The function of the transistor 202 is described. The tran 

sistor 202 has a function of controlling conduction between 
the wiring 115 and the wiring 211. Alternatively, the transis 
tor 202 has a function of controlling timing of Supplying the 
potential of the wiring 115 to the wiring 211. Alternatively, 
the transistor 202 has a function of controlling timing of 
Supplying a signal or Voltage which is to be input to the wiring 
115 to the wiring 211 when the signal or voltage is input to the 
wiring 115. Alternatively, the transistor 202 has a function of 
controlling timing of Supplying an L-level signal or the Volt 
age V to the wiring 211. Alternatively, the transistor 202 has 
a function of controlling timing of lowering the potential of 
the wiring 211. As described above, the transistor 202 can 
function as a switch. Note that the transistor 202 does not 
need to have all the above functions. The transistor 202 can be 
controlled by the potential of the wiring 113 (e.g., the signal 
IN2). 
The operation of the semiconductor device in FIG. 16A is 

described. Since the signal IN2 is set at anL level in the period 
A, the transistor 202 is turned off, as illustrated in FIG. 16B. 
Since the signal IN2 is set at an H level in the period B, the 
transistor 202 is turned on, as illustrated in FIG. 16C. Thus, 
the wiring 115 and the wiring 211 are brought into conduction 
also in the period B, so that the potential of the wiring 115 
(e.g., the Voltage V) is supplied to the wiring 211. Therefore, 
noise of the wiring 211 can be reduced. For example, when 
the semiconductor device in FIG. 16A is used for a display 
device and the wiring 211 is connected to a gate of a pixel 
selection transistor, writing of a video signal, which is to be 
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written to a pixel in a different row, to the pixel due to the 
noise of the wiring 211 can be prevented. Alternatively, 
changes in a video signal held in the pixel due to the noise of 
the wiring 211 can be prevented. Accordingly, display quality 
can be improved. 

In the structures illustrated in FIGS. 10A to 10C, FIG. 14A, 
and FIG. 16A, a transistor 203 (a seventh transistor) can be 
additionally provided. 

FIG. 17A illustrates a structure where the transistor 203 is 
additionally provided in the semiconductor device in FIG. 
14A. The transistor 203 is an n-channel transistor. However, 
this embodiment is not limited to this, and the transistor 203 
can be a p-channel transistor. A first terminal of the transistor 
203 is connected to the wiring 112. A second terminal of the 
transistor 203 is connected to the wiring 211. Further, a gate 
of the transistor 203 is denoted by a node 13. Note that the 
gate of the transistor 102 can be connected to the node 13. 
Therefore, a potential of the node 13 (V) can be used as the 
signal IN3. 
The function of the transistor 203 is described. The tran 

sistor 203 has a function of controlling conduction between 
the wiring 112 and the wiring 211. Alternatively, the transis 
tor 203 has a function of controlling timing of Supplying the 
potential of the wiring 112 to the wiring 211. Alternatively, 
the transistor 203 has a function of controlling timing of 
Supplying a signal or Voltage which is to be input to the wiring 
112 to the wiring 211 when the signal or voltage is input to the 
wiring 112. Alternatively, the transistor 203 has a function of 
controlling timing of Supplying an H-level signal or the Volt 
age V to the wiring 211. Alternatively, the transistor 203 has 
a function of controlling timing of supplying an L-level signal 
or the voltage V to the wiring 211. Alternatively, the transis 
tor 203 has a function of controlling timing of raising the 
potential of the wiring 211. Alternatively, the transistor 203 
has a function of controlling timing of lowering the potential 
of the wiring 211. Alternatively, the transistor 203 has a 
function of performing bootstrap operation. Alternatively, the 
transistor 203 has a function of raising the potential of the 
node 13 by bootstrap operation. As described above, the 
transistor 203 functions as a switch or a buffer. Note that the 
transistor 203 does not need to have all the above functions. 
The transistor 203 can be controlled by the potential of the 
node 13, the potential of the wiring 112 (the signal IN1). 
and/or the potential of the wiring 211 (the signal GOUT). 

Next, the operation of the semiconductor device in FIG. 
17A is described with reference to FIG. 17B. FIG. 17B illus 
trates a timing chart of the semiconductor device of this 
embodiment. 

Note that periods A to E are provided in the timing chart in 
FIG. 17B. The periods C, D, and E sequentially appear in the 
timing chart in FIG. 17B. Other than the periods C, D, and E. 
the period A and the period Balternately appear. The periods 
A to E may be provided in different orders. 

First, the operation of the semiconductor device in the 
period A is described with reference to a schematic view in 
FIG. 18A. In the period A, the signal IN1 is set at an H level, 
the signal IN2 is set at an L level, and the potential of the node 
13 (the signal IN3) is set at an L level. Thus, the circuit 100 
can perform the fourth operation in FIG. 3A, so that the 
potential of the node 12 (the signal OUT) is set at an H level. 
Then, the transistor 201 is turned on, so that the wiring 115 
and the wiring 211 are brought into conduction. Thus, the 
potential of the wiring 115 (e.g., the voltage V) is supplied to 
the wiring 211. In this case, the potential of the node 13 
becomes an L level, so that the transistor 203 is turned off. 
Then, the wiring 112 and the wiring 211 are brought out of 
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conduction. Accordingly, the potential of the wiring 115 (e.g., 
the Voltage V) is supplied to the wiring 211, so that the signal 
GOUT is set at an L level. 

Next, the operation of the semiconductor device in the 
period B is described with reference to a schematic view in 
FIG. 18B. In the period B, the signal IN1 is set at an L level, 
the signal IN2 is set at an Hlevel, and the potential of the node 
13 (the signal IN3) is kept at an L level. Thus, the circuit 100 
can perform the sixth operation in FIG. 3C, so that the poten 
tial of the node 12 (the signal OUT) is set at an L level. Then, 
the transistor 201 is turned off, so that the wiring 115 and the 
wiring 211 are brought out of conduction. In this case, the 
potential of the node 13 becomes an L level, so that the 
transistor 203 is turned off. Then, the wiring 112 and the 
wiring 211 are brought out of conduction. Accordingly, the 
wiring 211 is made to be in a floating state, so that the 
potential of the wiring 211 is kept at approximately V. 

Next, the operation of the semiconductor device in the 
period C is described with reference to a schematic view in 
FIG. 19A. In the period C, the signal IN1 is set at an L level, 
the signal IN2 is set at an Hlevel, and the potential of the node 
13 (the signal IN3) is set at an H level. Thus, the circuit 100 
can perform the fifth operation in FIG. 3B, so that the poten 
tial of the node 12 (the signal OUT) is set at an L level. Then, 
the transistor 201 is turned off, so that the wiring 115 and the 
wiring 211 are brought out of conduction. In this case, the 
potential of the node 13 becomes an H level so that the 
transistor 203 is turned on. Then, the wiring 112 and the 
wiring 211 are brought into conduction, so that the potential 
of the wiring 112 (the signal IN1 at an L level) is supplied to 
the wiring 211. Accordingly, the potential of the wiring 112 
(the signal IN1 at an L level) is supplied to the wiring 211, so 
that the signal GOUT is set at an L level. 
The operation of the semiconductor device in the period D 

is described with reference to a schematic view in FIG. 19B. 
In the period D, the signal IN1 is set at an H level, the signal 
IN2 is set at an L level, and the potential of the node 13 (the 
signal IN3) is set at an H level. Thus, the circuit 100 can 
perform the third operation in FIG. 2C, so that the potential of 
the node 12 (the signal OUT) is set at an L level. Then, the 
transistor 201 is turned off, so that the wiring 115 and the 
wiring 211 are brought out of conduction. In this case, the 
potential of the node 13 becomes an H level, so that the 
transistor 203 is turned off. Then, the wiring 112 and the 
wiring 211 are brought into conduction, so that the potential 
of the wiring 112 (the signal IN1 at an H level) is supplied to 
the wiring 211. Accordingly, the potential of the wiring 112 
(the signal IN1 at an H level) is supplied to the wiring 211, so 
that the potential of the wiring 211 starts to rise. In this case, 
the node 13 is in a floating state. Then, the potential of the 
node 13 is raised by capacitive coupling between the gate of 
the transistor 203 and the second terminal of the transistor 
203. Accordingly, the potential of the node 13 becomes 
V+V,203+V. This is so-called bootstrap operation. Thus, 
the potential of the wiring 211 becomes V, so that the signal 
GOUT is set at an H level. 
The operation of the semiconductor device in the period E 

is described with reference to a schematic view in FIG. 19C. 
In the period E, the signal IN1 is set at an L level, the signal 
IN2 is set at an H level, and the potential of the node 13 (the 
signal IN3) is set at an L level. Thus, the circuit 100 can 
perform the sixth operation in FIG.3C, so that the potential of 
the node 12 (the signal OUT) is set at an L level. Then, the 
transistor 201 is turned off, so that the wiring 115 and the 
wiring 211 are brought out of conduction. In this case, the 
potential of the node 13 becomes an L level. Then, the tran 
sistor 203 is turned off, so that the wiring 112 and the wiring 
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211 are brought out of conduction. Note that timing of when 
the signal IN1 is set at an Llevel from an H level can be faster 
than timing of when the potential of the node 13 is changed 
from an H level to an L level. In this case, when the transistor 
203 is on, that is, the wiring 112 and the wiring 211 are 
conducting, the signal IN1 is set at anL level. Thus, the signal 
IN1 at an L level is supplied to the wiring 211, so that the 
signal GOUT is set at an L level. 

Note that in the structures illustrated in FIGS. 10A to 10C, 
FIG. 14A, FIG.16A, and FIG. 17A, the gate of the transistor 
203 can be connected to the node 12. The gate of the transistor 
201 can be connected to the node 13 (FIG. 47A). 

Note that in the structures illustrated in FIGS. 10A to 10C, 
FIG. 14A, FIG.16A, FIG. 17A, and FIG. 47A, the circuit 100 
and other transistors can be connected to different wirings. 
For example, as illustrated in FIG. 47B, the first terminal of 
the transistor 203 can be connected to a wiring which is 
different from the wiring 112 (e.g., the wiring 112A). The first 
terminal of the transistor 201 can be connected to a wiring 
which is different from the wiring 115 (e.g., the wiring 115A). 

In the structures illustrated in FIGS. 10A to 10C, FIG. 14A, 
FIG.16A, FIG. 17A, and FIGS. 47A and 47B, a transistor 204 
can be additionally provided. 

FIG. 20A illustrates a structure where the transistor 204 is 
additionally provided in the semiconductor device in FIG. 
17A. The transistor 204 is an n-channel transistor. However, 
this embodiment is not limited to this, and the transistor 204 
can be a p-channel transistor. A first terminal of the transistor 
204 is connected to the wiring 115. A second terminal of the 
transistor 204 is connected to the node 13. A gate of the 
transistor 204 is connected to the node 12. 

The function of the transistor 204 is described. The tran 
sistor 204 has a function of controlling conduction between 
the wiring 115 and the node 13. Alternatively, the transistor 
204 has a function of controlling timing of Supplying the 
potential of the wiring 115 to the node 13. Alternatively, the 
transistor 204 has a function of controlling timing of Supply 
ing a signal or Voltage which is to be input to the wiring 115 
to the node 13 when the signal or Voltage is input to the wiring 
115. Alternatively, the transistor 204 has a function of con 
trolling timing of Supplying an L-level signal or the Voltage 
V to the node 13. Alternatively, the transistor 204 has a 
function of controlling timing of lowering the potential of the 
node 13. As described above, the transistor 204 can function 
as a switch. Note that the transistor 204 does not need to have 
all the above functions. The transistor 204 can be controlled 
by the potential of the node 12 (e.g., the signal OUT). 

The operation of the semiconductor device in FIG. 20A is 
described. In a period A, an H-level signal is output from the 
circuit 100 as illustrated in FIG.20B, so that the transistor 204 
is turned on. Then, the wiring 115 and the node 13 are brought 
into conduction, so that the potential of the wiring 115 (e.g., 
the voltage V) is supplied to the node 13. In periods B to E. 
an L-level signal is output from the circuit 100, so that the 
transistor 204 is turned off. Thus, the wiring 115 and the node 
13 are brought out of conduction. Note that FIG.20C illus 
trates a schematic view of the semiconductor device in FIG. 
20A in the period B. 

In the structures illustrated in FIGS. 10A to 10C, FIG. 14A, 
FIG. 16A, FIG. 17A, FIG. 20A, and FIGS. 47A and 47B, a 
transistor 205 can be additionally provided. 

FIG. 21A illustrates a structure where the transistor 205 is 
additionally provided in the semiconductor device in FIG. 
17A. The transistor 205 is an n-channel transistor. However, 
this embodiment is not limited to this, and the transistor 205 
can be a p-channel transistor. A first terminal of the transistor 
205 is connected to a wiring 212. A second terminal of the 
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transistor 205 is connected to the node 13. A gate of the 
transistor 205 is connected to the wiring 212. 
A signal which is input to the wiring 212 and the function 

of the wiring 212 are described. A signal IN4 is input to the 
wiring 212. The signal IN4 can function as a start pulse. Thus, 
the wiring 212 can function as a signal line. Constant Voltage 
can be supplied to the wiring 212. Thus, the wiring 212 can 
function as a power Supply line. 

Note that when a plurality of semiconductor devices are 
connected, the wiring 212 is connected to the wiring 211 
provided in a different semiconductor device (e.g., a semi 
conductor device in the preceding stage). Thus, the wiring 
212 can function as a gate signal line, a scan line, a selection 
line, a capacitor line, or a power Supply line. Further, the 
signal IN4 can function as a gate signal or a scan signal. 
The function of the transistor 205 is described. The tran 

sistor 205 has a function of controlling conduction between 
the wiring 212 and the node 13. Alternatively, the transistor 
205 has a function of controlling timing of supplying a poten 
tial of the wiring 212 to the node 13. Alternatively, the tran 
sistor 205 has a function of controlling timing of Supplying a 
signal or Voltage which is to be input to the wiring 212 to the 
node 13 when the signal or Voltage is input to the wiring 212. 
Alternatively, the transistor 205 has a function of controlling 
timing of supplying an H-level signal or the Voltage V to the 
node 13. Alternatively, the transistor 205 has a function of 
stopping the Supply of a signal or Voltage to the node 13. 
Alternatively, the transistor 205 has a function of controlling 
timing of raising the potential of the node 13. Alternatively, 
the transistor 205 has a function of making the node 13 be in 
a floating state. As described above, the transistor 205 can 
function as a Switch, a diode, a diode-connected transistor, or 
the like. Note that the transistor 205 does not need to have all 
the above functions. The transistor 205 can be controlled by 
the potential of the wiring 212 (the signal IN4) and/or the 
potential of the node 13. 

Next, the operation of the semiconductor device in FIG. 
21A is described with reference to FIG. 21 B. FIG. 21 B illus 
trates a timing chart which can be applied to the semiconduc 
tor device of this embodiment. In a period C, the signal IN4 is 
set at an H level, as illustrated in FIG. 22A. Thus, the transis 
tor 205 is turned on, so that the wiring 212 and the node 13 are 
brought into conduction. Then, the potential of the wiring 212 
(e.g., the signal IN4 at an H level) is supplied to the node 13. 
Accordingly, the potential of the node 13 starts to rise. After 
that, when the potential of the node 13 becomes V-V,205 
(which is obtained by subtraction of the threshold voltage of 
the transistor 205 (V,205) from a potential of the gate of the 
transistor 205 (e.g., V), the transistor 205 is turned off. Thus, 
the node 13 is made to be in a floating state, so that the 
potential of the node 13 is kept at V-V,205. In periods A to 
Band D to E, the signal IN4 is set at an L level. Therefore, the 
transistor 205 is turned off, so that the wiring 212 and the node 
13 are brought out of conduction. Note that FIG.22B illus 
trates a schematic view of the operation of the semiconductor 
device in FIG. 21A in the period B. 

In the structures illustrated in FIGS. 10A to 10C, FIG. 14A, 
FIG. 16A, FIG. 17A, FIG. 20A, FIG. 21A, and FIGS. 47A 
and 47B, a transistor 206 can be additionally provided. 

FIG. 23A illustrates a structure where the transistor 206 is 
additionally provided in the semiconductor device in FIG. 
21A. The transistor 206 is an n-channel transistor. However, 
this embodiment is not limited to this, and the transistor 206 
can be a p-channel transistor. A first terminal of the transistor 
206 is connected to the wiring 212. A second terminal of the 
transistor 206 is connected to the node 13. A gate of the 
transistor 206 is connected to the wiring 113. 
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The function of the transistor 206 is described. The tran 
sistor 206 has a function of controlling conduction between 
the wiring 212 and the node 13. Alternatively, the transistor 
206 has a function of controlling timing of Supplying the 
potential of the wiring 212 to the node 13. Alternatively, the 5 
transistor 206 has a function of controlling timing of Supply 
ing a signal or Voltage which is to be input to the wiring 212 
to the node 13 when the signal or Voltage is input to the wiring 
212. Alternatively, the transistor 206 has a function of con 
trolling timing of Supplying an L-level signal or the Voltage 10 
V to the node 13. Alternatively, the transistor 206 has a 
function of controlling timing of supplying an H-level signal 
or the voltage V to the node 13. Alternatively, the transistor 
206 has a function of controlling timing of lowering the 
potential of the node 13. Alternatively, the transistor 206 has 15 
a function of controlling timing of raising the potential of the 
node 13. As described above, the transistor 206 can function 
as a switch. Note that the transistor 206 does not need to have 
all the above functions. The transistor 206 can be controlled 
by the potential of the wiring 113 (e.g., the signal IN2). 2O 

The operation of the semiconductor device in FIG. 23A is 
described. In a period C, the signal IN2 is set at an H level as 
illustrated in FIG. 23B, so that the transistor 206 is turned on. 
Thus, the wiring 212 and the node 13 are brought into con 
duction, so that the potential of the wiring 212 (e.g., the signal 25 
IN4 at an H level) is supplied to the node 13. In this manner, 
changes in the potential of the node 13 can be steep in the 
period C, so that the drive frequency of the semiconductor 
device can be increased. 
As in the period C, the signal IN2 is set at an H level in 30 

periods Band E, so that the transistor 206 is turned on. Thus, 
the wiring 212 and the node 13 are brought into conduction, 
so that the potential of the wiring 212 (e.g., the signal IN4 at 
an L level) is supplied to the node 13. In this manner, the 
potential of the node 13 can be fixed at a certain potential in 35 
the period B, so that a noise-resistant semiconductor device 
can be obtained. Alternatively, the potential of the node 13 can 
be lowered in the period E, so that the transistor 203 is turned 
off Note that FIG. 24A illustrates a schematic view of the 
semiconductor device in FIG. 23A in the period B. 40 

In a period A, the signal IN2 is set at an Llevelas illustrated 
in FIG. 24B, so that the transistor 206 is turned off Thus, the 
wiring 212 and the node 13 are brought out of conduction. In 
this manner, the transistor 206 is off, so that deterioration of 
the transistor 206 can be suppressed. 45 

In the structures illustrated in FIGS. 10A to 10C, FIG. 14A, 
FIG. 16A, FIG. 17A, FIG. 20A, FIG. 21A, FIG. 23A, and 
FIGS. 47A and 47B, a transistor 207 can be additionally 
provided. 

FIG. 25A illustrates a structure where the transistor 207 is 50 
additionally provided in the semiconductor device in FIG. 
17A. The transistor 207 is an n-channel transistor. However, 
this embodiment is not limited to this, and the transistor 207 
can be a p-channel transistor. A first terminal of the transistor 
207 is connected to the wiring 115. A second terminal of the 55 
transistor 207 is connected to the node 13. A gate of the 
transistor 207 is connected to a wiring 213. 
A signal which is input to the wiring 213 and the function 

of the wiring 213 are described. A signal IN5 is input to the 
wiring 213. The signal IN5 can function as a reset signal. 60 
Thus, the wiring 213 can function as a signal line. Constant 
voltage can be supplied to the wiring 213. Thus, the wiring 
213 can function as a power Supply line. 

Note that when a plurality of semiconductor devices are 
connected, the wiring 213 is connected to the wiring 211 65 
provided in a different semiconductor device (e.g., a semi 
conductor device in the next stage). Thus, the wiring 213 can 
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function as a gate signal line, a scan line, a selection line, a 
capacitor line, or a power supply line. Further, the signal IN5 
can function as a gate signal or a scan signal. 
The function of the transistor 207 is described. The tran 

sistor 207 has a function of controlling conduction between 
the wiring 115 and the node 13. Alternatively, the transistor 
207 has a function of controlling timing of Supplying the 
potential of the wiring 115 to the node 13. Alternatively, the 
transistor 207 has a function of controlling timing of Supply 
ing a signal or Voltage which is to be input to the wiring 115 
to the node 13 when the signal or Voltage is input to the wiring 
115. Alternatively, the transistor 207 has a function of con 
trolling timing of Supplying an L-level signal or the Voltage 
V to the node 13. Alternatively, the transistor 207 has a 
function of controlling timing of lowering the potential of the 
node 13. As described above, the transistor 207 can function 
as a switch. Note that the transistor 207 does not need to have 
all the above functions. The transistor 207 can be controlled 
by a potential of the wiring 213 (e.g., the signal IN5). 
The operation of the semiconductor device in FIG. 25A is 

described with reference to FIG. 25B. FIG. 25B illustrates a 
timing chart which can be applied to the semiconductor 
device of this embodiment. In a period E, the signal IN5 is set 
at an H level, as illustrated in FIG. 26A. Thus, the transistor 
207 is turned on, so that the wiring 115 and the node 13 are 
brought into conduction. Then, the potential of the wiring 115 
(e.g., the Voltage V) is Supplied to the node 13. Accordingly, 
the potential of the node 13 is lowered. In periods A to D, the 
signal IN5 is set at an L level. Therefore, the transistor 207 is 
turned off, so that the wiring 115 and the node 13 are brought 
out of conduction. Note that FIG. 26B illustrates a schematic 
view of the operation of the semiconductor device in FIG. 
25A in the period B. 

In the structures illustrated in FIGS. 10A to 10C, FIG. 14A, 
FIG. 16A, FIG. 17A, FIG. 20A, FIG. 21A, FIG. 23A, FIG. 
25A, and FIGS. 47A and 47B, the gate of the transistor 102 
can be connected to a wiring which is different from the node 
13 (e.g., the wiring 211). 

FIG. 27B illustrates a structure where the gate of the tran 
sistor 102 is connected to the wiring 211 in a semiconductor 
device in FIG.27A. By application of high voltage to the gate 
of the transistor 102, dielectric breakdown or deterioration of 
the transistor 102 can be prevented. 

Note that the semiconductor device in FIG. 27A corre 
sponds to a semiconductor device in which the transistors 201 
to 207 are additionally provided in the semiconductor device 
in FIG. 14A. 

In the structures in FIGS. 10A to 10C, FIG. 14A, FIG.16A, 
FIG. 17A, FIG. 20A, FIG. 21A, FIG. 23A, FIG. 25A, FIGS. 
27A and 27B, and FIGS. 47A and 47B, the first terminal of the 
transistor 204 can be connected to a wiring which is different 
from the wiring 115 (e.g., the wiring 113, the wiring 212, the 
wiring 213, the node 12, or the node 13). The gate of the 
transistor 204 can be connected to a wiring which is different 
from the node 12 (e.g., the wiring 112). 

FIG. 27C illustrates a structure where the first terminal of 
the transistor 204 is connected to the wiring 211 and the gate 
of the transistor 204 is connected to the wiring 112 in the 
semiconductor device in FIG. 27A. Thus, in a period D, the 
potential of the node 13 can be lowered. Therefore, dielectric 
breakdown or deterioration of the transistor connected to the 
node 13 (e.g., the transistor 102, the transistor 203, the tran 
sistor 205, or the transistor 206) can be prevented. 

In the structures illustrated in FIGS. 10A to 10C, FIG. 14A, 
FIG. 16A, FIG. 17A, FIG. 20A, FIG. 21A, FIG. 23A, FIG. 
25A, FIGS. 27A to 27C, and FIGS. 47A and 47B, the first 
terminal of the transistor 205 can be connected to a wiring 
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which is different from the wiring 212 (e.g., the wiring 113 or 
the wiring 116). The gate of the transistor 205 can be con 
nected to a wiring which is different from the wiring 212 (e.g., 
the wiring 113 or the wiring 116). 

FIG. 28A illustrates a structure where the first terminal of 
the transistor 205 is connected to the wiring 116 in the semi 
conductor device in FIG. 27A. 

In the structures illustrated in FIGS. 10A to 10C, FIG. 14A, 
FIG. 16A, FIG. 17A, FIG. 20A, FIG. 21A, FIG. 23A, FIG. 
25A, FIGS. 27A to 27C, FIG. 28A, and FIGS. 47A and 47B, 
the second terminal of the transistor 207 can be connected to 
a wiring which is different from the node 13 (e.g., the wiring 
211, the node 11, or the node 12). Alternatively, the first 
terminal of the transistor 207 can be connected to a wiring 
which is different from the wiring 115 (e.g., the wiring 112, 
the wiring 116, the node 11, or the node 12). 

FIG. 28B illustrates a structure where the second terminal 
of the transistor 207 is connected to the wiring 211 in the 
semiconductor device in FIG.27A. In a period E, the potential 
of the wiring 115 (e.g., the voltage V) can be supplied to the 
wiring 211 through the transistor 207. Accordingly, the fall 
time of the signal GOUT can be shortened. 

In the structures illustrated in FIGS. 10A to 10C, FIG. 14A, 
FIG. 16A, FIG. 17A, FIG. 20A, FIG. 21A, FIG. 23A, FIG. 
25A, FIGS. 27A to 27C, FIGS. 28A and 28B, and FIGS. 47A 
and 47B, the first terminal of the transistor 201 can be con 
nected to a wiring which is different from the wiring 115 (e.g., 
the wiring 113, the wiring 212, the wiring 213, the node 12, or 
the node 13). The first terminal of the transistor 202 can be 
connected to a wiring which is different from the wiring 115 
(e.g., the wiring 112 or the node 12). The first terminal of the 
transistor 204 can be connected to a wiring which is different 
from the wiring 115 (e.g., the wiring 113, the wiring 212, the 
wiring 213, the node 12, or the node 13). The first terminal of 
the transistor 207 can be connected to a wiring which is 
different from the wiring 115 (e.g., the wiring 112, the wiring 
116, the wiring 212, or the node 12). The terminals of the 
transistors can be connected to a variety of different wirings, 
without limitation to the connection relationships illustrated 
in drawings. 

FIG. 28C illustrates a structure where the first terminal of 
the transistor 201, the first terminal of the transistor 202, and 
the first terminal of the transistor 204 are connected to the 
wiring 113 and the first terminal of the transistor 207 is 
connected to the wiring 112 in the semiconductor device in 
FIG.27A. H-level signals can be input to the first terminals of 
the transistors 201,202,204, and 207, so that deterioration of 
these transistors can be suppressed. 

In the structures illustrated in FIGS. 10A to 10C, FIG. 14A, 
FIG. 16A, FIG. 17A, FIG. 20A, FIG. 21A, FIG. 23A, FIG. 
25A, FIGS. 27A to 27C, FIGS. 28A to 28C, and FIGS. 47A 
and 47B, the transistors can be replaced with diodes. For 
example, the transistors can be diode-connected. 

FIG. 29A illustrates a structure where the transistors are 
replaced with diodes in the semiconductor device in FIG. 
27A. The transistor 201 can be replaced with a diode 201d. 
One of electrodes (e.g., an input terminal) of the diode 201d 
is connected to the wiring 211, and the other of the electrodes 
(e.g., an output terminal) of the diode 201d is connected to the 
node 12. The transistor 202 can be replaced with a diode 
202d. One of electrodes (e.g., an input terminal) of the diode 
202d is connected to the wiring 211, and the other of the 
electrodes (e.g., an output terminal) of the diode 202d is 
connected to the wiring 113. The transistor 203 can be 
replaced with a diode 203d. One of electrodes (e.g., an input 
terminal) of the diode 203d is connected to the node 13, and 
the other of the electrodes (e.g., an output terminal) of the 
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diode 203d is connected to the wiring 211. The transistor 204 
can be replaced with a diode 204d. One of electrodes (e.g., an 
input terminal) of the diode 204d is connected to the node 13, 
and the other of the electrodes (e.g., an output terminal) of the 
diode 204disconnected to the node 12. The transistor 205 can 
be replaced with a diode 205d. One of electrodes (e.g., an 
input terminal) of the diode 205d is connected to the wiring 
212, and the other of the electrodes (e.g., an output terminal) 
of the diode 205d is connected to the node 13. The transistor 
207 can be replaced with a diode 207d. One of electrodes 
(e.g., an input terminal) of the diode 207 d is connected to the 
node 13, and the other of the electrodes (e.g., an output 
terminal) of the diode 207 d is connected to the wiring 213. In 
this manner, the number of signals or power sources can be 
reduced. That is, the number of wirings can be reduced. 
Therefore, the number of connections between a substrate 
over which the semiconductor device of this embodiment is 
formed and a substrate for Supplying signals to the Substrate 
can be reduced, so that improvement in reliability, improve 
ment in yield, reduction in manufacturing cost, or the like can 
be achieved. Some of the plurality of transistors in this 
embodiment can be replaced with diodes. 

FIG. 29B illustrates a structure where the transistors are 
diode-connected in the semiconductor device in FIG. 27A. 
For example, the first terminal of the transistor 201 is con 
nected to the node 12, and the gate of the transistor 201 is 
connected to the wiring 211. For example, the first terminal of 
the transistor 202 is connected to the wiring 113, and the gate 
of the transistor 202 is connected to the wiring 211. For 
example, the first terminal of the transistor 203 is connected 
to the node 13, and the gate of the transistor 203 is connected 
to the node 13. For example, the first terminal of the transistor 
204 is connected to the node 12, and the gate of the transistor 
204 is connected to the node 13. For example, the first termi 
nal of the transistor 207 is connected to the wiring 213, and 
the gate of the transistor 207 is connected to the node 13. In 
this manner, the number of signals or power sources can be 
reduced. That is, the number of wirings can be reduced. 
Therefore, the number of connections between the substrate 
over which the semiconductor device of this embodiment is 
formed and the Substrate for Supplying signals to the Substrate 
can be reduced, so that improvement in reliability, improve 
ment in yield, reduction in manufacturing cost, or the like can 
be achieved. Some of the plurality of transistors of this 
embodiment can be diode-connected. 
FIG.29C illustrates a structure where p-channel transistors 

are diode-connected in the semiconductor device in FIG. 
27A. A transistor 201p, a transistor 202p, a transistor 203p, a 
transistor 204p, a transistor 205p, and a transistor 207p are 
p-channel transistors having functions which are similar to 
the functions of the transistor 201, the transistor 202, the 
transistor 203, the transistor 204, the transistor 205, and the 
transistor 207, respectively. The semiconductor device in 
FIG. 29C has the same connection relation as the semicon 
ductor device in FIG. 29B. Note that since the transistors are 
diode-connected, the semiconductor device in FIG. 29C dif 
fers from the semiconductor device in FIG. 29B in that a gate 
of the transistor 201p is connected to the node 12, a gate of the 
transistor 202p is connected to the wiring 113, a gate of the 
transistor 203p is connected to the wiring 211, a gate of the 
transistor 204p is connected to the node 12, a gate of the 
transistor 205p is connected to the node 13, and a gate of the 
transistor 207p is connected to the wiring 213. In this manner, 
the number of signals or power sources can be reduced. That 
is, the number of wirings can be reduced. Therefore, the 
number of connections between the substrate over which the 
semiconductor device of this embodiment is formed and the 
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Substrate for Supplying signals to the Substrate can be 
reduced, so that improvement in reliability, improvement in 
yield, reduction in manufacturing cost, or the like can be 
achieved. Some of the plurality of transistors in this embodi 
ment can be diode-connected. 

In the structures illustrated in FIGS. 10A to 10C, FIG. 14A, 
FIG. 16A, FIG. 17A, FIG. 20A, FIG. 21A, FIG. 23A, FIG. 
25A, FIGS. 27A to 27C, FIGS. 28A to 28C, FIGS. 29A to 
29C, and FIGS. 47A and 47B, terminals or electrodes of the 
transistors do not need to be connected to the same wiring. For 
example, the first terminal of the transistor 101, the first 
terminal of the transistor 104, and the first terminal of the 
transistor 203 can be connected to different wirings. For 
example, the gate of the transistor 103, the gate of the tran 
sistor 105, and the gate of the transistor 202 can be connected 
to different wirings. For example, the first terminal of the 
transistor 102, the first terminal of the transistor 105, the first 
terminal of the transistor 201, the first terminal of the transis 
tor 202, the first terminal of the transistor 204, and the first 
terminal of the transistor 207 can be connected to different 
wirings. For example, the first terminal of the transistor 205 
and the first terminal of the transistor 206 can be connected to 
different wirings. In order to realize this structure, one wiring 
can be divided into a plurality of wirings. 

FIG. 30A illustrates a structure where the wiring 112 is 
divided into a plurality of wirings 112A to 112C, the wiring 
113 is divided into a plurality of wirings 113A to 113D, the 
wiring 115 is divided into a plurality of wirings 115A to 
115G, and the wiring 212 is divided into a plurality of wirings 
212A and 212B in the semiconductor device in FIG.27A. The 
first terminal of the transistor 201 is connected to the wiring 
115D. The first terminal of the transistor 202 is connected to 
the wiring 115E, and the gate of the transistor 202 is con 
nected to the wiring 113C. The first terminal of the transistor 
203 is connected to the wiring 112C. The first terminal of the 
transistor 204 is connected to the wiring 115F. The first ter 
minal and the gate of the transistor 205 are connected to the 
wiring 212A. The first terminal of the transistor 206 is con 
nected to the wiring 212B. The gate of the transistor 206 is 
connected to the wiring 113D. The first terminal of the tran 
sistor 207 is connected to the wiring 115G. 

Note that the wirings 112A to 112C can have functions 
which are similar to that of the wiring 112. The wirings 113A 
to 113D can have functions which are similar to that of the 
wiring 113. The wirings 115A to 115G can have functions 
which are similar to that of the wiring 115. The wirings 212A 
and 212B can have functions which are similar to that of the 
wiring 212. Therefore, the signal IN1 can be input to the 
wirings 112A to 112C. The signal IN2 can be input to the 
wirings 113A to 113D. The Voltage V can be supplied to the 
wirings 115A to 115E. The signal IN4 can be input to the 
wirings 212A and 212B. Different voltages or signals can be 
supplied to the wirings 112A to 112C. Different voltages or 
signals can be supplied to the wirings 113A to 113D. Differ 
ent Voltages or signals can be Supplied to the wirings 115A to 
115G. Different voltages or signals can be supplied to the 
wirings 212A and 212B. 

In the structures illustrated in FIGS. 10A to 10C, FIG. 14A, 
FIG. 16A, FIG. 17A, FIG. 20A, FIG. 21A, FIG. 23A, FIG. 
25A, FIGS. 27A to 27C, FIGS. 28A to 28C, FIGS. 29A to 
29C, FIG. 30A, and FIGS. 47A and 47B, some of the tran 
sistors can be eliminated. For example, one of the transistor 
201 and the transistor 204 can be eliminated. Alternatively, 
for example, when the semiconductor device includes the 
transistor 206, one or both of the transistor 205 and the tran 
sistor 207 can be eliminated. Some of the other transistors can 
be eliminated as necessary. 

10 

15 

25 

30 

35 

40 

45 

50 

55 

60 

65 

40 
FIG. 30B illustrates a structure where the transistors 201 

and 205 are eliminated from the semiconductor device in 
FIG. 27A. The number of transistors is reduced, so that a 
layout area can be decreased. Further, power consumption 
can be reduced. 

In the structures FIGS. 10A to 10C, FIG. 14A, FIG. 16A, 
FIG. 17A, FIG. 20A, FIG. 21A, FIG. 23A, FIG. 25A, FIGS. 
27A to 27C, FIGS. 28A to 28C, FIGS. 29A to 29C, FIGS. 
30A and 30B, and FIGS. 47A and 47B, a capacitor 220 which 
is connected between the node 13 and the wiring 211 can be 
additionally provided. 

FIG. 30C illustrates a structure where the capacitor 220 
which is connected between the node 13 and the wiring 211 is 
additionally provided in the semiconductor device in FIG. 
17A. With this structure, the potential of the node 13 is likely 
to rise in bootstrap operation. Thus, V of the transistor 203 
can be increased. Accordingly, the channel width of the tran 
sistor 203 can be made small. Alternatively, the fall time or 
rise time of the signal GOUT can be shortened. A MOS 
capacitor can be used as the capacitor, for example. 

In the structures illustrated in FIGS. 10A to 10C, FIG. 14A, 
FIG. 16A, FIG. 17A, FIG. 20A, FIG. 21A, FIG. 23A, FIG. 
25A, FIGS. 27A to 27C, FIGS. 28A to 28C, FIGS. 29A to 
29C, FIGS. 30A to 30C, and FIGS. 47A and 47B, a signal 
which is different from the signal GOUT can be generated. 
For example, in the semiconductor device of this embodi 
ment, when a signal SOUT is generated in addition to the 
signal GOUT and a plurality of semiconductor devices are 
connected, the signal SOUT is not output to the wiring 211 
but can be input to a semiconductor device in a different stage 
as a start pulse. Thus, the degree of delay or distortion of the 
signal SOUT is lower than that of the signal GOUT. There 
fore, the semiconductor device can be driven with a signal 
which does not easily cause delay or distortion, delay of an 
output signal of the semiconductor device can be reduced. In 
order to realize this, in the structures illustrated in FIG. 14A, 
FIG. 16A, FIG. 17A, FIG. 20A, FIG. 21A, FIG. 23A, FIG. 
25A, FIGS. 27A to 27C, FIGS. 28A to 28C, FIGS. 29A to 
29C, FIGS. 30A to 30C, and FIGS. 47A and 47B, a transistor 
208 can be additionally provided. 
FIG.31A illustrates a structure where the transistor 208 is 

additionally provided in the semiconductor device in FIG. 
17A. The transistor 208 can have the same function and 
polarity as the transistor 203. A first terminal of the transistor 
208 is connected to the wiring 112. A second terminal of the 
transistor 208 is connected to a wiring 214. A gate of the 
transistor 208 is connected to the node 13. The wiring 214 can 
have a function which is similar to that of the wiring 211. For 
example, when a plurality of semiconductor devices are con 
nected, the wiring 211 is connected to the wiring 212 pro 
vided in a different semiconductor device (e.g., a semicon 
ductor device in the next stage). For example, as illustrated in 
FIG.31B, a transistor 209 can be additionally provided. The 
transistor 209 can have the same function and polarity as the 
transistor 203. A first terminal of the transistor 209 is con 
nected to the wiring 115. A second terminal of the transistor 
209 is connected to the wiring 214. A gate of the transistor 209 
is connected to the node 12. Note that FIG. 31C illustrates a 
timing chart when the signal SOUT is generated in addition to 
the signal GOUT. 
As described above, this embodiment is not limited to the 

structure illustrated in FIG. 14A, and a variety of different 
structures can be used. 

In the structures illustrated in FIGS. 10A to 10C, FIG. 14A, 
FIG. 16A, FIG. 17A, FIG. 20A, FIG. 21A, FIG. 23A, FIG. 
25A, FIGS. 27A to 27C, FIGS. 28A to 28C, FIGS. 29A to 
29C, FIGS. 30A to 30C, FIGS. 31A and 31B, and FIGS. 47A 
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and 47B. p-channel transistors can be used as the transistors. 
Only some of the plurality of transistors included in the semi 
conductor devices can be p-channel transistors. That is, a 
CMOS circuit can be employed in the semiconductor device 
of this embodiment. 
FIG.32A illustrates a structure where p-channel transistors 

are used as the transistors in the semiconductor device in FIG. 
27A. Transistors 201p to 207p are p-channel transistors hav 
ing functions which are similar to those of the transistors 201 
to 207. In such a case, the voltage V is supplied to the wiring 
115. Note that as illustrated in the timing chart in FIG. 32B, 
the signal IN1, the signal IN2, the signal IN4, the signal IN5. 
the potential of the node 11, the potential of the node 12, the 
potential of the node 13, and the signal GOUT can be 
inverted. 

Next, the ratio of the channel widths of the transistors 201 
to 209 and the size of the transistors are described. 

First, the transistor 201 Supplies a potential to the wiring 
211. Further, the load of the wiring 211 is larger than that of 
the node 12. Thus, the channel width of the transistor 201 is 
larger than the channel width of each of the transistors 
included in the circuit 100. In such a case, the channel width 
of the transistor 201 is preferably ten times or less the channel 
width of the transistor 101. More preferably, the channel 
width of the transistor 201 is five times or less the channel 
width of the transistor 101. Further preferably, the channel 
width of the transistor 201 is three times or less the channel 
width of the transistor 101. 

The potential of the gate of the transistor 202 is changed 
more steeply than the potential of the gate of the transistor 
201. Thus, the channel width of the transistor 202 is prefer 
ably smaller than the channel width of the transistor 201. In 
such a case, the channel width of the transistor 201 is prefer 
ably ten times or less the channel width of the transistor 202. 
More preferably, the channel width of the transistor 201 is 
seven times or less the channel width of the transistor 202. 
Further preferably, the channel width of the transistor 201 is 
five times or less the channel width of the transistor 202. 
The transistor 203 changes the potential of the wiring 211 

by supply of a potential to the wiring 211. Further, a large load 
(e.g., a gate signal line, a pixel, a transistor, or a capacitor) is 
connected to the wiring 211. Thus, the channel width of the 
transistor 203 is the largest in the transistors included in the 
semiconductor device of this embodiment. For example, the 
channel width of the transistor 203 is preferably ten times or 
less the channel width of the transistor 201. Much preferably, 
the channel width of the transistor 203 is five times or less the 
channel width of the transistor 201. Much preferably, the 
channel width of the transistor 203 is three times or less the 
channel width of the transistor 201. 
The transistor 204 supplies a potential to the node 13. 

Further, the load of the node 13 is larger than that of the node 
12. Thus, the channel width of the transistor 204 is smaller 
than the channel width of the transistor 201. In such a case, the 
channel width of the transistor 201 is preferably five times or 
less the channel width of the transistor 204. More preferably, 
the channel width of the transistor 201 is three times or less 
the channel width of the transistor 204. Further preferably, the 
channel width of the transistor 201 is twice or less the channel 
width of the transistor 204. 

Since changes in the potential of the node 13 can be steep 
in a period A by making the channel width of the transistor 
205 larger, the drive frequency of the semiconductor device 
can be increased. Thus, the channel width of the transistor 205 
is larger than the channel width of the transistor 201 or the 
channel width of each of the transistors included in the circuit 
100. Alternatively, the channel width of the transistor 205 is 
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smaller than the channel width of the transistor 203. In such a 
case, the channel width of the transistor 203 is preferably ten 
times or less the channel width of the transistor 205. More 
preferably, the channel width of the transistor 203 is five times 
or less the channel width of the transistor 205. Further pref 
erably, the channel width of the transistor 203 is twice or less 
the channel width of the transistor 205. 
The transistor 206 keeps the potential of the node 13 by 

supply of a potential to the node 13. Thus, the channel width 
of the transistor 206 is smaller than the channel width of the 
transistor 205. In such a case, the channel width of the tran 
sistor 205 is preferably three times or less the channel width 
of the transistor 206. More preferably, the channel width of 
the transistor 205 is twice or less the channel width of the 
transistor 206. Further preferably, the channel width of the 
transistor 205 is 1.8 times or less the channel width of the 
transistor 206. 
The transistor 207 decreases the potential of the node 13 by 

supply of a potential to the node 13. Note that the transistor 
203 can be turned on in a period E by making the decrease in 
the potential of the node 13 slower. In this manner, the tran 
sistor 203 can supply a potential to the wiring 211 in the 
period E, so that the potential of the wiring 211 can be quickly 
decreased. Thus, the channel width of the transistor 207 is 
preferably smaller than the channel width of the transistor 
205. In such a case, the channel width of the transistor 205 is 
preferably ten times or less the channel width of the transistor 
207. More preferably, the channel width of the transistor 205 
is seven times or less the channel width of the transistor 207. 
Further preferably, the channel width of the transistor 205 is 
five times or less the channel width of the transistor 207. 
The transistor 208 Supplies a potential to the wiring 214. 

Further, the load of the wiring 214 is smaller than that of the 
wiring 211. Thus, the channel width of the transistor 208 is 
smaller than the channel width of the transistor 203. In such a 
case, the channel width of the transistor 203 is preferably ten 
times or less the channel width of the transistor 208. More 
preferably, the channel width of the transistor 203 is seven 
times or less the channel width of the transistor 208. Further 
preferably, the channel width of the transistor 203 is four 
times or less the channel width of the transistor 208. 
The transistor 209 supplies a potential to the wiring 214. 

Further, the load of the wiring 214 is smaller than that of the 
wiring 211. Thus, the channel width of the transistor 209 is 
smaller than the channel width of the transistor 203. In such a 
case, the channel width of the transistor 203 is preferably 
seven times or less the channel width of the transistor 209. 
More preferably, the channel width of the transistor 203 is 
four times or less the channel width of the transistor 209. 
Further preferably, the channel width of the transistor 203 is 
2.5 times or less the channel width of the transistor 209. 

Note that considering the ratio of the channel widths of the 
transistors, the channel width of the transistor 201 is prefer 
ably 1000 to 5000 um. More preferably, the channel width of 
the transistor 201 is 1500 to 4000 um. Further preferably, the 
channel width of the transistor 201 is 2000 to 3000 um. The 
channel width of the transistor 202 is preferably 200 to 3000 
um. More preferably, the channel width of the transistor 202 
is 300 to 2000 um. Further preferably, the channel width of 
the transistor 202 is 400 to 1000 um. The channel width of the 
transistor 203 is preferably 2000 to 30000 um. More prefer 
ably, the channel width of the transistor 203 is 3000 to 15000 
um. Further preferably, the channel width of the transistor 203 
is 4000 to 10000 um. The channel width of the transistor 204 
is preferably 200 to 2500 um. More preferably, the channel 
width of the transistor 204 is 400 to 2000 um. Further pref 
erably, the channel width of the transistor 204 is 700 to 1500 
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um. The channel width of the transistor 205 is preferably 500 
to 3000 um. More preferably, the channel width of the tran 
sistor 205 is 1000 to 2500 um. Further preferably, the channel 
width of the transistor 205 is 1500 to 2000 um. The channel 
width of the transistor 206 is preferably 300 to 2000um. More 
preferably, the channel width of the transistor 206 is 500 to 
1500 um. Further preferably, the channel width of the tran 
sistor 206 is 800 to 1300 um. The channel width of the 
transistor 207 is preferably 100 to 1500 um. More preferably, 
the channel width of the transistor 207 is 300 to 1000 um. 
Further preferably, the channel width of the transistor 207 is 
400 to 800 um. The channel width of the transistor 208 is 
preferably 300 to 5000 um. More preferably, the channel 
width of the transistor 208 is 500 to 2000 um. Further pref 
erably, the channel width of the transistor 208 is 800 to 1500 
um. The channel width of the transistor 209 is preferably 200 
to 2000 um. More preferably, the channel width of the tran 
sistor 209 is 400 to 1500 um. Further preferably, the channel 
width of the transistor 209 is 500 to 1000 um. 
(Embodiment 3) 

In this embodiment, a display device, a pixel included in 
the display device and a shift register circuit included in the 
display device are described. Note that the shift register cir 
cuit can include the semiconductor device in Embodiment 1 
or 2. 

First, a display device is described with reference to FIGS. 
33A to 33D. The display device includes a circuit 1001, a 
circuit 1002, a circuit 1003 1, a pixel portion 1004, and a 
terminal 1005. A plurality of wirings can be arranged so as to 
extend over the pixel portion 1004 from the circuit 1003 1. 
The wirings can function as gate signal lines or scan lines. 
Alternatively, a plurality of wirings can be arranged so as to 
extend over the pixel portion 1004 from the circuit 1002. The 
wirings have functions as video signal lines or data lines. 
Pixels are provided so as to correspond to the wirings extend 
ing from the circuit 1003 1 and to the wirings extending from 
the circuit 1002. For example, a variety of different wirings 
can be provided in the pixel portion 1004. The wirings can 
functions as gate signal lines, data lines, power Supply lines, 
capacitor lines, or the like. 

Note that the circuit 1001 has a function of supplying a 
signal, voltage, current, or the like to the circuits 1002 and 
1003. Alternatively, the circuit 1001 has a function of con 
trolling the circuits 1002 and 1003. As described above, the 
circuit 1001 can function as a controller, a control circuit, a 
timing generator, a power Supply circuit, a regulator, or the 
like. 

Note that the circuit 1002 has a function of supplying a 
video signal to the pixel portion 1004. Alternatively, the cir 
cuit 1002 has a function of controlling the luminance, trans 
mittance, or the like of a pixel included in the pixel portion 
1004. As described above, the circuit 1002 functions as a 
driver circuit, a Source driver, a signal line driver circuit, or the 
like. 

Note that the circuits 1003. 1 and 1003 2 have a function 
of Supplying a scan signal or a gate signal to the pixel portion 
1004. Alternatively, the circuits 1003 1 and 1003 2 have a 
function of selecting a pixel included in the pixel portion 
1004. As described above, the circuits 10031 and 1003 2 
each functions as a driver circuit, a gate driver, or a scan line 
driver circuit. Note that the circuits 1003. 1 and 1003 2 can 
drive either the same wiring or different wirings. For 
example, the circuit 1003 1 can drive a gate signal line in an 
odd-numbered stage, and the circuit 1003 2 can drive a gate 
signal line in an even-numbered stage. 

Note that the circuits 1001, 1002, 10031, and 1003 2 can 
beformed over the same substrate as the pixel portion 1004 or 
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can be formed over a substrate which is different from the 
substrate over which the pixel portion 1004 is formed (e.g., a 
semiconductor substrate oran SOI substrate). 
FIG.33A illustrates a structure where the circuit 1003. 1 is 

formed over the same substrate 1006 as the pixelportion 1004 
and the circuits 1001 and 1002 are formed over a substrate 
which is different from the substrate over which the pixel 
portion 1004 is formed. The drive frequency of the circuit 
10031 is lower than that of the circuit 1001 or 1002. Thus, a 
non-single-crystal semiconductor, an amorphous semicon 
ductor, a microcrystalline semiconductor, an oxide semicon 
ductor, an organic semiconductor, or the like can be easily 
used for a semiconductor layer of a transistor. Accordingly, 
the display device can be made larger and manufactured at 
low cost. 

FIG. 33B illustrates a structure where the circuits 1003 1 
and 1003 2 are formed over the same substrate 1006 as the 
pixel portion 1004, while the circuits 1001 and 1002 are 
formed over a substrate which is different from the substrate 
over which the pixel portion 1004 is formed. The drive fre 
quency of each of the circuits 1003 1 and 1003 2 is lower 
than that of the circuit 1001 or 1002. Thus, a non-single 
crystal semiconductor, an amorphous semiconductor, a 
microcrystalline semiconductor, an oxide semiconductor, an 
organic semiconductor, or the like can be easily used for a 
semiconductor layer of a transistor. Accordingly, the display 
device can be made larger and manufactured at low cost. 

FIG. 33C illustrates a structure where the circuits 1002, 
10031, and 1003 2 are formed over the same substrate 1006 
as the pixel portion 1004, while the circuit 1001 is formed 
over a substrate which is different from the substrate over 
which the pixel portion 1004 is formed. 

FIG. 33C illustrates a structure where a circuit 1002a, 
which is part of the circuit 1002, and the circuits 1003 1 and 
1003 2 are formed over the same substrate 1006 as the pixel 
portion 1004, while the circuit 1001 and a circuit 1002b, 
which is another part of the circuit 1002, are formed over a 
substrate which is different from the substrate over which the 
pixelportion 1004 is formed. In this case, as the circuit 1002a, 
a circuit with low drive frequency, such as a Switch, a shift 
register, and/or a selector can be used. 

Next, a pixel included in the pixel portion 1004 is described 
with reference to FIG.33 E. A pixel 3020 includes a transistor 
3021, a liquid crystal element 3022, and a capacitor 3023. A 
first terminal of the transistor 3021 is connected to a wiring 
3031. A second terminal of the transistor 3021 is connected to 
one of the two electrodes of the liquid crystal element 3022 
and one of the two electrodes of the capacitor 3023. A gate of 
the transistor 3021 is connected to a wiring 3032. The other of 
the electrodes of the liquid crystal element 3022 is connected 
to an electrode 3034. The other of the electrodes of the capaci 
tor 3023 is connected to a wiring 3033. 
A video signal is input from the circuit 1002 in FIGS. 33A 

to 33D to the wiring 3031. Thus, the wiring 3031 can function 
as a signal line, a video signal line, or a source signal line. A 
Scan signal, a selection signal, or a gate signal is input from 
the circuits 1003. 1 and 1003 2 in FIGS. 33A to 33D to the 
wiring 3032. Thus, the wiring 3032 can function as a signal 
line, a scan line, or a gate signal line. Constant Voltage can be 
supplied from the circuit 1001 in FIGS. 33A to 33D to the 
wiring 3033 and the electrode 3034. Thus, the wiring 3033 
can function as a power Supply line or a capacitor line. Alter 
natively, the electrode 3034 can function as a common elec 
trode or a counter electrode. For example, precharge Voltage 
can be supplied to the wiring 3031. The level of the precharge 
Voltage is approximately equal to the level of the Voltage 
supplied to the electrode 3034. As another example, a signal 
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can be input to the wiring 3033. In this manner, voltage 
applied to the liquid crystal element 3022 can be controlled, 
so that the amplitude of a video signal can be decreased or 
inversion driving can be performed. As another example, a 
signal can be input to the electrode 3034. In this manner, 
frame inversion driving can be performed. 
The transistor 3021 has a function of controlling conduc 

tion between the wiring 3031 and one of the electrodes of the 
liquid crystal element 3022. Alternatively, the transistor 3021 
has a function of controlling timing of writing a video signal 
to a pixel. In this manner, the transistor 3021 functions as a 
switch. The capacitor 3023 has a function of holding a differ 
ence between a potential of one of the electrodes of the liquid 
crystal element 3022 and a potential of the wiring 3033. 
Alternatively, the capacitor 3023 has a function of holding 
voltage applied to the liquid crystal element so that the level 
of the voltage is constant. In this manner, the capacitor 3023 
functions as a storage capacitor. 

Next, a shift register circuit is described with reference to 
FIG.34. The shift register circuit can be included in the circuit 
1002, the circuit 10031, and/or the circuit 1003 2. 
A shift register circuit 1100 includes a plurality of flip-flop 

circuits 1101 1 to 1101 N (N is a natural number). Note that 
the semiconductor device described in Embodiment 1 or 2 
can be used for each of the flip-flop circuits 1101 1 to 
1101 N. 
The shift register circuit 1100 is connected to wirings 

1111 1 to 1111 N, a wiring 1112, a wiring 1113, a wiring 
1114, a wiring 1115, and a wiring 1116. In a flip-flop circuit 
1101 i (i is a natural number of any one of 1 to N), the wiring 
211 is connected to the wiring 11111: the wiring 112 is 
connected to the wiring 1112; the wiring 113 is connected to 
the wiring 1113; the wiring 212 is connected to a wiring 
1111 i-1; the wiring 213 is connected to a wiring 1111 i+1; 
and the wiring 115 is connected to the wiring 1115. Note that 
in a flip-flop circuit in an odd-numbered stage and a flip-flop 
circuit in an even-numbered stage, portions to which the 
wiring 112 and the wiring 113 are connected are inversed. 
Note that in the flip-flop circuit 11011, the wiring 212 is 
connected to the wiring 1114. In the flip-flop circuit 1101 N. 
the wiring 213 is connected to the wiring 116. 

Next, an example of a signal or Voltage which is input to or 
output from each wiring and the function of each wiring are 
described. Signals GOUT 1 to GOUT N are output from the 
wirings 1111 1 to 1111 N. The signals GOUT 1 to 
GOUT N are signals often output from the flip-flop circuits 
11011 to 1101 N and can have functions which are similar 
to that of the signal GOUT. Thus, the wirings 1111 1 and 
1111 N can have functions which are similar to those of the 
wiring 211. A signal GCK1 is input to the wiring 1112, and a 
signal GCK2 is input to the wiring 1113. The signal GCK1 
can have a function which is similar to that of the signal IN2 
or IN3, and the signal GCK2 can have a function which is 
similar to that of the signal IN2 or IN3. Thus, the wiring 1112 
can have a function which is similar to that of the wiring 112 
or 113, and the wiring 1113 can have a function which is 
similar to that of the wiring 112 or 113. A signal GSP is input 
to the wiring 1114. The signal GSP can have a function which 
is similar to that of the signal IN4. Thus, the wiring 1114 can 
have a function which is similar to that of the wiring 212. The 
voltage V is supplied to the wiring 1115. Thus, the wiring 
1115 can have a function which is similar to that of the wiring 
115. A signal GRE is input to the wiring 1116. The signal 
GRE can have a function which is similar to that of the signal 
IN5. Thus, the wiring 1116 can have a function which is 
similar to that of the wiring 213. 
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Next, the operation of the shift register circuit in one flame 

period in FIG. 34 is described with reference to a timing chart 
in FIG. 35. 

For example, a signal GOUT i-1 is set at an Hlevel. Then, 
the flip-flop circuit 1101 i starts operation in a period C. 
After the signal GCK1 and the signal GCK2 are inverted, the 
flip-flop circuit 1101 i starts operation in a period D. Thus, 
the signal GOUT i is set at an H level. Since the signal 
GOUT i is input to a flip-flop circuit 1101 i+1, the flip-flop 
circuit 1101 i+1 starts operation in the period C. After the 
signal GCK1 and the signal GCK2 are inverted, the flip-flop 
circuit 1101 i+1 starts operation in the period D. Then, a 
signal GOUT i+1 is set at an H level. Since the signal 
GOUT i-1 is input to the flip-flop circuit 1101 i, the flip 
flop circuit 1101 i starts operation in a period E. Thus, the 
signal GOUT i is set at an Llevel. Then, every time the signal 
GCK1 and the signal GCK2 are inverted, the flip-flop circuit 
1101 i repeats operation in a period A and operation in a 
period B. Thus, the signal GOUT i is kept at an L level. Note 
that in FIG.35, one of the signal GCK1 and the signal GCK2 
is shown as GCK. 

Note that the semiconductor device described in Embodi 
ment 1 or 2 can be used for the shift register in this embodi 
ment. Therefore, the H level of the signals GOUT 1 to 
GOUT N can be increased to V, so that the length of a time 
during which the transistor included in the pixel is on can be 
longer. Accordingly, a time for writing a video signal to the 
pixel can be adequately secured, so that display quality can be 
improved. Alternatively, since the fall time and the rise time 
of the signals GOUT 1 to GOUT N can be shortened, a 
video signal for a pixel in a selected row can be prevented 
from being written to a pixel in a different row. Therefore, 
display quality can be improved. Alternatively, since varia 
tion in the fall time of the signals GOUT 1 to GOUT N can 
be suppressed, variation in the influence of feedthrough for 
the video signal held in the pixel can be suppressed. Thus, 
display unevenness due to crosstalk or the like can be Sup 
pressed. Alternatively, since the size of the transistor can be 
made Small, a load on the shift register (e.g., parasitic capaci 
tance) can be reduced. Therefore, the current Supply capabil 
ity of an external circuit having a function of Supplying a 
signal, Voltage, or the like to the shift register can be 
decreased, the size of the external circuit or the size of a 
display device including the external circuit can be made 
Small. 
(Embodiment 4) 

In this embodiment, a signal line driver circuit is described. 
Note that the signal line driver circuit can be referred to as a 
semiconductor device or a signal generation circuit. 

First, the structure of a signal line driver circuit is described 
with reference to FIG. 36A. The signal line driver circuit 
includes a circuit 2001 and a circuit 2002. The circuit 2002 
includes a plurality of circuits 2002 1 to 2002 N (N is a 
natural number). The circuits 2002 1 to 2002 Neach include 
a plurality of transistors 2003 1 to 2003 k (k is a natural 
number). The transistors 2003 1 to 2003 k are n-channel 
transistors. However, this embodiment is not limited to this. 
The transistors 2003 1 to 2003 k can be either p-channel 
transistors or CMOS switches. 
The connection relation of the signal line driver circuit is 

described taking the circuit 2002 1 as an example. First ter 
minals of the transistors 2003_1 to 2003 k are connected to 
wirings 2004. 1 to 2004 k, respectively. Second terminals of 
the transistors 2003 1 to 2003 kare connected to wirings S1 
to Sk, respectively. Gates of the transistors 2003 1 to 2003 k 
are connected to the wiring 2004 1. 
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The circuit 2001 has a function of controlling timing of 
sequentially outputting H-level signals to wirings 2005 1 to 
2005 N or a function of sequentially selecting the circuits 
2002. 1 to 2002 N. In this manner, the circuit 2001 functions 
as a shift register. The circuit 2001 can output H-level signals 
to the wirings 2005 1 to 2005 N in different orders. Alterna 
tively, the circuit 2001 can select the circuits 2002 1 to 
2002 N in different orders. In this manner, the circuit 2001 
can function as a decoder. 
The circuit 2002 1 has a function of controlling timing of 

when the wirings 2004. 1 to 2004 k and the wirings S1 to Sk 
are brought into conduction. Alternatively, the circuit 2001. 1 
has a function of controlling timing of supplying potentials of 
the wirings 2004. 1 to 2004 k to the wirings S1 to Sk. In this 
manner, the circuit 2002. 1 can function as a selector. Note 
that each of the circuits 2002. 2 to 2002 N can have a function 
which is similar to the function of the circuit 2002 1. 

Each of the transistors 2003 1 to 2003 N has a function of 
controlling timing of when the wirings 2004. 1 to 2004 k 
and the wirings S1 to Sk are brought into conduction. Alter 
natively, each of the transistors 2003 1 to 2003 N has a 
function of controlling timing of Supplying the potentials of 
the wirings 2004. 1 to 2004 k to the wirings S1 to Sk. For 
example, the transistor 2003. 1 has a function of controlling 
timing of when the wiring 2004 1 and the wiring S1 are 
brought into conduction. Alternatively, the transistor 2003 1 
has a function of controlling timing of supplying the potential 
of the wiring 2004. 1 to the wiring S1. In this manner, each of 
the transistors 2003_1 to 2003 N can function as a switch. 

Note that signals are supplied to the wirings 2004. 1 to 
2004 k. The signals are analog signals corresponding to 
image data or image signals. In this manner, the signals can 
function as video signals. Therefore, the wirings 2004. 1 to 
2004 k can function as signal lines. For example, depending 
on the pixel structure, the signals can be digital signals, ana 
log Voltage, or analog current. 

Next, the operation of the signal line driver circuit in FIG. 
36A is described with reference to a timing chart in FIG.36B. 
FIG. 36B illustrates signals 2015 1 to 2015 N and signals 
2014 1 to 2014 k. The signals 2015 1 to 2015 N are output 
signals in the circuit 2001. The signals 2014 1 to 2014 kare 
signals which are input to the wirings 2004. 1 to 2004 k. 
Note that one operation period of the signal line driver circuit 
corresponds to one gate selection period in a display device. 
One gate selection period is divided into a period T0 to TN. 
The period T0 is a period for applying precharge Voltage to 
pixels in a selected row concurrently and can serve as a 
precharge period. Each of the periods T1 to TN is a period 
during which video signals are written to pixels in the selected 
row and can serve as a writing period. 

First, in the period T0, the circuit 2001 supplies H-level 
signals to the wirings 2005 1 to 2005 N. Then, for example, 
the transistors 2003_1 to 2003 k are turned on in the circuit 
2002 1, so that the wirings 2004. 1 to 2004 k and the wir 
ings S1 to Sk are brought into conduction. In this case, pre 
charge voltage Vp is applied to the wirings 2004. 1 to 2004 
k. Thus, the precharge Voltage Vp is output to the wirings S1 
to Sk through the transistors 2003 1 to 2003 k. Thus, the 
precharge Voltage Vp is written to the pixels in the selected 
row, so that the pixels in the selected row are precharged. 

In the periods T1 to TN, the circuit 2001 sequentially 
outputs H-level signals to the wirings 2005 1 to 2005 N. For 
example, in the period T1, the circuit 2001 outputs an H-level 
signal to the wiring 2005 1. Then, the transistors 2003 1 to 
2003 k are turned on, so that the wirings 2004. 1 to 2004 k 
and the wirings S1 to Skare brought into conduction. In this 
case, Data (S1) to Data (Sk) are input to the wirings 2004. 1 to 
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2004 k, respectively. The Data (S1) to Data (Sk) are input to 
pixels in a selected row in first to k-th columns through the 
transistors 2003 1 to 2003 k, respectively. Therefore, in the 
periods T1 to TN, video signals are sequentially written to the 
pixels in the selected row by k columns. 
By writing video signals to pixels by a plurality of columns 

as described above, the number of video signals or the number 
of wirings can be reduced. Therefore, the number of connec 
tions to an external circuit can be reduced, so that improve 
ment in yield, improvement in reliability, reduction in the 
number of components, and/or reduction in cost can be 
achieved. Alternatively, by writing video signals to pixels by 
a plurality of columns, writing time can be extended. There 
fore, shortage of writing of video signals can be prevented, so 
that display quality can be improved. 

Note that by increasing k, the number of connections to the 
external circuit can be reduced. However, if k is too large, 
time to write signals to pixels would be shortened. Therefore, 
it is preferable that ks6. It is much preferable that ks3. It is 
much more preferable that k=2. 

In particular, in the case where the number of color ele 
ments of a pixel is n (n is a natural number), k n or knxd (d 
is a natural number) is preferable. For example, in the case 
where the pixel is divided into color elements of red (R), 
green (G), and blue (B), k=3 or k=3xd is preferable. For 
example, in the case where the pixel is divided into m (m is a 
natural number) pieces of subpixels, km or k-mxd is pref 
erable. For example, in the case where the pixel is divided into 
two subpixels, k=2 is preferable. Alternatively, in the case 
where the number of color elements of the pixel is n.k-mxn 
or k-mxnxd is preferable. 

For example, this embodiment is applied to a display 
device. In this case, the signal line driver circuit in this 
embodiment can beformed over the same substrate as a pixel 
portion or can be formed over a substrate which is different 
from a Substrate over which the pixel portion is formed (e.g., 
a silicon substrate oran SOI substrate). Alternatively, part of 
the signal line driver circuit in this embodiment (e.g., the 
circuit 2002) can be formed over the same substrate as the 
pixel portion and another part of the signal line driver circuit 
in this embodiment (e.g., the circuit 2001) can beformed over 
a substrate which is different from the substrate over which 
the pixel portion is formed. 

FIG. 36C illustrates a structure where the circuit 2001 and 
the circuit 2002 are formed over the same substrate as a pixel 
portion 2007. Therefore, the number of connections between 
the substrate over which the pixel portion is formed and an 
external circuit can be reduced, so that improvement in yield, 
improvement in reliability, reduction in the number of com 
ponents, or reduction in cost can be achieved, for example. In 
particular, when a scan line driver circuit 2006A and a scan 
line driver circuit 2006B are formed over the same substrate 
as the pixel portion 2007, the number of connections to the 
external circuit can be further reduced. 

FIG. 36D illustrates a structure where the circuit 2002 is 
formed over the same substrate as the pixel portion 2007 and 
the circuit 2001 is formed over a substrate which is different 
from the substrate over which the pixel portion 2007 is 
formed. Also in this case, the number of connections between 
the substrate over which the pixel portion is formed and the 
external circuit can be reduced, so that improvement in yield, 
improvement in reliability, reduction in the number of com 
ponents, or reduction in cost can be achieved, for example. 
Alternatively, since the number of circuits which are formed 
over the same substrate as the pixel portion 2007 is made 
smaller, the size of a frame can be reduced. 
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Note that the shift register circuit in Embodiment 3 can be 
used for the circuit 2001. In this case, all the transistors 
included in the circuit 2001 can be n-channel transistors, so 
that the number of manufacturing steps can be reduced. Alter 
natively, since deterioration of the transistor can be Sup 
pressed, the life of the signal line driver circuit can be 
extended. 
(Embodiment 5) 

In this embodiment, examples of protection circuits are 
described. A protection circuit is provided in order to prevent 
a semiconductor device (e.g., a transistor, a capacitor, or a 
circuit) which is connected to a wiring, or the like from being 
damaged by ESD (electrostatic discharge). 

First, a protection circuit is described with reference to 
FIG.37A. A protection circuit 3000 includes a transistor 3001 
and a transistor 3002. The transistor 3001 and the transistor 
3002 are n-channel transistors. However, this embodiment is 
not limited to this. The transistor 3001 and the transistor 3002 
can be p-channel transistors. 
The connection relation of the protection circuit 3000 is 

described. A first terminal of the transistor 3001 is connected 
to a wiring 3012. A second terminal of the transistor 3001 is 
connected to a wiring 3011. A gate of the transistor 3001 is 
connected to the wiring 3011. A first terminal of the transistor 
3002 is connected to a wiring 3013. A second terminal of the 
transistor 3002 is connected to the wiring 3011. A gate of the 
transistor 3002 is connected to the wiring 3013. 

Examples of signals or Voltages Supplied to the wirings 
3011 to 3013 and the functions of the wirings 3011 to 3013 
are described. A signal (e.g., a scan signal, a Video signal, a 
clock signal, a start signal, a reset signal, or a selection signal) 
or Voltage (e.g., negative power Supply Voltage, ground Volt 
age, or positive power Supply Voltage) is Supplied to the 
wiring 3011. Therefore, the wiring 3011 can function as a 
signal line, a power Supply line, or the like. Positive power 
Supply Voltage (V) is Supplied to the wiring 3012. There 
fore, the wiring 3012 can function as a power supply line. 
Negative power Supply Voltage (Vss), ground Voltage, or the 
like is supplied to the wiring 3013. Therefore, the wiring 3013 
can function as a power Supply line. 
The operation of the protection circuit 3000 is described. 

When a potential of the wiring 3011 is substantially between 
Vss and V, the transistor 3001 and the transistor 3002 are 
turned off. Thus, Voltage, a signal, or the like Supplied to the 
wiring 3011 is supplied to the semiconductor device which is 
connected to the wiring 3011. Note that due to the adverse 
effect of static electricity, a potential which is higher or lower 
than power supply voltage is supplied to the wiring 3011. 
Then, the semiconductor device which is connected to the 
wiring 3011 might be broken by the potential which is higher 
or lower than the power Supply Voltage. In order to prevent 
Such a semiconductor device from being damaged by elec 
trostatic discharge, change in the wiring 3011 is Suppressed 
by turning on the transistor 3001 or the transistor 3002. For 
example, the transistor 3001 is turned on in the case where the 
potential which is higher than the power Supply Voltage is 
supplied to the wiring 3011. Then, since electric charge accu 
mulated in the wiring 3011 is transferred to the wiring 3012 
through the transistor 3001, the potential of the wiring 3011 is 
lowered. Accordingly, the semiconductor device can be pre 
vented from being damaged by electrostatic discharge. In 
contrast, for example, in the case where the potential which is 
lower than the power Supply Voltage is Supplied to the wiring 
3011, the transistor 3002 is turned on. Then, since the electric 
charge accumulated in the wiring 3011 is transferred to the 
wiring 3013 through the transistor 3002, the potential of the 
wiring 3011 is raised. Accordingly, the semiconductor device 
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which is connected to the wiring 3011 can be prevented from 
being damaged by electrostatic discharge. 

Note that in the structure illustrated in FIG.37A, one of the 
transistor 3001 and the transistor 3002 can be eliminated. 
FIG. 37B illustrates a structure where the transistor 3002 is 
eliminated from the protection circuit illustrated in FIG.37A. 
FIG. 37C illustrates a structure where the transistor 3002 is 
eliminated from the protection circuit illustrated in FIG.37A. 

Note that in the structures illustrated in FIGS. 37A to 37C, 
a plurality of transistors can be connected in series between 
the wiring 3011 and the wiring 3012. Alternatively, a plurality 
of transistors can be connected in series between the wiring 
3011 and the wiring 3013. FIG. 37D illustrates a structure 
where the transistor 3001 and a transistor 3003 are connected 
in series between the wiring 3011 and the wiring 3012 in the 
protection circuit in FIG.37A. Further, FIG.37D illustrates a 
structure where the transistor 3002 and a transistor 3004 are 
connected in series between the wiring 3011 and the wiring 
3013. A first terminal of the transistor 3003 is connected to the 
wiring 3012. A second terminal of the transistor 3003 is 
connected to the first terminal of the transistor 3001. A gate of 
the transistor 3003 is connected to the first terminal of the 
transistor 3001. A first terminal of the transistor 3004 is 
connected to the wiring 3013. A second terminal of the tran 
sistor 3004 is connected to the first terminal of the transistor 
3002. A gate of the transistor 3004 is connected to the first 
terminal of the transistor 3004. For example, as illustrated in 
FIG. 37E, the gate of the transistor 3001 and the gate of the 
transistor 3003 can be connected to each other. Alternatively, 
the gate of the transistor 3002 and the gate of the transistor 
3004 can be connected to each other. Alternatively, a plurality 
of transistors can be connected in series between the wiring 
3011 and the wiring 3012 or the wiring 3011 and the wiring 
3O13. 

Note that in the structures illustrated in FIGS. 37A to 37E, 
a plurality of transistors can be connected in parallel between 
the wiring 3011 and the wiring 3012. Alternatively, a plurality 
of transistors can be connected in parallel between the wiring 
3011 and the wiring 3013. FIG. 37F illustrates a structure 
where the transistor 3001 and the transistor 3003 are con 
nected in parallel between the wiring 3011 and the wiring 
3012 in the protection circuit in FIG. 37A. Further, FIG.37F 
illustrates a structure where the transistor 3002 and the tran 
sistor 3004 are connected in parallel between the wiring 3011 
and the wiring 3013. The first terminal of the transistor 3003 
is connected to the wiring 3012. The second terminal of the 
transistor 3003 is connected to the wiring 3011. The gate of 
the transistor 3003 is connected to the wiring 3011. The first 
terminal of the transistor 3004 is connected to the wiring 
3013. The second terminal of the transistor 3004 is connected 
to the wiring 3011. The gate of the transistor 3004 is con 
nected to the wiring 3013. 

Note that in the structures illustrated in FIGS. 37A to 37F, 
a capacitor and a resistorican be connected in parallel between 
the gate of the transistor and the first terminal of the transistor. 
Only one of a capacitor and a resistor can be connected 
between the gate of the transistor and the first terminal of the 
transistor. FIG. 37G illustrates a structure where a capacitor 
3005 and a resistor 3006 are connected in parallel between the 
gate of the transistor 3001 and the first terminal of the tran 
sistor 3001 in the protection circuit in FIG.37A. Further, FIG. 
37G illustrates a structure where a capacitor 3007 and a 
resistor 3008 are connected in parallel between the gate of the 
transistor 3002 and the first terminal of the transistor 3002. 
Thus, breakage or deterioration of the protection circuit 3000 
itself can be prevented. For example, in the case where a 
potential which is higher than power Supply Voltage is Sup 
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plied to the wiring 3011, V of the transistor 3001 is raised. 
Thus, the transistor 3001 is turned on, so that the potential of 
the wiring 3011 is lowered. However, since high voltage is 
applied between the gate of the transistor 3001 and the second 
terminal of the transistor 3001, the transistor might be dam 
aged or deteriorate. In order to prevent damage or deteriora 
tion of the transistor, a potential of the gate of the transistor 
3001 is raised and V of the transistor 3001 is lowered. The 
capacitor 3005 is used for realizing this operation. When the 
transistor 3001 is turned on, a potential of the first terminal of 
the transistor 3001 is raised instantaneously. Then, with 
capacitive coupling of the capacitor 3005, the potential of the 
gate of the transistor 3001 is raised. In this manner, V of the 
transistor 3001 can be lowered, and breakage or deterioration 
of the transistor 3001 can be suppressed. Similarly, in the case 
where a potential which is lower than the power supply volt 
age is supplied to the wiring 3011, a potential of the first 
terminal of the transistor 3002 is lowered instantaneously. 
Then, with capacitive coupling of the capacitor 3007, the 
potential of the gate of the transistor 3002 is lowered. In this 
manner, V. of the transistor 3002 can be lowered, so that 
breakage or deterioration of the transistor 3002 can be sup 
pressed. 

Note that parasitic capacitance between the gate of the 
transistor and the first terminal of the transistor can be used as 
the capacitor. Therefore, an area where a material used for the 
gate of the transistor and a material used for the first terminal 
of the transistor overlap with each other is preferably larger 
than an area where the material used for the gate of the 
transistor and the second terminal of the transistor overlap 
with each other. 

Note that for the resistor, a material whose conductivity is 
lower than that of a material used for the wiring 3011 or the 
material used for the gate of the transistor (e.g., the same 
material as a pixel electrode, a light-transmitting electrode, or 
a semiconductor layer to which an impurity is added) can be 
used. 

Here, the protection circuits illustrated in FIGS. 37A to 
37G can be used for a variety of circuits or wirings (e.g., a 
signal line driver circuit, a scan line driver circuit, a level shift 
circuit, a gate signal line, a source signal line, a power Supply 
line, and a capacitor line). FIG. 38A illustrates a structure 
when a protection circuit is provided in a gate signal line. In 
this case, the wiring 3012 and the wiring 3013 can be con 
nected to any of wirings connected to a gate driver 3100. 
Thus, the number of power sources and the number of wirings 
can be reduced. FIG. 38B illustrates a structure when a pro 
tection circuit is provided in a terminal to which a signal or 
voltage is supplied from the outside such as an FPC. In this 
case, the wiring 3012 and the wiring 3013 can be connected to 
any of external terminals. For example, the wiring 3012 is 
connected to a terminal 3101a, and the wiring 3013 is con 
nected to a terminal 3101b. In this case, in a protection circuit 
provided in the terminal 3101a, the transistor 3001 can be 
eliminated. Similarly, in a protection circuit provided in the 
terminal 3101b, the transistor 3002 can be eliminated. Thus, 
the number of transistors can be reduced, so that a layout area 
can be reduced. 
(Embodiment 6) 

In this embodiment, transistors are described with refer 
ence to FIGS. 39A to 39C. 

FIG. 39A illustrates a top-gate transistor and a display 
element formed over the transistor. FIG. 39B illustrates a 
bottom-gate transistor and a display element formed over the 
transistor. 

The transistor in FIG. 39A includes a substrate 5260; an 
insulating layer 5261 formed over the substrate 5260; a semi 
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conductor layer 5262 which is formed over the insulating 
layer 5261 and is provided with a region 5262a, a region 
5262b, a region 5262c, a region 5262d, and a region 5262e, an 
insulating layer 5263 formed so as to cover the semiconductor 
layer 5262; a conductive layer 5264 formed over the semi 
conductor layer 5262 and the insulating layer 5263; an insu 
lating layer 5265 which is formed over the insulating layer 
5263 and the conductive layer 5264 and is provided with 
openings; and a conductive layer 5266 which is formed over 
the insulating layer 5265 and in the openings formed in the 
insulating layer 5265. 
The transistor in FIG. 39B includes a substrate 5300; a 

conductive layer 5301 formed over the substrate 5300; an 
insulating layer 5302 formed so as to cover the conductive 
layer 5301; a semiconductor layer 5303a formed over the 
conductive layer 5301 and the insulating layer 5302; a semi 
conductor layer 5303b formed over the semiconductor layer 
5303a, a conductive layer 5304 formed over the semiconduc 
tor layer 5303b and the insulating layer 5302; an insulating 
layer 5305 which is formed over the insulating layer 5302 and 
the conductive layer 5304 and is provided with an opening: 
and a conductive layer 5306 which is formed over the insu 
lating layer 5305 and in the opening formed in the insulating 
layer 53.05. 
The transistor in FIG. 39C includes a semiconductor sub 

strate 5352 including a region 5353 and a region 5355; an 
insulating layer 5356 formed over the semiconductor sub 
strate 5352; an insulating layer 5354 formed over the semi 
conductor substrate 5352; a conductive layer 5357 formed 
over the insulating layer 5356; an insulating layer 5358 which 
is formed over the insulating layer 5354, the insulating layer 
5356, and the conductive layer 5357 and is provided with 
openings; and a conductive layer 5359 which is formed over 
the insulating layer 5358 and in the openings formed in the 
insulating layer 5358. Thus, a transistor is formed in each of 
a region 5350 and a region 5351. 

Note that in each of the transistors illustrated in FIGS. 39A 
to 39C, as illustrated in FIG. 39A, over the transistor, it is 
possible to form an insulating layer 5267 which is formed 
over the conductive layer 5266 and the insulating layer 5265 
and is provided with an opening; a conductive layer 5268 
which is formed over the insulating layer 5267 and in the 
opening formed in the insulating layer 5267; an insulating 
layer 5269 which is formed over the insulating layer 5267 and 
the conductive layer 5268 and is provided with an opening; a 
light-emitting layer 5270 which is formed over the insulating 
layer 5269 and in the opening formed in the insulating layer 
5269; and a conductive layer 5271 formed over the insulating 
layer 5269 and the light-emitting layer 5270. 

Note that in each of the transistors illustrated in FIGS. 39A 
to 39C, as illustrated in FIG. 39B, over the transistor, it is 
possible to form a liquid crystal layer 5307 which is formed 
over the insulating layer 5305 and the conductive layer 5306 
and a conductive layer 5308 which is formed over the liquid 
crystal layer 5307. 
The insulating layer 5261 can serve as a base film. The 

insulating layer 5354 serves as an element isolation layer 
(e.g., a field oxide film) Each of the insulating layer 5263, the 
insulating layer 5302, and the insulating layer 5356 can serve 
as a gate insulating film. Each of the conductive layer 5264, 
the conductive layer 5301, and the conductive layer 5357 can 
serve as a gate electrode. Each of the insulating layer 5265, 
the insulating layer 5267, the insulating layer 5305, and the 
insulating layer 5358 can serve as an interlayer film or a 
planarization film. Each of the conductive layer 5266, the 
conductive layer 5304, and the conductive layer 5359 can 
serve as a wiring, an electrode of a transistor, an electrode of 
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a capacitor, or the like. Each of the conductive layer 5268 and 
the conductive layer 5306 can serve as a pixel electrode, a 
reflective electrode, or the like. The insulating layer 5269 can 
serve as a partition wall. Each of the conductive layer 5271 
and the conductive layer 5308 can serve as a counter elec 
trode, a common electrode, or the like. 
As each of the substrate 5260 and the substrate 5300, a 

glass Substrate, a quartz. Substrate, a semiconductor Substrate 
(e.g., a silicon Substrate or a single crystal Substrate), an SOI 
Substrate, a plastic Substrate, a metal Substrate, a stainless 
steel Substrate, a Substrate including stainless steel foil, a 
tungsten substrate, a Substrate including tungsten foil, a flex 
ible Substrate, or the like can be used. As a glass Substrate, a 
barium borosilicate glass Substrate, an aluminoborosilicate 
glass substrate, or the like can be used. For a flexible sub 
strate, a flexible synthetic resin such as plastics typified by 
polyethylene terephthalate (PET), polyethylene naphthalate 
(PEN), or polyether sulfone (PES), or acrylic can be used. 
Alternatively, an attachment film (formed using polypropy 
lene, polyester, vinyl, polyvinyl fluoride, polyvinyl chloride, 
or the like), paper including a fibrous material, a base material 
film (formed using polyester, polyamide, polyimide, an inor 
ganic vapor deposition film, paper, or the like), or the like can 
be used. 
As the semiconductor substrate 5352, a single crystal sili 

con Substrate having n-type or p-type conductivity can be 
used. Note that this embodiment is not limited to this, and 
parts or all of the Substrates that can be used as the semicon 
ductor substrate 5352 can be used as the semiconductor sub 
strate 5352. The region 5353 is a region where an impurity is 
added to the semiconductor substrate 5352 and serves as a 
well. For example, in the case where the semiconductor sub 
strate 5352 has p-type conductivity, the region 5353 has 
n-type conductivity and serves as an n-well. On the other 
hand, in the case where the semiconductor substrate 5352 has 
n-type conductivity, the region 5353 has p-type conductivity 
and serves as a p-well. The region 5355 is a region where an 
impurity is added to the semiconductor substrate 5352 and 
serves as a source region or a drain region. Note that an LDD 
region can be formed in the semiconductor substrate 5352. 

For the insulating layer 5261, a single-layer structure or a 
layered structure of an insulating film containing oxygen or 
nitrogen, such as silicon oxide (SiO), silicon nitride (SiN). 
silicon oxynitride (SiON) (x>y>0), or silicon nitride oxide 
(SiN.O.) (x>y>0), can be used. In the case where the insu 
lating layer 5261 has a two-layer structure, a silicon nitride 
film and a silicon oxide film can beformed as a first insulating 
layer and a second insulating layer, respectively. In the case 
where the insulating layer 5261 has a three-layer structure, a 
silicon oxide film, a silicon nitride film, and a silicon oxide 
film can be formed as a first insulating layer, a second insu 
lating layer, and a third insulating layer, respectively. 

For each of the semiconductor layer 5262, the semicon 
ductor layer 5303a, and the semiconductor layer 5303b, a 
non-single-crystal semiconductor (e.g., amorphous silicon, 
polycrystalline silicon, or microcrystalline silicon), a single 
crystal semiconductor, a compound semiconductor or an 
oxide semiconductor (e.g., ZnO, InGaZnO, SiGe, GaAs, IZO 
(indium zinc oxide), ITO (indium tin oxide), SnO, TiO, or 
AlZnSnO (AZTO)), an organic semiconductor, a carbon 
nanotube, or the like can be used. 

Note that for example, the region 5262a is an intrinsic 
region where an impurity is not added to the semiconductor 
layer 5262 and serves as a channel region. However, an impu 
rity can be added to the region 5262a. The concentration of 
the impurity added to the region 5262a is preferably lower 
than the concentration of an impurity added to the region 
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5262b, the region 5262c, the region 5262d, or the region 
5262e. Each of the region 5262b and the region 5262d is a 
region to which an impurity is added at lower concentration 
than the region 5262c or the region 5262e and serves as an 
LDD (lightly doped drain) region. Note that the region 5262b 
and the region 5262d can be eliminated. Each of the region 
5262c and the region 5262e is a region to which an impurity 
is added at high concentration and serves as a source region or 
a drain region. 

Note that the semiconductor layer 5303b is a semiconduc 
tor layer to which phosphorus or the like is added as an 
impurity element and has n-type conductivity. 

Note that in the case where an oxide semiconductor or a 
compound semiconductoris used for the semiconductor layer 
5303a, the semiconductor layer 5303b can be eliminated. 

For each of the insulating layer 5263, the insulating layer 
5302, and the insulating layer 5356, a single-layer structure or 
a layered structure of an insulating film containing oxygen or 
nitrogen, such as silicon oxide (SiO), silicon nitride (SiN). 
silicon oxynitride (SiON) (x>y>0), or silicon nitride oxide 
(SiN.O.) (x>y>0), can be used. 
As each of the conductive layer 5264, the conductive layer 

5266, the conductive layer 5268, the conductive layer 5271, 
the conductive layer 5301, the conductive layer 5304, the 
conductive layer 5306, the conductive layer 5308, the con 
ductive layer 5357, and the conductive layer 5359, a conduc 
tive film having a single-layer structure or a layered structure, 
or the like can be used. For the conductive film, the group 
consisting of aluminum (Al), tantalum (Ta), titanium (Ti), 
molybdenum (Mo), tungsten (W), neodymium (Nd), chro 
mium (Cr), nickel (Ni), platinum (Pt), gold (Au), silver (Ag), 
copper (Cu), manganese (Mn), cobalt (Co), niobium (Nb), 
silicon (Si), iron (Fe), palladium (Pd), carbon (C), scandium 
(Sc), Zinc (Zn), gallium (Ga), indium (In), tin(Sn), Zirconium 
(Zr), and cerium (Ce); a single-layer film containing one 
element selected from the above group; a compound contain 
ing one or more elements selected from the above group; or 
the like can be used. Note that the single-layer film or the 
compound can contain phosphorus (P), boron (B), arsenic 
(AS), and/or oxygen (O), for example. 
A compound containing one or more elements selected 

from the above plurality of elements (e.g., an alloy), a com 
pound containing nitrogen and one or more elements selected 
from the above plurality of elements (e.g., a nitride film), a 
compound containing silicon and one or more elements 
selected from the above plurality of elements (e.g., a silicide 
film), a nanotube material, or the like can be used as the 
compound. Indium tin oxide (ITO), indium zinc oxide (IZO), 
indium tin oxide containing silicon oxide (ITSO), Zinc oxide 
(ZnO), tin oxide (SnO), cadmium tin oxide (CTO), alumi 
num-neodymium (Al-Nd), aluminum-tungsten (Al-W), 
aluminum-zirconium (Al-Zr), aluminum titanium (Al 
Ti), aluminum-cerium (Al-Ce), magnesium-silver (Mg— 
Ag), molybdenum-niobium (Mo-Nb), molybdenum-tung 
sten (Mo-W), molybdenum-tantalum (Mo Ta), or the like 
can be used as an alloy. Titanium nitride, tantalum nitride, 
molybdenum nitride, or the like can be used for a nitride film. 
Tungstensilicide, titanium silicide, nickel silicide, aluminum 
silicon, molybdenum silicon, or the like can be used for a 
silicide film. A carbon nanotube, an organic nanotube, an 
inorganic nanotube, a metal nanotube, or the like can be used 
as a nanotube material. 

For each of the insulating layer 5265, the insulating layer 
5267, the insulating layer 5269, the insulating layer 5305, and 
the insulating layer 5358, an insulating layer having a single 
layer structure or a layered structure, or the like can be used. 
As the insulating layer, a film containing oxygen or nitrogen, 
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such as silicon oxide (SiO), silicon nitride (SiN), silicon 
oxynitride (SiO, N,) (x>y>0) film, or silicon nitride oxide 
(SiN.O.)(x>y>0); a film containing carbon such as diamond 
like carbon (DLC); an organic material such as a siloxane 
resin, epoxy, polyimide, polyamide, polyvinyl phenol, ben 
Zocyclobutene, or acrylic; or the like can be used. 

For the light-emitting layer 5270, an organic EL element, 
an inorganic EL element, or the like can be used. For the 
organic EL element, a single-layer structure or a layered 
structure of a hole injection layer formed using a hole injec 
tion material, a hole transport layer formed using a hole 
transport material, a light-emitting layer formed using a light 
emitting material, an electron transport layer formed using an 
electron transport material, an electron injection layerformed 
using an electron injection material, or a layer in which a 
plurality of these materials are mixed can be used. 

Note that an insulating layer which serves as an alignment 
film, an insulating layer which serves as a protrusion portion, 
or the like can be formed over the insulating layer 5305 and 
the conductive layer 5306. 

Note that an insulating layer or the like which serves as a 
color filter, a black matrix, or a protrusion portion can be 
formed over the conductive layer 5308. An insulating layer 
which serves as an alignment film can be formed below the 
conductive layer 5308. 
The transistor in this embodiment can be used for the 

semiconductor device in Embodiment 1 or 2. In particular, a 
non-single-crystal semiconductor, an amorphous semicon 
ductor, a microcrystalline semiconductor, an organic semi 
conductor, an oxide semiconductor, or the like is used for the 
semiconductor layer in FIG. 39B, the transistor deteriorates. 
However, deterioration of the transistor can be suppressed in 
any of the semiconductor devices, the shift registers, or the 
display devices in Embodiments 1 to 6, which is advanta 
geous. 
(Embodiment 7) 

In this embodiment, cross-sectional structures of a display 
device are described with reference to FIGS. 40A to 40C. 

FIG. 40A is a top view of a display device. A driver circuit 
5392 and a pixel portion 5393 are formed over a substrate 
5391. An example of the driver circuit 5392 is a scan line 
driver circuit, a signal line driver circuit, or the like. 

FIG. 40B illustrates a cross section A-B in FIG. 40A. FIG. 
40B illustrates a substrate 5400, a conductive layer 5401 
formed over the substrate 5400, an insulating layer 5402 
formed so as to cover the conductive layer 5401, a semicon 
ductor layer 5403a formed over the conductive layer 5401 
and the insulating layer 5402, a semiconductor layer 5403b 
formed over the semiconductor layer 5403a, a conductive 
layer 5404 formed over the semiconductor layer 5403b and 
the insulating layer 5402, an insulating layer 5405 which is 
formed over the insulating layer 5402 and the conductive 
layer 5404 and is provided with an opening portion, a con 
ductive layer 5406 formed over the insulating layer 54.05 and 
in the opening portion in the insulating layer 5405, an insu 
lating layer 5408 provided over the insulating layer 54.05 and 
the conductive layer 5406, a liquid crystal layer 5407 formed 
over the insulating layer 5405, a conductive layer 5409 
formed over the liquid crystal layer 5407 and the insulating 
layer 5408, and a substrate 5410 provided over the conductive 
layer 5409. 
The conductive layer 5401 can serve as a gate electrode. 

The insulating layer 5402 can serve as a gate insulating film. 
The conductive layer 5404 can serve as a wiring, an electrode 
of a transistor, an electrode of a capacitor, or the like. The 
insulating layer 5405 can serve as an interlayer film or a 
planarization film. The conductive layer 5406 can serve as a 
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wiring, a pixel electrode, or a reflective electrode. The insu 
lating layer 5408 can serve as a sealant. The conductive layer 
5409 can serve as a counter electrode or a common electrode. 

Here, parasitic capacitance is generated between the driver 
circuit 5392 and the conductive layer 5409 in some cases. 
Accordingly, an output signal from the driver circuit 5392 or 
a potential of each node is distorted or delayed, or power 
consumption is increased. However, when the insulating 
layer 5408 which can serve as the sealant is formed over the 
driver circuit 5392 as illustrated in FIG. 40B, parasitic capaci 
tance generated between the driver circuit 5392 and the con 
ductive layer 5409 can be reduced. This is because the dielec 
tric constant of the sealant is lower than the dielectric constant 
of the liquid crystallayer. Therefore, distortion or delay of the 
output signal from the driver circuit 5392 or the potential of 
each node can be reduced. Alternatively, power consumption 
of the driver circuit 5392 can be reduced. 

Note that as illustrated in FIG. 40C, the insulating layer 
5408 which can serve as the sealant can be formed over part 
of the driver circuit 5392. Also in such a case, parasitic capaci 
tance generated between the driver circuit 5392 and the con 
ductive layer 5409 can be reduced. Thus, distortion or delay 
of the output signal from the driver circuit 5392 or the poten 
tial of each node can be reduced. Note that this embodiment 
is not limited to this. It is possible not to form the insulating 
layer 5408, which can serve as the sealant, over the driver 
circuit 5392. 

Note that a display element is not limited to a liquid crystal 
element, and a variety of display elements such as an EL 
element or an electrophoretic element can be used. 

In this embodiment, cross-sectional structures of the dis 
play device are described. Such a structure can be combined 
with any of the semiconductor devices in Embodiments 1 and 
2. For example, in the case where a non-single-crystal semi 
conductor, a microcrystalline semiconductor, an organic 
semiconductor, an oxide semiconductor, or the like is used for 
a semiconductor layer of a transistor, the channel width of the 
transistor is increased. However, by reducing parasitic 
capacitance of the driver circuit as in this embodiment, the 
channel width of the transistor can be decreased. Therefore, a 
layout area can be reduced, so that the frame of the display 
device can be reduced. Alternatively, the display device can 
have higher definition. 
(Embodiment 8) 

In this embodiment, manufacturing steps of a semiconduc 
tor device are described. Here, manufacturing steps of a tran 
sistor and a capacitor are described. In particular, manufac 
turing steps when an oxide semiconductor is used for a 
semiconductor layer are described. 

Manufacturing steps of a transistor and a capacitor are 
described with reference to FIGS. 41A to 41C. FIGS. 41A to 
41C illustrate manufacturing steps of a transistor 5441 and a 
capacitor 5442. The transistor 5441 is an inverted staggered 
thin film transistor, in which a wiring is provided over an 
oxide semiconductor layer with a source electrode or a drain 
electrode therebetween. 

First, a first conductive layer is formed over the entire 
surface of a substrate 5420 by sputtering. Next, the first con 
ductive layer is selectively etched with the use of a resist mask 
formed through a photolithography process using a first pho 
tomask, so that a conductive layer 5421 and a conductive 
layer 5422 are formed. The conductive layer 5421 can serve 
as a gate electrode. The conductive layer 5422 can serve as 
one of the electrodes of the capacitor. Note that this embodi 
ment is not limited to this, and each of the conductive layers 
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5421 and 5422 can include a portion serving as a wiring, a 
gate electrode, or an electrode of the capacitor. After that, the 
resist mask is removed. 

Next, an insulating layer 5423 is formed over the entire 
surface by plasma-enhanced CVD or sputtering. The insulat 
ing layer 5423 can serve as a gate insulating layer and is 
formed so as to cover the conductive layers 5421 and 5422. 
Note that the thickness of the insulating layer 5423 is 50 to 
250 nm. 

Next, the insulating layer 5423 is selectively etched with 
the use of a resist mask formed through a photolithography 
process using a second photomask, so that a contact hole 5424 
which reaches the conductive layer 5421 is formed. Then, the 
resist mask is removed. Note that this embodiment is not 
limited to this, and the contact hole 5424 can be eliminated. 
Alternatively, the contact hole 5424 can be formed after an 
oxide semiconductor layer is formed. A cross-sectional view 
of the steps so far corresponds to FIG. 41A. 

Next, an oxide semiconductor layer is formed over the 
entire surface by sputtering. Note that this embodiment is not 
limited to this, and it is possible to form the oxide semicon 
ductor layer by sputtering and to form a buffer layer (e.g., an 
n" layer) thereover. Note that the thickness of the oxide semi 
conductor layer is 5 to 200 nm. 

Next, the oxide semiconductor layer is selectively etched 
using a third photomask. After that, the resist mask is 
removed. 

Next, a second conductive layer is formed over the entire 
Surface by Sputtering. Then, the second conductive layer is 
selectively etched with the use of a resist mask formed 
through a photolithography process using a fourth photo 
mask, so that a conductive layer 5429, a conductive layer 
5430, and a conductive layer 5431 are formed. The conduc 
tive layer 5429 is connected to the conductive layer 5421 
through the contact hole 5424. The conductive layers 5429 
and 5430 can serve as the source electrode and the drain 
electrode. The conductive layer 5431 can serve as the other of 
the electrodes of the capacitor. Note that this embodiment is 
not limited to this, and each of the conductive layers 5429, 
5430, and 5431 can include a portion serving as a wiring, the 
source electrode, the drain electrode, or the electrode of the 
capacitor. A cross-sectional view of the steps so far corre 
sponds to FIG. 41B. 

Next, heat treatment is performed at 200 to 600°C. in an air 
atmosphere or a nitrogen atmosphere. Through this heat treat 
ment, rearrangement at the atomic level occurs in an 
In—Ga—Zn-O-based non-single-crystal layer. In this man 
ner, through heat treatment (including light annealing), Strain 
which inhibits carrier movement is released. Note that there is 
no particular limitation to timing at which the heat treatment 
is performed, and the heat treatment can be performed at any 
time after the oxide semiconductor layer is formed. 

Next, an insulating layer 5432 is formed over the entire 
surface. The insulating layer 5432 can have either a single 
layer structure or a layered structure. For example, in the case 
where an organic insulating layer is used as the insulating 
layer 5432, the organic insulating layer is formed in Such a 
manner that a composition which is a material for the organic 
insulating layer is applied and Subjected to heat treatment at 
200 to 600°C. in an air atmosphere or a nitrogen atmosphere. 
By forming the organic insulating layer which is in contact 
with the oxide semiconductor layer in this manner, a thin film 
transistor with highly reliable electric characteristics can be 
manufactured. Note that in the case where an organic insu 
lating layer is used as the insulating layer 5432, a silicon 
nitride film or a silicon oxide film can be provided below the 
organic insulating layer. 
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Next, a third conductive layer is formed over the entire 

surface. Then, the third conductive layer is selectively etched 
with the use of a resist mask formed through a photolithog 
raphy process using a fifth photomask, so that a conductive 
layer 5433 and a conductive layer 5434 are formed. A cross 
sectional view of the steps so far corresponds to FIG. 41C. 
Each of the conductive layers 5433 and 5434 can serve as a 
wiring, a pixel electrode, a reflective electrode, a light-trans 
mitting electrode, or the electrode of the capacitor. In particu 
lar, since the conductive layer 5434 is connected to the con 
ductive layer 5422, the conductive layer 5434 can serve as the 
electrode of the capacitor 5442. Note that this embodiment is 
not limited to this, and the conductive layers 5433 and 5434 
can have a function of connecting the first conductive layer 
and the second conductive layer to each other. For example, 
by connecting the conductive layers 5433 and 5434 to each 
other, the conductive layer 5422 and the conductive layer 
5430 can be connected to each other through the third con 
ductive layer (the conductive layers 5433 and 5434). 

Through the above steps, the transistor 5441 and the 
capacitor 5442 can be manufactured. 

Note that as illustrated in FIG. 41D, an insulating layer 
5435 can beformed over the oxide semiconductor layer 5425. 
Note that reference numerals 5437 and 5436 denote a con 
ductive layer and an oxide semiconductor layer, respectively. 

Note that as illustrated in FIG. 41E, the oxide semiconduc 
tor layer 5425 can be formed after the second conductive 
layer is patterned. Note that reference numerals 5438 and 
5439 each denote a conductive layer. 

Note that for the substrate, the insulating film, the conduc 
tive film, and the semiconductor layer in this embodiment, the 
materials described in the other embodiments or materials 
which are similar to those described in this specification can 
be used. 
(Embodiment 9) 

In this embodiment, a layout diagram (also referred to as a 
top view) of a semiconductor device is described. Specifi 
cally, in this embodiment, a layout diagram of the semicon 
ductor device in FIG. 1A is described. Note that the content 
described in this embodiment can be combined with the con 
tent described in any of the other embodiments as appropri 
ate. Note that the layout diagram in this embodiment is one 
example, and the layout diagram of the semiconductor device 
is not limited to this. 
The layout diagram in this embodiment is described with 

reference to FIG. 42. FIG. 42 is a layout diagram of the 
semiconductor device in FIG. 1A. 

Transistors, wirings, and the like illustrated in FIG. 42 
include a conductive layer 901, a semiconductor layer 902, a 
conductive layer 903, a conductive layer 904, and a contact 
hole 905. However, this embodiment is not limited to this. A 
different conductive layer, an insulating film, or a different 
contact hole can be newly formed. For example, a contact 
hole for connecting the conductive layer 901 and the conduc 
tive layer 903 to each other can be additionally provided. 
The conductive layer 901 can include a portion which 

functions as a gate electrode or a wiring. The semiconductor 
layer 902 can include a portion which functions as a semi 
conductor layer of the transistor. The conductive layer 903 
can include a portion which functions as a wiring, a Source, or 
a drain. The conductive layer 904 can include a portion which 
functions as a light-transmitting electrode, a pixel electrode, 
or a wiring. The contact hole 905 has a function of connecting 
the conductive layer 901 and the conductive layer 904 to each 
other or a function of connecting the conductive layer 903 and 
the conductive layer 904 to each other. 
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Note that the semiconductor layer 902 can be provided in a 
portion where the conductive layer 901 and the conductive 
layer 903 overlap with each other. Accordingly, parasitic 
capacitance between the conductive layer 901 and the con 
ductive layer 903 can be reduced, so that noise can be 
reduced. For a similar reason, the semiconductor layer 902 or 
the conductive layer 903 can be provided in a portion where 
the conductive layer 901 and the conductive layer 904 overlap 
with each other. 

Note that the conductive layer 904 can be formed over part 
of the conductive layer 901 and can be connected to the 
conductive layer 901 through the contact hole 905. Accord 
ingly, wiring resistance can be lowered. Alternatively, the 
conductive layers 903 and 904 can be formed over part of the 
conductive layer 901; the conductive layer 901 can be con 
nected to the conductive layer 904 through the contact hole 
905; and the conductive layer 903 can be connected to the 
conductive layer 904 through the different contact hole 905. 
In this manner, the wiring resistance can be further lowered. 

Note that the conductive layer 904 can be formed over part 
of the conductive layer 903, and the conductive layer 903 can 
be connected to the conductive layer 904 through the contact 
hole 905. Accordingly, wiring resistance can be lowered. 

Note that the conductive layer 901 or the conductive layer 
903 can beformed below part of the conductive layer 904, and 
the conductive layer 904 can be connected to the conductive 
layer 901 or the conductive layer 903 through the contact hole 
905. Accordingly, wiring resistance can be lowered. 

Note that as described above, parasitic capacitance 
between the gate of the transistor 101 and the second terminal 
of the transistor 101 can be made higher than parasitic capaci 
tance between the gate of the transistor 101 and the first 
terminal of the transistor 101. Therefore, in the transistor 101, 
an area where the conductive layer 903 functioning as the 
second terminal and the conductive layer 901 functioning as 
the gate overlap with each other is preferably larger than an 
area where the conductive layer 903 functioning as the first 
terminal and the conductive layer 901 functioning as the gate 
overlap with each other. 
(Embodiment 10) 

In this embodiment, examples of electronic devices are 
described. 

FIGS. 43 A to 43H and FIGS. 44A to 44D illustrate elec 
tronic devices. These electronic devices can include a housing 
5000, a display portion 5001, a speaker 5003, an LED lamp 
5004, operation keys 5005 (including a power switch or an 
operation switch), a connection terminal 5006, a sensor 5007 
(a sensor having a function of measuring force, displacement, 
position, speed, acceleration, angular velocity, rotational fre 
quency, distance, light, liquid, magnetism, temperature, 
chemical Substance, Sound, time, hardness, electric field, cur 
rent, Voltage, electric power, radiation, flow rate, humidity, 
gradient, oscillation, Smell, or infrared ray), a microphone 
5008, and the like. 
FIG.43A illustrates a mobile computer, which can include 

a switch 5009, an infrared port 5010, and the like in addition 
to the above objects. FIG. 43B illustrates a portable image 
regenerating device provided with a memory medium (e.g., a 
DVD regenerating device), which can include a second dis 
play portion 5002, a memory medium reading portion 5011, 
and the like in addition to the above objects. FIG. 43C illus 
trates a goggle-type display, which can include the second 
display portion 5002, a support portion 5012, an earphone 
5013, and the like in addition to the above objects. FIG. 43D 
illustrates a portable game machine, which can include the 
memory medium reading portion 5011 and the like in addi 
tion to the above objects. FIG. 43E illustrates a projector, 
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which can include a light source 5033, a projector lens 5034, 
and the like in addition to the above objects. FIG. 43F illus 
trates a portable game machine, which can include the second 
display portion 5002, the memory medium reading portion 
5011, and the like in addition to the above objects. FIG. 43G 
illustrates a television receiver, which can include a tuner, an 
image processing portion, and the like in addition to the above 
objects. FIG. 43H illustrates a portable television receiver, 
which can include a charger 5017 capable of transmitting and 
receiving signals and the like in addition to the above objects. 
FIG. 44A illustrates a display, which can include a support 
base 5018 and the like in addition to the above objects. FIG. 
44B illustrates a camera, which can include an external con 
necting port 5019, a shutter button 5015, an image receiving 
portion 5016, and the like in addition to the above objects. 
FIG. 44C illustrates a computer, which can include a pointing 
device 5020, the external connecting port 5019, a reader/ 
writer 5021, and the like in addition to the above objects. FIG. 
44D illustrates a mobile phone, which can include an antenna, 
a tuner of one-segment (1 Seg digital TV broadcasts) partial 
reception service for mobile phones and mobile terminals, 
and the like in addition to the above objects. 
The electronic devices illustrated in FIGS. 43A to 43H and 

FIGS. 44A to 44D can have a variety of functions, for 
example, a function of displaying a lot of information (e.g., a 
still image, a moving image, and a text image) on a display 
portion; a touch panel function; a function of displaying a 
calendar, date, time, and the like; a function of controlling 
processing with a lot of software (programs); a wireless com 
munication function; a function of being connected to a vari 
ety of computer networks with a wireless communication 
function; a function of transmitting and receiving a lot of data 
with a wireless communication function; a function of read 
ing a program or data stored in a memory medium and dis 
playing the program or data on a display portion. Further, the 
electronic device including a plurality of display portions can 
have a function of displaying image information mainly on 
one display portion while displaying text information on 
another display portion, a function of displaying a three 
dimensional image by displaying images where parallax is 
considered on a plurality of display portions, or the like. 
Furthermore, the electronic device including an image receiv 
ing portion can have a function of photographing a still image, 
a function of photographing a moving image, a function of 
automatically or manually correcting a photographed image, 
a function of storing a photographed image in a memory 
medium (an external memory medium or a memory medium 
incorporated in the camera), a function of displaying a pho 
tographed image on the display portion, or the like. Note that 
functions which can be provided for the electronic devices 
illustrated in FIGS. 43A to 43H and FIGS. 44A to 44D are not 
limited them, and the electronic devices can have a variety of 
functions. 
The electronic devices described in this embodiment each 

include a display portion for displaying some kind of infor 
mation. By combining the electronic device in this embodi 
ment with any of the semiconductor devices, shift registers, or 
display devices in Embodiments 1 to 5, it is possible to 
achieve improvement in reliability, improvement in yield, 
reduction in cost, an increase in the size of the display portion, 
an increase in the definition of the display portion, or the like. 

Next, applications of semiconductor devices are described. 
FIG. 44E illustrates an example in which a semiconductor 

device is incorporated in a building structure. FIG. 44E illus 
trates a housing 5022, a display portion 5023, a remote con 
troller 5024 which is an operation portion, a speaker 5025, 
and the like. The semiconductor device is incorporated in the 
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building structure as a wall-hanging type and can be provided 
without requiring a large space. 

FIG. 44F illustrates another example in which a semicon 
ductor device is incorporated in a building structure. A dis 
play panel 5026 is incorporated in a prefabricated bath unit 
5027, so that a bather can view the display panel 5026. 

Note that although this embodiment describes the wall and 
the prefabricated bath are given as examples of the building 
structures, this embodiment is not limited to them. The semi 
conductor devices can be provided in a variety of building 
Structures. 

Next, examples in which semiconductor devices are incor 
porated in moving objects are described. 

FIG. 44G illustrates an example in which a semiconductor 
device is incorporated in a car. A display panel 5028 is incor 
porated in a car body 5029 of the car and can display infor 
mation related to the operation of the car or information input 
from inside or outside of the car on demand. Note that the 
display panel 5028 may have a navigation function. 

FIG. 44H illustrates an example in which a semiconductor 
device is incorporated in a passenger airplane. FIG. 44H 
illustrates a usage pattern when a display panel 5031 is pro 
vided for a ceiling 5030 above a seat of the passenger air 
plane. The display panel 5031 is incorporated in the ceiling 
5030 through a hinge portion 5032, and a passenger can view 
the display panel 5031 by stretching of the hinge portion 
5032. The display panel 5031 has a function of displaying 
information by the operation of the passenger. 

Note that although bodies of a car and an airplane are 
illustrated as examples of moving objects in this embodiment, 
this embodiment is not limited to them. The semiconductor 
devices can be provided for a variety of objects such as 
two-wheeled vehicles, four-wheeled vehicles (including cars, 
buses, and the like), trains (including monorails, railroads, 
and the like), and vessels. 

This application is based on Japanese Patent Application 
serial no. 2009-209099 filed with Japan Patent Office on Sep. 
10, 2009, the entire contents of which are hereby incorporated 
by reference. 
What is claimed is: 
1. A semiconductor device comprising: 
a first transistor, a first terminal of the first transistor being 

electrically connected to a first wiring and a second 
terminal of the first transistor being electrically con 
nected to a second wiring; 

a second transistor, a gate of the second transistor being 
electrically connected to a sixth wiring, a first terminal 
of the second transistor being electrically connected to 
the sixth wiring, and a second terminal of the second 
transistor being electrically connected to a gate of the 
first transistor; 

a third transistor, a gate of the third transistor being elec 
trically connected to a fourth wiring, a first terminal of 
the third transistor being electrically connected to a third 
wiring, and a second terminal of the third transistor 
being electrically connected to the second wiring; 

a fourth transistor, a gate of the fourth transistor being 
electrically connected to a fifth wiring, a first terminal of 
the fourth transistor being electrically connected to the 
third wiring, and a second terminal of the fourth transis 
tor being electrically connected to the second wiring; 
and 

a fifth transistor, a gate of the fifth transistor being electri 
cally connected to the fifth wiring, a first terminal of the 
fifth transistor being electrically connected to the third 
wiring, and a second terminal of the fifth transistor being 
electrically connected to the gate of the first transistor, 
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wherein a channel width of the second transistor is larger 

than a channel width of the fifth transistor, 
wherein a channel width of the fourth transistor is larger 

than a channel width of the fifth transistor, and 
wherein a channel width of the first transistor is larger than 

a sum of a channel width of the third transistor and the 
channel width of the fourth transistor. 

2. The semiconductor device according to claim 1, wherein 
a clock signal is input to the first wiring. 

3. The semiconductor device according to claim 1, wherein 
each of the first to the fifth transistors comprises an oxide 
semiconductor. 

4. The semiconductor device according to claim 1, wherein 
a channel width of the second transistor is larger than a 
channel width of the first transistor. 

5. The semiconductor device according to claim 1, wherein 
a channel width of the fifth transistor is larger than a channel 
width of the second transistor. 

6. The semiconductor device according to claim 1, wherein 
each of the first to the fifth transistors comprises an amor 
phous semiconductor. 

7. The semiconductor device according to claim 1, wherein 
each of the first to the fifth transistors comprises an amor 
phous silicon semiconductor. 

8. The semiconductor device according to claim 1, wherein 
the first wiring and the sixth wiring are electrically connected 
to each other. 

9. A semiconductor device comprising: 
a first transistor, a first terminal of the first transistor being 

electrically connected to a first wiring and a second 
terminal of the first transistor being electrically con 
nected to a second wiring: 

a second transistor, a gate of the second transistor being 
electrically connected to a sixth wiring, a first terminal 
of the second transistor being electrically connected to 
the sixth wiring, and a second terminal of the second 
transistor being electrically connected to a gate of the 
first transistor; 

a third transistor, a gate of the third transistor being elec 
trically connected to a fourth wiring, a first terminal of 
the third transistor being electrically connected to a third 
wiring, and a second terminal of the third transistor 
being electrically connected to the second wiring; 

a fourth transistor, a gate of the fourth transistor being 
electrically connected to a fifth wiring, a first terminal of 
the fourth transistor being electrically connected to the 
third wiring, and a second terminal of the fourth transis 
tor being electrically connected to the second wiring: 

a fifth transistor, a gate of the fifth transistor being electri 
cally connected to the fifth wiring, a first terminal of the 
fifth transistor being electrically connected to the third 
wiring, and a second terminal of the fifth transistor being 
electrically connected to the gate of the first transistor; 
and 

a sixth transistor a first terminal of the sixth transistor being 
electrically connected to the third wiring, and a second 
terminal of the sixth transistor is electrically connected 
to the gate of the first transistor, 

wherein a channel width of the second transistor is larger 
than a channel width of the fifth transistor, 

wherein a channel width of the fourth transistor is larger 
than a channel width of the fifth transistor, and 

wherein a channel width of the first transistor is larger than 
a sum of a channel width of the third transistor and the 
channel width of the fourth transistor. 

10. The semiconductor device according to claim 9. 
wherein a clock signal is input to the first wiring. 

SDC EX. 2017 - 80/82



US 9.236,377 B2 
63 

11. The semiconductor device according to claim 9. 
wherein each of the first to the sixth transistors comprises an 
oxide semiconductor. 

12. The semiconductor device according to claim 9. 
wherein a channel width of the second transistoris larger than 
a channel width of the first transistor. 

13. The semiconductor device according to claim 9. 
wherein a channel width of the fifth transistor is larger than a 
channel width of the second transistor. 

14. The semiconductor device according to claim 9. 
wherein each of the first to the sixth transistors comprises an 
amorphous semiconductor. 

15. The semiconductor device according to claim 9. 
wherein each of the first to the sixth transistors comprises an 
amorphous silicon semiconductor. 

16. The semiconductor device according to claim 9. 
wherein the first wiring and the sixth wiring are electrically 
connected to each other. 

17. The semiconductor device according to claim 9. 
wherein the gate of the sixth transistor is electrically con 
nected to the fourth wiring. 

18. A display device comprising: 
a Substrate; 
a terminal on the Substrate; 
a pixel portion on the Substrate, the pixel portion compris 

ing a pixel including a display element; 
a signal line driver circuit on a top side of the pixel portion; 
a first driver circuit and a second driver circuit on the 

Substrate, on a left side and on a right side of the pixel 
portion, the first driver circuit comprising: 
a first transistor, a first terminal of the first transistor 

being electrically connected to a first wiring and a 
second terminal of the first transistor being electri 
cally connected to a second wiring; 

a second transistor, a gate of the second transistor being 
electrically connected to a sixth wiring, a first termi 
nal of the second transistor being electrically con 
nected to the sixth wiring, and a second terminal of the 
second transistor being electrically connected to a 
gate of the first transistor, 

a third transistor, a gate of the third transistor being 
electrically connected to a fourth wiring, a first termi 
nal of the third transistor being electrically connected 
to a third wiring, and a second terminal of the third 
transistor being electrically connected to the second 
wiring; 

a fourth transistor, a gate of the fourth transistor being 
electrically connected to a fifth wiring, a first terminal 
of the fourth transistor being electrically connected to 
the third wiring, and a second terminal of the fourth 
transistor being electrically connected to the second 
wiring; and 

a fifth transistor, a gate of the fifth transistor being elec 
trically connected to the fifth wiring, a first terminal of 
the fifth transistor being electrically connected to the 
third wiring, and a second terminal of the fifth tran 
sistor being electrically connected to the gate of the 
first transistor, 

wherein a channel width of the second transistor is larger 
than a channel width of the fifth transistor, 

wherein a channel width of the fourth transistor is larger 
than a channel width of the fifth transistor, 

wherein a channel width of the first transistor is larger than 
a sum of a channel width of the third transistor and the 
channel width of the fourth transistor, and 
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wherein the first driver circuit and the second driver circuit 

are configured to Supply a gate signal to the pixel por 
tion. 

19. The display device according to claim 18, wherein a 
clock signal is input to the first wiring. 

20. The display device according to claim 18, wherein each 
of the first transistor to the fifth transistor comprises an oxide 
semiconductor. 

21. The display device according to claim 18, wherein a 
channel width of the second transistoris larger than a channel 
width of the first transistor. 

22. The display device according to claim 18, wherein a 
channel width of the fifth transistor is larger than a channel 
width of the second transistor. 

23. The display device according to claim 18, wherein each 
of the first to the fifth transistors comprises an amorphous 
semiconductor. 

24. The display device according to claim 18, wherein each 
of the first to the fifth transistors comprises an amorphous 
silicon semiconductor. 

25. The display device according to claim 18, wherein the 
display element is a liquid crystal element. 

26. The display device according to claim 18, wherein the 
display element is an EL element. 

27. The display device according to claim 18, wherein the 
display element is an electrophoretic element. 

28. The display device according to claim 18, wherein the 
first wiring and the sixth wiring are electrically connected to 
each other. 

29. A display device comprising: 
a substrate; 
a terminal on the Substrate; 
a pixel portion on the Substrate, the pixel portion compris 

ing a pixel including a display element; 
a signal line driver circuit on a top side of the pixel portion; 
a first driver circuit and a second driver circuit on the 

Substrate, on a left side and on a right side of the pixel 
portion, the first driver circuit comprising: 
a first transistor, a first terminal of the first transistor 

being electrically connected to a first wiring and a 
second terminal of the first transistor being electri 
cally connected to a second wiring; 

a second transistor, a gate of the second transistor being 
electrically connected to a sixth wiring, a first termi 
nal of the second transistor being electrically con 
nected to the sixth wiring, and a second terminal of the 
second transistor being electrically connected to a 
gate of the first transistor, 

a third transistor, a gate of the third transistor being 
electrically connected to a fourth wiring, a first termi 
nal of the third transistor being electrically connected 
to a third wiring, and a second terminal of the third 
transistor being electrically connected to the second 
wiring; 

a fourth transistor, a gate of the fourth transistor being 
electrically connected to a fifth wiring, a first terminal 
of the fourth transistor being electrically connected to 
the third wiring, and a second terminal of the fourth 
transistor being electrically connected to the second 
wiring; 

a fifth transistor, a gate of the fifth transistor being elec 
trically connected to the fifth wiring, a first terminal of 
the fifth transistor being electrically connected to the 
third wiring, and a second terminal of the fifth tran 
sistor being electrically connected to the gate of the 
first transistor, and 
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a sixth transistor a first terminal of the sixth transistor 
being electrically connected to the third wiring, and a 
second terminal of the sixth transistor is electrically 
connected to the gate of the first transistor, 

wherein a channel width of the second transistor is larger 
than a channel width of the fifth transistor, 

wherein a channel width of the fourth transistor is larger 
than a channel width of the fifth transistor, 

wherein a channel width of the first transistor is larger than 
a sum of a channel width of the third transistor and the 
channel width of the fourth transistor, and 

wherein the first driver circuit and the second driver circuit 
are configured to Supply a gate signal to the pixel por 
tion. 

30. The display device according to claim 29, wherein a 
clock signal is input to the first wiring. 

31. The display device according to claim 29, wherein each 
of the first transistor to the sixth transistor comprises an oxide 
semiconductor. 

32. The display device according to claim 29, wherein a 
channel width of the second transistoris larger than a channel 
width of the first transistor. 
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33. The display device according to claim 29, wherein a 

channel width of the fifth transistor is larger than a channel 
width of the second transistor. 

34. The display device according to claim 29, wherein each 
of the first to the sixth transistors comprises an amorphous 
semiconductor. 

35. The display device according to claim 29, wherein each 
of the first to the sixth transistors comprises an amorphous 
silicon semiconductor. 

36. The display device according to claim 29, wherein the 
display element is a liquid crystal element. 

37. The display device according to claim 29, wherein the 
display element is an EL element. 

38. The display device according to claim 29, wherein the 
display element is an electrophoretic element. 

39. The display device according to claim 29, wherein the 
first wiring and the sixth wiring are electrically connected to 
each other. 

40. The display device according to claim 29, wherein the 
gate of the sixth transistor is electrically connected to the 
fourth wiring. 
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