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Introduction

Sensors and actuators, as well as their associated processing and connectivity
functions, are now pervasive across a wide variety of application areas: industrial,
medical and healthcare, transportation, consumer and personal devices, urban
management, and robotics to name just a few (Figure 1.2.1). The use of sensors and
actuators is supporting the evolution of each of these areas thus enabling what can be
called the next “Automation Age”:

« The industrial world is moving towards smarter, more efficient and cleaner solutions
with initiatives such as industry 4.0/5.0. This means moving from preventive to
predictive maintenance and increasing use of robots and cobots to improve
efficiency, while preserving humans from repetitive tasks.

» Medical and healthcare is progressing to more personalized, always-on monitoring
and the possibility to access medical services from the comfort of home.

 Transportation is evolving to higher levels of driver assistance and autonomous
driving, vehicle electrification, predictive maintenance, user customization and
increased safety, alongside an evolution of smart bikes, scooters, trains, and
airplanes.

» Urban management is moving towards smart cities, using networks of millions of
intelligent sensors and loT nodes to improve monitoring, manage resources, assist
citizens, and improve logistics with self-driven drones and vehicles.

* Consumer and personal electronics are evolving to offer a more convenient and
personalized experience. Devices such as smartphones, watches, glasses and other
wearables interact seamlessly with interconnected objects in the smart home,
anticipating our needs and automating routine tasks with home robots.

* Robotics, including drones, are becoming more widespread thanks to technologies
developed for automatic navigation based on multiple sensors, detailed
environment analysis, object recognition/detection, and tracking.
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1.0 Cyber Physical Systems Evolution to Support the Next Automation Age
 Inall of the applications above, the systems involved are commonly referred to as Cyber
%Physical Systems (CPS). The general idea of a CPS is to collect sensor data
! (quantitatively measuring properties of the physical world) from a variety of sources
5[1], and convert them to information in the cybernetic world, which can process and
® interpret them. This allows notification of the results to the physical systems, so that
o decision can be taken, and control commands can be routed back to the physical world
& for action and/or reconfiguration of the system parameters.

1.1 The CPS consist of 3 domains: The Physical, Object, and Cyber Domains
The Physical Domain is the world we live and act in every day.

The Object Domain interfaces the Physical Domain through nodes consisting of:

o Sensors to perceive the physical domain and acquire meaningful, quantitative
information;

o Processors to perform computations on acquired data and make analysis;
o Communication to route the computation results to different information channels;
o Actuators to act on the Physical Domain.

The information computed by the Object Domain is typically transmitted via complex
network topologies to the Cyber Domain.
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© The Cyber Domain (the Cloud) is characterized by virtually unlimited computational and
memory resources, so it seems the natural place to deploy intelligent algorithms.
However, leaving all intelligence and decision-making in the Cyber Domain would not
tap into the processing capabilities in the Object Domain. This is the reason why a CPS

using distributed intelligence exploits system resources optimally (Figure 1.2.2), while
contributing to sustainability.

In fact, data center energy consumption will increase from 200-300TWh in 2020 up to
around 400TWh lower bound/1000TWh higher bound in 2030 [2]. Having more
intelligent objects with local data processing will help minimizing overall CPS energy
consumption, thanks to devices exploiting Ultra-Low Power (ULP) architectures and
technologies.

Itis clear that partial re-deployment of intelligence into the computing assets of sense
and act nodes presents many challenges due to constrained computational, memory,
and energy resources. For example, a typical microcontroller (MCU) has an operating
frequency that can range from 10s to 100s of MHz, memory from a few Kbytes to
1MBytes of RAM, and 100s Kbytes to 2 Mbytes of flash. These constraints not only call
for leaner edge Artificial Intelligence (Al) algorithms, but is also driving the exploration
of new hardware acceleration solutions such as neuromorphic and in-memory
computing [3], promising improvements from one to two orders-of-magnitude in power
and computational efficiency.

To address the challenge of bringing Al on constrained devices at the edge, the TinyML
community started in 2018 and now includes several hundreds of companies and
universities across the world [4]. Together they are developing Machine Learning (ML)
algorithms, architectures, techniques, tools, and system approaches enabling on-device
analytics for a variety of sensors (vision, audio, motion, environment, chemical, and
so on) at less than mW power range, that is for always-on use and battery-operated
devices. Solutions can then be benchmarked thanks to the MLCommons initiative [5].

Although distributed intelligence CPS will shift part of the processing to the object
domain, the Cyber Domain will retain an important and diverse role thanks also to the
implementation of Federated Learning [6] solutions. In fact, the Cyber Domain can
supervise a wide range of sense and act nodes, and can prepare, train, distribute, and
aggregate locally trained ML models while coordinating their run-time actions [7].

As our societal dependance on Cyber Physical Systems increases, so too are the
security stakes. It is essential to guarantee the integrity and confidentiality of the
gathered data, its processing as well as the resulting actuation functions. It is also
important to protect the privacy of users. CPS are much more exposed than
conventional systems through a larger “attack surface” at the system’s software and
interfaces. Attackers can be remote and operate from anywhere in the world, driven by
diverse motivations. It is therefore critical for the industry to adopt state-of-the-art
cyber-security techniques and endorse thorough security evaluation and certification
processes to achieve a proper level of security assurance. Artificial Intelligence is also
introducing new threats such as “adversarial examples” class of attacks allowing the
attacker to influence network outputs through network input manipulations [8]. For
example, [9] demonstrated the feasibility of tricking a road sign recognition system
into misclassifying a STOP sign as a 45 MPH speed limit by placing small black and
white stickers on the STOP sign (Figure 1.2.3).

2.0 Adding Intelligence at the Edge

The evolution of all the elements present in sense and act nodes must consider the
exploitation of embedded Al (e-Al), one of the new technologies included in the Gartner
Hype Cycle [10] (Figure 1.2.4), due to its potential to increase the accuracy, insights
and intelligence gained from current and next-generation sensors. The figure indicates
that e-Al technology will reach the plateau of productivity in one to four years in various
devices targeting different applications and segments.

The next sections will introduce the main elements of innovation in sensors,
processing, actuation, and communications that will be seen in the coming years,
enabling the next Automation Age.

3.0 Intelligent Sensors

3.1 Optical Sensors for loT

Photonics sensors will play a key role in the evolution of intelligent sensing providing
the “eyes” of Cyber Physical Systems. While the smartphone market continues to drive
image sensor pixel scaling, enabling high resolution, and high dynamic range scene
capture, other key developments such as dynamic vision sensing, 3D depth
mapping, and low-resolution environment sensing (multi-spectral imaging,
proximity/presence detection, and so on) will add a wealth of data.

Significant progress has been made in the realization of Dynamic Vision
Sensors (DVS). Compared to traditional image sensors the data rates of DVS devices
make them well suited as “edge” sensors and they have the potential for lower power
consumption.
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Image sensors benefit from 3D integration processes using dense digital nodes on the
bottom tiers, enabling integration of complex signal processing logic, massive parallel
readout structures, embedded DRAM frame buffers [11], and high-speed interfaces. 3D
integration is especially important for on-chip image analysis, enabling fully autonomous
detection devices through ultra-low power artificial intelligence solutions. This approach:

« Supports power consumption minimization thanks to close coupling of operations
between the imager focal plane and the bottom-tier processing resources [12].

« Offers a higher level of privacy since only metadata rather than the full image is
shared outside the device.

Two-layer stacked image sensors are high volume products manufactured by several
Integrated Device Manufacturers (IDMs) and foundries. This is done using bonding
techniques enabling the stacking of 2 wafers (Figure 1.2.5). The top wafer is dedicated
to a CMOS Image Sensor (CIS) with a full pixel matrix. The bottom wafer is used for
Image Signal Processing (ISP) using a CMOS technology dense enough to match the
optical format selected for the CIS resulting in a top and bottom die of the same area.
This system integration approach results in product area saving with respect to a 2D
conventional approach.

3D integration presents a number of challenges as products have to be fully redefined
taking into account the 3 dimension. This impacts: architecture partitioning, design,
physical implementation, test strategy, package and thermal management. CAD tools
must be developed to enable the simulation and optimization of such design
architectures. Technology-wise the bonding connection density increase can be achieved
by connection pitch decrease down to 1um or below. Bonding of 3 wafers (or more) can
be achieved by mastering both bonding and Through-Silicon-Via (TSV) processes with
aggressive dimensions (critical dimensions and pitch) or relying on sequential layering
technology. Product test strategy optimization is also a challenge. The final product can
be tested only after full product process completion with the risk of yield loss due to
issues on any one of the wafers within the stack. The smaller footprint of the stacked
product helps balance this risk but does not fully eradicate it.

Enlarging the trend analysis to other optical sensors, it is evident that in recent years
Single Photon Avalanche Diodes (SPADs) and fast photodiodes have moved from R&D
and academic studies to mainstream products [13], [14], [15]. Such sensors can be part
of complex systems aimed at producing 3D depth map images for applications such as
LiDAR, AR/VR and Simultaneous Localization And Mapping (SLAM) or simple single or
low-resolution range sensors. These active depth sensing solutions will be
complemented by other techniques such as structured light and stereoscopic imaging.

The data produced by these arrays of sensors is ideally suited to local processing,
enabling features such as object/person recognition and tracking, object speed and
acceleration, gesture recognition, and extraction of key data from the scene. For all these
devices, the access to high density nodes through 3D integration enables the
development of devices in line with stringent requirements, such as those for automotive
safety, and ensures the security of the device as well, in terms of privacy, authentication
and data integrity.

Scene/object wavelength analysis is another modality enabled by optical sensors. The
latest ambient light sensors (ALS) feature multi-wavelength reporting and this can be
extended further to multi- and hyper-spectral sensing, enabling spectrometer like
functionality in the visible/NIR/SWIR range [16]. Multi-wavelength ALS provide data for
ideal display configuration as well as light and colour information for optimal image
sensor set-up. Multi-spectral sensors enable a wide range of applications including gas
and chemical sensing (allowing features such as food freshness analysis), cosmetics,
medical, automotive, and agricultural imaging. The wavelength response range of such
devices has been shown to be enhanced by above- IC technologies such as quantum
dots [17]. The addition of Al to such devices makes possible the extraction of key scene
spectral signatures, which are learnt and acted upon. An example of this can be found in
[18] where food products are imaged and their spectral signature analysed for chemical
composition.

3.2 Motion MEMS sensors

In the year 2000 a paradigm shift in the man-machine interface happened with MEMS
technology finding applications in automotive (accelerometer in car airbags), in personal
electronic devices (smartphone orientation), and gaming (handheld game controller).
Since then, MEMS have made considerable progress: in the past 10 years, we have seen
91% power consumption reduction, 70% size reduction, and over 70% MEMS noise
reduction (Figure 1.2.6).

The major technology drivers for MEMS sensors today are Augmented Reality, 5G,
connectivity technology evolution, and the proliferation of advanced Al-enabled use
cases. Forall of these, increasing data processing capability complemented by Al within

the sensor is key (Figure 1.2.7). In this respect, as mentioned before, the TinyML
community targets also embedded Al into very low processing power devices such as
sensor systems, leading to pW levels of power consumption, ultra-low latencies,
minimized silicon area, greater accuracy, and enhanced privacy. Embedded Al research
on inertial sensing currently addresses sensor design and selection, calibration, and error
modeling, navigation, and motion-sensing algorithms, multi-sensor information fusion,
system evaluation, and practical application [19].

A clear challenge for sensor makers is to add Al processing capabilities without
disrupting their proven solution for low noise, low power, and high accuracy, and also
without changing the package form factor. This last point would offer system designers
flexibility on sensor selection without changing board design, as well as offering
advantages for manufacturing.

Different solutions are being proposed to meet these challenges.

Sensor packaging approaches face the duality where the possibility to integrate on same
SiP (System in Package) different sensing technology, data processing or transmission
capability go in contrast with ease of testing and calibration (Figure 1.2.8). The possibility
to build fully functional sensors in tiny Chip Scale Packages (CSP) [20], [21], that can
be integrated as bricks in a bigger SiP, will be a game changer in the coming years (Figure
1.2.9).

3.3 Audio Sensors

MEMS microphones can be considered as smaller versions of conventional microphones.
These products are characterized by their signal type (digital as PDM, 12S, and analog),
and in applications by the band of interest (voice, audio, ultrasound). Audio sensors are
not only microphones, since sound can also be captured through the vibrations
propagated in a solid material. Three significant microphone evolutions are emerging
with different technology requirements.

First, microphones with wake-on-sound function, where the sensor uses sound energy
to wake up a system from full power-down. The key role of the sensor technology is to
determine the speed of wake up. For example, piezoelectric technology allows the
microphone in power down state (current consumption less than 10uA) to detect a sound
above a certain predefined acoustic threshold; this threshold crossing generates an
interrupt event triggering the application processor to wake-up the system.

Second, microphones for vibration detection. For environmental monitoring wide
bandwidth is key, while in wearable applications the integration of audio sound with other
sensors is the focus. This integration is essential for True Wireless Stereo (TWS), a
unique Bluetooth feature that enables true stereo sound quality without the use of wires.
Here, a specific wide bandwidth sensor captures the vibration of the voice that propagates
through the jawbone. This bone detection generates a signal improving the audio quality
of the microphones. Today’s discrete solutions are based on the combination of inertial
sensors (for user interface or 3D audio), wide-bandwidth sensors and MEMS
microphones. Next-generation designs target performance improvement, size, and power
reduction delivered in new intelligent and highly integrated sensors. Ultimately, a single
sensor could provide head tracking (for 3D audio), bone conduction, user interface. and
in-ear detection (today performed with a dedicated infra-red sensor) (Figure 1.2.10).

Third, the integration of arrays of audio sensors in size-optimized and cost-optimized
embedded systems enables advanced speech and acoustic processing features, such as
always-on listening for specific keywords in noisy environments. This brings challenges
for system design, particularly in terms of processing speed, compact packaging, and
low power consumption. Voice processing and context awareness capabilities contribute
to an enhanced and more personalized user experience. Edge processing combined with
cloud connectivity brings flexibility to system design and enables optimal balance
between offline and online capabilities. Consider for example the in-ear translators and
in-ear-piece translator devices [22], which require a perfect fusion of these technologies,
as an example of a system where improvements need to be made in the coming years.

3.4 Environmental Sensors

Environmental Sensors are used to sample scalar quantities such as atmospheric
pressure, temperature, humidity, and gas concentrations. These measurements are used
to monitor ambient conditions in a wide range of applications. New ways of exploiting
the sensor data are being deployed; for example, pure pressure measurements have been
used to extrapolate indirect measures such as altitude position, individual movements,
and other contextual metrics. New rules, standards or legislation can drive evolution, for
example, the E911 emergency call feature in the US [23] requires precise altitude and
horizontal positioning information (Figure 1.2.11). These additional uses of data enhance
the utility of environmental sensors in smart devices, driving their evolution to more
power efficiency, higher pressure accuracy, and smaller packaging. Artificial Intelligence
also contributes to increasing functionality, especially by way of intelligent aggregation
of data from multiple sensors to enable real-time feedback.

AUThorZed NICENsed Use mited to: Corey JO anningmeier. Downloaded on June 07,2022 at 19.59.38 UTC from IEEE Xp Ore. Resticions apply.

18 e 2022 IEEE International Solid-State Circuits Conference

978-1-6654-2800-2/22/$31.00 ©2022 IEEE

IPR2024-00667
AGNC EX2010



ISSCC 2022 / February 21, 2022 / 7:45 AM

4.0 Intelligent Processing

4.1 Al-Augmented Edge Devices

As previously introduced, Al application in distributed systems varies by use case in
terms of processing latency, memory footprint, and power consumption while relying
on different hardware and software partitioning.

Machine Learning solutions typically used on the Cloud or in high-performance General-
Purpose Graphics Processing Units (GP-GPUSs) cannot fit on constrained MCUs or
Smart Sensors, so ML algorithms have typically to be redesigned and retrained to suit
the final device capabilities, widening the project duration. For this reason, the possible
exploitation of Automated Machine Learning (AutoML) and Neural Architecture Search
(NAS) [24] tools is important. This could greatly simplify the effort required to define
an ML algorithm and choose its hyperparameters to trade off performance, cost, and
accuracy on a given dataset, thus speeding up development time by finding accurate
models. Nevertheless, AutoML and NAS frameworks typically are not automatically
deployable on embedded processors for edge Al. For this reason, some NAS tools
evolved to limit the research space taking into account the constraints related to the
final target [25], [26], [27], [28], [29]. This helps when devising optimized solutions of
Neural Networks for constrained devices, thus shortening application development time.
Once the ML model is available, its deployment on embedded processors requires code
generators and compiler tools that can interoperate with the most widely used Al
frameworks (such as Tensorflow/Keras, Pytorch, ONNX, and so on). Most importantly
these tools can also automatically optimize the Al solutions for the target platform and
facilitate user work when moving from a pure software solution on an MCU to a
hardware accelerated solution on a Neural Network Processing Unit (NPU), depending
on the selected algorithm and system requirements.

Deployment in embedded systems can be achieved mainly through off-line tools (such
as STMicroelectronics STM32Cube.Al for STM32 MCU family; e-Al Development
Environment Tools for Renesas processors; NXP® elQ™ ML software development
environment) and interpreters (Google open-source project TensorflowLiteMicro).
Automatic tools to detect the best model for the target platform, as well as for optimized
porting on the selected device, are of course important. In supervised learning, data
scientists spend at least 70% of their time on data preparation [30], that is, to collect,
label, and augment large amounts of data to create datasets suitable for Neural Network
training. To decrease the impact of this activity, on-device learning on embedded
processors can help, enabling the learning of Neural Network model weights on the
same device that run the model inference. On-device training offers better generalization
since learning happens in-situ on real-world, just-in-time data acquired by sensors after
deployment.

Clearly, on-device learning poses significant challenges for resource constrained
devices such as sensors and MCUs, so minimizing the computational complexity and
memory requirements of this process is mandatory. Moreover, on-device learning in a
well-defined time slot is highly desirable for predictability when deployed in the field.
For example, [31] aims to enable on-device training of convolutional neural networks
(CNNs) by reducing the computation cost at training time. Applying that to ResNet-110
on CIFAR-10 achieved 68% computation saving while preserving full accuracy and 75%
computation saving with a marginal accuracy loss of 1.3%. Aggressive computation
saving of 96% is achieved with less than 0.1% accuracy loss when quantization is
integrated into the proposed approaches. A more specific example related to TinyML,
a system called TinyOL [32], is proposed which enables incremental on-device
autoencoder training on streaming data for constrained 10T devices.

4.2 The Advent of Specialized Al Hardware Acceleration

Despite the improvements of TinyML, not all Al solutions can be deployed in pure
software due to reasonable processing time requirements of specific applications such
as computer vision. Convolutional Neural Networks require deep topologies, millions
of parameters, and varying kernel sizes, thus escalating bandwidth, power, and area
requirements. Efficiency can be improved with specific hardware accelerators
supporting kernel compression and an on-chip reconfigurable data transfer fabric to
improve data reuse and reduce on-chip and off-chip memory traffic [33], [34].

While general-purpose compute engines (especially GPUs) have spearheaded much of
the Al processing, there is an increasing push for more specialized acceleration. This
has led to the design of specialized architectures and chips specifically tailored to
efficiently execute Al workloads and, more recently, narrowly defined accelerators for
target application domains benefiting from more specialization. The increasing demand
to include Al capabilities in chips has also incited many IP vendors to create their own
lines of hardware accelerators that can be integrated into custom Systems-on-Chip.
The approaches here are very diverse. Improvements to existing solutions include DSPs
instruction set extensions and customization to accelerate certain operations either with
Single Instruction Multiple Data (SIMD) or vector instructions, as well as adding new

data-types processing capabilities to existing platforms such as GPUs. However, there
are also many radically different approaches being pursued, explicitly addressing the
peculiar data structures required by tensors associated with Neural Network algorithms
and their associated degrees of freedom. Neural Networks inference complexity is linked
to a high number of operations (as multiply, add, accumulate represent the bulk of the
total operations), but the transfer of data and network parameters to/from memory is
of equal if not greater relevance especially for embedded systems (Figure 1.2.12).
Further advances are emerging from disruptive computing architectures, inspired by
biology, in the form of neuromorphic structures. These solutions, such as spiking
neurons and convolutional neural networks exploiting innovative memories
technologies, have the potential to provide much lower power consumption and higher
computing densities. Spiking neural network approaches are explored for their potential
of very high-power efficiency, but their training and deployment is not fully mature yet.
On the other end, convolutional approaches can already tap into reduced precision
computation and advances in semiconductor device technology.

A new class of computing structures for neural network execution moves computation
to where the data lives in the memory or close to it. In-Memory Computing (IMC), for
instance, can achieve Al inference with up to 100x higher compute densities and power
efficiency compared to current state-of-the-art solutions [3]. IMC can be classified as
DIMC (Digital In-Memory Computing) and AIMC (Analog In-Memory Computing). In
DIMC the computation happens across a group of memory bit cells, that can be
accessed in parallel to perform an accumulation operation, thus deterministically
generating a precise bit accurate output. Computation within the memory block
boundary reduces the data movement and the global I/0 power. In AIMC architectures
the computation is mapped onto an analog operation such as a current summation or
charge transfer, either in a column-wise or a row-wise fashion, with an analog-to-digital
conversion (read out) at the end to generate the final output. In AIMC, an especially
promising avenue is exploitation of the physical attributes of emerging non-volatile
resistive memory devices to perform computations in the memory itself, thus obviating
the need to move data from memory to a processing unit [35]. For Al application,
amongst the Emerging Memories (EM) technologies, Phase-Change Memory (PCM) is
a natural candidate because of its very small cell size, hence allowing a very high
computational capacity (TOPS/mm?). Moreover, PCM manufacturability and reliability
were proven on high density stand-alone memory products in volume production,
showing that PCM is a mature technology which can lead to a much earlier introduction
of an industrially proven AIMC solution. IMC-based architectures will provide the
freedom to experiment with Deeply Quantized Neural Networks, finding the best trade-
offs between accuracy and efficiency, aided in the process by the introduction of tools
such as gKeras [36], [37] by Google, and related ecosystems.

While many Al security challenges relate to the overall Machine Learning system, some
are more directly linked to hardware-level Al implementation. For example, it is
important to protect the confidentiality and integrity of the embedded network
configuration to prevent attacks aiming at influencing network outcomes, while
protecting the valuable intellectual property that constitutes this configuration.
Compromising the confidentiality of the network can be a first step towards adversarial
attacks aimed at influencing network outcomes. This is an emerging research topic, for
both attack and countermeasures research. It is not yet clear to what extent hardware-
level attacks on Al will be as much of a concern as hardware attacks on embedded
cryptography. Shifting Al processing can bring privacy benefits as user data may no
longer need to be sent to the cloud.

5.0 Intelligent Actuators

Actuators consist of two main parts: a power conversion stage coupled with a motion
stage, which translates electric energy into mechanical movement. Industrial robots
are an example of an advanced actuator typically used to manipulate parts on an
assembly line. The focus today is on reducing size, increasing efficiency, and improving
flexibility. This drives three technology trends leading to “Intelligent Actuators”.

The first technology trend is power efficiency and energy density. Silicon Carbide (SiC)
and Gallium Nitride (GaN) wide bandgap materials allow for smaller adapters through
the adoption of planar transformers. This provides a higher efficiency in reduced space
in many applications fields, such as wireless power chargers, robotic actuators, and
Electric Vehicle charging stations. A GaN transistor has 1/10 the size and weight of a
Silicon MOSFET and a 1/40 the capacitance required to switch (Figure 1.2.14).

The second trend ispower digitalization. Digital power relies on microcontrollers to run
control techniques for power management [38]. This trend goes back to 1985 [39],
when actuator drivers and power conversion devices were integrated on silicon with
BCD (Bipolar-CMOS-DMOQS) technology. In 1995 for the first time, Power MOSFET,
Bipolar, CMOS components as well as Non-Volatile Memory cells were implemented
on a single chip, integrating a Pulse Wave Modulation (PWM) (up to 2A) current control
loop together with an 8-bit microcontroller [40]. In 2018 an internal STMicroelectronics
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development featured a 32-bit microcontroller, monolithically integrated with an
autonomous numerical torque generator for motor control, a dedicated power stage, and
an analog front-end covering smart power conversion functions, from DC/DC conversion
to motor drive. The device was created in a 12.7 mm? die in BCD technology. Future
advances will rely on these evolving IC technologies as well as associated packaging
solutions. These will include super-integration, wafer-to-wafer bonding, and system-in-
package, to enable the heterogenous integration of multiple technologies such as Vertical
Intelligent Power, BCD, FD-SOI CMOS, and others.

Microcontrollers allow implementation of Al to model complex, non-linear time-varying
systems that need to adapt continuously at run time. A recent example [41], shows that
a deeply quantized Deep Echo State Network can run the control with only 2.5kB of
memory and an inference time of 20usec, enabling broad deployment in motor control
solutions. Another example [42] proposes the improvement of the speed and torque
dynamic responses of DC motor by using Neural Network Parameter Tuner (NNPT) for
Pl-controller; also an example is provided to [43] control the speed of induction motor
using a Neural Network estimator and speed controller.

The third trend is safety and security, with galvanic isolation of circuitry preventing
electrical shock hazard, while security features support data management.

The Industry 5.0 initiative is continuing the path of Industry 4.0, using digitalization to
empower workers in a safer working environment. For example, the EU industrial strategy
[44] covers the interaction of the human workforce with robotics using Artificial
Intelligence and additive manufacturing. The combined efficiency of manufacturing
processes and the related resources depends on the interaction between industrial robots
(and the relative ISO 10218-2 Standard) and the humans around it; in fact, the current
paradigm of safeguard space must be revised to introduce the new concept of
collaborative workspace. A human centric collaborative robotic (cobot) [45][46][47] will
quickly require a new generation of intelligent actuators to ensure the safety of workers
(Figure 1.2.15). These new actuators will exploit higher efficiency and energy density,
as well as new motion control algorithms to deliver increased safety while maintaining
security.

6.0 Wireless Connectivity

Connectivity is defined as any secure, reliable link between devices, from Near Field
Communication, such as that implemented in our credit cards, up to complex, worldwide
mobile 5G networks. Data communication from sensors in the Object Domain node to
Cyber Domain and then back to the node actuators is an essential function for AloT
(Artificial Intelligence of Things), IloT (Industrial Internet of Things), and vehicular system
implementations. Multiple connectivity solutions defined by standards or alliances coexist
today to address different needs of the systems in term of throughput, coverage, and
mobility.

The overall data traffic on the network backbone is constantly growing [47] and, while
there is a general trend towards higher throughput and lower latency, with sensors and
actuators becoming more and more intelligent, we envision a parallel connectivity trend
characterized by lower throughput, shorter transmission time, and lower power. The mix
of the two trends will allow more efficient e2e connectivity solutions. In this context,
technical innovation will be focused not only on addressing low power, low latency but
also secure and reliable connections that are easy to install and capable of operation in
dense environments. These trends are reported by all major standardization bodies
( IEEE, 3GPP, BLE-SiG) and Alliances (SigFox, LoRA). New emerging technologies
include:

» Wake-up Radio (as in IEEE 802.11ba), to extend battery life and keep reduced latency
[48];

« Intelligent spectrum partitioning between multiple users implementing sub
channelization (as in NB-loT and Cat-M), and spectrum sharing in frequency or
spatial domain (as in Wi-Fi);

* The allocation and use of less congested spectrum portions, positioned in the higher
part of the spectrum;

* The constant evolution of algorithms, protocols, and techniques to enhance link
security and make system intrusion more difficult.

It is possible to envision a combined use of connectivity solutions (UWB, NFC) with other
connectivity links (Wi-Fi, BLE) to enhance security and, at the same time, simplify
network installation procedures. Given that increasing reliable area-coverage is in
opposition to lowering power, next-generation connectivity solutions will require an extra
innovation effort. The endeavor is in the definition of new SoC architectures, both RF
and digital, to achieve ultra-low power dissipation in active mode (~10mA when

transmitting and receiving) and in standby mode (~10pA when there is no need to
transfer data). The required effort in low power design should address not only the major
power-hungry building blocks (oscillators), but also the power generation (low power
DC-DC), and management techniques (clock gating, power islands), and the specific use
of the selected technology (leveraging low voltage, near threshold). Moreover, low latency
connectivity will play a key role also in the future generations of automotive vehicles that
will increasingly become part of the network, sharing data collected through their
sensors, and making remote vehicle control a reality!

Conclusions

The next Automation Age is being enabled by the proliferation of Cyber Physical Systems
composed of interconnected, miniaturized objects and systems able to sense, process,
and take actions. The number of such devices is growing exponentially and with
increasingly complex functionality, requiring more powerful cloud infrastructure with a
consequent energy penalty. For these reasons’ new technology trends and their
heterogeneous integration are addressing the need to distribute intelligence, such as Al
processing, within the CPS. This enables further device miniaturization while bringing
analytic capabilities close to or into the sensors, allowing the implementation of
sophisticated actions with local smart controls, helping protect user privacy and lowering
overall CPS power consumption. The on-going evolution of CPS offers significant
opportunities for innovation within the semiconductor industry to enable and enhance
the next Automation Age.
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