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I. INTRODUCTION 

Petitioner Cisco Systems, Inc. and Fortinet, Inc. submits this Petition for Inter 

Partes Review of claims 1-2 and 5-6 (the “Challenged Claims”) of U.S. Patent No. 

8,117,645 (the “645 Patent” (Ex.1301)), assigned to Patent Owner, InfoExpress Inc. 

Petitioner respectfully submits that the Challenged Claims of the 645 Patent are 

unpatentable under 35 U.S.C. §103 in view of the prior art references discussed 

herein.  Accordingly, it is respectfully requested that the Board institute an inter 

partes review of the 645 Patent. 

II. MANDATORY NOTICES  

A. Real Party-in-Interest  

The real parties-in-interest for this Petition are Cisco Systems, Inc. and 

Fortinet, Inc.   

B. Related Matters  

The 645 Patent is asserted by PO in the following matters: 

 InfoExpress Inc. v. Fortinet, Inc., 4-23-cv-04389 (NDCA) 

 InfoExpress Inc. v. Cisco Systems, Inc., 4-23-cv-02698 (NDCA) 
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C. Lead and Back-Up Counsel and Service Information  

Lead Counsel Back-Up Counsel 

 
Scott M. Border 
(Reg. #77,744) 

Winston & Strawn LLP 
1901 L Street, N.W. 

Washington, D.C. 20036 
Tel: (202) 282-5054 
Fax: (202) 282-5100 

sborder@winston.com 

 
Joseph C. Masullo 

(pro hac vice to be submitted) 
Winston & Strawn LLP 

1901 L Street, N.W. 
Washington, D.C. 20036 

Tel: (202) 282-5897 
Fax: (202) 282-5100 

jmasullo@winston.com 

Back-Up Counsel Back-Up Counsel 

 
Patrick D. McPherson  

(Reg. No. 46,255)  
DUANE MORRIS LLP,  

901 New York Avenue N.W.,  
Suite 700 East  

Washington, DC 20001  
Tel: (202) 776-7800  
Fax: (202) 776-7801 

PDMcPherson@duanemorris.com 
 

 
Patrick Muldoon  

 (Reg. No. 47,343)  
DUANE MORRIS LLP,   

901 New York Avenue N.W.,   
Suite 700 East  

Washington, DC 20001  
Tel: (202) 776-7840  
Fax: (202) 776-7801 

PCMuldoon@duanemorris.com 

Back-Up Counsel 

 
David C. Dotson   
(Reg. No. 59,427)  

DUANE MORRIS LLP 1075 
Peachtree Street NW,  Suite 1700  

Atlanta, GA 30309-3929  
Tel: (404) 253-6982  
Fax: (404) 581-5951 

DCDotson@duanemorris.com 
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Petitioner consents to electronic service by email at WS-Cisco-

InfoExpress@winston.com and the e-mail addresses listed above.   

III. PAYMENT OF FEES  

Petitioner authorizes the Office to charge the filing fee and any other 

necessary fee to Deposit Account No. 501814. 

IV. REQUIREMENTS FOR INTER PARTES REVIEW 

A. Grounds for Standing  

Petitioner (i.e., Cisco and Fortinet) certifies that the 645 Patent is available for 

inter partes review.  Petitioner is not barred or estopped from requesting an inter 

partes review challenging the claims on the identified grounds herein.  Petitioner has 

not filed a civil action challenging the validity of a claim of the 645 Patent.  This 

petition is being filed no more than 1 year after the date on which Petitioner was 

served with a complaint alleging infringement of the 645 Patent.  

B. Identification of Challenged Claims  

Ground 1:   Claims 1-2 and 5-6 are unpatentable as obvious under 35 U.S.C. 

§ 103 based on Krantz (Ex.1305).  

Ground 2:  Claims 1-2 and 5-6 are unpatentable as obvious under 35 U.S.C. 

§ 103 based on Krantz (Ex.1305) and Herrmann (Ex.1306).  

mailto:WS-Cisco-InfoExpress@winston.com
mailto:WS-Cisco-InfoExpress@winston.com
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V. THE 645 PATENT 

A. Effective Filing Date 

Petitioner assumes for the purposes of this Petition that September 24, 2003, 

is the effective filing date.   

B. Person of Ordinary Skill in the Art 

A Person of Ordinary Skill in The Art (“POSITA”) in September 2003 would 

have had a working knowledge of the telecommunications and networking art that 

is pertinent to the 645 Patent.  A POSITA would have had a bachelor’s degree in 

computer science, computer engineering, or an equivalent, and two years of relevant 

experience in networking and network security, and related fields.  Lack of 

professional experience can be remedied by additional education, and vice versa.  

Ex.1303, ¶21. 

C. Overview of the 645 Patent 

U.S. Patent No. 8,117,645 (“the 645 Patent”) describes “a protected network 

physically or logically divided into a restricted subset and one or more less-restricted 

subsets.”  645 Patent, 2:50-53.  Access to less-restricted networks from a device “are 

first passed to the restricted subset.”  Ex.1301, 2:53-54.  Elements of the “restricted 

subset”—such as a “gatekeeper”—“are then used to apply security policies” to the 

device requesting access.  Ex.1301, 2:54-58.   If a requesting device satisfies the 

“security policies,” access is granted “to a less-restricted subset of the protected 

network.”  Ex.1301, 2:57-58.  The 645 Patent further explains that “the passing of 
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access requests to the restricted subset” and the subsequent granting of such requests 

is “accomplished by configuring and reconfiguring a communication port of an 

access point.”  Ex.1301, 2:58-61. 

Figure 2 depicts various embodiments of the invention described in the 645 

Patent: 
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Ex.1301, Fig. 2 (annotated); Ex.1303, ¶33. 

Figure 2 includes “Protected Network 200,” which is described in the 645 

Patent as “either physically or logically divided into a Restricted Subset 205 and a 

Less-Restricted Subset 210.”  Ex.1301, 5:55-58.  Access to Protected Network 200 

is “under the control of a GateKeeper 225,” which “enforce[s] a security policy 

against one or more Access Device 230 requesting access.”   Ex.1301, 5:59-64.  The 

security policy may proscribe up-to-date virus software and encryption protocols, 

(Ex.1301 2:16-27), include requirements related to user identification and passwords 

or configuration requirements related to the access device (such as aspects of the 

operating system), (Ex.1301, 6:38-52), or authenticate an access device (or user) of 

the device.  Ex.1301, 10:36-41, 12:2-6. 

The 645 Patent explains that “[i]n some embodiments, Authenticate User Step 

[] is considered part of the security policy audit.”  Ex.1301, 12:2-6; see also, 

Ex.1301, 11:43-54.  Moreover, “[a]ccording to an exemplary embodiment, client 

filters (CF) and server filters (SF) are added along with an agent and GK [i.e., 

gatekeeper] to perform audits, as highlighted in FIG. 5.  There may be one or more 

instances of the CF and SF, which correspond to the separate EAP Authentication 

Modules (EAPM) that are supported.”  Ex.1301, 14:22-27.  Notably, “the agent and 

[gatekeeper] are logical components.  The functionality of the agent and [gatekeeper] 
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can be embedded into the CF and SF, respectively, or … may reside on a separate 

server.”  Ex.1301, 14:27-30.  Fig. 5 is shown below for reference. 

 

Ex.1301, Fig. 5. 
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VI. CLAIM CONSTRUCTION 

Claims are given their “ordinary and customary meaning” as understood by a 

POSITA and the prosecution history pertaining to the patent. 37 C.F.R. § 42.100(b).  

Because a POSITA would find the challenged claims unpatentable under any 

interpretation consistent with their plain and ordinary meaning in the context of the 

645 Patent, the Board need not expressly construe the claim terms.  See Vivid Techs., 

Inc. v. Am. Sci. & Eng.’g. Inc., 200 F.3d 795, 803 (Fed. Cir. 1999).  

VII. PRINCIPAL PRIOR ART 

A. Krantz 

U.S. Patent Pub. No. 2004/0111520 to Krantz et al. (Ex.1305) was filed on 

December 6, 2002, and published on June 10, 2004.  Krantz is prior art to the 645 

Patent at least under pre-AIA 35 U.S.C. § 102(e).   

Krantz is directed to “computer-based systems and method for facilitating 

controlled access to protected networks and in particular, increasing the level of 

automation when provisioning and configuring a computer system to access a 

network.”  Ex. 1305, [0015.   

Krantz discloses a system in which a device attempts to access a protected 

network.  Ex.1305, [Abstract].  To gain access to such a protected network, Krantz 

includes a server which can authorize at least partial access to the protected network 

resources based on credentials supplied by the user.  Ex.1305, [0016].  An 

embodiment of this network architecture is depicted below: 
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Ex.1305, Fig. 2 (Annotated)1; Ex.1303, ¶43. 

The Krantz invention can utilize Virtual Local Area Network (“VLAN”) 

techniques.  Ex.1305, [0057].  Krantz discloses that the network architecture is 

 
1 Patentee uses different words to describe claimed features, e.g., referring to a 

“Protected Network” and “Access Device” in some instances (see, e.g., Ex.1301, 

Fig. 2) while describing a “Network/Computer Network” and “Device” in others 

(see, e.g., Ex.1301, claim 1).  Similarly, those terms are used interchangeably 

herein. 
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logical in nature and can connect sets of disparate computer systems together into 

one protected network, e.g., it discloses that “network architecture 200 data routing 

device 214 is connected to network 213, server 215, and access point 209 by 

corresponding logical communication links 233, 234, and 235 respectively.  

Network 213 can be virtually any type of network, such as, for example, a corporate 

or enterprise-wide network … [and] data routing device 214 can be a device capable 

of grouping computer systems together in a single broadcast domain based on 

criteria other than physical location.”  Ex.1305, [0060].  Access Point 209 utilizes 

ports which can be configured for data transfer in particular ways.  Ex.1305, [0062]. 

Krantz discloses that a client (access device) requesting access to the network 

can send credentials to a server for authentication.  Ex.1305, [0016].  Based upon 

the credentials supplied, the server “may authorize the client for at least partial 

access.”  Ex.1305.  This can include “at least partial access to [a] single network, 

such as, for example, by authorizing client access to selected computer systems or 

modules on the single network.” Ex.1305, [0017].  Authentication may be made by 

authentication module 217 in server 215.  Ex.1305, [0073], [0076].  The server is 

also responsible for ensuring that the client device adheres to certain configuration 

settings—including the established encryption protocol—for gaining access to the 

network authorized to be accessed.  Ex.1305, [0110]-[0111]. 
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B. Herrmann 

U.S. Patent Pub. No. 2004/0107360 to Herrmann et al. (Ex.1306) was filed on 

March 13, 2003, published on June 3, 2004, and claims priority to U.S. Provisional 

Application No. 60/430,458, which was filed on December 2, 2002.  It is therefore 

prior to the 645 Patent at least under pre-AIA 35 U.S.C. § 102 (e).   

Hermann is directed to enforcing security policies when providing access to a 

network.  Hermann describes that if a client device connected to a network . . . [and] 

is infected with a virus or worm, it may infect other machines on the same network.  

Ensuring that devices connected to the network are running current anti-Virus 

programs is particularly important, as virus suppression methods are very time 

sensitive.   Ex.1306, [0012]. 

Hermann proposes the collection of information from a client device which is 

used during the authentication process to enforce network security policies.  

Herrmann teaches a system in which a client device attempts to access a network 

and information is collected to determine whether the client can gain access to 

protected network resources.  Ex.1306, [Abstract], [0063].  The basic architecture of 

the system includes at least a client access device, network access server, and 

protected network and/or resources are shown below: 
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Ex.1306, Figure 3. 

Figure 3 of Herrmann depicts a “network access server environment 300 … 

which includes a RADIUS server providing authentication services.”  Ex.1306, 

[0053].  “A client device 310 requesting access to a protected network 390 (e.g., the 

Internet, a corporate LAN or other resources) typically connects to a network access 

server (NAS) 320 using client software and/or hardware such as a VPN client … 
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The NAS 320 acts as an access point (i.e., gateway) to a group of resources or 

collection of data (e.g., the protected network or resources 390) …”  .  

In the preferred embodiment of Figure 4, “a client device 310 connects to the 

NAS 320 to access the protected network or resources 390.”  Ex.1306, [0062].  

However, the system, includes an additional “policy (integrity) server 460” … which 

“ensures that all users accessing a particular system or network comply with 

specified security policies, including access rights and cooperative anti-virus 

enforcement” and can deny network access for access devices that are not in 

compliance.  Ex.1306, [0067]. 
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Ex.1306, Figure 4. 

Fig. 4 of Herrmann depicts a “policy agent (or integrity agent) 413 to retrieve 

information about the current security policy in operation on the client device 310.  
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Ex.1306, [0064].  This allows “the policy server 460 [to] evaluate whether or not the 

client device 310 has a correct, up-to-date version of the applicable security policy.”  

Ex.1306, [0067]. 

C. The Combination of Krantz and Herrmann 

It would have been obvious to include Herrmann’s techniques related to 

enforcing security policies (including checking for anti-virus protection at the client) 

and obtaining system data from an access device in the system of Krantz for the 

reasons explained below.  In particular, the Krantz system already discloses that 

“access point 209 may block [] protocols … from being transferred until client 205 

is authenticated (and authorized).  Ex.1305, [0072].  Specifically, Krantz explains 

that as part of its security policies, client devices are authenticated, (Ex.1305, [0067]-

[0074], [099]) and users of client devices are authenticated, Ex.1305, [0074], [0076].  

Ex.1305, [0076]; Ex.1303, ¶52.   

A POSITA would recognize that checking for anti-virus software as part of a 

security policy would merely be an additional item for server 215 to check in the 

process already disclosed by Krantz.  Ex.1305, [Fig. 3], [0068]-[0076] (describing 

the steps of authenticating client devices and users).  Like Krantz, Herrmann 

discloses a “policy server 460 [which] may enforce a variety of different types of 

security policies or rules.”  Ex.1306, [0068].  One such rule, to be authorized for 

network access, would be “a policy requiring that a specific virus protection 
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program is operational on each client device that is connected to a network.”  

Ex.1306, [0012].  Herrmann expressly recites that the policy server determines 

whether the client device 310 is in compliance with applicable security policies.  

Ex.1306 [0066]; Ex.1303, ¶53.      

A POSITA would also be motivated to modify the teachings of Krantz to 

include determining whether the requirements of a security policy that include 

checking for virus protection are satisfied as taught by Herrmann for several reasons.  

As explained in detail below, Krantz already describes a security policy that includes 

requiring authentication of a client device and users.  Krantz also teaches providing 

a configuration file that specifies the proper encryption protocol (and other necessary 

configuration information), to ensure the client device is configured for compatible 

operation with the network.  Herrmann discloses that it is “particularly important” 

that devices connected to the network are running current anti-virus programs, and 

that one way of ensuring this is implementing a “policy requiring that a specific 

virus protection program.”  Ex.1306, [0068]; see also Ex.1306, [0012].  Herrmann 

expressly recites that the policy server determines whether the client device 310 is 

in compliance with applicable security policies, which would include specific virus 

detection.  Ex.1306, [0066].  Thus, a POSITA would be motivated to modify the 

teachings of Krantz to include in security policy requirements that a specific virus 

protection program be utilized, and to make a determination if the client device 
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satisfies the applicable security policies before allowing the client device to access 

protected networks in order to prevent viruses from infecting the protected network 

and to ensure network compatibility.  Ex.1303, ¶54. 

Krantz’s server 215, which compares the credentials of a user against a 

database (e.g., user-identifier and password), as modified by Herrmann, would 

additionally compare a virus protection program on an access device against 

approved antivirus programs.  Information regarding approved antivirus software 

and approved connected devices could be stored in the User Database or an 

additional Database could be added.  Ex.1303, ¶55. 

The 645 Patent confirms that a POSITA would recognize the need for the 

authentication module of Krantz to check for up-to-date and approved antivirus 

programs.  In the background section of the 645 Patent, it discusses GateKeeper 110 

(Ex.1301, 2:30-31) and articulates that “GateKeeper 110 may make certain that 

Access Device 160 has up-to-date virus software and encryption protocols as 

proscribed by [a] security policy.” Ex.1301, 2:23-26; Ex.1303, ¶56. 

Both Krantz and Herrmann are analogous art to the 645 Patent for at least two 

reasons.  First, Krantz and Herrmann are both directed toward the same field of 

endeavor of the 645 Patent—network security.  Ex.1301, 1:21-22; Ex.1305, 

Abstract; Ex.1303, ¶57.  
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Second, both Krantz and Herrmann are reasonably pertinent to a problem 

described by the 645 Patent: the need to “assure that an access device used by the 

authenticated user meets network security policies” such as current anti-virus 

software.  Ex.1301, 1:46-48, 1:53-60; Ex.1303, ¶58.   

Krantz discloses a security policy beyond user authentication and encryption 

protocols: “[a]fter an EAP type is selected . . .  computer systems can attempt to 

authenticate with one another through the transfer of EAP messages . . . in 

accordance with the selected EAP type.  For example, when EAP-TLS is selected, 

client 205 may communicate with server 215 through a series of EAP messages in 

accordance with EAP-TLS so as to be authenticated and possibly authorized to 

access resources located on VLAN C.”  Ex.1305, [0068].  The use of EAP-TLS 

(e.g., Ex.1305, [0067]-[0074], [0100]) was a known authentication protocol that 

would be used to authenticate client devices.  Ex.1316 [RFC2716] at 1, 2.  Krantz 

further discloses that the security policy can include “a configuration sub-file to 

indicate whether or not operating system credentials should be used for 

authentication.” Ex.1305, [0099]; Ex.1303, ¶59. 

Krantz discloses that “[i]n some embodiments, a server on a network can 

provide a client with limited access to the network. For example, a server located on 

network 413 may implement IP filtering to provide client 405 with limited access to 

network 413. Included in the limited access can be access to computer systems or 
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modules that store provisioning files needed for gaining full access to network 

413.”  Ex.1305, [0056]; Ex.1303, ¶60. 

Herrmann similarly discloses a “policy agent (or integrity agent) 413 to 

retrieve information about the current security policy in operation on the client 

device 310. The information collected by the policy agent 413…”  Ex.1306, [0064].  

”[T]he the policy server 460 evaluates whether or not the client device 310 has a 

correct, up-to-date version of the applicable security policy.”  Ex.1305, [0067].  

The policy server is notified by the client, containing policy agent 413, through 

periodic status messages called “IA_HEARTBEAT(s)” in order to authenticate the 

access device.  Ex.1305, [0080], [0098]; Ex.1303, ¶61. 

Herrmann further discloses that “[n]ew viruses are frequently released that 

cannot be identified using older anti-virus engines and definition files. It becomes 

critical, therefore, to promptly update anti-virus applications on all machines in a 

network in a timely fashion before the network is infiltrated by a newly released 

virus.” Ex.1305, [0012].  Herrmann also discloses that “a network administrator may 

require all users accessing the network to implement a virus definition update (e.g., 

DAT file) that is targeted at a particular virus.”  Ex.1305, [0071]; Ex.1303, ¶62.    

It would have been obvious to combine Herrmann’s techniques related to 

determining whether an access device is authorized for network access (including 

checking its antivirus software) with the authentication and authorization system of 
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Krantz.  Each performs the same function (authentication and authorization to access 

network resources) with each yielding not more than what one would expect from 

such an arrangement (automated network access techniques including a higher level 

of security by checking antivirus software), as the Krantz/Herrmann system 

demonstrates.  Ex.1303, ¶63. 

It would have been obvious to combine Herrmann with Krantz because a 

POSITA would have been motivated to do so based on the teachings of Krantz.  For 

example, Krantz explains that its system relates to a server that “includes the 

functionality to authorize clients to access a second network” Ex.1305, [0016].  

EX.1305, [0002].  Similarly, Herrmann explains that “[t]he present invention relates 

to … policy enforcement on computer systems connected on one or more 

networks…”  Ex.1306, [0003]; Ex.1303, ¶64. 

A POSITA would have also been motivated to apply Herrmann’s technique of 

checking connecting computer systems for antivirus software to Krantz as it would 

not only provide added security but increase automation when connecting to a 

network.  Ex.1305, [0068] (“a system administrator may establish a policy requiring 

that a specific virus protection program is operational on each client device that 

is connected to a network. The policy server would then evaluate whether or not 

each client device was in compliance with the specified policy before approving 

the client device for network access.”).  These are two stated goals of Krantz.  
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Ex.1305, [0014], [0019].  Thus, a POSITA would have recognized that Herrmann’s 

disclosure of a policy server checking that a computer device complies with, e.g., an 

antivirus security policy, would be complimentary to the system of Krantz, which 

seeks an automated process for providing network security.  In addition, a POSITA 

would have had a reasonable expectation of success in implementing these 

techniques into a combined Krantz/Herrmann system as doing so would involve 

minimal changes to the existing Krantz system.  Ex.1303, ¶65. 

VIII. CLAIMS 1-2 and 5-6 ARE UNPATENTABLE  

A. Ground 1:  Claims 1-2 and 5-6 are Obvious Based on Krantz  

1. Claim 1 

i. [1.0] A network access control system, comprising 

The “network” of the 645 Patent can include multiple networks as opposed to 

a single network.  It explains: “[i]n various embodiments, Protected Network 

200 includes a corporate network, telephone network, private network, local area 

network, wide area network, wireless network, communication network, 

government network, university network, and/or the like.” Ex.1301, 6:5-9; Ex.1303, 

¶¶66-67.  

The network in Krantz is a “network” as in the 645 Patent.  VLAN B and 

VLAN C of Krantz (depicted in Fig. 4) constitute a protected network consistent 

with the “network” of the 645 Patent.  Krantz explains that the disclosed network 

“can be implemented using any number of techniques, such as, for example, Virtual 
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Local Area Networks (“VLANs”), Internet Protocol (“IP”) filtering, Virtual 

Private Networks (“VPNs), or use of IPSecurity (“IPSec) protocols.”  Ex.1305, 

[0017].  Each of these are methods of creating a “network” utilizing a “network 

access control system” because they facilitate the access control capabilities 

described in Krantz.  Ex.1305, [0017] (explaining that the above techniques can be 

used such that “the server (based at least in part on received credentials) may 

authorize the client for at least partial access to the single network, such as, e.g., by 

authorizing client access to selected computer systems or modules on the single 

network.”); Ex.1303, ¶68. 

Krantz discloses network access protocols whereby “[a] server includes the 

functionality to authorize clients to access a second network …”  Ex.1305, [0016] 

(“network access control”).  Krantz explains: “[a] client sends credentials to the 

server to attempt to authenticate with the server.  Based on the credentials, the server 

may authorize the client for at least partial access to the second network and/or 

may deny access to the second network and authorize the client for at least partial 

to access to the first network.”  Ex.1305, [0016]; Ex.1303, ¶69.  

Based on Krantz, a POSITA would understand that combining first and second 

networks into a logical “network” would be done either physically or logically.  

Ex.1305, [0038]; Ex.1303, ¶70.  Combining two (or more) physical networks 

together was a common technique in networking and was well-known to POSITAs 
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at the time according to Dr. Houh.  Ex.1303, ¶71 (citing Ex.1311, 223; Ex.1312, 

317). Similarly, Krantz explains that “[l]ogical communication links can include 

hardwired links, wireless links, or a combination” thereof.  Ex.1305, [0038]; 

Ex.1303, ¶71. 

The 645 Patent describes the “network’s” characteristics—it explains that a 

network may be “physically or logically divided into a restricted subset and one or 

more less-restricted subsets.”  Ex.1301, 2:50-52.  It also explains that restricted and 

less-restricted subsets are typically “characterized by Virtual Local Area Networks 

(e.g., VLANs),” (Ex.1301, 2:64-3:2), and that the “protected network” may include 

“access restrictions.”  Ex.1301, 6:21-37; Ex.1303, ¶72. 

The protected “network” described in Krantz is depicted in Figures 4 and 2:  
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Ex.1305, Figure 4 (annotated). 

 

Ex.1305, Figure 2 (annotated); Ex.1303, ¶73. 

Krantz describes Figure 4 as “illustrat[ing] generally an example of a network 

architecture 400 that can provide access to a first network while restricting access to 

a second network.”  Ex.1305, 5:65-6:2.  Krantz also explains that “in some 

embodiments, access to resources located in network 413 can be restricted by the 

use of Virtual Local Networks (“VLANs”).”  Ex.1305, [0052]; see also [0054] 

(similarly explaining that access to resources located on network 413 can also be 

restricted using VPNs) (i.e., utilizing network access control).  Figure 2 provides an 

example of such an embodiment implementing the general architecture of Figure 4 
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and “using VLAN techniques,” which “can facilitate increasing the level of 

automation when provisioning a client.”  Ex.1305, [0057].  Figure 2 and its 

description thus provide certain specific techniques to be implemented in Krantz’s 

networking architecture.  See Ex.1305, Figures 2 and 4 and related descriptions.  

Accordingly, and as depicted above, the combination of Network 413 and Network 

412 (also annotated as VLAN C and VLAN B) constitute a single logical “network.”   

Given the similarity in disclosure between the embodiment described in Figure 2 

and the 645 Patent, the analysis will focus primarily on Figure 2 and its 

corresponding description.  Ex.1303, ¶74. 

To the extent the “network” is required to be a single network, Krantz explains 

that its “access” control techniques can also be used “within a single network.”  

Ex.1305, [0017], [0055]; Ex.1303, ¶75.  As Krantz explains, the disclosed system 

“may authorize the client for at least partial access to the single network” 

(“network access control”) and as explained in more detail below, one example of 

granting such “access” in Krantz is “by authorizing client access to selected 

computer systems or modules on the single network.”  Ex.1305, [0017]; see also 

Ex.1305, [0016], [0071] [0074]-[0076], e.g., [0068] (“[a]fter an EAP type is selected 

. . .  computer systems can attempt to authenticate with one another through the 

transfer of EAP messages . . . in accordance with the selected EAP type.  For 

example, when EAP-TLS is selected, client 205 may communicate with server 
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215 through a series of EAP messages in accordance with EAP-TLS so as to be 

authenticated and possibly authorized to access resources located on VLAN 

C.”) see also  Ex.1305, [0104], [0107]-[0109]; Ex.1303, ¶76.  

Accordingly, Krantz teaches or suggests this claim element.  Ex.1303, ¶77. 

ii. [1.1] an authentication module stored in memory and 
executable by a processor to authenticate a device 
seeking network access based at least on authentication 
information received from the device; 

The components of the system described in the 645 Patent can be logical in 

nature and reside on the same or different physical machines—it discloses that 

“[a]ccording to an exemplary embodiment, client filters (CF) and server filters (SF) 

are added along with an agent and GK [i.e., gatekeeper] to perform audits … There 

may be one or more instances of the CF and SF, which correspond to the separate 

EAP Authentication Modules (EAPM) that are supported.”  Ex.1301, 14:22-27.  It 

continues: “the agent and [gatekeeper] are logical components.  The functionality 

of the agent and [gatekeeper] can be embedded into the CF and SF, respectively, 

or … may reside on a separate server.”  Ex.1301, 14:27-30; Ex.1303, ¶78. 

Similarly, Krantz discloses a logical structure in which the “authentication 

module” can be stored on the same server as the “gatekeeper” or a separate server.  

Ex.1305, [0058] (“In some embodiments, server 215 logically represents a Remote 

Authentication Dial-In User Service (‘RADIUS’) server. That is, although visually 

depicted by a single system, server 215 may include a separate Network Access 
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Server (‘NAS’), a separate authentication server, and a separate shared accounting 

server.”); Ex.1303, ¶79. 

Krantz discloses “an authentication module stored in memory and executable 

by a processor.”  As explained in Krantz, “if an authenticated user of client 205 is 

authorized to access resources located on VLAN C (e.g., the user is up to date on 

payments for their account), client 205 can then be authorized to access resources 

located on VLAN C.”  Ex.1305, [0076].  Krantz discloses authentication techniques 

utilizing “an authentication module.”  Ex.1305, [0076] (“[w]hen credentials are sent 

to server 215, authentication module 217 [“authentication module”] can receive 

the credentials (e.g., user-identifier and password) and compare the credentials 

to entries in user database 218.”).  Krantz explains that after the client is 

authenticated, “client 205 can then be authorized to access resources located on 

VLAN C.”  Ex.1305, [0076]; see also Ex.1305, [0031].  The authentication module 

217 (“authentication module”) of Krantz is shown as part of Server 215, with respect 

to Figure 2: 
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Ex.1305, Figure 2 (annotated) (as with the 645 Patent disclosures, the authentication 

module and gatekeeper can both be considered logical components and can reside 

as part of the same server 215); Ex.1303, ¶80. 

Because authentication module 217 is part of a server  215, Dr. Houh 

explains that a POSITA would have understood that the “authentication module” is 

“stored in memory and executable by a processor” based on corresponding teachings 

of Krantz.  For example, Krantz explains that “a computer system [] may implement 

the principles of the present invention … defined broadly as any hardware 
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component or components that are capable of using software to perform one or 

more functions.”  Ex.1305, [0047].  “Examples of computer systems include desktop 

computers, laptop computers, Personal Digital Assistants (‘PDAs’) … multi-

processor systems, microprocessor-based or programmable consumer electronics, 

network PCs, minicomputers, mainframe computers, or any other system or device 

that has processing capability.”  Ex.1305, [0047]; see also, Ex.1305, [0013], [0037] 

(“Computer-executable instructions comprise, for example, any instructions and 

data which cause a general-purpose computer system, special-purpose computer 

system, or special-purpose processing device to perform a certain function or group 

of functions.”), [0042] (“[T]he invention includes a general-purpose computing 

device in the form of a conventional computer 120, including a processing unit 

121, a system memory 122, and a system bus 123 that couples various system 

components including the system memory 122 to the processing unit 121.”),  

[0044].  Based on these disclosures, Dr. Houh explains that a POSITA would 

understand that the “authentication module” is “stored in memory and executable by 

a processor.”  Ex.1303, ¶81. 

Indeed, with respect to authentication module 217, Krantz explains that it is 

stored in memory (for execution by a processor as described above):  

[P]ortions of such modules and portions of associated 

program data may be included in operating system 135, 

application programs 136, program modules 137 and/or 
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program data 138, for storage in system memory 122. . 

. .  such modules and associated program data may also 

be stored in the mass storage device.   

Ex.1305, [0049]; see also Ex.1305, [0041], [0042], [0045], [0048] (“In a distributed 

system environment, program modules may be located in both local and remote 

memory storage devices.”); Ex.1303, ¶82. 

The “authentication module” of Krantz is used “to authenticate a device 

seeking network access based at least on authentication information received from 

the device.”  For example, Krantz discloses that “a server has the functionality to 

authorize access” to a network and/or selected elements within a network after the 

client 205 [“device seeking network access”] sends credentials to the server [“based 

at least on authentication information received from the device”].  Ex.1305, [0016], 

[0071].  Krantz discloses that the “server (based at least in part on received 

credentials) may authorize the client for at least partial access to the single 

network.”  Ex.1305, [0017]; see also [0068]-[0076], [0099], [0104], [0107]-[0109] 

(collectively describing techniques for requesting and “authenticat[ing] a device” 

seeking access in a VLAN environment). Other credentials provided by Krantz’s 

“device” may include credentials based on the “device,” such as operating system or 

other credentials used to authenticate a device.  Ex.1305, [0067]-[0074], [0099]-

[0100]; Ex.1303, ¶83. 
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Such credentials—“authentication information”—“can include sending an 

Extensible Authentication Protocol (“EAP”) Response/Identity message from the 

client to the server.  If the client is attempting to connect to a network via an access 

point, the EAP Response/Identity message may be encapsulated within some other 

type of message that can be transferred through the access point.” Ex.1305, [0018].  

Other credentials or “authentication information” provided by Krantz’s “device” 

may include, for example, a “user-identifier[s] and password[s].”  Ex.1305, [0076]; 

Ex.1303, ¶84. 

Krantz also explains that Figure 3 “is a flow diagram illustrating a method 300 

for provisioning a computer system,” and that the disclosed “method 300 [is] 

described with respect to components depicted in network architecture 200.”  

Ex.1305, [0070].  Krantz discloses that “the method 300 includes a functional, result-

oriented step for requesting authorization to access resources located on a second 

network (step 307) [i.e., “device seeking network access”].”  Ex.1305, [0104]; see 

also Ex.1305, [0071] (describing the client sending credentials to server to 

authenticate).  Krantz further explains that “[s]tep 307 may include any 

corresponding acts for accomplishing the result of requesting authorization to access 

resources located on the second network.” Ex.1305, [0104]. 
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Ex.1305, Figure 3 (annotated); Ex.1303, ¶85. 

In the example depicted in Figure 3, Krantz explains that step 307 “includes 

[the] corresponding act of receiving user-entered information (act 303).  A presented 

user-interface can be used to receive user-entered information (e.g., user-identifier, 

password, name, address, credit card information, etc.) from a user at client 205.”  

Ex.1305, [0104]; Ex.1303, ¶86. 
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The “device”—i.e., “Client 205”—“seeking network access” in Krantz is 

depicted in Figure 2 in blue and annotated below: 

 

Ex.1305, Figure 2 (annotated); Ex.1303, ¶87. 

Moreover, as described above, see § [1.0], the combination of second network 

VLAN C and first network VLAN B constitute a “network.”  Krantz discloses that 

“[b]ased on [client] credentials, “the server may authorize the client for at least 

partial access to the second network [i.e., VLAN C] and/or may deny access to 

the second network and authorize the client for at least partial to access to the first 
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network” (“authenticate a device seeking network access based at least on 

authentication information received from the device.”) Ex.1305, [0016]; see also 

Ex.1305, [0017] (explaining that “the server (based at least in part on received 

credentials) may authorize the client for at least partial access to the single network, 

such as, for example, by authorizing client access to selected computer systems or 

modules on the single network.”).  Similarly, Krantz explains that its access methods 

“include[] a functional, result-oriented step for requesting authorization to access 

resources located on a second network.”  Ex.1305, [0104]; Ex.1303, ¶88.     

Accordingly, Krantz teaches or suggests this claim element.  Ex.1303, ¶89 

iii. [1.2] a gatekeeper stored in memory and executable to: 

As explained above, see [1.1], Krantz discloses “memory” as well as a 

“processor” capable of executing modules stored “in memory.”  As also discussed 

in [1.1], the components of the system described in the 645 Patent can be logical in 

nature.  Notably, “the agent and [gatekeeper] are logical components.  The 

functionality of the agent and [gatekeeper] can be embedded into the CF and SF, 

respectively, or … may reside on a separate server.”  Ex.1301, 14:27-30.  Because 

of this disclosure, a POSITA would have recognized that the “gatekeeper” can 

include the “authentication module,” because these components are logical in nature 

and work together to authorize and authenticate devices.  This is particularly the case 

for claim 1, where the gatekeeper is not required to reside on a separate device 
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from the “authentication module,” as opposed to the more limiting claim 4 which 

does include that requirement.  Ex.1301, claim 4 (“The network access control 

system of claim 1, wherein the gatekeeper is hosted at a computing device distinct 

from a computing device hosting the EAPM [authentication module], ESL, and 

SF.”); Ex.1303, ¶90. 

Krantz includes such a “gatekeeper,” labeled as server 215 as depicted in 

Figure 2.  As an initial matter, the Abstract of the 645 Patent notes that “[t]he 

gatekeeper2 is configured to enforce a security policy … before granting access to a 

less-restricted subset of the computing network.”  Ex.1301, Abstract.   

 
2 Notably, Applicant admits that this Gatekeeper is prior art.  Ex.1301, 2:28-30 

(“GateKeeper … [is] practiced in the prior art.”). 
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Ex.1305, Figure 2 (annotated); Ex.1303, ¶91. 

Furthermore, server 215 (the “gatekeeper”) is “stored in memory and 

executable” because Krantz explains that server 215 may optionally be comprised 

of a variety of services having a number of program modules, including a logical 

authentication service.  Dr. Houh explains that a “server” in the context of “the 

internet or other network,” is “a computer or program that responds to commands 

from a client.”  Ex.1311, 474.  For example, Krantz explains that “[i]n some 

embodiments, server 215 logically represents a Remote Authentication Dial-In User 

Service (“RADIUS”) server. That is, although visually depicted by a single system, 



IPR2024-00678 Paper No. 1 
 

37 
Petition for Inter Partes Review of U.S. Patent No. 8,117,645  

server 215 may include a separate Network Access Server (“NAS”), a separate 

authentication server, and a separate shared accounting server. The servers logically 

represented by server 215 can be configured to communicate using the RADIUS 

protocol and, more specifically, may support the RADIUS attributes EAP-Message 

and Message-Authenticator.”  Ex.1305, [0058].  Dr. Houh states that RADIUS was 

a well-known authentication software system at the time, Ex.1320, 3 (“RADIUS is 

a client/server-based authentication software system . . . .); see also Ex.1301, 14:40-

43, that would be “stored in memory and executable.”  Ex.1303, ¶92. 

Krantz also explains, “[s]erver 215 may have modules from a variety of 

different services loaded into system memory … so as to facilitate 

implementation of the principles of the present invention.”  Ex.1305, [0058].  A 

POSITA would understand that this means the gatekeeper in Krantz is stored in 

memory and executable based on the teachings of Krantz itself.  For instance, Krantz 

teaches: 

[T]he invention will be described in the general context of 

computer-executable instructions, such as program 

modules, being executed by computers in network 

environments. Generally, program modules include 

routines, programs, objects, components, data structures, 

etc. that perform particular tasks or implement particular 

abstract data types. Computer-executable instructions, 

associated data structures, and program modules 
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represent examples of the program code means for 

executing steps of the methods disclosed herein.   

Ex.1305, [0041]; Ex.1303, ¶93.   

Accordingly, Krantz teaches or suggests this claim element.  Ex.1303, ¶94. 

iv. [1.3] formulate an audit request, 

The 645 Patent broadly discloses that a “security audit typically includes 

determining if Access Device 230 satisfies requirements of the security policy. 

The security audit optionally includes active probing, scanning, and/or collection of 

third party data regarding Access Device 230. In some embodiments, Authenticate 

User Step 440 is considered part of the security policy audit.”  Ex.1301, 11:67-

12:6.  The specification of the 645 Patent does not include the term “formulate,” but 

a POSITA would recognize the term’s plain and ordinary meaning in view of the 

specification and prosecution history to simply mean to create or generate.  Ex. 1306, 

[0079]; Ex.1303, ¶¶95-96.   

Krantz discloses that “[s]erver 215 [‘gatekeeper’] may request that  client 

205 provide a password [‘an audit request’] that is associated with a user-identifier. 

A user of client 205 can respond by providing a password to server 215. It may also 

be that client 205 and server 215 exchange EAP-messages to pass certificates, 

keys, and supported cipher suites. Depending on the EAP type, other credential 

information may also be exchanged between client 205 and server 215.”  

Ex.1305, [0074]; Ex.1303, ¶97. 
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Additionally, in the case of a denial of access to resources, “server 215 can 

send an EAP-Notification … [which] can [] include conditions a user must 

satisfy [‘audit request’] to become authorized to access resources located on VLAN 

C (e.g., signup, renewal, etc.). If client 205 is to perform downloads by accessing a 

provided URI, access point 209 can enable the transfer of HTTP packets for port 

251. Server 215 may send commands to access point 209 to cause access point 209 

to enable the transfer of HTTP packets.”  Ex.1305, [0078]; Ex.1303, ¶98. 

In order to make such a request to the access device, it is understood that the 

gatekeeper of Krantz must first “formulate” the “request.”  This is formulated and 

transmitted within a packet.  As one example, Krantz discloses:  

Numeric Values can be included within an options field of 

LCP packets (e.g., Configure-Request, Configure-Ack, 

Configure-Nak and Configure-Reject packets) to negotiate 

the[] connection settings. Numeric values may be included 

in a type field (e.g., the numeric value 3 for authentication-

protocol negotiation) within the options field of an LCP 

packet to indicate the type of configuration option being 

negotiated. Numeric values may be included in a data field 

(e.g., the hexadecimal value C227 to indicate EAP) within 

the options field of an LCP packet to provide corresponding 

data for the type of negotiation indicated in the type field. 

When the configuration of EAP is indicated, further 

numeric values (e.g., the numeric value 13 to indicate 
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EAP-TLS or the numeric value 25 to indicate PEAP) 

can be included in a LCP packet to indicate the specific 

EAP type of authentication that is desired [i.e., 

“formulate” the audit request]. 

Ex. 1305, [0067].  In addition, Krantz states that “[i]t may be that a particular EAP 

type is deterministically selected (e.g., by an administrator of server 215 

[“gatekeeper”] and/or a user of client 205) when both a client and a server support 

the particular EAP type.”  Ex. 1305, [0068].  Thus, Krantz discloses that the 

“gatekeeper formulates [the] audit request” to be transmitted to the client, which 

can involve an EAP protocol such as EAP-TLS, as explained with respect to element 

[1.7].  Ex.1303, ¶99.   

Krantz similarly discloses that the “server (based at least in part on received 

credentials) may authorize the client for at least partial access to the single 

network.”  Ex.1305, [0017]; see also [0068]-[0076], [0099], [0104], [0107]-[0109]; 

Ex.1303, ¶100. 

Accordingly, Krantz teaches or suggests this claim element.   Ex.1303, ¶102. 

v. [1.4] send the audit request to the device, 

As explained with respect to [1.3], the “gatekeeper” (server 215) formulates 

audit requests.  Ex.1303, ¶103. 

Krantz also teaches or suggests that the gatekeeper “send[s] the audit requests 

to the device.”  Krantz discloses that “[s]erver 215 [‘gatekeeper’] may request that 
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client 205 provide a password that is associated with a user-identifier. A user of 

client 205 can respond by providing a password to server 215. It may also be that 

client 205 and server 215 exchange EAP-messages [‘send the audit request’] to 

pass certificates, keys, and supported cipher suites. Depending on the EAP type, 

other credential information may also be exchanged between client 205 and server 

215.”  Ex.1305, [0074].  Krantz’s use of the terms “respond” and “exchange” to 

reference the back and forth between server 215 (“gatekeeper”) and client device 

205 (“device”) demonstrates that the audit request is “sen[t]” from the “gatekeeper” 

of Krantz “to the device.”  Ex.1303, ¶104. 

Additionally, in the case of a denial of access to resources, “server 215 can 

send [‘send’] an EAP-Notification [‘the audit request’] … [which] can [] include 

conditions a user [i.e., user of ‘the device’] must satisfy to become authorized to 

access resources located on VLAN C (e.g., signup, renewal, etc.). If client 205 [‘the 

device’] is to perform downloads by accessing a provided URI, access point 209 can 

enable the transfer of HTTP packets for port 251. Server 215 may send commands 

to access point 209 to cause access point 209 to enable the transfer of HTTP 

packets.”  Ex.1305, [0078]; Ex.1303, ¶105. 

Accordingly, Krantz teaches or suggests this claim element.  Ex.1303, ¶106. 
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vi. [1.5] evaluate device information received from the 
device in response to the audit request, and 

Krantz discloses that “a server has the functionality to authorize access” to a 

network and/or selected elements within a network after the client 205 (“device”) 

sends credentials to server 215 (“gatekeeper.”).  Ex.1305, [0016], [0071].  Krantz 

discloses that the “server (based at least in part on received credentials) may 

authorize the client for at least partial access to the single network” (the gatekeeper 

“evaluate[s] device information received from the device”).  Ex.1305, [0017]; see 

also [0018] (noting an “Extensible Authentication Protocol (“EAP”) 

Response/Identity message from the client to the server.”); see also [0074]-[0076], 

[0104], [0107]-[0109] (describing techniques for requesting access in a VLAN 

environment and “evaluating device information received from the device,” e.g., 

such as passing certificates, keys, and supported cipher suites, as well as other 

credential information); Ex.1303, ¶¶107-108.   

Krantz discloses that “[s]erver 215 [‘gatekeeper’] may request that client 205 

provide a password that is associated with a user-identifier. A user of client 205 can 

respond by providing a password to server 215. It may also be that client 205 and 

server 215 exchange EAP-messages to pass certificates, keys, and supported 

cipher suites [‘device information’].  Depending on the EAP type, other credential 

information may also be exchanged between client 205 and server 215 [“device 

information”].”  Ex.1305, [0074].  Based on this exchange, the gatekeeper of Krantz 
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will “evaluate device information received from the device.”  More specifically, 

“[w]hen credentials are sent to server 215 [the ‘gatekeeper’], authentication module 

217 can receive the credentials [] and compare the credentials to entries in user 

database 218 …”  Ex.1305, [0076]; Ex.1303, ¶109. 

Krantz discloses several other examples of “evaluat[ing] device information 

received from the device.”  Krantz explains that access to the network may be 

controlled by “configuration settings,” which can include “supported types of 

encryption” or “supported types of authentication,” which can include an indication 

for EAP, which is short for “Extensible Authentication Protocol.”  Ex.1305, [0066]-

[0067].  Krantz further explains that “[a]fter an EAP type is selected . . .  computer 

systems can attempt to authenticate with one another through the transfer of EAP 

messages . . . in accordance with the selected EAP type.  For example, when EAP-

TLS is selected, client 205 may communicate with server 215 through a series of 

EAP messages in accordance with EAP-TLS so as to be authenticated and 

possibly authorized to access resources located on VLAN C.”  Ex.1305, [0068].  

The use of EAP-TLS (Ex.1305, [0067]-[0074], [0099]-[0100]) was a known 

authentication protocol that would be used to authenticate client devices.  Ex.1306, 

1; see also Ex.1306,  2 (“The Extensible Authentication Protocol (EAP) … and] 

support for a number of authentication schemes may be added, including smart 

cards, Kerberos, Public Key, One Time Passwords, and others. To date however, 
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EAP methods such as [6] [Security Considerations] have focussed [sic] on 

authenticating a client to a server.”); Ex.1303, ¶110. 

Krantz similarly discloses that “[w]hen EAP-MSChap V2 is indicated, the 

"MS Chap V2 Parameters element at line 67 can be included in a configuration sub-

file to indicate whether or not operating system credentials [“device information”] 

should be used for authentication.” Ex.1305, [0099]; Ex.1303, ¶111. 

Krantz also explains that EAP-TLS and EAP-MSCHAP V2 can both be 

required from a client seeking access and authorization.  Ex.1305, [0099].   

Accordingly, a POSITA would understand that each of the above techniques in 

Krantz would be used to both audit the device (and authenticate3) the client 205 

(“evaluat[ing] device information received from the device.”) which can be in 

response to an audit request.  Ex.1317, 2 (“EAP-TLS. TLS (SSL) is the encryption 

method used to protect the EAP exchange.  In Windows, TLS uses certificates for 

machine logon and user logon.  The computer first authenticates to the network using 

a machine certificate; this allows for computer policies in the Active Directory and 

SMS packages to be applied before a user logs on.”) (“In Windows, PEAP supports 

 
3 This information is “device information” because it includes information unique, 

specific to, or related to the “device.”  The use of some of this “information” to 

also perform authentication is described in greater detail below.  See claim [1.8]. 

https://www.rfc-editor.org/rfc/rfc2716#ref-6
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MS-CHAPv2 in addition to TLS.  PEAP-MSCHAPv2 uses machine and user 

credentials for authentication.  MSCHAPv2 uses rotating keys to encrypt both 

machine and user password hashes.  Certificates are still required for the 

authentication sever (IAS) and are used for server-to-client authentication; 

credentials, carried inside MSCHAPv2, are used for client-to-server 

authentication.”); Ex.1303, ¶112. 

Similar to the analysis of claim [1.4], Krantz’s use of the terms “response,” 

“respond,” “exchange,” “handshake” and (see Ex.1303, ¶¶108, 109, 112) to 

reference the back and forth between server 215 and client device 205 demonstrates 

that the audit request is “sent” from the “gatekeeper” of Krantz “to the device” and 

information is received from the device “in response to the audit request.”  Ex.1305, 

[0018] (“Sending credentials can include sending an Extensible Authentication 

Protocol (‘EAP’) Response/Identity message from the client to the server.”), [0074] 

(“Server 215 may request that client 205 provide … A user of client 205 can 

respond … client 205 and server 215 exchange EAP-messages … other credential 

information may also be exchanged between client 205 and server 215.”); Ex.1303, 

¶113. 

Accordingly, Krantz teaches or suggests this claim element.  Ex.1303, ¶117. 

vii. [1.6] approve the device based on evaluation of the 
device information; and 
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As discussed with respect to claim [1.5], Krantz’s gatekeeper discloses the 

“evaluation of the device information received from the device in response to the 

audit request.   Krantz’s “gatekeeper” also “approves the device based evaluation of 

the device information.”   Krantz discloses that the “server (based at least in part 

on received credentials) may authorize the client for at least partial access to the 

single network” (in other words, the gatekeeper evaluate[s] “device information” 

received from the device and “approves the device based on evaluation of the device 

information”).  Ex.1305, [0017].  Krantz further explains that “[a]fter an EAP type 

is selected . . .  computer systems can attempt to authenticate with one another 

through the transfer of EAP messages . . . in accordance with the selected EAP type.  

For example, when EAP-TLS is selected, client 205 may communicate with server 

215 through a series of EAP messages in accordance with EAP-TLS so as to be 

authenticated and possibly authorized to access resources located on VLAN C.”  

Ex.1305, [0068]; Ex.1303, ¶¶118-119.   

Accordingly, Krantz, teaches or suggests this claim element. Ex.1303, ¶121. 

viii. [1.7] an extensible authentication protocol (EAP) server 
layer (SL) stored in memory and executable to: 

Krantz discloses the same EAP over 802.1x/RADIUS system as shown above 

with respect to Fig. 5 of the 645 Patent.  Specifically, Krantz discloses sending EAP 

messages to a server layer capable of receiving such messages (“an extensible 

authentication protocol (EAP) server layer”): 
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Sending credentials can include sending an Extensible 

Authentication Protocol (‘EAP’) Response/Identity 

message from the client to the server. If the client is 

attempting to connect to a network via an access point, the 

EAP Response/Identity message may be encapsulated 

within some other type of message that can be transferred 

through the access point. In VLAN embodiments, the 

access point can insert a Tag Header into the encapsulating 

message to indicate to a data routing device that the 

encapsulating message is to be transferred to the first 

network. The access point may also be configured to 

block communications from the client that use 

protocols other than EAP and 802.lX. 

Ex.1305, [0018]; Ex.1303, ¶124. 

Furthermore, like the 645 Patent, such servers are logical in nature and may 

be on one more physical servers, including a RADIUS server.  For instance, Krantz 

discusses how “[i]n some embodiments, server 215 logically represents a Remote 

Authentication Dial-In User Service (‘RADIUS’) server [‘server layer’]. That is, 

although visually depicted by a single system, server 215 may include a separate 

Network Access Server (‘NAS’), a separate authentication server, and a separate 

shared accounting server.”  Ex.1305, [0058].  Krantz explains that “[t]he servers 

logically represented by server 215 can be configured to communicate using the 

RADIUS protocol and, more specifically, may support the RADIUS attributes 
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EAP-Message and Message-Authenticator.”  Ex.1305, [0058].  Thus, Krantz 

discloses an “(EAP) server layer.”  Ex.1303, ¶125. 

Krantz provides numerous other disclosures related to using an “EAP server 

layer.”  For instance, Krantz discloses that “[i]t may be that a particular EAP type is 

deterministically selected (e.g., by an administrator of server 215 and/or a user of 

client 205) when both a client and a server support the particular EAP type.”  

Ex.1305, [0068].  Furthermore, Krantz discloses that “when EAP-TLS is selected, 

client 205 may communicate with server 215 through a series of EAP messages 

in accordance with EAP-TLS so as to be authenticated and possibly authorized to 

access resources located on VLAN C.”  Ex.1305, [0068]; Ex.1303, ¶126.   

The use of EAP-TLS (Ex.1305, [0067]-[0074], [0099]-[0100]) was a known 

authentication protocol that would be used to authenticate client devices.  Ex.1316,  

1.  Dr. Houh explains that a POSITA would have understood that EAP-TLS involved 

an extensible authentication protocol (EAP) server layer (SL).  Ex.1316, 2 (“[W]hile 

nominally the EAP conversation occurs between the PPP authenticator and the peer, 

the authenticator MAY act as a passthrough device, with the EAP packets received 

from the peer being encapsulated for transmission to a RADIUS server or backend 

security server. In the discussion that follows, we will use the term ‘EAP server’ 

to denote the ultimate endpoint conversing with the peer.”); see also, id. (“Once 

having received the peer’s Identity, the EAP server MUST respond with an EAP-
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TLS/Start packet, which is an EAP-Request packet with EAP-Type=EAP-TLS.”).  

Notably, EAP-TLS initially stood for “Transport Level Security” but the acronym 

was later modified to be “Transport Layer Security,” and the two terms were used 

interchangeably around the time of the earliest priority date for the 645 Patent.  

Compare Ex.1316, 1 with Ex.1318, 3; see also Ex.1319 (“Incorporating WS-

Security into a Web services-based portal”) at 214 (“The birth of WS-Security allows 

for another level of security to be added to transport-level security, a commonly 

adopted method of security solution in Web applications because of its simplicity 

and ease of implementation. An example of transport-level security solution is 

Secure Socket Layer (SSL) or Transport Layer Security (TLS).”).  Dr. Houh 

confirms that this provides further evidence that the EAP-TLS disclosure of Krantz 

renders obvious the claimed “EAP server layer.”  Ex.1303, ¶127. 

Krantz also discloses that “the computer system may be able to transfer an 

encapsulated EAP message. One protocol used for encapsulation is the 802.lx 

protocol, which may be referred to as EAP encapsulation over LANs 

(‘EAPOL’). … Another protocol used for encapsulation is EAP-RADIUS, which 

encapsulates EAP messages within RADIUS messages.”  Ex.1305, [0069]; see 

also [0071-0074], [0078-0079], [0098-0101]; Ex.1303, ¶128. 

Moreover, the “EAP server layer” is “stored in memory and executable.”  As 

Krantz explains, “[s]erver 215 may have modules from a variety of different services 
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loaded into system memory [i.e., ‘stored in memory’], such as, for example, 

Internet Information Services (‘IIS’) modules, Internet Authentication Services 

(‘IAS’) modules, Dynamic Host Control Protocol (‘DHCP’) modules, and Active 

Directory (‘AD’) modules, so as to facilitate implementation [i.e., it is executable] 

of the principles of the present invention.”  Ex.1305, [0058]; Ex.1303, ¶129.   

Dr. Houh explains that these components, including the EAP server layer of 

Krantz, are “stored in memory and executable” based on the teachings of Krantz 

itself.  For instance, Krantz teaches: 

[T]he invention will be described in the general context of 

computer-executable instructions, such as program 

modules, being executed by computers in network 

environments. Generally, program modules include 

routines, programs, objects, components, data structures, 

etc. that perform particular tasks or implement particular 

abstract data types. Computer-executable instructions, 

associated data structures, and program modules 

represent examples of the program code means for 

executing steps of the methods disclosed herein. 

Ex.1305, [0041]; Ex.1303, ¶130. 

Accordingly, Krantz teaches or suggests this claim element.  Ex.1303, ¶131. 

ix. [1.8] receive the authentication information from the 
device using an EAP encryption protocol, and 
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The “EAP SL” discussed with respect to claim element 1.7, receives 

information from the device using an EAP encryption protocol.   For instance, Krantz 

discloses that “the computer system may be able to transfer an encapsulated EAP 

message. One protocol used for encapsulation is the 802.lx protocol, which may 

be referred to as EAP encapsulation over LANs (‘EAPOL’). … Another 

protocol used for encapsulation is EAP-RADIUS, which encapsulates EAP 

messages within RADIUS messages.”  Ex.1305, [0069].  As Krantz explicitly states 

above, these are “EAP encryption protocol[s].”  Ex.1303, ¶133. 

Furthermore, Krantz explains that “[s]ending credentials can include sending 

an Extensible Authentication Protocol (‘EAP’) Response/Identity message from 

the client to the server [‘receiv[ing] the authentication information from the 

device’].”  Ex.1305, [0018]; see also, id. (“In VLAN embodiments, the access point 

can insert a Tag Header into the encapsulating message to indicate to a data routing 

device that the encapsulating message is to be transferred to the first network. 

The access point may also be configured to block communications from the client 

that use protocols other than EAP and 802.lX.”).  The Response/Identity message 

includes “authentication information.”  Ex.1303, ¶134 and ¶84. 

Indeed, Krantz explicitly discloses that the EAP server layer “receives 

authentication information from the device using [the disclosed] EAP encryption 

protocols.”  For instance, Krantz discloses that “when EAP-TLS is selected, client 
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205 may communicate with server 215 through a series of EAP messages in 

accordance with EAP-TLS so as to be authenticated [i.e., the EAP server layer 

‘receive[s] the authentication information from the device’] and possibly authorized 

to access resources located on VLAN C.”  Ex.1305, [0068]; Ex.1303, ¶135.   

Krantz discloses that “[s]erver 215 may request that client 205 provide a 

password that is associated with a user-identifier. A user of client 205 can 

respond by providing a password to server 215. It may also be that client 205 and 

server 215 exchange EAP-messages to pass certificates, keys . . . [‘authentication 

information”].  Depending on the EAP type, other credential information may also 

be exchanged between client 205 and server 215.”  Ex.1305, [0074].  Based on 

this exchange, the gatekeeper of Krantz will “evaluate device information received 

from the device.”  More specifically, “[w]hen credentials are sent to server 215 [the 

‘gatekeeper’], authentication module 217 can receive the credentials [] and compare 

the credentials to entries in user database 218 …”  Ex.1305, [0076]; Ex.1303, ¶136. 

These disclosures of Krantz are consistent with the 645 Patent’s description 

that audit data can be used to authenticate a user.  Ex.1301, 12:4-6 (“In some 

embodiments, Authenticate User Step 440 is considered part of the security policy 

audit”); see also Ex.1301, 11:35-42 (“In optional Authenticate User Step 440, Policy 

Auditor 325 authenticates the identity of Access Device 230 and/or a user of 
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Access Device 230 … the authentication may include receipt of a user name and 

password … or the like.”); Ex.1303, ¶137.   

Krantz also explains that EAP-TLS and EAP-MSCHAP V2 can both be 

required from a client seeking access and authorization using encryption techniques.  

Ex.1305, [0099]; see also Ex.1305, [0111] (“A configuration sub-file can be 

executed to configure connection type, communication protocols, authentication 

type, encryption type, etc.”); Ex.1317, 2 (“EAP-TLS. TLS (SSL) is the encryption 

method used to protect the EAP exchange.  In Windows, TLS uses certificates for 

machine logon and user logon.  The computer first authenticates to the network using 

a machine certificate; this allows for computer policies in the Active Directory and 

SMS packages to be applied before a user logs on. … In Windows, PEAP supports 

MS-CHAPv2 in addition to TLS.  PEAP-MSCHAPv2 uses machine and user 

credentials for authentication.  MSCHAPv2 uses rotating keys to encrypt both 

machine and user password hashes.  Certificates are still required for the 

authentication sever (IAS) and are used for server-to-client authentication; 

credentials, carried inside MSCHAPv2, are used for client-to-server 

authentication.”); Ex.1303, ¶138. 

Accordingly, Krantz teaches or suggests this claim element.  Ex.1303, ¶139. 

x. [1.9] configure an access point in response to approval 
of the device by the gatekeeper. 
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Krantz discloses that “access point 209” (“access point”) is a wireless access 

point that enables access to wired computer systems on VLAN B (e.g., server 215) 

and VLAN C (e.g., computer systems included in network 213).”  Ex.1305, [0064]; 

Ex.1303, ¶141.   

Krantz exokaubs “if an authenticated user of client 205 is authorized to access 

resources located on VLAN C . . . client  205 can then be authorized to access 

resources located on VLAN C.”  Ex.1305, [0076]; see also id. [0068].  Krantz 

discloses utilizing a “gatekeeper” to “evaluate device information received from the 

device in response to [an] audit request” and “approve the device based on 

evaluation of the device information.”  See also claim [1.5] and [1.6]; Ex.1303, ¶142.   

Thus, “in response to approval of the device by the gatekeeper,” the access 

point facilitates the transfer of data between client 205 (the access “device”) and, 

ultimately VLAN C.  Ex.1305, at [0063]-[0064].   As shown below, Krantz discloses 

“configur[ing] an access point” to allow access to VLAN C.  Ex.1303, ¶143. 

Krantz explains that “[a]ccess point 209 can be configured as a VLAN aware device 

and can insert Tag Headers into data frames received from client 205 (or any other 

computer system on VLAN A) that are to be transferred to VLAN B and/or VLAN 

C.”  Ex.1305, [0064]; see also Ex.1305, [0061], [0023]; Ex.1303, ¶144. 

Krantz is therefore explaining that when configured as a “VLAN aware 

device,” Krantz’s “access point” is “configure[d]” because Access Point 209 (via 
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Port 251) will insert VLAN Tag Headers into incoming data frames from a client 

that may now access VLAN C.  Ex.1305, [0107].  Access Point 209/Port 251 is 

“configure[d]” because it was previously tagging incoming data from client 205, as 

described above, with headers that enabled access to VLAN B.  Ex.1303, ¶145.   

In particular, Krantz discloses “[w]hen client 205 is authorized to access 

resources located on VLAN C, access point 209 may enable any protocols that are 

currently blocked for port 251 and may insert Tag Headers indicating that data from 

client 205 is to be transferred to VLAN C. Server 215 can send commands to access 

point 209 to cause access point 209 to enable protocols and cause access point 209 

to insert appropriate Tag Headers.”  Dr. Houh explains that configuring input ports 

in VLAN aware devices to tag incoming data was a well-known technique to 

POSITAs by 2003.  Ex.1307, 11 (Table 5-1) (explaining that when the “Reception 

Port receives as (and does not discard)” untagged data, it “shall support the insertion 

of tag headers of a format appropriate to the destination MAC, carrying a non-null 

VID.”); Ex.1308, 4:42-47 (“[S]ource node A transmits the packet. No VLAN tag 

information is present in a packet transmitted from a source node.  At 415, the packet 

is received at switch 305, port 2.  Port 2 is configured as a member of  LAN 1. Thus, 

a VLAN tag header is inserted in the packet with a VID=1.”); Ex.1309, 16:4-13 

(“every time a message is received by the switch on a local port the VLAN 

designation of that port is associated with the message. Association is accomplished 
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by a flow processing element which looks up the VLAN designation in a memory 

based on the local port where the message originated. In addition to the 402 patent, 

an IEEE Standards committee is preparing a standard for Virtual Bridged Local Area 

Networks. See IEEE Standard 802.1Q (draft).”); Ex.1310, 210 (“The switch that 

receives the frame from the source station inserts the VLAN ID and the packet is 

switched onto the shared backbone network. When the frame exits the switched 

LAN, a switch strips the header and forwards the frame to interfaces that match the 

VLAN color.”); Ex.1303, ¶146.  

Krantz explains that “data routing device 214 can be configured to separate 

computer systems into different VLANs.  As depicted in FIG. 2, data routing device 

214 has been configured to separate network architecture 200 into VLANs A, 

B, and C.  Data routing device 214 can be configured to transfer both tagged data 

frames and untagged data frames between the VLANs depicted in FIG. 2.” Id. at 

[0060]; see also id., [0064] (“Access point 209 can be configured as a VLAN aware 

device and can insert Tag Headers into data frames received from client 205 (or any 

other computer system on VLAN A) that are to be transferred to VLAN B and/or 

VLAN C.”).  Accordingly, by configuring the flow of data in this manner, the 

“gatekeeper” (server 215) may evaluate device information and approve the access 

device to access data (“in response to approval of the device by the gatekeeper”)—

such as the resources on VLAN C.  Ex.1305, [0062] (“Any of the ports included in 
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data routing device 214 (e.g., ports 242, 243, and 244) can be configured to transfer 

tagged data frames but drop untagged data frames.”); Ex.1303, ¶147.   

A number of different types of device information can be utilized for the audit, 

such as exchanging a user-identifier and password, EAP-messages to pass certificate 

keys, as well as cipher suites.  Ex.1305, [0074].  “When [the] credentials are sent to 

server 215, authentication module 217 can receive the credentials (e.g., user-

identifier and password) and compare the credentials to entries in user database 218. 

If credential information matches an entry in user database 218, the identity of a user 

is authenticated (i.e., server 215 believes that the user represented by the user-

identifier is the user who entered the credential information). If an authenticated 

user of client 205 is authorized to access resources located on VLAN C …  client 

205 can then be authorized to access resources located on VLAN C.”  Id., [0076], 

[0068].  Thus, a POSITA would understand that the “access point” is “configure[d]” 

(id., [0053]) when the audit data demonstrates that the access “device” is properly 

audited.  In particular, based on Krantz’s disclosure, the communication path for an 

authorized access “device” would flow through “communication port” 244, as 
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depicted below in blue:

 

Ex.1305, Figure 2 (annotated); Ex.1303, ¶148. 

Indeed, a POSITA would additionally understand that the “access point” is 

“configure[d]” (id., [0053]) when the audit data demonstrates that the access 

“device” is properly audited because, in Krantz, access point 209 is initially 

configured to allow access only to VLAN B—the restricted subset of the “network”:   
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Ex.1305, Figure 2 (annotated); Ex.1303, ¶149.   

To the extent one asserts that Krantz does not expressly disclose 

“configur[ing] an access point,” it would have been obvious to implement the Data 

Routing Device disclosure of Krantz within the Access Point 209 itself.  Ex.1303, 

¶150. 

For example, Access Point 209 is connected to Data Routing Device 214, both 

of which include several communication ports (as shown below).  In particular, 235 

is a logical communication link connecting the two.  Ex.1305, [0060]. 



IPR2024-00678 Paper No. 1 
 

60 
Petition for Inter Partes Review of U.S. Patent No. 8,117,645  

 
Ex.1305, Figure 2 (annotated); Ex.1303, ¶151. 

Krantz discloses that “data routing device 214 can be configured to separate 

computer systems into different VLANs.  As depicted in FIG. 2, data routing device 

214 has been configured to separate network architecture 200 into VLANs A, B, and 

C.  Data routing device 214 can be configured to transfer both tagged data frames 

and untagged data frames between the VLANs depicted in FIG. 2.”  Ex.1305, [0061]; 

Ex.1303, ¶152.   

Krantz states that “[n]etwork architecture 200 also includes data routing 

device 214. Data routing device 214 logically represents a special-purpose 

computer system, such as, for example, a router and/or a switch, that can 

determine how to transfer data between the ports included in data routing 
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device 214.  That is, when a portion of data, such as, for example, a data frame, is 

transferred in at a first port (e.g., port 242) data routing device 214 can determine, 

based on configuration rules, that the frame is to be transferred out at a second 

port (e.g., port 243).  For example, data routing device 214 can determine that a data 

frame received from access point 209 is to be sent to server 215. It may also be that 

a data frame is transferred in and out of data routing device 214 at the same port.”  

Ex.1306 [0059]; [0060] (“Thus, data routing device 214 can be configured to 

separate computer systems into different VLANs.); see also generally, id. [0064].   

Such configuration that sends data to VLAN C ( the “network” that has controlled 

access) would be “in response to approval of the device by the gatekeeper” as Krantz 

requires authorization and authentication.  Ex.1303, ¶153. 

A POSITA would have found it obvious that the technique discussed with 

respect to the “data routing device 214” could simply be implemented at the access 

point itself as the data routing device is merely a “logical representation” of a router 

and/or switch.  Ex.1305, [0059].  In such a scheme, the Access Point 209 would 

implement that port configuration and data transfer techniques described with 

respect to “data routing device 214”.  Ex.1303, ¶154. 

Krantz already contemplates combining the functionality of the “access point” 

and “data routing device” in a single physical or logical representation.  For example, 
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Figure 4 of Krantz demonstrates that such functionality can be readily combined 

with the data routing device as the access point:  

 
Ex.1305, Fig. 4 (annotated); Ex.1303, ¶155. 
 

In particular, Krantz explains that:  

Data routing device 414 logically represents a computer 

system that can determine where to transfer data received 

from network 411, such as, for example, data received 

from client 405. That is, when data routing device 414 

receives data from network 411, data routing device 414 

can determine if the data is to be transferred to network 

412 or network 413. As such, data routing device 414 can 

be configured to allow access to one network (e.g., 
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network 412) while at the same time restricting access to 

another network (e.g., network 413).   

Ex.1305, [0051]; Ex.1303, ¶156.   

Indeed, with respect to the disclosures in Figure 2, Krantz expressly discloses 

that “Data routing device 214 logically represents a special-purpose computer 

system, such as, for example, a router and/or a switch, that can determine how to 

transfer data between the ports included in data routing device 214,” Ex.1305, [0059] 

so a POSITA would understand in view of that disclosure that such a “logical” 

architecture could readily be implemented in a single device such as an access point.  

Moreover, Krantz explains that such a logical implementation would include 

functionality that enables a “data frame” to be “transferred in and out of data routing 

device 214 at the same port.”  Ex.1305, [0059] (emphasis added).  In fact, Krantz 

repeatedly describes the “data routing” device and “access point” device as having 

the same functionality.  Compare, e.g., Ex.1305, [0060] (“Data routing device 214 

can be configured to transfer both tagged data frames and untagged data frames 

between the VLANs depicted in FIG. 2.); [0064] (“Access point 209 can be 

configured as a VLAN aware device and can insert Tag Headers into data frames 

received from client 205 (or any other computer system on VLAN A) that are to be 

transferred to VLAN B and/or VLAN C.”); see also [0069], [0073] (describing the 

same functionality for both the data routing device and access point).  Therefore,  the 

functionality can occur at the access point and data routing device combined or the 
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access point alone, without having any impact on the overall functionality of the 

system described in Krantz according to Dr. Houh, and using one technique or the 

other would merely have been a matter of design choice.  Ex.1303, ¶157. 

Thus, it would have been obvious to combine the functionality of the Data 

Routing Device and Access Point of Krantz in the same device for the reasons 

described above.  Ex.1303, ¶158. 

Accordingly, Krantz teaches or suggests this claim element.  Ex.1303, ¶159. 

2. Claim 2 

i. [2.0] The network access control system of claim 1, 
wherein the gatekeeper is hosted at the same computing 
device as the EAPM, ESL, and SF. 

The components of the system described in the 645 Patent can be logical in 

nature and thus reside on the same or different physical machines.   Ex.1301, 14:27-

30; Ex.1303, ¶¶160-161. 

Similarly, Krantz discloses a logical structure in which the “authentication 

module” can be stored on the same server that functions as the “gatekeeper” or a 

separate server.  Ex.1305, [0058].  Ex.1303, ¶162. 

Krantz discloses that “the gatekeeper is hosted at the same computing device 

as the EAPM, ESL, and SF.”  In particular, the entire functionality of the gatekeeper 

in Krantz can be hosted “at the same computing device” as depicted in Fig. 2 of 

Krantz.  This is seen below (in gray) with respect to server 215—the “gatekeeper”—
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as well as the authentication module (“EAPM”), an account maintenance module, a 

user database, and a provisioning data store. 

 

Ex.1305, Figure 2 (annotated); Ex.1303, ¶163. 

Krantz discusses how “server 215 logically represents a Remote 

Authentication Dial-In User Service (‘RADIUS’) server [‘server layer’]. That is, 

although visually depicted by a single system, server 215 may include a separate 

Network Access Server (‘NAS’), a separate authentication server, and a separate 

shared accounting server.”  Ex.1305, [0058].  Krantz explains that “[t]he servers 

logically represented by server 215 can be configured to communicate using the 
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RADIUS protocol and, more specifically, may support the RADIUS attributes 

EAP-Message and Message-Authenticator.”  Ex.1305, [0058]; Ex.1303, ¶164.   

Krantz also discloses that “VLAN, IP filtering, and VPN techniques are 

merely examples of some of the techniques that can be used to differentiate between 

networks so as to allow access to one network while restricting access to another 

network.”  Ex.1305, [0055].  Krantz further states that “[i]t should be understood 

that access to a single network can be limited using VLANs, IP filtering, or VPNs. 

For example, a server located on network 413 can provide client 405 with 

limited access to resources located on network 413. It would be apparent to one 

skilled in the art, after having reviewed this description, that other techniques, in 

addition VLAN, IP filtering, and VPN techniques, can be used to allow access to one 

network, while restricting access to another network.”  Ex.1305, [0055]; Ex.1303, 

¶165.   

The 645 Patent provides little explanation regarding server filters beyond 

being “added along with an agent and GK to perform audits, as highlighted in FIG. 

5” and showing that it can (but is not required to) relate to an “SF API” (Server Filter 

Application Programming Interface) as seen in Fig. 6B.  Nonetheless, as described 

in the preceding paragraph, Krantz discloses filtering techniques at the server level.  

Ex.1303, ¶166 
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The “SF” of the 645 Patent is part of the audit process that the gatekeeper 

formulates.  Moreover, according to the 645 Patent, the functionality of the 

gatekeeper can be embedded into the SF (server filter).  Ex.1301, 14:28-29.  The 

ESL “can call the CF and SF instances corresponding a particular authentication 

method.”  Ex.1301, 14:32-34.  Thus, these components appear to work with (or as 

part of) the gatekeeper to implement network access control.  Indeed, the 645 Patent 

explains that to both the client layer and server layer, the CF and SF simply appear 

“to be an EAPM [‘EAP authentication module’] which incorporates the functionality 

of the original EAPM…”  Ex.1301, 14:35-38; 14:46-53 (explaining that the CF, SF, 

ESL, and EAPM are all part of an iterative authentication process that “continues 

until the authentication either succeeds or fails”).  In Krantz, explained with respect 

to claim [1.0], the “network access control” can be performed by the logical 

components found in server 215 (e.g., the gatekeeper and authentication module).”  

In addition, Dr. Houh explains, see Ex.1303, ¶163, how the entire functionality of 

the “gatekeeper” in Krantz (which includes the authentication module or “EAPM”), 

can be hosted at the same server 215.  Thus, “the gatekeeper is hosted at the same 

computing device as the EAPM, ESL, and SF” in Krantz (i.e., server 215).  Ex.1303, 

¶167 

Accordingly, Krantz teaches or suggests this claim.  Ex.1303, ¶168  

3. Claim 5 
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i. [5.0] The network access control system of claim 1, 
wherein the SF is part of the ESL. 

The components of the system described in the 645 Patent can be logical in 

nature and thus reside on the same or different physical machines.   Ex.1301, 14:27-

30; Ex.1303, ¶¶169-170.   

In addition, Krantz discloses that “server 215 [the ‘gatekeeper’] logically 

represents a Remote Authentication Dial-In User Service (‘RADIUS’) server 

[‘server layer’].  Thus, given the logical nature of the systems described in both the 

645 Patent and Krantz, a POSITA would understand that the “gatekeeper” would 

optionally be part of the “server layer” which means the “server filter (SF) can be 

part of the EAP Server Layer (ESL)” (as the gatekeeper can be embedded into the 

server filter (SF)). Moreover, as Dr. Houh explains for Claim 2, the entire 

functionality of the “EAPM” and “gatekeeper,” including the “SF” can be 

implemented in the same location, e.g., the “ESL.”  Ex.1303, ¶170. 

Accordingly, Krantz teaches or suggest this claim.  Ex.1303, ¶171.  

4. Claim 6 

i. [6.0] The network access control system of claim 1, 
wherein the EAPM includes a plurality of 
authentication modules configured to perform different 
authentication operations. 

Krantz explains that “server 215 [the “gatekeeper” which includes the “EAPM 

[(EAP Authentication Module)] logically represents a [RADIUS] server. … Server 
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215 may have modules from a variety of different services loaded into system 

memory, such as, for example, Internet Information Services (‘IIS’) modules, 

Internet Authentication Services (‘IAS’) modules, Dynamic Host Control Protocol 

(‘DHCP’) modules, and Active Directory (‘AD’) modules, so as to facilitate 

implementation of the principles of the present invention.”  Ex.1305, [0058].  Dr. 

Houh explains that logical nature of Krantz’s disclosures would mean to a POSITA  

that it would have been obvious that the EAPM would “include[] a plurality of 

[these] authentication modules [which were] configured to perform different 

authentication operations.” For example, the EAPM could include the “Internet 

Authentication Services” module because  program modules are simply components 

that work together in a system, e.g., on server 215, that “[g]enerally [] include 

routines, programs, objects, components, data structures, etc. that perform particular 

tasks or implement particular abstract data types.” Ex.1305, [0041]; Ex.1303, ¶¶172-

173. 

Indeed, Krantz explains that the authentication module (“EAPM”) “includes” 

or at minimum works in conjunction with “a plurality of authentication modules 

configured to perform different authentication operations.”  For example, Krantz 

discloses that “[w]hen credentials are sent to server 215, authentication module 

217 can receive the credentials (e.g., user-identifier and password) and compare 

the credentials to entries in user database 218.”  Ex.1305, [0076].  Additionally, 
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“account maintenance module 216 may access user database 218 to retrieve 

previously entered user information. …”  Ex.1305, [0104].  As seen in Figure 2, 

“account maintenance module 216” is hosted on the same logical server environment 

(server 215) as the authentication module (“EAPM”) but is not shown as a separate 

module within the EAPM.  However, given the logical nature of the invention in 

Krantz, authentication module would be understood to optionally include other 

modules and data structure elements that each perform particular tasks as part of the 

authentication methods of Krantz.  Ex.1303, ¶174 

Accordingly, Krantz teaches or suggests this claim.  Ex.1303, ¶175   

B. Ground 2:  Claims 1-2 and 5-6 are Obvious Based on Krantz and 
Herrmann 

As demonstrated above for Ground 1, Krantz teaches or suggests every 

element of claims 1-2 and 5-6.  To the extent one may assert Krantz does not teach 

or suggest claim elements [1.3], [1.4], and [1.6], those claim elements would have 

been obvious based on Krantz and Herrman for the reasons demonstrated below.  

Ex.1303, ¶176. 

1. Claim 1 

i. [1.3] formulate an audit request, 

To the extent one may assert that Krantz does not teach or suggest “formulate” 

with respect to the gatekeeper’s “audit request,” it would have been obvious that the 

gatekeeper of Krantz formulates (i.e., generates) such a request in view of Herrmann: 
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[T]he access implementation module 553 formulates a 

RADIUS Access-Accept package for transmission by the 

proxy server 440. In the currently preferred embodiment, 

if the client does not have the correct security policy in 

place, the RADIUS packet that is generated for return  . . 

. .  

Ex. 1306, [0079].  Further, Dr. Houh explains that a POSITA would have recognized 

that “formulate” simply means to “generate” in the context of the 645 Patent 

because, as Herrmann demonstrates, formulate and generate are used 

interchangeably.  Id.  A POSITA would have been motivated to combine Herrmann 

and Krantz for the reasons already demonstrated.  See §VIII.C; Ex.1303, ¶101. 

Accordingly, Krantz and Hermann render obvious this clam element.  

Ex.1303, ¶102. 

ii. [1.5] evaluate device information received from the 
device in response to the audit request, and 

To the extent that one asserts that Krantz does not teach or suggest evaluating 

“device information,” it would have been obvious in view of Herrmann.  A POSITA 

would have been motivated to combine Krantz with Herrmann for the reasons 

described above.  See § VIII.C.  In particular, Dr. Houh explains that it would have 

been obvious to include Herrmann’s techniques for “evaluating device information” 

(e.g., evaluating whether or not the access device includes antivirus software) in the 

system of Krantz.  In particular, the Krantz system already discloses that “access 
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point 209 may block [] protocols … from being transferred until client 205 is 

authenticated (and authorized).  Ex.1305, [0072].  Furthermore, “[w]hen 

credentials are sent to server 215, authentication module 217 can receive the 

credentials (e.g., user-identifier and password) and compare the credentials to 

entries in user database 218.”  Ex.1305, [0076]; Ex.1303, ¶114. 

Checking for anti-virus software would merely be an additional item for 

server 215 (“gatekeeper”) to evaluate in the authentication process already disclosed 

by Krantz, as Dr. Houh explains.  Like Krantz, Herrmann discloses a “policy server 

460 [which] may enforce a variety of different types of security policies or rules.”  

Ex.1306, [0068].  One such rule, to be authorized for network access, would be “a 

policy requiring that a specific virus protection program is operational on each 

client device that is connected to a network.” Ex.1306, [0012] Moreover, a POSITA 

would be motivated to modify the system of Krantz to include the additional policy 

requiring a specific virus protection program because Krantz is specifically focused 

on network authentication and security.  Ex.1305, [Abstract]; Ex.1303, ¶115. 

Krantz’s server 215 “gatekeeper” and its authentication module, which 

compares the credentials of a user against a database (e.g., user-identifier and 

password), as modified by Herrmann, would additionally compare a virus protection 

program on an access device against approved antivirus programs (“evaluate device 

information received from the device in response to the audit request”).  Information 
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regarding approved antivirus software and approved connected devices could be 

stored in the User Database or an additional Database could be added.  Ex.1305, Fig 

2 (and corresponding description).  A POSITA would have had a reasonable 

expectation that this additional provision would be successful because Krantz 

already discloses conditions for client access, such as “signup” or “renewal” 

conditions to authorize access to network resources.  Ex.1305, [0019]; Ex.1303, 

¶116. 

Accordingly, Krantz and Hermann render obvious this claim element.  

Ex.1303, ¶117. 

iii. [1.6] approve the device based on evaluation of the 
device information; and 

To the extent that one asserts that Krantz does not teach or suggest 

“approve[s] the device based on evaluation of the device information,” it would have 

been obvious in view of Herrmann for the same reasons described above for claim 

element [1.5] because the combined Krantz/Hermann system would conduct its audit 

based on, for example, device antivirus information.  See §§VIII.A.1.vi.  & 

VIII.B.1.ii;  Ex.1303, ¶120. 

Accordingly, Krantz and Herrmann renders obvious this claim element.  

Ex.1303, ¶121. 
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IX. THE BOARD SHOULD NOT EXERCISE ITS DISCRETION AND 
DENY INSTITUTION 

A. The Board Should Not Deny Institution Under 35 U.S.C. § 325(d) 

Denial under § 325(d) is not warranted because the challenges presented in 

this Petition are neither cumulative nor redundant to the prosecution of the 645 

Patent (or related patents), as neither Krantz nor Herrmann were cited or 

considered by the Examiner during prosecution of the 645 Patent.  The references 

in this Petition were neither relied upon during prosecution nor are cumulative of 

art relied upon during prosecution.  Further, the 645 Patent has not been previously 

challenged in an IPR.  In addition, the Examiner also did not have the benefit of 

Dr. Houh’s detailed expert testimony and the further evidence of record. 

B. The Board Should Not Deny Institution Under 35 U.S.C. § 314(a) 

1. No Evidence Regarding a Stay 

Factor 1, for example, is neutral because no request for stay has been filed.  

Apple Inc. v. Fintiv, Inc., IPR2020-00019, Paper 15 at 12 (May 13, 2020) 

(informative) (“Fintiv II”) (explaining that factor 1 generally “does not weigh for 

or against discretionary denial” when neither party has requested a stay); Amazon 

Web Services et al. v. Zentian Ltd., IPR2023-01194, Paper 10 at 11 (Jan. 10, 2024)) 

(“As to factor 1, there is no evidence as to whether there will be a stay in the 

parallel case, so we regard this factor as neutral.”) 
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2. Parallel Proceeding Trial Date 

Regarding factor 2, no trial date has been set.  In addition, according to the 

most recent statistics4 on median time-to-trial for civil actions in the Northern 

District of California, the median time from filing to trial was 48.9 months.  The 

related litigations were filed in May and August of 2023, so trial can be expected in 

approximately May 2027 and August of 2027.  Any Final Written Decision can be 

expected in August of 2025, likely over a year before trial.  Accordingly, this factor 

weighs against discretionary denial. 

3. Parallel Proceeding Investment 

Factor 3 weighs against discretionary denial.  The related litigations are in 

its early stages of discovery, a motion to dismiss has been filed, and the investment 

by the parties has been relatively minimal.   

4. Overlapping Issues with the Parallel Proceeding 

Regarding factor 4, the Patent Owner is only asserting a subset of the claims 

that are being challenged in this Petition.  Thus, this factor also weighs against 

discretionary denial.  See Fintiv Factor 3 analysis.  

 
4 https://www.uscourts.gov/statistics-reports/federal-court-management-statistics-

december-2023 
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5. Overlapping Parties 

Factor 5 is neutral.  Cisco and Fortinet are both defendants in related 

litigations.  As Fintiv demonstrates, this factor should play a role only where a 

Petitioner is unrelated to a defendant in a district court proceeding.  Fintiv “says 

nothing about situations in which the petitioner is the same as, or is related to, the 

district court defendant.”  

6. Strength of Petition and Other Considerations 

Other circumstances weigh against discretionary denial.  Here, the merits of 

the Petition are particularly compelling—for example, Krantz (and Herrmann) is a 

strikingly similar disclosure to that of the 645 Patent, is directed at the same 

problem and proposes the same solutions as the 645 Patent and discloses nearly 

identical architecture.  The evidence presented, if unrebutted in trial, would plainly 

lead to a conclusion that one or more claims are unpatentable by a preponderance 

of the evidence. 

X. CONCLUSION 

Claims 1-2 and 5-6 of the 645 Patent are unpatentable for the reasons 

demonstrated above.    

Dated: March 28, 2024 Respectfully Submitted, 
 
 
/Scott M. Border/ 
Scott M. Border  
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