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1. 

DATA DECRYPTION APPARATUS AND DATA 
ENCRYPTION APPARATUS 

BACKGROUND OF THE INVENTION 

1. Field of the Invention 
The present invention relates to a data decryption apparatus 

that decrypts encrypted data and a data encryption apparatus 
that encrypts data, and, more specifically to a data decryption 
apparatus and a data encryption apparatus that allow secure 
and efficient data exchange between the apparatuses. 

2. Description of the Related Art 
Conventionally, an integrated communication service that 

carries out data communications of user data, as well as 
bi-directional communications of multimedia information, 
Such as Voice data for a voice call and image data for a video 
telephone, has been provided. When data to be transmitted 
must be protected from interception by a third party, the data 
is encrypted. 

To decrypt encrypted data, information on an encryption 
key used in encryption of the data must be shared between an 
encryption apparatus that encrypts the data and a decryption 
apparatus that decrypts the data. To attain this information 
on-encryption-key sharing with Small-scale hardware, a tech 
nique of transmitting information on an encryption key by 
embedding the information on the encryption key in a random 
number has been developed (see Japanese Patent Application 
Laid-open No. H11-103290). 
When information on an encryption key is transmitted 

from a data encryption apparatus to a data decryption appa 
ratus through the same communication path as that used in 
transmission of encrypted data, the encrypted data and the 
information on the encryption key can be intercepted, which 
can result in decipherment of the data. 

To this end, a technique of transmitting encrypted data 
through a communication path different from that for an 
encryption key, thereby preventing deciphering of the 
encrypted data has been developed (see Japanese Patent 
Application Laid-open No. 2003-69547). 
A technique of changing an encryption key at regular inter 

vals is also provided to minimize damage even when the 
encryption key is cryptanalysed (see Japanese Patent Appli 
cation Laid-open No. 2005-39643). However, this technique 
entails the need of sending a notification that the encryption 
key has been changed to a data decryption apparatus. 

Techniques for appropriately sending the notification 
include a technique of sending a notification that an encryp 
tion key has been changed with use of a flag that represents a 
relationship between an expiration date-and-time of another 
encryption key, which is to be validated next time, and a 
current time (see Japanese Patent Application Laid-open No. 
2005-217843). 

According to this technique, when the current time is ear 
lier than the time at which the encryption key is to be changed, 
and a time difference between the current time and the time at 
which the encryption key is to be changed, is equal to or 
Smaller than a predetermined time difference, a data encryp 
tion apparatus sets the flag to “1”, while the apparatus sets the 
flag to “0” for other conditions. 
A data decryption apparatus obtains information on the 

current time, and, when the time difference between the cur 
rent time and the time at which the encryption key is to be 
changed is equal to or Smaller than the predetermined time 
difference and the flag is set to “1, sets the pre-change 
encryption key as a key for use in decryption. 
When the time difference between the current time and the 

time at which the encryption key is to be changed is equal to 
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2 
or smaller than the predetermined time difference and the flag 
is set to “0”, the data decryption apparatus sets the post 
change encryption key as the decryption key. 
When the time difference between the current time and the 

time at which the encryption key is to be changed is greater 
than the predetermined time difference, the data decryption 
apparatus sets an encryption key corresponding to the current 
time as the decryption key. 
The conventional technique is, however, disadvantages in 

that the data decryption apparatus determines which encryp 
tion key is to be employed as a decryption key by referring to 
information on the current time along with information on the 
flag, which complicates processing. 

In recent years, use of data communications from cellular 
phones has been increased. However, because cellular phones 
are limited in capacities of a CPU (Central Processing Unit), 
memory, power consumption, and the like, processing to be 
performed by a cellular phone is desirably minimized and 
simplified. 

Accordingly, development of a technique that allows an 
integrated communications service for carrying outdatacom 
munications of user data, as well as two-way communications 
of multimedia information, to transmit user data securely and 
efficiently has been desired. 

SUMMARY OF THE INVENTION 

It is an object of the present invention to at least partially 
Solve the problems in the conventional technology. 

According to one aspect of the present invention, a data 
decryption apparatus that decrypts encrypted data, includes a 
first data-receiving unit that receives a first data set, in which 
information on an encryption specification is embedded, 
through a first communication path; a time-information 
obtaining unit that obtains time information on a reception of 
the first data set by the first data receiving unit; a time 
information storage unit that stores the time information 
obtained by the time-information obtaining unit with the 
information on the encryption specification associated there 
with; a second data-receiving unit that receives a second data 
set through a second communication path, the second data set 
being encrypted based on the encryption specification and 
appended by time information on performing data encryp 
tion; and an encryption-specification selecting unit that 
selects an encryption specification for use in decryption of the 
second data set based on the time information stored in the 
time-information storage unit and the time information 
appended to the second data set received by the second data 
receiving unit. 

According to another aspect of the present invention, a data 
encryption apparatus that encrypts data, includes an informa 
tion embedding unit that embeds information on an encryp 
tion specification in a first data set to be transmitted through a 
first communication path; a first data-transmitting unit that 
transmits the first data set, in which the information on the 
encryption specification is embedded by the information 
embedding unit, through the first communication path; a data 
encrypting unit that encrypts a second data set based on the 
information on the encryption specification when the first 
data set has been transmitted by the first data-transmitting 
unit; a time-information obtaining unit that obtains time 
information on an encryption of the second data set per 
formed by the data encrypting unit; and a second data-trans 
mitting unit that appends the time information obtained by the 
time-information obtaining unit to the second data set 
encrypted by the data encrypting unit, and transmits the sec 
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ond data set, to which the time information appended, 
through a second communication path. 

According to still another aspect of the present invention, a 
data decryption apparatus that decrypts encrypted data, 
includes an information embedding unit that embeds infor 
mation on an encryption specification in a first data set to be 
transmitted through a first communication path; a data trans 
mitting unit that transmits the first data set, in which the 
information on the encryption specification is embedded by 
the information embedding unit, through the first communi 
cation path; a time-information obtaining unit that obtains 
time information on transmission of the first data set by the 
data transmitting unit; a time-information storage unit that 
stores the time information obtained by the time-information 
obtaining unit with the information on the encryption speci 
fication associated therewith; a data receiving unit that 
receives a second data set through a second communication 
path, the second data set being encrypted based on the encryp 
tion specification and appended by time information on per 
forming data encryption; and an encryption-specification 
selecting unit that selects an encryption specification for use 
in decryption of the second data set based on the time infor 
mation stored in the time-information storage unit and the 
time information appended to the second data set received by 
the data receiving unit. 

According to still another aspect of the present invention, a 
data encryption apparatus that encrypts data, includes a data 
receiving unit that receives a first data set, in which informa 
tion on an encryption specification is embedded, through a 
first communication path; a data encrypting unit that encrypts 
databased on the information on the encryption specification 
included in the first data set when the first data set has been 
received by the data receiving unit; a time-information 
obtaining unit that obtains time information on encryption of 
the data performed by the data encrypting unit; and a data 
transmitting unit that appends the time information obtained 
by the time-information obtaining unit to the data encrypted 
by the data encrypting unit, and transmits the data, to which 
the time information is appended, through a second commu 
nication path. 
The above and other objects, features, advantages and tech 

nical and industrial significance of this invention will be 
better understood by reading the following detailed descrip 
tion of presently preferred embodiments of the invention, 
when considered in connection with the accompanying draw 
1ngS. 

BRIEF DESCRIPTION OF THE DRAWINGS 

FIG. 1 is an explanatory diagram of the concept of data 
encrypting/decrypting processes according to a first embodi 
ment, 

FIG. 2 is a diagram of a functional configuration of a 
communications system according to the first embodiment; 

FIG. 3 is a diagram of an example of an encryption key 
information stored in a storage unit; 

FIG. 4 is a flowchart of a process procedure for encryption 
key change/encrypted data transmission processes according 
to the first embodiment; 

FIG. 5 is a flowchart of a process procedure for an encryp 
tion-key extracting process according to the first embodi 
ment: 

FIG. 6 is a flowchart of a process procedure for a data 
decrypting process according to the first embodiment; 

FIG. 7 is an explanatory diagram of an adjustment between 
timing at which an encryption key has been embedded, and 
timing at which data has been encrypted; 
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4 
FIG. 8 is an explanatory diagram of a concept of data 

encrypting/decrypting processes according to a second 
embodiment; 

FIG. 9 is a diagram of a functional configuration of a 
communications system according to the second embodi 
ment; 

FIG.10 is a flowchart of a process procedure for an encryp 
tion-key change process according to the second embodi 
ment; 

FIG.11 is a flowchart of a process procedure for encryption 
key extraction/encrypted data transmission processes accord 
ing to the second embodiment; 

FIG. 12 is a flowchart of a process procedure of a time 
synchronizing process; and 

FIG. 13 is a diagram of an example of encryption specifi 
cation information to be transmitted in the form of being 
embedded in a Voice signal. 

DETAILED DESCRIPTION OF THE PREFERRED 
EMBODIMENTS 

Exemplary embodiments of a data decryption apparatus 
and a data encryption apparatus according to the present 
invention will be explained below in detail with reference to 
the accompanying drawings. 

First Embodiment 

The concept of data encrypting/decrypting processes 
according to a first embodiment will be explained first. FIG. 
1 is an explanatory diagram of the concept of the data encrypt 
ing/decrypting processes according to the first embodiment. 
In the data encrypting/decrypting processes, a data transmit 
ting apparatus 10 encrypts user data and transmits the 
encrypted data, and a data receiving apparatus 20 receives the 
encrypted user data transmitted from the data transmitting 
apparatus 10 and decrypts the data. 
The data transmitting apparatus 10 and the data receiving 

apparatus 20, which have a Voice call function, convert a 
Voice of a user into a Voice signal and exchange the Voice 
signal bi-directionally, thereby carrying out a Voice call 
between users. 
The data transmitting apparatus 10 encrypts user data with 

an encryption key before transmission of the user data. The 
data transmitting apparatus 10 changes an encryption key to 
enhance security in transmission of the user data. 
Upon changing an encryption key, the data transmitting 

apparatus 10 transmits the encryption key to the data receiv 
ing apparatus 20 by embedding the encryption key in a Voice 
signal for a voice call. The encryption key is embedded by a 
digital watermarking technique so that the encryption key is 
less-easily extracted. 
Upon receipt of the Voice signal, the data receiving appa 

ratus 20 extracts the encryption key from the Voice signal, and 
sets the encryption key as a candidate of a decryption key for 
use in decryption of the user data. The data receiving appa 
ratus 20 measures a call duration time elapsed since estab 
lishment of the Voice call, and acquires a call duration time 
measured at a time when the encryption key has been 
extracted. 
The data receiving apparatus 20 stores information on the 

thus-acquired call duration time with the encryption key asso 
ciated therewith. The data transmitting apparatus 10 and the 
data receiving apparatus 20 repeat the process procedure 
described above each time of changing the encryption key. 

FIG. 1 is an explanatory diagram of an example in which 
the data transmitting apparatus 10 changes an encryption key 
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from a “key A' to a “key B, and then to a “key C, and the 
data receiving apparatus 20 extracts the “key A, the “key B. 
and the “key C from a voice signal after a lapse of call 
durations T1, T5, and T8, respectively. 

Thereafter, the data transmitting apparatus 10 checks 
whether a request to send user data has been received. Upon 
receipt of a request to send user data, the data transmitting 
apparatus 10 encrypts user data to be transmitted. In the same 
manner as that by the data receiving apparatus 20, the data 
transmitting apparatus 10 measures a call duration time 
elapsed since the establishment of the Voice call, and acquires 
a call duration time measured when the user data has been 
encrypted. 
The data transmitting apparatus 10 transmits the encrypted 

user data, to which the thus-acquired call duration time is 
appended, to the data receiving apparatus 20. FIG. 1 depicts 
an example in which the data transmitting apparatus 10 trans 
mits encrypted user data, or “encrypted data sets 1 to 6', with 
call duration times T2, T3, T4, T6. T7, and T9 appended 
respectively thereto, to the data receiving apparatus 20. 

Thereafter, the data receiving apparatus 20 receives the 
user data appended by information on a corresponding call 
duration time and encrypted, thereby obtaining the informa 
tion on the call duration time appended thereto. The data 
receiving apparatus 20 selects, among the call duration times 
each measured upon extraction of the encryption key from the 
Voice signal, a call duration time that is shorter than the call 
duration time obtained from the encrypted user data by a 
Smallest margin. 
The data receiving apparatus 20 Subsequently sets an 

encryption key corresponding to the selected call duration 
time as the decryption key that decrypts the encrypted user 
data, and decrypts the encrypted user data. 

In the example shown in FIG. 1, for decryption of the 
“encrypted data sets 1, 2, and 3, the call duration time T1 
until extraction of encryption key, which is shorter than the 
call duration times T2, T3, and T4 corresponding to the 
"encrypted data sets 1, 2, and 3’ by Smallest margins, respec 
tively, is selected. Hence, the “key A' corresponding to the 
call duration time T1 is selected as the decryption key for 
decryption of the “encrypted data sets 1, 2, and 3”. 

Similarly, for decryption of the “encrypted data sets 6 and 
7, the call duration T5, which is shorter than the call duration 
times T6 and T7 corresponding to the “encrypted data sets 6 
and 7” by Smallest margins, respectively, is selected. Hence, 
the “key B' corresponding to the call duration time T5 until 
extraction of encryption key is selected as the decryption for 
decryption of the “encrypted data sets 6 and 7. 

For decryption of the “encrypted data set 9', the call dura 
tion time T8 until extraction of encryption key, which is 
shorter than the call duration time T9, corresponding to the 
“encrypted data set 9” by a smallest margin, is selected. 
Hence, the “key C corresponding to call duration time T8 
until extraction of encryption key is selected as the decryption 
key for decryption of the “encrypted data set 9. 

While the “encrypted data set 3’ encrypted with the "key 
A' is received by the data receiving apparatus 20 after the 
encryption key has been changed from the “key A' to the “key 
B. performing processing as described above allows the data 
receiving apparatus 20 to carry out decryption using the "key 
A” appropriately. 

Thus, because appropriate selection of an encryption key is 
attained only by utilizing the information on the call duration 
times, selection of an encryption key is simplified, which 
enables secure and efficient transmission of user data. 

In the above example, information on an encryption key is 
embedded in a Voice signal, which is one type of multimedia 
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6 
information. However, when the data transmitting apparatus 
10 and the data receiving apparatus 20 have a video telephone 
function, the encryption key can be transmitted in the form of 
being embedded in image data for a video telephone, which is 
another type of multimedia information. 

Next, a functional configuration of a communications sys 
tem according to the first embodiment will be explained. FIG. 
2 depicts the functional configuration of the communications 
system according to the first embodiment. As shown in FIG. 
2, in the communications system, the data transmitting appa 
ratus 10 and the data receiving apparatus 20 are connected 
through a user-data communication path 30 and a voice 
signal communication path 40. 
As described above with reference to FIG. 1, the data 

transmitting apparatus 10 is an apparatus that encrypts user 
data and transmits the encrypted data. The data receiving 
apparatus 20 is an apparatus that receives the user data trans 
mitted from the data transmitting apparatus 10 and decrypts 
the same. 
The data transmitting apparatus 10 and the data receiving 

apparatus 20, which have a Voice call function, convert a 
Voice of a user into a Voice signal and exchange the Voice 
signal bi-directionally, thereby establishing a voice call 
between users. 
The data transmitting apparatus 10 has an input unit 10a, a 

storage unit 10b, a clock unit 10c, an encryption-specification 
changing unit 10d., a Voice call processor 10e, an encryption 
specification embedding unit 10f a Voice-signal transceiver 
10g, an encryption processor 10h, a time-information 
appending unit 10i, and a user data transmitter 10i. 
The input unit 10a is a processor that receives an input of 

user data, and the like, to be transmitted to the data receiving 
apparatus 20. The storage unit 10b is a processor that stores 
the input data received by the input unit 10a. The clock unit 
10c is a processor that receives a signal indicating that a voice 
call has started from the voice call processor 10e, and mea 
Sures a call duration time elapsed since the start of the Voice 
call. 
The encryption-specification changing unit 10d is a pro 

cessor that changes an encryption key when the call duration 
time has reached a predetermined period. Specifically, the 
encryption-specification changing unit 10d obtains informa 
tion on a call duration time from the clock unit 10c, and 
determines whether the call duration time has reached the 
predetermined period. When the call duration time is deter 
mined to have reached the predetermined period, the encryp 
tion-specification changing unit 10d changes the encryption 
key. 
The voice call processor 10e is a processor that establishes 

the Voice-signal communication path 40 between the Voice 
call processor 10e and the data receiving apparatus 20, and 
exchanges a voice signal to and from the data receiving appa 
ratus 20, thereby establishing a voice call between users. 
The encryption-specification embedding unit 10f is a pro 

cessor that embeds the encryption key, changed by the 
encryption-specification changing unit 10d, in a voice signal 
generated by the voice call processor 10e by a digital water 
marking technique. 
The Voice-signal transceiver 10g is a processor that trans 

mits a voice signal, generated by the Voice call processor 10e, 
or a voice signal, in which an encryption key is embedded by 
the encryption-specification embedding unit 10f through the 
Voice-signal communication path 40 to the data receiving 
apparatus 20, and receives a voice signal transmitted from the 
data receiving apparatus 20. 
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The encryption processor 10h is a processor that reads user 
data stored in the storage unit 10b, and encrypts the user data 
with the encryption key changed by the encryption-specifi 
cation changing unit 10d. 
The time-information appending unit 10i is a processor 

that obtains the encrypted user data from the encryption pro 
cessor 10h, obtains information on a call duration time mea 
Sured at the present time from the clock unit 10c, and appends 
the information on the call duration time to the encrypted user 
data. 
The user data transmitter 10i is a processor that transmits 

the encrypted user data, to which the information on the call 
duration time is appended by the time-information appending 
unit 10i, to the data receiving apparatus 20 through the user 
data communication path 30. 
The data receiving apparatus 20 has a voice-signal trans 

ceiver 20a, a clock unit 20b, an encryption-specification 
extracting unit 20c, a Voice call processor 20d, a user data 
receiver 20e, a time-information obtaining unit 20f a decryp 
tion processor 20g, a storage unit 20h, and a display unit 20i. 

The Voice-signal transceiver 20a is a processor that trans 
mits a voice signal, generated by the Voice call processor 20d. 
to the data transmitting apparatus 10 through the Voice-signal 
communication path 40, and receives a voice signal, trans 
mitted from the data transmitting apparatus 10, or a voice 
signal, in which an encryption key is embedded. 
The clock unit 20b is a processor that receives a signal 

indicating that a voice call has started from the Voice call 
processor 20d, and measures a call duration time elapsed 
since the start of the Voice call. The encryption-specification 
extracting unit 20c is a processor that extracts the encryption 
key embedded in the voice signal transmitted from the data 
transmitting apparatus 10. 

Specifically, upon receipt of a Voice signal from the Voice 
signal transceiver 20a, the encryption-specification extract 
ing unit 20c checks whether the Voice signal includes an 
encryption key. When the Voice signal is found to include an 
encryption key, the encryption-specification extracting unit 
20c extracts the encryption key from the Voice signal, and 
stores the key in the storage unit 20h. 

Thereafter, the encryption-specification extracting unit 20c 
obtains information on a call duration time of the voice call 
from the clock unit 20b, and stores the thus-obtained infor 
mation on the call duration time in the storage unit 20h with 
the extracted encryption key associated therewith. 

FIG. 3 is a diagram of an example of encryption key infor 
mation 20i stored in the storage unit 20h. Information on 
encryption keys and call duration times are registered in the 
encryption key information 20j. Each call duration time is a 
call duration time obtained from the clock unit 20b at a time 
when the corresponding encryption key is extracted from a 
Voice signal. 

Returning to explanation with reference to FIG. 2, the 
voice call processor 20d is a processor that establishes the 
Voice-signal communication path 40 between the Voice call 
processor 20d and the data transmitting apparatus 10, and 
exchanges a voice signal to and from the data transmitting 
apparatus 10, thereby establishing a voice call between users. 
The user data receiver 20e is a processor that receives the 

encrypted user data, to which the information on the call 
duration time measured when the user data has been 
encrypted is appended, from the data transmitting apparatus 
10 through the user-data communication path 30. 
The time-information obtaining unit 20f is a processor that 

obtains information on a call duration time from encrypted 
user data. The decryption processor 20g is a processor that 
selects an encryption key for use in decryption of user data 
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8 
based on information on a call duration time obtained by the 
time-information obtaining unit 20f and the encryption key 
information 20i shown in FIG. 3, and decrypts the user data. 

Specifically, the decryption processor 20g selects, among 
the call duration times registered in the encryption key infor 
mation 20i, a call duration time that is shorter than the call 
duration time obtained by the time-information obtaining unit 
20f by a smallest margin. 
The decryption processor 20g sets the encryption key cor 

responding to the selected call duration time as the decryption 
key that decrypts the encrypted user data, decrypts the 
encrypted user data, and stores the decrypted user data in the 
storage unit 20h. 
The storage unit 20h is a processor that stores the encryp 

tion key information 20i shown in FIG. 3., user data obtained 
through decryption performed by the decryption processor 
20g, and the like. The display unit 20i is a processor that 
displays the user data stored in the storage unit 20h, and like 
information. 

Next, a process procedure for encryption key changefen 
crypted data transmission processes according to the first 
embodiment will be explained. FIG. 4 is a flowchart of the 
process procedure for the encryption key change/encrypted 
data transmission processes according to the first embodi 
ment. 
The encryption key change/encrypted data transmission 

processes are processes performed by the data transmitting 
apparatus 10. The following description assumes that the data 
transmitting apparatus 10 and the data receiving apparatus 20 
have already started a voice call process. 
As shown in FIG. 4, the encryption-specification changing 

unit 10d of the data transmitting apparatus 10 first obtains 
information on a call duration time 1 measured at the present 
time from the clock unit 10c (step S101). The encryption 
specification changing unit 10d checks whether the call dura 
tion time 1 has reached a predetermined period after a lapse of 
which an encryption key is to be changed (step S102). 
When the call duration time 1 has reached the predeter 

mined period (YES at step S102), the encryption-specifica 
tion changing unit 10d changes the encryption key (step 
S103). The encryption-specification embedding unit 10f 
embeds the encryption key in a voice signal by a digital 
watermarking technique (Step S104). 

Subsequently, the Voice-signal transceiver 10g transmits 
the Voice signal, in which the encryption key is embedded, to 
the data receiving apparatus 20 (step S105). The encryption 
specification changing unit 10d thereafter checks whether the 
voice call has ended (step S106). 
When the voice call has ended (YES at step S106), the 

encryption key change/encrypted data transmission pro 
cesses ends. When the voice call has not ended (NO at step 
S106), the process returns to step S101 to continue a process 
pertaining to the Subsequent steps. 
When the call duration time 1 has not reached the prede 

termined period at step S102 (NO at step S102), the encryp 
tion processor 10h checks whether a request to send user data 
issued by a user has been received (step S107). 
When a request to send user data has not been received (NO 

at step S107), the process moves to step S106 to continue a 
process pertaining to the Subsequent steps. When a request to 
send user data has been received (YES at step S107), the 
encryption processor 10h encrypts the user data using a cur 
rently-validated encryption key (step S108). 
The time-information appending unit 10i obtains informa 

tion on a call duration time 2 measured at the present time 
from the clock unit 10c (step S109), and appends the infor 
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mation on the call duration time 2 to the user data encrypted 
by the encryption processor 10h (step S110). 

Thereafter, the user data transmitter 10i transmits the 
encrypted user data, to which the information on the call 
duration time 2 is appended, to the data receiving apparatus 
20 (step S111), and the process moves to step S106 to con 
tinue a process pertaining to the Subsequent steps. 

Next, a process procedure for an encryption-key extracting 
process according to the first embodiment will be explained. 
FIG. 5 is a flowchart of the process procedure for the encryp 
tion-key extracting process according to the first embodi 
ment. The encryption-key extracting process is a process 
performed by the data receiving apparatus 20. 
As shown in FIG. 5, the voice-signal transceiver 20a of the 

data receiving apparatus 20 receives a voice signal in which 
an encryption key is embedded from the data transmitting 
apparatus 10 (step S201). The encryption-specification 
extracting unit 20c extracts the encryption key from the Voice 
signal, and stores the key in the storage unit 20h (step S202). 

Subsequently, the encryption-specification extracting unit 
20c obtains information on a call duration time 3 measured at 
the present time from the clock unit 20b (step S203). There 
after, the encryption-specification extracting unit 20c stores 
the call duration time 3 in the storage unit 20h with the 
encryption key associated therewith as in the encryption key 
information 20i shown in FIG.3 (step S204), and the encryp 
tion-key extracting process ends. 

Next, the process procedure for a data decrypting process 
according to the first embodiment will be explained. FIG. 6 is 
a flowchart of the process procedure for the data decrypting 
process according to the first embodiment. The data decrypt 
ing process is a process performed by the data receiving 
apparatus 20. 
As shown in FIG. 6, the user data receiver 20e of the data 

receiving apparatus 20 first receives encrypted user data, to 
which the information on the call duration time 2 is appended, 
from the data transmitting apparatus 10 (step S301). 
The time-information obtaining unit 20fobtains the infor 

mation on the call duration time 2 from the encrypted user 
data (step S302). Subsequently, the decryption processor 20g 
read the information on the encryption keys and the call 
duration times 3 from the storage unit 20h (step S303). 
The decryption processor 20g selects a call duration time 3, 

which is shorter than the call duration time 2 by a smallest 
margin (step S304). Thereafter, the decryption processor 20g 
decrypts the encrypted user data using the encryption key 
corresponding to the selected call duration time 3 (step S305), 
and the data decrypting process ends. 
A certain length of a delay time is generated between 

embedding an encryption key in a voice signal, performed by 
the data transmitting apparatus 10, and receiving the Voice 
signal to extract the encryption key from the Voice signal, 
performed by the data receiving apparatus 20. 
When a maximum value of the delay time (maximum delay 

time Dmax) is previously known, a method of adjusting tim 
ing, at which an encryption key has been embedded in a Voice 
signal, and timing, at which the user data is to be encrypted, 
can be employed. 

FIG. 7 is an explanatory diagram of adjustment between 
timing, at which an encryption key has been embedded, and 
timing, at which data has been encrypted. Reference letters 
Tk(n) and Tk(n+1) in FIG. 7 denote call duration times mea 
sured when the encryption-specification embedding unit 10f 
of the data transmitting apparatus 10 has embedded encryp 
tion keys employed at an 'n'-th change and a “n+1-th 
change, respectively. 
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10 
Reference letter Ta(n) denotes a call duration time mea 

sured when the encryption processor 10h of the data trans 
mitting apparatus 10 has encrypted the user data. 

Tk(n), Tod(n), and Tk(n+1) are assumed to be adjusted to 
satisfy the following relation: 

Specifically, the encryption processor 10h of the data trans 
mitting apparatus 10 performs a process Such that the data 
receiving apparatus 20 completes extraction of an encryption 
key from a voice signal first, and thereafter user data is 
encrypted and transmitted to the data receiving apparatus 20. 
Hence, the data receiving apparatus 20, which has already 
obtained the encryption key, is capable of decrypting 
encrypted user data without fail. 
When the encryption-specification embedding unit 10f of 

the data transmitting apparatus 10 embeds an encryption key 
employed at an "n--1'-th change in a Voice signal after the 
encryption processor 10h has encrypted user data, out-of 
synchronization between timing, at which the data receiving 
apparatus 10 obtains information on the encryption key 
employed at the “n+1-th change, and timing, at which the 
data receiving apparatus 10 receives the user data encrypted 
with the encryption key employed at an 'n'-th change, is 
eliminated. 

For example, in the example shown in FIG. 1, timing at 
which the data receiving apparatus 20 receives the encrypted 
data set 3 can be advanced to be forward of the timing, at 
which the data receiving apparatus 20 receives a voice signal 
that includes the “key B. 

In the first embodiment, the encryption-specification 
embedding unit 10f of the data transmitting apparatus 10 
embeds an encryption key in a Voice signal. However, in place 
of the encryption key, information on an identifier for identi 
fying the encryption key, information obtained by converting 
the encryption key by a predetermined method, information 
obtained by converting the identifier of the encryption key by 
a predetermined method, or like information can be embed 
ded. 
When an identifier of the encryption key is embedded in a 

Voice signal, upon receipt of the Voice signal, the encryption 
specification extracting unit 20c of the data receiving appa 
ratus 20 extracts the identifier embedded in the voice signal, 
and stores an encryption key corresponding to the identifier in 
the storage unit 20h as a candidate of an encryption key for 
use in decryption. 
When information obtained by converting the encryption 

key by a predetermined method is embedded in a Voice signal, 
upon receipt of the Voice signal, the encryption-specification 
extracting unit 20c of the data receiving apparatus 20 extracts 
the encryption key embedded in the Voice signal and con 
verted by the predetermined method, and reconverts the 
encryption key into the pre-conversion encryption key. The 
encryption-specification extracting unit 20c stores the recon 
Verted encryption key in the storage unit 20h as a candidate of 
an encryption key for use in decryption. 

Furthermore, when information obtained by converting an 
identifier of the encryption key by a predetermined method is 
embedded in a Voice signal, upon receipt of the Voice signal, 
the encryption-specification extracting unit 20c of the data 
receiving apparatus 20 extracts the identifier embedded in the 
Voice signal and converted by the predetermined method, and 
reconverts the identifier into the pre-conversion identifier. 
The encryption-specification extracting unit 20c stores an 
encryption key corresponding to the reconverted identifier in 
the storage unit 20h as a candidate of an encryption key for 
use in decryption. 
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As described above, in the first embodiment, the voice 
signal transceiver 20a of the data receiving apparatus 20 
receives a first data set, in which information on an encryption 
key is embedded, through a first communication path; the 
encryption-specification extracting unit 20c obtains time 
information on receipt of the first data set; the storage unit 20h 
stores the thus-obtained time information with the informa 
tion on the encryption key associated therewith; the user data 
receiver 20e receives a second data set, to which time infor 
mation on data encryption performed using the encryption 
key is appended, through a second communication path; and 
the decryption processor 20g selects an encryption key to be 
used in decryption of the second data set based on the time 
information stored in the storage unit 20h and the time infor 
mation appended to the received second data set. Hence, 
utilizing the information on the call duration times allows 
secure and efficient apparatus-to-apparatus data exchange. 

In the first embodiment, the first communication path is the 
Voice signal communication path 40 for Voice signal commu 
nications in a phone call; the encryption-specification extract 
ing unit 20c of the data receiving apparatus 20 obtains infor 
mation on a call duration time elapsed between a start of the 
phone call and reception of the Voice signal as the time infor 
mation; and the user data receiver 20e receives encrypted user 
data, to which information on a call duration time elapsed 
between the start of the phone call and encryption of the user 
data performed with the encryption key is appended, as the 
time information through the second communication path. 
Hence, utilizing the information on the call duration times 
eliminates the need of time synchronization between appara 
tuses that exchange data, thereby allowing secure and effi 
cient data exchange between the apparatuses. 

In the first embodiment, the encryption-specification 
embedding unit 10f of the data transmitting apparatus 10 
embeds information on an encryption key in a first data set to 
be transmitted through a first communication path; the Voice 
signal transceiver 10g transmits the first data set, in which the 
information on the encryption key is embedded, through the 
first communication path; the encryption processor 10h 
encrypts a second data set with the encryption key when the 
first data has been transmitted; the time-information append 
ing unit 10i obtains time information on encryption of the 
data, and appends the thus-obtained time information to the 
encrypted second data; and the user data transmitter 10i trans 
mits the data, to which the time information is appended, 
through a second communication path. Hence, utilizing the 
time information allows secure and efficient data exchange 
between the apparatuses. 

In the first embodiment, the encryption-specification 
changing unit 10d of the data transmitting apparatus 10 
changes an encryption key for use in data encryption; and the 
encryption-specification embedding unit 10f embeds infor 
mation on the changed encryption key in a voice signal to be 
transmitted through the Voice-signal communication path 40. 
Hence, changing the encryption key allows more secure data 
exchange between the apparatuses. 

In the first embodiment, the first communication path is the 
Voice signal communication path 40 for Voice signal commu 
nications in a phone call; the time-information appending unit 
10i of the data transmitting apparatus 10 obtains information 
on a call duration time elapsed between a start of the phone 
call and data encryption as the time information, and appends 
the thus-obtained time information to the encrypted second 
dataset; and the user data transmitter 10i transmits the data, to 
which the time information is appended, through the second 
communication path. Hence, utilizing the information on the 
call duration times eliminates the need of time synchroniza 

10 

15 

25 

30 

35 

40 

45 

50 

55 

60 

65 

12 
tion between apparatuses that exchange data, thereby allow 
ing secure and efficient data exchange between the appara 
tuSeS. 

In the first embodiment, the Voice signal includes at least 
one element of information on the encryption key, informa 
tion on an identifier of the encryption key, information 
obtained by converting the encryption key by a predetermined 
method, and information obtained by converting the identifier 
of the encryption key by a predetermined method. Hence, 
apparatuses that exchange data can be notified of the encryp 
tion specification appropriately with each other. 

Second Embodiment 

The first embodiment has described an example in which 
the data transmitting apparatus changes an encryption key 
and transmits information on the changed encryption key to 
the data receiving apparatus. Alternatively, processing in 
which a data receiving apparatus changes an encryption key 
and transmit the changed encryption key to a data transmit 
ting apparatus can be employed. Hence, a second embodi 
ment describes an example in which a data receiving appara 
tus changes an encryption key and transmits information on 
the changed encryption key to a data transmitting apparatus. 
The concept of data encrypting/decrypting processes 

according to the second embodiment will be explained first. 
FIG. 8 is an explanatory diagram of the concept of data 
encrypting/decrypting processes according to the second 
embodiment. In the data encrypting/decrypting processes, a 
data transmitting apparatus 50 encrypts user data and trans 
mits the encrypted data, and a data receiving apparatus 60 
receives the user data transmitted from the data transmitting 
apparatus 50 and decrypts the data. 
The data transmitting apparatus 50 and the data receiving 

apparatus 60, which have a Voice call function, convert a 
Voice of a user into a Voice signal, and exchange the Voice 
signal bi-directionally, thereby carrying out a Voice call 
between users. 
The data receiving apparatus 60 changes an encryption key 

to enhance security in transmission of user data, and transmits 
the changed encryption key to the data transmitting apparatus 
50. Specifically, upon changing the encryption key, the data 
receiving apparatus 60 transmits the encryption key to the 
data transmitting apparatus 50 by embedding the encryption 
key in a voice signal for the Voice call. The encryption key is 
embedded by a digital watermarking technique so that the 
encryption key is less-easily extracted. 
The data receiving apparatus 60 measures a call duration 

time elapsed since the establishment of the voice call to 
acquire a call duration time measured at a time when the 
encryption key has been transmitted. The data receiving appa 
ratus 60 adds a predetermined period of time to the call 
duration time, thereby predicting a call duration time, after 
lapse of which the data transmitting apparatus 50 is expected 
to complete extraction of the encryption key from the voice 
signal. 
The data receiving apparatus 60 stores information on the 

thus-predicted call duration time with the encryption key 
associated therewith. The data receiving apparatus 60 repeats 
Such a process procedure as described above every time the 
encryption key is changed. 
Upon receipt of the Voice signal, the data transmitting 

apparatus 50 extracts the encryption key from the Voice sig 
nal, and sets the encryption key as an encryption key for use 
in encryption of user data. 

FIG. 8 is an example in which the data receiving apparatus 
60 changes an encryption key from the “key A' to the “key 
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B', and then to the “key C, and the data transmitting appa 
ratus 50 extracts the “key A, the “key B, and the “key C 
from a voice signal after a lapse of the call durations T1, T5. 
and T8, respectively. 

Thereafter, the data transmitting apparatus 50 checks 
whether a request to send user data has been received. Upon 
receipt of a request to send user data, the data transmitting 
apparatus 50 encrypts user data to be transmitted with the 
latest encryption key. 

In the same manner as that by the data receiving apparatus 
60, the data transmitting apparatus 50 measures a call dura 
tion time elapsed since the establishment of the voice call, and 
acquires a call duration time measured when the user data has 
been encrypted. 

The data transmitting apparatus 50 transmits the encrypted 
user data to the data receiving apparatus 60 with the thus 
acquired call duration time appended thereto. FIG. 8 is an 
example in which the data transmitting apparatus 50 trans 
mits encrypted user data, or the “encrypted data sets 1 to 6'. 
to which the call duration times T2, T3, T4, T6, T7, and T9 are 
appended, respectively, to the data receiving apparatus 60. 

Thereafter, the data receiving apparatus 60 receives the 
user data appended by information on a corresponding call 
duration time and encrypted, thereby obtaining the informa 
tion on the call duration times appended thereto. The data 
receiving apparatus 60 selects, among the call duration times 
each measured when the data transmitting apparatus 50 
extracts an encryption key from the Voice signal, a call dura 
tion time that is shorter than a call duration time obtained 
from the encrypted user data by a smallest margin. 
The data receiving apparatus 60 Subsequently sets the 

encryption key corresponding to the selected call duration 
time as the decryption key that decrypts the encrypted user 
data, and decrypts the encrypted user data. 

In the example shown in FIG. 8, for decryption of the 
“encrypted data sets 1, 2, and 3, the call duration time T1 
until extraction of encryption key, which is shorter than the 
call duration times T2, T3, and T4 corresponding to the 
"encrypted data sets 1, 2, and 3’ by Smallest margins, respec 
tively, is selected. Hence, the “key A' corresponding to the 
call duration time T1 until extraction of encryption key is 
selected as the decryption key for decryption of the 
“encrypted data sets, 1, 2, and 3”. 

Similarly, for decryption of the “encrypted data sets 6 and 
7, the call duration time T5, which is shorter than the call 
duration times T6 and T7 corresponding to the encrypted data 
sets 6 and 7 by Smallest margins, respectively, is selected. 
Hence, the “key B' corresponding to the call duration time T5 
until extraction of encryption key is selected as the decryption 
for decryption of the “encrypted data sets 6 and 7. 

For decryption of the “encrypted data set 9', the call dura 
tion time T8 until extraction of encryption key, which is 
shorter than the call duration time T9 corresponding to the 
“encrypted data set 9” by a smallest margin, is selected. 
Hence, the “key C corresponding to the call duration time T8 
until extraction of encryption key is selected as the decryption 
key for decryption of the “encrypted data set 9. 

While the “encrypted data set 3’ encrypted with the "key 
A' is received by the data receiving apparatus 60 after the 
encryption key has been changed from the “key A' to the “key 
B. performing processing as described above allows the data 
receiving apparatus 60 to carry out decryption with the “key 
A” appropriately. 

Thus, because appropriate selection of an encryption key is 
attained by only utilizing the information on the call duration 
times, selection of an encryption key is simplified, which 
enables secure and efficient transmission of user data. 
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In the above example, information on an encryption key is 

embedded in a Voice signal, which is one type of multimedia 
information. However, when the data transmitting apparatus 
50 and the data receiving apparatus 60 has a video telephone 
function, the encryption key can be transmitted in the form of 
being embedded in image data for a video telephone, which is 
another type of multimedia information. 

Next, a functional configuration of a communications sys 
tem according to the second embodiment will be explained. 
FIG.9 depicts the functional configuration of the communi 
cations system according to the second embodiment. As 
shown in FIG. 9, in the communications system, the data 
transmitting apparatus 50 and the data receiving apparatus 60 
are connected through a user-data communication path 70 
and a voice-signal communication path 80. 
As described above with reference to FIG. 8, the data 

transmitting apparatus 50 is an apparatus that encrypts user 
data and transmits the encrypted data. The data receiving 
apparatus 60 is an apparatus that receives the user data trans 
mitted from the data transmitting apparatus 50 and decrypts 
the same. 
The data transmitting apparatus 50 and the data receiving 

apparatus 60, which have a Voice call function, convert a 
Voice of a user into a Voice signal, and exchange the Voice 
signal bi-directionally, thereby establishing a voice call 
between users. 
The data transmitting apparatus 50 has an input unit 50a, a 

storage unit 50b, a voice-signal transceiver 50c, an encryp 
tion-specification extracting unit 50d, a Voice call processor 
50e, an encryption processor 50f a clock unit 50g, a time 
information appending unit 50h, and a user data transmitter 
50i. 
The input unit 50a is a processor that receives an input of 

user data, and the like, to be transmitted to the data receiving 
apparatus 60. The storage unit 50b is a processor that stores 
the input data received by the input unit 50a. 
The voice-signal transceiver 50c is a processor that trans 

mits a voice signal generated by the Voice call processor 50e 
through the Voice-signal communication path 80 to the data 
receiving apparatus 60, and receives a voice signal transmit 
ted from the data receiving apparatus 60 or a voice signal, in 
which an encryption key is embedded by the data receiving 
apparatus 60. 
The encryption-specification extracting unit 50d is a pro 

cessor that extracts an encryption key embedded in a Voice 
signal transmitted from the data receiving apparatus 60. Spe 
cifically, upon receipt of a voice signal from the Voice-signal 
transceiver 50c, the encryption-specification extracting unit 
50d checks whether the voice signal includes an encryption 
key. When the Voice signal is found to include an encryption 
key, the encryption-specification extracting unit 50d extracts 
the encryption key from the Voice signal, and outputs the 
extracted key to the encryption processor 50f. 
The voice call processor 50e is a processor that establishes 

the voice-signal communication path 80 between the voice 
call processor 50e and the data receiving apparatus 60, and 
exchanges a voice signal to and from the data receiving appa 
ratus 60, thereby establishing a voice call between users. 
The encryption processor 50f is a processor that reads user 

data stored in the storage unit 10b, and encrypts the user data 
with the latest one of encryption keys extracted by the encryp 
tion-specification extracting unit 50d. 
The clock unit 50g is a processor that receives a signal 

indicating that a voice call has started from the Voice call 
processor 50e, and measures a call duration time elapsed 
since the start of the voice call. The time-information append 
ing unit 50h is a processor that obtains encrypted user data 
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from the encryption processor 50f. obtains information on a 
call duration time measured at the present time from the clock 
unit 50g, and appends the information on the call duration 
time to the encrypted user data. 

The user data transmitter 50i is a processor that transmits 
the encrypted user data, to which the information on the call 
duration time is appended by the time-information appending 
unit 50h, to the data receiving apparatus 60 through the user 
data communication path 70. 
The data receiving apparatus 60 has a clock unit 60a, an 

encryption-specification changing unit 60b, a storage unit 
60c, a Voice call processor 60d, an encryption-specification 
embedding unit 60e, a voice-signal transceiver 60f a user data 
receiver 60g, a time-information obtaining unit 60h, a decryp 
tion processor 60i, and a display unit 60i. 

The clock unit 60a is a processor that receives a signal 
indicating that a voice call has started from the Voice call 
processor 60d, and measures a call duration time elapsed 
since the start of the Voice call. The encryption-specification 
changing unit 60b is a processor that changes an encryption 
key when the call duration time has reached a predetermined 
period. 

Specifically, the encryption-specification changing unit 
60b obtains information on a call duration time from the clock 
unit 60a, and determines whether the call duration time has 
reached the predetermined period. When the call duration 
time is determined to have reached the predetermined period, 
the encryption-specification changing unit 60b changes the 
encryption key. 
When information on a changed encryption key is embed 

ded in a voice signal and transmitted to the data transmitting 
apparatus 50, the encryption-specification changing unit 60b 
obtains information on a call duration time measured at a time 
when the Voice signal has been transmitted to the data trans 
mitting apparatus 50 from the clock unit 60a. 
The encryption-specification changing unit 60b adds a pre 

determined period to the thus-obtained call duration time, 
thereby predicting a call duration time, after lapse of which 
the data transmitting apparatus 50 is expected to extract the 
encryption key from the Voice signal. The encryption-speci 
fication changing unit 60b stores the thus-predicted call dura 
tion time in the storage unit 60c with the changed encryption 
key associated therewith. 
The storage unit 60c is a processor that associates the 

encryption key changed by the encryption-specification 
changing unit 60b with the information on the call duration 
time after lapse of which the data transmitting apparatus 50 is 
to extract the encryption key from the Voice signal, and stores 
the information as encryption key information. The storage 
unit 60c also stores user data obtained through decryption 
performed by the decryption processor 60i, and the like. 

While the encryption key information is stored in the same 
form as that for the encryption information 20i shown in FIG. 
3, unlike the call duration times in the encryption information 
20i, the call duration times in the encryption key information 
denote call duration times each measured when the data trans 
mitting apparatus 50 extracts a corresponding encryption key 
from a voice signal. 
The voice call processor 60d is a processor that establishes 

the voice-signal communication path 80 between the voice 
call processor 60d and the data transmitting apparatus 50, and 
exchanges a voice signal to and from the data transmitting 
apparatus 50, thereby establishing a voice call between users. 
The encryption-specification embedding unit 60e is a pro 

cessor that embeds the encryption key, changed by the 
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encryption-specification changing unit 60b, in a voice signal 
generated by the voice call processor 60d by a digital water 
marking technique. 
The Voice-signal transceiver 60f is a processor that trans 

mits a voice signal generated by the Voice call processor 60d 
or a voice signal, in which an encryption key is embedded by 
the encryption-specification embedding unit 60e, through the 
Voice-signal communication path 80 to the data transmitting 
apparatus 50, and receives a voice signal transmitted from the 
data transmitting apparatus 50. 
The user data receiver 60g is a processor that receives 

encrypted user data, to which information on a call duration 
time measured when the user data has been encrypted is 
appended, from the data transmitting apparatus 50 through 
the user-data communication path 70. 
The time-information obtaining unit 60h is a processor that 

obtains information on a call duration time from encrypted 
user data. The decryption processor 60i is a processor that 
selects an encryption key for use in decryption of user data 
based on information on a call duration time obtained by the 
time-information obtaining unit 60h and information on an 
encryption key stored in the storage unit 60c, and decrypts the 
user data. 
The encryption key information referred to here is, as 

described above, information that is obtained by associating 
the encryption key changed by the encryption-specification 
changing unit 60b with the information on the call duration 
time measured at the time when, after the encryption key has 
been transmitted to the data transmitting apparatus 50, the 
data transmitting apparatus 50 has extracted the encryption 
key from the voice signal, and stored. 

Specifically, the decryption processor 60i selects, among 
the call duration times registered in the encryption key infor 
mation, a call duration time that is shorter than the call dura 
tion time obtained by the time-information obtaining unit 60h 
by a Smallest-margin. 
The decryption processor 60i sets the encryption key cor 

responding to the selected call duration time as the decryption 
key that decrypts the encrypted user data, decrypts the 
encrypted user data, and stores the decrypted user data in the 
storage unit 60c. 
The display unit 60i is a processor that displays the user 

data stored in the storage unit 60c, and like information. 
Next, a process procedure for an encryption-key change 

process according to the second embodiment will be 
explained. FIG. 10 is a flowchart of the process procedure for 
the encryption-key change process according to the second 
embodiment. The encryption-key change process is a process 
performed by the data receiving apparatus 60. The following 
description assumes that the data transmitting apparatus 50 
and the data receiving apparatus 60 have already started a 
Voice call process. 
As shown in FIG. 10, the encryption-specification chang 

ing unit 60b of the data receiving apparatus 60 first obtains 
information on the call duration time 1 measured at the 
present time from the clock unit 60a (step S401). The encryp 
tion-specification changing unit 60b checks whether the call 
duration time 1 has reached a predetermined period after a 
lapse of which an encryption key is to be changed (step S402). 
When the call duration 1 has reached the predetermined 

period (YES at step S402), the encryption-specification 
changing unit 60b changes the encryption key, and stores the 
key in the storage unit 60c (step S403). The encryption 
specification embedding unit 60e embeds the encryption key 
in a voice signal by a digital watermarking technique (step 
S404). 
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Subsequently, the Voice-signal transceiver 60f transmits 
the Voice signal, in which the encryption key is embedded, to 
the data transmitting apparatus 50 (step S405). The encryp 
tion-specification changing unit 60b predicts a call duration 
time 3, after lapse of which the data transmitting apparatus 50 
is expected to receive the Voice signal, in which the encryp 
tion key is embedded, and to extract the encryption key from 
the voice signal (step S406). 

Specifically, the encryption-specification changing unit 
60b obtains the information on the call duration time mea 
Sured at a time when the Voice signal, in which the encryption 
key is embedded, has been transmitted to the data transmit 
ting apparatus 50 from the clock unit 60a, and adds a prede 
termined period of time to the thus-obtained call duration 
time, thereby predicting the call duration time 3, after lapse of 
which the data transmitting apparatus 50 is expected to com 
plete extraction of the encryption key from the Voice signal. 

Thereafter, the encryption-specification changing unit 60b 
stores the call duration time 3 associated with the encryption 
key in the storage unit 60c as the encryption key information 
(step S407). The encryption-specification changing unit 60b 
checks whether the voice call has ended (step S408). 
When the voice call has ended (YES at step S408), the 

encryption-key change process ends. When the Voice call has 
not ended (NO at step S408), the process returns to step S401 
to continue a process pertaining to the Subsequent steps. 

Next, a process procedure for encryption key extraction/ 
encrypted data transmission processes according to the sec 
ond embodiment will be explained. FIG. 11 is a flowchart of 
the process procedure for the encryption key extraction/en 
crypted data transmission processes according to the second 
embodiment. The encryption key extraction/encrypted data 
transmission processes are processes performed by the data 
transmitting apparatus 50. 
As shown in FIG. 11, the voice-signal transceiver 50c of 

the data transmitting apparatus 50 first waits for a receipt of a 
Voice signal, in which an encryption key is embedded, from 
the data receiving apparatus 60 (step S501), and checks 
whether a voice signal, in which an encryption key is embed 
ded, has been received (step S502). 
When a Voice signal, in which an encryption key is embed 

ded, has been received (YES in step S502), the encryption 
specification extracting unit 50d extracts the encryption key 
from the voice signal (step S503). The voice-signal trans 
ceiver 50c thereafter checks whether the voice call has ended 
(step S504). 
When the voice call has ended (YES at step S504), the 

encryption key extraction/encrypted data transmission pro 
cesses ends. When the voice call has not ended (NO at step 
S504), the process returns to step S501 to continue a process 
pertaining to the Subsequent steps. 
When a Voice signal, in which an encryption key is embed 

ded, has not been received at step S502 (NO at step S502), the 
encryption processor 50f checks whether a request to send 
user data issued by a user has been received (step S505). 
When a request to send user data has not been received (NO 

at step S505), the process moves to step S504 to continue a 
process pertaining to the Subsequent steps. When a request to 
send user data has been received (YES at step S505), the 
encryption processor 50fencrypts the user data using a cur 
rently-validated encryption key (step S506). 
The time-information appending unit 50h obtains informa 

tion on the call duration time 2 measured at the present time 
from the clock unit 50g (step S507), and appends the infor 
mation on the call duration time 2 to the user data encrypted 
by the encryption processor 50f(step S508). 
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Thereafter, the user data transmitter 50i transmits the 

encrypted user data, to which the information on the call 
duration time 2 is appended, to the data receiving apparatus 
60 (step S509), and the process moves to step S504 to con 
tinue a process pertaining to the Subsequent steps. 
The decrypting process of user data performed by the data 

receiving apparatus 60 is performed in the same process 
procedure as that described with reference to FIG. 6. Specifi 
cally, the user data receiver 60g of the data receiving appara 
tus 60 receives encrypted user data, to which the information 
on the call duration time 2 is appended, from the data trans 
mitting apparatus 10. 
The time-information obtaining unit 60h obtains the infor 

mation on the call duration time 2 from the encrypted user 
data. Subsequently, the decryption processor 60i reads the 
information on the encryption keys and the call duration times 
3 from the storage unit 60c. 
The decryption processor 60i selects a call duration time 3, 

which is shorter than the call duration time 2 by a smallest 
margin. Thereafter, the decryption processor 60i decrypts the 
encrypted user data using the encryption key corresponding 
to the selected call duration time 3, and the data decrypting 
process ends. 
A certain length of a delay time is generated between 

embedding an encryption key in a voice signal, performed by 
the data receiving apparatus 60, and receiving the Voice signal 
to extract the encryption key from the Voice signal, performed 
by the data transmitting apparatus 50. 
When a maximum value of the delay time (maximum delay 

time Dmax) is previously known, a method of adjusting tim 
ing, at which an encryption key has been embedded in a Voice 
signal, and timing, at which the user data is to be encrypted, 
can be employed. 

FIG. 7 is an explanatory diagram of adjustment between 
timing, at which an encryption key has been embedded, and 
timing, at which user data has been encrypted. Reference 
letters Tk(n) and Tk(n+1) in FIG.7 denote call duration times 
measured when the encryption-specification embedding unit 
60e of the data receiving apparatus 60 has embedded encryp 
tion keys employed at an 'n'-th change and a “n+1-th 
change, respectively. 

Reference letter Tk(n) denotes a call duration time mea 
sured when the encryption-specification extracting unit 50d 
of the data transmitting apparatus 50 has extracted the “n'-th 
encryption key in a Voice signal; and reference letter Ta(n) 
denotes a call duration time measured when the encryption 
processor 50f of the data transmitting apparatus 50 has 
encrypted user data. 

Meanwhile, Tk(n) and Tk'(n) satisfy the following rela 
tions: 

In the first embodiment, reliable decryption of encrypted 
user data is attained by adjusting Tk(n), Ta(n), and Tk(n+1) to 
satisfy the following relation: 

Accordingly, in the second embodiment, based on the rela 
tional equation between Tk(n) and Tk(n), reliable decryption 
of encrypted user data is attained by adjusting Ta(n) to satisfy 
the following relation: 

Specifically, the data transmitting apparatus 50 suspends 
the data encrypting process, performed by the encryption 
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processor 50f for the predetermined duration Dmax from the 
point in time Tk(n), at which the encryption-specification 
extracting unit 50d has extracted the encryption key from the 
Voice signal, and thereafter resumes the data encrypting pro 
cess using the thus-extracted new encryption key. 

Accordingly, out-of-synchronization between timing at 
which the data transmitting apparatus 50 updates an encryp 
tion key and timing at which the data receiving apparatus 60 
updates the encryption key is prevented, which enables to 
decrypt encrypted data without fail. 

In the second embodiment, the encryption-specification 
embedding unit 60e of the data receiving apparatus 60 
embeds an encryption key in a voice signal. However, in place 
of the encryption key, information on an identifier for identi 
fying the encryption key, information obtained by converting 
the encryption key by a predetermined method, information 
obtained by converting the identifier of the encryption key by 
a predetermined method, or like information can be embed 
ded. 
When an identifier of the encryption key is embedded in a 

Voice signal, upon receipt of the Voice signal, the encryption 
specification extracting unit 50d of the data transmitting 
apparatus 50 extracts the identifier embedded in the voice 
signal, and outputs an encryption key corresponding to the 
identifier to the encryption processor 50f as an encryption key 
for use in encryption. 
When information obtained by converting the encryption 

key by a predetermined method is embedded in a Voice signal, 
upon receipt of the Voice signal, the encryption-specification 
extracting unit 50d of the data transmitting apparatus 50 
extracts the encryption key embedded in the Voice signal and 
converted by the predetermined method, and reconverts the 
encryption key into the pre-conversion encryption key. The 
encryption-specification extracting unit 50d outputs the 
reconverted encryption key to the encryption processor 50fas 
an encryption key for use in encryption. 
When information obtained by converting an identifier of 

the encryption key by a predetermined method is embedded 
in a Voice signal, upon receipt of the Voice signal, the encryp 
tion-specification extracting unit 50d of the data transmitting 
apparatus 50 extracts the identifier embedded in the voice 
signal and converted by the predetermined method, and 
reconverts the identifier into the pre-conversion identifier. 
The encryption-specification extracting unit 50d outputs an 
encryption key corresponding to the reconverted identifier to 
the encryption processor 50f as an encryption key for use in 
encryption. 
As described above, in the second embodiment, the 

encryption-specification embedding unit 60e of the data 
receiving apparatus 60 embeds information on the encryption 
key in the first data set to be transmitted through the first 
communication path; the Voice-signal transceiver 60f trans 
mits the first data set, in which the information on the encryp 
tion key is embedded, through the first communication path; 
the encryption-specification changing unit 60b obtains time 
information on receipt of the first data set; the storage unit 60c 
stores the thus-obtained time information with the informa 
tion on the encryption key associated therewith; the user data 
receiver 60g receives the second data set, to which time infor 
mation on data encryption performed using the encryption 
key is appended, through a second communication path; and 
the decryption processor 60i selects an encryption key to be 
used in decryption of the second data set based on the time 
information stored in the storage unit 60c and the time infor 
mation appended to the received second data set. Hence, 
utilizing the time information allows secure and efficient data 
exchange between the apparatuses. 
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In the second embodiment, the encryption-specification 

changing unit 60b of the data receiving apparatus 60 changes 
an encryption key for use in data encryption; and the encryp 
tion-specification embedding unit 60e embeds information 
on the changed encryption key in the first data set to be 
transmitted through the first communication path. Hence, 
changing the encryption key allows more secure data 
exchange between the apparatuses. 

In the second embodiment, the first communication path is 
the Voice signal communication path 80 for voice signal com 
munications in a phone call; the encryption-specification 
changing unit 60b of the data receiving apparatus 60 obtains 
information on a call duration time elapsed between a start of 
the phone call and transmission of the Voice signal as the time 
information; and the user data receiver 60g receives 
encrypted user data, to which information on a call duration 
time elapsed between the start of the phone call and encryp 
tion of the data performed using the encryption key is 
appended, through the user-data communication path 70. 
Hence, utilizing the information on the call duration times 
eliminates the need of time synchronization between appara 
tuses that exchange data, thereby allowing secure and effi 
cient data exchange therebetween. 

In the second embodiment, the Voice-signal transceiver 
50c of the data transmitting apparatus 50 receives the first 
data set, in which information on an encryption key is embed 
ded, through the first communication path; upon receipt of the 
first data set, the encryption processor 50f encrypts data 
according to the information on the encryption specification 
included in the first data set; the time-information appending 
unit 50h obtains time information on encryption of the data, 
and appends the thus-obtained time information to the 
encrypted data; and the user data transmitter 50i transmits the 
data, to which the time information is appended, through the 
second communication path. Hence, utilizing the time infor 
mation allows secure and efficient data exchange between the 
apparatuses. 

In the second embodiment, the first communication path is 
the Voice signal communication path 80 for voice signal com 
munications in a phone call; the time information appending 
unit 50h of the data transmitting apparatus 50 obtains infor 
mation on a call duration time elapsed between the start of the 
phone call and data encryption as the time information, and 
appends the thus-obtained time information to the encrypted 
user data; and the user data transmitter 50i transmits the user 
data, to which the time information is appended, through the 
user-data communication path 70. Hence, utilizing the infor 
mation on the call duration times eliminates the need of time 
synchronization between apparatuses that exchange user 
data, thereby allowing secure and efficient exchange of user 
data therebetween. 

In the second embodiment, the Voice signal includes at 
least one element of information on the encryption key, infor 
mation on an identifier of the encryption key, information 
obtained by converting the encryption key by a predetermined 
method, and information obtained by converting the identifier 
of the encryption key by a predetermined method. Hence, the 
apparatuses that exchange data can be notified of the encryp 
tion specification appropriately with each other. 

While the embodiments of the present invention have been 
described above, variously modified embodiments other than 
the explained embodiments can be made without departing 
from the scope of the technical spirit of the appended claims. 

For example, in the embodiments, an encryption key for 
use in decryption of user data is determined based on the call 
duration time elapsed since the start of the voice call. Alter 
natively, in place of the call duration time, the times can be 
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employed for determination of an encryption key by causing 
the data transmitting apparatus and the data receiving appa 
ratus to be in time synchronization. 

Specifically, in the first embodiment, the encryption-speci 
fication extracting unit 20c of the data receiving apparatus 20 
stores an encryption key with information on a time measured 
when the encryption key has been extracted from a voice 
signal associated therewith in the storage unit 20h. The infor 
mation on the time is obtained from a clock (not shown) 
provided in the data receiving apparatus 20. 
The time-information appending unit 10i of the data trans 

mitting apparatus 10 appends the information on the time 
when the user data has been encrypted to the encrypted user 
data. The user data transmitter 10i transmits the encrypted 
user data appended by the information on the time to the data 
receiving apparatus 20. The information on the time is 
obtained from a clock (not shown) provided in the data trans 
mitting apparatus 10. 
The time-information obtaining unit 20f of the data receiv 

ing apparatus 20 obtains the information on the time from the 
encrypted user data. The decryption processor 20g selects, 
among the times stored in the storage unit 20h, a time that is 
earlier than the time obtained from the encrypted user data by 
a smallest margin. 

Thereafter, the decryption processor 20g sets the encryp 
tion key corresponding to the selected time as the decryption 
key that decrypts the encrypted user data, and decrypts the 
encrypted user data. 

In the second embodiment, the encryption-specification 
changing unit 60b of the data receiving apparatus 60 stores 
the encryption key with the information on a predicted time, 
at which data transmitting apparatus 50 is expected to extract 
the encryption key from the Voice signal, associated therewith 
in the storage unit 60c. The predicted time is obtained by 
adding a predetermined period of time to the time measured at 
a time when the encryption key has been transmitted to the 
data transmitting apparatus 50. The information on the time is 
obtained from a clock (not shown) provided in the data receiv 
ing apparatus 60. 
The time-information appending unit 50h of the data trans 

mitting apparatus 50 appends the information on the time 
when the user data has been encrypted to the encrypted user 
data. The user data transmitter 50i transmits the encrypted 
user data, to which the information on the time is appended, to 
the data receiving apparatus 60. The information on the time 
is obtained from a clock (not shown) provided in the data 
receiving apparatus 50. 
The time-information obtaining unit 60h of the data receiv 

ing apparatus 60 obtains the information on the time from the 
encrypted user data. The decryption processor 60i selects, 
among the times stored in the storage unit 60c, a time that is 
earlier than the time obtained from the encrypted user data by 
a smallest margin. 

Thereafter, the decryption processor 60i sets the encryp 
tion key corresponding to the selected time as the decryption 
key that decrypts the encrypted user data, and decrypts the 
encrypted user data. 
The process for time synchronization between the clock of 

the data transmitting apparatus 10 and the clock of the data 
receiving apparatus 20 is performed as described below. FIG. 
12 is a flowchart of a process procedure for the time synchro 
nization. 
As shown in FIG. 12, the data transmitting apparatus 10,50 

obtains information on the present time measured upon start 
ofa Voice call from the clock provided in the data transmitting 
apparatus 10, 50 (step S601). 
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The data transmitting apparatus 10, 50 embeds the infor 

mation on the present time in a Voice signal (step S602), and 
transmits the Voice signal, in which the information on the 
present time is embedded, to the data receiving apparatus 20, 
60 (step S603). 

Thereafter, the data receiving apparatus 20, 60 receives the 
Voice signal, in which the information on the present time is 
embedded, from the data transmitting apparatus 10, 50 (step 
S604), and extracts the information on the present time from 
the voice signal (step S605). 
The data receiving apparatus 20, 60 sets a time in the clock 

provided in the data receiving apparatus 20, 60 based on the 
thus-extracted information on the present time (step S606), 
and ends the time synchronizing process. 

In the above procedure, the data transmitting apparatus 10, 
50 transmits the information on the time to the data receiving 
apparatus 20, 60 to thereby attain time synchronization. 
Alternatively, the data receiving apparatus 20, 60 can transmit 
the information on the time to the data transmitting apparatus 
10, 50 to thereby attain time synchronization. Further alter 
natively, each of the data transmitting apparatus 10,50 and the 
data receiving apparatus 20, 60 can receive time information 
from other devices independently to thereby attain time syn 
chronization. 
As described above, in the present modification, the 

encryption-specification extracting unit 20c of the data 
receiving apparatus 20 obtains the information on the time of 
reception of the Voice signal, in which the information on the 
encryption key is embedded, as the time information; and the 
user data receiver 20e receives the encrypted user data 
appended by the information on the time, at which the user 
data has been encrypted using the encryption key, as the time 
information. Hence, utilization of only the information on the 
times allows secure and efficient data exchange between the 
apparatuses. 

In the present modification, the time-information append 
ing unit 10i of the data transmitting apparatus 10 obtains the 
information on the time when the user data has been 
encrypted as the time information, and appends the thus 
obtained time information to the encrypted user data; and the 
user data transmitter 10i transmits the user data, to which the 
time information is appended, through the user-data commu 
nication path 30. Hence, utilization of only the information on 
the times allows secure and efficient data exchange between 
the apparatuses. 

In the present modification, the encryption-specification 
changing unit 60b of the data receiving apparatus 60 obtains 
the information on the time of transmission of the voice 
signal, in which the information on the encryption key is 
embedded, as the time information; and the user data receiver 
60g receives the encrypted user data appended by the infor 
mation on the time, at which the user data has been encrypted 
using the encryption key, through the user-data communica 
tion path 70. Hence, utilization of only the information on the 
times allows secure and efficient data exchange between the 
apparatuses. 

In the present modification, the time-information append 
ing unit 50h of the data transmitting apparatus 50 obtains the 
information on the time, at which the user data has been 
encrypted, as the time information, and appends the thus 
obtained time information to the encrypted user data; and the 
user data transmitter 50i transmits the user data, to which the 
time information is appended, through the user-data commu 
nication path 70. Hence, utilization of only the information on 
the times allows secure and efficient data exchange between 
the apparatuses. 
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While, in the present embodiments, the encryption key is 
changed when the predetermined period of time has elapsed, 
not only the encryption key but also the encryption method 
can be changed. Specifically, the data transmitting apparatus 
10 or the data receiving apparatus 60 changes the encryption 
key or the encryption specification for the encryption method 
when the predetermined period of time has elapsed. 
Examples of the encryption method include DES (Data 
Encryption Standard) and AES (Advanced Encryption Stan 
dard). 
The data transmitting apparatus 10 or the data receiving 

apparatus 60 embeds the thus-changed encryption key and the 
encryption key as the information on the encryption specifi 
cation in a Voice signal, and transmits to the data receiving 
apparatus 20 or the data transmitting apparatus 50, respec 
tively. 

FIG. 13 is a diagram showing an example of encryption 
specification information 90 to be transmitted in the form of 
being embedded in a voice signal. As shown in FIG. 13, the 
encryption specification information 90 includes information 
on an encryption key and an encryption-method ID. The 
encryption key is an encryption key for use in encryption of 
user data. The encryption-method ID is the identity that iden 
tifies an encryption method for use in encryption of the user 
data. 
The data receiving apparatus 20, 60 stores the thus 

changed encryption key and the encryption method. As 
described in the embodiments, the data receiving apparatus 
20, 60 selects an encryption key and an encryption method 
that decrypt user data encrypted by the data transmitting 
apparatus 10, 50 based on the information on the call duration 
times or times, and decrypts the encrypted user data using the 
selected encryption key and the encryption method. 
As described above, the information on the encryption 

specification includes the information on the encryption 
method. Hence, the apparatuses that exchange data can be 
notified of the encryption specification appropriately with 
each other, which allows secure and efficient data exchange 
therebetween. 
Of the respective process explained in the embodiments, all 

or a part of the process explained as being performed auto 
matically can be performed manually, or all or a part of the 
process explained as being performed manually can be per 
formed automatically in a known method. The information 
including the process procedure, the control procedure, spe 
cific names, and various kinds of data and parameters shown 
in the specification or the drawings can be optionally 
changed, unless otherwise specified. 
The respective constituent elements of the each apparatus 

shown in the drawings are functionally conceptual, and 
physically the same configuration is not always necessary. In 
other words, the specific mode of dispersion and integration 
of the each apparatus is not limited to the shown ones, and all 
or a part thereof can be functionally or physically dispersed or 
integrated in an optional unit, according to the various kinds 
of load and the status of use. Further, all oran optional part of 
the various process functions performed by the each appara 
tus can be realized by the CPU or a program analyzed and 
executed by the CPU, or can be realized as hardware by a 
wired logic. 

The data encryption method and the data decryption 
method described in the embodiments can be realized by 
causing a computer Such as a personal computer or a work 
station to execute a program that is prepared beforehand. This 
program can be distributed via a network Such as the Internet. 
Further, the program can be stored in a computer-readable 
recording medium, Such as a hard disk, a flexible disk (FD), a 
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CD-ROM, an MO, a DVD and the like, and executed by being 
read from the recording medium by the computer. 

According to the present invention, a first data set, in which 
information on an encryption specification is embedded, is 
received through a first communication path; time informa 
tion on receipt of the first data set is obtained; the thus 
obtained time information is stored with the information on 
the encryption specification associated therewith; a second 
data set appended by time information on data encryption 
performed according to the encryption specification is 
received through a second communication path; and an 
encryption specification for use in decryption of the second 
data set is selected based on the stored time information and 
the time information appended to the received second data 
set. Hence, utilizing the time information yields an effect of 
enabling secure and efficient apparatus-to-apparatus data 
exchange. 

According to the present invention, the first communica 
tion path is a communication path for data communications 
by Voice data or image data in a phone call; the information on 
a call duration time elapsed between a start of the phone call 
and reception of the first data is obtained as the time infor 
mation; and the second data set, to which a call duration time 
elapsed between the start of the phone call and data encryp 
tion performed according to the encryption specification is 
appended, is received through the second communication 
path. Hence, utilizing information on the call duration times 
yields an effect of eliminating the need of synchronization 
between apparatuses that exchange data, which allows Secure 
and efficient data exchange therebetween. 

According to the present invention, the first communica 
tion path is a communication path for data communications 
by Voice data or image data in a phone call; information on a 
time of reception of the first data set is obtained as the time 
information; and the second data set appended by information 
on a time, at which the second data set has been encrypted 
according to the encryption specification, as the time infor 
mation is received through the second communication path. 
Hence, only utilization of the information on the times yields 
an effect of enabling secure and efficient apparatus-to-appa 
ratus data exchange. 

According to the present invention, information on an 
encryption specification is embedded in a first data set to be 
transmitted through a first communication path; the first data 
set, in which the information on the encryption specification 
is embedded, is transmitted through the first communication 
path; when the first data set is transmitted, a second data set is 
encrypted according to the information on the encryption 
specification; time information on encryption of the second 
data set is obtained; the thus-obtained time information is 
appended to the encrypted second data set; and the data, to 
which the time information is appended, is transmitted 
through a second communication path. Hence, utilizing the 
time information yields an effect of enabling secure and effi 
cient apparatus-to-apparatus data exchange. 

According to the present invention, the first communica 
tion path is a communication path for data communications 
by Voice data or image data in a phone call; information on a 
call duration time elapsed between a start of the phone call 
and a time when the second data set has been encrypted is 
obtained as the time information; the thus-obtained time 
information is appended to the encrypted second data set; and 
the data to which the time information is appended is trans 
mitted through the second communication path. Hence, ulti 
lizing the information on the call durations yields an effect of 
eliminating the need of time synchronization between appa 
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ratuses that exchange data, thereby allowing secure and effi 
cient data exchange therebetween. 

According to the present invention, the first communica 
tion path is a communication path for data communications 
by Voice data or image data in a phone call; information on a 
time at which the second data set has been encrypted is 
obtained as the time information; the thus-obtained time 
information is appended to the encrypted second data set; and 
the data to which the time information is appended is trans 
mitted through the second communication path. Hence, only 
utilization of the information on the time yields an effect of 
enabling secure and efficient apparatus-to-apparatus data 
exchange. 

According to the present invention, information on an 
encryption specification is embedded in a first data set to be 
transmitted through a first communication path; the first data 
set in which the information on the encryption specification is 
embedded is transmitted through the first communication 
path; time information on transmission of the first data set is 
obtained; the thus-obtained time information is stored with 
the information on the encryption specification associated 
therewith; a second data set, to which time information on 
data encryption performed according to the encryption speci 
fication is appended, is received through a second communi 
cation path; and an encryption specification for use in decryp 
tion of the second data set is selected based on the stored time 
information and the time information appended to the 
received second data set. Hence, utilizing the time informa 
tion yields an effect of enabling secure and efficient appara 
tus-to-apparatus data exchange. 

According to the present invention, the first communica 
tion path is a communication path for data communications 
by Voice data or image data in a phone call; information on a 
call duration time elapsed between a start of the phone call 
and transmission of the first data is obtained as the time 
information; and the second data set, to which a call duration 
time elapsed between the start of the phone call and data 
encryption performed according to the encryption specifica 
tion is appended, is received through the second communica 
tion path. Hence, utilizing the information on the call dura 
tions yields an effect of eliminating the need of 
synchronization between apparatuses that exchange data, 
thereby enabling secure and efficient data exchange therebe 
tWeen. 

According to the present invention, the first communica 
tion path is a communication path for data communications 
by Voice data or image data in a phone call; information on a 
time of transmission of the first data set is obtained as the time 
information; and the second data set, to which information on 
a time of data encryption performed according to the encryp 
tion specification is appended as the time information, is 
received through the second communication path. Hence, 
only utilization of the information on the time yields an effect 
of enabling secure and efficient apparatus-to-apparatus data 
exchange. 

According to the present invention, a first data set in which 
information on an encryption specification is embedded is 
received through a first communication path; upon receipt of 
the first data set, data is encrypted according to the informa 
tion on the encryption specification included in the first data 
set; time information on encryption of the data is obtained; the 
thus-obtained time information is appended to the encrypted 
data; and the data to which the time information is appended 
is transmitted through a second communication path. Hence, 
utilizing the time information yields an effect of enabling 
secure and efficient apparatus-to-apparatus data exchange. 
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26 
According to the present invention, the first communica 

tion path is a communication path for data communications 
by Voice data or image data in a phone call; information on a 
call duration time elapsed between a start of the phone call 
and a time when the data has been encrypted is obtained as the 
time information; the thus-obtained time information is 
appended to the encrypted data; and the data to which the time 
information is appended is transmitted through the second 
communication path. Hence, utilizing the information on the 
call duration time yields an effect of eliminating the need of 
synchronization between apparatuses that exchange data, 
thereby enabling secure and efficient data exchange therebe 
tWeen. 

According to the present invention, the first communica 
tion path is a communication path for data communications 
by Voice data or image data in a phone call; information on a 
time at which the data has been encrypted is obtained as the 
time information; the thus-obtained time information is 
appended to the encrypted data; and the data to which the time 
information is appended is transmitted through the second 
communication path. Hence, only utilization of the informa 
tion on the time yields an effect of allowing secure and effi 
cient apparatus-to-apparatus data exchange. 

According to the present invention, the encryption speci 
fication for use in data encryption is changed; and the infor 
mation on the encryption specification is embedded in the 
first data set to be transmitted through the first communica 
tion path. Hence, changing the encryption specification yields 
an effect of enabling more secure apparatus-to-apparatus data 
exchange. 

According to the present invention, the information on the 
encryption specification includes at least one element of 
information on the encryption key, information on an identi 
fier of the encryption key, information on an encryption 
method, information obtained by converting the encryption 
key by a predetermined method, information obtained by 
converting the identifier of the encryption key by a predeter 
mined method, and information obtained by converting the 
encryption method by a predetermined method. Hence, an 
effect of allowing apparatuses that exchange data to appro 
priately notify of the encryption specification one another is 
yielded. 
As described above, the data decryption apparatus and the 

data encryption apparatus according to the present invention 
are useful for a communications system required to exchange 
data between the apparatuses securely and efficiently. 

Although the invention has been described with respect to 
a specific embodiment for a complete and clear disclosure, 
the appended claims are not to be thus limited but are to be 
construed as embodying all modifications and alternative 
constructions that may occur to one skilled in the art that 
fairly fall within the basic teaching herein set forth. 
What is claimed is: 
1. A data decryption apparatus that decrypts encrypted 

data, comprising: 
a first data-receiving unit that receives, each time an 

encryption specification is changed, a first data set, in 
which information on the changed encryption specifica 
tion is embedded, through a first communication path; 

a time-information obtaining unit that obtains first time 
information corresponding to the reception time of each 
first data set by the first data receiving unit; 

a time-information storage unit that stores each first time 
information obtained by the time-information obtaining 
unit with each first data set; 

a second data-receiving unit that receives a second data set 
through a second communication path, the second data 
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set being encrypted based on an encryption specification 
and appended by second time information correspond 
ing to the performing of data encryption on the second 
data set; and 

an encryption-specification selecting unit that selects an 
encryption specification for use in decryption of the 
second data set from a plurality of encryption specifica 
tions based on first time information stored in the time 
information storage unit and the second time informa 
tion appended to the second data set received by the 
second data-receiving unit. 

2. The data decryption apparatus according to claim 1, 
wherein 

the first communication path is a communication path for 
data communications by voice data or image data in a 
phone call; 

the first time information further corresponding to infor 
mation on a call duration time elapsed between a start of 
the phone call and reception of the first data set; and 

the second time information further corresponding to a call 
duration time elapsed between the start of the phone call 
and data encryption performed according to one of the 
plurality of encryption specifications. 

3. The data decryption apparatus according to claim 1, 
wherein 

the first communication path is a communication path for 
data communications by voice data or image data in a 
phone call. 

4. The data decryption apparatus according to claim 1, 
wherein the first data set includes at least one of information 
on an encryption key, information on an identifier of the 
encryption key, information on an encryption method, infor 
mation obtained by converting the encryption key by a pre 
determined method, information obtained by converting the 
identifier of the encryption key by a predetermined method, 
and information obtained by converting the encryption 
method by a predetermined method. 

5. A data encryption apparatus that encrypts data, compris 
1ng: 

an information embedding unit that embeds, each time the 
encryption specification is changed, information on the 
changed encryption specification in a first data set to be 
transmitted through a first communication path; 

a first data-transmitting unit that transmits the first data set 
through the first communication path; 

a data encrypting unit that encrypts a second data set based 
on an encryption specification; 

a time-information obtaining unit that obtains first time 
information corresponding to an encryption of the sec 
ond data set performed by the data encrypting unit; and 

a second data-transmitting unit that appends the first time 
information obtained by the time-information obtaining 
unit to the second data set encrypted by the data encrypt 
ing unit, and transmits the second data set, to which the 
first time information is appended, through a second 
communication path. 

6. The data encryption apparatus according to claim 5. 
further comprising: 

an encryption-specification changing unit that changes the 
encryption specification for use in data encryption. 

7. The data encryption apparatus according to claim 5. 
wherein 

the first communication path is a communication path for 
data communications by voice data or image data in a 
phone call; 

the time-information obtaining unit obtains information on 
a call duration time elapsed between a start of the phone 
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call and data encryption performed by the data encrypt 
ing unit as second time information; and 

the second data-transmitting unit appends the second time 
information obtained by the time-information obtaining 
unit to the second data set encrypted by the data encrypt 
ing unit, and transmits the second data set, to which the 
time information is appended, through the second com 
munication path. 

8. The data encryption apparatus according to claim 5. 
wherein 

the first communication path is a communication path for 
data communications by voice data or image data in a 
phone call. 

9. The data encryption apparatus according to claim 5. 
wherein the first data set includes at least one of information 
on an encryption key, information on an identifier of the 
encryption key, information on an encryption method, infor 
mation obtained by converting the encryption key by a pre 
determined method, information obtained by converting the 
identifier of the encryption key by a predetermined method, 
and information obtained by converting the encryption 
method by a predetermined method. 

10. A data decryption apparatus that decrypts encrypted 
data, comprising: 

an information embedding unit that embeds, each time the 
encryption specification is changed, information on the 
changed encryption specification in a first data set to be 
transmitted through a first communication path; 

a data transmitting unit that transmits the first data set 
through the first communication path; 

a time-information obtaining unit that obtains first time 
information corresponding to transmission of the first 
data set by the data transmitting unit; 

a time-information storage unit that stores each first time 
information obtained by the time-information obtaining 
unit with each first data set; 

a data receiving unit that receives a second data set through 
a second communication path, the second data set being 
encrypted based on an encryption specification and 
appended by second time information corresponding to 
the performing of data encryption; and 

an encryption-specification selecting unit that selects an 
encryption specification for use in decryption of the 
second data set from a plurality of encryption specifica 
tions based on first time information stored in the time 
information storage unit and the second time informa 
tion appended to the second data set received by the data 
receiving unit. 

11. The data decryption apparatus according to claim 10, 
further comprising: 

an encryption-specification changing unit that changes the 
encryption specification for use in data encryption. 

12. The data encryption apparatus according to claim 10, 
wherein 

the first communication path is a communication path for 
data communications by voice data or image data in a 
phone call; 

the first time information further corresponding to infor 
mation on a call duration time elapsed between a start of 
the phone call and transmission of the first data set; and 

the second time information further corresponding to call 
duration time elapsed between the start of the phone call 
and data encryption performed based on one of the plu 
rality of encryption specifications. 

13. The data encryption apparatus according to claim 10, 
wherein 
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the first communication path is a communication path for 
data communications by voice data or image data in a 
phone call. 

14. The data encryption apparatus according to claim 10, 
wherein the first data set includes at least one of information 
on an encryption key, information on an identifier of the 
encryption key, information on an encryption method, infor 
mation obtained by converting the encryption key by a pre 
determined method, information obtained by converting the 
identifier of the encryption key by a predetermined method, 
and information obtained by converting the encryption 
method by a predetermined method. 

15. A data encryption apparatus that encrypts data, com 
prising: 

a data receiving unit that receives, each time an encryption 
specification is changed, a first data set, in which infor 
mation on the changed encryption specification is 
embedded, through a first communication path; 

a data encrypting unit that encrypts data based on an 
encryption specification included in the first data set; 

a time-information obtaining unit that obtains first time 
information corresponding to encryption of the data per 
formed by the data encrypting unit; and 

a data transmitting unit that appends the first time informa 
tion obtained by the time-information obtaining unit to 
the data encrypted by the data encrypting unit, and trans 
mits the data, to which the first time information is 
appended, through a second communication path. 
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16. The data encryption apparatus according to claim 15, 

wherein 
the first communication path is a communication path for 

data communications by voice data or image data in a 
phone call; 

the time-information obtaining unit obtains information on 
a call duration time elapsed between a start of the phone 
call and data encryption performed by the data encrypt 
ing unit as second time information; and 

the data receiving unit appends the second time informa 
tion obtained by the time-information obtaining unit to 
the data encrypted by the data encrypting unit, and trans 
mits the data, to which the time information is appended, 
through the second communication path. 

17. The data encryption apparatus according to claim 15, 
wherein 

the first communication path is a communication path for 
data communications by voice data or image data in a 
phone call. 

18. The data encryption apparatus according to claim 15, 
wherein the first data set includes at least one of information 
on an encryption key, information on an identifier of the 
encryption key, information on an encryption method, infor 
mation obtained by converting the encryption key by a pre 
determined method, information obtained by converting the 
identifier of the encryption key by a predetermined method, 
and information obtained by converting the encryption 
method by a predetermined method. 
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