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ABSTRACT 

Devices, Systems, and methods can treat incontinence by 
heating between about 100 and about 800 cubic millimeters 
of endopelvic fascia for sufficient time to effect substantial 
collagenous tissue shrinkage. A probe body may directly 
engage the endopelvic fascia, or may be separated from the 
endopelvic fascia, heating through (for example) the vaginal 
wall. In either case, tissue-penetrating electrodes may be 
inserted from the probe body so as to heat the endopelvic 
fascia. 
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Other Thermal Effects On "TiSSue" 

Collagenated Tissue Mean Shrinkage 
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NON-SURGICAL INCONTINENCE TREATMENT 
SYSTEMAND METHOD 

CROSS-REFERENCES TO RELATED 
APPLICATIONS 

0001. This application claims the benefit priority from 
U.S. Provisional Patent Application No. 60/440,711, filed 
Jan. 16, 2003, the full disclosure of which is incorporated 
herein by reference. 

BACKGROUND OF THE INVENTION 

0002) 1. Field of the Invention 
0003. The present invention generally relates to medical 
devices, methods, and Systems, particularly for the treatment 
of urinary incontinence. 
0004) Urinary incontinence arises in both men and 
Women with varying degrees of Severity, and from different 
causes. In men, the condition frequently occurs as a result of 
prostatectomies which result in mechanical damage to the 
urinary Sphincter. In Women, the condition typically arises 
after pregnancy when musculoskeletal damage has occurred 
as a result of inelastic Stretching of the Structures Supporting 
the genitourinary tract. Specifically, pregnancy can result in 
inelastic stretching of the pelvic floor, the external Sphincter, 
and the tissue structures which Support the bladder, urethra, 
and bladder neck region. In each of these cases, urinary 
leakage typically occurs when a patients abdominal pres 
Sure increases as a result of StreSS, e.g., coughing, Sneezing, 
laughing, exercise, or the like. 
0005 Treatment of urinary incontinence can take a vari 
ety of forms. Most simply, the patient can wear absorptive 
devices or clothing, which is often Sufficient for minor 
leakage events. Alternatively or additionally, patients may 
undertake exercises intended to Strengthen the muscles in 
the pelvic region, or may attempt a behavior modification 
intended to reduce the incidence of urinary leakage. 
0006. In cases where such non-interventional approaches 
are inadequate or unacceptable, the patient may undergo 
Surgery to correct the problem. A wide variety of procedures 
have been developed to correct urinary incontinence in 
Women. Several of these procedures are specifically 
intended to Support the bladder neck region. For example, 
Sutures, Straps or other artificial Structures are often looped 
around the bladder neck and affixed to the pelvis, the 
endopelvic fascia, the ligaments which Support the bladder, 
or the like. Other procedures involve Surgical injections of 
bulking agents, inflatable balloons, or other elements to 
mechanically Support the bladder neck. 
0007. In work done related to the present invention, it has 
been proposed to treat urinary incontinence by Selectively 
remodeling a portion of the pelvic Support tissue, often So as 
to reposition the bladder and/or urogenital tract. U.S. Pat. 
No. 6,091,995 generally describes laparoscopic and other 
minimally invasive devices, methods, and Systems for 
Shrinking tissues, particularly for treatment of incontinence. 
U.S. Pat. No. 6,216,704, describes noninvasive devices, 
methods, and Systems for Shrinking of tissues, often by 
cooling a Surface of an intermediate tissue and directing 
energy through the cooled intermediate tissue to the target 
tissue so as to effect shrinkage. U.S. Pat. No. 6,156,060, is 
directed to Static devices and methods to shrink tissues for 
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incontinence. Finally, U.S. Pat. No. 6,292,700 describes an 
endopelvic fascia treatment for incontinence in which a 
Strength of a collagenous tissue increases, optionally without 
collagenous tissue contraction. Each of these patents is 
assigned to the present assignee, and their full disclosures 
are incorporated herein by reference. 

0008 While these recent proposals for treatment of 
incontinence represent significant advancements in the art, 
treatment of incontinence and other conditions related to 
insufficient collagenous pelvic tissue Support could benefit 
from still further advances. 

BRIEF SUMMARY OF THE INVENTION 

0009. The present invention provides improved devices, 
Systems, and method for treating incontinence. The inven 
tion will often heat Volumes of collagenous Support tissue 
Such as the endopelvic fascia, the Volumes typically being 
between about 100 and about 800 cubic millimeters. These 
volumes of tissues can be heated for Sufficient time to effect 
Substantial collagenous tissue shrinkage, for example, by 
heating the volume to a temperature of about 70° C. or more 
for about 30 seconds or more. Alternative treatments may 
heat the volume to about 65 C. or more for about 100 
seconds or more, or to about 75 C. or more for about 10 
Seconds or more. Such heating may induce necrosis, but the 
heating will often be limited to inhibit ablation so that the 
tissue, after healing, provides continence promoting Support. 
In Some embodiments, a probe body may directly engage the 
endopelvic fascia, Such as by introducing an endoscopic 
probe into the body adjacent the endopelvic fascia, or by 
Surgically displacing a flap from the vaginal wall. Alterna 
tively, the probe body may be separated from the endopelvic 
fascia, with heating provided through (for example) the 
vaginal wall. In either case, tissue-penetrating electrodes 
may be used to heat the endopelvic fascia. 
0010. In a first aspect, the invention provides a method 
for treating incontinence. The method comprises aligning a 
probe body with a collagenous pelvic tissue. A treatment 
volume of at least 100 cubic millimeters (often being at least 
300 cubic millimeters) of the collagenous tissue is heated 
using the probe. The heating may optionally be performed So 
that the treatment Volume is heated to a temperature of at 
least about 70° C. for a time of at least about 30 seconds. An 
intermediate tissue may (but need not) be disposed between 
the probe and target tissue, and/or heating may be effected 
using tissue-penetrating electrodes. Moreover, applying a 
dwell time after the desired heating temperature is achieved 
may also Serve to increase treatment tissue Volume as 
discussed in more detail below. 

0011 When an intermediate tissue is disposed between 
the probe body and the treatment Volume, the treatment 
Volume generally will be separated from the aligned probe 
body by a distance within a range of about 2 to about 8 mm, 
optionally being disposed throughout a range of at least 2 to 
about 4 mm from a vaginal wall Surface engaged by the 
aligned probe. When the probe body directly accesses the 
treatment volume, treatment may extend to the probe body, 
for example, by using tissue-penetrating electrodes having 
active electrode Surfaces that extend from the tissue-engag 
ing Surface by a distance within a range of about 0 to about 
8 mm. The treatment volume will preferably be separated 
from a urethra of a patient by at least about 1 cm to inhibit 
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injury to nerves along the urethra, with the treatment volume 
preferably being offset laterally from the urethra to a right 
Side of the patient (for example). In Such embodiments, the 
method may further comprise heating another treatment 
volume similarly offset laterally from the urethra to a left 
Side of the patient. The treatment volume may have a length 
orientation extending proximally-distally along the urethra, 
a depth orientation extending between the collagenous tissue 
and the probe body, and a medial-lateral width orientation, 
the width of the treatment volume being greater than the 
length of the treatment Volume, So that the treatment volume 
is elongated along the medial-lateral orientation of the 
patient. Alternatively, the length of the treatment Volume 
may be greater than the width of the treatment Volume in 
Some embodiments. 

0012. The position of the treatment volume may be 
registered along an axis of the urethra with reference to a 
guide body disposed within the urethra. The treatment 
Volume may, in Some embodiments, be registered with 
reference to a bone of the patient, optionally with reference 
to a pelvic bone as can be identified with tactile examination 
through the vaginal wall, by a bone-receiving registration 
indentation of the probe, or the like. 
0013 Preferably, heating is performed so as to inhibit 
necrosis of any intermediate tissue, optionally while cooling 
the intermediate tissue. In other embodiments, heating may 
be performed without cooling of the intermediate tissue, for 
example, by advancing a plurality of tissue-penetrating 
electrodes from the probe body into the treatment volume 
and applying electrical potential to the tissue-penetrating 
electrodes. Electrically insulating a proximal portion of the 
tissue-penetrating electrodes from the intermediate tissue 
may inhibit necrosis of the intermediate tissue. Still further, 
heating may be performed by tip movement of at least a pair 
of electrodes Supported by the probe body. In Such an 
embodiment, the treatment Volume may increase as the tip 
movement Speed decreases. 
0.014. In another aspect, the invention provides a system 
for treating incontinence of a patient having a collagenous 
pelvic tissue. The System comprises a probe body alignable 
with the collagenous pelvic tissue, optionally So that an 
intermediate tissue is disposed therebetween. At least one 
energy delivery element is Supported by the probe body. The 
at least one energy delivery element is capable of heating, 
from the aligned probe body, a treatment Volume of at least 
100 cubic millimeters of the collagenous tissue to a tem 
perature of at least 70° C. for a time of at least 30 seconds 
So that the collagenous pelvic tissue contributes to conti 
CCC. 

0.015 The system may further comprise at least one 
cooling element Supported by the probe body So as to 
provide cooling of the intermediate tissue while heating the 
treatment Volume. In Such a cooled electrode embodiment, 
the at least one energy delivery element may comprise a 
plurality of electrodes. The electrodes may take on a variety 
of shapes, sizes, spacings, and numbers. In Some cases the 
electrodes may have a width of at least 20 mm and a length 
of less than 8 mm. Alternatively, the at least one energy 
delivery element may simply comprise energizing a distal or 
proximal pair of electrodes on a probe body that carries a 
plurality of electrodes. Still further, the at least one energy 
delivery element may comprise a pair of elongated elec 
trodes. 
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0016. The at least one energy delivery element may also 
comprise an array of tissue-penetrating elements. The tissue 
penetrating elements may similarly take on a variety of 
shapes, Sizes, spacings, and numbers. For example, the 
tissue-penetrating element may comprise needle electrodes 
having diameters in a range from about 0.035 inch to about 
0.125 inch. The tissue-penetrating elements may also com 
prise any one of blade electrodes, planar electrodes, C 
shaped electrodes, corkScrew shaped electrodes, or tissue 
penetrating electrode tips. The tissue-penetrating elements 
may comprise an array from two to twenty tissue-penetrat 
ing electrodes, wherein Such elements may extend from a 
tissue-engaging Surface by a distance within a range from 
about 0 to about 8 mm. Still further, the tissue-penetrating 
elements may be formed from shape memory alloy or like 
deformable materials So as to be expandable. 
0017 Generally, that at least one energy delivery element 
heats the treatment Volume of collagenous tissue by the 
application of bipolar radio frequency energy. However, it 
will be appreciated that alternative energy Sources and/or 
monopolar operation may be utilized as well by any of the 
devices and methods described herein. Further, a guide body 
may be disposable within a urethra So as to register a 
position of the treatment Volume along an axis of the urethra. 
Typically, the guide body comprises axial position indicators 
or electromagnetic transmitters as discussed in more detail 
below. 

0018. In a further aspect of the invention, another method 
for treating incontinence is provided. A probe body is 
aligned with a collagenous pelvic tissue. A plurality of 
tissue-penetrating electrodes as discussed above are 
advanced into the collagenous tissue from the aligned probe 
body. A treatment volume of at least 300 cubic millimeters 
of the collagenous tissue is heated using the aligned probe. 
The heating is performed So that the treatment volume is 
heated to a temperature of at least 70° C. for a time of at least 
30 seconds. 

0019. In a still further aspect of the invention, another 
System for treating incontinence of a patient having a 
collagenous pelvic tissue is provided. The System comprises 
a probe body alignable with the collagenous pelvic tissue 
and a plurality of tissue-penetrating electrodes Supported by 
the probe body. The electrodes are capable of heating, from 
the aligned probe body, a treatment volume of at least 300 
cubic millimeters of the collagenous tissue to a temperature 
of at least 70° C. for a time of at least 30 seconds so that the 
collagenous pelvic tissue contributes to continence. Such a 
System may further incorporate at least one cooling element 
Supported by the probe So as to provide cooling of the tissue 
while heating the treatment Volume with the tissue-penetrat 
ing elements. 
0020. A further understanding of the nature and advan 
tages of the present invention will become apparent by 
reference to the remaining portions of the Specification and 
drawings. 

BRIEF DESCRIPTION OF THE DRAWINGS 

0021. The following drawings should be read with ref 
erence to the detailed description. Like numbers in different 
drawings refer to like elements. The drawings, which are not 
necessarily to Scale, illustratively depict embodiments of the 
present invention and are not intended to limit the Scope of 
the invention. 
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0022 FIG. 1 illustrates pelvic support tissues which may 
be targeted for treatment using the System and methods of 
the present invention. 
0023 FIG. 2 illustrates a method for accessing endopel 
Vic fascia for direct treatment. 

0024 FIGS. 3A-3C illustrate a probe having tissue-pen 
etrating electrodes for treatment of incontinence. 
0025 FIGS. 4A-4D illustrate a method for using the 
probe of FIGS. 3A-3C for treatment of incontinence. 
0026 FIGS.5A and 5B illustrate probes and methods for 
treating incontinence by Surgically accessing endopelvic 
fascia. 

0027 FIGS. 6 and 6A illustrate non-invasive vaginal 
probes and a method for non-invasively treating endopelvic 
fascia using cooled electrodes. 
0028 FIGS. 7A-7I illustrate urethral guides to assist in 
registration of the treatment probe with a target Volume of 
collagenous tissue. 

0029 FIGS. 8A and 8B illustrate shrinkage and necrosis 
effects of heating on tissue. 

0030) 
ture. 

0031 FIGS. 10A-10C illustrate in vitro and in vivo 
treatment temperature studies and the temperatures resulting 
from use of a non-invasive treatment probe Similar to that of 
FIGS. 6 and 6A. 

FIG. 9 illustrates a target collagenous tissue struc 

0.032 FIG. 11 graphically illustrates maximum tissue 
temperatures of tissue heated using a non-invasive probe 
Similar to that of FIGS. 6 and 6A. 

0033 FIGS. 12A-12D illustrate tissue heating studies 
using a surgical probe similar to that of FIGS. 5A and 5B. 

0034 FIGS. 13A and 13B graphically illustrate tissue 
temperatures of tissue heated with a Surgical probe per the 
Studies of FIGS. 12A-12B. 

0035 FIG. 14 illustrates treatment volumes of a tissue 
heated to various temperatures using Surgical probes. 

0036 FIG. 15 graphically illustrates the different vol 
umes of the tissues which can be heated to 70 with different 
probes and/or different treatment Settings. 

0037 FIG. 16A-16D illustrate a variety of cooled elec 
trode configurations for vaginal probes and associated treat 
ment regions produced thereby. 

0.038 FIG. 17 illustrates a probe having tissue-penetrat 
ing electrodes for treating target Volumes directly or through 
an intermediate tissue. 

0039 FIGS. 18A-18C illustrate an alternative probe hav 
ing tissue-penetrating planar electrodes for direct Surgical 
treatments of the endopelvic fascia. 

0040 FIG. 19A and 19B illustrate an alternative probe 
having tissue-penetrating needle electrodes for non-Surgical 
treatments of the endopelvic fascia. 

0041 FIGS. 20A-20D illustrate further alternative probes 
having tissue-penetrating electrodes. 
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0042 FIGS. 21A-21C illustrate still further alternative 
tissue-penetrating electrode Structures. 
0043 FIGS. 22A and 22B illustrate a tissue-penetrating 
electrode extending from a probe body having a cooled 
Surface electrode. 

0044 FIG. 23 illustrates the development of treatment 
volume at a temperature of above 70° C. as a function of 
dwell time. 

DETAILED DESCRIPTION OF THE 
INVENTION 

004.5 The present invention generally provides methods, 
devices, and Systems which enhance the Structural Support 
provided by a body's tissues, particularly for treatment of 
incontinence. The techniques of the invention generally 
involve directing energy from a probe into collagenous 
tissueS of the pelvic Support System. The energy will often 
cause contraction of the collagenous tissue. In Some embodi 
ments, the formation of Scar tissue and/or the healing 
process may cause Structural Stiffening of the tissue. 
0046. As the techniques of the present invention will be 
effective for controllably and repeatably enhancing the 
Structural Support of a wide variety of fascia and other 
collagenous tissues throughout the body, they will find 
applications in a wide variety of therapies. The most imme 
diate application of the invention will be to enhance a tissue 
system's Support of the urethra and bladder neck so as to 
contribute to urinary continence, often without having to 
resort to Sutures, Slings, fasteners, or other artificial Support 
Structures. In many embodiments, these treatments will be 
performed So as to inhibit ablation of the target collagenous 
tissues. AS used herein, the term "ablation' of a tissue means 
that the tissue is substantially removed and/or the function of 
the tissue is Substantially destroyed. Hence, although tissue 
necrosis may occur, and while the Structural Strength of a 
tissue may initially decrease immediately after treatment, 
the treated tissue will generally continue to provide at least 
Some Structural Support and the Structural Strength will often 
increase during the healing process. 
0047 The tissues of the pelvic support system generally 
maintain the position of the genitourinary tract, and particu 
larly the position of urinary bladder B, urethra U, and the 
bladder neck coupling these structures as illustrated in FIG. 
1. In general, endopelvic fascia EF may define a hammock 
like structure which extends laterally between the left and 
right arcus tendineus fasciae pelvis (ATFP). These tendon 
Structures may extend Substantially between the anterior and 
posterior portions of the pelvis, So that the endopelvic fascia 
EF at least partially defines the pelvic floor. 
0048. The fascial tissue of the pelvic floor may comprise 
tissues referred to under different names by Surgeons of 
different disciplines, and possibly even by different practi 
tioners within a Specialty. In fact, Some Surgeons may assign 
a collagenous Support Structure of the endopelvic fascia one 
name when Viewed from a Superior approach, and a different 
name when viewed from an inferior approach. Some of the 
endopelvic fascia may comprise two collagenous layers with 
a thin muscular layer therebetween, or may comprise a 
Single collagenous layer. The hammock-like endopelvic 
fascia described herein may be damaged or missing, par 
ticularly after pregnancy, So that the Support of the geni 
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tourinary tract is instead provided by a variety of fascial 
layers, muscular tissues, ligaments, and/or tendons within 
the pelvis. Hence, the treatment of the present invention may 
be directed at a variety of tissue Structures defining the 
pelvic floor and/or diaphragm (including: anterior Sacro 
coccygeal ligament, arcus tendineus fasciae pelvis ATFP, the 
white line of the pelvis; fasciae of the obturator intemus 
muscle; the arcus tendineuS levator ani or “picket fence” to 
the iliococcygeus portion of the levator ani muscle; bulb 
Ocavemosus muscle; ischiocavemosus muscle, urethrovagi 
nal Sphincter; m. compressor urethrae muscle; and m. 
Sphincter urethrovaginal muscle which replaces deep 
perineal muscle); structures of the bladder and urethra 
(including: urethrovesical fascia; detrusor muscle; and the 
pubo-coccygeus muscle which relaxes to open the bladder 
neck, initiating micturation); structures of the vagina 
(including: Vagino-uterine fascia, lamina propria-the dense 
connective tissue layer just under the epithelium; pubo 
urethral or puboprostatic ligaments, pubo-vesicle ligament 
and posterior pubo-urethral or puboprostatic ligament, pub 
ovesicle muscle, a Smooth muscle that is integrated with the 
pubovesicle ligament; and pubocervical fascia which 
attaches to the ATFP); structures of the uterus (including: 
round ligament; Sacrouterine ligament; and broad ligament); 
and structures of the bowel (including: rectal fascia and 
mackenrodt's ligament). 
0049. When the endopelvic fascia has excessive length or 
Stretches excessively under a load, the fluid pressure within 
the bladder advances into the bladder neck and down the 
urethra more readily. Leakage may result in part because the 
endopelvic fascia allows the bladder, bladder neck, and/or 
urethra to drop below its desired position, at which fluid 
preSSure within the bladder may actually help to Seal the 
bladder neck. Stretching of the endopelvic fascia may also 
alter the timing of pressure pulse transmission to the urethra. 

0050. When a continent woman coughs, the pressure in 
the urethra will often increase more than one-tenth of a 
Second prior to the increase in bladder pressure. In Women 
with StreSS incontinence, the bladder pressure may rise first. 
For a continent woman having endopelvic fascia which 
Stretches much leSS under the influence of a preSSure pulse, 
the time delay between initiation of the pressure pulse and 
transferring sufficient force to urethra U to effect closure 
may therefore be significantly less. By treating the endopel 
Vic fascia to decrease its length and/or increase its Stiffness, 
the descent time of the pelvic Viscera during a cough will be 
Shorter than an untreated, excessively long and/or exces 
Sively elastic tissue. 
0051 Referring now to FIG. 2, the endopelvic fascia 
may be treated non-Surgically or it may be accessed for 
direct treatment in a variety of ways. FIG. 2 illustrates one 
method for accessing Surface S of endopelvic fascia EF 
transvaginally, by forming and displacing a flap F from the 
vaginal wall VW with the assistance of a weighted speculum 
WS as depicted by arrow 8. 

0.052 Referring now to FIGS. 3A-3C, a heat applying 
probe 10 comprises a probe body having a sheath compo 
nent 12 and an electrical rod component 14. The electrode 
rod 14 is reciprocatably mounted in a lumen of sheath 12 so 
that a distal electrode array 16 on the rod 14 may be retracted 
and extended into and from the distal end 18 of sheath 12. 
A proximal handle 20 is provided on the sheath, and a 
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proximal connector 22 is provided on the electrode rod 
component 14. Electrode array 16, as illustrated, may 
optionally include four individual tissue-penetrating elec 
trode tipS 24, with each tip having a sharpened distal end 
Suitable for penetrating into tissue, particularly for transmu 
cosal penetration through the vaginal wall and into the tissue 
Structures which Support the urethra, urinary Sphincter, blad 
der neck, and the like. In other embodiments, between two 
and twenty tissue-penetrating electrodes might be used as 
shown in FIG. 3B. It will be appreciated that the above 
depictions are for illustrative purposes only and do not 
necessarily reflect the actual shape, size, or dimensions of 
the probe 10. This applies to all depictions hereinafter. 
0053 Electrode tips 24 are sufficiently resilient so they 
will be radially contracted when rod 14 is withdrawn proxi 
mally into sheath 18. Electrode tips 24 will resiliently 
expand from the sheath when the electrode rod component 
14 is advanced distally after sheath 18 is positioned near the 
target Site, as discussed in more detail below. AS illustrated, 
electrode tips 24 are commonly connected to a single plug 
in connector 22. Thus, probe 10 may be suitable for 
monopolar operation. Multiple electrode tips 24 may alter 
natively be connected through Separate, isolated conductors 
within rod 14 and further be connected through multiple pins 
in connector 22. Thus, probe 10 could be readily adapted for 
bipolar operation. Usually, all components of the probe will 
be insulated other than the electrode tips 24. Alternatively, 
Some other portion of rod 14 or sheath 12 could be formed 
from an electrically conductive material and utilized as a 
common or indifferent electrode so that the probe could be 
utilized in a bipolar manner. In Still further alternatives, 
multiple insulated and conductive areas may be used, with 
the Specific configuration optionally depending on the rela 
tionship of the electrodes to the probe itself, so that more 
than one return electrode might be employed. A variety of 
such modifications would be possible with the basic probe 
design. 
0054) Referring now to FIGS. 4A-4D, use of probe 10 for 
contracting tissue ligaments, fascia, and other collagenous 
tissues which support the urethra and/or bladder neck will be 
described. Initially, the treating physician manually exam 
ines the Vagina V to locate the region within the vagina 
adjacent the target region of the endopelvic fascia. Probe 10 
is then introduced into the vagina as shown by FIG. 4B. 
Conveniently, the physician may manually locate the probe, 
again by feeling the region of the endopelvic fascia which is 
to be targeted for treatment. Specifically, the physician may 
identify the treatment region as a portion of the endopelvic 
fascia laterally offset (to the patient's right or left) from the 
urethra, ideally with the treatment region being Separated 
from the urethra by at least one centimeter. Identifying the 
location of the urethra may be facilitated by the use of a 
guide body extending into or through the urethra, as 
described in co-pending U.S. patent application Ser. No. 
10/301,561, filed Nov. 20, 2002, and entitled Incontinence 
Treatment with Urethral Guide (Attorney Docket No. 
17761-002610), the full disclosure of which is incorporated 
herein by reference. Positioning of the target region along 
the axis of the urethra may be facilitated by identifying the 
axial position of pubic bone PB using finger F and/or by an 
axial location indicator of the urethral guide. Preferably, the 
location of the treatment volume of endopelvic fascia will be 
disposed along a length of the urethra between the bladder 
neck and the external meatus So as to avoid injuring nerves 
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(which might otherwise have deleterious impacts on urge 
incontinence and the like) while still enhancing the Struc 
tural Support Sufficiently to inhibit leakage. 

0055. After sheath 12 of probe 10 is properly positioned, 
the rod component 14 will be distally advanced so that 
electrode tips 24 penetrate into the tissue which Supports the 
urethra as shown in FIG. 4C. The physician will continue to 
use a finger F to hold the probe against the vaginal wall to 
facilitate penetration of the electrode tipS 24. RF energy can 
then be applied through the probe in order to heat the target 
tissue to temperatures and for time periods which effect a 
contraction of the collagen within the target tissue and/or 
enhance Stiffening of the Support provided by these struc 
tures. The Supporting collagenous tissues, immediately and/ 
or upon healing, thereby contribute to continence. 

0056 Referring now to FIG. 5A, a direct probe 42 may 
be Suitable for laparoscopic use and/or use through a trans 
vaginal incision. With reference to FIGS. 5A and 5B, a 
method for using direct probe 42 for directly heating 
endopelvic fascia EF via a laparoscopic approach can be 
understood. Direct probe 42 includes a shaft 44 Supporting 
an electrode pair 36 relative to handle 46. A variety of 
electrode pair configurations might be used, as more fully 
described in co-pending U.S. patent application Ser. No. 
08/910,370, the disclosure of which is also incorporated by 
reference. Preferably, a port 48 will be disposed adjacent 
and/or between electrodes 36 to allow a small amount of 
irrigation flow before and/or during the treatment. The 
irrigation flow may comprise a conductive fluid Such as 
saline or a non-conductive fluid, and will ideally be suffi 
cient to avoid accumulation of residue on the electrode pair 
surfaces. Suitable flow rates will often be in range from 
about 0.5 cc/min to about 2.0 cc/min. 

0057 Direct probe 42 will may optionally be used in a 
laparoscope procedure using a Superior approach, typically 
under the direction of a laparoscope 50 inserted near the 
patient's mid-line (for example, adjacent the belly button). 
Handle 46 is manipulated so as to “paint' bipolar electrode 
36 acroSS the endopelvic fascia Surface until the target region 
has been Sufficiently heated. Alternative Surgical methods 
for use of related probes may access the endopelvic fascia 
using an inferior approach, preferably with a Small trans 
vaginal incision as illustrated in FIG. 2. 

0.058 FIGS. 6 and 6A illustrate alternative cooled elec 
trode Vaginal probes for indirect treatment of tissue to inhibit 
incontinence through an intervening or intermediate tissue, 
which may comprise a Spared Zone or Safety Zone where 
tissue necrosis is inhibited. In these embodiments, a vaginal 
probe body 54 includes a plurality of electrodes 56 which are 
cooled by fluid conduits 58. The fluid conduits cool the 
intervening or intermediate tissue between probe body 54 
and the endopelvic fascia EF, such as the vaginal wall VW 
as seen in FIG. 6. The probe body between electrodes 56 
also cools the intervening tissue. Once the intervening tissue 
of the vaginal wall VW (and optionally, the urethra, bladder 
neck, and bladder) are cooled sufficiently, RF current is 
transmitted between the electrodes of the probe body to heat 
the endopelvic fascia. Advantageously, the pre-cooling can 
inhibit heating of the intervening tissue to a temperature 
causing Surface lesions within the vagina. Feedback on the 
pre-cooling and heating temperatures may be provided by 
needle-mounted temperature Sensors 62 which may option 
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ally be reciprocatably advancable from probe body 54 
through a Sensor port 64. A relatively flat tissue-engaging 
electrode surface helps direct electrical current flux 60 
toward the endopelvic fascia, while electrically insulating 
film disposed over at least a portion of electrodes 56 near an 
adjacent electrode may inhibit edge-induced flux concentra 
tion. Exemplary cooled electrode Structures are described in 
more detail in U.S. Pat. No. 6,283,987 entitled Ribbed 
Electrodes and Methods for Their Use (Attorney Docket No. 
17761-00710US), the full disclosure of which is incorpo 
rated herein by reference. AS can be understood by com 
parison of FIGS. 6 and 6A, the electrodes may extend 
axially along a length of the probe body, or may each have 
a conductive Surface which is elongated in the lateral 
orientation, with probe bodies having more than two elec 
trodes preferably utilizing bipolar RF energy between alter 
nating pairs of the electrodes. 
0059 FIGS. 7A-7I schematically illustrate alternative 
urethral guides to assist in registration of the probe treatment 
body relative to a target tissue. Urethral guides 70a, 70b, 
70c, and 70d (collectively, urethral guides 70) may generally 
assist in tactile location of the urethral axis So as to facilitate 
Separating the treatment Zone laterally from the urethra. 
Urethral guides 70 may also include axial position indicators 
to help locate the treatment Zone along the urethral axis. For 
example, urethral guide 70a includes a distal balloon 72 for 
identifying an axial position of the bladder or bladder neck, 
and a proximal positioning Surface 74 for engaging the 
external meatus EM of the patient. A first elongate body of 
urethral guide 70a is axially coupled to balloon 72, and a 
second body 76 of guide 70a is coupled to positioning 
surface 74. A position indicator 78 of the body 76 facilitates 
reading an indicia of position from the first elongate body, 
allowing the overall length between bladder B and the 
external meatus EM to be readily identified. This facilitates 
identification of the midpoint of the urethra, urinary Sphinc 
ter, and the like. The urethral guide body may include a 
balloon-fill lumen, a bladder draining lumen, temperature 
and/or pressure Sensors, transmitter cables, and the like. 
0060 Referring to FIGS. 7B-7C, once the axial position 
of the centroid or sphincter for the urethra is identified, it 
may be possible to generate a palpatatable marker for axial 
registration of the treatment Zone as shown. Specifically, a 
radially distensible urethral guide tube 80 may house first 
and second actuation rods 82, 84, with the second rod here 
being in the form of a tube in which the first rod is disposed. 
Distal bodies at the distal ends of the first and second 
actuation rods 82, 84 expand the distendable tube when 
aligned as illustrated in FIG. 7C. Expanded portion 86 may 
be identified by finger F of the physician through the vaginal 
wall. 

0061 More Sophisticated axial and/or lateral registration 
Systems may be included in the urethral guide and/or treat 
ment probe as schematically illustrated in FIG. 7D. In this 
embodiment, distal and proximal electromagnetic transmit 
ters or coils 71, 73 may be sensed by sensors or receivers 75 
of the treatment probe, or Vice versa. For example, a 
plurality of transmitters 71, 73 are positioned on the urethral 
guide 70c within the patient body and four Hall effect 
sensors 75 are positioned on the right and left sides of the 
treatment probe tip 77. By individually triangulating dis 
tances between the transmitters 71, 73 and sensors 75 using 
the Hall effect, the relative lateral and axial positioning of 
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the treatment probe and urethra may be identified. In par 
ticular, the information from the Hall effect sensors 75 may 
be transmitted to amplifiers and Subject to signal processing, 
as depicted by block 67, for information display, as depicted 
by block 69. Alternatively, as the sensors can be much 
Smaller than the transmitters, the Sensors may be Supported 
by the urethral guide while the transmitters are Supported by 
the vaginal probe. These Structures may be more fully 
understood with reference to U.S. patent application Ser. No. 
10/301,561 (Attorney Docket 017761-002610), previously 
incorporated herein by reference. 
0.062 Still more complex urethral guide measurement 
mechanisms may also be provided, including those having 
Separately moveable threaded bodies for positioning of 
transmitters, sensors, and the like. FIGS. 7E-7I illustrate 
such an embodiment. The urethral guide 70d and adjustable 
magnetic assembly 79 are provided with a series of mea 
surement graduations 81. The urethral guide 70d is inserted, 
the bladder B is drained, the balloon 72 is inflated, and the 
urethral guide 70d and balloon 72 are pulled proximally to 
contact the bladder neck, as illustrated in FIGS. 7E and 7F. 
The magnetic assembly 79 is initially pulled in a proximal 
direction So it is not in contact with the external meatus EM. 
The graduation 81 on the urethral guide 70d closest to the 
external meatus EM is then read to provide the urethral 
length. The magnetic assembly 79 is then advanced distally 
until the Separate Set of graduations 81 on the magnetic 
assembly 79 match the measured urethral length reading. 
This mechanism includes adjusting Screws with thread ratios 
such that advancing the magnetic assembly 79 to this 
graduation will place the electromagnetic transmitter or coil 
83 in the desired position. The Hall effect sensors or receiv 
ers 85 mounted in the probe handle 87 will bracket the single 
disk or doughnut shaped magnet 83, as shown in FIGS. 7E 
and 7F. This bracketing allows for the treatment Zone to be 
centered approximately around the middle of the urethra for 
heating by electrodes 89 on the probe tip 77. In this 
embodiment, lateral positioning may be achieved by palpa 
tion of the urethral guide 70d by using a finger of the F of 
the physician. 
0063 FIG. 7E illustrates treatment of a patient’s left side 
by positioning two Hall effect sensors 85 on the left side of 
the probe handle 87. FIG. 7F illustrates treatment of a 
patient's right side with positioning of two Hall effect 
sensors 85 on the right side of the probe handle 87. FIGS. 
7G-7I illustrate exploded views of the adjustable magnetic 
holder 79 and electromagnetic transmitter 83 around the 
urethral guide 70d and outside the patient body. Such 
placement of the electromagnetic transmitter 83 provides 
Several advantages. For example, the Size of the electromag 
netic transmitter 83 is no longer constrained by the size of 
the urethral guide as it is positioned outside the body. AS 
Such, a larger electromagnetic transmitter 83 may in turn be 
utilized to allow for enhanced Signal detection. Moreover, 
placement of the electromagnetic transmitter 83 outside the 
patient body further allows for a Smaller urethral guide 
profile which in turn adds to patient comfort and allows for 
more complete bladder draining. As best seen in FIGS. 7H 
and 7, a V shaped transparent plastic flap, flange, or pointer 
91 may be coupled to the electromagnetic transmitter 83 so 
that a physician may visually align the probe 87, 77 with the 
urethral guide 70d. In particular, a pair of lines 93 on the flap 
91 center the electromagnetic transmitter 83 and may be 
visually aligned with the two Hall effect sensors 85 on the 
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probe handle 87 by approximately 4 of an inch or less 
correct positioning. Moreover, the flap 91 also provides both 
distal and proximal positioning into the patient body. 

0064) Referring now to FIGS. 8A-8B, effects of heating 
on collagenous tissues are shown. AS can be understood with 
reference to FIG. 8A, to obtain a significant percentage of 
Shrinkage in a relatively short treatment time, it is generally 
advantageous to heat tissues to temperatures of about 70° C. 
or more. As can be understood with reference to FIG. 8B, 
heating tissues to temperatures of even 65 C. would result 
in necrosis in a short time period. Hence, by comparing 
FIGS. 8A and 8B, it will be understood that to effect 
Significant heat-induced shrinkage, both the heated tissue 
and adjoining tissues will exhibit at least Some necrosis. 
Once again, even though necrosis does occur, the collag 
enous tissue will not necessarily be “ablated” as it will 
remain at the treatment site and the collagenous tissue will 
retain its structural Support function. 

0065 Necrosis will extend beyond the tissue undergoing 
Shrinkage due to the diffusion of heat. AS the necrosis 
Sensitivity of the tissue is significantly more dependent on 
the temperature than on the time for which it is heated, it 
may be advantageous to (as practicable) limit treatment 
temperatures toward the lower possible temperatures from 
which sufficient tissue shrinkage can be provided. While this 
may require a treatment time of at least 10 Seconds, pref 
erably of at least 20 seconds, and typically of at least about 
30 Seconds, the Size of the tissue region Subjected to 
necrosis-inducing temperatures will often be less than if 
higher treatment temperatures are used. Hence, to effect 
Significant, repeatable tissue shrinkage, it is generally desir 
able to Subject the treatment Volume to temperatures of at 
least 70° C. for a time of about 30 seconds or more. 

0.066 FIG. 9 illustrates the 2-D orientation of collagen 
fibers in the deep fascia, a preferred target tissue for incon 
tinence treatments. The Structure of tissues between a vagi 
nal treatment probe and this deep fascia collagen of the 
endopelvic fascia includes typically about 0.04 mm of 
epithelium along the Surface of the vaginal wall. Below the 
epithelium is between 0.04 mm and 0.7 mm of Submucosa, 
typically comprising loosely packed thin collagen fibers. 
Below the Submucosa lies a layer of Superficial fascia, at a 
depth of between 0.7 mm to about 2.0 mm. This superficial 
fascia contains much Smaller collagen bundles which are 
loosely packed and appear interlacing. The deep fascia 
illustrated in FIG. 9 typically lies throughout a depth of 
between about 2.0 and 4.0 mm, and includes larger, elon 
gated collagen bundles having a distinct horizontal or 2-D 
distribution. This deep fascia provides an exemplary target 
for greater heat-induced changes, including contraction or 
Shrinkage, Stiffening, and/or the like. RF heating will typi 
cally induce collagen Shrinkage So as to provide physical 
elevation of the urethra by Shrinkage of the endopelvic 
fascia. RF heating may also decrease the compliance of the 
endopelvic fascia to intra-abdominal pressures, providing 
increased Stiffness through tissue remodeling resulting from 
the healing process. Within the first 24 hours of the heating 
treatment, fibroblasts will move in to begin repair. Over 
about two weeks, type III collagen will replace the denatured 
collagen, initially providing only a decreased tissue Stiffness 
or low tensile strength. Within 8-12 weeks, the percentage of 
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type I collagen will increase relative to the amount of type 
III collagen resulting in a return to about 85% of the original 
stiffness. 

0067 Referring now to FIGS. 10A-10C, a temperature 
Study was performed to determine actual treatment tempera 
tures induced by a non-invasive treatment probe 54 similar 
to that shown in FIGS. 6 and 6A. A linear array of sensing 
needles 90 was advanced into a model tissue 92 at a series 
of different depths 94 from a treatment surface 96. Each of 
the needles of array 90 carried a temperature sensor 98 (TC1 
... TC16), Such as a thermocouple or the like, near the distal 
end of the needle. The needles were advanced at the selected 
depth from surface 96, and the probe 54 was aligned with 
electrodes 56 in engagement with tissue surface 96 Such that 
the temperature sensors 98 were distributed along the center 
line of the probe and electrodes. This allowed a measure 
ment profile of the tissue temperature to be taken at the 
Selected depth along the treatment volume centerline. 
0068 The temperatures for the electrodes with the 
needles disposed at a depth of 5 mm are provided in FIG. 
10B. The probe needle temperature indicated in FIG. 10B 
was taken by a probe-Supported temperature Sensor 62, as 
illustrated and described above with reference to FIGS. 6 
and 6A. This needle was used in a feedback loop to control 
the RF energy applied by the probe, as explained in appli 
cation Ser. No. 10/102596, filed on Mar. 19, 2002 and 
incorporated herein by reference. The Sensing needles were 
then removed and inserted in a new tissue Sample at the next 
depth 94, allowing a full profile of the tissue temperature 
along the target Volume center line to be taken from a Series 
of Such tests. 

0069. In vitro and in vivo treatment temperatures were 
also taken with needle-supported thermocouples 98 inserted 
to locations offset laterally and/or axially from the electrodes 
56, as illustrated in FIG. 10C. A comparison of in vitro tests 
and in Vivo (from animal studies) temperatures indicated 
that in vitro temperature rise is slightly higher than in living 
tissue, and provides a good model which may be used as an 
upper bound for in vivo temperature results. The offset 
temperature sensors illustrated in FIG. 10C were positioned 
at depths 94 of 4 and 10 mm. Probe 54 makes use of cooling 
prior to and during RF energy application, and all measure 
ment locations were maintained at or below Standard tissue 
temperatures at the offset locations. Hence, these Studies 
indicate there is no tissue heating beyond the footprint of 
probe 54, and lateral heat dispersion can be well controlled 
for the non-invasive application of RF energy using a cooled 
electrode non-invasive applicator. 
0070 Referring now to FIG. 11, the temperature profile 
along the center line of a non-invasive, cooled electrode 
vaginal probe is graphically illustrated at varying depths 
from the probe/tissue interface. While potentially effective 
for some patients, the quantity of tissue heated above 70° C. 
is Somewhat limited, being about 12 cubic millimeters in this 
study. This volume was a result of a treatment method which 
ends heating as Soon as tissue temperature reached 70° C. 
This limited treatment volume nonetheless provided a cured/ 
improved effectiveness rate, at Six months after treatment, of 
Over 50%. 

0071 Referring now to FIG. 12B, additional tissue heat 
ing Studies were performed using a Surgical direct contact 
probe 42A, as shown in FIGS. 12C and 12D, similar to that 
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described above regarding FIGS. 5A and B. Probe 42a was 
used to heat a treatment Surface with a "paint' tip movement 
pattern as shown in FIG. 12A, using tip movement Speeds 
of about 0.4 cm/sec. for a treatment of 140 seconds and tip 
movement Speeds of about 1.1 cm/sec. for a treatment period 
of 90 seconds. Arrow 37 indicates a tip movement pattern of 
five passes in the treatment Zone. Using a temperature Sensor 
needle array similar to that shown above in FIG. 10A, 
treatment temperatures at different depths were measured 
along and beyond the longitudinal and width or short axis of 
the treatment region, with the temperature results being 
graphically illustrated in FIGS. 13A and 13B. The resultant 
treatment Volumes for different temperatures are illustrated 
in FIG. 14, showing that the total treatment volume heated 
to 70° C. or greater was over 300 cubic millimeters when the 
slower tip movement was used, and about 150 cubic milli 
meters when the faster tip movement Speeds were applied 
for a treatment time of 30 seconds. 

0072 Direct contact treatments were performed on 
patients Suffering from urinary StreSS incontinence using 
laparoscopic and transvaginal approaches, as described 
above. The treatments generally involved direct acceSS and 
treatment of the endopelvic fascia to both the right and left 
of the urethra using the treatments described above with 
reference to FIGS. 12A-13B. For these tests, about 75 to 
80% or more of the patients were cured and/or improved as 
compared to prior to the treatments. 
0073 Referring now to FIG. 15, a graphic comparison of 
the treatment volumes for the cooled-electrode vaginal 
probe treatments and transvaginal direct access treatments 
are shown, along with rough dimensions of the treatment 
volumes in millimeters. Treatment volume 110 graphically 
illustrates the volume of tissue that will be heated above 70 
C. per the non-invasive treatment probe Study described in 
FIGS. 10A-11, while direct treatment volume 112 illustrates 
the volume of tissue that will be heated above 70° C. when 
the tissue is accessed using the transvaginal approach of 
FIG. 2. Treatment volume 114 illustrates the volume of 
tissue which will be heated above 70° C. when a similar 
non-invasive treatment is applied, but for a greater time with 
the treatment temperature maintained using the feedback 
loop from the probe-Supported temperature Sensing needle. 
Enhanced non-invasive volume 116 illustrates the volume of 
tissue which may be treated using the treatment probe from 
the studies of FIGS. 10A-11 when the treatment probe 
feedback temperature is increased to 85 C., and the treat 
ment is maintained at that temperature for Over 240 Seconds. 
The total volume of tissue treated to temperatures above 70 
C. for a time of greater than 30 Seconds in effecting 
enhanced treatment volume 116 is over 900 cubic millime 
ters, So that non-invasive probes 54 are capable of treating 
Sufficient endopelvic fascia to provide efficacy. Once again, 
each of the treatment volumes illustrated in FIG. 15 would 
often be applied on a first Side of the patient's endopelvic 
fascia, with a similar treatment Volume disposed on the 
opposed side of the endopelvic fascia relative to the urethra. 
0074 To avoid injury to nerves in the bladder neck region 
while providing Sufficient treatment Volume along the 
endopelvic fascia, it may be advantageous to distribute the 
treatment Volume along the patient's lateral orientation 
while limiting the length of treatment along the axis of the 
patient's urethra. This may minimize exposure of the blad 
der neck and antero-lateral vaginal wall nerves to RF energy. 
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Such a laterally elongate treatment region of the endopelvic 
fascia will preferably be significantly wider (along the 
medial-lateral orientation) than its urethral length, ideally 
having a width of about 25 mm and a length of about 15 mm. 
Treatment depths will preferably be at least about 2 mm, 
optionally being as much as 6 mm. 
0075 To provide the enhanced treatment width with a 
cooled-electrode vaginal probe 54, a variety of electrode 56 
configurations might be employed as illustrated in FIGS. 
16A-16D. Such non-invasive probes may have electrodes 
having lateral widths relative to an axis of the probe of 
greater than 20 mm, with at least one (and often all) of the 
individual electrodes having a length of less than 8 mm as 
illustrated in FIGS. 16B and 16D. Three or more electrodes 
may be included, with the inner electrode(s) optionally 
being narrower than the outer electrodes So as to generate a 
laterally elongate treatment Zone 55. In Some embodiments, 
a Single pair of electrodes may be used, as Seen in the 
“proximal heating only” embodiment of FIG. 16A. Option 
ally, only a distal pair of electrodes may be used for heating. 
FIGS. 16B and 16D illustrate more compact positioning of 
the electrodes 56 as compared to FIGS. 16A and 16C. 
Moreover, FIG. 16B shows 3 mm wings. 
0.076 Still further alternative non-surgical probes might 
be employed to produce the desired treatment Volumes. 
Referring now to FIG. 17, a distal portion of a needle probe 
120 includes an array of needles 122 that can be advanced 
laterally relative to a probe and/or insertion axis 126 from a 
probe body 124. Body 124 generally defines a probe axis 
and has a size and shape Suitable for axial insertion into the 
vagina. Probe 120 may optionally be finger supported rather 
than having an elongate handle 128 for manipulation and 
positioning. Needles 122 may have distal ends 130 suitable 
for penetrating tissue, and a proximal portion adjacent probe 
body 124 when the needles are in the extended position. The 
proximal portion may be electrically insulating, while at 
least a portion of the needle distal of the proximal portion is 
electrically conductive for transmitting RF energy, often in 
a bipolar mode between needles. Monopolar needle array of 
probes may also be used, as described above. 
0.077 To facilitate penetrating the vaginal wall and place 
ment of the distal conductive portion via needles within the 
target tissue, needles 122, the needle deployment mecha 
nism, or body 124 may include a needle penetration depth 
Verifier. For example, where vacuum ports may be disposed 
in body 124 along the tissue-engaging Surface So as to 
promote engagement between the probe body 124 and the 
intermediate tissue when needles 122 are advanced, similar 
to the arrangement described in U.S. Pat. No. 6,325,798, the 
full disclosure of which is incorporated herein by reference. 
Optionally, to verify the insertion depth, needles 122 may 
have three positions relative to probe body 124. In a first 
position, the needles are disposed within the probe for probe 
positioning. In the Second position, needles 122 and the 
proximal insulated portion of the needles extend from the 
probe body Such that the needles are properly positioned for 
treatment of the desired treatment volume when the tissue 
engages the adjacent Surface of probe 124. In the third 
position, needles 122 may extend Significantly beyond this 
desired treatment needle depth. Advantageously, after the 
probe is inserted in position with the needles in the Stowed 
position, they can be advanced to the extended position 
while the probe body 124 is held substantially against the 
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intermediate tissue. Once the needles are fully extended into 
the tissue, even if advancement of the needles has pulled a 
portion of the intermediate tissue Surface away from probe 
body 124, retracting of the needles 122 back part way into 
the probe body to ensure that the intermediate tissue Surface 
firmly engages the probe body around needles 122, and the 
needles are positioned at the desired depth within the 
intermediate and target tissues. This overextension and 
partial retraction of the needles was described for deploy 
ment of a temperature Sensing needle in U.S. patent appli 
cation Ser. No. 10/211,973, as filed on Aug. 1, 2002, the full 
disclosure of which is incorporated herein by reference. 
0078 FIGS. 18A-18C illustrate side, end, and top views 
of an alternative treatment probe 140 having a probe body 
142 Supporting a plurality of planar or blade electrodes 144. 
Planar electrodes can be, but are not necessarily perfectly 
flat. These electrode Structures may have major Surfaces 
coupled by at least one edge, which may optionally be 
Sharpened to function as a blade during insertion. Electrodes 
144 are used as tissue-penetrating electrodes that may range 
in length from 2 to 10 mm, and are shown in FIG. 18B 
having lengths of about 3 mm. Directly engaging probe body 
140 against the endopelvic fascia and pressing electrodes 
144 into this target tissue would allow treatment by ener 
gizing the electrodes with bipolar (or monopolar) RF energy 
as described above. Bipolar energy might be driven between 
offset parallel planar electrodes, and a portion of the elec 
trodes (Such as the edges of the electrodes and/or the outer 
Surface of the electrodes) may be insulated to limit edge 
induced heat concentration, heat beyond the probe body 
footprint, and the like. While flat planar electrodes are 
shown, Similar embodiments with curved electrodes may 
also make use of Similar Structures. 

0079 When used with a transvaginal incision such as that 
illustrated in FIG. 2, the proximal portion of electrodes 144 
need not be insulated. Alternatively, particularly when the 
electrodes are used to penetrate through the intervening 
vaginal wall and into the endopelvic fascia, a proximal 
portion of the electrodes may be insulated, with the elec 
trodes preferably having a three-position mechanism to help 
ensure accurate depth of the energized electrode portion. 
Such embodiments may include insulating material along at 
least the portion of electrodes 144 adjacent probe body 142, 
the insulated portion often extending a distance of between 
1 and 5 mm from the probe body, typically extending at least 
about 2 mm from the probe body. As in each of the probes, 
a temperature Sensor Such as thermocouple may be disposed 
between bipolar tissue-penetrating needles or attached to an 
insulated portion of the tissue-penetrating electrode. Apply 
ing bipolar RF potential between the offset pairs of planar 
electrodes should promote even heating of the target tissue 
disposed therebetween. 
0080 FIGS. 19A and 19B illustrate a side and top view 
of a needle array probe 150 having a body 152 from which 
an array of (16 gauge) needles 154 can extend. In this 
embodiment, a surface supported by a platen 156 of probe 
body 152 may be disposed at three positions relative to 
needles 154 so as to provide the variable needle extension 
configurations described above. The platen may be coupled 
to the remainder of the probe with a three-position cam 
arrangement, (optionally similar to a ball-point pen retract 
ing System) or the like. At a packaged position 155, the 
needles are disposed within the probe body, with the tissue 
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engaging Surface of platen 156 is positioned at or beyond 
distal ends of the needles so that the probe may be handled 
and positioned safely. At a treatment position 157, needles 
154 extend about 5 to 6 mm beyond the platen. At this 
treatment position 157, 3 to 4 mm of the needles adjacent the 
tissue-engaging Surface of the platen and probe body are 
insulated, while about 2 mm of needles 154 adjacent the 
needle distal ends are conductive and energized for heating 
tissue. This allows a good Safety Zone to avoid lesions and 
burning of the tissue Surface engaged by the probe body. The 
platen at a maximum penetration position 159 allows the 
needles to extend well beyond the treatment position into the 
tissue, helping to avoid gaps between the probe body and 
intervening tissue when the needles are retracted to the 
treatment position as described above. 
0081. In some embodiments, the tissue-penetrating elec 
trodes may include heat extractors to avoid tissue ablation 
adjacent the electrodes. Such tissue ablation may result in 
Separation of the electrode Surface from the tissue, increas 
ing impedance and effectively ending treatment prematurely. 
Optionally, the needles may have an internal flow path or 
port for delivery of cooled Saline, deionized water, or the like 
to an interior Surface of the needle. This cooling fluid may 
be directed toward the distal portion of an internal lumen 
within the needle near the sharpened tip, but may not inject 
Saline into the tissue. In other embodiments, a conductive 
fluid Such as Saline may be delivered through the needle and 
into the adjoining tissue, either for use as a cooling fluid or 
as a “wet electrode' to expand the effective treatment size. 
Cooling may optionally be effected by cryogenic cooling of 
the probe body and/or electrodes. As illustrated in FIG. 21C, 
expandable electrodes formed of a deformable material Such 
as a shape-memory alloy may expand during heating So as 
to follow the tissue as it recedes adjacent to the electrode 
Surface. In the exemplary embodiment, a two part electrode 
180 is pulled together 182 when cold for insertion. Heating 
of the tissue and electrode 180 causes a shape memory alloy 
of the electrode to expand 184 against the tissue So as to 
maintain contact with the tissue. 

0082) Appropriate sizes, spacings, and numbers of tissue 
penetrating electrodes may be determined from experiments 
similar to those noted above. A wide variety of probe 
configurations might be employed. A probe 156 illustrated in 
FIG.20D may heat a target region having a length of 15 mm 
and a width of 25 mm with an array of 6 planar electrodes 
158, each active electrode being roughly 7 mm by 2-8 mm 
(optionally being 2 or 6.5 mm) by 0.25 mm. The pairs of 
electrodes can be Spaced by about 10 mm, and may be 
capable of providing a treatment volume of 633 cubic 
millimeters heated to at least 70 C for at least 30 seconds. As 
illustrated in FIG. 20B, a probe 160 having 0.125" OD 
needle electrodes 162 Spaced at 12 mm might instead 
produce a treatment volume of 712 cubic millimeters when 
heating the same region. Needles having Smaller diameters 
will generally be in closer pairs. The probe 164 of FIG.20C 
has smaller 20 gauge (0.035" OD) needles 166, and may 
include 12 electrodes Separated by 5 mm to generate the 
same region in two separate treatments (at least one middle 
electrode optionally being used as return electrode for two 
adjacent electrodes, with the middle electrode optionally 
being Slightly larger to accommodate the greater current 
density), while a probe 168 of FIG. 20A having 16 gauge 
(0.065" OD) needles 170 may include 8 electrodes spaced at 
8 mm. 
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0083 Still further tissue-penetrating electrode configura 
tion alternatives are possible. Along with vacuum Systems 
and over-insertion/retraction arrangements to Verify inser 
tion depth, “C” shaped needles or corkScrew-shaped needles 
might also be employed. As illustrated in FIGS. 21A and B, 
“C” shaped curved electrodes 172 (or inwardly angled 
Straight penetrating electrodes) may be advanced distally 
from a probe body 174 into a tissue 176 so that distal 
portions of an electrode pair are closer than proximal 
electrode portions. This allows treatment volumes 178 to be 
heated while inhibiting injury to an intervening tissue, 
optionally without insulating the proximal electrodes, due to 
the higher proximal impedance from the greater Separation. 
To inhibit tissue ablation or desiccation adjacent tissue 
penetrating electrodes, rotating the needle, vibrating the 
needle, or slowly advancing the needle if an impedance rise 
is observed during treatment may be beneficial. 
0084 Combinations of elements from the above probes 
can also be used. For example, as shown in FIG.22A and 
22B, one or more tissue-penetrating electrode needles (16 
gauge) 186 may extend from a probe body surface 188 
having one or more cooled surface electrodes 190. As 
shown, needle 186 may have an insulated proximal portion 
192 comprising a PE, PI, or epoxy coating or alternatively 
be coupled to a Small insulator ring to achieve electrical 
isolation. The surface electrodes 190 (and optionally, pen 
etrating electrodes) may be cooled cryogenically, with 
cooled fluid or the like. Where the tissue-penetrating elec 
trode 186 is both electrically isolated from and thermally 
coupled to the cooled surface electrode 190, ablation of 
tissue adjacent the penetrating electrode Surface may be 
inhibited by a lower penetrating electrode Surface tempera 
ture. Such surface electrodes 190 may also be used to reduce 
the number of tissue-penetrating electrodes 186 for a given 
treatment Volume. 

0085) Referring now to FIG. 23, the development of 
treatment volume at a temperature of above 70° C. (left 
legend) as a function of dwell time is graphically illustrated. 
A non-invasive cooled electrode probe Similar to that shown 
in FIGS. 6 and 6A heats tissue until the temperature sensing 
needle at 4.5 mm depth reaches a set point of 75 C. at 185 
Seconds. Following this Set point, the RF energy is lowered 
and a dwell time of 45 seconds in maintained. The RF 
energy is then turned off at 230 seconds. The heat then 
remains for about 15 seconds after this point, to about 245 
seconds. If the RF energy was turned off at the set point 185 
Seconds (i.e., no dwell time), the treatment volume of tissue 
above 70° C. between about 170 and 200 seconds would 
have been less than 70 cubic millimeters. In contrast, as 
shown in FIG. 23, the treatment volume of tissue above 70 
C. between about 215 and 245 seconds is greater than 300 
cubic millimeters, a four-fold increase over heating with no 
dwell period. Hence, dwell periods may play an important 
role in achieving increased treatment tissue Volume. 
0086 Although certain exemplary embodiments and 
methods have been described in some detail, for clarity of 
understanding and by way of example, it will be apparent 
from the foregoing disclosure to those skilled in the art that 
variations, modifications, changes, and adaptations of Such 
embodiments and methods may be made without departing 
from the true spirit and scope of the invention. Therefore, the 
above description should not be taken as limiting the Scope 
of the invention which is defined by the appended claims. 
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What is claimed is: 
1. A method for treating incontinence, the method com 

prising: 
aligning a probe body with a collagenous pelvic tissue; 

heating a treatment volume of at least 100 cubic milli 
meters of the collagenous tissue using the aligned probe 
body. 

2. The method of claim 1, wherein the treatment volume 
is separated from a urethra by at least about 1 cm. 

3. The method of claim 2, wherein the treatment volume 
is offset laterally from the urethra to a right side or left side. 

4. The method of claim 2, wherein the treatment volume 
comprises at least 300 cubic millimeters of collagenous 
tissue, wherein the heating is performed So that the treatment 
volume is heated to a temperature of at least 70° C. for a time 
of at least 30 seconds, wherein the treatment volume is offset 
laterally from the urethra to a right Side of a patient, and 
further comprising heating another treatment volume offset 
laterally from the urethra to a left side of the patient, the 
other treatment volume comprising at least 300 cubic mil 
limeters of collagenous tissue and heated to at least 70° C. 
for at least 30 seconds. 

5. The method of claim 1, wherein the treatment volume 
is heated to at least about 65 C. for at least about 100 
Seconds. 

6. The method of claim 1, wherein the treatment volume 
is heated to at least about 75 C. for at least about 10 
Seconds. 

7. The method of claim 1, further comprising applying a 
dwell time after a desired heating temperature is achieved So 
as to increase treatment tissue Volume. 

8. The method of claim 1, wherein the treatment volume 
has a length orientation extending along a urethra, a depth 
orientation extending between the collagenous tissue and the 
probe body, and a width that is greater than the length of the 
treatment Volume. 

9. The method of claim 1, wherein the treatment volume 
has a length orientation extending along a urethra, a depth 
orientation extending between the collagenous tissue and the 
probe body, and a width that is less than the length of the 
treatment Volume. 

10. The method of claim 1, further comprising registering 
a position of the treatment Volume along an axis of the 
urethra with reference to a guide body disposed within the 
urethra. 

11. The method of claim 1, further comprising registering 
a position of the treatment Volume with reference to bone. 

12. The method of claim 1, wherein the probe is aligned 
So that an intermediate tissue is disposed between the probe 
body and the treatment volume. 

13. The method of claim 12, wherein the treatment 
Volume comprises tissue separated from the aligned probe 
body by a distance within a range of about 2 to 8 mm. 

14. The method of claim 12, wherein the treatment 
Volume comprises tissue separated from the aligned probe 
body by a distance within a range of about 2 to 4 mm. 

15. The method of claim 12, wherein the heating is 
performed So as to inhibit necrosis of the intermediate tissue. 

16. The method of claim 15, wherein the heating is 
performed while cooling the intermediate tissue. 

17. The method of claim 15, wherein the heating is 
performed without cooling of the intermediate tissue. 
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18. The method of claim 17, wherein the heating is 
performed by advancing a plurality of tissue-penetrating 
electrodes from the probe body into the treatment volume 
and applying electrical potential to the tissue-penetrating 
electrodes. 

19. The method of claim 1, wherein the heating is 
performed by tip movement of at least a pair of electrodes 
supported by the probe body. 

20. The method of claim 19, wherein the treatment 
Volume increaseS as the tip movement Speed decreases. 

21. The method of claim 1, wherein the treatment volume 
comprises at least 300 cubic millimeters of collagenous 
tissue. 

22. The method of claim 1, wherein the treatment volume 
comprises between about 100 cubic millimeters and about 
800 cubic millimeters of collagenous tissue. 

23. A System for treating incontinence of a patient having 
a collagenous pelvic tissue, the System comprising: 

a probe body alignable with the collagenous pelvic tissue 
So that an intermediate tissue is disposed therebetween; 

at least one energy delivery element Supported by the 
probe body, the at least one energy delivery element 
capable of heating, from the aligned probe body, a 
treatment volume of at least 300 cubic millimeters of 
the collagenous tissue to a temperature of at least 70 
C. for a time of at least 30 seconds So that the 
collagenous pelvic tissue contributes to continence. 

24. The System of claim 23, further comprising at least 
one cooling element Supported by the probe body So as to 
provide cooling of the intermediate tissue while heating the 
treatment Volume. 

25. The system of claim 24, wherein the at least one 
energy delivery element comprises a plurality of electrodes. 

26. The system of claim 25, wherein the electrodes have 
a width of at least 20 mm and a length of less than 8 mm. 

27. The system of claim 24, wherein the at least one 
energy delivery element comprises a distal or proximal pair 
of electrodes on the probe body. 

28. The system of claim 24, wherein the at least one 
energy delivery element comprises a pair of elongated 
electrodes. 

29. The system of claim 23, wherein the at least one 
energy delivery element comprises a plurality of tissue 
penetrating elements. 

30. The system of claim 29, wherein the tissue-penetrat 
ing elements comprise needle electrodes, blade electrodes, 
planar electrodes, C shaped electrodes, corkScrew shaped 
electrodes, or tissue-penetrating electrode tips. 

31. The system of claim 29, wherein the tissue-penetrat 
ing elements comprise an array of two to twenty tissue 
penetrating electrodes. 

32. The system of claim 29, wherein the tissue-penetrat 
ing elements extend from a tissue-engaging Surface by a 
distance within a range from about 0 to about 8 mm. 

33. The system of claim 29, wherein the tissue-penetrat 
ing elements have a diameter in a range from about 0.035 
inch to about 0.125 inch. 

34. The system of claim 29, wherein proximal portions of 
the tissue-penetrating elements are electrically insulated. 

35. The system of claim 29, wherein the tissue-penetrat 
ing elements comprise expandable electrodes. 
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36. The System of claim 23, further comprising a guide 
body disposable within a urethra So as to register a position 
of the treatment Volume along an axis of the urethra. 

37. The system of claim 36, wherein the guide body 
further comprises axial position indicators or electromag 
netic transmitters. 

38. The system of claim 23, wherein the treatment volume 
comprises tissue Separated from the aligned probe body by 
a distance within a range of about 2 to 8 mm. 

39. The system of claim 23, wherein the treatment volume 
is separated from a urethra by at least about 1 cm. 

40. The system of claim 39, wherein the treatment volume 
is offset laterally from the urethra to a right side or left side. 

41. The system of claim 23, wherein the treatment volume 
has a length orientation extending along a urethra, a depth 
orientation extending between the collagenous tissue and the 
probe body, and a width that is greater than the length of the 
treatment Volume. 

42. The system of claim 23, wherein the treatment volume 
has a length orientation extending along a urethra, a depth 
orientation extending between the collagenous tissue and the 
probe body, and a width that is less than the length of the 
treatment Volume. 

43. The system of claim 23, wherein the treatment volume 
comprises between about 300 cubic millimeters and about 
800 cubic millimeters of collagenous tissue. 

44. The system of claim 23, wherein the at least one 
energy delivery element heats the treatment Volume of tissue 
by the application of bipolar radio frequency energy. 
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45. A method for treating incontinence, the method com 
prising: 

aligning a probe body with a collagenous pelvic tissue; 
advancing a plurality of tissue-penetrating electrodes into 

the collagenous tissue from the aligned probe body; and 
heating a treatment volume of at least 300 cubic milli 

meters of the collagenous tissue using the aligned 
probe, wherein the heating is performed So that the 
treatment Volume is heated to a temperature of at least 
70° C. for a time of at least 30 seconds. 

46. A System for treating incontinence of a patient having 
a collagenous pelvic tissue, the System comprising: 

a probe body alignable with the collagenous pelvic tissue; 
a plurality of tissue-penetrating electrodes Supported by 

the probe body, the electrodes capable of heating, from 
the aligned probe body, a treatment Volume of at least 
300 cubic millimeters of the collagenous tissue to a 
temperature of at least 70° C. for a time of at least 30 
Seconds So that the collagenous pelvic tissue contrib 
utes to continence. 

47. The system of claim 46, further comprising at least 
one cooling element Supported by the probe body So as to 
provide cooling of intermediate tissue while heating the 
treatment Volume. 




